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Definitive's Amazing
BP 2000 & 2002 Are
The World's Most
Highly Acclaimed
Loudspeakers!

" The first speaker I have been able to audition in my own
familiar surroundings that has given me that special thrill

that usually costs ten or more times its price to obtain."

"literally Staggering"
-Home Theater, USA

Top reviewers around the world
agree that Definitive's amazing BP 2000s
& BP 2002s combine highly advanced
technology and superior build quality
in order to achieve unsurpassed sonic
performance plus unequalled value.

"Astounding...The Stuff of Dreams"
- Home Cinema Choice, England

Definitive's revolutionary BP 2000 &
BP 2002 combine our incredible bipolar
technology with dual built-in high-
powered subwoofers (BP 2000: 157300
watts ea., BP2002: 12"/125 watts ea.)
for extraordinary sound quality
beyond anything you've ever heard.

"Absolutely Unsurpassed"
-Prestige HiFi, France

Both music and movies are reproduced
with outstanding purity, transparency
and life -like realism. And the astounding
high resolution imaging, magnificent
soundstaging, awesome bass and
explosive dynamic impact totally envelop
you in sonic ecstacy. It is simply amazing!

max :P499e'r -
Definitive's Gmnd Prix award -winning BP 2000 and BP 2002
combine our revolutionary bipolar technology with awesome
built-in powered subwoofers for unsurpassed performance.

See our dealer list on page 106
CIRCLE NO. 15 ON READER SERVICE CARD

-Julian Hirsch, Stereo Review, USA

"Amazing Music and Home Theater...
Most Spectacular Speakers Ever"

- Hifi Review, Hong Kong

In addition to being an audiophile's
dream, the BP 2000s & BP 2002s are
also the main speakers in Definitive's
Ultimate Home Theater Systems. These
astonishing systems are absolutely the
finest sounding available. They recreate
a "you are there" virtual reality that
actually puts you into the sound -space
of the original cinematic action.

"The Best Performance You Can Get"
- V.T.V., England

Experts agree these complete Dolby
Digital AC -3* ready systems deliver the
ultimate listening experience. They
combine BP 2000s or BP 2002s with
perfectly matched center and rear
surround speakers. Dual powered
subwoofers are already built into the
sleek towers. Experience them today!

nitive Tech
The Leader in High -Performance Loudspeakers.

11105 Valley HL.. Dr.  Bahia -lore. MD 21117.14101363-7148
Visit u, at httn://www.detinitivetech.com ,,,,,,,



The Advanced Technology
Inside Definitive's BP2000

Low frequency
tuned column

25 mm pure aluminum
dome, aperiodic
transmission -line tweeter

Low diffraction driver
baffle interface

Complex Linkwitz Riley

crossover network

Front mirror -imaged
D'Appolito bipolar array in
non -resonant chamber

Massive subwoofer
magnet structure

Electronic crossover

Accelerometer optimized
cabinet braces

1" thick high density
medite front baffle

Sonopure'" fiber
internal dampening

Piano gloss black

or gloss cherry endcaps

1" thick rear
medite baffle

High definition pure
copper wire

Multi -layered dampening

pads line entire cabinet

17 cm mineral -filled

polymer high -definition

bass/midrange drivers

Rear mirror -imaged
D'Appolito bipolar array in

non -resonant chamber

15" high -power

long -throw bFlaminate

polymer subwoofer driver

Complete built-in powered
subwoofer system

Gold-plated low-level subwoofer
input (for optional use)

Gold-plated tri-wirable

speaker level inputs

High current 300 -watt RMS
subwoofer amplifier

Torroidal transformer

1 1/4" thick high -density
medite cabinet sidewall

"...I would choose these speakers for myself."
-Julian Hirsch, Stereo Review
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RESER VRTions REQUIRED Digital =in_ t nd cna of the exclusive

features in the Sony Dolby Digital Receiver. It delivers the morvi3 stucic sound sought after

by today's top directors right to your home. A powerfil 24 -bit iigital prccessor contains the

acoustic characteristics of three statE-of-the-art mouia production dubbing sages. The result

is astounding. You'll hear mcvies the way these directors mas:ered thevri-from dramatic

sound effects that match stu-ining screen images, lc. the subtle nuarc DE of the whispered

word. It's just another way Sony makes great things happen

0 MAXIMUM TELEVASI3n,
OnLy FROM Sonv

1 Rximur -kLivision)
N4.."

01997 Sony Electronics Inc All rights reserved. Sony Digital Cinana Sound and Maximum -eeinsicn are traderians of Sony CIN Ina trademark of Dolby Laboratories Licensing Corps .tion
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ON THE COVER

Clockwise from left,
the Boston Acoustics

VR960 tower speakers and
VR10 center speaker,

Toshiba's SD -3107 DVD

player, the Technics
SL-MC410 100 -disc CD

changer, Onkyo's
TX-DSV747 Dolby Digital

receiver, Parasound's
HCA-1205A five -channel

power amp, and the Bose
Lifestyle 30

home -theater system.
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ONLINE
JOIN US

at our site on America
Online and link up with

thousands of other
people who are interested

in the same good stuff
you read about in Stereo

Review. Browse our
message boards and put
in your 2c worth. Search

our archives and find
a test report from last

year. Somebody swiped
the December

issue before you could
get to it? You can find
lots of the information

you missed on
Stereo Review Online.

ALL YOU NEED
is a computer, a modem.

and America Online
software. To sign up. call

America Online at
1-800-603-8181 for a free
startup kit. Our keyword

is STEREO.

SEE YOU IN
CYBERSPACE!

A.

Stereo Review. Stereo. HIFI, High
Fidelity. and Backbeat are reg-
istered trademarks of Hachette
Filipacchi Magazines. Inc.
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Our critics and editors choose the
dozen best pop and classical CDs of 1997,
plus a slew of honorable mentions and a
Special Achievement Award for the ultimate
Beethoven collection
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Fourteen CDs from the past year
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44 The Shopper's
Survival Guide

How to make the most of your next A V
shopping expedition BY DANIEL KUMIN

THE REGULARS

LETTERS 8

NEW PRODUCTS 13

TIME DELAY 18

AUDIO Q&A 20

SIGNALS 22

POPULAR MUSIC 125

CLASSICAL MUSIC 133

THE HIGH END 144

51 1998 Equipment
Buying Guide

Features, specs, and prices of more than
1,400 audio and A/V components
DVD Players 52

CD Players 53

Home Recording Equipment 60
Tuners 64

Receivers 65

Amplifiers
Power Amplifiers 72

Preamplifiers 78

Integrated Amplifiers 84

Surround -Sound Processors 87

Speakers 89

Directory of Manufacturers 118
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A photograph without color is a lot like an ordinary radio, since bum deny your senses the
full spectrum of the experience. That's why we created the Bose' Wave* radio. It produces rich, cleat'
room -filling sound thanks to our patented acoustic waveguide speaker technology. It even comes
with a remote control, and it's available directly from Bose for just $349.

Learn why Popular Science called the Wave radio "a sonic marvel?' Simply call the toll -free
number to learn more about our in -home trial and satisfaction guarantee.

Please specify your color choice for the Wave radio: 0 Imperial White 0 Graphite Gray

t.'sfrust..Order before
Match 20,1998, for

free shipping.

..me 'Please Prtnn Daytime Telephone Evening Telephone

Address

City SLIM

Ask about our interest -free six-month payment plan. Call 1-800-681-BOSE,ext. 86857.
Or mad to: Bose Corporation, Dem, (DD-RbliS-, The Mountain, Framingham, MA 01701.91118. or fax to I .800.86210SF
11,80041462.25'FIF Ask abour Fedbx* delete, sen we. Installment pact' ent plan and free shipping offer not to he combined
w$th an, other offer. Installment payment plan as !liable on credit card

m

orders only. Prise JO. 11. include applisable sales tax
Pnce and/or payment plan sub's..t to change without nonce, tedTh sem, marks used by perninuon,

_HOME"

TONIGHT,

TUNE IN

TOM
WORLD'S

MOST POPULAR

INTERNET ONLINE

SERVICE!
C 199

Call 1-800-827-6364 and
see how sjay it can be to
experience the Internet.
Availability may be limited, especially during peak times.
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Looking for proof that big features
come in small packages? Welcome
to The Edge, the all-purpose,
all -terrain speaker from Acoustic
Research, the worldwide leader in
loudspeakemdpnovation since 1954.

The Edge delivers an amazing fre-
quency response And ultra high
sensitivity', thanks ta) our exclusive
time -aligned, acoustic wave -con-
trolled driver design. In addition,
magnetic shielding makes The Edge
perfect for home theater applica-
tions, while the molded enclosure

and built-in swivel mount allow
unlimited installation options,
inside and o -at.

Siacious sound, high efficiency,
weather resistance, and AR's long-
standing commitment to value all
acki up to The Edge-your best
choice for high -quality satellite
speakers that fit anywhere...espe-
c ally your `iudget. To learn more,
c ill 707-74-5930 for the name of
your nearest authorized AR dealer.
The Edge from Acoustic Research.
Enjoy the performance.

'91dIi 411 2.83 volts per meter

Higher 1idi lit,

CIRCLE NO 39 ON READER SERVICE CARE

Acoustic Research is a registered trademark d Recoton" Corporation. S2 Stone Road. lienicia, California 9i5t0
1997.Recoton Corporation. All rights reserved. All specifications and pries subject to change without notice.



Before you buy stereo for
your home, get this catalog!

LETTERS

ins*
The
Perfect
Home
Theater

FREE
Stereo Catalog
Looking for the latest in
audio/video components?
The Crutchfield catalog brings you hundreds
of top, brand -name components and
makes it easy to compare
them feature for
feature. Infor-
mative articles.
helpful tips and
exclusive comparison
charts guide you through
the maze of buzzwords.
You'll find exactly
what you need without
paying for more than
you want!

Discover the convenience of
shopping from home
Part catalog, part shopper's guide, the
Crutchfield catalog makes it a pleasure to
shop from home. You can call our well-

informed sales

1111

advisors toll -free,
7 days a week with
any of your product
questions. Plus,
you'll get your order
in 2 days or less!

So what are you
waiting for? Get
your copy on its
way today!

Sony, Kenwood, Pioneer,

JVC, Bose, Harman Kardon,

Infinity, Technics, Polk,

Carver, Yamaha, and more!

New! See why DVD

means movies at home

will never be the same!

Call now for your free copy!

1.800-955-9009
8 a.m. to Midnight (Eastern time), 7 days a week

or visit our Web site at

http://www.crutchfield.com

CRUTCHFIELD

channel -challenged DVDs
How could Rad Bennett possibly list Fargo
as one of the "Top 10 DVDs" in December?
It is the only DVD I've found that does not
have a Dolby Digital 5.1 -channel sound-
track. At first I thought it was my equip-
ment, but when I checked the box, there
was no DD logo. I returned it and now check
all DVDs for Dolby Digital sound before I
make a selection. Barry Hantman

Danville, NH

Rad Bennett replies: Fargo is far from the
only DVD soundtrack with fewer than 5.1
channels. This is partly because not all cur-
rent films are made using Dolby Digital (or
another 5.1 -channel process) that can easily
he transferred to DVD, or laserdisc, without
potentially expensive remixing. Each studio
seems to have a different view about what,
how, and whether to remix. For example,
none of PolyGram's DVD releases so far is
5.1 -channel. while Warner Home Video has
remixed many of is older titles for DVD -
including Jeremiah Johnson and Gremlins
- but not all. The Secret Garden and some
other Warner films are presented on DVD
in four -channel (matrixed) Dolby Surround,
jus as they were originally heard in the-
aters. And 1 recently received some new
Similar DVDs that have only /6 -hit PCM
digital stereo soundtracks, no Dolby encod-
ing at all!

Your idea of checking the fine print on the
back of the box is a good one, since even the
Dolby Digital logo does not guarantee 5.1
discrete channels. If you intend to buy only
movies with 5.1 -channel soundtracks, how -
eve,: your options could he limited.

divx doubters
Regarding Divx ("Technology Update" in
December), here's what's going to happen:
the entire scheme is going to fall flat, at
great risk of taking DVD along with it. The
greed and paranoia of the studios will be its
ultimate undoing, at a loss to all involved.
There aren't going to be enough customers
willing to go through the hassle of Divx,
what with credit cards, modems, and so
forth. People will just watch their movies
on VHS or not at all. John P. Thomas

Nome, AK

Since the inception of the VHS format, I
have been quite content with purchasing
and often renting videotapes. Then along
came DVD, and I was hooked. I now own
fifty of these little jewels. I made the jump
to DVD, and not the LP -size laserdisc, ow-
ing to its small size, convenience, high im-
age and sound quality, and reasonable cost.
I have no intention of purchasing any Divx
hardware or software. Furthermore, while 1

may still rent recent releases on videotape
from studios endorsing Divx, I will not buy
any software from them. Alfred Aidala

Bronx, NY

I had been looking forward to buying a
DVD player, but now I will wait until a for-
mat winner is declared. I won't buy DVD
because the format may become obsolete
before its time. I won't buy Divx because I
don't like what it represents, another inva-
sion of the consumer's privacy.

Besides, the Divx process runs counter to
the way people use their VCRs. It would
make me collect movies I don't want to
own, and it would make the giving/receiv-
ing of discs an ungrateful occasion. After
all, what would you say to the grandpop
who just gave your child the latest release
from Disney on Divx, a gift that with the
normal viewing habits of a 3 -year -old could
ultimately cost you more than 5300?

James P. Webster
Dover, DE

bob carver's monster bass
Did I hear someone [Tom Nousaine in Jan-
uary "Letters"' say that my Sunfire True
Subwoofer can't put out a ton of low bass
because it's small, tiny, and minuscule?
Nonsense! That's not what Julian Hirsch
said in his review in the December 1996 is-
sue of Stereo Review: "It had the flattest
and deepest bass response I have ever heard
or measured ...."

My sub does monster bass, and it is glo-
riously convenient that we don't have to
play "who do you trust" games to resolve
this point. More recently, woofer scientist
extraordinaire D. B. Keele wrote in his No-
vember 1997 review of the True Subwoofer
Mark II in Audio: "[Its] built-in amplifier is
clearly capable of generating roughly 2.5
kilowatts of continuous sine -wave power.
. . . Few subs produce louder bass than the
Sunfire, and none goes deeper."

My sub a wimp? Balderdash. I could go
on and on, but you get the picture, n est-ce
pas? Its performance is hard to believe. I

know. Bob Carver
President, Sunfire Corporation

Snohomish, WA

millennium DTS decoder
I enjoyed Daniel Kumin's fine user's report
on the Millennium 2.4.6 DTS decoder/pre-
amplifier in November. but a couple of in-
accuracies need to be corrected. Contrary to
what he said, the Millennium is fully auto-
matic. Set it and forget it. You do not need
to get up and switch to manual to enable the
"pass -through" mode. Moreover, the side
effects that Mr. Kumin referred to can be

L 1 Crutchfield Park. Dept. SR, Charlottesville, VA 22906

CIRCLE NO 17 ON READER SERVICE CARD
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Paradigm Reference Wins
The Best of 1997 Awards!

VIDEO
BEST w Video Magazine's

IlirviSr Home Theater System of the Yearlir
HI-FI
GRAND PRIX
AWARD

4.4
Aucioide-6

AudioVideo International

Grand Prix Product of the Year

"...combines solid bass with uncoloured midrange,
fine soundstaging, and a detailed, open top end... _
definitely give the Studio/100 a listen."

- loin .\orton, Stereophile 20\o. 8

"...state-of-the-art performance."
- Joseph Cierniak, .Sensible Sound

"...an acoustically crisp, credibly realistic, and
untiringly musical performance."

- Don Keele, Audio Magazine

"Phenomenal...Highly Recommended!"
- Don Keele, Audio Magazine

"Skin Tingling...Truly Topnotch."
- Julian Hirsch, Stereo Review

"Outstanding...I Surrender..."
- Greg Petan, Audio Adventure

"Extraordinary...Bravo Paradigm!"
Andrew Marshall, Audio Ideas Guide

ith years of design expertise and a state-of-the-art in-house R&D facility,

Paradigm engineers and acousticians set out to build the world's finest

speakers, regardless of cost! The result is Paradigm Reference...electrifying and

eminently satisfying high -end speaker systems that bring you closer than ever to

the live event!

1 1
Snidio120 Stsokol60 SnilioI80 Studio/100 FrpnellIP Felipe -/RP 1(R-450

Bipolar Bipolar I rfrIConterdlight (.row Chonnel

O

( (-!50

And, while this stunning performance heightens the sheer enjoyment of music, it

is equally important for the best in home theater sound, especially now with the

arrival of digital AC -3 and DTS.

We invite you to visit your nearest Authorized Paradigm Reference Dealer and
experience this astonishing new reference standard in music and home theater

sound for yourself'.

1111
ADP -450
Surround

Sere. -/S
Suboroofer

PARADIGM" REFERENCE
THE ULTIMATE IN HIGH END SOUND FOR MUSIC AND HOME THEATER",

For.on inlormanon 17.0 ,ond. nrarr0 .4101,m,ed 1..0adirr 0r1r.entfr 10.11, or to -Se
.1.1,5vrant. .4110 Rex 2...1 .Vragurd .01. 11402 1905, 1141411110
IN 1.Anadd Paudirt. 101 Htnlan Rd. 14.1104 p. 1.11. 3P5 ,WM 091 2080

Website: www.pctradigm.ca

t. PuradIrr FL, MN,M,  Amin I'orr
CIRCLE NO. 43 ON READER SERVICE CARD



SUBWOOFER OF

THE YEAR!
Audio/Video

International

Grand Prix

Product of the Year

Video Magazine's

1997 Home Theater

System of the Year

"...A DOWNRIGHT AMAZING PERFORMER."

"...POWERFUL AND IMPRESSIVE."

"ROCK SOLID AND DEEP AS A CHASM, BASS

NOTES CAME THROUGH AS I'D NEVER HEARD

THEM BEFORE" us Philip or t thr P.S-1000.
.Aerroph,4 Guar to How Thrum, Vol 2. Number 2

A'most overnight PARADIGM has become the new standard in high-performance subwoofers. As a world leader

in speaker design, PARADIGM knows what it takes to make great sounding speakers - from best -value budget

audiophile speakers right through to sensational PARADIGMS REFERENCE high -end systems. PARADIGM has

applied this comprehensive expertise to design and build the finest subwoofers available, at any price! And when

it comes to price, PARADIGM'S value is unmatched. In fact, PARADIGM has been rated #1 in price/value for

7 consecutive years in surveys conducted by the distinguished trade publication Inside Track'.

Sophisticated bass driver technology utilizes AVS- diecast heatsink chassis' for higher power -handling and much

lower distortion. Patented high -current, high -output amplifiers

ensure full power -delivery at all times. Add solid

braced enclosures and full control features and

what you have is the pure, clean, articulate

and thunderous deep bass of PARADIGM'S

sensational powered subwoofers.

We invite you to visit your nearest AUTHORIZED PARADIGM

DEALER and experience these remarkable subwoofers today.

The difference is... simply better sound'

1.4 Trunk Anna/ !kale. men,
n') Paradigm H. -fro., Amen n

Pcirardigiyi

eliminated by configuring the Model 2.4.6
for stand-alone operation. Bob Rapoport

5.1 Marketing and Sales / Millennium
Technologies

St. Petersburg, FL

Daniel Kumin replies: Alan Cooney, the Mil-
lennium 2.4.6's designer, informs me that
the processor will pass through signals in
both manual and auto modes when set to do
so. It appears that the effect I noted could
be caused by incorrectly set DIP switches.
Since I tested an early sample, and its man-
ual was brief and fairly schematic, I may
have misunderstood the pass -through fea-
ture; I apologize for any confusion.

how not to fix it?
A comment on Brian Fenton's "Fix It!" in
the October 1997 issue: His advice to use
60/40 solder for repairs is completely wrong.
OSHA banned lead from solder a number
of years ago - about the time I retired
from twenty-five years in the repair end of
electronics - because lead fumes are haz-
ardous to your health. Irwin R. Lentchner

Spotswood, NJ

Brian Fenton replies: Despite the potential
danger from the lead contained in solder
fumes, OSHA has not banned lead/tin sol-
der. Proper ventilation is required, however,
and the concentration of lead in workroom
air is limited to 50 micrograms per cubic
meter for an 8 -hour day. Lead/tin solder is
available at any electrical -supply store and
should be safe for occasional use, but if you
have small children, it's prudent to use
lead-free solder.

mahier's "waldmarchen"
In the "Best of the Month" review of Mich-
ael Tilson Thomas's new recording of Mah-
ler's Das Klagende Lied in October, Rich-
ard Freed states that "Except for a single
performance in 1934, the `Waldmarchen'
[movement] was not heard again till 1970,
when Pierre Boulez performed and record-
ed it in London." The first concert perfor-
mance of "Waldmarchen" was in January
1970, when the New Haven Symphony
conducted by Frank Brieff gave the world
premiere of the full three-part Das Kla-
gende Lied. Boulez's performance and re-
cording was in April 1970, after the New
Haven premiere. Gerald S. Fox

President, Gustave Mahler Society
New York, NY

We welcome your letters. Please address cor-
respondence to Editor, Stereo Review, 1633
Broadway, New York, NY 10019. You should
include your address and telephone number
for verification. Letters may be edited for
clarity and length.

tmw.paradiguLca T HE ULT !MATE IN HIOH-!'EHT UHMANCE SOUND -

CIRCLE NO. 41 ON READER SERVICE CARD



ASTONISHING!
"...smooth...refined...I've heard highly regarded
$Z000 2 -way 6-inchers that could not keep
up with the Mini Monitor." Corey Greenberg. Audio Magazine

As a world leader in speaker design, PARADIGM knows what it takes to make great

solnding speakers - from superb best -value budget audiophile speakers, right

through to sensational PARADIGM® REFERENCE high -end systems. And now

PARADIGM brings it's comprehensive design expertise to an all new generation of

the most affordable high-performance speakers the market has ever seen.
Introcucing the exceptional new MONITOR SERIES.

High -frequency drivers use our remarkable new PTD- pure -titanium dome
along with our exclusive controlled wareguide to provide outstanding, and

utterly natural, high -frequency response.

Bass/midrange drivers utilize high-pressure diecast chassis' and our
unique ICP- injection -moulded copolymer polypropylene cones. This

advanced cone design effectively eliminates unwanted resonances

and standing waves.

Add minimum diffraction grills, solid braced enclosures, phase
coherent crossovers, gold input terminals and what you have

is the pure, clear and uncolored sound of PARADIGM'S
astonishing new MONITOR SERIES.

We invite you to visit your nearest AUTHORIZED PARADIGM

DEALER and experience any of our high-performance speakers

today. The difference is... simply better sound!

1111 le TV
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Atom/CC-50/Micro/PDR-10

$816

Molitor 7/CC-350/ADP 350,PS-1200

52,256
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SONY
LEGEI1DRRY PERFORMFMCE The Sony DVP-S7300 player has already been hailed as

"the reference standard" for D\420 perfprmance. Now, tharks to ot_- Dolby Digital ES receiver with D Oa'

Cinema Sound"' and a Trinitron >BR :elevision wi-h component vide technology, the S7000 delivers even

greater color clarity and stunning aciunJ quality. It al aids up :o the ultimate home entertainment experience.

It's just another way Sony makes great things happe-.
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PRODUCTS

Enlightened Audio Enlightened Audio's
TheaterMaster line of surround -sound decoders includes the
Encore ($2,495), the Ovation ($3,995), and the Signature
($5,995). All three share a common faceplate and chassis and

can decode Dolby Digital, DTS, and Dolby Pro Logic. The use
of Crystal Semiconductor's CS4226 integrated circuit is said
to provide better performance and reliability than previous
models and make the decoders easier to upgrade. A back -lit,
touch -screen programmable remote is included. Enlightened
Audio Designs, Dept. SR, 300 W. Lowe, Fairfield, IA 52556.
Phone, 515-472-4312. Circle 120 on reader service card.

Definitive
The BP2004 bipolar speaker
from Definitive Technology

includes a built-in 125 -watt
side -firing subwoofer with a
10 -inch driver. It has a 51/2 -

inch polymer -cone woofer
and a 1-incl- aluminum -

dome tweeter on the front
and an identical set on the
back. The 40 -inch -tall

fabric -covered cabinet with
piano -black end caps has a

diminutive 71/4 x 13 -inch

footprint. Pr ce: $749 eaci.
Definitive Technology, Deat.

SR, 11105 Valley Heights Dr.,

Baltimore, MD 21117.

Phone, 410-363-7148. Circle
15 on reader service card.

Sony Sony's Street Style neadphones wrap around the
back of the head instead of over the top. The MDR -G51 1:$30)
has a blue headband, uses ferrite magnets, and has a rated
bandwidth of 16 Hz to 24 kHz. The MDR -G61 ($35) has a
metallic headband, uses leodyonium magnets, and has a rat-
ed bandwidth of 14 Hz to 24 kHz. Sony, Dept. SR, 1 Sony Dr.,
Park Ridge, NJ 07656. Phone, 8.30-222-7669.

a/d/s. Switchable between dipolar and bipolar disper-
sion patterns, the a/d/s/ MV15/s surround speaker's tonal
characteristics and finish match the company's MV series of
floor -standing speakers. Frequency response is given as 32
Hz to 20 kHz ±3 dB, sensitivity as 88 dB, and impedance as 8
ohms. Recommended for use with amplifiers that deliver te-
tween 30 and 150 watts rms, the MV15/s measures 151/4 x 15
x 5 inches and is available in black or white, with a paintable
perforated -metal grille. Price: $1,100 a pair. a/d/s/, Dept. SR,
1 Progress Way, Wilmington, MA 01887. Phone, 508-658-
5100. Circle 121 on reader service card.

Kenwood Kenwood's Model 1050MD MiniDisc re-

corder incorporates ATRAC version 4.5 digital encoding. It
has a jog/shuttle control dial and both optical and coaxial
digital inputs and outputs. A renote control that allows direct
text entry of disc or artist information is included. In addition,
the recorder can capture OD Text from text -encoded CDs and
show it on its display. Price: $400. Kenwood. Dept SR. P.O.
Box 22745, Long Beach CA E 0801. Phone, 800-536-9663.
Circle 122 on reader service card.
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NEWPRODUCTS

AMC The 2N100 Series of two- and three -channel power
amplifiers from AMC are rated to deliver 150 watts per chan-
nel into 8 ohms. Each channel has a separate power module
that independently monitors its heat, current draw, signal out-
put, and power output, which is said to reduce crosstalk
while increasing dynamic range and efficiency. Frequency re-
sponse is given as 20 Hz to 20 kHz ±-3 dB, damping factor as
greater than 100 dB, and signal-to-noise ratio (for 1 watt into
8 ohms) as greater than 102 dB A -weighted. Both the two -
channel Model 2N100-2 and the three -channel Model 2N100-
3 are housed in identical 17 x 5 x 13 -inch cabinets. Prices:
2N100-2, $500; 2N100-3, $800. AMC, division of Weltronics,
Dept. SR, P.O. Box 80584, San Marino, CA 91108. Phone,
818-796-6396. Circle 123 on reader service card.

Sunfire The Classic Vacuum Tube Preamplifier from
Sunfire features an all -tube design with "no transistors used
in the signal path whatsoever." There are five line -level inputs;
an optional phono stage can provide inputs for both moving -
coil and moving -magnet phono cartridges. Tone -contour con-
trols are provided as well as a tone bypass. Price: $1,495;
phono stage, $350. Sunfire, Dept. SR, 5210 Bickford Ave.,
Snohomish, WA 98290. Phone, 425-335-4748. Circle 124 on
reader service card.

Xtant
The Xtant 302a two -channel

stereo car power amplifier
is rated to deliver 75 watts
per channel into a 4 -ohm

load, 150 watts per channel
into a 2 -ohm load, and 300

watts mono bridged into a
4 -ohm load. An additional

set of speaker outputs is
provided for easy connec-
tion of rear -f II speakers. An

Xtant resistor module ($15

each) is reqt.ired to activate
the speaker oort and adjust
the level of tie rear -fill
speakers. Two on -board

accessory ports accept
Xtant's plug-in high- and

low-pass crossover
modules. The amplifier has
a fan -cooling system. Price:

$550. Xtant Technologies,

Dept. SR, 7676 S. 46th St.,

Phoenix, AZ 85040. Phone,

888-449-8268. Circle 125
on reader service card.

Monitor Audio
The Studio 60 speaker from
Britain's Monitor Audio has
two 63/4 -inch Ceralloy-cone

woofers, a 63/4 -inch

midrange, and a 1 -inch

Ceralloy-dome tweeter. The
drivers of the 42 -inch -tall

speaker are said to operate
with no bending or breakup.
Price: $11,000 a pair in

black oak finish, $13,200 in
rosewood, $15,500 in piano
black or piano rosewood.
Mor itor Audio, Dept. SR,
P.O. Box 1355, Buffalo, NY

14205. Phone, 905-428-

2800. Circle 127 on reader
sen ice card.

Yamaha Yamaha's AV -1 CiiemaStation Dolby Pro
Logic home -theater system is designed to fit into small
spaces. The control center, which includes a CD player and
an AM/FM 7uner, measures only 12% x 23/4 x 101/8 inches.
The five full -range satellite speakers measure 33/4 x 45/8 x 41/4

inches each, and the subwoofer, which contains the 200 -watt
system power amplifier, measures 97i3 x 163/4

x 161/2 inches. Price: $1,199. Yamat- a, Dept.
SR, 6660 Orangethorpe Ave., Buena 'ark, CA
90620. Phone, 800-492-6242. Circle 126 on
reader service card.

i
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M0VieWOrkSTM 5.1 By Henry Moss

140 Watt, 12"
Powered Subwooler

Shielded Two -Way
Main Speakers

de -Range, Hlg
Center Speaker

MultiPole Surroun I Speakers
For Bipol3/Dipole Operation

"MovieWories 51 Definitely Delivers The Goods; Genuinely
Full -Range, Legitimately Cinematic Home Theater Surround Sound."

-Stereo

MovieWorks 5.1 is a no -compromise speaker system

with high-performance, high -output main, center and

surmund speakers - and an awesome "room -shaking"
powered subwoofer.

MovieWorks 5.1 is the first speaker system to

indude MultiPole- surround speakers that can switch

between dipole and bipole radiation, depending on the

music or movie soundtrack being played.

High-performance main speakers.
The main speakers in .Not'ieuar/es 5 / area (r >-

way, shielded design with excellent tonal balance. wide

dispersion and pinpoint stereo imaging. They will fill

even a large room with accurate, natural sound...

without filling the am with big speaker boxes.

High -output center speaker.
The center speaker is a new high -output, wide -

range design with natural tonal balance and superb

dispersion. Bass reach is lower than most center

speakers. Its dynamic range can handle even

demanding soundtracks, and dispersion is broad

enough to cover all listening positions.

MultiPole surround speakers.
The sunound speakers in Mot ieWorks 5.1 are a

high -output design using MultiPole technology that

allows you to choose between dipole (diffuse radiating)

and bipole (direct radiating) sound.*

For virtually all of today's movie

soundtracks, we recommend dipole

radiator designs because they do a superb

job reproducing surround effects so

everyone in the room hears them correctly.

For some 5.1 channel mixes, however -

those with signals spread between the two sunound

speakers in true stereo - bipolar direct radiators can he

advantageous. In particular, music recordings with
vocalists directed to surround channels sound better

with our MultiPole speakers set to their bipole position.

As Dolby Digital 5.1 technology becomes more

familiar to studios. it's difficult to predict what mixing

approaches will be used. But with the MultiPole

sunound speakers, you're literally ready for anything.

What Stereo Review says
about MovieWorks 5.1

"...open, detailed, up front sound with an urexpectedly
sumptuous bottom end...very good definitim and
detail...surrounc sound performance was very good,
with a cohesive, focused character...impresive with
movie soundtracks...the subwoofer delivered
thunderous yet defined underpinnings...clearly one of
the best one-bo.rr home theater speaker systems I've
heard...outstancing low -bass performance._anyone who
seeks excellent Jerformance from an unobtrusive setup
should be pleasd."

Awesome powered subwoofer.
.MovieWorks 5.1's powered subwoofer is amazing -

it's the one even& xly likes. It has a heavy-duty, long -

throw 12" wok:- and a robust 1.10 -watt amplifier with

electronic missover. Boot says it "is an

aural atomic bomb...gracefully played

frequencies down to an awe-inspiring

21 Hi' nothing short of phenomenal."

The MultiPole switch lets you choose
either dipole (diffuse radiating) or bipole
(direct radiating) sound patterns.

Factory -direct savings. No risk
If you want a no -compromise surround sound

sstem that can deal with all present and future
software. MovieWorks 5.1 is the speaker package for
you. Because we sell factory -direct, with no

expensive middlemen, it sells for hundreds less than
competing systems. And it's backed
by our 30 -Day Total Satisfaction

Guarantee. Try it in your home for
a month - there's virtually no risk.
Factory -Direct Price: $1,799.99

'Mike seemingly similar systems. our MultiPole speakers. when
switched from dipole to hipole ono -Atkin. affect a very broad range
if sound - not just very high frequencies. This difference is crucial to

proper peibmiance. thew Industry -Best 10 -Year Warranty applies
to all speakers except The Powered %km kr; amplifier which has

2 -Year Warranty.

For A Free Catalog, Or For The
Nearest Store Location, Call...

1-800-FOR-HIFI
1-81111-3(i- i$ I r

C A M BR ID GE
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Boston Acoustics The SoundBar Cinema
from Boston Acoustics is a compact three-piece home -the-
ater sound system. The SoundBar is designed for mounting
on top of the TV. It houses speakers for the front left, center,
and right channels and a Dolby Pro Logic decoder and ampli-
fier. The sub houses the system's power supply. The single
surround speaker has a dipolar design. Price: $799. Boston
Acoustics, Dept. SR, 300 Jubilee Dr., Peabody, MA 01960.
Phone, 978-538-5000. Circle 128 on reader service card.

JL Audio
The JL Audio Stealthbox for
the Jeep Grand Cherokee
features the Model 10W1

subwoofer. Its fiberglass
enclosure fits in the right
rear corner of the vehicle
"without sacrificing useful
space." The subwoofer,
which has a 10 -inch driver,

is available covered with a

choice of carpeting. Custom
Stealthboxes are available
for more than thirty other
vehicles. Price: $680. JL

Audio, Dept. SR, P.O. Box
839004, Miramar, FL 33083.

Phone, 954-981-9497. Circle
130 on reader service card.

pARTicular
pARTicular's Ypsilon rack

has continuously adjustable
shelves to hold nonstan-
dard -sized components.
Cables can be hidden in the
steel frame, which measures
53 x 33 x 31 inches. Price:

$3,500. pARTicular, Dept.

SR, 1888 Golden Gate Ave.,

Suite 36, San Francisco, CA

94115. Phone, 415-771-

7725. Circle 131 on reader
service card.
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Faroudja The DV1000, Faroudja's first DVD player,
provides coneponent-video, S -video, and composite -video
outputs. Digital audio is available at coaxial and ST -glass op-
tical outputs, analog audio at RCA jacks. The player is
housed in a rack -mountable vibration -resistant chassis. A
full -function remote control is included. Price: $5,495.
Faroudja Laboratories, Dept. SR, 750 Palomar Ave., Sunny-
vale, CA 940E6. Phone, 408-735-1492. Circle 129 on reader
service card.

Acoustic Energy The Acoustic Energy AE120
floor -standing speaker is a three-way vented system with two
5 -inch woofers, a 5 -inch midrange, and a 1 -inch soft -dome
tweeter, all magnetically shielded. The speaker can be tri-
wired, biwired, or connected conventionally with a single ca-
ble. The 361/4 -itch -tall enclosure is available finished in black
ash or rosewood vinyl veneer. Four 3/8 -inch spikes couple the
speaker to the floor. Price: $1,149 a pair. Acoustic Energy,
distributed by Aralex Acoustics, Dept. SR, 106-42 Fawcett
Rd., Coquitlam, British Columbia V3K 6X9. Phone, 604-528-
8965. Circle 132 on reader service card.



How To Release The
Incredible Sound Hidden In
Your Computer. Only 14999

CRE TIV'
PC Works. speaker system fron
Cambridge SoundWorks. PC kagazine
war. "stunned by the c uality."'

. BLASTER wwe-
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CD -quality sound card from Creative Labs.
"No sound card can match the
combination of performance and
value offered by AWE64 Value."

Tom DeVesto
President, Cambridge SoundWorks

1111

Announcing The Best Value Ever In A PC Audio Package:
Save $50 On Sound Blaster AWE64 Sound Card & PCWorks:

Your "Free" Speakers And
Sound Card Are Over -Priced.

"Fru:- is us) high a price to pay for bad sound. Those

cheap speakers and outdated sound card that came "fire"

with your computer are depriving you of good sound. So

throw them away and order this awesome audio bundle

from Cambridge SoundWorks and Creative labs.

PCWorks By Henry floss
Designed by Audio I tall of Fame member and Enuny

Award winner Henry Klass, ourKWorks amplified

subwoofersatellite speaker system delivers natural,

accurate, wide -range sound - including great bass. The

tiny satellites take up hardly any desk space. And the

compact subwoofer goes on the floor. The system

includes a remote in -line volume control and satellite

stands. Boos magazine says, "You'll be hard pressed to

find a better set of speakers for twice the price."

Sound Blaster AWE64 Sound Card
The Sound Blaster AWE64 Value card uses 16 -bit

technology to bring component -quality sound to your PC.

It includes an E -mu Systemss EMU8000 audio processor

for wave table synthesis - with 32 -voice polyphony, 128

synthesized instruments, 10 drum kits, 16 MIDI channels

and 1 MB of built-in sound samples.

An Awesome, Affordable Bundle.
PCWorks and the Sound Blaster AWE6-r Value

regularly sell for $99.99 each. Buy them together and save

$20 - plus get a $30 mail -in relsne from Creative labs!

What critics say about PCWcrks

"Fantastic-souncing speakers...I was stunned by the

quality...heck, just buy them." -PC Magazine'

"...a speaker system for $100 that should make some $250

systems nervous.' -Computer Gaming World

"....even better that the sound you'd get from just about

any compact stereo." -HOMEPC Magazine

"A speaker set tha costs less than $100 and sounds like

its worth $500." -CINET Gamecenter

Satisfaction Guaranteed
Every purchase is backed by our 30 -Day Total

Satisfaction Guarantee. If you want great components,

great prices and no risk, give us a call, 365 days a year.

Sound Blaster AWE64 Value & KWorks - Reg. $199.98

Sale $179.99 Minus $30 Mail -In Rebate

$1 999Save $50
*.After Mail -In Rebate.

To Order, Or For A Free Catalog, Call

1800 -FOR HIFI
l-800-36--4 3

CAMBRIDGE
SOUNDWORKS

Critcally Acclaimed. Factory -Direct.

3.1 Needham sdeet. !11.11[C 11,2. NCMIC. NN
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timedelay
StereoReviessi

30yearsago
The February 1968 issue
marked the tenth anniversary
of both stereo recording and
Stereo Review. (We'll celebrate
our fortieth in next month's
issue.) "The stereo disc was
one of the great turning points
in phonograph history," wrote
"ardent audiophile" Daniel
Henry, "not only because of
the immediate rewards it
offered record listeners but
also because it .. . taught us to
expect more of the art of
recording...." Looking ahead,
engineer Lewis Arnold saw a
time when "ambiphonic sound
will totally dissolve the walls
of the listening room and drop
the listener into the concert
hall, opera house, or musical -
comedy theater, and moreover
into the best seat in the house."

Sony tape deck, 1968

Among new products was the
Sony TC-255 open -reel stereo
tape deck, listed at $180.
At the same price was the KLH
Model Five speaker, judged in
a test report to be "remarkably
free of any particular sonic
characteristic or coloration. Of

course, this is just the way a
speaker should sound."

In our first Record of the Year
Awards, popular -music win-
ners for 1967 included the cast
recording of Cabaret, Omette
Coleman's The Empty Foxhole,
and the Beatles' Sgt. Pepper's
Lonely Hearts Club Band.
Classical winners ranged from
Charles Mackerras's version of
Handel's Messiah to William
Masselos's recording of Ives's
Piano Sonata No. 1.

Writing "In Defense of Chatti-
ness in Criticism:' Clive Barnes
said, "I am chatty only because
I fear pompousness like death."

.011.11.. 'NM Ifie0.1610,11.11101
ISICAtro *on r400,10,1 MK' 'COMM

tereo Review
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20yearsago
"As a product that has far
exceeded its inventors' most
optimistic expectations, there
has perhaps been nothing
like the cassette since Thomas
Edison's little tin -foil 'dicta-
tion' recorder," wrote technical
editor Ralph Hodges in our
twentieth -anniversary issue in
February 1978. "Quite possibly,
there will never be anything
like either of them again. But
let's not close the patent office
just yet anyway." Meanwhile,
assistant technical editor
George Tlamsa predicted, "it's
only a matter of time before
a digital hi-fi system finds its
way into American homes."
Also seeing "The Future of
Audio Technology" were Roy
Allison, Etsuro Nakamichi,
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Henry Kloss (of Advent, Acous-
tic Research, and KLH), Edgar
Villchur (Acoustic Research),
Daniel von Recklinghausen
(H.H. Scott, KLH), and LP
developer Peter Goldmark.

Records of the Year for 1977
included James Taylor's JT,
Stevie Wonder's Songs in the
Key of Life, Trevor Pinnock's
traversal of Vivaldi's Four
Seasons on CRD, and Pierre
Boulez's readings of Dukas's
La Peri and Roussel's Third
Symphony on Columbia. The
Certificate of Merit for "out-
standing contributions to the
quality of American musical
life" went to Richard Rodgers.

Steve Simels acknowledged the
rise of British punk, pub,
and New Wave in reviews of
The Boomtown Rats, Graham
Parker and the Rumour's
Stick to Me, and an album that,
if "a little repetitious at times,"
had tracks that were "viscerally
exciting and easily accessible
rock by any standard." The
album was Never Mind the Bol-
locks, Here's the Sex Pistols.

10yearsago
"Imagine the reaction of a
1958 audiophile if somehow he
could have seen a copy of the
February 1988 issue of Stereo
Review thirty years ago," wrote
editor in chief Louise Boundas
in our thirtieth -anniversary
issue. The year 1988 also saw
the 100th birthday of Irving
Berlin, honored in an essay by
Gary Giddins on the occasion
of receiving our Mabel Mercer
Award for lifetime achievement.

Stereo Review
EQUIPMEN1
BUYING GU'DE

NV' ,ECS
%NNx.6.15 x.04

New products included Bang
& Olufsen's Beogram CD
5500 CD player ($999). Julian
Hirsch tested Mitsubishi's top -
of -the -line CD player, the DP -
311R ($740). Measuring less
than 23A inches high, it was
"probably the most compact
CD player" made for home use.

B&O CD player, 1988

Branford Marsalis's Renais-
sance and U2's The Joshua
Tree were among Records of
the Year for 1987. Two of
the classical honorees were
Kathleen Battle's Salzburg
Recital with James Levine on
Deutsche Grammophon and
Jesus Ldpez-Cobos's program
of Falla's music on Telarc.

"I want to like an album as
aggressively bad as The Uplift
Mofo Party Plan," said Mark
Peel about the Red Hot Chili
Peppers. "But I just can't."

-Ken Richardson



The Tower- Series By Henry Kloss.

Cambridge SoundWorks'
Toner series limiters

combine musical
accuracy, rely natural

tonal balance,
precise stereo imaging

and an incrl
drtunnic pre,

-s

"The soundstage of the Towers was stable, deep, and
richly three-dimensional...unfettered,

solid bass to below 301-1zwan uncommon value."

Our Tower series of speakers was designed by
Audio Hall of Fame member Henry Kloss

(founder of AR. KLH & Advent). They have the

wide range. precise stereo imaging and natural
tonal balance of our acclaimed Ensemble series -
and add improvements in efficiency dynamic
range and "presence."

The result is somewhat unusual: speakers com-
bining the dynamic presence of high -efficiency
studio monitors, and the precise musical accuracy
and pinpoint imaging of low -efficiency
"reference" speakers.

Tower III by Henry Moss'
Tower III is a two-way design with a wide -disper-

sion tweeter and an 8" woofer. It combines high
sensitivity and outstanding dynamic range with
the natural, wide -range sound of a generously,
proportioned cabinet. It has been carefully
"voiced" by Henry Kloss for superb tonal balance
and precise stereo imaging. Tower III is the most

affordable high-performance floor -standing
speaker we know of. Finished in black ash vinyl.

Factory -direct price: $599.99 pr.

Tower II by Henry Koss"
Totter- ll is a three-way system substantially larger

than Tower HI It has two 8" woofers, a 5 1/4"
midrange. and a 1" soft -dome tweeter.

The large cone area of Tower Ifs drivers

contributes to an effortless sound quality giving
music a strong feeling of "presence." That
presence. along with Tower Ws smooth, musical
mtave-to-octave tonal balance and precise stereo
imaging. produce what we think is the finest

speaker system ever offered under $1,000.
Tower is finished in vinyl that simulates black

ash or Vermont walnut. Bi-wire hi -amp capable.

Factory -direct price: $999.99 pr.

Tower by Henry Kloss
The flagship of the series is the three-way bipolar
Tower by Henn' Kloss. Bipolar dispersion results
in very realistic, three-dimensional sound, and
ensures proper stereo effect in many listening
positions.

"Tower II can generate the gut -wrenching
bass and do justice to a first-rate music
system. To top it off, the price is right!"

Stereo Review

Tower has two forward -facing 8" woofers; a

forward -facing 5 1/4" midrange driver; a 1" soft -

dome tweeter; and rearward -facing midrange and
tweeter units identical to those in front.

Because it has even more cone area, Tower's
feeling of "presence" is stronger than that of
Tower II. Thar presence, when combined with
Tower's bipolar design, results in sound
that is nothing short of incredible Available in
lacquered walnut or black ash veneers, Tower is
one of the finest speakers ever offered. Bi-wirebi-
amp capable. Factory -direct price: $1,499.99 pr.

CenterStage by Henry Kloss
CenterStage a two-way three -driver center
channel speaker that complements our Tower
speakers. It has substantial bass reach and the

fflio, Jan. /997

dynamic ra:ige to handle the most demanding of
soundtracks. Finished in black vinyl.

Factory -direct price: $349.99

"Low -end output was quite good down to
25 Hz...good dynamic range, reasonably
high sensitivity, and articulate...a bit more
spacious than lily reference speakers...
The Tower speakers are a good value for
their price."

Audiophile Voice

Satisfaction Guaranteed
All three kuer speakers and CenterStage are

backed by our 7 -Year Parts and Labor Warranty

and our 30 -Day Total Satisfaction Guarantee. So

there's virtually no risk. -

To Order, For A Free Catalog Or For
The Nearest Store location, Call

1800 -FOR HIFI
I-N(I1)_ }

CAMBRIDGE
SOUNDWORKS
Critically Acclaimed. Factory -Direct.

'[rect. suns In2, inn. NI.% u2U,
Viice:1.800.3u--i-idi Fax: 6F-332-9229
Canada: I-800-525-4-134 www.hiti.com
Outside U.S. or Canada: 61"-332-5936
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1 AUDIO Q&A
IAN G. MASTERS

audio on videotape
r% My system includes an A/V receiver,
WE a CD player, and a VHS recorder, but
I've had no luck dubbing a CD onto video-
tape. Could you walk me through the steps 1
should follow? Clay B. Dalmida

Bronx, NY

A In most A/V receivers, the VCR con-
nections operate like normal tape -

monitor. loops with the addition of video
jacks. If that's true in your case, you should
have no trouble recording from whatever is
dialed up on the main selector. If yours has
a playback -only VCR input, however, to
make the kind of recording you want you'll
have to disconnect the CD player from the
receiver and plug it into the VCR's line
inputs or else hook your receiver's record
output to the VCR's line inputs.

Either way, you'll have to switch the
VCR's input from tuner or antenna to line.
(The default configuration in virtually all
VCRs is to record from the internal TV tun-
er, so you will probably have to defeat that

B & K's AVP4090 Home Theater
Preamp/Processor features today's
most advanced surround sound sys-
tems including Dolby Pro Logic®,
Dolby Digitar(AC-31 and Digital
Theater Systems® (DTS).

If and when new systems are
developed, it can be upgraded at the
factory at a nominal cost. So your
choice of buying the right home
theater component is quite simple.
B & K. Great today. Upgradable
tomorrow. It's that simple.

B & K Components, Ltd.
210) Old Union Rd., Buffalo, NY 14227

1-800-543-5252  FAX: 716-656-1291

Web Site: http://www.bkcomp.com

Dolby Pro Loge, Dolby Digital* and AC -3 are trademarks
of Dolby Laboratories Licensing Corporation, DTS is a
registered trademark of Digital Theater Systems, L.L.C.

every time the recorder is powered up.) In
other words, the VCR must be set to record
from its line -level input. That may be as
simple as pushing a button on the remote,
or you may have to wade through some on-
screen menus to make the change. The
VCR's instruction manual should tell you
how to go about it if it isn't obvious.

sound cube
IN My listening room measures 10 x 9 x
WI 8 feet, and I have a small pair of
two-way speakers and a powered subwoof-
er. The speaker manufacturer says to avoid
a cube -shaped room like mine. Is it too
small for listening? Is there a limit to the
size of speaker 1 can use? Paul M. Susich

Export, PA

AConfined space does not necessarily
 preclude good sound. It's possible,

though relatively rare, to achieve excellent
sound quality in a car or the cab of a pickup
truck, for instance, so I wouldn't worry

about the size of your room. As for the
speakers, that really depends on what you
can fit in. Size is irrelevant to overall audio
quality, so it is certainly possible to find
speakers of a scale appropriate to your
space without sonic sacrifice.

And although your room may seem pret-
ty cubic, it is not in fact a cube, so standing
waves should be randomized to some ex-
tent. You are wise to employ a subwoofer
for the bass because that allows you consid-
erable flexibility when it comes to place-
ment, which should let you tame acoustic
problems still further.

It seems to me that the big challenge in
your room would be the placement of the
main speakers. Normally, it is advisable to
position them as far away from walls and
floors as possible to prevent near -field re-
flections from combining with the direct
sound and altering its spectral balance.
These reflections are of energy radiated
quite far off -axis, where smoothness is
harder to achieve than on -axis. It may be
difficult to get that kind of distance in a
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small room, so only speakers with very
good dispersion are likely to perform well
in that environment. You can minimize
problems by making sure the speakers are at
different distances - even if not very far -
from the walls and floor.

midrange control
n On some receivers I've noticed mid -
16 range tone controls along with the
usual bass and treble. How do these work
with speakers that lack a midrange driver?
And if you do have a midrange driver, are
you getting the speaker's full potential if
you use it with a receiver that has no mid-
range control? Joe N. Frankie, Jr.

Newport News, VA

A It's a misconception that tone con -
P16 trols are directly connected to the in-
dividual drivers in a speaker system, al-
though that may well be the case with simi-
lar controls mounted on the speaker itself.
The tone controls on a receiver (or pream-
plifier), however many there are, amount to
a simple equalizer that changes the frequen-
cy response of the receiver, which doesn't
care if the result is reproduced by two,
three, or more drivers. Thus, three-way
speakers work just fine with the usual bass
and treble controls, and two-way speakers
can easily be driven by receivers with mid-
range controls.

misbehaving stylus
Qi MUNI Ill s' agailin the day when

s I'll no longer he able to obtain one, I
bought a replacement stylus for my phono
cartridge. There are no markings on my old
stylus, but when I compared the two, they
looked very similar; the only difference was
a slightly longer cantilever on the new one.
When I installed it, however. I heard a great
deal of distortion whenever the music rose
above background level, especially in the
grooves near the label. When I put the old
stylus hack in, it sounded fine. Considering
that the new stylus cost as much as a whole
new cartridge, I don't want to throw it out.
Can you suggest what might be !wing on'

Joseph Torbay
Cambridge, Ontario

AIt sounds like mistracking. The track -
s ing force is too low to keep the stylus

in the groove, and as it loses contact and
then falls back to the surface it makes the
noise you describe. Louder passages, and
those in grooves near the center where the
radius is smaller, tend to be affected to a
greater degree. It may be that the slightly
greater length of the cantilever in your new
stylus is enough to make the difference, in
which case just increasing the force a bit

might cure the problem. Mistracking can
damage your records (and, in extreme in-
stances, the stylus itself), so if you are go-
ing to experiment, do it on a disc you won't
mind messing up.

Better still, set up the tracking force from
scratch. The usual way to do that is to set
the force gauge to 0, then slide the counter-
weight back and forth until the arm floats
horizontally (be careful that the stylus does-

n't fall and hit the platter). Then dial up the
recommended force if you know it. If not,
start at about 1.25 grams and work your
way up to the point where the tonearm be-
haves itself.

Unfortunately, you might be out of luck.
A longer cantilever indicates that your new
stylus is not an exact replacement for your
cartridge, and you might not be able to ob-
tain satisfactory performance from it.

Like to stay ahead of the pack?
new releases from LARGO Records

N%litositie.r

GERALD BARRY

The Trumph of Ileaury and Deceit

Kur: Schwertslk

HOUSE & COURT MUSIC

KURT SCHWERTSIK

House 8 Court Music

n a fast and furious style thEt leaves
most Hip Hop standing at tie street
corner, the Irish composer Ger:41c1 Barry

has created a completely modern
picture of Handel's 18th century. His
television opera The Triumph of
Beauty end Deceit is a classic
"sleeper" whose time has now come.

The music of Alexander Krein -
once hailed as Russia's leading Jewish
composer but then neglected for a half a
century - will lib the spirits of music
lovers everywhere.

Schwertsik's House & Coen Music
begins with a marvellously witty and
melodious tribute to the Strauss family
from a descendant of Satie, Stravinsky,
and John Cage. After a haunted and
haunting serenade for Count Dracula
and his unholy court, it explodes into the
household of the 3eatles and George
Martin, and the world of Flower Power.

Howard Skempton on Tom Phillips: "His
prose is clear and stylish, his music
vivid and inviting. The scores - works of
art in their own right - coax from
players a sound as richly -colored as
his paintings."

Alexander Krein

...after Scriabiri

ALEXANDER KREIN

Alter Scriabrn

r.

TOM PHILLIPS
Six of Hearts

re-releases
All five Goldschmidt quartets and his complete piano music,

recorded in his presence during the last and phenomenally successful years of his long life ;1903-96).

ir,
Last Chapters

BERTHOLD GOLDSCHMIDT

"Early." and -Late"
BERTHOLD GOLDSCHMIDT

Retrospection?
BERTHOLD GOLDSCHMIDT

Music for active ears in exciting times. http://www.largorecords.com
Distributed in the U.S. by END. 1997 LARGO RECORDS.



The Mother of All Battles
FROM YOUR COMFORTABLE chair,
under the soft halo of your reading lamp,
listening to pleasant music, it might ap-
pear that the world is a tranquil place. But
it's not. All around you, armies are mass-
ing, and the weapons of war are locked
and loaded. Everywhere you look, the
world of audio and video is in turmoil.
Technologies that have stood the test of
time, lasting a hundred years or more, are
threatened with annihilation as digital
technologies increasingly assert control.

It now appears that the digital revolu-
tion, as if following some astral timetable,
will be unimpeded at the dawning of the
next millennium. But before the takeover
is complete, there will be a global war of
world domination. It will be fought on
many fronts, pitting analog against digi-
tal, and digital against digital, to deter-
mine which technologies will own the fu-
ture. Many of these struggles will be won
or lost over the next few months. This
spring and summer will see some of the
heaviest fighting as the corporate powers
throw their battalions of engineers, law-
yers, and spin doctors into the fray. In the
thick of the battle, consumers everywhere
will be dazed and confused, as if suffer-
ing from shell shock.

Although this high-tech warfare will
produce confusion that approaches pure
chaos, I have devised a plan to report on
the battle as it is being fought. Specifical-
ly, I have assembled an expert team of
fellow technologists to go on the air with
me and report directly from the front
lines. Remember the live pictures of the
Cruise missiles over Baghdad? That's the
kind of reporting we intend to deliver
over the coming months.

As the battle wages on, I will host a se-
ries of urgent discussions with some of
the sharpest journalists in the audio/video
arena. If anybody can make sense out of
this conflict, these seasoned veterans from
Stereo Review and its sister publications
can do it. But we can't do it alone - we
need your eyewitness testimony from the
front lines of this war. So our discussions
will be live and open to everyone.

Specifically, we will be reporting from
the news center at Stereo Review's Ameri-
ca Online site -a top-secret intelligence
installation cleverly disguised as a chat
room. To read the live discussion, and to

join in yourself, simply lug unto AOL and
go to the Stereo Review site (keyword:
Stereo). If you don't have an AOL ac-
count, grab one of the billions of AOL
start-up discs in circulation, and use this
as an opportunity to give AOL a try. Al-
ternatively, you can go to the Web site
of the Music Engineering programs at
the University of Miami (www.music.
miami.edu/programs/mue/) and read tran-
scripts of the battlefield reports.

We will come to you live on a series of
Tuesday evenings. The first cyberchat, on
January 27, will feature Bob Ankosko,
Stereo Review's executive editor. From
his glass -and -chrome office high above
Manhattan, Bob will preview the coming
battle, assessing the strengths and weak-
nesses of the corporate combatants. Bob

half-truths and outright deception, Mich-
ael will brutally separate out the facts
from the propaganda. The fourth, on
March 31, will feature Video editor in
chief Marc Horowitz. Marc takes on the
awesome responsibility of describing the
coming of digital television (DTV). There
are no fewer than eighteen different tech-
nologies defined in the DTV standard.
Which of these competing factions will
win out? Is it true that the pile of discard-
ed analog TVs will create a mountain
higher than Everest? Log on and find out.

The fifth session, on April 21, will fea-
ture William Burton, technical director of
Car Stereo Review. Bill has personally
witnessed the din of battle at many car
sound -offs, and he will describe the high-
speed blitzkrieg war of mobile audio. If
home theater has conquered the living
room, is it now poised to conquer the pas-
senger compartment? Will car theater use
Dolby Digital or DTS? And how will we
fit a 36 -inch screen in our dashboards?

TechnologieF that have
stood the test of time are being threatened
with annihilation as digital technologies
increasingly assert control.

will be joined by industry legend Julian
Hirsch, director of Hirsch -Houck Labs.
You've read Julian's words for years -
now see what he's saying about this piv-
otal point in technology history. Is ste-
reo dead, a casualty of war? Log on and
find out.

The next session, on February 17, will
feature Daniel Kumin, SR contributing
editor. From his snowy mountain redoubt
in New Hampshire, Dan will survey the
carnage below and report on DVD and
home theater. Is DVD for real, or is the
juggernaut stalling? Can a subwoofer ful-
ly reproduce the sound of artillery fire?
Log on and find out. Dan will also lay a
ceremonial wreath on the tomb of the
unknown Iaserdisc.

The third discussion, on March 10, will
feature Audio editor in chief Michael
Riggs. Renowned as a take -no -prisoners
journalist, Michael will expose all the
facts, fictions, and myths that pervade the
audio scene. In an industry drowning in
disinformation, in the shadow world of

The sixth and final report, on May 12,
will feature SR technical editor David
Ranada. Like all great generals, David
does not count his dead. He will walk the
battlefield with you, systematically point-
ing out the shattered remains of technolo-
gies that failed, and the bloodied tech-
nologies that survived, at least long
enough to fight another day.

War is a terrible thing. Not even the tri-
umphant victor can say that war is a price
worth paying. Yet it is from destruction
that rebirth comes. The old analog tech-
nologies must give way to new digital
technologies. It will be a historic event,
and a titanic struggle. Join us in cyber-
space and follow the mother of all battles
in our chat rooms. Following this survey
of the digital revolution, in a controversial
move, my fellow journalists and I will re-
turn next fall for a series of in-depth re-
ports on the parenting of small children.
That will be the battle of all mothers.
Meanwhile, I'll see you on Tuesday night.
And put on that helmet, soldier!
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Before you buy an expensive power amplifier, read the fine print.

Adcom's dedication to uncompromising sonic reproduction, innovative
circuit design, and the highest quality electronic parts guarantee that, dollar for dollar, you're
getting the best value in the audio world. At 300 watts per channel into 8 ohms and 450 watts
per channel into 4 ohms', our new GFA-5802 combines innovative all MOSFET circuitry with
a tremendous power supply to out perform the so-called 'super amps retailing for two to
three times the price.

To produce this remarkable amplifier, Adcom started with an enormous toroidal
power transformer. Totally separate secondary windings and independent ground
connections assure each channel is completely isolated from crosstalk and AC line
interference. Lots of clean power for lots of clear and powerful sound. Even the neighbors
will enjoy it.

In addition to the GFA-5802's main toroidal transformer, a separate front end
transformer is also used. This additional device isolates the front end input stages from the
main output section so any peak demands from the output stages will not decrease the
operating voltages for the input sections. This design also contributes to improved
separation at the inputs for precise soundstaging and imaging.

Adcom's new GFA-5802 power amplifier also has exceptionally large
capacitors to store large amounts of DC current for supply to the speakers. This large
storage capacity means that the amp won't be starved for power when you're driving low
impedance and/or inefficient speaker systerr.s. Now your speakers and your music can sound
the way you expect them to. All the time.

The well organized and simple design of the GFA-5802's glass epoxy circuit
boards assures outstanding and reliable operation. Class 'A' circuitry in the front end, the
Adcom GFA-5802 delivers the pure sound that other amplifiers can only talk about. All devices
are precision matched for maximum performance, negligible distortion, and
higher output currents.

We use only International Rectifier Hexfets transistors in the signal path of the
Adcom GFA-5802. These Hexfet circuits are reference grade. hybrid MOSFET
transistors which reproduce all the punch and muscle of bipolar devices but with the
musical sound of tube amps. And since the GFA-5802 has only three gain stages it out
performs comparable amps which usually have five stages or more. The shorter the path of
power resistance, the better the sound.

'20 to 20.000 I lz with both channels driven at less than 0.18 ml)

The GFA-5802 comes with versatile binding posts for easy speaker
hook-ups. Accepting either standard stripped or 'tinned' wires, single or dual banana plugs
or spade lug connectors, the GFA-5802 is a great match for any system. And since it c -an drive
virtually any speaker system regardless of its impedance, even the most demanding speakers
will sing beautiful music. Additionally, the GFA-5802 also comes equipped with two secs of
binding posts for each channel. These extra binding posts allow the GFA-5802 to
accommodate speaker systems that have 'hi -wire capability.

Adcom makes sure that the sound created by your other components can be
flawlessly transferred to the GFA-5802's [valanced power and optimum circuit technology. The
GFA-5802 is equipped with two types of input connectors for complete compatibility, high
quality gold-plated RCA jacks and XLR jacks. The GFA-5802's professional grade three pin XLR
jacks provide both positive, negative and shield properties. The result is a balanced line
connection between the GFA-5802 and your other components. This connection is

essentially immune to electromagnetic and radio frequency interference and provides a
significant reduction in 'common mode noise'.

Dependable technology and efficient use of the highest quality parts make the
GFA-5802 one of the most sought after audiophile pnxlucts in recent years. And because it's
an Adcom component it will benefit from a high resale value and an outstanding dealer
service network. After you hear the GFA-5802 you'll agree that it's an incredible value in high
end audio.

The most important detail to look for before you buy your next amplifier is the
Adcom name. Adcom audio and audio/video components are designed to be second to
none. It's this driving passion for accurate, musical sound and performance that has made
Adcom components sought after by the discriminating audiophile. Through a

combination of technology and innovative engineering techniques, the Adcom GFA-5802 is
quite possibly the best amplifier you may ever hear. From its toroidal transformer and giant
capacitors :0 its reference grade Hexfet circuitry,
the Adcom GFA-5E02 is built to he the hest
amplifier money can buy.

Your ears will thank you.
And so will what's between them.

OM
Designed for your ears.

And what's between them.
11 Elkin" It.1,1  List lirtinsN iri. \.I. Ps:di I 1

Tel 732-390-1130  Fax 732-390-5657  Web: http://www.adcom ,(41)
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"For the bucks, you simply can't do

better." "...if you want a system that

delivers the absolute best home -theater

and music performance for less than
$1,000, you owe it to yourself to hunt down

the Energy Take5 system at your local

specialty audio dealer."

Corey Greenberg,

Stereo Review, September 1997

small!

You've never heard sound this big from a home theater surround
system so small. It's the "Take5TM" home theater system.

Designed to be fashionable, and engineered to deliver sound

quality unheard of in speakers twice their size.

The basics are five high performance shielded speakers; a

"Takel" center channel, and four "Take2" satellites. Add an

"Energy®" ES Series powered subwoofer, and treat yourself to

the ultimate in full range surround performance. The "Take5"

system is compact and fully integrated, with a sound so big,
your eyes won't believe your ears.

3641 McNicoll Avenue, Scarborough,

Ontario, Canada Ml X 1 G5

Tel. (416) 321-1800 Fax (416) 321-1500

ENTcZGY
LOUDSPEAKERS

MUSICAL

"Five high tech speakers

for $500? Believe it!

Their remarkable value for
this price class makes the

Take5 an AVS No-Brainer."

Anthony Chiarella

Audio Video Shopper,

May 1997

TA le
HOME THEATER

SYSTEM
CIRCLE NO. 26 ON READER SERVICE CARL)



testreport

Yamaha RX-V793
Dolby Digital Receiver
DANIEL KUMIN

Manufacturers appear to be
locked in another price/
performance race, this one
destined to drive the cost

of Dolby Digital -equipped A/V receiv-
ers ever downward. Eventually, this
seems likely to bring about the demise
of the non -Dolby Digital A/V receiver
altogether, in much the same way that
Dolby Pro Logic supplanted Dolby Sur-
round three or four years ago.

At $799, the RX-V793 is Yamaha's
least expensive Dolby Digital receiver.
It's a well-equipped A/V machine with
generous power ratings and many of
the company's surround -sound hall-
marks, including elements of its widely
respected - and justly so - digital
sound -field technology. The RX-V793
also includes the same full -system "su-
per -remote" handset, highly unconven-
tional in both appearance and organiza-
tion, that we've seen packed with sever-
al other recent Yamaha receivers.

The RX-V793 is rated to deliver 80
watts each to all five channels in sur-
round mode or 80 watts per channel in
stereo mode. The physical package is a
mostly plain -Jane black box that's just
a bit more compact than the midprice

A/V norm (barely 6 inches in height),
with the usual all -black finish and
medium -weight sheet -metal work. The
one big character element is a relatively
dramatic, full -width V-shaped indenta-
tion from which protrude the display
and the principal controls.

The controls are all pushbuttons ex-
cept the usual four knobs for bass, tre-
ble, balance, and volume. The buttons
are reasonably well distinguished by
size and shape, and sensibly grouped
according to function. Surround -mode
selectors are on top, input selectors are
in the middle, and tuner controls are
along the bottom of the right portion of
the faceplate. Both a headphone jack
and a front -panel stereo/composite-
video input for a camcorder or another

FAST FACTS

DIMENSIONS 171/2 inches wide,

6 inches high, and 15 inches d3ep

WEIGHT 27 pounds

PRICE $799

MANUFACTURER Yamaha, Cept. SR,

6660 Orangethorpe Ave., Buena Park,

CA 90520; telephone, 800-492-6242

add-on are provided, neither of which
is always found in today's value -orient-
ed A/V receivers.

Much of the panel is occupied by an
amber display that's admirably unclut-
tered yet still manages to include most
key information, including tuner data,
surround mode, digital -input status, and
a good bit more, even an AM/FM sig-
nal -strength telltale. That's the good
news. The not -so -good news is that Ya-
maha mounted the display mid -panel,
inset a half inch or so behind a rather
thick window. Consequently, unless the
receiver is shelved within a foot or so
of eye level or higher, the upper third of
the readout is obscured by the top edge
of the window. While standing in front
of the unit - even with it placed atop
my 45 -inch -tall equipment rack - I
had to crouch to view the entire display,
or else back off to arm's length. To Ya-
maha's credit, the light -on -black panel
lettering is a brighter white and perhaps
one or two point sizes larger than the
microscopic norm for receivers.

One way that Yamaha may have
managed to achieve the RX-V793's
rather attractive price is by cutting fea-
tures, which is almost always a useful
tactic and frequently a virtue in itself.
Mostly, these cuts were handled intelli-
gently. For example, while the receiver
lacks the multiroom audio or audio/
video outputs of its pricier siblings, it
retains line -level outputs for all six
channels, making it an easy upgrade.
Source inputs are stripped down, too,
but there are still (just) enough for most
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testreport
systems: phono, CD, an audio tape
loop, DVD/laserdisc, TV/satellite, a
VCR loop, and those front -panel jacks
mentioned earlier. Inexpensive push -
type speaker terminals serve the center
and surround channels, but Yamaha
saved the better -quality, banana -plug
jacks for the left/right front channels.

Digital audio inputs are limited to the
DVD/laserdisc and TV/satellite selec-
tions, each dedicated to its respective
source. These can be set to an auto -
switching, auto -fall -back mode or be
manually overridden for analog input
signals. Though the TV/satellite digital
port is coaxial only, the DVD/laserdisc
input is equipped with both optical and
coaxial jacks, with the optical input
automatically taking precedence. You
could, therefore, plug a CD player's op-
tical digital output into the
optical jack while another
component's coaxial input
was still connected, letting
the input auto -select, and
thus gain a third useful digi-
tal input.

By omitting S -video jacks
for everything save the VCR
loop and the video moni-
tor, Yamaha gained some
additional cost savings. But
there is a catch. Since VCR
is the only S -video choice,
and neither digital source
can be assigned to that in-
put, and since video and
audio signals cannot be in-
dependently selected for
mixed -media dubbing or si-
mulcasts, one result is that
you cannot view a DVD
player's S -video signal while
listening to Dolby Digital
unless you route the player's video di-
rectly to the monitor. I can live with
this as long as my TV has separate S -
video and composite -video inputs (most
do, though not all), but it complicates
system -switching. Given that DVD is
the source that can benefit the most
from S -video connections (to say noth-
ing of component -video) and that prob-
ably more people already have DVD
players than have S -VHS VCRs, the
cost of one more S -video jack could
easily have been justified.

The most notable remaining rear -
panel feature is a small slide switch
marked Impedance Selector. This is
quite confusingly labeled, and the man-
ual isn't much help, going on at elabo-
rate length about 8 -ohm and 4 -ohm
speakers, as well as "6 -ohm" and "3 -

ohm" speakers - who the hell has ever
seen any of those? The bottom line ap-
pears to be: slide the switch down for
lower -impedance speakers, up for high-
er -impedance ones. As it turned out, the
RX-V793 seemed to play louder and
cleaner with the switch in the 8 -ohm
position regardless of the actual load
connected.

I set up the RX-V793 following my
usual procedure, initially driving my
system's B&W 803 Series 2 front left/
right speakers full -range to stress the
receiver's amps more fully. The other
speakers include a B&W HTM center,
a pair of Citation 7.3 surrounds, and
a B&W 800AW powered subwoofer.
Sources included DVDs, laserdiscs, and
CDs. System balancing was quite easy
using the receiver's on -screen displays,

and channel balance was
well maintained at higher
(more cinematic) master vol-
ume settings. But at low vol-
umes (16 dB or more below
my "cinema" reference lev-
el), the center output pro-
gressively lagged, up to 2 dB
or so - an effect that's op-
posite to what I'd prefer at
low volumes.

As a simple two -channel
amplifier the Yamaha RX-
V793 was impressive, as are
more and more receivers in
its price range these days.
The ultimate output was a
few ticks short of what I'm
accustomed to hearing from
my system's 150 -watt -per -
channel power amp, but dy-
namics and overall musical
quality were both first-rate,
and the receiver's amp sec-

tion was exceedingly quiet. Adding in
my subwoofer and setting the main
channels to "small" delivered all the
peak level I could want, even in my 16
x 20 -foot studio.

Surround -wise, the receiver was also
impressive. Dolby Digital playback was
pristine: clean, dynamic without unnat-
ural punchiness, and gratifyingly smooth
and transparent. Even a movie with a
largely effects -free soundtrack like Get
Shorty benefits hugely from the 5.1 -
channel digital medium's upgrade in di-
alogue clarity and ambience precision.
Switching from Dolby Digital back to
the Pro Logic mode made a marked
difference, even though the receiver's
Dolby Pro Logic decoding was equally
first-rate, with unusually smooth pans,
stable imaging, and excellent ambience.

YAMAHA.,

All of the surround modes, including
Yamaha's digital sound -field modes,
were outstandingly quiet. Some of the
credit may be due the receiver's use
of Yamaha's own large-scale digital
signal processing (DSP) chips, includ-
ing the new YSS-243 Dolby Digital
decoder, which is said to preserve 20 -
bit precision.

Speaking of DSP, the RX-V793's
"extra" modes are very good. They
don't have all the options and adjust-
ments of those in Yamaha's more costly
A/V receivers, but the underlying pro-
gramming is generally excellent. The
Hall mode, with the surround outputs
knocked down 2 dB each, yielded very
listenable, believable reproduction of
good classical and jazz recordings. The
two Yamaha Cinema DSP modes both
purport to "enhance" regular Pro Logic
and Dolby Digital. To a degree this a
matter of taste, though the Enhanced
mode does increase surround -channel
output by a couple of decibels, and that
tends to muddy the comparison a bit.
Still, this and the 70mm Movie Theater
mode are potentially useful variants
that impose just the faintest timbre shift
on voices and some music. I found the
remaining six modes of varying utility,
with Jazz Club the most valuable.

Unfortunately, the only adjustable
surround parameters are surround (rear)
delay time - center delay is a setup
parameter - and center/surround out-
put level. And when you modify the
speaker levels in one mode, the changes
are retained for all the other surround
modes, too, requiring you to reset them
to return to standard calibrated sur-
round playback. It's a shame that the
RX-V793 does not remember relative
channel levels individually by mode,
which would make its fine surround
features far easier to use.

The receiver's FM performance was
just about spot-on average, with musi-
cal, open, reasonably dynamic sound
with strong signals. Performance was
respectable with moderately weak or
distant signals, though hardly state of
the art. Its AM reception was actually
a bit better than average; the receiver
pulled in a dozen signals that yielded
intelligible speech, three or four more
than is usual in my location.

In ease -of -use terms I had mixed
feelings about the RX-V793, though
space limitations prohibit me from de-
scribing every detail of its unusually
"deep" learning remote. In short, the
Yamaha handset is not one you can in-
tuitively learn as you go. You have to
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become familiar with a rather innova-
tive layout and operational logic. Once
learned, however, the system is relative-
ly sensible and very powerful.

A flip -open door on the remote cov-
ers all but the source -selection, volume,
and basic transport/cursor keys. Inside
are two more four-way transport pads
preset for tape and disc players, a nu-
meric keypad that doubles as a direct -
access surround -mode selector, and a
handful of additional buttons. All of the
controls are preprogrammed for Yama-
ha components, but each one can be as-
signed as many as three additional
"learned" codes as well. A slide switch

on the handset's edge sets it for the A,
B, or C memory register, giving you, in
effect, three different remote controls.

Combined with Yamaha's rather ex-
tensive macro -command capabilities,
this makes an unusually powerful con-
trol system, though one that requires
substantial study to exploit fully -
how many owners will actually do so
is anybody's guess. Nevertheless, Ya-
maha's effort to combine simple utility
(door closed) with flexibility (door
open) is admirable. And the designers
get extra credit for providing direct ac-
cess to both surround modes and input
sources. Last note: The handset lacks

the spiffy red back -lighting found on
the remotes with higher -end Yamaha
receivers; instead, it has the latest in
glow -in -the -dark plastic (nonradioac-
tive, presumably) for its sixteen prin-
cipal keys.

Summing up the RX-V793 is easy. If
you want fine basic performance more
than fancy features or finish, and if you
can live with Yamaha's relatively few
and generally well -considered trade-
offs, you won't be disappointed by this
receiver. Its intrinsic surround -sound
and stereo performance are excellent
and come in a usable and attractive
package.

MEASUREMENTS

DOLBY DIGITAL (AC -3) PERFORMANCE
All data except frequency response obtained
with Dolby Digital signals from Dolby Labs' AC -3
test DVD using "small" speaker settings. Except
for maximum output -power and channel -
imbalance measurements, the speaker -balance
controls and volume control were set together to
produce 2.83 volts into 8 ohms from a -20-
dBFS' signal from all channels. All input signals
were dithered (which sets limits on measured
noise and distortion).

OUTPUT AT CLIPPING (1 kHz, into 8/4 ohms)
one channel driven 123/185 watts
all channels driven 77/104 watts

DISTORTION AT 1 WATT (THD+N, 1 kHz)
worst case (right surround) 0.04%

NOISE (A-wtd)
 case (right surround) -73 dB

EXCESS NOISE (worst case, with signal)
16 -bit +3.84 dB
18 -bit +21.9 dB

FREQUENCY RESPONSE (20 Hz to 20 kHz)
worst case (lett surround) +0.06, -0.65 dB

CHANNEL IMBALANCE (individual channels set
at 0 -dB gain) 0.78 -dB spread

SUBWOOFER OUTPUT FREQUENCY
RESPONSE
18 dB/octave rolloff above -3-dB point at 91 Hz

HIGH -PASS -FILTER FREQUENCY
RESPONSES
12 dB/octave rolloff below -3-dB point at 91 Hz

MAXIMUM UNCLIPPED SUBWOOFER
OUTPUT (volume at 10:15 setting, subwoofer
level at 0 dB) 5.7 volts

SUBWOOFER DISTORTION
(volume at reference setting, 10:30)
worst -case signal 14%

DOLBY PRO LOGIC PERFORMANCE
Except where noted, all data obtained with tones
from a digital test -signal generator. Other test
conditions same as for Dolby Digital.

FREQUENCY RESPONSE
front 20 Hz to 20 kHz +0.1, -1.4 dB
center 20 Hz to 20 kHz +0.05, -1.6 dB
surround 20 Hz to 7.2 kHz +0, -3 dB

NOISE (A-wtd)
worst case (surround) -62 dB

DISTORTION (THD+N, 1 kHz)
worst case (surround) 0.33%

SURROUND -CHANNEL NOISE -REDUCTION
CALIBRATION ERROR
re Dolby level (-18.01 dBFS*) 0 dB

SURROUND -DECODER INPUT -OVERLOAD
MARGINS (analog inputs, at 1 kHz)
front (re 2 -volt input) +2 dB
center (re 1.4 -volt input) +4.8 dB
surround (re 1.4 -volt input) +0.8 dB

CHANNEL SEPARATION
worst case (left out, center driven) >32 dB

STEREO PERFORMANCE, DIGITAL INPUTS
Same test conditions as above.

LINEARITY ERROR
at -90 dBFS' +0.1 dB

NOISE
(A-wtd, de -emphasis off/on) -96/-98 dB

EXCESS NOISE (without/with signal)
16 -bit +2.6/+2.6 d13
quasi -20 -bit +18/+18.4 dB

TONE -CONTROL RANGE
100 Hz *8.0 dB
10 kHz ±7.8 dB

FREQUENCY RESPONSE
(tone controls off, 20 Hz to 20 kHz)
de -emphasis off +0.11, -0.28 dB
de -emphasis on +0.2, -0.28 dB

STEREO PERFORMANCE, ANALOG INPUTS

OUTPUT AT CLIPPING (at 1 kHz)
8 ohms 109 watts
4 ohms 148 watts

CLIPPING HEADROOM
(re 80 -watt, 8 -ohm rating)
8 ohms +1.27 dB

DYNAMIC POWER
8 ohms 127 watts
4 ohms 205 watts

DYNAMIC HEADROOM
(re 80 -watt, 8 -ohm rating)
8 ohms +2 dB

DISTORTION AT RATED POWER
(FHD*N. 1 kHz)

80 watts (8 ohms) 0.02%

DISTORTION AT 1 WATT (THD+N, 1 kHz)
8 and 4 ohms 0.03%

SENSITIVITY (for 1 watt at max volume)
CD 16.4 mV
phono 0.28 mV

INPUT -OVERLOAD LEVEL (re 2 -volt input)
CD +10.6 dB

NOISE (re 1 -watt output, A-wtd)
CD (200 -mV input) -80.5 dB
phono (5 -mV input) -68.9 dB

RIAA PHONO-EQUALIZATION ERROR
(20 Hz to 20 kHz) +0.29. -0.27 dB

ANALOG -INPUT FREQUENCY RESPONSE
20 Hz to 20 kHz +0, -0.14 dB

TUNER SECTION
All figures for FM except frequency response.

SENSITIVITY (50 -dB quieting)
mono 20 dBf
stereo 36 dBf

NOISE (at 65 dBf)
mono -77 dB
stereo -72 dB

DISTORTION (THD+N at 65 dBf)
mono -51 dB
stereo -50 dB

CAPTURE RATIO ,1 65 dBf) 1.5 dB

AM REJECTION 57 dB

SELECTIVITY
alternate -channel 79 dB
adjacent -channel 12 dB

PILOT -CARRIER LEAKAGE
19/38 kHz -80/-75 dB

CHANNEL SEPARATION (1 kHz) 46 dB

FREQUENCY RESPONSE
FM 30 Hz to 15 kHz +0.8, -0.4 dB
AM 30 Hz to 2.6 kHz +1.5, -6 dB

" dBFS = decibels referred to digital full-scale
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NHT Model 1.5 Speaker
JULIAN HIRSCH, HIRSCH-HOUCK LABORATORIE.

The Model 1.5, described by
NHT as its "finest two-way
loudspeaker," features the
company's proprietary Fo-

cused Image Geometry design, which
was originally developed for the flag-
ship Model 3.3 and other high-perfor-
mance NHT speaker systems.

The Model 1.5, a compact speaker
suitable for shelf or stand mounting, is
an acoustic -suspension system operat-
ing in a fully sealed enclosure. The
front panel of each cabinet is angled at
21 degrees to the side panels so that the
radiation patterns of the left and right
speakers, which are designed as mirror -
image pairs, are slanted inward toward
each other and, typically, intersect in the
center of the listening area when the
speakers are correctly positioned. Ac-
cording to NHT, this design results in a
superior stereo image over a wider an-
gular range than with a more conven-
tional design and positioning.

The Model 1.5 uses a 61/2 -inch long -
throw polypropylene woofer and a
1 -inch fluid -cooled aluminum -dome
tweeter. The crossover frequency is 3.3
kHz, with 12 -dB -per -octave crossover
slopes. The woofer is located above the
tweeter, which is offset about 1 inch to-
ward the center of the room. There is a
4 -inch vertical strip of foam plastic be-
tween the tweeter and the outside edge
of the cabinet's front panel, apparently

FAST FACTS

DIMENSIONS 161/2 inches high,

7 inches wide, 101/4 inches deep

WEIGHT 16 pounds

FINISH high -gloss black, mahogany, or

sycamore vinyl laminate

PRICE $600 a pair

MANUFACTURER NHT, Dept. SR,

535 Getty Ct., Benicia, CA 94510;

telephone. 800-648-9993

serving as a part of the system's acous-
tic design. The NHT 1.5 also has a re-
movable snap -on black cloth grille that
covers the drivers and about two-thirds
of the front panel.

The cabinet surfaces are completely
finished in a glossy plastic laminate,
which is available in high -gloss black
and mahogany (shown) or sycamore
woodgrain. The input terminals, re-
cessed into the rear of the cabinet, are
gold-plated multiway binding posts that
accept stripped wires, spade lugs, or
single or dual banana plugs.

The manufacturer's specifications for
the Model 1.5 include a frequency re-
sponse of 53 Hz to 25 kHz ±3 dB, a
sensitivity of 85 dB sound -pressure lev-
el (SPL) at 1 meter with a 2.83 -volt in-
put, and a nominal impedance of 8
ohms (6.2 ohms minimum).

We installed the speakers on 26 -inch -
high stands, about 8 feet apart and 3
feet in front of a wall, which placed the
intersection of their axes close to our
usual listening position. The smoothed
and averaged room response of the two
speakers was exceptionally uniform,
within ±1.5 dB from 70 Hz to 15 kHz,
or ±2.5 dB from 55 Hz to our upper test
limit of 20 kHz. Within our testing lim-
its, this is one of the flattest speaker re-
sponses that we have ever measured.

Our close-miked woofer response
measurement also produced data con-
sistent with the system's ratings. From
a relatively flat region above 400 Hz,
the output rose smoothly to +4 dB at 80
to 90 Hz, then sloped down smoothly to
the original 0 -dB reference level at 55
Hz, essentially as rated.

We made a quasi-anechoic MLS fre-
quency -response measurement at dis-
tances of 1, 2, and 3 meters from the
left speaker. Over the test's full effec-
tive range of 300 Hz to 20 kHz, the fre-
quency response at all three distances
was an impressively uniform ±2.5 dB,
one of the best we have measured un-
der our standard test conditions.

The speaker's impedance also close-
ly matched its specifications, with min-
imum readings of 6 ohms between 20
and 30 Hz and between 150 and 250
Hz. The impedance was considerably
higher elsewhere, with maximum read-
ings of 175 and 200 ohms at 75 Hz and
2 kHz, respectively.

Even considering the Model 1.5's
relatively low rated sensitivity of 85
dB, a properly functioning amplifier
should have no problem driving the
speaker to its full capabilities. Further-
more, our measurements indicated an
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actual sensitivity of about 88 dB, which
is more typical of today's speakers.

NHT points out that the Model 1.5 is
not magnetically shielded and should
not be used within 18 inches of a TV
to avoid picture and color distortion.
However, our gaussmeter measure-
ments indicated that the external flux
from its magnets was negligible except
within about 4 inches of the tweeter.

Impressive as its measurable perfor-
mance may be, a speaker's ultimate
worth must be judged by listening.
NHT stresses the tonal neutrality and
imaging precision of its Focused Image
Geometry design. Roughly similar
claims of exceptional imaging quality
have been made for other speakers,
sometimes with considerable validity.
However, this is the first time (over a

The NHT 1.5
speakers produced a

stereo image that
stayed firmly fixed no

matter where in
the room I walked.

period of more than thirty years) that I
have been able to fully experience that
effect in my own familiar surroundings,
and it was unmistakable.

In my far from ideal listening room,
the stereo image was firmly fixed, to
the degree that I could walk about any-
where in the room without detecting
any obvious position shift in specific
sound sources. Although I generally
"toe in" speakers when this is specifi-
cally recommended, I have not previ-
ously experienced any significant audi-
ble benefits from that practice.

Of course, a 61/2 -inch "woofer" in a
small enclosure cannot be expected to
make your skin tingle with its low -bass
output, and (not surprisingly) the NHT
1.5 did not succeed in violating any of
the basic laws of physics. However, it
did do an excellent job of generating
clean, low -distortion output in the 50 -
Hz range, which is pretty impressive in
itself. Although we did not get a chance
to try it, it seems likely that adding a
powered subwoofer to a pair of NHT
1.5's would convert them into a speaker
system that's a true giant sonically. o

"WOW, I can't
believe you have

that CD!"
1 -800 -EVERY -CD is a wholesale music club. Members receive a 950
page catalog offering virtually every CD in print. All CD's are offered at
wholesale, which is guaranteed to be the lowest price you can find. We
do not send unsolicited CD's, and there is no minimum required to order.
Call today or search our catalog now online at http://www.everycd.com.
Whatever CD you last bought, chances are we'll have it, too, for less.
We'll also have the items you've been wanting to buy but couldn't find.

Good music selection is hard to find. We're not.
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www.everycd.com
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AudioSource
PreAmp/Tuner Two
JULIAN HIRSCH, HIRSCH-HOUCK LABORATORIES

One of the most popular piec-
es of audio equipment has
long been the stereo receiver.
Typically combining in a sin-

gle unit the functions of a tuner with
those of a preamplifier and a power
amplifier, and usually including such
basic conveniences as a remote control,
a receiver can provide virtually all the
performance that was once the exclu-
sive province of a separate -component
system.

In recent years, the growing popular-
ity of home theater, and A/V receivers
in particular, has substantially reduced
the role of the basic stereo receiver.
Nevertheless, there are still many audi-
ophiles who would like a high -quality,
yet affordable and user-friendly two -
channel stereo music system.

The AudioSource PreAmp/Tuner
Two appears to be an ideal answer to
this need. As its name suggests, it is es-
sentially a two -channel stereo receiver
minus the power amplifiers. The pre-
amplifier/tuner format provides all the
essential performance qualities of a re-
ceiver in a compact, light, and afford-
able package. The availability of a large
number of separate power amplifiers,
spanning a vast range of sizes, prices,
weights, power outputs, and any other
factors that might seem pertinent,

makes it possible to assemble a high -
quality music system that best suits
your own needs, tastes, and budget.

The front panel of the all -black Pre-
Amp/Tuner Two is heavily populated
by twenty-one small black pushbuttons,
a red button for switching the power on
and off, and a vertical up/down rocker
bar for tuning radio stations. A bright
blue-green liquid -crystal display win-
dow identifies the tuner's setting for
frequency and band (AM or FM). The
auto button selects between manual
tuning (one station per operation) and
automatic -scan tuning, which steps se-
quentially through the receivable sta-
tions while the button is pressed.

The channel -selection system pro-
vides for storing the frequencies of up
to eighteen AM or FM stations (using
the memory button); they can then be

FAST FACTS

DIMENSIONS 23/4 inches high,

161/2 inches wide, 12 inches deep

WEIGHT 11 pounds

PRICE $499

MANUFACTURER AudioSource,

Dept. SR, 1327 N. Carolan Ave.,

Burlingame, CA 94010; telephone,

415-348-8114

accessed through a set of numbered
buttons to the right of the display win-
dow, including +10 for presets higher
than No. 9. The number and frequency
of a selected preset station appears in
the display window. There is a mono
button for use with weak or hard -to -re-
ceive stations. The remaining buttons
select the desired input, including three
A/V sources, CD, phono, and tape; a
red LED in each button glows when it
is selected. Selecting the tape input si-
multaneously with any other source ac-
tivates the tape -monitor loop, which
can also be used to route the signal
to an outboard device such as a sur-
round processor/amplifier or graphic
equalizer.

At the right side of the panel are four
familiar control knobs: bass, treble, and
balance, each with ten detented posi-
tions, and a large volume knob, with a
bright red LED to indicate its setting, at
the far right.

The PreAmp/Tuner Two comes with
a wireless infrared remote control that
duplicates most of its front -panel con-
trol functions, including power switch-
ing, volume, tuning, input selection,
and muting (the red LED on the vol-
ume knob blinks when the muting is
activated).

The rear panel is well populated by
an array of twenty-five gold-plated
RCA jacks. In addition to a pair of ste-
reo audio inputs for each source, there
are two audio record -output jacks for
the Video3 A/V input, two line -level
outputs for connection to an outboard
power amp and a powered subwoofer,
and two video outputs, labeled monitor
and record. The detachable AC power
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"Ensemble N Sounds Much
Better Than The Other Sub/Sat
Systems We've Tried -At Half

The Price Of Many".r
"This system is one of the top bargains in today's
market. Hearing is believing!"
-Stereo Review

This Powerful Home Theater
*stern With 5 Satellites, Subwookr
& Sony Dolby Pio Logic Receiver
Will Change How You Watch TV

Foirver! It's The Country's Best
Value In Surround Sound.

You Can Spend Less.
But You'll Get Less.

There are lots of stereo stores that can sell you a

cheap Pro Logic sound system - or sell you a receiver

with 'free- hone theater speakers.

Rut (I() yourself a fa \111. and listen before you leap.

sySICMS in this price range don't approach this

ones perkirmance.

Ensemble' IV Home Theater
Speaker System By Henry Boss.

Cambridge SoundWorks'asemb/e /V Home

Theater sstem was designed by BUM Award winner

Henn- Kloss (founder of AR. KM & Advent). It

consists of 5 magnetically shiekled satellite speakers

and a o impact subw( Kier It has a natural. wide -

range. accurate sound with very sm(x)th octave -to -

octave tonal balance and precise stereo imaging. It

sounds tenific playing music or playing movie

soundtracks. And it will iii into any room.

"Ensemble IV produces a level of sound qcality
that is so mucr bigger and better than what you'd
expect from sut a tiny, inexpensive system that it's
almost ridicilcus. There's a coherence arc rightness
to the sound teat we just haven't heard iron anything
this affordable In fact, we've heard far mooe
expensive hone theater speakers that dont hold
a candle to :his rig " Home Theater

The Sony STRDE315 Receiver.
lust a fevv years ago. this receiver would have cost

hundreds more. It features even i.)ower output 160 watts

each to left. eerier, right & surround channels),

discrete output amplifier design for clean sound.

Dolby Surround Pro logic. simulated surround for

non -Dolby sources. 5 audio inputs. 1 video input. I

vide() output and a system remote control. It can be

the heart of a complete AV system.

Factory -Direct Savings.
Cambridge SoundWorks is the country's largest

factory -direct audio company. Inc magazine says.

"Selling direct allows Cambridge SoundW'orks to price

speakers hundreds of dollars below the competition.

.And Audio magazine says we may have the best value

in the world.- We sell a critically -acclaimed line of over

30 speaker models - along with components from top

brands like Sim.. Pioneer, Harman Kardon and others.

Even purchase is backed by our 30 -Day Total

Satisfaction Guarantee. If you want great components.

great prices and no risk. give us a call. 365 days a year.

Sony STRDE315
Dolby Pro Logic Receiver

and Ensemble 11" Home Theater
Speaker System.

999
Reg 5'99.99 - Save Sloo

To Order Factory -Direct,
Or For A Free Catalog Call

1-800-FOR-HIFI
(1-800-367-4434)

CAMBRIDGE
OUNDWORKS

Critically Acclaimed. Factory -Direct.
311 Needham Sirtxt. Suitt: 102. Nt., .11, 51.N1121,,

yoke: I 4:60.36---H3 Fjs 61-.332.9229

OtiiNiacl' S. or Caittila:(, I -.332.59io
-.7 CauThnige Soun,MM.J Fusentle L., .1 reps,re,1 //aJetuorl, ot
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PARAPARA Dome Specialists

When you're buying audio and video components,

its important to understand that its not enough to

buy a good TV and VCR Components must also be

chosen for how they sound together. PARA is a

professional association of independent specialty

audio/video stores who are committed to the high-

est standards in retailing.

PARA stores will take the time to ask about

what you already own and suggest home

theater components that will integrate into

your current system.

PARA home entertainment professionals are

educated to explain the newest technologies in

clear, friendly language. helping you get the

best value for your money.

Let us help you choose the system that's lust

right for you.

CALL 1-800 4-PARA 94 to find the PARA

dealer nearest you!

Professional
AudioVideo
Retailers
Association

cable plugs into a socket on the rear
panel, which also has three AC acces-
sory power sockets, one unswitched
200 -watt outlet and two switched out-
lets rated at 500 watts each. There are
coaxial and twin -lead connectors for an
FM antenna as well as binding posts
(and a pivoting mount) for the supplied
AM loop antenna.

The instruction manual clearly ex-
plains the features and operation of the
PreAmp/Tuner Two and has intercon-
nection diagrams for both audio and
audio/video systems, including typical
source components and their configura-
tions for both types of applications.

Our measurements of the tuner sec-
tion of the PreAmp/Tuner Two showed
it to be about average compared with
most good A/V receivers we have test-
ed recently, which is to say mediocre
compared with tuners of days gone
by. The preamp section's audio perfor-
mance was excellent, with an output
clipping level of 9.5 volts and very low
distortion at any conceivable operating
level. The audio distortion was 0.003
to 0.009 percent at outputs between 1
and 5 volts. The tone -control curves
were exceptionally symmetrical, with a
range of ±18.5 dB at 20 Hz and ±12 dB
at 20 kHz. The bass and treble response
curves were hinged at about 1 kHz.

Despite its compact dimensions, the
PreAmpffuner Two weighs a solid 11
pounds (it is made largely of steel).
Since the inside of a typical stereo pre-
amplifier is relatively sparsely populat-

ed with circuit components, we decided
to examine the interior structure of this
one. Removing the cover plate showed
that it is assembled on two large print-
ed -circuit boards, which fill almost the
entire area of its interior along with a
couple of smaller boards. A consider-
able number of clearly marked compo-
nents populate these boards. Obviously,
the rugged construction of this preamp/
tuner is not merely for effect. In con-
junction with almost any reasonably
good power amplifier, it could form the
heart of a fine audio system that would
be easily upgradable by acquiring bet-
ter or more powerful amplifiers or
adding a surround processor/amp and
video components.

MEASUREMENTS

TUNER SECTION
All figures for FM except frequency response

SENSITIVITY (50 -dB quieting)
mono 23 der
stereo 37 clef

NOISE (at 65 dBf)
mono -68 dB
stereo -66 dB

DISTORTION (THD+N at 65 dBf)
mono 0.4%
stereo 0.5%

CAPTURE RATIO (at 65 dBf) 2.7 dB

AM REJECTION 66 dB

SELECTIVITY
alternate -channel 68 dB
adjacent -channel 15 dB

PILOT -CARRIER LEAKAGE
19/38 kHz -65/-64 dB

FREQUENCY RESPONSE
FM 20 Hz to 15 kHz +1, -1.5 dB
AM 160 Hz to 2.5 kHz +3, -6 dB

PREAMPLIFIER SECTION

OUTPUT AT CLIPPING 9.5 volts

DISTORTION (THD+N, 0.5 -volt input/output)
1 kHz 0.033%

INPUT -OVERLOAD LEVEL (re 2 -volt input)
line -level inputs 8.6 volts

NOISE Ire 0.5 -volt output, A-wtd) -76 dB

SENSITIVITY (for 0.5 -volt output)
CD 500 mV
phono 1 5 my

RIAA PHONO-EQUALIZATION ERROR
(tone controls centered, 20 Hz to 20 kHz)
+045.-1 05 dB

FREQUENCY RESPONSE (tone controls off)
CHANNEL SEPARATION ,1 kHz) 56 dB 20 Hz to 20 kHz +0.1, -0.8 dB

TONE -CONTROL RANGE (tone controls on)
100 Hz and 10 kHz ±10 dB



user'sreport

Bose Lifestyle 30
Home -Theater System
DANIEL KUMIN

Ijust installed a Bose Lifestyle 30
home -theater audio system without
so much as cracking open the own-
er's manual. There's nothing very

remarkable in this, as I routinely do the
same with far more complex systems
- it's how I make my living, after all.
What is remarkable is that my mother
probably could have managed the job
. . . well, maybe not my mother (sorry,
Ma), but I'll bet yours could.

The $3,500 Lifestyle 30, like all
Bose Lifestyle systems, is uniquely
simplified. Packed in a single 58 -pound
carton comes a sleek tabletop "music
center" - which contains a six -disc
CD changer and a dual -zone preamp/
tuner - along with five tiny satellite

speakers and a powered bass module
featuring Bose's patented Acoustimass
bandpass design. Inside the box you'll
also find a remote control, AM and FM
antennas, a test CD, and all the cables
you need for hookup.

The Acoustimass module houses a
pair of 51/4 -inch woofers, an amplifier
to drive them and the five satellite
speakers, and various signal -processing
circuits, including an active equalizer.
Roughly 23 x 8 x 14 inches, the bass
module has only a single large port on
its front panel. Unlike the ports on
many subwoofers, this one is screened
on the inside edge by a fabric grille to
keep out inquisitive hands, marbles,
and local wildlife. On the right side of

the module are its only controls - two
flat knobs marked bass and treble.

All connections lead to or from a
small jack panel set into a notch in the
bottom rear corner of the module, a
couple of inches above the floor. When
the bass bin is in the "preferred" up-
right position, all of the plugs are con-
cealed. In addition to a multipin jack
for the signal cable running to the mu-
sic center, there are five RCA jacks for
the satellite speakers and a socket for
the removable AC power cord - that's
it. The module is available finished in
black or white vinyl veneer.

The bye identical satellite speakers
- Bose calls them Jewel Cubes - are
ridiculously small, about 4 x 3 x 2 inch-
es. Each satellite actually consists of
two tiny cubes, each ported and hous-
ing a 13/4 -inch cone driver. The cubes
are stacked one atop the other and con-
nected via a pillar that permits them to
be rotated up to 180 degrees (horizon-
tally) so that users can adjust the dis-
persion pattern to suit their listening en-
vironments. In the manual, Bose advis-
es how to position the cubes for the
best mix of direct and reflected sound
but also encourages experimenting "to
produce sound most pleasing to you."

On the back of each satellite is a
two -prong receptacle for the speaker
cable and a threaded insert for optional
stands and wall brackets. There are no
feet, but Bose does provide stick -on
rubber pads, which - as I learned the
hard way! - are needed to prevent the
tiny cubes from dancing around during
loud listening sessions. TheJewel Cubes
are available in black or white.

The Lifestyle 30 music center is re-
freshingly simple and remarkably com-
pact for a component that combines a
preamp, tuner, and CD changer, mea-
suring only 151/2 x 21/2 x 8 inches. The
console is finished in brushed alumi-
num and has a black display window
on its right front edge. The left two-
thirds hinges up to reveal twelve small
buttons that control on/off switching,
volume, source selection (sequential),
and basic CD and tuner functions.

Around back are multipin audio out-
puts for Speaker Zones 1 and 2, audio -
only RCA -jack input pairs labeled Aux,
Video 1, and Video 2, and a tape -moni-
tor input/output loop. Antenna connec-
tions comprise an F connector for FM
and a mini -jack for the supplied AM
antenna. The only other connectors are
a mini -jack for the "wall -wart" power
supply and another labeled Serial Data,
on which the manual offers no details.
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user'sreport
Technically, the Lifestyle 30 is not

an "audio/video" system because it has
no inputs or outputs for video signals,
which must be routed directly to and
from the TV. That makes A/V switch-
ing a bit more involved and, depending
on your TV, could limit your video
sources. This arrangement also requires
the use of separate remote controls for
the video source component, the TV,
and the Lifestyle music center. And
since the Bose remote uses radio sig-
nals rather than infrared signals, there's
no way to "teach" its commands to a
conventional learning remote.

The Lifestyle 30 offers only three lis-
tening modes: stereo, stereo plus center,
and five -speaker surround. Instead of
Dolby Pro Logic, Bose employs its own
Videostage analog -domain algorithm to
decode surround recordings. It is said
to be fully compatible with both Dolby
Surround and plain stereo, but it pro-
vides several different features. For
one, the Surround +/- keys on the re-
mote do not simply raise and lower sur-

vide a very brief test CD, which runs
through a series of channel -checking
voiceovers and presents a test signal
that you center between the front left/
right and rear surround speakers. For
the most part, the Lifestyle 30 is a "by-
ear" system: you set it to sound good,
period. This reflects a decidedly differ-
ent world-view from the usual ap-
proach to home theater, but in many
ways it is an eminently sensible one.

Bose offers several other pragmatic
"hidden" features. Whenever you select
one of the system's two inputs for au-
dio from a video source, the system au-
tomatically switches to an "enhanced
bass" mode that boosts deep -bass out-
put for added impact during movie
viewing. To revert to normal bass re-
sponse, you simply hit the same video -
source key again. In addition, selecting
either video input automatically acti-
vates the surround mode; the other in-
puts as well as the on -board CD chang-
er and tuner default to stereo. Pressing
any source key (on the remote or music

The sound of the Bose Lifestyle 30
home -theater system, particularly in surround
mode, was little short of astonishing.

round -speaker volume. Instead, they
continuously fade between the system's
three- and five -speaker modes, mixing
more or less surround content into the
front left/right channels.

For another, there's no center -chan-
nel level control. Rather, you select the
three -speaker mode and use the Sur-
round +/- keys to adjust the center vol-
ume. But again, instead of acting like a
simple volume control, the Bose circuit
gradually mixes center -channel (mono)
content into the left and right channels
as you tap the + button, resulting in a
continuous change from "phantom cen-
ter" stereo to a Pro Logic -like steered
mode with a hard center channel. Bose
unofficially (and charmingly) dubs this
trick "center -ooze" - potentially a
very useful feature that makes it possi-
ble to place the center speaker higher or
lower than the left/right front speakers
without severely compromising front -
channel continuity.

Unlike a typical A/V receiver, the
Lifestyle 30 music center offers no set-
up or calibration controls for its sur-
round mode. Bose does, however, pro -

center) turns the system on, and plug-
ging in headphones automatically
mutes the sound coming from the sys-
tem's speakers - not abruptly, but by
fading it out.

It goes almost without saying that,
devoid as it is of a digital input or mul-
tichannel analog inputs, the Lifestyle
30 system offers no upgrade path for
Dolby Digital or any other 5.1 -channel
surround format. The system's design-
ers are very frank on this subject: Mul-
tichannel digital surround is too com-
plicated in terms of setup, they told me,
too unsettled as a standard, and subject
to too much variation in performance
- in short, it's not yet ready for prime
time. When it is ready, Bose will be
there, they said.

As noted earlier, the Lifestyle 30 has
dual -zone capability. The Zone 2 out-
put can be used to feed a second speak-
er system, directly if it's a Bose system
or via a cable adaptor in the case of
a conventional amplifier or powered
speakers. You set a microswitch inside
the remote's battery compartment to
Zone I or 2 to determine which zone it

will control. As a practical matter,
you'll need an additional remote ($99).
Each listening zone is independent in
terms of volume and surround mode/
source selection, though, obviously, if
the radio or CD changer is selected in
both zones, the same station or disc
plays in both.

As I've already suggested, setting up
the Lifestyle 30 system was superbly
easy. The umbilical cord running be-
tween the music center and the Acous-
timass bass module can go only one
way, the antenna cables are not inter-
changeable, and the speaker wires are
color -coded and have a notched, two -
prong plug on the speaker end to elimi-
nate phasing worries. However dense
(or inexperienced) you may be, you
can't help but get things right.

I placed the front left and right satel-
lites on stands flanking my TV cabinet
and the center satellite on top of the
cabinet, which put it about a foot high-
er than its neighbors. The rear cubes re-
placed my usual surround speakers, as-
suming locations just behind the main
seating position and about 6 feet above
the floor. I spent considerable time fid-
dling with placement of the Acousti-
mass module and the setting of its Bass
(level) control. Ultimately I positioned
it behind the right -front satellite, against
the wall but about 5 feet out from the
corner, which yielded the smoothest
midbass blend. I also spent a fair
amount of time aiming the cubes' driv-
ers, which can change the tonal balance
and spatial character of the system
quite dramatically.

Using the Lifestyle 30 system was an
exceptionally pleasant and intuitive ex-
perience. You simply pick up the re-
mote and use it, without much more
thought than you might give a toaster
or a coffeemaker - by which I intend
the highest praise. The remote control
puts all of the system's major functions
at your fingertips, and its twenty-three
keys are nicely spaced and clearly iden-
tified. The use of RF signals instead of
the usual line -of -sight infrared signals
simplified operation even more, al-
though it took me several days to stop
instinctively aiming the remote at the
console. Since radio signals pass through
walls and floors, the remote worked
just as well 50 feet away, in my garage
or master bedroom, as it did in my stu-
dio, aimed at the music center.

The CD changer built into the music
center has a removable cartridge that
accepts six discs. Operation was smooth,
quiet, and reasonably quick (track -skip -
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ping was a bit slower than on a typical
single -disc player), and it sounded fine.
Except for a multidisc random -play-
back mode, the changer provides only
basic features. There are no disc/track
programming features and no direct
track access, only skip forward/back.

The Lifestyle 30's FM performance
was good, with fine sound quality. Re-
ception of strong local stations was ex-
cellent using the supplied dipole anten-
na. I was a bit surprised, however, that
the reception of lower -powered or more
distant stations was only fair in terms
of noise rejection and stereo separation
- about on par with a typical midprice
A/V receiver. Slightly paradoxically, the
tuner's ability to deliver intelligible
though not necessarily musical sound
from stations that were weaker still was
noticeably above average.

AM reception was no better or worse
than the abysmal standard of today's
typical receiver. At my semi -rural loca-
tion, I was able to manually tune in on-
ly a half -dozen intelligible stations, and
only two of those were truly listenable.

After exploring the Lifestyle 30 sys-
tem's features, I settled in for some se-
rious listening. In conventional stereo
CD playback, the system sounded open,
natural, and spacious. Balance tended
toward the pleasantly warm side, espe-
cially at lower volume settings, where
the effects of an automatic (nondefeat-
able) loudness -compensation curve
were evident. Still, the treble was ex-
tended and smooth, and deep bass was
reasonably even and solid. Low -end de-
finition and detail, though not the equal
of my everyday reference speakers,
were good.

By the standards of anyone except us
decibel -crazed home -theater enthusi-
asts, the Lifestyle 30's overall sonic
performance, particularly in its sur-
round mode, was little short of aston-
ishing. Much of the credit must go to
the Acoustimass bass module, which at
any moderate volume setting delivered
solid, reasonably accurate bass down to
about 30 Hz. Deep bass was not partic-
ularly defined and lacked the palpable
impact you get from big, audiophile -
class powered subwoofers, but few lis-
teners would expect that from such a
small system.

Given the laws of physics, the Life-
style 30's tiny satellite speakers can be
expected to do only so much below the
lower -midrange region. Yet again and
again I was left scratching my head at
how good it all sounded, even though I
knew the cubes weren't contributing

much content below about 160 Hz and
that I should have been able to locate
the bass module easily by ear - often I
could not. And any perception of "lean-
ness" with male vocals, or spatial dis-
continuity between the bass module
and the sats, was usually impressively
low. High -frequency output of the sat-
ellite cubes is quite narrowly beamed,
so you do need to sit pretty much dead
on the speaker's vertical axis to hear
the full treble range.

As I pushed the system volume high-
er and higher, the low end began to lag
behind as Bose's distortion -postponing
bass -limiting action became more pro-
nounced. In my large, 16 x 20 -foot stu-
dio, this made the system sound a bit
strident as the volume approached cine-
matic (loud) levels, with an edge of
harshness as it reached them. At more
suburban volumes, the sound was full,
smooth, and satisfying. Vocal clarity
was very good, with a slightly "nar-
rowed" cast on some voices and a very
mild hollowness on certain male voic-
es. While the timbral match between
the front left/right and center speakers
was superb, during lateral pans there
was some weakness at locations be-
tween speakers and some "pointing" at
the full left, center, and right positions.
This was equally true of the surround
speakers, which I found to be a bit
more prone to localizing than the di-
pole surrounds I'm accustomed to.

The Lifestyle 30 system is an Olym-
pic champion within the parameters
Bose has laid out for it - incredibly
small size, elegant design, and all -en-
compassing ease of use. There is sim-
ply nothing else like it. On the other
hand, for $3,500 you could put together
a higher performance audio -for -video
system using components from any
number of manufacturers. Of course, it
would probably be ten times harder to
set up, twenty times bigger, and about
fifty times more complicated to use.

Fortunately, the A/V world is a big
one, and many folks are searching for
something just like the Lifestyle 30.
Even the audio/videophile who already
owns a big -ticket home theater might
find the Lifestyle 30 system perfect for
the master bedroom or a small business
apartment or vacation cottage. As would
almost anyone else in search of a
home -theater system that even a mother
could love.

Bose Corporation, Dept. SR, The
Mountain, Framingham, MA 01701:
telephone, 800-444-2673

Shopping FOR

Speakers?

Find everything you need

to know about speakers-

from how to buy and set-

up home theater, to the,

latest speaker technologies.

Be a smart shopper, check in
out the award winning

polkaudio.com/s today!

Dealer Locator Number

II 1-800-992.2520
r Ad code: 10011

5601 Metro Dr.
Baltimore, MD 21215
1-800-377-7655
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F-184 RII

World's Best
Subwoofer Technology...

Patented Tre Accelerometer -Based High Gain
Servo Control

Lcw di3t=rt on, clean. accurate sound that Velodyne
is famous for.

 Smaltiest frequency response of any subwoofer.

R2volutionary New Energy Recovery
Switching Amplifier Design

 Plastormerlms direct -line power switching
creates the nost powerful amplifier in any
subwoofer :1000 watts RMS/3000 peak).

 Pile -it pending design eliminates shoot-thru
=rent for the highest amplifier

efficiency ever achieved.

"The lielodyne's performance here was
breathtaking. In fact, it may very well have
threatened the room's structural integrity had we
not backed off the volume a bit..."

Al Griffin, Home Theater, December '96

"This
level! It is bass that is literally felt as much as
heard - on occasion, more felt than heard:'

Edward J. Foster, Audio, March '97

"Bring on the challengers. They won't hat( an
easy job . . the Velodyne F-1800RII is the best
subwoofer I have yet had in my home theater'

Thomas J. Norton,
Stereophile Guide to Home Theater, Fall '97

All of the best features of the world famous F-1800RH have been pid
a smaller cabinet. Response down to 20 Hz for audiophiles with (wow

levels to satisfy all home theater systems. Now you don': have to sacrifice
sound quality for a compact, easy to place subwoofer.

Tandem Voice Coil in Push -Pull
Motor Structure

 High linear excursion capability
11/4" peak to peak, 2" max.

 Four times the heat dissipation
for high power handling and

long life.
g Less than 1/2 the distortion

of conventional motor
designs.

Velodyne
HGS-10

(actual size: I I.25"H x I I"W x I I"D)

Velodyne Acoustics, Inc., 1070 Commercial Street, Suite 101, San Jose, CA 95112
Phone: 408-436-7270  Fax: 408-436-7276  Web Site: www.velodyne.com  E-mail: velodyne@eardilink.net  Literature Requests: 1-800-VELODYNE



Stereo Review®

Record
of theyear
Awards

If variety is the spice of life, Stereo Review's 31st
annual Record of the Year Awards are among the
zestiest we've ever served. On the pop-

ular -music side, honorees range from the skele-

tal blues of veteran Bob Dylan to the hard guitar

of newcomer Jen Trynin. On the classical side,

Haydn's 1791 Baroque opera based on the Or-

pheus legend shares the stage with Villa-Lobos's

neo-Baroque treatments of Brazilian street and

folk music in works as recent as 1945. And

across the genres, the three post -Riot Grrrls

called Sleater-Kinney (who record for a label

called Kill Rock Stars), two of whom are still in

their early twenties, stand right beside fifty -

somethings like Dylan and the Rolling Stones

and - in one of his last recordings - conduc-

tor Georg Solti, who died this past year at the

age of 84. Our critics and editors weighed musi-

cal interest, performance quality, and sonic ex-

cellence in choosing the twelve popular and

classical winners and the twenty-four Honorable

Mentions shown on the next two pages. And

when it came to bestowing our Special Achieve-

ment Award, nothing came close to The Com-

plete Edition of Beethoven, Deutsche Grammo-

phon's boxed set of eighty-seven CDs including

everything but the composer's quill.

- Ken Richardson and Robert Ripps
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Record of the

BOB DYLAN
Time Out of Mind

(Columbia) )"The first Dylan record
in years that keeps you

coming back to figure it all out."

mozart
richard goode

7(
. .

MOZART
Piano Concertos Nos. 18 and 20

Richard Goode; Orpheus
Chamber Orchestra. (Nonesuch)

"In a word: irresistible."

MAHLER ZEMLINSKY LIEDER
AM. St Mt. Otte!

Srlonleorchesier )ohm MA Cardin,

MAHLER / ZEMLINSKY
Songs of a Wayfarer

Wickert Songs / Maeterlinck Songs
Anne-Sofie von Otter; NDR Symphony,

John Eliot Gardiner conducting.
(Deutsche Grammophon) "Captures [the]

spirit magnificently."

teeny When. 
Ler Conlit
Uwe Holland
emrnn

KENNY WHEELER,
LEE KONITZ, DAVE HOLLAND,

AND BILL FRISELL
Angel Song

(ECM) "A quietly devastating album of
lyrical group improvisations."

Honorable Mentions
BEETHOVEN Piano
Concertos Nos. 2 and 5
("Emperor") Evgeny Kissin.
piano; Philhannonia Orchestra,
James Levine cond. (Sony)

BEETHOVEN Symphony
No. 3 ("Eroica"); Coriolan
Overture Le Concert des Nations,
Jordi Savall cond. (Auvidisl
Harmonia Mundi)

DON BRADEN The Voice
of the Saxophone (R('A I ictor)

BRUCKNER Mass No. 3;
Te Deum Soloists; chorus;

London Philharmonic, Franz
Welser-Most cond. (EMI)

CHOPIN Etudes, Op. 10;
Rondos Frederic Chiu.
(Harmonia Mundi)

NEAL COTY Chance and
Circumstance (Men /// )

TED CURSON Traveling On
(Evidence)

DOHNANYI Suite in F -Sharp
Minor; Konzertstuck for Cello
and Orchestra; Symphonic
Minutes Csaba Onczay: Budapest

THE ROLLING STONES
Bridges to Babylon

(Virgin) "Certainly bodes well
for getting the Stones and their fans into

the next century."

HAYDN
Orfeo ed Euridice

Cecilia Bartoli, Uwe Heilmann,
Ildebrando D'Arcangelo, others;

Academy of Ancient Music,
Christopher Hogwood conducting.

(L' Oiseau-Lyre) "Abounds with exquisite
vocal writing ... an ideal cast."

Symphony. Tamas Vasary cond.

(HungarotonlQualiton)

DAVE DOUGLAS Stargazer:
Music by and for Wayne
Shorter (Arabesque./a:::

EVERCLEAR So Much for
the Afterglow (Capitol)

BEN FOLDS FIVE Whatever
and Ever Amen sio / pi,

HERBIE HANCOCK/
WAYNE SHORTER 1+1 (Verve)

HAYDN Piano Concertos in

G Major, F Major, and
D Major Mikhail Pletnev;
Deutsche Kammerphilhannonie.
Mikhail Pletnev cond. (Virgin)

KANSAS CITY BAND
KC After Dark (Verve)

LECUONA Complete Piano
Music, Vols. 3 and 4
Thomas Tirino.

PATTY LOVELESS Long
Stretch of Lonesome (Epic)

MOZART Idomeneo Placido
Domingo, Cecilia Bartoli, Thomas
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Year Awards
SCHUBERT
VIM, (WART /1110.1(41,. I ,

MANIA G-01111. 1.7
01.7

TAKACS QUARTET
ANORLU .11110n

SCHUBERT
String Quartet No. 15; Notturno
Takacs Quartet; Andreas Haefliger.

(London) "Just the right balance
between untrammeled Romanticism

and Classical poise."

SLEATER-KINNEY o,o Mr OUT

SLEATER-KINNEY
Dig Me Out

(Kill Rock Stars) "The most impassioned,
the most melodically haunting, and

the most potently guitar -slinging album
of the year."

Hampson; Metropolitan Opera
Orchestra and Chorus, James Levine
cond. (Deutsche Grammophon)

OASIS Be Here Now (Epic)

PFITZNER AND
R. STRAUSS Instrumental
Music from Operas
Orchestra of the Deutsche Oper,
Berlin, Christian Thielemann cond.
(Deutsche Grammophon)

RADIOHEAD OK Computer
(Capitol)

SHOSTAKOVICH Symphony

-1011111111

JEN TRYNIN
Gun Shy Trigger Happy

(Squint/Warner Bros.) "What lingers is
the sense of a confident songwriter

who's just getting started."

t,FORG )01 I

i;istcrsirigcr

1.04 rr,
%11.111 V11,11111.0.4
ON. 11,1%1 rAtt

jer

WAGNER
Die Meistersinger

Jose Van Dam, Karita Mattila,
Ben Heppner, others; Chicago Symphony

Chorus and Orchestra, Georg Solti
conducting. (London) "Rich in orchestral

detail and color, with a magnificent
orchestra and chorus."

No. 8 Dallas Symphony, Andrew
Litton cond. (Delos)

JILL SOBULE Happy Town
(Lava/Atlantic)

R. STRAUSS
Four Last Songs; Orchestral
Songs; Der Rosenkavalier,
Suite Renee Fleming;
Houston Symphony,
Christoph Eschenbach cond.
(RCA Victor)

TANGOS AMONG FRIENDS
Daniel Barenboim. Rodolto
Mederos, Hector Console. (Teldec)

VILLA -LOBOS
Bachianas Brasileiras Nos. 4, 5, 7,

and 9; Chorus No. 10
Renee Fleming; BBC Singers;

New World Symphony, Michael Tilson
Thomas conducting. (RCA Victor)

"Gorgeously and seductively sung."

STEVE EARLE
El Corazon

(E-Squared/Warner Bros.) "Earle has
searched the inside chambers of

his own corazon and found love more
than anything else."

SPECIAL ACHIEVEMENT

BEETHOVEN
The Complete Edition

(Deutsche Gramn-ophon. eighty-seven CDs) Available
as a single set or in twenty volumes.



Well, variety may be the spice of life, but we draw the line at the Spice Girls. They have lots of company,
however, in our fifth annual "Disgraceland." To each of these albums, we say: You wannabe? Get outtahere!

MIL.HALL tiAuL.HERTY
Jackie 0
(Argo) "A sophomoric exercise in
the cult of celebrity." - W.L.

HANSON Middle of Nowhere
and Snowed In
(Mercury) "MMMBop this,
spawns of Satan!" - S.S.

SWEET 75
(DGC) "From the Noble Failures
Department." - B.M.

NANCI GRIFFITH
Blue Roses from the Moons
(E/ektra/"Folk's most obvious
poseur stubs her toe on 'I Fought

the Law.' Griffith as desperate
fugitive? Sounds like she tussled

with a traffic cop." - A.N.

r /au

)41IL

BONEY JAMES Sweet Thing
(Warner Bros.) "No meat on this
Boney." - C.A.

SAMMY HAGAR
Marching to Mars
(The Track Factory/MCA) "Sitting
duck of the year!" - B.M.

JACK OFF JILL
Sexless Demons and Scars
(Rislalchiban) "Anyone who goes
further than the band name and

the album title of this one has only
himself to blame." - K.R.

SPICE GIRLS
Spice and Spiceworld
(Virgin) "Let's face it, folks,
we did a grave injustice to Milli
Vanilli." - S.S.

suns

INSANE CLOWN POSSE
The Great Milenko
(Island) "First issued, then
recalled, by Disney label Holly-
wood; Disney rewarded with
Broadway smash The Lion King.
Rereleased by Island; Island

punished by departure of founder
Chris Blackwell. Coincidences?
We think not." - K.R.

MOZART AT MIDNIGHT
(Philips) "A collection of slow
movements [whose] basic

premise is that Mozart puts you
to sleep!" -JJ.

JOE SATRIANI, ERIC
JOHNSON, AND STEVE VAI
G3: Live in Concert
(Epic) "Didn't these speedy -
fingered showoffs ever learn that

haste makes waste?" - P.P.

MORTAL KOMBATATION

MORTAL KOMBAT:
ANNIHILATION Original
motion -picture soundtrack
(TVT Soundtrar) "An album that
seems to have been digitally

recorded through somebody's
decaying teeth," - S.S.
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Bell'Oggetti, known for its contemporary

Euro-designs, proudly introduces new home

office computer furniture complementing its

complete home theater furniture line.

Sophisticated and functional, tempered safety

glass surfaces are supported by the finest quality

steel in a carefree, baked, powder -coated finish.

Quick and easy assembly.

BELL'OGGE1T
HOME THEATER/HOME OFFICE FURNITURE
711 GINESI DRIVE, MORGANVILLE, NJ 07751, TELEPHONE 908-972-1333, TELEFAX 908-536-6482

web site: http://www.belloggetti.com
CIRCLE NO 7 ON READER SERVICE CARD



The

Survival
by Daniel Kumin

HOW TO MAKE THE MOST OF YOUR
NEXT A/V SHOPPING EXPEDITION

5 hopping for an audio or home -theater system may
not be quite so daunting a task as buying a car, but
in the annals of consumerism its intimidation factor
looms almost as large - and in some ways the situ-

ation is considerably worse. While there are hundreds of ve-
hicles on the market, at each intersection of type, style, and
price there is really only a handful of actual competitors, and
once you've made your pick, you're done. In the A/V world,
however, you need to repeat the process several times -
once for the speakers, then the receiver or amp, and then
for each source component. And that's just the audio gear!

Starting Out
As in any shopping expedition, success
in your quest for a great A/V system
will depend largely on how well you
are prepared, which means thinking
about key issues before you head for
the stores. One of the first decisions
you'll need to make relates not to what
you buy, but to where you choose to
buy it. Your options are, in essence,
threefold: an A/V electronics specialty
store, an electronics/appliance/comput-
er "superstore," or a mail-order or on-
line discounter.

We can address the last option right
away: mail-order and online buying is
really best suited to those who already
know precisely what equipment they
want, how much it should cost, and
how to set it up and use it when it ar-
rives. Most of us are probably not in
that position and would benefit from
shopping at a service -oriented retailer.
And I cannot state too strongly that to
exploit a retailer's time in researching
equipment you have no serious inten-
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tion of buying from him (or a compara-
ble store) is quite simply unethical in
my book.

The choice between buying from a
relatively small independent or region-
al -chain A/V specialist and a soup -to -
nuts electronics superstore is not so
easy. An A/V specialist will tend to of-
fer more personalized and experienced
assistance in a relatively relaxed, home-
like setting. You'll probably also learn a
bit more about the products that partic-
ular dealer sells as well as the technolo-
gy behind them. A superstore. on the
other hand, usually has a less knowl-
edgeable sales staff but will offer ag-
gressive pricing, potentially saving you
a significant amount of cold hard cash.

But these are generalizations. You
may well find a local specialty shop
that is ready and willing to compete
with the superstores on price. By the
same token, it's not inconceivable that
in one of the football -field -size super-
stores you will encounter a salesman
who has all the A/V acumen and sensi-
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tivity to your needs that you could
want. Regardless of which type of re-
tailer you end up buying from, one
thing to consider is how the store han-
dles repairs - warranty or otherwise.
Does it have a service department that
repairs equipment on site, or is repair
work farmed out? In the event that a
piece of equipment you buy turns out to
be faulty, it's nice to know how the re-
tailer will support the product. Any way
you slice it, to find the best retailers in
your area you'll have to get out there
and shop. So dig out a pair of comfort-
able shoes and let's go.

After you decide where to shop, the
next issue is when to shop. Most folks
simply hit the stores when time allows,
and for many of us there is no practical
alternative to that approach. But if you
can make the time to do your most
serious investigations on, say, a Tues-
day evening (or, better yet, a Tuesday
morning) instead of a Saturday after-

SHOPPING TIPS

Once you find a store that you're
comfortable with and a salesperson you
can relate to, it's time to get down to the
nitty-gritty of figuring out exactly which
components to buy. To help ease you
through the showroom, we've put
together a quick hit list of some things
to consider. Good luck! - D.K.

SYSTEM LAYOUT
Two -channel stereo or surround
sound? You'll need to tackle this
question first to put yourself on the right
path. Keep in mind that a good "home
theater" surround -sound system should
also be able to play music accurately
and naturally.

Separates or receiver? Receivers
almost always offer better performance
per dollar than a separate amplifier,
preamp, and tuner - plus a surround
processor in the case of an A/V receiver.
If radio is irrelevant to you, don't
overlook the integrated amplifier, which
is essentially a receiver without the

Harman Kardon Signature 2.0 Dolby
Digital preamplifier/tuner ($2,499).

noon, and in some period other than
the month before Christmas, there will
be fewer distractions. Retail salespeo-
ple are stretched to the snapping point
(or beyond) at those busiest of times
and seasons. Consequently, expecting a
salesman to spend an hour or two
A/B'ing speakers at the height of the
Christmas rush is . . . ummm, opti-
mistic. Remember, these guys have to
make a living.

That brings us to the "C" word. Most
of the salespeople you'll encounter will
be working at least in part for commis-
sions - that is, some percentage of
each transaction - so the more they
sell, the more they earn. Before recoil-
ing in horror at so gross and grasping
an arrangement, note that the commis-
sion system can work for you as easily
as against you. Salespeople want to sell
you equipment, and the wise ones
know that it's in their best interest to
fulfill the needs of their customers -

AM/FM tuner section, just as a preamp/
tuner is like a receiver with the power -
amp section. Whether stereo or
A/V-surround, integrated amps offer
some excellent bargains. That said,
most makers still put their best, most
advanced technologies into their
separate components. If money's not
your first consideration, separates are
where the "high end" starts.

Expansion paths Even if you do opt for
a two -channel system now, some stereo
gear makes it easy to add surround
sound later on. A stereo receiver with a
"tape -monitor" input/output loop, for
example, can be easily connected to an
outboard Dolby Pro Logic decoder,
and most "stereo" speakers can be put
to work in a home theater with the
addition of center -channel and surround
speakers. But don't forget that A/V
receivers, which outnumber stereo
models five to one these days, can also
be used for two -channel playback. Then
when you're ready for surround sound
you just have to add a few speakers and
hit the receiver's Pro Logic (or Dolby
Digital) button - you won't need any
additional electronics.

One -brand systems If you're looking
for a complete music system in the hotly
competitive entry-level price range,

so that they'll come back the next time
they're in the market for A/V gear.

Good Cop, Bad Cop
Any encounter between a serious cus-
tomer and a skillful salesperson will
begin with what's called the "qualify-
ing" process. The sales pro encourages
you to spill the beans through a simple
series of questions and answers aimed
at discovering exactly why you're in
the store. Instinctively, many of us clam
up under such interrogation - as if re-
vealing that we're shopping specifical-
ly for, say, a center -channel speaker
somehow puts us at a disadvantage. In-
stead, we give the universal reflexive
response: "Just looking."

Don't. When you find a salesman
who is ready to work with you, tell
him exactly what you hope to achieve
during this visit, what your long-term
system -building or upgrading plan is,
and precisely what kind of equipment

Snell's 421/2 -inch -high E.5 speaker
($600) has a second tweeter in back.

you'll find lots of one -brand "rack" or
"mini" shelf systems competing for your
dollars. Some of these systems offer
very respectable performance for the
money (the speakers are usually the
weakest links). But you can generally
achieve similar value by mixing and
matching. And by cutting back a bit on
flashy features, you may improve
ultimate performance, if only by
incorporating higher -grade speakers.

SPEAKERS
Floor -standing or bookshelf? If you
already know which kind is best suited
for your room, start there. Don't
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you're interested in now. At this point
many salespeople will ask you what
price range you are looking in, or if
you've established a budget for your
system. This is important because it
gives the seller an idea of what class of
equipment to show you - and it en-
courages you to be realistic about what
you can afford so that you don't waste
time auditioning components that are
way out of your reach. A word of ad-
vice: begin at the low end of your price
spectrum. Any good salesperson will
try to "step you up" a notch or two,
which is not necessarily bad. Yes, he
gets a bigger sale, but you also get a
better piece of gear. So leave yourself
some bargaining room.

You can find all kinds of characters
on a sales floor, so it pays to shop
around for a salesperson, too. A good
one will ask lots of questions - about
your listening habits, the size and lay-
out of your room, and so on. Even

automatically assume that bigger is
better - small speakers can have an
edge in definition and "stereo imaging"
realism. Either way, make sure you find
out how the speakers you settle on are
designed to be placed. For example,
many "bookshelf" speakers are actually
engineered to sound best on stands. And
almost any pair of speakers will sound
better when they're pulled a few feet out
into the room and positioned well away
from the side walls. So plan accordingly.

Two-way, three-way, more -way? The
number of individual drivers in a speaker
has no bearing on its inherent quality or
performance; in fact, it's far easier to
engineer a pure -sounding two-way
speaker than a three-way design. While
extra drivers tend to increase power -
handling capability, and may help extend
the speaker's frequency response, don't
simply assume that more drivers equal
better sound.

In-store listening comparisons
Comparing speakers in a specialty audio
dealer's sound room may or may not be
illuminating. For a valid comparison, the
outputs of Speaker A and Speaker B
must be carefully level -matched to
within 1 dB or better. It's a simple fact
that the louder speaker - even if the
difference is very subtle - will almost

more important, he will actually listen
to your answers and weigh them in his
response.

In contrast, an inept salesperson may
gloss over the "qualifying" part and
rush you toward a particular brand or
product, extolling virtues and features
that may have no bearing on your needs
or goals. Similarly, a salesman who
emphasizes a lot of technical features,
specifications, or just plain irrelevant
information is suspect. A good sales-
person will skip the jargon - unless to
illustrate a specific point or answer a
question - and take the time to ex-
plain how a product works, or to out-
line its key features, in simple terms.
Good salespeople follow the old motto:
pitch benefits, not features. Hardly any-
body cares if a receiver uses a 24 -bit
DSP chip, but most can relate to the
more natural sense of ambience it
might bring to surround sound.

An expert salesperson will almost al -

Paradigm home -theater speakers are
available 'n several matched suites.

always be perceived as being "better."
And speakers under comparison should
be placed right next to each other, or
their inherent differences may be
obscured by room acoustics. Be
skeptical of comparisons that don't
observe these rules.

Have the salesman use a top-quality
source component and power amplifier,
and listen to a variety of recordings at
several volumes. Concentrate on the
kind of music you usually listen to, and
play it as loud as you would a home.
When comparing the performance of
home -theater audio components or
speakers, ask the salesman to turn the
picture off: sight dominates hearing to

ways offer you alternatives, usually
along a "good -better -best" path, with
well -explained facts to support claims
of improved sound quality or other ben-
efits. This is enlightened self-interest,
of course - "better" and "best" always
cost more than "good," but if they are
legitimately better, it can be worth it. A
sales presentation that seems mysteri-
ously to wend back to a particular prod-
uct or brand may also be suspect: the
manufacturer may be offering sales-
people an extra incentive, or "spiff,"
beyond the regular commission. (This
doesn't automatically make the product
a bad choice, though.)

A good salesperson will be happy to
provide meaningful demonstrations -
within reason - and will usually be
frank about products where in-store lis-
tening is not really useful. Salespeople
who are reluctant to demonstrate com-
ponents and point out their salient fea-
tures may simply be trying to rush the

such 2n extent that we simply cannot
make critical aural judgments while
viewirg a moving picture.

Center/surround speakers Unless
you're buying a matched suite of home -
theater speakers, be sure to select a
cente- speaker that's tonally matched to
the left and right front speakers. The
easiest approach is to buy a center
speaker that's identical to the other two,
or at east the same brand and a similar
model. Surround (rear) speakers don't
necessarily have to be the same caliber
as the front speakers, especially in a
Dolby Pro Logic setup, which delivers a
limited -bandwidth surround channel.
The Dolby Digital soundtracks found on
DVD movies and laserdiscs, however, do
occasionally make stiff demands on the
surround speakers, so it makes sense to
have similar -quality speakers all around
in a digital surround system.

As to what type of surround speakers
you should buy, many experts prefer the
common wall -mountable "dipole"
variety, which spread sound along the
side walls to create a diffuse sound field.
But that's not to say you can't use
conventional front -radiating speakers
instead - you can, and some people
pre'er it that way. Either way, don't cut
too many corners on surround speakers,
because they're important.
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sale - or they may not know the ins
and outs of the product.

Finally, a good salesperson will nev-
er sell by knocking the competition,
whether it is a brand he doesn't carry
or the electronics store down the road.
Negativity usually comes home to
roost, and claims that Brand X is unre-
liable, sounds mediocre, or is poorly
constructed are almost always unsub-
stantiated and can easily backfire. The
smart sales pro is not going to risk in-
sulting you. For all he knows, you may
already be the proud owner of another
Brand X component or have had one
recommended by a trusted friend.

Rock the Casbah
Once you've selected a component or
system that you want to buy, you've
reached the stage of the sale that many
of us dread: the "close," the part where
the salesperson cuts to the chase with
questions like "How do you want to

What about a subwoofer? You don't
automatically need a subwoofer, even if
you're setting up a home theater. If your
front left/right speakers are capable of
producing fully dynamic output deep into
the lowest bass octave, a separate sub
won't add much. Truth be told, a system
with solid output down to 40 Hz or so
will satisfy most people, at least initially.
Nonetheless, many systems - especially
those built around bookshelf -size or
smaller satellite speakers - will benefit
from the addition of a true subwoofer
engineered to deliver high output over
the bottom three octaves. Powered
subs, which incorporate their own
amplifier and crossover circuitry, are
available in virtually all price ranges
these days. If you decide to include (or
add) a subwoofer, make sure it really
enhances your system's bass
performance before you buy.

-

Kenwood's 1090VR Dolby Digital
receiver ($1,200) puts out 750 watts.

pay for this?" Before you panic, do
some deep breathing exercises and re-
mind yourself that this is why you
came into the store in the first place -
to buy that new DVD player or set of
speakers. Sealing the deal should be an
exciting conclusion to your shopping
expedition, not the retail equivalent of
oral surgery.

There is a long tradition of price bar-
gaining in consumer electronics, and
while the superstores have tried to elim-
inate the practice (or at least make it
less visible), it still goes on at specialty
stores and even, to some degree, at the
biggies. There's nothing wrong with
asking for a better price, and there's no
better time to do so than when the
salesperson is aiming to wrap up the
sale. Try to assess each transaction real-
istically, looking at it from both your
own perspective and that of the seller.

In your perfect world, you'd get your
gear for free; in the dealer's, everything

A/V RECEIVERS AND
SURROUND AMPLIFIERS
Dolby Pro Logic, Dolby Digital,
or Dolby Digital -"ready"? Regular
Dolby Pro Logic (DPL) A/V receivers
decode the matrixed Dolby Surround
soundtracks found on virtually all movie
videotapes and laserdiscs. Dolby Digital
(DD) receivers and surround amplifiers
are able right out of the box to deliver
the superior 5.1 -channel digital surrounc
sound on DVDs and some laserdiscs.
DD -ready components are not, but they
have a specific set of input jacks so you
can easily add an outboard Dolby Digital
decoder later on.

While DPL receivers are fast being
eclipsed by DD and DD -ready models,
DPL units still dominate store shelves,
and they offer excellent performance
and superb value if you are not ready to
make the 5.1 -channel scene yet. But
note that most DPL receivers cannot be
upgraded to DD, while all DD receivers
can handle DPL recordings with aplomb.
Weigh all the options in your price range
before making a decision.

Are there enough inputs? You can
hardly have too many A/V inputs these
days. Today you may have only a VCR
and a camcorder, but tomorrow you may
want to add a satellite -TV receiver and a
DVD player. An A/V receiver or amp/

would sell at list price. Somewhere in
between is a number you can both live
with, but the point where you intersect
is likely to vary from one transaction to
the next. There will always be some
brands or classes of components that
sell at or near list, while others are rou-
tinely discounted.

First, get comfortable with the idea
that the dealer is not providing a public
service. He's there to make a profit, and
expecting to deny him one altogether is
unrealistic, unfair, and, in the long run.
counterproductive. A retailer that sells
high -quality equipment and service at a
fair price will be an asset for years to
come; a decade hence, whether you
saved 2 or 3 percent here or there won't
matter much. It's always a mistake to
kill a deal over a few bucks - say, $20
on a $750 sale. If that's the price of
goodwill from a dealer who can help
bring you up to speed on the latest
technology, repair or exchange a corn-

Sunfire's Cinema Grand power amp
has five 200 -watt channels ($2,375).

processor with a couple of extra inputs
may be a blessing down the road.
And don't overlook the digital inputs,
which you'll need for both digital TV
(coming later this year) and DVD. If you
still cherish an LP collection, you
should also be aware that many new
receivers and amp/processors
don't have a phono input. You'll need
an outboard phono preamp with these
models - and an available line -level
input to connect it.

Too much noise? Noise in the surround
channel is the most common wart on
today's home -theater audio gear.
Though noise is rarely a practical
problem, it's still something you should
keep an ear out for - especially during a
surround -sound demo.

DSP/ambience modes Most AN
receivers and processors include "extra"
surround modes for music and non -
movie video sources, many using digital
signal processing (DSP). With names like
Hall or Jazz Club, these ambience
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ponent when there's a problem, or pro-
vide trade -up or trade-in options down
the road, it is money well spent. You'd
spend most of that amount in gas, oil,
or shoe leather anyway if you chose to
get back in your car and pound the
pavement for another afternoon. Your
time is worth money, too.

The precise figure where you and the
dealer come to terms will depend on
three factors, the first of which is the
amount of the entire "ticket." When
you're buying several components you
can usually get an additional discount,
especially as the total rises into four
figures. You are, after all, improving the
retailer's economy of scale with each
additional item you purchase.

The second factor is the type of
equipment you are buying. Different
kinds of AN gear have different profit
margins - that is, the difference be-
tween the "manufacturer's suggested
retail price" and what the store actually

modes range from superbly natural
sounding to virtually unlistenable. Check
'em out.

How about the radio? Don't overlook a
receiver's FM performance (and even
AM, if that matters to you). Radio
performance is impossible to evaluate
realistically in a store -a home trial
with your own antenna system is the
only reliable test.

Does it deliver equal power to the
three front channels? It should: this is
a universal feature of serious surround
systems today. For movie sound, the
center speaker is at least as important
as the front left and right speakers.

Is the surround -mode power
sufficient? How much all-around
power is enough? These questions can
only be answered by weighing the

Pioneer's PD -F906 101 -disc CD
changer ($360) has a single -disc slot.

pays for the goods ("dealer cost"). With
some exceptions, speakers tend to have
the highest margins. High -end electron-
ics like separate power amps and pre -
amps and "flagship" receivers come
next, with margins that are about one -
fifth less. Margins on "commodity"
electronics, like the entry-level CD
players and receivers prominently dis-
played in many newspaper ads, are per-
haps another fifth less. And video gear
- TVs, VCRs, and camcorders in par-
ticular - have the thinnest profit mar-
gins of all. (In many cases, video gear
sells close enough to cost as to virtually
nullify the dealer's profit, making the
sale of audio gear and accessories all
the more important.) The moral: Your
own bottom line will almost always
improve if you combine low -profit
purchases, such as a big -screen TV
set, with a few higher -profit items -
maybe a pair of speakers and a couple
of accessories. Another small point:

character of the speakers you've
selected, the size of your listening/
viewing room, and your listening habits.
For example, quite small (yet common)
differences in speaker sensitivity can
double or halve your real -world power
requirements. Just keep in mind that
for any given channel, you have to
double the amplifier output (in watts)
to achieve a meaningful increase in
loudness.

SOURCE COMPONENTS
The CD Player There are untold dozens
of models available, from single -disc
players to five -disc carousel models to
200 -disc megachangers. You'll need to
budget some time to investigate the
options. If you're in the market for a
megachanger, pay particular attention to
the disc programming and cataloguing
features. If CD -player sound quality is an
issue for you, don't waste time trying to
"audition" players in the store. A home
trial is your best bet for such critical
listening.

What about DVD? DVD is the high-
performance entertainment delivery
system that will take us into the next
millennium. At this writing several
hundred DVD movies are available, and
it's not unreasonable to expect that a
thousand or so will be on store shelves

Credit-card transactions cost the retailer
money. If you offer to pay in cash or
with a bank check, you might be able to
cajole the dealer to knock another point
or two off the top.

Finally, when you buy is also a fac-
tor. It's an old saw, but true, that around
the end of the month is often the best
time to hammer out a deal. Most stores
have sales projections they strive to
achieve, usually tracked by calendar
months, so the boss may well be more
receptive to some hardball negotiating
on the thirtieth or thirty-first of the
month than on the second or third.

One last point in closing: Music and
movies are supposed to be fun, so shop-
ping for the gear that brings Clapton or
Coppola into your home should also be
fun. Whatever happens, try not to take
things too seriously - you just might
wind up with a better deal if you and
the salesperson are both having a good
time.

by the end of the year. Remember that
any DVD player can also play audio CDs
with full fidelity, so you can save the cost
of a separate CD player when you buy a
DVD machine - unless a changer is a
must. Check out DVD!

Sony's DVP-S7000 DVD player ($1,000)
features component -video outputs.

Do you need a VCR? If videotapes are
an important home -theater source for
you, a VHS Hi-Fi VCR is a necessity. The
VHS Hi-Fi audio system delivers sound
whose dynamic range and overall quality
is close enough to CD -grade to bring a
home theater alive, even with the
humblest of rental tapes. But the 5.1 -
channel Dolby Digital sound from DVD
(and some laserdiscs) puts you in
another league.

laserdiscs? If you're not already
committed to the big -disc optical video
format, it doesn't look like a good bet.
DVDs are all but certain to supplant
laserdiscs almost entirely within the next
few years.
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Take Complete Control
with Home Theater Master

The only remote control
you will ever need!

Guaranteed to operate all o
your Audio/Video equipmer

Convenient Features Include:
 Eight Component Operation

DSS, SAT, TV, VCR, Cable, Audio, CD, Tape,
LD, DVD and Home Automation devices.

 Full Equipment Control
Contains all the secondary functions
of your original remote controls.

 Memory Buttons
Turn on/off up to five devices or select
your favorite channels with one button.

 Punch Through Controls
Adjust your audio receiver volume
while watching a video program.

 LCD Display
Continuous display of LCD assists
you in all operations.

 Bright Backlit Buttons
Energy saving "EL" technology.
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For more information
or to order, please contact

your local AN retailer, or call
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SL -8000 MSRP $9995
Preprogrammed.

SL -9000 MSRP $1399s

Preprogrammed with Learning.}

"...the SL -8000 was immediately able to control every component in my system."
11 Griffin, :hone Theater Buyer's Guide, Fall 1997

"...extremely versatile and user friendly. It is destined to be a glowing success."
Karl Filicke, Satellite Choice, October 1997

Universal Remote Control, Inc. 271 North Avenue  New Rochelle  New York, 10801
CIRCLE NO 42 ON READER SERVICE CARD
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1998
EQUIPMENT

BUYING
GUDE

Thinking about upgrading your audio system or build-

ing a home theater? There's never been a better time

than today. And don't be confused by all those new

equipment options. Stereo Review's 1998 Equipment

Buying Guide can give you a handle on what's out

there. The guide provides information on a wide range

of receivers, tuners. preamps. power amps. CD players,

home recording equipment. and speakers. We

haven't forgotten about your home theater, either

- DVD players. A/V receivers and amps. CD/la-

serdisc combi-players. and surround -sound proces-

sors are listed as well.

We wish we could list every available component from

every manufacturer, but that's just not possible in a maga-

zine this size. However, this sampling contains well over

1.400 current products and more than 180 brands. Includ-

ed are what we and the product manufacturers think will

be of the greatest interest to you and what you're most

likely to find at your local audio/video retailer. But please

note that the absence of .t particular product or manufac-

turer in no way reflects on its quality.

All the information here was provided by the manufac-

turers, including pertinent features, technical specifi-
2

cations, and suggested retail prices. You'll find a key

to abbreviations on page 116. For more information
O

on any of the products listed, contact the manufac-

turer directly -a directory of addresses and phone

numbers is provided on page 118. Or head out to :
0

your local store, and take the Buying Guide along! 0
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DUD PLAYERS
All DVD players listed here include a remote
control and support base -level DVD features
including multi -angle play, variable bit -rate
conversion, and up to 8 soundtrack lan-
guages and 32 subtitle languages. All can also
play audio CDs.

DENON
DVD2000 DVD Player
20 -bit audio D/A converter. Plays DVDs with
96-kHz/20-bit audio. Dual -focus pickup. Optical
digital output; analog audio outputs. Custom
bookmark functions; restart play memory ...$799

FAROUDJA
DV1000 DVD Player
9 -bit video and 20 -bit audio D/A converters.
Enhanced error correction; DTS ready. Coaxial/
optical digital output; 2 pair audio outputs; S -
video and component -video outputs. Numerical
LED display $5,495

JVC
XV-2000BK DVD Player
Plays DVDs with 96-kHz/20-bit audio and video
CDs. Built-in Dolby Digital and MPEG-2 de-
coders. 5.1 -channel Dolby Digital analog outputs;
I pair analog audio outputs; optical and coaxial
digital outputs; S -video output; headphone jack
with volume. Graphical user interface; parental
lock; 6 slow-motion speeds; high speed -scan; title.
track, and chapter search. Universal remote con-
trol. Black. 171/4 x 41/2 x 13 in; 10 lb $1,000
XV-1000BK. As above, without Dolby Digital
decoder and coaxial digital output. A/V Com-
pulink Control System $900

MERIDIAN
Model 586 DVD Player
10 -bit video D/A converter. Plays DVDs with 96 -
kHz/ 24 -bit audio. Jitter -reduction circuitry. Com-
posite -video, S -video, and component -video out-
puts. Black. 123/4 x 31/2 x 131/2 in; 20 lb $3,495

MITSUBISHI
DD -1000 DVD Player
10 -bit video and 20 -bit audio D/A converters.
Multiple play speeds; digital special effects; en-
hanced error correction. I pair analog audio out-
put,: coaxial digital output; S -video output....$699

ONKYO
DVD-7 DVD Player
10 -bit video and 20 -bit audio D/A converters.
Dual discrete optical pickup. Coaxial digital
output; composite -video, component -video, and
S -video outputs; 2 pair analog audio outputs;
gold-plated terminals. On -screen menu; A -B
block repeat; still frame. Brushed -aluminum
front panel. 171/2 x 3% x 121/2 in; 9 lb $899

PANASONIC
DVD-A300 DVD Player
9 -bit video and 20 -bit audio D/A converters.
Built-in Dolby Digital decoder. S -video output;
I pair analog audio outputs; 5.1 -channel Dolby
Digital analog outputs; optical digital output.
Fast/slow play; still/stop; track/chapter/title dis-
play; karaoke functions; repeat mode; random
play; skip; universal remote with joystick....$750

DVD-A100 DVD Player
9 -bit video and 20 -bit audio D/A converters. S -
video output; 1 pair analog audio outputs; Opti-
cal digital output. Parental lock -out; title/chap-
ter/A-B programming $499

PHILIPS MAGNAVOX
DVD420AT DVD Player
10 -bit video and 20 -bit audio D/A converters.
Plays DVDs with 96-kHz/20-bit audio. Coaxial
digital output; 1 pair audio outputs; composite -
and S -video outputs; all terminals are gold-plat-
ed. Digital zoom; title/chapter/track search; uni-
versal remote control with jog/shuttle; parental
control. Black. 17 x 31/4 x 121/4; 7 lb $650

DVD400AT DVD Player
9 -bit video and 20 -bit audio D/A converters. 2
play speeds; digital special effects. Coaxial dig-
ital output; I pair analog audio outputs; S -video
output. Numerical fluorescent display; parental
control $549

Sony DVP-S7000 DVD player

PIONEER
Elite DVL-90 DVD/Laserdisc Player
9 -bit video D/A converter. Plays DVDs with
96 -kHz/ 24 -bit audio, laserdiscs, and CD -R
(recordable) discs. Variable digital noise re-
duction. 2 composite -video outputs; 2 gold-
plated S -video outputs; 2 sets of RCA analog
outputs; optical and coaxial digital outputs;
coaxial AC -3 RF output. Graphical user inter-
face; slow motion; resume -play memory for 5
discs. Black; rosewood side panels. 161/2 x 51/2
x 18'/4 in; 20 lb $1,750

DVL-700 DVD/Laserdisc Player
9 -bit video D/A converter. Plays DVDs with
96 -kHz/ 24 -bit audio, laserdiscs, and CD -R
(recordable) discs. 2 composite- and S -video
outputs; 2 sets of RCA analog outputs; optical
and coaxial digital outputs; coaxial AC -3 RF
output. Slow motion/still frame; resume -play
memory for 5 discs. Black. 161/2 x 51/2 x 181/4
in; 20 lb $1,200

DV -500 DVD Player
9 -bit video D/A converter. Plays DVDs with
96 -kHz/ 24 -bit audio. 2 composite -video out-
puts; 2 S -video outputs; 2 analog audio outputs;
2 coaxial digital outputs; optical digital output.
Graphical user interface; slow motion; resume -
play memory for 5 discs. Black. 161/2 x 4 x
121/4 in; 8 lb $750

PROSCAN
PS8600P DVD Player
9 -bit video and 20 -bit audio D/A converters. 2
play speeds; built-in Dolby Digital decoder.
Coaxial digital output; 2 pair analog audio out-
puts; 5.1 -channel Dolby Digital analog outputs.
S -video output; gold-plated jacks; .headphone
jack. Jog/shuttle dial; parental control; universal
remote control. 16 x 3 x 12 in $699

RCA
RC5500P DVD Player
9 -bit video and 20 -bit audio D/A converters. 2
play speeds; digital special effects; built-in Dol-
by Digital decoder; enhanced error correction.
Coaxial digital output; 2 pair analog audio out-
puts; 5.1 -channel Dolby Digital analog outputs;
S -video output; headphone jack. Jog/shuttle dial;
universal remote control. 16 x 3 x 12 in... $699
RC5200P. As above without jog/shuttle con-
trols or Dolby Digital decoder $499

SAMSUNG
DVD905 DVD Player
Plays DVDs with 96-kHz/24-bit audio. Built-in
Dolby Digital decoder. 2 composite -video out-
puts; S -video output; RGB video output; coaxi-
al and optical digital audio outputs; 5.1 -channel
Dolby Digital analog outputs. Two-color fluo-
rescent display; universal remote. 161/2 x 41/4 x
131/4 in; 10 lb $750

SONY
DV P-57000 DVD Player
10 -bit video and 24 -bit audio D/A converters.
Plays DVDs with 96-kHz/24-bit audio and CD-
R (recordable) discs. Smooth Scan; digital vid-
eo EQ and NR; enhanced error correction; DTS
ready. Coaxial and optical digital outputs; com-
ponent -video and S -video outputs; 2 pair analog
audio outputs; gold-plated jacks. Parental con-
trol; digital special effects; bit -rate meter; S -
Link; numerical fluorescent display; universal
remote. 4 x 17 x 15 in $1,000

DVP-S3000 DVD Player
10 -bit video and 24 -bit audio D/A converters.
Smooth Scan; digital video EQ and NR; high-
speed, slow-motion, and frame -by -frame play-
back; enhanced error correction; DTS ready.
Coaxial and optical digital outputs; S -video out-
puts; 2 pair analog audio outputs; gold-plated
jacks; bit -rate meter; universal remote control.
Parental control; 33/4 x 17 x 151/4 in $599

TOSHIBA
SD -3107 DVD Player
10 -bit video and 20 -bit audio D/A converters.
Video Black Level expander circuitry; Spatializ-
er 3-D Stereo processing. Component -video,
composite -video, and S -video outputs; optical
and coaxial digital outputs; front -panel jog/shut-
tle control; karaoke; universal remote control.
Dark gray. 17 x 31/4 x 121/4 in; 9 lb $799

SD -3006 DVD Player
10 -bit video and 20 -bit audio D/A converters.
Component -video, composite -video, and S -vid-
eo outputs; coaxial digital output; 2 pair analog
audio outputs. Parental control; on -screen pro-
gramming; 2X fast -forward; 10X reverse; still
frame; frame advance; slow motion; universal
remote control. Dark gray. 17 x 31/4 x 121/4 in;
9 lb $699

SD -2107 DVD Player
10 -bit video and 20 -bit audio D/A converters.
Video Black Level expander circuitry. Compos-
ite -video output; S -video output; coaxial digital
digital output; I pair analog audio outputs.
Time search. Dark gray. 17 x 31/4 x 121/4 in;
9 lb $599

YAMAHA
1) 1)-S700 DVD Player
10 -hit video and 24 -bit audio D/A converters.
Plays DVDs with 96-kHz/24-bit audio and video
CDs. DTS compatible; built-in Dolby Digital
decoder. Coaxial and optical digital outputs; 2
pair analog audio outputs; 5.1 -channel Dolby
Digital analog outputs; 2 composite -video and 2
S -video outputs; component -video output. Re-
mote control. Black -aluminum front panel 171/2
x 31/4 x 113/t) in; 8 lb $799

ZENITH
DVD2000 DVD Player
9 -bit video and 20 -bit audio D/A converters.
Digital special effects. 1 pair audio outputs;
coaxial digital output; S -video output. Numeri-
cal fluorescent display $699
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ACCUPHASE
DP -55 CD Player
20 -bit D/A converter. 3 DACs per channel; full
digital control circuitry of servo mechanism;
locking tray; coaxial and optical digital input;
two digital outputs; XLR and RCA analog out-
puts. Remote control. THD 0.0038%; S/N 116
dB: dynamic range 97 dB; ch sep 105 dB. 181/4
x 51/4 x 151/4 in; 24 lb $3,995

ACURUS
ACD11 CD Player
I -bit D/A converter. Glass optics; chassis sus-
pended on air cushion; steel chassis. Coaxial
digital output. Random/repeat play; defeatable
display lighting: programmable remote control.
THD 0.005%; S/N 100 dBA; dynamic range 92
dB; ch sep 88 dB. 17 x5x II in; 20 lb $899

Adcom GCD-750 CD player

ADCOM
The following feature dual 20 -bit Burr -Brown
ladder -type D/A converters.

GCD-750 CD Player
8X oversampling; Pacific Microsonics PMD-
100 digital filter/HDCD decoder; discrete high -
current differential output stage: high -mass
transport. I coaxial digital input; XLR and RCA
outputs. Random play; remote control. THD
0.015%; S/N 106 dB; dynamic range 101 dB.
Black. 17 x 43/4 x 161/2 in $1,250

GCD-700 5 -Disc CD Changer
5 -disc carousel. Class A analog output circuitry.
Fixed- and variable -level RCA outputs; coaxial
digital output. Selectable digital -domain phase
reverse; remote control. THD 0.005%; S/N 100
dBA. 17 x 41/4 x 161/4 in; 15 lb $700

AMC
CD 8a CD Player
I -bit MASH D/A converter. 18 -bit resolution;
32X oversampling; linear phase with 18 -bit co-
efficients; 5 -pole analog active filter; RCA out-
puts. Coaxial digital SPDIF output; XLR out-
put. Search and repeat; remote control. THD
0.0025% at I kHz: S/N 110 dB; dynamic range
98 dB. 17 x 31/2 x 131/2 in; I 1 lb $350

ANTHEM
CD -16 -Disc Tube CD Changer
Dual 20 -bit Burr -Brown D/A converters. Pacific
Microsonics PMD- 100 filter/HDCD decoder;
8X oversampling; vacuum -tube output stage. I

SPDIF-digital, I AES/EBU digital, and 1 -pair
stereo -analog outputs. Programmable disc shut-
tle system; track -search and scan/shuffle func-
tions; remote control. THD 0.05%; S/N 100
dBA; dynamic range 98 dB. Black or silver. 5-yr
parts -and -labor warranty $1,595

ARCAM
Alpha MCD 6 -Disc CD Changer
20 -bit D/A converter. 6 -disc vertical rack. Sony
transport mechanism; 8 separately regulated

power supplies; low -jitter master clock; multi -
room capable. Analog outputs; coaxial digital
outputs. Remote control. FR 20 Hz -20 kHz 1-0.5
dB; THD 0.005%; S/N 105 dB; dynamic range
96 dB. Charcoal. 17 x5 x 11 1/2; 8 lb $999

Alpha 8 CD Player
I -bit PWM D/A converter. Fixed -level analog
outputs; coaxial digital outputs. Remote control.
THD 0.005%; S/N 105 dB. 9 lb $949
Alpha 7. As above but with multilevel delta -
sigma D/A converter. 8 lb $649

AUDIO RESEARCH
CD2 CD Player
Philips CD-ROM drive; 3 -beam laser pickup;
digital jitter elimination. BNC-coaxial. AES/
EBU, and Toslink digital outputs; XLR and
RCA analog outputs. Vacuum -fluorescent dis-
play; remote control. ST digital output optional.
S/N 95 dBA; ch sep 94 dB at I kHz. 19 x 51/4 x
113/4 in; 16 lb $3,485

BOSE
Lifestyle 901 CD System
Complete system featuring 6 disc CD changer;
AM/FM tuner with 50 presets; 100 W/ch ampli-
fier; 2 direct/reflecting speakers, each with 9
full -range drivers. Integrated signal processing;
active electronic EQ. Black acrylic speakers,
each 21 x 13 x 31 in; brushed -aluminum Music
Center $4,200

Lifestyle 20 CD System
Complete system featuring 6 -disc CD changer;
AM/FM tuner with 50 presets; amp rated at 100
W x I (subwoofer) + 50 x 2 (satellites); sub -
woofer with two 51/4 -in drivers; two dual -cube
satellites with one magnetically shielded 21/2 -in
driver per cube; two -zone capability. RF remote
control. Black or white. Subwoofer: 14 x 231/4 x
71/2 in. Satellite: 21/4 x 41/2 x 31/4 in $2,500

Lifestyle 5 CD System
Complete system featuring CD player; AM/FM
tuner amp rated at 100 W x I (subwoofer) + 50
x 2 (satellites); subwoofer with 8 -in driver; 2
dual -cube satellites with I magnetically shield-
ed 21/2 -in wide -range driver per cube. RF re-
mote control. Black veneer subwoofer, black or
white satellites. Subwoofer: 127/44 x 21 x 10
in. Satellite: 3 x 61/2 x 41/4 in $1,499
Lifestyle 3. As above with two single -cube sat-
ellites, subwoofer with 51/4 -in driver. Amp 50
W x 1+ 20 x 2 (satellites). Subwoofer: 181/2 x
77/8 x 81/2 in. Satellite: 3 x 3 x 47A4 in $1,099

CALIFORNIA AUDIO LABS
CL -10 5 -Disc CD Changer
20 -bit D/A converter. 5 -disc digital servo trans-
port; HDCD filter/decoder; discrete FET analog
stage. Coaxial and AES/EBU digital outputs. Re-
mote control. THD 0.005%; S/N 95 dB; dynamic
range 107 dB; ch sep 92 dB at I kHz $1,975

CL -15 CD Player/Processor
Dual 20 -bit co -linear D/A converters. PMD- 100
HDCD decoding filter. I coaxial digital input;
I -pr RCA -analog outputs. Remote/faceplate se-
lection of digital input for auxiliary source and
volume control; RS232 serial interface for soft-
ware customization; remote control. THD
0.005%; S/N 104 dBA; ch sep 115 dB at I kHz.
17 x 5 x 151/4 in; 19 lb $1,695

CL -5 5 -Disc CD Changer
1 -bit MASH D/A oonverter. 5 -disc carousel.
32X oversampling; digital servo transport; dis-
crete analog stage; single -beam and all -glass
optics laser; AC line filter; upgradable to CL -

10. 1 -pr RCA analog outputs. Programmable
play: remote control. THD 0.005%; S/N 92 dB.
17 x 5 x 151/4 in; 181b $1,195

Icon Mk11 CD Player
I8 -bit D/A converter. Digital servo transport;
discrete FET analog stage. Coaxial digital out-
put. Remote control. Toslink digital output op-
tional. THD 0.005%; S/N 95 dB; dynamic
range 105 dB; ch sep 91 dB at I kHz $995

DX -2 CD Player
I -bit MASH D/A converter. Digital -servo trans-
port; discrete FET analog stage; AC noise filtra-
tion; low -jitter reclocking circuits. Coaxial digi-
tal and RCA -analog outputs. LCD display with
switchable lighting; remote control. THD
0.005%; S/N 92 dB; dynamic range 92 dB; ch
sep 90 dB at 1 kHz. 3-yr warranty. 15 lb $649

CARVER
MV -5 5 -Disc CD Changer
Multibit and Bitstream D/A converter. 5 -disc
carousel SPDIF digital output; headphone jack
with adjustable output level. Can change 3 discs
while I plays; 3 repeat modes; shuffle mode; re-
movable rack handles; full -function remote con-
trol. TI -ED 0.004%; S/N 100 dB; dynamic range
90 dB; ch sep 80 dB at 1 kHz. Grained and an-
odized aluminum front panel. 19 x 4 x 161/4 in;
15 lb $459

CLASS
CUP -1 CD Player
20 -bit D/A converter. 8X oversampling; HDCD
decoder. RCA and XLR outputs. Random play,
repeat, and scan functions; standby mode; re-
mote control. S/N 108 dB; ch sep 90 dB at I

kHz. Black or silver faceplate. 5-yr warranty.
19 x 4 x 133/4 in; 18 lb $3,495

CDP.S CD Player
20 -bit D/A converter. 8X oversampling; HDCD
decoder. RCA and XLR outputs; AES/EBU
digital output. Random play, repeat, and scan
functions; remote control. S/N 106 dBA; ch sep
90 dB at 1 kHz. Black or silver faceplate. 5-yr
warranty. 19 x 4 x 111/2 in; 16 lb $1,995

CDPJ CD Player
20 -bit D/A converter. 8X oversampling; HDCD
decoder. RCA and XLR outputs. Remote con-
trol. FR 0-20 kHz; S/N 100 dB. Black or silver
faceplate. 5-yr electronics warranty. 19 x 33/4 x
127/x in; 201b $1,395

CONRAD-JOHNSON
DV2-b Tube CD Player
Bitstream D/A converter. Tube analog stage. 1

coaxial digital output; 1 -pr analog outputs. Pro-
grammable play; remote control. THD 0.1%.
Champagne -gold anodized panel. 3-yr warran-
ty. 18 lb $2.495

CREEK
CD42 CD Player
I -bit delta -sigma D/A converter. 3 -beam linear
laser and loader assemblies; modular upgrad-
able design. AES/EBU digital output. Gold-
plated analog RCA outputs. Pause; track skip;
backlit LCD; remote control. THD 0.03%; S/N
90 dB; dynamic range 100 dB; ch sep 100 dB at
I kHz. 163/4 x 31/8 x 113/4 in; 9 lb $1,095

DEMON
DCD-S1 CD Player
Four 20 -bit D/A converters. Top loading de-
sign; disc stabilizer; Alpha processor for 20 -bit

co:
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resolution; linear slide motor: aluminum sand-
cast frame; brushless DC spindle motor. AES/
EBU digital output; coaxial and optical digital
outputs; and analog outputs. Remote with vol-
ume control $5,000

DCD-1650AR CD Player
Four 20 -bit D/A converters. 8X oversampling;
digital -servo design; Alpha processor with 20 -
bit digital filter; dynamic 2 -fold power supply
for separate analog and digital circuits. Coaxial
and optical outputs. 20 -track programming; ran-
dom play; auto edit; auto blank -space; peak
search; fade control; display dimmer; remote
control $1,000

LA -2300 Combi-Player
Plays CDs and laserdiscs. Separate laserdisc
and CD trays. Dolby Digital RF output; 2 A/V
outputs; S -video outputs. Dual -side play: on-
screen display; last -position video memory with
review function; 24 -track programming; ran-
dom play: 7 repeat modes: intro scan; highlight
scan: remote control $700

DCD-425 CD Player
Advanced multilevel noise -shaping D/A con-
verter. 8X oversampling digital filter: AB re-
peat; I -track repeat; all track repeat; random
play; intro scan; remote control $199

CD Changers
DN-1400F 200 -Disc CD Changer
Two 100 -disc mechanisms. RS -232C. RS-
-122A. and SCSI -2 computer interfaces; can
play 2 CDs simultaneously. RCA and XLR out-
puts for each drive; AES/EBU digital outputs
for each drive. Includes Windows and Macin-
tosh computer control programs. 171/4 x 91/4 x
181/4 in; 51 lb $4,800

DN-1200F/C 200 -Disc CD Changer
Dual 20 -bit D/A converters. Two 100 -disc
mechanisms. 20 -bit digital filter; zero -cross -dis-
tortion elimination; switchable RS-232C/RS-
422A computer -control interface with 9 -pin D -
sub connectors; comprises DN-1200F 200 -disc
changer and DN-1200C controller. AES/EBU
and RCA outputs. Can create and label custom
programs; memory for six 100 -track programs;
memory for CD grouping with naming; multi-
ple DN-1200F control; random play; repeat
play; alphanumeric display; remote control.
Changer 171/4 x 91/4 x 183/8 in; controller 171/4 x
31/4 x 105/8 in; dynamic range 100 dB; ch sep
105 dB at I kHz $4.000

DCM-560 5 -Disc CD Changer
Two 20 -bit D/A converters. 5 -disc carousel. Al-
pha processor for 20 -bit resolution; hand -tuned
D/A converters; motor -driven volume control;
vibration -resistant chassis. Coaxial digital out-
put. Bidirectional carousel rotation; can change
up to four discs while one plays; favorite -track
memory for 100 discs; synchro play with com-
patible cassette decks; 3 random -play modes; 5
repeat modes; direct track access from front
panel or remote; remote control $650
DCM-460. As above without motor -driven vol-
ume or vibration -resistant chassis $450

DCM-360 5 -Disc CD Changer
20 -bit D/A converter. 5 -disc carousel. Alpha
Processor for 20 bit resolution; 20 -bit 8X over -
sampling digital filter. 3 -mode random play; S-
way repeat play; digital attenuator (volume con-
trol); remote control $319

DCM-260 5 -Disc CD Changer
5 -disc carousel. 20 -bit 8X oversampling digital
titter; Multilevel Noise Shaping D/A Converter.
3 -mode random play; 5 -way repeat play; digital
attenuator; remote control $269

DYNACO
CDV-PRO CD Player
Dual 20 -bit Burr -Brown D/A converters. HDCD
compatible; Pacific Microsonics digital filter
chip. Analog and coaxial digital outputs. Tube
output section; integral volume control with by-
pass switch; 4 -position display dimmer; remote
control. THD 0.02%; S/N 100 dB. Black ano-
dized aluminum. 17 x 31/4 x 12 in; 16 lb 51.099

CDV-2 Tube CD Player
16 -bit delta -sigma D/A converter. Tube output
stage; 8X oversampling. Analog and coaxial
digital outputs. Integral volume control with by-
pass switch; 4 -position display dimmer; remote
control. THD 0.02%; S/N 100 dB. Black ano-
dized aluminum. 17 x 31/4 x 12 in; 16 lb $779

JVC XL-MC222BK CD changer

ENLIGHTENED AUDIO DESIGNS
Ullradisc 2000 CD Player
20 -bit D/A converter. HDCD filter/decoder;
dual -differential D/A conversion; stabilized -
platter drive; upgradable design. Fixed -analog
output; coaxial digital output. Track remaining -
time display; random play; remote control.
THD 0.001%; S/N 100 dBA $2,995

FISHER
Studio 150 DAC-1506 150 -Disc CD Changer
Dual I -bit D/A converter. 150 -disc auto -load
mechanism. 2 RCA line -level outputs; head-
phone jack with volume control. 80 -track pro-
grammability; I4 -preset music categories; 2 -
speed disc and category search; dual -mode ran-
dom play; 2 -line 8 -character alphanumeric dis-
play; bidirectional radial transport; 28 -key
shuttle remote control. THD 0.03%; S/N 100
dB; dynamic range 90 dB; ch sep 80 dB. Black
finish. 161/2 x 73/s x 18 in; 18 lb $430

Studio 60 DAC-6006 60 -Disc CD Changer
I -bit D/A converter. 60 -disc manual -load mech-
anism. 2 RCA line -level outputs. 48 -track pro-
grammability; 7 -preset music categories; dual -
mode random play; 8 -character alphanumeric
display; category and subcategory programming
and play; bidirectional radial transport; 28 -key
remote control. THD 0.03%; S/N 100 dB; dy-
namic range 90 dB; ch sep 80 dB. Black finish.
161/2 x 71/4 x 171/2 in; 1816 $330

Studio 24 DAC-2406 24 -Disc CD Changer
1 -bit D/A converter. 24 -disc manual -load mech-
anism. 2 RCA line -level outputs. 48 -track pro-
grammability; 7 -preset music categories; dual -
mode random play; 8 -character alphanumeric
display; category and subcategory programming
and play; bidirectional radial transport; 23 -key
remote control. THD 0.03%; S/N 100 dB; dy-
namic range 90 dB; ch sep 80 dB. Black finish.
161/2 x 71/4 x 157/8 in; 151b $300

HARMAN KARDON
FL8450 5 -Disc CD Changer
Dual 1 -bit Bitstream D/A converter. 5 -disc car-
ousel. 20 -bit digital filter dual -differential dis-
crete analog -output section. 2 RCA analog out-

puts; I optical digital output; headphone output
with level control; system remote -control jack.
Can change 4 discs while I plays; 3 repeat
modes; random play; intro scan; disc skip; re-
mote control. THD 0.005%; S/N 104 dB; dy-
namic range 94 dB. Black matte. 173/14 x 37/8 x
147/x in; 15 lb $399

F18300 5 -Disc CD Changer
Dual I -bit Bitstream D/A converter. 5 -disc car-
ousel. Discreet analog output stage. Analog
RCA outputs; coaxial digital output; headphone
jack; system remote control jack. Can change 4
discs while one plays; 3 repeat modes; random
play; intro scan; disc skip; remote control. THD
0.05%; S/N 104 dB; dynamic range 94 dB.
Black matte. 171/2 x 33/2 x 107/8 in; 15 lb ....$329

HD710 CD Player
Dual I -bit Bitstream D/A converter. Discrete an-
alog output stage. 2 RCA analog outputs; digital
output; headphone jack. Multiple repeat modes;
random play; intro scan; index search; head-
phone -level control; remote. THD 0.005%; S/N
104 dB; dynamic range 95 dB; ch sep 94 dB.
Black matte. 173/s x 31/4 x 13 in; 15 lb $299

JVC
XL-MC302 101 -Disc CD Changer
I -bit PEM D/A converter. 100 -disc module and
separate controller with single -disc tray. 3 -beam
laser pickup. Daisy -chain connection for play
and control of two XL-MCM1 100 -CD add-on
transports for total of 300 CDs; 10 user files;
delete file; remote disc -title index and search;
301 -disc random play; 4 repeat modes; resume
function; security door lock; intro scan; 300 -
disc title memory on LCD remote; continuous
play; fluorescent display. Black. THD 0.002%;
S/N 107 dB; dynamic range 99 dB
XL-MCM1. Add-on 100 -disc transport for
above. Security door lock $550

XL-MC222BK 200 -Disc CD Changer
I -bit D/A converter. 8X oversampling; motor -
driven clear -acrylic CD door. AC input; 2 RCA
outputs; 2 CompuLink inputs/outputs. 25 -CD
play exchange with I CD eject; random play;
jog dial for disk/track selection; remote control.
THD 0.002%; S/N 107 dB; dynamic range 99
dB. Black $380

XL-M5SD 7 -Disc CD Changer
I -bit PEM D/A converter. 6 -disc magazine plus
single -disc tray. Optical digital output; head-
phone output with volume control. Auto/manual
search; jog dial for input of up to 192 titles;
disc/title search; 4 repeat modes; 7 -disc contin-
uous play; fluorescent display. THD 0.002%;
S/N 108 dB; dynamic range 99 dB $330

XL-M418BK 7 -Disc CD Changer
I -bit PEM D/A converter. 6 -disc magazine plus
single -disc tray. Independent suspension sys-
tem; servo system. Auto/manual search; auto
power-on/off eject: 4 repeat modes; resume
function; continuous play; 20 -track program
chart; fluorescent display; intro scan and remote
control; 48 -disc title memory and title -input jog
dial. THD 0.002%; S/N 107 dB; dynamic range
99 dB $280

XL-M318BK 7 -Disc CD Changer
I -bit PEM D/A converter. 6 -disc magazine plus
single -disc tray. Independent -suspension servo
system. Headphone jack. Auto/manual search;
auto power-on/off eject; 4 repeat modes; re-
sume function; continuous play; intro scan and
remote control. THD 0.0022%; S/N 107 dB;
dynamic range 98 dB $260
XL-M218BK. As above without headphone
jack, intro scan, or remote control $220
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XL-F254BK 5 -Disc CD Changer
I -bit PEM D/A converter. 5 -disc carousel. Inde-

pendent suspension system; servo system; disc -
stabilizing damper. Can change 4 discs while 1
plays; auto/manual search; continuous play;
random play; 4 repeat modes; fluorescent dis-
play; remote control. THD 0.0022%; S/N 107
dB; dynamic range 98 dB $200
XL-F154BK. As above, no remote control $180

XL-V282BK CD Player
1 -bit PEM D/A converter. Independent suspen-
sion system; servo system; disc -stabilizing
damper. 4 repeat modes; auto and programmed
edit functions; auto power-on/off eject; auto/
manual search; Dynamic Detection Recording
Processor; remote control with direct access and
indexing. THD 0.0025%; S/N 106 dB; dynamic
range 98 dB $190

XL-F5TH 5 -Disc CD Changer
I -bit PEM D/A converter. 5 -disc carousel. 8X
oversampling. Can change 4 discs while 1

plays; front -panel direct -access keys; random
play; 4 repeat modes; 32 -track programming;
20 -track music calendar. FR 2-20 Hz; THD
0.0022%; S/N 107 dB; dynamic range 98 dB.
Black. 153/4 x 5 x 151/2 in; 11 lb $180

Kenwood Model 1050CD CD changer

KENWOOD
Model 1050CD 5 -Disc CD Changer
Dual I -bit D/A converters. 5 -disc carousel. 8X
oversampling; drive -distortion reduction circuit-
ry; digital pulse -axis control; 3rd -order noise
shaping. Analog outputs. Can change 4 discs
while 1 plays; random play with lockout; I -touch
recording; audible fast-forward/fast-reverse; auto
function I -touch operation; remote control $200

Model 103CD 5 -Disc CD Changer
Dual I -bit D/A converters. 5 -disc carousel. 8X
oversampling; digital pulse -axis control; 3rd -or-
der noise shaping. Analog outputs. Can change
4 discs while 1 plays; audible fast-forward/fast-
reverse; I -touch recording; auto function I -

touch operation; random play with lockout; re-
mote control $140

KRELL
KAV-300cd CD Player
20 -bit Burr -Brown ACM -1702K D/A converter.
8X oversampling; HDCD decoder; drawer load-
ing. 12-V trigger input; I -pr RCA and I -pair
XLR analog outputs; 1 Toslink and 1 coaxial
digital output. Remote control. S/N 103 dB. 5-
yr warranty. 19 x 45/8 x 15 in; 22 lb $3,500

LINN
Karik CD Player
I -bit delta -sigma D/A converter. Servo trans-
port control; replaceable laser pickup. 2 RCA
output pairs; BNC and optical digital outputs;
remote -control jack for switching of other Linn
components or multiroom use $3,595

Mimik CD Player
I -bit delta -sigma D/A converter. Replaceable
laser pickup. 2 RCA output pairs; BNC digital
output; remote -control jack for switching of oth-
er Linn components or multiroom use $1,595

LUXMAN
D -700s CD Player
20 -bit D/A converter. HDCD decoder. front -
loading mechanism; I -set analog -RCA phono
jacks; 1 -pr XLR outputs; 1 coaxial digital output.
THD 0.002%; S/N 110 dB; dynamic range 98
dB; ch sep 108 dB at I kHz. Champagne gold. 3-
yr warranty. 183/4 x 51/2 x 155A4 in; 10 lb ....$2,500

D-375 CD Player
I -bit delta -sigma D/A converter. Motor -driven
volume control; line -phase sensor. Optical digi-
tal output; system bus connection. Digital fade
out; tape edit; synchro play with compatible
cassette decks: random play; repeat play; auto
scan; timer play; fluorescent display with 3
brightness levels; remote control. THD 0.004%
at I kHz; S/N 105 dB; dynamic range 98 dB; ch
sep 100 dB. Black or champagne $795

D-355 CD Player
I -bit delta -sigma D/A converter. Motor -driven
volume control. System bus connection. Syn-
chro play with compatible cassette decks; ran-
dom play; repeat play; auto scan; timer play;
fluorescent display with 3 brightness levels; re-
mote control. THD 0.007% at I kHz; S/N 96
dB; dynamic range 96 dB; ch sep 96 dB. Black
or champagne $495

D-322 CD Player
I8 -bit D/A converter. Floating pickup suspen-
sion; metal chassis and front panel. Auto edit/
space; random play; repeat play; remote control.
THD 0.003% at I kHz; S/N 105 dB; dynamic
range 100 dB; ch sep 103 dB. 171/2 x 4 x 11 in;
9 lb $395

MAGNAVOX
CDC725 5 -Disc CD Changer
Dual I -bit D/A converters. 5 -disc carousel. 8X
oversampling. Can change 2 discs while I plays;
audible music search; random and repeat play;
auto search; 6 -character fluorescent display; re-
mote control. 17 x 41/2 x 143A in; 8 lb $130

MARANTZ
CD -17 CD Player
Dual -differential I -bit Bitstream D/A convert-
ers. CDM-12.1 3 -beam holographic mecha-
nism; Philips integrated digital servo controller.
Analog outputs; optical and coaxial digital out-
puts. Track scan; repeat play; index play; dis-
play dimmer; tape edit; peak search; remote
control. THD 0.002%; S/N 104 dB; dynamic
range 97 dB; ch sep 98 dB. 3-yr parts -and -labor
warranty. 18 x 31/4 x 12 in; 13 lb $1,200

LV-520 Combi-Player
Plays CDs and laserdiscs. 1 -bit Bitstream D/A
converter. CD -direct mode with separate CD
tray in center of laserdisc drawer; 3 -line Y/C
separator with digital timebase corrector. Dolby
Digital RF output; optical digital output; I S -vid-
eo and 2 composite -video outputs; 2 audio -out-
put pairs. Dual -side play; 6 -speed variable for-
ward/reverse; last -position video memory with
preceding -video scan; 7 repeat modes; theater
mode: defeatable on -screen displays; override of
laserdisc stop codes; defeatable fluorescent dis-
play; remote with shuttle. THD 0.002%; S/N 114
dB; dynamic range 98 dB. 3-yr pans -and -labor
warranty. 17 x 51/2 x 171/2 in; 18 lb $800

CC -870 101 -Disc CD Changer
Bitstream D/A converter. 100 -disc mechanism
plus single -disc slot. 100 discs stored on linear
mechanism; each CD can be stored under 1 of
10 different musical classifications; connections
allow up to 7 additional CC -870 units to be op-
erated in tandem or individually. Coaxial digital

output. Title search and category search; CD-
synchro recording function. THD 0.009%; S/N
100 dB; dynamic range 90 dB; ch sep 90 dB. 3-
yr limited parts -and -labor warranty. 171/4 x 7 x
11 in; 13 tb $600

CC -67 5 -Disc CD Changer
1 -bit Bitstream D/A converter. 5 -disc carousel.
CDM-l2 laser mechanism; 2nd -order noise
shaping; quick -play mechanism. Coaxial digital
output; analog output. Can change 3 discs while
I plays; random play/repeat; peak search; tape

edit; volume control; fade in/out function; remote
control. THD 0.0025%; S/N 110 dB; dynamic
range 96 dB; ch sep 102 dB. 3-yr pans -and -labor
warranty. 17 x 41/4 x 143/4 in; 161b $400

CD -67 CD Player
Dual I -bit delta -sigma Bitstream D/A convert-
ers. CDM-12 laser mechanism with 3 -beam
laser and photo -diode pickup; 4th -order noise
shaping; digital de -emphasis and muting; digital
drive servo. Gold-plated analog output; coaxial
and optical digital outputs. Tape edit: peak
search: display with dimmer; remote with vol-
ume control. THD 0.0025%; S/N 104 dB: dy-
namic range 96 dB; ch sep 102 dB. 3-yr parts -
and -labor warranty. 161/2 x 4 x 12 in $400

CC -48 5 -Disc CD Changer
I -bit Bitstream D/A converter. 5 -disc carousel.
CDM- 12 laser mechanism; 2nd -order noise
shaping. Coaxial digital output. Can change 3
discs while one plays; random and repeat play;
tape edit; peak search; variable output level; re-
mote. THD 0.0025%; S/N 106 dB; dynamic
range 96 dB; ch sep 100 dB. 3-yr parts -and -la-
bor warranty. 173/8 x 41/4 x 15 in $280

CD -48 CD Player
Differential Bitstream D/A converter. Philips
CDM-12.1 holographic laser module with digi-
tal servo control. Coaxial digital output; head-
phone jack with volume control. Shuffle play; 4
repeat modes; 10 -sec intro scan; tape edit re-
cording function; fade in/out functions; digital
peak search; 20 -key infrared remote control.
TEED 0.004%; S/N 100 dB; dynamic range 96
dB: ch sep 94 dB. 3-yr limited parts -and -labor
warranty. 171/4 x 31/2 x I I in; 7 lb $230

MARK LEVINSON
Model 39 CD Player
.20 -bit D/A converter. All -metal drawer mecha-
nism. Variable -level and analog outputs; digital
input and output. Remote control $5.995

McINTOSH
MLD7020 Combi-Player
Plays CDs and laserdiscs. Dual I -bit Bitstream
D/A converters. Digital noise reduction; digital
video processing. Dual -side play; remote con-
trol $3,200

MCD7009 CD Player
Dual 1 -bit dual -differential D/A converters. 20 -
bit digital filter; vibration -free rigid disc clamp-
ing; CD -size die -cast -aluminum disc turntable.
Remote control $2,750

MERIDIAN
Model 508 CD Player
24 -bit D/A converter. Precision reclocked digi-
tal outputs for reduced jitter. Coaxial and opit-
cal digital outputs; XLR connectors. 8 -character
alphanumeric display; previous and next track;
pause. Includes Meridian system remote con-
trol. 123/4 x 31/2 x 13 in $3,495
Model 506. As above. 20 -bit D/A converter;
without XLR output $1,895
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MITSUBISHI
M-CD500 5 -Disc CD Changer
1 -bit D/A converter. 5 -disc carousel. 8X over -
sampling; 18 -bit digital filter; 3 -pole analog fil-
ter. Skip and search funtions; can change 4
discs while one plays; 40 -track program memo-
ry; 6 repeat modes; intro scan; random play.
THD 0.01%; S/N 97 dB; dynamic range 96 dB.
17% x 41/2 x 151/2 in $349

NAD Model 514 CD player

NAD
Model 514 CD Player
Dual 1 -bit MASH D/A converters. DC cou-
pling; 4X oversampling; linear -phase digital fil-
ter; 5 -pole active analog filter design. Digital
output. Remote control; NAD Link. THD
0.002%; dynamic range 98 dB; ch sep 100 dB
at 1 kHz. 171/11 x 33/4 x 115/s in; 9 lb $499

Model 515 5 -Disc CD Changer
Bitstream D/A converter. 5 -disc carousel. 8X
oversampling; linear phase with 18 -bit coeffi-
cients; 4 -pole active analog filter. Stereo analog
outputs; coaxial digital output. Can change 3
discs while I plays; quick load; shuffle play; ed-
it; remote control. THD 0.003%; S/N 90 dB;
dynamic range 90 dB; ch sep 90 dB at 1 kHz.
171/2x 41/4 x 153/4 in $499

Model 523 5 -Disc CD Changer
1 -bit Bitstream D/A converter. 5 -disc carousel.
High speed access to single disc; 8X oversam-
pling; linear -phase digital filter. Can change 2
discs while I plays. THD 0.0035%; dynamic
range 97 dB; ch sep 99 dB at I kHz. 171/2 x 41/4
x 15 in; 15 lb $399
Model 512 CD Player
1 -bit MASH D/A converter. DC coupling; 4X
oversampling; linear -phase digital filter; 5 -pole
active analog filter design. Digital output. NAD
Link; remote control. THD 0.0025%; dynamic
range 98 dB; ch sep 100 dB at I kHz. 17% x
33/4 x 113/4 in; 10 lb $349

Model 510 CD Player
1 -bit Bitstream D/A converter. Separate digital,
audio, and control IC's; 4 -pole active analog
filter design. THD 0.004%; dynamic range 98
dB; ch sep 110 dB at 1 kHz. 17 x 33/4 x 115/2
in; .9 lb $249

NAKAMICHI
The following feature Nakamichi's MusicBank
7 -disc internal stocking mechanism.

MB -1s 7 -Disc CD Changer
Dual hand -selected 20 -bit D/A converters. 18-
dB/oct Bessel analog low-pass filter. Gold-plat-
ed analog outputs; coaxial digital output; head-
phone jack with volume control; system re-
mote -control jack. 50 -track programming; ran-
dom play; repeat track; remaining -time and
total -time displays. THD 0.0035% at 1 kHz;
S/N 100 dBA; dynamic range 100 dB; ch sep
100 dB. 17 x 31/2 x 10% in $800
MB -2s. As above, 18 -bit D/A converters. THD
0.004% at I kHz; S/N 96 dBA; dynamic range
92 dB; ch sep 90 dB $600

MB -3s 7 -Disc CD Changer
Dual 18 -bit D/A converters. I8-dB/oct Bessel
analog low-pass filter. 50 -track programming;

random play; repeat play; track, remaining -time
and total -time displays; system remote -control
compatibility; remote control. THD 0.006% at 1
kHz; S/N 96 dBA; dynamic range 90 dB; ch sep
90 dB at 1 kHz. 17 x x 105/s in $500

ONKYO
Integra DX -7911 CD Player
Dual I -bit D/A converters. Modular classic con-
struction; new linear motor actuator; AccuPulse
Quartz System; Fine Pulse Conversion; motor -
driven volume control. Optical and coaxial digi-
tal outputs; fixed/variable output; headphone
jack with volume control. Peak search; memory
reverse; time edit; fade out; 5 mode repeat play.
THD 0.0025%; S/N 110 dB; dynamic range 100
dB. 17% x 51/4 x 143/8 in; 23 lb $1,200

DX -7211 CD Player
I -bit PWM D/A converter. 8X oversampling;
AccuPulse Quartz System; synchro play with
compatible cassette decks. Headphone jack with
volume control. 5 repeat modes; peak search;
RI -system -compatible full -range remote con-
trol. FR 5 Hz -20 kHz; THD 0.004% at I kHz;
S/N 100 dB; dynamic range 96 dB; ch sep 90
dB at 1 kHz. Brushed -aluminum front panel.
171/8 x 35/2 x 121/8 in; 91b $230

CD Changers
DXC-730 6 -Disc CD Changer
Dual I -bit D/A converters. 8X oversampling;
AccuPulse Quartz System. I -pair analog out-
puts; 1 optical digital output. Can change 3 discs
while I plays; 202 -disc custom file; intro scan; 6
repeat modes; fluorescent display; remote con-
trol. Dynamic range 96 dB. Brushed aluminum
front panel. 17 x 51/4 x 17 in; 18 lb $549

DX -0540 6 -Disc CD Changer
I -bit PWM D/A converter. 6 -disc carousel. 8X
oversampling; AccuPulse Quartz System. 1

pair analog and 1 pair optical digital outputs.
Can change 5 discs while I plays; random
play; next -selection function; 6 repeat modes;
RI -system cassette -deck compatibility; 202 -
disc music file; remote control. 5 Hz -20 kHz;
THD 0.005% at I kHz; S/N 92 dB; dynamic
range 96 dB; ch sep 92 dB at 1 kHz. Brushed -
aluminum front panel. 171/2 x 51/4 x 171/2 in;
15 lb $320

DX -C340 6 -Disc CD Changer
Dual 1 -bit D/A converters. 6 -disc carousel. Can
change 5 discs while 1 plays; synchro play with
compatible cassette decks; 40 -track program-
ming; random play; 6 repeat modes; next -selec-
tion function; RI -system cassette -deck compat-
ibility; remote control. Dynamic range 96 dB;
ch sep 90 dB at 1 kHz. 18 x 43/4 x 163/4 in;
17 lb $259

OPTIMUS BY RADIO SHACK
( D-8300 51 -Disc CD Changer
I -bit D/A converter. Two 25 -disc vertical racks
plus single -disc slot. Optical digital output;
headphone jack. Personal file memory; random
play; repeat play; intro scan; last -disc memory;
memory hold; remote control. 161/2 x 71/2 x
141/2 in $280

CD -8200 25 -Disc CD Changer
1 -bit D/A converter. Optical digital output. Per-
sonal file memory; random play; repeat play; in-
tro scan; last -disc memory; memory hold; re-
mote control. 161/2 x 71/2 x 121/2 in $230

CD -8150 5 -Disc CD Changer
1 -bit D/A converter. 5 -disc carousel. 4X over -
sampling. Can change 2 discs during play; ran-
dom play; intro scan; 3 -way repeat play; fluo-

rescent track/time display; 30 -key remote con-
trol. Black $180

CD -7250 6 -Disc CD Changer
6 -disc magazine. Delete play; highlight scan; 3
repeat mode; random play; last -disc memory;
fluorescent display; remote control; can also be
controlled through select Optimus receiver re-
mote controls $180

CD -8100 5 -Disc CD Changer
5 -disc carousel. Random/repeat play; change 2
discs during play; remote control $150

PANASONIC
LX -900 Combi-Player
Plays CDs and laserdiscs. 1 -bit MASH D/A
converter. Direct -drive motor; digital timebase
corrector; 8 -bit digital field memory for CLV/
CAV/CDV special effects; digital comb filter;
digital servo control; digital noise canceling;
digital field -noise reduction. Optical digital out-
put; S -video output; headphone jack with vol-
ume control. Dual -side laserdisc play; 7 repeat
modes; on -screen displays; jog/shuttle control;
remote control. Dynamic range 96 dB. 17 x 5 x
163AI in; 21 lb $1,099

LX -K780 Combi-Player
Plays CDs and laserdiscs. Four 1 -bit D/A con-
verters. 2 A/V outputs; two mic jacks; head-
phone jack; external audio input. Quick auto re-
verse; digital servo control; search functions;
repeat; custom index. THD 0.005%; S/N 102
dB. 17 x 5 x 16 in; 18 lb $850

LX -H680 Combi-Player
Plays CDs and laserdiscs. Four 1 -bit D/A con-
verters. Quick auto reverse; digital servo con-
trol. 2 audio/video outputs; S -Video output;
Dolby Digital RF output; optical digital audio
output; headphone jack. Shuttle controls; pro-
grammed play; random play; repeat play; cus-
tom index play; edit play. THD 0.003%; S/N
115 dB. 17 x 5 x 16 in; 18 lb $550

SL-PD469 5 -Disc CD Changer
5 -disc carousel. Front -loading mechanism;
dual -directional platter. Can change 4 discs
while 1 plays; disc -location display; full ran-
dom, I -disc random, and spiral play modes;
delete programming; 4 repeat modes; remote
control. 17 x 5 x 145/8 in; 10 lb $200
SL-PD349. As above with improved disc -loca-
tion display, without remote. 141/4 x 5 x 14354
in; 9 lb $200

PARASOUND
C/DC-1500 5 -Disc CD Changer
Hybrid 1-bit/18-bit Burr -Brown PCM-67P lad-
der D/A converter. 5 -disc carousel. Mechanical-
ly damped chassis. Coaxial digital output; gold-
plated connectors; external remote -control con-
nector. Can change 2 discs while one plays; re-
mote control $650

C/DP-1000 CD Player
Hybrid 1-bit/I8-bit Burr -Brown PCM-67P lad-
der D/A converter. Mechanically damped chas-
sis. Coaxial digital output; gold-plated connec-
tors. Remote control. $495

PHILIPS MAGNAVOX
CDC751 5 -Disc CD Changer
1 -bit Bitstream D/A converter. 5 -disc carousel.
Can change 3 discs while I plays; shuffle disc;
peak search; auto fader; quick play; timed edit;
repeat and intro scan; cue and review; edit com-
pile with auto space; remote control. 171/2 x 41/4
x 15 in; 14 lb $230
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PIONEER
Elite PD -65 CD Player
I -bit D/A converter. Disc -drive mechanism with
stabilized aluminum platter, disc damper; brush -
less spindle motor; Class A FET buffer amp;
noise shaper; antiresonant honeycomb chassis;
motor -driven volume control. Optical and coaxi-
al digital outputs; remote control $800

Elite PD -59 CD Player
I -bit D/A converter. Stabilized -platter disc -
drive mechanism with aluminum platter; disc
damper; brushless spindle motor; antiresonant
honeycomb chassis. Optical and coaxial digital
outputs. Synchro play with compatible cassette
decks; remote control $545

PD -103 CD Player
I -bit D/A converter. Peak search; defeatable
display; tape edit $190

Combi-Players
The following play CDs and laserdiscs and fea-
ture proprietary digital video noise reduction
that allows the user to vary chrominance and
luminance by factors of 10 and proprietary dig-
ital video processing that includes a digital
timebase corrector. All models also have a Dol-
by Digital RF output for connection to AC -3 -
compatible components.

Elite CLD-99 Combi-Player
I -bit D/A convener. Direct -CD mode with inde-
pendent CD tray within laserdisc tray; Legato
Link; 8 -bit digital field memory for special ef-
fects; separate audio and video circuit boards; 3 -
dimensional Y/C comb filter. 2 S -video outputs;
optical and coaxial digital outputs. Dual -side
play; digital level control; remote control with
jog/shuttle. Dynamic range 99 dB. Lacquered
wood side panels. 18% x 53/4 x 17 in $2,400

Elite CLD-79 Combi-Player
I -bit D/A converter. Direct -CD mode with in-
dependent CD tray within laserdisc tray; Lega-
to Link; 8 -bit digital field memory for special
effects; separate audio and video circuit
boards; 3 -line comb filter. 2 S -video outputs;
optical and coaxial digital outputs. Dual -side
play; digital level control; remote control with
jog/shuttle. Dynamic range 98 dB. 163/4 x 51/2
x 17 in $1.440

Elite CLD-59 Combi-Player
1 -bit D/A converter. Direct -CD mode with in-
dependent CD tray within laserdisc tray; Legato
Link; 8 -bit digital field memory for special ef-
fects; 3 -line comb filter. 2 S -video outputs; opti-
cal and coaxial digital outputs. Dual -side play;
remote control with jog/shuttle. Dynamic range
96 dB. 163/4 x 51/4 x 153/4 in $900

CLD-D606 Combi-Player
I -bit D/A converter. Direct -CD mode with in-
dependent CD tray within laserdisc tray; 8 -bit
digital field memory for special effects; 3 -line
comb filter. 2 mic inputs; 2 S -video outputs;
optical digital outputs. Dual -side play; one -
touch karaoke; digital key control; mic-level
controls; tape edit; CD -deck Synchro; intro/
highlight scan; on -screen displays; compatible
with RS -system remote control with jog/shut-
tle. Includes mic. Dynamic range 96 dB. 165/s x
54/4 x 157/s in $750

CLD-D406 Combi-Player
Plays CDs and laserdiscs. Digital video process-
ing; digital timebase corrector; independent CD
tray. 2 audio and video outputs; optical digital
output. Dual -side play; last memory with re-
view mode; random play; highlight/intro scan;
display -off switch; remote. S/N 102 dB. 16 x 5
x 163/4 in $600

CD Changers
Elite PD -F07 101 -Disc CD Changer
I -bit Pulseflow D/A converter. 100 -disc mecha-
nism plus single -disc slot. Legato Link; roulette
rack system; honeycomb chassis. I set RCA -an-
alog inputs; I digital input; optical and coaxial
digital outputs. I set RCA -analog outputs;
headphone jack with volume control. CD Deck
synchro; 8 repeat modes: last -disc memory; au-
to digit -level control (ADLC); remote control.
Dynamic range 96 dB. Urushi finish. 165/s x 71/2
x 153/4 in; 14 lb $500

PD -F1006 101 -Disc CD Changer
I -bit Pulseflow D/A converter. 100 -disc mecha-
nism plus single -disc slot. Automatic digital
level control. Computer -keyboard input; optical
digital output: video output; headphone output
with volume control. Custom file function; in-
put text -display information display using com-
puter keyboard; CD -deck synchro; previous
disc/highlight scan; memory backup: on -screen
disc management; last -disc memory: compati-
ble with SR -system remote control $475

Pioneer PD -F906 CD changer

Elite PD -F79 51 -Disc CD Changer
I -bit Pulseflow D/A converter. 50 -disc mecha-
nism plus single -disc slot. Legato Link. Head-
phone output with volume control; optical and
coaxial digital output. CD -deck synchro; custom
mode function; best -selection memory; highlight
scan; program, random, and repeat play; last -disc
memory: auto power-on/power-down/eject; pre-
vious disc scan; memory back-up; remote con-
trol. Includes holder for CD booklets. S/N 105
dB; dynamic range 96 dB. Urushi finish $450

PD -F906 101 -Disc CD Changer
I -bit D/A converter. 100 -disc mechanism plus
single -disc slot. Best -selection memory; custom
file function; CD -deck synchro; memory back-
up; previous-disc/highlight scan; last -disc mem-
ory; SR -system remote compatible $360

Elite PD -F59 26 -Disc CD Changer
I -bit Pulseflow D/A converter. 25 -disc mecha-
nism plus single -disc slot. Legato Link. Head-
phone output with volume control; optical and
coaxial digital output. CD -deck synchro; cus-
tom -file function; best -selection memory; high-
light scan; program, random, and repeat play;
last -disc memory; auto power-on/power-down/
eject. previous -disc scan; remote control; com-
patible with SR -system remote control. Includes
holder for CD booklets. S/N 105 dB; dynamic
range 96 dB. Urushi finish $345

Elite PD -M59 6 -Disc CD Changer
I -bit D/A converter. 6 -disc magazine. Antires-
onant honeycomb chassis; Legato Link. Optical
digital output. Highlight scan; random play:
digital level control; remote control $330

PD -F606 25 -Disc CD Changer
I -bit D/A converter. Optical digital output. Cus-
tom mode function; best -selection memory;
highlight scan; program. random, and repeat
play; last -disc memory; previous -disc scan; SR -
system compatible $280

PD -F506 25 -Disc CD Changer
1 -bit D/A converter. 3 -mode custom -file func-
tion; best -selection memory; previous -disc
scan; highlight scan; random, program, and re-
peat play: last -disc memory; SR -system com-
patible $265

PD -API CD File Controller
Connects up to three PD -F1006 or PD -F906 CD
file changers. Random play of tracks; jog dial
for input/search; CD synchro $260

PD -M426 6 -Disc CD Changer
I -bit D/A converter. 6 -disc magazine. Highlight
scan; last -disc memory; remote control $245

PROCEED
CDP CD Player
18 -bit D/A converter. Front -loading design;
all -metal drawer. Digital inputs and outputs;
analog outputs. Remote control with volume
control $3,495

QUAD
Quad 77 CD Player
I8 -bit delta -sigma D/A converter. Front- load-
ing design; Philips CDM- 12 mechanism; MX
ovenampling; powered and controlled directly
from the QUADLink 77 control bus. Stand-
alone version optional. 21/2 x 13 x 12 in $1,299
Quad 77 A/C. Stand-alone version $1,699

REVOX
S22 Elegance CD Player
Bitstream D/A converter. Continuous -calibra-
tion D/A convener; 20 -bit filter; Revox algo-
rithm; Philips 12.2 transport. RCA digital out-
put: stereo -analog output. Phase reverse; digital
output on/off; timing functions; drawer open/
close functions; remote controlled program-
ming. THD 0.003%; S/N 90 dB; dynamic range
105 dB. Black or silver brushed aluminum 17 x
4 x 14 in; 9 lb $995

ROTEL
RCD-991 CD Player
Dual Burr -Brown D/A converters. HDCD digi-
tal filter. Switched -digital output; XLR and
RCA analog outputs; coaxial and optical digital
outputs. Tunable dither modes; display bright-
ness control; output phase control; remote con-
trol. THD 0.0035%; S/N 115 dB; ch sep 110
dB. 181/2 x 4-1/4 x 141/4 in $1,500

RCD-975 CD Player
Dual -differential Philips continuous -calibration
D/A converters. Track programming; random
play; repeat play; scan; remote control. THD
0.0025%; S/N 107 dB; ch sep 100 dB. 171/4 x
23/4 x 121/2 in $750

RCD-970BX CD Player
Philips continuous -calibration D/A converter.
CDM-9 single -beam laser transport. Track pro-
gramming; random play; repeat play; remote
control. THD 0.0025%; S/N 105 dB; ch sep 100
dB. 173/4 x 27/i4 x 121/2 in $600

RCC-945 6 -Disc CD Changer
Dual I -bit D/A converters. 6 -disc magazine. An-
alog and digital outputs. Random play; repeat
play; scan: remote control. THD 0.01%; S/N 96
dB; ch sep 95 dB. IDA x 43/4 x 111/4 in $500

RCD 950BX CD Player
96X oversampling; center -mount transport. Pro-
gram; random play; repeat play; scan; time; re-
mote control. THD 0.0045%; S/N 100 dB; ch
sep 100 dB. 173/4 x 33/4 x 113/4 in $450
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RCC-935 5 -Disc CD Changer
Dual I -bit PWM D/A converters. 5 -disc carou-
sel. 4X oversampling; delta -sigma noise shap-
ing. Can change discs while one plays; 32 -track
programming; random play: repeat play; intro
scan; remote control. FR 20 Hz -18 kHz ±3 dB;
THD 0.02%; S/N 96 dBA; ch sep 95 dB. Black.

x 43/4 x 141/4 in. I I lb $350

RCD-930AX CD Player
Dual 1 -bit D/A converters. 2nd -order delta -sig-
ma noise shaping. Track programming; random
play: repeat play: remote control. THD 0.01%;
S/N 90 dB. 173/4 x 23/4 x 12 in $300

SANSUI
CD -M100 100 -Disc CD Changer
Programming up to 8 categories; 3 play modes;
5 repeat functions; remote control. THD
0.08%; S/N 88 dB. Black. 191 x 111/4 x 211/4
in; 24 lb $499

CD -M720 7 -Disc CD Changer
I -bit delta -sigma D/A converter. 6 -disc mecha-
nism plus single -disc slot. Optical digital out-
put; headphone jack with volume control. 3 -
mode editing; 10 -key direct access; 2 -way re-
peat; remote control. THD 0.003%; S/N 102
dB; dynamic range 98 dB. Black. 20 x 8 x 141/2
in; 12 lb $459

CDX-515 CD Player
Delta -sigma D/A converter. Optical digital out-
put. 3 -mode editing; random play; music scan;
2 -way repeat; 10 -key direct access; remote con-
trol. THD 0.003%; S/N 102 dB; dynamic range
98 dB. Brushed aluminum. 17 x 31/4 x II in;
9 lb $269

SHERWOOD
CDC -6050R 5 -Disc CD Changer
Dual I -bit D/A converters. 5 -disc carousel.
Front -loading mechanism; 3 -beam laser pickup.
Headphone jack with volume control. Can
change discs while one plays; delete play; intro
scan; random play: 7 repeal modes; synchro re-
cord with compatible cassette decks: tape edit; re-
mote direct track access; timer play; display dim-
mer: fluorescent display: remote control $249
CD -4050C. As above, no remote control $199

CD -3050R CD Player
Dual 1 -bit D/A converters. Front loading de-
sign; 3 -beam laser pickup. Headphone jack with
volume control. 20 track -programming; random
play: delete play; intro scan; synchro play with
compatible cassette decks; tape edit; timer play:
display dimmer; fluorescent display; remote
control $149

SONIC FRONTIERS
SFCD 1 Tube CD Player
Dual UltraAnalog D/A converters. 8X over -
sampling; 8 -picosecond intrinsic jitter; vacu-
um -tube output stage; direct -coupled servo
controlled; Pacific Microsonics PMD-100 HD -
CD filter/decoder. I pr XLR outputs: I pr RCA
outputs. A -B repeat; load, search, and repeat
functions; remote control. THD 0.05%; S/N
107 dB; dynamic range 98 dB. Black or gold.
5-yr parts -and -labor warranty. 19 x 4 x 12 in;
27 lb $3,795

SONY
CDP-XA7ES CD Player
Current -pulse D/A converter. Feed -forward dig-
ital filter with 3 -stage oversampling, 45 -bit in-
ternal processing and 20 -bit outputs: copper
chassis shielding: spindle motor with sapphire

bearings; aluminum front panel and top plate;
fixed pickup laser tracking assembly; frame and
beam construction. 8 complementary D/A-con-
verter outputs: XLR output; optical and coaxial
digital outputs; gold-plated analog outputs; re-
mote -variable line -level output; headphone jack
with volume control. I72 -disc Custom File
memory for index points and delete -play selec-
tions. S/N 119 dB; dynamic range 100 dB; ch
sep 110 dB. 5-yr limited warranty. 17 5 x 14-1/4
in; 33 lb $3,000

MDP-650 Karaoke Combi-Player
Plays CDs and laserdiscs. I -bit D/A converter.
Digital noise -canceler; digital timebase correc-
tor for crisp picture verticals; digital comb filter.
2 S -video outputs; optical digital output; mic in-
put; headphone jack with volume control. Dual -
side play; 8 -bit digital video memory for freeze-
frame and frame -by -frame advance for CAV/
CLV laserdiscs; digital picture memory; I.5/2X
video scan with sound CA V -frame or CLV-
time search; Theater mode to dim display and
lower picture black level; last -position memory;
4 repeat modes; 5 -way repeat for laserdiscs: ka-
raoke digital echo; mic volume control; on-
screen displays; remote control with jog/shuttle.
17 x 45/8 x 171/8 in $799

CDP-XA2OES CD Player
Current -pulse D/A converter. Fixed pickup
mechanism; feed -forward digital filter with 3 -
stage oversampling, aluminum front panel; an-
tiresonant top plate and ceramic disc tray. Opti-
cal digital output; 8 complementary D/A-con-
verter outputs; gold-plated analog outputs;
headphone jack with volume control. Time,
just -time, and program edit to fit tracks on giv-
en length of tape; 8 repeat modes; index play;
random play; delete play; 3 -mode music scan;
time/manual fader; peak -level search; remote
control. S/N 118 dB; dynamic range 100 dB;
ch sep 110 dB. 5-yr limited warranty. 17 x 4-1/4
x 13-1/4 in; 15 lb $750

CDP-XAIES CD Player
High -density linear D/A converter. Clamp -
roller antivibration mechanism; full feed -for-
ward digital filter with 3 -stage oversampling,
45 -bit intemal processing, and 20 -bit outputs.
Optical digital output; gold-plated analog out-
puts; remote -variable line -level output; head-
phone jack with volume control; 8 -complemen-
tary D/A-converter outputs. 3 -mode music scan;
random play; delete play; 7 repeat modes; peak -
level search; time/manual fader; remote control.
S/N 108 dB; dynamic range 99 dB. 5-yr limited
warranty. 17 x 43/4 x 115A8 in; 8 lb $350

CDP-XE500 CD Player
Hybrid -pulse D/A converter. 8X oversampling
digital filter; digital servo control. Optical digi-
tal output: variable line output via digital vol-
ume control; headphone jack. Jog -dial track
search 3 play modes; two repeat modes; time
and program edit; peak search; 3 -mode music
scan; time fade; auto start. S/N 100 dB; dynam-
ic range 98 dB: ch sep 95 dB. 17 x 33/4 x 141/2
in; 7 lb $200

CD Changers
CDP-CX270 200 -Disc CD Changer
Hybrid -pulse D/A converter. 8X oversampling
digital filter; digital servo control. IBM -PS/2
keyboard input; optical digital output. Internal
storage for 200 CDs; graphical user interface;
track memo: 400 disc master control capability;
cross fade: 8 -group Custom File; delete bank:
disc scan: timer switch; S -Link; jog dial con-
trol; 3 multidisc 32 -track programs; 6 play
modes; 3 repeat modes; CD text; remote con-
trol. S/N 110 dB; dynamic range 99 dB; ch sep
105 dB. 17 x 173/4 x 19 in; 20 lb $1,000

CDP-CA9ES 5 -Disc CD Changer
Current -pulse D/A converter. 5 -disc carousel.
Feed -forward digital filter with 3 -stage over -
sampling, 45 -bit internal processing, and 20 -bit
outputs; direct digital synchro; aluminum front
panel. Optical digital output; gold-plated analog
outputs; remote -variable line -level output;
headphone jack with volume control; 8 comple-
mentary D/A-converter outputs. Can change 4
discs while one plays; I72 -disc Custom File
memory; 8 -character disc naming for display;
can categorize favorite tracks into 4 groups;
tape edit; direct disc access; 3 -mode music
scan; random play; 6 repeat modes; manual fad-
er; peak -level search; timer switch; remote con-
trol. S/N 117 dB; dynamic range 100 dB; ch sep
110 dB. 5-yr limited warranty. 17 x 5 x 153/4 in;
17 lb $700

CDP-C9I0 10 -Disc CD Changer
I -bit D/A converter. 10 -disc magazine. 45 -bit
digital filter; direct digital synchro. Optical digi-
tal output; remote -variable line -level output;
headphone jack with volume control. Magazine
compatability with Sony car CD changers; 184 -
disc Custom File memory for 8 -character disc
names, volume levels, and track programming;
time, program, and link edit to fit tracks to a
tape length; 3 -mode music scan; random play; 7
repeat modes; time/manual fader; peak -level
search; timer switch dot-matrix fluorescent dis-
play; remote control. S/N 110 dB; dynamic
range 100 dB; ch sep 105 dB. 17 x 5 x 143/4 in;
14 lb $600

CDP-CASES 5 -Disc CD Changer
Current -pulse D/A converter. 5 -disc carousel.
Feed -forward digital filter with 3 -stage over -
sampling, 45 -bit internal processing, and 20 -bit
outputs; direct digital synchro; aluminum front
panel. Optical digital output; gold-plated analog
outputs; remote -variable line -level output;
headphone jack with volume control; 8 comple-
mentary D/A converter outputs. Can change 4
discs while one plays; tape edit; 3 -mode music
scan; random play: 6 repeat modes; manual fad-
er; peak -level search remote control. S/N 117
dB: dynamic range 100 dB; ch sep 110 dB. 5-yr
limited warranty. 17 x 5 x 153/4 in; 15 lb $550

CDP-CX255 200 -Disc CD Changer
Hybrid -pulse D/A converter. 200 -disc internal -
storage mechanism. 8X oversampling digital fil-
ter; digital servo control; patented CD changer
operation. Optical digital output. Custom File for
8 groups; Custom File for memo; CD text; delete
bank: memo scan; disc scan; memo search; S -
Link; jog -dial control; 3 multidisc 32 -track pro-
grams; 6 play modes; 3 repeat modes; remote
control. S/N 107 dB; dynamic range 98 dB; ch
sep 100 dB. 17 x 177/8 x 19 in; 20 lb $449

CDP-CX205 200 -Disc CD Changer
Hybrid -pulse D/A converter. 200 -disc mecha-
nism. 8X oversampling digital filter; digital ser-
vo control. Custom File for 8 groups; S -Link;
jog -dial control; multidisc 6 play modes; 3 re-
peat modes; remote control. S/N 100 dB; dy-
namic range 98 dB; ch sep 95 dB. 17 x 173/4 x
19 in; 20 lb $420

CDP-CA7ES 5 -Disc CD Changer
90 -MHz high -density linear D/A converter. 5 -
disc carousel. Feed -forward digital filter with 3 -
stage oversampling; 45 -bit internal processing,
and 20 -bit outputs; circuitry to minimize time -
base errors; digital servo control of tracking.
laser focus, and disc rotation. Gold-plated ana-
log outputs; headphone jack with volume con-
trol: 8 complementary D/A-converter outputs.
Cart change 4 discs while one plays; tape edit;
3 -mode music scan random play; 6 repeat
modes; manual fader; remote control. S/N 117
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dB; dynamic range 100 dB; ch sep 110 dB. 5-yr
limited warranty. 17 x 5 x 151/4 in; 13 lb $350

CDP-CE5I5 5 -Disc CD Changer
Hybrid -pulse D/A converter. 5 -disc carousel.
Digital servo control; 18 -bit digital filter; direct
digital synchro; off -center insulator feet; patent-
ed master controller. Optical digital output;
headphone jack with volume control. Can
change 4 discs while one plays 3 repeat modes:
random play; tape edit; 3 -mode music scan;
peak -level search; time/manual fader; timer
switch; dot-matrix fluorescent display: digital
volume control; CD text; delete play; disc
check: S -Link; remote control. S/N 107 dB; dy-
namic range 98 dB; ch sep 100 dB. 17 x 5 x
15% in: 12 lb $249

CDP-CX55 51 -Disc CD Changer
Hybrid -pulse D/A converter. 50 -disc mecha-
nism plus single -disc slot. 4X oversampling
digital filter; jitter -reducing circuitry: short sig-
nal path. I -pair analog outputs; I optical digital
output. Jog -dial control: 4 play modes; 3 repeat
modes; fluorescent display; S -Link; memo scan
and search: Custom File for memo; CD text
ready. THD 0.013%; S/N 88 dB. 17 x 77/8 x 19
in; 11 lb $249

CDP-CE415 5 -Disc CD Changer
Hybrid -pulse D/A converter. 8X oversampling
digital filter: digital servo control; off -center iso-
lator feet; patented master controller. Variable
line output via digital volume control; patented
auxiliary input. Can change 4 discs while I

plays; 10 -key track selection; 5 -key disc selec-
tion; disc check; jog -dial track search 5 play
modes; 3 repeat modes; time, program, and mul-
tidisc program edit; peak search; 3 -mode music
scan; time fade; auto start; no -delay play; cross -
fade play. S/N 102 dB; dynamic range 98 dB; ch
sep 100 dB. 17 x 41/4 x 15 in; 12 lb $199

CDP-CX50 51 -Disc CD Changer
Hybrid -pulse D/A converter. 50 -disc mecha-
nism plus single -disc slot. 4X oversampling
digital filter; jitter -reducing circuitry; short sig-
nal path. I -pair analog outputs. Jog -dial control;
4 play modes; 3 repeat modes; fluorescent dis-
play; remote controllable. THD 0.013%; S/N 88
dB. 17 x VA: x 19 in; I I lb $199

TEAC
VRDS-25 CD Player
Four 20 -bit D/A converters. 25 -bit 8X oversam-
pling digital filter, vibration -free disc -clamping
system (VRDS); 3rd -order Butterworth analog
filter, digital servo system. Analog outputs; coax-
ial and optical digital outputs. 20 -track random
programming; remote fluorescent -display on/off/
dimmer control; track and index search: 3 -way
repeat function; time display; auto fade in/out;
remote control. THD 0.0015% at I kHz; S/N 110
dB; dynamic range 99 dB. Black brushed alumi-
num. 17% x 6 x 13% in; 37 lb $2,700

VRDS-10SE CD Player
8 -bit double -differential Bitstream D/A convert-
er. 20 -bit 8X oversampling; VRDS; 3rd -order
proprietary analog filter. RCA analog outputs;
coaxial and optical digital outputs. 20 -track
random/delete programming; track and index
selection; 3 -way repeat function: fluorescent
display on/off/dimmer control; remote control.
THD 0.0013% at I kHz; S/N 110 dB; dynamic
range 99 dB. Black brushed aluminum. 17% x
53/4 x 131/4 in: 25 lb $2,100

AD -500 CD Player/Cassette Deck
Dual 1 -bit D/A converters. 4X oversampling:
16 -bit linear/channel D/A converter. RCA line -
level inputs and outputs; RCA CD line -level

outputs. Shuffle, random, and 3 -way repeat play
modes: intro scan; CD to tape and tape to CD
continuous play; timer play; fluorescent display;
full -function remote control. THD 0.02% at 1

kHz; S/N 90 dB. Ebony. 17% x 53/4 x 11V2 in;
12 lb $389

PD -X100 101 -Disc CD Changer
I -bit D/A converter. 100 -disc mechanism plus
single -disc slot. 8X oversampling digital filter;
disc categorizing optimizes play and storage
versatility. 32 -selection random memory pro-
gramming; intro scan; music skip; shuffle play;
6 repeat play modes; 38 -key remote control; ti-
tle, title display. and title search capabilities; 3 -
in CD play. 3 -beam laser pickup optional. THD
0.7% at I kHz: S/N 95 dB; ch sep 90 dB at 1

kHz. 171/2 x 71/4 x 14 in; 18 lb $389

PD -D2200 5 -Disc CD Changer
Dual I6 -bit D/A converters. 5 -disc carousel.
Front -loading mechanism; I8 -bit 8X oversam-
pling digital filter; 3 -beam laser pickup. Head-
phone jack with volume control. Intro scan; ran-
dom play; 2 repeat modes; 7 -digit fluorescent
display; Teac UR-system remote control. S/N
100 dB; ch sep 85 dB at I kHz. 17% x 4% x
14-1/4 in $249

Technics SL-MC60 CD changer

TECHNICS
The following CD changers feature delete play.
Spiral Play for playing the first track from each
disc. then the second from each disc, and so on.
32 -track programming, random play. 4 repeat
modes, direct disc access. and I -Mt MASH D/A
conversion.

SL-MC4I0 Ill -Disc CD Changer
110 -disc mechanism plus single -disc slot. Digi-

tal servo system; front -loading mechanism. CD
text search; scrolling text display; single and
group play modes; direct program; ID scan:
program, random, and repeat play modes. THD
0.007%; S/N 100 dB; dynamic range 92 dB. 17
x 61/4 x 151/4 in; 15 lb $350

SL-MC60 61 -Disc CD Changer
60 -disc mechanism plus single -disc slot. Digital
servo system; front -loading mechanism; disc -
change mechanism with optical disc sensor;
easy -access disc replacement system. Direct
program and ID scan; single, program, random.
and repeat play modes; group play function
with 14 preset musical genre names; remote
control. THD 0.007%; S/N 100 dB; dynamic
range 92 dB. 17 x 61/4 x 151/4 in; 14 lb $300

SL-PD887 5 -Disc CD Changer
5 -disc carousel. Front -loading mechanism; ad-
vanced digital servo system; 32 -step random-
access programming. ID Scan; full random,
one -disc play, and spiral play modes; delete
programming, even in random mode; program
memory; repeat play 5210

SL-PD987 5 -Disc CD Changer
5 -disc carousel. Digital servo system. Program
memory; disc selection buttons with LED indi-
cators; pitch control ±12%; ID Scan: full ran-
dom. one -disc random, and spiral play modes;

delete programming; auto cue; repeat play.
THD 0.007%; S/N 100 dB; dynamic range 92
dB. 14 x 5 x 147/8 in; 101b $180

THETA DIGITAL
Miles ('1) Player
Hybrid I -bit/ l 8 -bit D/A converter. Proprietary
digital filter and jitter reduction circuitry; ana-
log volume control. RCA and XLR analog out-
puts; coaxial digital output; AES/EBU- and ST -
optical digital outputs. Remote control. THD
0.002%; S/N 108 dB; dynamic range 108 dB.
Silver or black. 3-yr-electronics warranty. 19 x
4 x 14 in; 22 lb $2,500
As above, no XLR or ST connectors $2,095

ULTECH AUDIO
UCD-100 CD Player
Dual 20 -bit Burr -Brown PCM- 1702 D/A Con-
verters HDCD filter/decoder; 256X oversam-
pling. Fixed -analog output. Backlit display; re-
peat mode; time display; remote control includ-
ed. S/N 110 dB. 17 x 5 x 14 in; 25 lb $895

WADIA DIGITAL
Nadia 850 CD Player
Jitter -reduction technology; variable -analog out-
put voltage; patented filter system; 32X oversam-
pling: full differential D/A convener architecture
provides true 21 -bit resolution; patented spinning
mechanism; aluminum -plate chassis. I -pair XLR-
analog output; I -pair RCA -analog output. Digital
volume control; aluminum body remote control.
17 x 6% x 16% in; 48 lb $4.950

YAMAHA
CDX-393 CD Player
I -bit D/A converters. Intelligent digital servo.
I -pr analog outputs. 4 -mode time display; tape

edit; CD synchro start with compatible cassette
deck; peak search; index search; 10 -key pad on
front panel; remote control. THD 0.003%; S/N
1G5 dB; dynamic range 95 dB. 17% x 31/4 x
IQ% in; 9 lb $219

CD Changers
CDC -765 5 -Disc CD Changer
Yamaha S -bit Plus D/A converter. 4 D/A con-
verters; 8X oversampling; intelligent digital ser-
vo; Pro -Bit Digital technology translates I6 -bit
signal to 20 -bit signal for audio resolution; su-
per -silent mechanism. I -pr analog outputs; opti-
cal digital output. Program file; table of con-
tents (TOC) memory; input/output control port
for custom installations; synchro start: intro
scan; index scan; 3 -way music search; tape edit:
peak search; 10 -key direct access; 33 -key re-
mote control. THD 0.0025%; S/N 115 dB; dy-
namic range 100 dB. 171/8 x 41/4 x 151/4 in;
17 lb $349

CDC -665 5 -Disc CD Changer
Yamaha S -bit Plus D/A converter. 4 D/A con-
verters; 8X oversampling; intelligent digital ser-
vo; super -silent mechanism; synchro start. 1 -pr
analog output. Index search; intro scan; tape edit;
peak search; 3 -level display illumination; 10 -key
direct access; 33 -key remote control. THD
0.003%; S/N 106 dB; dynamic range 96 dB 17%
x 41/4 x 151/4 in; 171b $269

CDC -565 5 -Disc CD Changer
Yamaha S -bit Plus D/A converter. 4 D/A con-
verters; 8X oversampling; intelligent digital ser-
vo; super -silent mechanism. I -pr analog out-
puts. Synchro start; index search; 3 -way music
search; intro scan; 3I -key remote control. THD
0.004%; S/N 102 dB; dynamic range 95 dB.
171/s x 41/4 x 151/4 in; 171b $199
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CARVER
TDR-1550 Cassette Deck
Dolby B, C, HX Pro. PC-OCC coil metal -alloy
record/play head; double -gap ferrite erase head;
autoreverse. Headphone jack with volume con-
trol. Timer record; real-time counter; peak -level
meters; remote control. FR 40 Hz -18 kHz high -
bias; S/N 73 dB metal; W&F 0.06% wrens 19 x
51/4 x 121/4 in; 12 lb $599

I

Philips CDR870 recorder

DENON
The following feature Denon IS -system remote -
control compatibility.

DMD-1000 MD Recorder
20 -bit A/D converter. 64X oversampling; 4th -
generation ATRAC audio coder; 8X oversam-
pling digital filter; separate digital and analog
circuits; 6 -sec anti -shock memory. I coaxial
and 2 optical digital inputs; analog RCA input.
Program Move function; monitor function; 25
track -programming; disc recovery function; CD
synchro record with compatible CD players; re-
mote control $600

DRM-740 3 -Head Cassette Deck
Dolby B. C, HX Pro. 3 motors; die-cast alumi-
num -head base; closed -loop dual -capstan de-
sign; non -slip reel drive; full -logic control mech-
anism. Bias control; auto tape -bias selector; re-
cord return; program search;
with compatible CD players; output -level con-
trol; 4 -digit linear counter; fluorescent display
with peak -level meters and peak -hold $400

DRW-840 Double Cassette Deck
Dolby B, C, HX Pro. Autoreverse for both
transports; twin/relay recording; bias control;
high-speed dubbing; program search; auto relay
play; CD synchro-record function $400

DRM-650S Cassette Deck
Dolby B. C, HX Pro. 2 -motor full -logic control
transports. Dual power supply; manual bias -ad-
justment control; memory stop; CD synchro re-
cord; record return; music search; 4 -digit elec-
tronic counter with peak -hold display; non -slip
reel drive; MPX filter switch; headphone level
control $349

DRM-550 Cassette Deck
Dolby B, C, HX Pro. Non -slip reel drive; full -
logic control mechanism. Bias control; auto
tape -bias selector; record return; program
search; synchro record with compatible CD
players; peak -level meters $250

DRW-580 Double Cassette Deck
Dolby B, C, HX Pro. Autoreverse for both
transports; 2 -tape relay play; bias control; nor-
mal/high-speed dubbing; program search; auto
tape -bias selector; two counters $250

FISHER
CR-W986 Double Cassette Deck
Dolby B, C, HX Pro. Full -logic control mecha-
nism for both transports. Headphone jack. Au-
toreverse for both transports; synchro high-
speed dubbing; 2 -tape sequential play; left/right
record -level controls; auto tape -bias selector;
timer standby; two 5 -segment LED level me-
ters; remote control $150

CR-W686 Double Cassette Deck
Dolby B. Headphone jack. Autoreverse for one
transport; synchro high-speed dubbing; 2 -tape
sequential play; left/right record -level controls;
auto tape -bias selector; two 5 -segment LED
level meters $110

HARMAN KARDON
TD420 Cassette Deck
Dolby B. C, HX Pro. 2 -head design; bias fine
trim; MPX filter on/off switch; horizontal draw-
er mechanism. Rear -panel system remote con-
trol jack; auto -tape selector; fluorescent meters
with linear tape -time counter; music search and
intro scan; CD synchro dubbing. Includes inter-
connect cables. FR 20 Hz -20 kHz metal; S/N 73
dB: W&F 0.05% wrms; THD 1.0% at I kHz.
173/4 x 5 x 125/4 in; 12 lb $419

DC -520 Double Cassette Deck
Dolby B. C. HX Pro for both transports. Auto -
reverse for both transports. Front -panel head-
phone output. Normal/high-speed dubbing; auto
tape sensor; syncro-reverse dubbing. Includes
interconnect cables. FR 25 Hz -19 kHz metal:
S/N 79 dB; W&F 0.05% wrms; THD 1.0% at
kHz. 173/4 x 51/4 x 111/4 in; 10 lb $329

JVC
The following feature the Enhanced CompuLink
Control System for control via a JVC receiver.

TD-V662BK 3 -Head Cassette Deck
Dolby B, C, HX Pro. Closed -loop dual -capstan
drive with direct -drive motor mechanism; com-
puter -controlled full -logic; center -mount trans-
port; powered cassette door; auto -bias and -lev-
el record calibration; MPX filter. CD -Direct in-

Input -balance control; au-
to -record mute; auto tape -bias selector; auto
monitor; timer record/play; fluorescent peak
display, level meters, and 4 -digit linear counter.
FR 15 Hz -19 kHz ±3 dB metal; S/N (metal) 79
dBA Dolby C; W&F 0.035% wrms $360

TD-W718BK Double Cassette Deck
Dolby B, C, HX Pro. Record/play on both trans-
ports; computer -controlled full -logic mecha-
nism; 6 -motor drive. Headphone jack with vol-
ume control; mic input with mix -level control.
Rotating -head autoreverse for both transports;
pitch control for one transport; sequential play
and record; synchro high-speed dubbing;
auto/synchro record mute; auto tape -bias and
sensitivity; fluorescent level meters and 4 -digit
counters; blank skip. FR 20 Hz -16 kHz ±3 dB
metal; S/N (metal) 78 dBA Dolby C; W&F
0.08% wrens $280
TD-W354BK. As above without headphone
volume control, 2 -tape sequential record, and
blank skip $220

TD-R462BK Cassette Deck
Dolby B. C, HX Pro. Computer -controlled full -
logic mechanism. CD -direct input; headphone
jack. Rotating -head leader -sensing autoreverse;
bias control; auto record mute; music scan; tim-
er record/play; auto tape -bias selector; input -
balance control; fluorescent level meters; 4 -digit
fluorescent linear counter/peak display. FR 20
Hz -16 kHz ±3 dB metal; S/N (metal) 78 dBA
Dolby C; W&F 0.08% wrens $250

TD-W254BK Double Cassette Deck
Dolby B, C, HX Pro. 1 record/play transport;
computer -controlled full -logic mechanism. Head-
phone jack. Rotating -head autoreverse for both
transports; 6 -motor drive; 2 -tape sequential
play; synchro high-speed dubbing; auto/synchro
record mute; auto tape -bias selector: fluorescent
meters, 4 -digit counter for both transports. FR

20 Hz -16 kHz ±3 dB metal; S/N (metal) 78
dBA Dolby C; W&F 0.08% wrms $190

TD-W5TH Double Cassette Deck
Dolby B. C. HX Pro. Computer -controlled full -
logic mechanism. Autoreverse for both trans-
ports; high-speed dubbing; auto tape -type selec-
tor; fluorescent level meters, tape counters. FR
30 Hz -16 kHz ±3 dB metal; S/N (metal) 78 dB
Dolby C; W&F 0.08% wrms; THD 0.8%. 15-3/4
x 5 x 141/4 in; 10 lb $190

KENWOOD
1050MD MD Recorder
4th -generation ATRAC audio coder; ability to
capture CD Text from text -encoded CDs and
show it on its display, and label MiniDisc record-
ings with artist name, song titles, and other infor-
mation. Instant track access; repeat play; music
scan; jog -shuttle dial; remote control $400

Model 1050CT Double Cassette Deck
Dolby B, C, HX Pro. Full -logic electronic tape
transports; autoreverse for both transports; auto
bias adjustment for both transports; bidirectional
2 -track head system; manual bias control; low -
noise transport system. Headphone jack. High-
speed dubbing; program search; one -touch oper-
ation; auto tape selector $200

LUXMAN
K-373 3 -Head Cassette Deck
Dolby B, C, HX Pro. Record and play heads
with hard Permalloy cores; demagnetizer; cas-
sette stabilizer. Mic input: system bus connec-
tion. Bias control; record return; program
search; blank search/skip; auto scan; timer re-
cord/play. S/N (high bias) 74 dB Dolby C, 58
dB no NR; W&F 0.045% wrms. 171/2 x 5 x 14
in; 13 lb $695

K-322 Cassette Deck
Dolby B. C, HX Pro. Metal chassis; record and
play heads with hard Permalloy cores; switch -
able MPX filter. Bias fine-tuning; auto music
search; auto tape -bias selector; record return;
fluorescent -digital counter. FR 25 Hz -18 kHz
high -bias; S/N (high bias) 71 dB Dolby C, 56
dB no NR. 171/2 x 5 x 7 in; 9 lb $449

MARANTZ
SD -57 Cassette Deck
Dolby B, C, S. HX Pro. Hard Permalloy record/
play head; double -gap -ferrite erase head; com-
puter -controlled logic. Headphone jack with
volume control. Timer record/play; manual/auto
bias control; auto tape selector; digital tape
counter; level meters with peak -hold; remote
control. FR 20 Hz -20 kHz ±3 dB; S/N 85 dB;
W&F 0.05% wrms. 3-yr parts -and -labor war-
ranty. 173/4 x 51/2 x 12 in; 8 lb $350

SD -63 3 -Head Cassette Deck
Dolby B, C, HX Pro. Hard Permalloy record
and play heads; double -gap ferrite erase head;
alloy flywheel. RC -5 system remote -control
jacks. Switchable MPX filter; bias, level, and
balance recording controls; fluorescent display;
remote control. FR 20 Hz -17 kHz ±3 dB high -
bias; S/N (high bias) 78 dB Dolby C, 58 dB no
NR; W&F 0.05% wrms. 3-yr parts -and -labor
warranty. 161/2 x 51/2 x 12 in $350

SD -555 Double Cassette Deck
Dolby B, C, HX Pro. One record/play transport:
photo -sensor end -of -tape detection; DC capstan
and reel motors; full -logic controls for both
transports. RC -5 system remote -control jacks;
headphone jack with volume control. Autore-
verse for both transports; repeat: normal/high-
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speed dubbing; digital tape counter, digital peak -
level indicator; remote. FR 40 Hz -17 kHz ±3 dB
high -bias, no NR; S/N (high bias) 80 dB Dolby
C, 60 dB no NR; W&F 0.06% wrms. 3-yr parts -
and -labor warranty. 171/2 x 51/2 x 121/2 in $300

NAD
Model 614 Cassette Deck
Dolby B, C, HX Pro. 2 Permalloy heads; full -
logic control mechanism; Peak -hold metering;
bias adjust; NAD Link for remote control. FR
30 Hz -16 kHz ±3 dB; S/N (high bias) 78 dB
Dolby C, 59 dB no NR; W&F 0.07% wrms.
171/2 x 5 x 121/2 in $399

Model 616 Double Cassette Deck
Dolby B, C, HX Pro. Dual-well/dual record;
full -logic control mechanisms. Peak -hold me-
tering; bias adjust; NAD Link for remote con-
trol. FR 30 Hz -18 kHz ±3 dB; S/N (high bias)
78 dB Dolby C, 58 dB no NR; W&F 0.07%
wrms. 171/14 x 5 x 121/4 in; 13 lb $399

NAKAMICHI
DR -2 3 -Head Cassette Deck
Dolby B, C. Dual capstans; DC servo capstan
motor; pressure -pad lifter; auto slack take-up.
Gold-plated inputs and outputs. Switchable
MPX filter; bidirectional auto search; adjustable
bias; repeat; timer; record mute; output -level
control; tape -bias selector with interlocked EQ
selection; fluorescent display; 4 -digit counter.
FR 20 Hz -21 kHz ±3 dB; S/N (metal) 72 dBA
Dolby C; W&F 0.035% wrms; THD 0.8% at I

kHz. 17 x 4 x 125A in; 12 lb $800

DR -3 Cassette Deck
Dolby B, C. DC servo capstan motor: pressure -
pad lifter; auto slack take-up. Switchable MPX
filter; bidirectional auto search; adjustable bias;
repeat; timer; record mute; tape -bias selector
with interlock EQ selection; 4 -digit counter; flu-
orescent display; system remote -control com-
patibility. FR 20 Hz -20 kHz ±3 dB; S/N (metal)
70 dBA Dolby C; W&F 0.06% wrms. 17 x 4 x
125/8 in; 14 lb $480

ONKYO
The following feature Onkyo RI -system remote -
control compatibility.

Integra TA -6711 3 -Head Cassette Deck
Dolby B, C. 3-motor/3-head design; linear -glide
loading system; anti -vibration stabilizer; auto/
manual Accubias system; full -logic control mech-
anism. Twin mic inputs. Real-time counter; music
search/skip; fluorescent peak meters. W&F
0.045% wrms. 171/2 x 51/4 x 1431 in $800

TA -R440 Cassette Deck
Dolby B, C, HX Pro. 2 motor transport system;
proprietary Accusbias system; CD-synchro re-
cording; 13 -segment fluorescent display with
peak level/hold meters. Analog inputs/outputs.
Full -logic controls; A/B block repeat; auto
spacing; remote control. FR 20 Hz -19 kHz
high -bias; S/N 58 dB; W&F 0.07% wrms 17 x
41/4 x 12 in; 11 lb $280

TA -6210 Cassette Deck
Dolby B. C, HX Pro. 2 -motor transport; Accu-
bias system; full -logic control mechanism. Syn-
chro-CD recording function; switchable MPX
filter; full and A/B block repeat. FR 20 Hz -18
kHz high -bias; W&F 0.07% wrms. 18 x 41/4 x
12 in; 12 lb $230

Double Cassette Decks
TA-RW505 Double Cassette Deck
Dolby B, C, HX Pro. Full -logic controls. Head-

phone jack. Autoreverse record/play for both
transports; 2 -tape simultaneous record; 2 -tape
sequential play; auto tape -bias selector; high-
speed dubbing; input level and balance controls;
program search; repeat. FR 20 Hz- 16 kHz high -
bias; W&F 0.07% wrms. 18 x 41/4 x 121/2 in;
131b $425

TA-RW544 Double Cassette Deck
Dolby B. C. HX Pro. Full -logic control mecha-
nism. Headphone jack. Autoreverse record/play
for both transports; program search; auto tape -
bias selector; 2 -tape sequential play; high speed
dubbing; input level control; fluorescent peak -lev-
el indicator. FR 20 Hz -16 kHz high -bias; W&F
0.07% wrms. 18 x 43/4 x 121/2 in; 13 lb $350

OPTIMUS BY RADIO SHACK
SCT-56 Double Cassette Deck
Dolby B, C, HX Pro. Autoreverse for both
transports; high-speed dubbing; program
search; blank skip; 2 -tape continuous play; auto
tape -bias selector; fluorescent display $200

SCT-49 Double Cassette Deck
Dolby B. Headphone jack. Autoreverse for one
transport; 2 -tape continuous play; high-speed
dubbing; auto tape -bias selector; 2 input -level
controls; record -level meters $150

SCT-53 Double Cassette Deck
Dolby B. 2 -tape sequential play; normal/high-
speed dubbing; auto record -level control; auto
tape -bias selector $130

PHILIPS
CDR -870 CD Recorder
I -bit D/A and A/D converters. Continuous cali-
bration D/A conversion. Records both write -
once CD -Rs and erasable CD-RWs; auto sam-
pling -rate converter. Analog RCA inputs and
outputs; coaxial and optical digital inputs and
outputs; headphone output with volume control.
Auto record/pause; last-track/disc erase; fast
search; recording -time -remaining display; 20 -
track program play; track search; remote con-
trol. Includes analog and coaxial digital cable.
FR 20 Hz -20 kHz; S/N 95 dB record, 105 dB
play; THD 85 dB; dynamic range 95 dB record.
98 dB play. 17 x 12 x 3; 9Ib $650

PIONEER
PDR-05 CD Recorder
I -bit D/A converter. Sampling -rate indicator;
sampling -rate converter for 32- and 48 -kHz
sources; SCMS; three -beam pickup. Auto re-
cord/pause; auto space mute; auto track search;
recording -end search; fade-in/fade-out record-
ing; digital -source indicator; fluorescent dis-
play; level meter $1,970
PDR-04. As above without sampling -rate con-
verter or sampling -rate indicator $1,165

CT-W616DR Double Cassette Deck
Dolby B, C, HX Pro. Auto tape -bias adjust-
ment; record -level optimization; autoreverse re-
cord/play for one transport. Headphone jack.
Normal/high-speed dubbing; program search;
blank skip; 4 -digit electronic linear/elapsed-
time counter; fluorescent peak -hold meter; SR -
system remote compatibility $300

CT-W404R Double Cassette Deck
Dolby B. C. S. HX Pro. Tape -duplication noise
suppressor: record/play for one transport; auto -
reverse for one transport. Headphone jack. Re-
lay play; normal/high-speed dubbing; program
search; blank skip; 4 -digit electronic linear/
elapsed -time counter; fluorescent peak -hold lev-
el meter; SR -system compatibility $235

Elite Series
The CT -07D and CT -05D include a processor
that converts the incoming analog signal into
digital form and, in the case of existing cas-
settes, improves sound quality by filtering out
tape hiss and noise.

Elite PDR-99 CD Recorder
I -bit Pulseflow D/A converter. Wood side pan-
els. Optical and coaxial digital inputs and out-
puts; analog inputs and outputs; headphone jack
with volume control. SCMS; one -touch synchro
record and auto pause via source -component
signal sensing; direct track access; remote con-
trol. Sampling rates 32 and 48 kHz $2.000

CT -07D Double Cassette Deck
Dolby 13,.C, HX Pro for both transports. Digital
processor for enhanced recording and playback.
Autoreverse for both transports; 4 heads; 4 mo-
tors; honeycomb chassis; motor -driven doors. 2
RCA coaxial digital inputs; 2 RCA outputs;
headphone/mic jack. relay play; music skip
search; normal/high-speed dubbing; super auto
blend; music skip search. S/N 90 dB; W&F
0.09%. 161/2 x 47/14 x 97A2 in; 10 lb $550

CT -05D Double Cassette Deck
Dolby B, C, HX Pro for both transports. Digital
processor for enhanced recording and playback.
Autoreverse for both transports; 3 heads; two
motors; honeycomb chassis. 2 RCA inputs; 2
RCA outputs; headphone jack. Relay play; su-
per auto balance; auto -space record mute; mu-
sic skip search; normal/high-speed dubbing.
S/N 90 dB; W&F 0.09%; THD 0.8%. 161/2 x
41/2 x 9'./tt in; 9 lb $400

REVOX
Emotion B-21 Cassette Deck
Dolby B, C, HX Pro. Dual capstan drives; Mi-
crocomputer -controlled spooling and auto tape
alignment. Real-time tape counter. FR 30-20
kHz t3 dB high bias, no NR; S/N 73 dB Dolby
C high -bias; W&F 0.1% $2,995

ROTEL
RD-960BX Cassette Deck
Dolby B. C, HX Pro. Two motors; switchable
MPX filter. Bias fine-tuning; program search:
memory rewind/repeat; remote. FR 20 Hz -18
kHz ±3 dB; S/N 74 dB; W&F 0.035% wrms.
173At x 41/2 x 13 in $400

SANSUI
DX-5IOWR Double Cassette Deck
Dolby B. Music search; memory play; high-
speed dubbing; tape counter. 191/2 x 8 x 14 in;
9 lb $269

DX-310WR Double Cassette Deck
Dolby B. High-speed dubbing; LED peak -level
meters; digital tape counter. 191/2 x 8 x 14 in;
9 lb $159

SHARP
MD-MS100 Portable MD Recorder
Shock -resistant buffer memory. Optical digital
input. 41/2 -hr play capability; 31/2 -hr record ca-
pability; stereo headphones with multifunction
remote control; synchro-sound recording;
move/divide/combine/edit functions; 100 -char-
acter Mier; 3 -mode bass -extension system; ran-
dom play. 43/8 x 11/4 x 31/4 in $700

MD -R1 Portable MD Recorder
I -bit A/D and D/A converter. Analog input and
output; optical input and output; coaxial input;
headphone jack. Compact design; jog dial for
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track selection; titling edit functions (divide/
combine/erase/move); synchro recording capa-
bility; mono extended -length recording mode
(148 minutes on 74 -minute MD); 20 -track pro-
gramming music selector; fluorescent -display
clock/timer; remote. Includes AA batteries.
RCA cable, and blank 60 -min MD. Sampling
rates 32. 44.1. and 48 kHz; FR 20 Hz -20 kHz
+1. -3 dB: S/N 98 dB; THD 0.1% at I kHz.
103/4 x 31/4 x 121/4 in; 7 lb $600

MD -S50 Portable MD Player
Shock -resistant buffer memory. 41/2 -hr play with
lithium -ion battery; remote with LCD: 3 -mode
bass extension; random play. 3'/4 x 41/4 in...$550

SHERWOOD
DD -40501. Double Cassette Deck
Dolby B. C. HX Pro. Full -logic control mecha-
nism and autoreverse for both transports. Head-
phone jack. High-speed dubbing; relay play; 20 -
track program search; synchro record/dub; re-
cord mute; blank skip; auto tape -bias selector;
real-time counter; electronic tape counter; dis-
play dimmer; fluorescent display $179

DD -2040 Double Cassette Deck
Dolby B. Headphone jack. Autoreverse for one
transport; high-speed dubbing; relay play: synchro
record/dub; record mute; auto tape -bias selector;
mechanical tape counter, LED display $199

SONY
DTC-ZE700 DAT Deck
Pulse D/A converter, pulse -type A/D converter.
20 -bit digital filter with dither and 45 -bit inter-
nal processing; 3 -motor direct -drive transport;
Super Bit -Mapping technology; 44.1 -kHz ana-
log -recording capability. Optical and coaxial
digital inputs; analog inputs and outputs; optical
digital output; headphone jack with volume
control. Standard and long -play modes; auto/
manual ID subcoding; 200X or 400X fast search;
audible cue at 2.5/8X speed; intro scan: direct -
track access; timer record/play capability; record
mute; selectable absolute- or remaining -time
display; wireless remote. Sampling rates 32,
44.1, 48 kHz; FR 2 Hz -22 kHz 10.5 dB; THD
0.005% at I kHz; dynamic range 90. 17 x 47A1 x
Ina in; 11 lb $800

MiniDisc Recorders and Players
MDS-JA3ES MD Recorder
I -bit pulse A/D converter. 3rd -generation ATRAC

coder; 4 -sec antishock memory; 45 -bit internal
processing; aluminum front panel. 20 -bit out-
put; optical digital input and output; coaxial
digital input; analog line -level inputs and out-
puts; headphone jack with volume control; dual
mono mic inputs. 1,700 -character text entry for
each recordable MD; auto -record -pause after
30 -second recording silence; auto date/time
stamp; track skip; random play; 3 repeat modes;
direct -track access from remote; timer record/
play; digital peak -level meters; remote with jog
dial. Sampling rates 32, 44.1, and 48 kHz; FR 5
Hz -20 kHz /0.5 dB; S/N 103 dB. 5-yr warran-
ty. 17 x 5 x 133/4 in; 13 lb $1,200
MDS-JA5OES. As above, with 4th -generation
ATRAC coder; current pulse D/A. 24 -bit A/D
converter; tray -loading mechanism; digital re-
cord -level control; digital -output bit -length se-
lector (16- or 20 -bit); 2 optical and I coaxial
digital output; I optical output; fade in/out re-
cord and play modes; brushless-slotless-linear
motor; FR 5 Hz -20 kHz 1-0.3 dB; S/N 108 dB;
5-yr warranty; 31 lb $/,000

MDS-JE700 MD Recorder
I -bit pulse -type A/D converter; 4th -generation
ATRAC audio coder; 8X oversampling; 18 -bit

digital filter; 10 -sec memory buffer; sampling -
rate converter; CD Custom -File text transfer;
aluminum front panel; S -Link. 2 optical and I
coaxial digital outputs. Jog -dial for track selec-
tion; random play; 3 repeat modes; time/date
stamp. FR 5 Hz -20 kHz +0.3 dB; S/N 96 dB. 17
x 43/4 x 123/4 in $699

MZ-R30 Portable MD Recorder
16 -bit D/A converter, I6 -bit A/D converter.
Sampling -rate converter; 10 -second antishock
memory; plays up to 15 hrs with I lithium -ion
and 2 AA batteries. mic input; line -level inputs/
outputs; optical inputs/outputs; headphone and
remote -control jacks. Jog dial for track selection;
digital synchro recording capability (MD Link);
digital bass -boost: full editing features (divide/
combine/erase/all erase/move/titling). Includes
AC power adaptor, lithium -ion rechargeable bat-
tery, AA -battery case, and headphones. Sam-
pling rates 32, 44.1. and 48 kHz; FR 20 Hz -20
kHz ±3 dB. 4741 x I x 3 in: 8 lb $549

Sony MZ-R30 MiniDisc recorder

MZ-E30 Portable MD Player
I6 -bit D/A converter. AVLS; 10 -second anti -
shock memory; digital-synchro recording capa-
bility; 4 -hr play time with Ni-MH (nickel metal
hydride) rechargeable battery and I AA battery.
AC -adaptor input; line -level inputs/outputs;
headphone and remote -control jacks. Digital
bass -boost with 3 -position switch; random play;
3 repeat modes; resume -play; LCD display; re-
mote control built into headphone cord. In-
cludes battery charger, rechargeable battery.
carry pouch, recharge case, headphones. FR 20
Hz -20 kHz ±3 dB. 31/4 x I x 33/4 in; 4 lb $470

MZ-F40 Portable MD Player/Tuner
I6 -hit D/A converter. AVLS; 10 -second anti -
shock memory; dual battery compartment accepts
2 AA batteries or rechargeable battery. AC -adap-
tor input; line -level inputs/outputs; headphone
and remote -control jacks. Built-in digital 24 -pre-
set AM/FM frequency -synthesis tuner; twin LCD
windows; digital bass -boost with 2 -position
switch; last channel memory; remote built into
headphone cord. Carrying pouch. earpads. ear-
phones. Sampling rate 44.1 kHz: FR 20 Hz -20
kHz 13 dB. 47/4t x 3 x I Va in; 6 lb $445

MDS-JE5I0 MD Recorder
Hybrid -pulse D/A. I -bit pulse -type A/D convert-
er. Fourth -generation ATRAC audio coder; 8X
oversampling; 18 -bit digital filter: 10 -sec memo-
ry buffer; smart space. Optical and coaxial digital
input and output. Sampling -rate converter; jog
dial for track selection; random play; 3 repeat
modes CD remote control. FR 5 Hz -20 kHz 10.3
dB; S/N 96 dB. 17 x 4-1/4 x II in; 8 lb $299

Cassette Decks
TC-KE500S 3 -Head Cassette Deck
Dolby B, C, S. HX Pro. 160 -kHz Super Bias cir-
cuitry; FET output amp; bias and record calibra-
tion; center -mount tape transport; high -density
Permalloy record and play heads. Headphone
jack. High-speed fast-forward/rewind; switch -

able MPX filter; electronic tape counter; track
search; peak -level meters; switchable auto -play;
record mute; linear time counter. FR 30 Hz -19
kHz ±3 dB; S/N 61 dB no NR; W&F 0.055%
wrms. 17 x 43/4 x 121/4 in; 91b $480

TC-WE805S Double Cassette Deck
Dolby B, C, S. HX Pro. Dual 2 -motor transports;
high -density Permalloy tape heads; MPX filter;
autoreverse for both transports; twin linear tape
counters; high-speed fast -forward and rewind;
auto record -level and calibration for both trans-
ports; twin linear time counters; normal/high-
speed dubbing; relay play. Headphone jack. Fad-
er switch; peak -level meters; switchable auto -
play after fast -wind; record mute; compatible
with any Sony receiver remote; wide -range pitch
control; music search /programming. FR 30 Hz -
19 kHz ±3 dB; S/N 58 dB no NR; W&F 0.07%
wrms. 17 x 43/4 x 111/2 in; 9 lb $330

TC-KE400S Cassette Deck
Dolby B. C. S, HX Pro. Center -mount ultra -stable
2 -motor tape transport; high -density Permalloy
tape head; single -well design. Headphone jack.
Switchable MPX filter: electronic tape counter,
multiple -track program search; peak -level meters;
switchable auto -play; record mute. FR 30 Hz -18
kHz ±3 dB; S/N 58 dB no NR: W&F 0.07%
wrms. 17 x 4-1/4 x 121/4 in; 8 lb $250

TC-WE405 Double Cassette Deck
Dolby B. C, HX Pro. 2 -motors; high -density
Permalloy tape heads; MPX filter; autoreverse
for both transports. Headphone jack. Twin elec-
tronic tape counters; auto record level: normal -
and high-speed dubbing; relay play; fader switch;
peak -level meters; record -level control; switch -
able auto -play after fast rewind; record mute. FR
30 Hz -18 kHz ±3 dB; S/N 58 dB no NR; W&F
0.10% wrms. 17 x 41/4 x 11th in; 8 lb $250

ES Series Cassette Decks
TC-KA3ES 3 -Head Cassette Deck
Dolby B. C, S, HX Pro. Closed -loop dual -cap-
stan three -motor direct drive; quartz -locked
speed servo; sapphire main bearings; laser -
amorphous record and play heads; auto -record
level, EQ, and bias adjustment for each tape
with built-in oscillator; aluminum front panel;
ceramic cassette holder. Gold-plated inputs and
outputs; headphone jack with volume control.
Powered cassette loading; direct track access; 9 -
track program search; switchable auto -play after
fast-forward/rewind; record mute: linear counter
with memory; peak -level meters. FR 20 Hz -20
kHz ±3 dB high -bias; S/N (high bias) 59 dB no
NR; W&F 0.022% wrms. 5-yr-limited warranty.
17 x 53/4 x 141/4 in; 17 lb $950

TC-WA9ES Double Cassette Deck
Dolby B. C. S. HX Pro. for both transports. Dual
3 -motor tape transports; auto bias and record cal-
ibration for each transport; laser -amorphous tape
heads; ceramic cassette holder; aluminum front
panel; switchable MPX filter. Headphone jack
with volume control. Autoreverse record/play for
both transports; powered cassette loading; 2 -tape
simultaneous or sequential record; pitch control;
blank skip; track programming; 9 -track program
search; normal/high-speed dubbing; 2 -tape relay
play; switchable auto -play after fast -rewind; re-
cord mute; auto pause; timer record/play; twin
linear time counter of minutes and seconds with
memory; peak -level meters. FR 25 Hz -18 kHz
±3 dB: S/N (high bias) 58 dB no NR; W&F
0.06% wrms. 5-yr-limited warranty. 17 x 53/4 x
13-1/4 in; 14 lb $950

TC-K2ES 3 -Head Cassette Deck
Dolby B. C. S, HX Pro. High -precision 3 -motor
tape transport; 160 -kHz Super Bias circuitry;
FET play amplifier; high-speed fast -forward and
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rewind; auto bias and record calibration; high -
density Permalloy tape heads. Headphone jack.
Linear time counter; switchable MPX filter;
multiple -track program search; 16 -segment fluo-
rescent peak -level meters; auto -play fast rewind;
record mute. FR 30 Hz -19 kHz ±3 dB high -bias;
S/N 61 dB no NR; W&F 0.055% wrens. 5-yr-
limited warranty. 17 x 41/4 x 121/4 in; 9 lb....$550

TC-WA8ESA Double Cassette Deck
Dolby S, B, C. HX Pro for both transports. 2
motors for each transport; auto record calibra-
tion for both transports; Permalloy heads; ce-
ramic cassette holder; switchable MPX filter.
Headphone jack. Autoreverse record/play for
both transports; 2 -tape simultaneous or sequen-
tial record; track programming; 9 -track program
search; normal/high-speed dubbing; 2 -tape re-
lay play; record level and balance controls; auto
play after fast-forward/rewind; record mute;
twin linear time counter of minutes and seconds
with memory; peak meters; remote control
through compatible Sony components. FR 30
Hz -17 kHz ±3 dB high -bias; S/N (high bias) 57
dB no NR; W&F 0.07% wrms. 5-yr-limited
warranty. 17 x 5 x 111/2 in; 101b $550

TC-KA1ES 3 -Head Cassette Deck
Dolby B, C. S. HX Pro. 2 -motor transport; auto
record calibration; drive between power supply
and audio circuits; ceramic cassette holder;
switchable MPX filter. Gold-plated inputs and
outputs; headphone jack. Powered cassette
loading; auto play after fast-forward/rewind; re-
cord mute; linear counter with memory. FR 30
Hz -18 kHz ±3 dB high -bias; S/N (high bias) 59
dB no NR; W&F 0.055% wrms. 5-yr-limited
warranty. 17 x 5 x 121/4 in; 9 lb $350

TC-WA7ESA Double Cassette Deck
Dolby B, C, S, HX Pro. 2 -motors for each
transport; Permalloy heads; ceramic cassette
holder; switchable MPX filter. Headphone jack.
Autoreverse for both transports; 9 -track pro-
gram search; normal/high-speed dubbing; 2 -
tape relay play; auto play after fast -forward/
rewind; record mute; 2 electronic linear -time
counters with memory; program search; fader
switch; peak meters. FR 30 Hz -17 kHz ±3 dB
high -bias; S/N (high bias) 57 dB no NR; W&F
0.07% wrms. 5-yr-limited warranty. 17 x 5 x
111/2 in; 10 lb $350

TEAC
V -8030S 3 -Head Cassette Deck
Dolby B, C, S, HX Pro. Quartz -locked dual -
capstan 4 -motor direct drive; cobalt amorphous
head; cassette stabilizer; antivibration chassis.
Gold-plated line -level connectors and CD -direct
jacks; headphone jack with volume control.
Program search; record mute with auto space;
master and balance record -level controls; auto
tape -bias selector; remote control. FR 15 Hz -20
kHz ±3 dB; S/N 84 dB Dolby S; W&F 0.022%
wrms. 175/8 x 6 x 141/8 in $1,150
V -6030S. As above, drive not quartz -locked di-
rect. No record mute with auto space or auto
tape -bias selector. W&F 0.027% wrms $950

V -2030S 3 -Head Cassette Deck
Dolby B. C, S. HX Pro. Auto -bias and record -
level calibration system with built-in oscillator;
hard Permalloy record and play combination
head; 150 -kHz high -frequency bias current;
heavy-duty die-cast zinc -alloy head block as-
sembly; cassette stabilizer; electronic tape
counter with time mode; aluminum front panel.
Mic input; line output; headphone jack with
level control. Switchable MPX filter; peak -level
meters; record -mute with auto spacer; memory
stop/play; auto monitor; concentric dual record -
level controls; auto tape -type selector; timer re-

cord/play; full -function remote. FR 15 Hz -20
kHz ±3 dB high -bias; S/N 84 dB Dolby S. 60
dB no NR; W&F 0.045% wrms. 171/2 x 6 x
115/8 in; II lb $650

V-1030 3 -Head Cassette Deck
Dolby B. C, HX Pro. Bias fine-tuning control;
hard Permalloy record and play combination
head; cassette stabilizer; heavy-duty die-cast
zinc -alloy head -block assembly; electronic tape
index counter with timer mode. Mic input; line
output; headphone jack with level control.
Switchable MPX filter; peak -level meters; re-
cord -mute with auto spacer; auto monitor; auto
tape -type selector; timer record/play capability.
RC -393 remote control optional. FR 15 Hz -20
kHz ±3 dB high -bias; S/N 80 dB Dolby C, 60
dB no NR; W&F 0.045% wrms. 171/2. x 6 x
115/8 in; 11 lb $400

AD -500 Cassette Deck/CD Player
Dolby B. IC -logic control mechanism; hard
Permalloy record/play heads. Autoreverse; pitch
control; auto -tape selector; synchro record; zero
return; remote mute; full -function remote con-
trol. CD section: shuffle play; 3 -mode repeat.
FR 50 Hz -15 kHz ±3 dB high -bias; S/N 69 dB
Dolby B; W&F 0.08% wrms. 171/2 x 53/4 x 111/2
in; 12 lb $389

R-560 Cassette Deck
Dolby B, C. HX Pro. Auto -reverse and repeat;
hard Permalloy record/play rotating head; dual
peak -level meters with peak -hold; 4 -digit elec-
tronic tape index counter. Line input; line and
headphone outputs. Tape -running status dis-
play; record -mute with auto spacer, auto tape -
type selection; blank scan; CD Sync dubbing;
full auto -stop; compatible with Teac UR system
remote. FR 25 Hz -18 kHz high -bias; S/N 79 dB
Dolby C, 59 dB no NR; W&F 0.06% wrms.
171/2 x 57/8 x 111/2 in; 9 lb $289

Double Cassette Decks
W -6000R Double Cassette Deck
Dolby B. C, HX Pro. Cassette stabilizer; motor -
driven volume control. L/R mic inputs; head-
phone jack. Rotating -head autoreverse record/
play for both transports; +6% pitch control for
one transport; 2 -tape simultaneous play; mic/
line mixing; program search; normal/high-speed
dubbing; auto record -level control; fluorescent
display; remote controls. FR 25 Hz -18 kHz
high -bias; S/N 69 dB Dolby B. 79 dB Dolby C;
W&F 0.06% wrms. 171/2 x 57/8 x I27/8 in ...$750

W -850R Double Cassette Deck
Dolby B, C, HX Pro. Hard Permalloy record/
play heads. L/R mic inputs; headphone jack.
Rotating -head auto -reverse record/play for both
transports; 2 -tape sequential play; program
search; intro scan; blank search; record mute
with auto space; dual level meters with peak -
hold; two 4 -digit electronic counters. Separate
remote control optional. FR 25 Hz -18 kHz
high -bias; S/N 79 dB Dolby C; W&F 0.06%
wrms. 171/8 x 53/4 x 111/4 in $339

W -780R Double Cassette Deck
Dolby B. C. HX Pro. Twin IC logic control
mechanism; precision hard Permalloy record/
play rotating head system; synchro reverse and
dubbing capability; dual peak -level program
level meters with peak -hold function; CD/deck
synchro dubbing. Headphone jack with level
control. Auto -reverse and repeat -play; one -
touch high/normal-speed dubbing; bidirectional
double -deck continuous play; bidirectional re-
cord and play; electronic tape counter with clear
button; one -touch recording; one -key dubbing
start; record mute with auto spacer; full auto -
stop; blank scan; auto tape selector. Remote
control optional. FR 25 Hz -18 kHz high -bias;

S/N 79 dB Dolby C, 59 dB no NR; W&F 0.06%
wrms. 171/2 x 5-1/4 x 111/4 in; 10 lb $219

TECHNICS
RS- 18575 Double Cassette Deck
Dolby B. C. HX Pro. Record/play and autore-
verse for both transports; 2 -tape sequential re-
cord/play; auto tape calibration; bias control;
high-speed dubbing; two linear counters; fluores-
cent peak -hold meters $270

RS-BX501 Cassette Deck
Dolby B. C, HX Pro. Advanced transport mech-
anism; auto tape calibration. Autoreverse; linear
electronic tape counter; fluorescent peak -hold
meters; headphone output -level control; wire-
less remote control through select Technics re-
ceivers $240

RS-TR373 Double Cassette Deck
Dolby B, C, HX Pro. Autoreverse for both
transports; 2X fast-forward/rewind speeds;
high-speed dubbing; 2 fluorescent electronic
counters . $220

RS-TR272 Double Cassette Deck
Dolby B, C, HX Pro. Full display with electron-
ic counter. Full -logic controls; auto record -level
control; high-speed editing with synchro start/
stop; wireless remote -control capability. FR 40
Hz -15 kHz dB high -bias; S/N 64 dB; W&F
0.18% wrms. 9 lb $170

YAMAHA
The following are compatible with Yamaha's
system remote control.

KX-W592 Double Cassette Deck
Dolby B. C. HX Pro for both transports. Full -
logic operation. Autoreverse; play -trim control;
normal/high-speed dubbing; one -source simulta-
neous/relay record; CD -tape synchro record; re-
lay play; music search; auto record mute; record
return; auto tape -type selection. Remote control
optional. FR 20 Hz -18 kHz ±3 dB high -bias;
S/N 74 dB Dolby C. 58 dB no NR; W&F 0.08%
yams. 17'/8 x 51/4 x 111/8 in; 11 lb $399

KX-W421 Double Cassette Deck
Dolby B. C. HX Pro for both transports. Full -
logic operation. Autoreverse; normal/high-speed
dubbing play trim; CD -tape synchro record; re-
lay play; music search; auto record mute; record
return; auto tape -type selection. Remote control
optional. FR 20 Hz -18 kHz ±3 dB high -bias;
S/N 74 dB Dolby C, 58 dB no NR; W&F 0.08%
wrms. 171A8 x 53/4 x 11 1/2 in; 11 lb $299

KX-393 Cassette Deck
Dolby B. C, HX Pro. Full -logic operation; anti -
vibration feet; Hard Permalloy heads; double -
gap erase heads reduce noise on rerecorded
tapes; cassette stabilizer. Front -panel headphone
jack with level control. Play -trim control; auto
tape optimization tuning; MPX Filter Switch;
manual bias control; intro scan; CD -tape syn-
chro record start; music search; 5 -segment
peak -level meters; 4 -digit electronic tape
counter. FR 20 Hz -19 kHz ±3 dB metal; S/N 74
dB Dolby C; W&F 0.07% wrms. 171/2 x 5 x
111/4 in; 13 lb $249

KX-W321 Double Cassette Deck
Dolby B and C. Full -logic operation. Autore-
verse; normal/high-speed dubbing; auto tape -
type selection; CD -tape synchro record; music
search; auto record mute; record return. FR 20
Hz -17 kHz ±3 dB high; 20 Hz -19 kHz ±3 dB
metal; 20 Hz -16 kHz ±3 dB normal; S/N 58 dB
no NR, 66 dB Dolby B, 74 dB Dolby C; W&F
0.08% wrms. 171/2 x 5-1/4 x in; 11 lb ...$249
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TUNERS
ADCOM
GFT-55511 AM/FM Tuner
8 AM/FM presets. Quartz -referenced digital -
synthesis design; buffered output stages using
Class A amplification. Auto scan; switchable
high -blend circuit; mono/mute switch. FM: 50 -
dB quieting sens 36 dBf; cap ratio 1.5 dB; alt-
ch sel 75 dB $400

AMC
T-7 AM/FM Tuner
30 AM/FM presets. Remote control of tuning,
presets, and band; center -tune indicator; mono
switch. FM: AM rej 60 dB; cap ratio 1.5 dB;
alt-ch sel 65 dB; S/N 74 dB; THD 0.08% at 1

kHz. 0.3% at 0.1 kHz-6kHz: ch sep 50 dB. AM:
S/N 45 dB. Black. 17 x 31/2 x 13 in; 9 lb $350

CARVER
TX -8R AM/FM Tuner
20 AM/FM presets. Preset scan; auto/manual
scan tuning; FM mono/stereo switch; analog
signal -strength meter. Removable rack handles;
remote control. FM: 50 -dB quieting sens 40.7
dBf stereo; AM rej 60 dB; cap ratio 1.5 dB; alt-
ch sel 63 dB; S/N 70 dB stereo: THD 0.3% ste-
reo at I kHz. 19 x 2 x 121/2 in; 7 lb $449

DAY SEQUERRA
I M Reference Classic FM Tuner
\ nalog tuner; dual -mono design. All -discrete
output. Three selectable IF bandwidths, CRT
oscilloscope tuning and audio displays; digital
frequency display. Special order only $5,500

FM Studio Two AM/FM Tuner
User defined AM/FM presets; MicroTune PLL
circuitry; selectable IF bandwidths; advanced
tuning display $2,800

DENON
TU-380RD AM/FM/RDS Tuner
40 AM/FM presets. Quartz -lock synthesis de-
sign. RDS reception with scrolling radio text
display; IS -system remote compatibility $325

TU-280 AM/FM Tuner
30 AM/FM presets. Quartz -lock synthesis de-
sign; MOSFET RF stages. IS -system remote -con-
trol compatibility $275

HARMAN KARDON
"IU930 AM/FM Tuner
30 AM/FM presets. Digital synthesis quartz -
locked tuning. RCA output. Direct -access tun-
ing; auto/manual tuning; remote control. FM:
50 -dB quieting sens 37.2 dBf; AM rej 60 dB;
cap ratio 2 dB; adj-ch sel 10 dB; alt-ch sel 75
dB; S/N 68 dB: THD 0.2%; ch sep 40 dB at I

kHz. AM: S/N 50 dB. Black matte. 171/4 x 31/2
x 131/4 in; 7 lb $199

LINN
Kremlin FM Tuner
80 FM presets. Two parallel high-level mixers;
13 -stage IF filter; PLL demodulator, oscillator
with shorted -transmission -line coaxial resonator.
2 line -level output pairs; remote control jack.
Adjustable mute/scan threshold with memory;
auto/manual scan; signal -strength meter; soft-
ware upgradable $3.995

LUXMAN
T -353L AM/FM Tuner
30 AM/FM presets. Digital -synthesis PLL de-
sign; optimum -frequency location via computer

analysis; line -phase sensor. System bus connec-
tion. Selectable strongest -station preset storage;
muting -level switch; auto seek and scan; mono/
stereo switch; turn -on and sleep timers; fluores-
cent display. FM: AM Rej 62 dB; cap ratio 1.5
dB; S/N 73 dBA at 65 dBf stereo; ch sep 50 dB
at I kHz. AM: S/N 54 dB. Black or champagne
finish $449

MARANTZ
ST -46 AM/FM Tuner
30 AM/FM presets. System remote control
jacks. Scan tuning; fluorescent display; alpha-
numeric labeling of station presets; remote con-
trol. FM: cap ratio I dB; alt-ch sel 65 dB; S/N
80 dB mono, 73 dB stereo; THD 0.2% stereo;
ch sep 45 dB. 3-yr parts -and -labor warranty.
161/4 x 31/4 x 113/s in; 7 lb S250

McINTOSH
MR7084 AM/FM Tuner
50 AM/FM presets. Spatial circuit to modify
frequency and phase response. Preset scan; all -
preset -clear button; remote control via current
McIntosh remote -controlled products $1,500

Rotel RT-990BX tuner

MERIDIAN
Model 504 FM Tuner
30 FM presets. XLR output. Custom labeling
for each preset; mono/stereo switch; signal -
strength and tuning -accuracy displays; 8 -char-
acter alphanumeric display. FM: S/N 70 dB.
125/4x 31/2x 13 in $1295

HAD
Model 412 AM/FM Tuner
24 AM/FM presets. High-speed search tuning;
tunes in 25 -kHz increments. NAD-Link facility
for remote control through other NAD prod-
ucts; manual FM blend. FM: cap ratio 1.6 dB;
alt-ch sel 58 dB; S/N 78 dB. 171/2 x 3 x 115/8
in; 9 lb $299

NAIM
NAT -01 FM Tuner
Progressive switching from mono to stereo;
separate power supply. Auto bandwidth selec-
tion; digital frequency display that increases in
brightness to indicate signal strength. 11 1/4 x 3 x
8 in $3,300
NAT -02. With integrated power supply $2,050

ONKYO
Integra T-9090II FM Tuner
20 FM presets. Two antenna inputs. Auto/man-
ual reception -optimization system to select A/B
antenna and local/DX; wide/narrow/super-nar-
row IF bandwidth, high -blend and mono/stereo;
preset scan; strongest station memory; timer;
FM fine tuning; adjustable output level; digital
display and signal -strength meter; remote con-
trol. FM: cap ratio I dB; alt-ch sel 95 dB nar-
row; S/N 95 dB mono; THD 0.009%; ch sep 55
dB wide. Wood side panels. 181/4 x 41/2 x 151/4
in; 191b $789

T -4310R AM/FM/RDS Tuner
30 AM/FM presets. RDS reception; auto recep-
tion -optimization system. RDS program search
and alphanumeric text display; battery -free

memory backup; 6 preset groups; direct station
access; auto -scan tuning $279

OPTIMUS BY RADIO SHACK
TM -155 AM/FM Tuner
PLL circuitry; built-in antennas. FM -antenna
input. FM -mono button $60

PARASOUND
I /UQ-1600 AN1/FM Tuner
20 AM/FM presets. Digital quartz -locked de-
sign. External remote -control connector; gold-
plated RCA jacks. Remote control. FM: 50 -dB
quieting sens 37.2 dB $385

PIONEER
Elite F-93 AM/FM Tuner
Super -narrow FM IF -bandwidth setting. FM: 50 -
dB quieting sens 36.2 dBf stereo: AM Tel 80 dB;
cap ratio I dB; alt-ch sel 85 dB super narrow;
S/N 88 dB stereo at 80 dBf; ch sep 60 dB at I

kHz. AM: S/N 50 dB. 18 x 41/2 x 131/4 in $900

ROTEL
R I -990BX FM Tuner
16 FM presets. Discrete -component front end
with copper shield; RF attenuator. Selectable
wide/narrow IF bandwidth: remote control. FM:
50 -dB quieting sens 37.2 dBf stereo: cap ratio I
dB; adj-ch sel 80 dB; S/N 82 dB; THD 0.12%.
171/4 x 27/s x 12 in $750

SANSUI
TU-X-210 AM/FM Tuner
16 AM/FM presets. 8 -key direct access tuning;
last -station recall; auto seek; auto station lock.
Black. 191/4 x 41/4 x 111/2 in; 7 lb $139

SONY
ST-SA5ES AM/FM Tuner
40 AM/FM presets. Frequency synthesis de-
sign; optically -sensed rotary tuning; antenna at-
tenuator to prevent distortion from front-end
overload. Two FM antenna inputs. High -blend
switch; preset scan; auto scan tuning; alphanu-
meric naming for each preset; A/B antenna se-
lection; FM interstation muting: 10 -segment
signal -strength meter. FM: S/N I(X) dB mono.
92 dB stereo; ch sep 70 dB at I kHz. 5 yr war-
ranty. 17 x 4 x 141/2 in; 13 lb $800

ST-SE200 AM/FM Tuner
30 AM/FM presets. Frequency -synthesis de-
sigr.. Control S input for Sony multiroom sys-
tems. FM interstation muting: alphanumeric
preset naming; 10 -segment signal -strength me-
ter. FM: S/N 80 dB mono. 75 dB stereo 17 x
31/4x 111 in; 5 lb $150

YAMAHA
TX -950 AM/FM Tuner
40 AM/FM presets. Computer Servo Lock tun-
ing; digital fine tuning; absolute linear phase IF
amplifier (Alpha) circuitry. 6 -way multistatus
station memory; high -blend switch. FM: 50 -dB
quieting sens 15.1 dBf: alt-ch sel 85 dB: S/N 96
dB. 171/2 x 3 x 121/4 in; 8 lb $429

TX -492 AM/FM Tuner
40 AM/FM presets. IF count synthesizer; ab-
solute linear -phase IF -amplifier (Alpha) circuit-
ry; rotary encoder tuning. Analog audio output.
Auto station memory; preset editing; 3 -way
multistatus memory; 20 -segment signal -quality
meter; high -gain AM loop antenna. 171/2 x 61/2
x 13% in; 9 lb $199

84 STEREO REVIEW FEBRUARY 1998



RECEIVERS
AIWA
AV -X500 400-W A/V Receiver/VCR
4 channels. Dolby Pro Logic. 100 W x 3 (front,
center) + 100 x I (surround). Front -panel A/V in-
put; subwoofer output. Built-in 4 -head hi-fi
VCR; DSP; BBE audio enhancement (4 -posi-
tion); digital -synthesis tuner; MTS/SAP tuner;
auto head cleaning; motor -driven volume con-
trol. Graphic EQ; A/B, A+B speaker switching;
32 -station random -memory presets; sleep timer;
on -screen displays; 8-event/1-year programming;
VCR Plus+ with cable box control; learning re-
mote control. 141/4 x 101/4 x 121/2 in; 22 lb ...$650

AV -X300 400-W A/V Receiver/CD Changer
4 channels. Dolby Pro Logic. 100 W x 3 (front,
center) + 100 x 1 (surround). 6 audio inputs;
front -panel A/V input; subwoofer output; opti-
cal digital output. Built-in 5 -disc CD changer;
digital signal processor; BBE audio enhance-
ment (4 -position); digital -synthesis tuner; mo-
tor -driven volume control; digital filter. Graphic
EQ; AB, A+B speaker switching; learning re-
mote control; 32 -station random-access memo-
ry presets; sleep timer; fluorescent display; 20 -
track music calendar; random play. 141/4 x 101/4
x 121/2 in; 24 lb $500

AV -X270 560-W A/V Receiver
5 channels. Dolby Pro Logic and 4 surround
modes. 140 W x 3 (front, center) from 40 Hz -20
kHz + 70 x 2 (surround), all with 0.08% THD
into 8 ohms. 3 A/V inputs and outputs. 5 EQ
presets; remote control with illumination of se-
lected keys; 3 -position bass -boost. Amp: S/N
60 dB. FM: cap ratio 1.0 dB; alt-ch sel 50 dB.
Gray. 141/4 x 6 x 13344 in; 24 lb $425
AV -X220. As above, 120 W x 3 (front, center)
+ 60 x 2 (surround). Graphite. 23 lb $400
AV -X120. As above, 70 W x 3 (front, center) +
35 x 2 (surround). 21 lb $250

AMFI
Theater 1285-W A/V Receiver
5 channels. Dolby Pro Logic, Hall, and Live
modes. 75 W x 3 cont (front, center) + 30 x 2
(surround) into 8 ohms. 4 audio and 2 video
gold-plated inputs; 5 line -level outputs; sub -
woofer output; 5 -way binding posts; headphone
jack. 32 tuner presets; on/off and sleep timers;
remote control. 17 x 14 x 51/2 in $499

B&K COMPONENTS
AVR-5.1 525-W Dolby Digital/DTS Receiver
5 channels. Dolby Digital, DTS, Dolby Pro Log-
ic, and 3 stereo modes; DSP. 105 W x 5 from 20
Hz -45 kHz with 0.09% THD. 7 analog input
pairs; 6 coaxial and 6 optical digital inputs;
composite -video and S -video inputs; 2 infrared
multizone inputs; 8 audio outputs; coaxial and
optical digital outputs; 3 line -level A/V outputs;
2 line -level multizone A/V outputs; 4 AC out-
lets. Plug and Play design for simplified A/V
and multiroom control; 20 -bit D/A and A/D au-
dio conversion; software and hardware upgrad-
able. Direct mode for straight analog operation;
16 -character fluorescent front -panel display: on-
screen display; volume jog control. Amp: S/N
95 dB; 70 dB at 1 kHz, all channels. FM: 50 -dB
quieting sens 30 dBf; AM rej 55 dB; cap ratio 2
dB; adj-ch sel 65 dB; alt-ch sel 65 dB; S/N 70
dB; THD 0.3%. Black -anodized brushed alumi-
num. 5-yr warranty. 17 x 6 x 16 in; 45 lb..$2,800

CARVER
HTR-880 300-W AN Receiver
5 channels. Dolby Pro Logic. 80 W x 3 (front) +
30 x 2 (surround) into 8 ohms. 3 audio inputs; 2
A/V inputs; composite -video output. Discrete
high -current amplifier design on all channels;

Infinite Decorrelation system for expanding rear
soundstage; Power Steering increases power on
single front channel to meet soundtrack de-
mands. 19 x 61/2 x 131/2 in; 32 lb $859

Denon AVR-2600 AN receiver

DENON
AVR-5600 700-W THX Dolby Digital Receiver
5 channels. Dolby Digital, THX Home Cinema.
and Dolby Pro Logic modes. 140 W x 5 (front,
center, surround) from 20 Hz -20 kHz with
0.05% THD into 8 ohms. 4 digital inputs in-
cluding AC -3 RF input; digital output; 10 in-
puts and 12 outputs for audio; 5 composite -vid-
eo inputs and 4 outputs; 5 S -video inputs and 3
outputs; line -level outputs for front, center, sur-
round, and subwoofer; THX certification for
5.1 -channel Dolby Digital and 4 -channel Pro
Logic surround: discrete -component amplifier
output stage; text -capable RDS tuner. Personal
Memory Plus; icon -based on -screen display;
learning remote control $2,800

AVR-3600 550-W Dolby Digital Receiver
5 channels. Dolby Digital and Dolby Pro Logic
modes. 110 W x 5 (front, center, surround) from
20 Hz -20 kHz with 0.05% THD into 8 ohms. 2
digital inputs; AC -3 RF input; 10 inputs and 5
outputs for audio; 5 composite -video inputs and 4
outputs; 5 S -video inputs and 3 outputs; line -level
outputs for front, center, surround, and subwoof-
er. Discrete amplifier output stage; Dynamic Dis-
crete Surround Circuit (DDSC). Personal Memo-
ry Plus; icon -based on -screen display; multi -
source output; learning remote control $1,800

AVR-3200 425-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic (4
modes), Jazz Club, Rock Arena, Mono Movie,
Matrix, Videogame, and 5 -Ch Stereo modes. 85
W x 5 (front, center, surround) from 20 Hz -20
kHz with 0.05% THD into 8 ohms. 6 -channel
analog input for external surround decoder;
coaxial, optical, and AC -3 RF digital inputs; 7
analog audio inputs; 4 composite -video inputs;
4 S -video inputs; 4 line -level outputs; 3 analog
audio outputs; 3 composite -video outputs; 3 S -
video outputs; 2 switched AC outlets. Digital
Dynamic Discrete Surround Circuit (DDSC);
discrete amplifier output stage; Cinema EQ;
Personal Memory Plus. Icon -based on -screen
display; learning/universal remote. Amp: S/N
96 dB. FM; cap ratio 1.5 dB. 17% x 61/2 x 161/2
in; 34 lb $1,200

AVR-2600 350-W AN Receiver
5 channels. Dolby Pro Logic; Classic Concert.
Rock, Jazz Club, Super Stadium, Mono Movie,
and Matrix modes. 100 W x 3 (front, center) +
25 x 2 (surround). 6 -channel analog input for
external Dolby Digital (or other) surround de-
coder; 7 inputs and 4 outputs for audio; 4 com-
posite -video inputs and 4 outputs; 4 S -video in-
puts and 3 outputs; line -level outputs for center,
surround, and subwoofer. Digital Dynamic Dis-
crete Surround Circuit (DDSC); Personal Mem-
ory Plus; text -capable RDS tuner. 32 -station
AM/FM random -preset memory tuning; auto -
preset memory; multisource output; learning re-
mote control $1,000

DRA-775RD 90-W/ch Receiver
2 channels. 90 W x 2 from 20 Hz -20 kHz into 8
ohms. Phono input; video inputs and outputs;
pre-out/main-in jacks. Chassis design with short
signal path. Text -capable RDS tuner; capability
for 2 multiroom zones; system/multiroom re-
mote control $750

AVR-2400 375-W A/V Receiver
5 channels. Dolby Pro Logic Concert, Hall,
Live, Rock Arena, Jazz Club, Mono Movie, and
5 -Ch Stereo modes. 75 W x 5 (front, center, sur-
round) from 20 Hz -20 kHz with 0.05% THD in-
to 8 ohms. 6 -channel analog input for external
Dolby Digital (or other) surround decoder; 7 an-
alog inputs; tuner input; 4 composite -video in-
puts; 4 S -video inputs; 3 analog outputs; 3 com-
posite -video outputs; 3 S -video outputs; 2
switched AC outlets. Digital Dynamic Discrete
Surround Circuit (DDSC): Cinema EQ; personal
memory plus. Icon -based on -screen display;
learning remote. Amp: S/N 96 dB. FM: cap ratio
1.5 dB. Black. 171/2 x 61/2 x 161/2 in; 29 lb...$699
AVR-14011. As above. 65 W x 5. Without S -
video, icon -based display, and Cinema EQ.
Amp: S/N 92 dB; 23 lb $549

AVR-1100 275-W A/V Receiver
5 channels. Dolby Pro Logic. 55 W x 5 (front,
center, surround). 6 -channel analog input for
external decoder; subwoofer output; binding -
post terminals for front speakers. Digital Dy-
namic Discrete Surround Circuit (DDSC). Per-
sonal Memory Plus; 40 AM/FM presets; auto
preset memory; remote control $400

AVR-600 180-W A/V Receiver
5 channels. Dolby Pro Logic. 50 W x 3 (front,
center) + 15 x 2 (surround). Subwoofer output;
binding -post terminals for front speakers. Dy-
namic Discrete Surround Circuit (DDSC). Per-
sonal Memory Plus; 40 AM/FM presets; auto pre-
set memory; color -coded remote control $329

DRA-37SRD 60-W/ch Receiver
2 channels. 60 W x 2 from 20 Hz -20 kHz with
0.08% THD into 8 ohms. 2 video inputs and out-
puts; switched AC outlets. Discrete amplifier out-
put stage: motor -driven volume control. Frequen-
cy -synthesis tuning; text -capable RDS tuner. 40 -
station random preset memory; auto preset memo-
ry; character input; last -channel -tuned memory;
remote control $299

DRA-275 40-W/ch Receiver
2 channels. 40 W x 2 from 20 Hz -20 kHz with
0.08% THD into 8 ohms. 2 video inputs and
outputs; switchable AC outlets. Discrete ampli-
fier output stage; motor -driven volume control.
Frequency -synthesis tuning; 40 -station random
preset memory; remote control $249

DUAL
CR595ORC 120-W/ch Receiver
2 channels. 120 W x 2 with 0.02% THD into 8
ohms. Class A design; motor -driven volume
control; digital quartz -synthesis tuner. Gold-
plated inputs for phono and CD; 16 AM/FM
presets; remote control $620

CR9065RC 80-W/ch Receiver
2 channels. 80 W x 2 with 0.02% THD into 8
ohms. Digital quartz -synthesis tuner; motor -
driven volume control. Matrix surround; 4 -char-
acter station naming; 40 AM/FM presets; re-
mote control $480

FISHER
RS -929 460-W A/V Receiver
5 channels. Dolby Pro Logic. 115 W x 3 (front,
center) + 57.5 x 2 (surround) rms at I kHz with
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RECEIVERS
0.9% THD into 8 ohms or 120 x 2 rms from 40
Hz -20 kHz with 0.9% THD into 8 ohms. 4 au-
dio and 2 video inputs; headphone jack. Quartz-
PLL tuning. Sleep timer; 30 AM/FM presets;
rotary tone controls; A/V remote. 161/2 x 63/4 x
135/t4 in; 26 lb S200

RS -909 260-W A/V Receiver
5 channels. Dolby Pro Logic. 65 W x 3 (front,
center) + 32.5 x 2 (surround) rms at I kHz with
0.9% THD into 8 ohms or 80 W x 2 rms from
40 Hz -20 kHz with 0.9% THD into 8 ohms. 4
audio. 2 video inputs; headphone jack. Quartz-
PLL tuning; motor -driven volume control.
Sleep timer; 30 AM/FM presets; universal A/V
remote control; rotary tone controls. 161/2 x 63/4
x I r/x in; 26 lb $220

HARMAN KARDON
AN R-85 425-M Doll)) Digital Receiver
5 channels. Dolby Digital. Dolby Pro Logic,
Dolby 3 Stereo, Matrix. Movie, and Hall
modes. 85 W x 3 (front, center) from 20 Hz -20
kHz with 0.07% THD + 85 x 2 (surround) from
40 Hz -20 kHz, all into 8 ohms. 4 audio inputs; 5
A/V inputs; front -panel A/V input; AC -3
RF, coaxial, and optical digital inputs; 3 S -vid-
eo inputs/outputs; 5 line -level outputs; ad-
justable subwoofer output; multiroom outputs;
I switched A/C outlet. High -current amp design
with low -impedance capability. Learning re-
mote control; multiroom-multisource control;
on -screen menu displays; line -level outputs for
all channels. Amp: S/N 95 dBA; ch sep 58 dB
at 1 kHz. FM: cap ratio 2.0 dB; adj-ch sel 5 dB:
alt-ch sel 65 dB. THD 0.5%. Black. 173/4 x 61/4
x 18 in; 33 lb $1,699

AVR-75 350-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Dolby 3 Stereo, Matrix, and Movie modes. 70
W x 5 from 20 Hz -20 kHz with 0.05% THD into
8 ohms. 4 audio inputs; 5 A/V inputs; 3 S -video
inputs/outputs; front -panel A/V input; 5 line -lev-
el outputs; 3 S -video outputs; subwoofer-output;
AC -3 RF, coaxial, and optical digital inputs; I

switched AC outlet. High -current amp design
with low -impedance capability. Learning re-
mote; on -screen menu displays. Amp: S/N 95
dBA; ch sep 58 dB at I kHz. FM: cap ratio 2.0
dB; adj-ch sel 5 dB; alt-ch sel 65 dB. Black.
173At x 61/4 x 18 in; 31 lb $1.499

AVR-55 275-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro logic. Dol-
by 3 Stereo. Stadium, Theater, Hall. and Church
modes. 55 W x 5 from 20 Hz -20 kHz with 0.2%
THD or 65 x 2 from 20 Hz -20 kHz with 0.09%
THD, all into 8 ohms. 5 audio inputs; 4 video in-
puts; AC -3 RF, coaxial, and optical digital in-
puts; 2 audio outputs; 5 line -level outputs; 4 vid-
eo outputs; subwoofer output; front -panel A/V
input; 2 switched AC outlets. High -current amp
design with low -impedance capability. Sleep
timer; 30 -preset AM/FM tuner; system remote
control; memory for surround modes. Amp: S/N
95 dB; ch sep 45 dB at 10 kHz. FM: cap ratio
2.0 dB; adj-ch sel 5 dB; alt-ch sel 65 dB. Black.
173/4 x Wit x 15 in; 291b $1,199

AVR-40 215-W A/V Receiver
5 channels. Dolby Pro logic, Dolby 3 Stereo.
Hall. and Wrap modes. 55 x 2 (front) from 20
Hz -20 kHz with 0.2% THD into 8 ohms + 55 x
I (center) at I kHz with 0.3% THD into 8 ohms
+ 25 x 2 (surround) at I kHz with 0.7% THD
into 4 ohms or 65 x 2 from 20 Hz -20 kHz with
0.09% THD into 8 ohms. 5 audio inputs; 3 A/V
inputs; front -panel A/V input; 2 main inputs;
5 line -level outputs; subwoofer output; 2
switched AC outlets. High -current amp design
amplifier. 30 AM/FM presets: memory for sur-

round modes; system remote control. Amp: S/N
92 dBA; ch sep 45 dB at I kHz. FM: cap ratio
2.0 dB; adj-ch sel 5 dB; alt-ch sel 65 dB. Black.
171/2 x 63/4 x 143/4 in; 27 lb $479

Model 3250 40-W/ch Receiver
2 channels. 40 W x 2 into 8 ohms or 65 x 2 into
4 ohms, all from 20 Hz -20 kHz with 0.09%
THD. 4 audio inputs with tape monitor; 2 video
inputs; 2 line -level outputs; system remote con-
trol jacks; outputs for 2 speaker pairs; I

switched AC outlet. High -current amp design.
30 tuner presets; system remote control. Amp:
S/N 92 dB; ch sep 50 dB at I kHz. FM: cap ra-
tio 2.0 dB; adj-ch sel 5 dB; alt-ch sel 65 dB.
Black. 173/4 x 47/4 x 15 in; 18 lb $319

JVC
RX-992VBK 480-W A/V Receiver
5 channels. Dolby Pro Logic, Dolby 3 Stereo,
Stadium. Dance Club, Live Club, Pavilion,
Headphone, and 2 Theater modes; DSP. 120 W
x 3 + 60 x 2 all at 1 kHz with 0.8% THD or 120
x 2 from 20 Hz -20 kHz with 0.02% THD. all
into 8 ohms. 6 -channel analog input for external
Dolby Digital (or other) surround decoder; 8 au-
dio inputs; 5 video inputs; subwoofer output; 2
S -video inputs; banana -plug -compatible termi-
nals for 2 speaker pairs; headphone jack; gold
plating for all connectors. Digital -domain Pro
Logic processing; Advanced Super -A amp cir-
cuit; discrete amplifier output stage. Multicolor
on -screen display with superimpose feature;
programmable A/V remote with DVD and CD
megachanger control; one -touch operation:
sound settings automatically stored in memory
and grouped by source; A/V CompuLink com-
patible; 40 AM/FM presets; loudness switch;
sleep timer; 5 EQ presets and 1 user -adjustable
setting. FM: cap ratio 1.5 dB;. Black. 171/4 x
61/4 x 161/4 in; 30 lb $670

RX-8SD 280-W A/V Receiver
5 channels. Dolby Pro Logic. Dolby 3 Stereo,
Dance Club, Headphone, Live Club. Hall,
Pavilion, and 2 Theater modes; DSP. 80 W x 3
(front, center) + 20 x 2 (surround) at l kHz with
0.7% THD into 4 ohms or 85 x 2 from 20 Hz -
20 kHz with 0.007% THD into 4 ohms. 5 audio
inputs; 3 video inputs; front -panel A/V input;
line -level subwoofer and surround outputs;
headphone jack. Digital -domain Dolby Pro
Logic processing; discrete amplifier output
stage with Advanced Super -A circuitry. 25 EQ
presets; 40 AM/FM presets with name memory;
jog dial for source selection and tuner: 4 -char-
acter station naming; spectrum peak indicator;
A/V remote control; A/V CompuLink control
system; center -channel tone control $550

RX-882VBK 480-W A/V Receiver
5 channels. Dolby Pro Logic, Dolby 3 Stereo,
Hall, Dance Club, Live, Club, Pavilion modes,
and 2 Theater modes; DSP. 120 W x 3 (front,
center) + 60 x 2 (surround) at I kHz with 0.8%
THD ohms or 120 x 2 from 20 Hz -20 kHz with
0.02% THD, all into 8 ohms. 6 -channel analog
input for external Dolby Digital (or other) sur-
round decoder; 8 audio inputs; 5 video inputs;
front -panel AN input; subwoofer output; head-
phone jack. Digital -domain Pro Logic process-
ing; discrete amplifier output stage with Dy-
namic Super -A circuitry; digital -synthesis tuner.
One -touch operation; 5 EQ presets and 1 user -
adjustable setting; center -channel tone control;
40 AM/FM presets; loudness switch; on -screen
display; sleep timer; AN remote control; A/V
CompuLink control system $550

RX-772VBK 440-W A/V Receiver
4 channels. Dolby Pro Logic. Dolby 3 Stereo.
and Hall modes. 110 W x 3 (front, center) + 110

x I (surround) at I kHz with 0.8% THD or 110
x 2 from 20 Hz -20 kHz with 0.8% THD, all into
8 ohms. 6 audio and 2 video inputs; subwoofer
output; headphone jack. Discrete amplifier out-
put stage. Adjustable digital delay; 40 AM/FM
presets; center -channel tone control; loudness
switch: 5 EQ presets and I user -adjustable set-
ting; multibrand A/V remote control; Enhanced
CompuLink control system; multicolor on-
screen display $430

RX-5TH 200-W AN Receiver
4 channels. Dolby Pro Logic. Dolby 3 Stereo,
three 3D Phonic, and 4 other DSP surround
modes. 50 W x 4 at 1 kHz or 100 x 2 from 40
Hz -20 kHz, all into 8 ohms with 0.8% THD. 5
audio and 2 video inputs; 2 audio and 2 video
outputs. One -touch operation; 14 EQ presets;
CompuLink control system; on -screen display.
Amp: S/N 87 dB. FM: cap ratio 1.5 dB; adj-ch
sel 60 dB. Black. 153/4 x 5 x 153/4; 17 lb $360

RX-662VBK 440-W AN Receiver
4 channels. Dolby Pro Logic. Dolby 3 Stereo.
and Hall modes. 110W x3 (front, center) + 110
x I (surround) at I kHz with 0.8% THD or 100
x 2 from 40 Hz -20 kHz with 0.8% THD, all into
8 ohms. 6 audio inputs; 2 video inputs; sub -
woofer output; headphone jack. Discrete ampli-
fier output stage. Computer -controlled digital -
synthesis tuner; motor -driven volume control.
Adjustable digital delay; 40 AM/FM presets;
center -channel tone control; loudness switch;
multibrand A/V remote; Enhanced CompuLink
control system $330
RX-552VBK. As above, 80 W x 4 or 80 x 2. 5
audio inputs; no subwoofer output $230

RX-318BK 110-W/ch Receiver
2 channels. 110 W x 2. 4 audio inputs; AB
speaker outputs; headphone jack. Discrete am-
plifier output stage. Computer -controlled digi-
tal -synthesis tuner; motor -driven volume con-
trol. 4 -speaker surround mode; 40 AM/FM pre-
sets; loudness switch; tape -monitor loop; A/V
remote control; Enhanced CompuLink control
system $200

KENWOOD
Model 1090VR 750-W Dolby Digital Receiver
5 channels. Dolby Digital. Dolby Pro Logic,
Arena, Jazz Club. Stadium. Church, and The-
ater modes. 150 W x 5 (front, center, surround)
at I kHz with 0.7% THD or 150 x 2 from 20
Hz -20 kHz with 0.03% THD, all into 6 ohms. 4
audio inputs; front -panel A/V input; 4 video in-
puts; I optical and 2 coaxial digital inputs; vid-
eo -monitor output; 2 video outputs; all video in-
puts/outputs composite -video and S -video; 6
line -level audio outputs; 12-V relay control out-
put. Digital -domain Pro Logic processing; cool-
ing fan: instant power -on circuitry; 5.1 -channel
independent level control; switchable 100 -Hz
high-pass filters for all speaker channels; 100 -
Hz low-pass filter for subwoofer output. Dual-
room/dual-source operation; on -screen display;
preprogrammed remote with back -lit display
and control codes upgradable via toll -free 800
number; text -capable RDS tuner; 3 -memory
play presets; pink -noise generator for speaker
balancing; subwoofer-level adjustment; remote -
control range extender. Amp: S/N 96 dB. FM:
cap ratio 1.8 dB. Black $1,200
1080VR. As above, 120 W x 3 + 60 x 2 or 120
x 2 into 8 ohms. Coaxial and optical digital in-
puts; 3 video inputs; 4 line -level outputs. No
dual -room capability or S -video. Slate $700
DEM-999 RF demodulator. Allows Dolby
Digital -capable laserdisc players to be used
with above receivers. Coaxial RF input and dig-
ital output. Power -on and signal -lock indicators.
Includes 12-V power supply $150
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KR -X1000 550-W THX Receiver
5 channels. THX Home Cinema and Dolby Pro
Logic modes. 130 x 3 (front, center) + 80 x 2
(surround) or 125 x 2, all rms into 8 ohms. 5 au-
dio inputs including phono; 5 video inputs; 2
video -record outputs; I video -monitor output
with composite -video and S -video connectors;
2 switched AC outlets. Digital -domain Pro Log-
ic processing; discrete amplifier output stage; 2 -
speed cooling fan; AM/FM quartz -synthesis
digital tuner; rotary volume control. Calibrated
narrow -band test -tone generator with 6 level
controls; presence -effect control; switchable
connection between preamp outputs and power -
amp inputs; on -screen displays; universal pre-
programmed remote control $800

Model 1070VR 480-W A/V Receiver
5 channels. Dolby Pro Logic, Arena, Jazz Club,
and Stadium modes. 120 W x 3 (front, center) +
60 x 2 (surround) at 1 kHz with 0.7% THD or
120 x 2 from 20 Hz -20 kHz with 0.06% THD,
all into 8 ohms. 6 -channel analog input for ex-
ternal Dolby Digital (or other) surround proces-
sor; front -panel A/V input; 3 audio inputs; 3
video inputs; video monitor output; 4 line -level
outputs; video record output. Digital -domain
Pro Logic processing; discrete amplifier output
stage; 5.1 -channel independent level control;
switchable 100 -Hz high-pass filters for all chan-
nels; 100 -Hz low-pass filter for subwoofer.
Pink -noise generator for speaker balancing;
subwoofer level adjustment. FM: cap ratio 1.8
dB; S/N 68 dB. Slate $500

Model 1060VR 440-W A/V Receiver
4 channels. Dolby Pro Logic, Arena, Jazz Club,
and Stadium modes. 110 W x 3 (front, center) +
110 x I (surround) at I kHz with 0.7% THD or
110 x 2 from 20 Hz -20 kHz with 0.06% THD,
into 8 ohms. 3 video inputs; 3 audio inputs;
front -panel A/V input; 4 line -level outputs; vid-
eo -monitor output; video record output. Digital -
domain Pro Logic processing; discrete amplifier
output stage; 4.1 -channel independent level con-
trol; switchable 100 -Hz high-pass filters for all
speaker channels; 100 -Hz low-pass filter for sub -
woofer output. Pink -noise generator for speaker
balancing; preprogrammed remote. Amp: S/N 95
dB. FM: cap ratio 1.8 dB. Slate $400

Model 107VR 480-W A/V Receiver
4 channels. Dolby Pro Logic, Arena, Jazz Club,
and Stadium modes. 120 W x 3 (front, center) +
120 x I (surround) at I kHz with 0.8% THD or
120 x 2 from 40 -Hz -20 kHz with 0.08% THD,
all into 8 ohms. 3 video inputs; front -panel A/V
inputs; 3 audio inputs; video -monitor output;
subwoofer output. Variable SRS 3-D sound;
digital delay; 100 -Hz low-pass filter for sub -
woofer output. Multifunction remote control
with subwoofer-level adjustment. FM: cap ratio
1.8 dB. Slate $300

Model 106VR 440-W A/V Receiver
4 channels. Dolby Pro Logic. 110 W x 3 (front,
center) + 110 x I (surround) at I kHz with 0.8%
THD or 110 x 2 from 40 Hz -20 kHz with 0.8%
THD, all into 8 ohms. 2 video inputs; 3 audio
inputs; 1 video output; subwoofer output; vid-
eo -monitor output; Kenwood system remote
control jacks. Variable SRS 3-D sound; digital
delay; 100 -Hz low-pass filter for subwoofer
output. Multifunction remote control. FM: cap
ratio 1.8 dB. Slate $250

Model 105VR 200-W A/V Receiver
4 channels. Dolby Pro Logic. 50 W x 3 (front,
center) + 50 x I (surround) at I kHz with 0.8%
THD or 50 x 2 from 40 Hz -20 kHz with 0.8%
THD, all into 8 ohms. 3 audio inputs; Kenwood
system-contol jacks. Variable SRS 3-D sound.
Multifuction remote control. Slate $200

Model 104AR 100-W/ch Receiver
2 channels. 100 W x 2 from 20 Hz -20 kHz with
0.09% THD into 8 ohms. 6 audio inputs. SRS 3-
D sound. 40 AM/FM presets; direct -access tun-
ing; multifunction remote control. Slate $180

Model 103AR 50-W/ch Receiver
2 channels. 50 W x 2 from 30 Hz -20 kHz with
0.09% THD into 8 ohms. 4 audio inputs; Ken -
wood system control jacks; multifunction re-
mote control $150

LUXMAN
RV -371 315-W A/V Receiver
5 channels. Dolby Pro Logic, Stadium, Simulat-
ed Stereo, and 2 Hall modes. 75 W x 2 (front) +
55 x 3 (center, surround). 12 audio inputs;
switchable phono/line-level input; S -video ter-
minals; composite -video on -screen -display out-
put; front -panel A/V input; system bus connec-
tion; A/B front -speaker outputs. 5 discrete am-
plifiers. Multiroom capability; variable sur-
round -channel time delay; A/V record selector;
FM tuning in 25 -kHz steps; 20 AM/FM presets;
defeatable bass and treble controls; loudness
switch; A/B speaker selector; sleep timer; on-
screen displays; remote control $1,749

RV -357 300-W 4/V Receiver
5 channels. Dolby Pro Logic, Studio, and Hall
modes. 80 W x 3 (front, center) from 20 Hz -20
kHz with 0.08% THD + 30 x 2 (surround) at 1

kHz with 0.5% THD or 85 x 2 from 20 Hz -20
kHz with 0.08% THD, all rms into 8 ohms.
Screw -type speaker terminals. Adjustable delay
time setting; adjustable surround -channel delay;
multifunction remote control. Amp: FR 20 Hz -
20 kHz ±0.1 dB dB phono, 10 Hz -50 kHz ±3
dB line; S/N 74 dB phono, 92 dB line. Black. 3-
yr warranty. 61/2 x 19 x 131/2 in; 20 lb $798

Marantz SR -880 receiver

MARANTZ
SR -96 510-W THX Receiver
5 channels. THX Home Cinema, Dolby Pro
Logic, Dolby 3 Stereo, Hall, and Matrix modes.
110 W x 3 (front, center) + 90 x 2 (surround);
all from 20 Hz -20 kHz with 0.05% THD into 8
ohms. 6 -channel analog input for external Dol-
by Digital decoder; 4 audio inputs; 5 video in-
puts; front -panel AN input; 5 line -level outputs
and main -input jacks: preamp multiroom-audio
outputs; banana -plug -compatible speaker termi-
nals. Dolby Pro Logic processing in digital do-
main. On -screen text display; 68 -key -learning
remote control; dual record -output selectors; 30
AM/FM presets; composite -video and S -video
switching; RC -2000 intelligent learning remote
with LCD readout. Amp: FR 20 Hz -20 kHz;
S/N 105 dB. FM: cap ratio I dB; alt-ch sel 65
dB. 3-yr pansand-labor warranty. 171/4 x 61/4 x
161/2 in; 32 lb $1,600

SR -880 450-W Dolby Digital Receiver
5 channels. Dolby Digital and Dolby Pro Logic
via dual digital-DSP decoders. 110 W x 3
(front, center) + 60 x 2 (surround), all into 8
ohms. 2 digital inputs (coaxial and optical); 1

AC -3 RF input (with built-in RF demodulator);

S -video inputs and monitor output. On -screen
display; RC2000 learning remote control with
LCD; 30 -preset AM/FM tuner with auto preset
memory/scan and station naming; dual -zone ca-
pability with fixed or variable -level preamp out-
puts for second zone. 3-yr parts -and -labor war-
ranty. 173/8 x 61/4 x 12 in; 28 lb $1,500

SR -780 4011-W Dolby Digital Receiver
5 channels. Dolby Digital and Dolby Pro Logic
via dual digital-DSP decoders. 80 W x 5 into 8
ohms. 2 digital inputs (coaxial and optical); 1

AC -3 RF input (with built-in RF demodulator);
6 -channel preamp outputs. S -video on -screen
display; night mode; Lucasfilm ReEQ cinema
soundtrack equalizer; 30 -preset AM/FM tuner
with auto preset memory/scan and station nam-
ing; dual -zone multiroom capability with fixed
or variable -level preamp outputs for second
zone; remote control. 3-yr parts -and -labor war-
ranty. 173/5 x 61/4 x 12 in; 28 lb $1,200
SR -680. As above, 60 W x 5. 24 lb $1,000

SR -870 480-W A/V Receiver
5 channels. Dolby Pro Logic. 110 W x 3 (front,
center) + 75 x 2 (surround), all from 20 Hz -20
kHz with 0.05% THD into 8 ohms. 6 -channel
analog input for external Dolby Digital decoder;
4 audio inputs; 5 video inputs; front -panel A/V
input; composite -video and S -video switching;
line -level multiroom outputs. On -screen text
display; TV/DBS inputs; auto power -on; 30
AM/FM presets; RC -2000 intelligent -learning
remote. Amp: S/N 105 dB. FM: cap ratio I dB;
alt-ch sel 65 dB. 3-yr parts -and -labor warranty.
171/4 x 61/4 5 18 in; 33 lb $1,100

SR -770 300-W A/V Receiver
5 channels. Dolby Pro Logic and DSP modes.
80 W x 3 (front, center) + 30 x 2 (surround), all
from 20 Hz -20 kHz with 0.05% THD into 8
ohms or 105 x 3 (front, center) + 50 x 2 (sur-
round) with 0.09% THD into 4 ohms. 6 -chan-
nel analog input for external Dolby Digital de-
coder; 4 audio inputs; 5 video inputs; banana -
plug -compatible speaker terminals. On -screen
text display; TV/DBS input; auto power -on;
preamp multiroom outputs; 30 AM/FM presets;
learning remote control. Amp: S/N 105 dB.
FM: cap ratio I dB; alt-ch sel 65 dB. 3-yr
parts -and -labor warranty. 17'/4 x 61/4 x 18 in;
30 lb $700

CR-2020 Slim Series
30-W/ch Receiver/CD Player
2 channels. 30 W x 2 with 0.09% THD into 8
ohms. Headphone jack. 30 AM/FM presets with
auto preset memory/scan and station naming.
CD player section featuring Philips CDM- 12.1
laser transport with digital servo control; Bit -
stream D/A conversion; 12/24 -hr clock/timer;
program, random, and repeat play modes. Sys-
tem remote control. 3-yr pans -and -labor war-
ranty. 173/5 x 4 x 12 in; 15 lb $600

SR -670 265-W A/V Receiver
5 channels. Dolby Pro Logic, Theater, and Hall
modes. 75 W x 3 (front, center) + 20 x 2 (sur-
round) or 100 x 2, all from 20 Hz -20 kHz with
0.08% THD into 8 ohms. Audio and video in-
puts; phono input; tape monitor; front -panel A/V
inputs; banana -plug -compatible speaker termi-
nals; Siunulsource function mixes video and au-
dio input signals. Dolby Pro Logic decoding in
digital domain. 30 AM/FM presets; 49 -key RC -5
system remote. Amp: S/N 102 dB. FM: cap ratio
1 dB; ak-ch sel 55 dB. 3-yr parts -and -labor war-
ranty. 171/4 x 51/2 x 15 in; 29 lb $580

SR -63 70-W/ch Receiver
2 channels. 70 W x 2 rms from 20 Hz -20 kHz
with 0.5% THD into 8 ohms or 170 x 2 into 2
ohms. Phono input; RC -5 system remote-con-
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trol jacks; AC outlets. Discrete output transis-
tors; motor -driven volume control. Video
switching; 30 AM/FM presets with battery -free
memory backup; bass, treble, and bass-EQ con-
trols; system remote control. Amp: S/N 80 dB
phono, 90 dB line; ch sep 45 dB. FM: cap ratio
1 dB; alt-ch sel 65 dB. 3-yr parts -and -labor war-
ranty. 161/2 x 51/2 x 141/4 in $400

SR -66 200-W A/V Receiver
5 channels. Dolby Pro Logic, Dolby 3 Stereo,
and Hall modes. 50 W x 3 (front, center) + 25 x
2 (surround) or 75 x 2 into 8 ohms from 20 Hz -
20 kHz with 0.09% THD. 5 audio and 2 video
inputs. Digital delay. Video switching; 30 AM/
FM presets; system remote control. Amp: S/N
90 dB line; ch sep 45 dB. FM: cap ratio 1 dB;
alt-ch sel 65 dB. 3-yr parts -and -labor warranty.
161/2 x 51/2 x 14-1/4 in $350

MITSUBISHI
M-VR1000 420-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Dolby 3 Stereo, Hall, Stadium, Phantom, and
Wide modes. 100 W x 3 (front, center) + 60 x 2
(surround) at I kHz with 0.5% THD or 125 x 2
from 20 Hz -20 kHz with 0.09% THD, all into 6
ohms. 4 S-video/composite-video inputs; 4 au-
dio inputs; 2 S-video/composite-video loops; 2
audio loops; S-video/composite-video monitor
output; I optical and 2 coaxial digital inputs; 5
line -level outputs; subwoofer output; record
output; headphone jack; binding -post speaker
terminals; 2 switched/unswitched outlets. Dis-
crete output transistors; motor -driven volume
control. On -screen menu system; multibrand re-
mote with center- and surround -level controls;
30 AM/FM presets with scan. Amp: S/N 100
dB. FM: cap ratio 1.5 dB; alt-ch sel 55 dB. 171/2
x 51/2 x 15 in; 20 lb $1,999
M-VR800. As above, 70 W x 5 or 85 x 2 31399

M-VR600 255-W A/V Receiver
5 channels. Dolby Pro Logic, Wide, Phantom,
Dolby 3 Stereo, and Hall modes. 65 W x 3
(front, center) into 6 ohms + 30 x 2 (surround)
into 4 ohms or 70 x 2 into 6 ohms. 4 audio in-
puts; 4 S-video/composite-video inputs; front -
panel A/V input; 2 tape loops; 2 S -video out-
puts; mono subwoofer output; headphone jack;
1 switched, I unswitched AC outlet. Discrete
output transistors; auto standby circuit; motor -
driven volume control. 30 AM/FM presets;
mute switch; preprogrammed universal remote
with center -channel and surround level controls.
Amp: THD 0.09%. 17% x 51/8x 15 in $599

M-VR400 190-W A/V Receiver
5 channels. Dolby Pro Logic, Wide, Phantom,
Dolby 3 Stereo, and Hall modes. 50 W x 3
(front, center) into 6 ohms + 20 x 2 (surround)
into 4 ohms or 55 x 2 into 6 ohms. 4 audio in-
puts; 2 tape loops; 1 VCR loop; 2 composite -
video inputs. 30 AM/FM presets; motor -driven
volume control; remote control with mute and
center/surround level. Amp: THD 0.09% at rat-
ed power. 171/2 x 51/4 x 15 in $449

NAD
Model AV 716 205-W A/V Receiver
5 channels. Dolby Pro Logic and Hall modes.
55 W x 3 (front, center) + 20 x 2 (surround) or
80 x 2 both into 8 ohms, or 115 x 2 into 4 ohms.
4 audio inputs including phono; 3 video inputs;
2 video outputs. Discrete amplifier output stage.
Multiroom source control; groups; adjustable
delay time; pink -noise generator; record -out se-
lector; direct station access; 40 AM/FM presets
with 6 groups; nonvolatile memory for sur-
round -mode settings; display of relative volume
settings; remote control. Amp: FR 20 Hz -30

kHz ±1 dB; THD 0.08% at rated power; S/N 80
dB phono, 100 dB line $749

Model AV 713 195-W A/V Receiver
4 channels. Dolby Pro Logic and Hall modes.
55 W x 3 (front, center) + 30 x I (surround) or
60 x 2, all from 20 Hz -20 kHz with 0.08% THD
into 8 ohms. CD and phono inputs; 2 tape in-
puts; 2 video inputs; I video output. Discrete
amplifier output stage; Extended Dynamic Pow-
er circuit for low -impedance drive capability.
Controlled Dynamic Range (CDR) switch for
late -night listening; video switching; system re-
mote control; NAD Link; 30 AM/FM presets.
Amp: FR 20 Hz -30 kHz +0, -1 dB; S/N 100
dB. 171/8 x 51/4 x 13 in $599

Model AV 711 140-W A/V Receiver
4 channels. Dolby Pro Logic and Hall modes.
40 W x 3 (front, center) + 20 x I (surround) or
40 x 2, all into 8 ohms from 20 Hz -20 kHz with
0.08% THD. 4 audio inputs including 2 tape in-
put/outputs; 2 video inputs. Discrete amplifier
output stage. Controlled Dynamic Range (CDR)
switch for late -night listening; video switching;
system remote control; NAD Link; 30 AM/FM
presets. Amp: FR 5 Hz -50 kHz; S/N 100 dB.
171/2 x 5-1/4 x 111/2 in; 20 lb $499

Model 712 25-W/ch Receiver
2 channels. 25 W x 2 from 20 Hz -20 kHz with
0.03% THD into 8 ohms. 6 audio line -level in-
puts including 2 tape loops; line -level outputs.
Extended Dynamic Power and Soft Clipping
circuitry. System remote control; NAD Link; 24
AM/FM presets. Amp: S/N 116 dB. 171/2 x 31/4
x 10-1/4 in; 13 lb $399

Model 710 20-W/ch Receiver
2 channels. 20 W x 2 continuous into 8 ohms or
80 x 2 into 2 ohms. Super Simple circuit design
for increased efficiency; MOSFET-bipolar output
stage. 24 AM/FM presets; high-speed search
tuning. Amp: S/N 74 dB $299

NAKAMICHI
AV-ls 400-W AN Receiver
5 channels. Dolby Pro Logic, Hall, and Stadium
modes. 100 W x 3 (front, center) + 50 W x 2
(surround). 6 -channel analog input for external
Dolby Digital (or other) surround processor; 4
audio and 4 video inputs; subwoofer output.
Harmonic Time Alignment amplifier topology;
discrete power components. Learning remote
control. Black brushed aluminum. 3-yr parts -
and -labor warranty. 17 x 6 x 12 in $850

AV -2s 320-W A/V Receiver
4 channels. Dolby Pro Logic, Hall, and Stadium
modes. 80 W x 4.4 audio and 3 video inputs; sub -
woofer output. Harmonic Time Alignment ampli-
fier topology; discrete power components. Uni-
fied remote control. Black brushed aluminum. 3-
yr pans -and -labor warranty. 17 x 6 x 12 in $650
AV -3s. As above, 55 W x 4. 2 video inputs and
no subwoofer output $500

ONKYO
The following receivers all feature a motor -
driven volume control.

Integra TX-DS939 500-W THX
Dolby Digital Receiver
5 channels. Dolby Digital, THX Home Cinema,
Dolby Pro Logic, and 11 adjustable surround
modes. 100 W x 5 or 120 x 2, all into 8 ohms. 4
audio and 7 A/V inputs (S -video and composite
video); AC -3 RF, coaxial, and 2 optical digital
inputs; front -panel A/V input/output; 2 video -
monitor jacks; line -level outputs for all chan-
nels; 3 switched AC outlets. Discrete amplifier

output stage; 24 -bit DSP chip. Automatic cool-
ing fan: Intelligent Power Management (IPM)
audio/video trigger for linking system turn-
on/off to TV power. Acoustic program presets
for surround parameters (hall size and shape, ef-
fect level, and reverb time and level); Lucasfilm
Cinema ReEQ circuit; Midnight Theater mode
for low-level listening; on -screen display; auto
acoustic analyzer with mic; 3 language on-
screen display; mid -bass control; drop -down
control panel with light; direct -access tuning;
40 AM/FM presets in four groups; auto -scan
tuning; 8 -character station naming; learning re-
mote control with sleep timer $2,800
Integra TX-DS838. As above without THX
and auto acoustic analyzer/mic. 90 W x 3 (front,
center) + 50 x 2 (surround) or 120 x 2 4 A/V
inputs; 1 optical digital input; preprogrammed
remote control $1,500

TX-DS747 320-W Dolby Digital Receiver
5 channels. Dolby Digital. Dolby Pro Logic,
and 12 DSP modes. 80 W x 3 (front, center)
from 20 Hz -20 kHz with 0.08% THD + 40 x 2
(surround) or 90 x 2 from 20 Hz -30 kHz with
0.08% THD, all into 8 ohms. 4 audio inputs; 4
A/V inputs; 4 S -video inputs; 1 optical and 2
coaxial digital outputs; subwoofer output; 2
switched AC outlets. Dolby Digital decoder;
24 -bit DSP chip; Lucasfilm Cinema ReEQ and
Timbre Matching circuitry. On -screen display;
Intelligent Power Management (IPM)
audio/video trigger for linking system turn-
on/off to TV power; 3-D Bass control; scan
function; selectable character -display input for
tuner presets; Onkyo RI System compatible;
multiroom/multisource-capable. Amp: S/N 70
dB. Brushed -aluminum front panel. 171/4 x 61/4
x 151/4 in; 29 lb $1,000

LP; .110=Pirg

Onkyo TX-DS747 receiver

TX-SV828THX 370-W THX Receiver
5 channels. Dolby Pro Logic and 7 surround
modes. 90 W x 3 (front, center) + 50 x 2 (sur-
round) or 100 x 2, all into 8 ohms. 4 S -video
inputs; preamp-out/main-in for all channels;
mono subwoofer output; front -panel A/V in-
put. Dolby Digital ready; bypassable subwoof-
er crossover; auto input balance; cooling fan;
24 -bit DSP chip; multiroom capability. Ad-
justable digital display; 30 AM/FM presets
with battery -free backup in 3 groups with
scan; direct station access; FM mute; sleep
timer; on -screen display; Onkyo RI System
compatible; programmable remote control.
Amp: FR 20 Hz -20 kHz; THD 0.03%. 171/4 x
7 x 171/4 in; 33 lb $1,000

TX-SV646 300-W A/V Receiver
5 channels. Dolby Pro Logic and 6 surround
modes; DSP. 80 W x 3 (front, center) from 20
Hz -20 kHz with 0.08% THD + 30 x 2 (sur-
round) or 90 x 2 from 20 Hz -30 kHz with
0.08% THD, all into 8 ohms. 4 audio inputs; 4
A/V inputs; multichannel inputs for Dolby Dig-
ital; subwoofer output; 2 switched outlets. Dol-
by Digital ready; 24 -bit DSP chip; Lucasfilm
Cinema ReEQ and Timbre Matching circuitry;
low -negative -feedback wideband circuitry. On-
screen display; Intelligent Power Management
(1PM) audio/video trigger for linking system
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turn-on/off to TV power; 3-D Bass control; On-
kyo RI System compatible; multiroom/multi-
source capable; learning remote control. Amp:
S/N 70 dB. Brushed -aluminum front panel.
171/2 x 61/2 x 151/2 in; 27 lb $750

TX-SV545 245-W A/V Receiver
5 channels. Dolby Pro Logic and 5 surround
modes; DSP. 65 W x 3 (front, center) from 20
Hz -20 kHz with 0.08% THD + 25 x 2 (sur-
round) or 75 x 2 from 20 Hz -30 kHz with
0.08% THD, all into 8 ohms. 7 audio and 3 vid-
eo inputs; subwoofer output; 2 switched outlets.
Dolby Digital ready; 24 -bit DSP chip; Lucas -
film Cinema ReEQ and Timbre Matching cir-
cuitry; low negative -feedback wideband circuit-
ry. Selectable character -display input for tuner
presets; Intelligent Power Management (IPM)
audio/video trigger for linking system turn-
on/off to TV power; 3-D Bass control; scan
function; Onkyo RI System compatible; multi-
room/multisource capable; learning remote con-
trol. Amp: S/N 70 dB. Brushed -aluminum front
panel. 171/2 x fat x 153/1i in; 26 lb $580

TX-SV444 220-W A/V Receiver
5 channels. Dolby Pro Logic, Hall, and Live
modes. 60 W x 3 (front, center) from 20 Hz -20
kHz with 0.08% THD + 20 x 2 (surround) with
0.08% THD or 70 x 2 from 20 Hz -20 kHz with
0.03% THD, all into 8 ohms. 6 -channel analog
inputs for external Dolby Digital (or other)
processor. 4 audio inputs; 2 video inputs; 2
switched AC outlets; 2 audio outputs; video
output. 24 -bit DSP chip; discrete amplifier out-
put stage; Lucasfilm Cinema ReEQ circuit. On-
kyo RI System compatible; 3-D Bass control.
Amp: S/N 100 dB. FM: alt-ch sel 55 dB. Solid
aluminum front panel. 171/2 x 47/2 x 12% in;
22 lb $429

TX -8511 100-W/ch Receiver
2 channels. 100 W x 2 mis into 8 ohms. 4 audio
and 2 video inputs. A/V switching; 30 AM/FM
presets with battery -free backup and 3 memory
groups; direct station access; FM mute switch;
selective tone control; sleep timer: Onkyo RI
System remote control $350

TX-SV343 180-W A/V Receiver
5 channels. Dolby Pro Logic and Hall surround
modes. 50 W x 3 (front, center) from 20 Hz -20
kHz with 0.08% THD + 15 x 2 (surround) or 65
x 2 from 20 Hz -30 kHz with 0.08% THD, all in-
to 8 ohms. 4 audio and 2 A/V inputs; subwoofer
output. Reduced -negative -feedback amps with
discrete output stages. Adjustable digital delay;
30 AM/FM presets; tape monitor: sleep timer;
Onkyo RI System compatible. Amp: S/N 70
dB. Solid aluminum front panel. 171/2 x 41/2 x
12-1/4; 18 lb $350

TX -8211 50-W/ch Receiver
2 channels. 50 W x 2 rms into 8 ohms. 4 audio
inputs. 30 AM/FM presets with battery -free
backup and 3 memory groups; direct station ac-
cess; FM mute; tone controls; sleep timer; On-
kyo RI System remote control. 171/2 x 51/2 x
125/8 in; 18 lb $250

OPTIMUS BY RADIO SHACK
STAY -3560 240-W A/V Receiver
4 channels. Dolby Pro Logic. 60 W x 3 (front,
center) + 60 x I (surround) or 60 x 2 rms into 8
ohms from 40 Hz -20 kHz with 0.9% THD. 5
audio and 2 video inputs. Digital tuning. Super
Bass switch; 30 memory presets; system remote
control $230

STA-3500 100-W/ch Receiver
2 channels. 100 W x 2 from 40 Hz -20 kHz with
0.9% THD into 8 ohms. 5 audio inputs; head-

phone jack. Digital tuning. Super Bass switch; 30
memory presets; system remote control $200

STA-795 50-W/ch Receiver
2 channels. 50 W x 2 from 40 Hz -20 kHz with
0.5% THD into 8 ohms. 3 audio inputs; phono in-
put. 6 AM/12 FM presets; auto FM muting; bass
and treble controls; loudness switch; tape -monitor
controls; 5 -segment LED power meter $150

PIONEER
VSX-D906S 500-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic.
Dolby 3 Stereo, Jazz, Dance, Hall, and 2 The-
ater modes. 100 W x 5 (front, center, surround)
at I kHz with 0.8% THD into 6 ohms or 100 x
2 from 20 Hz -20 kHz with 0.09% THD into 6
ohms. AC -3 RF, coaxial, and optical digital au-
dio inputs; 5 audio and 5 video inputs; 4 S -vid-
eo inputs; front -panel AN input; 3 S -video out-
puts; 2 -way binding posts for all channels; line -
level outputs for all channels plus subwoofer.
Discrete amplifier output stage; motor -driven
volume control: electronic tone controls. On-
screen graphical user interface including control
of CD changers and titling of 100 discs; 30
AM/FM tuner presets with labeling and 5 clas-
sification groups; programmable remote with
DSS and DVD control and multi -operation but-
ton. 165/8 x 7 x 17% in $1,200

VSX-D606S 500-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Dolby 3 Stereo, Jazz, Dance, Hall, and 2 The-
ater modes. 100 W x 5 (front, center, surround)
at 1 kHz with 0.8% THD into 8 ohms or 100 x
2 from 20 Hz -20 kHz with 0.09% THD into 8
ohms. AC -3 RF and coaxial digital audio in-
puts; 4 audio and 4 video inputs; front -panel
A/V input; center -channel and subwoofer line -
level outputs. Discrete amplifier output stage;
motor -driven volume control. 30 AM/FM pre-
sets; jog dial; programmable remote with DSS
and DVD control and multi -operation button.
165/2 x 63A4 x 14.1/4 in $925
VSX-D506S. As above without Dolby Digital
processing. digital inputs, and Theater ambience
modes $525
VSX-466S. As D506S without remote DSS
control and multi -operation capability $465

VSX-455 440-W A/V Receiver
4 channels. Dolby Pro Logic, Dolby 3 Stereo,
Studio, Arena, and Simulated Surround modes.
110 W x 3 (front, center) + 110 x I (surround)
at I kHz with 0.8% THD into 8 ohms or 110 x
2 from 20 Hz -20 kHz with 0.09% THD into 8
ohms. 4 audio and 2 video inputs; center -chan-
nel and subwoofer line outputs. Discrete ampli-
fier output stage; motor -driven volume control.
30 AM/FM presets; bass enhancer; jog dial; re-
mote control. 16% x 61/2 x 11-1/4 in $350
VSX-406. As VSX-466S but without Arena
mode. 80 W x 3 (front, center) + 80 x I (sur-
round). 165/2 x 51/2 x 121/4 in $320

VSX-305 240-W A/V Receiver
4 channels. Dolby Pro Logic, Dolby 3 Stereo.
Studio, and Simulated Surround modes. 60 W x
3 (front, center) + 60 x I (surround) at I kHz
with 0.8% THD into 8 ohms or 60 x 2 from 40
Hz -20 kHz with 0.9% THD into 8 ohms. 4 au-
dio and 2 video inputs. Motor -driven volume
control. 30 AM/FM presets; remote control.
16% x 51/2 x 113/4 in $290

SX-255R 100-W/ch Receiver
2 channels. 100 W x 2 from 40 Hz -20 kHz with
0.9% THD into 8 ohms. 6 audio inputs. Motor -
driven volume control. 30 AM/FM presets;
memory scan tuning; motor -driven volume con-
trol; bass enhancer; remote control $255

SX-205. As above without motor -driven vol-
ume control or remote control $220

Elite Series
VSX-09TX 500-W THX Dolby Digital Receiver
5 channels. Dolby Digital, THX, Dolby Pro
Logic, Hall, Studio, Jazz, and 2 Theater
modes. 100 W x 5 (front, center, surround)
from 20 Hz -20 kHz with 0.8% THD or 110 x 2
from 20 Hz -20 kHz with 0.09% THD, all into
6 ohms. AC -3 RF and 2 coaxial digital audio
inputs; 5 audio and 5 video inputs; 5 S -video
inputs; front -panel A/V input; line -level out-
puts for ail channels plus subwoofer; 3 AC
outlets. Copper chassis; gold-plated connec-
tors; binding -post speaker terminals. On-
screen graphical interface including control of
CD changers and titling of 100 discs; 30
AM/FM presets: multiroom/multisource capa-
bility; preprogrammed/learning remote. Amp:
S/N 97 dB. FM: cap ratio I dB; alt-ch sel 65
dB. Rosewood side panels. 18 x 61/2 x 163/4 in;
34 lb $1,750
VSX-07TX. As above without copper chassis.
gold-plated connections, and rosewood side
panels. 161/2 x x 161 in; 30 lb $1,450

VSX-05 500-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Hall, Studio, Jazz, and 2 Theater modes. 100 W
x 5 (front, center, surround) from 20 Hz -20
kHz with 0.8% THD or 100 x 2 from 20 Hz -20
kHz with 0.09% THD, all into 6 ohms. AC -3
RF and 2 coaxial digital audio inputs; 4 audio
and 4 video inputs; front -panel A/V input; line -
level outputs for all channels plus subwoofer; 1
AC outlet. Speaker binding posts. On -screen
graphical interface including control of CD
changers and titling of 100 discs: 30 AM/FM
presets; multiroom capability; preprogrammed/
learning remote. Amp: S/N 97 dB. FM: cap ra-
tio 1 dB; alt-ch sel 60 dB. 161/2 x 6-1/4 x 121/2
in; 21 lb- $1,000
VSX-04. As above without Dolby Digital, graph-
ical user interface, and CD titling. 4 audio and 3
video inputs. Amp: S/N 96 dB. 19 lb $600

RCA
RV3798 200-W A/V Receiver
5 channels. Dolby Pro Logic. Dolby 3 Stereo,
and Hall modes. 40 W x 5 (front, center, sur-
round) or 40 x 2, all from 20 Hz -20 kHz with
0.25% THD into 8 ohms. 6 -channel analog in-
puts for external Dolby Digital (or other) sur-
round decoder. 5 audio and 3 video inputs; DSS
input; dual subwoofer outputs; headphone jack.
PLL digital tuning; memory of preferred sur-
round settings for each source; on -screen dis-
play; speaker -level indicator; universal remote.
161/2 x 43/4 x 13 in; 26 lb $499
RV3695. As above without 6 -channel decoder
input, DSS input, and on -screen display $399

ROTEL
RX-950AX 50-W/ch Receiver
2 channels. 50 W x 2 cont into 8 ohms. 4 inputs
including phono; pre-out/main-in loops;
main/remote speaker terminals: processor loop;
2 video inputs; video -dubbing; 2 switched AC
outlets; headphone jack. Motor -driven volume
control; 16 AM/FM presets; tone defeat; remote
control. Amp: FR 20 Hz -20 kHz -1 dB; S/N
100 dB. FM: cap ratio I dB; alt-ch sel 63 dB.
173/8 x 41/2 x 13 in $600

SANSUI
RZ-8150AV 275-W A/V Receiver
5 channels. Dolby Pro Logic. Theater, Hall.
Natural, and Dome modes. 75 W x 3 (front,
center) from 20 Hz -20 kHz with 0.8% THD +
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25 x 2 (surround), all into 8 ohms. 5 audio in-
puts; 2 video inputs; headphone output. 30
AM/FM presets; 10 -key direct -station access
with preset scan/mute; source -direct mode.
Full -function remote control. Brushed -alumi-
num faceplate. 17 x 53/4 x 133/4 in; 25 lb $699

RZ-5200AV 199-W A/V Receiver
5 channels. Dolby Pro Logic, Theater, Hall,
Natural, and Dome modes. 55 W x 3 (front,
center) from 20 Hz -20 kHz with 0.8% THD +
17 x 2 (surround), all into 8 ohms. 5 audio in-
puts; 2 video inputs; headphone output; front -
panel A/V input. 40 AM/FM presets; 10 -key
direct -station access with preset scan; motor -
driven volume control. Full -function remote.
Black. 17 x 53/4 x 153/4 in; 21 lb $499

RZ-3200AV 180-W AN Receiver
5 channels. Dolby Pro Logic, Dolby 3 Stereo,
Live, and Hall modes. 50 W x 3 (front, center)
+ 15 x 2 (surround). 2 audio and 2 video inputs;
headphone jack. 30 AM/FM presets: motor -dri-
ven volume control. Remote control. Black. 17
x 51/4 x 13 in; 13 lb $399

SHERWOOD
RV -7050R 300-W A/V Receiver
4 channels. Dolby Pro Logic, Dolby 3 Stereo,
and 5 surround modes. 80 W x 3 (front, center)
+ 60 x I (surround) or 110 x 2 with 0.5% THD.
5 audio and 3 video inputs; front -panel A/V in-
put; line -level outputs for each channel; video -
monitor output; headphone jack. Discrete am-
plifier output stage; motor -driven volume con-
trol. Multiroom capability; adjustable digital de-
lay; center- and surround -channel level controls;
auto input balance; test -tone generator; 30
AM/FM presets with scan; tone/EQ and
bass/treble controls; sleep timer; fluorescent dis-
play; unified remote control $599
RV -5050R. As above without surround modes.
70 Wx 3+25 x 1 or9Ox 2 $499

RV -4050R 170-W A/V Receiver
4 channels. Dolby Pro Logic and Dolby 3 Ste-
reo modes. 50 W x 3 (front, center) + 20 x I

(surround) or 60 x 2 with 0.5% THD. 4 audio
and 2 video inputs; front -panel A/V input; vid-
eo -monitor output; headphone jack. Discrete
amplifier output stage. Auto input balance; cen-
ter- and surround -channel level controls; test -
tone generator; 30 AM/FM presets with scan;
tone/EQ control; sleep timer; fluorescent dis-
play; unified remote control $399

R-125 240-W A/V Receiver
4 channels. Dolby Pro Logic, Dolby 3 Stereo,
Hall, and Stadium modes. 60 W x 4 or 70 x 2,
all from 20 Hz -20 kHz with 0.02% THD into 8
ohms. 2 video and 5 audio inputs; subwoofer
output. Quartz PLL-synthesis AM/FM tuner;
discrete amplifier output stage. Adjustable digi-
tal delay; fluorescent display; sleep timer; auto
input balance; test -tone generator; programma-
ble preset scan; direct station access; 30 AM/
FM presets; front-, center-, and surround -chan-
nel level controls; audio mute; remote control.
Amp: S/N 100 dB. Black $349

RX-2050R 45-W/ch Receiver
2 channels. 45 W x 2 with 0.5% THD. 4 audio
inputs; headphone jack. Discrete amplifier out-
put stage; motor -driven volume control. Matrix
surround; 30 AM/FM presets with scan; tone/
EQ control; sleep timer; fluorescent display;
unified remote control $299

Newcastle Series
R-945 500-W Dolby Digital/DTS Receiver
5 channels. Dolby Digital, DTS, Dolby Pro
Logic, Theater, Dolby 3 Stereo, Hall and Stadi-

um modes. 100 W x 5 or 125 x 2 from 20 Hz -
20 kHz with 0.02% THD into 8 ohms. AC -3
RF, coaxial, and optical digital audio inputs; 6
audio and 4 video inputs; 5 main -amp inputs; S -
video input and output; front -panel A/V input; 6
line -level outputs; subwoofer output; binding -
post speaker terminals; gold-plated input/output
jacks. Motorola 24 -bit DSP chip; cooling fan;
discrete amplifier output stage; motor -driven
volume control. Fluorescent display; sleep tim-
er; Cinema Bass; test -tone generator; station
naming/video-input labeling; 30 AM/FM pre-
sets; auto input balance; front-, center-, and sur-
round -channel level controls; multiroom capa-
bility; remote with subwoofer-level control.
Amp: S/N 101 dB. FM: cap ratio 1.25 dB.
Black front panel, amber display. 173/4 x 63/4 x
15 in; 341b $1,299
R-925. As above without DTS decoding, S -
video input/output, and DigiLink III remote
control $999
R-725. As above without Dolby Digital and
Theater modes. 130 W x 3 (front, center) + 65 x
2 (surround) or 165 x 2 $799

R-525 400-W AN Receiver
4 channels. Dolby Pro Logic, Dolby 3 Stereo,
Hall, and Stadium modes. 100 W x 4 or 125 x
2, all from 20 Hz -20 kHz with 0.02% THD into
8 ohms. 6 audio and 3 video inputs; 2 main -amp
inputs; 5 line -level outputs. Discrete amplifier
output stage; adjustable digital delay; fluores-
cent display; sleep timer; Cinema Bass; test -
tone generator; programmable station naming/
video -input labeling; direct station access; 30
AM/FM presets; auto input balance; front-, cen-
ter-, and surround -channel level controls; re-
mote with subwoofer-level control. Amp: S/N
100 dB. Black case, amber display. 173A3 x 63/4
x 15 in; 25 lb $649
R-325. As above without Cinema Bass, remote
with subwoofer-level control, and programma-
ble video -input labeling. 80 W x 4 or 90 x 2; 2
video inputs. 173/8 x 55/8 x 117/8 in $499

SONY
STR-DE915G 500-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Cinema Studio, Virtual Rear, and 41 DSP sur-
round modes. 100 W x 5 into 8 ohms at 1 kHz
with 0.8% THD. Front -panel A/V input; sub -
woofer output; 5 video inputs; video -monitor
output; headphone jack; binding -post speaker
terminals; wireless rear -speaker output. Auto
input balance; discrete amplifier output transis-
tors; frequency -synthesis tuning; auto tuning;
motor -driven volume control. Loudness and
mute switches; 30 AM/FM station presets;
sound -field memory; tuner station naming and
indexing; input indexing; 3/4 -ohm switch; pre-
programmed/programmable remote control.
Amp: FR 10 Hz -50 kHz ±1 dB line. 17 x 63/4 x
143/4 in; 22 lb $799

STR-DE815G 500-W A/V Receiver
5 channels. Dolby Pro Logic, Cinema Studio,
and 15 DSP surround modes. 100 W x 5. Front -
panel A/V input with composite/S-video jacks;
subwoofer output; 5 video inputs; video -moni-
tor output; headphone jack; wireless surround -
speaker output; 2 AC outlets. Auto input bal-
ance: discrete amplifier output transistors; 30
AM/FM presets; Dolby Digital -ready. On-
screen graphic display; 200 -disc CD manage-
ment for compatible Sony CD changers; DSS
and StarSight controls; sound -field memory:
variable delay time; loudness and mute switch-
es; S -Link A/V control stem; tuner station
naming and indexing; input indexing; 3/4 -ohm
switch; VisionTouch point -and -click remote
control. Amp: FR 10 Hz -50 kHz ±1 dB line. 17
x 61/2 x 141/8 in; 22 lb $499

STR-DE715 500-W A/V Receiver
5 channels. Dolby Pro Logic, Cinema Studio,
and 15 DSP surround modes. 100 W x 5 at 1

kHz with 0.08% THD into 8 ohms. 6 -channel
analog input for external Dolby Digital de-
coder; front -panel A/V input; 3 video inputs;
video -monitor output; wireless -speaker output;
subwoofer output; headphone jack. Discrete
amplifier output transistors; auto input balance;
motor -driven volume control; S -Link A/V con-
trol system. Programmable A/V remote con-
trol; surround- and center -channel level con-
trols; 30 AM/FM presets; loudness and mute
switches; tuner station indexing; input index-
ing. Amp: FR 10 Hz -50 kHz ±1 dB. 6% x 53/4
x 141/8 in; 22 lb $399

STR-DE615 500-W AN Receiver
5 channels. Dolby Pro Logic, Cinema Studio,
and 12 DSP surround modes. 100 W x 5 at 1

kHz with 0.8% THD into 8 ohms. 6 -channel an-
alog input for external Dolby Digital decoder;
front -panel A/V input: 3 video inputs; video -
monitor output; wireless rear -speaker output;
subwoofer output; headphone jack; 2 AC out-
lets. Auto input balance; discrete amplifier out-
put transistors; motor -driven volume control;
sleep timer. Tuner station indexing; input in-
dexing; variable time delay; loudness and mute
switches; 30 AM/FM presets; A/V system re-
mote. Amp: FR 10 Hz -50 kHz ±1 dB line 17 x
61/2 x 141/2 in; 22 lb $349

STR-DE515 400-W A/V Receiver
5 channels. Dolby Pro Logic, Cinema Studio,
and 4 DSP surround modes. 100 W x 3 (front,
center) + 50 x 2 (surround) at I kHz with 0.8%
THD or 100 x 2 from 20 Hz -20 kHz with 0.09%
THD, all into 8 ohms. 6 -channel analog inputs
for external Dolby Digital decoder; front -panel
A/V input; 2 video inputs; video monitor output;
wireless rear -speaker output; subwoofer output;
headphone jack. Auto -input balance; discrete
amplifier output transistors; motor -driven vol-
ume control. AN system remote. 30 AM/FM
preset. 17 x 51/4 x 115/8 in; 16 lb $299
STR-DE415. As above with 100 W x 4 and 3
DSP surround modes. No Cinema Studio mode,
wireless rear -speaker output, or 6 -channel de-
coder input $249

STR-DE315 240-W A/V Receiver
4 channels. Dolby Pro Logic. 60 W x 4 at I kHz
with 0.8% THD into 8 ohms. 4 audio inputs in-
cluding phono, 2 video inputs; headphone jack;
AC outlet. Discrete amplifier output transistors;
motor -driven volume control. Bass boost; loud-
ness and mute switches; 30 AM/FM presets; re-
mote control. Amp: FR 10 Hz -50 kHz ±1 dB
line: S/N 70 dB. 17 x 53/4 x 115A in; 15 lb ..$199

ES Series
STR-DA9OESG 500-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Cinema Studio, Virtual Rear, and 47 DSP sur-
round modes. 100 W x 5 into 8 or 4 ohms at 20
Hz -20 kHz with 0.05% THD. S -video inputs
and outputs; dual monitor outputs; subwoofer
output; front -panel A/V input; 2 AC outlets;
binding -post speaker terminals. Separate power
supplies for input and output stages; parallel
push-pull output stage for all 5 channels. Low-
cut filter; direct -pass switch; auto tuning; 30
AM/FM presets; input indexing; variable delay
time; 4/8 -ohm switch; auto input balance; test -
tone generator; programmable remote control;
joystick -type remote control: on -screen graphic
display system; digital parametric EQ; ad-
justable DSP parameters; DSS receiver control.
Amp: ch sep 45 dB at I kHz. 5-yr-limited war-
ranty. 17 x x 163/4 in $1,600
STR-DA8OES. As above, without adjustable
DSP parameters, DSS receiver control, joystick -
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type remote control, on -screen graphic display,
and parametric EQ $1,200

STR-GASES 460-W A/V Receiver
5 channels. Dolby Pro Logic and 24 DSP sur-
round modes. 120 W x 3 (front, center) from 20
Hz -20 kHz with 0.05% THD into 4 or 8 ohms +
50 x 2 (surround) at I kHz with 0.08% THD in-
to 8 ohms. 6 -channel analog input for external
Dolby Digital decoder; 5 video inputs; S -video
input/output; video -monitor input; subwoofer
output; binding -post speaker terminals. Auto -
input balance; discrete amplifier output transis-
tors; motor -driven volume control; digital para-
metric EQ; adjustable DSP parameters; DSS re-
ceiver control; soundfield memory; programma-
ble A/V remote control; S -Link A/V control
system; surround- and center -channel level con-
trols; 30 AM/FM station presets; mute switch;
power swap feature drives surround speakers
with front -internal amp channels when external
amp is used for front speakers. Amp: FR 10 Hz -
50 kHz ±1.0 dB line. 5-yr-limited warranty. 17
x 61/2 x 163/4 in $950
STR-GA7ES. As above. 90 W x 3 (front, cen-
ter) into 4 or 8 ohms from 20 Hz -20 kHz with
0.05% THD + 40 x 2 (surround) into 8 ohms at
1 kHz with 0.08% THD $750

TEAC
AG -V8600 590-W A/V Receiver
5 channels. Dolby Pro Logic, Dolby 3 Stereo.
Theater, and Hall modes. 130 W x 3 (front, cen-
ter) from 20 Hz -20 kHz with 0.09% THD + 100
x 2 (surround) with 0.05% THD, all into 8
ohms. 4 audio inputs; 3 video inputs. Motor -
driven master volume control. 4 -channel refer-
ence -level adjust function; 30 AM/FM presets;
separate bass and treble controls; A/B speaker
switch; secondary audio for editing; sleep timer;
remote control. Amp: S/N 70 dB. FM: cap ratio
2 dB. Black. 171/8 x 61/2 x 131/2 in $399

AG -360 32-W/ch Receiver
2 channels. 32 W x 2. 4 audio inputs. AM/FM
quartz PLL-synthesized tuner. 24 AM/FM pre-
sets; auto/manual tuning; loudness button; LCD
display. Amp: S/N 80 dB. FM: cap ratio 3 dB.
Black. 171/2 x 51/4 x 131/2 in; 29 lb $199

TECHNICS
SA-AX9I0 500-W A/V Receiver
5 channels. Dolby Pro Logic and Sound Field
Control modes. 100 W x 5 (front, center, sur-
round) at I kHz with 0.9% THD or 120 x 2
from 20 Hz -20 kHz with 0.05% THD, all into 8
ohms. 6 -channel analog inputs for outboard
Dolby Digital decoder; 4 audio and 3 A/V in-
puts; front -panel A/V input; subwoofer output;
headphone jack. Proprietary Class H+ amplifier
design. On -screen help function; 30 AM/FM
presets; center- and surround -level controls;
preprogrammed remote control; sleep timer. 17
x 61/2 x 121/2 in; 21 lb $450
SA -AX -710. As above without front -panel A/V
input and sleep timer $400

SA-EX510 480-W A/V Receiver
4 channels. Dolby Pro Logic, Theater, and Ste-
reo modes. 120 W x 3 (front, center) + 120 x I
(surround) at 1 kHz with 0.9% THD or 70 x 2
from 40 Hz -20 kHz with 0.8% THD, all into 8
ohms. 2 video and 4 audio inputs; subwoofer
output. AM/FM tuner. Help function; prepro-
grammed remote control. FM: cap ratio I dB;
alt-ch sel 65 dB. 17 x 51/2 x 121/2 in; 34 lb $350
SA-EX310. As above, 70 W x 3 + 70 x I. No
help function or preprogrammed remote $250

SA-EX110 100-W/ch Receiver
2 channels. 100 W x 2. 4 audio inputs; I VCR

input. Class H amplifier circuitry; AM/FM
tuner with 30 presets; A/V remote control.
Amp: S/N 78 dB line. FM: cap ratio I dB; alt-
ch sel 65 dB; THD 0.3%. 17 x 51/2 x 51/2 in;
34 lb $200

YAMAHA
RX-V2092 550-W Dolby Digital Receiver
7 channels. Dolby Digital, Dolby Pro Logic,
Jazz, Rock Concert, Digital Theater, TV
Sports, Concert Hall, Disco, Church, Stadium,
Cinema DSP, and Tri-field DSP modes. 100 W
x 3 (front, center) + 100 x 2 (surround) from 20
Hz -20 kHz with 0.02% THD + 25 W x 2 (front
surround) at I kHz with 0.05% THD. 5 A/V in-
puts with S -video connectors; front -panel aux
input; 4 audio inputs; 6 line -level outputs; opti-
cal and coaxial digital inputs; subwoofer out-
put; pre-out/main-in loop; banana -plug speaker
terminals; 3 switched AC outlets. Motor -driven
volume control. Multiroom capability; on-
screen display; main remote control with built-
in macros and learning capability and basic re-
mote for second room; bass boost; sleep timer;
40 AM/FM presets. Amp: S/N 96 dB. FM: alt-
ch sel 85 dB. Black. 171/2 x 63/4 x 183/4 in;
44 lb $1,599

Yamaha RX -V992 receiver

RX-V992 400-11 Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Cinema DSP modes. 80 W x 2 (front) from 20
Hz -20 kHz with 0.04% THD + 80 W x 1 (cen-
ter) from 20 Hz -20 kHz with 0.07% THD + 80
W x 2 (surround) at I kHz with 0.3% THD. 5
A/V inputs with S -video connectors; front -panel
aux input; 4 audio inputs; 5 line -level outputs;
subwoofer output; optical and coaxial digital in-
puts; 3 switched/unswitched AC outlets. Motor -
driven volume control. On -screen display; 40
AM/FM presets; sleep timer; remote control
with built-in macros and learning capability.
Amp: S/N 96 dB. FM: alt-ch sel 85 dB. Black.
171/8 x 6-1/4 x 153/4 in; 30 lb $999

RX-V793 400-W Dolby Digital Receiver
5 channels. Dolby Digital, Dolby Pro Logic,
Dolby Pro Logic Enhanced, Concert Hall, Sta-
dium, Disco, TV Sports, Hall, Rock Concert,
Jazz Club, Church, and Tri-field Cinema DSP
modes. 80 W x 2 (front) + 80 x I (center) + 80
x 2 (surround), all nns into 8 ohms from 20 Hz -
20 kHz with 0.04% THD. 4 A/V inputs with S -
video connectors; front -panel aux input; sub -
woofer output; 2 switched AC outlets. Motor -
driven volume control. 40 AM/FM presets; on-
screen display; sleep timer; learning remote
control with built-in macros. Amp: S/N 96 dB.
FM: alt-ch sel 85 dB. Black. 171/2 x x 15 in;
27 lb $799

RX-770 85-W/ch Receiver
2 channels. 85 W x 2 from 20 Hz -20 kHz with
0.019% THD into 8 ohms. 4 audio and 2 video
inputs; 3 -way speaker binding posts; pre -out/
main -in loop; infrared input and output ports.
Direct-PLL IF -count synthesis tuning; motor -
driven input selector and volume control;
source -direct mode. 40 AM/FM presets; vari-

able loudness control; sleep timer; record -out
selector; A/B speaker switching; signal -strength
meter; remote control $549

RX-V592 295-W A/V Receiver
5 channels Dolby Pro Logic, Dolby Pro Logic
Enhanced, Stadium, Disco, Concert Hall, Rock
Concert, Mono Movie, and Cinema DSP modes.
75 W x 2 (front) from 20 Hz -20 kHz with 0.04%
THD + 75 x I (center) at 1 kHz with 0.07% THD
+ 35 x 2 (surround) at 1 kHz with 0.3% THD, all
into 8 ohms. 6 -channel analog inputs for external
Dolby Digital decoder; 4 A/V inputs; 4 audio in-
puts; 2 switched AC outlets. Motor -driven vol-
ume control. Remote control with built-in
macros and learning capability; sleep timer; 40
AM/FM presets. Amp: S/N 96 dB. FM: alt-ch sel
85 dB. Black. 171/2 x 6 x 15 in $499

RX-V493 250-W A/V Receiver
6 channels. Dolby Pro Logic, Dolby Pro Logic
Enhanced, Concert Hall, Rock Concert, Mono
Movie, Disco, Stadium, and Concert Video
modes. 70 W x 2 (front) from 20 Hz -20 kHz
with 0.04% THD + 70 x I (center) at I kHz
with 0.09% THD + 20 x 2 (surround) at I kHz
with 0.7% THD, all into 8 ohms. 6 -channel ana-
log inputs for external Dolby Digital decoder; 4
audio and 3 AN inputs. Motor -driven volume
control. Sleep timer; 40 AM/FM presets; sys-
tem remote control. Amp: S/N 96 dB. FM: alt-
ch sel 8.5 dB. 171/2 x 53/s x 101/2 in $399

RX-595 80-W/ch Receiver
2 channels. 80 W x 2 rms from 20 Hz -20 kHz
with 0.019% THD into 8 ohms. 3 audio and 2
A/V inputs; 2 -way speaker terminals; infrared
input and output ports. Direct PLL IF -count
synthesis tuning. 40 AM/FM presets; record -out
selector; sleep timer; system remote control.
171/2x 57/2x 151/4 in $399

RX-495 70-W/ch Receiver
2 channels. 70 W x 2 from 20 Hz -20 kHz with
0.04% THD into 8 ohms. 3 audio and 2 tape in-
puts; two switched AC outlets; headphone jack.
Direct -access input selector with source display;
motor -driven volume control; Pure Direct
switch for short and direct signal path. Full -
function remote control; Yamaha system remote
control capability; sleep timer; continuously
variable loudness control; 40 AM/FM presets;
auto station memory and preset editing. Amp:
S/N 108 dB. FM: alt-ch sel 85 dB. 17% x 53/4 x
121/8 in; 17 lb $299

RX-V 393 190-W A/V Receiver
6 channels. Dolby Pro Logic, Dolby Pro Logic
Enhanced, Disco, Concert Hall, Concert Video,
Stadium, Mono Movie, and Rock Concert
modes. 50 W x 2 (front) from 20 Hz -20 kHz
with 0.04% THD + 50 W x I (center) at 1 kHz
with 0.09% THD + 20 W x 2 (surround) at I

kHz with 0.7% THD, all into 8 ohms. 6 -channel
analog inputs for external Dolby Digital de-
coder; 2 A/V inputs; 4 audio inputs; 2 switched
AC outlets. Motor -driven volume control. RS
remote control; sleep timer; 40 AM/FM presets.
Amp: S/N 96 dB. FM: alt-ch sel 85 dB. Black.
171/2 x 53/8 x 101/2 in $299

RX-395 45-W/ch Receiver
2 channels. 45 W x 2 from 20 Hz -20 kHz with
0.04% THD into 8 ohms. 3 audio inputs; 1 tape
input; two switched AC outlets; headphone
jack. Input selector; motor -driven volume con-
trol: direct PLL IF -count synthesis tuning; con-
tinuously variable loudness control; banana -
jack speaker terminals; sleep timer; 40 -station
random-access preset tuning; multistatus station
memory; tuning -mode selector. Amp: S/N 82
dB phono, 108 dB line. FM: alt-ch sel 85 dB.
171/2 x 53/4 x 121/2 in; 14 lb $249
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POWER AMPLIFIERS

ACCUPHASE
P-450 20041/ch Amplifier
2 channels. 200 W x 2 into 8 ohms. 300 x 2 into
4 ohms. 400 x 2 into 2 ohms, or 800 x I into 4
ohms, all from 20 Hz -20 kHz with 0.02% THD;
600 x I into 2 ohms from 20 Hz -20 kHz with
0.05% THD. XLR and RCA input. Power me-
ters; meter -light switch; mono/stereo switch. S/N
120 dBA; damping factor 400 stereo, 200 mono.
Brushed aluminum. 19 x 9 x 19 in; 68 lb...$6,000

P-350 150-W/ch Amplifier
2 channels. 150 W x 2 or 420 x 1 into 8 ohms.
Current -feedback circuit topology; Temperature
sensor for bias -stabilizer circuit: DC servo op -
amp; current -feedback input buffer. Gold-plated
XLR and RCA inputs; 2 sets of switchable out-
puts. FR 20 Hz -20 kHz: THD 0.02% from 4 to
16 ohms: S/N 120 dBA; damping factor 180
mono, 360 stereo. Champagne -gold brushed -
aluminum. 183/4 x 63/4 x IDA in; 52 lb ....$4,795

ACURUS
A200x3 600-W Amplifier
3 channels. Designed for home -theater systems.
200 W x 3 cont into 8 ohms from 20 Hz -20 kHz
with 0.06% THD or 300 x 3 cont into 4 ohms.
19 -in front panel optional. S/N 110 dBA 17 x 7
x 15 in; 45 lb $1,399

A200 200-W/ch Amplifier
2 channels. 200 W x 2 cont into 8 ohms from 20
Hz -20 kHz with 0.06% THD or 300 x 2 into 4
ohms. Handcrafted construction; Class A fully
discrete -input driver stage; bipolar Class A/B
output stage; matched transistors. I9 -in front
panel optional. S/N 110 dBA. 17 x 5 x 12 in;
35 lb $999

A 100 100-W/ch Amplifier
2 channels. 100 W x 2 cont into 8 ohms from
20 Hz -20 kHz with 0.06% THD or 150 x 2 into
4 ohms. Handcrafted construction; bipolar out-
put transistors. S/N 110 dBA. 17 x 5 x 10 in;
32 lb $649

ADCOM
GFA-5802 300-W/ch Amplifier
2 channels. 300 W x 2 into 8 ohms or 450 x 2
into 4 ohms. All-MOSFET, single -ended Class A
circuitry. XLR and RCA inputs; biwirable. Dis-
tortion -alert and thermal -protection lights. S/N
105 dBA; dynamic headroom 2.3 dB. Black. 17
x 81/4 x 151/2 in; 481b $1.750

GFA-5503 600-W Amplifier
3 channels. 200 W x 3 into 8 ohms or 350 x
3 into 4 ohms. Low negative feedback. 30
matched MOSFET output devices. FR 3 Hz -130
kHz 1-0.25 dB; THD 0.18%; S/N 100 dB. 17 x
71/4 x 16 in; 57 lb $1,300
GFA-5500. As above. 2 channels, 200 W x 2
into 8 ohms or 350 x 2 into 4 ohms. 20 preci-
sion -matched mosFET output devices. 17 x 71/4
x 141/4 in; 44 lb $1,000
GFA-5300. As above, 80 W x 2 into 8 ohms or
125 x 2 into 4 ohms. 8 precision -matched mos-
FET devices. 17 x 41/2 x 121/4 in; 22 lb $450
GFA-5200. As above. 50 W x 2 into 8 ohms or
RO x 2 into 4 ohms. 4 precision -matched mos-
FET output devices. S/N 98 dB. 17 x 31/4 x 121/4
in: 171b $350

(;FA -7000 650-W THX Amplifier
5 channels. 130 W x 5 into 8 ohms or 200 x 5 in-
to 4 ohms. THX-certified; 5 individual heat
sinks, power supplies, and printed -circuit boards.

FR 10 Hz -20 kHz 1-0.25 dB; THD 0.05%; S/N
115 dB. 17 x 71/2 x 143/4 in; 41 lb $1,300

GFA-2535/L 240-W Amplifier
4 channels. 60 W x 4 or 60 x 2+ 200 x I into 8
ohms. Level controls for each pair of channels.
FR 10 Hz -20 kHz ±0.5 dB: THD 0.06%; S/N
100 dB. 17 x 51/2 x 14 in; 32 lb $700

A/D/S/
PA8 240-W Amplifier
8 channels. 30 W x 8. 30 x 6+ 120 x I. 30 x 4+
120 x 2, 30 x 2 + 120 x 3, 120 x 4, all into 8
ohms from 20 Hz -20 kHz. Discrete Class AB
design by Ed Meitner. Remote turn -on ....$1.500

AMC
Model 2N100-2 150-W/ch Amplifier
2 channels. 150 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.03% THD. Class AB output. 2
RCA line -level inputs; 5 -way binding posts. In-
put -level controls for each channel. S/N 102
dBA; damping factor 100. Black. 17 x 5 x 13
in; 38 lb $550

Model 2445 180-W Amplifier
4 channels. 45 W x 4 or 90 x 2, both 20 Hz -20
kHz into 8 ohms with 0.03% THD, or 90 x I +
45 x 2 with 0.05% THD. Class AB output; dual
power supplies. 4 RCA line inputs; 5 -way bind-
ing posts. Input -level controls for each channel;
bridging switches. S/N 100 dBA; damping fac-
tor 100. Black. 17 x 5 x 13 in; 28 lb $400

Amplifier Technologies ATI505 power amp

AMPLIFIER TECHNOLOGIES (ATI)
ATI505 750-W Amplifier
5 channels. 150 W x 5 into 8 ohms from 20 Hz -
20 kHz with 0.03% THD or 225 x 5 into 4
ohms. Detachable modular component design;
Class AB operation. 6 gold-plated RCA inputs;
1 DB-25 input: 6 gold-plated binding posts.
Fuse -fault indicators; remote power -on. S/N
120 dBA; ch sep 90 dB; slew rate 50 V/ps:
damping factor 1,000; dynamic headroom 2
dB. Glass -bead front -panel finish and powder -
coat chassis. 7-yr parts -and -labor warranty. 17
x 7 x 16 in or with 19 -in rack -mount front pan-
el; 73 lb $1,695

ATI502 150-W/ch Amplifier
2 channels. 150 W x 2 into 8 ohms or 225 x 2 into
4 ohms. European -standard output terminals.
Class AB output operation; fuse -fault indicators.
FR 20 Hz -20 kHz; THD 0.05%; S/N 100 dB; slew
rate 50 V/ps; dynamic headroom 2 dB. 7-yr parts -
and -labor warranty. 17 x 7 x 6 in; 40 lb $795

ANTHEM
AMP 1 40-W/ch Tube Amplifier
2 channels. 40 W x 2 into 4 or 8 ohms from 20
Hz -20 kHz with I% THD. Class AB; push-pull
ultralinear design; regulated power supplies. I

pair line -level inputs. Output imp selectable via
4- and 8 -ohm taps on binding posts. S/N 100
dBA; damping factor 14. Silver and black. 5-yr

parts -and -labor warranty. 19 x 51/4 x 12 in;
401b $1.195

ARAGON
Model 8008x3 600-W Amplifier
3 channels. 200 W x 3 cont into 8 ohms with
0.03% THD or 400 x 3 cont into 4 ohms, from
5 Hz -20 kHz. DC coupling; DC servo control;
matched output transistors; auto bias circuitry.
S/N 110 dBA. 19 x 8 x 161/2 in; 65 lb ....$2,499

Model 8008 ST 200-W/ch Amplifier
2 channels. 200 W x 2 cont into 8 ohms with
0.03% THD or 400 x 2 into 4 ohms, both from
5 Hz -20 kHz. Dual -mono design; DC coupling;
matched output transistors; auto bias circuitry;
DC servo control. S/N 110 dBA. 19 x 61/2 x 41/2
in; 701b $1,999

ARCAM
Alpha 9P 70-W/ch Amplifier
2 channels. 70 W x 2 into 8 ohms. Line input/
output jacks; headphone jack. Speaker switch-
ing. 12 lb $749
Iplia 81'. As above, 50-W/ch. 9 lb $449

AUDIO BY VAN ALSTINE
FETA ahe 550hc 250-11 ich Tube Amplifier
2 channels. 250 W x 2 into 8 ohms. Hybrid de-
sign with tubes, Class A MOSFET trans -imp cir-
cuitry. THD 0.04%. 17 x 7 x 13 in; 38 lb....$1.799
FET-Valve 350hc, As above, 150 W x 2 into 8
ohms. 33 lb $1,499

Omega III 440 220-W/ch Amplifier
2 channels. 220 W x 2 into 8 ohms. Active
feedback design. THD 0.05%; slew rate 150
V/ps. 17 x 7 x 13 in; 38 lb $1,299

AUDIO DESIGN ASSOCIATES
PTM-6150 900-W THX Amplifier
6 channels. 150 W x 6 into 8 ohms or 250 x 6
into 4 ohms. THX-certified; fan cooling; Class
A/B output stage. Banana -plug outputs. THD
0.006% at I kHz. 51/4 x 19 x 20 in $1,999

PF-201 60-W/ch Amplifier
2 channels. 60 W x 2 cont into 8 ohms from 20
Hz -20 kHz with 0.07% THD, 110 x 2 into 4
ohms. rinosFET circuitry; 1/2 -ohm load capabili-
ty; fan cooling; LED output meters. S/N 95 dB;
slew rate 10 V/ps $1,574

PT -125 60-W/ch Amplifier
2 channels. 60 W x 2 into 8 ohms. 2 -ohm load sta-
bility; fan cooling. Input -level adjustment for each
channel; LED indicator. 19 x 13/4 x 19 in $1,199

PTM-650 300-W Amplifier
6 channels. 50 W x 6. Designed to power mod-
erate home theaters or 3 zones; matches Delta 3
preamp; fan cooling; 4 -ohm capability ....$1.199

AUDIO RESEARCH
Reference 600 500-W Tube Mono Amplifier
I channel. 500 W cont into 16 ohms from 20 Hz -
20 kHz with I% THD. Balanced inputs. AC and
bias meters. 19 x 101/2 x 291/2 in: 170 lb...$14,995

VT100 100-W/ch Amplifier
2 channels. WO W x 2 into 8 or 4 ohms. XLR and
RCA inputs. 19 x 83/4 x 191/2 in; 65 lb $4,495

AUDIOSOURCE
AMP Three 150-W/ch Amplifier
2 channels. 150 W x 2 rms into 8 ohms or 400 x

1 into 4 or 8 ohms. Signal -sensing auto on; A/B
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speaker selector. FR 20 Hz -20 kHz 1-0.5 dB;
THD 0.04%; S/N 110 dB; dynamic headroom 2
dB. 161/2 x 4 x 115/is in $499
AMP Two. As above, 80 W x 2 rms into 8
ohms or 200 x I into 4 or 8 ohms; peak -limiter
circuitry. Line -in and CD -direct inputs. Output
VU meters $399

AUDIRE
Parlando 100-W/ch Amplifier
2 channels. 100 W x 2 into 8 ohms, 200 x 2 into
4 ohms, or 360 x 2 into 2 ohms, all from 20 Hz -
20 kHz with 0.02% THD. Dual -mono Class A
design; 1 -ohm capability. RCA and XLR in-
puts. Slew rate 50 V/ps; damping factor 800 in-
to 8 ohms at I kHz. 3-yr parts -and -labor war-
ranty. 19 x 83/4 x 181/2 in; 85 lb $3,741

Tenendo 200-W/ch Amplifier
2 channels. 200 W x 2 into 8 ohms or 400 x 2
into 4 ohms, both from 20 Hz -20 kHz with
0.05% THD. Dual -mono Class AB design. XLR
and RCA inputs. Slew rate 50 V/ps; damping
factor 700 into 8 ohms at 1 kHz. 3-yr parts -and -
labor warranty. 19 x 7 x 10 in; 45 lb $2,354
As above, non-mosFur version $2,154

Forte 125-W/ch Amplifier
2 channels. 125 W x 2 into 8 ohms, 250 x 2 into
4 ohms, or 400 x 2 into 2 ohms, all from 20 Hz -
20 kHz. Dual -mono MOSFET design. XLR and
RCA inputs. 2 power switches. Slew rate 50
V/ps; damping factor 350 at 1 kHz. 19 x 51/4 x
10 in; 41 lb $1,467

Crescendo 75-W/ch Amplifier
2 channels. 75 W x 2 into 8 ohms or 130 x 2 in-
to 4 ohms, both from 20 Hz -20 kHz. MOSFET
design. XLR and RCA outputs. Slew rate 45
V/ps; damping factor 300 at I kHz. 19 x 51/4 x 9
in; 22 lb $825
As above, bipolar version $760

B&K COMPONENTS
TX4430 600-W Amplifier
3 channels. For home -theater or multiroom sys-
tems. 200 W x 3 into 8 ohms. Discrete MOSFET
design. Gold-plated connectors for each chan-
nel; balanced inputs for 2 channels. FR 5 Hz -45
kHz; S/N 95 dB; slew rate 14 V/ps. 17 x 53/4 x
16 in; 43 lb $1,698

AV6000 630-W Amplifier
6 channels. For home -theater or multiroom sys-
tems. 105 W x 6 into 8 ohms. 6 discrete amps.
Gold-plated connectors. Individual level control
for each channel. FR 5 Hz -45 kHz; S/N 95 dB;
slew rate 14 V/ps. 17 x 53/4 x 16 in; 43 lb 51.498

AV5000 525-W Amplifier
5 channels. For home -theater or multiroom sys-
tems. 105 W x 5 into 8 ohms. Discrete MOSFET
design. Individual level control for each chan-
nel. S/N 95 dB; slew rate 14 V/ps. 17 x 53/4 x
16 in; 43 lb $1,298

B&K Components AV5000 power amp

EX4420 M 200-W Mono Amplifier
I channel. 200 W into 8 ohms or 400 x 1 into 4
ohms. Class A predriver with MOSFET output

stage. Balanced inputs. S/N 95 dB; slew rate 14
V/ps. 17 x 51/4 x 16 in; 42 lb $1,298

EX4420 200-W/ch Amplifier
2 channels. 200 W x 2 into 8 ohms. Dual -mono
design; DC -coupled circuitry. Balanced inputs;
gold-plated connectors for each channel. FR 5
Hz -45 kHz; S/N 95 dB; slew rate 14 V/ps. 17 x
53/4 x 16 in; 42 lb $1,298

AV2500 300-W Amplifier
5 channels. Designed for home -theater or multi -
room systems. 60 W x 5 into 8 ohms. Amp bus
and level controls for custom configurations.
FR 5 Hz -45 kHz; S/N 95 dB; slew rate 14 V/ps.
17 x 33/4 x 12 in; 23 lb $798

BOULDER
Model 2060 600-W/ch Amplifier
2 channels. 600 W x 2 cont into 2, 4, or 8 ohms
from 20 Hz -20 kHz with 0.0025% THD. Class A
design; auto bias; balanced circuitry. Internal sta-
tus -monitoring capability when used with Boul-
der 2010 preamp. 2 XLR inputs. S/N 135 dB; ch
sep 100 dB. 5-yr warranty. 242 lb $29,000
Model 2050. Mono. 1,000 W. 232 lb...$55,000/pr

Model 500 l50-W/ch Amplifier
2 channels. 150 W x 2 cont into 8 ohms from 20
Hz -20 kHz with 0.0015% THD, 250 x 2 cont
into 4 ohms, or 500 x I cont into 8 ohms.
Switching between mono -balanced -output and
stereo operation; 120/240-V operation. Slew
rate 35 V/ps; damping factor 800 at I kHz. 17 x
73/4 x 161/2 in; 60 lb $6,995
Model 102M. As above, 120-V operation only,
not bridgeable. 100 W x 2 cont into 8 ohms
from 20 Hz -2 kHz with 0.0015% THD or 170 x
2 cont into 4 ohms. 120/240-V operation. Metal
finish. 17 x 41/4 x 161/2 in $3,895

BRYSTON
The following feature a 20 -year warranty and a
switch to separate system and audio grounds.

Model 4B -ST 250-W/ch Tube Amplifier
2 channels. 250 W x 2 into 8 ohms. Dual power
supplies; soft -start circuitry; input buffer. Gold-
plated connectors; XLR and RCA inputs. LED
indicators; mono/stereo switch. FR 20 Hz -20
kHz; THD 0.01%; slew rate 60 V/ps; damping
factor 500 into 8 ohms at 20 Hz. 19 x 51/4 x
151/2 in: 42 lb $2,397
Model 4B -ST THX. THX version $2,497

Model 3B -ST 120-W/ch Amplifier
2 channels. 120 W x 2 into 8 ohms. Dual power
supplies; quad -complementary output section.
Gold-plated RCA and XLR inputs. Mono/stereo
switch; LED indicators. THD 0.01%; slew rate
60 V/ps; damping factor 500 into 8 ohms at 20
Hz. 19 x 51/4 x 9 in; 28 lb $1,565
Model 3B -ST THX. THX version $1,695

Model 2B -LP 60-W/ch Amplifier
2 channels. 50 W x 2 into 8 ohms. Dual power
supplies; discrete circuitry. Gold-plated 5 -way
binding posts and RCA connectors. Mono/ste-
reo switch; LED indicators. THD 0.01%; slew
rate 60 V/ps. 19 x 13/4 x 10 in; 48 lb $850

CARVER
kV -753x 750-W THX Amplifier

channels. 250 W x 3 into 8 ohms, 400 x 3 into
4 ohms, or 750 x 2 into 2 ohms, all from 20 Hz -
20 kHz with 0.08% THD. Current and voltage
maximization; proprietary system to increase
single -channel power on demand. 3 analog me-
ters; meter -range switch; meter -light switch;
trim controls for each channel. S/N 115 dBA;

ch sep 70 dB at 1 kHz; damping factor 150. 3-
yr warranty. 19 x 53/4 x 20 in; 41 lb $1,599

Premiere AV -705x 625-W THX Amplifier
5 channels. 125 W x 5 into 8 ohms from 20-20
kHz with 0.03% THD. THX-certified; propri-
etary system to increase single -channel power
on demand. S/N 115 dB. 19 x 53/4 x 183/4 in; 42
lb $1,299

AV -505x 400-W Amplifier
5 channels. 80 W x 5 into 8 ohms from 20-20
kHz with 0.03% THD. Proprietary system to in-
crease single -channel power on demand. S/N
110 dB. 19 x 53/4 x 18.1/4 in; 421b $999

TFM-6cb 65-W/ch Amplifier
2 channels. 65 W x 2 into 8 ohms from 20 Hz -20
kHz with 0.02% THD; 100 x 2 or 180 x 1 into 4
ohms. Protection circuitry. Line -level outputs.
A/13 speaker selector; L/R level controls; LED
overload indicators; removable rack handles. S/N
92 dBAI7 x 13/4 x 121/2 in; 14 lb $399

CARVER RESEARCH
Lighstar 2.0 300-W/ch Amplifier
2 channels. 300 W x 2 into 8 ohms, 600 x 2 into
4 ohms, or 1,200 x 2 into 2 ohms, all from 5
Hz -20 kHz with 0.2% THD. High -current load -
independent topology. Gold-plated XLR and
RCA connectors; gold-plated binding posts; bi-
wirable. Lighted power meters; standard/high-
gain switch. S/N 114 dB low gain, 103 dB high
gain; damping factor 200. 5-yr warranty. 19 x

x 161/2 in; 42 lb $2,795

CELLO
Duet 350 350-W/ch Amplifier
2 channels. 350 W x 2 into 8 ohms or 600 W x 2
into 4 ohms. Bridgeable Class AB design with
noninverting polarity. Balanced inputs. THD 0.3%;
S/N 100 dB; damping factor 100; dynamic head-
room 1.8 dB. 19 x 125/s x 23% in; 95 lb $9,500

Encore 50-W/ch Amplifier
2 channels. 50 W x 2 into 8 ohms or 100 x 2 in-
to 4 ohms. Bridgeable Class AB2 design with
noninverting polarity. Balanced inputs. Avail-
able as 2 mono amplifiers. THD 0.3%; S/N 100
dB; damping factor 80; dynamic headroom 1.8
dB. 19 x 5 x 133, in; 28 lb $7,000
Bridging kit $390

CH110 BY KINERGETICS
C-500 600-W Amplifier
5 channels. 120 W x 5 into 8 ohms or 280 x 5
into 3.2 ohms. Class AB design; remote on/off
trigger; no phase inversion. 171/4 x x 16 in;
54 lb $1,998

C-300 360-W Amplifier
3 channels. 120 W x 3 into 8 ohms or 280 x 3
into 3.2 ohms. Class AB design; remote on/off
trigger; no phase inversion. 171/4 x 5% x 16 in;
45 lb $1,498

C-200 120-W/ch Amplifier
2 channels. 120 W x 2 into 8 ohms or 280 x 2
into 3.2 ohms. Class AB design; remote on/off
trigger; no phase inversion. 171/4 x x 16 in;
41 lb $998

CINEPRO
The following feature a 3 -year parts -and -labor
warranty.

Model 3k6 2,100-W Amplifier
6 channels. 350 W x 6, 1,000 x I+ 350 x 4,
1,000 x 2 + 350 x 2, or 1,000 x 3, all into 8
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ohms; 500 x 6 into 4 ohms. Temperature -con-
trolled fan cooling; discrete circuitry; photo -op-
tical anticlipping circuit. Gold-plated RCA and
XLR inputs. Rear -panel bridging switches and
ground -lift switch; front -panel level controls
and signal and clipping indicators; remote pow-
er trigger control; rack mountable. FR 3 Hz -175
kHz; S/N 110 dB; dynamic headroom 3.5 dB.
19 x 8 x 151/2 in; 72 lb $3,495

Model Ik2 350-W/ch Amplifier
2 channels. 350 W x 2 into 8 ohms with 0.15%
THD, 500 x 2 into 4 ohms, or 750 x 2 into 2
ohms; 1,000 x I bridged mono. Fully differen-
tial. discrete circuitry; low -feedback for low
TIM distortion; fan cooling; high -current output
stage. RCA and XLR inputs. Front -panel level
controls; front -panel signal and clipping indica-
tors; rack mountable. FR 3 Hz -150 kHz; S/N
108 dB; dynamic headroom 3.5 dB. 19 x 51/4 x
14 in; 40 lb $1,495

Model 600x2 200-W/ch Amplifier
2 channels. MO W x 2 into 8 ohms, 300 x 2 into
4 ohms, or 450 x 2 into 2 ohms, all from 20 Hz -
20 kHz with 0.15% THD. Low -negative -feed-
back design; low -noise cooling fan. 2 RCA and
2 XLR inputs; two 5 -way binding posts. Front -
panel signal -present, ready, and clipping indica-
tors. S/N 105 dBA; ch sep 60 dB; slew rate 65
V/ps; damping factor 7,500; dynamic headroom
3.15 dB. Black anodized -metal front panel. 3-yr
warranty. 18 x 51/2 x 121/2 in; 36 lb $849

CITATION
Model 7.1 600-W Amplifier
4 channels. 150 W x 4 or 450 x 2 into 8 ohms;
240 x 4 into 4 ohms. THX-certified; proprietary
linearization circuitry; separate power supplies
for each channel. FR 5 Hz -200 kHz ±3 dB;
THD 0.03%. 171/4 x 71/2 x 16 in; 75 lb $2,800
Model 5.1. As above, THX-certified for use
with Citation dual -drive dipole surround speak-
ers. 100 W x 4 into 8 ohms. 175 x 4 into 4
ohms, or 300 x 2 into 8 ohms. 171/4 x 51/4 x 16
in; 55 lb $1,850

cussk
The following models feature differential amp
circuits from input to output, a magnetic -flux -
control transformer cover (except CA -100 and
CA -150), and switchable balanced or mono
operation.

CAV-150 900-W Amplifier
6 channels. 150 W x 6 from 20 Hz -20 kHz with
0.004% THD into 8 ohms, 300 W x I + 150 W
x 4, 300 W x 2 + 150 W x 2, or 300 W x 3.
Class AB design; power configuration via exter-
nal switches. 6 unbalanced inputs; 2 balanced
inputs. S/N 135 dB. Bridgeable in any power
configuration. Black or silver faceplate. 5-yr
warranty. 19 x 63/4 x 211/2 in; 70 lb $3,595

CA -200 200-W/ch Amplifier
2 channels. 200 W x 2 from 20 Hz -20 kHz with
0.004% THD into 8 ohms. Balanced and unbal-
anced inputs. S/N 135 dB. Black or silver face-
plate. 19 x 73/4 x 181/2 in; 60 lb $2,995

CAV-75 450-W Amplifier
6 channels. 75 W x 6 from 20 Hz -20 kHz with
0.004% THD into 8 ohms. 150 x 1 + 75 W x 4,
150 x 2 + 75 W x 2. or 150 W x 3.6 unbalanced
inputs. S/N 135 dB. 5-yr warranty. 19 x 51/2 x
15 in; 401b $1,995

CA -100 100-W/ch Amplifier
2 channels. 100 W x 2 or 350 x I into 8 ohms;
200 x 2 or 600 x 1 into 4 ohms. Balanced and
unbalanced input. FR 20 Hz -20 kHz -0.1 dB;

S/N 128 dB. Black or silver faceplate. 5-yr war-
ranty. 19 x 51/2 x 141/4 in; 35 lb $1,495

CODA
Model 20.5 200-W/ch Amplifier
2 channels. 200 W x 2 or 800 x I. both from 20
Hz -20 kHz into 8 ohms. Class A/AB operation
with Class A up to 50 W rms; FET input with
bipolar current gain; no overall feedback; DC -
coupled design; gold-plated circuit boards; an-
odized chassis. XLR and RCA inputs. Slew rate
50 V/ps. 10-yr warranty. 19 x 7 x 19 in $5.200
Model 11.5. As above. 100 W x 2 or 400 x I.
Class A; no Class AB $5,200
Model 10.5. As Model 20.5. 100 W x 2 or 400
x 1. 19 x 51/4 x 121/2 in $2,950

VIO 400-W Amplifier
4 channels. 100 W x 4, 100 x 2 +400 x I. or 400
x 2, all into 8 ohms from 20 Hz -20 kHz, THD
0.1% at 100 into 2 to 8 ohms. Class NAB opera-
tion with Class A operation to 8 W rms into 8
ohms; FET input with bipolar current gain; no
overall feedback; DC -coupled design; gold-plat-
ed circuit boards. XLR and RCA inputs. S/N 100
dB; slew rate 50 V/ps. 10-yr warranty $3,150

CONRAD-JOHNSON
Premier Eight -A 275-W Tube Mono Amplifier
I channel. 275 W. Proprietary output transformers
with small -signal bypass beyond 500 kHz. LED
bias indicators. 19 x 91/2 x 20 in; 85 lb $8,495
Premier Twelve. As above, 140 W. 171/2 x
151/4 x 71/4 in; 54 lb $3,495
Premier Eleven -A. As Premier Twelve but 2
channels, 70 W x 2 $3,495

MF2300 240-W/ch Amplifier
2 channels. 240 W x 2 into 8 ohms from 20 Hz -
20 kHz with I% THD. MOSFET output stage;
JFET input stage; low -feedback design. 19 x
187At x 63/4 in; 55 lb $2,995
MF2200. As above, 200 W x 2. 19 x 167/it x 51/4
in; 46 lb $1,995

MV55 45-W/ch Tube Amplifier
2 channels. 45 W x 2 ultralinear mode or 25 x 2
triode mode. Two EL34 output tubes per chan-
nel. LED bias indicators. 171/2 x 121/2 x 7 in;
391b $1,995

CONTINUUM
Model 4-3-2 400-W Amplifier
4 channels. 100 W x 4, 100 x 2 + 400 x I, or
400 x 2 into 8 ohms from 20 Hz -20 kHz. Class
A/AB with Class A at low levels; no overall
feedback; independent dual transformer rectifi-
cation. Channel -status indicators. FR 5 Hz -100
kHz; slew rate 50 V/ps. 5-yr limited warranty.
17 x 51/2 x 14 in; 45 lb $1,895

Continuum Audio Stage 200-W/ch Amplifier
2 channels. 200 W x 2 into 8 ohms or 400 W x
2 into 4 ohms from 20 Hz -20 kHz. Class A/AB
with Class A at low levels; FET differential in-
put with wideband bipolar transistor outputs; in-
dependent dual transformer rectification. Choice
of AC coupled unbalanced input or DC -bal-
anced input. FR 5 Hz -100 kHz; THD 0.1%; S/N
100 dB; slew rate 50 V/ps. 5-yr limited warran-
ty. 163/4 x 6 x 14 in $1.795

CREEK
A52SE 80-W/ch Amplifier
2 channels. 80 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.03% THD or 240 x 1. Fully bal-
anced FET input circuitry. 1 input; 2 outputs.
Adjustable low -frequency rolloff to tune sys-
tem sound; 2 -zone speaker switching. S/N 105

dB; slew rate 60 V/ps. Black. 161/2 x 2x II in;
17 lb $1,095
A52. As above, 70 W x 2 or 180 x I $895

DB SYSTEMS
DB-6A 40-W/ch Amplifier
2 channels. 40 W x 2 rms into 8 ohms with
0.003% THD or 60 x 2 rms into 4 ohms with
0.01% THD, both from 20 Hz -20 kHz. I2 -dB/
oct Butterworth infrasonic filter; speaker -pro-
tection fuses; no relays. Gold-plated connectors.
LED clipping indicators. Rack -mount optional.
Slew rate 15 V/ps; damping factor 400 from 20
Hz -1 kHz. 5-yr transferable warranty. 16 x 127i11
x 5 in; 181b $910
DB-6A-M. As above, mono. 140 W cont into 8
ohms with 0.008% THD or 225 x 1 cont into 4
ohms with 0.02% THD, both from 20 Hz -20
kHz. Slew rate 30 V/ps; damping factor 200
from 20 Hz -I kHz $910

DENON
MA -8300 360-W THX Amplifier
3 channels. 120 W x 3 into 8 ohms from 20 Hz -
20 kHz. THX-certified; independent power
transformer for each channel. Jack for remote
turn -on from Denon preamps; 5 -way binding
posts. 171/8 x 41/4 x 111/2 in $1,500
P0A-8200. As above, 120 W x 2 into 8 ohms
from 20 Hz -20 kHz $1,000

P0A-SI0 150-W Mono Amplifier
I channel. 150 W into 8 ohms or 300 into 4
ohms. MOSFET output transistors; aluminum
sand-cast frame; push-pull power supply with
UHC-MOS transistors. XLR and RCA inputs; bi-
wirable; jack for remote turn -on from Denon
preamps. Input -level control $1,300

DYNACO
Stereo 160 80-W/ch Tube Amplifier
2 channels. 80 W x 2 into 2. 4, or 8 ohms. Two
6DJ8, two 12AT7, and four 6550WA tubes; se-
lectable triode/ultralinear modes. 5 -way binding
posts; gold-plated RCA connectors. Indepen-
dent bias -trim control; sens control; variable in-
put. FR 2 Hz -75 kHz ±3 dB; THD 0.1%; S/N
90 dB; ch sep 75 dB at 11 kHz; slew rate 30
V/ps. 3-yr parts -and -labor warranty. Chrome
finish. 17 x 51/2 x 141/2 in; 60 lb $2,299
Black finish $2,199
Stereo 80. As Stereo 160, 40 W x 2 $1,799
Black finish $1,699

MPA-160 80-W/ch Amplifier
2 channels. 80 W x 2 or 160 x I, both into 8
ohms. RCA inputs; 5 -way binding posts. Rear -
panel bridging switch. S/N 90 dB; ch sep 65
dB; dynamic headroom 1.5 dB. Black anodized
aluminum. 81/2 x 31/2 x 101/2 in; 10 lb $554

FORTE
Four A 50-W/ch Amplifier
2 channels. 50 W x 2 into 8 ohms or 100 W x 2
into 4 ohms. Class A; discrete DC circuitry; 8 in-
dividually matched IGBT output devices/chan-
nel; no global feedback. Balanced inputs $1,790

FT1 485-W Amplifier
5 channels. Designed for home -theater systems.
125 W x 3 + 55 x 2. Discrete DC circuitry; re-
lay protection for each channel; bipolar output
transistors. Auto turn -on $1,790

Fifty -Five 220-W/ch Amplifier
2 channels. 100 W x 2 into 8 ohms or MO W x 2
into 4 ohms. Class NAB operation; DC circuitry.
Matched IGBT output devices; no global feed-
back. Balanced inputs $1,390
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GOLDEN TUBE AUDIO
SE -40 40-W/ch Tube Amplifier
2 channels. 40 W x 2 into 8 ohms. Single -ended
parallel design; higher -gain mode for CD-di-
rect/passive preamp; Class A design. FR 20 Hz -
20 kHz; THD 5%. 45 lb $980
Tube replacement kit $120
Tube cover cage $100
Special Edition. As SE -40, with larger premium -
grade output transformers. 55 lb $1,380

HARMAN KARDON
Signature 2.1 500-W Amplifier
5 channels. 100 W x 5 into 8 ohms or 150 x 5
into 4 ohms, both from 20 Hz -20 kHz with
0.03% THD. Individual power supplies for each
channel. RCA inputs; output binding posts. Au-
to turn -on. S/N 100 dB; ch sep 90 dB. Black an-
odized -aluminum finish. 173A x 71/2 x 151/2 in;
47 lb $1,499

PA5800 400-W Amplifier
5 channels. 80 W x 5 into 8 ohms or 110 x 5 in-
to 4 ohms, both from 20 Hz -20 kHz with 0.03%
THD. 5 RCA inputs; output binding posts. Auto
turn -on. S/N 100 dBA; ch sep 80 dB. Black
matte finish. I73A x 61/4 x 151/2 in; 30 lb $999

INTERACTIVE LABS
Fatboy 500-W Amplifier
5 channels. 100 W x 5 into 8 ohms or 200 W x 5
into 4 ohms with 0.01% THD, both from 20 Hz -
20 -kHz. Designed for home theater. Current -
sense AC outlet allows remote turn -on from any
component. DC -control output allows the ampli-
fier to operate trigger -equipped devices. S/N 100
dBA; 51/4 x 17 x 151/2 in; 45 lb $1,999

JANIS
Interphase IA 125-W Mono Amplifier
I channel. Designed for subwoofers. 100 W rms
into 8 ohms or 200 x 1 into 4 ohms. 2 high-pass
and 2 low-pass 18-dB/oct Butterworth filters at
100 Hz; Line -level output. Variable low -pass -
filter gain; level and phase controls. THD
0.03%; S/N 90 dB $950
Interphase 3AT. As above, 70 W $750

JBL
S650 650-W THX Amplifier
5 channels. 130 W x 5 into 8 ohms or 200 x 5
into 4 ohms. THX-certified; forced -air cooling.
Remote turn -on. 19 x 7 x 16 in; 75 lb $2,850

S400 200-W/ch THX Amplifier
2 channels. 200 W x 2 into 4 ohms or 400 W x
I into 8 ohms. THX-certified. Remote turn -on.
19 x 51/4 x 16 in; 301b $1,750

JEFF ROWLAND DESIGN GROUP
Model 6 150-W Mom) \ in plan! r
I channel. 150 W into 8 ohms, 250 x I into 4
ohms, or 350 x I into 2 ohms. BPS -6 DC power
supply; aluminum chassis. Adjustable gain and in-
put imp. 171/2 x 51/4 x 141/4 in; 45 lb $16,000/pr
With dual -mono power supply $10.800/pr

Model 2 75-W/ch Amplifier
2 channels. 75 W x 2 into 8 ohms or 125 x 2 in-
to 4 ohms. BPS -2 DC power supply; aluminum
chassis. Adjustable gain and input imp ....$8.400
With dual -mono power supply $5,800

JRM ENGINEERING
Power Tower 540-W Amplifier
4 channels. MO W x 2+ 70 x 2 into 8 ohms, 350
x 2 + 175 x 2 into 4 oluns or 500 x 2 + 250 x 2

into 2 ohms. Complementary all-cascode Class
AB design; thermal, DC/clip, and power-up/fail
protections. Peak/avg LED level meters. FR 0.6
Hz -75 kHz; THD 0.02%; S/N 102 dB; slew rate
100 V/ps. 241/2 x 16 x 141/2 in; 65 lb $4,860

KENWOOD
KM -Z1 780-W THX Amplifier
6 channels. 130 W x 6 into 8 ohms or 150 W x
6 into 6 ohms. THX-certified; dual power sup-
plies; 2 -speed cooling fan; discrete power amp
circuitry. Gold-plated inputs; banana plug -com-
patible connectors $1,200

KM -X1000 130-W/ch THX Amplifier
2 channels. 130 W x 2 or 270 x I. THX-certi-
fied; dual power transformers; 2 -speed cooling
fan; discrete circuitry. Banana plug -compatible
connectors $450

KINERGETICS
KBA-280 140-W/ch Amplifier
2 channels. 140 W x 2 into 8 ohms or 380 x 2
into 2 ohms. Class A operation; dual -mono de-
sign; servo -controlled DC output. Slew rate 65
V/ps. 171/4 x 51/2 x 151/2 in; 64 lb $2,795

KBA-380 420-W Amplifier
3 channels. 140 W x 3 into 8 ohms. Class AB
operation; separate power supplies; 6 output
transistors per channel; servo -controlled DC
output. 171/4 x 51/2 x 151/2 in; 62 lb $1,995

KRELL
KAV-500 500-W Amplifier
5 channels. 100 W x 5 into 8 ohms or 200 x 5
into 4 ohms, both from 20 Hz -20 kHz with
0.03% THD; 400 x I into 8 ohms. Modular de-
sign; user -installable channels. RCA and XLR
inputs; 5 -way binding posts. Auto turn -on; gain
switch for each channel. 5-yr warranty. 19 x 61/4
x 17 in; 58 lb $4,500
4 -channel version of above $4,000
3 -channel version of above $3,500
2 -channel version of above $3.000

KAV-250a 250-W/ch Amplifier
2 channels. 250 W x 2 into 8 ohms, 500 x 2 into
4 ohms, or 1,000 x 2 into 2 ohms, alt from 20
Hz -20 kHz with 0.06% THD; 1,000 x 1 into 8
ohms. Class AB operation; multi -amp through-
put. RCA and XLR inputs and outputs; 5 -way
binding posts. Remote on/off trigger. S/N 118
dBA. 5-yr warranty. 19 x 63/x x 153A in;
43 lb $3,000

Legacy Audio Monobloc power amp

LEGACY AUDIO
legacy Monobloc 450-W Mono Amplifier
I channel. 450 W into 8 ohms or 800 x I into 4
ohms with 0.03% THD. Class NAB operation.
S/N 115 dB; damping factor 200; dynamic
headroom 2 dB. 17 x 6 x 15 in; 50 lb $2,425

Legacy 250-W/ch Amplifier
2 channels. 250 W x 2 into 8 ohms or 400 x 2
into 4 ohms with 0.03% THD. Class A/AB op-

eration; 10 hand -matched bipolar outputs per
channel. Dual outputs per channel. S/N 115 dB;
damping factor 200; dynamic headroom 2 dB.
17 x 6 x 15 in; 50 lb $1,895

LEXICON
/ Series

Alf models feature THX-certification, 5 -way
binding pasts, a low -voltage -trigger sensor, ad-
justable turn -on delay, signal -ground lift, and
RCA, XLR, and phono-jack inputs. Common
specs include S/N 110 dB and THD 0.01%. A
/9 -inch rack -mount faceplate is available as an
option.

Model 412 480-W Amplifier
4 channels. 120 W x 4 or 400 x 2 into 8
ohms $2,995
Model 312. As above, 120 W x 3 or 400 x 1 +
120 x I into 8 ohms $2,495
Model 225. 250 W x 2 or 800 x 1 into 8
ohms $2,295
Model 501. Mono, SOO W into 8 ohms $2,295
Model 212. 120 W x 2 or 400 x 1 $1,695

LINN
Klout 80-W/ch Amplifier
2 channels. 80 W x 2 into 8 ohms or 160 x 2 in-
to 4 ohms. Dual -mono design with separate reg-
ulated, isolated power supply for each channel;
overload, overcurrent, short-circuit, thermal,
over/undervoltage, and DC protections. 3 out-
put pairs: line -level daisy -chain connectors. Re-
mote turn -on; LED indicators $3,995

LK100 50-W/ch Amplifier
2 channels. 50 W x 2 into 8 ohms or 90 x 2 into
4 ohms. Overcurrent and thermal protections;
screened transformer; semi -regulated power
supply. Outputs for 4 speaker pairs; line -level
daisy -chain connectors $1,195

LUXMAN
M-7 150-W/ch Amplifier
2 channels. 150 W x 2 into 8 ohms or 230 x 2
into 4 ohms. FR 10 Hz -100 kHz +0, -1 dB;
THD 0.03% from 20-20 kHz; S/N 115 dB.
Champagne gold. 3-yr warranty $5,000

MA -383 200-W/ch Amplifier
2 channels. 200 W x 2 rms into 8 ohms from 20
Hz -20 kHz or 700 x 2 into 2 ohms. All -stage
symmetrical push-pull circuit; Star circuitry;
line -phase sensor. Gold-plated inputs; outputs
for 2 speaker pairs. A/B speaker selector; re-
mote turn-on/off; independent L/R volume con-
trols; clipping indicator. FR 10 Hz -100 kHz -1
dB; THD 0.04% from 20 Hz -20 kHz; S/N 126
dB. 171/2 x 7 x 171/4 in; 39 lb $1,495
M-363. As above, 110 W x 2 rms into 8 ohms
from 20 Hz -20 kHz or 330 x 2 into 2 ohms. Not
bridgeable. No volume control. 171/2 x 7 x 167/8
in; 30 lb $795

M-375 110-W/ch Amplifier
2 channels. 110 W x 2 into 8 ohms or 330 x 2
into 2 ohms. All -stage symmetrical push-pull
circuit: clipping indication by VU meters. Gold-
plated inputs. A/B speaker selector; remote
turn-on/off. FR 10 Hz -100 kHz -I dB; THD
0.04% from 20 Hz -20 kHz; S/N 126 dB. 171/2 x
7 x 161/4 in; 30 lb $995

MARANTZ
Model 9 70-W Tube Mono Amplifier
I channel. Reissue of vintage Marantz amp. 70
W rms, 140 W peak; 40 W rrns triode operation.
4, 8. and 16 -ohm connections, plus 1 -ohm tap
for center speaker. Metered adjustments; cali-
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brated analog meter; adjustments for balance of
driving signal. 7 -position test switch; gain con-
trol; phase switch $4,200

MA -700 200-W THX Mono Amplifier
1 channel. 200 W into 8 ohms with 0.05%
THD, 300 W into 4 ohms with 0.09% THD, or
600 W into 8 ohms bridged. Gold-plated RCA
input/output jacks. Variable input -level control;
DC and video signal on/off trigger. S/N 118 dB;
damping factor 200. 3-yr limited parts -and -la-
bor warranty $500

MA -500 125-W THX Mono Amplifier
I channel. 125 W rms into 8 ohms with 0.05%
THD or 180 W rms into 4 ohms with 0.09%
THD, all from 20 Hz -20 kHz. THX-certified;
multiple -unit bridging capability. Gold-plated
RCA input; 2 banana -plug outputs. Remote
turn-on/off with compatible equipment. S/N
116 dBA; damping factor 200 at 8 ohms. 3-yr
limited warranty. 33/8 x 51/4 x 173 in $300

MARK LEVINSON
Model 33 300-W Mono Amplifier
I channel. 300 W into 8 ohms, 600 into 4 ohms,
1.200 into 2 ohms, or 2,400 into 1 ohm. Adap-
tive biasing; AC generation and DC -offset cor-
rection up to I V; two independent bipolar pow-
er supplies; voltage gain and current -gain cir-
cuitry. Balanced input. THD 0.5%. 14 x 31 x
311/2 in; 435 lb $35,000/pr

Model 333 300-W/ch Amplifier
2 channels. 300 W x 2 into 8 ohms, 600 x 2 into
4 ohms, or 1,200 x 2 into 2 ohms. Adaptive bi-
asing; AC power filtering with DC -offset cor-
rection up to I V; separate power supplies for
each channel; voltage -gain circuitry. Balanced
input. FR 20 Hz -20 kHz; THD 0.5%. 173/4 x
101/2 x 19 in; 150 lb $8,995
Model 331. As above, 100 W x 2 into 8 ohms.
200 x 2 into 4 ohms, or 400 x 2 into 2 ohms.
173/4 x 91/2 x 19 in $4,995

McCORMACK
DNA -1 I85-W/ch Amplifier
2 channels. 185 W x 2 into 8 ohms or 370 x 2
into 4 ohms. Unbalanced input; binding -post
and barrier -strip outputs $1,995
Deluxe Version. As above, including Cardas
input and output connectors, Van Den Hul out-
put wire, and premium driver -stage compo-
nents $2,355
Mono Version. As DNA -1..370 W into 8
ohms. XLR and RCA inputs $4,595/pr
Deluxe Mono Version. As above, same extra
features as deluxe stereo version $5,315/pr

Micro Power Drive 50-W/ch Amplifier
2 channels. 50 W x 2 into 8 ohms, 75 x 2 into 4
ohms. 120 x 1 into 8 ohms, or 180 x 1 into 4
ohms. Compact chassis. RCA input; binding -
post outputs $895

McINTOSH
MC500 500-W/ch Amplifier
2 channels. 500 W x 2 cont into 2, 4, or 8 ohms
from 20 Hz -20 kHz with 0.005% THD. Outputs
for 2. 4, or 8 ohms. 2 power meters. S/N 90
dBA balanced, 85 dBA unbalanced; damping
factor 200; dynamic headroom 2.1 dB. 171/4 x
10% x 20% in; 110 lb $7,000

MCI000 1,000-W Mono Amplifier
1 channel. 1,000 W cont into 2, 4, or 8 ohms
from 20 Hz -20 kHz with 0.005% THD. Dual -
balanced design; Gold-plated multiway outputs
for 2. 4, or 8 ohms. Power meter. S/N 90 dBA
balanced, 85 dBA unbalanced; damping factor

200: dynamic headroom 2.1 dB. 171/4 x 103/8 x
20% in; 105 lb $6,500

MC300 300-W/ch Amplifier
2 channels. 300 W x 2 or 600 x I. McIntosh im-
pedance taps of 2, 4, and 8 ohms. XLR and
RCA inputs. 2 power meters $4,000

MC7106 960-W THX Amplifier
6 channels. 160 W x 6 into 4 ohms. THX-certi-
fied; protection circuitry. 171/2 x 7% x 20 in;
53 lb $3,500

MC7108 320-W Amplifier
8 channels. 40 W x 8 into 8 ohms; each channel
pair bridgeable to 100 W into 4 ohms. 171/2 x
71/8 x 20 in; 40 lb $2,500

MERIDIAN
Model 556 100-W Mono Amplifier
I channel. 100 W into 8 ohms. Dual -mono con-
struction. RCA inputs; twin outputs for bi-
wiring. S/N 90 dB. Black. 67/8 x 15% x 12 in;
60 lb $1,595

MUSEATEX
ASIO 100-W/ch Amplifier
2 channels. 100 W x 2. MOSFET output; float-
ing -charge power supply $1,999

NAD
The following feature Extended Dynamic Power
circuitry for increased dynamic headroom and
Soft Clipping circuitry to prevent speaker -dam-
aging distortion.

Model 218THX 225-W/ch THX Amplifier
2 channels. 225 W x 2 cont or 780 W x I into 8
ohms from 20 Hz -20 kHz at 0.03%. All -dis-
crete circuitry. XLR and RCA inputs; 5 -way
binding posts. S/N 120 dB. 19 x 67/8 x 141/2 in;
51 lb $1,099

Model 216THX 125-W/ch Amplifier
2 channels. 125 W x 2 or 400 W x I into 8
ohms from 20 Hz -20 kHz at 0.03% THD. All -
discrete circuitry. 5 -way binding posts. S/N 119
dB. I71/8x 5 x 15 in; 31 lb $699

Model 916 180-W Amplifier
6 channels. 30 W x 6 cont from 20 Hz -20 kHz
with 0.5%THD, 30 x 4 +90x 1,30x 2 +90x
2. or 90 x 3, all into 8 ohms. 3 discrete power
supplies; 2 -ohm drive capability. 6 buffered
line -level outputs. S/N 85 dB. 161/2 x 41/4 x
141/2 in $699

Model 214 80-W/ch Amplifier
2 channels. 80 W x 2 from 20 Hz -20 kHz at
0.03% THD or 240 W x 1, both into 8 ohms.
All -discrete circuitry. 5 -way binding posts. S/N
117 dB. I71/8 x 5 x 15 in; 261b $499

Model 912 30-W/ch Amplifier
2 channels. 30 W x 2 cont from 20 Hz -20 kHz
with 0.5% THD or 90 x 1, both into 8 ohms. 2 -
ohm drive capability. Variable input sens. S/N
85 dB; damping factor 100 at 50 Hz; dynamic
headroom 2 dB. 161/2 x 3% x 10% in $299

NAIM
NAP -135 75-W Mono Amplifier
I channel. 75 W continuous into 8 ohms. 2
regulated power supplies; thermal protection;
fan cooling. FR 3 Hz -40 kHz ±3 dB. 163/4 x 3
x 113/4 in $3,400

NAP -250 70-W/ch Amplifier
2 channels. 70 W x 2 cont into 8 ohms. 4 regu-

lated power supplies; thermal protection. FR 3
Hz -40 kHz ±3 dB $3,400

NAP -90/3 30-W/ch Amplifier
2 channels. 30 W x 2 cont into 8 ohms. Protec-
tion circuitry. FR 5 Hz -40 kHz ±3 dB $900

NILES
SI-1230 300-W Amplifier
12 channels. Designed for multiroom systems.
30 W x 12 into 8 ohms from 20 Hz -20 kHz with
0.04% THD; channel pairs bridge to 80 x I into
8 ohms from 20 Hz -20 kHz with 0.06% THD.
Thermal and short-circuit protection. 12-V DC
switched trigger output; 5 -way binding posts.
BusMatrix selector to route stereo, mono, and
surround sound simultaneously to different
rooms; level controls for each channel; music -
sense and external -voltage -trigger turn -on
modes; level controls for each channel. 17 x 51/4
x 14 in; 29 lb $1,195

ONKYO
Integra M-504 165-W/ch Amplifier
2 channels. 165 W x 2 rrns into 8 ohms or 530 x
2 max into 2 ohms. Dual -mono designs. Discrete
outputs. 4 -way speaker selector; peak power me-
ters. THD 0.003%; S/N 120 dB; damping factor
140. 183/8 x 73/8 x 16% in; 50 lb $870

M-501 150-W/ch Amplifier
2 channels. 150 W x 2 rms into 8 ohms or 400 x 2
into 2 ohms. Protection circuitry. Outputs for two
speaker pairs. THD 0.09%; S/N 100 dB; damping
factor 60. 17% x 57/8 x 1334 in; 23 lb $399

Parasound HCA-2205A power amp

PARASOUND
HCA-2205A 1,100-W THX Amplifier
5 channels. 220 W x 5 into 8 ohms or 300 x 5
into 4 ohms, both from 20 Hz -20 kHz with
0.03% THD. Direct coupled; Class AB design;
matched JFET input stage; MOSFET driver
stage; 8 Beta -matched 15 -ampere 60 -MHz bipo-
lar output transistors per channel. Gold-plated
RCA inputs; 5 output loops; Gold-plated bind-
ing posts. Auto turn -on trigger; gain controls; 4
rack -space front panel; rack mountable; excess
DC, overcurrent, and thermal protection $2,500

HCA-1206 810-W THX Amplifier
6 channels. Designed for home -theater systems.
135 W x 6 into 8 ohms or 200 x 6 into 4 ohms;
channel pairs bridge to 300 x I. THX-certified;
matched JFET inputs; mosFET drivers; 24 Be-
ta -matched 15 -ampere 16 -MHz bipolar outputs;
DC servo circuitry; direct coupling. Gold-plated
5 -way binding posts and RCA jacks. Looping
switches for multiple -zone stereo; current -over-
load indicators $1,950

HCA-22001I 250-W/ch Amplifier
2 channels. 250 W x 2 into 8 ohms. 400 x 2 into
4 ohms, 400 x 2 into 2 ohms, 800 x I into 8
ohms, or 1,000 x I into 4 ohms. Matched WET
inputs; MOSFET drivers; DC servo circuitry; di-
rect coupling. XLR inputs; gold-plated 5 -way
binding posts. Gold XLR-input selector switch-
es. THD 0.07% $1,795
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HCA-2003 600-W Amplifier
3 channels. 200 W x 3 into 8 ohms or 300 x 3
into 4 ohms. Separate power supplies for each
channel; separate supplies for driver stage of
each channel. Rack mountable $1,650

HCA-1205A 360-W THX Amplifier
5 channels. 120 W x 5 into 8 ohms or 200 x 5
into 4 ohms, both from 20 Hz -20 kHz with
0.03% THD. Direct coupled; Class AB design;
matched JFET input stage; 6 Beta -matched 15 -
ampere 60 -MHz bipolar output transistors per
channel. 5 gold-plated RCA inputs; 5 output
loops; gold-plated 5 -way binding posts. Auto
turn -on trigger; rear -mounted gain controls;
gold-plated bridging switches; 4 rack -space
front panel; rack mountable; excess DC, over -
current, and thermal protection $1,650

HCA-1500A 205-W/ch THX Amplifier
2 channels. 205 W x 2 into 8 ohms, 315 x 2 into
4 ohms, or 630 x I into 8 ohms, all from 20 Hz -
20 kHz with 0.03% THD. Direct coupled; Class
AB design; matched JFET input stage; MOSFET
driver stage; 8 Beta -matched 15 -ampere 60 -
MHz bipolar output transistors per channel.
Gold-plated RCA inputs; 2 output loops; gold-
plated 5 -way binding posts. Auto turn -on trig-
ger; rear -mounted gain controls; gold-plated
bridging switches; 4 rack -space front panel;
rack mountable; excess DC, overcurrent, and
thermal protection $995

HCA-1000A 135-W/ch THX Amplifier
2 channels. 135 W x 2 into 8 ohms with 0.03%
THD, 200 x 2 into 4 ohms, or 300 x I into 8
ohms. THX-certified; complementary JFET in-
put transistors; MOSFET drivers; DC servo cir-
cuitry; direct coupling; dual independent power
supplies. Gold-plated 5 -way binding posts;
RCA inputs. Current -overload indicators; gain
controls; auto turn -on with 12-VDC trigger sig-
nal. Available with 171/4 -in front -panel $575

P/HA-150 Headphone Amplifier
2 channels. Class A design. Two inputs; two
phone -jack headphone outputs. Special -design vol-
ume control; mute switch. 91/4 x 13/4 x 7 in $290

ZAMP 30-W/ch Amplifier
2 channels. 30 W x 2 into 8 ohms. Low -imped-
ance capability; DC servo coupled circuitry.
Front -panel headphone jack. Rear -panel level
controls $249

PER REAU X
Classic models have polished aluminum, silver
or black chrome, or 24k gold-plated front pan-
els. Professional models have black aluminum
front panels.

Model 6160 Classic 960-W Amplifier
6 channels. 160 W x 6 into 8 ohms from 20 Hz -
20 kHz with 0.02% THD. Clipping indicators.
Damping factor 500; dynamic headroom 2.3
dB. 81 lb $5,395

Model 750 Classic 750-W Mono Amplifier
I channel. 750 W into 8 ohms from 20 Hz -20
kHz with 0.05% THD. XLR and RCA inputs;
biwirable. Damping factor 700; dynamic head-
room 2 dB. 77 lb $5,395

E160 160-W/ch Amplifier
2 channels. 160 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.02% THD $1,795

PIONEER
M-91 200-W/ch Amplifier
2 channels. MO W x 2 cont into 8 ohms from 20
Hz to 20 kHz with 0.003% THD. Outputs for

two speaker pairs; headphone jack. S/N 125
dBA. 18 x 61/2 x 17 in $1,400

M-72 200-W Amplifier
4 channels. 50 W x 4 cont into 8 ohms from 20
Hz -20 kHz with 0.02% THD or 100 x 2 cont in-
to 8 ohms from 20 Hz -20 kHz with 0.009%
THD. Headphone jack. S/N 120 dBA. 181/2 x
61/2 x 163/4 in $1,000

PROCEED
AMPS 450-W THX Amplifier
3 channels. 150 W x 3 into 8 ohms; 250 x 3 into
4 ohms. Dedicated power supply for each chan-
nel. 2 sets of 5 -way binding posts; XLR and
RCA inputs. Remote turn -on capability $2,995
AMP2. As above, 2 channels $1,995

PS AUDIO
PS -200 Delta 200-W/ch Amplifier
2 channels. 200 W x 2 into 8 ohms or 375 x 2
into 4 ohms. Class AB operation; EMI/RFI fil-
tering; fuse protection; direct coupling; bal-
anced inputs. THD 0.1%; slew rate 150 V/ps.
17 x 6 x 17 in; 68Ib $2,195
As above without balanced inputs $1,995

PS -100 Delta 120-W/ch Amplifier
2 channels. 120 W x 2 into 8 ohms or 200 x 2
into 4 ohms. Dual -mono design. Direct input
and output. THD 0.1%; slew rate 150 V/ps. 17
x 6 x 17 in; 45 lb $1,295

QUAD
Quad 77 160-W Mono Amplifier
I channel. 160 W into 8 ohms. High -current de-
sign. RCA and 77AMPBUS inputs. QuadLink
control -bus allows control of other Quad 77 Se-
ries components in A/V installations of up to 6
channels. 21/2 x 13 x 12 in $1,350

Quad 77 84-W/ch Amplifier
2 channels. 84 W x 2 into 8 ohms or 115 x 2 in-
to 4 ohms, both at 0.05% THD. High -current
design. RCA and 77AMPBUS inputs. Quad -
Link control -bus. FR 3 Hz -50 kHz +0/-3 dB.
21/2 x 13 x 12 in $1,199

QUICKSILVER AUDIO
V4 120-W Tube Mono Amplifier
I channel. 120 x 1 into 4 or 8 ohms from 22
Hz to 40 kHz. Four matched KT88 output
tubes; 12 FQ7 input tube; 12 BH7 driver tube;
Class AB operation; pentode output stage;
point-to-point hand wiring. 5 -way binding
posts. Chassis -mounted bias meter; bias con-
trol for each output tube. Bright nickel chassis.
3-yr parts -and -labor warranty. 163/4 x 71/2 x
133/4 in; 51 lb $1,900

Mini -Mite 25-W Mono Tube Amplifier
I channel. 25 W into 2, 4, or 8 ohms. Class AB
design; one I 2AX7 input tube; two matched
EL34 self -biasing output tubes; separate 2-, 4-,
and 8 -ohm output taps. FR 13 Hz -50 kHz. Car-
bide -black chassis. 8 x 11 x 51/2 in; 20 lb....$499

ROTEL
RB 993 600-W Amplifier
3 channels. 2t)0 W x 3 into 8 ohms from 20 Hz -
20 kHz with 0.03% THD. Front -panel heat sink
design; auto thermal -protection circuitry. RCA
and XLR inputs; 5 -way binding -posts. S/N 120
dB; damping factor 500. Black. 5-yr warranty.
173/4 x 43/4 x 143/1 in; 34 lb $1,500

RB 985THX 500-W THX Amplifier
5 channels. 100 W x 5 cont into 8 ohms. THX-

certified. RCA and DB-25 inputs. FR 10 Hz -80
kHz 1-0.5 dB; S/N 115 dB; damping factor 180.
173/4 x 51/2 x 1551/2 in $1,000

RB 991 200-W/ch Amplifier
2 channels. 200 W x 2 cont into 8 ohms. Bal-
anced inputs. FR 4 Hz -100 kHz +0.5, -4 dB;
S/N 120 dB; damping factor 1000. 173/4 x 41/4 x
141/4 in $1,000

RB 981 120-W/ch Amplifier
2 channels. 120 W x 2 or 360 x I cont into
8 ohms. FR 4 Hz -100 kHz +0.5, -4 dB; S/N
120 dB; damping factor 1,000. 171/2 x 41/4 x
12 in $600

RB 971 60-W/ch Amplifier
2 channels. 60 W x 2 or 180 x 1 cont into 8
ohms. FR 15 Hz -100 kHz -4 dB; THD 0.03%;
S/N 116 dB; damping factor 280. 173/4 x 351/2 x
12 in $380

SONANCE
Sonamp 260 x 3 60-W/ch Amplifier
2 channels. 60 W x 2 into 8 ohms or 100 x 2 in-
to 4 ohms. Class AB output stage. RCA output
for daisy -chaining. On/off signal sensing; level
controls; switches for 3 speaker pairs. FR 20
Hz -20 kHz; THD 0.05% $499
Sonamp 260. As above without extra speaker -
pair switches $430

SONIC FRONTIERS
Power 2 110-W/ch Tube Amplifier
2 channels. 110 W x 2 into 2, 4, or 8 ohms from
20 Hz -20 kHz with 1% THD. Fully balanced
operation; push-pull Class AB design; ultralin-
ear operation. 2 XLR balanced inputs; 4 bal-
anced or unbalanced RCA inputs; Cardas bind-
ing posts. Switch -selectable input configuration;
2 -color LED Bias indicators. S/N 110 dBA;
slew rate 16 V/ps; damping factor 50. Black or
gold. 5-yr parts -and -labor warranty. 18 x 9 x 22
in; 110 lb $4,995

SONOGRAPHE
SA400 200 -Nish Amplifier
2 channels. 200 W x 2 into 8 ohms. Bipolar out-
put stage. 17 x 51/4 x 13 in $1,695
SA250. As above, 125 W x 2 $1,195

SONY
TA-N9OES 100-W/ch Amplifier
2 channels. 100 W x 2 into 8 ohms with 0.015%
THD or 140 x 2 into 4 ohms with 0.01% THD.
Power MOSFET output stage; triple push-pull
complementary output stage; dual -mono design;
protection circuitry. Balanced-XLR inputs. S/N
120 dB: damping factor 100 into 8 ohms at I

kHz; dynamic headroom 2.8 dB. 5-yr limited
warranty. 17 x 651/2 x 161/2 in; 46 lb $2,700

TA-N55ES 110-W/ch Amplifier
2 channels. 110Wx 2 into 8 ohms with 0.004%,
150 x 2 into 4 ohms, or 300 x I into 8 ohms.
Parallel push-pull output stage with 4 transistors
per channel; thermal and short-circuit protec-
tions. Axed and variable inputs; mono input/out-
put; parallel AB speaker terminals. Gain con-
trol. Dynamic headroom 2.8 dB. 5-yr limited
warranty. 17 x 6 x 141/2 in; 27 lb $580

TA -N220 180-W Amplifier
4 channels. 45 W x 4 with 0.015% THD, 100 x
1 + 45 x 2 with 0.1% THD, or 100 x 2 with
0.1% THD, all into 8 ohms from 20 Hz -20 kHz.
Variable line -level -gain and bridging controls;
front -panel status indicators. Dynamic head-
room 2.3 dB. 17 x 53/4 x 1451/2 in; 20 lb $400

FEBRUARY 1 998 STEREO REVIEW 77



AMPLIFIERS
SOUNDSTREAM
DA2 200-%% ch 111X Amplifier
2 channels. 200 W x 2 cont into 8 ohms from 20
Hz -20 kHz with 0.1% THD or 1,000 x 1 into 4
ohms. XLR and RCA inputs; 5 -way binding
posts. THX-certified; half -ohm stability; har-
monic -phase correction circuit. FR 20 Hz -20
kHz -0.25 dB; S/N 110 dBA; slew rate 30 V/ps;
damping factor 500. 171/2 x 13/4 x 15 in ....$1,195

RA100 Mk111 50-W/ch Amplifier
2 channels. Designed for one zone in multi -
room system with SN1 controller. 50 W x 2 in-
to 4 ohms from 20 Hz -20 kHz with 0.1%
THD. 1 -ohm stability. Outputs for 4 speaker
pairs; variable line -level outputs; input for lo-
cal audio source; signal -processor loop. Re-
mote volume and balance controls. Wall or
shelf mountable. FR 20 Hz -20 kHz -0.5 dB. 9
x 11/4 x 14 in; 5 lb $595

Mpower Series
The following feature a modular design based
on the single -channel MI M amplifier module.

M3M 360-W THX Amplifier
3 channels. 120 W x 3 cont into 8 ohms from 20
Hz -20 kHz with 0.05% THD. Tri-monoblock
construction; high -current circuitry. XLR and
RCA inputs; 5 -way binding posts. FR 20 Hz -20
kHz -0.25 dB; S/N 113 dBA; slew rate 30 V/ps;
damping factor 350. 42 lb $1.349
M2M. 2 -channel version of M3M. 120 W x 2.
17 x 53/4 x 16 in; 28 lb $899
M1M. 1 -channel version. 120 W.53 x 53/4 x
16 in; 14 lb $449

SUNFIRE
Cinema Grand 1,000-W Amplifier
5 channels. Designed for impedance loads as
low as I ohm. 200 W x 5 into 8 ohms or 400 x 5
into 4 ohms. Crystal base with damping supports
for vibration isolation. Balanced inputs. Auto -
on; power -supply energy meter on front panel.
5-yr warranty. 19 x 61/2 x 153/4 in; 44 lb $2,375

Sunfire Signature 600-W/ch Amplifier
2 channels. 600 W x 2 into 8 ohms. 1,200 x 2 in-
to 4 ohms, 1,200 x 2 into 2 ohms, or 4,000 x 2
into I ohm. Designed to drive any load imped-
ance. Power -supply energy meter. 5-yr warran-
ty. 19 x 61/2 x 153/4 in; 47 lb $2,995
Sunfire. As above, 300 W x 2 into 8 ohms, 600
x 2 into 4 ohms. 1.200 x 2 into 2 ohms, or 2,400
x 2 into I ohm. 43 lb $2.175

TANDBERG
TPA 4147 360-W Amplifier
3 channels. 120 W x 3 into 8 ohms. FR 20 Hz -20
kHz +0, -1 dB; S/N 90 dBA. 28 lb $1,599

TPA 4146 120-W/ch Amplifier
2 channels. 120 W x 2 into 8 ohms. FR 20 Hz -
20 kHz +0, -1 dB; S/N 90 dBA. 22 lb $1,299

TECHNICS
SE -A1000 65-W/ch Amplifier
2 channels. 65 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.01% THD. MOS Class AA cir-
cuitry with MOSFET devices in Class A voltage -
control amp and bipolar transistors in current -
drive amp. Analog power meters $730

THRESHOLD
The following are available in a pewter -gray
finish for an additional $100.

T400 150-W/ch Amplifier
2 channels. 150 W x 2 into 8 ohms, 300 x 2 into
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4 ohms, or 450 x I into 8 ohms. Class A opera-
tion; dual -mono design; discrete direct -coupled
circuitry; I -ohm load capability; 18 individually
matched output devices per channel; no global
feedback. Balanced inputs. 10-yr parts -and -la-
bor warranty $5.950

T100 60-W/ch Amplifier
2 channels. 60 W x 2 into 8 ohms, 120 x 2
into 4 ohms, or 180 x 1 into 8 ohms. Class A
operation; discrete direct -coupled circuitry; 12
matched output devices per channel; no global
feedback. Balanced inputs. 10-yr parts -and -la-
bor warranty $3,190

T50 50-W/ch Amplifier
2 channels. 50 W x 2 into 8 ohms, 100 x 2 into
4 ohms. Class A operation; discrete direct -
coupled circuitry; 8 matched output devices per
channel; no global feedback. Balanced inputs.
10-yr parts -and -labor warranty $2,490

YAMAHA
MX -1 200-W/ch Amplifier
2 channels. 200 W x 2 rms into 8 ohms with
0.008% THD or 350 x 2 rms into 2 ohms with
0.09% THD. Gold-plated printed -circuit -board
wiring; twin transformers; Class A operation;
linear damping circuit. Link for CX- I or CX-2
preamp; 3 -way binding posts; gold-plated solid -
brass inputs. S/N 125 dB; damping factor 350.
171/2 x 45/2 x 191/2 in; 53 lb $1,199
MX -2. As above, 150 W x 2 rrns into 8 ohms or
230 x 2 ins into 2 ohms. 171/2 x 45AI x 191/2 in;
42 lb $899

PREAMPLIFERS

ACCUPHASE
DC -300 Digital Preamplifier
3 sets of digital inputs and outputs including a
recording loop; ext-processor loop. Digital level
attenuator with noise shaping; MMB-type D/A
convener achieves 20 -bit linearity; jitter -free
PLL circuit; DSP tone control. Remote control.
THD 0.002%; S/N 122 dBA; max output 5 V
rrns. Various options available. 19 x 57/8 x 16
in; 48 lb $16,500

C-250 Preamplifier
Balanced and unbalanced inputs and outputs;
headphone jack. Separate amp housings for left
and right channels; logic -controlled relays; gold-
plated circuit board; infrasonic filter; separate
headphone amplifier; motor -driven mirror -fin-
ished volume control. Remote source switching
and volume -level control; balance control. THD
0.005%. 183/4 x 51/2 x 161/2 in; 30 lb $4,495

ACURUS
REA I Preamplifier
2 tape outputs; 2 line -level outputs. Hand-craft-
ed construction; pure -discrete Class A design;
dual -mono DC power supplies; silver -to -silver
switching contacts. Remote control with vol-
ume, balance, and mute controls. I9 -inch front
panel optional. THD 0.05%; S/N 95 dBA 17 x
31/2 x 8 in; 14 lb $799
LSII. As above without remote control $649

ADCOM
GTP-740 A/V Preamplifier/Tuner
Dolby Digital, Dolby Pro Logic, Cinema, Sym-
phony Hall, Stadium, Jazz Club, and 5 -Channel
Stereo modes. CD, tape, DVD, digital-aux, dig-
ital-RF, laserdisc, VCR, and video-aux inputs;
VCR, tape, second room, left, right, center, left

surround, right surround, and 2 subwoofer out-
puts; infrared rear -panel input. Class A output
stage; digital bass management; 20 -bit D/A and
A/D converters; 20 -bit filters. Remote control.
Black. 17 x 4 x 12 in $1,400

GTP-600 A/V Preamplifier/Tuner
Dolby Pro Logic, Cinema augmentation of DPL
and other surround modes. 4 line -level inputs; 4
composite/S-video inputs; 2 monitor outputs;
subwoofer output; gold-plated RCA connectors.
Variable surround -channel delay; on -screen dis-
play; learning remote control. FR 20 Hz -20 kHz
1-0.5 dB; THD 0.005%; S/N 100 dB. 17 x 41/4 x
12.1/4 in; 171b $1,100

GFP-55511 Preamplifier
5 line -level inputs; MM/MC phono input; I di-
rect -coupled and one -normal output. Class A
circuitry; separate headphone amp. Record -out
selector. FR 5 Hz to 85 kHz 1-0.5 dB; THD
0.003%. 15 lb $600

GTP-450 Preamplifier/Tuner
5 line -level inputs; signal -processor loop.
Quartz -referenced digital tuner; motor -driven
volume control. 14 AM/FM presets; remote con-
trol. FR 20 Hz -20 kHz 1-0.5 dB; THD 0.0075%;
S/N 95 dB. 17 x 31/4 x 121/4 in; 14 lb $500

A/D/S/
SC4 4 Zone Preamplifier
8 A/V inputs. 4 stereo zones digitally controlled
from remote located control panels (CP8);
source control from control panels; fully pro-
grammable; doorbell- and phone -activated mut-
ing; expandable to 24 rooms. FR 20 Hz -20 kHz
1-0.5 dB $2,500

AMC
AV81HT A/V Preamplifier
Dolby Pro Logic and ambience modes. 4 -pr au-
dio inputs; 4 sets A/V composite inputs; cali-
bration mic input; 2 buffered audio tape out-
puts; 2 A/V buffered record outputs; buffered
video output; headphone jack; subwoofer out-
put. Class AB; subwoofer crossover 80 Hz;
low-pass and high-pass main left and right out-
puts. Center channel mode switch; built-in Dol-
by calibration system with microphone; 6 man-
ual output controls for front, center, surround,
and subwoofer; tone -control bypass switch; re-
cord -output selector; subwoofer high-pass out-
put switch; remote control. FR 20 Hz -20 kHz
0.5 dB; THD 0.01%; S/N 95 dB; max output
12 V rms. Black. 17 x 31/2 x 13 in; 15 lb $750
AV81HT THX. THX-certified version of the
above, no ambience mode $1,200

CVT 1030a Tube Preamplifier
5 line -level inputs, I balanced; 2 line -level out-
puts; tape output; headphone jack. Class A output;
regulated power supplies. Tape -monitor switch;
power switch and indicator, phones/normal/direct
switch. FR 20 Hz -20 kHz 3-0.5 dB; THD 0.03%;
S/N 79 dB phono, 96 dB line; max output 22 V
ins. Black. 17 x 5 x 13 in; 19 lb $750
CVT 1030. As above, no balanced input $600

ANTHEM
PRE IL Tube Preamplifier
4 line -level inputs; 2 line -level outputs; tape
monitor loop. Vacuum tube signal path; switch -
able 4-, 8-, or 16 -dB gain; built-in headphone
amplifier. Volume, balance, and input -selector
controls; tape -monitor switch; headphone jack;
mute and mono/stereo switch. FR 2 Hz -130 kHz
1-0.5 dB; THD 0.1%; S/N 90 dBA; max output
30 V rms. Silver or black. Limited 5-yr warranty,
tubes 1 yr. 19 x 51/4 x 11 in; 20 lb $995
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PRE IP Tube Preamplifier
Phono input; line -level output. Vacuum -tube pho-
no stage; 50 -dB gain; all -tube gain stage. Power
and mute switch. Frequency response 20 Hz -20
kHz 1-0.5 dB; THD 0.15%; S/N 80 dBA; max
output I V rms. Silver or black. 5-yr parts -and -la-
bor warranty. 19 x 51/4 x I I in; 18 lb $695

ARAGON
Model 28K Preamplifier
6 inputs; 2 line -level outputs; 2 tape outputs;
gold-plated connectors. Handcrafted fully dis-
crete Class A design; dual -mono DC supply;
direct -coupled output; single switch contact in
signal path; discrete -transistor regulation;
matched signal -path transistors; silver switch
contacts. Remote volume and balance controls;
Separate listen and record switches. FR 20 Hz -
20 kHz /OA dB; THD 0.04%; S/N 100 dBA. 19
x 31/2 x I l in; 20 lb $1,199

Model 47K Phono Preamplifier
External dual -mono DC power supply; fully
discrete Class A design; matched transistors. No
front -panel switches or gain controls; no power
switch; internal gain load-impedence adjust-
ments via gold -to -gold shorting bars. S/N 86
dBA MM. 19 x 21/2 x 101/2 in; 18 lb $595

AUDIO BY VAN ALSTINE
FET-Valve EC 'tube Preamplifier
Phono inputs; 7 line -level inputs; 2 tape loops;
signal -processor loop; headphone jack. Hybrid
vacuum-tube/mosFur design; voltage- and cur-
rent -overload protection; regulated power sup-
plies. Bass, treble, and balance controls. Black
anodized faceplate. 17 x 31/2 x 13 in $1,279

Super Pas 4i SL Tube Preamplifier
Phono inputs; 5 line -level inputs; 2 tape loops;
headphone jack. Straight-line vacuum -tube volt-
age -gain circuits; solid-state current drivers; to-
roidal transformer; regulated power supplies.
Balance control. Black anodized faceplate 12 x
31/2 x 9 in $709

AUDIO DESIGN ASSOCIATES
Cinema Reference THX Dolby Digital/DTS
Preamplifier
Dolby Digital, DTS, THX Home Cinema, Dolby
Pro Logic, Phantom, Phantom Plus, 5 -Channel
Quad, and Music modes. 8 audio inputs; 4 coax-
ial- and 3 optical digital inputs; 8 composite -vid-
eo, 4 S -video, 2 component -video inputs; main
component -video output; 8 audio outputs; I S -
video and 4 composite -video outputs; switched
AC outlet. Auto -sensing software; programma-
ble video -follow -audio switching. LCD preamp
status display; auto/manual-set front -panel illu-
mination. Includes wireless bidirectional remote
control. Black -anodized chassis with black -an-
odized, black chrome, brass, or chrome front
panel. 19 x 51/4 x 20 in; 25 lb $8,000

Olympus I Tube Preamplifier
3 matched vacuum tubes; 24k gold-plated hand -
polished solid -brass component construction.
Volume and loudness controls $5,000
Olympus II. Passive input selector for above.
Inputs for 4 sources; 1 tape output; 1 main out-
put. 24k gold-plated hand -polished solid brass
component construction $1,200

AUDIO RESEARCH
Reference 1 Tube Preamplifier
8 switchable balanced/unbalanced inputs; re-
cord -output; 2 main switchable balanced/unbal-
anced outputs. Eight 6922 tubes. Full -function
remote control. 19 x 7 x 151/2 in; 30 lb ....$8,495

LS15 Tube Preamplifier
2 balanced and 5 unbalanced inputs including
tape monitor; 2 balanced and 5 unbalanced out-
puts including record -out. Four 6922 tubes.
Full -function remote control. 19 x 51/4 x 101/2
in; 12 lb $2,995

AudioSource PreAmp/Tuner Two

AUDIOSOURCE
PreAmp/Tuner Two Preamplifier/Tuner
6 inputs; 2 outputs. Video switching; remote
switching; 18 station presets; remote control...$499

PRE One Preamplifier
6 inputs: 2 main output pairs; MC phono input.
Digital input switching; FET inputs; bass-EQ
circuitry; infrasonic filter. Bass, midrange, and
treble controls; tape -dubbing capability. S/N 85
dB MM, 70 dB MC. 100 dB line. 161/2 x 23 x

115/8 in; 8 lb $279

AUDIO SYNTHESIS
Passion Preamplifier
Line -level inputs only; one tape loop. THD
0.0002% $1,295
Pro Passion. As above, no tape loop $995

AUDIRE
Differ 5 Preamplifier
Line -level only. Dual -mono construction with 2
pairs balanced inputs, I pair balanced outputs;
separate volume controls. Differential FET input
stage: DC coupled; separate regulated power
supplies. S/N 96 dB. 19 x 31/2 x 71/2 in $2,500

Legato Preamplifier
5 line -level inputs; MM phono; 2 tape loops; 2
line -level outputs. Regulated power supply;
DC -coupled stages; no internal wiring. FR 5
Hz -100 kHz. 1-0.25 dB line; S/N 75 dBA phono,
90 dB line. 19 x 21/4 x 71/2 in $587

B&K COMPONENTS
A VP3090 Dolby Digital Preamplifier
Dolby Digital, DTS, Dolby Pro Logic, Home
Cinema 5.1 -channel, and Home Cinema (stan-
dard 4 -channel) modes. 6 digital audio inputs; 4
composite- and 3 S -video inputs $2,498

AVP4090 Dolby Digital/DTS Preamp/Tuner
Dolby Digital, DTS, Dolby Pro Logic. Home
Cinema 5.1 -channel, and Home Cinema (stan-
dard 4 -channel) modes. Integrated AM/FM tun-
er. 6 digital audio inputs; 4 video inputs $2,498

AVP1030 Dolby Digital Preamplifier/Tuner
Dolby Digital and Dolby Pro Logic surround
modes. DTS-upgradable. 6 digital audio inputs;
4 video inputs. Integrated AM/FM tuner with
40 presets. 20 personal memories $1,998

AVPI000 A/V Preamplifier/Tuner
Dolby Pro Logic. 4 composite -video inputs and
outputs; 6 line -level inputs; 3 line -level outputs.
Tuner with 40 AM/FM presets; 20 user presets;
custom naming for memories, functions, and in-

puts; programmable remote control. FR 20 Hz -
10 kHz; THD 0.02%; S/N 89 dB. FM: 50 -dB
quieting sens 20 dBf; AM rej 55 dB; cap ratio 2
dB; alt-ch sel 55 dB; S/N 70 dB. 17 x x 12
in; 20 lb $998

BOULDER
Model 2010 Preamplifier
Six balanced inputs (adaptors convert to unbal-
anced inputs); 2 balanced outputs; 2 balanced tape
outputs; optical connections between digital and
audio sections. Four chassis: left audio, right au-
dio, digital control, and power supply; 18 discrete
gain stages. 100 -dB attenuator in 0.I -dB steps;
large LED readout; remote control $33,000

LSAE Preamplifier
Two balanced and 6 unbalanced inputs; balanced
and unbalanced outputs. Hand -built gain stages.
FR 20 Hz -20 kHz 1-0.05 dB: THD 0.005% at 20
kHz. 17 x 43% x 15-1/4 in; 12 lb $3,995

BRYSTON
The following feature a 20 -year warranty.

BP-25MC Preamplifier
2 balanced inputs; 5 unbalanced inputs; 2 un-
balanced outputs; balanced output tape and
processor loops; MC phono input. Remote with
phase. volume, mute controls. THD 0.0025%.
19 x 1-1/4x 11 in $2,995
BP -25P. As above, MM phono only $2,395
BP -25. As BP-25MC, no phono stage $1,995
BP -20. As BP -25, without remote phase. vol-
ume, and mute controls $1,495
BP -1. MM phono stage for BP -20. Balanced
and unbalanced outputs $750

BP -5 Preamplifier
Phono input; 3 line -level inputs; balanced out-
put; tape and processor loops. 2 -stage phono
section; no internal wiring with components
plugging directly into boards; volume control
laser -trimmed to 0.25 -dB accuracy. THD
0.005%; S/N 80 dBA phono, 95 dBA line. 19 x
13/4x8 in $1,065

CARVER
CT -26v A/V Preamplifier
Dolby Pro Logic Surround with 5 -mode ad-
justable delay. 3 audio inputs; 2 AN inputs;
composite -video output; subwoofer output. De -
correlation circuit widens rear soundstage. Re-
mote control. FR 20 Hz -20 kHz 1-0.5 dB; S/N
74 dBA phono. FM: 50 -dB quieting sens 40.7
dBf stereo; S/N 75 dB stereo. 19 x 41/2 x 131/2
in; 12 lb $649

CT -24 Preamplifier/Tuner
7 audio inputs; 3 composite -video inputs; coaxial
CATV FM input. 30 AM/FM presets; remote
control. FR 20 Hz -20 kHz 1-0.5 dB; S/N 78 dBA
phono. FM: 50 -dB quieting sens 39.2 dBf stereo;
S/N 68 dB stereo. 19 x 41/2 x 15 in; 12 lb $449

CARVER RESEARCH
Ligntstar Direct Preamplifier
3 balanced/unbalanced inputs/outputs. Comput-
er -controlled stepped attenuator for volume and
balance control. Remote control. FR 0 Hz- 100
kHz 10.5 dB balanced. 19 x 4% x 151/2 in;
16 lb $2,195

CELLO
Encore Anniversary Edition Preamplifier
I balanced Fischer and 4 unbalanced RCA in-
puts; I balanced Fischer and 2 unbalanced RCA
outputs; 2 unbalanced RCA record outputs. Ex -
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temal power supply; two power -supply regula-
tors; gold-plated front -panel, knobs, and power -
supply front. Tape -monitor, L/R-gain, and out-
put -level controls. FR 20 Hz -20 kHz 1-0.25 dB;
THD 0.01%. Preamp 19 x 4 x 14 in; 14 lb.
Power supply 8% x 3% x 13 in; 9 lb $12,000
Encore Standard Edition. As above without
gold-plating $10,000
MC phono module for Standard Edition $4,000

Audio Suite
Modular system; open -architecture mainframe
accepts up to ten slide -in vertical modules.

P101. MC phono input $4,500
P301. Premium output $4,500
Master Power Supply $3,500
P100HG. High -gain MM phono input $3,400
P100. MM phono input $3,200
Mainframe Chassis. 19 x 9 x 13 in $3,000
P201. Premium input $3,000
P200. Input $2,500
B301. Basic output $2,300
B102. Basic phono input $1,900
13200. Basic RCA line -level input $1,500

CHIRO BY KINERGETICS
C-800 THX Preamplifier/Tuner
Dolby Pro Logic and THX Home Cinema
modes. 8 audio, 2 S -video, 5 composite -video
inputs; 6 audio, I S -video, 2 composite -video
outputs; processor loop. THX-certified. Digital
surround processing with 16 -bit A/D and D/A
conversion; dual zone operation; auto calibra-
tion with on -screen display; 20 -preset AM/FM
tuner; remote control. Includes calibration mic.
171/4 x 51/2 x 16 in; 30 lb $2,198
C-5.1. Dolby Digital adaptor for C-800 with
optional DTS card $1,298

CINEPRO
DTC-1 Dolby Digital/DTS Preamplifier
Dolby Digital, DTS, Dolby Pro Logic, Hall. and
HDCD modes. 6 digital inputs (optical and
coaxial); 6 analog inputs; 2 digital outputs; 6
analog outputs. Auto digital input sens; 20 -bit
D/A conversion for all channels; high -current
class A output stage. Front -panel motor -drive
rotary knobs with LED pointers control all digi-
tal functions; full -function remote control. THD
0.005%; S/N 118 dB; max output 8 V rms.
Gray -black front panel. 3-yr parts -and -labor
warranty. 19 x 6 x 14 in; 24 lb $3,495

LC -1 Preamplifier
7 RCA line -level inputs; 4 RCA line -level out-
puts; 2 tape outputs; 2 gold-plated XLR outputs.
Pure Class A discrete circuitry; Laser -trimmed
volume potentiometer; sealed silver-plated selec-
tor switches. Separate record -out selector; rack
mountable. THD 0.005%; S/N 110 dB; max out-
put 10 V. Black anodized -aluminum front panel.
3-yr warranty. 19 x 31/2 x 10 in; 15 lb $795

Citation Model 5.0 preamplifier

CITATION
Model 7.0 THX Preamplifier
12 surround modes. 8 A/V inputs (including 4 S -
video); 2 record buses with main and aux video
outputs; 2 subwoofer outputs; infrared -remote

input; RS -485 port; programmable full -range
surround outputs; 3 remote trigger outputs. Ac-
tive crossover; auto system calibration; on-
screen displays; illuminated remote control. 5-yr
warranty. 171/4 x 51/4 x 15 in; 20 lb $3,950

Model 5.0 A/V Dolby Digital Preamplifier
3 surround modes; stereo bypass mode. 6 ana-
log inputs; 6 digital inputs; 6 video inputs; RS -
485 port; remote infrared input. Remote zone
control directly accessible via infrared input;
active electronic crossover. Infrared remote; on-
screen displays. DTS surround mode optional.
5-yr warranty. 171/4 x 4 x 14 in; 18 lb $3,450

MASSE
SSP-50 Dolby Digital/DTS Preamplifier
Dolby Digital, DTS, Dolby Pro Logic, Stereo
HDCD, Stereo Digital, Stereo Analog, Stereo
Surround, and Mono modes. 6 A/V inputs/out-
puts; 5 audio inputs/outputs; discrete 2nd -zone
infrared remote -control jacks. 20 -bit D/A con-
verters. Independent AN selection for main, re-
mote, and record; on -screen display; indepen-
dent analog input/output level controls; sub -
woofer crossover and level controls; remote
control $6,000

CP-35 Preamplifier
I balanced, 4 unbalanced inputs; 1 balanced
output; tape input/output. Remote control for
volume and mute. FR 20 Hz -20 kHz -0.1 dB;
THD 0.050%; S/N -95 dB; max output 24 V
p.p. Black or silver faceplate. 5-yr warranty. 19
x 101/4 x 21/2 in; 11 lb $1,095

CODA
FET-04R Preamplifier
I balanced, 3 unbalanced inputs; balanced and
unbalanced outputs; tape loop; processor loop.
FET differential voltage gain; single -ended no -
feedback MOSFET follower; Class A circuitry;
precision ladder attenuator network. Universal
remote control. FR 5 Hz -100 kHz ±0.3 dB;
THD 0.1%; S/N 100 dB; max output 5 V rms.
Anodized brushed aluminum. Limited 10-yr
warranty. 19 x 13/4 x 93/4 in; 14 lb $2,500

CONRAD-JOHNSON
Premier Fourteen Tube Preamplifier
Line -level inputs. All -tube zero -feedback audio
circuitry; separate regulated solid-state power
supplies for each channel. Level and balance
control in I -dB steps; remote control. THD 1%
at I -V output. 19 x 33/4 in x 151/4 $4,395

PF2 Preamplifier
Phono and line -level inputs; 2 tape loops. All-
FET design with zero -feedback distortion -can-
celing circuitry. THD 0.1%. 19 x 31/2 x 143/4 in;
151b $1,795
PF2L. As above without phono stage $1,395

PV10A Tube Preamplifier
5 line -level inputs; phono input; tape loop. Ze-
ro -feedback circuitry in phono and line stages; 5
vacuum tubes; discrete regulated power supply.
THD 0.1%. 16 x 33/4 x 11 in $1,295

CONTINUUM
Continuum Audio Window Preamplifier
5 balanced inputs; separate tape -monitor and
processor loops. Regulated power supply with
14.000-pF capacitance and AC. EMI, and RF
line filtering; FET input with bipolar current
gain. Dual -function optical level control; re-
mote control. FR 5 Hz -200 kHz -3 dB; THD
0.01%; S/N 100 dBA. 5-yr limited warranty. 17
x21 x10 in $1,595

CREEK
P52R Preamplifier
6 inputs; 2 outputs. Remote controlled with mo-
tor -driven switching. Black. 161/2 x2 x II in;
10 lb $895
MM special -edition board $95
MC board $95
MM board $60

OBH-9 Phono Preamplifier
MC phono input. Single -ended Class A gain
stage; all passive EQ; zero feedback; power
supply in separate molded plug; upgradable
power supply. FR 20 Hz -20 kHz ±0.25 dB;
THD 0.01%; S/N 79 dB. 4 x 4 x21/2 in $249
OBH-8. As above with MM phono input S/N
85 dB $199

DB SYSTEMS
DB-1B Preamplifier
4 line -level inputs; phono input; 2 buffered tape
outputs; 2 main outputs; gold-plated connectors.
Cascode amplifiers; diode input protection; vol-
ume control with ±1 -dB tracking over 70 -dB
range. Switchable high -cut filter at 5 or 10 kHz;
balance and tape -monitor controls. Includes
DB-2A power supply. FR 20 Hz -20 kHz ±0.04
dB phono, 10 Hz -20 kHz ±0.25 dB line level;
THD 0.0008% at I kHz. Solid -oak cabinet. 5-yr
warranty $850

DB-8 Phono Preamplifier
MM phono input; gold-plated connectors. Sepa-
rate wall -mount DC supply. FR 20 Hz -20 kHz
±0.4 dB; THD 0.005% at I kHz. 61/4 x 41/2 x
21/4 in $150
DB-8-78. For 78s & LPs $225
DB-8HG. As above with MC phono input.
THD 0.01% from 20 Hz -20 kHz $175
DB-12. Infrasonic filter. 18 dB/oct $150

DENNESEN
JC80 Mil Mono Preamplifier
MM/MC/line-level input. External power sup-
ply; polarity inversion with input -impedance
adjustment. Balanced output optional $6,500
J590. As above with no phono stage $3,200

DENON
AVP-8000 THX 5.1 Dolby Digital
Preamplifier/Tuner
Dolby Digital, Dolby Pro Logic, THX 5.1 -
channel and 9 additional DSP surround modes.
9 analog and 4 digital audio inputs; 6 S -video
and 6 composite -video inputs; 4 S -video and 5
composite -video outputs; 6 line -level outputs; 4
audio record outputs; I digital audio record out-
put; A/V output for multiroom installations.
RDS reception/text display; 32 tuner presets;
icon -based on -screen displays; programmable
remote control. 171/2 x 6% x 15% in $3,500

PRA -S10 Preamplifier
Balanced and unbalanced inputs/outputs; re-
mote turn-on/off output; headphone jack. Alu-
minum sand-cast frame; inverted Sigma balance
circuit for 16.5 -dB gain in single -amp stage;
UHC-MOS transistors for power supply. System
remote control $1,300

DGX
DDP-1 Digital Preamplifier
Fiber-optic and coaxial digital inputs and out-
puts; 3 analog inputs; tape loop. DSP; D/A con-
verter; phase and amplitude correction when
used with DGX speakers. Available with cor-
rection coefficients for other brands of speakers.
FR 20 Hz -20 kHz ±0.1 dB; S/N 92 dB. 16 x 3 x
101/2 in; 101b $995
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DYNACO
PAS -4 Tube Preamplifier
Phono input; 7 line -level inputs including 2 tape
loops and signal -processor loop. Four 6D.18 and
two I 2AX7 tubes. Tape-dubbing/monitor con-
trols; mono/stereo switch; balance control. FR 2
Hz -250 kHz ±1 dB; THD 0.025%; S/N 90 dB.
Chrome finish. 3-yr parts -and -labor warranty.
17 x 31/4 x 12 in; 18 lb $1,099

PAT -6 Preamplifier/Tuner
Phono input; 4 line -level inputs; headphone
jack. 8 AM/FM presets; seek tuning: mono/ste-
reo switch; bass, treble, balance, and loudness
controls; remote control. THD 0.01% phono,
0.02% line; S/N 85 dB phono, 100 dB line. FM:
AM rej 63 dB; cap ratio 1.5 dB; S/N 72 dB ste-
reo. 171/2 x 31/2 x 13 in $500

ENLIGHTENED AUDIO DESIGNS
TheaterMaster Ovation Dolby Digital/DTS
Preamplifier/Processor
Dolby Digital, DTS, Dolby Pro Logic, stereo,
and matrix -surround modes. 1 Toslink, I ST
glass, and 4 coaxial digital inputs; 6 analog audio
inputs; balanced stereo outputs; 3 composite -vid-
eo and 3 S -video outputs. HDCD decoder; 20 -bit
A/D converter; upgradable internal components.
RS -232 control; auto setup. Includes back -lit
touch -screen universal remote. 30 lb $3,995
TheaterMaster Encore. As above, no HDCD
circuits or balanced outputs $2,495

FORTE
Forty Four Preamplifier
6 line -level inputs; 2 tape loops; balanced inputs
and outputs; gold-plated connectors. Class A cir-
cuitry; direct coupling from input to output; dis-
crete circuitry throughout. Remote control with
volume, source -select and mute controls. FR 0
Hz -I00 kHz -1 dB; S/N 100 dB $1,350

FPI Phono Preamplifier
MM/MC input; gold-plated connectors. Dis-
crete Class A circuitry; direct -coupled JFET in-
put. Adjustable impedance and capacitance set-
tings. S/N 85 dB MM. 75 dB MC $650

GOLDEN TUBE AUDIO
SEP-1 Tube Preamplifier
Output -transformer preamp; balanced outputs.
One 6922 singled -ended triode. FR 20 Hz -20
kHz 1-0.25 dB; THD 0.01%; S/N 82 dB. 17 x 4
x 12 in; 26 lb $880
PB-1. Solid-state MM phono board $100

LP -1 Preamplifier
Gold-plated RCA inputs; gold-plated ground
post; high -current Class A output. External
power supply with user -replaceable AA Ni-Cd
battery; microprocessor -controlled battery charg-
er. S/N 75 dB, 70 dB. Gold/black anodized 3A -
inch -thick front panel. 3-yr warranty. 81/2 x 21/2
x 10 in; 8 lb $395

HARMAN KARDON
Signature Series 2.0 Dolby Digital
Preamplifier/Tuner
Dolby Digital, Dolby Pro Logic, 2 DSP modes.
6 analog inputs; 4 coaxial- and 2 optical digital
inputs; 5.1 -channel direct -RCA inputs; 6 com-
posite- and 2 S -video inputs; RS -232 input.
RDS tuner. On -screen displays; record -out
switch; quick -on function; infrared repeater
function; user profiles for each input; remote
control. FR 10 Hz -50 kHz +0, -1 dB; THD
0.03%; S/N 85 dB; max output 4 V rms. FM:
50 -dB quieting sens 45 dBf; AM rej 50 dB; cap
ratio 1.5 dB; alt-ch sel 50 dB; S/N 70 dB; THD

0.5%. Black anodized alinoinum. 171/2 x 4 x
141/2 in; 19 lb $2,499

Harman Kardcn Signature 2.0
preamplifier/tuner

PT 2500 A/V Preamplifier/Tuner
Dolby Pro Logic. Dolby 3 Stereo. Theater, and
Hall modes. 5 audio inputs with tape monitor; 4
video inputs with VCR dubbing capability; sub -
woofer outputs. Analog surround decoding. Re-
mote trigger output; system remote control; 30 -
preset AM/FM tuner; pure signal bypass con-
trol; infrared repeater function. FR 5 Hz -110
kHz +0, -3dB: THD 0.02%; S/N 95 dB. FM:
50 -dB quieting sens 45 dBf; AM rej 55 dB; cap
ratio 1.5 dB: adj-ch sel 5 dB; alt-ch sel 65 dB;
S/N 74 dB; THD 0.5%. Matte black. 171/2 x 61/2
x 161/2 in; 17 lb $529

JBL
SDP -2 THX Dolby Digital Preamplifier
Dolby Digital and Dolby Pro Logic modes. 8
analog audio inputs; 4 digital audio inputs; 5
video inputs; 7 main outputs. THX-certified. 15
user -programmable music and cinema surround
modes including 7 -Axis decoding; bass, treble.
and loudness controls; on -screen and front -pan-
el displays; remote control. Includes rack -
mount kit and outboard RF demodulator. STC-I
touch -screen remote optional $5,500
STC-1. Infrared wireless touch -screen universal
learning remote control for above. Archiving
and design software optional $2,500

JEFF ROWLAND DESIGN GROUP
oherence Preamplifier
balanced inputs; 2 balanced record -outputs; 2

balanced outputs. Separate DC power supply;
solid -aluminum chassis; microprocessor con-
trol. Selectable gain and input imp for each
source; memory for all operation modes; nu-
merical display for volume level; remote con-
trol. 83 lb $12,800

Synergy Preamplifier
5 balanced inputs; balanced main and record -
outputs. Separate power supply; solid -alumi-
num chassis components; microprocessor con-
trol. Numerical display for volume level; selec-
table gain and input impedance for each
source; memory for all operation modes; re-
mote control $4,800

JRM ENGINEERING
JRM Preamplifier
MM and MC phono inputs, 8 line -level inputs.
Gold-plated electromechanical devices; 2 -stage
RIAA EQ with 1 -0.1 -dB conformity; 18 -dB in-
frasonic filter; 10 W x 2 headphone amp. Sepa-
rate input selectors for main, record, and out. FR
0 Hz -50 kHz -1 dB; THD 0.001%. FM: S/N 76
dB MC, g7 dB MM. 19 x 21/4 x 81/2 in $1,710

KEN WOOD
KC -Z1 THX Dolby Digital Preamplifier/Tuner
Dolby Digital, Dolby Pro Logic, THX Home
Cinema 5.1 and Dolby 3 Stereo modes. 7 video
inputs; line -level outputs for left, right, center.
and subwoofer; S -video connections; 3 switched

AC outlets. THX-certified; quartz -synthesis tun-
er; 20 -bit D/A converter; THX subwoofer cross-
over; DSP. 18 -bit digital delay variable in I -ms
increments. direct -access tuning; auto -function
one -touch operation. Includes antenna, system
control cable, and batteries $2.800

KINERGETICS
KSI'-3 Digital A/ N, Preamplifier
7 audio and 6 video inputs; 2 coaxial and one
Toslink digital inputs. Passive switching; four
20 -bit D/A converters. Remote control $2,995
As above without D/A conversion or digital
switching $1,995

KPA-3 Preamplifier
7 line -level inputs; tape and processor loops;
balanced and unbalanced outputs. Class A hy-
brid circuitry; JFET/bipolar design. 171/4 x 2 x
131/2 in $1,795

LEGACY AUDIO
Legacy Preamplifier
5 line -level inputs: balanced input; balanced
and unbalanced outputs. Tape and external -
processor switches; LED display; optical atten-
uator; remote control. FR 1 Hz -I00 kHz ±1 dB;
THD 0.001%. Satin -black brushed -aluminum
faceplate. 17 x 21/2 x 12 in $1,595

LEXICON
DC -1 Digital A/V Preamplifier
Dolby Pro Logic and 10 music and film effects
modes. 8 analog, 4 digital, 5 video inputs; 8
outputs; 2 video outputs; 2nd -zone output. 20 -
bit D/A conversion; digital crossover; low -volt-
age trigger. On -screen displays; remote control.
Upgradable to THX. Dolby Digital, and DTS;
upgradable software $1,995
THX version of above $2,995
THX and Dolby Digital version $4,500
THX, Dolby Digital. and DTS version $4,995

LINN
Kairn Preamplifier
7 inputs including MM and MC; 3 outputs; re-
mote -control jack for switching of other Linn
products or multiroom use. Upgradable software;
auto volume -level adjustment when switching
sources; switch -mode power supply $2,995
As above without phono inputs $2,395

Wakonda Preamplifier
MM. MC, and 4 line -level inputs; tape, line -lev-
el, and headphone outputs. Headphone output
powered by separate internal stage; switch -
mode power supply. Upgradable for use with
Sneaky module Kudos tuner, Sneaky module
line driver, or Sneaky module line receiver. 13
x 21/4 x 13 in; 8.1 lb $1,495
As above without phono inputs $1,395

LUXMAN
C-06 Preamplifier
6 line -level inputs; 2 tape inputs; balanced out-
put. All -stage direct -coupled pure -complemen-
tary circuitry; tone controls; custom-made parts;
passive attenuator. FR 8 Hz -I00 kHz 1-0.5 dB;
THD 0.05%; S/N 11 dB. 191/2 x 91/2 x 191/2 in;
55 lb $7,000

AT -3000 Preamplifier
4 line -level inputs; direct input; coaxial and
floating-balanced-XLR outputs. Passive design;
23 -step transformer -based attenuator; nickel-
Permalloy-core transformer; pure -copper inner -
shield cabinet; maple -wood transformer mount.
FR 20 Hz -20 kHz ±2 dB $4,000
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E-03 Phono Preamplifier
MM/MC phono input $2,000

C-383 AN Preamplifier
3 video inputs; switchable MM/MC phono input;

_ remote turn-on/off output for Luxman amplifiers;
system bus connection; gold-plated audio con-
nectors. Separate printed -circuit boards for ana-
log, digital, and other sections; separate analog
and digital power supplies; motor -driven volume
control; buffer amplifiers for each video input.
Multiroom capability; record -out selector, tone,
balance, and loudness controls; remote control.
FR 10 Hz -100 kHz +0.2, -0.8 dB line; THD
0.003%; S/N 91 dBA MM, 76 dBA MC, 106
dBA line. Black or champagne finish $995

MARANTZ
AV -600 THX Preamplifier/Tuner
Dolby Pro Logic and THX Home Cinema
modes. Composite- and S -video inputs and out-
puts. THX-certified; THX crossover with 12 -
and 24-dB/oct slopes. Test -tone generator with
low -frequency subwoofer tone; auto input bal-
ance; adjustable input level; 30 AM/FM presets;
A/V source mixing; on -screen displays; alpha-
numeric fluorescent display; remote control. 3-
yr parts -and -labor warranty. 161/2 x 4 x 131/4 in;
20 lb $1,300

AV -550 Dolby Digital Preamplifier/Tuner
Dolby Digital and Dolby Pro Logic modes. 2
AC -3 digital inputs; AC -3 RF input; composite

"and S -video inputs; aux video input. Nighttime
Dolby Digital volume processing mode; Lucas -
film ReEQ circuitry. 30 AM/FM tuner presets;
auto preset memory, preset scan, and station -
naming functions; dual -zone multiroom capabil-
ity with fixed- or variable -level preamp outputs
for second zone; built-in RF demodulator for la-
serdisc players with AC -3 RF outputs; on -screen
display via composite- and S -video connection
to monitor; remote control. 3-yr parts -and -labor
warranty. 173A x 5 x 12 in; 8 lb $1,000

MARK LEVINSON
Model 380S Preamplifier
2 balanced, 4 unbalanced inputs; balanced and
unbalanced outputs. Fully balanced circuitry
from input to output; surround -sound mode; re-
mote control $6,495
Model 380. As above with lower sonic perfor-
mance. Can be upgraded to Model 380S $3,995

McCORMACK
ALD-1 Preamplifier
5 buffered inputs; balanced output; normal and
inverted unbalanced output; 2 tape loops. Tape -
dubbing capability. Phono stage and external
power supply optional $1,745
Deluxe version $2,060

Micro Line Drive Preamplifier
3 inputs; I tape loop; I active and 1 passive out-
put. Compact chassis. Adjustable gain $595

Micro Phono Drive Preamplifier
I input; I output. Compact chassis. Adjustable
gain and cartridge loading $495

McINTOSH
C100 Preamplifier
3 balanced inputs; 4 balanced outputs; 8 unbal-
anced outputs. MC phono preamp; two -chassis
construction; signal -processor loops for listen-
ing and recording. Input -level trim control; re-
mote control. FR 10 Hz -40 kHz +0 -0.5 dB;
THD 0.002%; S/N 100 dB. 3-yr warranty. 171/2
x 53AI x 171/2 in; 70 lb $6,500

C40 Preamplifier
8 audio inputs; MM phono input; 1 balanced -in-
put pair; balanced outputs. 20-W/ch monitor
amp with protection; logic -driven electromag-
netic switching. 5 -band EQ; listen and record
selectors. FR 20 Hz -20 kHz 10.5 dB; THD
0.002% at 1 kHz; S/N 90 dB phono, 105 dB
line. 171/2 x 53/2 x 171/2 in; 26 lb $3.500

C38 Preamplifier
Ability to control I remote zone; interface with
CR10 or CR 12 multiroom controller to add up
to 4 additional zones; ability to receive infrared
signals from front panel, wall -mount sensor, or
WK -2 wall -mount keypad; remote control.
MVS-3 A/V selector for control of 5 additional
audio, video, or S -video inputs. HC -1 accessory
controller optional. FR 20 Hz -20 kHz /0.5 dB.
171/2 x 53/8 x 171/2 in; 20 lb $2,500

MERIDIAN
Model 562\ Digital Preamplifier
7 analog, 5 digital, 2 fiber-optic digital, 6 com-
posite and 2 S -video inputs; 2 analog tape, 2
digital coaxial, I fiber-optic digital, 3 compos-
ite- and 3 S -video outputs; RS232 port; 2 func-
tion -selector outputs for use with SCART con-
trol. Adjustable input sens for each analog
source; tape -dubbing capability; mute; 4 -char-
acter alphanumeric display. Card for I variable
main output and 2 fixed tape outputs. 121/4 x
31/2 x 131/2 in $2,195

Model 562 Digital Preamplifier
7 analog, 5 coaxial digital inputs; 2 analog tape,
2 coaxial digital outputs; RS -232 control inter-
face. Adjustable input sens for each analog
source; tape -dubbing capability; mute; 4 -charac-
ter alphanumeric display. Card for 1 main ana-
log variable and 2 fixed tape outputs for analog
and digital inputs. 12-3/4 x 31/2 x 131/2 in ....$1,395

MUSEATEX
AVC-1 A/V Preamplifier
4 composite- and S -video A/V inputs; 2 audio
inputs and 2 A/V tape loops; balanced and un-
balanced outputs. Remote control $1,999

NAD Model 118 preamplifier

NAD
Model 118 Digital Preamplifier
4 analog inputs; 4 direct digital inputs; separate
digital outputs for external D/A converter or
digital dubbing. I8 -bit A/D and 20 -bit D/A con-
verters; all effects processing in digital domain.
Auto sampling -rate selection; volume, balance,
polarity, mono/stereo, bass, midrange, and tre-
ble controls; digital compression and expansion
modes; stereo soundstage width and spread con-
trols. FR 20 Hz -20 kHz +0.3 dB; THD 0.01%;
S/N 106 dB. 171/2 x 33/8 x 11 in; 18 lb $1,599

Model 116 Preamplifier
6 line -level inputs; 2 tape loops with gold-plated
sockets; balanced outputs; 2 sets of unbalanced
line outputs. Independent headphone amplifier;
separate power supply for phono stage. Input
switching through rear -panel relays with gold-
plated contacts; switchable MM/MC phono se-
lector with separate inputs; full system remote
control with motor -driven volume control and
NADLink; dubbing capability. FR 20 Hz -20 kHz

1-0.2 dB; THD 0.01%; S/N 76 dB phono, 98 dB
line. 171/2 x 31/2 x 125/2 in; 9 lb $799

Model 917 A/V Preamplifier/Tuner
Dolby Pro Logic, Stadium, Hall, and Club sur-
round modes. 7 line -level inputs including 3
video inputs; 3 -position switchable subwoofer
output; composite- and S -video inputs and out-
puts. Treble, bass, bass-EQ, and tone -defeat
controls; 40 AM/FM presets; indicators for sig-
nal strength and center tune; on -screen displays;
system remote control compatible with most
NAD tape decks and CD players. FR 20 Hz -20
kHz 1-0.3 dB; THD 0.01%; S/N 88 dBA. FM:
S/N 75 dB stereo: THD 0.15% stereo. 171/2 x
45A x 14 in $599

Model 911 Preamplifier
6 line -level inputs; mic input; mic-channel line -
level input; 6 fixed- and 6 variable -level out-
puts; mic-channel line -level output. Bridgeable
design; insert-on/off selector allows insertion of
mic into any channel. Includes tamper -resistant
covers for controls. FR 20 Hz -20 kHz +0, -0.5
dB; THD 0.005%; S/N 100 dB. Gray with black
knobs and switches $399

PP -I Phono Preamplifier
Adds MM phono input to any line -level pre -
amp or receiver. Infrasonic filter; outboard reg-
ulated power supply; metal chassis. FR 20 Hz -
20 kHz /0.5 dB; THD 0.04%; S/N 78 dB. 51/2
x 11/2 x 21/4 in; 1 lb $129

NAIM
Phono stages not included.

NAC-52 Preamplifier
Dual -mono design with separate power supply
for each section. Motor -driven volume control.
Remote control. 163/4 x 3 x 11-1/4 in $11,200

NAC-82 Preamplifier
6 line -level inputs. Regulated power supply in
separate chassis. Listen/record selectors; remote
control. 17 x 3 x 12 in $4,450

NAKAMICHI
CA -1 Dolby Digital Preamplifier
Dolby Digital and Dolby Pro Logic modes. 3
coaxial/optical digital inputs; AN inputs and
outputs; composite- and S -video connectors; 6
line -level outputs; 2 remote outputs; multi-
room/dual-source output. On -screen display;
center- and rear -channel delay; LED display; re-
mote control. FR 10 Hz -50 kHz +0, -3 dB; THD
0.01%; S/N 100 dB. 17 x 4 x 131/2 in $2,300
DE -1. Dolby Digital RF demodulator $450

ONKYO
Integra P-304 Preamplifier
8 inputs including MM/MC phono. All -dis-
crete signal path; in -phase signal filters; FET
phono stage. Two record -out selectors; direct
tone controls; side panels. THD 0.0005% line;
S/N 81 dB MC. 92 dB MM. 181/4 x 4 x 157/8
in; 17 lb $559

P-301 A/V Preamplifier
7 audio and 2 video inputs; MM phono input.
Source -direct mode; motor -driven volume con-
trol. Tone controls; video -dubbing capability.
FR 15 Hz -30 kHz 11 dB; THD 0.009% line;
S/N 92 dB MM. 18 x 43/8 x 121/4 in; 9 lb ....$289

PARASOUND
P/SP-1500 THX Preamplifier/Processor
Dolby Pro Logic and THX Home Cinema
modes. 4 AN and 4 audio inputs; composite -
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and S -video inputs. Relay switching; THX auto
level reset; on -screen displays; mode control;
connector for P/DD- 1500 outboard Dolby Digi-
tal adaptor $1,500

P/LD-1100 Preamplifier
6 inputs; gold-plated RCA connectors; head-
phone jack. Class A circuitry; MOSFET drive
circuitry; direct coupling; regulated power sup-
ply; separate glass -epoxy circuit boards for each
channel. Remote control. THD 0.008% $850

P/HP-850 Preamplifier
4 line -level inputs; phono input; gold-plated
connectors; headphone jack. cmos input switch-
ing; direct -coupled and normal inputs; muting
relay; regulated power supply; defeatable tone
controls. THD 0.01% $395

P/PH-100 Phono Preamplifier
Stereo inputs for one MM or high -output MC
phono cartridge; unbalanced outputs. Features
Analog Devices op -amps and audiophile -grade
capacitors $120

PERREAUX
AVP1 Professional Dolby Digital
Preamplifier/Processor
Dolby Digital and Dolby Pro Logic modes. 5
analog, 3 digital, and 5 video inputs; AC -3 RF
input. On -screen display; remote control. FR 20
Hz -20 kHz +0, -3 dB; THD 0.04%; S/N 90 dB;
max output 1.5 V rms. Black finish $2,495
Classic. As above with chrome finish $2,795

EDSP Dolby Digital Preamplifier/Processor
Also provides Dolby Pro Logic mode $1,995

PIONEER
C-72 A/V Preamplifier
4 audio inputs; MM/MC phono input; video in-
puts. Bass and treble controls. FR 20 Hz -20
kHz ±0.2 dB MM, 1 Hz -150 kHz -3 dB line;
THD 0.002% at I kHz; S/N 93 dB MM, 76 dB
MC, 106 dB line. 18% x 61/2 x 161/2 in $850

PROCEED
AVP A/V Preamplifier
Dolby Digital and DTS modes. MPEG-2 com-
patible; analog and digital surround decoding;
24-bit/96-kHz processing. Upgradable soft-
ware $4,495

PRE Preamplifier
2 balanced and 4 unbalanced inputs; balanced
and unbalanced outputs. Independent buffered
main and record signal paths. Surround -proces-
sor mode; remote amp turn -on; programmable
remote control $1,995

PS AUDIO
PS 7.0 Preamplifier
I XLR and 6 RCA inputs; RCA and XLR out-
puts. Proprietary remote control of volume, bal-
ance, input select, mute, and CD lambda func-
tions. FR 20 Hz -20 kHz 10.01 dB; THD 0.03%;
S/N 90 dB. 17 x 21/2 x 9 in; 17 lb $1,295

PS 9.0 Preamplifier
6 RCA inputs: balanced input; 4 RCA outputs;
balanced output; gold-plated connectors. Dual -
mono construction; regulated power supply;
straight -wire and bypass switches. Remote con-
trol of volume, mute, and function selection; ac-
tive/passive operation with ability to defeat bal-
ance and tape -monitor circuits. FR 20 Hz -20
kHz 1-0.1 dB; THD 0.1%; S/N 85 dB MM, 74
dB MC. 17 x 21/4 x 9 in; 141b $995
PS 8.0. As above with no remote $695

QUAD
Quad 77 Preamplifier
4 line -level inputs; switchable MM/MC phono
input with 3 sensitivity settings; QuadLink 77
control -bus input for control of all Quad 77 Se-
ries components from remote control console.
Tone controls with bypass switch. Remote con-
trol. FR 3 Hz -56 kHz +0, -3 dB line. 21/2 x 13 x
12 in $1,599

QUICKSILVER AUDIO
Quicksilver Line Tube Preamplifier
5 audio inputs. THD 0.01%. 15 x 91/2 x 3 in;
12 lb $995

Quicksilver Phono Tube Preamplifier
Phono inputs aad outputs. 12AX7 input tube;
6922 output tube. High-pass filter switch; AC
convenience outlet. FR 20 Hz -20 kHz 1-0.2 dB;
THD 0.1%; max output 60 V rms. 15 x 3 x 91/2
in; 12 lb $895

ROTEL
RTC 970 A/V Preamplifier/Tuner
Dolby Pro Logic and 7 other surround modes. 3
audio and 4 video inputs. Master level display;
tone controls; second -zone control; AM/FM tun-
er. FR 10 Hz -110 kHz ±1 dB; THD 0.0045%;
S/N 103 dB. FM: 50 -dB quieting sens 34.5 dBf;
cap ratio 1.5 dB. 171/2 x 31/2 x 11-3/4 in $800

RTC 940 Preamplifier/Tuner
Processor loop: headphone jack; 3 switched AC
outlets. Bass, treble, defeat, balance, and mute
off/mono control; remote control. FR 4 Hz -100
kHz ±0.3 dB; THD 0.004%; S/N 100 dB. FM:
sens (50 -dB quieting) 37.2 dBf; cap ratio 1.0 dB;
alt-ch sel 70 dB; S/N 75 dB; THD 0.25%. Black.
5-yr warranty. 171/2 x 3544 x 11/2 in; 11 lb $500

RC 972 Preamplifier
7 RCA inputs; 2 RCA outputs; 2 switched out-
lets. Class AB design. Separate listen and re-
cord selectors; remote control. FR 4 Hz -100
kHz ±3 dB; THD 0.004%; S/N 95 dB. maxi-
mum output 1 V rms. Black. 5-yr warranty.
173/8 x 27/8 x 111/4 in; 91b $400
MM or MC phono input $100

SONOGRAPHE
SC26 Preamplifier
6 line -level inputs. Discrete power -supply regu-
lation. Level and balance controls in 0.5 -dB
steps; remote control. THD 0.1%. 17 x 23/4 x
111/2 in $995

SONY
TA-E9OES Preamplifier
6 line -level inputs; MM and MC phono inputs;
balanced-XLR inputs and outputs; 2 tape loops;
headphone jack. Dual -mono design; MOSFET
output stage; aluminum front panel; motor -driven
volume control. Remote control. FR 3 Hz -300
kHz ±0.3 dB line; THD 0.003% at 1 kHz; S/N 95
dB MM, 85 dB MC. 105 dB line. 5-yr limited
warranty. 17 x x 171/2 in; 23 lb $2,000

TA-E2000ESD Digital A/V Preamplifier
Dolby Pro Logic in digital domain with auto in-
put balance: 10 factory, 10 user sound -field pre-
sets. 5 audio inputs including phono; 7 A/V in-
puts; 3 S -video inputs; 1 coaxial and 2 optical
digital inputs; 1 optical digital output; 2 sub -
woofer and 2 center -channel outputs. Auto sam-
pling -rate switching between 32, 44.1. and 48
kHz; digital ch-sep control; source -direct switch
bypassing digital circuitry. 10 adjustable sound -
field parameters; 3 -band digital parametric EQ;
independent EQs for front, center, and surround

channels; digital dynamic -range control; Con-
trol -S input for Sony multiroom systems; re-
cord -out selector; programmable A/V remote
control. THD 0.004% at 1 kHz. 5-yr limited
warranty. 17 x 6 x 141/4 in; 19 lb $1,400

SDP-EP9ES Dolby Digital Preamplifier
Dolby Digital, Dolby Pro Logic, Digital Cine-
ma Sound. and 3D -Cinema Sound modes. 3 op-
tical digital inputs; coaxial -digital input; AC -3
RF-digital input; optical digital output. 24 -bit
digital processing; motor -driven master volume
control. 20 -character display; digital balance,
bass, and treble controls; auto processing selec-
tion; speaker -size setup with bass redirection. 3
pairs of gold-plated audio cables. 5-yr limited
warranty. 17 x x 14 in; 14 lb $750

SOUNDSTREAM
Mosaic Extreme 1 Dolby Digital
Preamplifier/Processor/Tuner
Dolby Digital, DTS, Dolby Pro Logic, MPEG,
and Music modes; DSP. 8 audio inputs; 8 video
inputs; 9 digital inputs. 20 -bit D/A converter;
compatible with composite-, component-, and
S -video signals; FM tuner with 8 presets; three
slots for options including Simulsource card
that routes audio and video signals to 2 zones.
Onboard programmable memory for system
macros; on -screen display $4,990

Mosaic Essential 1 Dolby Digital
Preamplifier/Processor
Dolby Digital. DTS, Dolby Pro Logic, MPEG,
and Music modes; DSP. 4 audio inputs; 4 video
inputs. Compatible with composite-, compo-
nent-, and S -video signals; 7 option slots. On-
board programmable memory for system
macros; on -screen display $3,690

SUNFIRE
Classic Vacuum Tube Preamplifier
5 inputs; two sets RCA outputs; XLR outputs.
All tube design; no transistors. High- and low -
trim signal -contour controls. Black anodized
metal. 5-yr parts -and -labor warranty. 19 x 61/2 x
153/4 in $1,495

Tube phono stage for above $350

TECHNICS
SC -C1000 Preamplifier
5 line -level source inputs; MM/MC phono in-
put. 30 -hr Ni-Cd battery -driven power supply
for noise reduction; auto battery charging
when preamp is turned off; auto switching to
rectified AC power when battery is depleted.
Tape -monitor switch; AB speaker switch; bal-
ance control; defeatable tone controls; remote
control $530

THRESHOLD
T2 Preamplifier
Inputs for 2 balanced and unbalanced sources;
balanced-XLR output; unbalanced -RCA output.
Fully balanced differential line stage; digitally
manipulated microprocessor -based analog vol-
ume attenuator; outboard power supply; discrete
regulators; separate supplies for analog and dig-
ital sections. Fluorescent display; remote con-
trol with volume, balance, source -select, and
mute functions. FR 0 Hz -100 kHz ±5 dB; THD
0.002%; S/N 118 dB $5,750

T3 Preamplifier
5 unbalanced line -level inputs; 1 balanced in-
put; gold-plated inputs and outputs. Outboard
power supply; pure Class A discrete signal path
with direct -coupling from input to output. Re-
mote control with volume, source -select, and
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mute functions. FR 0 Hz -125 kHz ±1 dB; THD
0.005%; S/N 100 dB $2,590
T3i. As above with 70.000-pF fully regulated
outboard power supply $3,190

ULTECH AUDIO
DTS -10 UTS Preamplifier/Processor
DTS decoding. AC -3 RF, ST -optical, coaxial.
and Toslink-optical digital inputs; 5 RCA ana-
log inputs. Motorola DSP; six 20 -bit Burr -
Brown PCM 1702 D/A converters. Remote vol-
ume control $2,795

YAMAHA
C X- I Preamplifier
8 audio inputs; MM/MC phono input; gold-plat-
ed input; remote link for MX -1 or MX -2 ampli-
fiers; headphone jack. Capacitive negative -feed-
back amp circuitry; 4 -gang volume control;
source -direct mode; motor -driven input selector
and volume control. Record -out selector; cen-
ter -defeat tone controls; infrasonic filter; remote
control. THD 0.002%; S/N 110 dB. 171/2 x 31/2
x 16 in: 19 lb $1,199

CX-2 A/V Preamplifier
8 audio and 3 video inputs; MM/MC phono in-
put; S -video connectors; remote link for MX -I
or MX -2 amps. Motor -driven input selector and
volume control; source -direct mode. Record -out
selector; variable loudness control; center -de-
feat tone controls; switchable infrasonic filter;
programmable remote control. 171/2 x x
12-1/4 in; 12 lb $799

INTEGRATED AMPS

ACCUPHASE
E-306 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 cont into 8 ohms from
20 Hz -20 kHz. 7 line -level inputs; 2 balanced
inputs; MM/MC phono input; line -level out-
puts; pre-out/main-in loops; headphone jack.
Current feedback circuit topology to prevent
phase shifts; parallel push-pull output stage;
logic -controlled relays; structurally separated
sections for power amplifier and preamplifier;
infrasonic filter. Balance control; remote source
switching and volume adjustment; power -level
meters; remote control. THD 0.04%; S/N 102
dB line, 80 dB MM, 78 dB MC; damping fac-
tor 120 into 8 ohms at 50 Hz. 181/2 x 61/2 x
161/2 in; 44 lb $4,625

E-210 80-W/ch Integrated Amplifier
2 channels. 80 W x 2 into 8 ohms or 110 x 2 in-
to 4 ohms. Balanced inputs; 4 line -level inputs;
headphone jack. Current feedback circuit topol-
ogy to prevent phase shifts; logic -controlled re-
lays for optimum signal routing; infrasonic fil-
ter; remote control with source switching and
volume adjustment. THD 0.04%; damping fac-
tor 110 into 8 ohms at 50 Hz. 181/4 x 51/2 x 167/8
in; 40 lb $2,475
E -210A. As above with phono stage $2,670

ACURUS
DIA150 150-W/ch Integrated Amplifier
2 channels. 150 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.09% THD. Tape output. Direct
input design with I gain block from source to
speaker outputs. Remote volume, balance, and
switching. 17 x 5 x 14 in; 38 lb $1,499

DIA100 MkIl 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 cont into 8 ohms with
0.09% THD or 150 x 2 cont into 4 ohms, both

from 20 Hz -20 kHz ±0.25 dB. 6 inputs; 2
tape outputs; gold-plated connectors. Laser -
trimmed volume and balance controls; silver -
to -silver contacts for listen and record switch-
es; separate internal chassis for passive control
section. Balance and source -select controls.
S/N 100 dBA; damping factor 300. 17 x 5 x 14
in; 35 lb $1,099

AMC
CVT3030a 30-W/ch Tube
Integrated Amplifier
2 channels. 30 W x 2 into 8 ohms from 45 Hz -
20 kHz with 1.0% THD. I phono, I tape, and 5
line -level inputs; 4- and 8 -ohm speaker outputs;
record output; 5 -way binding posts; headphone
jack; I unswitched and 2 switched AC outlets.
Class A circuitry; 2 EL34 output tubes per
channel; 7 high -voltage MOSFET5 per channel;
fixed bias on output tubes; 2 low -noise fans.
Tape -monitor and tone -bypass switches; phones/
normal/direct selector. S/N 80 dBA: ch sep 50
dB. Black. 17 x 5 x 13 in; 34 lb $1,000

Model 3050a 45-W/ch Integrated Amplifier
2 channels. 45 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.05% THD. I phono, I tape, and
3 line -level inputs; pre-out/main-in loop; record
output; 5 -way binding post; headphone jack;
switched and unswitched AC outlets. Class AB
design. Remote input and volume controls; tape
monitor; tone -bypass switch; phones/normal/di-
rect selector. S/N 80 dBA; ch sep 65 dB. Black.
17 x 31/2 x 13 in; 16 lb $450

Model 3025a 30-W/ch Integrated Amplifier
2 channels. 30 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.05% THD. I phono. 1 tape, and
3 line -level inputs; pre-out/main-in loop; record
output; 5 -way binding posts; headphone jack;
switched and unswitched AC outlets. Class AB
design; high -output current devices with opti-
mized power -supply designs and enhanced vir-
tual image topology; toroidal transformer. Re-
mote input and volume controls; tape monitor:
tone -bypass switch; phones/normal/direct selec-
tor. S/N 80 dBA; ch sep 65 dB. Black. 17 x 31/2
x 13 in; 15 lb $350
Model 3020. As above without AC outlets, re-
mote input and volume controls, tone -bypass
switch, or phones/normal/direct selector $250

ARCAM
Alpha 9 70-W/ch Integrated Amplifier
2 channels. 70 W x 2 cont into 8 ohms. Remote
control. Phono input optional. 13 lb $949
Alpha 8. As above, 50 W x MM input; re-
mote control optional. 10 lb $649
Alpha 7. As above. 40 W x 2; without remote
control. 9 lb $449

AUDIO RESEARCH
CA50 45-W/ch Tube Integrated Amplifier
2 channels. 45 W x 2 into 8 or 4 ohms. 6 single -
ended inputs; subwoofer output; 4- and 8 -ohm
speaker outputs. Power, muting, record -out se-
lector; monitor switch; remote control. 3-yr
warranty $3,495

AUDIRE
Adagio 60-W/ch Integrated Amplifier
2 channels. 60 W x 2 into 8 ohms from 20 Hz -
20 kHz or 100 x 2 into 4 ohms. 6 line -level in-
puts; 2 tape loops; preamp-out/main-amp-in
loops; gold-plated 5 -way binding posts for 2
speaker pairs. One FET op -amp per channel in
preamp stage; all -discrete -component power
amp with MOSFET output stage. Balance con-
trol. Slew rate 45 V/ps; damping factor 250. 3-

yr parts -and -labor warranty. 19 x 51/4 x 9 in;
22 lb $950

BRYSTON
B-60 60-W/ch Integrated Amplifier
2 channels. 60 W x 2 at 8 ohms and 100 x 2 at
4 ohms. Gold-plated RCA input and output
connectors; 4 line -level inputs; I tape loop; S-
way speaker binding posts; headphone output;
pre-out/main-in loops. Input buffer to reduce
noise and distortion. Remote control. 20-yr
warranty $1,795
As above without remote control $1,495

CLASS
CAP -100 100 W/ch Integrated Amplifier
2 channels. 100 W x 2 into 8 ohms. Balanced
input; 4 single -ended inputs; tape input; power -
amp input; tape output; preamp output; speaker
output. Class AB design. Remote handset for
volume and mute control. Phono board option-
al. S/N 110 dBA. Black or silver faceplate. 5-yr
warranty. 19 x 5 x 17 in; 34 lb $1,995

CAP -80 80 W/ch Integrated Amplifier
2 channels. 80 W x 2 into 8 ohms or 140 x 2 in-
to 4 ohms. XLR input; 4 RCA inputs. Class AB
design. Full -function remote control with vol-
ume -level display. S/N 90 dB. 5-yr warranty. 19
x 41/2 x 141/4 in; 36 lb $1,395

CONRAD-JOHNSON
CA V 50 45-W/ch Tube Integrated Amplifier
2 channels. 45 W x 2 into 4 or 8 ohms from 30
Hz -15 kHz with I% THD. 6 line -level inputs; 1
preamp output. Class AB design. Champagne -
gold front panel. 3-yr warranty. 40 lb $2,495

CREEK
Model 5250 50-W/ch Integrated Amplifier
2 channels. 50 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.03% THD. 2 tape loops; 1 pre -
amp output. Class AB design; cascode differ-
ential input stage; FET differential voltage amp
and mosFET drivers. Separate listen and record
selector switches; remote control. S/N 105 dB;
slew rate 60 V/ps. Black. 161/2 x 21/2 x 11 in;
10 lb $795
As above with MC phono board $95
As above with MM phono board $60

Creek Model 5250 integrated amplifier

Model 4330R 35-W/ch Integrated Amplifier
2 channels. 35 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.03% THD. Class AB passive
preamp. Remote volume/mute control. Black.
161/2 x 21/2 x 8 in $595
As above with MC phono board $90
As above with MM phono board $60

DENON
PMA-S1 50-W/ch Integrated Amplifier
2 channels. 50 W x 2 cont into 8 ohms or 200 x
2 into 2 ohms. Aluminum sand-cast frame; in-
verted Sigma balance circuit for balanced sig-
nal flow; UHC-MOS output transistors for high
current $5,200
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PMA-200R 80-W/ch Integrated Amplifier
2 channels. 80 W x 2 rms. UHC single push-
pull circuit; twin transformers; high-speed-,
large -capacity -current rectifier circuit; 6 -block
separated chassis; MM/MC phono EQ; biwire-
able. Gold-plated speaker terminals. Remote
control $1,000

PMA-525R 50-W/ch Integrated Amplifier
2 channels. 50 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.05% THD. MM phono input.
Variable loudness control; A/B speaker switch-
ing; system remote control. 171/4 x 43/4 x 11%
in; 141b $400

DGX
DDA-1 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 into 8 ohms or 140 x 2
into 4 ohms, both from 20 Hz -20 kHz. Coaxial
and fiber-optic digital inputs. DSP; D/A convert-
er; dual -mono design; phase and amplitude
correction for DGX DDL- I speakers. THD
0.025%; S/N 86 dB analog; ch sep 92 dB; damp-
ing factor 150 Hz. 161/2 x 43/4 x 141/4 in $995

DUAL
CV5670 120-W/ch Integrated Amplifier
2 channels. 120 W x 2 into 8 ohms with 0.01%
THD. Gold-plated inputs for phono and CD.
Class A design $525

DYNACO
SCA-120 60-W/ch Integrated Amplifier
2 channels. 60 W x 2 into 8 ohms or 100 x 2 in-
to 4 ohms. 4 line -level inputs; MM phono input;
outputs for 2 speaker pairs. Speaker selector;
bass and treble control; full remote control. S/N
98 dB; ch sep 80 dB at 1,000 Hz; dynamic
headroom 1.5 dB. Black anodized aluminum.
161/2 x 31/2 x 111/2 in; 161b $450

GOLDEN TUBE AUDIO
S1-50 50-W/ch Tube Integrated Amplifier
2 channels. 50 W x 2. 3 line -level inputs; I re-
cord output. Fuzzy Logic Bias control; passive
or active line -amplifier memory. Full -function
solid machined aluminum remote control.
Gold/Black. 3-yr warranty. 17 x 4 x 12 in;
35 lb $980

JEFF ROWLAND DESIGN GROUP
Concentra 100-W/ch Integrated Amplifier
2 channels. WO W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.008% THD. 3 balanced inputs; 3
single -ended inputs; I balanced line -level out-
put; single -ended line -level output; 1 tape input;
1 tape output. Tape monitor; volume -level dis-
play; remote control. Slew rate 30 V/ps; dynam-
ic headroom 2 dB. 5-yr warranty. 171/2 x 53/4 x
143/8 in; 50 lb $5,600

LINN
Majik-IP 33-W/ch Integrated Amplifier
2 channels. 33 W x 2 into 8 ohms or 66 x 2 into
4 ohms. 5 line -level inputs; switchable MM/MC
phono input; 4 output pairs: headphone jack.
Microprocessor -controlled switching. Add-on
modules available for FM tuning and multiroom
control $1,195
Majik-IL. As above with no phono input; 6
line -level inputs $1,095

LUXMAN
A-383 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 rms into 8 ohms from 20
Hz -20 kHz with 0.04% THD or 330 W x 2 into

2 ohms. 3 video inputs; switchable MM/MC
phono input; gold-plated CD and phono inputs;
system bus connection; outputs for 2 speaker
pairs. All -stage symmetrical push-pull circuit;
video -input buffer amplifier; line -phase sensor;
Star circuitry. Multiroom capability; record -out
selector; bass, treble, and balance controls; by-
pass switch; loudness switch; A/B speaker selec-
tor, remote control. FR 20 Hz -20 kHz 3-0.5 dB
phono, 10 Hz -70 kHz +0.5, -1.5 dB line; S/N 77
dBA MM, 56 dBA MC, 100 dBA line $1,295

A-384 80-W/ch Tube Integrated Amplifier
2 channels. 80 W x 2 rms into 8 ohms from 20
Hz -20 kHz with 0.05% THD or 230 W x 2 into
4 ohms. Gold-plated input terminals for CD and
phono. Triode I2SU7 tube; metal chassis and
front panel; line -phase sensor; Duo -Beta cir-
cuitry. Synchro CD -to -tape dubbing; system
dimmer; continuous play; system remote con-
trol. FR 20 Hz -20 kHz 1-0.5 dB phono, 10 Hz -
70 kHz +0.5, -1.5 dB line; S/N 82 dBA MM,
62 dBA MC, 100 dBA line. 171/2 x 51/2 x 15 in;
22 lb $995

A-373 80-W/ch Integrated Amplifier
2 channels. 80 W x 2 nns into 8 ohms from 20
Hz -20 kHz with 0.05% THD or 170 x 2 into 4
ohms. 3 video inputs; phono input; system bus
connection; gold-plated CD and phono inputs.
Video -input buffer amplifier; motor -driven vol-
ume control; discrete power -output stages;
line -phase sensor; Star circuitry. Record -out se-
lector; A/B speaker selector; line -straight
switch; bass, treble, and balance controls; loud-
ness switch; remote control. FR 20 Hz -20 kHz
1-0.5 dB phono, 10 Hz -70 kHz +0.5, -1 5 dB
line; S/N 82 dBA MM, 62 dBA MC, 100 dBA
line $795

A-353 60-W/ch Integrated Amplifier
2 channels. 60 W x 2 rms into 8 ohms from 20
Hz -20 kHz with 0.05% THD or 125 W x 2 into
4 ohms. Switchable MM/MC phono input; sys-
tem bus connection; outputs for 2 speaker pairs;
gold-plated CD and phono inputs. Discrete
power -output stages; motor -driven volume con-
trol; line -phase sensor; Star circuitry. Line -
straight switch; record -out selector; NB speak-
er selector; bass, treble, and balance controls;
loudness switch; remote control. Frequency re-
sponse 20 Hz -20 kHz 3-0.5 dB phono, 10 Hz -70
kHz +0.5, -1.5 dB line; S/N 82 dBA MM, 62
dBA MC, 100 dBA line $595

A-331 60-W/ch Integrated Amplifier
2 channels. 60 W x 2 rms into 8 ohms from 20
Hz -20 kHz with 0.05% THD or 115 W x 2 into
4 ohms. 3 video and 3 audio inputs; switchable
phono inputs. Discrete power -output stages;
Star circuitry. A/B speaker selector. Frequency
response 20 Hz -20 kHz 1-0.5 dB phono, 10 Hz -
60 kHz +0.5, -1.5 dB line; S/N 82 dBA phono,
97 dBA line. 171/2 x 51/4 x 15 in; 20 lb $449

A-312 40-W/ch Integrated Amplifier
2 channels. 40 W x 2 rms into 8 ohms from 20
Hz -20 kHz with 0.05% THD or 85 W x 2 into 4
ohms. Switchable phono inputs. Discrete power -
output stages: Star circuitry. A/B speaker selec-
tor. FR 20 Hz -20 kHz 1-0.5 dB phono, 10 Hz -60
kHz +0.5, -1.5 dB line; S/N 82 dBA phono. 97
dBA line. 171/2 x 51/4 x 15 in; 18 lb $349

MARANTZ
PM -68 95-W/ch Integrated Amplifier
2 channels. 95 W x 2 rms into 8 ohms with
0.07% THD or 130 x 2 rms into 4 ohms with
0.3% THD, all from 20 Hz -20 kHz. Dual
speaker terminals with banana speaker connec-
tors; multiple audio inputs with external -
processor loop; headphone jack. All -discrete

dual power amp output stage construction with
separate heat sinks; 8 high -current power tran-
sistors; motor -driven volume control. Bass and
treble tone controls; bidirectional tape dubbing
control; tone, balance, tape selector, and
processor loop bypass switch; RC -5 system re-
mote control. S/N 85 dBA phono, 88 dBA line;
ch sep 80 dB at I kHz; damping factor 150. 3-
yr parts -and -labor warranty. 171/4 x 61/4 x 143/4
in; 27 lb $500

McCORMACK
Micro Drive 10-1N /ch Integrated Amplifier
2 channels. Designed for use with small speak-
ers that have 90 dB or higher sensitivity rating.
10 W x 2.2 line -level inputs; 2 headphone jacks
on front -panel; rear -panel binding -post outputs;
I preamplifier output $695

McINTOSH
51A6800 150-W/ch Integrated Amplifier
2 channels. 150 W x 2 into 2, 4, or 8 ohms. 8
line -level inputs; 3 outputs; signal -processor
loop; 1 unswitched and 6 switched AC outlets;
Proprietary output transformers. 2 output -level
meters; remote control. S/N 100 dB; dynamic
headroom 1.8 dB. 3-yr warranty. 171/2 x 71/4 x
20 in; 70 lb $5,000

MA6400 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 into 4 or 8 ohms. 8 line -
level inputs; MM phono input; 3 outputs; sig-
nal -processor loop; 6 switched and I un-
switched AC outlets; 2 output -level meters; A/B
speaker switch; remote control. S/N 100 dB;
dynamic headroom 2.4 dB. 3-yr warranty. 171/2
x 51/4 x 171/2 in; 41 lb $3,500

MERIDIAN
Model 551 50-W/ch Integrated Amplifier
2 channels. 50 W x 2 into 8 ohms with 0.05%
THD. 6 analog inputs; line -level output. Ther-
mal and DC -load protection. Adjustable input
sens for each source; independent control of tape
output; mute; 4 -character alphanumeric display.
S/N 90 dB. 125/8 x 31/2 x 125/8 in $1,495

NAD
The following feature a Soft Clipping circuit de-
signed to prevent speaker -damaging distortion.

Model 317 80-W/ch Integrated Amplifier
2 channels. 80 W x 2 cont from 20 Hz -20 kHz
with 0.03% THD or 240 x I, all into 8 ohms. 6
line -level inputs; 2 tape loops; pre-out/main-in
loop; gold-plated input and output jacks; S-
way binding posts. All discrete circuitry. Full
system remote. S/N 119 dB. 171/4 x 5 x 15 in;
27 lb $749

Model 316AV 180-W A/V Integrated Amplifier
4 channels. Dolby Pro Logic. 50 W x 3 (front,
center) + 30 x 1 (surround) or 75 x 2 cont from
20 Hz -20 kHz with 0.08% THD, all into 8
ohms. 2 video inputs; 4 line -level inputs; phono
input. Discrete output stages. Low -imp drive
capability; dynamic -range -compression mode
for low -volume listening; NAD Link compati-
ble; video switching; full system remote con-
trol. 171/4 x 53/4 x 13 in; 21 lb $499

Model 314 35-W/ch Integrated Amplifier
2 channels. 35 W x 2 cont into 8 ohms from 20
Hz -20 kHz with 0.03% THD. 6 line -level in-
puts; 2 tape loops; gold-plated input and output
jacks; 2 sets of 5 -way binding posts. All -dis-
crete circuitry including phono preamp. Extend-
ed Dynamic Power (EDP) circuitry. S/N 104
dB. 171/4 x 111/4 x 43/4 in $399
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AMPLIFIERS
Model 310 20-W/ch Integrated Amplifier
2 channels. 20 W x 2 cont into 8 ohms from 20
Hz -20 kHz with 0.05% THD. Front -panel mini
jack for audio input and output. Discrete cir-
cuitry; SuSi design circuitry. 171/4 x 2% x 97/13
in; 9 lb $199

NAIM
NAIT-3R 30-W/ch Integrated Amplifier
2 channels. 30 x 2 into 8 ohms. 5 line -level in-
puts. Electronic switching. Remote control.
MM/MC phono input optional. 171/4 x 21/4 x
12 in $1,500
NA IT -3. As above, no remote control $1,150

NAKAMICHI
IA-Iz 400-W Dolby Digital Integrated Amplifier
5 channels. Dolby Digital, Dolby Pro Logic. 80
W x 5. 9 analog inputs; 4 digital inputs. Har-
monic Time Alignment amplifier topology; Mo-
torola DSP56009 chip. Learning remote con-
trol. S/N 95 dB; ch sep 75 dB at 1,000 Hz.
Black brushed aluminum. 3-yr warranty 16% x
61/4 x 151/4 in; 38 lb $2,900

ONKYO
Integra A -991I 90-W/ch Integrated Amplifier
2 channels. 90 W x 2 rms into 8 ohms or 283 x 2
max into 2 ohms. Discrete outputs; direct signal
paths; shielded -block construction with 2 -panel
chassis base; motor -driven volume control. Re-
mote control. THD 0.008%; S/N 117 dB; damp-
ing factor 130. 18 x 61/4 x 16% in; 371b....$1,120
Integra A-9711. As above but 80 W x 2 rms in-
to 8 ohms or 235 x 2 max into 2 ohms; damping
factor 120; S/N 114 dB $850

Integra A-SV8I0PRO 325-W
A/V Integrated Amplifier
5 channels. Dolby Pro Logic and 8 ambience
modes. 85 W x 3 (front, center) + 35 x 2 (sur-
round) into 8 ohms or 180 x 2 max into 3 ohms.
6 video inputs including 5 S -video inputs; 10 au-
dio inputs; 5 video outputs including 3 S -video
outputs; 5 audio outputs; line -level subwoofer
output. Dual power transformers; motor -driven
volume control. 10 sound -field presets; ad-
justable digital delay; record -out selector, mute
switch; on -screen displays; programmable cur-
sor key; fluorescent display; Onkyo RI -system
remote -control compatibility; remote control.
FR 20 Hz -20 kHz 1-0.06 dB; THD 0.06%; S/N
105; damping factor 90. 18 x 63/4 x 16% in;
391b $1.100

A-9310 50-W/ch Integrated Amplifier
2 channels. 50 W x 2 rms into 8 ohms or 110 x
2 max into 2 ohms. 6 audio inputs; 5 -way bind-
ing posts. Discrete output stage; source -direct
mode; line -level subwoofer output. Onkyo RI -
system compatibility; remote control. THD
0.06%; S/N 102 dB: damping factor 150 at 8
ohms. 18 x 43/4 x 13 in $365

OPTIMUS BY RADIO SHACK
,'-155 1.%41 ch Integrated Amplifier
2 channels. 1.8 W x 2. 4 audio inputs; tape out-
put; headphone jack. Compact design; switch -
able magnetic/ceramic phono preamp. Volume,
tone, and balance rotary controls; LED power
indicator; mono/stereo switch. Black. 91/2 x 2%
x61 in $60

PERREAUX
Model 2001 Professional 200-W/ch
Integrated Amplifier
2 channels. 200 W x 2 into 8 ohms from 20 Hz -20
kHz with 0.02% THD. 6 line -level input; 2 tape

outputs. Remote control. Black. 38 lb $2.595
As above but with specially polished aluminum,
silver chrome, black chrome, or 24k gold-plated
front panel $2.895

QUAD
Quad 77 84-W ich Integrated Amplifier
2 channels. 84 W x 2. 3 line -level inputs; un-
limited number of 77 Series component inputs
via QuadLink 77 control bus. High -current de-
sign. Operable via Quad Remote System Con-
sole intelligent remote. Remote console op-
tional. FR 10 Hz -20 kHz ±0.3 dB. 21/2 x 13 x
12 in $1,299

ROTEL
RA-985BX 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 cont into 8 ohms. Dual -
zone capability; remote control. FR 4 Hz -100
kHz +1, -4 dB; S/N 97 dB; damping factor 400.
173/s x 47/s x 131/4 in $800

RA 971 60-W/ch Integrated Amplifier
2 channels. 60 W x 2 cont into 8 ohms. 6 inputs,
including 2 tape loops; headphone jack.
Listen/record selector; tone defeat. FR 10 Hz -
100 kHz +1, -4 dB; S/N 95 dB; damping factor
150. 17% x 35hi x 12 in $500

SANSUI
AV -7100 275-W A/V Integrated Amplifier
5 channels. Dolby Pro Logic, Theater, and Hall
modes. 75 W x 3 (front, center) into 8 ohms
from 20 Hz -20 kHz with 0.8% THD + 25 x 2
(surround). 4 audio inputs; 3 video inputs.
Black. 17 x 51/4 x 133/4 in; 25 lb $699

AUX-710R 80-W/ch Integrated Amplifier
2 channels. 80 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.08% THD. I switched outlet;
gold-plated headphone jacks, tone controls, mo-
tor -driven volume, and speaker; remote control.
Black. 17 x 53/4 x 13-1/4 in; 24 lb $499

Sansui AUX-510R integrated amplifier

AN -5100 199-W A/V Integrated Amplifier
5 channels. Dolby Pro Logic, Theater, and Hall
modes. 55 W x 3 (front, center) from 20 Hz -20
kHz with 0.8% THD + 17 x 2 (surround), all in-
to 8 ohms. 4 audio inputs; 3 video inputs.
Black. 17 x 53/4 x in; 21 lb $499

AUX-510R 70-W/ch Integrated Amplifier
2 channels. 70 W x 2 into 8 ohms from 20 Hz -
20 kHz with 0.08% THD. I switched outlet:
gold-plated headphone jacks, tone controls, mo-
tor -driven volume, infrasonic filter, and speak-
er; remote control. Black. 17 x 51/4 x 121/2 in;
17 lb $439

SONY
TA-F808ES 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 into 8 ohms or 130 x 2
into 4 ohms. 6 line -level inputs; phono input;
line -level output; signal -processor loop; gold-
plated connectors. Class A MOSFET voltage
stage; parallel push-pull complementary output
stage with 4 MOSFETS per channel; sponta-
neous twin -drive power supply; 18.000-pF fil-

ter capacitors; discrete output transistors; non-
magnetic mosFEr frame; 20 -mm -thick shaved -
aluminum -block heat sinks; OFC circuit -board
traces; top and bottom plates made of calcium
carbonate reinforced with glass fiber; motor -
driven input selector; moving -coil phono head
amp; infrasonic filter. Recording monitor;
source -direct, mono/stereo, 20 -dB mute, and
A/B speaker switches; remote control with con-
trols for Sony sources. FR 2 Hz -200 kHz
-4 dB line; S/N 93 dB MM, 79 dB MC, 105
dB line; damping factor 100 into 8 ohms at I
kHz. 5-yr-limited warranty. 17 x 61/4 x 171/4
in; 54 lb $1,700

TA-F707ES 90-W/ch Integrated Amplifier
2 channels. 90 W x 2 into 8 ohms or 120 x 2 in-
to 4 ohms. 6 line -level inputs; MC phono input;
line -level output; signal -processor loop. Class A
MOSFET voltage stage; parallel push-pull output
stage with 4 MOSFETS per channel; spontaneous
twin -drive power supply; 15,000-pF filter ca-
pacitors; discrete output transistors; nonmagnet-
ic MOSFET frame; calcium -carbonate chassis re-
inforced with glass fiber; motor -driven input se-
lector; infrasonic filter; die-cast aluminum heat
sinks; aluminum front panel. Recording moni-
tor; source -direct, mono/stereo, 20 -dB mute,
and A/B speaker switches; remote control with
controls for Sony sources. FR 2 Hz -200 kHz -4
dB line; S/N 93 dB MM, 77 dB MC. 105 dB
line; damping factor 100. 5-yr-limited warranty.
17 x 61/2 x 171/4 in; 47 lb $1,200

TEAC
A-13X1OB 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 rms into 8 ohms with
0.04% THD or 160 x 2 into 4 ohms with 0.06%
THD, both from 20 Hz -20 kHz. 4 line -level in-
puts; balanced-XLR input; binding -post out-
puts. Balanced circuit configuration to cancel
out power -supply noise and hum fields. FR 20
Hz -40 kHz -I dB line; S/N 106 dB. 17.1/4 x 41/4
x 151/4 in $2,700

YAMAHA
DSP-A1 620-W Dolby Digital/DTS
Integrated Amplifier
7 channels. Dolby Digital, DTS, Dolby Pro
Logic. 21 Cinema DSP settings including Tri-
Field, 18 Hi-Fi settings, and 3 center modes.
110 W x 5 with 0.015% THD (front and sur-
round) + 35 x 2 with 0.05% THD (front ef-
fects), all into 6 ohms from 20 Hz -20 kHz.
Motor -driven master volume control. 10 line -
level inputs; AC -3 RF input; center -channel
input; 5 optical inputs; 3 coaxial audio inputs;
6 composite- and 6 S -video inputs; split sub -
woofer output; line -level output terminals for
center channel; pre -main coupler; optical out-
put; 5 audio outputs; 3 composite- and 3 S -vid-
eo outputs; rear- and front -effects outputs. A/V
record -out selector; on -screen display; learning
remote control with master volume control/in-
put selector and LED indicator. S/N 96 dB
CD, 86 dB MM phono. 171/4 x 71/2 x 183/4 in;
55 lb $2,799

AX -592 100-W/ch Integrated Amplifier
2 channels. 100 W x 2 rms into 8 ohms from 20
Hz -20 kHz with 0.015% THD. 6 audio inputs; 2
tape outputs; pre-out/main-in loop; 2 switched
AC outlets. Input/output direct symmetrical de-
sign; high -current low -impedance drive capabil-
ity; discrete power amp. CD direct switch; re-
cord -out selector; pure direct switch; phono
MM/MC selector; loudness control; Yamaha
system remote control. S/N 92 dB phono, 110
dB line; damping factor 320 from 20 Hz -20
kHz; dynamic headroom 1.4 dB. Black. 171/4 x
6 x 153A in; 23 lb $499
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ACURUS
ACT 3 Dolby Digital/DTS Processor
6 channels. Dolby Digital, DTS, Dolby Pro
Logic, MPEG modes; DSP. 4 A/V inputs; 4 au-
dio inputs; 4 composite -video and 2 S -video in-
puts; 8 coaxial and 3 optical digital inputs. 8
outputs including center channel and subwoof-
er. Discrete Class A output stage; software and
hardware upgradable. Learning remote control.
17 x 41/2 x 121/2; 20 lb $1,599

ADCOM
GDD-1 Dolby Digital Processor
Dolby Digital decoding. I optical, I RF, and 2
coaxial inputs. Connects via DB-25 port to
GSA -700 (below) or RCA connectors to GTP-
600 or GTP-550 preamp/tuner; dialogue -en-
hancing circuit; adjustable dynamic range set-
tings of 25, 50, 75, or 100%. Selectable center
and surround delay; remote control $800

GSA -700 Surround Processor/Amplifier
3 channels. Dolby Pro Logic. 2 audio and 2 vid-
eo inputs. Amplifier rated at 80 W x 1 (center)
+ 55 x 2 (surround); subwoofer level variable
via remote control; Dolby Digital -ready via
DB-25 multipin port. Video switching; on-
screen display; bass EQ for soundtracks $800

AMC
PRO7 Surround Processor/Amplifier
Dolby Pro Logic, Stereo, and Concert Hall
Modes. 5 line -level inputs; 6 line -level outputs;
2 record outputs; I center -speaker output; 2 sur-
round -speaker outputs. Low -Level Compensa-
tion for listening levels; theater compensation
EQ filter; Dolby Pro Logic decoding via Analog
Devices SSM 2126 integrated circuit; Dolby
Time Link for channel delay; 40-W center amp;
40-W surround amp; high/low-pass filter switch -
able at 80 Hz. Remote -controlled master, center,
surround, and subwoofer levels; front -panel lev-
el indicators; auto sequential test -tone genera-
tor; 4/8 -ohm compensation switch; 3 -way cen-
ter -channel mode selector; mute switch. 17 x
31/2 x 13 in; 14 lb $500

ARCAM
Xeta One Surround Processor/Amplifier
Dolby Pro Logic. 4 composite -video and 2 S -
video inputs and outputs; 8 audio inputs; MM
phono input. Amp rated at 60 W x 3 (front and
center) + 20 x 2 (surround). On -screen display;
remote control. 22 lb $1,900

Xeta Two Surround Processor/Amplifier
Dolby Pro Logic. 4 composite -video inputs; 4
audio inputs. Amp: 50 W x 2 (center and sur-
round). On -screen display; remote control.
13 lb $1,200

AUDIO DESIGN ASSOCIATES
SSD-66THX THX Processor
6 channels. THX Home Cinema, Dolby Pro
Logic, and music surround modes. Serial data
communication port for integration with System
3000 multiroom setup. Auto input balance; auto
mono enhancement; digital volume control; 4 -
quadrant vector -scope volume -level indicator.
19x 13/4x 161/2 in $3,149
SSD-66. As above without THX $1,799

DTS-1 DTS Processor
DTS decoding. Digital coaxial input; optical in-
put; multipin analog output. Front -panel power
switch; available in black -anodized rack -mount
or stand-alone designs. Black/chrome or brass/
chrome optional. Rack: 19 x 13/4 x 7 in; 101 lb.
Stand-alone: 18 x 2 x 7 in $999

AUDIOSOURCE
SS Six Surround Processor/Amplifier
Dolby Pro Logic, Hall, Matrix, Dolby 3 stereo,
and Monitor modes; amp rated at 24 x I (cen-
ter) + 24 x I (surround) or 24 x 2 (surround).
Subwoofer output with crossover; line -level
outputs for each channel; line -level input; tape
input; unprocessed line -level output; tape-re-
cord output. 30 -ms digital delay; LED level me-
ters for front, center, and surround channels; re-
mote control. 2 yr warranty. 161/2 x 21/2 x 91/2
in; 8.9 lb $330

SS Five Surround Processor/Amplifier
Dolby Pro Logic, Matrix, and Hall modes; amp
rated at 24 x I (center) + 24 x I (surround) or
24 x 2 (surround). Selectable normal/phantom
center -channel modes; selectable 30/50 -ms de-
lay time; tape -monitor switch; test -tone genera-
tor; auto turn-on/off; remote control with mas-
ter, center, and surround level controls $300

BANG & OLUFSEN
AV7000 Surround Processor/Amplifier
Dolby Pro Logic mode; 45-W center -channel
amp. Front, center, surround and subwoofer
outputs. Code -conversion processor for video
sources or other brands; integrates with most
Bang & Olufsen audio systems. Beolink remote
control optional. 161/2 x 3 x 121/4 in $2,000

Meridian Model 565 surround processor

CINEPRO
DTC-1 Dolby Digital/DTS Processor
Dolby Digital, DTS, Dolby Pro Logic, and Hall
Modes. 6 digital inputs (Toslink and coaxial); 6
analog inputs; 2 digital outputs; 6 analog out-
puts. High -current Class A output stage; 20 -bit
D/A converter; HDCD decoding; motor -driven
front -panel rotary controls with LED pointers;
front -panel rotary -knob control for all digital
functions. Auto digital switching; infrared re-
mote control. THD 0.005%; S/N 118 dB. 3-yr
warranty. 19 x 6 x 14 in; 24 lb $3,495

DENON
AVD-2000 Dolby Digital Processor
6 channels; Dolby Digital, Dolby Pro Logic, 5
Channel Stereo, Matrix, Mono Movie, Stereo,
Rock Arena, Jazz Club, and Videogames modes.
Six -channel analog input for external surround
processor; i AC -3 RF, 2 optical, and 2 coaxial
digital inputs; analog input; 1 optical digital
output; L/R front, center, L/R surround, and
subwoofer analog outputs. Cinema EQ; 20 -bit
D/A converter for front L/R channels, 18 -bit for
center/surround. Master volume; remote con-
trol. 171/2 x 3 x 91/2 in $600

DYNACO
QD-2/Series-11-L Surround Processor
Theater, Surround, and normal stereo modes. 5 -
channel output for front, center, and surround
speakers; 5 -way binding posts. Patented pas-

sive -matrix design to extract surround informa-
tion from videotapes, laserdiscs, and CDs;
chrome faceplate and knob. Center -channel de-
feat mode: contour control for movies; gain
control. 81/2 x 21/2 x 8 in $140

HARMAN KARDON
ADP -303 Dolby Digital Processor
6 channels. Dolby Digital decoding. AC -3 RF,
coaxial, and optical digital inputs; 6 analog in-
puts and outputs. Built-in AC -3 RF demodula-
tor. Master volume control; adjustable signal -
delay time; bass -contour control; secure cover
for 5.1 channel; level -trim controls; test -tone
generator. 173/8 x 33A x 101/4 in; 9 lb $749

JBL
SDP -2 THX Dolby Digital Processor
Dolby Digital, Dolby Pro Logic, 15 user -pro-
grammable Music and Cinema surround modes
including 7 -axis decoding. 8 analog audio in-
puts; 2 coaxial and 2 optical digital audio in-
puts; 2 composite -video and 3 S -video inputs; 7
main outputs. THX certified; Built-in RF de-
modulator. Bass, treble, and loudness controls;
on -screen and front -panel displays; remote con-
trol. Includes rack -mounting kit. STC- I touch -
screen controller optional $5,500

KINERGETICS
KSP-215.1 THX Processor
Analog Dolby Pro Logic and THX Home Cine-
ma; digital surround with 16 -bit A/D and D/A
converter. Calibration display; remote control.
Includes calibration mic. 171/4 x 2 x 131/2 in;
20 lb $4,500

LEGACY AUDIO
Digital Theater Dolby Digital Processor
Dolby Digital, Dolby Pro Logic, Hall, and
Room modes. 3 digital inputs (including Dolby
Digital RF input); 6 video inputs; 2 pairs of sur-
round outputs; 2 tape monitor loops. Volume
and input selection; remote control $2,950

LINN
AV5103 Dolby Digital Processor
Dolby Digital and Dolby Pro Logic modes. 5
digital audio inputs; 10 analog audio inputs; 8
compcsite-video inputs; 2 S -video inputs; 4 com-
posite -video outputs; 2 S -video outputs; Dolby
Digital RF input. D/A and A/D conversion;
PAL and NTSC video compatibility. On -screen
display; switch -mode power supply. Includes
learning remote control $8,495

MARANTZ
DP -870 Dolby Digital Processor
RF input (for laser disc players with Dolby Dig-
ital RF output); Dolby Digital Bitstream inputs
(for sources with direct digital output). DSP de-
coder. Channel level and balance controls;
speaker configuration switches; multichannel
input. 3-yr warranty $600

McINTOSH
MAC -3 Dolby Digital Processor
4 coaxial and 4 optical digital inputs; 1 RF AC -
3 input. Remote control. 3-yr warranty. 171/2 x
33A x 171/2 in; 32 lb $2,500

MERIDIAN
Model 861 Dolby Digital/DTS Processor
16 channels. Dolby Digital, DTS, Dolby Pro
Logic, THX Home Cinema, MPEG-2, Am-
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bisonic, and 13 other DSP modes. 12 Analog,
digital, or video inputs in any combination; 2 to
8 analog or digital outputs in any paired combi-
nation or up to 12 video outputs; analog and
digital tape loops. 2 -room capability; bass -pro-
tection for digital -surround modes; 20 -bit con-
verter; front L/R channel Re-EQ. Variable ana-
log -input sensitivity; LFE level control; on-
screen displays; Meridian system remote con-
trol. Includes system -setup software $9,950

Model 565 7.1 Dolby Digital/DTS Processor
8 channels. Dolby Digital, DTS, Dolby Pro
Logic, THX Home Cinema, MPEG-2, Am-
bisonic, and 12 other DSP modes. Analog in-
put; coaxial and optical digital inputs; 8 analog
and 4 digital outputs; composite -video input
and output; RS232 control interface. Two Mo-
torola DSP56002 digital signal processors,
upgradable to four; I6 -bit delta -sigma convert-
er; four 18 -bit delta -sigma converters. Variable
analog -input sens; on -screen displays; 12 -char-
acter alphanumeric display. 123/4 x 31/2 x 133/8
in; 20 lb $4,995
Model 565. As above except with Dolby Digi-
tal, Dolby Pro Logic, THX Home Cinema, Hall,
and Matrix modes. Includes communications
cable $3,895

Model 541 Surround Processor
6 channels. Dolby Pro Logic, Cinema, Stereo,
Music, and Trifield modes. 6 analog inputs; 3
composite -video inputs; composite -video tape
loop; 8 analog inputs; composite -video output;
trigger -control output for switching amplifiers
and screens; 3 function -selector outputs for use
with SCART control. On -screen display; 12 -
character alphanumeric display; source, tape
copy, preset, mute, display, volume, and on/off
controls; Meridian system remote control. 123/4
x 31/2 x 133A4 in $1,995

MILLENNIUM
Model 2.4.6 DTS Processor
Decodes CDs and laserdiscs encoded in the 5.1 -
channel DTS format. Optical and coaxial digital
inputs. Master volume control; ±l5 -dB level
trim for center, surround, and subwoofer 17 x
11/2x 5 in $699

MSB TECHNOLOGY
DDP-2X Dolby Digital/DTS Processor
Dolby Digital and DTS decoding. Toslink and
coaxial digital inputs; 6 analog inputs; 6 analog
outputs; 3 digital outputs. 2-, 4-, 5-, or 6 -chan-
nel configurations; built-in 2 -channel D/A con-
verter. Master volume control with 6 -level trim
adjusters; remote control. THD 0.01%; S/N 98
dB. 17 x 4 x 10 in; 331b $2,195

NUREALITY
Vivid 3D Theater Surround Processor
Uses patented Sound Retrieval System (SRS)
circuit to deliver three-dimensional surround
sound from two speakers. Space and center am-
bience -level controls; bypass mode; volume
control; LED display; remote control. S/N 90
dB. 161/2 x 21/4 x 91/4 in; 91b $250

ONKYO
ED -901 Dolby Digital Processor
Decoder compatible with Onkyo TX-
SV9 I 9THX and TX-SV828THX receivers.
DB-25 multipin output connector; 2 AN in-
puts (S -VHS capable); optical and coaxial dig-
ital inputs; RF input. 20 bit D/A converter;
THX Home Cinema EQ circuitry. Subwoofer
level attenuator (0 or 10 dB). 18 x 33/8 x
123/4 in $749

PARASOUND
l'/DI)-1500 Dolby Digital Processor
Dolby Digital decoding. 1 optical and 2 coaxial
digital inputs; RF input; DB-25 and line -level
outputs. Zoran 38500 IC with 20 -bit Burr -
Brown PCM-63-1 D/A convener; Lucasfilm
ReEQ circuitry; dialogue normalization. Dy-
namic range control; bass -contour control; ad-
justable center/surround-channel signal delay;
remote control $995

PIONEER
Elite SP -99D Dolby Digital Processor
Dolby Digital, Dolby Pro Logic, Theater I.
Theater 2, and Hall modes; DSP. Coaxial and
optical digital inputs; RF input for Dolby Digi-
tal; 2 front, 2 center, 2 surround, and 2 sub -
woofer outputs. Features 6 -channel 18 -bit D/A
converter. Speaker -setting function; adjustable
center/surround-channel delay; bass enhancer;
crossover control; master volume control; sys-
tem remote control $1,000

PROCEED
PDSD THX Dolby Digital Processor
Dolby Digital. DTS, THX Home Cinema, and
MPEG-2-compatible modes. Provides digital
surround decoding for PAV A/V preamplifier.
Software upgradable $4,695

ROTEL
RSP 985 THX Processor
Dolby Pro Logic and THX Home Cinema
modes. 2 audio inputs; 5 A/V inputs with com-
posite -video or S -video inputs; front, center,
surround, and subwoofer outputs via separate
set of RCA jacks or DB-25 multipin connector;
audio output with independent volume and in-
put switching for multiroom applications. Ana-
log Devices SSM2125A Dolby Pro Logic de-
coder IC; delay and surround -channel THX cor-
relation performed in digital domain. Master
volume control; input switching control; on-
screen video display; bass and treble controls;
surround channel switching for full -bandwidth
output; remote control $1,300

RDA 975 Dolby Digital Processor
6 channels. Dolby Digital decoding. 3 digital
inputs; 6 outputs, including subwoofer, and DB-
25 port. Compatible with Rotel RTC 970 A/V
preamplifier. 175/8 x 33/4 x 113/4 in $800

RDA 985 DTS Processor
Decodes CDs and laserdiscs encoded in the 5.1 -
channel DTS format. DB-25 input; coaxial and
optical digital inputs; I DB-25 and 6 RCA out-
puts. 173/4 x 27/8 x 103/4 in; 10 lb $500

SONY
SDP -E800 Dolby Digital Processor
6 channels. Dolby Digital. Dolby Pro Logic,
and 19 other DSP modes. I pair analog audio
inputs; 3 digital audio inputs; 4 A/V inputs; 4
composite -video inputs; coaxial and optical dig-
ital inputs and outputs; 6 audio outputs includ-
ing subwoofer; AC -3 RF output. Built-in multi-
channel EQ; front -panel volume, speaker out-
put, and subwoofer on/off controls; input -
source selector; signal -delay function; test -tone
generator; remote control. THD 0.1%. 17 x 43/4
x 14 in; 14 lb $399

SPATIALIZER
HTMS-2510 Surround Processor
Designed to produce enhanced imaging effects
from conventional stereo signals with only one
pair of speakers using crosstalk cancellation. 3

selectable processing levels plus bass boost; by-
pass switch; remote control. 17 x 13/4 x 7 in;
4 lb $250

TECHNICS
SI I -( iE90 Surround Processor
Hall, Live, Disco, Church. Stadium. and The-
ater surround modes; DSP. Dual mic inputs. 3 -
band parametric EQ with center frequencies se-
lectable from 24 points; variable digital delay;
karaoke functions including voice mute, key
control, and reverb/echo; spectrum analyzer;
jog dial; 6 EQ presets. 17 x 35/8 x 11'/ in $449

SH-AC300 Dolby Digital Processor
Dolby Digital, Dolby Pro Logic, and stereo
processing modes. 3 optical/coaxial digital in-
puts. For use with a Dolby Digital -ready re-
ceiver or amplifier $300

THETA DIGITAL
Casablanca Dolby Digital Processor
Multipurpose, open architecture component
with Dolby Digital, Dolby Pro Logic, and DTS
coherent acoustics surround processing. High
performance digital and analog preamps; video
switcher; electronic crossover: high perfor-
mance D/A converter. Two levels of D/A con-
version and signal paths, fully balanced, differ-
ential operation; circuitry can be expanded,
changed, and upgraded $4,300

ULTECH AUDIO
Theater Center Dolby Digital Processor
RF. ST, and Toslink digital inputs; 5 RCA in-
puts. Zoran ZR 38500 Dolby Digital processor
chip; six 20 -bit Burr -Brown PMC1702 D/A
converters with HDCD decoder. Remote vol-
ume control $3,995
Surround Master. As above plus DTS proces-
sor. Motorola instead of Zoran DD chip $4.995

VIRTUAL LISTENING SYSTEMS
Auri PTI000 Headphone
Surround Processor
900 -MHz transmitter/receiver pair converts 4 -
channel Dolby Pro Logic output into signal for
standard headphones. 2 inputs (left, right); 4
Dolby Pro Logic outputs (left, right, center, sur-
round); 2 headphone outputs on receiver box.
Toltec 3D processor; Dolby Pro Logic decoder.
12 user controls on receiver, including volume,
bass, ambience, and ear type; 2 presets for user
preferences on remote -control unit. Includes
power supply, recharger, rechargeable batteries,
phone -plug adaptors. 71/2 x 4 x I in; I lb $500
Additional Auri remote -control unit $229

YAMAHA
DDP-2 Dolby Digital Processor
Dolby Digital, Dolby Digital Enhanced, and
Digital Movie Theater surround modes. I coaxi-
al and I optical digital input; 6 analog outputs.
Yamaha LS1 chip set decoder. 3 dynamic -
range -control settings; fluorescent front -panel
display; menu controls on front panel. 171/2 x
33/4 x 103/4 in; 9 lb $499

DSP-E492 Surround Processor/Amplifier
Dolby Pro Logic, Dolby Pro Logic Enhanced,
Hall, Concert Video, Disco, Rock Concert, and
Mono Movie surround modes. 3 audio and 3
A/V inputs; 6 line -level inputs; line -level out-
put; subwoofer and dual -center -channel outputs.
3 built-in amps. High/low impedance selector;
test -tone generator; DSP program access via
front panel; remote control. 171/2 x 5 x 153/4 in;
19 lb $399
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ACOUSTIC RESEARCH
The Leading Edge
Powered Home Theater System
6 -speaker system featuring 5 Edge satellites and
I2 -in subwoofer, all powered by 450-W amp
section in subwoofer; Dolby Digital decoder. 2
digital inputs; 2 analog inputs. On -screen TV
display; infrared remote control. 22 x 30 x 22
in; 65 lb $1,999

The Cutting Edge
Powered Home Theater System
6 -speaker system featuring 5 Edge satellites and
10 -in subwoofer, all powered by 200-W amp
section in subwoofer; Dolby Pro Logic decoder.
3 analog inputs. On -screen TV display; infrared
remote control. 191/2 x 25 x 173/4 in; 47 lb...$999

The Edge 2 -Way Speaker
Ported design with 41/4 -in woofer and 3/4 -in
dome tweeter. Magnetic shielding. Power han-
dling 150 W; FR 80 Hz -20 kHz ±3 dB; sens 91
dB; imp 8 ohms. Black knit grille; black or
white finish. 10 x 7 x 7 in; 14 lb $279/pr

The Edge Sequel 2 -Way Speaker
Ported design with 41/2 -in woofer and I -in tweet-
er. Magnetic shielding. Includes wall -mount
bracket. Power handling 150 W nns; crossover
4.2 kHz; FR 120 Hz -20 kHz ±3 dB; sens 89 dB;
imp 8 ohms. Black or white. 5-yr limited warran-
ty. 51/2 x 73/4i x 43/8 in; 8 lb $ I49/pr

High -Output Series
Model 312 HO 3 -Way Speaker
Ported design with 12 -in woofer, two 51/4 -in
cone midranges, and I -in dome tweeter. Mag-
netic shielding. Power handling 250 W; cross-
over points 180 Hz and 2.5 kHz; FR 30 Hz -20
kHz ±2 dB; sens 97 dB; imp 8 ohms. Black knit
grille; black, maple, or cherry finish. 44 x 11 x
19 in; 148 lb $1,199/pr
Model 310 HO. As above but with 10 -in woof-
er. FR 35 Hz -20 kHz ±2 dB; sens 95 dB. 37 x
10 x 17 in; 114 lb $899/pr

S 12 HO Powered Subwoofer
Ported design with 12 -in driver, amp rated at 140
W rms. FR 20-200 Hz; imp 8 ohms. Black knit
grille; black finish. 16 x 16 x 16 in; 50 lb $549

A/D/S/
\1S4/u Powered Subwoofer
I a -in copolymer woofer; amp rated at 250 W
rms. Bandpass cabinet; active servo amp con-
trol; selectable low- and high-pass filters with
24 dB/oct slopes. Magnetic shielding; auto tum-
on; continuously variable phase control. FR 17-
100 Hz ±3 dB. Black finish $1,350
MS3/u. As above, 10 -in woofer; amp rated at
150 W rms. FR 20-100 Hz ±3 dB $1,200

S600 2 -Way Speaker
61/2 -in copolymer woofer and I -in dome tweet-
er. Magnetic shielding; 3/4 -in thick MDF cabi-
net; computer -optimized crossover. Power han-
dling 150 W; FR 50 Hz -20 kHz ±3 dB; sens 88
dB; imp 4 ohms. Black $649/pr

L400e 2 -Way Speaker
61/2 -in copolymer woofer and I -in dome tweet-
er. Wood cabinet; magnetic shielding. Wall -
mount bracket optional. Power handling 100 W;
FR 60 Hz -20 kHz ±3 dB; sens 90 dB; imp 4
ohms. Black or white finish $599/pr

L310/aw 2 -Way Speaker
51/4 -in copolymer woofer and 1 -in dome tweet-
er. All-weather, cast -aluminum cabinet. In-
cludes wall -mounting bracket. Power handling
75 W; FR 68 Hz -20 kHz ±3 dB; sens 90 dB;
imp 4 ohms. Black or white finish $499/pr

Music/Video Series
MV15/s 3 -Way Dipolar Speaker
Acoustic -suspension design with 51/4 -in woofer,
two 4 -in midranges, and two tweeters. Biwir-
able inputs. Dipole/bipole selector switch. Pow-
er handling 100 W; FR 68 Hz -20 kHz; sens 90
dB; imp 4 ohms. Black or white $1,100/pr

MV20/u 3 -Way Speaker
Two 71/4 -in woofers, two 11/2 -in dome mid-
ranges, and 1 -in dome tweeter. Power handling
175 W; FR 52 Hz -20 kHz ±3 dB; sens 89 dB;
imp 4 ohms $900

MV 10/c Center -Channel Speaker
Two 61/2 -in woofers and two I -in dome tweet-
ers. Nonlobing tweeter array for controlled dis-
persion; tiltable base. Power handling 100 W;
FR 52 Hz -20 kHz ±3 dB; sens 88 dB; imp 4
ohms $600

ADVENT
QRTZ2 Subwoofer/Satellite System
3 -piece system featuring powered subwoofer
with 8 -in woofer in bandpass enclosure; 2 mag-
netically shielded rear satellites, each with 4 -in
midrange and 1/2 -in silver -dome tweeter. Line -
level inputs and outputs. Remote control. Power
handling 85 W nns; crossover point variable
from 45-150 Hz; FR 42 Hz -21 kHz; sens 88 dB.
Oak accents. 8% x 51A x 4 in $499

Jade 2 -Way Speaker
Bass -reflex design with 8 -in poly woofer and t-
in dome tweeter. Power handling 125 W tins;
FR 43 Hz -21 kHz ±3 dB; imp 8 ohms. Solid
oak accent with textured black vinyl finish. 91/2
x 35 x 91/4 in; 28 lb $449/pr

AV570 2 -Way Powered Computer Speaker
5 -in woofer and 1 -in polycarbonate tweeter;
amp rated at 35 W. Magnetic shielding. Sepa-
rate volume, bass and treble control; auto
on/off power. AC power or DC battery; mount-
ing kit optional. Black or gray. 101/2 x 73/4 x
83/4 in; 11 lb $399/pr

Ruby 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in poly -cone woof-
er and tweeter. Power handling 75 W tins; FR
53 Hz -21 kHz ±3 dB; sens 89.5 dB; imp 8
ohms. Black textured vinyl finish. 9 x 15 x 81/4
in; 12 lb $249/pr

Audio Cinema 2 -Way Center Speaker
Two 51/4 -in woofers, tweeter. Power handling
125 W; FR 60 Hz -20 kHz ±3 dB; imp 8 ohms.
Black ash vinyl over dense fiberboard. 18 x 6 x
61/2 in; 10 lb $199

ALLISON ACOUSTICS
NL-5400P Powered Subwoofer
Acoustic -suspension design with 12 -in driver;
300-W amp. Features high-pass crossover fixed
at 60 Hz; low-pass crossover variable from 40-
180 Hz. Line- and speaker -level inputs; high-
pass outputs. Volume control. FR 28-180 Hz.
Black lacquer on wood finish. 19 x 19 x 19 in;
70 lb $879
NL-5400. As above without amp. Power han-
dling 250 W; 80 -Hz low-pass crossover; FR 28-
90 Hz; sens 89 dB; 65 lb $460

AL -130S 3 -Way Speaker
Acoustic -suspension design with two 8 -in
woofers. 3 -in hand -assembled convex -dia-
phragm midrange, and I -in silicone -cooled con-
vex -diaphragm tweeter. Push-pull woofer con-
figuration; magnetic shielding. Power handling
200 W; crossover points 450 and 4 kHz; sens
90 dB: imp 6 ohms. Black vinyl finish $600

AL -115S 2 -Way Speaker
Acoustic -suspension design with 8 -in woofer,
1 -in hand -assembled convex -diaphragm tweet-
er. Woofer treated with energy -absorbent com-
pound. Magnetic shielding. Power handling 150
W; crossover point 2 kHz; sens 90 dB; imp 8
ohms. Black vinyl finish. 111/2 x 20 x 101/2 in;
22 lb $500/pr
AL -115. As above, unshielded; sens 90 dB; imp
6 ohms. I I x 20 x 101/2 in; 22 lb $460/pr

NL-1440 2 -Way Center -Channel Speaker
Acoustic -suspension design with 8 -in woofer
and I -in convex tweeter. Magnetic shielding.
Power handling 150 W; crossover point 2 kHz;
sens 90 dB; imp 6 ohms. Black lacquer on
wood finish. 11 x 10 x 18 in; 19 lb $330
NL-654. As above, 6 -in woofer. Crossover
point 2.5 kHz. 9 x 18 x 13 in; I I lb $280

Atlantic Technology System 450THX

ALTEC LANSING
Powered Computer Speaker Systems
ACS500 Subwoofer/Satellite System
3 -piece system featuring 40-W subwoofer with
61/2 -in driver; two magnetically shielded satel-
lites, each with forward -firing 3 -in driver and
1/2 -in dome tweeter, outward -angled 3 -in sur-
round driver, and an inward -angled 11/4 x 21/2 -in
center driver. Dolby Pro Logic decoder and
22.5-W amp built into right satellite. FR 45 Hz -
20 kHz ±3 dB; sens 89 dB. Subwoofer 61/2 x
121/2 x 10 in. Satellite 151/4 x 4 x 61/4 in $399

ACS300.1 Subwoofer/Satellite System
3 -piece system featuring powered subwoofer
with two 4 -in drivers; two clamshell satellites,
each with 4 -in woofer and 1/2 -in dome tweeter;
18-W subwoofer amp; 18-W satellite amp. Dy-
namic EQ; 24-dB/oct crossover; magnetic
shielding on satellites. Headphone jack. Bass,
treble, balance, volume, and A/B mixing con-
trols. Crossover point 120 Hz; FR 35 Hz -20
kHz ±3 dB $229

ACS55 Subwoofer/Satellite System
3 -piece system featuring 40-W powered sub -
woofer with 61/2 -in driver; two satellites, each
with two 3 -in drivers and 1/2 -in dome tweeter.
Dolby Multimedia Surround decoder and I2 -W
satellite amp built into right satellite. Includes
WaveCube software for steering of game
sounds. FR 32 Hz -20 kHz ±3 dB $199

ACS53 Subwoofer/Satellite System
3 -piece system featuring powered subwoofer
with two 4 -in drivers and 2 satellites, each with
3 -in driver; I5 -W bass amp and 12-W satellite
amp, both with 0.8% THD. Magnetic shielding
for satellites. Line -level inputs for 2 sources;
headphone jack. 2 -source mixing; volume, bass,
and treble control. FR 35 Hz -18 kHz ±3 dB.
Bass module 53/8 x 101/2 x 71/4 in. Satellite 31/2
x 4 x 61/4in $159
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APOGEE ACOUSTICS
Stage 2 -Way Ribbon Speaker
Trapezoidal woofer ribbon, midrange/tweeter
ribbon. Power handling 200 W; crossover point
800 Hz; FR 30 Hz -20 kHz; imp 3 ohms. Black -
sand, light oak, or mahogany facia. 37 x 25 x 2
in: 120 lb $3,500/pr

Auriga -F 2 -Way In -Wall Ribbon Speaker
61/2 -in cone woofer and 26 -in dipole midrange/
tweeter ribbon. Power handling 200 W; cross-
over point 1.2 kHz; FR 40 Hz -20 kHz; imp 6
ohms. Paintable grille. Mounting area 121/2 x
48 in $1,800/pr
As above, on -wall version $2,000/pr

Drago Powered Subwoofer
Four 61/2 -in drivers; 200-W amp. High-pass and
low-pass filters. Balanced and single -ended
connectors. Damping and gain controls. FR 28-
80 Hz. 21 x 23 x 91/2 in $1,800

Perseus -6 2 -Way Ribbon Speaker
Two 61/2 -in woofers and 4 -in monopole mid-
range/tweeter ribbon. Magnetic shielding. Pow-
er handling 200 W; FR 45 Hz -25 kHz; imp 8
ohms. Textured black ash finish. 9 x 24 x 111/,
in; 44 lb $1,000/pr
Cassiopeia -6. As above but single woofer. 91/2
x 16 x 111/2 in; 261b $1,000

ATLANTIC TECHNOLOGY
System 450THX THX Speaker System
6 -speaker system featuring two 3 -way satellite
speakers and 3 -way center speaker, each with
two 61/2 -in woofers, two 31/2 -in midranges, and
I -in tweeter in D'Appolito array; two 2 -way
twin polar surround speakers; 300-W powered
subwoofer with I5 -in driver. Line- and speaker -
level inputs; line -level output. Compensation
control for center speaker. Gloss black ....$5,046

System 350 THX Series
Model 352PBM-THX Powered Subwoofer
12 -in driver; 200-W amp. Variable 24-dB/oct
low-pass filter; optical anticlipping and DC -off-
set protection circuitry; magnetic shielding.
THX-certified; line -level input; 2 line -level out-
puts; gold-plated RCA connectors; gold-plated
binding posts. Auto turn-on/off; phase -reverse
switch $1.698/pr

Model 351LR-THX 3 -Way Speaker
Two 53/4 -in woofers, two 3 -in midranges, and
I -in fabric -dome tweeter in subenclosure. 24-
dB/oct crossover. Gold-plated binding posts.
Wall -mountable. White $1,049/pr
As above. black finish $999/pr

System 250.1 Series
Model 262 Powered Subwoofer
Vented design with I2 -in driver; 150-W amp.
Sealed MDF cabinet; variable low-pass filter; an-
ticlipping circuit. Gold-plated binding posts and
RCA connectors; dual line -level inputs and out-
puts. Auto turn-on/off; phase switch. FR 35-180
Hz ±3dB. 193/4 x 143/4 x 133/4 in; 41 lb $649

Model 2541 SR 2 -Way Surround Speaker
Acoustic -suspension design with two 4 -in woof-
ers and two 1/2 -in dome tweeters. Tweeter/woofer
pairs phase -inverted on angled baffle for spatial
enhancement; MDF cabinet. Power handling 150
W; FR 80 Hz -20 kHz ±3 dB; sens 90 dB; imp 8
ohm. White. 91/2 x 101/2 x 61/2 in; 8 lb $449/pr
As above, black finish $429/pr

Model 25L1 LR 2 -Way Speaker
Acoustic -suspension design with two 4 -in woofers
and 3/4 -in Mylar-dome tweeter in D'Appolito con-
figuration. Baffle engineered for minimum diffrac-
tion; MDF cabinet: magnetic shielding. Power han-

dling 150 W; FR 50 Hz -20 kHz ±3 dB; sens 90 dB;
imp 8 ohm. White. 6 x 13 x 81/2 in; 12 lb $419/pr
As above, black finish $399/pr

Model 253.1 C 2 -Way Center Speaker
Acoustic -suspension design with two 4 -in woof-
ers and 3/4 -in Mylar-dome tweeter. Magnetic
shielding; midrange timbre control for matching
with different brand speakers; high -frequency
level control; tilting base. Power handling 150
W; FR 80 Hz -20 kHz ±3 dB; sens 90 dB; imp 8
ohm. 15 x 63/4 x 73/4 in; 10 lb $349

AUDIO CONCEPTS/ACI
Sapphire III 2 -Way Bookshelf Speaker
7 -in hybrid-aperiodic Kevlar woofer, I -in tex-
tile -dome tweeter. Sens 90 dB. Lacquered oak,
black oak, lacquered cherry, or unfinished cher-
ry. 10 x 16 x 10 in $1.899/pr

Titan Powered Subwoofer
12 -in driver; amp rated at 250 W. Crossover
point variable from 50-180 Hz; FR 20-150 Hz
±3 dB. Lacquered oak, black oak, lacquered or
unfinished cherry. Complete and partial kits al-
so available. 14 x 27 x 16 in $1,599

AUDIOSOURCE
SW -Four Powered Subwoofer
I2 -in dual -voice -coil driver; amp rated at 150
W rms. Line- and speaker -level inputs and out-
puts. Phase -reverse switch; auto turn-on/off; in-
put -level control. Crossover point variable from
40-180 Hz; FR 20-250 Hz. 123/8 x 193At x 153/4
in; 35 lb $499

SW -Twelve Powered Subwoofer
I2 -in driver; amp rated at 150 W rms. RCA
line -level and spring -loaded speaker -level in-
puts and outputs. Phase -reverse switch; auto
turn-on/off; input -level control. Crossover ad-
justable from 40-180 Hz; FR 30-250 Hz 16 x
17 x 18 in; 36 lb $499
SW -Eleven. As above, 10 -in driver and 100-W
amp. 15 x 15 x 12 in; 32 lb $399
SW -Nine. As above, 8 -in driver and 60-W amp.
FR 35-250 Hz. 14 x 15 x 12 in; 31 lb $299

Project One 2 -Way Outdoor Speaker
4 -in woofer and 3/8 -in tweeter. Front baffle off-
set for time/phase alignment; weather -resistant
polymer -resin cabinet; magnetic shielding. Inte-
gral pivoting bracket doubles as stand. Power
handling 100 W; FR 60 Hz -20 kHz; sens 90 dB;
imp 8 ohms. White, black. or computer -plat-
inum. 61/4 x 9 x 61/2 in; 6 lb $299/pr

IW-Three 2 -Way In -Wall Speaker
8 -in woofer and I -in soft -dome tweeter. Power
handling 100 W max; crossover 2.5 kHz; sens
92 dB; imp 8 ohms. White grille $250/pr

AVID DYNAMICS
Home Video Series
The following are finished in black ash or oak
vinyl and carry a 5 -year warranty.

Tower 3 -Way Speaker
8 -in poly woofer. 41/2 -in poly midrange, and I -
in dome tweeter. FR 34 Hz -22 kHz; imp 8
ohms. 10 x 33 x 10 in $600/pr

The Ideal 2 -Way Speaker
9 -in poly -cone woofer and I -in soft -dome
tweeter. Crossover point 2.8 kHz; FR 40 Hz -25
kHz; sens 92 dB; imp 8 ohms. 111/2 x 181/2 x
73/4 in $400/pr

The Neat 2 -Way Bookshelf Speaker
Vented design with 7 -in poly woofer and 1/4 -in

ferrofluid-cooled hard -dome tweeter. Crossover
point 5.5 kHz; FR 53 Hz -20 kHz ±3 dB; sens
90 dB; imp 8 ohms. 1 I x 18 x 8 in $290/pr
The Peanut. As above, 51/4 -in poly woofer.
Crossover point 8 kHz; FR 65 Hz -20 kHz ±3
dB; sens 89 dB. 61/2 x 10 x 7 in $220/pr

AXIOM
AX 5 2 -Way Speaker
Dual -enclosure design with 10 -in woofer, 5 -in
woofer, and 1 -in dome tweeter. Crossover point
300 Hz; FR 29 Hz -22 kHz ±2 dB; sens 87 dB;
imp 6 ohms. Black or rosewood finish. 36 x 12
x 12 in; 104 lb $1 ,499/pr

AX 3 2 -Way Speaker
Dual -enclosure design with 8 -in woofer. 5 -in
woofer, and I -in dome tweeter. Crossover point
300 Hz; FR 36 Hz -22 kHz ±2 dB; sens 88 dB;
imp 6 ohms. Black or rosewood finish. 36 x 10
x 10 in; 84 lb $849/pr

BAG END
MM -8H 2 -Way Speaker
Ported design with 8 -in cone woofer and I3/4 -in
aluminum tweeter. Power handling 100 W; FR
70 Hz -19 kHz: sens 84 dB; imp 8 ohms. Walnut
and black cabinet. 6-yr warranty. 121/4 x 171/2 x
8 in $2,264/pr

Infrasub Powered Subwoofer
Acoustic -suspension design with 18 -in driver.
Fiberboard enclosure; built-in ELF (extended
low -frequency) processor. Power handling 400
W; FR 8-90 Hz with ELF engaged; sens 92 dB;
imp 8 ohms. Other finishes optional. Black fin-
ish. 6-yr warranty 22 x 22 x 18 in $1,895

B&W
Matrix 801 Series 3 3 -Way Speaker
Vented design with I2 -in woofer, 5 -in Kevlar
midrange, and I -in metal -dome tweeter. 4th -or-
der Butterworth filters; electronic bass -align-
ment filter. Power handling 300 W; crossover
points 380 Hz and 3 kHz; FR 32 Hz -20 kHz ±3
dB; sens 87 dB; imp 8 ohms. Walnut or black
ash finish. 17 x 391/4 x 22 in; 119 lb $5,500/pr

Matrix 802 Series 3 3 -Way Speaker
Vented design with two 8 -in woofers. 5 -in Kev-
lar midrange, and I -in metal -dome tweeter. 4th -
order Butterworth filters; electronic -bass align-
ment filter. Power handling 250 W; crossover
points 400 Hz and 3 kHz; FR 42 Hz -20 kHz ±3
dB; sens 90 dB; imp 8 ohms. Walnut or black
ash finish. 113/4 x 41 x 141/2 in; 70 lb $4,000/pr

CDM-7 3 -Way Speaker
Vented design with 61/2 -in Cobex woofer, 61/2 -
in Kevlar midbass, and I -in alloy tweeter. Bi-
wirable/biampable. Free -field tweeter. Includes
floor spikes. Power handling 30-150 W; cross-
over 150 Hz and 3 kHz; FR 40 Hz -20 kHz ±3
dB; sens 90 dB; imp 8 ohms. Real -wood ve-
neer. black ash, red ash. or cheery. 5-yr warran-
ty. 83/8 x 37% x I I% in; 41 lb $1,800/pr

Matrix 805 2 -Way Bookshelf Speaker
Vented design with 61/2 -in Kevlar woofer and
I -in magnetic -fluid -cooled metal -dome tweeter.
Bass -alignment filter. Power handling 120 W;
FR 52 Hz -20 kHz ±3 dB; sens 87 dB; imp 8
ohms. Black ash or walnut veneer. 103/s x 163/8
x 874: in; 191b $1,600/pr

ASW-3000 Powered Subwoofer
Vented design with I5 -in down -firing driver, amp
rated 300 W. Magnetic shielding. Line- and
speaker -level inputs and outputs. Level and phase
controls. Floor spikes. Crossover variable from
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125 DECIBEL LIVE CONCERTS

IN THE HANDY TAKE-HOME SIZE

01997 CE4NIN EAST EASY STREET, SIMI VALLEY. CA 93065 805-58 02
CAME NO.16 ON READER SERVICE CARD

( HOME AUDIO SPEAKERS )
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LMOBILE AUDIO SPEAKERS
STROKER, STEALTH, A.L, VEGA

With Cerwin-Vega loudspeakers

you can play music, you can play

movies, heck, you can play God.

For over 40 years, we've built low

bass, high power -handling, huge

sound, have -a -blast loudspeakers.

Yoil ll hear Cerwin-Vega speakers

in concert houses, movie houses,

and houses just like yours. In fact,

wed be happy to let you hear them

right now. For the name of your

nearest dealer, call 805484-9332.

Cerwin-Vega sound. Think of it

as engineering, you can dance to.

CERWIN-VEGA!
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SPEAKERS
40-140 Hz. FR 18-140 Hz. Black ash vinyl. 5-yr
warranty. 24 x 223/4 x 231/2 in; 110 lb $1,500
ASW-2000. As above, I2 -in driver; 175-W
amp. FR 22-140 Hz. 211/2 x 191/4 x 19-1/4 in;
77 lb $1,000
ASW-1000. As above, 120-W amp. FR 25-140
Hz. 211/4 x 18 x 193/4 in; 66 lb $700

DM 602 2 -Way Speaker
Vented design with 7 -in Kevlar woofer and I -in
metal -dome tweeter. Biampable. Power handling
120 W; crossover point 3 kHz; FR 52 Hz -30 kHz
±3 dB; sens 90 dB: imp 8 ohms. Black ash vinyl
finish. 93/4 x 193/4 x 12 in: 22 lb $550/pr

DM -305 2 -Way Speaker
Vented design with 5 -in doped -paper midbass
and I -in soft -dome tweeter. 4th -order Butter-
worth filters; Proprietary Prism enclosure; rear
and front vents. Floor spikes. Power handling
25-120 W; crossover point 3 kHz; FR 55 Hz -20
kHz; sens 91 dB; imp 8 ohms. Black ash. 5-yr
warranty. 81/2 x 333/4 x 121/2 in; 24 lb $450/pr

DM 601 2 -Way Speaker
Vented design with 61/2 -in Kevlar woofer and
I -in metal -dome tweeter. Biampable. Power
handling 100 W; crossover 3 kHz; FR 70 Hz -30
kHz ±3 dB; sens 88 dB; imp 8 ohms. Black ash
vinyl finish. 14 x 8 x 95/4 in; 13 lb $400/pr

DM 302 2 -Way Speaker
Vented design with 5 -in doped -paper cone mid -
bass and I -in soft -dome tweeter. Proprietary
Prism enclosure. Power handling 100 W; cross-
over 3 kHz; FR 72 Hz -20 kHz ±3 dB; sens 91
dB; imp 8 ohms. Black ash vinyl finish. 73/4 x
125A4 x 83/4 in; 9 lb $250/pr

BANG & OLUFSEN
Beolab Penta 3 -Way Powered Speaker
Bass -reflex design with four 5 -in woofers, four
4 -in midrange drivers, and I -in dome tweeter;
amp rated 281 W cont. 5 -sided cabinet finished
in stainless steel; dynamic clipping-attenuator
circuit. Alphanumeric display for B&O system
information; bass -compensation switch; auto
turn-on/off. Crossover points 700 Hz and 5
kHz; FR 40 Hz -20 kHz +4, -8 dB; sens 94 dB.
81/4 x 65 x 133/4 in; 53 lb $5,000/pr

Beolab 8000 2 -Way Powered Speaker
Bass -reflex design with two 4 -in woofers and
3/4 -in tweeter; amp rated at 145 W cont. Tubu-
lar -shaped aluminum cabinet with conical tip
and mirror finish; biamplified drivers; cast-iron
base; Linkwitz-Riley active crossover; dynamic
treble -balancing circuitry; 30-dB/oct high-pass
filter at 40 Hz; polystyrene front baffle; magnet-
ic shielding. Line -level input; Power Link input
for B&O systems. Auto turn -on. Crossover 4.2
kHz; FR 52 Hz -20 kHz +4. -8 dB. 63/4 x 52 x
6% in; 44 lb $3,000/pr

Beolab 6000 2 -Way Powered Speaker
Bass -reflex design with two 31/2 -in woofers and
-1/4-in dome tweeter; amp rated at 59 W cont.
Extruded one-piece 3/4 -in thick aluminum oval -
column cabinet; proprietary bass -optimization
circuitry; active filtering with 30-dB/oct slope at
resonant frequency and 24-dB/oct slopes else-
where; biamplified drivers; magnetic shielding.
Line- and speaker -level inputs; Powerlink con-
nectors for B&O systems. Auto turn-on/off.
Crossover point 3 kHz; FR 55 Hz -22 kHz +4,
-8 dB. Polished and anodized silver finish. 8 x
431/4 x 81/2 in; 24 lb $2,200/pr

BIC AMERICA
Micropoint MI'S-3 Home Theater System
6 -piece system featuring 70-W powered sub -

woofer with 10 -in driver; 4 satellites, each with
51/4 -in woofer and 1/2 -in dome tweeter; center
speaker with two 4 -in woofers and 1/2 -in dome
tweeter. Magnetic shielding; integral wall
mounts. Level control on subwoofer. Satellite
power handling 100 W; crossover point variable
50-150 Hz; FR 35 Hz -20 kHz; imp 8 ohms.
Black or white satellite finish. Sub: 121/4 x 16 x
161/2 in. Sat: 61/4 x 9 x 6. Center 145Ai x 53/4 x
63/4 in $799

Micropoint MPS -2 Home Theater System
6 -piece system featuring 50-W subwoofer with
8 -in driver; 5 satellite speakers, each with 31/2 -
in woofer and dome tweeter. Magnetic shield-
ing; integral wall mounts. Satellite power han-
dling 100 W; FR 45 Hz -20 kHz; sens 90 dB;
imp 8 ohms. Black. Sub: 10 x 131/2 x 18 in. Sat:
43/4 x 7 x 43/4 in $499

Micropoint MPS -1 Home Theater System
6 -piece system featuring subwoofer with 8 -in
driver; 5 satellite speakers, each with 31/2 -in
woofer and dome tweeter. Magnetic shielding;
integral wall mounts. Satellite power handling
100 W; FR 45 Hz -20 kHz: sens 90 dB; imp 8
ohms. Black. Sub: 10 x 131/2 x 18 in. Sat: 43/4 x
7 x 41/c in $399

BIC America MPS -3 speaker system

Muro M-8 2 -Way In -Wall Speaker
8 -in woofer, 1 -in soft -dome tweeter. Power han-
dling 100 W max; FR 40 Hz -22 kHz; sens 90
dB; imp 8 ohms. 101/2 x 14 x 33/4 in $249/pr

Muro M-6 2 -Way In -Wall Speaker
61/2 -in woofer, I -in soft -dome tweeter. Power
handling 80 W max; FR 50 Hz -22 kHz; sens 90
dB; imp 8 ohms. 81/2 x 12 x 31 in $199/pr

BOSE
"DirectlReflecting" refers to a design in which
drivers are positioned to provide both direct
and reflected sound from the speaker.

Lifestyle 30 Powered Home Theater System
6 -speaker system featuring Acoustimass bass
module with two 51/4 -in drivers and system
power amp; five satellites, each with two 2 -in
drivers in attached rotating cubes; music center
with 6 -disc CD changer. AM/FM tuner, and
two -zone preamp. Videostage surround -sound
decoder; active electronic equalization; auto
tone adjustment; magnetic shielding; patented
signal processing to enhance bass response. in-
put jacks; RF remote control. Includes setup
CD, AM/FM antennas, and all cables. Sub -
woofer and speakers available in black or white.
Music center: 151/2 x 25/4 x 8 in; 6 lb. Bass
module: 233/4 x 14 x 71/2 in; 33 lb. Satellite: 41/2
x 21/4 x 31/4 in; I lb $3,500
Lifestyle 8. As above with five single -cube sat-
ellites. Music center: 15 x 23/4 x 73/4 in; 4 lb.
Bass module: 201/4 x 14 x 71/2 in; 28 lb. Satel-
lite speaker: 3 x 33/4 x 43/4 in; I lb $1,399

Model 901 Classic Series VI Speaker System
Two -speakers, each with nine 41/2 -in drivers;
outboard active EQ. Direct/Reflecting design; 1

front -firing driver. 4 drivers on each of 2 angled
rear baffles; injection -molded enclosure. Bass
and treble controls. Power handling 450 W/ch;
imp 4-8 ohms. Hardwood veneer with black ash
or walnut finish. 5-yr transferable warranty.
12-1/4 x 21 x 121/4 in; 32 lb $1,499

VCS -30 Center/Surround System
3 -piece system featuring VCS -10 center speaker
and two surround speakers, each with 41/2 -in
full -range driver. Proprietary system to improve
dialogue coverage; magnetic shielding. Protec-
tion circuitry. Includes mounting brackets and
hardware; rubber feet; speaker wire. Power han-
dling 100 W center. 80 W surround; imp 4-8
ohms. Black finish. 5-yr limited warranty. Cen-
ter: 211/2 x 6 x 31/4 -in; 6 lb. Surround: 11 x 5.1/4
x 61/2 -in; 3 lb $399
VCS -10. Center speaker only. Ported design
with four 21/2 -in drivers $229

Model 301 Series IV
2 -Way Bookshelf Speaker
8 -in woofer, 3 -in tweeter, and 2 -in tweeter. Di-
rect/Reflecting design; flared port; multiple fre-
quency crossover. Power handling 150 W; imp
4-8 ohms. Black or rosewood finish. 17 x 161/2
x 101/4 in; 12 lb $369/pr

MediaMate Powered Computer Speaker
21/2 -in driver. Thermoplastic alloy enclosure.
Dual -source input; headphone jack. Magnetic
shielding; source -mixing capability; volume
control. Includes fastener strips for mounting
to computer monitor. Gray. 73/4 x 33/4 x 83/s in;
4 lb $219/pr

Acoustimass Systems
Acoustimass 10 Home Theater System
6 -speaker system featuring subwoofer with
three 51/4 -in drivers; five satellites, each with
two 21/2 -in drivers in attached rotating cubes.
Adaptive energy summing for front and sur-
round channel bass; Direct/Reflecting design;
system protection circuitry. Magnetic satellite
shielding. Power handling 200 W front, 100 W
rear; imp 4-8 ohms. Black or white finish. Sub -
woofer: 22 x 14 x 71/2 in; 23 lb. Satellite: 33/4 x
63/4 x 41/4 in; 2 lb $1,299

Acoustimass 5 Subwoofer/Satellite System
3 -speaker system featuring subwoofer with two
51/4 -in drivers; 2 satellites, each with two 21/2 -in
drivers in attached rotating cubes. Direct/Re-
flecting design. Magnetic satellite shielding.
Mounting accessories optional. Power handling
200 W/ch. Black or white finish. Subwoofer: 14
x 71/2 x 19 in; 21 lb. Satellite: 31/2 x 63/4 x 43/4
in; 2 lb $799

Acoustimass 6 Home Theater System
6 -piece system featuring subwoofer with two
51/4 -in drivers; five satellite cubes, each with
21/2 -in wide -range driver. Auto protection cir-
cuitry; magnetic shielding. Power handling 100
W/ch; imp 4-8 ohms. Black or white. 5-yr-lim-
ited transferable warranty. Subwoofer: 171/2 x
14 x 71/2 in. Satellite: 3 x 31/4 x 43/4 in $699

BOSTON ACOUSTICS
Boston SoundBar Cinema System
Integrated system with TV -top module housing
three front speakers. 5 -channel amp, Dolby Pro
Logic decoder, and control panel. Includes sep-
arate bass module, wall -mountable surround
speaker, and universal remote. FR 45 Hz -20
kHz ±3 dB. Black. SoundBar: 251/4 x 4-1/4 x 53/4
in. Bass module: 63/4 x 91/2 x 141/2 in. Surround
speaker: 43/4 x 75A4 x 53/4 in $800
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SPEAKERS
CR7 2 -Way Bookshelf Speaker
Vented, braced design with 61/2 -in copolymer
woofer and -1/4-in tweeter. Point -source driver
configuration; magnetic shielding. Wall mount-
able. Power handling 100 W; FR 52 Hz -20 kHz
±3 dB; sens 88 dB; imp 8 ohms. Black ash vi-
nyl finish. 121/4 x 71/2 x 91/8 in; 11 lb $260/pr

MicroMedia Powered
Subwoofer/Satellite System
3 -speaker system featuring subwoofer with 51/4 -
in woofer in bandpass enclosure; two satellites,
each with 21/2 -in wide -range drivers. Master
volume control mounts under satellite. Includes
pedestal stands. FR 50 Hz -20 kHz ±3 dB. Black
or gray finish. Subwoofer: 7 x 91/2 x 10 in. Sat-
ellite: 31/4 x 31/4 x 31 in $220

Lynnfield VR Series
VR970 3 -Way Speaker/Powered Subwoofer
Powered subwoofer section with 10 -in woofer,
12 -in passive radiator, and 100-W amp; 2 -way
passive section with two 41/2 -in midranges and
I -in aluminum tweeter. Braced cabinet; point -
source driver configuration; magnetic shielding.
Power handling 200 W; FR 25 Hz -20 kHz ±3
dB; sens 91 dB; imp 8 ohms. Black cloth with
gloss -black cap. 481/4 x 61/2 x 15 in $800
VR960. As above except subwoofer section
with 8 -in driver and 75-W amp. FR 29 Hz -20
kHz ±3 dB; sens 90 dB. 421/4 x 61/2 x 14 $500

VRIO 3 -Way Center -Channel Speaker
51/4 -in woofer, 51/4 -in passive radiator, 31/2 -in
midrange, and I -in aluminum tweeter. Point -
source driver configuration; magnetic shielding.
Power handling 150 W; FR 65 Hz -20 kHz ±3
dB; sens 90 dB; imp 8 ohms. Black ash vinyl
finish. 61/2 x 17 x in; 15 lb $300

Micro Reference Series
Micro9Ot Home Theater Speaker System
4 -speaker system featuring powered subwoofer
with 8 -in woofer and 75-W amp; 2 satellites.
each with 31/2 -in midrange and I -in aluminum -
dome tweeter; center speaker with two 31/2 -in
midranges and 1 -in aluminum -dome tweeter.
Die-cast aluminum satellite and center cabinets;
magnetic shielding. Includes satellite stand/
wall -mount brackets. FR 35 Hz -20 kHz ±3 dB.
Black or white. Subwoofer: 141/4 x 141/2 x 15%.
Satellite: 6% x 41/4 x 51/4 in. Center: 4-1/4 x 12 x
51/4 in $1,000
Micro90. As above, no center speaker $800

VRS Micro Surround Speaker
31/2 -in full -range driver and 21/2 -in tweeter. In-
cludes wall bracket. Power handling 100 W; FR
120 Hz -20 kHz ±3 dB; sens 85 dB; imp 8 ohms.
Black or white. 6% x 41/4 x 51/4 in $200/pr

Designer Series
Model 336PT 2 -Way Ceiling Speaker
51/4 -in woofer and 3/4 -in pivoting tweeter.
Paintable grille. Power handling 75 W; FR 62
Hz -20 kHz ±3 dB. Includes mounting hard-
ware. Mounting diameter 63/4 in. Mounting
depth 33/4 in $400/pr

Model 361 2 -Way In -Wall Speaker
61/2 -in woofer and 1 -in tweeter. Point -source
driver configuration; moisture -resistant design;
paintable grille. Includes retrofit mounting
bracket. Power handling 100 W; FR 58 Hz -20
kHz ±3 dB; sens 89 dB; imp 8 ohms 10% x
71/4 x 2% in $400/pr

BOZAK
HT95-FT30 3 -Way Speaker
Two 61/2 -in woofers and I -in cloth -dome
tweeter. Biampable. Crossover point 2.5 kHz;
FR 40 Hz -I9 kHz ±2 dB; sens 90 dB; imp 6

ohms. Black ash finish. 7-yr warranty. 81/4 x 41
x 14 in $999/pr

HT95-PSWI2 Powered Subwoofer
12 -in front -firing woofer; amp rated at 150 W
rms. Crossover point variable from 40-180 kHz;
FR 22-180 Hz +I. -2 dB; imp 8 ohms. Black
finish. 7-yr warranty. 17 x 16 x 19 in $999

HT95-CC3 2 -Way Center -Channel Speaker
Two 6 -in woofers and I -in dome tweeter. Mag-
netic shielding. Crossover 2.4 kHz; FR 50 Hz -20
kHz +1, -2 dB; sens 92 dB; imp 5 ohms. Black
finish. 7-yr warranty. 23 x 8 x II in $699

HT95-RC2A 2 -Way Surround Speaker
4 -in front -firing woofer, 4 -in side -firing woof-
er, and 3 -in top -firing tweeter. Crossover 4
kHz; FR 70 Hz -I2 kHz ±2 dB; sens 90 dB; imp
16 ohms. Black finish. 7-yr warranty. 6 x 91/2 x
6 in 5499/pr

CAMBER
Model 4.5ti/sm4 2 -Way Speaker
Bass -reflex design with two 61/2 -in woofers and
1/4 -in dome tweeter. Biampable. Power handling
200 W max; sens 92 dB; imp 8 ohms 9 x 37 x
12 in; 44 lb $1,149/pr

Model 3.5ti/sm4 2 -Way Speaker
Bass -reflex design with 81/2 -in woofer and'/4-in
dome tweeter. Biampable. Power handling 175
W max; sens 91 dB; imp 8 ohms. 1 1 x 25 x 12
in; 35 lb $949/pr

Model 3.0ti/sm4 2 -Way Speaker
Bass -reflex design with 81/2 -in woofer and -1/4-in
titanium -dome tweeter. Biampable. Power han-
dling 150 W max; sens 91 dB; imp 8 ohms. 11
x 20 x 12 in; 29 lb $799/pr

CAMBRIDGE SOUNDWORKS
MovieWorks 5.1 Home Theater System
6 -speaker system featuring 150 W powered
subwoofer with 12 -in long -throw woofer; left
and right main speakers; center -channel speak-
er; left and right surrounds. Magnetic shielding.
Surrounds switchable between dipole and bi-
pole modes. 7-yr warranty on main, center, and
surround speakers, 2 yrs on subwoofer. Main:
81/4 x 51/4 x 41/4 in. Center: 25 x 11 x 61/4 in.
Subwoofer: 261/4 x 151/2 x 11 in. Surrounds 8 x
5 x 6 in. Black $1,799
MovieWorks. Similar to above but with main,
center, and surround speakers. Main: 81/4 x 51/4
x41/4. Center: 4 x 14 x 7 in. Surround: 7 x 5 x5
in $1,299

Model Twelve Transportable
Subwoofer/Satellite System
3 -speaker system with powered subwoofer, 2
satellite speakers in suitcase with space for
portable CD or cassette player. Includes 12-
VDC cigarette -lighter adaptor $799

Tower 3 -Way Speaker
Vented bipolar design with two 8 -in woofers and
separate front -firing and rear -firing driver com-
plements, each with a 51/4 -in midrange and I -in
soft -dome tweeter. Biampable; magnetic shield-
ing. Lacquered walnut or black ash wood veneer
with black -knit grille. 39 x 10 x 14 in $749
Tower II. Monopole version of above with
51/4 -in midrange and I -in tweeter. Walnut or
black ash vinyl finish. 36 x 10 x 14 in $499

Powered Subwoofer
Acoustic -suspension design with I2 -in driver;
140-W amp. Active EQ for sub -30 Hz response;
18 dB/oct crossover with 55/80/100/140 Hz low
pass selector. Stereo/mono line- and speaker -

level inputs. Black -vinyl finish. 15'/2 x 261/2 x
101/4 in $699
Powered Subwoofer II. As above but 8 -in
driver. 120-W amp. 21 x 111/4 x 81/2 in $399

Ensemble Subwoofer/Satellite System
4 -speaker system featuring 2 slim -cabinet sub -
woofers, each with 8 in driver; 2 satellites, each
with 4 -in midrange and I'/4 -in tweeter with in-
tegral 5/2 -in dome. Gold-plated binding posts.
Power handling 200 W; imp 6 ohms. Satellites
in black or white. Sub: 12 x 21 x 41/2 in Sat:
81/2 x 51/4 x 4 in $599
Ensemble II. As Ensemble except one sub -
woofer with two 61/2 -in drivers. Black or white.
Subwoofer: 161/4 x 141/4 x 7% $499

CenterStage 2 -Way Center -Channel Speaker
Vented design with two 51/4 -in woofers and I -in
dome tweeter. Horizontal -oriented cabinet; mag-
netic shielding. Black finish. 7 x 25 x 8 in $349

Ensemble III Subwoofer/Satellite System
3 -speaker system featuring acoustic-bandpass
subwoofer with 61/2 -in dual -voice -coil driver
and flared vent; 2 magnetically shielded satel-
lites, each with 31/4 -in midrange and 3/4 -in
tweeter. ABS-plastic satellite enclosures. Sub -
woofer in black vinyl; satellites in Nextel gray.
Subwoofer: 15 x 8 x 8 in. Satellite: 61/2 x 41/4 x
3 in $349
Ensemble IV. As above except subwoofer with
51/4 -in driver and 2 satellites, each with 3 -in
wide -range driver and contouring EQ circuitry.
Sub: 8 x 61/2 x 12 in. Sat: 4x 4x 3% in $249

MicroWorks Powered
Computer Speaker System
3 -speaker system featuring bass module with
61/2 -in driver; 2 satellite speaker cubes, each
with 3 -in driver and desktop stand; amp with
active EQ built into bass module; 50 W bass +
10 W x 2 for satellites. Two stereo inputs.
Black or beige finish. Bass module: 17 x 9 x 7
in. Satellite: 4 x 4 x 4 in $349

CANTON
The following have 12-dBloetave crossovers
and impedances of 4-8 ohms.

Digital 2 3 -Way Speaker
Bass -reflex design with two 9 -in woofers, 7 -in
midrange. and I -in aluminum -manganese -dome
tweeter. Outboard DSP controller to customize
response for room acoustics via PC. Power han-
dling 350 W; FR 18 Hz -30 kHz. Black or cher-
ry. 10 x 413/8 x 121/4 $12,000

Ergo 71 DC 3 -Way Speaker
Bass -reflex design with 7 -in woofer, 7 -in mid-
range, and I -in tweeter. Power handling 150 W
max; crossover points 300 Hz and 3.5 kHz; FR
25 Hz -30 kHz; sens 88 dB. Light cherry, oak,
walnut, black, or white finish. 81/2 x 351/4 x 11
in; 38 lb $ I,995/pr

Karat AS 4 Powered Subwoofer
Bass -reflex design with two 9 -in woofers; Nomi-
nal power 100 W. Magnetic shielding. Bass -lev-
el, crossover, and phase controls. FR 20 Hz -150
Hz. Black, white, or cherry. 5-yr speaker warran-
ty, 2-yr amp. 91/2 x 23% x 161/2 in $1.495

Ergo 31 DC 2 -Way Bookshelf Speaker
Bass -reflex design with 9 -in woofer and I -in
aluminum -manganese -dome tweeter. Power
handling 130 W; FR 27 Hz -30 kHz. Black,
white, or cherry. 5-yr warranty. 101/4 x 17 x
101/2 in $ I . I 95/pr

Ergo R51 2 -Way Dipolar Surround Speaker
Dipolar design with two 4 -in woofers and two I -
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As you begin your search for the ideal home theater audio system, ask yourself what's important

It has long been assumed that bigger equipment means better sound. Not anymore. Bose® Lifestyle®

systems allow you to enjoy better sound with less clutter, less equipment and less complication.  Unlike

conventional "components; every part of a Lifestyle®

system is engineered to work together as a whole. For

performance, each element is acoustically matched. For

simplicity, many controls are automatic, which means

you can do just about anything by pressing only one

button. And everything is smaller.  A single, 25i" high music center replaces an entire rack of electron-

ics and includes a built-in CD player and AM/FM tunerr.  Tiny Jewel Cube® speakers are about the size

of a computer mouse. And hidden away out of view is the

Acoustimass® module for purer, more natural bass. Your favorite

music, movies and sports programs will come

to life in a way you simply cannot imagine.

 Home Theater Technology summed it up

by saying, "Everything is included and carefully thought out.... The performance

is awesome."*  Please call for your complimentary guide to our Lifestyle® music

and home theater systems, and for Bose dealers near you. Then compare the size

of Bose sound to the sound of the biggest equipment you can find.
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Is It the size of the equipment?

Or is it the size of the sound?

_A747.Lc"
Better sound through research

1-800-444-BOSE Ext.584 www.bose.com
0 1997 Bose Corporation fh198307G From a review of the lafestyle 12 home theater system
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SPEAKERS
in tweeters. Power handling 140 W max; cross-
over point 2.2 kHz; FR 45 Hz -30 kHz. Black,
white, or cherry finish. 8 x 71/4 x 41/4 in...$898/pr

Ergo CM 51 3 -Way Speaker
Bass -reflex design with two 7 -in woofers. 4 -in
midrange, and I -in aluminum -manganese -dome
tweeter. Magnetic shielding. Power handling
150 W; FR 26 Hz -30 kHz. Black, white, or
cherry. 5-yr warranty. 191 x 9 x 113/8 in $895

Fonissimo 2+ Subwoofer/Satellite System
3 -speaker system featuring subwoofer with two
8 -in drivers; 2 satellites, each housing 4 -in mid-
range with coaxially mounted 1 -in tweeter.
Power handling 180 W max; crossover points
120 Hz and 2.2 kHz; FR 22 Hz -30 kHz; sens 87
dB. Black or white. Sub: 93/4 x 127/8 x 151/4 in.
Satellite: 53/4 x 5 x 51/2 in; 3 lb $795

CELESTION
Kingston 2 -Way Speaker
61/2 -in Cobex woofer and I 1/4 -in aluminum -
dome tweeter. High -density acoustically inert
single -piece Alpha Crystal enclosure; Silver-
plated OFC wiring. Biampable; gold-plated
binding posts. Integral stand. FR 68 Hz -20 kHz
±3 dB; sens 84 dB; imp 8 ohms. Natural granite
finish. 81/2 x 391 x 14 in; 90 lb $4.000/pr

Sli Powered Subwoofer
Bass -reflex design with 10 -in down -firing
woofer; amp rated at 150 W. Speaker -level in-
puts and outputs; filtered line -level inputs and
outputs. Phase switch; auto tum-on; adjustable
crossover. FR 30 Hz -150 Hz ±2 dB. Black ash
vinyl. 5-yr warranty. 12 x 12 x 12 in $399

A Series
A5r 2 -Way Dipole Surround Speaker
Bass -reflex design with two 4 -in midbass drivers
and two I -in titanium -dome tweeters. Time -
aligned driver layout; midbass drivers mono be-
low 400 Hz; compact design with wall mount.
Power handling 150 W; crossover 4 kHz; FR 80
Hz -20 kHz ±3 dB; sens 87 dB; imp 6 ohms. Gray
or white. 5-yr warranty. 9 x 12 x 7 in $799/pr

A4c 3 -Way Center -Channel Speaker
Bass -reflex design with two 6 -in woofers, 4 -in
midrange, and I -in titanium -dome tweeter. Cast
midrange and high -frequency housing; magnet-
ic shielding. Includes height -adjustable rubber
feet. Power handling 150 W; crossover 800 Hz
and 4 kHz; FR 80 Hz -20 kHz ±3 dB; sens 89
dB; imp 4 ohms. Gray. 5-yr warranty. 8 x 26 x
8 in $599

Impact Series
Impact 40 3 -Way Speaker
10 -in woofer, 5 -in midrange, and I -in tweeter.
1/4 -in MDF cabinet; magnetic shielding. Spiked
feet. Power handling 225 W max; sens 91 dB;
imp 4 ohms. Black ash finish. 127/8 x 393/8 x
113/8 in $950/pr
Impact 35. As above, 8 -in woofer. Power han-
dling 200 W max $750/pr
Impact 30. As above, 6 -in woofer and 4 -in
midrange. Power handling 150 W max; sens 90
dB. 91/4 x 32.% x 9.1/4 in $650/pr

Impact 25 2 -Way Speaker
8 -in woofer and I -in tweeter. 1/4 -in MDF cabi-
net; magnetic shielding. Spiked feet. Power han-
dling 120 W max; sens 90 dB; imp 8 ohms.
Black ash finish. 10.1/4 x 323/4 x 113/8 in $550/pr

CELLO
Legend 3 -Way Speaker
Acoustic -suspension design with I2 -in woofer.
3 -in dome midrange, and -in dome tweeter.

Dynaudio drivers. Crossover points 500 Hz and
5 kHz. Burlwood or piano -black finish. 14 x
261/2 x 12 in; 80 lb $8,000/pr
Walnut or mahogany finish $7,000/pr

Cerwin-Vega E-315

CERWIN-VEGA
All models ; v a 5 -year limited warranty.

AL -1000 3 -Way Speaker
Bass -reflex design with 15 -in woofer, 8 -in mid-
range. and I -in supronyl soft -dome tweeter.
Fuse protection. Power handling 1.000 W;
crossover points 400 Hz and 3.5 kHz; FR 28
Hz -20 kHz ±3 dB; sens 93 dB; imp 4 ohms.
431/4 x 173/4 x 17 in $1,099

AL -750 3 -Way Speaker
Bass -reflex design with 12 -in woofer, 61/2 -in
midrange, and I -in supronyl soft -dome tweeter.
Fuse protection. Power handling 750 W; cross-
over points 400 Hz and 3.5 kHz; FR 28 Hz -20
kHz ±3 dB; sens 93 dB; imp 4 ohms. 38 x 14 x
121/2 in $899

HT -S15 Powered Subwoofer
Bass -reflex design with down -firing 15 -in
driver; 200-W amp. Low-pass filter with 18
dB/oct slope. Crossover point variable from
30-150 Hz; FR 30-150 Hz. 201/2 x 181/2 x 181/2
in; 72 lb $799

E Series
E-315 3 -Way Speaker
Bass -reflex design with I5 -in woofer, 61/2 -in
midrange, and I -in polyetherimide-dome tweet-
er. Fuse protection. Power handling 400 W
cont; crossover points 700 Hz and 3.5 kHz; FR
28 Hz -20 kHz ±3 dB; sens 102 dB; imp 8 ohms.
36x 171/2 x 151/2 in; 66 lb $560

E-312 3 -Way Speaker
Bass -reflex design with I2 -in woofer, 51/4 -in
midrange, and I -in polyetherimide-dome tweet-
er. Fuse protection. Power handling 300 W
cont; crossover points 400 Hz and 3.5 kHz; FR
28 Hz -20 kHz ±3 dB; sens 98 dB; imp 8 ohms.
33 x 141/2 x 121/2 in; 51 lb $365

E-D6C 2 -Way Center -Channel Speaker
61/2 -in woofers and I -in polyetherimide-dome
tweeter. Magnetic shielding. Power handling
120 W cont; crossover 3.5 kHz; FR 60 Hz -20
kHz ±3 dB; sens 92 dB; imp 8 ohms. 8 x 191/2 x
93/4 in; 13 lb $270

CITATION
Model 7.2 2 -%% ay THX Speaker
Two 61/2 -in woofers and two I -in soft -dome
tweeters. THX-certified; diffraction -control sys-

tem. FR 80 Hz -23 kHz ±2.5 dB; sens 91 dB;
imp 4 ohms. Black lacquer oak finish. 22 x 10 x
11 in; 44Ib $1,350

Model 5.3 2 -Way THX Surround Speaker
Dipolar design with two 5 -in woofers and two
I -in soft -dome tweeters. THX-certified; selec-
table point source or diffused radiation when
used with Fosgate Audionics Model Three, Har-
man Kardon AVPI, or Citation THX surround
controller. FR 125 Hz -18 kHz; sens 90 dB; imp
4 or 8 ohms. Black lacquer or eggshell finish.
12 x 14 x 61/2 in; 22 lb $990/pr

DAHLOUIST
DQ-86.3cs 3 -Way THX Speaker
8 -in woofer, 61/2 -in midrange, and I -in silk
tweeter. Phased array alignment with 11/2 -in
MDF baffle; Neoplast dispersion lens. Power
handling 160 W rms; FR 30 Hz -20 kHz; sens 90
dB; imp 6 ohms. 10 x 40 x 121/2 in $1,250/pr

DQ-200sub Powered Subwoofer
Two 10 -in carbon -fiber drivers; amp rated at
150 W rms. Isobaric driver configuration. Line -
and speaker -level inputs; high-pass satellite out-
puts. Phase switch; auto on/off; A/V boost; ad-
justable crossover. FR 30 Hz -150 kHz $700

PDQ-637 2 -Way Speaker
Two 61/2 -in woofers and I -in ferrofluid-cooled
silk tweeter in D'Appolito layout. Dispersion
control; MDF construction. Power handling 140
W mis; FR 30 Hz -20 kHz; sens 90 dB; imp 6
ohms. 8 x 40 x 111/2 in $700/pr

DQ-6.2cs 2 -Way Bookshelf Speaker
61/2 -in woofer and 1 -in silk tweeter. Phased -ar-
ray alignment; Neoplast dispersion lens. Power
handling 70 W mis; FR 40 Hz -20 kHz; sens 88
dB; imp 6 ohms. 81/2 x 141/2 x 121/2 in $450/pr

DQ-66.2ctr 2 -Way Center -Channel Speaker
Two 61/2 -in woofers and I -in silk tweeter. Neo-
plast dispersion lens. Power handling 140 W
rms; FR 55 Hz -20 kHz; sens 89 dB; imp 8
ohms $300

DCM
TimeWindow SurroundScape 2
3 -Way Powered Speaker
Two vented 61/2 -in woofers, two 61/2 -in midbass
drivers with coaxially mounted .1/4 -in hard -dome
tweeters, and two ambient -field 1/4 -in tweeters;
woofer amp rated at 100 W, front 150 W, rear
100 W. Seven -sided enclosure; magnetic shield-
ing. Midbass control. Sens 92 dB; imp 6 ohms.
Gloss -black base and top plate; black wraparound
grille. 161/2 x 431/2 x 121/2 in; 60 lb $1,099
TimeWindow SurroundScape. Nonpowered
ported version of above without subwoofer sec-
tion. 15.1/4 x 401/4 x 12 in; 43 lb $700

KX Series
The following speakers are finished in black
vinyl woodgrain.

KX-12 Series Two 3 -Way Speaker
Modified transmission -line design with 12 -in
woofer, 6 -in midrange, and .1/4 -in horn -loaded
tweeter. Power handling 250 W; FR 26 Hz -20
kHz; sens 99 dB; imp 8 ohms. 16 x 33 x 131
in; 50 lb $300
KX-10 Series Two. As above, 10 -in woofer.
Power handling 175 W; FR 30 Hz -20 kHz; sens
97 dB. 133/4 x 281/2 x 12 in; 39 lb $249
KX-7 Series Two. As above, 6 -in dual -voice -
coil woofer and 3/4 -in tweeter. Self -resetting
protection circuitry. Power handling 125 W; FR
45 Hz -20 kHz; sens 95 dB; imp 8 ohms. 101 x
19 x 101/4 in; 21 lb $199
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KX-Sub 1 Powered Subwoofer
Modified bandpass design with 10 -in driver;
100-W amp. Magnetic shielding. FR 30-120
Hz. 141/2 x 17 x 143/4 in; 37 lb. Textured black
finish $299

KX-Center Series Two Center Speaker
Acoustic -suspension design with two 6 -in
woofers and one 3/4 -in tweeter. Magnetic
shielding. Power handling 100 W; FR 50 Hz -
20 kHz; sens 97 dB; imp 8 ohms. 22 x 81/2 x
71/2 in; 15 lb $199

DEFINITIVE TECHNOLOGY
BP2000 Bipolar 3 -Way
Speaker/Powered Subwoofer
Combines powered subwoofer section housing
15 -in side -firing driver and 300-W amp with
bipolar section housing front and rear driver
complements, each comprised of two 63/4 -in
woofers and I -in aluminum -dome tweeter;
power handling 500 W rms. Linkwitz-Riley
crossover; three -chambered cabinet made of I-.
11/2-, and 2 -in -thick Medite bonded to foam
damping pads; mirror -image -pair design. Speak-
er -level inputs; line- and speaker -level sub -
woofer input; biwire/triwire terminals. FR 15
Hz -30 kHz. Piano -black lacquer or cherry end
caps with black wraparound grille cloth 9 x 50
x 17 in; 120 lb $1,499
BP2002. Smaller version of the BP2000. Sub -
woofer with 12 -in driver and I 25-W amp; front
and rear driver complements each with 51/4 -in
midrange and tweeter. LFE/subwoofer input
with level control. FR 18 Hz -30 kHz. 71/4 x 43
x 143/4 in; 65 lb $999
BP2004. As BP2002 except 10 -in sub. FR 19
Hz -30 kHz. 71/4 x 40 x 13 in; 55 lb $799

ProCinema 100.6 Home Theater System
6 -piece system featuring four ProMonitor 100
satellite speakers, each with 51/4 -in woofer and
I -in aluminum -dome tweeter. ProSub 100 pow-
ered subwoofer with 10 -in woofer and I25 -W
amp, and ProCenter 100 center speaker with
two 41/2 -in midbass drivers and I -in aluminum -
dome tweeter $1,348
ProCinema 100.4. As above with two ProMon-
itor 100 speakers $998
ProCinema 100.3. As ProMonitor 100.4 with-
out ProCenter 100 speaker $799

PowerField 18TL Powered Subwoofer
Transmission -line design with 18 -in driver; amp
rated at 325 W. Monocoque cabinet. Speaker -
and line -level inputs and outputs. Adjustable
phase; adjustable high- and low-pass filters; lev-
el control; auto on/off. Includes spikes. Crossov-
er point adjustable from 40-150 Hz; FR 13 Hz -
150 Hz. Black. 5-yr speaker, 3-yr amp warranty.
191/4 x 201/2 x 181/2 in; 90 lb $999
PowerField 15TL. As above except with I5 -in
driver. FR 15-150 Hz. 17 x 17 x 171/2 in $699

C/L/R 2000 2 -Way Center -Channel Speaker
Two 6.1/4 -in woofers and I -in aluminum -dome
tweeter. Linkwitz-Riley crossover; monocoque
cabinet; magnetic shielding. Biwirable/biampable
terminals. Power handling 350 W. Gloss -black
end panels. 211/2 x 81/4 x 15 in $650

BP1OB 2 -Way Bipolar Speaker
Bipolar design with two 61/2 -in mineral -filled
woofers and two 1 -in aluminum -dome tweeters.
Linkwitz-Riley crossover. FR 20 Hz -30 kHz;
imp 8 ohms. Wood or black -lacquer finish. 5-yr
warranty. 8 x 42 x 121/2 in $499

BPX 2 -Way Bipolar Surround Speaker
Bipolar design with two 51/4 -in woofers and I -
in aluminum -dome tweeter in D'Appolito con-
figuration on front and rear baffles. Includes

wall brackets. Power handling 350 W; FR 35
Hz -30 kHz. Gloss black endcaps. 171/2 x 10 x
61/2 in $450

D EN N ESE N
Serenus 3 -Way Electrostatic Speaker
8 -in down -firing slot -loaded woofer. 61/2 -in
midrange. and 4 electrostatic elements. De-
signed for minimal edge refractions and reflec-
tions. Nonresonant midrange phase plug. FR 30
Hz -35 kHz. 12 x 54 x 14 in $3.500/pr
Ample I. As above. 5 -in woofer. FR 70 Hz -35
kHz. 7 x 22 x 10 in $1.500/pr

inf;A
Definitive Technology BP2000 and BP2002

DGX
DDL-1 3 -Way Speaker
Bass -reflex design. For use with DDA- I inte-
grated amplifier/digital signal processor. Power
handling 150 W; imp 6 ohms. 153/4 x 391/2 x 11
in; 68 lb $1,500/pr
As above with DDA- I amp/processor $2,195

DIAMOND AUDIO TECHNOLOGY
HPM-4100 Powered Computer
Speaker System
4 -piece system featuring 2 satellite speakers,
each with 41/2 -in driver and 1/2 -in aluminum -
composite -dome tweeter; subwoofer with dual -
voice -coil 8 -in driver and amp rated to deliver
25 W x 2 to satellites and 50 W to sub; preamp
module. Magnetic shielding; MDF wood enclo-
sure. 2 gold-plated RCA inputs; 3/4 -in mic in-
put; 3/4 -in line -level output; gold-plated push -
terminal speaker jacks. Auto power on/off; vol-
ume. bass, treble, and balance controls; input -
select, mute, loudness, and 3 -dimensional stereo
switches. Crossover points 120 Hz and 4 kHz;
FR 50 Hz -20 kHz ±3 dB. Subwoofer: 81/2 x
161/4 x 17 in. Satellite: 5 x 81/4 x 43/4 in $599
HPM-4060. Similar to above with 61/2 -in sub -
woofer; amp rated at 60 W rms. FR 60 Hz -20
kHz ±3 dB $449
HPM-4030. Similar to above without subwoof-
er; amp rated at 30 W rms. FR 70 Hz -20 kHz
±3 dB $229

ENERGY
ES-18XL Powered Subwoofer
I8 -in driver; amplifier rated at 400 W. Protec-
tion circuitry. Line -level input. FR 16-100 Hz.
Gloss black finish $1,600
ES-15XL. As above. 15 -in driver. Amp rated at
250 W. FR 17-100 Hz $1,300

ES-12XL. As above, 12 -in driver. Amp rated at
150 W. FR 18-100 Hz $800

Take 5/ES-8 Home Theater Speaker System
6 -piece system featuring powered subwoofer
with 8 -in driver and 100-W amp; satellite
speakers each with 31/2 -in carbon -graphite
woofer and'/4-in tweeter mounted. Subwoofer:
soft -clipping circuitry; line- and speaker -level
inputs; EQ; adjustable low-pass filter. Satellite
power handling 100 W max; FR subwoofer 29-
100 Hz, front and surround 125 Hz -20 kHz,
center IOU Hz -20 kHz; sens 88 dB; imp 8
ohms. High -gloss black finish. Satellite: 4 x 7 x
5 in. Center: II x4 x5 in. Subwoofer: 10 x 16
x I 1 in $800
As above without subwoofer $500

EFX 2 -Way Surround Speaker
Acoustic suspension design with two 51/4 -in
woofers and two 23/4 -in tweeters in dipole con-
figuration. Power handling 100 W; FR 120 Hz -
15 kHz; sens 86 dB; imp 6 ohms. Black or
white finish. 10 x 10 x 16 in; 14 lb $400/pr

RVS 2 -Way Center -Channel Speaker
Dual -vent design with 51/4 -in injection -mold-
ed woofers and 1 -in aluminum/cloth-dome
tweeter. Magnetic shielding. Power handling
150 W max; FR 45 Hz -23 kHz; sens 86 dB;
imp 4 ohms. Gloss black finish. 9 x 19 x 12
in: 23 lb $400

Veritas Series
Veritas v2.8 3 -Way Speaker
Vented design with two aluminum/polypropyl-
ene 8 -in woofers with butyl rubber surrounds,
3 -in metal -dome midrange, and I -in metal -dome
tweeter with cotton suspension. Biwirable/
biampable gold-plated terminals. Adjustable
spiked feet. Power handling 500 W max; cross-
over points 400 Hz and 2.5 kHz; FR 24 Hz -33
kHz; sens 86.5 dB; imp 6 ohms. Gloss black fin-
ish. 12 x 50 x 18 in; 100 lb $6,000/pr
Veritas v1.8. As above with two 61/2 -in woof-
ers. Power handling 300 W max; FR 32 Hz -33
kHz; sens 87 dB; imp 6 ohms. Gloss -black fin-
ish. 12 x 45 x 18 in; 80 lb $4,000/pr

Veritas v1.2 2 -Way Speaker
Acoustic -suspension design with 61/2 -in poly-
propylene woofer with butyl surround and 1 -in
metal -dome tweeter. Designed for near -field op-
eration. Gold-plated biwirable/biampable termi-
nals. Power handling 150 W max; crossover
point 1.8 kHz; FR 38 Hz -25 kHz ±3 dB; sens 88
dB; imp 8 ohms. Gloss black finish $1.800/pr

Audissey Bipolar Series
Audissey APS5+2 3 -Way Bipolar Speaker
Vented 7 -driver. 3 -way design includes side -
firing powered subwoofer with two 8 -in woof-
ers, two front -mounted and one rear -mounted
51/2 -in carbon/mica-poly midbass drivers with
molded surround, and two 1 -in aluminum -
dome, cloth -suspension. tweeters. Subwoofer
amp rated at 150 W. Line- and speaker -level
inputs; biwirable/biampable inputs. Variable
room EQ/bass contour control. Power handling
300 W; FR 18 Hz -25 kHz ±3 dB; sens 93 dB;
imp 6 ohms. High -gloss black. 9 x 46 x 16 in;
98 lb $2,500/pr
Audissey A5+2. As above, passive sub. FR 25
Hz -25 kHz. 9 x 46 x 13 in; 72 lb $1,600/pr
Audissey A3+2. As above without subwoofer;
power handling 225 W; FR 30 Hz -25 kHz ±3
dB; sens 91 dB; imp 6 ohms. 8 x 41 x 13 in;
55 lb $ ,200/pr-
Audissey A2+2. As above with only twol
in drivers, mounted front and back. Power
handling 175 W; FR 35 Hz -25 kHz ±3 dB;
sensitivity 90 dB; imp 6 ohms. 8 x 36 x 11 in;
461b $900/pr
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EOSONE
RSF 1000 4 -Way Dipolar Speaker/
Powered Subwoofer
Powered subwoofer section with two 10 -in
woofers; dipolar section with two 61/2 -in mid -
basses, 4 -in midrange, and two dipole -config-
ured 3/4 -in titanium -dome tweeters; 225-W amp.
Power handling 175 W rms; FR 26 Hz -22 kHz;
sens 89 dB; imp 8 ohms. High -gloss black fin-
ish. 121/2 x 49 x 181/2 in; 115 lb $1,100

RSS705 Home Theater System
6 -speaker system featuring powered subwoofer
with 10 -in driver and 95-W amp; 5 magnetical-
ly shielded satellites, each with 4 -in midrange
and two dipole -configured 1/2 -in dome tweeters.
Includes satellite mounting brackets. Power
handling 100 W/ch rms; FR 32 Hz -22 kHz; sens
86 dB; imp 8 ohms. Black or white finish. Sat-
ellite: 41/2 x 7 x 51/2 in. Subwoofer: 17 x 13 x
151/2 in; 61 lb $1,100

RSP912 Powered Subwoofer
Bass -reflex design with I2 -in driver; 215-W
amp. Line- and speaker -level inputs; speaker -
level outputs. Auto on/off. Crossover frequency
variable from 50-100 Hz; FR 28-150 Hz. Black
finish. 17 x 19 x 151/2 in; 60 lb $750

RSR 350 2 -Way Surround Speaker
Acoustic -suspension design with one 61/2 -in
woofer and two dipole -configured 1/4 -in titani-
um -dome tweeters. Includes mounting bracket.
Power handling 125 W rms; FR 70 Hz -22 kHz;
sens 88 dB; imp 8 ohms. Black or white finish.
15 x 12 x 51/2 in; 34 lb $430/pr

RSC300 2 -Way Center Speaker
Dipolar design with two 51/4 -in woofers, 3/4 -in
titanium -dome tweeter in front, and 1/2 -in dome
tweeter in rear. Power handling 125 W rms; FR
90 Hz -22 kHz; sens 88 dB; imp 8 ohms. Black
finish. 17 x 7 x 8 in $280

RSF200 2 -Way Dipolar Bookshelf Speaker
Bass -reflex design with 8 -in woofer, -1/4-in tita-
nium -dome tweeter, and rear -firing 1/2 -in poly-
mer -dome tweeter for ambience enhancement.
Power handling 100 W; FR 48 Hz -22 kHz; sens
87 dB; imp 8 ohms. Black finish. 5-yr warranty.
87A1 x 183/4 x 113/4 in; 21 lb $225

FRIED PRODUCTS
Studio V mars 3 -Way Speaker
Dual transmission -line design with 61/2 -in Kev-
lar-composite woofer, 61/2 -in Kevlar-composite
midrange, and -1/4-in soft -dome tweeter. Series
crossover; ambient recovery technology. Power
handling 200 W; crossover 200 Hz and 2.7 kHz;
FR 26 Hz -23 kHz ±3 dB; sens 89 dB; imp 6.5
ohms. Cherry veneer. 12 x 39 x 18 in $3,595/pr

A/6 Mk II mars 2 -Way Speaker
8 -in Kevlar-composite woofer, I -in soft -dome
tweeter. Series crossover; ambient recovery
technology. Power handling 150 W; crossover 3
kHz; FR 40 Hz -20 kHz ±3 dB; sens 89 dB; imp
6.5 ohms. Black. 10 x 34 x 12 in $1,099/pr

Beta 2000 2 -Way Speaker
8 -in woofer and I -in soft -dome tweeter. Mag-
netic shielding; series crossover. Power han-
dling 100 W; crossover point 2.5 kHz; FR 40
Hz -20 kHz ±4 dB; sens 89 dB; imp 8 ohms.
Black/cherry finish. 11 x 20 x 9 in $549/pr

GENESIS
Genesis 200 Powered Speaker System
Two bass towers each with eight 8 -in servo -
controlled metal -cone woofers; two high -fre-
quency panels, each with 4 -ft ribbon midrange

and 15 ribbon tweeters; 550-W servo woofer
amp. crossover points 92 Hz and 3.6 kHz; imp
4 ohms. South American rosewood finish.
High -frequency panel: 21 x 73 x 16 in. Bass
tower: 12 x 73 x 24 in $37,500

Genesis 350 Powered Speaker System
2 speakers each with four 8 -in servo -controlled
woofers, 4 -ft ribbon midrange, three I -in circu-
lar ribbon tweeters, and rear -firing tweeter;
1,500-W woofer amp. South American rose-
wood finish $22,500

HSU RESEARCH
The following feature vented cylindrical enclo-
sures that take up less than 0.8 sq ft of floor
space.

TN$25 Powered Subwoofer
Bass -reflex design with 8 -in driver, amp rated at
75 W. Large flared ports for low noise and low
distortion. Line- and speaker -level inputs; line -
level output. phase switch; level control. Cross-
over point variable from 60-150 Hz; FR 25-150
Hz ±3 dB. Zolatone granite finish. Subwoofer 5-
yr warranty, amp I yr. 91/2 x 26 x16; 45 lb ..$400

TN1225H0 Subwoofer
12 -in driver. 4 -in port: magnetic shielding.
Power handling 250 W rms; FR 25-100 Hz ±1
dB; sens 92 dB; imp 4 ohms. 25 lb $350
With outboard 150-W amp/crossover $575
With outboard 250-W amp/crossover $800

INFINITY
EMIT, EMIT -R. EMIT -N. EMIM, and L-EMIM
are proprietary planar drivers.

IRS Epsilon 4 -Way Speaker
Hybrid -planar design with I2 -in woofer with
servo/crossover. L-EMIM midrange, and two
EMIT tweeters in dipolar configuration. Woof-
er, midrange, and tweeter level controls. Cross-
over points 150 Hz, 500 Hz, and 3 kHz; FR 30
Hz -42 kHz ±1.5 dB; sens 87 dB; imp 4 ohms.
Black -cloth grille, Santos finish. 18 x 60 x 16
in; 205 lb $14,000

IRS Sigma 4 -Way Planar Speaker
Hybrid -planar design with I2 -in woofer, 61/2 -in
midbass, EMIM midrange, and two EMIT
tweeters in dipolar configuration. Woofer, mid-
range, and tweeter level controls. Crossover
point 160 Hz, 600 Hz, and 3.8 kHz; FR 30 Hz -
42 kHz ±2 dB; sens 87 dB; imp 4 ohms 18 x 58
x 16 in; 195 lb $10,000

Kappa 5.1 Series II 3 -Way Speaker
Ported design with 8 -in woofer, 4 -in cone mid-
range, and 1 -in EMIT -R tweeter. Crossover
points 350 Hz and 3 kHz; FR 50 Hz -35 kHz ±3
dB; sens 90 dB; imp 8 ohms. Black cloth grille.
10 x 22 x 13 in; 76 lb $850/pr

BU -2 Powered Subwoofer
I2 -in driver with amp. Crossover points 50 Hz
and 200 Hz; FR 30-150 Hz ±3 dB. Black cloth
grille, black finish. 14 x 14 x 14 in; 50 lb....$549

Compositions Series
P -FR Prelude 4 -Way
Speaker/Powered Subwoofer
Ported design; powered 12 -in woofer, four 51/4 -
in dome midranges, two 4 -in dome midbass
drivers, and I -in dome tweeter. Crossovers at
110 Hz. 350 Hz. 3 kHz; FR 25 Hz -20 kHz ±2
dB; sens 96 dB; imp 6 ohms. Black finish/grille.
8 x 54x 20 in; 781b $1,949

Overture 3 3 -Way Speaker/Powered Woofer
Four 61/2 -in woofers, two 51/4 -in cone mid-

ranges, and I -in silk -dome. Powered bass sec-
tion. Woofer level control. Crossover points
350 Hz and 3 kHz; FR 33 Hz -20 kHz; sens 94
dB; imp 8 ohms. Black cloth grille. 7 x 46 x 16
in; 591b $1.400

Overture 1 3 -Way Speaker/Powered Woofer
8 -in woofer, two 4 -in cone midranges, and I -in
silk -dome tweeter. Powered bass section. Woof-
er level control. Crossover points 200 Hz and 3
kHz; FR 38 Hz -20 kHz; sens 92 dB; imp 8
ohms. Black cloth grille, black finish. 6 x 12 x 6
in; 28 lb $ I .349/pr

Studio Monitor Series
SM 155 3 -Way Speaker
Ported design with one I5 -in woofer, two 41/2 -
in cone midranges, and one I -in dome tweeter.
Midrange and tweeter level controls. Crossover
points 500 Hz and 5.5 kHz; FR 29 Hz -27 kHz
±3 dB; sens 102 dB; imp 8 ohms. Black cloth
grille. 18 x 40 x 12 in; 76 lb $599

SM 105 2 -Way Bookshelf Speaker
Ported design with 10 -in woofer and I -in dome
tweeter. Crossover point 3.3 kHz; FR 35 Hz -27
kHz ±3 dB; sens 100 dB; imp 8 ohms. Black
cloth grille. 12 x 21 x 12 in; 34 lb $498/pr

SM 125 3 -Way Speaker
Ported design with I2 -in woofer, 41/2 -in cone
midrange, and I -in dome tweeter. Midrange and
tweeter level controls. Crossover points 750 Hz
and 5.5 kHz: FR 32 Hz -27 kHz ±3 dB; sens 100
dB: imp 8 ohms. Black cloth grille. 15 x 35 x
12 in: 66 lb $449

Reference 2000 Series
Reference 2000.4 2 -Way Speaker
Ported design with 61/2 -in woofer and I -in silk -
dome tweeter. FR 40 Hz -20 kHz: sens 89 dB;
imp 8 ohms. Black cloth grille. 8 x 33 x 10 in;
28 lb $449/pr

Reference 2000.3 2 -Way Speaker
Ported design with 61/2 -in woofer and I -in silk -
dome tweeter. Crossover point 3 kHz; FR 45
Hz -20 kHz; sens 89 dB; imp 8 ohms. Black
cloth grille. 8 x 16 x 10 in; 14 lb $329/pr

JAMO
Oriel 3 -Way Speaker
Bass -reflex design with two 8 -in woofers, 61/2 -
in Kevlar midrange, and I12 -in dome tweeter.
Glass -reinforced MDF cabinet with individual
chambers for each woofer; concrete plinth with
4 spikes. 24k gold-plated triwire/triamp termi-
nals. Power handling 300 W; crossover points
100 Hz and 3 kHz; FR 20 Hz -22 kHz; sens 87
dB; imp 6 ohms. Engraved name plate of own-
er. 153/8 x 70 x 113/4 in $4,900

Jamo Home THX Speaker System
7 -speaker system featuring two bass -reflex sub -
woofers, each with I2 -in driver; three front
speakers, each with two 5 -in woofers, two 3 -in
midranges. and 1 -in tweeter; two dipolar sur-
round speakers. each with three 4 -in woofers
and two I -in tweeters. THX-certified. Gold-
plated binding posts. Magnetic shielding. In-
cludes brackets for wall mounting. Power han-
dling 200 W surround; FR 30 Hz -200 Hz -4 dB
sub, 80 Hz -20 kHz ±2 dB front/center, 100 Hz -
20 kHz surround; imp 4 ohms front/center or
surround. 8 ohms subwoofer. Black -ash front/
center and subwoofer finishes; black- or white -
ash surround finish. Subwoofer: 171/4 x 30 x
161/2 in. Front: 171/4 x 21.1/4 x 51/2 in. Surround:
161/2x 101/4 x 53/s in $4.499

Concert 11 3 -Way Speaker
Bass -reflex design with 61/2 -in woofer, 61/2 -in
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Listening to a
TV without

SoundBar is like
only watching

this much of its
screen.

Most folks buy a big -screen TV because they want that gigantic movie theater feeling in the comfort of their own

living room. Problem is, watching a big screen TV without theater sound is like

watching 4th of July fireworks without the "Ka-biam"! That's why we created

the Boston SoundBar- Cinema-a complete home theater system in a very convenient package-three small components

connected by three simple wires. Just add a TV and a VCR and you're ready to enjoy big, satisfying theater sound.

SoundBar even comes with a pre-programmed remote control, allowing you to operate virtually

all your components using one handy device. Best of all, it's priced so you can hear the whole

picture without emptying your whole bank account. Of course, seeing-and hearing-is believing.

You can do a lot of both a: your nearest Boston dealer. And, feel free to use the whole TV screen.

Hear the whole picture.

Boston SoundBar-Cinema
.S1141C.--
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Boston Acoustics 300 Jubilee Drive Peabody, MA 01960 978.538.5000 www.bostonacoustics.com



SPEAKERS
midrange. I -in tweeter. Power handling 200 W
max. Mahogany or cherry finish. I I x 403/4 x 15
in; 331b $1,800

Concert 8 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in woofer and I -in
tweeter. Power handling 170 W max. Mahogany
or cheny finish. 9% x 15 x 121/4 in; 121b...$1,200

SW -600E Powered Subwoofer
Two 10 -in drivers; amp rated at 100 W rms.
Gold-plated line -level and speaker terminals.
Volume, crossover, and phase -reverse controls
on outboard controller. Crossover variable from
80-150 Hz; FR 30-150 Hz. Hardened -glass top
plate. 13 x 16% x 21 in $995

Concert Center 3 -Way
Center -Channel Speaker
Bass -reflex design with two 61/2 -in woofers,
61/2 -in midrange, and 1 -in tweeter. Power han-
dling 150 W max. Mahogany or cherry finish.
5-yr warranty. 22 x 8 x 11.4 in; 10 lb $800

SW -400E Powered Subwoofer
Bass -reflex design with 8 -in driver; amp rated
at 90 W rms. Gold-plated line -level and speak-
er -level terminals. Continuously adjustable
phase between 0° and 180°. Crossover variable
from 70-150 Hz; FR 40-150 Hz. 93/8 x 153/8 x
193/8 in $499

Center 200 2 -Way Center -Channel Speaker
Bass -reflex design with two 5 -in woofers and t-
in dome tweeter. Magnetic shielding; +3-, 0-,
-3 -dB treble switch. Power handling 80 W;
crossover point 2 kHz; FR 70 Hz -20 kHz; sens
90 dB; imp 8 ohms. 221/4 x 81/4 x 6% in $399

SW -303E Powered Subwoofer
8 -in driver; amp rated at 70 W rms. FR 45-150
Hz. 14 x 16 x 9 in $399

Center 100 II 2 -Way Center Speaker
Bass -reflex design with two 4 -in woofers and I -in
tweeter. Magnetic shielding. Power handling 70
W; crossover 4.5 kHz; FR 80 Hz -20 kHz; sens 90
dB; imp 8 ohms. 163/4 x 61/2 x 4% in $199

JANIS
The following are available finished in zebra -
wood Brazilian rosewood, coca bola, American
walnut, white oak, or black.

WI Powered Subwoofer
15 -in driver; Janis Interphase IA amplifier rated
at 125 W. Slot -loaded design with bass output
derived from electromagnetically -controlled
Helmholtz resonator; 18-dB/oct crossover.
Crossover point 100 Hz; FR 30-100 Hz ±1 dB.
22 x 22 x 18 in; 961b $1,900
As above with Interphase 3AT crossover; no
power amplifier $1,700
As W I but no crossover or amplifier $1,050
W3. As W I except with 12 -in driver. 18 x 18 x
18 in; 66 lb $1,750
As above with Interphase 3AT crossover; no
power amplifier $1,550
As W3 but no crossover or amplifier $900
System 3A. W3 with Interphase 3A crossover
and amp rated at 70 W rms. Line -level output.
Variable phase and gain controls. FR 2 Hz -1
kHz; THD 0.03% at 20 Hz; S/N 90 dB ....$1,300

JBL
SVA2100 2 -Way Speaker
Two 10 -in cast -frame woofers and biradial horn
tweeter. Magnetic shielding; adjustable front
spikes. Biwirable. Power handling 300 W; FR
40 Hz -20 kHz ±2 dB; sens 92 dB; imp 8 ohms.
Black -oak finish. 141/2 x 43 x 201/4 in...$2,000/pr

SVA I800 2 -Way Speaker
Two 8 -in cast -frame woofers and biradial horn
tweeter. Magnetic shielding; adjustable front
spikes. Biwirable. Power handling 250 W: FR
50 Hz -20 kHz ±2 dB; sens 92 dB; imp 8 ohms.
Black -oak finish. 121/2 x 38 x 161/4 in...$1,680/pr

SVA1600 2 -Way Speaker
Bass -reflex design with two 61/2 -in woofers and
I -in soft -dome tweeter with biradial horn.
Magnetic shielding; adjustable spikes. 5 -way
binding posts; biwirable. Power handling 200
W; crossover point 1.75 kHz; FR 38 Hz -20
kHz; sens 89 dB; imp 8 ohms. Black wood -
grain finish. 5-yr warranty. 11 x 353/4 x 131/2
in; 60 lb $650

PSW1200 Powered Subwoofer
12 -in driver; 120-W amp. Line- and speaker -
level inputs; speaker -level outputs for satellites.
Variable input gain; phase -reverse switch; auto
turn-on/off. Crossover point variable from 90-
150 Hz; FR 23-150 Hz. Black -vinyl finish 211/4
x 131/2 x 163/4 in; 43 lb $500
PSW1000. As above with 10 -in driver, 100-W
amplifier. FR 30-150 Hz. 18 x 111/2 x 163/4;
36 lb $400

HUM° 2 -Way Bookshelf Speaker
Bass -reflex design with 8 -in woofer and 1/2 -in
polycarbonate-dome tweeter with constant -di-
rectivity horn. Magnetic shielding. 5 -way bind-
ing posts. Power handling 150 W; crossover
point 2.6 kHz; FR 50 Hz -20 kHz; sens 89 dB;
imp 8 ohms. Brushed satin -black finish. 5-yr
warranty. 91/4 x 191/2 x 93/4 in; 21 lb $380

AS -6 2 -Way In -Wall Speaker
61/2 -in woofer and 1 -in titanium tweeter. In-
cludes mounting bracket. Power handling 50
W; FR 40 Hz -20 kHz; sens 89 dB; imp 8 ohms.
Navajo -white finish. Rectangular. Mounting
area 13 x 71/2 in $349/pr
AS -5. As above, but with 51/4 -in woofer. Power
handling 40 W; FR 50 Hz -20 kHz; sens 88 dB.
111/4 x 71/2 in $249/pr

AS -SUB In -Wall Subwoofer
8 -in poly woofer with dual voice coils. Includes
mounting bracket. Power handling 120 W; FR
32-300 Hz; sens 87 dB; imp 8 ohms. Navajo -
white finish. Rectangular frame. Mounting area
113/4x 111/4in $249

JBL SVA1600

Simply Cinema Series
ESC550 Powered Home Theater System
Complete 7 -piece powered home -theater system
featuring subwoofer with two 61/2 -in woofers
and 245-W system amp; three shielded front
satellites; two 2 -way surround satellites; control
center/preamp with Dolby Pro Logic decoder.
CD player, and AM/FM tuner. Preamp features
2 stereo audio inputs; 1 tape output; RCA and
stereo mini -plug connectors; bass/treble and
center/rear-level controls; adjustable delay time;
test mode. Includes remote control, wall brack-
ets, and connecting cables. Power front 35 W x
3, rear 23 W x 2, subwoofer 100 W; FR 35 Hz -
20 kHz -6 dB. zBlack. CD/tuner: 101/4 x 4% x
93/4 in; 5 lb. Subwoofer: 81/2 x x 20 in; 40
lb. Satellite: 33/4 x 61/2 x 41/4 in; 2 lb $1,700

SCSI20 Home Theater Speaker System
6 -speaker system featuring 150-W dual 8 -in
bass -reflex powered subwoofer; five shielded
satellite speakers, each with two 31/2 -in neo-
dymium midranges and 3/4 -in titanium -compos-
ite -dome tweeter. Includes mounting hardware.
Power handling 120 W; FR 40 Hz -20 kHz;
sens 90 dB; imp 8 ohms. Gray or white finish
(center speaker available in gray only). Sub -
woofer: 10 x 173/4 x 24 in. Satellite: 4% x 14 x
6 in $1.399

ESC300 Powered Home Theater System
6 -speaker system featuring powered subwoof-
er/processor, three shielded front satellites, and
two surround satellites. Amp/processor in sub
features Dolby Pro Logic, Music, Simulated,
Dolby 3 Stereo, and stereo modes; bass/treble,
center/rear-level controls; test mode. Includes
remote control and speaker cables. Power: front
35 W x 3, rear 15 W x 2, subwoofer 65 W.
Black. Subwoofer: 13 x 151/8 x 141/2 in; 35 lb.
Satellite: 31/4 x 4% x 33/4 in; 1 lb $1,100

JM LAB
Daline 3.1 2 -Way Speaker
Rear -ported transmission -line design with 5 -in
Neoflex woofer with I -in voice coil and 1 -in in-
verted -dome tweeter. 18-dB/oct crossover. Pow-
er handling 75 W; crossover point 3 kHz; FR 40
Hz -23 kHz; sens 89 dB; imp 8 ohms. Auburn
finish. 63/4 x 381/4 x 9% in; 37 lb $1,545/pr

Micron Carat 2 -Way Bookshelf Speaker
Rear -ported bass -reflex design with 51/4 -in dual -
voice -coil Neoflex woofer and I -in inverted -
dome tweeter. 18-dB/oct crossover. 4 gold-plat-
ed binding posts and banana jacks. Biwiring op-
tional. Power handling 65 W max; crossover
point 3 kHz; FR 60 Hz -23 kHz -3 dB; sens 88.5
dB. Auburn finish. 73/4 x 12 x 8 in $895/pr

Symbol 6 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in coated -paper
woofer with 1 -in voice coil and polycarbonate-
dome tweeter. 6-dB/oct crossover. Power han-
dling 70 W; crossover point 3.8 kHz; FR 65 Hz -
19 kHz; sens 90 dB; imp 8 ohms. Black ash vi-
nyl finish. 8 x 131/4 x 87A: in; I I lb $400/pr

JOSEPH AUDIO
RM22si 2 -Way Speaker
61/2 -in aluminum woofer and I -in silk -dome
tweeter. Patented infinite -slope crossover with
120 dB/oct slope at 2 kHz; Cardas internal
wiring. Biwirable/biampable terminals. 81/2 x
36 x 101/2 in $2,299/pr

RM7si 2 -Way Bookshelf Speaker
61/2 -in woofer and 1 -in silk -dome tweeter.
Patented infinite -slope crossover with 120 dB/
oct slope at 2 kHz; Cardas internal wiring. Bi-
wirable/biampable terminals. FR 45 Hz -20 kHz
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For years, we've been telling
you where to hide the subwoofer.

Finally, we've done it for you.

Introducing the Boston Lynnfield VR970
speaker system with built-in powered subwoofer.

A subwoofer is a wonderful thing. It adds palpable

depth and power to your music and movies. But it also

subtracts several cubic feet of space from your living

room (not to mention the hassles of placement, wiring,

and blending its sound with the rest of your

system). "So," we mused, "why not find a

better place for a sub than sticking out from

behind the couch? Like inside a pair

of reference -quality floor -standing speakers?"

The result: The new Lynnfield VR970.

Featuring our patented AMID' tweeter technology.

A sleek design. Two built-in 10 -inch subwoofers-

one in each speaker-powered by dual high -current

100 -watt amplifiers. Arid our exclusive Active Bass

Contour' control. There's a lot more to say about

the VR970 and its siblings, the VR960 and

VR950. And. we've found a good place for

that, too: your local Boston Acoustics

Dealer. We invite you to stop by and hear the

new Lynnfield VR' Series for yourself.

BostonAcoustics
300 Jubilee Drive Peabody, MA 01960 978.538.5000 www.bostonacoustics.com
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±2 dB; sens 86 dB; imp 8 ohms. 9 x 15 x 12 in;
25 lb $1,299/pr

JRM ENGINEERING
Monitor Powered Subwoofer/Satellite
System
3 -speaker system featuring subwoofer with 15 -
in driver; 2 satellites, each with 8 -in woofer, 3 -
in midrange, and horn tweeter; amp rated at 350
W into 2 ohms. 7 -way active crossover; time -
aligned drivers; protection circuitry. 7 level
controls. FR 18 Hz -20 kHz $8,640

KEF
KEF's Uni-Q drivers feature integral, center -
mounted tweeters.

TDM 45B Powered Subwoofer
Acoustic -suspension design with I5 -in coated -
pulp cone woofer; amp rated at 300 W rms.
THX-certified; magnetic shielding; DSP. Line -
and speaker -level input and output. Auto -turn
on; level- and crossover -adjust; defeatable THX
crossover. Crossover point variable from 50-
150 Hz, 80 Hz THX; FR 35-150 Hz ±3 dB.
Black ash finish. 5-yr warranty. 18 x 18 x 20 in;
62 lb $1,200

RDM One 2 -Way Bookshelf Speaker
Acoustic -suspension design with 61/2 -in woof-
er with integral I -in soft -dome tweeter in Uni-
Q assembly. Gold-plated biwire input termi-
nals. Power handling 125 W; FR 85 Hz -20
kHz ±3 dB; sens 88 dB; imp 6 ohms. Red,
cherry, or gray lacquer finish. 117/8 x 95/8 x
83 in; 31 lb $900/pr

Model 70S 2 -Way Surround Speaker
Acoustic -suspension design with 61/2 -in woofer
with integral 3/4 -in soft -dome tweeter in Uni-Q
assembly. Injection -molded structural -foam en-
closure; magnetic shielding. Gold-plated termi-
nals. Mounting brackets. Power handling 100
W; FR 120 Hz -20 kHz ±3 dB; sens 87 dB; imp
6 ohms. Gray. 61/4 x 10 x 43/4 in; 7 lb $500/pr

Reference Series
Model Three 4 -Way Speaker
Two 8 -in woofers. 61/2 -in midbass driver, and
61/2 -in midrange with integral I -in silk -dome
tweeter in Uni-Q assembly. Twin coupled -cavi-
ty bass -loading with force -canceling rod con-
necting woofers. Gold-plated biwiring/biamp-
ing terminals. Crossover points 150 Hz, 400 Hz,
and 3 kHz; FR 40 Hz -20 kHz ±3 dB; sens 91
dB; imp 4 ohms. Rosetta Burr finish. 1 1 x 45 x
16 in; 90 lb $3,600/pr

Model Two 3 -Way Speaker
Two 61/2 -in woofers and 61/2 -in midrange with
integral I -in silk -dome tweeter in Uni-Q assem-
bly. Twin coupled -cavity bass -loading with
force -canceling rod connecting woofers. Gold-
plated biwiring/biamping terminals. Crossover
points 150 Hz and 3 kHz; FR 45 Hz -20 kHz ±3
dB; sens 90 dB; imp 4 ohms. Rosetta Burr fin-
ish. 9 x 40 x 14 in; 50 lb $2,600/pr
Model One. As above with one woofer. Cross-
over points 130 and 3 kHz; FR 55-20 kHz ±3
dB; sens 89 dB. 9 x 35 x 14 in; 40 lb $2,000/pr

Q Series
Q-65 3 -Way Speaker
Reflex -loaded design with 6 x 9 -in woofer and
61/2 -in midrange with integral 3/4 -in soft -dome
tweeter in Uni-Q coincident -driver assembly.
Magnetic shielding. Gold-plated biwiring termi-
nals. Power handling 175 W; FR 38 Hz -20 kHz
±3 dB; sens 91 dB; imp 6 ohms. Rosewood or
black ash wood -veneer finish. 361/2 x 9 x 11 in;
36 lb $1,200/pr

Q-15 2 -Way Bookshelf Speaker
Reflex -loaded design with 61/2 -in woofer with
integral 1 -in soft -dome tweeter in Uni-Q coin-
cident -driver assembly. Magnetic shielding.
Gold-plated biwiring terminals. Power handling
100 W; FR 50 Hz -20 kHz ±3 dB; sens 91 dB;
imp 6 ohms. Black or mahogany finish 121/4 x
8% x 97/8 in; 12 lb $350/pr

Home Theater Series
Model 20B Powered Subwoofer
Acoustic -suspension design with 10 -in driver;
70-W amp. Crossover; magnetic shielding.
Line- and speaker -level inputs; filtered outputs.
Auto turn -on; phase -control switch; front -panel
LED indicator. FR 40-150 Hz. Video -gray fin-
ish. 12 x 12 x 12 in; 21 lb $499

Model 60S 3 -Way Speaker
Vented design; 51/4 -in midbass and 31/2 -in
midrange with integral tweeter in Uni-Q as-
sembly. Magnetic shielding. FR 100 Hz -20
kHz; sens 89 dB. Gray or white finish 97/8 x 6
x 81/4 in; 4 lb $320/pr

Model 80C 3 -Way Center -Channel Speaker
Vented design with 51/4 -in midbass and 31/2 -in
midrange with integral fluid -cooled tweeter in
Uni-Q assembly. Magnetic shielding. FR 80
Hz -20 kHz; sens 89 dB. Video -gray finish. 6 x
17-1/4 x 61/2 in; 6 lb $200

KENWOOD
LS-X1S 3 -Way THX Surround Speaker
Acoustic -suspension design with two 5 -in
woofers, three 3 -in midranges, and two %-in
soft -dome tweeters. THX-certified. Gold-plated
banana -plug -compatible inputs. Wall -mount-
able. Ceiling -mount bracket optional. Power
handling 150 W; sens 86 dB; imp 8 ohms.
White finish $600/pr

SW -X1 THX Subwoofer
I2 -in throw -limiting driver. THX-certified; 1 -

in -thick enclosure panels; flared vent. Gold-
plated banana -plug -compatible inputs; output
for parallel connection of another SW-Xl. Mag-
netic shielding. Power handling 150 W; sens
87.5 dB; imp 8 ohms $500

LS-XIF 3 -Way THX Surround Speaker
Acoustic -suspension design with two 51/4 -in
woofers, two I -in soft -dome tweeters, and 3 -in
supertweeter. THX-certified. Gold-plated ba-
nana -plug -compatible inputs. Magnetic shield-
ing. Power handling 150 W; sens 87 dB; imp 8
ohms. Black finish $400

KLH
Model 82T 3 -Way Speaker
Tuned -port design with two 7 -in woofers, 3 -in
soft -dome midrange, and I -in dome tweeter.
Gold-plated 5 -way binding posts. Power han-
dling 250 W max; crossover points 200 Hz, 80t)
Hz, and 3 kHz; FR 35 Hz -20 kHz; sens 87 dB;
imp 6 ohms. Simulated oak or black woodgrain
finish. 9 x 38 x 111/4 in; 471b $550

V-354 2 -Way Center -Channel Speaker
Four 5 -in drivers, 1 -in titanium -dome tweeter.
Magnetic shielding. Power handling 175 W
max; crossover points 700 Hz, 1.9 kHz. and 3
kHz; FR 100 Hz -20 kHz; sens 87 dB; imp 8
ohms. Black textured -vinyl finish. 25 x 61/2 x
8 in $250

V -4I 3 -Way Speaker
Four 5 -in woofers, I -in aluminum -dome tweet-
er. Magnetic shielding. Power handling 175 W
max; crossovers at 700 Hz, 1.9 kHz, and 3
kHz; FR 100 Hz -20 kHz; sens 86 dB; imp 8

ohms. Black textured -vinyl finish. 61/2 x 40 x
8 in $250

V-01 2 -Way Surround Speaker
Ported, single -point design with two 8 -in woof-
ers and two I -in dome tweeters. Designed for
floor placement. Four gold-plated 5 -way bind-
ing posts. Power handling 100 W max; crossov-
er point 1.8 kHz; FR 100 Hz -20 kHz; sens 90
dB; imp 8 ohms. Black textured -vinyl finish. 5-
yr warranty. 151/4 x 161/2 x 105/8 in $180

KLIPSCH
k I psc horn 3 -Way Speaker
Horn -loaded design. Power handling 100 W;
FR 35 Hz -17 kHz ±3 dB; sens 104 dB; imp 8
ohms. 311/4 x 52 x 281/2 in; 167 lb $2,899

KSP 400 3 -Way Speaker/Powered Subwoofer
Acoustic -suspension design featuring built-in
powered subwoofer with I5 -in driver and 200-
W amp; 61/2 -in midbass; 1 -in horn tweeter.
Line- and speaker -level inputs. Subwoofer/LFE
level control; bass EQ. Includes brass spike
feet. Power handling 200 W; Crossover points
50 Hz and 3 kHz; FR 27-20 kHz; sens 95 dB; 8 -
ohms. Wood veneer. 5-yr speaker, 2-yr amp
warranty. 83/4 x 48 x 191 in; 115 lb $1,749

KLF 20 3 -Way Speaker
Bass -reflex design with two 10 -in woofers. I 1/2 -in
horn midrange, and I -in horn tweeter. Two pair
inputs; biwirable. Power handling 200 W; cross-
over points 750 Hz and 7 kHz; FR 34 Hz -20 kHz
±3 dB; sens 100 dB; imp 8 ohms. Wood veneers.
5-yr warranty. 12 x 403/4 x 16 in; 87 lb $750

KSW 200 Powered Subwoofer
Bass -reflex design with down -firing I2 -in
woofer; amp rate at 200 W. 3 line -level inputs;
2 speaker -level inputs; 2 line- and speaker -level
outputs. Level control; auto power -on; 2 -posi-
tion phase switch. Crossover variable from 40-
120 Hz; FR 29-120 Hz. Black matte vinyl 171/2
x 181/4 x 171/2 in; 69 lb $649

KSW-100 Powered Subwoofer
Bass -reflex design with 8 -in down -firing woof-
er; 100-W. 3 line -level inputs; 2 speaker -level
inputs; 2 line- and speaker -level outputs. Level
control; adjustable low-pass and 2 -position
high-pass filters, auto power -on, 2 -position
phase switch. Crossover variable from 40-120
Hz; FR 34 Hz -120 kHz ±3 dB. Black matte vi-
nyl. 131/2 x 143/4 x 131/2 in; 39 lb $449

KSF-I0.5 2 -Way Speaker
Bass -reflex design with two 8 -in woofers and l -
in horn tweeter. Magnetic shielding. Power han-
dling 100 W: crossover point 2.2 kHz; FR 36
Hz -20 kHz ±3 dB; sens 95 dB; imp 8 ohms.
Black ash or rosewood vinyl. 5-yr warranty.
101/4 x 38 x 121/2 in $400

KSP-56 2 -Way Surround Speaker
Acoustic -suspension design with two 6 -in
woofers and two I -in horn tweeters. Includes
wall -mounting brackets. Power handling 150
W; crossover point 2.8 kHz; FR 60 Hz -20 kHz;
sens 94 dB; imp 8 ohms. Black matte vinyl. 5-
yr warranty. 131/2 x 14 x 71/4 in; 23 lb $375
KSF-C6. Center -channel version of above.
Magnetic shielding. Crossover point 3 kHz; FR
63 Hz -20 kHz. 231/2 x 8 x 73/4 in; 25 lb $500

KSB 3.1 2 -Way Bookshelf Speaker
Bass -reflex design with 8 -in woofer and I -in
horn tweeter. Magnetic shielding. Power han-
dling 100 W: crossover point 2.8 Hz; FR 45 Hz -
20 kHz ±3 dB; sens 94 dB; imp 8 ohms. Black
ash or rosewood vinyl. 5-yr warranty. 91/4 x 17
x 91/4 in; 161b $215
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LEGACY AUDIO
The following are available in a variety of fin-
ishes and feature a 10 -year warranty.

Whisper 4 -Way Speaker
Four 15 -in pulp -composite woofers, four 7 -in
Kevlar midbasses, 11/4 -in soft -dome midrange,
and ribbon tweeter. Active crossover with
room -correction circuitry; resin baffle. Biwir-
ing/biamping terminals. Power handling 1,200
W; crossovers at 300 Hz, 3 kHz, and 10 kHz;
FR 22 Hz -30 kHz; sens 95 dB; imp 4 ohms. 17
x 63 x 13 in; 265 lb $12,900/pr

Focus 4 -Way Speaker
Three 12 -in woofers, two 7 -in Kevlar midbass
drivers, 11/4 -in soft -dome midrange, and ribbon
tweeter. Internal bracing; rolled -tambour front
corners. Biwiring/biamping terminals. Power
handling 1,000 W; crossovers at 180 Hz, 2.2
kHz, and 12 kHz; FR 16 Hz -30 kHz; sens 96 dB;
imp 4 ohms. 15 x 55 x 13 in; 175 lb $5,400/pr

Signature 111 4 -Way Speaker
Three 10 -in woofers, 7 -in midbass driver, 7 -in
Kevlar midbass driver, 11/4 -in soft -dome mid-
range, ribbon supertweeter, and rear -firing 1 -in
titanium tweeter. Dipolar response above 5
kHz; slot -loaded woofers. Biwiring/biamping
terminals. Power handling 400 W max; cross-
over points 120 Hz, 2.8 kHz, and 10 kHz; FR
20 Hz -30 kHz; sens 93 dB; imp 4 ohms. 12 x 50
x 12 in; 130 lb $3,850/pr

LINN
Keltik 3 -Way Speaker
Infinite -baffle design with two 61/2 x 95/8 -in
woofers, 5 -in dome midrange, and'/4-in ceram-
ic -dome tweeter. Sculptured front baffle; active
crossover; cabinet bracing; stabilizing internal
and external veneers; steel stand. FR 20 Hz -20
kHz ±2 dB. Black ash, walnut, rosenut, or cher-
ry finish. 101/4 x 411/2 x 147A+ in $9,995/pr

AV5150 Powered Subwoofer
Ported bass -reflex design with two 12 -in driv-
ers; amp rated at 200 W. Switchable roll -off;
vertically braced MDF cabinet; alloy heat sink
and chassis. Soft -clip option; adjustable damp-
ing; auto on/off $4,195

AV 5140 3 -Way Speaker
Dual -ported design with 8 -in rear -firing woofer,
6 -in midrange, and 1/4 -in ceramic -dome tweeter
in subenclosure. Trapezoidal cabinet with inter-
nal bracing; aerodynamically contoured ports;
stabilizing internal and external veneers; mag-
netic shielding. Biwiring/triwiring terminals.
FR 30 Hz -20 kHz ±3 dB; sens 90 dB. Black ash
or cherry finish. 9 x 38 x 12 in $2,495/pr

M&K SOUND
SS -150 3 -Way Tripole Surround Speaker
Acoustic -suspension design with 51/4 -in poly
woofer, two 31/2 -in mid -tweeters, and I -in soft -
dome tweeter. Tripole mode combines dipolar
operation with high-performance direct radiator.
Multiple input terminals. Power handling 200 W;
FR 85 Hz -20 kHz ±3 dB. Black or white lacquer -
bead finish. 8 x 101/2 x 61/2 in; 11 lb $1,095/pr

S-125 2 -Way Speaker
Acoustic -suspension design with two 5 -in
woofers and I -in soft -dome tweeter. 2 sets of
inputs for tonal/timbre balance. Integral high-
pass filter optional. Power handling 400 W; FR
75 Hz -20 kHz ±2 dB. Black lacquer bead finish.
61/4 x 181/2 x in; 17 lb $995/pr

S-150THX 2 -Way THX Speaker
Acoustic -suspension design with two 51/4 -in

woofers and three I -in dome tweeters. THX-
certified; L/R mirror image; magnetic shield-
ing. FR 72 Hz -20 kHz ±2 dB; imp 4 ohms.
Black lacquer -bead finish. 101/2 x 121/2 x 121/2
in; 17 lb $795

S -125C 2 -Way Center -Channel Speaker
Acoustic -suspension design with two 5 -in
woofers and I -in soft -dome tweeter. Magnetic
shielding. Two sets of inputs for tonal/timbre
balance. Power handling 400 W; FR 75 Hz -20
kHz ±2 dB. Black lacquer -bead finish. 61/4 x
181/2 x 8% in; 18 lb $550

SW -95 2 -Way In -Wall Speaker
61/2 -in woofer and I -in soft -dome tweeter.
Frameless in -wall design; steel baffles stiffen
dry wall; speakers are secured by magnets. 2
sets of inputs. Tonal -balance control. Power
handling 200 W; crossover point 2 kHz; sens 92
dB SPL/W/m; imp 4 ohms. Black baffle with
paintable white grille $550
SW -85. As above, 51/4 -in woofer and I -in
tweeter. 5-yr parts -and -labor warranty $350

Bookshelf -75 2 -Way Satellite Speaker
Acoustic -suspension design with 61/2 -in woofer.
I -in soft -dome tweeter. Power handling 200 W;
FR 77 Hz -20 kHz ±3 dB. Black ash finish with
black grille. 131/2 x 8 x 10 in; 17 lb $450/pr

M&K SS -150 surround speaker

Powered Subwoofers
The following incorporate M&K's proprietary
headroom -maximizer circuit.

MX-5000THX Mark 11 Powered Subwoofer
Acoustic -suspension design with two 12 -in
drivers in push-pull configuration; amplifier rat-
ed at 400 W. THX-certified; adjustable low-
pass filter. Level control. Crossover adjustable
from 50-125 Hz; FR 18-125 Hz. Black oak fin-
ish. 231/4 x 15 x 26 in; 115 lb $2,695
MX -200. As above, amp rated at 200 W rms.
Not THX-certified. FR 20-125 Hz ±2 dB.
Black or black oak finish. 23 x 151/4 x 195,1, in;
78 lb $1,495
MX -70B. As above, 8 -in drivers, 125-W amp.
FR 27-125 Hz ±2 dB. Glass -bead black or
white finish. 18 x 10 x 13% in; 48 lb $995

MX-350THX Powered Subwoofer
Acoustic -suspension design with two 12 -in
drivers in push-pull configuration; amp rated at
350 W. THX-certified; magnetic shielding. Low-
pass filter can be converted into 80 -Hz 24-
dB/oct Linkwitz-Riley crossover with M&K
HP -80 high-pass filter; level control. Crossover
point adjustable from 50-125 Hz; FR 20-125 Hz

±2 dB. Black lacquer -bead finish; black grille.
151/4 x 23 K 19% in; 85 lb $1,795

MX-150THX Powered Subwoofer
Acoustic -suspension design with two 12 -in
drivers in push-pull configuration; amp rated
at 125 W. THX-certified; magnetic shielding.
Low-pass filter can be converted into an 80 -Hz
24-dB/oct Linkwitz-Riley crossover with an
M&K HP -80 high-pass filter; level control.
Black lacquer -bead finish. 151/4 x 23 x 19%
in: 74 lb $1,295

MAGNEPAN
The following models use planar -magnetic bass
and midrange drive units and are available
with light oak or black trim and off-white,
black, or gray fabric grilles.

MG -3.5 3 -Way Planar/Ribbon Speaker
620-sq-ir woofer, 170 -square -in line -source
midrange. 'At x 60 -in ribbon tweeter. Biamplifi-
cation optional. Power handling 250 W max;
FR 34 Hz -40 kHz; sens 85 dB; imp 4 ohms. 5-
yr limited warranty. 24 x 71 in $3.150/pr

MG -10.1 2 -Way Planar/Quasi-Ribbon
Speaker
261-sq-in midbass unit and 2 x 45 -in quasi -rib-
bon tweeter. Power handling 250 W; crossover
point 1 kHz; FR 80 Hz -24 kHz ±3 dB; sens 85
dB; imp 4 ohms. 5-yr limited warranty. 101/2 x
53 x 1% in; 65 lb $1,275/pr

MGCC1 2 -Way Planar Center Speaker
Dipolar design with 198-sq-in midbass unit and
33 x 1% -in quasi -ribbon tweeter. Designed to
be placed on TV, in cabinet, or suspended.
Power handling 200 W max; crossover point I

kHz; FR 200 Hz -20 kHz ±3 dB; sens 86 dB;
imp 4 ohms. 3-yr limited warranty. 35 x 101/2 x
8 in; 22 lb $750

IGSS1 Planar Surround Speaker
I 45-sq-in midrange unit. Includes mounting
hardware. Power handling 150 W max; FR 160
Hz -16 kHz: sens 89 dB; imp 4 ohms. White,
off-white, black, or gray fabric. 3-yr warranty.
81/4 x 45 x 1/4 in; 25 lb $425/pr

MARTIN-LOGAN
Quest Z 2 -Way Electrostatic Speaker
18 x 48 -in curvilinear electrostatic panel mount-
ed atop tuned subwoofer cabinet with 12 -in
driver. Power handling 200 W cont; crossover
point 180 Hz; FR 30 Hz -22 kHz ±3 dB; sens
90 dB; imp 4 ohms. Various finishes 18 x 71 x
13 in $4,495/pr

SL3 2 -Way Electrostatic Speaker
10 -in woofer in tuned chamber; visually trans-
parent I x 4 -ft electrostatic cell. 30° horizontal
dispersion. Power handling 200 W cont; cross-
over 250 Hz; FR 30 Hz -22 kHz ±3 dB; sens 89
dB; imp 4 ohms. 13 x 64 x 14 in $3,195/pr

Stylos Electrostatic Center Speaker
Acoustic -suspension design with 61/2 -in cone
driver in a 101/2 x 631/2 -in curvilinear electro-
static panel. Designed for mounting in or on a
wall or on a stand. Power handling 200 W;
crossover point 450 Hz; FR 40 Hz -22 kHz ±3
dB; sens 87 dB; imp 4 ohms. 101/2 x 631/2 x
41/2 in $2,695

Aerius i 2 -Way Electrostatic Speaker
8 -in woofer and 91/2 x 40 -in curvilinear electro-
static panel. Power handling 200 W cont;
crossover point 450 Hz; FR 40 Hz -22 kHz ±3
dB; sens 87 dB; imp 4 ohms. 101/2 x 551/2 x
121/2 in $ I .995/pr

COD

rri

rri
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SPEAKERS
MB QUART
Theater Three Home Theater System
6 -speaker package includes D1000Si powered
subwoofer, CTR Stage center speaker, two D55
speakers, and two Balcony surrounds $2,325
As above with D1200Si powered sub $2,525

Domain Series
The following speakers feature matte -black
MDF cabinets with removable grille/frame as-
semblies or panels (in the case of subwoofers),
which are available in 10 custom wood finishes.

D55 3 -Way Speaker
Hybrid bass-reflex/acoustic-suspension design
with two 61/2 -in treated -fiber woofers and I -in
titanium -dome tweeter. Internal bracing; 6 -and
18-dB/oct crossovers. Power handling 175 W;
crossover points 120 Hz and 2.9 kHz; FR 32
Hz -22 kHz; sens 90 dB; imp 4 ohms. 38 x 9 x
123/4 in $999/pr

D1200Si Powered Subwoofer
Bass -reflex design with 12 -in driver; I85 -W
amp. 18-dB/oct variable low-pass filter; over-
load protection; MDF/HDF enclosure. Line -
and speaker -level inputs. Crossover point vari-
able from 40-180 Hz; FR 25 Hz -200 Hz ±3 dB.
Scratch -resistant suedette or ebony laminate fin-
ish. 143/4 x 201/4 x 161/2 in $799

D1000 Si Powered Subwoofer
Bass -reflex design with 10 -in driver; 100-W
amp. 24-dB/oct variable low-pass filter; over-
drive protection. Line- and speaker -level inputs.
Crossover variable from 50-150 Hz; FR 28-150
Hz. 131/4 x 201/2 x 175/2 in $599

McINTOSH
HT3F 2 -Way In -Wall THX Dipolar
Surround Speaker
Dipolar design with two 5 -in woofers and two t-
in dome tweeters. Designed for flush in -wall
mounting. Angled baffles. Power handling 150
W; crossover point 1.5 kHz; FR 85 Hz -12 kHz;
imp 4 ohms. Textured black with white paintable
grille. Mounting diameter 151/2 in $2,000/pr
HT3W. On -wall version of the above; depth
6 in $2,000/pr

HT2 THX Subwoofer
Vented design with two I2 -in downward -firing
drivers. Power handling 600 W; FR 42-200 Hz
±2 dB; imp 4 ohms. Walnut or black ash finish.
30 x 201/2 x 20 in; 91 lb $1,750

HT1 2 -Way THX Speaker
Two 8 -in woofers and three 1 -in aluminum -
dome tweeters. Rotating tweeter panel. Power
handling 300 W; crossover points 500 Hz and
1.4 kHz; FR 55 Hz -22 kHz ±2 dB; imp 4 ohms.
Walnut or black ash finish. 151/2 x 221/2 x 101/2
in; 42 lb $1,100

HT4 2 -Way THX Center -Channel Speaker
Two 61/2 -in woofers and three I -in aluminum -
dome tweeters. Power handling 200 W; cross-
over point 1.25 kHz; FR 60 Hz -22 kHz ±2 dB;
imp 4 ohms. Black ash finish. 21 x 8 x 105/2 in;
231b $1,100

MERIDIAN
DSP5000 3 -Way Digital Powered Speaker
Bass -reflex design with 61/2 -in woofer, 61/2 -in
midrange, and I3/4 -in horn -loaded tweeter;
three 75-W amplifiers. Built-in digital signal
processor; digital crossover with Motorola
DSP chips; bitstream delta -sigma converter. 2
coaxial digital inputs. System -status display;
remote control with bass, tilt, axis, volume,
balance, and phase controls. FR 35 Hz -20 kHz;

sens 108 dB. Rosewood finish. 8% x 351/2 x
113/4 in $5,995/pr
Black finish $5,795/pr
DSP5000C. Horizontally oriented center -chan-
nel version. FR 42 Hz -20 kHz. 261/2 x 73/4 x
10% in $2,995

A500 3 -Way Speaker
Acoustic -suspension design with 6 -in woofer,
6 -in midrange, and I3/4 -in horn -loaded tweeter.
FR 45 Hz -20 kHz; sens 90 dB; imp 8 ohms.
Rosewood. 73/4 x 351/2 x 111/4 in $1,595/pr
Black $ I ,495/pr

Mirage MC -2 center -channel speaker

MIRAGE
OM -6 Omnipolar 3 -Way Speaker
Integral side -firing bipolar powered subwoofer
with two 8 -in drivers; two 51/2 -in midbass driv-
ers; two 1 -in titanium/cloth hybrid -hyperbolic -
dome tweeters. Drivers arranged to produce
wide "omnipolar" radiation pattern. 150-W dis-
crete-mosFET subwoofer amp. Line- and speak-
er -level inputs; biwirable/biampable. Room
bass-EQ adjustment and bass contour. FR 18
Hz -25 kHz ±3 dB $3,000/pr

M-7si 3 -Way Bipolar Speaker
Vented bipolar design with 8 -in woofer, 5 -in
rear -radiating midrange, and I -in titanium/cloth
hyperbolic -dome tweeter. Gold-plated biwiring/
biamping terminals. Power handling 175 W rms;
crossover points 480 Hz and 2 kHz; FR 38 Hz -
22 kHz; sens 88 dB; imp 6 ohms. High -gloss
black finish. 45 x 14 x 7 in; 80 lb $1,500/pr

BPS -400 Powered Subwoofer
Acoustic -suspension design; two 12 -in drivers
in bipolar configuration; amp rated at 400 W.
Protection circuitry. Line -level inputs. Level
control; adjustable low-pass filter. FR 16-100
Hz. High -gloss black $1,500
BPS -250i. As above, 250-W amp and two 10 -in
drivers. FR 22-150 Hz. 16 x 24 x 16 in $1,200

Model 895is 2 -Way Bipolar Speaker
Vented bipolar design with two 51/2 -in woofers
and two 1 -in vapor -deposited titanium -dome
tweeters. 5 -way binding posts. Power handling
150 W rms; FR 38 Hz -22 kHz ±3 dB; sens 88
dB; imp 6 ohms. High -gloss black finish. 40 x
II x 9 in; 60lb $900/pr

BPS -150i Powered Subwoofer
Vented design; two 8 -in drivers in bipolar con-
figuration; amp rated at 150 W. Protection cir-
cuitry. Line- and speaker -level inputs and out-
puts. Level control; adjustable low-pass filter;
0-180° phase control; A/V EQ switch. FR 23-
150 Hz. High -gloss black $800
PS -12. As above, one I2 -in front -firing driver.
FR 22-150 Hz $600
BPS -100i. As above, 100-W amp and two 61/2 -
in drivers. FR 28-150 Hz $500
PS -10. As above, one 10 -in driver $400
PS -8. As above, one 8 -in driver. FR 29-100 Hz.
16 x 10 x II in $300

Model 490is 2 -Way Speaker
Vented design with two 51/2 -in woofers and one

I -in vapor -deposited titanium -dome tweeter.
Magnetic shielding. 5 -way binding posts. Floor
standing design. Power handling 125 W; FR 42
Hz -22 kHz ±3 dB; sens 89 dB; imp 8 ohms.
High -gloss black finish $650/pr

MC -2 2 -Way Center -Channel Speaker
Dual -vented design with two 61/2 -in woofers and
I -in vapor -deposited titanium -dome tweeter.
Magnetic shielding. Power handling 200 W rms;
FR 38 Hz -22 kHz; sens 90 dB; imp 8 ohms.
High -gloss black finish. 9 x 24 x 11 in $450
MC -3. As above, 51/2 -in woofers. Power han-
dling 150 W rms; FR 47-22 kHz. Black. 7 x 22
x I I in; 26 lb $330

MBS-2 2 -Way Bipolar Surround Speaker
Bipolar 3rd -order acoustic -suspension design
with two 51/2 -in woofers and two 1 -in vapor -de-
posited titanium -dome tweeters. Power han-
dling 175 W rms; FR 60 Hz -20 kHz; sens 88
dB; imp 6 ohms. High -gloss black or white. 13
x 8 x 5 in $300

MISSION
Model 703 2 -Way Speaker
Bass -reflex design with 8 -in glass -composite
woofer and 1 -in soft -dome tweeter. MDF enclo-
sure. Multiway biwire binding posts. Power
handling 150 W; crossover point 4 kHz; FR 40
Hz -20 kHz ±3 dB; sens 90 dB; imp 8 ohms.
Black ash. 10 x 38 x 15 in $625/pr

Model 750 Limited Edition 2 -Way
Bookshelf Speaker
Reflex -loaded design with 51/4 -in woofer and I -
in fabric -dome tweeter. Biampable and bi-
wirable gold binding posts. Handling 30-100
W; Crossover point 3 kHz; FR 70-20 kHz ±3
dB; sens 86 dB. Rosewood finish. 61/2 x 11 x
101/2 in $500/pr

Model 702 2 -Way Bookshelf Speaker
Bass -reflex design with 8 -in glass -composite
woofer and I -in soft -dome tweeter. MDF enclo-
sure. Multiway biwiring binding posts. Power
handling 150 W; crossover point 4 kHz; FR 45
Hz -20 kHz ±3 dB; sens 90 dB; imp 8 ohms.
Black ash. 10 x 21 x 15 in $500/pr

Model 701 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in glass -composite
woofer and I -in soft -dome tweeter. MDF enclo-
sure. Multiway biwiring binding posts. Power
handling 100 W; crossover point 4 kHz; FR 50
Hz -20 kHz ±3 dB; sens 89 dB; imp 8 ohms.
Black ash. 9 x 18 x 12 in $375/pr

Model 700 2 -Way Bookshelf Speaker
Bass -reflex design with 51/4 -in glass -composite
woofer and I -in soft -dome tweeter. MDF enclo-
sure. Multiway biwiring binding posts. Power
handling 75 W; crossover point 4 kHz; FR 60
Hz -20 kHz ±3 dB; sens 87 dB; imp 8 ohms. 71/2
x 14 x 101/2 in $250/pr

MONITOR AUDIO
Monitor Audio MAFX-2 Bipolar/Dipolar
2 -Way Speaker
Two 51/4 -in bipolar aluminum -magnesium woof-
ers and two 3/4 -in dipolar aluminum -magnesium
tweeters. Power handling 150 W; FR 50 Hz -22
kHz; sens 89 dB SPL/W/m; imp 8 ohms. Black
or white vinyl. 101/2 x 91/2 x73/4 in $1,199

Monitor -3 2 -Way Speaker
Two 51/4 -in woofers, 3/4 -in gold -anodized dome
tweeter. Biwiring/biamping terminals. Magnet-
ic shielding. Power handling 200 W max; imp
6 ohms. Black oak or rose mahogany textured
finish $999/pr
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`All Definitive's New
Bipolar Towers

Deliver Astoundin
Sound for Music
Movie Perfection"

The extraordinary new BP30, 10B, 8B and 6B
(fivm $299) now have BP2000 Series technology

for dramatically superior sonic performance!

"Truly Outstanding"
- Stereo Review

Absolute sonic superiority and
unexcelled value have made

Definitive the leader in high-perfor-
mance loudspeakers. We are now
pleased to introduce a new series of
incredible -sounding bipolar towers
which incorporate drivers, pure
aluminum dome tweeters, crossovers
and cabinet technology developed
for our flagship BP2000 Series.

These exquisitely styled, Amer-
ican -made, bipolar (front and rear
radiating) systems totally envelop
you in a symphony of sonic perfec-
tion. They combine lush, spacious
sound -staging, lifelike depth -of -field,
razor-sharp resolution, pinpoint 3-D
imaging, powerful subwoofer-quality
bass (to below 20 Hz), high efficiency
and ultra -wide dynamic range for
unsurpassed reproduction of music
and movies in your home.

The breathtaking performance of our award -winning bipolar
speakers makes your music and movies really come alive.

CIRCLE NO. 15 ON READER SERVICE CARD

See our dealer list on page 106

"Music and Movie Sound
was Stunning" - Video Magazine
Combine the BP6B, 8B, 10B or 30
with our matching centers, bipolar
surrounds and optional PowerField
subwoofers for the most lifelike,
spectacular "you are there" music
and home theater available. All are
completely Dolby Digital AC -3* ready.

Award after Award Confirms
Definitive's Sonic Superiority
 Stereo Review "Dream System"
 Video Magazine Product -of -the -Year
 Audio Video Speaker -of -the -Year
 CES Design & Engineering Awards
 Sound & Vision Critic's Choice
 Inner Ear Report Editor's Choice
You owe it to yourself to hear these
remarkable speakers today.

nitive Tech
The Leader in High -Performance Loudspeakers*

1110.5 Valley Hi. Dr.  Baltimore, MD 21117.14116 363-7148
Viii u. ai hup://ussw.delinitivetech.com 1..glenta5



SPEAKERS Definitive Technolo
The leader in High -Performance Loudspeakers.

Authorized Dealers
Monitor Authority MAS Powered Subwoofer
Dual 10 -in aluminum drivers; amp rated at 200
W. 0-180° phase control; A/V switch; volume
control. crossover point continuously variable
from 24-140 Hz ±3 dB. Black vinyl. 15 x 221/4
x 171/4 in $999

MA301 2 -Way Bookshelf Speaker
51/4 -in poly woofer and 3/4 -in gold -anodized
dome tweeter. MDF cabinet. Biwiring/biamping
terminals. Magnetic shielding. Power handling
I(X) W max. Black textured finish $499/pr

CC300 2 -Way Center -Channel Speaker
Front -ported bass -reflex design with two 51/4 -
in poly woofers and 3/4 -in gold -anodized
tweeter. MDF cabinet. Power handling 200 W
max: FR 40 Hz -24 kHz ±3 dB; sens 89 dB;
imp 6 ohms. Black textured finish. 193/4 x 61/2
x 8 in; 16 lb $449/pr

MORDAUNT-SHORT
MS101 Classic 2 -Way Bookshelf Speaker
Bass -reflex design with 6 -in woofer and 1 -in
dome tweeter. High -density particleboard cabi-
net. Power handling 120 W; FR 58 Hz -20 kHz;
sens 88 dB; imp 8 ohms. Rosewood. 73Ai x 12 x
91/2 in $659/pr

MS25i Pearl Edition 2 -Way Speaker
65/8 -in midbass driver and I -in aluminum/gold
dome tweeter. Extensive intemal bracing; high -
density particle board; mica -loaded -resin front
baffle. Biwirable gold-plated terminals. Power
handling 15-75 W rms, 150 W max; FR 40 Hz -
20 kHz; sens 89 dB SPL/W/m; imp 8 ohms.
Black ash or rosewood. 81/2 x 32 x 83/e in;
26 lb $699/pr
MS20i. As above, less bracing. FR 55 Hz -20
kHz; sens 90 dB SPL/W/m. 81/2 x 141/2 x 83/4
in: 12 lb $449/pr
MS10i. As above. 51/4 -in midbass driver. Not
biwirable. Power handling 15-60 W rms. 120
max; FR 59 Hz -20 kHz; sens 88 dB SPL/W/m;
6 ohms. 73/4 x 12 x in; 9 lb $349/pr

MTX
PS15 Powered Subwoofer
Acoustic -suspension design with 5 -in down -
firing driver; 200-W amp. Magnetic shielding:
24-dB/oct crossover slope. Speaker- and line -
level inputs; 6-dB/oct high-pass speaker -level
output; I2-dB/oct line -level output. Dymamic
throw control; EQ controls; auto on; infrared re-
mote control. Crossover continuously variable
from 50-150 Hz. 17 x 171/4 x 191/2 in $599

PS12 Powered Subwoofer
Bass -reflex design with I2 -in down -firing driv-
er; 100-W amp. Magnetic shielding; I2-dB/oct
crossover slope. Speaker- and line -level inputs;
6-dB/oct high-pass output. EQ controls; auto
on; infrared remote control. Crossover variable
from 40-150 Hz. 16 x 161/2 x 18 in $449
PS1O. As above with 10 -in driver. 15 x 151/2 x
17 in $399

Model 51012CM Ceiling Speaker
51/4 -in poly woofer, I -in dome tweeter. Grille
convertible from standard to flush -mount. Pow-
er handling 30 W rms; FR 69 Hz -20 kHz; sens
88 dB; imp 8 ohms. Mounting diameter: 73/4 in.
Mounting depth: 23/4 in $ I 20/pr

Model MP42B 2 -Way Speaker
Two 4 -in woofers and 1/2 -in balanced -dome
tweeter. Weather -resistant enclosure; magnetic
shielding. Can be shelf-, stand-, or wall -mount-
ed; includes wall bracket. Power handling 50 W
rms; FR 110 Hz -20 kHz; imp 8 ohms. 47/4 x
123/4 x 5 in $110
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NAIM
NA-SBL 2 -Way Speaker
8 -in woofer and 3/4 -in dome tweeter. External
detachable crossover; decoupled tweeter. In-
cludes stand. Power handling 75 W max: FR 30
Hz -20 kHz ±3 dB; sens 88 dB; imp 6 ohms.
Black ash, beech, or walnut finish. 103/n x 341/2
x 101/2 in $3,800/pr

Credo 2 -Way Speaker
Coupled -box design with 8 -in woofer and 3/4 -in
dome tweeter. Power handling 90 W: FR 35 Hz -
20 kHz ±3 dB; sens 89 dB; imp 6 ohms. Rose-
wood finish. 101/2 x 341/2 x 91/2 in $2,700/pr
As above, ebony, cherry, rosewood or beech
finish $2,300/pr
As above, power handling 75 W: black simulat-
ed woodgrain finish $1.500/pr

N.E.A.R.
PS -2 Powered Subwoofer
Acoustic -suspension design with two 8 -in metal
woofers: 250-W amp. Variable low-pass filter;
high -density Biocomposite top panel. Switchable
limiter circuit. FR 24-145 Hz. Black ash finish.
10-yr warranty. 19 x 20 x 151/2 in; 65 lb....$1.299

Mast -HT 2 -Way Speaker
Two 51/4 -in metal -alloy -cone woofers and 13/4 -
in titanium -cone tweeter. Power handling 150
W max; crossover point 3 kHz; FR 80 Hz -22
kHz; sens 91 dB; imp 4 ohms. Black -gloss fin-
ish. 7 x 48 x 71/2 in; 53 lb $ 1,099/pr

Model IOM II 2 -Way Bookshelf Speaker
Ported design with 51/4 -in metal -alloy -cone
woofer and 11/2 -in titanium -cone tweeter. Power
handling WO W max; crossover point 2.1 kHz;
FR 48 Hz -22 kHz ±2 dB: sens 88 dB; imp 4
ohms. Walnut finish. 10-yr limited warranty. 7
x 11 x 9 in; 141b $599/pr
Black ash laminate or white vinyl finish $449/pr
10MV II. Magnetically shielded center -channel
version of above. Black ash finish $349

AEL-1.2A 2 -Way Outdoor Speaker
Coaxial design with 51/4 -in metal -cone woofer
and tweeter. Power handling 100 W max: FR
70 Hz -22 kHz; sens 89 dB; imp 4 ohms. 71/4 x
73/4 x 7 in: 8 lb $390/pr
AEL-1.1A. As above, one 51/4 -in full -range driv-
er. FR 70 Hz- I3 kHz; sens 88 dB. 8 lb $350/pr

Genoa 3 -Way Center -Channel Speaker
Two 51/4 -in woofers, one 4 -in midrange, and
one I -in titanium -dome tweeter. Power han-
dling 200 W; crossover points 235 Hz and 4
kHz; FR 80 Hz -21 kHz ±2 dB; sens 89 dB; imp
4 ohms. Black ash or rosewood finish. 10-yr
warranty. 20 x 10 x 93/4 in; 40 lb $799

NHT
Model 33 4 -Way Speaker
Acoustic -suspension design with side -firing 12 -
in subwoofer, 61/2 -in midbass, 4 -in midrange,
and 1 -in aluminum -dome tweeter. Narrow an-
gled baffle/deep cabinet. Power handling 300 W
max: FR 23 Hz -26 kHz ±3 dB; sens 87 dB; imp
6 ohms. High -gloss mahogany or sycamore
laminate. 7 x 42 x 31 in; 123 lb $4,500/pr
Italian black -satin laminate finish $4,300/pr
Model 2.9. As above, 10 -in subwoofer. Power
handling 250 W max; FR 26-26 kHz ±3 dB. 7
x 391/2 x 21; 78 lb $2,675/pr
High -gloss black laminate finish $2,500/pr

VT -2 3 -Way Speaker
Vented design with side -firing 10 -in subwoofer.
two 51/4 -in midranges, and 1 -in soft -dome tweet-
er. Magnetic shielding on top section. Power
handling 250 W max; FR 25 Hz -2I kHz ±3 dB:
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Audio Video College Station. Bunkley's Sound Systems: Abilene.
Bjorn's San Antonio. High Fidelity: Austin. Krystal Clear Dallas -
Marvin Electronics. Ft. Worth. Sound Quest El Paso' Sound Systems
Amarillo. Sound Towne: Texarkana
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Sound World Wausau.
P ' - Precision Audio Rio Piedras.

B Sound Calgary Edmonton, Kelowna. Vancouver 8
uburbs, Victoria. Advance Electronics:Winnipeg. Bay Bloor Radio

Toronto* Canadian Sound Brampton, Ont.. Digital Dynamics
Clearbrook. Harrington Audio Peterborough, Ont  Kebecson
Montreal. Lipton's New Market, Ont. Sound Decisions Duncan. B C 
Sound Room Vancouver. SlereoLand: Windsor. Treble Clef Ottawa
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"If you want truly incredible
speakers at an unbelievable
price, run and get this system:'

 NegivterrdTrodemar* of
iv. I it coning

-Jeff Cherun, Home Theater Magazine

Definitive's remarkable $799 ProCinema
sub/sat system features:
 Absolute State -of -the -Art Performance

for Music and Home Theater Perfection
 125 -Watt Powered 10" Subwoofer
 Cast -Basket Drivers and Aluminum Tweeters
 Optional Timbre -Matched Center and Rears
 Dolby AC -3* Ready
 In Black or White

Home Theater Magazine raves:

"Truly awesome...close to
perfection...clearly sets a new
standard for sub/sat systems"

See air dealer list on the facing page

DefinitiveTechnology®
The Leockr in High -Performance Loudspeakers

11105 Valley Hts. Dr.  Baltimore, MD 211170(410) 363-7148

Visit nc; at httr/Nuw.definitivetech.com
CIRCLE. NO. 15 ON READER SERVICE CARD



SPEAKERS
sens 88 dB; imp 6 ohms. High -gloss black lami-
nate finish. 73/4 x 48 x 18 in; 75 lb $1,800/pr

Model 2.5i 3 -Way Speaker
Vented design with side -firing 8 -in subwoofer,
61/2 -in midrange, and 1 -in aluminum -dome
tweeter. Power handling 200 W max; FR 29
Hz -25 kHz ±3 dB; sens 86 dB; imp 6 ohms.
High -gloss mahogany or sycamore laminate. 7
x 38 x 151/2 in; 53 lb $1,450/pr
As above, high -gloss black laminate $1,300/pr

VT -1.2 3 -Way Speaker
Vented design with side -firing 8 -in subwoofer,
two 41/2 -in midranges, and I -in soft -dome tweet-
er. Magnetic shielding on top section. Power
handling 200 W max; FR 33 Hz -21 kHz ±3 dB;
sens 86 dB; imp 8 ohms. High -gloss black lami-
nate finish. 51/2 x 38 x 153/4 in; 42 lb $1,100/pr

HDP-2 3 -Way Surround Speaker
Acoustic -suspension hybrid -dipolar design with
61/2 -in woofer, two 41/2 -in midranges, and two
I -in soft -dome tweeters. Includes wall -mount-
ing brackets. Power handling 125 W max; FR
57 Hz -20 kHz ±3 dB; sens 87 dB; imp 6 ohms.
High -gloss black or white laminate. 18 x 9 x
71/2 in; 191b $800/pr

Model 1.5 2 -Way Speaker
Acoustic -suspension design with 61/2 -in woof-
er and I -in aluminum -dome tweeter. Power
handling 150 W max; FR 53 Hz -25 kHz ±3
dB; sens 85 dB; imp 8 ohms. High -gloss ma-
hogany or sycamore laminate. 7 x 161/2 x 101/4
in; 161b $675/pr
As above, high -gloss black laminate $600/pr

SuperOne 2 -Way Speaker
Acoustic -suspension design with 61/2 -in woofer
and I -in soft -dome tweeter. Magnetic shielding.
Power handling 150 W max; FR 57 Hz -25 kHz
±3 dB; sens 86 dB; imp 8 ohms. High -gloss black
laminate finish. 71/4 x 111/2 x 81/2 in: 10 lb $175

NILES
OS -20 2 -Way Outdoor Speaker
Acoustic -suspension design with 61/2 -in woofer
and I -in tweeter. Weather resistant; glass and
mineral polypropylene cabinet. Gold plated 5 -
way binding posts. Includes aluminum mount-
ing brackets. Power handling 100 W; FR 65
Hz -21 kHz ±3 dB; sens 91 dB; imp 8 ohms.
White. 83At x II x 71/4 in $499/pr

HD-CTR 2 -Way In -Wall Speaker
Two 5'/4 -in woofers and I -in dome tweeter.
Magnetic shielding. High -frequency switch.
Power handling 150 W; FR 45 Hz -21 kHz ±3
dB; sens 89 dB; imp 8 ohms. White. Rectangu-
lar frame. Mounting area 8 x 14 -in $299

HD-LRS 2 -Way In -Wall Speaker
Two 51/4 -in woofers and 1 -in dome tweeter.
High -frequency switch. Power handling 150 W;
FR 45 Hz -2I kHz ±3 dB; sens 89 dB; imp 8
ohms. White. Rectangular frame. Mounting
area 8 x 14 -in $279

CM-SOOSW Ceiling Subwoofer
8 -in dual -voice -coil woofer. Weather -resistant;
aluminum grille; high- and low-pass filter. In-
cludes flip -tab mounting system. Power han-
dling 150 W; FR 35-140 Hz ±3 dB; sens 89 dB;
imp 8 ohms. White. Round frame. Mounting di-
ameter 91/2 in. Mounting depth 4 in $229

NSM LOUDSPEAKERS
Model 200 3 -Way Speaker
Acoustic -suspension design with slot -loaded,
down -firing 15 -in treated -paper woofer; two

61/2 -in midranges and 1 -in soft -dome tweeter in
D'Appolito configuration. 6-dB/oct crossovers
for midrange and tweeter, 18-dB/oct for woofer.
FR 30 Hz -20 kHz ±3 dB; sens 90 dB. Satin
black and walnut. 52 x 15 x 20 in $5,995/pr

Model 50 3 -Way Speaker
Two 61/2 -in woofers and I -in soft -dome tweet-
er. 6-dB/oct crossovers; open -cell foam and
polyester damping. Biwiring/biamping termi-
nals. Power handling 250 W max; FR 40 Hz -20
kHz ±3 dB; sens 85 dB; imp 8 ohms. Piano -
black or walnut veneer finish. 9 x 36 x 10 in;
55 lb $1,495/pr

Model 10S 2 -Way Bookshelf Speaker
41/2 -in woofer and 1 -in soft -dome tweeter. 6-
dB/oct crossover; open -cell foam and polyester
damping. Biwiring/biamping terminals. Power
handling 250 W max; FR 55 Hz -20 kHz ±3 dB;
sens 84 dB; imp 8 ohms. Satin black finish. 51/2
x 10 x 6 in; 18 lb $795/pr
Model 10. As above except terminals not bi-
wirable/biampable. Power handling 200 W
max; sens 86 dB $695/pr

Model 15EXP Powered Subwoofer
Front -ported bandpass design with 10 -in treat-
ed -paper cone woofer; amp rate at 150 W.
Cross -braced MDF cabinet; 24-dB/oct crossov-
er. line- and speaker -level RCA inputs and out-
puts; input and output binding posts. Auto on/
off; Phase switch; volume control; Dolby Digi-
tal direct switch. crossover continuously vari-
able from 40 Hz -200 Hz; FR 28-175 Hz ±3 dB;
S/N 100 dBA. Satin black or walnut finish 18 x
12 x 14 in; 45 lb $695

OHM ACOUSTICS
Walsh 300 MK2 Speaker
Controlled dispersion from 360° for bass to
180° for treble. Power handling 300 W; FR 20
Hz -20 kHz; imp 6 ohms. Oak, walnut, or black
wood -veneer finish. 5-yr warranty. 18 x 48 x 14
in; 95 lb $3.995/pr

Walsh 200 MK2 Speaker
Controlled dispersion from 360° for bass to
180° for treble. Power handling 220 W; FR 25
Hz -20 kHz; imp 6 ohms. Oak, walnut, or black
wood -veneer finish. 16 x 43 x 12 in $2,995/pr

Walsh 100 MK2 Speaker
Power handling 140 W; FR 29 Hz -12 kHz; imp
6 ohms. Oak, walnut, or black wood -veneer fin-
ish. 14 x 39 x 10 in $1,395/pr

P-3 2 -Way Speaker
Acoustic suspension design with 61/2 -in woofer
and 1 -in tweeter. FR 80 Hz -20 kHz; 6 ohms. 8 x
8 x 12 in $500/pr

ONKYO
HTS System 2 THX Home Theater System
6 -speaker system featuring three matched front
speakers; two wall -mountable dipolar surround
speakers; powered/passive subwoofer; THX-
certified. Black ash vinyl finish $3,500

OPTIMUS BY RADIO SHACK
PRO -SW -10P Powered Subwoofer
Ported design with 10 -in driver: amp rated at
120 W rrns into 4 ohms. Motion sensing to cor-
rect deviations from signal. Line- and speaker -
level inputs. Auto turn -on. Crossover point vari-
able from 50-150 Hz; FR 28-180 Hz. 131/4 x
131/4 x 151/4 in $400

AMX 25 Powered Wireless Speaker System
Two 2 -way bass -reflex speakers, each with 4 -in

woofer and 2 -in tweeter, built-in 10-W amp;
900 -MHz RF receiver and transmitter with 150 -
ft range plugs into stereo system's line output or
standard or mini headphone jack. On/off switch;
fine-tuning, volume, and bass controls. Includes
connecting cable and AC adaptors. FR 50 Hz -
15 kHz $250

PRO LX 10 2 -Way Dipolar Speaker
Ported design with two poly 7 -in woofers and
one top -mounted dipole tweeter. Narrow cabi-
net design. Gold-plated terminals. Removable
grilles on top and front. Power handling 80 W
rms, 160 W max; FR 50 Hz -25 kHz. 335/s x 91/4
x 115/x in $250

STS 1500 3 -Way Speaker
Bass -reflex design with 15 -in woofer, 61/2 -in
midrange, and 4 x 10 -in piezo-hom tweeter.
Power handling 150 W rrns, 300 W max; FR 22
Hz -20 kHz. 36 x 18 x 12 in $250

Paradigm Monitor 90P and 70P

PARADIGM
Monitor 90P 3 -Way Powered Speaker
Bass -reflex design with two 8 -in mineral -filled
poly woofers, 61/2 -in midbass driver, and I -in
pure -titanium dome tweeter; amp rated at 140
W rms. Magnetic shielding. Speaker -level in-
put; subwoofer/low-level-effect-channel input.
Auto on/off; subwoofer level control. Crossover
points 180 Hz and 2.0 kHz; FR 16 Hz -20 kHz
±2 dB; sens 92 dB; imp 8 ohms. Black ash or
light or dark cherry laminate. 3-yr warranty. 91/4
x 431/2 x 141/4 in; 140 lb $ I ,649/pr
Monitor 70P. As above with two 61/2 -in mid -
bass drivers. Power 200 W; FR 23 Hz -20 kHz
±2 dB; crossovers 200 Hz and 2 kHz; sens 91
dB. /0/4 x 39 x 141/4 in; 110 lb $1,399/pr

Monitor 9 2 -Way Speaker
Bass -reflex design with two 8 -in woofers and l -
in titanium -dome tweeter. Biwiring/biamping
terminals. Power handling 200 W; crossover
point 2.0 kHz; FR 32 Hz -20 kHz ±2 dB; sens
93 dB; imp 8 ohms. Black ash, light cherry, or
dark cherry laminate. 5-yr warranty. 91/4 x 37 x
141/4 in; 96 lb $749/pr

PS -2200 Powered Subwoofer
I2 -in dual -voice -coil driver; amp rated at 250
W rms. Speaker- and line -level inputs; line -lev-
el output. 80 -Hz high-pass filter. Auto-on/off;
subwoofer level control; phase control; sub -
woofer cut-off frequency. Subwoofer remote

108 STEREO REVIEW FEBRUARY 1998



SPEAKERS
control optional. Crossover point variable from
50-150 Hz; FR 23 Hz -I50 Hz ±2 dB. Black ash,
light cherry, or dark cherry. 3-yr warranty 17 x
161/4 x 19 in: 68 lb $799

ADP -350 2 -Way Surround Speaker
Two 6'/2 -in woofers and two I -in titanium -
dome tweeters. 2 -way optimized multiple radia-
tion pattern to create reverberant sound field.
Includes mounting kit. Power handling 175 W;
crossover point 1.8 kHz; FR 55 Hz -20 kHz ±2
dB: sens 90 dB; imp 8 ohms. Black graphite or
white laminate. 5-yr warranty. 111/2 x 13 x 8 in;
51 lb $699/pr

Mini Monitor 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in woofer and I -in
titanium -dome tweeter. Power handling 100 W;
crossover point 1.8 kHz; FR 43 Hz -20 kHz ±2
dB; sens 89 dB: imp 8 ohms. Black ash, light
cherry, or dark cherry laminate. 5-yr warranty.
8 x 13 x 107/4 in; 31 lb $339/pr

CC -350 2 -Way Center -Channel Speaker
Bass -reflex design with two 61/2 -in woofers and
I -in titanium -dome tweeter. Magnetic shield-
ing. Power handling 175 W; crossover point 1.8
kHz; FR 50 Hz -20 kHz ±2 dB; sens 90 dB; imp
8 ohms. Black -graphite finish. 5-yr warranty.
22-1/4 x 71/4 x 93/4 in; 25 lb $329

LCR-350 2 -Way Speaker
Bass -reflex design with two 61/2 -in injection -
molded copolymer woofers and one I -in titani-
um -dome tweeter. Magnetic shielding. Power
handling 175 W: crossover point 1.8 kHz; FR
45 Hz -20 kHz ±2 dB: sens 90 dB; imp 8 ohms.
Black ash laminate. 5-yr warranty. 8 x 21 x
113/s in; 25 lb $299

PARADIGM REFERENCE
Active/20 2 -Way Powered Bookshelf Speaker
Bass -reflex design with 61/2 -in mica -loaded
polymer woofer and I -in aluminum -dome
tweeter; biamped system with 110 W rms for
midbass driver and 50 W rms for tweeter. Elec-
tronic crossover: auto on/off; thermal protec-
tion. Line -level RCA or balanced input. ±2 dB
contour and ±4 dB low -frequency contour con-
trols; 18 dB/oct crossover. Includes 23 -ft cable.
Crossover point 1.5 kHz; FR 35 Hz -22 kHz ±1
dB. Black ash or gloss cherry finish. 3-yr war-
ranty. 81/4 x 14 x 11 in; 70 lb $1,600/pr

Servo -I5 Powered Subwoofer
Vented design with I5 -in Kevlar-reinforced
cone woofer; amp rated at 400 W rms. Massive -
magnet structure; die-cast chassis; instrumenta-
tion grade accelerometer. Line -level input. Auto
on/off and level control. Includes remote con-
trol. FR 14 Hz -80 Hz ±2 dB. Black ash lami-
nate, light cherry, or rosenut veneer. 3-yr war-
ranty. 18 x 20 x 213/4 in; 781b $1,500

Esprit/BP 2 -Way Bipolar Speaker
Bipolar design with 61/2 -in mica -loaded poly-
mer woofer, two I -in aluminum -dome tweeters.
Biwiring/biamping terminals. Power handling
250 W; crossover point 1.5 kHz; FR 23 Hz -22
kHz ±2 dB; sens 91 dB; imp 8 ohms. Oak ve-
neer or black gloss finish. 81/2 x 451/2 x 131/4 in;
128 lb $1,400/pr

Studio/80 3 -Way Speaker
Bass -reflex design with 8 -in mineral -filled poly
woofer. 8 -in mica -loaded polymer midbass,
and I -in aluminum -dome tweeter. Biwiring/bi-
amping terminals. Power handling 250 W;
crossover points 400 Hz and 1.8 kHz; FR 27
Hz -22 kHz ±2 dB; sens 92 dB; imp 6 ohms.
Black ash or dark -cherry laminate: black ash.
light cherry, or rosenut veneer. 10 x 41 x 151/2
in; 144 lb $1,400/pr

CC -450 2 -Way Center -Channel Speaker
Bass -reflex design with two 61/2 -in mica -loaded
polymer midbass drivers and 1 -in aluminum -
dome tweeter. Magnetic shielding. Biwiring/bi-
amping terminals; gold-plated binding posts.
Power handling 175 W: crossover point 1.5
kHz; FR 45 Hz -22 Hz ±2 dB; sens 90 dB; imp 8
ohms. Black graphite. 5-yr warranty. 211/4 x 81/2
x 111/2 in; 281b $500

LCR-450 2 -Way Speaker
Acoustic -suspension design with two 61/2 -in mi-
ca -loaded polymer midbass drivers and I -in alu-
minum -dome tweeter. Magnetic shielding. Gold-
plated binding posts; biwirable/biampable. Pow-
er handling 175 W; crossover point 1.5 kHz; FR
45 Hz -22 kHz ±2 dB; sens 90 dB; imp 8 ohms.
Dark cherry, black ash, or black gloss finishes. 5-
yr warranty. 8 x 21 x 1 1 1/2 in; 28 lb $450

PARASOUND
Nomad Ten 2 -Way Outdoor Speaker
61/2 -in polycarbonate woofer and I -in Supronyl
soft -dome tweeter. I 2-dB/oct crossover. Stain-
less -steel grille and input terminals. FR 36 Hz -
20 kHz ±2.5 dB. Black or white finish ....$499/pr

Nomad Six 2 -Way Outdoor Speaker
51/4 -in woofer and I -in soft -dome tweeter. 12-
dB/oct crossover. Stainless -steel grille and input
terminals. Power handling 80 W rrns; crossover
2.4 kHz; FR 48 Hz -20 kHz ±2.5 dB; sens 88
dB; imp 8 ohms. Black or white finish ...$360/pr

In-WallICeiling Speakers
CS/T-80R 2 -Way Ceiling Speaker
8 -in woofer. I -in titanium tweeter; I 2-dB/oct
crossover. FR 55 Hz -20 kHz ±3 dB $429/pr
CS/T-65R. As above with 61/2 -in woofer. FR
58 Hz -20 kHz ±3 dB $249/pr

CS/W-1002 In -Wall Subwoofer
10 -in dual -voice -coil driver. 12-dB/oct low-pass
filter at 140 Hz; high-pass filter for satellites.
Power handling 120 W; FR 26-180 Hz ±3 dB:
sens 89 dB: imp 8 ohms. Mounting diameter:
101/4 in. Mounting depth: 2 in $279

CS/T-255A 2 -Way In -Wall Speaker
51/4 -in woofer and I -in titanium -dome tweeter.
I 2-dB/oct crossover. Tweeter -level control: baf-
fle mounting for infrared eye. Power handling
75 W rms; crossover point 2.6 kHz; FR 54 Hz -
22 kHz ±3 dB: sens 87 dB; imp 8 ohms ..$265/pr

PHASE TECHNOLOGY
I rry a 5 -year warranty.

PC -I0.5 3 -Way Speaker
10 -in solid -piston woofer. 51/4 -in Kevlar-lami-
nated solid -piston midrange, and I -in soft -dome
tweeter. Unicell acoustic treatment. Power han-
dling 50 W min; FR 25 Hz -20 kHz; sens 89 dB;
imp 4 ohms. Black oak or dark oak wood -ve-
neer finish. 13 x 44 x 131/2 in $2,200/pr

CI -100 3 -Way In -Wall Speaker
61/2 -in solid -piston woofer with rubber sur-
round. 61/2 -in Kevlar-laminated solid -piston
woofer/midrange with rubber surround, and t-
in variable -axis soft -dome tweeter. Unicell
acoustic treatment. Power handling 125 W; FR
32 Hz -22 kHz; imp 8 ohms $850/pr

Octave Power 12 Powered Subwoofer
12 -in felted -stock cone driver; amp rated at 125
W. Servo amp: I 8-dB/oct variable low-pass
crossover; fixed 6-dB/oct high-pass filter. Line -
and speaker -level inputs; speaker -level outputs.
Phase switch; auto turn -on. Black laminate fin-
ish with solid cherry or dark oak top. 19 x 161/2
x 173/4 in $600

As above, solid black oak top $550

Model 7T 2 -Way Speaker
Low -diffraction design with 8 -in woofer and l -
in soft -dome tweeter. Power handling 120 W;
FR 40 Hz -20 kHz; sens 90 dB; imp 8 ohms.
Black cloth covering with solid dark oak or
cherry top and base. 10 x 361/2 x 12 in ...$600/pr
As above, solid black oak top and base ...$550/pr

PC -3 2 -Way Speaker
Two 61/2 -in solid -piston woofers with rubber
surrounsd. 11/2 -in soft -dome midrange, and 1 -in
variable -axis soft -dome tweeter. Unicell acous-
tic treatment. Magnetic shielding. Power han-
dling 20 W min; FR 38 Hz -22 kHz; sens 93 dB;
imp 6 ohms. Dark oak or black oak wood -ve-
neer finish. 22 x 81/4 x 113/4 in $500

CI -60 V 2 -Way In -Wall Speaker
61/2 -in solid -piston woofer with rubber surround
and I -in variable -axis soft -dome tweeter. Over-
load protection mechanism. 5 -way binding
posts. Power handling 80 W; FR 40 Hz -20 kHz;
imp 8 ohms $500/pr

Octave Power 10 Powered Subwoofer
10 -in felted -stock cone driver; amp rated at 100
W. 18-dB/oct variable low-pass crossover; fixed
6-dB/oct high-pass filter. Line- and speaker -lev-
el inputs; speaker -level outputs. Phase switch;
auto turn -on. Black oak laminate finish. 151/4 x
141/2. x 15 in $400

PINNACLE
Digital Sub 350 Powered Subwoofer
Compound -compression design with two 12 -in
woofers with 2 -in voice coils, 40 -oz magnets.
rubber surrounds; amp rated at 350 W rms. Fea-
tures high -efficiency, cool -running amplifier.
Gold-plated binding posts; line -level inputs.
Crossover point variable from 50-150 Hz; FR
22-150 Hz -3 dB. 14x 15x 15 in $1,095

Classic Gold Tower 3 -Way Speaker
8 -in fiber -cone subwoofer, 8 -in fiber -cone
woofer, and I -in liquid -cooled gold -dome
tweeter. Magnetic shielding: patented Diaduct
port. Power handling 150 W rms; crossover
points 150 and 2 kHz; FR 27 Hz -2I kHz; sens
95 dB; imp 8 ohms. 7 -year warranty. 95/s x
377/2 x 151/4 in $1,050/pr

Classic Gold 2 -Way Center -Channel Speaker
Four 5I/4- fiber -cone drivers; 1 -in gold -dome
tweeter. Magnetic shielding. Power handling 500
W max; crossover 4 kHz; FR 80 Hz -2I kHz;
sens 91 dB; imp 8 ohms. 31 x 7 x 83/4 in $525

Classic Gold Mini -Monitor 2 -Way Speaker
51/4 -in fiber -cone woofer and I -in gold -dome
tweeter. Power handling 75 W rms; crossover
point 2 kHz; FR 45 Hz -21 kHz; sens 92 dB;
imp 8 ohms. 83/4i x 13 x 71/2 in $375/pr

AC -650 2 -Way Bookshelf Speaker
61/2 -in fiber -cone woofer and 1/4 -in soft -dome
tweeter. Power handling 85 W ems; crossover
point 2.5 kHz; FR 40 Hz -21 kHz; tens 91 dB;
imp 8 ohms. 10 -year warranty. 95/8 x 165A4 x
83/4 in $349/pr

INW600 2 -Way In -Wall Speaker
61/2 -in woofer; I -in soft -dome tweeter. Includes
mounting hardware. Power handling 85 W rms;
FR 50 Hz -20 kHz; sens 88 dB; imp 8 ohms.
White. Mounting area: 81/4 x 12 in $300/pr

PIONEER
Linear Power Response (LPR) refers to a pro-
prietary sealed/nn-surround driver technology
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designed to increase bass response and sound
levels from small speakers with less distortion.

S -V505 Home Theater Speaker System
6 -speaker system featuring five 2 -way bass -re-
flex satellites, each with one 51/2 -in LPR woofer
and I -in tweeter; passive subwoofer with two
51/2 -in LPR woofers. Magnetic shielding. In-
cludes satellite mounting brackets. Power han-
dling 160 W max sat and sub; crossover point 5
kHz sat, 100 Hz sub; FR 55 Hz -35 kHz sat, 30-
200 Hz sub; sens 84 dB sat and sub. Black cabi-
net. Satellite: 51/2 x 91/8 x 61/2 in; 6 lb. Subwoof-
er: 81/4 x 211/2 x 163/4 in; 23 lb $950

S -W200 LPR Powered Subwoofer
Bass -reflex design with two 57/s -in LPR woof-
ers; 200-W amplifier. Magnetic shielding. Line -
level and speaker -level inputs. Level control;
phase -reverse switch. Includes speaker wire and
RCA cables. FR 30-200 Hz; sens 84 dB. Black
cabinet. 8 x 215/8 x 161/2 in; 32 lb $800

PMC
XB1 Subwoofer
Acoustic -suspension design with die-cast 10 -in
dual -voice -coil driver. -1/4-in-thick MDF. 4 pair
binding posts; banana plugs. Power handling
200 W; crossover point 100 Hz; FR 25-200 Hz;
sens 90 dB; imp 8 ohms. Textured black finish.
17 x 311/2 x 101/2 in; 621b $1,250

TBI 2 -Way Speaker
Acoustic -suspension design with 7 -in magne-
sium -alloy woofer and I -in aluminum -alloy
phase -shielded tweeter. Nonresonant double ve-
neered cabinet. Power handling 150 W; cross-
over 3 kHz; FR 40 Hz -25 kHz; sens 90 dB; imp
8 ohms. Black ash or walnut. 71/4 x 213/4 x 103/4
in; 19 lb $1,025/pr

Polk Audio RM 7300 home -theater system

POLK AUDIO
Signature Reference Theater
Home Theater Speaker System
Complete home -theater system featuring two
ported powered subwoofers, each with two 10 -
in composite -polymer drivers; two sealed satel-
lite speakers, each with four 51/4 -in composite -
polymer drivers and 1 -in trilaminate-dome
tweeter; sealed center -channel speaker with four
51/4 -in composite -polymer drivers and I -in tril-
aminate-dome tweeter; two LSf/x surround
speakers; amp rated at 300 W per sub. Magnetic
shielding. Control center provides phase and

level adjustments. FR subwoofer 16-90 Hz, sat-
ellite and center channel 65 Hz -26 kHz; sens 87
dB; imp 8 ohms. Ash with black -lacquer finish.
Subwoofer: 14 x 311/2 x 221/4 in. Satellite 12 x
28 x 18 in. Center channel: 261/2 x 171/2 x 6 in.
Control center: 161/2 x 21/2 x 9-1/4 in $8,999

RM 7300 Home Theater Speaker System
6 -speaker system featuring powered subwoofer
with 10 -in driver and 125-W amp; 4 satellites,
each with 31/2 -in midrange and 1/2 -in dome
tweeter; center -channel speaker with two 31/2 -in
midranges and 1/2 -in dome tweeter. FR 19 Hz -
22 kHz; sens 89 dB; imp 8 ohms. Black or
white finish. Subwoofer: 18 x 121/4 x 20 in. Sat-
ellite: 7 x 41/2 x 51/2 in. Center: 41/4 x 111/2 x 53/4
in. 61 lb total $1,599

RT 2000p 3 -Way
Speaker/Powered Subwoofer
Vented, powered bass section with two 8 -in
woofers and 100-W amp, sealed midrange/
tweeter section with 61/2 -in woofer and I -in tril-
aminate-dome tweeter. Magnetic shielding;
MDF construction. Line -level inputs; speaker -
level inputs and outputs; biwired. Volume con-
trol; auto -on switch. Crossover points 80 Hz
and 1.8 kHz; FR 20 Hz -26 kHz; sens 90 dB;
imp 8 ohms. Rosewood veneer. 5-yr warranty
on speaker, 3 yrs on amp. Cabinet: 91/2 x 451/2 x
16 in. Base: II x 181/2 in. 85 lb $1,100
As above with black woodgrain finish $950

RM 3300 Subwoofer/Satellite System
3 -speaker system featuring powered subwoofer
with 8 -in driver and 100-W amp; two satellites,
each with 31/2 -in midrange and 1/2 -in dome
tweeter. Power handling 125 W; FR 30 Hz -22
kHz; sens 89 dB; imp 8 ohms. Black or white
finish. Satellite: 7 x 41/2 x 51/2. Subwoofer: 141/2
x 103/4 x 191/2.40 lb total $799

RT 1000p 3 -Way Speaker/Powered Subwoofer
Vented, powered bass section with 61/2 -in woof-
er and 80-W amp, sealed 61/2 -in midbass driver,
and sealed I -in trilaminate-dome tweeter. Mag-
netic shielding; MDF construction. Line -level
inputs; speaker -level inputs and outputs; bi-
wired. Volume control; auto -on switch. Cross-
over points 80 Hz and 1.8 kHz; FR 20 Hz -26
kHz; sens 90 dB; imp 8 ohms. Rosewood ve-
neer. 5-yr warranty on speaker, 3 yrs on amp.
Cabinet: 81/2 x 421/2 x 13 in. Base: 91/4 x 14 in.
63 lb total $660
As above with black woodgrain finish $560

PSW 150 Powered Subwoofer
10 -in driver; 200-W amp. Line- and speaker -
level inputs; speaker -level outputs. Phase con-
trol; auto on/off. Crossover variable from 50-
150 Hz; FR 20-150 Hz. Black finish. 18 x 121/4
x 20 in; 48 lb $649

LS f/x 2 -Way Surround Speaker
Two 41/2 -in composite -polymer woofers and
two I -in trilaminate-dome tweeters. Switchable
dipolar/bipolar configuration. Power handling
100 W; FR 60 Hz -26 kHz; sens 89 dB; imp 8
ohms. Black woodgrain or white finish. 11 x
61/2 x 9 in; 18 lb $599/pr

RT f/x 2 -Way Surround Speaker
51/4 -in woofer and two I -in trilaminate-dome
tweeters. Switchable dipolar/bipolar configura-
tion. Power handling 100 W; FR 40 Hz -25 kHz;
sens 89 dB; imp 8 ohms. Black or white. 10 x
81/2 x 6-1/4 in; 17 lb $449/pr

PSW 120 Powered Subwoofer
Vented design with 8 -in woofer; 90-W amp.
Line -level inputs; speaker -level inputs and out-
puts. Volume control; variable frequency con-
trol; switchable phase; auto -on switch. FR 35-

150 Hz. Video gray. 5-yr warranty on speaker,
3 yrs on amp. 91/2 x 131/4 x 19 in $339

CS 275 2 -Way Center -Channel Speaker
Vented with two 41/2 -in drivers and 1 -in trilami-
nate-dome tweeter. Magnetic shielding. Power
handling 150 W max; FR 60 Hz -26 kHz; sens
90 dB; imp 8 ohms. Black finish. 5-yr warranty.
18 x 6 x 8 in:10lb $300

CS 225 2 -Way Center -Channel Speaker
Acoustic -suspension design with two 41/2 -in
midbass drivers and I -in soft -dome tweeter.
Power handling 100 W max; FR 70 Hz -25 kHz;
sens 89 dB; imp 8 ohms. Black. 5-yr warranty.
18 x 6 x 6 in; 7 lb $219

M5 2 -Way Speaker
61/2 -in composite -polymer woofer and 1 -in
dome tweeter. Includes mounting bracket. Pow-
er handling 125 W; FR 32 Hz -25 kHz; sens 91
dB; imp 8 ohms. Black or white finish. 131/4 x
81/4 x 9 in; 10 lb $199
AWM5 All -Weather. All-weather version of
M5. White finish $249

PROAC
The following are available finished in cherry,
mahogany, or black ash.

Studio 150 2 -Way Speaker
Two 5 -in magnesium -frame drivers and one
3/4 -in soft -dome tweeter. FR 35 Hz -30 kHz;
sens 89 dB; imp 8 ohms. 71/2 x 381/2 x 10 in;
50 lb $2,300/pr

Studio 100 2 -Way Bookshelf Speaker
61/2 -in woofer and I -in fabric soft -dome tweet-
er. FR 40 Hz -30 kHz; sens 88 dB; imp 8 ohms.
8 x 16 x 10 in; 27 lb $1,400/pr

Tablette 50 2 -Way Bookshelf Speaker
5 -in woofer and'/4-in soft -dome tweeter. FR 40
Hz -20 kHz; sens 90 dB; imp 8 ohms. 61/2 x 11 x
9 in; 13 lb $975/pr

PSB
Stratus Goldi 3 -Way Speaker
Bass -reflex design; 10 -in woofer, 61/2 -in mid-
range, and 1 -in aluminum -dome tweeter. Power
handling 250 W; crossover points 250 Hz and
2.2 kHz; FR 31 Hz -21 kHz ±3 dB; sens 90 dB;
imp 4 ohms. High -gloss black finish. 121/4 x
431/2 x 161/4 in; 90 lb $2,699/pr
Black ash or dark -cherry veneer $2,399/pr

Stratus Silver 3 -Way Speaker
Bass -reflex design with two 61/2 -in woofers and
I -in aluminum -dome tweeter. Power handling
200 W; crossover points 500 Hz and 2.1 kHz;
FR 35 Hz -2I kHz ±3 dB; sens 91 dB; imp 4
ohms. High -gloss black finish. 91/2 x 38 x 131/2
in; 47 lb $ I ,799/pr
Black ash or dark -cherry veneer $1,599/pr

Stratus SubSonic 4 Powered Subwoofer
Acoustic -suspension design with 15 -in poly -
coated fiber -cone woofer; 300-W amp. Speaker -
and line -level inputs and outputs. DSP control.
Includes remote control, spikes, and levelers.
FR 20-120 Hz ±3 dB; sens 95 dB. High -gloss
black finish. 191/4 x 191/2 x 22 in; 70 lb $1,499
As above, black ash finish $1,299

Stratus Mini 2 -Way Speaker
Bass -reflex design with 61/2 -in woofers and 3/4 -in
aluminum -dome tweeter. Power handling 150
W; crossover point 2.2 kHz; FR 50 Hz -2I kHz
±3 dB; sens 88 dB; imp 4 ohms. High -gloss
black finish. 9 x 161/2 x 121/2 in; 27 lb ...$1,099/pr
Black ash or dark cherry veneer $999/pr
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Superior subwoofer performance requires superior amplification. Sadly, most

active subwoofers typically feature -off-the-shelf" integrated electronicF that

degrade the entire system's performance as well as the bass. B&W has taken

the high road in electronics by employing discrete power amplifier designs that

have won dozens of international awards for audiophile grade components.

Further, these designs are augmented by B&W's world-renowned driver

technology and include our proprietary -Flow Port- venting system. An

innovative tuning port that virtually eliminates air drag to reduce distortion

while increasing bass extension and output sensitivity over closed box designs.

The result of all this zealous attention to detail? Bass that's visceral, accurate,

and above all, musical. Anything less wouldn't be B&W.

.ISM 2000 rear view featuring high

current toroidal power supply and
discrete 175 watt amplifier

1177- /441

B&W Loudspeakers of America. 54 Concord Street, North Reading, MA 018642699 978-664-2870 tel 978-664-4139 fax

CIRCLE NO. 40 ON READER SERVICE CARD

Listen and You'll See



SPEAKERS
Stratus SubSonic 3i Powered Subwoofer
Acoustic -suspension design with 15 -in poly -
coated fiber -cone woofer; 300-W amp. Speaker -
and line -level inputs and outputs. Volume con-
trol; phase switch; LED power indicator. In-
cludes feet. FR 24-150 Hz ±3 dB; sens 95 dB.
High -gloss black finish. 191/4 x 171/2 x 171/2 in;
64 lb $899

Century SubSonic 2i Powered Subwoofer
Bass -reflex design with 12 -in poly -coated fiber -
cone woofer; 130-W amp. Speaker- and line -
level inputs and outputs. Volume control; phase
switch; LED power indicator. Includes feet.
Ebony ash laminate finish. 141/2 x 191/4 x 141/4
in; 40 lb $649

Stratus C5 2 -Way Center -Channel Speaker
Bass -reflex design with two 51/4 -in woofers and
two 3/4 -in dome tweeters. Magnetic shielding.
Power handling 150 W; crossover point 2 kHz;
FR 66 Hz -21 kHz ±3 dB; sens 92 dB; imp 8
ohms. High -gloss black finish. 191/2 x 63/4 x 93/4
in; 22 lb $549
Dark ash veneer $499

Century 40012 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in woofer and 3/4 -in
dome tweeter. Power handling 80 W; crossover
point 2.5 kHz; FR 55 Hz -21 kHz ±3 dB; sens
89 dB; imp 6 ohms. Black ash or dark cherry
finish. 81/2 x 16 x 111/2 in; 17 lb $399/pr

QUAD
Model ESL -63 Electrostatic Speaker
Full -range dipolar electrostatic panel mounted
in open frame. AC powered. FR 32 Hz -22 kHz
±3 dB; sens 86 dB. Oak with black grille cloth.
36 x 26 x 10 in $5,999/pr

Model 10L 2 -Way Speaker
Infinite -baffle design with 8 -in stiffened -fabric
woofer and 11/4 -in soft -dome tweeter. Left/right
pair matched to within I dB. FR 65 Hz -18 kHz
±3 dB; sens 84 dB. Yew wood finish 13 x 8 x
10 in $1,050/pr

RECOTON
WP445 2 -Way Powered Wireless Speaker
Tuned -port design with 4 -in woofer and 2 -in
tweeter with moisture -resistant diaphragms;
130-W amp. Powered by rechargeable lead -acid
battery, 8 D -cell batteries, or AC adaptor. Auto
mute; auto shutoff; volume controls. FR 50 Hz -
15 kHz $330/pr

W440 2 -Way Powered Wireless Speaker
Bass -reflex design with 4 -in woofer and 2 -in
tweeter; amp rated at 10 W rms. ABS enclosure;
150 -ft range. Bass boost; mono/stereo switches;
volume and power switches. Includes 3 AC
adaptors $300/pr
W441. Add-on speaker for above. Includes AC
adaptors $239/pr

WC430 Wireless Computer Speaker. Oper-
ates on 6 C batteries or AC adaptor; 5-W amp.
White or black $250/pr

ROCK SOLID SOUNDS
Solid Solutions Home Theater System
6 -piece system comprising Solid PB 100 powered
subwoofer, C 100 center -channel speaker, and
four S 100 satellites. Black or white finish $999

Solid PB 100 Powered Subwoofer
Bass -reflex design with 10 -in woofer; 70-W
amp. High- and low-pass filter; down -firing
flow -port system; magnetic shielding. Two line -
level inputs and outputs; 2 speaker -level inputs

and outputs. Level adjust; phase switch. FR 32-
80q !kHz ±3 dB; imp 8 ohms. Black vinyl. 5-yr
warranty. 137/8 x 16344 x 151 in; 27 lb $450

Solid Monitor 2 -Way Bookshelf Speaker
Vented design with 5 -in fiber -cone woofer and
1 -in tweeter. Overload protection; magnetic
shielding. Includes integral stand. Power han-
dling 150 W max; crossover point 3.5 kHz; FR
75 Hz -20 kHz ±3 dB; sens 91 dB; imp 8 ohms.
Black or white. 61/2 x 93/8 x 6 in; 5 lb $300/pr

Solid HCM-1 2 -Way Bookshelf Speaker
Vented design with 5 -in copolymer woofer and
I -in tweeter. Overload protection; magnetic
shielding. Power handling 150 W max; FR 70
Hz -20 kHz ±3 dB; sens 89 dB; imp 8 ohms.
Black or white. 61/2 x 93/8 x 6 in; 5 lb $200/pr

Solid S 100 2 -Way Bookshelf Speaker
Bass -reflex design with 4 -in woofer and I -in
tweeter. Electronic protection; magnetic shield-
ing. Spring binding posts. Includes wall bracket
and shelf mount. Power handling 100 W; cross-
over 3.5 kHz; FR 95 Hz -20 kHz ±3 dB; sens 89
dB; imp 8 ohms. Black or white. 5-yr warranty.
81/2 x 101/8 x 31/2 in $200/pr
Solid C 100. Center -channel version of above.
Crossover point 3 kHz; sens 90 dB. 161/2 x 51/2
x 53/4 in; 71b $150

RUARK
Talisman II 2 -Way Speaker
Bass -reflex design with 61/2 -in woofer and I -

in dome tweeter. FR 48 Hz -20 kHz ±3 dB;
imp 8 ohms. Rosewood. burl walnut, oak, or
black finish; black knit grille. 9 x 33 x 121/2
in; 88 lb $1,700/pr

Templar II 2 -Way Speaker
Infinite -baffle design with 61/2 -in woofer and
1 -in dome tweeter. FR 50 Hz -20 kHz ±3 dB;
imp 8 ohms. Ebony, rosewood or natural cher-
ry finish; black knit grille. 71/2 x 271/2 x 10 in;
57 lb $ I ,200/pr

Rock Solid Sounds Solid Solutions

SHAHINIAN
Rosewood. bird's-eye maple, mahogany, and
other exotic wood finishes are available.

Hawk Module 2 -Way Speaker
Four 41/2 -in curved poly -cone midbasses and
four 1 -in titanium tweeters. Designed for use
with Hawk or Double Eagle subwoofer. Cabinet
shaped as an asymmetrical prism with unequal
rakes fore and aft, equal rakes left and right;
midbasses with 10 -oz ceramic magnets; I -in
tweeters feature high -efficiency neodymium
magnets; mixture of 1st- and 3rd -order filters (6
and 18 dB) for minimum phase shift; 250 -Hz
input filter can be bypassed for use with other
subwoofers. Power handling 600 W max; FR
250 Hz -22 kHz ±3 dB. 40 lb $2,800/pr

Compass 2 -Way Speaker
61/2 -in composite cone woofer and I -in titanium
tweeter. Floor -standing vertical enclosure with
multichambered pressure loading; drivers
mounted on diamond -shaped angled baffle.
Power handling 200 W max; FR 40 Hz -18 kHz;
imp 6 ohms. 10 x 10 x 34 in; 66 lb $1,450/pr

Super Elf 2 -Way Speaker
Vented design with 51/2 -in curved poly -cone
woofer and 1 -in titanium dome tweeter. I3 -ply
Finland birch with cross -braced enclosure;
Polyfil and long-haired lamb's -wool damping;
woofer has I -in voice coil, cast housing, and
20 -oz motor; 6-dB/oct woofer rolloff, I 8-dB/oct
tweeter rolloff. Solid -brass gold-plated binding
posts. Power handling 150 W max; FR 48 Hz -
19.5 kHz; imp 6 ohms. Oak or walnut finish.
81/4 x 143/4 x 91/2 in; 33 lb $850/pr

SNELL
Type B Minor 3 -Way Speaker
12 -in side -firing woofer, two 51/4 -in mineral -
filled poly midranges, I -in titanium -dome tweet-
er, and 3/4 -in rear -firing metal -dome tweeter.
Power handling 400 W cont; crossover points
275 and 2.7 kHz; FR 28 Hz -23 kHz ±3 dB; sens
90 dB; imp 9 ohms. Gloss -black finish or oak,
dark oak, or walnut wood veneer $3,699/pr

Type C/V 3 -Way Speaker
Two 8 -in injection -molded woofers, two 5 -in
midranges, I -in titanium -dome tweeter, and I -in
rear -firing 5 -layer laminated -dome tweeter. Pow-
er handling 250 W cont; crossover points 300 Hz
and 2.8 kHz; FR 30 Hz -22 kHz ±3 dB; sens 90
dB; imp 8 ohms. Gloss -black finish or oak, dark
oak, or walnut wood veneer $2,599/pr

Type D 3 -Way Speaker
8 -in injection -molded woofer, 5 -in midrange, l -
in titanium -dome tweeter, and I -in rear -firing
fabric -dome tweeter. Power handling 200 W
cont; crossover points 275 Hz and 2.8 kHz; FR
36 Hz -20 kHz ±1.75 dB; sens 89 dB; imp 8
ohms. Gloss -black finish or oak, dark oak, or
walnut wood veneer $1,799/pr

PS.10 Powered Subwoofer
Bass -reflex design with proprietary 10 -in double -
spider driver; 300 W rms. Internal variable elec-
tronic crossover; magnetic shielding; 100 -Hz
high-pass filter. 5 -way gold-plated binding posts
speaker inputs and outputs; line- and speaker -
level input and output. Auto on/off; phase switch.
Black finish. 15 x 151/2 x 153/4 in $1,200

SR.5 2 -Way Surround Speaker
Bipolar acoustic -suspension design with 51/4 -in
woofer and two subenclosed 31/2 -in extended -
range tweeters. Hand -tuned crossovers; angled
cabinets; tuned to match E.5 Tower and K.5
Monitor. Two sets of biampable/biwirable 5 -
way gold-plated binding posts. Includes locking
mounting bracket and mounting hardware.
Power handling 150 W max; crossover point
400 Hz; FR 70 Hz -20 kHz; sens 90 dB; imp 8
ohms. Black or white finish. 5-yr warranty. 63/4
x 133/4 x 71/2 in; 12 lb $700/pr

E.5 Tower 21/2 -Way Speaker
Bass -reflex design with two 61/2 -in woofers, I -

in aluminum -dome tweeter, and 1 -in rear -firing
soft -dome tweeter. I1/ -in thick platform baffle;
heat sink/terminal plate to draw heat away from
cabinet; magnetic shielding. Two sets bi-
ampable/biwirable 5 -way gold-plated binding
posts. Placement switch to contour crossover
for freestanding or boundary placement; treble
control; rear tweeter on/off switch. Includes 2
gold-plated jumper straps and 4 floor spikes.
Power handling 250 W max; crossover points
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250 Hz and 2.4 kHz; FR 37 Hz -20 kHz ±3 dB;
sens 89 dB; imp 4 ohms. Black finish or Euro-
pean beech veneer. 5-yr warranty. 81/2 x 421/2 x
111/2 in; 48 lb $600

K.5 Monitor 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in woofer and I -in
aluminum -dome tweeter. I 1/2 -in thick platform
baffle; magnetic shielding. Two sets of biamp-
able/biwirable 5 -way gold-plated binding posts.
Placement switch to contour crossover for cabi-
net or stand placement. Includes 2 gold-plated
jumper straps. Power handling 200 W max;
crossover point 2.8 kHz; FR 48 Hz -20 kHz ±3
dB; sens 86 dB; imp 8 ohms. Black finish or
European beech veneer. 5-yr warranty. 81/2 x 18
x 111/2 in; 25 lb $400

Music and Cinema THX Series
Music and Cinema Reference
3 -Way THX Speaker
Four 61/2 -in woofers, two 51/4 -in mineral -filled
poly midranges, and three I -in textile -dome
tweeters. THX-certified. Crossover points 350
Hz, 2.8 kHz and 8.5 kHz; FR 80 Hz -20 kHz ±2
dB; sens 90 dB; imp 8 ohms. 15 x 63 x 12 in;
145 lb $6,999

LCR2800 3 -Way THX Speaker
Two 8 -in mineral -filled poly woofers, two 41/4 -
in mineral -filled poly midranges, and three I -in
textile -dome tweeters. THX-certified. Crossover
points 350 Hz, 2.8 kHz and 8.5 kHz; FR 80 Hz -
20 kHz ±2 dB: sens 90 dB; imp 8 ohms $4,799

SUR2800 3 -Way THX Surround Speaker
One 8 -in injection -molded woofer, two 61/2 -in
mineral -filled poly midranges, and two 1 -in alu-
minum -dome tweeters. THX-certified and Dol-
by Digital -ready. Crossover points 120 Hz, 300
Hz, and 2.7 kHz; FR 36 Hz -20 kHz ±3dB; sens
86 dB; imp 8 ohms $3,099

SUB1800 THX Subwoofer
4th -order vented design with 18 -in driver.
THX-certified. FR 17-80 Hz; sens 88 dB; imp 8
ohms. High -gloss black finish. 211/2 x 45 x 17
in; 180 lb $2,499

SONANCE
D8001 3 -Way In -Wall Speaker
8 -in aluminum woofer, 21/2 -in aluminum mid-
range, and 1 -in pivoting aluminum -dome tweet-
er. 4 DIP switches provide various EQ settings.
Power handling 150 W max; FR 33 Hz -21 kHz;
sens 92 dB; imp 6 ohms. Rectangular frame.
Mounting area: 10 x 16 in. Mounting depth:
31/2 in $1,799/pr

DL1200V Powered Subwoofer
12 -in front -firing woofer and 15 -in downward -
facing passive radiator; amp rated at 200 W.
Clipping -eliminating compression circuitry.
DuaLevel switching between A/V signals. FR
25-140 Hz. 20 x 21 x 20 in $999
DL1000V. As above, 10 -in woofer, 12 -in pas-
sive radiator; amp rated at 125 W. FR 30 Hz -
140 Hz ±3 dB. 173/8 x 183/8 x 17% in $799
DL800V. As above, 8 -in woofer, 10 -in passive
radiator; amp rated at 90 W. FR 35-140 Hz ±3
dB. 14 x 17 x 127Ai in $649

D6001 3 -Way In -Wall Speaker
8 -in woofer, 21/2 -in midrange, and 3/4 -in pivot-
ing cloth -dome tweeter. 4 DIP switches provide
various EQ settings. Power handling 100 W
max; FR 35 Hz -20 kHz; sens 90 dB; imp 8
ohms. Rectangular frame. Mounting area: 10 x
16 in. Mounting depth: 31/2 in $899/pr

TR4000 2 -Way In -Wall Speaker
61/2 -in reinforced -glass -composite dual -voice -

coil woofer and I -in pivoting aluminum -dome
tweeter. Weather -resistant components and
hardware. Power handling 80 W max; FR 38
Hz -20 kHz; sens 89 dB; imp 6 ohms. Round
frame. Mounting diameter: 97/s in. Mounting
depth: 31/2 in $599/pr

EC300 2 -Way Outdoor Speaker
5 -in carbon -fiber -cone woofer and 3/4 -in alumi-
num -dome tweeter. Magnetic shielding; weath-
er -resistant cabinet and hardware. Power han-
dling 80 W max; FR 55 Hz -20 kHz; sens 90 dB;
imp 8 ohms. 71/2 x 11 x 73/4 in $499/pr

SONY
SA-VA57 Powered Home Theater System
Complete home -theater system featuring two
combination subwoofer/front/center speakers,
each with built-in 5 -in subwoofer, 4 -in driver,
and 2 -in tweeter: two separate wireless (infrared)
surround speakers, each with one 4 -in driver, 7 -
channel amp and Dolby Pro Logic decoder built
into front left speaker. Magnetic shielding. 2
line -level inputs; 2 line -level outputs; line -level
center -channel output. Theater, Hall, Stadium,
and Simulated Surround modes; test -tone genera-
tor, variable delay time; center-, surround-, and
subwoofer-level controls; bass and treble con-
trols; bass boost; mute switch; auto turn-on/off
with TV; display with dimmer, remote control;
TV-synchro volume. Power 200 W $1,799

SS -M7 3 -Way Speaker
Acoustic -suspension design with 8 -in mineral -
filled poly woofer, 41/2 -in midrange, and I -in
fabric -dome tweeter. Slanted and faceted baffle;
I -in thick MDF cabinet walls; separate mid-
range enclosure with Iamb's -wool damping;
flux -demodulation ring in woofer; computer -op-
timized 24-dB/oct crossover; separate high- and
low -frequency crossover boards; non -parallel
cabinet surfaces. Power handling 200 W; cross-
over points 400 Hz and 4 kHz; FR 47 Hz -20
kHz ±3 dB; sens 86 dB; imp 8 ohms. Cherry -
wood finish; black available. 5-yr limited war-
ranty. 153/4 x 293/8 x 153/4 in; 54 lb $1,400/pr

SA-VA100 Powered Home Theater System
Complete home -theater system featuring two
combination subwoofer/front/center speakers,
each with 4 -in driver (front), 2 -in tweeter (cen-
ter), and built-in 51/8 -in subwoofer; two sur-
round speakers, each with 3 -in driver; 5 -channel
amp rated at 190 W built into front left speaker;
AM/FM tuner with 30 station presets; 7 -disc
stacking CD changer; auto -reverse cassette deck
with Dolby B and C noise reduction; Dolby Pro
Logic decoder; spectrum analyzer. Magnetic
shielding. Input selector; electronic EQ; on-
screen display; low boost switch; Theater, Hall
and Simulated Surround modes; auto power
on/off with TV; display with dimmer; remote
control $1,200

SS -M3 2 -Way Speaker
Acoustic -suspension design with 61/2 -in miner-
al -filled poly woofer and 1 -in fabric -dome
tweeter. Faceted and slanted baffle board; 1 -in

thick MDF cabinet walls and bracing; comput-
er -optimized 24 -dB crossover; separate high -
and low -frequency crossover boards; nonparal-
lel cabinet surfaces. Power handling 120 W;
crossover point 2 kHz; FR 70 Hz -20 kHz ±3
dB; sens 85 dB; imp 8 ohms. Cherrywood ve-
neer or black finish. 5-yr limited warranty. 11%
x 18% x 13% in; 29 lb $900/pr

SOUND DYNAMICS
R-818 2 -Way Speaker
Bass -reflex design with two 81/2 -in injection -
molded woofers and I -in trilaminated metal -

dome tweeter. Biwiring/biamping terminals.
Adjustable spiked stand. Power handling MO W
cont; crossover point 2 kHz; FR 34 Hz -20 kHz
±3 dB; seas 90 dB; imp 8 ohms. Black ash fin-
ish. 10 x 43 x 14 in $800/pr
R-616. As above, 61/2 -in woofers. FR 39 Hz -20
kHz ±3 dB; sens 89 dB. 9 x 39 x 11 in $650/pr
R-515. As R-616, 53/4 -in woofers. Power han-
dling 125 W cont; FR 45 Hz -20 kHz. 7 x 32 x
9 in $550/pr

THS-3000 Powered Subwoofer
12 -in downward -firing driver; amp rated at 150
W. Protection circuitry. Line- and speaker -level
inputs; speaker -level output. Level control; ad-
justable low-pass filter; EQ control; phase con-
trol. FR 22-150 Hz. Black finish $600
THS-2000. As above, 10 -in front -firing driver.
Amp rated at WO W. FR 28-150 Hz $400
THS-1000. 8 -in driver. FR 37-150 Hz $300

R-85 2 -Way Bookshelf Speaker
Bass -reflex design with 8 -in injection -molded
woofer and 3/4 -in titanium -dome tweeter. Power
handling 80 W cont; crossover point 2.2 kHz;
FR 45 Hz -20 kHz ±3 dB; sens 89 dB; imp 6
ohms. Black ash finish. 19 x 10 x 10 in $370/pr

THR-BP1 2 -Way Surround Speaker
Acoustic -suspension design with two 51/4 -in in-
jection molded poly woofers and two 1/2 -in
flared -dome tweeters. Bipolar radiation pattem;
magnetic shielding. Power handling 125 W; FR
60 Hz -20 kHz; sens 89 dB; imp 8 ohms. Black
or white. 3 lb $330/pr

THC-2 2 -Way Center -Channel Speaker
Dual -vented QB3 design with two 51/4 -in injec-
tion -molded poly woofers and 3/4 -in titanium -
dome tweeter. Magnetic shielding. Power han-
dling 175 W; FR 52 Hz -20 kHz; sens 88 dB;
imp 8 ohms. Black. 8 x 21 x 12 in; 23 lb ....$300

SOUND LAB
Dynastal Hybrid Electrostatic Speaker
Hybrid design with 10 -in woofer and electrosta-
tic tweeter. 90° horizontal dispersion. Continu-
ously adjustable woofer level; brilliance adjust-
ment. Crossover point 250 Hz; FR 27 Hz -22
kHz ±3 dB; sens 88 dB; imp 8 ohms 17 x 72 x
3 in; 78 lb $3,390/pr

Quantum Hybrid Electrostatic Speaker
Hybrid design with 8 -in cone woofer and elec-
trostatic tweeter. 90° horizontal dispersion.
Continuously adjustable woofer level; brilliance
adjustment. Crossover point 250 Hz; FR 38 Hz -
22 kHz t3 dB; sens 88 dB; imp 8 ohms. 14 x 53
x 3 in; 53 lb $2,250/pr

SPEAK ERLAB
SL -7 4 -Way Speaker
Bass -reflex design with 12 -in subwoofer, 10 -in
woofer, 61/2 -in midrange, and I -in poly -dome
tweeter. 3/4 -in MDF cabinet. 1 input. Power
handling 275 W; crossover points 350 Hz and 5
kHz; FR 25 Hz -21 kHz; sens 94 dB; imp 4
ohms. Oiled oak veneer. 5-yr warranty 381/2 x
14 x 16 in; 82 lb $999/pr
As above, kit version $799/pr

SL -C 2 -Way Center -Channel Speaker
Acoustic -suspension design with two 61/2 -in
woofers and 3/4 -in tweeter. Magnetic shielding. 1
input. Power handling 100 W; crossover 2.5
kHz; FR 42 Hz -21 kHz; sens 90 dB; imp 4 ohms.
Oiled oak finish. 5-yr warranty. 25 lb $299
As above, kit version $249

SL -2 2Way Bookshelf Speaker
Bass -reflex design with 51/4 -in woofer and 3/4 -
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in poly -dome tweeter. 3/4 -in MDF. 1 input.
Power handling 75 W; crossover 2.5 kHz; FR
50 Hz -21 kHz ±3 dB; sens 88 dB; imp 8 ohms.
Oiled oak veneer. 5-yr warranty. 13 x 7 x 8 in;
121b $239/pr
As above. kit version $195/pr

SUNFIRE
True Subwoofer MKII Powered Subwoofer
Two 8 -in drivers; amp rated at 2,700 W. Line -
and speaker -level inputs. Crossover variable
from 35-100 Hz; FR 18-120 Hz +0, -3 dB. 11 x
11xIlin; 45 lb $1,299

TANNOY
All models carry a 5 -year warranty.

D750 3 -Way Center -Channel Speaker
Bass -reflex design with two 8 -in woofers; 8 -in
midrange and I -in tweeter in a Dual Concentric.
integral, center -mounted assembly. Magnetic
shielding. Power handling 200 W; crossover
points 400 Hz and 1.7 kHz; FR 45 Hz -30 kHz
±3 dB; sens 92 dB; imp 6 ohms. Rosewood or
cherry side panels. 32 x 10 x 16 in $2,400

M5 3 -Way Speaker
Bass -reflex design with 8 -in paper -cone woof-
er, 8 -in midrange, and 1 -in silk -dome tweeter.
Power handling 120 W; crossover 400 Hz -2.5
kHz; FR 32 Hz -20 kHz ±3 dB; sens 92 dB;
imp 6 ohms. Black ash vinyl. 10 x 38 x 11 in;
30 lb $900/pr
M4. As above except 6 -in woofer and mid-
range. Power handling 100 W; sens 91 dB. 8 x
34 x 11 in; 25 lb $700/pr

M3 2 -Way Speaker
Bass -reflex design with 61/2 -in woofer and I -in
silk -dome tweeter. Includes floor stand. Power
handling 90 W; crossover 2.5 kHz; FR 35 Hz -
20 kHz ±3 dB; sens 89 dB; imp 8 ohms.
Bird's-eye or cherry front baffle. 8 x 33 x 11
in; 22 lb $550/pr

M2 2 -Way Bookshelf Speaker
Bass -reflex design with 61/2 -in woofer and I -in
silk -dome tweeter. Power handling 80 W; cross-
over point 2.5 kHz; FR 48 Hz -20 kHz ±3 dB;
sens 88 dB; imp 8 ohms. Bird's-eye or cherry
front baffle. 8 x 15 x 11 in; 14 lb $350/pr

MI 2 -Way Bookshelf Speaker
Bass -reflex design with 51/4 -in woofer and I -in
silk -dome tweeter. Power handling 70 W; cross-
over point 2.5 kHz; FR 55 Hz -20 kHz ±3 dB;
sens 87 dB; imp 8 ohms. Bird's-eye or cherry
front baffle. 7 x 12 x 8 in; 10 lb $250/pr

MC 2 -Way Center -Channel Speaker
Bass -reflex design with two 4 -in paper -cone
woofers and I -in silk -dome tweeter. Magnetic
shielding. Power handling 80 W; crossover
point 2.5 kHz; FR 70 Hz -20 kHz ±3 dB; sens
90 dB; imp 8 ohms. Black ash vinyl. 17 x 6 x 7
in; 13 lb $250

TDL ELECTRONICS
Studio I M 2 -Way Speaker
Transmission -line design with 61/2 -in black an-
odized -aluminum woofer and I -in anodized -
aluminum dome tweeter. 4th -order 2 -way
crossover. Power handling 120 W; crossover
point 2 kHz; FR 28 Hz -20 kHz; sens 86 dB;
imp 8 ohms. Black or walnut finish 9 x 30 x
13 in $2,500/pr

T -Line 3 2 -Way Speaker
Transmission -line design with two 65A4 -in poly -
cone woofers and I -in anodized aluminum -

dome tweeter. Power handling 150 W; FR 30
Hz -20 kHz; imp 8 ohms. Black ash or rosewood
finish $2,000/pr
T -Line 2. As above with 1 woofer. Power han-
dling 100 W $1,500/pr

TECHNICS
SB-TX50 THX Home Theater System
7 -speaker system featuring two front speakers
and center speaker, each with two 51/2 -in woof-
ers, two 31/4 -in midrange drivers, and I -in
tweeter; 2 powered subwoofers, each with 8 -in
woofers and 10 -in passive radiators; 2 surround
speakers, each with 51/2 -in woofer and two di-
pole -configured 31/4 -in full -range drivers; each
subwoofer amp rated at 100 W into 8 ohms.
Power handling 250 W front and center, 120 W
surround; FR 40 Hz -25 kHz front, center, and
surround, 15-400 Hz subwoofer; imp 6 ohms.
Front: 111/2 x 231/2 x 161/2 in; 26 lb. Center:
171/4 x 131/2 x 111/2 in; 22 lb. Subwoofer: 111/2
x 201/2 x 18%; 46 lb. Surround 101/2 x 121/2 x
55/8; 13 lb $2.800

SB-AS60 Powered Subwoofer
61/4 -in driver; amp rated at 100 W into 8 ohms
from 20-200 Hz with I% THD. Kelton -type
design; outer -cavity -housing passive radiator;
inner cavity for driver. Speaker- and line -level
inputs. Phase -reverse switch; overload indica-
tor; volume control. Power handling 200 W;
crossover point selectable at 50 and 200 Hz;
FR 32-200 Hz; imp 8 ohms. 171/2 x 111/2 x 13
in; 28 lb $300

SB-CSS90 Center/Surround System
3 -speaker system featuring center -channel
speaker with four 31/4 -in full -range drivers; two
surround speakers, each with 31/4 -in cone driver
and 31/4 -in cone driver in oval horn baffle; mag-
netic shielding; detachable grilles. Power han-
dling 160 W. Center: 165/8 x 51/2 x 6 in. Sur-
round: 6 x 73/4 x 97/8 in $200

THIEL
The following speakers are all covered by a 10 -
year warranty. Standard finishes are walnut
and black wood: other finishes available by
special order.

CS6 3 -Way Speaker
10 -in woofer and 4 -in midrange with coaxially
mounted I -in dome tweeter. Aluminum -dia-
phragm drivers; concrete front baffle. FR 35
Hz -18 kHz t1.5 dB; sens 86 dB; imp 4 ohms.
50 x 13 x 181/2 in; 185 lb $7,900/pr

CS3.6 3 -Way Speaker
10 -in woofer, 41/2 -in midrange, and I -in metal -
dome tweeter. FR 29 Hz -20 kHz t1.5 dB; sens
86 dB; imp 4 ohms. 481/2 x 121/2 x 17 in;
107 lb $4,300/pr

CS2.3 3 -Way Speaker
8 -in aluminum -diaphragm woofer, 4 -in alumi-
num -diaphragm midrange with 1 -in coaxially
mounted metal -dome tweeter. Includes stabiliz-
er pins. Power handling 250 W; Crossover
points 800 Hz and 3 kHz; FR 35 Hz -20 kHz t2
dB; sens 86 dB; imp 4 ohms. 11 x 411/2 x 15 in;
80 lb $3,300/pr

CSI.5 2 -Way Speaker
61/2 -in woofer and I -in metal -dome tweeter.
Magnetic shielding. FR 42 Hz -22 kHz ±3 dB;
sens 86 dB; imp 4 ohms. 33 x 81/2 x II in;
42 lb $2, I 90/pr

SCS2 2 -Way Bookshelf Speaker
Coaxial design with 61/2 -in woofer and I -in
metal -dome tweeter. Magnetic shielding. FR 47

Hz -17 kHz ±2 dB; sens 86 dB; imp 4 ohms. 19
x 71/2 x 101/2 in; 31 lb $1,990/pr

CS.5 2 -Way Speaker
61/2 -in woofer and I -in metal -dome tweeter. FR
55 Hz -20 kHz ±3 dB; sens 87 dB; imp 4 ohms.
31 x8x II in; 35 lb $ I ,450/pr

TRIAD
InRoom Platinum Powered Subwoofer
Acoustic -suspension design with 18 -in driver;
500-W amp. 12-dB/oct low-pass filter variable
from 50 to 180 Hz; servo control. Independent
left, right and sub -in inputs. Input -level control;
0 to 180° phase control. FR 18-180 Hz -3 dB.
191/2 x 195A+ x 181/2 in $2,000

In Room Gold Powered Subwoofer
Two horizontally opposed 10 -in drivers; 250-
W amp. Push-pull driver configuration; 12-
dB/oct low-pass filter variable from 50-180 Hz;
servo control. Independent left, center, and
right inputs. Center -channel recovery circuit;
input -level control; 0 to 180° phase control; au-
to turn -on. FR 19-180 Hz -3 dB. 191/2 x 171/4 x
171/2 in $1,500
InRoom Silver. As above with 8 -in drivers.
171/4 x 151/2 x 16 in $1,250

On Wall Gold THX Dipolar Surround Speaker
Ported dipolar design with two 61/2 -in poly
woofers and two I -in fabric -dome tweeters.
THX-certified. Can mount on wall or ceiling; in -
wall version available. Power handling 100 W
min, 300 W max; FR 60 Hz -20 kHz ±3 dB; sens
88 dB; imp 4 oluns. 131/4x 18 x 51/2 in $1,100

InRoom Gold LCR
2 -Way THX Bookshelf Speaker
Acoustic -suspension design; two 61/2 -in poly
woofers and one I -in silk -dome tweeter. THX-
certified; tweeter mounted in dispersion -control
lens; magnetic shielding. Power handling 300
W; FR 80 Hz -20 kHz; sens 90 dB; imp 4 ohms.
81/2 x 171/2 x 8 in $1,000
InRoom Gold LCR Horizontal. As above, dis-
persion -control lens with lighted aiming device.
22 x 81/2x 8 in $1,100

VANDERSTEEN AUDIO
Model 5 5 -Way Speaker/Powered Subwoofer
Powered subwoofer section with 12 -in dual -mo-
tor long -throw aluminum -cone driver and 400-
W amp; 4 -way passive section with 7 -in woof-
er, 41/2 in midrange, I -in dual -chamber metal -
dome tweeter, and 3/4 -in metal -dome tweeter. 6-
dB/oct crossovers. User -adjustable subwoofer Q
and room -response compensation. Power han-
dling 200 W; crossover points 100 Hz. 600 Hz,
and 5 kHz; FR 22 Hz -30 kHz; sens 87 dB; imp
6 ohms. 14 x 42 x 20 in; 225 lb $9,800/pr

Model 3A 3 -Way Speaker
10 -in active aluminum -cone acoustic coupler,
8 -in poly woofer, 41/2 -in midrange, and I -in
metal -dome tweeter. Power handling 200 W;
crossover points 600 Hz and 5 kHz; FR 26 Hz -
30 kHz; sens 88 dB; imp 6 ohms. 16 x 48 x
101/4 in; 102 lb $2,795/pr

Model 2CE 3 -Way Speaker
10 -in active acoustic coupler. 8 -in woofer, 41/2 -
in midrange, and I -in metal -dome tweeter. Pow-
er handling 160 W; crossover points 600 Hz and
5 kHz; FR 28 Hz -29 kHz; sens 88 dB; imp 7
ohms. 16 x 393/4 x 101/4 in; 63 lb $1,295/pr

Model 2Wq Powered Subwoofer
Slot -loaded design with three 8 -in long -fiber driv-
ers; 300-W amp. Feed -forward error correction;
6-dB/oct crossover. Adjustable sens to match
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main speakers with efficiency ratings of 82-94
dB; user adjustable Q. Crossover point 80 Hz; FR
24-80 Hz. 181/2 x 18 x 17 in; 91 lb $1,250

Model 1C 2 -Way Speaker
Rear slot -loaded design with 8 -in poly woofer
and 1 -in metal -alloy -dome tweeter. Power han-
dling 100 W; crossover point 2.8 kHz; FR 38
Hz -20 kHz; sens 90 dB; imp 6.8 ohms 12 x 36
x 10 in; 50 lb $715/pr

VELODYNE
1. SR -18 Powered Subwoofer
Servo design with 18 -in driver; 1250-W amp.
Class D amp construction; low-pass filter ad-
justable from 40-120 Hz; 80/100 -Hz high-pass
filter. Line- and speaker -level inputs and out-
puts. Direct -in and phase control; auto on/off;
remote control. FR 15-120 Hz ±3 dB $2,399

HGS-12 Powered Subwoofer
Servo design with I2 -in tandem push-pull driv-
er: 1,250-W amp. Class D amp construction;
low-pass filter adjustable from 40-120 Hz; 80
Hz high-pass filter. Line -level inputs and out-
puts. Phase control. FR 20-120 Hz ±3 dB. Gloss
black $1,999
HGS-I10. As above, 10 -in driver and 1,000-W
amp $1,599

FSR-15 Powered Subwoofer
Servo design with I5 -in driver; 250-W amp.
Low-pass filter adjustable from 40-120 Hz; 80/
100 -Hz high-pass filter. Line- and speaker -level
inputs and outputs. Auto on/off; phase control;
remote control. FR 16-120 Hz ±3 dB $1,699

FSR-12 Powered Subwoofer
Servo design with 12 -in driver; 120-W amp.
Line- and speaker -level inputs and outputs. Ad-
justable low-pass filter from 40-120 Hz;
80/100 -Hz high-pass filter. Phase control; re-
mote control. FR 20-120 Hz ±3 dB $1,299

FSR-10 Powered Subwoofer
Servo design with 10 -in driver; 100-W amp.
Adjustable low-pass filter from 40-120 Hz;
high-pass filter at 80/100 Hz. Line- and speak-
er -level inputs and outputs. Phase control; auto
on/off. FR 20-120 Hz ±3 dB $1,199

VA -1215X II Powered Subwoofer
Passive -radiator design with 12 -in driver and 15 -
in passive radiator; 250-W amp. Low-pass filter
adjustable from 40-120 Hz. Line- and speaker -
level inputs and outputs. Crossover bypass; auto
turn-on/off. FR 22-120 Hz ±3 dB $999

VA -1012X H Powered Subwoofer
10 -in driver and 12 -in passive radiator; 100-W
amp. Gain -compressor circuit; low pass filter
adjustable from 40-120. Line- and speaker -level
inputs and outputs. Phase control; auto on/off.
FR 28-120 Hz ±3 dB $749

VA -8100X Powered Subwoofer
Passive -radiator design; 8 -in driver and 10 -in
passive radiator; 100-W amp. Gain -compressor
circuit; low-pass filter adjustable from 40-120
Hz. Line- and speaker -level inputs and outputs.
Direct input -phase control; auto on -off. FR 35-
120 Hz ±3 dB $599

VMPS
Super Tower/R Special Edition
4 -Way Speaker
Two I5 -in and 10 -in woven -carbon woofers, two
5 -in Dynaribbon-planar midranges, two Focal I -
in dome tweeters, and 2 -in ribbon supertweeter.
Biwiring/biamping terminals. 100 lb $3,400/pr
Kit version $2,800/pr

Tower II Special Edition
4 -Way Speaker
Three 12 -in woven carbon -fiber woofers, 5 -in
cone midrange, I -in Focal dome tweeter, and
2 -in ribbon supertweeter. 15 x 45 x 16 in;
105 lb $ I ,876/pr
Kit version $ I ,476/pr

Larger Subwoofer
Dual 12- and I5 -in drivers. Crossovers optional.
FR 17-250 Hz ±3 dB. Oak or walnut veneer fin-
ish. 39 x 21 x 17 in; 150 lb $649
Kit version $529

Tower II 4 -Way Speaker
Three I2 -in woofers, 5 -in midrange, I -in dome
tweeter, and I -in piezo or ribbon supertweeter.
Biwiring/biamping terminals. Light oak, dark
oak, or satin black finish. IS x 43 x 16 in;
105 lb $649
Kit version $499

WHARFEDALE
Heritage Signature 4 -Way Speaker
Rear -ported design with two 8 -in woofers, 8 -in
midbass with 2 -in voice coil, 3 -in silk -fabric
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SPEAKERS
dome midrange, and 1 -in doped -silk dome
tweeter. Fire -retardant acrylic wadding. Biwir-
able 3 -way binding posts. Power handling 600
W; FR 32 Hz -20 kHz; sens 91 dB; imp 8 ohms.
Light oak, cherry wood, or rosewood veneer. 9
x 40x 16 in $5,000/pr

Modus Monitor MFM5 3 -Way Speaker
Bass -reflex design with 7 -in woofer and 7 -in mid-
range and I -in doped -silk dome tweeter. Mineral -
loaded poly baffle for improved dispersion and
frequency response. Biwirable 3 -way binding
posts. Power handling 125 W; FR 38 Hz -20 kHz:
sens 90 dB; imp 8 ohms. Black ash or rosewood.
83/4 x 333/4 x 113/4 in; 25 lb $1.300/pr

Modus Monitor MFMI
2 -Way Bookshelf Speaker
Rear -ported bass -reflex design with 7 -in woofer
and I -in doped -silk dome tweeter. Mineral -
loaded poly front baffle for improved dispersion
and frequency response. Biwirable 3 -way bind-
ing posts. Power handling 100 W; FR 45 Hz -20
kHz; sens 89 dB; imp 8 ohms. Black ash or rose-
wood. 81/4 x 191/2 x 115/4 in; 21 lb $700/pr

Diamond 73 2 -Way Speaker
Rear -ported bass -reflex design with 5'/4 -in
woofer and I -in doped -silk dome tweeter. 1st -
order crossover network; mineral -loaded poly
baffle and back plate interconnected for cabinet
rigidity. Biwirable 3 -way binding posts. In-
cludes plinth. Power handling 100 W; FR 38
Hz -20 kHz; sens 87 dB; imp 8 ohms. Black ash.
28 x 115/4x 9 in; II lb $600/pr

Diamond Anniversary 2 -Way Speaker
Rear -ported design; 51/4 -in long -throw woofer

with high -temperature I -in voice coil and I -in
doped -silk dome tweeter. Fire -retardant acrylic
wadding. Biwirable 3 -way binding posts. Power
handling 10() W; FR 44 Hz -20 kHz; sens 89 dB:
imp 8 ohms. Light oak, cherry or rosewood ve-
neer. 71/2 x 12 x 9 in; 7 lb $599/pr

Diamond 7.2 2 -Way Bookshelf Speaker
Rear -ported bass -reflex design with 51/4 -in woof-
er and I -in silk -dome tweeter. Ist-order crossov-
er network; mineral -loaded poly baffle and back
plate interconnected for rigidity. 3 -way binding
posts. Power handling 100 W; FR 44 Hz -20 kHz;
sens 89 dB; imp 8 ohms. Black ash. 73/4 x 113/4 x
9 in; 7 lb $350/pr

Diamond 7.1 2 -Way Speaker
Rear -ported bass -reflex design; 51/4 -in woofer
and 1 -in polycarbonate flared -dome tweeter.
1st -order crossover; mineral -loaded poly baffle
and back plate interconnected for rigidity. 3 -
way binding posts. Power handling 100 W; FR
48 Hz -20 kHz; sens 87 dB; imp 8 ohms. Black
ash. 71/2 x I 15/8 x 7 in; 7 lb $250/pr

YAMAHA
Yamaha's proprietary Active Ser-

10 I lowlogy bass -enhancing circuit.

CL -S100 Subwoofer/Satellite System
6 -piece system featuring powered subwoofer
with 10 -in driver; 5 satellite speakers, each with
4 -in woofer and 1/2 -in dome tweeter; 100-W
YST amp. Acoustic -suspension design for satel-
lites. Magnetically shielded satellites. Subwoof-
er line- and speaker -level inputs; speaker -level
output; I input for satellites. Subwoofer auto

on/off: volume control; high -cut control. In-
cludes 100 -ft speaker wire. Power handling 120
W; crossover point 4 kHz satellite; FR 25-200
Hz sub: 60 Hz -22 kHz ±3 dB sat; sens 88 dB
satellite; imp 6 ohms satellite. Black matte. Sat-
ellite: 6 x 9 x 41/4 in; 4 lb. Subwoofer: 131/2 x
173/4 x 141/2 in; 441/2 lb $699

YST-SW300 Powered Subwoofer
Bass -reflex design with 12 -in driver; 185-W into
5 ohms. Discrete -circuitry power amp; magnetic
shielding. Line- and speaker -level inputs; speak-
er -level output. Auto on/off; volume control;
high -cut control; phase control switch; bass ac-
tion selector system. FR 18-160 Hz; imp 5 ohms.
Black matte. 153/4 x 193/4 x 171/2 in; 58 lb ....$599

NS-I0MT 2 -Way Speaker
Bass -reflex design with 7 -in woofer and 11/4 -in
precision soft -dome tweeter with accordion -
pleated tangential edges. Gold-plated speaker
terminals. Power handling 180 W max; FR 43
Hz -20 kHz. 81/2 x 15 x 10 in: 20 lb $349

NS -A1236 3 -Way Speaker
Acoustic -suspension design with I2 -in woofer.
4 -in midrange, and 1 -in Mylar-dome tweeter.
Magnetic shielding. I input. Includes 8 -ft 22 -
gauge speaker wire. Power handling 200 W:
crossover points 600 Hz and 4 kHz; FR 40 Hz -
20 kHz ±3.5 dB; imp 8 ohms. Micro -pebble
black. 14.1/4 x 393/x x 131/4 in; 44 lb $199

NS-API50 Center/Surround System
3 -speaker system featuring center speaker and
two surround speakers, each with 5 -in woofer
and 3/4 -in dome tweeter. Magnetic shielding.
Power handling 100 W max. 27 lb $179

ABBREVIATIONS
AC - alternating current
A D - analog -to -digital
AFC - automatic frequency

control
alt-ch - alternate -channel
CAV - constant angular

velocity
ch - channel
CIRC - cross interleave Reed -

Solomon code
CLV - constant linear velocity
cont - continuous
D A - digital -to -analog
DAB - digital audio

broadcasting
DAC - digital -to -analog

converter
DAT - digital audio tape
dB - decibel
dBA - decibel, A -weighted
d Bf - decibel re 1 femtowatt
DBS - digital broadcasting by

satellite
DC - direct current or direct -

coupled
DSP - digital signal processing
EIA - Electronic Industries

Association
EIAJ - Electronic Industries

Association of Japan
EC - equalizer, equalization
f - femto (one quadrillionth, as

in femtowatt)
F - farad, Fahrenheit
FET - field-effect transistor
FL - fluorescent
FR - frequency response

g - gram
GUI - graphical user interface
HDCD - High Definition

Compatible Digital
HX - headroom extension
Hz - hertz, or cycles per

second
IC - integrated circuit
IEC - International

Electrotechnical Commission
IEEE - Institute of Electrical &

Electronic Engineers
IF - intermediate frequency
IHF - Institute of High Fidelity
IM - intermodulation distortion
imp - impedance
k - kilo (one thousand)
kHz - kilohertz
LCD - liquid -crystal display
LED - light -emitting diode
LFE - low -frequency effects
L/R - left/right
LSB - least -significant bit
LSI - large-scale integrated

circuit
m - meter (as in SPUW/m) or

milli (one thousandth, as in
millisecond)

M - mega (one million)
MB - megabyte
Mb/sec - megabits per second
MC - moving coil
MD - MiniDisc
MDF - medium -density

fiberboard
mH - millihenry
MHz - megahertz

mic - microphone
mm - millimeter
MM - moving magnet
mN - millinewtons
MNOS - metallic nitrogen -

oxide semiconductor
MOL - maximum output level
MOSFET - metal -oxide -

semiconductor FET
MPX - multiplex
ms - millisecond
MSB - most-sigrificant bit
mV - millivolt
mW - milliwatt
p - micro (one millionth)
ps - microsecond
pV - microvolt
n - nano (one billionth, as in

nanoweber)
NAB - National Association of

Broadcasters
Ni-Cd - nickel -cadmium
Ni-MH - nickel metal -hydride
NR - noise reduction
nWb - nanoweber
OFC - oxygen -free copper
OFHC - oxygen -free high -

conductivity copper
p - pico (one trillionth, as in

picofarad)
PCM - pulse -code modulation
PC-OCC - pure copper,

continuous casting
pF - picofarad
PLL - phase -locked loop
poly - polypropylene
RDS - Radio Data System

RF - radio frequency
RIAA - Recording Industry

Association
of America

rms - root mean square
ROM - read-only memory
rpm - revolutions per minute
SCMS - Serial Copy

Management System
s or sec - second
sel - selectivity
sens - sensitivity
sep - separation
SMPTE - Society of Motion

Picture and Television
Engineers

6N -6 nines, or 99.9999%
pure

S/N - signal-to-noise ratio
SPDIF - Sony/Philips Digital

Interface
SPL - sound -pressure level
SPUW/m - sound -pressure

level with a 1 -watt input
measured at 1 meter

THD - total harmonic distortion
TIM - transient intermodulation

(distortion)
V - volt
VA - volt-ampere
VU - volume unit
W - watt
W&F - wow -and -flutter
Wb - weber
wrms - weighted root mean

square
wtd - weighted
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"The M&K S-150 THX
surround -speaker system
sets the performance standard
for the $5,000 region"
Wes Phillips, Stereophile Guide to Home Theater, Spring 1997

Hollywood postproduction facilities,

and DVD authoring suites.

For under $4,500, you can now own

this Home THX system, including the

reference -quality S-150mx from and

center speakers; the awaod winning

"Tripole" surround-with ifs exclusive

combination of enveloping sound and

imaging; and the articulate 'own -

shaking deep bass of the extraordinary

MX -1501-1x powered subwoofer.

MX-150mx powered subwoofer

"an excellent subwoofer"

Audio magazine

And .4V Shopper said, "This M&K

lineup will give many more expensive

THX systems a serious run for their

money is] the best low-priced THX

certified speaker array I've heard yet."

Since 1974, M&K has been at the

leading edge of high-performance

audio. Numerous technology leaders in

the audio and video fields use M&K

speakers for developmental work and

for critical industry demonstrations.

The new 150 THX system, designed

for the playback of Dolby Digital AC -3

and DTS sources, has become a new

professional standard, and is currently

used n dozens of recording studios,

Tripole SS-150mx

1996 Audio Video Interiors

Excellence in Design award

MILLER 8 KREISEL
SOUND CORPORATION

10391 Jefferson Boulevard

Culye' City, California 90232
(310) 204-2854, Fax (310) 202-8782
Faxback (800) 414-7714
http://www.mksound.com



DIRECTORY OF MANUFACTURERS
Whenever possible, brands
with a common manufacturer
or distributor are cross-
referenced.

Accuphase, 17800 S. Main St.,

Aud ire 18474 Amistad St.,
Suite E. Fountain Valley,
CA 92708
714-968-1236

Avid Dynamics, P.O. Box 192,
Marlboro, NH 03455

Chiro by Kinergetics (see
Kinergetics,
Cinepro. 1030 Vicente,
San Francisco, CA 94116
415-564-6300

Citation, 2081 S. Main St.,

Fisher. 21350 Lassen St.,
Chatsworth, CA 91311-2329
818-998-7322

Forte, 310 Cortez Circle,
Camarillo, CA 93012
805-383-2788

Unit 109, Gardena, CA 90248 603-876-4400 Middletown, CT 06457 Fried Products.
310-329-0187 Axiom, Hwy. #60, 860-346-0896 1323 Conshohocken Rd.,
Acoustic Research, Dwight, Ontario POA 1HO Classe. 5070 Francois Cusson, Norristown, PA 19401-2707
527 Stone Rd., Benicia, CA 94510 705-635-2222 Lachine, Quebec H8T IB3 800-255-1014
707-748-5930 Bag End, P.O. Box 488, 514-636-6384 Genesis, P.O. Box 3789,
Acurus, 20 Livingstone Ave., Barrington, IL 60011 Coda, 9941 Horn Rd., Unit A, Eagle, CO 81631
Dobbs Ferry, NY 10522 847-382-4550 Sacramento, CA 95827 970-328-9515
914-693-8008 B&K Components, 916-363-4653 Golden Tube Audio,
Adcom, 11 Elkins Rd., 2100 Old Union Rd., Conrad -Johnson, 2462 Tripaldi Way,
East Brunswick, NJ 08816 Buffalo, FI4227 2733 Merrilee Dr., Hayward. CA 94545
732-390-1130 800-543-5252 Fairfax, VA 22031 510-887-8016

a/d/s/. One Progress Way, B&W, 54 Concord St., 703-698-8581 Harman Kardon,
Wilmington, MA 01887 North Reading, MA 01864-2699 Continuum, 9941 Horn Rd., Unit 80 Crossways Park W.,
617-729-1140 800-370-3740 A, Sacramento, CA 95827 Woodbury, NY 11797

Advent (see Recoton) Bang & Olufsen, 916-363-4653 800-645-7484

Aiwa, 800 Corporate Dr., 1200 Business Ctr. Dr., Suite 100, Creek, 108 Station Rd., Hsu Research. 14946

Mahwah, NJ 07430 Mt. Prospect, IL 60056 Great Neck, NY 11023 Shoemaker Ave., Unit L,

800-289-2492 800-323-0378 516-487-3663 Santa Fe Springs, CA 90670

Allison Acoustics. BIC America, 458 Second Dahlquist, 25 Esna Park Dr.,
800-554-0150

478 Stanford Ave..
Danville, KY 40422
606-236-8298

Ave., Tiffin, OH 44883
800-348-6492

Bose, The Mountain,

Markham, Ontario L3R IC9
714-937-9300

Day Sequerra,

Infinity, 20630 Nordhoff St.,
Chatsworth, CA 91311
800-553-3332

Altec Lansing. P.O. Box 277, Framingham, MA 01701 520 Fellowship Rd., Suite E-502, Interactive Labs,
Milford, PA 18337-0277 800-444-2673 Mt. Laurel, NJ 08054 45 Hemlock St.,

800-258-3288

AMC, 1414 S. Fair Oaks Ave.,

Boston Acoustics,
300 Jubilee Dr.,

609-222-4141

DB Systems. P.O. Box 460,

Selden, NY 11784
800-977-4888

#7, South Pasadena, CA 91030 Peabody, MA 01960 Rindge, NH 03461 Jamo, 1177 Corporate Grove Dr.,

800-321-6396 508-538-5000 603-899-5121 Buffalo Grove. IL 60089

Amfi (see Acurus) Boulder, 7737 W. Coal Creek DCM, 670 Airport Blvd.,
847-465-0005

Amplifier Technologies (ATI).
19528 Ventura Blvd., #318,
Tarzana, CA 91356
888-777-8507

Anthem (see Sonic Frontiers

Dr., Superior, CO 80027
303-449-8220

Bozak, 27 Chateau Margaux,
Bloomfield, CT 06002
860-243-3993

Bryston, P.O. Box 2170,

Ann Arbor, MI 48108
800-878-8463

Definitive Technology.
1 1 105 Valley Heights Dr.,
Owings Mills, MD 21117
410-363-7148

Janis, 2889 Roebling Ave.,
Bronx, NY 10461
718-892-7419

JBL, 250 Crossways Dr.,
Woodbury, NY 11797
800-336-4525

Apogee Acoustics (see a/d/s/ 677 Neal Dr.. Dennesen. P.O. Box 51, Jeff Rowland Design Group.
Aragon (see Acurus) Peterborough. Ontario K9.1 7Y4 Beverly, MA 01915 2911 N. Prospect St., Colorado

Arcam, 8709 Cosile Park Dr.,
Indianapolis, IN 46256

705-742-5325

California Audio Labs,
508-927-2521

Denon, 222 New Rd..

Springs, CO 80907
719-473-1181

888-272-2658 P.O. Box 1218, 113 Taylor Way, Parsippany, NJ 07054 Jensen (see Recoton)

Atlantic Technology,
343 Vanderbilt Ave.,
Norwood, MA 02062

Blue Lake, CA 95525
707-668-1736

Camber. 2960 Halpern,

201-575-7810

DGX, 778 Marconi Ave.,
Ronkonkoma, NY 11779-7230

JM Lab, P.O. Box 3047,
Plattsburgh, NY 12901
800-663-9352

617-762-6300 Montreal, Quebec H4S 1RZ 516-471-3282 Joseph Audio.
Audio by Van Alstine,
2202 River Hills Dr.,
Burnsville, MN 55337
612-890-3517

514-331-2466

Cambridge Physics (see
Avid Dynamics)
Cambridge Sound Works.

Diamond Audio Technology.
3030 Pennsylvania Ave.,
Santa Monica, CA 90404
310-582-1121

2 Pineridge Rd..
White Plains, NY 10603
800-474-4434

JRM Engineering,
Audio Concepts/ACI,
901 S. 4th St., La Crosse,

311 Needham St., Newton,
MA 02164

Dual, 2 W. 45th St.. Suite 303,
New York, NY 10036

3716 Broadway N.E.,
Knoxville, TN 37917-3120

WI 54601 800-367-4434 212-840-1976 423-688-6501
608-784-4570 Canton, 915 Washington Ave. Dynaco, 125 Cabot Ct., JVC, 41 Slater Dr.,
Audio Design Associates.
602-610 Mamaroneck Ave.,

S., Minneapolis, MN 55415-1245
612-333-1150

Hauppauge, NY 11788
516-434-1200

Elmwood Park, NJ 07407
800-252-5722

White Plains, NY 10605
914-946-9595

Audio Research,

Carver, P.O. Box 137,
Woodinville, WA 98072
800-521-4333

Energy, 3641 McNicoll Ave.,
Scarborough. Ontario
MIX 1G5

KEF, 11 Elkins Rd.,
East Brunswick, NJ 08816
732-390-1130

5740 Green Circle Dr.,
Minnetonka. MN 55343-4424
612-939-0600

Carver Research (see Carver)
Celestion, 11 Elkins Rd.,
East Brunswick, NJ 08816

416-321-1800

Enlightened Audio Designs,
402 N. B St., Fairfield,

Kenwood, P.O. Box 22745,
Long Beach, CA 90801
800-536-9663

AudioSource. 1327 N. Carolan
Ave.. Burlingame, CA 94010
415-348-8114

732-390-1130

Cello. 315 Peck St.,
New Haven, CT 06513

IA 52556
515-472-4312

Eosone, 2550 Brinania Blvd..

Kinergetics, 4260 Charter St.,
Vernon, CA 90058
213-582-9349

Audio Synthesis. 203-867-4008 Suite F, San Diego, CA 92173 KLH, 11131 Dora St..
One Walters Lane, Box 570.
Point Pleasant, PA 18950
800-724-3305

Cerwin-Vega, 555 E. Easy St.,
Simi Valley, CA 93065-1805

800-347-1876

Faroudja. 750 Palomar Ave.,

Sun Valley, CA 91352
818-767-2843

805-584-9332 Sunnyvale, CA 94086
408-735-1492
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DIRECTORY OF MANUFACTURERS
Klipsch, 8900 Keystone MTX, 4545 E. Baseline Rd.. ProAc, 112 Swanhill Ct., Soundstream, 120 Blue Ravine
Crossing, Suite 1220, Phoenix, AZ 85040 Baltimore, MD 21208 Rd., Folsom, CA 95630
Indianapolis. IN 46240 602-438-4545 410-486-5975 916-351-1288
800-554-7724 Museatex (see a/d/s/) Proceed (see Citation) Spatializer,
Koss, 4129 N. Port
Washington Ave., Milwaukee,
WI 53212-1052
800-872-5677

Krell, 45 Connair Rd..
Orange, CT 06477-3650
203-799-9954

NAD, 1600 Providence Flw).
Walpole, VA 02081
800-263-4641

Naim, 2702 W. Touhy Ave.,
Chicago, IL 60645
773-338-6262

ProScan (see RCA)
PS Audio (see Forte)
PSB, 633 Granite Ct..
Pickering, Ontario LIW 3K1
800-263-4641

Quad (see Mission)

453 Rwendale Dr., Suite C,
Mountain View, CA 94043-5200
415-428-0400

Speakerlab.
6220 Roosevelt Way N.E..
Seattle, WA 98115
206-523-2269

Legacy Audio,
3021 Sangamon Ave.,
Springfield, IL 62702
800-283-4644

Lexicon, 3 Oak Park,
Bedford, MA 01730-1441

Nakamichi, 955 Francisco St.,
Torrance, CA 90502
310-538-8150

N.E.A.R., 12 Foss Rd.,
Lewiston, ME 04240
207-795-0609

Quicksilver Audio,
5635 Riggins Ct., #15,
Reno, NV 89502
702-332-1510

Radio Shack. 700 One Tandy
Center. Ft. Worth, TX 76102

Sunfire, P.O. Box 1589,
Snohomish, WA 98290
206-335-4748

Tandberg, 8816 Patton Rd.,
Wyndmoor Road, PA 19038
215-836-9944

617-280-0300

Linn, 230 West Pkwy., Unit 6,
Pompton Plains, NJ 07444

NHT, 535 Getty Ct.,
Benicia, CA 94510
800-648-9993

817-390-3011

RCA, 10330 N. Meridian,
Indianapolis. IN 46290-1024

Tannoy, 300 Gage Ave., Unit 1,
Kitchener, Ontario N2M 2C8
519-745-1158

201-616-5621

Luxman (see Canton)
Magnavox (see
Philips Magnavox)
Magnepan,
1645 Ninth St.,
White Bear Lake, MN 55110
800-474-1946

Niles, P.O. Box 160818,
Miami, FL 33116
800-289-4414

NSM Loudspeakers.
P.O. Box 326, Garden City,
NY 11530-0326
516-486-8285

NuReality, 2907 Daimler St..
Santa Ana, CA 92705

800-336-1900

Recoton, 2950 Lake Emma Rd.,
Lake Mary, FL 32746
800-677-6863

Revox, 4300 W. North Ave.,
Stone Park, IL 60165
847-526-1660

Rock Solid Sounds,

TDL Electronics,
1940 Blake St., #101,
Denver, CO 80202
303-295-3100

Teac, 7733 Telegraph Rd..
Montebello, CA 90640
213-726-0303

Technics (see Panasonic)
M&K Sound, 800-501-8086 54 Concord St., North Reading, Theta Digital,
10391 Jefferson Blvd.,
Culver City, CA 90232
310-204-2854

Ohm Acoustics,
241 Taaffe Pl.,
Brooklyn, NY 11205

MA 01864-2699
800-370-3742

Rotel, 54 Concord St.,

5330 Derry Ave., #R, Agoura
Hills, CA 91301
818-597-9195

Marantz, 440 Medinah Rd., 800-783-1553 North Reading, MA 01864-2699 Thiel, 1026 Nandino Blvd..
Roselle, IL 60172
630-307-3100

Onkyo, 200 Williams Dr.,
Ramsey, NJ 07446

800-370-3741

Ruark, P.O. Box 381,
Lexington, KY 40511
606-254-9427

Mark Levinson (see Citation) 201-825-7950 Highland Lakes, NJ 07422 Threshold (see Forte)
201-764-8958

Martin -Logan,
2001 Delaware St.,
Lawrence, KS 66046
913-749-0133

Optimus by Radio Shack
(see Radio Shack)
Panasonic. One Panasonic Way,
Secaucus, NJ 07094

Samsung, 105 Challenger Rd..
Ridgefield Park, NJ 07660
800-726-7864

Toshiba, 82 Totowa Rd..
Wayne, NJ 07470
800-631-3811

Triad, 9106 N.E. Marx Dr.,
MB Quart, 25 Walpole Park S., 800-222-4213 Sansui, 42.51 Burton Dr., Portland, OR 97220
Walpole, MA 02081
508-668-8973

Paradigm, MPO Box 2410,
Niagara Falls, NY 14302

Santa Clara, CA 95054
408-988-2831

503-256-2600

Ultech Audio, 401 Chaddick
McCormack, 905-632-0180 Shahinian, 33 A & B Cedarhurst Dr., Chicago, IL 60090
5421 Ave. Encinas, Suite J,
Carlsbad, CA 92008
619-930-9550

McIntosh, 2 Chambers St..
Binghamton, NY 13903
607-723-3512

Meridian, 3800 Camp Creek Pky.,

Paradigm Reference
(see Paradigm)
Parasound. 950 Battery St.,
San Francisco, CA 94111
415-397-7100

Perreaux (see Arcam)

Ave.. Medford, NY 11763
516-736-0033

Sharp, Sharp Plaza,
Mahwah. NJ 07430-2135
800-237-4277

Sherwood.
14830 Alondra Blvd.,

847-537-9008

Vandersteen Audio,
116 W. 4th St.,
Hanford, CA 93230
209-582-0324

Velodyne. 1070 Commercial St..
Suite 101, San Jose, CA 95112

Bldg. 2400, Atlanta, GA 30331
404-344-7111

Millennium, P.O. Box 8359,
Incline Village, NV 89452-8359

Phase Technology,
6400 Youngerman Circle.
Jacksonville, FL 32244
888-742-7385

La Mirada. CA 90638
800-962-3203

Snell, 143 Essex St.,
Haverhill, MA 01832

408-436-7270

Virtual Listening Systems,
4637 NW 6th St.,
Gainsville, FL 32609

888-551-0123 Philips (see Philips Magnavox) 508-373-6114 352-379-0807

Mirage (see Energy)
Mission, 400 Matheson Blvd. E.,
Unit 31, Mississauga,
Ontario L4Z 1N8

Philips Magnavox,
64 Perimeter Center E.,
Atlanta, GA 30346
800-531-0039

Sonance. 961 Calle Negocio,
San Clemente, CA 92673-6202
714-492-7777

Sonic Frontiers,

VMPS, 3429 Momingside Dr..
El Sobrante, CA 94803
510-222-4276

Wadia Digital. 624 Troy St.,
905-507-0777 Pinnacle, 101 Commercial St., 2790 Brighton Rd., River Falls, WI 54022

Mitsubishi, 6100 Atlantic Blvd.,
Norcross, GA 30071-1305

Plainview, NY 11803
800-346-2863

Oakville, Ontario L6H 5T4
905-829-3838

715-426-5900

Wharfedale. 50 Williams Dr.,
800-332-2119 Pioneer, P.O. Box 1540, Sonographe (see Ramsey, NJ 07446

Monitor Audio,
370 Old Tree Trace,

Long Beach, CA 90801
800-746-6337

Conrad -Johnson)
Sony, One Sony Dr.,

800-227-7491

Yamaha.
Roswell, GA 30075 PMC, P.O. Box 2170, Park Ridge, NJ 07656 6660 Orangethorpe Ave.,
905-428-2800 677 Neal Dr., Peterborough, 800-222-7669 Buena Park, CA 90620

Mordaunt-Short (see JM Lab)
Ontario K9J 7Y4
705-742-5325

Sound Dynamics (see Energy) 800-492-6242

MSB Technology.
14251 Pescadero Rd.,
La Honda, CA 94020
415-747-0271

Polk Audio, 5601 Metro Dr.,
Baltimore, MD 21215
800-377-7655

Sound Lab,
5226 S. Commerce Dr.,
Suite 10, Murray, UT 84107
801-658-1341

Zenith, 1000 Milwaukee Ave..
Glenview, IL 60025
847-391-7000
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OUR CRITICS CHOOSE THE OUTSTANDING CURRLNI RELEASES

Trumpeter Dave Douglas
In Wayne Shorter's World

Told that Dave Douglas's Star-
gazer is an homage to Wayne
Shorter, including arrangements
of three of the saxophonist's

compositions, you might assume that
Douglas is another of those young musi-
cians caught in a holding pattern, drearily
recycling the past in the name of tradi-
tion. Nothing could be further from the
truth. On what is arguably the most "con-
ventional" of his albums so far in its post -
bop sextet instrumentation and its par-
tial embrace of late -1960s Blue Note im-
pressionism, Douglas nevertheless dares
something that Shorter himself never has:
he attempts to bring to bear on an acous-
tic setting, much like that of the Shorter -
dominated Jazz Messengers of the early

1960s, the collective interplay that Short-
er went on to investigate after plugging in
with Weather Report.

Even in the versions of Shorter's pieces,
the references are extremely subtle, more
a matter of approaching this material as
obliquely as its writer might than of quot-
ing him directly. The finest example of
what I mean is the comically sarcastic in-
version of Duke Ellington's "Cotton Tail"
with which Douglas begins his final cho-
rus in "Pug Nose"; it sounds like a phrase
Shorter might have played, though to the
best of my knowledge he never has. And
Douglas's insight is so great that he real-
izes "Pug Nose" was itself an affection-
ate send-up of Benny Golson's "Blues
March," the piece that best defined the

Messengers' sound before Shorter's ar-
rival. Douglas's six originals similarly
capture moods of Shorter without stoop-
ing to imitation.

The work of Douglas's sidemen is ex-
emplary, with special high marks going to
tenor saxophonist Chris Speed for avoid-
ing invidious comparisons, pianist Uri
Caine for the sparkle and lucidity of his
solos, and drummer Joey Baron for laying
down a beat at once slippery and insis-
tent. As for Douglas, who is featured to
best advantage in his own "Four Sleep-
ers," he once again proves himself to be
one of this era's most technically profi-
cient and imaginative soloists, a man
whose horn seems to "talk" even when
he's not using plungers or mutes. He is
among a handful of contemporary musi-
cians who are extending jazz traditions
rather than just feeding off of them.

Francis Davis

DAVE DOUGLAS Stargazer:
Music by and for Wayne Shorter
Spring Ahead; Goldfish; Stargazer; Four Sleepers;

On the Milky Way Express; Pug Nose; Dark Sky;

Intuitive Science; Diana (Arabesque Jazz, 61 min)

A Triumphant
Elektra
From Sinopoli

eutsche Grammophon's magnif-
icent new recording of Richard
Strauss's troubled masterpiece,
Elektra, is a triumph both for

the interpreter of the demanding title role
and for the man in charge, conductor
Giuseppe Sinopoli. The young American
soprano Alessandra Marc is a great Elek-
tra, and Sinopoli leads his cast and the Vi-
enna Philharmonic in a fresh, honest, and
brutal interpretation of the work by strip-
ping away some of the layers of Wagner -
ism and Freudianism that usually clog
these pulsing musical arteries.

The arterial analogy works because this
is a truly sanguinary, blood -lust work of
musical theater. Elektra's bitonal agonies
have been described by critics (including
myself) as Freudian free association used
to depict advanced states of psychosis. In
fact, we have not one case study but three,
all women, and one more hysterical than
the next. Case Study No. 1: the woman
who kills her husband (Klytaemnestra).
Case Study No. 2: the daughter who
wants to kill her mother to avenge her fa-
ther (Elektra). Case Study No. 3: the
daughter who is too paralyzed to actually
do anything at all (Chrysothemis).

This is the most modern of Strauss's

FEBRUARY 1998 STEREO REVIEW 121



works - one step further and he would
have tumbled into atonality - and it has
vocal parts that are strenuous enough to
suggest neurosis. It is rare indeed that an
opera house or a record company man-
ages to find first-rate casting for all three
of these female roles (the men, brother
Orest and stepfather Aegisth, are minor
characters), but that is the case here. The
German mezzo Hanna Schwarz is a mani-
acal Klytaemnestra, and the American so-
prano Deborah Voigt is a strong Chrys-
othemis, a role that is often played for
mildness but has real dignity in her inter-
pretation.

Marc was apparently born (in Berlin!)
to sing the role of Elektra. She sounds
like a young Birgit Nilsson, with perhaps
an even truer sense of pitch and the big
line than her illustrious predecessor. This
is a breathtaking performance that never
loses its energy or its dynamism. It is, in
fact, so strong and sure that it drains the
role of a lot of its old anxious expression-
ism - suggesting that a lot of the neu-
roticism may have been due to the strug-
gle just to sing the notes!

But it is not only the performance of

Heyman's Pop Pearl
As a fan of pop, I'll admit that
the genre can sometimes tend
toward a brain -dulling sugar
rush, but that's not the case

with Richard X. Heyman's Cornerstone,
which is pure pop for thinking
people. On his first album in
seven years (following 1990's
Living Room!! on Cypress and
1991's Hey Man! on Sire), his
tunes have an honest emotional
tug, and a genuine literariness to
boot. The title track makes one
of the most compelling uses
of metaphor in recent memory,
evoking the decaying remains of
an old building to point out how
essential elements of human na-
ture outlive youth with a noble,
prideful will to endure. In "Tidal
Wave," nautical metaphors de-
scribe a relationship's ups and
downs while the music rolls like
a ship bounding on the high
seas. Throughout Cornerstone,
melodies are engagingly familiar
and yet unpredictable, making
twists and turns that burn them-
selves into your psyche after a
few listens.

Heyman sings in a dusky mid-
range burr reminiscent of Gene
Clark's, and his songs unfurl
with a minor -key, folk-rockish

urgency. A fount of feeling that's rare in
this age of cynical self -containment fairly
gushes from him: just listen to the tremu-
lous chorus of "All I Have" or the touch-
ingly articulated vocal in "Ask Anyone

the title role that has changed. Sinopoli
normalizes the music and makes us hear
its almost old-fashioned operatic quali-
ties. The big solos for the leading charac-
ters actually emerge as arias, and if some-
thing is lost in the process, a lot is gained.
In this performance, Elektra no longer
seems like the throw -it -all -away kind of
music drama that it has long been as-
sumed to be. It rides on a solidly classical
structural foundation that Sinopoli is
careful to let us hear, and even the biggest
and most extravagant of orchestral tim-
bres - laid out by the Vienna Philhar-
monic in full turn -of -the -century color -
are means to an end, not the end itself.
Here is an Elektra to remember in an in-
terpretation that goes right to the top of
the class. Eric Salzman

R. STRAUSS Elektra
Alessandra Marc (Elektra), Deborah Voigt
(Chrysothemis), Hanna Schwarz
(Klytaemnestra), Siegfried Jerusalem (Aegisth),
Samuel Ramey (Orest), others; Vienna Opera
Concert Choir; Vienna Philharmonic,
Giuseppe Sinopoli cond. (Deutsche Grammophon
453 429, two CDs, 103 min)

Who's Tried." A romantic to the core,
he gives everything up for love and the
breathless promise of fulfillment it carries
in a keyboard -driven serenade like "When
She Arrives" (and what harmonies!). And
Heyman, a multi -instrumentalist who can
play seemingly anything with strings,
keys, or skins, shines on twelve -string

guitar in the windy, rueful "If We
Should Ever Meet Again."

Each song on this perfect little
pearl of a record has something
to commend it. In a better world,
you'd be hearing it daily on the
radio and seeing it prominently
displayed in the corporate record
chains. But even in a flawed
world, you can lay your hands
on Cornerstone. If it's not in
your local store, write the record
label, Permanent Press, or visit
Heyman's Web site at www.
richardxheyman.com.

Parke Puterbaugh

RICHARD X. HEYMAN
Cornerstone
Cornerstone; All I Have; If We Should

Ever Meet Again; Racing After You;
Everything the Same; Tidal Wave;

When She Arrives; The Drone Song;

From This Day Forever; Ask Anyone

Who's Tried; Out of My Hands;
When It Was Our Time; On You; Clear

to Me Now (Permanent Press,
49 min; 14431 Ventura Blvd., #311,
Sherman Oaks, CA 91423)
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Renee
Fleming's
Signature
Arias

en& Fleming's emer-
gence as a world -class
soprano brought her
into Georg Solti's orbit

fortuitously enough to become
the primary ornament of the late
maestro's valedictory recordings
of Mozart's operas Cosi Fan
Tutte (1994) and Don Giovanni
(1996). These two artists were
joined together for the last time
in a recital recording for London
that combines, in the happy
phrase of the CD booklet, "the
bloom of youth and the patina of
experience."

The CD's apt title, Signatures,
denotes that Fleming appears
here in the roles in which she has
already attained worldwide suc-
cess. She brings tonal radiance
and a sense of triumphant opti-
mism to the Countess's two arias in Mo-
zart's Le Nozze di Figaro. As Tchaikov-
sky's Tatiana (Eugene Onegin) - a role
she has already mastered but performs
less frequently - she offers a wide range
of mixed emotions, conveying a total un-

derstanding of the character's awakening
but already overwhelming passion. The
triumphant Desdemona she demonstrated
in Verdi's Otello at the Metropolitan
Opera is reaffirmed here in the lovely
shadings and colorations that enrich the

long scene in the fourth act. As
for the enchanting Song to the
Moon from Dvorak's Rusalka, it

has been sung by many sopranos
on record, but never better than
here. Fleming fearlessly and ac-
curately sails through the long -
spun and high -lying lines of the
Embroidery Aria from Benjamin
Britten's Peter Grimes, which
the composer apparently wrote
to reward singers portraying the
modestly drawn character of
the schoolmistress Ellen Or-
ford. She disposes equally well
of the cruelly high tessitura in
the transformation scene of Rich-
ard Strauss's Daphne.

All these excerpts are present-
ed in their full operatic contexts,
with generous orchestral intro-
ductions to the Onegin and Ole! -
lo scenes, as well as worthy con-
tributions by the mezzo-soprano
Larissa Diadkova and the par-
ticipation of baritone Jonathan
Summers as Balstrode in Peter
Grimes. And Solti draws be-
witching sounds from the Lon-
don Symphony Orchestra both in
the gorgeous orchestral postlude

of Daphne and elsewhere on the CD.
George Jellinek

FENEE FLEMING Signatures
Renee Fleming, soprano; London Symphony,

Georg Solti cond. (London 455 760, 72 min)

SELECT REISSUES

CASABLANCA (Rhino)
SUPERFLY (Rhino, two CDs)
ZABRISKIE POINT
(Rhino, two CDs)
Rhino's ongoing attention to sound-

tracks yields the first -ever release

of Casablanca and special versions

of Curtis Mayfield's Superfly, with
a disc of rarities, and Zabriskie

Point, with four bonus tracks each

by Jerry Garcia and Pink Floyd.

CHITTY CHITTY BANG
BANG (Rykodisc. enhanced CD)

200 MOTELS
(Rykodisc, enhanced CD)

Titles in the label's Deluxe MGM
Soundtrack Series range from

the 1968 children's musical to

Frank Zappa's 1971 freakout. Each

ECD includes the movie trailer.

IT'S A WONDERFUL LIFE
(Nick at Nile) Dialogue and music.

PLANET OF THE APES
(Varese Sarabande)

JOURNEY TO THE
CENTER OF THE EARTH
(Varese Sarabande)

THE GHOST AND
MRS. MUIR (Varese Sarabande)
Among the label's Fox Classics are
Jerry Goldsmith's Planet and two

Bernard Herrmann titles, all uncut.

REX (RCA Victor)
GOODTIME CHARLEY
(RCA Victor)
THE GOLDEN APPLE
(RCA Victor)

Three of the "most requested

Broadway musicals" from RCA's
original -cast vaults: Richard

Rodgers's penultimate entry, Rex,

and the Joel Grey/Ann Reinking

vehicle Goodtime Charley, both

from the 1970s, and The Golden

Apple, first staged in 1954.

THE RINK
(Jay, distributed by Allegro)

THE PAJAMA GAME
(Jay, two CDs)

The original London -cast recording

(from 1988) of Kander and Ebb's
1984 musical; the first complete

recording (from 1996) of 1954's
Best Musical, in Dolby Surround.

DVORAK Symphony No. 9
("From the New World"
MOZART Symphony No. 38
("Prague',
Chicago Symphony, Rafael Kubelik
cond. (Mercury 434 387) A Living
Presence mono recording made

with a single microphone in 1953.

ELGAR Symphonies Nos. 1
and 2
Philharmonia Orchestra, Bernard

Haitink cond. (EM! 69761, two
CDs)". . . the music unfolds at a

natural pace" (June 1984).

ALMA GLUCK
(Marston/Harmonia Mundi 5200!,
two CDs) The legendary soprano

Alma Gluck (1884-1938) in arias
and songs from vintage 78s.

MASSENET Manon
(Marston/Harmonia Mundi 52003,
two CDs) The first complete

recording, from 1923, with soprano
Fannie Heldy.

SCHUBERT Mass No. 6
BACH Jesu, Meine Freude
Soloists, chorus; Berlin

Philharmonic, Erich Leinsdorf
cond. (Testament/Allegro SBT

1111 )". . . fiercely dramatic, and
the recorded sound is most

impressive" (May 1976).
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NEW RECORDINGS REVIEWED BY CHRIS ALBEF.TSON, FRANCIS DAVIS, WILL FFIEDWALD, PHYL GARLAND,
RON GIVENS, BRETT MILANO, ALANNA NASH, PARKE PUTERBAUGH, KEN RICHARDSON, AND STEVE SIM ELS

CHUMBAWAMBA Tubthumper
(Republic/ Universal. 55 min)
* * *

Chumbawamba's success is one of those
flukes that keeps pop culture interest-

ing. A socialist collective as well as a band,
Chumbawamba has existed for twelve years
without the faintest hope of a hit single. Its
1986 album, Pictures of Starving Children
Sell Records, is a still -resonant rant against
the contradictions of Live Aid; the next
year's Never Mind the Ballots! did a similar
job on Britain's general election. But now,
thanks to one relentlessly catchy song, these
U.K. guttersnipes have made the Top 10.

CHUMBAWAMBA

It's not difficult to hear why the single
"Tubthumping" caught on: it's an uplifting,
only mildly subversive song about bonding
over pints at the pub. The rest of Tub -
thumper is just as accessible. No longer
willfully amateurish, Chumbawamba makes
a creative mix of harmonies, hard beats/
samples, funky horns, and Stereolab-like
exotica. It's nowhere near as daring as the
early albums, but dance -pop with smarts
and substance is always welcome. B.M.

STEVE EARLE El Corazon
(E-Squared/Warner Bros.. 45 min)
* * * *

Steve Earle dedicates "Ft. Worth Blues"
on his current album to Townes Van

Zandt, who took his own life last year.
Van Zandt was one of the earliest shapers

STAR SYSTE M

Excellent * * * * *
Very good * * * *

Good * **
Fair * *

Poor *

of Earle's sound. and much of El Corazon
(Spanish for The Heart) bears his stamp in
the acoustic Texas treatments and the songs
of gentle protest and love. "Taneytown," a
story -song about a black youth who kills a
white boy in self-defense, only to learn lat-
er that another black man was hanged for
the deed, might have come straight from
Van Zandt's pen.

Still, El Corazon appears to have been
inspired by more than one of Earle's he-
roes. "Christmas in Washington" mentions
Woody Guthrie by name and harks back to
his style. "You Know the Rest," which hu-
morously gives the inside skinny on world
events (the discovery of America, the de-
fending of the Alamo), comes raving out of
the gate on a Bob Dylan -like harmonica
rampage and continues in a sort of "Sub-
terranean Homesick Blues" rhythm. And
"The Other Side of Town" is pure Hank
Williams, Sr.

Earle has searched the inside chambers
of his own corazon and found love more
than anything else. For a man who has
made a career out of turning conflict in-
ward, that's a good sign. A.N.

FOREST FOR THE TREES
(DreamWorks. 50 min)
* * * *

ssentially a one-man band, Forest for
G the Trees is the brainchild of Carl Ste-
phenson, a sound collagist who mixes exot-
ic instrumentation with hip -hop beats and
snippets of this 'n' that. In the course of his
sonic celebration of the oneness of all be-
ing, he breaks down musical and ideologi-
cal barriers with a kind of childlike glee.
The opening cut, "Dream," features an in-
fectious obbligato played on bagpipes, with
Indian tablas and a sampled drum pattern
providing rhythmic context for Stephen -
son's rap -style vocal, which urges: "Stop
cursing, start diversing . . . / The sunshine
will affect your mind." Dig?

It is hard to believe, given the album's
sunny disposition and Eden -like garden of
sound, that Stephenson once worked with
hard-core Houston rappers the Geto Boys;
his liaison with Beck on Mellow Gold
makes more sense. Nothing, however, could
have prepared listeners for the aural envi-
ronments of Forest for the Trees. The rec-

ord is an utterly organic creation of playing
and programming, chanting and singing, as
it lines up a dozen numbers (with titles like
"Ohm," "Stream," and "Algorithm") into
what feels like a song cycle. There is more
than a touch of genius in this forest. P.P.

HELIUM The Magic City
(Matador.52 mini
* * * *

When most critics think back on pro-
gressive rock, they tend to focus on

its worst traits - the twiddley keyboard so-
los, the cosmic lyrics - and forget about
the sublime melodies and wild imagination
heard in the best of Yes, Genesis, and Ren-
aissance. The second Helium album gets
closer to that spirit than any young alterna-
tive band has in years. Previously, Helium
was an edgy, angry pop band fueled by the
sexual politics of Mary Timony's songwrit-
ing and the ironic sweetness of her singing.
With The Magic City she takes a jump into
the mystic, exploring a fantasy world of
unicorns and Mellotrons.

The real magic happens when Timony
and crew combine the poperaft with the
prog. The lengthy centerpiece, "Revolution
of Hearts," begins as a stately rocker and
dissolves into a keyboard/tape-loop jam
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Receivers
Thchnics
.e111111MIIIIMIM.,arnisc.,,,,Tearscm..

Technics SA -EX I 1 0
A/V Receiver

100 watts per channel *Digital
tuner with 30 AM/FM presets
4 -audio/ 1 -VCR audio signal
inputs A/V remote control

$14999 (TEC SAEXI 10)

TEAC AG -360
.50 w," .1 NA /FM station presep99

LCD dis2. .

NC RX318
.110wors/rh, M insets,

m 159"
Technics SA-EX310

). , ;3w x 4, Dolby Pin
stereo, AN remote '179"

Technics SA-EX510
*Home Theater, 120w x 2 or 120w x 4, Do) Pro

logic, Dolby 3 stereo, 001 remote 269"
Technics SA-AX910
*Home Theater, 120w x 2 or 100w x S, Dolbero

3 stereo, A/V remote '359"

Dynaco CDV-2
Vacuum Tube CD Player

 16 -bit Sigma Delta D/A
converter with 8x oversampliro
Tube -driven output stage 20 -
track programming Remote
control

$59999 (DYO CDV21

TEAC CD -P1100
programming, 3 -way repeat,

with volume control, remote 199'

Sony CDP-XE500
,er, 24 -track programming,

ontrol CALL

JVC XL -V282
: disc stabilizer,

'149
Luxman D-357

.4 with onleresonont (Omer,.
,111111g, remote control '299"

Dynaco CDV-PRO
*HUTU ',Kum tube output stage CD player

20 -track programming, remote control .'799"

JBL Specials

JBL LX500
3 -Way Speakers

8" woofer 5" midrange
 1" titanium dome tweeter
 10-150 watts suggested power
range 8 ohms Black cabinet

(181 1X500)

JBL SC305
2 -way, dual 5' woofers, dome

ears max., shielded, black '99"
JBL PS120

router, 12' woofer, 100 watts,

dug. Retail 5679 '199"
JBL Pro III Plus

,,Ided speakers plus

: Retail 5619 '199"
JBL 4312BK

-al Monitors, 3 -way, lr woofer, front
Mn Tog Recoil 5900 pr '499"

JBL SCS120
Speaker Packoge with

CALL

r!-F3MUS1C®'
mWOR1,1),

The Latest Jazz - Call To Order Music Reviewed In This Issue!

i61
CD Changers

Yamaha CDC -501
5 -Disc CD Changer

Fully opening tray with
Play change" aflows changing
4 discs while one plays 20 --
track programming Remote
control

$14999
(YAM CDC501)

Magnavox CDC72517
cs ,,l111,- I ?-track

mot h 109"
TEAC PD -D2400

;agiamming,
'129"

Sony CDP-CE215

I f"149
Technics SL-PD887

T-1 . 159
JVC XL-M418BK

inngozlne I ED single ploy,

32 -track moaning, remote control '2 19"

Bose Speakers

Boson 501- Series V
Direct/Reflecting"

Floorstancling Speakers
 5.25" woofer 2 tweeters
Smoll footprint for easy
placement Shielded 10-200
watts Block$51800/pr.

(805 501V-EIK)

Bose" 201° -IV
*Drat/Reflecting', 6' woofer,
black or rosewood color cabinet pr.'198"
Bose" VCS -10 -
*Cent,' Speaker, engineered speaficaltr

for sea'- el, 10-100 watts, shielded' 199"

Bose 301* -1V

'318'
Bose Acoustimass 6

Bose 701-

*Home Theater, S cube speakers Acoustimast

bass module .. '649"

-randing,111* woofer

11311

Gerald Albright
Live To Love

$1 1 99CD

$799
CASSE77f

Art 83050

Will Downing: Invitation Only cD $ 11.99
(Ass $7.99

co $11.99

to $11.99
OM $8.99

Diana Kroll: Love Scenes

Pat Metheny: Imaginary Day

Dianne Reeves: That Day

Rippingtons: Black Diamond

co 511.99

CD $12.99
(ASS $7.99

Randy Crawford: Every Kind of Mood D S11.99
CMS $ 7.99

Kenny G: Greatest Hits (13$13.99
rear $ 7.99

CD Mega Changers

11?chnis

Technics SL-MC410
110 + 1 Disc Mega CD Changer
Group play with 14 preset
musical genre names *Quick
disc change mechanism 32 -
track programming Remote

$219 99
Technics SL-MC60
60*1-disc player, 32-nock progromming,,
remote control

Sony CDP-CX55
.ramming,mming,

CALL

(TEC SLMC4 I 0)

Sony
2.05

JVC XLMC222
'get, 32 -track programming,

, remote control CALL

Sony CDP-CX255
szaklist Megastoeoge change', Custom fie'
disc memo/group fie, jog dial, remote CALL

YAMAHA

CALL

Yamaha NSA -636
3 -Way Bookshelf Speakers

Acoustic suspension design
Shielded 8' woofer Ferro-
fluid cooled midrange & tweet-
er  10-140 watts Black

Mfr. SUg. Retail $175.00$9999/pr.
(YAM NSA6361

Technics SB-LX90

pr '199"
Advent JADE

pr '249"
Advent AV570-BK

,;,tinkers,

, 5' woofer pr. '249"
TDL NFM1-BK
*Compact audiophile spearkers,

5' woofer black ash or rosewood .pr '299"
Cerwin-Vego HT -S12

9"

 II  

TEAC V-80305
Stereo Cassette Deck

3-heads/motors Dolby S/B/
C/HX-Pro Quartz lock DD dual
capstan drive CD direct input
Remote  1 10/ 220 volts

$69999 (TEA V8030S)

TEAC V-377
:eakaevel meters,

'69"
TEAC V-615

Ty rid -Pro, IC logi«OrithilS149"

JVC TDR462
'ry 8 8 C, Dolby HA -Pro,

mssene stabilizer 179"
Sony TC-KE5005
*3 heads, Dolby B/(/S, Dolby HX-Pro,

2 -motors, sorbothane cossette stabilizer CALL

TEAC V-1050
.3 -heads, Dolby B/C/HA Pro, fine bias corlI9"
electronic tape counter

aiusa

Aiwa NSX-A72
Mini Aydio System

 100 watts/channel 3 -disc CD
changer Dual auto -reverse cas-
sette AM/FM Karaoke mic.
mixing/recording 4 -way

52 Remote

29999 (AIW NSXA72)

Aiwa LCX-110
 20 -track programmable CD player, cassene

32-AM/FM presets, E0, remote '149"
Aiwa NSX-A22
 20-watts/channel, 3 -disc CD player, dual

cassene,37-tilii/FM presets, remote 199"
Aiwa NSX-A50
*60 wans/ch., 3 -disc CD changer, dual A/R

cassette, AM/FM, 3 -way speakers, remate'249"

NC FS -2000
.20 -track programmable CD player, 15-FM/15-AA1

presets, cherrywood speakers, remote 349"
Aiwa XR-M3OB
*30 wans/ch , CD player, auto -reverse cassene

dm TNT, 11 AS FA' .;',o1 (emote '379"

CALL US TOLL FREE FOR ITEMS NOT LISTED IN THIS AD

MtilUS1C'
WORLD

TrSHOP BY PHONE
24 HOURS A DAY
7 DAYS A WEEK

FROM ANYWHERE IN THE USA
J&R Music World, 59-50 Queens -Midtown Expressway, Maspeth N.Y. 11378
FAX 1-800-232-4432

Receivers
SONY 80% OFF

Sug. Retail
Price of $1000

Sony STR-G3
VisionTouch° A/V Receiver

 110wx 2; 100wx 3+50 wx
2 Dolby Pro Logic DiqiLtal
Signal Processing  1 -bu on
point & click remote & graphic

Yamaha R -V701
A/V, 80w x 3 15w x 2, Cinema DSP

Harman Kardon AVR20 MKII
50° Off MIr Sup Rend al 5399

h,u;11I999"

(SON STRG31

Sony STR-DE 715.6y

.nii Sound ....CALL
Sony STR-DE915
100w x 2 or 100w x 5, bulk Dolby
Digital (AC -3), Dolby Pro Logic, remote ....CALL

Sony STR-DE1 015G
Visioilloud., 100w x 1 or 100w x 5, Dolby.Dtgl
,AC -31, Dolby Pro logic. oystA remote CALL

TEAC W -518R
Dual Cassette Deck
With Auto Reverse

Deck #1 features auto -reverse
playback Dolby B High-speed
dubbing 'Continuous playback

$7999 (TEA W518121

TEAC W -780R
. L reand/play
on : VC/DX-Pro .'129"

Yamaha K-902
*Dual auto -reverse, Dolby BBC,

cassette stabilizer '149"
Sony TC-WE605S
*D. - motor transports,

Da , CALL

Technics RS-TR373
Dr ,-everse, Dolby BA/HA-Pro,

die-, transports '179"
JVC TD -W354
'Dual uutolemse, Dolby BA/HX-Pro,
pitch control '179"

Mini Audio Systems

Yamaha GX-50
Mini Audio System

45 watts/ channel 3 -disc CD
changer 40 AM/FM presets
5 -band EQ Dual auto -reverse
cassette .3 -way active servo
speakers 

399" IYAM 00501

Panasonic SC-AK20
.2 ,Jal auto -reverse

con '239"
Panasonic SC-PM15

reverse

'299"
Sony MHC-RX100AV

. xD changer,

A , remote CALL

Denon D-Cl
*15 watts/channel, 6 -CD (hanger, auto -reverse

cossene Dolby B AN/FM, 10, remote CALL
Bose' Lifestyle" 3-11

2 nny cube speakers

SE HAMA ESPANOL

18002218180
For PHONE ORDERS ONLY
Outside U.S.A. Call:
1-212-406-7077

Order Code SR802

4011wow 1 /SA



Hi-Fi Stereo VCRs
Panasonic

r-4-745 1
VHS Hi-Fi Stereo VCR

4 heads VCR Plus+ Digital
auto tracking  1-month/8-event
timer Auto clock -set Universal
remote control

519999 (PAN PV7451)

Sharp VC-H972U
* VHS HeFi Stereo, 4 -heads, Sharp Super Priture

circuit, 19 -micron exao-trock heads 159"
Samsung VR8807
*VHS Hi-Fi Stereo, 4 -heads, V(R Plus.,
hgh speed mechanism '199"
Sony SLV-675HF
* VHS Hi-Fi Stereo, 4 -heads, crystaklem hem

frame, multrbrand ;emote '219"
JVC HR-VP638
VHS Hi-fi Stereo, 444eods, VCR Plus. with

cable box controller, jog/shuttle control 279"
Panasonic PV -S7670
S -VHS Stereo Heir, 4 heads, Spabolirer'

4(4 Plus. with rable/DSS box control 1399"

AudioSource

AudioSource AMP Two
Power Amplifier

80 watts per channel, switch -
able to 200 watts mono Auto-
onsignal sensing A/B speaker
switching

529999 (ASO AMPTWO)

AudioSource AMP Three
*Power Amp, 150 watts/channel,

switchable to 400 watts mono '399"
Dynaco Stereo 200
*Power Amp, 100 watts/channel,
A/B speaker selectot '399"
Harman Kardon PA5800
05 -Channel Home Theater Power Amp,

80 watts x 5, hgh-current dsign '599"
Harman Kardon PT2500
*Home Theater A/V Tune -Controller, Dolby 3 Stereo

Dolby Pro Logic, 30-AM/FM presets '299"
Dynaco PAS -4
*Vacuum Tube Preamp, MM phone pomp
50',, OFF Mir Sug Remit 1$999) '499"

3
SPEEDS

Thorens TD 1 80
3 -Speed Belt Drive Turntable

33, 45, 78 r.p.m. *Automatic
shut-off & auto -retract
Synchronous motor External
power supply Includes Stanton
cartridge

$29999 ITHN TDI801

TEAC PA -400
* Fully -automatic, includes builtm phono

preomp & cartridge '99"
Aiwa PX-E850
* Mini Size Turntable, boatel phono aeon
l.a'n-drive, includes camkge .119" I
Sony PS-LX300H

CALL

Thorens TD280 Mk IV
,uta shutoff,

,adge '369"
Technics SL -120011
*Professional Monual, direct -drive.

quartz lock, piuh control . '479`

MUS1C®
WORM

DVD - Digital Video Discs

Spawn
Live Action
Director's Cut

S/99C
LTX PS 4WD

Contact

Sling Blade

The Crow

The Crow- City of Angels

Crimson Tide

irx Go $19.99

DVD $24.99

ova $ 14.99

Go $24.99
DVD $24.99

We stock an outstanding
selection of titles on DVD.

Call for information.

Sony Digital Technology

SONY

Sony MDS-JETS 1 0
MiniDisc Recorder

Up to 74 minutes stereo/148
minutes mono recording Un-do
editing function A-1 erase
function 25 -step programming
 Jog dial Remote

'29999 (SON mDSJE510)

Sony INT-W100 Web 1V
*Internet Terminal, budtin modem,

requires Webir senAre, WAS 5379.99 '199"

Sony MDS-S38
MaiDisc Recorder, 10 -sec shockleostant memory,

ion dal, 25 -track programming, remote CALL

Sony MDBUNDLE4
Horne MiroD.g Recorder 8. a portable player,

Includes 2 bleak discs . CALL

Sony DTC-ZE700
DA1 Recorder, Super Bit Mapping. technology,

opteal & coaxal digital inputs ALL

Sony DHR-1000
*Digital Video Cassette Recorder, one( 500 tines

honzontal tesolunon, remote CALL

Stanton GMAL1
Phono Cartridge

Integrated cartridge/ headshell
fits standard -mount tonearms
 Ideal for DJ use, including -
back -cueing & scratch effects
 Includes extra stylus

$12999
Stanton L500AL

:and spherical

'24"

(STA GMAT]]

Stanton 680ELMP
Ills, stoic:

,of styles, Corr ] 70
Audio Technic° AT440ML

 Jus '99"
Ortofon X5MC

output

'149"
Audio Technica AT-ML150

r(tricia!,

Marobne stylus, '229"

ASK ABOUT OUR EXTENDED WARRANTY

A/V Accessories

One -For -All
homeDirector- 8

Universal IR/RF Remote System
Operates any combination of 8
devices Works through walls,
from anywhere up to 100' away

$79" IOTA URC8090)

Sony RM-V8
 tereogrommed Universal Remote,

controls TV, VCR 8 cable box

Standesign SSB
Omnidoectional Speaker Brackets, for wall or

ceihng-mount speakers (to (3 lbs each) pi '29"
Elite EL -143

:astable VCR shelf,

, charcoal

Recoton TV800
-, FM Stern, Antenna,

VHF/UHF

ig

'6a'

'69"
Terk AM-FMQ
*Powered Inaoos Stereo AM/FM Antenna,

with selectable wideband/nernwo modes ...'79"

U.S. Robotics PaimPilot
Organizer - Personal Edition

Backlit, easy -to -read 512K
Stores up to 2500 addresses, 4
years of appointments & more
 Import/export info to/from
your PC

$24999
Sharp OZ -630
 Wizord-2561 Personal Information Organizer

4ndaiorterl1 &line backlit LCD '99"
Sharp OZ-650pc

;r/ 1M3 Personal Organizer, IrDA infraredport

iSyne PC synchronizanon software 199'
U.S. Robotics PaImPilot 80201U

F I MB, Stores up to

'369

(USR 802000))

Psion Series 5
,.puto, 8MB RAM, full VGA -width
,I1S1nVe cireen with Pen '649"

Hewlett-Packard HP 360LX

OMB RAM, rod, oak

Technics SH-AC300
Digital Surround Processor

*Decodes the Dolby Digital (AC -
3) input signal from DVD player
to send to select receivers
*CINEMA Re -Equalizer circuit
Dual digital inputs Remote

$279" ITEC SHAC300)

Sony SDP -E800
*Dolby Digital Decoder, 24 -bit processing, decodes

Dolby Digital .0 Dolby Pro Logic Surround CALL

Yamaha DDP2
* Dolby Digital (AC 31 Decoder, infield Cinema

for A( -3 -ready receivers or amplifiers CALL

Panasonic DVD-A300
'aital decoder

. '549"
Toshiba SD -3017

kilo Surround
cter. 30 audio ... '599"

Sony DVP-S7000
*DO/ oda & video CD Pleyet,
Smooth Scan' picture seorch, remote CALL

Brother IntelliFAX'.1 270
Plain Paper Memory Fax Machine
Smoothing enhanced imae
resolution 20 page auto
document feeder 51 2KB mem-
ory stores up to 20 pages 64 -
shade grayscale

'299"
Brother FAX190
* Personal Fax/Telephone, auto pope, cutter,

10 -page auto document feeder ..9 7 c
Brother MFC-390mc
*6-1n-1 Fax with Arm -Curl, message

renter, scanner P( fax, prints ...'269'

Canon FAXPHONE B640,: elrly image

279"
Panasonic KX-FMC230

plc Napa fax
499"

Hewlett-Packard OfficeJet Pro 1150C
Printer . Sranner,

-'x3000 S. itc IOW PRICI '799"

Samsung TXG2548
25" Stereo Color TV

Dark tint picture tube Comb
filter Contrast enhancement
circuitry Captionvision SAP
Universal remote

$29999 (SAM TXG25481

Panasonic CT -20G12
.20', PanoBlack' picture tube, up to 500 lines
of honzontn1 resolution, remote '249"
Panasonic PV -M1347

4 -head VHS V(R, FM Radio kto

 U auto tracking, sensate '449"
Panasonic CT -275F12.: I' screen, Data -Grade picture tube

up to s of horizontal resolution 149"
Sony KV-32XBR48
32' Trianon XBIr Stereo Color 1V/Monitor,

deep block screen, pature-and-picture CALL

Sony VPL-W400Q
. 1.(0 Video Protector, for screens 41' to 300"

4 3 8 16 9 aspect ratios CALL

Sony Digital Technology

SONY

Sony TCD-D8
DAT Walkman' Player/Recorder

48KHz sampling/16-bit linear
quantization 48KHz/
44.1KHz/32KHz sampling
Long play mode for up to 4
hours of record & playback

5699" (SON TCDDEI)

Sony DT -120R
*Digital Audio Tope, metal particle formulation,

120 minute capacity '5"
Sony MI -F40
Portable AM/FM Stereo MiniDrsc Player,

164 M/ 8 -AM presets headphones .... '329"

Sony, MI -R30
*Portable MiniDis Inr /Player, vertical

jog dial, tenor,  headphone .'349"
Sony MZ-B3

c. corder, stereo/more recording

(74/148 mm.;, voice -operated '699 
Sony MDW74/3PK

MiniDiso, 74 minutes wading
capacity 3-0'19"

For a more complete
selection of Audio, Video,

Computers & more,
ALL AT DISCOUNT PRICES
Call For FREE catalogue!

Crea. 24 N.. nun

800-221-8180
VISIT SR VA& AT

31 PARK ROWE NY,NY

TO ORDER BY MAIL: SEND MONEY ORDER, CERTIFIED OR CASHIER'S CHECK, MASTERCARD, VISA, AMERICAN EXPRESS or DISCOVER CARD (include
Interbank No., expiration date Asignature) To: R Music World, 59-50 Queens Midtown Expvnt, Maspeth, Queens, NY 11378. Personal & business checks
must clear our Authorization Center before processing. Shipping, handling & Insurance Charge (Continental US) is 5% of the total order with o $4.95
minimum for orders up to $500; 4% for orders over 5500 to 51000; 3% for orders over 51000 to $1500; 2% for orders over $1500 to $2000; 1% for orders
over $2000. For heavyweight/over-sized items, shipment by air or to Canada Hawaii, Alaska, Virgin Islands 8 Puerto Rico, please call for information. DO
NOT SEND CASH. Sorry, no C.O.D.'s. NY residents please add sales tax. ORDERS SUBJECT TO VERIFICATION & ACCEPTANCE. NOT RESPONSIBLE FOR
TYPOGRAPHICAL OR PICTORIAL ERRORS. ALL MERCHANDISE SHIPPED BRAND NEW, FACTORY FRESH & 100% GUARANTEED. Some quantities may be
limited. Copyright 1998 JAR Music World. city is; N.Y. Dept. ,A Consumer Affairs License Numbeis 0900310/0900615/09006 I 6/0900617

CIRCLE NO. 45 ON READER SERVICE CARD

Mid MUSIC
MOM WORLD



popularmusic
that brings visions of Tangerine Dream and
marmalade skies. The gifted Mitch Easter
turns in one of his most imaginative pro-
duction jobs, building rich layers of string
and keyboard sounds. Timony's voice re-
mains grabbing, and she plays the siren more
often than the punk, but she's still got an
edge that suggests some of these fairy tales
may be grimmer than they seem. B.M.

JANET JACKSON The Velvet Rope
(I U*11. 76 min)
* * * *

On The lc/vet Rope. the outwardly cool,
collected Janet Jackson strips away her

armor and lets fly with her most ambitious
album to date. Using the title metaphor, she
delves into thorny issues of acceptance, re-
jection, and "the need to feel special," vari-
ously waxing romantic, ruminating philo-
sophically, and simply lashing out.

The program comprises fifteen bona fide
songs and seven (expendable) spoken inter-
ludes. The one wholly nonoriginal track is a
version of Rod Stewart's "Tonight's the

Night," which falls somewhere between se-
duction and saccharin. Several cuts are
cleverly constructed around hooks lifted
from artists like Joni Mitchell, War, and
Archie Bell & the Drells. In all cases, the
samples are seriously recontextualized and
not merely plundered. Yet it's the material
credited to the album's creative team -
Jackson, her boy friend Rene Elizondo, Jr.,
and producer/musicians Jimmy Jam and
Terry Lewis - that resonates most force-
fully with its sharp sounds and undiluted
messages. Foremost is "What About,"
where Jackson explodes in a tirade at a dis-
sembling lover that rivals Prince for sexual
explicitness. Later, she turns into a leonine
temptress in several songs, including the
deliciously slow -burning "Anything."

One comes away from The Velvet Rope's
unflinching glimpses into a Pandora's box
of desire convinced that the human animal
is indeed a deeply driven and often deeply
troubled creature. Janet Jackson is to be
commended for probing the psyche without
sacrificing the groove. P.P.

Snickering Toward Millenniu
inelomemolosirioommemaima

Let us now praise famous kvetches
For those of you who have come

in late, the 2000 Year Old Man - the
comic creation of Carl Reiner (as inter-
viewer) and Mel Brooks (as interviewee)
- is simply that, a sage old guy who
has been there, done that for a couple of
thousand years. He appeared on four
albums (the last one in 1973), and for
my money they remain the funniest and
least dated comedy records ever. Since

then, however, Reiner and Brooks have
devoted their attentions to movies,
with decreasingly amusing results. When
I heard that they were reuniting for
The 2000 Year Old Man in the Year 2000:
The Album, I thought - hey, maybe this
is a rotten idea.

I shouldn't have worried. Not only
have these guys kept their edge - this
is the first of their albums with profanity,
courtesy of the 2000 Year Old Man's
prolonged exposure to the films of
Martin Scorsese - the new record is as
funny as anything they've done in any
medium. And it's not simply that
there are jokes galore (though, of course,
there are). The real fun comes when
the two get spontaneous and improvise.
There are several moments when you
can almost hear Brooks's mind working
after an unexpected setup, but just you
try predicting the punch line.

So what gets talked about here? Oh,
lots of things great and small, like
computer sex (which the 2000 Year Old
Man claims to have pioneered, although
these days he "can't reach .com")
and music (he enjoys all kinds except
French, which he scientifically proves is
"very repetitive"). All in all, it's a
brilliant return to form for Reiner and
Brooks. If they do a promised live
show at Carnegie Hall on New Year's Eve
1999, I'll try to be there. If you can't
join me, run out now and get this CD.

- Steve Simels

CARL REINER AND MEL BROOKS
The 2000 Year Old Man
in the Year 2000: The Album
(Rhino, 44 min)
* * * *

RICHARD SHINDELL Reunion Hill
(Shanachie. 52 min)
* * * *

ne of the most overlooked and yet gift-
ed acoustic writer/performers, Richard

Shindell returns on Reunion Hill, a power-
ful set of mostly original material that ex-
plains why his colleagues consider him a
songwriter's songwriter. The former semi-
nary student peers into the soul and comes
up with interior monologues of troubled
travelers, weary from more than just miles,
most of them searching for salvation of one
kind or another. He also draws portraits of
characters desperate to make contact - the
doomed fugitive placing his last phone call
to "May," the soldier's wife who still grieves
ten years after the battle ("Reunion Hill"),
and the pathetic single mother left aban-
doned and washed away in land and spirit
("Money for Floods"). Shindell delivers all
of this in a poet's baritone that is at times
hypnotic. He may have long ago given up
the idea of the ministry, but he remains a
healer nonetheless. A.N.

STEREOLAB Dots and Loops
(Elektra. 66 mini
* * * *

tereolab is easily the most original thing
QPto come out of the current vogue for
Fifties -style bachelor -pad music, though in
one sense the group isn't original at all: its
sound is remarkably close to that of count-
less garage -sale albums by long -forgotten
orchestras, with keyboard and percussion
effects that come across as both high-tech
and dated. And the bilingual female vocals
are the icing on the cake; you wouldn't
have thought Claudine Longet could be such
an influence on alternative rock. But Stereo -
lab gives the music a dreamlike twist, in-
forming Dots and Loops with both a subtle
prettiness and a not -so -subtle melancholia.

Hearing the album for the first time is
like being served a spiked martini. The
songs play tricks with your perception, as
the retro-pop backdrop keeps slipping out
of focus: where did that avant -jazz key-
board lick come from, and how did that
frothy pop melody turn into something
more haunting? The vocal arrangements
suggest a circular Philip Glass quality one
minute, innocent soundtrack kitsch the
next. Too much hip irony and the whole
thing would collapse, but Stereolab's heart
ultimately wins out. Despite the high intel-
lect, Dots and Loops is still a pop record,
and a fascinating one. B.M.

SHANIA TWAIN Come On Over
(Mercury. 60 min)
* *

he third album by country's most over-
rated dfemale sounds like a workout rec-

ord - perhaps the very one Shania (née
Eilleen) Twain uses to keep her lithe figure
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with a rrequency response
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/--BECK
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1-800-926-6545

Learn more about DSD at
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looking great in a leotard. If you listen
close, you can almost hear her say, "Kick!
Kick! Kick!" Come On Over alternates be-
tween catchy, hook -laden songs like "Love
Gets Me Every Time" and jaw-droppingly
awful ditties with lyrics too lame to believe
("My pantyline shows - got a run in my
hose / My hair went flat - man, I hate
that"). While the best songs graft country
elements to a rocking beat, the worst ("That
Don't Impress Me Much," "Honey, I'm
Home") sound like dreadful parodies.

There's a youthful mindlessness about
the album, and, fittingly, several titles come
replete with exclamation marks ("Man! I
Feel Like a Woman!" and "Whatever You
Do! Don't!"), making it seem even more
targeted to I4 -year -old girls. (Boys will like
the pictures.) Moreover, there's a sense of
manipulation to this music, which depends
on the layered production of husband and
co -writer Robert John "Mutt" Lange for
nearly every bit of its appeal, apart from
Twain's creamy, Karen Carpenter vocals.
Come On Over may offer 60 minutes in six-
teen tracks, but it's aural Velveeta. Just call
it cheesy for short. A.N.

JAll
BILL EVAN:
The Complete Bill Evans on Verve
(Verve, 18 CDs, 21 hours)
* * *
I t looks like something retrieved from a

scrap heap, a rusting little box that only
an ironmonger could love. But it's actually
the package in which Verve has chosen to
present one of its most enduring artists.

Inside, another unfinished -steel enclosure
- like the outer box, intentionally designed
to rust - holds eighteen CDs purporting to
contain The Complete Bill Evans on Verve.
They probably do, but I have always felt
(and plenty of fans and musicians in cyber-
space agree) that most consumers, includ-
ing an artist's staunchest supporters, do not
want to hear long runs of alternate takes,
false starts, and breakdowns. The 269 tracks
here include ninety-eight previously unis-
sued takes, most of them from live perfor-
mances, and there are far too many consec-
utive tracks that don't vary sufficiently to
warrant the repetition. For example, the
compilers would have us sit through seven
complete takes (almost half an hour) of
"Why Did I Choose You?" and eight of
"The Dolphin" before hearing the issued
versions. It's wretched excess, even when
the artist is as significant as Evans.

That aside, the box contains many fine
performances. Trio dates with bassist Chuck
Israels and drummer Larry Bunker are often
excellent, but the rapport is even greater
with Eddie Gomez and Philly Joe Jones.
(Neither combination, however, is a match

for some of the Riverside sessions with
Scott LaFaro and Paul Motian - that was
the Bill Evans trio.) Among the more inter-
esting of the other recordings are the "con-
versations" where Evans (via overdubs)
played multiple piano parts, a 1969 quartet
session with flutist Jeremy Steig, and a
1964 studio encounter with Stan Getz, Ron
Carter, and Elvin Jones. Less interesting is
a 1966 series of duets with guitarist Jim
Hall, and downright yawn -inducing are two
sets with symphonic accompaniment.

The 160 -page book has an excellent pro-
file by Neil Tesser, an informative session -
by -session narrative by Phil Bailey, blurbs
on each of the sidemen by Joseph Laredo,
an interview with producer Creed Taylor,
and two panel discussions: one featuring five
pianists, the other five collaborators. The art
department, though, has done its best to
make the book difficult to read, all but oblit-
erating some of the pages and reducing oth-
ers to a type size and color contrast that only
eyeglass vendors could applaud.

If The Complete Bill Evans on Verve
wins a Grammy, I hope it's for the textual
concept of the book and nothing else. If the
packaging wins any kind of award, things
have really gotten out of control. CA.

KANSAS CITY BAND
KC After Dark: More Music from
Robert Altman's Kansas City
(Verve, 47 min)
* * * *

Usually it's the other way around, but
Robert Altman's Kansas City had a

confusing story line that often got in the
way of the music. The movie took place in
1934, when Kansas City was fertile ground
for political corruption and exciting jazz. It
was out of this environment that the Bennie
Moten band grew into the Count Basie
band, it was here that Joe Turner and Jim-
my Rushing raised their voices above the
burgeoning swing, and it was here, too, that
Charlie Parker first drifted on a reed. Alt-
man gave us glimpses of a club where the
entertainment seemed to be jam sessions by
some of today's most talented young play-
ers, posing as the elite of KC's post -Prohi-
bition scene. When Altman and music pro-
ducer Hal Willner asked that they lay aside
for a moment their bop and Trane inclina-
tions and go retro, all history broke loose.

Much of the music (recorded on location
during actual filming) ended up on the cut -

Direct Stream Digital, DSD, and SBM Direct
are trademarks of Sony Corporation
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ting-room floor, but it was soon picked up
for a TV documentary that augmented the
movie but failed to prolong its short life.
There was also a well -received soundtrack
album, to which KC After Dark is a worthy
follow-up. The young lions roar with histor-
ical accuracy, sounding remarkably fresh in
their make-believe roles. Expect to hear
spirited echoes of the past from Nicholas
Payton, Don Byron, Jesse Davis, Mark
Whitfield, and Geri Allen. If you saw the
movie and groaned when a scene -shift cut
the music short, this CD is for you. C.A.

MIDNIGHT IN THE GARDEN
OF GOOD AND EVIL (music from and
inspired by the motion picture)
(Malpasol Warner Bros.. 58 min)
* * *
EASTWOOD AFTER HOURS: LIVE AT
CARNEGIE HALL
(Ma(pas& Warner Bros., two CDs, 101 min)

* *
MONTEREY JAZZ FESTIVAL:
40 LEGENDARY YEARS
(Malpasol Warner Bros., three CDs. 203 min)

* * *
lint Eastwood's Midnight in the Gar-
den of Good and Evil is Anatomy of a

Murder with intellectual pretensions but
without the smarts (and also without the
Duke Ellington score). But the soundtrack
album, along with such curiosities as East-
wood and Kevin Spacey vocals not heard in
the movie, does have Rosemary Clooney's
beguiling interpretation of "Fools Rush In
(Where Angels Fear to Tread)" with strings
and Charlie Haden's Quartet West.

The centerpiece of the live Eastwood Af-
ter Hours is a "suite," arranged and con-
ducted by Lennie Niehaus, of themes com-
posed for or featured in Eastwood's films.
It's irredeemable schlock except for the cli-
max: a snorting tenor battle between James
Carter and Joshua Redman in Thelonious
Monk's "Straight No Chaser" and Charlie
Parker's "Now's the Time." Among the oth-
er performers caught coming and going are
James Moody, Jay McShann, Kenny Bar-
ron, Barry Harris, and Jimmy Scott, none of
them heard to particularly good advantage.

Eastwood also executive -produced the
three -CD Monterey Jazz Festival: 40 Leg-
endary Years. Highlights range chronologi-
cally from 1958 performances by Dizzy Gil-
lespie, Dave Brubeck, Billie Holiday, and
Gerry Mulligan to 1996 performances by
Herbie Hancock and the ubiquitous Red-
man. John Coltrane's 1961 appearance with
an expanded version of his group featuring
guitarist Wes Montgomery isn't here, nor
are any of the commissioned works that
helped to define Monterey in its early years
(were none of these taped?). Although lack-
ing in revelations, the set does include its
share of stellar performances by Ellington,
Monk, Mingus et al. F.D.

QUICK FIXES
RAY BROWN WITH JOHN CLAYTON
AND CHRISTIAN McBRIDE
SuperBass
(Telarc Jaz:, 54 min)* * * *
SuperBass evokes the piano -cutting con-
tests of an earlier era, but there's no
competition going on, just good-natured,
skillfully executed interplay, with excel-
lent support from pianist Benny Green
and drummer Gregory Hutchinson. C.A.

THE EX-HUSBANDS
(Tar Hut, 42 min; P.O. Box 441940,
Somerville. MA 02144) * * *
If you like country music that's really
country, check out the Ex -Husbands, a
Brooklyn -gone -Nashville trio that sounds
raised on chicken -fried steak, Pearl beer,
and sawdust -on -the -floor dance halls.
Welcome to the honky-tonk world of
"Johnny Walker Redneck" and the Way -
Ion Jennings beat of "Love You Always."
Madly, baby. Madly. A.N.

THE FUZZTONES Flashbacks
(Sundazed, 72 min)* * * *
Psychedelic/garage-rock revivalists be-
fore it was fashionable, the Fuzztones
actually transcended their influences.
This generous best -of CD is world -class
rock-and-roll - kinetic, ingeniously
crafted, and with attitude to bum. Pick
hit: a suitably snarling version of the
Sonics' "Cinderella," one of the great
lost singles of the early 1980s. S.S.

D.D. JACKSON
Paired Down, Volume One
(Justin Time. 65 min)* * * * *
Paired Down, Volume Two
(Justin Time. 65 min)* * * * *
The aces that pianist Jackson has lined
up as duet partners - trombonist Ray
Anderson, clarinetist Don Byron, trum-
peter Hugh Ragin, violinist Billy Bang,
and saxophonists Hamiet Bluiett, David
Murray, and James Carter, among others
- suggest both his avant leanings and
his growing stature. Combining a lyrical
streak with an assaultive attack, Jackson
is the most dynamic young pianist to
emerge in the last few years. His original
ballads are especially winning, convey-
ing the sweeping power of gospel tunes
without emulating the form. F.D.

MOUNT PILOT
Help Wanted, Love Needed, Caretaker
(Doolittle, 51 min)* * *
Named for Andy Griffith's other favorite
town, Mount Pilot is an impressive Chi-
cago outfit that's fairly unclassifiable,

playing a mix of roots rock, country,
bluegrass, jazz/swing, and punk. But
while these four guys are breathlessly
ambitious, they're sometimes so scatter-
shot as to let their songs get away from

them. What does stay consistent is the
enchanting writing, most of it from sing-
er Matthew Weber. Once the band finds
its focus, Barney Fife will have to put his
bullet in to keep the hordes at bay. A.N.

LIVINGSTON TAYLOR Ink
(Chesky, 46 min) * *
Taylor runs a mellow course in covering
pop material by the likes of Stevie Won-
der, Gerry Rafferty, and Don Henley,
sprinkled with a few original songs (best:
the beguiling "Our Turn to Dance"). His
humble, unhurried tenor sounds every
bit as resonant as his acoustic ensemble.
But after the refreshing surprise of the
slowed -down "Isn't She Lovely," things
start sounding fairly the same. Mellow is
one thing, Liv, but without much varia-
tion, mush follows close behind. A.N.

WYNONNA The Other Side
(Curb/Universal, 47 min)* *
One spin through The Other Side -
Wynonna's reunion with producer Brent
Maher, the man who first brought you
the Judds - and you'll be able to think
of only two things: How many times can
I play "When Love Starts Talkin'," a de-
liciously tantalizing piece of get -down
gospel -funk, before the repeat button
wears out? And can Mama Judd get back
on stage quick enough to save her
daughter's career? Once you get past
that first track, Wynonna lowers the bar
on boring. A.N.

YOU AM I Hourly, Daily
(Sire, 52 min)* * * *
You Am I is Australian for guitar, bass,
drums, sounding like Kinks, Who, Jam.
Hourly, Daily, released in 1996 in their
homeland (where they're stars) but de-
layed here until now, is a smashing rec-
ord that will please fans of crunchy, in-
telligent pop no end. K.R.
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NEW RECORDINGS REVIEWED BY RICHARD FREED, DAVID HALL, JAMIE JAMES, GEORGE JELLINEK, AND ERIC SALZMAN

ADES Catch; Darknesse Visible; Still
Sorrowing; Under Hamelin Hill; Five Eliot
Landscapes; Traced Overhead; Life Story
Thomas Acks, piano; Valdine Anderson,
Mary Carewe, soprano; other musicians (EMI
69699,77 min)
* * * *

Thomas Ades composed his Opus 1, Five
Eliot Landscapes, a haunting song cy-

cle based on minor poems by T. S. Eliot,
when he was just 17. Now 26, the young
Englishman has explored virtually every
major musical genre. This CD, his first re-
cording, concentrates on his chamber com-
positions and works for the piano.

The works here range from knotty mod-
ernism (a wind quartet called Catch) to a

humorous send-up of jazz art song ("Life
Story"). In Still Sorrowing, lifting a page
from John Cage's book, he applies a putty-
like substance called Blu-Tac to the piano's
central strings, giving them a dull, thudding

timbre that throws the brilliance of the tre-
ble notes into high relief. Darknesse Visible
is a very spare, even austere deconstruction
of a John Dowland song.

The last of the Eliot songs, "Cape Ann,"
sets a sing -song text about birds that has the
spirited soprano Valdine Anderson warbling
and chirping away. Even more fun is "Life
Story," which sets a very amusing poem by
Tennessee Williams about two strangers
telling each other about their lives after
having had sex in a hotel room. Soprano
Mary Carewe's witty, languorous perfor-
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mance drives the piece to the farthest edge
of irony without quite becoming camp. Ii.

BRAHMS String Quintet No. 1;
Clarinet Quintet
Karl Leister, clarinet; Brett Dean, viola; Brandis
Quartet (Nimbus 5515,67 min)
* * * *

WNile Brahms's String Quintet No. 1,
in F Major, with its mixture of the

learned and lyric, isn't quite as popular as
its later companion piece in G Major, it
does have an ample share of ingratiating
melody and virile rhythmic pulse. Unlike
the other major Brahms chamber works, it
has only three movements. The first starts

off in somewhat neutral vein but blossoms
as it moves along and exploits the full tex-
tural potential of the five strings. The mid-
dle movement is the heart of the work. Its
intensely somber opening, with a siciliano
pulse, is followed by a scherzo -like section,
which is then suppressed by a return of the
opening material but makes a swift come-
back, presto, in varied form; the serious
opening theme has the last word, however.
The finale is a spirited affair combining
sonata form with fugal texture. There are
echoes of Beethoven's Second and Third
"Razumovsky" Quartets both in the repeat-
ed two -note hammering figure and in its fu-
gal working out. The Brandis Quartet and

Youthful Schumann
The music of Schumann seems to suit
Leif Ove Andsnes's temperament

down to the ground. Andsnes is still in
his 20s, as Schumann was when he
composed his Piano Sonata No. 1 and
Fantasy in C Major, but there is a great
deal more than youth behind the
magnetic power of his bracing and vital
playing - and more, too, than mere
impulsiveness, for the listener always
gets the reassuring feeling that the
pianist has the last note clearly in mind
before the first one is sounded.

The Sonata No. 1 sings and dances
its way with an exuberance that never
overheats, never trivializes, never
condescends. If Andsnes misses a bit of
the satire in the trio -like intermezzo,
he more than compensates with the
lyrical radiance of the scherzo proper
and in the effortless momentum that
keeps the broad -scaled outer movements
from running out of steam or becoming
fragmented.

In the more familial C Major Fantasy,
a work so revered that it is sometimes
smothered in a haze of reverence or
philosophical rumination, Andsnes's
playing has an earthy drive and robust
intensity. An exceptional level of
intensity is maintained from start to
finish, with no attempt at minimizing or

smoothing away the striking contrasts
of mood that give the work its character
and justify the title "fantasy" in its
fullest sense. First-rate sound in both
works. -Richard Freed

SCHUMANN Piano Sonata No. 1;
Fantasy in C Major
Leif Ove Andsnes, piano (EMI 56414,
64 min)
* * * *
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classicalmusic
the Australian violist Brett Dean give the
music its full due in all respects, though a
shade more acoustic elbow room would
have added warmth to the rich Brahmsian
sonorities.

As to the ever -popular Clarinet Quintet,
Karl Leister has recorded it at least four
times previously, with uniformly excellent
results. He is in tine form in this reading,
working hand -in -glove with his string col-
leagues, and the intimate acoustic surround
favored by Nimbus works better here than
in the quintet. D.H.

ELGAR Enigma Variations
BLACHER Paganini Variations
KODALY Peacock Variations
Vienna Philharmonic, Georg Solti cond.
(London 452 853.68 min)
* * * * *

Georg Solti was rarely accused of hav-
ing a light touch, yet in his final years

he revealed an unsuspected elegiac streak.
In this, one of his last recordings, he creates
a moving, bittersweet interpretation of El -
gar's most popular work, the majestic Enig-
ma Variations. The Solti of old would have
stormed and thundered his way through the
seventh variation - and, indeed, there's no
shortage of power here, but the tender mo-
ments, such as the famous Nimrod varia-
tion, have a moving poignance.

The disc is generously filled up with two
other sets of orchestral variations. Kodaly's
Variations on a Hungarian Folk Song, usu-
ally known as the Peacock Variations, brings
out the exuberant, patriotic best in this Hun-
garian conductor. Don't worry too much
about looking for the theme - Kodaly im-
provised with great freedom, and the mag-
nificent finale is based on an entirely differ-
ent tune in any case.

The Variations on a Theme of Niccolo
Paganini by the German composer Boris
Blacher (1903-1975) are also free in their
approach to the form, but Blacher was
kind enough to quote his theme. Paganini's
Twenty -Fourth Caprice for solo violin, in
its entirety, verbatim, at the beginning. He
went on to show considerable ingenuity by
setting the tune as a lovely duet for flute
and harp over singing strings, or as a con-
versation between pizzicato strings and
woodwinds, and by even introducing some
stealthy tango rhythms. The Vienna Philhar-
monic plays this set of variations on the
theme of variations with its usual virtuosity;
the brass sound is especially spectacular in
London's vivid, colorful recording.

HASSE Salve Reginas in A Major
and E -flat Major; Sinfonias in D Major
and F Major; other works
Barbara Bonney. soprano: Bemarda Fink.

mezzo-soprano; Musica Antigua KOln,
Reinhard Goebel cond. (Deutsche Grammophon
Archie 453 435.72 num)

* * *
Johann Adolf Hasse's life spanned most
of the eighteenth century. Ironically.

this German musician was the most suc-
cessful Italian opera composer of his time.
But conductor Reinhard Goebel's view is
that we can best approach Hasse today
through his sacred music, which substitutes
a more directly expressive melodic style for
the vocal fireworks of the operas. The op-
eras are indirectly represented here by two
lively sinfonias, or overtures. The strange
Fuga and Grave, probably not by Hasse at
all, is a vigorous two -movement instrumen-
tal work in quite a different style.

The Salve Regina in E -flat Major, for so-
prano and mezzo-soprano, is the most ap-
pealing and, to my ears, original music on
this CD; it especially shines in this perfor-
mance by soprano Barbara Bonney and
mezzo-soprano Bemarda Fink. The Salve
Regina in A Major and a set of three mo-
tets, all beautifully sung by Fink, are not far
behind, and the two sinfonias are lively,
pleasing pieces. The dramatic, fiery style
espoused by Goebel and his Cologne musi-
cians upsets the usual pious idea of "musica
antiqua" and goes a long way toward reha-
bilitating Hasse's reputation. E.S.
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PROKOFIEV Violin Concertos Nos. 1 and
2; Five Melodies
Anne Akiko Meyers, violin; Li Jian, piano;
Frankfurt Radio Symphony, Dmitri Kitaenko
cond. (RCA Victor 68353. 62 min)

* * *
Anne Akiko Meyers reveals on this CD a
depth, a driving intensity and all-round

involvement, and a tonal beauty beyond
anything I've heard in her earlier record-
ings, and she has absolutely first-rate part-
ners in Dmitri Kitaenko and his alert play-
ers. I never felt the intensity was stage-

managed, because Meyers and Kitaenko
keep the music moving with a seemingly
spontaneous impulse, giving full attention
to details without allowing any episodic
break in the flow. They share each other's
conviction and build on it with the sort of
give-and-take that has come to be rare in
concerto performances these days.

What is missing in these otherwise stim-
ulating and highly enjoyable performances
is the magical effect that the quiet passages,
particularly in the slow movement of the
Second Concerto, have produced in the
hands of some of these works' earlier advo-
cates - and, for that matter, some of Mey-
ers's own contemporaries. It doesn't help in
this respect that the vivid, scrubbed -clean
recording is so very close up, and closer
still in the seldom heard adaptation for vio-
lin and piano of Prokofiev's enchanting
Five Melodies, the individual numbers of
which tend to lose their distinctive charac-
ter in so bright an aural glare. R.F.

SCHUBERT Part Songs for Male Voices,
Vol. 1
Die Singphoniker (CPO/Naxos 999 397. 70 min)

* * *
rhie Singphoniker is a German ensemble
V of five male singers and a keyboard
player (usually on fortepiano) with a wide
repertoire ranging from Gregorian chants to
the twentieth century. This collection initi-
ates a projected five -CD series devoted to
Schubert's voluminous legacy of songs for
accompanied male ensemble.

Some of the twenty songs here engage
the full ensemble; others feature a tenor so-
loist backed up by his colleagues in a quasi -
choral response. There are convivial drink -

American Heart
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and Shrew

Research gave
him a future

ing songs, sentimental nature miniatures, a
tribute to Salieri, and a few ambitious items
where the vocal writing is more demanding
and the keyboardist's role goes beyond mere
accompaniment. These last invariably date
from the later years ("Nachthelle" and "Zur
Gino! Narht" are the best examples). Al-
though it is almost certain that Schubert and
his friends sang these songs on occasion,
the vocal writing frequently calls for pro-
fessional skills.

I would not ascribe any great signifi-
cance to these frequently unassuming songs,
but they are presented here with expertise
and dedication - and with crystalline
enunciation of the poetic texts. They are al-
so favored by the kind of warm and inti-
mate sound that serves the music to its best
advantage. The annotation, with texts in
three languages. is a model of its kind.

SMETANA Quartet No. 1
("From My Life")
FRANCK String Quartet
Juilliard String Quartet (Sony 63302. 74 min)
* * * w

The two performances on this CD were
taped nearly ten years ago, and why

they are appearing only now is anybody's
guess. Despite the delay in their release,
and their unexpected coupling, they are im-
mensely welcome most of all for the
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QUICK FIXES
BEETHOVEN Trio in C Minor, Op. 1,
No. 3 BRAHMS Trio in B Major, Op. 8
Moscow Conservatory Trio (CMH 8021.63
min) * * *
The expressive playing of the Moscow
Conservatory Trio reflects a well -sea-
soned, productive collaboration and mu-
tual commitment to the work at hand.
Their phrasing and pacing are natural and
unself-conscious, and their communica-
tiveness shines unforced throughout both
works. The cello could have a bit more
presence, particularly in the finale of the
Beethoven, but in general the recording
itself is well tailored to these comfort-
able, satisfying performances. R.F.

BRUCKNER Symphony No. 5
Royal Scottish National Orchestra, Georg
Tintner cond. (Naxos 8.553452, 77 min)
* * *
Vienna -born Georg Tintner knows his
way around Bruckner. There is good flow
in the opening movement and great care
taken with dynamic fine points. The ada-
gio fares best, notably in the string cho-
rale and the memorable chord progres-
sions of the coda. Telling contrast is
achieved between the scherzo's virile and
bucolic aspects. Only in the imposing fi-
nale does a slackening of line let us down,
and the string body just does not have the
heft of the world -class European ensem-
bles. The sound is good, but balance tends
to favor the brass. D.H.

HAYDN String Quartets, Op. 33,
Nos. 1, 4, and 6
Quatuor MosaIques (AuvidislHarmonia
Mundi E 8570.60 min) * *
Three of Haydn's so-called "Russian"
Quartets (so-called because they were
first performed in honor of a visit to Vi-
enna by the Russian Grand Duke Paul)
are played here on period instruments by
an Austro-French group in a rather laid-
back style that suffers from some ambi-
guities of pitch and tuning. E.S.

SALAS Sacred Music
Exaudi Choir of Cuba, Maria Felicia Perez
dir.; Benedictine Monks of Santo Domingo
de Silos (JadeIBMG 35808, 64 min)
* * * *
The eighteenth -century Cuban Esteban
Salas (1725-1803) was that country's
first classical composer. This CD of sa-
cred music also contains three short sec-
ular pieces to Spanish texts. Influences
from Spain and Italy (Pergolesi and Scar-
latti) probably account for the warmth of
his music, and the melodic sweetness of
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some of the works here actually suggests
Schubert. Those Benedictine monks who
made chant famous reinforce the sweet -
voiced Exaudi Choir in excellent perfor-
mances. William Livingstone

BRIAN ASAWA The Dark Is My Delight
Brian Asawa, countertenor; David Tayler,
lute (RCA Victor 68818, 73 min) * * * *
nrian Asawa has a voice of uncom-

mon sweetness, and it never dis-
plays the forced, shrillish tone that some-
times mars the sound of countertenors.
The Dark Is My Delight, his first recital
disc, offers a selection of morbid and
erotic Elizabethan lute songs by John
Dowland and Thomas Campion as well
as anonymous "popular songs" of the

theda
ViVillv Ai

period. It is all very ably done, though
the singer has a bit too much winking
and nodding fun with the risque double
entendres in some of the lyrics. J.J.

ANTONY COOKE
The Power of the Cello
(Harmonie/MS Distributing 3003, 58 min)
* * *
Antony Cooke delivers a vibrant and
dedicated performance of Kodaly's mag-
nificent Sonata for Solo Cello. The rest
of his interesting, varied, and well -re-
corded program - the Sonata -Fantasy of
Khatchaturian, Jerome Kessler's Kol Nid-
rei, and Elizabeth Maconchy's Variations
on a theme from Vaughan Williams's Job
- holds the listener's attention but is
not in the same league. D.H.

SPANISH POPULAR SONGS
Francoise Atlan, vocals; Juan Carmona,
guitar (L'Empreinte Digitale/Harmonia
Mundi 3062, 41 min) * * * *
Total stylistic authority distinguishes this
performance of folk songs set by the po-
et Garcia Lorca (with a couple by Fal-
la). The unique timbre of Francoise At -
Ian's voice conveys well the earthiness
of Spanish folk music and hauntingly
suggests its ancient Indian and Moorish
influences. This CD ranks with the best
previous recordings of these songs. W.L.
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Juilliard Quartet's passionately persuasive
attention to the sprawling but substantial
Franck quartet, which needs precisely this
kind of advocacy if it is ever to climb out of
the "neglected" or "novelty" category. This
gripping realization alone makes the disc
virtually indispensable, and its 45 -minute
playing time is pretty full value. But the CD
is also welcome for the elegant, unconde-
scending realization of the Smetana quartet,
in a performance that conveys genuine af-
fection for the music rather than mere "col-
orful" exploitation, and - not least - for
enriching the living documentation of the
Juilliard Quartet's altogether remarkable
first half -century of distinguished service to
both the familiar and the unfamiliar, the old
and the new. The sound quality in both
works faithfully represents this ensemble's
distinctive character. R.F.

STRAVINSKY Circus Polka; Ode;
Scherzo a la Russe; Scenes de Ballet;
Concertino for Twelve Instruments;
Agon; other works
London Symphony, Michael Tilson Thomas
cond. (RCA Victor 68865, 76 min)
* * * *

What a grab bag! Tidbits like the Cir-
cus Polka, with its homage to Schu-

bert, the Greeting Prelude for Pierre Mon-
teux's 80th birthday built on the familiar
tune, and the Scherzo a la Russe composed
for Paul Whiteman, as well as a mildly
iconoclastic treatment of our National An-
them, appear side by side with such rela-
tively hermetic pieces as the Agon ballet
and the set of variations composed in mem-
ory of Aldous Huxley. These are moderated
in a sense by the Concertino for Twelve In-
struments arranged from the 1920 string -
quartet original, the Scenes de Ballet com-
posed for a Billy Rose extravaganza, and
the tripartite Ode in memory of Natalie
Koussevitzky. Composition dates range
from 1920/52 (the Concertino) to 1965 (a
canon based, almost unrecognizably, on the
closing theme of The Firebird).

Michael Tilson Thomas definitely knows
his way in and around Stravinsky, and com-
pared with Robert Craft's readings in his
comprehensive Stravinsky survey for Mu-
sicMasters, Thomas allows a trifle more
give in terms of rhythmic tension. He and
the London Symphony players certainly
have a raucous good time with the lighter
pieces here, while the more substantial ones
come off with finesse and with a fine sense
of gesture, particularly the Scenes de Ballet.
I do object strenuously to the lack of cue
points for the fifteen dance movements of
Agon (Craft's recording has them all). The
Concertino is a delight, and the Kousse-
vitzky Ode has more tenderness and rever-
ent feeling than I have encountered in past
readings. The recording from EMI's Abbey
Road Studio One is bright and clear. D.H.

VERDI I Lombardi
Luciano Pavarotti (Oronte), June Anderson
(Giselda), Richard Leech (Arvino), Samuel

Ramey (Pagano), others; Metropolitan Opera
Chorus and Orchestra, James Levine cond.

(London 455 287. two CDs, 129 min)
* * *

The key to a successful performance of
early Verdi is to keep the energy level

high, and James Levine seems to have
enough energy these days to power a nucle-

ar submarine. He elicits such a fine perfor-
mance from the Metropolitan Opera chorus
and orchestra in this new recording of 1
Lombardi that you can almost forget how
mediocre the work is. Verdi composed it
immediately after Nabucco, his first big
success, and he shamelessly reapplied all
the formulas that had worked before, partic-
ularly the emphasis on the chorus, which is
virtually a major character in both operas.

Still, it's Verdi, and there are some bril-
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liant, colorful moments. The story is full of
blood and thunder, involving two feuding
brothers, Arvino and Pagano, who carry
their quarrel to the Holy Land, where they
join the First Crusade. Giselda, Arvino's
daughter, has been kidnapped by the tyrant
of Antioch, whose son, Oronte, is smitten
by her charms. Pagano and Oronte end up
dead, but not before the brothers are recon-
ciled, Oronte is converted to Christianity,
and the Crusaders prepare their final tri-
umphant assault on Jerusalem.

Levine has assembled a fine cast. The
role of Oronte is perfect for Luciano Pava-
rotti at this point in his career. He doesn't
come on till the second act, when he
launches into one beautiful aria after anoth-
er; he dies at the end of the third act, then
returns in the fourth, as a spirit, for an ex-
quisite number accompanied by harp and a
chorus of celestial spirits. Although his
voice has undeniably lost some of its flexi-
bility, the golden timbre remains, and
there's no other tenor now before the public
who communicates so passionately. Bass
Samuel Ramey is his usual fine devilish self
as the evil brother Pagano. Tenor Richard
Leech sounds a bit frayed and toneless as
Arvino, and soprano June Anderson makes
a pallid impression, perhaps appropriately,
as the long-suffering Giselda.
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We stock 106 Brands of Audio.
Video and Car Stereo. Only a few
stores in America can make this

statement and virtually all
of us are located in

towns adjacent to
hi -tech Universities.

-University of Kansas -

AUTHORIZED DEALER
(or

Floor Tower Speakers
Ctr Channel Speakers
Subwoofer Speakers
Bookshelf Speakers
Receivers / Audio

Video / TVs / VCRs
Projection TVs / DVD

CD Players / Changers
Laser Disc / Tape Decks

Home Theater Systems
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NOME THEATER DVD
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POAX AUDIO

2808 Cahill Road, P.O. Box 224
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1-800-826-0520

 ADS
 AMC
 ATLANTIC TECHNOLOGY
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 CARVER
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 HARMAN KARDON

 ,F/C
 KEF
 LEXICON

 MONSTER CABLE

430 State
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 NAKAMICHI

 NILES AUDIO
 PANAMAX
 POLK AUDIO

 PSB SPEAKERS
 SANUS SYSTEMS

 SUNFIRE

 SONY
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1-800-906 HI-FI (4434)

SAVE 40% ON HIGH -END home speakers, sub -
woofers, amplifiers. FREE CATALOG! RTRD,3023
E. Sangamon Ave., Springfield, IL 62702.
1-800-283-4644.
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1 -800 -TAPE WORLD or 1-800 245-6000
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TIM
JDP74
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SAX -90 1.99
SAX100 2.09
T120 EVIG 249

FUJI

HI 6 120 599
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JVC ST 120 5 79
CDRXG-74 6.99
cDR-D-74 1.89

TAPE WORLD 2 'mem sum ht taros MX see 122 0213
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WANTED TO BUY

McIntosh and Marantz tube type Ham; and
Tannoy, EV Patrician and Western Elechic speakers. Das.ka
1-800-356-4434.

CASH for USED AUDIO & VIDEO EQUIP. BUYING and SEWNG
by PHONE. CALL for HIGHEST QUOTE. (215) 886-1650 Ext. SR.
Since 1984. The Stereo Trading Outlet. 320 Old York Rood.
Jenkintown, PA 19046. WEB SITE Catalog www.tstocorn

LP's& CD's. BOUGHT & SOW: Classical, Rock, Jazz, Audiophile,
Etc. PRINCETON RECORD EXCHANGE, 20 Tulone St., Princeton,
NJ 08542. (609) 921-0881. http://vn.nv.prex.com

LASER VIDEO

WIDE SCREEN
MOVIESonLASERPIge

800-893-0390 215-721-8688
LASERTOWN VIDEO DISCS

50 SCHOOL HOUSE RD www.1 laserdisc.com
KULPSVILLE, PA 194.43 FREE CATALOG

EMPLOYMENT INFORMATION

SEARS IS SEEKING TV TECHS EXPERIENCED ON ALL MAJOR
BRAND IV's FOR FIELD REPAIR. SEND RESUME: 115 ALMA BLVD.,
MERRITT ISLAND, FL 32953. FAX: 407-456-5822. EOE DRUG FREE
WORKPLACE.

LOUDSPEAKERS

Read about the famous NEW -FOAM Repair
process In Stereo Review June 1998

Standard and Deluxe NEW -FOAM Kits

NEWFOAM
Satisfaction Guaranteed Se Habla Espanol
Speaker Repair 8c Replacement Parts

Worldwide Service Since 1979

1 -800 -NEW -FOAM = 1-800-487-2349
WORLDWIDE SPEAKER REPAIR, PARTS,
AND ACCESSORIES. Call us with your speaker
problems. VISA/MC/AMEX/DISC.
www.NEWFOAM.com
SAVE, factory direct prices on speaker systems, powered subs,
and kits. MENISCUS AUDIO, 1-800-536-3691,
menescusaiservnet

www.OhnISPel6tef "c°1"

Service, upgrades, nodes and new speakers. Factory direct
from Ohm Acoustics, 241 Tootle Place, Brooklyn NY 11205
(718) 783-1555; FAX (718) 857-2472; email
OhrnSpeaker@AOLcom

REPAIR FOAM ROT
YOURSELF!

 Save SOS with original kin
 Kits to lit any speaker -Advent. AR. JBL,

Bose. Infinity. EV, etc.
 Surrounds, adhesive & instructions
 MC/VISA/Discover-no CODs
 Call with make 8 model for best price
 Phone 24 hrs 704-697-9001

or Toll Free 800-747-3692
PO Box 1088  Flat Rock. NC 28731

STEPP
New technology Ribbon loudspeakers idea for both borne
theater and pure audio. Factory direct from Newform
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CALL TOLL FREE TODAY !

ROTTEN FOAM?
 Simply Speakers - Factory

Authorized Service - All Bands
JBL, Bose, Advent, Eel, CV, AR,
Infinity & Mote !

 Worldwide Service - Reconing
Reloaming.

 Huge selection of D.I.Y. Foam
Kits -We Ship Daily !

 Foam Rot Preventative Kits.

1 -888 -FOAM POT C-888-362-6768) SIMPLY SPEAKERS,
11203 49TH STREET N., CLEARWATER, FL 33762.
www.simply-speaken.com. WE CAN SOLVE YOU? SPEAKER
PROBLEMS. SATISFACTION GUARANTEED!! VISA/MC/DISC/
AMEX.

DVD

UP TO 20% OFF DVD's-Free Catalog. Premiere
Digital AN, Dept. SR, 51 Catlin Avenue, Rumford,
RI 02916. (401) 438-8377; 24hr fax
(401) 438-7216. MCNisa/Disc.

HOME THEATER

ED All BRANDS ELECTRONICS
SPEAKERS
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m=no order2save(gaol.com
r1:19 www.avhts.com allbrands

1 -888 -312 -SAVE
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ELATION PROCESSORS". UNBEATABLE PRICES!!! FREE
CATALOG!!! POU-VISION (717) 489-3292

CABLE TV

CD. ELECTRONICS IS NOW SEWNG CONVERTERS/EQUIPMENT
DIRECT TO THE PUBLIC AT WHOLESALE PRICES 30 -DAY TRIAL
QUANTITY DISCOUNTSI 1 -800 -842 -9670 -

CABLE IV CONVERTERS, DESCRAMBLERS. Great Price and
Quality Service. Satisfaction Guaranteed. EAGLE ELECTRON-
ICS INC: 1-800-259-1187. Viso/MC/Amex/Disc accepted.

CABLE TV CONVERTERS & DESCRAMBLERS. FREE 30 DAY TRIAL,
FREE ONE-YEAR WARRANTY, QUALITY EQUIPMENT. VISA/MC/
AMEX/COD. PC ELECTRONICS: 1-800-675-7125.

CABLE DESCRAMBLER/VIDEO OUTLET. 30 DAY

TRIAL -1 YEAR WARRANTY. ALL NEW EQUIP-
MENT. MOST CREDIT CARDS & C.O.D. CALL
NOW: 1-800-586-9920.

VISA MC AMEX C.O.D.

CABLE TV'
CONVERTERS & EQUIPMENT

 30 day money bac
guarantee

 Quantity discount
1 -year warranty
Dealers welcome!

TEKVIEW ELECTRONICI

(800)739-2253
lntera, cataloa:www.tekview.com

CALL 1(800) -72 -BOXES FOR UNBEATABLE
PRICES ON CABLE CONVERTERS & DE -
SCRAMBLERS. MONEY -BACK GUARANTEE. DEAL-

ERS WELCOME. VISA/MASTERCARD/DISCOVER/
C.O.D. QUALITY ENTERTAINMENT. WE WON'T BE

UNDERSOLD!!!

QUALITY CABLE TV EQUIPMENT: Includes War-
ranty, Technical Support, Money -Back Guaran-
tee. Quantity Discounts. J&D ELECTRONICS:
1-800-851-9085, 9:000m-7:OOpm EST.

ILP-TVTM
 Link your TV-Descrambler-Computer into one system.
 Experience the possibilities of surfing the NET using
your cabk box remote.

 Financing available.
 FREE cable TV decoder included with every purchase.

800-835-2330

CABLE DESCRAMBLER KIT. Only $14.95! See at premium and
pay -per -view channels. Why pay hundreds more? For more
information, call 1-800-752-1389.

FREE IV Cable catalog Products & Pricing on Revolutionary Full
Viewing Boxes with Dealership 800/676-6342.

CABLE T.V.
Converters & Equipment
Lowest prices guaranteed!

30- 311, Money Rack
Guarantee

1-y-ar warranty

oullo
PLEASL HAVE NAME &
MODEL NUMBER READY..

VISA, MC, C.O.D.
VEGA ELECTRONICS

(800 888-5585

DEALERS
WELCOME!

PANASONIC 2 -PIECE DIGITAL COMBO, $95. 10
LOT ON -Y. Q-TRONICS. WHOLESALE ONLY!!
888-228-8269.

FOR SALE

PLEASE NOTE:
A * AFTER A PRODUCT INDICATES

THE ADVERTISER IS AN AUTHO-

RIZED DEALER FOR THAT PRODUCT.

NEW WORLD AUDIO
WHOLESALE PRICES

STOP

PAYING
RETAIL

 ADS  DENON  MARANTZ
 A -PINE  HK  MB QUART
 ATL TECH.  INFINITY  NAD
 B&O  KENWOOD  NAK
 BOSE  KLIPSCH  NILES
 CARVER  MAK  ONKYO

 SONANCE
 SONY ES
 VELODYNE
 AND MORE

(800) 311-0392
PrLancts cLrbe w. tfl warriirty

or NWA warranty



FOR SALE FRIENDLY PEOPLE, EXPERT ADVICE, and THE LOWEST PRICES!

r
AUDIO XpressVISUAL

800-419-2323
Audio Borne Video
Receivers Speakers DVD
CD Players Subwoofers DSS
Mini Disc Center Channels VCR
Tape Decks Car Stereo Camcorders
Dat Recorders Car Amplifiers TV's
Mini Systems Radar Detectors Laser Discs

All Brands from A to Z and More
Audio X press Rragv/iernrr;d1M

We accept MC. Visa. Amex. Discover 8 COD 1-800-419-2323

WHOLESALE CONNECTION
To order call: 1-800-226-2800

www.wholesaleconnection.com41:12=2.
..111C

05662 CALL 0X882 CALL
00992 CALL

TECHNICS
SAAX710 CALL SAAX910 CALL
SHAC300...CALL

PIONEER
05X49 CALL VS00506 CALL
VSX59 CALL VSXD606 CALL
VSX79 CALL V500906 CALL

KENWOOD
1070VR CALL 1080YR CALL
1090VR CALL KRY9900 CALL

HARMAN/KAROON
AVR40 CALL AVR55 CALL
AVR75 CALL AVR65 CALL

ONKYO
TXSY535....CALL 1X001138 CALL
TXSV636....CALL TX05939 CALL

CARVER
HTF1880 CALL  AV705X CALL

421:122121
PIONEER

PDF79 CALL PDF906 CALL
PDF59 CALL PDF606 CALL

KENWOOD
107000 CALL 106000 CALL

ONKYO
05C330 CALL 05C530 CALL

HARMAN/KAROON
F L8300 CALL FLOOD CALL

TECHNICS
SLP0887....CALL SLMC400. CALL

SONY
CDPCX200...CALL COPCX250 CALL

IMME1=131
JVC TOW718. CALL

HARMAII/KARDON...0C520 CALL

PIONEER. cnv506 CALL

PIONEER CTV/616. CALL

TECHNICS....RSTR575 CALL

SONY TCWE605 CALL

SONY. TCV/E805. CALL

ONKYO. TARW909 CALL

PIONEER. ...00500 CALL

PIONEER ..........DVL700 CALL

TOSHIBA 502107 CALL

TOSHIBA. ..... ...003107 CALL

PANASONIC .0YDA100 CALL

PANASONIC......0V0A300 CALL

PIONEER LASER...CL00406 CALL

PIONEER LASER. CLD59 CALL

BMIEZ:=M18
ECI=13=1111.1

JVC
GRAX025 CALL GRA1920 CALL
CROVNI......CALL

PANASONIC
PVL657 CALL

P0E19710.....CALL

CANON
FUG° CALL ES6000 CALL
OPIUM. _CALL1=11.11,

SONY
0368 .......CALL D465 .CALL
DM805......CALL DE307C11 CALL

KENWOOD
DPC971. CALL

PANASONIC
SI.S651C CALL

NS XA.30 CALL
656072 CALL
14569170.CALL
1(01010 .CALL
XRAIT1013 CALL

051000 .CALL
60105 .CALL
MX0761 CALL

AIWA
IISTA5U
NSA/192
NSX16190
XRM 30A
20971

CALL
CALL
CALL
CALL
CALL

JVC
FS2000.....CALL
Extol _CALL

MASONIC
SCA1(20...CALL SCAK90_CALL

41:rri:=111/
Portable 0 Home Call

M7.112rTEEMEIMEtM,
Portable 8 Home Call

1111:13:11=7:!II
JBL

NLS610 ..CALL HLS810 CALL
HLS820 CALL E5C550 CALL
SCS115 LALL SCS120 CALL

INFINITY
602000 I CALL 51465 CALL
952000 2..CALL
RS2000 3..CALL
R52000 4..CALL 59115.. CALL
902000 .5. CALL SMI25... CALL
RS2000 6 CALL 59155 CALI
MINUETTE.CALL OUTRIGGER CALI

BIC
8504 CALL 05251 CALL
8601 CALL 062SI CALL
8802 .CALL AOAT TO CALL

BOSE
201 CALL 151116 CALL
301 CALL 100130 CALL

41.0=3:E=MMI
INFINITY BU1 CALL
INFINITY BU2 CALL
BIC . 810006 CALL
BIC ..............812000.......CALL
6ITX PS12 CALL
910 .P5I5 CALL
SONY . GAMIC, CALL
AIWA TSWIO CALL
AIWA TSW50 CALL

INFINITY

INFINITY
WC V52CLR ....CALL
BIC V62CLA ....CALL

IIECID=M1=1
PIONEER

KEHP414 ..CALL OEH58 CALL
KEHP515 CALL 0E1468 CALL
KEHP818 CALL DEH590H .CALL
COXIM629.CALL DEHP85 ....LAIL
COXFM1227CALL OEHP85 .......CALL
(10P5000. _CALL CO0P6266 ...CALL

PANASONIC
COUPG550..CALL CODPX95......CALL

SONY
CDXC460......CALL
CD3C660......CALL
NOXC570.....CALL

ARC450
0RC550 _CALL
COX505RF LALL
C06705 ..CALL

JVC
16501420_CALL KOGS720 ...CALL
6SR1520 .CALL KOGS920.....CPIL
KOMAISBRF.CALL KIMAK88 ..CALL

NE1119000
KRC703 CALL ADC6005 CALL
ARC903 CALL KDC7005 CALL
AOCC604 CAI l KOC8005 CALL4111===1/

BEL
9451 CALL 850STI CALL
11.55STI CALL

WHISTLER

UNICE N
LR06499. CALL
1902200... ALL40:1721===

SONY
00010410 ..CALL SPPM920 ...CALL
SPP55960..CALL

PANASONIC
10ECC902. CALL KATCC912 ..CALL
INITCC942..CALL
KRTC59711.CALL IGGCM940 CALL

TOSHIBA
610986 CALL 118006 CALL

Call for Brands & Models Not Listed
24 HR. Fax (516)564-9593 PO's Welcome
We accept MC Visa, Amex Discover COD We ship FEDEX
WHOLt5F1Lt CONNECTION 361 Charles St. West Hempstead. NY 11552

HOME THEATER SPECIALISTS

r
American Buyer's Club International

1-800-354-1324
130 Highway 33  Englishtown, NJ 07726

THX - AC -3 Consultants
For info & customer

service call
732-780-6600

Fax orders
732-294-7480
VISIT OUR UEBSITE

WWW.STEREOABC.COM
I -- -amErarazmo r- --13230331EN1

YAMAHA
RX-V992 AC -3 749

RX-V2092 CALL
HARMAN/KARDON

AVR85 CALL
AVR25 MK II 439

DENON
AVR2600 CALL
AVR3200 AC -3
AVR5600 THX

PIONEER
VSX-D906 899
VSX-D606 CALL

1----IMERZUZEM
CINEPRO

3K6 CALL
NAD

216THX AMP

PARASOUND
MP- 1000 PRO -LOGIC
HCA 1206 AMP

ADCOM
GTP 600 PRE AMP
GFA7000 AMP

KEF
Q70 CALL
MODEL THREE CALL

PSB
STRATUS GOLD CALL
STRATUS MINI NEW

WHARFDALE
DIAMOND 7.2 CALL

ATLANTIC
TECHNOLOGY

350.1 THX
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COREY GREENBERG

Dipolar Disorder
I JUST FINISHED a tour of speaking en-
gagements at specialty audio dealers
around the country, and at every single
stop someone asked me whether it was
better to use regular or dipole -type speak-
ers for the surround channels of a home
theater. And every time I gave my answer,
I got the same response: "So why don't
the magazines tell us this kind of stuff'?"

I wanted so badly to expose the con-
spiracy of silence between audio/video
magazines, the Cubans, and the Masons,
to just get it all off my tortured chest after
all the lies and deception, but there was
always a dark stranger standing at the
back of the room - a Cuban, drinking
iced tea out of a Mason jar - shaking his
head so slightly that a casual observer
wouldn't notice any motion at all. But
now that the tour is over and I'm no
longer being tailed. I can finally tell why I
prefer the sound of a matched quintet of
loudspeakers - the same speakers in all
five positions around the listener - to
systems using dipole -type surrounds.

Dipole surrounds - speakers with
drivers on both sides of the cabinet, with
the rearward -firing drivers hooked up out
of phase - are great if you want your
system to synthesize a spacious, envelop-
ing cloud of ambience. I say "synthesize"
because that's what dipole surrounds do:
they take a mono (in Dolby Pro Logic
playback) or stereo (in Dolby Digital) au-
dio signal and spray it in every direction
hut directly toward the listener, so that it
bounces off the walls and winds up
sounding as if it comes from a multiple
array of random, spread -around speakers
rather than from a single pair hanging on
the walls to the sides of the couch.

Dipoles came into prominence in the
early days of home theater, when the au-
dio industry needed something to "big-
gen-up" the sound of Dolby Pro Logic's
mono, limited -bandwidth surround chan-
nel. Using dipole surrounds is a very ef-
fective way to create a big, amorphous
cloud of ambience all around the listener
- even the stereo, full -bandwidth sur-
round channels of today's Dolby Digital
soundtracks sound bigger, more like a
movie theater, when played over dipole
surround speakers. It's a very distinctive
effect and one that many people have
come to expect from a good home theater.

Except me. I've listened to a lot of
dipoles, lived with 'em, reviewed 'ern,
even helped friends pick 'em out and in-
stall 'em. I used dipoles in my first home -
theater system, a pair of NHT HDP-1 sur-
round speakers, along with a trio of
NHT's SuperZero minispeakers for the
front channels and its SW2P subwoofer.
But one day, while I was getting ready to
use my system for a comparison review
of surround processors, I decided to listen
to the same ambience -rich movie sound-
track, Apocalypse Now on laserdisc, first
with dipole surrounds, and then with an-
other pair of SuperZeroes located in the
same positions (up on the side walls, di-
rectly to either side of my couch).

The difference was dramatic, and clear-
ly in favor of the conventional speakers.
While the dipoles delivered a more ex -

most part inaudible when I made the
same comparisons with the dipoles back
in the system. As a reviewer, I need to
hear exactly what's going on in the sound
of my reference system. If there's infor-
mation to be heard, no matter how deeply
buried in a soundtrack or musical mix, I
want to hear it. To my ears, dipoles en-
large the sound at the expense of sur-
round -channel clarity. If you use dipoles
and happen to have an extra pair of con-
ventional speakers on hand, and don't
mind recalibrating the speaker levels, you
might find it both enlightening and re-
warding to listen to a favorite movie
soundtrack in your home theater first with
your current dipoles, and then with con-
ventional speakers used for the surrounds.
Be prepared to give up some of that puffy
cloud in the back of the room. Be pre-
pared to hear things in the surround chan-
nels you've never heard before, even from
favorite discs and tapes.

Is the matched -quintet -of -speakers sound
for everyone? No - there will always be

While dipole surround speakers
deliver a more expansive sense of ambience,
without them I hear more detail.

pansive sense of ambience, without them
I heard much more detail in the surround
channel than I'd ever heard with the
dipoles in place - there were layers of
jungle sounds, insects, and far -away ar-
tillery fire that I'd never heard before.
Even more important, using identical
speakers for the front and surround chan-
nels gave the system a much greater sense
of image coherence between the speakers,
with a seamlessness to the circle of sound
that was in stark contrast to the "clear
imaging in the front of the room, phasey
blob in the back" that my system had
with the dipole surrounds hooked up. Af-
ter going back and forth a few times, I de-
cided to retire the dipoles permanently
and upgrade to matched speakers. I've
never felt the desire to go back to dipoles.

My decision was validated when I be-
gan to compare those surround proces-
sors. Using the SuperZeroes for sur-
rounds let me easily (almost too easily)
hear differences in surround -channel de-
coding quality among the various proc-
essors - differences that were for the

listeners whose main objective for home
theater is for it to sound like a big movie
theater, and the plain truth of the matter is
that dipoles do this better than conven-
tional speakers. If you love the kind of
sound where the rear speakers "disap-
pear" into a hazy, phasey mirage of ambi-
ence, then dipoles are your best bet.

But if you want sound that wraps
around the room with greater focus and
coherence, sound that's just as clear and
transparent in the back of the room as it is
from the main speakers - sound that's so
three-dimensional it amounts to audio vir-
tual reality rather than merely synthesiz-
ing a movie theater - then you'll achieve
the highest performance by using the
same speakers on the sides or rear of the
room as you do up front. And with DVD-
Audio and 5.1 -channel music poised on
the edge of the audio horizon, a system
using matched speakers all around the
room will clearly be the best way to
achieve the most accurate, thrilling, and
lifelike reproduction from the next gener-
ation of music recordings.
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SURGEON GENERAL'S WARNING: Smok ng

By Pregnant Women May Result n Fetal

Injury, Premature Birth, And Low Birth Weight.

11 mg. "tar, 0.9 mg nicotine av per cigarette by FTC ,oc.


