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The f20du,-~ MASTER 
1962 (26th) Edition 

FOREWORD 

The f!oditJ-~ MASTER (formerly RADIO'S MASTER®) is the Official Buying 
Guide and Re-ference Book for radio-tv-electronic parts and equipment sold by 
distributors. 

IMPORTANT 
While most distributors maintain a large and varied 
stock, they do not represent that they necessarily stock 
all manufacturers' products cataloged in this MASTER. 

Prices are furnished for information only - they are not offered as quotations. 

WHERE LIST PRICES ARE SHOWN, TRADE DISCOUNTS APPLY IN MOST CASES ... 
PHONE OR WRITE YOUR DISTRIBUTOR FOR LATEST PRICES AND DELIVERY. 

Participating manufacturers reserve the right to make mechanical changes in 
specifications, to change prices or withdraw items without notice. 

Every precaution is taken to insure accuracy in the preparation of these catalog pages 
and indexes. The publishers cannot guarantee against the possibility of error or 
omission, nor can they be held responsible for price changes or withdrawal of items 
during or after publication. 

When ordering, please mention The MASTER, 26th EDITION, also page number on 
which the item appears and specific catalog or code number, if any. This will help to 
expedite the filling of your order and lessen the chance of error. 

Copyright 1961 

United Catalog Publishers, Inc. 

No part of this book may be reproduced 
without express permission of the publishers. 

Library of Congress Catalog Card No. 39-15586 

PRINTED IN U.S.A. 



THE RADIO-ELECTRONIC MASTER 

GUIDE TO 
P-RODUCT SECTIONS 

As publishers of The Radio-Electronic MASTER, we take great pride in the fact that this publication has reflected the 
changes and growth of the electronic industry for more than 25 years. 

" The 31 Product Sections listed below broadly categorize related electronic products and services so that you can 
Quickly compare similar items within the sections. However, to locate specific products within the catalog pages, 
always refer to the General Index. NOTE: Manufacturers' pages are' arranged alphabetically within each section. 

Sec. 1200 Antennas & Accessories 
Pages 23 thru 60 

Sec. 2900 Instruments (Electrical Measuring & 
Pages 861 thru 953 Test) 

Sec. 1300 Audio: High- Fidelity Tuners, Amplifiers, 
Pages 61 thru 116 Sound Systems, Intercoms, Kits 

Sec. 3100 Insulators, Insulating Material & Parts 
Pages 954 thru 958 

Sec. 1320 Audio: Speakers & Systems, Enclos-
ures, Microphones, Headphones, Ac-

Pages 117 thru 183 cessories 

Sec. 3400 Microwave Radar Equipment, Compo-
Page 959 nents & Accessories 

Sec. 1340 Audio: Recording & Playback Equip-
Pages 184 thru 231 ment, Accessories 

Sec. 3500 Motors, Rotating Components, 
Pages 961 thru 963 Accessories 

Sec. 1400 Cabinets, Chassis, Racks, Boxes, etc. 
Pages 232 thru 309 

Sec. 3700 Photoelectric Equipment & 
Pages 964 thril 967 Components 

Sec. 1500 Capacitors (All Types), Circuits 
Pages 311 thru 595 

Sec. 3900 Pilot & Signal lamps, lights & 
Pages 968 thru 983 Accessories 

Sec. 1600 Chemicals (Acids, Coatings, Paints, 
Pages 596 thru 609 Varnishes, lubricants, etc.) 

Sec. 4000 Power Supplies, Converters, Inverters, 
Pages 984 thru 1039 Vibrators, Batteries, Flashlights, etc. 

Sec. 1700 Ci rcuits (Encapsulated, Embedded, 
Page 611 Printed, Plug-In) 

Sec. 4200 Publications (Textbooks, Reference 
Pages 1040 thru 1050 Handbooks, etc.) 

Sec. 1800 Coils (Inductors, Toroids), Assemblies, 
Pages 612 thru 626 Forms 

Sec. 4500 Relays, Solenoids 
Pages 1051 thru 1083 

Sec. 1900 Communications Equipment (Broad-
Pages 627 thru 680 cast, Television, Amateur, Facsimile) 

Sec. 2100 Connectors (Plugs, Jacks, Receptacles, 

Sec. 4700 Resistors (All Types) Controls 
Pages 1084 thru 1178 

Sec. 4800 Semiconductors (Diodes, Transistors), 
Semiconductor Devices, Rectifiers 

Pages 681 thru 778 Sockets, Clips) Pages 1179 thru 1195 (Non Tube Types) 

Sec. 2200 Controls, Control Components Sec. 5100 Switches, Circuit Breakers; Fuses, 
Page 779 & Systems Pages 1196 thru 1258 Counters, Motors 

Sec. 2300 Crystals, Equipment & Accessories 
Pages 780 thru 783 

Sec. 5400 Tools (Hand & Power), Supplies 
Pages 1259 thru 1323 

Sec. 2400 Dials, Knobs, Handles, Panel 
Pages 784 thru 795 Components ; 

Sec. 5600 Transformers, Chokes, Reactors, etc. 
Pages 1324 thru 1457 

Sec. 2600 Fans & Blowers; Air Conditioners; Sec. 5700 Tubes, Tube Parts, Shields, Inserts, 
Pages 796, 797 Environmental Chambers Pages 1458 thru 1488 etc. 

Sec. 2800 Hardware (Bolts, Nuts, Screws, Wash-
Pages 798 thru 860 ers, Terminals, Terminal Boards, etc.) 

Sec. 6000 Wire, Cable, Harnesses, etc. 
Pages 1490 thru 1598 
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GENERAL INDEX 

A Page 

ADC PRODUCTS, Div. Magnetic Controls Co. 
Plugs, Jacks, Jack Panels ....•..............................................•...... 681-683 
Transformers, Inductors, Coils .................•.......................... 1324·1330 

ATR ELECTRONICS, INC. . 
Car, Truck, Table Radios; TV Chassis ...................................... 627-631 
Vibrators, Power Sources ..............•.•...................... _ ................ 984-991 

ACCURATE INSTRUMENT CO ................................................................. 861 
ACME ELECTRIC CORP •.......................................................................... 992 
ACOUSTONE Div. Newcastle Fabrics Corp ........................................... 117 
Acoustone Grille Cloth .......................................................................... 11 i 
Acrylic Sprays (See Insulating Compounds, Lacquer) 
ACTION SYSTEMS CO ..................•.......................................................... 61 
Actuators ...................................................................................... 1235, 1244 
Adapters (See Connectors, Plugs, Sockets, Etc.) 
Adapters, R,cord (45 RPM) ............................................................ 190, 223 
Adhesives .................................................................................... · .... 599, 606 
Adjust-A-Cone Speakers .............................................................. 154, 155 
Adjust-A-Volt Variable Transformers ...................................... 1036, 1037 
ADVANCE RELAYS, Electronics Div. Elgin National Watch Co ......... 1051 
AERO INSTRUMENT CO .....................•...........•....................................... 862 
AEROVOX CORP. 

Capacitors, Filters, Printed Circuits ........................................ 311-353 
Resistors .............................................................................. 1084, 1085 

Aids, Hearing (See Hearing Aids) 
Airdux Airwound Coils ...............•.......................................•................ 614 
Aircraft Comm. Systems (See Comm. System Aircraft) 
Aircraft Receivers (See Receivers, Aircraft) 
AKRO-MILS, INC ............................................................................. 232, 233 
Alarm Systems ...................................................... 62,64,68,147,966.967 

A/cab Cabinets .........................................•............................................ 250 

ALCO ELECTRONIC PRODUCTS INC. 
Test Equipment. Panel Meters ........................................................ 863 
Toggle Switches-Microminiature .............................................. 1196 

ALLIANCE MANUFACTURING CO. INC. 
Phono Motors .......................................................................... 184. 185 
Rotators. Antenna ......................................•..................................... 23 

ALPHA .WIRE CORP ..................................................................... 1490-1502 

ALlEC LANSING CORP. Peerless Div ....................................... 1402.1403 

Amateur Equipment (See Receivers, Transmitters. Antennas, Etc.) 

American Beauty Soldering Irons ...•..........................•....................... 1259 

AMERICAN COMMUNICATIONS CORP •.......•.................................... 62-73 

AMERICAN ELECTRICAL HEATER CO ............•.................................... 1259 

AMERICAN RADIO RELAY LEAGUE (ARRL) .......................................... 1040 
AMERICAN TELEVISION & RADIO CO. (See ATR) 

Ammeters (See Meters. Ammeter) 

AMPEREX ELECTRONIC CORP. 
Semiconductors .................................................................... 1180. 1181 
Tubes-Industrial & Special Purpose .................................. 1458. 1459 

AMPERITE CO.. INC. 
Ballast Tubes. Regulators .................................................... 1460. 1461 
Thermostatic Delay Relays .................................................. 1052. 1053 

Amplifiers 
A-F Systems ........................................... .40. 61 to 116 (Sec. 1300). 195 
Antenna .................•...............•....................•...••.... 35. 38. 632-634, 636 
Control .................................•.........••..................••...••........ 38. 966, 967 
Distribution ............•................•....••••........ 35. 39. 99-102. 632-634. 636 
High Fidelity ...... ; ......................... 61 to 116 (Sec. 1300). 92. 109. 1369 
Industrial & School Systems ........ 74.77,78.103,107-109,632.633 
Integrating ...................................................................................... 106 
Line .............................................................................. ; ................... 636 
Linear ........................................................................................ 340. 642 
Magnetic ............................ 1022.1365,1366.1374. 1425. 1448. 1452 
Master Antenna (See Amplifiers. Distribution) 
Microwave .......................................................................... 99.100-102 
Mobile .......................................................................... 78, 88,108.109 
Null ................................•...................•...•.•.........•................... 879. 1365 

< 
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Phono·Top .................................................................... 95, 99.100-102 
Photocell ......................................•........................................... 966.967' 
Portable .............................................................................. 75, 98. 102 
Power ........................................ 74.75.82. 83. 91. 92. 95. 98-102.109 
Public Address ................ 74.75.77.78.87.88.95.98-102.108.109 
Radar (See Amplifier. Microwave) 
Recording .............................•..................................... .75.77. 199.212 
R-F ...................................................................................................... 40 
Servo ...............................•.............................................................. 1365 
Single Sideband .............................................................................. 670 
Stereophonic ........................ 81-83.91,92,98-102.106. 116. 195.878 
Sweep .............................................................................................. 671 
Transistor ............................................................ 88. 611. 633, 634. 636 
Video ............................................................................ : ........... 38. 340 
VSWR (See Amplifier. Microwave) 
Wideband .................................................................................... 38. 39 

AMPROBE INSTRUMENT CORP •..................•.....................................•... 865 

Analyzers 
Capacitor ................................................•................................. 870. 937 
Circuit ..........................................•...............•........... 891. 918, 919. 930 
Crystal .........................................•..............................•..................... 918 
Interference ..........................•......................................................... 328 
Transistor ........•.....................•.........•....................... 890.891.918.943 

Antenna 'Coils (See Coils. Antenna) 

Antenna Couplers (See Couplers. Antenna) 

Antenna Dummy Loads (See Dummy Loads) 

Antenna Filters (See Filters, Antenna) 

Antenna Housings (See Housings. Antenna) 

Antenna Insulators (See Insulators. Antenna) 

Antenna Position Indicator (See Indicators. Antenna Position) 

ANTENNA SPECIALISTS CO ............................................................... 24.25 

Antennas 
Airborne & Accessories ...................................................... 36. 52, 638 
All Wave ......••..........................•.....................•............................. 48.49 
Amateur ............................ 24-26.28,30.46-49. 50-52. 57. 59. 60. 638 
Auto ...................••............................. 24, 25, 52. 58. 59. 627. 628. 630 
Citizens Band .....•............................ 24-26.29,46-52. 57.60.638.639 
Direction Finding ........................................................................ 44. 46 
Dummy Load ..............................••.•............................................ 59.918 
Erection Accessories .................•...... 29.32-34.45.47.54.55.59.638 
Ferrite Core ...................................••..•...••...•..................................... 621 
Ground Plane ............................. 25, 26, 28-31, 46. 47.52.53,59.639 
Indoor. F-M and TV ................•....................•.... 33. 35. 192. 216. 1596 
Marine ...............•...............................................•.. 24.26,47.50.52.60 
Master Community .......................................................... 36.56.62.65 
Microwave .................................................................................... :.959 
Mobile ........................................................ 24-26.29-31.46-52.59.60 
Outdoor. F-M and TV ..............••...........•.........•.... 30, 33. 53. 56, 57. 59 
Parabolic ............................................................................................ 53 
Railroad ... : .......................................................................................... 52 
Rotary Beam ........................................................................... 44-49.53 
Rotators (See Rotators) 
Satellite .•.................................................................•.......................... 57 
Telemetry. Tracking .......................................................................... 53 
Telescopic .............................................................................. 28.31.51 
Towers and Supports ...........•......•... 24.26.31-34.43.54.55.69. 63B 
Transmitting ................................•.....••.••... 24. 25. 31. 46-49. 53. 57, 5~ 
VHF. UHF .......................................... " ............. 26.28.33.46-51. 53, 5~ 

)).ntistatic Compounds (See Compounds, Antistatic) 
ARCO ELECTRONICS, INC. (Elmenco) 

Capacitors (Arcolytic & Elmenco) ............................................ 355-387 
Fused Plugs .................................................................................... 1191 
Transformers (H.S.T.) ........• : .......•.•....••.••....•.......................... 1331-133~ 

Arcolyiic Electrolytic Capacitors .................................................... 375-38! 

ARGONNE ELECTRONICS MFG. CO ..................................................... 1341 

ARGOS PRODUCTS CO •• INC •.......•. ; ...................................................... 12~ 

Index Page 
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Page 

Arms, Phono, Transcription .................... 204, 205, 211,220,224,227,679 
Arresters, Electrical Surge ...................................................................... 624 
Arresters, lightning .... : ................................................................... 32, 1592 
ARRL (See Amer. Radio Relay League) 
ASSOCIATED SPECIALTIES CO ............................................................... 993 
ASTATIC CORP ....................................................................... _ ...... 120-121 
ASTRON CORP ................................................................................. 388-407 
ATLAS SOUND CORP ....................................................................... 123-129 
Attenuators 

A-F ...................................................................... 924, 1132, 1133, 1258 
Coaxial ................................................................................ 39-42, 1258 
Decade ............................................................................................ 924 
Fixed ................................................................................................ 908 
Impedance Matching .................................................................... 1089 
Microwave ........................................................................................ 959 
R-F ................................................................................ 39-42, 635, 1132 

AUDIO DEVICES, INC ..................................................................... 187-189 
Audio Equipment (See Amplifiers, Microphones, Speakers, Etc.) 
Aud:odiscs Recording Discs .................................................................. 187 
A,udiopoint Sty] i .................................................................................... 187 
Audiotape R~cording Tape ............................................................ 188, 189 
AUDIOTEX Div. GC Textron, Inc ................................................... 190-194 
Auto Equipment (See Antennas, Receivers, Etc.) 
Autotransformers (See Transformers, Autotransformer) 
AUTOTRON, INC ..................................................................................... 964 

B, 

Baffles, Acoustic Materials (See Materials, Acoustic) 
Baffles, Speaker (See Enclosures, Speaker, Cabinet) 
Baluns ............................................................................ 614,619,670, 1596 
BARCO, INC ............................................................................................ .408 
Bases, Antenna ...................................... 31-33, 44-47, 50, 51,54,55,58,59 
Batteries 

Dry, Flashlight, Etc ......... 994-997, 1002-1005, 1014, 1015, 1017, 1018 
Mercury ........................................................................ 994, 1008, 1018 
Nickel-Cadmium .................................................................... 995, 1002 
Photo Flash .................................................................. 997, 1003-1005 
Solar ............................................................................................... 1189 
Transistor ............................................ 994-996, 1003-1005, 1014, 1081 

Battery Charger (See Chargers, Battery) 
Battery Clips (See Holders, Battery) 
Battery Eliminators (See Eliminators, Battery) 
Battery Holders (See Holders, Battery) 
Battery Plugs (See Plugs) 
Battery Testers (See Testers, Battery) 
Beads, Insulation (See Insulation Parts) 
Bearings ............................................................................ 27, 657, 751, 8JO 
BEEDE ELEC. INSTR. CO., INC ......................................................... 866, 867 
BELDEN MANUFACTURING CO ... ; ............................................. 1503-1531 
Bells and Buzzers ........................................................ 668, 755, 1060, 1081 
Belts .............................................................................. 228, 790, 795, 1277 
Belts, Dial (See Cords, Dial & Cable) 
Benches, Tables-Lab, Service, Etc ....................................................... 285 
Bezels ...................................................................... 671, 675, 830, 835, 836 
Bi-Coupled Audio Output System ........................................................ 94 
Binders, Liquid ........................................................................................ 606 
Binding Posts (See Posts, Binding) 
BIRNBACH RADIO ~O., INC. 

Electronic Hardware ................................................................ 798-813 
Switches ................................................................................ 1198-1201 
Wire, Cable, Tubing .......................................................... · .. 1532-1558 

Bins .................................................................................................. 232, 233 
BLiLEY ELECTRIC CO .............................................................................. .780 
BLONDER-TONGUE LABS., INC ....................................................... 632-636 
Blowers & Fans-Accessories ................................................ 238, 796, 797 
310wn Fuse Indicators (See Indicators, Blown Fuse) 
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Page 

BLUM & CO., INC., JULIUS .................................................................... 954 
. Boards, Plug-In ........................................................................ 777,778, 846 
Board.s, Terminal ............................ 672, 676, 682, 710, 758, 764-767, 773, 

815-818,839,841,849,851 
BOGEN-PRESTO 

Amplifiers, P.A. Equipment, Intercoms ...................................... 74-80 
Tape Recorders, Systems .............................................................. 206 

BOKER & CO., INC., H. In-Dus-Tronic Div ................................. 1261-1264 
Bolts .............................................................................................. 860, 1592 
Bonding Jumpers (See Jumpers, Bonding) 
Books (See Technical Books) 
Boosters, TV ........................................................ ; ................. 35-39, 632, 633 
Boxes, Decade (See Decades, Boxes and Standards) 
Boxes 

Junction .............................................................. 36, 94, 171, 241, 638 
Metal, Plastic or Waterproof .......................... 232 to 309 (Sec. 1400), 

Wall Plates (See Wall Plates, Boxes) 
Brackets 

825,826,1274 

Antenna .................................................................. 32, 33, 54, 55, 638 
Hardware .............. : ............... 32, 54, 55, 244, 252, 262, 277, 471, 663, 

813,840,849,851 
Mounting .................... 32, 33, 54, 55, 232 to 309 (Sec. 1400),350,471, 

644, 8i3, 815, 826, 840, 988,1010,1227 
BRADY CO., W. H ............................................................................... 1559 
Braid, Copper Shielding .............................................................. 1535, 1570 
Brazing Flux (See Flux, Brazing) 
Breadboard Kits (See Kits, Breadboard) 
Breakdown Testers (See Testers, Insulation Breakdown) 
Breabrs, Circuit (See Switches, Circuit Breaker) 
Bridges 

Antenna ............................................................................................ 670 
Capacitance .................................................... 474,870,878,881,911 
Impedance ...................................................................................... 881 
Inductance ................................................................................ 879, 881 
Kelvin .............................................................................................. 860 
Resistance ................................................................ 474, 878, 895, 911 
Silicon Cell .................................................................................... 1187 
Wheatstone ...................................................................................... 895 

Brighteners, TV Tube ..................................................................... 624,1011 
8RITISH INDUSTRIES 

Amplifiers, Record Changers, Speakers ........................................ 195 
Solder; Tubes ................................................................................ 1260 

BUD RADIO, INC ............................................................................. 234-241 
Bulbs (See Lamps) 
Bulplate Printed Circuits ................................................ ; ............... 590-592 

Bumper Feet .................................................................................... 752, 826 

BURGESS BATTERY CO. 
Magnetic Tape ............................................................................... :·196 
8atteries, Flash lights .............................................................. 994-997 

BURTON-ROGERS CO. (Hoyt) .......................................................... 868, 869 
Bus Bar & Systems ............................................................ 1535, 1570, 1595 

Bushings, Plastic Metal ........................ 613,752,756,809,810,828,840, 
849,1088,1100,1135 

BUSSMAN MFG. . ......................................................................... 1203-1209 

Buzzers (See Bells & Buzzers) 

c 
Cabinets & Accessories, Metal ........................ 103, 232 to 309 (Sec. 1400) 

Cabinets 
Plastic .............................................................................................. 246 
Speaker (See Enclosures, Speaker, Cabinet) 
Wood ......................................................................................... 83, 122 

Cable (Also See Wire) ............................ 31, 70, 724, 725, 768, 959,1255, 
1490 to 1598 (Sec. 6000) 
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Cable 
Assemblies .................. 119, 194,988, 1256, 1490 to 1598 (Sec. 6000) 
Clamps & Clips .......................... 32, 33, 719, 750, 752, 810, 816, 819, 

825, 1224, 1490 to 1598 (Sec. 6000) 
Coaxial ............................ 31, 70, 644, 724, 725, 768, 954, 1545, 1560, 

1561,1564,1579,1594,1595 
Dial (See Cords, Dial Cords & Cables) 
Flat Ribbon (See Wire, Flat, Insulated) 
Heater ............................................................................................ 1571 
Hi-Fi Interconnecting ............................................ 194, 724, 725, 768, 

1490 to 1598 (Sec. 6000) 
Insulated .......................... 70, 724, 725, 768, 1490 to 1598 (Sec. 6000) 
Intercom ........................................................ 1490 to 1598 (Sec. 6000) 
Juke Box .............................................................................. 1551, 1561 
low Capacitance ............................................ 1490 to 1598 (Sec. 6000) 
Microphone .......... 70, 119, 167, 1255, 1256, 1493, 1507, 1508, 1515, 

1543,1544,1546,1549,1561,1567,1587,1589,1595 
Multiconductor .............................................. 1490 to 1598 (Sec. 6000) 
Patch (See Cords, Patch) 
Retractor ......................................................................................... .753 
Rotator, TV-FM ........... ; .................................... 1552, 1565, 1588, 1595 
Shielded ......................... .70, 194, 724, 725, 1490 to 1598 (Sec. 6000) 
Solid Dielectric ............................ 1507, 1508, 1560, 1561, 1565, 1579 
Speaker .......................................................... 1490 to 1598 (Sec. 6000) 
Stereo ............................................ 724, 725, 1490 to 1598 (Sec. 6000) 
TV Camera .......................................................................... 1509, 1560 
Telephone .............................................. 1508, 1514, 1515, 1544, 1566 
Transmission Line ........ 36, 1494, 1509, 1510,1515,1516,1518,1521 

1544-1547,1560,1564-1566,1579-1581, 
1583-1586, 1590-1592, 1594, 1595 

UHF ............................................................ 36, 1560, 1565, 1590, 1594 
Caddy Carringcases ................................................................................ 122 
CAIG LABORATORIES, INC ................................................................... 596 
Calibration Console's .............................................................................. 929 
Calibrators 

Crystal .............................................................................................. 644 
Meter (See Testers, Meter) 
Sweep .............................................................................................. 876 
Voltage ............................................................................................ 876 

CALIFORNIA CHASSIS CO ...... , ...................................................... 242-245 
Calling Systems (See Intercommunications Systems) 
CALVERT ELECTRONICS, INC. 1462 
Cambion Coil Forms .............................................................. 612, 613, 815 
CAM BLOCK CORP ................................................................................. 820 
Cambric, Varnished (See Insulation Materials) 
CAMBRIDGE THERMIONIC CORP. 

Coils, Hardware ...................................................................... 612, 613 
Terminals, Hardware .............................................................. 814, 815 

CAMPRO PRODUCTS, INC ..................................................................... 246 
Cannon-Ball Headsets .......................................................................... 132 
CANNON CO., C. F ................................................................................. 132 
CANNON ELECTRIC CO ................................................................. 684-695 
Cans ............................................................ 214, 253, 254, 674',1396,1596 
Cap and Shield, Connector ............................................................ 698, 977 
Cap, Grid, Plate (See Clips & Caps, Grid, Plate) 
Cap, Light Shield .................................................................... 681,972-975 
Capacitance Comparators, (See Comparators, Capacitance) 
Capacitor Analyzers (See Analyzers, Capacitor) 
Capacitor leakage Indicators (See Indicators, Capacitor leakage) 
Capacitor Tester (See Testers, Capacitor) 
Capacitors, Fixed 

Bathtub .................................................... 31 0 to 595 (Sec. 1500), 1111 
Button ...................................................................................... 410,532 
Ceramic .............................................................. 310 to 595 (Sec. 1500) 
Decade .................................................................... 353, 870, 883,894 
Disc .................................................................... 310 to 595 (Sec. 1500) 
Doorknob ........................................................................................ 589 
Electrolytic, All Types .................... 310 to 595 (Sec. 1500), 1039, 1387 
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Energy Storage ................................ 321,323,329,412,413,555,556 
Feed-Through Stand-Off ........ 327, 345, 370, 411,495,512,546,585 
Film .................................................................... 310 to 595 (Sec. 1500) 
Glass ............................................................................... .413; 446,511 
High Capacitance, low Voltage ............ 310 to 595 (Sec. 1500), 1039 
High Temperature .............................................. 310 to 595 (Sec. 1500) 
High Voltage ............................................ 310 to 595 (Sec. 1500),673 
laboratory Standard ............................................................. .413, 414 
Metal Clad ........................................................ 310 to 595 (Sec. 1500) 
Mica .................................................................... 310 to 595 (Sec. 1500) 
Mil Type ............................................................ 310 to 595 (Sec. 1500) 
Miniature and Subminiature .................... 310 to 595 (Sec. 1500), 674 
Motor Run ........................................................................ 494, 537, 538 
Motor Starting ........................................ 384, 385, 461,494, 522, 523 
Mylar ........................................................ 310 to 595 (Sec. 1500), 1111 
Mylar, Metallized ............................................ 403, 451, 469, 470, 509 
Oil Filled ............................................................ 310 to 595 (Sec. 1500) 
Oil Impregnated ...................................... 310 to 595 (Sec. 1500), 1111 
Paper ........................................................ 310 to 595 (Sec. 1500),1111 
Paper, Metallized .............................................. 310 to 595 (Sec. 1500) 
Photoflash (See Capacitors, Energy Storage) 
Plastic Molded, Tubular .................................... 310 to 595 (Sec. 1500) 
Polystyrene ........................................................ 310 to 595 (Sec. 1500) 
Porcelain, Enamel ....................................... : ............................ 350,595 
Power Factor .................................................................................... 537 
Precision ............................................................ 310 to 595 (Sec. 1500) 
Printed·Circuit .................................................... 310 to 595 (Sec. 1500) 
Screw Base .............................................................. 514, 535,573,584 
Silicone-Filled .......................................................................... 413, 414 
Silvered Mica .................................. 435, 476, 479,525,527,528,532 
Tantalum .................. 323, 392, 462, 481, 496-498, 500, 501, 540-548 
Teflon .............................................................................. 412, 450, 538 
Television .......................................................... 310 to 595 (Sec. 1500) 
Temperature Compensated .................... 342, 343, 347, 370, 407, 411, 

442-445,495,587,588 
Transmitting, Industrial .................................... 310 to 595 (Sec. 1500) 
Tubular ................................................................ 310 to 595 (Sec. 1500) 
Vacuum ............................................................................................ 487 
Vibrator, Buffer ............................................ 325, 327, 346, 588,1009 

Capacitors, Variable 
Air .................................... 482-485, 620, 621, 648, 650, 651 ,673,674 
Ceramic .............................. ~ ............................................. 370, 495, 650 
Glass ............................................................................................... .44S 
Mica .......................................................................... 367, 368, 371, 374 
Neutralizing .................................................................... 482, 650, 673 
Padder .............................................................. 367, 371, 374, 620, 673 
Piston ................................................................................................ 44~ 
Silicon .............................................................................. 482, 483, 48! 
Trimmer, All Types ................ 367, 368, 370, 374, 410, 448, 482-485 

495,673,674 
Tuning, Receiver ............................................. .482-485, 620, 621,651 
Tuning, Transmitter .................. 410, 482-485, 648, 649, 651, 673, 67. 
Vacuum ........................................................................................... .48/ 

CAPPS & CO., INC ................................................................................. 19i 
Ca,dmatic Tube Testers .......................................................................... 89C 
Card Receptacle (Also See Connectors, Printed Circuit) 
CARLING ELECTRIC, INC ............................................................. 1210-121: 
Carrier Current Systems (See Comm. Sys., Carrier Current) 
CARTER MOTOR CO ............................................................................... 991 
Carts, Instrument, Scope (See Dollies) 
Cartridges 

Microphone .............................................................................. 167,22: 
Phono (See Pickups) 

Cases 
Instrument & Meter ............................ 72, 232 to 309 (Sec. 1400),754 

784, 932, 94( 
Portable, Equipment .......... 88, 238, 239, 241,249-251, 276, 288~29C 

292, 294, 30' 
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Portable. For Phonographs. Amplifiers. Etc ............. 76. 88. 103. 238. 
249-251.288-290.292.294 

Relays (See Relay Covers. Cases. Enclosures) 
Casters ............ · ........................................................ 252.268.273. 281. 301 
Cathedral Speakers ........................................................................ 130.131 
Cathode-Ray Equipment (See Shields. Testers. Tubes. Etc.) 
Cathode-Ray Tube Testers (See Testers. Cathode-Ray Tubes) 
Cells. Photoelectric .................................................... 965. 1179. 1189. 1471 
Cements. Radio ................................................ 599. 600. 602. 603. 606. 609 
CENTRALAB Div. of Globe Union 

Ceramic Capacitors. Kits .......................................................... 409-411 
Packaged Electronic Circuits .......................................................... 611 
Volume Controls .................................................................... 1097-1101 
Switches .............................................. , ............................... 1215-1217 

Ceramics (See Insulation Materials) 
Challenger Amplifiers ...................................................................... 78. 79 
CHAMPION DE ARMENT TOOL CO. (Channellock) .................... 1266. 1267 
Channel Lock Pliers ...................................................... : ........... 1266. 1267 
Changers 

Automatic Record (See Record Changers. Automatic) 
Battery ............................ 875.877.911.987.1007.1016.1035.1039 
Magnet (See Magnetizers) 

Chassis Amplifier Foundations .............................................................. 308 
Checkers (See Analyzers or Testers) 
Chemicals. Degreasing (See Solvents) 
CHEMICAL ELECTRONIC ENGINEERING CO ......................................... 597 
CHEMTRONICS. INC ............................................................................... 602 
Chestsets (See Ha ndsets. Chestsets) 
CHICAGO MINIATURE LAMP WORKS .................................................. 968 
Chip-Chaser Record Blade .................................................................... 187 
Chokes 

A F ................................................................ 1324 to 1457 (Sec. 5600) 
Filter .................................................... 1038. 1324-to 1457 (Sec. 5600) . 
Power ........................................ 1038. 1190. 1324 to 1457 (Sec. 5600) 
R F ................................ 615-619.622.626.657,674-676. 1075. 1360 
Swinging ............................ 1350.1400.1404.1417.1437.1455.1456 

Chronoscopes (See Indicators. Timing) 
C:INCH JONES SALES. Div. Cinch Mfg. Co. 

Plugs. Sockets. Tube Shields .................................................. 696-709 
Terminal & Fanning Strips ................................................ : ..... 816-819 

:ircuit Analyzers (See Analyzers. Circuit) 
Circuit Breakers (See Switches. Circuit Breakers) 
Circuit Testers (See Testers. Circuit) 
Circuitracer Circuit Tester .................................................................... 871 
Circuits. Packaged Electronic. Plug·ln .................................... 340. 590-592 
:ISIN. HARRY G ....................................................................... 1042.1043 
Citizens. Radio-Band. Equipment (See Radio and Transmitters) 

:LAIREX CQRP ..................................................................................... 1179 
:Iamps 

Clips-Cable (See Cable Clamps) 
Ground ............................................................................ 32. 731. 1592 
Also See Holders ............................ 32.124.638.719.750.757.810. 

1552.1576.1592 
:LAROSTAT MFG. CO .• INC ....................................................... 1086-1096 
:Ieaners 

Also see Solvents ...... 190. 191.214.215.596 to 610 (Sec. 1600) 1275 
Contact ...................................................... 191. 596 to 610 (Sec. 1600) 
Spray .................................................................. 596 to 610 (Sec. 1600) 

:Ieaning Fluids (See Solvents) 

~LEGG, INC. .. ........................................................................................ 637 
:LETRON, INC ........ : ........................................................................ 130. 131 
:LEVITE ELECTRONIC COMPONENTS .................................................... 133 
:lips 

Alligator .......................... 168.716.730,731.737.743,802.803,970 
Battery. Component. Crystal. Diode. Transistor (See Holders) 
Dial Cord ................................................................................ 795. 825 
Fahnestock. Spring Wire ........... ; .................................... 757.810.825 
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Tape End .................................................................................. 191.215 
Test ................ 168.710.721.730.731.737.742.745.802.970.1274 

Clips and Caps. Grid/Plate ............................ 652.653.672.757.826.843 
Clips and Holders. Fuse ................... .756.757.825.1204-1209.1239-1241 
Clocks. All Types .................................................................. 629.630. 1226 
Cloths & Kits. Record. Tape. Tapeheads ........................ 189-192.221.223 
Cloths. Speaker Grille ...................................................................... 117. 790 
Coatings 

Anti-Static (See Compound Anti-Static) 
li1Sulating ............ , ........... : ............................... 597.599.603.605.606 
Protective ................................................................................ 603. 605 

Cobra-Flare Speakers ............................................................................ 156 
Code & Tab Markers (See Markers. Wire. Code & Tab) 
Coils 

A-F ...................................................................... 623. 1351. 1359. 1404 
Antenna ................... : ................. .45-47.614.619.621.624.625.1596 
Assemblies and Forms ............ 612.614.623.626.673.674.676.721 
Broadcast. S. W ............................................................................... 621 
Choke ...................................... 613.615-619..622.623.626.674-676. 

1324 to 1457 (Sec. 5600) 
Dope Insulation (See Insulating Compounds) 
FM .................................................................................... 619. 621. 626 
High Q. Low Frequency ............................... .45. 666. 667. 884. 1351. 

1401.1447.1453 
High Temperature ........................................................ 638. 1357-1360 
Hybrid & Repeat .................................... : ..................................... 1344 
I-F ............................................................................ 619. 625. 626. 674 
Magnet .......................................................................................... 1059 
Metallized Glass ............................................................................ 1447 
Miniature & Subminiature ........... .45.616.623.674-676.1351.1453 
Oscillator. Phono. Test ............................................................ 616. 621 
Pickup .............................................................................................. 638 
Relay ......................................................................................... : .... 1058 
R-F ........ 45. &12 to 626 (Sec. 1800).674.755. 1029. 1360-1364. 1401 
Saturable Reactor .......................................................................... 1404 
Solenoid .............................................................................. 1059.1252 
Tank ............................... ; .............................................. 45.46. 614. 674 
Telephone Pickup .................................................................. 200.1329 
Toroidal .............................. 884.1325.1357-1364.1378.1396.1401. 

1423. 1442. 1453 
Tr~nsmitting ............ : ........................................... 45.46.666.667.674 
TV. All Types .... 612 to 626 (Sec. 1800). 1029. 1361. 1363.1364.1441 
Variable ........... .45.612 to 626 (Sec. 1800).666.667.674,1351.1453 

Coloramic Baffles .................................................................................. 153 

Col~r TV Equipment (See Television Systems) 
Color TV Test Equipment ... : .......................................................... 893. 1011 

COLUMBIA PRODUCTS CO ....................................................................... 26 
COLUMBIA WIRE & SUPPLY CO ................................................. 1560. 1561 

Combustion Indicators (See Fire Detection) 

Communication Systems 
Aircraft ............................................................................................ 645 
Amateur .................................................................. 637. 644. 646. 647 
Carrier Current ........................................................................ 111-113 
Citizens Band (See Radios. Citizens Band) 
Civil Defense' ................................................... y ............................. 642 
Intercom (See Intercommunication Systems) 
Marine .............................................................................................. 680 
Systems. Portable ............................................................................ 680 
Selective Paging .............................................. 61.62.64.66,111-113 
Telephone ........................ : ....................... 61.62.64.85.111-113.638 
TV ................................................................................................ 62.65 
UHF. VHF. VLF ...... : .................................................................. 637.642 

Comparators 
Capacitance ..................................................... ; ........................ 876.881 
Inductance .............................................................. : ............... 876. 881 
Reisistance ................................................................................ 876. 881 
Voltage ............................................................................................ 883 
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Compounds 
Antistatic ........................................................ 190, 599, 601,603,607 
Cleaning and/ or Polishing .................... 596, 599, 600, 603, 606, 607 
Encapsulating, Molding, Potting (Also See Plastic Materials) 
Weatherproofing .................................................................... 192, 600 

Computer Type Indicator (See Indicators, Computer Type) 
Computers 

Output Equipment (See Readers, Readout Devices) 
Pack Circuits (See Circuits, Computer Packs) 

CONANT ELECTRIC LABS ...................................................................... 1182 
CONDENSER PRODUCTS CO .......................................................... .412-414 
Conelrad Receivers (See Receivers, Conelrad) 
Cones, Speaker (See Speaker Cones) 
Connector Adapters .............. 29, 42, 71, 216, 681 to 778 (Sec. 2100), 801, 

871, 1253, 1255 
Connectors 

AN .................................................................................. 684, 685, 820 
Anode .................................................................... 672, 699, 843, 1275 
Antenna Fuse ................ 29, 36, 39, 41, 42, 44, 45, 58, 635, 638, 639, 

699,728,729,756,1590 
Audio ............................ 681 to 778 (Sec. 2100), 805,820, 1254, 1255 
Battery .............................•...................................... 694, 737, 756, 819 
Cable -.......................... 42, 168,659,681 to 778 (Sec. 2100), 801, 805, 

811-813,820,977,1578,1590 
Caps (See Clips & Caps, Grid, Plate) 
Chassis ........................................................ 681 to 778 (Sec. 2100), 805 
Coax Cable ...... 29, 36, 39, 41, 42, 44, 71,638,681 to 778 (Sec. 2100), 

845,1054,1590 
Cord· ...................... 661, 696, 698, 702, 734-736, 744, 802, 1248, 1578 
Feed Thru .................... 42, 71,635,720,820,837,838,840,844,845 
Fuse (See Clips & Holders, Fuse) 
Hermetically Sealed .................................................. 42, 661,689,775 
High Voltage .................................................... 42, 658, 659, 820, 904 
Interlock ................................................................................ 755, 1572 
Microphone .............................. 194, 216, 681 to 778 (Sec. 2100),805, 

977,1254,1255 
Mil .................................................................... 659, 684, 685, 808, 820 
Miniature .................. 168, 681 to 778 (Sec. 2100)' 798-805, 808, 820, 

845,977,1254 
Polarized ............................•............................... 681 to 778 (Sec. 2100) 
Power ...................................... 658, 659, 681 to 778 (Sec. 2100),1248 
Pressurized ...................................................................................... 820 
Printed Circuit ........................................ 660, 700, 774, 820, 844, 845 
Quick Disconnect .................................... 820, 844, 845, 854, 856-859 
R-F .............................................................. 39, 635, 689-694, 844, 845 
Rack & Panel ............ 658, 659, 681 to 778 (Sec. 2100), 811-813, 1248 
Screw lock .............................. 684, 685, 687-689, 693, 694, 774, 775 
Solderless .......................... 36, 39, 41, 71, 635, 681 to 778 (S!,c. 2100), 

798-804,819,820,825,852·858 
Speaker ............................................................................................ 216 
Subminiature .......................... 688, 699, 774, 837, 838, 844, 845, 977 
Twin lead ................................................ 36, 39, 41, 42, 723, 728, 729 
Wall .............................................. 66, 72, 684, 685, 687, 694, 701, 723 
Waterproof ...................................................................................... 820 

Consoles 
Audio ........................................... .76, 206, 264-266, 282-284, 288-290 
Cabinet (See Cabinets, Metal) 
Calibration (See Calibration Consoles) 
Computer .................................................. 265, 266, 282-284, 288-290 
lighting •................................................................... 282-284, 288-290 

CONSOLIDATED WIRE & ASSOC. COS •.....•..........................•..... 1562-1571 
Consulting Services (See Services, Consulting) 

Contactors .......... 667, 873,1054-1058,1061-1067,1076-1078,1080-1082 

Containers, Shipping, Services (See Services, Packaging) 

CONTINENTAL ELEC. & SOUND CO. (Cesco) ................................ 638, 63.9 
Continental Tape Recorders ........................................................ 202,203 

CONTINENTAL-WIRT ELEC. CORP ............................................. 1102, 1103 
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Controls 
Alarm System .............................................................. 62, 68, 966, 967 
Cabinets & Kits .......................................................... 1100, 1120, 1121 
Carbon (See Potentiometers) 
Combustion ...................................................................................... 966 
Constant Impedance (See Pads, L &. T) 
Counting & Sorting ........................................................................ 964 
Door ................................................................................................ 105 
Fluid Flow ...................................................................................... 1226 
Hardware, Shafts & Accessories .......................................... 1097-1100 
Illumination ............................................................................ 964, 1226 
level, Dry Material .......................................................................... 964 
level, liquid .................................................................................... 964 
loudness (Mono & Stereo) ........ 193, 1086, 1087, 1089, 1090, 1097, 

1098,1100,1101 
Mechanical, Switch .............................................................. 1097, 1098 
Photoelectric ............................................................................ 964, 967 
Photographic Exposure ................................................................. .779 
Printed Circuit ................................................................................ 1086 
Remote ..................... : .......................... 67, 76, 103, 105, 114, 193,988 
Replacement (TV, Auto, Etc.) ........................ 1084 to 1178 (Sec. 4700) 
Signal ............................................................................................ 1226 
Smoke and Combustion-Electronic .................................................. 964 
Sound System .............................................................. 638, 1254, 1255 
Speaker .............................................. 67, 145, 1132, 1133, 1254, 1255 
Switches (See Switches) 
Tab Mount .......................................................................... 1086, 1097 
Timing .......................................................... 779, 961, 964, 1223, 1226 
Voltage Regulating ........................................................................ 1038 
Volume & Tone (See Potentiometers) .......... 1084 to 1178 (Sec. 4700) 
Wire Wound (See Potentiometers, Rheostats) 

CONTROLS CO. OF AMERICA 
Indicator lights ................................................................................ 969 
Switches .............................................................................. 1218-1 220 

Converters 
Amateur .......................................................................... 643, 647, 679 
High Frequency ...................................................................... 643, 645 
Power Frequency, Rotary ................................ : ............................... 998 
R-F ............................................................................................ 643, 645 
Rotary .............................................................................................. 998 
Single Sideband Receiver .............................................................. 647 
Television ........................................................... .40, 41,633,634,636 
UHF to VHF ............................................................... .41,633,634,636 

Cords 
Dial Cords & Cables, Belts .................................................... 790, 795 
line &. Set, Extensions ........... .71,216,768, 1259, 1498, 1518, 1545, 

1549,1566,1571,1588 
Patch ...................... 216; 668, 681, 724, 725, 732, 744, 745, 768, 772, 

805, 1256, 1518 
Retractile .......... : ..................... 118, 622, 717, 1497, 1507, 1508, 1549 
Speaker Extension .......................................... 1490 to 1598 (Sec. 6000) 

Cords & Tapes, lacing ................................. .745, 1500, 1550, 1577, 1582 
CORNELL-DUI!ILlER ELECTRONICS 

Antenna Rotors ................................................................................ 27 
Capacitors ............................................................................... .415·445 
Capacitor-Resistor Decades Test Equip't ....................................... 870 
Vibrators, Power Supplies .................................................... 999,1000 

CORNING ELECTRONIC COMPONENTS ....................................... .446·449 
Counters 

Battery-Operated .......................................................................... 1244 
Electro-Magnetic ............................ ; ............................................... 1244 
Electronic .............................................. , ....................... 884, 906, 1244 
Frequency ........................................................................................ 906 
Impulse, Electronic .......................................................................... 884 
Mechanical ................................................ _ ..•................................ 1244 
Mercury .......................................................................................... 1244 
Photoelectric .......................................................................... 884, 1244 
Revolution ........................................................................................ 906 
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Couplers 
Antenna .......................................................... 35, 36; 39, 41, 634, 723 
Directional .......................................................•.................... 39, 41, 959 
Multi-Set .................................... 35, 36, 39, 41, 632·634, 723, 728, 729 
Rotary .............................................................................................. 829 

Couplings, Shaft, Rigid & Flexible ........ 482, 657, 672, 673, 676, 727, 751, 
803,810,829,849,1154 

Covers 
Chassis ................................ ; ........................ 92, 243, 245, 292, 293, 307 
Jack (See Jack Covers) 
Phono & Changer .................................................................... 190, 223 

COYNE ELECTRICAL SCHOOL .............................................................. 1041 
Cram olin Contact Cleaners .................................................................. 596 
Crossover Networks (See Networks, Crossover) 
Crystal Analyzers (See Analyzers, Crystal) 
Crystals 

Analysis Equipment ....................... , ................................................ 918 
Blanks ............................................................................................. .783 
Color TV, Frequency Control .......................................................... 783 
Communications .............................................................. 780, 781,783 
Frequency Control .......................................................... 780, 781,783 
Mount (See Mounts, Crystal) 
Ovens (See Ovens, Crystal) 
Quartz, Frequency Control ................................................... .780, 783 
Quartz, Transducer .................................................................. 780,783 
Raw ......... : ........................................................................................ 783 

Current Indicators (See Indicators, Current) 
Cushions 

Headphones (See Headphones) 
Mats-Phono Turntable .................................................................... 216 

CUTLER·HAMMER, INC ......................................................................... 1214 
·Cutters 

Hole ...................................................................................... 1280, 1281 
Wire .............................................. 635, 1271, 1259 to 1323 (Sec. 5400) 

D 

DALE ELECTRONICS, INC ........................................................... 1104, 1105 
Data Display Indicators (See Indicators, Data Display) 
DAVEN CO. 

Resistors ........................................................................................ 1106 
Switches ........................................................................................ 1221 

DAVIES MOLDING CO., HARRY ........................... , ........................ 784, 785 
Decade Boxes 

Capacitance ...................................... 870, 875, 876, 883, 894, 909·911 
Inductance ............................................. : .............................. 884, 1453 
Resistance ...................................... 870, 875, 876, 894, 909·911,1096 

Decalcomania ..................................................................................... -..... 192 
Degaussers (See Magnetizers and Demagnetizers) 
Degreasing Chemicals (See Solvents) 
Dehydration Dryers (See Dryers, Electronic) 
Delay lines 

Cable Type ...................................................................................... 675 
Distributed Constant, Fixed ........ , ...................... , ............................ 675 
Lumped Constant, Fixed ....................................................... : ........ 675 

Delays, Time (Also See Delay lines) ...................................................... 340 
Demagnetizers (See Magnetizers and Demagnetizers) 
Depth Indicators (See Indicators, Depth) 
Depth Sounders ........................................................................................ 60 
DESCO MFG. CO. 

Circuitracer ......................................... ; .......................................... 871 
Miniature Tools ............................................................................ 1268 

De·Snower TV Preamplifier .................................................................... 37 
Detectors 

Fire & Smoke, Electronic (See Fire Detection & Fighting Equipment) 
Null (See Indicators, Null) . 
R·F ...................................................................................................... 42 
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Development Services (See Services, Consulting) 
DE WALD RADIO, INC ........................................................................... 640 
DIALIGHT CORP ......................................................................... ~ ..... 971·978 
Dial locks (See locks, Dial & Shaft) 
Dials 

Instrument, Metal, Plastic, Etc ..... 656, 673, 676, 754, 793,1010,1228 
Precision ........................................................................................... 673 
Turns Counting ................................................................................ 673 

Diamalloy Pliers .................................................................................. 1269 
DIAMOND TOOL & HORSESHOE CO ................................................... 1269 
Dielectric Constant Indicators (See Indicators, Dielectric Constant) 
Dielectrics, Solid (See Insulation Materials) 
Dies & Taps .................................................................................. 757, 1271 
Diffaxial Speakers .................................................................................. 181 
Digital Display Devices (See Readers, Readouts Also Meters, Digital) 
Digital Equipment Testers (See Testers, Digital Equipment) 
Diode Testers (See Testers, Diode) 
Diodes 

Germanium ........................................................ 1181, 1192·1194, 1473 
High·Current .................................................... 1038, 1181, 1185, 1186 
Photoelectric ........................................................................ 1181, 1189 
Seleni.um (See Rectifiers., Selenium) 
Silicon .......................................... 1038, 1181, 1185, 1186, 1195, 1473 
Switching ...................................................................................... 1181 
Tunnel .................................. : ..................................... 1181, 1192, 1193 
Zener .......................................................................... 11 81, 1183, 1185 

Directional Couplers (See Couplers, Direcfional) 
Discriminators .................................................... 620, 670, 1367, 1368, 1377 
Dissipators, Heat .................................... 639, 700, 1282, 1323, 1465, 1467 
Dividers, Voltage Also See Transformers, Voltage Dividing ............ 1038 
Dollies All Types ............................................................................ 302, 307 
Dope, Coil (See Insulating Compounds) 
DOW·KEY CO., INC ..................................................................... 1054, 1055 
Drafting Services (See Services, Drafting) 
DRAKE MFG. CO ............................................................................. 980·983 
Dramatone Wall Baffles ........................................................................ 147 
Drawers .................................................................................................. 303 
Drills and Accessories ...................................................... 1271, 1312, 1323 
Drivers·, PM (See Speakers, Driver Units) 
Drives, Dial .......................................................... : ........................... 673, 843 
Drives & Drive Mechanisms ............ 228, 229,671,673,676,750,827,843 
Drives, Phono, Tape ................................................................ 218, 228, 229 
Dryers, Electronic Dehydration (See Ovens) .......................................... 657 
Dummy loads ...................................................... 639, 918,959, 1178, 1464 
Duo·Master Tuner .................................................................................. 115 
Duplexer Equipment (See Receivers, Transmitters, Etc.) 
Dynamotors ..................................................................... : ......................... 998 

E 

E·Z HOOK .TEST PRODUCTS ................................................................... .710 
Earphones (See Headphones, Headsets) 
Easy Boxes Metal Utility Box ................................................................ 309 
Editing Equipment, Tape ...................................................................... 214 
EDITORS & ENGINEERS, LTD ................................................................. 1046 
EITEL·McCULLOUGH, INC. .. ........................................................ 1464·1467 
Elasticable . .............................................................................................. 622 
ELCO CORP. 

Barrier Strips ................................. , ................................................ 1268 
Connectors, Sockets, Kits ........................................................ 711·713 

ELECTRA MFG. CO. .. ............................................................................ 1107 
Electrical Surge Arresters (See Arresters, Electrical Surge) 
Electrocraft Components .................................................. : ............. 714·718 
ELECTRO IMPULSE LABORATORY ............ : .................................. : .......... 874 
ELECTRO·MECHANICAL INST. CO ................................................. 872, 873 
Electrometers (See Meters, Electrometer) 
Electroplating Equipment ...................................................................... 1007 
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ELECTRO PRODUCTS LABS. .. ................................................................ 1 00 1 
ELECTRO·VOICE .............................................................................. 134·138 
ELECTRONIC CHEMICAL CORP ............................................................. 598 
ELECTRONIC INSTRUMENT CO. (Eico) 

Amateur Gear, Kits, Citizens Band ................................................ 641 
Hi·Fi Equipment, Kits, Radio ...................................................... 81·83 
Test Equipment, Kits ................................................................ 875·877 

ELECTRONIC MEASUREMENTS CORP ................................................... 878 
ELECTRONS, INCORPORATED .............................................................. 1463 
Eliminators, Battery ............ 875, 877, 911,918,986,990,992,999, 1006, 

1007,1011,1016 
ELMENCO (See Arco) 
Elmenco Capacitors .............................................................. 355·374, 1197 
E.M.C. Instruments and Kits ................................................................ 878 
Enamels .................................................................................................... 605 
Enamel Insulation (See Insulating Compounds) 
Encapsulated Components (See Resistors, Capacitors, Transformers, 

Coils, Etc.) 
Encapsulating Materials (See Compounds, Encapsulating) 
Enclosures, Speaker, Cabinet & Kits ........ 69, 83, 92,103,107·109,117 to 

183 (Sec. 1320), 195,213,234·239,241,245, 
256·261, 269·272, 276, 288·290, 292, 304, 1596 

Engineering Reference Books (See Technical Books) 
Epoxy Resins (See Plastic Materials, Epoxy Resins) 
Equalizers, Audio .................................................................................... 222 
Erasers, Magnetic Tape .......................................................... 201,215,223 
ERIKSON SPECIALIZED TOOL CO ............................................. 1270, 1271 
Ersa·Minitype Soldering Iron .............................................................. 596 
Ersin Solder & Flux .............................................................................. 1260 
Escutcheons ............................................................................. .72, 656, 830 
EVEREADY BATTERIES .................................................................. 1002·1005 
Ever·Quiet Contact Cleaner .................................................................. 597 
Exciters (See Oscillators) 
Expand·A·Racks .................................................................................... 301 
Eyelets .................................................................................................... 826 
E·Z Find Cabinets .................................................................................. 233 
E·Z ·Off Antenna Connector ................................................................... .45 

F 

Fabric (See Insulating Materials) 
Fabricators, Plastic, Metal, Etc. (See Services, Fabrication) 
Faceplates ................................................................................................ 209 
Facsimile Equipment (See Receivers, Transmitters, Etc.) 
FANON ELECTRONIC INDUSTRIES, INC ............................................. 84·90 
Fans (See Blowers) 
Faradon Capacitors ............................................................................... .439 
Fasteners & Fastening Devices .... 751, 752, 757, 809, 849, 851, 859,1592 
Feedthrus (See Terminals, Feedthru) 

FERRANTI ELECTRIC, INC ........................................................... 1342, 1343 

Fibre (See Insulating Materials) 

Fidel Flare Speakers ...................................................................... 156·159 

Files ...................................................................................................... 1323 

FILM CAPACITORS, INC ................................................................... 450·453 

Film, Magnetic Recording ...................................................................... 198 

Films, Capacitor & Insulation ....................................................... .413, 414 

Filters, Acoustical .................................................................................... 136 

Filters 
A·F ........................................................................................ 1367·1369 
Antenna ............................................................................................ 28 
Automotive Noise Suppression .............................. 327, 328,427,638 
Band Elimination ........................................................ 880, 1356, 1377 
Band Pass .................... 37,41,327,328,636, 1367·1369, 1377, 1448 
Electric Wave Section .................................................................. 1377 
High Pass .......................................................... 585, 1369, 1377, 1448 
Interference .............................................. ; .............. .41, 327, 328, 585 
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Interstage & Line (See Filters, Telemetering) 
Line ...................................................................... 585, 633, 1369, 1448 
low Pass .............................. 877, 1367·1369, 1377, 1424, 1428, 1448 
Null T .................................................................................. 1356, 1377 
Radio Interference .................................................................. 327,328 
R·F ...................................................................................... 41, 633, 636 
Telemetering .......................................... 880, 1367, 1369, 1377, 1450 
Television ............................................................................ 37, 41,427 
Tone, Telegraph .................................................................. 1448, 1450 
UHF & VHF .................................................................................... 636 
Wa~e Trap ................................................................ 28, 636, 729, 880 

Finishes (See Paints) 
Fire Detection & Fighting Equip ................................................. 62, 68, 966 
FISHER RADIO CORP ............................................................................... 91 
Flashers ........................................................................................ 1 052, 1053 
Flashlights, Accessories .................................................... 997, 1005, 1019 
Flex Foam C"b:e .................................................................................. 1061 
Flex·Pak Public Address Amplifiers ................................................ 74, 76 
Flip Flops (See Multivibrators) 
Flux, Brazing & Soldering ............................................................ 606, 1260 
Flux, Resin (See Solvents) 
Footrol Switches .................................................................................. 1223 
Forms, Coil (See Coil Assemblies & Forms) 
FREED TRANSFORMER CO., INC. 

Test Equipment ........................................................................ 879·885 
Transformers ........................................................................ 1344·1378 

Frequency Indicators (See Indicators, Frequency) 
Furniture, Electronic laboratory (See Benches, Tables, Etc.) 
Fuse Blocks, Panels (See Clips & Holders, Fuse) 
Fusetron Fuses and Fuse Holders .............................................. 1203·1209 
Fuses ................................................................ 1203·1209, 1238·1241, 1245 
Fuses, Warhead .............................. : ........................................... 1052, 1053 

G 

G·C ELECTRONICS CO., Div. of Textron Electronics, Inc. 
Antennas & Accessories .................................................................. 31 
Chemicals & Kits ...................................................... 599·601, 608, 609 
Decals ...................................................................................... 794, 795 
Dial Cables, Knobs, Grille Cloth ............................................ 786·790 
Hardware, Radio & TV ...................................................... 822·826, 860 
Hi·Fi Accessories ...................................................................... 190·194 
Jacks, Plugs, Adapters, Test leads ........................................ 714·719 
Microphones & Accessories .................................................... 118, 119 
Phono Drives .......................................................................... 228, 229 
Resistors .............................................................................. 1108, 1109 
Switches ........................................................................................ 1224 
Tools & Service Aids .......................................... 1272·1276, 1313·1315 
Wire, Tubing & Accessories ................................................ 1572, 1597 

Gages 
Ionization ...................................................................................... 1467 
Stylus Pressure ................................................................................ 217 

GARLOCK ELECTRONIC PRODUCTS 

Insulators ........................................................................................ 955 
Sockets & Connectors ...................................................................... 720 

Garrard Record Players .......................................................................... 195 
Gaskets .................................................................................................... 859 

GATES ELECTRONIC CO. 
Chokes, Rectifiers, Transformers .................................................. 1387 
Power Supplies, Rectifiers .................................................. 1006, 1007 

Gear Measuring Wire (See Measuring Wire Gear) 

Gear Mechanisms ............................................................................ 827, 843 

GEE-LAR Div. GC Electronics, inc ........................................................ .790 

Geiger-Muller Tubes (See Tubes, Geiger·Muller) 

GENERAL CONTROL CO ............................................................. 1222, 1223 

GENERAL DYNAMICS/ELECTRONICS (See Stromberg Carlson) 
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GENERAL ELECTRIC CO. Apparatus Sales Div. 
Panel Meters ................•.....................................................•..... 886·889 
Soldering Irons .....................................................•.............. 1278, 1279 

GENERAL ELECTRIC CO. (Tubes) ................................................ 1469·1473 
GENERAL INSTRUMENT CORP., Capacitor Div ............................... 454·479 
Generators 

A·M .......................................................................................... 893, 936 
A·M, F·M .......................................................................................... 892 
Audio ...................................................... 878, 898, 907, 908, 912, 936 
Color TV Bar .................................................................... 877, 893, 936 
Color TV Dot .................................................................. 893, 912, 936 
Cross Hatch .............................................................................. 912, 936 
F·M .......................................................................................... 877, 936 
Frequency, Harmonic ...................................................................... 893 
Frequency, Variable ........................................................ 892, 893, 936 
Marker·Adder .................................. 877, 899, 907, 911,915,917,9;36 
Microwave ...................................................................................... 877 
Motor-Generator .............................................................................. 998 
Multipurpose, Signal .............................................................. 912, 936 
Noise, Random ................................................................................ 920 
Pulse ........................................................................................ 908, 929 
R·F .................................... 877, 878, 892, 893, 907, 908, 911, 914, 915 
Signal, Standard Type .................................... 877, 878, 902, 908, 943 
Sine Wave .............................................................................. 908, 910 
Square Wave .................................................... 877, 898, 899, 908, 910 
Sweep ...................................................................... 877, 892, 899, 911 
TV Synch .................................................................................. 877,907 
UHF·VHF .................................................................................. 877,893 

Geoformers ........................................................ ' .................................. 1441 
GERNSBACK LIBRARY, INC ....................................................... 1044·1045 
Gibson Girl Tape Splicers ..................................................................... 214 
GIRARD·HOPKINS ................................................................................ 1111 
Glass & Glass Fibre (See Insulation Materials) 
Glassmike Plasticon Capacitors ............................................................ 413 
Gold Lion Tubes .................................................................................. 1260 
GONSET DIV., Young Spring & W'ire Corp ................................... 642·645 
GOTHAM AUDIO CORP ......................................................................... 139 
GRAYHILL, INC. 

Binding Posts, Clips, Jacks, Etc ..................................................... 721 
Switches ........................................................................................ 1225 

Grayline Resistors ............................................................ 1112, 1114, 1116 
GREENLEE TOOL CO ................................................................... 1280, 1281 
Grilles 

Metal ................................................................... , ............................ 790 
Speaker ............................................................................................ 790 

Grommets ........................................................................ 752, 826, 859, 860 
GUARDIAN ELECTRIC MFG. CO ................................................. 1056-1059 
Guards, Switch ...................................................................................... 1199 

H 

H.S.T. TRANSFOItMERS (See Arco) 
H2 Track Towers ...................................................................................... 43 
HAKE PRODUCTS, INC ........................................................................... 247 
HAMMARLUND MFG. CO., INC. 

Capacitors - Variable ............................................................ 482·485 
Communications Equipment .................................................... 646, 647 

HANDICRAFT TOOLS, INC. (See X·Acto) 
Hand Tools (See Tools, Hand) 
Handles ............................................ 241, 750, 804, 812, 815, 839, 849, 851 
Handsets, Chestseh, Operators Sets ........................................ 61, 170, 171 
Hardware 

'Antenna (See 8rackets, Clamps, Ground Rods, Etc.) 
Electronic (Also See Bolts, Brackets, Ciamps, 

Screws, Washers, Etc.) ........ 32, 71,73, 142,241,347,494,553, 
556,613,624,673,719,727,728,757,758,776, 

789 to 860 (Sec. 2800),1127,1132,1136,1247,1552 
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HARDWICK, HINDLE, INC ........................................................... 1112-1117 
HARMAN-KARDON, INC. .. ...................................................................... 92 
Headphones, Headsets .......... 61. 94. 117 to 183 (Sec. 1320), 192. 195.755 

Dielectric Constant ........................................................................... 919 
Heads 

Erase ................................................................ 199.219,223,224.353 
Magnetic. Film ................................................................................ 199 
Magnetic Playback .................................................. 199.221.222.224 
Magnetic Recording ........................................ 110, 199.219,223.224 
Recording Disc ................................................................................ 110 
Recording. Tape ...................................................................... 199.223 

Hearing Aids .................................................................................... 168. 171 
Heat Dissipators (See Dissipators. Heat) 
Heaters ........................................................................................ 1501. 1534 
Heaters & Accessories. Induction ........................................................ 1462 
HEXACON ELECTRIC CO ............................................................. 1282. 1283 
HICKOK ELEC. INSTRUMENT CO ..................................................... 890-893 
Hi·Pot Testers (See Testers, Insulation Breakdown) 
Hi·Volt Power Supplies ........................................................................ 414 
Holders 

Battery, Components .............................................. 716.815.840.841 
Crystal .................. : ................................................................... 783. 803 
Diode, Transistor, Tube. Rectifier ........................ 613.672,721,1241 
Fuse (See Clips and Holders. Fuse) 

Hole Cutters (See Cutters. Hole) 
Holsters (See Tool Pouches) 
Horns 

Microwave ...................................................................................... 959 
Speaker & Accessories ...... 83, 129. 137, 138,142.143.156.157,928 

Housings (Also See Cabinets. Cans. Cases) .... 129.232 to 309 (Sec. 1400). 
1029 

Housings 
Antenna ............................................... ~ ............................................ 633 
Instrument & Meter (Also See Cases) ........ 72. 232 to 309 (Sec. 1400), 

Metal (See Cabinet, Metal) 
Metal. Small (See Cans) 
Speaker (See Enclosures. Speaker) 

HOYT INSTRUMENTS (See Burton.Rogers) 

633,784 

HS.T. Transformers .................................................................. 1331·1339 
HUNTER TOOLS ............................................................................ 1284. 1285 
HURST TOOL & MFG. CO ....................................................................... 961 
HY·GAIN ANTENNA PRODUCTS ........................................................ 28-30 

iE MANUFACTURING .......................................................................... 32, 33 
IRC (See International Resistance) 
ITT Components Div. 

Capacitors ....................................................................................... .481 
Coaxial Cable ................................................................................. 1579 
Silicon Rectifiers .......................................................................... 1183 

IDEAL INDUSTRIES, INC ............................................................. 1286. 1287 
ILLUMITRONIC ENGINEERING CORP. 

Air Dux Coils .................................................................................. 614 
Plastic Rod. Tube' and Sheet .: ................................................ 956.957 
Plastic Tubing, Spiral Wrap ................................................ 1573·1577 

Impregnating, Insulating Compounds (See Insulating Compounds) 
Indicator Lights (See lights. Dial, Panel, Etc-Also See 

Indicators. Computer Type) 
Indicators (Also 'See Meters) .......... 639.849,872.873, 886·B88, 912, 913. 

915, 923, 925-928. 932·935, 938·941 
Indicators 

Antenna Position ........................................................................ 28, 57 
Blown Fuse ...................................................... 1203.1205·1207.1240 
Capacitor Leakage .......................................................................... 919 
Computer Type ........................................................................ 970, 971 
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Current .............................................. 872, 873, 886-888, 920, 948-953 
Data Display .................................................................................... 971 
Depth .................................................................................................. 60 

Digital (See Readers, Readout Devices-Also Meters, Digital) 
Frequency ................................................ 670, 677, 862, 900-902, 959 
Null ............................................................................................ 879-881 
Phase ................................................................................................ 881 
Power level .................................................................... 873, 874, 951 
R-F ..................................................................................................... 639 
Side (See Meters Edgewise) 
Signal Electromechanical .. _ ............................................................. 971 
Smoke & Combustion, Electronic (See Fire Detection) 
Temperature .......................................................................... 903, 1174 
Timing .................................................... 779, 862, 889, 901, 902,1226 
Visual .............................................................................. 62-64, 66, 971 
Volume .................................................................................... 932, 935 

Inductance Comparators (See Comparators, Inductance) 
Inductances (See Coils) 
Induction Heating (See Heaters, Induction) 
INDUSTRIAL DEVICES, INC ................................................................... 970 
INDUSTRIAL INSTRUMENTS INC .........................•......................... 894, 895 
INDUSTRIAL SAFETY BELT CO ............................................................. 1277 
INDUSTRIAL TIMER CORP_ .................................................................... 779 
Industrial TV Equip. (See Television Systems, Closed Circuit) 
IN-DUS-TRONIC DIV. (See Boker) 
INJECTORALL CO ................................................................................... 603 
Inserts, Tube Shield (See Shields & liner, Tube) 
Inspection lighting & Equipment .......................................................... 218 

Instrument Cases (See Cases, Instrument) ............ 239, 241,276,288-290, 
292,294,784 

Instruments, Elect. Measuring (See Analyzers, Bridges, 
Comparators, Meters, Etc.) 

Instrument Parts, Precision (See Bearings, Gears, Springs, Etc.) 

Instruments, Ultrasonic (See Amplifiers, Analyzers, Controls, 
Transducers, Etc.) ........................................... _ ........ __ .......................... 784 

Insulating Compounds 
Coil Dopes ...................................................................................... 509 
Enamel ........ , ..................................................................................... 599 
Impregnating .................................................................................. 599 
lacquer .................................................................................... 599, 608 
Silicone Compounds ........................................................ 599, 600, 603 
Varnish· ............................................................ 599, 600, 608, 609, 795 

Insulation Materials 
Fibre ............................................................ _ ........................... 600, 956 
Glass Fibre ...................................................................... 193, 807, 956 
Nylon ............................................................................ 956, 957,1573 
Phenolic .......................................................................... 956, 957, 1572 
Plastic .................................................................. 956-958, 1572, 1573 
Rubber, All Types ............................................................... _ ............ 606 
Teflon .................................................................. 956, 957,1573,1575 
Varnished Cambric ........................................................................ 1572 
Vinyl ................. _ ............................................................................ 1574 

Insulation Parts 
Bead ................ _ ............................................................................... 807 
Insulating Sleeves ............ 521, 747, 753, 802,1573-1575,1580,1581 
Plastic ............................................................... .741, 1499, 1573-1575 
Plastic-Extruded ................................................ 956, 1499, 1574, 1575 
Plastic-Molded ................................................................................ 721 
Rods ........................................................ _, ....... _ ................ 665, 954, 956 
Sheets ..................................................... _ ................................ 954, 957 
Tubing (Also See Tubing } .............. 954, 1499-1501, 1532-1534, 1572, 

1574-1576,1582, 1597 
Insulators 

Antenna & Spring Assemblies .......... 32, 50, 51, 664, 807, 1591, 1592 
Bushing Metallized ........ _ ................................................................. 828 
Ceramic ............................................................................................ 806 
Feeder Spreader .............................................................. 36, 664, 807 
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Feed Through .......................................................... 32, 665, 806, 807 
Standoff, Beehive Cone, Etc ............. 32, 33, 665, 675, 676, 721,806, 

807,1580,1581,1591 
Strain ...................................................................................... 664, 1592 
Test & Battery Clip .................................................................. 730, 731 

Intercommunication Systems ................ 61-64, 66, 77, 79, 80, 84-86, 89,90; 
93,103,107,108,111-113,680,984 

lntermatic Time Controls .................................................................... 1226 
INTERNATIONAL ELECTRONICS CORP ............................................... 1468 
INTERNATIONAL INSTRUMENTS, INC ................................................. 896 
INTERNATIONAL RECTIFIER CORP ............................................. 1185-1189 
INTERNATIONAL REGISTER CO ........................................................... 1226 
INTERNATIONAL RESISTANCE CO. (IRC) 

Polystrip low Voltage Wiring ...................................................... 1578 
Resistors .............................................................................. 1119-1138 

Interrogator EqUipment (See Receivers, Transmitters, Etc.) 
Inverters, DC-AC, DC-DC ............................ 987-990, 992, 999,1026,1374, 

1375,1400,1449 
Ion Traps ................................................................................................. 619 
I.R.C ............................................................................................. 1119-1138 
Irons Soldering (See Soldering Irons) 
Isolators, Ferrite ................................................................................... 1483 

J 

JBT INSTRUMFNTS, INC. 
Switches ................................................................................ 1227-1231 
Vibrating Reed & Elapsed Time Meters, 

Temperature Test Equip ..................................................... 900·903 
Jack Adapters .............................................................. 724, 725, 1253, 1255 
Jack Covers .................................................................................. 828, 1252 
Jack Panel Assemblies & Accessories .......... 171, 682, 741,772,773,1250 
Jacks, All Types (Also See Connectors) ............ 168, 658, 660, 661, 681 to 

779 (Sec. 2200), 798-801,803-805,808,844, 845,848, 
850,851,1250,1253-1255 

JACKSON ELECTRICAL INSTR. CO ................................................. 897-899 
JAN HARDWARE MFG. CO., INC ................................................... 827-836 
JAVEX ELECTRONICS ............................................................................ 723 
JENNINGS RADIO MFG. CO_ 

Vacuum Capacitors & Relays ................................................ 486, 487 
Vacuum Switches .......................................................................... 1232 

JENSEN MFG. CO ........................................................................... 140-145 
JERROLD ELECTRONICS CORP ........................................................... 35-42 
Jewels, Glass, Plastic ...................................................... 971, 977, 980, 983 
JOHNSON CO., E. F. 

Communications Equipment, Components ............................ 648-669 
Pilot lights .................................................................................... 979 

JONTZ MFG. CO. . ................................................................................... 34 

Jumpers, Bonding .................................................................................... 95~ 

Junction Boxes (See Boxes, Junction) 

K 

KTV TOWER & COMM_ EQUIP. CO ........................................................ .4, 
KALPA SCIENTIFIC LABS .................. _ .................................................... 90' 

Karadio Car Radio ................................................................ 627, 628, 63C 

KARLSON ASSOC IATES, INC ................................................................. 14( 
KEDMAN CO ........................................................... _ ............................. 1281 
Kel-F (See Plastic Materials) 

Keys, Telegraph .............................................................................. 668, 75! 

KEYSTONE ELECTRONICS CORP ..................................................... 840, 84 

Kits 
Audio, High Fidelity ...................................................... 81-83, 92,13 
Breadboard, Experimental .................... 449, 733, 777, 778, 846, 117. 
Capacitor .......................................................................... 372-37 4, 41 
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Potentiometer Tapping ...................................................... 1132, 1133 
Power Supply, Transistorized ........................................................ 679 
Receiver ............................................................ : ................. 83, 115, 679 
Resistor .................................................. 1102, 1108, 1109, 1111, 1120, 

1121,1128,1150,1157,1174 
Speaker ..................................................... : ................ 83, 131, 138, 171 
Stereo Conversion .................................................. 199, 219, 223, 224 
Terminal .................................................................................. 847, 851 
Test Equipment ................................................ 641, 875·877, 906, 908 
Transmitter .............................................................................. 641,679 
Wire ................................................................ 1517, 1518, 1529,1578 

KLEIN & SONS, INC., MATHIAS .................................................. 1289-1291 
Knives & 81ades .................................................... 1264, 1291, 1321, 1323 
Knobs, Pointers & Accessorfes .................... 193, 656, 673, 676, 727, 754, 

784 to 795 (Sec. 2400), 849, 851, 970,1010,1154,1227 
KRAEUTER & CO., INC ............................................................... 1292-1295 
KRYLON, INC ................................................. , ................................. 604, 605 
KURMAN ELECTRIC CO ................................................................ 1061-1067 
KWIKHEAT MFG. CO ........................................................................... 1296 
Kwik-Kall Intercom ................................................................................. 93 

L 

LMB (Heeger, Inc.) 
Boxes, Chassis. & Enclosures .................................................. 249·251 
Chemicals, Soldering Flux .............................................................. 606 

LAB-TRONICS, INC ......................................................................... 724,725 
labels Pressure-Sensitive .................. 31. 189, 191,214,794, 1559, 1598 
lacquer .................................................................................................... 281 
lacquer Insulation (See Insulating Compounds) 
lamps (Also See lights) ................................ 662, 663, 746, 968, 979,1487 
lamps 

Dial ........................................ 662, 663, 746, 968, 971, 979-983, 14B7 
Exciter, Photographic ...................................................................... 968 
Glow ........................................................................................ 968, 982 
Incandescent .................................................... 662, 663, 968, 971, 979 
Miniature, Subminiature ................ : ..................................... 968, 1487 
Neon .............................................................. ; .................. 968, 971, 982 
Pilot ............................................ 662, 663, 746, 968 to 983 (Sec. 3900) 

leads, Test (See Test leads) 
Leak Amplifiers ...................................................................................... 195 
LECTROHM, INC. . ....................................................................... 1139-1141 
LERCO Div. Microdot, Inc. 

Knobs .............................................................................................. 791 
Terminals, Terminal Boards, Hardware .................................. 837-839 

LICON SWITCH & CONTROL DIV ............................................... 1234, 1235 
lie Detectors, Electronic .......................................................................... 955 
Lifetime Recording Tape ...................................................................... 209 
LINE ELECTRIC CO_ .............................................................................. 1060 
L1NEMASTER SWITCH CORP ....................................................... 1236, 1237 
lightning Arresters (See Arresters, lightning) 
lights (Also See lamps) ........ 662, 663, 746, 968, 969, 971-976, 979,1487 
lights 

Dial, Panel, Pilot & Accessories .................... 662, 663, 764,.968-976, 
979-983, 1487 

Edge lighting Panel ........................................................ 968, 969, 971 
Indicator (See lights, Dial, Etc.) (Also See 

Indicators, Computer Type) 
Infrared ............................................................................................ 964 
Inspection (See Inspection lighting & Equipment) 
Instrument ................................................ 968, 969, 971-976, 980-983 
Marker .... : .... , .................................................................................... 968 
Neon Test ................................................................................ 968, 970 
Signal ................................... _ .................... 662, 663, 746, 968, 979-983 
Test .................................................................................................. 970 
Ultraviolet ........................................................................................ 964 
Warning .......................................... 662, 663, 746, 969, 971,979,981 
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limiters, Pulse .......................................................................................... 340 
liners, Tube Shield (See Shields, Tube) 
lines, Slotted (See Slotted lines, Microwave) 
links, Antenna ........................................................................................ 666 
liquid Binders (See 8inders, liquid) 
LITTON INDUSTRIES (See U.S. Engineering) 
L1TTELFUSE, INC ... : ....................................................................... 1238-1241 
loads, Dummy (See Dummy loads) 
Lock-GriPliers Tools .......................................................................... 1323 
locks, Dial & Shaft ...................... 613, 672, 673, 676, 751,803,828,840, 

848,849,851 
LOGE ELECTRONICS, INC ......................................................................... 93 
loudspeakers (See Speakers) 
LOWELL MFG. CO ........................................................................... 147-153 
louvers, Ventilating Chassis .................................................. 103, 245, 284 
lubricants .................................. 191, 192; 217, 598, 600,602-604, 607-609 

M 

Machines 
Shock Testing ...................... ; ........................................................... 831 
Terminal-Installing .......... , ............................................................... 848 

Magic Carpet Antenna ............................................................................ 35 
MAGNECRAFT ELECTRIC CO ....................................................... 1069-1073 
Magnetizers & Demagnetizers .................... 189, 191,201,215,353,1011 
MALLORY & CO., INC., P. R. 

Batteries, Buffer Capacitors, Vibrators .............................. 1008, 1009 
Capacitors ...................... : ........................................................... 489-499 
Controls, Rheostats, Resistors ............................................ 1143-1147 
Jacks, Plugs, Knobs, Hardware .................................................... 727 
Switches ........ : ...... : .............................................................. 1242, 1243 

Manuals (See Services, Publications) .......................................... 1040, 1041 
Marine Radio Equipment (See Comm. Systems, Receivers, 

Transmitters, Etc.) 
Markers 

Frequency. Microwave ....................................... , .................... 907, 908 
Identification (See labels and Plates, Nameplates, 

Also Markers, Code) 
Wire, Code & Tab .................................... 767, 790,1501,1559,1598 

MARSHAll ELECTRONICS CO ............................................................. 1474. 
MASTER MOBILE MOUNTS, INC ................................. _ ....................... 44-47 
Masts, Antenna (See Antenna Towers and Supports) ........................ 58, 59 
Materials, Acoustic ......................................................................... , ....... 217 
Measuring Wire, Gear .................................... 1 ....................................... 804 
Megaphones, Electronic ............................................................................ 88 
MERIT COIL TRANSFORMER CORP ........................................... 1380-1386 
Meter Testers (See Testers, Meter) 
Meters (Also See Indicators) ............................ 639, 861 to 953 (Sec. 2900) 
Meters 

Ammeter, AC .................................................... 861 to 953 (Sec. 2900) 
Ammeter, DC .................................................... 861 to 953 (Sec. 2900) 
Ammeter. R-F .................................................................. 896. 933, 935 
Attenuation .............................................................................. 866, 867 
Audio level .............................................................................. 866, 867 
Cable Tesfing .............................................................. 919.1012,1013 
Capacitance ..................................................... .474, 863. 878. 892, 936 
Darsonval .................................. 865-869.896,924.927,940.944,946 
Decibel, Audio ........................ 863, 866. 867. 875, 907-909, 921,933 
Distortion. R-F .................................................................................. 883 
Elapsed Time .................................................. 779.862,901,902,932 
Edge-Wise ........................................................ 866, 867, 896, 921, 944 

. Electrometer ......................................................... ; ....... : .................. 936 
Field Strength ...................................................... 42, 45, 639, 679. 931 
Frequency .......................... · ...................... 677, 862, 866, 867, 900-902 
Galvanometer .................................................. 866.867,909,933,935 
Grid Dip .................................................................................. 641, 670 
Kilovolt .................................. 487.866,867, 875! 904, 907, 908, 1013 
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Megohm ......................................................... .474, 878, 882, 895, 908 
Microampere ...................................................... 861 to 953 (Sec. 2900) 
Microfarad ........................................................................................ 878 
Microvolt .......................................................................................... 875 
Milliampere ........................................................ 861 to 953 (Sec. 2900) 
Millivolt ............................ 863, 866 .. 868, 875, 896, 932·935, 941,945 
Miniature .......................................................................... 866, 867, 896 
Modulation ......................... : .................................................... 866, 867 
Multitester ................ 876, 878, 892, 896, 907, 912, 923, 925·927,936, 

938·941, 950 
Null .......................................................................................... 866, 867 
Ohm ............................................................ 474, 861 to 953 (Sec. 2900) 
Output ............................................................................................... 639 
Panel .................................................................. 861 to 953 (Sec. 2900) 
Phase Angle .................................................................................... 881 
Pocket .............................................................................. 865, 920, 926 
Portable .............................................................. 861 to 953 (Sec. 2900) 
Power, R·F ................................................................................ 639, 874 
Psychogalvanometers (See lie Detectors) 
Pyrometer ........................................................................................ 903 
Q ...................................................................................................... 882 
Ratio ............................................................................................... .474 
S Units ...................................................................... 863, 866; 867, 921 
Snap Around ............................................................................ 865, 940 
Sound Level ............................................................................ 866, 867 
Standing Wave Ratio ...................................................................... 675 
Tachometer ...................................................................................... 902 
Thermocouple .................................................................................. 903 
Thermometer .................................................................... 924, 927, 949 
Time Interval ........................................................ 779,862,889,1226 
Vacuum Tube Volt ............................................ 861 to 953 (Sec. 2900) 
Vibrating Reed ................................................................................ 862 
Volt .................................................................... 861 to 953 (Sec. 2900) 
Volt·Ammeter .................................................... 861 to 953 (Sec. 2900) 
Volt-Ohm ............................................................ 861 to 953 (Sec. 2900) 
VU .................... 215, 863, 866, 867, 869, 896, 905, 909, 920, 932·935 
Watt ........................................................ 875,909,928,935,943,951 

Mica, Glass' Bonded Mica (See Insulation Materials) 
Microphone Stands, Accessories (See Stands, Microphones) 
Microphones 

Carbon ................................................................ 61, 118, 121, 167, 172 
Cardioid .......................................... 118, 120, 134, 139, 160·162, 165 
Ceramic ............................................ 118, 120, 121, 135, 172, 225, 644 
Condenser ................................................................................ 139, 197 
Contact ............................................................................................ 946 
Crystal .............................. 107, 108, 118, 121, 135, 164, 172, 175, 197 
Differential .............................................................................. 135, 136 
Dynamic .................... 110, 118, 120, 121, 134, 135, 139, 160·163, 165, 

168,172·174,176,182,183 
Handsets, Headsets' (See Headsets) 
Magnetic .................................................................................. 165, 166 
Noise Cancelling .............................................................................. 136 
Pressure .......................................................................................... 118 
Ribbon ....... ; .............................................................. 118, 139, 160, 161 
Transistorized .......................................................................... 136, 167 

Microscopes .............................................................................................. 217 
MICROTRAN CO., INC. . 

Hi-Fi Accessories, Telephone Pick-Up Coils .......................... 200, 201 
Transformers ........................................................................ 1388·1399 

MICROWAVE COMPONENTS INC ••...•.....•....•.•....•...........••..•..•.............. 959 
Microwave Equipment (See Amplifiers, Antennas, Converters, 

Couplings, Receivers, Transmitters, Etc.) 
Micro-Z-Match Matching Inductance ................................................. .46 
MIDDLETOWN MFG. CO •..•.....•............••.........•........••.............•...••.. 252-255 
MILLEN MFG. CO., INC., JAMES .................................................... 670-677 
MILLER CO., J. W ............................................................................. 615-621 
MILLER CO., SANFORD ........................................................................ 1190 
MILWAUKEE RESISTOR CO .......•....•.•...•...............•...................... 1148-1150 
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MINNESOTA MINING & MFG. CO. (MMM) .......................................... 198 
Mixers, Audio, Microphone ........................ 67, 78, 84·86, 89, 90, 92, 1254 
Mobile Equipment (See Receivers, Transmitters, Etc.) ...................... 58, 59 

Modulators 
A·M ............................................................................ 40, 641, 670, 675 
F·M ................................................................................................... .40 
Pulse .............................................................................................. 1465 
RF .................................................................................................... 916 
TV ...................................................................................................... 40 

ModcU-Rak Desk Racks ........................................................................ 290 
Monitors 

Modulation ...................................................................................... 671 
Power, R·F ...................................................................................... 874 
Transmitter, A·M & F·M .................................................................. 644 

MOSLEY ELECTRONICS, INC. 
Antennas ................................................................................... .48, 49 
TV Installation Accessories ..................................................... .728, 729 

Motion Picture Equipment (See Cameras, Projectors, Etc.) 
Motors 

AC, DC ......................................................................... .' .......... 962, 963 
Clock ...................................................................................... 961, 1226 
Control ............................ , ............................................................... 961 
Fractional HP ....................... , .......................................................... 185 
G<;ar ................................................................................................ 185 
Hysteresis .............................................................................. 961, 1226 
Incremental, Stepping .......................................... : ......................... 962 
Miniature .......................................................................................... 185 
Perminent Magnet Gear .................................................................. 962 
Phonograph .................................................................................... 184 
Remote Control ...................................................................... 961,962 
Synchronous .................................................. 184, 185, 961·963, 1226 
Timing ............................................................................ 185, 961, 1226 

Mounts 
Antenna (See Antenna Towers & Supports) 
Crystal ............................................................................................ 959 
Klystron ............................................................................................ 959 
Microwave ...................................................................................... 959 
Mobile Antenna .............................................................. 50, 51, 58, 59 
Thermistor ...................................................................................... 959 

Mr. Jiffy Cabinets ................................................................................ 246 
MUELLER ELECTRIC CO ................................................................... 730, 731 
Multicore Solder .................................................................................. 1260 
Multiplexers ............................................................................................ 106 
Multipliers, Meter .................................................................................. 909 
Multivibrators .......................................................................................... 340 
Mylar (See Plastic Materials) 

N 

NATIONAL ELECTRONICS. INC ................................................. 1478. 1479 
NATIONAL RADIO CO .• INC. 

Chokes & Elasticable ...................................................................... 622 
Communications Equipment ........................................... ; .............. 678 
Knobs ...........................................................................•.................. 793 
Nuts and Studs ...................................................................... 842, 843 

NATIONAL WIRE & CABLE CORP •...............•...•...•...........•..•..... 1580.1581 
Needles (See Styli) 
Networks 

Crossover ................................................................................ 106. 181 
Matching .......................................................................................... 64~ 
Phase ................................................................................................ 67C 
Pulse ........................................................................................ 507·511 

NEWCASTLE FABRICS CORP. (See Acoustone) 
NEWCOMB AUDIO PRODUCTS ........................................................ 94·1m 
NEWMAN. M. M .• CORP. 

Heli·Tube. Plastic Tubing ..................................... , ..................•..... 158: 
Soldering Irons .....................................................................•........ 129i 
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NEW·TRONICS DIY. . .............................................................................. 52 
No Noise Lubricants .............................................................................. 598 
Norseman Electronic Tools ..................................................... 1270, 1271 
NORTH AMERICAN PHILIPS CO., INC. (Noreleo) ........................ 202, 203 
NORTH HILLS ELECTRONICS CO., INC. 

Adustable Coil & Coil Forms ........................................................ 623 
RF Transformers, Toroids ............................................................ 1401 

NORTRONICS CO., INC ......................................................................... 199 
Nortronics Tape Recording Components .............................................. 199 
Nuclear Equipment (See Accelerators, Analyers, Etc.) 
Null Detectors (See Detectors, Null) 
Null Indicators (See IndicatQrs, Null) 
Nuts 

Metal ...................................... 698, 727, 75i, 809, 823, 842, 849,1247 
Plastic .............................................................................. 752, 785, 809 

Nylon (See Insulation Materials & Plastic Materials) 

o 
OHMITE MFG. CO. 

Capacitors ................................................................................ 500, 501 
Variable Transformers ................................................................... 1010 
Relays .................................................................................. 1074, 1075 
Resistors, Rheostats, Knobs ................................................ 1151·1157 
Switches ........................................................................................ 1223 

One Shot (See Multivibrators) 
Optical Equipment & Specialties (Also See Microscopes, Etc.) 
Ort%n Studio Equipment .................................................................... 227 
ORYX CO ............................................................................................... 1298 
Oscillators 

Audio , ..................................................................... 637, 877, 898, 899 
Code ................................................................................... ; .... 641,755 
Crystal .............................................................................................. 637 
Klystron (See Tubes, Klystron) 
R·F .................................................................... 621, 637, 675, 678, 899 
Sweep .............................................................................................. 899 
Test .................................................................................................. 637 
Transistor ........................................................................................ 621 
UHF, VHF ........................................................................................ 641 

Oscilloscopes .......................... 671,675,876,893,898,899,907,911,914, 
929,944,947 

Ovens, Crystal, Component .................................................................... 780 
OXFORD COMPONENTS ........................................................................ 1 04 

p 

PACE ELECTRICAL INSTRUMENTS CO., INC ......................................... 905 
Pads 

Turntable (See Cushions, Mats) 
L & T ............................................. .41, 73,193,723,1089,1099,1144 

Paging Systems (See Public Address Systems) 
Paints 

Fluorescent ...................................................................................... 605 
Metallic ................................................................. ; .. ; ....................... 605 
Protective ........................................................................ 603, 605, 608 
Ripple Finish .................................................................................... 608 
Bakelite ............................................................................................ 841 
Cooling ............................................................................................ 245 
Electro Luminescent .......................................................................... 72 
Fuse ................................................................................................ 1241 
Indicator ........................................................................ 62·64, 66, 971 
Jack ........................................................................ 103, 171,772, 1250 
Metal .......................................................... 103, 232 to 309 (Sec. ·1400) 
Meter ............................................................. : .. 244, 253·255, 295, 296 
Monitor .......................................................................... 62·64, 66, 103 
Patch (See Panels, Jack) 
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Relay Rack .................................................. 103, 232 to 309 (Sec. 1400) 
Speaker ............................................................................ 103, 295, 296 

Para/lector Antennas .............................................................................. 53 
PAR METAL PRODUCTS CORP ....................................................... 256·277 
Patch Cords (See Cords, Patch) 
PEERLESS TRANSFORMERS (See Altee Lansing) 
PENTA LABS, INC ....................................................................... 1480, 1481 
PERMACEL ................................................................................................ 958 
Permaline TV Transmission Line .......................................................... 1560 
Perma/oam Coaxial Cables ................................................................ 1560 
PERMA·POWER CO. 

Garage Door Opener & Roving Rostrum ...................................... 105 
TV Accessories .............................................................................. 1011 

PETERSEN RADIO CO., INC ............... ; ................................................... 781 
Phase Indicators (See Indicators,. Phase) 
Phase Shifters (See Shifters, Phase) 
Phenol Formaldehyde Phenolics (See Plastic Materials, 

Phenol Formaldehyde) 
Phenol ics (See Plastics) 
PHILMORE MFG. CO. INC ................................................. ; ................... 679 
Phones (See Headphones) 
Phono Arms, Transcription (See Arms, Phono, Transcription) 
Phono Drives, Idler Wheels (See Drives, Phono) 
Phonographs, High·Fidelity, Stereo .... 75·78, 88, 92, 94·97,102,116,195 
Phononeedle Phono Needles ..................................................... : .......... 208 
Photocells & Phototubes (See Transducers, Cells, 

Photoelectric Also Tubes) ................................................................ 1179 
Photoelectric Equipment (See Alarms, Controls, Counters, Etc.) 
Photoflash Equipment, Electronic .................. , ....................................... 555 
Photomultipliers (See Tubes, Photomultipliers) 
PIC AUTOMATION CONTROLS DIY ................................................... 1244 
Pic Counters and Actuators .................................................................. 1244 
PICKERING & CO., INC ................................................................. 204, 205 
Pickups 

Industrial (See Transducers) 
Phono·Ceramic ................................................................................ 119 
Phono·Crystal .................................................................. i 19, 224, 679 
Phono·Magnetic ................................................ 204, 205, 220·222, 224 
Phono·Stereo .............................................................. 95, 204, 205, 224 
Photoelectric .................................................................................. 1477 
Transcription ............................................................ 192, 204, 205, 639 
Vibration .......................................................................................... 118 

Piezoelectric Crystals (See Crystals) 
Pilot Lamps (See Lamps, Pilot and Lights, Pilot) 
Pins .......................................................................................... 824, 848, 851 
PIONEER ELEC. & RESEARCH CORP ....................................................... 965 
Pitch (See Insulating Compounds) 
PLANET SALES CORP ..................................................................... 502·505 
PLASTIC'CAPACITORS, INC ............................................................ 507·511 
Plastic Materials 

Epoxy Resins .................................................................................... 606 
Mylar ........................................................................................... , .... 957 
Nylon ............................................................................ 956, 957,1573 
Phenol Formaldehyde Phenolics ............................................ 956, 957 
Polyethylene .................................................................. 956, 957,1573 
Polysterene ...................................................................... 954, 956, 957 
Teflon, Rods, Sheets, Tubing ......................... , ............ 956, 957, 1573 

Plasticon Capacitors ....................................................................... .412·414 
Plastics, EncapSUlating (See Compounds, Encapsulating) 
Plates 

Metal ................................................ 72, 255, 277, 307, 659, 921,1010 
Switch Mounting ............................................................................ 1196 
Wall (See Connectors, Wall) 

Players 
Magnetic Tape ......................................................................... 110,206 
Record and Transcription (See Phonographs) 

Pliers .............................................................. 756, 1259 to 1323 (Sec. 5400) 
Plugs, Fused .......................................................................................... 1197 
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Plugs & Jacks ...... 36.119.171.194.216.657·661.681 to 771l (Sec. 2100). 
798-801.803-805.811-813.819.847.1253-1256 

Plugs 
Adapter ........ 29.31.119.194.216.681 to 778 (Sec. 2100). 801. 1255 
Computer Board .....................•.•........ 684-689.691. 693-695. 724. 725 
Miniature & Subminiature .......... 119. 193. 672. 676. 681 to 778 (Sec. 

2100).798.799-801.804.1253.1256 
Phone ................•............... 171.216.660.681 to 778 (Sec. 2100). 798. 

803-805. 1253. 1256 
plus-50 Recording Tape .......................................................................... 209 
Pointers. Dial ..•....................................................................................... 673 
Polishes (See Compounds. Cleaning and Polishing) 
Polonium (See Metals) ............................................................................ 746 
Polyethylene (See Plastic Materials. Polyethylene) -
Polystyrene (See Plastic Materials. Polystyrene) 
POMONA ELECTRONICS CO .• INC •.....................................•........ 732.733 
Posts. Binding .................. 613.659.672.676.681 to 7.18 (Sec. 2100). 802. 

804.820.843.848.1039 
Potentiometers 

Carbon Film. Precision ................ 1131. 1134. 1135. 1137. 1138. 1146 
Composition ........................ 1086.1090.1097-1099.1122.1123.1154 
Linear Motion .................................................. 1 097. 1098. 1123. 1154 
Non-Linear. Precision .Wirewound ...................................... 1087. 1103 
Precision •..•.......................................................................... 1 j 58. 1159 
Rheostat ........................................................ 1084 to 1178 (Sec. 4700) 
Slide-Wire ............................................................................ 1152. 1153 
Trimmer •..............•....•............................................... 1105.1158.1159 
Wirewound Precision .............................. 73. 1084 to 1178 (Sec. 4700) 

1084 to 1178 (Sec. 4700) 
POTTER & BRUMFIELD. INC ....................................................... 1076-1083 
Pouches. Tool (See Tool Pouches) 
Power level Indicators (See Indicators. Power level) 
Powerstat ...................................................................................... 1020-1022 
Power Supplies 

AC ............................................ 644.670.909.984 to 1039 (Sec. 4000) 
Computer ...................................................................................... 1 034 
DC ......................... .414.670.679.875.877.880.885.898.909.917. 

984 to 1039 (Sec. 4000) 
400 CPS .................................................................................. .414.450 
High Voltage ......................... .414.450.507-511.670.880.909.1012. 

1013.1026-1028 
low Voltage ........................ 644.875.877.986.990.992.999.1001. 

1013.1016.1039 
Magnetic ........................................................................................ 1039 
Microwave ............. ; .......................................................................... 959 
Miniature ................................................................................ 414.450 
Mobile ..................... , ................................ 679.877.885.987-990.999 
Radar ................................................................................................ 450 
Regulated ........................ 670. 898. 909. 911. 984 to 1039 (Sec. 4000) 
Transistorized ...................... 450.644.679.880.885.986.1001.1012. 

1013.1034.1039 
Transmitter ...................................................................................... 670 
Vibrator ........................................................ 986·990.999.1012.1013 

Preamplifiers 
Audio .................... 74.78.82.83.91.92.99.100.103.114.195.206 
Oscilloscope .................................................................................... 671 
Receiver ... : ........................................................................................ 692 
Stereo .................... 74.78.82.83.91.92.99.100.114.195.206.222 
TV ........................................................................ 35.37.632. 634. 636 

PRECISE ELEC. & DEVELOPMENT CORP ......................................... 906-909 
PRECISE MEASUREMENTS CO ......... ; ........................................... 1012. 1013 
PRECISION APPARATUS CO., INC ................................................. 910.911 
PREMAX PRODUCTS ............................................................................ 50-51 
PREMIER METAL PRODUCTS .......................................................... 278-296 
Probes 

Crystal .............................................................................................. 917 
High Frequency .............................................................................. 932 
High Voltage .................................. 800.801.876.907.908.917.932 
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Microwave ................................................................................ 876. 959 
Oscilloscope .................................................... 876.911.917,930.947 
R-F .................................................................................... 876. 908. 917 
Temperature .......................................................................... 932. 1174 
Test leads .............. 639.710.719.732.742.743.745.800.803.841. 

876.908.917.930 
Pro11Ultic Controls ................................................................................ 1223 
Protectors Contact (See Suppressors. ARC) 
Protectors. Surge ...................................................................... 88.990.991 
Public Address Systems ............. ~62. 64. 66. 67. 76. 77. 79. 87. 88. 94. 95. 

97.99.100.102.105.180 
Pullers 

Fuse ................................................................................................ 1275 
Tube ................................................................ 1275.1285.1315.1467 

Pulleys ...................................................................................................... 825 
Pulse Limiters (See Limiters. Pulse) 
Pulse Networks (See Networks. Pulse) 
Pumps .................................................................................................... 1467 
Punches .................................................................. 1274. 1280. 1281.1313 
Pushbuttons .............................................................................................. 785 
PYRAMID ELECTRIC (See General Instrument) 
PYRAMID INSTRUMENT CORP. (See Amprobe) .................................... 865 

Q 

QUAM.NICHOLS CO ....................................................................... 154.155 
Quartz. Raw (See Crystals) 
Quick Disconnect (See Connectors. Terminals. Quick Disconnect) 
Quick· Wedge Screwdrivers ................................................................ 1288 
QUIETROLE CO. . ................................................................................... 607 

R 

Racks 
Cabinet ...................................................... 103. 232 to 309 (Sec. 1400) 
Desk and Console ...................................... 214.232 to 309 (Sec. 1400) 
Relay. Channel .......................................... 103.232 to 309 (Sec. 1400) 

RACON ELECTRIC CO., INC .......................................................... :156-159 
RCA (Radio Corp. of America) 

Batteries .............................................................................. 1014.1015 
Magnetic Tape ................................................................................ 207 
Manuals. Books .............................................................................. 1047 
Test Equipment ........................................................................ 912-917 
Transistors & Silicon Rectifiers ............................................ 1192. 1193 
Tubes .................................................................................... 1475-1477 

Radio Comm. System (See .comm. Systems) 
Radios. Citizens Band ........................................ 60.641.645-647.679.680 
Rayonic Cathode Ray Tubes ................................................................ 1488 
RAY·O·VAC CO ........................................................................... 10.17-1019 
Reactors. Charging. Filter (Also See Coils) ........................................ 1023. 

1324 to 1457 (Sec. 5600) 
RECOTON CORP ....................................................... : ........................... 208 
Readers •. Readout Devices ............................................ : ......................... 971 
Receivers 

Aircraft ............................................................................................. 645 
AM ................................................ 91.94.103.627-630. 646.647. 679 
Binaural .............................................................................................. 91 
Citizens Radio (See Radios. ptizen) / 
Communication & Amateur .......................... 637 •. 643. 646. 678.679 
Conelrad ............................................................................................ 94 
Direction Finding ................. : ............................................ : ........... ,.646 
FM ........................................................................................ 91. 94.106 
Headphone (See Headphones) 
Home ................................................................. : ........ 91.94.628.630 
Marine .............................................................................. 628. 630. 646 
Multiplex .................................................................................. 91. 106 
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Portable & Mobile .................................................... 83, 627, 628,630 
Rebroadcast .............................•.......................................................... 91 
Single Sideband ...................................................................... 646, 647 
Stereophonic ..•....•... , ...•..................••.......................................... 91, 106 
Transistor ..... ; .............................................................................. 83, 637 
TV .................................................................................... 114, 115,631 
UHF, VHF ........................................................................................ 637 

Receptacle Card (See Card, Receptacle) 
Record Changers & Players, Automatic (Mono & Stereo) ........ 88, 94·97, 

102, 103, 116, 184 to 231 (Sec. 1340) 
. ~ecord Players, Home ........................................ 94·97, 102, 195,227,230 
Recorders 

Disc .................................................................................................. 212 
Magnetic Tape .................................................................. 81, 110, 231 
Stereophonic Tape .............................................................. 81, 98, 231 
Tape ...................................................................... 81, 98, 202, 203, 231 
Tape Loop .......................................................................................... 98 

Records, Blank ........................................................................................ 187 
Reeoton Phono Needles ........................................................................ 208 
Rectifier, Power Units ........................ 1006, 1007, 1038, 1185·1188, 1190, 

1191,1400,1473 
Rectifiers 

Copper Oxide ...................................................................... 1182, 1191 
Electronic Tube (See Tubes, Rectifying) ...................................... 1458 
Germanium .................................................................................... 1473 
Metallic Stack ................................................ 1038, 1187, 1190, 1194 
Selenium ............................ 1006, 1128, 1182, 1186, 1188, 1190, 1387 
Silicon ................................ 1006, 1007, 1038, 1183, 1187·1 i90, 1194, 

1195,1387,1473 
Si licon Controlled .......................................................................... 1187 

Reducers, Speed (Also See Gear Mechanisms) ...................................... 827 
Reels, Recording Accessories .................................................................. 215 
REEVES SOUNDCRAFT CORP ................................................................. 209 
Reference Books (See Technical Books) 

Regulators 
Current ................................................................................ 1460, 1461 
Voltage & Stabilizers ............ 38, 340, 984 to 1039 (Sec. 4000),1375, 

1408,1460,1461 

REK·O·KUT CO ................................................................................. 211·213 
Relay Covers, Cases, Enclosures .......................... 1076, 1079, 1081,1'082 
Relay Switch Assemblies, Contacts ............. ; .............................. 1056, 1058 
Relays (Also See Contactors ) ................ 667, 873,1050,1051,1060·1067, 

1069,1074·1078,1080·1082 
Relays 

Antenna ............................................................ 1051, 1062, 1066, 1082 
Coaxial ................. ; ........................................... .487, 1051, 1054, 1055 
Contact (Also See Contactors) ........ 667, 1056·1058, 1070, 1076·1078, 

1080·1082 
Crystal Can .......................................................................... 1051, 1073 
Differential .................................................................................... 1078 
Electrostrictive ................................................................................ 1051 
400 Cycle ...................................................................................... 1064 
Frequency Selective ........................................................................ 902 
General Purpose ............................................ 1051 to 1083 (Sec. 4500) 
Hermetically Sealed ............................ 1035, 1051 to 1083 (Sec. 4500) 
High Speed .................................................................................. 1076 
High Voltage ................................................ 667, 487, 904,1074,1075 
Impulse ................................................................................ 1081, 1082 
Indicating ............................................................................ 1057, 1081 
Industrial, Heavy Duty .................................... 667, 1051, 1058, 1060 
Latching .................................................... 1060, 1072·1074, 1081·1083 
Meter ................................................................................................ 873 
Miniature and Subminiature ................ 873, 1051 to 1083 (Sec. 4500) 
Multiple Leaf ...................................................................... 1051, 1060 
Photoelectric .................................................................................. 1 060 
Plate Circuit .......................................... 667, 1051 to 1083 (Sec. 4500) 
Plug·ln .................................................... 873, 1051 to 1083 (Sec. 4500) 

Index Page 18 

Page 

Power Control ........................................ 667, 1051 to 1083 (Sec. 4500) 
Power Transfer ............................................ 486, 487, 904,1051,1062 
Printed Circuit ........................................ 1051, 1060, 1074, 1079, 1083 
R·F .......................................................................................... 667, 1077 
Radio Control ........................................................................ 667, 668 
Rotary ..... : ............................................................................ 1 056, 1073 
Sensitive ...................................... 873, 1035, 1051 to 1083 (Sec. 4500) 
Stepping, Ratchet ...................................................... 1056, 1057, 1082 
Telephone .......................... 1063, 1064, 1066, 1070·1072, 1076, 1077 
Time Delay .......................................................................... 1052, 1053 
Vacuum Contact ...................................................................... 486,487 
Vibrating Reed ....... : ...................................... ; ................................. 902 

Reliefs, Strain ..................... : ........................................................ 826, 1591 
Reproducers, Sound .................. 76·78, 94·98, 202, 203, 206, 211·213, 231 

Resistance Comparators (See Comparators, Resistance) 

Resistors 
Adustable ...................................................... 1084 to 1178 (Sec. 4700) 
Adjustable, Miniature ............................ 1091, 1092, 1094, 1105, 1177 
Adjustable, Wire Wound ............................ 1084 to 1178 (Sec. 4700) 
Ballast Tube (See Tubes, Ballast) 
Carbon, Deposited ...................................... 1084 to 1178 «Sec. 4700) 
Carbon, Film .................................................... 1084, 1085, 1102, 113d 
Composition .......................................... 1102, 1111, 1119·1121,1157 
Decade ............................................................................ 353, 870, 894 
Encapsulated .......................................... 447, 1084 to 1178 (Sec. 4700) 
Film, Metal .................................... 447, 1102, 1105, 1107, 1151, 1167 
Film, Precision .................................................. 447, 1107, 1130, 1151 
Flexible .......................................................................................... 1141 
fuse ...................................................... 1109, 1128, 1150, 1157, 1178 
Glass ............................................. : ................................................ 1178 
High Frequency ......................................................... .447, 1105, 1151 
High Temperature ............................................. .447, 1107, 1151, 1157 
High Voltage .................................................. 1084, 1085, 1124·1127 
Mil Type ........................................................ 1084 to 1178 (Sec. 4700) 
Miniature and Subminiature ........................ 1084 to 1178 (Sec. 4700) 
Negative Temperature Coefficient .............................................. 1174 
Plug·ln Tube (See Tubes, 8allast) 
Power .................................................... 447, 1084 to 1178 (Sec. 4700) 
Precision ........................................................ 1084 to 1178 (Sec. 4700) 
Printed Strip ..................................................... 1096, 1106, 1141, 1156 
Rheostat (See Potentiometers Rheostat) ............................ 1116, 1117 
Silicone ................................................................................ 1150, 1151 
Temperature Sensitive .................................................................. 1174 
Variable (See Potentiometers) 
Vitreous Enamel .......................... 1093, 1094, 1096, 11 02, 1112·1115, 

1139·1141, 1148·1150, 1155, 1156, 
1164,1165,1169·1173,1176,1177 

Wire Wound, Precision ................................ 1084 to 1178 (Sec. 4700) 
Wire Wound, R·F, Non·lnductive .............. : ... 1104, 1151, 1155·1157, 

1160·1163 

Retractile Cords (See Cords, Retractile) 
Reverberation Units ................................................................................ 91 
R·F Equipment (See Ammeters, Amplifiers, Cables, Etc.) 

R·F Indicators (See Indicators, R·F) 
Rheostats (See Potentiometers, Rheostat) 
Rheostats, Electronic .................................................................... 1152, 1153 

RIDER PUBLISHER, INC., JOHN F ............................................... 1048, 1049 

Rings, Retaining .......................................... : ................................. 696, 1596 
RIPLEY CO., INC. .. ........................................................................ 796, 797 

Rivets .................................................................................................... 826 
ROBINS INDUSTRIES CORP ........................................................... 214·219 
Rods, Clamps, Ground ............................................................ 32, 51, 1592 

Rods & Tubes, Metal ........................................................... .751, 805,1577 
Rollers, Pressure (See Drives, Phono, Tape) 

Rotators .................................................................................. 23, 27, 28, 57 
RYE SOUND CORP .................................................................................. 168 
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SNC .MFG. CO., INC ................................................................... 1404-1407 
SAMS, HOWARD W. & CO., INC .......................................................... 1050 
SANGAMO ELECTRIC CO ............................................................... 512-539 
Sapphires (Also See Bearings) 
Saws ................................................................................... 1271,1312,1323 
SAXTON PRODUCTS, INC ........................................................... 1583-1596 
SCALA RADIO CO ................................................................................... 53 
SCHAUER MFG. CORP. 

Instrument Rectifiers .................................................................... 1191 
Power Supplies ............................................................................ 1016 

Scopes (See Oscilloscopes) 
Scotch Magnetic Tape ............................................................................ 198 
Screw Drivers ........................................................ 1259 to 1323 (Sec. 5400) 
Screw Machine Products ........................................................................ 849 
Screws (Also See Fasteners) .......................... 613, 751, 752, 757, 809, 822, 

823,849,859 
SEALECTRO CORP ........................................................................... 844, 845 
Sealers (See Coatings) 
SECO ELECTRONICS INC ....................................................................... 918 
Selective Calling Devices (See Comm. Systems) 
Selectors, Crystal .................................................................................... 657 
Semiconductor Parts .......................................................... 1180, 1181, 1195 
Semiconductor Testers (See Testers, Diode) 
Semiconductors 

Diodes (See Diodes) 
Transistors (See Transistors) 

SEMITRONICS CORP ............................................................................. 1194 
Sensors (See Switches, Sensors) 
Services 

Consulting, Electronic ........... · ....................................................... 1180 
Drafting ............................................................................................. .71 
Fabrication, Metal .......................................................................... 240 
Fabrication, Non-Metal .................................................................. 1592 

Shafts & Adapters, Flexible (Also See Couplings) ...... 657, 727, 750, 751, 
804,829,1088,1145--{Sec.3500) 

Shells (Also See Cans, Cups, Forms) .............................................. 698, 812 
SHERWOOD ELECTRONIC LABS., INC ................................................. 106 
Shields 

Cathode-Ray Tube .................................................... 675, 832-834; 836 
Coif .................................................................................................. 674 
Magnetic ...................................... 675, 697, 832-834, 836, 1535, 1570 
Transformer ................................................................ 1331, 1338, 1433 
Tube, Liners and Inserts ................ 383, 698, 711, 746, 776, 834,954 
Wire (See Braid, Copper) 

Shifters, Phase, A·F .............................................................................. 670 
Shunts, Meter .................................................................................. 909, 940 
SHURE BROS., INC. 

Hi-Fi Equipment-Arms, Cartridges, etc ............................... 220-223 
Microphones & Accessories ................................................ _ ... 160-167 

SHURITE METERS ............................................................................ 920, 921 
SIGHTMASTER CORP ........................................................................... 1245 
Signal Indicators (See Indicators, Signal) 
Signal Lights (See Lights, Signal) 
Signal Tracers (See Testers, Signal Tracing) 
SIGNAL TRANSFORMER CO. .. ............................................ ; ............... 1400 
Silicone Insulators & Insulation (See Insulating Compounds) 
SIMPSON ELECTRIC CO ................................................................... 923-935 
SkYmaJter Antennas ................................................................................ 47 
SLAUGHTER CO ..................................................................................... 919 
Sleeves (See Insulation Parts) 
Slides 

Chassis .............................................................. 217, 240, 284, 297, 303 
Cabinet .................................................................... 263, 291, 297, 303 
Hardware .......................................................................... 277, 297, 303 

Slim·Jim Antenna Coil ............................................................................ 45 
Slotted Lines, Microwave ...................................... ; ................................. 959 
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SMITH, INC., HERMAN H ............................................................... 734-768 
Smoke Indicators (See Fire Detection) 
Snips .......................................... 1261-1264, 1267, 1269, 1292, 1294, 1299 
Sockets 

Adapters ........................ 696, 732, 733, 777, 778, 846, 876, 906,1275 
Barrier Type .................................................................... 672, 817, 818 
Breadboard ...................................................................................... 733 
Crystal .............................................. 657, 672, 696, 711, 720, 746, 803 
Diode (Also See Holders, Diode) .................................................. I 241 
Lamp ........................................................ 681, 746, 971-976, 978, 983 
Mil Type .............................. 654, 681 to 778 (Sec. 2100),9~1, 978, 982 
Miniature .................. 168, 652, 653, 681 to 778 (Sec. 2100), 846, 971, 

978,981,982 
Pilotlight Assemblies ........................................ 968 to 983 (Sec. 3900) 
Printed Circuit ........................................................................ 700, 711 
Relay ................................................................................ : ............... 700 
Subminiature .................................................. 340, 699, 720, 971, 978 
Transistor ................................ 699, 700, 711, 721, 733, 776, 777, 846 
Transmitting, Industrial, Etc ....... 652, 653, 655, 672, 681 to 778 (Sec. 

2100),801,1464,1465 
Tube & Adapter (Also See Holders, Tube) .... 340, 652, 653, 655, 672, 

681 to 778 (Sec. 2100), 801 , 846, 1481 
Turret ........................................................................................ 776-778 
UHF Tube ...................................................................................... 1222 
Wiring Plug, Capacitors, Etc ............................. 681 to 778 (Sec. 2100) 

SOLA ELECTRIC CO ..................................................................... 1031-1034 
Solder, All Types .................................................................. 601, 795,1260 
Solder Pots .................................................................................. 1310, 1311 
Soldering EqUip. 

Printed Circuit ........................................ 596, 1259 to 1323 (Sec. 5400) 
Resistance ...................................................................................... 1287 

Soldering Guns .................................... 1278, 1283, 1303, 1304, 1312, 1317 
Soldering Irons & Accessories ............ 596, 601, 1259 to 1323 (Sec. 5400) 
Solenoids (Also See Coils) .............................................................. 599, 624 
Solvents .................................................................... 602-604, 606, 609, 795 
Sonic Gate Noise Suppressor ................................................................ 111 
SONOTONE CORP ........................................................................... 224, 225 
Sound·Caddy Speaker Enclosures ........................................................ 122 
Sound Reproducers (See Reproducers, Sound) 
Sound Systems, Complete (See Public Address Systems) 
Sounders, Depth (See Depth Sounders) 
Sources, Light, Stroboscopic (See Stroboscopes) 
SOUTH RIVER METAL PRODUCTS CO. 

Antenna Mounting Accessories .................................................. 54, 55 
Chassis SI ides ........... , .................................................................... 297 

Spacers .................................................................. 752, 753, 809, 810,1591 
Spaghetti (See Insulation Parts, Tubing) 
Speaker Cones & Parts .......................................................................... 143 
Speakers 

Auto·Replacements, Accessories .................. 104, 131, 141.~ 154, 155, 
627,(-.28, 630 

Baffles (See Enclosures, Speaker, Cabinet) 
Blast Valve ...................................................................................... 143 
Carrying Cases (See Cases Portable) 
Driver Units .................... 107, 108, 126, 127, 137, 138, 143, 169, 178 
Dynamic, Electro ............................................ 154, 155, 177, 178, 180 
Dynamic, (All Types) P·M .................... 69, 71, 96,102,104,107,108, 

117 to 183 (Sec. 1320), 203, 678 
Enclosures (See Enclosures, Speaker) 
Explosion & Flame Proof ...................................................... 128, 180 
High Fidelity, Systems .... 69, 83, 96,102,117 to 183 (Sec. 1320),203 
Horns (See Horns, Speaker) 
Intercom, Paging .................. 88, 104, 111-113, 117 to 183 (Sec. 1320; 
Marine .............................................................................................. 17~ 
Miniature .......................................................................... 104, 155, III 
Outdoor Theatre, Etc. (See Speakers, Weatherproof) 
Pillow .............................................................................. 171, 176, 19~ 
Portable ......................................... .79, 96-99,100, 102, 107.1~9, 12~ 
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Submergence-Proof ........................................................................ 180 
Tweeters & Mid-Range .............. 83, 96, 102,129,130,140,141,181 
Weatherproof ................. : .................... 71, 104, 117 to 183 (Sec. 1320) 
Woofer .............................................................. 117 to 183 (Sec. i 320) 

SPECIALTIES MFG. CO ................................................................. 1246-1249 
SPECTROL ELECTRONICS CORP ................................................. 1158, 1159 
Speed-O-Scope Speed Setting ................................................................ 95 
SPELLMAN HIGH VOLTAGE CO ....................................... 1026-1029, 1030 
Spiral Wrap Cable Harnesses .......................................................... 1573 
Splicing Equipment Magnetic Tape ...................................... 191,214,215 
SPRAGUE PRODUCTS CO. 

Capacitors ................................................................................ 540-594 
Pulse Transformers & Decade Inductors ...................................... 1409 
Resistors .............................................................................. 11 60-11 68 
Test Equipment ................................................................................ 937 

Springs 
Radio and Phono Hardware ................................ 746, 825, 826,1081 
Spiral, Precision .............................................................................. 825 

Stabiline ...................................................................................... 1024, 1025 
Sta-Kleen Rubber Mat .............................................................................. 95 
Stampings, Metal or Plastic .................................................... 284, 285, 828 
STANCOR ELECTRONICS, INC ..................................................... 1410-1429 
STANDARD ELECTRICAL PRODS. CO ......................................... 1036, 1037 
STANDARD RECTIFIER CORP ............................................................... 1195 
Standards 

Instrument, Calibration (See Testers, Meters) 
Temperature ............................................................................ 629, 630 
Voltage ............................................................................................ 928 

Stands 
Microphone ........ 71, 107, 108, 118. 123-125,136,160,163,164,167 
Supports, Brackets, Speaker .......................................................... 127 
Tester ................................................................................................ 940 

Steatite (See Insulation Materials) 
Stere-O-Matic Record Changers ............................................................ 116 
Stereophonic Equipment (See Amplifiers, Receivers, Recorders, Etc.) 
STERLING MFG. CO ................................................................................. 922 
STERLING TRANSFORMER CORP ............................................... 1430, 1431 
Stools (See Benches, Tables) 
Straighteners, Tube Pin (See Tube Pin Straighteners) 
Strain Reliefs (See Reliefs, Strain) 
Strippers, Wire 

Automatic ........................................................................................ 745 
Hand .................................... 635, 745, 1259 to 1323 (Sec. 5400), 1578 
Twisters, Mechanical ................................... ; ................................ 1286 

Strips, Terminal ........ 103,672,676,758,772,798 to 860 (Sec. 2800),1276 
Stroboscopes ................................................................ 215, 217, 919,1255 
STROMBERG-CARLSON, Div .General Dynamics 

Amplifiers, P. A. Equipment .................................................. 107-109 
Speakers, Horns,' Housings ............................................................ 169 

Studio Equipment (See Consoles, Cameras, Lighting Equip., Etc.) 
Styli 

Cutting ............................................................................ 187, 197,208 
Playback .................................................................................. 187, 208 

Stylus Unit, Hot ...................................................................................... 197 
SUPERIOR ELECTRIC CO. 

Connectors & Binding Posts .................................................. 770, 771 
Synchronous Motors ................................................................ 962, 963 
Variable Transformers, Regulators .................................... 1020-1025 

SUPERIOR INSTRUMENTS CO ............................................................... 936 
Super-K Headphones ............................................................................ 195 
Supplies Power (See Power Supplies) 
Suppressors 

Arc ................................................................................ 598, 602, 1103 
Auto Ignition ....................................... : .......................... 31, 756,1103 
Noise .......................................................................... 31, 598, 602, 647 

Surge Arresters, Electrical (See Arresters, Electrical Surge) 
Swing-Bin Cabinets .............................................................................. 233 
Switchboards ...................................................................................... 61, 72 
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SWITCHCRAFT, INC ..................................................................... 1250-1256 
Switches 

Aircraft ......................................... .767, 1198, 1221, 1246, 1249, 1258 
Antenna Changeover .............................. 729, 1054, 1216, 1232, 1242 
Appliance, All Types .................................... 1196 to 1258 (Sec. 5100) 
Cam ........................................................................... 1248, 1249, 1258 
Canopy .............................................................. 761, 1201, 1212, 1224 
Circuit Breaker .............................................................................. 1200 
Coaxial Cable ................................................................................ 1258 
Contact ......................................... ; ............................ 1221, 1248, 1249 
Cord ...................................................................................... 1248, 1251 
Decade .................................................................................. 1242, 1258 
Electronic .................................................... 759-763, 876, 1214, 1223 
Foot (Pedal, Mat, Ribbon, Etc.) .............. 168, 1060, 1223, 1236, 1237, 

1247-1249,1287 
Hermetically Sealed ...................................................................... 1258 
Hook .............................................................................................. 1252 
Key ................................................................................................ 1247 
Knife .............................................................................................. 1200 
Lever ...................................................... 761, 1196 to 1258 (Sec. 5100) 
Limit ..................... · ........................................... 121 B, 1220, 1234, 1235 
Lock ................................................................... .718, 1211, 1247, 1252 
Magnetically Actuated .................................................................. 1258 
Microphone .............................................................................. 124, 167 
Mil Type ....................................... .759, 1198-1200, 1215, 1218, 1221, 

1228·1231, 1235, 1247 
Miniature .............................. 681 to 778 (Sec. 2100),1201,1215-1218, 

1222, 1225, 1234, 1235, 1243, 1246, 1251, 1252, 125B 
Momentary Contact ..................... .760, 761,1196 to 1258 (Sec. 5100) 
Plunger' ...................................................................... 1234, 1235, 1249 
Power .................................. 761, 904,1101,1196 to 1258 (Sec. 5100) 
Pressure ........................................................................................ 1249 
Printed Circuit .............................................................................. 1135 
Pushbutton, All Types .......................................... 718, 760, 761,969, 

1196 to 1258 (Sec. 1500) 
Rotary .............. 718, 761. 10B8. 1100. 1145. 1196 to 1258 (Sec. 5100) 
Safety .................................................................................. 1249. 1596 
Selector. All Types ................................ 193.1196 to 1258 (Sec. 5100) 
Slide ....................................................... ]59.1200,1212, 1248, 1249 
Snap Action, All Types ................................ 1196 to 1258 (Sec. 5100) 
Step .... ype .................................................................. 1056, 1057, 1258 
Stereo Control ........................................................................ 193, 728 
Stop, Adjustable .................................................................. 1228, 1229 
Subminiature .......................................... 1217, 1218, 1221, 1225, 1235 
Tap .................................................................. 1225, 1233, 1242, 1258 
Telemetering .................................................................................. 1258 
Therma I ........................................................................................ 1 245 
Time (See Timers) 
Time Delay (See Timers) 
Toggle .................. 718, 7.59-763, 767,1146, 1196 t<;> 1258 (Sec. 5100) 
Trigger ...................................................................... 1199, 1211, 1213 
Vacuum ...................................................................... 1232, 1467, 1481 

Switchlight .................................................................................... 969, 1220 
SYLVANIA ELECTRIC PRODUCTS, INC ....................................... 1482, 1483 
Synchroscopes ........................................................................................ 675 

T 

T-Bird Antennas ...................................................................................... 56 
Tachometers 

Electronic ........................................................................................ 919 
Stroboscopic .................................................................................... 919 
Vibrating Reed ................................................................................ 902 

TALK-A·PHONE CO ......................................................................... 111-113 
TANDBERG OF AMERICA ...................................................................... 110 
Tape Editing Equipment (See Editing Equipment, Tape) 
Tape, Magnetic, Erasers (See Erasers) 
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Tape Mechanisms ........................................................ 81. 231. 1040. 1578 
Tapes 

Electrical Insulation ........................................................................ 958 
Pressure Sensitive ............................................................................ 214 
Recording, Magnetic. All Types ...... 188. 189. 196. 198.206.207.209 

Taps (See Dies & Taps) 
TECH LABORATORIES. INC ................................................................. 1258 
TECH·MASTER CORP ....................................................................... 114. 115 
TECHNICAL APPARATUS BUILDERS (TAB) ................................ 1038.1039 
TECHNICAL APPLIANCE CORP. (Taco) .................................................... 56 
Technical Books ................................ 189.215.755.1041·1050.1187.1471 
Tees. Waveguide .................................................................................... 959 
Teflon (See Plastic & Materials) 
Telegraph Keys (See Keys. Telegraph) 
Telephone Systems (See Comm. Systems. Telephone) 
Telephones 

Handsets (See Handsets) 
Sound Powered (See Comm. Systems. Telephone) 

Television Equipment (See Antennas. Cameras. Coils. Monitors. 
Receivers. Etc.) 

Television Systems. Closed Circuit .......................................................... 68 
TELREX LABS ............................................................................................. 57 
Temperature Indicators (See Indicators. Temperature) 
T enna Rota Antenna Rotors .................................................................... 23 
TERADO CO ........................................................................................... 1035 
Terminal Boards & Blocks (See Boards. Terminal) 
Terminal Strips (See Strips. Terminal) 
Terminals 

Feedthru .................................... 672. 676. 692. 7"8 to 860 (Sec. 2800) 
Miniature & Subminiature ........................ 692. 798 to 860 (Sec. 2800) 
Printed Board .................................................. 844.845.847.848.851 
Quick Disconnect ............................ 692.710.820.844.845.847·851 
Solderless ................................ 168.659.710.740.741.759.764·767. 

798 to 860 (Sec. 2800). 978. 1309 
Standoff ............................................ 692.808.837.838.840. !l44·851 
Turret ...................................................................................... 748. 749 
Wire ................................ 659.724.725.740.741.758.759.764·767. 

798 to 860 (Sec. 2800) 
Term inations 

Coaxial ........................................................................ 40.71.724.725 
VHF. Video. Pulse .............................................................. 39.40.644 

Test Equipment 
Automatic ................................................................................ 890.891 
Color TV ........................................ 893.907.908.930.931.936. 1274 

Test Leads & Adapters ............ 716.717.723·725.732.733.742.743.745. 
778.803.840.841.871.908.924.930.932 

Test Sets (See Testers. Capacitor. Resistor. Tube. Etc.) 
Testers 

A·F (Also See Meters. Analyzers. Comparators. Bridges. Etc.) 
861 to 953 (Sec. 2900) 

Appliance ........................................................................................ 943 
Battery .................................................................... 876.922.92".927 
Cable ................................................................................................ 919 
Capacitor ................ 353.474.870.878.899.911.919.931.936.937 
Cathode·Ray Tube .............................................. 861 to 953 (Sec. 2900) 
Circuit ...................................................... 861 to 953 (Sec. 2900).1275 
Crystal (See Analyzers. Crystal) 
Digital EqUipment .......................................................................... 906 
Diode. Semiconductor ........................................................ ~ ........... 911 
Filament. Series String .................................................................. 876 
Flyback & Yoke ...................................................... 870.876.918.930 
Hi·Pot (See Testers. Insulation Breakdown) 
Insulation Breakdown ................................ 895.919.952.1012.1013 
Leakage .................................................................................... 919, 931 
Meter ........................................................................................ 948·952 
Resistor .................................................................................... 474. 936 
Signal Tracing .......................................................................... 878.911 
Transistor .................................................... 861 to 953 (Sec. 2900). 992 
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Tube. Checkers. Preheaters .............................. 861 to 953 (Sec. 2900) 
TV .......................................................... 876.893.924.930. 936.1011 
Universal .......................................................................................... 876 

TEXAS CRYSTALS .................................................................................... 783 
Thermal Devices ............................................................................ 903. 1462 
Thermistors .................................................................................. 1109. 1174 
Thermocouples. Elements. Accessories .................................................. 903 
Thermostats (See Switches. Thermostatic. Thermal Devices & 

Controls. Temperature) 
THORENS CO ........................................................................................... 227 
Threader. Tape ........................................................................................ 214 
Thyristors ...................................................................................... 1192. 1193 
Timers 

Appliance ...................................................................................... 1226 
Automatic Reset .................................................................... 779. 1226 
Clock Radio .................................................................. 629.630.1226 
Counting .................................................................................. 779.862 
Cyclic ...................................................................................... 779. 1226 
Electronic ........................................................................ 779.964. 1223 
Impulse ......................................................................... : .................. 964 
Interval .......................................................................... 779. 862. 1226 
Motor·Operated ................ ; ......................................... 779.1223.1226 
Photoelectric .................................................................................. 964 
Sequence ................................................................................ 779. 1226 
Solid State Static ............................................................................ 779 
Thermal ........................................................................ 779.1052.1053 

Timing Indicators (See Indicators. Timing) 
Tippette.Trigger Switches .................................................................. 1213 
TODD ELECTRIC CO .• INC ..................................................................... 1408 
Tool Pouches. Holsters ................................ 1002.1263.1270.1271.1277. 

1291.1320.1321 

Tools 
Alignment .............................. 19.2.624.949. 1259 to 1323 (Sec. 5400) 
Hand or Mechanical (Also See Cutters. Screw Drivers. 

Wrenches. Etc.) .............. 42.73.192.635.756.804.848.857.977. 
1259 to 1323 (Sec. 5400). 1 578 

Resistance Soldering (See Solderin,9 Equip .• Resistance) 
Soldering (See Soldering Irons & Acces.) 
Ultrasonic Soldering ............................................................ 1303. 1304 

Topliner Antenna .................................................................................... 56 
Toroids (See Coils. Toroidal) 
Towers. Antenna (See Antennas. Towers) 
Tracers. Signal ........................................................................................ 877 
Trap·Ease TV Interference Filter ............................................................. 37 
Transceivers 

Citizens Radio .......................................... 640. 641. 645. 646. 679. 680 
Portable .......................................................................................... 680 
VHF .................................................................................. 642.645.680 

Transcription Arms (See Arms. Phono) 
Transducers. Cells .. Photoelectric (Also See Tubes. Phototubes) ........ 965. 

967.1179.1189.1471.1477 
Transformers 

Antenna Matching ............................................ 42.73.614.625.1401 
Audio .............................................. 144. 200. 1324 to 1457 (Sec. 5600) 
Audio. Very Low Frequency ........................ 1324 to 1457 (Sec. 5600) 
Autotransformer ...................... 144.875.916.992.1010.1029.1287. 

1324 to 1457 (Sec. 5600) 
Bias ................................................ 199.1406.1419.1424.1455.1457 
Chopper ........................................................... 1333.1335.1395.1441 
Constant Voltage .......... 144.992.1031·1033.1036·1038.1376.1400 
Control .................................. 992.1020·1022.1036·1039.1436.1457 
Converter DC·DC ........................................................ 693. 1030. 1400 
Current ...................................................................... 1023. 1354. 1355 
Differential .................................................................................... 1394 
Discriminator .................................................................................. 619 
Donut (See Transformers. Toroidal) 
Driver ............................................................ 1324 to 1457 (Sec. 5600) 
Filament ...................................... 1029.1033. 1324 to 1457 (Sec. 5600) 
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Flyback .......................................................................................... 1386 
400 CPS ................. lOlO. 1342. 1353. 1376. 1393. 1397. 1400. 1425. 

1426.1431.1447.1449 
Geophysical (See Transformers. Audio Very low Freq.) 
Hermetically Sealed ............................ 1030. 1324 to 1457 (Sec. 5600) 
Hum Reducing .............................................................................. 1385 
HV .......................................................... 1012.1029.1030.1400.1436 
I·F ...................................................................... 619-621. 624-626. 674 
Input ...................................................... 624. 1324 to 1457 (Sec. 5600) 
Instrument ............................................................................ 1436. 1441 
Interstage ...................................................... 1324 to 1457 (Sec. 5600) 
Isolation ............................................ 909.916.992.1012.1036.1037. 

1324 to 1457 (Sec. 5600) 
line .................................... 138.1036.1037. 1324to 1457 (Sec. 5600) 
Magnetic Amplifier (See Transformers. Saturable) .................... 1435 
Matched. Precision ........................................................................ 1343 
Matching ........ 127.136.200.619-621.635.1324 to 1457 (Sec. 5600) 
Microphone ........................ 163. 1332. 1344. 1345. 1373. 1395. 1441 
Mil Type ........................................................ 1324 to 1457 (Sec. 5600) 
Miniature & Subminiature. Micro-Miniature ........................ 620.621. 

1 324 to 1457 (Sec. 5600) 
Mixing ............................................................ 1324 to 1457 (Sec. 5600) 
Modulation ....... : .................................. 1009.1324 to 1457 (Sec. 5600) 
Output .......................................... 200. 624. 1324 to 1457 (Sec. 5600) 
Photoflash Power ................................................................ 1420. 1457 
Plate , ............................................................. 1324 to 1457 (Sec. 5600) 
Plug-In ...................................................... 103. 1354. 1388-1392. 1395 
Power .................................. 992.1036-1039.1324 to 1457 (Sec. 5600) 
Printed Circuit .... 620.621.1336.1388.1390-1392.1409.1447.1449 
Pulse .................................. 1354.1355.1401.1409.1421.1447.1452 
Rectifier Power .................. 1038. 1039. 1190. 1350. 1383. 1387. 1400 
R-F .................................................. , ............... 619.621.625. 626.1029 
Saturable ................................................ 1365. 1376. 1425. 1448. 1452 
Selenium Rectifier ............................... : .................... 1190. 1400. 1436 
Servo .................................................................................... 1393. 1397 
Silicdn Rectifier ........................................................ 1190. 1400. 1435 
Step-Down. Step-Up .......... 992.1371.1372.1384.1395.1400.1401. 

1408. 1420. 1425. 1426. 1429. 1435. 1457 
Toroidal ............................ 1010.1336.1339.1358.1432.1435.1442 
Transistor ...................................... 621. 1030. 1324 to 1457 (Sec. 5600) 
Tube Checker ................................................................................ 1419 
Ultrasonic ...................................................................................... 1370 
Variable .............. 621.992.1010.1020-1023.1036.1037.1039.1457 
Vibrator .......................................................................................... 1406 
Voltage Booster .................................................................. 1371. 1372 
Voltage Dividing .......................................................................... 1407 
Voltage Regulating .......................... 144.992.1031-1033.1036-1038. 

Transistor Analyzers (See Analyzers. Transistor) 

Transistor Testers (See Testers. Transistor) 

Transistors 

1376. 1420. 1457 

Germanium .......................... 624.1181.1192.1193.1473.1484.1487 
Photo ............................................................................................ 1181 
Power .................................................................................. 1181. 1194 
Silicon ...................................................... 624.1181.1473.1484.1487 
Switching ............................................................................... 624. 1181 

Transitions (See Couplings) 

Transmission line. Wire & Cable) ........................ 1490 to 1598 (Sec. 6000) 

Transmitters 
Amateur .......................................... 246.247.637. 641. 669. 675. 679 
Citizens Radio ................................................................ 246. 641. 679 
Fixed Frequency .............................................................................. 637 
Fixed Station Comm ....................................................................... 637 
Mobile .............................................................................................. 637 

Single Sideband .............................................................................. 644 

VHF .......................................................................................... 637.675 

Transports. Tape (See Tape Mechanisms) 
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Traps 
Ion (See Ion Traps) 
Wave (See Filters. Wave Trap) 

TRIAD TRANSFORMER CORP . .................................................... 1432·1445 

Trig·R-Heat Soldering Guns .................................................... 1303.1304 

TRIMM. INC. 
Headphones & Accessories .................................................... 170. 171 

Jacks. Plugs. Patch Cords & Panels ........................................ 772.773 

TRIPLETT ELECTRICAL INSTR. CO ................................................... 938-946 

TRU-OHM PRODUCTS .................................................................. 1169-1173 

Tube Parts. Caps .................................................................................... 843 

Tube Pin Straighteners .......................................................................... 746 

Tube Pullers (See Pullers. Tube) 

Tube Testers (See Testers. Tube) 

Tubes 
Backward Wave ............................................................................ 1462 
Ballast .................................................................................. 1460. 1461 
Cathode-Ray. Data-Storage ...................................... 1462. 1468. 1483 
Cathode·Ray. Instrument Use .................................. 1468. 1483. 1488 
Cathode·Ray. Multiple Gun .............................................. 1468.1483 
Cathode-Ray. Shaped·Beam .......................................................... 1468 
CR. Studio or Theatre .................................................................... 1468 
CR. TV Picture & Color ................................ 1458 to 1489 (Sec. 5700) 
Ceramic ................................................................................ 1466. 1467 
Computer. Storage ........................................................................ 1462 
Counting ............................................................................ 1459. 1468 
Electrometer .................................................................................. 1468 
Electron Multiplier ...................................................................... 1468 
Gamma Ray .................................................................................. 1468 
Gas .................................................................. 1468.1474.1478.1479 
Geiger-Mueller .................................................................... 1459. 1468 
Glow or Discharge ............. , .......................................................... 1468 
Ignitron ...................................... 1459.1462.1466.1467.1471.1478 
Klystron ............... · ............. 1459. 1462. 1464. 1466. 1467. 1471. 1483 

- Magnetron .............................................. 1459.1462.1466-1468.1483 
Microwave .............................................. 1462.1464.1466·1468.1483 
Miniature ............................................................................ 1468. 1482 
Photomultiplier .............................................................................. 1468 
Phototubes & Photocells .... 965. 1179. 1189. 1459. 1468. 1471. 1477 
Power Amplifier ........ 225.1459.1462.1464.1466-1468.1480.1481 
Receiving ................................................ 225. 1458 to 1489 (Sec. 5700) 
Rectifying. Gas Filled .............................. 225. 1459. 1462-1464. 1468. 

1478. 1479. 1484 
Rectifying. Industrial .................. 1459. 1462. 1465-1468. 1470. 1471. 

1478.1479.1482.1485 
Rectifying. Receiving ............................................. · ... 1459. 1462. 1482 
Rectifying. Vacuum ...................... 225.1459.1462.1468.1480.1482 
Special Purpose Industrial ............................ 1458 to 1489 (Sec. 5700) 
Strobe (See Lights. Stroboscopic) ................................................ 1466 
Subminiature .................................................... 1459. 1466. 1468. 1482 
Television Camera Pickup ............................................................ 1462 
Thyratron ................ 1459.1462.1463.1465-1468.1471.1474.1478. 

1479.1481.1484 
Transmitting ................................ 1459.1462.1465.1466.1470.1471. 

1474.1480.1481 
Transducer .................................................................................... 1179 
Traveling Wave AMP. Type ...................................... 1462.1466.1468 
Voltage Reference or Regulating .................. 1459.1462.1474.1484 

Tubing 
Aluminum ...................................................................................... 1500 
Brass or Copper ............................................................................ 1498 
Fabric (Also See Tubing. Spaghetti). 
Fibre .............................................................................................. 1532 
Nylon (Also See Tubing. Spaghetti) .......................... 956. 1573. 1582 
Phenolic .......................................................................................... 956 
Plastic (Also See Tubing. Spaghetti) ................ 954. 1499-1501. 1532. 

1534. 1572. 1582 
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Shrinkable ...................... : ............................................................... 1501 
Spaghetti (See Insulation Parts, Tubing) 
Teflon (Also See Tubing, Spaghetti) ...... 956, 1499, 1533, 1534, 1573 
Varnished Cambric Insulation (Also See Tubing, Spaghetti) 
Zipper .................................................................................. 1500, 1576 

Tuners 
A·M .............................................................................................. 81,91 
F·M ....................................................................... .40, 81, 91,106,645 
F·M, A-M ...................................................................... 81, 91,116,231 
Permeability .................................................................................... 231 
Stereo .......................................................................... 81, 91,106,116 
Television ................................................................................ 114, 115 

TUNG-SOL ELECTRIC, INC ........................................................... 1484-1487 
TURNER MICROPHONE COo, The .................................................... 172-175 
Turntables, Recording and Transcription ........ _ ............ .76-78, B8, 92,109, 

211-213,227,230 
Tweeters (See Speakers) 
Tweezers ............................................................................ 1274, 1321,1323 

u 
UHF Equipment (See Generators, Receivers, Transmitters, Etc.) 
U.S. COMPONENTS, INC .............................................................. .774, 775 
U.S. ENGINEERING CO. (Useco) .................................................... 847-851 
Ultrasonic Equip. (See Amplifiers, Analyzers, Cleaners, Controls, Etc.) 
UNGAR ELECTRIC TOOLS ............................................................ 1300-1302 
UNION CARBIDE CONSUMER PROD. CO. (Eveready) .............. 1002-1005 
Urtipoise Pick Up Arm .................................................................. 204, 205 
UNITED TRANSFORMER CORP. (UTC) ........................................ 1447-1457 
UN IVERSITY LOUDSPEAKERS, INC ................................................. 177-183 
UTICA DROP FORGE & TOOL .............................................................. 1299 

v 
V-M CORP ............................................................................................... 116 
VACO PRODUCTS CO ................................................................. 1306-1309 
Varistors ................................................................................................ 1174 
Varnish (See Insulating Compounds) 
Veco Thermistors & Varistors ............................................................. 1174 
VECTOR ELECTRONIC CO. 

Sockets, Turrets, Shields, Patch Boards, etc .......................... .776·778 
Terminals, Terminal Boards, Chassis Kits, etc ............................... 846 

Vectorbord Terminal Boards ................................................................ 846 
Ventilation Equipment (See Air Conditioners, Blowers, Fans, Etc.) 
VHF Equipment (See Generators, Receivers, Etc.) 
Vibrator Power Supplies (See Power Supplies, Vibrator) 
Vibrators ........................................................................ 984, 985, 990, 1000 
VICTORY ENGINEERING CORP ........................................................... 1174 
Visual Indicators (See Indicators, Visual) 
VITRAMON, INC ..................................................................................... 595 
Vitrohm Rheostats .................................................................... 1175-1177 
VLF. Equipment (See Receivers, Transmitters, Etc.) 
VOCALINE CO. OF AMERICA ................................................................ 680 
Voltage Comparators (See Comparators, Voltage) 
Voltage Regulators (See Regulators, Voltage) 
Volt Box Power Supplies .................................................................. 1022 
Volume Indicators (See Indicators, Volume) 
VULCAN ELECTRIC CO ............................................................... 1310, 1311 

w 
WALDOM ELECTRONICS, INC ......................................................... 852-859 
'WALL MFG. CO •.......................................................................... 1303-1305 
Wall Plates, .Boxes ............................................................................. 36, 723 
WALSCO ELECTRONICS MFG. CO., Div. of Textron Electronics, Inc. 

228,229,608,609,794,795,860,1313-1315,1597 
WARD LEONARD ELECTRIC CO ...............................................•. 1175-1177 
WARD PRODUCTS CORP ...............................•.........•.......... _ .....•........ 58, 59 
Warhead Fuses (See Fuses, Warhead) 
Washers .......................................... 721, 752, 757, 809, 824, 859, 860,1247 
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WATERMAN PRODUCTS CO., INC. 
Oscilloscopes .................................................................................. 947 
Cathode Ray Tubes ...................................................................... 1488 

Waveguide-Coax Adapters .................................................................... 959 
Waveguides 

flexible .......................................................................................... 1465 
Rigid ................................................................................................. 959 

Wave Traps (See Filters, Wave Trap) 
Wax (See Insulating Compounds) , 
WEBCOR, INC ................................................................................... 230-231 
WEBSTER MFG. CO ................................................................................... 60 
WELLER ELECTRIC CORP ................................•............................ 1316, 1317 
WEN PRODUCTS, INC ........................................................................... 1312 
WESTLINE PRODUCTS DIV ................................................................... 1598 
WESTON INSTRUMENTS Div. Daystrom, Inc ................................. 948·953 
IV har/edale Speakers & Systems .......................................................... 195 
Whips, Antenna (See Antennas, Mobile) 
Wire 

Aircraft ................................................................................ 1528, 1537 
Aluminum (Also See Cables) .............................. 54, 1518, 1593, 1595 
Antenna, All Types .................................. 33, 1490 to 1598 (Sec. 6000) 
Beryllium Copper ........................................................................ 1465 
Braid .................................................................................... 1498, 1530 
Copper-Bare, Enameled, Insulated ......................... .70, 622, 1490 to 

1598 (Sec. 6000) 
Copper-Clad ........................................... .70, 1490 to 159B (Sec. 6000) 
flat, Film Insulated .................... 1517, 1535, 1565, 1578, 1588, 1590 
Glass Insulated ............................ 1490, 1523, 1524, 1528, 1539-1541 
Guy ................................................................ 33, 54, 1593, 1595, 1596 
High Temperature ................................ 903, 1490 to (598 (Sec. 6000) 
High Voltage ................................................ 1490 to 1598 (Sec. 6000) 
Hookup-Pushback, All Types ........ 622, 768, 1490 to 1598 (Sec. 6000) 
lead·ln & Ground .................... 1517, 1518, 1521, 1530, 1547, 1565, 

1590, 1591, 1593-1595, 
Litz .................................................................................................. 1531 
Magnet .......................................... 622, 1492, 1496, 1531, 1548, 1568 
Mil Type ......................................................... 1490 to 1598 (Sec. 6000) 
Miniature & Subminiature ........................................ 1507, 1542, 1594 
Nickel-Chrome .............................................................................. 1568 
Phono ............................................................ 1490 to 1598 (Sec. 6000) 
Plastic Insulated (See Wire, Copper) 
Recording ...................................................................................... 1547 
Retractile, Cord Sets .............................. 622, 1497, 1507, 1508, 1549 
Shielded ......................................... .70, 768, 1490 to 1598 (Sec. 6000) 
Steel .............................................................................................. 1593 
Teflon Insulated .............................................. 1492, 1536, 1579, 1589 
Test Lead .............................. 717, 745,1496,1520,1527,1547,1549, 

1570,1587,1595 
Transmis1;ion (See Transmission Line & Cable) 

Wire Cutters (See Cutlers, Wire) 
Wire, Marking Equipment .................................................................... 1559 
Wire Shielding (See Braid, Copper Shielding) 
Wire Strippers (See Strippers, Wire) 
Wire Twisters (See Twisters, Wire) 
IV onderods Antennas ............................................................................ 26 
WORKMAN TV PRODUCTS, INC. 

Replacement Components, Accessories ................................... 624-626 
Resistors ........................................................................................ 1178 

WORNER ELECTRONIC DEVICES .................................................... 966, 967 
Wrenches ....................................................... .751, 1259 to 1323 (Sec. 5400) 
WRIGHT·ZIMMERMAN, INC ................................................................. 176 
WYCO METAL PRODUCTS ~ ............................................................. 298-309 

X 
X·ACTO PRECISION TOOLS, INC ......................................................... 1323 
XC ELITE, INC ............................................................................... 1318-1321 

Z 
Zipper Tubing ...................................................................................... 1582 
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C~efromA~ 
for the world's most popular TV antenna rotator 

ALLIANCE TENNA-ROTOR 
Designed to rotate all conventional type TV antennas, the Alliance 
Tenna-Rotor consists of a fully enclosed, electrically driven one RPM 
rotator (shown at right) into which the antenna center-post is clamped. 
Four~conductor "zip" cable connects rotator with plastic control case 
(three models illustrated below) placed near receiver. A selector switch 
controls rotation to point antenna in any direction for optimum reception. 

Thrust Bearing Brackets for Alliance Tenna·Rotors 
The Alliance Thrust Bearing Bracket, accessory 
to. Alliance Tenna-Rotor, is made to provide 
added support for all heavier conventional type 
antennas. It assures extra rigid support and 
maximum resistance to high winds. 

© U.C.P., Inc. 

Model U·98-Fully Automatic 
Simply set the pointer- antenna 
automatically turns by itself and 
stops at the direction shown on the 
indicator dial. New styling plus the 
exclusive automatic feature makes 
Model U -98 the ultimate in rotators! 
Available in Forest Green, Ivory and 
Mahogany Grain. 

Model T·12-with exclusive 
Tenna· Teller direction indicator 

This finger-tip, electrically driven 
and manually operated model is 
noted for extreme accuracy, com­
pactness and smart styling. "Tenna­
Teller" indicator dial shows the exact 
compass direction to which the an­
tenna is pointed. Available in Forest 
Green, Ivory and Mahogany Grain. 

Model K·22-finger·tip control bar 
When pressed on one end, control 
bar rotates antenna in one direction, 
reverses when pressed on other end. 
Center disc signal light indicates 
limit of travel is reached. Offers 
accurate, trouble-free control of 
antenna at extremely reasonable 
price. Available in standard color only. 

For further details, write direct tQ 

Tenna·Rotor Division 

THE ALLIANCE 
MANUFACTURING 
COMPANY, INC. 

Alliance, Ohio 
(Subsidiary of Consolidated 

Electronics lnqustrles Corp.) 
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M-1 D n 02") (27 me) 
Chrome plated swivel 
base and spring, 102" 
stainless steel whip. 
One· piece Cycolac in· 
sulator. Complete with 
seal ing gasket and 
mounting hardware. 
Official size. 
Dealer net. ....... $11.97 

M-1 n 02") (27 me) 
Same as M·ID except swivel 
ball is aluminum and spring 
is cadmium plated. 
Dealer Net... ................... $8.97 

M-67 (27 me) 
Base loaded rooftop 
antenna. Excellent om· 
nidirectional pattern. 
Only 44" long with 
waterproof mount, 
loading coil. 12' of 
RG·58/U coax. cable 
with PL·259 connec­

. tor. Mounts in %" 
hole. Also available 30 
thru 50 mc. Exceeds 
100 watts. 

Dealer net... ..... $15.68 

SECTION 1200 

the antenna specialists co. 
• CLEVElAND 6, OHIO 

THE FINEST BRAND FOR CITIIENS BAND 

1 

MB24 (27 me) 
Double chain bumper 
mount. Cadmium 
plated spring, 102" 
stainless steel whip, 
20'RG·58/U cable with 
PL·259 connector, and 
whip hold· down clip. 

Dealer net... ..... $19.05 

M-S2 (27 me) 
Complete cowl mount 
antenna with 4' Fiber· 
glass loaded whip and 
mounting. Fits 1~6" 
to 1%" hole. 5' of 
RG·5S/U cable with 
PL·259 connector. 
Dealer net.. ........ $9.95 

M-S3 (27 me) 
Fiberglass whip only 
for M·52. Chrome 
plated brass ferru Ie. 
%" ·24 male thread. 
Dealer net. ......... $7.20 

Coaxial antenna. 1f2 
wave length. Offers ex· 
cellent omnidirectional 
pattern. Composed of 
9' radiator and 
9' (2" dia.) skirt. All 
aluminum. Exception· 
ally neat appearance. 
Dealer net... ..... $19.95 

Same as M·36 but has 
jointed skirt and pack· 
aged for Parcel Post 
mailing. 
Dealer net... ..... $21.00 

M-49 (27mc) 
Center loaded cowl 
mount antenna pro· 
vides best omnidirec· 
tional pattern. 
Low VSWR. Extended 
length 60", 43" col· 
lapsed Chrome Tubes. 
Rocker support assures 
positive grou nd and 
up to 35· mounting 
angle. 5' RG·5S/U lead 
with PL·259connectors. 

Dealer net... ....... $9.96 

M-71 (27 me) 
"CB" Marine antenna. 
Complete with mount· 
ing pipe, "Lay· down" 
mount, and 15' RG· 
5S/U cable with PL· 
259 connector. Does 
not require separate 
ground plate. 

Dealer net... ..... $34.05 

M-37 (27 me) 
Vertical directional beam an· 
tenna .. 7 db forward gain 
over ground plain with Sx 
power gain. 13.S db front 
to back ratio. All aluminum, 
IS' high, ll' wide. Operates 
with 52 ohm cable. 
Dealer net... ................. $45.00· 

M-23 (27 me) 
For rear or side mount· 
ing. 102" stainless 
steel whip, cadmium 
plated spring. Beauti· 
ful chrome plated 
swivel base. 2 rubber 
mounting pads and 
hardware. 20' of RG· 
5S/U. cable with PL· 
259 connector on both 
ends. 

Dealer net ........ $17.S2 

M-S9 (27 me) 
Trunk lid mount ver· 
sion of Model M·49. 
Center loaded, pro· 
vides best omnidirec· 
tional pattern. 
No conspicuous holes 
to drill. Fits all trunks. 
IS' RG·SS/U lead with 
PL·2S9 connector. 

Dealer net... ..... $ 9.96 

MC27 (27 me) 
Aluminum ground plane an· 
tenna. lOS" solid aluminum 
radiator and radials. SO ohm 
match. Coax. fitting. "U" 
clamps accept 1" pipe, 11,4" 
tubing. 
Dealer net. ................... $15.95 

M-38 (27 me) 
Isolating skirt for M·C27. All 
aluminum, mounts 9' below 
antenna. 
Dealer net.. .................. $11.37 
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G-1 (30-50 mc) 
Professional antenna, 
includes 96" stainless 
steel whip, cadmium 
plated spring and 
black swivel base. 
Hardware furnished. 
Original Equipment ac· 
ceptance. 
Dealer net... ..... $18.81 

G-2 (30-50 mc) 
Same as G·1 except all 
elements are of stain· 
less steel. 
Dealer net. ....... $33.16 

ASP-203 (130-174 mc) 
Kit to convert GE and 
RCA 14 wave length 
rooftop antenna to 3 
db lh wave length 
gain antenna. Con· 
struction features 
same as ASP-l77. 
Lead not included. 
Dealer net... ..... $19.50 

ASP-206 (130-174 mc) 
Same as ASP·203 ex· 
cept converts Motor· 
ola 14 wave length 
antennas. 
Dealer net. ....... $19.50 

M-39 (29 mc) 

r 

10 meter vertical co­
axial antenna. lh wave 
length. Low angle, om­
nidirectional pattern. 
Solid aluminum, total 
height 16V2'. 2" dia. 
skirt. 
Dealer net. ....... $19.95 

M-40 (52mc) 
6 meter antenna, 
same features as M-
39, only 9lh' high. 
Dealer net... ..... $14.85 

ASP-298 (130-174mc) 
Heavy duty Colinear 
vertical omnidirection­
al antenna. Has 6 db 
gain and adequate 
lightning protection. 
Frequency must be 
specified when order­
ing. Max. power 1000 
watts. 
Dealer net... ... $149.79 

ASP-3l3 (450-470 mc) 
Same general design 
as ASP-298. Power 
300 watts. . 
Dealer net... ..... $80.00 

SECTION 1200 

the antenna specialists co. 
CLEVELAND 6, OHIO 

THE FINEST BRAND FOR EVERY BAND 
G-5 (30-50 mc) 
Heavy duty model. 
Choice of many police, 
fire and utility depts. 
96" stainless steel 
whip with set screw 
type adapter. Cadmi-
um plated iron ball. 
Cadmium plated 
spring. Allen wrench 
and plate hardware 
furnished. 

Dealer net. ....... $21.39 

ASPC20lL 
(130-470 mc) 
Snap in feature roof· 
top antenna. Provides 
quick, solderless con· 
,nection at antenna. 
Whip has set·screw 
type adapter. 12' RG-
58/U cable and PL-259 
connector furnished. 
Dealer net. ......... $5.55 
ASPC201 
(130-470 mc) 
Same as ASPC201L, 
except without lead. 
Dealer net... ....... $3.08 

ASP-244 
(130-150 mc) 
Omnidirectional coax· 
ialantenna. Field tun· 
able. Stainless steel 
radiator, aluminum 
skirt. Includes support 
pipe and connecting 
cable. 
Dealer net... ..... $29.95 

ASPA244 
(130-174 mc) 
Same features 
as ASP-244. 
Dealer net... ..... $29.95 

M-7A (130-470 mc)" 
Chrome plated brass tube rad· 
iator. Radials are removable 
stainles steel rods. "U" bolt 
hardware. furnished for %" 
IPS pipe. 
Dealer net... ................... $5.40 

I 
ASP-239 (series) 

(25-54 mc) 
Portable antenna for 
mounting directly on 
transceivers. Incorpor­
ates tunable base coil 
with PL-259 connec­
tor. 43" stainless steel 
whip.Specify frequency 

ASP-l77 
(130-174 mc) 
3 db gain rooftop an· 
tenna. Mounts in %" 
hole. Doubles trans· 
mitting power. Solder­
less, weather-tight 
mount. Sealed trans­
former. 12' RG-58/U 
cable and PL-259 con­
nector. 

Dealer net... ..... $16.40 Dealer net... ..... $24.00 

ASP-243 
(130-174 mc) 
Vertical High Band 
Coaxial cowl mounting. 
Adjustable chrome­
plated brass skirt and 
stainless steel whip. 
Under - fender mount. 
12' RG-58/U cable and 
PL -259 connector fur· 
nished. 

Dealer net... ..... $18.00 

GB3 (130-470 mc) 
Handles up to 3 KW with 50 
ohm match. Cadmium plated 
steel radials. Rods are remov­
able. Accepts PL-259 connec· 
tor. Specify frequency. 
Dea'ier net... '" .............. $25.56 

M-64 
Forty Meter Fiberglass whip. 
Continuously loaded. White 
plastic covering. Chrome Fer­
rule has %"_24 Male thread. 
6' long. 
Dealer net. ................... $11.05 
Also available: 

M-60 'meIers, 3' long $ 9.96 

M-61 10 meIers, 5' long $ 9.96 

M-62 15 meIers, 5' long $ 9.96 

M-63 20 meIers, " long $ 9.96 

M-65 80 meIers, " long $11.05 

ASP-24l (130-174mc) 
Grounded ground plane. 
Aluminum radiator and radio 
als. Cadmium plated heavy 
gauge steel mounting bracket. 
Mounts on %"-114" pipe. Ac­
cepts PL -259 connector. 
Dealer net. ..... '" ........... $50.00 

Write for: Catalog SO·144 (Mobile listings) • Catalog SO·152 (Base Station Antenna) • Catalog SO·149 (Standard Broadcast Auto Antennas) 
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SECTION 1200 I 

CDR ANTENNA ROTORS 
Circle and Detect like Radar 

ROTORS 
THE INDUSTRY'S SHARPEST TUNING ROTORS 

MODEL AR-l 

The standard heavy 
duty economy model 
. • . the automatic 
version of the popu­
lar TR-ll 

MODEL AR-22 

The rugged extra 
heavy duty, time 
tested and proven 

famous TR-2. NOW 
FULLY AUTOMATIC_ 

HEAVY.DUTY ROTORS 

TR-2A TR-4A 

Mechanical Brake magnetically released 
Quick Mounting Mast Collet 

Powerful beyond any TV need ••• th. 
giant of the industry_ CDR MODEL TR-4A • __ the most POWERFUL 

and dependable manually controlled Deluxe 

Heavy Duty ROTOR on the market .•• com­

plete with modern design METER CONTROL 

cabinet usi.hg 4-wire cable. 

Speedy Installation ••• no loose parts 
to assemble 
Min"imum Wind Resistance 

Handles loads to I SO pounds 
Heavy ball bearings in 6V2 II races 

Reinforced die cast housing 

Takes Masts up to 1112" 0_0_ - self­
centering sawtooth clamps 

Mechanical Brake magnetically released 

Will handle 7/." to 2" masts 
fi's Standard Towers 
Completely Weather Sealed ••• Factory 
Lubricated 

Heavy duty motor - reverses instantly 

Mast,. tower or platform mounting 
CDR MOIllEl TR-2A •• _ same as TR-4A except 

furnished with COMPACT CONTROL cabinet 

with illuminated "compass pattern" dial. Uses 

8-wire cable. 

3 heavy duty guy wire lugs 
Completely weather-sealed - faelory 
I"bricated 

CDR TR·IIA ROTOR 
WITH FEATURES NEVER BEFORE 
AVAilABLE IN THE POPULAR 
PRICE RANGE. 

Mechanical Brake magnetically 
released 
Quick Mounting Mast Collet 

Speedy Installation ••• no loose 
parts to auemble 

Minimum Wind Resistance 
Takes Masts up to 1 Y2" 0.0. ~ 
self-centering sawtooth clamps 

Fits Standard Towers 

Completely Weather Sealed .•• 
Factory lubricated 

TR-IIA 

THRUST BEARIHG 
MODEL TA-6 

For use with AR-l and TR-llA rotors 
to equalize side thrust. 

Utilizes six precision roller bearings. 

Noncorrosive, weatherproof. and 
waterproof. 

© u.c.p_. Inc. 

CDR MODEL IIHAM.MI1 

DESIGNED EXCLUSIVELY FOR HAMS 

• A complete rotational system 

• Supports 1000 Ibs. of dead 
weight 

• Super-accurate calibration 

• Double-stage switch permits in­
stan! direction reading without 

moving rotor 

• Positive brake locks rotor in posi­
tion against any wind 

• Will support and operate 
heaviest beams commercially 

available 

The ~ASTER - 26th Edition • Page 2 ., 



SECTION '1200 

~. Amateur Communication Antennas 

ALL WEIGHTS SHOWN 

featunn. No. 
'''SOLID STATE" 

SLIM LINE 
TRAP 

lSHT 

ROTOBRAKE 

• 
• 

• 
Spring actuated, solenolo released braking unit. lIigh capacity starting 
motor. Lim.t switches. Mounts internally in steel lower 10-lS" inside 
clearance. Multicolored Great Circle wall map indicator, 16" dia. 
Moving wedge of light shows beam direction. Available centered West, 
Midwest, East. Compass rose for other countries. Control box. Model 
RBX-1: 47 Ibs. $199.95 
Mounting Kit for tower less than 10" dia. Model XK-1: 22 Ibs. $34.95 
Mounting Kit for pole or pipe masts. Model XK-2: 24 Ibs. $34.95 
Mounting Kit for telephone pole masts. Model XK-3: 26 Ibs. $34.95 

·RC-9 S Conductor Rator Ca~le - 100 ft. spool. 8lbs. $12.00 

WRITE FOR LATEST FULL LINE HY-GAIN CATALOG 
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TRAP TRIBANDERS 
4-Element Thunderbird. For 10-20M. 2" 00, 1'14" telescoping to :V4" 
elements, aluminum. longest element 32 It. Full size elements, lull 
size boom spacing 16 It. Interlaced 4th element lor higher gain and 
F /B. Model TH-4: 42 Ibs. 
Hlement Thunderbird. For 10-20M. Boom 14 It., longest element 26 
It. 2" 00 boom. Elements telescoping l'14-:V4". 100% rustproof. less 
than 2: 1 SWR. Model TH-3: 36 Ibs. 
2-Element Thunderbird. For 10-20M. light wt., easy to install most 
anywhere, but same top construction as the TH-3. Rotates easily with 
TV-rotator. Boom 6 It., longest element 26 It. Model TH-2: 23 Ibs. 

DUO-BANDER 
2O-40M Beam. Full size, 3-element 20M beam combined with 2-element 
linear loaded 40M beam. 52 ohm leedline. No traps. longest element 
44 It. 800m, approx. 20 It. Model 08-24: 45 Ibs. 

TRAP VERTICALs 
10-20M Vertical. Self-supporting. 13.5 It. high. Factory pretuned. 
SWR 2:1 or less. Weatherprool nylon base assembly. 52 ohm coax fed. 
Model 12-AVS: 9 Ibs. 
10·40M Vertical. Includes Hy-Gain Capacity Hat and nylon base mount. 
~ It. high. '14-wave marconi resonance each band. Model 14-AVS: 10 Ibs. 
16-80M Hy-Tower. No traps. 52 ohm coax fed. 24 It. tower, 2"-:V4" 
00 aluminum mast extends to overall 50 It. Sell-supporting.. X-braced 
tower 15" at base. Model 1aHT: 105 Ibs. . 
12AVS Rootmount Kit, Model 12 RMK: 7 Ibs ........... _ .. _ .......................................... ..$ 9.50 
14AVS Roofmount Kit, Model 14 RMK: 9 Ibs ............................................................. $11.95 
LCaO, 80M Loading Coil for 14AV$: 'h lb .................................................................. $ 7.95 
6MK, 6M Add Kit (12 or 14AVS): '2 Ibs ............................................................................. $ 4.95 

VHF BEAMS 
8-Element, 6M Beam with Beta Match lor lU db gain, 25db F/B. Rotate 
with TV Rotator. Boom 18 It. longest element 9'8". Factory pre­
assembled. Model 68B: 13 Ibs. 
5-Element, 6M Beam with Beta Match lor 9db gain, 25 db F /B. Rotate 
with TV Rotator. Boom 9 It. longest element, 9'8". Pre-assembled.' 
Model 65B: 8 Ibs. 
5·Element, 2M Beam. Extremely light weight. Factory pre-tuned. Fed 
either coax or parallel. Boom 5'4". longest element 4I:v4". 9 db 
gain. Model 25: 3 Ibs. 
IO-Element, 2M Beam. 13.4 db gain with excellent F /6 characteristics. 
Eoom 12 It. Longest element 413/4". Coax or parallel. Model 210: 6 Ibs. 
11 Element, 1V4M Beam. 220mc beam, boom 12 It. longest element 27". 
folded ratio dipole. Hi-Q element deSign. 14.2 db gain. Mo,del HI: 
5 Ibs. 
13 Element, :V4M 8eam. Highest gain of 16.1 db. Boom a It. longest 
element 13:V.". Model 313: 3 Ibs. 
Dual Stacking Kit (2·VHF Beams) Model OS: 1'12-3 Ibs ............................ $ 4.95 
Quad Stacking Kit (4-VHF Beams) Model QS: 4-7 Ibs. ...................... .. .......... $15.95 
Stacking Frame (lor 4-Stacked beams) Model SF: 30-45 Ibs. .. .......... $59.95 

Specify Belm Model Number when Ordering 

MONOBANDERS 
10-Meter Monoblnder. Full size, easily installed and rotated .bY tv 
Rotator. Boom 8 It. longest eleinent 17 It. 8 db gain. 25 db F /B 
Model 103-8: 12 'Ibs: 
15-Meter Monobander. Full size, 2' 00 boom 12 It. longest element 
23 ft. Rotate with heavy duty TV Rotator. 8 db gain 25 db FIB. 
Model 153-B: 19 Ibs . 
20-Meter MDnobander. Full size, "full spacing". 16 ft. boom. Longest 
element 35 It. Massive all·aluminum construction. 8 db g~in. 25 db 
F /B. Model 203-B: 35 Ibs. 
40·Meter Monebander "Hy·Seven". 2-Element, longest element 42 ft. 
Boom 16 It, High efficiency linear loading. No coils. Model 402'B: 
40 Ibs. 

MULTIBAND DOUBLETS 
Unique process of extruding polyethylene ribbon eliminates traps for 
doublets with SWR less than 2:1 ali bands. No match'ing required. 
Handle 1 KW AM, 2 KW SSB. Unroll and install in minute~. Complete 
With all insulators. 
40 & 80M Doublet. 122 It. long. Model 2-BO: 5:V4 Ibs ......................... _ ... $34.95 
6-80M Doublet. 122 ft .Iong. Model 6-BO: 6 Ibs. ............. .. ........ $31.50 
6-40M Doublet. 60 ft. long. Model 5 .. 80: 4'12 Ibs. ..... . ................. $29.95 
6-20M Doublet. 30 It. long. Model 4-BO: 3:V4 Ibs. . .......... $21.95 
Center Insulator. Model CI: 8 oz. ............... .. ............................................. $ 3.95 
~nd Insulator. Model 'EI:" 3 oz. ................... .. ... ~ 1.00 

HALOS 
2-Meter Halo. 14" dia. heavy wall '12" dia. aluminum tllb'ing. Cycolac 
bracket accepts any I" mast. Gamma match lor 52 ohms. Factory pre­
tuned, but adjustable over. 2M band. Up to 15 db gain over vertical 
whips. Stack for additional 3" db gain. Model HH-2: 1 lb. 
6-Meter Ha.la. High mechanical stability and min. wind resistance with 
1" dia. aluminum tubing. Cycolac base takes 1" mast. No external 
matching. Gamma match factory pre-tuned. Tune to resonance quickly 
on any Irequency in SM. Model HH-S: 3 Ibs. 
Stacking Kit .for two HH-2's, Model HHS-2. 
Telescoping Mast. Heavy duty, 5 It. length. 

CROUND PLANES 
Heavy duty commercial construction. Radiator and ground plane elements 
heat-treated aluminum alloy. Hardware iridite treated. Cycolac base 
insulators adjust to mast :V4"·1%". Better than 1.2:1 SWR. Omni· 
directional radiation pattern, unity gain. 52 ohms. 
25-50mc Ground Plane. Easy assembly. Telescoping radiator and radials, 
7/a"-:V4". Model GP-IC: 10 Ibs. . 
50-88mc Grounli Plane. Telescoping radiator and radials ~"-:Y4". Model 
. GP-2C: 7 Ibs. 
100-500mc Ground Pllne. Radiator, radials solid 1f4" dia. aluminum rOd. 
Model GP-3C: 4 Ibs. 
Discooe. Vertically polarized, omnidirectional broad band antenna, 5()'500 
ohms, without adjustments. Unity gain, low' angle radiation, SWR less 
than 1.5:1. Heat treated aluminum elements. Hardware iridite treated. 
Model OS-I: 9 Ibs. 

Net 

All PRICES 
SHOWN ARE 

HAM NET 

$111.50 

$89.95 

$59.95 

to be 
announced 

$21.95 

$27.95 

$129.50 

$32.50 

$18.95 

$8.95 

$14.95 

$13.95 

$12.95 

$32.95 

$38.50 

$65.95 

.$99.75 

$5.95 

$12.95 
$3.00 
$4.95 

$32.70 

$21.90 

$14.97 

$49.95 

© U.C.P., Inc. 
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SECTION 1200 I 
Antennas for Citizens Band 

ARE SHIPPING WEIGHTS 

ClR 

o ACCESSORIES 

o CLOSE RANCE 
Citizens Whip. Telescoping 45" to 15" chrome plated 
whip for transceiver mounting. Efficient polyproylene base 
loading coil. Swivel jOint. Model CWo Wt: 1 lb. 
Auto Door Mount. Adapts Citizens Whip for mobile. At· 
taches to door top easily, quickly. 12 fl. RG-58/U coax. 
Model AOMC . Wt: 1 lb. 
Citizens Dipole. Efficient "Rabbit Ears", telescoping 45" 
to 15". Suction cup mounting on transceiver, wlOdows, 
etc. Orients vertically or horizontally. L-matching net· O work. Model CD. Wt: ll/2 Ibs. 

3-ELEMENT BEAM 
Highest gain (9 db) commercially manufactured antenna 
for Citizens Band. F /B Ratio: 25db. F ISide Ratio: 40db •. 
2" 00 aluminum boom 8 ft. long. 16112 ft. elements. Maxi· 
mum weather resistance. Perfect 50 ohm match, factory 
pre-tuned. Mzy be rotated by TV rotator. May be mounted 

.,,. vertically or horizontally. Model 113-B. Wt: 15 Ibs • 

• ., BASE STATION 
standard Ground Plane. Maximum efficiency, lowest cost. 
Radiator & radials !Va" 00 aluminum tubing. eycolac plastiC 
base for masts up to 15A1" 00. Tuned & matched for 52 
ohm coax. Model SGP. Wt: 5 Ibs. 
Heavy Duty Ground Plane. Radiator & radials 7A1" - 3/4" 00 
aluminum tubing. Departure angle adjusted far perfect 50 
ohm match. Cycolac base assembly for masts up to I sAl " • 
Model GP-!, Wt: 10 Ibs. 
Coaxial Antenna. For inconspicuous roof or side mounting. 
Half-wave sleeve antenna, %" 00 aluminum tubing radiator, 
2" 00 aluminum sleeve. Easy to mount std. ll/4" masting 
or 1" 10 plumbers pipe. Model CXL. Wt: 7112 Ibs. 
Colinear Ground Plane. Three-quarter wave length ground 
plane concentrates power at lower angles te horizon and 
doubles radiated power (3.4db gain). Precision matchell', 
tuned for 52 ohm coax. 20 ft. height. Radiator lW' 00 
to 3/4" 00 heavy wall aluminum tubing. Radials 9 ft. %" 
00 tubinJ(. Cycolac base insulator. Model CLR. wt: 15 Ibs • 

• 
MOBILE 

Full Size Quarter Wave WhiD Stainless steel 102." whip. 
Std. %" by 24 threadedcad.ml um plated base stud. Model 
W-I02. Wt.: ll/4 Ibs. 
Roof Mounted Whip. Extremely flexible tapered stainless 
steel base loaded whip for vehicular roof top mounting. 
Installs in single hole. Solderless connector for RG58U 
cable. Model RMW. Wt.: lib .. 
Top Loaded Stainless Steel Whip_ Coil capsule polyethylene 
enclosed and fused to same diameter steel whip. Radiation 
reSistance 52 ohms for perfect match to coax. 50" 
overall height. Complete with chrome plated. single hole 
top mounting body mount and coaxial receptacle Model 
TLW-M. Wt.: I lb. 
Model TlW_ Same as above Model TLW-M, but with std_ 
%" x 24 base stUd. Model TLW. wt.: 3/4 Ibs 
Top Loaded Telescoping Whip. Identical to TLW-M but 
with telescoping stainless steel and chrome plated brass 
whip sections. Telescopes down to 28" Complete with 
chrome plated, single hole top mounting body mount and 
coaxial receptacle. Model TLWT-M Wt.: 1 lb. 
M .. ,. TLWT. Same as above Model TLWT-M, but with std. 
%" x 24 base stUd. Model TLWT. Wt.: 3/4 Ibs. 
Standard Spring. Cadmium plated, double tapered. with ends 
ground flat for perfect alignment. Accepts %" x 24 stUd. 
Provided with % x 24 stud to fit body or bumper mount. 
Model SPGS. Wt.: 1112 Ibs. 
Deluxe Spring. Chrome plated. For heavy duty applica­
tions. Model SPG. Wt.: 2 Ibs. 
Standard Bad, Mount. Improved deSign. superior to split­
ball types. Cad-plated steel swivel. Molded cycolac base. 
Easy top-side mounting. Model BOYS. Wt.: ~1I Ibs. 
Deluxe Body Mount. Same as BOYS, except heavily chrome 
plated. Model BOY. Wt.: 1 lb. 
Jiffy B,.,Mlunt. Completely adjustable, easily installed 
mount requiring only two 7/32" holes, for trunk groove, 
hood groove, door edge, etc. Accepts %" x 24 stUd. Cad· 
plated. Model 1M. Wt.: lI2 lb. 
Gutter Clip. Attaches to auto gutters. Holds full length 
whip in position for easy garaging. Model GC. WI.: 1/6 lb. 
Broadcast to Citizens Band Coupler. Unique isolating coupler 
in 2" x 3" aluminum tube with mounting bracket. Use any 
Citizens Band Mobile antenna for AM broadcast as well as 
Citizens Band. No switching. Model CPR. Wt.: lI4 b. 
Universal Bumper Maunl Chrome plated, stainless steel 
mounting strap, fully adustable for most auto bumpers. 
Model BPR. WI.: 1lh Ibs. 

Model PLSA adapts PL-259 coax plug to auto radio plug ._._._ .. _ 
Model PLP adapts PL-259 coax to phono plug ---_._----
Model SOSA adapts SO-239 coax socket to auto antenna __ .... _ 
Model SAP adapts auto radio plug to phono type _ .. _ .... ________________ . 

ModeJ CC-5PL 5 ft. RG-58/U coax (PL-259 both ends). Use with TLW-M and TLWT-M_ .. _ ........ _._ ................... _ ............. __ _ 
Model CC-12. 12 ft. RG-58/U coax (Pl-259 & solder lugs). _____ . 
Model CC-12PL. 12 ft. RG-58/U coax (PL-259 tlOth ends) _______________ _ 
Model CC-25. 25 ft. RG .. 58/U coax (PL-259 both ends) _____________ _ 

Model CC-50. 50 ft. RG-58/U coax (PL-259 both ends) 

ALL PRICES 

SHOWN ARE 
lin 

$5.95 

$8.97 

$13.17 

$31.50 

$16.17 

$26.25 

$19.95 

$29.97 

$4.35 

$8.97 

$7.17 

$5.37 

$7.17 

$5.95 

$2.04 

$4." 

$3.03 

$4.7< 

$2_71 

$1.1 

$8.9 

$6.5' 

$ .4~ 
$ .4 
$ .4 
$ .2 
$3.4 
$3.4 
$4.1 
$5.5 
$904 
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SECTION 1200 

INDOOR 
Attractively housed in unbreakable plastic 
with chrome plated antennas, this Indoor 
SWL system is completely wired, covering 
frequencies from 5 through 30 megacycles 
and including all the important short wave 
and amateur bands. Greatly increases the 
performance of any short \'rave receiver. 
Easy to operate. Simply attach S ft. cable 
included to the receiver, extend "rabbit 
ears'" and adjust "match" and "tune" 
controls for maximum signal strength. Mod~l 
SWI, Shpg. Wt.: 2% Ibs. 

OUTDOOR 
High efficiency outdoor doublet antenna. 
peaked for top performance on the impor­
tant 11, 13. IS, 19. 24, 31 and 40 meter 
short wave bands. I ncludes eight trap 
assemblies, end insulators and 100 ft. of 
lead-in cable with complete instructions for 
rapid a§sembly. Mounts easily under eaves. 
In attic space, etc. Overall length~ 40 it. 
Model SWO. Shpg. wt. 2lhlbs. 

$14.75 
Net 

$14.75 
Nit 

1M Antennlls 
• 

fM AUTO BUTTERFLY 
Polished, anodized aluminum 

.---. rings S" dia., high impact 
cycolac plastic and chrome 

..L plated brass fittings. Rugged 
~--l..' antenna converts existing AM 

whips to :V4-wave FM antennas. 
3 db gain. Increases range, 
eliminates fading. decreases $5.ft7 
background noise. Attaches 30' ~ 

• 
sec. Model FMB: Shpg. wt. 1112. Net 
FM HALO 
1/2-wave dipole in unique con-

~ 
figuration. for uniform omni-
directional pattern.. Increases 
fidelity of home FM reception. 
Universal bracket for minute­
mounting. Heat treated alloy 
aluminum tubing. Designed $5.ft7 
for std. 300 ohm twin-lead. ~ 

• 
Model FMH: Shpg. Wt. 2112 Ibs. Net 

." FM HY -LOGS 
Fringe area log periodic an­
tennas employ revolutionary 
concept for tremendous forward 
gain. Uniform impedance char-

~ acteristics 88-10ilmcs. Out-
-~ _ perform equivalent-sized Yagis. .....----¥-_. Heavy wall 11/4" dia. aluminum 

--- __ boom, 7/1S" elements. 72 ohm 
......- coax or 300 ohm twin lead. 

. 6-ELEMENT 
For medium fringe area recep- $' 3 77 
tion. 9· db gain. Boom 7 ft. • 
Model FM-S: Shpg. Wt. Sibs. Net 
I1-ELEMENT 
For ultimate fringe reception. $22.50 
12 db gain. Boom 12 ft. 
Model FM-ll: Shpg. wt. 7lh Ibs. Net 

,se 30 • Th~ MASTER - 26Jh Edition Net 

150 me Antennll' 
Communkllt;on Blind 

(144-174 Me) 

• BASE STATION 
6.1 DB STACKED JAYPOLE 

Tbe first mass produced stacked 
jaypole array - the Hy-Gain Model 
~150 - available at amazingly 
low price. Produces highest gain 
(6.1 db) of any commercially manu­
factured ISO mc antenna. With 9.S 
DB gain in one favored direction 
with a slight reorientation of stag­
gered jaypole positions. All alumi­
num (wt.: ·19 filS.) complete factory 
preassembly. Constructed to with­
stand 100 mph winds with 1/2" radial 
ice load. Iridite treated for re­
sistance to corrosion. Model SO-ISO: 
Shpg. Wt. 28 Ibs. 
SO-150A (144-159 mc.) 
SO-150B (159-174 mc.) 

Model MSO-15D - Mast side mount­
ing kit for SO-ISO. Shpg. Wt. 11 Ibs. 

Model PSO-150 - Pole side mount­
ing kit for SO-ISO. Shpg. Wt. 11 Ibs. 

Sis-WAVE - 3.4 DB GAIN 
COMMERCIAL DUTY 

GROUND PLANE. 
Hy~Gain Model GPG-ISO is an ex­
tended o/s-wave ground plane devel­
oping 3.4 DB omnidirectional gain: 
All aluminum (wt.4 Ibs.). Ruggedly 
built to withstand 100 mph winds 
at 1/2" radial ice load. CompletelY 
treated. Moder GPG-lSO: Shpg. wt. 5 Ibs. 

V4-WAVE STANDARD 
UNITY CAIN 

GROUND PLANE 
Lowest cost base station antenna 
available - yet built to commercial 
duty standards. All aluminum -
iridite treated. Ideal for small two­
way systems when .price is impor­
tant. Model GP-lSO: Shpg. wt 1 lb. 

• MOBILE WHIPS 
FOR ROOF MOU NTI NC 
UNITY GAIN, V4-WAVE 

New design stainless steel Model 
MW-lS0 1/4-wave rooftop mounted 
vehicular whip. High impact cycolac 
molded base mounts easily from top 
of roof with unique positive grip 
locking- mechanism. Solderless con­
nector for RGS8U cable. Whip only 
is easily replaceable. Model MW-lS0: 
Shpg. Wt.: 1/41b. 

3.4 DB GAIN, :Va-WAVE 

Double effective power both receiving 
and transmitting with the Hy-Gain 
MWG-lSO mobile whip. Extremely 
flexible stainless steel whip only 
S2" high. Hermetically sealed match­
ing inductor. 'Single hole top 
mounting base and solderless RG58U 
connector. Model MWG-lS0: Shpg. 
Wt. 1 lb. 

$125.70 
Net 

$9.57 
Net 

$10.17 
Net 

$21.90 
Net 

$5.40 
Net 

.$2.85 
Net 

$8.97 
Net 

.© U.C.P., Inc. 



I SECTION 1200 I 

lcae ICITIZENS BAND ANTENNAS and ACCESSORIES 
ELECTRONICS 

~ 
GROUND PLANE ANTENNA KIT ROD RADIAL TYPE­
Complete Base Station Antenna, pre-assembled and 
including mast, cable and all hardware. No guy 
wires. Radial elements are durable aluminum tubing. 
For use with chimney, wall or tripod mount. 
Cat. No. 29-740 Net $25.50 

"TEL-COIL" WHIP (Pat. Pend)-48" tapered fibre 
glass whip, "loaded" type. Step-taper wound helical· 
conductor is superior to other "short" Whips which 
use base or center loading coils. Standard threaded 
fitting for any body or bumper mount, trunk lid 
mount. 
Cat. No. 29-710 Net $7.20 

GROUND PLANE ANTENNA KIT RADIAL WIRE TYPE-Base station anten­
na kit-including mast, co-ax cable and all hardware_ Most parts are 
pre-assembled average installation time is y, hour_ 4 guy wires act as 
"ground plane_" Cat. No_ 29-730 Net $23_85 
102" STAINLESS STEEL TAPERED WHIP-High-impact, flexible whip made 
of selected alloy_ Standard threated fitting used with body mount 
or bumper mount. Cat. No. 29-700 Net $6_90 
100" STAINLESS STEEL TAPERED WHIP-Same as 102" Whip #29-700, 
but designed for use with flexing spring type body mount or bumper 
mount. Cat. No. 29-702 Net $6_90 

0 ... 
"-a. 
'" 0 z 

~ 
"-a. 
'" 0 z 

CD 
0 
~ 

'" '" 0 z 

101" FIBRE GLASS TAPERED WHIP-Unaffected by 
weather conditions, comparable performance to steel 
whips. Conductor is fibre glass insulated. Standard 

~ threaded fitting. 
:;; Cat. No. 29-706 Net $8.40 

'" o "TEL-E-SCOPE" FOUR-SECTION TELESCOPING WHIP-
z Chrome plated, 101" extended, 32" collapsed. For 

installations where constant-length whip is incon-
venient and fully extended use is occasional. Stand­
ard threaded fitting for use with body mounts or 
bumper mounts_ 

SNAP-IN CHIMNEY MOUNT­
Fits masts up to 13M" di­
ameter. Extra heavy gauge 
steel. Zinc plated and dich­
romate dipped. Complete 
with straps and hardware. 
Cat. No. 8610 Net $1.98 
With Stainless Steel Strap­
ping 

Cat. No. 8930 Net $2_82 

CHIMNEY QUICK MOUNT-Brackets will supp.ort 
masts up to 13,1(" diameter. Straps and hardware 
included. 
Cat. No. 8005 Net $1.77 
With Stainless Steel Strapping 
Cat. No. 9025 Net $2.49 
"Z" MOUNT-Same as No. 8005 Mount with 20 
feet of strapping supplied for each mount. 
Cat. No_ 9125 Net $1.50 
With Stainless Steel Strapping 
Cat. No. 9127 Net $2_29 
SPECIAL "Z" MOUNT - Galvanized Strapping 
Steel zinc plated finish. Eyebolts attached to 
one end of heavy galvanized strapping. 
Cat. No. 8005-U Net $1.50 
With Stainless Steel Strapping 
Cat. No. 9025-U Net $1_98 

~ 
CABLE ASSEMBLIES-Made of RG 58! 
U cable, terminated on one end with 
PL 259 plug, other end stripped and 
terminated wi'th lugs. 
Cat. No. Cable Lengths Dealer Nel 
29-760 6 ft. $2.91 

I 29-762 10 ft. 3.21 
... 29-764 15 ft. 3.57 

DIS-CO-NECT - Remove mobile 
whip antennas in two seconds 

~ - without tools. Incorporates 
bayonet lock device ... made 
of stainless steel. 
Cat. No. 29-772 Net $2_97 
HUB CAP STATIC SPRING-Stops 

~
statiC caused by wheel friction. 
Springs have riveted metal 
paints for firm, smooth contact. 

-- Cat. No. 1058 Net $ _09 
STATIC CHASER-Dissipates sta­
tic which causes radio nOise and 
contact shock_ Minimizes .static 
interference caused by friction 

~ of wheels, tires, etc. 
Cat. No. 5604 Injector Only 

Net $1.77 
5605 Static Powder 

for 5 Tires .72 

© u_c.p_, Inc_ 

Cat. No. 29-712 Net $4.80 

@ 

(A) TRUNK LID MOUNT-Unique mou~t requiring no outside holes on car. 
Designed specifically for "Telcoil" 29-710 antenna, but may be used with 
other short "whips." Cat. No. 29-716 Net $3_30 
(B) BODY MOUNT-Heavy-duty, chrome plated body mount fastens to side, 
cowl, or fender. Ball swivel provides all angle adjustment, from vertical to 
horizontal. Cat. No. 29-718 Net $4.80 
(CI BODY MOUNT-Same as Body Mount #29-718 except this model is sup­
plied with flexing spring #29-726·. Cat. No. 29-720 Net $8.40 
(D) BUMPER MOUNT-With Swivel Joint and Spring For cars where bumpers 
do not protrude suffiCiently for standard mount. Cat. No. 29-728 

Net $15.45 
(E) BUMPER MOUNT-Durable, chrome plated chain type bumper adjusts to 
most bumpers from sports car to truck. Cat. No.29-722 Net $7_95 
(F) BUMPER MOUNT-Same as Bumper Mount #29-722 except this model 
includes flexing spring #29-726. Cat. No. 29-724 Net $11.85 
(G) FLEXING ANTENNA SPRING-Tapered, heavY-duty, chrome plated steel 
spring built-in flexible center conductor. Cat. No. 29-726 Net $3.90 

::! V-7 WALL MOUNT - Constructed of 
heavy gauge steel. Fully plated nuts, 
U-bolt and hardware. Completely as­
sembled. 
Cat. No. 9236 Net $1.05 lIer set 

CLOSE WALL MOUNTS-Ideal where large clear­
ance is not needed. Complete with hardware. 
Ho Id masts up to 13,1(" diameter. 
Cat. No. Net 
8302 Clearance 2V4" $ _90 lIer set 
8304 Clearance 4" 1.08 per set 

4-INCH SPECIAL WALL MOUNT-Economy close 
wall mount. Made of heavy gauge steel, zinc-

• plated for extra protection. 
Cat. No. 9241 Net $ .54 
SNAP-IN WALL MOUNTS-Simply snap the mast 
in, tighten and the job is done. Holds mast up 
to 13,1(" diameter. 
Cat. No. Net 
8306 6" Wall Mount $1.44 
8308 8" Wall Mount 2.34 

J MASTER DELUXE SNAP-IN MOUNTS 
-Brackets are spaced 16" wide so 
as to fasten solid to 16" 2x4 spacing 

-' in homes. Eliminates "side sway" m,f 

'

antennas. Will fit mast up to 13M" 

\\ 

diameter. 
. \ Cat. No. Net 

• 8312 12" Clearance $2.52 
" 8318 18" Clearance 3_24 

8324 24" Clearance 4_38 
RIGHT ANGLE ADAPTER-Designed for attaching 
Tel Coil Loaded Whip #29-710 or similar antenna 
to base station. Fits all transceivers using PL 
259 antenna plug. 
Cat. No. 29-780 Net $3.45 
ADAPTER-Adapts a PL 259 plug to a standard 
auto radio (Motorola type) plug. 
Cat. No. 29-782 Net $ .45 
ADAPTER-Adapts a PL 259 plug to a phono pin 
(RCA type) plug. 
Cat. No. 29-784 Net $ .45 
ADAPTER-Adapts a SO 239 Socket to a stand­
ard auto radio (Motorola type) socket. 
Cat. No. 29-786 Net $ .45 
ADAPTER-Adapts a standard auto radio' (Mo­
torola type) plug to a phono pin (RCA type) plug. 
Cat. No. 29-788 Net iii _24 
GUTTER CLAMP-Holds long whip antennas down 
when not in use_ Fastens easily to drain rails 
on any car. 
Cat. No. 29-770 Net $ _99 

Net 

&2 FT_ TOWER TRI-POD ANTENNA BASE 
. -For supporting masts up to 10 

feet without guying. Extra sturdy 
• . support for higher installations 

where guying is necessary. 
> Approx. 24 inches high. Supports 

masts up to 1V2" diameter. 
Cat. No. 9063 Net $4_29 

3 FT. TOWER-Self supporting. Made of electro 
galvanized tubing. Folds and unfolds like an 
umbrella. 
Cat. No. 9144 Net $4_98 
5 FT. TOWER-Self supporting. Made of electro 
galvanized tubing. Folds and unfOlds like an 
umbrella. 
Cat. No. 9143 Net $9_54 V AMMETER SILENCER CONDENSER 

Cat. No. A-837 Net $ .45 
. GENERATOR TYPE CONDENSER 

. Cat. No. A-838 Net $ _59 
HEAVY DUTY TYPE CONDENSER 

. Cat. No: A-841 Net $ _75 F SLIP-ON SUPPRESSORS. FITS ALL 
- 9 CARS CARBON TYPE_ 
- Cat_ No. A-830 Net $ _27 

. 
DISTRI~UTOR SUPPRESSORS CAR-
BON TYPE_ 
Cat. No. A-832 Net $ _27 

SUPPRESSOR SPARK PLUG TYPE_ FITS ALL CARS_ 
CARBON TYPE_ 
Cat. No. A-833 Net $ .27 
SUPPRESSOR SLIP-ON TYPE. SUPER WIRE 
WOUND_ 
Cat. NQ. A-835 Net $ .45 
SUPPRESSOR DISTRIBUTOR MODEL_ SUPER WIRE 
WOUND_ 
Cat. No. A-836 Net $ .45 

CALL LETTERS-Metal foil, pressure 
sensitive labels to mark mobile sta­
tion with FCC call letters. Set of 
78 numerals plus two "W"s Char­
acters %" high. 

Cat. No. Description Net Per Set 
29-776 Gold Letters 1.20 

on White 
29-778 Silver Letters 1.20 

on Black 

•

. - SEND FOR FREE CATALOG on 
> the complete GC Electronics 

,..,,,,, line of Citizens Band equip-
ment. 
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SECTION 1200 

• ® TV Mounting Accessories 

Quality standort's available In several styles to meet all require. 
ments; ftat line Inserts unlcss otherwtl:lt! stier-tOed. 

Luau 
LL1270 1 n 

Woodoorewtl 

m~ 1 
liS. A 
lUI D 
IU2 D 
1111· D 
1223 B 
1111 E 
1111 E 

'aae 32 • The. MASTER -.26th I:.d.iti()n 

12." 

12.50 

.!Mr.qa. 
1510 R 
1512 C 
1850 n 
1151 I> 
1181 .: 
nao .' 
S .. I 0 
alII 0 
sn. H 
SitS H 
1170 I 
1175 3 
1&7' K 
1610 I. 
5110 M 

.,08 N 
allo N 
Stal N .... N 
a"1 N 
a"2 N 
atsl N 
St51 N 
SISI N 
•• 01 0 
•• 12 0 
"II 0 .... 0 
ISII I' 
15t1 I' 
1750 ~ lila In, tI 
aooo T 
3110 IT 
allO IT 
3110 v 
312. v 
auo v 
3130 v 
3 ... W 
308' W 
3010 W 
1771 X 
1111 V 
1103 Z 

GUYING ACCISSOIIiS 

•
' LIGHTNING AIIISTIIS 

IE M ......... ( • A)-Multi-pur"" .. deB1llD 
hM perrer-t. ele~cal pat.h tor aU lead-tDB. 
Qlllck, eaAY Inst.allatlon Indoors or outdoora @ wit.hout wtre fltrlpl.lnc. Lon~ teeth insure 1)081 .. 

::~~:c~r}r~p~=~:tui~b~~~~:' SIC 

~(ID IE M ...... IOS-8a:mebut with atrap. Net 780 
IE _ ... 1 (FIg. 8)-1_ coat unit tak .. 
hollow, oval, 01ICD or aat llne, Mtklnts OD wall 
or pll". Net Each ................. ., .. 4&0 

CHICAGO, ILLINOIS 

Net 

WALL AND lAY. MOUNIS 

WALL AND lAY. MOUNIS 

DI LUXI UTlUIY MOUIn , .... A) 

SNAP.ON WALL MOUIn ' .... 8) 
Sturdy sU' .. 1 monnt for Quirk 'nlltallatlon. Kit Inrludps two hrl.('kNs 

:~dM=lwm~g!d:':l\a;;~~~~t ~i-l;t(~~ac.h ............. . 5120 
IE Model 141 .. ·M" wall mount, Nf't Earb, . . . . . S 1 ••• 

DE LUXE SNAP.ON WALL MOUIn ,.1 •. C) 
PrealW"lIlbled. tor 'afit Installation: haH 16· RpJ'('Rd to ftt '2 x 4 
JOIl't.K, Heavy KBUJ{£' stf'l'l bt zlo<.> IJlatt"d. Tak(,B mutA t.o 2~t" dla.. 

;~h=.t' trl~r:~;~l:I:~~t.. Net Eb('h... ......... $246 

II =::= ~~:t=~:. ~~~~t ~~i ~:~::: .. :::::::.::: :$1:1' 

© U.C.P., Inc. 



I SECTION 1200 I 
'" ® TV Mounting Accessories 

ROOF MOUNTS 

HINGE TYPE RIDGE MOUNT (fiG. GI 
Popular d('~lltn adju~t ah11' for nat roofs, walls or v('ak roof"! or auy 

~~)I~':;!i'i~~~~:;:~I~lllla:~~,!I~~-~1'2~1l~~~:~1~~~I~;ac'h .5110 
IE Model Ion -For ma.'!fI.! In 2" dia. :'olN Eru'h 51.38 

PULL·UP lASE (fiG. JI 
('an he uS("d on fllantf'd ur Oat ruoff!. Hr'svy duty ('olUllruc'tiun tor 

:~ILIJ.~:~a1~aiJ~F~!~ ~::~!~.~rL) 111' din. NN Earll. . .5100 
IE Model 1115 .. --Fof mast'" to 2'" din. Nl't Esr'll. S 1.50 

ECONOM.IE SWING.UP lASE MOUNT (fiG. KI 
Ef'OIlOIllY d(>slgn with I)('rmanr'nt nut In tub~ t.o hold lW('urely 

;~a~~~1 ~l~;-2_~~~~'Ea('h .45C 

RIIBED MAST lASES (fiG. LI 
HIII'C'ial ~I()t arrang('Ulpnt III'rIllUs "wnlk up" of mast; 8C'('Umrno­
dates masts tn 1 J.i" dill. Cmlll'll'f(- with Installation hardwan', 

~(':W~~11.56~... ... . . ... . ... " ....... 33C 

IE Model 15S0·· .. Kilnllar tn ahuvc' hut with l'xtra S('Tl'W holl's In~ 
stc'ad or l'ilnts. ('an alsn t)l' nUlIlIlte'd at any an~le. Nrot J·;sC'h .. 33c 

TRIPOD MOUNT (FIG. MI 
Angle' Iroll C'onstl'urtlcm OJll'ns and C'lmll.'s like an umhrf'lIll_ Halt 
IIc'xlh\(' grilllwrs ttl Ilt roor of any HlolM' IA'glt 1u:IjUlitflhlf' to :12' 
c'('ntl'r Fully a!<!!«'mhl('d, rlV('tNI ('un!<!truC'Uon. Tak('s 1%' maltts. 

~l'~~~:l ~~~~~2 ,f~. ~IU~~~~.. . . . . . . . . . . .. . S283 
IE Model 27D3 a fl. llIount. N('t Eac·lI. . ..... S 3.83 

I~ ::::: ~~rg 'f ~t"l '":::~~:lt .N~!,t~~~~~h 1 ':B~ 

VENT PIPE MOUNT (FIG. 01 
"~C'atur(,s8peC'ial r~hnlt for holding Vl'nt ,)It>f's 111) to 2' dla. HlmIllc" 
Qutc-k Installatlou. fo:xtra-strudy cOn!oltruC'tioll. PlatC'd to wlUudanci 

iE1YM':d!~I~lo'S)~(M~I:)~;ach. . S113 

VENT PIPE MOUNT (fiG. PI 
Qulc'kly, simply attaches to any vent or round ohJer.t. AdJustahle 
hraekf't IlCrllllts tlttlng to J)lpefl 4' to 6' In diameter. "(Jsltlve 

Itaw.~:.t~~~'_Nt"t Eaf'h. .S143 

UNIVERSAL MOUNT (fiG. QI 
FUM rldK(' rIlof!4. ('hlmneys and c~C)rnerH. Adjustable clamll mounts 
masts tu e'tthl'r or two pOHIUOIlM; take!'! ¥laRts to 1 J.i' dla. Zln(~ 
1)latf'd st('el (~onstruetlon. COfnl.let(~ with mast claml) and hard-

~ar¥iodel 15.D --NN. Jo;ach. . S166 

JUMBO UNIVIRSAL RIDGE MOUNT (fiG. RI 
Heavy' duty basc for larg(! masts and tetesccmlng tow(!rs UI) to' 
2~' dla. Permits "walk-ull" (~r(!I't1on. Non~twlst1ng claml) and 
:~r~:!:~hr~~. ~~~~~~r~;:~~~ty; one-hand Installation. .5128 

ANTENNA MAST (fiG. S) 
High earbon steel, hot dill galvanized Imllde and out tor l)Osltlve 
wf~ath('r I)rolf~dlon. Hwaged ('nd tor pmlltlve Inf!k. 

TELESCOPING MASTS (FIG. T) 
COlUplf't('ly assf'rnhl(!d wI! h all hardwar('. High carbon st.eells hot 
dll) Ji(alvanlzl'd Inside and out.. 

IE M.st 
~ .l:I!!!:.... Description 

2122 20' I K gao t('h!s('oplng lIIaRt 
21J2 aO' IK ga. te'If'It(:nplng mast 
21.2 4CJ' I K gao t('h'M(:nplng lIlaHt 
2852 !)()' Iii guo t,'lps('uplng rnald, 
2522 :.!U' Hi gIL. t('IC's('oplng IIHl.Mt 
2532 :~fI' Hi KIL. 1f'IC'It('UlllnK 1lIH.!4t 
25.2 4C1' lfi ga. tf'II'sl'ol.lng HIIlSt 
2552 !)(J' Hi lCa. t('If'HI'flplng lIlaHf 

1128 H:LSi· fur IlIIY or ahove'; add I II NI't 

(j) U.c.P., Inc. 

WL. 
L .... 

16 
2:1 
:H 
41 
HJ 
:.!H. 
:0 
5n 

MISCELLANEOUS HARDWARE 
HEAVY·DUTY. GALVANIZED TURNIUCKLU (fiG. PI 
IE size. Inches take-up, Bolt Net 

J~~i --C~m"' ~~ Intc:- ~~-: ~-;: 
3.DO 4 5~8 th ~1i' 13c 
3UD 4~ 6~1I lU: 1",' 14c 

n~: g~ ~~ ~~ li: 18: 
3751 7~ 10~ 3 %" 44c 

~.,. STilL STRANDID GUY Will (fiG. GI 
- Hf'avlly galvanized TV guy wire In non-tangllng colis. 

IE Win Length and Net: P.r 
No. St ... iid '-Sln - Put-Up 101. Ft. 

4'DDL 4 120 50' eonnectlng 54.51 'If 48DDM 4 ~20 1000' spool 4.5 
l!!J 4S01L 6 ~20 50' connecting S.I 

4SDt M 6 120 1000' Sllool 5. § 
4&12L 6 /II H 50' (~onnectlng I" 

~
• "'D2M 6 11K 1000' Sl)ool • 

'I!'" 
I~ i Handy IU!~~;:~:)s·~~!. ~!~Ka~'rree"f:~I~ \~~~il:; can't roll 
~ away. Nf'at Ilackage ot 1000 ft. markpd In rf'd every 10 ft. Six 

r~r~~~H46'ir+_Nct Each. .5586 

[MJ 
ALUMINUM GROUND WIRE (fiG. GI 11l1U'OIl.U'd; IllIahle and casy to use tor Kroundlng mast from lIght~ 

nlng and ('I('('trlral dlst.urhancf's. Diameter, l-fj'. 

CHIMNEY MOUNTS 

DELUXE "Z" TYPE (fiG. AI 

~~~~oU~ ~ltl:::'S Jr.)ll~' c~~st:~~f~~t pl~~~~;t: t'i~~~t~~n;1 :I~~)~:~:S 
rc'('C'lltlon. GURSf"t.S prevent hendlnK and hH.senlng wll('u trlangl(! 
(!y(!bOItR are t1ghtf'ned. GOlllldetc wtt.h t.rlangle eye bolt, factory 
aSIWmhled with slrap(ling. 

I 
With Galvanized Strapi With stalnl ... St~ 

Strapping IE No. INet Each IE No. INet Each 
24' x W w. -.0&-0-- -s--r::i4 -10'-5-- S2.25 
:lO' x ~ - W. 116o-SP 1.35 10S5-SP 1.86 
:{6' x a~' W. USa-XL 2.28 lDSS~XL 2.80 

SNAP·ON CHIMNEY MOUNT (FIG. II 
J)('slgnl'd fur thl' IIH1Mt rapid aM.~(,lIlhly 1101'11'11111('; rC'(lulrC'R no MIlC'f'ial 
t.uOIM; just l-mall hraekl'tl'l onto ('hlIllIlI'Y and HlUl.p-On llIaMt ... Brll.f'k(~tM 
are' mad(! Clf Ilf'avy KllUg(! 1'111'('1; SUlmort lIIasts to I YR' dla .. o\ngl(' 
gUM."IC'Is prf'v('nt 1H'lullnjt and IClwu'nlnK wlJf'Jl a:-u-If'lllh)C'd. IUhh('d 
df'Mlgn l)n'V('nfl.l vlbratioll; IJIlprnvc's r('('('I.tlnll. Hulld rlv('t cnll­
Hlruc·tlflll U"" lunR'. KUJllllh!d l'nrnJlIc~II' wllh HtrapplllR'. Faf'tory 
aHIt('mhle'd, strapJllnJ( to t'YI'hol1H af, UlW ('ml; Iwo Iira(~k(~ls aud 
hardware'. 

I 
With. Galvanlud strapi With Stalnl_ Strap 

24' x ~4 - W. tD7D ST.'i9 -C07S-- "'ftlnf" 
strapping IE~INet: Each IE No. IN.t Each 

~g: ~ iF =: J:~::~t ~:2B J:n:~t 5:11 

STEEL STRAPPING (FIG. EI 
AvulllLhlC' In gl,lvlmlzC'fi, stallllc'HM 1011.('(" or Ilc~rfelmtl'd, zln(!~plaWd 
IYPI'H. H1ruug nnd flf'xlhlf'. Wc'nUlf'r r('!4IHt.a~lt,. PNforal.c'd type' has 
.Ii- IHlII'It. zllu'-llhLIC'cl In rf'!4llt1. rus1. 

I 
1z~'t. Colis I 100~ft. Coils 

I'l'rfurnlc'd ~ .&."'u 3 T,pe ..!.El71i· I Net .Each ~ITNet .Each 
(;ulvnllbwf! 1640 - - .55 IUO 2. 0 
Klltln!c'H./i 1641 .58 lUI 4. 5 

CHICAGO, ILLINOIS 

HIX HIAD LAG SCRlWS (FIG. KI 
Fit Rt.arutard socket and slleed wrenches tor tast assembly; zlnc­
platf'd. 

~ Dla. x Lon, ..!!!!!... No. IDla •• I.e, ..!!!!!... IE ISI ... ln.h"1 N0'1 IE ISI ... ln· .... I_ 
4810H 34 x I 3c •• 13N I ~ x 3 8c 
4811H ~ x 1 H 4c 481tH I,. x 3 Be 
4812H " x 2 5c 

ANTINNA INSTALLATION KIT (FIG. L) 
COllllllc'te al'(~('s~()ry kit. fur TV ant~nna Installation. Quick and 
pasy to Ufol('. All I'IH'('I parts arf' galvanized. Includes: Three :4' mast 
I'IPC'Uuus; two maHt, st.andnfTR; ftvc wood IWrcw st.andufTs; 20 ft.. 
alumluum J(rmllld wlrc~: a lIJ(ht.nlnf( arrest.er; and, 100 ft.. ::I()()..ohm 

:ltt.:.~~I· 611~~q\I~~::I~I~I~:c'~~:~ 1~~)t~~:,)~~ISt slz<> ....... S 326 

DRIVI RINGS (fiG. N) 
"'"s1('1I1t wirc! til(' c'a!o!y, fast. way. "'ur c~()mlllunlc'atlcm flysle'JIlH, 
1.luHI(', dourll(!II, uulduur lighting, ('xl.I'nHlon enrdH, ('(,(~. UalvBIIIZt'd 
t.n Iln've'nt. rust and (~nrroHI()n. 

...!!..!!!:...I Ring SIUj C.p.clt, I 
D5 %' 16 jac~k(·f.('cI clrclJI wires o. ;,~" 6 J8.(~kctc'd IIrol. win's 
01 W. .. 

_Per 100 

S2.81 
U 

TOOL. AND TUBE HOLDER !,fl •• RI 
For displaying tools on peg board. Use in Lab., 
Shop, Home -and Technician use. Bright nickel­
plated. Holds fools under spring pressure. Used 
for holding tubes, prevents bent pins that occur 
when tubes are laid down. Can be used- as a stamp' 
rack. 
IE No. 4332-TOOL & TUBE HOLDER for peg 
board. Each ........................................................... 60. 
IE No. 4333-TOOL & TUBE HOLDER with 2 wood 

screws and holes in tool holder for 
wall mOWltlng. Net Each ............. 60~ 

SIX·POSInON SWITCH ANTINNA (fiG. 51 
1)(!l'Ilgnml for clean reoellUon ot lTH"" VHF and color TV. Fully 
B!4H('llIhlc'd with twin Irad. Can not. till. Covrrs all ehaollf'ls, 2 to 
Ma. Handy, 6-I)OHltlnn Hwlt,ch H~leclt,s maximum signal 1)lck~'!I.) on 
eVI'ry c~hanr)('1. MahoKany Hnlsh hnse. 5:.80 

:~ ===:: :::~ ~N~!~~~~!~~~;~:.:~W)!;r.;o~~~ ::i~rl~,;ai!jl: : .. : : : : S8.60 
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I 
SECTION 

300A or 500A 
11 Y2"x10' 

7 Crossbraces 

Ci ~ 
III 

~ 

c( I III: ... SECTION 
on 300B or 500B 
:) 11 Y2"xl0' 
~ 8 Crossbraces 
~ 

~ 
on 

c( 

I 
. III 

~ SECTION 
III 300C 01' 500C 
c( 11'hi'''':16''xl0' 

8 Crossbraces 
~ 

c( ~ 
> 
c( 

on ~ 
z SECTION 
0 3000 or 5000 

16"xl0' 
~ 8 Crossbraces 

U -.-J III 

on 

III: 

""I III 

~ SECTION 
0 300E or 500E 
~ 16"-2014"xl0' 

8 erossbraces 

~ 

I 
SECTION 

300F or 500F 
2014"xl0' 

9 Crossbraces 

~ 
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SECTION 1200 

JONTZ MFG. CO. 
MISHAWAKA, INDIANA 

SELF -SUPPORTING 
Super Kwick-Climb 

TOWERS 
SELF-SUPPORTING UP TO 60 FEET HIGH 
ECONOMY OR HEAVY -DUTY MODELS 
NO LOST TOWER FOOTAGE 

FAST, EASY SECTIONAL ERECTING 

With these two Jontz Tower models you 
can fill any tower needs ... from small 
suburban to heavy·duty commercial in· 
stallations. Sectional construction and 
special drive-in bases make erection fast 
and simple. The Economy Model No. 300 
will easily withstand high wind loads nor­
mally encountered in most parts of the. 
country. Heavy Duty Model 1$10. 500 will 
withstand hurricane force winds having 
been tested at wind loads of 80 mph. 

Both models are self-suPlOOrting up to 
60 feet high. Model 300 can be extended 
to 200 ft. by use of guys every 20 feet 
and Model 500 up to 400 ft. by use of 
guys every 20 feet. There is no lost tower 
footage when mounting in either concrete 
or the special drive-in base. Since the 
tower is separate from the base, it may 
be moved to another location without im­
pairing strength. 

The towers are fabricated in 10'0" sec­
tions and can be erected in one-piece or 
by sections. Model 300 is fabricated from 
11A" x 18 gao tubular uprights with %" x 
11A" corrugated _ cross-braces; Model 500 
from 1W' x 16 gao tubular uprights with 

ECONOMY MODEL NO. 300 
Size Ship. Wt. 

40'0" 1301bs. 
50'0" 1721bs. 
60'0" 2141bs. 
70'0" 2441bs. 
80'0" 2861bs. 

1W' x 16 gao tubular cross-braces. Sec­
tions are zinc electroplated and dipped in 
clear Butyrate lacquer. (Model 300 also 
available galvanized.) These sections are 
locked together with two self-locking ¥a" 
bolts in each leg. The splined bolts allow 
the threaded section to be ,inserted with­
out damage and prevent the hole from 
stretching when the tower moves in the 
wind. 

HOW TO ORDER 

1. Specify if to be mounted in concrete­
or drive-in base. 

2. Order by specific sections, starting 
at the base. See illustration for sec­
tion numbers. 

3. If Model 300 is wanted with gal-
vanized finish be sure to specify. 

SHIPPING: For best freight rates, 40 ft. 
and over towers will be shipped in section 
combinations permitting 2 telescoped bun­
dles, unless otherwise specified. (Example: 
a 60 ft. tower will consist of sections A, 
C, D, E and 2 F's.) 

HEAVY·DUTY MODEL NO. 500 
'Size Ship. Wt. 

40'0" 1541bs. 
50'0" 2051bs. 
60'0" 2561bs. 
70'0" 2941bs. 
80'0" 3451bs. 

Add 15 Ibs. per Tower for hardware. 
Add approximately 3 Ibs. per section-galvanized. 

HEAVY DUTY DRIVE-IN BASE 

For Jontz self-supporting towers 

Specifications: 

1-Drive-in legs: 1%" x 16 gauge 
x 36" 

2-Base plate: 18" triangle x 11 
gauge for 40' towers--22" tri­
angle for towers 50' Qr higher 
-state tower height 

3-Driving cap: 2" x Ilf4" to drive 
individual legs. 

, 
Net 

T!~ ...-3 
'.' 

© U.C.P., Inc. 



SECTION 1200 

® 

JfRR~ln TY RECEPTION AIDS ~~-rN:",~r;-r."':-'~' ro\.." 't: 't. . It," 

FOR THE HOME ~.~':-;.,< , __ ., 

NEW TRANSISTOR PREAMPLIFIER POWERMATE MODEL APM-l0l 

JERROLD MAGIC CARPET* ANTENNA 
THE INDOOR ANTENNA WITH OUTDOOR PERFORMANCE 

MODEL MK-l 

This new antenna by Jerrold is the first full-scale printed-circuit antenna. 

Truly a "Magic Carpet" carrying quality TV /FM signals to receivers in 

the home, the MK-l is easily installed (lay it on any flat, horizontal 

surface in the attic, under a rug, or staple to a ceiling) and simple to 

orientate (shift its position for best reception). Ideal for use with the 

Jerrold Amplified TV /FM Home System, the Magic Carpet eliminates the 

unsightliness and maintenance costs of outdoor antennas. When 

properly installed, the Magic Carpet provides reception comparable to 

an outdoor, 'conical-type antenna mounted in the same location. This 

means that the MK-l will provide excellent reception of TV stations 

within a 30-mile radius and of FM stations within a much greater 

radius. The antenna is shipped complete with 6 plastic strap insulators 

(Model HS-36) and 25 feet of twin-lead for attachment 10 a home 

amplifier or to a TV receiver. Shipping Weight - 1 % Ibs. 

$5.97 Net 

*Trademark Patent Pending 

© U.c.P., Inc. Net 

Jerrold's POWERMATE is a transistorized TV-FM preamplifier 

with exceptional high gain and excellent noise figure, for better 

than any single-tube or transistor amplifier in its class on the 

market. Ideal for fringe and weak signal areas, it works with 

any TV-FM antenna new or already installed, does away with 

tube replacements, needs no batteries and is fed from a remote 

power supply consuming only 3 watts (less than an electric 

clock). Compact, light-weight construction permits mounting di­

rectly on antenna boom for maximum transfer of antenna en­

ergy. The aluminum case is weatherproof and serves as a shield 

against spurious signal interference. "No-strip sure-contact" ter­

minals allow quick efficient hookup to antenna and receiver. 

Model APM-l0l has dual outputs to feed two TV and/or FM 

sets, with Jerrold MF-type multi-couplers will feed up to five sets. 

Shipping weight 2 Ibs. $26.63 Net 

NEW TV/FM AMPLIFIED COUPLERS 

Model HSA-43 Model HSA-44 

Madel HSA-43 (For 3 Sets) The new JERROLD amplified 3-set coupler, 
Madel HSA-43, employs a single 6DJ8 tube to provide 5 db minimum 
gain from two outlets and unity gain from the other. It is ideal for 
operating 2 TV and 1 FM receivers from a common antenna. The 
HSA-43 amplified coupler operates on an input as low as 100 micro­
volts and has an excellent noise figure. The input and output imped­
ance of 300 ohms permit the use of twin-lead in installation. This com­
pact (4 y," x 4 y," x 3") rugged unit is powered from 117 V 60 cycle 
ac, consumes only 10 watts and incorporates "no-strip" twin-lead 
terminals. 
Shipping weight - 1'!4 Ibs. UL Approved. $17.95 Net 
Model HSA-44 (For 4 Sets) Similar to the HSA-43 but serves up to 
four TV /FM sets with a minimum of 1'12 db gain at each output. 

$18.95 Net 
Note: Where desired, use Jerrold's no-strip twin-lead outlets 
to create convenient plug-in locations. 

FM RANGE EXTENDER MODEL FMX 
Jerrold's latest FM preamplifier 
Model FMX has b;'en especially de­
signed with a high gain of 20 db 
minimum over the entire FM, band, 
while eliminating unwanted back­
ground, noise and drifting. A frame-, 
grid tube (6DJ8), printed circuitry; 
and built-in power supply provide 
stable top performance and long 

life. Model FMX brings in many more FM stations, makes even inex­
pensive FM tuners and receivers sound like "a million." It is ideally 
suited for FM Multiplex reception, will increase to 46 miles the ordi­
nary reception range of 23 miles from FM Multiplex transmitters. With 
Jerrold MF-type multi-couplers this powerful preamp will feed two, 
three or four FM sets. Housed in an appealing light-alloy case and 
equippped with "no-strip" twin lead connectors, Model FMX can be 
quickly installed anywhere in the home between antenna and receiver. 
Shipping weight 1'!4 Ibs. $18.95 Net 
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TV RECEPTIO~ AIDS' 
MUL TI·SET TV /FM COUPLERS 

Jerrold Multi-Set Couplers 
the best method of 

2, 3 or 4 tele­
and/or FM receivers 

a common antenna array. 
Units feature positive match­

ing, extremely low forward loss and high iso­
lation. All models equipped with "No-Strip" 
serrated washers which bite into twin-lead to 
make positive, permanent connections. 

(Each unit packed with special bracket, for 
outdoor mounting, and necessary hardware.) 
'Best for UHF 

MODEL M-2* TWO SET COUPLER FOR 
STRONG SIGNAL AREAS-inductively 
compensated with emphasis on posi~ 
five matching for reduction of ghost­
ing and smear_ Color: blue grey. 

$2.10 Net 

MODEL MF-2 TWO SET COUPLER FOR 
FRINGE AREAS-for use wherever ex­
tremely low forward losses are manda­
tory. Featuring a highly efficient trans­
'former design and. positive matching. 
Provides complete isolation between 
receivers_ Color: ivory. $2.70 Net 

MODEL MF-4 FOUR SET COUPLER FOR 
'ALL AREAS-designed with the same 
basic circuit as MF-2, but for use in 
feeding 3 or 4 sets from one antenna. 

:Color: ivory. $3.45 Net 

MODEL TX-FM SPECIAL TV-FM COUPLER 
Splits TV and FM signals frequency-wise and without loss to either signal from a 
common antenna. Gives complete isolation between TV and FM sets. $3.57 Net 

Allic & Basement 

INDOOR MOUNTING-on the baseboard for 
a neat and attractive appearance, with $'on­
nectars concealed and protected. For attic or 
basement use, the unit mounts with terminals 
exposed for ease of servicing. 

Outside Mas' 

OUTDOOR MOUNTING-a bracket is supplied 
for strapping to antenna mast. The unit is 
weather resistant. 

JERROLD'S AMPLIFIED TV-FM HOME SYSTEM 

FLUSH MOUNTING OUTLET 
ASSEMBLY WITH PLUG 
Model HS- 1 40 

Contains all items for flush mount­
ing. One HS-21, one HS-22, one 
HS-23 and one HS-24.$1 ;65 Net 

MODEL HS- 1 40-J 

Same as HS-140 but without isolat­
ing resistors. $1.50 N~t 

HOME OUTLET 
Model HS-21 

An efficient press-on tap unit for 
surface or flush-mounting (with HS-
22 and HS-23). Provides 10 db iso­
lation between receiver and 300-
ohm line. $.87 Net 

MOUNTING RING 
Model HS-22 

Plastic bracket used to adapt HS-21 
for flush mounting in standard pi as-

COVER PLATE 
Model HS-23 

$.18 Net 

Ivory cover plate to caver the outlet 
in flush-mounting applications. 

PRESS-ON PLUG 
Model HS-24 

$.30 Net 

Male plug for simple attachment to 
300-ohm twin-lead. No soldering. 
Inserts into HS-21 outlet $.30 Net 

SURFACE MOUNTING OUTLET 
ASSEMBLY WIfH PLUG 
Model HS-135 
Contains all items for surface mount­
ing. One HS-2'1 and one HS-24. 

TWIN-LEAD IN!SULATORS 
Model HS-36 

$1.17 Net 

Plastic insulators for attaching twin­
lead throughou't the home. 

, $1.08/24 Net 

OUTDOOR COVER PLATE 
Model HS-37 
Weather-proof flush-outlet plate. 

$1.13 Net 

OUTLET BOX 
Model HS-50 
Non-metallic outlet box for new con­
struction. $.30 Net 

IVORY TWIN-LEAD 
Model IV-300 

A convenient 100' coil of ivory, 
300-ohm twin-lead. $1.89 Net 

HOME SYSTEM KIT 
Model HSK-300 
Contains all items necessary (except antenna) 
for a complete installation in either new con­
struction or existing buildings. Contains one 
HSA-46, five HS-140, twelve HS-36, and 100' 
of twin-lead. $43.98 Net 

HOME AMPLIFIER 
Model HSA-46 
A printed circuit amplifier with a low-noise 
input. Response is flat, ± 1.5 db over TV and 
FM band. Gain is a minimum of IS db. Out­
put capabilities permit input signals !,S high 
as 30,000 microvolts without overload. Input 
and output matched to 300 ohms. Utilizes two 
6BK7-A tubes. $33.30 Net 

ALL JERROLD EQUIPMENT DESIGNED FOR COLOR 
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FOR THE HOME I 
HOE-SNOWER" 
PREAMPLIFIERS 

Mast-Maunted 
"De-Snower'l 
Model DSA-202 
with Remote 
Pawer Supply 

JERROLD "De-Snower" preamplifiers provide the high 
gain and law noise figure necessary to deliver "snow­
free" TV pictures and "hiss-free" FM sound to your 
TV /FM receiver. These mast-mounted units bring your 
TV /FM tuner to the antenna to take full advantage of 
extremely weak signals by overcoming noise pick-up and 
antenna lead-in losses. 

Each "De-Snower" is shipped with a remote power sup­
ply (to be placed at any easily-accessible location) which 
provides low-voltage ac power to the preamplifier and 
acts as a feed-thru for amplified signal from the pre­
amplifier to the receiver. Only one cable is necessary to 
carry ac power up to and amplified signal down from 
the preamplifier to the power supply. 

"De-Snower" preamplifiers will improve color TV recep­
tion and boost TV /FM signal strengths in al fringe areas. 
See SPECIFICATIONS chart to determine which model is 
best suited for your particular needs. 

"TRAP·EASE" 
TUNABLE INTERFERENCE TRAPS 

BEFORE AFTER 

Eliminate adiacent channel interference, permit recep­
tion af weak, distant stations normally blocked by 
a strong local channel. 

"TRAP-EASE" KNOCKS OUT ADJACENT CHANNEL 
INTERFERENCE. This tunable "deep notch" antenna 
trap (greater than 50 db) permits TV viewers to remove 
"beat" or "herringbone" patterns caused by adjacent 
channel sound or video carriers. Permits clear reception 
of even weak distant stations. 

Works with any TV receiver and any 300 ohm antenna 
that would normally bring in pictures from the distant 
stations if the interfering adjacent channel was not 
~iev!:d chi~~n~~~s not affect reception of regularly 

TWO MODELS AVAILABLE 

LOW TRAP-EASE 
(Model HQ-91) covers 
Channels 2 to 6. 

HIGH TRAP-EASE 
(Model HQ-92) covers 
Channels 7 to 13 

SPECIFICATIONS FOR HOE-SNOWER" PREAMPLIFIERS 

PREAMPLIFIER 
MODELS 

BANDWIDTH 

GAIN-TV BAND 

GAIN-FM BAND 

FREQUENCY 
RESP. 

NOISE 
FIGURE 

MAXIMUM 
INPUT 

MAXIMUM 
OUTPUT 
AT 300 OHMS 

MAXIMUM 
OUTPUT 
AT 75 OHMS 

INPUT 
IMPEDANCE 

OUTPUT 
IMPEDANCE 

TUBE 
COMPLEMENT 

FINISH 

DIMENSIONS 

POWER 
SUPPLY 

INPUT 

OUTPUT 
VOLTAGE 

POWER 
CONSUMPTION 

DIMENSIONS 

SHIPPING 
WEIGHT 

ACCESSORI ES 
FURN. 
(All Models) 

NET PRICE 

ALL BAND 

PLUS FM 
DSA-202 

54-.108 mc, 
174-216 mc 

20 db min. 

20 db 88-98 mc. 
8 db min, 
ot 108 mc 

1'12 db max. 
peak to 
valley 

4.5 db mox. 
lo·ch. 
6 db max. 
hi-ch. 

17,000 micro­
volts 

pro ch./3 10 
chs. 

11,000 micro­
volts 

pro ch./4 hi 
channels 

.17v/pr.ch. 
at each 01 
3 ch. 10 

.11 v/pr. ch. 
at each of 
4 ch. hi 

.085 v/pr. ch. 
at each of 
3 ch. 10. 

.055 v/pr. ch. 
at each of 
4 ch. hi. 

(2) 6DJ8 

4##x8 1/2"x4" 

407-P 

22-27 volts 

25 watt. 

31;' "x31;'"x 
6 1;''' 

5'12 Ibs. 

SINGLE 
ALL BAND CHANNEL 

DSA-132 DSA-* 

54-88 mc. 6 me any TV 
174-216 mc ch. 

25 db min. 28 db 
any TV ch. 

NA NA 

1 db max. '12 db max. 
peak to peak to 
valley valley 

6.5 db max. 6 db max. 
lo·ch. lo·ch. 
8.5 db max. 7.5 db max. 
hi·ch. hi-ch. 

5,500 40,OOn 
microvolts microvolts 

0.2 v/pr. ch. 1.2 v rms 10 
at each 01 
7 ch. 

1.0 v rms hi 

0.1 v/pr. ch. 0.6 v rms 10 
at each of 
7 ch, 

0.5 v rms hi 

300 ohms 

75 or 300 ohms 

13) 68Q7·A Lo-band 
(1) 6EQ7-A 

(1) 6C86 (1) 6C6 
(1) 6AK5 Hi·bo'ld 

(1) 6UU7-A 
(1) 6AK5 

rridife 

5 l1xlO1f4Hx 
71J4" 

405·P 

117 V 60 cyel.e ac 

24·32 volts 

50 watt. 

27/a"x63/4"X 
5%" 

12% lb •. 

FM ONLY 

DSA-FM 

88-108 mc 

NA 

25 db min. 

1 db max. 
peak to 
valley 

NA' 

NA 

0.5 rms. 

NA 

(1) 6BQ7-A 

(1) 6CB6 

21j,"x5"x 
10'1." 

30 watt. 

8'1. lb •. 

(3) Fe59 Cable fittings, mounting screws for power supply, mast 
clamp and strap 

$53.97 $59.70 

NA = Not Applicable *Specify channel _________ ~ ______________ ~L_ ________________________________ __ 
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SECTION 1200 

JERR~ln TV DISTRIBUTION SYSTEMS 
as simple as A-8-C 

Iii AMPLIFYING 

NEW JERROLD DISTRIBUTION AMPLIFIER MODEL 2880 
SPECIFICATIONS 

Model 2880 is a high­
output broad-band ampli­
fier for application in TV-

FM distribution 
systems. I ncor­
porati ng the 
newly devel­
oped Jerrold 
TJ-880 tube, 
this amplifier 
delivers a full 

1 volt on both low and high band channels, at a minimum gain of 45 
db. The unit is equipped with manual gain control and a receptacle 
for connecting the new automatic overload conlrol Model OC-238. 
Model 2880 has an exlended band-widlh that provides amplification 
of FM as well as TV. II is the ideal amplifier for distribution systems 
in apartmenl buildings, holels, schools, hospitals and similar installa­
tions requiring extra long cable runs. 

Shipping weight 16 Ibs. $178.80 Net 

Gain: 
Bandwidth: 
Frequency Response: 
Rated Output for 

'12 % Intermodu­
lation Distortion: 

Input: 
Output: 

Tilt of Response in 
Factory Alignment: 

Gain Control, Manual: 
Equalization: 

Power Requirements: 
Tube Complement: 

Mounting: 
Dimensions: 

Low BClnd 
45 db 
54-92 mc 
±% db 

High Band 
45 db 
174 to 216 mc 
±%db 

+60 dbj with 3 ch. in +60 dbj with 3 ch. in 
75 ohm, single lerminal 1.5 max. V.S.W.R. 
75 ohm, single terminal, to work into 75 ohm 

load 

For 950' of RG-ll type cable 
16 d,b 16 db 
Plug-in Attenuators, Model PIP, used 10 pro­

vide low band equalizalion on long runs. 
105 watts, 117 volts, 60 cycles A.C. 
(1) 6EH7, (2) 6EJ7, (2) 6ES8, (2) 12BY7A, (3) 

TJ-880 
19" relay rack or surface 
Panel 19" x 7" 

NEW JERROLD AUTOMATIC OVERLOAD CONTROL MODEL OC-238 
SPECIF'ICATIONS 

Th is new control unit has been espe­
cially designed for USe wilh Mo.del 2880 

,or Model 2300. Equipped 
with separate controls for 
the high and the low 
band, Model OC-238 per­
mits setting the amplifier 
output at Ihe optimum 
operational ,level. Once 
set, highest picture qual­
ity is maintained through­
cui the enti re system re­

gardless of fluctualions in signal strength. Model OC-238 is energized 
from Ihe amplifier to which it is connected~ 

Shipping weight 6 Ibs. $112.80 Nel 

Gain requirement of 
AS,sociated Amplifier: 

Controlled Frequencies: 
Frequency Response: 
~inimum Output Levels 

for Optimum Control 
per Band: 

Maximum Output: 
Input Impedance: 
Output Impedance: 
Insertion Loss: 
Gain Control: 

Power: 
'Mounting: 
Dimensions: 

35 to 50 db 
5410 98 mc and 174 to 216 mc 
± 1 % db over slated range 

5 channels-40 dbi 
3 channels-43 dbi 
2 channels-46 dbi 
1 channel -49 dbi 
60 dbi 
75 ohms at 1.2 max. V.S.W.R. 
75 ohms at 1.2 max. V.S.W.R. 
0.5 db. max. 
Separate high and low band composite level 

adiustments 
18 watts at 117 volts, 60 cycles A.C. 
19" relay rack or surface 
Panel 19" x 3%" 

THE JERROLD HIGH GAIN, HIGH OUTPUT TV DISTRIBUTION AMPLIFIER 
MODEL 2300 

Gain: 
Gain Controls: 
Tilt Controls: 
Rated Output (Max.l: 
Rated Input (Mox.l: 
Tube Complement: 

Cable Fittings: 
Fuses: 
Finish: 
Dimensions: 

Shipping Weight: 
Power Requirements: 

SPECIFICATIONS 
38 db min. 
16 db range Hi and La bands. 
Hi and La bands • 
. 3v/channel for 9 channel operation 
26000 uv 
4-6BQ7 -A, 2-12BY7 A, 1-6CB6. 

75 ohms - (3) F-61; 300 ohms - screw terminals 
Primary - 1 amp. 
Gray hammerione. 

11" x 7%" x 5%" 
101bs. 
117 volts AC .58 amps.; 63 watts 

COVERS CHANNELS 2 TO 6 AND 7 TO 13 
The Jerrold high gain, high oulput TV distribu­
lion amplifier for large motels, hotels, apart­
ment buildings and "neighborhood cable" 
systems. ' 

$107.70 Net 

TECHNICAL DATA SHEETS AVAILABLE FOR PRODUCTS LISTED ON THIS PAGE 
Above units shipped complete with coaxial fittings and hardware. 

ALL JERROLD EQUIPMENT DESIGNED FOR COLOR 
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SECTION 1200 

MODELS ABD-l, ABD-8 and 406A 

Provide the key to superior television distribution for small economical systems. Combining latest cascode 
circuitry and superior mechanical design, these amplifiers deliver strong, snow-free pictures and keep 
installation costs to a minimum. 

SPECIFICATIONS: MODEL ABD-1 
COVERS CHANNELS 2 TO 6 and 7 TO 13 

Gain: 25 db 

Rated Output (Max.): 0.1 v/channel 
(7 channel operation) 

Rated Input (Max.): 5500!'v 

Noise Figure: 6 db low band, 7.5 
db high band 

Tube Complement: 3-6BQ7A, 1·6AK5, 
1-6CB6 

Cable Fittings: 75 ohms·(3) F-61; 
300 ohms - screw terminals 

Fuses: B+, 1/10 amp. Sio Blo; Pri. 
V2 amp. Sio Blo 

Dimensions: 11" x 4" x 5" 

U. L. Approved. 

Shipping Weight: 7 Ibs. 7 ozs. 

Power Requirements: 117 v AC, 
50-60 cps, 35 Watts 

Includes coax connectors $65.67 Net 

SPECIFICATIONS: MODEL ABD-8 

SPECIFICA liONS: 
MODEL 406A-* 

COVERS ANY SINGLE 
CHANNEL FROM 2 TO 13 

Gain: 2B db 

Bandwidth: 6 mc. ±'/2 db 

Rated Output (Max.): .6v RMS 
Lo band, .5 v RMS Hi band 

Noise Figure: 6 db Lo band, 
S db Hi band 

Tube Complement: Lo band, 
1-6CB6, 1-6BQ7 A; Hi band, 
1-6BQ7A,I·6AK5 

Housing: Gray hammertone finish 

Dimensions: 311 x 411 X 101/2" overall 

Shipping Weight: 4'/4 Ibs. 

Power Consumption: 15 Walts 

• Specify 
channel 
desired 

COVERS CHANNELS 2 TO 13 

Same circuitry as ABO-l except output 
circuit, which delivers 15 db gain to each 
of eight F-61 output terminals. No coax 
connectors supplied. $65.67 Net $41.97 Net 

Includes coax connectors 

o BRANCHING 

TWO-WAY SPLITTER 
Model 1562 

FOUR-WAY SPLITTER 
Model 1514 

HYBRID DUAL SPLITTER 
MODEL 1582 

Hybrid two way split­
ter with only 3 db for­
ward loss in each leg. 
Isolation between out­
puts is 15-20 db. B-59 
coax bushings do not 
require cable connec­
tors. 

$4.95 Net 

Four-way reactive split~ 
ter with only 6 db 
forward loss to each 
output. Isolation be­
tween outputs, 12 db. 
Complete with flve F·59 
cable connectors. (Un~ 
used outputs must be 
terminated with TR-72F 
terminating resistors.) 

$8.70 Net 

A low-loss, high-isola­
tion, three-terminal di­
rectional coupler. VSWR 
1.2 input, 1.3 output. 
JERROLD F·fittings for 
convenient cable con­
nections. Connectors 
incl. $7.50 Net 

II CONNECTING 

Connect the signal to TV receivers quickly and efficiently - using simple and rapidly 
installed Jerrold tap-off units. Designed for. high isolation between receivers. Compen­
sates for cable characteristics. 

FOR INDOOR USE (Surface Mounting) (Flush Mounting) 
Model 1 431 - 300 ohm output 

Model LT -31 0 - 300 ohm output 
Taps RG-59/U line to 300 ohm receivers. Full AC 
isolation. B-59 coax bushings do not require cable 
connectors. Surface mounting, ivory radiation-proof 
steel case. Three color-coded attenuation values (spe­
cify R, Y or G). Terminate the last tap on feeder 
line with model TR-72B terminotor. 

$3.00 Net 

Model LT-77 - 75 ohm output 
Taps RG-59/U line to 75 ohm receiver or to 300 
ohm in direct pick-up locations. B-59 coax bushings 
do not require cable connectors. Surface mounting, 
ivory radiation-proof steel case. Three color-coded 
attenuation values (specify R, Y or G). Terminate 
the last tap on a feeder line with model TR-72B 
terminator. 

$3.00 Net 

Electrically identical to LT-310. Mounts in 2" x 4" 
electrical outlet box or 4" x 4" outlet box with 
single gang plaster ring. Specify R, Y or G. Termi­
nate the last lap on a feeder line with model 
TR-72B terminator. 

$3.00 Net 

Model 1477 - 75 ohm output 
Electrically identical to Model LT-77. Mounts in 2" x 
4" electrical outlet box or 4" x 4" outlet box wilh 
single gang plaster ring. Specify R, Y ar G. Com­
plete with 75 ohm output plug. Terminate the last 
tap on a feeder line with model TR-72B terminator. 
Available in satin-finish stoinless steel plate ot 
slight additional cost. (min. order of 100) 

$3.00 Net 

TECHNICAL DATA SHEETS AVAILABLE FOR PRODUCTS LISTED ON THIS PAGE 

JERROlD LOOK TO JERROLD FOR AIDS TO BETTER TELEVIEWING 
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SECTION 1200 

a CONNECTING 

FOR OUTDOOR USE-------------------­
Model PT 1461 - For RG-ll/U 
Pressure tap for RG-ll jU type feeders_ Surface mounting_ 
Removable color coded isolation units_ (Specify R, Y or GR_) 
Unique design minimizes shunt capacity. (Requires use of 
CD-II Cutting Punch.) Complete with F-59 cable connector_ 
Terminate the last tap on a feeder line with TR-72F termina­
tor_ (Use FIOI-59 cable adaptor.) 

Model 1401 - For RG-59/U, RG-6/U 
Surface mounting non-resistive line tap for RG-59 jU 
type feeders. Color coded attenuation values permit 
use with highest gain amplifiers. Specify R, Y, GR. 
Complete with mounting bracket and three C-52 cable 
connectors. (Use C-56 connectors for RG-6 type feeders.) 
Terminate the last tap on a feeder line with TR·72 
terminator. 

$4.50 Net 

$4.50 Net 

TERMINATORS 

Model TR-72B 
Inexpensive 75 ohm terminator for easy con­
nection to 8-59 type bushings. 

$.90 Net 

Model TR-72 
Close "tolerance 75 ohm resistor for line or 
equipment termination. Motes with C-61, C-SI 
or <:-5911. 

$.90 Net 

Model TR-72F 
Similar to TR-72. Mates with F·61, F-SI, 
A-61 or F·IOI·59. 

$.90 Net 

NEW DIMENSIONS IN TV SYSTEMS 
NEW JERROLD AUDIOTROL MODEL AT-* 

SPECIFICATIONS 
RF Output: 

Frequency Stability: 

Spurious Signals: 

Frequency: 

Carriers: 

Signal for Max. Deviation: 

Input Impedance: 

Output Impedance: 

Distortion: 

Regulation: 

Power Requirement: 

Mounting: 

Dimensionl: 

Weight: 

Availability: 

Up to 55 dbj"', each carrier separately controlled 
at 75, at each of two outputs. 

Video carrier crystal controlled, sound carrier AFC 
controlled referenced to crystal. 

Down 50 db .• 

Any VHF TV channel. 
One at video, unmodulated. One at sound, FM 

modulated with 25 kc max. deviation (TV 
standards). 

50 millivolts. 

100,000 ohms. 

75 ohms VSWR 1.2. 
Less than 1 %, 2nd harmonic and hum'. 

All critical voltages regulated. 

45 watts at 117 volts, 60 cycle~, 

19" rack. 

19 x 5'/4 x '5 inches, 

9 Ibs. 

Late fall 1961. 

'Specify TV channel desired. 
"0 dbj = 1,000 microvolts across 75 ohms. 

NEW FM TUNER MODEL FT -100 
SPECIFICATIONS 

Sensitivity: Standard: 0.85 microvolts for 20 db of quieting. 
Usable: (HFM) 3.0 microvolts. 

Selectivity: 6 db down at 120 kc from center frequency_ 

Image Rejection: 66 db. 

Antenna Input Impedance: 300 ohms, balanced. 

Radiation: Well within FCC specifications. 

Discriminator Peak-to-Peak 
Sepa ration: 

Limiter: 

Hum Level: 

Frequency Response: 

Distortion: 

Mounting: 
Dimensions: 

Shipping Weight: 

'Specify frequency desired. 

1 megacycle, ultra·linear. 

Gated beam, constant output. 

60 db below 100% modulation. 

± 1 db, IOta 15,000 cycles per second. 

Unmeasurable at 30% modulation. Less than 
0.1% at 100% modulatian. 

Standard 19" rack. 

Panel-19" x 5'/4", depth behind panel-13". 

22 Ibs. 
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Jerrold's audio modulator Model AT -' utilizes the unused 
TV channels to transport music, voice, radio, etc. to 
every receiver in a TV distribution system. The audio 
source may be an FM tuner, an AM radio, records, tope' 
or microphone. Any commercial TV receiver can be used 
to reproduce the audio program through the speaker. 
Simply installed at the head-end, there is no need for 
additional equipment or alterations in any room. Model 
AT·' presents a unique method to add audio 10 an exist­
ing or planned TV distribution system in Hotels, Hospi· 
tals, Schools and Apartment Houses. 

Shipping weight 9 Ibs. $195.00 Net 

'Specify channel when ordering. 

Jerrold's new Model FT·l00 is a highly selective, ex· 
tremely sensitive, drift-free tuner for converting any FM 
broadcast signal into an audio source for feeding in to 
the Audio-trol Model AT-'. 

While absolutely independent in its function, Model 
FT-l00 is a perfect companion piece to Model AT-' and 
can be incorporated together with the Audio·trol in a 
single cabinet, or can be rack-mounted separately. 

Shipping weight 22 Ibs. $167.97 Net 

Net © U.C.P., Inc. 
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SECTION 1200 

JERROLD TV SYSTEM ACCESSORIES 

For mIxing single channel or broadband antennas into a 
common line. May be used in reverse as channel splitters. 

INDOOR OR MAST MTG.-FIXED FILTER-300 OHM 
Complete with Matched Mixing Jumpers, and appropriate NET 

hardware. 
TX-(t) Specify Channel Desired Ch. 2 thru 13 $3.57 
TX-(FM) FM From TV Antenna With No Losses $3.57 
TX-(H-L) To Be used When Mixing Hi and Lo VHF Chs. $3.57 
TX-(VHF-UHF) Mix or Separate VHF and UHF Signals $3.57 
GP-4 GANG PLATE For Mounting 4 TX-(t) Complete 
With Hardware and Strap $1.67 

INDOOR MTG.-TUNABLE FILTER-75 OHM 

Group of 4 Model 
TX-(t) Units on 
GP-4 Mount 

AMN-HI Gray Hammertone Finish 4 ch. 7-13 
AMN-LO Gray Hammertone Finish 3 ch. 2-6 
t Specify channel desired. 

UHF Converter Model U2V 
Pulling UHF pictures out of the snow where 
other converters haven It a chance, the 
U2V mast mounting mixer head converts 
right at the antenna. The UHF oscillator 
is mounted at the amplifier location (or 
at the TV receiver for individual home in­
stallation) and sends loca'i oscillator sig· 
nals up to the mixer, (0 technique devel­
oped in radar installations). Signals leave 
the mixer as VHF so coaxial cable may be 
used. The U2V will convert any UHF chan­
nel to any VHF channel. Order by specify­
ing UHF channel to be converted to a 
specific VHF channel. $82.17 Net 

MODEL 1201 

$18.15 
$18.15 

MIXER HEAD 
UHF Input: double 
cavity tuned, lOme 
bandwidth,75 ohms 
VHF Output: 750hms 
Mixer Crystal: CK 
710 or CK 731 
Dimensions: 41/4" x 
4'</' x 2U/' 
Weight: 1 lb. 13 oz. 
Mounting: Mast 
mounted, brackets 
and straps supplied 

OSCILLATOR 
Tube complement: 
1·6AF4, 1·082. 

Model ST 1611 
Features quick-disconnect 
receptacle. 
Matches receiver to 75 ohm 
line. Terminates tap line. 
Isolates line from AC-DC 
receivers. Metal construction 
minimizes radiation. Male 
plug not included. 

Matches receiver to 75 ohm line .. .Terminates 
line. Isolates line from AC-DC receivers. Molded 
plastic economy r:1odel. Surface mounting, 

Model T-372 
Surface mount~ 
ing. 6 db voltage 
gain between 75 
ohm and 300 ohm 
line. Flat response 
50-250 mc. VSWR 
1.26. Isolates line 
from AC-DC re­
ceivers. C-52 male 
connector in­
cluded. 

$3.60 Net 

Model T-373 
Flush Mounting 
version of T -372. 

$3.60 Net 

MODEL 1202 
$1.59 Net 

Same as mod~1 1201 but mounts flush in 2 X 4 
electric outlet box. Requires one Model 1202·P 
Cover Plate. 1202 $1.59 Net 

$2.49 Net 

Model TO-374 

Antenna 
mounting. 
Outdoor ver­
sion of T-372. 
Bypasses AC 
open line in long runs 
between De-Snower pre­
amplifier and power sup­
ply. Matches 300 ohm 
broadband or yogi an­
tennas to 75 ohm line. 
Complete with mounting 
strap and cable connector 
(F-59). $6.00 Net 

Model T-375 

Receiver mount­
ing. Economy 
version ofT-372. 
Has 8-59 crimp­
on bushing in 
place of C-61 
female 75 ohm 
connector I pre­
connected 611 

300 ohm lead 
Instead ofterm-

1202P $.21 Net 

u 

inal strip for mounting di­
rectly to receiver. 

$2.91 Net 

HIGH Q TRAPS 
MATCHED 

Each trap consists of 
two tunable L-C cir­
cuits in a modified 
bridged-tee network. 
Tuning is by Teflon­
dielectric trimmers 
with screwdriver ad­
justment. With both 
circuits tuned to an 
interfering signal, re­
iection is 40 db mini­
mum with insertion 
loss only 1 db at 1 mc off the interfering fre­
quency. Complete with two F-59 connectors 
for RG-59/U cable $38.55 Net 

Model TLB-l 59.75 - 83.75 mc 
Model TFM-l 88·108 mc 
Model THB-l 179.75 - 211.25 me 

T PADS 

Model DC-8 is a back-matched 
directional-coupler type tap 
unit with a band pass from 
7 me to 216 me. The insertion 
loss is 1.5 db and tap loss is 
8 db. Isolation between line 
and tap outputs is 30 db at 
channel 6. Excellent 75-ohm 
match on all three terminals. 
VSWR is 1.3. Shipped com­
plete with 3 mating F-59 con· 
nectors. Shipping weight - 6 
oz. $7.70 Net 

Model MTP-20 is a resistive 
splitting device designed to 
match the trunk line in and 
out as well as the tap. The 
band width is 0-216 mc. The 
insertion loss is 2 db and tap 
loss is 20 db. Excellent 75-
ohm match on all three ter­
minals. VSWR is beller than 
1.2. Shipped complete with 3 
mating F-59 connectors. Ship~ 
ping weight - 6 oz. 

$6.50 No.t 

Model AMN-HI 

Oscillator 0 u t put: 
1.0. v RMS 
Power Require­
ments: 117v AC, 50-
60 cps, 25 wall, 
Dimensions: 4lj2 11 x 
51/2" x 7" 
Weight: 3V2 Ibs .. 
Mounting: May be 
mounted horizon­
tally on a shelf or 
vertically on a 
wall. 
Shipping Weight: 7 
Ibs. (Head & Oscil 
lator). 

Model l-377 
Receiver mounting, 

miniaturized ver­
sion of T'375. Com­
plete with C-52 fit­
ting for attachment 
to coaxial cable 
and a solidly con­
nected length of 
twin-lead (with 
terminals) for at­
tachment to re­
ceiver terminals. 

$1.99 Net 

I 
~ 

FIXED RF PADS 

Model POL -
Fixed attenuat­
or pad for 75-
ohm circuits. 
Shipped with 
two F·59 con­
nectors for in­
line applica­
tions. For chas­
sis mounting, 
order F-71 con­
nectors. Specify 
3, 6, 10, or 20 
db. 

$3.51 Net 

Technical Data Sheets Available for Products Listed on this Page. 

LOOK TO JERROLD FOR AIDS TO BETTER TELEVIEWING JERROlD 
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SECTION' 1200 

JERROLD Solderless COAXIAL CABLE CONNECTORS a nd ADAPTERS 

JERROLD solderless connectors can be permanently bonded to all types of RG.59/U, RG·6/U and RG·35!U cables 
with simple crimping tools. JERROLD connectors are carefully machined of brass and all exposed surfaces are 
heavily silver plated. All the new J~RROLD "F" series connectors are accur~tely matched to 75 ohm with a V.S.W.R. 
less than 1.05 up to 200 mc. UF" connector. can be wrench tightened and all sizes will adapt to each other. 

NEW "F" SERIES (For RG-59/U and RG-6/UI "C" SERIES TOOLS 

F-71 Male Coupling Adapter. Mates with F·61, F·Bl, 
F·l0l·59 or A·61. $.96 Net 

F-61 Female Chaosis Fitting. Accepts F·59, F·56 and 
TR~72F. Mounts in 3/e l# diameter chassis hole. 

$.55 Net 

A-61 Adapter. Mate.s new F~59 or F-56 male connectors 
to older type C·61 ,female fittings. $1.25/25 Net 

PF-59 Push-On Connector eliminates need for screwing 
an F-59 connector on an F-61 fitting in temporary equip­
ment hook-ups. Simply pushes on and pulls off. Features 
a split-spring-tightened F-59 connector on one end and 
an F·61 fitting on the other. $1.70 Net 
F·59 Male Cable Connector. For RG·59·type cables. 
Mates with F·61, F.Bl, A·61, F.l0l.59, F·201·59, AF· 
101.59, and AF·201·59. $.48 Net 
F-56 Male Cable Connector. For RG·6·type cables. Mates 
with F·61, F·Bl, A·61, F·l0l·59, F·201·59, AF·l0l·59, 
and AF·201·59. $.62 Net 
F·81 Female Coupling. Accepts F·59 or F·56. Mounts in 
3/8 u diameter panel hole lfor use as feed-thru. 

$.75 Net 

I 
C-52 Connector motes with 
C·61 or C·5911. For RG.59/U 
type cables requires Crimping 
Tool PL·601 or PL·602. 

$.48 Net 
C-56 Male Connector. Same as 
C·52 but for RG·6/U type cables. 

$.62 Not 

C·61 Female Chassis Fitting. 
Accepts C·52, C·56 or A·61. 
Mounts in ~6H diameter chassis 
hole. $.48 Net 

C·81 Female Coupling. Accepl$ 
two C·52, C·56 or A·61. Mounts 
in 1J4" diameter panel hole and 
feed·thru. $.60 Net 

Crimping Tool PL.601 - Crimps 
type 1051 ferrules. For F·59, 
F·56 and C·52 connectors and 
8·59 bushings. Does not distort 
cable or cause impedance mis-

$4.29 Net 

Crimping Tool PL-602 - Crimps 
all three ferrules - 1051, 1026 
and 1095. For F·59, C·52, 
FI01.59, AF·101 and 8·59 bush· 
ings. Does not distort cable 
or cause impedance mis­
matches. Made of hardened 

$5.39 Net 

NEW "F" SERIES (For RG-ll/UI Ferrules - for use with 
Jerrold Solderless Fittings 

1026 Ferrule--For use with 
RG·6jU type cables. 

$2.86/100 Net 
1051 Ferrule-For use with 

RG·59/ U tYJ>e cables. 
$1.43/100 Net 

1095 Ferrule-For use with 
RG·II /U type cables. 

$4.29/100 Net 

I 
I 

Model F-IOI-59 ADAPTER ASSEMBLY 
Connects RG·lljU type cables to F·59, F·56 or TR· 
72F. Requires Crimping Taol PL·602. $1.46 Net 
Model AF-I 0 I ADAPTA-FIT MALE CONNECTOR 
For RG·ll/U type cables. Mates with F·Bl, F·1159, 
F.61, F·l01·59 and A·61. Requires Crimping Tool 
PL·602. $1.26 Net 
AF-201. Same as AF·l0l, but for RG·ll Poly Foam 
Cables. $1.26 Net 

Cable Cutting Tool CD· II -
Cuts attenuator opening in 
coax cable for JERROLD pres· 
sure taps. Made of hardened 
steel. $2.16 Net 

CT. 1. Replacement cufting tip 
for CD· I 1. $1.10 Net 

JERROLD TEST EQUIPMENT 

VARIABLE ATTENUATORS 

Model A·21 
$12.87 Net 

Model A·72 
(Not Shown) 
$59.95 Net 

Model. A·72 and A·21 

Switch type, Variable RF Attenuators pro· 
viding precise attenuation over the fre· 
quency range of 0 to' 250 megacycles. The 
units are matched to 75 ohms with a VSWR 
of less than 1.05 and are capable of handl· 
ing 500 milliwatts of power. Model A·72 
attenuates from 0 to 82 db in 2 db steps. 
Model A·21 attenuates from 0 to 21 db in 
3 db steps. Two F·59 connectors included 
with both items. 

SPLIT RF DETECTOR - Model 0-86 
Model 0·86 Detector removes the modu· 
lation envelope from - an' RF carrier and 
applies it to the vertical input of an ascii· 
loscope. Terminals are: RF Input; RF Out· 
put; Scope; and External Marker Input. 
Voltage doubler circuit for up to I volt DC 
output. For testing and aligning RF ampli· 
fiers, VSWR measurements and checking 
impedance match of RF devices. Response 
flat from 1.5 to 220 mc. Impedance of 75 
ohms with a VSWR of 1.06. Price includes 
three F·59 and one TR·72F. 

$27.50 Net 

THE UTMOST IN RELIABILITY AND SENSITIVITY­
The Incomparable 

MODEL 704B 
FIELD STRENGTH METER 

Reads Down to 5 Microvolts and Up to 3 Volts 

Recognized throughout the industry 
as outstandingly accurate and reli. 
able, the Model 704B-Jerrold's Top· 
of·the·Line in field strength meters­
is a calibrated, direct reading instru· 
ment for TV and FM measurements. 
It is a professional quality instrument 
for making measurements of RF signal 
strength within the frequency range 
of 54 to 220 mc. Its specially.desig ned 

tuner assures increased selectivity, 75 ohm impedance and uni· 
form gain-as required for highest accuracy.· Extremely verso· 
tile, its range of uses includes field intensity surveys, orienting 
antennas, measuring RF attenuation of coaxial cables and bal· 
ancing' TV distribution systems. 

FEATURES 
• Reads down to 5 microvolts 

and up to 3 YO Its, in 8 ranges 
• Bandwidth is 0.6 mc 
• Separates audio carriers from 

adjacent video carriers. 
• Precise readings in db or mi­

crovolts ±O.B db over entire 
range 

• Reads percent of amplitude 
modulation of FM carriers, per~ 
cent of AM distortion of FM 
amplifiers and percent of AM 
of RF generators. 

• Lightweight, durable alumi· 
num cabinet with carrying 
handle 

• Calibration card on . hinged 
door panel for permanent ref~ 
erence 

• Phorie outputs for listening to 
FM signals 

• Oscilloscope output for exam· 
ining composite video 

$395.00 Net 

TECH DATA SHEETS AVAilABLE FOR PRODUCTS LISTED ON THIS PAGE 

JERROlD LOOK TO JERROLD FOR THE BEST IN EVERY TEST 
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SECTION 1200 

• Safe in gales up fa 80 mph wifh· 
out ugly, hazardous guy wires. 

• Free.sfanding fa 50 feef high. 

• No rusting, ripping or weakening 
holes . .. safesf by fori 

• 8i!il,~husky, sfeel gird· around fubu· 
lat----Hes for extra strength. 

• Exclusive laferal load bearers fake 
all sfrain off joinfs. 

• Easy insfallafion and dismanfling 
on roof or ground. 

• Free ~ drainage ;o;nts prevent 
trapped moisture and corrision. 

All communication towers are built 
of hot dipped tubing inside and out, 
then dipped and galvanized, baked 
in a bright aluminum after fabri· 
cation. 

Towers 
and communications 

equipment 

#820-K straight Section. ~ 
Used as bottom of free­
standing 50 ft. tower and 
in other applications. Legs 
of 16 gao cold rolled steel 
triangularly spaced on 
10%" centers. Gird-around 
cross ties spaced at 12" 
intervals. Over-all length 
10 ft. Complete with hard­
ware 38 lbs. #818-K. same 
quality, but cross ties are 
spaced at 15" intervals. 
Wt. 34 lbs. # 816-K. Cros' 
ties spaced 20" apart. Wt. 
301bs. 

#: 7l0K Top Section. 
Equipped with 21" 
spaced mast socket 
rings to ta'ke 1%" to 
2%" dia. mast. 
Threaded external re-
ceptacle securely weld­
ed to each ring gives 
extra bearing for 2" x 
%" set screw. Hi-ten­
sile boIts, washers. hex 
nuts and set screws 

• 
furnished. Over-ali 
length lO ft. Wt. 28 
lbs. 

packages available in 10,20,30,40 and 50 ft. Towers 
40 ft. Tower Includes: I #710-K; I #816·K; 2 #818·K tower sections and 
all connecting hardware. Shipping wt. 126 Ibs. Order concrete base or roof 
mount separately. 

50 ft. Tower Includes: 1 #710·K; I #816·K; 2 #818·K and I #820·K 
tower sections; all connecting hardware. Shipping wt. 164 Ibs. Order concrete 
base or roof mount separately. 

DEALER NET PRICES-l0 FT.-$21.20, 20 FT.-$39.00, 

#864·H Wall or 
House Bracket. 
Adiustable to 
20 inches. 

30 FT.-$55.50, 40 FT.-$74.00, 50 FT.-$92.50 

#863H Roof Mounf. As· 
sures a strong, accurately 
vertical installation of 
one or more tower sec-
1ions. Adjusts up to 45° 
roof pitch. Takes full ad· 
vantage of KTV's lateral 
load support. Wt. 8 Ibs. 

#852·J "Gin Pole". 
For easy tower as­
sembly .. Has 11/4" 
heavy duty steel 
tubing with power· 
ful strap-steel grab 
brackets. Fits all 
tower sections. 
With forged ring 
and iron pulley. 
Length 12 ft. Wt. 
18 lb •. 

#862H: Concrete base mou-nt. 
Gird-Around Tubular Cross Ties The recommended 

installation. 
Bigger, safer. " 
stronger. Actual- ~' I JQ: j 
~~~~!}J~~lEf~ '~ITl. l:, .. ward strain. The 
tower Itself 
takes none. 

#857·F: Mast 10 ft. x 1/4" 0.0. 
#859.F: Mast 15 ft. x 11/4" 0.0. 
#865·H: Rotor post bra.ckets-

adjustable 
#866·H: Tower mast bushing. 

11.4" I.D.IV2" 0.0. 
#B67·H: Base plate for drive·in 

base. 

900 Series -130 Ft.-16 Ga.-Single Lateral Load Bearers 
1200 Series -175 Ft.-14 Ga.-Double Lateral Load Bearers 
1200xx Serieo-200 Ft.-14 Ga.-Double Lateral Load Bearers 
1600 Series -200 Ft.-14 Ga.-Double Lateral Load Bearers 
1600xx Serieo-250 Ft.-14 Ga.-Double Lateral Load Bearer. 

1600 and 1600xx are towers with legs of 14 go. cold rolled steel tubing 
triangularly spaced at 16 inches center to center; tubular gird around cross 
ties seaced at 12 inch intervals. 

Engineering available for special lowers for radialio·n and special antennas. 
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Leave the 
Tower up_ •• 

and bring 
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! ~~ 1;;;----: 
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down! 

:~;'u·~ . 
Amazing ;~;~~: ," 

KTV Hy-Track Tower 
"You Crank the Antenna Up the Tower" 

PERFECT FOR 

Research • An·tenna Testing • Survey Work • VHF-UHF Commercial 
or Private RIKeiving - Retransmitting applications. 

Dealer Net, 30 ft. tower - Complete. $229.50 

Write for details today. 

Exclusive SINGLE LATERAL 
LOAD BEARERS 

~ No dangerous rusf. Arrow (Xl 
., shows open ioint section. Assures 

free drainage and ventilation, less 
corrosion. • • • No hazardous 
holes. Arrow (Yl shows lateral 
load bearers lifetime welded to 
side of each section leg with 
twin Pia" fillets. Sections are bolt· 
ed vertically. Bear 100% of the 
load. No load on ioints. No hori· 
zontal bolts to tear through. Noth· 
ing safer Only KTV has it! 

DOUBLE LOAD BEARERS 
Exclusivel! Double Lateral Load .. 
Bearers welded to both sides of' 
each section leg with twin Plath 
inch fill lets-Sections are bolted 
vertically to bear 100% of the 
load. No load on joints, nothing 
safer, nothing so easy to assemble 
-only KTV has it. 

KTV Tower and Communications Equipment Company 
Sullivan, Illinois 

© U.C.P., Inc. The MASTER - 26th Edition • Page 43 



MODEL 
232 

SECTION 1200 

MODEL 232C MODEL 232C MODEL 321 C 
(COAXIAL TYPE) 

(Coaxial Type Base Mounts Optional) 
232 

SERIES 
MODEL MODEL 

140 142 I 100W 
SERIES 

All products are far Universal Use-Mobile, Home, Marine, C.A.P., 
Civil Defense, Emergency, etc. 

Universal Mount 
$17.80$7.95 

Mount 
$13.45 

M 0 U N T 5 PEe I Fie A T ION 5 (All types are tapped '.or '/B" Stud Fitting on Antenna End. Shipping Weight Approx. 3 lb •. ) 

232 
232C 
232SS 
232SSC 
232X 
232XC 
232XSSC 
232XSS 
232XX 
232XXC 
232XXSS 
232XXSSC 
321 or 321C 
140 
140X 
140SS 
140XSS 
I4DXX 
140XXSS 
142 

446SS 
446XSS 
446XXSS 
446 
446L 
446XX 
444 
444L 
444XX 
44455 
444XSS 
444XXSS 
445 

~~:: ~~~~:-g~~~l= la£e%~d s~~i~~~s~i~~fl B~::e Co~~' ·C~~~ . : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : : $ N~ 
Base Mount-Double Tap'lfed Spring-Spec. Stainless...... .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . • . . . . . . . . .. 12 95 
Base Mount-Double Tapered Spring-Spec. Stainless-Coax. Conn ........................................... 12'95 
Base Mount-Heavy Duty-Double Tapered Spr!ng-Swivel Base ...............•.................•.•........ 9:85 
Base Mount-Heavy Duty-Double Tapered Sspr~ng-CoSax. COSnn: I' ........................................... 9.85 
Base Mount-Heavy Duty-Double Tapered prmg pec taln ess C C 
Base Mount-Heavy Duty-Double Tapered S . - S . S . I - oax onn ................................ 14.95 
B M pnng- pec. taln ess ......................................... 14.95 

ase ount-Extra Heavy Duty Spring .......................... _ .....................•............... 10.85 
Base Mount-Extra Heavy Duty Spring-Double Tapered Spring-Coax Conn ................................. 10.85 
Base Mount-Extra Heavy Duty Spring-Double Tapered-Spec. Stainless ................................... 15.95 
~ase ~ount-Extra Heavy Duty Spring-Double Tapered-Spec. Stainless-Coax Conn. . ......................... 15.95 

as.e ount-Where no spring desired-with spec. rigid type ball joint -...................................... 7.95 
Universal Mount-Double Tapered Spring ................................................................ 6.95 
Universal Mount-Heavy Duty-Double Tapered Spring . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . • . . . . . . . . . . . . . . .. 7.95 
Universal Mount-Special Stainless ............................................................. , . . . . . .. 9.65 
Universal Mount-Special Heavy Duty Stainless ..............................•.............•.............. 10.95 
Universal Mount-Extra Heavy Duty-Double Tapered Spring ..................•....•...................... _. 8.95 
Univresal Mount-Extra Heavy Duty-Stainless Steel . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 11.95 
Universal Mount-Less Spring, with Insulators for Direct Mounting by Series 100 Ant. or 92 Ext. 

and 106 Antenna ..............................• _ .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 3.95 
Universal Mount-Special Stainless-Chain Mount .................................•...••......••..•....... 14.90 
Universal Mount-Heavy Duty-Special Stainless-Chain Mount ...................•.......................... 15.90 
Universal Mount-Extra Heavy Duty-Special Stainless-Chain Mount .. , ......... , ........................... 16.90 
Universal Mount-Heavy Duty Spring-Chain Mount .........................................••••••........ 13.45 
Universal Mount-Double Tapered Spring-Chain Mount ...............•..........•....•..••.•..••••........ 12.45 
Universal Mount-Extra Heavy Duty Doubled Tapered Spring-Chain Mount ................................... 14.45 
Universal Mount-Heavy Duty Spring-Swivel Base-Chain Mount ........................................... 17.80 
Universal Mount-Double Tapered Spring-Swivel Base-Chain Mount ........................................ 16.70 
Universal Mount-Extra Heavy Duty Spring-Swivel Base--Chain Mount ..................•.................. 18.80 
Universal Mount-Special Stainless-Swivel Base--Double Tapered Spring-Chain Mount .......................... 20.90 
Universal Mount-Special Stainless-Heavy Duty-Swivel Base-Chain Mount ........................... " ..... 22.90 
Universal Mount-Extra Heavy Duty-Special Stainless-Swivel .Base-Chain Mount ............................. 23.90 
Universal Mount-Threaded, %"-24-Chain Mount ........................•... , ............................ 7.95 

SEPARATE SPRINGS FOR 
BUMPER MOUNTS 

UNIVERSAL 
MOUNTINGS WHIP ANTENNA SPECIFICATIONS Not 

I DO-Regular .........••..... $4.50 
Unique shaped links 
adjustable to fit any 
width surface. For 
use with spring and 
or whip. (%"-24 
thread.) Easily at­
taches in minutes. 

100-X-Heavy Duty ........... 5.50 
100SS-Stainless Steel ....... ,. 6.95 
100XS8-Heavy Duty Stain. Steel 7.95 
100WX -Hvy. Duty w/Male stUd. 5.50 
100XX-Extra Heavy Duty Spring 6.50 
100WXX-Extra Heavy Duty Spring 

-Male Stud on one end ....... 6.50 
100XXSS-Extra Heavy Duty Spring 

-Stainless Steel •......... " 8.95 

SILICON-CHROME WHIP ANT. 

New 9 Series-with 0/8" Thr. Studs 
Model No. O.erall Length Net Price 

9·60T 60" $2.97 
9-72T 72" 3.24 
9-84T 84" 3.S0 
9-86T 86" 3.60 
9-96T 96" 3.75 

New Series-without Studs 
Model No. OYerall Length Net Price 

8-60 60" $2.82 
8-72 72" 3.07 
8-84 84" 3.13 
8-86 86" 3.42 
8-96 96" 3.55 

MM5S0 Deluxe Dbl. Mt. Stain. Steel Net $21.95 
MM531 Deluxe Sgl. Mt. Stain. Steel Net 11.95 
M M520 Dbl. Mt. S-Cad. Plated __ .. Net 7.95 
MM519 Single Mt. S-Cad. Plated ... Net 4.95 

New Model No. 132·J Junior Body Mount 
-Same deSign as standard No. 232 Master 
Mount but smaller size. Built to approved 
Master spec. for quality, workmanship and 
finish. 
Altractively priced at only ....... $4.17 
Modol No. 132-JC-Same as above with 
Coax Connector ......... Only $5.17 
New Model No. 140-J Junior Bumper Mount 
-Same design as our standard No. 140 
Master Mount but smaller spring-yet of 
same h1gh quality construction and tlnish. 

Net $4.17 
Coaxial ConYersion Kit-No. 118 nts No. 
232 and No. 118J nts No. 132J Models. 

Net $1.00 

MODEL Overall 
St. Steel Length Base Specifications Net Price 

100-60S 60" Threaded %" Stud to· fit all Mounts ... $4.95 
100 .. 72S 72" Threaded %" Stud to fit all Mounts ... 4.95 
100·788 78" Threaded %" Stud to fit all Mounts ... 5.00 
100·868 86" Threaded %" Stud to fit all Mounts ... 5.15 
100.90S 90" Threaded %" Stud to fit all Mounts ... 5.20 
100-968 96" Threaded %" Stud to fit all Mounts ... 5.25 
100 .. 1038 103" Threaded %" Stud to fit all Mounts 6.95 
106.60S PI. End 3/16" Dia. (Fits Mod. 92 Ext.) 4.15 
106-72S 72" PI. End 8/16" Dia. (Fits Mod. 92 Ext.) 4.15 
106-78S 78" PI. End 3/16" Dia. (Fits Mod. 92 Ext.) 4.20 
106-88S 86" PI. End 3/16" Dla. (Fits Mod. 92 Ext.) 4.35 
106-90S 90" PI. End 3/16" Dla. (Fits Mod. 92 Ext.) 4.40 
106-96S 96" PI. End 3/16" Dia. (Fit. Mod. 92 Ext.) 4.50 
106-IOSS 103" PI. End '4" Dia. (Fits Mod. 92 Ext.) 6.45 

Comb. 106-96"· whip with #92 Ext. (18") gives up to 
112" adj. .. ............................................................ Net $8.00 

ORDER FROM YOUR JOBBER TODAY! 

M~ Moluie McuudJ., !Jnc. 
LOS ANGELES. CALIfORNIA 

WRITE FOR OUR NEW COMPLETE SPECIAL 
CATALOG OF TRI-BAND, VERTICAL, SINGLE BAND 
AND ALL DELUXE BEAMS. 
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All products 
CAP., Civil 

SECTION 1200 

NEW 

MULTI-BAND 
TRANS. ANTENNA COILS 

New Plug~In Coils! Just plug into desired pair, of jacks 
and presto t •• your coil is ready for operation on 
tile desired band. No switches, no sliding contacts, no 
loose connections. Built and tested for maximum 
resonance. 

Rigidly test,d and 
engineered-found to 
have a "Q" of 525 
Operates Into a 
52·ohm cable 
Positive contact­
nolselre" trouble·lree 
operation 

Weathersealed 
Ruggedized construction 
Factory pre·tuned­
no adjustment is 
necessary 
Higher efficiency­
lower loss 

YOUR CHOICE $14.95 

are for Universal Use-Mabile, 
Defense, Emergency, etc. 

Home, Marine, I 

THE GREAT NEW ADVANCEMENT IN VARIABLE ANTENNA COILS! 

NEW 

SLIM-JIM 
All-Band 

BASE lOADING 

Antenna Coil 
For 10, n, 15, 20, 

40, 80 Meters. 
96" S.S. Whip in­
cluded. Positive loc]i­
ing action whip pro­
vides accurate and 

. tight contact wherever 
set. Just slide in or 
Ollt to fi nal loading 
point and lock whip 
into position. 

No. B·l080 \ 
$17.95 

BASE MOUNT 
Engineered 
for Greater 

HY "Q" construction wlth wider spacing of turns for 
high frequency bands Use as center or base loaded 
antenna with 60" whip. 

UH 
UH 
UH 
UH 
UH 
UH 
UH 
UH 

New! ••• 
Silver-

Plated 
Roller 
with 

Positive 
Action, 

Stay-Put 
Contact 
No. 333 
MASTER 
MIGHTY 
MIDGET 

For 40·20·15. 
n·l0 Meters 

$9.95 

No. 750 

MASTER 
DELUXE 

ALL·BANDER 
Covers 10 thru 75 
and all intermedi-
ate . frequencies. 

Silverplated 
single turn con-

tact. positive 
spring. Eccentric 
cam contact, easy 
selection of turn. 

Automatic lock 
prevents damage 

to coil. 

Net 

$14.95 

After many rears of experilllentation, 
here is the roil with the highest "Q" 
ever obtained. Tested and found to have 
a "Q" of well over 515. Use with 36" 

~ ba:e R~~t:~dlze~O'~o:S~~~ction • Greater 
efficiency. Precision made. 2%" Diameter 

ANY BAND ••• AMATEUR 
NET EA. 

$5.25 

Latest and greatest is this new design 
in universal swivel bases, incorpor­
ating the last word in modern design 
for strength and service. 
Easy one man installation, no special 
tools needed. Mounts watertight on 
curved or ..... flat surface. Mounting Tem­
plate provided. % -24 thread mount­
ing hole for whips and antennas. 
Model MMW·3AE .................. $6.95 

High Gloss Ebony Finish 
Model MMW·3AP .... $7.95 

High Gloss Polished Finish 
Mod,l MMW·3AES ................ $8.95 

Ebony Finish with Stainless Steel 
Hardware 

Mod,l MMW·3APS ............... $9.25 
Pollsh Finish with Stainless Steel 
Hardwa.re 

NEW ••• ••••• ;If+~ Automatically 
tunes the 

band by re­
mote control 

HEAVY DUTY 
UNIVERSAL 
SPRINGS 

irQ" 
"Q" 
"Q~' 
IlQ" 
HQ" 
"Q" 
"Q" 
"0" 

NOISE-FREE 

E-Z-OFF 
ANTENNA CONNECTOR 

Connect or remove your 
loading coils, whips or 
mounts in a jilfy. No 
wrenches, pliers or screw­
drivers needed. High·grade 
stainless steel throughout. 
• Precision made 
• Maximum efficiency 
• Positive lock -

will not corrode 

AMATEUR NET $2.95 
Model No. E·Z·295 

Available in 
6 (2495·6) 

and 12 
(2495·12) 
volt models. 

WITH BUILT -IN 
FI ElD STRENGTH METER 

No. 2495·6 and No. 2495·12 

Heavy duty flexible 
mounting s p r i n g 
mounts on the base 
and holds the an­
tenna. Special ftexi­
ble "give" spring 
pfevents sharp im­
pacts and breakage. 
Maintains vertical 
antenna position unM 
der normal wind 
loads. 

% ·24 tapp,d hole for antenna 
mast. % -24 stud for antenna base. 
5" h. Tightening wrenches· supplied. 
Model MMW·7 .................... $4.50 

ULTRA HY "Q" C.A.P. COILS Net 

Motor driven variable inductance controlled by a 
switch from the operating position, enabling him 
to remotely tune the antenna to the exact resonant.. 
frequency. Just flip the switch and presto I. . 
the Master-Matcher goes to work! QSY in any 
PARTICULAR band without moving to adjust 
antenna loading coil. All guesswork is eliminated 
with the MasterMMatcher and the built-in FIELD 
STRENGTH METER. Automatic panel light indi­
cates when the roller is at minimum inductance 
position. With the Master-Matcher. maximum 
efficiency is possible with minimum of time and 

Cadmium plated with black 
painted ends. Lockwasher in­
cluded. 2374 KC. $ 8.95 Coils to be used with BY 2738 KC. I'Q" C.A.P. Antennas ac- 8.95 

2768 KC. 8.95 
Mod,l MMW·7HC ......... $5.50 f'''lli"" =Q OH I cording to frequency de-

4507.5 KC. sired. These COlIs are inter- 7.95 
Heavy Cadmium plated. for extra 
protection. Lockwasher included. 

4585 
4325 
160 

2251 

KC. changeable. Other freq. 
KC. COIls priced upon reQ.uest. 

Meters .............................. 
KC. .............................. 

7.95 
7.95 

12.95 
12.95 

effort. . 

Compl,te $24.95 Amateur Net 

Model MMW·7SS ..... . ....... $8.95 
Deluxe-Stainless Steel spring 
high quality appearance. lock­
washer jnc1llded. 

'WRITE FOR OUR NEW COMPLETE SPECIAL 
CATALOG OF TRI-BAND, VERTICAL, SINGLE BAND 
AND ALL DELUXE BEAMS. 
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SECTION 1200 

GROUND PLANE ANTENNA TWO METER COAX 
ANTENNAS 

2 METER STANDARD It';: Model aOO-Ma.ter DeLuxe ••• NEW I ..• brings In that DX. 
Outperforms any type of vertical dipole. "Drooping" Type Ground 
Plane plus four straight radials to give a low angle of radiation 
for general coverage. an almost perfect circle radlation pattern. 
Ideal for CD and defense nets. Covers complete Amateur and 

No. 214-MASTER DE· 
LUXE ••• ruggedly con­
structed. vertically polar­
ized, frequency range 140 
to 17 0 MC. Completely 
waterproofed. Highly pol­
ished chrome enhances av· 
pearance of any· vehicle. 
Furniahed with 10ft. of 
72 Ohm Coax Cable. 

MODEL T 
No. 114 COAX VHF AN· 
TENNA - At.a popular D 

Can be cut 
for the 

following 
freq. 

220 to 225 
140 to 170 
460 to 465 

Mounts Sold 
Separately 

with Broad Band cbar. Matche. 52 
price I. For OPEN TYPE I 
VEHICLES using 140 
MC to 165 MC. Mounts _ 2.32X 

obm coax c.ble through tbreaded 
COIU tltting at end. Straight radials 
are adjustable (up or down) to 
el1m1nat~ standing waves on' trans. 
lines. For medium or low-powered 
trans. Sturdily built of IInest alloys 
to withstand corrosion. high winds 
and extreme icing. With 36" length 
of %." pipe for mounting purposes. 
MHel SOO Amateur' ... Net $12.95 
MB·I-Mounting Bracket Net 1.00 

Type l-on side with 2 
brackets furnished. 515.95 
Type 2 - Master Mount 
(No. 232X or 14DX)­
Mounts sold separately. 

any co. nvenient place with .,. 
standard Master Mounts. \ 
Baked enamel finish. With 
10ft. Coax Cahle and 
IS" Adjustable Secllon. 

Net. Only 59.95 

Sugg'd 
Mig. 

Complete $17.45 
Adjustable mtg.-adjusts to 11". 

Model GP·4 - Four ·"Drooplng" 
Radials for perfect match to 52 ohm 
coax cable. Complete amateur band 
coverage, Specify other frequencies. 
Attach .. to Mast with U-BuIt •• (0-
Bolts and Mounting Brackets fur­
nished. Also attachable to side of 

"'.... building. Sturdy. 
IlIIIIIIUI with special al-

IUOY~ t9AM11f ~~~osi~nW~Jt!~~ 
.,.IIISIIUTtI treme weather. 

MODEL 
GP·4 

I' No. 813 

MICROMETER IMPEDANCE 
MATCHING INDUCTANCE 
for MOBILE ANTENNAS 

Used on all bands with any il'Pe 
coaxial cable to match any mo· 

No. 6IS-NEW IMPROVED MASTER VHF ROOF TOP AN­
TENNA. This new high performance antenna featUres an improved 
type positive-lock coaxial connector. Designed for poUre, fire, taxi 
cabs and amateurs using 140 Me to 165 Me. Stainless Bteel wire 
with threaded fitting. Easily changed without disturbing mountlng. 
Comes with 10 ft. coax cable ........................ Not $4.95 
No. liB-ROOF TOP ANTENNA without 

De LUIe Connections •.••.....•••..•... Net 3.96 
.97 

1.70 
No. 117-Extr.a Antenna for No. l13 and No. 114 .... Not 
No. 116-Extra Antenn. for No. 214 and No. 618 ..•. Not 

All products are for Universal Use:""Mobile, Home, 
Marine, C.A.P., Civil Defense, Emergency, etc. 

CITIZEN BAND 2 METER 

No. B.20 
No. 460 $1.95 

with 10' ?»»-+ 

bile antenna. 0 
Roller coil construction with rear 
cap rotating the inductance with­
in the case. 4 mlerohenries 
maximum inductance. I Coax 

(RG 58/U) 

Mounts directly on Master· 
Matoher with Jan M·S58 or 
Amphenol 83 .. IT "Tee" fit .. 
ting. 
Can . be mounted directly 
on .oax fitting on .,y 
Master Mobile antonna 
mount. 

• Silver plated col1· and roller 
contacts for low loss. 

• Micrometer type calibration per· 
mits intlnite adjustment and 
positive resetting. 
Adjustabllity - Easily adjust­
able for minimum standing wave 
ratio (1 :1). 

Without coax adapter kit Miero-Z· 
Match may' be connected between 
antenna connector and ground eon· 
nection. 

No. 825 
Complete with 

Coax Adp. Kit 
Net 

$7.95 

$7.95 No. C8·19 

~ 
~ $7.50 .l. +-««f 

New Improved Master 
antennas for high performance. 
Stainless .teel and chrome plated 
brass. Self-tapping threads. EasY to 
Install with one 1/16" hole. 

EXTENSIONS - with %"·24 threCld, fits Clil mounts and coils 
CIVIL DEFENSE ANTENNAS EXTENSIONS Net 

Freq. Range 220·225 Me 

Master deluxe antennas, ruggedly 
constructed. verticallY polarized. Com­
pletely waterproofed, highly pollshed 
chrome. Furnished with 10' of 12 
ohm tOaL Special designed positive 
action rubber suetion cups for easy 
mounting . . . No. 220·3 ...... $15.95 

Available in Tl'Pe 1" ............ $15.95 
(Similar to No. 214) 

SS 
sse 
90 
92 
94 

Lower Section for all Band Antenl:l8.s .................. $4.95 
In Ohrome Plate.................................................... 5.25 
Extension for 100 Series Whips .......................... 3.95 
Extension for 106 Series Whips .......................... 3.50 
Extension for 106 Series Whips .......................... 4.95 
Extension for Models No. 114 and No. 214 ........ 4.25 
Base Section for AB Antenna (baked enamel) .... 2.95 
Ohrome BaBe Section for AB Antenna ................ 3.50 
Base Section for AB Antenna (baked enamel) .... 3.25 
Ohrome Base Section for AB Antenn ................. 3.75 
Base Section for AB Antenna (baked enamel) .... 3.95 
Ohrame Base Section for AB Antenna ................ 4.50· 
Base Section for AB Antenna (baked enamel) .... 4.95 

Available In Type 2 .............. $17.45 
(Similar to No. 214) Model Model Model Model 

115 
12* 
12C* 
lS' 
lSC* 
24* 
24C' 
SS' 
SSC* 

36" 

26" 
ISlA, " 
36~" 
36" 
12" 
12" 
IS" 
IS" 
24" 
24" 
86" 
36" Ohrome Base Section for· AB Antenna................ 5.25 

92 90 88 115 

2 METER (DROOPING TYPE) GROUND 
PLANE GP4·3 

For tcmporary vehicle installations. 
For 2 meter. 220 MC, .450 to 
410 MC. Made of special alumi-
num alloy. 5 positive action SUC~ 
!ion cups permit fast mounting on 

all vehicle rooftop', 4 
drooping radials for 
perfect match to 52 or 
12 ohm coaxcable. 
Spec. Freq. when or· 
dering. 

$8.95 

GROUND PLANE 
(Drooping Type) 

FOR 6 .METERS 

No. MGP-6 
Aluminum aUoy tub-
ing, coax cable con· 

nector. For me~ 
dium or low 
powered tra.ns. 

$14.95 

No. 71'1 
Designed to relieve 
stress and strain and 
prevent damage that 
could be transmitted 
to the loading voll. 

. $1.95 

WRITE FOR OUR NEW COMPLETE SPECIAL 
CATALOG OF TRI-BAND, VERTICAL, SINGLE BAND 
AND ALL DELUXE BEAMS. 
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FLEXIBLE, INDESTRUCTIBLE 
UNIVERSAL ANTENNA 

• Completely Weatherproof - perma­
nent and rust reststant. corrosion­
proof. 

• Break- Proof - specially designed 
flexibility prevents taUure due tAl 
fatigue or breakage. 

• Safe--permanent insulation featured 
in Master Whips make it absolutely 
sate, prevents burns. 

• Ba.e Flttlng-%" x 24 thread with 
male brass-chrome plated fittings. 

FG-60 60" Amateur Net ____ $4.95 
FG-72 72" Amateur Net _______ $4.95 

'FG-84 84" Amateur NeL ____ $5.15 
FG-96 96" Amateur NeL _____ $5.25 
FG-l03 103" Amateur NeL ___ $6.95 

CLAMP-ON ANTENNAS 

1 CG-360 I ~~~~~ I CG-ll 0 

ll~08 ~ocI· ':r!~~~~i] ~:t.M~~. 
$5.95 $10.30 j Net whip 27 Mo 

. 

$8.95 fe~~te. Net 

SKYMASTER COAX ANTENNA 
SkYmaster gives you a lower "radi­

ation .angle'· of your "antf"nna for a better 
contact for vertically polarized stations 
in the citizens band. The Skymaster has 
a nominal impedance of 72 ohms, used 
with 72 ohm cable. Matche. RG59/U coax 
cable for nertect match to most transmit­
ters and improves receiving. 
Both radiator and skirt are of heavy­
gauge aluminum tubing, and a. resilient 
machined polyethylene insulator Is used 
for low weight and high strength. SUver­
plated coax connector is used for easier 
connection and lowest SWR. 
• Easily installed on any existing mount 
• Concentrated signal for best coverage 
• Perfect match for transmitting and re­

ceiving. 
• Highest quality components . 
• Tested and approved in Master Mobile'S 

own laboratory 
SM·700· 2 2 Metor. ___ Net i10.95 
SM·700' 6 6 Meters _____ Net 15.95 
SM·700·10 10 Motor. ____ Not 17.95 
SM·700· II II Motors ____ Not 17.95 

MASTER MARINE MARVEL 
MARINE ANTENNA 
lle!:!igned, buHt and tested in 
Master Mobile's own tloating la­
bora tory, the new center-loaded 
Master Marine Antenna is the 
latest result of many years of 
exverience in producing the finest 
in Antennas used throughout the 
world J The Marine Marvel, sea­
sure and powerful, provides max~ 
imum power radiation on all 
marine frequencies from 2 to 3 
megacycles. Here is the Antenna 
that was made for your boat! .. 
engineered to withstand the most 
severe type of marine service. 
with long life assurance by being 
fabricated of the highest Quality 
mat~rial available. 
• 101'. Ft. O.orall Length. 
• Capaoity 4 Ft. Stnlnl ••• Steol 

Plastic·Coatod Whip 
• 18" Center-Loaded Impreg­

nated Coli. 
• 5 Ft. Anodized Ba.a Soctlon. 
• Ab.olutely Waterproof· Woa. 

therproof. 
• No Eloctrolysls. 
• Ruggod ·In.ulato ... 
• Adjustable Antanna Load. 
COLORS AVAILABLE -
WH IP-Yellow. Blue or Black 
COIL-Yellow. Blue or Black 
BASE-Gold (Spec. Saltwater 

Anodized) 
No. MMM·2710 Antenna & Solid 
Moun~ Ft. B...._.$29.9S 

No. MMM·2715 Antenna & Solid 
Mount.-IO Ft. Ba.o $8S.95 

No. MMM·2700 Antenna-5 Ft. 
Baso (Ie •• Mt •• ) __ ._$27.95 

~oBa~oM ~~~7'Ut:.rt~~~::~gl9~ 
MMM·IO SOLID MOUNTS 

p.r .et. $5.00 

SECTION 1200 

Combination Coil & Whip 
NoW Mallc·Wand top.Loadod 
Antenna Mount. On Any 

/' 
Standard Base Mount. 

A newly designed single band coil 
and whip antenna in 1 compact and 
attractive unit. Top loaded to pro­

vide top performance and efficiency at 
the most useful radiation angle for 
communications. BuUt and tested in 
the Master Mobile Laboratories. the 
Master Magic-Wand provides a mini­
mum wind resistance which minimizes 
detuning effects at high speeds. An­
tenna wound over tapered tlberglass 
whip for maximum strength. 

Available in 5 ft. & 6 ft. Lengths 

No. MM8111-10 Moters-5 Ft. L. $8.95 
No. MM811-11 Metors-

27 Me.-5 Ft. L. 8.95 
No. MM811·35-11 Motors-35" 8.95 
No. MM811·45-11 Motors--45" 8.95 
No. MM8111-15 Moters-5 Ft. L. 8.95 
No. M M820-20 Moters-5 Ft. L. 8.95 
No. MM840_0 Moters-6 Ft. L. 9.95 
No. MM8811-80 Meters-6 Ft. L. 9.95 

BASE STATION MONOPOLE ANTENNA 
Designed around a folded radiating 
element, intended for service in 
installations requiring a ground 
"plane configuration and a wider 
usetul frequency range for a single 
antenna than is possible in the 
standard ground plane design 
using a coaxial stub tuner. Antenna 
is fed by an end seal type termina­
tion, through a Type 80.239 female 
conneclor mating with a PL.259 
plug. Radiating elements and all 
ground plane elements are J)erma~ 
nentIy grounded, hterefore, damage 
by lightning is reduced to a mini­
mum. 

VSWR 
cable) 

(using 50 ohm _________________ 1.81 

SR·600·2 
SR·600·6 
SR·ooO·IO 
SR·600·11 

Bandwidth (und.r 2.1 
VSWR) _______ ±4% 
Max. power 
input ______ 750 watts 
Internal fo.d· 
line ______ .RG·8A/U 

• Nominal input 
imped. ___ " _____ 50 ohms 

• Termination SO. 289 
2 Mote .. Net $14.95 
6 Metor. Net $16.95 

10 Mete .. Net $24.50 
II Mete .. Not $24.50 

3 ELEMENT 
Beam Antenna 

Designed for 
maximum 

power up to 
1 KW Input 

Don't waste power - Beam your 

Complete set consists of 
Mount with Spring and 
Stainless Steel 103" 
whip. Write today for 
special prices. 

No. 
MM·1003 

All pro.ucts are for Universal Use-Mobile, Home:-I 
Marine, C.A.P., Civil Defense, Emergency, etc. 

1 

CITIZENS BAND ANTENNA 
26.960 to 27.225 MC 

Citizens Band Home Station Ground Plane 
-Designed to give maximum performance 
in the 27.0 Me range with minimum space 
requirements, easy installation. Constructed 
of heavy wall special alloy aluminum tube 
for the whip and. support pipe. Swivel type 
antenna base mount permits installation on 
tIat or peaked root. 
Ground plane radials made of heavy flex­
ible tinned copper braid. 

VS\VR under 1. 5:1 at resonance. 
Furnished complete with all mount­
ing hardware, insulators, gUY hooks, 
screws and 50 ft. of RG 58/U cable 
terminated with Motorola type aut.o 
radio connector. 

GP27·11 ______________ $34.50 

11 METER CITIZENS 
BAND ANTENNA 

A base-loaded stainless-steel whiv 
"antenna with an overall height of 40 
inches. 

The bottom ot the whip has been 
wound into a coil which is potted 
in a pliable plastic to add rigidity 
to the col1. 

The base of the whip is fitted with 
a '4" diameter brass slug, for use 
with a.standard-broadcast 8-ball type 
cowl mount; also roof-top or trunk-
lid type mounting. 

The antenna is cut to offer very 
low standing-wave ratio over most of 
the band when fed with a 52-ohm 
coax. 

YOUR 
CHOICE 

EACH 

S8-27 8B-27 JANtENNA WITH PL-259 
PLUG 

.• Model No. C-259 ____ $6.95 

MARINE LAYDOWN MOUNTS 
" sianal where you want it. 

Sturdy and lightweight 3 element 
beam provides a power gain of 
approximately 2'1.. (8 DB) in the 
forward direction and reduces inter­
ference from the sides and rear by 
approximately 10 to 1 (Front to 
back ratio 20 DB). 

New deluxe lay down mounts that can be mounted on either ~he side of 
cabin or upright on the deck.' Mounts swivel and are adius~able: to 
any position or mount. Made of chrome-plated brass with hlgh Im­
vact waterproof-weatherproof phenolic insulator. 

A coaxial gamma match is pretuned 
at the factory to give an excellent 
VSWR of 1.1 to 1 at band center 
when fed with a 52 OHM coax. 

SR·500·2 2 M.tors $10.95 
SR·500·6 6 Moter. $12.95 
SR·500·10 10 Moters $24.95 
SR·500·" "Mator. $24.95 

MASTER SUPER MARINE 
ANTENNA No. MMM·2750 

MMM·2750 
The Master Super-Deluxe" Marine 
Antenna in 12 ft. anodized 1%" 
tubing. Coil section Is 35" long. 
Impregnated coil covered with phe­
nolic tubing. 8' flbreglas whip. 
Here i. the ultimate In· Marin. 
Antennas I 
M MM· 2750 Antenna & 

Solid Mounts ____ 49.95 
Without Mounts ___ 47.95 

Additional Bracket. Available 

M~ Moluk MounU, Jnc. 
lOS ANGElES. CALIfORNIA 

WRITE FOR OUR NEW COMPLETE SPECIAL CATALOG OF TRI-BAND, 
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3 ELEMENT beam provides outstanding per' 
formance on 10, 15 and 20 meter bands. Up 
to 8 db., forward gain with 25 db., or better, 
front·to·back. 1.111 or less, SWR at reson· 
ant frequencies. 

Model TA·33 •••• Amoteur Net, $99.75 

2 ELEMENT version of the famed TRAP 
MASTER Beam rated ta a full KW. 5.5 db. 
forward gain with 20 db. front·to·back. 7' 
boom and 28' maximum element length. 

Model TA.32 • • • • • Amateur Net, $69.50 

3 BAND DIPOLE is rated to 1 KW. For the 
Ham who wants to begin with on inexpensive 
three band dipole and in two additional steps 
have the Famous TA·33 "Trap·Master" 
Beam. 

Model TA·31 ••••• Amateur Net, $25.85 

Conversion Kit to make the TA·31 a TA·32. 

Model TA·31·32 ••••• Amateur Net, $43.65 

Conversion Kit to make the TA·32 a TA·33. 

Model TA·32·33 ••••• Amateur Net, $30.25 

"J R" FOR 300 WATTS or LESS 
10 - 15 - 20 meter bands. 

Trap-Master "Junior" Beams provide the 
same fine performance as the world famous 

Model T A·33. Traps are rated to 300 watts 
(AM). 

3 ELEMENT "JUNIOR" with up to 8 db. 
forward gain and 25 db. front·to·back. SWR 
"is usually less than 1.5/1 at resonant fre· 
quencies. Aluminum boom is 1%" 00. x 12'. 
Maximum element length, 26' 8". Turning 
radius is 14' 9". Wind load, 86 pounds. 
Assembled weight, 20 pounds. Recommended 
feed·1 ine, R G·8/U. 
Model TA·33 Jr ••••• Amateur Net, $69.50 

2 ELEMENT" JUNIOR" with 5.5 db. forward 
gain with approximately 20 db. front·to·back. 
Aluminum boom is 6' long and maximum ele .. 
length is 26' 8". Has turning radius of iust 
13' 9". Assembled weight, 1"4 pounds. Wind 
load, 62 pounds. 

Model TA·32 Jr ••••• Amateur Net, $49.50 

3 BAND DIPOLE rated to 300 watts. For 
the Ham who wants to begin with an inexpen­
sive three band dipole and in two additional 
steps have the famous TA·33 Jr. "Trap· 
Master" Beam. 

Model TA·31 Jr ••••• Amateur Net, $19.75 

Conversion Kit to make the TA·31 Jr. a TA· 
32 Jr. 
Madel TA·31·32 Jr ••• Amateur Net, $29.75 

Conversion Kit to make the T A·32 J .. a "TA· 
33 Jr. 
Model TA·32·33 Jr ••• Amateur Net, $25.85 
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AMATEUR RADIO 
ANTENNAS 

"TRAP·MASTER" 
VERTICAL ANTENNAS 

3 BAND VERTICALS for 1 0, 
15 and 20 meter band s. 
Weatherproof traps need no 
adiusting and provide auto· 
matic band-switching. One 
quarter wave operation for 
low angle radiation. Re· 
quires 4 or more 16' radials. 
With guy rope and base. The 
V·3 is rated to a fuli KW (AM), 
the V·3 Jr. is rated to 300 
watts (AM). 
Model V·3 Net, $22.95 

Model V·3 Jr. Net, $17.95 

Six meter adapter kit for V·4·6 and 
V·3 Antenna •• 

Model AK·6 ••••••••• Amateur Net, $3.04 

10 thru 40 Meters 
Automatic bandswitching with this 
vertical. Electrical!4 wavelength 
each band with low angle radiation 
makes thi s an excellent low cost 

OX antenna. Low SWR with ex' 
ceptionally flat response over full 
bandwidth. Traps are weather and 
dirt proof for long, reliable service. 
Will handle full KW (AM). Sturdy 
aluminum construction. Requires 

4 radial wires, 30' each. With guy 
rope and base. 

Model V·4·6 •• Amateur Net, $27.95 

80 Meter BASE LOADING COIL. Base load· 
ing coil for operating V·4·6 Vertical on 75 
and 80 meter bands. Space wound on heavy 
ceramic form. Handles full KW (AM). Mounts 
on base section of vertical. With coax co~­
nectors. 

Model D·4BC •••••• Amateur Net, $15.67 

5 BANDS! 

Work 10, IS, 20, 40 and 80 with one 
antenna ••• one RG-8/U feed line. 
Designed and built to meet United 
States Air Force electrical and struc­
tural speqifications. The V·5 is 100% 
rust proof and performs bri II iantly on 
each of the 5 bands. It is capable 
of handl ing power of 1 KW to the an· 
tenna! Weather proof trap assemblies 

a re used throughout • • • no extern a I 
loading coil needed. Maximum length 
of antenna is 43 ft., 8 in. Supplied 
complete with polyethylene guy rope, 
heavy duty base with internal coax 
fitting and all necessary hardware. 

Model V·5 ••• Amateur Net, $118.50 

i H"EAVY DUTY BASE MOUNT 
Supplied with the V·5 and 

V·4·8 Antennas. 

2 BANDS! 
For 40 and 80 meter bands. !4 wave' 
length vertica I on each band. Over· 
size trap assembly handles 1 KW(AM). 
Maximum overall length of antenna is 
52' 3". Requires 12 radials each 64' 
In length. Complete with base mount 
(heavy duty), polyethylene guy rope 
and hardware. 

Model V·4·8 •• Amateur Net, $85.00 

Net 

••• the 3 BAND BEAM that will give 
your signal that OX punch. 

~ 
This wide spaced, six element configuration 
employs 4 operating elements on 10 meters, 
3 operating elements on 15 meters and 3 op· 
erating elements on 20 meters. Automatic 

bandswitching built for operation at maximum 
legal amateur power. Forward gain on 10 
meters Is 9 db., on 15 meters is 8.5 db. and 
on 20 meters is 8 db. Front·to·back is 20 
db. or better on a II 3 band s. SWR is 1.5/1 
or better at resonance. Maximum element 

length is 29'. Boom i. 24'. Turning radius 
i. 19' 3". Assembled weight is 69 Ibs. 
Just one coax.ial feed line needed. 52 ohm, 
RG·8/U is recommended. 

Model T A·36 ••••••• Amateur Net, $129.50 

3 ELEMENT BEAM for 20 and 40 meters. 
Forward gain on 20 meters, 8 db.; on 40 
meters, 5.0 db.; front·to·back on 20 meters, 
25 db.; on 40 meters, 20 db.; maximum ele· 
ment length, 54' SUi turning radius, 29'i 
boom length, 20'. Antenna weight (with 
Tilting Head), 150 Ibs. Just one coaxial 
feed·line is needed. 52 ohm, RG·8J'U is 
recommended. 

Model TA·20·40 •• Amateur Net, $337.50 

The AutoWhip·5 is a 5 band mobile an' 
tenna for 10, IS, 20 and 40 meters with 
a parallel network that achieves near 
unity SWR on 80 meters. Fully auto· 
matic, changes bands without switches. 

Model TM·5 •••• Amateur Net, $73.45 

GROUND SYSTEM KIT serves as a 
substitute for your automobile when 
operating from a fixed or portable 
location such as an apartment roof, 

campsite, fishing cottage, house 
trailer, boat or any of the many 10' 
cations the active Ham may find 
himself and his equipment. Easily 

assembled and installed. 
Model TM·5·AK 

•• Amateur Net, $26.62 

"TRAP·MOBILE .. 
for 10, 15 and 20 meters. 

Automatic Bandswltching! 3 Band Mobile 
Antenna functions without switches. 

Overall length of 7' 8" provides electri· 
cal !4 wavelength on each band assuring 
excellent performance with low SWR over 
full bandwidth. Stainless steel whip 
sections permit antenna to lay forward 
over car for garaging. Stainless steel 

base stud, 3/8" -24, fits standard 
mounts. Feed with RG·8/U coax, pre· 
ferably 22Y.1 feet in length. 

Model MA·3 ••••• Amateur Net, $20.96 

Whip.Klip _ Universal clip for 
mobile whip antennas. 

Model MWK •• Amateur Net, $ .98 

© U.C.P., Inc. 



"POWER·MASTER" BEAM ANTENNAS 

"Power-Master" Antennas are full sized 
arrays, each designed for a single band, 10, 
IS, or 20 meter. All are 100% rust-proof, 
stainless steel hardware, high impact poly­
styrene insulators with aluminum elements 
and boom. "Power-Master" is fed wtth 52 
ohm coax. 

Forward gain - S.9 db., front-to-back - 25 db., 
SWR - 1.111, maximum element length - IS' 
7", boom - 12' x 114" 00 x .05S, turning 
radius - 11' I", wind load - 69 Ibs, 

Model A-310 •••••••••••• Net, $39.39 

Forward gain - S.5 db., front-to-back - 25 db., 
SWR - 1.1/1, maximum element length - 23' 
4", boom - 12' x 114" 00 x .05S, turning 
radius - 13' 2", wind load - S7 Ibs. 

Model A-315 •••••••••••• Net, $44.63 

Forward gain - 8.0 db., front-to-back - 25 db., 
SWR - 1.1/1, maximum element length - 35' 
4", boom - 14' x 1M!" 00 x .125, turning 
radius - IS' 9", wind load - 200 Ibs. 

Madel A-320 •••••••••••• Net, $SI.IO 

VHF "POWER-MASTER" ANTENNAS 
14 element, 2 meter beam. Forward gain .. 
13 db., front-to-back - 20 db., SWR - 1.1, 
maximum element length 3' 5", boom .. 1%" 
x .058" x 12', turning radius .. 6' 511 , wind 
load 37 Ibs., assembled weight - 11 M! Ibs. 
element sections are SiS" 00 and W' OD 
establishing an extremely low ratio of length­
to-diameter. 

Model A-142 ••••••••.••• Net, $51.18 

5 element, 6 meter beam. Forward gain .. 
II db., front-to-back - 20 db., 5WR - 1.1, 
maximum element length .. 9' 8%", boom .. 
1 %" x .05S" X 12', turning radius .. 8' 5", 
wind load - 38 Ibs. assembled weight - 11M! 
Ibs. "Power-Master" VHF Antennas com­
bine superlative performance with the most 
rugged construction to be found in any VH F 
antenna for amateur usel 

Model A-56 • • • • • • • • • • • • Net, $44.05 

5 elem~nt, 2 meter beam and 4 element, 6 
meter beam •. Forward gain· (2M) 11.4 db., 
(6M) 9.6 db., front-to-back - (2M) 11.5 db., 
(6M) 16.3 db., 5WR - (2 and 6M) 1.1, maximum 
element length - (2M) 3' 5", (6M) 8', boom -
1 ¥.iff X ;12511 x 14', turning radius .. 8' 9", 

wind load - 50 lb •• , assembled weight - 20 
I bs. 100% rust proof. 
Model A.2N6 •••••••••••• Net, $70.40 

STACKING KITS 

Stacking Kit for A..,j42, vertical or horizontal. 

Model SK-2 •••••••••••• Net, $24.94 

Stacking Kit for A-56, vertical or horizontal. 

Model SK-6 •••••••••••• Net, $34.39 
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SECTION 1200 

AMATEUR RADIO 
ANTENNAS 

This 2 element Signal-Master is the antenna 
for 40 meters. Rated to 1 KW. 100% rust 
proof. Forward gain _ 5 db., Transmission 
line - 52 ohm coax (RG-8/U), Boom - 2" 
00 x .110" wall x 20', Maximum element 
length - 44' 3", Turning radius - 24' 4", 
Wind load (E IA Standard) - 200 Ibs., An­
tenna weight - 58 lb.. FIB - 20 db. 
Model 5-402 • • • • • Amateur Net, $124.50 

"VEST·POCKET" ANTENNAS 
2 element, 40 meter "Vest-Pocket" beam 
with 5 db. forward gain. Front-to-back, 
19 db., SWR; 1.111, boom, IS'; maximum 
element length, 36' 1 If; turning radius, 19}-2'. 
Assembled weight, 68 Ibs. 

Madel VPA40-2 ••••••••••• Net, $82.45 

TRAP DIPOLES 
Resonates at 40 and 80 meters. M! wave­
length on each band. Rated to 1 KW. An­
tenna length, 114' 11". Ideal where a bi· 
directional pattern is desired. Antenna 
weight, 7 Ibs. 

Model TD-2 ••••••••••••• Net, $37.54 

Will operate on 10, 15 and 20 meters. Rated 
to 300 watts AM. Overall wire length of 24 
feet. Y2 electrical wavelength on each of 
three bands. Antenna weight, 1* Ibs. 
Model TD-3 Jr ••••••••••• Met, $13.13 

DIPOLE LOADING COILS 
Coils ore space-wound with plated 

No. 12 copper wire and are rated to I KW. 

Type 40-D .•••••••••••• Net, $8;36 
Type 75/S0-D •.•••.•.•• Net, $8:36 

MAST PLATE ADAPTER KIT 

Mast Plate Adapter for 2" 00 Mast complete 
with Aluminum Angle and hardware. 

Model AK-60 •••••••••••• Net, $4.78 

CITIZENS BAND ANTENNAS 

DELUXE LINE 

3 element beam for best point-to-point 
communication. 9.3 db. gain. Use the 
A-311 on each end to develope 80 
watts ERP. Less mast, coax 1 ine 
and rotor. 

Model A-311 •••••• Net, $37.50 

Coaxial ground plane vertical antenna. 

100% rust and corrosion proof. Can be 
mounted on tower, pole or chimney 
mount. Excellent base station antenna. 

Model CA-27 •••••••• Net, $36.70 

for SHORT WAVE LISTENERS 

u u u u 

CITIZENS BAND ANTENNAS 
DELUXE LINE 

Cardioid Vertical Antenna provides a cardi­
oid shaped radiation pattern with gain over 
an azimuth of 180 degrees. The gain in the 
direction of maximum signal is 3 db. plus or 
minus 90 degrees from the axis of the" main 
forward lobe, Front-to-back ratio is IS db. 
and V5WR is 1.5/1 maximum. The cardioid 
vertical is ideal for mobile services opera­
ting along city or state borders, shorelines, 
or back-to-back with other services. 

Model VGR-27 •••.•• •• Net, $45.85 

Ground Plane Vertical is ideal as base 
station antenna. 360 degree pattern and ver" 
tical polarization for effective communication 
with mobiles. High impact polystyrene base 
with internal coax fitting, less coax I ina .. 

Model V-27-GP •••••••••• Net, $34.95 

102" stainless steel vertical whip antenna 
designed for high efficiency mobile opera­
tion. Antenna may be mounted on bumper or 
rear fender. Base has 3/S" threaded stud 
to fit any' standard mobile base mount. 

Model V-I02-SS •••••••••• Net, $6.84 

ST ANDARD LINE 

The V-ll-UGP 
is ideal as 
base station 
antenna. 360 
degree pattern 
and vertical 
polarization 

for effective communication with mo­
biles. Rugged,.6061-T6 aluminum. 100% 
rust and corrosion proof. 

Model V-ll-UGP •••••• Net, $21.95 

A 57" telescoping three section disguise 
antenna. Des igned to be mounted on 
fron.t fender of vehicle. Complete with 
coax matching system and M-1200 con­
nector. 

Model LC-S7-A •••••••• Net, $15.70 

Chrome plated 4 section disguise an­
tenna that telescopes from 100 inches to 
39 inches. Designed to be mounted on 
rear fender. Use standard mobile whip 
mount, not suppl ied. 

Model LC-IOO •••••••• Net, $S.94 

A 5711 three section telescoping vertical 
antenna, designed for mounting on trans­

ceiver, window or desk. Mounting is 
achieved by means of a large suction 
cup 'at the antenna base. Loading coil 
is enclosed in a molded plastic cover. 
Complete with ~oax and M-1200 con­
nector. 

Model LC-27-V •••• Net, $7.35 

A seven band receiving dipole that offers real "OX-Ability" on 11, 13, 16, 19, 25,31 and 49 
meters. Made of No. 16 tinned copper wire with glazed porcelain insulators. Entire antenna weighs 
just 2 Ibs. and is 40 feet in length. 75 ohm twin-lead transmission line supplied. 
Model 5WL·7 •••••••••••••••••••••••••••••.•••••• _ •••••••••• Net, $14.75 

A receiving dipole for 10, is, 20, 40 and 75/80 meters. Antenna is 69 feet in length. Has all the 
same mechanical construction as.the Model SWL-7, 

Model RD·5 • • • • • • • • • • • ••••••••••••••••••••••••••••••••••• Net, $15.75 
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SERIES C CENTER-LOADED 
MARINE ANTENNAS 

A Center-Loaded Collapsible type Antenna, consisting or two 
telescoping, adjustable base sections on which the loading coil 
is mounted, with a tapered top whip section, giving a total 
extended length of about 19 feet. This Antenna collapses to a 
single unit with the whip section telescoping through the coil 
into the lower section, making a collapsed length of 7 feet. The 
sections are of seamless aluminum, or stainless steel and the 
coil is wound on low-loss bakelite tubing and treated after as­
sembly with weatherproof coating. 

No. Type 
CLA-619 Aluminum 
CLS-1l19 Stainless 

Base 
0.0. 

1.000" 
1.000" 

Base Wt. 
1.0. Lbs. 

.834" 5 
.900" 

List 
Price 
$50.00 
llO.OO 

SERIES B CENTER-LOADED ANTENNAS 
FOR MOBILE & MARINE USE 

Center-Loaded Whip-'.rype Antennas consist of a standard base 
section or spring-type on which is mounted a special Premax 
coil. The top is a taper-ground stainless steel whip 6 ft. in 
length, giving a total overall height of 9 ft. Various coils are 
available or the standard 75-meter coil can be adapted by 
shorting out turns on the coil. Antennas can be used with any 
of the Standard Premax Mountings shown below, or will fit any 
3/S" x 24-thread mounting. 

I 
NO. FREQ. PRICE 

BXS-14 14.000 kc. (20M.) $15.00 
BXS-23 2374 kc. (CAP) 15.00 
BXS-31 3105 kc. (APT) 15.00 
BXS-38 3800 kc. (75M) 15.00 
BXS-43 4325 kc. (CAP) 15.00 
BXS-46 4585 ke. (CAP) 15.00 
BXM-25 2000 to 3000 kc. (Marine) 15.00 

(Same as BXS but with Spring) 
BSS-14 14.000 ke. (20M.) 25.00 
ESS-23 2374 ke. (CAP) 25.00 
ESS-31 3105 kc. (APT) 25.00 Style B 

BSS-38 3800 ke. (75M.) 25.00 tCOil 
BSS-43 4325 kc. (CAP) 25.00 
BSS-46 4585 ke. (CAP) 25.00 
BSM-25 2000 to 3000 ke. (Marine) 25.00 

SERIES B COILS 

MOBILE VHF WHIPS 
Style CD-ll Series-Permanent type. Porcelain Insulator 
mounts thru lh" hole in rooftop. 

Style CD-21 Series-Emergency type. Attaches by heavy 
duty suction cup. 

I I 

NO. FREQ. PRICE 
CD-1l2 lOS to 120 mc. $4.00 
CD-1l4 144 mc. 4.00 
CD-1l5 152 to 162 mc. 4.00 
CD-212 lOS to 120 me. 2.S0 
CD-214 144 mc. 2.80 
CD-215 152 to 162 me. 2.80 

GROUND PLANE ANTENNAS 
F.OR POINT-TO-POINT USE 

For point-to~point installations, Premax has 
two YHF Antennas: The Style GP~3 which 
has elements of heavily~plated spring steel with 
skirt wires that can be bent down to any 
angle to match coax cable. Mounting is with~ 

in a water-proof housing that fits standard 
1/2" pipe. Cable carries down thru pipe. 

NO. FREQ. USE PRICE 
GP~312 120 mc. For aircraft and CAP. $8.00 
GP-au 140 mc. For 2 meter and CD. 8.00 
GP-315 150 mc. For police and taxi 8.00 

PREMAX ADJUSTABLE 

GROUND PLANE 

ANTENNAS 20-60 me 

CD-II 

CD.21 

GP·3 

SERIES C 

Premax also supplies the Series "B" coils in 
the standard frequencies above. Special fre-
quencies available on request. i i 
List price .............................................. $9.00 ea. 

MAST EXTENSIONS 
POlished Stainless Mast Extensions-threaded 

Its~~-2~u~~ ~ri~h 1~~~:.a~~r:~PA~~i1a~~hi~t~k~-
18", 24". 30" and 36" lengths. • 

Another low-cost type Ground Plane An­
tenna is adjustable from 20 to 40 me. or 40 
to 60 mc. Standing wave ratio matching to 
52-ohm line is 1.07 to 1.13 and to 72-ohm 
line is 1.27 to 1.23 depending on type of 
transformer cable. All-aluminum construc­
tion employing adjustable tubular elements. 

GP-430 

GP-450 

Adjustable 20-40 mc. 

Adjustable 40-60 me. 

$50.00 

40.00 
GP-400 

Series Prices range from $4.00 to $8.00 list eaoo :x~e:'~!~ ~~S Type 
BSS 

MOBILE MOUNTINGS FOR USE WITH WHIPS WITH %"-24 MALE THREAD 

Type CA 

I 
Type SA-2 

Type R-2 

CA BUMPER MOUNTING 

"Chain Style - clamps on any 
bumper with 1" clearance; no 
drilling; theft-proof. 

Pri •• __ . __ . ______ $11.00 

SA-2 SPRING ADAPTOR 

Stainless steel Spring Adaptor­
can be attached to types &-2, 
R-3, L-l, CA and NA-l to pro­
vide greater flexibility. Height 
41f.!". diameter 2%". 

Price ................................ $12.50 

R-2 UNIVERSAL COAX 
TYPE MOUNTING 

Solid Polished Aluminum spllt­
ball can be adjusted to any 
angle. Has shielded coax con­
nection and stainless hardware. 

Price .......... ...................... $15.00 

Type R·3 

Type NA·\ 

Type L·\ 

R·3 UNIVERSAL MOUNTING 
Solid Polished Aluminum Swivel 
Ball. Heavy stainless steel back­
up plate with grounding screws. 
Stainless steel hardware. 

Price .............. $15.00 

TYPE NA·1 

Bumper mounting with ceramic 
cone insulator and steel bracket. 

Pri.e ______________ $8.50 

TYPE L·l 

Bumper mounting, 2 pairs ceramic 
cone insulators with steel bracket. 
10" adjustment. 

Pri •• _____ .. __ . ___ .. __ .. $14.00 

Type R5-2 

Type F 

Type V 

TYPE R5-2 COMBINATION 

Similar to R-2 except has spring 
as shown under SA-2. 

Price ................................ $25.00 

TYPE F 

30° adjustable mounting for fen­
der, cowl or gravel pan. Chrome­
plated brass with phenolic insula­
tion. 
Prlc. __________ . __ .. $13.50 

TYPE V 

Thru-deck mounting designed for 
Style BX and BS Center-Loaded 
Marine Antennas. White porce­
lain cones with a maximum open­
ing for 1-1/2" deck. Stud thread­
ed 7/16"-24. 
Price ____ . ______ . __ $9.00 

PREMAX PRODUCTS, DIV. CHISHOLM-RYDER CO., N'IAGARA FALLS, N. Y. 
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SECTION 1200 

VERTICAL TELESCOPING ANTENNAS 
PREMAX STAINLESS STEEL ANTENNAS 

Premax stainless steel antennas, fully telescoping and adjustable, have 
a locking device that holds the sections firmly at any desired point 
insuring a perfect electrical contact. Made of a high grade polished 
stainless steel tubing, hard-drawn to an extremely high tensile and 
yield strength, they are well suited for the most severe strains from 
high seas or winds. 

PREMAX ALUMINUM ANTENNAS 
Premax aluminum antennas are lightweight. corrosion resistant and 
have adequate strength to meet practically all needs for marine, com· 
mercial and mobile installations that demand convenience in erecting 
and dependable performance. They are constructed of highly polished, 
specially tempered aluminum tubing engineered to withstand wind 
velocities up to 60 miles per hour. 

PREMAX STEEL ANTENNAS 
Inexpensive, popular, fullr adjustable telescoping steel antennas for 
commercial. amateur, civi defense or other installations. made of 
high·tensile copper-nickel steel tubing, are heavily cadmium-plated. 
A positive lockIng device insures proper electrical contact between 
sections. Not recommended 10' maNne use on salt watn. 

NO. 

55-1118 
55-1124 
55-1130 
55-1135 
AL·312 
AL·518 
AL·324 
AL·530 
AL-535 
112-M 
318-M 
224-M 
130·M 
136-M 

SPECIFICA liONS & DESCRIPTIONS OF 
TELESCOPING VERTICALS 

BASE BASE 
DESCRIPTION EXTD. COll. 0.0. '.0. 

3-5ec .. 5tainless 18'4" 6'3" .750" .680" 
4-Sec. 5tainless 24'3" 6'3" 1.000" .900" 
5-5ec. 5tainless 30'0" 6'4" 1.250" 1.120" 
6-5ec. 5tainless 35'7" 6'4" 1.500" 1.370" 
2·5ec. Aluminum 12'4" 6'4" .500" .334" 
3-5ec. Aluminum 18'5" 6'4" .750" .584" 
4-5ec. Aluminum 24'4" 6'4" 1.000" .834" 
5-5ec. Aluminum 30'0" 6'5" 1.250" 1.084" 
6-5ec. Aluminum 35'8" 6'5" 1.500" 1.310" 
2·Sec. 5teel 11'8" 6'0" .656" .556" 
3·Sec. Steel 17'3" 6'2" .875" .775" 
4-5ec. 5teel 22'9" 6'3" 1.063" .963" 
5 ·Sec. Steel 28'3" 6'4" 1.250" 1.150" 
6-5ec. Steel 33'9" 6'5" 1.500" 1.400" 

PROTECT YOUR 

EQUIPMENT WITH A 

PREMAX GROUND ROD! 

Practical and efficient Ground Rods, costing so 
litde that it doesn't pay to fuss with makeshifts! 
Of smooth, hard-drawn steel, chisel·pointed for 
easy .driving and heavily copper-plated for rust 
prevention and to insure clean electrical contact. 
4' to 8' lengths in %", ~".and Ya" with screw 
clamp (illustrated) or in 6' and 8' lengths in 
pigtail wire, drilled hole or plain style, Y2" 
and %" only. 

Hoi. 

~ 0 i:e 0 
~z 0...1 Z 

%"x4' J·64 $ 80 
%"x6' J·66 110 
%"x8' J-68 165 

.. 
:.:I 

Pigtail 

.. 
z 

Plain 

.. 
z 

Y2"x6' G-86 210 H·8S $200 P·8S $225 X·8S $180 
Y2"x8' G-8S 250 H-88 240 P·88 265 X-S8 220' 
%"x6' G-I06 300 H-I06 290 P·I06 315 X-I06 265 
%"%8' G·I08 380 H-I08 370 P·I08 395 X·I08 345 

(Prices are per 100 rods, bundled in 258) 

WGT. 

6 
9 

13 
19 

1Y2 
3 
5 
7 

12 
4 
7 

11 
15 
20 

liST 
PRICE 

$ 90.00 
135.00 
185.00 
255.00 

15.00 
25.00 
35.00 
55.00 
75.00 
12.00 
18.00 
25.00 
30.00 
38.00 

BASE MOUNTINGS FOR VERTICALS 

TYPE I BASE INSULATOR 

Heavy·duty type Base Mounting Insulator with 
compression rating up to 10,000 lbs. Has wet· 
process brown-glazed porcelain cones. Available in 
galvanized malleable iron, and chrome-plated brass. 
in rigid'post, hinged·post. Ht. to pOst base, 7 to 9 
inches. Wt. 8 lbs. 

tiSI PriC8 ________________________ . ___ ... _$ 5 2.00 to $1 05.00 

TYPE 6 BASE INSULATOR 

For marine, mobile unit, roof~top or tower. Lead· 
thru construction permits connections below deck. 
Flanges 6" in diameter with 6 bolts On a 5" circle. 
For Y2" to 3" deck. Available in galvanized malle· 
able iron, and chrome·plated brass. Rigid post, 
and hinged post styles. Ht. from flange to post 
base, 3" to 5". Wt., 11 Y2 lbs. 

Ust Prrice .......................................... $78.00 to $170.00 

STANDOFF INSULATORS 

If:"", 
" - !:\ 

.... . 

m 
I!J 

TYPE 10-5 

A heavy·duty Insulator with chrome-plated 
brass base and head caps-regular or hinged 
clamps. Insulator is brown·glazed porce· 
lain in extra heavy style. Ht. to center of 
clamp, about 4Y2". Wt., 3 lbs. 

Lisl Pric8 _____________________ $60.00 to $72.00 

TYPE 13-5 

Heavy, rugged cast caps and base plates 
in aluminum, or chrome-plated brass. 
Heavy brown·glazed porcelain insulatOr, 3 
inches in diameter. Ht. to center of clamp. 
4%". Wt., 2Y2 lbs. 

Usl Price ............................ $B.OO to $25.00 

MOBILE WHIP ANTENNAS 
HEAVY DUTY TAPERED STAINLESS-TYPE ES 

SoUd one-piece taper-ground whips, '-A" at base tapering to 3/32" at Up 
with top baIL High-tensile stainless steel fabricated by special formula, 
comparing favorably with the best spring steel, yet having excellent 
corrOSion-resistant properties. 

HEAVY DUTY TAPERED CHROME-SILICON-TYPE EC 
Same as above only fabricated from chrome-silicon steel of exceptionally 
high-tensile strength and uniformity of temper, with high fatigue values 
developed by special heat treatment during fabrication. 

STANDARD WEIGHT TAPERED STAINLESS WHIP WITH 
NON-REMOVABLE ADAPTOR-TYPE TS 

Stainless ~teel whips of extremely high tensile strength with a permanent 
type stainless adaptor, with %" male thread. 

STANDARD WEIGHT WHIP WITH REMOVABLE ADAPTOR­
TYPE VS 

Same whip as above except supplied with a removable adaptor locked 
in place by dual set screws. 

NO. lENGTH PRICE NO. lENGTH PRICE 

ES-760 60" $6.00 TS-860 60" $7.00 
ES-772 72" 6.00 TS-872 72" . 7.00 
ES-784 84" 7.00 TS-884 84" 7.50 

ES-796 96" 7.00 TS-896 9611 7.50 

EC-660 S(W 5.50 TS-8108 108" S.OO 
EC-672 72" 5.50 VS-960 60" 8.00 
EC-684 84" 6.50 VS-972 72" 8:00 
EC-696 96" 6.50 VS-984 84" 8.50 

VS-996 96" 8:50 
VS-910S lOS" 9.00 

AD-700 - Separate Stainless AD-900. Same as AD-700 except 
Adaptor with %" male thread drllled for VS series whips. 
for ES and EC series whips. 

ALL PRICES SHOWN ARE LIST PRICES SUBJECT TO USUAL COMMERCIAL DISCOUNTS. 

PRICES EFFECTIVE AT TIME OF PRINTING AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. 

PREMAX PRODUCTS, DIV. CHISHOLM-RYDER CO., NIAGARA FALLS, N. Y. 
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SECTION 1200 

MECHANICALLY BETTER ••• ELECTRICALLY SUPERIOR 

MODEL NT 

FEATURES 
of the base and spring assembly 

• NO EXPOSED MOUNTING BOLT HEADS 
Attractively contoured base with 
integral mounting studs. Long 
leakage path. 

• ONE MAN INSTALLATION 
Other mobile antenna bases require 
one man to hold a tool on outside 
of car body while another man 

NTS-l tightens bolts on underside. 

• LIGHTER WEIGHT 
Weighs almost a pound less than 
ordinary styles. Reduces flexing 
("oil canning") of fender or body. 

• REDUCED SPRING ASSEMBLY LENGTH 
Has all the deflecting properties 

NTS-2 and characteristics of standard 
barrel - type springs. Neater 
appearance. 

• TOUGH, MOULDED MOUNTING PAD 
Fits snugly, provides excellent wa-
ter seal and protects against exces-
sive strain on mounting insulator. 

NTS-3 

STAINLESS MODELS 
Stainless ball, spring and exposed hardware 

MODEL NTS-l Base, ball and spring assembly 
MODEL NTS-2 Base and ball assembly only 
MODEL NTS-3 Spring only 

CADMIUM PLATED MODELS 
Same as stainless models except all elements are cadmium 
plated. 

MODEL NTC-l Base, ball and spring assembly 
MODEL NTC.2 Base and bolt assembly only 
MODEL NTC-3 Spring only J 

CHROMIUM PLATED MODELS 
Same as stainless models except all elements are triple plated. 
First copper, then nickel and finally chrome. 

MODEL NT-l Base, ball and spring assembly 
MODEL NT-2 Base and ball assembly only 
MODEL NT-3 Spring only 

SHIPPING WEIGHTS 
Apply to all above models 

Base, ball and spring assembly. Individual pack .............. 3 Ibs. 
6 pack master .... 18 Ibs., 11 oz. 

Base and ball assembly only. Individual pack ...... 1 lb., 6 oz. 
.3 pack master ...... 8 Ibs., 10 oz. 

Spring only. Individual pack .... l lb., 11 oz. 
6 pack master .... 1 0 Ibs., 10 oz. 

Other antenna models, cable and accessories are also avail­
able for -immediate delivery. 

MODEL CB-27 
MOBILE ANTENNA for 

CITIZENS BAND and AMATEUR (2S-30 MC) 

23 channel coverage ... tunable ... low SW R 
4 section, heavy duty brass tubing assem­
bly, triple chrome plated for long lasting 
qualities. Precision fit to avoid rattling and 
to provide 100% contact. Opens to 60". 
Collapses to 27". 
Ball type swivel base mounts on any car 
surface. Fits any hole 15/16" or I". Adjusts 
to 30 0 • Excellent grounding properties. 
Sealed loading coil solidly affixed to tubing. 
Stainless tuning rod with etched tuning 
scales. 
Includes 5 feet of RG58/U coaxial cable 
with PL-259 connector on one end. 52 ohm 
match. 

TUNING FEATURES 
Tunable top rod section has etched tuning 
scales· permitting field adjustment for use 
with either 27 MC Citizens Band or 28-30 
MC Amateur Bands. 
This feature (pat. applied for) is found on 
no other antenna of this type. 

Shipping weight: 
Individual pack ............ 1 lb., 4 oz. 
6 pack master .............. 8 Ibs., 3 oz. 

MODEL NB-40 
40 MC MOBILE ANTENNA 
SPECIALLY DESIGNED FOR 

SUPERIOR PERFORMANCE OF 
COLLINS NOISE BLANKER 

4 Section, heavy duty brass tubing assem­
bly, triple chrome plated. Precision fit. 
Opens to 60". Collapses to 27". Stainless 
tuning rod. 
Ball type swivel base mounts on cowl, fen­
der or rear deck of car. Adjusts to 30 0 • 

Sealed loading coil firmly attached to 
tubing. 
Includes 5 feet of RG58/U coaxial cable 
with split end for terlIlination on blanker. 
52 ohm match. 
Similar in appearance and construction as 
the CB-27, however electrical characteris­
tics are different. 
Model NB-40 is designed for the COLLINS 
Noise Blanker normally used in connection 
with the COLLINS KWM-2 or COLLINS 
"S" line. The broad banding characteristics 
of the tunable antenna permit extensive 
attenuation of even power line noises, as 
well as car ignition. 

Shipping weight: 
Individual pack ............ 1 lb., 4 oz. 
6 pack master .............. 8 Ibs., 3 oz. 

STAINLESS STEEL WHIPS 
All made of 17-7PH taper ground stainless 
steel, the best available for this purpose. 
Available in four standard sizes. 
Adaptors are machined brass, triple chrome 
plated to better than automotive specifi­
cations. They have two hex hollow head 
screws to firmly seize whip when installed. 
%"·24 male thread. 

WR-l OS ........................ l 08" WR-96 ........................ 96" 
WR-l 02 ........................ 1 02" WR-60 ........................ 60" 

Minimum of 6 per master (Mixed sizes if desired) 

NEW ·TRONICS DIVISION - CLEVELAND, OHIO 
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SECTION 1200 

Precision Industrial Antennas 

by SCALA 
Why you get .better 
performance with 
Scala Antennas-

(pat. pending) 

Provides a balanced feed sys­
tem assuring equal distrlbu· 
tion of current to the' driven 
element, greater electrical and 
mechanical stability. The balun 
allows the driven element to 
be supported by metal and 
eliminates the necessity of us· 
ing the insulator as a mechan­
ical support. 

* BUILT-IN HEATER 
Most of the antennas described below can be ob· 
tained with a 24 volt heating system for maximum 
weather protection and assured winter operation. 

Elements are supported by 
machined castings providing a 
larger support area, damping 
vibrations and reducing the 
concentration of stress and 
metal fatigue. Mechanical 
splices are never used. All 
units are available in metals 
other than aluminum if desired. 

A machined casting, webbed 
for extra strength and struc­
tural support is used to hold 
parasitic. elements in the 
ground plane antenna. S.et 
screws and lock nuts provide 
simple assembly and easy in­
stallation. 

* TESTING AND INSPECTION 

Each antenna is tested twice for impedance match - once during 
manufacture and again prior to dis·assembling for shipment. 
New models are field·tested for one year before released for· 
production. 

*Shipped complete-all U-bolt mounting clamps and brackets 
are inclutkd.Unit is ready fo;' installation. 

OVAGI-VHF 
The Seala Model CA5-150 is a 62-ohm 6 element yagi. 
Nine db gain on the major lobe is assured by careful 
design and Scala's exclusive feed system which elim­
inates radiation from the feed line and provides 
equal distribution ot current to the driven element. 
The VSWR is less than 1.3 to 1. For eomplete weath­
erproofing and year-around operation, the boom ean 
be provided with a 24 v heater. The unit is annodized 
and diehromate sealed. 

0VAGI-UHF 
The Seala Model CA5·450 general communications 
antenna is a produet of years of extensive research. 
Its construction is possible only because of develop­
ments in foam plastics and Teflon insulated cable. 
A Teflon insulated balun is located within a chamber 
filled with a special foam plastic for complete mois­
ture and corrosion protection. High strength 7/16" 
solid aluminum rod is used for the parasitic ele­
ments. VSWR is less than 1.3 to·l. Gain is 10 db. 
Two units may be mounted in an array for an in­
crease in gain up to 3 db and greater directivity. 
Shipped completely assembled, the unit is annodized 
and dichromate sealed. 

6)GROUND.PLANE-40.170 MC 
The Scala Model GPC-150 ground·plane antenna is 
ideal for non-directional, all weather communica­
tions. It is the first ground·plane antenna that can 
be obtained with 24 v heaters throughout - inc!lud­
lng the radial elements, providing a eompletely 
weatherproof and safe year-round operating anten­

. DR. Another version of this unit, eomes equipped 
with a ·redeetor and provides a eardioid radiation 
pattern with increased gain. In all eases the VSWR 
is less tlian 1.3 to 1. The unit is annodized and di­
chromate sealed. 

© U.C.P., Inc. 

e OMNI.DIRECTIONAL GAIN ANTENNAS 
Scala's Omni-Directional Gain Antennas-I50 Me 
and 450 Me-use half-wave independently fed radi­
ators. Model OD-4 (150 Me) provides 4 db plus gain 
over dipole; Mode10D-6 (450 Me) 6 db plus gain 
over dipole. All elements at DC ground supported 
by metal. Extremely rugged anodized aluminum 
construction. Shipped ready for installation. 

o PARAFLECTORe-350.1000 MC 
The Scala Model PR-450 Pal'aflectore is a major 
contribution toward the ilnprov",ment of antenna 
construction and performance in the 360 to 1000 mc 
range. Essentially, a parabolie seetion in one plane, 
the driver is positioned to approaeh a point S(lurce. 
Over the 350 to 1000. mc range, the Parafleetor e is 
equal to a parabolle dish of the same aperture and 
has the advantage of lower cost, lighter weight, ease 
of assembly, insiallation and rugged eonstruction. 

EXACTING DESIGN -TESTED 
MATERIALS-PRECISION MANUFACTURE 
In addition to the antennas described above, and 
other standard communieations, telemetering and 
eommunity syStems, Seala maintains a complete en­
gin~ring serviee to design and manufaeture special 
antennas to your specifie requirements. 

Write for complete catalog on Scala antenrias and 
engineering services. Address Dept. EM 58. 

SCALA RADIO COMPANY 
SAN FRANCISCO, CALIF. 
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SECTION 1200 

&:~ ~~A"''' THE COMPLETE QUALITY LINE 
~/V ~ OF ANTENNA MOUNTING ACCESSORIES 

CHIMNEY MOUNTS 

U.S. Pat. #2482575, Can. P~t. #~632ol 

"Y" TYPE HOT DIP 
'~ GALV. STEEL 
~ I MODEL LIST 

J (8) (E) DM·36 $3.75 
(A) (E) DM·3.·ST 5.25 
(8) (C) "Y" Special 2.95 
(A) IC) "Y" ST Special 3.75 

COMPLETELY ALL STAINLESSS 
(A) ST·DM 7.65 

..- SNAP·IN TYPE 
MODEL LIST 

(E) (8) SN·50 $3.30 
(E) (A) SN·50·ST 4.30 
(8) (C) CM·20 2.95 
CA) (e) eM·20·ST 3.75 

"'~u * M~;~ TYP~IST 
(I) (e) ZM $2.25 
(A) (C) ZM·ST 3.50 

. (I) (C) ZM·2 2.15 
(A) (C) ZM·2·ST 2.75 

~ 
~I 

ONE PIECE TYPE 
MODEL LIST 

CE) (A) (One Strap) 
UM·!·ST $6.65 

RATCHET TYPE 

MODEL LIST 

CI) RT $4.25 
(A) RT·ST 5.25 

EAVE MOUNTS 

•-.:;, 
.---' " 

" - --"---::---

MODEL 

EM·! 

CODE: 

LIST 

$5.30 

WALL BRACKETS 

~
l * "U" BOLT TYPE 

MODEL LIST 

I -' 3" Alum. WI·' $2.15 

...... , 

~ 
MODEL 

3" NT·' 

4" NT·4 

LIST 

$1.35 
1.50 

MODEL LIST 

6" WB·, $2.20 

MODEL LIST 
, ... WB·' $3.20 

12" WB·12 4.45 
15" WB·15 5.15 
11" WB·,. 5.80 
24" WB·24 7.35 

SNAP·IN TYPE 

MODEL LIST 

6" SN·, $2.20 

MODEL LIST 
,,, SN·' $3.20 

12" SN·12 4.45 
15" SN·15 5.15 
11" SN·1I 5.80 
24" SN·24 7.35 

ADJUSTABLE 
MODEL LIST' 

11" Alum. 
W8·IIA $7.55 

MODEL LIST 

CombinatIon 
WB·3·IIA $5.40 

All Aluminum 

* MODEL LIS',' 
ST·18A $9.05 

ASlembled 

ADJ·" 6.60 
Unassembled 

' .andln, ALL STEEL 

WALL BRACKETS 

MODEL LIST 
Combinotlon Assembled 

ST-'·IIA $5.65 
Combination Unassembl.d 
ADJ·'." 4.95 

ALL STfEL 

HEAVY SWIVEL 
GROUND UP TYPE 

MODEL LIST 
GU·3 $5.85 pro 
(Fits Masts Up To 

3%" O.D.l 
GU.7 $3.50 pro 

Fits Masts up to 21)8" O.D • 

ROOF MOUNTS 

MODEL LIST 

(F) (0) PFM·I $3.60 
IF) (H) PFM·I·LM 4.45 

MODEL LIST 

(F) (G) PFM·'O $3.15 
(F) (H) PFM·30·LM 4.10 

MODEL LIST 

(F) (0) 

PFM·2 $6.70 
All Aluminum 

MODEL LIST 
(0) PFM·'O $2.10 
(H) PFM·'O·LM 3.05 

(C) (D) (0) SPF·' 1.75 
(C)(D) (H) SPF·'·LM 2.30 

~toDEL LIST 
$5.60 

(Fits Masts 
Up to 

2'4" O. D.> 

MODEL LIST 
(F) (0) PM·IO $4.60 

IF) (H) PM·IO·LM 5.30 
(Without Patented Walk·Up 

Drop. Loc\( Feature) 
(D) (G) PM·12 2.80 

ID) IH) PM·12·LM 3.50 
... TWO TO A SET \ 

(A) stainless stu . 
(B) Galy. Stul Band,n, ,..-------------t 
IC) EconomY Model 
I(D) Not Illustrated 
(E) With Kwlk KIiP ~

: .. 
MODEL 

11" EM·30 
41" EM·4I 
.. " EM·" 

LIST 
$4.35 

6.10 
7.65 # 2734701 

(F) U.S. pat.. To 11/'1" 
(G) fits Masts UP To 2" 
(H) Fits Masts UP 

Complde descriptions and 
list of South River Products 
available in latest catalog. 
Write for your copy. 

MODEL LIST 

CO) UR-l $.55 

(ClID) UR·2 Slotted .55 

UR·3 Siotted­
with U·Bolt 
& Saddle .65 

'J 

<lo <II 

o 

~ 
SOUTH RIVER METAL PRODUCTS CO •• INC.. South River, New Jersey 
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SECTION 1200 

~~ -V~A~ D THE COMPLETE QUALITY LINE 
~~ ~ OF ANTENNA MOUNTING ACCESSORIES 

ROOF MOUNTS 

MODEL LIST 
(e) RM·IO $1.20 
(H) RM·IO·LM 2.20 

(C) (e) SRM·I .90 
(C) (H) SRM·I·LM 1.40 

(D) RM.XL* 3.40 

"(Fits Masts Up To 21,4· O.D.) 

PIPE MOUNT 

MODEL LlS.T 

(I) p., $2.85 

(A) P.,.ST 3.20 
(D) P·2 Clamp Type $2.30 

Under·Eave Mount 
Model #UE·1 $6.10 ea 

,I:~ 
, / 

r~ 
~~i:!~~ 

Tower Support 
Model TS·1 $8.35 pro 

ACCESSORIES 

""st Coupler Me $.95 

MastPiu. MP .20 0 o 
KWIK KLIP 

MODEL LIST 

KK $.25 

. ,and 
descriptIon 

Co~lete . Products 
South R,ver 

list 04 . latest catal0 9' 
. 'Iable ,n 
ava l r coPY· 
Write 40r yOU 

ACCESSORIES 

MODEL LIST 

"u" 80'it & 
Saddle UIS $ .35 

~ ::::..m OUAL~:' ~ 
CO $.49 ~ 

STRAP CLAMPS 

LIST ~/ 
(C)·Q Galv. St.el $ .07 ,. 
(C)'QS Stalnl.ss 

Ste.1 .15 

MODEL 

GUY WIRE CLAMPS 

~ ,., " ••• , 0(-' 1.< .... 31 

I~e) Model eC.2 ~ i List$.41V 

;;:" (H) Model CC·3 

MOde~i~~! .550 

List $ .75 
(For Masts Up to 3") 

ALUMINUM MAST TUBING 
ALLOY: 6063 T832 
NATURAL SILVER TYPE 

WALL THICKNESSES-.042", .050". 
.054", .056" 
LENGTHS: 5', 6', 7'12. 10' 

GOLDEN ANODIZED TYPE 
WALL THICKNESSES-.042". .050" 
LENGTHS: 5'. 10' 

ALUMINUM GUY WIRE 

~
U'H'F' ANTENNA MAST ADAPTERS 

. oS;;;" Model UH8·1S 
o List $1.75 

• .. 

ALCLAD. STRANDED-#500 III. TEST 
7 STRAND 17 GAUGE 

REGULAR. STRANDED-#400 lb. TEST· 
7 STRAND 18 GAUGE 
50' INTER·CONNECTED COILS 

100' INTER·CONNECTED COILS 
1000· CONTINUOUS COILS 

BANTAM 
TOWERS 

MODEL 

8T.$ 

8T.l0 

LIST 

$ 7.15 

10.00 

GUY RINGS 

~:: (Unlverslll Type Fits 
Masts up to 2") 

.. '" Model GR·1 
.... List $L55 

• I , ., 

ALUMINUM GROUND WIRE 
=8 E.C. Grade (Dead Soft) 

50' INTER·CONNECTED COILS 
100' INTER·CONNECTED COILS 

1000· CONTINUOUS COILS 

REPLACEMENT 
BANDING KITS 

A 12 Ft. Strap. $1.80 
AT 10 Ft. Strap. 1.45 
C 12 Ft. 5.5. S'rap' 3.05 
CT 10Ft. 5.5. S'rop. 2.60 
XLG 11 Ft. S'rop' -2.45 
XLST 11 Ft. 5.5. Strap. 4.45 

SOUTH RIYER SUPERLIGHT 
MAGNESIUM LADDERS 

I 
L 

Magnesium: 1/3 Lighter than 
Aluminum. Strongest Metal Lb. 
for Lb. in existence. 

EXTENSION LADDERS 

MODEL 
1V." MASTS GR·S 
1~" MASTS GR·' 
1V1" MASTS GR·7 

LIST 
$ .20 

.30 

.30 
(OJ Guy RIIIg Support 

RS·5 
(For H." Masts) 

.25 © 
I 

Sire Weight List Prl~e 
40' 57 Lbs. $136.00 
3" 51" 122.40 
32' 4'" , 08.80 
21' 32" 84.00 
24' 2'" 72.00 
20' 23" 60.00 

~
RATCHET CUY WIRE 

~.;: TICHTENER 
.• Model GW·RT . 

<:> List $ .70 

GROUND RODS 
MODEL 

(D) 4 Ft. GNo·4 CP 
(I» , Ft. GND·' CP 
CD) Gnd. lod Clamp GIC-2. 

LIST 
$1.05 

1.55 
.17 

These I.dd~r& 
furnished 

immediately 
trom 

complete 
warehouse 
stocks in 

South River, N. J. 

'lubber Safety Feet 4.00 pro 

STRAIGHT LADDERS 
Sire Weight 
20' 22 Lbs. 
16' 18" 
14' 15" 
12' 13" 
10' 11" 
Rubber Safety 

List PrIce 
$56.00· 

44.80 
39.20 
33.60 
28.00 

Feet pro 4.00 
Roof Hooks pro 3.65 

STEPLADDERS 
.Slze Weight List Price 

8' 
6' 
4' 

26" Jr. 

. 16 Lbs. 39.50 
12 .. 28.00 

9 " 21.50 
5 tt 9.98 

SOUTH RIVER METAL PRODUCTS CO., INC.. South River, New Jersey 
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SECTION 1200 

TRANSISTORIZED 
T·BIRD ELECTRA 

All the inherent gain and sharp directivity characteristics of the 
famous TACO T-Bird-amplified electronically for the highest signal­
to-noise ratio and the sharpest, clearest pictures obtainable. The 
T-Bird Electra increases gain more than 1000% over non-powered 
models. Ideal for color or black and white. Two in-built networks-for 
2 TV sets, or TV and FM. Tremendous power permits feeding any num­
ber of receivers through distribution systems·. Transistorized cir­
cuitry eliminates costly, bothersome tube burnouts. Powered by house 
current. Available in three models. The right one for every area. 
·Several additional receivers can be fed from the "Electra" utilizing 

TACO multi-set couplers_ 

~ 
TUNED YAGIS 
Areaized antennas in convehtional yagi de­
sign as well as in the patented Twin-Driven 

TACO developments are available in a variety of models to meet the 
specific needs of the installer. Employing advanced engineering tech­
niques, they are "tuned" to meet specific requirements, such as local 
conditions which would otherwise make TV viewing unsatisfactory or 
impossible. TACO areaized antennas are available in two series •.. 
Deluxe and Highlander models. 

~
I 

II 

II 
II 
II 
II 

FM ANTENNAS 
The most complete line of FM antennas offered. Omni­

directional designs include turnstile and S-shaped dipoles. Directional 
extra-gain yagis in various element designs for fringe and ultra­
fringe areas. All TACO FM antennas are engineered for flat response 
over the entire FM band with optimum impedance match to transmis­

. sion line for maximum transfer of signal. 

RUGGEDIZED 
YAGIS 

All-welded, all-atuminum construction, tuned-to-function yagis for 
community systems, off-the-air rebroadcasting, satellite transmission, 
point-to-point transmission, or any other application requiring the 
finest, longest-lasting service. Coaxial feed. Built-in balun. Available 
for any VHF or FM frequency. May be horizontally or vertically polar­
ized. All types of mounting and stacking arrangements. Screen reflec­
tors for multiple arrays. 

T·BIRD ANTENNA 
The world's most famous non-powered broad-band VHF antenna. Pro­
vides flat response across every channel at very high gain. Three 
models available, with gain of each designed to meet the require­
ments of any reception area. Stacking lines obtainable to meet the 
most extreme problem area needs. All TACO T-Birds are rust-resisting 
through the application of chromate finish on steel parts ... Golden. 
models completely protected by Golden Anodizing of ALL aluminum 
parts including connection terminals. Unique T-Bird design completely 
eliminates side lobes thus producing pictures that are noticeably 
sharper ... clearer ... brighter. 

High gain, flat response VHF yagis for 
top TV enjoyment. Four models offered 

to meet every installation requirement. Anodized and iridited finishes 
result in 100% rustproof assembly. Also available in polished alu· 
minum finish. Streamlined design, lightweight, and extra-strong con­
struction make the Topliner Series ideal for use with rotors. Stacking 
lines available for extra gain . 

• 

UHFTV 
/J>' ·41 ANTENNAS 

UHF antennas for every instal­
lation, including bow-ties and 

yagis. Bow-tie series includes the famous' 
TACO "open design" for minimum wind 
resistance. Bow-ties available in singles, 
or arrays, including· ultra-high gain ar­

rays for the weakest signal areas. Quick-rig feature 
makes possible installation in minutes. UHF yagis in­
clude single antennas and arrays. All welded con-

struction with air dielectric terminal. To meet the special-requirements 
of the Educational TV and Translator applications, TACO has devel­
oped a complete line of companion models, specifically tuned to these 
important communication frequencies. . 

TACO 
TEST SITE 
PROVES 
PERFORMANCE 

TACO owns and operates the most comprehensive and complete engi­
neering, development and testing facilities in the antenna industry. 
Many of the most advanced antenna systems for both the military and 
industrial markets have been designed and built by TACO. This experi­
ence, plus the outstanding facilities of the TACO organization are 
reflected in every TACO product through better performance, longer 
life, and maximum value. 

ASK YOUR TACO DISTRIBUTOR FOR COMPLETE DETAILS ... NOT ONLY ON THE PRODUCTS 
INDICATED, BUT ALSO ON ALL PRODUCTS USED IN RECEPTION AND TRANSMISSION OF SIGNALS. 

TECHNICAL APPLIANCE CORPORATION, SHERBURNE, NEW YORK. 
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"Tri-Band" 
$99.75 

SECTION 1200 I 

f~ifh Ie/rex 
-"tk,-~-~"-

with a "MATERIAL" difference! 
Send for (or, at your distributor), PL 77 Techni· 
cal Specifications and Performance Bulletin de­
scribing 106 Antennas from % through 80 meters 
including "BALUN"- FED ROTATABLE DIPOLES, 
MONO, DUO, TRI, 4-BAND AND "SPIRAL.RAY" 
ANTENNAS, ROTATOR/INDICATOR SYSIEMS, 
TOWERS, BROAD-BAND "BALUNS," ACCES­
SORIES AND "NICE· TO·HAVE-AROUND-YOUR· 

SHACK" INFO. 

r--------------------------- -----, 
TELREX ADVANCED DESIGN 

GROUND-PLANE 
THE VERY BEST 
GROUND·PLANES 

MONEY CAN BUY! 
MODEL 
CGP·2M 
$8.50 

TC·88· thirty pounds of educated aluminum-

CGP·2M . .. $8.50 
CGP-6M ... $11.75 
CGP-I0IIM $19.95 
CGP·15M .. $37.95 
CGP·20M .. $88.00 

World Renowned for performance. excellence and value. Also-

3 ELHIIENT 
Model 2M-3C .... $6.95 
Model 6M-309 ... $14.95 
Mode110M·309 .. $31.50 
Citizens·Band .... $31.50 

Model TC-99 .. $159.50 
Model TM·30 .. $328.00 
Model DP-3 . .. $38.50 
(10·15·20 Meter Dipole) 
Model Dp·4 ... $195.00 
(10·15·20-40 Meter Dipole) 

Features 
easy mast 
captivation, 
specially 
designed 

;;;;;~~~~::;:=== ___ 2'stage worm ;; gear reducer. 

~==:::dIII~~:--- Also available 

New Telrex 

"CHRISTMAS TREE" 
3·Band System 

By far the most powerful 
and practical 3·element 
"Tri-band"· System ..• 
guaranteeing no compro· 
mise. 3·band performance 
and r'elilibility-rain or 
shine! "Balun" feed and 
optimum antenna design as· 
sures ... maximum gain. and 

World's Finest, 
Most Practical 

Communication 
System Featuring 
"Beamed·Power" 

and "Balanced· 
Pattern" 

impedance bandwidth. plus pattern symmetry 
with minimum TVI. BCI and har.monic .radiation 
qualities not possible with single .transmission 
line "Tri·banders". 

For TOP·MAN-ON· 
THE-FREQUENCY results ... 

Extra Heavy Duty 
Rotator Models 

All prices 
FOB 

Asbury Park. 
New Jersey. 

subject 
to change 

without notice. 

Model 
2MSR·1ll4 
illustrated 

$19.50 

Telrex Model 175·RIS 

ROTATOR/INDICATOR 
System $198.50 

Designed to out· perform and out· 
last any other beam rotator in its 
class. Will hold and rotate beams 
in winds up to 110 mph. Control 
Housing is Telrex quality thru·out. 
Black japanned aluminum hous· 

ing. Tri·colored 
azimuth rose and 
reciprocal read· 
ings. Has selsyn 
indication and 
limit of rotation 
circuitry. 

FOR SCATTER.WAVE, SATELlITE, 
MOBILE OR POINT ·TO·POINT 

Extremely high·gain. high signal·to·noise. 
practically n6 fade. all radiation planes­
horizontal. vertical or oblique! 9 models 
available on %. 1114. 2 and 6 meters. 

Install a Telrex antenna ... dollar for 
dollar better in every way! Antenna 
systems from $6.95 to $688.00 

ASBURY PARK , NEW JERSEY, U.S.A. 
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LOKMATIC MODEL 1·1000 
Triple lock top mount. Fits all 
cars, including '60 - '61 models. 
Fits any hole 7fa. to 1'1... In· 
stalled in seconds by one man from 
the top - Water proof - Highest 
"Q" ever. 
• 3 section to W' from l~lh". 
• Triple chrome plated brass 

tubing. 
e Adjusts to 43· LokMatic 

mount. 
e 54" low loss Elektron lead 

cable. 
12 _til 12 lbl., 1 lb. e", 

DISAPPEARING MODEL D·2000 
Collapses to only 61f2 H - complete 
in,tallation from the top and Lok 
Matic mount. Fits any hole from 
7/.· to 1 v. •. A really malar ad· 
vance in disappearing antenna. 
• 3 section. 
• Extend. to 52/1 from 61/2". 
e 54" low 10 •• Elektran lead 

cable. 
12 clll1o" - 24 lhl. 

MODEL FM·l00 
The first practical FM Auto Antenna 
in Life·Lasting FiberglasS®. 
• Rattle free u8" ball mount. 
• Pre-cut at factory to 31" 

for fln.st FM reception. 
12 CIIf1o,,: 11 lhl. 

SPARKLE MODEl TFL·l 
Here's rear-fin styling that's the very 
latestl Deck or fender. Flat mounting 
pad and contour pad for high-crown 
fenders. Colorful display carton. 
• 3. sections, to 27" from 9". 
e 18" Elektron lead cable with 

built-in capacitors .. 
12 ca,ton, 16!12lbs .• 1¥§ Jbs. 'a. 
Dummy model TFD·l, 
Same as ·TFL·l except no lead 
cable. Will not receive. 12.carto", 

SKY QUEEN MODEL SC·6 
Clean, simple styling. Two chrome 
capped stanchions assure sturdy 
mounting. Trouble-free, rugged 
and rallle·proof. Adaptable to 
foreign cars. 
• 3 sections·, to 56" from 25" 
• Triple chrome plated brass 

tubing. 
• 36" low loss Elektran lead 

cable. 
12·ca,to", 12% lbs., 1 lb. ea. 

REPLACEMENT MAST 
3-section telescopic. Just slip on 
and tighten over stub of original 
mast with plated screws provided. 

Triple chrome plated brass tubing. 
MODEL TCFR·l extends to 57" 
from 24" - 1;' lb. 
Individual pack.d in cardboard 
tub. - shipp.d bulk. 
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NEW SUPER "8" MODEL TCF·4 
Extra heavy, Rugged .4 section 
antenna. "S" Ball mount. In­
stalled in minutes, by one man, 
from the outsjde. 
• 4 sections, to 57" from 18". 
• Triple Chrome plated brass 

tubing. 
e Adjust to 35· "8" ball mount. 
e 54" low loss Elektran lead 

cable. 
12·carton: 13 Ibs., 1 lb. ea, 

MODEL M·182·D 
The only disappearing antenna 
specifically designed for Foreign, 
Sports and American Compact cars .. 

• 3 section disappearing moUM. 
• Extends to 20Y2" from 111 , 

e No brackets needed -
LokM.atic mount. 

• 48" Jaw loss Elektron lead 
cable. 

DELUXE PHANTOM COMPLETE 
DISAPPEARING MODEL DCF·3C 
Collapses to 1 H. Smart, sleek, with 
flame tip. Aluminum shield tube is 
water-sealed. Mounting bracket. 
Wat.rseal grommet •• 
• 3 sections to 45" from 1", 
• Triple chrome plated brass 

tubing. 
• 54" low loss Elektran lead 

cable. 
12 carton: 15 lbs., l!1.ii lbs .• a. 

FIBERGLASS MODEL TGF·l 
Chrome Fiberglas.. Life· lasting 
FiberglasS® not merely painted 
with color, but impregnated. 
16 carton; 6 lb.. Duraramic: Six 
colors - White, blue, green, yel .. 
low, tan, red. Cannot fade, rust, 
wear off: 6 carton: 6 lb •. Model 
TGF-l Chroll\e. Model TGF·l Color 
[specify) 
• Single section 38" long. 
• 4 inner-conductor wires. 
• Will bend almost double, 

flex back. 
• 54" low loss Elekt.ran lead 

cable. 
• "8" ball mount. 

6 CIIf1o" : 6 Ihl.. 

MODEL M·171 
Short 3 section for Sports 

and Foreign Cors 

• Extends ·to 38" frDnt 15" • 
• Adlults to 35 0 - "8" 

ball mount. 
12 carto", 24 lbl. 

"8" BALL MODEL TCF·3C 
The ageless "8" Ball. rattle· proof. 
always modern. Installed in minutes 
by one man, from the outside. 
• 3 sectionl', to 56" from 22". 
• Triple chrome plated bra •• 

tubing. 
• Adjusts to 35·. "8" ball 

mounting. 
• 54" low lasl Elektran lead 

cable. 
12 carlo": 12 Jbs. 14 o%s. ea. 

MIDGET "8" 8ALL MODEl Ta·2 
Live short twins. Rear fender or deck. Same fine 
Ward Quality. 

• 3 sections, '0 24" from 11112". 
• Triple chrome plated brass tubing. 
• Adiustl'o 35° 118" batt mount. 
e Two 54" low los. Eleklran lead cables. 
• 15' lead extension with bunt-in capacitors. 
• liT" connector and 5 clips. 
6 twim to carlO" 13!1.ii Ibl., Twu. sel2 lhl. 

LONG RANGER MODEL SC·8 
Extra length for extra pull In low· 
signal areas. Ideal for over-the­
road truck equipment. Rattle-proof. 
Adaptable to foreign cars. 
• 4 sections, to 100'" from 39", 
• Triple chrame plated brass 

t~bing. 
• 36" low loss Elektran lead 

cable. 
• Sturdy 2 stanchion mount with 

chrome caps. 
12·ca,to,,: 21 lbs., 1!12 lbs. ea. 

CONTINENTAL 
FLEX ANGLE MODEL CF·6 
The only antenna that fits the 
Volkswagon. Adaptable to other 
foreign cars. Flexible adjustment. 
Locks vertically. 
• 3 sections-, to 56" from 22". 
• Triple chrome plated brass 

tubing. 
• 36" low loss ElekJran te.ad 

cable 
12 carto'" 15 Jbl., 1 lb. 7 0%. 
each 

T "T" CONNEaOR MODEL C·50 
To conned two lead cables and lead extensions of Twin Rear mounts. 
One 3·way connector and 5 clips. 12 0" dosplay ca,d - 1 lh. 

REPLACEMENT LEADS 

Part No. 15·289 ................................ 36· bulk packed 
Part No. 15-291 ................................ 48· bulk pocked 
Part No. 15·290 ................................ 54· bulk packed 

© U.c.P., Inc. 
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CITIZENS BAND KIT, BASE, MAST & SPRING COMBINATION 
Here is a mast made from the highest grade stainless steel available for antenna masts. 17·7 P.H. 
Exceptionally high strength and corrosion resistant. Heavy duty performance assured. Secured to 
shock mounting spring that provides real "give" while maintaining verticle mast position under 
wind load - Mounted on a strong light, but rugged swivel base. 

Citizens Band - special combination ideal for citizens band use. Base WCA 310. Mast WCA 3231 
cuI to 102". Spring WCA 3 A. Available with chrome plated spring if specified. 

WARD GROUND PLANE ANTENNAS are general 

purpose, non·directional and vertically polarized, 
fixed-station antennas. For any frequency in 144-
174 mc. range; will handle up to 3 kw of power. 
Goad impedance, minimum VSWR. Radiate e.,- al 
power in all horizontal directions. Built-in lightning 
arrester; weather-protected with cable terminating 
in mounting mast. Supplementary rods available to 
lower vertical radiation angle. 

WCA-A94 for 144-152 me. 
WCA-B94 for 152-164 me. 
WCA-94 for 164-174 me. 
WCA-95 for lowering angle of radiation 

(Ring and 4 ground rodl) 

ADAPTERS 
WCA-96 for use with PG-58/U and RG-8/U cables 
WCA-97 for use with RG-17/U cables, takes P,4" IPS 
VSWR: less than 1.5: 1, 52 ohm. impedance. Vertical 
polarized, 300 watts maximum. 

NEW HEAVY DUTY DIE CAST MOBILE BASES 

HEAVY DUTY MASTS 
Finest stainless steel: heavy·duty 
performance. 841/21# mast bends 
to bring tip and ba.e 30" apart 
without di.tortion. All base 
.tuds %-24 threads. All taper 
ground with ball tip. WCA-320 
series - 60" long. choice of 
adapten: Chrome presl fit, 
cadmium plated press fit; 'Ie" 
hex steel, cadmium plated with 
set screws; 112" hex stainless 
steel with set screws. 
WCA .. 321 series - 72" _ same 
choices. 
WCA .. 322 series - 84-, some 
choices. 
WCA-323 series - 96", same 
choices. 
WCA-324 .eries - Fiberglass 
in all 4 lengths. 

DISGUISE ANTENNAS 
look and mount like ordinary 
car antennas, with Ward "S" 
balJ mount. The secret is in the 
lead: stub load type for 30·50 
mes.; standard leads for 1 «-
174 mcs. WCAB-71 has triple 
chrome plated brass tubing and 
sklinless steel tip rod. L-ooks 
like 3 section car antenna, but 
length flxed at 55'/0". (Per­
manent at telescopic jOints.) 
Has heavy mounting brackets. 
WCA-235 same but with 70" 
mast. 
WCA-143 lame but tapered 
stainless steel mast. 
WCA-248 looks like 3 section, 
I"S" ball mount. 
WCA-249 55'12" tapered stain­
less .teel, "S" ball mount. 

WCA-310 - Uni­
versal swivel base. 
Plated & painted 
parts. Stainless 
steel mounting 
hardware. 

WCA-312 -
Chrome plated 
swivel base w / 
stainless steel 
mounting hard-
ware. , , 

- ..... 
Adapters have 3/8 -24. thread for use on 
any standard Ward mast. Lock washer 
and set screws included. 
WCA-89-357 Stainless, '/,' hex. 
WCA-89-358 cadmium plated, '/." hex. 

WCA-313 - Coaxial 
type. New rugged 
metal backup plate 
and shell is one 
unit. Connector 
mounted in the shell 
is PL-258 which ac­
cepts a PL-259. 

WCA-315 - Same as 
WCA-313 except 'base is 
chrome plated. Mast Ex­
tension. Heavy chrome 
plated brass tubing with 
%-24 thread at both 
ends. 3 lengths: WCA. 
330 in 12" or 24" or 36" 

Spring protect cor and 
mast. Shock mounting 
"gives" under impact. 
Normal vertical. 
WCA-3A is cadmium 
plated with lock washers. 
WCA-3AL is extra heavy 
cadmium plated with lock 
washers. 
WCA-301 Deluxe has 
stainless steel spring and 
mounts. 

LEADS FOR 
DISGUISE ANTENNAS 
Available in various 
lengths with either 
RG-8/U or RG-58A/U 
cables. Stub type load­
Ing is employed for 
30-50 me. operations 
to compensate for the 
short length of the 
antenna mast. Regular 
coaxial cable leads are 
used for 144-174 mc. 
operation. 

WALKIE TALKIE MODEL WCA-254 
Expressly for 2-... ay radio. Great-

1-- est operating range, clearest re­
ception. 19" whip rod fits any 
adapter which accepts PL·259 con­
nector. 

RaOF TOP ANTENNAS 
Three models with varing mego-
cycle ranges. All mount from out-~ 
side; only one 3/e u hole required. 
12' cable. Weather proof, positive 
ground. Specify for fleets, police, 
taxi, fire, etc. 

• WCA-251 - 450-470 mc . 
• WCA-A250 - 108-174 me. 

WARD PRODUCTS CORPORATION • AMSTERDAM, NEW YORK 

• WCA-250 - 144-174 me. Ji 
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CITIZENS BAND 

ANTENNAS 

~ WEBSTER "4ger" 

Only 49" in length and one of the 
finest top-loaded Citizens Band 
vehicular antennas. High quality 
fiberglass column features molded­
in conductor - encapsulated top 
loading coil. Antenna operates ef­
ficiently on all channels ... is eas­
ily adjusted for nlinimum SWR 
by pruning coil turns. 

Column tapers from Y-i" at top to 
%" at bottom. Base fitting is 
threaded %-24. "Forty-Niner" is 
a sleek, handsome, highly effec­
tive C-B antenna. 

WEBSTER "Q-TOP"-7 

"Q-Top" is the 27 me Citizens 
Band version of the high quality 
WEB-WIP top loaded antenna, 
has all features for electronic su­
periority, stronger signal cover­
age. This antenna features a high 
Q center loading inductor and a 
fiberglass covered top Whip. Over­
all height, 89". Whip only, 51'h". 
Base fitting is threaded %-24. 

All Webster products are built 

to highest standards-are rugged, 

dependable. .. fully treated 

to withstand shock, vibration, 

moisture and corrosion. 

FOUR-ELEVEN 

MARINE 2-WAY RADIO 

FOR 

27 me 

CITIZENS 

BAND 

SERVICE 

Compact, sclf-contained-easily installed 
in any type of boat or vehicle - car, plane, 
truck - and on shore. Ship - grip mount 
permits quick, postive lock-in and rapid 
release when not in use. Features full 
crystal-controlled transmitter and receiver 
. . . four selectable channels ... superhet 
receiver ... automatic noise limiter 
and '·squelch". 

Complete with microphone and transmit­
ter/receiver crystals for one channel. Built­
in power supply operates on 12V DC/ 
115V AC. 
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CITIZENS BAND ANTENNAS • STAINLESS STEEL 

WHIPS BAND SPANNER AMATEUR ANTENNA' 

MARINE ANTENNAS • ANTENNA MOUNTS • 

MARINE ELECTRONIC EQUIPMENT 

STAINLESS STEEL WHIPS 
Precision ground from the finest grade of 
stainless 17-7 alloy, formulated specifically 
for mobile whip applications. Highly flexible, 
withstands bending without taking permanent 
set-will not work harden or snap when strik­
ing overhead obstructions. Available in 
lengths 36" to 103". 

Whip specifications: Diameter at base, 0.200". 
Diameter at corona ball, 0.100".<Ball 5/16"D) 

Available base fittings: 
Steel, plated: %-24(M), 3/18(F) threads. 
Brass, chrome plated, %-24(M) thread. 

Other types on special order. 

Fiber glass covered whips also available. 
Information on request. 

ANTENNA MOUNTINGS 
Model SH-Spring: Heavy 
duty cadmium plated 
spring, threaded %-24(F), 
supplied with male adap­
tor fitting. Hex end caps 
for side wrench tightening. 
For use with WEB-WIP, 
Band-Spanner and similar 
antennas. 

Model S Spring: Similar 
to SH except lighter con­
struction overall. For49'er, 
steel or, fiberglass covered 
whips. 

Model SH-D Spring: Sim­
ilar to SH except coarse 
knurled end caps. 

Model SL-D Spring: Sim­
ilar to SH-D but lighter 
cons truction. 

Model B Ball Mount: Heavy-duty, universal, 
for %-24 whip and antenna fittings. Durable 
phenolic insulator, hardened socket-head ad­
justment screw. Split ball natural aluminum. 

Model BD Ball Mount: Same as Model B ex­
cept that split ball is bronze chrome plated. 

Model Be Ball Mount: Similar to Model B 
except entirely chrome plated. Handsome 
and durable. 

Model D Insulated Base Mount: Rugged, for 
flush mounting on bumper pan or rear deck 
of vehicle. Co-ax connector molded into cone 
insulator also serves as threaded mounting 
stud. Insulator accepts %-24 threaded butts. 
Bottom co-ax mates with standard PL-259 

BAND SPANNER 
MOBILE ANTENNA 

Band-spanner, an exclusive Webster design 
-distinctive-fine looking on any car-a top 
performer on 80-40-20-15-10 meter amateur 
bands (and MARS frequencies)-one of the 
finest antennas for use with multi-band equip­
ment. Easily handles transceivers with power 
inputs of 100 walts or more; Collins KWM-2, 
Gonset G-76 among others. 

Loading inductor is wound directly on upper 
portion of stron$, lightweight fiberglass sup­
port column. Exact resonance anywhere 
within any band is obtained by simple, plun­
ger-type adjustment of stainless steel top 
whip. Winding is contacted internally, is 
encapsulated in durable epoxy for lasting 
exterior protection. No exposed joints to 
corrode, no flimsy plastics involved. Strong! 
Durable! Unaffected by moisture. 

TWO MODELS: 

Short Band-Spanner; 
60" telescoped, 
93" extended. 

Long Band-Spanner 
63" telescoped, 
117" extended. 

WEBSTER DEPTH SOUNDERS 
For small outboards and light inboards 

Locate fish ... detect underwater objects ... observe interesting 
formations ... detennine bottom conditions ... find depth of water 
under boat ... use for navigation ... 

S-4 ... 8-4 opera tes from boat's 
battery, steps up voltage 
for "power-type" opera-

S-12 ... Similar to S-, < 

general charactenstics 
... calibrated to 100 
feet. S-12 stresses an 

It's packaged, 
simple to install 

tion ... for stronger sonic 
pulses ... brighter depth 
readings. Step-up method 
makes· available alternat­
ing current for operation 
of c.onstant speed, clock­
type scanning motor. 0-100 
foot calibration is accurate 
. . . depth readings reliable! 

, overall de luxe design. 
Scale is large full-view 
for easy reading. 
Gimbal-type mount-

~gb:l!il';!{f1~jb:~nt 
viewing angle. Unit 
can also be removed 
from cradle when not 
in use . . . . furnished wi th 

ship-grip mounting 

f~~k~i::~a~~tde TRANSOM MOUNTED TRANSDUCER 
release when 
not in use. 

Unique transducer furnished with 
both sounders-mounts on boat's 
transom ... eliminates need for 
drilling holes in hull ... simplifies 

WEBSTER MANUFACTURING 
South San Francisco, Calif.' 

installation. Connects to indicator 
unit with 20' flexible shielded 
cable. (Supplied.) 
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SECTION 1300 

PRIVATE 

INTERPHONE 

SYSTEMS 

~C~~O~INTERPHONE 
Serves two to nine stations with regular telephone-quality 
performance (see handset specs below). Direct selective 
pushbutton signalling. Available with one or two con­
versation channels and busi-lites to indicate busy lines. 
Every interphone is a master station. 

#200 

#400 

#250 

#.450 

© U.C.P., Inc. 

Action 4 button (2-5 stations) interphone .................... $32.50 

Action 8 button (2-9 stations) interphone .................... $36.50 

Action 4 button interphone with busi-lite 

Action 8 button interphone with busi-lite 

A. 

B. 

D. 

E. F. 

$36.50 

$39.50 

Interphones also available 

wiih 2 channels and 2 busi-lites. 

A. ACTION! PAGE-ALL* 

Push handset button and rage or announce through speakers in base of PAGE·ALL 
phones; release button to talk privately through the telephone. Has buzzer for conventional 
pushbutton signaJling where desired. All phones equipped with busi·Iite indicators and 
individual volume conrrol with speaker shut·off switch. Vp to 30 stations on system. 
Horn or ·baffle speakers may be hooked up with system in noisy or outdoor areas. 
Optinnal sen'ices include 2·way talk·back stations, background music. AM·PM broadcast 
rick·up. 
#941 Action Page·All 4 button phone: single talking plus one paging channel $43.50 
#942 Action Page·All 4·button phone: 2 talking plus one paging channel; 

channel selector slide switch .............................................................................. $46.50 
#982 Action Page·All 8 button phone: 2 talking plus one paging channel;· 

channel selector slide switch .............................................................................. $48.50 

B. ACTION! UNIPHONE* 

#300 

#304 
#308 
#351 

#352 

Action Vniphone with no buttons or buzzers; has hang· up switch 'in 
hanger ...................................................................................................................... $29.50 
Action Vniphone with 4 signal buttons and buzzer, and hang·up switch .. $32.00 
Action Vniphone with 8 signal buttons and buzzer, and hang·up switch .. $33.50 
Action Vniphone (for Page·All system) with one talking plus one paging 
channel. busi·lite. paging button in handset .................................................... $33.50 
Action Vniphone (for Page·All system) with 2 talking plus one paging 
channel, 2 busi·lites and channel selector switch ............................................ $35.50 

C. HANDSETS 

Designed to accommodate all standard microphone and receiver units manufactured by 
Western Electric. Conn. Ttkphone. and Yankee Telecom Labs. Available with push­
button switch bar, or butterfly switch in handle. 

MICROPHONES: standard carbon capsule equivalent WECo P-l and T-l for nat 
response (300·4000cps). 

RECEIVERS: standard magnetic, equivalent WECo HA·l, V·l and CTE 3163. Im­
pedance 128 ohms (also .available with higher impedances). 

D. CENTRAL CALL DIRECTOR 

·#2000 Compact switchboard for motels. schools, dormitories, YMCA's, etc. 
Provides direct communication to main office where connection can be 
arranged for other phones in the system. Switchboard has selective ring­
ing and selective talking for 22 stations. Designed for single-pair wiring. 
Vse with Action series 2200 Interphones ...................................................... $275.00 

E. POWER CONTROL UNITS 

#PCU-l 

#PCU·2 

Power Control Vnit for use with #941 and 351 Page-All phones, 
provides talking and ringing voltage for one talking channel plus 
paging channel. with provision for busi·lite control. Terminal strip 
for connection of amplifier and AM·PM tuner or record player, and 
controls to regulate separate volume levels for music and paging ........ $51.50 
Power Control Vnit for use with #942-982·352 Page-All phones. pro-
vides talking and ringing voltage for 2 talking plus paging channel 
with provision for busi·lite control. Terminal StfIPS for connection of 
amplifier and AM·PM tuner or record player, and controls to regulate 
separate volume levels for music and paging ............................................ $54.50 

F. VOICE-COM* SPEAKER 

#503·W Voice·Com 2·way amplifier·speaker unit. Two-way loudspeakers can be 
connected on the same system with Interphones or tied into any paging 
system with horns and amplifiers. Speaker unit is combined with #501 
2·way talk· back adapter unit ........................................................................ $68.50 

• Meriden, Connecticut 
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Dealers, Installation and Service groups, laboratory workers, 
Designers, now may obtain In less than production quantities, 
all the equipment and materials necessary to complete a variety 
of electronic Systems Installations. Technicians are invited to 
discuss specialized applications of these Systems; all required 
materials, including multi-conductor cable in necessary footage, 
will be made available, and custom equipment can be designed 
and built. Available Systems include the following: 

Status Controls (for hotel/motel rooms, factory pro­
duction, test and inspection procedures, hospitals, etc.) 
Signal Mail Rack Area Sound/lighting 
Message-at-Desk Selective Paging 

ROOM CONTROL 
KEY$WITCH 

Maid Call Motel-O-Phone 
MAID JACK Master Radio/TV Antennas Automatic Wake-up 

Centralized Radio Emergency Alert 
Room TV • Stereo Sound Automatic Fire Alarm' 
Public Address Audio/Visual (silent) Call 
Background Music Doctor's Call Board 

Fig_ O. No. A~P5-A Guest-room Radio 
Panel. Has added Maid Call Jack and 
Status Keyswitch. Light on office control 
boards does not blink until Maid plugs 
into jack. Inspectress or M.id, can re­
turn status to green (available) when 
room has been readied. Panel is 
9" x 2112" high. 

Closed-circuit TV (for hotel and motor-ion auto registra. 
tion and check-out, convention halls, industrial and 
laboratory monitoring, school systems, apartment build­
ings, department store advertising, remote inspection). 

Projected installations using AMERICAN COMMUNicATIONS 
CORPORATION equipment will be laid out by AMERICAN'S Pro­
fessional' Engineers, on architectural plans, without' cost or 
obligation, 

Fig. C. No. 707-1/50 Automatic Status Control, 50 rooms. Room Clerk un Totalizers. Regi­
stration File, Maid Call signal (blink tight). remote status control (If desired). Cashier and 
Housekeeper unit, do not include Totalizers or Registration File. 

STATUS CONTRO LS-(ROOM TV PES) 
AMERICAN COMMUNICATIONS CORPORATION manufactures two basic types of 
Status Controls, - Manual, and Automatic,. A Status Control installation, 
although primarily a means of instant contact and control beween two or 
more offices (interconnected by multi-conductor cable), makes conveniently 
available a number of other desirable facilities at only slight additional cost. 
Status Controls are applicable wherever sequential control and monitoring are 
wanted - as in hotels, motels, factories (for production control), laboratories 
(process control), hospitals (between Head Nurse, Cashier and Housekeeper), 
offices (message handling), missile check-out (data handling), etc. In hotel/motel 
use, room rental is accomplished more rapidly and conveniently. (See available 
bulletins.) Specialized installation applications are solicited. 
Manual-The Manual type, using lamps controlled by slide-switches, is repre­
sented by the leamertronic model. In hotel/motel room control, 3 panels are 
provided, one each for Room Clerk, Cashier, and Housekeeper; or, a combina­
tion paoel is used where Doe person 1:an conduct the duties of Room Clerk 
and Cashier by using two s'eparate rows of switches (see insert, Fig. A). 
In operation, R'oom Clerk registers guest, records name on a standard hotel­
type Registration File (optional), opposite a green light (room available), and 
moves a slide switch. Instantly, the room's green lights in 3 offices ch~nge 
to yellow (room rented); when the Cashier moves his switch the 3 yellow 
lights change to red (room to be readied). The Housekeeper now has control, 
and after maid has readied room, moves her switch to change color back to 
green-room available. (Room Status can be shown continuously to manage­
ment by an office Monitor panel provided only with lamps - no switches.) 
This System is suitable for installations of up to 1,000 room units, and 
in older buildings difficult to wire to each guest room. If centralized radio is 
wired to each room, the Model l-2, Figs. A and B, can be recommended. 
It bas an additional light for Maid Call_ When maid plugs into a jack in the 
guest room, a fourth lamp on each of the control boards shows white, in­
dicating maid is in room. Details in Bulletin LSI. 

Automatic - AMERICAN COMMUNICATIONS' Model 707 Automatic, the result 
of over 25 years' experience in the hotel/motel elect~onics field. accomplishes 
the same purposes as described for the Manual type, but by means of relays 
and lamp'swltches instead of slide-switches, affording greater op,erating speed 
and additional features. To operate, clerk just presses lampswltch to change 
status indication. Ideal for hostelries with high room turnover" " 
(1) Totalizers can be provided to show total occupancy at any givell moment, 
and total rentals over a given period. 
(2) Housekeeper knows by blinking light in whk:h rooms maids are working 
(and, where System includes Maid Call facility, can contact them without 
annoying guests in rented rooms). , 
(3) Maid or Inspectress may assume 'control, and change status from red to 
IIreen, when room is ready for occupancy, by pressing a button on a panel 
In the guest room. Other features and facilities, many of special value to 
Design Engineers, are detailed in Bulletin 707. 
SPECIFICATIONS - Models Uamertronic and 707 
Available in console, flush or surface-mounting" in banks of lamps and switches 
to suit space and number of room units. Specify facilities wanted. Consoles 
and Desk-top models of 'Mood-grain plastic to suit decor; panel controls are 
mounted on steel plates,' Flush and surface mounting status Controls are on 
steel panels finished' in velvet black enamel: Boards operate on 110 V. A-C; 
house wiring carries only low-voltage D-C, and circuits are' designed for long 
lamp life. lamps are standard, low-current type. 
AMERICAN'S No. A-22X/- Multi-conductor Cable Is used between boards, and 
No. A-19/2 Twisted-pair is used for house wiring to remote room units. 
Quotations, upon request, will depend upon panel construction and finish, 
number of room units, features desired, and length of cables and wiring. No 
charge for laying out Installation on architectural plans, where AMERICAN'S 
equipment is used. 

Fig. A. 'leamertronic No. lC-2/100 Manual Status Control, 100 rooms. Room Clerk/Cashier 
Combination Panel has two separate columns of slide-switches, a Registration' File, and Maid 
Call lights (see insert). Up to 1,000, or more, rooms can be accommodated by the, l-l and l-2. 

Fig. B. leamertron' No. l-2/l00' Status Con­
trol, 100 rooms. Housekeeper Panel w/Maid Call lights; 
(Cashier Panel, if separate" has same appearance). 
Piano-hinged at bottom, like No. lC-2/l00, for servicing. 
More than 1,000 rooms can be accommodated. 
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AUDIO/VISUAL/SIGNAL SYSTEMS & PARTS" 
FOR HOT E L S - M OJ E L S - INS II T UTI 0 N S 

SIGNAL MAIL RACK & MESSAGE·AT·DESK 

Fig. C. No. A·MD1/8S standard 
Desk·top type" 8S·room size, 
Message·at·Desk unit, in metal 
cabinet approx. 19!' x 19" x 22" 
wide, overall. Off·On Power 
Switch at lower-left. 

SPECIFICATiONS 
Signal Mail/Message Racks 

Standard finish, velvet black enam· 
el; other finishes to order. Material 
is steel. Standard pocket measure­
ments: approx. 8" deep x 7314" high 
(incl. 1'1s" for, Key Shelf where 
used) x 2" 'wide. Other measure­
'ments to order. 
SPECIFICATIONS - Message-at-Desk 
units are illustrated in Figs. C. 
(Desk-top type), and 0 (flush panel). 
Supplied complete with Power Sup­
ply. 
Standard finishes: Wall Type, velvet 
gray or black enamel; Desk-top, gray 
enamel. Other colors to order. Ma­
terial is steel. Measurements to 
order. 
Quotations on all materials, includ­
inf{ multi-conductor cable in re­
qUired lengths and room indicator 
panels to complete an installation 
of either System, can be given. 
AMERICAN'S No. A-22X/- Multi-con­
ductor Cable is used between 
boards, and No. A-19/2 Twisted-pair 
is used for house wiring to remote 
room units .. 

Fig D. No. A-MD2-420 standard 
flush Panel-type, 420-room Message­
at-Desk unit. Metal panel is approx. 
38" sq. x 21/2" deep. Supplied with 
_o~, without rear cover. 

Fig. G. No. A~P4-A Radio/Signal Plate, w/Maid Call jack. 

'I Quotations upon request. 

AMERICAN COMMUNICATIONS manufactures two signal 
systems, either of which may be used to expedite 
message and/or mail handling in hotels, motels, 
schools. factories. hospitaLs. and other institutions. 
The Mail (and Message) Ratk Signal System is com­
prised of' numbered pockeis, one for each room (or 
other unit), and a lamp and switch for each pocket, 
Fig. A. Each pocket is wired to a guest-room. When 
clerk files mail (or messages) in pocket, he switches 
on a corresponding lamp; simultaneously, a duplicate 
lamp in the remote room lights, and remains lit until 
guest acknowledges the signal, Fig. B. 
The Message·at·Desk Signal System is identical with 
the Mail Rack System, except that there are no pockets 
- only lamps and switches mounted on a control 
panel. Message clerk - usually the telephone operator' 
- signals to guest that there is a message (or mail) 
by moving a switch as above described. Figs. C, D. 
The Racks and Panels are available in a variety of 
constructions to suit individual reqUirements as to 
location and number of rooms, and in standard or 
special finishes as decor dictates. The Mail Rack is 
available with shelf at top of each pocket for room key, 
Fig. E. A new 2-Way model, No. A-MR2, with access from 
either side and lamps and switches on both, enables 
Mail Clerk to insert mail from one side and silently 
signal guest, and for Telephone Operator to insert 
messages from the opposite side (and also. signal the 
guest), as shown in a close-up, Fig. F. 
If guest room is not wired for radio, a separate wall 
plate, Fig. B, is provided for the signal lamp; other· 
wise, it can be included on the radio control panel, 
Fig. G (for example). 
Long-life lamps in Signal Mail Racks and Mess.age-at­
Desk unib are easily replaced from front. A metal stop 
strip across the back of each row of pockets, in the 
standard or No. A-MR3/MaiI/Message Rack, permits 
insertions only from front. The model shown in Fig. A 
is for 100 rooms, but units can be built to suit 1,000 
or more. They may be made for flush-wall (recessed) or 
surface-wall mounting, or desk (table-top) mounting. 
An easily removable end cover plate permits access 
to wiring. Power Supply unit (included) is controlled 
by toggle switch. House signal wiring carries only low, 
,safe voltage. 

Fig. B. No. A-P20-3-A Signal Plate, 
in guest room. 4%" sq. 

Fig. A. No. A-MR3/100 standard Mail/Message Rack with 
stop strip and shelf at top of each 'pocket for room key. A 
designation strip below each row of lamps and switches 
identifies each room by number. Dimen., overall, approx, 
53" x 31" x 8" deep •. Fig. E. No. A-MR3 Mail/Message 

Rack has Key Shelf at top of pocket 
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SECTION 1300 

MAID CALL 

SYSTEM 

SPEAKER 
SWITCHING 

CENTER 
Problem: Provide a means of controlling 43 high-fidelity loudspeakers 
in a large public room, so room can be partitioned into 5 acoustically 
isolated areas and specific sound programs directed only to these 
areas. Solution: AMERICAN'S No. A·SC/43 Speaker Switching Center. 
In this example, 43 5-position (and OFF) switches are shown mounted 
o~ a metal panel outl ine-marked to show the available 5 area divi, 
sions - a Stage and 4 Ballrooms - of a Main Ballroom. Switching 
Centers can be designed and built to suit other room and speaker 
layouts. The switches are spotted on the layout in the same relative 
positions as the 43 (ceiling) speakers. 
Designed to meet Convention needs, the No. A·SC/- Switching Center 
is located In the Radio Control Room. Its switches terminate in 3-circuit 
jacks, to permit patching into a jack field in associated Master Control 
Board. Speakers in any area can then be connected to receive pro­
grams originating anywhere. 

The Maid Call System provides a signal and 
I-way communication between the Housekeep­
er's office and ~uest rooms; 2-way communica­
tion can be prOVided if desired. The standard in­
stailation is comprised of a No. A-MC tight 
Panel, Maid Jack, 2-conductor cable, Micro­
phone, and Audio Amplifier. In operation, Maid 
plugs into jack in guest room, which lights a 
lamp on the Housekeeper's Light Panel, who 
then has only to talk into her microphone to 
give the maid instructions. System permits 
Housekeeper to contact ail maids at one time, 
without disturbing guests. 

SPECIFICATIONS 

SPECIFICATIONS No. A-SC/43 Speaker Switching Center, for 43 lligl\­
fidelity loudspeakers. Panel·, Is 1/16" sheet metal, approx. 40" sq.; 
assembly is approx. 3'12" deep. Finish: gray Hammertone; other 
finishes to order. Design of switches and circuit depend upon installa­
tion with which it is to be used. Mounting design - surface or flush -
to suit location requirements. 

Panel dimensions and finish to be specified. 
Standard finish is gray Hammertone .. Panel 
material is steel. Each Panel is supplied com­
plete with Power Supply. Available in flush, su 
face or desk-top mounting construction. 

Quotations upon request. 

House rooms may be wired with No. A-19/2 
Twisted-pair. Microphone (w/press-to-talk 
switch) and Amplifier may be standard, good­
fidelity types. 

No. A-MC/420 Maid Call Light Panel, 420 rooms, 
flush-wall-mounting type, is on a steel plate 
finished in gray Hammertone. Has designation 
strip for room numbers above each row of 
lamps. Uses 24 V. screw-base lamps, removable 
from front of panel. Off/On Power Switch (shown 
at lower-left). 

Dimen., overall, approx. 21" x 21" x 3" deep. 

Quotations upon request, for any complement 
of materials, and for any number of rooms. 

MESSAGE & 
MUSIC I PAGING CENTER 

MOTEL·O·PHON 
SYSTEM 

MOTEL-O-PHONE was specially developed by AMERICAN COM­
MUNICATIONS for use in Motels, Motor-Inns, and .,the smaller 
Hotels, as a low-cost, simplified central control and interior 
telephone service to guests. However, it is also admirably 
suited to an almost limitless number of other applications­
in factories, schools, hospitals, laboratories, etc. 
A complete Motel-O-Phone installation for 48 telephones, as 
iilustrated here, Is comprised of the following: 

1 - Model 100 Basic Unit (24 positionsi 
1 - Model Add-A-Board (24 positions) 
49 - Fr~nch-style De.s~ Phones, ea. w/bell 
(*) - Wife, 2-conductor 
(Wall Telephones, each with bell, can be sup­
plied in place of Desk Telephones.) 

Add-A-Board units are purchased only where the number of 
Desk Telephones to be installed exceeds 25 (as in above 
example). Therefore, the Basic Unit can be bought initially, 
and one or more Add-A-Board units only when needed. No skill 
to instail more - just place one Add-A-Board atop the other, 
and connect by means of a 3-prong plug! 

No experience to operate! 
(1) To ring station, after having turned on Basic 

Unit, press button numbered for that room or 
location. 

(2) To receive station call, lift. handset. This stops 
bell ringing. 

When a station rings in, an annunciator plunger, 
one of a row under the designation strip, projects 
from panel and remains so until operator manu­
ally resets it by pushing it back. This allows 
operator to answer rooms which Signaled during 
absence of operator. A toggle· switch controls A-C 
power to the Basic Unit. Above it is the Fuse Holder 
and below, a Pilot Light. Line fuse is replaceable 
from front of panel. 

SPECIFICATIONS 
No. A-MT Motel-O-Phone is a complete Multiple 
Telephone Switchboard, and operates on ll5 V., 
60 cy. A-C. Cabinet is steel, finished in scratch­
resistant gray enamel. Desk and Wall Telephones are 
finished in dull black enamel. (Other colors to 
order.) 
Model 100 Basic Unit measures approx .. 221/4 x 8 x 
6'12" deep; Add-A-Board units, 221/2 x 31/. x 4%" 
deep. Approx. net weights, respectively, 30 and 12 
Ibs.; Desk or Wall Telephones, approx. 6 Ibs. 
Prices upon request. 

(*) Quantity sufficient for connection between 
Basic Unit and Room Telephones. 

The unit shown here, AMERICAN'S No. A-MD/ 
MP/- combination Message·at-Desk and Musicl 
Paging Center, illustrates two useful design 
factors: (1) provision of an expansion area on, 
the panel for the later addition of more room 
signals; and, (2) the integration of one facility 
with another. This design is applicable to any 
number of rooms. 
in this No. A-MD/MP/65, a Message-at-Desk 
signal .is provided to 65 rooms, plus control of 
speaker volume in 6 public areas, with choice 
of music or paging in these areas at controlled 
volumes. 
SPECIFICATIONS 
No. A-MD/MP 165 Message & Music/Paging 
Center, 65 rooms. Steel panel measures approx. 
21 x 46x 4" deep. Supplied with or w/out rear 
housing. Finish, pearl gray Hammertone. 
Prices upon request. ·l AMERICAN COMMUNICATIONS CORPORATION 

REt"""" NEW Y 0 R KelT Y 7, NEW Y 0 R K 
Page 64 • The MASTER ~ 26th Edition © U.C.P., Inc. 



SECTION 1300 

AUDIO/VISUAL/SIGNAL SYSTEMS & PARTS 
FOR HOTELS - MOTELS - INSTITUTIONS c 

MASTER RADIO OR TV ANTENNA SYSTEM 
Installation requirements for an AMERICAN COMMUNICATIONS Master Antenna System, 
whether for Radio or TV - or both - mainly depend upon field signal strength and local 
interference. A field-strength survey must be made to determine whether the received 
signals are sufficiently strong and reasonably "clean". 
If TV signal strength in the area is low, a No. A-BA weatherproof Broadband Booster 
Amplifier (shown mounted on mast) located at the antenna may be used, for an additional 
25 db gain on all VHF· channels, power supply and Off·On control are a separate, remote 
unit, No. A-BAP (not shown), which may be up to 500 ft. distant. Input 300 or 75 ohms, 
output also 300 or 75 ohms. Terminals permit use as Broadband, High-band, or Low-band 
Amplifier. 
The Radio signals are fed to the Centralized Radio System, and the TV signals are dis­
tributed to the various TV risers. 
TV signals on UHF channels may be converted to unused non·adjacent VHF channels by 
means of a No. A-U/V-C Converter (not shown); its UHF Mixer head mounts at antenna, 
and delivers VHF signal to remote oscillator. Specify the UHF and VHF channels. Converters 
are also available to cover VHF High to VHF Low, No. A-U/V-Cl. 
To deliver adequate signal strength. at each TV outlet, it usually is necessary to use 
Iqw noise, high gain, head· end amplifiers, one for each channel. A No. A-CH/- is shown 
here. A group of up to 7 such channel. amplifiers can be assembled· in one steel cabinet, 
No. A-C/CH/- (not shawn here). 

Prices of following items upon request: 

No. A-BA 
TV Booster 

Amplifier. 

SPECIFICATIONS 
No. A-CH/- TV Channel Amplifier. 
Bandwidth, 6 mc., gain, 45 db. 
Low·noise cascade input. Out. 
put, 1 V. per ea. two outputs. 

No. A·BA Weatherproof Broadband TV Booster Amplifier, wiNo. A-SAP Power Supply. 
No. A-U/v-C Converter, w/UHF Mixer Head. Specify UHF and· VHF channels. 
No. A-V/V-C Converter, w/Mixer Head, for VHF to VHF. Specify channels. 
No. A·CH/- Channel Amplifier. Specify which of channels 2 to 13. 
No. A,C/CH/- Channel Amplifiers in Metal Cabinet. Specify channels. 

CENTRALIZED 
RADIO 

SYSTEM 

The control center of AMERICAN COMMUNICATIONS' 
"Channelized'" Radio System is the No. A-CR Rack Unit 
shown here. In this System, the signals from the An· 
tenna System are fed to the Rack·and·Panel assembly, 
where they are received,. detected, amplified and dis· 
tributed as audio .signals to remote speakers (guest 
rooms, public areas, etc.) through a system of properly 
selected cable and matching components as specified 
by the Supervising Enginee" 
No. A·CR Rack can be llJodified to suit requirements. 
The· standard Rack, however, is comprised of 4 AMERI· 
CAN No. A·300e AM Crystal·controlle.d Radio Receivers, 
I No. A·300T AM Tunable Radio Receiver. a panel·con· 

.trolled No. A·P/M Preamplifier/Mixer (for mIXIng a 
high·impedance microphone and phonograph), Monitor 
Speaker, power supplies and controls, and Timer (*). 
The Radio Receivers deliver a minimum of 35 walts 
audio power. (Additional amplification, if needed, is in· 
corporated in a second Rack.) 
If the tunable receiver is a No. A·300F (for FM recep· 
tion), the house manager may tune it, like the A·300A 
AM Radio Receiver, to a continuous·music station for 
background music, available to guest when he switches 
to this channel - within the operatin« hours auto· 
mati cally controlled by the Timer (*occasionally else· 
where than on Rack) 
The Monitor Speaker (optional) has same response as 
room speakers for true check of programs as received 
in guest rooms. It is hinged to side of Rack, approx. 
50" from floor. Switching permits its use on back· 
ground·music circuits, P.A., etc. 
If Rack is to be used with AMERICAN'S Emergency Alert 
System, the standard model will include 8 hermetically· 
sealed relays - one each for the 5 radio receivers, 
one in preamplifier/mixer, one in the automatic timer 
circuit, and one in a booster amplifier circuit. (The 
I·stage booster ampUfier is required only for Emer' 
liency Alert installations). Tbese enable remote 
Emergency Alert equipment to assume control and 
deliver to all the loudspeakers a suitably high signal 
whenever needed, regardless of off·on status of Rack, 
room speaker channel·selector switch, or P.A. system. 
Rack can include additional facilities, as for example 
switching into Muzak or other wire line, or use of 

. tape or record player, for background music. For Stereo 
FM reception, using a multiplexed FM station as the 
source of both stereo channels, a Stereo Multiplex 
Adaptor is added to the existing FM receiver, and the 
two resulting audio channels are fed to stereo 
equipment: . 
Receivers are high·fidelity type, with push·pull output. 
The No. A·300C Radio Receiver is shown here, No. 
A·300T, and ·F, have same physical dimensions and 
general appearance. Several features make these reo 
·ceivers exceptionally reliable and efficient: (A) the 

No. A·300C Radio Receiver • 

single electrolytic capacitor is plu~·in type for servic­
ing convenience, (B) circuits are trople·fused (one each 
for power line, filament supply, hiSh·voltage supply); 
and, (C) voltage regulator tubes limit surge potentials 
to safe values. For trouble·free performance over long 
periods of continuous operation in commercial service.· 
only close· tolerance, high-Quality components are used, 
and operated within wide safety margins, in a rugged­
ized receiver. design. 
SPECIFICATIONS 
Rack 
The No. A·CR Centralized Radio Rack is made of cold· 
rolled steel 1/16" thick, panels are aluminum, 3/32" 
thick. Standard finishes, Rack and Panels, slate gray or 
black ripple enamel. Rack amply ventilated by louvers 
on 3 sides. Easy·access rear door has slip·joint hinges. 
Rack measures approx. 68 x 22 x 18" deep. Fully fused; 
use on 20 A. mains service, 115 V., 60 cy. Supplied 
completely equipped as described. 
Prices upon request. 
Radio Receivers 
Receivers are separately available. Both are same size. 
Overall dimen.: approx. 19 (w/flanges) x 11 x 7" deep 
(plus :V4" for condenser shaft). The No. A-300T Radio 
Receiver has, 3-section variable condenser for manual 
tuning, No. A·300C crystal'controlled model (illustrated) 
has 2-section. Condensers, ·once adjusted, can be locked 
in position. Crystal frequency must be specified. 
AMERICAN will supply Crystals in FT·243 holder. 
Tuning range, 540-1,720 kc.; sets have I RF and 2 IF 

. stages. Output transformer has taps that present bal· 
anced load impedances to the following lines:.4, S, 16, 
600 ohms, and 70 V. Rated audio output, 35 W. Each 
Receiver has a Selector SWitch, knob-controlled from 
front of panel, .for selection of (I) Radio; (2) Micro· 
phone or Phonograph; and, (3) Muzak, or other wire line. 
Tube complement, No. A·300T: I, 6SA7; 2, 6SK7, 2, 
003/VRI50; I, 6SR7, I, 6SN7GTB, I, 5AR4; 2, 6L6GC. 
No. A·300C has same complement, except 6KS replaces 
6SA7. 
Prices upon request. 
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DOCTORS CALL BOARDS 

No. A·DCB!200 Doctors Call Board, 200 names. Also 
available w/Message Signal, Intercom, etc. 

Shown here is AMERICAN'S Doctors Call Board, flush·mounting type, as 
built for 200 names. Other sizes and mountings to order. May be 
used wherever rapid, convenient check·in and check·out are wanted­
especially for doctors, and other special personnel. 
·A column of switches at left of a column of translucent designation 
strips permits doctors to indicate whetber they are on duty. Upon 
arrival, each moves his respective switch to ON, which illuminates his 
nameplate; leaving, he moves switch in opposite direction, to OFF. 
This "IN" Board can be operated by a Receptionist, instead. As doctor 
may arrive at an Entrance door, and leave by an Exit door, a second or 
"OUT" Call Board must be provided at this Exit. 
Additional Call Boards but without switches can be provided in the 
offices of, for example, Head Nurse and Superintendent's ofiices, to 
constantly show and instantly signal the doctor on·duty status. 
Doctors Call Board is also available with Message·at·Desk facility­
without requiring additional wall space! When giving a "message" sig· 
nal, in this model, the lamps under a name strip slowly blink off and 
on until signal is acknowledged. 
Another Call Board model provides Intercom facility. This conveniently 
allows physician upon arrival to receive his message without delay', and 
upon leaving to give special instructions to the front desk (which· may 
be remote from exit). 
Still another is double·sided, so illuminated name can be seen from 
both Doctor's side of Call Board and from Telephone Operator's side • 

. SPECIFICATIONS 
No. A·DCB/200 Doctors Call Board, 200 names, is on a steel panel 
approx. 26 x 32" overall; unit is approx. 3" deep. A piano hinge at 
left permits entire panel to swing outward for servicing. The indio 
vidual nameplate panels, too, are hinged, and swing outward for easy 
replacement of names and lamps. 
No. A·DCB2/· Doctors Call Board, identical with No. A·DCB/·, except 
including Message Signal. 
No. A·DCBX/· Doctors Call Board, identical with No. A·DCB/·, except 
without switches, for remote monitoring (only). 
No. A·DCB3/· Doctors Call Board, identical with No. A·DCB/·, except 
including Intercom. 
No. A·DCB4/· Doctors Call Board, equivalent to any of above types, 
except double·sided, with. names readable from both sides (switches 
on only one side). 
Standard finishes, gray crackle or flat polar white enamel. Other fin· 
ishes to order. Number of names, etc., to suit. 
Prices upon request. 

AUDIO /VISUAL (SILENT) 
PAGING SYSTEM 

No. A·A/VP·E/3 
3-bank Encoder, for 
Audio/Visual (silent) 
Paging System. 

Designed for use with· a Cat~ Board, AMERI· 
CAN'S Audio/Visual Paging System presents 
an efficient means of personnel paging in 
hospitals, department stores, schools, ho­
tels, faCTOries, offices, etc. (Don't add to 
room noise - use Silent Paging!) 

In operation, a designated person (Tele· 
phone Operator, for instance, in a hospital) . 
sets up on a desk·top Encoder, the call num· . 
ber assigned to a person (doctor or nurse) 
whose attention is wanted. This can be any 
number from 1 to 999 per bank of push· 
buttons. This number then instantly appears 
in the window of remote readout indicators 
or Decoders, wherever located. The called 
person can acknowledge the call in a vari· 
ety of ways - by house 'phone or Intercom, 
for instance. 

Encoder No. A·iI/VP·E/3 shown here has 
two additional banks of buttons which per· 
mit two additional calls to be set up at 
the same time, and by automatic switch· 
ing, each will be signaled, in sequence, 20 
seconds after the preceding one. Or, by 
operating a switch, anyone of the three 
sets of numbers can be held in view and 
shown steadily until acknowledged. 
A jack on the front skirt, for microphone, 
permits audio paging, emergency instruc· -

un 1m iii !iii 

No.- A-A/VP-D 
Decoder, Audio/Visual (silent) 
Paging system. lias 4" numerals •. 

tions, etc. A pilot light indicates trie "ON" 
condition. Encoders may be located in sev· 
eral offices, and Decoders at any number 

. of remote points. The System has many 
applications, and the number of push·but· 
ton banks built into the Encoder will de· 
pend upon these applications; also, an 
Intercom facility can be incorporated into 
the design. Decoders with Intercom, avail· 
able in either l·unit or 2-unit construction, 
permit point·of·signal reply. 

SPECIFICATIONS 
Encoder No. A·A/VP·E/3, 3-bank, is a desk­
top unit in metal housing. Dimen., approx. 
11 x 53/4 X 14" deep. Operates on 115 V., 
60 cy. A·C. 
Decoder No. A·A/VP·D is a signal/speaker as­
sembly in metal housing approx. 25 (incl. 
flanges) x 53,/4 x 15'/2" deep. This unit is sur· 
face·ceiling mount type; other types of 
mounting can be supplied. Speaker is 5" 
PM type in an acoustic chamber designed 
for maximum intelligibility. Readout unit 
displays numerals 4" high that are readable 
at over 60 ft. 
Standard finishes: Encoder, buff enamel; 
Decoder, flat polar white enamel. Other 
finishes to order. 
Prices upon request. 

PATIENT'S 
RADIO WALL·PLATE -

No. A·RWI Radio Wall·plate. 

SPECIFICATIONS 

Although lIesigned for use by patients in hospitals. the No. 
A·RWI Radio Wall·plate shown here, Is a convenience­
Wh·erever used. Operates by pull chain. 
Has stepper· switch and a jack. Switch has continuous 
"rotation through "Off", 5 positions for selection of radio 
-programs; and back to "Off", and so·on. Jack provides 
'connection for pillow speaker. . 

No. A·RWI Radio Wall·plate. Switch js pull'chain actuated, continuous rotation, slngle·pole, 
5 positions and "Off". Either single·circuit or seize·type jack can be supplied, for PL·SS 
plug; specify 'Which desired. Plate is brushed steel, approx. 23,/4 x 4'12" high; overall depth, 
from front of plate, 21/.". Fits standard outlet box. Bead chain is steel, ~ ft. long; cut to 
desired length. Brass plate and chain optional. Prices upon request. 

'M'~" A M ,E RIC A NCO M M U N I CAT ION S COR P 0 RAT ION 
il ""AS"", NEW Y 0 R K CIT Y 7, NEW Y 0 R K 

Page 66 • The MAS-rER - 26th Edition © U.C.P., Inc. 



SECTION 1300 

AUDIO/VISUAL/SIGNAL SYSTEMS & PARTS 
FOR HOTELS - MOTELS - INSTITUTIONS 

TV AND RADIO/TV 
PILLOW SPEAKER 

CONTROLS 

No. A·S/C·T 
TV Pillow 

Speaker/Remote 
Control. 

The No. A·S/C·T combination TV Pillow 
Speaker and Remote Control (illus· 
trated) h~s dynamic earphone w/3.2 
ohm voice coil. Unit connects to adap· 
tor in TV set. Pressing button controls 
set OFF·ON, and selects station; wheel 
adjusts volume. Ivory plastic case, 
w/suspension chain and bed·clip. 
White plastic cord with adaptor plug 
is approx. 5 ft. long. Approx. 4'12 x 
2'12 X l'1a" deep overall. Use with GE 
Hospital·model TV set CBM620 VVY, or 
specify set model. 
The No. A·S/C/N·RT (not illustrated) 
is a combination Radio and TV Pillow 
Speaker, Remote Control and Nurse 
Call. Operates in conjunction with 
stepper relay unit (supplied). 
Prices upon request. 

PORTABLE ELECTRONIC LECTERN 
wmm~ruttmmit'kU g ill mmmm l ~ MwWmmttllitNWSmmfSMwt:_fJ1l. is) Jf2; . fillt:nwrmt Vif __ * 7mr~~:tW 
AMERICAN'S No. A·203 (A and B) Electronic 'Lectern is unified - nothing 
else to buy (includes microphone, amplifier, loudspeaker, reading light, and 
provides for optional eqUipment). It is ellicient and portable. When combined 
with base (as No. A·203B) it is sometimes referred·to as an Electronic 
Podium. . 
High·quality -ca.rdioid microphone, w/Oll-On switch, is adjustable in height 
and position; side mounted, for maximum desk room. Amplifier is high· 
quality, reliable, and high·fidelity type, w/separate Bass and Treble controls 
to suit any acoustic situation of speaker or audience. Loudspeaker is in 
acoustic chamber designed for maximum voice fidelity and minimum feed· 
back. Lumaline fluorescent reading light is shaded, and noise·filtered. 
Housing is in two parts, with top or Lectern section lifting off lower or Base 
section; Lectern section, sold separately, contains apparatus above·men· 
tioned, and is suited to table·top use in hotels, clubs, banquet halls, indus, 
trials (sales meetings, etc.). Ample space under sloped reading desk for 
reference material; a ledge that will conveniently support a dust cover (not 
supplied) skirts junction of Lectern and its base. Base section, equipped with 
quiet, ball·bearing casters, is demountable, and folds for convenient storage. 
Optional equipment: (1) jack with extra speaker for covering large audiences: 
(2) tape machine for background music or recording; (3) jack for patching 
into existing P.A. system; (4) jack, and neck microphone With long lead, for 
speaking away from Lectern (as for audience participation, etc.); (5) bullt·in 
or remote timer, and signal light. 
SPECIFICATIONS 
No. A·203A Lectern (only), equipped; No. A·203B, Lectern w/Base. 
cabinet is solid wood, walnut·veneered, in rich furniture finish; other 
and finishes to order. 
Overall dimen. (Lectern and Base), approx. 28" x 19" x 50" high. Cardioid· 
pattern microphone has gooseneck stand. Amplifier audio output, 10 watts. 
PM type speaker. Junction box for plug and A·C linecord; specify cord length 
required. Operates on 115 V, 60 cycles. . 
No. A·203C, is No. A·203B (Lectern and Base) w/jack for second, auxiliary 
speaker (supplied; specify type and housing). 
Prices upon request .. 

No. A·203B 
Portable Electronic Lectern· is 
used in "the world's most 
electronic hotel." 
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BACKGROUND MUSIC MAKER PORTABLE 
MICROPHONE MIXERS Where recorded tape is to be used for 

highest fidelity background music, AMERI· 
CAN manufactures the No. A·BM Bilck· 
ground Music Maker. The Dolce model is 
illustrated. Unit is also available recessed 
in cabinet and closed·over by a front door. 
Ideal for hotels, motor·inns, travel termi· 
nals, medical centers, bowling alleys, res· 
taurants, shopping centers (one No. A·BM 
Background Music Maker can supply hi·1i 
sound to all the units in a Center), etc. 
Will play up to 16 hours of original music; 
then automatically repeat. Can be supplied 
for stereo systems. Includes facilities for 
public address or paging. 

The No. A·6M 6·channel Portable Microphone Mixer has mixers 
for 6 low·impedance microphones, ma.ster gain control, Cue 
jack for headphone monitoring of broadcast·quality program 
·material, 'pilot light and OIl·On switches for each of two 
power supplies (one service and one standby). 

. Six mixers work from preamplifiers into mas· 
ter gain control, overcoming· losses to provide 
gain required for remote operation. Output is 
+ 15 dbm. Frequency range, 30·15,000 cy/sec 
;::t 1 db. 

SPECIFICATIONS 

No. A·6M 
G·channel Portable 

. Microphone Mixer. 

Rack includes tape transport with 10'12" 
reels, preamplifier, standard 30 W hi·fi 
audio amplifier (other power outputs to 
order), phono i1nd 2 microphone inputs, 
and controls (separate Bass and Treble 
·tone controls, Phono Gain control, and 2 
Microphone Gain controls). 

AMERICAN'S No. A·10M Portable Microphone 
Mixer (not shown) for 10 microphones is simi· 
lar in construction. 

Slope·front metal cabinet measures approx. 
16" x 7" x 8" high. Carrying handle. Fused 
Power supplies. Terminations at rear of cabi· 
net. Gray crackle enamel finish. 
Prices upon request •. Other designs to order. 

A·BM 
continuous Background 
Music Maker. _!lmJiemiej~_':'! ____ m ________ ii~'.m,.lli!!:i1"'" _______ .. M"";M;f;Wif: _______________ _ 

SPECIFICATIONS 
No. A·BM Background Music Maker, Dolce 
model. Cabinet overall dimen. approx. 48 
(high, incl. footing) x 22 x 20" deep. Rear 
(servicing) door has slip·joint hinges. 
Material is 1/16" steel. Fully louvered for 
maximum ventilation. Standard finishes: 
slate gray or black ripple enamel. 
No. A·RT/16 Recorded Tape, long·play 
(16 hr.) Background l\'1usic (choice of 
library). Prices upon reauest •. 

MICROPHONE HOIST 
A new development by AMERICAN, to meet the 
need for a less expensive device, usable with 
almost any microphone, for remotu control of 
microphone height is the No. A·MH ceiling· 
mount Microphone Hoist (not shown). It is ex 
ceptionally quiet in operation. 

An UP/DOWN switch remotely controls raising 
and lowering of microphone, on its cable,.. by 
means of a reversible motor and a system 
of relays. PriCes upon request. 

MUSHROOM PORTABLE SPEAKERLITE 
"SONOLUME" MODEL 

AMERICAN COMMUNICATIONS' originated the 
combination loudspeaker·and·lamp .or "Sono· 
lume", shown here, for use outdoors. This 
Speakerlite is deSigned to supply both iIIu· 
mination and music for lawns, patios, walk· 
ways, pool·side, and so·on. Power cord 
connects to nearest A·C outlet, and sound 
cord connects to music source; as thi- may 
be a P.A. system, the Sonolume can be used 
also for paging. 
Weatherproof light·and·sound dillus"-r assem· 
bly includes a loudspeaker, lamp and socket, 
and a volume control, aH atop a pointed 
ground·stake. 
Special to order: No. A·S/L·S Sololume 
model, w/photocell for automatic light con· 

trol at dusk; and, No. A·S/L·A Audiolwile 
mc1el, w/Floor stand base to fit poilted end 
of stake (for porch use). 

SPECIFICATIONS 
No. A·S/L·M Mushroom·style Portable Speak 
erlite (Sonolume). Lamp capacity, standard 
model, 100 W, 115 V. Weatherproof A C and 
·audio cords are 8 ft. long; A·C cord .i.s heavy· 
duty Approved type, w/power plug. 
Standard color, Garden Green. Dimen., over· 
all, approx. 10'12" diam. x 5'12 ft. high 
(steel stake is 4'12 ft. long). Aluminum hous· 
ing. 
Prices upon request, 

P.A. AND TV ENGINEERING SERVICE 
Our Registered:ProfessionalEngineers will assist in the planning 
and layout of all types ofPtiblic Address and Televisioninstallations 

.No. A·S/L·M 

'"~" A MER I CAN • COM M U N I CAT ION S COR P 0 RAT ION 
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CLOSED-CIRCUIT TELEVISION 
AMERICAN COMMUNICATIONS designed and installed the entire 
Closed-circuit TV System in the new Jack Tar Hotel, San Francisco, 
Calif., "the world's most electronic hotel", where guests check in and 
out by TV. We are prepared to assist, with engineering and equip­
ment, others wishing to plan and install private television networks 

Modern Closed-circuit Television for hotels, hospitals, schools, stores, banks, luxury apartment build­
Camera has remote- can hal zoom ings, traffic terminals, institutions and industry (here, direct tele­
lens, high resolution to 800 Unes vision aids in quality control and automatic processing). 
at 1 ft./gandle! Also, remote control 
of pan, tilt, focus, iris. 

AUTOMATIC 
PRE-SIGNAL 
FIRE ALARM 

EMERGENCY ALERT SYSTEM 

The No. A-309 Automatic Pre-Signal Fire Alarm 
(not illustrated) is designed for hotels, schools, hos­
pitals, apartment buildings, etc., as a means of 
eliminating panic in large buildings due to the 
sounding of general evacuation bells by the opera­
tion of heat detectors or manual break-glass sta­
tions. 
A control panel assembly connected to heat de­
tectors and break-glass stations in various loca­
tions enables attendant to check these locations in 
an emergency, take any remedial action necessary, 
and issue only a local alarm in controlled areas 
when possible. In occupancies 'where attendant is 
part time, or not on duty, alarm can be switched to 
full automatic. 
GENERAL SPECIFICATIONS 
No. A-309 Pre-Signal Fire Alarm is comprised of a 
variety of Panels, Alarm Bells, Heat-rise Detectors, 
Pre-signal Stations, power supplies and wiring, to 
suit installation. 
System quotations and apparatus prices upon 
request. 

The undulating, siren-like tone of AMERICAN'S 
(patented) automatic electronic Emergency Alert 
System commands instant attention in an emergency. 
The control center of the system is a conveniently 
located Emergency Alert unit resembling a Fire Box. 
In operation, operator breaks glass covering switch, 
and moves switch to SIREN or TALK. In either case, 
remote relaYS (usually about' 7 in number) take over 
the amplifiers and loudspeakers in the related radio 
and P.A. systems, and the priority electronic siren 
or emergency instructions are heard at high level in 
guest rooms and public areas, regardless of the 
sound program previously being received, and even 
if set is off. 
Mounted on the front of the steel Emergency Alert 
box are the SIREN-OFF-TALK switch in a glass­
covered recess, a chained hammer, red pilot light, 
dynamic microphone (for issuing emergency instruc. 
tions), and ,an instruction card. Within box are tM 
electronic siren, audio power amplifier, spare tube, 
power supply, connecting. strip, and a relay. 
GENERAL SPECIFICATIONS 
No. A-EA Emergency Alert unit. Steel signal box, 
enameled in Chinese Red, measures approx. 15 x 
15 x 5" deep; has 'knockouts for conduit. Supplied 
equipped as described. Fully fused at 5 A. Operates 
on 115 V., 60 cy. A-C. 
No. A-EAR Relays, for Emerl!ency' Alert installations. 
Multipole, to SUit audio CirCUits into which they 
connect. Coils operate on 24 V. D-C. Heavy contacts. No. A-EA Emergency Alert signal box has electronic 
Hermetically sealed. siren with warble sound. 
Prilles upon request. 

AUTOMATIC WAKE-UP ALARM 
This automatic facility, developed 

"by AMERICAN COMMUNICATIONS' 
engineers, is based on the use of an 
electric clock and a continuous­
play tape deck, with provision for 

'One of the time-set units on the 
No. A-WA/6 Master Control Panel 
at Front Office has 6-hr. switch 
dial, signal lamp, Off-On switch. In­
set: dial of 3-hr. time-set switch, for 
,Master Control Panel No. A-WA/.3. 

operating a call signal at every 
quarter-hour through either a 3-hour 
or a 6-hour period - usually 7:00 to 
10:00 or 4:00 to 10:00 A.M. 
This No. A·WA/-(3 or 6) Wake·up 
Alarm ordinarily is operated by 
Room Clerk or Telephone Operator, 
who turns a control-panel switch to 
within a quarter-hour of the time at 
whioh lIuest wishes to be awakened. 
OperatIOn is now fully automatic­
Wake-up Alarm "remembers" calling 
time and sends a calling message at 
the proper time to the correct. room. 
Shown here is a single room unIt of 
the master control panel 11'1 front 
Office. This panel has on It a similar 
time-set switch, signal lamp and 
Off-On switch for every room. 
The alarm is both visible and audi­
ble. At the designated time a lamp 
lights in guest room, and a record­
ing advises guest to "shut me off". 
The call signal is acknowledged 
when guest turns a switch, which 
puts out light and ends the call 
signal. 
This completely relieves house per­
sonnel of responsibility, since wake-_ 
up alarm is repeated until guest 
acknowledges call. 

iiI 

The guest-room signal lamp blinks 
in unison with a monitor lamp at 
Clerk's or Operator's desk until 
guest cancels signal, both audio and 
visual, by moving his switch. Even 
though guest's switch is now in his 
"off alarm" position it is still elec­
trically in an "on alarm" position 
when Clerk or Operator again wishes 
to" send a wake·up signal to tile 
same room.' • 
GENERAL SPECIFICATIONS 
InstallatIon Includas a Front Offlce, 
Master Control Panel for S-hr. tim· 
11If. No. A.WA/Sb or 6·hr., No. 
A-WAfS, a No. A·T continuous-play 
tape deck and recorded tape, pre­
amrlifier,. and (if needed) room con­
tro panels. (System usually utilizes 
existmg room radio facilities and ap­
paratus - audio amplifier, speakers, 
room control panels, wiring, and or­
dinarily. there is space on the ex· 
isting room control panel for signal 
light and switch.) 
Size of Master Control Panel is de. 
termined by the number of rooms to 
be signaled; construction and finish 
to order. Equipment operates on 115 
V., 60 cy. A-C. 
Equipment prices upon request. 

APARTMENT 
BUILDING 

ALERT SYSTEM 
AMERICA'S No. A-EAB automatic and 
electronic Apartment Building Alert Sys­
tem (not illustrated) is an application 
of the No. A-EA Emergency Alert unit, 
and Is particularly suited to apartment 
building complexes. 
The No. A·EA Emergency Alert unit is 
connected to control boxes, an amplifier, 
and one or more weatherproof outdoor 
speakers. Upon' sounding of alarm, dis· 
tinctive, warbling-lone electronic siren 
can be heard by patrolman on beat. 
GENERAL SPECIFICATIONS 
No. A-EAB Apartment Building Alert Sys­
tem includes control boxes, No. A-EA 
Emergency Alert unit, 100 W, audio am­
plifier, weatherproof outdoor siren 
speaker(s), and wiring. Installation can 
include annunciator panel to show loca­
tion of actuated alarm box. 
System quotation and apparatus prices 
upon request. 

'Met" A MER I CAN COM M U N I CAT ION S COR P 0 RAT ION 
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LOUDSPEAKERS & ACCESSORIES standard Speakers and Ac.cessories for AMERICAN'S 
sound systems are here illustrated. Baffles and 
'cabinets in other constructions available on order. 
Control panels, shown here on some items, are 
extra (see listings of the various types elsewhere). 
AMERICAN will install control panels in customer's 
furniture upon Contractor's order. 

No. A-S1/B (8"), No. A·S2I6 (6") slIeakers. 
Hi-fi model (left) has best respohse. 

No. A-B1/· Baffle. New, 
Sparton model. 

'0. A-B2/. Baffle. Stand­
rd style. 

No. A-O Dust Bag. Use 
on Speakers. 

No. A·B3/· Baffle. Sound 
is diffused. 

'No. A-Sl/- High-fidelity Speaker, with dual cones, 
6", List $7.20; 8", $10.20. 
No. A-S2/· Wide-range Speaker, 6", List $5.20; 8", 
$8.20. 
No. A-O Speaker Dust Bag, anti-fungus impregnat~c 
and verminproof. Sizes: 6", List $1.80; 8", $1.90· 
12", $2.00. 
No_ A-B 1/8 Sparton model Baffle, for 8" speakel 
(only). Enameled iron; white (standard), or color! 
to order. List $4.15 (Plastic Ring, for mounting ir 
ceiling, $2.50). 
No. A·B21- Standard Baffle. Available in brushee 
aluminum. For 6" speaker, List $4.25 (Plaster Ring, 
$2.00); 8", $4.50 (P.R., $2.50). 
No. A·B3/· Ceiling Baffle. Popular model of soune 
diffuser. Color-anodized aluminum. For 6" speaker, 
List $7.00 (P.R., $2.00); 8", $9.00 (P.R., $2.50); 12", 
$12.50 (P.R., $3.50). 

SPEAKER BAFFLES (WOOD) 
••• ,mm •• m'III_ •• tM1 ••• WMlWiiWtMWlWW]WIlmWmWIll_ •• ·.IWI::.I •••••••••••• miWii~ 

The following Wood Baffles are available in various finishes. 
Monogram grilles (for hotel and motel rooms) supplied on 
order. 
No. A~BWI/. Baffle has waffle-pattern white plastic grille 
on plywood panel in light mahogany finish. List, for 6" or 
8" speaker, :ji18.50. 
No. A·BW2/· Baffle is plYwood, finished in light mahogany. 
This vertical-vent baffle is a popular number. List, for 6" 
or 8" speaker, $20.00. 
No. A·BW3/· Baffle Cabinet, surface mount, slanting front. 
Plywood light mahog8JIY finish. Customer choice of grille 
cloth. List, for 6" or 8" speaker, $24.50. 

No. A·BWf/· Baffle. 
Grille is plastic. 

.140. A·BW2!- Baffle. 
WOOd, vertical vents. 

No. A·BW3/· Baffle. 
Box di rects sound 

DECORATOR·MODEL SPEAKER PANEL 
No. A-B4/· Baffle. 
Provides for controls. 

N.D. A-B4 Baffle, .in Decorator style, is brushed aluminum. Gold anodized availlible. 
Space is provided for controls. For 6" or 8" speakers. Prices upon request. 

UNDER·TABLE SPEAKER BAFFLE 
Iii 11 illlliW xx 

No. A·BW4 Baffle Cabinet mounts under table, has pressure-release vents on 
sides, projects sound downward. List, for 6" or 8" speakers, $18.60. No. A-BW4/. Baffle. Mounts under table. 

TV ,MOUNTS 
No. A·TVB Bracket Swivel 
wall-mounted support for 
19" TV sets, particularly the 
Designer series, or equiva· 
lent, for hospitals, hotels, 
etc. Saves floor space. Set 
'easily positioned for !lest 
vieWing. List $25.80. 
No. A-TVS. Rolf·away TV 
Stand is easily positioned 
under, for example, a hos­
pital bed. Shelf holds set 
over bed. Hard rubber cas­
ters, bolted l!8-in. diam. 
steel tubing. Shipped KD. 
Bar holds pillow speaker 

TV TABLES 
J£ bUff 

No. A-TVT-B Table. 
Speaker cabinet extra. 

No. A·TVT·A Tab.!e. 
Provides for controls. 

No. A·m-A Table. Holds standard Hotel-type TV' sets. Control panE 
can be installed dn front skirt, as illustrated. Standard finish I 
White, or color to order. Wood legs. Prices on request. 

No. A·TVB. Bracket swiv· 
els for best TV viewing. 

cord or, as shown, TV Re· N A TVS St d h ld 
mote Control Cord. Prices o. - • an 0 S 
upon request. TV set over bed, 

No. A·TVT-B Table. For TV sets. Control panel and speaker (No. A-BW 
Baffle Cabinet, equip~ed) will fit underneath. Black, or ollrer colo 
to suit. Metal legs. Prices upon request. . 
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CABLE & WIRE 
1 AMERICAN COMMUNJCATIONS CORPORATION • 

2 AMERICAN COMMUNICATIONS CORPORATION 12m=? 
£ilL ..------

4 AMERICAN COMMUNICATIONS CORPORATlON;t1&w 

'5 "AMERICAN COMMUNICATIONS <;:ORPORATION .-==r-
6 AMERICAN COMMUNICATIONS CORPORATION .'f"~W 

9 

10 AMERICAN COMMUNICATIONS CORPORATION 

11~ 

- --
13==================J~-

*ze-"F-#'&?t¢**~ 14i2P-3t k 
.. 

F 

Special Wire and Cable combinations can be fabricated on quantity 
orders. Types here listed meet all specifications for the respec­
tive types, and are those used in making AMERICAN'S Systems 
installations. Specification sheets supplied upon request. 

TV COAXIAL CABLE 
Price 

I . ~~ 
,(1) A-TV91·S (RG·59/U w/1 sh!eld) .......................................... $.12 
(2)· A·TV92·S (RG·59/U w/2 shields) ........................................ .145 
(3) A-2TV92-S (twin A·TV92-S) .................................................... .25 
(4) A-TV61-S (RG·6A/U w/l shield) ............................................. .16 
(5) A-TV62-S (RG-6A/U w/2 shields) .......................................... .22 
(6) A-TV11-S (RG-11/U w/1 shield) ............................................ .18 
(7) A·TVI2-S (RG-11/U w/2 shields) .......................................... .25 
(8) A·TVI2-S-2J (A-TV12-S w/shields insulated from each 

other) ..................................................................................... * 

TV & RADIO COMBINATION CABLE 
(9) A-TV/R92·S/· (combo.: A·TV92·S w/4 to 7 twisted pr.) .... 

MULTI·CONDUCTOR RADIO CABLE 
(10) A-22/2/. (4 to 9 twisted prs. No. 22, 'for Centralized 

Radio Systems) .............................................................. _._ •. _ 

SPEAKER & SYSTEM WIRING 
(11) A-19/2 (No. 19 twisted pr., black & white, no jacket).: .. 
(12) A-19/2/J (No. 19 twisted pr., black & white, white cot-

ton jacket) ........ _ .................................................................. . 
(13) A;20/1 (No. 20, 1 conductor, red or black) ............... __ ... .. 

MICROPHONE CABLE 

.. 

* .. .. 

(14) A:20/2·G·S (No. 20 2·conductor. twisted pro plus ground 
, wire and shield, woven cotton lacket) .............................. $_09 

(15) A·20/2-S (No. 20 2·conductor twisted pro w/shield & 
plasUc sheath) ............. :........................................................ .09 

MULTI·CONDUCTOR STATUS BOARD 
& MESSAGE CABLE 

(16) A·22X/27 (No. 22 - also No. 24 or No. 26 - twisted pro 
w/plastic jacket over 27 prs.) ........................................... . 

(17/20) (Ditto as No. 16, except 101, 201, 301 or 401 prs.): ... ' 
t* 
't* 

* Prices on request • 
(tINo,t illustrated 

Prices subject to change without notice. 

CABLE & WIRE 
A simple, effective means of concealing television, radio and signal cable C 0 N C E A L M E N T Sand wire, particularly in hotels, is by use of AMERICAN COMMUNICATIONS 
CORPORATION'S line of metal and wood Cable Mouldings pictured here • 

. Finishes as required; wood mouldingS, priced unfinished, are of hard, kiln· 
dried wood. Special mouldings to order. 

METAL 
Fig. A. No. A·CM-MP Mounting Plate. Holds a variety of connecting, termi· 
nating and matching boxes. 
Fig. B. No. A-CM-SB Splice Box. Access openings front, ,rear, and at two 
front corners for feedthrough. 
Fig. C. No. A·CM·TP Termination Plate, w/rubber grommet for cable. 
Fig. D. No. A·CM·CE Comer Elbow, Neatly carries concealed cable around 
~orners. 

Fig. E, No. A·CM-C. Concealment (moulding) in st~aight lengths. Standard 
length, 3 ft. 

WOOD 
1. No. A-CWI. Wood moulding for concealing large cable. Center channel. 

List $.30 ft. 
2. No. A·CW2. Concealment for small cable. Center channel. List $.26 ft. 
3. No. A·CW3, Conceals cable in offside channel, leaving area (A) for 

mounting brads alongside cable. List $.28 ft. 
Quantity Prices on metal and wood Cable Mouldings· upon request. 
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SECTION 1300 

oAUDIO/VISUAL/SIGNAL SYSTEMS & PARTS 
FOR HOTELS - MOTELS - INSTITUTIONS , ~ 

, 

PUBLIC A'DDRESS PARTS & ACCESSORIES 

Following is description of the items shown above" Additional specifications 
will be supplied upon request. 

(1) No. A-SPC Selective Paging Control on 2-gang plate, w/2 ea, center-off 
switches and Volume Control, List $36.75. " 

(2) No. A-PA/TV-C P.A. and TV Control, flush type, on 2-gang plate, with 3.3K 
ohm Volume Control, sieze Jack, 'and No. A-160l line tap. List $36.75, 

(3) No. A·IC Integrating Control on 2-gang plate, w/2 ea, center-off switches, 
Volume Control and sieze jacks. List $36,75. 

Items 1, 2 and 3, above, operate on 70-volt lines. Other impedances available. 
(4) No. A-A/V-JP Closed-circuit unit - Audio/Video Jack Plate - on 2-gang 

plate, w/Cannon XlR-3l4 socket for Audio In, and socket for PL-239 for 
Video In, List $20.00, 

(5)' No. A-PP-F Flush Patch Plate, on 2-gang plate, w/4 circuit jacks, LIst 
$5.00 per circuit (4 circuits shown). 

(6) No. A-MOP Microphone Outlet Plate, flush type, on 2-gang plate, w/Hubbell 
polarized socket. List $15.00, 

(7) No. A-PAS-Ilndoor P,A. Speaker, surface mount type, 8" (only). Metal is 
enamel finished, Supplied less speaker, List $9,75. 
No. A-PAS-O Outdoor P.A. Speaker (not illIIS.), on swivel mount, w/weather­
proof housing and output transformer, (**) 

(S) No. A-DS Microphone, Desk Stand w/press-to-talk switch, Cord, Plug.(**) 
Also available (not shown): No. A-MF Floor·stand Microphone. List $43.00; and, 
No. A-MB Banquet·stand Microphone. List $20,00, ' 

(9) No. A-A Adaptor - Pl-55 one end, Amphenol 75-PCIM connector opposite 
end, to adapt sieze jack to Amphenol adaptor. (**)' 

(10) No. A·Sl-1 Sieze lack, wired assembly, List $4.50, 
*(11) No. A-MEC Microphone Extension Cord, SJ cord w/Hubbell 7554 plug one 

end, 7555 other end, List $11.30. 
*(12) No_ A-MCPC Maid Call Patch Cord, 2-conductor cord' w/Pl-55 ea. end. 
*(13) No. ATVH TV Hook·up Lead, A-TV92-S Coax., w/lugs one end, A-C59 other 

end. List $6.50. 
.' 'Standard length 6 ft., other lengths - and constructions - to order, 

Quantity prices on request. 
(* *) Price on request. 

LAYOUT AND DRAFTING SERVICE 
An added facility, by Registered Professional Engineers, offered by AMERICAN, 
COMMUNICATIONS CORPORATION to organizations, and individuals wishing 
to accompany quotations, etc., with technically accurate drawings. 

TV COAXIAL CONNECTORS 
(Al) No. A-C59 Solderless TV Connector for A-TV92-S (RG-59/U) cable. List 45¢, 

w/A-F59, ' 
(A2) No. A-F59 Ferrule. Crimping ring for ,A-C59. List $2.50/C. 
(A3) No. A-FTS1 Feedthrough TV Connector or TV convenience connector. List 

69¢, W/1/4" A-NW-FT81. 
(A4) No. A-NW-FTSt Nut & Washer, 1/4", for No, A-FT81. List $7.50/C. 
(B1) No. A-CO Solderless TV Conn.ector for A-TV62-S (RG-6A/U), list 55¢. 
(B2) No_ A-FB Ferrule. Crimping ring for No, A-C6. List $5,00/C. 
(B3) No. A-CHBt Convenience Connector - chassis mount. List 45¢, w/9/16" 

A-NW-CH61. ' , . 
(B4) No. A-NW-CHB1 Nut & Washer, 9/16", for No. A-CH61. List $10.00/C. 
(C) No. A·TR72 Terminator, 72 ohms. List 68¢. ," 

ANNOUNCEMENT 
Now for the first time since 1936, when AMERICAN COMMUNICATIONS CORPORATION started to 
manufacture its own hotel radio equipment, the special products developed for its own use are being 
made available to the trad,e. AM~RICAN COMMUNICATIONS is the'pioneer company in hotel master 
antenna ,arid centralized radio systems. The features for which these systems are famous, as the result 
of AMERICAN'S years of research and development, are incorporated in hotel and motel radio - and 
TV - installations throughout th.e, country. 

,"~" A MER I CAN COM M U N I CAT ION SeD R P 0 RAT 10 N 
"" "U~, NEW Y 0 R K CIT Y 7, NEW Y 0 R K 
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SECTION 1300 

AUDIO/VISUAL/SIGNAL SYSTEMS & PARTS 
, FOR HOTELS - MOTELS - INSTITUTIONS 

RADIO PARTS & ASSEMBLIES 

Items in the above illustration are available not only 
as shown, but also, with modifications to suit cus: 
tomer requirements as to size, material, finish, and 
,construction, where quantity is involved. Prices sub­
jeCt to change without notice. Fabrication to prints. 
New Electroluminescent Control Panels are now avail­
,able to order in all the room styles shown here. They 
operate on A-C: have soft, night-light glow. 

BLANK !UNASSEMBLED) ESCUTCHEON PLATES 
Measurements: No.1- No.3, 9 x 2'12": No.4, 2'1s" x 
5·9/16"; No.5, No. 6 (dials), 2" diam (hole in latter 
Is %" diam.). No.7, 23/4" x 4'12". No.8, 4 SAl" sq: 

(t) No. A·P1 Radio Escutcheon. Patterned bronze, 
clear lacquered. Lettered: Off - 1 (through) 5 
~ Off, and Loud·Soft. List $3.60. 
No. A·P2 Radio/Maid Call Escutcheon (not shown). 
Sallie as No. A·P1, except w/hole, centered be· 
tween controls, for jack. List $3.6S. 
No. A·P3 Radio/Message Escutcheon (not shown). 
Same as No. A·P1, except w/added hole in center 
for lamp socket, and wording: Light Indicates 
Message at Desk. List $3.75. 

(2) No. A·P4 Radio/Message/Maid Call Escutcheon, 
Same as No. A·P3, except w/added hole at upper. 
right· for jack. List $3.80. 
No. A·PS· (Radio/Message/Maid CalliStatus Es· 
cutcheon (not shown). Same as No. A·P4, except 
w/added hole, below hole for jack, for Status 

, Keyswitch or status Maid Button. For room use 
w/Model 707 Room Status Control. List $4.50. 

{3} No. A-P3P Radio Escutcheon, plastic. Same as No. 
A·P3, except material is translucent plastic. For 
use with incandescent or luminescent light 
source. List $3.20. 

(4) No. A·P1V Radio Escutcheon, vertical. Brown 
enameled brass. Lettering same as No. A·P1, ex· 
cept radio numerals to 8. List $2.70. 

(5) No. A·Dl/SSelector Plate. Aluminum disc, black 
lettered Off - 1 (through) 5 - Off. (Specify if 
different numbering required.) (**) 

(6) No. A·D2 Volume Plate. Aluminum disc, black let­
tered: loud - Volume - Soft. (**J 

(7) No. A·P10 Wall Plate, I-gang, lilank. Available in 
, aluminum, stainless steel, plain steel and brass, 

in various finishes, to order. Standard finishes are 
brushed stainless steel or brushed aluminum, as 
specified. List 9S¢. 
No. A·P20 Wall Plate, 2-gang, blank (not iIIus.). 
Materials and finishes as No. A·P10. List $1.0S. 

(8) No .. A·P20-1 Radio Wall Plate. Uses 2·gang plate 
No. AlP20. Same lettering as No. A·P1. List $2.8S. 
No. "l\·P20-2 Radio/Maid Call Wall Plate (not 
shown). Same as No. A·P20·1, except w/added 
hole for Maid Call jack. List $3.00. 
No. A·P20·3 Message Wall Plate (not shown). Has 
hole for lamp socket, but no wording (unless reo 
quested: wording and socket are shown in Item 
23). List $1.20, less wording. 

BLANK HOUSINGS 
Standard finish of Blank Housings is ecru' enamel; 
material Is steel, unless otherwise specified by pur­
chaser. 
Measurements: (small housings) No.9, No. 12, 2/1 x 
1:V." x :V./1 deep: No. 10, No. 11, 2" sq. X 1'18" deep;· 
(large housings) No. 13· No. IS, S'I4/1 X 3%" X 
1·3/16" deep. Mounting tabs on No.9- No. 12 extend 
additional %" ea. side. 

(9) No. A-BC1 Accessory Box, small, blank. List 60e. 
(10) No. A-BC2 Accessory Box, large, blank. List 7S¢. 
(11) No. A·BC2G1C Accessory Box, large, w/metal 

grommet and TV feedthrough No. A·FT·81. Used 
as TV Outlet and Cable Accessory Box. List $1.7S. 

(12) No. ·A·BC1G2 Accessory Box, small, w/rubber 
grommet. List 70¢. 

(13) No. A·BC10 Termination (Accessory) Box, large" 
surface mounted. Open at 2 corners for feed­
thrQugh: back plate has opening (optional) for 
cable, and back·to·back mounting. List $1.9S. 

(14) (Shows opening at back of No. ·A·BC10 Termina· 
tion Box.) 

(15) No. A·BCll Radio Outlet Box, surface mounted. 
Same as No. A·BCIO, except w/metal grommet 
In top. List $2.15. 

APPARATUS 
The apparatus shown here was developed for use in 
AMERICAN'S Systems installations. Construction of the. 
Riser Switchboard will vary in size as required to suit 
i'nstallation. 
(16) No. A-SB·R Radio Splice Box, on wood or masonite 

board 6" sq. x '14" thick. Suspension wire is 
shown. Includes outlet box (shown open), 4 insu, 
-lated cable clamps, and 2 No. A·160l line taps.(*} 

(17) No. A·RS·A Riser Switchboard. Unit shown i~ 
comprised of 9 D.P .S. T. knife switches (one 
switch per riser pair) on wood (or masonite) 
mounting approx. 9'1:!" sq. x '12" thick. tis! 
$lS.00 per circuit (illus., 3 circuits). 

No. A-ELPI Electroluminous Panel. Operates on 
A-C. Diffuses a night·light glow in room. Assembly 

,shown here includes TV On·Off switch, Channel 
Selector (radio channels, FM, Music), Volume Con­
trol, Message/Mail·at·Desk lamp, Maid Call jack. 
Mounts on standard outlet box with conduit knock­
outs. Approx. 14'14" X 3:V4" x 3%" deep (incl. deep· 
drawn box cover). 
These new Electroluminescent Panels are now avail· 
able in all the ·room control panel. styles shown on 
this page. Other combinations illso to order, 
in quantity. 

PANEl ASSEMBLIES 
Standard components for these control assemblies are 
the No. A·CS/S S·channel Radio Selector Switch and 
No. A-VC/SO Volume Control (patented). 
(18) No. A·P1-A Radio Control Panel. This is No. A·P1 

Escutcheon assembled with Radio Selector Switch 
and Volume Control. list $2S.00. 

(19) No. A·P2-A Radio/Maid Call Panel. Same assembly 
as No. A·P1·A, except wiNo. A·MJ Maid Call jack 
added, on No. A·P2 Escutcheon. list-$2S.7S. 

(20) No. A·P3·A Radio/Message Panel. Switch, .Control, 
and Message light, on No. A·P3 Escutcheon. List 
$26.2S. 
No. A·P4·A Radio/Message/Maid Call Panel (not 
shown). Same items as on No. A·P3·A panel, plus 
Maid Call jack, all on No. A-P4 Escutcheon. List 
$31.00. . 

,(2f) No. A·P20·1-A Radio Wall Plate assembly, 
w/Switch and Volume Control. On aluminum 2-
gang plate. List $2S.00. . 

(22) No. A·P20·2·A Radio/Maid Call assembly. Same as 
No. A·P20·1·A, but w/Maid Call jack added. On 
aluminum 2·gang plate. list $2S.7S. . • 

(23) No. A·P20·3·A Message-at·Desk Wall Plate assem­
bly, w/instructions and lamp. On aluminum 2· 
gang plate. list $4.90. . 

(24) No. A·P10·TV·A TV Remote Plate assembly. On 
aluminum l·gang plate, w/octal socket. List 
$1.7S. 

(25) No. A·PIO-C-A Connector Plate assembly. On alu­
minum l·gang plate. Has Jones connector: specify 
number of connections. list $2.62 (12·pin, iIIus.). 

(A) No. A·CB-S Connection Box, surface mounting. 
Accessible from rear. Used for mounting control 
plates. Bushing on one side. Hammertone-enamel 
steel(*) . 

(B) No. A-CB-F Connection Box,' flush mounting. 
Shown with bushed pJate, for cable. Steel, Ham­

. mertone enameled.(*) 

(*) Price upon request. 
(**) Supplied in quantity. Prices. upon request •. 

Shown above are unit prices. 

"~;' A MER I CAN COM M U N I CAT ION S COR P 0 RAT ION 
.... "1. NEW YORK CITY 7, NEW YORK 
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SECTION 1300 

A U D 10/ V I SUA L / S I G N A rj:s Y S T EMS & PAR T S 
FOR HOTELS - MOTELS - INSTITUTIONS 

TELEVISION & RADIO PARTS 

First Rowt 
(1) No. A·MT Matching Transformer, 75 to 300 ohms. 

Solderless connector for RG·59/U; connector for 
RG·l1/U available. Up to 6 db voltage step·up.(*) 

(2) No. A·Pl259 Connector.(*) list $3.53. 
(3) No. A·160l·1 Isolation Unit. A single·unit TV 

line tap. Attenuation color codes ,per Note 1. 
list $4.40. Outdoor housing; 75 ohms. 

(4) No. A·1602·1 Double·unit Line Tap, for 2 TV sets. 
, (Note 2) list $6.22. 

(5) No. A·1603·l Triple·unit line Tap. list $8.04. 
(6) No. A·1604·l Quad.·unit line Tap. list $9.85. 
(7) No. A·160l·2 Single·unit line Tap, 75 ohms, sur· 

face mount~ in No. A·BCl Accessory Box (Notes 
1, 3). list 'l'4.l5. ':Indoor housing,' 

(8) No. A·160l·3 Single:linit line Tap, 75 ohms, 
screw terminals. (Note 3). list $4.40. 

Second Rowt 
(9) No. 1\·1602·2 Double·unit line Tap, same as No.: 

1601·2. Has 2 set taps, 75 ohms. (Note 3).(*) 
list $5.98, 

(10) No. A·lS03·2 Triple·unit line Tap. Same as No, 
9, except has 3 set taps.(*) list $7.81. 

(11) No. A·1S04·2 Quad.·unit line Tap. Same as No ... 
9, except has 4 set taps.(*) list $9.60. 

(12) No. A·1S01·G Single·unit line Tap, Gem flush· 
mount, 75 ohms. (Note 1) list $4.40. 

(13) No. A-1S02·G Double-unit Line Tap. Same as No. 
12, except has 2 set taps.(*) list $S.22. 

(14) A·lS03·G. Triple,unit Line Tap. Same as No. 12, 
except has 3 set taps.(*) list $8.04. 

(15) No. lS04-6 Quad.·unit line Tap. Same as No. 12, 
except has 4 set taps.(*) list $9.85. 

(16) No. A·160l·4 Single,unlt line Tap. TV outlet. 
(Note 4).(*) list $4.40. 

AMERICAN'S patented, 3600 Volume 
Control, that solved the hotel problem 
of damage to radio volume controls in 

'guest rooms, is shown, Item H, in the 
accompanying illustration. Also shown, 
Item G, is the 3600 Channel Selector 
switch which; like the Volume Control, 
is continuously rotating type. 
(A) No. A·Kl Knob, clear plastic. Gold 

insert, short pointer, 1 screw. list 
25t. ' 

Third Rowt 
(17) No. A·1S01·5 TV Outlet, 300 ohms. (Note 4) list 

$5.40. 
(18) No. A·1601·S TV Outlet, 75 ohms, screw termi· 

nals, FM outlet. (Note 4) list $5.40. 
(19) No. A·1S01·8. Same as No. 18, except TV outlet 

300 ohms. (Note 4) list $5.40. 
(20) No. A·1702 line Splitter - 2-way. Has S db for· 

ward attenuation. (Note 5) list $4.75. 
(21) No. A·1703 line Splitter - 3-way. Has 10 db for· 

ward attenuation. (Note 5) list $6.60. 
(22) No. A·1S0l·7 Outlet - 75·ohm tap, w/FM outlet. 

(Note 4) list $5.40. 
(23) No. A·1704.line Splitter - 4·way. Has 6 db for· 

ward attenuation. (Note 3) list $7.60. ' 
(24) No. A·lS00 Feedthrough Tap. No isolation. 

list $4.40. 

Fourth Rowt 
(25) No. A·DBlA DB line Attenuator Pad, 3-6·10-20-30. 

(Note 5) list $3.40. 
(26) No. A·T/R·T Trunk/Riser Tap. Various values, 6· 8· 

20. Creates Risers from Trunk line. (Note 5) 
list $3.40. 

(27) No. A·ClVB Convenience TV Box, w/connector 
A-CH61. (Note 3) list $1.20. 

(28) No. A-VlC Volume limiter Control. Mounted on 
plate'w/access hole for TV cable. list $5.97. 

(29) No. A·CTVB/MJ Convenience TV Box, wiNo. A-MJ 
jack. (Note 3) list $1.20. 

130) No. A·WN Porcelain Wire Nut.(* *) 
31) No. A·CC Cable Clamp. Size as required.(**) 
32) No. A·RP Plastic Rawl Plugs. For mounting various 

radio and TV boxes.(**) 

(B) No. A·K3 Pointer Knob, black plas· 
tic. Has 1 screw. list 30¢. 

Fifth Rowt 
(33) No. A·1S01/R·FT lS0l & Radio Feedthrough­

combination. Surface mount in grommeted Acces· 
sory Box No. A-BC2G. list $5.30. 

(34) No. A·lSOl/R 1601 & Radio Plate. Wall plate 
grommeted for cable. list $5.30. 

(35) No. A·TV/R-SB TV/Radio Splice Box, surface 
mount, w/1601. In No. A-BC10 Termination Box. 
list $5.55. 

(36) No. A·TV/75 Tap, 75 ohms, wiNo. A-MJ jack. 
(Note 4) ,list $5.40. 

(37) No. 'A·P10·P -punched Plate. (Note 6) list 
95¢. ' 

(38) No. A·R-BP Radio - bushed Plate. (Note 6) list 
$1.20. 

(39) No. A·TV/R·P TV or Radio Plate, blank. (Note 6) 
list 9S¢. . 

(40) No. A·CT·1 No. 1 Crimping Tool, light duty. For 
F·59 ferrules. lis! $7.47. 
No. A·CT·2 Crimping Tool, heavy duty (not shown). 
For F59 and F6 ferrules. list $9.39. 

(Note 1) Attenuation color·coded red, yellow, green, 
blue. 

(Note 2) On mounting bracket. 
(Note 3) Surface mount, in No. A-BCl Accessory Box. 
(Note 4) Flush mount, on single-gang wall plate No. 

A-PIa. Available in various colors. 
(Note 5) Surface mount. 
(Note 6) Single/double gang, flush mount. 

(t) All necessary hardware packaged individually with 
each unit. 

(*) Price on request. 
, Supplied in quantity, Price on request 

TELEVISION & RADIO PARTS 
(C) No. A·K2 Knob, biege plastic. Gold 

insert, short pointer, 1 screw. list 
25¢. 

(D) No. A-MP Plug, quick·disconnect 
type. list 18¢. 
No. A·MJ Jack (not shown), quick· 
disconnect type.(*) 

(E) No. A·MSP Maid Call Plug, w/belt 
ring. list $2.50. 

(F) No. A-T3 Transformer, 70 ohms to 
3.2 ohms.(*) 

(G) No. A·CS Radio Selector Switch. Cer· 
amic wafer, dual wiper, 5 positions 
(other positions to order), center 
off, 3600 continuous rotation. list 
$4.75. 

It should be noted that the parts here 
shown represent only a portion of the 
products manufactured by AMERICAN 
COMl\IUNICATIONS 'CORPORATION, 
and that many of the items were 
selected only as representative designs 
or constructions which are available 
in some variety as to size, shape, color, 
finish or other characteristic. 

(H) No. A·VC/50 Volume Control. A pat· 
ented potentiometer with 3'600 can· 
tinuous rotation. Standard resistance 
50 ohms, other values to order. list 
$4.50. 

(*) Price on request. 

Prices are subject to change without 
notice, and quantity discounts apply 
on most items. 

,",~, A MER I CAN COM M U N I CAT ION S COR P 0 RAT ION 
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SECTION 1300 

AWARD WINNING M SERIES 
FLEX PAK® PUBLIC ADDRESS 

AMPLIFIERS AND PREAMPLIFIERS 

Presenting Bogen's ex.citing new "M" series PA amplifiers, the deluxe 
MX60 and MX30, and the superb M60 and M330. Features of the deluxe 
"MX" models: master gain control.-Built-in Remote Gain-Control Cir­
cuit allows changes in gain from distances up to 2,000 feet.-Plus all the 
other features listed below. Features of the superb "M" models: Constant 
voltage output taps simplify calculations for speaker matching transform­
ers-Power stage screen regulation for higher output. greater efficiency.­
Special filters to improve speech clarity.-Equalized phono Input for all 

cartrldges.-Separate bass and treble controIs,-Plug-in sockets for low 
impedance transformers.-Quick maintenance; four thumbscrews remove 
cage, no tools needed.-Broadcast-type (Cannon XL Series) microphone 
connectors. Pencil-in, erase-out identification strips for all channels.· 
Sturdy leather carrying handles.-Variable level markers permit reset­
ting of controls to previously determined levels.-A host of accessories for 

. completely flexible operation.-Handsome, compact deSign, finished in 
silver, gray and black. 

MX30-MX60 

M60 

M330 

MX60, DELUXE 60-WATT PA AMPLIFIER 
With master gain control ... built-in remote gain-control circuit ... four microphone channels 
lone converts to' phono) ... exclusive variable level markers .. Power output: 60 watts at less than 
1% distortion. Power consumption: 270 watts. Frequency response: ± 2 db, 35 to 20,000 cycles. Gain: 
microphone: 125 db; tuner: 85 db; magnetic phono: 115 db. Hum: (below rated output): microphone: 
~O db. Output impedance: 4, 8, 16 and 83 ohms. balanced 25-volt line, 70-volt line. Tubes: total of ten. 
3-GZ34, 2-7027A, 4-12AX7, 1-7247. Tone controls: treble (10 kc): + 10 db to -10 db; bass (50c): + 10 
db to -10 db. Overall dimensions: ,16%," wide, 13" deep, 50/8" high. Shippin&, weight: 37 Ibs. 
List Price _________________________________________ ._ , _______________________ $290.00 (Zone 2: $293.75) 

MX30, DELUXE 30-WATT PA AMPLIFIER 
With master gain control . . . built-in remote gain control circuit . . . four microphone chan­
nels (one converts to phono) ... exclUSive variable level markers. Power output: 30 watts at 
less than 2% distortion. Power consumption: 150 watts. Frequency response: ± 2 db. 35 to 20,000 
cycles. Gain: microphone: 120 db; tuner: 80 db; crystal phono: 80 db; magnetic phono: 115 db. Hum: 
(below· rated output): microphone: -60 db. Output impedance: 4, 8, 16 and 163 ohms, balanced 25-
volt line 70-volt line. Tubes: total of eight, I-GZ34. 2-6L6GC, 4-12AX7, 1-7247. Tone controls: treble 
(10 kc): + 10 db to -10 db; bass (60c): + 10 db to -10 db. Overall dimensions: 16%" wide. 13" deep, 
5%" high. Shipping weight: 31 lbs. List Price __________________________________________________________________ $225.00 (Zone 2: $228.08) 

M60, SUPERB 60-WATT PA AMPLIFIER 
With exclusive variable level mark~rs ... three microphone channels (one converts to phone) ... 
speech filters. Power output: 60 watts at less than 1% distortion. Power consumption! 270 watts. 
Frequency response: ± 2 db, 35 to 20,000 cycles. Gain microphone: 125 db; tuner: 80 db; crystal phono: 
80 db; magnetic phono: 115 db. Hum: (below rated output): microphone: -50 db. Output impedance: 
4, 8, 16 and 83 ohms, balanced 25-volt line. 70-volt Une. Tubes: total of nine. 3-GZ34, 2-7027A.3-
12AX7, 1-7247. OVerall dimensions: 16I,4" wide, 13" deep, 50/8" high. Shipping weight: 37 lbs. 
List Price _________________________________________________________ .. _________ $231.25 (Zone 2: $235.00) 

M330, SUPERB 30-WATT PA AMPLIFIER 
With exclusive variable level markers ... three microphone channels (one converts to phono) ... 
speech filters. Power output: 30 watts at less than 2% distortion. Power consumption: 150 watts. 
Frequency response: ± 2 db, 35 to 20,000 cycles. Gain: microphone: 120 db; tuner: 80 db' crystal phono: 
80 db; magnetic phono: 115 db. Hum: (below rated output): microphone: ~O db. Output impedance: 
4, 8, 16 and 163 ohms, balanced 25-volt line, 70-volt line. Tubes: total of seven. I-GZ34 2-6L6GC 3-
12AX7, 1-7247. Overall dimensions: 14~" wide, 13/1 deep, 5%" high. Shipping weIght: 29 ibS. 
List Price --__________________ . ____________________________________________ $187.50 (Zone 2: $190.42) 

VERSATILE BOGEN PREAMPLIFIERS 
RP-2 • • •. LOW-NOISE PROGRAM PREAMPLIFIER 

Designed for use at remote pickup points. Contains separate input channels for one microphone and 
one phonograph. Separate volume controls for each channel permit mixing of inputs. The output is 
designed to feed either a booster amplifier or a low impedance line separately or simultaneously. A 
bass cut-off switch provides speech clarity. Enclosure with VU meter (as illustrated) is available-see 
below. Power consumption: 20 watts, 117 volts ac, 60 cycles. Gain: microphone: 76 db, phono: 35 db. 
Sensitivity: microphone: 3.5 mv., phono: 0.4 v. Bass cut: 20 db. Output impedance: high impedance: 
cathode follower driven; minimum recommended lead resistance-10,OOO ohms. Low impedance: 600 
ohms (50 and" 200 ohms). Input impedance: high impedance lh megohm, convertible to low impedance 
by use of plug-In transformers for 50. 150-250 or 600 ohms. Pilot light: #47. Tubes: total4--2-6SF5, 
1-6J5, 1-6X5GT. Dimensions: 11" w. x 5~" h. X 7%" d. (excluding knobs). With cage" height is 6¥2" 
RP-2 (cage optional extra) List Price ________________________________________ $90.00 (Zone 2: $91.95) 
CAGVU2 cage with meter. List'Price __________________________________________ $31.25 (Zone 2: $32.00) 

MXM MIXER-PREAMPLIFIER 
Higher gain-outstanding sensitivity-excellent signal-to-nolse 'ratio-high output at low distortion­
extremely low hum level. The MXM Is self-powered , accommodates five microphones, or four 
microphones and a tuner or phonograph. Each channel is re~ulated by a separate gain control (a 
master gain control is also provided) . .Features: individual speech filters for each "channel, output 
level meter, sockets for plug-in, low impedance transformers, feedback-type, distortion-free tone 
controls, and new variable level markers which permit instant resetting of controls to previously 
determined levels. May be remote controlled with SR2 and SR4 remote controllers ... Output: + 18 
dbm @ less than 1% dist. Power consumption: 27 watts. Frequency response: ± 2 db, 20 to 20,000 
cycles. Input sensitivity: hIgh Imp.: 4 mv. Low Imp.: 0.4 mv.· MAG: 4 my; XTAL: 0.2v; AUX: O.5v. 
Hum: (below rated output): microphone: --60 db. Output impedance: high imp.: (catho~e follower): 
~OO ohms wIth T161 or T165B (broadcast quality) accessory plug-In transformers. Tubes total 9. 
4-EF86, 2-12AX7, 1-6CG7, 1-6BF6, 1-6X4. Tone controls: treble (10 kc): + 12 db to -12 db; bass 
(60c); + 12 db to -12 db. Overall dimensions! 16%" wide, 13" deep. 53/8 high, Shipping wt.: 21lbs. 
List Price _____________________________ . ____________________________________ $237.50 (Zone 2: $239.58) 
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BT 25 MOBILE P.A. AMPLIFIER 

A product of Bogen 
research . . . the BT25 is 
the first commercially 
available fully 
transistorized public 
address amplifier offering 
25 watts of power from 
a 12-volt battery. 
So versatile it will serve 
scores of P .A. ~plications. 
the amplifier is so small 
it will fit in the glove 

BT25 compartment of your car. 
The BT25 is perfect for use in cars, trucks and 
busses for regular public address or emergency 
use. Its hefty 25 watts of power make it ideal 
for fire department or police use, for disaster 
work and civil disturbances. It is also recom­
mended for ships, carnivals, electioneering ... 
wherever a small, high-powered, reliable P.A. 
amplifier is needed. Bogen's unique fully tran­
sistorized circuitry provides maximum power 
with minimum battery drain. When operated 
from a 12-volt battery, the drain Is approxi­
mately 3 amperes at full output-85% lower 
than comparable vacuum tube amplifiers. When 
operated from a 6-voIt battery, current drain is 
only 1.4 amperes at full output. The Inputs of 
the BT25 are individually controllable, permit­
ting mixing. A transistorized circuit insures 
ruggedness and long, trouble-free service not 
possible with conventional amplifiers' (Bogen 
guarantees the BT25 for a full year). There are 
no tubes to burn out. no vibrators to replace. 
It is completely hum-free. 
BT25 Mobile P .A. Amplifier 

List: $120.00 (Zone 2: $120.90) 

BOGEN-PRESTO 

© U.c.P .. Inc-. 

SECTION 1300 

BOOSTER AMPLIFIERS 
NEW POWERFUL MOBILE 

TRANSISTOR AMPLIFIER 

AMPLIFIERS 
AND 
2S-WATT 

K1630Y PHONO-TOP 30-WATT AMPLIFIER 
Features a three-speed manual phono-top complete with tone arm and Ronette turn-over cartridge. 
Other featUres include: Controlled positive feedback; universal operation from 6- or 12-volt DC 
or 117-volt AC; one phono and two microphone channels. Power Output: 30 watts at less than 2% 

~~~tod~~o~r~st~ ~h~~~:, ~~ ~t~tsil:~~q(b~lJ'w R;:reodsg~t:ut~ ~ic~p~o~~:o~~pscib?a~~:O~c~~~o~b: 
Output Impedance: 4, 8, 16 and 163 ohms, balanced 25-volt line, 70-volt line. Tubes: (8) 2-6AV5GA; 
2--6AX5GT; 1-12AX7: 1-6AV6; 1-6CG7; 1-6U8. Overall Dimensions: 15%" wide, 10" deep, 10%" 
high. Shipping Weight: 35 Ibs. . 
Bogen Model K1630Y Phono-Top Amplifier-List Price __________________ .. ____ $279.85 (Zone 2: $286.10) 
Bogen Model K1630 Amplifier-Amplifier only, less phono-top. Overall Dimensions: 15%" wide, 10" 
deep, 8%" high. Shipping Weight: 30 Ibs. List Prlce ________________________ $254.90 (Zone 2: $259.95) 

K130 ECONOMICAL 30-WATT AMPLIFIER 
With separate 'bass and treble controls, constant voltage output taps and socket for plug-in, low­
impedance transformers. Erasable identification strips. One microphone input. Power Output: SO 
watts at less than 2% distortion. Peak Power: 45 watts Frequency Response: ± 2 db, 20 to 20.000 
cps. Gain: Microphone, 120 db; Phono 80 db. Hum: (below rated output) Microphone, -60 db; 
Phono, -70 d·b. Output Impedances: 4, 8, 16 and 163 ohms. balanced 25-volt line. 70-volt line. 

~~,e~e';~~ 62%~f ~i~~AiJigli:Id31,;6;i~~;) .lsty:~i~;1~;f:~t;-~1¥J3: 3~Vf~\1 ~i~~,Si3tl'~hs14%" wide, 
Bogen Model K130 Amplifier-List Prlce ____________________________________ $135:00 (Zone 2: $139.95) 
Bogen Model K130Y Phono-Top Amplifier-Model K130 Amplifier with three-speed manual phono 
toP. tone arm and Ronette turnover cartridge. List Prlce ________________ . ____ $161.50 (Zone 2: $167.60) 

K15 ECONOMICAL 15-WATT AMPLIFIER 
~ith separate bass and treble controls, constant voltage output taps, sockets for plug-in, low 
Impedance transformers. Two microphone channels. Power Output: 15 watts at less than 3% distor­
tion. Peak Power: 25 watts. Frequency Response: ± 2 db. 20 to 20,000 cps. Gain: Microphone, 125 db; 
Phono, 82 db. Hum: . (below rated output) Microphone, -55 db; Phono, -70 db. Output Impedance: 
4. 8. 16, 42 and 326 ohms. balanced 25-volt line, 70-volt line. Tubes: (6) 2-12AX7; 1-6AV6;2-6L6GB; 
1-6~W4/EZ80. Overall dimensions: 14%" wide, 8%" deep, 6%" high (KI5Y: 10%" high). Shipping 
WeIght: K15, 21 Ibs.; K15Y, 26 Ibs. 

~~~: :~~~l :ml;':~~!~~;ii;,.~W:i~~MO;iel-Ki5-Ampii-fier wltlltiiree::~d°'W.~~~! ~h~;~8i~g~ 
tone arm and Ronette turnover cartridge. List Price ____________________ . ___ $146.50 (Zone 2: $151.10) 

K10 ECONOMICAL 10-WATT AMPLIFIER 
With six-position SelecTone tone control, constant voltage output taps, socket for plug-in, low 
Impedance transformers. One microphone input. Power Output: 10 watts at less than 3% distortion. 
Peak Power: 15 watts. Frequency Response: ± 2 db, 20 to 20,000 cps. Gain: Microphone, 110 db; 
Phono, 72 db. Hum: (below rated output) Microphone, -55 db; Phono, --65 db. Tone Control: 
SelecTone-Natural, Mellow, Bass, Deep Bass, Brilliant, Crisp. Output Impedances: 4, 8, 16 and 500 
ohms, 70-volt line. Tubes: (5) 2-6AQ5; 1-6BW4/EZ80; 1-12AX7; l-6AU6. Overall Dimensions: 11" 
WIde, 7%" deep, 6%" high. Shipping Weight: 15 lbs. 
Bogen Model K10 Amplifier-List Prlce _________________________________ . _____ $82.50 (Zone 2: $84.95) 

POWER PACKED BOOSTER AMPLIFIERS 

MO SERIES 
BOOSTER AMPLIFIERS 

Bogen's new MO series booster am­
plifiers embody the most advanced 
developments in design and tech­
niques of construction. They are 
ideal for sOllnd systems in industrial 
plants, airports, stadia, shipyards 
... wherever undistorted high pow­
er is required. Note their exception­
ally wide-range response character­
istics. An input signal of just 2 volts 
or less will drive any of the boosters 
to rated output. The MXM and 
RP-2, described on another page, are 

ideal preamplifiers for these boosters. Built-in provision for paral-
leling several MO series power amplifiers to multipl)Spower output. 

MOl 00, lO~-WATT BOOSTER AMPLIFIER 
Provision for balanced low impedance line input . . . provision for remote con­
trol of standby operation. INDUSTRIAL RATING can be used as lOO-watt source 
of continuous power between 50 and 20 KC (with distortion below 2%). Power 
output: 100 watts at less than 1% distortion. Power consumption: 300 watts. 
Frequency response: ± 2 db, 35 to 70,000 cycles. Input: (1) high impedance: .1 
megohm. With low impedance transformer (T161): 500 ohms. Sensitivity: high 
impedance: 2 volt; low impedance (with T161 transformer): 0.5 volts. Hum: (be­
low rated output): -80 db. Output impedance: 1.6, 6.25 and 49 ohms, balanced 
25-volt line, 70-volt-115-volt. Tubes: Total 6. 2-GZ34. 1-EZ81, 2-6550, 1-6C4. 
Overall dimensions: 171,4" wide, 9" deep. 7%" high. Shipping weight: 35 
Ibs List Price ________________________________________ $215.75 (Zone 2: $218.83) 

M060, 60 WATT BOOSTER AMPLIFIER 
Provision for balanced low impedance line input ... provision for remote con­
trol of standby operation. Power output: 60 watts at less than 1% distortion. 
Power consumption: 260 watts. Frequency response: ± 2 db, 35 t6 20,000 cycles. 
Input: high impedance .1 megohm. With low impedance transformer (T161): 500 
ohms. Sensitivity: high impedance: 2 volts; low impedance (with T161 transform­
er): 0.5 volts. Hum: (below rated output): -80 db. Output Impedance: 4, 8. 16, 
and 82 ohms, balanced 25-volt line. 70-volt line. Tubes: total 7. 3-GZ34, 2-7027A. 
1-12AX7, 1-6C4. Overall dimensions: 17l,4" wide, 6%" deep, 7%" high. Shipping 
weight: 23 Ibs. List Price - ______________________________ $167.50 (Zone 2: $169.83) 

M030, 30-WATT BOOSTER AMPLIFIER 
Provision for balanced low impedance line input. Power Output: 30 watts at less 
than 2% distortion. Power Consumption: 150 watts. Frequency Response: ± 2 db, 
35 to 20,000 cycles. Input: (1) high Impedance: .1 megohm. With low Impedance 
transformer (T161): 500 ohms. Sensitivity: high Impedance: 2.0 volt, low im­
pedance (with T161 transformer): 0.5 volts. hum: (below rated output): -80 db. 
Output. Impedance: 4. 8, 16 and 163 ohms, balanced 25-volt line, 70-volt line. 
Tub .. : total 5. 1-GZ34, 2-6L6GC, l-12AX7, 1-6C4. Overall dimensions: 17%" 
wide. 6%" deep. 7%" high. Shipping weight: 21 Ibs. LisL_$1l9.88 (Zone 2: $121.97) 
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SECTIOJ'ol 1300 

FLEX· PAK@ ACCESSORIES FOR 
BOG E N ·P. A. AMP L I F 'I E R S 

(A) 

(A) M AND MX SERIES PHONO 
TOPS come in kits consisting of 
phono toP. mounting brackets and 
all necessary hardware. Two types 
are available. Both are easily in~ 
stalled without tools and can be 
ordered with the ampllfler or at 
any subsequent time. Standa.rd Kits 
include 3-speed manual phono tops 
complete with tone arm and 
Ronette turnover cartridge. Model 
LPA-3, for M330 ... List Price: 
$42.25 (Zone 2: $43.00). Model 
LPB-3 for MX60, M60 and MXM 
same price as LPA3. DeLuxe Kits 
Include 4-speed vibration-Isolated, 
manual phono top w1th variable 
speed control, tone arm and Ro­
nette turnover cartridge. Model 
LPA-4, for M330 ... List Price: 
$69.00 (Zone 2: $.6g.75). Model 
LPB-4, for MX60, MX30, M60 and 
·MXM: same price as LPA-4. For 
K series phono tops, see page 65. 

(B) WALL-MOUNTING KITS. 
Keep your equipment ready when 
you need it, yet safely I neatly out 
of the way when not in use. Bogen 
wall-mounting kits can be used 
with M and MX amplifiers and the 
MXM. You can set your equip­
ment flat against the wall when 
idle or at any angle for operation. 
Model LWM wall-mounting kit, 
complete with all hardware, 
mounting template and instruc­
tions .. , List Price: $15.00 (Zone 
2: $15.45). 

(B) 

(F) 

(C) CARRYING CASES AND 
SPEAKERS. Carrying cases for 
portable systems are available 
with or without speakers. With 
speakers Installed, each half of the 
split case acts -as a baffle. Cases 
with speakers include 25' cables 
with plugs. For M3~0, K130 and 
K15: Model LK12S, with two 
Bogen L123 speakers . . . List 
Price: $77.50 (Zone 2: $81.65) and 
model LK12, case only . . . List 
Price: $41.25 (Zone 2: $41.55). For 
M330Y, KI30Y and K15Y: Model 
LKP12S, with two Bogen L123 
speakers . . . List Price: $84.00 
(Zone 2: $88.50) and Model LKP12 
case only . . . List Price: $46.75 
(Zone 2: $50.40). For K10: Model 
CK10S, with two Bogen L121 
speakers . . . List Price: $75.90 
(Zone 2: $78.75) and Model CK10 
case only . . . List Price: $45.40, 

. (Zone 2: $45.90). Sizes: LK12, 
16lh" x 19%" x 15%"; LKP12, 
16%" x 213,4," x 15%/. 

(D) RACK PANEL MOUNTING 
KITS. Choose either factory 
mounting or kits for rack in~tal­
lations. For factory mounting (on 
19" x 7" panels for M, MX and K 
models, 19" x 8%," panels for MO 
models) add suffix "-R" to am­
plifier model number, and add 
$25.00 to list price of M and MX 
amplifiers and $24.25 to list price 
of K amplifiers. Kits contain pre-

(0) 

(G) 

cut and pre-drllled panel, hard­
ware and moun Ung brackets . . . 
List Price for M and MX amp)l­
fiers $19.75 (Zone -2: $22.95). List 
price for K amplifiers: $14.90 
(Zone 2: $16.25). Note: When or­
dering kits specify the model num­
ber of the amplifier that is to be 
mounted. 

(E) CONTROL GUARD LOCK­
ING PLATE. Tampering fingers 
will never disturb your advance 
settings when you protect them 
with the Control-Guard Locking 
Plate. Set them and forget them. 
Model LK-l, for M330 . . . List 
Price: $7.75 (Zone 2: $8.05). Model 
LK-2, for MX60, ~O, M60 and 
LOM ... List Price: $8.00 (Zone 
2: $8.30). Model LK-3, for M330 
when used on LWM wall mounting 
... List Price: $10.50 (Zone 2: 
$10.95). Model LK-4. for MX60. 
MX30, M60 and MXM when used 
on LWM all mounting . . . List 
Price: $11.00 (Zone 2: $11.45). 

(F) MOBILE AMPLIFIER 
SHOCK BASE. Model SV3, a 
spring-loaded shock-isolating base 
for operating K1630 and Kl630Y 
amplifiers in a car or truck . . . 
List price: $13.75 (Zone 2: $14.45). 

(D) 

(H) 'J) 

(G) REMOTE CONTROLLERS 
Two and four channel remote con­
trol units broaden the flexibillty 
of the deluxe amplifiers, allow you 
to mix and fade channels, and 
make ~requent changes in gain, 
even from distances up to 2,000 
feet, without sacrificing power or 
signal quality. List Prices: two 
channel SR2 $11.25 (Zone 2: 
$11.55), four channel SR4 $16.50 
(Zone 2: $16.95). 

(H) PLUG-IN TRANSFORMERS. 
Bogen microphone and line trans­
formers have been especially de­
signed for plug-in use with Bogen 
amplifiers. List Prices for micro­
phone input transformers: Model 
T155 (200 ohms) $15.65 (Zone 2: 
$17.35), Model T156 (500 ohms) 
$21.25 (Zone 2: $21.40) Model T157 
(50 ohms) $18.75 (Zone 2: $18.90). 
List Prices for line transformers: 
Model TlSl (500 ohms) $16.25 
(Zone 2: $16.40). Model T165B 
broadcast-type (500 ohms) 520.00 
(Zone 2: $20.15). 

(J) STANDBY CO_NTROLLER, 
Mooel KR6, plugs Ipto M0100 and 
M060, lengthens amplifier life, 
reduces high voltage power con­
sumption . . . List Price: $30.00 
(Zone 2: $30.45). 

MICROPHONE CONNECTOR­
Model CON-I, for all Bogen am­
pUllers ... List Price: $1.98. 

COMPLETE INDOOR, OUTDOOR .AND PORT ABLE PA SYSTEMS 

OUTDOOR SYSTEMS 

Bogen 
System Ampli- Mikes 
Number fier t Speakers 

MXsOX ~ -F- 3-Bogen-Unlverslty LH 
trumpets w /3-SAHF 

MX30X MX30 F 2-Bogen-Unlv. LH trum-
pets w/2-SAHF drivers 

M60X M60 F 3-Bogen-Univ. PH trum-
pets w/3-MA25 drivers 

M330X M330 C 2-Bogen-Univ. PH trum-

M330+ 
pets w/2-MA25 drivers 

M330YX C Same as M330X 
KI30X K130 C 1-Bogen-Univ, PH trum-

K130YX KI30Y C 
pet w /1-MA25 qrlver 
Same as K130X 

K15X K15 C 1-Bogen-Unlv. MLC 
K10X K10 E 1-Bogen-Univ. MLC 
K1630YX KI630Y E 1-Bogen-Univ. PH trum-

pet w/l-MA25 driver I 

PORTABLE SYSTEMS 
M330C M330 C 2-Bogen L123** 
M330YC M330+ C 2-Bogen L123t; 
K130C K130 C 2-Bogen .L123t 
K130YC K130Y C 2-Bogen Ll23tt 
K15C KI5 C 2-Bogen Ll23** 
K15YC K15Y C 2-Bogen Ll23** 
K10C KIO D 2-BOllen L121 # # 

BOGEN·PRESTO 
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List Price 
Zone Zone 

1 2 
5615.44 $636.04 

467.11 483.61 

496.79 515.29 

355.76 367.61 

398.26 410.11 
241.(113 252.93 

267.28 277.53 
216.25 226.15 
175.00 181.45 
377.15 388.05 

$308.75 $319.40 
351.90 363.25 
256.25 266.90 
289.40 300.90 
236.25 246.25 
274.40 285.25 
185.75 192.20 

INDOOR SYSTEMS 

Bogen List Price 
System Ampli- ldikes Zone Zone 
Number fier t Speakers I 2 

MX60F MX60 A 6-Bogen WS12-T16* $593.65 $615.35 
MX30F MX30 A 3-Bogen WS12-T16* 421.00 434.35 
M60F M60 A 6-Bogen WS12-T16* 534.90 554.95 
M330F M330 B 3-Bogen WS12-T16* 353.00 363.65 
M330YF M330+ B 3-Bogen WS12-T16* 392.50 403.85 
K130F K130 C 3-Bogen WS12-T16* 286.50 297.15 
K130YF K130Y C 3-Bogen WS12-T16* 313.00 323.65 
K15F KI5 C 2-Bogen L123 12" # 215.65 225.65 
K15YF K15Y C 2-Bogen L123 12" # 247.15 257.15 
K10F KI0 D 2-Bogen L12110"~ 154.15 160.65 
KI630YF KI630Y E 3-Bogen WS12-T16* 419.85 431.50 

iSee .Mike Table below. *Includes Bogen L123 12" speaker. T16 matching 
transformer, WA12 baffle. tPlus LPA-3 3-speed manual phono top, 
#Wlth 2-WA12 baffles. ~Wlth 2-BA12 baffles. "In LK12 carrying case 
with 2-25" cables, plugs. ttIn LKP12 carrying case with 2-25' cables, 
plugs. # #In CK10 carrying case with 2-25' cables, plugs. 

+MICROPHONES 
A: Bogen-Shure 558 with 18' cabl~, XL3-11 connector. B: Bogen­
EV630 with 18' cable, XL3-11 connector. C: Bogen-Shure 430 with 15' 
cable. XL3-11 connector. D: Bogen-EV927 with 10'. cable, stand, XL3-11 
connector. E: Bogen-Shure 420 with 20' cable, CON -1 connector. F: 
Bogen-Shure 535 with 18' cable, XI.3-11 connector. 
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new speaker-amplifier monitoring package 
styling as they are for their versatile utility. 

SECTION 1300 

PORTABLE TRANSCRIPTION 
AND RECORD PLAYERS 

HIGH POWER INTERCOM· PAGING SYSTEM 

Three New Portable Phonoplayer­
P.A.Combinations Feature Variable Record Speed 

Control plus 10, 20 and 40 watt Peak Power Amplifiers 

Models VPZO and VP40. These outstanding new portable phonoplayer-P,A. combinations are complete, 
self-contained, high fidelity phonographs with several important functional features. Especially suit­
able for square dancing, swimming instruction, calisthenics, and other group and school activities, 
continuously-variable-.record-speed-control permits the record tempo to be adjusted to suit the tempo 
of any activity, The range is from 29 to 86rpm. And there are 'cli'ck' positions for normal playing 
of 16, 33%. 45 and 78rpm records. This variable speed adjustment also permits the pitCh of any 
selection to be tuned to the pitch of any musical selection. Another unique feature Is the automatic 
cueing device which automatically raises and lowers the tone arm at any desired pOSition on the 
record, insuring the gentlest possible contact between stylus and record groove. The turntables are 
driven by heavy-duty 4~pole induction motors to insure constant speed, once selected, with no 
detectable rumble, wow or flutter. Turntables will handle discs up to 16 inches in diameter and are 
supplied with adapters for 'large-hole' 45rpm records. Both models feature inputs for two micro­
phones and tuner to permit use as P.A. and radio amplifiers, also scratch filters, individual bass 
and treble controls, convenience outlets for auxiliary equipment, and special outputs for use with 

designed for square-dance callers. The VP20 and VP40 are as distinctive for their attractive, modern 

Model VP20 (illustrated) delivers 20 watts of peak power, and Is housed in a single portable case with removable cover which serves as the speaker 
baffle. A heavy-duty 12-lnch P.M. loudspeaker Is supplied. and 25 feet of speaker cable. 

Model VP40 (not shown) with 40 watts peak power is supplied with two heavy-duty 12-inch loudspeakers, and is housed in two matched cases. One 
contains the phonoplayer and electronic eqUipment, and the other-a split case-has one loudspeaker in each separable section, and is provided with 
25 feet of cable for each speaker. 

Model VP20 with G.E. dual-sapphire variable reluctance cartridge ___ . ______________________________________________ List Price: $184.20 (Zone 2: $190.95) 
Model VP40 with G.E. dual-sapphire variable reluctance cartrldge ______ .. ________________________________________ . _____ Llst Price: $269.50 (Zone 2: $276.60) 

Model VP10. Here Is a complete 10-watt portable 
phonograph perfect for schoolroom, dance class 
and many other applications. 
This sturdy mechanism boasts a conspicuous 
absence of audible rumble, and flutter or wow 
cannot be detected. As for convenience-there 
is an Automatic Motor Start: move tone arm 
to outer perimeter of turntable, hear it click, 
and it's rolling. 
The VPI0 will play all size records up to 12"­
at all four standard speeds (16. 33. 45 and 78 
rpm). And each of these speeds is adjustable for 
perfect pitch over a range of ±5% around the 
nominal speed. Optional lectern accessory 
(LEe-I) ideal for speeches or lectures. 
Model VP10 ________________ List Price: $129.20 

Model 1004 

1004 PLUG-IN 
RECORD PLAYER 

Model 1004 portable transcription player. DelUXe 
4-speed record and transcription player in a 
sturdy. easy-ta-carry. leatherette-covered wood 
carrying case. Uses same 4-speed record player 
as VP 17 above. 95-125 volts. 60 cps. AC. Dimen­
sions: 15%," x 13%," x 7". Carrying weight: 21 
lbs. Ready to plUg into amplifier. or radio or 
televiSion set with phono plug. 

1004 Transcription Player 
List price: $97.50' (Zone 2: $101.40') 

= BOGEN-PREST'O 

© U.S.P .• Inc. 

HIGH POWER INTERCOM-PAGING SYSTEM· 

SA40 shown with 
JAIO annunciator 

pedestal 

SPECIFICATIONS-MODELS SA10-40 

POWER OUTPUT: 10 watts 

TUBES: Total 4: 2-6SJ7. 1-6L6GA. 1-5Y3GT. 

POWER CONSUMPTION: 70 watts. 117 volts. 50-
60 cycles AC. 

DIMENSIONS: 13%" wide, 9" high, 10%" deep. 

SHIPPING WEIGHT: SAlO: 31 lbs .• SA20: 33 lbs .. 
SA30:· 35 lbs .• SA40: 37 lbs. 

SPECIFICATIONS-MODELS IA10-40 

DIMENSIONS: IAlO. IA20: 13'14" wid<1. 2"." high. 
10%" deep. 
IA30, IA40: 13lJi" wide, 5" high, lOlA" deep. 

SHIPPING WEIGHT: 1AlO: 10 lbs .• IA20: 12 lbs .• 
IA30: 23 lbs .. IA40: 25 lbs. 

SA Series-In daily use in thousands of industrial plants, schools, automotive dealer and 
service shops; hospitals and department stores, the SA series is an ideal combination of 
selective paging and high power intercommunication. The ten-watt amplifier, incorporated 
in the SA master station, has provision for connection of an external phonograph and radio 
tuner, effecting a most economical overall sound consolette. There is also provision for adding 
an external booster amplifier. 

Upon installation, the SA master station may be set permanently for privacy or non-privacy 
operation. In privacy operation, no remote may be listened into unless deSired. 

List Price 
SA10 - Capacity up to 10 remotes. with tubes __________________________ $l94.88 (Zone 2: $20a.05) 
SA20 - Capacity up to 20 remotes. with tubes ________________________ 228.00 (Zone 2: 233.50) 
SA30 - Capacity up to 30 remotes. with tubes ________________________ 257.25 (Zone 2: 263.10) 
SA40 - Capacity up to 40 remotes. with tubes ________________________ 287.25 (Zone 2: 293.45) 
IA10 - Annunciator Pedestal Base for SAlO ___ ~ _____________________ ~ 81.65 (Zone 2: 83.30) 
IA20 - Annunciator Pedestal Base for SA20 __________________________ 123.40 (Zone 2: 125.35) 
IA30 - Annunciator Pedestal Base for SA30 __________________________ 179.00 (Zone 2: 182.75) 
IA40 - Annunciator Pedestal Base for SA40 __________________________ 220.75 (Zone 2: 224.85) 
J,U - Junction box (use 1 for each 10 remotes) _______________________ 8.36 (Zone 2: 8.66) 
14018 - Two-conductor twisted #20 stranded speaker cable (per 100' ) 5.25 (Zone 2: 5.63) 
Il02P - Two-conductor SHIELDED # 20 twisted and overall plastic-

Insulated speaker cable (per 100') _______________________________ 7.50 (Zone 2: 7.95) 
132PW - Same as 1102P with weatherProof covering for use where 

cable Is partially exposed to weather (not waterproof) (per 100') 10.25 (Zone 2: 10.70) 

INSTALLATION: NORMAL OPERATION (NON-PRIVACY): One SHIELDED twisted pair to 
each remote. FOR VERBAL CALL INITIATION OR PRIVACY OPERATION: One UNSHIELD­
ED twisted pair to each remote plus one SHIELDED tWisted pair common to all remotes. 
FOR ANNUNCIATORS: One additional twisted UNSHIELDED pair to each remote. As alternate 
annunciator wiring a Single wire may be run to each remote using the shield of either the 
program pair or the privacy pair for the return. . 

PARAMUS, N. J. A DIVISION OF THE SIEGLER CORP. 
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ACCESSORIES 

RACK PANEL MOUNTING KITS 

For CHA75A Amplifier-:-19" x 8%,11, With all 
pardware. Gray metallustre finish. 
List Price: ______ $14.90 Zone 2: ______ $16.25 

For CHA33, CHA20 and CHAIO Amplifiers-
19'1 x 7 11 • With all hardware. Gray metaUustre 
finish. 
List Price ______ $l4.90 Zone 2: ______ $16.25 

SECTION 1300 

e~IJ"e"ge,. BY BOG E N 

P. A. AMPLIFIERS AND MIXER 

CHA75A 7S-WATT AMPLIFIER 
A high-power public address amplifier that gives astoniShin~ value. Features wide-range resPonse; on~ 
phono and two mike inputs; individual controls for each mIcrophone and for treble, bass and phono, 
advanced push-pull output circuit; exclusive Controlled Positive Feedback circuit; power ~ta.ge scr,:en 
voltage regulation for increased power output; fixed bias on power stage control grids; plug-In conneCl.or 
for speaker line; decorator styling. Power Output: 75 watts, Response: ± 2 'db, 20-~O.OOO cps. Inputs: Two 
microphone, one phono. Gain: Microphone, 120 db; Phono, 85 db. Hum and NOIse: Fundamental, -70 
db below rated output. Microphone -55 db and Phon~ .-70 db below rated output. Tone Controls: 
Bass: ±13 db to -10 db at 60 cps; Treble + 5 db to -12 db at 10,000 cps. Output Impedances: 
4 8 16 and 65 ohms' 70-volt and balanced 25-volt line. Tubes: (9) 2-7027A, 2-12AX7, 1-7247, 1-6AV6. 
3~GZ34. Power: 117' volts, 60 cps. Power Consumption: .270 watts at full sig~a!. Dimensions: 
17%." wide, 12" deep. 6%" high. Shipping Weight: 34 lbs. Challenger Model CHA75A Amplifier-With tubes and cage. List Price __________________________________________________________ $175.00 (Zone 2: $179.73) 

CHA33 33-WATT AMPLIFIER 
Features wide-range response; two microphone inputs; individual controls for each microphone and 
for treble, bass and phono; separate boost/cut bass and treble tone controls; advanced design push-pull 
output circuit with negative feedback; rugged construction; plug-in connectors for speaker line; 70-volt 

~:;:;p~~~~~~~i~~y~~~~h~~e?i~8u:b; ~;o~~~' 8~ed~:~:~±a~dd~o~~;?5F~~d~~e~tlI~~7§~b rg!~~~~~reed 
output; Microphone -55 db and Phono -75 db below rated output. Tone Controls: Bass + 12 db to -12 
db at 60 cps; Treble + 5 db to -17 db at 10,000 cps. Output Impedances: 4, 8, 16 and 150 ohms; 70-volt line. 
Tubes: (7) 2-6L6GB; 2-5Y3GT; 2-12AX7; 1-6AV6. Power: 117 volts, 60 cps. Power Consumption: 135 watts 
at full signal. Dimensions: CHA33 141Js1I wide, 8lh'I deep. 61;2" high; CHA33Y. 141/ 8 " wide. 8lh" deep, 1o%" 
high. Shipping Weight: CHA33, 22 Ibs.; CHA33Y, 251bs. 
Challenger Model MA33 Amplifier-With tubes and cage. List Price ____________ $115.00 (Zone 2: $117.97) 
Challenger Model CHA33Y Phono-Top Amplifier-With bullt-in three-speed phono top, Ronette turnover 
cartridge, tubes and cage. List Price ____________________________________________ S146.50 (Zone 2: $149.80) 

CHA620Y 20-WATT UNIVERSAL MOBILE AMPLIFIER 
Operates on 117 volts AC, 12 or 6 volts DC. Wide-range response, individual controls for m!crophone. 
treble, bass and phono. Separate boost/cut bass and treble controls; advanced design push-pull output 
circuit with negative feedback;· bullt-in Inverter provides 117 volts AC, 60 cps power to built-In or 
external phono for battery operation; rugged construction; plug-in connectors for speaker line; 70-voIt 
line; decorator styling. Power Output: 20 watts. Response: ±2 db, 30 to 15,000 cps. Inputs: one micro­
phone, one phono. Gain: Microphone, 120 db; Phono, 76 db. Hum and Noise: Fundamental -75 db below 
rated output; Microphone -55 db and Phono -75 db below rated output. Tone Controls: Bass + 12 db to 
-12 db at 60 cps; Treble, + 8 db to -12 db at 10,000 cps. Output Impedance, 4, 8, 16 and 245 ohms; 70-volt 
line. Tubes: (5) 2-6V6GT; 1-6AX5GT; 2-12AX7. Power: 117 volts 60 cps, 6 or 12 volts DC. Power Con­
sumption: (at full signal), 80 watts at 117 voits; 88 watts with phono at 6 or 12 volts DC. Dimensions: 
CHA620, 15y.." wide, 10" deep, 8'1z" high; CHA620Y, 15y.." wide, 10" deep, 10%," high. Shipping Weight: 
CHA620, 25 lbs.; CHA620Y, 30 Ibs. AC and DC cable supplied. 
Challenger Model CHA620 Amplifier-With tubes and cage. List Prlce __________ $175.00 (Zone 2: $177.97) 
Challenger Model CHA620Y Amplifier With Phono Top-With tubes, cage, AC and DC cable, built-in 
three-speed phono top, Ronette turnover cartrldge __________________________ Llst $200.410 (Zone 2: $203.30) 

CHA20 20-WATT AMPLIFIER 
Wide-range response; individual controls for microphone, treble, bass and phono; separate boost/cut bass 
and treble controls; advanced deSign push-pull output Circuit with negative feedback; rugged construction; 
plug-ln connectors for speaker line; 70 volt line; decorator styling. Power Output: 20 watts. Response: 
±2 db. 30 to 15,000 cpS. Inputs: One microphone, one phono. Gain: Microphone, 120 db; Phono, 76 db. 
Hum and Noise: Fundamental,-75 db below rated output; Microphone, -55 db and Phono, -75 db 
below rated output. Output Impedance: 4, 8, 16 and 245 ohms; 70-volt line. Tone Controls: Bass, + 12 db 
to -12 db at 60 cps; Treble, +. 8 db to. -12 db at 10,000 cps. Tubes: (5) 2-6V6GT; 1-6AX5GT; 2-12AX7. 
Power: 117 v., 60 cps. Power ConsumptIOn: 80 watts at full signal. Dimensions: CHAW 14%" wide 8%" 
giel~'s.6%" high; CHA20Y, 14y.." wide, 8%" deep 10%," high. Shipping Weight: CHA20, '20 lbs.; CHA20Y, 

Challenger Model CHA20 Amplifier-With tubes and cage. List Price _______________ $91.00 (Zone 2: $93.20) 
Challenger Model CHA20Y Amplifie~ with Phono Top-With tubes, cage, built-in three-speed phono top, 
Ronette turnover cartridge. List PrlCe------------------ _______________________ SI22.50 (Zone 2: $125.03) 

CHAIO IO-WATT AMPLIFIER 
A champion for low-power applications. Wide-range response' SELECTONE for qUick easy tonal 
adjustment; ind~viduaI controls for microphone, phono and tone; advanced negative feedback circuit; 
rugged construction; plug-in.connectors, decorator styling. Power Output: 10 watts. Response: ±2 db, 30 
to 15,000 cps.Inputs: One mICrophone, one phono. Gain: Microphone 115 db' Phono 76 db Hum and 
Noise: Fundamental, -70 db, and Phono, -70 db below rated output. Output Impedances: . 4 8 and 16 
ohms: Tone Control: SelecTone-Deep Bass, Mellow, CriSp, Brilliant. Tubes: (4) l-SLSGB; I-SAUS; I-SAV6; 
1·6AX5GT. Power: 117 volts, 60 cps. Power Consumption: 70 watts at full Signal Dimensions' 11" wide 
7%" deep, 5%," high; With cage, 6%" high. Shipping Weight: 10 lbs' with cage' 12% lbs' , 
Challenger Model CHAIO Amplifier-With tubes. less cage. List PrIce~: __________ : __ $61.5t; (Zone 2: $62.60) 
Challenger Model CAGI0-Cage for CHAlO Amplifier. List Prlce-_________________ $6.50 (Zone 2: $7.05) 

PHONO TOPS 
Phonograph tops are available with Models CHA33 , 
CHA620 and CHA20 amplifiers as described on 
facing page. They must be ordered at the ·same 
time as the amplifier (add "Y" to Model No.). 
The phono top consIsts of a high quality three­
speed Phono with a Ronette turnover cartridge 
Installed. -

SHOCK-MOUNTING BASE 
A spring-loaded, shock Isolating base for operating 
Models CHA620 and CHA620Y amplifiers in a car 
or trUCk. 
Bogen Model SV-3-Llst Price ______________ $13.75 

Zone 2: 14.45 

MX6 

MIXER­

PRE-AMP­

LIFIER 

Self-powered. provides four microphone and 
two radio-phono inputs; any four can be 
used at once for noiseless mixing and fading. 
Output: 6 volts. Response: 50-15,000 cps, 
±2 db. Gain: Mike, 59 db; Phono, 30 db. 
Hum Level: -70 db below 6 volt Input. Out­
put Impedance: Less than 1000 ohms (ca­
thode follower). Controls: Two mike volume, 
two mike or phono volume, On-Off. Tubes: 
2-12AX7; 1-12AT7. Size: 8" x 4%," x 6"!h.· 
Power: 10 W, 117 v, 60 cps. Shipping Weight, 
6lbs. 

Bogen Model MX6-Llst Prlce ______ $65.00 
Zone 2: _______ 65.33 
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Challenger 
System 

No. 

CHA75AB 

CHA75AT 

CHA33P 

CHA33YP 

CHA33B 

CHA33YB 

CHA33T 

CHA33YT 

CHA620T 

CHA620Y "'" 

CHA20P 

CHA20YP 

CHA20B 

CHA20YB 

CHAI0S 

CHAI0P 

SECTION 1300 

e~lLllenge,. BY BOG EN 

SOUND SYSTEMS INTERCOMS 
COMPLETE INDOOR, OUTDOOR AND PORTABLE PUBLIC ADDRESS SYSTEMS 

Type of 
System 

75-watt 
Indoor 

75-watt 
Outdoor 

33-watt 
Portable 

Phono 

33-watt 
Indoor 

Phono 

33-watt 
Outdoor 

Phono 

2O-watt 
Univer­

sal 

Phono 

20-watt 
Portable 

Phono 

20-watt 
Indoor 

Phono 

10-watt 
I-spkr. 

Portable 

lO-watt 
2-spkr. 

Portable 

Uses 
Amplifier 

Model 

CHA75A 

CHA75A 

CHA33 

CHA33Y 

CHA33 

CHA33Y 

CHA33 

CHA33Y 

CHA620 

CHA620Y 

CHA20 

CHA20Y 

CHA20Y 

CHAlO 

CHAlO 

Uses Microphone Model 

Bogen-E-V Model 927 crystal 
microphone, stand, 10' cable, 
MCIF connector. 

Bogen-E-V Model 927 crystal 
microphone with stand. 10' 
cable and MCIF connector. 

Bogen-E-V Model 927 crystal 
microphone with stand, 10' 
cable and MCIF connector. 

Same as CHA33P. 

Bogen-E-V Model 927 crystal 
microphone, stand, lO" cable, 
MCIF connector. 

Same as CHA33B. 

Bogen-E-V Model 927 crystal 
microphone with stand, 101 

cable, MC1F connector. 

Same as CHA33T. 

Bogen-E-V Model 927 crystal 
microphone with stand. 101 

cable and MC1F connector. 

Same as CHA620T. 

Bogen-E-V Model 927 crystal 
microphone with stand, 10' 
cable and MC1F conne<1tor. 

Same as CHA20P. 

Bogen-E-V Model 927 crystal 
microphone with stand, 10' 
cable and MC1F connector. 

Same as CHA20B. 

Bogen-E-V Model 927 crystal 
microphone with stand, 10' 
cable and MCIF connector. 

Bogen-E-V Model 927 crystal 
microphone with stand, 101 

cable and MCIF connector. 

Uses Speakers. Baffles. Horns. Drivers 

Four '12" Alnico V PM speakers, each 
with 25' caDle and plug mOunted in 12" 
hand-finished walnut wall baffles. 

Three University PH trumpets with 
MA25 driver units. (Additional trumpets 
and driver. List $58.50. Zone 2: $61.20). 

Two 12" Alnico V PM speakers, each 
with 25' cable and plug mounted in split, 
portable baffle which also carries the 
amplifier. 

Same as CHA33P, except larger carrying 
case. 

Two 12" Alnico V PM speakers, each 
with 251 cable and plUg, mounted in 12" 
hand-finished walnut wall baffles. 

Same as CHA33B. 

One University PH trumpet with MA25 
driver unit. (Additional trumpets with 
driver. LisfPrice $58.50. Zone 2: $61.20). 

Same as CHA33T. 

One University PH trumpet with MA25 
driver unit. (Additional trumpets with 
driver. List Price $58.50. Zone 2: $61.20). 

Same as CHA620T.L 

TwO 12/1 Alnico V PM speakers, each 
with 25' cable and plug, mounted ip. split 
portable baffle which also carries am­
plifier. 

Same as CHA20P except larger carrying 
case. 

Two 12/f Alnico V PM speakers, each 
with 25' cable and plUg, mounted in 
hand-finished walnut wall baffles. 

Same as CHA20B. 

One 8/1 Alnico PM speaker mounted in 
portable carrying case. 

Two 10" Alnico PM speakers, each with 
25' cable and plug, mounted in split 
portable carrying case. 

List Price 
Zone Zone 

1 2 

$321.40 $336.40 

390.87 401.87 

218.15 227.50 

256.15 266.00 

201.63 207.57 

230.93 237.00 

208.61 213.78 

234.78 243.13 

263.28 271.13 

288.28 296.63 

194.15 202.50 

232.15 241.00 

172.78 177.62 

210.15 218.CO 

150.65 155.35 

163.00 169.00 

Bogen Challenger Series Intercoms Now Feature 
Multiple-Master /Multiple-Remote Intermix Systems 

Model CHXR Intermix Remote Station is equipped with a 6-position 
selector switch and can select and initiate calls to anyone of six 
CHX12 masters. It is designed for use in multiple-master/multiple­
remote systems in conjunction with CHX12 masters. 

Model CHM12A Master Station is equipped with an ll-position sta­
tion selector switch and can be used with up to eleven other CHM12A 
masters or eleven CHR remotes. ' 

The new Challenger In­
tercom line brings a ver­
satility never before avail­
able at such moderate cost. 
With the addition of two 
new intermix units to the 
line, it is now possible to 
plan a system that will 
meet virtually any set of 

plants, stockrooms, and even in the home, r~~~[~:.en~ey ige ~~~ir:~ 
master/mult~ple-remote syste-ms, multiple-master systems, or multiple­
master/multIple-remote systems. And you can now also use a remote 
capable of selecting and initiating calls to anyone of six masters. 
Bogen Chall.enger intercom units are as distinguished for their trim, 
m~dern stylIng as they are for their functional versatility. Ruggedly 
~~~~' d~~rn-~~~:o~~r~~~~oi~~~~~. their reliability in providing trouble~ 

Model CHM6A Master Station Is identical to the CHMI2A, but de­
signed for use in 6-station systems with up to five other CHM6.A 
masters or five CHR remotes. 

Model CHR Remote Station is designed to receive and respond to calls 
from CHM6A, CHM12A and CHX12 masters, and can initiate calls to 
anyone master. 

List Prices 
CHX12 _______________________________ . __________ $64.75 (zone 2: $65.25) 

Model CH~12 Intermix Master S,tation Is equipped with a 12-position 
sele,ctor SWItch, and can be used with up to twelve other stations con­
~:~f~~ g!Si~~~12 masters and CHXR or CHR remotes in any combi-

CHXR ________________________________ . __________ 28.70 (zone 2: 28.90) 
CHM6A _______________________________ . __________ 53.75 (zone 2: 54.25) 
CHM12A _____________________________ . __________ 56.35 (zone 2: 56.85) 
CHR __________________________________ . __________ 13.95 (zone 2: 14.10) 

CHALLENGER TWOSOME SPECIAL LOW-COST 2-STATION SYSTEM FOR HOMEOR OFFICE 

Easy to install. easy to operate, the Challenger Twosome brings effective intercom service into homes and small 
offices at a cost that is well-nigh irresistible. Master unit has two controls: 'talk-to-listen' and ·volume'. Remote 
al'So has two controls: 'talk-to-listen' and 'privacy'. With 'privacy' control in 'off' pOSition, remote can initiate 
calls to master without operating ttalk-to-l1sten' switch-ideal for nursery and other surveillance requirements. 
Master and Remote are sold as a pair, supplied with 50 feet of interconnecting cable. 

Model CHS2 Twosome __________________________________ . ________________ (complete) list price $50.10 (~one 2: $50.70) 

~ ~ ~':':~ :::::= 

:- -Ii 
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SECTION 1300 

I N T ERe 0 M SAN 0 TEl E P H 0 N E S 

NEW BOGEN - PtiONE SYSTEMS 

SERIES TSD is a completely new Internal telephone 
system that provides private, multi~conversat1on in of­
fice or plant without a central exchange. Only Bogen 
provides complete privacy. selective ring, selective talk. 
100% trunkage. without costly central switching. 

Extremely reliable, simple, and highly flexible, Series 
TSD Bogen-Phones are available In three models: TSD20 
twenty station master, TSDIO ten station master, and 
TSDI single station (for secretary). All models are de­
signed for wall or desk mounting and are supplied with 
a junction box. Finish Is a rich dark grey that harmo­
nizes with any commercial. professional, or industrial in­
terior. A single, centrally located power supply (PRS-I0) 
serves the complete system. 

TSD20 ________________ Llst price: $53.25 (Zone 2: $53.60) 
TSDI0 ________________ List price: $45.65 (Zone 2: $45.95) 
TSDI _________________ Llst price: $33.25 (Zone 2: $33.55) 
PRS-I0 _______________ List price: $44.35 

TQI-B TWIN-PHONE Is the ideal two station system for 
residential, profeSSional, and commercial use. The Twin­
Phone features battery operation, quick installation, 
low cost, handsome styling, and wall or desk mounting. 
Recommended wherever privacy is desired and AC power 
unavailable, the Twin-Phone will operate for months on 
only four standard flashlight batteries. 
TQI-B ____ · ____________ Llst price: $63.20 (Zone 2: $63.90) 

TQA ATTEND-A-PHONE Is designed as a service phone 
system between a central location and multiple remot~ 
points. Typical applications include bowling alleys, 
motels, hospitals, offices, schools, and factories. When 
a remote station handset is lifted, a buzzer sounds at 
the central switchboard and a light Indicates which 
remote is calling. When the switchboard calls a remote, 
a buzzer sounds quietly. Remote stations can also call 
each other through the switchboard. 

The TQA-21 central switchboard has facilities for twenty­
one remote stations. The Attend-a-Phone system can be 
easily expanded at any time by the addition of any num­
ber of XQA-21 expansion boards, each with facilities for 
twenty-one additional remote stations. The TQX re­
mote station phone is designed for desk or wall mount­
ing. ' 

SERIES TQ Is a selective ringing-common talk, low 
cost system for office, plant, store, or home. Choice of 
models Includes TQ-l (pair 9f phones for a two-station 
system), TQ-6 (phone with six pushbuttons for use In 
seven-station system), and TQ-12 (phone with twelve 
pushbuttons tor use In thirteen-station system). TQ 
systems permit conference calls. A Bogen 'nRA Phone­
Page Adapter may be added to the system to permit 
paging through your P .A. loudspeaker system from a 
TQ phone. Or, the Bogen PRS-5 Multi-Mix Power 
Adapter may be used, with an amplifier and up to five 
loudspeakers, to 
provide intercom­
munication be­
tween any TQ 
phone a.nd any 
loudspeaker. ~s 
well as simulta­
neous paging from 
any TQ phone to 
all of the loud, 
speakers. TQ-6 

TQ-12 _______________ Llst price: $ 34.25 (Zone 2: $ 34.85) 
TQ-6 ________________ List price: $ 27.95 (Zone 2: $ 28.35) 
TQ-l (pair) _________ List price: $ 51.45 (Zone 2: $ 52.05) 
PRS-l Power Supply for 

TQ Systems _____ List price: $ 30.00 (Zone 2: $ 30.30) 
PRS-5 _______________ Llst price: $147.37 (Zone 2: $148.25) 
TRA _______________ Llst price: $ 42.20 (Zone 2: $ 42.50) 
RY-l Plug-In Relay __ List price: $ 17.75 (Zone 2: $ 17.91) 

NEW DELUXE ALL-TRANSISTOR BOGEN INTERCOM SERIES 

The BOGEN all-transistor design obsoletes Intercoms employing electronic tubes 
... gives you instant communication the moment the system is turned on. No 
warm-up time, no costly tube replacement. 
The new TIX Series is a result of exhaustive BOGEN research combined with 
thirty years of design and production experience. Here, truly, are instruments 
of superb performance and flexibility. 
Models TIX-24 and TIX-11 are housed in "Seville" textured, semi-gloss mocha 
cabinets that match the'decor of the finest offices. Finish is durable, attractive 

- and~easy to clean. TIX models are AC operated thoughout, and provide plenty 
of .:power to over-ride noisy locations. 
The versatility 'of these intercoms is without parallel. Whether your requirement 
is for _ a single" master and a" number of remote stations, for a system exclusively 
of master stations; or for "a combination of master and remote stations, 
the TIX Series, Is the perfect solution. Additional stations may be added 
at any time. The TIX system may also be connected to your paging system 
permitting plant-wide paging and announcing. 
Operation is' simplicity itself. Model TIX-11 has 10 station selectors. Model 
TIX-24 has twenty-three. To Initiate a call, merely push the appropriately 
marked plano key station selector, depress the talk-listen lever and speak. To 
receive a reply, remove your finger from the lever, which automatically returns 
to the listen position. You control the Incoming volume, adjusting It to your 
personal satisfaction. 
It is impossible for a 'I'IX master to be eavesdropped upon by any other sta­
tion in the system, unless desired. TIX instruments reproduce the spoken word 
with sparkling clarity. 
Two types of remote stations are available. RIX-l can Initiate a call to one 
master station; the RIX-6 can initiate a call selectively to anyone of six 
masters. Any remote can be called by any master. In noo-private installations 
replies can be made without operating any control. "The remote stations are so 
sensitive that replies can be made from distances up to twenty feet. 
CHIME CALL-INITIATION - In TIX 
systems. master stations are freed of 
the disconcerting interruption of in­
cOming voice calls. Call-initiation is ef­
fected by a chime signal which repeats 
automatically, at short intervals, until 
the called station replies (a concealed 
switch permits conventional voice call­
initiation where this is required). 

TIX-24 
AUTO-RESPOND SWITCH - The new Bogen TIX system features the unique 
Bogen AUTO-RESPOND switch, which for the first time makes It possible to 
reply when called without operating either station selector or talk-listen switch, 

and even without the caller identifying his location. When an unid-entif1ed 
master station calls another -TIX master station, the latter need only actuate 
his· AUTO-RESPOND switch and talk. No further hand operations are 
necessary during the entire conversation. When an unidentified remote 
station calls a TIX master station, the latter actuates his AUTO-RESPOND 

switch and then operates his talk-listen switch (the RECORD-A-CALL light 
indicates whether the Unidentified station is a master or remote). Since a 
master station with AUTO-RESPOND switch in the activated position can be 
listened to by other masters, a light reminds the user that his station Is In 
non-private mode. 
RECORD-A-CALL FEATURE-When a master Initiates a call, the called sta­
tion's chime sounds and its RECORD-A-CALL light -goes on. The called party 
may reply when ready; If absent from his desk when Initially called, he notes 
the recorded light Indication on his return. 
PRIVACY-The TIX master Is designed so that remote stations can be assured 
of privacy (no eavesdropping possible), and the master can hear the remote 
only when the remote is in the non-private position. Remotes have a three­
position mode switch: private P9sition, non-private position, call position. A 
TIX system may be arranged to include both private and non-private remotes.' 
CALLED STATION AVAILABILITY LIGHT-A time-saving feature consist­
Ing of a light which Indicates that the master station you desire to call Is not 
in conversation with another station. Press the station selector; if the light 
goes on, call the station. 

SPECIAL ACCESSORIES FOR TIX SERIES: 
PRS-11 a.nd PRS-24 Power Supplies for up to 11 ang 24 station systems re­
spectively. 
ACP-l All-Call Adapter which permits any master to page all master and remote 
stations simultaneously. 
JB2 Junction Box for easy installation. 
FIX-l Outdoor Remote Station weather-proof design-flush mount panel. 
TIX Prices on Request. 

TIB-2 TWIN-COM Is a brand-new, two-station, battery­
operated intercom system featuring an all-transistor 
design that provides crystal-clear intercommunication 
with low initial cost, freedom from maintenance and 
tube replacement. Batteries last practically their sheJf­
life. Remote station has lOCk-on for monitoring or baby 
sitting, yet master can talk to remote at all times. 
(Remote can also initiate calls whenever desired.) 
TWIN-COM is powered by eight Inexpensive penlite 
battery cells, and operates efficiently on cables con­
siderably longer than the 50 feet supplied. 
TWIN-COM Is supplied complete with master, remote, 
50 feet of cable and battery box. List Price: (Less Bat­
teries) $49.95 (Zone 2: $50.80). 
AC Powered Transistorized TIA-2 Twin-Com. The same 
quality system as the battery operated T1B-2 except that 
it plugs into an AC outlet. Supplied with master, remote, 
50 feet of cable, built-in AC power supply and plug. 
Operates on 117V. List price: $54.95 (Zone 2: $55.85). 

= BOGEN-PRESTO PARAMUS, N.J. A DIVISION OF THE SIEGLER CORP. 

ALL prices ·and specifications subject to change without notice 
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RP100 

TRANSISTORIZED STEREO/MONO 
4·TRACK TAPE DECK 

Semikit Model RP100K 
Tape transport assembled and tested; electronics In 
kit form $299.95 
Wired Model RP100W 
Handwired throughout by skilled American craftsmen 
$399.95 
(An original, exclusive EICO product designed and 
manufactured in the U.S.A. Patents Pending) 
Provides stereo/mono 'I. track erase, record, and 
playback; also '12 track stereo/mono play· 
back. Separate record and playback heads and 
independent. record electronics and playback elec· 
tronics to permit simultaneous stereo playback from 
tape while recording (monitor). Dual meters for 
stereo recording. Sound·on·sound recording without 
changing connections. Separate line and mic (dy· 
namic) mixing level controls in each channel. Tape 
transport is trouble·free, precision constructed, and 
supremely rugged (only 3 moving links.) Employs 
heavy·duty hysteresis synchronous capstan motor 
with heavy precision fly·wheel essential for unvary· 
ingly accurate speed regardless of normal line and 
load variation. Also, two 4·pole reel motors with 
positive electro·dynamic braking. Completely elec· 
trical push-button control of the transport; solenoid 
operated pinch roller and tape lifters to provide 
feather-touch pushbutton control. Tape lifters reo 
move tape from heads' during fast winding to mini­
mize head wear. Precision tape guides eliminate 
tape weave. Electro·dynamic hold back tension on 
supply reel, plus mechanical filter for minimum flut· 
ter and wow. Transport will handle the thinnest 
tape without stretching. Convenient sweep loading, 
top·of·deck speed shift control, and digital counter. 
No rubber idlers to develop "flats" or mechanical 
brakes to wear out or go out of adjustment. Deck 
can be mounted horizontally or vertically. 
Speeds: 7'/2 and 3'l1. ips. Maximum Reel Size: 7 
inches. Rewind and Fast Forward Time: 1200 ft. in 
less than 1 minute. Flutter and Wow: 0.2% at 7'12 
ips, 0.25% at 3'l1. ·ips. Frequency Response: 30 to 
17,000 cps at 7'12 ips, 40 to 15,000 cps at 33/. ips. 
Signal·to·Noise Ratio: 53 db or better with signal 
recorded 12 db below saturation at 7'12 ips. Timing 
Accuracy: 0.3%. Dimensions: 15'1." wide x 13%" 
front·to·back x 7" deep. Power: 117 VAC, 60 cps, 
100 W. 

70·WATT INTEGRATED STEREO 
AMPLIFIER S170 

Kit $94.95 Wired $149.95 
Includes Metal Cover 

Deluxe, all·out engineering and brilliant new decor· 
ator styling at extremely reasonable cost. Consists 
of two 35·watt amplifiers and a complete stereo· 
phonic high fidelity control center on one chassis. 
Switched sets of stereo inputs include two mag. 
phono (one for turntable and one for changer), tape 
head, preamplified tape, FM·AM stereo tuners, FM· 
FM Multiplex, and Auxiliary. Clutch concentric level 
controls with balance check switch and loudness/ 
level switch. Concentric bass and treble tone can· 
trois. Other controls are six· position stereo·mono 
mode selector, separate level and balance, tape 
speed, tape monitor, scratch, and rumble. 4, 8, and 
16 ohm speaker connections, third channel speaker 
connection. 
.1M Distortion: 2% at 40 watts. Harmonic Distortion: 
'12 % at 70 watts. Frequency Response: ±'12 db 
10-50,000 cps. 

© U.c.P., Inc. 

ST96· 

ST40,70 

40·WATT INTEGRATED STEREO 
AMPLIFIER ST40 

Kit $79.95 Wired $129.95 

Includes Metal Cover 

"Exhibits all the well-known Eico knowhow ••• a 
lot of amplifier for the money .•. an easy building 
kit of handsome appearance with excellent specili· 
cations for its category - an excellent buy lor 
those with a modest budget."-AUDIO 
Superb, quality·first engineering and brilliant, new 
decorator styling at moderate cost makes this unit 
a truly outstanding value. Consists of two 20·watt 
amplifiers and a complete stereophonic high fidelity 
control center on one chassis. Switched sets of 
stereo inputs include two mag. phono (one for turn· 
table and one for changer), tape head, preamplified 
tape, FM·AM stereo tuners, FM·FM Multiplex, and 
Auxiliary. Separate level and balance controls with 
balance check switch and loudness/level switch. 
Concentric bass and treble tone controls. Other 
controls are six·position stereo/mono mode selec· 
tor, tape monitor, scratch and rumble. 4, 8, and 
16 ohm speaker output, third channel speaker can· 
nection. 
1M Distortion: 2% at 40 watts. Harmonic Distortion: 
'12 % at 40 watts. Frequency Response: ±'12 db at 
12·25,000 cps. 

FM·AM STEREO TUNER ST96 
Kit $89.95 Wired $129.95 

Superb, advanced design tuner equipped for FM·Mul· 
tiplex stereo reception with adaptor, as well as for 
FM·AM stereo. Prewired, pre-aligned FM front end 
completely shielded in a die'cast housing, and pre· 
wired and pre-aligned FM and AM IF strips. 
Exclusive precision "eye-tronic"® traveling tuning 
indicators contract into an "exclamation point" at 
the exact center of each broadcast channel. FM sec· 
tion features include switched AFC, AGC, stabilized 
low limiting threshold for excellent performance 
from weaker signals, and broadband ratio detector 
for improved capture ratio and easier tuning. AM 
section features include tuned RF stage, switched 
"broad" and "narrow" band·pass, high Q 10kc 
whistle filter, and built-in ferrite loop antenna. 
Both sections have slide-rule dials with effortless 
fly·wheel· tuning, very low inter·station noise, high 
output at low impedance. 
FM Section: Sensitivity: 1.5,av for 20 db quieting; 
Selectivity: 250kc IF bandwidth (6db down). Fre· 
quency Response: 20·15,000 cps ±1 db. Image 
Rejection: .40 db. Hum Level: 60 db down. Drift: less 
than 2 parts in 10,000 from cold start. Tuning 
Range: 87.5·108.5 mc. Output Level: 2.5v for 100% 
mod. AM Section: Sensitivity: 3,av for 1.0v average 
output at 20db SIN ratio. Selectivity: overall IF 
bandwidth of 18 kc at "broad bandwidth," 9 kc at 
"narrow bandwidth", 6db down. Frequency Re· 
sponse: 20-9,000 cps on "wide bandwidth", 20· 
4500 cps on "narrow bandwidth". Image Rejection: 
60 db. Hum Level: 60 db down. Drift: negligible. 
Tuning Range: 540 to 1650kc. Output level: 1.0v 
average. Size 157/8" wide x 5" high by 14/1 deep. 

Net 

HFT90, 92, 94 

FM TUNER HFT90 
Kit $39.95 , Wired $65.95 

Metal Cover E3: $3.95 I ncl udes FET 

"Drift absolutely absent; audio quality excellent; 
novel tuning quite effective."-ELECTRONICS IL­
LUSTRATED. "One of the best buys you can get in 
high fidelity kits."-AUDIOCRAFT Kit Report. Ex· 
tremely sensitive, low·noise "front·end", com· 
pletely pre-wired, pre·alt'gned. Employs temperature­
compensated components and advanced circuitry to 
completely eliminate need for AFC. Drift less than 
2 parts In 10,000 from cold start. Radiation sup· 
pressed far below FCC standards. Also features 
exclusive pre·wired precision eye·tronic® traveling 
tuning eye. Equipped for FM Stereo reception (with 
adaptor). Sensitivity, unapproached among FM tuner 
kits, of 1.5 uv for 20 db quieting. Input 300 ohms, 
IF bandwidth 260 kc. Detector: Peak separation of 
600 kc. Freq. resp. 20-20,000 cps ±ldb. Audio out­
put 1 V for 10 uv input with 75 kc deviation. Hum 
60 db below 1 V. Cathode follower and multiplex 
outputs. Flywheel slide·rule tuning, AGC, stabilized 
low limiting threshold for excellent performance 
from weaker signals, broad·band ratio detector for 
improved capture ratio and easier tuning, full·wave 
rectifier and heavy filtering, very low distortion. 
Uses 1-ECC85/6AQ8, 3·6AU6, 1·6AL5, 1·6C4, 1·DM70, 
1·6X4. Flexible "low silhouette" design adaptable 
to any panel thickness for console installation; 
optional cabinet. HWD: 3518" x 12" X 8'1./1. Oper·· 
ates from 110·125 VAC, 60 cps line. 

AM TUNER HFT94 
Kit $39.95 Wired $65.95 

Includes Cover and FET 

A basic high fidelity AM tuner that affords match· 
.less stereo reproduction when used with the widely 
acclaimed HFT-90 FM tuner. It features a choice 
of "hi-fi" wide bandpass to 14 kc or narrow band­
pass to 7 kc for weaker, distant stations. Excellent 
signal to noise ratio with very little signal. High 
selectivity and sensitivity attained with the aid 
of tuned RF stage and built·in ferrite loop antenna. 
High output with low distortion and low output 
impedance. Very little inter·station noise. No align· 
ment of test instruments required as RF and IF 
coils are carefully pre·aligned. Features include 
precision eye-tronic® tuning with the DM-70 trav­
eling eye indicator, slide·rule dial, fly-wheel tuning. 
Auxiliary recording output and volume controls. 

FM/AM TUNER HFT92 
Kit $59.95 Wired $94.95 

Includes Cover and FET 

Combines the renowned HFT90 High Fidelity FM 
Tuner with excellent AM tuning facilities. (The 
HFT92 is not a stereo FM·AM tuner, since it· does 
not receive FM and AM simultaneously). Exclusive 
precision eye-tronic® tuning is achieved for both 
FM and AM sections. The HFT92 also ~eatures an 
FM·Multiplex output for FM stere-o 'reception ,with 
adapter. ,., . 
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MX-99 

FM MULTIPLEX ADAPTOR MX-99 
Kit $39.95 Wired $64.95 

An original EICO contribution to the art of 
Ftil Multiplex reception. 

The new ErCO MX-99 Multiplex Adaptor incorporates 
the best features of both the matrixing and sam­
pling techniques_ It is free of phase-distorting filters 
and provides the required, or better-than-required, 
suppression of all spurious signals including SCA 
(67kc) background music carrier, re-inserted 38kc 
sub-carrier, 19kc, pilot carrier and all harmonics 
thereof. This is very important for high quality 
tape recording, where spurious signals can beat 
~gainst the tape recorder bias oscillator and result 
in audible spurious tones in a recording. This adap­
tor will synchronize with any usable output from 
the FM tuner and will demodulate, without signifi­
cant distortion, tuner outputs as high as 10 volts 
peak-to-peak (3112 volts RMS). The MX-99 is self­
powered and provides entirely automatic stereo/ 
mono operation. A separation of 35 db between 
channels is typical across the entire audio spec­
trum. Low impedance cathode follower outputs per­
mit long lines. The MX-99 is designed for all EICO 
FM equipment (HFT-90,. HFT-92, ST-96), and com­
ponent quality, ratio detector FM equipment pro­
vided with a multiplex output. 

STEREO DUAL AMP-PREAMP HF8l 
Kit $69.95 Wired $109.95 
Selects, amplifies and controls any stereo source­
tape, discs, broadcasts - and feeds it thru self­
contained dual 14W amplifiers to a pair of speakers. 
Monophonically: 28 watts for your speakers; com­
plete stereo preamplifier. "Service Selector" 
switch permits you to drive both internal power 
amplifiers of the ,HF81 from one of the preamp­
control sections while the other preamp-control 
section is left free to drive an existing external 
amplifier. Ganged level controls, separate focus 
(balance) control, independent full-range bass and 
treble controls for each channel. Identical William­
son type, push-pull EL84 power amplifiers with high 
quality output transformers. Attractive "low silhou­
ette" construction permits you to dispense with 
cabinetry if desired. 
Output Power: 28 watts (two 14 watt channels) 
continuous; 56 watts peak. 1M Distortion (60 & 
6000 cps at 4:1): 2% at 28 watts (14 watts each 
channel); 0.5% at 10 watts (5 watts each channel). 
Frequency Response: 2W (lW e'ach channel) ±0.5 db 
10 cps to 100 kc. Harmonic Distortion: 16W (8W 
each channel) less than 1 % from 30 cps to 10 kc; 
20W (lOW each channel) less than 1 % from 40 
cps to 10 kc; 28W (14W each channel) less than 
1 % from 50 cps to 5 kc. Sensitivity (input for 
14W): mag. phono - 4 mv; tape head - 2 mv; mic. 
- 6 mv; tuners, auxiliaries - 0;5V. Hum & Noise 
Level (below 14W): mag. phono - 60 db; tape head 
- 51 db; mic - 57 db; tuners, auxiliaries - 75 
db. Tone Control Range: ±15 db at 50 c and 10 
kc. Speaker Connections: 4, 8, and 16 ohms. Tubes: 
4-ECC83/12AX7, 2-ECC82/12AU7, 4-EL84, 2-EZ81. 
Size IS" wide, 4'¥4" high, 101,12" deep. Weight: 
24 Ibs. 

SECTION 1300 

HF85 

STEREO DUAL AMP-PREAMP AF4 
Kit $38.95 Wired $64.95 
Provides clean 4W per channel or 8W total output. 
Inputs for ceramic/crystal stereo pick-ups, AM-FM 
stereo, FM-multi stereo. 6-position stereo/mono 
selector. Clutch-concentric level & tone controls. 
Use with a pair of HFS-5 Speaker Systems for good 
quality, low-cost stereo. 

(not illustrated) 

STEREO DUAL PREAMP HF85 
Kit $39.95 Wired $64.95 
Offers practically every control and switching facil­
ity anyone could want in a physical design adap· 
table to any type of installation. With it, you can 
select, preamplify and control accurately, any 
stereophonic source-tape, discs or broadcasts. 
Extremely low distortion, bordering on the unmeas­
urable (even at high output levels), precludes any 
degradation of quality from the best modern pro­
gram sources. Self-powered, utilizing a full-wave 
rectifier tube power supply. Works in conjunction 
with any two high quality power amplifiers, such 
as the EICO HF14, HF22, HF30, HF35, HF50 and 
HF60. Separate low level input in each channel 
for mag. phono, tape head, and microphone. Sep­
arate high level inputs for AM tuner, FM tuner, 
and FM Multiplex. Also two auxiliary A inputs (one 
in each channel) and two auxiliary B inputs (one 
in each channel). Independent level controls that 
may be operated together with built-in clutch. In­
dependent full-range bass and treble tone 'controls 
in each channel, may be operated together with 
built-in clutch. 
Switch permits hearing each stereo channel indi­
vidually, also use of unit for stereo or monophonic 
play. Stereo channels may be reversed. On mono­
phonic record playback, channels are mixed for 
rumble cancellation. 30 db feedback amplifier pair 
reduces tone control distortion to unmeasurable 
levels in each section. Low impedance output to 
tape recorder, useful on all inputs. New "low-sil­
houette" construction matches EICO tuner. Very at­
tractive when placed on a shelf or out in the open, 
yet permits easy console installation with full 
shielding and adaptability to any panel thickness. 
Frequency Response: ±0.3 db 5-200,000 cps at any 
level up to 3V RMS out. Sensitivity (input for 2V 
RMS output at 1000 cps): Mag. Phono-1 mv; 
Microphone-1 mv; Tape-head-0.5 mv; High Level 
Inputs-0.17V. Hum Noise: Mag. Phono--60 db; 
Microphone-60 db; Tape Head-50 db; High level 
inputs-75 db. 1M Distortion (60 and 7000 cps at 
4:1): 0.04% at 2 V out. Harmonic Distortion (20-
20,000 cps): 0.1 % at 3V RMS out; 0.15% at 5V 
RMS out. Tone Control Range: At 10kc: 15 db 
boost, 15 db cut; At 50 cps: 15 db boost, 15 db 
cut. Equalization: Phono-RIAA; Tape Head-NARTB for 
15 ips, 7'12 ips, 3,¥0 ips. Tape output Impedance: 
1400 ohms. Tube Complement: 5-12AX7/ECC83, 
1-6X4. Size: 3%" high, 12" wide, 8'10" deep. 

. lOO-WAn STEREO DUAL POWER 
AMPLIFIER HF89 

Kit $99.50 Wired $139.50 
Represents the utmost in audio quality. Each power 
amplifier is conservatively rated at 50 watts and 
employs the thoroughly proven cathode-coupled 
phase inverter-driven circuit, preceded by a direct 
coupled voltage amplifier. Fixed-biased, push-pull 
EL34's are used in the output stage and provision 
Is made for both bias and dc balance adjustments. 

HF89-87 

The very low impedance characteristics of silicon 
diode rectifiers gives the common power supply for 
the two amplifiers very good regulation. As a result, 
signal conditions in one amplifier have negligible 
effects on the operating conditions of the other 
amplifier. Surgistor limits starting surge currents, 
insuring long life for the silicon diode rectifiers, 
electrolytics, and tubes. High circuit and component 
quality result in less feedback required to achieve 
the very low distortion figures, so that the HF89 
has excellent stability margin. 

Output Power: 100 watts (two 50-watt amplifiers) 
continuous, 200 watts peak. 1M Distortion: (60 & 
7000 cps at 4: 1): 0.5% at 100 watts. Harmonic 
Distortion: Less than 0.25% from 30 to 15,000 cps 
and less than 1 % from 20 to 20,000 cps within 1 
db of 100 watts. Frequency Response: ±0.5 db 5 
cps - 100 Kc. Rise Time: 2.5 ,usec. Square-wave. 
Response: Essentially undistorted to 20,000 cps. 
Inverse Feedback: 18 db. stability Margin: 13 db. 
Damping Factor: above 12, 20 cps to 20 kc. 'Chan­
nel separation: 60 db. Sensitivity: 0.55V for full 
output. Hum: Better than 90 db below full output. 
Controls: Level Ch. 1, Level Ch. 2, "Service Selec­
tor" switch, ON-OFF switch. Speaker Connections: 
4, 8, and 16 ohms. Tubes: 1-ECC83/12AX7, 2-
6SN7GTB, 4-EL34, 2-silicon diode rectifiers 
(power), I-selenium rectifier (bias); surgister pro­
tected for long life. Power Source: 117V, 60 cps. 
Power Consumption: 215 watts at no signal, 270 
watts at 100 watts out. Size: (HWD) 6" x 15" x 11". 
Weight: 40 Ibs. Matching cover E-8: $3.95. 

HIGH FIDELITY STEREOPHONIC 
70-WATT DUAL POWER AMPLIFIER 

HF87 
Kit $74.95 Wired $114.95 
An unsurpassed high fidelity stereophonic 70-watt 
dual power amplifier providing superb stereo re­
production. Design determined by quality consider­
ation only, without compromise. Highest quality 
circuit design utilizing the EICO proven cathode· 
coupled phase inverter-driven circuit with preced­
ing direct-coupled voltage amplifier and an output 
stage of self-biased, push-pull EL-34's. Output 
transformers are the finest and costliest in the 
field. A low impedance silicon diode power supply 
exhibits very good regulation minimizing the effect 
of signal conditions in one amplifier on the oper­
ating conditions of the other amplifier. Stability 
margins as great as the feedback employed. Service 
selector switching determines the choice of oper­
ating the unit as either a stereophonic dual ampli­
fier providing 35 watts a channel or a monophonic 
70-watt amplifier. Level controls are provided in 
each channel. 

Output Power: 70 watts (two 35 watt amplifiers) 
continuous. 140 watts peak. 1M Distortion: (60 & 
7000 cps at 4: 1) 1 % at 70 watts. Harmonic Distor­
tion: Less than 1 % from 20 to 20,000 cps within 
1 db of 70 watts. Frequency Response: ±0.5 db 5 
cps-l00 kc. Rise time: 3 microseconds. Square­
wave response: Essentially undistorted to 20,000 
cps. Inverse Feedback: 17 db. Stability Margin: 17 
db. Damping Factor: above 11, 20 cps to 20 kc. 
Channel Separation: 55 db. Sensitivity: 0.38V. ·for 
full output. Hum: Better than 90 db below full out­
put. Speaker Connections: 4, 8, 16 and 32 ohms. 
Tubes: l-ECC83/12AX7, 2-6SN7GTB, 4-EL34, 2 sili­
con diode rectifiers protected by surgistor. Size: 
15" x 11" x 6". Shipping weight: ,32 Ibs. Matching 
cover E-8: $3.95. 

EICO ELECTRONIC INSTRUMENT CO., Inc. • Long Island City, N. Y. 
ALL PRICES 5% HIGHER IN THE WEST 
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HIGH FIDELITY STEREOPHONIC 
28-WATT DUAL POWER AMPLIFIER 

HF8G ' 
Kit $43.95 Wired $47.95 
Attains flawless stereo performance at medium 
power levels. For use with the top quality HF-85 
stereo preamplifier or other sel~powered stereo 
preamplifier. Excellent stability and transient reo 
sponse. Each of the two amplifiers is rated at 14 
watts and employs Williamson-type circuitry with 
self·biased, push·pull El84s. The amplifier utilizes 
for the first time the new 12DW7 developed exclu· 
sively to meet EICO's exacting "hi·fi" design reo 
quirements. The 12DW7 provides significantly bet· 
ter performance characteristics in the Williamson 
type circuit. The amplifiers may also be operated 
in parallel to deliver 28 watts for monophonic use. 
Features include switching to provide a common 
input to both amplifiers and level control of each 
input. 
Output Power: 28 watts (two 14 watt amplifiers) 
continuous, 56 watts peak. 1M Disortion (60 & 7000 
cps at 4:1): 1.5% at 28 watts (14 w. each) 0.5% 
at 10 watts (5 W. each), 0.3% at 4 watts (2 w. 
each). Harmonic Distortion: 16 watts (8 w. each) 
less than 1 % from 30c to 15 kc; 28 watts (14 w. 
each) less than 2% from 40 c to 15 KC and 1 % 
from 50 c to 7 kc. Frequency response: 2 walts (1 
w. each) ±0.5 db 10 c to 100 kc. Transient Re· 
sponse: Excellent square wave reproduction (4 usec 
rise time); negligible ringing, rapid settling on 10 
kc square wave. Inverse Feedback: 20 db. Stability 
Margin: 15 db. Speaker Connections: 4, 8, 16 and 
32 ohms. Sensitivity: 1.15 V for 14 w. output. Hum: 
90 db below rated output. Tubes: 2·12DW7, 4·El84, 
2·EZ81. Size: HWD - 5" x 13'12" X 9". Shipping 
Weight: 16 Ibs. Matching cover E·7: $3.95. 

2D-WATT WILLIAMSON-TYPE 
INTEGRATED AMPLIFIER HF2D 
COMPLETE with Preamplifier, Equalizer & 

Control Section 
Kit $49.95 Wired $79.95 
A low·cost complete·facility amplifier of the highest 
quality. Rated Power Output: 20 w (34 w peak). 
1M Distortion (60 & 6000 cps at 4:1) at rated 
power: 1.3 %. Frequency Response (20W): ±0.5 db 
20·20,000 cps; ±1.5 db 10·40,000 cps. 8'12" x 15" 
x 10". 24 Ibs. Matching cover Model E·l, $4.50. 

3D-WATT INTEGRATED AMPLIFIER HF32 
Kit $57.95 Wired $89.95 
Complete with preamplifier, equalizer and control 
section, the HF32 is an excellent complete·facility 
amplifier in the attractive "low silhouette" design. 
Output Power: 30W continuous, 47W peak. 1M Dis· 
tortl~n (60 cps & 7 kc @ 4:1): 2% @ 30W; 1 % 
@ 20W; 0.5% @ lOW. Total Harmonic Distortion: 
below 1 % 20·20,000 cps within 1 -db of 30W. Fre· 
quency Response: 30W: ±0.5 db 15 cps - 50 kc; 
±1.5 db 15 cps - 100 kc; ±0.1 db 15-30,000 cps 
at any level from 1 mw to 30W; no peaking or rag· 
gedness outside audio range. Size: 15" wide, 4'%" 
high, 10'12" deep. 

HFSI 

l2-WATT WILLIAMSON TYPE 
INTEGRATED AMPLIFIER HF12 

with Preamplifier, Equalizer & Control Section 
Kit $34.95 Wired $57.95 

Complete with Metal Cover 
Compact, beautifully packaged & styled. Provides 
complete "front-end" facilities and true high fidel· 
ity performance. Output Power: 12 w cant., 25 w 
pk. 1M Dist. (60 & 6000 cps @ 4:1): 1.3% @ 12 
w; 0.55% @ 6 w; 0.3% @ 4 w. Freq. Resp.: 1 w: 
±O.S db 12 cps - 75 kc; 12 w: ±0.5 db 25 cps-
20 kc. Harmonic Dist. 20 cps: 2% @ 4.5 w; '12% 
@ 2.5 W; 30 cps: 2% @ 11 w; '12% @ 6 w; 40 
cps: 1 % @ 12 W; '12% @ 9 w; 2000 cps: '12% @ 
12 w; 10 kc: 1% @ 10 w; '12% @ 4 w. 

MONAURAL PREAMPLIFIERS 
(stack 2 for STEREO) 

HF65A: Kit $29.95 Wired $44.95 
with Power Supply 

HF65: Kit $33.95 Wired $49.95 

MONAURAL POWER AMPLIFIERS 
(use 2 for STEREO) 

35·Watt Power Amplifier HF35 
Kit $47.95 Wired $72.95 

(Matching cover E2: $4.50) 
30·Watt Power Amplifier HF30 

Kit $39.95 Wired $62.95 
22-Watt Power Amplifier HF22 

Kit' $38.95 Wired $61.95 
14-Watl Power Amplifier HF14 

Kit $23.50 Wired $41.50 

2-WAY SPEAKER SYSTEM HFS5 
Complete with factory·constructed enclosure. Easy 

to assemble - no gluing necessary. 
Semkit Wired 

In unfinished birch $47.50 $56.50 
In walnut or mahogany' $59.50 $69.50 
New techniques in loudspeaker engineering devel· 
oped by EICO enable this bookshelf·size, 11/4 cubic 
foot ducted·port enclosure to provide remarkably 
clean, deep, smooth bass with good efficiency. The 
HFSS includes a specially-designed, bellows·suspen· 
sian 0/8" excursion Jensen 8" woofer (45 cps res.) 
and a Jensen 3'12" closed back tweeter of excep· 
tional quality. The Q of the HFS5 system is '12 so 
that the speaker is critically damped when used 
with any modern amplifier of normal damping fac· 
tor (7·20). Critical damping gives the smoothest 
possible frequency response and the best transient 
response. Fre~uency response is essentially uniform 
(±0.5 db) from 52 to 14,000 cps. 16 ohm imped· 
ance. HWD: 24" x 12'12" x 10". 

2-WAY SPEAKER SYSTEM HFSl 
Complete with factory-constructed enclosure. Easy 

to assemble - no gluing necessary. 
Semkit $39.95 Wired $47.95 
Cabinet expertly constructed, furniture·quality, 
tuned·bass·reflex, acoustically engineered by Jensen 
for the woofer supplied. All visible surfaces smooth· 
sanded, clear·grained birch hardwood. Heavy-duty 
8" Jensen woofer: High energy 'I2·lb. Alnico 5 DP 
magnet. Response engineered for smooth cross-over 
to tweeter at 1800 cps. Jensen tweeter: Compres­
sion·driver loaded by cast aluminum Hypex* horn. 
Small, precisely controlled and loaded diaphragm is 
free of "breakup" and the accompanying excessive 
peaks and dips in the frequency response .. 
*T.M. reg. Jensen Mfg. Co. 

WE70, -71 

3-WAY SPEAKER SYSTEMS 
HFS3 AND HFS4 

Each complete with factory· constructed enclosure. 
Easy to assemble - no gluing necessary. 
HFS3 (includes cone tweeter): Semkit 
In unfinished birch $72.50 
In walnut or mahogany $87.50 

Wired 
$84.50 
$99.50 

HFS4 (includes horn' tweeter):· 
In unfinished birch. $83.50 $96.50 
In walnut or mahogany $98.50 $112.50 
Another EICO first in high fidelity - unusually pure 
and full reproduction of very deep bass frequencies 
with normal efficiency in a ducted-port enclosure 
of only 21/4 cubic feet! Both the HFS3 and HFS4 
include a specially designed, bellows·suspension, 
full.inch excursion Jensen 12" woofer (22 cps res.)· 
and a Jensen 8" mid· range speaker with high in· 
ternal damping cone for smooth response. A Jensen 
3'12" cone tweeter is supplied in the HFS3 for those 
who prefer a softer, more delicate quality in the 
highs; a Jensen compression-driver horn tweeter is 
supplied in the HFS4 for those who want more bril· 
liance and greater projection in the highs. (In all 
other respects, the HFS3 and HFS4 are identical.) 
Both speaker systems have a system Q of '12 for 
flattest frequency and best transient responses. Fre· 
quency response is essentially uniform (±5 db) 
45·14,000. cps 16 ohms Impedance. HWD: 26%" x 
137/8" x 145/s". 

FURNITURE WOOD CABINETS 
WE7D, WE7l 

FOR YOUR EICO HI-FI COMPONENTS 
Adds the rich, warm beauty of fine furniture wood 
to your decor. Slips right over the metal cabinets 
of your EICO components in seconds. WE70 (for 
HF85, HF65, HF12, HFT90, HFT92, HFT94, AF·4) In 
unfinished b-irch, $8.95. In walnut or mahogany, 
$12.50 
WE70 (for HF81, HF32) In unfinished birch, $9.95. 
In walnut or mahogany, $13.95. 

G-TRANSISTOR 

PORTABLE 

RADIO RAG 

Kit $29.95* 
Wired $49.95* 

"This new portable is among the finest we 
have seen to date."- ELECTRONICS WORLD LAB 
TESTED. 
Even a novice can build this modern American all· 
transistor superheterodyne portable receiver and be 
sure of a handsome professional assembly, and out· 
standing performance. The utilization of transistor 
circuitry and finest quality parts throughout assures 
you that your set will not only perform magnifi· 
cently, but will take the kind of punishment that 
a portable radio should take. 
Modern transistor superheterodyne portable receiver 

. with unusual selectivity and sensitivity. Big set 
tone quality in handy carrying size; simulated 
leather case. Pre·aligned RF and IF coils; 4" x 6" 
PM speaker driven by 250 mw push·pull output 
stage; 1:6 vernier tuning; high impedance earphone 
jack (eliminates drain on output stage); built·in 
rod· type antenna for good reception in all locations. 
No printed wiring boards. Plug·in sockets for all 
transistors. 8'12" long, 4'12" high, 2'12" deep. Re· 
quires 9 volt battery N.E.D.A. type 1602. Shipping 
weight - 3 Ibs. 
*less 9V battery, F.T.C. included. 

EICO ELECTRONIC INSTRUMENT CO., Inc. • Long Island City, N. Y. 
ALL PRICES 5% HIGHER IN THE WEST' 
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INTERCOMS 
The complete intercom line styled for the modern office and home at economy prices. 

The complete line uses the same proven circuit and components: Three tubes -12AU6, 50C5 and 35W4. • 31;2" Alnico V speaker • Neon pilot 
light • Press-to-talk switch with long lasting "Coil-Spring" return • AC or DC • Remotes may be private or non-private • 2% watt output 
• 20 watt power consumption • Dimensions: 8" x 4" x 4" • Decorator colors in Grey and Tan. 

'fAL, INTERCOM-$19.95. Economy, 2 station system, with 50 ft. cable. 
Remote is always open - no switch to operate. Smartly styled. metal 
tabinets-ideal for baby sitting and the home. Ready to operate-noth­
ing more to buy. Gray only. Two Tubes. Weight: 6 Ibs. Extra remote Tll 
llB-Y be added: $7.95. 

t'W -50, Deluxe WIRELESS-$74.95. A complete 2 station' system ready to 
operate. No wires-no installation-just plug into any AC or DC outlet. 
Four tubes plus silicon rectifier amplifier. Three way Talk-Listen 
Dictate switch. In brushed brass cabinets. Weight: 9 Ibs. Model FW-51. 
additional Single station for above. may be added, $37.95. 

FX-6 or FX-12 

FX-12, MANAGER - $37.50. A dual purpose master for use with up to 
ten FC remotes, In a MASTER-TO"REMOTE system, or up to eleven 
masters in ALL MASTER system. Twelve position rotary selector switch 
with "All-Call" and "Standby". Dictate-Talk-Listen switch. Five pri­
vate conversations may be held in an all master system. New: Masters 
ca.n be non-private "hands free" operation. Weight: 4 lbs. 

FIM-12. INTERMIX - $44.95. A deluxe twelve station intermix master 
which can be used ill' any combination at masters and/or remotes. Master 
has 3 position Talk-Listen-Dictate switch. Use in conjunction with two 
WPes of remotes: FC-6 which can· selectively call anyone of six masters, 
and Fe which can call only one master. Weight: 4 lbs. 

FX-2, TWIN - $27.95. Ultra-sensitive 2-station system \\dJ;h 50 ft. 
cable. powerful amplifier picks up slightest noise. Three way Dictate­
Talk-Listen switch. Remote has TALK-LISTEN switch to permit origi­
nating calls to master: Use it anywhere - home or bUSiness. Extra 
remotl>. FS, may be added: $9.95. Weight: 6 Ibs. 

RB-l, BABY-COM-$18.60. A one-station, wire-less radio Intercom. No 
installation, no wires required-merely plugs in to any AC or DC o';1tlet 
and voice is heard through any radio (even car or battery radIos). 
Ideally suited as a portable baby-sitter. Extremely sensitive. can be 
hoard 300 ft. away. Blue or pink cabinets. WeIght: 4 Ibs. 

All FX-6 or FX-12 
o R 

FX-6, EXECUTIVE-$34.95. A dual purpose master, for use with up to 
five FC remotes In a MASTER-TO-REMOTE system, or up to six masters 
In an ALL MASTER system. Five individual station selector switches. 
Dictate-Talk-Listen switch. In all master systems, 3 private conversa­
tions or conference of all stations may be held. Weight: 4 lbs. 

FM-B, MONITOR - $37.50. A master used with up to flve FC remotes In 
a MA~TER-TO-REM:OTE system. "Switch-board" feature provides direct 
remote-t~-remote conversations. Master can monitor any or all remotes. 
Master can "set-up" remotes to monitor other remotes. Remotes can origi­
nate calls to master· and to other remotes. Busy-light flashes during con­
versations. Weight: 4 lbs. 

FC, REMOTE - $13.25. Used In conjunction with FX-6, FX-12, FM-6. FIM-12. 

FC-6, REMOTE - $1.9.95. Six station selective remote used with FIM-12 only. 

Fe 
All prices shown are list and are subject to change without notice. Add 
5% west of the Rockies. 

For detailed information, on any modeL write to the factory tor tree catalogs. 

For cable requirements, write t~ the tactory. 

ACCESSORIES 

YT-Wall bracket for any master $1.50 

Y F -Wall bracket fo~ ~y remote $1.50 

F A-3~I,0Iation transformer $12.50 

PH-5-Paging horn $27.00 . 

TB-9-Nine terminal 
junction box $5.95 

TB-IS-Eighteen terminal 
. j Unction box $7.50 
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ALL TRANSISTOR 
,INTERCOMS 

Handsome Dew line of tralllliatoril:ed Fa.on lntereom. that need no AC current and are battery operated. Speei~1 "battery laver" .witch prolon •• life for montha. 
Batteries aBed onl,. when talkinI'. Features 4 tranli.tora with pash.pull output 8t&l'e. Inatantaneoul operation-no warm. up. Heavy-duty ··talk .. Jisten ... tandb,." 
•• Ileh. U ... 4 E •• nab #Z76 batt.ries. 

,-~'~~ 

Fanon No. HOD-Economy two-station transistor intercom system. Ideal baby­
sitter. Ivory and black only. 50' of cable. 6 Ibs. Uses 4 penlite batteries. 

Fanon No. 1506A-(Not shown)-Slx station master for use In All-Master. 
Master-to-Remote or Intermixed installations. Grey or tan. 4 lbs. List: $49.95 
Fanon No. ISI2A-Twe:ve station master for use in All-master, Master-to­
Remote or Intermixed Installations. Grey or tan. 4 Ibs. List: $54.95 

List: $34.95 
Fanon No. 140-Addltlonal remotes for 1400. 50' of cable. 2 Ibs. List: $8.95. 
Fanon No. 1500A-Deluxe two station transistor intercom in decorator style 
cabinets. Same features as 1400. 50' of cable. 8 Ibs, Uses 4 penlite batteries. 

REMOTES FOR 1506A-1512A MASTERS 
Fanon No. 156-Remote with six station selector switch. 2 Ibs. List: $22.75 
Fanon No. ISO-Remote with call switch for private or non-private operation. List: $39.95 

Fanon No, 152-AddiUonal remote for deluxe 1500A system. Complete with 50' 
cable. Grey or tan. 2 Ibs. List: $9.95 

List: $15.95 
Fanon No. 15l-Remote for non-private operation only. 2 lbs. List: $13.45 

TEIoEPHONE SYSTEMS 
A complete line of telephone intercommunication equipment, designed to 

meet the needs of any home, office, .factory and institution. 
COMMON TALKING-SELECTIVE RINGING 

Modern styling in high impact plastic in grey and ivory. AC or battery 
powered. Suitable for desk or wall mounting. Coiled cord. Common, talk-line. 

8520-Complete 2 station system consisting of 2 telephones (8501). 50 ft. four 
conductor cable and battery wall t.racket. $72.50. 

8501-Single button phone used in conjunction with any multi-station phone. 
$34.95. 

8520 

8506 850S-A four-staUon capacity phone with 3 buzzer buttons. $36.25. 

PA-TR 

8506-A seven-station capacity phone with 6 buzzer buttons. $88.75. 

8510-An eleven-station capacity phone with 10 buzzer buttons. $42.50. 

PSA-U5v. AC power supply. Only one required per system. $29.95. 

Paging Amplifiers for use with "85" telephones: 

PA-RC-A 3 tube paging amplifier used with any of above phones. Single volume control. Relay operated. On 
only when talking. Can answer calls without using a switch. Plugs into 115v. source. $64.95 

PA-TR-A 4 transistor paging amplifier used with any of above phones. Separate controls for incoming and 
outgoing volumes. Phono jack to connect paging horn. Relay operated. On only when talking. Can answer 
calls without using a switch. $89.95. 

SELECTIVE TALKING-SELECTIVE RINGING 

FTS-20 

@ U.C.P., Inc. 

Deluxe, precision-made telephones that permit as many separate simul­
taneous conversations as there are pairs of telephones in an all-master 
system. Conference calls possible. Up to 11 master phones or 1 master 
with 10 subs per installation. Masters and remotes may be intermixed. 
Supplied with junction cable ,and terminal box. Available only in grey. 

IOIO-Master dial telephone $74.95. 
IOI-Sub station telephone $47.50. 
PSA-U5v. AC power supply for above phone. DIlly one required per 
system. $29.95. 

20 STATION SYSTEM, WITH SWITCHBOARD - IDEAL FOR 
BOWLING ALLEYS, MOTELS, HOSPITALS, AND SCHOOLS 

FTS-20-A 20 line manual exchange Which features selective ringing and a selective talking circuit­
assures complete privacy. Each of the twenty push-buttons on the switchboard have busy-lamps as 
well as a buzzer (which may be shut-off). Stations call switchboard by lifting receiver. The switch­

board may arrange for conferences between two or more sub-' 
stations. although only one private conversation may take place 
at a time. Size of FTS-20: 1072 x 9'% x 3%," deep. Simple in­
stallation requires only 2 wires from each phone to switchboard. 
For more extensive installations. one FTS-20 switchboard may be 
ganged with one or two XT-22 extension boards to provide for a 
total of 42 stations or 64 stations. 

FTS-20 ................................ List Price $299.95 
XT -22 .................................. LI.t Price $274.95 

PS-20-Transformer operated power supply. One required per in­
.tallation. Li.t Price $124.95. 

8500-Exteris.fon phone for desk or wall use, molded in high impact polystyrene. with convenient 
coiled cord. List Price $39.'95. . 

SW -85-Selector switch used with each 8500 telephone when two FTS-20's are used. $6.25 

List Prices subject to change without notice. Add 5% west of Rockies. 

101 

System c;crn' be 
expanded to 42 
or 64 intertom 
stations. 
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AM/FM, MUSIC AND INTERCOM SYSTEM FOR HOME 

FANON 5509-MASCO 9909-Master provides up to nine remotes for AM or FM 
reception plus phone musie: or voice. Input accommodates record player or tape 
recorder and has output for FM/FM multiplex. Highly sensitive and selective AM 
and FM tuners and wide band noise free amplifier rated at 2 watts. AFe on tUDer 
with AFC-OFF switch for tuning weak stations. Master and remote can call each 
other at any time. Remotes can call each other by switching at master. 
Master may monitor all remotes, Each remote has volume control. Satin 
chrome or copper front panel: 15%" x 7/1 X 1", Rough-in dimensions: 13%" x 
5%". Ship wt.: 12% Ibs. List price: $119.95. 

MODEL 56 INDOOR REMOTE-High styled Indoor remote with talk-listen 
switch and volume control. Five inch speaker. Satin chrome or copper finish. 
6" x 8%". Rough-in dimensions: 47fs1l x 8". Ship wt.: 2% lbs. List :price: $10.95. 

FLUSH-WALL 
INTERCOMS 

COMPLETE SYSTEM CONSISTS OF: MODEL BD OUTDOOR REMOTE-Weatherproof gasket sealed Weatherized 
speaker. Remote can originate call to master. Durable copper enamel finish. 
4%" x 6%". Rmigh-in dimension: 37fs" x 5%". Ship wt.: 2 lbs. List price: $5.95. 
BDR REMOTE same as above with pushbutton. List price: $7.95. FANON 55EK-MASCO 99EK .. 1 master, 3 Model 56 Indoor remotes, 1 Model 

BD outdoor remote. hardware. Ship wt.: 24 lbs, List: $123.95. 
PB56 PLASTER RING FOR 56 ________________________________ List Price: $1.50 

FANON 55IK-MASCO 991K ... complete installation kit of rough-in materials, 
plaster rings, 200 feet of cable for 55EK. Ship wt.: 8 Ibs. List: $36.00. 

PB PLASTER RING FOR BD-BDR ____________________________ Llst Price 1.00 

MUSI-TALK AM RADIO AND INTERCOM SYSTEM 

Me - MASTER CONTROL 

FANON MC, MASTER CONTROL - MASCO 7706R MASTER 
CONTROL-A six tube, six-station master from which you 
may converse with any or aU remotes. The master can 
"set-up" two or more remotes for direct communication 
with one another. "Monitor" featUre enables master and re­
motes to eavesdrop any other locations. Powerful printed circuit 
radio can be "piped" to as many rooms as deSired. Simultaneous 
radio and intercom operation is featured. Stylish satin copper 
panel is II" x 7%/. List: $59.95. Rough-in dimensions: 5112" x 
10%" x 3%". 

FANON MCL, MASTER CONTROL-MASCO 7706 MASTER 
CONTROL-Has· all the intercom features listed above, less 
the radio. A phono input jack enables you to plug in any 
external music source for complete muisc distribUtion. 
List: $39.95. 

BD-REMOTE 

BC, INDOOR REMOTE-Four indoor remotes provide instant 2-way conversation among themselves and the master, as well as radio-music throughout 
the home. Remotes can originate calls to the master, or to other remotes. Remotes may also "monitor" any other locations. Talk-Listen switch 
and Privacy switch. Satin copper panel is'6%" x 4%". List. $5.95. 

BD, DOOR REMOTE-Has weatherproof rubber gasket and "weatherized" speaker to withstand all types of weather. Door remote can originate 
calls to the master and any indoor remote. Enables you to answer the door from within the house and to "pipe" music to the porch or patio. Copper 
finish panel 6%" x 4%". List: $5.95. BDR outdoor remote w/pushbutton List: $7.95. 

FANON EK-MASCO 77R-EK (Electronic Kit) - Consists of 1 
MC Master Control, (with radio), 4 BC Indoor Remotes, 1 BD 
Door Remote and hardware. List: $79.95 

FANON IK-MASCO 771K (Installation Kit) - ConSists of 1 
master plaster box, 5 remote plaster boxes, 200 ft. of wire and 
hardware. This installation kit is used in conjunction with 
either the EK or EKL electronic kits. List: $15.95 FANON EKL-MASCO 77EK (Electronic Kit) - Consists of 1 

MCL Master Control. (less radio), 4 BC Indoor Remotes, 1 BD 
Door Remote and hardware. List: $59.95 

PB Plaster Ring for BD-BDR Remotes ____________ List: $1.00 

TRANSISTORIZED SIX STATION INTERCOM SYSTEM 

COMPLETE SYSTEM CONSISTS OF: 
FANON 44EK-MASCO 66EK ... One master, 

3 model BC indoor remotes, 1 model BD 
outdoor remote, hardware. Ship wt.: 13 Ibs. 
List: $54.95. 

FANON 44IK-MASCO 661K . . . complete in­
stallation kit of rough-in materials, plaster 
rings, 200 feet of cable. Ship. wt.: 5 Ibs. 
List: $15.00. 

CENTRAL AMPLIFIER INTERCOM SYSTEM 
Economical system requires only one central amplifier for 
all masters and remotes installed. Each master can ac­
commodate 9 remotes and any combina tion of up to 6 
masters and 24 remotes can be used in system. Masters can 
contact any station in the system with private conversation 
between masters. Simple two wIre installation. 

FANON MODEL 1l09-MASCO MODEL CMC9-master ac­
commodates up to five masters and four remotes. Selective 
switch, volume control and talk-Usten-"pickup" lever. Gold 
baked enamel panel: 10%" x 9%". Rough-in dimensions: 
8%" x 7%". Ship wt.: 4% lbs. List price: $37.50. 

FANON 4405-MASCO 6605-Built-in and battery operated the master provIdes for up to five 
remotes. Complete two-way communication from master to all remotes or master can set up 
remote to remote. Long battery life when master is in "standby" since no battery drain occurs 
until signalled with <jbeep" tone from remote. "Battery saver" switch limits drain when 
in monitor or baby-sitting position. Music can be added to system, by plugging radio or 
phono into jack on BJ remote. Satin chrome or copper front panel: 10%/1 x 5%,". Rough-in 
dimensions: 9%" x 4%" x 3%". Ship wt.: 5 lbs. List price: $39.95. 

MODEL BC INDOOR REMOTE-Remotes may originate calls to master or monitor other 
remotes. Talk-listen switch and "privacy" switch. Satin chrome or copper finish panel: 
6%" x 4%". Rough-in dimensions: 5%/1 x 3%" x 2". Ship wt.: 2lbs. List: $5.95. 

MODEL BJ REMOTE same as above with phono jack to add music source. List: $9.95. 

MODEL BD OUTDOOR REMOTIl-Wea therlzed speaker In gasket sealed cover. Remote can 
call master. Baked copper enamel finish. 4%/1 x 6%/1. Rough-in dimensions: 3%" ~ 5%". 
Ship wt.: 2lbs. List:. $5.95. BDR same w/pushbutton. List: $7.95. 

FANON MODEL llA-MASCO MODEL CA-2 CENTRAL AM­
PLIFIER for all masters and remotes in system. Can be 
installed in closet or out of the way. ON-OFF switch and 
volume control for all stations. Gold enamel finish panel: 
10%" x 9%". Rough-in dimensions same as 1109 master. 
Ship wt.: 8'12 lbs. List price: $59.95. 
MODEL BeL INDOOR REMOTE, less talk-listen switch. 

Specs same as Be remote. List: 55.50. 
MODEL BDL OUTDOOR REMOTE, L/talk-Usten switch. 

Specs same as BD remote. List: $5.50. 
MODEL BDLR OUTDOOR REMOTE WITH BELL BUTTON 

l/talk-listen switch. Specs same as BDR. List: $7.50. 
MODEL K-5 CEILING REMOTE with 5" speaker. List: $9.95 
MODEL K-8 CEILING REMOTE with 8" speaker. 

List: $14.95 
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PA AMPLIFIERS 
AND SYSTEMS 

Featuring a wide-range of low distortion amplifiers for continuous-duty operation. AI~ units inco~porate point-~o­
point wired circuits and concealed tamperproof output and input connectors. Booster amp. output Jack. All amplifi­
ers and boosters suitable for rack mounting. 

FANON MODEL 3370 70 WATT AMPLIFIER MASCO MODEL A-70 
A dramatic new concept in high-power amplifier design that defies comparison in its class, Push-pull output circuit with 
negative feed-back and fixed bias circuit on the power output stage. 
Power Output. (Rated): 70 watts at less than 4% distortion. Peak Power Output (Music Wave-Form Rating): 100 watts. 
Frequency: 20 to 20,000 cps. ±1 db. Regulation: 70 volt line, no load-ful~ load, ~ db at ~ kc. Inputs: 4 micropho~e, 2 
phono (fader control). 1 microphone input convertible for phone magnetIc cartrIdge. Gam: 130 db microphone, 9;) db 
phono. Input Sensitivity: Microphone 4 millivolts (magnetic low impedance 0.5 millivolts), phono 0.3 volts. Hum and 
Noise: Fundamental -75db, microphone -58db, phono -7Mb. Tone Control: Bass: 17 db b~ost at 50 cps, 14 db cut. at 
50 cps. Treble: l4 db boost at 15 kc. 15 db cut at 15 kc. Output Impedance: 4. 8, 16\1. 70 volt Ime. Input Impedance: HIgh 
impedance 0.5 megohms, convertible to low impedance by use .of screw-on input transfor~er for 590 unbalanced or 
200U balanced. Controls: (7) 4 microphone volume, 1 phono-radIO fader, 1 bass, 1 treble with AC sWItch, 2 hum-buck. 
adj., 1 bias adj., 1 slide switch for magnetic cartridge input. Power Consumption: 200 watts at ~17 volts, 6.0 cps. ~ub.es: 
2-12AX7!ECC83, I~AV6, 1-7199, 1-fiAR4/GZ34, 2~CA7/EL34, 1-6CA4/EZ81, and 1 sibcon rectifIer. ShIPpmg 
Weight: 32 lbs. Dimensions: 18%", 111/s", 6%" H. List: $174.95. 
MODEL S070-MASCO AB-70 70 watt BOOSTER AMPLIFIER: Similar to above less microphone and tone controls; single 
high impedance input (sensitivity ~/2 volt input at full output). Volume and on-off controls. List: $149.95. 

FANON MODEL 3345 45 WATT AMPLIFIER MASCO MODEL A-45 
Here's a high powered audio amplifier that meets the most exacting standards. This compact, quality-engineered unit has 
the advanced push-pull circuit with negative feed-back and fixed bias circuit on the power output stage. Power Output: 
(Rated); 45 watts at less than 3.5 distortion. Peak Power Output (MuSic Wave-Form Rating): 52 watt~. Frequency 
Response: 20 to 20,000 cps. ±1 db. Regulal.ion: 70 volt line, no load-full load, 3 db at 1 kc. Inputs: 3 mIcrophone, 2 

~~g~~. (l:::~ ~~~~~~i~it;: ~f:~~:~~:e i~P~\111~~rt~rtf~:g~~~ig~~~o i~~~~:~ge c~1tr~firiv~~:~: l~~ngbo.Ti~~~f~0~~r:2a~~ 
noise: Fundamental -75 db, microphone -58 db, phono -69 db. Tone Control: Bass: 17 db boost at 50 cps, 14 db cut at 
50 cps. Treble: 14 db boost at 15 kc. 15 db cut at 15 kc. Output Impedance: 4, 8, 16Q. 70 volt line. Input Impedance: High 
impedance 0.5 megohms, convertible to low impedance by use of screw-on input transformer for SOQ unbalanced and 
200n balanced. Controls: (6): 3 microphone volume, 1 phono-radio fader, 1 bass, 1 treble with AC switch, 1 slide switch 
for magnetic cartridge input, 2 hum-buck. adj., 1 bias adj. Power Consumption: 130 watts at 117 volts, 60 cps. Tubes: 
2-12AX7/ECC83, 1-7199, 2~L6-GC, 1-5AR4/GZ34 and 1 silicon rectifier. Shipping Weight: 26 Ibs. Dimensions: 17%" 
W. 111/." D, 6If." H. List: $139.95. 
MODEL 3045-MASCO AB45-45 watt BOOSTER AMPLIFIER: similar to above less microphone and tone controls: single 
high lmpedance input (sensitivity % volt input at full output). Volume and on-off controls List $117.50. 

FAN ON MODEL 3335 3S WATT AMPLIFIER MASCO MODEL A-35 
lJynamically styled medium-high power unit featuring the same advanced circuitry found in the 70 and 45 watt ampli­
fiers. Push-pull output with negative feed-back for improved stab.lity. 
Power Output (Rated): 35 watts at less than 4% disto ~~O~l. l)~Lk Power Output (Music Wave-Form Rating): -40 watts. 
Frequency Response: 30 to 20,000 cps. ±1 db. Regulation: 70 volt line, no load-full load, 4 db at 1 kc. Inputs: 2 micro- ' 
phone, 2 phon (fader control). 1 microphone input convertible for phono magnetic cartridge. Gain: 125 db microphone, 
90 db phono. Input Sensitivity: Microphone 3 millivolts (magnetic low impedance 0.5 millivolts), phono 0.25 volts. Hum 
and Noise: Fundamental -78 db, microphone -58 db, phono -70 db. Tone Control: Bass: 17 db boost at 50. cps, 16 db 
cut at 50 cps. Treble: 13.5 db boost at 15 kc, 12.3 db cut at 15 kc. Output Impedance: 4, 8, 16Q. 70 volt line. Input 
Impedance: High impedance 0.5 megohms, convertible to low impedance by use of screw-on input transformer for 500 
unbalanced or 200g balanced. Controls (5): 2 microphone VOlume, 1 phono-radio fader, 1 bass, 1 treble with AC 
switch, 1 slide switch for magnetic cartridge input, 1 hum-buck. adj., 1 bias adj. Power Consumptioq: 115 watts at 
117 volts, 60 cps. Tubes: 2-12AX7/ECC83, 1-6AV6, 1-5AR4/GZ34, 2-6L6-GC, 1 selenium rectifier. Shipping Weight: 
24 lbs. Dimensions: 17%" W. 11%" D, 61/4" H. List: $114.95. 

FAN ON MODEL 3320 20 WATT AMPLIFIER MASCO MODEL A-20 
Ruggedly constructed advanced design amplifier ideally suited for medium power applications. sa,me push-pull negative 
feedback circuit found in higher power FANON amplifiers .Continuous heavy-duty performance dependability. 
Power Output (Rated): 20 watts at less than 5% distortion. Peak Power Output (Music Wave-Form Rating): 25 watts. 
Frequency Response: 20 to 20,000 cps. ± 1 db. Regulation: 70 volt line; no load-full load, 3 db at 1 kc. Inputs: 2 micro­
phone, 2 phono (fader control). Gain: 123 db microphone, 88 db phono. Input Sensitivity: Microphone 3 millivolts, phono 
0.32 volts. Hum and Noise: Fundamental -78 db, microphone -57 db, phono -72 db. T.:.-ne Control: Treble cut: 2,500 
cps. at 3 db; 10,000 cps. at 12 db. Output Impedance: 4, 8, 160. 70 volt line. Input Impedance: High impedance 0.5 
megohms, convertible to low impedance by use of screw-on input transformer for 50Q unbalanced or 200Q balanced. 
Controls: (4) Two microphone volume, one phono-radio fader, One tone with AC switch, one bias adjustment. Power 
Consumption: 70 watts at 117 volts, 60 cps. Tubes: 2-12AX7/ECC83, 2-7189A, 1-6CA4/EZ81 and one selenium rectifier. 
Shipping Weight: 14 lbs. Dimensions: 131J2" W, 10%" D, 5%" H. List: $92.50. 

FANON MODEL 3310 10 WATT AMPLIFIER MASCO MODEL A.10 
A new concept in engineering design for limited power output amplifiers. Economically priced high gain unit for con­
t~nuous service in music, PA, or paging. Compactly constructed. 
Power Output (Rated): 10 watts at less than 5% distortion. Peak Power Output (Music Wave-,Form Rating): 14 watts 
Frequency Response: 30 to 20.000 cps. :-::2 db. Regulation: 70 volt line, no load-full load, 3 db at 1 kc. Inputs: 1 micro­
phone, 2 phono (fader control). Gain: 120 db microp@me, 85 db phono. Input Se~lsitivity: Microphone 4 millivolts, 
phono 0.3 volts. Hum and Noise: Fundamental -75 db, microphone -56 db, phono -70 d~. Tone Co.i1trol: Treble cut: 
2,500 cps. at 3 db; 10,000 cps. at 13 db. Output Impedance: 4, 8, 16Q. 70 volt line II1Pui Imp..!dance: H:gh impedance 05 
megohms, convertible to low impedance by use of screw-on input transformer for 50 ohms unbalanced or 200 ohms 
balanced. Controls: (3) One microphone volume, one phono-radio fader, One tone with AC switch. Power Consumption: 
60 watts at 117 volts, 60 cps. Tubes: 1-12AX7/ECC8x, 1-6V4/EZ80, 1-6L6-GC. Shipping Weight: 13';2 lhs. Dimensions: 
13%" W, lOy.,:' D, 5'!." H. List $69.95. . 

FANON MODEL 3308 8 WATT AMPLIFIER MASCO MODEL A-8 
Dependable, economy model amplifier for limited power output applications. Made available less ca.;::;e, (cage optional). 
Power Output (Rated): 8 watts at less than 5% distortion. Peak Power Output: (lVIusic wave form): 12 watts. Fre­
quency Response: 100 to 15kc cps ±2 db. Regulatian: 70 volt line, no load to full load, 3 db at l,GOO cps. Inputs: 1 micro­
phone, 1 phono. Gain: 120 db mic., 85 db phono. Input Sensitivity: Microphone -4 millovolts, phono -0.3 volts. Hum 
and Noise: Fundamental -70 db, Microphone -52 db, Phono -65 db. Tone Control: Treble cut is 3 db at 3,000 cps 
and 12 db at 10,000 cps. Output Impedance: 4 ohms, 8 ohms and 70 volt ·line. Input Impedance: High impedance 0.5 
megohms. Controls: One mic., one phono volume, one tone control with "on-off" switch one hum adjust (factory 
adjusted). Power Consumption: 60 watts at 117 volt AC. Tubes: 1-12AX7, I~V4/EZ60, l...:.aLG-GC. Shipping Weight: 
13% lbs. Dimensions: 10%" x 6%" 6". List: $57.50 . 

. MODEL CG-8-Cage only for above amplifier. (shown in illustration). List: $8.95. 

FANON MODEL 3320 SPECIAL BACKGROUND MUSIC AMPLIFIER-20 WATTS MASCO MODEL ABM.20 
Especially designed 20 watt amplifier with a 600 ohm ba~anced input for background music operation with a high 
impedance, single-ended microphone input. Each channel is regulated by separate volume controls. Engineered for 
dep~ndable. ser.vice where music is desired in commercial and industrial establishments, the Model 3220 fills every 
medIUm power need .. The same push-pull negative feed circuit used in higher power Fanon P .A. amplifiers is employed. 
Power Output: (Rated): 20 watt~ at less than 5% distortion. Peak Power Output: (Music wave form rating): 25 watts. 
Frequency··Respo:nse: 20 to 20,000' cps, ±1 db. Regulation: 70 volt line;, no load-full load, 3.db at 1 kc. Inputs: 1 micro­
phone, 1. background music. Gain: 123 db microphone, 52 db for background music. Input Sensitivity: Microphone 5 
millivolts, 0.3 volts music. Hum and Noise: Fundamental -78 db, microphone -57, music -58. Tone Control: 'Bass is 
16 db boost at. 50 cps, 14 db cut at 50 cps. Treble is 17 db boost at 15 kc, 17 db cut at 15 kc. Output Impedance: 4 
8, 16. 70 volt lIne (245 ohm). Input Impedance: Mic impedance 0.5 megohms convertible to low impedance with screw~ 
oIl: transformer for 50 ohm unb~lanced 0: 200 ohm balanced. Background music is 600 ohms balanced. Controls: 1 micro-

Pr~~~:: v~T;Aic7~~g~8~~I~'h~9~~ssi~t~~liE~~tr :;d S~~~hsift~:;r r~ti~ie~Pt~~~~~~;aii:i:~l171:oW:S. 6~f,i.~I::io~c;; 
13%" W x lOlA" D x 5IA" H. Fuse: 1 amp. List $92.50. 
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SECTION 1300 

PA AMPLIFIERS 
AND SYSTEMS 

TRANSISTORIZED MOBILE AMPLIFIERS 
Versatile, f~Uy-transistorized mobile amplifiers ideally suited for continuous duty by Civil Defense. police. 
fire and other civic organizations where compact quality audio power is required. Their design and per­
formance is unexcelled for every portable P A operation for carnivals, sporting events, yachting, buses 
anI! Ileneral mobile application. . 

FANON MODEL 35,2 12 WATT MOBILE AMPLIFIER MASCO MODEL AM-12 
Exceptionally compact transistorized mobile amplifier for dash mounting where IImi ted .. udlo power Is 
required. Operates on 12 volts D.C. with very low current drain In standby. Can be used with 110 volt 
AC power supply. 
Power Output (Rated): l2 watts at 5% distortion. Frequency Response: 150 to 10.000 cps. ± 1 db. Inputs: 
1 microphone. 1 Phono, 1 radiO. Outputs: Terminal strip with faeility for selecting 4, 8, or 16 ohms; Gain: 
110 db mlc!'Ophone, 72 db phono, 75 db radio. Input Sensitivity: MicrOPhone: 0.8 m.v. at full output; 
Phono: .1 volts for full output; Radio: 10 m.v. fat full output. Hum and Noise: 60 db below rated out· 
put. Output Impedance: 4, 8, 16 ohms. Input Impedance: Microphone: 3,000' ohms; Phono: 0.1 meg; 
Radio: 3.2 ohms. Tone Control: 10 db cut at 10 kc. Controls: Microphone volume, phono volume, power 
on-off switch, tone control, radio-aux. selector switch. Transistors: Total of 5: 2-CTS1349, 1-CTS1309, 
2-2N408. Power Consumption: No signal Input: 4 watts. Full signal Input: 24 watts. Power Source: 
12 volts DC. Shipping Wel«ht: 6 Ibs. Dimensions: 6'1.." W, 3',." H, 4'1.." D. List: $79.95. 

FANON MODEL 3525 25 WATT MOBILE AMPLIFIER MASCO MODEL AM-25 
A medium-high power transistorized amplifier designed to give maximum efficiency and dependable 
mobile service. Compactly styled with tamper-proof Input and output connectors. the 3525 utilizes 
conservatively-rated transistors that operate at low temperature under continuous duty. 

rO;;~£h~'::'~ i~:.eo~~. 28u'i':!~:: a~ ~:'a'l::~°j'!~':.~' :ft"ri'':~:~ R;~:;~t:g t~I}~e~t"II~i>;d;"~~' o~t~~t~: 
Gain: 100 db. microphone, 80 db phono. Input Sensitivity: Microphone 0.5 millivolts at Impedance of 
15000, phono 0.5 volts at impedance of 0.5 meg. Hum and Noise: Fundamental -65 db, microphone 
-55 db, phono -65 db. Tone Control: Treble cut: 3,000 cps. 3 db. down. 15,000 cPS. 15 db-. down. Output 
Impedan.~: 4, 8, 160. Input Impedance: Microphone 1,5000, phono 0.5 meg. Controls: 1 microphone 
volume, 1 phono volume. 1 tone, 1 power "on-off" switch. Transistors: 2-2N669. 1-3577, 2-2N406, 1-
2N408. Power Consumption: 10 W. standby_O W. peak power. Power Source: 12.6 V.D.C. Shipping 
WeJ«ht: 12 Ibs. Dimensions: 13'1.." W, 10%" D, 5%" H. List: $119.95. 
FANON 3525AD (MASCO AM-25AD)-25 watt MOBILE AMPLIFIER: for use on either 117v AC or 12V DC. 
List: $162.95. 

MODEL CS-33 "CIRCUIT-SENTRY" OVERLOAD PROTECTION CIRCUIT' 
Optional "electroniC fuse" circUit that protects the output tubes, against possible shorts In the speaker 
line. This exclusive FANON assembly consists of tubes 6FM6. 6AU6 and assoselated circUitry-merely 
Plugs Into socket provided on chassiS. In case of Intermittent short, "fUse cirCUit" will lock Into pro­
tective condition. After fault Is cleared, normal condition Is restored without any adjustments being 
required. Patents applied For. Used with 3335,3455 and 3370 Amplifiers. List: $29.95. . 

FANON-MASCO P. A. SYSTEM ACCESSORIES & MEGAPHONES 

Model S2 

PORTABLE PA SYSTEM CASE (Dual speakers) 

Handsome split carrying case with two 12" speak­
ers, each with 25' connecting cable. Quality 
microphone alj.d cable Included. Accommo­
dates FANON amplifier models 3320, 3335, 3345 
plus the model 3800 turntable. Durable fashion 
fabric covering: Size: 31" x 15" x 15". $84.95. 

FANON MEGAVOX MODEL l\IV-8 

Model 3600 PHONO TURNTABLE 

Phonograph attachment that may be used with 
all "33" series AC amplifiers. Easily mounts on 
top of amplifiers with 2 thiunb' screws or can be 
used separately. Four speed motor. Quality ce­
ramic cartridge with dual stylus. l2" x 91j," 
x 4'1..". Ship wt.: 10 Ibs. $44.95. 

Model 3612 PHONO TURNTABLE (12 volt) 

Same as above but with four speed 12 volt motor 
for use with 3508 and 3525. $57.50. 

Model 3604 AUTOMATIC 4 sPEED ClIANGER 

VM changer with base for use w1th "33" series 
PA amplifiers. $62.50.' 

Model SI 

PORTABLE PA SYSTEM CASE (Single speaker) 

Durable. compact carrying case with one ]2" 
speaker and 25' connecting cable. Quality mi­
crophone and cable Included. Accommodates 
F ANON model 3310 or 3320 ampllflers and 3600 
turntable. Durable fabric. 23" x 15" .x 15". 
$49.95. 

All prices shown are list. Add 5% west of the Rockies. For complete details on speakers. nucro­
phones, stands, driver., baffles. etc., write to the' factory. 

Transistorized Megaphone 
Fully portable lightweight megaphone with 800 
yard range. Indispensable for police •. fire, CD, 
Industry communication. LlghtweJ«ht alummum. 
baked enamel finish. waterproof microphone, 
carrying strap. No connecting cables or power 
supply required. Pistol grip trigger and volume 
control. 

ME.GAVOX MODEL MV.l 
Popular and compact, this megaphone h~s range 
of approx. 300 yd •. Powered by4 "D" sl.ze flash­
light eells. Separate "low" and "high" volume 
switches. Over. 6 hours continuous operation . 
. WeigM: 31j, lbs. Size: 6'1.." x 12'1..". $39.95. 

The complete lines of University Horns, Sound Columns, trumpets and drivers; 
Lowen baffles; Shure and Electro-Voice microphones; Atlas stands are available 
from Fanon-Masco. 
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INTERCOM SYSTEMS 

FOR USE IN EVERY HOME OR COMMERCIAL APPLICATION 

MODEL ST-2 SMALL TALK - Efficient, extra-sensitive 2 station system com­
plete with 50' of cable. Powerful three tube amplifier. Master has 3-way Dlctate­
Talk-Listen switch. Remote has Talk-Listen switch and call originate calls to 
the master. Each unit is 4" x 4" x 8" in size. An extra RSW-1 remote may be 
added, System shipping wt.: 6 Ibs. List price: $27.95. Extra remote RSW-1: $9.95. 
MODEL EZT E·-Z TALK-Economy 2-tube two station system similar to above. 
List Price: $21.80 

WIRELESS! 

WEN 
W~i~i~l'~~;~~)r~;~j~~~ expandable 2-station wireless system ready 

1 plug in any AC/DC outlet and talk. Four 
Three way talk-Usten-dictate sWitch on 

both units. Weight: 9 ibs. price: $59.95. Additiona! SLC remotes may be 
added to the system. List price: $29.90. 
MODEL WEN WIRELESS ELECTRONIC NURSE-A single station wireless 
radio intercom that requires no installatipn. Plugs into AC or DC and can be 
heard' through any radio (home. car or transistor). Ideal as babywsitter or from 
Sick room. Operates up to 300 feet. Weight: 4 Ibs. List price: $19.80. 

TRANSISTORIZEDI 

MODEL 14.00 THRIFTY .CALL-Completely transistorized 2-statior. intercom 
system that is battery operated and needs no AC current. Special battery saver 
switch prolongs penlight cells for months. Four tranSistors with push-pull out­
put stage. Special "beep" tone signal .from remote to alert master. No warm-up 
required. Batteries are used only when .. talking. Weight of system complete with 
50' of interconnecting cable: 6 lbs. List price: $34.95. Additional model 140 
remotes may be added to the system. Weight: 2 Ibs. List price: $8.95. 

SIX STATION MASTER 

RMW-l 
MODEL ST-6 ECONOFONE-A dual purpose master for u,s. with up to five 

RMWwl remotes in a master-to-remote system or with up to five other masters 
in ~ master-to-master system. Dlctate-TalkwList~n swItch with five individual 
statlOn selector switches. Up to three separate conversations can be held in all 
master system. Unit weight: 4 Ibs. List price: $34.95. RMW-I REMOTE for use 
WIth above Econofone model ST-6. Weight: 2 Ibs. List price: $13.25. 
MODEL AAC ADD-A-CALL-Similar to above. Can be used with 5 remotes and 
provides :'switchboard" feature to set up conversations between remotes. Master 
can mom tor any remote. Remotes can originate calls to master. Busy light flashes 
during conversation. Uses RMW-l remotes: Weight: 4 lbs. List price: $37.50. 

12 STATION MASTER 

DELUX"~ JMR-Highly sensitive two-statlon intercom system in heavy duty 
die-cast metal cabinets with mahogany enamel finish. Rugged pushbar talk· 
listen switch on both master and remote. Remote can answer "hands free", or 
be completely private. Volume control and pilot light on master. 7%/1 x 6%" x 
5%" high. Weight of 2 station system with 50' ot cable: 10 Ibs. List price: $68.75 
MO'DEL JR-Additional remote station for above. Weight: 5 Ibs. List price: 
$18.90. 
MODEL MTR MIDGETALK-Economy 2-station system simllar to JMR in 
smaller die-cast cabinets. Complete with 50' of wire. Additional MRL remote 
un.\! can be added to the two-station system. Weight of system: 8 Ibs. Li,t 
price: $58.75. Additional MRL remote weight: 3 Ibs. List price: $18.90. 

MODEL WF2 WIRELESSFONE-Two-staUon wireless intercom systell"l read::r 
for use. No installation-no wiring. Just plug in and talk. Extremely sens]· 
Uve. Push-bar talkwlisten switch with lock pOSition for "dictate". Sys.teln can 
be expanded by adding additional single stations to the system. SpeCial noiSE 
silencing control. Units can be used on grounded or ungrounded electrical 
systems. Handsome heavy-duty die cast zinc cabinets in mahoJ:!any enamel 
finish. Weight of two units: 12 ib,. List price: $118.95. Addition.l Model SSW 
station. Weight: 7 Ib,. List pirce: $59.40. 

JL JR 

SIX AND EI,EVF.:'i STATION MAS'l'ERS-IJM-5 and IJI\1-10. These lamous 
dual-purpose masters are designed for both master-to-remote lind master-to­
master operation. No modification is required as units have built-in switch for 
immediate conversion. Heavy duty die-cast cabinets in mahogany enamel finish. 
IJM-5 can be used with up to 5 other masters or remotes. IJM-10 for use with 
up to 10 other masters or remotes. IJM-IO all-master system can carryon 
up to 5 separate conversations at the same time. Any master can be 
called even if its power is off. All have station selector switch, volume contro] 
and pushbar "talk-listen-Iock" position. A paging horn can be added. Size 
each: 7¥2" x 6%" X 5lh". 
IJM-5 six station master list price: $55.00. 
IJM-10 eleven station master list price:$63.75. 

REMOTES FOR USE WITH ABOVE IJM-5 and IJM-IO 
JL remote. less talk-listen switch. Weight: 3% Ibs. List price: $17.75. 
JR remote, with talk-listen switch. Weirht: 3% lbs. List prlce: $1S.90. 

MULTIFONE INTERMIXED SYSTEM MASTERS ~tJtNCED 
MODEL MF-5 six station master and MF·I0 eleven station master units for use 
in combination with other remotes or other masters. Heavy duty, "big job" 
masters of die-cast metal in mahogany finish. Each has station selector switch, 
volume control and push-bar "talk-listen" switch. In an eleven station all­
master system up to five separate conversation lines are available. A master 
may be called even though it is turned off. Cabinet size: 7%" x 63,4" x 5%". 
Weight per unit: 7 Ibs. MF-5 six station master list price: $68.75. MF-10 eleven 
station master list price: $78.00. 

DELUXE MASCOFONE INTERMIXED SYSTEM MASTERS 
AC POWER TRANSFORMER BALANCED LINE 

MODEL CAM-5 six station master and CAM-IO eleven station master similar 
RMW 6 to above but with higher audio power output and AC power transformer. 

MODEL MAP-12 MIX-A-PHONE-12 station master for inter;'ixed intercom g!:t~os~~e~~"i{i~~t%';,"~~:t:~g~~ighl~S7 r~~t ff;{~rr~:·2:96.25. 
system of up to twelve stations. This deluxe installation can be used with any 
combination of masters. or remotes. The model RMW-6 seiective remote. can REMOTES FOR MULTIPHONE AND MASCOPHONE MASTERS 
be used with the Mix-a-phone 12 station masters and can select any particular MODEL JL remote, less talk-listen switch. Weight: 31/ 2 Ibs. List price: $17.75. 
master in the system. Standard RMW-l remotes can only call their respective MODEL JS remote, with talk-listen switch. Weight: 3% Ibs. List price: $22.93. 
master. MIX-A-PHONE master weight: 4 lbs. List price: $44.95. MODEL J8-6 six-station selective remote to call up to six masters in system. 
RMW-6-Six station selective remote. Weight: 2 lbs. List price: $19.95. Talk-listen switch. Weivht: 3% lbs. List price: $37.80. 

List Prices subject to change without notice. Add 5% west of Rockies. 

~ MARK SIMPSON MANUFACTURING CO., INC. 
~ Newark New Jersey 

Warehouses In los. Angeles, San FranCISco, Dallas and Seattle 
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INDUSTRIAL INTERCOMS 

HIGH POWER, BALANCED LINE MASTERS FOR SIX TO 156 STATION SYSTEMS 

FOR MASTER-TO-MASTER, MASTER-TO-REMOTE OR FULLY INTERMIXED 

CON-FER-PHONE 

7 and 13 Station Masters 

JMP-6B and JMP-12B 

A completely flexible system designed for most comprehensive installations. The 
Model JMP-6B accommodates up to six master or remote stations and the' Model 
JMP-12B can handle up to twelve additional masters or remotes. The masters can 
call any of the remotes in the system at the same time and can also page and 
receive replies from paging horns. Conferences can be arranged between masters 
and up to 6 separate conversation lines are available in a 13 station master-to­
master system. Busy signal light fla$hes when station called is occupied. Cabinet is 
heavy-duty die-cast metal with mahogany bronze enamel finish. Size overall: 13" x 
8%" x 5%" high. 

JMP-6B Seven station master. Weight: 10% lbs. List price: $100.25. 

JMP-12B Thirteen station master. Weight: 10% lbs. List price: $119.50. 

AC POWE'R TRANSFORMER BALANCED LINE E'lECTRONIC DIRECTOR INTERMIX SYSTEMS 

MODEL AC-12B 13 Station Master. 

MODEL AC-24B 25 Station Master. 

The Electronic Master stations can be used in all three types of installation. Up 
to 25 masters can be used in an all-master system and up to 156 statioris when 
combining masters and remotes. Rugged pushbutton selector switches .provide 
conference facilities and there can be as many separate conversations as there are 
masters in the system. Has all the flexibility and features of the Con-Fer-Phone plus 
a higher audio output and AC powered circuit. 

MODEL AC-12B Thirteen station. Weight: 12% lbs. List price: $181.00. 

MODEL AC-24B Twenty-five station. Weight: 12% lbs. List price: $211.25. 

FULL TEN WATTS AUDIO OUTPUT - AC POWER TRANSFORMER - BALANCED LINE MASTERS 
"CUSTOM TEN" THIRTEEN AND TWENTY-FIVE STATION MASTERS AC-I013 & AC-I025 

Truly a high p()\\'ered comprehensive intercommunication network that can contain up to 156 masters and 
remotes in the system. An optional "all call feature in Master-to-remote systems and incoming and outgoing. 
volume controls. These powerful 10 watt masters have all the features of the Con-Fer-Phone and Electronic 
Director systems. Handsome die-cast metal cbainets with mahogany bronze enamel finish in convenient desk 
size. Up to 12 separate conversations on the AC-I025 master. -

MODEL AC-I013 Thirteen station. Weight: 14 lbs. List price: $200.00. 

MODEL AC-I025 Twenty-five station. Weight: 15 lbs. List price: $230.00. 

REMOTES FOR ABOVE BALANCED LINE MASTER INTERCOM SYSTEMS 

MODEL JL - Rugged die-cast metal cabinet, 
mahogany bronze enamel finish. 7%" x 6%" x 
5%". Less talk-listen switch. List price: $17.75. 

MODEL JS-Handsome die-cast metal cabinet. 
Mahogany bronze finish. Complete with talk­
listen switch. Size: 7¥2" x 6~" X 51/2". List 

price: $22.93. 

MODEL JS-6 - Selective remote with a six 
position master selector switch. Die-cast cabinet, 
mahogany bronze. 7¥2" x 6%," x 5%". List 
price: $37.80. 

~ ~: 

List Prices and Specifications subject to change without notice. Add 5% west of Rockies. 

~--~ MARK SIMPSON MANUFACTURING CO., INC. 
~ Newark New Jersey 

Warehouses ,n los Angeles, San FronCl.Ho, Dallas. and Scottie 
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FISHER 
N"I/'; F~ ~ Fen Etll!/Uf 
9nri«A-wd tlhdNCYIne 9h1J~ 

THE F.ISHER 500·1 

65-Watt PM-Multiplex Receiver 
With Exclusive Sterjlo Beam 
The finest FM stereo receiver 
with advanced Multiplex-ex­
Clusive Stereo Beam. $359.50 

THE FISHER FM·200.1 

PM-Multiplex Wide-Band Tuner 
With Exclusive Stereo Beacon 

"The best that this reviewer 
has yet heard," ELECTRONICS 
WORLD. $289.50 

FISHER FM·100·B 
PM-Multiplex Wide-Band 

Tuner with Stereo Beam. $229.50 

FISHER X.101·B 
56-Watt Stereo Master 

Control-Amplifier. $189.50 

FISHER X.202.B 
75-Watt Stereo Master 

Control-Amplifier. $249.50 

WRITE. TODAY FOR COMPLETE TECHNICAL SPECIFICATIONS 

FISHER RADIO CORPORATION • LONG ISLAND CITY N. Y. 
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THE COMMANDER SERIES 
DELUXE FEATURES -- POPULAR PRICES 

·The Commander Series achieves the ultimate in m~dern design for pop .. 
tIar priced equipment, suiting both conventional appl~cations and those re­
]uiring a wide choice of installation and operating facilities. These new 
nodels represent a desirable departure from the limitations and restrictions 
!ommonly associated with other than "deluxe" amplifiers; in fact, they in­
~orf)Qrate features entirely exclusive with Hannan-Kal.'~on. Ruggedly COD­
;tructed for day in and da.y out continuous duty, The Commander Series 
s capahle of performance and dependability well beyond that expected of 
ouch moderately priced equipment. 

THE COMMANDER DA-12, 
12 Watt PA Amplifier 

Designed to accommodate a 
wide variety of applications, 
this versatile moderate-power 
amplifier has a high gain chan­
nel for direct use with any 
crystal, ceramic, reluctance or 

dynamic high impedance microphone. Sullicient gain is ,available to operate 
any low impedance microphone, using any of the popular cable type 
matching transfonners. Two "aux." channels are provided for connection 
to a crystal or ceramic phono, tuner or tape recorder output. These chan­
nels employ a single "fader" type gain control, so that two such program 
sources may be connected and controlled with a single knob, thereby 
achieving smooth, electronic change-over between the two programs. A 
master volume control is also included, enabling the total amplifier power 
output to be varied without disturbing other control settings. A 4-position 
filter adjusts the system for hest music response, reduction of turntable 
rumble or record scratch, and protection of outdoor trumpet speakers 
against 'low frequency overload. An exclusive "anti-feedback" position 
equalizes frequencies most sensitive to the generation of feedback "howl" 
without reducing articulation, thus achieving maximum power output 
under difficult acoustical conditions. A separate output is available to 
drive a booster amplifier or tape recorder. Separate ,on-off switch permits 
the entire system to be turned off without changing any control settings. 
Plug-in speaker socket and aux. AC power receptacle are also included. 
$75.00 List 

THE COMMANDER DA-l00, 
100 Watt PA Amplifier 
Here is truly the powerhouse 
of P A amplifiers-the new DA-
100. 100 watts of distortion­
free power at a price you'd 
expect to pay for 70 watts! A 
magnificent continuous duty 

amplifier, the DA-100 incorporates all of the unique facilities and opera­
tional advantages of the DA-35. DC on all low level stages virtually elim­
inates hum. Use of hermetically-sealed 800 P.LV. silicon power rectifiers ili­
sures low heat and a highly regulated, efficient power supply. The extra 
reserve 'power of the DA-100 insures cool-running, trouble-free perform­
ance under any load condition. It permits future expansion of a system 
without need to resort to additional hooster amplifiers. The DA-100 rep­
resents exceptional value. Compare its specifications with units which 
compete in price-yet have a much lower output and few of its featnres. 
You'll discover the unique value, the handsome design, the flexibility, versa­
tility and dependability of the DA-IOO deserve your consideration when 
you're looking for reliable, trouble-free power. $187.50 List 

THE COMMANDER PT-l, Phonograph Top 
This excellent unit, designed for rugged ,duty, mounts directly to the top of 
models DA-12, DA-35, DA-100 (as shown at left). A heavy-duty motor 
provides all four recording speeds; idler has disengage position when player 
is not in use, to prevent "lIat spots." The tnrntable is made of heavy gauge 
metal, lIocked to protect record surfaces, and has a built-in center hole 
adapter for 45 RPM 7" records. Hum induction is prevented by the shield­
ing effect of the ferrous metal turntable and the location of the tonearm. 
Quality turnover-type cartridge is included, for use with all size and speed 
records; standardlreplacement stylii are employed. A· separate power switch 
is used to turn the player on and off. For use with 105-125v, 60 cycle AC. 
The Commander PT-1-$37.50 List. 

Some featnres found in Harman-Kardon amplifiers: Built for Continuous 
Duty. Anti-Feedback Filter. Master Volume Control. Fader/Mixer Controls. 
Multiple Inputs-All at Rear. Magnetic Cartridge Input. Individual Bass and 
Treble Controls. Tape/Booster Output. Low Noise and Low Hum. High 
Input Sensitivity. DC on Filaments of High ,Gain Stages. Independent Power 
Switch. 25 and 70 Volt Outputs. Plug-in Speaker Sockets. Locking Panel 
Cover and Phono Top for All Models. Prices Include Cage. 

THE COMMANDER DA-35, 
35 Watt PA Amplifier 
If you're looking for an excep­
:ional PA workhorse, the new 
Commander 35 watt amp\iller 
is for you. This remarkable 
unit incorporates design fea­
tures not found on any other 

amplifier. The unique input and control arrangements permit an unusual 
degree of installation and operational lIexibility. There are four channels: 
two low level, high gain and two high level. Multiple inputs result in 
further versatility. Channel 1 offers a choice of either a micrBphone or 
switched input for magnetic phono cartridge. A choice of two inputs is 
also provided for Channel 2; oile for a microphone and the other for use 
with any high level, high impedance program source regardless of sensitivity 
requirement. Channel 3 is also for high level auxiliary equipment, such as 
tuners. tape recorders, telephone lines, crystal or ceramic ph0no players. A 
fourth ("mixer")' channel is incorporated which, when used, will feed any 
high level, high impedance program into Channel 2 through a tandem 
control so that both signals can be completely faded or blended in any 
desired amount~using only the Channel 2 control knob f9r especially 
convenient one-hand control. Ideal for square dances, demonstrations, 
lectures, etc. When not· otherwise used, Channel 3 is convertible to a 
Master Volume Control for the entire system-thus preserving program 
balance and gain settings when adjusting total amplifier output. The DA-35 
also includes separate bass and treble boost/cut tone controls; two plug-in 
speaker sockets in addition to the usual output terminal strip; separate 
On/Off Power Switch; aux. AC power receptacle. Output to a tape re­
corder is provided, independent of tone and master volume controls. 
Filtered DC on the filaments of high gain stages keeps hum to a negligible 
level. This is an amplifier you need never hesitate to use with the finest 
quality speakers, and it is rock stable, regardless of load conditions. 
$119.95 List 

THE MODEL DPR-7, 
Combination 
Mixer/Preamplifier 
An unusual combination unit 
professionally designed for use 
with any sound system. No 
matter how high the quality 
requirement, the DPR-7 ful­
fills the need for additional 

channels and is a practical way to expan,d a sound or recording installation. 
It is unlike any other popular-priced mixer in many respects: The self-con­
tained power supply applies DC on all tube filaments. Frequency response 
and sensitivity are exceptional; hum and noise virtually non-existent. Seven 
inputs are provided, five low level, high' gain and two high level. Channel 
1 offers a choice of microphone or magnetic cartridge input; Channels 2 
and 3 each provide a choice of microphone or input from tnner or tape 
recorder and crystal or ceramic phono player. All are switchable from the 
front panel, thereby making it possihle to use these inputs at will without 
having to rearrange input connections. Channel 4 is another microphone 
channel which, however, is convertible to a master volume control for the 
entire mixer by a front panel switch. The DPR-7 is thus not only a highly 
versatile mixer but a superb, complet~ly self-contained preamplifier which 
can' remotely control multiple program sources. Adjustable re-set indicators 
are provided for all controls; no need to log or remember nrevious settinQ's. 
Low impedance cathode-follower output permits long line runs to the 
main amplifier or to simply a basic power amplifier, and delivers sufficient 
voltage to drive several amplifiers simultaneously. Output to a tape re­
corder is also availahle, and an aux. AC power receptacle is included. The 
DPll.-7 is self-suPl?orting or may be front-mounted into a wall, cabinet, etc. 
$75.00 List 

MODELS LC-l AND LC-2, 
Locking Panel Covers 

The Commander's special 
locking covers prevent tamper­
ing or accidental change to 
the precise control settings of 
your equipment. The ampliaer 
pilot light is visible at all 

times through the aperture in the cover. The LC-1 fits models DA-12 and 
DA-35; the LC-2 fits the ,DA-100. No tools are needed for installation; 
the covers take only seconds to insert or remove from cage. Two keys pro­
vided. Mode!'LC~1-$8.50;- Model LC-2-$9.00List. 

Write for literatnre on the MODULINE Series custom-engineered 
amplifiers and TROUBADOUR Series transistor mobile and portable units. 

Complete Technical Specifications are Available on Request 
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LOGE ELECTRONICS, INC. • KWIK·KALL ® INTERCOMS 

THESE EXCLUSIVE 
FEATURES ASSURE 
LOGE QUALITY 
PATENTED 
SELECTOR SWITCH 
ASSEMBLY 
Feather-touch keys 
provide maximum ease 
of operation. Patented 
construction permits 
instant access for 
adjustment or minor 
part replacement. 

MASTER CHASSIS 
Remo~able in one 
minute for service (no 
extension wires 
required) ... all units 
AC only (no AC-DC 
circuits are used). 

VISUAL 
ANNUNCIATORS 

KWIK-KALL EXECUTIVE 

Model L-512-AB 

KWIK·KALL JUNIOR INTERCOMS .. 

List Price 

MODEL L-100-P System including 
L-100 Junior Master, one JR-3-45 
remote speaker, and 50 ft of cable. 

PR-50 
Paging 
Speaker 

$1650 
List Price 

JR-3-45 
Remote 
Speaker 

$1050 
List Price 

The Kwik-Kall Executive is designed for 
the executive ... to keep his desk neat and 

efficient and occupies a little more 
space than the telephone itself. 

Its compactness permits not only two-way 
conversation with as many as a total 

, of 12 stations, but serves as a 
telephone stand as well. 

Choice of 5 colors to match your 
telephone - Black, green, beige, white 

and gray- L-506 (black) $147.50-
other colors $15.00 extra 

Low cost versatile intercoms 
for smaller installations 

• 2, 4, 6 AND 12-STATION UNITS ideal for smaller 
offices and plants, or for interconnection with Loge 
Kwik-Kall Senior Masters. Compatible with all Loge 
remote station speakers and paging speakers . 

.. STURDY METAL CASE with hammertone finish as­

., sures rugged construction. Patented switch assem­
bly and other Loge, exclusive features. Small, 
compact, powerful. 

• AVAILABLE IN DESK OR WALL MODElS. Junior 
master units can be ordered singly or in the L-100-P 
complete master-and-remote packaged system. 

• NOT an AC-OC Circuit On all models. 
Plunger is activated 
Into position by 
In-coming call ... 
acts as memo 
message if call is 
not answered. 

Revolutionary 1-pair wire system for secret 2-way intercom 

JUNCTION-TYPE 
TERMINAL CONNECTIONS 
Permits qllick installa­
tion and Interconnection 
between masters and 
remotes. Plug-in male 
and female terminals 
allow rapid removal for 
servicing or future 
expansion. 

KWIK·KALL "NOR" INTERCOMS 

List Price 

MODEL L-406A-NOR 
6-station master with annun­
ciators, telephone, handset, 
and chime signal. 

LOGE ELECTRONICS, INC. 
Successor to 1. M. Loge Sound Engineers 

.. SECRET INTERCOM with absolute privacy between 

., any two master stations, yet but a single pair of wires 
is needed. Conference calls are possible with only 
desired stations connected. Equipped with telephone 
handset as well as talk-back. 

• AUDIBLE AND VISIBLE ANNUNCIATORS. Each call 
announced by chime or buzzer, and also by plunger 
signal which acts as memo message until answered. 

.. PAGING KEY AVAILABLE at small additional cost. 

., Power is automatically quadrupled with use of paging 

.. key. 

., UNLIMITED INTERCONNECTIONS_ Standard master 
units available with 6, 12, 18, 24, and 36 stations. 
Larger units available on special order. In solid wal­
nut cabi net with excl usive Loge construction fea­
tures. 4-station Junior "NOR" master available in 
metal cabinet. All units can be interconnected with 
Loge remote stations and paging speakers. Installa­
tions of NOR units can be made up to 10,000 feet 
with No. 22 wire. 

• ZERO LEVEL with dual amplification. Can be installed 
within telephone cable pairs on private or govern­
ment-owned telephone systems. 

Los Angeles, California 
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NEWCOMB PORTABLE PHONOGRAPHS AND RADIOS 

NEW MODEL R-124V 

4 SPEED, VARIABLE 
SPEED, HI-FIDELITY 

PHONOGRAPH 

A rare combination of rug~ 

gedness and high fidelity 
sound, the Newcomb R·124V 
is built with a host of fea. 
tures that make it the out· 
standing value among port~ 

able phonographs: New four 
speed, variable speed mo· 
tor; big twoRway, 9" oval, 
dual cone sp~aker; new Si­

.Coupled ® 10 watt peak output system; pilot light; "Power Point" 
type plug-in ceramic high fidelity cartridge; rubber record mat- and 
"Twist-up" 45 center spindle; jack for external speaker, headphones, 
or Newcomb Headphone Listening Center Accessory; idler release 
rnterlocked with separate motor switch; spring-suspension feet, Hide­
away cord compartment; new ultra wide range tone control; com~ 

pen sated volume control; Tempo Control, that smoothly varies' speed as 
much as 20%' Crackproof plywood case, glue~block reinforced, 
covered in washable gray fabrikoid. Transformer powered. U.L. ap­
proved. DIMENSIONS, 8V.' x 14%" x 14%"; weight 20 pou~ds. 
POWER CONSUMPTION: 55 watts, 117 volts, 60 cycles A.C. LIST: 
$129.50. Plus excise tax. 

MODEL R-124 FIXED SPEED, except for th .. absence of 
Tempo Control, is identical to the R·124V. LIST: $104.35. 
, Plus exels. tax, 

NE;W MODEL R12-C4 4 SPEED, FIXED 

SPEED HI-FIDELITY 

PHONOGRAPH 

The Newcomb Model RI2·C4 
is a transformer powered, 8 
watts peak utility model 
that offers safety, depend­
ability, and higl} perform­
ance at low cost. New en­
hanced ·tone and volume 
range improves realism. It 
has an 8 watt inverse 'feed­
back controlled output sys­

tem teamed up with a two.-way 9" oval, dual cone speaker. The 
R12-C4 has a HPower Point" type plug-in ceramic high fidelity 
cartridge, idler release position, rubber r~cord mat and "Twist-up" 
45 center spindle, pilot light, spring suspension feet, crackproof 
plywood case covered in washable gray fabrikoid. U. L. approved. 
DIMENSIONS: 8V4" x 14'10" X 141/8 "; weight 19 pounds. POWER 
CONSUMPTION: 55 watts, 117 volts, 60 cycles a.c. LIST: $93.75. 

Plus excise tax. 

NEW MODEL 
AFM-1S00 
FM & AM 

HI-FI A.C. RADIO 
Neve, before has such all· 
around excellence, high 
power, superb sound been 
built into a table model 
radio. The Newcomb AFM· 
1500 has a tuning section 
with the sensitivity, selec­

tivity, and stability heretofore reserved for high fidelity tuner com­
ponents costin'g more than this complete radio set. It hds a.f.c., a 
15 watt peak push-pull amplifier coupled with a 20 watt 9" oval, 
dual cone speaker capable of making full use of amplifier power. 
The Newcomb AFM·1500 has a pull·up, telescoping rotating FM 
antenna, built in "Hi-Q" ferrite rod AM antenna, tuning eye, lighted 
lucite sliderule type dial with reference scale and Conelrad' mark­
ings, reference AM and FM pilot lights, wide ranging" tone control 
of new design, large tuning 'knob, compensated volume control, ex­
ternal antenna terminals, jack for external speaker, headphones, or 
Newcomb Headphone listening Center Accessory, jack for external 
amplifier, public address system, or tape recorder. Neat power cord 
stowage on back. U.L.· approved. DIMENSIONS: 163/4" x 9.3/4" X 8 S/s"; 
weight 20% pounds: POWER CONSUMPTION, 70 watts, 117 volts, 
60 cycles a.c. LIST: $199.50. Plus excise tax. 

NEW MODEL R-164V 
4 SPEED, VARIABLE SPEED 
HI-FI, MEDIUM POWER, 
PORTABLE COMBINATION 
TRANSCRIPTION PLAYER­
P.A. SYS'TEM 
This is a versatile, portable sound 
system of advanced design that. will 
play any record size up to 17% 
masters .• It has the new four speed, 
variable speed Newcomb motor. The 
R·164V has a big 12" round, duo I 
cone high fidelity loudspeaker with 
25 foot card and the new Bi.Coupled 
® 10 watt peak output system. 
Speaker enclosure forms case lid. 
Jeweled pilot light ond lighted op· 
erating panel, nPower Point" type 
plug-in ceramic high fidelity cartridge, rubber record mat and' 
HTwist_up" 45 center spindle. Microphone input jack. Mixing volume 
controls, Bass tone control does not affect voice. Separate treble 
control. Output jack for speaker, headphones or Newcomb Head­
phone Listening Center Accessory. The R-164V has a long tone arm 
of cast metal, protective drop pad, Hideaway power cord, 4 speed 
settings-78, 45, 33V3, and 16 2/3 r.p.m.; tempo control which 
smoothly varies speed as much as 20%; pickup stop post; pick 
up lock screw; separate motor power switch that automatically re­
tracts idler. Crackproof plywood case covered in washable gray 
fabrikoid. Transformer powered. U.L. approved. DIMENSIONS: 
11" x 15 1;''' x 151;'''; weight 25 pounds. POWER CONSUMPTION: 
55 watts, 117 volts, 60 cycles a.c. LIST: $159.95. 

MODEL R-164 FIXED SPEED, except for the absence of 
Tempo Control, is ,identical to the R·164V, LIST: $139.95. 

NEW HEADPHONE 
LISTENING CENTER 
New Headphone Listening Center Kit 
is designed for library use, 'Ianguage 
study, group-within-a-group listen­
ing. The 8A Adapter simply plugs 
in the speaker out­
let jack on any 
Newcomb Ph 0 n 0-
graph, Radio or 
Transcription Player (except the 
RI2.C4) shown in this cotalag. 
From one to eight pairs of phones 
can then be connected to the 
adapter. 
MODEL Le8A Complete Listening Center Kit, includes Adapter, 8 
pairs of headphones, plywood 'compartmented case covered with gray 
fabrikoid to match Newcomb equipment. LIST: $89.60. 
MODEL 8A Listening Center Adapter only, provides outlets for 8 
pairs of headphones. LIST: $22.50. 
MODEL HOP sturdy, sensitive, double headphones with 6' cord, pin 
jacks, give excellent reproduction. Colored bright red and black to 
identify them as public property. Ll'ST EACH: $5.95. 

NEW MODEL AM-SOO 
AM ONLY 

HI-FIDELITY A.C. RADIO 

A high performance, handsome, safe, 
rugged, economical continuous duty 
table model AM radio, the Newcomb 
AM·500 has a powerful 5 watt peak 
inverse feedback amplifier and big 8" 
oval cone loudspeaker with special 

tweeter cone for improved distribution and high frequency response. 
It has a built in "Hi-Q" antenna and terminals for external an­
tenna. A lighted index illuminates the dial and serves as a pilot 
light. Dial of satin finished aluminum has large numerals and Con­
elrad markings. Large tuning knob drives the dial directly through 
planetary vernier - no strings. Jack for external speaker, head­
phones, .or Newcomb Headphone Listening Center Accessory. Jack for 
external amplifier, public address system, or tape recorder. When 
latter is used, the amplifier-speaker system of the AMR500 becomes 
a fully controllable power monitor. Neat power cord storage. Crack­
proof plywood case covered in washable gray fabrikoid. Transformer 
powered. U.L. approved. DIMENSiONS: 6 1;''' x 8" x 15'12"; weight 10 
pounds. POWER CONSUMPTION, 40 watl$, 117 volts, 60 cycles o.c. 
LIST: $73.50'. Plus excise tax. 

Specifications and Prices sublect 10 change without notice. All paris 
used in Newcomb Equl\>ment are made in U.S.A. All Newcomb Equip­
ment Approved by Underwriters Laboratories, 

-NEWCOMB AUDIO PRODUCTS CO .• HOLLYWOOD 38, CALIFORNIA 
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NEWCOMB TR SERIES HIGH POWER PORTABLE COMBINATION 
TRANSCRIPTION PLA YERjP".A. SYSTEMS 

NEW DESIGNS! NEW MOTORS! NEW OUTPUT SYSTEMS! NEW REPRODUCERS! 
Straps for Hanging speakers from 
wall provided with all standard 
split-case speakers. Back of 
speaker in most models is pro­
tected by an armored basket. 25 
foot cord is provided with ali 
speakers. 
New Hideaway Cord Compartment. 
Power cord is coiled and tucked 
into compartment built into side 
of the case. 
Readily Accessible. The top deck 
lifts for instant access to tubes 
and motor. Bottom Plate Removes 
for complete access to wiring. 
Clear Plastic Card Holder for name 
of owner, room, instructor, build. 
ing or "home base" 
Ne';' Sta-Kleen ® 'Rubber Mat 
has deep grooves that swallow up 
dust and grime, protects records, 
is clamped on. Easily cleaned. 
Heavy Turntable - 10", 2 pounds 
- for flywheel stability, minimum 
wow. 
Unbreakable Pop-Up 45 Spindle 
of nylon. 

Drop Pad, rubber covered, pro­
tects stylus and cartridge. 
Long, One Piece, Cast Metal Pick· 
up Arm lifts to vertical position 
for inspection. 
Rugged Stop Post prevents putting 
arm in wrong position. 
Stylus Pressure Adjustment for 78's 
or LP's. 
Separate Motor Power Switch auto­
matically retrocts idler. 
Tempo Control varies speed from 
-+- 5% to - 15% of any 
standard setting. 
Positive Lock Screw holds arm 
securely during transportation. 
Two Jeweled Pilot Lights. 
Dual Lighted Panel angled for 
most convenient operotion. 
Full Through Ventilation, louve'" 
in bottom plate, holes in deck. 
HAil", Channel Output Jack to ex­
ternal amplifier permits monitor~ 
ing entire output with M-9 
Monitor. 

New, American .. Made 4 Speed 
Variable Speed Motor delivers full 
starting torque at any speed set· 
ting; no warm-up required. The 
motor is remarkably stable under 
all conditions of use, and re· 
quires no more attention than 
conventional fixed speed motors. 
No flutter producing friction discS 
or cone drives used. 

particular types of speakers used 
with the different models to greaf· 
Iy improve acoustic output. 

Dual-Lighted Neon 5peed-O-Scope 
® permits precise speed setting. 
Sturdy, Full-Size Carrying Handle 
and handhold for assistant. 

Speaker Impedance Selector 
matches amplifier impedance to 
number of speakers being used. 
Auxiliary Input Jack for signal 
from radio, tape machine, or 
stereo channel. 

Plays All Sizes of records up to 
171/4" masters. 
New Amplifiers are engineered for 
optimum. performance with the 

Sturdy Crackproof Plywood Case 
is glue-blocked for additional 
strength, covered with washable 
scratch-resistant fabrikoid in a 
very pleasing shade of warm gray. 
Metal Comers greatly extend life 
of case. Non~scratch feet are 
sprin9~floated to prevent needle 
skip from bumps and jars. 
Loudspeaker. Are Protected by a 
kkkproof, perforated metal grill. 

New Ceramic Cartridge on TR-
1625 and TR-1640 series models 
is dual sapphire .styli, high fi~ 
delity, plug-in, Hpower point" 
type, thoroughly ·proven for dur~ 
ability, dependability, fidelity. 
GE Magnetic Cartridge, twist 
needle type with individually re­
placeable microgroove and stand~ 
ard sapphire styli; necessary pre­
amplifier built in. 

HPhono" Output Jack delivers on­
ly phono signal to external ampli. 
fier or Newcomb Model M·9 
Amplified Music Monitor. 
Transformer Powered, Safe, com· 
pletely isolated from the power 
mains. All units have UL ap­
proval. 
Positive Humidity Protection is giv­
en output transformers by cellulose 
acetate or mylar insulation. 

AMPLIFIED 
MONITOR & 
ACCESSORY 
SPEAKt:RS 
New 
Madel M-12 
Amplified 
Music Manitor 
includes 10 watt amplifier & 1211 full~range 
speaker. Has its own tone and volume con­
trols. Connected to "Phonoll output jack of 
any Newcomb transcription player, yoo 
monitor recorded music without feedback 
squeal or confusion with own voice. Plug 
into "AII" and use as remote speaker. Ply­
wood case covered with gray fabrikoid. 
l7~s" x 130/s" x 71/2", 171,4lbs. LIST: $119.50 
Vlodel Moog is a 10 watt monitor with 9" 
oval speaker 13'14" xl Ol/s" x 7". LIST: $1 04'.50i 

SINGLE SPEAKERS IN CASE 
16 3/ 4 " x 16%" x 13%" 
Model 5 .. 112 Extended range, 12", 30 watt, 
dual cone speaker. Additional speaker for 
TR-1625 or TR-1625M. 25' cable. 8 ohms. 
141/, pounds. LIST $65.85. 
Model S~ 1 T 2H Heavy Duty, extended range, 
12", 5Q watt speaker. Additional speaker for 
TR-1640. 25' cable. 8 ohms. 14% pounds. 
LIST $75.00. 
Model '1·112HF Two-way, 50 waft, reproducer. 
12" woofer, crossover filter, 3112" tweeter. 
Additional speaker for TR-1640M·HF. 25' 
cable. 8 ohms. 15 pounds. LIST $89.25. 
PORTABLE REFLEX REPRODUCERS 
18112" x 24" x 12'12" 
Model R·112 Reflex enclosure with 12" ex­
tended range, 30 watt, dual cone speaker. 
Additional speaker for TR·1625MR. 25' cable. 
S ohms. 23 pou."ds. LIST $96.75. 
Model R~112HF Reflex enclosure with two-way, 
50 watt speaker system - 12" woofer, cross~ 
over filter, 3 112" tweeter. Additional repro­
~ucer lor TR·1640M·HFR or wherever high 
efficiency, high fidelity, and high pow.r 

-NEWCOMB 

handling capacity are desired. 25 ' cable. 8 
ohms. 23 '/. 'Pounds. LIST $133.00. 
2 SPEAKERS IN SPLIT CASE 
163/i' X 161/4" x 131/8" 
Model S-212E Two 12" extended range, 30 
watt, 8 ohm, dual cone speakers, each with 
25' cord. 21 pounds. LIST $96.75. 
Model 5-212HE Two 12" extended range, 50 
watt, 8 ohm speakers (as used in TR·1640 
models), each with 25' cord. 211;' pounds. 
LIST $116.50. 
Model 5-212HFE Two, two·way, 50 wott, 8 
ohm speaker systems - 12" woofer, crossover 
filter, 3112" tweeter ·(as used in TR-1640MHF 
models) in each half case - each with 25' 
cord. 23 pounds. LIST $133.00. 
Model S-212XE Split case assembly contain· 
ing two super efficiency, 60 watt, 8 ohm 
speakers with large, aluminum-domed, 2" 
voice coils and integral tweeter cones, each 
with 25/ cord, espeCially fo·r use with· the 
TR·1656M·X2. 25 pounds. Ali above are wired 
with sockets as extension speakers. LIST 
$166.00. 

DIMENSIONS Of_NEWCOM~ TR PLAYERS: 
Single speaker TR players form a single case 
with the speaker case used as Ihe lid. They 
measure 163,4'1 x 161.,411 x 131.,4". Multiple 
speaker models snap together to form two or 
three cases - audio unit with lid and speak­
ers in split cases back to back. Audio units, 
closed, measure 163,4" x 161,4° x 81/2". Di­
mensions of speaker assemblies are given 
above. 

NEWCOMB 
ACRA·SET 
Model A·1 
A precision-made tone arm lifter and 
record cueing accessory, Acra~Set 
lowers stylus to record with unprece­
dented gentleness. You simply twist 
the knob. Lifting arm has 100-divi·' 
sian scale and traveling stop with pointer. 
Template and cue sheets supplied. Specify 
Newcomb model. LIST $18.75. 

MICROPHONES AND 
ASSOCIATED EQUIPMENT 

. Model MS .. 23 Accessory Bag of heavy plastic, 
zippered, for microphones, etc., can be at­
tached inside lid of speaker case. LIST (bag 
only) $2.95. . 
1I.\0dei N-30 Crystal Microphone with lavalier­
cord, stand adapter, switch, and shielded 
plug. LIST $19.95. 
Model N-30D Desk Mounting for N·30 only. 
LIST $2.65. 
Model N-36 Dynamic Professional Quality 
Microphone is the perfectionist's choice with 
any TR system, especially intended for use 
with TR·1640M and TR·1656M series models. 
Supplied with shielded cord ond plug and 
on·off switch. LIST $75.00. 
Model N-23 Dynamic Microphone of very high 
quality with switch and shielded plug, recom­
mended for general purpose use with all TR 
series systems. LIST $59.50. . 
Model N .. 3766 Stand, a professional class, ex­
tremely stable, collapsible stand, beautifully 
finished in brushed chrome, extending from 
37" to 66" for use with any standard micro­
phone. LIST $30.00, 
Model PP-61 Stereo Conversion Pickup Cart­
ridge, plug-in type, for any TR series player 
equipped with stereo output jack and plug-in 
ceramic cartridge. LIST: $6.95. 
Model WC~64 Connecting Cable, four feet long 
with plugs for connectin·g two TR ceramic, 
models together for stereo. LIST: $6.95. 

Specifications and Prices. subject to change 
without notice. All parts used in Newcomb 
Equipment are made in U.S.A. All Newcomb 
Equipment Approved by Underwriters Labor~ 
atories., 
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SECTION 1300· 

NEWCOMB TR SERIES HIGH POWER PORTABLE COMBINATION 
TRANSCRIPTION PLA YER/P.A. SYSTEMS 

CERAMIC MODELS 

TR-1625 SERIES 
2S WATTS PEAK 

Successor to the widely used 
TR16, the Newcomb TR-1625 
is capable of doing more 
jobs bQtter. Four speed, 
variable' speed model with 
uPower Point" type, dual 
sapphire styli, high fidelity 
pick-up. It has a treble 
tone control, a bass control 
that does not affect mike, 
phono volume mixer, mike 
volume mixer, scratch filter 
switch, voice filter switch, 
dual pilot lights and lighted 

control panel, lift-up motor board access to tubes and motor. Pick.up 
lock nut. stop post, drop pad. Hideaway cord compartment. Crack­
proof plywood case, glue blocked, covered with gray washable 
fabrikoid. Output jacks for stereo, for 2 speakers, and for monitor­
ing "Phono li only or HAil" using Newcomb M-9. 

MODEL TR-1625 is in a single, split case with one 12" dual cone, 
30 watt speaker. Weight 35 Ibs. LIST $209.00. 

MODEL TR-1625 .. 2 is in two cases with two 12" dual cone, 30 watt 
speakers. Weight 50 Ibs. LIST. $259.00. 

TR-1640 SERIES 
40 WATTS PEAK 

A completely new system 
with plenty of power to 
drive four loudspeakers, TR-
1640 models are excellent 
choices for gyms, athletic 
fields·, auditoriums. S tar t 
with a single speaker, or 
two speaker model; add ad­
ditional speakers -at any 
time. Provided with a treble 
tone control for all channels, 
separate bass for phono, 
separate bass for' mike. 

phono volume mixer, mike volume mixer, scratch filter switcl:J. Two 
pilot lights. lighted operating panel. Crackproof plywood case, fabri­
koid covered. Easy access to tubes and Wiring. Spring suspension 
feet. Hideaway cord compartment. 

MODEL TR .. 1640 is in a single split· case with one 12", 50 watt 
loudspeaker. Weight 36 Ibs_ LIST $254.95. 

MODEL TR-1640 .. 2 is in two cases with two 12", 50 watt speakers. 
Weight 51'(' Ibs. LIST $314.50. 

MODEL TR-1640-4 is in three cases with two 12", 50 watt speakers 
and two 12", 30 watt extension speakers. Weight 72112 .Ibs. 
LIST $394.00. 

USE 
TWO 

CERAMIC 
MODELS 

FOR 
STEREO 

Ceramic' models have stereo iacks. The standard monophonic ceramic 
cartridge is replaced with a stereo cartridge. A patch cord is run 
from the stereo jack on the first player to the "Auxiliary" input 
jack on the second. Thus, while having a perfectly balanced, fully 
controllable stereo reproducer, you still have two complete, in­
dividual players for other assignments. 

And if you wish to use stereophonic tape, connect the two outputs 
of the Newcomb Model SM-310· professional stereo tape machine to 
the auxiliary inputs of any two Newcomb TR Series players to provide 
two powerful, matched reproduction channels complete with tone 
controls. 

Specifications and Prices subject to change without notice. All parts 
used in Newcomb E.quipment are made in U.S.A. All' ~ewcomb Equip .. 
ment Approved by Underwriters L·aboratories. 

MAGNETIC MODELS 

TR-1625M SERIES 
25 WATTS PEAK 

When music reproduction is 
a major consideration, a 
Newcomb 1R player equip­
ped with a magnetic cart­
ridge is the answer. The 
TR-1625M is furnished with 
a GE variable reluctance, 
twist needle cartridge with 
sapphire styli and necessary 
preampltfier built in. The 4 
speed, variable speed motor 
is· a new 4 pole, deluxe 
unit for minimum rumble. 
Pilot lights; lighted panel. 

. crackproof plywood case. 2 
speaker output jacks; 

uPhono ll and 1\ All" jacks to external amplifier or Newcomb M-9 
Monitor. Input jacks for auxiliary equipment and microphone. 
MODEL TR-1625M is in a single, split case with ·one 12" dual cone, 
30 watt speoker. Weight 36 Ibs_ LIST $231.95. 
MODEL TR .. 1625MR is in two cases with a single 12" dual cone, 
30 watt speaker in a portable bass reflex enclosure-. Weight 53 Ibs. 
LIST $281.50. 
MODEL TR-1625M-2 is in two cases with two 12" dual cone, 30 
watt speakers. Weight 51 Ibs_ LIST $281.50. 

TR-1640M SERIES 
40 WATTS PEAK 

A more powerful music 
model with ultra-linear am­
plifier output system, the 
TR-1640M systems have the 
GE cartridge with built in 
preamp. The phono circuit is 
convertible to a second mike 
channel by merely flipping 
the selector switch. New 4 
speed motor is the deluxe, 
4 pole unit. As on all TR 
models a dual lighted neon 
strobe permits precise speed 

setting for accurate pitch reproduction. Same output jacks as 
TR-1625M_ 
MODEL TR-1640M-HF is a single case model with 0 two-way speaker 
system including a 12", 50 watt woofer, crossover, and separate 
3 1(," tweeter. Weight 36'/, Ib._ LIST $307.50. 
MODEL TR-1640M-HF2 is a two case system with two, two-way, 50 
watt speaker systems. Weight 54 Ibs_ LIST $366.00. 
MODEL TR-1640M-HF4 is a three cas. system with two, two-way 50 
waft speaker system and two 12" dual cone, 30 watt . extension 
speakers_ Weight 75'/2 Ibs_ LIST $464.50. 
MODEL TR-1640M-HFR is in two cases with one two-way 50 walt 
speaker system in a bass reflex enclosure. Weight 54 Ibs. 
LIST $366_00_ 
MODEL TR-1640M-HFR2 is in three cases with two, two-way 40 walt 
speaker systems in reflex enclosures. Weight 77 Ibs. LIST $499.00. 

TR-1656M SERIES 
56 WATTS PEAK 

Phenomenal output is 
achieved in these fully in­

'tegrated systems. Phono 
channel converts to third 
microphone channel. First 
mike channel has separate 
bass attenuating control for 
voice clarity. Second mike 
channel is flat. The phono 
tone controls affect the third 
mike channel. 

MODEL TR-1656M-HF2 is in two cases with two, two-way 50 wott 
speaker systems including a 12", 50 watt woofer, crossover, separate 
3'/," tweeter. Weight 57 Ibs_ LIST $432_00. 
MODEL TR-1656M-HF4 is in three cases with four, two-way 50 watt 
speaker systems_ Weight 80 Ibs_ LIST $565.00. 

MODEL TR~1656M-X2 is in two cases with two 12", 60 wott, super­
efficient, dual cone speaker. Weight 59 Ibs_ LIST $467_00. 
·MODEL TR-1656M-X4 is in three cases with four 12", 60 watt speak .. 
ers. Weight 84 Ibs. LIST $632_00_ 
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SECTION 1300 

NEWCOMB , STEREOPHONIC Transcription Players and Phonographs 

PEAK 

TRS-1680 SERIES STEREO / MONO 
PORTABLE COMBINATION TRANSCRIPTION 
PLAYERS / P.A. SYSTEMS 

accessory 
available at 
additional cost. 

Built 'with a great reserve of power for most uses-40 watts peak per 
channel-the Newcomb TRS-1680 is probably the most complete and 
flexible portable sound unit ever buift. It is stereo or mono at the flick 
of a switch, In addition, you are offered a wide choice of reproducers 
to fit specific assignments with extraordinary efficiency. The big 10", 
2 Ib, turntable· is covered with a deep-grooved rubber mat and is 
driven 'by a A.speed, variable-speed, cool-running American-made motor 
of advanced design. Hi-fidelity ceramic cartridge with turnover, jeweled 
styli. Dual neon Sped-O-Scope is located out where it can be seen. 
Unit has 3 mike channels, inputs for L & R radio, tape, & aux. Lighted 
panel has separate mixers for each mike and phono. Separate tone con­
trols for each channel, alsc" "Blend" control. Outputs for 2 or 4-
speakers with impedance-matching switch. Safe, transformer-powered, 
UL appraved. T-urntable·amplilier unit DIMENSIONS. 9%" x 17'10" x 
18%"; 43 pound •. POWER CONSUMPTION. 180 watt., 117 volts, 
60 .cycles a.c. 
MODEL TRS·1680·L2 i. a three·ca.e model with two extended Irequency 
L·300 two·way, three-driver, full crossover network reproducers. 
Weight 101 lb •........................................................................... LIST $807.75 
MODEL TR5 .. 1680-l4 is' a five· case model with four L·300 reproducers. 
Weight 159 lb •......................................................................... LIST $1,166.25 
MODEL TRS-1680-NF2 is a two-case model with audio unit in one case 
and two speakers in split case. Each NF high efficiency reproducer has 
12" woofer, 3112" tweeter, cross-over network. 
Weight 70 lb ••............................................................................ LIST $643.50 
MODEL TRS·1680·NF4 i. a three·ca.e model with lour NF reproducers. 
Weight 97 lb •............................................................................. LIST $837.75 
MODEL TRS·1680·KN2 i. a three·co.e model with two KN·200 repro­
ducers each of which contains 1 12" woofer with horn, twee:ter and 
control, fully enclosed with ducted port. 
Weight 113 lb •........................................................................... LlST $847.50 
MODEL TRS·1680·KN4 i. a live·ca.e model with four KN·200 repro· 
ducers. Weight 183 Ibs ......................................................... LlST $1,245.75 

CANVAS COVERS 
to protect most p.opular New­
comb TR players and repro­
ducers from dust, mud, and 
moisture are now available. 
They are made of tightly­
woven, rubberized mackin­
tosh, fleece-lined, closed 
with stout zippers. Protective 
flap tucks under handle. 
Plastic slot f.or identification. 

Catalog No. for Use with: 

CA·l02 Newcomb TR-1625, TR·1640, TR·1640M, 
TR-1656M amplifier sections onlY: ... 

CA·l03 Newcomb 5-212 type split case speaker 
assemblies and all TR Series systems 

List 

...... $8.95 

with sing.le speaker in case lid........ . .......... $8.95 
CA·l04 
CA·110 
CA-111 

Newcomb TRS-1680 amplifier" section only ... $8.95 
Newcomb K-200 or K·400 reproducers .. $9.95 
Newcomb C-100 or J~200 reproducers ...... _ ..................... $8.95 

20 WATTS 
PEAK 

accessory 
available Qt 
additional cost. 

NEW RS-1620V SERIES STEREO / MONO 
PORTABLE COMBINATION TRANSCRIPTION 
PLA YERS / P.A. SYSTEMS 
These are simple to oper~te, durable economical systems that will grow 
in usefulness as stereo becomes more widespread. The RS-1620V p1ayer 
provides true stereo or monophonic high fidelity at the flip of a switch. 
The Bi-Coupled output system delivers 10 watfs peak per channel. 
Choice of 3 speaker systems which have been carefully matched to the 
amplifier. A turnover ceramic stereo cartridge with jeweled styli is 
plugged into the one-piece cast-metal tone arm which is mounted on an 
acoustical filter. Turntable has rubber mat and twist-up 45. spindle. 
Any size record up to 17%" masters can be played at any speed. 
Tempo control varies speed from +5% to -1 SO/o without the use of 
any rumble or flutter'producing device. Neon strobe is built in. There 
are two mike inputs and input iacks, left & right, for radio or tape 
machine. On the illuminated, slanted operating panel are separate 
mixers for each mike and phono. Separate voice filters. Separate bass 
and treble tone controls ganged for both channels, but bass does not 
affect voice. Safe, transformer-powered, UL approved. Player unit 
DIMENSIONS. 8" x 15 1/," x 16'12", 26 1/, Ibs. For use with 117 volts, 
60 cycles a.c. Fixed speed models, identical to variable speed but with­
out strobe or tempo c('lntrol, are available. 

With 5·212 $plil case contain· 
ing two 12" dual cone hi·'i 
drivers. Closed case. 163/4" 
x 161/4" X 131/,", 2J Ibs. 

With S·212HF split case contain-
ing two 2·way systems-
12" woofers, 31/2" tweeters. 
Closed: 16%" x J6%" x 13V,", 
23 Ibl. 

With 2 C· J 00 2-way reproducers 
each in separate enclosure. 
Each measures 10lJ,," x 14 3/,," K 20", 
19% lb •. 

Variable Spftd List Fixed Speed List 
Model Number Price Model Number Price 

RS·1620V·2 $322.50 RS·1620·2 $307.50 

RS-1620V-HF2 $385.75 RS-1620. HF2 $343.75 

II:S·162.4V-C2 $464.75 RS-1620·C2 $449.75 

to form one cose. 

NEW RS-20 SERIES 
STEREO / MONO PHONOGRAPH 

The highly portable and compact Newcomb RS~20 has two full-ra'nge 
9" oval, dual*cone speakers that can be extended to create a realistic 
illusion of dimensional sound. Machine is stereo or mono at the flip of 
a switch. It plays any record size, up to 12", at any standard speed. 
Rubber-matted turntable has twist-up 45 spindle. Separate turntable 
on-off switch retracts idler. Oual.acting bass-treble tone control, volume 
cant· 01, jeweled pilot light, Hideaway cord compartment. OIMEN~ 
SIONS. 8 1/," x 11'1." x 24%", 28 Ibs. For use on 117 volts, 60 
cycles a.c. LIST. $224.25 . 

PLAYER UNIT OfFERED WITH OTHER SPEAKERS. 
MODEL RS-20-2 in 2 cases with 2 S-212 speakers, LIST. $276.00 

MODEL RS·20·C2 in 3 cases with 2 C·l00 speakers,. LIST. $417.75 

MODEL RS·20·KN2 in 3 cases with 2 KN·200 speakers, LIST, $577.50 

AI' specifications and prices are subiect to change without notice. 
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SECTION 1300 

STEREO TAPE RECORDERS AND PORTABLE 
STEREO AMPLIFIER-REPRODUCER SYSTEMS 

Cybernetically Engineered STEREO TAPE RECORDERS 

-NEWCOMB 

Page 98 • The MASTER - 26th Edition 

MODEL SM-31 0-4 QUARTER-TRACK 

MODEL SM-310 HALF-TRACK 
With tape trqnsport, control (ent~red in a joy stick, operatia." of the Newcomb 
Stereo Tape Recorder is intuitive •.. the natural thing to do is the right thing 
to do. Handling is fluid-smooth, effortless, positive .•. tape is treated with 
extraordinary gentleness, stretching obviated. The SM·310·4 records quarter track 
and will play back either quarter track or half track. The SM-310 records and 
plays back half track. Both record live, broadcast, or recorded stereo program 
material. M"'onophonically, you may record on either one or two channels in the 
same direction. The Newcomb Stereo Tape Recorder is virtually a studio in a 
suitcase. It operates vertically or horizontally, takes from 3" to 10%" reels, 
has two tape speeds-71f2 or 3 3/4 inches per second with automatic compensa~ 
tion for 33/4" speed, separate mixing controls-mike and line---for each channel, 
two lighted recording level meters arranged pointer~to~pointer for easy com~ 
parison of channel levels, straight line tape loading, dual acting tape tensioning 
device keeps tape always under c;ontrol even with. the larger reels, automati,c 
shut~off switch, four digit counter pinpoints desired position, without repeating, 
on any size reel, all pre~amplification needed for recording and playback, 
balance control, microphone input sockets take Cannon XLR-3~12C male can .. 
nectars. 12%" x 163f.," x 9 1;'''; 34 pounds. POWER REQUIREMENTS: 90 watts, 
117 YO Its, 60 cycles a.c. PROFESSIONAL USERS NET (BOTH MODELS): $499.50. 

MODEL SA-SO 

2 CHANNEL POWER AMPLIFIER WITH 

TONE, VOLUME, AND BALANCE CONTROLS 

The Newcomb SA~80 is. a two channel, stereo/monaural, portable, power ampli­
fier designed especially for use with either the Newcomb SM~310-4 or Newcomb 
SM-310 Tape Recorder. The amplifier puts out 40 watls peak per channel, a 
total of 80 watts peak. The controls are conveniently grouped on a. slanted 
operating panel that is brightly illuminated by two pilot lights. Controls are 
ganged. They consist of a bass boost and attenuation control, treble boost and 
attenuation, volume control, and a balance control. There is an input iack for 
each channel, a stereo~monaural selector switch, output impedance selectors, 
and two· speaker sockets for each channer. The removable cover carries tape 
reels of· all sizes up to and including 101/2". A plastic zippered bag for 
miscellaneous cords is included. Frequency response-20-20,000 cycles ± 1 db. 
Distortion per channel at 20. watts r.m.s.-Iess than 1%. Hum below -65 db. 
Output Impedances' per channel-16, 8, 4 ohms. 81;''' x 16%" x 16%"; 32 
pounds. PROFESSIONAL USERS NET. $199.50. 

PORTABLE AMPLIFIER-REPRODUCER SYSTEMS 
MODEL SA-8o..J2 consists of one SA-80 and 
two Model J-200 Reproducers. Latter are 
two~way speaker systems with tweeter level 
controls, enclosed in compact cases.. use 
latest techniques to provide ~xcellent, full .. 
range coverage in music rooms and small 
auditoriums. Each measures 143/.4" x 20'" X 

101/4". Three-case system weighs 71 pounds. 
PROFESSIONAL NET: $368.40. 

MOD~L SA-8o..L2 consists of one SA-SO and 
two Model L-300 Reproducers. Latter are 
two~way, three-driver loudspeaker 'systems 
in open· back cases designed to Gover large 
audiences with· outstanding quality and yet 
retain reasonable portability. Each measures 
17'1." x 26'1." x 91/4". Three-case system 
weighs 90 pounds. PROFESSIONAL NET: 
$448.40. 

MODEL SA-BO-C2 <onsists of one SA-SO and 
two Model C-l00 Reproducers. Latter are 
designed with high efficiency combined with 
compactness and light weight as leading 
objectjv~s. Each measures 14\'4" x 20" X 

101/4". Three~case system weighs 71 pounds. 
PROFESSIONAL NET: $368.40. 

MODEL SA-BO-K2 consists of one SA-80 and 
two Model K-400 Reproducers. Latter are 
three~way loudspeaker systems developed 
for those 'who seek the very best possible 
reproduction that can be provided by trans~ 
',ating advanced engineering concepts into, 
portable form, and yet who do not need the 
tremendous conversion efficiency of the 
L-300. Each measures 167/." x 23'12" x 
1,0%". Three~case system weighs 102 pounds. 
PROFESSIONAL NET: $468.40. 

All specifications and prices are subiect to change without notice. 
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SECTION 1300 

NEWCOMB AMPLIFIERS • CUSTOM SERIES ® 

KX-25 

KX-6A 

K-50B 

Without equal at any price. The best examples why the name Newcomb is so 
revered by Engineers. and Owners alike. Will improve any system. A must when 
using the new 2 .. way wide range speakers. Check these important features and 
specifications. 
• 20-20,000 cycles ± I db • Remote control provision - all inputs 
• Less than 3% distortion • U/L Approved 
• 90% of rating at less than 1% • Continuous duty - longer life parts 
• Full power any output tap • Key locked control cover 
• Audio bandwidth selectors - Sensitive volume and overload indicators 
• lium and noise level - 80 db. • Wired for plug-in input transformers 

Full o,,!dio power, 50 to 5000 cycles (region of all major power requirements) within 
± 1/4 db. less than 5% distortion. Separate tone controls for Bass and Treble Boost 
or Attenuation of advanced design for better curve shape, greater range. Feedback 
controlled, 2 stage mike pre-amplifiers. Hum balancing control, all models but 
booster. Linear mixer frequency response. All but Pre-Amplifier have output impedance 
of 4, 8, 16, 250, 500 ohms, PLUS a 70 volt "constant voltage" tap, with convenient, 
simple, impedance selector. Multistage inverse feedback. Large, heavy duty power 
and output transformers thoroughly impregnated against moisture. Rear connections 
avoid unsightly wires, simplify rack installation. A. C. convenience outlet in rear, 
all models except· booster. CABINETS: Heavy gauge welded steel beautifully styled. 
FINISH: Silver Grey Hammertone Baked Enamel. PANELS: Etched metal, illuminated. 
KNOBS: Round, large, skirted type, for easy operation. Additional specifications given 
under specific model numbers. 

KX-25: 25 wolfs power output design db crystal phono. -65 db mike and 
center, rating, 30 watts max. at less than magnetic pickup inputs (Referred to rated 
3% distortion any output tap. PEAK output). CONTROLS (15): 5 mike, I phono, 
POWER: 40 wolfs design center, 48 walls I bass, 1 treble, 4 bandwidth, I master 
max. INPUTS (6): 5 mike (2 meg.), gain 1 volume indicator (all under key locked 
123 db; 1 phono either Magnetic input control cover) A.C. power switch. TUBES 
gain 99 db based on 27000 ohm input, (15): 6-6SC7, 2-6J5, 1-6J7, 1-6SQ7, 1-6SN7, 
bass equalization +10 db or Crystal 2-6L6G, 1-6AF6G, 1-5U4G. POWER CON-
input V2 meg. gain 90 db. REMOTE CON- SUMPTION: 135 walls, 117 volts 60 cycles 
TROL: Use RC-6 remote control unit. BASS A.C. Max. Input 129 volts. DIMENSIONS: 
TONE CONTROL: Range - 16 to +25 db. 9%" x 173.4" x 14%" WEIGHT: 381/2 Ibs. 
TREBLE TONE CONTROL: Range -30 to LIST: (with lubes) $456.92. Use Cannon 
+20 db. HUM: -80 db controls off, _-_7;..5~_;.;X..;;L..;;3-...;I...;I_type microphone connectors. 

KX-SO: 50 walls power output design 3 db higher than KX-25. TUBES (18): 
center rating, 60 watts max. at Ie •• than 6-6SC7, 2-6J5, 1-6SQ7, 1-6J7, 1-6SN7, 
3% distortion any output tap. PEAK 4-6L6G, 1-6AF6G, 2-5U4G. POWER CON-
POWER: 80 wolfs design center, 90 watts, SUMPTION: 235 wolfs, 117 volts 60 cycles 
max. BOOSTER COUPLING JACK for A.C. Max. Input 129 volts. DIMENSIONS: 
connecting K50B Boosters for 100 wolfs 9%" x 173.4" x 14%", WEIGHT: 46 Ibs. 
or more. All other characteristics identical LIST: (with tubes) $532.03. Use Cannon 
with KX-25 except gains, which ...;a;;;r..;;e....;a;.;.I;..1 _...;X.;.L;;;3;..-.;.I.;..1 type microphone connectors. 

KX-6A: A 6 channel mixer pre-amplifier TROL: Range -16 to +25 db. TREBLE 
designed to feed broadcast lines or TONE CONTROL: Range -30 to +20 db. 
boosters for finest quality. OUTPUT: +31 HUM: -80 db controls off, -80 db crystal 
VU, less than 3% distortion, +30 VU at -75 db mike and magnetic. CONTROLS 
less than 1%. Has built in power supply (12): 5 mike, I phono, I bass, I treble, 
and genuine VU meter with meter range 1 master, 1 ·four position bandwidth (all 
extension switch. INPUTS: for 5 mikes under key locked cover), I A.C. power 
(2 meg.) gain 97 db and I phono either switch, 1 VU meter range switch (in 
crystal (1/2 meg.) cain 64 db or magnetic rear). TUBES (12): 6-6SC7, 4-6J5, 1-6J7, 
(27,000 ohms) gain 73 db. Use RC-6 Unit 1-6X5. POWER CONSUMPTION 35 WATTS, 
for remote control. Includes Master Vol- 117 volts 60 cycles A.C. MAX. Input 129 
ume Control and same fine Dual Tone volts. DIMENSIONS: 9%" x 173.4" x 
Controls and Audio Bandwidth Selectors 14%". WEIGHT: 30 Ibs. LIST: (with tubes) 
as in KX-25 and KX-50. BASS TONE CON- $400.29. Use Cannon XL3-11 type micro-

____ --'p_h~o-n-e-connectors. 
K50B: Booster Amplifier. Perfo r man ce, indicators as in KX·50. Ample multistage 
power and output impedance same as feedback to minimize effects of speaker 
KX·50 with but one input of 1/2 meg. load variations. Etched metal panel. 
impedance, gain 71 db. Provision for TUBES (10): 1-6SJ7, 1-6SN7, 1-6SQ7, 
plug-in bridging or low impedance trans- 5-6L6G, 1-6AF6G, 2-5U4G, POWER CON-
former. Built for continuous duty with SUMPTION: 230 watts 117 volts 60 cycles. 
long life parts, separate plate, and fila· 129 volts max. DIMENSIONS: 9%" x 
ment power transformers, individually 173.4" x 121.4". WEIGHT: 41 Ibs. LIST: 
fused, permits dependable plate power (with tubes) $225.00. PLUG KIT: $2.50. 
switching. Includes volume and overload 

NEWCOMB PORTABLE SYSTEMS • CUSTOM SERIES ® 
KX.2512X: .Portable system with KX-25 amplifier and two heavy duty, 
extremely efficient speakers, each with 50' cable. System is carried in two 
cases: Model KA for the amplifier, size 19" x 11%'-' x 169'.") Model K-212X 
for two speakers, size 181h" x 121h" x 221h". Speakers face inside for 
maximum protection when split case is closed. Mikes and mountings nat 
included as requirements vary. LIST: (less mikes and stands) $645.57. 

KA: Amplifier case fits all model K amplifiers. LIST: $35.00. 

KX.25RI2X: Portable system identical to KX-2S12X but with each speaker' 
mounted in an individual portable reflex baffle. Model KR- I 12X, for utmost 
tone quality. Speaker cases size, 181h" x 12%" x 241h". Mikes and mountings 
not included as requirements vary. LIST: (less mikes and stands) $716.82. 

All Prices and Specifications Subject to Change Without Notice. 
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NEWCOMB 

H-15 

H-25 

H-50 

H-4VU 

H-258 

SECTION 1300 

AMPLIFIERS • DELUXE SERIES 
PORTABLE SYSTEMS ® 

For Performance, DependabIlity and Value check these features and specifications: 

.. 20-20,000 cycles ± 2 db • Remote Control provision - all mikes 
• Full Power any output top • UjL Approved 
• less than 5% distortion • ,Continuous duty-longer life parts 
• 900/0 of rated power at less than 2% • Wired for plug-in input transf~rmers 

Fu'li Audio Power, 50 to 5000 cycles (region of all major/ower requirements) within 
± V2 db. less than 5% distortion. Individual boost an attenuate type bass and 
treble tone control in new distortion free circuit. Linear mixer frequency response. All 
models but pre-amplifier have output impedances of 4, 8, 16, 250, and 500 ohms 
PLUS a 70 volt "constant voltageU tap, with easily-operated impedance selector. 
Multi-stage inverse feedback. Large heavy duty power and output transformers 
thoroughly impregnated against moistur:e. ~Rear connections avoid unsightly wires, 
simplify rack installations. A. C. convenience outlet in rear, all models except boosters. 
CABINETS: Heavy gauge welded steel beautifully styled in modern functional simplicity 
that endures. FINISH: Silver Grey Hammertone Baked Enamel. PANEL: Etched metal, 
illuminated. KN08S: Large, rouQd, skirted type, for ease of operation. Additional 
specifications under specific model numbers..' ., 

H-15: 17 walls power output design output). CONTROLS (5): 1 mike-phono, 1 
center rating, 20 watts max. at Jess than mike, 1 bass, 1 treble, 1 A.C. power switch. 
5% distortion, any output tap. PEAK REMOTE CONTROL: Use RC-2 remote co ..... 
POWER: 26 walls design center, 31 walls trol unit. TU8ES (7): 2-6SF5, 1-6SJ7, 
max. INPUTS (3): 2 mike (2 meg.), gain 1-6SN7, 2-6L6G,I-5Z4. POWER CON-
120 db; 1 phonograph Ph meg.), gain 80 SUMPTlON: 85 walls, 117 volts 60 cycles. 
db. BASE TONE CONTROL: Range '--16 A.C. Max. inp'ut 129 volts. DIMENSIONS: 
to +14 db. TREBLE TONE CONTROL: -34 81/4" x 19" x 10Ys". WEIGHT: 20 Ibs. 
to +13 db. HUM: -72 db phono input, LIST: (with tubes) $183.59. Use Cannon 
-62 db mike inputs (referred to rated XL3-11 type microphone connectors. 

H-25: 25 walls power output design rat- rated output). CONTROLS. (6): 2 mike, 
ing, 30 walls max. at less than 5% l-mike-phono, 1 bass, 1 treble, 1 A.C. 
distortion, any output tap. PEAK POWER: power switch. REMOTE CONTROL: Use 
40 walts design center, 48 walls maxi- RC-3 remote control unit. TUBES (8): 
mum. INPUTS (4): 3 mike (2 meg.), gain 3-6SF5, 1-6SJ7, 1-6SN7, 2-6L6G, 1-5U6G. 
124 db; 1 phonograph Ph meg.), gain POWER CONSUMPTION: 125 w';'IIS, 117 
80 db. BASS TONI:' CONTROL: -18 to volts, 60 cycles A.C. Max. Input 129 
+15 db. TREBLE TONE CONTROL: Range volts. DIMENSIONS: 8112" x 19" x 10Ys". 
-27 to +10 db. HUM: -72 db phono WEIGHT: 241bs. LIST: (with tubes) $215.03. 
input, -62 db mike inputs (referred to Use Cannon XL3- 11 type microphone. 

H-50: 50 walls 'power output design HUM: -72 db phono input, -62 db mike 
center rating, 60 :walls max. at less thdn inputs, (referred to rated output). CON· 
5% distortion, any output tap. PEAK TROLS (7): 3 mike, 1 mike-phono, 1 bass, 
POWER: 80 walls design center, 90 watts 1 treble, 1 A.C. power switch. REMOTE 
max. INPUTS (5): 4 mike (2 meg.), gain CONTROL: Use RC-4 remote control. TUBES 
124 db. l.phono Ph meg.), gain 81 db. .(12): 4-6SFS, 1-6SJ7, 1-6SN7, 4-6L6G, 
BOOSTER COUPLING JACK for connect· 2·5U4G.· POWER CONSUMPTION: 225 
ing H-25B or H-50B Boosters for 75 to walts, 117 volts, 60 cycles A.C.· Max 
100 walls or more. BASS TONE CON- Input 129 volts. DIMENSIONS: 9%" x 
TROL: Range -21 to +16 db. TREBLE- . 19" x 121h". WEIGHT: 37 Ibs. LIST: (with 
TONE CONTROL: Range -27 to +10 db. tubes) $285.60. Use Cannon XL3-11 type 

H-4VU: Mixer Pre-Amp. with built-in trol and genuine VU meter with meter 
power supply. Extremely low hum. Suit- range extension switch. BASS TONE CON· 
able for feeding telephone lines or booster· TROL: Range -16 to +14 db. TREBLE 
amplifiers such as the H·2SB or H-SOB. TONE CONTROL: Range -27 to +13 db. 
Output +22 db at fess than 5% distor· TUBES (7): 3-6SF5, 1-6SJ7, 1.6SN7, 1-6J5, 
tion. +21 db at less than 2%. INPUTS 1-6X5, POWER CONSUMPTION: 30 watts, 
for three mikes (2 meg.), gain 90 db, 117 volts, 60 cycles A.C. Max Input 129 
I phono Ph meg.), gain 51 db. HUM: volts. DIMENSIONS: 81h" x 19" x 10Ys". 
Beller than, -80 db from phono input WEIGHT: 17'h Ibs. LIST: (with tubes) 
or -75 db, mike inputs. Use RC-3 Unit $228.44. Without UV meter $182.94. Use 
for remote control. Includes master con~ Cannon XL3~ 11 type microphone connectors. 

Built for long life. TUBES (5): 1-6SJ7, 
1-6J5, 2-6L6G, 1-5U4G POWER CONSUMP­
TION: 120 watts, 117 vot-ts. 60 cycles 
A.C. Max. Input 129 volts. DIMENSIONS: 
8Ys" x 19" x 10Ys". WEIGHT: 22 Ibs. 
LIST: (with tubes) $149.50. PLUG KIT: 
$1.69. 

H-25B: 800ster Amplifier - Performance 
Power and Output Impedances same as 
H-25 with but one input of V2 meg. 
impedance, gain 68 db. Provision for 
plug-in bridging or low impedance trans~ 
fo,mer. Etched metal panel with pilot 
light, A.C. fc0wer switch and volume con-
trol. Ideal or use with H-4 Pre-am....:.p_li_fi_e_r. ___ :-~ 

H-50B: 800ster Amplifier - Performance, Built for long life. Ideal for use with 
Power and Output Impedances are same H-4 Pre-Amp. TUBES (8): 1-6SJ7, 1-6J5, 
as H-50 with but one input of 'h meg. 4-6L6G, 2-SU4G. POWER CONSUMPTION: 
impedance, gain 71 db. Provision for 220 walls, 117 volts, 60 cycles A.C. Max. 
plug-in bridging or low impedance trans- Input 129 volts. DIMENSIONS: 91/4" x 19" 
former. Etched metal panel with pilot x 121h". WEIGHT: 33j/, Ibs. LIST: (with 
light, A.C. switch and volume control. tubes) $189.50. PLUG KIT: $1.69. 

NEWCOMB DELUXE PORTABLE SYSTEMS 

H-50B 

-.~EWCOMB 

H-1512R: P~rtable system with H-15 amp. and two 
12" speakers, each with 25' cable, in split case 
Model EH-212R, size IIYs" x 20'h" x 21", covered 
in washable fabricoid. Kickproof metal grills lro' 
tect speakers. Mikes and mountings not include as 
requirements vary. LIST: (less mikes and stands) 
$283.09. 

H-2512R: Portable system with H-25 amp. and two 
12" speaKers, each with 25' cable in split case, 
Model EH-212R. Size, 20'h" x llYs" x 21". Mikes 
and mountings not included as requirements vary. 
LIST: (less mikes and stands) $314.53. 

All Prices and Specifications Subject to Change 
Without Notice. 
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SECTION 1300 

NEWCOMB AMPLIFIERS· SPECIAL SERIES ® 
The same fine workmanship and materials as the incomparable KX- and H-Series. Designed to lead the low-price field. For 

performance, ·dependability and economy the E-Series is today's best combination of high quality and low cost. All models U/L 

Approved. 

E-IOA: Delivers 10 walls from push­
pull 6V6 tubes. Separate mike and 
phono contr.ols. Multistage inverse 
feedback circuit. POWER OUTPUT: 
10 watts at less than 5%. FRE­
QUENCY RESPONSE: 40 to 15,000 
cycles ± 2 db. INPUTS: (2) I mike 
(2 meg.) gain 116 db. Wired for 
plug-in input transformers. I phono 
(V, meg.) gain 77 db. TONE CON-
TROL: Range 0 to -24 db. OUTPUT 

IMPEDANCES: 4, 8, 16 and 500 (70 Valt Tap) ohms to octal 
sacket. TU8ES: (5) 1-6SC7, 1-6SJ7, 2-6V6GT, 1-6X5GT. FINISH: 
Silvergrey hammertone baked enamel. PANEL: Genuine etched 
enamel. POWER CONSUMPTION: 60 walls at 117 volts, 60 
cycles A.C. SIZE: 534" x 10%" x 63.0.". WEIGHT: 9V, Ibs. Less 
cover, 7V, Ibs. LIST: (with tubes, without cover) $69.50. Cover 
$7.21. PLUG KIT: $1.71. 

E-17P3: A conservative 17 wall model with 3 speed phono. 
Separate bass and treble controls, phono bass boost, multi· 
stage inverse feed-back circuit. Input controls for mike and 
phono. POWER OUTPUT: 17 walls at less than 5%. FREQUENCY 
RESPONSE: ± 2 db. 40 to 15,000 cycles. INPUTS: 1 mike (2 
meg.) gain 115 db, Wired for plug-in input transformers. 1 
phono (V, meg.) gain 77 db. OUTPUT IMPEDANCES: 4, 8, 16, 
290 (70 Volt Tap) and 500 ohms. TUBES: (5) 1-12AX7, 1-6SJ7, 
2-6L6G, 1-5V4G. FINISH, Silvergrey hammertone baked enamel. 
PANEL: Etched metal, lighted. POWER CONSUMPTION: 75 walls 
at 117 volts, 60 cycles A.C. SIZE, 8%" x 14%" x 8". WEIGHT: 
15V, Ibs. LIST: (with tubes) $149.87. PLUG KIT: $2.28. 

E-17: A 17 wall amplifier without 3 speed phono. Otherwise 
identical to model E·17P3. LIST: (with tubes and cover) 
$107.50. PLUG KIT: $2.28. 

E-25: A dependable, full 25 walls with inputs for 2 mikes 
and I phono, separate bass and treble contra Is, phono bass 
boost, multi-stage inverse feedback circuit. POWE~ OUTPUT: 
25 walls .at less than 5%. FREQUENCY RESPONSE: ± 2 db. 
40 to 15,000 cycles. INPUTS:· (3) 2 mike (2 meg.) gain 117 db, 
Wired for plug-in input transformers. I phono (II. meg.) gain 
77 db. OUTPUT IMPEDANCES: 4, 8, 16, 196 (70 Volt Tap) and 
500 ohms. TUSES: (6) l-12AX7, 1-6SC7, 1-6J5, 2-6L6G, 1-5V4G. 
FINISH: Silvergrey hammertone baked enamel. PANEL: Etched 
metal, lighted. POWER CONSUMPTION: 90 walls, 117 volts, 60 
cycles A.C. SIZE: 8%" x 14%" x 8". WEIGHT: 18v.. Ibs. LIST: 
(with tubes and cover) $139.50. PLUG KIT: $3.24. 

E.25P3; A 25 walt amplifier with 3 speed phono. Otherwise 
identical to model E-25. LIST: (with tubes) $181.50. PLUG 
KIT: $3.24. 

E-254P'3: A highly versatile, yet economical 4 channel. 25 
watt amplifier with 3 speed phono. FEATURES: High gain, 
inputs for 3 mikes and I phono, separate bass and treble 
tone controls, phono bass boost, multi-stage inverse feedback 
circuit. Pickup is high-grade turnover crystal. POWER OUTPUT: 
25 walls at less than 5% distortion. FREQUENCY RESPONSE: 
± 2 db, 40 to 15,000 cycles. 3 MIKE INPUTS: 2 meg., gain 
123 db. Wired for plug-in input transformers. PHONO INPUT: 
V, meg., gain 83 db. OUTPUT IMPEDANCES: 4, 8, 16, 196 (70 
Volt Tap) and 500 ohms. TUBES: (8) 3-6SF5, 1-6SJ7, 1-6SN7, 
2-6L6G, 1-5V4G, FINISH: Silvergrey hammertone baked enamel. 
PANEL: Etched metal illuminated. CONTROLS: 3 mike, 1 phono, 
I bass, I treble and power switch. POWER CONSUMPTION: 105 
walls at 117 volts, 60 cycles A.C. SIZE: 8%" x 14%" x 8". 
WEIGHT: 18v.. Ibs. LIST: (wit!, tubes) $211.50. PLUG KIT: $3.90. 

E-254: A 25 walt amplifier without 3 speed phono. Otherwise 
identical to model E-254P3. LIST: (with tubes and cover) 
$169.50. PLUG KIT: $3.90. 

E-50: A distortion·free, con­
servatively rated 50 walls 
using push-pull parallel 6L6 
tubes and multi-stage inverse 
feedback circuit. Has inputs 
for 2 mikes, I phono, separ­
ate bass and treble controls, 
phono bass boost. Same as 
E-25 except as fallows: 

POWER OUTPUT: 50 walls at less than 5%. Mike gain 120 
db, Wired for plug-in input transformer Phono gain 79 db. 
OUTPUT IMPEDANCES: 4, 8, 16, 98 (70 Volt Tap) and 250 
ohms. TUBES: (9) 1-6SJ7, 1-12AX7, 1-6J5, 4-6L6G, 2-5V4G. 
POWER CONSUMPTION: 170 walls at 117 volts, 60 cycles 
A.C. SIZE: II v.." x 1434" x BVo". WEIGHT: 29 Ibs. LIST: 
(with tubes and cover) $196.50. PLUG KIT: $3.24. 

E-504: A 4 channel 50 watt 
amplifier featuring; high gain, 
inputs for 3 mikes and I 
phono, separate bass and 
treble tone controls, phono 
bass boost, multi-stage in­
verse feedback, push pull 
parallel· output system for 
lowest distortion at all power 
levels. POWER. OUTPUT: 50 
walls at less than 5% distor­

tion. FREQUENCY RESPONSE: ± 2 db, 40 to 15,000 cycles. 
THREE MIKE INPUTS: 2 meg., gain 126 db. Wired for plug-in 
input transformers. PHONO INPUT: V, meg., gain 86 db. OUTPUT 
IMPEDANCES: 4, 8, 16, 98 (70 Volt Tap) and 250 ohms. TU8ES: 
(II) 3-6SF5, 1-6SJ7, 1-6SN7, 4-6L6G, 2-5V4G. FINISH: Silvergrey 
hammertone baked enamel. PANEL: Etched metal, illuminated. 
CONTROLS: 3 mike, I phono, 1 bass, I treble and power switch. 
POWER CONSUMPTION: 180 walls, 117 volts, 60 cycles A.C. 
SIZE II v.." x 14%" x 8%". WEIGHT: 30 lb •. LIST: (with tubes 
and cover) $239.50. PLUG KIT: $3.90. 

All prices and specifications subject to change without notice. 
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SECTION 1300 

NEWCOMB PORTABLE AMPLIFIERS ® SERIES 

LIST: (less mikes gnd stands) 

E-IOIOS: A 10 watt basic port­
~able consisting of one E-1 0 am~ 
plifier with plugs and one E-lI0S 
case a~sembly with efficient 1011 
P.M. speaker protected by a 
kick-proof metal grill. Speaker 
cable 25'. Overall size: 121~x 

153~x8%". 

Weight: 19 Ibs. LIST: (less mike 
and stand) $126.82. 

E-1712R: A 17 watt dual speaker 
portable system consisting of 
pne E-212R split speaker and 
amplifier case (assembly with 
two 12" high qualit~y P.M. 
speakers, each with 25' cable, 
protected by -kick-proof -grills, 
and one E-17 amplifier with 
plugs_ Size: llYa x 20V2 x 21". 
Weight: 40 Ibs. LIST: (less mike 
and stand) $209_28_ 

E-2512R: A 25 watt dual speaker 
portable system with model E-25 
amplifier_ Weight 421/2 Ibs. 

$242.24. 

E-25412R: A 25 watt dual speaker portable system consisting of 
one E-212R split case assembly with two 12" P.M. speakers each 
with 25' cable, and model E-254 four channel amplifier. LIST: (less 
mikes and stands) $272.90. 

E-17P312R: A 17 wall dual speaker 
portable system with 3 speed 
phono. Consists of model E-17P3 
amplifier in E-212R split case as­
sembly. LIST: (less mike and stand) 
$246.95., 

E-25P312R: A 25 walt dual speaker 
portable system with 3 speed 
phono. Model E-25P3 amplifier 
in E-212R split case assembly. LIST: 
(less mikes and stands) $279.65. 

E-254P312R: A 25 walt dual speaker 
portable system with 3 speed 
phono. Same as E-25412R but 
with 3 speed phono top amplifier 
model E-254P3. LIST: (less mikes 
and stands) $306.00. 

i--~-------------------I 

I ALL NEWCOMB I 
I tuners, amplifiers, phonographs I 
I and sound systems are I 

I U/L APPROVED I 
- I L ___________________ _ 

NEWCOMB MOBILE AMPLIFIERS ® SERIES 

E-l0M: A 10 watt mobile amplifier. For use 
on 6 V.D.C. or 117 V.60 cycles A.C. Features 
push-pull beam power output tubes with in­
verse feedback for low distortion, standby, 
battery saver switch, new fteedom from vi. 
brator hash, special mounting for easy re­
moval of chassis, inputs for mike and phono, 
sturdy Jones connectors for battery and A.C. 
cables. POWER OUTPUT: 10 watts at less than 5%. FREQUENCY RE­
SPONSE: ± 2 db. 50 to 15,000 cycles. INPUTS: Mike (2 meg.) gain 
115 db. phono (11/2 meg.) gain 75 db. OUTPUT IMPEDANCES: 4, 8, 
16 ohms. TUBES: (5) 1-6SC7, 1-6SF5, 2-6V6GT, 1-6X5GT, POWER CON­
SUMPTION: 60 watts. 117 volts, 8 amps. at 6 V.D.C. FINISH: Silvergrey 
hammertone baked enamel. PANEL: Etched metal with pilot lamy. 
SIZE 6'1ax6%x81/4". WEIGHT: 93~ Ibs. LIST: (with tubes) $99.75. 
Plug Kit $1.39. 

AU Newcomb equipment U/L approved. Prices and specifications 
subject to change without notice. 

No matter what price level ... 

if it's a NEWCOMB, 

it's DEPENDABLE! 

Sound installations vary greatly In their needs of complexity as well 
as requirements of cost. Yet, one important feature is required of all 
-dependability. No matter how complex, or how simple and inex­
pensive your needs may be ... you can enjoy utmost dependability 
by insi~ting on a Newcomb amplifier for your sound system. No 
product bears the name Newcomb unless it is inherently dependable, 
no matter on what price level you find it. Under the Newcon,b name 
there is only one standard for quality ... the best! Newcomb ampli­
fiers vary in their complexity, but never in dependability. Q,.ality of 
parts, materials or workmanship are never sacrificed here to gain 
lower price. Lower cost of one Newcomb model as compared to an~ 
other is always entirely the result of greater simplicity. 

12-VOLT 

Newly developed E-253M Series 
Newcomb Amplifier designed 
for use anywhere. Ultra modern 
25 watt unit available in 
several styles with and with­
out turntable (see below). May 
be used on either 12-volt stor­
age battery or 117 volt 60 
cycle AC power source with 
equal effectiveness. Consumes 
as much as 20% less battery 
current, weighs up to 300/0 

less. Separate bass and treble 
tone controls; two microphone 
channels each with the new 
standard broadcast type con­
nectors and convertible to low 
impedance with Newcomb 
hum less plug-in input trans­
formers; high gain separate 
phono channel for ceramic 
pickups; extra. input for tape; 
standby switch to reduce idle 
battery consumption more than 
70°/0; new freedom from vibra­
tor hash; heat resistant ceram­
ic pickup and turret type motor 
in 3-speed phono top; com­
pletely U/L Approved. 

POWER OUTPUT, 25 watts at less than 3% total harmonic distor­
tion, peak power 40 watts. FREQUENCY RESPONSE: 30 - 20000 
cycles ± 2 db. HUM LEVEL:- 70 db below 25 watts. INPUTS: Two 
mike (2 meg.) gain 122 db; one Pohono (2 meg.) gain 90 db; and 
one tape (2 meg.) gain 90 db. Mike inputs convertible to low im­
pedance using Newcomb plug-in transformers. CONTROLS: One 
stand-by switch, one power switch and treble tone control, one 
bass tone, one phono, two microphone, one phono motor control 
(on phono top models). and one hum balance control. OUTPUT 
IMPEDANCE: 4, 8, 16, and 500 ohms and a 70 volt tap to im­
pedance selector and two output sockets. POWER CONSUMPTION: 
On 117 volts 60 cycles AC, 100 watts. On 12 volts DC, 8.85 amps 
(with phono top, 10.3 amps.). Stand-by current less than 3 amps. 
SIZE: 14Yax91/2x8" high (with cover (height 101~"). TUBES: 1-12AX7, 
1:12Al!6, 2-6L6G, 2-6X.5GT, 1-12AV7, E-253M - plain top modal, 
lost price $214.50.' (WeIght, 24 Ibs.). E-253M3 - 3-speed phono-top 
model, list price $248.10. (Weight, 28'14 Ibs.), PC - Protective turn­
table cover with "king-sized" handle for use on Model E-253M3 
only, -list price $15.00. (Weight, 23~ Ibs.). Above prices include 
both battery and AC power cables. 
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SECTION 1300 

NEWCOMB RACK AND PANEL ASSEMBLIES 

Any standard Newcomb amplifier may be obtained panel mounted an special order in 19" x 83/4" 
panels, thus giving the custom designer a wide choice of equipment to meet any need. 

MODEL 595-19 CABINET: (illustrated) Supplies a demand for a beautifully finished housing that 
is fully in keeping with the Newcomb tradition and reputation for quality. Panel space is 56", 
Design accepts standard 19" wide panels. Mounting holes are RMA standard l1j4 11 and 1/2" 

spacings. Panel mounting holes are tapped in Ya" stock. Fully ventilated rear door provides easy 
accessibility. Entire cabinet is a complete welded assembly ready for use as you receive it. 
Finish is dark grey hammertone. Provision is made in the rear for nine '/2" conduits. Included 
is a removable terminal strip mounting plate located near conduit inlets. OVERALL DIMENSIONS: 
591/2" x 23" wide x 16" deep. SHIPPING WEIGHT: 92 Ibs. LIST: $189.50. 

MODEL 385-19 CABINET: Provides 35" of panel space for standard 19" panels. OVERALL 
DIMENSIONS: 381/2" x 23" wide x 16" deep. SHIPPING WEIGHT: 72 Ibs. LIST: $149.50. 

In addition to the panel mounted amplifiers Newcomb also provides a wide selection of other 
equipment designed for custom rack installations. 

MODEL 1050-C PHONOGRAPH CHANGER PANEL is a practical solution to mounting a phono 
changer in cabinet 595R 19. Ball bearing drawer with wood motor board is adaptable for mount~ 
ing most popular changers. Panel size 19" x 101/2 11 , All panels are finished in silver-grey hammer­
tone baked enamel. MODEL E2-525 PRE-AMPLIFIER answers the need for a simple, dependable 
but economical pre·amp for rack use. MODEL TB2·525 INTERCOM AMPLI FI ER has built-"in power 

supplYI speaker, talk-listen switch and separate talk and listen volume controls. 

MODEL B-l00-875 AM RADIO is the Newcomb B-l00 radio mounted on an 83,4" panel. (See listing 
page B-7.) MODEL 700·MP MONITOR is available for installation of any 6" speaker. LEVER 
KEY PANELS are provided for use with CRL keys, 3V2" deep with slots for 6, 8, 10 or 12 keys. 
LOUVERED" PANELS for additional ventilation and BLANK PANELS are made in assorted sizes. 

SPECIAL PANELS are made to order to fit special equipment. Templates or suitable drawings 
must accompany order for any special sheet metal work. Full details of Newcomb rack and 
panel equipment available on request. 

NEWCOMB ACCESSORIES FOR 0 AND 0 SERIES 

REMOTE CONTROLS 

For mixing and fading all H Series mike inputs. With K Series 

amplifiers all mikes 'and phona may be controlled. Up to 2000 

feet of cable may be used. No inductive pickup. 

RC-2 for - H-15 amp. Requires ordinary 3 wire cable, 2%" x 

6" x 21/8". WEIGHT: 1 lb. LIST: (less cable) $10.50. 

RC-3 for H-25 or H-4 amps. Requires ordinary 4 wire cable. 

2%" x 6" x 21/8". WEIGHT: 1 lb. LIST: (less cable) $15.50. 

RC-4 for H-50 amp. Requires ordinary 5 wire cable. 2%" x 

7%" x 21/8". WEIGHT: 1 \4 Ibs. LIST: (less cable) $19.50. 

RC-6 for KX-25, KX-50, KX-6 amps. Requires ordinary 7 wire 

cable. 2%" x 11 \4" x 21/8". WEIGHT: 2 Ibs. LIST: (less cable) 

$27.50. 

PLUG-IN TRANSFORMERS 

TR-91: Features sextuple allay and copper 

shielding for quiet operation right in amp. 

proper. Alloy core and specially designed 
windings for extended frequency response from 20 to 20,000 

cycles. Plug base for easy installation. For use between 30-50 

or 200-250 ohm mikes and grid. WEIGHT: 1 \4 Ibs. LIST: $32.50. 

TR-92: Input impedance 5,000 ohms to grid for bridging a 

500·600 ohm line. When plugged into sockets on K508, H508, 

H258 it converts for use as bridging amps. y-tEIGHT: 1 \4 Ibs. 

LI ST: $29.50. 

TR-IOO: Identical to TR-91 but for use between 125-150 or 

500-600 ohm mikes and grid. LIST: $32.50. 

All prices and specifications subject to change without notice. 

COMPLETE BID SPECIFICATIONS AVAILABLE 

Available from Newcomb are complete bid specifications for public address amplifiers, phonographs, transcription players, and 

radios. A must for schools, states, or federal governments as well as commercial institutions requiring specifications to be shown. 

These Newcomb bid specifications spell out the proper details and may be included directly on prints or purchase orders. 

All Newcomb equipment approved by Underwriters Laboratory. 

--NEWCOMB AUDIO PRODUCTS CO .• HOLLYWOOD 38, CALIFORNIA 
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OXFORD Speakers-
PERMANENT MAGNET LOUDSPEAKE'RS 

(Sq. Squar .... Rd. Round-P.C. Pin Cushion) 

Standard Replacement Line - 3.2 ohm Voice Co~ Impeda'nce 

MODEL NO. 

2CMS 

3AMS 

4AMS 
5CMS 

6AMS 
7CVS 

8EVS 
8JBS 

10E'VS 
12JBS 

15JBS 

8F05-7 
8JBS-7 

TC8HB" 
10JBS-7 

12JBS-7 
8H~15A"* 

SIZE MAGN'ET WEIGHT 

2" 5qu'a,re 1.47 oz. 

3" Sq. .68 oz. 

4" Sq. .68 az. 
5" Rd. 1.47 oz. 

6" P.C. .68 oz. 

7" P.C. 1.47 oz. 

8" Rd. 2.15 oz. 

8" Rd. 6.80 oz. 
10" Rd. 2.15 oz. 

12" Rd. 6.8000<. 

15" Rd. 6.80 oz. 

PUBLIC ADD'RESS - 8 OHM 

8" Rd. 3.16 oz. 

8" Rd. 6.80 oz. 
8" P.C. 4.64 oz. 

10" Rd. 6.80 oz. 
12" Rd. 6.80 oz. 

8" Rd. 4.64 oz. 

SUGG. LIST 

$ 4.75 
3.75 

4.00 
4.85 

4.85 

6.50 

7.35 
14.10 
9.50 

17.00 

26.20 

9.00 

14.60 
14.25 

16.10 
17.50 
12.25 

"Twin Cone ""Weatherproof 

2AMS-45 

3AMS-45 

4BM5-45W 
5BMS-45 
8EVS-45 

2510CMS 
46AMS 

48CMS 
5PCM-20 

57AMS 

69CMS 

INTER COM SPEAKE:RS - 45 OHM 

2" Sq. .68 oz. 

3" Sq. .68 oz. 
4" Sq. 1.00 oz. 
5" Rd. 1.00 oz. 

8" P.C. 2.15 oz. 

AUTO REiP'lACEMENT - 3.2 OHM 

2" x H)" 1.47 oz. 
4" x 611 .68 oz. 
4" x 811 1.47 oz. 
5" x P.C. 1.47 oz. 
5" x 711 .6800<. 
6" x 911 1.47 oz. 

4.25 

3.90 

5.20 
5.25 

8.35 

6.50 

4.50 

6.30 
5.35 

5.40 
7.00 

Each and every OXFORD Speaker is backed by over thirty 
years of manufacturing experience, and production and en· 
gineering facilities which are unequalled anywhere in the 
world. Now, seven separate and complete factories produce 
Oxford Speakers for original equipment and replacement 
applications for hundreds and hundreds of leading manu· 
facturers and electronics parts distributors. 

All Oxford Speakers are made to meet the most rigid 
specifications and include only Alnico V Permanent Magnets. 

This is but 

a parHal 

listing. 

OXFORD COMPONENTS, division of Oxford Electric Corp., Chicago, Illinois 
EXPORT: ROBURN AGENCIES, NEW YORK/IN CANADA, ATLAS RADIO CORP., LTD .. TORONTO. 
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I SECTION 1300 I 

f~tp~_E_I_ec_t_ro_n_ic_E.....;.qu_i __ p_m_e_n_t _ 
PERMA·POWER RADIO CONTROLLED GARAGE DOOR OPENER 

OPERATIONAL FEATURES 

• Powerful three-transistor transmitter outperforms tube type 
units. Operating distance Is more'than 50 ft. with the portable 
transmitter; more than 100 ft. with the installed transmitter. 

• Sensitive six-transistor receiver turns on the motor mechanism 
when it gets a signal from the transmitter in the car. The receiver 
is completely prc-Installed In operator housing. 

• When button is pressed, door automatically opens and turns on 
fixture light, illuminating garage. When button is pressed again, 
door automatically closes and locks securely. No conventional 
key lock required. ' 
• New, exclusive, safety teature-lIght remains on for two min­
utes after door Is closed to permit safe exit. 
• Automatic shut-off gives extra protection. If door hits an 
obstacle, power shuts off instantly. When started again, door 
reverses, pulling away. 
• SenSitive safcty clutch is easily adjusted by a screw to exert just 
enough torce to move door reliably. This vital safeguard makes 
door travel gentle and, consequently, easy to arrest. 
• A detachable door arm permits unlatching for manual operation 
of the' door In case of power failure., 
• A llUSh button is SUpplied for wall mounting in garage or 
other location to operate door from inside. Additional buttons 
may be easily installed at auxiliary pOints. A key-opcrated switch 
is available for outside mounting. , 

• The radio control is certified for operation without license under 
FCC rules. 

• An exclusive, coded signal for each radio control allows opera­
tion free from Interference with and from neighboring installations 
and other electrical devices, 

• Concealed motor Is a J4 HP, 117 volt, capacitor-start type wUh 
ample p<\wer to operate the largest of modern, reSidential, garage 
doors. Also in the fixture is the radio receiver which turns on the 
motor when it gets a signal from the t.ransmltter. In the car. 

ALL.TRANSISTOR. PRINTED WIRING DESIGN ASSURES 
MAXIMUM RELIABILITY AND LONG LIFE WITH LOWEST 
OPERATING COSTS. 
DOOR REQUIREMENTS-The Perma-Power Garage Door 
Opener will operate all one-piece tilt-up or sectional roll-up resi­
dential doors that travel on horizontal or curved roller tracks. 
Doors may be up to IS' wide and S' high and of metal or wood 
construction. As IIttie as 1 '!i" of headroom (space between high-arc 
of door and ceiling) in garage is adequate for installation. 
INSTALLATION-Entire system was designed to make installa­
tion an easy one-man job, Simplified step-by-step Instruction 
manual assures fast, professional results using common hand tools. 
Every part required is supplied, Including mounting materials. 

SYSTEM COMPONENTS 

~, ~ 
rID ~ © 

rti:' Portable Radio Control Is a completely selt-contained, three­
~ transistor transmitter. Clips to sun visor; carry in pocket or 
purse; or, store in glove compartment or under seat. Complete 
with battery. 
® Installed Radio Control Is a three-transistor transmittp.r for 
~ permanent inst.allation under the car dash. Push button in­
stalls on the dashboard. Uses car radio antenna. With all hardware 
and wiring. For use in 12-volt cars only. 
'c1 Push button Electric Control can be located wherever desired. 
~ More t·han one may be used. For outside control or from 
driveway post, use key switch listed below. (Uses 24-volt wiring.) 
f[j1 Complete Motor Mechanism comes fully assenibled with all 
~ mounting hardware and wiring. 
Perma-Power No. G653 System-Complete Portable Radio Con­
trol Door Operator; Components A, C and D. Shlp- 514950 
ping Weight, 65 Ibs. Net Each ...... ' ... , .. , , .... , , 
Perma-Power "'0. G654 System-Complete Installed Radio Con­
trol Door Operator; Components B, C and D. Shlp- 514950 
ping Weight, 70 Ibs. Net Each ... , . , , ... ' . , , , . ' . .. ' 
Perma-Power No. G340 Transmitter-Portable trans- 51950 
mitter for use in second car. Shpg. Wt., 1 lb. Net Each, 
Perma-Power No. G350 Transmitter-Installed trans- 51950 
mitter for use in second car. Shpg. Wt., 7lbs. Net Each. 
Perma-Power No. G550 System-ElectriC Control Door Opera-
~~i ~~~o~e~ts. ~ .a.~d .D: ,~hiPPI~g .~eIg~t" .M. ~~s'. 59995 
Perma-Power No. G512 Wall Switch-Extra button switch for 

'electric operation from a second location. Net Each, .. , , ... 36c 
Perma-Power No. G511 Key Switch-For electric operation from 
outdoor jamb or driveway post. Net Each .. , , .... , . ' .. ,54.20 

. RADIO REMOTE CONTROLS ONLY 
Perma-Power No. G450-AII-transistor receiver (not ilIus.) and 
permanently-Installed type transmitter. Receiver for 117 v. AC; 
transmitter for 12 v., neg, ground, auto systems. Uses 55600 
car radio antenna. Shipping Weight, to Ibs. Net Each .. 
Perma-Power No. G451-Same as above, but with portable trans-
Tltt:r N~~t~:~~t~~~~~al~~~. ~.a.t~~?. ~~IP.Plng. ",el~~t,. 55600 
For Extra Transmitters, Order Nos. G340 or G350, Above. Note: 
Portable and Installed type transmitters may be Interchanged. 

NEW PERMA·POWER ROVING ROSTRUM 
• Completely Portable, High Volume Sound System In A 

Single Case-Battery Powered 
• All-transistor Design For Maximum Reliability, Dependability 

And Economy 
Fully self-contained sound system as easy to use as a transistor 
radio: Simply plug In the microphone and turn it on; no warmup 
time or waiting. Powered by two, standard, low cost lantern 
batteries, no power outlet is needed; no line cords to pull out. 
Batteries last for more than a year of normal use. Complete in a 
single case, the Roving Rostrum includes a to-watt all-transistor 
amplifier, a quality microphone with gooseneck stand and lavaller 
cord, and two wide-range speakers. A convenient reading table Is 
built In as an Integral part of t.he cabinet for maximum convenience 
In combining a lectern and a sound system. Speakers: The lectern 
half of the case is provided with one 6" x 9" speaker with to oz. 
ceramic magnet. Another Identical spea\qlr is built into the case 
top for use as an optional extension to give greater sound coverage 
In large or noisy locations. Each speaker is rated to watts; seamless 
cone construction. Lectern speaker ,b'affie is acoustically lined to 
assure clear, distortion-free sound; permits high volume without 
"howls". Microphone: Astatic Series 3-30, dynamic; response', 
60-12,000 cps; shockproof and weatherproof. Very low impedance 
minimizes hum and noise; permits use with long cable extensions. 
Fits adjustable gooseneck stand or lavalier cord, supplied; or, 
may be hand held. Comes with to ft. plug-In cable. Amplifier: 
Ali-tranSistor design for to watts undistorted output. Accommo­
dates phono input or radio tuner at phono jack. Printed circuit 
wiring [or highest reliability. Draws only 30 rna at idle; two 6-volt 

Perma-Power CO. 
© U.c.P., Inc. • Net 

lantern batteries last over 400 operating hours at full output. 
Extension speaker socket may also be used with any S-ohm 
auxiliary or tape recorder. Case: Distincltve, heavy-duty luggage 
type Is extra durable; all plywood, covered with DuPont scuff­
proof Texol in black ostrich grain. Lectern surfaced with Mylar. 
Grille cloth is black, gray and white, with white piping. Nickel­
plated, non-tarnish hardware; matching handle. Size: 9~" x 
16'!i" x IS". One Year Warranty. Weight, less than 30 Ibs., 
Including batteries. ' 

r:r'i:~t;:e~eN:~·. ~~~~~, ~O~i~g ,~~~tr~~:-:-.~~ss. ba~-. 512450 

CHICAGO, ILLINOIS 
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('U[D\Alnnn TUNERS· AMPLIFIERS 
~ MOST HONORED OF THEM ALL 

S-SOOO 

5-3000 11', 5-3000 m 

5-2000 II 

5-2200 

5-5000 II. 5-5500 I[ 

5-360 

5-4400 

5-10001[ 

32+32 WATT FM/MX STEREO RECEIVER_ A triumph in engineering, combining in one unit the famecf 
performance of Sherwood's FM tuner circuitry along with an FM stereo adapter, two 32 watt amplifiers 
two complete phono pream81ifiers and stereo control amplifiers. In spite of the compact size, 16',4 x 14)( 

~~k~ndc~~~r~~g~a ~~e a~'9~~ebr:a~~~~:0;~~c~~~e,,"cJ ~~ut~~~~~ ~~~'t~~~a ;~~~oflre~~r~~~~~~g s~.;'~~ ~~f!i~~; 
control, stereo function and input·selector switch. Six slide switches control scratch and rumble filters, 
FM AFC, FM Inter·Channel Hush, phase reverse, and tape monitor. Inputs are provided for tape playback, 
tape monitor, phono, and two auxiliary. Outputs are for recording and 4, 8, 16 ohm speakers. 
General Specifications-Power Output: Stereo 32 - 32 watts (64 watts mono) at 1'/2% 1M distortion. 
Frequency Response: 20·20,000 cps. ± 1 db (," 32 watts. HUm and Noise: phono input, 60 db below 
32 watts. DC filament suftPly. Phono sensitivity 1 '12 mv. T~pical sensitiv~: FM: 0.95~v for 20 db quieting; 

!,~ F_M3 Sde~s~~i~~J':i~~a?6r~ ~~O d~cng~~ek~t~~p~~s~~~~oru b~~~1 ~ ~°.(1ir:ctifi~~: :xgi~a~~~:;~i~~elr9go~~ 
sumption: 150 watts. Shipping Weight: 32 Ibs. (with case). 
S-SOOOS (less case) Fair Trade ~et.: ...•.•.......••..•..•.•........••..•....•.•••...•.••.••••••. $299.50 
S-SOOOO brown leatherette case. Fa" Trade Net ................................................. $307.00 

rohue(~~~~i;. ~~l~"8~ns!~~g~:ffi!~:FJknUE~i~~~~~o~~eJti~~/e:~~ !"n~~~~;&OOF:rA';iM~ti;+'lRtg 
feature: 

H:l ~~~e~~~ts''t";,e:,,~~:'l='~ ~~~~~~:~~~~h~gn s:;~;.~~~~~oa~~~~}~;a~~~~;n~~~\~!;'(~~t?~~~~ ~~~~:c~~ 
electronically by 90% any mistuning of an FM station thereby Simpl~Yinl:); accurate tuning of FM stations, 

~~~"o"Mfi'7:e~a~~i~~, ~~~C~b"e~ei~rag~~~~~~~n~o~r~;; ~rep:~~I.t.~nd:Pte~X ,;.:~rg~ ~~~~itZ;t~f ~~~~~ 
S-3000m, S-2000IIand 5-2200. 
In addition. Models S·2200 and S·3000 III also feature self·contained provision for FM multiplex adapters 
complete with all necessary stereo controls. S·3000 III specifications same as S·2200 FM specifications. 

?~r~n~~~i1i~iiti~a:~~n~~f~r~i~~ J~~~ii~~i~~J~~t~j.ii~,n)~ra'w 2Pog~ ",t,~'}.,nJ;! l~C~,~f~~~O ~.!'d~~~g~!~ 
output. 6 db s/k Typical Selectivity: FM-195 kc Cu, -6 db; AM-(wide) 15 kc Cu. -6 db, (narrow) 5 kc (q, 
-6 db; FM DiscrimInator: 600 kc peak·to·peak; Frequency Response: FM 20·20.000 cps ± Y2 db, AM­
(wide) 20.7,500 cps Cu. -6 db; Distortion: FM-Iess than 1/3% 1M Cu. 100% mad. Hum and Noise Level: 
~M -60 db below 100% mod .• AM -55 db below 100% mod.; FM Drift: ± 2 kc w/AFC; AFC Correction: 
20 db; Audio Output: 2.0 volts output Cu, 100% FM; Tuning indicators: 2 EM84light·bar tuning eyes; Tube 
Complement: 14 plus rectifier. Power Consumption: 65 watts. 110·120v. 50·60 cps; DimenSIons 14' x 

~~J60~ &~:i~·T~~:r.,Ptr~c~~i~~~~~ I~;s case' •......• , •••••....................••..••.•..•..••. $160.00 
5-2200 Fair Trade Price-chassis less case' ..................................................... $179.50 
5-3000 m (same as 5-3000 II' without stereo adapter installed). ' 

~air Trade Price-chassis less case' ................................................. $105.50 
S-2000II Specifications same as S·2200 without simulcast FM·AM Stereo reception feature. Fair Trade 

Price-chassis less case' ............................................................. $145.50 

The Sherwood "Top Rated" 5-5000 It STEREO OUAL AMPLIFIER-PREAMPLIFIER offers the maximum 
flexibility in stereo and monophonic operation. 

General Specifications-Base and treble controls have friction type dual knobs to adjust one channel 
se8arately from the other or together. Power Output: Stereo, 40 + 40 watts music power (80 watts mono) 
(8 watts IHFM music power). Frequency Response: 20·20,000 cps ± db at 36 watts. 1M Distortion: 1'12% 
at rated output. Hum and Noise: phono input, 60 db below rated output. DC filament supply. Sensitivity: 
Radio. 0.25 volt; phono, 1 Y2 mv. Inputs: Phono(RIAA); tapehead (NAB)and 6 high·level. 2 cathode follower 

t':.C~:~:i~~07<g~~~~~?£1'X'ji~'Cci;'t3~~'i;;I~~;{~~t~ie s~1~~~~t;"ar~~t\~~~~0~~~r~.,"qnu4r~~~slef8';..~it~;,sf~~~~: 
Size: 14" x 14" x 4". Shipping Weight: 29 Ibs. 
S-50001I Fair Trade Price-chassis less case' ................................................... $199.50 
S-55001ISame as S·5000 II except 32 + 32 watts, no presence rise feature .................... ·S164.50 
The Model 5-4400 is designed for conversion of monophonic hi·fi to stereo and use with Model 5-360, 

~"n~;r~~ 'b~~k~hu~if~ ~i~~:rO~r~~~e{Jv2~~~~~~44fod ~Oe~"t,t! ~~"c':~sib~:~~:~~t::~tl:,a~ W,~c/;,~dl~r~~~~g~ 
features the identical contrors, front panel. and dual preamplifiers offered in the S·5000::n: described 
above. However, a single 40 watt basic power amplifier is offered instead of the two 40 watt amplifiers 
included in the S·5000Jl'. Connection of the S·4400 with any monophonic basic amplifier (such as the 
S·360) or monophonic a mplifier preamplifier (such as the Sherwood S·IOOOll) completes a stereophonic 
1~~I/{3v2'!'~I~!,~~~~~:~~~'/:i~~ut'!;rllg~~ unified control panel. Specifications same as S·5000 II. Size: 

S-4400-Fair Trade Price-chassis less case' .................................. : ................. $159.50 
S-360-Fair Trade Price-(case $6.00 additional) ................................................ $ 59.50 

The famous Sherwood "Music Center" monophonic amplifier·preamplifier offers music power output of 
40 watts. This amplifier design is recognized for providing the many features and flexibility appreciated 
by the high·fidelity expert, yet offering the utmost in simplicity of operation. It can be converted at any 
time to a stereo system by the addition of the companion Model S·4400. 
General Specifications, S·1000TI-same as one channel of S·5000 n. Six tubes. Size: 14" ~ IOY2" x 4" high. 
Shipping_Weight: 241bs. 
S-1000:r;r Fair Trade Price-chassis less case' ................................................... $109.50 
'Add $3.00 West of Rockies"':'see below for case prices. 

ONE-YEAR WARRANTY-Every Sherwood product is covered by a full one·year warranty against 
defects in material and workmanship. Tubes carry the standard EIA 90·day warranty. 
CASES are available in two colors of Flextone. 
"A"-Brown Flextone or "B"-Black Flextone case ...........................•............. $5.00 

Model S3MX and A3MX Stereo FM-MX adapters 
converts FM tuners to receive FM stereocasts; has 
19 KC filter. hiss filter switch, 38 KC sub·carrier 
eliminated for tape recording. Four tubes plus recti· 

CROSSOVER NETWORKS-The Sherwood line of 
crossover networks features performance precise 
enough for the finest 2, 3 or 4·way high·fidelity 
speaker system at a cost within the reach of the 
budget·wary experimenter. All networks feature 12 
db/octave attenuation • . fier. 4" x 5%" x 10y,"-8 Ibs. 

S6MX-S (self.powered) without case .................. $69.50 

. fo~~~esrnmS~2aio~30~g~b8I~I' {~~~~.~ ~i.t.h.~~~ .~~~~~ $~C~~ 
Units supplied with brown or black Flextone case at $4.00 
additional. West of Rockies, add $1.00 to all prices. 

Request technical data sheet showing other models. 

Sherwood Electronic Laboratories, Inc. 
Chicago, Illinois 
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Model 
Crossover Speaker 
Frequency Application 

SFX35 300, 3·way 
5000 cps 

2·way SX36 3500 cpS' 
SXS 800 cps 2·way 
SX55 500, 3-way 

5000 cps 

Shipping Net 
Dimensions Weight Price 

4 112xIOx4Y.z 5lbs. $19.50 

4x5x3 ll,4lbs. 6.50 
4x7'12x3 2lbs. 15.50 
4 112x1Ox4V2 4lbs. lS.50 

© U.C.P., Inc. 



SIGNET!lO 
ASSEMBLY 

I SECTION 1300 I 

STROMBERG-CARLSON ® 

SOUND EQUIPMENT 

S iGNE-T 
ClUND 

NEW, LOW-COST, COMPLETE ... THE MOST FLEXIBLE 

Signet Sound Equipment is designed and engineered to 
provide economical sound reinforcement for many simplified 
applications in business and industry. These systems are 
complete, ready-to-use packages that offer tremendous 
flexibility, easy installation, and excellent fidelity. 

SIGNET COMPONENT ASSEMBLIES 
A FEW OF THE MANY POSSIBLE SYSTEMS: 

SIGNET!22 

ASSEMBLY 

A perfect matching of high-quality components for any number 
of applications. A few of many possibilities include: freight 
docks, amusement parks, parking lots, gymnasiums, garages, 
bus terminals, railroad stations. 

Budget-priced package for many applications. A few examples: 
restaurants, stores, meeting rooms, taverns, offices, ware­
houses. Unbeatable in its price range. 

Typical Indoor System: 

• Signet!IO Ten-Watt Amplifier. 

• SMCX-55 Crystal Microphone 
• MS-42 Microphone Stand. 
• RH-28D Speaker Housing. 
• RC-27* 8" Speaker. 

LIST PRICE: $61.50 
without top cover 

LIST PRICE: $15.95 
LIST PRICE: $6.50 

LIST PRICE: $10.00 
LIST PRICE: $8.00 

* Four speakers may be used without line-matching 
transformers; up to 20 speakers with line-matching 
transformers. 

Typical Outdoor System: 

• Signet/22 Twenty-two Watt Amplifier. 
LIST PRICE: $90.00 

• SMCX-55 Crystal Microphone. LIST PRICE: $15.95 
• MS-42 Microphone Stand. LIST PRICE: $6.50 
• RPD-14* Re-entrant Speakers with built-in driver 

units LIST PRICE: $34.50 

• Four speakers may be used without line-match­
·ing transformers; up to 40 speakers with line­
matching transformers. 

GENERAL DVNAMICS I ELECTRONICS 

COMMERCIAL PRODUCTS DIVISION ROCHESTER 1, N. Y. 

In modern package sound ... THERE IS NOTHING FINER THAN A STROMBERG-CARLSON® 

PRICES SUBJECT TO CHANGE WITHOUT NOTiCE. 
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SECTION 1300 

STROMBERG-CARLSON® 
SOUND EQUIPMENT 

SIGNET/33 ASSEMBLY 

Full fidelity performance, with superior audio reproduction. A few 
of many applications: industrial plants, hotels, motels, hospitals, 
auditoriums, Field Houses, Churches. 

Typical Indoor System: 

• Signet/33 Thirty·three Watt Amplifier. LIST PRICE: $110.00 
LIST PRICE: $41.00 
LIST PRICE: $13.50 
LIST PRICE: $19.50 
LIST PRICE: $14.00 

• SMD-56CS Dynamic Microphone. 
• MS-12 Floor Stand. 
• RH·54 Speaker Housings. 
• RC-58* 12" Speakers. 

* Four speakers may be used without line-matching transformers; 
up to 60 speakers with line-matching transformers. 

SIGNET /88 MOBILE ASSEMBLY 
Truly mobile-portable package which provides superb coverage over 
a wide area in countless applications. For example: police, civil 
defense, sports events, tour guides, field days, etc. 

System Features: 

• Transistorized SAM 88 8-Watt Amplifier. LIST PRICE: $112.00 
• SMD-61 Dynamic Microphone. LIST PRICE: $34.00 
• RPD-14* Re·entrant Speaker with built·in driver unit. 

LIST PRICE: $34.50 

., Additional RPD·14 Speakers may be used. 

MICROPHONES 

MODEL SMD·61 DYNAMIC 

Close-talking, medium impedance, 
hand-held type. Designed for clear, 
natural voice reproduction. Ideal 
for mobile or portable use. Com· 
plete. with coiled cord and con· 
nector. ~ LIST PRICE: $34.00 

SIGNET 170 ASSEMBLY 

Practically unlimited applications, with power to spare for all 
situations. A few examples: stadiums, playgrounds race tracks, 
athletic fields, schools, auditoriums, factories, airp'orts. 

Typical Outdoor System: 

• Signet/70 Seventy-Watt Amplifier. * LIST PRICE: $170.00 
• MD·30C Dynamic Microphone. LIST PRICE: $60.00 
• RP-27 Re-entrant Horn with RD·24 Driver Units. 

LIST PRICE: $28.88 (RP·27) 
$28.50 (RD-24) 

* Handles up to 25 horns with RD·21 Driver Units with built·in 
I ine·matching transformers. 

MODEL SMCX-55 CRYSTAL 

Small and inconspicuous, 
only 4114" high. Rugged 
high· impedance crystal 
element. Mounts on 
standard floor, banquet 
or desk stand. 

LIST PRICE: $15.95 

MODEL SMD·56CS DYNAMIC 

Ideal for sound reinforcement and 
public address applications. The 
positive·action on-off switch is of 
the shorting type. Omni-directional 
pick·up· characteristic at low fre· 
quencies; directional at high fre· 
quencies. LIST PRICE: $41.00 

GENERAL DVNAMICS I ELECTRONICS 
COMMERC IAL PRODUCTS D I V I S I ON ROCH E'STER 1, N, Y. 

In modern package sound, . , THERE IS NOTHING FINER THAN A- STROMBERG·CARLSON® 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 
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I SECTION 1300 I 

STROMBERG-CARLSON ® 

SOUND EQUIPMENT 

SIGNET AMPLIFIERS 

Audio perfection depends on careful selection 
of the right amplifier for the specific job. The 
wide selection, plus unsurpassed flexibility, 
quality, dependability and economy of Signet 
Amplifiers, assures the finest in audio. 

SIGNET/IO 

(illustrated with optional SAC·10 top cover) 
POWER OUTPUT: Rated 10 watts. RESPONSE: 30 
to 20,000 cps ±2 db. REGULATION: 3.0 db at 1 
kc. INPUTS: 1. microphone, 1 phono·radio. GAIN: 
115 db microphone, 77 db phono·radio. INPUT 
SENSITIVITY: Microphone 8 mill ivolts for rated 
output. Phono·rad io 0.4 volts for rated output. 
HUM AND NOISE: Fundamental - 75 db, micro­
phone - 50 db, phono·radio - 75 db. TONE 
CONTROL: Continuously variable, provides IS 
db attenuation at 10 kc. OUTPUT IMPEDANCES: 
4, 8 ohms, 25 volt line. POWER CONSUMPTION: 
60 watts at 120 volts, 60 cps. TUBES: 1·6AV6, 
1·6AU6, 1·6L6GB, 1·5Y3GT. SHIPPING WEIGHT: 
12 Ibs. 8 oZ. DIMENSIONS: ll'l4"W, S"D, 6"H. 

SAC·10 top cover for 
Signet/lO 
LIST PRICE: $6.50 

SIGNET/33 

LIST PRICE: $61.50 
(without top cover) 

POWER OUTPUT: Rated 33 watts. RESPONSE: 30 
to 20,000 cps ±2 db. REGULATION: 2.5 db at 1 
kc. INPUTS: 2 microphone (2 meg. input imped· 
ance); 1 phono·radio (O.S'meg. input impedance). 
GAIN: 122.5 db microphone, SO db phono·radio. 
INPUT SENSITIVITY: Microphone 7 millivolts for 
rated output; Phono·rad io 0.35 volts for rated 
output. HUM AND NOISE: Fundamental - 75 db, 
microphone - 55 db, phono·radio - 70 db. 
TONE CONTROL: Separate continuously variable 
bass and treble controls. Bass control - 13 db 
boost at 50 cps; 15 db cut at 50 cps. Treble 
control - 13 db boost at 10 kc; 18 db cut 
at 10 kc. OUTPUT IMPEDANCES: 4, 8, 16 ohms, 
70 volt line. POWER CONSUMPTION: 120 watts 
at 120 volts, 60 cps. TUBES, 1·7025, 1·12AX7, 
1·6US, 2·6L6GB, 1·5U4GB. SHIPPING WEIGHT: 
24 Ibs. DIMENSIONS: 16'12"W, 10"0, 8"H. 

LIST PRICE: $110.00 

SIGNET/70 

POWER OUTPUT: Rated 70 watts. RESPONSE: 
20 to 20,000 cps ±2 db. REGULATION: 3 db at 
1 kc. INPUTS: 2 microphones (2 meg. input 
impedance); 1 phono·radio (0.5 meg. input 
impedance). GAIN: 127.6 db microphone, 85.9 
db phono·radio. INPUT ,SENSITIVITY: Micro· 
phone 6 millivolts for rated output. Phono· 
radio 0.35 volts for rated output. HUM AND 
NOISE: Fundamental -75 db, microphone -55 
db, phono·radio -70 db. TONE CONTROL: Sepa· 
rate continuously variable bass and treble 
controls. Bass Control - 15 db boost at 50 
cps; 14 db cut at 50 cps. Treble Control - 13 
db boost at 10 kc; 16 db cut at 10 kc. OUT· 
PUT IMPEDANCES: 4, S, 16 ohms, 70 volt 
line. POWER CONSUMPTION: 180 watts at 
120 volts, 60 cps. TUBES: 1·7025, 1·12AX? 
1·6US, 2·6550,. 1·5U4GB, 1·5Y3GT. SHIPPING 
WEIGHT: 31 Ibs. DIMENSIONS: 16W'W, 10"D, 
S"H. LIST PRICE: $170.00 

SIGNET/SS TRANSISTOR MOBILE -'. POWER OUTPUT: 8 watts, less than 5% dis· 
tortion. RESPONSE: 100 to 10,000 cps ±3 
db, INPUTS: 1 microphone, medium imped· 
ance (150·600 ohms); 1 phono, high im· 
pedance (500,000 ohms). GAIN: 97 db. 
NO ISE LEVEL: 6,5 db below rated output. 
CONTROLS: On·off Switch, microphone.phono 
selector switch, gain control. OUTPUT 1M· 
PEDANCES: 4, 8, 16 ohms. POWER SUPPLY: 
12 volts car battery or dry battery pack, 
current drain 0.15 amperes standby. 0.3 
amperes speech, 0.5 amperes music. Power 
leads, 3 feet, identified for polarity; posi· 
tive lead has in·line fuse. TRANSISTORS: 
1·2N214, 2·2N226, 2·2N257. MOUNTI~G: 
"L" brackets furnished for fastening to 
bulkheads. WEIGHT: 3 Ibs. DIMENSIONS: 
6%"W, 4'18"H, 3'18"0. LIST PRICE: $112.00 

S 

POWER OUTPUT: Rated 22 watts. RESPONSE: 
30 to 20,000 cps ±2 db. REGULATION: 3.0 db 
at 1 kc. INPUTS: 2 microphone (2 meg. input 
impedance), 1 phono·radio (0.5 meg. input 
impedance). GAIN: 122.5 db microphone, 80 db 
phono·radio. INPUT SENSITIVlTY: Microphone 
7 millivolts for rated output. Phono·radio 0.35 
volts for rated output. HUM AND NOISE: 
Fundamental -75 db, microphone -55 db, 
phono·radio -70 db. TONE CONTROL: Con· 
tinuously variable, provides 15 db attenua· 
tion at 10 kc. OUTPUT IMPEDANCES: 4, 8, 
16 ohms, 70 volt line. POWER CONSUMPTION: 
75 watts at 120 volts, 60 cps. TUBES: 1· 
7025, 1·12AX7/ECC83, 2·6BQ5/El84, 1· 
5Y3GT. SHIPPING WEIGHT: 13 Ibs. 8 oz. 
DIMENSIONS: l1'14"W, S"D, 6"H. 

LIST PRICE: $90.00 

L SPC-12 
PORTABLE CASE 

Includes 2 high·quality 12" speakers 
in split portable baffles which double 
as a carrying case for amplifier. 
Mounts Signet 22 or 33. Includes 
25 feet of cable for each speaker. 
lS"W x 24'12"H x 11'12"0. 

LIST PRICE: $84.00 

PR-S PhaRO Table 
This three·speed record player is 
available for the Signet 10, 22, 
Signet 33 and Signet 70 Amplifiers. 

LIST PRICE: $35.00 

GENERAL DYNAMICS ,'ELECTRONICS' 

COMMERCIAL PRODUCTS DIVISION ROCHESTER 1, N. Y. 

In 'modern package sound ... THERE IS NOTHING FINER THAN A STROMBERG-CARLSON@! 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 
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HIGH QUALITY GRAMPIAN DISC 
CUTTERHEADS & DP4 MICROPHONE 

Grampian Feedback Cutterhead -
Type B liD 

technical Data 

Frequency Response-30 cycles to 15,000 ±2 
db. Down no more than 4 db at 20 cycles 
and 20,000 cycles. 

Total RMS Harmonic Distortion-Below 1% at 
1000 cycles measured at 7 cm/sec. peak 
recorded velocity (NARTB standard level). 

Matching Impedance-16 ohms. 
D.C. Resistance - Main windi'ng 3.7 ohms. 

Feedback winding 23 ohms. 
Inductance-Main winding 1.65 MH. 
Turns Ratio-Main winding to Feedback wi'nd­

ing 2:5 to 1. 
*Audio Power Required - At 1000 cycles to 

record 7 cm/per sec. (2% inches/sec.) peak 
recorded velocity (NARTB Standard Level) 
-1.26 watts or ±31 dbm. 

Stability-Change in level less than 1 db from 
60°F. to 110°F. 

Stylus-Standard short shank % inches long. 
Dampi'ng-Dow-Corning Silicone Fluid. 
Mounting-Universal mounting for all lathes. 

Cover Plate tapped for mounting Fairchild 
Hot Thermo-Stylus. 

*Frequency response measured with PFB-
150WA Amplifier, balanced FM Modulator, 
and Buckman-Meyer Light Pattern. 

LIST PRICE of Type B l/D 
Feedback Cutterhead "', .... , ...... ,""" .. $350.00 

Grampian Feedback Cutter System 

The Grampian cutterhead is incorporated in 
the Grampian Feedback Recording System 
which produces the highest quality disc re­
cordings known to date. Complete in every 
detail of equalization, pre-emphasis, and level 
correction for all three speeds, this unique 
system comes ready for instant mou'nting, 
turn-on, and operation without the necessity 
of recaHbration, experimentation, etc. To op­
erate the system requires only the sound 
source on one end: and the la,the on the other. 
Write for more information. 
LIST PRICE Complete System ....... , ... ,$1 ,265.I!(I, 

Grampian DP4 Dynamic Microphone 

LIST PRICE .......................................... ",$49.50 

Grampian M~gnetic Cutterhead-
type C (Non-feedback) 

Grampian Type C 
cutterheads are a 
development from 
our feedback cut­
terhead and, have 
similar mechanical 
and electrical con­
stants but are op­
erated from a sin­
gle winding. They 
may be used in con­

junction with any high grade power amplifier. 

rechnical Data 

SENSITIVITY-3 volts input for 1 cm/sec. at 
78 R.P.M. 

IMPEDANCE-15 ohms at 1000 cis. 
FREQUENCY RESPONSE - ±3 db - 50 cis to 

10 Kc. - 6 db at 20 Kc. 
DISTORTION-2%, at 1000 cis. 
WEIGHT-6lf2 ozs. 
STYLUS HOLE-0.064" or 0.625" as required. 
LIST PRICE , ...... """ ...... " .......... ",, ........ $225.00 

MODEL "65" STEREO PLAYBACK TAPE DECK 
3 SPEED • 4 TRACK 

A proud new addition to the Tandberg family 
of precision crafted tape recording equip­
ment! This unusual playback deck offers 
superb frequency response and is designed 
exclusively for installation into new or exist­
ing high fidelity systems with their own elec­
tronics. Feature,s include: playback head for 
2 & 4 track stereo and monaural tapes; start­
stop button; 2 outputs for plug-in preampli­
fiers; facilities for adding erase a'nd record 
heads. Adaptable for language la,boratory and 
industri&1 use. Up to 18 hours of listening 
pleasure. 

SPECIFICATIONS: 3 speeds; Frequency re­
sponse - 7lf2 ips - 30-20,000 c. (±2 db., 30-
16,000 c.) - 3% ips - 30-15,000 c. (±2 db., 
40-11,000 c.) - F/8 ips - 50-7,000 c. (±2 db., 
50-5,50Q c.); Power - 110V, AC, 60 c., Hystere­
sis synchronous motor; Operating lever knob 
'f.or playback, fast forward a,nd fast reve,rse; 
4 digit revolving counter; Complete mechani­
cal drive; 16 Ibs.; 16" I. x 12" w. x 6" h. with 
mounting brackets. 

MODEL 65 - $199.50 

SERIES 6 STEREO 

3 SPEED • 4 TRACK 

hand rubbed cabinet with gun metal gray top 
panel and chrome trimmed black knobs. Meas­
ures 16" L x 12" W x 6" H. Total weight, 25 
Ibs.; with luggage carry case, 31 Ibs. 
BASIC SPECIFICATIONS - Playback Outputs 

1.5V. cathode follower output. 
FREQUENCY RESPONSE - 71/2 ips ±2 db, 30 

to 16000 c. 3% ips ±2 db, 40 to 11000 c., 
F/8 ips ±2 db, 50 to 5500 c. 

WOW & FLUTTER-.1 % RMS 71/2 ips, .2% RMS 
3314 ips, .25% RMS F/8 ips. 

FOUR TRACK STACKED PLAYBACK HEAD­
Gap Width .. , .00012" 

TAPE DECK 

LIST PRICE .. " .......... ,', ........ " ............. , .. ,$498.00 

Foot Pedal, .. " ........ " .......... " .... ,,, .......... ,$ 18.00 

Carry Case, ................. $ 24.00 

The Tandberg 6 Stereophonic Recorder/Repro­
ducer provides full facilities for home, educa­
tion, busin,ess, broadcast and professional 
tape recordil1g use. Plays back 2 and 4 track 
stereo a'nd monaural tapes. Exhibiting a wide 
range of frequency 'response with high and 
low input, it incorporates 3 separate' heads, 
each precisely gapped for record, playback 
and erase. 4 s,eparate pre-amplifiers are built­
in; 2 each for record and playback. Also fea­
tures military type print circuitry, D.C. tube 
heating, low noise precision resistors, a,iid a 
Hysteresis "Pabst" motor. May be incorpor­
ated into present hi-fi systems or is a com­
plete portable stereo recorder. Operates via 
5 push-button controls with remote control 
circuitry built-in and accessory foot pedal 
optional. The unique pause control permits no 
slur, no click sta,rt or stop pick-up for record 
or playback., Also provides Sou,nd-on-Sound 
Simultaneous record or playback, direct mon­
'itor, echo effects and full 4 track stereo and 
monaura'i record or playback. Available i,n a 

FOUR TRACK STACKED RECORD HEAD - Gap 
Width .... 0003" , ' 
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CROSS TALK REJECTION - 60 db 
POWER REQUIREMENTS-110 to 245 V., 60 c, 

65 w. Substitute 60 c. pulley with 50 c. 
pulley for 50 c. operation. 
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TWO NEW 

WJ:RELESS 

SYSTEMS 

SECTION 1300 

~ 
Two NEW, high-quality wireless.intercoms, featuring the ~lXclusive T ALK-A-PHONE "SONIC GATE" circuit. Pro. 
vides dependable communication where P!lrmanent, wired systems are not practical. Ideal for use in offices, factories, 
stores, homes, apartments, nurseries, farms, etc. Distinctively styled cabinets combine the look and feel of fine grained 
leather with the strength and rigidity of steel. Beautifully finished in charcoal gray with brushed chrome side panels. 
Each station has a translucent indicator which illuminates when "On." All stations must be connected to outlets on 
the same electric company service transformer. Built-in Ground Adapter provides greater sensitivity where elec. 
trical wiring is routed over long paths. U.L. Approved. 

NEW TALK·A·PHONE 6~STATJ:ON SELECTJ:VE WJ:BELESS* SYSTEM 

• No Installation 

• No Wiring 

• No Cables 

• Just Plug .. in 
and Talk 

--'-":""O'N'"I~~L:T::~HONE 

t-1f ~-'~--~-ill@ 
Your Voice Noise and Hum 

Goes Through. •• are Screened Out .• 

The Sonic Gate circuit effectively sup­
presses line noises and hum by 30 db 
while system is in actual operation, as 
well as when in Stand-By position. 

• 3 Separate 2·Way Conversations Simultaneously with & Master Stations 

• Selective Paging with Reply 

'Provides selective communication. Each Master 
js equipped with a 6-cha{lnel selector: caR con­
verse with any other station selectively; can re­
ceive calls on any channel Master ejects to use. 
As many as 3 separa~e conversations may be helq 
simultaneously, with 6 Masters. Masters can talk 
with any station in system; can also set up con~ 
ferences. 
Wireless Staff Stations are for use where calls 
need not be originated, but where reply must be 
made. They are available for operation on any 
single channel desired-to match that of Master. 
They' also can be used to receive Paging Calls 
from any Selective Wireless Master in the system 
. .. use as many Wireless Staffs as needed (all 
Staffs must operate on same channel for this 

purpose). Two Of more Wireless Staffs on the 
same channel will function as a 2~Station System 
(without Master): they can originate calls and 
reply to each other. 
Start a system with any number of Masters and. 
Staffs. Where up to 6 stations are used, each on 
a separate channel, Master can converse selec .. 
tively with any channel. If more than 6 stations 
are used, channels must be shared; stations on 
same channel will receive all calls to that channel. 
To change location~' merely pick up unit and 
move ... no rewiring or. new installation is neces­
sary. All stations are equipped with the original 
TALK-A-PHONE UNI-TRANS feature, which 
permits continuous one-way transmission for 
periods when you wish to dictate or ··listen~in." 

T-LCM-8806. 6"Station Selective Wireless Master. Complete, with tube; and instructions, ready to use. 
Operates on 11(}-120 volts, AC or DC. Size J4"wx8*"dx3~h. Shipping weight, 12'12 Ibs. 
Lisl Price Per Station $136.00 ........... ,' ................................................ Net 79.50 
Wireless Staff Stations. Receive and reply on a single channel only. 

T-LCS-SOI Channel I T-LCS-S03 Channel 3 T-LCS-80S Channel S 
T-LCS-802 Channel 2 T-LCS-804 Channel 4 T-LCS-806 Channel 6 

Complete with tubes and instructions, ready to use. Operates on 1 JO-I20 volts, AC or DC. Size, 
1O'h"wx83,4"dx3 1/s"h. Shipping weight, 7 Ibs. 
List Price Per Statio~ $77.00 .......•...•...................•..••.•••....• , ..•...••• _ .•... Net 45,00 

M.EW TALK·A-»HONE 2·STATJ:ON WJ:RELESS' SYSTEM 
A complete system of 2 stations, ready to use. Simply place each unit where desired, plug each into nearest 
~Iectrical outlet, and talk! Add more .stations anytime. All stations will receive any messages transmitted from 
any point. Move units anywhere, plug into electrical outlet and use-no re-wiring or new installation necessary. 
The original TALK~A-PHONE UNI-TRANS is built in-provides cQntinouous one-way transmission; ideal 
for dictation, or listening-in on baby. 110-120 V. AC-DC. Si~e, IO'h"wx8l,4"dx31,4"h. 

T-LC-33. Complete with tubes and instructions. Weight 16 Ibs. List Price Per System $138.00 ••. Net 79.90 
T -LC .. n. Additional Single Station. Weight 8 lbs. List Price Each $69.00 ..••.....••.•••••..•.. Net 39.95 
CRADLEPHONE-Optional for all units above. Add H 10 model No. when ordering. 
List Price Station add $59.95 ...................................................... Net add 

NEW TALK·A-PHONE All·Transistor HOME 

HI-9 or HI·8 HI·9R or HI-29R HI·16 or HI.17 HousIng Assembly shown on UnIt HI.2 HI·1 T·LR·2R 

This new TALK-A-PHONE·lntercom System saves the housewife and home­
owner miles of tiresome steps, hours of time ••• Makes home life easier, more 
comfortable and more enjoyable •.• 
LISTEN·IN ON BABY, CHILDREN OR SICK ROOM .. ;·from any room in the 
house, day or night _ 'ANSWER OUTSIDE DOORS FROM ANY ROOM. _ . 
in any part of the house-wi1hout opening doors to strangers _ TALK FROM 
ROOM TO ROOM ... back and forth, upstairs or downstairs, any timEt, day or 
night _ YOUR FAVORITE RADIO PROGRAMS ••. follow you throughout 
the house with the flick of a switch. 

TALK~A·PHONE All-Transistor Home Intercom units are beautifully finished in gold, 
polished and satin silver tones. All Masters and Staff Stations are designed for flush mount­
ing; or with optional Housing Assembly HI-SM, these stations can be mounted on walls, 
cabinets. or set on tables, shelves, etc. Plaster Ring included for 14\{{w, 4¥S"h. 3Vz"d wall 
opening. Master front panel size: 151,4Nw, jl,4"h. Sub-Stations are designed for flush mounting 
only, do not need Plaster Ring. Requires r square wall opening, 2" deep. Front Panel size: 
3%"w, 5%"h. Stations do not plug into electrical outlet. Operates from Battery or HI-PS 
Power Supply Unit. Total capacity: 8 stations including Central Master. With full instructions. 

CENTRAL MASTER STATIONS •. Only one used per system. Contains the AII­
Transistor Amplifier (and radio when built-in). Place in any room. Master can call and 
converse with any other station (or stations) in system; can listen-in to any Station thai 
user makes "non-private". If system has Model HI-9R Central Master (built-in radio), the 
Master, Staff and any Indoor Sub can listen to standard AM radio broadcasts. "Additional" 
Masters can be used in rooms where it is desired to ]islen to AM radio programs different 
from those tuned in.at Central Master. 

HI-9 Central Master Station. Without radio. less battery. 
. List Price, Each, $99.S0 ... .....••..••. _ ••••.•••• ~ .••••• , ••• _ •• _ '" _ •• Net Each 58.1f0 
HI-9R Centra' Master Station. With built~in radio. Less battery. 
List Price, Each, $ll4.00 .......•••.• , •.•• _ ••• " •••.• , ••••••..•• , •••• Net Each 89.50 

HI-l1 Central Master Station. Same as HI~gexcept has total 16 station capacity. Without 
built-in radio. 
List Price Each $146.00 ....•..•...••..•.••••••••••••• _ ••••• _ ....... " .Net Each 85.50 

HI-HR Additional Master Station. With b~ilt-in radio. Less battery. 
List Price, Each, $154.00 •.... _ .................•.• , ..• , ••••.•..••• , •• Net Each 89.50 

HI-SM HOUSING ASSEMBLY. For enclosing any Master or Staff Stalion, to permit 
mounting on walls or cabinets. or placing on tables, shelves, etc. 
List Price Each $19.00 ...•.......................•.•...•........... Net Each 11.00 
HI .. 2INDOOR·SUB-STATION. Use as many as needed, within system's capacity. Can 
receive and reply to calls from any Master or Staff. Can be switched from "private" to 
··non~private" operation to permit any Master or Staff to listen-in ... Ideal for baby or 
sick room. Can listen to standard AM radio programs of HI-9R Central Mastet. 
List Price Each $27.S0 •...•..................•.................••. . Net Each 15.95 
HI-1 OUTDOOR SUB-STATION. For front and rear entrance applications. Complete 
with push-button for connection to regular house chime, bell or buzzer. Has illuminated 
nameplate. When caller rings bells, any Master or Staff may reply and converse with caller. 
Caller operates no controls. 
List Price Each $27.S0 .. , •.....•............................•..... . Net Each 15.95 
T·LR·2R ALTERNATE OUTDOOR SUB·STATION_ For flush mounting. Requi'l's 
wall opening 4'1s~ square. Stainless steel front panel measures 41~6". square. Complete with 
plaster rmg. Without push button or illuminated nameplate. 
List Price Each $21.00 ....................................•........ Net Each 11.95 

Model T .. SM Optional accessory for surface mounting· T ~LR-2R on wall; 
List Price Each $6.80 .....•.....•....••••••..•....•.•....••.•.•...... Net each 4.00 
HI·JBB JUNCTION BOX for connecting Masters and Staffs up to a total of 8 stations. 
See #2 of "How to Determine Cable Needs." 
List Price Each $7.00 ..•..................... : ...........•........... Net Each 4.00 
HI-JB16 JUNCTION BOX Same as above except for up to 16 stations. 
List Price Each $9.9S ..........••..•..•............................. . Net Each 5.95 
BATTERY. Use any 9~volt dry baitery; such as ignition or' telephone battery; or six 
standard #6 dry cells in series-available from local sources. Note: When battery is used, 
power supply ;s not required. 
HI-PS POWER SUPPLY UNIT. One required per system (only when battery is not 
used). Plugs into any 110-120 volt, 60 cycle AC electrical outlet in basement, attic, etc. 
List Price Each 527.S0 ...•....•.••....••........................•. . Net Each 15.95 

HOW TO DETERMINE CABLE NEEDS 
Maater. and Staff Stations. Use #6226 cable in one of 2 ways: (1) Measure from 1st 
unit to 2nd unit only; from 2nd unit to 3rd unit only, etc., until last unit is reached-then 

STAFF STATIONS. 8 and 16-Station C~pacity' Staff Stations can be combined within total. Cable between last and 1st unit not needed. (2~ Place a Common Junction Box (Model 
the same system and used with chbice of one 8-station capacity or one 16-station capacity HI-JB) in attic, basement, closet, etc. Measure from each Master and Staff to Junctior 
Central Master Station. (When HI-9R is used, any HI-8 and HI-16 staff, as well as HI-2 Box and total. , 
indoor subs can listen to radio of HI-9RJ. Indoor and Outdoor Sub-Stations: Connect to nearest Master or Staft' only. Use #6206 

, HI .. 8 Staff Station. Use as needed to call and converse with one or more· Staff, Master or B~if.~~r ~~~~~e~u:~::f~2u~~~:~~~n~~t~ithr #~~gi cable to Master Station s only. 
Sub·Stations. Can be switched to "private" or "non-private" o~ration as desired. When . ~ . 
"non-private", as in baby or sick room use, another Staff or Master can listen in. Staff can CABLE. For Indoor or outdoor use. 
li~ten t? standard AM radio programs of Hl-9R Central Master. Type No. No. Pairs Approx. O.D. LIST I Per Ft. NET, Per Ft. 
LISt PrIce Each $S4.00 ........... _ ...........•........•.........••.. Net Each 31.50 6226 13 'n' .47¢ 28¢ e'" ""'" "" 
H.I-16 ~taff Station. Same as HI~8 except has total 16 station capacity. . 6206 3 ;1: .14¢ 8!h¢· _~ 
LISt Price Each $99.95 ....................... _ ....................... Net Each 58.50 6202 . I !4 .06¢ 3'ht 

ARC;HITECTS AND CONTRACTORS - HI·PR Plaster Rings. For Masters and Staffs, also available separately. (Sub-Stations do· === .~. ~. 
. not use Plaster Ring). Approx. Size: 14~I/16" W x 4~" H x 3V2" D. List Price Each $2.50 ............................ Net Each 1.45 "., "LI.~:~·.~." 
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Quality Intercommunication systems designed for the Office, Business, Plant, House, 
Farm, Professional Man, or any other private or commercial appllcatlon~ A fllck-of·a-flnger 
gives you instant and direct two-way conversation between .any two points-anywhere. 
Masters have translucent indicator which illuminates when system is ~·on. tI In cabinets 

that combine the look and feel of fine grained leather wHh the strength and rigidlly of 
steel. Beautifully finished In charcoal gray and brushed chrome. Resists industrial liquids 
and atmospheres. Size: Masters, 10X·w x 8~·d x 3~"h.; Subs, 7X"w x 8y'''d x 2Y, ... h. 
U.L. Approved. 

2-way voice communication between 
any two points 

A system of one Master Station which can 
communicate with from one to ten 
Sub-Stations. Subs can call 
Master, but not 
each other. 

TALK-A-PHONE 2-STATJ:ON SYSTEM 

• T LC 2 A complete, higb-quality intercommunication 
• • system. Includes a Master Station, a Sub-Station 

and SO feet of interconnecting cable. Additional 
cable available for distances up to 2000 feet. Easy to install 'and 
operate .. Master and Sub-Station can originate calls to each other 
and cany on a 2·way conversation. Sub-Stations can ,be used 
"privately" or "non-privately", When "priyate". Master cannot 
listen-in on Sub-Station j yet Sub can answer aDd oriainate calls. 
When ·'non-private". persoos at Sub-Station can answer caUs at 
a distance wjthout operating controls, as well as origiIJate caUs. 
Master is equipped with a translucent indicator, illummaied by 
permanent-type bulb, to show when system is "on". Rugged, 
high-gain amplifier is built to withstand continuous use and to 
require a minimum of maintenance. Adjustable Volume. Only 
Master plugs into electrical outlet, 11()'120 volts, AC or DC. 
Master in deluxe cabinet finish, Sub-Station cabinet is of. same 

'style and color, but is in grained, baked enamel finish. U.L 
Approved. 

::y~~~~U~;s~~=, !;dt50f~~~f~~e~~. :~~: 
List Price complete 562.00 .•.......•..... Net complete 38.00 
No. 1303 (3 conductor) cable.) 750 F. individually covered 
conductors with overall plastic jacket and milar shield. 
Provides noise-free cable lines in Industry. Office and 
Home. For indoor and outdoor use where additional 
lengths are required between the Master and Sub-Station. _ 
List Price per foot 6~c ..•............... Net per foot .04 
No. 5303 (l conductor) cable (or indoor use. 
List Price per foot 5c .................... Net per foot .03 
Optional Wan Mounting Brackets for Model T -LC-2 Sub-Station 
are available. See description below. 

TALK-A-PHONE MASTER SELECTJ:VE SYSTEMS 

• T LM A new system consisting of one Master Station and 
• from one to ten Sub-Stations. Master Station can 

talk and listen to anyone Sub-Station, several Sub­
Stations or with all Subs simultaneously. Sub-Stations do not 
communicate with each other. Only the Master Station plugs 
into an electrical outlet. You may start with only one Master 
and one or two Sub-Stations and then add later when necessary. 
In.stallation of system has optional feature whereby Sub-Stations 
can be connected ··privately." or "non-privately" and still orig­
inate calls to the' Master under either application. Once a conver-

Model T -AC-5411 Master Station. 10 sub-station capa­
city. High Volwne Output. Wt. 81bs. 
List Price each 589.95 ....................... Net each 52.50 
Model T -LR-3 Sub-Slation (in same deluxe finish as 
Masters) for use with any of above Masten. Wt. 6 Ibs. 
List Price eacb 527.S0 ...................... • Net each 15.95 
Model T -LR .. 3M Sub-Station (in cabinet of same style. 
color and size as above, but in grained. baked enamel 
finish) for use with any of above Masters. WI. 6 Ibs. 
List Price each $21.00 ....................... Net each 11.95 

. .sation has been initiated with a "non-private" system, persons 
. at Sub-Stations need operate no controls and can reply from a 

distance. When the system is connected "privately." Master-unit 
cannot "listen in" on Sub-Stations. ,However. they can reply 
when called, and also originate calls to the Master. Operates 
universally on t1().120 volts. AC-DC. U.L. Approved. 

Model T-LR-3R Flush mounted Sub-Station for use 

or 
T-LR-3M 

A system of up to ten Master Stations. Each 
station can call and communicate with any other. 

A system combining one or more Master 
Stations with one or More Sub·Stations up to 
a combined total of 
ten. Masters call any 
station. Subs reply 
but can riot 
originate calls. 

T·LR-2 

T-LR-2M 

A. CRADLEPHONE-OptiooaJ for any unit above (except T..cL-S. 
T-CL-IO, T-AC-roS. T-.C-610, T-C-211, T.HP·l. T-LR-lR and 
T-LR-2R.) Add "H" to Model No. when ordering. 
Ust Price Per Station. add 559.95 ................. Net, add 35.00 

B. WALL MOUNTING BRACKETS-Optional accessory for use 
with TALK-A-PHONE Models T-LR-l, T-LR-lM, T-LR-2. T-LR-
2M, T-C-4I. T-C-4IM, T-C-42. T-C-42M, and T·LC-2 Sub Station 
to eD_ble mounting on wall, side' of desk, etc. One pair required per 
station. Permits' mounting with front panel upward, downward or 
sideward. 

Model T-W1 Mounting Brackets,perpa,ir. List Price 51.25. Net .75 

"T·Ae ~:t>!:~;~e a:3d!i~~i~ ~f~O~f:e:~~I= ~:~~ 
A desirable feature for large or noisy areas and for paging. 
Operates on 11().120 volts, AC only. 

Us. only one Mast.r In each System. 
Optional Wall Mounting Brackets for Models T-LR-3 and T-LR .. 
3M are available. See description below. 
Model T .. LM .. 5 Master selective Station for 5 Sub­
Stations. complete with tubes and easy-to-follow instruc­
tions. Wt. 8 Ibs. . 
List Price each 5S9.9S ....... ••••.••••.•••.•. Net each 34.95 
Model T -LM .. 10 Master Selective Station for 10 Sub· 
Stations, complete with tubes and easy-ta-follow instruc .. 

~~~sPr'f~' :a~~s·$7S.00 ....................... Net each 44.00 
Model T -AC-5408 Master Station. 5 sub-station capa­
city. High Volume Output. Wt. 8 Ibs. 
List Price each 575.00 ................... ' ... Net each 44.00 

with any of above Masters. Requires wall opening 41,-i· W. 
x 6lh· H. Stainless steel front panel measures 41~6· 
W. x 7~· H. Complete with plaster ring. 
List Price each $21.00 ....................... Net each t 1.95 
Model T .. SM .. L Optional accessory for surface mount-
ing T-LR-3R on wall. ' 
List Price each 57.SO ....................... Net each 4.60 
Model T -HP-3 Hi-Power Staff' Station for waD mount~ 
ing. Charcoal Gray metal case. Wt. 8 Ibs. 
List Price each 528.00 ....................... Net each 16.50 
Model T -C-20 Nine-inch weatherproof re-entrant 
horn. Charcoal Gray color. Wt. 51bs. 
List Price each $44.95 ....................... Net each 26.50 
T .. S-100 WaD Switch for origination of caD through 
T-C-20 or T-HP-3. 
List Price each $6.00 .............. ' .......... Net each 3.50 
No. 63Q3.. (3 conductor) cable. 1750 F. individually cov~ 
ered conductors with overall plastic jacket .and milar 
shield. Provides noise-free cable lines in Industry. Office 
and Home. For indoor and outdoor use to connect Sub-
Station to Master. 
List Price per foot 6%c .................. Net per foot .04 
No. 5303 (3 conductor) cable for indoor use. . 
List Price per foot 5c .................... Net per foot .03 

TALK-A-PHONE SUPER SELECTJ:VE SYSTEMS 

• T LS A new system of all Master Stations. Any Station 
• can call any other Station in system. Several com­

pletely private 2-way conversations are possible at 
same time. A versatile, low cost intercom system offering extreme 
flexibility, meeting many requirements in industry. offices, homes, 
etc. Any Station can call and carry on a conversation with any 
other Station or Stations in the system with absolute "privacy." 
Have a visitor in YOllr office and your mind is at ease that no one 
can eavesdrop on your conversation. Stations can be located even 
1000 feet apart. Variable volume, adjustable at each unit. controls 
incoming voice. You can start with two or three masters, and 
then add later as required. Operates universally on 110-120 volts. 
AC·DC. U .L. Approved. 

T-AC ~v~-:u~-~vid:S T;~~;t~~ ~i~hteth:':~~~J r:[~::~} 
10 times volume output. A desirable feature for large or noisy 
areas and for calling many stations at once. T-AC-SOS and 
l·AC·510 Masters cannot be intermixed with any other master. 
For 110-120 volts, AC only. 

Model T-LS-5 Super Selective Station for five Masters • 
complete with tubes and easy·to-follow instructions. Wt. 
8lbs. ' 
List Price each 559.9S .••• ................... Net each 34.96 
Model T -LS-1D Super Selective Station for ten Masters, 
complete with tubes and easy-to-follow instructions. Wt. 
Bibs. . 
List Price each 575.00 ....................... Net each -44.00 
Model T -AC-5D5 Super-Selective Station for S Masters. 
Hi-Volwne Output. Wt. 81bs. Complete with instructions. 
List Price $75.00 ............................ Net each 44.00 
Model T-AC .. 510 Samt; as T-AC-50~ except for 10 
Masters. 
List Price each $89.95 ...•...•............... Net each 52.50 
No. 5506 (6-condw;tor) Cable for connecting T·LS-S 
or T -AC-SOS Masters. 
List Price per foot 13c ................... Net per foot .07% 
No.9tl1 (Il-conductor) Cable for connecting T·ts·IO 
or T-AC-SJO Masters. 
List Price per foot 24c ................... Net per foot .14 

TALK-A-PHONE COMBJ:NATJ:ON SYSTEMS 

~ T CL For the more flexible type of communication system 
• requiring the operation of more than one Master 

Station, along with Sub-Stations which need not 
originate calls. Personnel can answer incoming calls even though 
they are 2S to 40 feet from their unit. Master Stations may talk 
to each other and to aU 'Sub-Stations in. the system selectively; 
or you can have one -or more Sub-Stations which are exclusive 
to only one Master Station (as illustrated in the diagram at left). 
Master Stations have the option of making themselves "private" 
or "non.private" at will. You can begin with two stations (at 
least one must be a Master) and add other units as required. 

~~~} ~~~;!t~~::~~I~~~~ ~~:~t~ln~~~:'S"t:::~ ~~~; 
Model T -CL-IO Master Station has a t<~tal capacity often stations. 
Sub-Stations are not plugged into electric current. V.L. Approved. 
110-120 volts. AC-DC.· . 
Optional Wall Mounting BracketS. for Models T.LR·2 and 
1"-LR-2M are available. See description below. '-

T-AC ;::;v~'~~~~v~~:s'!;~~~~ ~i~~tetb:':~:d r:t':::~} 
10 times volume output. A desirable feature for large or noisy 
areas and fol"' calling many stations at once. T-Ac..60S and 
T-AC-610 Masters cannot be intermixed with any other master. 
For 11()'l20 volts. AC only. 
Model T .. CL .. 5 Combination Master for five station 
use, complete"with tubes and easy-to-follow instructions. 
Wt. 8 Ibs. List Price each 572.00 .............. Net each 42.00 
Model T .. C ..... 1D Combination Master for ten station , 
use. comPlete with tubes and 'easy-to-follow instructions. ' 
Wt. 8 Ibs. List Price each 587.00 .........•.... Net each 51.00 
T .. AC_ Combination Master for S-Station use. Hi­
Volume Output. Wt. 81bs. Complete with instructions. 
List Price each $B7.00 ....................... Net eoch 51.00 

T -AC-I'ID Same as T·AC-60S except for 100Station use. 
List Price each $102.00 ...................... Net each 59.95 
Model T -LR-2 Sub-Station (in same deluxe finish as 
Masters) for use with any of above Masters. Wt. 6 Ibs. 
List Price each 527.50 ..................... .. Net each 15.95 
Model T -LR .. 2M Sub-Station (in cabinet of same style. 
color and size as above, but in grained. baked enamel 
finish) for use with any of above Masters. Wt. 6 Ibs. 
List Price each 521.00 ....................... Net each 11.95 

• Model T .. LR .. 2R Flush mounted Sub-Station for use 
with any of above Masters. Requires wall opening 41.4. 
square. Stainless steel front panel measures 41~·;6· Square. 
Complete with plaster ring. 
List Price each 521.00 ....................... Net each 11.95 
Model T .. SM Optional accessory for surface mount-
ing T-lR-2R on wall. List price each 56.8'0 .... ~et each 4.00 
Model T-HP-3 Hi-Power Sub-Station for wall mount-
ing in charcoal gray metal case. Wt. 8 lbs. 
List Price each 528.00 ....................... Net each 16.50 
Model T .. C-ZO Nine-inch weather proof re-entrant hom. 
Charcoal gray color. List Price each $44.95 .••• Net each 2&.50 
No. I21D (S pair) Cable for interconnecting T·CL.S 
or T -AC-60S Masters. 
List Price per foot 24c ................... Net per foot .14 
No.6226 (13 pair) Cable for interconnecting T-CL-IO 
or T-AC-610 Masters. 
List Price per foot 47c ............. , ..... Net per foot .28 
No. 8112 (2-conductor) Cable for connecting Sub­
Station to T-CL-5, T..cL-IO. T-AC .. 60S or T-AC-6JO. 
List Price per foot 3Yzc • ..•..•• : ••..•.... Net per foO\ .02 

HOW TO DETERMINE CABLE REQUIREMENTS 
For Master Selective Systems measure from each Sub-Station to the Master and order total. For Super Selective 
Systems-measure from first Master to second Master only, from second Master to third Master only, etc., and total. 
Cable between first and last Master not necessary. For Combination Systems-Master cable: measure from first 
Master to second Master only, from second Master to third Master only, etc., and total; Sub-Station cable; measure 
from eac~ Sub-Stalion to nearest Master only. 

• TAL·K-A-PHONE CO., CHICAGO 25, ILLINOIS-

All Pric ... SlIghUr Higher Wnt of Rockies-Ali Prle ... n~ Speclfi~ation. SubJect to Change Without Notice •• anufactured under exclusive TALK.A-PHONE Patents 
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SECTION 1300 

Setting a new standard in quality, design and 
performance, the new TALK-A-PHONE "CHIEF" 
and "CHIEF REDI-POWER" meets every inter­
com need of office, factory, institution, or any other 
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commercial or private application. "CHIEF" Master 
Stations of 6, 12, 20, 30, 40 or 50 station capacity can be intermixed with 
"CHIEF REDI-POWER" Masters of different capacities, together with 
Staff Stations and Horns within the same system in any desired combina­
tion. Masters can talk with any other Master or Staff ... page ... and 
can utilize other optional equipment shown as well. Staffs can answer any 
Master and can originate calls to one Master, or to two Masters selectively. 

ONLY THE TALK-A-PHONE "CHIEF" AND "CHIEF REDI-POWER" 
GIVE YOU ALL THESE FEATURES 

• DISTINCTIVELY STYLED-Less than 3-inches high. In cabinets that combine 
the look and feel of fine-grained leather with the strength and rigidity of steel. Attrac­
tively finished in charcoal gray and brushed chrome. 
o "PRIVATE" OR "NON·PRIVATE" MASTERS AND STAFFS-Exclusive 
Dynasonic Design enable~ stations to perform "private)y" (so no one can iistenMin), or 
"non-privately" (for reply without use of controls). The same station can be "private" 
to onc or more Masters and "non-private" to others, and retain full communication 
facilities. 
• INCOMING ·CALL CHIME-A standard feature of Masters. Indicates that your 
station is being called. Caller talks, you reply. ~ 
• MONITORING SIGNAL-A standard feature of Masters and Staffs. Visually 

'indicates to a "non-private" station that it is being monitored. "' 
• BUSY SIGNAL-A standard feature of Masters and Staffs. Visually indicates 
when station you call is "busy." 'AII units have facility to override "busy signal" for 
important calls. 
• DYNASONIC SELECTOR-An exclusive TALK-A-PHONE feature that permits 
intermixing of stations and variation of performance. Add to system at anytime with­
out discarding original equipment. 
o MULTI-MAGIC STATION SELECTOR-A patented, exclusive TALK-A­
PHONE feature that enables selection of up to 30 stations with only 12 push buttons 
· .. 40 and 50 stations with 14 push buttons ... in the same attractive cabinet style 
and size. 
• UNI-TRANS DICTATION CONTROL-No need to operate or hold down 
controls when one-way transmission is desired or when Cradle Phone is used. 
• EXTERNAL RELAY CONTROL-A standard built-in feature of Masters. En­
ables Master to activate external relays for operating siren, gong, light, etc. For use in 
extremely high noise level areas to signal personnel, who can then communicate with 
caller from Master in quieter location or in sound booth. 
• RECIPROCAL POWER SUPPLY-Each Master operates on 110-120 volts, AC 
only, and should be plugged-in. Where no electrical outlet is available, up to 30% of 
the Masters in the system can operate without being plugged-in. 
• NOISE-FREE VOICE RANGE POWER-The rugged, ali-transistor high-gain 
amplifier provides unsurpassed clarity and naturalness of tone. The exclusive, patented 
TALK-A-PHONE circuit enables performance without noise, hum or distortion when 
used with TALK-A·PHONE cable. . 
• HI-POWER STAFF STATIONS AND HORNS-For use with any TALK-A­
PHONE Master where exceptionally high volume at Staff locations is needed. Ideal for 
paging speakers. T-HP-3 provides more than twice the volume of universal Staff; 
T~C-20 provides about 4 times greater volume ... more with RED I-POWER Masters. 
• WALL SWITCH-Combine with TALK-A-PHONE Horn or Hi-Power Staff to 
add origination-of-call feature. 
• "LO" LONG DISTANCE-(optional accessory on "CHIEF" Masters). For lise 
over cable lines of 2,000 ft., 5,000 ft., 10,000 ft. or more without loss of volume. Func­
tions only between Masters with LD ... not between an LD Master and Staff. Built-in 
at factory at additional cost. 
• CRADLE PHONE-(optional accessory on Masters or Staffs}. Has live micrQ­
phone. Provides listening privacy and greater speaking convenience. Diminishes back­
ground noises in noisy areas. Eliminates use of controls in conversation between 
Masters. Cuts off incoming voice from loudspeaker when in use. 
o RIGHT-OF-WAY RELAY-(optional accessory). Use with "CHIEF RED!­
POWER" Masters to page any group·of stations with a single button. Paged stations 
can also be used for intercommunication. RW-IO capacity, 10 stations. For greater 
capacity use more RW-IO's. Connects to one Master, other Masters also utilize facilities. 
• POWER PAGING BOOSTER-(Optional accessory). Use with ··CHIEF" Mas­
ters to page a group of speakers with a single button. 30 watts output. Requires its 
own paging speakers (as T-C-20 .. T-HP-3). Provides paging facility only ... paged 
stations cannot reply or originate calls through paging speakers. Connects to one 
Master, other Masters can also utilize facilities. 

AU "CHIEF" and "CHIEF REDI-POWER" Master Stations come complete with 
junction box and built-in power supply attached by 6' flexible cable. Master size: 
14"w, 3Vs"h, 83,4"d. For 110-120 volts, AC only. U.L. Approved. 

T-C-4906 Master 6 station capacity. Wt. 13 Ibs. 
List Price Per Station $136.00 ....................................... Net 79.50 

T-C-4912 Master 12 station capacity. Wt. 141bs. 
list Price Per Station $154.00 .....................•.• , ••••••..•••... Net 89.80 

T-C-4920 Master 20 station capacity. Wt. 17 lbs. 
List Price Per Station $184.00 ............ , ..... , •. , ••••..• , ....•.... Net 107.40 

T-C-4930 Master 30 station capacity. WI. 201bs. 
List Price Per Station $214.00 .....................•.....••••••••..•.. Net 125.00 

T-C-49"" Master 40 station capacity. Wt. 23 lbs. 
List Price Per.station $244,00 ...... , ...............•••.•••..••••.••• Net 142.60 

T-C-4950 Master 50 station capacity. Wt. 261bs. 
List Price Per Station $274.00 ..................... ,., ..•••.••••...• , Net 160.20 

How to Determine Cable Requirements. To Inter-connect Master Stations, measure from 
first Master to second Master only, from second to third Master only, etc., until the last unit In the 
syst~m is reached, and total. For T -C-4920 and T -C-RP-5920, use two lengths of 6226 Cable: 
and for T-C-4930 use three lengths of 6226 Cable, etc. To connect T-C-41, T-C-20, T-C-42 or 
T-HP~3 Staff Stations, measure from Staff Station to the one Master to which Staff Station origi­
nat~'" .:alls. To connect the T -C-42 Staff Station measure a separate length of cable from Staff 
Station to each Master Station to which Staff originates calls (for each T -C~41 or T -C-42, follow 
same procedure). 

TALK-A-PHONE ALL-TRANSISTOR "CHIEF REDI-POWER" MASTERS 
These units have all the operational features of the "CHIEF," plus the additional 
feature of built-in extra power (up to 20 watts) for use when and as needed. Provides 
additional volume for calling many stations at once, or noisy locations singly. Needs 
no separate power booster, which would eliminate return speech. Return speech is 
received at .normal room volume. RED I-POWER Masters have a self-compensating 
amount of volume, whether you call 2, 10 or 20 stations simultaneously. Each station 
receives its pre-determined volume with no division of output as you call more stations 
at once. Use REDI-POWER Masters with "CHIEF" Masters and Staffs in same system. 
Add RW-IO and RED I-POWER Masters can page any group of stations with a single 
selector button. Paged stations can also be used for intercommunication. Operates 
on IlO-120 volts, AC only. U.L. Approved. 

T-C-RP'-5912 Redi-Power Master 12 station capacity. Wt. 18 lbs. 
List Price Per Station $235.00, ........... , .......................... Net 138.00 

T-C-RP-5920 Redi-Power Mast~r 20 station capacity. Wt. 211bs. 
List Price Per Station ~265.oo... •.•••••.•.......... . ...........•.. Net 155.00 

T-C-41R 

T-C-42.T-C-42M T-C-41, T-C-41M 
TALK.A-PHONE "CHIEF" UNIVERSAL STAFF STATIONS For use with 
any "CHIEF" or "CHIEF REDI-POWER" Master. Like Masters, Staff Stations can 
be connected "privately" or "non-privately", and can originate calls. When "non­
private", calls can be answered at a distance from Staff without using controls. Persons 
at "non-private" Staffs may reply to all Masters in the system (whether directly con­
nected to them or not) and can originate calls to one Master or two Masters, depending 
upon Staff's capacity. Connected "privately" no one can listen-in to Staff, but any 
Master can call. "Private" Staffs can 0Tiginate calls and reply to one or two Masters. 
Each Staff has "busy signal" and "monitoring signal" features. Staffs do not connect 
to an electrical outlet ... are distinctively styled in modern cabinets that combine the 
look and feel of fine grained leather with the strength and rigidity of steel. Attractively 
finished in charcoal gray and brushed chrome. Size: 7'/z"w x 83,4"d x 2¥S"h. 

T .. C-41. Staff Station for origination·of-call to one Master. Wt. 8 Ibs. 
List Price, Each $36.50 ...... ' ........... , ............................. Net 21.50 

T .. C-41M. Same operation as T-C-41 and in cabinet of same style, color'and size, but 
in grained baked enamel finish. WI. 8lbs. List Price, Each $29.95 .. ;., .••. Net 17_50 

T -C-42. Staff Station for origination-of-call to two Masters. Wt. 8 lbs. 
List Price, Each $45.00 .............................................. Net26.50 

T -C-42M. Same operation as T -C-42 and .in cabinet of same style, color and size, but 
in grained baked enamel finish. Wt. 8 lbs. List Price, Each $38.50 ......... Net 22.50 

T -C-41 R Flush mounted Staff Station for use with any of above Masters. Requires wall 
opening 4Vs" W. x 6Yz" H. Stainless steel front panel measures 41o/tsll W. x 7;{s" H. 
Complete with plaster ring. List Price Each $29.95 .................. Net each 17.50 

T-SM·L Optional accessory for surface mounting T-C-41R on wall. 
List price each $7.80 ............................................ Net each 4_60 

T -HP-3. Hi-Power Sub-Statton for wall mounting fn charcoal gray metal case. Wt. 8 lbs. 
List Price, Each $28.00 ................................. , ........... , .Net 16.50 

T -C-20_ Nine-inch weatherproof re-entrant horn. List Price, Each $44.95. _ Net 26.50 
Optional Wall Mounting Brackets for Mddels T-C-41, T-C-41M, T-C-42and T-C42M 
are available. See description on preceding page. 

Optional Equipment 
Cradle Phone Available on all Models. Add "H" to Model No. when ordering. 
List Price, Each-add $59.95 ..................................... Net add 35.00 

LD-Long Distance Feature Available on "Chief," Master Stations. Add ·'LD'· to 
Model No. when ordering. List Pnce, Each-add $20.00 ............. Net add 11.75 
T-S-101 Wall Switch For origination of call to one Master through T-C-20, orT·HP-3 
in Chief sy~tems. List Price, Each $11.95 .................... ' ........... Net 6.95 
T-S-102 W~II Switch For origination of call to two Masters through T-C-20, or 
T.HP-3 in Chief systems. List Price, Each $19.95 ......... , ............. Net 11.70 

T-RW-l0 Right-of-Way Relay. List Price, Each $63.00 .•............... Net 37.00 

T-HP-30 Power Booster. List Price. Each $138.00 .............•........ Net 81.00-

Cable (For Indoor and Outdoor Use) 
6206 Cable for connecting T·C-41, T-C-42, T-HP-3, T-C-20 with origination of call. 
List Price per Ft. 14c ....................... , .................. Net per Ft. 8~c 

6214 Cable for inter-connecting T-C-4906 Masters. List Price per Ft. 24c. Net per Ft. 14c 

6226 Cable for inter-connecting T-C-4912, T-C-4920. T-C-4930, T-C-4940, T-C-4950, 
T-C-RP-5912 and T-C-RP-5920 Masters. List Price per Ft. 47c ...... Net per Ft. 28c 

6902 Cable for connecting T-HP-3, T-C-20 without origination of call. 
List Price per Ft. 3'/zc .. , ....•.••.••.•.•....•.................... Net per Ft. 2c 

All Prices Slightly Higher West of RockieS-Ali Prices and Specification. Subject to Change Without Notice. Manufactured under exclusive TALK-A-PHONE Patent. 
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SECTION 1300 

TECH· MASTER CUSTOM·QUALITY T·ELEVISION ~ 
Model 2430 B-Gold Medal Video Master-The World Famous Unexcelled 

630 Circuit That Ushered In TV-Now At Its Up-to-the-Minute Best 
TECH-MASTER presents a custom quality, consistently dependable receiver combining time-proven 
cirCUitry with 'advanced engineering. This 28 tube chassis delivers flawle5S video' response, crisp 
clear pictures with full tonal gradations, synchronized tuning of audio amd video signa·ls, efficient 
amplifications offers full-bodied sound. 
FEATURES: Full power transformer, completely .hand wired. Hlgh-gaiA tuner; exclusi.ve synchro­
lock circOit employs 4 tube AFC system with 3 stage noise clipping sync amplifier circuit unsur­
passed for stability and drift free operation; 5 microvolt sensitivity; excellent interlace charac­
teristics; 4 Mc Band Width; adjacent channel traps; 2 stage audio amplifier; direct coupled keyed 
automatic gain control; 3 stage sync chain incorporating high transconductance noise-limiting sync 
amplifier; synchronized audio and video circuit; 4 stage video I.F.; anti-blooming circuit; phono 
input with front panel SWitch; complete front panel controls for individual adjust-
ments of brightness, horizontal and vertical hold, volume, contrast, channel selec-
tor, fine tuning, AC on-off control sWi'lcJ1; easily accessible controls on rear of 
chassis for permanent adjustment during Installation; latest model tuner ... easily 
adapted to UHF without tools; hi-sweep auto transformer system for outstanding 
picture brilliance; time-honored basic 630 circuit with a 28 tube complement .. 
TECHNICAL DATA Video IF Amplifier 4 Stage 
Video I F carrier Freq. 45.75 Mc Video Amplifier 2 Stage 
Band Width of Video IF 4Mc Overall gain of Video 
Sound IF Carrier 41.25Mc Amplifier 
Band Width of Sound Detector 350KC Sound IF Amplifier 
Adjacent Channel Trap (sound) 47.25 Audio Amplifier 
Beat-suppressor trap 4.5Mc Audio Output 
Video Sensitivity (for 20 Volts peak to Power Consumption 

Peak at Kinescope Grid) 5 Microvolts Tuner Input Impedance 
TUBE COMPLEMENT 6AQ5 Audio Output 
SBN4 R.F. Amp. SCBS 1st Pix IF 
SCG8 Mixer Osc. GCB6 2nd Pix IF 
SAUS AGC Control SCBS 3rd Pix IF 
SAUS 1st Sound IF SCBS 4th Pix IF 
SAUS 2nd Sound IF GAL5 Pix 2nd Detector & 
GAL5 Ratio Detector D.C. Restorer 
GATS 1st Audio SAUS 1st Video 

40 Times 
2 Stage 
2 Stage 
5 Watts 

330 Watts 
300 Ohms 

SAQ5 2nd Video 
GC4 Sync. Ampl., Hor. 
SC4 Sync. Ampl., Vert. 
GBF6 2nd Sync. Ampl. & 

6DE7 

6AL5 

AGC Clamp 
Vert. Output.,Vert. 

Osc. & Discharge 
Hor. Sync. Disc. 

SAC7 
SK6 
SJ5 
SCDS 
IB3 
SW4 
2-5U4 

Hor. Osc. Control 
Hor. Osc. 
Hor. Discharge 
Hor. Output 
H.V. Rectifier 
Reaction Scanning 
Low Voltage Rectifiers 

Model 243GB-for 90" tubes, with knobs; 12" speaker; mtg. brackets and hardware ................................... " ................................... Net Price $219.50 
Model 2430-1 ~for 110" Pix tubes with accessories as above ..................................................................................................... " ..... Net Price $229.50 
P-21-21" Panel Assembly with glass & mask ................................................................................................. " .................................................... $ 27.50 
P24--24" Panel Assembly with glass & mask ................................................................................................... " ................................................... $ 32.50 

Constellation "61 "Chassis ... Model 6115 Built by Tech-Master 
A star performer for conventional cabinet or built-in installation. AC transformer pow­
ered model, not commercially mass-produced, but hand crafted with the same care as 
our higher priced receivers. Super sensitive for fringe or troublesome areas, this Tv 
receiver operates efficiently with any standard indoor antenna in normal signal area. 
15 tubes, 2' silicons, 3 diodes, power-packed circuit delivers bright, sharp, rock steady 
picture and clean, undistorted s!atic-free sound. 

FEATURES: 
• 117V 60 cycles 170 watts input. Keyed automatic gain control' 3 stage-staggered-
tuned IF • Auto-transformer high voltage system· 18 to 20 KV anode voltage '. High 
Wattage audio output stage' Easily adaptable to top, side, or front tuning and adjust­
ment of controls • Horizontal oscillator and locking controls • 130Vpp video output 
fully compensated stage for crisp, clear picture' Bright spot eliminator circuit-re­
moves bright spot when set is turned off' Chassis measures only 6" x 17" X 1314" for 
compact cabinetry· Wired for low-voltage electrostatic focus kinescopes' For 110· to 
114" deflection picture tubes from 17" to 27". Can ·be used with 90" deflection tubes 
with minor changes • Adjustable noise cancellation circuit • Fully D.C. coupled video 
amplifier stage' Weight-21 Ibs •• Complete with mtg. hardware, knobs and speaker, 
with all tubes but less PIX tube. 
MODEL 6115 .................................................... , ............................................................... $144.50 

lK3 H. V. Rectifier 
'TUBE COMPLEMENT: 
6CY5 RF Amplifier 
SAT8 RF Oscillator and converter 
2--6BZS 1st, 2nd, I F Amplifier 
SCBS 3rd I F Amplifier 

6U8 4.5 mc Amplifier, Sync splitter 
SDT6 Sound detector 
SBQ5 Audio output 

6DE7 Vertical OSCillator, vertical 
output 

SCG7 Horizontal oscillator 
6DQG Horizontal output 
6AX4 Damper 

2 Silicon rectifiers for low volt­
age supply 

12BY7 Video Amplifier 
6BU8 noise cancellation, sync sep­

arator, keyed AGC 

MODEL 23A-TECH-MASTER'S DUO MASTER TV PLUG-IN TUNER. 
A Super Sensitive Black & White or Color TV Remote Control System 
An ideal self-contained remote-control 
system for all TV sets. Just plug a 
single, thin coaxial lead into your TV 
receiver and you can select your sta­
tion, fine-tune both picture and sound, 
and adjust picture intensity ... right 
from your armchair, from up to 50 feet 
from the set. There is a separate loud-
speaker in the handsomely styled DUO- • 
MASTER cabinet ... or you can use the 
speaker in your TV set or hi-fi system ... or any extension speaker ... 
or plug' headphones right into the DUO-MASTER for private listening. 
FEATURES: 3 IF stages; 2 audio stages; jacks with low impedance con­
nections for external amplifier or tape recorder take-off; a complete 
television sound receiver. 
Positive or negative going video signal output. 
TUBES: 9 plus rectifier; separate audio detector; improved color re-
sponse thru Isolation circuit design. . 
SIZE: 12V:!" x 8" x S"; WGT.: 15 Ibs. Net Price ............................ $79.50 

2 Diodes horizontal phase detector 
1 Diode Vi deo detector 

DELUXE AC-DC SUPERHET RADIO KIT 

MODEL 3B5-K-Complete with 
modern, handsome Bakelite 
cabinet (10" x 5V2" x 5V:!"), 
station selector and control 
knobs. Tunes AM broadcasts 
from 550-1720 KC. Super-sen­
sitive, high gain circuit for 
best reception. Built·in loop 
antenna. Automatic volume 
control circuit eliminates 
blasting or fading. 

TUBES: 12SA7, 12SK7, 12SQ7, 5016 and 25Z5 rectifier. 
Schematic and pictorial diagram with clear assembly 
instructions supplied for simple assembly. 
POWER': 115-125 V, SO/SO cy. or D.C. Wgt.: G Ibs. 
NET PRICE (less wire & solder) ................................................. $19.95 

~ TECH·MASTER corporation-Brooklyn, New York 
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SECTION 1300 

TECH·MASTER QUALITY KITS AND COMPONENTS (~ 

VIDEOLA TV Craft Kit By Tech-Master 

The most up-to-date TV kit, with the latest improvements in tubes and circuitry. Ideal for student 
work or home project. This kit not only provides excellent training in television, but builds into a 
first-class, top quality modern receiver that anyone would be proud to own. Coils are preadjusted 
and tuned at the factory. Quality components, carefully selected and packed by personnel expe­
rienced in the TV-kit field insure satisfaction. Step-by-step instructions with pictorial and sche­
matic diagrams are easy to follow-leave nothing to the imagination. Sockets, terminal strips and 
connectors riveted on chassis. 

FEATUR'Es: 

• Advanced and improved, super-selective, 12-channel tuner ~ Full power trans­
former for safe cold chassis operation' Operates new low-voltage electrostatic­
focus kinescope (17" to 27"-including 19" and 23" sizes)-110' to 114' deflec­
tion • 18 to 20 KV anode voltage • High-efficiency circuit-sensitivity of 9uv at 
20V peak-to-peak • High power audio output· Three-stage stagger-tuned IF 
using hilth-gain bi-filar coils .• Keyed Automatic gain control' Adjustable noise 
cancellation circuit. Bright spot eliminator circuit-reinoves bright spot when 
set Is turned off • Ceramic core horizontal output transformer with beam power 
amplifier' S x 17 X 13/4 chassis size' Weight 21 Ibs. 

MODEL 1561 ............................................................................................ PRICE $99.95 

TUBE COMPLEMENT: 
6CY5 RF Amplifier; SAT8 RF Os­
cillator and converter; 2-SBZ6 
1st, 2nd IF Amplifier; 6CB6 3rd 
IF Amplifier; 12BY7 Video Ampli­
fier; 6U8 4.5 mc Amplifier, Sync 
Splitter; SOTS Sound detector; 
6BQ5 Audio output; 6BU8 Noise 
cancellation, sync separa­
tor, keyed AGC; 6DE7 Vertical os­
cillator, vertical output; 6CG7 
Horizontal oscillator; 6DQ6 Hori­
zontal output; SAX4 Damper; 1K3 
H.V. rectifier; 2 Silicon rectifiers 
for low voltage supply; 2 Diodes 
horizontal phase detector; 1 Di­
ode Video detector. 

PA 39-A Most Versatile 14 Watt Stereo Amplifier and Preamplifier. 

Ideal for 90% of All Hi-Fi Stereo Layouts 

This highly adaptable system is as elegant to the eye as the ear ... beautiful 
blue and white front panel with blue-gray case (also in gold and sun tan panel 
with walnut case.) Two channels of faithful audio faultlessly designed, skillfully 
produced. TECH-MASTER'S diversified background and experience make the low 
price possible. Servicemen recommend it for its ease of installation. The simple 
sandwich type panel-mount eliminates unnecessary 'fuss and cost. 

FEATURES: 

QUANTITY PURCHAS­
ES - TV kits and 
wired chassis avail· 
able for schoOls, ex­
port (in all voltages) 
and other special ap­
plications. Quota­
tions and specifica­
tions supplied on 
request. 

Completely hand wired, dual channel, crystal or ceramic phono and tuner inputs; ganged gain control; balance control, two separate tone 
controls; monaural-stereo SWitch; speaker reversing switch; transformer power supply for complete line isolation. 

TUBES: 2-EL 84, 12AX7, EZ80 DIM: 10%" W x 5%" 0 x 4~6' H PA 39 + For MagnetiC Cartridge-Uses Hum 
Free 2 Transistor Preamplifier ............. NET PRICE $69.50 

PA 39 Blue & White ......... . . ............................... NET PRICE $49.50 

PA 39G Two Tone Gold ........................................ NET PRICE $49.50 
P3 39G + For MagnetiC Cartridge-Uses Hum Free 

2 Transistor Preamplifier .......................... NET PRICE $69.50 

Model 42 Plug-In Duo Master Combination High Fidelity FM Tuner & TV Remote Control 

System. The Only Instrument of ,Its Type and Only Tech-Master Makes It! 
T~is unique self-contained unit needs only a thin cOljl(ial plug-in lead to bring you the ultimate In TV 
picture and sound for every purpose ... tape recording, monitoring, etc. Attached to your TV set, it 
allows you armchair selection of stations (up tp 50 feet from set), fine tuning of pictures and sound, 
and adjustment of picture intenSity. Cabinet contains separate loud speaker or you may use the 
speaker in your TV set or hi-Ii system ... or any extension speaker ... or play headphones right 
into the DUO MASTER for private listening. .. 
The FM tuner covers the full FM band (88-108 Mc.) ... limiter and AFC circuit for easy pin-pOint 
tuning ... Manually controlled AFC cutoff to pick up weak signal stations adjacent to strong signal 
stations ... Sensitivity is 4 microvolts for 20 db quieting ... Uses balanced ratio detector ... Full 
power transformer operation for line isolation ... Standard de-emphasis network automatically regu­
lates high-frequency response ... Micro-Vernier tuning. 

FEATURES: 2 high gain television I.F. stages-2 high gain FM I.F. stages-2 audio stages with output 
transformer and speaker-Contrast; TV-FM-FM AFC; and volume controls-full power transformer­
Silicon rectifier power supply-Multiplex; FM-TV audio; video; and external speaker outputs. 

TUBE COMPLEMENT-TV: 
SCY5 R.F: Amplifier 
SATS asc., Mixer 
SGMS 1st. I.F. 
SEW6 2nd. I.F. 
1N295 Diode Detector 
SU8 Cathode Follower, 

Sound I.F. Amp. 

FM TUBES: 
6AQ8 R.F. Amp., Osc., Mixer 
6BAS 1st I.F. 
SBAS 2nd J.F., limiter 
2 Diodes Detector 
1 Diode AFC 

AUDIO: 
6TS TV sound detector, 

amplifier 
6ASS Audi.o output 

117 V SO cyc I es 50 watts 
SIZE: 14112 x 7V4 x SV2 
WEIGHT: ·18 Ibs. 

NET PRICE .......................................... $129.50 

~ TECH-MASTER corporation-Brooklyn, New York 
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I SE~TION 1300· 

HIGH-QUALITY ... HIGH-FIDELITY 

COMPONENTS 

transcription-turntable performance ... automatic changer convenience! 

Y·M Stereophonic Hillh.Ficielity Accessory Am· 
pllfler-Model1428 • Precision·built AC op· 
erated audio amplifier • Built·in pre·amplifier 
• Integral controls • Dual·Channel, push· pull 
output of 30 watts (peak), 15 watts (pea k) per 
channel • Five stereo inputs •.. $129.95 List 

Y·M Hillh·Fidelity FM·AM Component Radio 
Tuner-Model 1416 • FM·AM with AFC • Pro­
vision' for FM multiplex stereo reception • Arm­
strong FM circuit with limiter • Foster·Seeley 
discriminator. Superheterodyne AM circuit with 
3·gang condenser • . ..........•. $119.95 List 

SELL THESE V-M PRESTIGE 
PRODUCTS OF 'SOUND' QUALITY 

FOR SOUND PROFITS! 

The V-M Deluxe 'Stere-O~Matic' offers many functional, 
selling features. As a V-M dealer, you enjoy greater 
profits. Your customers benefit by listening to many 
hours of flawless musical pleasure. The· precision internal 
mechanism and professional styling are evidence of the 
inherent Quality of all V-M products • 

• Ideal for any custom Hi·Fi installation! 

• Diamond Needle assures hundreds of hours of lasting pleasure. 

• Extra·Long, Dynamically·Balanced, Non·resonant Tone Arm 
With Finger·Lift reduces the possibilityof uneven needle pressure 
on the walls of the record groove; affords easy, precise placement 
of tone arm. 

• Professionally Massive 11" Transcription. Type Turntable 
affords perfect balance, practically eliminates microphonic 
tendencies! 

• Automatic Manual·Play feature returns tone arm to rest post 
automatically after single record play! 

• Micro·Precision Turntable Bearing System for closer running 
clearance of oilite bearings plus an almost frictionless TEFLON 
thrust bearing. 

• V·M Styling pleases everyone with its sparkling, functional appeal. 

• V·M Model 1571 .................................. $50.00* List 

Available with 4·pole motor and plug-in tone arm head for individual car-
tridge selection as Model 1572 .............................. $50.00* List 

High-Impact Plastic Base affordscomplete 
ease of mounting installation. Fits Y·M 
Deluxe ·Stere·O-Matic· Record Changer 
models 1571, 1572, standard 'Stere-O­
Matic' model 1551, and Y-M Custom turn­
table model 1580. 
Y·M Model 1438 ............. $5.95 List 
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• STOCKED BY YOUR FAVORITE DISTRIBUTOR 

SECTION 1320 

• ONLY U. S. LAB TESTED 
GRILLE CLOTH 

• SPARKLING NEW DECORA· 
TOR DESIGNS 

• IDEAL FOR SPEAKER 
ENCLOSURES 

• DECORATIVE ROOM 
DIVIDERS 

• WALL PANELS, FURNITURE 
PANELS 

• WILL NOT SAG, SCUFF OR 
FADE 

• EASILY INSTALLED 

"FAMOUS FIFTY-GUARANTEED SALE PATTERNS" 
ALL SIZES IN STOCK 
INSTANT DELIVERY! 

Carefully chosen each year from 5,000 designs for decorator needs 

Pattern 
No. 

211 
212 
213 
214 
321 
450 
452B 
511 
611 
625 
8H 
812 
1216A 
5112 
215M 
412M 
413M 
512M 
515M 
616M 
617M 
711M 
804BM 
813 
857 

Description 

Mahogany with Ivory Threads 
Mahogany with Beige Threads 
Mahog with Gold Rayon Thrds 
Mahog with Copper Ray Thrds 
Walnut/Gold & Whits Thrds 
Solid Black 
Black with Gold Threads 
Blonde with Brown Threads 
Solid White 
Grey with Black Threads 
Tan with Bronze Threads 
Tan with White Threads 
Beige/Gold with Black Thrds 
Tan/Brown with Maroon Thrds 
Mah/Beige & Met Gold Thrds 
Wht/Black & Met Silver Thrds 
Wht/Black & Met Gold Thrds 
Beige/Bronze & Met Gold Thrds 
Blonde/Blk & Met Gold Thrds 
White/Blk & Met Gold Thrds 
Solid White/Met Gold Thrds 
Bge/Bronze & Wht Uphol Yarn 
Bge Straw & Met Gold Thrds 
Beige with Beige Straw 
Beige with Beige Straw 

to U.C.P.,'lnc. 

Net 
Sq. Yd. 

$3.50 
3.50 
3.50 
3.50 
3 .. 50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
3.50 
4.25 
4.25 
4.25 
4.25 
4.25 
4.25 
4.25 
4.25 
4.25 
4.25 
4.25 

Pattern 
No. 

1214M 
103 
3240 
253 
290B 
300 
453 
454 
560B 
618 
619 
805 
814BM 
1011 
1012 
1802 
1803 
1804 
1809 
1824 
1826A 
2016 
2025 
3881 
7104 

Description 

Brn/Bge & Met Gold Thrds 
Si Iver /Black & Wht Cobweb 
Mahogany/Tan & Met Gold 
Tan/Brown & Silver Met Thrds 
Mah/Brown & Wht Uphol Yarn 
Mahog & Gold Metal Cobweb 
Black with Gold Metal Cobweb. 
Charcoal & Silver Met Cdbweb 
Blonde/Brn & Wht Uphol Yarn 
White with Gold Met Cobweb 
Wht/Blk & Gold Met Cobweb 
Beige/Wht & Brown Pagoda 
Beige/Wht & Met Gold Thrds 
Solid Gold 
Solid Silver 
Woven Cane·Brown/Tan 
Woven Cane·Walnut/Tan/Gold 
Woven Cane·Brown/Tan/Cocoa 
Woven Cane·Walnut/Tan 
Tan/Black Bamboo Weave 
Woven Cane·Brown/Tan/Wht 
Tan/Brown Gold Metal Box 
Tan/Brown Cane with Metal 
Tan/Brown Novelty Cane 
Tan/Varied White & Metal 

Net 

Net 
Sq. Yd. 

$4.25 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 
5.00 

I'· 

213·214 625·811 
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• II " •• ~~". ... ". ... ¥'" ... • ""~,, .. 4 .. • .... 

;:~ ;.~~;~ ~ ;t:: : ~~ ; ~~; 

~ ~~ ~~~~~! !~::r;l ~*~: ~ 
• '" .... , .... to .... N'~ ... ,. ........ fo.lf 
""'¥ A .~" .• ''''¥¥ .... V,." ..... ,..M.,",. 
I~_ ,. ••• , .. __ ~_v_ .. <.,~ _ .. , ... 

813·804BM 

The· MASTER - 26th Edition • Page 117 



I SECTION 1'320 I 

AMERICAN MICROPHONES AND ACCESSORIES 

® © 

(A) MODEL D 10 PA·GENERAL PURPOSE OMNI 
DIRECTIONAL MICROPHONE-Frequency response 
is 50 to. 15,000 cps. Impedance low 150 ohms 
and high 40,000 ohms. Mylar diaphragm. "Slide 
lock mount" for quick removal from stand. 

Net Price $17.70 
(B) MODEL D 22 DYNAMIC OMNI·DIRECTIONAL­
Variable impedance - low and high. Frequency 
response from 50·12,000 cps. Impedance from 
50 to 40,000 ohms. 

Net Price $59.70 
MODEL D 33 VARIABLE . IMPEDANCE-LOW AND 
MEDIUM-Impedance from 50 to 250 ohms. 

. Net Price $78.00 
(C) DR 330 DYNAMIC AND RIBBON CARIOID­
Variable low·medium impedance-variable polar 

(L) 504 SERIES MOBILE MICROPHONES - Fre· 
quency response 300·3,000 cps. Impedance. 40 
ohms. 

Net $18.60-$20.40 

(M) 501 SERIES MOBilE DYNAMIC MICROPHONES 
-Frequency response 300 to 3000 cps. 
D 501 - low Impedance 

Net $15.30-$20.40 
D 501 - High Impedance 

Net $i7.70-$20.40 
CARBON MICROPHONE-SOl A-low Impedance 

Net $14.7G-$19~80 

(N) D4 SERIES OMNI·DIRECTIONAL DYNAMIC 
MICROPHONES-Frequency response 50 to 8,000 
cps. 
D4 low impedance. 

D4T high impedance. 
Net $16.8G-$18.60 

Net $18.60-$21.30 

F13, FH3 and SS·I·M FLOOR 

...,.s ~ feet. Positive·lock control, 
~ STANDS - Extends to six 

leather cushioned. 

~ Fl3 Net $17.10 

-- ~ FH3 Net $17.10 

Net $23.70 

(A) S905 DESK STAND-Die·cast zinc, with non· 
scratch anti-rumble feet. Microphone mounting 
- standard %"-27 thread. 

Net $3.30 
(8) ND-l-M DESK STAND - Exclusive American 
"cut-away" des:gn permits use of microphone in 
vertical position. 
Microphone mounting-standard %"-27 thread. 

Net $7.68 
(C) DD·l·M DESK STAND-Microphone mounting 
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pattern. Frequency response 40 to 15,000 cps. 
Net Price $150.00 

R 331 RIBBON-BI·DIRECTIONAL. 
Net Price $84.00 

DR 332 DYNAMIC AND RIBBON CARDIOID. 
Net Price $97.50 

(0) 0 44 DYNAMIC-OMNI·DIRECTIONAL - Low 
50 ohm impedance. Frequency response from 
50·15,000 cps. 

Net Price $141.00 
With wind screen, D44/WS2 163.50 

(E) MODEL D 11 HAND HELD OMNI·DIRECTIONAl 
DYNAMIC-Frequency response 50 to 12,000 
cps. Impedance 150 and 40,000 ohms. 

Net Price $21.60 

(0) D801 MINIATURE DYNAMIC MICROPHONE­
Frequency response 250 to 6,000 cps. low im· 
pedance. 

@ 

(F) LAVALIER MICROPHONE D 12 OMNI·DIREC· 
TI ONAL-Frequency response 70 to 12,000. cps. 
Impedance - low 150 ohms, high 40,000 ohms. 

Net Price $35.70 

(G) 204 SERIES PUBLIC ADDRESS AND GENERAL 
PURPOSE MICROPHONES-low or high imped· 
ance. 
D204 DYNAMIC TYPES Net $10.2G-$14.58 

8204 CERAM IC TYPES 

X204 CRYSTAL TYPES 

Net $ 9.6G-$10.38 

Net $ 9.6G-$10.98 

(H) TAPE RECORDER MICROPHONES 

X203 CRYSTAL TYPES 

8203 CERAMIC TYPES 

Net $5.01-$5.79 

Net $6.90-$7.68 

(I) CITIZENS BAND TRANSCEIVER MICROPHONE 
-Frequency re~ponse 40 to 8,000 cps. Exclusive 
"Slide-lock" switch. 
208 CERAMIC SERIES Net $6.30-$8.37 

208 CRYSTAL SERIES Net $6.30-$8.37 

(K) X 206 SERIES PORTABLE CRYSTAL - ALl­
PURPOSE MICROPHONE-Frequency response 40 
to 12,000 cps. High impedance. 

Net $4.77-$5 55 
8206 (Ceramic) 

Net $4.77-$5.55 

Net $8.55 
(P) VP·l CRYSTAL VIBRATION PICK·UP-High im· 
pedance. A sensitive probe type pickup used to 
"listen" to mechanical vibrations. • 

Net $23.97 
(R) H602 SERIES DYNAMIC HAND SETS-Imped· 
ance 35 ohms. 

~~. COIL CORDS - Replace· 
... - __ ment cords for C50l, -=- 1.. 0501, C504 and H600 

••••• IE' ()series microphones. 

Net $15.48-$19.05 

HB3 & BH-1-M STUDIO BOOM 
STAND-Extends to 6 feet. Dual 
leather positive-lock controls. 
180' angle adjustment. Silent, 
positive fingertip control. 

H8·3 Net $22.80 

BH·1·M Net $29.70 

- standard %"-27 thread. 
Net $4.56 

(D) S-902 STAND ADAPTER-Floor stand type. 
0/8':-27 thread for use with 204 microphone 
senes. Net $2.70 
(E) SE·l SUSPENSION EYE-Swivel eye, for sus­
pending microphone. Microphone mounting -
standard %"-27 thread. 

Net $1.44 
(F) WS2 WIND SCREEN-Exclusive American de­
sign offers efficiency in winds up to 35 miles 

Net 

_ Net $3.9G-$7.08 

-
B3-M BOOM ASSEMBLY-For mounting on any 
floor stand equipped with standard %"-27 
thread mounting. 

Net $13.80 

SEND FOR 
American Micro· 
phone's complete new 
illustrated Catalog FR· 
004-P. Free! 

per hour. For 033, 022 and 044. 
Net $24.90 

(G) M904 "SLIDE-LOCK" STAND FITTING - For 
quickly and easily removing microphone from 
stand %"-27 thread on swivel and slide locking 
assembly. 

Net $4.56 
(H) AP-1-F STAND FITTING FOR D44 MICROPHONE 
-Female connector to macth male termination 
of microphone. Supplied with ring· lock ferrule. 

Net $6.90 
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I SECTION 1320 I 

AMERICAN MICROPHONE ACCESSORIES 
:~~r ~® ~ 
©~=::to 1\ ® ~ @_.II 
@ oD== -=<to ~ i ~ 

(A) SHIELDED CABLE, PHONO PIN PLUGS ON 
BOTH ENDS 
37·400 Length 18" Net $ .60 
37·402 Length 36" Net $ .75 
37·404 Length 72" Net $ .90 
37·406 Length 144" Net $1.20 
(B) SHIELDED CABLE, PHONO PIN PLUG ON ONE 
END, OTHER END STRIPPED AND TINNED 
37·412 length 18" Net $ .54 
37·414 Length 36" Net $ .60 
37 ·416 Length 72" Net $ .75 
37·418 Length 144" Net $1.05 
(C) SHIELDED CABLE, PHONO PIN PLUG ON ONE 
END, AND PHONO PIN JACK ON OTHER END 
37·424 Length 18" Net $ .75 
37·426 Length 36" Net $ .81 
37·428 Length 72" Net $1.05 
37·430 length 144" Net $1.35 
(D) SHIELDED CABLE, PHONO PIN JACKS ON 
BOTH ENDS 

t A 
~ 

~. @ 

~ ® © ® 

(A) ADAPTER, PHONO PIN JACK, FOR CONNECT­
ING TWO PHONO PIN PLUGS TOGETHER. 
37·470. Net $ .60 
(B) ADAPTER, PHOI'iO PIN PLUG TO STANDARD 
PHONE PLUG 
37·472 Net $1.17 
(C) ADAPTER, FEMALE M IKE CONNECTOR TO 
STANDARD PHONE PLUG 
37·474 Net $ .27 
(D) ADAPTER, MIKE CONNECTOR TO PHONO PIN 
PLUG 
37·476 Net $ .60 

~ ~ ~ "'-

lIIustra- Osmium Needle Sapphire Needle 
tion Model No. Dealer Net Model NO.Dealer Ne1 
A CRl(l) 2.34 
A CR2(') 2.34 XI05C 4.20 
B CR3(1) 2.34 
C X105B 3.90 
C X106B 3.90 
C X107B 3.90 4.20 
B X108(') 3.30 
A X109('1 2.97 
0 Xll1B 3.90 XlllC 4.20 
0 X112B 3.90 X112C 4.20 
0 X113B 3.90 

X101B 4.80 X101BC(') 5.10 

F B101B 3.90 B101G 4.20 
F B102B 3.90 BI02G 4.20 
F B103B 3.90 

G Bl10C(") 4.20 

H B810G(S) 3.60 

H B8llC(S) 3.60 

37·434 length 18" Net $ .93 
37 ·436 length 36" Net $1.08 
37·438 length 72" Net $1.35 
(E) SHIELDED CABLE, 72" LONG, PHONO PIN 
PLUG ON ONE END, 90· PHONE PLUG ON OTHER 
37·442 Net $1.20 
(F) SHIELDED CABLE, 72" LONG, PHONO PIN 
PLUG ON ONE END, STANDARD PHONE PLUG ON 
OTHER 
37·444 Net $1.20 
(G) SHIELDED CABLE, 10' LONG 90· PHONE 
PLUG ON ONE END, PHONE JACK ON OTHER 
37·446 Net $3.00 
(H) SHIELDED CABLE, 10' LONG, STANDARD 
PHONE PLUG ON ONE END, PHONE JACK ON 
OTHER END 
37·448 Net $3.00 
(Jl SH IELDED CABLE, 72" LONG, PHONE PLUG ON 
ONE END, OTHER END STRIPPED AND TINNED 
37·450 Net $1.14 

i £ C::~ ® 

~ 
® @ CD 

(E) CONNECTOR FOR TWO MALE MIKE CONNEC· 
TORS 
37·478 Net $ .60 
(F) M IKE CONNECTOR, SINGLE CONTACT, MALE 
37-480 Net $ .30 
(G) MIKE CONNECTOR, SINGLE CONTACT, FEMALE 
37-482 Net $ .42 
(H) STANDARD PHONE PLUG, 2 CONTACT, PLAS­
TIC HANDLE 
37·484 Net. $ .48 
(I) STANDARD PHONE PLUG, 2 CONTACT, "STUB-

PHONO CARTRIDGES 

(K) SHIELDED CABLE, 10' LONG, MIKE CONNEC· 
TOR ON ONE END, OTHER END STRIPPED AND 
TINNED 
37·452 Net $1.62 
(L) TWO CONDUCTDR CABLE, 10' LONG, WITH 
ALLIGATOR CLIPS ON ONE END AND 90· PHONO 
PIN PLUG ON OTHER END 
37·456 Net $1.35 
(M) TWO CONDUCTOR CABLE, 10' LONG, WITH 
SPADE' LUGS ON ONE END AND 90· PHONO PIN 
PLUG ON OTHER END 
37·458 Net $1.11 
(N) TWO CONDUCTOR CABLE, 10' LONG, WITH 
ALLIGATOR CLIPS ON ONE END AND 90· PHONE 
PLUG ON OTHER END 
37·460 Net $1.44 
(0) TWO CONDUCTOR CABLE, 10' LONG, WITH 
STANDARD PHONE PLUG ON ONE END AND ALLI· 
GATOR CLIPS ON OTHER END 
37-462 Net $1.44 

~l6i ====;;:;~ 
® 

~:J 
© 

BY" METAL HANDLE (SHIELDED) 
37·486 Net $ .60 
(K) PHONE PLUG, 3. CONTACT, PLASTIC HANDLE 
37·488 Net $ .90 
(Ll PHONE PLUG, 3 CONTACT, METAL HANDLE 
(SHIELDED) 
37-490 Net $ .90 
(M) PHONO PIN PLUGS, PACKAGE OF 4 
37·492 Net $ .33 
(N) PHONO PIN JACKS, PACKAGE OF 3 
37·494 Net $.33 

~ @ COcA ~ ®tJKj @~ ®~ 
SINGLE NEEDLE CRYSTAL CARTRDIGES 

Output Level Response Needle Needle Data Speed 
Std. Mg. To Pressure Std. Mg. Application 

3.0 Volts 8,QOO cps IV. oz. None Supplied(l) 78 RPM 
1.5 Volts 7,000 cps 1'18 oz. None Supplied(l) 78 RPM 
3.0 Volts 8,000 cps IV. oz. None Supplied(l) 78 RPM 

1.0 Volt 15,000 cps 6 Grams 1 Mil Point 45·33'13 RPM 
1.2 Volts 7,000 cps 8 Grams 3 Mil Point 78 RPM 
1.2 Volts 1.0 Volt 15,000 cps 8 Grams 2 Mil Point 78-45-33'13 RPM 
6.0 Volts 4.0 Volts 8,000 cps 12 Grams None Supplied(') 78-45-33'13 RPM 
4.0 Volts 3.0 Volts 5,000 cps 12 Grams None Supplied(') 78-45-33'13 RPM 

4.0 Volts 6,000 cps 10 Grams 1 Mil Point 45·33'13 RPM 
6.0 Volts 4.0 Volts 6,000 cps 10 Grams 2 Mil Point 78-45·33'13 RPM 
6.0 Volts 5,000 cps 10 Grams 3 Mil Point 78 RPM 

TURNOVER CRYSTAL CARTRIDGES 
6.0 Volts 4.0 Volts 7,000 cps 10 Grams 3 Mil Point 1 Mil Point 78·45·33'13 RPM 

SINGLE NEEDLE CERAMIC CARTRIDGES '" 

1.0 Volt 12,000 cps 8 Grams 1 Mil Point 45-33'13 RPM 
1.2 Volts 1.0 Volt 12,000 cps 8 Grams 2 Mil Point 78-45·33'13 RPM 
1.2 Volts 7,000 cps 8 Grams 3 Mil Point 78 RPM 

TURNOVER CERAMIC CARTRIDGES 
1.2 Volts 1.0 Volt 12,000 cps 8 Grams 3 Mil Point 1 Mil Point 78-45-33'13 RPM 

1.2 Volts 1.0 Volt 12,000 cps 8 Grams 3 Mil Point 1 Mil Point 78-45-33'13 RPM 

1.2 Volts 1.0 Volt 12,000 cps 8 Grams 1 Mil Point 1 Mil Point 33'13 RPM 

NOTES: (1) No needle supplied, Best operation is obtained' 
with offset type. needle. 

STEREO TONE ARM ADAPTER 
Merely add to present tone arm wires, Connect old 
output wire to one amplifier and connect new output 
wire to second amplifier. Ultra Flexible wires used in 
tone arm leads to insure no difficulty in tracki'ng rec­
ords. Wires shielded and insulated to prevent "Hum· 
loops" and shock. 

© U.c.P., Inc. 

(2) No needle supplied. Permo #B31O, Jensen 
#J752 or Equal recommended. 

(3) Sapphire needle supplied on LP side only. 
Osmium needle supplied on 78 RPM side. 

, (4) Includes mounting bracket. 
(5) Replacement "throwaway" element for BUOG 

cartrTilge. 
37·396 Adapter with 36" Output Cable Net $1.29 
37·398 Adapter with 72" Output Cable Net $1.50 
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SECTION 1320 

ASTATIC PHONO NEEDLES 
The Astatic Phonograph Needle Line,' in addition 

to unsurpassed quality, is more complete in \<ariety of 
types than all other li·nes combined. 
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THIN LINE WALL BAFFLES 
113 Thinner with same Heavy Duty 
PA Quality ••• Jensen PrOfile Speakers 
New, thinner, wider, better looking. Heavy duty 
ceramic magnet speakers give space-saving thinness. 

Available with L Pad and/or Transformer, installed 
and Wired. 8-ohm screw terminals. Argos Speedy 
Mounting clip for fast installation. Heavy wood­
grained pyroxylin covering-blond or walnut. 

Baffles with S" Jensen Spkr. 6 oz. mag., 
15 watts. 12 x 9'12 x 4114 in. 

WB-208S-Baffl e, spkr. Wt. 41/2 Ibs ....... List $16.90 
WB-20SSL-Baffle, spkr. L pad. 41/2 Ibs ......... $21.00 
WB-20SST-Baffle, spkr. trans. 43/4 Ibs ......... $21.00 
WB-20SSLT-Baffle, spkr. L pad, and 70.7v. 

transformer. Ship. wt. 43/4 Ibs ........... List $25.15 
Baffles with 12" Jensen Speaker, 1I) .. oz. 
magnet, lS watts. 16 x 133/4 x 6114 in. 

WB-212S-Baffle, spkr. Wt. 8 Ibs ........... List $24.60 
WB-212SL-Baffle, spkr. L. pad. 8 Ibs ............. $28.75 
WB-212ST-Baffle, spkr. trans. 8 Ibs ............. $28.75 
WB-212SLT-Baffle, spkr. L pad, and 70.7v 

transformer. Ship. wt. 81/4 Ibs ............. List $32.90 
WB-20S-/!" Baffle only. Wt. 2 Ibs ............. List $7.15 
WB-212-12'" Baffle only. wt. 4 Ibs ............. List $9.75 
New EFFICIENCY Baffle. Same Thinline cabinet with 
lightweight speaker for lower sound levels or where 
cost is important. 8" Jensen Spkr. I-oz. mag., 6 w. 
WB-l0SAS-Ship. wt. 31/2 Ibs ................. List $11.90 

SECTION 1320 

WALL AND CORNER BAFFLES 
HI-FI CABINETS, TUBE CADDY 

REGULAR, PRESTIGE, & DELUXE BAFFLES 
Regular Wall Baffles-WB-4/5C, etc. Standard of 
industry for quality. Wood-grained pyroxylin, blond 
or walnut. Argos Speedy' Mounting Clip. 
Prestige Wall Baffles-PB-8A, etc. Wider shape for 
better appearance, more volume. Same pyroxylin 
covering and Mounting Clip as WBs. 
Deluxe Wall Baffles-oWB-8A, etc. Beautiful na­
tural hardwood, American Walnut or Whited Birch 
finish. Satin-smooth appearance. Mounting Clip. 

Ship. 
Spkr_ Width, Height Cubic Wt. List 

Model Size Depth, In. In_ Lbs. Each 

WB-4/5C 4/5 61/4X 61/8X 4 100 2 · 4.95 
WB-6C 6 77/8X 81/2X 5 210 3 · 6.00 
WB-6/9C 6x9 9'¥4xlO1/2x 61/2 400 5 · 7.15 
WB-8C 8 9'¥4x101/2x 61/2 400 5 " 7.15 
WB-10C 10 1F/8x12%x 7'\-'4 800 61/2" 8.50 
WB-12C 12 13%x14 x91/a 1180 81/2" 9.75 
PB-8A .8 14 xlO%x 7 690 4'¥4 9.75 
PB-12A 12 lIW4x133/4x 9 1580 61/2 13.75 
oWB-8A 8 9%x101/2x 61/2 400 51/2" 10.00 
oWB-12A 12 131/4x141/4x 9 1180 9 " 14.00 

• Shipping wt. of 2 in carton 

The 8" Catalina Hi-Fi Speaker' 

NEW CORNER BAFFLES 
New Design Hangs as Easily as a Wall Baffle •.. 
"Clip-In" Front Comes Off in 9 Seconds • . . 
Exterior Screw Terminals 
The best looking, easiest-to-install corner baffles 
we've ever seen. No more unsightly screws through 
the grille! Two automatic clips at top and one screw 
through bottom hold fron'! panel tightly in place. New 
slots on back of' baffle permit hanging on two Argos 
Speedy Mounting clips ... as easily as a wall baffle. 
Screw terminals (with lead wires inside for speaker) 
Bass reflex, acoustic padding. Wood-grained pyroxy­
lin, walnut or blond, same price. 

Slanting Corner Baffles. Aim 
sound down for best performance. 

SCB-SD-For 8" spkr. Vol. 680 cy. in Size 173/4 x 
15 x 9 in. deep. Ship. wt. 6 Ibs ............. Llst $13.90 

SCB-12D-For 12" spkr. Vol. 1240 cu. in. Siz~ 203/4 
x 20 X 101/2 in. deep. Ship. wt. 8 Ibs ..... List $IS.75 

Regular Corner Baffles 
Long a favorite of Sound contractors 

CB-SD-For 8" spkr. Vol. 525 cu. in. Size 121/4 x 14 
X 61/2 in. deep. Ship. wt. 41/2 Ibs ........ List $12.50 

CB-12D-For 12'" spkr. Vol. 1520 cu. in. Size 17% x 
20 x 9 in. deep. Ship. wt. 81/2 Ibs ......... List $18.00 

Thinline Corner Baffle 
New space-saving thinness, with 8" Jensen. Profile 

Speaker, installed and wired. 6-oz. ceramic magnet, 
15 watts, 8 ohms. Size 121/2 x 18 X 63/4 in . 

SCB-208S-Ship. wt. 51/2 Ibs ................... List $22.75 

Hotels Kitchen >- Dining Room Family Room 

For bookshelf or floor . . . one of the most 
efficient, economical small speaker systems 
ever built. 8" Jensen woofer and 31/2" tweeter 
in crossover network, 8-ohm terminals. Overall 
response 50-17,000 cycles. Legs for floor use. 
Wood-grained pyroxylin, Walnut or Blond. Size 
24 x 11 x 101/2 In. deep. Ship. wt. 19 Ibs. 
TSE-l5-With 2 speakers ..... Audiofile Net $24.95 
TSE-l - Cabinet only. Wt. 17 Ibs. Net $16.50 
Deluxe Catalina (not shown). Similar to above 
but built of 3/4-lnch hand-rubbed, oiled Walnut. 
Ship. wt. 20 Ibs. 

Net $26.50 

The 12" Eldorado Hi-Fi Speaker 
Exceptionally fine hi-fi response in a bookshelf 
or table enclosure. 12" Jensen tweeter and two 
31/2" Jensen tweeters in crossover network, 8-
ohm terminals. Overall response 40-17,000 
cycles. Wood-grained pyroxylin, Walnut or Blond. 
Size 271/2 x 141/4 X 10 in. deep. Ship. wt. 23 Ibs. 

Also for Schools, Auditoriums, Restaurants, Stores, Club lounges 
The ideal extension speaker for music. Actually has sound of 
hi-fi ..• almost as good as bookshelf enclosure, far superior 
to regular PA wall baffle. 8"· Jensen Profile woofer and 31/2" 
tweeter wired in crossover network to 8-ohm screw terminals. 
6-oz. ceramic magnet. Beautiful natural hardwood, American 
Walnut or Whited Birch finish. Size 18 x 12 x 33/4 In. thin. 
HFWB-8S - Ship. wt. 61/2 Ibs ..................................... List $29.95 

CARRY-ALL TUBE CADDY' 
"Break-away" design gives 
gives quick access. Holds 
up to 262 tubes, plus 
tools, meter. 21" w. x 15" 
h. x 8" d. Ship. Wt. 12 Ibs. 
TC-4-Net Each ....... $15.95 

NEW PACEMAKER CADDY" . 
TC-l00. Similar to above, 
priced for economical buy­
er. Same size, wt. 
Net. .. $12.35 

TUBE CADDY' JUNIOR 
TC-2A. Like TC-4, smaller. 
143 tubes, tools. 153/4" w. 
x 121/2" h. x 8" d. Wt. 9 
Ibs. Net .................. $10.50 

NEW SUPER TUBE CADDY' 
Carries 1/3 more, gets 
more jobs done on the 
spot. Separate tool tray. 
3300 cu. in. vol. Size 24" 
w. x 16'12" h. x 81/2" i'~ 
Ship. Wt. ~ Ibs. . 
TC-5-Net Each ...... $21.95 

DELUXE TUBE CADDY' 
Convenient tool tray (21/a" 
deep). Holds up to 225 
tubes. Slip-oul hinges. 
18" w. x 141/2" h. X 91/4" 
d. Ship. Wt. 141/2 Ibs. 
TC-3-Net Each ...... $16.95 

NEW PACEMAKER JR. 
Small size, folding model, 
economical. Holds up to 
143 tubes, tools. Size' 
153,4" w. x 12¥2" h. x 
8" d. Ship. Wt. 91/2 Ibs. 
TC-20B-Net Each .... $S.95 

"Registered TM of Argos Co. All prices'slightly higher West of Rockies. 

SOUND CADDY@ 
WITH TWO SPEAKERS 

Sturdily built for long 
service. Has 2 12-in .. 
heavy-duty, 18-watt 
PA speakers (6.8 oz. 
mag.). Accommodates 
most amplifiers with 
turntable up to 30 w. 

Size: 1734" w~ x 131/8" 
d. X 22" h. Shipping 
Wt. 29 Ibs. 

SC-2CS - Net $36.00 

SC-2C - Same less 
speakers. Ship. wt. 20 
Ibs. Net $21.55 

Page 122 • The MASTER - 26th Edition Net 

TSE-3AS-With 3 speakers. Audiofile .. Net $39_95 
TSF1-~a-Cablnet only, Wt. 21 Ibs ... Net $22.50 

DSE-2K - Califor- AD-l - Apartment 
nian Hi-Fi Jr. Kit. Size Hi-Fi Cabinet. 
All parts pre:fab~ Takes 12" or 8" 
ricated and ready speaker and 
for assembly. Pan- tweeter. Argos 
elyte toP. Takes Tuning Tube for 
12" or 8" speaker matching cabinet. 
and tweeter. In- Internal cap. 4800 
ternal cap. 4800 Cll. in. Wood 
cu. in. Blond or grained pyroxylin 
walnut. Size 19% covering, Walnut 
x 23% x 131f., In or Blond. Size 19% 
deep. Ship wt. 28 x23%x131f.," deep. 
lb.. Net $29.95 Ship. wt. 30 lb •. 

Net $24.95 

DCB-12 - Hi-Fi 
Auditorium Baffle. 
Use on floor (with 
base supplied) or 
on wall. Takes 
12" woofer or coax 
plus tweeter. In­
ternal cap. 4320 
c~. in. Wood 
graIned pyroxylln 
covering, Walnut 
or Blond. SIze 
22Ij2 x 25 X 1,4~/9 
in deep. ShIp. wt. 
23 lbs. Net $22.50 

© U.c.P., Inc. 
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ATLAS "FULL. GRIP-VELVET ACTION" MICROPHONE STANDS 
NO SLIPPING - NO RATTLE - NO NOISE -NO SCRATCHING - NO WEAR 

The "Full Grip" clutch is standard on all models-it offers an extended 
length clutch body, permitting a secure, full hand grip. The clutch mech­
an;5m of all "Velvet Action" stands tS inner-lined with a wear-proof 
bakelite locking collet which grips without jamming, slipping or sudden 
dropping. All chrome plated surfaces are carefully polished prior to plating 
to assure a uniform "Super-Chrome" wear resistant, lifetime finish. All 
threads on tube assemblies are individually inspected to assure a perfect 
fit when assembled to the base castings. All bases are functionally de­
signed to offer maximum stability for a given base weight. The m.aximum 
base mass is located at the outer periphery of the casting where the 
concentrated weight is most effective. All bases include self leveling, 
shock absorbing base pads, plus three additional "anti-tip" points located 
between the base pads. All models terminate with a 5/8"-27 thread at the 
microphone end. 

MS-10C Economy model suitable for most applications where a low cost 
stand is required. Offers adequate base stability for average weight 
microphone. 

MS-12C Similar to above but increased base weight offers an added 
advantage. Flat design of base is modern in appearance and is finished in 
a dark gun metal shrivel finish. Equipped with base pads to absorb shock. 

MS-11 C Full chrome design. Entire stand base and upright tube assembly 
completely finished in "Super-Chrome." Excellent for use where fine 
appearance is a requirement. An excellent choice for use with full chrome 
plated microphones. Equipped with base pads. 

MS-4 Three section telescoping microphone stand permitting a wide varia­
tion o.f adjustment. Can be adjusted from 26 inches to 61 inches in height. 
Excellent for use in schools, etc. where it is necessary to adjust the stand 
over a wide range of height adjustment. Minimum collapsed length offers 
convenience in transportation. 

MS-20 Deluxe model. Maximum stability suitable for use with heavy, 
expensive microphones. large oversize tube assembly, 7/8" diameter 
telescoping tube, IV8" diameter base tube, base diameter 12 inches. 
Oversize clutch assembly assures secure locking adjustment. Top adaptor 
included for 5/8"-27 microphones. 

MS-2S Professional Microphone Stand. The ultimate in microphone stands. 
Features the "Safety Air lock Cushion." This sensational feature prevents 
any accidental or sudden slippage of the telescoping section. If the clutch 

MS·12C MS-4 MS·2S 

mechanism is accidently released the stand cannot suddenly crash dawn­
thus prevents damage to the microphone from severe mechanical shoCk. 
The telescoping section is at all times IIcushioned on air" and the con­
trolled escapement of air will only permit a slow smooth and quiet 
collapse of the stand. Base finished in a combination of chrome and 
shrivel. Heavy duty tube assembly, IV8" and 7/8" combination-5/8"-27 top 
adaptor. 

MS-11S - MS-12S Automatic "Sleeve Action" models. A fully automatic 
means of adjusting the height of the stand. A slight downward pressure 
on the IISJeeve Action" control permits the telescoping section to be 
lowered-cannot change its position without a deliberate pressure on 
the actuating sleeve control. Two models full chrome base or shrivel finish. 

CS-l Fully collapsible, portable stand quick and simple to set up. Col­
lapsible to a minimum overall length of 23 inches. 

CS-42 Collapsible base stand. All the advantages of portable type stand 
without the loss of stability inherent in cast iron base types. When legs 
are extened they are securely locked in position. Upright tube as~em­
bly full chrome, base finished in grey shrivel, base pads provided. 
Packed: One complete stand to a single shippmg carton. 

Model Weight Base Finish Tube Finish Height Adj. Base Oia. list Price 

MS·l.0C 10 Ibs. Grey Shrivel Full Chrome 35" to 64" 10 inches $ 9.75 

MS-12C 12 Ibs. Grey Shrivel Full Chrome 35" to 65" 10 inches $10.50 

MS·11C 131bs. Full Chrome Full Chrome 35" to 65" 10 inches $13.00 

MS·4 11 Ibs. Grey Shrivel Full Chrome 26" to 61" 10 inches $14.75 

MS·20 151bs. Grey Shrivel Full Chrome 37" to 66" 12 inches $16.00 

MS-25 221bs. Chrome g. Grey Full Chrome 37" to 66" 17 inches $26.00 

MS-l1S 131bs. Full Chrome Full Chrome 35" to 65" 10 inches $23.50 

MS-12S 121bs. Grey Shrivel Full Chrome 35" to 65" 10 inches $21.00 

CS-l 5 Ibs. Chrome & Cad Full Chrome 23:' to 62" collapsible $18.00 

CS-42 9 Ibs. Grey Shrivel Full Chrome 34" to 62" 16 inches $12.50 

MS-llS 
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ATLAS MICROPHONE DESK STANDS AND ACCESSORIES 
05·4 Offers a "New Look" in microphone desk stand design. Highly pol· 
ished molded phenolic base is light beige in color which harmonizes with 
the superchrome upright tube. The smooth base will not scratch or mar 
table tops. An excellent accessory for use with tape recorders. Its smooth 
contours and light weight permits it to be ·stored within the carrying case 
without fear of damage to other accessories. Upright tub", can be easily 
removed from base. Base diameter 4", height of tube 4", thread size 'Va"· 
27, Shipping Weight 1/2 lb. List Price $2.50 

05·5' General Purpose Non Adjustable Desk Stand. Base is of cast iron 
finished in gun metal shrivel finish. Stable base is equipped with pads to 
prevent damage to desk or table tops. Base diameter 6", tube height 4" 
chrome finish. Shipping Weight 2 Ibs. List Price $3.00 

05·7 Same as above but equipped with upright adjust3ble from 8 to 13 
inches. Equipped with standard "Velvet Action" clutch adjustment. Thread 
size at microphone end 5/a"·27. Shipping Weight 3 Ibs. List Price $5.00 

05·10 "Stream Liner" Desk Stand. Features "Rear Cable Exit." For use 
with all types of microphones. Mike cable is concealed under center 
section of chrome trim and directed out at rear of base; results in added 
stability and improved appearance. Unnecessary to unsolder any cable 
plugs or connectors. Constructed of precision die castings, finish gun 
metal grey, bright chrome trim. Rubber bumpers prevent damage. 5/e". 
27 thread. Shipping Weight 1112 Ibs. .. . ...................•.. List 'Price $5.00 

TS·6 Adjustable Banquet Stand with "Velvet Action" adjustment from 
14V2 to 26 inches. All parts including base finished in full super·chrome, 
base diameter 8 inches. Shipping Weight 6 Ibs. . List Price $9.00 

5W-l Gyromatic Swivel permits microphone to be adjusted to any angle, 
up, down, around_ Locks in any position by a turn of the locking knob. 
Can be attached to any floor or desk stand. All parts die cast finished in 
chrome, length 4V2 in. 'Va"·27 male and female threads . List Price $4.50 

SO·" "Snap On" Microphone Attachment. A quick, simple and safe means 
of attaching any microphone to any floor stand. Eliminates the need of 
threading the microphone on and off the stand. A two·section "Snap On" 
ball bearing spring sleeve attachment permits the microphone to be 
attached or removed instantaneously. One section is attached to the 
microphone and one section permanently fastened to the stand. An 
excellent device for use where the microphone must be occasionally 
removed from the stand as often ocCUrs in sports announcing, floor show 
use, etc. All parts are of brass, carefully machined, and finished in 
"super-chrome" plating ......... List Price $2.75 

5B·l Dispatcher and SWitchboard Mike Support. Designed for use in 
supporting a microphone over conventional types of telephone switch 
boards. However, there are many other useful applications for a stand of 
this type, such as a desk support, dispatcher's office, daiS, banquet 
table. etc. 
The 12 inch long, flexible, chrome plated "goose neck" arm is mounted 
on a spring loaded swivel so that the microphone can be swung aside 
when not in use. A feed thru hole .is located at the mike end of the 
"goose neck" so that the mike cable can be concealed within the flexible 
arm. The cable enters under the base at the rear end of the "goose neck" 
resulting in a neat and workmanlike installation. 
The heavy, functionally designed, base casting is rear loaded so that the 
base will not tip forward. The base weight is 13 Ibs. and measures 
9" x 6V2". The finish is grey shrivel. Rubber bumpers fastened to the base 
prevents "skidding" and protects against damage to fine furniture finishes. 
Shipping Weight 13 Ibs. "goose neck" threaded %"·27. List Price $14.00 

05·4 liS·S DS·' 
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GN "Goose Necks" Can be attached to any microphone stand or fixture; 
ends have %"·27 male and female threads-all finished in bright chrome, 
model numeral indicates over all length of "goose neck" in inches. 
List Price .. . ........... GN·6 $2.00, GN·13 $2.75, GN·19 $4.00 

BC·1 Bracket Clamp. A multitude of useful applications. Can be used 
with a boom arm, goose neck, etc •••• Chronr'e tube 6" long. Clamp can 
be removed and top flange screwed or bolted in position. 5/e"·27 thread. 

List Price $3.50 

CH·1 Cable Hanger. An extremely handy device that should be part of 
every microphone stand. Fits all tubes from 1,Ia" to IV," diameter. The mike 

. c::able can be quickly coiled and looped over the cable hanger when mov· 
ing, storing or transporting the mike and stand. Can be attaced or removed 
from the stand in a moment by removing one screw. A proven necessity 
on all stands as indicated by its use in all broadcast and recording stUdios. 
All parts finished in polished chromium .............. List Price $2.50 

NS'1 "The Chesty" Neck Supported Mike Holder-fulfills every practical 
requirement for a microphone chest support. Permits a quick and simple 
"three way" adjustment. Mike is always in a suitably "close talking" 
position reducing acoustic feedback problems caused by excessive 
spacing between mike and speaker's mouth. Wide comfortable chest sup· 
port prevents rolling due to sudden movement. Flexible goose neck 
quickly removed if desired for use as hand held mike. Entire assembly 
can be placed on table top and used as conventional desk stand. Cool and 
lightweight weighing only 6 oz. . ........ List Price $5.00 

F5·1 Microphone Foot Switch-for use with all high or low impedance 
mikes having single ended inputs. Shielded, grounded, noise free. De· 
sIgned primarily for foot operation-its small size and neat appearance 
also permits it to be used as a hand operated switch on top of a table or 
switch board. Switch is a long life shielded micro·switch of a "press to 
open" circuit type. When switch is depressed the short is remQved from 
the mike circuit and the mike becomes operative. Male type screw con· 
nector permits single insertion between the mike and amplifier input. 
Switch can be easily rewired internally for "press to close" circuit appli· 
cation. Measures 2V2" x 3" ......................... . ........... List Price $12.00 ' 

CS Type Demountable Microphone Floor Stands-with full grip-"Velvet 
Action," fully collapsible-quick and simple "Come Apart" base design, 
This new and revolutionary design in microphone stands is ideal for fixed 
as well as portable applications. Excellent for use when it is desired to 
contain the stand within the amplifier or speaker carrying case. The 
stability of the assembled stand is equal to many types employing heavy 
cast iron base .construction. The base legs are easi.ly removed to permit 
minimum size, lightweight transportation. The spring lock leg·holding 
mechanism of this ingenious design offers a quick and simple "Come 
Apart" feature. No tools or screw fastenings are required to hold the base 
a.ssembly together. No small parts to become lost. The self·leveling legs 
are chrome plated, tipped with skid·proof rubber shock absorbent bumpers 
-eliminates vibrational conductivity ..• protects polished floor surfaces 
against damage. 

Model Finish Height Adj. Shipping Weight 

Full Chrome 5 rbs. 

Full Chrome 4lbs. 

Each stand is individually packed complete in a single carton. 
Model CS33 can be collapsed to a total length of only 22~". 

iii .. 
"iii .. i iiiiiSRiiiiil 

CS·33 

List Price 
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ATLAS .SOUND CORP. -,'.' .. :; ., 
ATLAS BOOM STANDS - ADAPTORS 
Atlas Booms have a wide variety of applications, and 
models are available to meet every possible need. The 
BS-37 "Porto-Boom" is generally used with film or tele­
vision cameras. The BS-36 and BS-36W "Professional" 
are designed for use in recording and radio-broadcast 
studios-and for special application on band stands, etc. 
The BB·1 "Baby Boom" is used where only a small 
amount of overhang is required-over desks and musical 
instruments, for example. 
All models are carefully designed and constructed for 
noise-free, smooth, "Velvet·Action" adjustment. They 
can be permanently locked into position at the most 
suitable mike location. 
Atlas Sound Booms clearly reveal engineering know­
how based on a thorough knowledge of industry's 
requirements. 

iij! .' '~.;'., 
#, . 

" 

as·36 Professional Boom Stand with "Safety Air Lock Cushion" offers all the advantages 
of "Floating Action" plus a' secure and dependable locking adjustment. All moving 
parts are "Velvet Smooth" In operation. The "Safety Air Lock Cushion" built into the 
vertical section prevents any accidental or sudden slippage of the upright section. 
The vertical section cannot suddenly crash down for it is "Cushioned on Air" and the 
controlled escapement of air will permit only a slow smooth and quiet collapse of the 
upright section. A gyromatic swivel joint is provided at the microphone end of the 
boom, so that the mike will always hang in proper position. The base casting is equipped 
with shock absorbent, chrome plated, "domes of silence." These base pads permit the 
base to glide over floor surfaces with a minimum of friction-also absorb floor vibrations 
that might otherwise be transmitted to the microphone. 

Specifications: Boom length 62" (an additional 31" extension may be added if a light 
weight mike is used). Adjustable vertical extension f~om 48" to 72". Base diameter at 
floor contact paints 17". All tubular sections super·chrome plated. Modernistic base 
finished in polished chrome and gun metal. Snap on hangers furnished for holding 
mike cable to boom. Shipping weight 36 Ibs. .. .... List Price $63.00 

as·36W Mobile Model. This model is identical to the BS-36 except for the base. This 
mobile model is supplied with a DeLuxe base having ball bearing swivel casters of 
hard rubber compOSition. These large size casters permit the entire stand to be wheeled 
to various positions in the studio. Shipping weight 40 Ibs. . ....... List Price $73.00 

aa·l Baby Boom Attachment. An extremely versatile device that can be attached to 
any type of floor stand as well as with various accessories. All swivel parts are' preCision 
die castings resulting in smooth operation and secure pOSitioning. Length of bOQm 
31"-Chrome plated %"·27 thread. Shipping weight 31/2 Ibs. . .. .. List Price $7.50 

as·37 Porto Boom. "Quiet as a Cat on Velvet" designed for most exacting stUdio appli· 
cation, TV studio, sound motion picture application, etc., ideal for portable "on location" 
service. All controls are noise free velvet smooth in action-balanced for finger tip 
operation •• Fully collapsible down to dimensions permitting its transportation in all 
automobiles. Can be knocked down and reassembled in a few moments-without tools. 
The telescopic upright is securely locked in position with a large brake shoe type 
clatch assembly. A piston type air check prevents any accidental collapse of the upright. 
Dual control microphone "gunning device" is supplied for rotating the mike through 
a 3'60° arc. Noise free universal mike suspension can be adjusted for various weight 
mikes. Automatically positions mike regardless of boom angle. Many extra features 
too numerous for individual description. Detailed description sheet available. 

Specifications: Upright retracted 51/4' extended 9'. Boom retracted 7' extended 18'. 
All castings aircraft aluminum. All tubular sections aluminum processed in "alumilite" 
to prevent· corrosion. Counter weight cast iron with bronze locking mechanism. Base 
casters 4" swivel type. Base spread 42" on radius. Mike end terminated %"·27. Other 
Size adaptors available. Shipping weight 73 Ibs. , .... List Price $625.00 

US·2 Multi·Purpose microphone support with "Floating Action." Ideal for language labs, 
switchboards, dispatcher" desks and many other uses. All moving parts and boom arm 
spring friction loaded to "float" in any position desired, without locking adjustment. 
Base swivel may be rotated 3600. cable may be concealed in the boom and SWivel for 
a neat, tamper-proof assembly. A "Super Chrome" high lustre wear resistant plating 
is applied to all external surfaces. Boom arm 13 inches long. Shipping weight 2 Ibs. 
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List Price $9.50 

1)7-

I 

'1ii' 1 \ 10-

1 

as·36 

h' I 

... 
. as·36W 

as·37 

MICROPHONE ADAPTOR AND FITTINGS 

t 

Madel Description List 
AD· 1-%"·27 female to '12" pipe thrud male (II~A Adapt.r) .............. $ .85 
AD· 2-Ya" pipe female to %"·27 mala .......................... ,: ................... , .60 
AD- 3-111" pipe female to %"-27 female ................................. , .. " ... ,.. .60 
AD- 4--0/4" lon" %"-27 male running thread """"'''''''''''''''''''''''''''''''' .30 
AD- 5-%"·27 emale to %"·27 female, coupling ................................... .60 
AD· 6-Va"·27 female to·Va"·27 female, coupling ......... , ......................... 1.00 
AD· 7-3" long tube %"·27 male each end ................. ,.......................... .65 
AD· 8-6" long tube %"·'27 male each end ............................................. .75 
AD· 9-Va"·27 female to %"·27 female ............................................... .70 
AD·10-%"·24 female to %"·27 female (W. E. Adaptor) ...................... 1.20 
AD·l1-Flange, %"·27 female. Bue Diameter .IV." ........................ .70 
AD·12-Flange, %"·27 male. Base holes on Va" mounting centers .7D 
AD·I3-Va"·27 male to %"·27 female .. .85 
AD·I4-Rlght angle bent tube: %"·27 male and female each end 1.50 

Note: Thread sizes specified as tAl" pipe is I.P .S. 
(Electrical fitting) Measures Approx. 'iii" dla·. 
All adaptors chrome plated. 
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ATLAS SOUND ·CORP. 11·' "", , 

• I 

ATLAS SUPER POWER DRIVERS-COBRA JECTOR 

PD·5VH 

PD·4V 

DR· PROJECTORS-NONRESONANT 
STURDY WEATHER·PROOF 
Atlas DR projectors are the result of many years of 
acoustic research. This costly engineering and elabo­
rate tooling has resulted in projectors that are without 
acoustical or mechanical equal. All acoustical sound 
paths are clean and uniform without steps or pockets 
to disturb the normal function of the horn. These 
critical design features eliminate conditions of turbu· 
lence, frequency cancellation and resultant signal 
distortion. All models are equipped with a heavy duty 
"U" bracket. This bracket is securely fastened to a 
main body casUng which will not fail when subjected 
to extreme conditions of stress, strain and vibration. 

SPECIFICATIONS DR·54 DR·42 
Air Column 4'12 ft. 3'12 ft. 
Low Frequency 115 cps 140 cps 

MODEL CJ·44 ALL PURPOSE WlDE ANGLE PROJECTOR-COMPLETE WITH 
SUPER POWER DRIVER-POLYESTER FIBRE GLASS CONSTRUCTION. 
All weather speaker with "Acousti·Matched" 
built in driver unit. The projector and repro· 
ducer is a single package, match·ed design 
resulting in maximum conversion efficiency. 
(Power input in watts versus sound pressure 
outputJ. The CJ-44 controlled response has 
been carefully restricted within frequency 
limits most useful in P.A. and high level music 
reproduction. As a result, speaker output 
energy is not wasted in the reproduction of 
frequencies that do not contribute to efficient 
performa nce . . ...... List Price $72.50 

Input Power (can!.) 
Power Equalized 
Response· 
Input Impedance 
Response 
Dispersion 
Dimensions-Beli 
Overall length 
Weight 

30 watts 

80 watts 
16 ohms 
150-10,000 cps 
120· x 60· 
23" x 13" 
19" 
16 Ibs. net 
19 Ibs. shipping 

.. I nput range limited to frequencies 
above horn cut off. 

SUPER POWER-SUPER EFFICIENT-DRIVER UNITS 
The new PO series driver units are the result of years of constant research and develop· 
ment. They can be expected to offer a "lifetime" of satisfaction under full power 
application and where the ultimate in frequency response, conversion efficiency and 
trouble-free reliable service is demanded. Specify the PO-50T for the "tough spots." 

PD·50T The last word in advanced design. Offers an absolute maximum of efficiency at 
super power inputs. The only driver to use where a maximum of dependable sound en· 
ergy is required. Equipped with a large multi-match, built in, line matching transformor. 

PD·50 Same as above but less line matching transformer. 

PD·5VT An oversized driver unit complete with universal line matching transformer. 
Primary calibrated for variable impedance circuits as well as for constant voltage 
systems. Convenient terminals for input connections located at base of rear housing. 

PD-5VH The standard of the industry. Offers that extra margin of efficiency due to the 
oversized magnetic circuit-double sealed against all weather conditions. One piece 
full phenolic diaphragm, self aligning-easily serviced in the field. 

PD-4V For all applications-low in cost, high in performance. Hiihly efficient "Alnico 
V Plus" magnetic structure, reliable, tailored response. 

SPECIFrcATIONS PD·50T PD·5VT PD·5VH PD-4V 
Power (continuous)" 50 watts 30 watts 30 watts 25 watts 
Power (equalized response)! 100 watts 60 watts 60 watts 50 watts 
Voice Coil Impedance 16 ohms 16 ohms 16 ohms 16 ohms 
Sound Intenslty# 135 db 130 db 130 db 127 db 
Frequency Response (cps) 70-10,000 80·10,000 80-10,000 75·7,000 
Transformer Imp. Ohms 100,165,250 

SOD, 1000, 2000 
165, 250, 500 --- ---1000,2000 

Trans. Power Taps, Watts 50,30,20, 10 30,20,10 --- ---7.0 Volt Line 5,2.5 5,2.5 
Shipping Weight 8lbs. 7lbs. Sibs. 4lbs. 
List Price $57.50 $47.50 $35.00 $27.50 

PD·50 Same as D-50T Less Transformer $47.50 

• Integrated speech and music full range. t Input range limited to frequencies above hom cut 
off. # Measured 4 ft. on axis, 6 ft. air column with integrated full power input. 

DR-32 

UNIVERSAL MOUNTING BRACKET ACCESSORY 
FOR CJ·44 AND ALL MODELS OF DR PROJECTORS 
MDDEL GB·' This useful accessory is easily and quickly 
a c e o a as proJec ors uSing ype rac e Ita h d t II Atl . t . "u" t b k t 

2'12 ft. mounting. It permits the speaker to be quickly adjusted in 
190 cps both a horizontal and vertical plane and securely locked 

Beli Diameter 26 Inches 21 Inches 15 Inches in position for the most effective sound coverage. Average 
Length (less driver) 19 Inches 16 Inches 14 inches adjustment limits 160· on the horizontal and 65· on a 

Shipping Weight 231bs. 141bs. 101bs. vertical direction. Constructed of b6nderized steel, finished 

List Price $46.50 $34.00 $28.75 
in baked enamel, ali hardwar~ supplied. Shipping weight 
3 Ibs ............................................................... List Price $5.00 
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it . ~'~. ATLAS SOUND CORP . 
ATLAS "COAX-PROJECTOR" - SUPPORT STANDS 

Now ... Hi-Fi P.A. for voice and music - all-weather - compact - high efficiency - rugged - portable - fine appearance. For industrials: wired 
music systems. paging. amusement parks. For the home: on the patio. in the garden or playroom. Excellent for use with outdoor stereo systems. 

MODEL WT-6 "Two Way" system. not a compromise. Two 
individual drivers. two individual horns with built in elec­
tronic crossover filter. All weather high efficiency-indoor 
and outdoor use. Perfect for all applications where Hi Fi is 
a must. A weatherproof cone type driver having a six inch 
throat reproduces the low frequencies. An individual pres­
sure type driver rellroduces the lfigh frequencies. Both 
drivers are loaded with separate horns which minimize 
acoustic phase distortion and intermodulation effects. The 
rugged steel "U" type bracket is fully adjustable for all 
applications. All metal parts are finished in a new modern 
shade of beige which harmonizes with most interiors as 
well as with outdoor surroundings. The leading edge of 
the main flare is mechanically protected and acoustically 
damped with a light brown plastic beading which offers a 
fine and attractive contrast to the overall finish of the 
speaker. All finishes are high temperature baked enamel. 
All metal parts chemically processed prior to finishing. 

WT-6 SPECIFICATIONS 

Power 15 Watts (cant.) 

Frequency 100-15.000 cps 

Impedance 8 ohms 

Dispersion 1200 average 

Sound Level" 118 db 

Crossover 1 ,000 cps prox. 

Bell opening 15 Inches 

Overall depth 12 inches 

Ship weight 161bs. 

"Measured at 4 ft., 800 to 1300 cps sweep 
at rated power. 

List Price $57.50 

MDDEL W-6 Single driver unit. economy model. for 
speech and music. identical in·size. general appear­
ance and construction to the WT-6 Coax-Projector. 
However. the W-6 is not equipped with an individual 
high frequency driver unit and horn. The response 
range of the W-6 is ac1equate for applications where 
good musical reproduction is desired but where the 
ultimate in high frequency response is not required. 
The W-6 is excellent for a wide variety of applica­
tions such as juke box extension speakers. indus­
·trial music systems and outdoor installations of all 

W·6 SPECIFICATIONS 

types ..................................... List Price $42.50 

Power 

Frequency 

Impedance 

Dispersion 

Dimensions 

Shipping weight 

15 Walts (cant.) 

100·8,000 cps 

8 ohms 

1~00 prox. 

Same as WT·6 

141bs. 

MODEL T-ll All purpose line matching transformer. Wide range of impedance taps also 
calibrated in power. steps. Easily attached to WT-6 or W-6. Full description in another 
section of catalog ........ List Price $9.25 

MODEL 55-4 An extremely useful loudspeaker stand for permanent and rental installa­
tions. Can be used with all types of speakers of medium weight and size such as WT-6. 
W-6. etc. An "Easy Off" top fitting is supplied so that the speaker can be attached or 
removed instantly. Cast iron base offers adequate stability and requires a minimum of 
floor space. The upright is full chrome steel tubing and in contrast to the beige shrivel 
base finish results in a stand of fine appearance. The stand extends over 6 ft. in height. 
which is suitable for most applications. Shipping weight 20 Ibs. .. .. .. List Price $19.50 

MODEL RC-6 Radial driver unit projector. The advantage of 3600 coverage often permits 
the use of one speaker where a number of directional speakers would be required to 
obtain smooth and uniform sound coverage. The nonresonant construction with dual 
rubber dampening rings assures clean reproduction even at high power. The RC-6 has 
an acoustic lenght of four ft •• low frequency cut off 150 cycles. diameter 25 inches, 
over all height 22 inches (including bracket). Finished iii gun metal grey. Shipping 
weight 22 Ibs. Supplied less driver unit. See individual description of various model 
driver units that are available ...................... List Price $50.00 

MODEL 55-2 Heavy duty all purpose speaker support stand. The base stability due to 
the wide surface spread offers adequate support for heavy speakers and under adverse 
wind conditions. All parts are of steel properly plated and paint finished. The vertical 
adjustment includes a "double lock" device providing an extra margin of safety against 
accidental release. The SS-2 is rugged and will support several hundred pounds. 
Equipped with an "Easy Off" top adaptor to. facilitate removal or attachment of speaker. 
Height extension 5 to 10 feet. Shipping weight 29 Ibs.. . .. .. List Price $40.00 

RC-6 

T-16 

T-11 

PS-l 

MODEL T-15 50 watt transformer with weatherproof housing. For 
use with CJ-44 and all high power driver units. Universal mounting 
strap permitting various types of mounting to all kinds of speakers. 
SpeCifications: Primary: 100, 165. 200, 250. 500. 1000 and 2000 
ohms or based on a 70 volt line the equivalent power in watts of 
50. 30. 25. 20, la, 5 and 2.5. Secondary: 4, 8, and 16 ohms. Shipping 

MODEL PS-l Pipe stanchion fitting for all speakers using "U" type 
mounting brackets. Adapts all brackets to standard ~" pipe fitting. 
Holes located to match holes in "U" brackets. All mounting !lolts 

weight 3 Ibs. ........ . .............................. List Price $16.50 

MODEL T-16 50 watt transformer only as supplied with T-15. 
List Price $8.50 

supplied .... .. ......................... List Price $2.00 

MODEL H2U Two unit one projector adaptor is recommended when 
it is found necessary to obtain the greatest pOSsible power output 
from a single projector. This device permits the use of two driver 
units with any type. or size projector. either radial or straight 
directional. Construction: Accurately machined aluminum casting. 
All threads 1~"-18 .............................. List Price $11.00 
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ATLAS SOUND CORP. 
ATLAS PAGING AND TALK BACK SPEAKERS 
All New Designs of HU and CJ type speakers are now equipped with the versatile 
"Versa lock" mounting bracket. ·This new rigid, rugged and reliable bracket is completely 
adjustable on both a horizontal and vertical plane: Efficient: these speakers are espe­
cially efficient in the voice frequency range and provide tl}e extra "punch" that over­
rides high level background noise. Talk Back: designed to offer a maximum of efficiency 
in talk back application. The peaked characteristics within the voice frequencies further 
add to the sensitivity at-the speaker as a pickup device. All HU type speakers are 
constructed of aluminum. All parts are -chemically processed prior to final finish in gun 
metal grey, high gloss, high temperature baked enamel. The CJ type speaker horns 
are constructed of nonresonant indestructible fiber glass. All models are 100% weather­
proof under all climatic conditions. 

HU-12N Small in size and low in cost. Excellent for low power paging and talk back 
systems where limited coverage is required. Ideal as a cone speaker replacement for 
many inadequate low power inter-com systems. Offers three times the sound level of 
a small cone type speaker at a given power input. Equipped with the versatile "Versa­
lock" mounting bracket permiting IIpin point" directivity adjustment. 

HU-15N The "work horse" of paging speakers. By far, the most popular all purpose 
trouble free speaker of its type and size. Double sealed against weather conditions_ 
existing in all climates. Its response is excellent for voice fn!6tencies and offers 
natural voice reproduction free from peaks that often cause acoustic feed back and 
poor intelligibility_ "Versa lock" bracket standard equipment. 

HU-24N Very similar to the model HU-15N except that the air column is extended to 
improve the low frequency response and overall efficiency. Excellent for paging and 
talk back system that are also required to reproduce music in industrial and amuse­
ment locations. Equipped with "Versa lock" bracket. 

CJ-14N High efficiency speaker having a one piece outer horn constructed of fiber glass. 
The rectangular design of the horn opening results in a sound dispersion pattern having 
a wide horizontal beam, 100% weatherproof. Equipped with "Versa lock." 

CJ-30N A wide angle speaker of fiber glass construction that confines maximum power 
to a horizontal plane. The one piece horn completely covers all working parts of the 
driver unit assuring trouble free servjce in all climates. The exclusive "Versalockrl 

bracket offers mounting facilities never before available on .any speaker. 

TP-15N Two way paging speaker offers economical bi-directional sound coverage. 
Universal mounting permits dual horns to be faced downwards or outwards from a 
wall surface at a 100 angle. A good choice for long corridors where one driver can do 
the work of two. Saves on installation- costs. 

TP-24N Same as above but equipped with over-sized horns offering lower frequency 
response and added efficiency. 100% weatherproof. 

DU-12 The new DeCor Projector combines the intelligibility, directivity and high 
efficiency of a driver type projector with modern high styling that will harmonize with 
the most ultra modern decor. Finished in natural brushed satin aluminum. Two way 
adjustable bracket has a feed thru for connections. All wiring and line matching trans­
former concealed under canopy. All mounting hardware included for new and existing 
type installations. 

EXPLOSION-PROOF HIGH·EFFICIENCY SPEAKERS 
APPROVED BY UNDERWRITERS LABORATORIES FOR USE IN HAZARDOUS LOCATIONS 
WHERE EXPLOSIVE ATMOSPHERES EXIST. 
Highly efficient due to exclusive design of explosion barrier. 
Class 1 speakers for use in atmospheres containing ethyl ether, cyclopropane, gasoline, 
naphtha, benzine, butane, acetone, lacquer, natural gas, etc. 
Class 2 can be used in Class 1 conditions as well as in atmospheres containing dust 
of magnesium, coal, coke, flour, starch, grain, etc. 
I:fLE-30 type speak~r preferred where space limitations exist; excellent for paging and 
talk back applications, 

HLE-42 type somewhat more efficient due to larger horn SIZe-where maximum coverage 
is required. 

SPECIFICATIONS 
POWER INPUT 
VOICE COIL IMPEDANCE 
FREG. RESPONSE . 
OVERALL LENGTH 
BELL OPENING 
CABLE ENTRANCE 
SHIPPING WEIGHT 
LIST PRICE 

HLE (1 Dr 2) 30 
30 watts 
16ohms* 

300 to 10,000 cps 
17'1. Inches 

14 in. I 6 In. 
v." conduit 

HLE-I-30 
HLE-2'30 

221bs. 
$115.00 
$142.50 

*Also available with 45 ohm V.C. add $1.50 to list price. 

HLE (1 Dr 2) 42 
30 watts 
16 ohms· 

150 to 10,000 cps 
25 inches 

2t Inch diameter 
'!:!" conduit 

29lbs. 
HLE-l·42 $130.00 
HLE-2-42 $157.50 

T-16 line matching transformer-space and mounting facilities available within explosion-proof 
housing for transformer. For details see description of T·16 In anoth~r section of catalog. 

Model HU-12N HU-15N HU-24M CJ-14M 

POWER * 7.5 w 25 w 25w 7.5w 

IMPEDANCEt B ohm B ohm B ohm B ohm 

FREGUENCY C.P.S. 350· 250· 200- 400-
10,000 10,000 10,000 10,000 

LENGTH OVERALt 7V. in. a>,lo in. 12 in. a in. 

BElL DIAMETER 71fz,in. g:y. in. 11'1. In. 9V." IS'!:!" 

SOUND LEVEL .. 115 db 123 db 124 db 115 db 

DISPERSION 120" 100" 95" 120" 160" 

SHIP. WEIGHT 31/.lbs. a Ibs. 6Ib •• 3'!:! Ibs. 
-------

LIST PRICE $27.00 $33.50 $37.25 $30.00 

CJ.30N 

25 w 

B ohm 

250-
10,000 

l1V. in. 

14" 16" 

120 db 

120" 160· 

7 lb •. 

$41.00 

HLE-r·42 
HLE-2-42 

TP-15N 

25w 

B ohm 

250-
10,000 

16'!:!ln. 

9>,10 In. 

120 db 
eacb born 

100· 
each horn 

7'1.lbs. 

$52.00 

TP-24N 

25 w 

Bohm 

200-
10,000 

23 in. 

l1V. in. 

12.1 db 
each born 

95· 
each horn 

a Ibs. 

$57.50 

DU-12 

7.5 w 

a ohm 

400-
10,000 

14 in. 

7 in. 

114db 

ItO· 

4lbs. 

$33.00 

Note: Add $1.00 t. list of all models if 45 ohm impedance Is required 
.. Measured at 4 ft. on axis rated power 

.'nput range limited to freQuencies above horn cut off 
t All models available in 45 ohms-add 45 ohms after model No. (Example: HU·1SN-45) 
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ATLAS SOUND CORP. 

T·5 

WM·l 

ATLAS TRANSFORMERS - BAfFLES - ACCESSORIES 
NEW MODEL DC·5 CONE SPEAKER TYPE "DECOR" PROJECTOR 
The new DC·5 fills the long·felt need for a speaker with two desirable features: The small size 
and fine appearance necessary for the most discriminating applications; and pleasing low 
level reproduction of both voice and music. 
Both of these features, along with many others, are incorporated in the design of the DC·5. 
The modern, straight·line, lighting fixture contours and the brushed natural aluminum finish 
are acceptable anywhere. The DC·5 is not obviously a loudspeaker; it does not offend or clash 
with surroundings, but blends into the background styling in an unobtrusive manner. 
The DC'5 is designed ar\lund a high quality five·inch cone speaker, and is enclosed in a semi· 
directional housing. The effective low frequency response, as a result of the cone type repro· 
ducer, adds naturalness to voice frequencies and a pleasant timbre to low level musical 
reproductiqo. 
The semidirectional horn and complete directional contror of the mounting bracket permits 
the sound coverage to be confined to the required service area. It is therefore an excellent 
speaker for use in churches, funeral homes, hotel lobbies, restaurants and all reasonably 
quiet areas where appearance and ease of installation must be carefully considered. The OC~5 
is semiweatherproof, and will resist dampness 
and humidity, but is not recommended for com· 
pletely unsheltered outdoor' application. 
The "positive lock" bracket permits the speaker 
to be easily directed either horizontally or ver· 
tically. Connections feed thru the bracket, and all 
wiring, transformers, etc., are concealed behind 
the canopy. The canopy is equipped with an 
adaptor strap for an electrical outlet box or for 
direct mounting on a wall or ceiling surface. All 
parts are finished in brushed, natural aluminum, 
followed with a clear lacquer protective coating. 

DC·S SPECIFICATIONS 

Power (cant,.) 

Impedance 

Response 

Overall length 

Bell Dla. 

Shipping Weight 

List Price 

6 watts 

8 ohms 

120·7000 cps 

14 inches 

7 inches 

3 Ibs. 

$22.00 

MODEL T·ll Transformer housing and bracket is completely weatherproof and 'may be easily 
attached to any model HU, CJ or TP type speaker. The transformer accordingly becomes part 
of the speaker assembly .. It can be pre·wired to the speaker with the entire speaker and trans· 
former assembly installed in pOSition as a single pre·wired unit. Power reminder: The T·ll is 
equipped with a novel power input scale and painter. The pointer is set in accordance with 
the power input connections to the transformer primary. A ready reference for any speaker 
power changes that may be required in final, overall system adjustments. Transformer is 
varnish impregnated and equipped with properly marked soldering lugs. Specifications: Pri· 
mary: 45, 325, 500, 1000, 2000, 4000 and BOOO ohms-or based on 70 volt line: 15, 10, 71(2, 5, 
2.5, 1.25, .65 watts. Secondary 4, Band 16 ohms. ..List Price $9.25 

MODEL T·5 Transformer is especially designed for use with the DU-12 and DC·5 DeCor speakers. 
The transformer is equipped with a bracket so that it may be easily mounted under the 
speaker mounting canopy without difficulty. The T·5 is a small but high efficiency transformer 
that will not introduce a serious insertion loss. Specifications: Primary: 670, 1000, 2000, 4000, 
BOOO and 16,000 ohms-or based on a 70 volt line: 7.5, 5, 2.5, 1.25, .62 and .31 watts. 
Secondary B ohms' ... List Price $5.00 

MODEL WM·l Car Window Speaker Support. This bracket can be quickly and safely attached 
to practically any car or truck window without the use of tools. It will not cause damage to 
the paint finish, window glass or adjustment mechanism. 
The WM·1 bracket will adequately support speaker models such as the HU·15N, HU·12N and 
CJ·14N. The bracket does not rely on the rubber suction cup for secure attachment. The 
bracket has ~ rubberized cork lined channel that slips over the top of the window glass. 
Raising the window locks it tightly against the top window slot. 
Neat in appearance and quickly converts any car into a mobile sound vehicle. All hardware 
supplied for attaching speaker to the WM·1, constructed for sheet steel, finished in grey 
enamel .......... List Price $5.00 

MODEL H R-3 The new Atlas Super· Tweeter is the 
latest development in a versatile high frequency 
reproducer. A super efficient tweeter which now 
goes Hover the top" in response-with a silky 
smoothness, a wide angle distribution pattern and 
a complete freedom from distortion. All parts 
comprising acoustic path constrwcted of "preci~ 
sian controlled" die castings. Each diaphragm 
checked for weight and compliance in order to 
assure functional uniformity in production. 

HR·3 SPECIFICATIONS 
Response 2000·17 ,SOD. cps 
Impedance 12·16 ohms 
Power 3S watts (prox.) 

Width (front) 
Height (front) 
Depth overall 
Cabinet opening 
Shipping Weight 
List Price 

program capacity 
7V2 inches 
3 inches 
.6V2 inches 
6" x 2" 
3 lb •. 
$27.50 

MODEL TW-9 "Armor Plate" construction truly describes the material used in the 
fabrication of the new Atlas speaker enclosure. The resultant ~trength and weight plus 
internal acoustic treatment, provide~ an enclosure free from resonance and mechanical 
vibration. Every con~ideration has been given to the design to make for ease of 
installation under the wide variety of mounting conditions occurring in both new and 
existing construction. The TW·9 is a "two way" baffle especially suited for use in 
corridors and other locations where sound is to be distributed bi-directionally-can be 
mounted on either wallar ceiling surfaces. A universal mounting plate is furnished 
to facilitate mounting on plain flat wall surfaces or on various types of standard 
electrical outlet boxes-chemically treated again~t corrosion prior to a final finish in 
a new modern shade of beige enamel. This neutral color harmonizes with most interior 
locations. The grill openings ar.e protected and decorated with a plastic woven cloth. 
All speaker mounting hardware and wall fastenings are included. Overall size: diameter 
of housing 9 inches, depth 5 inches, base measures 6 in. x 5 in.-will accommodate any 
type of B'~ cone. Shipping weight 4 Ibs. . .. ...... List Price $13.00 

TW·9 TW·B 

MODEL TW .. 8 "Two way" is a very popular 8" cone speaker enclosure 
having a wide range of applications-will accommodate any type of 8" 
cone. Baffle utilizes front and back wave of cone speaker for coverage 
in long cortidors or central locations. Constructed of steel, phosphate 
treated prior to a finish in neutral grey enamel. Grill openings pro· 

tected with grey flock coated screens. A universal Uquick mount" 
bracket is included which permits orientation to almost any angle. 
All speaker mounting hardware included. Overall diameter .9 inches, 
depth 5 inches. Shipping weight 31/2 Ibs. .. ....... List Price $10.00 
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I SECTION 1320 I 
ClDiurn. Hi-Fi Speakers 

C-4FT 

C-3CT 

C-12NR 

C-IFR 

C-SNR 

C-1SN3W 

CATHEDRAL SERIES HIGH-FIDELITY SPEAKERS 
TWEETERS 

MODEL C-46CT (1500-20,000 CPS) 
New high register adder - Highest Quality. Ideal for use with any high fidelity system to 
assure pure high frequency tones with accurate reproduction of 1000 to 20,000 cps. Axial 
sensitivity is 98 db ± 3 db. Matched to 8 ohms. 
Cletron Model C-46CT Tweeter-Audiophile Net ____________________________________________________ $8.50 

MODEL C-4FT (1800-1S,500 CPS) 
An excellent 4" tweeter with a range of 1,800-18,500 cps, ± 5 db. May be used with 
capacitive or inductive crossover. Heavy 3.16 oz. Alnico V magnet; X,' voice coil. Power 
handling, 10 watts. Impedance, 8 ohms. 
Cletron Model C-4FT TW~~DEtC<l!4~!j!lll ~O-12;500-CPS)-------------------------------- $6.50 -

Identical to Model C-4Ff except: Has 1.47 oz. Alnico V magnet; power handling, 8 watts. 
Cletron Model C-4CT Tweeter-Audiophile Net. ______ .. __________________________________________ . $4.75 

MODEL C-3CT (1800-18,500 CPS) 
A 3" tweeter for multiple speaker installations with series-parallel voice coil connections 
and where twO tweeters are ·used. May also be used as a single tweeter. Range, 1,800-18,500 
cps. ± 5 db. Has 1.47 oz. Alnico V magnet; X,' aluminum form voice coil. Power handling, 
10 watts. Impedance; 8 ohms. 

MODEL C-3CT4 (IS00-12,500 CPS) 
For use where twO tweeters are used in series and connected to 8-ohm network. Same as 
C-3CT except: Range, 1,800-12,500 cps, ± 5db; 4 ohm voice coil; power handling, 4 watts. 
Cletron Model C-3CT4 Tweeter-Audiophile Net ____________________________________________________ $5.30 

FULL SCALE-WIDE RANGES WITH HIGH FREQUENCY DIFFUSERS 
MODEL C-12NR (45-16,000 CPS) • 

Ideal for use in back-loaded enclosure with or without tweeter unit. Finest double cone 12" 
speaker with a range of 45-16,000 cps. Air resonance, 30 cps. Has 16 oz. Alnico V magnet 
(12,500 gauss) ; 2" aluminum form voice coil. Power handling, 25 watts. Impedance, 8 ohms. 
Overall depth, 7". 
Cletron Model C-12NR-With high fr.equency diffuser. Audiophile Net ______________________ $33.50 

MODEL C-SNR (60-12,500 CPS) 
Mid-range double cone 8" speaker for use in multiple speaker systems with high power 
requirements or as a single speaker where, excellent mid-range reproduction is required. 
Range, 60-12,500 cps, ± 5 db. Air resonance, 65 cps. Has 16 oz. Alnico V magnet (12,500 
gauss); 2'" aluminum form voice coil. Power handling. 16 watts. Impedance, 8 ohms, 
Overall depth, 5". 
Cletron Model C-SNR-With high frequency diffuser. Audiophile Net .................... $27.00 

. MODEL C-SFR (65-16,000 CPS) 
Popular in high fidelity applications of moderate power or as a perfect speaker for excellent 
public address applications. A double cone 8" speaker with a range of 65-16,000 cps. ± 5 db. 
Air resonance, 70 cps. 3.16 oz. Alnico V magnet (9,500 gauss); %" aluminum form voice 
coil. Power handling, 8 watts. Impedance, 8 ohms. Overall depth. 3 %". 
Cletron Model C-SFR-With frequency diffuser. Audiophile Net ...... ___ ....................... __ .. $15.00 

MODEL C-SMFR (1000-6000 CPS) 
New solid basket mid-range has high compliance characteristics. Mates with any system. 
Solid basket eliminates interaction when mounted in same cavity as woofer. Axial sensi­
tivity of 95 db (±5 db). Aluminum voice coil form handles power up to 12 watts. 
Impedance, 8 ohms. Cletron Model. C-SMFR Midrange-Audiophile Net __________ $13.20 

COAXIAL HIGH-LOW DUETS WITH BUILT-IN CROSSOVERS 
MODEL C-12PC (35-1S,500 CPS) 

A 12" .coaxial speaker with a range of 35-18,500 cps; ± 5 db. Woofer has extta heavy 
21 oz. Alnico V magnet around 2" aluminum form voice coil; 25 watts power handling. 
Tweeter is C-4CT. Air resonance, 35 cps. Impedance, 8 ohms. Overall depth, 7". 
Cletron Model C-12PC-With built-in crossover. Audiophile Net ............. __ ............... $53.50 

MODEL C-SJC (60-12,500 CPS) 
Frequency range, 60-12,500 cps, ± 5 db. The 8" woofer has a 6.8 oz. Alnico V magnet, 
1" aluminum form voice coil. The C-3AT, 3" tweeter, has a X.' voice coil and a .68 oz. 
Alnico V magnet. Air resonance, 65 cps. Power handling, 8 watts. Impedance, 8 ohms. 
Overall depth, 5". Cletron Model C-8JC-With built-in crossover. Audiophile Net $IS.00 

WOOFERS 
MODEL C-12RW (16-4000 CPS) 

Most efficient 12" bass speaker available. FleX-Edge cone permits full 1" excursion at 16 cps 
wirh only 4 watts input. A 6 ~ lb. ceramic Indox magnet structure for over one mill,on 
Maxwell lines. High compliance for organ or drum tonal response. Aluminum voice coil 
operates efficiendy. at 5 watts; peaks at 35 watts, 25 watts continuous program. Efficiency 
cuts out before 4000 cps. Ideal for folded horn o~ in~nite baffles. Matched to 16 ohms. 
Cletron Model C-12RW Flex-Edge Woofer-AudIOphIle Net _____________________ $59.00 

MODEL C-12RDW DUAL WOOFER FOR STEREO 
Same fearures as C-12RW above, but has bifilar winding on voice coil for dual channel use. 
Assures in-phase balance from both amplifiers. Permits smaller second baBle without loss 
of bass response on second channel. 
Cletron Model C-12RDW Flex-Edge Dual Woofer-Audiophile Net ________________ $64.00 

MODEL C-12PW (30-5000 CPS) 
A 12" speaker with a range of 30-5,000 cps, ± 5 db. Has 21 oz. Alnico V magnet. 2" 
aluminum form voice .coil. ,Air resonance, 35 cps. Power handling, 25 watts. Impedance, 
8 ohms. Overall depth, 7". Cletron Model C-12PW Woofer-Audiophile Net ____ $50.50 

C-12PC 

CM12PW 

C-1233 

CLETRON SPECIAL SERIES SPEAKERS 

NEW, IS-INCH WOOFER (20-4000 cps) 
MODEL C-18N3W 

The absolute ultimate in a quality woofer. Complete Cletron at­
tention to every aspect of engineering detail assures the richest 
true-bass possible. 
This speaker is specifically designed to handle those difficult sound 
applications such as large, open areas where tremendous volume 
and high power is required. 
A~ extra-long voice coil is built within an extra large 6-inch 
spider to assure complete freedom of linear cone movement with­
out loading. Heavy cast aluminum construction eliminates basket 
resonance. II-lb. 'Alnico V' m"l!netic structure. Free air resonance 
is 20 cps. Matching impedance lS 8 ohms. Handles 75 wattS. Has 
the necessary, accurately controlled distortion required to reproduce 
the deepest of chords . . . a unique engineering achievement that 
further enhances the listenable richness of this new Cletron 
masterpiece. 
Cletron Model C-1SN3W Woofer -Audiophile N", _______ $180 
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Catalog Size Basket Magnet 
No. in. Type Ounces 

*SS69JW8 6x9 Oval 6.8 ALNICO V 
*SS69JW4 6x9 Oval 6.S ALNICO V 
*SS69JCFE 6x9 Oval 8 oz. Ceramic 

SSBEC 8 Round 2.1S ALNICO V 
*SS8JW 8 .Round 6.S ALNICO V 
*SSBFCR 8 Round 4 oz. Ceram ic 
'SSBFCRT 8 Round 4 oz. Ceramic 

SSBJCM 8 Round 8 oz. Ceramic 

*tSSBJCMT S Round S oz. Ceramic 
*SSBJFE 8 Round 6.8 ALNICO V 
SS10PFE 10 Round 21.S ALNICO V 
SS12JW 12 Round 6.8 ALNICO V 
SS12JC 12 Round 8 oz. Ceramic 

tSS12JCT 12 Round 8 oz. Ceramic 
SS12PFE 12 Round 21.S.AlNICO V 

Key: SS • special series W • wide range 
• 70 volt transformer-lf4 to 4 watts 
t 70 volt transformer-¥2 to 8 watts 

Net 

Impedance 
Dealer and VoIce Mtg. Holes 

Coli Size Watts Ctrs·lns. Depth In. Net 
8 Ohm 1" 6-12 4% x6X. 4){~ $ B.OO 

3.2 Ohm' 1" 6-12 4% x61i'. 4){. B.OO 
8 Ohm 1" 6-12 4% x6X. 2'~. B.25 

8 Ohm~" 4- 9 SU.xSU. 4¥2 7.50 
S Ohm I" 6-12 SU. xSU. 4U. B.25 
8 Ohm 0/4" 8- 9 SU. xSU. 2,%, 7.00 
8 Ohm~" 8- 9 SU. xSU. 2% 10.35 
8 Ohm 1" 6·12 SU.xSU. 2'~. 7.65 

8 Ohm 1" 6-12 SU. xSU. 2'~. 
11.00 
II.BO 

'8 Ohm 1" 6-12 ·SU. xSU. 4% B.35 
8 Ohm 1¥2" 12-20 6'~.x6'~. S~. 27.60 
8 Ohm 1" 6-12 8lf4 XSlf4 6~. 10.95 
8 Ohm 1" 6-12 8lf4 x8lf4 4lf4 10.35 
8 Ohm I" 6-12 Slf4 x8lf4 4lf4 14.50 

S Ohm lW' 12-20 Slf4 x8lf4 S29"" 31.44 
C • ceramic FE· flex edge T - transformer * has HI-Fi Diffuser-type dual-cone 

© U.C.P., Inc. 



SECTION 1320 

Stereo Kits, Speakers 
CATHEDRAL HIGH FIDELITY KITS 
MODEL C-33812 MATCHED SET 

Features the Cletron 12" Flex- Edge woofer with ceramic Indox magnet for over 
one million Maxwell lines. May be used in either stereophonic or monophonic 
sound 8Yl'ltems. The new development Flex-Edge cone is specifically designed 
for easier linear movement and has an unusually heavy body to prevent break-up 
of bass mid-tones common to other woofers. High compliance, 16 cps to 4000 
cps, Full one-inch excursion of cone, with aluminum voice coil form, at 16 cps 
with only four watts input. Handles 25 watts continuously and 35 watts peak 
power. Operates efficiently at only five watts. Efficiently cuts out before 4000 
cps. Kit includes Model C-SMFR mid-range speaker for 1000-6000 cps, with 
an axial sensitivity of 95 db (± 5 db). Has aluminum form voice coil. Fea­
tures solid basket construction, eliminating the interaction effect wqen used 
in the same cavity as the woofer. Upper range is accommodated by the use of 
two Model C-3CT Quality three-inch tweeters with a range of 1800-18,500 cps, 
completing the audio spectrum. Tweeters are designed primarily for multiple 
speaker systems where two tweeters are used. L-C network Model C-1220 
matched for perfect operation has remote control for fine-tuning the mid-range 
output to suit individual tastes. 
Cletron Model C-S3812 Matched Set-Audiophile Net ___________________________ $98.00 
Rugged, modern, lightweight cast aluminum models with or without hanger. 
Volume control, 2-conductar cable and all weather 4-inch speaker. Complete 
Model 21D (4%11 x 7%" X 314."') designed (or wall mounting. Available as 
13 ohm or 45 ohm for receive and/or transmit. Either cabinet model 
includes Cletron famous 4" all weather speaker. Cast aluminum housing. 

L-C NETWORKS 
MODEL C-800 HIGH PASS FILTER 

Designed to divide audio between woofer and tweeter in two-speaker system. 
Matches 8, 16 ohms. Capacity, 30 watts. Frequency range, 2000-20,000 cps for 
tweeter. Self-contained. Protects tweeter from damage. Size: 4%," x 2:!h" 
x l%'''d. 
Cletron tlodel C-800 H iuh- Pass Filter-Audiophile Net _______________________ $7.50 

MODEL C-1200 TWO-WAY L-C NETWORK 
Designed for two-speaker system and matches 8 and 16 ohms. Eight ohms 
crossover is 2000 cps; 16 ohms crossover is 1500 cps. Has 12 db. per octave 
attenuation. Handles up to 50 watts. GoM anodized case, 5" x 572" x 2%,". 
Cletron Model C,1200 Two-Way L-C Network-Audiophile NeL ________ $17.00 

MODEL C-1220 THREE-WAY NETWORK 
Matching 8 and 16 ohm impedance with "L" pad remote control for flne tun­
ing of mid-range output. Crossover: Bass, 15-1500 cps; mid-range, 500-5000 
cps; tweeter, 2000 cps (12 db per octave). Insertion loss is less than 1 db. 
Power handling up to 50 watts. Gold anodized case, 5" x 5%" X 2%,". 
Cletron Model C-1220 Three-Way Network-Audiophile NeL ______________ $21.50 

DRIVE-IN SPEAKERS 
Rugged, modern, lightweight cast aluminum models with or without hanger. 
Volume control, 2-conductor cable and all weather 4-inch speaker. Complete 
units or cones only. Quantity prices available at your request. 

HEAVY DUTY INTERCOM SPEAKERS 
Cast aluminum Model 21 (4" x 6" x 2,%") available with or without hanger. 
Model 21D (4%'" x 7%" x 3lA1") designed for wall mounting. Available as 
13 ohm or 45 ohm for receive and/or transmit. Either cabinet model 
includes Cletron famous 4" all weather speaker. Cast aluminum housing. 

REPLACEMENT AND AUTO SPEAKERS 

12" 
(PM-12LR) 

PM OVAL SPEAKERS 
Size Cletron Magnet V.C. Mtg. Hole 
In. No. Wt. Oz. Size Watts C't'rs In. 

3x 5 PM-3x5C 1.47 u.' 2-4 2U. x 3X. 
2 x 10 PM,210· 1.47 X6" 2-4 74J(4 x 2U, 
4 x 10 PM-41 0 1.47 314" 6-8 31(4 x 67/8 
4x 6 .PM-46A .68 1i'6" 2-4 3%x4% 
4x 6 ePM-46B 1.00 ""6" 2-4 3% x4% 
4x 6 ePM-46C 1.47 'f/' 2-4 35/8 x 4% 
5x 7 PM-57 .68 'f6'1 2-4 4'X,x4'X, 
5x 9 PM-57A .68 "'6" 2-4 4'X,x4'X, 
4x 80PM-4SC 1.47 u.' 2-4 5'%"4X 3U4 
5x 7 ePM-57B 1.00 X.' 2-4 4'X,x4'X, 
5x 7 ePM-57C 1.47 ~6'1 2-4 4'X,x4'X, 
5x 7 PM-57E 2.15 %", 4-9 4'X,X4'X, 
5x 7 PM-57FC 3.16 3fiI." 4-9 4'X, x4'X, 
6x 9 :/:PM-6920 1.73 1" 4-9 4% x 6X. 
6x 9 :/:PM-6921 1.73 1" 4-9 4% x 6U. 
6 x 9 "PM-6922 2.15 1" 4-9 4% x 6X. 
6x 9 PM-6923 1.73 1" 4-9 4% x 6U. 
6x 9 PM-69DC 1.47 U,' 4-9 4% x 6U. 
6x 9 PM-69D 1.47 3!4 u 4-9 4% x 6U. 
6x 9 PM-69D8 1.47 %" 4-9 4% x 6U. 
6x 9 PM-69E 2.15 %" 4-9 4% x 6X, 
6x 9 PM-69FC 3.16 314" 4-9 4% x 6U, 
6 x 9 PM-69EI 2.15 1" 4-9 4% x 6X. 
6 x 9 PM-6912 1.73 1" 4-9 4% x 6U. 
6 x 9 PM-6914 1.73 1" 4-9 4% x6U. 
6x 9 PM-69 1.00 ~6n 4-9 4% x 6U. 
tReplacement for Am Motors. 
Motor Structure inverted. 

OReplacement for lark. 
• Includes bracket and tapped holes for mounting. 

© U.C.P., Inc. 

$9.30 De.ler Net 

S' 
(PM-SA) 

Depth 
In. 

2U, 
2'%, 
3 
2 
2'18 
2U, 
2'%, 
2,%, 
2'U, 
2'%, 
2'~. 
31(8 
31(4 
3 
3 
21(4 
3 
3%, 
31/4 
3'14 
3~, 
3U. 
2'18 
3 
3 
3%, 

Dealer 
Net 

$3.06 
4.14 
4.05 
2.97 
3.06 
3.27 
3.09 
3.36 
3.54 
3.54 
3.75 
4.47 
5.19 
5.26 
5.78 
6.80 
5.04 
4.15 
4.05 
4.05 
4.62 
5.37 
5.70 
5.01 
5.01 
3.42 

Net 

WOOFER-TWEETER COMBINATION WITH 

SOUNDING BOARD AND CROSSOVER NETWORK 

MODEL C-1233 (30-18,500 CPS) 

The crossover in C-1233 functions at 1,800 cps and "crosses over" 
at the rate of 12 db per octave. Designed for either wall installation 
on 16" joist centers, installation in a back-loaded enclosure or for 
conversion of an older console to high fidelity sound. Consists of 
one 12" woofer with a 21 oz. Alnico. V magnet and 2" voice coil, 
twO 3" tweeters with 1.4 7 oz. Alnico V magnets and "'6" voice 
coils, and a completely shielded L-C crossover network, all 
mounted on a plywood mounting board 16" x 20" with a depth 
of 7" from the front of the baflle to the back of the speakers. 
Frequency range, 30-18,500 cps_ Air £csonance, 35 cps. Power 
rating, 35 watts. Impedance, 16 ohms. _ 

Cletron Model C-1233 -Audiophile Net ____________________ $60.00 

Model Description 

- No. 1 Ceiling Baffle_ 
56 8" with 4 oz. Ceramic & 70 V.T. 
57 8" with 4 oz. Ceramic & 25 V.T. 
58 8" with 8 oz. Ceramic & 70 V.l. 
59 8" with 8 oz. Ceramic & 25 V.T. 

1'10_ 2 Ceiling Baffles. 
60 8" with 4 oz. Ceramic & 70 V.l. 
61 8" with 4 oz. Ceramic & 25 V.T. 
62 8" with 8 oz. Ceramic & 70 V.T. 
63 8" with 8 oz. Ceramic & 25 V.T. 
All output transformers-V:! x 1(2. 
64 8" with 4 oz. Ceramic & 70 V.T. 
65 8" with 4 oz. Ceramic & 25 V.T. 
66 8" with 8 oz. Ceramic & 70 V.T. 
67 8" with 8 oz. Ceramic & 25 V.T. 
All output transformers-1(2 x V:!. 

Dealer 

$12.96 
12.96 
15.80 
15.S0 

13.53 
13.53 
17.04 
17.04 

$13.S6 
13.S6 
16.65 
16.65 

Cleveland Electronics Inc., 1974 East 61st Street, Cleveland 3, OhIo 

AUTOMOBILE REAR SEAT SPEAKER KIT 
Stereo effect in your car! Popular, universal designs. Complete for Quick 
and easy trouble-free installation. Fit almost every car. Now, you can please 
both front seat and rear seat passengers. Full power • Alnico V' magnetic 
structure. Handsome, high lustre protective grille incorporates a new bame 
principle for improved dispersion of sound. Complete kit includes mounting 
template and easy to follow instructions. 
6" x 9" speaker; Model 24 Kit _________________________________________ Dealer's Net $5.10 
6" x 9" dual-Clone, heavier magnet Hi-Fi Speaker; ModeJ34Dealer's Net $6.50 
(5" x 7" speaker kits also available and priced proI)ortionately lower.) 

Size 
In. 

2% 
3'12 
4 
4 
4 
4 
4 
4 
5 
5 
5 
51(4 
6 
6 
6 
6 
6 
7 
7 
8 
8 
8 
8 
8 

10 
10 
10 
12 
12 
12 

Cletron 
No. 

PM-2P2" 
ePM-3A 
ePM-4A 

PM-4P2 
PM-4 

ePM-4B 
ePM-4C 
ePM-5A 
ePM-5B 
.PM-5C 

PM-5 
PM-5CA 
PM-6 
PM-6B 

ePM-6C 
PM-6E 
PM-6F 
PM-7EA 
PM-7FA 
PMoS 
PM-SO 
PM-8E 
PM-8El 
PM-SEA 
PM-IDE 
PM-lOG 
PM-l0 
PM-12 
PM-12G 
PM-12H 

STANDARD PM SPEAKERS 

Magnet V.C. 
Wt. Oz. Size 

.65 116" 
.68 X/' 
. 68 X6" 
. 73 ~6" 
.53 U,' 

1.00 X6" 
1.47 X/' 

.68 ~/' 
1.00 X/' 
1.47 X,' 

. 68 X6" 
1.47 'X6" 

.68 U,' 
1.00 X.' 
1.47 "'6" 
2.15 3/4" 
3.16 314" 
2.15 314" 
3.16 lit 

. 68 U6" 
1.47 314" 
2.15 %" 
2.15 1" 
2.15 34" 
2.15 3/4" 
3.16 1" 
1.00 314" 
1.47 314" 
3.16 lIt 
4.64 1" 

Watts 

250 mv 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
2-4 
4-9 
4-9 
4-9 
4-9 
2-4 
4-9 
4-9 
4-9 
4-9 
4-9 
6-12 
4-9 
5-10 
6-12 
6-12 

Mtg. Hole 
C't'rs In. 

2'~.x2'~. 
3~. x 3~ • 
3~.x 3~ • 
3~, X 3~, 
3~. X 3~, 
3~. X 3~, 
3~. x 3~. 
3~. X 3~, 
3~.x 3~. 
3~. x 3~ • 

4x4 
4%x4% 
4%x4% 
43;8 x 4% 
4%x4% 
4% x4% 
4'14 x 5% 
41(4 x 5314 
5~. x 5~ • 
5~. x 5~. 
5~.X 5~. 
5~.x 5~. 
5~. x 5~. 
6'~. X 6'~. 
6'~. X 6'~. 
6'~.x6';/f. 
8'14 x 8'14 
81(4 X 8'14 
81(4 X 81(4 

Depth 
In. 

11(8 
1314 
1q'8 
1% 
1U. 
2){. 
2'1s 
2%, 
2U, 
2'X, 
2%, 
2'%, 
2X. 
2r,. 
2,%, 
2'~. 
3 
31(4 
3~. 
3 
2'~. 
3~, 
2){. 
3% 
4 
4'1s 
3314 
4% 
4q'8 
5'1s 

Dealer 
Net 

$2.88 
2.37 
2.34 
2.37 
1.S6 
2.49 
2.70 
2.52 
2.73 
2.94 
2.19 
3.06 
2.64 
3.09 
3.27 
3.54 
4.14 
4.80 
5.04 
3.21 
4.29 
4_71 
5.70 
4.71 
5.70 
6.33 
4.29 
6.60 
S.70 
9.60 

NOTE: Voice coil impedance, 3_2 ohms. "Or, 946/ .4'x2'~2'. PM-57FC and 
PM-69FC have Hi-Fi diffuser type dual cones. PM-6914 is a replacement 
for Ford. PM-6912 is a replacement for Delco. PM-69EI and PM-8EI 
have an inverted motor structure to reduce its depth. :/:20 ohm center 
tapped voice coil. 

8 
8 
8 

10 
12 
12 
12 
15 

PM·SH8 
PM-SFRC 
PM-81M 
PM-l0IR 
PM-12IR 
PM·12LR 
PM-12CR 
PM-15CR 

4.68 
3.16 
6.80 
6.80 
6.80 

10.00 
6.80 
6.80 

1" 
3/4" 

1" 
1" 
1" 

11j411 

1" 
1" 

6-12 
4-9 
6-12 
6-12 
6-12 

12-20 
6-12 
6-12 

5~.x 5~. 
5~.x 5~. 
5~.x 5~. 
6'~. X 6'~. 
8'14 X 81(4 
8~'" X 8'14 
8'14 X 81(4 

101(4 X 101(4 

3'){. 
3'12 
4 
4% 
5~. 
5~. 
7 
8 

$ 5.97 
5.46 
8.01 
9.00 

10.20 
11.SS 
16.62 
21.60 

Note. Voice coil impedance, 8 ohms. PM-12CR is coaxial with 
separate 4-inch tweeter and crossover network built in. PM-15CR Is 
a coaxial with separate 5-incil tweeter and crossover network built in. 
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SEtTION 1320 

HEADPHONES By C. F. CANNON CO. 

THE "CHIEF" 
Cannoh-Ball Bakelite Headset 

A high quality headset of durable molded black 
plastic. Attractive in appearance, it is a sensitive 
and practical phone for every headset use. Inside 
terminals. Diameter of diaphragm is 2h". Double 
coils, two in each receiver. Alnico permanent mag .. 
nets. Supplied with vinyl plastic covered headband 
with permanent adjustment and no removable 
parts. Cotton covered cord, 4'h ft. long. 

CC·2-2000 ohms D.C .••••••••. List $4.15 Net $2.49 
CC·3-3000 ohms D.C ..•••..... List 4.40 Net 2.64 
CC·S-5000 ohms D.C .......... List 5.75 Net 3.49 
CC·ll-ll ohms D.C ........... List 4.15 Net 2.49 

ALNICO MAGNETIC No. 15 
A new, small size, extra sensitive double headset, light 
In weight. Diameter of diaphragm 1 %". Molded cap 
and case. Steel adjustable headband. 4'h ft. cord. 
AM ·15·2 ..................... Llst $3.65 Net $2.19 
AM·lS·3 ..................... List 3.90 Net 2.34 

CANNON-BALL "ALNICO," 
Single Headphone 

Equal In clarity and volume to most double 
headsets, efficient' and attractive. Permits listen­
Ing while being addressed by others. Concealed 
terminals. Diaphragm 1 %". Bakelite case and 
caps. Alnico magnet, double coils. 4'h ft. cord. 
Spring steel headband permanently attached. 
AM-15-1-1000 ohms D.C .•.••••.. List $2.00 

Net $1.20 

BRANDES "SUPERIOR" 
Matched Tone Headset 

A rugged headset, millions of which are in 
use all over the world. Large size dia­
phragms of 2 %" diameter assure efficient 
performance. Outside terminals, with pol· 
ished aluminum cases and bakelite caps. 
Double coils, two in each receiver. Chrome 
steel magnets. Steel headband with perma­
nent adjusment. 4'h ft. cotton covered 
cord. 
BS·2-2000 ohms D.C. List $4.30 Net $2.58 

BRANDES "ADMIRAL" 
Matched Tone Headset 

The Brandes "Admiral" is of the same gen­
eral construction as the Brandes Superior, 
but has terminals on the inside. 
BA,2-2000 ohms D.C. List $4.30 Net $2.58 
BA-3-3000 ohms D.C. List 4.80 Net 2.88 
BA-S-5000 ohms D.C. List 6.00 Net 3.60 

THE "MASTER" 
Cannon-Ball Headset 

Used extensively in hospitals and other in­
stitutions as well as for general purposes, and 
is especially recommended for institutions. 
Inside terminals Aluminum cases with black 
bakelite caps. Spring steel adjustable head· 
blind with no removable parts. Diaphragm 
2n( diameter. Double coils. Chrome steel 
magnets. 4'h ft. cotton-covered cord. 

MC·2-2000 ohms D.C ... List $4.30 Net $2.58 
MC·3-3000 ohms D.C ... List 4.65 Net 2.79 
MC·5-5000 ohms D.C ... List 5.75 Net 3.45 

CANNON-BALL "EMPIRE" 
Lightweight Headset 

A low-priced light-weight headset with large 
magnet and double coils. Reproduces with 
clarity and good volume. Diameter of dia­
phragm is 1 % f'. Polished aluminum cases 
with bakelite caps. Steel adjustable head­
band. 4'h ft. cord. Inside terminal con· 
nections. 

EC-2-2000 ohms D.C ... List $3.80 Net $2.28 
EC·3-3000 ohms D.C ... List 4.05 Net 2.43 

THE "DIXIE" 
Cannon-Ball Headset 

The "Dixie" is of the same general construc­
tion as the "Master" headset except that the 
terminals are on the outside. Bakelite case 
Alnico magnets. 

CD·2-2000 ohms D.C ... List $3.90 Net $2.34 
CD-3-3000 ohms D.C ... List 4.15 Net 2.49 

CANNON-BALL 
ALNICO MAGNETIC No. 25 
A New Headset of Unusual Quality, Effi­
ciency and Durability, powered by Alnico 
V magnets. 

The headband is covered by attractive 
black extruded vinylite and provides ut­
most wearin,r comfort. Limit. turn of 
phone to prevent twisting of cord. Cap 
and case of molded plastic. Large size 
diaphragm 2 % ". Equipped with sanitary 
moisture-resistant plastic cord with riveted 
crotch piece. 

AM·2S-2 ............ List $6.50 Net $3.90 
AM-25-3 ............ List 7.00 Net 4.20 
AM ·25·5 ........••.• List 8.50 Net 5.10 

CANNON-BALL HEARING AID 
FOR TELEVISION 

Provides private listening without dis­
turbing others. Excellent for persons 
hard of hearing. Can be attached to 
any television set and permits listen­
ing to phones alone, speaker alone, 
or both together. 

FOR TELEVISION 
Kit complete with 15 foot cord, phone • 
volume control and two sets of phones 

List $16.50 Net $9.90 
With one headset .. List 12.50 Net 7.50 

MOLDED RUBBER CUSHIONS 

Fit standard size 
headsets. Molded-in 
air chamber pro­
vides maximum 
wearing comfort. 

per pair ............ List $1.00 Net $ .60 

Phones can be supplied with any resistance required or with variations to meet special requirements. 

Sanitary p/astfc covered cords available for Institutional use. Write for special quotation. 
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SECTION 1320 

Clevite,·Brush Headphones 
• • · · · .'. · · · · · · · The Standard of Fidelity· · · • • · • • • · • · · • 

HIGH FIDELITY-The completely redesigned model 
BA-220 headphone comes complete with ear cushions for 
improved frequency response and greater listening com­
fort. The BA-220 has exceptionally flat response out to 
10,000 cycles. It combines the quality performance of the 
model BA-206 with toe convenience and flexibility re­
quired of a high fidelity instrument. A simple plug change 
permits stereophonic or monophonic listening. 
BA-220 ••••• Double ••••• $44.95 List 
Net Wt. 8 oz. Shipping Wt. 2 Ibs. 

BRUSH BINAURAL HEADPHONES 
All Brush headphones are available with special 
cords f().r binaural applications. These feature the 
same high quality performance provided by all 
Brush headphones. 

1. BA-206 B •• 
2. BA-205 B •• 
3. BA-200 B •• 

$39.25 
• $35.75 

$24.50 

••• for commercial and amateur listening 

Clevite-Brush crystal phones possess wider range re­
sponse with more uniform output. They furnish smooth, 
air-tight fit for excellent bass response. The Bimorph® 
crystal drive element is of such high impedance that 
line or circuit characteristics are not affected when 
monitored by Clevite-Brush phones. Light-weight, rug­
ged, shock-proof construction is standard. All models 
are available with special cords for binaural listening. 

Model BA-206 headphones are designed for listening to stereo­
phonic or monophonic phonograph records, tape recordings or 
FM broadcasts. Their high impedance and negligible power 
requirements allow monitoring without any effects on associated 
equipment. The special "Metalseal" crystal elements provide 
maximum protection against excessive humidity. 
BA-206 • • • • • • • Double • • • • • • • $37.25 List 
Net Wt. 8 oz. Shipping Wt. 2 Ibs. 

ALL prICES SUBJECT TO CHANGE WITHOUT NOTICE .................................................................................... 

• • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • e· ••••••••••••••••••••••••••••••••••••••••••• 

EXTENDED RANGE 
For use where extended frequency 
response is of paramount Impor­
tance. (100to8,OOO cps.) Especially 
suited to monitoring, sound meas­
urement, audiometry, and similar 
applications. Impedance over 
75,000 ohms at any frequency 
within audio range. Headset com~ 
plete with 5' cord and headband. 
BA-2OS ••••••••• : $33.75 Ust 
Net Wt. 6 oz. Shipping Wt. 2 Ibs. 

GENERAL PURPOSE 
For laboratory, studio and skilled 
amateur home use. Wide range re­
sponse (100 to 5,000 cps.) High 
impedance; high sensitivity, ideal 
for multiple installations. Headset 
complete with 5' cord and ad­
justable headband. 

BA·200 •••••.•••• $22.50 List 
Net Wt. 6 oz. Shipping Wt. 2 Ibs. 

SINGLE PHONE 
Particularly adapted to individual 
or group hearing aid and radio 
applications. Light-weight, good 
ear seal, and comfortable to wear. 
Spring steel headband with soft 
rubber cushion to eliminate slip­
ping. Single phone complete with 
5' cord and headband. 
BA-201 •••••••••• $14.95 List 
Net Wt. 3 oz. Shipping Wt. 1 lb. 

LORGNETTE PHONE 
Designed for use in group hearing 
aid sound systems installed in 
churches, concert halls, theatres 
and auditoriums. Attractively fin .. 
ished in satin black. Light-weight 
easy to handle, and complete with 
5' cord and lorgnette handle. 

BA·202 •••••••••• $18.75 Ust 
Net Wt. 5 oz. Shipping Wt. lib. 

DIVISION OF 

BRUSH 

CLEVITE ELECTRONIC COMPONENTS 
Cleveland 14, Ohio CLEVITE 

CORPORATION 
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SECTION 1320 

GENERAL PURPOSE 
MICROPHONES 

UNIDIRECTIONAL LINE MICROPHONE 

Model 644 Sound Spot-Another Electro-Voice revolutionary development. the 
Sound Spot Model 644 Is a combination cardioid and distributed lront opening. 
making it the most directional microphone ever. The Model 644 has the farthest tront 
pickup. or better than 2.5 times the working distance at pressure types. Work close or 
tal.. away without change at frequency response. 
Cancellation lrom the rear and sides exceeds 20 db giving practically complete re­
jection of unwanted sound. This feature gives tbe most rejection at random noise in 
any microphone commercially availa.ble. Reverbera.tlon and feedback are vastly 
lower than any other microphone, allowing much greater leeway in loudspeaker 
Dlacement. 

~~1v~g~I~~rVo~~e~c".¥~~[\~1'~~fl~1~ t:~ e3l;hb:~~:r o~ri"'lI.t;r~~~~fo~e~~ 1!~!:,JI~~I~ 
and has far less response to shock than all other microphones. . 

~f:~~~J)o~sr~~~~~~c~~~~~t!d°~y ·~~gl:g~eC~~~~~hMO~l~timbi:ac~:n~t~ 
~~~'i.~V~ ~!t~;~~~~'1r~~\~'l:'t.t 2·l%~.~~ •. '\:I~'t>~~~~. t~~e .. ~,:"r. d~~'i~t\r J.~d 

CARDIOID UNIDIRECTIONAL MICROPHONES 

Model 664 Cardioid Dynaml..-Slmllar to Model 666 In !unction. but deSigned 

~.y;;,~!~~~r. tg: ~:. .. <;'~~~~~~afl~~~~~~I':i~i"~~~:;,~cm~c~~~~~.:'!o~!l'.!~!n~~~~~J 
sound. Le .. leedback than any cardioid PA microphone bUilt. Blast tllter minimizes 
wind eflect. Acoustalloy diaphragm shielded lrom dust and magnetic particles. 
Response 40-15.000 cps. Output - 55 db. On-Ofl switch. 150-0hm and high Impedance. 

b'l:r;:.~n~I~~~rg,e~agr..~y:.,~,;,n!'o:~~~e!:! :t.£a :~~l:r~nln>i~rui~:~~~a:e~~: 
I lb. 10 oz. List Price. . ....•.............................. 586.00 
Model 664G-Gold tlnlsh. List Price ... : ........................... ',' .580.00 

OMNIDIRECTIONAL, MICROPHONES 

Model 636 uSilmalr" Dynamic-Exceptionally flne tor PA, record1ng and genera.. 
use. Response 60-13.000 cPS. output - 5S db. Pop-prool head. Wide plckull range. On­
Ofl switch. Satin chrome tlnlsh. Tlltable head. BUilt-In MC-4 connector. %'-27 
thread. HI-Z or Lo-Z by changing one wire In connector. IS' cable. 10~'long Including 
stud. Hi' max. diameter. List Price ........................... , ...... 572.50 
Model 636G-Gold tlnlsh. List Price ... ' ...... : ................... ' .... 577.60 

:"~~~::061i!.If~0~~d~~:!. O~~~~OI~:el't ~l;ad'l:~:~':'~dl~'y q=:Yo~t i~;'I~::: 
Acoustalloy diaphragm. Tlltable head. Built-In MC-3 connector. On-Ofl switch. Satin 
chrome finish. Available In HI-Z or 150 (matches 50-250 ohlllB). Lo-Z balanced to 
ground. Size: 2' x 6~·. IS' cable. Net Weight. lib. List Price ......... ,.562.60 

Model 647 PA Lava"er Dynamic-Small. rugged; for chest. desk or hand use. With 
neck cord. support clIps and IS' cable. Response: 60-10.000 cps. Output level: - 55 db. 
Impedance Hi~Z or Lo~Z easily changed at Interllal terminal board. Acoustalloy 
diaphragm. Bullt.-In connector. Gray enamel tlnlsh. 5' long. I' dla. Net Weight. less 
cable. 6 oz. List Price ................................... "' ......... 582.60 

Model 623 Slim Dynaml..-Ideallor PA. recording and general use. Use on stand or 
In hand. Omnidirectional. Response 60-12.000 cps; output level -56 db. HI- or Lo-Z 
by changing one wire In connector. Presenre cast; satin chrome tlUish. Tlltable liead. 
On-Ofl switch. Built-In MC-4 connector. %'-27 thread. 7~' x 1'-11'. IS' cable. Net 
Weight. 15 oz. LIst Price ........................ '.' .................. 567.00 

Model 624 Dynamic Lavaller--Most economical dynamiC lavaller on the market. For 
chest or hand use. Supplied with neck cord. support Clip and 18' cable. Satin chrome 
finish. Wire mesh bead acoustically treated lor wind and moisture protection. Output 
- 56 db. response 100-7.000 cps. HI-Z or 150 ohm. not bal"liCed to ground. 3· .. • x 1' .... 
Cable has Integral straln reUe!. Net Weight. 14 oz. List Price ............ 542;60 

Mod.1 615 "Century" Dynamic-Incomparable tor paging, home recording, amateur, 
or any low-cost applications. Can be used In hand, on table, on stand, or overhead. 
Nondlrectlon .. l. Acoustalloy dl&§hra~m. Withstands extreme temperature. humidity. 

g~';i,~r~~ fI~~~~~ ~:~~:~et~ ~~ci.~~~~U. ~ ~~ ~=~"A~:';-:t~ 
gray. Rugged. lightweight. Size 3' x 2'-11' x I'. With %'-27 thread stand adapter. 
AG-DC InsUlated. List Price ......................................... 522.60 

636 

All E-V mlcropho .... except crystals an eligible for FCDA purcha .... 
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SECTION 1320 

MICROPHONES 

CRYSTAL AND CERAMIC MICROPHONES 
Mode. 951 Cardioid Crystal-Uses same new Variable D principle as E-V's Be-TV 
cardioids to obtain uniform directivity at all frequencIes, hIgh discrimination against 
unwanted sound. The 95118 an excellent wide-range, aU-purpose PA microphone tor 
a great variety of acoustic conditions, and especia.lly useful where background noise 
and reverberation are 8 problem. Response 50-11,000 cps. Output - 60 db. Hi-Z. 
On-Off Bwitch. Pressure-cRst case. Metalustre gray finish. 18' cable. MC-l connector. 
5 % ... 1. (excluding stud). B4" dta. overall. Net wt .• less cable. l>a lhe. List. 554.50 

Model 911 AI Mercury" Crystal- Same 
smart design and One performa.nce as 
Model 611. Response 50-9000 cps. Out­
put - 50 db. Metal !:leal Crystal. MC-l 
connector Hi-Z. 18' cable. Net Weight 
1~ lbs. List Price. . ....... 532.50 
'Model 926 Slim Crystal-Level and 
response ideal for general purpose use. 
Response 60-8000 cps; output level -60 
db. Hi-Z. Pressure cast case, satin 
chrome finish. Tiltable head. ~"'-27 
thread. 6%* x lI,.1I"" 18' cab!e with 
Integral strain rellel. Net Weight 11 oz. 
List Price. . . .. ....... . .... 529.50 
Model 920 "Spherex" Crystal-All­
direction pick-up, Response 60-7000 cps; 
output level - 50 db. Strong wire-mesh 
bead acoustically treated tor wind and 
moisture protection. High. capacity, 
moisture sealed crystal. Hi-Z. Satin 
chrome. %"-27 thread. Diam. 2 XL", 18' 
cable. Net Weight 8 oz. List ... 527.50 
Model 924 Lavalie, Crystal-Unique 
crystal lava11er tor chest or band use. 
Supplied with neck cord, support cUps 
and 18' cable. Satin chrome finish. Wire 
mesh bead acoustically treated tor wind 
and moisture protection. Output - 60 
db. Response 60-8000 cps. HI-Z. 3' .... ' x 
11-,". Cable has integral strain relief. 
Net Weight 8 oz. List Price .. 520.00 
Model 729 Ceramic C8rdioid-The Mod­
el 729 Is the lowest priced cardioid ever 
built. Random noise. reverberation snd 
feedback reduced by a tactor ot 67%. 
Front pickup range nearly double that ot 
pressure microphones. For pubUc ~d­
dress, call and paging systems, home 
rerorders, especially stereo, and general 
~g~r:;Uf~~c~tt~es'r~~c~~':~sav::: ~~~t~~~ 
cellent for amateur radio VOX opera­
tion. TaUored tor stngle sideband. Out­
put: - 60 db. Response: 60 to 8,000 cps. 
High impedance only . Available with or 
without "on-oft" switch. Metalustre gray 
tront with medium gray back. A ttrac­
tive desk stand and fioor stand supplied. 
Net weight, less cable and stand. 9 oz. 
List Price. . .524.60 

Model 729S-Wlth switch. 
List Price. .528.50 

Model 727 Slim Ceramlc-A new ap­
proach to the design ot ceramic micro­
phones tor P A, recording and general 
use; similar in appearance to Model 729. 
Withstands extremes at temperature and 
humidity. Response 60-8000 cps. Output 
-55 db. High Impedance only. 5' cable. 
A vailable with or without "on-oft" 
switCh. Metalustre gray tront with me­
d.ium gray back. Size: 7~'" x Hi'" x IJ1". 
Supplied with attractive desk stand and 
Hoor stand coupler. Net Weight less 
cable, stand, 9 00. List Price .. 51 8.00 
Model 727S-Wlth switch. 
List Price... . ..... 520.00 

Model 715 "Century" Ceramic-Use in 
any position-In hand, on table, on stand 
or overhead. Ceramic element. 60-7000 
cps; output - 55 db. HI-Z. 5' cable. Non-

~~~~C\l~g~~e~~\~~~tr: ~~~~ ~nl:~. ~Yfh 
tl;t2~r~aPter: .AC~I)C.ln8.ula~h~oo 

Model 7155-Wlth sWitch. 
List Price. . . . . . . . . .. 51 5.00 

:::-!e~~8 t~~r~-:::;-:e~o~~Y:gOv:lc~;;: 
phones. 5' cable includes a molded-on 
phono plug, with adapter, to match all 
late model home recorders. Improved 
high-level (- 55 db) ceramic element 
resists damage from temperature, humid­
ity extremes. Response: 60 to 6000 cps. 
3 P,,'" x l~'" x 1u",. Net Weight 8 oz. 
List Price. . . 5 1 2.00 

Model 712 Ceramic-Low cost ceramic 
microphone. Fits need ot low cost PA, 
home recording, paging and gegeral use. 
Handheld. Moisture sealed ceramic. Re­
sponse 70-7000 Cp8. High output - 65 
db. HI-Z. Attractive gray Styron case. 
Size 3" x 2~' xl",', 5' cable. Net 
Weight ~ oz. List Price. .57.50 

r 911 

951 926 

" 924 727,729 

715 

718 712 

DIFFERENTIAL AND SPECIAL PURPOSE MICROPHONES 

622SKK 

648 on 448 

606 

6000 

Model 622SKK Dynamic Handset-For 
paging, intercom and communications. 
Sturdy bakel1te, 150-ohm magnetic re­
ceiver with responsE' 200-4000 cps. 
Switch closes mike and relay circuit. 
Response: ·100-5000 cps. Output level: 
- 55 db. Impedance: 250 ohms. 6' 5-con­
ductor coiled cord. LIst Price. 57 8.00 
Model 622TRSKK-Wlth 2-stage tran­
sistor ampUller. List Price .... 594.50 
Model 62SSKK DynamiC DIHerentlal 
Handset Mlerophone-N oise-cancelltng 
microphone designed tor use where back­
ground noise Is at high level. Similar to 
Model 622SKK. Suppl1ed with live­
conductor, unshielded cable. DPST 
switch will handle relay or remote con­
trol and turn on mike. Press button to 
talk. Size: 8~' x 3' x 2% .... Net Weight, 
l)i lbs. List Price ........... 585.00 
Model 625TRSKK-Wlth 2-stage tran­
sistor amplifier. FAA type certificate 
3R~2-2. List Price ......... 5122.50 
Model 606 Differential Dynamic-Close 
talking, noise cancelltng. Accepts sounds 

~ls~~~i ":Nl1l'n( ~8~~~"~~je[J3 srgnf.~8J 
~Y:j,~rW'::~ %t·~;ihr~!njut~?I'::~~~l 
connector. Satin Chrome. 2'" x 3>i1t' x 

~;501~~~~~n~r ~~~. 1:00; h~~eBj~~~: 
not balanced to ground. 18' cable. 
List Price ................... 552.50 
Model 6000 Dynamic Mobile-Mike­
Lightweight, hand-held. extra-rugged. 

Output - 55 db. PresB-to-talk 8wltch. 
Acoustalloy diaphragm. 2%'" x 2'" x 4". 
50-250 ohms or HI-Z. I' retracted co1led 
cord. 6' extended. Net Weight less cable 
8 oz. List Price.. . . . ..... 547.50 
Model 210 K K carbon-Slm1lar to 
Model 600D but 8logle-button carbon. 
Output - 50 db. Press-to-talk switch. 
6' co1led cord. List Price. . .. .535.00 
Model 602-A noise-cancelling dynamiC 
microphone tor use In areas at heavy 
background noise. It accepts sounds ot 
close origin (}:( "') and reject.s sounda ot a 
distant origin. Output level: - 55 db. 

1~~'JB?~8oy CJl~Phri::.-t?~~~~~c~:~~R~ 
ed cord, 6' extended. A vatlable in Hi-Z 
or balanced line. 50 or 250 ohm. Weight. 
le8s cable, 8 oz. List Price ..... 557.50 
Model 205KK Differential Carbon­
Close-talking, nOise-cancell1ng. Single 
button carbon. For private aircraft and 
emergency communications. Blastproot, 
waterproof, shock resistant. Output at 
,",": - 50 db. Black phenolic case. Press-

~glr:Jkco~'d~t~~ze:~~!I~nl>i2r:c:~\~~.:~ 
;.".!~~} 1~":5 'it~~~~:in~:S\'.ith51.~:g6~ 
plug. List Price. . .. 549.75 
Model 205STCKK-FAA Type ap­
proved certillcate No. 1040 with coiled 
cord. Designed tor commercial aircraft. 
List Price .................. ·558.50 
Model 205STCKKP-Same as above 
with PJ-068 plug. List Price .. 561.25 

Mode. 648 Intercom Mlcrophone--Extremely versattle paging, intercom, or PA 
mike. Response: 50-10.000 cps. Output - 58 db. Choice 01 Lo-Z (matches 50-250 Ohms) 
or high impedance. Omnidirectional. Acoustalloy diaphragm. Non-reflecting gray. 
Less Cable. Size: 6 '",' x l' (Including %'-27 thread adapter). Net Weight (wIth 
adapter), 8)i oz. List Price.... .556.00 

All E .. V mlcrophon •• except crystals are eligible for FCDA purchases. 
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Model 356 Suspension Shock Mount­
For use with Model 642 on boom or floor 
stand. Excellent IsolatIon. LIst. 550.00 

Model 366 Suspen.lon Shock Mount­
Extremely light. Designed lor use with 
666 mIcrophone. Installs without tools. 
Pigtail cable connection with UA~3 con­
nectors provides cable loop isolating 
boom shock noises. For any microphone 
with I' diameter. List. . .. 540.00 

MOd.1 345 Shock Mount-Dual-type 
external shock mount prevents reproduc­
tion of external shocks and stand vibra­
tions. Permits tilting mIcrophone head. 
%'-27 thread. Easily attached or re­
moved. Satin chrome. 1~* x 3.% .... Net 
Weight. 10..,.. List Price ..... 515.00 

Model 346 Shock MOUnt-Designed 
specillcally lor use with Model 666 
microphone. Similar In every feature to 
Model 345. but constructed lor 11 oz. 
mIcrophone. List Price ....... 51 5.00 

Model 300 Detachable Microphone 
Clamp-Light WeIght adapter IIts any 
1" cylindrical microphone. Positive stand 
mounting. Installs easily wIth IInger­
operated clamp. Rubber Insert prevents 
slippage. l1i' pIpe thread adapter lor 
%'-27. List PrIce ............ 51 0.00 

Model" 415 Reclining D .. k Stand­
Mounts 615. 715. 715-S at 15° tilt. Satin 
chrome. Size: 2%'" x 2%'''' x 1". Net 
Weight. 4 oz. List PrIce ....... 51.75 

Model 416 Stand-For semipermanent 
mountIng 01646.647 mIcrophones. Black 
rubber. SIze 3~' dIameter. I' hIgh. Net 
Weight. 2 oz. List Price. . ..... 55.00 

Model 418 Desk· Stand-Use wIth 
. mIcrophones 1l!!lng small-type stud such 
as Models 611. 623. 630. 635. 636. 911. 
and 951. DIe cast base. Gray finIsh. 
List PrIce. . ... . .......... 51 0.00 
Model 418-5--Wlth swItch ... 515.00 

Model 419 Desk Stand-Similar to 
Model 418 but for use with microphones 
using large-tyPe stud such' as Models 
644. 654. 664 and 665. 
LIst' Price. . . .. ·51 0.00 
Model 419-5--Wlth switch .. ·5] 5.00 

Model 420 Desk Stand-Heavy cast 
Iron stand IInlohed In TV gray. SpecUle­
ally designed lor use wIth E-V 666. 655C. 
646 or microphones with I'. dIameter. 
Clamp attachment lor mounting I' cy­
lindric&! mikes. wIthout tools. Base 'holds 

SECTION 1320 

MICROPHONES 
AND ACCESSORIES 

SPECIAL PURPOSE AND DIFFERENTIAL MICROPHONES 
Model aDS Contaet-For guitar. banjo. other strInged Instruments. HI-Z. Sealed 
crystal. Chrome lI.sh. 15' cable. List Price. . . .. 520.00 

Model 600TR Microphone-Has compact. two-stage transistor ampllller built Into 
case. Complete circuit IncludJng transJstor, transformers, and associated equipment. 
Coiled cord, tour-wire lead, press~to-talk switch may also actuate relay to control 
transmitter. Same sensitivity as carbon mike without change In auxiliary eqUipment. 
Output: -23 db. AmpUller power gaIn approxImately 34 db. Size: 2~' x 2' x 4'. Black 
phenolic case with mounting bracket. 6' cable. Net WeIght less cable. 13 oz. FAA type 
certlllcate 3R42-1. LIst Price. . . .. 582.50 

Model 602TR Mlcrophone-Slmllar In type and appearance to Model 600TR. but 
designed lor close-talking. noise-cancelling work. Speech Is clear. crisp. distinct. May 
be used to replace carbon nilcrophone with no change In auXIlIary eqUipment. Net 
Weight less cable 13 oz. FAA type certlllcate 3R42-1. List PrIce. . .. 593.00 

MICROPHONE ACCESSORIES 

Model 524 Wind Screen-DesIgned spe­
clllcally lor use with Model 666 mIcro­
phone. Minimizes wind effect on boom 
operation or when used outdoors. Made 
01 Acoustlloam rubber. Net WeIght. 
2 Oz. LIst PrIce. . ............ 58.00 

Model 335 Blast Filter-AcoustIcally 
treated. sclentlllc81ly curved grille stops 
wInd and breath blasts. Does not alleet 
trequency response. Eas:lly fits over head 
01 E-V Models 630. 635. and 605 mIkes. 
SatIn chrome IInlsh. List PrIce .. 55.50 

Model 448 Swlyel Boom Mount-De­
signed speelllcally for use wIth Model 
648 mIcrophone. Holds mIke llY!i' 011 
mounting surface, 620 elbow bend. 
MC-2M connector. Satin chrome finish. 
Extends 4'" below mounting surface, 272' 
dlam. mountIng base. Net WeIght. I tb. 
5 oz. List PrIce. .524.00 

Model 502A Matching Transformer­
DesIgned tor use In series with mike 
Une. Transtormer windings have low 
dIstrIbuted capaclt'y and are amply 
shielded agaInst Inductive hum by a 
shield inside pressure cast case. Designed 
lor 50. 150. 250 and 500 ohms-to HI-Z. 
Broadcast lIdellty response 40-20.000 cps = 1 db. MC-4 input connector. 2.%" x 
1'%' dIameter. LIst Price .... 517.50 

MICROPHONE STANDS 

mike In position when subjected to ordI­
nary strain. Net Weight. 3 Ibs. 
LIst PrIce. . ·520.00 

Model 423-A D.sk Stand-Sturdy 
smartly styled, round die-cast base. 5~" 
dIameter. Rests IIrmly on ruUber base 
buttons. Rich satIn chrome. %'-27 

~~~~"~isef.b*~: ~t rlb~rLi~ :"";~~bn& 
Model 428 Touch-To-Talk Stand-FIts 
standard %'-27 thread. Lever-type 
DPDT swItch lor relay operation or mi­
crophone On-Oft-closes or opens in­
stantly or locks in "talk" position. Satin 
chrome; gray plastiC switch lever with 
lockIng button. 7' x 5~' base dIameter. 
Net WeIght. 1" Ibs. 
LIst PrIce. . ... 51 7.50 

Model 425 Deluxe Floor Stand-Button 
at top gives one-hand heIght control 
trom 37'" to 66"'. Locks automatically on 
release. Shaft can be rotated without 
any adjustment device. !pcklng-type 
adjustable legs permIt stand to be placed 
Hush against Wall. Modern. dle-cast 
base. Three-leg spread 17'. Net Weight. 
7l1i Ibs. LIst PrIce. . . . ·530·00 

335 

647 ~n I 
~1. 

All E-V microphones except crystals are ellgl.ble tor FCDA purch ..... 
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SECTION 1320 

PUBLIC ADDRESS 
H'ORNS AND DRIVERS 

COMPOUND DIFFRACTION PROJECTOR 
Model 848~Combjne8 FelOO Compound DtffractJon Horn plus DC30 Compound 
Driver for f1nest.wide-angle sound, lowest distortion, highest sound quality ot any projector. 
:-3peciftcations: Frequency response, 150-10,000 cps; Impedance, 16 ohms; dispersion, 90° x 
1200 ; power handling capacity. 30 watts; sound pressure level, 117 db; dimensions. 10~'" x 
20~' x 20'; Net Weight, 13~ Ibs.; Shpg. Wt., 15 Ibs. Complete-List Price .. 582.150 
Model S4S-45-With 45-ohm vol!'" coil. List Price. . ......... 584.00 

PROJECTOR HORNS 
Completely new designs assure finest perlormance with Electro-Voice projector horns. 
Two bastc types trom which to choose ... compound and reentrant. 

Exclusive compound horns permit widest Tange at lowest distortion, plus complete 
directional "Contro) of both highs and lows. Best wide-angle coverage with exclusive 
dltTraction horns means better sound through entire coverage area for uniform cov{'ragc. 
Concentrating compound horn provides highest emctency at lowest distortion. Nat,ural 
voice and music reproduction result in higher intelUgtblltty wItho.ut annoying peaks. 
Model FC10_Slmllar to the lamous CDP, the FCIOO provides two dlflractlon horns 
to.r uniform wide-angle coverage. Frequency response is not compromised since both horns 
are Ideally designed to handle a specific portion of the range. Compound horn reduces dis­
tortion far below any other projector design. Flexible coverage control provided by 
Individual adjustment of each horn. or concentrating high-trequency horn (HClOOO) ('an 
be substituted for small diffraction horn. Large horn is ot flberglass with Mesa Tan flnish 
molded in. Use any E-V convertible driver. Specifications: Low-frequency horn-cut-orf. 
100 cps; taper. 100 cps; air 'ColUmn length, 58"; sound distribution, 90° x 120°. High fr('­
quency sound distribution, 90° x 120°; crossover, 1.000 cps. Mouth size, 10~" x 2(H'2 H , 

depth (less driver), 20'. Net Wt. (less driver). 10;li Ibs. Shpg. Wt .. 12~ Ibs. LIst. 560.00 
Model AC10_Concentrating version 01 CDP. Has all 01 the quality advantages 01 
FCI00, except utilizes round horns tor most concentrated coverage with greatest efflciency. 
Retains compound design (or lowest distortion-widest range. Dlffraction high-frequency 
born (HDlOOO) can be substituted for concentrating horn for flexible coverage controL 

:'~~e~n{ooE~ris;C~rrvri~~~~ a~~~~h', 51'~~~~~~~i~~=irlb~';i~~~~tteo~~i:~!f~;q~~~~~ffso~~~ <J:~~ 
tributlon, 30°; crossover, 1,000 cps. Diamf'tf'r, 21"; depth (less driver), 21"; Net Wt. (leRR 
driver), !llbs. 6 oz. Shpg. Wt., 13~ Ibs. LIst Price... . ..... 547.00 
Model HD1000-Diffraction horn for converting ACIOO to wide-angle (60° x 120°) cover­
age above 1,000 cps. Shipping Weight, 1~ Ibs. List Price. .56.00 
Model HC10DO-Concentrating horn tor converting Fel00 to concentrated (30°) coverage 
above 1,000 cps. "hipping Weight, 4 lb •. List Price. .510.00 
New reentrant horns provide wider range than ever before at lowest cost. Unique E-V 
ring refiector design provides better balanced highs than possible with conventional ex­
ponential deSigns, by reducing high frequency losses often encountered in reentrant 
horns. Smoother response plus added useful range increases Intell1gib1lity and adds to 
more natural sound. Rugged alumjnum die cast mounting plate plus precision .dle catit 
reentrant tubes assure long-lasting performance. Heavy spun aluminum round bell or 
tlberglass rectanglliar horn provides either concentrated coverage or medium angle cover­
age. Electro-Voice Reentrant Horns accept any standard driver with 1 %"'-18 threads. 

Model FR1SO-Reentrant Horn. Medium-angle IO.w-cost rectangular horn provides good 
coverage at low cost. Virtually indestructible fiberglass horn has Mesa Tan color Illoldpd 
in. Adjustable mounting angle allows best coverage. Can be stacked for multiple speak(~r 
applications. Ideal tor car-top installation or wherever low silhouette is needed, and where 
bass response cannot be sacrificed. Accepts Electro-VOice convertlhle drivers or any 
standard driver with 1 %"-18 thread. Specifications: Low-trequency cut-otr, 150 cps; taller, 

·150 cps; air column length, 45"; sound distribution, 70° x 100°; mouth' size, 103-2" x 20M"; 
depth (less driver), 21'; Net Wt. (less driver), 9~ Ibs. Shpg. Wt .. 121bs. List. 539.00 
Model AR1So-Reentrant Horn. Round concentrating horn for maximum penetration 
at lowest cost. 1£-V ring reflect,or plus preCision new exponential design contributes to 
widest range yet achieved from this horn type. Smoother curve results In high int.elligi­
bility, and remarkably natural voice and music quality. Rubber edge-daml'lng ring 
eliminates resonances. High-~mcleney design allows more usetul volume trom drlvf"f over 
entire range. Accepts Electro-VOice Convertible drivers or any standard driver with 
1 Va"-18 thread. Specitlcations: Low-frequency horn-cut-off, 150 cps; taper, 150 cps; air 
colUmn length, 41": sound distribution. 85°; diameter, 21."'; depth (less driver), 17". Net 
Weight (less driver), 6 ~ Ibs. Shipping Weight, 8 lb •. LIst Price .............. 534.00 

VERSATILE CONVERTIBLE DRIVERS 
Now, tor the first time, here are drivers that can be used interchangeably in compound 
or reentrant horns. Used on either type ot horn, the new Electro-VOice Convertible 
Drivers feature highest emciency avallable. Increased power handling plus extra increased 
emciency make the 40 and 50-watt drivers uniquely useful where high power at minimum 
cost is eSRential. The high efficiency ot all E-V Convertible Drivers is achieved without 
resorting to "peaked" response which may increase loudness, but does reduce intelligibility. 
The smooth response of these drivers Insures most natural reproduction ot voice and musie 
for more satisfying quality with vastly reduced feedback problems and greatly increased 
tonal range. Double flux ceramic magnets provide long-lasting high emclency in entirely 
new lOw-lOSS magnetic c,lrcuits. Edgewise-wound ribbon voice coils give 18% more energy. 
The drivers are rugged and wea.therproof: conversion to either reentrant or compound use 
can be made instantly in the field: Vojce coils are also field replaceable. thus reducing repair 
costs to a minimum. E-V Convertible Drivt':r8 are available with 16 or 45-ohm voice coils or 
with built-tn 70.7-volt Une constant voltage transformers. This entirely new design concept 
gives better performance at minimum cost, making E-V Drivers your best buy. 

DC30A DC30T DC40 DC40T DCSO DC SOT 
156-10,000 150-10,000 i4o-liMo 140-11.000 14o-ll,ooo 140-11,060 

Program Power Capacity 30 30 40 40 • 50 50 
Sound Pressure I FCIOO Compound Horn _. !l7 db 117 db 120 db 120 db 124 db 124 db 
Levelt ARI50 Reentrant Horn 126 db 126 db 129 db 129 db 133 db ---r:f:r(1)-
Voice Coli Impedance 16** . 16 16** 16 16** 16 
Transtormer Impedances, Ohms .,. .... 167,333, 125,250, . .... .... 100, 14:l. 

1000, 2000 500,1000 200,500 
Transformer Power Taps, Watts 30, 15, 5, 2.5 ....... 40, 20, 10, 5 

6ii~di':.4~Ji;'I . 
50, 35, 25:lIT 

Dimensions (Overall~ 5¥.i" dla. 3" I. 5~·dla.5~·1. 6li·dla.4li·1. 6li' dla. 6' I. 6ji' dla. fiN I. 
List Price 
tMeasured at 4' on-axis with lull rated power Irom 750-1250 cps. ttMeasured on-axis with FC100 horn. 
*~ vailable with 45-ohm voice coil at 90c net additional. 

All E~V public address spoken are eligible for FCDA purchases. 
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SECTION 1320 

PUBLIC ADDRESS 
HORNS AND DRIVERS 

NEW LINE RADIATOR SPEAKERS 
Two new, wide-angle speaker designs permit wide horizontal dispersion while almost 
eliminating Bound output above or below speaker. Superb for VOice-reinforcement 
systems. Unusually wide frequency range coverage. 
Mode. LR4-Curved design overcomes unwanted high-frequency dispersion at ends. 
eliminating echo and feedback. Contains twelve 4" cone speakers, 1600 horizontal 
dispersion; 60° vertical dispersion. Frequency response: 200-10,000 cps. Power 

~r~~ll~J ~~~~~i~:x ~53~3.ttfs~f~~~ni~ge'da;~g:~n~g~~~~~j:t;~:~~$:1 ~ 6~OO 
Madel LR45---Electrlcai filter removes end speakers from circuit as frequencies 
increase, eliminating high-frequency lobes at ends .. Specifications Uke LR4, except 
~~~ ~~~:rf!~nn~iS},~O~I.~?~~~~.a~; ;'~J ~e';i4~" ~lIi"i:t~i1:,~atherproo~ ~ni~~8~ 

PAGING SPEAKERS 
Model PAl5--A compact speaker of rugged, die-cast construction finished in mesa,tan, 

~~~r~hu~\~~~B:.r:~~:f ~~~~.e~~~e~ct;l~~~~g~~~: "a~~m~J58Clps~~~~~~¥t:~~1PJ: 
capacity: 15 watts program. Nominal impedance: 8 ohms. Dispersion: 120°. Size: 9" h. 
x 6' w. x 9~' d. Weight. 4Ji Ibs. net. List price. . . . . . ......... 530.00 
Moder PA15T -Same, but with matching transformer for 70.7-volt lines. Transformer 
~~h~ig;, 2:5,. 5: .10, 15. :wat~s:3300, 2000: .1000, 500: .350 .ohm.s: .\Velght$~~.&'~ 
Model PAlS-4S-Same, but with 45-0hm Impedance. List Price .. .'. . .. .. 531.25 
Mode. aU-For medium-a~le sound distribution. Features smoothest response in its 

r~a~~d"~~~ ~~~\~~ 1~:iU'~~:c~;tn~~~~a~y:rg:I~~~~~~:~?.,t'~~CeH~~?I:~;~s ~~~ 
~g8:a~ts~ n~~:i::tYTm::3~:::~cl ~~~~;nsrsp~~~~:?ib~;~~~Ps~'ri:ft~1fyd~~fn~~P5"C~~; 
sound pressure level, 120 db; dimensions. 91-8" diameter x 81tH/1 deep; Net Weight, 
5lbs. 10 oz.; Shipping Weight, 8~ Ibs. Ust Price ...................... 538.50 
Model 844-4S-Same as standard 844, but with 45-ohm voice coli lor simple Installa-
tion In Intercom systems. List Price. . ....................... 538.00 

:::::: ::~;;;;1il\~~I'::;t\:'~u~a:::,':,':,~~~f.J~;JP'I~-;~~~,:lg;~~"!~n~F~,!'!eIl'o~o';!~3~ 
area. Low distortton results from use of TWO diffraction horns. 25~watt power hand­
Itn~ capacity. Fiberglass horn has mesa tan color molded in. Frequency resEonse, 

af~e~~I~~? i8,'\ Pl02'6~f i~3.::l~':,';,e~ar:~~;';s~5d~;:io~~~'l1~~e~%~,I"xV%,~,~ ~~i 
wel~ht, 8 Ibs.; ShippIng Weight, 10 lbs. List price ..................... 551.00 

PAlS Mllslcaster :~t::lo~4I~41~te~:0~ s~~t~~~.dt~~t ~trce but. W.ith . ~~hm. v.ol~e . C~11 . lor. s~"lf~~~~ 

E~V MUSICASTER HI.FI OUTDOOR WEATHERPROOF SPEAKER SYSTEMS 
Muslcaster-Provldes high lIdellty perlormance In a compact, port­
able system. Sturdy aluminum diecast housing protects weather-

r~I~C;:dcgg::'~~~ka~~~~~:::~T:~::::ri6~Stt ~Sr~f~~l~rs~~~~~:g 
120· angle. Provision for mtg. 70.7-volt line transformer Inside. 
SpeclDcations: Frequency response, 60-13,000 cps; nomlnallmped­
ance, 8 ohms; dispersion, 120·; power handling capaCity, 30 watts 
program; sound pressure level, 110 db; dimensions, 21~' x 21~' 
x 8~'; Net Weight, 31Ibs.; Shipping Weight, 34 Ibs. 
List Price ........................................ :580,00 

PA TRANSFORMERS AND ACCESSORIES 
Model TH-Transformer Housing. Provides neat weatherproof 
mounting of any E-V transformer. Mount vertically O~ horizon­
tally on any fl.a.t surface or on horn bracket. Exclusive wattage 
Indicator tells power· setting at a glance. No soldering required 

rw)~ 11-~z~r~Ciilgr:e~e~~r 24~ ~iis5~1:t'p~t.f: d ... r.~t .~~~~a 
Model T"S-5-watt 70.7-volt line transformer. Primary Imped­
ance taps 1000, 2000, 4000, 8000 ohms; 5, 2.5, 1.25 and .675-watt 

~~fry~r t~~~init: i~n~ft6 ti:=n~~c~~~~~~~p~~Sa~~B~ ~c~es~s 
35-20.000 cps. Insertion loss 0.8 db. Overall dlmensfons 2# x 111"l 
x 1%'. Mounting hole centers, I,.'. Shipping Weight, lib. 
t.lst Price. .55.00 

1!~~~a!:.~~~~w.e~:Thi8~~'1I'oblih~':.t~~'rr~~tro~IA~f.2-~~'?t 
line power taps. Overall dimensions 1,.' h., 2%' w., 2'.-10' d. 
Mounting hole centers 2%'. Shipping Weight, I~ Ibs. 
List Price. . . . . . . . . . . . . . . . . . . . . ... 58;00 
Mode' T"30-Same as TR5 except 3(}.watt capacity with primary 
Impedances 01 167, 250, 500, 1000 ohms and 30, 20, 10 and 5-watt 

Rfgu~ri,:rh~rfgEm?e~~~~I~~t~hg:~o~~ .. 11~ l~S: ft~~r'ice. i5t~01:; 
Model T"SO-Same as TR5 except 50-watt capacity with primary 
Impedances 01 100, 125, 200, 333 ohms and 50, 40, 25 and 15-watt 

D"IVE" 8 Ohm 
828 or DC30 

Diaphragm Replacement Kits 844 (DS3ci)~-~ 
allow easy field maintenance DC30AfDC30T 
or conversion of E-V Drivers. iiC40/DC40T . , , , . , . . 

DCSO/DC5OT-
List Price 510.50 

Musfcaster II-Same fine performance as the Musicaster ex­
cept has added brilliance and wider coverage Irom RE36 very­
High-Frequency Range Extender. Smooth response to 18,000 cps, 
Complete with crossover. Net Weight, 33 Ibs. Shipping Weight, 
36 Ibs. List Price.. . . . . . . . . ................ 5125.00 

Model MB-l-Surlace mounting bracket allows mounting 01 any 
Muslcaster liat against wall for neat unobtrusive InstaUation. 
Replace standard "U" bracket. Shipping Weight, lib. 
List Price .......................................... 54.50 

line power taps. Overall dimensions 2"1' h., 2'",' w" 2Jt· d. 
Mounting hole centers. 2~'. Shpg. Wt" ~ Ibs. List Prlce.S9.00 
Model AP-l-Plpe stand adapter lor mounting any E-V speaker 
"U" bracket to standard ~' pipe. Shipping Weight, I lb. 
List Price. . .................................... 52.50 

gt~~~ !Dh!~p~I~~r 1 ~,~y~er~~}.':nw~~~~~c~i 10~~~eJJ~3 
perlormance. Shipping Weight, 1 lb. List price .......... li3,00 

Model AD-2-Horn adapter allows use of E-V reentrant horns with 
drivers having Eu'-16 thread (W.E.-RCA) for Improved per-
formance. Shipping Weight, 1 lb. List Price ............ 53.00 
Model "A~l-Radlal Adapter Instantly converts FCIOO horn or 
848 projector to '.'radlal" applications. Superior to typical "360·" 
projectors. Diffraction horns give better spread and adapter 
reflects sound oft-axis, to eUminate hot spot. No tools required. 
Extends 2~' in front of .FCIOO horn with DC30A. Shipping 
Weight, I lb. List Price .............................. 58.00 

:~rc:as~e~\ti:~~~:8 g~~~~~~z~t!ro~g~::~~d ~::l~~~~~es~~ 
Shipping Weight, 4~ Ibs. List Price ................ 537.50 
Model 8J.9-Jolnlng Kit tor two or more 848, FR150 or FCI00 
horns.in multiple array. One kit required tor each junction of two 
horns. Shipping Weight, lib. List Price ................ 52.75 

l60hm 45 Ohm 
~923 ~427 

... 8421 . 
8577 8iIT7 
8573 ----s6T8 
8574 8619 

510,50 512·00 
Note: Sound Pressure Level is measured at 4' on-axis with full rated 

power from 750 to 1250 cps. TH AP-l "A-l 
All E-V public address speakers are eligible IorFCDA purch_, 
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SECTION 1320 

NEWI U-67 CONDENSER 
MICROPHONE 

CULMINATION OF OVER 30 YEARS OF ELECTRONIC LEADERSHIP! 
Contains the following advanced features: 
1. Electronically switched directional characteristics: Cardioid, 
Omni-directional, Figure-8. 
2. Frequency response with virtually no peak at the high end . 

. 3. Separate "Voice-Music" switch raises the roll·off starting point 
from 40 cps to 100 cps. 
4. Sensitivity switch on microphone prevents overload of amplifier from close 
placement to sound source. 
5. "Calibrating input" permits direct testing of microphone preamplifier 
with oscillator. 
6. Uses regular EF·86 tube, readily replaceable. 
Complete system includes: Microphone, Power supply, Interconnect cable 
and stand mount. 

NEUMANN 
KM-54A/KM-53A 

The KM·54a is a super cardioid 
miniature microphone that has 
been designed with tv and film 
in mind. This 7/8" diameter by 5" 
long, 3'/2 ounce marvel, when 
mounted in the Z·38 full elastic 
suspensioD, can be aimed at the sound 
and provide more than 25db rejection 
of extraneous sounds in the studio. 
Complete microphone system consists 
of microphone, power supply, 
inter·connect cable full elastic 
suspension, connector. 

NEUMANN 
KM-56 MINIATURE 
CONDENSER 
MICROPHONE SYSTEM 

The KM·56 satisfies a great demand 
for a microphone of modern, miniature 
styling of unexcelled reliability and 
performance. It is a true self·contained 
condenser microohone incorporating 
electronic switching of the directional 
characteristic (U.S. Pat. No. 2.678,967) 
to all three patterns, omni·directional, 
hi·directional, and cardioid, It uses a 
pure nickel double diaphragm capsule 
offering hi~h resistance to temperature 
and humidity effects, 
Complete microphone system consists of 
microphone, Dower supply, interconnect 
cable, full elastic suspension, connector. 

BEYER 

NEUMANN M-49B 
CONTINUOUSLY 
ELECTRONICALLY VARIABLE 
DIRECTIONAL PATTERN 
MICROPHONE SYSTEM 

This microphone permits remote control of the 
directional characteristic. A smooth, continuous 
fader·control selects any of the basic directional 
patterns (non·directional, bi·directional, and cardioid) 
and any intermediate pattern. Wide frequency 
response with extremely low distortion-0.6% 
40·15 kc up to 110 db absolute. 
Complete microphone system consists of microphone, 
power supply and MZ·49 Swivel mounting harness. . 

M-160 DYNAMIC 
RIBBON 
MICROPHONE 
(ULTRA­
DIRECTIONAL) 

An ultra·directional characteristic has 
now become possible in a ribbon 
microphone. The warm, transparent 
classical ribbon quality-in a 
miniaturized form, with response 
approaching near theoretical limits 
through miniaturization of the vibrating 
system. Close tolerances in 
manufacture assure uniformity of 
characteristic between microphones, 
permitting paired use for Stereo. 
Overall response, 20·20,000 cps. 
Impedance, 50/200 ohms. 

BEYER 
DT-48 
DYNAMIC 
PEAK­
PERFORMANCE 
HEADPHONES 

Dimensions, 11/2" x 6". Weight: 6 ozs. 

A hand·built, high·fidelity transducer 
used in critical evaluation of recorded 
and transmitted sound, yet in a 
reasonable price class. Frequency range, 
30·15.000 cycles, down no more than 
7 db at 15 kc, and perfectly flat at 
30 cycles. Comfortable exchangeable 
foam rubber pads and separate cords for 
each ear for stereo application. 
Impedance, 5 Ohms each side; input 
voltage required, 0.1 volt; peak power 
demand, 0.4 watt; weight 12112 ozs. 

COMPLETE TECHNICAL SPECIFICATIONS WILL BE PROMPTLY FURNISHED UPON PROFESSIONAL REQUEST. 

GOTHAM AU DI 0 CORPORATION 
NEW YORK, N. Y. • HOLLYWOOD. CALIF . 
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SECTION 1320 

What's New? 
FROM 0 ' 

QDC&OD~C&OO 
Jensen proudly presents this year's new line of exciting 
loudspeaker systems. There's the remarkable 3-P systems 
with the new 3·P POL YTEC* woofer ... making possible 
a new slim cabinetry never before achieved. For high 
fidelity sound in an ultra-compact unit, J~nsen offers 
the X-IO. New 2-woy and 3-way systems in full-size 
shelf enclosures offer superb sound and choice of styling. 
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3-P/2. "Superslim" 
Panel 5-speaker 4-way 
system. Only 3%" deep. 
Has new 3-P system 
components for full di­
mension performance. 
Place on Aoor, hang on 
wall. Measures 28%" 
H., 21 '4" W., 3%" D. 
Oiled Walnut. 
Net ••..•••.. $139.50 

3-P / 3. Decorator styled 
furniture models with 
new 3-P speakers. 
Choice of Danish Wal­
nut, Provincial Cherry or 
Traditional Mahogany 
Furniture Finish $159.50 
Utility Unfin.. $129.50 

X-IO. Ultra-ColYlpact 2-
speaker 2-way system. 
Measures only 7'4" H., 
13" W., 4%" D. Volume 
control on front. Perfect 
for low cost stereo, ex­
tension speaker, stereo 
add-on, F-M Multiplex. 
Oiled Walnut ... $29.75 

WRITE FOR FIIEE CATALOG 165-G 
I 

en'en 
MANUFACTURING COMPANY 
DIVISION OF THE MUTER COMPANY 

'Chicago 38, Illinois 
In Canacta: Renfrew Electric Co. Ltd .• Toronto 
In Mexico: Universal De Mexico. S.A., Mexico. D.F. 

Net 

3-P /1. "Slim-Shelf" 5-speaker 4-
way system ... only 5%" deep. 
Has new 3-P flat piston woofer for 
extra smoothness, lower distortion, 
better space utilization. Oiled Wal­
nut. Net Each •...•..... $119.50 

TF-2. Economical 3-way system in 
full size shelf enclosure. Special 10" 
FLEXAIR* woofer for full, low-dis­
tortion bass. Two tweeters for ex­
tended highs. 
Oiled Wal. $79.50 Unfin. $64.50 

TF-3. Outstanding 3-Way System in 
choice of plain or Decorator cabi­
netry styles. Tests prove TF-3 outper­
forms systems costing much more. 
Covers full frequency range with 
FLEXAIR woofer, two special mid­
range units, and the sensational 
'SONO-DOME* Ultra-Tweeter. 
TF-3 Oiled Walnut. Net. .$ 99.50 
TF·3U Utility Unfin. Net ••• $ 79.50 
TF-3D Wal. or Cherry. Net $109.50 

© U.c.P., Inc. 
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SECTION 1320 

Jen.ten Concert & Viking Speakers 

P314-T 

P12-N 

P57-U' 

P4-W 

12J10, lOJ1U 

Nom. Mag. 
Size, Jensen Wt., 

In. .. No. Oz.t 
3-- :rK7 -:68 
3~ 35K7 .68 
4 4K7 .68 
4x6 46K7 .68 
5 5K7 ,68 
5)0 525K7 .68 
5 x 7 57J9 1.47 

JENSEN CONCERT SERIES SPEAKERS 

CONCERT SERIES PM SPEAKERS 

Nom. Mag. Voice Coil Dimensions, Inches 
Size, Jensen Wt., Imp., Power Dia., Baffle Net 

Inches No. Oz. Ohms Watts In. H. & W. 
Di.yth Deeninl Price 

rn- P275-Y 0.65 ~ ""1T.T1r -v. m 2% 5 2.85 
3-- --..r-w- t:110 ----n-~ % 3 1 15-16 --2-%- 2.85 aK-- - P35-W 1:00 -3":2 --4":"() --'4- 3~ 2 -m- ----un 4-'--~ t:110 ----n- 4T % 4',(, 2)0 ~ ~ 
4 P4-WV 1.00 45 4,5 ',{, 4% 2)0 3~ 2.70 
4 ___ _~~_V_ . ..l!1_ ~-~ -""-- 4% 2)0 3~ 2.82 
4x6 . P46-W 1.00 3.2 4.5 ',1, 4)0 x 6~ 2''(' 3 114 x 5 11..1G 3.09 
4-,,-~ P46-V 1.47 3,2 5,0 % 4)0 x 6~ 2'.{o aliA. x 511A1 3.30 
5 ·PS:W- t:110 3:2 5:0 ',{, 4,. 2''(' 4 2.67 
5 P5-WV 1.00 45 5.0 ',(, 4,. 2''(' 4 2.79 
5 P5-V 1.47 3.2 5.5 % 4,. 2'.{o 4 2.91 
5 P5-T 3.16 3.2 6,0 ,. 4,. 2114 4 4.32 5Ji--- P52S':W- 1.00 ----n- 5:5 ',{o 5)0 2'-1'0 4~ 2.85 
5~ P525-V 1.47 3.2 6,0 % 5~ 2''{& 4~ 3.03 
r;xr- P57-W l.O ----n- 5:5 % 5x7~ 2 18M 4~ x6~ 3.24 
5 x 7 P57-V 1.47 3.2 6.0 ''(' 5x7!4 2>i 4~ x 6~ 3.48 
6-- P6-W l.O ----n- 6:0 --.;;;- 6~ 2,. ~~ 2.94 
6 P6-V 1.47 3.2 6.5 % 6~ 2!!4 3.27 
6 P6-T 3,16 3.2 7.5 ,. 6~ aSA' 5)0 4.68 
6X9 P69-W l.O ----n-
6 x 9 P69-V 1.47 3.2 

7.0 
7.5 

% 6% x 9~ 3',w 5)0 x 8~ 3.84 
elO-S 

% 6% x9~ 3 liA', 5~ x8~ 4.35 
7--~ l.47 ----n- ---r:lJ ,. 7 3~ 6% 4.20 

P69-V 

P275-Y 

P46-W 

8--~ 1.73t ----n- !DJ 1 711,... 3 6,. 4.32 
8 PB-UV 1.73t 45 8.5 1 7114 3 6,. 4.50 
8 PB-T 2.5, 3.2 10.0 1 711.-1. ~~1:u 6,. 5.04 
8 CB-S 6.0' 8 11.0 1 7114 6,. 6.21 
8 CI-R 10.0' 8 12.0 1 7114 3 6,. 7.50 
~ P10-T 2:5f" ~ 1Dl -1- 1O~ 5~ 8,. 6.45 
10 ClO-S_ 6.0' 8 12.0 1 10~ .JUL 8,. 8.10 
~ P12-T 2:5f" -----a:2 l2.ll 1 12~ 6''(' --W-g- 6.90 
12 C12-S 6.0' 8 13,0 1 12~ 6''(' 1O~ 8.85 
12 C12-R 10.0' 8 14.0 1 12~ 6''(' 1O~ 9.60 
12 P12-P 14.6 8 18,0 1~ 12~ 6',{, 1O~ 20.16 
12 P12-N 27.0 8 20.0 1~ 12',w 7 10~ 31.50 
14 x 3 P314-T 3:I6 ----n- --r:5 ,. 3~ x 14% 3~ 2,. x 13'.;', 9.57 rr- P15-RJ 6:8" -8- 17.0 1~ 15~ 7~ 13)0 19.20 
15 P15-P 14.6 8 20.0 1~ 15~ 8. 13~ 27.15 
15 P15-N 27.0 8 25.0 1~ 15~ 8 13)0 36.90 
*Ceramic magnets. All others DP Alnico 5. All 10". 12'" and 15' speakers equipped with 
magnet covers. tPerformance equJvalfmt to EIA 3.16 oz. tPertormance eQutvalent to 
EIA 2.15 0 •. 

CONCERT SERIES SPECIAL OVAL GROUP FOR AUTO USE 

Nom. Mag. Voice Coli Dimensions, Inches 
Size, Jensen Wt.,* Imp., Power Dia., Baffle Net 

Inches No. Oz. Ohms Watts In. H. & W. D;rr oeenin~ Each 
5'"X'7 P57-U 1.73t aT ---rn- """l ~ 4)0 x 6 54.05 
5x7 P57-TX§ 2.5, 3.2 9,0 1 5 x 7 " 2 1SAe 4)0 x 6~ 5.01 
6Xl) P69-U L73t 3:2 !r.O 1 6% x9~ 3~ 5)0 x 8~ 4.74 
6x9 P69-TX§ 2,5, 3.2 10.0 1 6% x9~ 3'-11 5)0 x 8~ 5.40 

IHigh Fldellty Model. 'All Magnets DP Alnico 5. tPer!ormance EQuivalent to EIA 
2.15 oz. tPertormance Equivalent to EIA 3.16 oz. 

JENSEN VIKING SERIES REPLACEMENT SPEAKERS 

7J9 U9 57J9 525K7 46K7 35K7 

V.C. Dimensions, Inches 
Pwr., Dla. Baffle Net 
Watts In.1 ~ Dtltr op;rt' Each 
"3.5 -;;;r $ITs 

4.0 ,,(, 
~I?,{. ilf,{, m 2.10 

4.5 '-11 2.10 
4.5 ,,(, 4fi x 6~ 1>i 3",(,x5"'(' 2.73 
5.0 ',{, 411..{o lU--it 4 2.40 
5.0 % 6',{, 2~ 4)0 2.46 
6,0 ,. 5x7)O 2''(' 4)0 x 6)0 3.24 

Nom. Mag. V.C. Dimensions, Inches 
Size, Jensen Wt., Pwr., DI'a. Baffle Net 

In. No. Oz.t WaHs In.# H. 8oW. D;~th OPljjng Each 
-6- iiK7 -:68 ""li.O -;;;r 6%6;~~ $2.6i 
6x9 69J9 1.47 7.5 ,. 215,,{e 5)0 x 8~ 3.14 
7 7J9 . 1.47 7,0 ,. 7 21i.-{e 6% 3.B4 
8 U9 1.47 8.0 ,. 7"", 2~r;AG 6,. 3.B4 
10 lOJ1I 1.73 10.0 1 10~ 3>i 8,. 5.40 
12 12J10 1.73 11.0 1 12~ 4~ 1O~ 6.30 
*3.2 ohm voice colls. tAInteo 5 magnets. @1960JENSEN MFG. CO. 
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SECTION 1320 

Jentten Professional Series 

JENSEN HYPEX* PROJECTOR HORNS 
These projector horns are acoustically coordinated in design for best performance with 
Hypex' Driver Units D-80, D-40 and DD-IOO, anyone 01 which may be used on any 01 the 
horns. The horn expansion formula Is the hyperbolic exponential (U. 01. Patent 2,338/262) pro­
vtdlng low tr~uency reproduction surcenor to that obtained with conventional horns 0 thE' same 

~ok~t? t~~~na~~r~J:~.hH~r~:~~~~t~~ag~d ~Ji~~{8 ~:d SE:i~ ~!U:~U~t:~~y ~~r~~:;;~:~S!r~r~ 
this' hr .ad. ;;turdy steel mounting "U" brackets allow horn to point In any desired direction; 
horn locks in desired position by means of new positive actton trunnion clutchcs. 

(See separate desc'riptlon and specifications on RT-20 Rectangular Horn). 

H-1S0 H-200 H-240 R-242 
Seeclficatlons tlS'~ ~20"~ ~24'~ 120" Radlall 

Mouth diameter, over ali m oj( 5jO l!!i~J 
Length, over all (Ies. driver) 12' 15~' 20%' 14%" 
Air column length 31' 41' 59' 40-
i:Ow frequencY' cutoff 200 cycles 150 cycles 120 cycles 140 cycles 
Rated coverage angle 95' 85' 75' 360' 

6lbs. 8fi lbs. Net weight (Ie •• drl.er) 12~ lbs. IOJi lb •. 
Shlpplnl wellht 7" Ibs. 12~ lbs. 19~ lbs. 14~ lbs. 
List Price 128.QQ 1;t4.§Q -148.75 14~.QQ 
Net Each 

• T.M. Reg, Jensen Mtg. Co, 

ACCESSORIES 
MA-1 PIPE ADAPTER 

~hl~tur~ts ~~lli::l~u!r()gr~::tt~, 
Hypex* Projector Horns and pro­
vides ~. pipe thread for pipe mast 
mounting. Baked tan enamei finish. 
Net weight: ~ lb. 
Shipping Weight: I lb. 
MA-l-Llst Price $2.30. 
NetEach ................ $1.38 

MA-3 STACKiNG HARDWARE 

g~~~!~r~oO/n~aii~:'tr; !YJJ.°tnlng 

~~I~;iI~'We~g'tt~b~;. Ibs. 
MA-3-Llst Price $S.30. 
Net Each ................ $3.18 

MA-4 STACKING HARDWARE 
Complete set 01 hardware for joining 
two RT-20 horns double decked. 
Net weight: 1 Ji Ibs. 
Shipping Weight: 2 lbs. 
MA-4-Llst Price $4.60. 
Net Each ................ $2.78 
'T. M. Reg. Jensen Mfg. Co. 
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17.40 20.70 28.05 2 .20 

MODEL RT-20 RECTANGULAR HORN 
These versattle horns may he uand In a variety ot ways to provide projector systems of 
almost any desired dlrecttonal charaC'tprlsttcs and total powfr rating. Thera may be used 

:tg:!~~~! r~ ~~~~~r~~~~~ :;~f~~~l~~(~t~t~~~ii~~srg· J'~To~C!~~g~~fii~~~lri~ ~:~~~~r::~Y an 

RT-20 Horns are designed so that thpy may be stacked In plane or circular arrays. Eight 
units, each with a geometric sector angle ot 45 degrt"es. form a complete circle with a dlam-
~~~e~~~' 1~ ~:qU'~::t"fs:il~O~icha~~~O~:~::overage. Fewer units are used where less than 3600 

Number of Unit. 
I 
2 
3 
4 
5 
6 
8 

Horizontal CoYerage Angle 
SO' 

125' 
170' 
215' 
260' 
305' 
360' 

Horns may be "double decked," which will concen­
trate the sound In' a. narrower angle in the vertical 
plane. A stack two units hlgb will give a vertical 
coverage angle 01 approximately 30 degrees; at the 
same time. there is a gain In sound pressure on the 
axis 0:1' 2.5 db. due to the restricted angle 0:1' radia­
tion. 

The horn 10 molded of high Impact strength glass 
fibre relnlorced polyester. Natural molded finish 
In Modern Tan color. 

SPECIFICATIONS-RT-20 

Mouth Size: 26' wide by 13 Ji' high. 
Hom Length, overall. less driver: 16% .... 
Air Column length: 41'. 
Low Frequency cutoff: HO cycles. 
Rated Co.erage angle: SO' horizontal. (See data 

tor arrays). 
Net Weight, less driver unit: 10~ lbs. 
Shipping Weight: 15 Ibs. 
RT -2G-Horn only. List Price ............ $46.58 
Net Each ............................ $27.80 

Net © U.C,P., Inc. 
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SECTION 1320 

Professional Series 

HYPEX· LIFETIME DRIVER UNITS 
Jensen Hypex* Lifetime Driver Units have many outstanding achieving a higher power input rating to a single projector or an 
features which contribute to increased perlormance and reliabU1ty. array, than has ever been possible before. 
Frequency range is based on .achleving substantially higher conver- Magnetic structures are the most efficient that research has been 
ston efficiency, higher power ratings and Improved reliability over able to develop, yielding the highest magnetic energy from the 

rgT?ea~:~:~~~~rti~}i~~~~ha~Ja~~SI~hlg:~rO~~~~~~~~u~g~~tfs ~::~~~B tii~:~:ln~~~ ~o~~e;B B'fr~gtu:~I~~~llgrg~yg~~~~~~clilfi 
somewhat below those of the horns with which they wlll be used; shaped reinforced plastic diaphragms combine ruggedness with 
the specifications show the maximum upper limiting frequencies, excellent acoustic properties and freedom from "breakup". Voice 

~':t,~~sPs°~:ir~:ePii~~~~:gttYng~~~~Ih~~:~Bc~O s~~n~5p~~j~~~~~~: ~~~t:;: ~:r~~t 't~1fi~1ns?~~:~lt~~~ i~id r~~d t~~~bl~e~~a~ng 
As a result of these design choices and special research on rugged- ~~~:~~~~y~bl~al~u:'~~~!a:r~v~~derserB~'bm aigP~b_\~tdSh:~~ 
~tal~~;~.~3~ :tnlf~I~!e~~~~n':':;~:f:':~~~fnUI~7a~~ precision self-centering moving system assemblies which are added 
under normal conditions of use! insurance for dependabtuty under severe operating conditions. 
The DD-lOO l00-watt Superpower Driver Unit, similarly guaran- External leads connect to heavy binder screw terminals; added 
teed, Is the first double acting Integrated sound chamber driver reliability for wiring Is provided by strain reliefs on all units, All 
unit ever to be offered; It Is also the first 100 watt unit available, units are threaded 1",'-lS. 

Impedance 
16 ohms 
16 ohms 

SPECIFICATIONS 

Price 

JENSEN COMPLETE HYPEX' PROJECTORS 
HF-100A WEATHERPROOF 
TWO-WAY HIGH FIDELITY 

PROJECTOR 
Here Is a real high fidelity projector for use Indoors 
or out. under all weather conditions. Consists of a 
heavy duty 8" "woofer" feeding a folded horn plus a 
horn-loaded compression driver "tweeter". Low 
frequency unit feeds horn by a combination of 
direct radiation and phase-inversion bass reflex 

~~:i~n~%h~uKr:to~r:~~~g;~J~n r:s ~;o~7ci\~e~~a 
Is mounted so that the driver unit Is at the toP. thus 
providing seIf-dralning and making It Impossible for 
rain, sleet or snow to reach the driver unit. 
Horn outer section is spun aluminum with baked 
enamel finish. Central enclosure Is glass fibre rein-

WciJ~rn l!f'~~e~~fSb~nSt:~~c!\~1I n:'.:'.t.un'Jg ~~1.~~ 
Is fully adjustable and positive locking. 

SPECIFICATIONS: HF.100A PROJECTOR 
TYfr:~':;;~~I~nl'i':.sembIY of separate low and high 

~:'.~e;~l::~~:':~tl~~ 15.000 cycles. 
Impedance: 16 ohms. 
~~~-=lfD~::::e::n!1~,,1.20° . 
OVerall Depth, 11 %'. 
Net Weight, 23 lb •. 

~l;!.!':l'J~l~lt~~h~~I~~ ~~~9.5a. Net Eo.ch S77.70 

Jensen VH-91A and VR-U Hypex. projectors are the most compact in the line 

:~~i~ne~n':ts~~i~d!f:i~~ :~ir:r~~g~~r~~Pt~~d~~g~.l~~~~~~a ~~l~~:lr::;l~i:tn:~: 
ciency in the upper frequency range, these units provide excellent penetration of 
noise. Smalltn size, they caD also be located near areas of extreme noise. Magnetic 
structures are highly emcient. using Alnico V magnets In ample soft. iron struc­
tures. Corrosion-resisting finishes and matertals such as plastic cloth base dia­
phragms insure long Ufe under outdoor and industrial atmospheric conditions. 
For further protection driver units are completely' enclosed inside the rigid 
outer shell. 

MODEL VH-91A HYPEX· PROJECTOR 
Equipped with new universal mounting bracket for adjustment in any direction 
and secure locking with a single wing nut. Extremely rigid vibration-proof clamp-

~~ l~io:rs ~~~~n~o~~r~:~~~~~nc~~fe~.no~~o~~lr;:'o~~~~ ~o~:a~£:r~t~ ~l~~ 
MODEL VR-ll HYPEX* RADIAL PROJECTOR 

SPECIFICATIONS 
Air 

Mouth Col- Rated 
Power Imped- Dla. Over umn Cover- Net SWt~· Rating anee L-F Over All Path age Wt. List Net 

Model Watt. Ohm. Range All Lgth. Lgth. Angle Lb •• Lb •• Price Each 
VH-91A -1-5--S- '"3oii'" --sw ""fW IV 1'000" W -m- $i5.ii $21.48 
VR-ll 15 S 2S0 11' lO~' IS' 360' 4 5 49.00 29~40 

BV-l BLAST VALVE 
,&~e d~i~~~ ~~~h'c:~v:~1 a:r:;~::ry d~~i~~~?~sf~~%~~:: ward, again e!Tectlng a seal. With the valve In neutral 

pOSition, attenuation of sound Is negligible. Screws be­
tween horn and driver unit. Overall diameter 3". Fits all 
Jensen driver· units and horns. 

Valve Is the same as used In military blastproof 
loudspeakers. Under the posltl pressure phase. the 
valve moves inward to seal 0 e er unit from the 
horn throat. On the negative phase t e valve moves out- ~~~i~:tl~h~I.)!>·$~~.I6'i.lng Weight, ~J~i Eo.ch S9.00 

·T. M. Reg. Jensen Mfg. Co. 
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SECTION 1320 

Jen~n Professional Series 
JENSEN SPEECH MASTER LOUDSPEAKERS 

MODEL AP-l0 SPEECH MASTER 
Attractively styled desk type unit. Heavy cast base 
with felt pad. Specially designed for superior Intelli­
gibility in the, presence of static ~nd acoustic back-

g~i';~~ Jgr~~a ~:ti;d~n5\ ~~:~~r~C~~l~~~,g;:~iS~i~ 
protective front screen. Mounting faciltty for ~..,. x ~" 
transformer (inside, cover) locking tilt adjustment. 

rUOb~~~' ~~~re~' 6~4~~~~ ~~*i~~:~NSWC~~~:r~'i:~ 
IInlsh. Shipping Weight 5 ~ Ibs. • 
ST-590. 3-4 ohms. List Price $22.00. Net .. 513.20 
ST-591. 45-50 ohms. List Price $23.00; Net. 13.80 

MODEL AR-l0 SPEECH MASTER 
PROJECTOR 

Specially designed tor intercom and paging systems. 
Reentrant horn directs sound and adds speech range 
eftlf'iem'y. Used in fartories. warehouses. garages. etc. 
Sturdy P5-VC driver shielded from direct exposure." 
31" x .hi" transformer fits in cover. Power rating 
6 watts. 22n rubber cord. Ion dia. Gray hammer fin~ 
Ish. Hhlpplng Weight 670 Ibs. 
ST-643. 3-4 ohms. List Price $25.50. Net .. 515.30 
ST-644. 45-50 ohms. List Price $26.50. Net 15.90 

pleasing appearaIfce and functional styling are out­
standing features of these units. All loudR(J akers In 
this ·group use high efficiency direct radiator driver 
units of the permanent magnet type. 

MODEL RK-61 "CORRIDOR" 
SPEECH MASTER 

Designed for two-dlrection sound in c9rridor or omce. 
Heavy steel case perforated on both sides for high 
qual1ty speech {loverage in both directions protected 
heavy duty 6n loudspeaker driyer unit. t;turdy mount­
ing bracket welded to case provides flexibility in 
installation. Standard % n conduit (not supplied) can 
be used. 24'" heavy ~J cable for connections. Trans­
formers up to %'" x %" mount on speaker trame inside 
case. Excellent "talk-back" characteristies. Quality 
on music Is also acceptable for many areas. Power 
ratin~ 8 watts. Case diameter 8"; thkkn,~ss 3~": 
overall distance from wall 9~"'. Modern Tan flnish. 
ST-BSO. 3-4 ohms. List Price $15.00. Net .... 59.00 

MODEL P5-VC SPEAKER 
This loudspeaker is olTered for installation in radio 
communications, intercom and paging equipment. 
May be panel mounted, wall mounted or installed in 
a small case as required with excellent ·resUlts. Pro­
vides the performance of the AP- J 0 Speech Master In 
your equipment. Power rating, 5 watts. Depth, 2'.-1&": 
OD. 5"; bame opening 4'; Shipping Weight I lb. 
ST-916. 3-4 ohms. List Price $5.30. Net ..... 53.18 

JENSEN PROFESSIONAL SERIES TRANSFORMERS. 
MODEL W-l WEATHERPROOF TRANSFORMER CASE 

Thoro~ghly weatherproof tor permanent outdoor installations for maximum protection to transformers .. 
Desi~nf'd tor upright mounting on U-bracket of Jensen Types H. RT and R Hypex* horns or on pipe by 
means of claron. Also suitable for screw mounting' to side wall or other flat surface, Accommodates trans­
formers of stan~ard nominal core sizes of 1 x 1, ~ x YB. % x % and % x % with maximum transformer 
hel~ht of 4". Cable entry holf's provide for UCo to four Type SJ cables. Cast aluminum base and spun alu-

~~;JIh~~e:,:;~~hJ:{~J}!Y:ifrW!.: ~r:pI~~ :e~:gtey~mr£s~n~~i ~~ffJ:~~iW~:~.S~~~~~~,~~~~~~'.3& 
'T.M. Reg. Jensen Mfg. Co. 

"PE ZC "CONSTANT VOLTAGE" TYPE TRANSFORMERS 
These transformers are designs especially for the distribution 
systems 'commonly referred to as 7O-volt constant voltage systems. 
They are designed to draw a predetermined amount Of' power from 
a 70-volt line as Indicated In the tables. All are mountable In W-l 
Weatherproof Transformer Case except ZC-3514, as noted. 
Models ZC-I00. ZC-200. ZC-300. and ZC-400 are equlrped with 
adjustable terminal boartl with handy pin Jack adjustment for the 

Nominal Input Sec. 
Modol Core Input Imped., Imped., Mtg. Net 

No. Size Wattst Ohms Ohms Ctrs. Each 
zc:m-~ ~ "l1i7 4/8/16 """"3"iF" 58.90 

-15 333 
770 667 

ZC-200 1'" xl'" 25 200 4/8/16 3~- 7.80 
10 500 

5 1000 
ZC-300 :Ji'" xU' 20 

10 
250 
500 

4/8/16 3~- 5.79 

5 1000 
ZC-400 ;8'" x %* 5 1000 4/8/16 2%' 4.20 

270 2000 
l?i 4000 

Response characteristics. 
:gg~ ~g:1gg; ~~38b."M8~~:db, 30-15,000 cycles. 

plus .or minus 2 db. 70-10,000 cycles 

ADJUSTABLE IMP.EDANCE TRANSFORMERS 
The Type ZY adjustable impedance transformers have long been 
popular for use on 500~ohm Une systems. Equipped with sturdy 
terminal board with pin jack adjustment of Impedance. Type ZL 
transformers are similar except for solder lug terminals tor Im-

r~~~:~a~Jur~:n:~~e~~dp&!~~~11a:~rc~~r~Ks.l~~~. b~%~~:.l~'g 
Model W-I Weatherproof Transformer Case. 

Nom. Pew.r Sec. 
Core Rat- Im-

Mod .. SIze, ~':.\t. god., Mtg. Net 
No. In. Input Impod., Ohms hms Ctrs. Each 

ZY-20OS ""iXi"" 25 8 .aw- $7.11 
ZY-2003 .~~~ 16 8 ~~~H 5.95 
ZY-2002 10 8 4.95 
ZV-4004 10 500/1000/1500/2000 4 ~~1' 4.95 
ZY-4005 n~% . 3~ 8 3.69 
ZY-4002 ,4 2",- 3;69 
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desired input power. Heavy duty screw terminals are provided for 
speaker and line connection. Completely imprpgnated and dip 
processed tor operation in outdoor snd industrial atmospheres. 

Models ZC-35J4 and ZC-3515 are similar except color coded pig­
tail leads replace the terminal board. Non-weatherproof, recom­
mended for indoor and less severe locations. 

Nominal Input Sec. 
Model Cor. Input Imped., Imped., Mtg. Net 

No. Size Wattst Ohms Ohms Ctrs. Each , 
ZC-3514* ~ """Iii'-

8 
--m-

625 
87I6 2"':x2~'" s=;:ao 

4 1,250 
2 2,500 

ZC-3515 %"x %11' 4 1,250 8 2%' 2.85 
2 2,500 
1 

18:38g a 20.000 
40,000 

Response Characteristics: rlus or minus 1 db 30-15,000 cycles. 

'Not mountable In W-l Case. 
tMarked VA (volt-amperes) on terminals. 

TYPE "Z" TRANSFORMERS 
Model Z-3422Is a high lIdellty autotransformer for Interconnecting 
4, 8 or 16 ohm circuits. Model Z-3345 Is particu.larly neslgned to 
p,roperlY match 8 ohm loudspeakers and projectors to 45-50 ohm 

~~~ir~c;~~i~~8~ -W-sltW:ath~~~~ T~=st~~:: ~:~ and 
I Nom. Power Sec. 

Cor. Rat- Im-
M ..... I Size, ing, god;, Mtg. Net 

No. In. Watts InNout Im~od'rr2hm. hm. Ctr .. Eacl! 
2L-fm ~ T 1m fIUImi !rn f~rmU -r lW "lm 
ZL-2021 ~x~ 4 2.25 

f:mr "Txt 25 4/8/16 ...... -m:5:I5 
Z-3345 %x% 6li 45-50 8 2 - 1.95 

Response characteristiCS. 

TYr.i:s ~~!~:~ ~~?,l~t-~%?o~aa::.;'\;,.. 
Type z-3422; plus or minus 1 db, 30-15.000 Cycles. 

Net © U.C.P., Inc. 
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JetUen Professional Series 

C12RC C12-SC CB-RC CB-SC H-255C ST-411 

PROFILE* SERIES COMMERCIAL SOUND SPEAKERS 
These 8- and 12-1nch ruggedly dependable speakers are especially designed for all PA and sound reinforcement appllcat.tons. yet are 
economically priced. Ideal choices for sehoolroom, amoe. store, restaurant, supermarket and all similar applicat.ions. Extended high 

~~~~~~c~~~~~~s Sgrr~:t~ r;~~on~.e ::;~~cwiggU~~l~Ub~tg~r~[~~ ~~~:~~~~1~~;t:lg:ef.~~d:t~~16~8a~z~:rl:rc60~C~~g~~rS~WE~~~:~nefi.Y~~~n~~ 
8-inch units permit in-the-wall mounting. Moisture-proofed cone and voice colI, plus corrosion resistant treatment of metal parts for 
maximum reliability. One-inch, 8-ohm voice coils. Transformer mounting facUity. 

Power Relative V.C. Baffle Overall Net 
Nominal Model Rating, Magnet Wt., Oz. Loudness Dla., Cutout . Dia. Depth Wt. Net 

Size No. Watts syn10X-T9UI.. AI.5 Efflc.ency Inches Dla.ln. Inches Inches Lbo. Each 
12' C12-RC 14 6.8 +4 db 3 7.16" 10)1' 12J.1j' 4)1' -3-- 59·60 
12' C12-SC 13 6 4.64 +2 db 3)4' 10)1' 12J.1j' 47.-16" 2!4 ,.85 
8' CB-ftC 12 10 6.8 +2 db 3 7.·{e" 6,,' 8J.1j' 3' 2)4 .77 
8' CB-SC 11 6 4.64 o db 3)4' 6:%:,1I 8J.1j' 2i5.-1sN 2 6.57 . T.M. 

COAXIAL TWO-WAY UNITARY SPEAKER 
Outstanding unitary two-way loudspeaker especially designed for institutional, industrial, and commercial sound systems where high 
fidelity music and realistic voice reproduction are essential. Markedly superior to projector type- speakers in wide angle coverage of 

rs~~1~to~;e1~re~~Kt~~re~ oau~~~gr s~e~~rc~~~~Ve' n~t°cl:~~t~~S~i~~s:3~o 0;~1~, ~1~~\S o~ as~~~~'Eu~~~~:~~irti~so~~~ S~~re~}a~~~e a~~~i~~~~::t-
out. Rugged const.ructlon insures trouble-tree performance indefinitely. Terminals provided for insertion of fixed or adjustable pads it 
desired (not furnished-see control listings) In the tweeter circuits. Full dividing networks mounted on housin~. Screwdriver type input 
terminals. Housing finish, baked tan enamel. front ot the unit is finished In black enamel for minimum visibility throUllh grllle cloth. 
Thoroughly dustprQofed. Power rating, 25 watts. Impedance, 16 ohms. Recommended baffle opening, 10J1J: O.D., 12~N; depth, 7H"'. 

~'::d:.el.f:.t'H:~~5t~iJ~iWrii~~ $ii1~~J? M>:i Each .......................................................•........ 54890 

LEVEL CONTROLS 
Thp,sr. level controls are of thp, two-section L-pad type with practi­
cally constant Input impedance tor any knob position. Designed 
for use in voice coil or line circuits of similar nominal impedance. 
Provide continuously adjustable level without disturbance of 
other circuit levels or total impedance. Rugged construction wtth 
special alloy windings and solder lug terminals. Single-hole panel 
mounting. Complete with lock nut, small bakelite pointer knob 
and fiat metal escutcheon plate. 

P-4VC P-5TC P-BPC 

Model 
No. 

5T-766 
ST-276 
ST-411 
ST-B37 
ST-761 

P-8RC 

Impedance, 
Ohms 

Power, 
Watts 

4 i5 
8 15 
8 35 

16 35 
500 35 

P-12RC 

Shipping Net 
Wt·'iLbS• Each 

52.91 
1 1.95 
1 4.17 
1 3.45 
1 4.35 

P-12-NC 

EXTENDED RANGE HIGH FIDELITY LOUDSPEAKERS 
Here is a complete line of loudspeakers of latest p.esigns especially 
for commercial and general purpose applications, all field tested 
for the exacting and rigorous requirements of professional service. 
There is a loudspeaker for every need-ruggedly dependable units 
which have enjoyed the position of "world's Quality standard" tor 
many years in the professional field. 

These heavy duty loudspeakers are ot the extended range high 
fidelity type with performance suitable for applications where 
two-way and three-way speakers are not needed. High emciency is 
assured with carefully designed magnetic structures using Alnico 5 
magnets and ample soft iron circuits. Moisture-resistant cones and 
other materials contribute to long life expectancy. The units are 
especially suitable for protected outdoor locations not directly 
exposed tohrain, sleet and snow, as well as tor Indoor use. 

Power Magnet Relative Im-
Nominal Model Rating :'~i!7 Loudnes. ped., 

Size No. Watts Efficiency: Ohms 
-W- P12-Nc ~ ~ +7 db --s 

12' P12-RC 14 6.8 +4)1 db 8 
12' P12-SC 13 4.64 +3)1 db 8 
10' P10-SC 12 4.64 +3)1 db 8 
8' PB·PC 15 14.6 +5 db 8 
8' PB-RC 12 6.8 +2% db 8 
8' PB-SC 11 4.64 + 1)1 db 8 
6' P6-TC 7)1 3.16 +1~ db 4 
5' P5-TC 6 3.16 +1 db 4 
4' P4-VC 5 l.47 o db 4 

Extended h-f rangE' insures excellent music reproduction. The l-t 
range wlll depend on the enclosure size and design. Commonly used 
in small enclosures or ceiling baffles. Models P8-SC and P12-SC 
are practically standard in the industry for Interior low level musio 
distribution systems. 

Sizes from 4N to 12'" ofter the best performance possible in each size 
and cost class. Choices as to efficiency and power ratings are ayall­
able in some sizes. Relative loudness emcienr.y is shown in the 
table referred to the P4-VC. A speaker with relative loudness 
emciencyof +3 db will be noticeably louder than the P4-VC for 
the same power; only one-halt the power will be required to be 
equally as loud as the P4-VC. 

V. C.· Baflle Overall Ship. 
Dla. Cutout Dla. 'I~:~: Wt., List Net 

Inches D'io,&n. Inche. Lbo. Price Each ---nr --mr .,.---rr 5r.1I1r 530.60 
1 1O~ 5% 16.65 9.99 

·1 1O~ 12~ ~~ 6 15.20 8.12 
1 8' . 10 4 13.75 I. 5 Hi 6!4 8J.1j 4 5% 31.BO 1 .08 
1 6!4 8~ 4 3 14.BO 8.88 
1 6!4 8~ 3~ 3 12.70 ~.62 
~ ~)( 6114 ~:~ 2 B.sO 

.11 I; 2 B.ls 4.8 
% 3% I; 2% 1% 5.25 3.1 
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NONE BETTER 

lS·WX 
Karlson 

Front 

12·MX 
Mahogany 

8·WX 
Walnut 

KR-S 
Rocket 

Speaker 

S-BSC-K' 
Basic 

Unfinished 

12-U 
Unfinished 

Deluxe 

ISWXG 
Full 

Grille 

GENERAL DESCRIPTION 
The Karlson enclosures are designed and perfected to meet 

the requirements for the latest and most adva.nced stereo· 
sonic techniques. They provide highly effective acoustic trans· 
formers improving the bass, transient response, dispersion, 
dynamic range, and definition .far beyond the ordinary capa­
citiJls of your speaker. They have consistently outclassed all 

. other approaches in their ability to satisfy the most dis­
criminating.' As a result they are without a doubt the most 
highly recommended loudspeaker enclosures available at any 
price_ Unexcelled for stereo use. Wi II outperform systems 
many times their size. 

RELATIVE SIZES AND APPLICATIONS 
KARLSON 'lS'-Enclosures for 1S" Speakers 

33" high, 22¥.!" wide, 18~' deep, wt. 80 Ibs. 
This is the outstanding choice of the real experts. Better bass 
than even a horn 30 feet long with a 12'h foot mouth dia­
meter-PLUS-unexcelled tonal definition .and wide area pre­
sentation makes this the finest enclosure available at any 
price. Use for finest home and professional· stereo and mono­
phoniC high fidelity systems. Excellent for electron.ic organs, 
musical instruments, theatres, studio monitors, music f-as­
tivals and wherever the very best is required .. 

KARLSON '12'-Enclosures for 12" Speakers 
24'l11" high, 16'l11" wide, 13'l11" deep, wt. 44 Ibs. 

This· enclosure is ideal for those who want the biggest aRd 
best stereo sound available in a compact system. Its dynamic 
range in bass is only slightly less than. the Karlson 'IS' and cer­
t<Jinly much greater than mammoth systems costing many 
times more. Very efficient, .doesn't need super power ampli­
fiers for good bass. Suitable for almost .all types of installa­
tion, including built-ins due to their small size. 

MODELS AVAILABLE 
FINISHED ASSEMBLED: Select wood veeners in 
mapogany (MX), waln,ut (WX), and blonde oak (BX). 
Standard taper front for 15" and 12" models, full 
grille on special order at S% additional charge. Full 
grille only on 8" mOd.els. 
IS-MX, IS-BX, IS-WX .... ,', ........... ea. $129.00 
12-MX, 12-BX, 12-WX ..... ,............ ea. 99.60 
8-MX, 8-BX, S-WX ....... ,.,.......... ea. 42.60 
DELOXE UNFINISHED ASSEMBLED: Birch veneer ex­
teriors footings and front mouldings included. 
IS-U Karlson "IS" Unfinished .......... ea. ·$S7.00 
12-U Karlson "12" Unfinished .......... ea. 66.00 
S-U Karlson "S" Unfinished .......... , ., ea. 26.70 
BASIC UNFINISHED ASSEMBLED: Finest quality, high 
density particle board, no footing or moulding, finish­
able. 
1/i-BSC-U Basic Karlson 'IS' ............ ea. $66.00 
12-BSC-U Basic Karlson '12' ............ ea. 49.50 
S-BSC-U Basic Karlson'S' •......... ,... ea. 21.00 
DELUXE KITS: Birch verreer exteriors, footing and 
mouldings included. 
lS-K Karlson 'IS' Kit .................. ea. 
12-K Karlson '12' Kit , ................ ea. 
8-K Karlson '8' Kit .................... ea. 

$57.00 
42.00 
lS.60 

BASIC KITS: 'Finest quality, high density particle board, 
no footing or front mouldings. 
IS-BSC-K Karlson 'IS' Basic Kit ., ...... ea. $4S.00 
12-BSC-K Karlson '12' Basic Kit ........ ea. 33_00 
8-BSC-K Karlson'S' Basic Kit .......... ea. lS.00 
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KARLSON 'S'-Enclosures for S" Speakers 
17'10", wide 11'l11", high 10" deep, wt. 14 Ibs. 

These very small enclosures will actually fit in the average 
bookshelf, and will give a quality of reproduction and ex­
tended bass totally beyond the normal capabilities of a one 
cubic foot enclosure. Especially good for the small apartment, 
den or playroom or as an addition to your larger system. 
May be built into other cabinetry or used as a portable sys­
tem as well. Provides professional quality at competitive 
prices. 

SPECIFICATIONS AND FEATURES 
All Karlson enclosures employ the basically new Karlson 

acoustic transducer (Pat. nos. 2,S16,619 and 2,S96,736) for 
greatly extended bass, ultra-uniform wide angle disperSion 
for all speakers in excess of 120', and highly improved 
transient response, efficiency, dynamic range and signal def­
inition. Cone break up and distortion is practically eliminated. 
Amplifier loading· is resistive giving 'excellent control. Dynamic 
range in bas~ varies with size, with the larger units quite 
capable of filling the largest auditoriums with sound. High 
frequency response only limited by tweeter used. No tuning 
required with any speaker. 

All enclosures may be mounted either vertically or on side 
with suitable loose footing provided for the Karlson 'IS' and 
'12' enclosures. 

SELECTING A SPEAKER 
The Karlson enclosures are designed for use with the finest 

extended range, coaxial, and triaxial speakers. Works best with 
high compliance speakers having a .good linear suspension, 
strong magnets and smooth very extended tweeters. Separate 
tweeters may be mounted in the larger enclosures. Mechanical 
resonance not critical, no tuning is required. 

IDEAL FOR 

PUBLIC ADDRESS 

AND MUSIC 

SYSTEMS 

THE KARLSON ROCKET 
SPEAKER SYSTEM 

This miniature speaker system can 
fill a large room with its clean power­
ful sound or whisper soft background 
music. with perfect fidelity. The 
patented wide angle sound is ideal 
for stereo and all applications where 
the same quality of sound is' dfilsired 
in all parts of the listening area. 
Unique and decorative styling permits 
mounting anywhere; upright on furni­
ture and inverted on walls, pillars, and 
ceilings. 

SPECIFICATIONS: Freq. response SO 
to 15,000 cps, cap. 4 watts, eff. 20%, 
imp. 8 ohms, dispersion 140' hor. 
SO vert., sp,ec. 5" speaker, size­
IS¥.!" high, 7' sq. at base, wt. '3 Ibs., 
finish-chameleon ivory for all decors. 
Directions included. 

Karlson Rocket speaker system 
Mod. No. KR·S ............ ,$19.S0 

© U.C.P., Inc. 



SECTION 1320 

LOWELL STL SERIES 

New Low Ceiling Type Baffles 

Model No. Speaker Size Will Mount to 

STL-6 6" CP8, XCP8, PR8 

STL-7 7" STP8, XSTP8, XSTPR8 

STL-B 8" STP8, XSTPS, XSTPR8 

STL-l0 10" STP1012, XSTP1012, XSTPRI2 

STL-12 12" STP1012, XSTP1012, XSTPR12 

These new, unusual additions to the Lowell 
line of speaker baffles are top quality heavy 
18 gauge spun aluminum in a buffed satin 
finish. Designing assures controlled 360 0 dis­
persion of undistorted sound. Echo and feed­
back are at the minimum. Louvres and conical 
diffuser "float" on very small soft rubber 

Patented in U.s.A. and Canada 

grommets. Baffles are coated with clear lacquer 
which also serves as prime coat for on-the-job 
painting. Wide choice of colored lacquer fin­
ishes available on request. 

Shipped complete with hardware and instruc­
tions for mounting to Lowell Protective 
Speaker Enclosures illustrated. 

From architecture to acoustics, Lowell STL 
series meets every requirement - in ultra-mod­
ern design ... for even, un distorted low-level 
sound distribution throughout 360 0

• Recom­
mended baffle placement is usually 25' from 
center to axis: Where straight line placement 
is impossible, triangulating the baffles in the 
ceiling is highly effective. 

STP SERII;S XSTP SERIES XSTPR SERIES 

£~ MANUFACTURING COMPANY 
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SPECIAL 
LOWELL APPLICATIONS 

1. LOWELL SC SERIES 
Designed as a single unit clock and speaker system, the 
LOWELL Model SCIOO simplifies installation and mainten­
ance. Fire alarm and civil defense warning equipment may 
also be incorporated in this unit. 
Both the 'clock and speaker are mounted to the front panel. 
The front panel is hinged at the top, providing quick access 
to the interior .of the unit without disassembling. 
LOWELL model SC-IOO will mount a variety of standard 
classroom clocks smaller than 12 inch sizes. Please order 12 
inch size speCial. 
Shipped complete with all mounting hardware. Colors are 
contrasting light and dark grey. 

2. MODEL RJA is ideal for classrooms, restaurants, 
offices and as an extension speaker for juke box installations. 
The standard finish is satin aluminum with a clear lacquer 
coating. The 18 gauge steel protective enclosure is heavily 
undercoated and affords ample space for transformers and 
controls. 

3. TH E 'DRAMATON E' BASS REFLEX 
WALL BAFFLE 

Especially designed for installations where a modern trend is 
desired. Beautiful plastic grille cloth mounted directly in back 
to conceal the loudspeaker. Baffle operates with a bass reflex 
principle. Interior completely lined with jute to prevent 
metallic resonanCe. 

4. HEAVY-DUTY PENAL INSTITUTIONAL 
BAFFLE 

Bi-directional type mounts to any standard single or double 
electrical outlet box. Tamper-proof machine screws, which 
fasten the baffle together, cannot be removed without a 
special sctewdriver. Rugged construction withstands severe 
punishment. Both speaker face plates are covered from behind 
with perforated metal to prevent sharp objects from piercing 
the speaker cone. 
The entire baffle is prime coated and finished in silver grey 
hammertone. 
Order screwdriver with 6-32 and 8-32 tip. 

SPECIFICATIONS 
Model SC-lOO front panel is 2S%" x 13" x 1", made of 18 gauge 
steel painted light gray. The speaker grille is made of 22 gauge steel 
painted dark gray. The protective enclosure is 24" x 12" x 3", made 
of 18 gauge steel painted with zinc chromate to prevent rust and 
undercoated to prevent resonance. It contains twelve 1;'2", %", 1" 
and 1 Y2" conduit knockouts. 

MODEL RJA 
The grille is .040 satin aluminum with clear lacquer coating; 
measures 12';1(/' across top-edge, 9%" across bottom edge. 
When grille is mounted to enclosure the entire assembly has 
approx. 10° forward slant. Specify speaker size when order­
ing (RJA-6, RJA-7, RJA-8). 

'DRAMATONE,' BASS REFLEX WALL BAFFLE 
DIMENSIONS: 13%" x S%" depth x 9%" height, 

MODELS: DD6-A 
DD7-A 
DD8-A 

PENAL INSTITUTIONAL BAFFLE 

MODELS 
BRLK-S 
BRLK-6 
BRLK-7 
BRLK-8 

SPEAKER SIZE 
S" 
6" 
7" 
8" 

Model RLK series is very similar to Model BRLK with the exception 
that these models do not have a cradle base, Mount to ceiling or wall 
or standard electrical outlet boxes. 

MODELS 
RLK-S 
RLK-6 
RLK-7 
RLK-8 

SPEAKER SIZE 
S" 
6" 
7" 
8" 

NOTE: Order only by model numbers. 

£~ MANUFACTURING COMPANY 
® 
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LOWELL XCP SERIES 
Back Cover Protective Speaker Enclosure 

EXISTING CONSTRUCTION 

n ........ ' ........ / ..... ·· ...... ~ .. .r--- 3/4 " KNOCK-OUTS AT 90° 
,./ .• \l- UPPER SECTION 22 GA. ALL STEEL SPOT 
I i WELDED 
i 1 ___ RUST PREVENTIVE COATING 

A I l",--~ 3/32" NAIL OR WIRE FLANGE HOLES 

K~r~~ :~i~ff~;:~;~;~;~;~~;;,TO 
Model A B C 

Speaker Size 
Accommodation 

XCP6 4" 10'1." 7%" 6" 
XCPS 2'/2" 11%" 81/2 11 S" 
XCPS 4'1." 11%" S'h" S" 
xCPS 7" 11%" 8112 11 S" 
xCPS 10" 11%" S'/2" S" 
XCPIOl2 7" 16" 120/." 1011 & 1211 
XCPI5 10';"" 21'1." 14%" IS" 
XSTPS 7" 13%" 12V." S" 
XSTPIOl2 10" 17%" 14V." 10" & 12" 

USES: Designed for quick labor-saving wall or ceiling 
installation of sound systems in EXISTING CONSTRUC-

. TION, ready for plastering. 

DESCRIPTION: AII-st~e1, spot-welded construction of 
heavy 22 gao metal complete with plaster ring attached. 1J2n 

and %" knockouts at 90'. Rust preventive coating on exterior. 
Very heavy undercoating on interior to prevent metallic reson­
ance. Sufficient speaker back pressure relief assures high 
speaker efficiency. Excellent for high fidelity installations. 
Complete mounting hardware and mounting instructions 
furnished to meet problems of various types of installations. 

Note: Special overall depths (where space in walls and 
ceilings allow) and additional "loading" may be ordered at 
slightly higher price. 

IMPORTANT: When mounting back enclosures in wall 
or ceiling for slip fit, cut hole to following size in diameter 
as per model ordered and nail to lath: 

Model XCP6-7'4" dia. 
Model XCP8-8%" dia. 
Model XCPI012-12%" dia. 

Model XCP15-14%" dia. 
Model XSTP8-12%" dia. 
Model XSTPI012-14o/s" dia. 

FOR SUSPENDED CEILINGS: 
Mount XCP Series back enclosures to Model SS24 or 48 Steel 
Support Channels for positive strength. 

FEATURES: Protects speaker cone from fire, falling mortar 
and dust. Prevents rodents from damaging speaker cone. Easily 
serviced without damage to waH or ceiling. Installation time 
reduced. 

Speaker BatRes That WlJI Mount to XCP Series Protective 
Speaker Enclosures: 

Enclosure 
Model No. 
XCP6 
XCPB 

XSTPIOl2 

XCPI5 
XSTPS 
XCPIOl2 

Speaker Baffle 
Model No. 

AL6-A, RS5-A, RS6-A, 
AL7-A, ALB-A, RS7-A, RSS-A, CE, JGS, 

M-S PSS, STL6 
ALIO-A, ALI2-A, RSIO-A, RSSI2-M, 

ALSI2-M, RSI2-A, JGI2 
AL IS, RS15-A 
STLS 
STL 10 STL 12 

NEW HOTEL/MOTEL SPEAKER GRILLES 
Designed for wall mounting, these dis­
tinctive grills are ideal for motel and 
hotel installations. Constructed of 18 
gauge steel, they will a,ccommodate 8" 
speakers. They will mount easily to 
Lowell enclosure P104X. 

MODEL MTH-8 MODEL MT-8 MODEL Pl04X 

MANUFACTURING COMPANY 
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LOWELL AL SERIES 

Flush Mounting Low Ceiling BaHles 

Patented in U.S.A. and Canada 

No. of Dia. of 
Speaker Mount to Speaker Flange Required Weight No. per 

Bailie Size Speaker Enclo.ure Dimensions Bailie Mtg. Hole (lb •• ) Shipping 
Model Accommodated Model. A B C D Flange Hole. In Ceiling Net Shpg. Carton 

AL6·A 6" CP6, XCP6, PR6 
PS 

2'/2" '12 11 10%" 5'14 " I" 4 7" '/2 3f4 12 

AL7·A 7" CPS, XCPS, PRS 
PS 

2'/2" '/2 " 12%" 5'/," I" 4 S'/2" 3/, 15 

ALS·A S" CPS, XCPS, PRS 
PS 

2'12" '/21. 12%" 6 3/." I" 4 S'/2" 3/, 15 

ALlO·A 10" CP1012, XCP1012 
PR10 

3" '/2 " 167fa" 8'/2" I" 4 13" 1'/2 6 

ALl2·A 12" PR12, CP1012, 
XCP1012 

3" '12 11 167fa" 103/." I" 4 13" 1'/2 6 

ALI5·A 15" PR15, XCP15 5" 2" 21%" 13" P/," S 15'/2 " 3 3'12 
CP15 

ALSI2·M S" PR12, CP1012 2'/>" Ih " 167fa" 61f, " 2" 4 S'/2" 3/. 6 
XCP1012 

Top quality, heavy gauge satin finished spun aluminum. 
Assures controlled 360· diffusion of undistorted "ear-level" 
sound with minimum of echo and feedback. Conical diffuser 
"floats" on Soft rubber grommets forming a press fit to 
aluminum support studs which thread to speaker housing ring. 
Clear lacquer coating also serves as prime coat for on-the-job 
painting. Wide choice of colored lacquer finishes available 
on request. Shipped complete with hardware for mounting to 

Lowell Protective Speaker Enclosures illustrated. 

3600 Coverage Low "Ear-Level" Sound 

CP SERIES XCP SERIES 

Even' undistorted sound. Recommended baffle place­

ment 25' from center of axis. Where straight line 

placement is impossible, triangulating baffle in ceiling 

is highly effective. 

PR SERIES P875X ENCLOSURE 

£~ MANUfACTURING COMPANY 
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SURFACE MOUNTING CEILING BAFFLES 

"WITH FLOATING CONICAL ACTION" 

~c -, _____ RELIEF VENTS 

T T(\*; .~:,.--- ROLLED FLANGE 

NORMAL \ . ,-f-- HEAVY 18 GAUGE ALUMINUM 

HEIGHT ~ A \ j:rtj--- HEAVY %" JUTE LINING INTERIOR 

! ':~\,' ... ': .~c:~ 1/4" ALUMINUM STUDS AT 90° 

CEILING ----"- .~ ALUMINUM CONICAL DIFFUSER 
INSTALLATIONS BL SERIES PATENTED IN THE US,A, 'NO CANADA 

Model Speaker A B C Will Mount 
No. Size To 

BL6-A 6" 7'/4" 411411 12%," PL6 

BL7-A 7" 8Va#l 5" 14%" PL7 

BL8-A 8" 8V8#1 5" 14%" PL8 

BL 10-A 10" 9'!." 6 3/4 '1 18%" PLIO 

BL 12-A 1211 9'14" 60/4 11 18%" P'LI2 

PL Series Steel Discs for mounting 
BL Series to concrete ceilings. Heavy 
18 gauge steel. All holes punched 
for standard electrical outlet boxes. 

GENERAL INFORMATION: Designed for surface 

mounting constructed of heavy gauge aluminum. Accurately 

engineered for normal ceiling sound reinforcement. Perfect 

speaker cone loading holds feed-back to minimum. Exclusive 

"Floating Conical Action" assures controlled 360· sound 

coverage. High frequency diffuser supported to housing by 

four %" aluminum studs and threaded on one end mounted 

to housing. Press fit to diffuser through soft rubber grommets 

prevents metallic resonance. Recommended placement of baflles 

under normal ceiling heights is 25' off center of axis in straight 

line placement_ All models finished in brushed satin and 

coated with colorless lacquer. Acts as excellent base coat or 

primer for on-the-job painting. All models available in colored 

lacquers at slightly higher price. Complete information on 

request. 

TYPE RS RECESSED WALL TYPE 
DIRECTIONAL SPEAKER BAFFLES; 

Excellent speaker trim for modem in­
stallations. .Especially recommended' 
for Dress Shops, Department Stores, 
Night Clubs. Provides concealment of 
speaker. Easily installed. 

Model Speaker 
No. Size 

RS4-A 4" 

RS5-A 5" 

RS6-A 6" 

*RS7-A 7" 

RSSI2-M 8" 

RSS-A 8" 

RSS-A {I '10" deep) 8" 

RSIO-A 10" 

RSI2-A 12" 

RSI5-A 1511 

DESCRIPTION: Made of aluminum with y," mounting flange. Stan­
dard finish - satin-aluminum. Improved one-piece construction. Four 
screws are supplied to mount speaker. Mounts to LOWELL TYPE CP 
or XCP enclosures where speakers must be protected. The RS7-a, RS8-a, 
RSIO-a and RS12-a are now one-piece construction. 

Dimensions 

71/211 dia. x 7'16// depth 

10%" diG. x 7/16u depth 

10%" diG. x 7/16" depth 

12%" diG. x 7/16" depth 

167fa" dia. x 1/2" depth 

12%" dla. x 1/2" depth 

12 %" dla. xl'!." depth 

167/." dla. x 1/2" depth 

167/." dia. x 1/2" depth 

21 %" dla. x 3" depth 

Wall Hole 
Size 

5" dia. 

7" dia. 

7" dla. 

8'/0" dla. 

8112 11 dia. 

8'!." diG. 

12'!." dla. 

17" dla. 

* For RCA 7" Accordion Speaker. Information on colored lacquer furnished an request for bath models. 

MANUFACTURING COMPANY 
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LOWELL CP SERIES 

Back Cover Protective Speaker Enclosure 

Model A B C 
Speaker Size 

Accommodation 
CP6 4" 11'/4" 7" 6" 
CP8 2'1.' 131/8" 8'1.' 8" 
CP8 4'10" 13Va" 81/2" 8" 
CPS 7" 13 'fa" 8112" 8" 
CP8 10" 13'18" 8'h" 8" 
CP8 12" I 31/a" 8112" 8" 
(Pl012 7" 17'/8" 12'h" 10" & 12" 
(PIS 1 ,,, 21 1/." 14%" 1511 

5TP8 7" 147fa" 12%" 8" 
STP1012 10" 187fa" 14 3/4 '1 10" X 12" 

USES: Designed for quick, labor-saving wall or ceiling in-
stallation of sound systems in NEW CONSTRUCTIONS, 
ready for plastering. 

DESCRIPTION: All-steel, spot-welded construction of 
heavy 22 ga: metal complete with plaster ring attached. %" 
and IfZ" knock .. outs at 90°. Rust preventive coating on exter~ 
ior. Very heavy undercoating on interior to prevent metallic 
resonance. Sufficient speaker back pressure relief assures high 
speaker efficiency. Excellent for high fidelity installations. 
Complete with mounting hardware and mounting iristruc­
tlOns to meet problems of various types of installation. 

Note: Special overall depths (where space in walls and 

ceilings allow) and additional "loadings" may be ordered 
at slightly higher price. Available with removable cylinder 
and stationary front plaster ring in adjustable face models­
DCP series. 

IMPORTANT: When mounting back enclosures in wall 
or ceiling for slip fit, cut hole to following size in diameter 
as per n: odel ordered and nail to lath. 

Model CP6-7" dia. Model CP15-14%" dia. 
Model .CP8-8'h" dia. Model STP8-12¥2" dia. 
Model CPI012-12 '/ Z" dia. Model STPI012-141/ z"dia. 

FOR SUSPENDED CEILINGS: 

Mount CP Series back enclosures to Model SS 24 or 48 Steel 
Support Channels for positive strength. 

FEATURES: Protects speaker cone from fire, falling mortar 
and dust. Prevents rodents from damaging speaker cone. Easily 
serviced without damage to wall or ceiling. Reduces installa­
tion time. 

Speaker DaIRes That Will Mount to CP Series Protective 
Speaker Enclosures: 

Enclosure 
Model No. 
(P6 
CPB 

(Pl012 

(PIS 
(TP8 
5TP1012 

Speaker BaIRe 
Model No. 

AL6-A, RS5-A, RS6-A 
AL7 -A, ALB-A, R57 -A, RSB-A, JG8, M-B, PS8, 

STL6 
AL 1 O-A, AL 12-A, RS 1 O-A, R512-A, JG 12, 

RSBI2-M, AMS'12-M 
AL IS, 1lS15-A 
STL8 
STL 10, STL 12 

AL SERIES RS SERIES JG SERIES M SERIES YM8·A CEILING BAFFLE 
(for Acoustic Tile Ceilings) 

£~ MANUFACTURING COMPANY 
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LOWELL 'COLORAMIC' PLASTIC BAFFLES 

NEW IN-CEILING AND IN-WALL INTER-COM BAFFLES 

MODEL ADS80-P MODEL L35-P MODEL CR80-P 

Acclaimed for New Sound fashion ... New Sound fidelity I 

Here is the complete merger of beauty and unique design! 
Lowell "Coloramic" Bafiles are new, lightweight, precision­
designed, acoustically - perfect, sound projecting baffles 
deftly molded of amazingly effective HT-ss High-Impact 
Styrene* 

FOR EFFECTIVE USE EVERYWHERE! 
HOSPITALS • SCHOOLS • PUBLIC BUILDINGS 

HOMES • SHIPS • PLANES 

'Coloramic' Bafiles by Lowell offer complete ease of in­
stallation . _ . respond to any good Latex spray or paint 
treatment ... fit flush in ceilings or walls. Their practical, 
pleasant room-filling qualities make them the ultimate for 
low-level, ear-level sound. Inter-Com applications are 
equally as distinct! 

'COLORAMIC' IN-WALL INTER-COM BAFFLE~ 
MODEL L3S-P 

Highest grade Styrene will not chip or warp. Sound in­
stallers never worry about holes lining up ... mounting 
holes are always true! Color runs completely through the 
material and may be painted with any good Latex paint. 
Available in rich looking neutral colors of White or Beige. 
Accommodates a 3¥l' speaker. 

'COLORAMIC' IN-CEILING LOW-LEVEL SOUND 
BAFFLE - MODEL ADSSO-P 

Ruggedly constructed of High-Impact Styrene material for 
strength and durability_ By means of unique slots located 
in the circular deflectors in the grille, complete 360 0 sound 
dispersion is attained. Thus the best possible sound repro­
duction is accompli~hed! This dramatic model gives long, 
long years of dependable service! White or Beige. 

'COLORAMIC' IN-CEILING LOW-LEVEL SOUND 
BAFFLE - MODEL CRSO-P 

New and different! The 60% greater opening in the 
grille affords the best possible sound reproduction. May 
be sprayed or painted with any good Latex paint. Its beauti­
ful sound qualities equal the beauty of its outward appear­
ance. White or Beige. 

'COLORAMIC' ON-WALL 
BASS REFLEX BAFFLE­
MODEL EHF SO-P 
Unique speaker-mounting fa­
cilities accommodate a 6", 7" 
or S" speaker. Special bracket 
included permits mounting 
bafile directly to single or 
two-gang electrical outlets. 
Made of HT-ss High Impact 
Styrene. 

*Research & Development by Monsanto Chemical Co., Inc. 

SPECIFICATIONS 
MODEL ADSSO-P- box .. Model P22X. 
Ceiling Baffle MODEL CRSO-P-
DIMENSIONS: 10" x 10" Ceiling Baffle 
WEIGHT: S¥2 oz. DIMENSIONS: 10" x 10" 
COLOR: White or Beige WEIGHT : S¥2 oz. 
Mounts to PS7SX Speaker COLOR: White or Beige 
Box. Mounts to PS7SX Speaker 
MODEL L3S-P- Box. 
Inter-Com Bafile MODEL EHFSO-P-
DIMENSIONS: 7" x 4112" Wall Bafile 
WEIGHT: 1% oz. DIMENSIONS: 13" w. x 
COLOR: White or Beige 1l¥2" h. x 6¥l' d. 
Mounts to durable speaker COLOR: Beige 

£~ MANUFACTURING COMPANY 
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These speakers are engineered and manuf"ctured 
solely for replacement, public address, high fidelity 
and autdoor applications. EIA standard dimen­
sions. Fully dust-proofed. Baked aluminum enamel 
finish. EIA service guarantee. QUAM UNIVERSAL 
MOUNTING BRACKET comes with all 3112" to 6Vl" 
speakers and may be attached to any two of the 
FOUR threaded mounting holes in the U-shaped 
pot. Any Quam speaker can be supplied with yohe 
coil impedances other than those listed for an 
additional $1.00 list. 

9UAM ADJUST·A·CONE® SUSPENSION 
This patented QUAM feature Is your added assurance of trouble-free 
operation. In other speakers the spider Is cemented In place with no 
means of accurate adjustment. The Adjust-a-Cone suspension permits 
precision centering of the voice coil as a final production operation. 

ED - Electro Dynam/. Speakers REPLACEMENT 

Fig. A Fig. B Fig. C Fig. D 

9UAM U·SHAPED COIL POT 
Another QUAM exclusive, this patented U-shaped coil pot construc­
tion, used throughout the QUAM replacement line, provides an un­
broken fiux path of su1llclent eross-sectlon to carry the full energy of 
the magnetic field. 

SPEAKERS 
Voice coil impedance 3.2 ohms ± 10% 

PM - Permanent Magnet Speakers 

BF - Ceramic Magne' Speakers 

POWER HANDLING DIMENSIONS IN INCHES SHIP WT., PRICE 
TYPE MODEL No. SIZE FIGURE FIELD WATTS C D E LBS. LIST 

PM 22A06ZS**. 21,4" .45 oz. Alnico V .25 19/32 1 1/4 $ 4.75 
22A06Z100**' 21,411 .45 oz. Alnico V .25 19/32 1 1/4 5.25 

PM 25A07. 2112" . A .65 oz. Alnic~ V 1.5 11/16 1-1/4 7/S 1/4 4_00 

PM 27A06Z12**· 23,4" .55 oz. Alnico V .25 19/32 1/4 4.70 

3A05*'! 3112" I .55 oz. Alnico V 2 7/16 1-13/32 1</4 3.15 

PM 3A07*' 3112" A .65 oz. Alnico V 2.5 3/4 1-33/64 1-7/64 1/2 4.00 
35A05'*§ 3"x5" L .55 oz. Alnico V 2 7/16 1-21/32 - 1/2 4.20 

ED 4E45 4" A 450 Ohms 3 1-1/4 2 1-7/16 6.25 
4E62 41.' A 55-65 Ohms 3 1-1/4 2-5/16 1-5/8 6.25 

4A05*'§ 4" I .55 oz. Alnico V 2.5 7/16 1-1/2 1/4 3.25 
4A07' 4" A .6'; oz. Alnico V 3 3/4 1-23/32 1-5/16 1/2 4.30 

PM 4A07R** 4" B .65 oz. Alnico V '3 3/4 1-23/32 1-5/16 1/2 4.30 
4Al 4" A 1.0 oz. Alnico V 3 I 2-3/16 1-9/16 3/4 4.60 
4Al~ 4" B 1.0 oz. Alnico V 3 I 2-3/16 1-9/16 3/4 4.60 
4A15 4" A 1.47 oz. Alnico V 3 I 2-3/16 1-9/16 3/4 5.05 

PM 46A07' 411x6" E .65 oz. Alnico V 3.5 3/4 1-15/16 1-27/64 3/4 4.75 
46Al 4"x6" E 1.0 oz. Alnico V 3.5 1 2-1/4 1-9/16 1 5.10 
46A15 4"x6" E 1.47 oz. Alnico V 3.5 1 2-1/4 1-9/16 I 5.50· 

48A2*· 4"x8'( K 1.4 oz. Alnico V 4.5 7/8 2-3/16 1 7.95 
PM 410A2*' 4" x 10" M 1.4 oz. Alnico V 6 2-11/16 1-1/4 8.95 

5E45 5" C 450 Ohms 3.5 1-1/4 2-1/8 1-19/32 1 6.50 

ED 5El0 5" C 1000 Ohms 3.5 1-1/4 2-1/8 1-19/32 I 6_50 
5E62 5" C 55-65 Ohms 3.5 1-1/4 2-7/16 1-19/32 1-1/4 6,50 
5E90 5" C 85-95 Ohms 3.5 1-1/4 2-7/16 1-19/32 1-1/4 6.50 
5A05*'§ 5" I .55 oz. Alnico V 3 7/16 1-11/16 1/2 3.50 
5A07' 5" C .65 oz. Alnico V 3.5 3/4 1-7/8 1-7/16 3/4 4.50 

PM 5A07R'* 5" B .65 oz. Alnico V 3.5 3/4 1-718 1-7/16 3/4 4.50 
5Al 5" C 1.0 oz. Alnico V 3.5 1 2-5/16 1-11/16 1 4.85 
5A1R* 5" B 1.0 oz. Alnico V 3.5 I 2-5/16 1-11/16 I 4.85 
5A15 5" C 1.47 oz. Alnico V 3.5 1 2-5/16 1-11/16 1 5.25 
5A15R* 5" B 1.47 oz. Alnico V 3.5 1 2-5/16 1-11/16 1 5.25 

ED 52E50 51,4" C 45-55 Ohms 4 1-1/4 2-17/32 1-27/32 1-1/2 7.00 
52E90 51,4" C 85-95 Ohms 4 1-1/4 2-17/32 1-27/32 1-1/4 7.00 
52A1 51,4" C 1.0 oz. Alnico V 4 1 2-25/64 1-25/32 1 4.95 

PM 52A1SQ~ 51,4" A 1.0 oz. Alnico V 4 1 2-25/64 1-25/32 1 4.95. 
52A21 51,4" C 2.15 oz. Alnico V 4 1-1/8 2-21/32 1-25/32 1-1/4 6.05 

BF 52A21SQn 51f4" A 2.15 oz. Alnico V 4 1-1/8 2-21/32 1-25/32 1-1/4 6.05 
52C10 51,4" N 10.0 oz. ceramic 10 2-1/4 2-1/8 9.95 

PM 57Al 5"x7" D 1.0 oz. Alnico V .5 1 2-11 /16 2-5/64 1 5.75 
57A15 5" x7" D 1.47 oz. Alnico V .5 1 2-11/16 2-5/64 1 6.10 
57A21 5"x7" D 2.15 oz. Alnico V 5 1-1/8 <.~:-61 (64 2-.13/64 1-1/4 6.75 

d6E45 61f2" C 450 Ohms S 1-1/4 2-23/32 2-1/32 1-1/2 $' 7.50 

ED 6E10 61/2" C 1000 Ohms 5 1-1/4 2-23/32 2-1/32 1-1/2 7.50 
6E62 61/2" C 55-65 Ohms 5 1-1/4 2-23/32 2-1/32 1-1/2 7.50 
6E90 61f2" C 85-95 Ohms 5 1-1/4 2-23/32 2-1/32 1-1/2 7.50 
6Al 61/2" C 1.0 oz. Alnico V 5 1 2-5/8 2 1 5.30 
6A1R* 61f2" B 1.0 oz. Alnico V 5 1 2-5/8 2 1 5.30 

PM 6A15 61f2" C 1.47 oz. Alnico V S 1 2-5/8 2 1 5.75 
6A15~ 6'12" B 1.47 oz. Alnico V 5 1 2-5/8 2 1 5.75 
6A21 61/2" C 2.15 oz. Alnico V 5 1-1/8 2-7/8 2-1/8 1-1/4 6.45 
6A31 6112" C 3.16 oz. Alnico V 6 1-3/8 3-11/64 2-9/32 1-3/4 7.60 

69A1*. 6"x9" D 1.2 oz. Alnico V 6 7/8 2-3/4 1·1/4 6.40 

PM 69A2· 6"x9" D 1.4 oz. Alnico V 8 7/8 2-15/16 - .1-1/2 7.50 
69A3 6"x9" D 3.2 oz. Alnico V 10 1-1/4 3-5/16 2 9.20 

* Very shallow unit. *'Round basket. t Rotated pot. 11 Square basket. • No Adiust-o-Cone 
suspension. § No mtg. bracket or threaded holes in lot. ., Impedance of 22A0628 is 8 ohms, 22A06Z100 is 100 ohms, 27A06Z12 is 12 ohms. 
d Will be discontinued when current stocks are deplete 
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TYPE 

PM 
ED 

PM 
ED 

PM 
ED 
PM 

SECTION 1320 

Rep I ace men t S pea k e r 5 (Cont'dJ Voice coil impedance 3.2 ohms +- 10% 

MODEL No. 
7A21* 
7A31 
BE10 
dBE1B 
dBE50 
BE90 

BA21 
BA31 
dl0E60 
dl0El0 
dl0E65 
d10E90 
10A31 
10A4A 
10A6A 
d12E60 
12E10 
12A31 
12A4A 
12A6A 

SIZE 
7" 
7" 
8" 
8" 
8" 
8" 
8" 
8" 
10" 
10" 
10" 
10" 
10" 
10" 
10" 
12" 
12" 
12" 
12" 
12" 

FIGURE 
F 
F 
C 
C 
C 
C 
C 
C 
B 
B 
B 
B 
B 
B 
B 
B 
B 
B 
B 
B 

POWER HANDLING 
FIELD WATTS 

DIMENSIONS IN INCHES 
C D E 
7/8 2-31/32 

1-1/4 3-1/32 
1.4 oz. Alnico V 6 
3.16 oz. Alnico V 9 
1000 Ohms 7 
1800 Ohms 7 
45-55 Ohms 7 
85-95 Ohms 7 

1-1/4 3-9/32 
1-1/4 3-9/32 
1-1/4 3-9/32 
1-1/4 3-9/32 

2.15 oz. Alnico V 7 
3.16 oz. Alnico V 9 

1-1/8 3-13/32 
'1-3/8 3-21/32 

600 Ohms 10 
1000 Ohms 10 
60-70 Ohms 10 
85-95 Ohms 10 

1-3/4 5-1/16 
1-3/4 5-1/16 
1-3/4 5-1/16 
1-3/4 5-1/16 

3.16 oz. Alnico V 9 
4.64 oz. Alnico V 10 
6.8 oz. Alnico V 12 

1-3/8 4-1/2 
1-3/8 4-1/2 
1-7/16 4-5/8 

600 Ohms 12 
1000 Ohms 12 

1-3/4 5-5/8 
1-3/4 5-518 

3.16 oz. Alnico V 10 
4.64 oz. Alnico V 12 
6.8 oz. Alnico V 14 

1-1/4 4-19/32 
1-3/8 5-1/8 
1-7/16 5-1/4 

OUTDOOR SPEAKERS Voice coil impedance 3.2 ohms ± 10% 

SHIP WT., 
LBS. 

I 
2 
1-1/2 
1-3/4 
1-3/4 
1-1/2 
1-1/2 
2 
4 
4 
4 
4 
2-3/4 
3-1/4 
3-1/2 
5 
5 
3-3/4 
3-3/4 
4-1/2 

LIST 
PRICE 

7.25 
B.75 
B.50 
B.50 
B.50 
8.50 
7.75 
9.00 

14.00 
14.00 
14.00 
14.00 
11.50 
12.95 
14.50 
16.00 
16.00 
11.95 
14.25 
15.95 

These Quam speakers have the new exclusive Humi~Gard Cone of 
plastic impregnated natural fiber fabric that outlasts ordinary 
moisture-proofed cones 3 to 1, yet has the response of an un~ 
treated paper cone. Resists sand and dirt abrasion. Air gap surfaces 
cadmium plated and enameled. Quantity quotations on request. 

All Quam speakers are available weather-proofed for an additional 
70c list. When ordering weather-proofed speakers use part numbers 
appearing in this catalog and add suffix "0T" to part number. 
(Humi-Gard Cone available only on 3V2", 411, 5", and 6V2" 
speakers.) 

PM 

PM 
BF 

PM 
PM 
BP 

3A07 OT*.§ 31/2" A .65 OL Alnico V 
4A1 OTt 4" A 1.0 oz. Alnico V 
5A150T§ 5" C 1.47 oz. Alnico V 
6A15 OTt 6V2" C 1.47 oz. Alnico V 

2.5 
3 
3.5 
5 

3/4 
1 
I 
I 

1-33/64 1-3/16 
2-3/16 1-9/16 
2-5/16 1-11/16 
2-5/8 2 

PUBLIC ADDRESS SPEAKERS Voice coil impedance 8 ohms 

*BA21PA 
*BA31PA 
BA4PA 
8A6PA 
8Cl0PA 
lDA31PA 
IOA4PA 
IOA6PA 
IOAIOPA 
12A31PA 
12A4PA 
12A6PA 
12Al0PA 
12Cl0PA 

8" 
8" 
8" 
8" 
8" 
10" 
10" 
10" 
10" 
12" 
12/1 
12" 
12/1 
12" 

C 
C 
B 
B 
o 
B 
B 
B 
B 
B 
B 
B 
B 
o 

2.15 oz. Alnico V 
3.16 oz. Alnico V 
4.64 oz. Alnico V 
6.8 oz. Alnico V 
10.0 oz. ceramic 

3.16 oz. Alnico V 
4.64 oz. Alnico V 
6.8 oz. Alnico V 
10 oz. Alnico V 
3.16 oz. Alnico V 
4.64 oz. Alnico V 
6.8 oz. Alnico V 
10 oz. Alnico V 
10.0 oz. ceramic 

HIGH IMPEDANCE SPEAKERS 

8 
10 
12 
12 
12 
12 
14 
14 
20 
12 
15 
15 
25 
15 

1-3/8 
1-3/8 
1-3/8 
1-7/16 

1-3/8 
1-3/B 
1-7/16 
1-3/8 
1-3/8 
1-3/8 
1-7/16 
1-3/8 

3-9/16 
3-9/16 
3-3/4 
3-7/8 
3-1/8 
4-13/32 
4-1/2 
4-5/8 
4-21/64 
5 
5-1/8 
5-1/4 
4-15116 
4-3/8 

Voice coil impedance 45 ohms ± 10% 

1/2 
3/4 

1 
I 

2 
2 
2-3/4 
3-1/4 
3 
2-3/4 
3-1/4 
3-1/2 
3·3/4 
3-1/4 
3-3/4 
4 
4 
4 

$ 4.00 
4.65 
5.35 
6.00 

$ B.20 
9.50 

11.00 
13.00 
13.00 
11.50 
12.95 
14.50 
lB.OO 
11.95 
14.25 
15.95 
19.95 
15.95 

Speakers with voice coil impedanc,es other than those listed are 
supplied at an increase of $1.00 list. Those catalogued are most fre-

quently used but any other model can "e supplied with special 
voice coil impedance. 

3A07Z45*. 3V2" A .65 oz. Alnico V 
4A07Z4S* 4" A .65 oz. Alnico V PM 4AIZ4S 4" A 1.0 oz. Alnico V 
SA07Z4S* 5" C, .65 oz. Alnico V 

2.5 
3.0 
3.0 
3.5 
3.5 

3/4 
3/4 

1 
3/4 

I SA IZ45 5" C 1.0 oz. Alnico V 

HIGH FIDELITY SPEAKERS 
FREQUENCY 

TYPE MODEL No. SIZE FIGURE SPEAKER TYPE RESPONSE CPS 

PM 

ISA1OCO 15" G Coaxial, 2000cps. Xover 25-15,000 
12A6CO 12" G Coaxial, 2000cps. Xover 50-15,000 

BA4CO 8" G Coaxial, 2000cps. Xover 50-15,000 
12AIOX 12" H Extended range 50-12,000 
lOAIOX 10" H Extended range 50-12,000 
8Al0X 8" H Extended range 50-12,000 
'SAlOL 15" H Low frequency woofer 30-5,000 
12AIOl 12" H Low frequency woofer 40-5,000 
SA'ST 3" B High frequency tweeter 2,000-15,000 
3A1ST 3" A High frequency tweeter 2.000·15,000 
CO2-50 Crossover Unitfor use with SA 1ST, 3A 1ST 

1-33/64 
1-23/32 
2-3116 
1-7/8 
2-5/16 

Pwr Hndlg 
Watts 

20 
14 
10 
15 
12 
10 
10 
10 
10 
10 

1-3/16 
1-5/16 
1-9/16 
1-7116 
1-11/16 

V.C. 
Impedance 

8 
8 
8 
8 
8 
8 
8 
8 

14 
14 

I 

1/2 
1/2 
3/4 
3/4 

Shippg Wt. 
Lbs. 
8 
6-1/2 
2-3/4 
4-3/4 
4-1/8 
3-1/4 
7 
4-3/4 
I 

3/4 
1/2 

$ 4.25 
4.55 
4.85 
4.75 
5.10 

LIST 
PRICE 

$52.50 
34.50 
22.95 
26.00 
24.00 
20.00 
35.00 
26.00 

6.50 
5.75 
2.00 

. * Very shallow construction. * Pin-cushion basket. ~ Square basket. t Rotated pot. 
d W,ll be discontinued when current stocks are depleted • without Adjust-a-Cone suspension. § No mounting bracket or threaded holes in pot. 
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SECTION 1320 

SERIES / 
Medium Power Public Address 
Loudspeaker for Paging, Talk-back 
and Speech Reproduction 

• Built·in terminal blocks • FidelifJare ® trumpet design • Unibody Construction • Universal mounting bracket 

r1) .... i." .... ' ' , 

RL·I0 
Medium power speaker, (10 watts continu­
ous duty), for paging and public address 
speech reproduction. High conversation 
efficiency. See fig. 2 p. 2 for frequency 
response curve. 

CRL·I0 
Racon's exclusive (pat. pend.) Cobra-Flare® 
wide angle design. Dual air column and 
twin horn design narrow the vertical beam 
and disperse the sound energy over a wide 
horizontal area. Medium power, for speech 
reproduction. See fig. 2 p. 2 for frequency 
response curve and fig. 4 p. 2 for radiation 
pattern. 

MODEL RL-10 RL-10T 

POWER, 10 10 
FULL RANGE watts watts 

POWER (a) 20 20 
ADJUSTED RANGE watts watts 

FREQUENCY 350 to 350 to 
RESPONSE 13,000 13,000 

cps cps 

IMPEDANCE, 80 80 VOICE COIL 4.450 

IMPEDANCE, BUILT· See TA-20 
IN TRANSFORMER Transf. 

DISPERSION, 120· 120· 
AVERAGE 

SOUND LEVEL (b) 116 db 116 db' 

LENGTH, OVERALL 7%" 10" 

DIAMETER 8" 8" 

SHIPPING WT. 3 1/z Ibs. 4lbs. 

LIST PRICE (80) $28.25 
$38.75 

(40 or 450) (c) $29.75 

RL·I0T 
Same as RL-10 but with unique and exclu­
sive built-in multi-match transformer Model 
TA-20 for use on 70 volt, 25 volt or con­
stant-impedance line. See ciescription of 
TA-20 transformer for impedance taps and 
fig. 2 p. 2 for frequency response curve. 

RL·10B 
2·way speaker utilizing any Racon driver 
unit of any power capacity. Provides real 
"punch" in speech reproduction. Supplied 
without driver unit. See fig. 5 p. 2 for radia­
tilln pattern. 

RL-10R RL-10B CRL·I0 RL-12 

10 10 12 
watts watts watts 

20 20 24 
watts watts watts 

350 to 
depends 

350 to 250 to 
13.000 on 13,000 13,000 

cps driver cps cps 
8[1 8[1 80 

4,45[1 4.450 4,450 

360· 120· ea. 120· x 110· 
horn 60· 

99 db depends 
on driver 

116 db 117 db 

7%" 14 1/z" 8'12" 10'12" 

10'12" 8" 10 x 6" 10 1/z" 
4lbs. 4lbs. 4% Ibs. 3% Ibs. 

$40.25 $33.50 $31.50 
$29.50 

$41.75 535.00 $33.00 

(a) Input adjusted to eliminate frequencies below cutoff, 
(b) Intensity in db relative to 2xl0'4 dyne/cm 2 measured 4 ft. from mouth of horn, with "Full 

doubled, by 3 db each time input is halved. . 
(c) Specify 4 ohm or 45 ohm impedance by adding 4 or 45 to model number such as RL-10-45_ 

RL·I0~ 

A true 360· radiation. pattern. Excellent for 
indoor installations. An extremely economi­
cal solution to the wide-coverage low-power 
problem of speech reproduction. See fig. 2 
p. 2 for frequency response curve and fig. 
3 p. 2 for radiation pattern. 

RL·12 
Higher power and more directional radia­
tion than the RL-10 for increased speech 
penetration. Larger horn for extended low 
frequency response providing more real­
ism in speech and non-critical reproduc­
tion of music. See fig. 2 p. 2 for frequency 
response curve. 

TCA·1 
Transformer housing for Racon Model TA-
20 multi-match transformer or any other 
with 2" mounting centers. Use with any 
Racon speaker or mounted to "U" bracket 
of any large trumpet or to any wall, ceiling 
or roof. Also use without transformer as 
terminal or junction box. Waterproof when 
used with 1;" ". service cord. List Price 

$5.00 

Range" input. Reduce by 6 db each time distance is 

®Regisler"d Trademark P'I"ices 1% highe'l" in eleven Weste'l"n States 
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SECTION 1320 

High Power Public Address loudspeaker 
for Speech and Music Reproduction RIES / 

~~~8©@~?~ 
• Built-in terminal blocks • Fideliflare ® trumpet design • Unibody Construction • Universal mounting bracket 

RO-25 
High power (25 watt continuous duty) pub· 
lic address speaker for speech and non· 
critical reproduction of music. High effici· 
ency and smooth response. See fig. 2 p. 2 
for frequency response curve. 

CRO-25 
A truly wide angle horn utilizing Racon 
exclusive Cobra·Flare® (pat. pend.) design. 
High power sound is radiated in a broad 
horizontal plane through use of dual air 
columns and twill' horn design. Fine speech 
and non·critical music reproduction. See 
fig. 2 p. 2 .for frequency response curve 
and fig. 4 p. 2 for radiatinn pattern. 

MODEL RO·25 RO·25T 

POWER, 25 25 
FULL RANGE watts watts 

POWER (a) 50 50 
ADJUSTED RANGE watts watts 

FRE~UENCY 250 to 250 to 
RES ONSE 13,000 13,000 

cps cps 

IMPEDANCE, 8D 8D VOICECOLL 4.45D 

IMPEDANCE, BUILT· SeeTA·20 
IN TRANSFORMER Transf. 

DISPERSION, 90; 90· 
AVERAGE 

SOUND LEVEL (b) 124 db 124db 

LENGTH,OVERALL 9'n" 12" 

DIAMETER 10" 10" 

SHIPPING WT. 4lbs. 4112 Ibs. 

LIST PRICE (80) $34.50 
$45.00 

(4D or 450) (e) $36.00 

RO·25T 
Same as RO·25 but with Racon's built·in 
multi·matCh transformer Model TA·20 for 
use in 70 volt, 25 volt or constant imped· 
ance lines. See fig. 2 p. 2 for frequency 
response curve. 

RO-258 
The finest and sturdiest 2·way speaker 
available. Perfect for many installations 
including those where music of a non·cri· 
tical nature is to be reproduced. Supplied 
without driver unit but takes any Racon 
unit of any power. See fig. 5, p. 2 for radia· 
tion pattern. 

RQ-25R RO·25B 

25 
'watts 

50 
watts 

250. to 
13,000 

cps 

8D 
4,450 

360· 

107 db 

9%" 

13" 

4'n Ibs. 

$47.50 
$49.00 

depends 
on 

driver 

90· ea. 
horn 

depends 
on driver 

17" 

10" 

4'n Ibs. 

$35.50 

CRO·25 RO·28 

25 25 
watts watts 

50 50 
watts watts 

250 to 200 to 
13,000 13,000 

cps cps 

8D 80 
4,45D 4,450 

120· x 85· 
60· 

124 db 125 db 

12" ll'n" 

14 x 7" 12W' 

5'n Ibs. 41,4 Ibs. 

$46.00 $38.00 

$47.50 $39.50 

(a) Input adjusted to eliminate frequencies below cutoff. 

RO-25R 
True radial dispersion of sound for widest 
coverage. Provides medium power over 
large area for high fidelity speech and 
non·critical music reproduction. See fig. 2 
p. 2 for frequency response curve and fig. 
3 p. 2 for radiation pattern. 

RO-28 
Similar to RO·25 but a iarger horn and 
greatly extended low frequency response 
render high fidelity speech and better 
music reproduction and permit this 
speaker to replace many larger horn and 
driver unit combinations. More directional 
than RO·25 for real penetration. See fig. 2 
p. 2 for frequency response curve. 

constant 
impedance 

lines 

TA-20 
Racon's unique and exclusive 20 watt 
multi·match transformer. Designed for use 
with constant'impedance, 70 volt, or the 
newer 25 volt installations. Voice coil taps 
at 4,8 and 16 ohms, line taps at 45 ohms, 
125 ohms, 250 ohms, 500 ohms, 1000 
ohms, 2000 ohms and 5000 ohms. 70 volt 
line taps at 20 watts, 10 watts, 5 watts, 
2% watts and 1 watt. 25 volt line taps at 
15 watts, 5 watts, 2% watts, 1.25 watts 
and a .625 watt. List Price $7.00 

(b) Intensity in db relative to 2xl0-4 dyne/cm2 measured 4 ft. from mouth of horn, with "FuU Range" input. Reduce by 6 db each time distance is 
doubled, by 3 db each time input is halved. 

(c) Specify 4 ohm or 45 ohm impedance by adding 4 or: 45 to model number such as RL·10·45. 

®Regi.terec/1rademark Pric6B'% higher in elefJen W6Btern States 
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SECTION 1320 

UTSERIES! Weatherproof High Fidelity Speakers 
for Music and Public Address 

• Heavy Universal Mounting Bracket • Fideliflare® trumpet design • Built·in Terminal Block 

The perfect speakers for true High 
Fidelit)' Sound Reproduction where· 
ever high quality music and speech 
reproduction is required. Ideal for 
theatres, churches, auditoriums, 
beach clubs and amusement parks. 
Unequalled for music systems in 
factories and permanent outdoor in· 
stallations near garden or swimming 
pool. 

RACON's now·famous built·in termi· 
nal block with Plexiglas shield and 2" 
solid steel U·bracket render easiest 
installation ever and guarantee a life· 
time of troube·free service. U·bracket 
accommodates low cost optional 
TCA·l or TCA·2 Transformer Housing 
and any RACON transformer. 

UT·6T 

Coaxial· combination of woofer and horn· 
loaded ·compression·type tweeter. Deep 
powerful lows; brilliant "concert:quality" 
high and mid· range tones. Separate reflex 
tweeter co'nstruction renders excellent pen· 
etration for speech and general announcing. 

MODEL UT·6C UT·6H 
POWER, 15 15 
FULL RANGE watts watts 
FREQUENCY 95 to 95 to 
RESPONSE SOOO 11,000 

cps cps 
IMPEDANCE, 
VOICE COIL Sf! Sf! 
DISPERSION 
AVERAGE 120· 120· 
SOUND 
LEVEL (a) lIS db 11S db 
LENGTH, 
OVERALL S!;"" 10%" 
DIAMETER 16" 16" 
SHIPPING 
WEIGHT 141bs. 151bs. 

. LIST PRICE $42.50 $50.00 
NET PRICE $25.50 $30.00 

UT·6C 

Low in cost, high in efficiency and realism. 
The single wide range speaker has its out· 
put enhanced by the combination of horn 
and housing. 

UT·8C 

Deluxe model incorporates an extended 
range high fidelity S", cone type speaker 
and RACON's exclusive Fideliflare® horn· 
housing. The UT·SC will bring unbelievable 
quality to even mediocre associated equip· 
ment. 

UT·6T UT·8C UT.8H UT·8T 
15 30 30 30 

watts watts watts watts 
95 to 60 to 60 to 60 to 

15,000 SOOO. 11,000 15,000 
cps cps cps cps 

Sf! Sf! Sf! Sf! 

120· 120· 120· 120· 

lIS db 120 db 120 db 120 db 

10 3;"" 10'h" 12%" 12%" 
16" 211h" 21% " 21%" 

161bs. lSlbs. 191/. Ibs. 211bs. 
$57.50 $69.50 $79.50 $S9.50 
$34.50 $41.70 $47.70 $53.70 

{a) Intensity -in db relative to 2x10.4 dyne/cm 2 measured 4 ft. from mouth 
of horn, with "Full Range" input. Reduce by 6 db each time distance is 
doubled; by 3 db each time input is halved. 

®Registered Trademark 

Page 158 •. The MASTER - 26th Edition' 

UT·6H 

Incorporates two separate coaxial speak· 
ers, each with its own magnet structure 
and voice coil. A woofer handles the low 
and mid·range frequencies, a 3'h" tweeter 
produces the highs with remarkable clar· 
ity. Full·range reproduction. 

UT·8H 

An S" woofer handles low frequencies 
down to 60 cycles while a completely sep· 
arate cone tweeter faithfully reproduces 
all high frequencies. Reproduction equals 
in quality that from speakers costing many 
times more. 

UT·8T 
Where only the best will do. No better 
ml!sic or speech reproduction can be ob· 
tained from any speaker at any price. 
Components include a compression·type 
horn·loaded tweeter and mid·range speaker 
with fully reflexed 13" sound path and a 
high compliance S" speaker for low fre· 
quencies. The separate coaxial tweeter unit 
is actually a complete mid·range and high 
frequency reflex trumpet and renders un­
usual intelligibility, penetration and qual· 
ity on public address applications. 

Prices $/% higher in eleven Western States 
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SECTION 1320 

PTSERIES/ WEATHER·PROOF HI·FIDELITY 
PATIO AND EXTENSION SPEAKERS 

~~~8©@~~ 
• Fully·adjustable patio stand • Fideliflare® trumpet design • Carrying handle • Built·in Terminal Block 

RACON Patio Speakers bring true Hi· 
Fidelity to the mass market. Each speaker 
in the PT Series is a complete system. 
There is no furniture to build or buy; no 
rearrangement of present room or garden 
qecor is required. Speakers are attractively 
designed and painted in beautiful gold to 
match any color scheme. Fully·adjustable 
stand permits placement anywhere ... on 
floor, table, or wall. Horn loaded bass 
reflex woofer combines with various 
tweeters give body to the iow notes and 
brilliance to the highs. Result - a real 
"you are there" feeling. 

And-RACON Patio Speakers are perfect 
for outdoor stereo, a real listening thrill! 

Weatherproof construction and Plexiglas· 
shielded built-in terminal block permit 
these speakers to be connected in sec· 
onds, left outdoors even for years. 

PT·6T 

Coaxial combination of woofer and horn­
loaded compression·type tweeter. Deep 
powerful lows, brilliant "concert·quality" 
high and mid-range tones. 

MODEL PT·6C PT-6H 
POWER, 15 15 
FULL RANGE watts watts 
FREQUENCY 95 to 95 to 
RESPONSE_ SOOO 11,000 

CJ:ls cps 
IMPEDANCE, 
VOICE COIL 81l 81l 
DISPERSION 
AVERAGE '120' 120' 
SOUND 
LEVEL-(a) 118 db 118 db 
LENGTH. 
OVERAlL 8';"" 100/." 
DIAMETER 16" 16" 
SHIPPING 
WEIGHT 141bs. 151bs. 
LIST PRICE $42.50 $50.00 
NET PRICE $25.50 $30.00 

PT·6C 

Low in cost, high in efficiency and realism. 
The single wide range speaker has its out· 
put enhanced by the combination of horn 
and housing. 

PT·8C 

Deluxe model incorporates an extended 
range high fidelity 8" cone type speaker 
and RACON's exclusive Fideliflare® horn­
housing. The PT·8C will bring unbelievable 
quality to even mediocre associated equip­
ment. 

PT-6T PT·SC PT-SH PT-BT 
15 30 30 30 

watts watts watts watts 
95 to 60 to 60 to 60 to 

15,000 SOOO 11,000 15,000 
cps cps cps cps 

81l 81l 81l 81l 

120' 120' 120' 120' 

. 118 db 120 db 120 db 120 db 

10%" 10%" 12 3;.. .. 12% " 
16" 21'/2" 21'1: .. 21 '/:' " 

161bs. 181bs. 19% Ibs. 211bs. 
$57.50 $69.50 $79.50 $S9.50 
$34.50 $41.70 547.70 $53.70 

(a) Intensity in db relative to 2x10" dyne/cm2 measur!!d 4 ft. from mouth 
of horn, with "Full Rangl''' input. Reduce by 6 db each time distance is 
doubled, by 3 db each time input is halved. 

®Registered Trademark 

© U.C.P., Inc. 

A COMPLETE LINE OF 9 DRIVER UNITS AND 8 RE· 
ENTRANT HORNS IS AVAILABLE, ALTHOUGH PHO· 
TOGRAPHS WERE NOT PREPARED FOR PUBLICATION. 

PT·6H 

Incorporates two separate coaxial ~peak· 
ers, each with its own magnet structure 
and voice coil. A woofer handles low and 
mid-range frequencies, a 3'12" tweeter pro· 
duces the highs with remarkable clarity. 
Full·range reproduction. 

PT·8H 

An 8" woofer handles low frequencies down 
to 60 cycles while a completely separate 
cone tweeter faithfully reproduces all high 
frequencieli. Reproduction equals in qual­
ity that from speakers costing many times 
more. 

PT·8T 

Where only the best will do. No better 
music or speech reproduction can be ob· 
tained from any speaker at any price. 
Compression·type horn·loaded tweeter and 
mid·range speaker with fully reflexed 13" 
sound path as well as a high compliance 
8" woofer' for low frequencies. 

Prices 2% higher in eleven Western States 
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Model 546 
Broadcast 

Unidyne III 

Model 5405 

IMPEDANCE TABLE 

L-50-250 ohm 

H-High 

SECTION 1320 

BROADCAST UNIDYNE III 
MODEL 546. Ultra compact, unidirectional, distinctive design, weighs only I lb.! Recom­
mended for criticQI broadcast and theater·stage sound system operation and highest 
quality public address and recording applications. Truly uniform cardioid pick-up pat­
tern, symmetrical about axis. Special live-rubber vibration-isolating shock mount. 
Improved self-adiusting lifetime swivel permits tilting of head 180'. Cannon XL-3-11 
connector. 20 ft. 2-conductor shielded broadcast type cable. Head only I'%.," diam., 5~" 
long . .50-15,000 cps frequency response. 

SWITCH VERSION OF UNIDYNE III 
MODEL 545S. Same basic specifications as Unidyne III (see page 157) but equipped with 
reliable on-off switch. Increases the versatility;. Improved swivel same as model 546 
(above). With 18 ft. 3-conductor shielded cable; equivalent of Amphonel MC4M plug. 

MODEL 

546 

5455 

SONODYNE II 

MODEL 540S .. A compact, modernistic 
microphone with high output dynamic ele­
ment at moderate cost. The "Sonodyne 11" 
features adiustable frequency response 
which allows the user to tailor the micro­
phone to the application-One of the most 
versatile microphones on the market! High 
output Dynamic element. Omni-directional 
pick-up ·pattern. Frequency response: 60 to 
10,000 cps with provisions for alternate 
response for voice intelligibility in paging 
and communications systems. Reliable onw 
off switch. Improved positive action lifew 
time swivel permits tilting head 150°. 15 ft. 
2-conductor shielded cable, equivalent to 
Amphenol MC3M connector. 

OUTPUT LEVEL 

57db below I 
milliwatt per microbar 

52.5db below I 
yolt per microbar 

LIST PRICE 

$49.95 

IMPEDANCE TABLE OUTPUT LEVEL LIST PRICE 

30-100 ohms 55db below I 
100·2.50 ohms milliwatt per 10 microbars $135.00 

L-50-250 ohms 57db below I 
milliwatt per 10 microbars 

$89.95 

H-High 55db belaw I volt 
per m icrobar 

FOR AMATEUR RADIO 
MODEL 440 SL 

Response characteristic tailored to meet 
the demands of radio communications. 
Ideally suited for single-sideband. Ris­
ing response characteristic with sharp 
cutoff below 300 and above 300 cps. 
eliminates the need for audio filters. 
Rugged, timewproven controlled magw 
netic element, with high output equal­
ling that of a crystal unit. Ideal for use 
with all types of amateur transmitters. 
Frequency response: 300 10 3000 cps. 
High impedance, output level 52.5 db 
below I volt per microbar. 7 ft. 2-con­
ductor shielded cable with equivalent 
to Amphenol MC3M plug, switch and 
desk stand. 

MODEL 4405L ________ L1ST PRICE: $47.50 

MODEL 440 

Basic microphone same as above but 
with 7 ft. single conductor shielded 
cable. Less switch, stand, connector. 
Use with S348 or S36A stand. 

MODEL 440 _____________ L1ST PRICE: $25.00 

A87K MODIFICATION KIT. Modifies 
440 SL to obtain maximum flexibility 
between either VOX or push-to-talk 
operation. List: $3.25. 

NEW SWITCH VERSIONS OF NE"'I MATCHED STEREO MICROPHONES 
SHURE MICROPHONES 

For greater versatility, Shure has now added reliable On-Off switches 
to several of their most popular microphones at approximately $2.00 
more than the regular price of the microphone. Among these are the 
UNIDYNE model 55 SW, 8i-Directional Gradient model 315S, and 
Sonodyne model 51S. These units are described fully in the following 
7 pages. 

Many Shure microphones are now available in matched sets for stereo 
recording at NO ADDITIONAL COST. Matched or plus or minus I db 
in level and 1 ~ db in frequency response. You may order these 
matched sets from among the following Shure microphones: Models 
330 and 333 Uni-Rons; Models 525, 530, 535 Slendynes; 300, 315, 315S 
Gradients; ·545, 545S, 546 Unidyne II I's; 55S, 55SW, and 556S 
Unidynes. 

See Pages 220-223 for additional Shure Products. 
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Mod'el "333" 
Studio Uni-Ron 

IMPEDANCE TABLE 
Low-50 ohms 

Medium-150 ohms 

Hi!ilh'Medium-250 ohms 

Model "525" 
Studio Slendyne 

Model "300" 
Studio Gradient' 

© U.c.P., Inc. 

SECTION 1320 

Here is the dependable "333," a truly fine and rugged microphone created for discriminating users 
with the most exacting professional requirements. Here, indeed, is a major advance in microphone 
development and design! This small, ultra·cardioid "333" is highly recommended for motion-picture 
studios, TV studios, radio stations, professional recording, and all other uses where quality require­
ments are of the highest. Here is performance never before achieved in such a small and slender 
microphone! Here is ruggedness and reliabilityl Here is matchless beauty and striking design to appeal 
to users who demand the finest! The "333" is ultra-cardioid, uni-directional-reduces the pickup of 
random noise energy by 73%--prevents the pickup of moving props, scuffling feet and moving 
"dollies," so common when conventional broadcast microphones are used. Following are the features 
that make the "333" Studio so outstanding in performance, so dependable in operation: (1) 
patented, world-famous "Uniphase" system; (2) a true ultra-cardioid pickup pattern; (3) horn-loaded 
ribb'1n transducer provides extended smooth response, production uniformity guaranteed to plus or 
minus 2V2 db, 30-15,000 c.p.s.; (4) multi-impedance switch; (5) voice-music switch; (6) anti-"Pff" filter 
screen; (7) Shure self-adjusting "lifetime" swivel; (8) high output; (9) sturdy, one-piece metal case; 
(10) vibration-isolation unit mounted in live rubber; (11) Cannon XL connector. All these important 
features, plus the striking design of the Studio "333," make it ideal for critical studio 'applica­
tions that call for the highest possible broadcast quality, small size and matchless beauty--plus the 
ability to withstand the rough work-a-day handling by the sound crew. The "333" has two-tone 
"Baked Bronze" non-reflecting finish. Head dimensions: Width, 1 1/8"; height, 3 9/16"; depth, 1 3/4". 

OUTPUT LEVEL 
60 db below I Milliwott 
per '10 microbar signol 

59 db below I Milliwatt 
per 10 microbar signal 

Model 533 
Broadcast 

Desk Stand 

LIST PRICE For use with Models I MODEL 
300,333,525,535 -----

and 556S , __ "..:33.:.3::.;"_--l._..:$,:.25::.;O .... 0:.;0_--! 

The new Studia "525" is an exceptionally fine probe microphone of broadcast quality. It features: 
(1) frequency response 40-15,000 c.p.s., production uniformity guaranteed to plus or minus 2V2 db; 
(2) a moving-coil mounted in a highly efficient magnetic structure; "Alnico V" magnet; (3) multi­
impedance switch; (4) high output; (5) long life "Duracoustic" diaphragm--specially designed to 
withstand moisture, heat, cold and physical shock. The "525" is furnished with a 20 ft., two-canductor, 
rubber-covered, shielded cable with Cannon XL-3-11 connector attached; swivel adapter; adjustable 
lavalier assembly (cord and clip), and a belt clip tlsserllbly. The "525" Studio has a non-reflect­
ing "Baked Bronze" finish--which makes it blend into the background, giving the spotlight to the 
perfarmer. Body diameter, 1 "; length, 8 17/32". 

IMPEDANCE TABLE 
50 ohms 

150 ohms 
250 ohms 

OUTPUT LEVEL 

61 db below I Milliwatt 
per 10 microbar signal 

Model 533 

Broadcast 
Desk Stand 

List Price: $15.00 

MODEL LIST PRICE 

$200.00 

This rugged, high fidelity, multi-impedance microphone is widely used for television, radia broadcasting, 
professional recording and high-fidelity uses. The "300" reduces reverberation and the pickup of random 
noise by 66 %. The "300" combines the best features of conventional velocity microphones with advanced 
acaustic design-including an anti-"PFF" filter screen. Its bi-directional polar pattern is effective over 
a broad frequency range. It provides sound pickup at the front and rear of the microphone, but 
greatly reduces pickup at the sides. One of the outstanding features of the "300" is the fact that the 
microphone can be placed at a 73 % greater distance from the performer than is possible with omni­
direetianal microphonesl The "300" has a non-reflecting "Baked Bronze" finish, so it blends into the 
background, gives the spotlight to the performer. The "300" has a readily accessible Voice-Music 
switch, vibration-isolation unit mounted in live rubber,' and a multi-impedance switch, providing low 
medium and high impedance. Extended response, production uniformity guaranteed to plus or minus 
21/2 db, 40-15,000 c.p.s. Furnished with a 20-foot two-conductor, rubber-covered, shielded cable with 
Cannon XL-3-11 connector attached. 

IMPEDANCE TABLE 
L-35-50 ohms 

M-150-250 ohm. 

OUTPUT LEVEL 
59 db below I Milliwatt 
per 10 microbar signal 
60 db below I Milliwatt 

Model 533 

Broadcast 
Desk Stand per 10 microbar signal 

H-Hi"h 57 db below I volt per' microba List Price: $15.00 

See Pages 220-223 for additional Shure Products. 
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SECTION 1320 

The versatile Slendyne 535 is a moving-coil dynamic microphone built to provide wide range reproduction 
of music and voice. Actually five microphones in one ... can be used for indoor or outdoor applications: 
(1) in the hand, (2) on a floor stand, (3) on a desk stand, (4) hung around the neck on a lavalier cord. 
Add to this an on-off switch adapter and dual-impedance switch and you have the most completely 
versatile fine quality probe ever developed. Frequency response is 60 to 13,500 c.p.s. Ideal for high 
quality public address, theater-type sound systems, and all recording applications where an omni· 
directional microphone is desired. Ruggedly built to withstand hard usage. Unaffeded by temperature 
and humidity variations. The 18-foot, high quolity, shielded, two·conductor cable is supplied with a 
microphone plug equivalent to the Amphenol 91-MC3M plug. Finished in rich satin chrome. A self­
adjusting swivel adapter is supplied with the microphone, and permits it to be tilted from 90 0 from 
vertical to horizontal, making it possible to tilt the microphone at the source of sound. Also includes 
on-off switch adapter. 
The Model 530 Slendyne is the deluxe broadcast Slendyne, finished in an attradive black and gold 
anodized finish. It has a frequency range of 50 to 15,000 c.p.s., and is furnished with a 20-foot, high 
quality, two-conductor shi,elded cable with a Cannon XL-3-11 coble connedor. Furnished with 

. swivel adaptor, deluxe lavalier cord and belt clip, on-off switch adaptor. 
LAVALIER ASSEM8LY Model A28L for use with Slendyne model 535. 

MODEL A28L _____ ._. ______________ . _______________________________________ .LIST PRICE $4.50 

MODEL IMPEDANCE TABLE OUTPUT LEVEL MODEL LIST PRICE 

L-50·250 ohms 
61 db below 1 Milliwatt per 

"535" 10 microbar signal "535" $72.50 
H-High 61 db below 1 volt per micro bar 

L-50-250 ohms 
61 db below 1 Milliwatt per 

"530" 10 microbar signal 
"530" $110.00 

H-High 61 db below 1 volt per microbar 

This rugged high fidelity multi-impedance microphone features a frequency response of 50 to 12,000 
cps - will reproduce voice and music in a clear, natural tonal quality, which makes it ideal for use 
in auditoriums, night clubs, schools and churches. Provides unusual freedom of motion on the platform -
making it possible for the user to stand at a 73% greater distance from the microphone than with 
omni-directional microphones. 8i-directional "Fig. 8" pickup pattern extends over a broad frequency range 
- and it permits the sound system to be operated at a level almost 6 db higher than is possible with 
non-directional (omni-directional) microphonesl Picks up voices and music from front to back - is "dead" 
at the sides, reduces reverberation and the pickup of random noises by 66%. It is "PFF"-proof - filters 
out the "PFF"-type noises often heard over conventional microphones. Dimensions: height 6"; width HI6"; 
depth 1%2". The "315" is furnished with an 18-foot, high quality, two conductor, shielded cable, supplied 
with the .equivalent of the Amphenol 91-MC3M plug. Model "3155" is same as model "315" but it has 
On-Off switch. 

IMPEDANCE TA8LE OUTPlJ.T LEVEL MODEL LIST PRICE 
L-35-50 ohms 59 db below 1 Milliwatt 

per 10 microbar signal "315" $89.50 
M-150·2S0 ohms 60 db below 1 Milliwatt 

per 10 microbar signal "3155" $91.50 
H-Hi!/h 57 db below 1 volt per microbar 

Similar to "333" studio microphones, the 330 "UNI-RON" Microphone has been designed to meet the 
exacting requirements of professional tape recording and highest quality indoor' public-address systems 
where highest quality is essential, yet cost is a fador. Supercardioid pickup pattern reduces pickup of 
undesired random noise energy by 73%! Smooth, peak-free response from 30 to 15,000 cps. The Pro­
fessional "Uni-Ron" is equipped with multi-impedance (50, 150 and 250 ohms) switch, life-time swivel, 
and special vibration-isolation shock mount, as well as Cannon XL-3-11 cable connector and. 20 ft. 
2-condudor shielded broadcast-type cable. Finished in beautiful satin-chrome with natural al)odized 
aluminum grille. 

IMPEDANOE TABLE OUTPUT LEVEL 
L - 50 ohms 59 db below 1 milliwatt 

per 10 microbars 
M- 150 ohms 57 db below 1 milliwatt 

per 10 microbers 
H - 250 ohms 58 db below 1 milliwatt 

per 10 microbars 

See Pages 220.223 for additional Shure Products. 
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Model "535" 
Slendyne 

Model "530" 
Broadcast Slendyne 

Model "315" 
Gradie.,!, 

Model "330" 
"Professional Uni.Ron" 
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Model "545" 
Unidyne III 

Model· "555" 
Unidyne 

Model "5565" 
Broadcast 

© U.C.P., Inc. 

Medel "51" 
"Sonodyne" 

SECTION 1320 

The Shure Model 545 "Unidyne III" is a new addition to the famed family of Unidyne microphones. 
This striking-looking, compact, slender, uni-directional, moving-coil microphone features wide-ronge 
reproduction of voice and music and flexibility of uses as a hand or stand microphone. The 545 is 
ideal for installations where it is desired to keep microphone size and weight to a minimum and still 
retain maximum operating efficiency. Recommended for dependable use in fine quality P.A. systems, 
tape recarding, fixed-station communications, etc. Provides highly satisfactory operation under adverse 
acoustic conditians - reduces or eliminates problems due to feedback and background noise pickup. 
Permits placement at a distance from the performer 75% greater than possible with omni-directional 
microphones. The 545 "Unidyne III" is rugged - will operate for years without deviation from its 
original standards. 

TYPE: Dynamic. FREQUENCY RESPONSE: 50-15,000 cps. POLAR PATTERN: Cardioid (Uniform with fre­
quency, symmetrical about axis). MAGNETIC CIRCUIT: uses Alnico V magnet. CASE: Die cast zinc and 
"Armo-Dur". FINISH: Satin chrome and black. CABLE CONNeCTOR: Equivalent to Amphenol MC4M 
plug. CABLE: 18 ft., 3 conductor shielded. STAND THREAD: %" - 27 thread. DIMENSIONS: Length _ 
5~6'" Diam. - 11%'4". NET WEIGHT: 6/10 lb., Shipping Weight 2Ya Ibs. FURNISHED ACCESSORIES: 
A25 type swivel adapter. OPTIONAL ACCESSORIE!S: A86A cable type transformer, S33B desk stands. 

!MPEDANCE TABLE OUTPUT LEVEL 
L - 50-250 ohms LOW: -57 db. (Odb _ 1 milliwatt 

per 10 microbars) 
H - High HIGH: -55 db. (Odb 1 volt 

I __ M_O_D_E_L _\ LIST PRICE 

545 $85.00 
per microbar 

The Unidynes are the largest selling microphones throughout the world - used consistently by famed 
celebrities for those important events where the faithfulness of sound reproduction is critical. A sturdy 
construction pro~ides immunity of the moving-coil system to abnormal atmospheric conditions and 
severe mechanical shock. Model 55S is highly recommended for fine quality public address, theater­
stage sound systems, recording and remote broadcasting, and low-gain tape recording. It is also the 
field-proved standard for fixed station use in the police, fire, transportation, f,orestry and commercial 
services. Smooth frequency response from 50 to 15,000 cps. Furnished with an 18-foot cable and 
plug assembly. Model 55SW is same as Model 55S except it has On-Off switch. 
Model 556S is specially constructed and tested to meet the requirements of the broadcast and television 
studio, and is held within close tolerances in frequency response and directivity. It is a moving-coil 
type microphone with a frequency range of 40 to 15,000 cps, production uniformity guaranteed to 
plus or minus 2Y2 db. As a further precaution against mechanical vibration pickl'P, the 5565 is provided 
with an additional isolation unit, of live rubber construction in combination with the stand connector and 
a built-in high quality cable connector. Furnished with a 20-foot, high quality, shielded, 2-conductor 
cable with Cannon plug attached. Both the 55S and the 556S feature the world-renowned patented 
"Uniphase" network system. 

IMPEDANCE TABLE OUTPUT LEVEL MODEL LIST PRICE 
L 35-50 ohms 54 db below 1 Milliwatt 

per 10 microbar signal 5565 $135.00 

M-I50-250 ohms 55 db below 1 Milliwatt 555 $ 83.00 
per 10 microbar signal 

H-Hi!:lh 57 db below 1 volt oer microbar 555W $ 85.00 

The "Sanodyne" is ideal for all general purposes, including public address, wire and tape recording, 
and similar applications. Ideal high-quality, moderately-priced replacement for the conventional micro­
phone supplied with tape recarders. The wide range frequency response is 60 to 10,000 cps. This 
rugged microphone is of the pressure type, with conventional semi-directional cha·racteristics, and it 
may be used for dose-talking without undue low frequency empha.sis. Multi-impedance, - for low, 
medium and high impedance. Has built-in receptacie and a 15-foot, two'conductor shielded cable with 
microphone plug attached. Satin chrome finish. Model 51S is same as. Model 51 except it has On-Off switch. 

Multi-I mpedance 
Switch on Models 

"555", "55SW", "5565", 
"51", "SIS", ~1300", 

"315", "3155" 

IMPEDANCE TABLE 
L-3.5-50 ohm. 

M-I50-250 ohms 

It-Hlah 

See Pages 220-223 for additional Shure Products. 

Trade Discount Applie$ To List Prices Only 

Model "51" List Price $49.50 
Model "51 S" List Price $51.50 

OUTPUT LEVEL 
.53.0 db below I Milliwatt 
for 10 mlcrobar signal 
52.5 db below I Milliwatt 
for 10 microbar signal 
52.0 db below 1 volt per microbar 
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The new Commando series represents a significant achievement in providing quality performance at 
nominal cost. These dramatic 100Hng, rugged microphones can be used indoors or outdoors. Models 415 
and 430 provide practical versatility of operation. They can be held in the hand, set on a floor stand or 
on a desk stand - can be inserted or withdrawn from the stand in a secand, without the use of any tools. 
Model 420 is of more compact design and is intended primarily for use as a lavalier microphone. It is 
readily detachable from its lavalier clip for use as a hand held unit .. Coupled with this versatility of usage, 
the Commandos are ideal for general.purpose applications where both voice and music reproduction are 
of critical importance. Commandos can be used for tape recording in the home; theater·restaurant public 
address systems; lecturing; paging and dispatching systems; interview·type shows; outdoor public address 
systems for carnivals, picnic and special events. 
All three units are ruggedly constructed of attractive, non.reflecting gray, impact resistant polystyrene. 
The lower part of Models 415 and 430 are of die cast zinc with a satin chrome finish. 
The Commandos are omni·directional units with a frequency response of 60-10,000 cps. They are con· 
trolled magnetic units and are unaffected by extremes of temperature and humidity. Models 420 and 430 
are equipped with readily changeable pin jacks for a choice of two impedances (l- 150 to 250 ohms 
and H - High), without soldering. 

Madel 430 includes on·off switch, dual:impedance feature and Amphenol MC2M/ '~oble conductor. 
Furnished with 15 Ft. of 2·conductor shielded cable, black Model A25·type swivel adapter and 
switch locking plate for keeping switch in "on" position. list Price: $38.50 

Model 420 includes dual impedance feature and A34l lavalier cord and clip assembly. Furnished with 

20 ft. of non-detochable 2·conductor shielded cable. list Price: $30.00 

Model 415 includes black Madel A25·type swivel adapter and 7 ft. of non·deta·chable single-conductor 
shielded cable. High impedance only. list Price: $27.50 

S388 Desk Stand for use with Models 415 and 430. list Price: $4.50 
A34l Lavalier for use with Models 415, 420, 430. List Price: $3.50 

IMPEDANCE OUTPUT lEVEl 

150-250 -54 db below 1 volt 
per microbar 

HIGH -55 db below 1 milli-
watt per 10 microbars 

425 SERIES "COMMANDO" 

Lavalier Model 420 

Model 430 
on 538 

Desk Stand 

Model 430 
in the 
Hand 

Model 
415 

in the 
Hand 

Designed for faithful voice and 
music reproduction. Ideal for re­
cording on tape, wire or disc, 
fixed or mobile public address 
systems, language laboratory sys­
tems, intercommunications systems, 
amateur communications and similar uses where a 
flexible arm is required. The 425 is rugged, and 
recommended for use where high quality is desired 
at low cost. 
Electrical specifications for the 425 are identical to 
those for the 420 "Commando" microphone. 

Moder AS6A is a liigh-quality, cable­
type transformer which makes it con­
venient to run a long microphone line 
from a low impedance microphone to 
a high impedance amplifier. It is 
housed in a compact, sturdy and 
magnetically-shielded case. Connec­
tion terminals are easily accessible, 
and compression fillings crimp the 

Model A86A ,microphone and amplifier inputs. The 
liST PRICE: Model 425 - $30.00 

Model 425-G6 - $33.00. Includes 6" flexible 
gooseneck and mounting flange. 
Model 425-G12 - $33.75. Includes 12" flexible 
gooseneck and mounting flange. 
Model 425-GIS - $35.00. Includes IS" flexible 
gooseneck and mounting flange. Model 425 Flexible 

CASE: Impact resistant polystyrene - brass. 
FINISH: 8right Chrome and non-reflecting gray. 
CABLE: 7 ft., 2-conductor, non-detachable, shielded. 
DIMENSIONS: length 31J{6", diameter 1%". 
OPTIONAL ACCESSORIES: Model AS6A Cable Type 

Transformer. 

Gooseneck 
Mounting 

Model A25 Swivel Adapter. 

AS6A matches 35-50 ohm ond 150-250 ohm microphones to high 
impedance amplifier inputs. This type of system usually solves the 
problem of excessive high frequency loss and objectionable hum 
pickup when long lengths of micraphone cable are necessary. The 
AS6A offers additional versatility when used in conjunction with 
Shure Models 51, 51S, 55S, 55SW, 556S, 300, 315, 315S, 330, 
333, 525, 530, 535, 540S, 545, 5455 and 546 Dynamic and 
Ribbon Microphones. And in addition to these the Model A86A 
may be used in specialized applications which require high im­
pedance to low impedance circuit connections. The transformer is 
finished in an attractive two-tone gray and is furnished with a 
2-foot cable. Frequency response: 20 to 20,000 c.p.s., plus or 
minus 1 db. . 
Model -A86A list Price: $17.50 

See Pages 220-223 for additional Shure Products. 
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THE VERSATILE "SLIM-X" ALL-PURPOSE MICROPHONE 

FOR: 

• Low Cost P. A. Systems 
• Home Recording 

• Hams 
• General Purpose 

In Cradle 
On S38 

Desk Stand 

In C.adle 
On Floor Stand 

The "777" Slim-X Microphones are rugged 
little microphones weighing only 6 ounces! They 
are designed for good-quality voice and music 
reproduction. Their versatility and "hand-ability" 
make them ideal for use by lecturers, announcers, 
instructors, and Hams; for audience participation 
shows; carnivals; panel and quiz shows; and use 
with home-recorders. When mounted on either 
cradle or swivel, the "777" can be removed in 
a flash (no tools necessary)-simply by lifting it 

out of the holder. This makes it an ideal "walk­
around" hand-held microphone. 

TECHNICAL INFORMATION: Smaoth frequency 
response-60 to 10,000 c.p.s.; Moisture-proof 
"Metal Seal" crystal for long operating life; 
high impedance; 7 ft. single-conductor cable, 
disconnect type. Dimensions: (Microphone only) 
Length, 4V2"; Diameter, 1 n_ Finish: Rich satin 
chrome overall. 

In the Hand 

Note: All Models are furnished with lavalier Cord, for suspension of microphone around neck. 

"SLIM-X" ASSEMBLIES Model Output List Price 

MODEL 777A includes 777 Microphone; A-25 Swivel Adaptor; S-38 Desk Stand; Lavalier Cord. 
Model: 777A List Price: $33.00 
t.\ODEl 777SA includes 777S Microphone; A-25 Swivel Adaptor; S-38 Desk Stand; Lavalier Cord. 
Model: 777SA List Price: $35.00 

n7' 

7nA 

$25.00 

62 db $33.00 
below ACCESSORIES FOR "777" 

MODEL 5-38 STAND is a heavy die-cast base. Includes metal screw machine stud for con­
necting microphone adaptor ta stand base. 

7nS' 
With Switch 

I volt per 
$27.00 

microbar 

Model: S-38 List Price: $4.50 
MODEL A-25 SWIVEL ADAPTOR features a long-life, high-quality swivel connector. Is lined with 
a long-life nylon sleeve-for noise-free and scratch-free insertion and removal of microphone. 
Model: A-25 List Price: $5.50 

777SA $35.00 With Switch 

* (Price includes cradle 
for mounting on stand.) 

"MONOPLEX" 

The only Super-Cardioid Crystal Micro­
phone made-far superior to conven­
tional Crystal Microphones! Excellent for 
high-quality public address, communica­
tions, recording, and similar applica, 
tions. The 737 A operates under adverse 
conditions of background noise and re­
verberation-where a conventional mi­
cro'phone would be practically useless! 
Reduces pickup of random sound by 
73%! Moisture-proof "Metal Seal" 
crystal for long operating life. Case 
pivots at rea'r, can be pointed toward 
desired sound or upwards for horizontal 
plane pickup_ Has 15 ft. shielded cable. 
Rich satin chrome finish. High'impedance. 

MODEL OUTPUT LIST PRICE 

53 db 
737A below I volt $46.00 

per microbe-, 

© U.c.P., Inc. 

Model 215 
and 715 

"ST ARLITE" 
Beautifully designed. Excellent .for 

voice and music. Extremely low price 
and good quality make them a "natural" 
for home recording, intercom systems 
and inexpensive P.A. systems. Can be 
held in the hand, or used on a desk by 
simply releasing a built-in retractable 
stand. Semi-directional, high impedance; 
impact resistant polystyrene cases. 

Model 215, a ceramic unit, has a re­
sponse from 50-8000 cps; Model 715, a 
crystal unit, has a response range from 
50-10,000 cps. Both supplied with 5 ft. 
fabric covered single conductor shielded 
cable. 

MODEL OUTPUT LIST PRICE 
215 56.5 db below I $8.00 

Ceramic volt per microbar 
715 50 db below I $8.00 

Crystal volt per microber 

See Pages 220-223 for odditional Shure Products. 

Trade Discount Applies To List Prices Only 

THE 
"REX" 

Model 710A 
and 7105 

A natural for "Hams" and low-cost pub­
lic address system. A rugged unit de­
signed for high speech intelligibility. 
Broad "tip-proof" table top base, wit~ 
floor stand adapter. Die cast case. Fre­
quency response 60 to 9,000 c.p.s. 5 ft. 
shielded cable. Burgundy-red metallic 
finish. Only 2YJ" wide, 3\4" high, 1 Va" 
thick. High impedance. 

MODEL OUTPUT LIST PRICE 

710A 
50 db below I $12.00 

volt per microber 
7JOS 50 db below I $14.00 (with switch) volt per microber 

MODEL 707A 
Ideal for low-cost P.A. systems, amateur 
'phone transmitters and similar applica­
tions. Good quality at low cost. Has 
typical semi-directional pickup. 7 ft. 
shielded cable. High impedance. Pearl 
Gray case, satin chrome finish on front 
g'rille. Diam. 2%". (Use with Shure Model 
S34B or S36A Desk Stands.) 

I 
MODEL I OUTPUT I LIST PRICE I 
707A 50 db bel~w I $19.50 

volt per mlc..-obar 
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THE IIHERCULESII 
The "Hercules" is a hand-held 

unit, ideal for general purpose' 
use in tropical countries and 
in all coastal areas where heat 
and humidity are a problem. 
The "510" provides the rug­
gedness, clear reproduction and 
high output for public address, 
communications and recording 
where high speech intelligibility 
is vital. It is recommended for 
Announcing; Mobile Public Ad­

dress Systems; Communications; Home Recording, and 
High Quality Intercommunication. The Hercules can be 
used either Indoors or Outdoors, fits snugly in the hand, 
sits firmly on a desk. High impedance. Frequency re­
sponse 100 to 7000 c.p_s. Furnished with 7 ft. shielded 
cable. Green metallic finish. Diecast case. Furnished 
with stand adapter. Dimensions: 2 2/3" wide, 3 1/4" 
high, 1 1/2" thick. Model 510 Series designed to be 
used with S34B or S36A Desk Stands. (See page D-7) 

MODEL OUTPUT LEVEL IMPEDANCE LIST PRICE 

SIOC 52.5 db below HIGH $17.00 I volt per microbar 

5105 52.5 db below HIGH $19.00 (with switch) 1 volt per microbar 

MINIATURE MICROPHONES 

Model MC11 
(Circular) 

Impedance: 1,000 ohm. 
Frequency Response: 

400 to 3,000 cps 
Output Level: 

-75 db (0 db -
I volt per microbar) 

Dimensions: 
Dia. I 1/64", 
thickness 25/64" 

List Price: $12.50 

Small microphones specially designed for use in 

vacuum-tube devices such as small, compact 

amplifiers, transmitters, dictating equipment­

wherever size and weight are important factors. 

They also are highly recommended for use in 

small transistor-type devices. They are immune 

to varying conditions of heat and humidity. 

Model MC20 
(Rectanglar) 

Impedance: 1,100 ohms 
Frequency Response: 

400 to 4,500 cps 
Output Level: 

-75 db (0 db -
I volt per microbar) 

Dimensions: 
width 10/16", 
thickne .. 5/16", 
length 15/16" 

List Pric.: $14.00 

Model MC30 
(Rectangular) 

Impedance: 1,850 ohms 
Frequency Response: 

400 to 3,500 cps 
Output Level: 

-76 db (0 db • 
I volt per mlcro!>o,) 

Dimensions: 
width .5", 
length .5", 
thickness .265" 

Lilt Price: $20.00 

THE IIGREEN BULLETII 

MODEL 

520 

520B 

Designed to provide quality music 
and speech reproduction at mod­
erate cost. Rugged! Practically 
immune to the effects of high 
temperatures and humidity. Fea­
tures: high output, good re­
sponse, high impedance without 
the need of a transformer. 
Modern metallic green finish with 
plated grille. Frequency response 
is 100 to 7000 c.p.s. Furnished 
with 7 ft. single-conductor shield­
ed cable. High Impedance. Use 
with Shure Model S34B or S36A 
Desk Stands. 

OUTPUT LEVEL IMPEDANCE LIST PRICE 

52.5 db below HIGH $22.50 1 volt per microber 

51 db below 1 milli-
150-250 ohms $22.50 watt per 10 microbers 

THE IIDISPATCHER" 
Model 520Sl recommended for 
mobile and fixed station use, 
also for public address, record­
ing, call systems, radio tele­
phone and amateur use. Model 
520SLB recommended where low 
impedance microphones are 
used in parallel, balanced-line 
operation and where long cable 
lengths are required, or under 
conditions of severe hum dis­
turbances. 

MODEL 520SL 

MODEL 520SL equipped with 
grip-ta-talk switch DPST-norm­
ally closed-normally open, and 
7 ft. 2-conductor shielded cable, 
equivalent to Amphenol MC3M 
plug. MODEL 520SLB has grip­
to-talk switch DPST-normally 
open-normally open, 7 ft. 4-
conductor (2 conductors shield­
ed) cable, equivalent to Am­
phenol MC4M plug. 

MODEL 

520 SL 

520 SLB 

OUTPUT LEVEL IMPEDANCE LIST PRICE 

$45.00 52.5 db below 
1 volt per microbar 

High 

51.0 db below 150-250 Ohms $49.25 
1 millivolt per 10 

microbars 

THE "TEN-FOUR" WITH HIGH IMPACT "ARMO-DUR" CASE 
OUTPUT 

MODEL LEVEL 

~04 B 

--- 50> db 
405 B below 

1 milliwatt 
--- per 10 

405 KII microbars 

404C 

---
5O.S db 

405C below 1 

- ';:i~:o'b~r 
405 K 
"" 

IMPED. CABLE LENGTH, TYPE SWITCH (NORMALLY) LIST The Shure Controlled 
Magnetic IITen-Four"" is 
recommended for those 
applications where a 
rugged hand-held 
microphone is needed. 
It is ideal for outdoor 
public address (sports 
are!"las, athletic fields, 
carnivals, etc.) and for' 
mobile communications. 
The IITen-Four" is de-

ANCE DESCRIPTION MIC CIRC. RELAY ctRC. PRICE 
150-250 
Ohms 

51/2 ft. Coiled cord, 
Copper, 4 conductor 
(2 shielded) 
5 ft. Straight cord, 
Copper I 4 conductor 

(2 shielded) 
5112 ft. Coilec! cord, 
Tinsel, 3 conductor 
(1 shielded) Amphe-

nol MC4M plug 
51/2 ft. Coiled cord, 
Copper, 3 conductor 
(I shielded) 
5 ft. Straight, cord, 
Copper, 3 conductor 
(1 shielded) 
5112 ft. Coiled cord, 
Tinsel, 3 conductor 
(1 shielded) Amphe-

nol MC4M plug 

CLOSED" 

CLOSED 

OPEN 

CLOSED' 

CLOSED 

OPEN 

OPEN $33.00 

OPEN $32.00 

OPEN $37.50 

OPEN $33.00 

OPEN $32.00 

OPEN $37.50 

'signed for high speech 
intelligibility. Easy to 
use, fits snugly in the palm of the hand. Leaf-type switches 
control the mic. circuit and an external relay or switching 
circuit. Omni-c!irectional. Freq. response 200 to 8000 cps. Only 
31M6" high, 2%" wide, 14"," deep. Includes mounting bracket. 

* Provision for simple change to normally open. 
"" Replacement for General Electric EM lOA. 

See Pages 220·223 for additional Shure Products. 
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MODEL "100" SERIES 
CARBON MICROPHONES 
Used around the world for po· 
lice, taxi, bus, truck, and com­
mercial applications - mare 
than all other makes combinedl 
Rugged unit with clear, crisp 
voice response and high autput. 
Heavy duty switch for push.to· REPLACEMENT CHART 

k tal 
wit 
plu 
as 

performa nce. Furnished 
h bracket for wall mounting, MANUFACTURERS REPLACEMENT 

s coiled·cord cable. Adopted - MODELS MODEL 
CB10, CB108, 10lC 

standard microphone by 
E., link, Motorala, R.C.A. and G. 

oth 
mu 
lev 
mi 

CB10C, CB100, 
CB1S, CB150, 

ers for 2-way radio com~ CB10E IDlE 
nications equipment. Output CB12, C812A, 
el: 5db below 1 volt for 100 C812C, C812D 102C 

crobar speech signal. CBI2E 102E 
C815F 103 

Model Cable Switch Arrangement lilt Price 

10lC Standard Coiled Cord II' $30.00 
retracted; 5' extended Two Wire Relay ---
Tinsel Coiled Cord 11· r e- Sw itch norma lIy open. 

IDlE tracted; 5' extended with {No microphone switch} $33.00 
Amphenol MC4M Connector ---
Standard Coiled Cord II' $30.00 

102C retracted; 5' extended Relay normally open. ---
Tlnsal Coiled Cord 11' re- Microphone switch 

$33.00 102E tracted; 5' extended with norma lIy open. 
spade lugs ------ Standard Coiled Cord 11' Two Wire Relay 

103 retracted; 5' extended with SWitch norma lIy open. $31.00 
Amphenol MC4M Connector (No microphone switch) 

"TEN·FOUR" TRANSISTOR·AMPLIFIER FOR 
CARBON MICROPHONE REPLACEMENT 

Model 405T is the perfect improvement-replacement for carbon 
microphones. A self-contained transistor amplifier, powered by 
the ca.rbon microphone circuit, does not require an additional 
power source. Provides unusual speech clarity and freedom 
from ageing under severe vibration conditions. Same size and 
appearance as "100" series microphones. Output level 1 db 
below 1 millivolt per 100 microbars. 
Model 405T List Price $48.50 

SWITCHES AND 

COILED CORD SETS 
Tinsel Coiled Cord with trimmed and tinned leads and Amphenol 
MC4M connector attached (3 conductor shielded) for use "'ith 
General Electric EM lOA and 505K microphones. 

Model: CIOC list Price $12.00 
Tinsel Coiled Cord with Amphenal MC4M plug for use with GenNal 
Electric EM10A-2 and Shure 405K and 405 KB Microphones. 

Model: CllC list Price $12.00 
Standard Coiled Cord with trimmed and tinned leads for use with 
Shure 404C microphones. Model: C12C List Price. $9.75 
Standard Coiled Card with trimmed and tinned leads for use with 
Shure 404B microphones. Model: C14C List Price $10.00 

Standard Copper Coiled Cord with trimmed and tinned leads. 
Used in "C8" and "100" Sj3ries Microphones. 

Madel: C15C List Price: $6.25 
Tinsel Coiled Cord with Amphenol MC4M Connector for use with 

General Electric equipment. Model: CI6C· List Price $9.50 
Tinsel Coiled Card with spade lugs for use in Motorola equip-

ment. Model: C17C List Price $7.75 
Standard Coiled Cord with Amphenol MC4M Connector for use 

with Motorola equipment. Model: CI8C List Price $9.50 
Tinsel Coiled Cord with Amphenol MC4M Connector for use with 

Motorola equipment. Model: C19C List Price $9.50 

Model 
S34i 

TAKE-APART STAND 

M.del 53-48. Handy low-co.t .tand for d •• k ... 
hand u.e. On. twl.t of handlo lockllt .ecurely In 
bOle for u .. 01 a tabl. stand, or roleasel handl. 
for wo In hand. Metal balo, wood handle. 
Mod.l: S348 Lilt PrlC". $4.50 

MICROPHONE REPLACEMENT CARTRIDGES 
CARBON REPLACEMENT CARTRIDGE-MODEL RIO 
Rugged microphone cartridge replacement for lIe8", "100", and 
"120" Series Carbon Microphones. Includes mounting hardware, inR 
stallatian instructions. Model RIO list Price $8.50 
Model 99A149 replacement cartridge for microphone models: CB20, 
C8.21, CB50 and 115. Model 99A149 List Price $8.50 

CRYSTAL CARTRIDGE - MODEL R7 
Available as a replacement for the cartridges in the Shure Crystal 
Microphones of the 707A and 708A Series, and other microphones of 
similar design. High output - 48 db below 1 volt per microbar. Sup. 
plied with rubber mounting rings and installation instructions. 
Madel R7 List Price $8.25 

SLlM-X MICROPHONE CARTRIDGE 
The Model 99A 186 replacement cartridge assembly for the 777 Series 
Slim-X Microphones. Crystal element metal·sealed for long life 
under adverse conditions of heat and humidity. Requires only one 
solder connection. Model 99A186 List Price $10.00 

CONTROLLED MAGNETIC CARTRIDGE - MODEL R5 
Direct replacement for cartridges used in the following Shure 
microphone models: 510C, 510MD, 5105, 520, 520SL, 505C, 505K, 
404C, 405C and 405K. Also ideal for replacement of crystal car­
tridges in Shure cases of the Model 707 A and 708A Series, where heat 
and humidity are a problem. Supplied with rubber mounting ring. 
Model R5 list Price $11.00 

LOW IMPEDANCE CARTRIDGE - MODEL R5B 
Model R5B is the replacement cartridge for cartridges used in micro· 
phone models 5058, 505T, 4048, 4058, 405T, 510SL8, 520SL8, and 
5208. Madel R5B is physically identical to Model R5; but low imped. 
once (150 to 250 ohms). Can be used in any R5 applications which 
require a low impedance cartridge. 
Model R58 list Price $11.00 

MODEL R4M FOR SHURE "COMMANDOS" 
The Model R4M controlled magnetic cartridge assembly is the direct 
replacement cartridge for use in the models 430, 425, 420 and 415 
Shure "Commando" microphones. Model R4M List Price $15.00 

MODEL R5T CONVERSION KIT 
Includes a controlled magnetic cartridge and transistor amplifier to 
convert carbon microphones into improved controlled magnetic 'ran· 
sistorized microphones. Conversion 'okes only minutes with a screw· 
driver, lon9·nose plier, soldering iron. 

SPEC;:IFICATlONS: Controlled magnetic with transistor amplifier. 
200 to 4,000 cps, semi-directional. Output Level: 1 db loaded with 

'500 ohms (0 db - 1 milliwatt per 100 microbars). List Price: $25.00. 

ACCESSORIES 
"GRIP-TO-TALK SLiDE-TO-LOCK" SWITCH 

Heavy-Duty Switch withstands the most severe field 
requirements of paging and dispatching systems. 
Ideal for Pollee, Taxi-Cab, Railroad, Airport, Bus, 
Truck, and all emergency communications work. 
Can b. used with Shure connector-type crystal, 
dyna.mlc and ca,rbon microphones of any impe­
dance. fit. handily on Shure S36A Oesk Stand. 
Rich satin chrome ~nlsh. 
Model: AI8A List Price: $12.50 Model A88A 

ON-OFF PRESS-TO-TALK SWITCHES 

Model A83B. Rotary·type • 'On-O"" switch. Quickly attached to any cable­
connector type Shure microphone. 

Model: A83B List Price: $11.00 
Model A8.4B. Momantary Press·to·Talk "On'O"" .witch. 

Modol: A84B List Price: $11.00 
Model A8SC. Momentary Prell-to· Talk Relay·Type Switch. 

Modol: AS5C List Price: $11.50 

ModelS36A 

MODERN DESK STAND 

Model S36A. Streamlined Desk Mount fltJ all Shure eN­

nector-type'microphones. Adapter provided for mOilntlng 
other typo·mlcroph"" ... Ideal for u •• with AB8A .wltch. 
Model: S36A Lilt Price. $6.50 

See Pages 220-223 for additional Shure Products. 
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SECTION 1320 

earphones 
Superior qualily dynamic 
earphone •• Fle.h or grey' 
colour (olher colours 
available on .p.cial ,.. 
qu •• I.) Tailored 10 fillhe 
application. Siandard 
U. S. Palarlzed·type cord 
connection. Impedance 
from 3.2 to 8000 ohm •• 

sound/transducers 

Designed for applications requiring change of dlree .. 
lion or .peed, etc. Durabl •• reliable •• fficlenl. 

telephone pick-up stereosound 

microphone 
insets-

Model D·374 

general purpose 

miniature insets for 

Ml 

Amerlcon·made Iransduc· 
er for all audio appllca· 
lions. Highly .en.ilive 
hum· free p.rformanc •• 
R.produce. both sid., of 
a telephone convef.ation. 
Special grip.tighl suction 
CUp-tlO fluid r.quired. 
Available with various 
plugs for dlclallng 
machines, recorders and 
audio amplifl .... 

• 
M2 M3 M4&5 M6 2555 

MICROPHONE 13750 
can be u.ed In lound field. 

The ultlmale in ,Ier.o 
lI.tening. Provide. excel· 
lenl separation of signal. 
Complele head.et with 
molded·in earphones, 
cord and plug a.sembly 
for under·lhe·chin u.e. 
Can also be u.ed for 
monaural 1I.lenlna. 1m· 
pedance. from 15 to 
8000 ohm •• 

Small, lIohtweight, electro·maanetlc, mOYCIbl. Iron 
dl.p~ro, .. type microphone In .. l. provide e.cellenl 
speech Intelligibility. Impedance characteristics at. 
Ideal for UI. In transl.torlzed amplifle,s. frequency 
ron,e0-200 to 3000 c/.. . 
Typical applicotlans Includ .. recorde .. and playbaclc 
SYlteml, dictating machtne" walkie-tatki •• , mobile 
communications, langua.. lab •• , aircraft, .tudio 
control communication .ystem •• Hardwar., boo". 
mountl, atrcrew Oxys ... malk equipment, resptra­
tol'l, etc. 

EARPHONE 13150 
Mask U •• 

high speech intelligibility­
fully tropicalized 

up to 150 db. . 
NOISE CANCELLING 
Impedance: 300 ohm., 
lothe .. availablo). 

MICROPHONE 13100 
Low Mall., Malk U.e 
Impedance. 300 ohms, 
lothe" available). . 
When mounted on twitch 
Qlsembly. Ipecify mod.1 
13125. 

Impedance, 300 oh"'s. 
lotho" available'. 
25 ",lIIlwatl. Input produces 
124 db sound p .... su,. In a 
3ce enclolure and 115 db 

light weight headsets 
for all applications 

In 30cc, 

SPECIAL HEADSETS 
13500 COMMUNICATION HELMET with ear microahono with tran.Istor ampllfior. 
proteclors and .ound val ... for fllsht dock u... L·12 LIGHTWEIGHT HEADPHONE. 
H·21 AIRCREW HEADSET with ma,netlc 15000 FEATHERWEIGHT HEAD'HONE5-con 
microphone. be supplied with boom Qrm and microphone. 
L·324 LIGHTWEIGHT HEADSET with noise 15600 NOISE CANCELLING BOOM MICRO· 
caneelltnl microphone, specifically designed PHONE Gnd Iwitch for Aircrew Prot.ctive 
for Air Traffic Control use. Welm.,s. 
L·214 LIGHTWEIGHT HEADSET ,..lth corbon 2603 LIGHTWEIGHT EAR PROTECTOR HEAD· 
microlthone. PHONE$--available with throat microphone. 
13600 EAR PROTECTOR HEADSET with liquid. LIGHTWEIGHT IOOM·ARM MODEL. For Ian· 
filled ear cushion Gnd differential microphone. Duage 'aboratorie. and other industrial appli. 
H·23 AIRCREW HEADSET and nol"'cancellln, cations. 

hirschmann • plugs • sockets • terminals 

2 

ALLIGATOR CLIPS 

6-36 MULTIPLE 
CONNECTORS 

THIRD·HAND 
PROBE CONNECTORS 

SMALL, MULTI·POLE CONNECTORS 

FULL CONTACT 
PLUGS 

SOCKET 
WITH SWITCH 

BUNCH.PlN PLUGS 
FLEX·HANDLES 

MAMARONECK. -N. Y. 
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I SECTION 1320 I 

STROMBERG·CARLSON ® 

SIGNET SPEAKER HOUSINGS 

Models RH-34 and RH-54 

Rugged tilt·type wall mounting cabinets in 
Desert Sand finish. 7'h. degree, tilt on each 
side. RH·34 designed for 8" speaker. RH· 
54 designed for 12" speaker. RH·34 easily 
converts to two·way use by addition of 
RA·8 Back Panel 

LIST PRICE: RH·34 $12.00 
RH·54 $19.50 

Model RH-28D 

Modern plastic housing for 8" cone speak· 
ers. Molded in solid Desert Sand color. 
Will withstand extreme abuse without 
breakage. Designed with sloping front 
and horizontal louvres. Bracket available 
for wall mounting. LIST PRICE: $10.00 

DRIVERS 

Model RD·24. INPUT CAPACITY: 25 watts. 
FREQUENCY RANGE: 85·6,500 cps. VOICE 
COIL: 16 ohms. LIST PRICE: $28.50 
Model RD·21: INPUT CAPACITY: 30 walts. 
FREQUENCY RANGE: 80·10,000 cps. VOICE 
COIL: 16 ohms. BUilt·in transformer. 

LIST PRICE: $47.50 

Model RD·23: I NPUT CAPAC ITY: 30 watts. 
FREQUENCY RANGE: 80·10,000 cps. VOICE 
COIL: 16 ohms. LIST PRICE: $36.00 

SOUND EQUIPMENT 
SIGNET CONE SPEAKERS 

MODEL RC·27 8" 
PERMANENT MAGNET SPEAKER 

MODEL RC·58 12" 
PERMANENT MAGNET SPEAKER 

Both speakers employ high·efficiency Alnico V magnets, aluminum voice coil forms and 
one·piece ribbed molded diaphragm cones. Model RC·27: FREQUENCY RESPONSE: 55·13,000 
cps; POWER RATING: 10 watts (program); CONE RESONANCE: 105 cps; FLUX DENSITY: 8,000 
gauss; VOICE COIL IMPEDANCE: 8 ohms; SENSITIVITY: 88 db; SIZE: 8'1s"dia., 31/2" deep; 
WEIGHT: 2 Ibs. LIST PRICE: $8.00 

Model RC·58: FREQUENCY RESPONSE: 55·13,000 cps; POWER RATING: 16 watts (program); 
CONE RESONANCE: 80 cps; FLUX DENSITY: 8,500 gauss; VOICE COIL IMPEDANCE: 8 ohms; 
SENSITIVITY: 85 db; SIZE: 121/S" dia., 43/4" deep; WEIGHT: 21/2lbs. LIST PRICE: $14.00 

Model 

RPD·5 

RPD·6 

RPD·14 

COMPLETE RE-ENTRANT SPEAKERS 

Size 
Bell 6" 

Length 7" 
Bell 6" 

Length 7" 
Bell 9" 

Length 9" 

Air Col. 
EQuiv. 

14" 

14" 

18" 

Ideal for paging and in· 
tercommunication under 
adverse weather conditions 
and in high·noise areas. 

Model RPD-14 
Re·entrant, with built·in 
driver. Effective in noisy 
locations. Suitable also for 
outdoor installation. 

LIST PRICE: $34.50 
Model RPD-5 6-

RPD-6 
·Small re·entrant speakers 
with built·in driver units. 
For paging, etc. Ideal for 
loading platforms and ex· 
posed locations. 
LIST PRICES: RPD·5 $28.35 

RPD·6 $29.66 

Input Voice Coil FreQ. Distribution 
Capacity Impedance Response Angle Mounting 

350·13.000 Ratchet 
7% watts 8 ohms cps 120 0 Bracket 

350·13.000 Ratchet 

7% watts 45 ohms cps 1200 Bracket 
250·13.000 Ratchet 

25 watts 8 ohms cps 90 0 Bracket 

Weight Finish 

3% Ibs. Gray 

3% Ibs. Gray 
Glacier 

5lbs. Gray 

SIGNET RE-ENTRANT HORNS 

The Signet Line includes models of various 
sizes, distribution angles and low·frequency 
cutoffs. 

Model Rp·48. 9lf4" x 18lf2" mouth. 

LIST PRICE: $40.25 

Model Rp·27. Bell 15lf2", Length 12lfs". 
LIST PRICE: $28.88 

Model Rp·34. Bell 20", Length 161/4". 
LIST PRICE: $34.13 

Model Rp·40. Bell 243/4", Length 191/2". 
LIST PRICE: $47.0t 

Model Rp·44. Bell 25'12", Length 19". 
LIST PRICE: $46.7~ 

GENERAL DVNAMICS I ELECTRONICS 
COMMERCIAL PRODUCTS DIVISION ROCHESTER 1, N. Y. 

In modern package sound .. 

© U.C.P., Inc. 

THERE IS NOTH I NG FIN ER THAN A STROMBERG-CARLSON® 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 
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I SECTION 1320 

TRI M 
HEADSETS AND ACCESSORIES 

NEW "L" TYPE WITH *EFR 

TRIMM'S most popular headset, with "extended fre­
quency range", for use in communications and language 
lab systems requiring high quality performance. Em­
bodies electro-magnetic design with floating diaphragm. 
Lightweight and comfortable. Normally supplied with 
braided 5 ft. black nylon cord terminated with TRIMM 

*Extended Frequency No. 501 plug and black neoprene covered double head-
Range band. Vinyl covered double headband arranged with 

"over-the-head" vinyl cord, optional. Special yoke design permits use of sev­
eral types of ear cushions. Code numbers and impedances as listed below, 

. List 
No_ 50-OS -8 ohm .... _ .... _ ... __ ... __ ._ ......... _ ...... __ .. __ .. __ ....... ___ ..................... _ ..... _.. $23_00 
No_ 50-2M -2M ohm _ .... _ ........ _._._ .. _ ............. _ .. __ .... _ .. __ . ____ .................... _ ...... _._ 23.00 
No. 50-5M -5M ohm ____ .. __ .... _ ............. _ ................ _ ....... _ ...... _._....................... 23.00 
No. 50-12M-12M ohm .................................................................................... 23.00 

SEE FACING PAGE FOR STEREO TYPES 

FEATHERWEIGHT 
The original light-weight headset. Used by ama­
teurs, commercial operators, etc. Bakelite shell and 
cap; 6 ft. braided waterproof cord; concealed termi­
nals. No. 100 series and No. 106 type have adjus­
table nickel plated steel headband as illustrated at 
left. No. 104 series and No. 107 type have fabric 
covered double wire headband with spring clip for 
adjustment as pictured below. Leather, vinyl, and 
rubber covered headbands available. 

STANDARD TYPES List 
No. 100-03-3.2 ohm ...................................................... $11.00 
No. 100-06--600 ohm ...................................................... 11.00 
No. 100-2K-2K ohm D.C ................................................. 11.00 n 
No. 100-4K--4K ohm D.C. ................................................ 11.00 
No. 104-03---3.2 ohm ...................................................... 11.00 
No. 104-06--600 ohm ...................................................... 11.00 
No. 104-S -3.2 ohm w/plug .......................................... 11.S0 
No. 104-2K-2K ohm D.C. ................................................ 11.00 
No. 104-4K--4K ohm D.C. ................................................ 11.00 

SPECIAL AMATEUR TYPES 
No. 106 -24M ohm .................................................... 11.00 
No. 107 -24M ohm .................................................... 11.00 

SEE FACING PAGE FOR STEREO TYPES 

COMMERCIAL 

ACME 
A superior low-cost, light-weight headset, used on crystal 
sets, educational electronic kits, Geiger counters, etc. Cap 
and shell of molded bakelite. Double headsets have 4112 ft. 
long braided cord; single earphones supplied with 4lh 
ft. long vinyl cord. Concealed terminals. 

DOUBLE HEADSETS 
No. 24-03---3.2 ohm .......................... Vinyl covered headband .................... .. 
No. 24·S -3.2 ohm w/plug ............ Vinyl covered headband .................... . 
No. 24-15--1500 ohm ...................... Vinyl covered headband ..................... . 
No. 24-2K-2K ohm D.C ................... Vinyl covered headband ..................... . 
No. 24-4K-4K ohm D.C ................... Vinyl covered headband .................... .. 
No. 25-03---3.2 ohm ........................ Metal headband ................................ .. 
No. 25-15--1500 ohm ........................ Metal headband ................................. . 
No. 25-2K-2K ohm D.C. .. .............. Metal headband ................................. . 
No. 25·4K--4K ohm D.C ................... Metal headband ................................. . 

SINGLE EARPHONES 
No. 27-03---3.2 ohm ........................ Metal headband ................................. . 
No. 27-8 -3.2 ohm w/plug ............ Metal headband ................................ .. 
No. 27-15--1500 ohm ...................... Metal headband .. : .............................. . 
No. 27-1K-1K ohm D.C ..................... Metal headband ................................ .. 
No. 27-2K-2K ohm D.C ..................... Metal headband ................................ .. 

DEPENDABLE 
When a high grade headset is desired, but price must be 
considered, choose the Dependable. Used by institutions, 
on general radio applications, etc. Bi-polar construction, 
bakelite cap and shell. Forged magnet. Tinsel conductor 
braided cord, 5 ft. long, concealed terminals. Vinyl covered 
wire headband, adjustable. 

DOUBLE HEADSETS 
No. 70-03 -3.2 ohm ..................................................................................... . 

~~ H:~gI:~!~:~;=:l:~~;:;~~-:;:~\~ 
SINGLE EARPHONE w/HEADBAND 

=~: ~H! =1~ g~E ~~E:::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::: 
. SEE FACING PAGE FOR STEREO TYPES 

REX 
The lowest cost TRIMM bi-polar headset. Bakelite 
shell a~d cap. Double headsets have 4V2 ft. braided 
cord; Single earphones have 4V2 ft. vinyl covered 
cord. Concealed terminals. Adjustable headband. 

DOUBLE HEADSETS List 
No. 30-03---3.2 ohm ........................................ $4.50 
No. 30-8 -3.2 ohm w/plug .......................... 5.35 
:0. 30-2K-2K ohm D.C. ................................ 4.70 
NO. 30-3K-3K ohm D.C. ................................. 5.00 

o. 30-9-2K-2K ohm D.C. w/plug ................ 5.55 
SINGLE HEADSETS 

No. 32-03---3.2 ohm ........................................ 2.50 
No. 32-1K-1K ohm D.C. ................................ 2.60 

EAR CUSHIONS 
Provide the user with maxi­
mum comfort when wear­
ir.g headsets and excludes 
outside disturbing noises. 

List 

ARMY·NAVY 

Originally developed for 
marine and aircraft ser­
vice. Recommended for 
commercial radio, ama­
teur radio, etc. A light­
wei g h t, comfortable 
headset. High-impact 
bakelite cap and shell. 
Cord is 6 ft. waterproof 
mercerized cotton with 
pin tips except on No. 

No. 654 ~Sponge rubber; fits TRIMM 
Featherweight, Commercial, Acme, Rex, 

156 and No. 157 which have TRIMM No. 501 plug 
attached. No. 151 has adjustable metal headband 
with over-the-head cord; No. 152 has black fabric 
covered headband with over-the-head cord. All 
others supplied with rubber covered headbands. 

and "L" types .......................................... $1.60 
No. 655 --Solid rubber, military type 

MC-162A. Fits TRIMM "L", "S", Permo­
flux headsets and military type ANB-H-1 
units .......................................................... 3.00 

No. 656 -Sponge rubber face, solid rubber 
back, mililary +ype MX-41/AR. Fits same 

List 
$3.90 
4.75 
3.95 
4.05 
4.35 
3.45 
3.55 
3.60 
3.90 

2.05 
2.90 
2.15 
2.20 
2.35 

List 
$5.10 
5.20 
5.90 
6.20 
6.80 
5.40 
6.00 

3.50 
3.60 
3.75 

DOUBLE HEADSETS List 
No. 151·03-3.2 ohm ...................................... $12.10 

types as No. 655 ...................................... 4.20 
No. 658 -Chamois donut face, solid rubber 

back, milhary lype NAF 4849-1. Fits 
same types as No. 655 .......................... 13.35 

Built .for severe use. Design has been accepted 
standard in years past. Bakelite cap, metal shell. 
Rubber covered headband. Waterproof cord. Avail-
able in two impedances. . 

No. 151-06--600 ohm ...................................... 12.10 
No. 151·2K-2K ohm D.C. .............................. 12.10 
No. 152-03-3.2 ohm ...................................... 12.10 

No. 65S-2-Similar to No. 658. Fits Brush 
type "A" headset ...................................... 16.95 

No. 660 -Sponge rubber. Fits TR I MM De­
pendable, Army-Navy, Brush type "A" 

List 
No. 28-Double, 600 ohm impedance ........ $20.00 
No. 29--Double, 20M ohm impedance ...... 20.00 

No. 152·06--600 ohm ...................................... 12.10 
No. 152-2K-2K ohm D.C. .............................. 12.10 
No. 156 --600 ohm w/plug ........................ 15.00 
No. 157 -17M ohm w/plug ........................ 15.00 
No. 158 -600 ohm .................................... 13.50 

and Brush type "BA" headsets .............. 2.50 

In code number listinll, the impedance at 1000 
c,p.s. is indicated unless shown as D.C. resistance. 

See Facing Page for TRIMM Group Hearing Aid 
Components and other Headsets and Accessories. 
See Pages 772, 773 for listing of TRIMM Plugs 
Jacks, Patch Cords, and Jack Pane·ls. ' 

No. 159 -17M ohm .................................... 13.50 
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SECTION 1320 

TRI 
HEADSETS AN D ACCESSOR. ES 

GROUP HEARING AID COMPONENTS 
Single Earphones 

The most widely used single ear­
phones for group hearing aid systems 
in churches, theatres, mortuaries, etc. 
are of the TRIMM Featherweight type. 
lorgnette handle and single headband 
types available. Normally used as in­
dicated below. Phone plug such as No. 
512 is requred when phones are used 
with outlet boxes described below. 

300 ohm Imped. low imped. line 
(up to 50 ohms) 

4500 ohm Imped. (lK D.C. ohms) Me­
dium-high imped. line (200-500 
ohms) 

9000 ohm Imped. (2K D.C. ohms) large installation on high 
imped. line. List 

No. 110-3; -IK; -2K-Headband type w/pin tips ............ $7.60 
No. 113-3; -IK; -2K-Headband type w/4 ft. cord w/512 

No. 1 f~~l -li(";"':2K=Heaiiiiiiiiii"tyji;;'w/ii'i"Cc'o'r(j'w/512 8.50 
plug ............................................................................ 8.50 

No. 120-3; ·IK; ·2K-Lorgnette type w/pin tips ............ 10.00 
No. 124-3; ·IK; ·2K-Lorgnette type w/512 plug.......... 10.90 
Note: -3=300 ohm imped.; -K= 1K ohm D.C.; ·2K=2K ohm D.C. 

FLAT PLUGS 
TRIMM No. 512 provides a compact, non-protruding design widely 
used in group hearing aid installations. Bakelite body practl· 
cally non-breakable. Fits standard jacks. Cord pin tips held by 
set screws. List 
No. 512 -Black .................................................................... $.87 
No. 512·1-Red ...................................................................... .87 
No. 512·2-Black with hook for hanging headset ............ 1.32 

VOLUME CONTROL - OUTLET BOXES 
Control boxes No. 460 and 461 are recommended for the 
majority of group hearing aid systems, etc. Combine, in a 
single unit, volume control, phone jack, and terminal strip 
for incoming line. Box measures 3%" x 21/8" x 11/4". All 
edges and corners rounded. Units availilble In brown or 
gray hammertone enamel finish as listed below. Also avail­
able in glossy ivory enamel to improve visibility in theatres. 
Two standard ohmal,!es: 1000 ohms for low impedance lines; 
10,000 ohms for high impedance lines. 25,000 and 50,000 
ohms used on large installations; also 100,000 and 500,000 
ohms used with crystal type phones; these values available 
at slightly higher cost but not listed below: 
VOLUME CONTROL-OUTLET BOXES 
No. 460-1K -Brown Hammertone .............................................................. .. 
No. 460-10K-Brown Hammertone ............................................................... . 
No. 461-1K -Glossy Ivory .......................................................................... .. 
No. 461-10K-Glossy Ivory ............................................................................. . 
No. 462-10K-Gray Hammertone .................................................................. .. 

DUAL JACK OUTLET BOXES (NO Control) 

=:: m=~fg~~ ~:g;~~~.~~~~ .. :::::::::::::::::::::::::::::::::::::::::: :::::::::::::::::::::::::::::: 
No. 484---Brown SINGLE JACK OUTLET BOXES (No Control) 
N Hammertone .................................................................... .. 

o. 485--Glossy Ivory .................................................................................. .. 

l ' U 
PILLOW-PHONE 

Designed for use as a miniature 
speaker for under·pillow use at home, 
in hospitals, etc. Very thin, disc­
shaped, 2" dia. x 27/64" thick. 

List 
$5.50 
5.50 
5.50 
5.50 
5.50 

3.85 
3.85 

3.30 
3.30 

"S" HEADSET 
Originally designed for Air Corps service and other military applications. For 
commercial, high fidelity, and language laboratories, use the new "L" headset 
(see preceding page). Shell and cap of molded plastic. Alnico V magnet. Sup· 
plied with No. 656 cushion (except 35-5 and 35-6; military types HS-33/A) but 
other types available. leather covered headband with mounting for unit provid· 
ing restricted rotation. Over-the-head cord arrangement with No. 501 plug 
attached to end of cord. 

List 
No. 35-06 -600 ohm' impedance .................................................................... $28.00 
No. 35·08 -8 ohm impedance ........................................................................ 28.00 
No. 35-4M-4M ohm Impedance .................................................................. 28.00 

STEREO HEADSETS AND CONTROL BOXES 

Headsets 
A variety of TRIMM stereo headsets are available, depending on quality and 
response desired. The stereo headsets listed below are the most commonly 
produced; all are supplied with plug. The "l" type has frequency range up to 
10,000 C.P.S. 

DEPENDABLE List 
No. 70·14·03 -3.2 ohm Impedance ................................................................ $7.00 
No. 70-14·2K-2K ohm D.C. .......................................................................... 7.90 

ilL" 
No. 50-14-03-3.2 ohm Impedance 
No. 50-14·3 -300 ohm impedance 
No. 50-14-6M-SM ohm Impedance 

FEATHERWEIGHT 

27.00 
27.00 
27.00 

No. 104-14-08-8 ohm Impedance .................................................................. 13.60 
No. 11l4·14-1K-1K ohm D.C. .......................................................................... 13.60 
No. 184·14-2K-2K ohm D.C. .......................................................................... 13.60 

Control Boxes 
TRIMM stereo control boxes are similar to other types Illustrated on this page, 
except supplied with two volume controls and one stereo connected jack. Boxes 
can be supplied with rubber jacketed cord upon request. 

List 
No. 464-1C-100 ohm (Brown Hammertone) .................................................. $9;40 
No. 465-1C-100 ohm (Glossy Ivory) .............................................................. 9.40 
No. 465·1C-100 ohm (Gray Hammertone) .................................................... 9.40 

"STOP-IT" COMMERCIAL TRIMMER 
Permits user to turn off audio signal of TV or radio set without getting up from 
chair, giving listener freedom to choke off unwanted commercials, Other uses 
that suggest themselves are to suppress loudspeaker when phone rings, etc. 

No. 639-"STOP-IT" (Illustrated at left) consists of housing containing switch 
to which is attached 20 ft. cord ready to install in accordance with instr,uc' 
tions with each unit .............................................................................. $3.40 

Sealed unit is entirely moisture-proof and tamper·proof. 
Face of stainless steel, back of molded high-impact 
brown, bakelite. Flexible, brown plastic covered cord, 
,6 ft. long, is anchored to unit under terminal' cover 
that can not be readily removed by user. Normally fur­
nished with TRIMM No. 514 plug. May be cleaned in 
disinfecting solutions. 

HEADSET' KITS FOR TV AND RADIO 

, Li~ 
No. 85-03 -3.2 ohm impedance ............................ $11.50 
No. 85-3 "':'300 ohm impedance .......................... 11.50 
No. 85-2M-2M ohm impedance ............................ 11.50 

CONTACT FACTORY FOR ADDITIONAL 
INFORMA nON ON HEADSETS, ACCES­
SORIES AND REPLACEMENT PARTS. 

© U.C.P., Inc. 

Kits described provide simple means of attaching headset or extension 
speaker to TV or radio sets. Consists of one of several types of headsets, 
including plug, and a small control·outlet box with attached 15 ft. cord, 
Box has remote on-off switch for loudspeaker and volume control for 'head­
set. Two jacks provided for multiple listening. 
CONTROL BOX, only 
No. 631 ... , ................... , ..... , ............................................................. , ........................................................ .. 
KITS, including control box and headset or earphone, with plug. 
No. 632 -With No. 24·8 double Acme Headset ................................................................................ .. 
No. 632-1-With No. 27-8 single Acme Earphone ................................................................................ .. 
No. 633 -With No, 70-8 double Dependable Headset .. ; ...... _ ........................................................... .. 
No. 634 -With No. 104-8 double Featherweight Headset .............................................................. .. 
No. 635 -With No. 160·8 Single Commercial Earphone (Recommended for hard of hearing) ...... .. 
No. 637 -With No. 85-03 Pillow-Phone .................................. , ......................................................... .. 

SEE GENERAL CATALOG FOR ADDED INFORMATION ON 
"STOP-IT" AND HEADSET ATTACHMENT KITS 

List 
$7.15 

11.90 
10.05 
13.05 
18.95 
15.10 
17.40 
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TURNER CO UNICATIONS 
MICROPHONES 
THE TURNER 250 SERIES WITH 
CONVENIENT, THREE-WAY 
SWITCHING 
These microphones offer you more versatility, 
convenience and ease of operation than any other 
microphone of this type. The 250 Series is ideal for 
dispatch, paging, P.A., control tower and amateur use. 
(It's the microphone that meets almost any need.) 
Wired to operate both relay and microphone circuits 
at a touch, with the 250 "Lift-Switch" you transmit 
simply by lifting the microphone or depressing the 
push-to-talk bar. For longer transmissions, simply 
pull the lever-lock switch forward. 
The 250 Series is available in six different 
models ranging in price from $9.60 to $29.70, 
net, depending on switching arrangement, 
finish and interior. Available in satin 
chrome or gray hammertone die-cast finishes. 
Response: 60-10,000· cps (dynamic); 60-
8,000 cps (crystal). Output level: -52 db 
(dynamic); -48 db (crystal). 

THE TURNER 350 SERIES, A NEW LOW-COST MOBILE 
MICROPHONE WITH HANDY ON-OFF SWITCH· 
Here's the perfect microphone for citizen's band, 
amateur use, mobile rigs and paging. The 350 
Series has momentary on-off switch' (all 
models wired for relay operation), 
hanger button, standard dash bracket 
for ~asy mounting, and an extra tough 
plastic case for extra years of service. All 
models are equipped with 11" retracted, 
five foot extended, coiled cord. 

MODEL 350X 350C 350R 

TYPE crystal ceramic carbon 

RESPONSE 60·8,500 80·7,000 200·4,000 

OUTPUT -48 db -54 db -38 db 

NET PRICE $10.08 $10.08 $11.40 

For more information on other communications microphones 
in the complete Turner line, see Turner Catalog No. 1000 at 
your Electronics Parts Distributor's, or write for a free copy_ 
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TURNER 
GENERAL PUBLIC ADDRESS 
MICROPHONES 

. IF POPULARITY IS INDICATIVE OF 
QUALITY (AND IT IS), 
THE TURNER 22D IS TOPS! 
This very popular Turner dynamic 
microphone has had much experience 
as a P.A. and amateur radio microphone 
and is excellent for general sound work indoors 
or out. The 22D features: rugged #6 dynaflex 
interior; satin chrome finish; 90° swivel 
coupler; 20 foot cable. Net price: $24.00. 

THE TURNER 80- THE MIGHTY MITE 
OF THE TURNER FAMILY 

Only 41,4" long (61;2" with stand), the little 
Turner model 80 certainly is not hampered by 
its diminutive size. It performs more admirably 
than many of the big boys in amateur, home 
recording and paging applications. (Fits into 
the smallest nook or cranny, too.) With its C-4 
stand, it makes a graceful addition to any desk. 
It may also be used as a floor stand micro­
phone. Complete with 7' cable. Response: 80-
7,000 cps. Output: -54 db. Net Price: $9.57. 

For more information on other public address microphones 
in the complete Turner line, see Turner Catalog No. 1000 at 
your Electronics Parts Distributor's, or write for a free copy. 

THE MICROPHONE COMPANY 
Cedar Rapids, Iowa 

EXPORT: Ad Auriema, Inc., 85 8road St., New York 4, N. Y. 
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TURNER BROADCAST AND 
PROFE-SSIONAL RECORDING 
MICROPHONES 
THE AMAZING NEW TURNER 401 
The incomparable appearance of this treated 
aluminum microphone makes it a proud posses-
sion, no matter the application. And its technical 
excellence makes it ideal for professional 
applications. It features adjustable response and 
impedance. A simple screwdriver adjustment changes 
the basic reSponse - 40-20,000 cps - to an 80 
or 160 cps cutoff and regulates the 150 or Hi impedance. 
It is a pressure operated moving .coil dynamic and 
essentially non-directional. The 401 can be. 
mounted on %"-27 desk or floor stand for swivel 
operation. The microphone moves smoothly 
through 1800 and a positive grip cam-lock 
allows instant removal or insertion of the 
microphone without disconnecting. 
Net Price, $75.00. 

WHERE MOBILITY IS NEEDED 
YOU'LL FIND THE TURNER 
58 LAVALIER 

. Designed for TV and broadcast use, the 58 is a 
natural for any application where freedom and 
mobility are required: panel sholvs, 
interviews, sportscasts. It doubles as a 
desk microphone when the matching 
G-4 stand is added. 

MICROPHONE 58 58A 

TYPE dynamic dynamic 

RESPONSE 60·13,000 cps 60· 18,000 cps 

OUTPUT Hi/ISO 50/200 

IMPEDANCE -60 db -60 db 

NET PRICE $34.20 $34.20 

G-4 CLlP.ON 
DESK STAND $ 3.45 $ 3.45 

For more information on other broadcastmic'rophones in 
the complete Turner line, see Turner Catalog No. 1000 at 
your Electronics Parts Distributor's, or write for a free copy. 

Page 174 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 1320 

TURNER HO E RECORDING 
MICROPHONES 
A QUALITY TURNER MICROPHONE 
FOR HOME USE ... 'THE 708 

New, small, and attractive model 708 
tape recorder microphone in 'attractive 
satin chrome finish, with die-cast case and 
six foot cable. Excellent hand or desk 
microphone with that solid feel of quality. 
This crystal microphone's response: 
60-10,000 cps; Output: -54 db. 
Net Price: $7.50. 

THE TURNER 908 PROVES THAT "ECONOMY" 
IS NOT SYNONYMOUS WITH "CHEAPNESS" 

The crystal model 908 is a low-cost ho:me 
recording microphone, yet does not sacrifice 
Turner's quality reputation for the appeal 
of a low price. This economical tape 
recorder microphone is made of handsome, 
durable polystyrene. Can be used as a hand 
or desk unit. (An extra, quality touch: the 
desk version is weighted to avoid tipping.) 
Response and output: 60-8,500 cps; --45 db, 
Hi impedance. The only thing better than 
its low net price ($4.80), is the quality 
you get for that price . 

... 

For more information on other home recording microphones 
in the complete Turner line, see Turner Catalog No. 1000 at 
your Electronics Parts Distributor's, or write for a free copy. 

THE MICROPHONE COMPANY 
Cedar Rapids, Iowa 

EXPORT: Ad Auriema, Inc., 85 Broad St., New York 4, N. Y. 
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ORIGINATED AND PATENTED BY 

• • 

Waterproof Impregnated Cone 
Permanent Alnico V Magnet 
Voice Coil Impedance 3.2 ohms 

PICTURED IN ACTUAL 
3 II Diameter % II Thicle 

Corel length 10 leef 

A compact speaker-microphone with a thousand uses. 

The Wright-Zimmerman Model 300 Dynamic Repro­
ducer is virtually indestructible, attractively styled and 
light as a feather. Ideal for personalized pillow speaker 
use with excellent tone,and as a dynamic microphone re­
quiring only 2 stages of amplification. 

ATTRACTIVELY AND 

INDIVIDUALLY 

PACKAGED 

d ",\c. ",\c.ropnone 
as a yna ... 
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NEW FROM UNIVERSITY IN HI-FI AND PA ~ 
from front to rear, 
everyone hears 
"etter with the 
new University 

UNILINE 
sound column public 
address speaker systems 

Uniline multiple-speaker sound 
columns offer the user many ad­
vantages. EXTRA POWER: featuring' 
fuIl-range high-power-handJing 
speakers: Only the Unilines can 
handle power up to 150 watts! 
PERFECT DISPERSION.: with their 
broad dispersion in the horizontal 
plane and narrow vertical disper­
sion, they place the sound exactly 
where needed-at the listeners, not 
at the ceiling and tloor-thereby 
virtually eliminating reverberation 
and feedback. UNIFORM SOUND 
LEVEL: from front to rear, loudness 
is equal for everyone in the audi­
torium-the Uniline's "long 
throw" will not blast even those 
sitting nearest to it. In addition, 
their low distortion improves in­
telligibility and greatly increases 
listener comfort. Bass response is 
excellent (down to 35 cps) and 
over-aIl performance is "Jive," 
smooth and extremely well bal­
anced. And by virtue of its design, 
the Uniline lends itself to simple, 
unobtrusive installations. 

MODEL CS-4 
Music and Speech 
40" column (4 extended­
range 8" speakers) 
Freq.: 45-17,000 cps 
Power: 80 watts IPM 
Impedance: 8 ohms 
Vertical Angle: 220 

Horizontal Angle: 1200 

Dimen.: 39\4" x 10" x 7" 
$179.95 dealer net. 

MODEL CSO-6 

MODEL UCS-6 
Music and Speech 
60" Column (6 extended­
range 8" speakers) 
Freq.: 35-17,000 cps 
Power: ISO watts IPM 
Impedance: 16 ohms 
Vertical Angle: 160 

Horizontal Angle: 1200 

'Dimen.: 58Y," x 10" x 7" 
$129.95 dealer net. 

MODEL CS-3 
Speech 
40" column (Special, 
multi-design speakers 
for speech applications) 
Freq.: 150--10,000 cps 
Power: 40 watts 
Impedance: 8 ohms 
Vertical Angle: 220 

Horizontal Angle: 1200 

Dimen: 39~ x 8" x 6" . 

Same as UCS-6, but completely weather-prooffor outdoor installations 

I.ooks like a handsome 
spotlight • •• performs like 
the superior paging 
spealcer it actually is I 

MODEL LIL 
decorator paging speaker 

Here are all the performance 
qualities long associated with 
Uniyersity p~ging speakers-high 
effiCIency, Wide frequency range, 
small size and high power han­
dling capacity. Add to all these, 
the modern streamlined styling of 
the Model LIL, and you've got 
the perfect speaker wherever decor 
is important-from modern offices 
to svelte fashion salons. 

Frequency response: 400-
10,000 cps. 
Power handling capacity: 
7\12 watts. 
Impedance: S ohms. 
Dispersion: 120' 
Length: 13* 
Bell diameter: 7· 
Transformer primary impedances: 
1000, 2000, 4000, SOOO, 16,000 
ohms: 70 volt line powers, 
5/2.5/1.25 J .62, watts. 
List price 540.00 

'n the proud tradition of the Classic , ••• The NEW 

CLASSIC MARK n 
15" high compliance 

Here's the natural bridge between the 
massive cabinetry of the past and the 
compacts of the present. Not since 
the Classic I has a speaker system 
been engineered with such impressive 
components. A heavy duty 15" high 

3-way speaker system compliance woofer with exceptionally 
,rigid diaphragm and extremely com­

pliant soft surround ... delivering optimum bass response undistorted 
to below 20 cps. A specially designed high compliance S" mid-range, 
crossing over at 150 cps, with virtually linear response to 3000 ·cps. This 
speaker features a completely enclosed basket for protection against 
woofer radiation and a viscous treated cone to roll off unwanted highs 
and peaks. And the Sphericon super tweeter, widely acknowledged as 
the world's finest, extends the s~stem's amazingly smooth response to 
22,000 cps ... with extremely Wide and uniform dispersion (1200 in all 
planes). All this housed in elegant cabinetry that will enhance the most 
tastefully appointed home. Dimensions: 35" W., 2S~" H., 17\12" D. 
$295.00 user net. 

Here's a true mid-range specialist, 
with response precisely limited to 
the important "presence" frequen­
cies of 700 to 5,000 cps. The cone 
of the CSM has been viscous­
treated at the center to roll off 
unwantell highs and to prevent 
unnatural tones and harsh peaks. 
Thus, its upper frequency response 
is tailored to match such high 

now •.. the identical mid­
range speaker featured in 
the renowned Medallion 
XII ••. avalla"'e for use in 
any 3-way system 

MODEL C-8M 
8" mid-range speaker 

quality tweeters as the Sphericon. 
Further, its basket is completely 
enclosed to protect it from woofer­
generated pressures inside the 
cabinet, eliminating the need for 
complicated sub-enclosures. 
Impedance: S ohms. 50 watts in­
tegrated program rating. Shpg. 
wt., 3 Ibs. $16.95 user net. 
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DRIVERS, TRUMPETS AND ACCESSORIES 
These new deluxe ID drivers incorporate all the latest engineering and 
design advances that have long been associated with UniverSity. They 
offer a choice of power ratings extending from 20 to 60 watts making 
it easier than ever to fulfill every requirement of power, performance and 

price. All offer unusually wide frequency response, all are completely 
weatherproof, all feature breakdown-proof mechanisms. Their exclusive 
acryliC-type paint finishes not only give added protection, but will last as 
long as the metal housing itself, thereby assuring long-life to every driver. 

MODEL ID.20 
20 WATTS 

Ideal for low-cost 

:~U~l~~ 
systems. Wide 
:;. high effi-

CTR 

MODEL ID-30 
30 WATTS 

Recommended for use 
wherever maximum 
speech intelligibility is es­
sential; or to preserve "bal-. 
ance" when used with high 
cut-oft" frequency trumpets. 

RADIAL TRUMPET 

MODEL ID-40 MODEL ID·40T MODEL ID-60 MODEL ID-60T 
40 WATTS 40 WATTS 60 WATTS _ 60 WATTS 

Designed to fulfill 
critical P. A. and in­
dustrial require­
ments. Provides ex­
tra punch needed to' 
~~~se~hro~gh heavy 

Same performance as ID-
40, but with built-in 
matching transformer 
for connection to high 
impedance lines or "con .. 
stant voltage" systems •. 

For applications re!luiring 
greater power handling ca­
pacity. maximum sensi­
tivity, widest frequency re­
sponse, plus rugged life­
tune construction.. 

UDeluxe" "unit with ex .. 
tended high and low fre­
quency ranges. Highest 
continuous duty cOnver­
sion efficiency. Built-in 
multi-match transformer. 

DIRECTIONAL MODELS GH, LH. PH SMH 
For maximum penetration of distance and noise. 
Reflex construction assures maximum coDversion 
efliciency, fuJI weather protection. 
RADIAL MODELS RLH! RPH, RSH For uni­
form 360' overhead sound distribution from a single 

projector. Fewer speakers needed to cover high­
c:eiJing factories, hangars, church interiors,etc. 

WIDE ANGLE COBREFLEXt Outstanding fea­
ture is pair of folded exponential horns having twin 
air columns in a single assembly. "Dual Exponential 
Flare" design results in very smoot/:l radiation pat­
tern and high efficiency. Rugged construction. Use 
singly or in clusters. 
WIDE ANGLE MODEL CLHt Longest air column 
length and wide-angle bell designed for maximum 
low frequency response. Omni-directional mounting 
hracket permits speaker to be rotated horizontally 
and vertically for optimum projection . . • tune out 
reverberation, dead spots. Perfect for multi-speaker 
cluster arrays. Can be "stacked" in any configuration. 
MODEL UO-l CLH Hom Stacking Kit For clamp-

~ch"1:ft ~1';':':.'rv!'1'o~~p~~~~ 6~~~ti3:: 

,,~ •• 
PB-I 5433 5434 2YC PMA RTA WEA SPA ST SB 

HORN 

MODEL CTRTRANSFORMER/JUNCTION 
HOUSING Die-cast aluminum. Weatherproof. 
Honses models 5433, 5434, or other transformers up 
to 2~N x 2%W x 2!iw. Adjustable slotted adapter 
mounts transformers with centers l!-iw to 2W'. 
Junction box for speaker lines. Bar. strap for mount-
ing to "U" brackets. Screws to wall. Also holds Uni­
versity paging speakers. Shpg. WI., 2 lb.. $8.80 list. 
MODEL pa-l TRANSFORMER HOUSING 
Weatherproof. For MIL-A, CMIL-A, IH-A and 
CIB-A paging speakers. Use Model 5434 trans­
former, or other type with 2" mounting center 
and 115/16" h. x 1%" w. maximum dimensions. 
Shpg. WI., 1 lb. $4. 1311st. 
MODEL 543a TRANSFORM ER 30 watt capacity. 
Use with 10-20, ID-30, or to feed a number of smaller 
paging speakers. Primary impedances: 45/165/2001 
250/500/1000/2000 ohms. Secondary impedances: 

LOWFRE· SOUND AIR 
HORN BELL QU£NCY DISTRI· COLUMN 

MODEL CUT·OFF BUTION LENGTH LENGTH DIA. 

GH 85 cps 65' 6~Ht. 28- 31w 

LH 120 cps 750 4* ft. 19' 25*-

PH ISO cps 85' 3* ft. 15*w 20Y,-

SMH 200 cps 95' 2* ft. 12- 16%' 

RLH 120 cps 360' 5 ft. IS*" 2SYs" 

RPH 140 cps 360" 4ft. 13*" 25Ys" 

RSH ISO cps 3600 3ft. 11" 19" 

COBRE-
FLEXt 200 cps 1200 x 50' 2* ft. 18Y," x 9%' lOW 

CLHt 120 cps 1200 x 600 4Y,ft. 2IWx11W 20" 

4/S116 ohms. 70 v.line power taps 30/25120110/5/2.5 
watts. Dimensions: 1-15/16" x 2-5/16" x 1*". Mtg. 
hole centers: 2%". Shpg. WI., I lb. $7.70 Jist. 
MODEL 6414 TRANSFORMER 15 watt capacity. 
Primary impedance: 45/325/500/1000/2000/4000/ 
8000 ohms. Secondary impedance: 4/S/16 ohms. 70 
v. line power taps: 15/10/5/2.5/1.25/;65 watts. Di­
mensions: 1 %" x 1"'('" it 1 %". Mtg. hoie centers: 2". 
Fits CTR and PH-I. Shpg. wt., ~ lb. $6.60 list. 
2YC CONNECTOR Allows use of two driver units 
on a single radial, directional, or wide-angle trumpet. 
Shpg. wt., 1 lb. $13.20 list. 
PMA ADAPTER Fits ~N IPS threaded pipe to any 
"U" mtg. hracket. Shpg. WI., * lb. $2.20 list. 
RTA ADAPTER Fits University trumpets to West­
ern Electric and RCA drivers having 1-7/16016 
threads. Shpg. wt., ~ lb. $3.30 list. 

WEA ADAPTER Fits University drivers to Weat­
ern Electric and RCA trumpets having 1-7/16016 
threads. Shpg. WI., ~ lb. $2.75 Jist. 
SPA ADAPTER Replaces standard trianJuJar base 
used on all University CR and MM-2 pa8lng speak- ' 
ers for mounting to ~"threaded IPS Pipe. Shpg, WI., 
~ lb. $1.93 list. 
MODEL ST Transformer/Junction Box Adapter. 
Fits MM-2, MM-2L, MM-2L50. Weatherproofed. 

ir~~s~~~~::dtip 'r~1l2!4c,~il!n~~zp,O~1l~~~: ~lliS;,~ 
and 2%" rponnting centers. Used as terminal or 
junction box. Shpg. wt., 1 lb. $13.75 list. 
MODEL sa Bulkhead Mounting Adapter, ,Fits 
MM-2, MM-2L, MM-2L50, MM-2F. 3 mounting 
holes 120· apart on 51%6" mounting circle di­
ameter. For flush-fit mounting onto bulkhead, 
wall, ceiling. Shpg. WI., I lb. $3.30 list. 

POWER RATING VOICE SHIP. LIST DRIVER FREQUENCY (Coni. Duly) 
COIL 1M· DIMENSIONS SHIP. LIST 

WT. PRICE MODEL RESPONSE FULL *ADJUSTEO PEDANCE (Overall) WT. PRICE 
RANGE RANGE 

221bs. $75.60 10-20 120-6500 cps 20 walls 35 walls 16 ohms 4%- dia. 3- d. ,3 lb •• $25.00 

16* Ibs. $46.73 

11* Ibs. $34.13 10-30 85-7500 cps 30 walls 50 walls 16 ohms 4W dia. 3W d~ 3* Ibs. $31.50 

Sibs. $28.S8 
10-40 80·12,000 cps 40 walls 60 walls 16 ohms 4W dia. 4Ys" d. 4* Ibs. $39.50 

251bs. $59.00 

191bs. $47.00 10 .... OT 80-12,000 cps 40 walls 60 watts 16 ohms 5' dia. 6%" d. 5% Ibs. $52.75 

131bs. $41.00 
10-110 70-12,000 cps 60 watts 100 walls 16 ohms 4U,(,' dia. 5" d. 5* Ibs. $52.75 

10%.Ibs. $40.25 

151bs. $46.50 10-8OT 70-12,000 cps 60 watts 100 watts 16 ohms 6W,dia. 6W d. 6% Ibs: $63.25 

-When input program response limited to above Trausformer Impedancea. ID-40T-4S/122/250/S00/1000/2000 ohms. ID-60T-16fSO/165/250/500/1000/2000 
low frequency cut-off of trumpet used. ohms. 70 v. line power taps: JD.4OT-40/20/10/5/2.5 watts. 1D-6IYf-6O/30/20/10/S/2.S watts. 
t Pl!Ienled. NOTE: Low frequency limit based on capability of driver unit, Ifhorn cot-off is higher than rated low frequency ,limit of driver, horn will be determining factor. 
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PAGING, TALK-BACK, MULTI-DUTY 

MODEL MIL-A New version of the 
MIL, with higher power capacity (7.5 
watts continuous duty) and improved 
lower frequency response. High conyer­
sion efficiency for perfect operation in 
low power systems. OLB" 

MODEL IBR-A Smail radial speak­
er with built~in driver. Economical 
solution where total number of speak -
ers must be kept to a minimum but 
when~ wide coverage is required. 

MODELCMIL-A Similar 
to CIB-A, but for use in 
lower power operations 
where excessive sound would 
be wasted. Offers high effi­
ciency, maximum intelligibil­
ity.OLB' 

MODEL IB-A New version of world's most 
widely used medium power speaker. 2S watts 
continuous duty power capacity. Lower fre­
quency response improved to 250 cps. High 
efficiency, special rising frequency character­
istic.OLB· 

MODEL MiSt Compact reflex speaker 
designed for flange or flush mounting in 
cabinets, wails, etc. Ideal replacement for 
less efficient cone speakers. Tropicalized 
and weatherproof. 

MODEL CR Big power in a small 
package. Built-in driver with heavy duty 
2" voice coil. High intelligibility in noisy 
areas. Frequency response ideal for music 
reproduction. 

MODEL CIB-A Exclusive University 
wide-angle hom for uniform sound 
pattern with optimum vertical disper­
siot).. Ideal for wide area coverage 
where ambient noise level not exces­
sive. DeSign minimizes feedback prob­
lems.OLB' 

MODEL 2WP Bi-directional pag­
ing projector covers two opposite 
areas effectively, efficiently with 
one driver. (Takes any UniverSity 
driver except ID~OT). Supplied 

·Exclusive swivel mountinll OMNI-LOK BRACKET; also fasteDS to ~" pipe without additional fixture. Patented 
less driver .. 

tPatented 

••. for completely reliable operation unCler conditions of steam, dampness, shock, dust, chemicals, etc. 

MODEL MM-Z 
Power capacity and 
frequency response 
ideal for clear, noise­
cutting reception. 
Screws permit re­
moval from front to 
expose diaphragm 
for cleaning. Ser­
rated swivel mount­
ing bracket. 

MODEL MM-ZL 
Like MM-2,but with 

~!'''J ~~~:d':l'l'c:'~ 
frequency response. 
Good for music or 
speech. Swivel 
mounting bracket 
mounts directly on 
CTR waterti,ht 
transformer houSlllg. 

FREQUENCY 
POWER RATING (!:GnL Duly) 

MODELMM-2L50 
Highest power speak­
er in MM series. Par­
ticularly well suited 
for speCialized system 
use, such as high 
power electronic si­
ren s and other 
electronic signalling 
devices. 

DISPER· **SOUND 
MODEL R~SPONSE FUll *ADJUSTED IMPEDANCE SION PRESSURE 

lEVEL RANGE RANGE 

IB·A 250·13,000 cps 25 wall. 50 wall. 4,8, 45 ohms 90' 123 db 

CIB·" 250·13,000 cps 25 walls 50 wall. 4,8,45 ohm. 120'x60' 123 db 

MIl·A 350-13,000 CR' 7.5 watts 15 walls 4,8,45 ohms 120' 115 db 

eMil·! 350-13,000 cps 7.5 walls 15 walls 4,8,45 ohms 120'x 60' 115 db 

MIS 500·13,000 cps 5 walls 10 watts 4,8,45 ohm. 150' m db 

CR 250-8000 cps 20 walls 40 watts 16 ohms 90' 119 db 

IBR·A 300-10,000 cps 25 walls 50 walls 4,8,45 ohms 360' 108db 

2WP 350 cps Depend. upon driver used Depends upon 120' Depends upon 
horn cuI-off driver used each horn driver used 

MM·2 350-10,000 cps 25 watts 50 walls 16 ohms 150' 117 db 

MM·2l 250-10,000 cps 25 walts 50 walls 16 ohms 120' 120 db 

MM·2lSO 250-10,000 cps 50 walls 100 walls 16 ohms 120' 123 db 

MM·2F 350·10,000 cps 25 waits 50 watts 16 ohms ISO' 117 db 

MM·2TC 350-10,000 cps 25 walls 50 watts 16 ohms 120' 117 db 

MSR 250-10,000 cps 25 walls 50 walls 16 ohms 360' 114 db 

*Input program response above speaker low frequency cut-oft'. 
"Sound pressure readings taken at 4 ft. with "Fun Range" power input. Reduce by 

6 db each time distance is doubled. Reduce by 3 db each time power mput is· halved; 
increase by 3 db when power input is doubled. 

MODELMM-ZF 
Like MM-2, but 
for flush mounting 
in walls, ceilings, 
bulkheads, dash­
boards, etc. Drains 
automatically. 
Weatherproofing 
psket. Six mount­
mg holes on 6%" 
circle diameter. 

MODEL MM-2TC Complete 
speaker, using cast alummum 
combination bell and weather­
proof housing with space for a 
line matching transformer and 
lor volume control which can 
be mounted right into position. 
For bulkhead, wall, or ceiling 
mounting. MM-2TC-T comes 
wired with multi-impedance 
transformerandpadattenuator. 

tSENSITIVITY ~SERIES CAP. 

MODEL MSR All die-cast 
reftexed air column speaker 
with radial deftector for 360° . 
horizontal dispersion. Hermet­
ically sealed driver easily re­
moved. Provisions for line 
matching transformer and vol­
umecontrol. Wall lceiling bulk­
head mounting. MSR-T comes 
wired with multi-impedance 
transformer and pad. 

AS FOR AOJ usrED DIMENSIONS SHIPPING WEIGHT LIST PRICE 
MICROPHONE RANGE 

-260BM 10\4" dia. 
9" deep 

7%" hi. 
-220BM 14" wide 

12" deep 

-230BM 7%" dia. 
6*," deep 
6\4" hi. 

-200BM 9%" wide 
8%" deep 
5%" o.d. 

-22 DBM 411o" deep 
6 holes on 4*'" mig. dia. 

-22 DBM 11%" dia. 
11%" deep 

'-32 DBM 13" dia. 
10\4" deep 

Depends upon . 8%" dia. each bell 
driver used 20%" long 

11 mid 6" o.d. 
5" deep 

14 mid ~~1"d~:P 
14 mid 61%." o.d. 

6*," deep 

11 mid 7\4" o.d. 
3%" deep 

11 mid 10" high 
6l{o" w. 411o" deep 

14 mid lOW hi. 
7%" w. 8\4" deep 

tDBM re 10 dynes/em' 
tAss~ use of 16 ohm input. 

NOle: all MM speakers are patented. 

4lbs. 80-$34.50 
4,450-$36.00 

5% lbs. 8Q-$46.00 
4,450--$47.65 

3\4 lb •. 80 $28.35 
4,45Q-$29.66 

4lbs. 80-$32.73 
4,450-$34.10 

3% lb •. 80-$29.40 
~,45Q-$30.71 

8% lbs. $45.00 

5\4 lbs. 8Q-$48.83 
4,45Q-$50.4O. 

4lbs. $29.40 

5\4 Ibs. $53.35 

6% lb •• $59.95 

7% Ibs. $74.88 

5\4 Ibs. $53.35 

MM·2Tt:-8% lb •. MM·2TC $79.75 
MM·2Tc.t-IO\4 Ibs. MM·2TC·T-$94.60 

MSR 101bs. MSR $79.75 
MSR·T-lO% lbs, MSR·T-$94.60 
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SPECIAL PURPOSE SPEAKERS 
WEATHERPROOF 

LC SERIES WEATHERPROOF 
HIGH FIDELITY • •• each is a 
genuine dual range, with sep­
arately driven woofer and 
tweeter. Exceptionally efficient. 
Baffled chamber and front 
loaded folded horn provide op­
timum loading and clean bass. 

MODEL MLC Ideal for coverage 
of moderate-size areas or crowds­
or for sound reinforcement where 
~mooth, clean, wide-range musical 
reproduction and even distribution 
are important. Fiberltlas reinforced 
polyester housing. 2000 cps cross­
over. Patent pending. 

MODEL BLC Sets a new standard 
for voice and music reproduction. 
Light in weight, shallow in depth, 
easy to handle. May be used in place 
of public address trumpet I driver 
units except where maximum pene­
tration is required. All metal con­
struction. 2000 cps crossover. 

MODEL WLC Fines! outdoor sys­
tem made. For over a decade has 
brought fuII range high fidelity 
sound to auditoriums, concert halls, 
parades, stadiums, over the world. 
Achieves full bass response down to 
50 cps. All metal construction. 1000 
cps crossover. 

SUPERPOWER 

SUPERPOWER MODEL 4A4 
Versatile, powerful, compact. Use with 
any University driver except ID-6OT, 
according to capacity, response and 
impedance needed. Four individually 
reftexed center assemblies united in 
acoustically correct mixing chamber. 
Single bell combines entire output, as· 
suring maximum penetration and re· 
serve power. 

SUPERPOWER MODEL B-6Pt 
Takes 6 drivers of the 10-30, 10-40, 
or ID-60 types. Amazingly compact, 
high-power counterpart of Model B-
12P. Designed for similar installations 
requiring superpower speakers in small­
est size: military, carillons, civil de­
fense, etc. Drivers screw into mixing 
chamber. Separate bell assembly at­
taches to mixing chamber. 

SUPERPOWER MODELB-12Pt 
Takes 12 drivers of the 10-30, 10-40, 
or ID-60 types.· Fantastic power range 
and reserve power. Drivers screw into 
patented mixing chamber of heavy cast 
aluminum. Separate bell assembly easily 
attaches to mixing chamber. Spun 
aluminum coverall protects drivers and 
connections. Use for military, civil de· 
fense, church towers, stadiums, etc. 

lPatented 

POWER RATING (ConI. Duly) 
MODEL FREQUENCY FUll *ADJUSTED DISPERSION 

RESPONSE RANGE RANGE 

MlC IS0-IS,OOO cps IS walts 120· 
BlC 70-1S,000 cps 2S walts 120· 
WlC SO-IS,OOO cps 30 walts 900 

1101 and 1102j- 200-10,000 cps 30 walts 60 walts 9So 

= =w 
~!:. ID·30 120- 7,SOO cps 120 walts 200 walts 

II'=- ID·4O 120-12,000 cps 160 walts 240 watts Soo :!lie; 
iii;; ID-4OT 120-12,000 cps 160 walts 240 walts 
~~ 
... '" ID·&O 120-12,000 cps 240 walts 400 walts ~ ... 

ii ID-30 200- 1,500 cps 180 walts 300 walts 

-=-=-:!c; 
eM ID·40 200-12,000 cps 240 walts 360 walts 100° n 
.... '" ID-60 200-12,000 cps 360 watts 600 watts '1'''' .. 
~= ID-30 100- 7,500 cps 360 walls 600 watts 

I':: 
::te; ID-4O 100-12,000 cps 480 watts 120 walls 80· 
.!ii 
~.!: 

.... '" ID-60 100-12,000 cps 720 walls 1200 walls 
~:=:! .. 
-Input program response limited to above 200 cps for 1101, 7102 and B-6P; above 100 
cps forB-12P, and above 120 cps for 4A4. 

PORTABLE POWRP AGE® 

MODEL PP-1T Fully 
transistorized 25 watt am­
plifier. Low distortion, high 
stability in all operating 
conditions. Rugged dy­
namic microphone has con .. 
trolled response curve. 
Press-to-talk switch. Aux­
iliary Input jack. Talk/lis­
ten switch for highly direc­
tional, sensitive listening. 
Uses lantern batteries. 
Shpg. wt. aess batteries), 
II Ibs. $283.25 list. 
MODEL PP-l Non-tran­
sistorized version of PP-IT. 
Similar in operation. Shpg. 
wt., 8 Ibs. $104.50 list. 

MODEL PP-2T Light­
weight hand-held package. 
3~transistor, temperature 
stabilized circuit delivers 
7 watts (14 watts peak). 
Adjustable gain. Acoustic 
feedback suppression sys­
tem allows iVdoor use with­
out howling. Low standby 
current. Uses 6 penlight 
ceUs or 10 RM60lR mer­
cury cells. Shpg. wt. aess 
batteries) 5 lbs. $166S8list. 

MODEL PP-2 Non-tran­
sistorized version of PP-2T. 
Similar in operation. Shpg. 
wt., 5\01 lbs. $82.50 list. 

EXPLOSION-PROOF 
MODELS 7101, 7102UL 
approved for 100% safe sys­
tems where flammable liquids, 
gases, dust, etc., are present. 
Shipped assembled with built­
in line matching transformer 
to comply with govt. safety 
regulations. Required conduit 
entrance provided as part of 

1~~v~la~~ul.inf.r;~~~in~. 11g~ 
7102, same plus Class II, 
Groups E, F, G. 

UNDER-WATER 
MODELS MM-2UW, MM-2FUW 
Completely waterproof. Can be left 
submerged indefinitely. Stainless steel 
cover for special mylar diaphragm. Sili­
cone treated gaskets. Fully guaranteed 
for six months. MM-2UW for bracket 
mounting, MM-2FUWforftush mount­
ing. Shpg. wI., 6U Ibs. $74.25 list. 

DIMENSIDNS 
IMPEDANCE DIAMETER DEPTH SHIPPING LIST PRICE 

(O,erall) (O,erall) WEIGHT 

8 ohms 12%" x 9\;f," 10%" 101bs. $S7.S0 
8 ohms 22%" 9%" 211bs. $89.S0 
8 ohms 33~" 20" 72 Ibs. $2S0.00 

16 ohms IS%" 19" 23% Ibs. 7101-$137.50 
7102-$16S.00 

4,16,64 

4,16,64 30%" 2SVa" 491bs. $12S.00 
wide variation less less 

drivers drivers 
4, 16, 64 

2.7,10.7, 551bs. $321.25 
24,96 12y,u 21%" less less 
ohms drivers drivers 

1.3,5.3, 
12821.3, 601bs. $395.00 
40h~~2 31y,u 47U le~s less 

drivers drivers 

tTransforrner impedances, 7101 and 7102: 45/1651200125015001100012000 ohm •. 
70 V. line power taps, 7101 and 7102: 30125120/101512.5 watts . 
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HIGH FIDELITY 
SPEAKERS 

AND SYSTEMS 
CONDENSED LISTING 

MEDALLION XII 12" 3-WAY SYSTEM 
First truly different speaker system in years I 
Magnificent sound and tonal separation for the 
discriminating listener, plus the unique "Select~a· 
Style" grilles that snap on to convert the Medal­
lion to any offive styles-Contemporary, Swedish 

'Modern, Italian Provincial, French Provincial 
and Early American. Ideal choice for decorators. 
High efficiency enclosure design operates with 
amplifier of 10 clean watts upwards. 

RRL-12 12" SYSTEM Ultra-compact high 
compliance unit features smooth, full-range 
performance from 35 cps to beyond audibility. 
Features sensational Sphericon Super Tweeter. 
RRL-8 8" SYSTEM (not shown) Amazing 
performance for its diminutive size. Newly 
engineered 8" high compliance woofer pro­
duces bass down to below 40 cps. 
Each finished on 'all four sides for use as 
highboy or 10wboy .... RRL .. is a trademark. 

TMS-2 TRIMENSIONAL~ STEREO SYS­
TEM Completely integrated single cabinet stereo 
system, only 30'" wide. '''TrimensionaJ'' principle 
of obtaining separation achieves balanced stereo 
anywhere in the room. A v.ilable in Contemporary 
and Early American models. Patented. 

MODEL WOOFER MID·RANGE TWEETER NETWORK 

TMS·2 C·12HC 2 spec. 8" 2 compr. 
wide-angle 

Dual 
3-Way 

MEDALLION 12" high Spec. 8' Sphericon XII complianCe mid-range 3-Way 

RRL-12 12" high 3\i" direct Sphericon compliance radiator 
6 db per 
octave 

RRL·8 8" high 3\i'direct 
compliance ra diator. (2) 

6 db per 
oclave 

© U.C.P .. Inc. 
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SERIES 200 PREMIER 
WIDE.RANGE SPEAKERS 
Hand-built at every stage, these high compliance 
speakers offer many outstanding design features 
that achieve the finest high fidelity sound, even 
in smallest enclosures. 

MODEL 31S-C 
SUPER 15" 3-WAY 
DIFFAXIAL Theatre-type 
woofer cone features high 
excursion dual·spider plston 
and low-resonance bass 
down to 25 cps. Diffusicone 
mid-range and heavy duty 
H-600/T -50 tweeter extend 
response to inaudibility. 50 
watts' rating. Shpg. wI., 
34Y.z Ibs. $156.00 net. 

MODEL31212" 3-WAY 
DIFFAXIAL Acclaimed as 
greatest advance in ·speaker 
design for many years. 
Award-winning dieeast 
basket. Patented Diffusicone 
mid-range. Coaxially 
mounted Spheric on Super 
Tweeter. Built-in network 
and adjustable brilliance 
control. Response: 28-40,000 
cps. 35 watts' rating. Shpg. 
wt., 10\4 lbs; $73.00 net. 

MODEL 6201 12" 
COAXIAL New improved 
version of the most popular 
top quality speaker ever 
made. Heavy duty woofer 
with cloth surround cone for 
extended bass, and superb, 
new compression type 
tweeter. BUilt-in network 

~~~rrof.d~'!,~~~~:e: b2~~\i:,500 
cps. 35 watts' rating. Shpg. 
WI", 9 Ibs., 8 oz. $57.75 net. 

DIFFUSICONE-12 12" 
DIFFAXIAL Low-cost 2-way 
12" full range speaker with 
dual horn-loading a t cone 
apex that extends mid-range 
and treble response to 15,-
000 cps" Bass response to 28 
cps. 35 watts' rating. Shpg. 
wt., 8 lbs., 10 oz. $39.75 net. 

MODEL 308 8"3-WAY 
DIFFAXIAL Designed spe­
cifically for quality installa­
tions where space is re· 
stricted. Special 8" woofer 
has extra-large voice coil for 
excellent bass response. Re­
sponse: 30-17,000 cps. 35 
watts' . rating. Shpg. wt., 7 
lbs. $42.00. net. 

DIFFUSICONE-8 
8" EXTENDED RANGE 
Low-cost 2-way 8u speaker 
highly suitable for smaller 
space installations. Dual 
horn-loaded radial projector 
similar to Diffusicone-12. 
Response: 30-15,000 cps. 35 
watts· rating. Shpg. wt., 4 
Ibs. $28.00 net. 

SPHERICON$ SUPER TWEETER 
The "sweet as a bird" tweeter that achieves a 
frequencY response of 3000-40,000 .cps (±2 db 
to 22,000 Cps). Matches any system--especially 
high compliance--without sacrificing bass effi­
ciency. Dispersion: 120· in all planes. Nominal 
impedance: 8 ohms (use with any 4-16 ohm 
speaker). The T2()2 (4%" dia., 4" d.) is for use 
inside sreaker cabinets. The T203 (6~" x 5\4" x 

~~ :d1~~tat~a:l,~s~:!,bin,,::.eE~~ ~~E!;f:~ ~~g 
built-in network and adjustable control. Shpg. 
wt:, 3 Ibs. Either model, only $24.95 user net. 

SIZE:HxWxD Sbpl. Wt. MahCllan, 
Conlemp'y: 25 x 30 x 12\i 

921bs. 
258.00 

Early Amer.:24* x30x 131i 

Blond 
263.00 

SERIES 100 
WIDE-RANGE SPEAKERS 
Engineered to the highest specifications 

. from the finest materials available, these 
moderately priced speakers offer the top 
values in the high fidelity field. 

WOOFERS 

• NETWORKS 

Walnut Umed Oak 
263.00 

MODEL UC-1S3 
IS" 3-WAY DIFFAXIAL 
Features high efficiency 
tweeter and deluxe, multi~ 
element Diffusicone mid­
range. Response from below 
30 cps to inaudibility. 30 
watts- rating. Shpg. wt., 12 
Ibs. $83.00 nel. 

MODEL UC-1S2 
IS" 2-WAY D IFFAXIAL 
Patented Diffusicone element 
provides dual horn loading 
at apex of cone to extend 
mid and high frequency re­
sponse. Response from below 
30 to 14,000 cps. 30 watts· 
rating. Shpg. WI., 8\4 Ibs. 
$45.00 net. 

MODEL UC-123 
12" 3-WAY DIFFAXIAL 
Patented Diffusicone ele­
ment. UXT -5 super-tweeter 
with "reciprocating flate" 
horn. Crosses over al 1000 

~r~t:J::".:ir:nlt:~:;';n;.~ogel~~ 
45 cps to 17,500 cps. 25 
watts· rating. Shpg. wt., 9 
lbs. $66.50 net. 

MODEL UC-122 
12" 2-WAY DIFFAXIAL 
Coaxial horn loading at apex 
of cone extends mid and high 
frequency response. Uni~sec­
tional Diffusicone element 
provides 1000 cps mechanical 
crossover and uniform wide­
angle dispersion. Response: 
45-13,000 cps. 25 watts· rat­
ing. Shpg. wt., 5\'4 Ibs. $35.50 
net. 

MODEL UC-121 
12" EXTENDED RANGE 

~r: Il~Sh d~:r.ln:e;~~c~J,~~ 
limited space installations. 
Highly efficient, needs only 
fraction of power required 
for· ordinary 12" speakers. 
Response: 45-10,000 cps. 30 
watts' rating. Shpg. wt., 5\4 
Ibs. $28.00 net. 

MODEL UC-82 8" WIDE­
RANG E Especially designed 
for small cabinet stereo ap­
·plications. Ideal for later 
addition of one University 
dual voice coil woofer to ex­
tend combined bass range of 
botlt channels. All-Alnico 5 
magnet. Response: 45-14,000 
cps. 25 watts' rating. Shpg. 
wt., 3Y.z lbs. $16.95 net. 

TWEETERS 

WRITE FOR COMPLETE 
HIGH FIDELITY CATALOG 
... containing full informa­
tion on all University prod­
ucts: systems, enclosures, 
kits, high compliance and 
high efficiency woofers, mid­
range speakers, horn-loaded 
tweeters, compression drivers 
and accessory networks. Desk 
X-2, University Loudspeak­
ers, Inc., 80 So. Kensico 
Ave., White Plains, N. Y. 

Oiled Walnut FrullwlHld Unfinished 
269.00 

279.95 

24x 17 x 12\i 401bs. ~f:' ~:t~~~r~~y~~G.~~; o~er1o~·!~~~9J~~~$h~9rhOgany, $139.95. 

25 x 15% x 121i 38\i Ibs. 119.95 123.95 123.95 125.95 114.95 

22~ x 12~ x IIl'M 281bs. 99.50 102.50 102.50 105.50 95.50 

*Integrated program. All 8-16 ohms. "Diffaxial" is a registered trademark. 
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UNIVERSITytMODULAR MICROPHONESt 
for the 
professional 

WORLD'S ONLY MICROPHONES. 
WITH MODULAR FLEXIBILlTY!* 

University's professional miCrophones bring new 
dimensions in quality and utility for hypercritical 
applications requiring the ultimate in full-range pick-up. 
The omni-directional models open new frontiers in 
over-all uniformity of response and in extension of the 
bass range. The Cardioid models span the complete 
frequency range, rree·ofpeaks and with consistently 
high front-to-back discrimination. The lavalier models 
have low frequency characteristics tailored for the 
most natural response under their special conditions 
of use. For TV, FM and high fidelity AM-from churcb 
to night club-from school to industrial PA-they 
may well change your way of thinking about the 
selection, installation and use of high quality 
professional microphones. 

Note these dynamic performance features 
• 100% ruggedized dynamic transducer cartridge-
with the exclusive "Unilar" diaphragm. Press the 
diaphragm with your finger, then release it, and watch 
it spring back to its original shape. And it has 
amazing immunity to temperature extremes, 
humidity and corrosive elements. 

• Instant impedance change-no tools, rewiring, or 
soldering. Simply push-on the adaptor connectors 
to the microphone case pins with the desired . 
impedance. (All connectors and pins are gold-plated 
for perfect electrical contact.) 

• Exceptionally wide frequency response, virtually free 
of distortion. Undiminished at the high end in some 
models at 15,000 cps and effective to beyond 20-,000 cps. 
At the low end, uniform to below 35 cps and usable 
even to the 20 cps region. 

-FOR THE FIRST TIME EVER, you can obtain the 
exact microphone you want without compromising quality 
to meet a price, without paying for features you don't 
need. Any of the basic microphone modules (A-D) can be 
used with any of the interchangeable adapters (E-H) to 
perform the functions of several conventional microphones. 
For example, with or without switches, for cables with 
and without cannon plugs, for screw-on or slide-on stands. 
This gives long-term savings as well as unmatched 
versatility, for it permits addlng suitable adapters as 
requirements change-without buying addltional microphones 
or. compromising quality to meet a price. 

tTrade Mark 

A) MODEL 401 
Omnl-Dlredional 
Dynamic Modular 
Versatility of application makes this a 
highly desirable multi-purpose micro­
phone for those who· reqwre optimum 
wide-range reproduction of music and 
voice. Ides1ly suited for every sound sys­
tem ar."lication: broadcast, TV, church, 
schoo, commercial, indu$trial PA and 
the like. 
SPECIFICATIONS 

r::,=:~Is'll'~i~i~~o~ ohms 
Output level: 30/50, 150/250 ohms: 
-55 db/finw/lO dynes/em'; 
-148db EtA sensitivity ratins; 
20,000 ohmS, into high impedance input: 
16 mv/10 dynes/em' . 
Hum reference: -120 db/.OOI gauss 
Dimensions I~··maximum diameter . 
6%' maximum length without adapter 
ShippiDs weillhti 2 lbs. 

. Finish: acrrJie silver-gray and 
non-re~ black. 
Furnished WIth cloth carryins bag. 
l'rofflllicmal DOt. $43.50 

B) MODEL 4025 
Omnl-Diredional Dynamic 
Modular Shock Mounted 
Offers professional Dexibility and stylins 
in broadcasting, telecasting and record .. 
ings-group pickup, orchestras, public 
address, interviews. An all-around mi­
crophone with rugged internal shock 
mountins that makes it exceptionally 
well-suited to night-club application. 
SPECIFICATIONS 
Frequency response: 30-20,000 cps 
Impedance: 30/50; 150/250; 20,000 ohms 
Output level: 30/SO, 150/250 ohms: 
-SS dbl1mw/1O d~es/cm2; 
-148 db EfA senSltivity ratins; 
20,000 ohms, into high impedance input: 
16 mv/IO dynes/em' 
Hum reference: -120 db/.OOI gauss 
Dimensions: 1~· maximum diameter 
8~' maximum lensth without adapter 
Shipping wei,abt: 2>,4 Ibs. 
Fioish: acrylic silver-gray and 
non-reD~ black. 
~T.:l~ !'t~I$lHorryins bag. 
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C) MODEL 501 
Cardioid Dynamic Modular 
Alfords ultra-high discrimination against 
unwanted sound-virtually eliminating 
background noise. Performeu can work 
a greater distance away due to the de­
pendability and ·excellence of its direc­
tional characteristics - or extra-close 
without "booming" or unwanted bass 
attenuation. 
SPECIFICATIONS 

r:~=~":8rs~i;gjl~ti~0~ ohms 
Output level: 30650, ISO/250 ohms: 

=i:7d~{,1 ;t!.':ftr~~~c~~ins; 
20,000 ohms into high impedance input: 
17 mv/IO dynes/em' 
Hum referenc~: -120 db/.OOI gauss 
Dimensions: 1 *" maxiPlum diameter 
6%' maximum length without adapter 
Shipping we~ht: 2>,4 Ibs. 
Finish: acqhc silver-gray and 

~,.;,'i;::~ti:1'u:'~t~~ carrying bag . 
Professional net: 57S.00 

H 

D) MODEL 502S 
Cardioid Dynamic Modular 
Shock Mounted . 
Its directional characteristics yield su­
perior results in noisy or reverberant lo­
cations, particularly when a discreet sound 
source IS of primary interest. Features the" 
unique University internal shock mount­
ins arransement which isolates it from 
spurious sound and eliminates extraneous 
noise,. 
SPECIFICATIONS 
Frequency response: 30-16,000 cps 
Impedance: 30/S0; ISO/250; 20,000 ohms 
Output level: 30/S0, ISO/250 ohms: 
-S4 db/lmw/IO dynes/em'; 
-147 db EIA sensitivity rating; 
20,000 ohms into high impedance input: 
17 mv/IO dynes/em' 
Hum reference: -120 db/.OOI gauss 
DiUlensioDs: 1 %" maximum diameter 
7 %' maximum length without adapter 
Shipping wej~ht: 2'h lbs. 
Finish: acrylic silver-gray and 
non-ret1ecting black. 
Furnished with cloth carrying bag. 
Professional net: $87.00 

© U.C.P., Inc. 
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for TV, radio, recording, general purpose 
The completely 
Interchangeable 
modular adapters 

E) MODEL PAlO 
Adapts modular microphones to receive the 
Model CAlO, Cannon XLR-3-IIC plug, or 
~~=. 91-854 ... all permitting quick 

Dimensions: 3 %' x I' 
Shipping weight: ~ lb. 
Professional net: 56.30 

F) MODEL SSP10 
Decorative stand adapter, for use wherever 
appearance is of prime importance. Connects 
directly to each basic microphone module. 
Includes on-off switch and receptacle for 
CAlO, Cannon XLR-3-11C plug, or Amphe­
nol 91-854.· Permits tilting the micropbone 
through a 90· arc. Mounts to any stand with 
standard %-27 NPSM thread. 
Dimensions: 3%' x2¥j' x 1%' 
Shipping weight: Yz lb. 
Professional net: 511.10 

G) MODEL SP10 
Offers all advantages of PAlO, with the addi­
tion of heavy duty positive action on-off 
slide switch. 
Dimensions: 3%" x I" 
Shipping .. eight: ~ lb. 
Professional net: 56.90 

H) MODEL CC10 
Provides most economical of all modular 
microphone assemblies. For use with any 
basic microphone module when neither switch 
nor quick-disconnect is required. Includes 
integral 18' cable. 
Dimensions: I""" x I' 
Shipping .. eight: I~ lbo. 
Professional net: 56.00 

I) MODEL CA10 
Cannon XLR-3-IIC plug complete with 18' 
cable. Has push-action latch lock. 
Dimensions: 2'",' x ¥j' 
Shipping weight: I ~ lbs. 
Professional net: 56.00 

Accessories 

MODEL SA10 
Slide-on stand adapter for use with any com­
plete assembly. Permits quick removal of 
microphone from stand to hand.B8rrel sec­
tion molded from high impact polystyrene; 
bsse is die-cast Zaniak 3, machined with 
standard %-27 thread. 
Dimensions: 2%' x 2" x IYz" 
ShlppiJIg weight: ~ lb. 
Profes.inna! Det: $4.20 

MODEL~ 
Heavy cast iron stand with handsome erackle 
black non-reffecting finish. Perfectly balanced 
to prevent tipping ofeven largest microphones. 
Quick-action knurled lock washer. Accom­
modates all microphones with standard %-27 
thread, as well as University SAIO and SSPI0 
stand adapters. 
Dimensions: 4Yz' x 7%' x 4%' 
Shipping weight: 3Yz lbs. 
Professionli! net: 57.95 

© U.C.P., Inc. 

TV AND BROADCAST 
LAVALIERS 

MODEL 40lL 
Omni-Direetional 
Dynamic (TV LaYalier) 
An ultra-compact lavalier micro .. 
phone for use wherever unobtrusive­
ness and freedom of movement are 
required. It is ideal for soundcasting 
applications in nightclubs, churches, 
school and location broadcasting of 
AM, FM and television. 
SPECIFICATIONS 
Frequency response: 60-20,000 cps 
Impedance: 30/50; 150/250 ohms 
Ouptot level: -30/50 and 150/250 

ohms: 55 db/I mw/IOdynes/cm' 
-148 db EIA sensitivity rating: 
Hum relerence: -120 db/.OOI gauss 
Dimensions: 1!-6" maximum diameter 
3~' maximum length 
Shipping .. eight: 2~ Ibs. 
Finish: antique bronze 
Furnished with adiustable neck cord 
and clip, integral 25 foot ffexible 

~~=:.~ :e~~5~~~ carrying bas, 

••• AND FOR DYNAMIC 
COMMERCIAL REQUIREMENTS 

MODELS 70 and n t 
Omni-Diredional 
Dynamic 
These models fulfill all the strenuous 
and exacting requirements for genew 
purpose, low cost dynamic micro­
phones. Their rtllIed construction 
and exceptiona1lr wide frequency re­
sponse make them ideal for general 
sound casting aPl.'lications in churches, 
schools, industrinl and commercial 

f~blf:'o'::r:~ns~~~~.;-=J'~;: 
grading ham broadcasting rigs. And, 
in the general purpose field, they offer 
performance, durability and flexibil-

~l ::t:;~:~ 3~:;~x.:..wf:!~~:r': 
:esponse is excellent-al.'proaching 
that of Universit:( profess,onal mod­
els, and substantinlly exceeding that 
of other omui-directional dynamic 
microphones in their price range: the 
high range extends to a usable limit 
in the 18,000 cycle resion. Resultant 
treble and high frequency character­
istic is clear and free from harShness 
or stridency, 

tIncludes on-off slide switch. 

Write for complete microphone catalog 
UNIVERSITY LOUDSPEAKERS, INC. 

Net 

MODEL 404t. 
Omni-Directional 
Dynamic 
(Broadcast LaYalier) 
This premium quality lavalier micro­
phone fulfills all the critical require­
ments of a professional broadcast 
microphone and incorporates every 
feature of the larger omni-directional 
professional microphones. And 
though designed to compensate for 
bass overemphasis due to chest reso­
nances, it provides a natural sound 
when hand-held or desk stand 
rnounted. 
SPECIFICATIONS 
Frequency response: 50-20,000 cps 
Impedance: 30/50; 150/250; 20,000 

ohms 
Outputlevel: 30/50and ISO/2S00hms: 
-55 db/I mw/IO dynes/em'; 
148 db EIA sensitivity rating; 
20,000 ohms into high impedance 

mput; 
16 mv/l0 dynes/em' 
Hum reference: -120 db/.OOI gauss 
Dimensions: I~" maximum diameter' 
5~' maximum length 
Shipping weight: 2~ Ibs. 
Finish; antique bronze 
Furnished with adiustable neck cord 
and clip, integral 25 foot ffexible 
cloth-covered cable and cloth 
carryinll bag. 
Profe.slonal net: 557.00 

SPECIFICATIONS 
Frequency response: 50-14,OOOcps 

8"..'l=r!!:~~W6i?0 2git~~: ohms 
50 db/lmw/IO dynes/em'; 
-143 db EIA sensitivity rating: 
20,000 ohms into high impedance 

tnput: . 
28 mv/tO dynes/em' 
Hum reference: -120 db/.OOt ga" .. 
Dimensions: Model 70, 
16.-2:" maximum diameter, 
6" maximum length. 
Model 71, I'A,' maximum diameter, 
8~' maximum length. 
Fmish: acrylic silver-gray and 
non-reflecting black. 
Each furuished with integral 15 foot 
3-conductor shielded cable, 
Model SAIO slide-on stand adapter 
and cloth carrying bag. 
Professional net: Model 70, $29.95; 
Model 71, $34.95. 

White Plains, N. Y. 
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C~e p.&YL Allionce 
for highest quality three and four speed 

For professional transcriptions, stereo and Hi-Fi 
Model "S" - specifically designed for transcription 
type turntables, stereo tape, stereo disc and Hi-Fi 
applications. Check Alliance first for all your phono­
motor needs. Alliance offers the widest choice, faster 
service, more for your money. Alliance is the world's 
largest producer of sub-fractional HP motors. Write 
for complete catalog. 

PHONOMOTORS 
New Alliance Turntable. Neutral posi­
tion on shifter removes drive shaft 
from contact with rubber tire when 
not in use. Attractive plastic knob on 
shifter lever available in color. Turn­
tables available in choice of colors. 
Furnished with plastic 45 RPM center 
disc; speed indicator escutcheon plate. 

World's Largest Selling Phonomotors-"J P" Series 
Model JPQS-4-speed, 16, 33>i, 45, 78 RPM. (Shown 
with turntable chassis attached.) Easy-to-shift lever 
for four speeds plus neutral. Electronic dynamically 
balanced rotor, vibration-free mountings, exacting 
speed regulation, minimized rumble and hum. 

Model JPTS-3-speed, 33>i, 45, 78 RPM also avail­
able (not shown). Designed to meet ULrequirements. 

All Motor Price Quotations on Request 

THE ALLIANCE MANUFACTURING CO., INC. 
Alliance, Ohio 

(Subsidiary of Consolidated Electronics Industries Corp.) 
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C~e,fromA~ 
for the Industry's newest, most advanced 

SUB-FRACTIONAL HP MOTORS 
Alliance, the world's largest producer of sub-fractional HP 
motors, offers you the widest choice of standard and custom 
models. You get faster service, more for your money. Write 
for complete catalog. Price quotations upon request. 

For phonographs, tape recorders­
New "JSY 1101" Motor 

For gear trains, air circulatlon-
"H" Motor 

A low-cost synchronous motor, -offering hysteresis fea­
tures at shaded-pole price. Unique dual torque range 
permits freedom of design in dual function applications. 
Also available in our standard 4-pole design. Ideal also 
for signal timers, appliance timers. Voltage: 117; Starting 
Torque oz./in.-1.0; Amps: 0.27; Watts: 18; RPM: 3600; 
Weight: 1 lb. 14 oz. 

This outstanding motor features high starting torque; 
compact design offering more power at less cost. 
Precision, high quality Alliance engineering and design 
make the "H" motor an outstanding source of depend­
able power and trouble-free performance. Voltage: 117; 
Starting Torque oz./in-1.0; Amps: 0.31; Watts: 17; 
RPM: 2500; Weight: lIb. 

THE ALLIANCE MANUFACTURING CO., INC. 
All iance, Ohio 

(Subsidiary of Consolidated Electronics Industries Corp.) 
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SECTION 1340 

G,adiudiscs@ 

dar truly line recording and reproduction 

For more than a decade, Audiodiscs have consistently main­
tained their position of eminent leadership in every field of 
instantaneous disc recording. 

A superior lacquer coating, applied to the mirror-smooth 
aluminum base by a patented process, gives these outstanding 
advantages: maximum uniformity of coating, permanent 
resistance to humidity, longer stylus life, freedom from audible 
background scratch, long playback life, brilliant frequency 
response, and freedom from deterioration with age. 

List Price B()x 
Type Diameter per Disc Contains 

----
RED LABEL Audiodiscs for professional use. 7n * $1.40 
Exceed the most exacting demands for highest 8" 1.10 

quality professional recordings. The finest 10" 1.55 25 

djscs obtainable. Aluminum base. Double 12" 2.55 
sided. Embossed labels. 16" 4.60 ----
SINGLE FACE RED LABEL Audiodisc •. IZ" 2.00 
Same quality as double sided Red Label Audio· 16" 3.70 1_25 discs, listed ahove. 

YELLOW LABEL Audiodisc. for general use. 7/11#; 1.19 
High uniform quality. The popular choice for 8" .93 

all general purpose recording. Aluminum base. 
10" 1.24 
12" 2.00 2S 

Double sided. Yellow paper labels. 16" 3.70 --------
REFERENCE LABEL Audiodiscs. 
Provide maximum economy for test cuts, 10" 1.05 
filing, reference recordings, auditions and 12" 1.55 25 
equipment adjustments. Aluminum base. 16" 2.77 
Douhle sided. White paper labels. -------
BLUE LABEL Audiodiscs for amateur use. 
Same higb quaHty lacquer as professional 60" .50 
diSCS, but on thinner aluminum base. Ideal 8" .70 50 
for schools, homes, and general amateur use. 10" 1.00 
Double sined. Blue paper labels. 

---------
MASTER Audiodiscs. Double 

10" 2.50 
12" 3.20 

The outstanding choice of profes~ Sided 13 ;4" 4.05 25 
sional recordists for use where 16" 5.95 I pressings are to be made. Give ---- 17 ;4" ~~----fine results with either silvering ~-

or gold sputtering-so Aluminum Single 2.00 I 
12" 2.50 

base. Double sided or single face. Face 13 ;4" 2.9.1 I 25 
16" 4.70 i 
17;4" 5.10 I 

*Standard 45 rpm disc with }1h 1/ center hole. Center-hole adapters included 
for recording on conyentional turntable. 

AUDIODISC CHIP-CHASER 

A simple but perfect solution to the thre.ad removal problem in re­
cording. The felt-lined wiper blade is set on the disc before starting 
the recording. The Chip-Chaser automatically and infallibly brushes 
the thread toward the center, winding it up on the overhead post or 
drive pins, as the case may be. 

List Price 1 ~~~ i ~~ ~~~~~~ti!~ ___ ~~~:~::~:::::~~~-_~:-:::::::::::::: $8.95 
_$7.90 

® 

microscopical/y matched 

recording and playbaCk 

styli 

The complete line of Audiopoints 
covers the full range of recording and 
playback needs-for professional as 
well as general use. Audiopoints are 
made by skilled craftsmen, and con .. 
veniently packaged in cards, boxes or 
envelopes. 

RECORDING 
AUDIOPOINTS ~. ~ 
SAPPHIRE No. 14-1ong recognized as the finest 
recording stylus made. short or long dural shank 
g7' included angle. ' 

List Price-$8.25 
(Resharpening cost-$3.75) 

SAPPH I RE No. 20-especially designed for pro· 
fesslOnal mIcrogroove recording. Short or long 
dural shank. List Price-$8.25 

(Resharpening cost-$3. 7 5) 

SAPPHIRE No. 202-a high-quality profeSSional 
stylus. Short or long brass shank. 

List Price-$6.60 
(Resharpening cost-$3.2 5) 

STELLITE No. 34-a favorite with many pro. 
resslOnal and non-professional users. Short or 
long shank. 87 0 included angle. 

List Price $2.50 
(Resharpening cost-$1.40) 

DIAMOND LAPPED STEEL No. 50-most prac 
hcal and economIcal stylus for non-professional 
use. List Price-3 for $1.75 

PLAYBACK 
AUDIOPOINTS 

SAPPHIRE No. 113-meets the requirements of 
the most critical professional recordists. Straight 
dural shank. List Price-$4.50 

(Resharpening cost-$2.00) 

SAPPHIRE No. 123-for professional use with 
microgroove recordings. List Price-$2.00 

"RED CIRCLE" SAPPHIRE No. 10.3-101' pro· 
fessional use with jnstantaneous recordings or 
vinyl transcriptions. Straight dural shank. 

List Price-$2.00 

"RED CIRCLE" SAPPHIRE No . .30.3-same as 
No. 103, except with bent dural shank. Jdeal 
for phonograph records. List Price-$2.00 

RESHARPENING SERVICE 
Established years ago, our Resharpening Bervice 
m3terjall~' reduces the over-all cost of using 
sapphire and stellite Audiopoints. Each resharp· 
ened point is disc·tested. Special cards and 
envelopes are available for returning Audiopoints 
for resharpening. 
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THE COMPLETE LINE OF PROFESSIONAL QUALITY alacliota~ 
Description 

PLASTIC-BASE AUDIOTAPE on 11/2-mil cellu­
lose acetate meets the most exacting re­
quirements of the professional, educational 
and home recordist at minimum cost. Known 
the world over for matchless performance 
and consistent uniform quality. 

AUDIOTAPE ON l1f2-MIL MYLAR® - a pre­
mium-quality professional tape with maxi­
mum mechanical strength and immunity to 
heat and humidity. Will not dry out or 
embrittle with age. 

®Du Pont Trade Mark 

"LR" (Longer Recording) AU D IOTA PEON 
l-MIL "MYLAR" - 50% more. recording 
time per reel. Strong, superdurable poly­
ester film base assures trouble-free opera­
tion even under extreme heat and humidity. 

PLASTIC-BASE "LR'" AUDIOTAPE provides 
50% more recording time on low-cost I-mil 
cellulose acetate base, affording maximum 
ecoriomy where high strength is not required. 

SUPER-THIN AUDIOTAPE on V2-mil "Mylar" 
gives twice as much recording time per 
reel as standard plastic-base tape. For long­
.pl~y applications where tape tension is not 
excessive. 

SUP E R -T H I N AUDIOTAPE ON TEMPERED 
"MYLAR~ gives twice as much recording time 
per reel as conventional tape and is twice 
as strong as other double-length tapes. 
Will not stretch or break on any tape 
recorder - will not dry out or embrittle 
with age. 

MASTER LOW PRINT-THROUGH AUDIOTAPE 
on plastic base - reduces print-through 
(magnetic echo) by 8 db. The finest, pro­
fessional-quality recording tape. Base ma­
terial, 11f2-mil acetate. Maximum fidelity, 
uniformity, frequency response and freedom 
from noise and distortion. 

, if 

MASTER LOW PRINT-THROUGH AUDIOTAPE 
on I1f2-mil "Mylar" -print-through (magnetic 
echo) is reduced by 8 db. A super du rable 
tape that meets the highest standards of 
performance. Withstands extreme tempera­
tures and is virtually immune to humidity. 
Has maximum life under any conditions. 

Type No.' 

151 
351 
651 

1251 
2551H 
2551R 

;t2551FS 
5051H 
5051R 

671 
·1271 
2571H 
2571R 

t2571FS 
5071H 
5071R 

261 

961 
1861 
3661H 
3661R 

t3661FS 
7261H 
7261R 

941 
1841 
3641H 
3641R 

t3641FS 
7241H 
7241R 

1231 

2431 

331T 
1231T 
2431T 
4831T,R 

+4831T-FS 

651-M 
1251-M 
2551H-M 
2551R-M 

t2551 FS-M 
5051H-M 
5051R-M 

671-M 
1271-M 
2571H-M 
2571R-M 

+2571 FS-M 
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Length 

150 It. 
300 It. 
600 It. 

1200 It. 
2500 It. 
2500 It. 
2500 It. 
5000 It. 
5000 It. 

600 It. 
1200 It. 
2500 It. 
2500 ft. 
2500 ft. 
5000 ft. 
5000 It. 

225 It. 

900 ft. 
1800 It. 
3600 ft. 
3600 It. 
3600 ft. 
7200 It. 
7200 ft 

900 It. 
1800 ft. 
3600 ft. 
3600 It. 
3600 It. 
7200 It. 
7200 It. 

Reelt 

3" Plastic 
4" Plastic 
5" Plastic 
l" Plastic 
NARTB Hub 
lOVa" Aluminum Reel 
lOW' Fiberglass (RETMA) 
NARTB Hub 
14" Aluminum Reel 

5" Plastic 
l" Plastic 
NARTB Hub 
101/2" Aluminum Reel 
lOV2" Fiberglass (RETMA' 
NARTB Hub 
14" Aluminum Reel 

3" Plastic in Sell-Mailer 
Pkg. 

5" Plastic 
7" Plastic 
NARTB Hub 
10V2" Aluminum Reel 
101/2" Fiberglass (RETMA) 
NARTB Hub 
14" Aluminum Reel 

5" Plastic 
7" Plastic 
NARTB Hub 
101/2" Aluminum Reel 
1OV2" Fiberglass (RETMA) 
NARTB Hub 
14" Aluminum Reel 

List 
Price 

$ 0.70 
1.35 
2.25 
3.50 
8.50 

10.90 
10.90 
17.00 
22.10 

2.65 
4.25 
8.30 

11.20 
11.20 
16.65 
24.50 

1.00 
3.60 
6.20 

12.00 
14.40 
14.40 
24.00 
30.00 

3.50 
5.50 

10.00 
12.85 
12.85 
20.00 
26.00 

120j) It. 5" Plastic 3.50 

6.50 2400 It. l" Plastic 

3" Plastic in Self 1.60 
300 It. Mailer Pkg. 
1200 ft. 5" Plastic 5.45 

2400 It. 7" Plastic 9,50 
4800 It. 101/2" Aluminum Reel 22.00 
4800 It. lOV2" Fiberglass (RETMA) 22.00 

600 ft. 5" Plastic 2.75 
1200 ft. l" Plastic 4.30 
2500 ft. NARTB Hub 9.80 
2500 ft. 10'/2" Aluminum Reel 12.50 
2500 ft. 101/2" Fiberglass (RETMA) 12.50 

5000 It. NARTB Hub 19.55 
5000 ft. 14" Aluminum Reel 26.00 

600 ft. 5" Plastic 3.20 

1200 It. l" Plastic 5.10 

2500 ft. NARTB Hub 10.00 
2500 ft. 101/2" Aluminum Reel 13.50 
2500 ft. 10'/2" Fiberglass (RETMA) 13.50 

© U.C.P., Inc. 
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Miscellaneous Gladiota. 

Item 

AUDIOTAPE IN THE SNAp·LOAD CARTRIDGE 
. on l·mil "Mylar" 

Strong super·durable polyester film base 
Audiotape in new cartridge that has two 
hubs enclosed in dust·resistant plastic mag­
azine for easy handling and loading. 

COLORED PLASTIC·BASE AUDIOTAPE on 1V2' 
mil cellulose acetate (in same box as above 
with label for color). Green and blue colored 
Audiotape, in conjunction with the standard 
red-brown tape, provide instant visual identi· 
fication of recorded selections spliced into 
a single reel (as shown) - permit fast and 
easy color cueing and color coding. Elimin­
ate need for identifying leaders between 
selections. 

EMPTY AUDIO REELS 
IN INDIVIDUAL BOXES 

Standard 
Reels 

Colored 
Plastic 
Reels 

Type No. 

C560 

Green Blue 

151G 151B 
351G 351B 
651G 651B 

1251G 1251B 
2551HG 2551HB 
2551RG 2551RB 

:j:2551FSG :j:251FSB 
5051HG 5051HB 
5051RG 5051RB 

3PB 
4PB 
5PB 
7PB 

lORB 
lOFS 
14RB 
lOH 

_ 5PBR 
5PBY 
5PBG 

7PBG 
7PBB 

Items 

Description 

560 ft. in twin-hub, snap-load 
cartridges. 

Length Reel 

150 ft. 3" Plastic 
300 ft. 4" Plastic 
600 ft. 5" Plastic 

1200 ft. 7" plastic 
2500 ft. :>lARTB Hub 
2500 ft. 101,12" Aluminum Reel 
2500 ft. 101/2" Fiberglass (RETMA) 
5000 ft. NARTB Hub 
5000 ft. 14" Aluminum Rep. I 

3" Plastic Reel in Box 
4" Plastic Reel in Box 
5" Plastic Reel in Box 
7" Plastic Reel in Box 
101/2" Aluminum Reel in Box 
101/2" Fiberglass (RETMA) in Box 
14" Aluminum Reel in Box 
NARTB Metal Hub 

Red 
Yellow 5" Plastic Reel in .Box Green 

7" Plastic Reel in Box 

$4.50 

$ 0.70 
1.35 
2.25 
3.50 
8.50 

10.90 
10.90 
17.00 
22.10 

.25 

.45 

.60 

.75 
4.00 
4.00 
7.40 

.70 

.60 

.75 \ 

'Type Numbers listed cover red oxide wound on reel with OXIDE IN. in lots of 30. reels or more of anyone color. To designate color of 
reel (Red, Yellow, Green or Blue) add letters "RR" and "YR," "GR," 
or "BR" to Type No. Listed. 

For tape wound with Oxide Out, change last digit of Type No. from 
1'1" to 110." 

tCOLORED PLASTIC REELS. Audiotape on 5" and 7" plastiC reels can 
be supplied on colored reels at no increase in price when ordered 

:j:"FS" in Type No. indicate Fiberglass reel with solid hub and 5/16" 
center hole. 

Item 

AUDIO HEAD DEMAGNETIZER 

ECHORASER 

Removes all perma­
nent magnetism 
from recording and 
reproducing heads 
in a matter of sec­
onds. Includes 7-
foot cord and Is 
individually boxed. 

Simple device for removing print-through 
from recorded tape. Kit contains one 
base and two Echorasers-red for remov­
ing weak print-through, black for remov­
ing strong print-through. 

ADHESIVE REEL LABELS 

PrOvide positive identifica­
tion of your tapes, right on 
the reel. Simply press to 
apply, . pull off to remove. 
Enve'tope of 30, 2" x 1/2" 
labels. 

"re,recorded at 2,000, 10, 
000. and 15,000 cps (15"/ 
sec.}·withpreclsely correct 
head. ·alignment. Each box 
''contains . 300 ft. on a 4" 
relll andjnstructions. 

Audio Accessories 
Type 
No. 

List 
Price 

400 10.00 

500 12.50 

30AL .20 

200 10.00 

Type EP AUDIIfTAPE, extra 'precislon magnetic recording tape for telemetering, electronic 
computers ami other speciaJi~ed applications, is also available. Ask for bulletin on EP AUDIOTAPE. 

Item 

RECORDING HEAD CLEANER 
Especially formulated for 
use on recording heads. 
Contains silicone solvent. 
Superior to carbon tetra­
chloride. One-ounce bottle 
with brush. 

A strong, durable leader 
tape of white "Mylar" ma­
terial with spaced markings 
to permit accurate rate 

. time of leader intervals. 
Each box contains 100 feet, 
1,14" wide. 

how to make 
GOOD TAPE RECORDINGS 
This completely new 
handbook of tape record­
ing contains up-to-the­
minute information of in­
terest and practical value 
to every tape recordist. 
Profusely illustrated with 
photographs, charts and 
diagrams prepared espe­
cially for this book, it 
contains 150 pages of 
valuable information on 
all phases of modern tape 
recording. 

AUDIOFIL'!I on 35mm, 171/2mm and 16mm base, and AUDIO MAGNETIC DISCS are also available. Ask for information. 

Type List 
No. Price 

1HC .65 

3L .55 

Clothbound 

25C 2.50 

Paperbound 

15P 1.50 
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PHONO ACCESSORIES 

ATOMIC STAT-ELIM 

RECORD BRUSH 
Camel hair brush clips on tone arm; 
sweeps grooves while record is p'laying. 
Adjustable swivel permits use with any 
record player. 
CAT NO. 30-000 .............................. Li5t: $.75 

Anti-static dust eliminator drains static 
charge by ionizing air surface of record. 
Contains mildly radio-active element; 
lightweight holder attaches to tone arm. 
CAT NO. 30-002 ............................ List: $3.95 

STATI-KLEER 

STYLUS BRUSH 
Automatically cleans stylus each .t!me 
tone arm is moved from rest position. 
Self-adhesive bottom attaches to turn­
table; adjustable to any height. 

CAT NO. 30-004 ............................ Li5t: $1.65 

Spray-type static eliminator comes in 12 
oz. aerosol can: Eliminates dust-attracting 
static electricity. 
CAT. NO. 30-008 ............................ Li5t: $1.79 

DUST BUG 

RECOR-DE-STAT 
Squeeze bottle of anti-static detergent 
with velvet pad applicator. Long velvet 
fibers reach bottom of record grooves. 
Anti-static detergent cleans records; 
leaves dust-repelling film. 

CAT NO. 30-010 ............................ Li5t: $2.00 

Four-in-One Record 
Cleaner & Static Eliminator 

Applies cleaning fluid, brushes dirt 
from grooves, picks up loosened dirt. 
eliminates static charge automatically 
while record is playing. Anti-static clean­
ing fluid included. 

CAT. NO. 30-014 (changer model) .................................. L!5t: $7.90 
CAT. NO. 30-012 (player model) .................................... L!st: $9.60 
CAT. NO. 30-016 (fluid refill) .......................................... Llst: $2.00 
CAT. NO. 30-018 (plush pad replacement) .................... List $1.40 

DISK-O-KLEEN 

4S-RPM RECORD ADAPTOR 
Plastic adaptor slips over standard spindle 
to play any 45 RPM' disc. 
CAT. NO. 30-034 ............................. list: $.25 

Silicone treated record cleaning cloth eliminates static charge. 
Specially woven velvet material has extra length nap to ~each 

• bottom of grooves. . 
CAT. NO. 30-022 .............................................................. Llst: $1.25 

KLEEN-O-RECORD 
Triple action cloth, Anti-Static Record Cleaning Cloth, silicone 
impregnated, which cleans, lubricates and de-staticizes rec-
ords. Long lasti ng. . 
CAT. NO 30-024..... .................................. ..List: $.75 

RECORD SAVERS 
Heavy-duty ·polyethelene envelopes protect records when not 
in use. 
CAT NO. SIZE LIST 
30-062 For 12" records. Pkg. of 5 .................................... $.49 

4S-RPM RECORD INSERTS 

Plastic snap-in inserts adapt large .hole 7" 
records for play on 3 speed changers. 
Spring-like construction holds insert firmly 
in place. . 
CAT NO. 30-030 (Pkg. of 6) ............ LI'5t: $.30 

TURNTABLE RECORD CUSHIONS 
Thick plastic sponge cushions eliminate 
record slip, reduce magnetic pull, prolong 
record life. 
CAT. NO. 30-040 (10") ...... : ........... List: $1.25 
CAT. NO. 30-042 (12") .................. List: $1.65 

TURNTABLE RUBBER MAT KIT 
Heavy rubber mat fits any 12" turntable. 
Has tapered ridges 7", 10", and 12" in 
diameter. Supports any size record by its 
blank outside rim, keeping grooves from 
touching. Strobe disc and 45 RPM adaptor 
included. 
CAT. NO. 30-044.. .. .... List: $4.25 

PHONO COVERS 
Heavy duty embossed vinyl covers for turntables and changers. 
CAT. NO. SIZE & USE LIST PRICE 
30-048 13V4" x 12V2" X 8" For Webcor, V-II!, Garrard 

RC-121, Mirracord, etc. ............................. . . $2.50 
30-050 17" x 15" x 8V." For Garrard RC-88, RC-98, 4HF; 

Glaser-Steers, Thorens Changer, Pickering.. ..... 2.50 
30-052 17112" x 16V." x 8V." For many phono & trans­

cription players such as: Gray, Rek-O-Kut 
Metzner .................................................................... 3.00 

30-054 2V." x 16" x 8112" For many phono & transcription 
players such as: Gray, Rek-O-Kut, Metzner .............. 3.00 

TONE ARM LIFT 
Provides precise control of tone arm. Made 
of spring metal, plastic coated; attaches 
to tone arm. 
CAT. NO. 30-066 ............................ List: $.75 

PHONO ACCESSORY KIT 
Complete phono and record 
care kit contains record 
brush, recor-de-stat, 12" rec­
ord savers, tone arm lift. 
stylus microscope, stylus 
weight gauge, strobe disc, 
and phono and recorder oil. 
CAT. NO. 30-098 List: $9.95 

AUDIOTESTER TEST RECORD 
12" plastic LP has stereo tests on 
Side 1; mono on Side 2. Side 1: 
metronome balance, pickup align­
ment, channel separation, frequen­
cy response, RIAA equalization, 
turntable rumble. Side 2: stylus 
wear, frequency response, RIAA 
equalization, 1M distortion, turn­
table rumble, tone arm resonance. 
CAT. NO. 30-200 . .. List: $4.98 

STYLUS MICROSCOPE / 
Optical instrument for checking stylus 
wear. Has adjustable focus and magnify-
ing power of 50. Complete with pen,type 
pocket clip. 

CAT NO. 30-218 ........................ List: $2.50 . . 

PHONO LEVEL 
Bubble-type gauge for precise measure­
ment of phonograph level. Accurate to 
better than 1 0 • 

CAT NO. 30-224. List: $2.50 
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I I I I /lU'" audto----
PHONO ACCESSORIES (Continued) 

STYLUS WEIGHT GAUGE 

Measures force needed to lift tone arm 
from record. Calibrated in bands with an 
expanded scale at low force. Accurately 
gauges correct s~Ylus pressure. 

CAT. NO. 30-220 

DEC I-GRAM STYLUS PRESSURE GAUGE 
Precisely calibrated, 1 to 10 gram pressure 
gauge measures stylus pressure within '/2 
gram. The sturdy DEC I-GRAM is built to 
close tolerances to give you years of accu­
rate service. Use it often ... your records 
will last longer, sound better. 
CAT. NO. 30-222.. . .. List: $1.65 

PHONO LEVEL KIT 

List: $2.80 

Includes bubble-type phono 
level and four adjustable feet 
for balancing of any phono­
graph or turntable. 

CAT NO. 30-226 List: $3.25 

STROBE DISC 
New design shows not only correct speed but also ± 2% and 
± 4% deviations. 
CAT. NO. 30-228 (Cardboard) List: $ .55 
CAT. NO. 30-230 (Plastic) List: $1.65 

PHONO SPEED TEST KIT 

Complete outfit for check,ng turntable 
speed. Includes plastic scrobe disc and 
handy neon lamp. 

CAT. NO. 30-232 List: $2.90 

TAPE ACCESSORIES 

TAPE SPLICER - EZE SPLICE MODEL 

For fixing broken tape and editing. Pro­
vides easy-to-repair mitre cut. 

CAT. NO. 30-100 List: $2.75 

SPLICING TAPE 

TAPE SPLICER-PROFESSIONAL 
MODEL 

Easy to use, precise cutter/splicer with 
pair of curved cutting blades. Leaves 
tape edges free of adhesive. For use 
with any '/4" tape. 

CAT. N·O. 30-104 ........ List: $9.95 

For use with any tape splicer. Special cold setting, non-flowing 
adhesive on Mylar base. 100" spool, ]/2" width. Enough for 200 
splices. 
CAT. NO. 30-110 List: $.50 

TAPE RASER 
Removes a II traces of 
signal and noise from 
audio tapes and 16 
or 35 mm magnetic 
sound film. Powerful 
erase action (to -52 
db) lowers residual 
noise level below that 
of some virgin tape. 
Erases tape on reels up to 10]12" in diam. 
Complete operation takes only 30 seconds. 
CAT. NO. 30-114 . List: $33.00 
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HEAD-DEMAG TAPE HEAD DEMAGNETIZER 

Safely removes all trace of magnetism 
from recording heads. Curved, flat tip 
is plastic-covered - can't scratch or 
damage. Reaches most heads with cover 
left on; on-off switch eliminates unplug­
ging when device is not in use. 
CAT. NO. 30-112.. .. ..... List: $9.95 

TAPE END CLIPS 

Stops straying tape ends. Reusable plastic 
clip, works with any reel. 

CAT. NO. 30-116 (Pkg. of 18) List: $.60 

REEL-NEAT TAPE CLIPS 

Works on full or partially fu'l reels. Keep tape neatly wound 
for convenience in storage. Sna;:l-on clips, fit any reel, full 
or partially empty. Made of non-magnetic stainless steel. Fits 
snugly on whee I·-does not interfere with placing reel back 
into storage carton. Package of 5. 
CAT. NO. 30-130 List: $1.25. Pkg. 

TAPE AND RECORD LABELS 

36 pressure-sensitive 1/2" x 2" labels provide handy index to 
the music library. Space for title, date, and number. 

CAT. NO. 30·118 List: $.55 

TAPE CUEING LABELS 

Color coded, pressure-sensitive numbered 
bs for marking Selections anywhere on a 

tape. Package contains five sheets, six tabs 
to a sheet, and includes identification labels 
for the reel or box. 
CAT. NO. 30-120 . .. ............. List: $1.65 

TAPE THREADING LEADER 
For easy threading of tape on reel. 24" Mylar 
leaders with pressure sensitive adhesive. A 
small foam rubber ball at one end drops into 
hub of take-up reel. On fast rewind, the ball 
releases without damaging tape. 
CAT. NO. 30-122 (Pkg. of 10). .. List: $1.40 

KLEEN-LUBE 

Two-bottle kit for cleaning and lubricating 
tape heads. Cleaner dissolves dirt and 
grease. Lubricating fluid contains silicone 
in solvent base; leaves light silicone film 
to reduce friction, eliminate tape squeal. 

CAT, NO. 30-124. List: $1.95 

KLEEN-TAPE 

100' of specially impregnated cloth tape on 5" reel for cleaning 
tape heads. "Plays" through any standard tape recorder in less 
than 2 minutes. 
CAT. NO. 30-126.. List: $2.95 
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TAPE ACCESSORIES (Conti;'ued) 

TAPE RECORDER ACCESSORY KIT 

Complete set of essentials for proper 
care and operation of tape recorders. 
Contains "EZE-Splice" tape splicer, 
roll of spl,icing tape, package of tape 
labels, box of tape end clips, package 
of tape starting leaders, reel of Kleen­
Tape and Vial of Phono and Recorder 
Oil. 
CAT, NO. 30-148 .................. List: $9.95 

TELEPHONE PICK-UP 

Records both sides of a telephone conver­
sation - suction cup attaches to any 
phone. Plugs into tape recorder. 

CAT. NO. 30-150 
(plug not included) ............... List: $5.95 

CAT. NO. 30-152 
(with standard phone plug) ... List: $6.95 

AUDIOTEsTER ,TAPE 
: I':' 

For checking performance of stereo 
and mono tape machines and asso­
ciated equipment. Tests include head 
alignment, resonance, frequency re­
sponse, NAB equalization, intermodu­
lation, flutter, metronome balance, and 
distortion. 7.5 ips, tape comes with 
detailed instruction. 

CAT. NO. 30-206 (Standard tolerance) ........ List: $6.50 

CAT. NO. 30-208 (Pr~cise tolerance) ...... List: $8.25 

CAT ••. NO. 30-210 (4 track test tape) .............................. List: $6.50 

PILLOW SPEAKER 

Personal ).nstrument for Private Listening. 
For use with transistor radios or across 
voice coil leads of any speaker. Electro-
magnetic element for maximum sensitiv­
ity and widest possible tone range. For 
private listening, without disturbing 
others. Comes with cord and miniature 

, phone plug to fit transistor radios. 

CAT. NO. 30-160 .......................... List: $4.95 

MISCELLANEOUS 

HI FI ACCESSORIES 

PROFESSIONAL HEADPHONES 

High quality instruments for stereo 
and monOphonic .play. Frequency 
range 50-15,,000 cps. Moving coil ele­
ments contain dual 16 ohm voice 
coils and lightweight plastic dia­
phragms. SJpPlied with connecting 
cable and plugs. Impedance: 16/16 
ohms (stereo). or 8 ohms (mono). 

CAT. NO. 30-158 ............... List $49.00 

MINIATURE EARPHONE 
For private listening.to radios, TV, and 
hi-fi. Electro-dynamic type with fre­
quency range 50-4000 cps. Lightweight 
metal clip holds phone to either ear. 

CAT. NO. 30-154 (15 ohm) ...... List: $4.50 
CAT. NO. 30-156 (2000 ohm) .. List: $4.50 

ENGINEER'S HI-FI 
SERVICE TOOL KIT 

CAT. NO. 30-244 

List: $16.50 

Special tools for the audiophile 
or professional for repair, instal­
latIOn and adjustment of hi-fi 
and music equipment. Heavy 
duty plastic pouch contains 
miniature-tip soldering iron; 
precision tweezer; neolite cir­
cuit tester; phono & recorder 
oil; set of Jeweler's screw­
drivers; Phillips screwdriver; 
miniature screw holding screw­
driver ("Minihold"); wire strip­
per and cutter, and a package 
of solder. 

ALL-PURPOSE TEST METER 

True pocket size, rugged mechanical multi-purpose circuit 
tester. Ideal for servicemen, technicians, hobbyists, students, 
etc. 9 voltage ranges from 6 to 600 V., AC and DC; three re­
sistance ranges to 200 megohms; three DC current ranges; also 
direct reading capacity, inductance and decibel ranges; sensi­
tivity; 6000 ON, DC; 2700 O/V AC. 

CAT. NO. 30-240 ..... ................ List: $33.90 

PHONO AND RECORDER OIL 
Specially compounded non-gumming oil 
in handy plastic drop-by-drop applicator. 
Contains rust inhibitor. 
CAT NO. 30-250. . ..................... List: $.65 

SPEAKER CONE WEATHERPROOFING 
Special silicone compound weatherproofs 
speakers for outdoor use. 8 oz. in aerosol­
type spray can; enough to protect several 
speakers. 
CAT. NO. 30-252 ....... List: $2.50 

FM INDOOR ANTENNA 

Folded DipolE: for local or strong signal locations. Comes . ready 
to install with 6' lead wire and spade lugs. 
CAT. NO. 30-270 .... List: $2.10 

VIBRATION PADS 
Resilient pads made of foam plastic and sponge rubber. 
laminations reduce rumble, minimize fezdback, and protect 
cabinets. Four available sizes to fit wide variety of un,its. 

CAT. NO. SIZE LIST 
30-162 6"x12" $0.90 
30-164 9"x12" 1.25 
30-166 12"x12" 1.60 
30-168 13"x16" 2.25 

HI FI DECALS 

Jumbo assortment of attractive labels. Includes identification 
tabs for controls, cabinets, chassis parts and remote control 
devices. ' 
CAT. NO. 30-314 ....................................... . .. List: $1.50 
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MISCELLANEOUS HI FI ACCESSORIES (Continued) 

STEREO/MONOPHONIC SWITCHBOX 
Parallels two stereo channels for noise­
free play of monophonic records with ste­
reo cartridge. Two-position switch for 
stereo or mono play. 3 ft. shielded cables 
with male phono plugs included. 

CAT_ NO. 30-290 (surface mountillg) List: $4.85 

CAT. NO. 30-292 (panel mounting) List: $5.25 

DUO JACK SWITCH BOX 

Connects two units such as tuner and record player or tape 
machine to single input. Automatically switches signals. Con­
tains two inputs that accept phono jacks and 18" output cable 
with phono plug. 

CAT_ NO. 30-294 (surface mounting) ..................... List: $3_00 
CAT_ NO. 30-296 (panel mounting) ............................... List: $3_75 

POWEROFF 

REMOTE POWER CONTROL 
Operates like a light switch; pro­
vides remote control of electrical 
equipment at a'ny location, with 
any number of switches. Contains 
low voltage signal power supply 
and relay switch. Remote switches 
fit standard electrical outlet box or 
may be built into a cabinet. Uses 
3 conductor low voltage wire. 10 
amp at 117.5 volt capacity. 

CAT. NO_ 30-300 (includes 
3 switches) ......... List: $23.00 

CAT. NO_ 30-302 (with 3 pilot 
light switches) List: $28.00 

CAT. NO_ 30-304 (additional 
switches without pilot 
light) ............................ List: $2.2ll 

Shuts-off power to automatic record 
changers when last record' has been 
played. Automatic shut-off may. be 
switched to manual control. Complete 
with line cord and two receptacles. 
CAT. NO. 30-310 (for changers 

drawing 30-45 watts) .... List: $11.95 
CAT_ NO. 30-312 (for changers 

drawing 15-30. watts) .... List: $11_95 

CAT_ NO. 

30-320 

30-322 

30-324 

30-326 

30-3~8 

30-330 

30-332 

30-334 

30-336 

HI FI KNOBS 

Attractive plastic knobs with silver or gold 
ring inserts. Standard V4" brass insert bush­
ing with set screw - fits any shaft configura­
tion. 

COLOR SIZE LIST 

Black/gold 1" Xl~6" ...• ........................... $1.00 

Grey/silver 1" x1%," ................................ 1.00 

Ivory/gold 1" x1o/i," ................................ 1.00 

Black/gold 1%,"'x'o/i," ................................. 1_00 

Grey/silver 1 ~6"Xl~6" ..•...••...•.•••..•....••.••..•. , 1.00 

Ivory/gold 1f1,"x'3f,6" ................................ 1.00 

Black/gold .1V2"X¥e" ................................. 1.30 

Grey/silver 11/2"x'¥a" ................................. 1.30 

Ivory/gold 11h"x7fa'~ ................................ _ 1_30 

DRAWER SLIDES 
For mounting record players, tape machines or other equipment 
in storage walls or cabinets. Support up to 50 Ibs.; fit any 
drawer up to 17" long. Nylon rollers provide smooth operation. 

CAT_ NO_ 30-350 (one pair) ............................................ List: $3.30 

CAT_ NO_ 30-348 (Ball bearing slideS) .................... List: $5.00/pr, 

ACOUstiC PADDING 

Spun fiberglass eliminates standing sound waves, reduces re­
verberation inside speaker cabinets. May be used for any appli­
cation to control or absorb sound. 

CAT. NO. 30-356 (24"x60"xl") ................... List: $ 2.25 

CAT_ NO. 30-358 (Roll 24"x150'x1") .......... List: $56.15 (3De lin. ft.) 

SPEAKER SELECTOR SWITCH 

Dial switch provides control of 1 to 3 
speakers anywhere in the house. Fin­
ished in attractive brush lacquered 
solid brass. Terminals on rear. 

CAT. NO. 30-360 
(surface mounting or free standing) 

List: $5_50 

CAT. NO. 30-362 
(wall plate type) ................. List: $3_50 

CAT_ NO_ 30-388 
(StereophoniC speaker selector Wall plate type) 

List: $4_95 

SPEAKER VOLUME CONTROLS 
Terminal-type controls for mounting on 
standard electrical wall plates. Also fit 
standard conduit box or may be mounted 
in any panel or cabinet. 10 watt power 
capacIty (20 watt peak); "L" pad design. 

CAT. NO. List 
WALL PLATE TYPE 
30-364 (for 8 ohm speakers) ............ $4_95 
30-366 (for 16 ohm speakers).... .. .. $4.95 
30-368 (for 8 ohm speakers with 

output jack for plug-in of 
extension speaker) ............... $5.25 

30-370 (for 16 ohm speaker with 
jack as above) ....... .. .$5.25 

30-372 (for two 8 ohm speakers) .... $8_50 
30-374 (for two 16 ohm speakers) ..... $8_50 

SURFACE MOUNTING (in self-contained box) 

30-376 (speaker volume control 8 ohm) ............................ $ 7_00 

30-378 (speaker volume control 16 ohm) .......................... $ 7.00 

30·380 (dual stereo speaker 8 ohm) ................................ $10_50 

30-382 (dual stereo speaker 14 ohm) ................................ $10.50 

CABINET TYPE 

30-384 (speaker volume control 8 ohm) ........................... $ 3.50 

30-386 (speaker volume control 16 ohm) ........................... $ 3.50 

"T" PAD, PANEL MOUNTING 
30-390 (8 ohm, 25 watt 

peak audio) ...................... $6.75 
30-392 (16 ohm, 25 watt 

peak audio) ...................... $6_75 

SOLDERLESS PHONO PIN PLUGS 

Completely new design requires only 
stripping of cable inserting in plastic 
shell and assembly with two screws. 
Right angle style. 

CAT. NO_ 30·-S30 .................................... List $.90. pk/2 grey plugs 

CAT_ NO_ 30-532 ................................ Li$t: $_90 pk/2" black plugs 
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CONNECTING CABLES, ADAPTORS, PLUGS AND JACKS A full assortment of Interconnecting Cables, Adap­

tors and connectors for connecting Hi-Fi sets. Cables come in a variety of lengths for any application. 

SHIELDED CABLES 

Phono Pin Plugs on both ends. 

A CAT. NO. LENGTH 

30-400 
30-4112 
30-404 
30-406 

18" 
36" 
72" 

144" 

LIST 

$1.00 
1.25 
1.50 
2.00 

Phono Pin Plug on one end, other end stripped and 
tinned. 

B CAT. NO. 
30-412 
30-414 
30-416 
30-418 

LENGTH 

18" 
36" 
72" 

144" 

LIST 

$ .90 
1.00 
1.25 
1.75 

Phono Pin Plug on one end; Phono Pin Jack on other end. 
C CAT. NO. LENGTH LIST 
30-424 18" $1.25 
30·426 36" 1.35 
30-428 72" 1.75 
30"430 144" 2.25 

Phono Pin Jacks on both ends. 
D CAT. NO. LENGTH 
30-434 
30·436 
30-438 

18" 
36" 
72" 

LIST 

$1.55 
1.80 
2.25 

Phono Pin Plug on one end, 90° Phone Plug on other. 
E CAT. NO. 30-442 (72") List: $2.00 

Phono Pin Plug on one end, Std. Phone. Plug on other. 

F CAT. NO. 30-444 (72") List: $2.00 

90° Phone Plug on one end, Phone Jack on other. 

G CAT. NO· 30-446 (10') List: $5.00 

Std. Phone Plug on one end, Phone Jack on other end. 

H CAT NO. 30-448 (10') List: $5.00 

Phone Plug on one end, other end stripped and tinned. 
I CAT. NO. 30-450 (6') . List: $1.90 

Mike Connector on one end, other end stripped and 
tinned. 

J CAT. NO. 30-452 (10') 
30·464 (8') 
30-466 (15') 

List: $2.70 
2.80 
3.90 

TWO.CONDUCTOR CABLES 
Alligator Clips on one end; 90° Phono Pin Plug on 
other end. 
K CAT. NO. 30-456 (10') List: $2.25 
Spade Lugs on one end; 90° Phono Pin Plug on other 
end. ' 
L CAT. NO. 30-458 .(10') List: $1.85 
Alligator Clips On one end; 90° Phono Plug on other end. 

M CAT. NO. 30-460 (10') List: $2.40 
,Standard Phone Plug on one end; Alligator Clips on 
other end. , 
N CAT. NO. 30·462 (10') List: $2.40 

ADAPTORS 
Phono Pin Jack, for connecting two Phono Pin Plugs. 

1 CAT. NO. 30·470 List: $1.00 
Phono Pin Plug to Standard Phone Plug 
2 CAT. NO. 30·472 List: $1.95 
Female Mike Connector to Standard Phone Plug. 
3 . CAT. NO. 30·474 List: $ .45 
Mike Connector to Phono Pin Plug. 
4 CAT. NO. 30-476 List: $1.00 

30-500 Phono Pin Plug to 2 Phono Jacks 1.75 
30-502 (3 phono pin jacks) 1.75 
30-504 (2 pin jacks) 1.90 
30-506 Phone Plug to 2 ~ike Connector 1.90 

MISCELLANEOUS 
Connector for two Male Mike Connectors. 
5 CAT NO. 30-478 
Mike Connector, Single Contact, Male. 
6 CAT· NO. 30-480 
Mike Connector, Single Contact, Female. 
7 CAT. NO. 30-482 
Three Mike Connectors 

List: $1.00 

List: $ .50 

$ .70 

CAT. NO. 30·508 List: $1.65 
Standard Phone Plug, 2 Contact, Plastic handle. 
8 CAT. NO. 30-484 List: $ .80 
Standard Phone Plug, 2 Contact, "Stubby" Metal handle 
(shielded). 
9 CAT. NO· 30-486 List: $1.00 
Phone Plug, 3 Contact, Plastic handle. 
10 CAT. NO. 30-488 List: $1.50 
Phone Plug, 3 Contact, Metal handle (shielded). 
11 CAT. NO. 30·490 List: $1.50 
Phono Pin Plugs, Package of 4. 
12 CAT. NO. 30-492 List: $ .55 
Phono Pin Jacks, Package of 3. 
13 CAT. NO. 30-494 List: $ .55 
Phono Pin Plug with Removable Shielded Handle. 
CAT. NO; 30-534 List: $1.00 (pkg.j2) 
Phono Pin Jack, Package of 2. 
CAT. NO. 30·536 .. " List: $1.20 
Speaker Wires, 22 Ga, 2 Conn for connecting loud spkr. 
CAT. NO. 30-550 (20') Speaker Wire List: $ .70-

30·552 (40') Speaker Wire 1.25 
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LEAK STEREO MODELS 
"Point One Stereo" Preamplifier. 
"Stereo 50" Amplifier, 25 watts 
per channel. 
"Stereo 20" Amplifier, 12 watts 
per channel. 

LEAK MONAURAL MODELS 
Varislope III Preamplifier. 
l/50 PLUS-O.l % dist. at 50 w. 
TL/25 PLUS-O.l % dist. at 25 w. 
TL/12 PLUS-OJ % dist. ot 12 w. 
NEW! Trough Line II FM Tuner. 
ONLY LEAK KEEPS HARMONIC 
DISTORTION DOWN TO 0.1% 
AT FULL RATED POWER. 

"Super K" 
Headphones 

Specifically designed 
for Stereo/High Fidelity 

Applications. Moving coil 
watch·type receivers. 52 ohms. 

SECTION 1340 

THE 
LABORATORY 

SERIES 

Model AT6 
,A new Automatic 

Turntable modestly 
priced but distinguished 

by features and performance 

TYPE A 
AUTOMATIC 
TURNTABLE 

4-speed unit-dynamically 
balanced tone arm-full size 

cast turntable-pusher platform-

unequalled except by Garrard's,own 
Type A. 4 speeds with separate manual 

and auto controls and intermix. 
Built·in gram scale-oversize turntable 

-interchangeable spindles-precision motor. 

interchangeable spindle device. 

Model Tmk II-"Crest" 4·Speed 
Manual Player, less cartridge, 
100/130 volts. 60 cycle A.C. 
(50 cycle pulley available). 

AUTOSLIM 
A new standard of 

styling in a budget 
record player. Ultra· 

compact with automatic­
manual operation-intermixes 

all records-new type balanced 
turntable -one-piece die cast tone arm. 

~:-"'()""-I1k? Ach,omatic Speake, Systems 

W40The first ultra-compact 
speaker system with sand-filled 
panels-famous Achromatic 
principle. Remarkable full 
range with excellent bass 
response. 

A full-range speaker sys­
tem with the rich, non-strident 

Wharfedale sound ... the speakers 
matched and critically tuned to a 

craftsman's cabinet ... %," genuine hardwood 
throughout. 

French Provincial Models of the W6D and W7D 

W60PR A full-range speaker sys­
tem with the rich, non-strident 

Wharfedale sound ... the speakers 
matched and critically tuned to a 

craftsman's cabinet .•. %," genuine hardwood 
throughout. 

Model B67 
Universal 
Mounting 
Base for 
W6D and 

W7D 

W70 

W70PR 

BRITISH INqUSTRHS CORPORATION - PORT WASHINGTON, N. Y. 
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SECTION 1340 

BURGESS BURGESS 
MAGNETIC RECORDING TAPE 

plastic all purpose 

by the makers of BURGESS BATTERIES 
MAGNETIC RECORDING TAPE 

40 years of successful developments in acoustics, coatings 
and coating processes, and solid state physics have en­
abled Burgess engineers to produce a superlative magnetic 
tape characterized by these quality features ... 

• SUPERB FREQUENCY RESPONSES 

• LOW NOISE LEVEL • HIGH SENSITIVITY 

• UNIFORM, TROUBLE-FREE PERFORMANCES 
ASSURED BY BURGESS QUALITY CONTROL 

BURGESS TAPE REEl LIST 
CATALOG N'tJMBER LENGTH SIZE PRICE 

111.1.5 150' 3" $ .70 

111.3 300' 4" 1.35 

111-6 600' 5" 2.25 

111·12 1200' 7" 3.50 

150·2.25 225' 3" 1.00 
150·9 900' 5" 3.60 
150.18 1800' 7" 6.21> 

102·6 600' 5" 2.65 

102.12 1200' 7" 4.25 

190·9 900' 5" 3.S0 
190·18 1800' 7" 5.50 

200.3 300' 3" 1.60 
200.6 600' 4" 3.05 
200.12 1200' 5" 5.45 
200.24 2400' 7" 9.50 

BURGESS \ 

CATALOG NUMBER SIZE 

LT.15 150'L. v."W. 

ST.5 150"L. v."W. 

RB·3 Clear Plastic 3" Reel 
RB-4 Clear Plastic 4" Reel 
RB·5 Clear Plastic 5" Reel 

RB·7 Clear Plastic 7" Reel 

B-3 For 3" Reel 
B-4 F<>r 4" Reel 

B·5 For 5" Reel 

B·7 For 7" Reel 

MB·4 For 4" Reel and Box 

MB·5 F"r 5" Reel a nd Box 

MB·7 For 7" Reel and Box 

'Trade Mark of DuP<>nt. 

SERIES NO. 

SUPERIOR _ESS QllAlITY for 
MAKIMUM OUTPUT and PLEASURE 

DESCRIPTION 

111 1.5 mil W' 
ALL.PURPOSE PLASTIC-
1.5 mil cellulose acetate for all general recording needs. Recognized 
throughout the recording industry as perfect for flawless recordings at 
minimum cost. The popular standard series tape. 

SERIES NO. 150 1.0 mil W' 
EXTRA.PLAY POLYESTER MYLAR*-
1.0 mil' polyester mylar* for trouble-free operation in all weather. 
Performs brilliantly, unaffected by heat or humidity. 50% more record-
ing time per reel. 

SERIES NO. 102 1.5 mil W' 
ALL PURPOSE MYLAR*-
1.5 mil mylar* for super toughness, flawless performance under all 
conditions. Immune to heat or humidity, will not dry out or become 
brittle. 

SERIES NO. 190 1.0 mil W' 
EXTRA·PLAY PLASTIC-
1.0 mil cellulose acetate for maximum economy. Superb reproduction 
with, full frequency response and 50% more recording time. 

SERIES NO. 200 .5 mil W' 
DOUBLE LEN,GTH TENSILIZED POLYESTER MYLAR*-
.5 mil double length tensilized polyester mylar* gives double the 
recording time of conventional tape. Twice the strength of conventional 
thin tape. Ideal for use under adverse conditions. Won't stretch or 
become brittle. 

ACCESSORIES 

LIST 
PRICE 

DESCRIPTION 

$ .90 Plastic Leader Tape 

.39 Splicing Tape 

.25 Empty Reel, Boxed 

.55 Empty Reel, Boxed 

.65 Empty Reel, Boxed 

.75 Empty Reel, Boxed 

.15 Empty Box 

.20 Empty Box 

.20 Empty Box 

.20 Empty Box 

.15 Corrugated Mailing Carton 

.15 Corrugated Mailing Carton 

.20 Corrugated Mailing Carton 
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SECTION 1340 

CAPPSCUTTERS 
Patent No. 2187512 and 2530284 

CAPPS CUTTERS are the finest examples of precision hand craftsmanship available in this country today. Each 
one is made by a series of hand shaping and polishing operations on delicate facets so small that they can be 
covel'ed by a human hair, Each is individually disc tested to assure the highest possible recording standards. 
PRODUCTION TOLERANCES: Included angle-Plus 7, minus 3 degrees: Radius, plus or minus .0003: Burnishing 
facet, plus or minus .00025 (measured at radius tip): Noise meter reading of minus 55db or better at an 8" 
record diameter. 

SAPPHIRE CUTTERS 
Cat. No. 

780S 

780l 
702S 
702l 
330S 
330l 
B2S 
B2l 

Duty 
For general course 
pitch wo~~ 78 and lP. 

Routine ~,icrogroove 

Utilit~,stYlus 

STELLITE CUTTERS 
871S 

871l 

Harder than steel­
softer th~,n sapphire 

Shank 
Short 

long 
Short 

. long 
Short 
long 
Short 
long 

Short 

long 

Shank MatI. 
Dural 

Dural 
Dural 
Dural 
Dural 
Dural 
Brass 
Brass 

Brass or 
Dural 
Brass or 
Dural 

Included Angle 
(degrees) 

87 

87 
70 
70 
87 
87 
87 
87 

87 

87 

Radius 
(Mils) 

1.5 

1.5 
2.0 
2.0 

0.5 to 1.0 
0.5 to 1.0 

to 1.0 
to 1.0 

to 1.0 

to 1.0 

List Price 
$8.25 

8.25 
8.25 
8.25 
8.25 
8.25 
6.60 
6.60 

2.50 

2.50 

CUSTOM MADE AND SPECIAL DESIGN STYLI AVAILABLE (MRS, ANM and FEATHER EDGE) 

Resharpening 
List Price 

$3.75 

3.75 
3.75 
3.75 
3.75 
3.75 
3.25 
3.25 

1.40 

1.40 

Eccentric styli, Advance balls, Shaving knives, Wax points, Embossing styli, Replaceable Sapphire reproducing 
needles, Cartridge assemblies with Sapphire points. 

CAPPS RESHARPENING SERVICE 
Most CAPPS MADE styli can be resharpened upwards of five times depending on whether they are simply dull or badly' chipped 
(Thermo styli cannot be resharpened this many times because of the wiring which limits the available area of sapphire.) CAPPS 
"RESHARPS" are given the same exacting care and attention as CAPPS new styli and are returned to the sender promptly. 

HOT STYLU5 UNIT 
The CAPPS HOT STYLUS UNIT is used for applying heat to disk recording styli, softening 
the disk material at the point of contact thereby producing smoother more accurate grooves. 
This results in a substantial reduction in surface noise, especially at the inner diameter and 
minimizes the mechanical load on the cutting head increasing its efficiency and frequency 
response. 

When ordering specify make and model number of cutter head and stylus requirements. 
Model No. 
CU-I Supplied without stylus """" .... """" .. " ... " .. "." ... "." ... """." .. ".".,,.,,,, .......... " .... ".$60.00 net 
CU-IR Supplied with regular duty stylus, LP or 78"".""."""""""""""""""""""""""" 66.45 net 
CU-IC Supplied with custom made stylus to customer's specification""""""""""""" 70.50 net 

CR BB 

MICROPHONES 
CONDENSER MICROPHONES 

CAPPS CONDENSER MICROPHONES are acoustically faithful, distortion free. omnidirectional, blast 
proofed. and have a smooth frequene,' response from 20 to 20,000 c.p.s. Their excellent transient response 
make them ideal for those who must have the ultimate in acoustical transmission. They are complete with 
preamplifier, power supply and cable. 

CM 2001 "PROFESSIONAL." The lowest priced condenser microphone available .. Combines all of the 
features above with low cost achieved through mass production. Available for high impedance input (Grid 
Input). A boon to high fidelity enthusiasts. 

CM 2001 .............. " ........ " ............................... " ... "" .............. " ................. Net Price $190.00' 

CAPPS "STUDIO" Condenser Microphones are completely equipped with Cannon Connectors and swivel 
head. 

CM 2030A-30 Ohms ..................................................................................... " ..... Net Price $225.00' 

eM 2250..\-250 Ohms .......................................................................................... Net Price $225.00' 

CM 201lA-Hi Imp. (Mic Input) .................................................................. Net Price $225.00' 

CRYSTAL MICROPHONE WITH CONTROLLABLE BASS BOOST 
(Patent Pend i ng) 

Designed to compensate for frequency response deficiencies inherent in many tape recorder and p.a. 
systems, this microphone has a control knob which causes the acoustic chamber of this microphone to 
increase the bass response of the microphone up to 12 db from 50 to 150 c.p.s. with smooth rise and roll 
off below peak boost. Smooth frequency response 20-12,000 c.p.s. Output level -55 db re IV /dyne/CM'. 
Omnidirectional. %"-27 thread for stand mounting or lay flat for desk use. Supplied with 15' of shielded 

. microphone cable. ' 

CR BB .............................................................................................................................. list Price $36.00 

CM 2030A 
CM 2250A 

'CM 20llA 
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SECTION 1340 

1. No. 111. All Purpose. Plastic backing. Flawless sound reo 
production at low cost. Recommended for all general recording 
needs. International standard of the recording industry. 

2. No. 102. All Purpose. Polyester backing. Coated on 
weather·balanced, super tough IV, mil PE backing. Flawless 
recording characteristics similar to No. 111. Ideal for long term 
storage of your valuable, irreplaceable recordings. 

3. No. 120. High Output. Plastic .backing. Enjoy music 
with greater dynamic range, freedom from distortion on si!1nal 
peaks and 100% more output for brilliant sound reproductIon. 
A must for hi·fi fans. 

4. No. 190. Extra Play. Plastic backing. 50% more tape 
on a standard size reel-as much recording time as 1 V, reels 
of standard tape. High·potency oxide provides complete purity 
of sound. 

5. No. 150. Extra Play. Polyester backing. Made for use 
in extremes oftemperature and humidity. 50% extra playing time. 

6. No. 131. Low Print. Plastic backing. Reduces print· 
through to a point below noise level on most professional mao 
chines. Has excellent recording characteristics, allows long time 
storage. 

7. No. 138. Low Print. Same magnetic and recording char· 
acteristics as No. 131-but has tough polyester backing. 

8. No. 200. Double Length. Tensilized polyester backing. 
The original no·break, no·stretch tape that plays twice as long 
as standard tape. Tensilized polyester .6 mil backing makes it 
twice as strong as ordinary double length tape. 

9. No. 311. TENZAR Backing. Designed especially for 
rugged use applications requiring frequent repeat, continuous 
play and constant handling. No. 311 is extra tough, tear·resistant, 
stretch·resistant and non·drying. End·Of·Reel Tape Clip packed 
with every reel, holds tape end securely in handling, storage 
and shipment. Available on clear, red, blue, green and yellow 
tra nsparent reels. 

10. No. 41. Splicing Tape. Has a special white thermosetting 
adhesive that is guaranteed not to ooze. Makes splices that 
actually strengthen with age. Available in handy metal dispenser 
on blister· pac display card. 

11. No. 43P. Leader and Timing Tape. For tape lead· 
ins, cueinli\, exact timing, identification between recorded selec· 
tions. AvaIlable on convenient, self·dispensing display card. 

STOCK 
NO. DESCRIPTION 

*111-1.5 14"x 150' 
111-3 14" X 300' 
111·6 14" X 600' 
111-12 14" X 1200' 
111·24H 14" X 2400' 
111-24R 14" x 2400' 

*102-6 14" X 600' 
102-12 14" X 1200' 
102-24H 14" X 2400' 
102-24R 14" X 2400' 

*120-3 W'x300' 
120-6 1J.I"x 600' 
120-12 14" X 1200' 
120-24H W'x 2400' 
120-24R W'x 2400' 

t 190-9 W'x 900' 
190-18 14" X 1800' 
190·36H 14" X 3600' 
190·36R W'x 3600' 

t 150-2.25 14" X 225' 
150-9 14"x 900' 
150·18 14" X 1800' 
150-36H 14" X 3600' 
150-36R 14" X 3600' 

* 131·12 14" X 1200' 
131·24H 14" X 2400' 
131-24R 14" X 2400' 

* 138·12 14" X 1200' 
138-24H 14" X 2400' 
138·24R 14" X 2400' 

200-3 14" X 300' 
200·6 14" X 600' 
200·12 14" X 1200' 
200-24 14" X 2400' 
200-48RPS 14" X 4800' 

311-6 14" X 600' 
311-12 14" X 1200' 

ACCESSORIES 

41-Y2S Y2" X 150" 
41·!i.L %." X 66' 
41'Y2L Y2" X 66' 
41-%L %"x66' 

43P-1.5 14" X ISO' 

EMPTY REELS AND BOXES 

RB3 
RB4 
RB5 
RB7 

LIST 
REEL PRICE 

3" $ .70 
4" 1.35 
5" 2.25 
7" 3.50 

HUB 8.50 
lOY." 10.90 

5" 2,65 
7" 4.25 

HUB 8.80 
lOY." 11.20 

4" 1.35 
5" 2.25 
7" 3.50 

HUB 8.50 
lOY," 10.90 

5" 3.50 
7" 5,50 

HUB 10.00 
10V2" 12.85 

3" 1.00 
5" 3.60 
7" 6.20 

HUB 12.00 
lOY." 14.40 

7" 4.40 
HUB 10.00 
10Y2" 12.40 

7" 5.10 
HUB 11.10 
10V." 13.50 

3" 1.60 
4" 3.05 
5" 5.45 
7" 9.50 
10Y2" 22.00 

5" 2.40 
7" 3.75 

.39 

.57 

.76 
1.01 

.90 

3" .25 
4" .55 
5" .65 
7" .75 

12, No. TC-12 •. End-of-Reel Tape Clip Display. List 
Price: .35¢ per pack of 10 clips; $4.20 per display. 

* Also available 4800' on hub or 14" reel. 

M.CRMP..a(120.I5)R 
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t Also available 7200' on hub or 14" reel. 

ANti THE PLAID DESIGN ARE REGISTERED TRADEMARKS OF 3M COMPANY, sr. PAUL S. MINNESOTA. 
EXPORT: '9 PARK AVENUE, NEW 'fORI<' N.Y. IN CANADA LONDON. ONTARIO 

MINNESOTA MINING AND MANUFACTURING COMPANY • 

••• WHERE RESEARCH IS THE KEY TO TOMORROW~' .. 
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SECTION 1340 

TAPE RECORDING 
COMPONENTS 

Magnetic Tape Heads 

TLB - 4-Track stereo R/P heads, laminated cores, 0.1 
mil gap. TlB-2 is high imp. (0.8 HY) for general pur­
pose replacement and conversion. TlB-4 is low imp. 
(0.09 HYJ for transistor circuits or recording only. 
TlB-7R is medium imp. (0.3 HY) and with 0.25 mil gap 
for recording only. Net $21.60 

TLA - 2-Track stereo RIP heads, laminated cores, 
0.16 mil gap. TlA-3 is high imp. (0.7 HY) for most ap­
plications. TlA-5 is low imp. (0.1 HY) for transistor 
circuits and record-only applications. Net $23.80 

SLA - '-h-Track monophonic R/P heads, identical to 
TlA models. SlA-3 is high imp. general purpose. SlA-5 
is low. imp. Net $16.40 

SLS -'-h-Track monophonic head, solid core. SLS-1 is 
high imp. (0.9 HY). SlS-3 is medium imp. (0.35 HY). 

Net $8.10 

SlF - Full-Track monophonic RIP head, laminated 
core, 0.16 mil gap. Coils may be connected for low 
or high impeda~ce (0.25/1.0 HY), Net $33.70 

Equipment 
RA-l00 RECORDING AMPLIFIER 

Supplies power to recording and erase heads. 
Has inputs for microphone, phono pickup or 
tape head. Includes VU·meter, adjustable 
bias and record currents to match almost 
any head. Recording only, not playback. 60 
KC bias frequency. Net $57.50 

PL-l00 PLAYBACK AMPLIFIU 

Provides 3 watts output to speaker. Inputs 
for tape head, phono cartridge, or tuner. 
Variable equilization for magnetic head. 

Net $46.50 

T·60 OSCILLATOR TRANSFORMERS 

Bias oscillator transformers, have Ferrox­
cube core for high efficiency. Furnishes bias 
and erase power. Type T-60E Includes circuit 
diagram using 12AU7 tube - 60 KC. 

Net $4.50 
Type T-60T2 is for' transistor circuits and is 
high and low Impedance - 60 KC. Includes 
circuit diagram. Net $4.50 

JUST PUBLISHED! 
See your distributor Tape Recording Ref­

. erence Guide featuring explanation, in 
layman's language, of how 4-Track Tape 
recorders operate and how to convert old 
recorders to 4-Track as well as replace­
ment of heads. Contains full installation 
instructions for all of Nortronlcs Conver­
sion Kits. 

Net 

REAR MOUNT 

BASE MOUNT 

SIDE MOUNT 

R/P HEADS have 
similar mounting 

selections 

SEQ - 4-Track stereo erase head. SEQ1 is high imp. 
(115 V. 60 KC). SEQ4 is medium imp. (35 V. 60 KG). 

Net $12.50 

SEH - 2-Track stereo erase head. SEH1 is high imp. 
(115 V. 60 KC). SEH4 is medium imp. (35 V. 60 KG). 

Net $12.50 

MEH - 1/2-Track monophonic erase head. MEH1 is 
high imp. (115 V. 60 KG). MEH4 is medium imp. (35 V_ 
60 KG). Net $7.50 

MEF - Full-Track erase head. MEFl is high imp.(115 V. 
60 KC)' MEF4 is medium imp. (35 V.60 KG)'Net $12.50 

Many special purpose 
erase and record I play 
head s ava i I a b I e from 
stock or on special order, 
such as miniature "J" 
Heads shown at right. In­
formation avai lable on 

. request. 

Stereo Conversion Kits 

Convert your own tape equipment to 4-track 
stereo playback or stereo playback/record 
with these new stereo conversion kits. All 
kits come complete with hardware and in­
structions. 

WOLLENSAK-REVERE 

WR-60 - Converts all 2-track models to 4-track stereo. Includes 3 
position head-shifter for 2-track stereo and 4-track mono operation. 
Allows stereo recording with additional amplifier (not included) 

$49.50 

WR-35 - 4-Track Conversion Kit for all Revere and Wollensak 2-Track 
Stereo tape recorders. Includes TLB-2, 4-Track Stereo replacement head, 
and HS-1 Head Shifter which permits playing of 2-Track Stereo tapes 
also. Retains monophonic record/playability. Net $25.50 
WR-40 - 4-Track Conversion Kit for all Revere and Wollensak Monophonic 
recorders. Includes TLB-2 4-Track Stereo head, monophonic erase head, 
connecting cables, all mounted for ready replacement. Has Head Shifter 
for 4-Track and 2-Track playback. Net $32.50 

PENTRON 
P-6 - Kit for converting all Pentron Monophonic and Stereo machines 
to 4-track Stereo playback and Monophonic record. Net $29.70 

P-7 - Stereo erase kit for machines. Works with P·6 kit described 
above to permit 4-track stereo recording .••••..•..••• __ ••. $15.00 

VM 
V-Ii - Kit for converting all VM recorders to 4-Track Stereo Playback and 
Monophonic record. Net $25.50 

V-7 - Stereo erase kit for machines. Works with V-S kit described 
above to permit 4-track stereo recording ....•• _ • ,_., .••.•. $15.00 

WEBCOR 
W-6 - WEBCOR 4-Track Stereo Conversion Kit. Converts Monophonic and 
2-Track Stereo machines to 4-Track Stereo. Has head shifter for both 
2-Track and 4-Track tapes. All 2800, 2900, and 2000 series (except 2020). 

. Net $36.00 

Prices Subiect to Change. Write for Current Price List. 
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SECTION 1340 I 

hum-bucking telephone pick-up coil - model HP-70 

For transcribin'g telephone conversations, this coil is designed fDr use with hig" impedance 
input tape recorders, amplifiers and dictating machines. This deluxe unit has been de­
signed with symmetrical hum cancelling pick-up coils. Ruggedly constructed of high impact 
plastic. 

• Eliminates high stray hum pick-up usually encountered with conventional pick-up coils 

• Color: Grey 

• Size: 2%" L x fa" W x Sk" H 
Model HP-70: User Net-$6.95 

As above with Molded Phone Plug 
Termination 

• Model HP-71 - USER NET: $7.50 

• Shipping Weight: 3 ozs. 

• Mounting: Double Suction Cup 

• Coble Length: 5 Feet 

• Termination: Tinned Leads 

• Shipping Weight: 2 ozs. 

telephone pick-up coil - model HP-61 

For transcribing telephone conversations with recorder or making messages audible on 
amplifier. ,May also be used' as probe for locating sources of hum. 

Equalized Level: Local and distant conver­
sations recorded with more constant sig­
nal level than base mounted units. 

Suction Cup: Mounting on telephone re­
ceiver. 

Universal Model: One unit suitable for all 
types of telephones. 

Plug-in Use: Supplied with 68" shielded 
cable, terminated with standard phone 
plug for mike input of recorder or am­
plifier. 

Finish: Optical Black. 
Compact: Size only %" diameter x 2" 

long. 

Weight: 1 % ounces. 

USER NET: $4.77 

stereo 3rd channel-output matching transformers model HM-90 

This precision transformer has been designed for the Audiophile who wishes to convert 
his Monaural System to Stereo or who wishes to modify or enlarge his Si~reo system . 

• Permits "hole-in-the-middle" fill in with 3rd Channel Speaker . 

• Two HM-90 permits construction of Single cabinet, Single location, Stereo system. 

• Permits addition of any combination of 
ratings. 

• Permits these changes to IDe mdde and 
polarities, and desired power levels. 

Power: 30 watts. Peak Power 100 watts. 

Frequency Response (Power): 40 to 20,000 
cycles. 

Impedance Range: 
+16, +8, +4, 0, -4, -8, -16 ohms 
(Minus sign refers to reversed polarity.) 

Insertion" Loss: Less than 1 db. in most, 
hookups. Whim used on +4n and in 
-4n out Taps, 3 db 

Net 

Monaural or Stereo speakers, regardless of 

still maintain matched impedances, required 

Simple -Connections: Easy to follow instruc­
tions show connections to be made to 
numbered solder lugs for each type of 
stereo system. 

Finish: Vacuum Varnish impregnatio,ri. 

Size: 33,4" x 2%" X ,2~6" hi; 3%" Mtg. 
ctrs. 

Weight: 2 Ibs. 

USER NET: $6.33 
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SECTION 1340 J 

Tape Head Demagnetizer - Model HD-40 M 
fOR TAPE RECORDING HEADS 

Permanent magnetizing of recording heads during normal use of tape recorders is a com­
mon occurrence. Magnetized heads cause high noise level and harmonic distortion. 

The HD-40M Head Demagnetizer, when properly' us~.:I, removes any residual permanent 
magnetism from the heads. It consists of a heavy duty alternating current electromagnet 
with an extended pole piece designed for easy access to the recording heads of most 
tape recorders. When energized, contact of the demagnetizer pole piece with the pole 
tip of the recording head causes the head to be saturated by an alternating magnetic 
field. Gradual removal of the head from this saturating field neutralized any residual 
permanent (DC) magnetism in the recording head. 

• Removes permanent magnetism 
• Reduces noise level 
• Reduces harmonic distortion 
• Improves signal ·to noise ratio 
• Insures high frequency response 
• Reduces hum of tape head 
• Special finish on pole piece prevents 

marring recording head surfaces 

• Rating 117 volts AC, 1 AMP. 

• FINISH: High impact molded epoxy 

• SIZE: 4" long x 1 'A" Diameter 

• WEIGHT: 7 ozs. 

• USER NET: $5.25 

Magnetic Tape Eraser - Model HD-ll 

A bulk tape demagnetizer that develops a high intensity magnetic field. Erases recorded 
signals and noise from magnetic tape without rewinding. Saves unnecessary wear on 
heads and tape. Noise level reduced below level of standard erase heads. Restores tape 
to like new condition or beller. 

• Spindle Mounting of reel permits rapid 
thorough coverage without missed spots. 

• Reel Size Range: 5",7", 10Vz". Spindle 
removable for use with other reel sizes. 

• Accessory: Adapter hub for use with 
N.A.B. 10Vz" reels 
(Model HD-ll-AD ... User Net $2.30) 

• Universal Use: May also be used for de­
magnetizing record - playback - erase 
heads, watches and othet metal objects. 

• Rating: 117 volts AC, 5 amps. 
• Finish: Baked Enamel. 
• Size: 3" x 5" x 8". 
• Weight: 8Vz Ibs. 
• USER NET: $23.38 

A MUST FOR STEREO RECORDING 
Most stereo recorders do not provide facilities for pre-erasing both tracks 

Magnetic Tape Eraser - Model HD-11 M Epoxy Molded 

A .heavy duty bulk tape demagnetizer that develops a high intensity magnetic field. 
Erases recorded signals and noise from magnetic tape without rewinding. Saves unneces­
sary wear an heads and tape. Noise level reduced below level of standard erase heads. 
Restores tape up to Vz" to like new condition or beller. 

• Spindle mounting of reel permits rapid 
thorough coverage without missed spots. 

• Reel Size Range: 5" x 7" x 10%" 
• Spindle removable for use with other 

reel sizes. 

• Accessory: Adapter hub for use with 
N.A.B. 10V2" reels 

(Model HD-ll-AD ... User Net $2.30) 

• Universal 'Use: May also be used for 
Demagnetizing record Playback-Erase 
Heads, watches and other metal objects. 

• Rating: 117 Volts AC, 5 Amps. 

• Finish: Cast Epoxy-High impact. 

• Size: 7" l x 3%" W x 3'A" H 

•• Weight: 9 Ibs. 

• USER NET: $18.95 

A MUST FOR STEREO RECORDING 
Most stereo recorders do not provide facilities for pre-erasing both tracks 

mlCROTRfln company inc. 
Valley Stream, New York 
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It's New ... It's the 
CONTINENTAL "100" 
(EL 3585) 
100 % Transistorized, Battery Operated 
PORTABLE TAPE RECORDER 
Ultra -light - ultra - simple - ultra - rugged 

It's here - Exactly the portable you've been waiting for, for candid, on-the­
shoulder, split-second recordings of any sound, any voice, anywhere, every time_ 

Nothing approaches this newest addition to the Norelco family of tape recorders when 
it comes to on-the-fly, extra-fidelity recordings of interviews, inventories, lectures, 
theatrical and musical performances, parties, nature walks, ball games and singing 

gondoliers_ Enclosed in a handsome high-impact polystyrene case, and with its full complement of 6 low cost, (20 hr. recording life) "0" cell batteries, the 
Continental "100" weighs a mere 8 Ibs. It readily handles both 3" and 4" reels and hence, provides up to 2 hours of recording and playback time per reel. 

OTHER FEATURES AND SPECIFICATIONS. Instantaneous operation, minimum battery drain, small size, superior circuitry - thanks to 100% transistorized 
construction; Compatibility - tapes are fully interchangeable with all constant-speed 17/e ips, 2-track A.C. line-powered recorders; Simple operation - 3 self-lock­
ing push-buttons handle all recording and playback functions; Self·contained - with Norelco 4" speaker; Combined Indicator - for modulation level and battery 
life; Combined volume control - for recording and playback; Storage space - for microphone and cables; Input - for mike/radio/Phonograph; Output - for 
external amplifier; Tape speed - 17/e ips, constant-speed, capstan-drive; Frequency response - 100-6000 cps; Signal-to-noise ratio - better than -40 db; 
Dimensions - lOW' x 3%" x 7W'. $129.50 Complete with Norelco High Quality "Dynamic" microphone. 

The CONTINENTAL "400" 
4-Track Stereo Record-Playback 
4-Yrack Mono Record-Playback 

Model EL 3536 $399.50 
• fully self-contained with unique dynamic stereo microphone, plus 
two speakers (one in the removable cover for perfect stereo separa­
tion), dual hi-fi preamps, recording and playback amplifiers • fully 
compatible with conventional pre-recorded magnetic tapes • self­
contained phono/P_A. system. mixing facilities. 'sound on sound' 
trick switch • interlocking pause button • can also play through 

external hi-fi amplifier_ 

SPECIFICATIONS. Three Speeds - 7112, 3¥., and nil ips; Tracks - stereo 2 (dual); monophonic 4; Heads - Stacked; Frequency Response - at 71/2 ips 50-18,00C 
cps; at 3¥. Ips, 60-14,000 cps; at 17/s ips, 60-7,000 cps; Signal-to-Noise Ratio - 46 db or better; Wow and Flutter - less than .3% at 3¥. ips; Modulation 
Indicator - Magic Eye (Type EM84); Program Indicator - Built-In, 4-diglt adjustable; Pause Button - Instantaneous with locking device; Fast Forward ana 
Reverse - Less than 2 minutes for 1200 ft. of tape; Automatic stop - At ends of tape (with metalized strips); Audio Facilities - Self-contained, includin~ 
dual hi-fi preamps; recording and playback amplifiers, balance control and Norelco wide-range loudspeakers; Inputs - (1) for stereo microphone; (2) fOi 
stereo phono or tuners; Outputs - (2) for extension speakers; (2) for external amplifiers; (1) for stereo headphones; Microphone - StereophoniC (dual 
elements); Special Controls - TWo-channel volume, tone and balance; Switches: (1) 'sound on sound'; (1) 2-positi·on for combining both stereo channels te 
single speaker output; (1)- 4-positionselector (channels 1 and 4, 2 and 3, stereo and P.A.); Tube Complement - EF86 (2), ECC83 (3), EL84 (2), EM84 (1) 
Line Voltage - 117 volts at 60 cycles; Power Consumption - 100 watts; Dimensions - 18112" x 151/2" X 8112"; Weight - 43 pounds. 
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The 
CONTINENTAL 

"200" 
Model EL 3541 $179.50 

Low-Cost 4-Track Stereo Playback 
and Mono Record-Playback 

The top value, (7112 ips) recorder, available today! 
Frequency response 50 to 14,000 cps. Stereo head 
output for playback through external stereo pre­
amplifier. 'Sound on sound' trick button. Inter­
locking pause button. Mixing facilities. Foot switch 
available. Self·contained, including microphone 
and wide-range Norelco speaker. Also suitable for 
use as a phono/P.A. system. 

The 
CONTINENTAL "300" 

4-Track Stereo -Playback 
4 -Track Mono Record -Playback 

Model EL 3542 $269.50 
• mixing facilities. self·contained phono/P.A. 
amplifier and speaker system • sound on sound 
trick button. Interlocking pause button. head­
phone monitoring. stereo head output for play­
back through your own stereo preamplifier. foot­
switch available. 

SPECIFICATIONS: Three Speeds-71f2, 3314, and 17/e, 
ips; Tracks - stereo 2 (dual); Mono 4; Heads­
Stacked; Frequency Response - at 7'12 ips, 50 to 
16,000 cps; at 3% ips, 60 to 13,000 cps; at 17/e 
ips, 60 to 6,500 cps; Modulation Indicator - Magic 
Eye (Type EM81); Program Indicator - Built-in, 4-
digit adjustable; Inputs - (1) radio/phono; (1) 
microphone (with mixing facilities); Outputs - (2) 
stereo head; (1) for external speaker without con­
trols (1) for headphone monitoring recording 
circuit; Microphone - High-impedance dynamic; 
Line Voltage - 117 volts AC at 60 cycles: Power 
Consumption - 80, watts; Dimensions - 15314" X 
13" x 6%"; Weight - 30 pounds. 

© U.C.P., Inc. 

SECTION 1340 

HIGH FIDELITY LOUDSPEAKERS 
from the audio research center of the world 

T-7 LOUDSPEAKERS 
featuring the revolutionary iJO«;@IF\IJDi.\O:NIlII 

voice-coil magnets (30% more powerful than alnico V) 
standard 

~--- ~~~;'ting 
holes 

.... -- ~~~'7~~:1 

Model 

AD·5277M 

AD·4277M 

construction 

Truly among the world's most efficient loudspeakers, 
NORELCO T-7 units provide sound of professional calibre 
at all listening levels - and with less power (and subse· 
quently, less distortion), than all other speakers of their 
type. Ticonal·7 steel alloy makes the big difference in 
efficiency; NORElCO·designed dual·cones and magnet sys· 
tems let you hear the difference - unexaggerated bass 
and transient response, topped by clean, beautifully trans· 
parent high frequency reproduction. Listen to the sound 
- then examine the price tag. Only Philips of the Nether· 
Ilands, the audio research center of the world, could have 
guild-crafted these speakers to give you the 'cleanest 
sound around' at such moderate cost. 

,NOTE: Where quality is the prime requisite but economy Is an 
important factor, the NEW Norelco 12", Ferroxdure Ceram· 
ic AD·4201M!77* is the ideal solution. 

Power (watts) 
Contin- Efficiency Total Flux Frequency Audiophile 

Size uous Peak at 400 cps (Maxwells) Response Net 

12" 20 30 14% 134,000 35·18,000 $59.50 

12" 20 30 7% 98,000 35-18,000 39.00 

AD·420IM/77* 12" 10 15 7% 42,600 40.15,~ 22.95 

AD·4877M 8" 6 10 10% 58,300 50·20,000 26.00 

AD·3877M 8" 6 10 6% 26,200 75·19,000 9.90 

AD·35OOM 5" 3 5 4% 26,200 30·19,000 4.95 

NORTH AMERICAN PHILIPS COMPANY, IN( 
High Fidelity Products Division" Hicksville, L. I., N. 
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381 
SERIES 

The 381 Series Stereo Fluxvalve is more than a pickup. 
Originally, it was developed for the recording industry 

as a laboratory standard to enable recording engineers 
to make highly accurate and reliable measurements 

in order to precisely calibrate recording channels. In 
short, the 381 is a measuring instrument'for precision 

playback applications universally used by the 
leading record manufacturers for quality control 

and A & Revaluation. 
In 1961, Pickering &. Co., Inc. incorporated this very same 

professional instrument in a new high quality line known as the 
"Calibration Standard Series" making the ultimate in pickups available to the 

professional music critic and the discriminating audiophile as well. 
The Model 381 E is a complete reproducer which affords the user the facility 

to play every type of record manufactured. It is supplied with three 
interchangeable V-GUARD stylus assemblies: 0.7 mil for stereo- 1 mil for 

monophonic microgroove-2.7 mil for 78's and transcriptions. In addition, 
V-GUARD stylus assemblies of various radii may be obtained on special order 

from our Custom Engineering Department. 
Each Model 381 "Calibration Standard" pickup is individually calibrated in the 

laboratory by qualified personnel prior to shipment ... assuring the 
highest quality record reproduction possible. 

381 SERIES SPECIFICATIONS: Response ± 1 db from 20-10,000 cycles; ± 2 db from 20-17,000 cycles-Output 1 mv per cm. of 
recorded level-Channel Separation 35 db-Tracking Force 2-5 grams-Weight 14 grams. 

MODEL 381E "Calibration Standard" STANTON Stereo Fluxvalve: An ultra-linear professional pickup available in a 500/600 ohm 
low impedance model or the standard high impedance: 47,000-100,000 ohms. Supplied with mounting hardware, instructions and 
three (3) V-GUARD stylus assemblies: 0.7 mil for stereo: 1 mil for monophonic microgroove: 2.7 mil for 78's and transcriptions. 

$60. 
MODEL 381A "Calibration Standard" STANTON Stereo Fluxvalve: An ultra-linear professional pickup available in a 500/600 
ohm low impedance model or the standard high impedance of 47,000-100,000 ohms. Supplied with one 0.7 mil V-GUARD stylus 
assembly, mounting hardware and instructions .................... " ........................... ,., ........ , .................... . 

$48., 

~lrfi[KJlr®[KJ.199 
MODEL 

Model 199 STANTON UNIPOISE Arm with integrated "Calibration Standard" Pickup. An integrated 
arm and cartridge combining the highly awarded* UNIPOISE Arm and the Model 381A "Calibration 
Standard" STANTON Stereo Fluxvalve. The highest standards of engineering and craftsmanship have 
been achieved in the design and manufacture of the UNIPOISE Arm. It is a precision instrument 
employing a single friction-free pivot bearing for almost-infinite freedom to .trace the more-difficult­
to-track stereo groove. The complete assembly-tone arm and pickup-is only a fraction of the weight 
of conventional arms alone. Universally used for making reproducible laboratory measurements of 
record masters. Easily mounts on the compact motorboards of present day turntables. 

199 SPECIFICATIONS: Frequency Resp~nse-± 1 DB 20-10,000 cycles, ± 2 DB 20-17,000 cycles. 0utput-1 mv per cm. of recorded 
level. Chanllel Saparation-3S db. Tracking Force-2-5 grams. Weight~ oz. less base. 
Audiophile net price, including D-3807A Diamond stylus, installation instructions and mounting hardware ................. $67.50 

PI.ckerl.n g"M:~::~::: ~:~ ':~~:: T:~:~:;~:~~: 
PICKERING & CO., INC., PLAINVIEW, NEW YORK 

_ EXPORT: AD. AURIEMA, INC., 85 BROAD ST. NEW YORK. CANADA: CHARLES W. POINTON. LTD. • 66 RACINE ROAD, REXDALE, ONTARIO 
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MODEL 198 
UNIPOISE ARM 

an integrated arm and cartridge combining the Unipoise 
Arm and the new Model 38DA. The UNIPOISE employs a 
single friction-free pivot bearing for almost infinite free­
dom to trace precisely the delicate more-difficult-to­
track groove of stereo records. The complete assembly­
tone arm and pickup-is only a fraction of the weight of 
conventional tone arms. For use with all high quality tran­
scription turntables its practical size permits installation 
into areas only slightly larger than that required for record 
changers ... it will mount on a motorboard measuring only 
15 th" x 15 th". Simple unimount installation, employs a 
single thumbscrew and bolt. Exclusive arm rest with soft 
sable brush to keep the stylus tip free of dust at all times. 
Convenient stylUS force adjustment. 

198 SPECIFICATIONS: Frequency Response-20-15 KC. Output-2.5 mv 
.per cm. of recorded level. Channel Separation-35 db Tracking Force-
2·5 grams. Weight 6 oz. less base. 
Audiophile net price, including D-3807A Diamond stylus, Installation in· 
structions and mounting hardware .............................. $54.00 

PRO-STANDARD 
SERIES 

MK II 

a professional pickup outstanding for quality control. The 
choice of t.he leading recording companies throughout the 
United States for quality control of record masters and 
pressings.Traditional Pickering design quality assures 
the ·finest performance. Contains the easily replaceable 
"T-Guard" stylus assembly. 

SPECIFICATIONS: Frequency Response-20-15 KC. Output-l.3 mv per 
cm. of recorded level. Channel Separation-20-25 db. Tracking Force­
MK " A-2·5 grams, MK II C-4-7 grams. Weight-9 grams. 
Audiophile net price, including Diamond stylus, installation instructions 
and mounting hardware. 

Model MK II A-Manual Arm Type ................................ $26.40 
Model MK II C-Changer Type ................................... $24.00 

380 
SERIES 

for the discriminating 
record collector. This pickup 
utilizes the exclusive "V-Guard" 
easily replaceable stylus assembly; 
hermetically $eafed and fully encapsulated 
in precious mu-metal for a lifetime of trouble-free 
and hum·free performance. Completely compatible for all 
records, stereophonic or monophonic. Miniature de$;gn, 
fits all pickup arms, manual or automatic. 

SPECIFICATIONS: Frequency Response-20·15 KC; Output-2.5 mv per 
cm. of recorded level; Channel Separation-35 db; Tracking Force-A 
Type 2·5 grams; C type 4·7 grams; Weight-14 grams. 
Audiophile Net Prices: Includes Diamond Stylus, mounting hardware 
and installation instructions. 
Model 380A for manual tone arms ................................. $34.50 
Model 380C for auto changers ..................................... $29.85 

STEREO 

90 
a fine magnetic stereo 
pickup for the audiophile. 
For installation in automatic 
record changers, or manual 
players. Contains the easily replaceable 
"T-Guard" stylus assembly. Magnetic 
push-pull circuit, hum bucking coils. 

SPECIFICATIONS: Frequency Response-20·12 KC. Output-l.3 mv per 
cm. of recorded level. Channel Separation-20 db. Tracking Force-4·7 
grams. Weight-9 grams. 
Audiophile net price, including ~iamond stylus, installation instructions 
and mounting hardware ......................................... $16.50 
Replacement Stylus: Model 0·9007-.0007" radius diamond-
charcoal gray "T-Guard" ........................................ $ 9.90 

REPLACEMENT STYLI FOR THE STEREO FLUXVALVE 
To insure the same quality of performance you have come to know in your STANTON Stereo Fluxvalve, replace the 
worn stylus assembly with a genuine V-GUARD or T-GUARD which contains the finest quality diamond or sapphire 
precisely shaped to perfect contour and polished to ultimate smoothness. 

Use the chart below for convenient selection of the correct stylus for the application you require. 

Only Pickering & Co., Inc. 
manufactures the genuine 
V-GUARD stylus assembly 
for fhe Stanton Stereo 
Fluxvalve cartridge and 
pickup, covered under the 
following patents: 
U. S. #2,917,590; 
Great Britain #783,372; 
Commonwealth of Canada 
#605,673. 

"0.= Diamond. S = Sapphire. 

~ Pickering FOR THOSE WHO CAN HEAR THE DIFFERENCE 

PICKERING & CO., INC., PLAINVIEW, NEW YORK 

EXPORT: AD. AURIEMA,.INC., 85 BROAD ST. NEW YORK. CANADA: CliARLES W. POINTON LTD. a 66 RACINE ROAD, REXDALE, ONTARIO 
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PRESTO PROFESSIONAL BROADCAST 
AND TAPE EQUIPMENT 

AUTOMATIC PROGRAMMING and INTERSPERSING SYSTEMS 
2 TRANSPORT SYSTEM 

--Model 625 Tape Reproducer 

__ Model A915 Preamplifier 
With Sensing Provisions 
Model S911 Automatic 
Intersperser 

--. Model A915 Preamplifier 
With sensing Provl~lons 

--Model 625 Tape Reproducer 

-- Standard 83" Relay Rack, 

--BOGEN Model M()30 
(30 Watt) M060 (60 Watt) 
Or MOI00 noo Watt) 
Dlstrioution Amplifier 

This system will provide up to 92 hours of continuous programming (using '12 mil tape on 14" reels) 
before repeating a single selection. Automatically programs the operation of 2 - Presto model 625 
Tape Reproducers ... Counts single tunes or groups of tunes as determined by silence or tone 
bursts between selections. Count can be pre-set ,Independently between 1 and 10 for each transport. 
Provides automatic Intermixing of material (e.g., mixing classical and popular musical selections) 
or interspersing of material (e.g., station breaks, commercials, announcements) between musical 
selections. Light indicators Indicate transport In use. Contains "Fall'Safe" circUitry to automatically 
select alternate transport In event of tape failure ... prevents loss of valuable air-time. 600 ohm 
line output. 
Optional equipment ... 30, 60 or 100 watt distribution amplifier ... timer or program clock to 
turn transports on or off in 5 minute segments throughout an entire 24 hour day and thus have 
music (in multiples of 5 minutes) whenever wanted .... A separate calendar dial allows compl~te 
system to be shut off over night or, during weekends. A microphone precedence circuit can be 
added to distribution amplifier to mute music while paging. 
AU components are mounted 1n a standard relay rack, all connections are made and complete 
system Is thoroughly checked at the factory. 
The system consists of the following components: ~model 625 Tape Reproducer, ~model A915 
Preamplifier, I-model S911 Intersperse-Programmer, ~model SS2 Silence Sensing Adapter (or 
model SK25 tone sensing adllpters), 2-model T161 Plug-In 600 ohm LIne Matching Transformer, 
1-model M030, M060 or MOI00 Distribution Amplifier (optional), I-model T910 Timer (optional). 
1-Standard 83" Relay Rack. 

4 TRANSPORT SYSTEM 
This system will provide up to 64 hours of continuous programming (using % mil tape on 14" reels) 
before repeating a single selection. Automatically programs the operation of 4 - presto model 625 
Tape Reproducers for up to 20 sequences of operations in any combination (e.g., can intermix 
background music tapes and in addition lntersperse station Identification, commercials, news­
weather, etc., from any of the 4 separate tapes), It Is activated by either silence periods or 
short bursts of 25 cycle tone on the tape. Light indicators are provided for each of the 20 sequences, 
to indicate selection going out on line, at any given time. Contains "Fall-Safe" circuitry to auto­
matically select the next prograrruned transport in event of tape failure ... prevents loss of 
valuable air-time. 
Contains Cueing and Monitoring circuitry . .. Next selections, on -q.nused transports, may be cued 
while transport. in use, is feeding a selection to line . .. monitoring of Une or any other signal 
source may be accomplished aurally (headphones) without interference to programming .... VU 
meter measures level. 
Optional equipment . . . same as for 2 transport system. 
All components are mounted in two standard relay racks, all interconnections are made and the 
complete system Is thoroughly, checked at the factory. ' 
The system consists of the following components: 4-model 625 Tape Reproducer, 4-model A915 
Preamplifier, I-model 8914 4 channel-20 Sequence Programmer, 4-model SS2 Silence Sensing 
Adapter (or model SK25 tone sensing adapter), 4-model T161 Plug-In 600 ohm Line Matching 
Transformer, I-model M03(), M060 or MOloo DistribUtion Amplifier. (optional), 1-model T910 
Timer (optional), 2-Standard 83" Relay Rack. 

2 TRANSPORT SYSTEM 625 LONG PLAY TAPE REPRODUCER 

S914 

MPB601 

The Presto Model 625 tape transport mechanism is a professional quauty reproducer designed specifically for use in 
highest quality background music systems and automated programming systems .... Features: • 4 to 8 hour continuous 
Tape Reproduction (4 hours with full track) .• Monophonic or stereophonic operation .• Separate mono half-track or 
stereo v.. track playback, heads readily accessible for adjustment. (Full track head for 1 ,direction available) .• 3% and 
71J2 inch per second tape speeds .• Dual-track-bidirectional tape motion .• Fast Forward and Fast Rewind; memory 
direction operation. • Complete, separate direct-drive 2 speed ~ 2 direction hysteresis synchronous capstan motor and 
torque-type supply and take-up motors for optimum tape handling and easy servicing; no clutches to adjust . 
• Solenoid co,ntrolled brakes and capstan pressure pulley to provide Instant action, preciSion pressure, ease of adjust­
ment and protection .• Unique self-locking combination reel retainer-knobs .• Can be mounted vertically or horizon­
tally. Custom cabinet or rack mounted available .• Unitized construction for easy service. 

A915 PRE-AMPLIFIER 
The Presto model A915 Is a professional quality pre-amplifier designed expressly for use with Presto model 625 Tape 
Reproducer in background music or broadcast automatic programming systems. The A915 includes a two-channel pre­
amplifier which Is automatically switched to either upper or lower track playback heads, a line amplifier and pro­
visions for accepting either the model SS2 Sllence Sensing or model SK25 Tone Sensing Adapter. 
The pre-amplifier contains equalization for any high Impedance playback head corresponding to the NAB playback 
curve. In addition, each input may be adjusted, over a limited range, to compensate for frequency response differences 
between heads. 
T\le output of the A915 Is 600 ohm output for feeding a standard .telephone line. Provisions are Incorporated for 
connection of an external program clock or other similar timing device. 

55-2 AND SK-25 SENSING UNITS 
The models SS-2 and SK-25 are Sensing Adapter Units which plug Into the A-915 pre-amplifier. The model SS-2 
senses silence periods on the tape. It can be set to release a control relay after silence pel10ds of from 2 to 35 
seconds (time at discretion of user). It can be used to control one or more transports to provide either "on" or "off" 
operation. . 
The model SK-25 senses a 25 cycle tone burst which has been prerecorded on the tape. The adapter activates a control 
relay to provide either ~'on" or "off" operation for one or more transports. The drop-out time of the relay (after the 
25 cycle tone has' ceased) 1s adjustable over a range of from 2 to 35 seconds. The SK-25 employs unJque circuitry to 
provide precise selection of the 25 cycle tOl;le, for sensing, while rejecting all other tones. 

SERIES aOO-PROFESSIONAL TAPE RECORDERS 
A bold new design concept In tape recorders that retains the traditional high quality of Presto equipment and adds 
to it a versatility that results in greater efficiency and 'economy than has ever before been available. 
All series 800 recorders accept standard tape reels and core winds up to 10%", and operate at 7% and 15 Ips or 3% and 
7% Ips. Speed accuracy Is ±3 seconds/30 minutes. Flutter: less than 0.07% at 15 ips, and less than 0.15% at 7% ips. 
The A908 amplifier has less than 1% total harmonic distortion at + 20 dbm, fom 25 to 20,000 cps. 
Model 800 is a basic, high qu~llty, %" monophonic recorder which can be easily converted to stereo in a matter of 
minutes by simply replacing the head assembly and 'addlng another A908 amplifier. 
Model 825 is a %" recorder which is. quickly and readily convertible to accept %" tapes by merely interchanging the 
recording heads and adding another A908 amplifier. 
Model 850 is a full convertible recorder. It Is equipped with 3 stacked A908 amplifiers and can be changed from %" 
to %" operation (or vice versa) in a matter of a few minutes. Only a screwdriver is required to change the head 
assemblies. 

All series 800 Recorders are available in portable cases as well as in consoles. 

MPB601 MOBILE TAPE REPRODUCER 
The MPB6&1 is a superb mobile tape reproducer, completely contained In a full length %-ATR enclosure. It incor­
porates a transport mechanism permitting the use of standard 7-inch reels for dual half-track, quarter-inch tape. 
The tape motion reverses automatically at each end of the tape, providing for continuous, care-free operation with 
three or more hours ,of non~repitit1ous program material. 
The MPB601 has such exclusive featUres as: facility for immediate, easy conversion from DC to AC operation without 
accessories; extremely simple tape threading mechanism; magnetic clutch assembly; automatic shut-off in case of tape 
breakage or malfunction. 
For optimum reliability and minimum maintenance, as well as simplified operation, moving parts have been reduced 
to a minimum In the MPB601. 

RM-3 COMMERCIAL MULTIPLEX RECEIVER 
A crystal-controlled multiplex receiver especially deSigned for background music service. It provides exceptionally high 
quality reception of frequency-modulated signals where the main channel and one or two sub~carrier channels are being 
transmitted. Features: cascode input r.f. stage insures optimum noise figure, 1.f. gain control easily adjusted to 
accommodate different signal strengths, capture ratio of 4 db extends useful service area of any transmitter, three Lf. 

~ stages and nine tuned Lf. circuits provide adequate gain and selectivIty to ensure freedom from adjacent channel inter­
ference. lO-watt audio amplifier, with volume, bass and treble controls, microphone input jack, microphone volume 
control and ampI~fier stage; also provision for muting the receiver when the mi.croPhone is being used. ... 

~ BOGEN-PRESTO PARAMUS, N. J. A DIVISION OF THE SIEGLER CORP .. 
Prices on request. Specifications Subect to change without notice. 
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• MAGNETIC SOUND TAPE 
JUNE 1, 1961 

BROADCAST 
Sound Tape for Professional Use 

ACETATE (PLASTIC) BASE 

Tape Reel List Price' 
Length Diameter (Optional) 
(feet) Description (inches) RCA Type per reel 

1.0 mil 
3600 NAB Hub 269C1 10.00 
3600 NAB Metal Reel 10V2 270C1 12.85 
3600 NAB Plastic Reel 10V2 272C1 12.85 
3600 EIA Plastic Reel lOV2 271C1 12.85 
1.5 mil 
2400 NAB Hub 265C1 8.50 
2400 NAB Metal Reel lOV2 266C1 10.90 
2400 NAB Plastic Reel lOV2 267C1 10.90 
2400 EIA Plastic Reel 10V2 268C1 10.90 

RED SEAL MYLARt (POlYESTER) BASE 
For Highest Quality Stereophonic & Monophonic Recordings-

Tape Reel List Price" The Same Tape Used for RCA Victor Masters Length Diameter . (Optional) 
(feet) Description (inches) RCA Type per reel 

ACETATE (PLASTIC) BASE 
.5 mil Tensilized 

Tape Reel List Price' 4800 NAB Metal Reel 10V2 273C1 20.50 
Length Diameter (Optional) 4800 NAB Plastic Reel lOV2 275C1 20.50 
(feet) Description (inches) RCA Type per reel 4800 EIA Plastic Reel lOV2 274C1 20.50 

1.0 mil Long Play 
1.0 mil 
3600 NAB Metal Hub 276C1 12.00 

900 Standard Reel 5 10M 3.50 3600 NAB Metal Reel lOV2 277C1 14.40 
1800 Standard Reel 7 lOA-18 5.50 3600 NAB Plastic Reel lOV2 279C1 14.40 

1.5 mil Professional Grade 3600 EIA Plastic Reel lOV2 278C1 14.40 
1.5 mil 

150 Standard Reel 3 15A-1.5 .70 2400 NAB Metal Hub lOV2 280C1 8.80 
300 Standard Reel 4 15A-3 1.35 2400 NAB Metal Reel 10V2 281C1 11.20 
600 Standard Reel 5 15A·6 2.25 2400 NAB Plastic Reel lOV2 283C1 11.20 

1200 Standard Reel 7 15A·12 3.50 2400 EIA Plastic Reel lOV2 282C1 11.20 

MYLARt (POLYESTER) BASE TAPE ACCESSORIES 
Tape Reel List Price" List Price' Length Diameter (Optional) each (feet) Description (inches) RCA Type per reel RCA Type Description (Optional) 

560 Snap·Load Cartridge 264C1 4.50 501C1 5·Reel Tape Chest for 5" Reels 1.28 
Tensilized Extra·Long Play 502C1 5·Reel Tape Chest for 7" Reels 1.40 
300 Standard Reel 3 5TM·3 1.60 505C1 Leader & Timing Tape .85 
600 Standard Reel 4 5TM·6 3.05 506C1 5" Standard Reel with Box .65 

1200 Standard Reel 5 5TM·12 4.75 507C1 7" Standard Reel with Box .75 
2400 Standard Reel 7 5TM-24 8.75 508C1 5" Empty Box .20 

509C1 7" Empty Box .20 
.5 mil Extra·Long Play 51OC1 Empty Box for Snap·Load Cartridge .20 
1200 Standard Reel 5 5M·12 4.55 511C1 W' x 100" Splicing Tape .29 
2400 Standard Reel 7 5M·24 7.85 512C1 W' x 150" Splicing Tape .39 

1.0 mil Long Play 513C1 %" x 100" Splicing Tape .42 
514C1 %" x 150" Splicing Tape .51 

225 Standard Reel 3 lOM-2.25 1.00 515C1 W' x lOa" Splicing Tape .22 
900 Standard Reel 5 lOM·9 3.60 516C1 Tape Recorder Head Demagnetizer 4.85 

1800 Standard Reel 7 lOM-18 6.20 517C1 12-Reel Tape shelf .98 
1.5 mil Professional Grade 518C1 3" Empty Box .15 
600 Standard Reel 5 15M·6 2.65 519C1 3" Reel with Box .25 

1200 Standard Reel 7 15M-12 4.25 520C1 4" Empty Box .20 
521C1 4" Reel with Box .55 

VIBRANT SERIES 
ACETATE (PLASTIC) BASE 

Tape Reel List Price' 
Length Diameter (Optional) 
(feet) Description (inches) RCA Type per reel 

600 1.5 Mil x 14" 5 701C1 1.75 
1200 1.5 Mil x W' 7 702C1 2.95 

NAB reels have 3" center holes; EIA reels have ~6' center holes. 
900 1.0 Mil x W' 5 703C1 2.50 

tou Pont Registered Trade Mark . 1800 1.0 Mil X W' 7 704C1 4.25 
'Prices higher in Alaska and HawaII. MYLARt (POLYESTER) BASE 
Prices exclude state and local sales and similar taxes and are 900 1.0 mil x 14" 5 707C1 2.85 
subject to change without notic-e. 1800 1.0 mil x 14" 7 708C1 4.95 
Check your authorized RCA magnetic tape distributor for 2-track 1200 Tensilized 14" 5 70ge1 4.50 
and 4·track RCA prerecorded Living Stereo tapes. 2400 Tensilized 14" 7 710C1 7.95 
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I SECTION 1340 I 

BBCOTON® REPLACEMENT PHONEEDLES® 
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CODE ... All Speeds; T transcriAt~n 
• BOLD FACE number i, RECO· ST-Stereo 

TON'S catalogue number 
• LIGHT FACE Number: 

1. First part of number deftOie, 
point size 

S-StGnda.d 78 RPM 
LP-t,!;crog.oove 33·1/3 

RPM and -45 RPM 

2. S,econd part of number de-
notes point material 

M-"Predoul metal 
J -Iowel (Synlhoflc) 
D-Diamond 

3. Third part of number d .. 
notes opttonol-retatl price 

FOR STANDARD PHONEEDLES, PHONO ACCESSORIES and other 
RECOTON PRODUCTS write for 9th Edition RECOTON REFERENCE GUIDE to 

IIBCOTON COBPOBA TION Long Island City N.Y. 
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SECTION 1340 

SOUNDCRAFT MYLAR* BASE RECORDING TAPES 
Description Code Length Reel Std. Pkg. Sug. Can. Net 

Soundcraft lIFETlME® Recording Tape L-I§ 150' 3" 10 $ .75 
ll/2 Mil "MYLAR" Base L-6 600' 5" 10 2.65 

L-12 1200' 7" 10 4.25 
LIFETIME tape of "Mylar" has the strength to with- L-24RM~ 24<)0' 101/2" 5 10.40 
stand the roughest usage, the dimensional stability to L-24RFt 2400' 10112" 5 10.40 
insure accurate timing In motion picture and radio L-24RF3+ 24<)0' 101ft' 5 10.40 
work. New and exclusive SOUNDCRAFT plasticizer-free L-24H 2400' Hub 5 8.30 
oxide improves uniformity of output, increases sensi- L-48R 4800' 14" 1 24.50 
tivity of high frequencies and wi II never chip or flake. L-48H 4800' Hub I 16.60 

Soundcraft PLUS-50® Recording tape PL-2§ 225' 3" 10 .95 
1 Mil "MYLAR" Base PL-9 900' 5" 10 3.40 

PL-12 1200' 5'1'4" 10 4.65 
PLUS-SO® tape of "Mylar" offers the best combinatior, PL-18 1800' 7" 10 5.80 
of long play with tape strength. It has the durability PL-36RFt 3600' 1(11f2" S 13.75 
of LlFETIME® but is somewhat less rugged because PL-36RF3+ 3600' 1(11/2" 5 13.75 
of its thinner base. It is stronger however, than the PL-36RM~ 3600' 101/2" 5 13.75 

PL-36H 3600' Hub 5 11.25 strongest acetate tapes. PLUS-50 also has Soundcraft's PL-72R 7200' 14" I 28.10 exclusive oxide coating insuring top-quality recording PL-72H 7200' Hub I 22.50 characteri sti cs. 

Soundcraft PLUS·1DO® Reoording Tape 
1f2 Mil "MYLAR" Base XP-12 1200' 5" 10 3.50 

XP-18 1800' 53/4" 10 5.00 
This fine tape requires careful handling, but rewards XP-24 . 24<)0' 7" 10 6.50 
the user with extra long play-double the length of XP-48RM~ 4800' 101ft' 5 16.80 
standard play tapes. Because of its "Mylar" base and XP-48RFt 4800' 101/2" 5 16.80 
plasticizer-free oxide, PLUS-IOO is impervious to XP-48RF3+ 4800' 101/2" 5 16.80 
changes in temperature and humidity. In the hands of XP-48H 4800' Hub 5 15.50 
the experienced recording enthusiast, PLUS-IOO is the 
ultimate in double length tapes. 

Soundcraft PLUS·l00X Recording Tape XP-3 300' 3" 10 1.80 
XP-12X 1200' 5" 10 5.45 

V2 Mil Tensilized "MYLAR" Base XP-18X 1800' 5'1'4" 10 7.48 
XP-24X 2400' 7" 10 9.50 

Stretch resistant PLUS-100X uses a newly developed XP-48XRM~ 4800' 101/2" 5 22.00 
process to make the base ultra-thin and super-strong. XP-48XRF 4800' 101/2" 5 22.00 
One of the finest double-play tapes available. XP-48XRF3+ 4800' 101/2" 5 22.00 

XP-4BXH 4BOCY Hub 5 19.50 

SOUNDCRAFT ACETATE BASE RECORDING TAPES 

Soundcraft "STANDARD" Recording Tape S-I§ 150' 3" 10 $ .65 
1% Mil "ACETATE" Base S-3 300' 4" 10 1.25 

S-6 600' 5" 10 2.10 
The versati lity and moderate cost of the "STANDARD" S-12 1200' 7" 10 3.50 
have made it the workhorse of the SOUNDCRAFT line S-24RFt 24<)0' 101/2" 5 8.50 
and the standard for many applications in business, S-24RF3+ 24<)0' 101/2" 5 8.50 
schools, government and professional work. S-24RM~ 24<)0' 101f2" 5 8.50 

Soundcraft "STANDARD·50" Recording Tape 
S5-9 900' 5" 10 3.29 1 Mil "ACETATE" Base S5-12 1200' 53/4" 10 4.23 
S5-IB IBOO' 7" 10 5.17 

"STANDARD-50" is the long play companion to "STAND- 55-36H 3600' Hub 5 9.38 
ARD" and "PROFESSIONAL." Its 1. mil acetate base S5-36RF3+ 3600' ,lOW' S 12.04 
gives the recordist 50% more recording time on the S5-36RFt 3600' 101/2" 5 12.04 
same size reel. "STANDARD-50" has been engineered to S5-36RM~ 3600' 101/2" 5 12.04 
reproduce professional sound with wide frequency re- SS-72R 7200' 14" 1 24.40 
sponse, high signal-to-noise ratio and low distortion. S5-72H 7200' Hub I 18.75 

Soundcraft "PROFESSIONAL" Recording Tape 
1V2 Mil "ACETATE" Base P-12 1200' 7" 10 4.40 

This tape, specifically engineered for professional use, 
P-24RM~ 24<J()' 101/2" 5 10.25 
P-24RFt 2400' 101/2" 5 10.25 

carries this unmatched guarantee: Uniformity at 1000 P-24RF3+ 2400' 101/2" 5 10.25 
cps, as tested on Ampex #307, is ±1/4 db in a reel P-24H 2400' Hub 5 8.00 
and ±¥s db from reel to reel. Minimum response at P-48R 4800' 14" I 20.75 
10,000 cps is guaranteed within I db of response at P-48H 4800' Hub I 12.50 
1000 cps. Because of its uniformity, this tape is highly 
popular for all professional inter-splicing and tape 
duplicating applications. 

• DuPont's Registered Trade Mark for its Polyester Film 
§ All 3" Reels come packaged 10 to an attractive display carton 

, Metal Reel 
® Registered Soundcraft Trademark 

t Fiberglass Reel (~ .. ' center opening) 
+ Fiberglass Reel (3" center opening) 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown • 

• 

ORDERING 
Since previous editions of. The MASTER, are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also the catalog 
number of each item. This will avoid possible confusion 
and delay. 



I SECTION 1340 I 
REKO KUT REK-O-KUT COMPANY 

~---------------------------------------
THE HYSTERESIS LINE OF STEREOTA8LES 

THREE-SPEED 
Model B·12H NET PRICE ... $139.95* Model B-12GH NET PRICE ..• $99.95* 

SPECIFICATIONS: SPECIFICATIONS: 
NOISE LEVEL: 57 db below average recording level. 
WOW & FLUTTER: 0.12%. . 

All specifications are identical to the B-12H with the following ex-
ceotions: . 

MOTOR: Custom-built HYSTERESIS SYNCHRONOUS MOTOR. 
SPEEDS: 33113, 45 and 78 rpm. 
SPEED SELECTION: Single selector knob. Idler is disengaged in "off" position. "Off" 

pOSitions adjacent to each speed permit turntable to be shut off without passing 
through other speeds. 

NOISE LEVEL: 53 db below average recording level. 
WOW & FLUTTER: 0.13%. 
MOTOR: High efficiency HYSTERESIS SYNCHRONOUS motor built to 

Rek-O-Kut specifications. Sealed lifetime lubrication. 
MINIMUM DIMENSIONS FOR CABINET INSTALLATION WITH REK-O­

KUT TONEARM: 173/4" wide x 16" deep; Height above Deck 3"; 
Height below deck 4314". 

45 RPM HUB: Bui It-in. 
PILOT LIGHT: Jewelled neon light acts as "on/off" indicator. . 
MINIMUM DIMENSIONS FOR CABINET INSTALLATION WITH REK-O-KUT TONEARM: 

173/4" wide x 16" deep; Height above Deck 3"; Height below Deck 61f4". 
SHIPPING WEIGHT: 18 Ibs. 

TURNTABLE: Solid Cast Aluminum lathe Turned. Designed for easy disc handling. 
FINISH: Silvertone Aluminum. 
SHIPPING WEIGHT: 19 Ibs. 

TWO-SPEED 
Model N-34H/S-34H NET PRICE 

SINGLE-SPEED 
$89.95 Model N-33H/NL-33H NET PRICE $79.95 

NOISE LEVEL: 57 db below average recording level. 
WOW & FLUTTER: 0.15% 

NOISE LEVEL: 57 db below average recording level. 
WOW AND FLUTTER: 0.15%. 

M~TOR:High efficiency hysteresis synchronous motor built to REK-O-KUT 
specifications. Sealed lifetime lubrication. 

MOTOR: High efficiency hysteresis synchronous motor built to REK-O-KUT 
specifications. Sealed lifetime lUbrication. 

SPEEDS: 331f3 arid 45 rpm. REKOTHANE BELT: Special molded belt made to REK-D-KUT specifications 
REKOTHANE BELT: Special molded belt made to REK-O-KUT specifications with variable adjustment for optimum tension. 

with variable adjustment for optimum tension. 
CHASSIS DECK: Model N-34H-12%" x 19" 
FINISH: Model S-34H-153f4" x 15%" 
MINIMUM DIMENSIONS: White deck plate. 

CHASSIS DECK: Model N·33H-153f4" x 15~". Model NL-33H-12%" x 19". 
FINISH: White deck plate. 

TURNTABLE: (for cabinet installation with REK-O-KUT Stereo Tonearm) 
Model N-34H - 13" x 21" deep; height above deck-3"; depth below 
deck-41f4". Model S'34H-17o/16" wide, 170/16" deep. Other dimensions 
same as N-34H. Solid cast aluminum-lathe turned. Designed for easy 
disc handling. 

MINIMUM DIMENSIONS: For cabinet installation with REK-O-KUT Stereo 
Tonearm: Model N-33H-17o/16" wide, 170/16" deep; Height Above Deck 
-3"; Height Below Deck-41f4". Model NL-33H-13" x 21" deep. Other 
dimensions the same as Model N-33H. 

TURNTABLE: Solid cast aluminum-lathe tarned. Designed for easy disc 
handling. 

STEREOTABLE KITS 

K-34H/K33-H 

True Stereotables,in kit form! If you can handle 
a screwdriver, you can easily build these kits. 
Model K-34H is similar to Model N-34H. Model 
K-33H is similar to Model N-33H in all specifica­
tions. Both feature the same hysteresis synchro­
nous motor and Rekothane belt drive system. 
Substantial savings in costly factory assembly 
are passed directly on to you! Enjoy REK-O-KUT's 
new look of beauty and superior performance, 
at an unbeatable price. 

MODEL K·34H (illustrated)-
33 AND 45 RPM NET PRICE •.. $69.95 

MODEL K33H-33 RPM' NET PRICE ... $59.95 

© U.c.P., Inc. 

VARIABLE-SPEED 
TURNTABLE CVS·12 
The CYS-12 permits continuous speed 
variation from 25 rpm to 100 rpm with­
out resetting or stopping the record. 
It can therefore be used with 331f3 , 45 
and 78 rpm records, and permits them 
to ~e slowed down to 1/3 normal tempo 
or speeded up to as much as 300%. It 
is standard equipment with the P-YC 
and P-YM players. 

NET PRICE .................... $89.95 * 
NOTE: This turntable operates at either 

50 or 60 cycles. At 50 cycles speed 
can be varied from' 20 rpm to 85 rpm. 

ShiPDing Weight: 15 Ibs. 

Net 

AUTO-POISE WITH 
REK-O-KUT 

S-320 STEREO 
TONEARM 

Makes operation of your Rek-O-Kut Stereotable fully auto· 
matic! Easily installed. Here's how it works. Push a button, 
The arm moves gently to the record. The turntable starts tc 
rotate. The arm lowers into the groove. As soon as ii touches 
Auto-Poise disconnects autom~tically. The arm is now ir 
completely free and independent motion, a must for qual it) 
music reproduction. When the record finishes, a' sensin! 
switch turns on the self-powered Auto-Poise. Automatically 
the arm lifts from the run-out groove, moves back to start 
ing position, and the Stereotable shuts off. Model S·32( 
Tonearm features exclusive Omni·Balance, for perfect bal 
ance, both lateral and dynamic, with all cartridges. 
MODEL AP·320-AUTO·POISE WITH S·320 ARM 

NET PRICE •.. $74.9! 
MODEL APK-AUTO·POISE ONLY, FOR ANY 

REK·O·KUT STEREO TONEARM NET PRICE ••• $49.9! 
MODEL S·320-TONEARM WITH EXCLUSIVE 

OMNI·BALANCE NET PRICE ... $34.9! 
MODEL S·260-16·' PROFESSIONAL TONEARM, 

LESS OMNI·BALANCE NET PRICE ••• $36.9! 
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I SECTION 1340 I 
i;JLKO KlJf REK-O-KUT COMPANY 

-----~-~-------------------~------------

NEW IMPERIAL· II 

RECORDING AMPLIFIER UNIT 
R8B AMPLIFIER SPECIFICATIONS 
OUTPUT: 20 watts. 
RESPO"SE: +2db from 20 to 20.000 cps at full output. 
HARMONIC DfSTORTlON: .3% @ 1.000 cps at full output. 
INTERMOOULATION OISTORTION: .B% at full outp'ut. 
HUM LEVEL: (below rated output) Tape-60db; Mllie-64db· Phone-61db. 
4 INPUTS: Microphone. tape and phono-mixing. plus tuner (high level). 
CONTROLS: Phono. microphone and tape level. master volume. bass (±22db @ 50 cps). 

treble (±2Odb @ 15 kc). playback-recording switch. power switch. 

IMPERIAL II SPECIFICATIONS 
RECORD CUTTER AND PLAYBACK UNIT 

RECORDING LEVEL INDICATION: Damped volume unit type meter with special calibrated 
scale. 

OUTPUTS: Speaker and cutter (16, Band 4 ohms). Monitor (for use with high impedance head-
phones). pre-amp (2.000 ohms). 

TUBES: 2-6973; 1-6ANB. 
TRANSISJORS: 3-2N408; 5-2N406. 
RECTIFIERS: IN2071 Silicon. 

MOTOR: Custom built Hysteresis Synchronous motor fitted 
with lamitax drive 'puII ey. Suspended in shock mounts 
to prevent transmission of motor vibration. 

PREAMPLIFIER SECTIONS: Completely transistorized. 
POWER REQUIREMENTS: 115 watts. 117 VAC. SO-60 cps. 
VINYL COVERED CARRYING CASES with storage lid and handle. 

Size: Weicllt: 
Height: 7" RBB Amplifier: 25 Ibs. 
Depth: 10" Recorder: 45 Ibs. 

RECORDING AREA: Records from 6" up to 13W' masters. 

SPEEDS: Simple. finger-tip speed control. Records at both 
33Vaand 78 R.P.M. Includes Idler and Adapter for 
45 R.P.M. recordings. 

Length: 201/:z" 
PRIC'ES: IMPERIAL II COMPLETE ................................. net $695.00* 

~i~~E~ecDo~d .. ~ .•... I~~~ .. a.~.~.~~~~~~ ............................ net $475.00* 
Case for Madel DR Disc Recorder 
M.ODEL C-DR ...................................................... net $ 50.00* 
Recording Amplifier 
MODEL R8B (can be rack mounted) ................. net $225.00* 
~~:Ef~rc~:~ .. ~~~~.~~.i ... r ............. : .......................... net $ 25.00* 

OVERHEAD RECORDING LATHE: Model M-12S Lathe. HAND 
CRANK for run-in and run-off spiral grooves. PROVISION 
FOR INTERCHANGING LEADSCREWS for Standard and 
Microgroove. Equipped with standard 120 line leadscrew. 
LlFTOMATlC SAFETY CAM prevents double cutting and 
stylus damage. Automatically raises cutter as center 
of disc is approached. CALIBRATED SCALE FOR TIMING. 

ACCESSORIES AVAILABLE: 
Portable dual speaker set 
MODEL SPK-44 ................................................... net $ 79.95 * 

RECORDING HEAD: Model RH-5 response. from 30-13.000 
cycles. 

Also available are headphones and microphones. 
PLAYBACK ARM: Model S-120 for records up to 13W'­

with d~al-sapphire magnetic cartridge. 

LEADSCREWS FOR 
OVERHEAD LATHES 

. Model 
Linu/inch M-5S 

120 MS-120 
15Q MS-150 
210 MS-210 
216 
240 MS-240 
270 MS-270 

Madel 
Lines/inch M-I25 

120 M12S-120 
150 MI25-150 
210 MI2S-210 
216 

Net 
Price 

$39.95 
39.95 
49.95 -49.95 
49.95 

Net 
Price 

$35.95 
35.95 
44.95 

240 MI2S-240 44.95 
270 MI2S-270 44.95 

Mode.1 Net 
Lines/inch M-12 Price 

120 MI2-120$19.95 
150 
2106 21 MI2-216 29.95 
240 M12-24O 29.95 
270 

Leadscrews of 210 lines/inch 
or more·= microgroove. 

MODEL TR-43H 2 SPEED (33-78) 12" RECORDING TURNTABLE 
With Accessory Idler for 45 rpm Speed 
Design and construction of the Model TR-43H is similar to the Rek-O-Kut 
16" professional recording tables. The Model M-12S Overhead Recording 
mcehanism is mounted to the chassis in a few moments. 

CHASSIS: Cast ribbed aluminum FINISH: Gray wrinkle. 
drilled to accommodate the M-12S DIMENSIONS: Front to back 161/2"; 
Lathe. width 16'" height above motor 

IDLEIl~: Neopre!1e compound for board Hih depth below motor 
maximum traction. board 5" 

OILING: Shafts and bearings are self- • 
oiling. Require infrequent lubrica- SHIPPING WEIGHT: 20 Ibs. 
tion. NET. PRICE: 

SPEEDS: Instantaneous speed shift $149.95* 
engages either 78 or 331/3 rpm 
idlers. . (Less Lathe & Cutter) 

._----------------------------------------------.--------MODEL M-12S 12" OVERHEAD LATHE 
This professional lathe is designed to very exacting specifications 
and features the following: 
• Interchangeable Leadscrews. 
• Handccrank for run-in and run-off Spiral Grooves. 
• Timing Scale. 
• Accommodate Standard Cutting Heads. 
• Depth of Cut Adjustment. 
L1FT-O-MATIC: Automatically lifts cutter from disc as it ap­

proaches end of lead-screw. 
Designed for instantaneous replacement of the M-12. 

Supplied with 120-line leadscrew 

MODEL M-12S less cutter NET PRiCE...... $1 50.00* 

.------.I!---------------------------------~--------- .. MODEL RH-5 CUTTER ........•.... , .. S115 NET for 6.3 cm/sec peak recorded velocity. Frequency Response: ±2 db from 1000 
For use with Rek-O-Kut overhead lathes. Designed for vertical mounting..:. to over 13.000 CYCles. From 1000 down to 30 cycles. Built-in attenuation per 
can be fitted to standard lathe brackets,~ther than Rek-Q-Kut. R.I.A.A curve within 2 db. Distortion: 1.2% at 1000 cps. Mounting: Universal 

,SPEC'FICATioNS mounting for most lathes. IVa" between mounting holes of cutter. Stylus: 
Impedance: 8-15-500 ohms. Sensitivity: Approximately 1.8 watts at 1000 cycles Short shank steel or sapphire %" overall stylus length. (Stylus ROt supplied.) 
·.AII prices sliclltly The policy of Rek-O-Kut Co .• Inc .• is one of continual improvement in design' and manufacture. 

hillier West of Rackie.s. Hence. we reserve the right to change specifications and design without notice. 
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REKO KlJT REK-O-KUT COMPANY 

----------------------------------------
The MODEL B-16H 

16'~ .. PRECISION TURNTABLE 
SPECIFICATIONS: 

SPEEDS: 331/3, 45 and 78 rpm. 

SPEED SELECTION: Mastermatic, self-locking, 
instantaneous shift. Engages either idler 
without stopping turntable or removing disc. 

STARTING: From standing start to operating 
speed -
at 78 rpm .................................................... 3/4 turn 
at 331f3 and 45 rpm .................................... 1/4 turn 

MOTOR: Self-lubricating, CUSTOM-BUILT HY­
STERESIS SYNCHRONOUS. 

NOISE LEVEL: 50 db below average recording 
level. 

STROBE DISC: Permanently affixed-permits in­
stantaneous checking of all speeds. 

CHASSIS DECK: Radial-ribbed aluminum cast­
ing. Designed for flush mounting in rectangu­
lar cut-out. PRE-DRILLED: for ready mounting 
of Rek-O-Kut Turntable Arm Model 8-160. 

DIMENSIONS: 183/4" x 20". Fits existing con­
soles and cabinets with slight modification. 

CLEARANCE REQUIRED: Above Deck-1W'. Be­
low Deck-61/2". 

FINISH: ................ .. .. ..... Wrinkle gray. 
SHIPPING WEIGHT: ..... .. ........... 34 pounds 

3 Speeds 

45 RPM HUB: Built-in-retractable-requires no 
external adapter. NET PRICE $250.00 All prices slightly higher West of Rockies. 

NOTE: All Rek-O-Kut Turntables are supplied for 110-120 volt, 60-cycle AC operation. Available in other voltages and frequencies at additional cost. 

REK.O·KUT/AUDAX SPEAKER SYSTEMS AND PARAFLEX SPEAKERS 
SONOTEER ••• Combines high style with big sound 

Model: CA-70 Style: Contemporary 
New concept in hi-fi speaker systems! Thinnest, most attractive 
cabinet you have even seen. Unique front and back radiation for 
a new dimension in big, clean sound. Full 40 to 18,000 cycle 
response from a precise match of the voices of two woofers, 
two mid-range speakers that eliminate the "hole-in-the-middle," 
and a super-tweeter. Perfect for any decor ... hang it from 
walls, use as a room divider, place it anywhere! SOlid, furniture­
finished walnut. Exceptionally efficient .•. works with as little 
as five watts, handles up to 45 watts. 

NET PRICE ........... _ ......................................................... $79.95 

Model CA-60 Style: Contemporary 
A true bookshelf unit .. . only 9ll2" x 10" x 18"! Maximum 
fidelity for a speaker system this size_ Features 2 high com­
pliance 6" woofers and a super-tweeter with built-in high-pass 
filter. Works with as little as 5 watts, handles up to 25 watts. 
Solid, oil-finished furniture walnut cabinet, with satin aluminum 
grille. 

NET PRICE ........................................................................ $59.95 

SPECIFICATIONS - REK-O-KUT / AUDAX SPEAKERS 

MODEL CLASS RESPONSE POWER RESONANCE GAP FLUX SIZE C.P_S. WATTS FREE AIR DENS. (GAUSS) 

A-35T 3'/,' Cone Type 3.000·18,000 Tweeter 
25 W_ -- -- 31/2X3Ihx31/2 

A-60-M 6" Mid-Range 300- 6,000 25W. -- 12,000 6'1. x 31f. 

A·ao M 8" mid range 300· 6,000 20 W. -- 11,500 8 1/8 "x4" 

A-aO-O 8" Full Range 55-13,000 20W, 55-60 CPS 11,500 81f. x 4 

A-12 0 12" Full Range 40-12,000 20W. 45-50 CPS 11,500 12'1. X 6¥4 

A-12 .DX 12" Co-Axial 35-18.000 25 W. 40 cps 11,500 12 1h" x 5'h" 

SPECIFICA TlONS - REK-O-KUT / AUDAX SPEAKER SYSTEMS 

I MODEL I CLASS I RESPONSE POWER CONTENTS SIZE C.P,S. WATTS 

CA-60 Com plete system 70-17,000 25 W. 
Two 6" woofers 9 112" x 10" x 18" -One Twe'eter 

CA·70 Complete sys!em 40-18,000 45 W. 
Two woofers 

mid·range, super- 4"x21"x25" 
tweeter 

Note: - A. C. Impedance of all models standardized at a ohms at 400 cps. 

SH'IPPING 
WT. LBS. NET PRICE 

2 $ 9.95 

4 35.00 

4'h" 22.95 

4¥4 29.95 

61/2 39.95 

9 49.95 

I SHIPPING I NET 
WT, LBS. PRICE 

15 $59.95 

24 79.95 
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GIRL® TAPE SPLICERS & 

11 

Robins Gibson Girl® Tape Splicers are the accepted stand­
ard qf the professional and industrial users of recording tape. They 
have· gained this reputation because of their ease of operation. 
The high standards of workmanship assures reliability. They are 
the only splicers which actually cut a diagonal lap joint in the tape 
only splicers which actually cut a diagonal lap joint in the tape 
and trim the splicing tape and tape edges with an indented trim 

3 

7 

8 

10 

12 

cut, making "THE SPLICE WITH THE GIBSON GIRL® SHAPE". 
These slight IIwaists" formed in. the tape prevent adhesive from 
contacting critical parts of the recording mechanism and prevent 
layer to layer adhesion. Adhesive deposited on tape guides, etc. 
is a frequent cause of wow, flutter, and erratic performance. 

Gibson Girl® Tape Splicers are Available in Six Models. 

GIBSON GIRL® ''TS4A" • SERIES MAKES PROFESSIONAL SPLICES IN SECONDS! 
'New! With Replaceable Cutter Cartridge 
The "ISH series splicers have cutter cartridges which house 3 
long·life blades. The cartridge has two operating positions, miter 
cut and trimming cut. These are selected by moving the knob back 
and forth. 
RK·2 Replacement Kit. Completely overhaul your TS4A series 
splicer. Contains Cutter Cartridge & 2 Cutter Pads $1.25 
1. GIBSON GIRL® DELUXE-Our finest. A complete splicing 
unit. Has hinged padded fingers to hold iape in position. Splicer 
plus roll of Robins Splicing Tape mounted in an integral tape dis· 
penser. Supplied with clear plastic dust cover. 

Cat. #lS4A.DLX. List $11.50 
2. GIBSON GIRL® STANDARD-Our basic, moderately priced 
professional model, same as the TS4A·DLX except without tape 
dispenser or splicing tape. Supplied with clear plastic dust cover. 

Cat. #lS4A-5TD. List $8.50 
3. GIBSON GIRL®JUNIOR - Low cost, small and compact. 
This i~ a handy, carrying size model. Similar to TS4A·STD except 
tape is held in tape guide by friction. 

Cat. #lS4A-JR. LIST $6.50 
4. GIBSON GIRL® INDUSTRIAL TAPE SPLICERS - For com­
puter, TV industrial and special purpose tapes. Gibson G!rl® 
Industrial Tape Splicers have all of the features of the TS4A·STD. 
They are ruggedly. constructed for industrial use, mounted on a 
heavy cast base. Precise blade centering adjustment. Long life 
bla<!es easily replaceable. 
For XI" tapes. Cat. #TS.250. Net $55.00 
For Yz" tapes. Cat. #15-500. Net $55.00 
For I" tapes. Cat. #15.1000. Net $55.00 
Custom Built Splicers For Special Tapes and Applications Avail­
able-Send for Quotation. 
5. GIBSON GIRL® "SEMI.PRO"-This hand held splicer con· 
sist~ of three parts, a tape alignment guide, a cuttini. unit w.hich 
has a diagonal cutter on one side and Gibson Girl® cutters on 
the other side, and a blade cover to protect the blades, designed 

7. ROBINS RECORDING HEAD CLEANER - A fast, efficient 
solvent for cleaning recording heads. In brush applicator bottle. 

Cat. #HC.2. List $1.00 

8. JOCKEY CLOTH FOR TAPES-Revitalizes tapes. Reduces 
head wear. Reduces tape wear. Eliminates "grime distortion", 
Reduces tape squeal and challer. Cleans, lubricates and protects 
by depositing a microscopic film of Silicone· on the tape. 

Cat. #JCT-2. List $1.00 

SPLICING TAPES 

9. ROBINS SPLICING TAPE-(New formula white) Specifically 
made for splicing recording tape. Tackiness, thickness, strength 
and cold flow are carefully controlled. Individually packed in 
crystal clear plastic container. 
XI" x 100" Mylar (New Formula white)Cat. #51.234. List $.40 
Yz" x 100" Mylar (New Formula white) Cat. #ST.500. List $.50 
%" x 100" Mylar (New Formula white) Cat. #ST-750. List $.60 

10. TAPE STORAGE CANS - For safe storage of recording 
tapes. Reduces tape Ilageing" • . Helps prevent accidental tape 
erasure. Ribs on cans nest for stacking. 

Cat. #lC-5 (for 5" reels). List $.55 
Cat. #lC.7 (for 7" reels). List $.75 

11. ROBINS TAPE THREADER~The perfect solution to an old 
nuisance I No more awkward fumbling. Just place tape against 
the reel, slip on your threader to hold it in place, turn the crank 
and prestol-you're ready to use your recorder. 

Cat. #n.l. List $1.00 

for ~emi~professional use. 

12. TR.12 TAPE RACK - A modern browser rack. which holds 
up to 12 boxed or unboxed 7" reels of tape. Compact only 5" x 
8" x 93.4". Labels on side of boxes of pre·recorded tapes stored 
in the browser rack may be read without removing the boxes 
from the rack. May also be used for 7" records and movie film. 

Cat. #.P-4. List $3.50 Cat. #TR.12. List $1.25 

6. GIBSON GIRL® "HOBBYIST" - An inexpensive. tape REEL LABELS-SELF.STICK ADHESIVE. (not iIIust.) Write on 
. splicer consisting of a tape and blade guide and a unique curved with pencil, pen, ball point, etc. Names can be typed on labels 

blade. It is designed to produce uniform Gibson Girl® type prior to removal from sheet. For Tape Reels, Parts, Record Service 
split.~s for hobbyists who require its services less frequently. Calls, 1001 other uses. 

. Cat.#H.4. List $1.75 Cat. #SL-30 (30 Labels). List $.45, 

GIBSO", GIRL® TAPE SPLICERS-U.S. PAT. No. 2,778,420 PATS. PENDING T.M. REG. U.S. PAT. OFF. 
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FOR MORE FUN & BETTER TAPE CARE 

@ 

2 

1. NEW! ROBINS VU METER- No more "guess work" with 
level control. Prevents overmodulation (overloading) prevents re­
cording on too Iowa level, etc. Specifications: 4X' VU Meter, 
2 color scale; Modulation calibrations, 0-100%; VU calibrations 
-20 to +3; Dual impedance inputs. (Use with low or high imped­
ance circuits). Sensitivity 200 Micro amps (basic movement). 0 
VU operation: Shunts for 1.2 or 12 V; Mounts in 2%" diameter 
hole; Depth 1)/,". Cat. #VU-100. List $22.00 

2. NEW! REEL HOLDERS FOR TAPE RECORDERS - Damps 
wobbling, holds reels in place regardless of position of recorder. 

Cat. #RH-2 (pair). List $.85 

3. TK-5, TAPE STROBE & LIGHT KIT- Makes checking of 
recorder drive motor speeds a snap. It consists of five lengths 
of 2S fl non-magnetic leader tape with stroboscopic markings. A 
neon light .source is included. This flickers at the rate of 120 
times per minute and indicates if motor speed is too slow, too 
fast or correct. The light operates on 110·120 volt AC. 

Cat. #TK-S. List $2.00 

4. MAGNETIC BULK TAPE ERASER - Listed by Underwriters 
Laboratories, Inc. Removes completely, recorded and unwanted 
signals. Provides superior de-magnetizing of tope by reducing 
background noise levels of tapes from 3 to 6 db below normal 
erose head levels. Assures distortion-free tape-makes old tapes 
with accumulated background noise perform like new. Eliminates 
wear and tear of recording heads~ Easy to operate for tape up 
to )/," wide. Accepts any reel up to 10)/,". 110·120 volts, 50-60 
cycle AC. Cat. #ME-99. List $33.00 

5. ME-77 LOW COST BULK TAPE ERASER - A professional 
low-cost bulk tape eraser for the amateur recordist.' It is designed 
to remove recorded and unwanted signals from a reel of tape 
1.,411 wide and up to 7V2 11 diameter. It reduces background noise 
levels from 2 to 4 db below normal erase head levels. Only 21/2" 
x 3%" x 61/4" in size; weighs only 4 Ibs; operates on 110.120 
volt AC current. Cat. # ME-77. List $22.00 

6. TAPE KARE KIT-Preserves ·valuable tapes and protects tape 
recorders. Contains: Robins Recording Head Cleaner. Jockey 
Cloth for cleaning tapes. Cat. #TK-2. List $2.00 

7. GIBSON GIRL® ACCESSORY KITS·Everything You Need for 
Beller Tape Recording and Editing. This kit contains the famous 
Gibson Girl® Tape Splicer, Splicing Tape, Tape Threader, Head 
Cleaner, Tape Cleaning Cloth, Tape Clips, Reel Labels and Tape 
Editing Book. For Professional Resultsl For More PleasureI For 
Beller Recordings! A Perfect Hi·Fi Giftl 

With Gibson Girl® Standard Splicer. 
Cat. #TK-4STD. List $l~.OO 

3 

6 

8 

·With Gibson Girl@> Junior Splicer. 
Cat. #TK-4JR. List $10.00 

·With Gibson Girl® Hobbyist Splicer. 
Cat. #TK-4H. List $ 3.50 

8. REPLACEMENT REELS -Sturdy 7" virgin styrene reels. With 
write·on surfaces and tape log index. Cat. #TR-70. List $.75 

9. TAPE CLIPS - Keeps tapes from unwinding from full or half 
empty reels. As important to the tape recordist as the diaper pin 
is to the baby nurse. 1. With full reel of tape, snap clip on one 
edge of reel flange with the long foot in, or- 2. With half empty 
reel, fold end of tape around edge of reel flange and place clip 
over tape. Lies flat in box. Cat. #TC-12 (pkg. of 12). List $.40 

10. HEAD DEMAGNETIZER - Listed by Underwriters Labora­
tories, Inc. Removes permanent magnetization from Tape Record­
ing Heads. Improves signal-to-noise ratio. Reduces noise level. 
Reduces Harmonic distortion when caused by head magnetization. 
Has an extended pole piece designed for easy access to the 
recording heads of most tape recorders. Contact of the demag­
netizer pole piece with the pole tips of the recording head causes 
the head to be saturated by an alternating magnetic field. Gradual 
removal of the head from this saturating field neutralizes any 
residual permanent (DC) magnetism. 110·120 volts, 60 cycle. 

Cat. #HD-6. List $10.00 

11. HD-3 HEAD DEMAGNETIZER-A first quality, popularly· 
priced, American-made demagnetizer. Removes permanent mag­
netization and reduces harmonic distortion caused by it. Improves 
signal-to-noise ratio. Special plastic sleeve on tip of probe pre­
vents against accidentally scratching the recording head. The 
specially shaped probe makes almost any head accessible with· 
out removing the head cover .-Stereo or mono. 

Cat. #HD-3. List $S.95 

ROBINS BOOKS 
12. HOW TO GET THE MOST OUT OF TAPE RECORDING­
(stereo edition) 128 pp. fully iIIust. Covers every aspect of tape 
recorder for the hobbyist and the professional. Tells you how to 
get the most out of your tape recorder, or if you donlt have one, 
what to look for when purchasing one.Cat. #TE-128. List $1.00 

·TAPE EDITING AND SrLlCl!IIG - For the Professional and 
Amateur tape recordist by N. M. Haynes. 24 pp., iIIust. An author· 
itative work on the subject by an outstanding author. Contains a 
great deal of information which is not readily available elsewhere. 

Cat #TE-24. List $.35 
·TELEVISION TAPE RECORDING-by George B. Goodqll (48 
pp., iIIust.) A semi-technical book on methods and techniques in 
the amazing new field of Video tape recording, just published. 

Cat. #TE-48. List $1.00 

12 
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PATCH CORDS <molded cable assemblies) FOR HI-Fl. STEREO. PA 
Precision engineered molded connecting cables in a complete variety of combinations to lit every possible need in hi-Ii, stereo and po 
systems for connection of amplifiers, pre~amplifiers, mixers, record changers, recorders, speakers, speaker extensions, tuners and musical 
instruments. 

NEWI 
*FM INDOOR ANTENNA (folded dipole)-Eliminates need for outdoor antenna in most. locations. A big 

improvement over "built_in" antennas. Easily concealed under a rug or back of cabinet. "Peg-packaged". 
Cat. #FMA-l. List $2.00 

* ROBINS 7.2" LINE CORD. HeavY i.nsulation (SPT-2), U.L. Listed, with molded AC plug. White. 
"(Not iIIust.) Cat. #LC-72.List $.55 

TYPE LENGTH (Inches) LIST PRICE 

r 
(all Grey shielded coble unless otherwise shown) 

~ 
MM 18 1'.00 

phono plug MM 36 1.25 

(M) MM 72 1.50 
MM 120 2.00 

I phono extension 
MF 18 1.25 

~ 
MF 36 1.50 

J 
(F) jack MF 72 1.75 

MF 120 2.25 
(M) MS 18 1.00 

...('[>=e. - TO - / stripped and MS 36 1.00 
(5) --..,. tinned ends MS 72 1.25 

phono plug MS 120 1.75 

(T) ~ phone plug MT 72 2.00 
MT 120 2.50 

"'" ~ MC 120 2.25 

(C) 
alligator clips (grey parallel 

coble) 

- (J) ~ phone jack MJ 72 2.50 

-
(F) , a-I) phono lack TF 72 2.50 

: .. ID TT 72 2.00 
(T) phone plug TT 120 2.50 

(T) 

~ .. II I 
~ stripped and TS 72 2.00 

TO • (5) tinned ends TS 120 2.50 
phone plug 

~ 
TC 72 2.00 

alligator clips TC 120 2.50 
(C) =- (grey parallel 

cable) 

(B) (J) ~ phone lack TJ 120 4.00 

~- -
microphone '7 ~ stripped and BS 120 2.75 
connector TO • (5) tinned ends 

(F) d:::D ---a I) phonolack 
phono lack TO • 

FF 72 2.25 
(F) 

",'I'I·,hE 

~~ 
Phono Plug coupler, mates with 

~ 
Male Microphone input to 

Phono plug at each end. Grey Phone Plug Output 
FF-l colored plastic: completely TD-l 

shielded.' 1.00 .75 

Adapter, 2-Conductor Phone 

IJ]J? 
Adapter, Phono Plug on end 

~) Dl..~ 
Jack Input to Phono Plug Out- with Female Microphone Con-

JM-l put. BP-l nector at other end. 
2.00 1.00 

Phone plug output with phono 

~ 
Adapter, Phono. Plug one end 

jack input. Attractive grey col- with Male Microphone Con-
FT-l ored molded housing, com- DP-l nectar at other end. 

pletely shielded. 1.50 1.25 

T.l 
Phone Plug ... Male Microphone Connector 

.75 
D-l .50 

I • F-l 
Go=- Phono Plug Phono Jack (me- Female Microphone Connector 

M-l (Pkg. of 4) e. (Pkg. of 3) B-1 
.50 .50 

.75 

~DE IN THE U.S.A. 
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NEW! 
NEW! 

NEW! 

-':~~' 

1. 

3. 

- 6. 

o~'CJDl~~~' ~ • 0 ~ 
7. s. 9. 10. 11. 12. 13. 14. 15. 16. 17. lS. 19. 20. 

1. NEW TURNTABLE MAT - Polyethylene mat features 3 concentric ridges of graduated heights to SUPPo~~ !, 
10 and 12" records and protect record grooves from scratches caused by dust on the turntable. 1l'¥4 In 
diameter. Cat. #PC-22. 

2. NEW - RACK HOLDER for 1" RECORDS-Convenient storages of up to 100 7" LPS or 45's. May also be 
used for recording tape and movie film. Durable plastic. Cat. #TR·12. List $1.25. 

3. NEW! STROBE & LIGHT KIT. This easy-to-read strobe is 
precision·engineered to furnish listeners with the easiest and 
surest way of determining the speed of their record player. 1m· 
portant because the turntable's speed affects the pitch of the music. 
Used simply by placing strobe disc on turntable and shining strobe 
light on the disc according to directions accompanying each kit. 
indicates clearly whether turntable is too slow, too fast, or irreg· 
ular. Cat. #ESK-5. List $1.50. 

CHANGER COVERS 
Transparent plastic covers to fit many models. Listed here are a 
few. 
4. NEW CHANGER COVERS! Rigid, collapsible and easy to set up . 

. Helps to keep changer dust free. 
Cat. #CC-6 12" x 15)/," x 5" 
Cat. #CC-7 12" x 15)/," x 5" 
Cat. #CC-S 12" x 15)/," x 5" 

RECORD CHANGER COVERS: 
"Cat. #CC-l 12" x 13)/," x 8" 

"Cat. #CC-2 

"Cat. #CC-5 

131/2" x 15" x 8" 

17" x 15" x 8%" 

TURNTABLE COVERS, 
"Cat. #CC-3 22" x lS1/2" x 9" 

White 
Brown 
Clear 

List $6.95 
List $6.95 
List $6.95 

Webcor, V-M, Miracord 200, 
Dual, Garrard "T" etc. List $1.75 
Garrard RC80, 121, Thorens 
134, 184, etc. List $1.75 
Garrard RC-88, 98, 4HF, 
Glaser-Steers GS·77, 
Pickering, etc. List $1.75 

Fairchild, Rek-Q-Kut, 

"Cat. #CC-4 17)/," x 17V2" X 8)/," 
Garrard, etc. List $2.25 
Rek·Q-Kut, L34, N33, 
Grey, Thorens TD-124 
Metzner, Etc. List $2.25 

FOUR "ENGINEERED SOUND" RECORD KARE KITS 
5. DELUXE ENGINEERED SOUND RECORD KARE KIT-Contains: Stylus 
Pre$sure Gauge SG-1, Hobbyist Stylus Microscope MX-40, Turntable 
Le'lel TL-1, Jockey Record Cleaning Cloth JC-1, KleeNeeDie NB-1, 
Record Brush RB-75, Tone Arm Lift TA-l. Cat. #ESK·3. List $5.00. 
"PROFESSiONAL ENGiNEERED SOUND RECORD KARE KiT - Contains: 
Stylus Microscope MX-40, Turntable Level TL-1, Stylus Pressure Gauge 
SG·1, Cat. #ESK-2: List $3.00. 
"HOBBYIST ENGINEERED SOUND RECORDKARE KIT-Contains: Stylus 
Pressure Gauge SG·1, Turntable level TL-l. Cat. #ESK·l.' List $2.00. 
"ENGINEERED SOUND TURNTABLE LEVELING KIT-Consists of: 4 ad­
justable rubber feet, mounts; Level. Cat. #ESK-4. List $3.50. 

6. ALUMINUM COMPONENT SLIDES-Attractive easy·to-install, alum­
'inum drawer slides for record players or other equipment. Has a 
load capacity of 30 Ibs., length is 13" and maximum extension 14". 
Cat. #CS-1311. List $4.00. 
7. FIBERGLASS ACOUSTIC INSULATION-For lining speaker cabinets, 
record changers, tape decks, etc. 36" x 36" x 1" thick. Reduces 
high and medium frequency reverberations and standing waves in 
speaker cabinets and enclosures. Cat. #AM-90. List $2.25. . 
8. PHONO-CUSHiON-Polyester foam mat fits most changers and 
players. Cushions record fall, reduces motor rumble, reduces mag· 
netic pull of pickup, eliminates record slip, covers worn tables. 
In attractive colors. Cat. #PC-l0 (10") List $1.15. Cat #PC-12 (12::) 
List $1.50. 

9. STYLUS PRESSURE GAUGE-Measures stylus pressure accurately 
from 2 to 30 grams. Cat. #SG-1. List $1.00. 
10. TURNTABLE LEVEL-Spirit level in attractive gold. anodized 
aluminum case, sits easily on any turntable. Cat.· #TL-l. LIst $1.20. 
11. ISOLATION PAD-Scientifically designed for use under all Record 
Changer Bases made of dielectric foam. Can be used for Tape 
Recorders, T-V Chassis, etc. Cat.#IP-16 (161/2" x 13V2") List $2.00. 
12. JOCKEY CLOTH FOR RECORDS-Anti-static Record cleaning cloth 
cleans, lubricates and eliminates static charges which attract dust. 
Cat. #JC-l. List $1.00. 
13. KleeNeeDle-Automatic Changer Needle Brush. Automatically 
keeps needle clean by removing "dust blob" each time tone arm 
passes over brush. Adjustable height fits most record changers. 
Pressure sensitive adhesive for mounting. Cat. #NB-l. List $1.40. 

ROBINS CHEMICALS 
14. TAPE AND PHONO DRIVE OIL-Highly refined lubricant formu· 
lated especially for rotating and moving parts of tape an~ phono 
drives. Inhibits rust and oxidation. 2 oz. Cat.#RC-2·33. LIst $.75 
"NON·SLlP FOR TAPE AND PHONO DRIVES-Stops slippage of idler 
wheels, pulley belts and cords. Fast drying, stable and penetrating 
material dries to a tack-free yet non·sllp surface, 2 oz. Cat. 
#RC-2-56. List $1.00. 

15. RECORD BRUSH-A fine haired brush that clips on tone !lrm and 
gently sweeps dust from record as it rotates. Cat. #RB·75. LIst $.75. 
IS. TONE ARM LIFT-Clips on tone arm to provide a. convenient fin­
ger lift. Eliminates fumbling. Reduces record scratching. Cat. #TA-l. 
List $.35. . 
17. RECORD SPIDERS (PLASTIC) FOR 45 RPM RECORDS-Clips. into 
record to reduce hole diameter for fit on standard record spindle. 
Pkg of 5. Cat. #RA-45. List $.25. 
18. ATOMIC JEWEL-Anti-static device keeps records dust fr.tl1l 
reducing record needle wear. Clips on arm. Cat. #SE-900. LIst 
$4.00. . 
19 STROBE·DISC-Easiest and simplest way to check turntable 
speed and assure its accuracy. Cat. #SD·l. List $.35. 
SD·4 STROBE DiSC for all 4 speeds $.50. 
20. HOBBYIST STYLUS MICROSCOPE-Dlrect reading microscope 
with precision plastic lens. Cat. #MX·40. LIst $1.50. 
"NEW! 45 RPM METAL ADAPTERS-Easy to use, clips into record. 5 
adapters. Cat. #RA-45M. List $.30. 
"NEWI-ROUND TURNTABLE LEVEL-4-way. levels your turntable 
for top performance, prevents recor~ and needle wear. A must for 
stereo output balance. Cat. #TL-2R. LIst $2.50. 
"RECORD & ALBUM RACKS-For neat, safe storage. 
Holds 48 7" records Cat. #RR·7 List $1.00 
Holds 40 12" records Cat. #RR-l0 List $1.35 
'PROFESSIONAL STYLUS MICROSCOPE-Check stylus wear and pro­
tect against damage to records. Cilt. #MX·l. List $2.50. 
"SPINDLE ADAPTER FOR 45 RPM RECORDS-Enlarges standard 
spindle diameter to taKe 45 RPM records. Top is tapered for ease 
in stacking records. Cat, #SA·45. List $.25. 
"DISCLOSURES-Virgin polyethylene envelopes for record. stora.ge, 
round bottom extra long-Protects records from dust, gnme, lint, 
etc. Cat. #E-l'2 (12 inch.-pkg of 10) List $1.00. 

ALL ITEMS MADE IN THE U.S.A. "Not Illustrated. 

5. 
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RO'BINS SYL-A-SCOPES 
FIRST TRULY RELIABLE METHOD TO DETECT DAMAGED OR 

WORN STYLUS 
SG-33, SYL-A-SCOPE- An Inexpensive device for use by audiophiles and 
servicemen to examine phono styli for wear and/or damage. It is energized 
with two penlight batteries. The user need only place the tone arm of the phono 
on the bar rest of the SG-33, with the stylus in the aperture, and switch the unit 
on. Instantly, every detail of the stylus is magnified and proiected on the illu­
minated ground-glass screen. The SG-33 is easy to carry and store, weighing only 
a few ounces. Housed in sturdy plastic case. 

Cat. #SG-33. List $6.75 (less baHeries) 

AN ECONOMICAL APPROACH TO SMALL PARTS INSPECTION 
5G-66, SYL-A-SCOPE, "Professional" -Based on same principles as optical 
equipment costing many times more, the SG~66 is designed for critical examina­
tion of phono styli by service technicians, broadcast studios and advanced 
audiophiles and for small parts inspection. 
Provides rapid, precise inspections of small parts and tools up to ~I" in diame­
ter. Completely portable, the SG-66 can be transferred easily far on-the-spot 
inspections. Its low price permits the purchase of enough units to cover every 
critical inspection point in your plant. It provides an illuminated magnified sil~ 
houette (80 to 1 linear magnification) of part inspected on the ground glass 
screen. 
Specifications: Power Requlrements-ll0 VAC, 60 cycles; Screen slze-2%" x 
2%"; Dlmenslons-7" x 514" x 3q'a"; Sturdy Metal Case. 

Cat. #SG-66. List $19.95 

133 ROBINS REPLACEMENT PARTS FOR TAPE RECORDER & PHONO DRIVES 
• Rubber Tread Idler Wheels 

• Fabric Drive Belts 

• Flat Rubber Belts & Tires 

• "0" Ring Drive Belts 

• Rllbber Tread Pressure Rollers 

• Index Fingers, Motor Pulleys 

REPLACEMENT FOR THESE MFR'S RECORDERS & PHON'OS 

Admiral 
Aero 
Ampex 
Ampro 
Arvin 
Bell Sound 
Brush 
Califone 
Capitol 
Collaro 
Columbia 
Concertone 
Continental 
Crescent 
Crestwood 
Decca 
Dixieland 
Dukane 
Eicor 

Elac (Mirocord) 
Emerson 
Garrard 

General 'Electric 
General Industries 
Glaser-Steers 

DD-llM 

Grundig 
Heath 
Knight 
Lafayette 
Magnetic Record Ind. 
Magnavox 
Metzner 
Milwaukee Stamping 
Miracord (Elac) 
Mitchell 
Monarch (BSR) 
Motorola 
Olympic 
Pentron 
Phi/co 
RCA 
Raytheon 
Recordio 
Revere 
Roberts 
Rola,nd 
Seeburg 
Sentinel 
SHvertone 
Sonic 

DD-10RP 

FREE 

Steelman 
Stromberg Carlson 
Symphonic 
Sylvania 
Tape Master 

TOC 
Telectro 
Tower 
Trav-Ler 
TriA 
VM 
Viking 
Webcor 
Westinghouse 
Wilcox-Gay 
Wollensak 
Zenith 

ROBINS 
CONVERSION & 
REFERENCE 
CHART 

..... !. 
_!It::, _____ e 

Ask your distributor about Robins display deals. Dis­

plays for merchandising more than 300 fast-selling 

Robins accessories. These items are 'peg-packaged' 

for use on any type of peg board display. 

I,' 
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ROBINS ~ EXACT REPLACEMENT AND CONVERSION ~ RECORDING AND ERASE HEADS 
• REPLACE WORN HEADS • UPGRADE OLD EQUIPMENT • CONVERT TO STEREO • BUILD SPECIAL EQUIPMENT 

WRIT'E FOR LATEST CONVERSION DATA BOOK RMM-3. LIST SOc 

Fig. 4 Fig. ,5 

Replacements far Obsolete 
Michigan Magnetics Heads 

Part No. 
2120 
08Q8 
2L35 
2M40 
3F20.l 
3FM20 
3M20A 
SB20 
SL20 
Sl20U 
SQ8 
5Q08 
8BE30 
9l20S 
IOLl7 
I0l17B 
IOLl7S 
IOl20S 
IOl70 
10M70A 

PART 
No. 

7BI7 
5B20lS 
IOB20lS 
3F20-101 
3F20-10S 
3FM20-104 
3FM20-108 
3120 
7L17 
7L17U 
STRS 

SQ17 
5Q17-105 

Robins M/M 
Replacement 

3120 
5QJ7 
3120 
3120 
3F20-JOI 
3FM20-108 
3120 
7B17 
7L17 
7L17U 
SQ17 
SQI7 
9QE3 
7L17 
7L17 
7117 
7L17 
7L17 
7117 
7L17 

TYPE 

1/2 tr. Stereo 
1/2 tr. Stereo 
1/2 tr. Stereo 
'/2 tr. Stereo 
1/2 tr. Stereo 
V2 tr. Mono 
1/2 tr. Mono 
1/2 Ir. Mono 
V2 Ir. Mono 

Comb. 1/2 Ir. Mono" 
R/P and Erase" 

1/4 tr. Stereo 
1/.1 tr. Stereo 

Robins M/M 5Q17 
(Y4 track) 

NEW! 
Fig. 14 

Fig. 6 
ROBINS/SHURE STRB -V2 Irack, mono, record/playback and erase head. 
Will replace heads in most Revere and Wollensak recorders as well as other 
lape recorders. Optional List $18.90 

Robins M/M Replacements 
for Shure Heads 

Shure 
Model # 

M/M 
Replacement 

Recording Heads 

817 3120 

TE-2, TE-ll C 7EMI2A 

TE-2C 40EM12 

TR-SB STRB 

TR-16 7L17 

TR-I6A 3120 

TR-21C, TR-26 7L17 

TR-3S 3FM2Q-IOB 
Fig. 11 

SPECIFICATIONS - RIP HEADS 
TAPE IMPED. REC. lEVEL AUDIO BIAS BIAS PLAY lEVEL 

SPEED (1 k) (below sal) CURRENT CURRENT FREQ. (Ike) 
(IPS) c (db) (ma)a (m.a.) (ke) (mv) 
7.5 ---si5O -12 .023 -1-.0-- 80 2.1S 
7.5 3520 -12 .026 1.2 80 1.8 
7.5 7034 -12 .02 1.0 80 2.5 
7.5 2000 -12 .043 1.0 62 1.8 
7.5 2000 -12 .043 1.0 62 1.8 
7.5 2000 -12 .043 1.0 62 1.8 
7.5 2000 -12 .043 1.0 62 1.8 
7.5 2460 -12 .03 1.25 50 1.64 
7.S 5150 -12 .023 1.0 80 2.15 

Fig. 12 

PLAY lEVEL INDUCT. 
(IOkc) (bel. (nom.) 
Ike level) (h) 

-11 .7S 
-13 .5 
-13 1.0 
-13 .3 
-13 .3 
-13 .3 
-13 .3 
-13 .35 
-11 .75 

I S'14sO OJ 7l-f excT ~o~nts I oP)~5ite resa \ + I + I + I 74 

7.5 3340 -12 .025 .5 80 1.9 - 8.0 .5 

Fig. 13 

FIG. LIST 
No. PRICE 
--

S 27.00 
8 27.00 
8 27.00 

11 31.00 
13 31.00 
12 16.00 
12 16.00 
9 14.00 
6 14.00 

14 

I 
18.90 

I 30.00 

I Identical to 5Q17 (above) except mounting lugs on 5Q17-105 an opposite side. 

NOTE: All series L (single track), B (two track) and Q (four track) are electrically and mechanically interchangeable for 
easy stereo conversion. 
9QE3 erase head is !4 track replacement for 5S1 and 5SS1 heads. 
*Erase and Record Specs in separate charts. 

SPECIFICATIONS - ERASE HEADS 

PART TYPE TAPE IMPED.@ ERASE ERASE ERASURE 
No. (ERASE) SPEED ERASE FREQ. CURRENT (DB) (200 

FREQ. (kc) cy. Sat.) 
7EMI2A 1/2 fr. Mono 7.5 2,200 80 --30-- 50 
40EMI2 V2 Ir. Mono 7.S 10,000 52 10 50 
9QE3 1/4 tr. Stereo 7.5 2,500 75 12.5 60 
5S1 1/2 tr. Mono 7.5 1,750 62 17 55 
5SS1 1/2 tr. Stereo 7.5 1,750 62 17 55 
STRB . 7.5 780 25 27 50 

INDUCT FIG. LIST (Nom.) No. PRICE (mh) 
5.4 -4- 11Jjj) 

40.0 4 11.00 
9 14.00 
5 2 11.00 
5 3 15.00 

+ 14 " Kit #DD-6-1. List $309.00. 

A COMPLETE KIT - containing I ea. of 16 of the above ROBINS M/M heads. This popular assortment, ideal for 
laboratories a.nd service organizations includes FREE 9" x 1011 X 6 11 cabinet (illust.) and replacement data. [j" 

MADE IN THE U.S.A. 

© U.c.P., Inc. Trade Discount Applies to list Prices Only 
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Write for our Replacement 
Guide. Also available from 
your Robins Distributor. 
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... the incomparable 
Shure studio 

high fidelity "integrated" tone arm and cartridge 

FOR STEREO PERFECTIONISTS 

FOR CRITICAL BROADCAST 

The overwhelming first choice of perfectionists 
who appreciate the full importance of "inte­
grated" tone-arm and cartridge to optimum 
stereo performance. Tracks at incredibly light 
10-20 grams-with unparalleled fidelity . .. 
absolutely minimizes record wear, and CANNOT 
scratch records! We urge you to make listening 
tests of this unit before buying any stereo 
cartridge or arm-you'll hear the difference. 

The Smdio Stereo Dynetic has a special advan­
tage for those music lovers who like to "index". 
The cartridge stylus is placed far in front, mak­
ing it extremely easy for you to position the 
stylus on the exact spot of the record you want 
to play. 

Still another feamre of the Smdio Stereo 
Dynetic is the fact that the stylus can be changed 
in the home without tools-within ten seconds. 

the new 

SHURE PROFESSIONAL TONE ARM 

AND RECORDING APPLICATIONS 

SPECIFICATIONS 
STEREOPHONIC MONOPHONIC 

M216; M212 M16; M12 
Tracking Force l 1h·21f2 grams 1·2 grams 
Frequency Response 20·20,000 eps± 20·20,000± 

2112 db 2 db 
Channel Separation over 20 db at . 

1000 cps 
Sensitivity. Output at 1000 cps 4.5 mv per channel 14 mv for 

(On Westrex /4 10 ems/sec 
Test Record) 

Recommended load impedance 50,000 ohms 10,000 ohms 
Compliance: (Vertical, "Lateral) 9 x 10·' ems/dyne 8 x 10·' 

Inductance 
ems/dyne 

400 millihenrys 130 millihenrys 
D.C. Resistance 600 ohms 180 ohms 
Needle tip Mass 1.3 milligrams 1.25 milligrams 
Stylus .0007" diamond .0007" diamond 
• Applies to stereo unit. only. 
Model M216-Studio Stereo Dynetic for records up to 16" including M21 
cartridge with .0007" Diamond Stylus Audiophile Net: $89.50 
Model M212-Studio Stereo Dynetic for records up to 12" including M21 
cartridge with .0007" Diamond Slylus Audiophile Net: $89.50 
Model M21-Studio Stereo Dynelic Cartridge with .0007" Diamond slylus. 

Audiophile Net: $49.50 
Model N21-Replacement Stereophonic slylus assembly for Model M21, 
M216, .M212; .0007" Diamond tip. Audiophile Net: $24.75 
Model A30C-stereo Cable Assembly for connecting M212 or M216 to pre· 
amplifier and amplifiers. Assures "maximum performance and greatest ease 
of installation. . Audiophile Net:. $ 1.95 
Model A29R-Adapter Plate for use with Model M12 or M212 for mounting 
purposes with the Rek·O·KuI turntable. Audiophile Nel $ 2.40 

for use with any quality cartridge, stereo or monophonic 

The Shure M232 (and M236) Professional Tone Arm is a new, 
premium-quality independent tone arm that accepts practically 
all cartridges (Stereo and Monophonic) and permits their maxi· 
mum potential performance characteristics to be utilized. Fea· 
tures precision .ball bearings at all pivot points, plug.in head 
with positive-alignment lock, variable height adjustment. Pays 
for itself in reduced record wear and damage. Ingeniously sim· 
pie and unprecedented combination o.f adjustments gives instant, 
positive, VISUAL control over balance (without altering overall 
arm length), tracking force (0-8 grams), and overhang. Floats 
the needle over the record ••• smoothly - without "drag" -
without "skip" - without unnecessary (and ruinous) force. Fur· 

nished with cable having plug on each end to simplify and 
speed up installation (eliminates soldering). 

SPECIFICATIONS: MODELS M232 - M236 PROFESSIONAL TONE ARMS 

NET PRICE: TONE ARM M232, for 12" records ....... _ ... _ ...... _.$29.95 
TONE ARM M236, for 16" records ...... _ ..... _ .. _ ... $31.95 
Moclel A23H extra Plug·ln Head .. _ ............ _._._ .... $ 2.40 

FURNISHED ACCESSORIES: Arm rest, mounting template, mounting 
hardware, 4 ft. cable assembly. 

DIMENSIONS: M232 - 12'Ji'," long 
M236 - 14'/2" I .. ng 

NET WEIGHT: M232 M236 
1 lb. l1/a Ibs. 

NOTE: WHEN REPLACING STYLUS, use only genuine Shure replacement stylus with the certification, "Precision Made by Shure." 

Inferior imitations can seriously downgrade the performance of the cartridge. 

See Pages 160.167 for additional Shure Products. 
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world acclaimed 
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HIGH FIDELITY PHONOGRAPH CARTRIDGES 
Painstakingly tested, proved, perfected-these superb Shure Stereo 
Dynetic moving-magnet cartridges are designed specifically to satisfy 
the critical ear of the most discriminating music lover ... the most 
exacting audio-phile. They separate disc stereo sound channels with 
incisive c.larity, They are singularly smooth throughout the audible 
spectrum .•• and they are superior to other separate stereo cartridges 

in the re-creation of clean lows, true-fo-performance mid-ranges and 
brilliant highs. Completely Compatible. 
NOTE: WHEN REPLACING STYLUS, use only genuine Shure replace­
ment stylus with the certification, "This Dynetic Stylus is Precision 
Manufactured by Shure Brothers, Inc." Inferior imitations can seri~ 
ously downgrade the performance of the cartridge. 

CARTRIDGE SERIES-MODEL M3D-MODEL M3/N21 D 
MODEL M3D MODEL M3D WITH N21D TUBULAR STYLUS 
The M3D Stereo Professional Dynetic is the premium stereo phono 
cartridge. It reflects quality control of a high order, based on critical 
tolerances in all performance characteristics. 

New, higher compliance and frequency response cartridge-stylus com­
bination designed for the perfectionist. For use with top quality 
independent tone arms or record changers capable of tracking at 
21/2 grams maximum. 

MODEL M3D MODEL M3/N2ID 
Professional Stereo Dynetic cartridge ... including N3D stylus 
assembly with .0007" diamond. 

Professional Stereo Dynetic cartridge ... including Shure N21 D 
Tubular Stylus with .0007" diamond. 

Au d ioph i Ie Net Price ____________ . ______________________________________________ $45.00 Audiophile Net Price ______________________________________________________________ $47.25 

MODEL N21D STYLUS 
MODEL N3D 

Stereo Stylus assembly for M3D, including .0007" diamond. 
Top-rated Tubular Stereo Stylus assembly for higher compli­
ance and response with M3D. Includes .0007" diamond. 

Audiophile Net Price _____________________________________________________________ $22.50 Audiophile Net Price _____________________________________________ $24.75 

SPECIFICATIONS 
Channel Separation (at 1000 cps) 
Frequency Response 

Output Voltage (per channel, at 1000 cps) 
Recommended Load Impedahce (per channel) 
Compliance; Vertical & Lateral 

Tracking force 

Inductance 
D', C. Resistance 
Terminals 
Mounting Centers 

M3D 
Over 20 db 
20 to 15,000 cps 

(± 3 db) 
5 mv 
47,000 ohms 
4.0 x 10·' cent. 

per dyne 
3 to 6 grams 

420 millihenrys 
280 ohms 

M3/N2ID 
Over 20 db 
20 to 20,000 cps 

(± 21/2 db) 
4 mv 
47,000 ohms 
9.0 x 10_' cent. 

per dyne 
2 gms. optimum 

(21/2 max.) 
420 millihenrys 
280 ohms 

4 Terminals. Furnished with 3-terminal 
adapter. Fits Standard 1/2". 

CARTRIDGE SERIES-MODEL M7D-MODEL M7 /N21 D 
MODEL MlD MODEL M7D with N21D -TUBULAR STYLUS 
The M7D Stereo Custom Dynetic is designed for the economy~conscious 
consumer who wants a high quality Stereo Phono Cartridge at moder­
ate cost. 

Top-rated cartridge~stylus assembly. Extraordinarily high compliance 
and response at modest price. For use in finest quality independent 
tone arms or record changers capable of tracking at 21J2 grams maxi~ 

MODEL M7D 
Custom Stereo Dynetic cartridge . , . including N7D stylus 
assembly with .0007" diamond. 
Aud ioph i Ie Net Price __________________________________________________________ $24.00 

mum. 
MODEL M7/N2ID 

Custom Stereo Dynetic cartridge . . 
Tubular Stylus with .0007" diamond. 

. including Shure N21 D 

Audi'jphile Net Price __________________________________________ _ $36.75 
MODEL N21 D STYLUS 

MODEL N7D 
Stereo Stylus assembly for M7D, including .0007" diamond. 

Top-rated Tubular Stereo Stylus assembly for higher compli­
ance and response with M7D. Inclucles .0007" diamond. 

Audiophile Net Price ____________________________________________________________ $12.00 Audiophile Net Price __ __________________________________ $24.75 

SPECIFICATIONS 
Channel Separation (at 1000 cps) 
Frequency Response 
Output Voltage (per channel, at 1000 cps) 
Recommended Load Impedance (per channel) 
Compliance; Vertical & Laterol 

Tracking Force 

Inductance 
D. C. Resistance 
Terminals 
Mounting Centers 

M7D 
Over 20 db 

,20 to 15,000 cps 
5 mv 
47,000 ohms 
3.5 x 10-6 cent. 

per dyne 
4 to 7 grams 

420 Millihenrys 
280 ohms 

M7/N2ID 
Over 20 db 
20 to 20,000 cps 
4 mv 
47,000 ohms 
9.0 x 10-' cent. 

per dyne 
2 gms. optimum 

(2112 max.) 
420 Millihenrys 
280 ohms 

4 terminals. Furnished with 3-terminal 
adopter. Fits both 1J2" and ~6" 

, 
See Pages 160-167 for additional Shure Products. 
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SHURE HIGH FIDELITY STEREO PRODUCTS 

LABORATORY STANDARD 

~ 

MODEL M3LS STEREO CARTRIDGE 
The M3LS Stereo Cartridge is an individually 
selected and tested laboratory standard M3D 
Stereo Professional Dynetic Phono Cartridge. 
Each M3LS, its corresponding bos, individual 
response curve and specifications are serially 
numbered. Each cartridge carries a 3Ryear 
guarantee, (not including needle wear or dam R 

age to needle from abuse or mishandling.) 
SPE<:IFICATIONS: ' 

Model N3LS Replacement Stylus - $25.00 
(NQTE: M3LS must be returned to Shure fac­
tory for installation of replacement stylus. 
At this time,· new calibration curve and 
specifications will be issued Q$ part of reR 
placement stylus charge.) 

Channel Separation: 23 db minimum at 1 KC.; 
IS db minimum at 10 KC. 
Channel to Channel Balance: I.S db maximum 
(1 KC on monaural record.) 
Frequency Response: 30 to IS,OOO cps ± 2 db. 
Output Voltage: S.O mv ± 2 db per channel 
at 1,000 cps. 
Recommended Load Impedance: 47,000 ohms. 
Compliance: 4.4 x 10-' centimeters per dyne 
minirrWm; 7.3 x 10·' cehtimeters per dyne 
maximum at 80°F. 
Tracking Force: 3 to 4 grams. 
Inductance: 420 millihenrys. 
D. C. Resistance: 280 ohms. 
Terminals: 4 terminals. Adaptable to 3 term­
inal arms. 
Mounting Standard V2" centers. 
Stylus: .0007" diamond stylus. 
NGT Price: $75.00 

STANDARD 

THE MaD STANDARD STEREO DYNETIC 
Is designed for dependable use in record 
changers. It features clear, hum-free operation 
at low cost. 

SPECIFICATIONS: 
Channel Separation: More than 20 db at 1000 
cps. ' 
Frequency Response: 30 to 1 S,OOO cps. 
Output Voltage: 5 mv per channel ai 1000 cps. 
Recommended Load Impedance: 47,000 ohms. 
Compliance: Vertical, Lateral 3.0 x 10-' centi:· 
meters per dyne. 
Tracking Force: S to 8 grams. 
Inductance: 420 millihenrys. 
D. C. Resistance: 280 ohms. 
Terminals: 4 terminals. Adaptable to 3 termin­
al arms. 
MOUNTING: Standard X" and M,' centers. 
STYLUS: .0007" diamond stylus. 
Model MaD Standard Stereo Dynetic cartridge 
... including .0007" diamond stylu.~. 
Audiophile Net: $16.S0 
Model N8D Stereo Stylus assembly for M8D, 
including .0007" diamond. 
Audiophile Net: $8.25. 

MONOPHONIC PROFESSIONAL 

STEREO PROFESSIONAL MONOPHONIC 
For those who prefer monophonic cartridges 
with monophonic records, Shure offers the out­
standing Model MSD Professional Dynetic. 
SPECIFICATIONS: 
Frequency Response: 20 to 20,000 cps. 
Sensitivity: Output at 1,000 cycles-21 milli­
volts for 10 cms / sec. 
Recommended Load Impedance: 27,000 ohms. 
Compliance: 3 x 10-' centimeters per dyne. 
Tracking Force: 2 to 6 grams. 
Inductance. 3S0 millihenrys 
D. C. Resistance: 440 ohms. 
Model MSD-has .001" diamond for use with 
micro-groove records, 33118, 45 r.p.m. 
Model M6S-has .0027" sapphire for use with 
standard records, 78 r.p.m. 
Model MSD Monophonic Professional Dynetic 
Phono Cartridge for LP records including NSD 
.001" diamond stylus. Audiophile Net: $27.50. 
Model M6S Monophonic Professional Dynetic 
Phono Cartridge for 7B rpm records including 
N6S .0027" sapphire stylus. 

. Audiophile Net: $15.00 
Model N5D Monophonic Professional Dynetic 
stylus with .001" diamond tip. 

Audiophile Net: $16.50 
Model N6S Monofhonic Professional Dynetic 
stylus with .0027' sapphire tip. 

Audiophile Net: $5.00 

BROADCAST STEREO 

EQUALIZER 
STEREO LINE 

PRE-AMPLIFIER Compensates output of stereo and monophonic 
magnetic cartridges far flat RIAA and roll-off 
responses, when used with inputs designed for 
low impedance microphones. 

High quality, low noise, stereo line pre-amplifi.er providing. additional 
gain for use with magnetic stereo phono cartridges and microphones. 
Additional gain also can be provided from tape recorder ou!puts on 
standard pre-amplifier to improve quality of recordings. PrOVIde. flat 
output response from 30 to 80,000 cps ± V2 db. Low .output impedan~e 
per",it. use of longer cable lengths (up to 50 feet) wlth~ut loss of gam 
or deterioration in response when used with magnetIC phono cart­
ridges, microphones, etc. 

SPECIFICATIONS: 
FREQUENCY RESPONSE DEVIATION (with all 
Shure Stereo Cartridges): 30 to 20,000 cps ± 1 db. 

30 DB CHANNEL SEPARATION: 30 to 20,000 cps. 
LOW OUTPUT IMPEDANCE: 250 ohms. Pravision for 125 & SOO ohms. 
CIRCUIT: 9-terminal network-3-terminal input, 4-terminal balance 
output with two convenient Shield terminals for unbalanced output. 
INSERTION LOSS: Approximately 28 db. (varies with frequency and 
impedance.). 
FURNISHED ACCESSORIES: Supplied with escutcheon, mounting bolts, 
L-shaped mounting bracket,. and long control shafts for mounting 
through varying panel thicknesses up to lV2" inches. 

SPECIFICATIONS: 
GAIN': 17 db or 7 to 1 (5 my. input gives 3S my. output). Circuit 
change information provided to give one-third and two-thirds outp~t. 
IMPEDANCE: Input-47,000 ohms-Output-5,000 ohms. 

DIMENSIONS: 7%" x 31/2" x 3" overall. 5'/2" x 3V2" x 3" excluding 
control shafts. 
NET WEIGHT: 1 ~4/10 Ibs. NET PRICE: $60.00 

HUM & NOIS~: 64 db below rated output. 
DIMENSIONS: 57/a" x 2Va" x 3%". 
NET WEIGHT: 2 Ibs. NET PRICE: $19.95 
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STEREO CONVERSION PRE-AMPLIFIER 
Provides equalization with amplification for conversion of ceramic inputs to .",!os,:,etic i~puts. 
Gives smoother more natural sound. As an added feature, 60 db of amphflcatlon WIthout 
equalization is ~Iso provided. Permits the use of a ma9neti~ ~ortridge with "p~cka.ge" cons?les 
supplied with a ceramic cartridge. Also provides pre-amplification and equalization functions 
for other inputs (phon", tape, microphone). 
SPECIFICATIONS: 
GAIN: Phono: 44 db (S mv input produces .76 v. output). 

Special: 4S db (5 mv input produces .8B v. output). 
Tape: 40 db (S mv input produces .50 v. output). 
Microphone: 63 db (2 mv input produces 2.8 v. output). 
Frequency Response: ± I.S db of each function's nominal characteristic from 25 cps to 15,00.0 
cps. EQUALIZATION: Phono: RIAA equalization (with additional treble boost of approx!-

mately 3 db at 10,000 cps to complement the high frequency characteristic of most magnetoc 
cartridges). 

Special: A Shure-developed magnetic phono equalization circuit for use with high imped· 
ance amplifiers normally used with ceramic phono cartridges. 
Tape: N ART B equalization. 
Microphone: Flat response. ± 3 db from 20 to 12,000 cps. 

INPUT IMPEDANCE: 47,000 ohms (all functions). 
OUTPUT IMPEDANCE: low output impedance (less than SOOO ohms at 10,000 cps for phono, 
special and tape functions). 
CHANNEL SEPARATION: 40 db. 
CHANNEL BALANCE: ± 1 db at 1000 cps. 
HUM-NOISE: SO db below rated output. 
OVERALL DIMENSIONS: Length 67/a"; Width 3'~,'; Height 31Al". 
NET WEIGHT: 1 lb. 14 oz. 
NET PRICE: $24.00 

See Pages 160·167 for additional Shure Products. 
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TECHNICAL DATA-MAGNETIC TAPE AND WIRE RECORDING HEADS' 

Model R_dinl Bias & Eralt Sid Recordinl Operatinr Eras,· Impedance Impedanc. 
Speed Frqu.ncy Lev.1 Bias Currenl Currenl Erase Coil Record·Playback Coil 

3.75" per sec 2SKC .05 ma 1.25 ma 27 ma 750 ohm at 2SKC 1450 ohm al 1000 cps 
115 (Fig. A) 7.5" per sec SOKC .05ma 1.5 ma 30 ma 1300 ohm al SOKC 1450 ohm al 1000 cps 

3.75" per sec DC .095 ma .35 ma 25 ma 12 ohm 180 ohm 

115M (Fig. A) 3.75" per sec 2SKC .03 ma .72 ma 27 ma 750 ohm al 2SKC 5800 ohm al 1000 cps 
3.75" per sec DC .056 ma .24 ma 25 ma I~ ohm I 556 ohm 

118 (Fig. B) 3.75" per sec 2SKC ,.03 ma .80 ma 5500 ohm al 1000 cps 
3.75" per sec DC .07 ma .26 ma 556 ohm 

117 (Fig. C) 3.75" per sec 2SKC .06 ma 3.6 ma ' 1860 ohm al 1000 cps 
3.75" per sec DC .175 ma .42 ma 180 ohm 

TE2·J (Fig. C) 3.75" per sec 2SKC 30 ma 750 ohm al 2SKC 
3.75" per sec SOKC 35 ma 1300 ohm at SOKC Without case 3.75" per sec DC 25 ma 12 ohm 

7.5" per sec 5QKe 25 ma 1700 ohm al SOKC 
TE11t·J (Fig. D) 7.5" per sec 7SKC 26 ma 2250 ohm al 7SKC 

7.5" per sec 100KC 26 ma 2670 ohm al 100KC 

TR21C·J (Fig. E) 7.5" per sec 75KC .040 ma 1.0 ma 4000 ohm al 1U00 cps 

TR~O·J (Fig. F) 7.5" per sec 7SKC .05 ma .6 ma 4000 ohm al 1000 cps 

TK41·J (Fig; G) 
UPPIl Channel 7.5" per sec 6SKC .08 ma 1.25 ma lISO ohm al 1000 cps 
Lower Channel 7.5" per sec 3300 ohm al 1000 cps 

Erase 7.5" per sec 6SKC 50 ma 2100 ohm at 6SKC 

'Erase currenl chosen lor 50 db Erasure 01 Salurated 400 C.P.S. Recordong. Recording Medlum-Monnesota MInong & Mfg. Co .. Tape No. III 
Pressure Pad Force (Area-.025 sq. in.) Two Ounces. 

RECORDING HEAD DIMENSIONS 

Models 115. 115H (Fir. A) & .16 (Fir. B) Model TEZ·J (Fir. C) Model TR2IC·J (fir. E) 
Width 1.240" Deplh 1.031" Height .695" Width .516" Depth .830" Height .715" Widlh .600" Deplh .521" Height .775" 

Model 117 (FIr. C) Model TEIIC·J (Fir. D) Model TR4O·J (Fir. F) 
Widlh .552" Depth .830" Heighl .765" Widlh .366" Depth :641" Height .468" Width .633" Depth .575" Height .469" 

NUMERICAL LIST OF SHURE TAPE HEADS USED IN ORIGINAL EQUIPMENT 

lIIodel ILLUSTR. LIST PH. DESCRIPTION OPERATING 
DATA 

112 Nol'Shown $20.00 Wire Recording Head. Not Shown 
115 Fig. A 15.00 Upper track recording. low impedance record· playback coil. See SIS 
.15H Fig. A 15.00 Upper track recording. High impedance record·playback cool. See SISH 
116 Fig. B 12.00 Upper track recording. High impedance record·playback coil. See 516 
III Fig. t 9.00 .093" record track widlh. low impedance record· playback coil. See 817 
TE2·J Fig. C 7.00 Erase head .116" erase track width. See TE2-) 
TE11C·J Fig. 0 12.00 Erase head .132" erase Irack widlh. See TEIIC·) 

TI41·) Fig.G 57.50 
Stereo Head Kit to convert magnetic tape recorder to stereophonic playback and monaural 

~.~08.i~U800~~~mo~~~~\~0~~I~:7tJJO. ~~;2~oJ;~~k l;~~~P'r ~~o~~O. TR·SooD. 
See TK41-) 

Ta5i·J Fig. A 17.00 Upper track recording with 14·inch completely insulated leads. Cinch plug attached. See SIS' 
TR5M·J Fig. A 16.00 Special Shield. Special Leads, Special Plug. See SIS· 
TR5Z·2J Fig. A 15.50 Upper track recording. High impedance record.playback coil. See 81SH 
TR .. J Fig.B 12.00 Lower Irack recording. low impedance record· playback coil. Not Shown 
TaI .. J Fig. C 9.00 .093" record track width. High impedance record· playback coil. Not Shown 
TR2IC·J Fig. E 14.00 .093" record track width. Record.playback coil. See TR2IC·) 
TR21-J Fig. C 11.00 .093" record track width (\4 mil gap). High impedance record.playback coil. Not Shown 
TR4O·J Fig, F. 35.00 Slereophonic record/playback head. Two tracks .074" width (0.2 mil gap). See TR40·) . OperatonK data only. 815 does not replace 

See Pages 160.167 for additional Shure Products . 
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~@OO@V@OO~® pioneer in'the development of 

MOOEL 

SONOTONE CARTRIDGES-one line for a multitude of service and replacement needs. 

Stereo: 
Velocitone Assembly-Deluxe "9T" 
cartridge plus matched equalizers 
for improved sound t"hrough any 
magnetic input system. 
Flat ±112 db from 20 to 6,000 cps, 
1 db to 17,000 cps, with deliberate 
rollofflo 20,000 cps. 
91'S-V ..... $20.50 
9TSD-V .... 23.50 
9TD77-V ... 26.50 

"16T"-ldeal cartridges combining 
top qual ity with moderate price ... 
now original equipment on most 
leading phonographs. 
Response: flat ± 1 db from 20 to 
10,000 cps, with smooth rolloff to 
12,000 cps. 
16T-S ..... $12.50 
16T-SD . . .. 15.50 
16T-S77 . _. 12.50 

"18T"-Companion to the 16T with 
sl ightly greater output voltage, 
moderately priced and now original 
equipment with most phonograph 
manufanturers. 
Response: flat ± 1 db from 20 to 
10,000 cps, with smooth rolloff to 
12,000 cps. 
18T-S ..... $12.50 
18T-SD . . .. 15.50 
18T-S77 ... 12.50 

. "9T"-Superb quality for even the 
most advanced audiophile. 
Re.sponse: flat ± 1 db from 20 to 
17,000 cps, \\lith deliberate rolloff 
to 20,000 cps. 
9T-S ...... $16.50 
9T-SD ...•• 19.50 
9T-S77 .•.• 16.50 

"8TA"-A choice cartridge for real 
integrity of sound. 
Response: flat ±2.5 db from 20 to 
15,000 cycles, with gradual roll off 
to 20,000 cycles. 
8TA4-S .... $14.50 
8TA4·SD ... 17.50 
8TM-S77 •• 14.50 

"lOT" - Fine economical replace­
ment to achieve well-balanced repro­
duction from most popular systems. 
Response: flat from 20 to 15,000 
cycles ±2.5 db. 
10T2-S .... $ 6.45 
10T2-SD . .. 13.45 
10T2-S77 .. 6.45 
10T2·SD77 . 13.45 

"12T" - Crystal cartridge offering 
clear stereo sound at budget price. 
Response: flat ±2.0 db to .10,000 
cycles, smooth rolloff to 15,000 
cycles. 
12THA-S .... $6.45 
12THA-S77 .. 6.45 
12TLA-S .... 6.45 
12TLA·S77 .. 6.45 

"Tl"-Tonearm assembly complete 
with "12T" stereo cartridge for the 
best possible sound anywhere near 
the price. Gray, tan and black arms 
available ....•....•..•... $7.45 

Monaural: 
"3T" and "lP"-Crisp, clear 
highs ... full authoritative lows. 
Outperforms expensive magnetic 
cartridges. 
Response: smooth 20 to 20,000 
cps, flat to 15,000 with gradual 
rolloff beyond. 
3T-LB-S ..... 3T-S ...... $12.50 
3T-LB-SD .... 3T-SD .. . .. 15.00 
3P-LB-1S .... 3P-1S ..... 10.50 
3P-LB-3S .... 3P-3S ... " 10.50 
3p-LB-lD .... 3P-1D ..... 14.50 
3P-LB-3D. " .3P-3D ..... 14.50 

Note: 

"2T" - Wide spectrum response 
•.. ideal for monophopic replace­
ment at less cost. 
Response: smooth 20 to 20,000 
cps, flat to 12,000, with gradual 
rolioff beyond. 
2T-LB-S ..... 2T·S ...... $ 8.50 
2T-LB-SD .... 2T-SD .. . .. 14.50 

"1 P" - Improves performance of 
e.ven simplest record players . 
Response: smooth 20 to 20,000 
cps, flat to 12,000, with gradual 
roll off beyond. 
1P-LB-1S .... lP-1S ..... $ 7.50 
1P-LB-2S .... lP-2S .. . .. 7.50 
1P-LB-3S .... lP-3S .. . .• 7.50 
1P-LB-1D .... lP-1D ..... 13.50 
1P-LB-3D. " .lP-3D ..... 13.50 

S = O.7-mil sapphire, 3-mil sapphira 
SD= O.7-mil diamond, 3-mil diamond 

077 = O.7-mil diamond, O.7-mil diamond 

15= I·mil sapphire 
3S = 3-mil sapphire 
1D=* I-mil diamond 

3D = 3-mil diamond 
3P = single needle 
LB = less bracket for slim tonearms. 

STEREO AND MONO TAPE HEADS: Selected as original equipment for tape recorders 
by leading manufacturers. Designed for high quality reproduction, plus rugged endurance. 

NUMBER PRICE 
MODEL 
NUMBER PRICE 

RH-4A ..... (record and play head) ..... $28.50 
EH-4A ..... (erase head) ............. 13.50 
RH-2A ..... (record and play head) ....• 10.00 
EH-2A ..... (erase head);............ 9.00 

REH-1B ..... (mounted record-play and erase head) ..... $23.00 
REH-1C ..... (mounted record-play and erase head) ..... 23.00 
RH-2A7 ..... (mollnte'd record and play head) ........ , 12.00 
RH-2B7 ..... (mounted record and play head) ...... ; .. 12.00 

2= 1f2 track for monaural 4= 1f4 track for stereo 
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I SECTION 1340 

full-line electronics forthe reproduction of sound 
SONOTONE "CERAMIKES" for rugged use, long life with true-to-life transmission of voice. Big value at modest price_ 

eM-10A Specifications ....................... $17.50 
For tape recording, sound movies, PA systems. 
Frequency Response •• 50 to over 11,000 cycles per second. 
Sensitivity •••.•••• , • -56 decibels ±2 db. 
Transducer ..••.••••• Ceramic element. 
Damping Grid .••••••• Lanced, louvered metal grid. 
Connections .••••••• 7 feet of shielded cable with phone 

plug. 

eM-11 A Specifications ....................... $17 .50 
For use where greater sensitivity is desired, the CM·11A 
specifications are the same as the CM-lOA except for 
the following: 
Frequency Response •. BO to 9,000 cycles per second. 
Sensitivity .••••••••• -53 decibels ±2 db. 

CM-12A Specifications ....................... $29.50 
For PA systems, any long· lead installations. Low imped­
ance with push·to·talk button. 
Frequency Response •• 200 to B,OOO' cycles per second. 
Sensitivity ..•••••••• -63.5 decibels ±2 db. 
Transducer ..•••••••• Ceramic element. 
Damping Grid .•••.••• Lanced, louvered metal grid. 
Connections ••••••• • 1B feet of shielded cable secured 

to case with a plastic strain relief. 

CM-T10A Specifications (Matched pair) •••••••••. $35.50 
For the ultimate in stereo recording. 
Frequency Response .• 50 to over 11,000 cycles per second. 
Sensitivity ...•.•.••• -56 decibels ±2 db. 
Transducer ..•.••..•• Ceramic element. 
Damping Grid .•....•• Lanced, louvered metal grid. 
Connections •••••••. 7 feet of shielded cable with phone 

plug. 
CM·T11A Specifications (Matched pair) •••••••••• $35.50 
Where greater sensitivity is desired, we recommend the 
Son atone CM-Tl1A, the improved version of the CM-Tl1 
"Ceramike"-also In matched twins. The specifiGation for 
the CM-Tl1A are the same as for the CM-TlOA except: 
Frequency Response .• BO to 9,000 cycles per second. 
Sensitivity ........•. -53 decibels ±2 db. 

CM·17A Specifications ....................... $24.50 
Flex-mike for audio·visual installations. 
Frequency Response •• 50 to over 11,000 cycles per second. 
Sensitivity ..•••••••• -56 decibels ±2 db. 
Transducer ..•••••••• Ceramic element. 
Damping Grid •••••••• Lanced, louvered metal grid. 
Connections •••••••• Six feet of shielded cable. 

eM-3~ Specifications •..•... $14.00 
New, true-to-life "Citizen's Band" 
mike for 2-way broadcasts. Push-to­
talk button. 

CM-31 Specifications •..•... $13.50 
Lightweight companion of the CM-30 
for communications and mobile 
systems. 

CM·32 Specifications •...•.. $12.50 
Lower-priced companion of the CM·30 
for tape recorders, entertainment. 
Frequency Response ..•. 80 to 9,000 

Frequency Response •... 90 to 6,000 
cycles per second 

Sensitivity ••• -49 decibels ±2 db. 
Case ••..•.•... Shatterproof plastic 
Transducer ••.••... Ceramic element 
Connections ••• 6 feet of 4-conductor 
shielded coil cable (contracts to one 

foot) with tinned ends 
Mounting ..•..•. Molded dash mount 

with bracket 

Frequency Response .... 90 to 6,000 
cycles per second 

Sensitivity ... -49 decibels ±2 db. 
Case •••••..•.• Shatterproof plastic 
Transducer ...•.... Ceramic element 
Connections ..... 6-foot, 2·conductor 
shielded coil cable (contracts to 1 foot) 

with presoldered ends 
Mounting .•.••.. molded dash mount 

with bracket 

cycles per second 
Sensitivity ••• -49 decibels ±2 db. 
Case ••.•.•.••. Shatterproof plastic 
Transducer ..•••.•. Ceramic element 
Connections ••••. 7-foot, 2-conductor 

shielded cable 
Plug ••••••••.. Shielded phone plug 

SONOTONE ELECTRONIC TUBES-U.S.Army Signal Corps approved for reduced inspection under R.l.Q.A.P. program. 

TYPE TUBE DESCRIPTION 
OZ4 Full wave gas rectifier 

'lABS Heplode 
'lACS Heplode 
'IAH5 Diode A-F penlode 
*lAJ4 Remote-cutoff R-F pentods 
IB3GT Half wave rectme, 

·IM3 Tuning indicator tube 
'IS5 Diode A-F penlode 
*lT4 Variable-MU R-F pentode 
IX2B Half wave rectifier 
2AF4A UHF triode oscillator 
2AF4B UHF IIiode oscillalor 
3AF4A UHF triode oscillalor 
3AF4B UHF Irlode oscillalor 

*3C4 Power pentads 
*3V4 Power amplifier pentods 
48Q7 Medium-MU twin triode 
4817 Medium-MU twin triode 

·SAR4 Rectifier 
SJ6 Medium-MU twin triode 
5U4GB Full wave rectifier 
5Y3GT Full wave rectifi81 

'6AB4 R-F Iriode 
'6AB8 Triode penlode 
6AF4 UHF Iriode oscillalor 
SAF4A UHF Iriode oscillalor 

'6Al8 Triode heplode 
'6AKS Sharp-culoff penlode 
*tAL5 Duodiode, separate cathodes 
'6AM6 Sharp-cutoff R·F penlode 

SANS Triode pentode 
'6AQ4 High-IIW Iriode 
'6AQ5 Power penlode 
'6AQ8 R-F doublelriode 
'6ATS Duplex diode high-MU triode 
'6AUS Sharp-cutoff R-F penlode 
ItfiAV6 Duodiode and A-F triode 
6AX4GT Half wave high vacuum rectifier 

ItfiBA6 Remote-cutoff pentode 
"68E6 Peqtagrld converter 
6BG6GA 8eam power amplifier 
6BL7GTA Medium·MU Iwin1riod. 

'6BL8 Triode penlode 
'6BM8 Triode power pentod. 
~ Power pentods 
'6 
S power ampllft.,.· 
6 A High frequency twin triode 
~B Tuning indicator tuba 
'6BX6 R-F pentade 

'6BY7 Remote-CUloff R-F penlad. 
S8l7 High frequency twin triode 

TYPE TUBE DESCRIPTION 

*GC4 Power triode 
·SCA4 Rectifier 
-6CA7 Power pentode 
'6CA7 MP Power penlode 
SCB6 Sharp-cutoff R-F pentade 
6CD6GA Beam power amplifier 

*SeD7 Tuning indicator 
6CG7 Medium-MU twin triode 

-6CJ6 Power pentade 
-6CKS Power pentode 
*GCN6 Beam power amplifier 
'6CS6 Heplode 
-6Cn Diode-Variable-MU pentode 
-6CWS Power pentode 
·SCW7 Double triode 
·SDAS Tuning indicator tube 
'6DAS Variable-IliU R-F penlode 
-SOCS Duodiode and variable-MU penrod. 

-SOJ8 Twin triode 
-SOLS Power peatode 
otfiERS High gain amplifier 
~ES8 Frame grid twin triode 
-6FGS Tuning indicator tube 
'6l4WA UHF high-MU Irlode 
6JS Medium-MU twin triode 
6JSA Medium-MU twin triode 

-SJ6WA R-f amplifier 
6K6GT Power amplifier pentode 

6L6GC Power amplifier 
'6N8 Duplex diode penlode 
'6SL7GT High'MU Iwin Iriode 
6SN7GTB Medium-MU Iwin Iriod. 
6S4A Metlium-MU Irioda 

"6T8 Triple diode and A-F triode 
'6U8 l'riode penlode 
'6V4 Reclifie, 
SV6GT Power amplifier 
SW4GT Half wave high vacuum rectifier 
~X4 Full wave rectifier 
~X5G Full wave rectifier 
6X8 Triode pentode 

·9A8 .Triode pentode 
'9AQ8 R-F doublelriode 
'12ATS Twin diode-high-MU IIiode 
'12AT7 R-F double Iriode 
*12AU7 Medium-MU twin triode 
12AU7A Medium-MU Iwin I'ioda 

'12AV6 Twin diade·high-MU Irlotle 
12AX 4GT Ha If wave rectifier 

'12AX7 High-MU twin Iriode 
12AX7 A High-MU Iwin Iriode 

TYPE TUBE DESCRIPTION 

*12BA6 Remote-cutoff R-f pentode 
*12BE6 Penta grid converter 

12SN7GT Medium·MU twin triode 
·16A8 Triode power pentode 
18Dl8 Triode penlode 

~~~~5 B:~~e~:!!~~~g:ntode 
35018 Triode pentode 
35EHS Power output pentode 

*3SW4 Half wave high vacuum rectifier 
-SOBM8 Triode power pentoda 
·SOC5 Beam power amplifier 
50EH5 Power output pentode 

'5928-S2S7 A-F penlode 
6OFX5 Power output pentode 
SD26 M.dium·MU triode 
7025 High-MU Iwin Iriode 
7189 Power pentode 
7189 MP Power pentode 

IDAF91/IS5 Diotla A-F'penlode 
IDAF96/IAH5 Diode A-F penlod. 

DC9lJ H-F triode 
IDF91/1T4 Variable-MU R-F penlode 
IDF9S/IAl4 Remole-culoff R-F penloda 
IDK92/IACS Heplode 
iDK96/IABS Heploda 
fOl94/3V4 Power amplifier pentode 

IDL96/3C4 Power pentode 
IDM7D/IM3 Tuning indicato, lube 

IEAA·EB9I/SAL5 Duodiode. sep .. ate calhodes 
IEABC8D/ST8 Triple diode and A·F triode 
'EAF42/SCT7 Diode and variable-MU penlode 
IEBC90/SATS Duplex tliode high-MU Iriode 
IEBC91/SAVS Dcodiotle and A-F Iriode 
,EBF8D/SN8 Duplex diode penlode 
~~g~,(g~C:o:~t:~<1fe and variable penlode 

IEC91/6AQ4 High-MU triode 
iEC92/SAB4 R-F Iriode 
IEC95/6ER5 High gain amplifie, 
IECC35/SSL7GT High-MU twin Iriode 

ECC40 A·F doublelriode 
IECCBI/12AT7 R-F double IIiode 
IECC82/12AU7 Medium-MU Iwin triad. 
IECC83/12AX7 High-MU Iwin Iriode 
IECCB4/SCW7 R-F doublelriode 
IECC85/SAQ8 R-F doublelriode 

,ECC88/6DJ8 Twin Iriode 
IECC91/SlS Medium-MU twin Iriode 
IECCI89/SES8 Frame grid twin Iriode 

TYPE TUBE DESCRIPTION 

IECF8D/SBL8 Triode penlode 
IECF82/6U8 Triode penlode 
IECH81/6Al8 Triode heplode 

,ECL8D/6ABB Triode penlode 
IECL82/6BM8 Triode power penlode 

EF4D A-F pentode 
IEF80/SBXS R-F penlode 

IEF85/SBY7 Remole-culoff R-F penlode 
IEF86/5928-S2S7 A-F penlode 
IEF89/SDA6 Variable-MU R-F penlode 
IEF91/6AM6 Sharp-culoff R-F penlod. 
#EF93/SBAS Remole-culoff penlode 
IEF94!SAUS Sharp-culoff penlode 
IEF95/SAK5 Sharp-culoff penlode 
IEH90/SCSS Heplode 
#EK90/SBES Penlagrid converter 
IEL34/SCA7 Power penlode 

IEL34/6CA7 MP Power pentode 
EL37 Power pentode 
EL37 MP Power pentode 

IEt38/6CN6 Beam power amplifier 
IEL41/SCK5 Power pentod. 
IEL81/6Cl6 Power penlode 
IEL84/6BQ5 Powe, pentode 
IEL84/6BQ5 MP Power penlode 
IEL86/6CW5 Power penlode 

IEL9D/SAQ5 Powe, penlode 
IEL95/GOLS Power pentode 
IEM34/SDC7 Tuning indica lor 

EM71 Tuning indicator tube 
,EM80/6BR5 Tuning indicator tube 
IEM81/SDA5 Tuning indicalor lube 
IEM84/6FG6 Tuning indicalor lube 
IEl35/6X5G Full wave reclifier 
IEl8D/SV4 Rectifier 
#EZ81/6CA4 Rectifie' 
fEZ90/6X4 Full wave reclifier 

IGZ34/5AR4 Rectifier 
IHBC90/12ATS Twin dlode-High-MU Irlode 
#HBC91/12AVS Twin diode-High-MU Iriod. 
IHF93/12BAS Remole-culoff R-F panlode 
IHK90/12BES Penlagrid converler 
IHL92/50C5 Beam power amplifier 
IHY90/35W4 Half wave reclifier 
IM808I/SlSWA R-F amplifier 
1M8232/Sl4WA UHF high·MU Iriod. 
IPCC85/9AQ8 R-F doublelriode 

,PCF80/9A8 Triode penlode 
,peC82/16A8 Triode power pentode 
iUCL82/50BM8 Triode power pentade 

~Avallable as European equivalent as listed. ,Available as American equivalent as listed. MP Matched Pair 

All prices .. e suggesled IIsl O/SI) subiecllo change. 
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PRICES 
All prices listed· i.n The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITED 'PRICING SERVICE 
The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabu lated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 

pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 

pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DE LIV ERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



SECTION 1340 I 

NEWI ... for the first time in 
the U.S.! 3 superlative stereo arms 
and a cartridge by ORTOFON ... world 
famous Danish makers of studio re­
cording equipment! 

FINEST! Professional 
RMG309. 16" stereo arm. Often imitated. 
but nothing equals the original! Available with 
plug·in. electrodynamic Ortofon stereo cartridge or 
with shell to fit standard cartridges. Approximate 
dimensions: 123/16" from pivot to record center; 
requires 3" rear clearance. Tracks at 2 grams. 
Micrometer stylus force adjustment (reads directly in 
grams). Adjustable height over mounting plate. Statically 
balanced by counterweight with spring controlled stylus force 
(no leveling required). Rubber damping between arm and 
counterweight ... $59.95 net. 

PERFECTION! Ortofon 
SMG212, 12" stereo arm. Takes 
Ortofon or any standard stereo 
cartridge. Tracks at 2 grams. Special 
arm shape makes turntable leveling unnecessary; 
turntable may be up to 30· out of level before tracking 
difficulties arise. Ball bearings on both horizontal and 
vertical pivots. Adjustable height above mounting plate. 
Unique counterweight adjustment can be easily and quickly 
calibrated, without tools or gauges, to read stylus force in 
grams for any cartridge ... approximate dimensions: 8%" 
pivot to record center; 3 14" rear clearance (maximum for heaviest 
cartridges) ... $29.95 net. 

ECONOMICAL! Ortofon 
SKG212 12" stereo arm. A 
renowned Ortofon arm with true 
economy. Takes Ortofon or 
standard stereo cartridges. 
Adjustable, user·calibrated counterweight shows 
stylus force directly in grams (same as on SMG212 
above). Approximate dimensions: 8%" from pivot to 
record center; 3 14" rear clearance (maximum for 
heaviest cartridges). A truly superb performer 
... only $19.95 net. 

MIRACULOUS! You'll have to hear it to 
believe it! New, sealed·into·shell Ortofon 
electrodynamic stereo cartridge, with built·in 
transformers, plugs into any Ortofon arm 
above. Also available without shell for other 
arms. 2 gram tracking. 20·20,000 cps reo 

sponse. 20·25 db channel separation. Ex· 
tremely high compliance: 10 x 10-6 centimeter 
per dyne. 1M distortion practically immeasur· 
able, even on highest recorded levels. Equiva· 
lent mass at stylus point: 1 milligram ••• 
$49.95 net. 

WORLD FAMOUS STUDIO EOUIPMENT af"~ -

NEWI ... 3 new, 8-lb, 12" 
THORENS turntables now supplement 
fabulous TD-124! 

.THOI\EN5 

MATCHLESS TD.124! 
11 lb. table with exclusive 
clutch ... all four speeds ... 
illuminated strobe, with vari· 
able speed control (± 3%) 
. .. completely silent dual·belt 
drive .... Many more exclu· 
sive features. $99.75 net. Op­
tional base $10.00. 

NEW TD-121! Single­
speed version ofTD-124 brings 
you maximum performance 
with economy . . . standard 
in 33 113, can be set for 16,45 
or 78 rpm ... 8 lb., 12" non­
maglletic table. Variable speed 
.control (± 3%) ... microm­
eter leveling screws. $80.00 
net. Optional base $10.00. 

NEW TD-135! Four·speed 
transcription turntable with 
integrai professional arm ... 
ends installation worries .•• 
assures finest tracking. Vari­
able speed control (± 3%) 
... 8 lb., 12" table ... pre­
cision built motor. $99.75 net. 
Optional base $6.00. 

NEW TD-111! Still more 
economy with superb Thorens 
performance! Single·speed, 8 
lb., 12" non·magnetic table 
with preciSion idler·and·belt.·· 
type drive for isolation of 
motor vibrations. Self·lubricat­
ing bearings ... variable speed 
control. $60.00 net. Optional 
base $10.00. I.S 

FAMOUS HI-FI COMPONENTS 

Divisions of ELPA Marketing Industries, New Hyde Park, New. York 
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I SECTION 1340 

[Wpj~1 PHONO DRIVES 
ELECTRONICS 

00 @ © 

00c.® o© 
(B) IDLER WHEEL-2Va" 0.0. With 
bushing. Used on GE, Motorola, 
Phil co, Webcor. Similar to Item No. 
1440 but has .160" tire thickness. 
Cat. No. 1437 Net $1.16 
(C) IDLER WHEEL-2'1s" 0.0. With 
bushing. Used on Columbia, GE, 
Motorola, Webcor. 

(D) IDLER WHEEL-2" 0.0. With (F) IDLER WHEEL-2'1s" .0.0. Used (K) IDLER WHEEL-2'12" 0.0. For 
bushing. For use on Webcor. Model on most Webcor tape recorders. use with all Collaro record changers 
1134, 1136, 1151, 1121.1. Cat. No. 1441 Net $1.83 in the 54 and 530 Series. 

Cat. No. 1439 Net $1.03 (G) IDLER WHEEL-H." 0.0. With Cat. No. 1449 Net $1.83 
bushing. For use with Philco & 

Cat. No. 1438 Net $1.16 
Webcor. 

(E) IDLER WHEEL-21fa" Cat. No. 1443 
0.0. Comes with bush· 

(L) IDLER WHEEL-l" 0.0. For use 
Net $ .66 with Crescent. In Models of 550 

ing. "Similar to Item No. 
1437 but has .140" tire 
thickness at the outer 
edge. Use on Webcor 
Model 1135 record 
changer. 

(H) MOLDED IDLER WHEEL _ RCA Series. 

RECORDER DRIVE BELTS 
ROUND BLACK RUBBER DRIVES 

45 RPM. for use with RCA Series Cat. No. 1450 
RP168 & RP190. 

Net $1.00 

@J 
Cat. No. 1447 Net $ .83 (M) IDLER WHEEL-Hi'" 0.0. For 

(I) IDLER WHEEL-2" 0.0. For use use with VM Models 920 and 990, 
with Collaro record changers in and .Silvertone record changers. 
the 520 Series. 

Cat. No. 1440 Net $1.16 Cat. No. 1448 Net $1.83 Cat. No. 1452 Net $ .70 

Precision ground to exacting tolerances for 
positive, non·sl ipping drive action. Will elim· 
inate "wow" and "rumble". 

Cat. Insd. Thick· 
No. Circum. ness 

1410·06 6.2" .139" 
Used On 

Model VM· 700, 
701, 710, 711, 
714 Tape 

Dealer 
Net 

Recorders $ .40 
1410·07 7.4" .139" RCA SRT 301, 

1410·08 8.6" 

1410·10 10.6" 

1410·12 12.0" 

401, 402, 403, 
Wilcox·Gay 
3AW, 3A11 

.139" Pentron, Crest· 
wood & other 
tape recorders 

.139" Crescent and 
• other tape 

recorders 

.46 

.46 

.53 

1410·14 14.5" 

.093" Ampro and most 
Revere recorders 

.139" Most Revere 
Recorders 

(A) IDLER WHEEL-2'12" 0.0. With bushing. 
• 53 Use on Gen. Ind., Seeburg, and other record 

1410·15 15.3" 

1410·18 18.1" 

1410·20 20.4" 

1410·21 21.1" 

.139" Webcor Tape 
Recorders 

.139" Ampro Tape 
Recorders 

.139" Ampro Tape 
Recorders 

.139" Ampro, Gen. 
Ind., Webcor & 
other Tape 
Recorders 

1410·50 10.75" .085" Web cor & 
Revere 

1410·51 11.3" .063" Viking Tape 

1.00 g~'v.er~o. 1430 Net $1.16 

1.00 
(B) IDLER WHEEL-2'12" 0.0. Used on Webcor 

1.33 Model 110 record players. Replaces Manufac· 
turer's Part No. 45P1530. 

1.66 Cat. No. 1431 Net 1.26 

1.66 

(C) IDLER WHEEL-2" 0.0. Use on Admiral, 
Columbia, Crescent, GE, Motorola, Philco, RCA, 
Seeburg, Silvertone and VM. 
Cat. No. 1432 Bushing 1.0.-.215 Net .66 

.58 1487 Bushing 1.0.-.183 

Recorders 1.10 
Used on older 
Silvertone, etc. Net .93 

5.8" .139" Replaces Belts on 
1410·52 4.3" .139" Webcor 

11 x 1736 
1410·53 6.5" .210" Revere Tape 

pkg. .86 ~~) J~L:~d ~~.EEL-2" 0.0. With bushing. Use 

Recorders .46 Cat. No. 1433 Net .73 
1474 9.8" .139" Crestwood Tape 

Recorders .56 (E) IDLER WHEEL-2" 0.0. With Shaft. Use on 
Admiral, Crescent, Motorola, Philco, RCA, See· 

Made of a tough, durable, SPecially treated 
fabric, to give years of service. Gives smooth 
silent, non·sllp action. ' 

Cat. Inside 
No. Width Circum. Used On Net 

1409·02 ~6" 

1409·03 M6" 

1409·04 ~6" 

1409·05 ~6" 

~ --

17" Pentron Tape 
Recorders 2.03 

121(4" Pentron, Cres· 
cent & other 
Tape Recorders 2.03 

12'%2' VM 700, 701, 
710, 711, 714 
Tape Recorders 2.08 

17" Webcor Tape 
Recorders 2.08 

CAPSTAN PRESSURE ROLLER-
1" 0.0. For use on many Pen· 
tron tape recorders. 
Cat. No. 1488 Net $1.33 
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burg, Silvertone and VM. 
Cat. No. 1434 Net .80 

(F) IDLER WHEEL-2" 0.0. With bushing. Use 

" 
PRESSURE ROLLER-o/4" 0.0. 
For certain RCA & Wilcox·Gay 
tape recorders. 
Cat. No. 1457 Net $1.66 

Send for Free Catalog 

Net 

on Milwaukee Stamping, Philco, Zenith and 
Westinghouse . 
Cat. No. 1435 Net $ .81 

(G) DRIVE WHEEL-3" 0.0. For use on Zenith 
Cobramatic Changers. Replaces Manufacturer's 
Part Nos. S·16922 and S·21754, which are 
Cat. No. 1473' Net $3.34 
inter·changeable. 

(H) DRIVE WHEEL-l" 0.0. For use on Cres· 
cent changers of the 550 series. 
Cat. No. 1451 Net $1.13 

(J) 3·STEP DRIVE SLEEVE Used on Webcor 
Model 135, 136 and other late record 
changers. 
Cat. No. 1469 Net $1.06 

(K) PRESSURE ROLLER-¥a" 0.0. For use with 
certain Webcor tape recorders. 
Cat. No. 1455 Net· $1.53 

(L) PRESSURE ROLLER-Ye" 0.0. For use on 
certain Webcor tape recorders, 220 series and 
2614,2615. 
Cat. No. 1482 

(M) PRESSURE ROLLER-o/4" 0.0. For use' with 
VM Model 700, 701, 710, 711, 714 tape reo 
corders. 
Cat. No. 1458 Net $qo 

~ 
TAKE·UP .DRIVER For use with VM tape recorder 
Model 700. 
Cat. No. 1484 Net $3.75 

© U.C.P., Inc. 



SECTION 1340 

ELECTRONICS 

(A) Cat. No. 1460 78 RPM Net $ .86 
. 1470 78 RPM .96 

(B) Cat. No. 1461 45 RPM Net $ .86 
1471 45 RPM .83 

(C) Cat. No. 1462/1472 33¥.J RPM 
. Net $ .83 

1460, 1461 and 1462 are a Turret 
Drive group that is used on Cres­

NOTE: Drives No. 1460, 1461 and 
1462 are the same as No. 1470, 1471 
and 1472 except that the 1460 series 
Is approximately ~" larger in rubber 
diameter than the 1470 series. If 
model number of changes or manu­
facturer's part number is not 
known, use 1460 series. For most 
purposes, these two series are in­
terchangeable. 

cent, GE, Motorola, RCA, VM and (D) 33 RPM PULLEY-Yo" 0.0. Used 
other record changers. on RCA, R.P.-205/190 series motors 
The 1470 series is used on RCA, VM . replaces Mf.g.'s Part No. 102941. 
and other record changers. Cat. No. 1495-01 Net $ _86 

6® Q®O©O@ 
(9® ~® 8@ 

•• CD 
® 0 ® 

(A) IDLER WHEEL-l%" 0.0. This 
is a molded rubber wheel for use 
on RCA Series RP-199 reC'Ord 
changers. 
Cat. No. 1454 Net $1.43 
(B) IDLER WHEEL-l" 0.0. For use 
with all Zenith Cobra-Matlc rec­
ord changers. 
Cat. No. 1459 Net $2.09 

IC) CAPSTAN IDLER-1o/4" D.O. For 
use with VM tape recorders in the 
700 series. 
Cat. No. 1485 Net $1.00 

(D) IDLER WHEEL-2" 0_0. Used on 
certain Eicor Tape Recorders and 
Silvertone Record Changers. 
Cat. No. 1475 Net $1.60 

(E) IDLER WHEEL-2" 0_0. For use 
with certain Pentron Tape Record­
ers. 
Cat. No. 1483 Net $1.23 

(F) IDLER PULlEY-1W' 0_0. This 
is a molded rubber wheel for use 
on VM Record Changers in 1200 
series. Also used on other types. 
Cat. No. 1453 Net $1.99 
(6) IDLER PULLEy-J~'" 0.0. A 
molder rubber wheel for use with 
VM Record Changers in the 1200 
series having 4-pole motors. 
Cat. No. 1456 Net $1.99 
(H) IDLER PULLEY-1W' 0.0. This 
is a molded rubber wheel for use 
on certain VM record changers. 
Cat. No. 1486 Net $1.99 
(J) INTER WHEEL-2"O.D. For use 
with Garrard Model RC-BO Record 
Changers. 
Cat. No. 1444 Net $1.92 
(K) INTER WHEEL~' 0.0. Has a 
ball-bearing hub cap. For use with 
Garrard T & TA record players. 
Cat. No. 1445 Net $1.92 

WALSCO TIRES & BELTS 

Wall 
Cat. No. 1.0. Thickness Length Used on Net 

1414 %" 
~.' 114" Admiral, GE, VM $ .18 per pair 

1415 '~." ~" lf4" Garrard, GE, Pililco .17 per pair 
1416 2;-'4" ){.' M6" Zenith .20 each 
1417 1%:'" %." MI." Admiral, Garrard _17 each 
1418 '¥a"" 24" 3(.' Genl. Ind., WilCOX-Gray .13 each 
1422 1%.' 14" ~6" Genl. Ind. .13 each 
1424 274" 1/411 114" Admiral, Crescent, RCA .37 each 
1476 J~"" ~" 1/4" . Admiral • 20 per pair 

@ U.C.P., Inc. 

(E) 45 RPM PUllEY-Yo" 0.0. Used 
on RCA, R.P.-205/190 series motors. 
Replaces Mfg.'s Part No. 102942. 
Cat. No. 1495-02 Net $ .86 
(F) 78 RPM PULLEY-Yo" 0.0. Used 
on RCA, R.P.-205/190 series motors. 
Replaces Mfg.'s Part No. 102943. 
Cat. No. 1495-03 Net $ .86 
(6) 16 RPM PULLEY-~"" 0.0. Used 
on RCA, R.P.-205/190 series motors. 
Replaces Mlg.'s Part No. 102944. 
Cat. No. 1495-04 Net $ .86 
(H) Cat. No. 1463 78 RPM Net $1.66 
Standard Pack: 12 

(J) Cat. No. 1464 45 RPM Net $1.66 
Standard Pack: 6 
(K) Cat. No. 1465 33¥.J RPM 
Standard Pack, 6 

Net $1.66 

Above 3 items are turret drives for 
GE and Webcor record changers. 
(L) Cat. No. 1466 78 RPM Net $1.03 
(M) Cat. No. 146745 RPM Net $1.03 
(N) Cat. No. 1468 33¥.J RPM 

Net $1.03 

For use on Crescent, Motorola, VM, 
RCA and other record changers. 

IIELTS & CAM TIRES - Special Shapes. 
These belts and tires are made of high· 

Net 

Cat. No. 

1421 
1423 
1426 
1429 

• 

est quality abrasion-resistant neoprene 
rubber. Illustrations are actual size 
with cross-sections shown on tires. 

INDEX FINGER CUSHION 
Used on Webcor 100, 
121, 1124 series. Also 
on Webcor 110 and 114 
series. 
Cat. No. 1419 

Net $ .20 pr. 

I;: 
'. 

BELTS AND CAM TIRES 

1.0. 

1%." 
lX,'" 
4Yo" 
3¥411 

RUBBER BUMPERS-Used 
on VM Record Changers. 
Cat. No. 1411 

Net $ .27 pro 

WALSCO RECORD ARM 
SLEEVE - For Garrard. 
Protects record arm and 
reduces vibration. Resili­
ent, long-lasting neoprene 
rubber. (2 required). 

Net $ .17 pro 
Cat. No. 1412 

WALSCO VELOCITY TRIP -
For Webcor, precision­
molded to manufacturers 
specifications. 
Cat. No. 1413 

Net $.20 pro 

Used On Net 

Miracord $ .42 

RCA .17 
GE & RCA .67 

RCA Cam .67 

PHONO DRIVE INVENTORY CASE -
The Walsco Phono Inventory Case 
enables dealers to give better 
service to their customers by 'pro­
viding space for 90% of all Phono 
Drive Replacement needs. Combi­
nation loading chart and Manu­
facturer's Cross Reference chart. 
Cat. No. 1403 Net $2.92 

WALSCO PHONO HARDWARE KIT - Kit contains over 60 parts, including 
phono jacks and plugs, assorted screws, spacers and springs, in trans­
parent plastic box . 
Cat. No. 1497 Net $1.65 

The MASTER - 26th Edition • Page 229 



SECTION 1340 

1962 WEBCO-R Stereo-Diskchangers 
-one for every need ... and' price! 

Series 1041 

Webcor Custom HI-Fi 

Stereo-Dlskchanger 

Golden beige and brown 

Webcor's budget-priced 

Stereo-Diskchanger plays 

stereo and monaural records 

in all sizes at all four speeds, 

and shuts off automatically. 

Contains most exclusive Webcor 

features, including anti-rumble ribs and 

positive manual control. 

ECONOMY MODELS 
ModeI1041-50-Has Ceramic Cartridge with .7 mil Sapphire 
tip for microgroove records, and 3 mil Sapphire tip for 78 
RPM records. $27.95 

Model TR-1041-1-Astatic ceramic StereO Cartridge with 
turnover stylii. .7 mil Diamond tip for Stereo and standard 
microgroove records. 3 mil Sapphire tip for 78 rpm records. 

ModeI1041-51-Ceramic Cartridge with .7 mil Diamond tip 
for microgroove records, and 3 mil Sapphire tip for 78 
RPM records. $31.47 

Output: .4 volts per channel at 1,000 cycles. $45.75 

Model TR-1041-21-GE Stereo magnetic cartridge with .7 
mil Diamond tip. 4-pole motor. 

Output: 10 millivolts per channel.at 1,000 cycles. $60 •. 60 
45 RPM record Inserts not included with -50 or -51. 

Installation: 2 fono cables with 2 pin plugs AC cord and 
plug. Pickup and AC leads 36" from clamp. Templates. 

Operates on 110-120 volts, 60 cycles AC. 

Model TR-1041-27-Two plug-in heads that accommodate 
most cartridges. 1" wiring on pins for cartridge hookup; 
X" mounting centers. Ys" spacing to rear, X" spacing in 
front of mounting holes. $44.20 

Series 1031 

Webcor 

Imperial 

Hi-Fi 

Stereo­

Diskchanger 

Webcor's finest-with every feature 
desirable in a changer. Plays stereo and 
monaural in all sizes; all four speeds; 
jam-proof mechanism; anti-rumble ribs; 
heavy 9" rubber matted turntable; auto­
matic shut-off; top-of-arm stylus pres­
sure adjustment; positive manual control. 

ModeI1031-1-Sonotone Stereo ceramic 
turnover cartridge .. 7 mil Diamond tip 
for Stereo and standard microgroove 
records. 3 mil Sapphire tip for 78 RPM 
records. 4-pole, 4-coil motor. Output: .4 
volts per channel at 1,000 cycles. $60.43 

Model 1031-21-Same as~odel 1031-1 
except has Shure Stereo magnetic cart­
ridge. Output: 10 millivolts per channel 
at 1,000 cycles. Dual channel pre-ampli­
fier required. $67.05 

Model 1031-27-Two plug-in heads 
accommodate most stereo cartridges. Ys" 
spacing to rear of mounting holes and X" 
in front of mounting holes: 1" wiring on 
pins for easy cartridge hook~I;IP. 4-pole, 
4-coil motor. Minimum Mounting Board 
Dimensions: 13X" deep x 1411116" wide x 
9X" high. $49.38 

WEBCOR, INC., Chicago _ Illinois 
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Series 1042 
Webcor 
Custom 
Plug-in 
Hi-Fi 
Stereo­
Diskchanger 
Same as Modell041-except it is mounted on a 
handsome base pan, and is ready to plug into 
any amplifier-speaker system equipped with 
phono input jacks. 

Model TS"'042-'..,.Same as model 1041-1 
except diskchanger is mounted on attractive 
metal base pan. AC lead is 72" outside pan. 

$53.81 

Model TS-1042-21-Same as model 1041-21 
except mounted on attractive metal base pan 
and AC lead is 72" outside pan. 

Dimensions: 14%" wide, 13X" deep, 9X" high. 
$68.53 
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SECTION 1340 

2 New Webcor Stereo Components! 

Stereofonic High Fidelity 

WEBCOR TAPE DECK 
Regent Coronet Model 2250 

Tape deck version of the top-rated recorder 
in the Webcor line, the Regent Coronet 
is loaded with professional features, yet 
priced for home use. Records 4 and 2 
track stereo tapes-plays back 2 and 
4 track stereo tapes-records monaurally 
on all 4 tracks-in all three speeds. This 
versatile, durable heart of the home sound 
system also features SYNCHRO-TRACK, 
Webcor's new language and music learn­
ing tool that enables you to add a second 
track. Audiophile Net: $219.95 

Frequency Response: Normal voice 
frequency at 1Y. IPS; 50 to 7KC ± 2DB 
at3% IPS;40t014KC ± 3DBat7XIPS. 

Two Pre-amplifiers: Pre-amplifiers 
built-in for each channel. Cathode fol­
lower output for each Channel. Output 
from "0" level recording-2 volts. 

Wow and Flutter: 0.2% at 7X inches 
per second. 

Signal to Noise Ratio: Better than 
50 DB per channel. 

Tubea: 6 tubes including dual sele-

nium rectifier; DC filaments-1 st and 
2nd stages. 

Power Requirements: 117 volts; 60 
cycles 'AC; 90 watts. 

Dimensions: 7X" high x 15" wide x 
15" deep. 

Shipping Weight: 26 Ibs. 

SPECIAL FEATURES: Two or four. 
track Stenio record and playback. 4 
pole, heavy duty electronically balanced 
motor. Three speeds. SYNCHRO­
TRACK. New Slide-Tape Synchronizer 

jack. Belt driven tape transport. Profes­
sional type editing key. Record safety 
lock. Automatic shut-off of amplifier, 
and recorder mechanism. VU meter 
indicates correct recording level for 
.each channel. Monitor-Volume control. 
Numerical type tape counter. Individual 
volume controls. "Dual-gang" Bass 
and Treble controls. Function switch. 
2 ,Microphone Inputs. Hi-Level Input 
jacks. Ch. 1 and Ch. 2. Ext. Amp. and 
Ext. Speaker Output jacks. Installs ver­
tically or horizontally. 

Carrying Case, Model A 2976 Net: $32.50 

WEBCOR 

Webcor's first entry in the stereo tuner field 
is a preCision-engineered instrument of ad­
vanced functional design. Pul:s in sharply 
defined signals on AM and FM, and pre­
vents FM station drift with AFC. A flip of 
the switch brings in stereo simulcasts. 
Multiplex adaptable, too! 

Audiophile Net: W 304-1 $109.95 
AM-FM STEREO TUNER 
Model 304-1 

N 304-1 99.95 

FM SPECIFICATIONS: 3X p.V for 20 DB 
quieting. 

Seiectivity-200 KC, 3 DB down. 

Negligible FM drift with Automatic Fre­
quency Control. 

Antenna input-300 ohms. 

Hum nOise-60 DB below 100% modulation. 

Frequency response-20 CPS-20,000 CPS 
± 1 DB. 

FM circuitry: Pentode RF amp.; triode 
mixer; 2-1 F amplifiers; 1 Limiter; Bal­
anced Ratio Detector. 

AM SPECIFICATIONS: Sehsitivity-10 
p.V for 20 DB signal fo noise terminal input; 
Selectivity-6 DB down at 11.5 KC; Built-in 
Ferrite rod antenna; provision for external 
antenna. 

Power Requirements: 117 volts i 60.cycles 
AC; 45 watts. 

Tubes: 9 tubes, 2 silicon rectifiers, 1 ger­
manium diode. 

Controls: Separate AM and FM tuning 
knobs. On-Off switch. FM, FM-AM Stereo, 
AM selector switch. Push control for 
AFC defeat. 

Colors: Walnut-W 304-1; Neutral-N 304-1. 

Dimensions: 14Y." wide x 12Y." deep x 
4%" high. 

Shipping Weight: 17 Ibs. 

WEBCOR IS BUILT ... with an ear to the future 
© U.C.P., Inc. Net The MASTER - 26th Edition • Page 231 



SECTION 1400 

Akro-Mils Parts Cabinets 

A-M Dra .... 51a, Wt., Net 
Model en- Hi6kn• ~ Each r-nr-nr m:n 
J-SS 96 

22S 38 41.98 
J-S4 64 15 24 23.98 
J-el 48 22 18 11.98· 
J-32 32 15!! 12)i 11.98 

-Includes I long and 3 short dI­
viders with every 4 drawers and 
Index labels. 

JD-l Drawer-Molded 
from crystal-clear styrene. Infinite fiex­
IbllIty of crosswise compartments; divides 
Into three lengthwise compartments. 
Measure scale on bottom for visual 
Inventory. 
D..JDA -Pkg. 50 crosswise dlvlders.S 1.25 
D-JF -Pkg. 25 lengthwise dividers.. 1.25 

M3C-JD 

Furnished with M3 drawers. Pro­
vide unusual flexibility lor small 
parts storage. Sturdy welded steel 
can be used Individually, stacked In 
any desired combination, hung trom 
wall, or integrated into standard 36'" 
shelving set-ups with 7' to 28' be­
tween shelves. Dura.ble, one-piece 
clear plastic drawers have lull width 
pull handle at Iront and stop tab at 
rear to prevent accidental spillage. 

.. 0.0 D, nc t., 

.rl'iJ ~1-"i7"J(";W~~;"·;i.;r;:i;;':·~x:lHi;,iI"",ji"'" ~I .... ,..:;;::;;;.,...-
M3C-15 15 17,1( x ll',ji x 9 14 
M3C-2D 20 17 x 11',{o x 11,. 18 
M3C-3D 30 17 x 11',{o x 17''(' 26 
M3C-4D 40 17 x 11''(' x 22% 34 
M3C-SD 50 17 x 11' x 28 38 

M3 Plastic Drawer-Molded 
':Id~::r~~l.e h~~~gl:rirgA~~ngl:~~C ~I~~ r~'::~ 
to prevent accidental spillage. Press-on Iront 
labels. pius Inside label slots. Full length run­
ners. Adjustable metal dividers lock Into 
~~gis~V~ln<!e~ If,t_oN~!cg~~~.a.~. 60C 
24 Drawers. Net Each· ................. 5Sc 
96 Drawers. Net Each ................. SOc 
D-MF LengthwlseDlvlden-NetPkg, 10.51.00 
D-M3A Full-Width Dividers-Net Pkg. 25. 1.00 
D-M3GHalf-Wldth DIviderS-Net Pkg. 25. .70 

Combination tool chest 

:::'~I~~r~gi:t~::~rai~~~ 
use together. JD-I plastic 
drawers lor small parts 
storage -sturdy, seamless 
steel drawers for heavy 
tools and large parts. 
Drawer Iront labels pro­
vide easy Indexing. Weld­
ed steel cabinets can be 
used singly, stacked or 
hung on wall. 

All cabinets. 6' deep. 

DRAWERS 
All are 5'!i' d. 
A-M Size, In. Mata-

Model W •• H. riel 
:;r- 5j4 x I',{o sr.;er 
JC ll)i x 1',(, Steer 
JD 5,. x 3 ~ Steel 
JE ll)i x 3~ Steel 
JD-l 2" x 1',(, Plastic 

A-M \ . Dr..... 1C8b1n ... ,n'j W'., , Not 
..!!!!!!!.. JD~"I 'B-I-JC-j--'''TE H •• w. .!:l!!:.. Eoch 
'128-12 'i!li"".-"- .-.,- 30Ji x 25~ 52 554..18 
J .. -& 24 2 I 1 2 1 122Ji x 12 18Ji 19. 8 
J32-1 8. 2 1 2 I IS)( x 12Ji 12" 12. 8 
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All-steel frame; baked-on hammer­
tone sliver gray Ilnlsh. Lifetime­
guaranteed transparent plastiC 
drawers have safety catch to pre­
vent spilling. Molded In tulliength 
drawer runners. 

Cabinets can stand 

g~::~r~~ s:~~tcY.~~e~:ai:~gil~J 
for quick and easy Indexing. Allow 
perfect storage and Inventory of 
electronic parts, etc. ' 

RPD-l Plastic Drawer-Removable dividers 
allow for creation of compartments every 7i" In a single 70C 
drawer. Stop tab at rear. Net Each. ~ .................. . 
24 Drawers, Net Each .... S5c 96 Drawers, Net Each. SOc .. 

A-M Draw-
Model ers 
n:n-3r 
RS-24 24 
RS-16 16 
RS-12 12 
RS-' 8 

Size', 
.!b In. 
28Y 
21% 
14% 
l?u 

Wt., Net 
Lbs. Each 
~ $37.0 
22 27.0 
16 18.5 

m:D1l 
o 
o 

12% 13.50 
9 9.25 

"All cabinets 13'~' w. x 11~' d. 

IIMI:'Uhf'il"hUi ::~Jh. idt, :.: !".' . "n;,'."" .. ~;:= DRA WERS: 4" w. x 2" d. x 11" •• 
PERFECT FOR STORING 

RESISTORS 
Furnished with M4 drawers. Best 

~~~a~o~I:!~r;r~~!~fr:r~~~~or:l\t 
adjustable dividers for lengthwise 
and/or crosswise compartmentali­
zation; divide drawers Into 12 or 
less equal or odd sized sections. 
Dividers and Index labels for front 
of drawers provided. 

- 0.0 ze, nc =:tie; Dr~rl~l"t"U';W!;~'"'X~IIIir:;:,~,,!x~~H~g"14""'1 
M4B-18 16· 17 x 11''(' x 11,. 
M4B·24 24 17 x 11''(' x 17'4 
M4B-32 32 17 x 11',(, x 22% 
M4B-40 40 17 x 11' x 28 

M4 Plastic Dra ......... Molded 
01 durable one-piece plastic with lull width pull 
r:rn~!::~:;~&t!:~. a~:ee:-O:~~l:rf:Ce~~nf: 
Inside label slots. Removable dividers 10C~ In 
place In grooves. Each drawer can be divided 
Into !rom 2 to 12 equal .... lse compartments or 
~~~YJ:edi!:,r. ~~.~~r.t~.~~~s: .~'. ~.~~'. 6SC 
24 Drawers. Net Each .............. :.' .80c 
96 Drawers.· Net Each ................. 5&c 

D-MF L.ngthwl .. Dlvlde~NetPkg.10.51.00 
D-M4AFull-Wldth Dlvlden-Net Pkg. 26. 1.00 
D-M4GHalf-WJdth Dlvlde~Net Pkg. 25... .70 

Store tools and parts In one conven­
Ient place. Welded steel cabinets can· 
be used' singly, stacked, hung on 
wall or Integrated Into standard 
sRelvlng. All cabinets 13"4' w. x 
I.\~·d. 

Seaml ... Stee. Drawen 

~I 51 
S2 
53 

H •• W •• D. 

R-:'D-l ,Ied:lc Drawer 2/1: .-:, ... ~2Ji" d. So 

A-M ,cab, m Drawon I WI" I Not ~.....!!!:- P':'--S:;l-I-S':~j s:3 ..!:i!!!:..-.!!!!!..... 
RSS2-1 28W -,--r-r 31 S37.§O 
RS24-1 21~' 12 1 2 3 25 27. 8 
RS16-1 14"" 4 I 2 a 19 18 • 

.AKl'tO·:M::IL.S, :INC., .AKl'tON e, OH:IO 
form 17-2Cl 

Net © U.C.P., Inc. 



SECTION 1400 

Akro-Mils Parts Cabinets 

DRAWERS: 2~1f w. x 1~'" d. X 5~# I. 

With PM-l Drawers. Handy small 
parts cabinet with breakproot styrene 
cabinet. Cabinets can be used singly or 
stacked. Available In beige or ebony 
tlnlsh. .'\11 cabinets are 6~" deep. 
Clear plastic drawers have plastic di­
viders so they can be divided Into an 
Infinite number or size compartments. 

PM-9A-9 drawers. 
9~" w. x 5" h. Shipping Weight. 2~ 
lbs. Net Each ............... 52.98 

PM-15A-15 draw­
ers. 9~" w. x 7~" h. Shipping Weight, 
4 lbs. Net Each ............. 54.45 

PM-21A-2l draw­
ers. 9~" w. x 10%" h. Shipping Weight, 
6 lbs. Net Each ............. $5.98 

~-package 01 25 plastic dividers lor PM-l drawers. Net ...... SOc 

1l~ X 5 X l' 
&)& x 5 x::l 
5j( X 51' 1~ 
1~~ ~t ~m. 

Net 
Eaoh 
15.48 

ltU 
CABINETS 

Material 
Hteel 
Steel 
Steel 
Steel 
Plastic 

THEFT-PROOF! Can be padlocked 
for protection of contents. Welded 

steel cabinet has convenient non-slip handle for easier carrying. 

Take these cabinets right to the place where you need them. 
Welded all-steel cabinet will carry 100 lb. load sately. Locking 
front doors serve as handy tray. Solid steel back has tour keyholes 
tor sate hanging and easy removal. Combines small. clear JD-l 
plastic drawers with movable dividers for small components stor­
age and sturdy seamless steel drawers for tools and heavy parts. 
All models are l2~" wide x 6~' deep. 

© U.C.P., Inc. 

Emclently stores dozens ot 
small Items. Bins swing out 
tor access, Clear plastic draw­
ers are 2~' x D~' X I'''' 
deep. Pedestal base (SP) or 
Bolt-Down (SC) types. Re­
movable bin dividers. Bins 
easily removed for cleaning. 

Net 

DRAWERS: 2~' w. x 134' d. x 5~"1. 
With Al Drawers. For storing small 
parts where they are quickly accessible. 
Strong welded steel cabinet can be . 
used singly, stacked or hung on wall. 
Durable molded one-piece plastic 
drawers with removable metal divid­
ers. Can be divided Into two or three 
compartments. Complete with Index 
labels and one divider per drawer. All 
cabinets 6" deep. 

PM-18A-18 draw­
ers. 10" w. x 9''{'" h. Shipping 5598 
Weight. 6 Ibs. Net Each ..... . 

PM-24A-24 draw­
ers. 13''{'" w. x 9',{," h. Shipping Wt., 
7 Ibs. Net Each ........... , .57.98 

P M-36A-36 draw­
ers. 10" w. x 18J.i" h. Shipping Weight, 
llibs. Net Each .......... 511.98 

PM-48A-48 draw­
ers. 13'''" w. x l8J.i" h. Shipping 
Weight. 14 Ibs. Net Each ... 51 5.98 

PM-lIA 

~·Package of 25 steel dividers lor Al plastic drawer. Net 62c 

Crystal-clear drawers. four to 
a sectlon,-all one strong 
piece; lengthwise and cross­
wise dividers. Can be stacked 
on top ot each other or hung 
on wall. Press-on labels in­
cluded.* 

16V-16 
drawers, 48 compartmen~s. 
7~" x 12~" x 6". Shipping 
Wt., 6lbs. Net Each.54.78 

24V-24 drawers, 72 compartinents. 10~" x 
12~" x 6". Shipping Weight. 8 Ibs. Net Each ........... 57.00 

32V-32 drawers, 96 compartments. 14" x 12~" 
x 6". Shipping Weight, llibs. Net Each ............... $9.00 

48V--48 drawers, 144 compartments. 20" x 12~" 
x 6". Shipping Weight, l3~ lbs. Net Each ............ $13.00 
*Wlth every 4 drawers 1 long and 3 short dividers are furnished. 

SP-M4-6 Pedestal Base Swing-Bin 

with M4 KING-SIZE Drawers 

DRAWERS. 4" ., • 2" d •• 11" I. 

Two new models with Extra Wide M4 Drawers pro­
vide greater flexibility and capacity. Find things 
quickly and easily in these large turl1style drawers. 
Heavy metal base screws to bench or table top to 
prevent tipping and sliding. These cabinets are ideal 
for assembly lines, work shops - anywhere small 
item orderliness is required. 

SP-M4-6 
SC-M4-6 

Pedestal Base Model with 6 Drawers. Each .... $7.00 
Wall Bracket Model with 6 Drawers.Each ..... $7.00 

SPACE DOES NOT PERMIT LISTING ALL AVAIL. 
ABLE MODELS OR CABINETS. COMPLITI AKRO. 
MILS CATALOGS AVAILABLI UPON RlQUEST. 

AKRo·uu ... e, :INC., AKRON e, OH:IO 

Form 17-2C2 
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SECTION 1400 

SERIES CiIWJliI CABINET RACKS 

Upright M(!del Sloping Panel Model 

The basic frame is welded into a solid unit composed of 
14 gauge cold rolled steel channels. The sides have' "U" 
braces with perforated channels to which vertical adjust­
able mounting rails are fastened. In addition to a normal 
panel mounting, these rails are designed to support other 
types of equipment such as brackets. shelves, slides, etc. 
This eliminates any necessity of drilling holes in the sides 
of the cabinet r&ck or destroying the fine symmetry of 
appearance. 

Cat N~ Height Width 

60-2300 295Al" 24X,' 
60-2301 40Ya" 24X,' 
60-2302 50%" 24X,' 
60-2303 61Ya" 24X,' 
60-2304 69"%" 24X,' 
60-2305 785Al" 24X,' 
60-2306 ?7%" 24X,' 
60-2307 290/a" 24X,' 
60-2308 40Ya" 24X,' 
60-2309 500/a" 24X,' 
60-2310 61Ya" 24X,' 
60-2311 697/a" 24X,' 
60-2312 780/a" 24X,' 
60-2313 87'¥a" 24X,' 

The sides and rear door are made of 16 gauge steel. The 
door may be mounted to open from the left or from the 
right. A six inch wide vertical channel is welded to the 
door as a strengthening device preventing excessive 
vibration or whip. 

Tile UPRIGHT RACKS have two pair of panel mounting 
rails that are fully adjustabe. The INCLINED PANEL 
RACKS have three sets of panel mounting rails that are 
likewise fully adjustable. Panels may be mounted in the 
front and the rear at the same time. The front rails are 
drilled and tapped 10-32 W.E. spacing while the rear rails 
are drilled adhering to universal spacing. 

All Series Sixty enclosures may be quickly combined with 
each other to create units of any desired width as shown 
in our Add-A-Rack series .. In addition, such accessories 
as desk tops, turrets, drawers, slides, sloping panel sup­
ports, and front door may be easily installed. See them 
in the Bud catalog. 

WE CANNOT TOO GREATLY EMPHASIZE THE FACT 
THAT THE FURNISHING OF THESE ENCLOSURES 
COMPLETELY ASSEMBLED AND READY FOR USE 

.ELIMINATES ALL CHANCES OF ERROR IN ORDER­
INGOF MULTIPLE COMPONENTS AND THE TIME 
AND COST OF COMPLETING THE ASSEMBLY. 

The standard finishes are smooth baked enamel over a 
prime finish, a choice of two tone grey or two tone blue 
is available. Please designate by the suffix "SG" if grey 
is required, or "SB" if blue is required. 

Standard Bud relay rack panels are available for the 
Series Sixty racks in light grey and light blue. When 
ordering panels please add suffix "SG" for grey and "SB" 
for blue. See Bud page 4. . 

Upright models are regularly furnished with plain sides, 
plain rear door and solid top. Accessories such as plain 
or louvred doors, plain or louvred sides and perforated 
top are a"ailab1e. S~e Bud Catalog. . 

Clear 
Outside Inside Panel Top Wgt. 
Depth Depth Space Opening Lbs. Net 

22" 20'14" 21" 18'12"xl7" 118 $106_30 
22" 20'14" 31'12" 181/2"x17" 156 131.45 
22" 20'/4" 42" 18 'I2"X 17" 173 146_05 
22" 20'/4" 52'12" 18'12"x17" 142 166_25 
22" 20'14" 611/4" 18'12"xl7" 220 180_25 
22" 20'/4" 70" 18'12"xl7" 235 200_00 
22'~ 20'14" 78%" 18'12"xl7" 265 218.65 
25'12" 23314" 21" 18'12"x20'l2" 156 125.50 
25'12" 23'%" 31'12" 18'12"x20'l2" 176 151.20 
25'12" .233,4" 42" 18'12"x20'l2" 185 168.00 
25'12" 23'%" 52'12" 18'12"x20'l2" 211 186.50 
25'12" 23'¥4" 61'14" 18'12"x20'l2" 240 207.30 
25'12" 233,4" 70" 18'12"x20'l2" 256 230.30 
25'12" 23'¥4" 78%" 18 'I2"x20'l2" 267 251.35 

Please specify color desired by adding suffix "SG" for gray or "SB" for blue. 

0.0. 

Sloping panel models are regularly furnished with plain sides; plain rear door and 
solid top. Acces&ories such as plain or louvred font doors, plain or louvred rear 
doors, plain or louvred sides and perforated top are available. See Bud Catalog. 

Clear Inclined Vertical 
Outside Inside Panel Panel Top Wgt. 

Cat_ No. Height Width Depth Depth Space Space Opening Lbs. Net 

60-2330 500/8" 24}{6" 22" 20'14" 10'12" 293/4" 1l'¥4"xI8'12" 165 $165.25 
60-2331 50%" 24X,' 22" 20'14" 15'¥4" 24'12" 10"xI8'12" 165 175.15 
60-2332 505Al'~ 24X,' 22" 20'14" 17'12" 22'¥4" 9'¥a"x18 '12" 165 175.15 

Please specify color desired by adding suffix "SG" for gray or "SB" for blue. 

Prices subject to change without notice. Only a few of many BUD Products are shown. Write for complete catalog. 

BUD RADIO PAGE 1 

Page 234 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 1400 

SE R I ES CDJiIlIiliI 
ADD-A-RACK SERIES 

When it is desirable to join any of the Series Sixty enclosures 
in a bank of two or more, use the Add-A-Rack system. Each 
Add-A-Rack assembly consists of a frame, top, bottom, rear 
door and cowlings. Thus, with one complete unit and several 
Add-A-Rack assemblies, any desired number of racks may be 
combined to attain the optimum width. 

Catalog 
Number 

60·2500 
60-2501 
60-2502 
60-2503 
60-2504 
60-2505 
60-2506 
60-2507 
60-2508 
60-2509 
60-2510 
60-2511 
60-2512 
60-2513 
60-2530 
60-2531 
60-2532 

SERIES SIXTY DESK TOP 
The 60-2360 Desk Top may be used in connection with any Sixty Series 
Enclosure. Furnished completely assembled with wood grained formica 
surface. Fastened to panel mounting rails by means of two pre-drilled 
channels. Will support in excess of 200 lbs. Choice of blue or gray enamel 
finish. When ordering please use suffix uSG" for gray and "SB" for blue. 
Cat. No. Size Weight Net 
60-2360 24){."x19V2"x3){" 29 Ibs. $36.05 

SERIES SIXTY TURRETS 
Series Sixty turrets are fabricated 
from 16 gauge steel. They are de­
signed so that anyone of three sides 
may be attached to a Series Sixty 
upright rack or they may be placed 
upon any horizontal surface. Thus 
several convenient viewing angles 
may be obtained. Will accommodate 
standard 19" panels. 
All panel mounting rails are in ad-

D H 
Cat. No. Width Depth Height 

60-2364 22J{t 17%" 12~t 
60-2365 22J{t 14%" 10Kt 
60-2366 22J{t 20%" 14%" 

herance with universal spacing. Sides 
may be quickly removed when a 
series of interconnecting turrets is 
desired. Choice of two colors. Please 
specify "SG" for dark gray or USB" 
for dark blue. Standard Bud panels 
for these turrets are avail3!ble in 
light gray and light blue. When or­
dering please add suffix "SG" for 
gray or USB" for blue. 

SP BP RP 
Sloping Bottom Rear 
Panel Panel Panel Wgt. 
Space Space Space Lb •. N,et 

17'1;' 14" 8%" 17 $39.05 
1214" 10'h" 7" 14 32.55 
21" 17'1;' 10'12' 20 41.00 

Standard Bud panels for these turrets are available in light gray and light 
blue. When ordering add suffix "SG" for gray or USB" for blue. 

Used to add an 
Identical size unit to 

60-2300 
60-2301 
60-2302 
60-2303 
60-2304 
60-2305 
60-2306 
60-2307 
60-2308 
60-2309 
60-2310 
60-2311 
60-2312 
60-2313 
60-2330 
60-2331 
60-2332 

Weight 
Lbs. 

92 
113 
115 
145 
148 
152 
158 
120 
132 
138 
142 
164 
168 
172 
119 
119 
125 

Prices subject to change without notice. Only a- few of many BUD P~d~ct. are shown. Write for complete catalog. 

BUD RADIO PAGE 2 

Net 

$ 86.10 
104.75 
114.70 
125.30 
140.00 
156.00 
167.35 
100.00 
117.25 
128.00 
139.60 
156.10 
174.00 
192.50 
132.90 
142.10 
142.10 
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[ SECTION 1400 

lELA Y' RACKS 

DELUXE RELAY RACKS SUPER DELUXE 2 DOOR RACKS 
These relay racks are made of 
16 gauge steel with %4" gauge 
panel mounting supports. The 
(Janel mounting supports are re­
cessed so that no edges of the 
panel will be exposed. 

This relay rack is made of 16 
gauge steel with %4" gauge 
panel mounting supports. The 
panel mounting supports are 
recessed so that no edges of 
the panel will be exposed. IN 
ADDITION, THEY ARE AD­
JUSTABLE FROM FRONT 
TO BACK IN VARIOUS 
STOPPING POINTS. THIS 
ENABLES YOU TO USE 
THE SPACE IN FRONT 
AND BEHIND THE PANEL 
TO ANY DEGREE THAT 
YOU MAY FIND NECES­
SARY. Overall width is 22". 

The two sides and the door are 
well louvered to provide ade­
quate ventilation. The door is 
hung on sturdy, loose joint 
hinges; it is held closed by two 
attractive aluminum die cast 
plunger type snap action 
catches. A streamlined appear­
ance is achieved by the use of 
rounded corners and red lined 
chrome trim. This relay rack is 
shipped knocked down and com­
plete with all necessary hard­
ware for assembly. All standard 
19" panels will fit these racks. 
Overall width is 22". Overall 
depth is 1" greater than inside 
clear depth. Clearance through 
rear door 17 %". Clearance 

Depth 17 %". Inside clearance depth in back of panels 
16 %". Clearance thru rear door 17 %". Clearance across 
panel mounting rails 17%,". Panel rails tapped 10/32 
with W.E. spacing. Clearance behind panels is 15" to 9" 
in increments of 1 inch. 

across panel mounting rails 17%,". Panel rails tapped 
10/32 with W.E. spacing 

These racks are fitted with both .front and rear doors. 
The louvred rear door is to cover any of the equipment 
behind the panel and at the same time provide easy accessi­
bility to it. The front door, flush with front of rack, is 
to provide a means of concealing dials, knobs, etc., that 

A SPECIAL FEATURE IS THE USE OF FOUR STURDY 
SUPPORTS IN THE BOTTOM, SO THAT CASTERS 
CAN BE F ASTENED DIRECTLY TO THE BASE. 

may be in front of the panel. . 

Bud RC-7756 casters will fit this unit. The casters are not 
included in the price of the cabin~t. 

The exclusive Bud feature of supports on the bottom sil 
the casters may be fixed directly to the base, eliminating 
the need and expense of dollies, is also present in this series 
of racks. 

All units are available in three finishes. Specify by suffix 
letter "B" for black wrinkle finish; "G" for grey wrinkle 
finish and "HG" for light grey hammertone fini,sh. 

Bud RC-7756 casters will fit these units. The casters are 
not included in the price of the cabinet. 

CLEAR 
OVERALL INSIDE· PANEL WGT. 

For black wrinkle finish use suffix letter "B." For grey 
wrinkle finish use suffix letter "G." For light grey ham­
mered finish use suffix "HG." .::C:..:.AT:":'.;cN:..:O,-. ___ H_EIGH_T ___ DEPTH,'--_--'S"'PA:.:cC:.;::E ___ Lc-B-'-S. NET 

36314" 90 $45.17 
42" 95 51.10 Catalog Overall Panel Shipping 
611/4" 116 63.96 No. Height Space Weight Net 77" 137 76.57 
42" 98 71.40 CR·2174 42){,' 36%" x 19" 1021bs. $ 64.13 
611/4" 150 89.35 .CR·2171 47J{,' 42" x 19" 1041bs. 72.65 
77" 175 106.13 CR·2172 66J\',' 611/4" x 19" 138 Ibs. 93.77 
363/4" 91 63.10 CR·2173 82X,' 77" x 19'" 1631bs. 112.56 

PRESTIGE RELAY RACKS 
WITH ADJUSTABLE PANEL MOUNTING RAILS 
WHICH CAN BE MOVED FROM FRONT TO BACK 
IN ONE INCH INCREMENTS. 

A standard Prestige Relay Rack consists of the frame­
work, top, bottom, two ball cornered sides and a ball 
cornered door. Shipped knocked-down with necessary 
assembly hardware. 

Interior servicing is easily accomplished without tearing 
down rack since sides are attached to frame by means 
of tongue and slot arrangement at bottom and two screws 
at top, thus sides are quickly removed. 

Drilled and tapped panel mounting rails on all four 
vertical members of the frame. Standard 19" panels can, 
if desired, be mounted on all four sides, of the rack. 

Doors may be mounted to open either from left or right 
side. Extra doors may be purchased so that doors may be 
placed on any of four sides. 

PRESTIGE CABINET RACKS 

Cat. No. 

CR·2280 
CR·2281 
CR·2282 

Panel 
Space 
611f4" 
661/2" 
77" 

Height 

66~,' 
71 '''i,' 
82J{,' 

Weight Net 
Lbs. 
104 $108.35 
115 115.55 
132 129.75 

Inside clearance ... ............... .. ............ 21)/0" X 211/8" 
Overall depth without door .................... 22" 
Overall depth with door .......................... 23){,' 
Overall width without side panels ........ 22" 
Overall width with side panels .............. 24)/0" 

Panel rails will support 200 lbs. suspended between rails 
at any vertical position. Bottom will support 500 Ibs. 

The base is slotted to accept ball cornered side panels 
on any of the four sides of the rack. 

Clearance of ball cornered door and side panels is suffi­
cient to permit their installation over panels without 
damage to knobs or instrument controls. 

Casters may be attached to base to achieve mobility if 
desired. Base is so designed that casters are recessed. 

Knockout holes are provided in the sides of the rack so 
that two or more may be joined together in series. 

Racks will accommodate Bud SD-I717 Sliding Drawer 
Assembly, Bud Console Drawer CD-2210 or "Prestige" 
Supporting Angles. 

Finished in grey hammertone. 

BALL. CORNER DOORS 

Cat. No. 

DR-2290 for CR·2280 Rack 
DR-2291 for CR·2281 Rack 
DR-2292 for CR·2282 Rack 

Weight 

281bs. 
331bs. 
391bs. 

Net 

$13.50 
14.40 
16.20 

Prices subject to change without notice. Only: a few of many BUD Products are shown. Write for complete catalog. 
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SECTION 1400 

PAN'ELS 
STANDARD RELAY RACK PANELS 

These panels are available 
in either steel or alumi­
num. The steel panels are 
made of high grade steel 
lk" thick. Aluminum 
panels are standard at lk" 
thick aluminum. All panels 
are 19" wide. Aluminum 
panels 3/16" thick are 

available at a 60% increase in cost over the standard 
lk"panel. 
For the first time, we are offering light grey ham­
mered finish panels at no extra charge. Be sure to 
specify by use of suffix "B" for black wrinkle finish, 
suffix "G" for grey wrinkle finish or suffix "HG" for 
light grey hammered finish. Add "SG" for grey 
enamel or "SB" for blue enamel when used with 
Series Sixty. 

S TEE L 

Actual Actual 
Catalog Weight Catalog Weight 

No. Height Ibs. Net No. Height Ibs. Net 

PS-1250 1%" Ilf4 $ .84 PS-1256 121J4" 8lf4 $2.42 
PS-1251 31,02" 2lf4 1.00 PS-1257 14" 91,02 2.84 
PS-1252 5lf4" 3lf4 1.25 PS-1258 15%" 10'Y4 3.09 
PS-1253 7" 41,02 1.42 PS-1259 171,02" 11'Y4 3_51 
PS-1254 8'Y4" 6 1.15 PS-1260 19lf4" 13 3.84 
PS-1255 10lf2" 7 2.09 PS-1261 21" 14lf4 4.26 

ALUMINUM 

Actual Actual 
Catalog Weight Catalog Weight 

No. Height Ibs. Net No. Height Ibs. Net 

PA-ll01 1'Y4" 1/4 $1.09 PA-11 07 12lf4" 2'Y4 $4.09 
PA-ll02 31,02" 'Y4 1.42 PA-ll08 14" 3 4.76 
PA-l103 5lf4" 1 1.92 PA-llQ9 15'Y4" 31,02 5.34 
PA-ll04 7" 1% 2.42 PA-l11 0 171,02" 4 5.85 
PA-l105 8=¥4" 2 2.84 PA-l111 191J4" 41J4 6.43 
PA-ll06 lOlf2" 21,02 3.59 PA-1112 21" 5 7.01 

PANEL 
CHASSIS 

This series of panel 
mountin~ chassis is for 
professlOnal type in­
stallations primarily. 

Made of .062" aluminum. The frontfiange has 
standard notching suitable for mounting to a rack. 

Catalog 
No. 

CB-1370 
CB-1371 
CB-1372 
CB-1373 
CB-1374 
CB-1375 
CB-1376 
CB-1377 

Width Depth Height Net 

19" 5%," 1'Y4" $2.30 
19" 5%2" 31,02" 2.59 
19" 5%." 5lf4" 2.84 
19" 5%," 7" 3.26 
19" 59-<2" 8'Y4" 3.76 
19" 5%," 101,02" 4.43 
19" 5%," 12lf4" 4.84 
19" 5%," 14" 5.34 

DELUXE CABINET RACKS 
FURNISHED WITH 
FULL SIZED ALUMI­
NUM RELAY RACK 
PANEL AT NO EX­
TRACOST. 
These cabinet racks are 
so made that a profes­
sional appearance is 
given. They are ideal 
for commercial broad­
casters, for sound equip­
ment or test equipment. 
The five, larger sizes 

have a hinged rear door, . while the smaller sizes have the 
welded panel in the 'rear. . 
No other manufacturer has the wide variety of sizes that 
are included in the Bud line of deluxe cabinet racks. 
Adequate ventilation is assured by.means of louvered sides 
and a 21h" opening in the bottom of the back, which ex­
tends the entire width of the cabinet. "No scratch" extended 
metal feet are embossed on the bottom to minimize mar-

RACKS 
DESK TYPE RELAY RACKS 

These racks are perfect for 
table mounting of low and 
medium powered transmit­
ters, public address systems 
and other electronic instru­
ments. The rack has a strong 
chassis for mounting heavy 
components. These units are 
shipped knocked down with 
necessary hardware and are 
easy to assemble. Depth 12". 
Panel holes tapped 10/32 
with W.E. spacing. Standard 

19" wide panels can be used and the panels are set 
in recess so that no edges are exposed. Black wrinkle 
or light grey hammertone finish. 

Actual Wt. 
~c~a~~IO_g_N_o_._P_a_n_e_l_sp_a~c_e ____ H_e_ig_h_t ______ L_~_. ________ N~ 

RR-1248 21" x 19" 24" 15 
RR-1249 28" x 19" 31" 17 

$ 9.10 
11.19 . 

"Surface Shield" Aluminum Panels 
Now ... naturally 
bright aluminum 
panels with blemish­
free mill finish. 
Each panel is cover­
ed on both sides 
with sturdy self­
stick paper to pro­
tect against dam­
age. The paper pro­
vides an excellent 

surface for indicating size and position of drilling 
,or milling. These operations may then be done 
while the paper is still in place thus minimizing 
the possibility of surface damage and elimination 
or surface soil. Paper is not removed until the panel 
is ready for installation. 
'Panels available in both 1/8" and 3/16" thicknesses, 
have standard notching and' are 19" wide_ Individ­
ually wr~pped. in heavy Kraft-backed cellulose 
wadding for protection in shipment or storage. 

lis" PANELS %6" pANELS 
~~ ~ n ~ ~~ ~ n ~ 

SFA-1831 1'¥4" 1f4 lb. $ .97 SFA-3161 1'¥4" 1f4 lb. $ 1.79 
SFA-1832 3lf2" 'Y4 lb. 1.34 SFA·3162 3lf2" 'Y4 lb. 2.36 
SFA-1833 Sif4" lib. 1.80 SFA-3163 51/4" lib. 3.17 
SFA·1834 .7" 1'Y4Ibs. 2.21 SFA-3164 7" 1'Y4Ibs. 3.91 
SFA·1835 8'Y4" 2 Ibs, 2.66 5FA-3165 a'Y4" 2 Ibs. 4.68 
SFA·1836 10V2" 21,02 Ibs. 3.34 SFA-3166 lOW' 21,02 Ibs. 5.90 
SFA-1837 12lf4" 2'Y4 Ibs. 3.85 SFA-3167 12lf4" 2'¥4 Ibs. 6.80 
SFA-1838 14" 3 Ibs. 4.45 SFA-3168 14" 3lbs. 7.85 
SFA-1839 15'Y4" 31,02 Ibs. 4.97 SFA-3169 15'Y4" 3lf2 Ibs. 8.76 
SFA-1840 171,02" 4lbs. 5.47 SFA-3170 17lf2" 4 Ibs. 9.67 
SFA-1841 191/4" 41/4Ibs. 5.99 SFA-3171 191/4" 4lf4lbs. 10.97 
SFA-1842 21" 5lbs. 6.50 SFA-3172 21" Sibs. 11.48 

ring of the table top or any other equipment that this is 
placed on. 
Combination handle and catch fits flush with top of cabinet. 
All exposed parts are chrome plated. 
Overall Depth 14%" 
Overall Width 22" 
Clear Inside Depth 14" 
Top Door Opening 10%" x 15%" 

Catalog 
No. 

CR-1726A 
CR-1741A 
CR-1740A 
CR-1742A 
CR-1739A 
CR-1743A* 
CR~1727A' 
CR-1U4A* 
CR-1728A* 
CR-1745A* 

Overall 
Height 

8-25/32" 
10-9/16" 
12-5/16" 
.14_1/16" 
15-13/16" 
19-5/16" 
22-13/16" 
28-1/16" 
33-5/16" 
36-13/16" 

Space 
Panel 

7" 
8'Y4" 

10%" 
12'\4" 
14" 
17% 
21" 
26'\4" 
31% 

-35" 

'" These sizes have top and rear doors. 

Shipping 
Weight 

271bs. 
281bs. 
31 lb •• 
821bs. 
351bs. 
401bs_ 

·43Ibs. 
511bs. 
581bs. 
631bs. 

Net 

$15.28 
16.70 
19.12 
20_12 
21.96 
26.22 
28_06 
30.14 
31.98 
33.65 

Specify a suffix "B" when black wrinkle is desired, the suffix 
-tG" when grey wrinkle is desired~ or the suffix "HG" when light 
grey hammered is desired. 

Price. subject to change without notice. Only a few of many BUD Product. are shown. Write for complete catalog. 
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SECTION 1400 

CABIN'ETS 

PORTACABS 
These attractive and versatile cabi~ 
nets are desirable as hQusings fQr 
instrumentatiQn requiring highly 
stylized appearance. The bQdy is 
Qne piece .050 aluminum with CQn­
tQured CQrners. Panel is .062 alumi­
num. 
Flexible recessed handle permits 
easy PQrtability as well as vertical 

stacking. Well lQuvred fQr adequate ventilatiQn. Since 
lQuvres PQint inward, side-tQ-side placement Qf cabinets 
is PQssibe withQut space lQss. Welded back has Qpening. 
Aluminum frQnt panel is recessed lh". FQur detachable 
rubber feet furnished. Gray hammer-tQne finish Qnly. 

Use 
Cat. No. Depth Width Height BUD Chassis 

WA·1540 8" 6)/0" 8" AC·402 
WA·1541 12" 81/a" 9" AC-407 
WA·1542 8" 101/a" 8" AC·406 
WA·1543 18" 11 Va" 11" AC·416 
WA·1544 18" 14Va" 12" AC·420 

Rear Weight 
Opening In Ibs. 

2" x 41f2" 21/2 
2" x 6l/2" 3 
2" x 81/2" 31/2 
2" x 9V2" 41/2 
2" x 12112" 5V2 

SHADOW 
CABINET 

Net 

$ 9.20 
12.00 
10.65 
13.50 
15.50 

An extremely versatile 
hQusing since bQth frQnt 
and rear panels as well 
as the bQttQm may be 
remQved fQr installa­
tiQn Qr servicing pur­
PQses. Unusually attrac­

tive appearance is created by recessing the frQnt panel 
Qne inch as well as by beveling the frQnt edges Qf the bQdy. 
The recessed frQnt panel prevents accidental mQvement Qf 
cQntrQls, knQbs, and switches attached to. it. 
The two. piece bQdy Qf the shadQw cabinet is made Qf 18 
gauge steel and the panels Qf 16 gauge steel. Finish is 
light gray hammertQne. ' 

'FQur rubber feet attached to. the bQttQm Qf the cabinet 
eliminate marring Qf the surface Qn which it may be 
placed. 

Overall Sizo 
Cat. No. Width Height Depth Use Bud Chassis Net 

SB·2140 14V4" 8" 10" AC·424 CB·704 $6.50 
SB·2141 131/4" 7V2" 9" AC·407 CB·1193 5.00 
SB·2142 17"- 91/2" 11" AC·411 CB'666 8.85 
5B·2143 15lh" 6" 9" AC·409 CB·1l94 4.85 

CONTOUR UTILITY CABINETS 
This Bud Utility Cabinet is a 
highly attractive hQusing 
with rQunded CQntQur CQrners. 
The flanged panels also. have 
rQunded CQrners to. preserve 
the symmetry Qf design. All 
parts are fabricated frQm 20 
gauge steel. 
BQth' frQnt and rear panels 
are remQvable; the frQnt 
panel being SQlid while the 

rear panel is IQuvred to. prQvide ventilatiQn. 
FQur rubber feet attached to. base prevent scratching Qf 
the surface UPQn which the unit may be placed. The bQdy is 
finished in smQQth dark gray enamel imd the panels are 
light gray enamel. 

Overall Size 
Cat. No. Height Width Depth Net 

CU·463 4%2" 6%," 33/4" $ 5.50 
CU·465 4%2" 6%," 53/4" 6.35 
CU·585 5~i' 8%2" 53/4" 8.35 
CU·587 5%2" 8%2" ]3,;''' 9.00 
CU·7125 7%2" 12%," 53/4" 9.70 
CU·7127 7'%2" 12%," 7'¥4" 10.35 

BLOWERS 

TRANS-AIRE BLOWERS 
Ideal where excessive heat. 
is generated by equipment' 
in an enclQsed rack" cab-' 
inet, Qr cQnsQle. Used to.' 
draw in CQQl air Qr ex­
haust heated air. 
These blQwers QCCupy less 
area, and a smaller panel 
space than Qthers having 
similar air dispacement 

, capability. They are the 
lQwest priced units Qf equal' capacity and perfQrmance. 
Two. speed, rubber mounted mQtor Qperates Qn 110 v. 50/60 
cycle cu~rent. MQtQr has Oilite bearings with Qil impreg­
nated w.Ick as wel~ a.s thermal QverlQad prQtectiQn and 
autQmatIc reset. 011 Impregnated, fiberglass, disPQsable 
filter furnished. 
BlQ.wer operates in ~ny PQsitiQn-vertical, hQrizQntal, 
QblIque. MQunts Qn raIls Qf standard cabinet Qr cQnsQle. 

BF·24 Filter used with' B·23 
BF·26 Filter used with B·25 
BF·28 Filter used with B-27 
*'at 00 static pressure 

Air Displacement' 
High Low 

200 elm 100 elm 
500 elm 250 elm 
700 efm 350 cfm 

Motor 
1/20 hp 
1/6 hp 
1/4 hp 

Net 
$47.10 

53.35 
61.35 
1.35 
1.50 
1.65 

"PRESTIGE" VERSA-CABINETS 
k standard Prestige Versa­
Cabinet cQnsists Qf the frame­
wQrk, two. ball cQrnered sides, 
perfQrated metal back, SQlid 
bottQm plate and two. sup­
porting channels. 
The frQnt, back, tQP, bottQm 
may be quickly remQved fQr 
access to. interiQr fQr easy 

servicing .. Standard 19" panels'~ay be attached to. the tQP, 
bQttom, frQnt Qr back. Qf cabmet to. provide cQmplete 
clQsure. 
An opening is prQvided acrQSS bQttQm Qf back fQr cable 
lead~, contrQls Qr knQbs. Opening is 1 %0" x 19". Bud Steel 
Panel PS-1250 (shQwn Qn Bud Page 4) Qr Aluminum 
Panel PA:110.1 (sh.own Qn Bud Page 4) may be used to. 
clQse Qpenmg If deSIred. 
Sides are attached by means Qf hQlding flanges Qn the 
bottQm Qf ~he fram~ and nut at tQP. Handles may be fas­
tened .tQ SIdes. Cabmets may be fastened side-tQ-side in 
batterIes Q~ two. Qr mQre Qr may be stacked Qne Qn anQther. 
~rQper prQyisiQn is'ma~e' fQr'fastening cabinets tQgether 
eIther vertIcally Qr hQrIzQntally by means Qf fQur 'hQles 
Qn each side and fQur.hQles in tQP and bQttom Qf frame. 
Four rubber feet are regularly supplied 
Finished in grey hammertQne. .' 

Panel 
Cat. No. Space Height Weight Net 
PC-1700 57};'4" 83/4" 281bs, $27.25 
~ru ~" ~" ~~, ~ 
~~:m~ lOW' t~};'4" 31 Ibs, 30.75 

PC·1704 121/4" 15W' ~~ :g~: ~~:~g 

~~~:l:~~:~:~~~~~:-~~~~~~~~ !!~" 
PERFORATED STEEL TOP PANEL 

Cat. No: Size Weight Net 
PC-171 0 2V21bs, $2.70 

ACCESSORIES 
SQlid Steel TQP Panel ______________________________________ oo ____ PS-1256HG 
SQlid Aluminum TQP Panel __________________________________ P A-l107JTG 
TQP Panel w. SQlid DQQr ------------________________________ PS-616HG 
TQP Panel w. Ventilated DQQr ______ Coo _______________________ PS.815HG 

Prices subject to change without notke. Only a few of many BUD Products are shown. Write for complete catalog. 
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SECTION 1400 I 

RACKS CABINETS 
TELEPHONE TYPE RELAY RACKS 

RR-1263 RR-1363 RR-1265 
RR-1264 RR-1364 

RR-1366 

Catalog Nos. RR-1263, RR-1264, 

RR-1363, RR-1364 and RR-1366 

are made of YiH" steel channels, 

three inches deep, with cross 

bars of the same thickness. The 
design of the base has been im­

proved to incorporate a chassis 

type bottom, together with the 

usual side angles, making this 

rack exceptionally strong and 

stable., 

Holes are provided in the base to accommodate Bud RC-
7756 casters. Base is 20" x 22". Clearance between uprights 
17%". Panel mounting rails tapped 1%2 with W. E. spacing. 
Finish black wrinkle or light grey hammertone. 
The RR-1265 is a heavy duty rack, suitable for broadcast 
stations and other commercial installations, where it is 
desired that exceptionally sturdy construction be utilized. 
The usual manner of installation is to bolt this unit 
to the floor. 
To emphasize the heavy duty construction, it is necessary 
to realize that the base is made of two angles 3'12" x 5" x 
14", 20%" long. The channels are 72" long and made of 
3" x 1 %" X %6" steel plate. The two supporting cross bars 
are made of VB" x 2%2" steel angles. Base is 13" x 20%". 
Panel holes are tapped 12-24 with W.E. spacing. Finish 
black wrinkle only. 
Any of the panel chassis shown on Bud Page 10 or the 
standard relay rack panels shown on Bud Pages 9 and 10 
can be used with these racks. 

Catalog 
No. Height 

RR-1263 35-39/64" 
RR-1363 40-55/64" 
RR-1264 70-39/64" 
RR-1364 75-55"64" 
RR-1366 81-7/64" 
RR-1265 72-1/4" 

Panel Shipping 
Space Weight lbs. Net 

311,1," 35 $21.71 
36%," 37 21.96 
66%" 46 24.80 
71%," 48 25.13 
7'/" 49 29.98 
66',1," 68 54.78 

UTILITY CABINETS 

A large number of sizes avail­
able makes this line useful for 
all types of electronic equip­
ment. These cabinets have two 
removable panels for easy ac­
cessibility. Units prefixed by CU 
are made from cold rolled steel 
and are finished in black wrinkle 

or light grey hammertone. Those prefixed by AU are 
made from high grade sheet aluminum and have 
natural finish or light grey hammertone. 

STEEL (Black Wrinkle or Grey Hammertone) 

Cat. No. Depth Width Height Net 

CU-883 2" 4" 4" $1.09 
CU-728 3" 5" 4" 1.22 
CU-729 4" 5" 6" 1.38 
CU-1098 6" 6" 6" 2.09 
CU-1099 5" 6" 9" 2.34 
CU-879 7" 8" 10" 3.34 
CU-1124 6" 7" 12" 3.29 
CU-880 8" 10" 10" 4.01 
CU-S81 8" 11" 12" 4.34 
CU-882 7" 9" 15" 4.51 

ALUMINUM (Natural or Grey Hammertone) 

Net 
Cat. N'l. Depth Width, Height Natural Grey 

AU-1083 2" 4" 4" $1.29 $1.50 
AU-I028, 3" 5" 4" 1.37 1.67 
AU-1029 4" 5" 6" 1.50 1.84 
AU-I039 6" 6" 6" 2.17 2.42 
AU-1040 5'" 6" 9" 2:51 2.84 

UNIVERSAL SLOPING 
PANEL CABINETS 

Versatile, streamlined housings 
with two viewing angles. 
One piece, detachable back and 
sides fastened to body with self 
tapping screws permits easy access 
for mounting and sfI"vicing com­
ponents. 
Fully enclosed and shield('d. The 
:>pportunity for dust, dirt and mois­

ture entering cabinet is minimized. No danger from LX­

posed wiring. 
Components may be mounted on back, bottom, sid.'s or 
front and still be easily accessible for service or replace­
ment. 
Will accommodate a Bud Miniature Aluminum Chassis. 
Overall height is 4',4", overall depth is 4". Available in 
steel or aluminum. Gray hammertone finish only. 

STEEL ALUMINUM 

Cat. No. Width Weight Net cat. No. Width Weight Net 

C 1606 
C 1607 
C 1608 
C 1609 

4" 3/4Ib, $1.45 AC 1610 4" '12 lb. $1.68 
5" 341b, 1.55 AC 1611 5" '12 lb. 1.75 
6" 1'18 Ib, 1.65 AC 1612 6" "I4Ib, 1.90 
7" 1'18 Ib, 1.90 AC 1623 r 34 lb. 2.10 

SLOPING PANEL CABINETS 

The entire front panel of this 
cabinet is removable if so 
desired. THIS CABINET IS 
ALSO PROVIDED WITH A 
HINGED TOP FOR EASY 
ACCESSIBILITY TO TUBES 
AND OTHER PARTS THAT 
ARE MOUNTED ON THE 

CHASSIS, WITHOUT NECESSITATING REMOV-
AL OF THE FRONT PANEL. Finished in black 
wrinkle enamel or light grey hammertone. Specify 
with suffix B for black, HG for grey hammertone. 

Catalog Fits 
Number Height Width Depth Chassis Net 

C-1584 6%" 7-1/16" 7/r;" 7" x 6" x 2" $3.30 
C-1585 6%" 9-1/16" 7t\r" 7" x 8" x 2" 3.75 
C-15R6 6%" 11-1/16" 71." 7" x 10" x 2" 4.34 
C-1587 8" 8-1/16" 8" 7" x 7" x 2" 4.51 
C-1588 8" 10-1/16" 8" 7" x 9" x 2" 5.01 
C-1892 8" 13-1/16" 8%" 8" x 12" x 2%" 5.95 
C-1893 10" 18-1/16" 10%" 10"x 17"x 3" 7.85 
C-1894 8" 14-1/16" 8" 7" x 13" x 2" 5.34 
C-1896 9" 18-1/16" 8lh" 7" x 17" x 3" 7.68 

STREAMLINED CABINETS 
Have recessed hinged cover 
with convenient finger lift. 
Panels fit flush with the em­
bossed, rounded cornel" fronts. 
All components built into 
these cabinets are easily ac­
cessible. 
Bud Open End Chassis are 
recommended for use in these 
cabinets. 

Overall Height is 8" and overall depth is 814". 3 72" high 
opening is provided across the back for cables or rear 
controls. Louvred sides provide ample ventilation. 
Available in black wrinkle, gray wrinkle, or gray hammer­
tone finish. Please specify when ordering. 
Cat. No. Width PanelSp. Top Opening Wt. Net 

CO·1480 10'12" 8" x 8" 5%" X 7 lJ8 " 5"14Ibs. $ 5.90 
CD-1481 121/2" 8u x 10" 55/8" X 9'18" 6 Ibs, 6.01 
CO·1482 14'12" 811 x 12" 5%" x 111/8". 6'12 Ibs. 6.31 
CO·1483 16'12" 8" x 14" 5%" x 13'18" 7 Ibs, 6.77 
CO·1484 181/2" 8" x 16" 5%" x 15lJ8" 7% Ibs. 7.36 
CO·1485' 200/a" 12" x 18" 101/2" x 15'12" 15· Ibs. 14.95 

• Has 1/2" vertical chrome strip fastened to corners and isavailabiilin grey 
wrinkle finish only. Note that panel space is 12" x 18" and depth is 12". 

Prices subject to change without notice. Only a few of many BUD Products are shown. Write for complute catalog. 
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SECTION 1400 I I 
CHASSIS 

Quality ball bearing slides des~gned to giy~ the highest 
possible serviceability under dIfficult con~ItIons. Smooth 

. operation and long life assured over a perIod of repeated 
movements of the slide mechanism. Specifically designed 
to allow withdrawal of a full 17" wide chassis ~hen 
housed in standard 19" panel space relay rack or cabmet. 
Slides drilled to accommodate either a pane~ rail bracJtet 
or direct side raW mounting. Complete wIth mountmg 
brackets and hardware. "sc" line is designed for com­
mercial applications. "SI" line is designed for industrial 
and' military applications. 

"SC" SE:&IES 

SC-4312 SC-4316 SC-4320 are full ball bearing slides. In­
ner me~bers do ~ot disconnect 'or tilt. Aluminum extru­
sions used on these slides are made of 2014T6 per QQ-A-
261. Precision broached for smooth, 1iawless operation. 

SC-4412 SC-4416 SC-4420 are same type as SC-4312 
except ~uter track is fun ball bearing .and inner trac~. is. 
dry lubricated friction type. Have qUIck detach faCIlIty 
and locks in the extended position. . 

SC-4512 SC-4516 SC-4520 are' full ba~l bearing quick.' 
detach tilting type slides with a lock performing when in 
extend~d position. These units permit the chassis to be 
tilted 90° below and above horizontal position in 45 0 

increments. '" 

Series Sixty Sliding D~k Top 

The Bud Sliding Desk Top provides a handy, smooth sur­
face for writing, servicing or inspection. The light grey 
formica surface resists most elements that might other­
wise damage metal or wood finishes. When fully extended, 
the useable area is 11" by 16%". Tested to support 75 
pounds distributed weight. 

Occupying only 1 %," of panel height, the Sliding Desk Top 
does not use up valuable interior or panel space. It fits 
flush with the front of the unit in which it is installed. 
Front panel is finished in light grey hammertone. 
Mounting is direct to the uprights in Bud Series 60 c.abi­
net rai!ks. Brackets are included for fastening to panel 
mounting rails in other ~ud cabinets and consoles. Ball 
bearing slide mechanism assures free and easy movement. 

Surface· Area 

Cat. No. Width Depth Panel Net 

60·2361 16~8" 151fs" 

SLIDES 
~'SI" SERIES 

This series slide channels are aluminum extrusions made 
from 7075T6 per QQ-A-227 to afford the greatest possible 
strength. All component parts such. as locking devices, 
stop pins, etc. are made from· 302 stainl ss steel per 
Mil-S-5059Z. The ball bearings are 440 stainlr ss steel per 
QQ-S-763. All aluminum parts are anodized per Mil-A-
8625A and stainless steel parts passivated per Mil-A-5002. 
The lubricant used is hi-low temperature grease. per Mil-G-
3278. . 
SI-4212, SI-4216, SI-4220 are full ball bearing slides. 
On SI-4012, SI-4016, SI-4020 the outer track is full ball 
bearing and inn r track is dry lubricated friction type. 
Have quick disconnect feature and lock in extended po-
sition.· . 
SI-4112, SI-4116, SI-4120 are same as SI-4012 except with 
quick disconnect a ,d locking features, but in addition have 
tilting action which permits chassis to be tilted 90° above 
and 90 0 below horizontal position in 45° increments. 

Load Net 
Heillht Lenllth TraVel Cap. per pro 

5C·4312 2" 12" 12" 150 lb. $27.15 
5C-4318 2" . 16'" 16" 110 lb. 29.10 
5C-4320 2" 20" 20" 95 lb. 31.80 
5C-4412 2" 12" 12" 150 lb. 39.30 

5C·4416 2" 16" 16" lID-lb. 42.15 

5C-4420 2" 20" 20" 95 lb. 44.10 

5C-4!112 3lh" 12" 12" 275 lb. 56.25 

SC·4!I16 31h" 16" 16" 215 lb. 60.90 

5C-4520 3¥2" 20" 20" 180 lb. 64.65 

SI·4212 31#' 12" 12" 275 lb. 41.25 

51-4216 3¥2" 16" 16" 225 lb. 45.00 

51-4220 3¥2" 20" 20" 180 lb. 48.78 

51·4012 3:1h:" 12" 12" 275 lb. 48.75 

51·4016 3¥2" 16" 16" 225 lb. 53.40 

51-4020 3¥2" 20" 20" 180 lb. 59.10 

51-4112 31h" 12" 12" 275 lb. 64.65 

51·4116 3:1/2" 16" IS;' 225 lb. 69.30 

51-4120 3¥2" 20" 20" 180 lb. 72.15 

Custom Designing and Special Fabrication 
When none of the hundreds of products illustrated and 
described in our catalog are entirely applicable asa hous­
ing for your product, we invite you to take advantage of 
our custom designing and special fabrication services. 
We offer highly skilled engineering personnel, an expert 
production staff and huge manufacturing facilities. A 
pilot model or a large run receive equal attention. 
Our high annual volume, large buying. power and spe­
cialized equipment enable us to effect economies in pro­
duction resulting in savings in cost and time. We welcome 
the opportunity to quote from your blueprints. There's 
no obligation. Consult your. distributor. 
Illustrated on this page are two examples of specially pro­
duced products. 

Price. Bubject to change without n;'tice. Only a few of many BUD Product. are shown .. Write for complete catalog. 
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SECTION 1400 I 

HANDLES 
HANDLES 

Bud handles are fabricated from steel, brass or cast alu­
minum. Their durable, attractive finish will provide long 
wear. The material and finish specifications for each 
handle is described below. They have unlimited applica­
tions in the electronic, electrical, and many other fields. 
fackag.ed in pairs only. Necessary mounting hardware 
IS ~urmshed. Bud handles are desIgned for rugged appli­
catIOns and are far superior to handes of similar appear­
ance. Illustrated below is a typical handle of each style 
available. 

...... ':~1' .. rJ , a 
B 

A 

\ ~ l!> 
D 

C 

., IU J 

G 
H 

\ 
K 

A. H-9100 1" x 14" Chrome plated solid bras.s. 4" x %" 
mounting centers. 1" hand clearance. Four 6-32 x %" 
screws. $3.96 pair. 

A. H-9101 Same as H9100 but has 8" x %" mounting 
centers. $6.15 pair. 

A. H-9102 O/S" x 1,4" chrome plated solid brass. 4" mounting 
centers. 1" hand clearance. Two 6-32 x %" screws. 
$3.15 pair. 

A. H-9103 Same as H-9102 except has 6" mounting centers .. 
B. H-9110 Angular formed steel rod. Chrome plated. 6" 

mounting centers. Two 10-32 x %" screws. $2.79 pair. 

MINIBOXES 
B. H-9111 Same as H-9110 except has 4" mounting centers 

1;~1(j" hand clearance. $1.50 pair. 
B. H-9112 Same as H-9111 except has 6" mounting centers. 

$1.89 pair. 
B. H-9113 Same as H-9111 except has 8" mounting centers. 

$2.10 pair. 
B. H-91l4 %" chrome plated steel rod. 8" mounting. cen­

ters. 1%" hand clearance. Two 14-28 x %" screws. 
$3.51 pair. 

C. H-9115 %" chrome plated steel rod. 4" mounting cen­
ters. I1j.16" hand clearance. Two 1,4-28 nuts. $2.40 pair. 

C. H-9116 Same as H-9115 except has 6" mounting centers. 
$3.00 pair . 

D. H-9120 Silver anodized die cast aluminum. 4%" inside 
and 5%" outside mounting centers. 1" hand clearance. 
Four 6-32 x %" screws. $3.51 pair. 

D. H-9121 Similar to H-9120 except is chrome plated die 
cast alloy. $4.95 pair. 

D. H-9123 Similar to H-9120 except has 4%" mounting 
centers. 1" hand clearance. Two 10-32 x 1h" screws. 
$2.61 pair. 

E. H-9122 Silver anodized die cast aluminum. Two hinge 
blocks with 1,4" steel pins. 6 %" inside and 714" outside 
mounting centers. 1 %" hand clearance. Four 10-32 x %" 
screws. $5.94 pair. 

E. H-9130 Silver anodized die cast aluminum. 3" mounting 
centers. Two 10-32 x %" screws. $5.25 pair. 

G. H-9131 Silver anodized die cast aluminum. Size 4" x 
2%".21,4" mounting centers. Two 1,4 - 28 raised counter­
sunk screws and nuts. $3.90 pair. 

H. H-9140 Silver anodized die cast aluminum. 3%" mount­
ing centers. %," hand clearance. Two 10-32 x %" screws. 
$2.34 pair. 

I. H-9150 Silver anodized die cast aluminum. 4" x O/S" 
mounting centers. 114" hand clearance. Four 10-32 x %" 
screws. $3.15 pair. .' 

J. H-915~ Silver anodized die cast aluminum. 5%/' x O/S" 
mountmg centers. 1 %" hand clearance. Four 10-32x %" 
screws. $5.10 pair. 

J. H-9152 Similar to H-9151 except. has 3%" mounting 
centers and 1 %" hand clearance. $4.14 pair. 

K. H-9160 Chrome plated' %" steel rod. 3%" mounting 
centers. 11110" hand clearance. Two 1,4 - 28 Hex nuts. 
$2.70 pair. 

K. H-9161 Same as H-9160 except with 51,4" mounting 
centers. $3.15 pair. 

K. H-9162 Same. as H-9160 except with 7" mounting cen­
ters.' $3.24 paIr. 

K. H-9163 Same as H-9160 except with 8%," mounting cen-
ters. $3.51 pair. . 

K. H-9164 Same as H-9160 except with 10%" mounting 
centers. $3.96 pair. 

K. H-9165 Same as .H-9160 except with 121,4" mounting 
centers. $4.35 pair. 

L. H-9166 Chrome plated 1,4" brass rod. 12%2" mounting 
centers. 1" hand clearance. Two 6-32 x %" screws 
$1.20 pair. . 

L. H-9168 Same as H-9166 except with 3" mounting cen­
ters. $1.35 pair. 

COWL-TYPE MINIBOXES 
Bud Cowl-Type Minibox has a projecting cover which reduces glare on the panel from 
overhead lighting. It also provides protection for controls and dials. 
Cover has two box braces to which bottom is attached with sheet metal screws. When 
assembled, this type of construction results in a sturdy rigid housing. 
Fabricated of .040 aluminum and furnished natural or with light hammertone gray 
finish. 

Overall Dimensions 
Cat. No. Cat. No. When Assembled Base Dimensions 
Painted Net. Natural Net Height Width Depth Height Width Depth 

-----_._-
SC-2130 $5.95 SC-3030 $4.30 6" 10" 7" 5'U" 9171'/' 5M,' 
SC-2131 6.50 SC-3031 4.70 7" 12" 8" 66~" 111~6" 55%/' 
SC-2132 3.45 SC-3032 2.45 3" 8" 5" 26U4" 7171'6" 3'%." 
SC-2133 3.60 SC-3033 2.60 5" 5" 5" 46U4" 4171'/' 32%4" 

Prices subject to change without notice. Only a few of many BUD Products are shown. Write for complete catalog. 
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I SECTION 1400 I 

CALIFORNIA Chassis COMPANY 
CABINET RACKS 

These racks are made entirely of 16· gauge 
steel except for the heavy steel panel sup-, 
ports. They have un Iversal spacing, the holes 
being tapped for 10/32" screws. Panels fit 
into a recess so that the edges. do not show. 
Mounting plate on bottom of rack permits 
casters to be fastened directly to base for 
easy mobility. Casters are not included In 
price of rack but may be ordered separately. 
No. TC-10. 
ilil standard 19" panels RETMA, Western 
Electric or Amateur wi II fit these racks. 
Double rows of louvres side and rear give 
ample ventilation. 
Finish is black wrinkle, gray wrinkle or sliver 
hammertone. Black will be furnished unless 
specified otherwise. 

DEPTH SHIP. 
NO. PANEL WIDTH INSIDE WT. 

CAT. SPACE HEIGHT DEPTHCLEAR. LSS. 
CR-36 .360/4 42 22 17 15V2 90 
CR-42 42 471/4 22 17 15V2 96 
CR-61 611/. 66V2 22 17 15V2 120 
CR-77 77 821/4 22 17 15V2 145 
CRD-36 360/4 42 22 24 22V2 99 
CRD-42 42 471/4 22 24 22V2 105 
CRD-61 611/. 661/2 22 24 22V2 133 
CRD-77 77 821/4 22 24 22V2 160 

Net 
Price 
47.21 
53.36 
66.86 
80.05 
66.86 
79.17 
94.81 

133.97 

DOR SERIES 

This open rack is made of 16 gauge steel. 
It Is useful where the larger, heavier floor 
model Is not necessary. 
Mounting holes are on universal centers 
tapped 10/32". 

Panel Overall Ship. Net 
Cat. No. Space HeightWidth Depth Wt. Pri.ce 

DOR-21 21 x 19 25 21 12 18 9.66 
DOR-28 28 x 19 32 21 12 19 11.92 

DESK CABINET RACKS 
This solid welded, rounded front, deluxe 
desk cabinet has a professional look as 
well as being a sturdy utility unit. Em-

, bossed feet are on all sizes to reduce 
marring. 
Cabinets· have universal punching, ac­
commodating W. E.; RETMA; or Amateur 
notched panels. Unit is made from 16 gao 
steel, hav niga 2" opening on bottom 
rear for ventilation in addition to side 
louvers. 
The five smaller models have solid 
welded backs. The five larger models 
have a removable hinged rear door. 
All models clear 141/2" Inside depth­
Outside width is 211f:z". Black wrinkle is 
standard. If gray wrinkle ·or gray ham­
mertone is desired please specify. No 
additional charge. 

CATALOG PANEL HEIGHT 
NO. SPACE 

lCR-7 7 
lCR-8 80/4 
OCR-10 101/2 
lCR-12 121/. 
lCR-14 14 
OCR-17 17V2 
lCR-21 21 
lCR-26 261/4 
OCR-31 31V2 
JCR-35 35 

SHPG. 
WT. 
25 
27 
29 
31 
33 
37 
39 
47 
51 
58 

NET 
PRICE 
17.14 
11.49 
20.01 
21.06 
22.97 
27.37 
29.33 
31.47 
33.42 
35.19 

OR SERIES 
These open racks are constructed so the upper­
most panel mounts at the top of the lfs" steel 
upright. There is no loss of space at the top. 
Rack uprights are punched with universal spac­
ing and tapped 10/32". Two brackets of lfs" 
steel bind the uprights and a chassis like base 

. Into one solid un it. 
CATALOG PANEL 

NO~ SPACE 
OR-31 31V2 
OR-36 36"4 
OR-42 42 
OR-61 611/4 
OR-66 661/2 
OR-71 71"4 
OR-77 77 

OVERALL 
HEIGHT 

32"4 
38 
431/. 
62V2 
670/. 
73 
781/. 

SHPG. 
WT. 
27 
28 
30 
37 
39 
41 
42 

NET 
PRICE 
22.76 
22.97 
24.63 
25.45 
25.96 
26.88 
31.28 

PI 

MULTI RACK SERIES 
Mil !'II 

With this unit and a standard rack 
of the same size one can make a 
·multiple rack or a series of con­
nected racks. Each unit consists of 
a door, top, bottom, and a multi-rack 
connecting unit. This must have the 
same panel space as the unit It Is to 
be used with. All hardware except 
casters Is furnished. Colors are 
black rwinkle, gray ·wrinkle or gray 
hammertone. 

FRONT DOOR RACKS 
This deluxe rack series has, In addi­
tion to the rear door, a front door 
which completely encloses the pan­
els. Rack strips may be moved 
towards the rear of the rack to al­
low space for meters, switches, etc. 
Rack strips are punched with uni­
versal' spacing, and tapped 10/32". 
Casters, TC-10, fit to base of rack, 
but are not included in price. Finish 
is black wrinkle (B), Graw wrinkle 
(G), or gray hammertone (GH). Black 
wrinkle shipped if no color is speci-
fied. • 

CATALOG 
NO. 

MR-36 
MR-42 
MR-61 
MR-77 

CATALOG 
NO. 

FDR-36 
FDR-42 
FDR-61 

HEIGHT 
42 
471/. 
661/2 

PANEL 
SPACE 
360/4 
42 
611f. 

SHPG. 
WT. 

102 
118 
152 

NET 
PRICE 
67.80 
75.94 
98.04 

SOLID WELDED RACKS 
These neat all welded solid racks are constructed 
entirely·of 16 gauge steel. 

Panel mounting strips are VB" steel punched to 
accept all standard panels and tapped for 10-32 
screws. 

Panel mounting screws are concealed by swinging 
rounded corner trims. These can be removed but 
normally are pulled forward and swung out to ~iv.e 
access to the panel mounting screws. ThiS elimi­
nates usual assembly and disassembly problems 
encountered. Entire bottom of the unit is flush 
with the floor. 

Below rear door are three 7/a" diameter knockouts 
to accept V2" conduit. 

PANEL 
SPACE 

360/4 
42 
611/4 
77 

Cat. Panel Pn~~~~ °.re~· N!lt 
D Clear. Clear. Wt Price N.. Spa.e H W 

WSR-42. 42 50% 231%6 
WSR-61 61V4 69% 231%6 

181l,-i6 17Va 19% 138 
181l,-i6 171/a 19% 150 135.83 

1 
PI 

i 
FITS SHPG. 
RACK WT. 
CR-36 75 
CR-42 80 
CR-61 100 
CR-77 118 

LOW TEMPERATURE CABINETS 
This cabinet made of perforated metal 
with 3/32 holes on 3/16 centers, 
solves most thermal problems. It is a 
real space saver, the chassis being 
almost the size of the cabinet. 
Chassis is .063 aluminum and bolts 
to the rear panel which is welded to 
the perforated screen. Rear steel 
panel has rectangular hole in it to 
allow access to connectors in chassis. 
Front panel has no screws but is held 
on by control knobs mounted in 
chassis. 

Chassis and front are one piece when unit is complete and can be easily 
removed yet cabinet chassis and front panel are solidly held together. 

NET 
PRICE 
46.33 
51.22 
63.73 
78.29 

Catalog Cabinet Size Hole In Net 
Number H W D Front Panel Chassis Size Rear Panel Price 
LTC-463 41/2 x 7%ax 9%6 4V2X 7V, 61o/t6X 81o/t6X1V2 71ax4 6.97 
LTC-464 41/2 x 9%ax 7%6 4V2X 9%a 81o/t6X 61o/t6X1!f2 7,lax5 6.97 
LTC-469 51l,-iax 8'¥. xll%6 So/aX 80/4 8 %6x101o/t6X2 1V2x5 7.82 
LTC-470 51116Xll%ax 8111.6 5%xll%6 101o/t6X 8 %6x2 1V2x6 7.82 

CALIFORNIA CHASSIS CO. - Lynwood, California 
"Ali' PRICES SUBJECT TO CHANGE WID NOTICE" 
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I SECTION 1400 I 
CALIFORNIA Chassis COMPANY 

Alu· 
rninum 

f! A-134 
. r A-135 

A-!36 
A-137 
A-155 
A-149 
A-138 
A-12! 
A-101 
A-150 
A-147 
A-U9 
A-122 
A-102 
A-120 
A-103 
A-I04 
A-105 
A-l13 
A-106 

STANDARD ALUMINUM CHASSIS-All chassis are stamped and formed from. one piece of material. All four corners 
welded and sides flanged to accommodate bottom plates. 

App. Net Alu· App. Net Alu. App. Net 
W L 0 Gaugo WI. Price minum W L 0 Gaugo WI. Price minum W L 0 Gaugo WI. Price 

2'12 x 4'/2 Xl 18 'I, 1.12 A-lSI 6 x 14 x 3 18 I 2.75 A-141 10 x 17 x 5 14 3'/. 5.98 
3112 x 41f2 x I 18 'I. 1.22 A-114 7 x 13 x 2 18 :Yo 1.87 A-146 11 x 17 x 2 16 1'/2 3.71 
31f2X 5'12 x I 18 If, 1.22 A-139 5 x 13 x 3 18 :Y. 1.84 A-128 11 x 17 x 3 14 21f2 4.45 
4 x 6 x 1'12 18 If. 1.34 A-I07 8 x 12 X 21f2 18 I 2.77 A-I27 12 x 17 x 2 14 21f. 3.74 
4 x 6 x 2 18 If. 1.22 A-U7 7 x 12 x 3 18 I 1.96 A-123 12 x 17 x 3 14 21f2 4.57 
4 x 6 x 3 18 If. 1.31 A-124 8 x 12 x 3 18 I 2.33 A-126 13 x 17 x 2 14 21/2 3.74 
4 x 5 x 2 18 :Ys 1.38 A-I08 10 x 12 x 3 18 11/. 2.70 A-!11 13 x 17 x 3 14 2% 4.67 
51f2 x 51f2 X I 18 If. 1.45 A-129 12 x 12 x 3 18 Ilf2 3.28 A-U2 13 x 17 x4 14 31/. 5.13 
5 x 7 x 2 18 • 31s 1.22 A-115 10 x 14 x 3 18 11/. 3.18 A-142 13 x 17 x 5 14 31/2 6.55 
5 x 7 x 3 18 "Is 1.39 A-130 7 x 15 x 3 18 11/. 2.62 A-!33 14 x 17 x 3 14 31f. 5.24 
4 x 8 x 2 18 31s 1.63 A-I25 9 x 15 x 3 18 1'/2 3.45 A-131 15 x 17 x4 14 3:Y. 6.21 
41f2 x 8 X Ilf2 18 3/S 1.31 A-U8 4 x 17 x 3 18 I 2.62 A-148 IS x 17 . x 6 14 4 8.04 
5 x 9 X Ilf2 18 31s 1.39 A-145 6 x 17 x 3 18 11/. 2.87 A-132 10 x 23 x 3 16 2'/2 4.67 
5 x 91f2 X 21f2 18 "Is 1.51 A-144 7 x17 x 2 18 I 2.81 A-154 17 .x 17 x 3 16 2V2 6.73 
6 x 8 x 2 18 :Yo 1.68 A-152 7 x 17 x 3 18 IV2 3.08 A-143 17 x 17 x 4 14 41f. 7.11 
5 x 10 x 3 18 V2 1.82 A-I09 8 x 17 x 2 18 IV2 2.62 ENTIRE LINE OF CHASSIS 7 x 7 x 2 18 V2 1.36 A-ll6 8 x 17 x 3 16 11/2 2.87 
7 x 9 x 2 18 % 1.63 A-140 10 x 17 x 2 16 21/. 2.99 DUPLICATED IN STEEL. 
7 xl1 x 2 18 '1'. 1.77 A-UO 10 x 17 x 3 16 21/2 3.37 USE PREFACE "C" INSTEAD OF 
8 xlO x 21f2 18 I 2.48 A-!53 10 x 17 x 4 16 3 4.86 "A" FOR PLATEO STEEL CHASSIS. 

Special chassis made regardless of quantity using a set up charge of $3.60 plus cost of next larger chassis. Unless 
specified, all aluminum chassis are etched finish. 

CHASSIS BOTTOM PLATES Steel 
Net 

Price 

NET PANEL CHASSIS 

CATALOG ALUM. STEEL 

CATALOG 
NO. SIZE 

7. x 9 
7 xli 
8 xlO 
5 xlJ 
7 x13 
8 xl2 
7 xl2 

10 xl2 
12 x12 
10 x14 

7 xiS 
9 xl5 
4 x17 
6 xl7 
7 x17 
8 x17 

ALUM. STEEL 
WEIGHT WEIGHT 

'14 lb. '14 lb. 
'12 lb. I lb. 
'14 lb. '14 lb. 
1/4 lb. '12 lb. 
'12 lb. 1 lb. 
3/. lb. 1'14 lb. 
1/2 lb. 1 lb. 
'14 lb. 1'12 lb. 
'14 lb. 11/2 lb. 
0/4 lb. 2 lb. 
1/2 lb. I lb. 
'14 lb. 1'12 lb. 
'12 lb. I lb. 
'12 lb. 1 lb. 
'12 Ib, I lb. 

.88 
1.19 
1.17 

.94 
1.34 
1.50 

.88 
1.56 
1.50 
1.39 

.97 
1.56 

NO_ SIZE WEIGHT WEIGHT 

Steel 
Net 

Price 
.48 
.48 
.56 
.56 
.63 
.85 
.70 
.77 
.70 
.70 
.75 
.85 

BP-105 
BP-1I3 
BP-I06 
BP-139 
BP-1I4 
BP-I07 
BP-1I7 
BP-I08 
BP-129 
BP-1I5 
BP-130 
BP-125 
BP-1I8 
BP-145 
BP-144 
BP-109 
BP-1I0 
BP-128 
BP-123 
BP-lIl 
BP-133 
BP-131 
BP-143 
BP-132 

10 x17 
11 x17 
12 xl7 
13 x17 
14 xl7 
15 xl7 
17 x17 
10 x2~ 

'/2 lb. 10/. lb. 
3/4 lb. 2'12 lb. 

.85 
1.41 
1.36 
1.53 
1.60 
1.60 
1.87 
2.24 
2.43 
2.47 
2.99 
2.24 

BP-134 2'12X 4'12 I OZ. 
BP-135 31f2x 4'12 2 oz. 
BP-136 31f2x 5'12 2 oz. 
BP-137 4 x 6 2 oz. 
BP-138 4 x 5 2 oz. 
BP-147 4 x 8 '14 lb. 
BP-121 51f2x 51/2 2 oz. 
BP-I0l 5 x 7 2 oz. 
BP-1I9 41f2x8 1/4 lb. 
BP-122 5 x 9 '14 lb. 
BP-I02 5 x 91/2' 1/4 lb. 
BP-120 6 x 8 '14 lb. 
BP-151 6 x14 '12 lb. 
BP-I03 5 xl0 'I. lb. 
BP-I04 7 x 7 1/4 lb. 

HEAVY DUTY CHASSIS 
16 GAUGE STEEL 

HD-I09 60/.# 8xl7x2 
HD-1I6 7'12 8xl7x3 
HD-1I0 8'12 IOx17x3 
HD-146 8 11x17x2 
HD-128 10 lIx17x3 
HD-126 91/2 13x17x2 
HD-ll1 11'12 13xl7x3 
HD-1I2 12 13x17x4 

Bottom Plates Included 

2 oz. 
'I. lb. 
'14 lb. 
'14 lb. 
1/4 lb. 
1/2 lb. 
1/2 lb. 
1/4 lb. 
'12 lb. 
1/2 lb. 
1/2 lb. 
1/2 lb. 

1'14 lb. 
'12 lb. 
1/2 lb. 

Net 
Price 
4.68 
5.15 
5.24 
5.19 
5.80 
6.17 
6.55 
7.48 

1 lb. 2 lb. 
1'1. I.b 3 lb. 
1'12 lb. 3'1. lb. 
1'12 lb. 3'12 lb. 
1'12·lb. 3'12 lb. 
2 lb. 5 lb. 
11/2 lb. 3'1. lb. 

Steel bottom plates may be supplied 
in either zinc plate or black enamel -
aluminum is caustic etched. 

1.04 
.60 
. 88 

Actual size of BP is 'Ia" under chassis 
size which is shown. This allows X." 
of set back when attached to bottom 
of chassis. 

SLIDING DRAWER CHASSIS 
The drawer chassis is used 
where there is a need to pull 
out the chassis without discon­
necting it from the rack. Chassis 
rolls in and out on ball bearings 
in a formed channel. When as­
sembled it forms a rigid unit 
which will fit any 19" rack. 
Brackets are 'I." Aluminum. 
Chassis and top plate are 14 
gauge aluminum. Finish, except 
for slide rail assembly, Is gray 
hammertone. 
Cat. No. Chassis Size Brk. H wt. 
SD-399 16'14x14x3 61/2" 6'12# 

PLATFORM CHASSIS 

Net 
Price 

$15.52 

These steel platforms are useful as vari­
able level chassis simply by fastening to 
any side of a carrying case, utility box, 
etc. They may also be used as shields. 
Black enamel finish. 

CD-260 
CD-261 
CD-262 

51/2 
41/2 
51/2 

Net 
Price 

.70 

.60 

. 82 

CAT. NO. 
PC-110 
PC-lli 
PC-1l2 
PC-113 
PC-1l4 
PC-llS 
PC-1l6 
PC-1I7 

HEIGHT WEIGHT PRICE 
1% 2 # 2.33 
31/2 23/4 2.69 
5'1. 4 2.96 
7 4'12 3.47 
8% 53,4 4.01 

10'12 6% 4.40 
12'1. 7'12 4.76 
14 8'12 5.15 

Larger Sizes On Request 
These are constructed so the 
sharp rib corner is cut to a 45° 
angle protecting the user's wrist. 
16 gauge zinc steel is standard. 
14 gauge etched aluminum on 
request at no added cost.· 

REMOVABLE TOP CHASSIS 

Net 
Cat. No. Weight Dimensions Price 

RT-l 5'/.# IOx17x3 3.55 
RT-2 7 13x17x3 4.42 
RT-3 6'12 IOx17x4 3.93 
RT-4 9 13x17x4 4.90 

Experimenters and the radio am­
ateur when designing, will find 
it economical to use this type 
chassis, as the tops and bottoms 
may be easily replaced or dis­
carded. Steel-Electro Zinc Only. 

TOPS ONLY 
FOR REMOVABLE TOP CHASSIS 

Cat. No . 
Net 

Weight Dimensions Price 
T-I 
T-2 

3# lOxl7 1.70 
4 13xl7 2.09 

Made From 16 Gauge Steel - Electro Zinc Finish 
Net 

Cat. No. Weight W L D Price 
EC-I I # 7 x 6x2 1.02 
EC-2 % 5 x 7xl'l2 .97 
EC-3 I 5'12X 9xl1/2 1.12 
EC-4 Ilf. 7'12X 9xl'l2 1.39 
EC-S 1'12 7 x13xl'12 1.58 
EC-6 2V4 73,4x15x2 1.68 
EC-7 1 7 x 8x2 1.16 
EC-8 I'I. 7 xlOx2 1.39 

These chassis are ideal for any type at 
unit which is built-up, such as a rec­
ord changer. Steel - Electro Zinc Only 

MINIATURE ALUMINUM CHASSIS 
These are small open end chassis for use where 

space is limited. Approx. 
Catalog Shpg. 

No. Width Length Depth Wt. 
MA-210 2% 2% 11/. '14# 
MA-211 1% 3'18 I V. 
MA-212 3'14 41/2 2 '14 
MA-213 2'14 41/. 1 'I. 
MA-214 3'14 4~ 11/2 'I. 
MA-2IS 3 61/. 11/4 'I. 

CHASSIS FLANGES 

Net 
Price 

.39 

.43 

.49 

.46 

.46 

.56 

These 1" chassis flanges will can· 
vert any 17" chassis to a 19" 
panel rack chassiS. Made of 16 
gauge Zinc plated steel. 

Catalog 
No. 

CF-12 
CF-13 
CF-14 
CF-15 
CF-16 
CF-17 

Height 
5'1. 
7 
8% 

10112 
12'1 • 
14 

Shpg. 
wt. 

1 
I 
1 
I 

'12# 
1/2 

Net 
Price 

.94 
1.00 
1.07 
1.16 
1.22 
1.34 

"ALL PRICES SUBJECT TO CHANGE WIO NOTICE" 
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I SECTION 1400 I 
CALIFORNIA Chassis COMPANY 

CHASSIS MOUNTING BRACKETS 
To assure the proper support for a chassis a sturdy 
mounting bracket it uted. Flange is %" inside dimen· 
sion. Elongated hole ~," x 'u," is centered in flange. 
"X" shows the distance between flange holes. Finished 
in Zinc plated "C" or Wrinkle "W" may be had at 
additional cost of 15%. 

Net 
Price 
1.07 
1.50 
1.34 
1.50 
1.75 
1.68 
1.96 
2.09 
3.09 
3.55 

Black 
Enamel 
E-58B 
E-57B 
E-48B 
E-59B 
E-49B 
E-60B 
E-50B 
E-51B 
E-52B 
E-53B 

Height 
6lf2 
61f2 
61f2 
6112 
61f2 
6lf2 
81f2 
81f2 

12 
14 

Cat. No. 
MB-55 
MB-77 
MB-99 

X 
2lf2 
2lf2 
2lf2 
2lf2 
2lf2 
2lf2 
3lf2 
31f2 
7 
8 

Depth 
8 
9 

10 
11 
12 
13 
10 
13 
15 
17 

TRIANGULAR MOUNTING BRACKETS 

Height Dimensions 
lf2 5x5 

11f2 7x7 
1'0/'4 9x9 

Steel - Black Enamel Only 

CHASSIS SUPPORT ANGLES 

Net 
Price 
1.02 
1.19 
1.41 

These angles when bolted to the sides of a 
cabinet will support a heavy chassis unit. 
They are made of lAl" thick steel and are 
finished in black enamel only. 

Cat. No. 
CA-12 
CA-14 

This shield is 
the meter and 
ished with no 

Catalog 
Number 

Length 
12 
14lf2 

Width 
3 
3 

METER SHIELD 

Shpg. 
Lbs. 
wt. 
3 
4 

made of spun aluminum. It will fit 
effectively stops most interference. 
holes and in natural finish only. 

Meter 
L 1.0. 0.0. Size 

Price 
Net 
2.14 
2.24 

over 
Furn-

Net 
Price 

MSA-2 2-3/16 2-1/32 27/a 2 1.75 
1.75 MSA-3 2 

1 
1 

Notching 
Western 
Electric Amateur Height 

PW-10 PAolO l'¥4 
PW-11 PA-ll 3lf2 
PW-12 PA-12 51/4 
PW-13 PA-13 7 
PW-14 PA-14 8314 
PW-15 PA-15 10lf2 
PW-16 PA-16 121/4 
PW-17 PA-17 14 
PW-18 PA-18 153/4 
PW-19 PA-19 171f2 
PW-20 PA-20 19lf4 
PW-21 PA-21 21 
PW-22 PA-22 241f2 
PW-23 261/4 

METER PANELS 
All panels are 51/4" x 19" X Va" 
steel or aluminum, black or grey 
wrinkle - designed to handle either 
2" or 3" meters. All units Western 
Electric notch. 

Cat. 
No. 

MPA-32 
MPA-52 
MPA-33 
MPA-53 

ALUMINUM 
No. 

Wt. 
1 
11/4 
IVa 
1 

Holes 
3 
5 
3 
5 

STEEL 

Net 
Price 
2.69 
3.13 
2.69 
3.13 

Cat. No. Net 
No. Wt. HolQs Dia. Price 

MPS-32 3 3 2~, 1.94 
MPS-52 23A 5 2~, 2.55 
MPS-33 31/2 3 2'~, 1.94 
MPS-53 3 5 2'~, 2.55 

Small holes are for 2" meters, larger 
holes are for 3" meters. 

2-25/32 30/4 3 

RELAY RACK PANELS 
Regular panels are made from lfa" steel 
or aluminum material. Aluminum is 1100 
H 14. Notching is either Western Electric 
(WE) or Amateur (A). Finish Black or Gray 
Wrinkle or Silver Gray Hammertone. 
Aluminum is standard and will be sent 
unless steel Is specified. Panels in any 
material will be furnished 24" wide in-
stead of 19" wide at twice the cost. 

Width 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 

Cat. No. 
PWHA-10 
PWHA-11 
PWHA-12 
PWHA-13 
PWHA-14 
PWHA-15 
PWHA-16 
PWHA-17 
PWHA-18 
PWHA-19 
PWHA-20 
PWHA-21 
PWHA-22 
PWHA-23 

Steel 
wt. Wt. Price 

Alum_ Stpel Net 
lf2 llf4 .87 
3A 21/4 1.00 

11/4 4 1.34 
11f2 4314 1.51 
2 6 1.89 
2lf2 63,1, 2.16 
3 83A 2.53 
3lf2 93,1, 2.96 
4 103/4 3.28 
4lf2 12 3.74 
5 13 4.13 
5lf2 153A 4.57 
6 181/2 7.00 
7 20114 7.75 

HARD ALUMINUM PANELS 

Height 
1314 
31/2 
5lf4 
7 
8314 

10lf2 
121/4 
14 
153A 
171f2 
191/4 
21 
241/2 
26lf4 

Width 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 
19 

Net 
Wt. Price 

1/2 1.63 
314 2.06 

llf4 2.72 
llf2 3.32 
2lf2 3.93 
21f2 4.59 
3 5.25 
31/2 6.07 
4 6.78 
41/2 7.48 
5 8.18 
5lf2 8.87 
6 10.73 
7 11.68 

These lfa" panels are recommended 
for high quality work. They are 
2024T3 aluminum. Notching is West­
ern Electric, but Amateur on request 
at no added cost. We also carry a 
complete line of ~," or .188 panels. 
These are all 2024T3. 

Net 
Cat. No. Height Wt. Price 

SH-12 
SH-13 
SH-14 
SH-15 
SH-16 

51/4 41/4 
7 51f:2 
8314 6314 

101f2 71/4 
121/4 83A 

FRONT HINGED 
DOOR PANEL 

3.66 
3.94 
4.23 
4.56 
4.91 

This door gives access to 
the chassis top. It is free 
moving and has a substantial 
catch. Made of lfa" steel. 
Please specify finish. 

Cat. No. Height Door 
Net 

Price 
FH-430 101f2 6 x15% 
FH-432 121/4 71f2x15% 

6.07 
7.48 

EXTERIOR RACK SHELVES 

The exterior shelf replaces 
a panel when a shelf is 
needed. Unit is composed 
of a 16 gauge steel shelf 
with seam welded front 
corners and two support­
ing lfa" steel brackets. All 
hardware included. 

Cat No. 
ER-416 
ER-420 

Shelf Size Wt. 
16x22 12 
20x22 15 

Net 
Price 
11.66 
11.83 

INTERIOR RACK SHELVES 
These 16 gauge steel shelves 
may be supported in the rack by 
chassis support angles CA-12 or 
CA-14. They are used to form a 
strong shelf for modulator units, 
power supplies etc. Finish black 
enamel. 

Cat. No. 
RS-512 
RS-SI5 

Size 
12x19 

. 15x19 

Shpg. 
Wt. 
51f2 
61/2 

Price 
Net 
2.64 
3.47 

SLOPING FRONT CABINETS 
These deluxe all purpose steel cab­
inets are designed for wide use in 
the electronic field. Front and top 
corners are rounded, sides have 
stainless steel ventilators. Embossed 
feet to prevent scratching. Gray 
wrinkle finish. 

Use This 
Chassis Net Catalog 

No. 0 H L T X S C Price 
SFC-42 8 8 8 4lf4 2% 6 5lf4 C-104 
SFC-44 8 8 1041/4 2314 6 51/4 C-I05 
SFC-46 8 8 14 41/4 2314 6 51/4 C-114 
SFC-48 12 12 18 6 3lfs 10% 91f2 C-110 

HINGED TOP SLOPING CABINET 

This cabinet provides for a complete 
opening of top and front. Bottom has 
embossed feet. Rear has opening for 
connectors. Black wrinkle or Gray 
hammertone finishes. 

5.19 
7.29 
8.79 

11.78 

ENCLOSED METER CAB INET 

Enclosed Meter Cabinet bottom Is open. 
. Bottom plate with embossed feet and 
four sheet metal screws included. Gray 
wrinkle' unless other color specified. 
Available In black wrinkle, sliver gray 
hammertone at no additional cost. Steel 
or Aluminum. 

Catalog No. EMC-2 
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I 
CALIFORNIA 

SECTION 1400 I 

Chassis COMPANY 
Meter 
Size 
2" 
3" 

No Holes 
2" 
3" 

No Holes 
3" 

METER CABINETS 
Aluminum Net 
Cat. No. Price 

4 " MC-2 1.43 1/2 
4 " MC-3 1.43 1/2 
4 " MC-4 1.43 1/2 
4 "MC-6' 1.43 1/2 
4 "MC-7' 1.43 1/2 
71/2" MC-8 2.06 3/4 
6 " HAC-MC-7' 2.06 3/4 

SMC-2 
SMC-3 
SMC-4 
SMC-6' 
SMC-7' 
SMC-8 

Wt. 
Lbs. 
11/2 
11/2 
1112 
11/2 
1'/2 
2lf4 

Net 
Price 
1.12 
1.12 
1.12 
1.12 
1.12 
1.87 

• Indicates it has two 1;2" holes on 3/4" centers at 
top of cabinet for insulators. 2" meter hole is 
2~.". 3" meter hole is 2'~.". 

WALL SPEAKER CASES . 
These all metal cases have keysldtted holes on the 
rear for easy mounting. They are also provided 
with embossed feet on one side. Finish is gray 
hammertone for ease of cleaning. 

Catalog Speaker Hole 
No. Size Size H L 

WS-304 4 3lf2 7'/2 6'12 
WS-305 5 4 '127 6'12 
WS-306 6 43;i, 9'12 8 
WS-308 8 6'12 11 '12 9'12 
WS-31O 10 8'12 13'/2 11'12 
WS-312 12 101/2 15lf2 131/2 

D 
41/4 
41/4 
55/a 
7 
81/4 
93/4 

Wt. 
13/4 
13/4 
3 
4 
5 
6 

Price 
Net 
3.20 
3.37 
3.81 
4.68 
5.88 
7.38 

MINIATURE SPEAKER CABINETS 

These small meter cabinets are like the MC series 
except the meter hole is covered by an expanded 
metal shield. Furnished in steel only. Black wrinkle 
standard. 

Catalog 
No. 

MS-261 
MS-262 

Length 
4" 
4" 

Meter 
Size 
2" 
3" 

wt. Net 
Lbs. Price 

3/4 1.77 
3/4 1.77 

STREAMLINED MINIATURE CABINETS 

This miniature steel cabinet has a radiussed face. 
The base has four embossed feet. There rear is open 
except for a '/4" flange down two sides. This gives 
rigidity as well as a place to attach a back cover. 
Gray wrinkle standard. 

Catalog 
No. 

SM-271 
SM·272 

H 
41;2 
6112 

W 
5'12 
5'12 

D 
3'12 
31;2 

Wt. 
1 # 
1'12 

Net 
Price 
1.90 
1.96 

DELUXE AMPLIFIER FOUNDATION 
This foundation is used where the chassis must 
be covered and appearance is important. Mate­
rial is steel, finish is black wrinkle. Gray ham­
mertone at no extra cost. Use suffix B or GH. 

Cat. No. 
DA-420 
DA-421 
DA-422 
DA-423 

STREAMLINED INSTRUMENT CABINET 

Miniature aluminum chassis MA series are usually 
used with this cabinet. Black wrinkle is standard. 

Catalog 
No. 

SC-31 
SC-32 
SC-33 
SC-34 
SC-35 
SC-36 

Panel 
Space 
8x 8 
8xlO 
8x12 
8x14 
8x16 

12x18 

Height Width 
8 lOlf2 
8 12lf2 
8 14lf2 
8 16'12 
8 18lf2 

12 20lf2 

UTILITY BOX - REMOVABLE COVER 
This model allows complete acces­
sibility to the interior of the unit. 
All work may be completed before 
cover is installed. 

Cat. No. 
HA-I0 
HA-11 
HA-12 
HA-13 
HA-14 
HA 15 

D L H 
3x 4 xP/2 
4x 5 x2 
4x 8 x2 
5x 9'12X2 '/2 
6x12 X2'12 
7x15 X2'12 

Net 
Price 
1.50 
1.96 
2.14 
2.33 
2.62 
3.55 

INSTRUMENT CABINETS 

Depth 
8'1. 
8lf4 
8'1. 
81/4 
8lf4 

12 

Net 
Wt. Price 
53A 4.37 
6 5.42 
61;2 5.88 
7 6.17 
73A 6.77 

15 12.17 

Length Depth 
10 5 
12 7 
17 7 
17 10 

Net 
Wt. Price 
4'/2 6.82 
5 8.04 
8 8.50 
9 9.25 

AMPLIFIER FOUNDATIONS 
These consist of a chassis and perforated metal cover. They 
have ample ventilation. Handles are included in each package. 
Black wrinkle standard. 

Catalog 
No. Height Width 

AF-240* 6 7% 
AF-241 8 ~. 9s/a 
AF-242 8 ~. 13% 
AF-243 8 ~, 171/. 
AF-244 81~. 17'1. 
* Has one handle only - at top. 

METAL UTILITY CABINETS 
Catalog Wt. Wt. 

No.. Stl. D W Aim. 
CAB-l 3/4 2" 4" 4" % 
CAB-2 1 3" 5" 4" '12 
CAB-3 1'/2 4" 5" 6" 3/4 
CAB-4 21/2 6" 6" 6" 1 
CAB-5 3'14 5" 6" 9" 1'1. 
CAB-6 43/4 7" 8" 10" 2 
CAB-7 5 6" 7" 12" 2 
CAB-8 6 8" 10" 10" 2'12 
CAB-9 7 8" 11" 12" 2314 
CAB-lO 7 7" 9" 15" 23/4 

Painted 
Alum. 
1.68 
1.87 
2.14 
2.53 
3.09 
3.76 
3.76 
4.91 
5.90 
6.82 

MINIATURE CABINETS 
Aluminum 

Gray Etched 

Depth 
5'1. 
5'1a 
51f. 
7'1. 

10'1. 

Chassis 
Height 

2 
2'12 
2'12 
2lf2 
3 

Shpg. 
Wt. 
2 
3 
4% 
6 
8 

Net 
Price 
4.49 
5.61 
6.43 
7.29 

10.Q1 

This cabinet has a hinged access door 
on top and removable front cover. 
The elimination of the rounded cor-

ners gives more inside room. The 
rear has a 3'12" opening for ventila­
tion plus louvers at each end. The 
open end chassis, E.C. series, is usu­
ally used with these cabinets. Black 
wrinkle only. 

Hammertone Net Aluminum Net 

Cat. 
No. H 

HTC-342 7 
HTC-343 7 
HTC-344 7 
HTC-345 7 
HTC-346 8 
HTC-347 9 
HTC-348 12 

UNIVERSAL SPEAKER HOUSING-This versatile 
unit can be screwed to the wall or mounted 
directly to an outlet box. If greater adjust­
ability is desired a yoke or "U" s.haped speaker 
bracket, one of the USHB series, can be used. 
Speaker openings face front and back for bi­
lateral .sound projection. This makes them very 
adaptable for use in halls or auditoriums. Being 
of steel they do not weather and are easy to 
clean. Interior is coated with a sound deadening 
malerial. Finish is silver gray hammertone. 

Cat. Speak. Price 
No. Size H L 0 Wt. Net 

USH-534 4 or 5 7'14 63/. 3'/2 2'12 5.51 
USH-535 5 or 6 8'14 7'12 4 23/4 5.98 
USH-536 6 or 8 100/16 91/2 5 41/2 9.62 
USH-540 10 or 12 15 131/2 7%2 9 13.09 

W 
8 

10 
12 
14 
16 
15 
18 

D 
8 
8 
8 
8 
8 

11 
12 

Cat. No. Price 
M-51 .83 
M-52 .95 
M-53 1.04 

Ship. Net 
Wt. Price 
5 3.77 M-54 .88 
51/2 4.86 M-55 .92 
53/. 5.13 M-56 1.00 
6 5.51 M-57 1.16 
7 7.58 M-58 1.17 
8 7.75 M-59 1.21 

14'12 11.12 M-60 1.29 
M-61 1.14 
M-62 1.85 
M-63 1.89 
M-64 2.28 
M-65 1.41 
M-66 2.79 
M-67 1.62 
M-68 3.30 
M-69 3.88 

Cat. No. Price 
M-81 .61 
M-82 .85 
M-83 .66 
M-84 .61 
M-85 .65 
M-86 .83 
M-87 .83 
M-88 .87 
M-89 .90 
M-90 .99 
M-91 .97 
M-92 1.28 
M-93 1.34 
M-94 2.02 
M-95 1.28 
M-96 2.21 
M-97 1.24 
M-98 1.97 
M-99 3.28 

L H W 
23/4x21f.xl% 
23/4x2'1sx2314 
3'/4X2'/.xl1fa. 
3'/.x2'1.xl% 
4 x2lfaxl% 
4 X2lf4X2lf4 
4 x2 x23A 
4lf4X2'14Xl'12 
5 X2'14X21/4 
5 x4 x3 
5lf4X3 x2'1. 
6 
7 
8 

10 
10 
12 
12 
17 

x5 x4 
x5 x3 
x6 x3 '/2 
x2 xl 0/. 
x6 X3lf2 
X21/2X2lf4 
x7 x4 
x5 x4 

CHROME VENTILATING LOUVER 
These are made of stainless st, 
with a high polish finish. They 
our sloping face cabinets but ( 
be adopted to any un it. They 
behind a 2x4% rectangular h' 
and mount on 4-27/32 centers. S, 
pair with screws. 
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I SECTION 1400 I 
NEW "Mr. JIFFY" CABINETS ar e LONGER, WIDER, DEEPER 

5030-2 

5030-3 

5030-4 

ABOVE: HOW DRAWERS ARE: ARRANGED IN 
THE #5030 SER I ES 

RIGHT: HO"I DRAWERS ARE ARRANGED IN 
#3525 AND #2520 SERIES 

THE ORIGINAL CABINETS 

FOR SMALL PARTS .•• 

STOCK NO. 12-PL 

STURDY STEEL FRAMES, GRAY BAKED ENAMEL FINISH­
CLEAR DRAWERS TO IDENTIFY CONTENTS' INSTANTLY 
All drawers are 11" long available in three sizes ... (5" x 3", 
31f2" x 21f2" and 21f2" x 2") Mr. Jiffy Cabinets fit nicely on stand­
ard shelving or stand solidlyori counters for constant service. 

MISTER JIFFY 

5030 SERIES: All Drawers Size 5" wide x 3" high x 11" deep 
Order Cabinets OVerall List 

Stock·No. Wide Deep High Weight Price 

5030-2 2 Drawers 11%" 11Vs" 4Y2" 5l,/2Ibs. $ 6,00 

5030-3 3 Drawers 17Vs" IlVs" 4%" 6=% Ibs. 8.00 

5030-4 4 Drawers 11%" 11Vs" 8lA" 9 Ibs. 10.00 

5030-6 6 Drawers 17¥8" Ill,/a" 8lA" 121bs. 14.00 

MISTER JIFFY 
~ 

~ 
3525 SERIES: All Drawers Size 31f2"wide x 21f2" high x 11" deep 

~ 
3525-4 4 Drawers 14%" 11l,/a" 3%" 5=% Ibs. $ 7.50 

~ 
3525-8 8 Drawers 14%" IlVs;' 7" 10l,/2Ibs. 11.00 
3525-16 16 Drawers 14%" 11l,/a" 1314'" . 18¥2 Ibs. 20.00 

...... :::: ..... - 3525-24 24 Drawers 14%" n%" '19'92'; 251bs . 30.00 ...... ,=-'" 

~ MISTER JIFFY 

2520 SERIES: All Drawers Size 2'12" wide x 2" high x 11" deep 

2520-4 4 Drawers 12W' llVs" 3lA" 4l,/2Ibs. $ 6.00 

2520-8 8 Drawers 12lA" Ill/a" 6" 7l,/2Ibs. 9.00 

2520-16 16 Drawers 12lA" IlVs" IllA" 151bs. 16.00 

2520-24 24 Drawers 12W' IlVs" 16W' 201bs. 23.00 

MAXIMUM INNER COMPARTMENTS POSSIBLE PER DRAWER-TEN. 
INDEX LABELS AND TWO DIVIDERS SUPPLIED FOR EACH DRAWER. 
RUBBER FEET SUPPLIED. 

JIFFY "UTILITY" CABINET.S 
INCREASED VISIBILITY! RUBBER TIP FEET 

LOSS-PROOF, DIRT-PROOF PREVENT SCRATCHES, 
INDEX LABELS FIT INSIDE INCREASE STABILITY 

AT DRAWER BOTTOM AND STACKING 

METAL FRAMES GRAY BAKED ENAMEL 
CRYSTAL CLEAR "SEE-THRU" DRAWERS 
ALL UTILITY CABINETS ARE Ii" DEEP, 12V2" WIDE 

NOTE: All jiffy Cabinets listed on this 
page are standard stock sizes but nearly 
.unlimited other sizes of cabinets are 
available using stock size drawers. 

ONE PIECE BACK 
IS PUNCHED FOR 
WA~L HANGING 
OR PEGBOARD 

Order 
Stock No. Drawers 

12-PL 12 
16-PL 16 
20-PL 20 
24-PL 24 
32-PL 32 
48-PL 48 

REMOVABLE DIVIDERS 
FURN ISHED TO MAKE 

3 B INS IN EACH 
DRAWER' 

Compart- Cabinet 
ments Height 

36 5=%" 
48 7%" 
60 9" 
72 10l,/2" 

Weight 

4l,/2 Ibs. 
5lbs. 

6l,/2Ibs. 
7l,/2Ibs. 

96 13=%" 101f2 Ibs. 
144 20%" 151bs. 

List 
Price 

$ 5.00 
6.00 
7.25 
8.00 

11.50 
16.00 

PORTABLE JIFFY CABINETS DRAWERS TILT BACKWARD 
TO AVOID SPILLINIG 

TX·18 

Jiffy TRIPLEX Series ___ Steel sides and back are 
enameled Light Gray; high impact plastic tops and 
bottoms of Dark Gray. Drawers same as utility 
(above). 

TRIPLEX CABINETS ARE 6~," DEEP, 90/4" WIDE OVERALL 

TX-12 12 7V2" 4 Ibs. $4.50 

TX-15 15 9" 4l,/2Ibs. 5.25 

TX-18 18 1Ol,/2" 5l,/2Ibs. 6.00 

TX-21 21 12%" 6% Ibs. 6.75 

TX-24 24 13=%" 7lbs. 7.50 

TX-30 30 . 17" 9lbs. 9.00 STACKABLE ••• ADD MORE 
UNITS AS DESIRED 

CAMPRO PRODUCTS Inc.{ THE ORIGINATORS OF SM. ALL PARTS STORAGE CABINETS. 
, • WRITE OR PHONE FOR ELECTRONIC PARTS JOBBER 

CANTON, OHIO OR SOURCE OF SUPPLY NEAREST YOU. 
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SECTION 1400 

HAKE PRODUCTS, INC. 
CINCINNATI OHIO 

YOU make up your own 
Small Parts Cabinet 

3 

SIZES 

OF 

StJt)S 
AVAILABLE 

no. 1 S m H L L 
s tYz:;s $ .60 each 

6}{l' x 3Va" x 1 ~a" 

No. 10 DIVIDER .03% ea 

no. 2 J un lOR 
S()'!)s .. $3.00 each 

113,4" x 5Va" x 2V2" 
inside measurement. 

No. 20 DIVIDER .I3~ each 

© U.C.P., Inc. 

no. 3 SEn 10 R 
S()'!)s . . $3.30 each 

11 3,4" x 5Va" x 3V2" 
inside measurement. 

No. 3D DIVIDER .15 each 

ONE DIVIDER INCLUDED IN PRICE OF EACH OF 
ABOVE DRAWERS. PRICES NET. 

fit YOUR NEEDS 

Net 

with 
ORDERLY StJt)S 

DEPENDABLE 

STORAGE 

, 
" ,;.; 

. . ...} 
. ., ; ";',j 

. .. . llfht . ~elght/.fun;~lonal hi '. cies,lgn.':;.Y~ 
.... '/ ..... . '. . '. .4\ 

• . EFFICIENT Ports are' quickIY~'.a;lIy locat;ci.t:tj 

• '. 'PRAcTICAt':Y~bu,id tj)/su't~Ouine.is;'f/i;~·~i 
'~.' ..... .'~ "':":~' .. :.,', : /.:;' ,:." ,."," .{ .... :~}}/<;:'~ 

·SEtE~lIVE'·i/~1)U have. ~ .• cItOlce~.lh,.e.s.ile~~;~;!~ 
,. ' ...... '. <:,"-:' :,'(;'/1'1,_,/. :/,,"<' ;' .. '., .... ,: ,:. '>~'. \ .. ~.,~:<~ 

• ECONOMICALYoubor only .... w.flatyoU;.:;i.l 
.. 'i·" ...... :. ,.,,'Ktucillyneed..... . ... '.'!>; 

CON,,~~IENT<when .~OU.ilMd,~ote'j)o'l';':~::;: 

·.SI~P~~f~:':;':t;~~d;:IR~e .S ()?:?~;:':,~/~ 
.' S()f)S'i{fli~.u~·(:b'h$fiJi~~'ori.:is.potente,~tJ~,.~~ 
·P~ls •.. #2t4~2,~t1:4'iand'i/f1;o6?;2a6;.t~ey:'~<!t'i 
t0getheron;'si'd~:s~, f9P:~~~;~otti;i~:fi~f . " 

pinetJo .. ·a~of6er'"-buttoll$ .· •. ·f 
W:twlt1;~jj:::t~.;kriL~Retf;;~f!tI£i:~li~(.~~8,tle~· 
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It's so easy to order 

from this catalog ... 

When ordering products shown in this book 

or writing for additional information, please 

be sure to specify: 

1. Manufacturer's Catalog Numbers 

and Page Numbers. 

2. The Year and Edition of This 

MASTER. 

This will avoid confusion and expedite delivery. 

Thank you! 

The AlII _~ •. :" 
(2odiD-~ 
MASTER 



SECTION 1400 

I LM B®8ox Chassis I 
The Engineered Precision Line with Interlocking and Flangelocking Construction 
Here is the answer to box chassis needs, for the laboratory, manufacturer, experimenter, or builder. The following 
L. M. B. Boxes are available from stock in either interlocking (screw fastened) or snap latch. All screw fastenings 
are drilled and tapped. Self tapping screws are not used. Available colors include natural aluminum, gray or brown 
hammertone, and black crackle. When ordering specify style and color. 

Aluminum used in all 1MB products 
Is aircraft quality specifications type All' I .. 
3003.H 14. prices quoted are dea er net. Manufacturers Special Discounts on Application. 
Interlocking 

flangelocking 

Endlock 

SLIDE COVER 

SHIELDED CHASSIS 

INTERLOCKING (SCREW-FASTENED OR SNAP LATCH) 

Model Size Price Model Size Price 

MOO 2',.411 x 1%" x 1%" .57 138 6'4" x 3Y211 x 2Y." 1.32 
OOZ 2~6" x 2%" x 1%11 .64 139 5%11 x 3" X 11M" 1.01 
000 31.tt1l x 2Vs" x 1%" .68 140PL 3" x 4" X .5" 1.29 
00 4" x 2Vs" X 1%11 .71 140 3" x 4" X 511 1.61 
100 2%" x 2%" x 2%" .89 141PL 6" x 4" X 311 1.44 
101 414" x 21f.." x 1 ~" .87 141 6" x 4" X 311 1.72 
102 4" x 21/ X 2%11 1.02 142PL 6" x 4" X 5" 1.68 
107 4" x 214" X 214" .96 142 6" x 4/1 X 5 11 2.11 
108 5" x 214 11 X 214" 1.03 143 4" , x 4JJ X 2" 1.33 
135 3%" x 3" x 2%" .97 144 10" x 4" X 2Y2" 2.19 
136 5\4" x 3" x 2%" 1.08 145 7" x 5/1 X 3" 2.11 
650 6%" x 2%" x 1%" 1.05 146 8" x 6" X 4V2" 2.99 
137 8" x 311 X 2%11 1.61 15 12" x 211 x 1%11 1.61 
850 8Y," x 2%" x 1%" 1.35 

SIDELOCK and ENDLOCK CONSTRUCTION 

L. M. B. aluminum Box chassis with sidelock and endlock construction are dust 
proof, semi-water, and rain proof. Sturdy construction and 100% shielded. The 
following models are available in plain aluminum, or finished in black, gray, or 
brown. Endlock or sidelock construction: 
Model Size Price 

221 23,4" x 3Va" x 1%" 1.13 
321 3\4" x 2Vs" x 1%" 1.13 
421 4" x 2%" x 1%" 1.13 
422 4" x 21,411 X 2%" 1.29 
424 4" x 211 X 4" 1.98 
435 4" x 311 X 5" 2.19 
444 4" x 4/1 X 411 1.89 
531 51,4" x 3" x .1%" 1.29 
532 51,411 x 3" X 2%11 1.47 
534 5%" x 311 x 4" 2.06 
543 5" x 411 X 3" 1.87 
546 5" x 4" X. 611 2.74 
645 6" x 411 X 511 2.60 

SLIDE COVER (or dust cover) BOXES 
No. 
16-Natural Aluminum 
16-Gray, Black, Brown 
17-Natural Aluminum 
17-Gray, Black, Brown 

No. 20 Plain 
No. 20 Anodized 
No. 21 Plain 

w H Ea. 
13" x 3%" x 2%" $1.85 
13" x 3Y." x 2%" 2.52 
13" x 4%" x 2%" 3.18 
13" x 4%" x 2%" 3.95 

SHIELDED 
L w H 

7%"x '7"x2" 
7Y2"X 7"x2" 
13"xl0"x3" 

Eo 
$1.67 

2.06 
4.34 I 

Model Size Price 

654 6" x 51/ X 4" 2.51 
666 6" x 611 X 6" 3.39 
686 6" x 8 11 X 6" 4.27 
695 6" x 9" X 5/1 3.84 
753 7" x 5" X 3" 2.60 
754 7" x 5" X 4" 2.76 
863 8" x 6" x 3%" 2.86 
865 8" x 611 X 511 3.57 
1063 10" x 6" x 3%" 3.57 
1085 10" x 811 X 5° 4.42 
1221 12" x 2'1 x 1%" 1.87 
1274 12" x 7" x 4/1 4.65 
1754 17" x 511 x 4/1 5.27 

Designed by BROADCAST ENGINEERS 

No. 
18-Natural Aluminum 
18-Gray, Black, Brown 
19-Natural Aluminum 
19-Gray, Black, B·rown 

C HAS SIS· 

No. 21 Anodized 
No. 22 Plain 
No. 22 Anodized 

L W H Ea. 
13" x 5\4" x 2%" 3.50 
13" x 5\4" x 2%" 4.30 
17" x 3Va" x 2%" 3.35 
17"x3Y."x2%" 4.15 

W H Ea. 
13" x 10" x 3" $5.81 
17"xl0"x3'" 5.13 
17" x 10" x 3" 6.67 

STANDARD SIZES 
PRINTED CIRCUIT CHASSIS Model No. W D Mounting Lip Price 

Printed circuit chassis are made with a shallow base 
with a cap cover on the bottom so that it can be 
removed to work on the assembly without removing 
the printed circuit from the chassis. All printed cir· 
cuit chassis are qf plain aluminum. 

© U.C.P., Inc. 

PC325 .............................................................. 3x2xX 
~.' 

ea. .70 
PC635 ............................................................... 6x3xX 

~.' ea. .80 
PC645 .............................................................. 6x4xX Ya ll ea. .91 
PC855 .............................................................. 8x5xX Ya" ea. 1.04 
PC 10875 .......................................................... 10 x 8 x % X" ea. 1.52 
PC 12975 .......................................................... 12 x 9 x % %" ea. 1.76 
Model No. Size Mounting Lip Model No. Size Mount;"g Lip 
07131 7 x 13 x 1 X".D 541 5 x 4 x 1 'X" 
for use in building with the Danca mod,,1 for use in building with the Danca model 
No. 14 printed amplifier circuit ____ ea. ~.17 No. 21, 31, 41 printed preamplifier cir-

cuit ._ .. __ .... _._ ................................ eo. $ .63 

PRICES SUBJECT TO CHANGE 

L M B • LOS ANGELES, CALIF. 
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SECTION 1400 

L M B ® Box Chassis (Continued) 

T-F 770 
T-F 771 
T-F 772 
T-F 773 
T-F 774 
T-F 775 
T-F 776 
T-F 777 
T-F 778 
T-F 779 

Each 
23Ax2%xl% 
2'!4x2%x23A 
314x2%xl% 
31f2x2%xl% 
4 x2%xl% 
4 x214x214 
4 ,x2 x2"A' 
414x214xl1f2 
5 x214x214 
5 x4 x3 

DEALER NET 
Gray, Black, 

Plain Brown 
$ _62 

_68 
_62 
_62 
_62 
-15 
.75 
_72 
.78 
_94 

$ .81 
_95 
.84 
.84 
_95 
_97 

1.00 
1.00 
1.03 
1.32 

T-F 780 
T-F 781 
T-F 782 
T-F 783 
T-F 784 
T-F 785 
T-F 786 
T-F 787 
T-F 788 

Each 
514x3 x2% 
6 x5 x4 
7 x5 x3 
8 x6 x31f2 

10 x6 x31f2 
10 x2 xl% 
12 x21f2x214 
12 x7 x4 
17 x5 x4 

DEALER NET 
Gray, Black, 

Plain Brown 

_82 $1.12 
1.47 1.83 
1.40 1.86 
1.72 2.25 
2.02 2.54 
1.15 1.57 
1.37 1.67 
2.71 3.43 
2.92 3.44 

PRICES PRICES 

Each ,Plain 
Gray, Biack, 

Brown Each Plain 
Gray, Black, 

Brown 

J-870 2"Ax2%xl% .62 $ .81 J-880 514x3 x2% $ .82 $1.12 
J-871 2'!4x2Ib2"A .68 .95 J-881 6 x5 x4 1.47 1.83 
J-872 314x2%xl% .62 .84 J-882 7 x5 x3 1.40 1.86 
J-873 31f2x2%xl% .62 .84 J-883 8 x6 X3Y2 1.72 2.25 
'J-874 4 x2%xl% .62 .95 J-884 10 x6 x31f2 2.02 2.54 
J-875 4 x214x214 .75 .97 J-885 10 x2 xl% 1.15 1.57 
J-876 4 x2 x2"A .75 1.00 J-886 12 x2Y2x214 1.37 1.67 
J-877 414x214xl1f2 .72 1.00 J-887 12 x7 x4 2.71 3.43 
J-878 5 x2 14x2 14 .78 1.03 J-888 17 x5 x4 2.92 3.44 
J-879 5 x4 x3 .94 1.32 

ALUM. PRICES ALUM. PRICES 
GAUGE Gray, Black, GAUGE Gray, Black, 

Each Plain or Brown Each .Plain or Brown 

U-C 970 4x 4x2 .040 $1.57 $1.82 U-C 976 lOx 8x7 .051 $4.63 $5.35 
U-C 971 5x 4x3 .040 1.69 1.98 U-C 977 12x 7x6 .051 4.46 5.30 
U-C 972 6x 5x4 .040 2.18 2.52 U-C 978 10xl0x8 .051 5.90 6.85 
u-C, 973 6x 6x6 .040 2.55 3.02 U-C 979 12xllx8 .051 7.06 8.02 
U-C 974 7x 5x3 .040 2.98 3.48 U-C 980 15x 9x7 .051 7.15 8.11 
U-C 975 9x 6x5 .051 3.38 3.89 

S I Z E S 
No. w H No. L W H No. w H 

M-Ol __ . ____ 11Ja" x 111 x V2" 11 09 _________ 25/0" X 111 x 3fa" 016 ........ _2" x PA" x 341" 
02 ________ 1" X 'fa" x 1/2" . 010 __________ 13,4" X 11.4" x 'fa" 017_ ... _ .. __ 2" x 1341" x I" 

*04 _______ 11,4" X 1~2" X "'a/l 01 L ........ 2" x PA" x 341" 018 ________ 2'1 x 2'1 X 11/4 '1 

·06 .......... 11/2" x 1118" x 112" *012 ______ 2/1 x 11/4" x 111 .019 _______ .21/2" x PA" xU'" 
07 ________ 134" x 1" x 3,4" *013 __________ 13,4" X 11/.4" x 1" .020 __________ 11/2" x 11/2" x I" 

*08 _______ 21,4" xl" X ~6" 01'\1 .......... 11/2" x P/2" x 341" *02L _______ 2'/2" x 13,4" x 3,4" 
*015 ________ 2" x 13,4/1 x 1/2" 022 _______ .3118" x 1%" x 1/2" 

* Without Mounting Eors 

With Mounting 
Ears in Lots of 

Plain Plated 
PRICES 

Plain Plated' 
Without Mounting 
Ears 100 to 

Covers for lM B 
Miniature Boxes 

Plain 

100 to 999 ea .. ___ .49 .65 999 ea. ________ . ___ . .41 .57 100 to 999 ea. __________ ~ .15 

UTILITY ENCLOSURES 
No. W H ,Plain Gray 

W-IA 7" x 5" x 4%" with built in chassis $3.97 $4.84 
W-IB 10" x 4" x 3%" with built in chassis 3.97 4.84 
W-IC 8%" x 6Ya" x 5" with built in chassis 4.43 5.33 
W-ID 18" x 9" x 11" will accommodate an 

11" x 17" 2",3" or 4" chassis 9.75 13.13 

"AL.;.CAB" CABINETS for meter cases 
or any application where outstanding appearance 

is needed 
No. W H Plain _ Gray 

W-2AP 3Y2" x 4" x 3" with holes $1.88 $2.18 
W-2A 3Y2" x 4" x 3%" without holes 1.98 2.28 
W-2B 3" x 7" x 3%" with arod without holes 2.25 2.67 
W-2C 2%" x 7" x 3%" without holes 2.93 3.36 
W-2E 41/2" x 41f2" X 31/2" without holes 2.30 ,2.60 

Holes in W-2AP, 2B are 214", 2'~.". For 4" Meter holes and knock-
out, add 10% to above prices. ' 

No. 

W-2F 
W-2G 
W-2H 
W-2J 

W.M. "AL-CAB" Deluxe Series 
All with Buitt-in Chassis 

D W H 

71f2" X 5" x 41/2" 
13" x 10" x 5a,4" 
7" x 11" x 6 1,4" 
8" X 11%" X 7Y2", 

Plain 

$4.40 
9.36 
7.38 
8.10 
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Gray, 

$5.18 
11.06 
8.63 
9.35 

N,et 

TITE-FIT BOX CHASSIS 

JIFFY BOX CHASSIS 

NO SCREWS 
Just push together to close and the 
Catches snap into place-just a slight 
pressure of the fingers to open. 

UTILITY 
BOXES 

Give approxl· 
mately 25% 
more usable 
spaces for 
building. 

MINIATURE 
BOX CHAS,SIS 

Precision made in 
steel only, cadmi~ 
urn plated. Made 
with or without 
mounting ears. 
Covers solder hi 
when used in as­
sembly. 

PRICES SUBJECT TO CHANGE 

© U.C.P., Inc. 



NO. 
OOZ 
000 
00 
100 
101 
102 
107 
108 
135 
136 
137 

FINISH 
Plain or Gray 

LM B 

SIZE 

2~6 x 21fax PM 
31/4 x 21/a x 15k 
4 x 21fax 15Ja 
23M x 21fax 2'5k 
41M x 21M x 11M 
4x2x2% 
4 x 21f4 x 21/4 
5 x 21/4 x 21f4 
33M x 3 x '21fa 
51/4 x 3 x 21fa 
8x3x23M 

SECTION 1400 

L M 8® (Continued) 

NET EA. NO. 
$ .83 i3B 

.95 139 
1.02 140 
1.20 141 
1.12 142 
1.41 143 
1.09 144 
1.50 650 
1.36 850 
1.50 15 
2.14 

LMB PERFORATED BOX CHASSIS 

LMB Perforated Boxes are adaptable wherever 

heat dissipation is required as they are spaced 

in perforations that a re set by laboratory reo 

search to give utmost heat dissipation and also 

give utmost shielding. They are die perforated 

on three sides and top of the box. 

FINISH 
Plain or Gray 

SIZE 
61f4 x 31/2 x 21fa 
51/2x3x 11/4 
3x4x5 
6x4x3 
6x4x5 
4x4x2 
10x4x21f2 
61f2 x 21fax 15k 
81/2 x 21fax 15/s 
12x2xl% 

NET ,EA. 
$1.82 

1.36 
1.75 
1.88 
2.18 
1.40 
2.19 
1.41 
1.59 
1.79 

THE CHASSIS WITH THB CAP COVER AS ORIGINATED BY LMB 

PRESENTS SOMETHING NEW 
IN CHASSIS -

Built with the new original LMB popular cap cover construction. This construction enables the 
builder to use either"the top or the bottom of the chassis for construction. The Chassis can also 
be mounted on its side and construction can be on both top and bottom at the same time. 
Sturdily built from Aircraft quality aluminum, Type 3003, H-14, the same material as is used 
in the construction of all LMB precision box chassis. Special technique in welding the corners 
makes for a stronger cho,ssis than the orthodox type. Cap construction allows for using all the 
space inside the chassis without being hindered by the mounting flange, which takes from 10% 
to 20% of the mounting space'out of the average- chassis. 

WITHOUT COVER 
SIZE 

NO. L W H GUAGE 

572 5x 7x2 18 
573 5x 7x3 18 

5952 5x91f2x2 18 
5103 5xl0x3 18 
5133 5x13x3 18 
6173 6x17x3 18 

772 7x 7x2 18 
792 7x 9x2 18 

7112 7xllx2 18 
7123 7x12x3 18 
7153 7xl5x3 18 
7173 7x17x3 18 
8123 8x12x3 18 
8172 8x17x2 18-
8173 8x17x3 16 

10123 10x12x3 18 
10143 10x14x3 18 
10172 10x17x2 16 
10173 10x17x3 16 
10174 10x17x4 16 
11173 llx17x3 14 
12172 12x17x2 14 
12173 12x17x3 14 
13172 13x17x2 14 
13173 13x17x3 14 
13174 13x17x4 14 

© U.c.P., Inc. 

The P Series are perforated on all four sides and are ideal where heat dissipation is a factor. 
LMB chassis - the better chassis, with the year's ahead advanced construction for your better 
project application. An advanced quality product competitively priced. 

ALUMINUM OR STEEL 

WITH CAP COVER PERFORATED 

NET NO. L W H NET NO. L W H NET 

$1.17 572C 5x 7x2 $1.75 572P 5x 7x2 $2.05 
1.42 573C 5x 7x3 1.95 573P 5x 7x3 2.25 
1.25 5952C 5x91/2x2 1.85 5952P 5x91/2x2 2.15 
1.65 5103C 5xl0x3 2.25 5103P 5xl0x3 2.55 
1.85 5133C 5x13x3 2.50 5133P 5x13x3 2.80 
2.67 6173C 6x17x3 3.40 6173P 6x17x3 3.70 
1.35 772C 7x 7x2 1.90 772P 7x 7x2 2.20 
1.46 792C 7x 9x2 1.95 792P 7x 9x2 2.25 
1.58 7112C 7xllx2 2.30 7112P 7xllx2 2.60 
2.03 7123C 7x12x3 2.75 7123P 7x12x3' 3.05 
2.67 7153C 7x15x3 3.60 7153P 7x15x3 3.90 
2.75 7173C 7x17x3 3.70 7173P 7x17x3 4.00 
2.42 8123C 8x12x3 3.23 8123P 8x12x3 3.53 
2.52 8172C 8x17x2 3.50 8172P 8x17x2 3.80 
2.95 8173C 8x17x3 4.50 8173P 8x17x3 4.80 
2.70 10123C 10x12x3 3.60 10123P 10x12x3 4.30 
2.95 10143C 10x14x3 4.30 10143P 10x14x3 4.70 
2.85 10172C 10x17x2 4.37 10172P 10x17x2 4.77 
3.40 10173C 10x17x3 5.18 10173P 10x17x3 5.98 
4.85 10174C 10x17x4 6.37 10174P 10x17x4 7.17 
4.20 11173C llx17x3 6.60 11173P llx17x3 7.10 
4.50 12172C llx17x2 6.60 12172P 12x17x2 7.20 
4.60 12173C 12x17x3 6.90 12173P 12x17x3 7.50 
4.50 13172C 13x17x2 6.60 13172P 13x17x2 7.30 
4.80 13173C 13x17x3 6.90 13173P 13x17x3 7.50 
5.95 13174C 13x17x4 7.95 13174P 13x17l<4 8.55 
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CABINETS 
CHASSIS 

SECTION 1400 

MIDDLETOWN IN CONNECTICut 

DE LUXE RELAY RACKS 
Middletown De Luxe Relay Racks are made 
of 16-gauge steel with 'AI" panel supports 
which are recessed so that edges of panels 
set flush. Standard 19" panels fit these 
racks. (See· next page.) 
Adequate ventilation is provided by louvres 
in the two sides, the door and in the top at 
front and back: Door is hung on sturdy 
hinges and has snap catches. Racks come 
with rigid, built-in caster supports. (Cast­
ers not included in price of rack.) Furn­
ished in either black or grey wrinkle finish. 
Shipped knocked down with all necessary 
hardware. 
Rack shelves and supporting angles to fit 
these Relay Racks are available. Informa­
tion and prices on request. 

Cat. No. 
(Black Overall Size 

Wrinkle) H W 0 
ORR 4236 42X. 22 17141 
ORR 4742 47~. 22 17141 
ORR 6661 66U. 22 171,4 
ORR 82n 82~. 22 17141 

Panel Size 
H W 

36% 19 
42 19 
61141 19 
n 19 

Note: When ordering grey wrinkle, add pr.efix 
"G" to catalog number. Dimensions in Inches. 

OPEN·TYPE TABLE 
RELAY RACKS 

For table mounting of power transmit­
ters, P. A. systems and other radio and 
electronic apparatus. Rack is ruggedly 
constructed with strong base to accom­
modate heavy components. Drilled and 
tapped for conventional 19" wide panels 
which set in recess so that no edges are 
exposed. (See next page.) 
Shipped knocked down with' necessary 
hardware. Black wrinkle finish. 

Catalog 
Number 
TRR 31 
TRR 24 

Overall Panel 
Size Space 

H W 0 H W 
31 21 12 28 19 
24 21 12 21 .19 

CASES 
PANELS 

OPEN·TYPE CHANNEL 
RELAY RACKS 

Sturdy construction with rigid 
supporting members and side an­
gle braces make these racks per­
fectly suited to all heavy-duty 
assignments. Made of %" steel 
channels, 3" deep. Held together 
with angle cross pieces of the 
same material. Chassis type base. 
Drilled and tapped to accommo­
date conventional 19" panels. (See 
next page.) Black wrinkle fin­
ish. Shipped knocked down with 
necessary hardware. 

Overall Size 
Cat. No. H W 0 
OCR 35 351/2 21 22 
OCR 70 701/2 21 22 

Panel Size 
H W 

31 1/2 19 
661/2 19 

Dimensions in inches 

CASTERS 
Catalog Number 

CA 234 

CHASSIS SUPPORTING 
BRACKETS . 

Catalog Number Size 
CSB 12 12x3x3 
CSB 14 141/2 x 3 x 3 

D. C. DELUXE CABINET RACKS - USE 19" RACK PANELS 
Middletown D. C. Cabinets conform to the conventional design of stream­
lined cabinets used by builders of amateur and commercial equipment. 
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Features 
I 

... Constructed of 16 gauge steel, electri­
cally welded. 

... Adequate ventilation is provided by suf­
ficient louvres in sides, and ventilation 
in back. 

... Fro~t Vertical posts rounded.' 

... Flush panel mounting (recess~d). 

... Drilled and tapped for 10/32" screws on 
universal centers. 

... Flush door in top fitted with flush snap­
lock and piano hinges. 

... Biack Wrinkle finish. 'Grey Wrinkle if . 
desired." 

Standard 19" panels fit these cabinets. For panel sizes, see listing next page. 

CATALOG 
NUMBER 

(Black Wrinkle) 

'DC 108 
"DC 1210 
'DC 1412 
'DC 1514 

"DC 1917 
"DC 2119 
"DC 2321 
"DC 2826 
"DC 3635 

*Ooor in Top only. 
**Ooor in Top & Re~r. 

OVERALL SIZE 
H W 0 

101/2 21112 15 
12141 211/2 15 
14 211/2 '~15 
15% 211/2 '·15 
19141 211/2 15 
21 211/2 15 
22341 211/2 15 
28 211/2 15 
36341 211/2 15 

PANEL SPACE TYPE OF 
H W UNIT 

8% 19 Single 
101/2 19 Single 
12141 19 Single 
14 19 Single 
171/2 19 Double 
19141 19 Double 
21 19 Double 
26141 19 Triple 
35 19 Quod. 

Note: When ordering grey wrinkle, odd prefix "G" to catalog number. 
Dimensions in Inches. 
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SECTION 1400 

CABINETS 
CHASSIS 

CASES 
PANELS 

MIDDLETOWN IN CONNECTICUT 

RACK PANELS - 19/1 LONG 
(Steel and Aluminum) 

Middletown Rack Panels are offered in either %" steel or 
11M" aluminum. They are 19" wide and are slotted for conventional 
W. E. mounting. Twelve standard sizes. Furnished in black or 
grey wrinkle finish. 

Note: When ordering grey wrinkle, add prefix "G" 
to catalog number. 

III Available on special order. 
Aluminum panels 3/1W' thick available at 600/0 increase in cost 
above I/~" a1. panels. 

Cal. No. 
Sleel (Blk. 
Wrinkle) 

R.P. 1 
R.P. 3 
R.P. 5 
R.P. 7 
R.P. 8 
R.P. 10 
R.P. 12 
R.P. 14 
R.P. 15 
R.P. 17 
R.P. 19 
R.P. 21 
R.P. 26* 
R.P. 35* 

Heighl 
1%" 
31/2" 
51/4" 

7" 
8%'" 

101/2" 
12141" 

14" 
15341" 
171/2" 
191/4" 

21" 
261/4" 

35" 

Cal. No. 
Aluminum (Black 

Wrinkle) 
A.R.P. 1 
A.R.P. 3 
A.R.P. 5 
A.R.P. 7 
A.R.P. 8 
A.R.P. 10 
A.R.P. 12 
A.R.P. 14 
A.R.P. 15 
A.R.P. 17 
A.R.P. 19 
A.R.P. 21 
A.R.P. 26' 
A.R.P. 35 

STEEL AND ALUMINUM CASES 

STEEL 
Catalog Size 
Number W D 
SC 442 4" 4" 
SC 453 4" 5" 
SC 465 4" 6" 
SC 564 5" 6" 
SC 666 6" 6" 
SC 596 5" 9" 
SC 1276 12" 7" 
SC 1287 12" 7%" 
SC 1576 15" 7341" 
SC 1597 15 11 9" 

These cases are similar to 
our standard steel utility 
cans except they have flat 
tops and bottoms which are 
held in place with self tap· 
[,jng screws and are remov­
able. These cases are of stur­
dy construction and have spot 
welded corners. Case has 
flanges on all edges. Steel 
cases furnished in black 
wrinkle. Aluminum cases are 
natural. 

ALUMINUM 
Catalog 

H Number 
2" AC 442 
3" AC 453 
5" AC 465 
4" AC 564 
6" AC 666 
6" AC 596 
6" AC 1276 
61/2" 
61/2" 
7" 

STEEL CASES WITH BUILT IN CHASSIS 

Catalog Chassis 
Number HWD Size--

SCWC 442 4 4 2 x2'i'ax 1 'i'a 
453 4 5 3 ,,3'i'ax2'i'a 
543 5 4 3 ll/4x2'i'ax2'i'a 
654 6 5 4 1341x3'i'ax3'i'a 
645 5 6 4 1141x4'i'ax3'i'a 
666 6 6 6 1341x4'i'ax5'i'a 

@ U.c.P., Inc. Net 

AMPLIFIER FOUNDATIONS.-.,;DeLuxe Models 
This unit is designed to 
meet the most critical 
requirements. It has 
rounded corners, specia 1 
Middletown designed 
louvres on all 4 sides 
and elongated holes on 
top to give maximum 
ventilation. Chassis are 
finished in Black wrinkle. 
Covers are finished in 
Grey wrinkle. Chassis are 
drilled for bottom plates 
which are listed separate· 
ly. Covers all have a 
depth of 6" 

Cal. Nt.. Size 
• A.F.·51 09 .... ____ ........................................ . 5 x 10 x 9" 

6 x 14 x 9" 
7x17x9" 

10xlZx9" 

is 

A. F. ·6149 ......... -.-......................................... . 
A. F .. 7179 .......................................... _ ........... . 
A.F.·10129 ..................................................... . 
A. F.· 1 0179 ............... _ ................................... . 10 x 17 x 9" 

13x17x9" A.F.·13'79 ..................................................... . 

SLOPING FRONT PANEL CABINETS 

Cal. No. 
S.f.·888 ..... . 
S.f.·8108 ....................... . 
S. F. ·8128 ....................... . 
'5. f .·8148 ....................... . 
S.f.·121812 ................... . 

H.W.D. 

Sloping front panel cabinets 
have a wide application in 
the electronic field since they 
are adaptable for various 
uses. They are constructed 
of heavy gauge steel electri· 
cally spot·welded. Top cor· 
ner is rounded, front panel 
is removable, and louvres on 
sides provide ventilation. 

Back panel is ventilated on 
top and an opening is pro­
vided on the bottom so that 
connections can be made 
directly to the rear of the 
chassis. Finished in Grey 
wrinkle. 

8 x 8 x 8" 
8 x 10 x 8" 
8x12x 8" 
8 x 14 x 8" 

12 x 18 x 12" 

Chassis Size 
7 x 7 x 2" 
7 x 9 x 2" 
7 x 11 x 2" 
7 x 13 x 2" 

lOx 17x3" 

STEEL UTILITY CANS 

Cal. No. Size 

These Utility Cans are rug· 
gedly constructed from sheet 
steel with spot welded rein­
forced corners. Tops and bot­
toms are removable and are 
flanged on all four sides. 
Held in place with self·tap· 
ping screws. 

U.C.565 .................... _ ......... 51/2 x 6 x 51/2" 
Weight 
3 lb •. 
5 lb •. 
6 lb •. 
7 lb •. 
9 lb •. 

U.C.596 ..... _ ...... _ ....... _........ 5 x 9 x 6" 
U.C.8107 ......... _.................. 8 x 10 x 7" 
U.C.81010 ....................... _.. 8 x 10 x 10" 
U.C.11128 ........................... 11 x 12 x 8" 
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SECTION 1400 

CABINETS 
CHASSIS 

CASES 
PANELS 

'. 

MIDDLETOWN IN CONNECTICUT 

METER PANELS 

Cat. No. 

R.P.M.33 
R.P.M.35 

Cat. No. 

M.C.13 
M.C.33 

Cat. 
No. 

AMC 
221 
131 
342 
241 
341 
361 

D 
25/, 
134 
31/4 
234 
334 
3 

Catalog No. H 
RC 8108 8 
RC 8128 8 
RC 8168 II 
RC 91711 9 

Middletown Meter Panels are made 5'4" 
high and are made to the same specifica­
tions as our Rack Panels-are available 
to fit 3" meters. 

Holes 

3 
5 

Hole Size 

2j{" 
2j{" 

METER CASES 
These cases have sloping front panel 
with rounded top corner which blends 
with .-streamline equipment. They are 
sturdily· constructed from sheet steel with 
welded joints. 

Meter 

Single 3" 
3-3" Meters 

Hole Size 

21~6" 

21~6" 

H.W.D. 

4V2 x 4 x 4 
41/2 x llV4 x 4 

Size 
W 
234 
3V. 
41/2 
41/. 
411. 
611. 

ALUMINUM 
MIDGET CHASSIS 

rrhese small. open-end aluminum 
chassis are ideal for miniature tube 
assemblies and aU applications where 
space is limited. Made of prime sheet 
aluminum with ',4" flange on bottom 
for fastening down, or attaching bot­
tom plate. Finish is n~tural aluminum .. 

Cat. 
No. Size 

H AMC D W H 
11/4 541 534 4~. P/2 
1 431 4 3V. 1 
2 441 4 411. 1 
1 451 4 511. 1 
11/2 461 4 611. 1 
11/4 

ROUNDED CORNER CABINETS 
'these are de luxe streamlined cabinets 
with front vertical corners rounded. 
Flush panel door, hung on fuU-length 
piano hinge, provided in top for con­
venient access. Ventilating louvres on 
sides. Opening at bottom of rear panel 
p.ermits easy accessibility for leads, 
cables, etc. Front panel held in position 
with self-tapping screws. Grey wrinkle 
finish. Sturdily built ·of sheet steel. 

Size Panel Spat. Chassis Size 
W D H W D W H 
10 8 8 8. 7 7 2 
12 8 8 10 7 9 2 
16 8 8 14 7 13 2 
17 11 9 15 10 14 3 

RC 1,12 12 20 12 12 18 10 17 3 
Chassis are not included unless ordered: 

See chassis listings. Dimensions in Inches. 

MULTI-MOUNTS 

These are all-purpose boxes with an un-
limited field of application in. radio and· 
electronics. Made from prime sheet alu-
minum. Two-piece tele$COlling construc-
tion, each half forming three sides. 
Finish is natural aluminum or grey 
hammer-tone. 

Natural Grey 
Aluminum Hammertone 

Catalog SIZE Catalog 
Number H W D Number 

MM 122 1% 234 21/8 GHMM 122 

MM 132 15k 31,4 21/8 GHMM 132 

MM 142 10/8 4 21/8 GHMM 142 

·MM 242 21/.1 4 21/.1 GHMM 242 

MM 252 21/.1 5 21,4 GHMM 252 

MM 354 3 5 4 GHMM 354 

MM 253 21/8 51,4 3 GHMM 2.53 

MM 465 4 6 5 GHMM 465 

MM 375 3 7 5 GHMM 375 

MM 386 31/2 8 6 GHMM 386 

MM 31\>6 31/2 10 6 GHMM 3106 

MM 4127 4 12 7 GHMM 4127 

MM 4175 4 17 5 GHMM 4175 

MM 1102 10/8 10 2 GHMM 1102 

MM 2122 21,1" 12 21/2 GHMM 2122 

MM 2470 234 4 2 GHMM 2420 

MM 1420 lV2 41/4 21,4 GHMM 1420 

CHASSIS BRACKETS 

Mounting 

These brackets are for chassis listed on next page. Front end 
of the bracket is seven il\ches high. Finished in black wrinkle. 

Catalog Shipping 
Number Size Weight 

C.B. 8 For 8" Base 2 Ibs. 

C.B. 11 For 1111 Base 3 lb •. 

G-B. 13 For 13" Base 3 Ibs. 
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CABINETS 
CHASSIS 

SECTION 1400 

CASES 
PANELS 

MIDDLETOWN IN CONNECTICUT 

CHASSIS AND 
BOTTOM PLATES 

HEAVY DUTY CHASSIS 
WITH BOTTOM PLATE 

HEAVY DUTY CHASSIS 
Stock Sizes 
Black Wrinkle 

Catalog Number Size 

H.D. 8172 8 x 17 x 2" 
H.D. 8173 8 x 17 x 3" 
H.D. 11172 11 x 17x2" 
H.D. 11173 11 x 17x3" 
H.D. 13172 13x17x2" 
H.D. 13173 13x 17x3" 
H.D. l3174 13x 17xo4" 

Middletown STANDARD Steel Chassis are made 
from one piece of steel, spot welded at all four 
corners. 22-, 20- and 18-gauge steel is used 
as indicated in the table. Bottom edges are 
folded over on four sides for additional rigidity. 
Black wrinkle finish. 

Middletown HEAVY-DUTY Stoeel Chassis are 
made fro~ one piece of 16-gauge steel, spot 
welded at all four COrners. Bottom edges are 
folded over on all four. sides for additional 
rigidity and drilled to match bottom plates. 
Ends are drilled to fit standard brackets. Black 
wrinkle finish. Bottom plates are supplied with 
HEAVY-DUTY chassis. 

Middletown ALUMINUM Chassis are made 
from one piece of prime sheet aluminum, 16-
and 18-gauge aluminum is used as' indicated 
in the table. The design and construction of 
these chassis are identical with Middletow.n 
blank steel chassis. Natural aluminum finish. 

Middlet0l'n BOTTOM PLATES are drilled and 
have pre'ssed bumpers at corners. Material is 
20-gauge steel. Gauge of aluminum bottom 
plates match gauge of chassis. Natural finish. 

© U.C.P., Inc. 

CHASSIS - STEEL AND ALUMINUM 

CATALOG NUMBERS 
STEEL SIZE 

STANDARD GAUGE ALUMINUM GAUGE D W H 

'BS 442 22 ABC 442 18 4 4 2 
BS 462 22 ABC 462 18 4 6 2 
BS 463 20 ABC 463 18 4 6 3 
BS 4173 20 ABC 4173 16 4 17 3 
BS 572 22 ABC 572 18 5 7 2 
BS 573 22 ABC 573 18 5 7 3 
BS 591 22 ABC 591 18 51/2 91/2 11/2 
BS 592 22 ABC 592 18 5 9V2 2 
BS 5103 22 ABC 5103 18 5 10 3 
BS 5133 20 ABC 5133 18 5 13 3 
BS 6143 20 ABC 6143 16 6 14 3 
BS 6173 20 ABC 6173 16 6 17 3 
BS 772 22 ABC 772 18 7 7 2 
BS 792 22 ABC 792 18 7 9 2 
BS 7112 20 ABC 7112 18 7 11 2 
BS 7123 20 ABC 7123 18 7 12 3 
BS 7132 20 ABC 7132 18 7 13 2 
BS 7153 20 ABC 7153 16 7 15 3 
BS 7173 20 ABC 7173 18 7 17 3 
BS 8123 20 ABC 8123 16 8 12 3 
BS 8172 20 ABC 8172 16 8 17 2 
BS 8173 20 A8C 8173 16 8 17 3 
BS 10123 20 ABC 10123 16 10 12 3 
BS 10143 20 ABC 10143 16 10 14 3 
BS 10172 20 ABC 10172 16 10 17 2 
BS 10173 20 ABC 10173 16 10 17 3 
BS 10174 20 ABC 10114 16 10 17 4 
BS 11172 18 ABC 11172 16 11 17 2 
BS 11173 18 ABC 11173 16 11 17 3 
BS 12172 20 ABC 12172 16 12 17 2 
BS 12173 20 ABC 12173 16 12 17 3 
BS .12174 20 ABC 12174 16 12 17 4 
BS 13172 18 ABC 13172 16 13 17 2 
BS 13173 18 ABC 13173 16 13 17 3 
BS 13174 18 ABC 13174 16 13 17 4 

Steel Chassis availab.le in zinc plate at 10% additional cost 
·No flange on 4 x 4 x 2 Chassis 

STEEL AND ALUMINUM BOTTOM PLATES 

CATALOG NUMBER CATALOG NUMBER 
STEEL SIZE ALUMINUM 

BP 46 
BP 417 
BP 57 
BP 59B 
BP 59 
BP 510 
BP 513 
BP 614 
BP 617 
BP 77 
BP 79 
BP 711 
BP 712 
BP 713 
BP 715 
BP 717 
BP 812 
BP 817 
BP 1012 
BP 1014 
BP 1017 
BP 1117 
BP 1217 
BP 1317 

4 x 6 
4 x 17 
5 x 7 
5 x 9 
51/2 x 91/2 
5 x 10 
5 x 13 
6 x 14 
6 x 17 
7 x 7 
7 x 9 
., xII 
7 x 12 
7 x 13 
7 x 15 
7 x 17 
8 x 12 
8 x 17 

10 x 12 
10 x 14 
10 x 17 
11 x 17 
12 x 17 
13 x 17 

ABP 46 
ABP 417 
ABP 57 
ABP 59B 
ABP 59 
ABP 510 
ABP 513 
ABP 614 
ABP 617 
ABP 77 
ABP 79 
ABP 711 
ABP 712 
ABP 713 
ABP 715 
ASP 717 
ABP 812 
ASP 817 
ASP 1012 
ABP 1014 
ASP 1017 
ABP 1117 
ASP 1217 
ABP 1317 

Steel Bottom Plates available in zinc plate at 10% additional :cost 
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SECTION 1400 

PAR·METAL UNIVERSAL CABINET RACKS 
GENERAL DESCRIPTION 

Par-Metal Universal Cabinet Racks are now available in three series of 
models to solve your most difficult housing problems. Our deluxe series 
"PL" and "FL"brings you a new trend in cabinet design. 

Although smartly styled, there has been no sacrifice in the rugged construc­
tion which features all universal type racks. The same sturdy frame which 
is used in our "PR" series provides a solid foundation for maximum loading 
under severe conditions. Series "PL" may be combined with our console 
units listed on Par-Metal Pages 10 to 15 to solve your equipment housing 
problems: Several typical examples are shown on Par-Metal Page II. 

Except where needed'for purposes of adjustment or accessibility, all Uni­
versal Cabinet Racks are securely welded into an integral unit. No metal 
screws, clips, or similar devices are used. Every care has been taken to 
facilitate your assembly problems with a minimum o{parts, an efficient 
utilization of space, and rapid accessibility to interior components. 

RECESSED BASES (shown on illustration at left) are available for all universal type 
racks, and are purchased separately as an optional accessory. 

MODULAR GROUPS: All universal type racks (in each series) may be joined into 
modular groups; cabinets of the same height, in varying panel widths, with and without 
front doors, may be intermixed. . 

SERIES "PL" as above DIMENSIONS: Racks are available for 19", 24", or 30" wide panels. Cabinet heights are 
SERIES "FL" has front 48lh", 67%", 77lh" and 83lh"; depths available are 18" or 24". 

as well as rear doors DESIGN: All sizes listed may be obtained with conventional solid side walls, or with 
DeLuxe Series Racks with open side walls and detachable side panels. Side shields for· use between racks are also 

Detachable Side Panels available. 
MID-RAIL MOUNTING OF PANELS: The panel mounting angles or "strips" are fully adjustable on all racks, and 
may be positioned at any location from front to back. Addditional panel mounting angles may be easily inserted where 
needed for mounting terminal boards, etc. 

SERIES "PR" as above 
SERIES "FR" has front 

as well as rear doors 
Standard Series Racks with 

Detachable Side Panels 

VERTICAL SIDE SUPPORTS: These supports provide a 
simple method for supporting chassis and other equipment in 
the racks. The means of attaching such brackets is fully ad­
justable so that chassis may be accurately lined up with the 
front panels. No drilling or other fabrication is required. The. 
chassis may then be installed or removed with a minimum of 
effort. The vertical side supports also facilitate the installation 
of special sliding devices obtainable from slide manufacturers .. 

ADJUST ABLE FLOOR LEVELLERS are supplied with all 
racks as standard. 

SLIDING SHELVES AND DRAWERS: Several models are 
listed on Par-Metal Page 9. These are constructed for mount­
ing on the front of the racks the same as regular panels. 

SLOPING INSTRUMENT PANELS and EXTENSION DESK 
TABLES for single and modular assemblies are available for 
all universal racks, as listed on Par-Metal Page 8. 

MODIFICATIONS: Without departing from the basic design 
of our universal cabinet racks, it is possible to modify them to 
meet your special requirements. Standard ventilated tops are 
available. They may also be modified with our standard dies 
fdr making openings, louvers, circular holes, etc., in sides, 
tops, bottows and doors of racks. For additional information 
write for our complete Catalog 61. 

All of our products incorporate the same exacting standards 
of quality and uniformity which we have maintained for over 
three decades. If you hav,e a specific problem, do not hesitate 
to consult us. Personalized and interested engineering assis­
tance is always available. 

as well as rear doors 
With Solid Side Walls 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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·1 SECTION 1400 

PAR-METAL UNIVERSAL CABINET RACKS 
Below are close-up views of the new styling used on our 
universal cabinet racks. Illustrations of typical assemblies 
of these racks are shown with additional accessories now 
available. All racks and accessories may be obtained for 

19", 24", and 30" wide panels. On Par-Metal Page 11, 
you will find additional photographs showing how our 
"PL" series DeLuxe racks may be combined with consol~ 
units in modular groups. 

A new concept in modern styling features our series "FL" 
and "Pl;:' cabinet racks listed on Par-Metal Page 5. 

To provide a fresh, compact appearance to our Series PR, FR, PX, and FX 
Racks, the front of the rack is completely framed as illustrated above. 

Illustrated above is a modular group of three No. PL-7724-A 
Racks with sub-bases. They are available in various heights 
for panels 19", 24", and 30" wide. 

ANGULAR SECTION FRAMES may be obtained for assembling 
adjacent cabinet racks. Due to extensive listings needed, they have 
been omitted from this abbreyiated catalog. If required, please indi­
cate the catalog no. and the adjacent racks. They are available 
in 30° and 45 0 units for all universal racks listed on Par-Metal 
Pages 5 thru 7. 
The above illustrations show ~o~e of the many possible combinations 
of units listed. Let us provide engineering assistance on any assembly 
suitable to your project. 

The duplex unit shown above has two No. PR-8424-A 
racks, a pair of No. RS-824-A detachable side panels, two 
sloping panels No. SP-I7l9, and an extension table No. 
RX-219. The same assembly can be made as a single unit 
or a longer multiple row, as all units are modular, and are 
available as 19", 24", and 30" panel widths. 

This desirable low console assembly consists of these 
standard Par-Metal units: three No. PL-4824-A racks, a pair 
of RL-424 detachable side panels, three No. SP-I7l9 
sloping panels, and one RX-319 extension table. Any 
panels listed on Par-Metal Pages 20 and 21 may be sub­
stituted for the ventilated panels shown at the bottom. 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 

DETAILS OF CONSTRUCTION AND ASSEMBLY 

RACK CONSTRUCTION: 
The frame shown is used on series "FL", "FR", "PL", and "PR" racks .. The top and bottom is made from }(/' steel. 
The four uprights are also ~" steel, and have multiple-formed angle bends to insure rigidity. Series "PX" and "FX" 
racks are similar, except that the solid side walls are made from J<6" steel. The entire assembly is securely welded 
to form an integral unit. 

DOORS: 
For sake of clarity, doors are not shown on the frame drawing. They are stamped from one piece of J<6" steel, and 
"dutch formed" on all sides providing smooth double-thick edges. Adequate ventilation is obtained from full ven­
tilating (venetian-type)'.l~uvers. Short doors for fan or blower installations are available. 

DOOR HARDWARE: 
Door hinges are slip type to permit easy removal. Die cast, chrome plated handles are equipped with cam latches 
for door closures. Lock type handles are supplied on racks with both front and rear doors. Non-locking handles 
are used on racks with rear doors only; locking type handles are optional. ' 

• SIDE MOUNTING 
BRACKETS: 

These may be used separately or 
with shelves as shown. Slotted 
holes on the brackets provide any 
vertical adjustment required. 

• PANEL MOUNTING 
ANGLES: 

They are made from Ilh" x Ilh" 
x _, ~6" thick structural steel. All 
holes are die punched to provide 
accurate spacings with close tol­
erances; holes are tapped 12/24 
thread on 1 V<I " -1;2" alternate spac­
ings for standard rack panels. Ad­
ditional angles may be' purchased 
for mounting terminal blocks or 
other devices. 

• VERTICAL SIDE 
SUPPORTS: 

These supports are fastened to the 
same bolt retainer rails used for se­
curing the panel mounting angles. 
Holes are % "-% "-1;2" alter­
nate centers, tapped 10/32 thread; 
provide maximum adjustment for 
side mounting brackets and equip­
ment shelves. They may also be 
used for attaching slides or other 
custom made, brackets: The sup­
ports are made from ?(4" thick 
steel, locked in place with %" 
diameter screws, lock washers and 
hexagon nuts, to afford maximum 
support. 

• BOLT RETAINER RAILS: 
To these are baited the panel 
mounting angles and vertical· side 
supports, which may be located at 
any position from front to back. 
These rails are made from ~" 
steel, and are rigidly welded in 
place. Angles and supports are se­
curely fastened to rails with %" 
diam. steel baits, lock washers, and 
hexagon nuts. 

• ACCESS OPENING: 
Opening in bottom is 4" x 14" on 
19" panel racks; 4" x 19" on 24" 
panel racks; 4" x 25" on 30" wide 
panel racks. 

• OUTLETS: 
"Knockout holes" are available on 
cabinet side for connecting cables; 
a duplex outlet, outlet box and 
plate are mounted on cabinet un­
der rear door. 

• FLOOR LEVELERS: 
Four are supplied with all univer­
sal type racks. 

• 0 ~. RECESSED SUB.BASES: . 

-::::::=----...:>..;:;:~::::::--=::::.....~:--II4_l-----~:.=;;::::.::::==-_d 'They are available for all univer­
sal type racks a~ an optional ac­
cessory. 

FRONT VERTICAL CORNER AND JOINING TRIMS: 
In previous catalogs, wide corner trims were listed as 
standard on our universal racks. They overlapped the 
side edges of the rack panels to conceal the panel 
mounting screws. This type of trim was not suitable 
where sliding shelves, sliding drawers, extension desk 
tables, sloping panels and similar equipment were 
mounted on the rack. . 

Since such shelves, drawers, etc. are now being used 
on the majority, of racks purchased from us, we will 
now supply as standard. ''narrow type" comer tfims 
which do not interfere with the use of these accessories. 
Narrow type trims are shown on all racks illustrated 
on the opposite page. 

PAR-METAL PRODUCTS CORP. • Long Island (ity 3, N. Y. 
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SECTION 1400 

PAR·METAL UNIVERSAL CABINET RACKS 
SERIES "PL" & "FL" RACKS WITH OPEN SIDE WALLS 

FOR 19" • 24" • 30" WIDE PANELS - 18" & 24" DEEP WITH DETACHABLE SIDE PANELS 
Our new series "PL" and "FL" racks will solve the major part 
of your enClosure problems. They are attractively styled with 
built-in custom quality. Ball corners are not used merely as a 
sales feature, but are attractively blended into a functional, 
modular design. The rack frames have the same rugged con­
struction which features all universal type racks. Serious con­
sideration has been given to the problem of stability, as well 
as maximum ,flexibility for modular assembly. Removable side 
panels make the interior readily accessible for assembly, in­
spection, and adjustment. 
Series "PL" racks may be assembled with console assemblies 
as shown on Par-Metal Page 11. 
SPECIFICATIONS: Constructional details of rack frame and 
material specifications are on Par-Metal Pages 2 and 4. 
Complete engineering type detailed drawings of these cabinet 
racks are available in our Catalog 61. Write directly to home 
office for personalized and interested engineering assistance. 
CORNER TRIMS: Narrow type corner trims are standard to 
permit assembly with all accessories and sliding shelves. 
Where racks are assembled in groups or rows, please specify 
number of racks in each row so that proper joining trims can 
be supplied. 
ACCESSORIES: All accessories listed on Par-Metal Pages 
8 and 9 may be used with these racks. ROLLER TRUCKS .are 
listed on Par-Metal Page 19. RACK PANELS are listed on 
Par-Metal Pages 20 and 21. 
FINISHES: Group 1. Black or blue grey wrinkle enamel; 
primer coat only. 
Group 2. Light grey hammertoneenamel; light grey hammer­
tone enamel with dark grey hammertone trim on front of 
assembly; light grey equipment enamel; dark grey metallic 

"PL" SERIES RACKS enamel. There is an additional charge of 10% for finishes in "FL'; SERIES RACKS 
WITH REAR DOOR ONLY group 2. PLEASE SPECIFY FINISH WHEN ORDERING. WITH FRONT AND REAR DOORS 

RECESSED RACK SUB-BASES SHOWN IN ILLUSTRATIONS ARE NOT INCLUDED IN RACK PRICES. They are avail­
able as an optional accessory. Listings and prices are on Par-Metal Page 8. 

DETACHABLE RECESSED 
TYPE "PL" SERIES RACKS-WITH REAR DO'ORS ONLY SIDE PANELS BASES 

Clear Net (Optional) 
Clear **e'ear Inside Catalog Shipping Price Prices on 

Catalog Overall Dimensions Panel Inside Inside Width Width Shipping No. Wt. Lbs. (Per Par-Metal 

No. Height Width Depth Spaee Depth (Front) (Rear) Wt. Lbs. Net Price (Per Pr.) (Per Pr.) Pr.) Page 8 

FOR 19" WIDE PANELS - 18" DEEP RACKS Cat. No. 

PL-4818·A 48'1a" 22''' 18" 42" X 19" 167/8" 173,,," 19Ys" 110 $ 92.00 RL-418 40 $40.00 RB·2217 
PL-6718-A 67%" 22" 18" 61114" X 19" 16~8" 17-1"," 19118" 150 105.00 RL-618 55 48.90 RB-2217 
PL-7718-A 76Ys" 22''' 18" 70" X 19" 167/a" 17-1"," 1911a" 160 116.75 RL-718 60 52.20 RB·2217 
PL-8418-A 83118" 22" 18" 77" X 19" 16~8" 173"," 19Ys" 180 128.50 RL·818 65 55.80 RB-2217 

FOR 19" WIDE PANELS - 24" DEEP RACKS 
PL-4824-A 4811a" 22" 24" 42" X 19" 22%" 17%" 19Ys" 125 110.50 RL·424 50 47.20 RB-2223 
PL-6724-A 67%" 22" 24" 61114" X 19" 2'2%" 173"," 19118" 165 126.00 RL-624 60 55.80 RB-2223 
PL-7724-A 76'1a" 22" 24" 70" X 19" 22%" 173"," 19Ys" 175 137.75 RL·724 65 59.40 RB-2223 
PL-8424-A 831/a" 22" 24" 77" X 19" 22%" 173"," 19Ys" 190 152.75 RL·824 70 62.60 RB-2223 

FOR 24" WIDE PANELS - 24" DEEP RACKS 
PL-4827-A 48118" 27" 24" 42" X 24" 220/8" 223"," 24Ys" 150 139.75 RL-424 50 47.20 RB-2723 
PL-6727-A 67%" 27" 24" 61lf4" X 24" 22%" 223"," 2411a" 185 158.75 RL-624 60 55.80 RB-2723 
PL-7727-A 76Ys" 27" 24" 70" X 24" 22%" 22'3"," 24'1a" 200 170.50 RL-724 65 59.40 RB-2723 
PL-8427-A 83118" 27" 24" 77" X 24" 22%" 22%" 24Ys" 215 187.75 RL-824 70 62.60 RB-2723 

FOR 30" WIDE PANELS - 24" DEEP RACKS 
PL-6733-A 67%" 33" 24" 61114" X 30" 22%" 283"," 30118" 245 189.50 RL-624 60 55.80 RB-3323 
PL-7733-A 76'1a" 33" 24" 70" X 30" 22%" 283"," 30Ys" 270 205.50 RL-724 65 59.40 1 RB·3323 
PL-8433-A 83y." 33" 24" 77" X 30" 22%" 28'3"," 301la" 285 224.25 RL-824 70 62.60 RB-3323 

TYPE "FL" SERIES RACKS-WITH FRONT AN'D REAR DOORS 
DETACHABLE RECESSED 
SIDE PANELS BASES 

Clear IIiet (Optional} 
*Clear **elear Inside Catalog Shipping Price Prices on 

Cotalog Overall Dimensions Panel Inside Inside Width Width Shipping No. Wt. Lb •. (Per Par .. Metal 
No. Height Width Depth Space Depth (Front) (Rear) Wt. Lb •. Net Pri •• (Per Pr.) (Per Pr.) Pr.) Page 8 

FOR 19" WIDE PANELS - 18" DEEP RACKS Cat. No. 
FL-4818-A 48118" 22''' 18" 42" X 19" 16lf4" 173"," 19Ys" 125 $109.25 RL-418 40 $40.00 RB-2217 
FL-6718-A 67%" 22" 18" 61114" X 19" 16114" 173"," 19118" 170 128.00 RL-618 55 48.90 RB-2217 
FL·7718-A 76Ys" 22" 18" 70" X 19fJ 16114" 173"," 19118" 180 145.25 RL-718 60 52.20 RB·2217 
FL-8418-A 83118" 22" 18" 77" X 19" 16114" 17-1"," 19Ys" 200 157.00 RL-818 65 55.80 RB-2217 

FOR 19" WIDE PANELS - 24" DEEP RACKS 
FL-4824-A 48'1a" 22" 24" 42" X 19" 221/4" 173"," 19Ys" 145 130.75 . RL-424 50 47.20 RB-2223 
FL-6724-A 67%" 22" 24" 61114" X 19" 22114" 173"," 19'1a" 190 149.00 RL-624 60 55.80 RB-2223 
FL·7724-A 76'1a" 22" 24" 70" X 19" 221f4" 17-1"," 19Ys" 205 166.75 RL-724 65 59.40 RB-2223 
FL-8424-A 83'1a" 22" 24" 77" X 19" 22114" 173"," 19Ys" 215 181.25 RL-824 70 62.60 RB-2223 

FOR 24" WIDE PANELS - 24" DEEI' RACKS 
FL·4827-A 481fs" 27" 24" 42" X 24'" 22lf4" 223"," 24Ys" 170 160.00 RL-424 50 47.20 RB-2723 
FL-6727-A 67%" 27" 24'" 61114" X 24" 22114" 223"," 24118" 220 188.00 RL-624 60 55.80 RB-2723 
FL-7727-A 76y." 27" 24'" 70" X 24" 22114" 22'3"," 2411a" 240 199.00 RL-724 65 59.40 RB-2723 
FL-8427-A 83'1a" 27" 24" 77" X 24'" 22114" 223A" 24Ys" 245 223.00· RL-824 70 62.60 RB-2723 

FOR 30" WIDE PANELS - 24" DEEP RACKS 
FL-6733-A 67%" 33" 24" 61114" X 30" 22114" 283"," 301la" 280 231.50 RL-624 60 55.80 RB-3323 
FL-7733-A 761/8" 33" 24" 70" X 30" 22114" 283"," 30Ys" 310 252.75 RL-724 65 59.40 RB-3323 
FL-8433-A 83Ys" 33" 24" 77" X 30" 22114" 283"," 30'la" 325 274.00 RL-824 70 62.60 RB·3323 

*Clearanee between front and rear doors **Indicates clearance for chassis between panel mounting strips. 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 I, 

, PAR-METAL UNIVERSAL CABINET RACKS 
SERIES "PR" & "FR" RACKS WITH OPEN .SIDE WALLS 

FOR 19" - 24" - 30" WIDE PANELS - 18" & 24" DEEP WITH DETACHABLE SIDE PA,NELS 

SERIES "PR" and "FR" RACKS USE THE SAME sturdy cabinet 
frames as our De Luxe racks listed on PAR-METAL Page 5. New 
horizontal mouldings and vertical corner trims on the front of 
racks, with new compact side panels, creates a distinctive appear­
ance in keeping with the current trend in cabinet styling. In effect, 
a frame is provided which can be finished in a contrasting color at 
your option. 

SPECIFICATIONS: Constructional details of rack frame and ma­
terial specifications are on Par-Metal Pages 2 and 4. 

Additional engineering information such as completely detailed 
drawings of these cabinet racks are given in our Catalog 61. Write 
directly to home office for assistance. . 

CORNER TRIMS: Narrow type corner trims are standard to permit 
assembly with all accessories and sliding shelves. Where racks are 
assembled in groups or rows, please specify number of racks in 
each row so that proper joining trims can be supplied. 

ACCESSORIES: All accessories listed on Par-Metal Pages 8 and 9 
maybe used with these racks. ROLLER TRUCKS are listed on Par­
Metal Page 19. RACK PANELS are listed on Par-Metal Pages 20 
and 21. 

FINISHES: Group 1. Black or blue grey wrinkle enamel; primer 
coat only. 

Group 2. Light grey hammertone enamel; light grey hammertone 
enamel with dark grey hammertone trim on front of assembly; 
light grey equipment enamel; dark grey metallic enamel. There is 
an additional charge of 10% for finishes in group 2. PLEASE 

"PR" SERIES WITH SPECIFY FINISH WHEN ORDERING. "FR" SERIES WITH 
REAR DOOR ONLY . . . FRONT AND REAR DOORS 

RECESSED BASES are available as an optional accessory. Listings and prices are on Par-Metal Page 8. 

Catalog 
No. 

PR·4818·A 
PR·6718·A 
PR·7718·A 
PR·8418·A 

PR·4824·A 
PR·6724·A 
PR·7724·A 
PR·8424·A 

PR·4827·A 
PR·6727·A 
PR·7727·A 
PR·8427·A 

PR·6733·A 
PR·7733·A 
PR·8433·A 

TYPE "PR" SERIES RACKS - WITH REAR DOORS ONLY 

Overall Dimensions 
Height Width Depth 

48'1s" 22" 18" 
67%U 22" 18" 
76Yall 22" 1811 

831/a" 22" 18" 

48'1s" 22" 24" 
67%" 22" 24" 
76'1s" 22" 24" 
831/a" 22" 2411 

48lfs" 27" 24" 
67%" 27" 24" 
76Ys" 27" 24" 
831/a" 27" 2411 

67%" 33" 24" 
76lfs" 33" 24" 
83 Ys" 33" 24" 

*Clear **Clear Inside 
Inside Inside Width Width Shipping Panel 

Space Depth (Front) (Rear) Wt. Lbs. Net Prl.e 

FOR 19" WIDE PANELS -IS" DEEP RACKS 
42" X 19" 167/s" 173,4" 19Ys" 110 
611/4" X 19" 167/s" 173,4" 19Vs" 150 
70" X 19" 167/s" 173,4" 19'1s" 160 
77" X 19" 16",s" 173,4" 19Ys" 180 

FOR 19" WIDE PANELS - 24" DEEP RACKS 
42" X 19" 22%" 1]3,4" 19Ys" 125 
61'14" X 19" 22%" 1]3,4" 19'1s" 165 
70" X 19" 22%" 173,4" 19Ys" '175 
77" X 19" 22%" 1]3,4" 19Ys" 190 

FOR 24" WIDE PANELS - 24" DEEP RACKS 
42" X 24" 22%" 223,4" 24 Ys" 150 
61'14" X 24" 22%" 223,4" 24'1s" 185 
70" X 24'" 22%" 223,4" 24lfs" 200 
77" X 24" 22%" 223,4" .24 Ys" 215 

FOR 30" WIDE PANELS - 24" DEEP RACKS 
61'14" X 30" 22%" 283,4" 30lfs" 245 
70" X 30" 22%" 283,4" 30Ys" 270 
77" X 30" 22%" 283/4" 30'ls" 285 

$ 80.60 
92.20 

103.80 
115.20 

97.70 
112.00 
123.50 
138.30 

126.20 
143.80 
155.30 
172.30 

173.20 
189.00 
207.40 

TYPE "FR" SERIES RACKS - WITH FRONT AND REAR DOORS 

Catalog 
No. 

FR·4818·A 
FR·6718·A 
FR·7718·A 
FR·8418·A 

FR·4824·A 
FR·6724·A 
FR·7724·A 
FR·8424·A 

FR·4827·A 
FR·6727·A 
FR·7727·A 
FR·8427·A 

FR·6733·A 
FR·7733·A 
FR·8433·A 

Overall Dimensions 
Height Width Depth 

48lfs" 22" 18" 
67%" 22" 18" 
76 Ys" 22" . 18" 
83lfs" 22" 18" 

48 'Is" 22" 24" 
67%" 22" 24" 
76lfs" 22" 24" 
l\3lfs" 22" 24" 

48'1s" 27" 24" 
67%" 27" 24" 
76Ys" 27" 24" 
83Vs" 27" 24" 

67%" 33" 24" 
76'1s" 33" 24" 
83Ys" 33" 24" 

*Clear **Clear Inside 
Inside Inside Width Width Shipping Panel 

Spaee Depth (Front) (Re.r) Wt. Lbs. Net Pri.e 

FOR 19" WIDE PANELS - IS" DEEP RACKS 
42" X 19" 16'14" 1]3,4" 19Ys" 125 
61'14" X 19" 16'14" 173,4" 19'1." 170 
70" X 19" 161/4" 173,4" 19'1s" 180 
77" X 19" 16'14" 1]3,4" 19Ys" 200 

FOR 19" WIDE PANELS - 24" DEEP RACKS 
42" X 19" 22'14" 173,4" 19Ys" 145 
61'14" X 19" 22'14" 173,4" 19lfs" 190 
70" X 19" 22~" 1]3,4" 19Ys" 205 
77" .X 19" 22l14" 173,4" 19Ys" 215 

FOR 24" WIDE PANELS - 24" DEEP RACKS 
42" X 24" 22'14" 223,4" 24Ys" 170 
61'14" X 24" 22'14" 223,4" 24lfs" 220 
70" X 24" 22'14" 223,4" 24lfs" 240 
77" X 24" 22~" 223,4" 24Ys" 245 

FOR 30" WIDE PANELS - 24" DEEP RACKS 
61'14" X 30" 22'14" 283,4" 30'ls" 280 
70" X 30" 22'14" 283,4" 30Ys" 310 
77" X 30" 22'14" 283,4" 30lfs" 325 

$ 97.70 
115.20 
132.20 
143.80 

118.00 
134.90 
152.50 
166.80 

146.50 
172.90 
183.80 
207.40 

215.20 
236.20 
257.20 

DETACHABLE 
SIDE PANELS 

Net 
Catalog Shipping Prl.e 

No. Wt. Lbs. (Per 
(Per Pr.) (Per Pr.) Pr.) 

RS·418·A 40 
RS·618·A 55 
RS·718·A 60 
RS·818·A 65 

RS·424·A 50 
RS·624·A 60 
RS·724·A 65 
RS·824·A 70 

RS·424·A 50 
RS·624·A 60 
RS·724·A 65 
RS·824-A 70 

RS·624·A 60 
RS·724·A 65 
RS·824·A 70 

$34.50 
41.40 
44.70 
48.30 

41.70 
48.30 
51.90 
55.10 

41.70 
48.30 
51.90 
55.10 

48.30 
51.90 
55.10 

DETACHABLE 
SIDE PANELS 

Net 
Catalog Shipping Pri.e 

No. Wt. Lbs. (Per 
(Per Pr.) (Per Pr.) Pr.) 

RS·418·A 40 
RS·618·A 55 
RS·718·A 60 
RS·818·A 65 . 

RS·424·A 50 
RS·624·A 60 
RS·724·A 65 
RS·824·A 70 

RS·424·A 50 
RS·624·A 60 
RS·724·A 65 
RS·824·A 70 

RS·624·A 60 
RS·724·A 65 
RS·824·A 70 

$34.50 
41.40 
44.70 
48.30 

41.70 
48.30 
51.90 
55.10 

41.70 
48.30 
51.90 
55.10 

48.30 
51.90 
55.10 

*Clearance between front and rear doors **Indicates elearance for chassis between panel mountina strips. 
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RECESSED 
BASES 

(Optional) 
Priees on 

Par· Metal 
Page 8 

Cat. No. 
RB'2217 
RB·2217 
RB·2217 
RB·2217 

RB·2223 
RB·2223 
RB·2223 
RB·2223 

RB·2723 
RB·2723 
RB·2723 
RB·2723 

RB·3323 
RB·3323 
RB·3323 

RECESSED 
BASES 

(Optional) 
Prices on 

. Par· Metal 
Page 8 

Cat. No. 
RB·2217 
RB·2217 
RB·2217 
RB.2217, 

RB·2223 
IIB·2223 
RB·2223 
RB·2223 

RB·2723 
RB·2723 
RB·2723 
RB·2723 

RB·3323 
RB·3323 
RB·3323 
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SECTION 1400 

PAR-METAL UNIVERSAL CABINET RACKS 
SERIES "PX" & "FX" RACKS WITH SOLID SIDE WALLS 

FOR 19" - 24" - 30" WIDE PANELS-18" & 24" DEEP 

SERIES "PX" and "FX" RACKS ARE SIMILAR to our "PR" 
series, except that they are constructed with solid side walls as 
shown .. 

These racks feature the same horizontal mouldings and corner trims 
used on our "PR" series, resulting in a trim, compact appearance. 
The new styling, in effect, provides an attractive frame around the 
front of the rack where contrasting color finishes are used. 

SPECIFICATIONS: Constructional details of rack frame and 
material specifications are listed on Par-Metal Pages 2 and 4. 
Complete engineering type detailed drawings of these cabinet racks 
are available in our Catalog 61. Write directly to home office for 
personalized and interested engineering assistance. 

CORNER TRIMS: Narrow type corner trims are standard to permit 
assembly with all accessories and sliding shelves. Where racks 
are assembled in groups or rows, please specify number of racks 
in each row so that proper joining trims can be supplied. 

ACCESSORIES: All accessories listed on Par-Metal Pages 8 and 9 
may be used with these racks. ROLLER TRUCKS are listed on 
Par-Metal Page 19. RACK PANELS are listed on Par-Metal Pages 
20 and 21. 

FINISHES: Group 1. Black or blue grey wrinkle enamel; primer 
coat only. 

Group 2. Light grey hammertone enamel; light grey hammertone 
enamel with dark grey hammertone trim on front of assembly; light 
grey equipment enamel; dark grey metallic enamel. There is an 
additional charge of 10% for finishes in group 2. PLEASE SPEC-
IFY FINISH WHEN ORDERING. . 

"PX" SERIES RECESSED Bases are available as an optional accessory. Listings 
and prices are on next page. 

"FX" SERIES 

WITH REAR DOOR ONLY WITH FRONT & REAR DOORS 

TYPE "PX" SERIES RACKS - WITH REAR D'OORS ONLY 
CataloG 

No. 

PX·3718·A 
PX·4818·A 
PX·6718·A 
PX·7718·A 
PX·8418·A 

PX·4824·A 
PX·6724·A 
PX·7724·A 
PX·8424·A 

PX·482T·A 
PX·6727·A 
PX·7727·A 
PX·8427·A 

PX·6733·A 
PX·7733·A 
PX·8433·A 

Overall Dimensions 
Height· Width Depth 

427/8" 
48Y," 
67"!a" 
76Y," 
83'18" 

48 Y, " 
67"!a" 
76Y," 
83'18" 

48Y," 
67"!a" 
76'18" 
83Y," 

673, .. " 
76Y," 
83'18" 

22" 
22" 
22" 
22" 
22" 

22" 
22" 
22" 
22" 

27" 
27" 
27" 
27" 

3311 

33" 
33" 

lsn 
18" 
18" 
18" 
18" 

24" 
24" 
24" 
24" 

24" 
24" 
24" 

Panel 
Spaee 

·Clear Inside 
Depth 

**Clear Inside Clear Inside Shipping 
Width (Front) Width (Rear) Wt. Lb •. 

FOR 19" WIDE PANELS - 18" DEEP RACKS 
36¥4" X 19" 167/8" 1734" 
42" X 19" 167/a" 17¥4" 
61'14" X 19" 167/8" 17¥4" 
70" X 19" 167,(8" 173;4" 
77" X 19" 167/8" 17%" 

FOR 19" WIDE PANELS - 24" DEEP RACKS 
42" X 19" 22%" 17¥4" 
61'14" X 19" 225/a" 17¥4" 
70" X 19" 22%" 17%" 
77" x 19" 22%" 173;4" 

FOR 24" WIDE PANELS - 24" DEEP RACKS 
42" X 24" 22%" 22%" 
61'14" X 24" 22%" 22¥4" 
70" X 24" 22%" 22%" 
77" X 24" 22%" 22¥4" 

FOR 30" WIDE PANELS - 24" DEEP RACKS 
61'14" X 30" 22%" 28¥4" 
70" X 30" 22%'" 28%" 
77" X 30" 22%" 283;4" 

19y," 
19'18" 
19'18" 
19'1a" 
19'1a" 

19'1a" 
19'18" 
19'18" 
19'18" 

24'1a" 
24'1a" 
24'1a" 
24'18" 

30'18" 
30'18" 
30'la" 

105 
120 
155 
170 
185 

140 
180 
195 
210 

155 
200 
225 
240 

260 
280 
300 

TYPE "FX" SERIES RACKS - WITH FRONT AND REAR DOORS 
Catalog 

No. 

FX-4818·A 
FX·6718·A 
FX·7718·A 
FX·8418·A 

FX·4824·A 
FX·6724·A 
FX·7724-A 
FX·8424·A 

fX·4827·A 
FX·6727·A 
FX·7727·A 
FX·8427·A 

Overall Dimensions 
Height Width Depth 

48y," 
673/a" 
76y," 
831/8" 

48Y," 
67"!a" 
76Y," 
83'18" 

48Ya" 
67"!a" 
76'18" 
83Y," 

22" 
22" 
22" 
22" 

22" 
22" 
22" 
22" 

27" 
27" 
27" 
27" 

18" 
18" 
18'" 
18" 

24" 
24" 
24" 
24'" 

24" 
24" 
24" 
24" 

FX·6733·A 67"!a" 33" 24" 
FX·7733·A 76Y," 33" 24" 
FX·8433·A 83 'Ia" 33" 24" 

Panel 
Space 

*Cle8r Inside 
Depth 

**Clear Inside Clear Inside $hipPin'g 
Width (Front) Width (Rear) Wt. Lb •• 

FOR 19" WIDE PANELS - 18" DEEP RACKS 
42" X 19" 16'14" 17%" 
61'14" X 19" 16'14" 17%" 
70" X 19" 16'14" 17%" 
77" X 19" 16'14" 17¥4" 

FOR 19" WIDE PANELS - 24" DEEP RACKS 
42" X 19" 22'14" 17%" 
61'14" X 19" 22'14" 173;4" 
70" X 19" 22'14" 17%" 
77" x 19" 22'14" 17¥4" 

FOR 24" WIDE PANELS - 24" DEEP RACKS 
42" X 24" 22'14" 22¥4" 
61'14" X 24" 22'14" 22%" 
70" X 24" 22'14" 22¥4" 
77" X 24" 22'14" 22%" 

FOR 30" WIDE PANELS - 24" DEEP RACKS 
61114" X 30" 22l/4" 28¥4" 
70" X 30" 22'14" 28%" 
77" X 30" 22'14" 28¥4" 

1!i'la" 
19'18" 
19'18" 
19'18" 

19'1a" 
19'18" 
19'18" 
19'1a" 

24'18" 
24'18" 
24'1a" 
24'18" 

30'la" 
30'18" 
30'18" 

135 
175 
190 
205 

160 
205 
225 
235 

175 
235 
265 
270 

295 
320 
345 

Net Price 

$ 69.00 
80.60 
92.20 

103.80 
115.20 

97.70 
112.00 
123.50 
138.30 

126.20 
143.80 
155.30 
172.30 

173.20 
189.00 
207.40 

Net Price 

$ 97.70 
115.20 
132.20 
143.80 

118.00 
134.90 
152.50 
166.80 

146.50 
172.90 
183.80 
207.40 

215.20 
236.20 
257.20 

'Clearance between front and rear doors. "Indlcates clearance for chassis between panel mounting strips. 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 

RECESSED 
BASES 
(Optional) 
Prices on 
Par· Metal 

Page 8. 
Cat. No. 

RB·2217 
RB·2217 
RB·2217 
RB·2217 
RB·2217 

RB·2223 
RB·2223 
RB·2223 
RB·2223 

RB·2723 
RB·2723 
RB·2723 
RB'2723 

RB·3323 
RB·3323 
RB·3323 

RECESSED 
BASES 

(Optional) 
Prices on 
Par· Metal 

Page 8. 
Cat. No. 

RB·2217 
RB·2217 
RB·2217 
RB·2217 

RB·2223 
RB·2223 
R8·2223 
RB·2223 

RB·2723 
RB·2723 
RB·2723 
,RB·2723 

RB·3323 
R8·3323 
RB·3323 
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SECTION 1400 

PAR·METAL CABINET RACK ACCESSORIES 

~ 
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CI 

Cat. 
No. 

VS·36 
VS-42 
VS-61 
V5-70 
VS-77 

Height 
411/4" 
46y," 
65%" 
74X" 
81X" 

VERTICAL SIDE SUPPORTS 

These vertical side supports are 
supplied in sets of four uprights to 
fit all universal racks listed on 
PAR-METAL Pages 5 thru 7. (Cut 
shows side mounting brackets in 
place which are sold separately­
see listing below)_ 

Supports are fastened to 'grooved 
bolt retainers which hold panel 
mounting angles in place, and are 
adjustably mounted from front to 
back of -rack. Holes are drilled 
and tapped'vertically to provide 
adequate vertical adjustmimt for 
mounting brackets, shelves, and 
various sliding devices. 

When installed in racks for 19" 
wide panels, the clearance be­
tween supports (from right to left) 
is 17%,". On 24" wide panel racks, 
the clearance is 22%,";' on 30" 
wide panel racks, the clearance is 
28%,". Supports are 2%" wide and 
1%" deep. 

Supports are made from %4" thick 
steel, finished in aluminum enamel. 
Each set is supplied with %" dia. 
bolts, lock washers, and nuts for 
rack mounting. 

To Fit Universal Cabinet Racks 
Series 3718-A 
Series 4818-A, 4824-A,4827-A 
Series 6718-A, 6724-A, 6727-A, 6733-A· 
Series 7718-A, 7724-A, 7727-A, 7733-A 
Series 8418-A, 8424-A, 8427-A, 8433-A 

Sh. 
Wt. 
Lbs. 
22 
25 
35 
39 
45 

Net 
Price 

Setof4 
$14.15 

15.50 
20.50 
24.00 
26.75 

SIDE MOUNTING BRACKETS 

Brackets BR.118 and Shelf 5'5.1918 
These brackets will fit on Vertical Side Supports shown above. 
They are sold in pairs, and slotted to provide vertical adjust­
ment at any height required. Brackets are 2." wide and 1-13/16" 
high. The vertical face of the brao;ket is also slotted to match 
holes in equipment shelves listed below. Where desirable, the 
horizontal face of the bracket may be bolted to the vertical 
side supports. They are made from ',1," steel, zinc plated finish. 
Necessary bolts are supplied. 
Cat. No. Length To Fit Racks Shpg. wt. 
BR-118 14" All 18" deep racks 4 Ibs. 
BR-124 20" All 24" deep racks 6 Ibs. 

EQUIPMENT SHELVES 

Net Price 
$3.15 per pr_ 
4.20 per pro 

These shelves will assemble with the side mounting brackets 
listed above, to make' a complete shelf between Vertical Side 
Supports. Made from 1/16" steel, zinc plated. Necessary bolts 
for assembly are inclUded. All shelves are %" high. 
Cat. No. Width Depth To Fit Racks Net Price 
SS-1918 17%" 141/4" 19" panels-18" deep $3.30 
S5-1924 17%" 201/4" 19" panels-24" deep 3.96 
SS-2724 22%" 201/4" 24" panels-24" deep 4.68 
SS-3324 28%" 201/4" 30" panels-24" deep 7.58 

SLOPING RACK MOUNTING PANELS 
These panels are intended for installation 
on relay racks, and are installed the same 
as other standard rack panels. 
The front slopes at any angle of 20°, and 
it may be used with the slope upward or 
downward (see illustrations) on PAR­
METAL Page 3). 
Front and back have removable panels. 
They are designed for single unit or modu­
lar group assemblies. 

Constructed from ~6" sheet steel; panels are included in prices listed 
below. Available in all finishes-please specify when ordering. All panels 
are 7 %" deep. 

Cat. No. Panel Space Required 
SP-j.719 171/2" x 19" 

··S":1721r--· -171f:l' x 24" 
SP-1730 171/2" x 30" 

Sloping Panel Size 
153,4" x 19" 
153,4" x 24" 
153,4" x 30" 

Rear Panel Size 
14" x 19" 
14" x 24" 
i4" x 30" 

Net Price 
$35.00 
42.50 
55.00 

RACK TYPE EXTENSION TABLES 
Tlrese tables are mounted to the front of 
cabinet racks as illustrated on P AR­
METAL -Page 3. They are-made from %," 
plywood, to which is bo.nded ~6" thick 
formica of a dark grey--·pattePlc on both top 
and apron, which is 2%" high. 

The apron is substantially reinforced for fastening to horizontal channel 
type supports. The channels are made from %4" thick steel, and are 
bolted to vertical side supports which are securely mounted on the inside 
wall of the rack. The tables may be adjusted at any height from the 
floor. This assembly provides a very rigid structure, with a smooth writing 
space across the entire top. There are no metal parts exposed, and no 
painted metal surfaces to deteriorate with constant usage. 
The tables may be installed on any of the cabinet racks (without front 
door) listed on PAR-METAL Pages 5 thru 7. They are also available 
for modular rows of four or more racks. 
ALL OF THESE TABLE ASSEMBLIES REQUIRE ONLY 8Yz" 
OF PANEL SPACE ,(height) • 

. . Cat. No. Tab~e Size 
RX-119 211/4" x 20" 
RX-219 42lfa" x 2()" 
RX-319 641/4" x 20" 

-----, RX-419 86%" x 20" 
RX-124 261/4" x 20" 
RX-224 521/8" x 20" 
RX-324 791/4" x 20" 
RX-130 321J4" x 20" 
RX-230 641/8" x 20" 

Type 
Single 
Double 
Triple 
Quadruple 
Single 
Double 
Triple 
Single 
Double 

Rack Panel Width Net Price 
19" $ 42.00 
19" 78.00 
1'-- 104.00 
19" 144.00 
24" 48.00 
24" 95.00 
24" 128.00 
30" 55.00 
30" 100.00 

PANEL MOUNTING ANGLES 
These panel mounting angles (or strips) are the same as used in 
all Universal type racks, (see PAR-METAL Pages 5 thru 7). They 
are supplied with necessary bolts to fit into the grooved retainers 
which hold the pair of panel mounting angles regularly supplied 
with each rack_ 
It is often desirable. to use an additional pair of panel mounting 
angles for mounting chassis, terminal strips, etc_ They may be 
adjusted to any depth within the rack from front to back_ 

Angle No. To Fit Universal Cabinet Racks Net Price Per Pair 
PA-36 PX-3718-A $ 9.50 
PA-42 PL, FL, PX, FX, PR, FR-4818, 4824, 4827-A 11.50 
PA-61 PL, FL, PX, FX, PR, FR-6718, 6724, 6727, 6733-A 15.90 
PA-70 PL, FL; PX, FX, PR, FR-7718, 7724, 7727, 7733-A 18.10 
!>A-77 PL, FL, PX, FX, PR, FR-8418, 8424, 8427, 8433-A 19.80 

RECESSED RACK SUB-BASES 
These heavy duty bases will fit under any of the universal racks listed on PAR-METAL 
Pages 5 thru 7. They are rigidly made from %4" thick steel, and are securely braced at 
all corners. 
4 holes in top match those provided in the racks. Hardware for attaching is supplied. 
4 adjustable floor levellers are used under the bottom of _ the bases_ Will be finished in 
enamel to match racks ordered. Where roller trucks are mounted under the racks, recessed 
bases are not recommended or required_ 

To Fit Unive~sal Racks' 
Cat. No. 
IIB-2217 
RB-2223 
RB-2723 
RB-3323 

Width Depth 
22" 18" 
22'" 24" 
27" 2411 
33" 24" 

Net Price 
$15.00 
16.00 
17.50 
18.75 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 

PAR·METAL RACK TYPE SLIDE ASSEMBLIES 
GENERAL DESCRIPTION 

These slide assemblies will save considerable lay­
out and assembly time as an alternate method of 
attaching individual slides directly to the interior 
of a rack. All models are screw mounted to the front 
panel mounting angles of relay racks, the same as 
regular panels. Additional holes are provided in the 
side brackets of the shelf assembly for mounting 
to our standard vertical side supports. Either meth­
od will provide a rigid support; both may be used 
together where desirable. 

The basic slide assemblies for use in 19" wide 
panel racks will accommodate chassis up to 17" 
wide. All of the "usable space" noted below 
may be fully extended from the front of the 
rack; load capacities are based on the shelf 
in this position. All units are ruggedly con­
structed to withstand constant usage. The 
frames and brackets are made from %4" thick 
steel. All parts are securely welded or fastened 
with stainless steel rivets. 

BASIC SLIDE ASSEMBLIES 

The basic slide assembly illustrated is sold as a complete unit, ready for 
installation in all 18" or 24" deep racks. Panels may be attached to chassis 
by using standard *brackets or any other convenient method. The panel 
and chassis assembly is then bolted directly to the slide pan. Formed 
panels with a minimum height of 7" ar.e recommended. Four models are 
listed to fit racks tlsing panels either 19" or 24" wide. 

The BS-1940 and BS-2419 are identical in size, but have different load capacities; All load capacities are conservatively 
rated to carry the full load with the sliding shelf completely extended. All parts are zinc plated. 

Catalog Usable Space Panel Rack Bracket Shelf Load Net Shipping Replaces 
No. Width Depth Width D8'pth Height Height Capacity Price Weight Catalog No. 

8S-1980 171/a" 14" 19" 18" 6"1/' 1%" 501bs. 17.50 241bs. SD-1916, 1920 
85-1940 17,/s" 20" 19" 24" 6'/2" 1%" 361bs. 24.00 321bs. SD-2016, 2020 
8S-2419 I ?lis" 20" 19" 24" 6'112" 1%" 601bs. 29.00 32 Ibs. NEW 
8S-2424 22 '/a " 20" 24" 24" &112" 1%" 551bs. 31.00 351bs. SD-2416,2420 

Catalog 
No. 

00-1980 
00-1940 
00-2419 
00-2424 

Catalog 
No. 

PH-1980 
PH-1940 
PH-2419 
PH-2424 

brackets are available for mounting rack panels, as listed on Par-Metal page 23. 

U~able Space 
Width Length 
17" 14" 
17" 20" 
17" 20" 
22" 20" 

Shelf Size 
Width Depth 

17" 17" 
17" 17" 
22" 17" 

Panel 
Depth Height 
5" 7" 
5" 7" 
8" lo~h" 
8" 101//' 

STORAGE DRAWER ASSEMBLIES 

These drawers are suitable for stationery, instruments; .parts, etc. The 
drawers are mounted on the basic slide assemblies described above. They 
are available either 7" or 10lh" high to match standard rack panels of 
the same height. Three models are listed for racks with 19" wide panels, 
and one for 24" wide panel racks. 

Panel Rack Load Net Shipping Replaces 
Width Depth Capacity Price Weight Catalog No. 
19" 18" 40 Ibs. 24.00 33 Ibs. DD-I925 
19" 24" 25 Ibs. 33.00 42 Ibs. NEW 
19" 24" 45 Ibs. 39.50 50 Ibs. NEW 
24" 24" 45 Ibs. 44.00 50 Ibs. NEW 

DESK SHELF ASSEMBLIES 

This assembly effectively provides a retractable writing desk, or may be used for 
supporting test instruments or other devices. When not in use, it saves valuable aisle 
space. The writing surface is charcoal grey micarta. The front requires only 3lh" of 
panel space, and is provided with a drawer pull. It is made for racks using panels 
either 19" or 24" wide. No. SK-1970 and SK-2419 are identical except for load 
capacity. 

Writing 
Surface 

Micarta 
Micarta 
Micarta 

Pulls Panel Rack Load Net Shipping 
Out Width Depth Capacity Price Weight 

16%" 19" 18-24" 36 Ibs. 34.00 32 Ibs. 
16%" 19" 18-24" W Ibs. 39.00 32 Ibs. 
16%" 24" 24" 60 Ibs. 46.00 35 Ibs. 

PHONO DRAWER ASSEMBLIES 
Consists of basic sliding shelf assembly with a drawer front and handle 
as illustrated. Drawer front is same size as standard formed panel lOlh" 
high. (1214" high drawer fronts are also available.) The 17" width will 
accommodate almost all standard changers and turntables. 
Where metal base pans are available with changers, it is recommended 
that such pans be used and bolted directly to the shelf. 

Usable Space Panel Panel Rack Load Net Shipping Replaces 
Width Depth Capacity Price Weight Catalog No. Width Depth Height Height 

17" 14" 8%" l()IIh" 19" 18" 45 Ibs. 23.50 33 Ibs. PH-1916 
17"· 20" 8%" 10"'12" 19" 24" 30 Ibs. 30.00 40 Ibs. PH-2020 
17" 20" 8%" I (jlh" 19" 24" 50 Ibs. .35.50 40 Ibs. NEW 
22" 20" I (jlh" 121/4" 24" 24" 45 Ibs. 39.00 44 Ibs. PH-2416 

IMPORTANT: When ordering, please specify paint finish of front 
or drawer fronts of series "DO", "PH", or "SK" assemblie~. 

panels 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 

PAR·METAL DE LUXE CONSOLE ASSEMBLIES 
. General. Description 

. The combination of a control cabinet mounted on table, desk or similar f!Upport usually 
called a console has been in genera.! use in the electronics industry many years. 

While it is obvious that no particular fixed design can serve every requirement, we 
have deVised a group of standard units, the combination of which is readily adaptable 
for specialized applications in control equipment, testing facilities, sound distribution systems 
and industrial purposes. Our previous models have been functionally redesigned and smartly 
styled to keep pace with current trends. New modular units have been added, all of which 
may be grouped or expanded to meet your speCific needs.· .' 

SINGLE UNIT ASSEMBLY 

DOUBLE UNIT ASSEMBLY 

TRIPLE UNIT ASSEMBLY 

The versatile pedestal racks are the keystone to the 
entire assembly. They are constructed for heavy duty use, having 
all the essential features of our type "PL" cabinet racks listed 
on PAR-METAL Page 5. This would include panel mounting angles 
which are adjustable from front to back, and provision for install­
ing chassis mounting brackets and shelves where needed. They 
offer an efficient utilization of space, complete accessibility for 
servicing, and are solidly built to withstand heavy strains whether 
in a laboratory or a moving vehicle. 

Two models of pedestal frames are available, which 
are identical except for the· depth (front to back). The PD-224 
frame (24%," deep) unit may be used with or without an extension 
desk table as illustrated below. 

There are four models of desk panel cabinets 
suitable for mounting on the pedestal frame top. (P AR­
METAL Page 15) to make a complete console. Single or mul­
tiple unit consoles may be combined with our Series "PL" 
racks (see PAR-METAL Page 11). 

The PD-234 frame (34~" deep) forms a com­
plete desk structure without the use of extension shelves. 
When one of our desk panel cabinets is mounted on top, addi­
tional space is· available in front as a desk writing surface. 
The 34%," depth provides additional interior space, and may 
also be assembled with our Series "PL" cabinet racks to per­
form the same functions as our PD-224 (24~" deep) pedestal 
frame. Unit assemblies are not limited to triple units, and 
may be extended to modular groups of four or more. If you 
have a specific problem, QO not hesitate to consult us. Person­
alized and interested engineering assistance is always avail-
able. . 

The new side panels are readily detach­
able from the outside. No drilling or fitting is 
necessary for the assembly of pedestals, cabinets, 
brackets, shelves or drawers. All panel mounting 
hqles . are tapped for screws-no metal screws or 
clips are used. 

Our standard finish is a combination of 
light and dark grey hammertone enamel. Your 
desk requirements are easily selected from the 
group charts on the next page. ·For the turret, 
you may choose from four types of control cabinets 
listed on PAR-METAL Page 15. Other standard 
finishes, including black or blue grey wrinkle enamel, 
light grey or medium grey enamel or primer coat 
only, are optional without additional cost: 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 

PAR-METAL DE LUXE CONSOLE ASSEMBLIES 

Below are i II u s­
trated additional as­
semblies of console 
units, as well as 
console units com­
bined with our Ser­
ies "PL" universal 
ca,binet racks (listed 
on Par-Metal Page 
5). 

The above unit consists of: two No. PD-224 pedestal frames, two No. EP-24 
exterior side panels, two No_ KP-24 interior side panels, one No. HS-103 high 
slope cabinet, one No. CD-24 center desk section and one CT-319 extension 
table, (door drawers, or rack panels for front and back are optional). 

A versatile assembly suitable for many projects is shown 
above. It consists of the following units: three No. PL-4818 
universal racks (Par-Metal Page 5), one pair No. RL-418 
detachable side panels (Par-Metal Page 5), two No. PD-224 
pedestal frames, two No. EP-24 exterior side panels, two 
No. KP-24 interior side panels, one No. CD-24 center section, 
three No. SP-I719 sloping panels, (Door, drawers, and rack 
panels for front and back are optional) . 

The console combination at the front of the cabinet racks 
(pedestal frames, sloping panels, table top, etc.) may be 
assembled with our other series "PL" cabinet racks listed 
on Par-Metal Page 5. 

The above illustrates a single unit assembly similar to the triple unit 
shown on the left. Any of the four types of Desk Cabinets shown on 
Par-Metal Page 15 may be used in this combination. These console 
assemblies are available with heavy-duty 3" wheel casters in place of 
a recessed sub-base, if desired. 

A single unit assembly consisting of the following: one No. 
PL-4818 cabinet rack, one No. LS-101 low slope panel cab­
inet, one No. PD-224 pedestal frame, one No. CT-1l9 ex­
tension desk table. Front panels or hinged door are optional. 
Many other groupings of consoles and cabinet racks may be 
made. Let us know your individual requirements for any 
project. Our Engineering Dept. will give you personalized 
and interested assistance. 

This is an interior view of our No. HS-103 high slope panel 
cabinet. Note the rigid bracing and well ventilated individual 
rear doors. This construction is typical of all panel control 
cabinets listed on Par-Metal Page 15. 
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SECTION ·1400 

PAR·METAL COMPONENT GROUP CHECK LISTS 
The. group charts belo~ list all ne~essary and altern:a~e components for single, double, and triple unit a~semblies,. and 
also provIdes a check hst to determme your exact reqUirements. There are four models of desk panel cabmets specIally 
designed to fit on the top of the assemblies detailed below: For simplicity, they have been omitted; for a complete descrip-
tion see Par-Metal Page 15. . . 
All of the 19" wide panels listed on Par-Metal Pages 20 and 21 may be mounted on these assemblies. Refer to Par-Metal 
Page 9 for sliding drawers· shown in the illustrations on the opposite page. Other component parts suitable for use with 
these assemblies are shown on Par-Metal Page 14. . 

FIGURE "A" AS ABOVE 
FIGURE "B" (LESS TOP CABINET) 

PARTS REQUIRED 

Pedestal Frame ............................................... , 
Exterior Side Panel ......................................... , 
Extension Oesk Table ....................................... , 
Formica Table Top· ...••.••••••••••••••••••••••••••••••••••• 

*Table top not required. 

fiGURE "G" AS ABOVE 
FIGURE "H" (LESS TOP CABINET) 

PARTS REQUIRED 

Pedestal Frame .............................................. ... 
End Pedestal Assembly ................................... ~ 
Exterior Side Panel ......................................... .. 
Interior Side Panel ......................................... .. 
Extension Desk ?tIble ••.•••••.•..•.•••••.•••.•.•••••••••••• 
Micarta Table Top ........................................... .. 

*Table top not required 

-",.".. ............. r .......... 
I,r............... ..... .. ,,""' ... 

;1 "7,,..,.... ... ............ " /, .............. ... .......... It.... I /..., .... ... 
-,..... " I r......... .. ... , 

..... .:::.> .. J' / I ..... .,.", t 
....... l.. I 7,' r 

.... :::........ I ,'I 
' .... "'":...:: t.... il I -...... :::.~ ... ~'1 -, 

FIGURE UN" AS ABOVE 
FIGURE "0" (LESS TOP CABINET) 

PARTS REQUI RED 

Pedestal Frames ............•.•......•..•.•••.•••....•••....•.••• 
Center Desk Section .•.••••••...•. ; ......................... . 
Exteri~r Side Panels ....................................... .. 
Interior Side Panels ......•••..•.•........•...................• 
Extension Desk Table ....••....•.. _ .. __ .................... .. 
Micarta Table Top ............. : .........•..................•. 
*Table top not required 

FOR SINGLE UNIT ASSEMBLIES 

FIGURE "C" AS ABOVE 
FIGURE "0" (lESS TOP CABINET) 
Par·Melal Quanl, Fig. "A" Fig. "8" Page No. 

13 1 PO-224 PD-224 
13 2 EP-24 EP-24 
14 1 
14 1 * WT-241 

FOR DOUBLE UNIT ASSEMBLIES 

FIGURE "J" AS ABOVE 
FIGURE "K" (LESS TOP CABINET) 

Par.Melal Quant. Fig. "G" Fig. "H" Page No. 
13 1 PO-224 PO-224 
13 1 OU-24 OU-24 
13 1 EP-24 EP-24 
13 1 KP-24 KP-24 
14 1 
14 1 ... WT-242 

FOR TRIPLE UNIT ASSEMBLIES 

--, 
'-.. .. .,,.. .................. ... 

/ I ----.-., --, 
,I,r'" >, ............... ""'" ! 

I I "'r I " , 
" I I,' ~ 

FIGURE "P" AS ABOVE 
FIGURE "R" !LESS TOP CABINET) 

Par·Melal 
Quant. Fig. "N" Fig. "0" Page No. 

13 2 PO-224 PD-224 
13 1 CO-24 CO-24 
13 2 EP-24 EP-24 
13 2 KP~24 KP-24 
14 1 
14 I * WT-243 

FIGURE "E" AS ABOVE 
FIGURE "F" (LESS TOP CABINET) 

Fig. "e" fig. "D" Fig. "E" 

PD-224 PD-224 PD-234 
EP-24 EP~24 EP-34 
CT-119 CT~119 

* NT-241 HT-34 I 

FIGURE "L" AS ABOVE 
FIGURE "M" (LESS TOP CABINET) 

Fig. "J" Fig. "K·.· Fig. Ill" 

PO-224 PD-224 PO-234 
OU-24 OU-24 OU-34 
EP-24 EP-24 EP-34 
KP-24 KP-24 KP-34 
CT-219 CT-219 

... NT-242 HT-342 

FIGURE "S" AS ABOVE 
fiGURE "T" (LESS TOP CABINET) 

Fig. "P" Fig. "R" Fig. "5" 

PO-224 PO~224 PO-234 
CO-24 CO-24 CO-34 
EP-24 EP-24 EP-34 
KP-24 KP-24 KP-34 
CT-319 CT-319 

* NT-243 HT-343 
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Fig. "F" 

PD-234 
EP-34 

WT-34 I 

Fig. "M" 

PO-234 
OU-34 
EP-34 
KP-34 

WT-342 

Fig. "T" 

PD-234 
CO-34 
EP-34 
KP-34 

WT-343 
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SECTION 1400 

PAR-METAL DE LUXE CONSOLE ASSEMBLIES 

Cat. No. PD-224 

RACK PEDESTAL FRAMES 
The rack pedestal is the principal component used in all single and mul­
tiple unit assemblies. It combines the essential features of our type "PL" 
racks listed on Par-Metal Page 5 and is attractively styled for any 
environment. 
The bottom and step base are formed from %4" steel; all other parts are 
made from h6" steel. They are substantially welded together to insure 
the extra strength and stability needed for heavy duty installation, where­
ever located. They are capable of carrying heavy transformers, large 
power supplies, motors, compressors, and similar apparatus. 
Panel space at front and back is 21" x 19". Panel mounting angles (01' 
"strips") may be located at any position from front to back, and have 
tapped holes for mounting standard rack panels, sliding shelves, phono 
drawers, or storage drawers. Two pairs are supplied---one pair for front 
mounting and another pair for rear mounting. Additional tapped holes are 
available at the sides for mounting chassis supports and shelves. 
The various units required to make up complete assemblies are listed on 
Par-Metal Pages 14 and 15. The component check lists on Par-Metal 
Page 12 enables you to easily select the parts required. 
Pedestal frames may be obtained as standard units with heavy duty 
casters at a nominal additional cost. See listing and description on 
Par-Metal Page 19. FINISHES: Standard finish is a combination of 
light and dark grey hammertope enamel. Other optional finishes are listed 
on Par-Metal Page 10. We will be happy to answer any questions regard­
ing dimensional information, construction details, etc. Write for assistance. 

CATALOG NO. PD-224 (241f4" deep) 
,Overall Dimensions (with side panels, front and rear trim) 

30" high, 2472" wide. 25%" deep. 

CATALOG NO. PD-234 (34'14" deep) 
Overall Dimensions (with side panels, front and rear trim) 

30" high, 24112" wide. 35%" deep. 
Overall Dimensions (less side panels, front and rear trim) Overall Dimensions (less side panels, front and rear trim) 

29" high, 22'" wide, 241A," deep. . 
Height of pedestal rack (less step base) : 2672" 
Panel Mounting Space: Front and Back: 21" high x 19" wide. 
Clear opening at front and back: 19'18" 
Clear opening between panel mounting angles: 17%," 

'Clear opening at left and right: 17%" wide, 21" high. 
Clear inside depth (front to back) : 23'18" 

'Suitable for standard rack panel 19" wide, 21" high (if needed). 
NET PRICE $80.00 

29" high, 22" wide, 3414" deep. 
Height of pedestal rack (less step base) : 26112" 
Panel Mounting Space: Front and Back: 21" high x 19" wide. 
Clear opening at front and back: 19'18" 
Clear opening between panel mounting angles: 17%" 

·Clear opening at left and right side: 22%" wide, 21" high. 
Clear inside depth (front to back) : 33'18" 

.Suitable for standard rack panel 24" wide, 19" high (if needed). 
NET PRICE $95.00 

DETACHABLE SIDE PANELS 
All panels are made from h6" sheet steel. All corners are securely welded and 
ground smooth. Each panel has cowl fasteners at top and bottom, so that they 
may be quickly removed to provide complete access to the interior of the pedestals. 
Prices include front horizontal mouldings on pedestal frames. Panels are finished 
to match color of pedestal frames, unless otherwise ordered. 

Cat. No. Description To fit Pedestal For use on 
EP-24 Exterior side panel PD-224 All assemblies 
KP-24 Interior side panel PD-224 " " 
EP-34 Exterior side panel PD-234 " " 
KP-34 Interior side panel PD-234 " " 

Net Price 
$20.00 

17.50 
25.00 
20.00 

CENTER DESK SECTION 
(For Triple Unit Assmblies) 

END PEDESTAL (For Double Unit Assemblies) 

The center desk section shown is attached 
between two rack pedestals to make up a 
triple unit assembly. It consists of a table 
top support and floor brace illustrated on 
Par-Metal Page 12. The formica table top 
is not included in prices of center desk sec­
tions. Sections are finished to match color 
of pedestal frames, unless otherwise ordered. 
Both Center Desk Sections are 1%" high 

This end pedestal is designed 
to make up a double unit as­
sembly as illustrated on Par­
Metal Pages 10 and 12. It 
may be installed on either the 
right or left hand side of the 
pedestal frame. The formica 
table top is not included in 
prices listed below. Will be 
finished to match pedestal 
frame, unless otherwise or­
dered. Both End Pedestals are 
30" in height. 

and 22" wide. . 

Cat. No. 
CD-24 
CD-34 

For assembly with 
Pedestal PD-224 
Pedestal PD-234 

Front to 
back 
25%" 
35%" 

Net Price 
$16.80 

19.80 

Cat. No. 
DU-24 
DU-34 

For. assembly with 
Pedestal PD-224 
Pedestal PD-234 

Front to 
back 
26%" 
36%" 

Net Price 
$38.50 

45.00 
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© U.C.P., Inc. PAR-METAL PAGE 13 The MASTER - 26th Edition'. Page 267 



SECTION 1400 

PAR· METAL DE LUXE CONSOLE ASSEMBLIES 
FORMICA BONDED TABLE TOPS 

These table tops are inade from %," thick plywood to which is bonded %6" 
thick patterned grey formica. All sizes are edged with a n~rrow stainless 
steel moulding to prevent pencils and similar objects from rolling off the 
table. There are no metal spacers between units, providing a clear unob­
structed writing surface across the entire top. 
The table top required for any partiCUlar assembly may be easily identified 
from the check list of component groups on Par-Metal Page 12. The list­
ings below are a cross reference and also include prices. 

For Use on No. PD-224 Pedestal Frames (24W' deep) For Use on No. PD·234 Pedestal Frames (34W' deep) 
Refer to: Par-Metal Net Refer to: Par-Metal Net 

Catalog No. Size Assembly Figure Page No. Price Catalog No. Size Assembly Figure Page No. Price 
WT.241 21~6"x22" Single Unit Assembly 

Single Unit Assembly 
Double Unit Assembly 
Double Unit Assembly 
Triple Unit Assembly 
Triple Unit Assembly 

"8" 12 $15.60 HT·341· 12~6"x22" Single Unit Assembly "E" 12 $11.20 
"0" 12 14.20 WT.341 31~6"x22" Single Unit Assembly "F" 12 23.40 
"H" 12 30.00 HT-342 12~6"x44" Double Unit Assembly "L" 12 1'8.20 

NT·241 ISYa"x22" 
WT.242 21~6"x44" 
NT.242 ISYa"x44" "K" 12 25.40 WT.342 31~6"x44" Double Unit Assembly "M" 12 ·46.00 
WT.243 21~6"x66" "0" 12 45.00 HT.343 12~6"x66" 'rriple Unit Assembly "5" 12 26.00 
NT.243 ISYa"x66" "R" 12 39.00 WT.343 31~6"x66" Triple Unit Assembly "T" 12 68.00 

EXTENSION DESK TABLES 
These extension tables 
are used in console as­
semblies illustrated on 
Par-Metal Pages 11 and 
12. They are made from 
%," thick plywood, to 
which is bonded %6" 
thick grey formica. 

The formica covers both the top and apron of the 
table which is 2%" deep. The apron is SUbstantially 
reinforced for fastening to horizontal channel sup­
ports. The assembly provides a rugged structure 
with a smooth writing space across the entire top. 
There are no metal parts exposed, and no metal 
surfaces to deteriorate with constant usage. As 
these tables are mounted above the front panels 
on the pedestal frame, the full front panel space 
of 21" may be used. 
Cat. No. For use on Assemblies 
CT·119 Single Unit 
CT·219 Double Unit 
CT·319 Triple Unit 

Overall Size 
16"x22"x2lh" 
16"x44"x2lh " 
16"x66"x2lh" 

Net Price 
$36.00 

68.00 
96.00 

PEDESTAL FRAME DOORS 
These doors are made to enclose 
the front or back of pedestal 
frames. They are· "double wall" 
type with smooth surfaces inside 
and outside. A push button spring 
catch provides easy operation with 
a minimum projection from the 

front of the door. Made in two heights: 21" 
high to completely enclose the front open­
ing of the pedestal, and a 10%" high door, 
which may be inserted above or below a slid­
ing drawer or rack panel. Can be supplied 
to match finish of console assembly, or any 
finish listed on Par-Metal Page 10. 

Louvered doors are available at same prices 
if so ordered. 

Cat. No. 
DR.l019 
DR.2119 

For assembly 
wiih Pedestal 

No. PD-224 or 234 
No. PD-224 or 234 

Size 

10X"xI9" 
21 "xI9" 

Net Price 
$13.50 

16.50 

PEDEST AL CASTER ASSEMBLIES 
These assemblies are made specifically for use on our No. PD-224 

. and No. PD-234 pedestal frames listed on Par-Metal Page 13. They 
replace the regular recessed sub-bases, and are used where mobility 
is required. The caster plates are made from %4" thick steel for heavy­

~i'---~'I'" duty usage. Casters are equipped with 3" diameter composition wheels. 
capable of supporting loads of 225 lbs. per wheel. 

Cat. No. For use on *Net Price 
CA·24 Pedestal Frame No. PD-224 $15.00. 
CA"34 Pedestal Frame No. PD-234 15.00 
*Price is for a pair, for installation 
on one pedestal frame. 

Where pedestal frames with caster assemblies are required, they 
will be supplied at an additional cost of $4.00 per frame. Simply 
specify on your pedestal frame order "with casters." They may be 
obtained separately as listed below for replacement of recess sub­
bases on pedestal frames now in use. 

MOUNTING BRACKETS 
These brackets may be mounted 
on each side of the pedestal. 
They are slotted to match the lapped holes in the sides 
of the pedestal and may be adj usted to any height. 

Cat. No. 
CB·24 
CB·34 

To Fit 
Pedestal 

PD-224 
PD-234 

Overall Size 
2Qh" x 23~2" x 181~6" 
2Qh" x 23~2" x 281~6" 

Net Price 
Per Pair 

$4~20 
5.80 

SHELVES 
These shelves are drilled 
for assembly with Mount­
ing Brackets CB-24 and CB-34. 
Both shelves are 17%" wide and 

To Fit 
Cat. No. Brackets For Pedestal 
55·24 CB·24 PD-224 
55·34 CB-34 PD-234 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 

PAR-METAL DE LUXE CONSOLE ASSEMBLIES 
DESK PANEL CABINETS 

The desk control cabinets sho.wn below are ideal for 
use in the laboratory, for test equipment and other 
industrial applications. Each cabinet section is made 
from )16" sheet steel, rigidly welded together-ready 
for use without a multiplicity of clips, studs, nuts 
and other fastening devices. 

Cabinets are regularly supplied with full 
hinged ventilated doors at the back (ex­
cept Series LS-101, etc.). Tapped holes are 
also provided for mounting standard 19" 
wide panels; panels (blank or ventilated) 
up to 15%" high are optional at the same 
price. 

Standard finish is dark grey hammertone for cabinets, with contrasting light grey hammertone for panels. Other 

© U.C!., Inc:. 

"CX" SERIES 

"HS" SERIES 

"LS" SERIES 

"VF" SERIES 

finishes are available, as listed on Par-Metal Page 10. 

DUAL PANEL DESK CONTROL CABINETS 
On Series "CX" cabinets, the upper panel is 1214" high, and is sloped at an angle 
of 30°; the lower vertical panel is 3lh" high. A hinged removable door is mounted 
on the back, with the hinges at the bottom for easy access to the interior. The door 
is louvered for efficient ventilation, and held closed with a push-button type spring 
catch. In double and triple unit cabinets individual doors are used on each unit. 
The bottom of the cabinet has a removable panel size 15%," x 19" for each unit. 
All panels supplied are the formed type 19" wide (see Par-Metal Page 21). 
Standard aluminum or steel rack panels, 78" thick, may be substituted for 
formed steel panels without additional cost. 

Catalog No. 

CX-l0l 
CX-l02 
CX-l03 

Description 

Single Unit 

Double Unit 

T;iple Unit 

Height 

18Ys" 
18Ys" 
18Ys" 

Width 
22" 

Depth 
(at boHom) Depth (at top) 

18Ys" 11%" 

18Ys" 
18Ys" 

11%" 
11%" 

HIGH SLOPE PANEL DESK CABINETS 

Net Price 

$ 70.00 

115.00 
160.00 

On Series "HS" cabinets, the front panel size is 17lh" x 19", and is sloped at an 
angle of 23 0. A hinged removable door is mounted on the back, with the hinges at 
the bottom for easy access to the interior. The door is adequately louvered, and 
held closed with a push-button type spring catch. In double and triple units, indi­
vidual doors are used on each unit. 
The bottom of the cabiriet has a removable panel size 15%," x 19" for each unit. 
All panels supplied are the formed type 19" wide (see Par-Metal Page 21). 
Standard aluminum or steel rack panels, 78" thick, may be substituted for 
formed steel panels without additional cost. 

Catalog No. Description Height Width 
Depth 

(at bottom) Depth (at top) Net Price 

HS-IOI Single Unit 18Ys" 22" 18Ys" 11%" $ 66.50 
HS-l02 Double Unit 18Ys" 44" 18Ys" 11%" 110.00 
HS-I03 Triple Unit 18Ys" 66" 18Ys" 11%" 150.00 

LOW SLOPE PANEL DESK CABINETS 
On Series "LS" cabinets, the front panel is 17lh" x 19", and slopes upward at 
an angle of 22°. The bottom has a removable panel size, 15%," x 19". Standard 
aluminum or steel rack panels, 78" thick, may be substituted for the formed 
steel panels regularly supplied at no additional cost. 
Catalog No. Description Height Width Depth Net Price 

LS-l0l Single Unit 9Ya" 22" 18Ys" $ 40.00 
LS.l02 Double Unit 9Ya" 44" 18Ys" 70.00 
LS.I03 Triple Unit 9Ya" 66" 18Ys" 100.00 

VERTICAL DESK PANEL CABINETS 
On Series "VF" cabinets, the vertical front panel, the top panel, and the bottom 
panel are removable. All have the same size, 15%," x 19". A hinged removable 
door is mounted on the back, adequately ventilated with hinges at the bottom for 
easy access to the interior. The door is held closed with a push-button spring catch; 
in double and triple units, individual doors are used on each unit. 
All panels supplied are the formed type 19" wide (see Par-Metal Page 21). 
Standard aluminum or steel panels, 78" thick, may be substituted for formed 
steel panels without additional cost. 
Catalog No. Description Height Width Depth Net Price 
VF.IOI Single Unit 18Ys" 22" 18Ys" $ 55.00 
VF·l02 Double Unit 18Ys" 44" 18Ys" 100.00 
VF.l03 Triple Unit 18Ys" 66" 18Ys" 145.00 

Complete dimensional information on 'Desk Panel Cabinet Racks including 
explanatory drawing of side section is available in our Catalog 61. Kindly 
write directly to home office for personalized and interested engineering 
assistance. 
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SECTION 1400 

PAR-METAL TYPE "A" RELAY RACKS 
DELUXE TYPE - FOR 19" WIDE PANELS 

"ER" SERIES 
WITH- REAR DOOR ONLY 

Catalog' 
No. D'oors 

ER-223-A Rear only 

ER-225-A Rear only 

ER-227-A Rear only 

FD-223-A Front & Rear 

FD-225-A Front & Rear 

FD-227-A Front & Rear 

MULTI-RACK ASSEMBLY 

CABINET: The entire cabinet is made from %6" sheet 
steel. The sides are adequately ventilated with "vene­
tian" type louvres similar to our universal cabinet 
racks. The vertical corner trims and formed mouldings 
at top and bottom are designed to effect a distinctive 
frame around the front of the rack. Racks are shipped 
"knocked down" for easy assembly. 

CORNER TRIMS: All front vertical corner and joining 
trims are narrow type (do not overlap panels) to per­
mit installation of sliding shelves, drawers, tables, etc. 
PANEL MOUNTING: Angle irons are %4" thick steel, 
holes are accurately drilled and tapped 10-32 thread 
for all types of panels. 

HARDWARE: Doors are the same as our universal 
racks. "Series ER-225A" racks are equipped with 
"automobile" type non-locking handles on rear doors. 
On "Series FD-225A" racks, similar handles with key 
locks are used on both front and rear doors. Hinges 
are the "slip-joint" type so that doors may be easily 
removed. 

FINISH: Blue grey wrinkle finish is standard. Black 
wrinkle enamel finish will be supplied without extra 
charge if so specified on your order. Grey hammertone 
enamel is available at an additional charge of 10%. 

ROLLER TRUCK: Roller truck No. RT-412 for Series 
ER-225A racks; use RT-418 for Series FD-225A; both 
are listed on Par-Metal Page 19. 

PANELS: Panels 19" wide to fit these racks are listed 
on Par-Metal Pages 20 and 21. 

SHELVES:-E'or Series ER-225A Racks, use shelf No. 
ER-2212 listed on Par-Metal Page 19. To install shelves 
in Series FD-225A, it is recommended that Vertical 
Side Supports, Brackets and Shelves listed on Par-Metal 
Page 8 be used. 

Overall Panel Clear Inside Clear Inside 
Dimensions Space Width (Front) Width (Rear) 

4314x22x18" 36%x19" ** 17%" 19" 
67%x22x 18" 6114x19" ** 17%" 19" 
83V2X22x1811 77 x19" ** 17%" 19" 
4314x22x 18" 36%x19" 19~/I 19/1 

67%x22x 18" 6114x19/1 19~/I 19" 
83 V2x22x 18" 77 x19" 19~/I 19" 

;'FD" SERIES 
WITH FRONT AND 

REAR DOOR 

Clear Inside Shipping Net 
Depth Wt. Lb •. Price 

16341" 90 $ 52.20 
16%" 120 64.35 
16341" 140 77.70 

*16/1 110 66.90 
*16/1 150 83.10 
*16" 175 103.95 

*clearance between front and rear doors. "between panel mounting angles. 

MULTI-RACK CABINET ASSEMBLIES 

MULTI-RACK ASSEMBLIES: Both Series "ER" and "FD" racks may be set up in 
rows as shown in the sketch. The use of "venetian type" louvers provides a fiat exterior 
surface on the sides of the tacks; separate side plates with welded screw studs in­
serted at top and bottom of adjacent sides simplifies the assembly-no screwdrivers 
or 'wrenches are needed. Vertical joining trims overlap the joint between racks as 
shown on the sketch. 

SERIES "FD" RACKS: This series with front and rear doors has adjustable panel 
mounting angles, which may be located at any distance' from front to rear of rack. 
VERTICAL SIDE SUPPORTS listed on Par-Metal Page 8 will fit into these racks. 

PAR-METAL PRODUCTS CORP. • Long Island City 3, N. Y. 
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SECTION 1400 

PAR·METAL TYPE "A" RELAY RACKS 

ROUNDED CORNER TYPE - FOR 19" WIDE PANELS 

THESE RACKS ARE SIMILAR in construction to 
our Series ER-225 Racks. They provide a combination 

of standard functional design and superior construc­

tion at a modest price. The vertical front corners 
are nicely rounded, and the top and bottom are 
trimmed with chrome finished mouldings. The panels 
fit into a recess, so that the edges are not exposed. 

CABINET: Entire cabinet is constructed of !16" thick 
cold-rolled steel. These racks are shipped "knocked­
d.ow.n" with necessary bolts for easy assembly. 
Screws for mounting panels are supplied. 

PA~EL MOUNTING: Angle irons are 7,,(l' thick 
steel, holes are accurately drilled and tapped 10-.32 
thread for all types of panels. 

HARDWARE: Doors are of same design as our uni­
versal racks. "SERIES ER-215" racks are equipped 
with "automobile" type non-locking handles on 
rear doors. On "SERIES FD-2:IS" racks, similar 
handles with key locks are used on both front and 
rear doors. Hinges are the "slip-joint" type so that 
doors may be easily removed. 

"FD" SERIES "ER" SERIES 
WITH REAR DOOR ONLY 

FRONT DOOR RACKS: On Series FD-215 racks, the 
front panel mounting angles are recessed 2" deep to 
allow clearance for dials, etc. The clear inside depth 
behind the panel is 13)1". 

WITH FRONT AND REAR DOOR 

SPECIFICATIONS 
Catalog Overall Panel Clear Inside Clear Inside Clear Inside Shipping Net 

No. Doors Dimensions Space Depth Width (Rear) Width (Front) Wt. Lbs. Price 

ER-213 Rear only 42 x22x16W' 36%x19/1 151,4" 19/1 **17%/1 85 $37.20 

ER-215 Rear only 66%x2~x16W' 6114x19/1 1514/1 19/1 **17%/1 110 54.90 

ER-217 Rear only 8214x22x16W' 77 x19/1 1514/1 19/1 **17%/1 130 66.30 

FD-215 Front & Rear 66%x22x16W' 6114x19/1 * 13%/1 19/1 19%/1 130 73.92 

FD-217 Front & Rear 8214x22x16W' 77 x19/1 *13%/1 19/1 19%/1 155 89.10 
>clearance behind panel. >-between panel mounting angles. 

FINISH: BLUE GREY RIPPLE is standard. Black Ripple 

Enamel will be supplied without extra charge if so specified 

on your order. Grey hammertone enamel is available at an 

additional cost of 10%. 

ROLLER TRUCK: No. RT-411 will fit all racks listed on 

PANELS : Panels 19" wide to fit these racks are listed on 

Par-Metal Pages 20 and 21. 

this page. Roller trucks are listed on Par-Metal Page 19. 

SHELVES: For series ER-215 racks, use shelf No. 

ER-2112. For series FD-215 racks, use shelf No. R-2215. 

Both shelves are listed on Par-Metal Page 19. 
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SECTION 1400 

PAR-METAL CHANNEL RELAY RACKS 
DELUXE TYPE RACKS for 19" and 24" wide panels 

No. RR·197 

These new DeLuxe Channel Type Relay 
Racks are made from 74.l' thick steel, and 
extend the utility and applicability of the 
standard channel relay rack 
The panel space is 77" x 19", to matc.h a 
standard height used on enclosed cabmet 
racks. 
The upright channels have been modified 
to an 8" overall depth, which when com­
bined with a formed recess for the panels, 
greatly increases the rigidity of the rack. 
The edges of the panels are not exposed. 
The rack is drilled and tapped for 10/32 
screws_ at both front and back, permitting 
the optional use of either panels, or dish 
type chassis mounted to the racks at both 
front and back The full panel space of 
77" x 19" is available on the back, the 
same as the front. 
The clear distance between panel mount­
ing flanges (from front to back) is 63;4,". 
It is practicable to use this 6" depth as an 
enclosure for dish type chassis listed on 
Par-Metal Page 23. 

When such chassis are mounted at the back, the addition 
of standard or hinged type panels (see Par-.tyIetal Page 21) 
will make a rack enclosure with a clear depth of 63;4,". 
The top cross-brace is provided with a grille for ventila­
tion where needed. Two holes are located on each side 
for bolting racks together in rows, there are no projecting 
screw heads on the sides. 
The top brace and the vertical channel members are 
securely welded together. The base and rear braces are 
shipped knocked down, with all necessary bolts for as­
sembly. Panel mounting screws are also supplied. 
FINISH: Standard finish is black ripple enamel. For grey 
ripple enamel, add 5%. For grey hammertone enamel, 
add 10%. 

STANDARD TYPE RACKS 
for 19" wide panels 

THESE RACKS are stur­
dily constructed from Y'64" 
pressed steel, and are 
braced at the back as il­
lustrated. They have been 
improved by a formed re­
cess fOr. the panels; the 
edges of the panels are no 
longer exposed, and the ri­
gidity of the rack has been 
greatly increased. The two 
vertical members and the 
top cross brace are securely 

No. RX·195 WELDED TOGETHER. 

Panel mounting holes are accurately 
drilled for standard rack panels, tapped 
for 10-32 machine screws at the front 
only. An ample supply of panel mount­
ing screws and finishing washers are 

. supplied. 

Upright channels are 3" deep with 
flanges 11/8" wide. Clearance between 
uprights is 173;4,". Base is 20,%" deep 
and extends both front and rear, and is 
21" wide for either unit. 

FINISH: Standard finish is black wrin­
kle. For blue grey wrinkle or grey ham­
mertone enamel add 10%. 

OVERALL PANEL SHP. WT. NET 
CAT. NO. HEIGHT HEIGHT LBS. PRICE 

RX-195 

RX-193 

71%," 

36%," 

55 

45 

$24.00 

19.80 

CATALOG No. RR-197: (for 19"Wide Panels) 
Overall Dimensions: 80~" high, 21%" wide, 26" deep 
Available Panel Space: 77"x19" (at front and rear) 
Clearance between Uprights: 17%" 

CATALOG No. RR-1924: (for 24" Wide Panels) 
Overall Dimensions: 80~" high, 26%" wide, 26" deep 
Available Panel Space: 77"x24" (at front and rear) 
Clearance between Uprights: 22%" 

Clear Depth in Channel: 6U" inside 
Shipping Weight: 100 lbs. Net Price: $40.50. 

Clear Depth in Channel: 6¥<i" inside 
Shipping Weight: 115 lbs. Net Price $52.00 

DESK PANEL CABINET RACKS For Standard 19" Rack Panels 
In keeping with . our other De Luxe racks, the vertical front corners are rounded and the 
top and bottom are trimmed with re-striped chrome finished mouldings. Panels fit into a 
recess, so that the edges are not exposed. Panel mounting holes are accurately drilled on uni­
versal centers, for standard rack panels. Holes are tapped for 10/32 machine screws. 
They may be used with any chassis up to 13" x 17" in size. All cabinets are rigidly constructed of 
K6" thick cold rolled sheet steel, with all joints electrically welded. Louvres provide ample ven­
tilation through sides and back. Piano type hinges are used on the top doors, which are provided 
with chrome plated handles. Panel mounting screws and washers are furnished. 

FINISH: BLACK RIPPLE ENAMEL is standard. Blue grey 
wrinkle enamel will be supplied without extra charge if so speci-
fied in your order. . No. DL-1713 

PANELS: Rack panels to fit these racks are listed on Par-Metal 
Pages 20 and 21. 

RACK SHELF: Rack shelf No. R-2128 listed on 
Par-Metal Page 19 is designed to fit these racks. 

(With door In top only) Inot lIIustratedJ (With door In top and door on rear panel) 

Catalog Available Net Catalog Available Net 
No. Cabinet Size Panel Space Shp. Wt. Price No. Cabinet Size Panel Space Shp. Wt. Price 

DL-128 10'h"x21'h"x15" deep 8%"x19" 28. lb.: $16.20 DL-1713 19'4,"x21l,(,"xI5" deep' 17'h"x19" 88 lb •. $22.80 
DL-1210 12'4,"x21'h"x15" deep lO'h"x19" 29 lb •. 17.70 DL-2613 28" x21'h"x15" deep 26'4,"x19" 48 lb •. 26.70 
DL-1225 14/1 x21'h"x15" deep 12'4,"x19" 80 lb •. 19.20 DL-35.13 36o/!"x21 'h"x15" deep 35" x19" 58 Ibs. 29.55 
DL-1413 15o/!"x21'h"x15" deep 14" x19N 32 lb •. 21.00 
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SECTION 1400 

PAR·METAL - ROLLER TRUCKS - SHELVES 
I 

ST ANDARD ROLLER TRUCKS FOR RACKS 

These trucks are 
especially designed 
for use on our Cab­
inet racks, and have 
rounded corners at 
the front with a 
chrome finished 
moulding. Overall 
size is about 2" 
wider than the 
racks for better dis­
tribution of weight. 

Casters are ball-bearing swivel type with 2" rubber compo­
sition wheels. FINISH: BLUE GREY RIPPLE is standard. 
Also available in Grey, Hammertone at an additional cost 
of 10%. Shipping weight on al~ sizes is 22 lbs. 

Catalog 
No. 

RT-4l0 
RT-411 
RT-412 
RT-418 

RT-420 

Will Fit Rack No. 
DL-I713, 2613, 3513 
ER-213, ER, FD-215, 217 
ER-223, ER-225, ER-227-A 
FD-223, 225, 227-A 
PX, FX-3718-A, 4818-A, 6718-A 
PX, FX-7718-A, 8418-A 
PX, FX-4824-A, 6724-A, 8424-A 

Par-Metal 
Page No. 

18 
17 
16 
16 

7 
7 
7 

Net 
Price 

$10.08 
10.56 
12.15 
12.90 

16.65 

HEAVY DUTY ROLLER TRUCKS 

Our heavy duty 
roller trucks are 
similar' in size and 
design to the 
standard units, ex­
cept that they 
have reinforced 
bottoms, and .. are 
equipped with 
heavy-duty swivel 
type casters, with 
3" diam. wheels. 

They are recommended for use on all 24-" deep racks, and 
on other racks where necessary. The 3" casters have a 
load capacity of 225 lbs. per wheel. FINISH: BLUE GREY 
RIPPLE is standard; Black Ripple is optional without 
extra charge. Also available in Grey Hammertone or 
primer coat only at an additional cost of 10%. Shipping 
weight is 35 lbs. 

Catalog Par-Metal Net 
No. Will Fit Rack No. Page No. Price 

HD-4.12 ER-223, ER-225, ER-227-A 16 $20.76 
HD-418 FD-223, FD-225, FD-227-A 16 22.65 

PX, FX-3718-A, 4818-A, 6718-A 7 
PX, FX-7718-A, 8418-A 7 

HD-420 PX, FX-4824-A, 6724-A 7 24.00 
PX, FX-7724-A, 8424-A 7 

*HD-425 PL, FL, PR, FR-4818-A, 6718-A 5,6 24_15 
PL, FL, PR, FR-7718-A, 8418-A 5,6 

*HD-426 PL, FL, PR, FR-4824-A, 6724-A, 5,6 26.70 
PL, FL, PR, FR-7718-A, 8418-A 5,6 

HD-(27 PX, FX-4827-A, 6727-A, 7 27.00 
PX, FX-7727-A, 8427-A 7 

*HD-432 PL, FL, PR, FR-4827-A, 6727-A 5,6 29.40 
PL, FL, PR, FR-7727-A, 8427-A 5,6 

HD-434 PX, FX-6733-A, 7733-A, 8433-A 7 33.50 
*HD-438 PL, FL, PR, FR-6733-A, 7733-A 5,6 36.80 

PL, FL, PR, FR-8433-A 5,6 
• For racks with detachable side panels attached to racks. 

TABLE TYPE RACKS 

THESE RACKS are intended for table 
mounting and are useful where a regular 
floor type heavy duty rack is not required. 

The base is constructed of one piece, similar 
to a chassis .. Mounting holes are accurately 
drilled on universal centers, tapped for 
10/32 screws. They are finished in black 
ripple enamel and shipped "knocked down" 
with all necessary screws. 

HEAVY DUTY DOUBLE WIDTH ROLLER TRUCKS 

It is often necessary to mount groups of 2 of our e~closec 
racks on roller trucks. The truck illustrated above IS usee 
for that purpose. They are similar to our heavy dut~ 
trucks except that they have been reinforced with heaviel 
steel because of their greater length. 

'They are s~pplied with 6 heavy-duty swivel type caster1 
with 3" diameter wheels. These casters have a load ca· 
pacity of 225 lbs. per wheel. 
FINISH: BLUE GREY RIPPLE is standard; Black RipplE 
is optional without extra charge. Also available in Gre~ 
Hammertone or primer coat only at an additional cost oj 
10% . 

Catalog Par-Metal Net 
No. Will Fit Rack No. Page No. Price 

HD-412-2 ER-223, ER-225, ER-227-A 16 $41.52 
HD-418-2 FD-223, FD-225, FD-227-A 16 45.30 

PX, FX-3718-A, 4818~A, 6718-A 7 
PX, FX-7718-A, 8418-A 7 

HD-420-2 PX, FX-4824-A, 6724-A 7 48.00 
PX, FX-7724-A, 8424-A 7 

*HD-425-2 PL, FL, PR, FR-4818-A, 6718-A 5,6 48.30 
PL, FL, PR, FR-7718-A, 8418-A 5,6 

*HD-426-2 PL, FL, PR, FR-4828-A, 6724-A 5,6 53.40 
PL, FL, PR, FR-7724-A, 8418-A 5,6 

HD-427-2 PX, FX-4827-A, 6727-A 7 54.00 
PX, FX-7727-A, 8427-A 7 

*HD-432-2 PL, FL, PR, FR-4827-A, 6727-A 5,6 58.00 
PL, FL, PR, FR-7727-A, 8427-A 5,6 

HD-434-2 PX, FX-6733-A, 7733-A, 8433-A 7 67.00 
*HD-438-2 PL, FL, PR, FR-6733-A, 7733-A 5, 6 73.60 

PL, FL, PR, FR-8433-A 5,6 

• For racks with detachable side panels attached to racks, 

WE CAN SUPPLY ON A "SEMI-CUSTOM" BASI: 
pressed steel roller trucks for our cabinet racks up to 36 
wide and 88" long. They can be equipped with 4" dia. wheE 
casters and necessary foot brakes. The extra width i 
used in front of the rack assembly to provide stabilit 
where extension shelves and other accessories are mounte 
on the front of the 'racks. Drawings and prices availabl 
upon request 

SHELVES FOR CABINET RACKS 

These shelves are designed to fit 
into the various type "A" enclosed 
racks listed in this catalog. They 
are constructed to be mounted in­
side . the rack, with side· bolt 
mounting. All shelves are 1" high, 
and finished in black ripple en­
amel. Shipping weight of all 
shelves is 10 lbs. 

Catalog Rack 
No. Will Fit Rack No. Page No. 

ER-2112 ER-213, ER-215, ER-217 17 

R-2215 

Shelf 
Size 

13"x21'~'" 
R-2215 FD-215, FD-217 17 10%"x21'~'" 
ER-2212 ER-223, ER-225, ER-227-A 16 15"x211~t 
R-2128 DL-I713, 2618, 3513 18 12"'x21~t 

Panel Shp. Wt. 
Cat. No. Overall Size Space Lbs~ 

TR-2520 24x21x12" 21x19" 17 
TR-3220 31x21x12" 28x19" 20 

Net 
Price 
$3.60 

3.60 
3.60 
2.94 

Net 
Price 
$8.70 
9.90 
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SECTION 1400 

, PAR· METAL RACK PANELS 19"· 24"· 30" WIDE 
All panels on this page ~re uniformly slotted to fit STANDARD ALUMINUM BLANK PANELS 
universal cabinet racks and all type "A" racks.· They These aluminum panels are made from No. 3DD3-H14 
will also fit any other rack equipment having mul- aluminum alloy, caustic etched for proper paint ad-
tiple 1'\4"-%" spacings or what is commonly termed hesion. Panels 24" or '30." wide, made from ~t 
as W.E. spacing. aluminum~ are available on order. 
IN ADDITION TO FINISHES LISTED BELOW, 

19" WIDE PANELS - 118" ALUMINUM THEY MAY BE OBTAINED IN LIGHT GREY 
EQUIPMENT ENAMEL, OR MEDIUM GREY EN- Black Blue Grey Grey 
AMEL, PRIMER COAT ONLY SUPPLIED AT Wrinkle Wrinkle Hammertone 
SAME PRICE AS GREY HAMMERTONE EN- Cat. Cat. Net Panel Cat. Net 
AMEL. No. No. Price Height No. Price 

STANDARD STEEL BLANK PANELS 6675 G·6675 $ .90 1%" H·6675 $ .99 
118" . STEEL 6676 G·6676 1.26 3V2" H·6676 1.39 

6677 G·6677 1.74 5lfi1" H·6677 1.91 
6678 G-6678 2.22 7" H·6678 2.44 
6679 G·6679 2.70 8%" H·6679 2.97 

, 6680. G·668D 3.21 10%" H·6680 3.53 
6681 G·6681 3.78 12lfi1" H·6681 4.16 
6682 G-6682 4.29 14" H·6682 4.59 
6683 G-6683 4.83 15%" H·6683 5.31 

Standard fiat panels made from %" thick steel, 6684 G·6684 5.37 17lf2" H·6684 5.91 
either 19", 24", or 30" wide. Other finishes available 6685 G·6685 5.91 19lfi1" H·6685 6.50 
as mentioned in page heading. 6686 G·6686 6.47 21" H·6686 7.12 

19" WIDE PANELS - 118" STEEL 24" WIDE PANELS - Va" ALUMINUM 
Black Blue Grey Grey Black Blue Grey Grey 
Wrinkle Wrinkle Hammertone Wrinkle Wrinkle Hammertone 
Cat. Cat. Net Panel Cat. Net Cat. Cat. Net Panel Cat. Net 
No. No. Price Height No. Price No. No. Price Height No. Price 
6600 G·6600 $ .75 1%" H·6600 $ .83 6276 G·6276 $2.28 3lf2" H·6276 $2.51 
6601 G-660! .96 3112" H-6601 1.06 6277 G·6277 3.00 5lfi1" H·6277 3.30 
6602 G·6602 1.20 5lfi1" H·6602 1.32 6278 G·6278 3.81 7" H-6278 4.19 
6603 G·6603 1.47 7" H·6603 1.62 6279 G-6279 4.74 8%" H·6279 5.21 
6604 G·6604 1.74 8%" H·6604 1.91 6280 G·6280 5.73 10%" H·6280 6.30 
6605 G-6605 1.98 lOV2" H·66o.5 2.18 6281' G·6281 6.66 12lfi1" H·6281 7.33 
6606 G·6606 2.34 12lfi1" H·6606 2.57 6282 G·6282 7.62 14" H·6282 8.38 
660.7 G·6607 2.70 14" H·6607 2.97 6283 G·6283 8.58 15%" H·6283 9.44 
6608 G·6608 3.06 15%" H·6608 3.37 6284 G·6284 9.54 17lf2" H·6284 10.49 
6609 G·6609 3.39 17lf2" H·6609 3.73 6285 G·6285 10.47 19lfi1" H·6285 11.52 
6610. G·6610 3.72 19v.i" H·6610 4.09 6286 G·6286 11.40 21" H·6286 12.54 
6611 G·6611 4.05 21" H·6611 4.15 

30" WIDE PANELS - Va" ALUMINUM 
24" WIDE PANELS - 118" STEEL Black Blue Grey Grey 

Black -Blue Grey Grey Wrinkle Wrinkle Hammertone 
Wrinkle Wrinkle Hammertone Cat. Cat. Net Panel Cat. Net 
Cat. Cat. Net Panel Cat. Net No. No. Price Height No. Price 
No. No. Price Height No. Price 6376 G·6376 $2.73 3%" H·6376 $3.00 

6201 G·6201 $1.38 3V2" H·6201 $1.52 6377 G·6377 3.96 5lfi1" H·6377 4.36 
6202 G·6202 1.77 5lfi1" H·6202 1.95 6378 G·6378 5.19 7" H·6378 5.71 
620.3 G·6203 2.16 7" H·6203 2.38 6379 G·6379 6.42 8%" H·6379 7.06 
6204 G·6204 2.76 8%" H·6204 3.04 6380 G·6380 7.65 lOlf2" H·6380 8.42 
6205 G·6205 3.15 lOW' H·6205 3.47 6381 G·6381 8.88 12lfi1" H·6381 9.77 
620.6 G·6206 3.57 12W' H·6206 3.93 6382 G·6382. 10.11 14" H·6382 11.12 
6207 G·6207 4.35 14" H·6207 4.79 6383 G·6383 11.34 15%" H-6383 12.47 
620.8 G·62o.8 4.95 15%" H·6208 5.45 6384 G·6384 12.57 17V2" H·6384 13.83 
6209 G·6209 5.~0 17V2" H·6209 5.94 6385 G·6385 13.80 19lfi1" H·6385 15.18 
6210 G·6210 6.9 19lfi1" H·6210 6.70 6386 G·6386 15.00 . 21" H·6386 16.50 
6211 G·6211 6.60 21" H·6211 7.26 

30" WIDE PANELS - Ya" STEEL 19" WIDE PANELS-K6" ALUMINUM 

Black Blue Grey Grey Black Blue Grey Grey 
Wrinkle Wrinkle Hammertone 

Wrinkle Wrinkle 
Net 

Hammertone Cat. Cat. Net Panel Cat. Net 
Cat. Cat. Panel Cat. Net No. No. Price Height No. Price 
No. No. Price Height No. Price 

6675·3 G-6675·3 $1.65 1%" H·6675·3 $1.74 
6301 G·6301 $2.10 3V2" H·6301 $2.31 6676·3 G·6676·3 2.28 3lf2" H·6676·3 2.40 
630.2 G·6302 2.55 5lfi1" H·6302 2.81 6677·3 . G·6677-3 3.36 5lfi1" H-6677·3 3.54 
6303 G-6303 3.00 7" H·6303 3.30 6678·3 G-6678·3 4.14 7" H·6678·3 4.38 
6304 G·6304 3.60 8%" H·63o.4 3.96 6679·3 G·6679·3 5.16 8%" H·6679·3 5.43 
630.5 G·6305 3.99 1o.lf2" H·63o.5 4.39 6680.·3 G·668o.·3 6.18 lOlf2" H·6680·3 6.51 
6306 G·6306 4.71 12lfi1" H·6306 5.18 6681·3 G·6681·3 7.20 12lfi1" H·6681·3 7.59 
630.7 G·6307 5.37 14" H·63G7 5.91 6682-3 G-6682·3 8.22 14" H·6682·3 8.64 
630.8 G·6308 6.00 15%" H·63o.8 6.60 6683·3 G·6683·3 9.30 15%" H·6683·3 9.78 
6309 G·6309 6.72 17V2" H·6309 7.39 6684-4 G·6684·3 10.35 171/2" H·6684·3 10.89 
6310 G·6310 7.44 19v.i" H·631O 8.18 6685·3 G·6685·3 11.40 19lfi1" H·6685·3 . 12.00 
6311 G·6311 8.16 21" H·6311 8.98 6686·3 G·6686·3 12.60 21" H·6686·3 13.26 
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SECTION 1400 

PAR·METAL RACK PANELS 19" & 24" WIDE 
(FOR FURTHER DESCRIPTION, SEE PRECEDING PAGE) 

SIDE HINGED BLANK PANELS 
];8" STEEL 19" WIDE 

These door panels are made from )Is" steel, hinged at the 
sides with a cowl type fastener to hold the door closed. 
May be mounted on racks with hinges on right or left side. 
Clear opening (width) is 15%". 
Standard finishes are -black wrinkle, blue grey wrinkle, or 
smooth grey hammertone enamel. Primer coat only is 
available at hammertone price. 

Black Blue Grey Grey 
Wrinkle Wrinkle Hammertone 
Cat. Cat. Net Panel Cat. -Net 
No. No. Price Height No. Price 

HP·350 GP-350 $3.15 31h" HA·350 $3.37 
HP-525 GP-525 3_27 514" HA-525 3.60 
HP-700 GP-70o 3.57 7" HA-700 3.93 
HP-875 GP-875 3.84 8%" HA-875 4.22 
HP-1050 GP-1050 4.14 101h" HA-1050 4.56 
HP-1225 GP-1225 4.41 1214" HA-1225 4.85 
HP-1400 GP-1400 4.77 14" HA-1400 5_25 
HP-1750 GP-1750 6.90 17¥2" HA-1750 7.59 
HP-2100 GP-2100 7_50 21" HA-2100 8.25 

GRILLE PANELS 19" WIDE - Va" STEEL 

This modern type ventilat­
ing grille panel is stamped 
into the panel itself; it is 
not a pieced assembly. 

Grey 
Black Grey Hammertone 

Wrinkle Wrinkle Net Panel Grille Cat. 
Cat. No. Cat. No. Price Size Size No. 
P-661 G-661 $2.94 5';4" 3%x14%" H-661 

. P-662 G-662 3.24 7" 4%x14%" H-662 
P-663 G-663 3.87 8%:' 6%x14%" H-663 
P-664 G-664 3.54 8%," *3%xI4%" H·6S4 
P165 G-665 - 4.29 10%" 8%x14%" H165 
P166 G-666 4.02 10%" *5%x14%" H-666 
P-667 G-667 4.35_ 12';4" *7%x14%" H-667 

* Allows 3%" space at bottom for ehassis mounting. 

STANDARD DESK PANELS 

These standard tables are 
rigidly made of }{l' thick 
furniture steel. The round­
ed front corners are of 
seamless construction and 
the flanges of the shelf are 
folded in to provide smooth 
edges underneath. 

Net 
Price 
$3.23 

3.56 
4.26 
3.89 
4.72 
4.42 
4.79 

They are securely mounted to regular )Is" steel panels, 
size 101,6 x 19". They may be obtained in two sizes and 
finishes as listed below. The tables are 22" wide to give 
full working space across the front of the racks when 
mounted in place. Shipping weight is 25 Ibs. 

Cat. No. 
BT-2216 
GT-2216 
HT-2216 
BT-2220 
GT-2220 
HT-2220 

Width Depth 
22" 16)'1 
22/1 16" 
22" 16" 
22'1' 20" 
22/1 20" 
22" 20" 

Finish 
Black enamel 
Blue Grey enamel 
Grey Hammertone 
Black enamel 
Blue Grey enamel _ 
Grey Hammertone 

Net 
Price 

$15.45 
15.45 
17.00 
16.95 
16.95 
18.65 

These panels are made from }{6" 

thick steel, with formed edges to 
make an overall thickness of 
Yll'. They are made 19" and 24" 
wide, with mounting holes on 
standard centers to fit relay 
racks. 

In addition to standard finishes listed, primer coat only 
can be supplied at same cost as hammertone enamel. 

19" WIDE FORMED PANELS - 1/16" STEEL 

Black 
Wrinkle 
Cat. 
No. 

P·601 
P·602 
P-603 
P·604 
P·605 
P·606 
P-607 
P·608 
P·609 
P-61O 
P-611 

Blue Grey 
Wrinkle 

Cat. 
No. 

G-601 
G·602 
G·603 
G-604 
G-605 
G-606 
G-607 
G·608 
G·609 
G-61O 
G-611 

Net 
Price 

$1.38 
1.56 
1.83 
2.19 
2.46 
2.88 
3.24 
3.72 
4.11 
4.53 
4.95 

Panel 
Height 

3W' 
514" 
7" 
8%" 

1O¥2" 
121fti" 
14" 
15%" 
171h" 
191fti" 
21" 

Grey 
Hammertone 

Cat. Net 
No. Price 

H-60! $1.52 
H·602 1.72 
H·603 2.01 
H·604 2.39 
H-605 2.71 
H-606 3.17 
H·607 3.56 
H·608 4.09 
H·609 4.52 
H-61O 4.98 
H·611 5.45 

24" WIDE FORMED PANELS- 1 116" STEEL 

Grey 
Hammertone 

Black 
Wrinkle 
Cat. 
No. 

P·641 
P·642 
P·643 
P·644 
P·645 
P·646 
P·647 
P·648 
P-649 
P·650 
P·651 

Blue Grey 
Wrinkle 

Cat. 
No. 

G-641 
G·642 
G·643 
G·644 
G-645 
G-646 
G-647 
G-648 
G·649 
G·650 
G-651 

Net 
Price 

$1.95 
2.37 
2.85 
3.42 
3.78 
4.14 
4.62 
5.22 
5.82 
6.45 
7.02 

Panel 
Height 

31h" 
51fti" 
7" 
8314" 

lOW' 
1214" 
14" 
15%" 
17W' 
1914" 
21" 

Cat. Net 
No. Price 

H·641 $2.15 
H·642 2.61 
H-643 3.14 
H-644 3.76 
H-645 4.16 
H·646 4.55 
H-647 5.08 
H-648 5.74 
H-649 6.40 
H-650 7.10 
H-651 7.72 

19" WIDE FORMED PANELS - 1/16" STEEL 
VENTILAUD TYPE 

Black Blue Grey 
Wrinkle Wrinkle 

Cat. Cat. 
No. No. 

PV·603 GV-603 
PV·604 GV·604 
PV·605 GV-605 
PV·606 GV·606 
PV,611 GV-611 

Net 
Price 

These are standard formed pan 

els with louvre type ventilatio: 
as shown above. Primer COR 

only available at same price a 
hammertone. Same panels can b 
supplied in 24" width if require( 

Grey 
Hammertone 

Panel Cat. Net 
Height No. Price 

$3.45 7" HV-603 $3.80 
3.90 8314" HV-604 4.29 
4.29 10¥2" HV·605 4.72 
4.86 1214" HV·606 5.35 
,7.56 21" HV-611 8.32 
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SECTION 1400 

PAR·METAL - DESK CABINETS - AMPLIFIER CHASSIS 

DELUXE TYPE CABINETS 

These cabinets make attrac­
tive housings for commercial 
and amateur use. The formed 
type door, with modern han- . 
dIe, is hinged at the back for 
full access to the interior. 
Chrome finished mouldings 
are mounted on the front at 
top and bottom. Cabinet has 
ventilating louvres on each 

side, and full width opening at back for leads, etc. 
Standard finish is blue grey ripple enamel. Prices do 
not include chassis which are listed on PAR METAL 
Page 23. 

. Catalog Overall Panel Shp. Wt. Net 
No. Dimensions Size For Chassis Lbs. Price 

CA·.300 9x12 'Alx 8" 8'hx10" 7x 9x2" 6 $ 7.95 
CA·301 9x16'Alx 8" 8'hx14" 1x13x2" 9.00 
CA·302 10xl1'Alxll" 9¥.,x15" 10.14.S" 12.15 
CA·303 10x20'Alx 9" 9'hxI8" 8x17x3" 11 12.15 
CA·304 13x20'Alxl2" 12¥.,x18" 10xl1x3" 15 13.65 

ROUNDED CORNER TYPE CABINETS 

Standard type cabinets are 
similar in design to those 
listed above. They have flat 
type doors, hinged at back to 
permit full access to the in­
terior. The vertical front cor­

ners are rounded; ventilating louvres are stamped in 
both sides, and full width opening is provided at the 
back for leads. Standard finish is blue grey ripple 
enamel. Prices do not include chassis, which are listed 
on PAR METAL Page 23. 

Catalog Overall Panel Shp. Wt. Net 
No. Dimensions Size For Chassis Lbs. Price 

CA·200 8'hxl0'Alx 8" 8¥.,x 8" 7x 7x2" $ 5.85 
CA·201 8'hxI2'Alx 8" 8¥.,x10" 1x 9.2" 6.30 
CA·202 8¥.,x16'Alx .8" 8¥.,xI4" 1x13x2" 7.65 
CA·203 9¥.,x11'Al.ll" 9¥.,x15" 10x14x3" 11 10.05 
CA·204 12¥.,x20'AlxI2" 12¥.,x18" 10x11x3" 15 11.85 

SLOPING FRONT CABINETS 

- Rear of case is 
connections. 

May be readily adapted as in­
strument cases for use in 
studios, laboratories, etc. 
- Top corner is rounded and 

trimmed with a chrome 
moulding, and with the 
blue grey ripple finish 
makes a very attractive 
case. 

- A chassis may be mounted 
to a front panel and re­
moved as a unit. 

ventilated, with an opening for 

- Prices do not include chassis, 
PAR METAL Page 23; 

which are listed on 

Catalog Overall Shp. Wt. Net 
No. DimensiOns For Chassis Lbs. Price 

SF·SOO 8x 8. 8" 7x 7x2" 6 $ 5.70 
SF·SOI 8x10x 8" 7x 9x2" 6.30 
SF·S02 8x14x 8" 7x13x2" 6.75 
SF·S03 9x18x 8" 7x17x3" 10 8.40 
SF·S04 12x18x12" 10x17x3" 14 10.20 

SLOPING FRONT TYPE 

These new foundations follow the 
latest trend in amplifier design. The 
combination of sloping front panel 
and streamlined cover enables you to 
build up a job similar to that used on 
commercial deluxe type amplifiers. All 
parts are finished in blue grey ripple 
enamel, trimmed with red-striped 
chrome finished mouldings and handles. 

The front panel is removable and protrudes 3" from the face of 
the screen cover. Chassis are supplied WITH bottom plates. 

Cat. No. 

F·I0120 
F·I0l70 
F·13170 

Chassis Size 

10x12x3" 
10xl113" 
13x17x3" 

Screen Cover Shp. Wt. Lbs. Net Price 

6¥.," high 11 $ 8.40 
6'h" high 13 9.90 
6'h" high 15 10.80 

ROUNDED CORNER TYPE 
Rounded corners effectively stream­
line the screen covers of these chas­
sis. Ventilation is obtained through 
rectangular screen openings. The 
moulding and handles, finished in 
chrome with red striping, gives the 
units a· distinctive, modern design. 

The screen cover is finished in blue 
grey ripple enamel to contrast with 
the black chassis. Chassis are drilled 

for bottom plates, which are listed on PAR METAL Page 211, 
Cat. No. 

OF·SIO 
DF·6IS 
OF·717 
DF·IOI2 
DF·IOI7 
OF·1317 

Cat. NOo· .. 

SM.·12 
SM·.32 
SM·13 
SM·.3.3 

Cat. No. 
MC·442 
MC·458 
MC·596 
MC·654 
MC·666 

Chassis Size Depth of Cover Shp. Wt. Lbs. Net Price 

5xl0x3" 6" 7 $5.10 
6x14x3" 6" 8 5.67 

7x17x3" 6" 9 6.57 
lOx12x3" 6" 9 6.57 
lOx17xS" 6" 10 7.35 
13x17x3" 6" 12 8.76 

UTILITY CASES & CANS 
STEEL METER CASES 

These meter cases may be obtained for 2" 
and 3" meters, in both single and triple 
units. 

They are substantially made of steel, with 
welded joints, and black ripple enamel finish. 
Top front corner is rounded. 

Meters 

Single 2" 
Three 2" 
Single 3" 
Three 3" 

Meter Hole 

2%" 
2%," 
2U" 
2U" 

Shp. Wt. Lb •• . Net Price 

1 $1.32 
2 3.00 
1 1.32 
2 3.00 

Shp. wt. 
Overall Size Lb •• 

4x 4x 2" 

4x 5x 3" 
5x 9x 6" 4 

6x 5x 4" 3 
6x 6x 6" 

. STEEL UTILITY CASES 

These cases have flat tops and bottoms, 
which are removable. 
Made from 20 gauge sheet steel, with 
flanged edges and spot-welded corners. 
Finished in black ripple enamel. 

Net Shp. Wt. Net 
Price Cat. No. Overall Size Lbs. Price 

$1.11 MC·8101 8xlOxlO" 7 $3.51 
1.32 MC·8107 8xlOx 7" 3.21 
2.28 MC·1l28 llx12x 8" 3.96 
1.47 MC·1597 15x 9x 7" 4.32 
1.92 

PAR-METAL PRODUCTS CORP. - Long Island City 3, N. Y. 
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SECTION 1400 

PAR-METAL BLANK CHASSIS BASES 
, 

VERTICAL RACK MOUNTING CHASSIS 

Catalog No. Height 

AC-430 1%:' 
AC-431 3%" 
AC-432 51,4" 
AC-433 7" 
AC-434 8%," 
AC-435 10%" 
AC-436 12%" 
AC-437 14" 

TO FIT 19" STANDARD RACKS 
These chassis are suitable for installation in 
all cabinet relay racks. They may also be 
used on Deluxe channel racks listed on 
PAR-METAL Page 18. Material used is K/' 
aluminum, with corners welded for added 
rigidity. Etched finish on inside and outside. 
All chassis are 5);4" deep; overall width is 
19"; chassis width inside is 16%". 

Shi pping Wt. Lbs. Net Price 

2 $2.70 
3 3.09 
3 3.51 
4 3.90 
5 4.29 
5 4.80 
6 5.46 
7 5.97 

VERTICAL RACK MOUNTING CHASSIS 
TO FIT 19" STANDARD RACKS 

These chassis are fabricated from K{ thick alumi­
num with etched finish, or K6" thick steel, zinc 
plated. Overall length including mounting flanges 
is 18%". They are designed to mount under 19" 
wide formed panels listed on PAR METAL Page 
21. The 41K6" height is for use with 5);4" high 
panels, 61K6" for 7" high panels, etc. 

Additional slots are provided in chassis side flanges to clear panel attachment 
screws. Although chassis are 18%" overall width, they will fit on any relay rack. 

ALUMINUM Net 
Cat. No. Price 

AC-402 $3.98 
AC-403 4.54 
AC-404 5.10 
AC-405 5.64 
AC-406 6.30 

-----~_____ _ __ --.J 

I....----------

STEEL Net 
Chassis Dimensions Cat. No. Price 

4-15/16"x17"x3" SC-402 $3.06 
6-11/16"x17"x3" SC-403 3.45 
8- 7/16"x17"x3" SC-404 3,,84 

10- 3/16"x17"x3" SC-405 4.23 
11-15/16"x17"x3" SC-406 4.59 

PANEL MOUNTING BRACKETS FOR 
BASIC SLIDE ASSEMBLIES 

These brackets are useful for attaching rack 
panels to the sliding shelves of our series "BS" 
basic slide assemblies listed on Par-Metal page 
9. Special short screws and nuts are supplied 
for mounting brackets which assures free 
movement of the shelf after assembly. 

Brackets are made from K6" steel, zinc plated. Brackets are 6~" high at front, 
and 3~" at back. Front flange is U6'~ wide. Made in two lengths, for 14" and 
20" deep shelf assemblies. Price listed below is for one pair of brackets, with 
mounting screws and nuts. 

Cat. No. 
BR-14 
BR-20 

Length 
14'4" 
20'4" 

To Fit Assembly 
BS-1980 

BS-1940, 2419, 2424 

CHASSIS MOUNTING BRACKETS 

Net Price 
$2.55 pair 

3.45 pair 

These brackets are made for assembly with our standard or heavy 
duty type chassis listed on this page. Panels must be at least 7" high. 
Finished in black enamel or zinc plated. Made from lh6" thick steel. 

Black Shp. Wt. Net 
Cat. No. Dimensions Lbs. Price 
SB- 78 For 8" Base 2 $1.05 
SB-710 For 10" Base 2 1.23 
SB-711 For 11" Base 2 1.32 
SB-713 For 13" Base 3 1.50 
SB-717 For 17" Base & Larger 4 2.31 

BLANK STEEL CHASSIS 

Stamped from one piece of cold 
rolled steel zinc-plated. and have 
four solid sides with welded cor­
ners. Bottom edges are flanged in 
on. four sides to provide addi­
tional reinforcement, and they are 
drilled for bottom plates. The 
chassis are made from #20 gauge 
steel, except those marked (*) 
which are stamped from 116" steel 
exactly like for heavy-duty use. 

Cat. No. 
Zinc 

Plated 

C-4500 
C-4507 
C-4508 
C-4509 
(;-4510 
C-4511 
C-4512 
C-4513 
C-4514 
C-4518 
C-4515 
C-4502 
C-4531 
C-4532 
C-4525 
C-4524 
C-4528 
C-4529 
C-4526 
C-4533* 
C-4534* 
C-4516 
C-45.17 
C-4530 
C-4535* 
C-4536* 
C-4537* 
C-4540* 

Size 

5lhx9'hxi Ih" 
5x 7x2" 
5xl0x3" 
6x14x3" 
7x 7x2'" 
7x 9x2" 
7xllx2" 
7x13x2" 
7x15x3" 
.4x17x3" 
7x17x3" 
8x12x3" 
8x17x2" 
8x17x3" 

10x12x3" 
lOxax3" 
10x17x2" 
10x17x4" 
10x17x3" 
l1x17x2/1 
llx17x3" 
12x17x2" 
12x17x3" 
12x17x4" 
13x17x2" 
13x17x3" 
13x17x4" 
17x17x4" 

Shp. Wt. Net 
Lb.. Price 

2 
2 
3 
4 
2 
2 
3 
3 
4 
4 
4 
5 
4 
5 
4 
5 
5 
7 
7 
7 
9 
5 
6 
6 
8 
9 

10 
13' 

$1.08 
1.08 
1.38 
1.77 
1.08 
1.29 
1.41 
1.56 
1.83 
1.74 
1.98 
1.86 
1.83 
1.98 
1.89 
2.01 
2.04 
2.46 
2.22 
2.91 
3.18 
2.31 
2.55 
2.88 
3.12 
3.51 
3.87 
4.65 

STEEL BOTTOM PLATES 
Bottom plates have holes to match 
our standard or heavy duty type 
chassis listed on this page, and 
have pressed "bumpers" at the 
corners. Made from #20 gauge 
steel, 'zinc plated. I 

Cat. No. 
Zinc 

Plated 

CP-4507 
CP-4502 
CP-450'0 
CP-4508 
CP-4509 
CP-45,10 
CP-4511 
CP-4512 
CP-4513 
CP-4514 
CP-4518 
CP-4515 
CP-4531 
CP-4525 
CP-4524 
CP-4528 
CP-453{1 
CP-45,l6 
CP-4535 
CP-4540 

Shp. Wt. Net 
Size Lb.. Price 

5x7" $0.39 
8xf2" .84 

5·lhx91h" .48 
5xlO" .48 
6x14" .63 
7x 7" 
7x 9" 
7xll" 
7x13" 
7x15" 
4x17" 
7x"17" 

8x17" 
lOx12" 
10x14" 
10x17" 
llx17" 
12x17" 
18x17" 
17x17" 

2 

2 

2 
2 
2 
2 
2 

.57 

.66 

.69 

.75 

.78 

.60 

.87 

.9.0 

.87 

.90 
1.08 
1.05 
1.20 
1.26 
1.71 
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22" and 25112'; DEEP 
for 19" and 24" PANElS 
Designed for MULTIPLE IN­
STALLATIONS and for use 
with PREM-O-RAK CONSOLE 
CABINETS 

• TOPS OF FRONT AND REAR ARE 
ROUNDED. 

• Fra",e Made of No. 14 gauge steel. 

• Supplied with one poir ;Ii'." thick 
panel mounting angles and tapped 
12/24 on E.I.A. spacings. Adjustable 
to 0 ny desi red position. 

• Panel mounting ongles are held in 
ploce at three points by Ya" car· 
riage bolts. 

• Frame completely welded through. 
out. 

• Top of frame is solid. C'utout fur· 
nished at no additional charge. 

• Knockouts supplied on sides of up· 
rights for use in ganging frames. 

• A rectangular cutout is provided in 
bottom for leads, etc. 

• Rectangular knockollts provided on 
front and rear of uprights of frame 
to accommodate hinge and handle 
brackets, so that door can be 
mounted either left or right hand. 
Doors can be mounted to front or 
rear of frame. 

.• Holes punched in bottom to accom· 
modate CA·4 (2") and CA·5 (3") 
casters. 

• Finished in Gray Hammertone. 

ORDERING 
(jUIDE 

) 

SECTION ,1400 I, 

MODULAR Rounded Corner FRAMES 

Above unit consists of Frame (F 
Series), 2 End Panels (CEP Series) 
and Door (OF Series). 

22" DEEP 
Shpg. Wt. 

Cot. No. Lb •• Net Price 

F·42·22 50 $78.00 
F·52·22 65 84.60 
F·61·22 80 95.85 
F·70·22 100 112.44 
F·77·22 110 115.59 

FRAMES 

Height 

48%" 
59'18" 
677/8" 
76%" 
83%" 

F FRAME 

2211 WIDE 
25'12" DEEP 

Ponel Spoce Cot. No. 

42 x 19" F·42·255 
' 521/2 x 19" F·52·255 
61',4 x 19" F·61·255 
70 x 19" F·70·255 
77 x 19" F·77·255 

Above unit consists 
of Frame (F Series), 
2 End Panels (CEJ> 
Series), Flush Door 
(CD Series), Louvred 
Panel (FPL Series) 
and Formed Panels 
(FP Series) 

Shpg. Wt. 
Lb •. Net Price 

58 $81.96 
75 88.80 
92 105.60 

115 123.60 
127 127.20 

FRAMES - 27/1 WIDE 
F·2761·22 
F·2770·22 
F·2777·22 

FRAME 

Cat. No. 

F-42-22 
F-52-22 
F-61-22 
F-70-22 
F-77-22 
F-42-255 
F-52-255 
F-61-255 
F-70-255 
F-77-255 
F-2761-22 
F-2770-22 
F-2777-22 
F-2761-255 
F-2770-255 
F-2777-255 

90 
110 
120 

Use 

105.00 
123.60 
126.00 

END PANEL 
(Page 9) 

Cat. No. 

CEP-42-22 
CEP-52-22 
CEP-61-22 
CEP-70-22 
CEP-77-22 
CEP-42-255 
CEP-52-255 
CEP-61-255 
CEP-70-255 
CEP-77-255 
CEP-61-22 
CEP-70-22 
CEP-77-22 
CEP-61-255 
CEP-70-255 
CEP-77-255 

677/8" 
76%" 
'83%'-

Use 
DOOR 

(Page 9) 

Cat. No. 

OF-42 
OF-52 
OF-61 
OF-70 
OF-77 
OF-42 
OF-52 
OF-61 
OF-70 
OF-77 
OF-2761 
OF-2770 
OF-2777 
OF-2761 
OF-2770 
OF-2777 

ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 1 

6J1,4 x 24" 
70 'x-24" 
77 -x 24" 

F·2761·255 
F·2770·255 
F·2777·255 

Use 

98 
123 
135 

Use VERTICAL SIDE MOUNTING 
SIDE SUPPORT BRACKETS 

(Page 11) (Page 11) 

Cat. No. Cat. No. 

PVS-422 5MB-24 
PVS-522 5MB-24 
PVS-612 5MB-24 
PVS-702 5MB-24 
PVS-772 5MB-24 
PVS-422 5MB-24 
PVS-522 5MB-24 
PVS-612 5MB-24 
PVS-702 5MB-24 
PVS-772 5MB-24 
PVS-612 5MB-24 
PVS-702 5MB-24 
PVS-772 5MB-24 
PVS-612 5MB-24 
PVS-702 5MB-24 
PVS-772 5MB-24 

114.60 
135.60 
138.00 

Use 
SHELF 

(Page 11) 

Cat. No. 

S-2419 
S-2419 
S-2419 
S-2419 
S-2419 
5-2419 
S~2419 
S-2419 
S-2419 
S-2419 
S-2424 
S-2424 
5-2424 
S-2424 
S-2424 
S-2424 
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SECTION 1400 

lP1B!!WlllE 
IS" and 24"DEEP For 19", 24" and 30" PANELS @ 
• DESIGNED FOR MULTIPLE INSTAL­

LATIONS 

• TOPS of FRONT and REAR are 
SQUARE 

• FRAMES ACCOMMODATE 
FLUSH SIDE PANELS (FL Series) or 
ROUNDED SIDE PANELS (SP Series) 

• Frame made of No. 14 gauge steel. 

• Supplied with one pair ;!j." thick panel mount­
ing angles and tapped 12/24 on E.I.A. spac· 
ings. Adjustable to any desired position. 

• Panel mounting angles are held in place at 
three points by Yo" carriage bolts. 

• Frame completely welded throughout. 

• Top of frame is solid. Cutout furnished at no 
additional charge . 

• ' Knockouts supplied on sides of uprights for use 
in ganging frames. 

• A rectangular cutout is provided in bottom for 
leads, etc. 

• Rectangular knockouts provided on front and 
rear of uprights of frame to accommodate 
hinge and handle brackets, so that door can 
be mounted either left or right hand. Doors can 
be mounted to front or rear of frame. 

'Above unit consists of Frame (PRX 
Series), Rounded Side Panels (SP 
Series) and Door (DF Series) 

• Holes punched in bottom to accommodate CA-4 
(2") and CA-5 (3") casters. 

• Finished in Gray Hammertone. 

PRX FRAME 

Above unit consists of 
Frame (PRX Series), Flush 
Side Panels (FL Series) 
and Door (OF Series) 

18" DEEP 22" WIDE 24" DEEP 
Cat. No. Shpg. Wt . .Lbs. Net Price Height Panel Space Cat. No. Shpg. Wt. Lbs. Net Price 

PRX-42 48 $46.80 481fa" 42 x 19" PRX-42-24 58 $70.80 
PRX-52 60 57.60 511%" 52112 x 19" PRX-52-24 72 78.00 
PRX-61 70 71.70 67%" 6J1~ x 19" PRX·61-24 85 99.54 
PRX·70 88 86.76 761fa" 70 x 19" PRX-70·24 108 118.56 
PRX·77 100 88.56 831fa" 77 x 19" PRX·77-24 12'0 126.00 

27" WIDE 

PRX-2761 100 80.58 67%" 611/4 x 24" PRX-2761·24 134 112.38 
FRAMES 

PRX-2770 104 95.58 761fa" 70 x 24" PRX·2770-24 140 123.00 
PRX·2777 116 100.20 831fa" 77 x 2411 PRX-2777-24 156 128.76 

33" WIDE 

PRX·3361 122 85.56 67%" 611~ x 30" 

I 
PRX-3361-24 162 118.80 

PRX,·3370 126 109.14 761fa" 70 x 30" PRX-3370-24 169 140.64 
PRX·3377 142 110.76 831fa" 77 x 30" PRX·3377 -24 190 143.52 

USE EITHER ORDERING GUIDE Use 
ROUNDED FLUSH Use Use VERTICAL SIDE MOUNTING Use 
END PANEL OR ENDPANU DOOR SIDE SUPPORT BRACKE·TS SHELVES 

FRAME (Page 9) (Page 9) (Page 9) (Page Il) (Page 11) (Page 11) 
Cat. No. Cat. No. Cat. No. Cat. No. Cat. No. Cat. No. Cat. No. 

PRX-42 SP·42 FL·42 DF-42 PVS·422 5MB·18 5-1819 
PRX-52 SP-52 FL·52 DF-52 PVS·522 5MB-18 5-1819 
PRX-61 SP·61 FL·61 DF-61 PVS·612 5MB-18 5-1819 
PRX-70 SP-70 FL·70 DF·70 PVS-702 5MB-18 5-1819 
PRX·77 SP·77 FL-77 DF·77 PVS·772 5MB-18 5-1819 
PRX-42-24 SP-42-24 FL-42-24 DF-42 PVS-422 5MB·24 5-2419 
PRX·52·24 SP-52-24 FL·52-24 DF-52 PVS-522 5MB-24 5·2419 
PRX-61-24 SP-61-24 FL-61-24 DF-61 PVS·612 5MB-24 5-2419 
PRX-70-24 SP-70-24 FL-70-24 DF-70 PVS·702 5MB-24 5-2419 
PRX-77-24 SP-77·24· FL-77-24 DF-77 PVS-772 5MB-24 5-2419 
PRX-2761 SP-61 FL-61 DF-2761 PVS-612 5MB·18 5-1824 
PRX-2770 SP-70 FL-70 DF-2770 PVS·702 5MB-1.8 5-1824 
PRX-2777 . SP-77 FL·77 DF-2777 PVS·772 5MB-18 5-1824 
PRX-2761-24 SP-61-24 FL-61-24 DF-2761 PVS-612 5MB-24 5-2424 
PRX-2770·24 SP-70·24 FL-70-24 DF-2770 PVS-702 5MB-24 5·2424 
PRX-2777-24 5P·77-24 FL-77-24 DF-2777 PVS·772 5MB-24 5-2424 
PRX-3361 SP-61 FL·61 , DF-3361 PVS-612 5MB-18 5·1830 
PRX·3370 SP-70 FL-70 DF-3370 PVS-702 5MB-18 5-1830 
PRX-3377 SP·77 FL-77 DF-3377 PVS-772 5MB-18 5-1830 
PRX-3361·24 SP·61-24 FL-61-24 DF-3361 PVS-612 5MB-24 5-2430 
PRX·3370-24 SP-70-24 FL-70·24 DF-1:l70 PVS-702 5MB-24 5-2430 
PRX-3377·24 SP-77-24 FL-77·24 DF-3377 PVS-772 5MB·24 5-2430 
ALL PRICES F.O.B. N. Y. 59, N: Y. PREMIER PAGE 2 
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SECTION 1400 

rPlBWWllllJ R HEAVY DUTY RACKS 

FOR 19" I 24" AND jo" RACK PANELS - IS" AND 24" DEEP @ 
• Rigidly constructed of # 16 gauge steel with a # 12 gauge 

steel bottom and welded throughout. 

• Panel mounting angles are Ji'6" thick and are tapped 12-24 
on E.I.A. spacings. 

• Rear doors are hung on sturdy slip-jointed hinges and closed 
by a chrome handle. 

• A rectangular cut-out is made in the bottom for leads ,etc. 

• RM-7030 Rack supplied with double rear doors and with 
a 3-point locking device. 

• All racks are supplied without louvres on sides unless 
specified. 

• Vertical rounded corner "J" type moldings are supplied. 

• When joining racks for multiple installation, specify amount 
'of center "U" type moldings (supplied at no additional cost) . 

EXAMPLE: Three RM-3619 requires two "J" and two "U" 
moldings. 

• Tops and bottoms are trimmed with red striped ch'rome 
moulding. 

• Panel mounting angles are .adjustable to any distance from 
the front by means of channel slides on RMA Racks. 

• A Duplex Receptacle and Outlet Box are furnished in the 
Back Under the Door. 

• Racks finished in either Black or Gray wrinkle, Gray or 
Brown Hammertone. 

• BLACK WRINKLE FURNISHED IF COLOR IS NOT SPECI­
FIED. 

RM-7030 Model 

RM MODEL 

18" DEEP RACKS 

All RM Racks can be furnished with adjustable 
panel mounting angles at no additional cost. 
Specify RMA. 

SPECIFY COLOR WHEN ORDERING 

Cat. 

24" 

Cat. Panel Shp. Wt. Net No. HxW 
No. HxW Space Lbs. Price RM·3619·24 42"Vsx22" 

RM-3619 42"Vsx22" 363,4x19" 100 $ 66.15 RM·4219-24 48 Vax22" 
RM.6119·24 673jgx22" 

RM-4219 48Vsx22" 42 x1911 130 78.00 RM·7618-24 76Vax22" 
RM·7719·24 83Vsx22" 

RM.6119 673fsx22" 61 V4x19" 150 86.01 RM·7030 76Vsx33" 

RM-7(i18 170 
RMA·2742 48Vsx27" 

76Vsx22" 70 x19" 105.84 RMA-2761 673fsx27" 

RM~7719 83Vsx22" 77 x19" 1.90 109.20 RMA-2770 76Vsx27" 
RMA-2777 83Vsx27 

ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 3 
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RMA Model 

DEEP RACKS 

Panel Shp. Wt. Net 
Space Lbs. Price 

363,4x19" 110 $ 84.00 
42 x19" 130 93.05 
61 V4x19" 175 122.40 
70 x19" 200 132.30 
77 x19" 225 148.86 
70 x30" 240 191.85 
42 x24" 170 120.78 
61 %x24" 210 137.58 
70 x24" 240 148.59 
77 x24" 270 165.39 

© U.C.P., Inc. 



Cat. 
No. 

FD-3619 

FD-4219 

FD-6119 

FD-7019 

FD-7719 

© U.C.P., Inc. 

SECTION 1400 

II HEAVY DUTY RACKS 

FD SERIES 

1811 DEEP RACKS 

HxW 
Panel Shp. Wt. Net 
Space Lbs. Price 

42"Vsx22" 363,4xI9" 115 $102.39 

48Vsx22" 42 x19" 120 108.00 

673jgx22" 61 V4xI9" 175 115.77 

76 Vsx22" 70 x19" 200 132.30 

83 Vsx22" 77 x19" 220 142.23 

WITH FRONT DOORS @ 
FOR 19" AND 24" RACK PANELS 
18" AND 24" DEEP 

• Rigidly constructed of # 16 gauge steel with a # 12 gauge 
steel bottom and welded throughout. 

• Panel mounting angles are ~6" thick and are tapped 12-24 
on E.I.A. spacings. 

• Rear doors are hung on sturdy slip-jointed hinges and 
closed by a chrome handle. Locking handle' with 2 keys 
available at additional cost. 

• All racks are supplied without louvres on sides and front 
doors unless specified. 

• A rectangular cut-out is made in the bottom for leads, etc. 

• Tops and bottoms are trimmed with red striped chrome 
moulding. 

• Front door supplied with locking handle and 2 keys. 

• Panel mounting angles are adjustable to any distance from 
the front by means of channel slides. 

• A Duplex Receptacle and Outlet Box are Furnished in the 
Back Unde,r the Door. 

• Racks finished in either black or gray wrinkle, Gray or 
Brown Hammertone. 

• BLACK WRINKLE IS FURNISHED IF COLOR IS NOT 
SPECIFIED. 

2411 DEEP RACKS 

Cat. Panel Shp. Wt. Net 
No. HxW Space Lbs. Price 

FD-3619-24 42"Vsx22" 363,4xI9" 125 $100.80 
FD-4219-24 48Vsx22" 42 x19" 150 111.00 
FD-61l9-24 673jgx22" 61 V4x19" 200 152.16 
FD-7019-24 76Vsx22" 70 x19" 255 158.76 
FD-7719·24 83 Vsx22" 77 x19" 270 181.89 
FD-2742 48Vsx27" 42 x24" 180 140.19 
FD-2761 673jgx27" 61 V4x24" 230 165.39 
FD-2770 76 Vsx27 " 70 x24" 260 17-6.22 
FD-2777 83Vsx27" 77 x24" 290 198.45 

SPECIFY COLOR WHEN ORDERING 

Self-Spraying LACQUER 
Available in 3 Colors 

Cat. No. 

SGL-l0l 

GHL-l02 

BHL-l03 

To Match 

Premier Gray Wrinkle 

Premier Gray Hammertone 

Premier Brown Hammertane 

NET PRICE: $1.95 EACH 12 oz. CAN 

ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 4 
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CASTERS FOR RACKS 
AND CABINETS 

Made of Plaskite nan.marking composi. 
tion wheel with Ball Bearing Swivel Plate. 
Packed one set of 4 in box with screws 
for assembly. 

Catalog Wheel 
No. Dia. Net Price 

CA-4 

CA-5 

2" 
3" 

$3.60 set of 4 

7.20 set of 4 
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SECTION 1400 

PREM·~·RAK~ MODULAR CONSOLE SYSTEM 

Cat. No. Width 

FS-IOOI 22" 
FS-I002 22" 
FS-I003 27" 
FS-I004 27" 

FRAME 
Cat. No. 

FS-l00l 

FS-l002 

FS-l003 

FS-l004 

Height Depth 

50" 22" 
47" 22" 
50" 22" 
47" 22" 

1 0 V:i" and 1 7 V2" 

SLOPED FRONT 
CONSOLE FRAMES 
FOR 19" and 24" PANELS 

• Tops 01 Front and Rear Are Rounded 

• Designed lor Multiple Installations 

• Made 01 No. 14 Gauge Steel 

• Sloped Front Is 19° Irom Vertical 

• Frame Completely Welded Throughout 

• All Panel Mounting Angles Are Made 01 No. 
12 Gauge Steel and Tapped 10/32 on E.I.A. 
Spacings; Front and Rear Vertical Angles Are 
Adjustable to Any Desired Position. 

• Panels Fit Into %" Recess 

• Holes Punched in Bottom to Accommodate CA·4 
(2") and CA·5 (3") Casters 

• A Rectangular Cutout Is Provided in Boltom lor 
Leads, etc. 

• Finished in Gray Hammertone. 

Sloped Front Front Rear 
Vertical Panel Sp'ace Vertical Space 
Space 

17 V2 x 19" 26V4 x 19" 42 x 19" 
10V2 x 19" 29%x19" 42x 19" 
17 V2 x 24" 26V4 x 24" 42 x 24" 
10V2 x 24" 29% x 24" 42 x 24" 

Ship. Wt. Net 
Lbs. Price 

66 $80.40 
64 78.00 
76 88.20 
74 86.40 

ORDERING GUIDE 
USE END PANEL 

(Page 9) 
Cat.No. 

CEP-1201 
LH and/or RH 
CEP-1202 
LH and/or RH 
CEP-1201 
LH and/or RH 
CEP-1202 
LH and/or RH 

USE REAR DOOR USE SHELF 
(Page 8) (Page 7) 
Cat. No. Cat. No. 

CD-42 SH-l0l 

Above unit consists, of Frame CD-42 SH-l0l (FS Series), 2 End Panels 
(CEP.1201 Series), Writing 

CD-4224 SH-l02 Work Shelf (WW Series) and 
2 End Panels (CEP Series) for 

CD-4224 SH-l02 shelf. 

CONSOLE PEDESTAL FRAMES 
• TOPS OF FRONT AND REAR ARE 

ROUNDED. 
• Units are designed lor multiple installa­

tion. 
• Adjustable panel mounting angles Iront 

and rear are tapped lor 10/32 machine 
screws on E.I.A. spad ngs. 

• Panels fit into V." recess. 
• Two rectangular knockouts supplied on 

Height Height 

Cat. No. 
CPF-l0l 
CPF-l02 
CPF-l03 
CPF-l04 
CPF-l01-34 

with without 
Width Depth Casters Casters 

22" 22" 30" 29V." 
22" 22" 37" 36%" 
27" 22" 30" 29%" 
27" 22" 37". 36%" 
22" 34\4" 30" 29%" 

one top cross member to accommodate 
channels of Writing Work Shelf. 

• Brackets welded in base and punched to 
accommodate CA-5 (3") casters, and sup­
plied with adapter to accommodate CA-4 
(2") casters. 

• Frame made 01 No. 16 gauge steel; panel 
mounting angles 01 12 gauge steel. 

• Finished in Gray Hammertone. 
Front & Top 

Rear Panel 
Panel Space Space 

21 x 19" 
28 x 19" 
21 x 24" 
28 x 24" 
21 x 19" 

17V. x 19" 
17% x 19" 
17V. x 24" 
17V. x 24" 
293,4 x 19" 

Shpg. Wt. 
Lbs. 
45 
48 
50 
53 
54 

Net 
Price 

ORDERING 
GUIDE 

FRAME 
Cat. No. 

Use 
END PANEL 

(Page 9) 
Cat. No. 

Use 
DOOR 

(Page 8) 
Cat. No_ 

$56.04 
64.20 
6~.00 
72.00 
78.00 

Use 
SHELVES 
(Page 7) 
Cat. No. 

PREMIER PAGE 5 

CPF-l0l 
CPF-l02 
CPF-l03 
CPF-l04 
CPF-l04-34 

CEP-401 
CEP-402 
CEP-401 
CEP-402 
CEP-401-34 

CD-21 
CD·28 
CD-2124 
CD-2824 
CD-21 

SH-10l 
SH-l0l 
SH-l02 
SH-l02 
SH-l03 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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SECTION 1400 

PREM·O·RAK~ MODULAR CONSOLE SYSTEM 
• 

DIMENSIONS 
Width - 21%'" Depth - 18" 
Height - 18Y." Slope - 30· from vertical 
Upper panel space - 12\4" x 19" 
Lower panel space - 3V. x 19" 
Rear panel space - 15"A" x 19" 

Cal. No. 5hip. WI. Lbs. Net Price 

C5C-201 35 $49.80 

CONSOLE SLOPING CABINET 
• BOTH FRONT AND REAR HAVE ATTRACTIVE BALL CORNERS 

• Shipped knocked down with necessary hardware for easy assembly. 

• All screws for assembling console are not visible from the outside. 

• Both front and rear are tapped for 10/32 machine screws on E.I.A. 
spacings. 

• Interlocking removable rear panel made of perforated metal and held 
in place by four captive screws. 

• Made of No. 16 gauge steel. 

• Rear panel has 1 %" opening on bottom for leads, etc. 

• Panels fit into Yo" recess. 

• Base has 6 knockouts for leads and furnished with 4 rubber feet. 

• Components may be mounted on base before assembly of rack into 
a complete unit. 

• May be used individually or in multiples. 

• Handsomely finished in Two Tone Hammertone -
Top, cross·piece and base are .Gray Hammertone. 
Rear and side panels are Brown Hammertone. 

- -- - - - - - -- - - - - - -.- - - ------------- -- -- -------------- -------.--'--- -------------------------------- --------- -- ----- -- --- ------------------------- --------- -----------

One Triple C5C-201 consists of one C5C-201 and two CMS-301 

DESIGNED FOR MULTIPLE INSTALLATION 
The PREM·O·RAK CONSOLE CABINETS can be joined together 
to make multiple units by means of a center frame section 
which is bolted to the top, cross·piece and base. When' 
ordering multiple units specify number of units, such as Double, 
Triple, etc. 

30 0 and 45 0 WEDGE FRAMES 
• Designed for use in Semi-Circular Arrange­

ments when bolted to Pedestal Frames (CPF 
Series) or Transmitt·er Rack Frames (F Series) 

• Constructed ·of 16 gquge steel 

30° WEDGE RACK FRAMES 
Cat. No. Height Width For Use With 

WED·30·42·22 48%" 2211 F·42·22 
WED·30·52·22 59118" 22" F·52·22 
WED·30·61·22 677/8" 22" ' F·61·22 
WED·30·70·22 76%" 22" F·70·22 
WED·30·77·2'2 8351e" 22" F·77·22 
WED·30·42·255 485/8" 251/2" F·42·255 
WED·30·52·255 59'18" 251/2" F·52·255 
WED·30·61·255 67718" 251/2" F·61·255 
WED·30·70·255 760/8" 251/2" F·70·255 
WED·30·77·255 83%" 25'12" F·77·255 

45° WEDGE'RACK FRAMES 
Cat. No. 

WED·45·42·22 
WED·45·52·22 
WED·45·61·22 
WED·45·70·22 
WED·45·77·22 
WED·45·42·255 

. WED·45·52·255 
WED·45·61·255 
WED·45·70·255 
WED·45·77 ·255 

Height 

485h!" 
59'18" 
677/8" 
76%" 
83%" 
480/8" 
59'18" 
677/8" 
76718" 
83%" 

Width For Use WIth 

22" F·42·22 
22" F·52:22 
22" F·61·22 
22" F·70·22 
22" F·77·22 
25Y2" F·42·255 
251/2" F·52·255 
251/2" F·61·255 
251/2" F·70-255 
251/2" F·77 ·255 

Net Price 

$111.00 
120.00 
126.00 
135.00 
141.00 
133.20 
140.40 
144.00 
156.00 
162.00 

Net Price 

114.00 
123.00 
129.00 
138.00 
144.00 
136.20 
143.00 
147.00 
159.00 
165.00 

MULTIPLE SECTION for SLOPING CABINET 
Catalog No. Shipping Wt. Lbs. 

26 
Net Price 
$30.00 CMS-301 

EACH MULTIPLE SECTION comprises 5 pieces as shown: 

--1 3 "1+­

EXAMPLE: 

~-"~TOP 

~ 
CROSS-PI ECE 

~ 
BASE 

REAR 
INTERLOCKING 

PANEL 

One Double CSC·201 consists of one CSC·201 and one CMS·301 
One Triple CSC·201 consists of one CSC·20l and two CMS·30l 

• Completely welded throughout 

• Supplied with formed panel on rear 

• End panels (CEP Series) can be mounted to 
the side of wedge frames if desired 

• Finished in Gray Hammertone 

300 Wedge Pedestal Frames 
Catalog No. Height Width For Use With Net PricE 

WED·30·101 291/2" 22" CPF·l01 & 103 $93.0( 

WED·30·102 361/2" 22" CPF·l02 & 104 99.0( 

45 0 Wedge Pedestal Frame! 
Catalog No. Height Width For Use With Net Pric, 

WED·45·101 29112" 22" CPF·l01 & 103 $96.Oi 

WED·45·102 36'12" 22" CPF·l02 & 104 102.Oi 
ALL PRICES F.O.B. N. Y. 59, N. Y. 
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SECTION 1400 

PIt E :M: • ~. • RAKs MODULAR CONSOLE SYSTEM 
TURRET WITH FLAT SIDE PANELS @) _ Made of No. 16 gauge steel. 

_ All panel openings tapped for 
10/32 machine screws on E.I.A. spac­
ings. 

_ Flat side panels are assembled at 
factory before shipping. 

_ Frame finished in Gray Hammertone. 

_ Panels fit into V2" recess. 
Side panels finished in ,Brown Ham· 
mertone. 

DIMENSIONS 
Width - 22", Height - 12\4" or 17'h"', Depth - 17'h" or 12\4'" 
Sloped front panel ·space is 17'h" x 19" when mo·unted either 35° 

vertical. 
or 55° from 

Rear panel space - 8%" x 19", Bottom panel space - 14" x 19" 
* According to method of mounting. 

Catalog No. Shipping Wt. Lbs. 
TUR.3 20 

Net Price 

$34.80 

SLIDING 
DRAWERS 

_ Drawer is mounted on ball-bearing suspension slides which 
can sustain 40 Ibs. 

_ Drawer extends 11" from front of cabinet. 

_ Entire unit mounts to the· rear of the tapped holes of the 
panel mount.ing angles of cabinet. 

_ Furnished with attractive, round, chrome-plated handle. 

_ Shipped knocked down with all necessary hardware for easy 
assembly. _ Finished in Gray Hammertone. 

Will fit CPF Series, 18" deep POR Series, FS Series, Fond PRX 
Racks (when used with ather formed panels). 

DraWer Size' 
Cat. No. Panel Size W 0 H Shpg. Wt. Lbl. Nel Price 

0-1916 10% x 18~8" 17 16'/2 6 23 $18.00 

0-2016 6~a x 1117/a" 17 161f2 6 22 17.25 

0-2116 100x 23~8" 22 16'/2 6 25 21.60 

D-2216 67/8 x 23~8" 22 16'/2 6 24 20.70 

$I 

SHELF FOR PEDESTAL FRAMES (CPF SERIES) 
and SLOPED FRONT FRAMES (FS SERIES) 
_ Made of No. 16 Ga. Steel _ Finished in Gray Hammertone 

- Mounts to 10-32 tapped holes on side of Panel Mounting 
Angles. 

Cat. No. Depth Width - For use with ' Net Price 

SH-101 20X" 20U," . CPF-l01, CPF-l02 
FS-l001, FS-l002 $9.00 

SH-l02 20X" 25~l' CPF-l03, CPF-l04 
FS-l003, FS-l004 10.20 

SH-l03 32%" 20Ul' CPF-l01-34 12.00 

FOR~ICA WRITING PANELS 
·19" and 24" WIDE - '12" THICK 

GTay Linen Weave Pattern Formica bonded to plywood as top sur~ 
face; Unfinished Formica bonded to bottom surface. 

Cat. No. 
FWP-l019 
FWP-1419 
FWP-1719 

Panel Space 
10'/2" x 19" 
14/1 x 19" 
17'/2" x 19" 

19" WIDE 
Fits into 

WW-15-22 & WW-15-255 
WW-18-22 & WW-18-255 
WW-72-22 & WW-22-255, 
WTO-22-22 & Top Panel Space 
of CPF-l0l and CPF-l02 

Net Price 
$6.60 

8.40 

10.20 

FORMED PANELS - 19/1 and 24/1 WIDE 
_ Made of one piece of No. 16 gauge steel, with edges formed 

for overall depth of 'h". 
_ Each panel has only 2 mounting holes on each side. 

_ Finished in Gray or Brown Hammertone. 

r . 

i 
h • 

B LA N K 
19" WIDE 24" WIDE 

Shpg. Wt. Net Shpg. Wt. 
Cat. No. Lb •. Price Height Cat. No. Lbs. 

FP-319 2 $1.14 3'/2" FP-324 3 
FP-519 2'/2 1.32 51/4" FP-524 3'/2 
FP-719' 3 1.50 7" FP-724 4 
FP-819 4 1.83 83,4" FP-824 5 
FP-l019 I; 2.25 10'/2" FP-l024 6 
FP-1219 6 2.61 121/4" FP-12'24 7 
FP-1419 61/2 2.94 14" FP-1424 71/2 
FP-1519 7 3.39 153,4" FP-1524 8 
FP-1719 71/2 3.75 171/2" FP-1724 81/2 
FP-1919 8 4.11 19l,4" FP-1924 9 
FP-2119 9 4.50 21" FP-2124 10 
FP-2219 10 5.00 223,4" FP-2224 11 
FP-2619 11 5.55 26'/4" FP-2624 17 
FP-2819 12 6.0.0 28" FP-2824 13 

LOUVRED 
19" WIDE 24" WIDE 
Shpg. Wt. Net Shpg. Wt. 

Cat. No. Lbs. Price Height Cat. No. Lb •• 

FPL-719 3 3.15 7" FPL-724 4 
FPL-819 4 3.54 83,4" FPL-824 5 
FPL-l019 5 3.90 101/2" FPL-l024 6 
FPL-1219 6 4.41 121,4" FPL-I224 7 
FPL-1419 6'/2 4.74 14" FPL-1424 71/2 
FPL-I7.19 7'/2 5.55 17'/2" FPL-I724 8'/2 
FPL-2119 9 6.90 21" FPL-2124 10 
FPL-2619 11 7.74 261,4" FPL-2624 12 
FPL-2819 17 8.20 28" FPL-2824 13 

24" WIDE 

Cal. No. Panel Space Fit. into 

FWP-l024 
FWP-1424 
FWP-1724 

10'/2" x 74" 
14" x 24" 
171/2" x 24" 

WW-27.15-22, WW-2715-255 
WW-2718-22, WW-2718-255 
WW-2722-22, WW-2722-755, 
WTO-2722 & Top Panel Space 
of CPF-l03 & CPF-l04 

Net 
Price 

$1.38 
1.56 
1.80 
2.22 
2.70 
3.12 
3.54 
4.08 
4.50 
4.92 
5.40 
6.00 
6.66 
7.20 

Net 
Price 

3.78 
4.26 
4.68 
5.28 
5.70 
6.66 
8.28 
9.30 
9.84 

Net Price 

$7.20 
9.00 

10.80 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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SECTION 1400 

• • 
l?REM·O·RAK~ MODULAR CONSOLE SYSTEM 

• .... !f!I~)~~.~,ORK SHELVES @ 
• Tops Of Front And Rear Are Rounded • 
• Shipped Knocked Down • Finished In Gray Hammertone 
• Supplied with 31/2" x 19" Formed Panel . '. 
• Supplied With Channels And Brackets For Mounting To Inside 

of Frames 

END' PANELS FOR 
WRITING WORK SHELF 

• Ball carnered • Attaches to Writing Work Shelf by means 

of 2 captive screws'. Made of one piece of No. 18 gauge steel 

• Finished in Brown Hammertone 

Cat; No. L!;s. Used With Net Price 

CEP·15 11/2 WW·15·22, 15·255; 2715·22, 2715·255 $3.54 
CEP·18 2 WW·18·22, 18·255; 2718.22, 2718·255 3.78 
CEP·22 21/2 WW.22~22, 22·255; 2722.22, 2722·255 4.02 

WORK TOPS FOR 
MULTIPLE ASSEMBLY - 3" HIGH 

CWT Series 
Solid Type 

• Tops of front and rear ~re rounded. 

WTO Series 
Open Type 

• Designed for mounting between two Pedestal Frames or when 
used with End Pedestal (PE Series). 

• USE SHORT END PANELS (CSS Series) FOR THIS INSTAL. 
LATION. 

• Made of No. 16 gouge steel. 

• Finished in Gray Hammertone. 

Cat. No. 

CWT·601 

CWT·603 

CWT·601·.34 

WORK TOPS 
Solid Type " 

Width Depth 

22" 22" 

27" 22" 

22" 341/4" 

Open Type 

Shp. Wt. Lb •. 

14 

18 

20 

Cat. No. Width Deptli Panel Space. Shpg. Wt. Lbs. 

WTO-22-22 22" 22" 17V2 x 19" 9V2 

WTO-27-22 27" 22" 171f2 x 24" 11 

WTO-22-34 22" 3414" 293/4 x 19" 12 

Net Price 

$12.60 

15.00 

18.90 

Net Price 

$27.00 

32.40 

42.00 

DESIGNED FOR SINGLE OR MULTIPLE INSTALLATION 

3" HIGH 22" WIDE 
To Fit 22" DEEP FRAMES To Fit 251/2" DEEP FRAMES 

Shpg. Wt. Net Top Panel 
Space. Cat. No. Lb.. Price Dl!f>th Cat. No. 

WW·15·22 11 $36.00 10ll2" X 19" 15" WW·15·255 

WW·18·22 12 37.80 14" X 19" 181/2" WW·18·255 

WW·22·22 13 39.60 llll2" X 19" 22" WW·22·255 

27" WIDE 

Shpg. Wt. Net 
Lbs. Price 

12 $36.75 

13 38.55 

14 40.35 

WW·2715·22 14 41.40 law' X 24" 15" WW·2715·255 15 42.15 

WW·2718·22 15 42.60 14" x 24" 181/2" WW·2718·255 16 43.35 

WW·2722·22 16 43.80 17)/," x 24" 22" WW·2722·255 17 44.55 

END PEDESTAL and 
FOOT BRACE 

FOR DOUBLE UNIT ASSEMBLY 

• Made of No. 18 gauge steel 
• Ball cornered 
• End Pedestal mounts to Work Top 

CWT Series or WTO Series. Foot 
Brace mounts to Pedestal Frame CPF 

Series and End Pedestal PE·901 d.!lIJ.!l111 
• Foot Brace can be mounted 

between two Pedestal Frames 
(CPF Series). 

• Finished in Brown Hammertone 

Cat. No. 

PE·901 
PE·901·34 

Cat. No. 

FB·801 
FB·802 

END PEDESTAL 
Depth Height Shpg. Wt. Lbs. 

22" 29V2" 25 
3414" 291/2" 30 

FOOT BRACE 
Shpg. Wt. Lbs. 

3 
3V2 

Used With 

22" Wide Work Tops 
27" Wide Work Tops 

Net Price 

$30.00 
45.00 

Net Price 

$8.10 
8.76 

FLUSH DOORS - !1" DEEP 
For Prem·O·Rak Console Frames 

CPF, FS, Fond PRX Series 

• Made of 16 gauge steel • Finished in Gray 
or- Brown Hammertone. 

• Doors can be mounted either left or right 
hand by rotating door 1800 • 

• Hinge brackets are punched to accommodate panel mounting 
angles on cabinets. 

• Furnished with attractive round chrome plated handle and snap 
catch. 

Cat. No. Height Width Shpg. Wt. Lb •. Net Price 

CD·17 171/2" 19". 7 $11.34 
CD·21 21" 19" 8 12.21 
CD·26 2614" 1911 9 13.74 
CD·28 28" 19" 10 14.40 
CD·29 2934" 19" 11 15.00 
CD·42 42" 19" 16 24.42 
CD·1724 17V2" 24" 8 13.62 
CD-2124 21" 24" 9 14.64 
CD-2824 .28" 24" 12 17.28 
CD-2924 293/4" 24" 13 18.00 
CD.-4224 42" 24" 17 30.00 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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DOORS 

SECTION 1400 

R PANELS AND DOORS 
SIDE PANELS Made of No. 16 

FOR PRX' FRAMES' Gauge Steel Finished fn 
Gray Hammertone 

Cal. No. 
5P-42 
5P-52 
5P-61 
5P-70 
5P-77 

Cal. No. 
511.42.24 
5P·52·24 
5P-61-24 
5P-70-24 
5P-77-24 

18" DEEP 

Size Shpg. WI. Lbs. 
48 x 15x IV2" 20 
581/2 x 15 x IV2" 21 
671/4 x 15 x 1'/2" 23 
76 x 15 x P/2" 26 
83 x 15 x P/2" 28 

24" DEEP 

Size Shpg. Wt. Lb •• 
48, x 21 x 11/2" 22 
58V2 x 21 x IV2" 25 
671/4 x 21 x I V2" 28 
76 x21 x 11/2" 31 
83 x21 x IV2" 34 

N.I Pric. 
$16.56 

18.60 
21.54 
23.16 
24.90 

Net Price 
$2);36 

23.40 
25.83 
27.78 
30.00 

END PANELS - 1-11/32/1 DEEP Itti\ 
~~~e ~f :~:~~ 16 gauge steel. ® 
• BALL CORNERED. 
• End panels attach to frame by means of a bracket on bottom 

and held securely by two captive screws on top. 

• Panels supplied blank. Louvres furnished at no additional 
charge. 

• Finished in Brown Hommertone. 

22" WIDE 25112" WIDE 
Cal. Sh~t~~t. Net Cal. Shpg. WI. Ne! 
No. Pric. HgI. No. Lb •. Price 

CEP-42-22 23 $18.00 45V,," CEP-42-255 28 $21.00 
CEP-52-22 27 21.60 55341" CEP,52-255 32 24.60 
CEP-61-22 30 24.00 64V2" CEP-61·255 35. 26.40 
CEP-70-22 33 25.80 73141" CEP-70-255 38 28.80 
CEP-77-22 35 27.90 801/4" CEP-77-255 40 30.60 

FOR PRX FRAMES 
13/16/1 DEEP 

• Made of No_ 16 gauge steel. Doors can, be mounted either left or right hand by rotating door 
1800 • Doors supplied blank. Louvre. furnished at no additional charge • Doors hung on slip, 
iointed hinges IIttd, equipped with locking handle and 2 keys • Door mounted to frame by 3 
removable hinge brackets, permitting the door to be mounted either left or right hand. Handle 
latch bracket also supplied • Finished in Gray Hammertone. 

21112" WIDE 26'/2" WIDE 
Cat. No. Shpg. WI. Lb._ Net Price Height Cat. No. Shpg. Wt. Lb •. 
OF-42 20 $26.40 45'X,' - -
OF-52 25 29.40 ' 5611,' - -OF-61 28 33.60 64'~,' OF-2761 34 
OF-70 31 36.00 73'X,' OF-2770 38 
OF-77 34 38.40 8OU611 OF-2777 41 

32'/2" WIDE (DOUBLE DOORS WIth 3 POInt Locking DeVIce) 
~~i7.';,..;;;=~r.;:.:-=;;...:;.He::ii~gh::;I;-.:.:N:;:e~I ;.:pr~ic:::e~1 Cat. No. Shpg. Wt. Lb •• Heighl Net Prfce I Cat. No. Shpg. Wt. Lb •. Height 

641~,' $45.00 OF-3370 45 73'X" $50.50 OF-3377 48 80'X,' 

FLUSH SIDE PANELS FOR PRX FRAMES - 1/2/1 DEEP 

Net Price 
-
-

$39.60 
43.50 
45.00 

Net Price 
$54.00 

15" WIDE for 18" DEEP FRAMES 21" WIDE for 24" DEEP FRAMES 
• Fits into side re­

cess of frame. 

• Made of one 
piece of No. 16 
gouge .teel_ 

• Clip. on to hori­
zontal side sec­
tion of frame. 
Finished in Gray 
Hammertone. 

Cat. No. 
Fl-42 
Fl-52 
Fl-61 

Fl-70 

FL-77 

To Fit 
Frame No. 
PRX-42 
PRX-52 
PRX-6I, 
2761,3361 

PRX-70, 
2770,3370 

PRX-77, 
2777,3377 

Sh~t~:"t. Net Price 
Each 

19 $15.66 
21 17.72 
22 20.64 

25 22.26 

27 24.00 

To Fit Sh~Y;.:"t. Net Pric" 
Height Cat. No. Frame No. Each 
4811 Fl-42-24 PRX-42-24 21 $20.46 
581/2" FL-52-24 PRX-52-24 24 22.50 
671/4" FL-61-2'4 PRX-61-24, 27 24.90 

2761-24; 
3361-24 

7611 Fl-70-24 PRX-70-24, 30 26_88 
2770-24; 
3370-24 

8311 Fl-77-24 PRX-77-24, 33 29.00 
2777-24; 
3377-24 

END PANELS FOR SLOPED FRONT CONSOLE FRAME - 1-11/32" DEEP 

END PANELS • 
FOR PEDESTAL. 

FRAMES 

• Ball Cornered. 

• Made of One Piece No. 18 Gauge Steel. 

• End Panels Attached to Frame by Means 
of a Bracket on Bottom and Held 
Securely by Two Captive Screws on Top 

• Supplied Blank; Louvres Furnished cit 
No Additional Charge 

• Finished in Brown Hammertone. 

End Pa,ne', 

CEP-1201 LH 

CEP-1201 RH 

CEP-1202 LH 

CEP-1202 RH 

Used far Frame Ship. Wt. Lb •. 

Left side 
FS-l001 & 1003 20 

Right side 
F5- 1001 & 1003 20 

Left side 
F5-1002 & 1004 18 

Right side 
18 F5-1002 & 1004 

Made of one piece of No. 
18 gauge steel. 
Finished in Brown Hammer­
tone. 

• For easy installation and' access, the end panels attach to 

pedestal frame CPF Series by means of 2 brackets on bottom 

and held securely with 2 captive screws on top. 

• Ball Cornered. SHORT END PANEL-
1-11/32/1 DEEP 

Net Price 

$22.62 

22.62 

18.00 

18.00 

END PANEL 

1-11/32" DEEP • Finished in Brown Ham­
mertone. 

Ship; Wt. Nel 
Price 

Used only when work top is mounted between 2 pedestal 
frames • Finished in Brown Hammertone. 

Cat. No. Width Height 
CEP-401 
CEP-402 
,CEP-401-34 

22" 
22" 
34%" 

PREMIER PAGE 9 
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26" 
33" 
26" 

For use with 
CPF-IOI & 103 
CPF-102 & 104 
CPF-101_3<\ 

Lbs. 
17 
20 
22 

$15.00 
18.00 
19.80 

Cal. No. 
CS5-701 
CS5-701-34 

ALL PRICES 10% HIGHER WEST OF MISSISSIPPI 

Width Height For use wilh 
22" 23" CPF-IOI & 103 
341M" 23" CPF-l01-34 

ALL PRICES F.O.B_ N_ Y. 59, N. Y. 

Ship. Wt. 
Lbs. 
15 
18 

Nel 
Price 
$9.00 
12.00 

© U.C.P., Inc. 



.SECTION 1400 

ENCLOSED RELAY RACKS 

FOR STANDARD 19" RACK PANELS 
• Rigidly constructed of # 16 gauge cold rolled sheet steel. 
• The panel mounting angles are of # 12 gauge steel and are 

tapped for 10-32 machine screws on E.I.A. spacings. 
• Panels fit into a Kt recess so that the edges are not exposed. 
• Racks are shipped knocked down with all necessary bolts for 

easy assembly. 
• Rear doors are hung on sturdy slip-jointed hinges, and closed 

by a chrome handle. Locking handle with two keys available 
at additional cost. 

• Holes punched in bottom to accommodate CA-4 casters. 
• ROUNDED TYPE have front vertical rounded corners. 

DELUXE TYPE STANDARD TYPE 

DR SERIES RS SERIES 

• STANDARD TYPE have square front vertical corners. 
• DELUXE TYPE - The removable vertical corner mouldings 

are rounded and cover the mounting screws. 
• DELUXE TYPE - Top and bottom are trimmed with red 

stripped chrome finished moulding. 
• FRONT DOOR TYPE has front vertical rounded corners and 

is supplied with locking chrome handle and two keys. 
• Cabinets finished in either Black or Gray Wrinkle, Gray or 

Brown Hammertone. 
• BLACK WRINKLE WILL BE FURNISHED IF COLOR IS 

NOT SPECIFIED. 

ROUNDED TYPE FRONT DOOR TYPE 

FXR SERIES 
Supplied with adjustable Panel Mounting Angles 

MULTIPLE RACK UNITS 

R SERIES 

SPECIFY COLOR WHEN ORDERING 

These racks can be joined together to make 

multiple units by means of a solid center 

partition which is bolted to the top. and 

bottam. Each multiple section comprises a 

top, bottom, rear door and center partition. 

On MXR Models, front door is also sup­

plied. When ordering multiple units, speci­

fy number of units, such as double, triple, 

quad, etc. DELUXE 

STANDARD 

ROUNDED 

FRONT 
DOOR 

MULTIPLE 

RACK 

SECTIONS 

© U.C.P., Inc. 

Racks are 22" wide x 18" deep 

Cal. No. Overall Height Panel Space Ship. Wt.-Lb •. Net Price 

DR·3619 431/8" 363,4" 85 $54.00 
DR·6119 670/8" 611/4" 135 66.00 
DR·7719 833/8" 77" 160 79.89 

RS·3619 419'8" 363,4" 80 37.89 
RS·6119 66%" 611.4" 120 56.43 
RS·7719 82'/8" 77" 140 67.77 

R·3619 41'78" 363,4" 80 37.89 
R-4219 471/8" 42" 90 43.38 
R-6119 66%" 61l,4" 120 56.43 
R-7719 82'18" 77" 140 67.77 

FXR-3619 419'8" 36%" 93 56.00 
FXR-4219 471/8" 4211 105 64.23 
FXR-61l9 66%" 611,4" 140 80.76 
FXR-7719 82'18" 77" 164 95.00 

Cat. No. Overall Height Panel Space Used With Net Price 

DMR-3619 431/8" 363,4" DR-3619 $51.78 
DMR-61l9 67%" 611/4" DR-6119 61.83 
DMR-7719 83%" 77" DR-7719 73.80 
MR-3619 419'8" 36%" R&RS-3619 35.81 
MR-4219 471/8" 42" R&RS-4219 41.29 
MR-6119 66%" 6 J1,4 " R&RS-6119 52.29 
MR-7719 821/8" 77" R&RS-7719 63.57 
MXR-3619 419'8" 363,4" FXR-3619 54.00 
MXR-4219 471/8" 42" FXR-4219 62.23 
MXR-6119 66%" 61l,4" .FXR-61l9 78.76 
MXR-7719 821/8" 77" FXR-7719 93.00 

ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 10 

ALL PRICES 1,0% HIGHER WEST OF MISSISSIPPI 

ABOVE UNIT IS ONE DOUBLE DR3619 

Example: 

One Double DR-3619 consists of one 
DR-3619 and one DMR-3619. 

One Triple RS-3619 consists of 
RS-3619 and two MR-3619. 

One Quad R-3619 co~sists of 
R-3619 and three MR-3619. 

one 

one 
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Horizontal side 
section of PRX or 
F Frame showing 
Vertical Side Sup­
ports and Side 
Mounting Brackets 
assembled. 

SECTION 1400 

R Standard PRECISION BUILT METAL HOUSINGS 
VERTICAL SIDE SUPPORTS and PANEL MOUNTING ANGLES 

To Fit Premier Heavy Duty Racks 
Vertical Side Supports are made of No. 12 go. steel 
and tapped 10-32 on E.I.A. spacings. They mount to 
the inside of the Horizontal Side Sections of the 
PRJ<, F, RMA and FD models. Finished in Gray 
Hammertone. 

Panel Mounting Angles are made of ;Jf," thick steel 
and tapped 12-24 on E.I.A. spacings. Finished in 
Gray Hammertone. 

VERTICAL SIDE SUPPORTS 
I1f4" DEEP x 2%" WIDE 

Net Price 
Cat. No. HI. Set of 4 

PVS-362 363M" $13.74 
PVS-422 42" 15.00 

PVS-522 521/2" 17.40 
PVS-612 611,4" 19.85 

PVS-702 70" 23.10 

PVS-772 77" 25.85 

-l f-- NO.12 GA. T (.104) 

To Fit Racks 

FD & RMA 3619, 3619-24 
FD & RMA 4219, 4219-24, 2742; 
PRX-42, 42-24; F-42-22, 42-255 
PRX 52 & 52-24; F-52-22 & 52-255 
FD & RMA 6119, 6119-24, 2761; 
PRX-61, 61-24, 2761, 2761-24, 3361, 3361-24; 
F-61-22, 61-255, 2761-22, 2761-255 
FD-7019, 7019-24, 2770; 
RMA 7618, 7618-24, 7030, 2770; 
PRX 70, 70-24; 2770, 2770-24, 3370, 3370-24; 
F-70-22, 70-255, 2770-22, 2770-255 
FD & RMA 7719, 7719-24, 2777; 
PRX 77, 77-24, 2777, 2777-24, 3377, 3377-24; 
F-77 -22, 77-255, 2777-22, 2777-255 

NOTE: 

PANEL MOUNTING ANGLES 

Cat. No. 

PMA-362 
PMA-422 

PMA-522 
PMA-612 

PMA-702 

PMA-772 

IV4" x 114" 
. Nat Price 

HI. Pair 

363,4" $IO.SO 
42" 12.00 

52112" 13.80 
6]1,4" 15.00 

70" 16.80 

77" 18.00 

RMA Cabinets are constructed exactly the same as RM units except panel 
mounting angles are adjustable, and are furnished at no additional cost. 

SHELVES 
Section 1\4· Made of No. 16 Gauge Steel -

Finished in Gray Hammertane of ~.r:m'ZZZ.~t 
Ver~i~~' .~ II 

Supports . 10-32 ~1!4 
TAPPED~ __ ... L 
HOLES ~ .. ' 

I~--l 

SIDE 
MOUNTING 
BRACKETS 

Cat. No. 
5-1819 
5-1824 
5-1830 
5-2419 
5-2424 
5-2430 

Cat. No. 
5MB-18 
5MB-24 

Depth 
141,4" 
141/4" 
141/4" 
201,4" 
201f4" 
201,4" 

Length 
14" 
20" 

Width 
I 71f2" 
221/2" 
281f2" 
I 71f2" 
22112" 
281f2" 

To Fit Racks 
19" Panels- I 8" Deep 
24" Panels- I 8" Deep 
30" Panels-18/1 Deep 
19" Panels-22", 24", 251/2" Deep 
24" Panels-22", 24", 251f2" Deep 
30" Panels-2411 Deep 

Net Price~ 
$3.15 

3.60 
4.47 
3.78 
4.47 
5.40 

I To Fit Racks 
All 18" deep PRX, FD & 
All 24" deep' PRX FD & 

and 22" & 251f2" deep 

I 
Net Price 

(Pair) 
RMA Racks -~-=="---
RMA Racks $3.00 
FRocks 3.90 

Made of No. 12 Gauge Steel - Finished in Gray Hammertone. 

Panel' 
Space 

CHANNEL RELAY RACKS 

• Rigidly constructed of :#= 12 gauge 
cold rolled sheet steel and finished 
in Black Wrinkle. 

• Vertioal members and top crossbrace 
are welded together. 

• Panel mounting holes are tapped for 
10/32 machine screws on E.I.A. 
Spacings. 

• Racks are shipped knocked down 
with all ne.cessary bolts for' easy 
assembly. 

• Base punched to accommoda~e CA-4 
casters. 

Cat. No. H. W. D. 
P.anel Shp. Wt. Net 

Space Lbs. Price 
RR-800 3'11/4" 20" 18%" 36%" x 19" 40 $20.16 
RR-801 741/4" 20" 20Ys" 71%" x 19" 55 24.00 
RR-802 7'1'/2" 20" 20%" 77" x 19" 60, 27.78 

ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 11;. 
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TABLE T 
Panel 

TYPE Space 

RELAY 1 RACKS 

• Rigidly constructed of # 16 gauge cold 
rolled sheet steel and finished in Black 
Wrinkle. 

• Base constructed of one piece, similar to 
a chassis. 

• Pan;;! mounting holes are tapped for 
10/32 machine screws on E.I.A. Spacings. 

• Racks are shipped knocked down with all 
necessary bolts for easy assembly. 

Cat. No. H. W. D. 
TR-2119 25" 21" 12" 
TR-28 I 9 32" 21" 12" 

Panel Shp. Wt. Net 
Space Lbs:. Price 

21 x 19" 17 $ ,8.02 
28 x 19" 2C 10.03 

© U.C.P., Inc. 



SECTION 1400 

PREM~~·RAK~ DESK CABINET RACKS 

BOTH FRONT AND REAR OF TOP 
HAVE ATTRACTIVE BALL CORNERS. 

• All screws for -assembling PREM-O-RAK are not visible 
from the outside. 

• Both front and rear verticals are tapped for 10/32 
machine screws on E.I.A. spacings so that panels may 
be mou.nted on both front and rear if desired. 

• Interlocking removable top made of perforated metal 
and held in place by only one captive screw. 

• Interlocking remov'able rear panel made of perforated 
metal and held in place by two captive screws. 

• Rigidly constructed of # 16 gauge steel. 

15V<!" DEEP ALL CABINETS 

Catalog Shp. Wt. Net Overall 
No. Lb •. Price Height 

POR-3 IS $22.80 57/a" 
POR-5 20 24.00 7%" 
POR-7 22 25.20 9%" 
POH-8 24 26.46 1I1/a" 
POR-IO 26 30.24 12~a" 
POR-12 28 32.76 140/a" 
POR-14 32 36.54 16%" 
POR-17 40 43.47 I 97/a" 
POR-21 44 47.25 230/a" 
POR-26 45 51.03 2B%" 
POR-31 50 53.55 33~a" 
POR-35 55 56.70 373;8" 

The 
ARISTOCRAT of 
DESK CABINET RACKS 

AVAILABLE IN 24 DIFFERENT SIZES­

FROM 3W' to 35" PANEL SPACES 

BOTH 15%" and 18" DEEP 

FOR STANDARD 19'" PANELS. 

SHIPPED KNOCKED-DOWN WITH ALL THE 
NECESSARY HARDWARE FOR 
EASY ASSEMBLY. 

• Rear Panel has 3%/1 opening on bottom for leads, etc., 
except on POR-3, 318, 5, 518. 

• Panels fit into %/1 recess. 
• Base supplied with four rubber feet. 
• Components may be mounted on base before assembly 

of rack into a complete unit'. 
• HANDSOMELY FINISHED IN TWO-TONE HAMMER­

TONE. 

ARE 

Top cross braces and base are Gray Hammertone. 
Top and rear panel and side panels are Brown Hammer­
tone. 

213;4" WIDE 18" DEEP 

Panel Catalog Ship. Wt. 
Space No. Lbs. 

31h" POR-318 20 
51/4" POR·5IS 22 
7" POR-718 24 
83,4" POR-818 26 

101/2" POR-IOI8 29 
121/4" POR-1218 31 
14" POR-1418 35 
I 71h" POR·17IB 44 
21" POR-211B 48 
261,4" POR-2(>IB 49 
31 1h" POR-3118 55 
35" POR-3518 60 

MULTIPLE SECTION FOR 
PREM-O-RAK DESK CABINETS 

Net 
Pr.ice 

$244)0 
26.46 
27.88 
29.30 
33.39 
36.07 
40.32 
47.8B 
52.29 
56.23 
59.69 
62.53 

PREM-O-RAK DESK CABINETS can be joined together to make 
multiple units by means of a center frame section which is bolted 
to the top cross pieces and base. When ordering multiple units 
specify number of units, such as Double, Triple, etc. 

EXAMPLE: One Double POR-1218 consists of one POR-1218 and 
one MOR-1218. 

Above unit is one Triple POR-B which consists of one POR·S two MOR.S 

One Triple POR-8 consists of one PO-RoB and two 
MOR-8. 

EACH MULTIPLE SECTION (MOR Series) comprises 
6 pieces as shown. 

-C;::'a-:"t .-~Sh~ip~.-::Wi:f:t.~-:N7':'eI-:--- Overall Panel 
151/4" DEEP I I 

No. Lb.. Price Height Space 

MOR-3 16 $16.00 57/a" 31/2" 
MOR-5 17 16.80 7%" 51/4" 
MOR-7 18 17.64 9%" 7" 
MOR-8 19 18.52 I P/a" 8341" 
MOR-IO 20 21.20 I 27/a" 101/2" 
MOR-12 21 23.00 14%" 121,4" 
MOI'<-14 23 25.60 16%" 14" 
MOR-17 31 30.50 I 97/a" I 71h" 
MOR-21 33 33.10 23%" 21" 
MOR-26 34 35.80 280/a" 261/4" 
MOR-31 36 37.50 33~a" 31 1h" 
MOR-35 40 39.70 370/a" 35" 

_-:-.,...-..:.18::.," DE~P=---::N"'eI"'" 
~c::.' Sh~t~~t Price 

MOR-318 18 $16.80 
MOR-5IS 19 18.55 
MOR-71&. 20 19.60 
MaR-SIB 21 20.60 
MOR-IOIB 23 23.50 
MOR-1218 24 25.25 
MOR-1418 26 28.25 
MOR-1718 34 33.60 
MOR-2118 37 36.60 
MOR-2618 38 39.40 
MOR-3118 40 41.BO 
MOR-3518 44 43.80 

-013"1"­
CENTER 
FRAME 

~r- • -::==:, TOP 

~ ::.J 
2 CROSS·PIECES 

BASE 

REAR 
I NTERLOCKI NG 

PANEL 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
PREMIER PAGE 12 
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SECTION 1400 

rPilllllWlllll DESK CABINET RACKS 

DESK CABINET RACKS FOR STANDARD 19" RACK PANELS@ .. , ... : 
IN STANDARD, SUPER DELUXE AND KNOCKED DOWN 

MODELS - BOTH 151/4" AND 18" DEEP 

DCR MODEL DRK MODel 
(Welded) (Knocked Down) 

• Front vertical corners are rounded ond the top and bottom are trimmed with red striped chrome finished moulding. 

• Rigidly constructed of No. 16 Ga. cold rolled sheet steel. 

• Panels fit into a \4" recess so that the edges are not exp·osed. 

• Panel mounting holes are tapped for 10·32 machine 5crews on E.I.A. Spacings. 

• Piano type hinges are used on the top doors, which are provided with snap catches. 

• Top door on Models SDR and SDRK open ·to 90° and have a rounded front corner. 

• DRK is identical to OCR; SDRK is identical to SDR except shipped knocked down with all necessary bolts for easy assembly. On these models the 
bolts are not visible from the outside and have the same appearance as the welded models. 

• Gussets welded at bottom of rear on Models 170·350 for additional strength. 

• -Cabinets finished in either Black or Gray Wrinkle, Gray or Brown Hammertone. 

• BLACK WRINKLE IS FURNISHED, IF COlOR IS NOT SPECIFIED. 

21%,' WIDE X 15\4" DEEP 

Catalog Net Catalog Net Cataloll Net Catalog Net 
No. Price No. Price No. Price No. Price 

OCR·70 $13.20 SOR·70 $18.09 ORK·70 $12.51 SDRK·70 $17.40 
WITH DOOR OCR·80 13.89 

ON TOP OCR·l00 15.66 

ONLY 
DCR·120 16.92 
OCR·140 18.78 

DCR·170 72.26 

WITH DOOR DCR·190 23.31 
OCR·210 24.18 

ON TOP 
OCR·260 26.10 

AND REAR OCR·310 27.48 

OCR·350 28.86 

Catalog 
No. 

WITH DOOR OCR·1880 

ON TOP OCR·18IDD 

ONLY 
OCR.1812D 
OCR·IBI40 

OCR·18170 

WITH DOOR DCR·IBI90 
OCR·18210 

ON TOP OCR· 18260 

AND REAR OCR·18310 

OCR·18350 

Page 290 • The MASTER - 26th Edition 

SOR·80 18..78 ORK·80 13.20 SDRK·80 
SOR·l00 20.52 ORK·IOO 14.97 SORK·l00 
SOR·120 21.75 ORK·120 16.20 SORK·120 
SOR·140 23.64 ORK·140 18.09 SORK·140 

SOR·170 27.09 ORK·170 21.57 SORK·170 
SOR·190 28.20 ORK·.190 22.62 SORK·190 
SOR·210 29.25 ORK·210 23.49 SORK·210 

SOR·260 30.99 DRK·26!l 25.41 SDRK·260 
SOR·310 32.34 ORK·310 26.79 SORK·310 

SDR·350 33.72 DRK·350 28.17 SORK·350 

21 %" WIDE X 18" DEEP 

Net Catalog Net 
Price No. Price 

$16.71 SDR·18S0 $21.58 
18.78 SDR·ISIOO 23.64 
20.25 SDR-18120 25.11 
22.53 SOR·18140 27.42 

26.70 SDR·IBI70 31.59 
27.99 SOR·18190 32.85 
28.98 SOR·182ID 33.87 

31.29 SOR·IS260 36.15 
32.97 SOR·18310 37.80 

34.65 SOR·18350 39.48 

SPECIFY COLOR WHEN ORDERING 
ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 13 

18.09 
19.86 
21.06 
22.95 

26.40 
27.48 
28.29 

30.24 
31.71 

33.03 

ALL PRICES 10'*' HIGHER WEST OF MISSISSIPPI 

Overall Panel Ship. Wt. 
Height Space Lb •. 

80/.," 7" 22 
10'12" 8%" 24 
121/4" 10112" 26 
14" 1 21j4 , 28 
150/.," 14" 32 

191/4" 17112" 40 
21" 191/4' 42 
220/.," 21" 44 

28" 261/4 " 45 

331/4" 3J1h" 50 

360/.," 35" 55 

Overall Panel Ship. Wt. 
Height Space Lb •. 

10112" 80/.," 26 
121/4" 10'12" 29 
14" 121j4" 31 
150/.," 14" 35 

191/4" 17112" 44 
21" 191~" 46 
220/.," 21" 48 

28" 261~" 49 

331j4" 3J1h" 55 

360/.," 35" 60 

© U.C.P., Inc. 



WITH 
REMOVABLE 

REAR 
PANEL 

WITH 
REAR 

DOOR 

WITH 
REMOVABLE 

REAR 
PANEL 

SECTION 1400 

R Standard PRECISION BUILT METAL HOUSINGS 

MDK 
Series 

Shown with paneis, 
horizontal and vertical 

dividers assembled. 

21%" WIDE X 12" DEEP 
Catalog Overall Available Ship. Wt. 

No. Height Panel-Space Lbs. 

MDK-50 7" . 51/.! x 19" 16 
MDK-70 8%" 7 x 19" 20 
MDK-SO 10112" 8% x 19" 21 
MDK-l00 121/4" 10112 x 19" 23 
MDK-120 14" 12!14 x 19" 25 
MDK-140 15%" 14 x 19" 29 

MDK-170 191/4" 17112 x 19" 36 
MDK-210 22%" 21 x 19" 39 
MDK-260 28" 261/4 x 19" 40 
MDK-2S0 29%" 28 x 19" 41 

12 y.." WIDE X 12" DEEP 
MDK-50-95 T' 51/4 x 9112" 14 
MDK-70-95 8%" 7 x 9112" 15 
MDK-SO-95 10~ " 8% x'll(f 16 
MDK-100-95 12~" lOt, X9f 17 
MDK-120·95 14" 12/4 x ~I ," 18 
MDK-140·95 15%" 14 x 9!12 • 20 

-MTo:i>:U:.:R:A:K 
-- - - - - -

12" DEEP MINIATURE DESK RACKS 
for modular construction of test equipment 

fOR STANDARD 19", 9V2" AND 4%" RACK P~NEl.S 

• Front vertical corners are rounded and the top lind bottom are trimmed 
with red striped chrome moulding. 

• Rigidly constructed of No. 16 gauge cold rolled sheet steel. 

• Panels fit into a recess so that the edges are not exposed. 

Net 
Price 

---
$10.71 

11.07 
11.76 
13.53 
14.76 
16.65 

20.22 
22.05 
24.12 
26.01 

10.26 
10.71 
11.43 
13.23 
14.37 
15.81 

• Panel mounting hales are tapped for 10-32 
machine screws on E.I.A. Spacings. 

.• 6 knack-aut holes are provided an tap and 
bottom of MDK-70 through MDK 280 series 
to accommodate angle brackets (Cat. No. 
AB-2). 

Twa knack-aut hales are provided on top 
and bottom of MDK-50-95 through MDK· 
140-95 series. 

• Rear panel on Models MDK-70 through 
MDK-140 and MDK-70-95 through MDK-140-
95 can be removed from back of cabinet 
for service. 

• Rear doors have snap calches. 

• Bolts are not visible from the outside and 
these units have the same appearance as 
the welded models. 

• FINISHED IN GRAY HAMMERTONE 
• SHIPPED KNOCKED-DOWN WITH ALL 

NECESSARY HARDWARE FOR EASY 
ASSEMBLY 

ACCESSORIES FOR SUBDIVIDING MODU-RAK INTO MODULAR UNITS 

HORIZONTAL DIVIDERS • Holes punched to accommodate vertical dividers 
mv Series) which subdivides MODU-RAK into 
9 112" and 43,4" widths. 

~'~ ''fI~~--- 19" 

TJ ... U g .. • Made of No. 16 gauge steel. 

1 Ye" 
• Finished in gray hammertone. 

I .I VERTICAL DIVIDERS CNat. 
1%" r-' D~:5 TI . Two rows of 10-32 DV-7 

topped holes punched DV-S 
on E.I.A. Spacings_ DV-l0 

A DV-12 1 · Made of No. 16 gauge DV-14 
steel. DV-17 

I DV-21 I--v..". Finished in gray Ham- DV -26 
mertone. DV -28 

"A" Available 
Panel Mtg. Space 

51A" 
7" 
83A" 

10112" 
121/4" 
14" 
17112" 
21" 
261A" 
2S" 

SPEAKER CABINETS 

Net 
Price 

$0.79 
1.05 
1.32 
1.62 
1.71 
I.S6 
2.43 
2.97 
3.69 
3.90 

• Constructed of No. 18 gauge steel with 
perforated grille spot welded behind the 
opening. 

Cat. No. 

SC-1006 

SC:1227 

H. 

10" 

12" 

• Front vertical corners are rounded. 
• Supplied with handle. 
• Removable back plate has key hole slots 

for. hang ing. 
• Finished in Black Wrinkle. 

Ship. 
Hole Speaker Wt. Net 

W. D. Size Size Lbs. Price 

10" 6" 4%" 6" 7% $4.02 

12" 7" 6112" 8" 10 5.04 

Catalog No. 
DH-19 
DH-95 

Dimensions 
19" x 1 Va" 

9V2" x 1 Va" 

ANGLE BRACKETS 

Net Price 
$2.S5 

2.34 

• Punched to accommodate vertical dividers. 
• Made of No. 16 gauge steel. 
• Finished in gray hammertone. 

Cat. No. 
A:B-2 

Net Price 
$.99 pro 

sold in 
pairs only 

RECESSED SPEAKER BOXES AND PLATES 

Designed with adjustable mounting brackets for 
easy installation in walls or acoustical tile ceilings. 
Speaker plate has beveled edges to give the same 
appearance as an acoustical tile, and is easily 
fastened to the speaker box by means of Tinner­
.man nuts. Box made of # 20 gauge steel; plate 
of # 16 gauge steel with perforated gri lie spot­
welded behind the opening. Interior sprayed with 

58 SP special undercoating to eliminate metallic sound. 
Series Series Finished in gray primer. 

Catalog No. 
SB-IOIO 
58-1012 

Catalog No. 
SP-1212 
SP-1214 

SPEAKER BOX 
W H D Ship. Wt. lbs. 
lax IOx4" 4 
lax 12.4" 5 

SPEAKER PLATE 
W. H. Speaker Size Ship. Wt. Lb •. 
12" 12" 8" 21/, 
12" 14" 8" 3 

Net Price 
5.19 
5.49 

Net Price 
2.58 
2.76 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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. SECTION 1400 

R RACK ACCESSORIES 

SLlDIN(jDRAWERS TO .FIT STANDARD 19" RACKS 15"-AND 18" DEEP. 
Panel made of #12 gauge sfeel; chassis of #16 steel and has a I" fl .• nge on top and 
bottom to accommodate plywood for the record changer. The chassIs IS mounted' on­
ball-bearing suspension slides which can sustain 40 Ibs. Drawer extends II" from front 
of cabinet. Entire unit mounts on angle brackets which can be bolted on to the cabinet. 
Supplied knocked down with all necessary bolts for easy assembly. Locks in place by 
means of 2 latches. FinIShed in black or gray wrinkle, and Gray or Brown Hammertone. 
BLACK WRINKLE FURNISHED IF COLOR 15 NOT SPECIFIED. 

Catalog No. Will Fit Rack No. Panel Size 

}
R' RS, DCR-J8, 100/," x 18Vs" 

:g:l~ ~~Dl,e;o~~~ RMA 121fa" x I 81's " 

RD-IO·14 {DCR, SDR, DRK, 100/," x 18%" 
, RM, RMA &- FD 

RD-12-14 SDRK, R, RS, DCR- 12'18" x 181'8" 
J 8, SDR-l 8 Models 

Chassis Size 
W. D. H. 

17" X 16/1 x 3" 

17" X 16"'x.4" 

17" X 14" x 3" 

17" x 14" X 4" 

Ship. Wt. 
Lb •. 
15 

18 

14V2 

17 

FRONT DOORS TO FIT STANDARD 19" DESK RACK CABINETS AND ENCLOSED RACKS 

Net Price 
$15.66 

17.40 

15.54 

17.25 

Constructed from one piece of # 16 gauge steel. Two concealed piano hinges are provided with holes, punched to accommodate E.I.A. spacings and 
are made to fit on top of the panels. Supplied with cylinder lock and cam bracket to hold door in position on FD-300-306. All necessary bolts furn­
ished for easy assembly. All doors are 20V." wide ·x 1 \4" deep. Finished in Black or Gray Wrinkle, Gray or Brown Hammertone. 
BLACK WRINKLE FURNISHED IF COLOR 15 NOT SPECIFIED. 

FO-310-313 
MODELS 

MODELS 

Locking 
Chrome handle 
with two keys 

supplied on 
FD-310-313 

models. 

DESK PANELS 

RACK SHELVES Made of one piece of # 16 Ga. 
Cold Rolled Steel, 1" high. 
Holes are punched on sides for 
mounting to rack. Finished in 
Black or Gray Wrinkle, Gray 
or Brown Hammertone. BLACK 
WRINKLE FURNISHED IF 
COLOR IS NOT SPECIFIED. 

ShipWt. Net 
Cat. No. Will Fit Rack No. Height Lbs. Price 

FO-300 OCR, DRK, SDR, SDRK-260, 18260 261,4" 10 $12.75 

FD-301 OCR, DRK, SDR, SDRK-310, 18310 311/2" 11 14.82 

FD-302 OCR, DRK, SDR, SDRK-350, 18350 3511 12 16.53 

FD-303 OCR, DRK, SDR, SDRK-120, 18120 121,4" 6 9.60 

FD-.304 OCR, ORK, SDR, SDRK-140, 18140 14" 7 10.44 

FD-305 OCR, DRK, SDR, SDRK-170, 18170 171/2" 8 11.34 

FD-306 OCR, O~K, SDR, SDRK-210, 18210 21" 9 12.21 

FD-310 R or RS-3619 36'l's" 13 18.27 

FD-311 R-4219 42Vs" 15 20.85 

FD-312 R or RS-6119 61'o/'s 20 24_33 

FD-313 R or RS-7719 771/s" 24 27.81 

• Made of No. 16 gauge steel and bolted to a standard steel panel 
10'12" x 19". 

• Front corners are rounded. . 
• Finished in Bll!ck or Gray Enamel, Gray or Brown Hammertone. 
• SHIPPED KNOCKED DOWN WITH ALL NECESSARY HARDWARE 

FOR EASY ASSEMBLY. 

Cat. No. 
DP-IOlb 
DP-I020 

Cat. No. 

RS-ll 06 

RS-ll 07 

RS-ll 08 

RS-ll10 

RS-l111 

RS-1112 

Width 
22" 
22" 

Depth 
16" 
20" 

Will Fit Rack No. 

All 15\4'~ SDR and OCR Racks 

R, RS, DR, 18" deep 
RM, OCR and SDR Racks 

1 B" deep FD Racks 

For 27" wide - 24" deep Racks 
(RMA-27 and FD-27 Series) 

MDK Series - 21%" wide 

For 22" wide • 24" deep Racks 
(RM, RMA, FD Series) 

Ship. Wt. Lbs. 
20 
22 

Shelf Size 

12x21~6 

15x21'M. 

13x21'M. 

22x26r. 

10x21~' 
22x21 1M. 

Net 
Price 

$14.91 
15.24 

shp. Wt. 
Lbs. 

7 

7 

7 

8 

6 

7 

Made of #12 gauge steel. Finished in black enamel. Sold in pairs only. 

Size 
Ship. Wt. 

Lbs. 

CHASSIS SUPPORTS 
Cat. No. 
CS-12 
CS-14 

12 x3x3" 
14V2 x 3 x 3" 

4 
Si!4 

Net Price 
1.92 
2.10 

ROLLER TRUCKS FOR RACKS 
Made from 1 piece of No. 16 
go. Cold Rolled Steel. Supplied 
with either 2/1 or 3/1 diqmeter 
casters and bolts for easy 
assembly. Finished in Black or 
Gray Wrinkle, Gray or Brown 
Hammertone with a red striped 
chrome molding. IF COLOR IS 
NOT SPECIFIED, BLACK 
WRINKLE FURNISHED. 

With 
211 Dia 
Casters 

Cat. No. 
RT-ll00 
RT-ll01 

RT-ll03 

RT-ll10 

Ship. 
Wt. 
lb •. 
22 
22 

23 

25 

Net 
Price Will Fit Rack No. 

$ 9.93 All 151/4" Racks 
12.57 R, RS, DR, 18" deep 

FXR, RM, RMA, FD, 
OCR and SDR Racks 

15.60 24" deep RM, FD and 
RMA Racks 

23.33 RMA-27 and FD-27 
Series 

RT -1111 30 30.00 RM-7030 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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With 
Inside 311 Dia. Ship. 

Dimen- eosters Wt. 
sions Cat. No. lb •. 

153,4 X 221/4" RT-ll 00-3 24 
18% x 223/4" RT-ll01-3 24 

221/2 x 24V2" RT-ll 03-3 25 

27V2 x 241/2" RT-ll10-3 27 

331/2 x 241/2" RT-1111-3 32 

Net 
Price 

$2_82 

3.48 

3.15 

6.60 

2.70 

5.64 

Net 
Price 

$14.93 
17.57 

20.60 

27.33 

. 35.00 
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SECTION 1400 

lPlBWWll!l R Standard PRECISION BUILT METAL HOUSINGS 

@ 

SLOPING FRONT 

Cabinet has rounded top corners and a remov­
able front panel. Sack of cabinet is perforated 
and has opening for leads. Constructed of #20 
gauge steel. Finished in Grey Wrinkle. 

HINGED TOP ROUNDED CORNER TYPE 
Cabinet has front vertical rounded corners and 
a removable front panel. Sack of cabinet is 
louvred and has opening for leads. Constructed 
of #20 gauge steel. Finished in Grey Wrinkle. 

Use Ship. 
Catalog Chassis Wt. Net 

No. H. W. D. No. Lbs. Price 

. Use Ship 
Catalog 

No. 

SFC-SOO 8 x 8 x 8" CHA03 6 $ 4.26 
5 FC-50I 8 x 10 x 8" CH-404 7 4.74 

HTC-200 
HTC-201 
HTC-202 
HTC-203 
HTC-204 
HTC-20S 

H.W. D. 
8xlOx 8" 
8xl2x 8" 
8xl6x 8" 
9xl7x II" 

12x20x 12" 
8xl4x 8" 

Panel Chassis Wt. Net 
Size No. Lbs. Price 

8x 8" CH-403 6 $4.19 
8x10" CH-404 61/2 4.54 
8x14" CH-406 II 5.89 
9x1S" CH-413 61/2 9.13 

12x18" CH-415 131/2 10.80 
8x 12" CH-40S 71/, 5.23 

5 FC-S02 8 x 14 x 8" 
SFC-S03 9 x 18 x 8" 
SFC-S04 12x18x12" 

AMPLIFIER 
FOUNDATIONS 

STANDARD TYPE 

CH-406 
CH-409 
CH-4IS 

PERFORATED TYPE COVERS 

WALL SPEAKER 
MOUNTING 

PLATE 

8 
10 
14 

5.07 
7.29 
9.30 

STANDARD TYPE 

TOP COVER has perforations, rounded 
corners and is 6" high. Finished in Gray 
Wrinkle. 

CHASSIS constructed of one piece with 
corners spot-welded. Finished in Black 
Wrinkle. 

Ship. Wt. Net 
Cat. No. Chassis Size Lb •. Price 
AF-SIO 5" x 10" x3" 5 $4.S9 
AF-6IS 6" x 1411 X 3" 7 S.29 
AF-IOI7 1011 x 17"x3" 11 7.13 
AF-1317 13I1 x17"x311 13 8.S8 

PERFORATED TYPE COVERS 

TOP COVER made of perforated steel 
and has rounded corners with solid ends. 
6" high except PC-57". Finished in Gray 
Wrinkle. Supplied without chassis. 

Cat. No. 
"PC-57 

PC-SIO 
PC-6IS 
PC-'17 
PC-IOI2 
PC-IOI' 
"4" high. 

Ship. 
Use Chassis Wt. Net 

W. D. No. Lb •. Price 
7" 5" ACH or CH-426 I $3.06 

10" 5" ACH or CH-401 1% 3.12 
14" 6" ACH or CH-402 2% 3.60 
17" 7" ACH or CH-409 3 3.96 
12" 10" ACH or CH-412 3 4.02 
IT' 10" ACH or CH-415 311. 4.95 

For Use with WSB-S and WSB-12 
Wall Speaker Baffles 

DESIGNED FOR SIMPLE MOUNTING OF SPEAKER 
BAFFLE TO STANDARD 2" x 4" AND 4" x 4" 

ELECTRICAL OUTLET BOXES 

Bracket has two threaded holes for easy mounting 
to baffle. Made of No. 16 gauge cold rolled steel 
and finished in gray primer. 

Catalog No. SMP-SI2 _________________ ~ _______ .96 Net Price 

METAL 
WALL SPEAKER 

BAFFLE 

Sturdily constructed 
of # 18 gauge cold 
roJled steel to elimin­
ate splitting, warping, 
or cracking. Perfor­
ated grille is spot­
welded behind speaker opening. Interior has 
special undercoating to eliminate metallic 
sound. Supplied with mounting bracket for 
simple hanging on wall. Finished in buff 
enamel 

Cat. 
No. 

WSB-8 
WS8-12 

or brown hammertone. 

Speaker Net 
H. W. D. Size Price 

11 Y2 x 9Y2 x 7" 8" $5.04 
ISY2x 13Y2x93!4" 12" 6.30 

STEEL and ALUMINUM 
Sloping Panel Cabinets 

ROUND TOP CORNERS 
WITH SLOPING FRONT 

No. 20 gauge Steel-Black Wrinkle 
Finish. No. 18 gauge (.040) Alumi­
num-Natural Aluminum finish. 

Ship. Wt. Net Alum. Net Steel 
Cat. No. 
SPC-1200 
SPC-1201 
SPC-1202 
SPC-1203 

W. H. D. Lbs. Price Cat. No. Price 
4~.x4){.x4M. 3,4 $1.14 ASPC-I200 $1.37 
5~.x4){.x4M. I 1.29 ASPC-1201 1.55 
6'Ji'.x4){.x4~. 1 1.47 ASPC-1202 1.76 
7~.x4){.x4M. 1112 1.77 ASPC-1203 2.12 

2 in 1 
STEEL & ALUMINUM 

METER CASES 
Center Hole for 2" meter increases 
to 3" meter hole by simply reR 
moving a knock-out. Size: 4~6'1 x 
4~,' x 4){,'. Supplied with two 
V2" dia. knock-out~. # 20 gauge 
steel - Black Wrinkle Finish, 
# IS gauge (.040) Aluminum -
Natural Aluminum Finish. 

Cat. No. Sh. Wt. Net Price 
ALUMINUM 
STEEL 

ASPC-23 3,4 1.51 
SPC-23 3,4 1.26 

WALL MOUNTING BRACKETS 

Catalog No. WB-19 
Net Price $2.S5 

FOR MOUNTING 
DESK CABINET 
RACKS ON WALL 
- REMOVE REAR 
DOOR AND USE 
WALL MOUNT­
ING BRACKETS. 

Sold in sets only. 
Finished in Gray Enamel. 
Shipping Weight 2 Y2 Ibs. 

Made of #20 gauge steel with a chassis spot welded to front panel. 

STEEL UTILITY r 
Front and rear panels are removable. Finished in black wrinkle. 

Net 

CASES Catalog No. Height Wldth Depth Chassis Size Ship. Wt. Lb •. Price 
H 

x 21's x I?fa" WITH CA-1400 4" 4" 2" I $1.22 

1 CA-1401 4" 5" 3" x3'l'sx21'8" 11/4 1.42 
CHASSIS CA-1402 5" 4" 3" 11/4 x 21'8 x 21's" 11/4 1.42 

ATTACHED CA-1403 6" S" 4" I % x 31's x 31's" 2 1.78 

CA-1404 5" 6" 4" , 11j4 x 41's x 31's" 2 1.78 

CA-1405 6" 6" 6" I % x 41's x 57/ 8" 3 1.85 

ALL PRICES F.O.B. N. Y. 59, N. Y. 

PREMIER PAGE 16 

© U.C.P., Inc. ALL PRICES 10% HIGHER WEST OF MISSISSIPPI The MASTER - 26th Edition • Page 293 



SECTION 1400 

R STEEL and ALUMINUM CHASSIS 
STEEL and ALUMINUM BLANK 

EXCLUSIVE PREMIER 

FEATURE! 
View of Chassis 
Showing Gusset 
Spot-Welded in 
Corner. 

Chassis are of one piece construction with gussets spot-welded to 
the bottom flanges for additional strength_ Corners have rounded 
effect and single inside thickness for mounting components. Bot-, 
tom edges are flanged in on four sides and punched for bottom 
plates. 

Steel chassis are made of No. 20 ga'uge cold rolled steel, except 
those marked * which are of No. 16 gauge. Steel chassis are 
finished in either Black Wrinkle or Zinc Plated. Zinc plated furn­
ished if finish is not specified. 

Aluminum chassis are made of No. 18, gauge (.040)' aluminum, 
except those marked * which are of No. 14 gauge (.064). 

Natural Aluminum Finish_ 

ALUMINUM 
Ship. Wt. Net 

Cat. No. Lbs. Price 
ACH-400 '/2 $1.33 
ACH-401 % 1.52 
ACH-402 I 2.57 
ACH-403 '/2 1.33 
ACH-404 '/2 1.39 
ACH-40S % 1.52 
ACH-406 % 1.64 
ACH-407 I 2.89 
ACH-408 2.36 
ACH-409 1'12 2.85 
ACH-410 I'/a 2.89 
ACH-411 1'/2 3.00 
ACH-412 J1i. 2.68 
ACH-413 J1i. 3.40 
ACH-414 1'1. 3.26 
ACH-4IS* 1% 3.65 
ACH-416* 2 4.20 
ACH-417* 1% 3.48 
ACH-418* 2 4.27 
ACH-419* 1% 3.81 
ACH-420' 2'/a 4.51 
ACH-421* 2Ya 4.98 
ACH-422* 1% 4.02 
ACH-423* 2'/a 4.79 
ACH-424* 2'/2 5.48 
ACH-42S % 1.64 
ACH-426 'I. 1.09 
ACH-427 JI/. 2.91 
ACH-428 'I. 1.50 
ACH-429 % 1.80 

ACH-430 I 2,19 
ACH-431 '/. 1.29 
ACH-432 'I. 1.33 
ACH-433 % 1.83 
ACH-434 I 2.70 
ACH-43S* 2'12 5.37 
ACH-436 'I. 1.09 
ACH-437 3fs 1.13 
ACH-43S* 3 10.79 

ACH-441 1.68' 

*Mede from No. 14 gauge 
(.064) eluminum. 

Size 
D. W. H. 

5'12' 9'12' PI;" 
5" 10" 3" 
6" 14" 3" 
7" 7" 2" 
7" 9" 2" 
7" II" 2" 
7" 13" 2" 
7" IS" 3" 
4" 17" 3" 
7" 17" 3" 
8" IT' 2" 
8" 17" 3" 

10" 12" 3" 
10" 14" 3" 
10" IT' 2" 
10" IT' ,3" 
10" 17" 4" 

I I" IT' 2" 
II" 17" 3" 
12" 17" 2" 
12" 17" 3" 

12" IT' 4" 
13" 17" 2" 
13" IT' 3" 
13" IT' 4" 
7" II" 3" 
5" 7" 2" 
8'/2" IS" 3" 
S'~ 7" 3" 
5" 13" 3" 
8" 12" 3" 
4" 6" 2" 
4" 6" 3" 
7" 12" 3" 
6" 17" 3" 

10'" 23" 3" 
4" 6" P/2" 
4" 8" 2" 

17" IT', 4" 
10" 17" 5" 
13" 17" 5" 
8" 10': 2'12" 

STEEL 
Ship. Wt. Net 

Cat. No. Lb.. Price 
CH-400 I $0.91 
CH-401 Ph 1.26 
CH-402 2'12 1.48 
C H -403 JI/. 1.07 
CH-404 1'/2 1.26 
CH-40S 1% 1.29 
CH-406 2 1.40 
CH-407 2% 1.67 
CH-408 2'/. 1.50 
CH-409 3'/8 1.83 
CH-410 2% 1.67 
CH-41 I 5'/. 1.83 
CH-412 2% 1.76 
CH-413 3'/. 1.86 
CH-414 3'/. 1.92 
CH-4IS* 6 2.16 
CH-416* 
CH-417* 
CH-418* 
CH-419* 
CH-420* 
CH-421* 
CH-422* 
CH-423* 

7'12 2.39 
5'/. 2.62 
6'/. 2.87 
5 1.99 
7 2.40 
8112 2.62 
b 2.87 
7 3.31 

CH-424* 10 3.78 
CH-425 2'/. lAO 
CH-426 I 1.04 
CH-427 1.92 
CH-428 JI/. 1.06 
CH-429 2 1.56 
CH-430 2'/2 1.67 
CH-43 I I 1.01 
CH-432 I 1.04 
CH-433 2'/2 1.46 
CH-434 4 1.76 
CH-435* 10 2.74 
CH-436 % 1.04 
CH-437 I 1.07 
CH-43S* 13 5.42 
CH-439* B'h 2.89 
CH-440* II 4.26 
CH-441 2112 1.42 

'Made from No. 16 
gauge steel. 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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REMOVABLE TOP 
Made of #16 Ga. Cold Rolled Steel. Top and Bottom 
edges flanged in on four sides. TQP plate is remov­
able. Finished in either Slack Wrinkle or Zinc Plated. 
Zinc plated furnished if finish is not specified. 

Cat. No. 
RCH-4IS 
RCH-416 
RCH-423 
RCH-424 

Size 
10 x 17 x 3 
10 x 17 x 4 
13 x 17 x 3 
13x 17x4 

Ship. Wt. 
Lb •. 

5 
5 
9 

10 

Net Price 
$4.01 

4.46 
4.20 
5.18 

REPLACEMENT TOPS 

Cat. No. 
RTC-4IS 
RTC-423 

Size 
10 x 17 
13 x 17 

Ship. Wt. 
Lb •. 

2 
3 

Net Price 
$1.56 

1.92 

ALUMINUM VERTICAL PANEL 

I 
H. 

1. 
19" 

Made of 14 gauge ~ 
(.064) Aluminum. Flanges 
are notched for standard rack 
mounting. All chassis depths are 
5-9/32". Gussets are spot welded in 
each corner for greater strength. Etched finish. 

Catalog No, 

ACH-1200 
ACH-1201 
ACH·1202 
ACH-1203 
ACH-1204 
ACH-1205 
ACH-1206 
ACH-1207 

Catalog No. Depth 
ACH-1350 2%" 
ACH;1351 1%" 
ACH-1352 3'/4' 
ACH-1353 2%" 
ACH-1354 '3%" 
ACH-1355 3" 
ACH-1356 5% " 
ACH-1357 4" 
ACH-1358 4" 
ACH-1359 4" 
ACH-1360 4" 

Width 
2%" 
3'/a" 
4'12' 

. 4'/a" 
4I/a" 
6'/a" 
4%" 
3'/a" 
4'1a" 
5'/a" 
6'/a" 

Ship. Wt. Lb •. Net Price 

% 
1% 
Ph 
2 
21/4 
2% 
3 
31/4 

$2.SS 
2.79 
3.04 
3.SI 
4.14 
4.44 
4.9S 
5.35 

ALUMINUM 
OPEN END 

Made of 18 gao (.040) 
Aluminum. 

Height 
P/4' 
I" 
2" 
I" 

P/2" 
1'14" 
Ph" 
I" 
I" 
I" 
I" 

Ship. Wt. 
Lb •. Net Price 
'/. $ .37 
'I. .41 
'/. .44 
'/. .44 
'/. .44 
'I. .S2 
'I. .55 
'12 .44 
'/2 .48 
'/2 .51 
'/2 .55 
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SECTION 1400 

J:PUl1llW1l1ll R Standard PRECISION BUILT METAL HOUSINGS 
ALUMINUM STEEL 

@) UTILITY 
CASES 

Constructed of #16 go. (.051) aluminum with flanged 
edges. spotwelded corners and two removable flat 
covers. Natural Aluminum finish or Gray Hammertone. 

Constructed of 
flo nged edges, 
two removable 
Block Wrinkle. 

#20 go. sheet steel with 
spot welded corners, and 
flat covers. Finished in 

Ship. 

Natural Gray 
Aluminum Net Size Ship. Wt. Hammertone Net 
Cat. No. Price H.W.D. Lbs. Cat. No. Price 

Catalog Wt. Net 
No. H. W. D. Lbs. Price 

C-442 4" 4" 2" 1'. $0.93 

AC-442 $1.26 4 4 2" V. PAC-442 $1.39 
AC-453 1.39 4 5 3" "4 PAC-453 1.62 

C-453 4" 5" 3" 1'4 1.0S 
C-564 5" 6" 4" 1% 1.28 

AC-564 1.65 5 6 4" 1 PAC-564 2.02 C-596 5" 9" 6" 3 2.02 

AC-596 2.71 5 9 6" lY. PAC-596 3.07 C-666 6" 6" 6" 2'4 1.46 

1---, AC-666 I.S9 6 6 6" 11-2 PAC-666 2.11 
AC-1276 3.73 12 7 6" 2'4 PAC-1276 4.14 

H.~ AC-1597 5.10 15 9 7" 3Y. PAC-1597 5.65 
AC-695 2.71 6 9 5" 11-2 PAC-695 3.07 

C-695 6" 9" 5" 3 2.02 
C-754 7" 5" 4" 2 1.39 
C-Sl0l 10" 10" 8" 6 3.30 
C-1276 12" 7" 6" 4Y. 2.74 

CHASSIS MOUNTING BRACKETS 

• Constructed of No. 16 g'auge steel. 
• Finished in Black enamel. 
• Sold in pairs only. 

TRIANGULAR TYPE 
Ship. Wt. Net 

Cat. No. Height Depth Lbs. Price 
TRIANGULAR TCB-55 5" 5" 1 $ .99 STANDARD 

TCB-77 7" 7" 1 1.12 
TCB-99 9" 9" 11/2 1.36 

ALUMINUM MINIATURE CASES 
A two piece case made of #16 Ga. (.051) 

aluminum. Natural Aluminum Finish or Gray 
Hammertone. 

Natura'i Gray 
Aluminum Net ShipWt. Hammertone Net 
Cat. No. Price L. W. H. Lbs. Cat. No. Price 

AMC-1000' $ .70 2",4" 21/a" 151a" 1,4 PMC-IOOO' $ .79 
AMC-l00l* .70 31,4" 2'l/a" 15/a" 1,4 PMC-1001' .79 
A/yIC-l002* .73 4" 2'I/a" 1%" 1,4 PMC-1002* .B3 
AMC-l003 .96 4" 21,4" 21,4" "Is PMC-1004 1.09 
AMC-l004 .99 5" 21/4" 21,4" 1/2 PMC-l005 1.23 
AMC-l005 1.17 5" 4" 3" 1/2 PMC-1006 1.19 
AMC-1006 1.09 51/4" 3" 21/a" 1 PMC-1007 1.53 
AMC-1007 1.39 6" 5" 4" ",4 PMC-l008 1.69 
AMC-l008 1.56 7" 5" 3" Pia PMC-1009 2.45 
AMC-1009 2.31 8" 6" 31/2" 11/2 PMC-1010 3.04 
AMC-l010 2.88 10" 6" 31/2" 13,4 PMC-10ll 3.57 
AMC-l0ll 3.24 12" 7" 4" 2 PMC-1012 4.20 
AMC-l012 3.84 17" 5" 4" 1/2 PMC-l013 1.23 
AMC-l013 1.17 1011 2" 100a" 1/4 PMC-1014 1.65 
AMC-l014 1.53 12" 21/2" 21/4" 1,4 PMC-1015 1.20 
AMC-1015 .93 4" 2" 23/4" % PMC-1003 1.06 
AMC-l016 .96 41,4" 21,4" 11/2" 1/4 PMC-1016 1.06 
• 18 Gauge (.040) 

MASKED ALUMINUM PANELS 
1911 WIDE - VSII THICK 

Mode of bright natural aluminum covered on both sides with special self-adhesive 
paper. Drilling or milling can be done on paper in place, affording complete d';m~ge 
protection. Paper is removed simply by peeling. 

Catalog No. Height 
MAP-119 1"4" 
MAP-319 3W' 
MAP-519 5'4" 
MAP-719 7" 
MAP-SI9 S"4" 
MAP;1019 lOW' 
MAP-1219 12'4" 
MAP-1419 14" 
MAP-1519 15"4" 
MAP-1719 17W' 
MAP-1919 19'4" 
MAP-2119 21" 

Ship. Wt. Lbs_ 

1-2 
1 
11-2 
2 
21-2 
3 
31-2 
4 
4 

Net Price 

$1.01 
1.36 
I.S6 
2.24 
2.6S 
3.37 
3.94 
4.51 
5.04 
5.54 
6.0S 
6.62 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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STANDARD TYPE 

Notched for 
3" Chassis 

Notched for 
411 Chassis 

Cat. No. 

CB-78 
CB-710 
CB-711 
CB-712 
CB-713 
CB-717 

(CB-810 
CB-813 

ALUMINUM 

AND STEEL 

BOTTOM 

PLATES 

The bottom plates have holes 
to match the chassis and 

Ship. WI. 
D. Lbs. 
8" 11/2 

10" 13,4 
11" 2 
12" 21/a 
13" 21,4 
17" 3 

10" 2"/a 
13" 3 

Net 
Price 

$0.96 
1.29 
1.39 
1.51 
1.62 
2.51 
1.91 
2.02 

have 4 pressed dimples. Steel plates mode of No. 20 
gauge steel, finished in either Block Wrinkle or Zinc 
Plated. Aluminum plates mode of No. 18 gouge (.040). 
Natural aluminum finish. 

ALUMINUM 

Cal. 
No. 

ABP-400 
A8P-401 
A8P-402 
ABP-403 
ABP-404 
ABP-405 
A8P-406 
ABP-407 
ABP-40S 
A8P-409, 
ABP-410 
ABP-412 
A8P-413 ' 
ABP-414 
A8P-418 
ABP-419 
ABP-422 
ABP-423 
ABP-424 
ABP-425 
ABP-426 
ABP-427 
ABP-428 
ABP-429 
ABP-430 
ABP-431 
ABP-432 
ABP-433 

Nel 
Price 

$0.87 
.S7 

1.32 
.90 
.96 

1.06 
1.32 
1.32 
1.32 
1.36 
1.53 
1.50 
1.37 
1.72 
2.16 
2.28' 
2.41 

.S7 

.99 
1.32 

.S7 
1.14 
1.36 
2.55 

.S7 
2.57 
2.41 
1.14 

Size 
5Y2"x 9%11 
51/ X 10" 
611 X 1411 
711 X 7/1 
711 X 9J/ 
711 X 1111 
7" X 13/1 
7" X 15" 
4J/ x 1711 
711 X 17" 
8J/ x 1711 

10" x 12" 
10" x 14" 
10" x 17" 
11" x 17" 
12" x 17" 
13" x 17" 

5/1 x 711 

5/1 X 13" 
8" x 1211 
4" X 611 

7° X 12" 
611 x 17" 

10" x 23" 
4JJ x 811 

17" x 17" 
SYz" x 15" 
811 x 1011 

STEEL 
Ship. 

Cal. Wt. 
No. Lbs. 

BP-400 1 
BP-401 1 
BP-402 1 
BP-403 1 
8P-404 1 
BP-405 1 
BP-406 2 
BP-407 2 
BP-408 2 
BP-409 2 
8P-41,O 2 
8P-412 2 
BP-413 2 
BP-414 2 
BP-41S 3 
SP-419 3 
BP-422 3 
BP-423 1 
BP-424 1 
8P-425 2 
BP-426 1 
BP-427 2 
BP-42S 2 
BP-429 2 
BP-430 1 
BP-431 4 
BP-432 1 Y. 
8P-433 1 

Nel 
Price 

$0.41 
.46 
.63 
.46 
.50 
.60 
.66 
.73 
.60 
.77 
.77 
.77 
.SO 

1.03 
1.06 
1.11 
1.19 

041 
.66 
.92 
.41 
.79 
.77 

1.66 
.41 

1.67 
1.19 

.79 
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SECTION 1400 

R STEEL & ALUMINUM RACK PANELS 

,t­
HT. 

't 

All 24" and 30" wide blank panels are 

finished in Black or Gray Wrinkle, Gray 

or Brown Hammertone. If color is not 

specified, Black Wrinkle is furnished. 

ALL 19" WIDE PANELS ARE 

FINISHED IN REVERSIBLE COLORS 

When ordering just specify Reversible 

Colo .. -

BLANK RACK PANELS 
4%11 _ 9~1I -1911 - 24"- 3011 WIDTHS 

ALUMINUM 
Made of ],U" Thick Aluminum and finished in, Gray Hammertone only. 

4%" Wide 91f2" Wide 
Cat. No. Ship. Wt. Height Net Price Cat. No. 'Ship. Wi. Height 
ARP-147 Va H~" $0.50 ARP-195 1,4' )3,4" 
ARP-347 1/4 3V2" .70 ARP'395 1/2 31/2" 
ARP-547 % 51,4" 1.05 ARP-595 3,4 51,4" 
ARP-747 1/2 7" 1.26 ARP-795 1 7" 

ARP-895 . P,4 83,411 
ARP-l095 11/2 101/2" 
ARP-1295 )3,4 121,4" 
ARP-1495 2 1.4" 

19" WIDE 

Net Price 
$0.84 

1.14 
1.65 
2.01 
2.37 
3.00 
3.48 
3.96 

Example: Aluminum Panel 8'\4" x 19" -

Black Wrinkle on one side - Gray 

Wrinkle on other side - order as 

follows: 

Aluminum - 1/a" Thick Aluminum - 3/16" Thick Steel - No. 12 Gauge 

ARP·819 Reversible Wrinkle. 

Example: Steel Panel 7" x 19" '- Gray 

Hammertone one side - Brown Ham­

mertone other side - order as follows: 

RP.719 Reversible Hammertone. 

Height 
13,4" 
3V2" 
51,4" 
7" 
83,4" 

10V2" 
121/4" 
14" 
153,4" 
171/2" 
191,4" 
21" 

24" WIDE 

Cat. No. 
ARP-119 
ARP-319 
ARP-519 
ARP-719 
ARP-BI9 
ARP-l019 
ARP-1219 
ARP-1419 
ARP-1519 
ARP-1719 
ARP-1919 
ARP-2119 

Ship. Wt. Net 
Lbs. Price Cot. No. 
,1/2 $1.01 ARP-119-36 
1 1.36 ARP-319-36 
lV2 1.86 ARP-519-36 
2 2.24 ARP-719-36 
21/2 2.68 ARP-BI9-36 
3 3.37 ARP-l0l,9-36 
3V2 3.94 ARP-1219-36 
4 4.51 ARP-1419-36 
4 5.04 ARP-1519-36 
43,4 5.54 ARP-1719-36 
5 6.08 ARP-1919-36 
6 6.62 ARP-2119-36 

Ship. Wt. Net Ship. Wt. Net 
Lb •. Price Cat. No. Lb •. Price 

3,4 $1.62 RP-119 1 $0.77 
11/2 2.11 RP-319 2 .88 
2V2 3.00 RP-519 3 1.09 
3 3.60 RP-719 4 1.26 
3% 4.29 RP-819 51,4 1.54 
4112 5.40 RP-l019 6V4 1.86 
5 6.30 RP-1219 71,4 2.21 
6 7.23 RP-1419 81/4 2.55 
6 8.07 RP-1519 9 2.87 
7 8.88 RP-1719 101/2 3.15 
7V2 9.75 RP-1919 12 3.50 
9 10.59 RP-2119 121/2 3.85 

30" WIDE 
Aluminum - 1/8" Thick Steel - No. 12 Gauge Aluminum - 1/8" Thick Steel - No. 12 Gauge 

Ship. WI. Ship. Wt. Net Ship. Wt. Ship. Wt. Net 
Cat. No. Lb •. Net Price Height Cat. No. Lb •• Price Cat. No. Lb •. Net Price Height Cat. No. Lbs. Price 
ARP-324 11,4 $2.09 31/2" RP-324 21,4 $1.35 ARP-330 11/2 $2.77 31/2 11 RP-330 3 $1.77 
ARP-524 2 3.09 51/4" RP-524 31/2 1.65 ARP-530 21/4 4.11 51,4" RP-530 4V2 2.19 
ARP-724 21/2 3.72 7" RP-724 41/2 1.89 ARP-730 3 4.95 7" RP-730 6 2.52 
ARP-824 3 4.44 83,4" RP-824 6 2.34 ARP-830 33,4 5.89 83,4" RP-830 8 3.09 
ARP-I024 3V2 5.58 101/2" RP-I024 7 2.82 ARP-l030 41/2 7.44 101/2" RP-l030 91,4 3.12 
ARP-1224 4 6.54 121/4" RP-1224 8 3.33 ARP-1230 5 8.67 121,4" RP-1230 101,4 4.41 
ARJ'-1424 41/2 7.47 14" RP-1424 9 3.81 ARP-1430 6 9.93 14" RP-1430 12 5.07 
ARP-1524 5 8.32 153,4" RP-1524 10 4.32 ARP-1530 6V2 11.10 153,4" RP-1530 131/2 5.76 
ARP-I724 51/2 9.18 171/2" RP-1724 11 4.74 ARP-1730 7 12.24 171/2" RP-1730 15 6.30 

#ARP-1924 6 10.05 191,4" RP-1924 12 5.25 ARP-1930 71/2 13.41 191/4" RP-I930 18 6.96 
ARP-2124 61/2 10.95 21" RP-2124 13 5.79 ARP-2130 9 14.56 21" RP-2130 19 7.71 

PANELS - 19" WIDE FINISHED IN EITHER BLACK OR GRAY WRINKLE, GRAY OR BROWN HAMMERTONE 
Made of No. 12 Gauge Steel IF COLOR IS NOT SPECIFIED, BLACK WRINKLE IS FURNISHED. 

GRILLE PANELS METER PANELS - 51/4" 

Cat. No. Grill Size 
GRP-601 3~8"xI30/8" 
GRP-602 3~a"xI3%" 
GRP-603 57la"xI3%" 
GRP·604 *3~8"x133f811 

GRP·605 77/a"xI3%" 
GRP-606 *S'¥a"x133fa1l 
GRP-607 *77/a" x 133Al" 

• Allows 31/2" space 
mounting. 

GRILLE TYPE 

Ship. Wt. Net 
Height Lbs. Price No. of Meter Hole Shp. WI. Net 

51,4" 2 $3.09 Cot. No. Hole. Size Size Lb •• Price 
7" 2 3.31 
83,4" 21/2 4.00 MRP-900 3 2" 21,4" 7 $1.62 
83,4" 21/2 3.68 

101/2" 21/2 4.38 MRP-901 5 2" 21/4" 7 2.19 
101/2" 2V2 4.00 
121/4" 3 4.54 MRp·902 3 3" 2'~'" 7 1.62 

at bottom for chassis 
MRP·903 5 3" 21~6" 7 2.19 

DOOR PANELS - 1911 WIDE 
Made of No. 12 Gauge Steel 

Panels have flush hing,ed doors with piano hinges, and are 
supplied with a quick turn fastener. Doors are located 1" 
from top to allow space for chassis at bottom_ 

STANDARD TYPE GRILLE TYPE 

Net 
Cat. No. Price 

Shp. Wt. Net 
Height Door Size Lb •. Cat. No. Price 

DRP·700 $5.12 8'\4" 4%" x 15%" 9 GDRP-700 $6.57 

DRP-701 5.48 lOY," 6" x 15%" 10 GDRP·701 7.13 

DRP·702 6.04 12'.4" 71-2" x 15%" 12 GDRP·702 7.86 

ALL PRICES F.O.B. N. Y. 59, N. Y. 
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SPEAKER PANELS 

A piece of perforated metal is spot-welded 
behind the opening; 

Spkr. Hole Shtt/ft . Net 
Cat. No. Height S,ze Size, Price 
SRP-819 83,4" 6" 4%" 6 $2.88 
SRP·l019 101/2" 8" ,61/2" 8 3.66 
SRP-1219 121,4" 10" 8V2" 9 4.38 
SRP-1419 1411 12" 11" 10 5.04 

SIDE HINGED DOOR PANELS 
Used for left or right hand opening. 
Supplied with a, quick turn fastener. 

Cat. No. 
SHP·319 
SHP-S19 
SHP·719 
SHP·819 
SHP.l019 
SHP.1219 
SHP.1419 
SHP·2119 

Hei,!lht 
3'1f2" 
51A1" 
7" 
80/4" 

101/2" 
121/4" 
1411 
21" 

Net 
Price 
$3.00 

3.12 
3.42 
3.66 
3.96 
4.23 
4.59 
7.26 

© U.C.P., Inc. 



SECTION 1400 

SPECIFICATIONS, ORDERING INFORMATION, MOUNTING INSTRUCTIONS 

BALL BEARING ~ 
Record Player 
and Hi-Fi 

CHASSIS SLIDES 

stop"pin 
spring 

Part No. PS-J3-9, exploded view. 

Side mounting, end view. Bottom mounting, end view. 

hole locations of outer track 
~ &2 

I: L 

-I 1 D 

F 
c .. \ 

l~r 
B "I I J 

A~ I hi 
~. 

t~ ..l j, .J, ..J, ~ 
1\ T T ~ !"" i' t::I 

--I~I-- L #8 TRUS5lfEAD SCREW 
B STOpJ-g!--

hole locations of inner track 
!~z 

I:~====E=--==:-I~_-_GM_~_-_·-!,_------·l-J 
IP: 1 ~: 11 

~gl- [:3;::] \..#8 TRUSS/fEAOSCREW 

Model number explanation-"PS" indicates "Phonograph 
Slide". First number indicates length of movable inner 
track (excluding fractions!. Second number indicates slide 
travel. Example: Model PS-J3-JO indicates a Phonograph 
Slide with a 13" inner track which has a 10" travel. 

METAL PRODUCTS CO., INC. 

South River, New Jersey 
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SECTION 1400 

ALL-WELDED DELUXE CABINET RACKS 

DELUXE SERIES 
AN ALL-WELDED UNIT 

FOR 19" RACK PANELS 
SPECIFICATIONS: 

A. Rack is constructed throughout from 16 
gauge high-quality steel and is completely 
welded together. 

B. Panel mounting angles c.onstructed of 1'\;2 x 
1 Vz X Va" angle iron. 

C. Mounting holes are tapped 10/32 thread. 
D. Mounting holes are at 1 !4"-h" spacings. 

(WESTERN ELECTRIC SPACING.) 
E. Double row of louvres in rear door provide 

ventilation. 
F. Door is hung on loose-pin hinges; it may be 

easily removed. . 
G. Door is securely locked by means of an 

"automotive" type highly-polished handle 
and linkage rods. 

H. Highly polished metal trim is on front of 
rack at top and bottom. 

I. Panel mounting screws are concealed by 
detachable corner vertical trim (see Item "L"). 

J. Finished in black or grey wrinkle enamel 
and silver grey hammertone. 

K. When it is desired to "gang" two or more 
of these cabinets together, order connecting 
trim, using the prefix "AD" plus the last two 
numbers of the' catalog number of the cab­
inet. 

L. Narrow vertical trim, allowing for removal 
of 19" panels, without removing vertical 
trim, is available, upon request, at no 
additional charge. 

RACKS - 18W' DEEP 

. Clear Inside 
Catalog Overall Panel Width 
Number Dimensions Space (Front) 

D 1869 69% x 23% x 18'12 61'/4 x 19 1771. 
D 1878 78% x 23% x 18'12 70 x 19 177/a 
D 1885 85% x 23% x 181h 77 x 19 177/. 

RACKS ....;... 24" DEEP 

D2469 69% x 23% x 24 61'A x 19 177/. 

D2478 78% x 23% x 24 70 x 19 177/a 
D 2485 85% x 23% x 24 77 x 19 177/a 

Clear Inside Approx. 
width Clear Inside Shipping Dealer 
(Rear) Depth Weight Cost 

19% 163A 155 lb •. $112.07 
19% 163Jo 167 lb •. 122.73 
19% 163A 180 lb •• 138.71 

19% 221f4 176 lb •• $131.61 
195/a 221/4 192 lb •• 142.26 
19% 221f4 205 lb., 159.97 

Wyeo Metal Products.NoRTH HOLLYWOOD, CALIFORNIA 
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SECTION 1400 

W'>t® MU~!~.~!ED~~!L!!~T~L~!!~ONS 
MHA(P~9DUCTS REMOVABLE SIDES-ADJUSTABLE MOUNTING ANGLES 

18" DEEP AND 24" DEEP 

SPEqFICA TlONS: 

A. Sides are removable for MULTIPLE RACK installations of 
two or more units. 

B. This series consists of one frame and rear door, or one 
frame, rear and front door. 

C. Removable sides sold separately, in pairs only. 
D. Fabricated of high-quality, heavy gauge steel and elec­

tronically welded together. 
E. Panel mounting angles are ~6" structural steel with 

mounting holes tapped 1 0-32 thread on n~" _lh" spacing. 
F. Panel mounting angles are adjustable from front to back. 
G. Highly-polished trim on doors. • 

1 8' ' DEEP RA C K 

REAR DOOR ONLY FRONT AND REAR DOOR 

Cal. Panel Approx. Dealer Cal. Panel Approx. Dealer 
No. Heighl Space Shp. WI. Cost No. Heighl Spate Shp. WI. Cost 

RW861 67%" 61'!." 123 $103.28 FW618 67'/," 611f/' 143 $122.24 
RW870 76'/," 70" 129 119.30 FW708 76'/," 70" 152 132.71 
RW877 83'1," 77" 143 123.60 FW778 83'/," 77" 168 145.50 

18" DEEP REMOVABLE SIDES 
Catalog No. Approx. Shp. WI. Dealer Cost 

Pain 

RS 1861 45 lb •. $37.88 pro 
RS 1870 SO lb •• 40.76 pro 
RS 1877 55 lb •• 43.84 pro 

H. "Automotive" type, highly-polished handles on doors. 
1. Door can be mounted left or right hand. 
J. Bottom has cut-out for cables, leads, etc. 
K. Louvres in ,doors, sides and cabinet top can be added at 

no additional cost. 
L. A rectangular or round opening can be put into cabinet 

top at no additional cost. 
M. Available in primer coat, two-tone grey enamel (frame in 

dark grey; doors and ends in silver-grey hammertone), 
black or grey wrinkle. 

N. Heavy-duty Caster #RC7773 may be used with this series. 

24" DEEP R AC K 

REAR DOOR ONLY FRONT AND REAR DOOR 

Cal. Panel Approx. Dealer Cal. Panel Approx. Dealer 
No. Heighl Space Shp. WI. Cost No. Heighl Space Shp. WI. (ost 

RW461 67'10" 61%'/ 144 123.94 FW614 67'10" 61'!." 169 $146.67 
RW470 76'/," 70" 153 143.22 FW704 76'/," 7011 183 167.65 
RW477 83'/," 77" 169 152.03 FW774 83'/," 77" 202 178.42 

24" DEEP REMOVABLE SIDES 

COla log No. Approx. Shp. WI. Dealer Cost 
Pairs 

RS 2461 56 lb •. $45.46 pro 
RS 2470 64 lb •• 48.88 pro 
RS 2477 70 lb •. 52.79 pro 

Wyco Metal Products °NORTH HOLLYWOOD, CALIFORNIA 
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SECTION 1400 

ALL-WELDED CABINET RACKS 

DELUXE SERIES "G" AND "DF" -

DESCRIPTION: 

STANDARD SERIES "SL" AND "S" 

J. 
K. 

Front corners rounded. 

A. 16 go. high quality steel. 
B. Welded together. 
C. Panel mounting angles lis" steel. 
D. Western Electric spacing. 
E. Tapped 10/32. 
F. Louvres rear door. 
G. Rear door hung on loose-pin hinges. 
H. Rear door has flush-type latch. 

L. 

Available grey or black wrinkle and silver 
grey hammertone. 
"SL" and "S" series have detachable vertical trim. 

M. "G" and "DF" series panel mounting angles adjustable 
front to back. 

N. "DF" series has front door with automotive type handle 
and three point catch. 

o. "SL" series has louvres at sides. 
P, Narrow vertical trim can be ordered for "SL" and 

I. Highly-polished trim at front, top and bottom. 11511 series. 

SPECIFICATIONS: 

Cat. No. Overall Dim. 

G6119 67%" x 22" x 18" 

G7019 761/a" x 22" x 18" 

G7719 831/a" x 22" x 18" 

OF 1961 67%" x 22" x 18" 

OF 1970 761/a" x 22" x 18" 

OF 1977 831/a" x 22" x 18" 

SL 1842 42~a" x 2J1/a" x 18" 

SL 1867 67%" x 21 1/a" x 18" 

SL 1883 831/a" x 211/8" x 18" 

"G" SERIES 
ADJUSTABLE MOUNTING ANGLE 

Approx. Dealer 
Panel Space Ship. Wt. Lbs. Cost 

611/4" x 19" 165 $ 99.14 

70" x 19" 185 111.56 

77" x 19" 195 123.92 

611/4" x 19" 185 123.92 

70" x 19'/ 200 142.22 
77" x 19" 210 154.64 

363/4" x 19" 107 71.13 
611/4" x 19" 145 92.08 
77" x 19" 177 116.86 

"D,F" SERIES 
ADJUSTABLE MOUNTING ANGLE 

STANDARD liS" SERIES 
FOR 19" RACK PANELS 

SPECIFICATIONS: 

A. ' ALL SPECIFICATIONS AND DIMENSIONS 
OF "SL" SERIES APPLY, EXCEPT FOR 
FOLLOWING: 
(I) LOUVRES AT SIDE ARE OMITTED to 

facilitate use of racks in rows or 
"gangs." 

(2) When it is desirable to set up these 
cabinets in rows or "gangs," we 
can supply Q connecting trim for a 
smoll additianal charge. Order con­
necting trim, using prefix U AS" plus 
the last two number. of the catalog 
number of the cabinet. 

(3) Catalog Numbers are prefaced with 
"5" instead of "SL." 

"SL" SERIES 
DETACHABLE VERTICAL TRIM 

AT FRONT CORNERS 

Wyco Metal Products.NoRTH HOLLYWOOD, CALIFORNIA 
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SECTION 1400 

• CABINET RACKS 
EXPAND·A·RACKS 

MODEL "W" AND BANNER "B" SERIES 

DESCRIPTION: "W" SERIES DESCRIPTION: "8" SERIES 
A. 16 gauge high.quality steel. A. 
B. Front corners are rounded. 
C. Panel mounting angles 1Ia" steel. B. 

D. Mounting holes tapped 10/32 thread. C. 
E. Mounting holes are UNIVERSAL CENTERS. D. 
F. Louvres in feGr door and sides. E. 
G. Door hung on loose pin hinges. F. 
H. Door closed by two flush.type latches. G. 
I. Highly.polislled trim on front. H. 
J. RACK IS SHIPPED "KNOCKED.DOWN"; I. 

all necessary bolts supplied for assembly. J. 
Finished in black or grey wrinkle and K. 
silver grey hammer'one. 

K. 

L. There are four brackets spot welded to L. 
the bottom of the cabinet. Our casters 
(catalog No. RC100) can be attached to 
these brackets. This offers instant mo .. 
bility, if required. 

SPECIFICATIONS: Clear 
Inside 

Catalog Overall Panel Width 
Number Dimensions Space (Front) 
W 1036 42 x22x171/4 363/4X19 17~8 

W 1042 47'14x22x 171/4 42 x19 17~8 

W 1061 66'12X22x171/4 61'14x19 1~8 
W 1077 82'14x22x17'14 77 x19 11~8 
B 1876 70 x19 17~8 

16 gauge high-quality steel and is 
welded together. 
Panel mounting angles 1'12xI112x'la" 
angle iron. 
Mounting holes are 10/32 thread. 
(WESTERN ELECTRIC SPACING.) 
Louvres in reaf doors. 
Rear corners re .. inforced. 
Door hung on loose pin hinges. 
Door closed by two flush.type latches. 
HighlV-polished trim on front. 
Panel mounting screws concealed by 
vertical trim. 
Finished in black or grey wrinkle enamel 
and silver grey hammertone. 
When it is desirable to set up racks in 
rows or "gangs," order connecting trim, 
using the prefix "AB" plus the last two 
numbers of the catalog number of the 
cabinet. 

Clear 
Inside Approx. 

Width Clear Inside Shipping 
(Rear) Depth Weight 

Dealer. 
Cost 

171/4 15~8 881bs. $45.17 

17'14 15~8 951bs. 51.10 
17'14 15~8 1221bs. 63.96 
17'14 15~8 1481bs. 76.57 
17'14 161f2 1781bs. 124.49 

CASTERS 
DESCRIPTION: 
A. Can be used with our "W" series and Expand­

A-Rack series. 
B. Load capacity of a set of four is 520 Ibs. 
C. The swivel bearing wheels are made of a hard 

fibrous compound. 
CATALOG NO. RC-l00 APPROX. SHIP. WT. EACH 8 oz. 

DEALER COST $1.10 ea. 

RELAY RACKS 

"8" SERlES 

"W" SERIES 

EXPAND-A-RACK SERIES 
DESCRIPTION: 

SPECIFICATIONS: 

A. When it is necessary to join two or more 
racks together, WYCO METAL PRODUCTS 
offers the "EXPAND·A·RACK" series. 

B. Figure "A" shows two Expand-A-Racks 
joined together. 

C.. Figure "B" illustrates the method of ex­
panding your present rack space. In place 
of purchasing an· additional rack, a unit, 
consisting of the following items, would be 
bought: (a) the door; (b) the top; (c) the 
bottom; (d) an Expand-A.Rack joining unit. 
The right or left side of your existing relay 
cabinet rack is dis·assembled and. replaced 
with an Expand.A.Rack joining unit. Follow­
ing this step, the top and bottom are as .. 
sembled. The cabinet side removed from 
the original rack is then fastened onto the 
second rack. Upon hanging the additional 
door, two complete racks are now ioined 
together. 

D. Wyco's Expand.A.Rack series may be pur • 
. chased by one of two methods. One meth. 
ad consists of buying one complete rack (the 
"W" series) plus one Expand-A .. Rack unit. 
If you already have one of our basic "Wit 
series cabinets, then order an Expand.A .. 
Rack unit. 

E. Supports are electronically welded to the 
bottom to receive our casters (#RC·l00). 

F. There is an ample amount of compound 
knockouts in the Expand.A.Rack joining unit 
center partition. This allows cables and leads 
to be taken from one ""binet to the other. 

G. Available in Grey or Black Wrinkle and 
Silver Grey Hammertone. 

1M 

Cat. No. 

E·400 

E·401 

E·402 

E-403 

.,.4 . .% +IK 

Used to 
Expand.A.Rack 

W·l036· 

W·1042 

W-l061 

W-l077 -
Approx. Dealer 

With Ship Wt. Lbs. Cost 

74 $44.34 

78 49.01 

99 60.96 

126 74.90 

Wyco Metal Products.NoRTH HOllYWOOD, CALIFORNIA 
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SECTION 1400 I. 

THE "SUPREME· LINE" CABINET SERIES 
AND PORTABLE SCOPE DOLLY 

FRONT VIEW 

FRONT VIEW - TOP DOOR OPEN 

PORTABLE 

SCOPE DOLLY 

DESCRIPTION: 

A. Fabricated of 16 gao steel. 

B. Mounting holes tapped 10-32. 

C. Mounting holes: Universal spacing. 

D. Ventilated by perforated metal front and back 
and rear opening. 

E. Top door has continuous piano hinge. 

F. Top door has flush-type latch. 

G .. Embossed feet with rubber bumpers at bottom. 

H. Adjustable Hat-section type rails, furnished to support 
chassis, have holes for bolting to cabinet bottom and· 
chassis. 

I. Recessed carrying handles are in· sides of cabinet. 

J. Finished in dark grey hammertone. 

K. Utilization of our standard aluminum or steel panels 
in silver grey hammertone finish with this series cre­
ates an attractive contrast. 

SPECIFICATIONS 

PANEL 
CAT # SPACE 

Approx. 
Ship. Dealer 

A BCD E G H WI. Lbs. Cosl 
SL 7760 7x19 73/4 15 24 3 12 3'18 3'18 31/8 37/8 23 $26.39 
SL 7761 83/4X19 91/2 15 24 3 12 43/4 40/4 31/. 43/4 25 28.15 
SL 776'1. 101/2x19 111/4 15 24 3 12 50/8 5o/s 31/8 5o/s 27 29.91 
SL 7763 121/4x19 13 15 24 3 12 61/2 61/2 31/8 61/2 29 33.87 
SL 7764 14x19 143/4 15 24 3 12 7% 7% 31/8 7% 31 37.66 

DESCRIPTION 

A. Shelves fabricated of high­
quality steel. 

type of laboratory scope may 
be carried. 

B. Legs fabricated of structural 
steel for strength. 

C. Highly - polished functional 
handle included. 

D. By adjusting brackets on the 
top shelf, almost any popular 

CAT. # Type "A" "8" 

SD 7783 sloping 213/4" 321/2" 

E. Full - swivel 3" rubber casters 
included. 

F. Painted in smooth silver-grey 
hammertone. 

G. Shipped knocked-down with all 
necessary hardware for easy 
assembly. 

ApDrox. 
Ship. 

"ell liD" liE" WI. Price 

28" 19" 200 30# $34.95 

(PRICES SUBJECT TO CHANGE WITHOUT NOTICE) 

Wyco Metal Products'NoRTH HOLLYWOOD, CALIFORNIA 
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(A) VERTICAL 
SIDE SUPPORTS 

Description: (A) Bolts to Unistrut 
members in following series cabi­
nets: RW/FW/G/DF. (B) 12 go. 
steel; painted hammertone. (C) 
10-32 holes; Universal spacing. 
(D) Supports shelves, mounting 
brackets and slide units. (E) Sup­
port brackets not included; order 
separately. (F) Mounting hard­
ware included. 

Cat. Panel 
# Space 

ZA-77 57 61'/4" 
ZA-7758 70" 
ZA-7759 77" 

Ship 
Wt. 
30 
34 
38 

Price 
Set 4 

$20.38 
23.71 
26.54 

(B) 

(B) EXTRA 
MOUNTING ANGLES 

Description: (A) Order when addi­
tional pair mounting angles re­
quired for following cabinet ser­
ies: RW/FW/DF/G. (B) 12 go. 
steel; painted grey hammertone. 
(C) 10-32 holes; WE spacing. 

Cat. Panel Ship Price 
# Space Wt. Per Pro 

MA-7774 611/4" 22 $17.48 
MA-7775 70" 26 19.89 

'MA-7776 77" 30 21.73 

HEAVY DUTY CASTER 

Description: (A) Capacity: 200 # 
per caster. (B) 4" x 10/8" full­
swivel wheel. (C) All rubber 
cushion tread, hard fibrous center. 
(D) Used on RW /FW cabinet series. 

Catalog #RC-7773 
PRICE: ea. $5.18 

SECTION 1400 

SLIDES - SLIDE ASSEMBLIES 
SLIDING DRAWERS 

VERTICAL SLIDE SUPPORTS - EXTRA MOUNTING ANGLES 
HEAVY DUTY CASTERS 

PHOTOGRAPHS A, B, C, 0, ARE EXAMPLES OF SLIDE ASSEMBLIES 
FOR 19" RACKS 

(A) Example: Slide Assembly 
Using Chassis LESS Than 

17" Width 

(B) Example: Slide Assembly 
Using Chassis Frame 

(C) Example: Slide Assembly 
Using 17" Wide Chassis 

(D) Example: Slide Assembly 
Using Drawer 

ORDER COMBINATION OF PARTS, DESCRIBED BELOW, TO BUILD 
ASSEMBLIES, AS REQUIRED, FOR 19" RACK MOUNTING 

SLIDES FOR 17" WIDE CHASSIS 

Catalog #BS-7777 
PRICE: $7.77 pro net 

Description: (A) Supports 17" 
wide chassis. (B) Supports 75 
Ibs. in extended position. (C) 
Travels on roller bearings. 
(D) 14" deep in closed posi­
tion. (E) Extends 10" to front 
when pulled out. (F) Attaches 
to fear side of mounting angle. 
(G) Fabricated of heavy-gauge, 
plated steel. 

DRAWER 

Catalog #BS-7780 
PRICE: $8.96 net 

Description: (A) Size: 17" . 
wide x 14" deep x 5" high. 
(B) Heavy-gauge steel. (C) 
Painted black enamel. (D) In­
cludes hardware for attaching 
to basic slides. 

SUPPORTS FOR CHASSIS 

LESS THAN 17" WIDE 

Catalog #BS-7778 
PRICE: $2.29 pro net 

Description: (A) Used with BS-
7777 to support any chassis 
less than 17" wide. (B) Heavy­
gauge, plated steel. (C) In­
cludes hardware for attaching 
to basic slides. 

FRONT SLIDE PANEL . 

Cat. # Size 
BS-7781 7"xI9" 
BS-7782 101/2"xI9" 

Price 
$4.59 net 
5.22 net 

Description: (A) Used as front 
panel; attaches to slide as .. 
sembly. (B) 12 gauge steel. 
(C) Handle and quick-turn 

'latches included. (D) Colors: 
Grey and Black wrinkle or 
grey hammertone. 

CHASSIS FRAMES 

Catalog #BS-7779 
PRICE: $5.12 net 

Description: (A) Size 17" x 
14" x 3" x 1" flange. (B) I" 
flange supports plywood for 
record changer. (C) Heavy­
gauge, plated steel. (D) In­
cludes hardware for attaching 
to basic slides. 

STANDARD CHASSIS 

" Description: (A) Standard 
aluminum .or steel chassis may 
be used with our' slide unit. 
(B) See list of sizes described 
in this catalog, 

Wyco Metal Products.NoRTH HOLLYWOOD. CALIFORNIA 
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SECTION 1400 

CABINET RACKS • 
CHASSIS • CASES 

RELAY RACKS 

MODEL "C" SERIES 
DESCRIPTION: 
A. Constructed of heavy gauge high. 

quality steel and is completely 
welded together. 

B. Front vertical corners rounded. 
C. Mounting holes tapped 10/32 

thread. 
D. Mounting hales spaced on 

UNIVERSAL CENTERS. 
E. Louvres in side provide ample 

ventilation. 
F. Highly.polished trim at top and bottom of front. 
G. Top door has piano hinge and flush.type latch. 
H. Finished in black or grey wrinkle and silver grey 

hammertane. 

SPECIFICATIONS: 

Catalog 
Number 

C719 
C819 
CI019 
C1219 
C1419 

Dimensions 

83/4,.22,. 15 Deep 
101/2x22,.,5 Deep 
121f4,.22,. 15 Deep 
14 x22x15 [leep 
153f4x22x 15 Deep 

Panel 
Space 

7 x19 

10lhx19 
121/4X19 
14 x19 

(DOOR IN TOP ONLY) 

Approx. 
Shipping 
Weight 

251bs. 
271bs. 
281bs. 
301bs. 
321bs. 

Dealer 
Cost 

$15.28 
16.70 
19.12 
20.12 
21.96 

(DOOR IN TOP AND REAR) 

C1719 191f4x22x15 Deep 17V2x19 361bs. $26.22 
C2119 223",x22x15 Deep 21 x19 401bs. 28.06 
C2619 28 x22x15 Deep 431bs. 30.14 
C3119 331f4x22x 15 Deep 31V,x19 471bs. 31.98 
C3519 363f4x22x 1.5 Deep 35 x19 501bs. 33.65 

I. Embossed feet on bottom minimize marring of table top ... 

"RC" SERIES 
A. Rack construded of Vs" high.qual. 

ity steel. 
B. Mounting holes are tapped 10/32 

thread. 
C. Mounting holes are spaced on UN I. 

VERSAL CENTERS. 
D. Base is 20" x 20", 
E. Finished in black wrinkle only. 
F. SHIPPED "KNOCKED.DOWN"; all 

necessary bolts supplied for assem. 
bly. 

SPECIFICATIONS: 

Approx. 
Catalog Panel Shipping 
Number Space Weight 

RC36 363f4xl9 281bs 
RC71 . 71 3/4X19 411bs. 

"RT" SERIES 
A. Rack constructed of heavy gauge 

high-quality steel. 
B. Mounting holes are tapped 10/32 

thread. 
C. Mounting holes are spaced on UNI­

VERSAL CENTERS. 
D. Finished in black wrinkle only. 
E. SHIPPED "KNOCKED.DOWN"; all 

necessary bolts supplied for assem­
bly. 

Dealer Catalog Panel . 
Cost Number Space Height Width 

$21.96 RT21 21x19 25" 21" 
25.13 RT28 28x19 32" 21" 

Approx. 
Shipping Dealer 

Depth Weight Cost 
12" 161bs. $ 9.10 
12" 181bs. 11.19 

OPEN END CHASSIS MINIATURE ALUMINUM CHASSIS 
DESCRIPTION: Fig. A DESCRIPTION: Fig. B 

A. Can be utilized on all types of small A. Ideal for miniature tube applications, sub-assem .. 
built-up units such as recor.d ampli .. blies, small receivers, narrow band FM adaptors. 
fier, code oscillator, etc. B. Has 1,4" flanges on bottom. 

B. Electro·Zinc plated. C. Etched aluminum finish. 

Approx. Apprax. 
Catalog Shipping Dealer Catalog Shipping Dealer 
Number Depth Width Height Wt.·Lbs. Cost Number Depth Width Height WI .• Lbs. Cosl 

E·570 7" 6" 2" 1 $1.00 MA-700 20/s" 2314" lV4" 1/4 $.38 
E-571 5" 7" 11/2" :t/4 .97 MA.701 1314" 3Vs" I" 1f4 .42 
E-572 7" 7" 11/2" % 1.24 MA·702 31f4" 4112" 2" 1/4 .48 
E-573 7" 8" 2" 1 1.17 MA·703 23/4" 4118" 1" 1f4 .. 45 
E·574 51f," 9" 11/2" 3/4 1.09 MA·704 33/4" 4'I/s" IV," 1f4 .45 
E·575 7V2" 9" IV," 1 1.40 MA·705 3" 6Vs" P/4" 1/4 .53 
E-576 7" 10" 2" l1f4 1.37 MA-706 53/4" 4~s" 11/2" V4 .57 
E·577 7" 11" IV," l1f4 1.30 MA·707 4" 3Vs" I" 1/2 .41 
E-578 7" 13" P/2" 11/2 1.59 MA-708 4" 4Vs" 1" V, .50. 
E-579 103f4" 14" 2" 2V, 1.81 MA·709 4" 5Vs" 1" 1/2 .53 
E-580 7%" 15" 2" 2 1;78 MA·71 0 4" 6Vs" I" V, .55 

MINIATURE 
SPEAKER CASE SPECIFICATIONS: 

DESCRIPTION: 

A. Houses midget 2" or 3" speaker. 
B. Silver Grey Hammerlone Finish. 
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Catalog 
Number 
MS·80 
MS·81 

Hole 
Diameter 

Fit. 
Speaker 

Si,ze 
2" 
3" 

Approx. 
Ship. Wt. Dealer 

Lbs. Cost 
314 $1.58 
3/4 1.58 
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SECTION 1400 

~ W>- RECEIVER CABINETS SLOPING PANEL/TOP 
M& ;,RolluCTS OPENING MULTI-USE CABINETS 

\,,/ 

MODEL "CS" RECEIVER 
CABINET (Descri ption) Cat. # H W 

CS 7727 8" ' 10112" 
(A.) Front vertical corners are rounded. CS 7728 8" 12112" 
(B.) Has recessed, hin1;ed, top door. (C.) 

CS 7729 8" 14112" Top door opened by inger lift. (D.) Re-
movable front panel, included, is attached CS 7730 8" 161/2" 
with self-tapping screws. (E.) Louvers in CS 7731 8" 181/2" 
side provide ventilation. (F.) Silver grey 

CS 7732 12" 205/a" hammerto"e only. 

MODEL "DC" RECEIVER 
CABINET (Description) Cot. # H W 

DC 7733 8" 10112" 
(A.) Description of Model UDell Receiver DC 7734 8" 121/2" 
Cabinet is same as Model "CSII Cabinet DC 7735 8" 141/2" 
except for following; There are two ver- DC 7736 '8" 161/2" 
tical, highly-polished trim ~trips on face DC 7737 8" 181/2" 
of cabinet. DC 7738 12" 20%" 

MODEL "CR" RECEIVER Cat. # H 

CABINET (Description) 
CR 7720 7" 

CR 7721 7" 
(A.) Front vertical corners are square. (B.) 

CR 7722 7" 
Top door is recessed and hinged. (C.) Top 
door has finger lift. (D.) Removable front CR 7723 7" 
panel, included, is attached with self-

CR 7724 8" tapping screws, (E.) Ventilation is sup .. , 
plied by louvers. (F.) Finished in silver CR 7725 9" 
grey hammertone only. 

CR 7726 12" 

SLOPING PANELITOP Cat. # H W 

OPENING CABINET SC 7739 61/2" 7){,' 

SC 7740 8" 8){;" 
(Description) SC 7741 61/2" 9){,' 

(A.) Sloping front panel, included, is SC 7742 8" 10){,' 

altached with self-tapping screws. (B.) SC 7743 61/2" ll){,' 
Hinged, top door has finger lift. (C.) SC 7744 8" 14X/' 
Opening at back for leads and venti la- SC 7745 8'" 13){,' 
tion. (D.) Silver grey hammertone only. 

SC 7746 9" 18)1,' 

SC 7747 10" 18){,' 

MULTI-USE CABINET (Description) 
(A.) Ventilated by open back. (B.) Streamlined by rounded corners. 
(C.) Silver grey hammertone only. 

Apprax. Ship. Dealer 
Cat. # H W D Wt. Lbs'. Cost 

MC 7748 41/2" 5112" 31/2" 11/4 $1.70 
MC 7749 6112" 51/2" 31/2" 13/4 1.75 

CHASSIS DECK (Description) 
(A.) Can be used for intersfage shielding. (B.) Made of steel. (C.) Painted 
black enamel. , 

Approx. Ship. Dealer 
Cat. # W D Wt. Lbs. Cost 
CD 7754 4%" 5112" 1 $.68 
CD 7755 4'¥4" 41/2" .65 
CD 7756 53/4" 51/2" 1112 .78 

CHASSIS DECK 

Approx. 
Panel Ship. Dealer 

D S~}:e Wt. Lbs. Cost 

81/4" 8"x 8" 61/4 $4.31 
81/4" 8"xl0" 6112 5.31 
81/4" 8"xI2" 7 5.78 
81/4" 8"xI4" 71/2 6.05 
81/4" 811x16" 81/4 6.63 

12" 12"xI8" 151/2 12.06 

Panel 
Approx. 
Ship. Dealer 

D Size Wt. Lbs. Cost 

81/4" 8"x 8" 61/4 $6.41 
81/4" 8"xI0" 61/2 6.51 
81/4" 811x12" 7 6.88 
81/4" 8"xI4" 71/2 7.33 
81/4" 8"xI6" 81/4 8.06 

12" 12"xI8" 15112 14.66 

Approx. Ship. Dealer 
W D . Wt. Lbs. Cost 

8" 8" 51/2 $4.18 

10" 8" 
, 

6 4.84 

12" 8" 61/4 5.01 

14" 8" 61/2 5.26 

16" 8" 71/2 7.60 

15" il" 81/2 9.19 

18" 12" 15112 9.92 

Approx. 
Ship. Dealer 

D X Y Wt. Lbs. Cost 

,7~,' 21,4" 5){,' 3 $3.30 

8" 21/4" '6~,' 31/4 4.51 

7jf,' 21/4" 5){,' 31/2 3.75 

8" 21f4" 6~a" 33/4 5.01 

7jf,' 21/4" 5)1," 4 4.34 

8" 21/4" 6~8" 41/2 5.34 

81/2" 23/4" 6~,' 43/4 5.59 

81/0" 21,4" 61jf,' 71/2 7.68 

101/2" 31/4" 81/a" 83/4 7.85 

Wyco Metal Products °NORTH HOLLYWOOD. CALIFORNIA 
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Black Zinc 
Wrinkle Plated 
Cat. No. Cat. No. 

ST E EL 
Depth Width 

5" 7#1 
5" 9V211 

5" 9V2" 
5" 10" 
6" 14" 
7" 7" 
7" 9" 
7" 11" 
7" 1211 
7" 13" 
5" 13V2" 
7" 15" 
8V." 15" 
4" 17" 
7" 17" 
7" 17" 
8" 10" 
8" 12" 
8" 12" 
8" 17" 
8" 17" 

10" 12/1 
10" 14" 

Ht. Ga. 

2" 22 
2V." 22 
IV." 22 
3" 
3" 
2" 
2" 
2" 
3" 
2" 

3" 
3" 
3" 
2V." 
3" 
2V." 
2V2" 
3" 
2" 
3" 

22 
20 
22 
22 
20 
20 
20 

SECTION 1400 

CHASSIS 

Approx. Dealer Cost 
Ship. 

Wt.-Lbs. B.W. Cad. 

1 $1.07 $1.30 
lV4 1.37 1.67 
1 1.20 1.69 
1V4 1.27 1.84 
13/4 1.75 2.05 
IV. 1.20 1.50 
Ph 1.40 1.59 
IV. 1.45 1.67 
13/4 1.57 2.05 
2 1.54 1.92 
13fi1 1.77 2.17 
2 2.00 2.40 
2V. 2.24 2.71 ALUMINUM CHASSIS 
21fi1 1.80 2.14 
2V2 1.99 2.37 

DESCRIPTION: 

13/4 2.15 2.59 
2 1.72 2.02 B. 

A. Fabricated of one piece of 
aluminum, 3003-HI4. 
All corners are electronically 
spol welded. 2V. 1.75 2.24 

J3fi1 1.85 2.34 C. Flanges on bottom formed and 
punched to allow bottom plate 2V. 1.70 2.34 

3V4 2.05 2.62 
3 1.89 2.25 
4 2.04 2.44 

10 be attached, if desired. 
D. Etched aluminum finish, MIL­

C-5541. 

STEEL CHASSIS 
DESCRIPJION: 
A. Fabricated from one piece of 

steel. 
B. All corners electronically spot 

welded. 
C. Flanges on bottom formed and 

punched 10 allow bottom plate 
to be attached, if desired. 

D. Finished in Black Wrinkle or 
Zinc plaled. 

E. Asterisk indicales holes 
punched to receive chassis 
mounting brackets. 

BC-940 
BC-941 
BC-942 
BC-943 
BC-944 
BC-945 
BC-946 
BC-947 
BC-948 
BC-949 
BC-950 
BC-951 
BC-952 
BC-953 
BC-954 
BC-955 
BC-956 
BC-957 
BC-958 
BC-959 
BC-960 
BC-961 
BC-962 
BC-963, 
BC-964, 
BC-965' 
BC-966 
BC-967' 
BC-968' 
BC-969' 
BC-970' 
BC-971, 

CP-1300 
CP-1301 
CP-1302 
CP-1303 
CP-1304 
CP-1305 
CP-1306 
CP-1307 
CP-1308 
CP-1309 
CP-1310 
CP-1311 
CP-1312 
CP-1313 
CP-1314 
CP-1315 
CP-1316 
CP-1317 
CP-1318 
CP-1319 
CP-1320 
CP-1321 
CP-1322 
CP-1323 
CP-1324 
CP-1325 
CP-1326 
CP-1327 
CP-1328 
CP-1329 
CP-1330 
CP-1331 
CP-1332 
CP-I333 
CP-1334 
CP-1335 
CP-1336 

10" 17" 

3" 
3" 
2" 

21h" 20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
18 
18 
18 
18 
18 
18 
18 
18 
18 
18 
18 
18 

.' 31/4 2.00 2.39 
E. Gauges indicated are alumi­

num gauges. 

BC-972' 
BC-973' 
BC-974' 
BC-975 
BC-976 

Cat. No. 

CA-2001 
CA-2002 
CA-2003 
CA-2004 
CA-2005 
CA-2006 
CA-2007 
CA-2008 
CA-2009 
CA-2010 
c:A-2011 
CA-2012 
CA-2013 
CA-2014 
CA-2015 
CA-2016 
CA-2017 
CA-2018 
CA-2019 
CA-2020 
CA-2021 
CA-2022 
CA-2023 
CA-2024 
CA-2025 
CA-2026 
CA-2027 
CA-2028 
CA-2029 
CA-2030 
CA-2031 

10" 17" 3" 
10" 17" 3" 

3" 10" 23" 
1 JI' 
11" 
12" 
1211 
13" 
13" 
10" 
13" 
10" 
13" 

17" 2" 
17" 3" 
17" 2" 
17" 3" 
17" 2" 
17" 3" 
17" 4" 
17" 4" 
17" 5" 
17" 5" 

ALUMINUM 
Depth 

4" 
4" 
4" 
5" 
5" 
5" 
5" 
5" 
5" 
6" 
7" 
7" 
7" 
7" 
7" 
7" 
7" 
8" 
8" 
8" 

10" 
10" 
10" 
10" 
11" 
11/1 

12" 
13" 
13" 
10" 
13" 

Width 

6" 
6" 

1711 
7" 
7" 
9V." 
9V." 

10" 
13" 
17" 
7" 
9" 

11" 
12" 
13" 
15" 
171# 
12" 
17" 
17" 
12" 
14" 
17" 
17" 
17" 
17" 
17~' 

"7" 
1711 
17" 
17" 

Ht. Gauge 

3" 
2" 
3" 
2" 
3" 
2" 
3" 
3" 
3" 
3" 
2" 
2" 
2" 
3" 
2" 
3" 
3" 
3" 
2" 
3" 
3" 
3" 
2" 
3" 
2" 
3" 
3" 
2" 
3" 
4" 
4" 

18 
18 
16 
18 
16 
18 
18 
18 
18 
16 
18 
18 
18 
18 
18 
16 
16 
16 
16 
16 
16 
16 
16 
16 
14 
14 
14 
14 
14 
14 
14 

4 2.00 2.84 
5 2.54 3.05 
5V2 2.86 3.42 
4V. 2.35 2.81 
4V. 2.77 3.49 
4V. 2.44 3.09 
51/4 2.91 3.67 
5 2.91 3.72 
5V. 3.41 4.07 
6V. 2.92 3.51 
7V. 3.92 4.68 
7V. 4.51 5.34 
8 4.93 5.93 

Approx. 
Shipping 
WI.-Lbs. 

Dealer 
Cost 

$1.34 
1.10 
2.33 
1.17 
1.42 
1.24 
1.60 
1.63 
1.84 
2.67 
1.35 
1.46 
1.58 
2.00 
1.67 
2.67 
2.75 
2.42 
2.51 
2.84 
2.67 
2.84 
2.68 
3.17 
3.42 
3.97 
4.08 
3.51 
4.26 
4.51 
5.26 

HEAVY DUTY AND PANEL CHASSIS 
DESCRIPTION: 

A. Made of 16 gauge cold rolled 
sleel. 

B. Bottom plale included at no 
additional charge. 

C. Available in Black Wrinkle 
finish or Electro Zinc Plale. 

Black 
Wrinkle 
Cat. No. 
C-620 
C-621 
C-622 
C-623 
C-624 
C-625 
C-626 

Cad. 
Plated 

Cal No. 
C-627 
C-628 
C-629 
C-63O 
C-631 
C-632 
C-633 

Depth Width 
8" 17" 
8" 17" 

11" 17" 
11" 17" 
13" 17" 
13" 17" 
13" 17" 

Approx. Dealer Cosl 
Shipping Black Cad 

Height WI. - Lbs. Wrinkle Plated 
2" 6 $3.93 $4.50 

(.> 3" 71/2 4.26 4.76 
211 8V2 4.17 4.78 
3" 9 4.34 4.84 
2" 9112 4.84 5.34 
3" 10 4.93 5.43 
4" 11 5.26 5.85 

PANEL CHASSIS ALUMINUM OR STEEL 
DESCRIPTION: 

A .. 062 aluminum {3003-H14J or 
16 gao steel. 

B. Aluminum etched finish; sleel 
plated. 

C. Flange notched for mounting 
to rack mounting angles. 

Alum. Steel Alum. Sleel Alum. Sleel 
Cal. # Cat. # W. H. D. WI. Wt. Cost Cost 

PC-5~0~5~~P~C~-7~7~6~5~~1~9~"~I~~;~~5~%~, __ ~3~~~~I~~;. __ ~$~2.~3~0 __ 2$~2~.3~0 
PC-506 PC-7766 19" 3V. 5%, 11fi1 2Y2 2.59. 2.59 

~PC=-~5~0~7 __ ~PC=-~7=7;67~_'_1~9~'~'-;51~fiI~5%~, __ ~II~~~~3~~~2 __ --=2~.8~4 __ ~2~.8~4' 
PC-508 PC-7768 19" 7 5%, 2 4 3.26 3.26 
PC-509 PC-7769 19" 83/4 5%, 21/4 5 3.76 3.76 
PC-510 PC-7770 19" 10V2 5%, 23/4 6 4.43 4.43 
PC-511 PC-7771 19" 121fi1 5%, 3 7 4.84 4.84 
PC-512 PC-7772 19" 14 5%, 31/4 8 5.34 5.34 
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SECTION 1400 

BOTTOM PLATES SHELVES ROLLER TRUCKS 
SUPPORTING ANGLES MOUNTING BRACKETS 

CHASSIS BOTTOM PLATES 
STEEL AND ALUMINUM 

DESCRIPTION: 
A. Protects component parts and wir­

ing from dust. 
B. Four embossed feet protect table 

top or other surfaces from being 
marred. 

C. Catalog numbers R6000 to R6022 
are Black Wrinkle steel. 

D. Catalog number R6023 to R6045 are Zinc plated steel. 
E. Catalog numbers R6046 to R6055 are Aluminum etched finish. 

Black Cad. Aluminum Steel Alum. 
Wrinkle Plated Etched Ship. Ship. Dealer Cost 
Cal. 'No. Cal. No. Cat. No. W. L. WI. WI. B.W. Cad. Alum. 

R-6000 R-6023 R-6046 5" 7" '12 '/a $.57 $.69 $.74 
R-6001 R-6024 R-6047 5" 9'12" 314 '/4 .62 .75 .75 
R-6002 R-6025 R-6048 5" 10" 'l4 '14 .67 .73 .75 
R-6003 R-6026 R-6049 7" 7" 1 'I. .92 .97 .77 
R-6004 R-6027 R-6050 7" 9" '13 .94 .99 .90 
R-6005 R-6028 R-6051 7" 11" 'fa .95 1.07 .90 
R-6006 R-6029 R-6052 7" 12" 11/4 '12 .99 1.12 .97 
R-6007 R-6030 R-6053 7" 13" 11/4 V. 1.02 1.20 1.14 
R-6008 R-6031 5" 13'12" 1 .84 1.00 
R-6009 R-6032 1'/4 1.00 1.37 
R-60 1 0 R-6033 8112" 15" 1'12 1.04 1.47 
R-6011 R-6034 4" 17" 1'12 .84 1.07 

R-60 12 R-6035 6" 17" 1'12 .90 1.37 
R-6013 R-6036 8" 10" 1'14 .92 1.05 
R-6014 R-6037 8" 12" 11h 1.06 1.34 
R-6015 R-6038 8" 17" 13/4 .95 1.54 
R-6016 R-6039 10" 12" 1'12 .95 1.57 
R-6017 R-6040 10" 14" IV. 1.25 1.33 

R-6018 R-6041 R-6054 10" 17" 13/4 3/4 1.20 1.60 1.52 

R-6019 R-6042 11" 17" 1 '12 1.20 1.60 
R-6020 R-6043 12" 17" 2 1.27 1.87 

R-6021 R-6044 R-6055 13" 17" 2'12 3/4 1.47 2.24 2.07 

R-6022 R-6045 10" 23" 2'14 2.07 2.37 

RACK SHELVES 
DESCRIPTION: 

A. Used to mount heavy power sup­
plies, modulator units, etc. 

B. Supported by chassis 
angles which are 
page. 

C. Made of heavy gauge steel. 

D. Finished in black enamel only. 

Cat. No. 
5195 
5196 

Size WI. Lbs. Dealer Cost 
19"xI5" $3.47 
19"xI2" 5'12 2.64 

ROLLER TRUCKS 

SPECIFICATIONS: 
A. Roller Truck constructed from 

heavy gauge high-quality steel. 
B. Casters have 2" rubber wheels 

and are ball-bearing swivel type. 
C. Finished in black or grey wrinkle 

or silver grey hammertone. 

CHASSIS SUPPORTING ANGLES 
DESCRIPTION: 
A. Used when heavy weights are 

encountered in chassis construe .. 
tion. 

B. Distributes weight on sides of 
rack to relieve panel. 

C. Made of '/a" steel. 
D. Finished in black enamel only. 
E. Sold in pairs only. 

Cal. No. Length Wt. Lbs. Dealer Cosl 

A143 4 $2.25 pro 
A144 12" 3 2.17 pro 

CHASSIS MOUNTING BRACKETS 

Cat. No. H. 

CB-560 
CB-561 
CB-562 
CB-563 6'12" 
CB-564 6'12" 
CB-565 
CB-566 8'12" 

DESCRIPTION: 
A. Used to insure proper support of 

chassis. 
B. Made of heavy gauge sleel. 
C. Cut away at bottom to provide clear­

ance so that chassis can mount flush 
against panel. 

D. Finished in black enamel only. 
E. Cal. # CB-565 and CB-566 designed 

for 4" chassis height. 
F. Sold in pairs only. 

D. Wt. Lbs. 

8" 

11" 2 
12" 2 
13" 
10" 2'/4 
13" 3 

Dealer 
Cosl 

$1.09 pro 
1.35 pro 
1.50 pro 
1.75 pro 
1.69 pro 
1.97 pro 
2.09 pro 

TRIANGULAR MOUNTING BRACKETS 

DESCRIPTION: 

A. When large weights are involved in 
panel and chassis assembHes, triangu" 
lar mounting brackets are used as 
supports. 

B. Fabricaled of heavy gauge steel; fin­
ished in Black enamel only. 

C. Sold only in pairs. 

Approx. 
Shipping Deoler 

Cal. No. Size Wt. - Lbs. Cosl 
TB-41 0 5"x5" 1 $1.00 pro 
TB-411 7"x7" 1.17 pro 

--T=B~-~4~12~--------~9~"~x9~'"'----------~I'~~--·--------~I~.4~2~p~r.--

Catalog Conslr. for 
No. Rack Series 

T 18 SL 
S 
B 

T 19 0 D 8'12" Deep) 
W 

T 24 0 (24" Deep) 

Description 
of Rack 

Page #4 
Page #4 
Page #5 
Page #2 
Page #5 
Page #2 

Inside 
Clearance 

237/ax 183/4 

237/8X24'~ 

Approx. 
Ship. Dealer 

Weight Cost 

161bs. $13.79 

18 Ibs. 14.66 

22 Ibs. 15.86 
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SECTION. 1400 I 

AMPLIFIER FOUNDA liONS 
SLOPING PANEL SUPPORTS 

RACK PANELS 
CABINETS 

AMPLIFIER FOUNDATIONS 

DESCRIPTION: 

A. Consists of standard chassis and 
perforated metal cover. 

B. I neludes handles. 

C. Available in Black Wrinkle only. 

Apprax. 
Height Shipping Dealer 

Cat. No. Height Width Depth Chassis Wt. - Lbs. Cost 
AF-680 8~'" 95A1" 5'10" 2'12" 3 $5.61 
AF-6II1 8~'" 13%" 51;8" 21/2" 40/4 6.43 
AF-682 8M6" 17'10" 7'10" 2112" 6 7.26 
AF-683 81~l' 17Ye" 101/0" 3" 8 8.50 
AF-684 81~6" 12'/0" 10'10" 3" 7 7.52 

STANDARD RELAY RACK PANELS 
DESCRIPTION: 

A. 11 gao STEEL or Va" 
ALUMINUM. 

B. 19" wide. 

C. Western Electric 
notching. 

D. Available in black or grey wrinkle, silver gre,y ham-
d d f . h mer one an unparnte InlS • 

STEEL 

MINIATURE AMPLIFIER 
FOUNDATION 

DESCRIPTION: 

A.· Chassis size 5" x 7" x 2". 

B. Perforated metal cover. 

C. Includes handle. 

D. Black Wrinkle finish only. 

Catalog No. 
Approx. Shipping 

Weight - Lb •. Dealer Cost 
MA-IOOO 2 

STREAMLINED AMPLIFIER 
FOUNDATIONS 

DESCRIPTION: 

A. Consists of standard chassis and 
streamlined removable top caver. 

B. In eludes attractive stainless steel trim 
and handles. 

C. Available in Silver Grey Hammertone 
only. 

Catalog 
No. 

SA-670 
SA-671 
SA-672 
SA-673 

Width 
lOX." 
12)4." 

Depth 
5" 
7" 
7" 

10" 

ALUMINUM 

Approx. 
Shipping 
Wt. - Lbs. 

5 
8 
9 

$4.00 

Dealer 
Cost 

$6.76 
8.02 
8.52 
9.27 

Cat. Wt. Dealer Cat. Wt. Dealer Cat. Wt. Dealer Cat. Wt. Dealer 
No. Height Height Lbs. Cost Lbs. Cost No. Height Lbs. Cost 

SP-210 13/4" 11,,, $ .84 SP-216 121A1" 8'14 $2.42 
SP-211 3'12" 21A1 1.00 SP-217 14/ 9'12 2.84 
SP-212 5'14" 31A1 1.25 SP·218 153fi1" 100/4 3.09 
SP-213 7" 4'12 1.42 SP-219 171/2" 11 3A1 3.51 
SP·214 83A1" 6 1.75 SP-220 191A1" 13 3.84 
SP-215 101/2" 7 2.09 SP-221 21" 14'A1 4.26 

SLOPING PANEL SUPPORT 
In answer to many requests from engi- Supports Requires 
neers within the industry, WYCO METAL Panel Size Panel Space 
PRODUCTS presents the all-new SLOPIN·G 
PANEL SUPPORT, The SLOPING PANEL 
SUPPORT allows for mounting of the 
standard 19" panel in sloping position. 
This enables the engineer or equipment 
user to more easily view the rack 
mounted instrument panel. From this illus­
tration, it is easy'to see that the SLOPING 
PANEL SUPPORT offers a variety of posi. 
tions in which a standard 19" panel may 
be supported in sloping position. The 
SLOPING PANEL SUPPORT is fabricated 
of heavy gauge steel and is finished in 
Black aJid Grey Wrinkle or Silver Grey 
Hammertone. 
IMPORTANT! When ordering SLOPING PANEL SUPPORTS FOR CAB­
INET RACKS THAT HAVE FRONT CORNER VERT.lCALtRIM use cat. 
alog Prefix 11811 , In all other CGses use catalog Prefix "G,II 
Prefix Prefix Prefix Prefix 

11811 "G" Supports RequS,es "B" "G" Dealer Cost 
Cat. Cat. Panel Panel Ship. Ship. 
No. No. Size Space Wt. Wt. "B" "G" 

B-335 G·350 51/4"xI9" 7" 4 2 $6.50 $3.60 
B-336 G-351 7" x 19" 10'12" 6 4 7.50 4.20 
B-337 G-3S2 83A1"xI9" 12'14" 6'12 4'12 8.10 4.67 
B-338 G-353 10Ih"xI9" 15314" 9 6112 9.42 5.90 
B-339 G-354 12'14"xI9" 17'12." 10 7 10.32 6.80 
B-340 G-355 14" x19" 21" 12 9 11.52 7.97 

No. Height Lbs. Cost No. 

AP-320 10/4" '14 $1.09 AP-326 12'14" 20/4 $4.09 

AP.-321 31/2" 0/4 1.42 AP-327 14" 3 4.76 

AP-322 5'14" 1 1.93 AP-328 153/4" 31/2 5.34 

AP-323 7" 13/4 2.42 AP-329 17'12" 4 5.85 

AP-324 83/4" 2 2.84 AP·330 19'14" 41/4 6.43 

AP-325 101/2" 21/2 3.59 AP-331 2111 5 7.01 

METAL DOOR RACK PANELS 
DESCRIPTION: 
A. Used when aceessability to component 

parts on chassis is necessary. 
B. Made of '10" steel. 
C. Available in black Dr grey wrinkle and 

silver grey hammertone. 
0.19" wide. 

Dealer 
.C~a~t.~N~a.~ ____ ~H~e~i~g~ht~ __ ~D~o~or~O~p~en~i~n~g,-__ ~W~t~.~Lb~s~. ____ ~Cast 

-RP-310 10112" 15%" x 5¥0" 7'14 $6.08 
RP-3ll 12'14" 15%" x 7%" 81/4 7.52 

SLOPING FRONT CABINET 
DESCRIPTION: 
A. Top carner rounded. 
B. Attractive high.polish moulding at tap. 
C. Front panel is remOvable. 
D. Chassis may be mounted to front panel and 

removed as unit. 
E. Louvres at both sides; vented at rear. 
F. Available in silver grey hammertane only. 

Cat. No. Height Width 
K810 8" 8" 8" 
K811 8" 10" 8" 
K812 8" ·14/1 8" 
K813 12" 18" 12" 

8.53 
11.46 

NOTE: If desired, an attractive handle can be used with Clbove "Kif series 
cabinet. Holes to mount moulding are spaced for handle, also. 
Catalog # for handle is HK70. Dealer Cast: $.92 
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Steel 
Cat. 
No. 

0-850 
0-851 
0-852 
0-853 
0-854 
0-855 
0-856 

Silver 
Grey 
Cat. 
No. 

E-900 
E-901 
E-902 
E-903 

E-905 
E-906 
E-907 
E-908 
E-909 
E-91 0 
E-911 
E-912 
E-913 
E-914 
E-915 
E-916 
E-917 

Alum. 
Cat. 
No. 

DA-857 
DA-85& 
DA-859 
DA-860 

Etched 
Cat. 
No. 

E-918 
E-919 
E-920 
E-921 
E-922 
E-923 
E-924 
E-925 
E-926 
E-927 
E-928 
E-929 
E-930 
E-931 
E-932 
E-933 
E-934 
E-935 

SECTION 1400 

BOXES·CASES·CABINETS·DESK PANELS 

Depth Width 
5" 6" 
5" 9" 
6" 7" 
6" 12" 
7" 
8" 10" 
1" 15" 

Length Width 

31/4" 
4" 
4" 
5" 
5" 

6" 
7" 
8" 

10" 
12" 
17" 
10" 
12" 
4" 

2V." 
2Vs" 
2Vs" 

4" 
3" 
5" 
5" 
6" 
6" 
7" 
5" 
2" 
2112" 
2" 

21/s" 

CARRYING CASE 
Steel Alum. 

Approx. Approx. 
Ship. Ship. Dealer Cosl 

Height WI. WI. Sleel Alum. 
9" 3V4 W. $3.01 $3.09 
6" 3V4 1'/. 3.01 3.09 

12" 4 IV. 4.18 4.50 
7" 4 

15" 5 
10" 5 
9" 5 

Height 
1%" 
15/8" 
15111" 

3" 
2V." 
4" 
3" 
3112" 
3112" 
4" 
4" 
100s" 

1'12" 
, IVa" 

Approx. 
Shipping 
Wt.-Lbs. 

'/4 
'/4 
'/4 

'12 

4.18 4.50 
4.68 
4.84 
5;&5 

Dealer Cost 
S.G.H. Etched 

$ .85 $ .62 
.92 .62 
.92 .62 

1.00 .75 
1.09 .78 
1.25 .94 
1.09 .82 
1.90 1.47 
1.82 1.40 
2.23 1.72 
2.59 2.02 
3.27 2.71 
3.51 2.92 
1.38 1.15 
1.70 1.37 
1.09 .75 
1.00 .72 

.84 .62 

DESCRIPTION: 

A. Front and rear panels are 
removable. 

B. Includes handle. 

C. Prefix liD" designates steel finished 
in Grey Hammertone. 

D. Prefix IIDAH designates aluminum 
etched finish (.051 alum.). 

MINITBOXES 
DESCRIPTION: 

A. Fabricated of aluminum (.051). 
8. Design assures necessary shielding. 
C. Available in etched finish or Silver 

Grey Hammertone. 

E A S Y BOX E S (SAME DESIGN AS MINIT80X) 

DESCRIPTION: 
A. Design allows a number of small components to be easily 

wired or serviced. 
B. Fabricaled of 22 gauge sleel. 
C. Black Wrinkle finish only. 

Calalog 
No. Height Widlh 

H-l0S 
H-l06 2" 4" 

Deplh 
lV2" 

Approx. 
Shipping 
Wt.-Lbs. 

'12 

Dealer 
Cost 

$1.15 
1.17 

DESK PANELS DESCRIPTION: 
A. Table is constructed of heavy gauge high­

quality steel and measures 21" x 16". 
METER CASES 

Catalog 
No. 

Steel 
Cat. 
No. 

MU-750 
MU-751 
MU-752 
MU-753 
MU-754 
MU-755 
MU-756 

MU-75& 
MU-759 

Width 

B. Panel, constructed of 1/aN steel, is lOV211 

x 19". 
C. Front corners of table are rounded. 
D. SHIPPED "KNOCKED-DOWN"; all neces­

sary bolts supr.'ied for easy assembly. 
E. Finished in back or grey enamel and 

silver grey hammertone. 

Depth 
16" 

Approx. 
Shipping 
Weight 
141bs. 

Dealer 
Cost 

$14.19 

METAL UTILITY CABINETS 
DESCRIPTION: 
A. Cabinet has two removable covers. 
B. Prefix MU designates steel finished in 

Silver Grey Hammertone only, 
C. Prefix LU designates aluminum in an 

etched finish (.051 Alum.). 
D. Used for amplifiers, monitors, input 
stages, meters, tranceivers, etc. 

Steel Alum. 
Approx. Approx. 

Ship. Ship. 
Alum. 
Cat. 
No. Depth Width HI. WI. Lbs. WI. Lb •. 

Dealer Cost 
Steel Alum. 

LU-760 2" 4" $1.09 $1.29 

LU-761 3" 5" 4" 1 '14 1.22 1.37 

LU-762 4" 5" 6" lV4 V2 1.38 1.50 
LU-763 6" 6" 6" 21/2 3/4 2.09 2.17 
LU-764 5" 6" 9" 3 1 2.34 2.51 

7" 8" 10" 5 3.34 
6" ~7'~'--~1~2~"~~4~----------~3~.2~9~-----

8" 1 0" 1 0" 5V2 4.01 
8" 11" 12" 6 4.34 
7" 9" 15" 7112 4.51 

DESCRIPTION: 

A. Sloping fronl wilh top corner 
rounded. 

B. Prefix "MCJI designates steel 
Grey Hammertone finish. 

C. Prefix JlAC" designates aluminum 
etched finish. 

Catalog 
No. 

Hole 
Diameter 

Approx. Ship. 
WI. - Lbs. 

MC-73 
MC-74 
AC-86 
AC-87 Va 

MINIATURE UTILITY CABINETS 

DESCRIPTION: 

Dealer 
Cosl 

$1.10 
1.10 
1.42 
1.42 

A. Front and rear panels are removable. 

Cat. 
No. 

A-7BO 
A-781 
A-782 
A-783 
A-784 
A-785 

B. Chassis attached to front panel. 
C. Fabricated in steel; Silver Grey Hammertone 

only. 

Ht. Width Depth Chassis Size 
4" 4" 2" 
4" 5" 3" 1" X4V8J1x2~8" 

5" 4" 3" 1'14"x3Vs"x2~s" 
6" 5" 4" 13/4"x4'/a"x3'1s" 
5" 6" 4" 1'14"x5'1a"x3~a" 
6" 6" 6" 13/4"x47/a"x5~a" 

Approx. 
Shipping 
Wt.-Lbs. 

13/4 

Dealer 
Cosl 

$1.34 
1.48 
1.62 
1.70 
1.92 
2.17 
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SECTION 1500 

ELECTROLYTICS 

TYPE AFH (85°C) 
Twist-Prong Electrolytic Capacitors 

SINGLES • DUALS • TRIPLES • QUADS 
The outstanding line of twist·prong electrolytic capacitors with 
the very latest refinements ... 85'C operation; improved moisture 
resistant sealing; special Types AFHS and PWHS for high ripple 
current circuits; high·purlty aluminum foil construction through· 
out; either etched or composlte·plate depending on electrical 
requirements. Types PWH and PWHS are special construction for 
printed wiring. 
For use over a wide temperature range with minimum change In 
capacitance. Designed for filter audio bypass applications In 
radio·TV and amplifier equipment. 
While AFH electrolytics enjoy a tremendous popularity as reo 
placement capacitors for TV receivers, they are rapidly gaining 
acceptance in many Industrial applications. 
Capacity tolerances and surge voltage are as listed In EIA 
Specification No. RS·154. 

AFH No. 

1·00·50 
1.01 
1·01·25 
1·02 
1·03 
1·04 
1·05 
1·06 
1·07 
1·01 
1·10 
1·10·10 
1·11 
1·12 
1·13 
1·13·05 
1·14 
1·14-50 
1·15 
1·18 
1·17 
1.lB 
1·19 
1·20 AFHS 
1·21 
1·22 AFHS 
1·22·05 AFHS 
1·23 AFHS 

+ 1·23·01 PWHS 
1·24 
1·24-24 AFHS 
1·24·25 AFHS 
1·24-75 AFHS 

t1·2,,·B5 PWH 
1·25 
1·21·110 
1·25·70 

+"'.25·75 PWH 
1·26 
1·27 
1·28 
1·29 
1·30 
1·31 
1·31·25 

ELECTROLYTIC CAPACITY TOLERANCES: 
o· 50 Volts -10 +250% 

51·350 Volts -10 +100% 
351·Up -10 + 50% 

AFH-SINGLES 

Capacity 

2000 
3000 
225 
1000 
2000 
3000 
25 
40 
100 
SOD 
1000 
4 
100 
150 
SOD 
SOD 
1000 
1500 
25 
30 
40 
50 
60 
80 
100 
120 
120 
140 
140 
150 
200 
200 
300 
375 
40 
120 
150 
160 
15 
20 
30 
40 
60 
80 
100 

Voltaa:e 

6 
10 
15 
15 
15 
15 
25 
25 
25 
25 
25 
50 
50 
50 
50 
50 
50 
50 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
165 
200 
200 
200 
200 
250 
250 
250 
250 
250 
250 
250 

Size 

1%x2 
1%x3 
3f4x2 
1x3 
1%x3 
1%x3 
~x2 
~x2 
%x2 
1x21h 
1%x2 
:¥4x2 
3f4x2 
~x2 
1%x21h 
1x3 
1%x31h 
1%x4 
1x2 
1x2 
1x2 
112 
1x2 
1x2 
1x2 
1x3 
1%x21h 
1x3 
1x3 
1x3 
1x31h 
1%x21h 
1%x3 
1%x3l/z 
1x2 
1%x2 
1x3'12 

'1%x3 
112 
3f4x2 
0/4x2 
112 
1x21h 
1x3 
1x3 

t-Special construction for printed Wiring. 

Net 
Price* 

1.83 
2.43 
1.05 
1.53 
2.07 
2.55 

.93 

.81 
1.20 
1.53 
2.13 

.93 

.99 
1.08 
1.59 
1.59 
2.25 
2.64 
1.11 

.93 
1.20 

.99 
1.29 
1.11 
1.20 
1.23 
1.29 
1.26 
(29 
1.29 
1:47 
1:47 
1.68 
2.79 
1.26 
1.38 
1.68 
1.74 
1.14 

.96 
1.25 
1.08 
1.53 
1.59 
1.52 

AFH No. 

1-31-75 
1·31·B5 AFHS 
1·32 
1·33 
1·34 
1·35 
1·36 
1·36·05 AFHS 
1·37 
1·37·25 AFHS 
1·37·30 AFHS 
1·37-35 
1·3B 
1·39 
1·40 
1·41 

tl·41·05 PWH 
1·42 
1·42·10 AFHS 
1·43 AFHS 
1·43·20 
1·43·BO AFHS 
1·44 
1·45 
1·46 
1·47 
1·48 
1.49 
1·50 
1·51 
1·52 
1·53 
1·54 
1·55 
1·55·20 
1·55·25 
1·56 
1·56·10 
1·57 
1·5B 
1·59 
1·60 
1·61 
1·62 
1·63 • 

1·64 
1·65 
1·66 
1·67 

AFH No. 

2·01 
2·02 

t2·02·05·PWH 
2·02·10 
2·02·55 

+2·02·60 PWH 
2·02·70 

+2·02·75 PWH 
2·03 
2·04 
2·05 

t2·05·25 PWH 
2·06 
2·06·20 
2·07 

2·08 
2·09 
2·10 
2·11 
2·12 
2·13 
2·14 
2.15 

+2·15·05 PWH 

AFH - SINGLES - (Continued) 

Capacity 

150 
200 
15 
30 
50 
80 
100 
100 
125 
150 
200 
250 
15 
30 
40 
50 
50 
80 
90 
125 
150 
320 
10 
20 
40 
80 
10 
15 
20 
30 

Voltage 

250 
250 
300 
300 
300 
300 
300 
300 
300 
300 
300 
300 
350 
350 
350 
350 
350 
350 
350 
350 
,;350., 
350 
400 
400 
400 
400 
450 
450 
450 
450 

40 450 
50 450 
60 450 
80 450 
100 450 
125 450 
30 475 
40 475 
90 475 
10 500 
20 500 
30 500 . 
40 ''SOO 
80 500 
90 500 
10 525 
10 ohm·30 cps 3 VNP 
0.5 ohm·15,750 cps 3 VNP 
1 ohm·50 cps 3 VNP 

Capacity 

1000·500 
1000·1000 
250·250 
500·100 
80D-200 
800·250 
1000·500 
500·200 

20·20 
40·40 

150·50 
250·250 
50·50 

100·100 
20·10 

20·20 
30·15 
30·20 

. 30·30 
40·20 
40·30 
40·40 
50·30 
50·30 

D U A L S 

Voltage 

6NP 
15 
15 
15 
15 
15 
16 
18 
25 
25 
25 
25 
50 
50 

150 

150 
150 
150 
150 
150 
150 
150 
150 
150 

Size 

1%x2112 
1%x3 
1x2 
1x2 
1x2112 
1x3 
1x3112 
1%x2 
1%x3 
1%x3 

1%x3 
1%x4 
1x2 
1x2 
1x21h 
1x3 
1x21/2 
1%x2112 
1%x3 
1%x3 
1%x3112 
1%x4112 
0/4x2 
1x2 

.1%x2' 
1%x2112 
1x2 
1x2 
1x2 
1x2112 
1x3 
1x3 
1%x2112 
1%x3 
1%x3 
1%x4 
1x3 
1%x2 
1%x3112 
lx2 
1x2112 
1x3 . 
1x31f2 
1%x3 
1 %x3¥.t " '.-
1x2 
%x2 
1x2 
1%x3 

Size 

1%x2 
1x3¥.t 
lx2 
1x2 
lx2 
1x21/2 
1x2¥.t 
1x2 
1x2 
1x2 
1x2 
1x2112 
1x2 
lx2 
1x2 

lx2 
1x2 
1x2 
1x2 
1x2 
1x2 
1x2 
1x2 
1x2 

*Request O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 

Net 
Price* 

1.86 
2.19 
1.20 
1.29 
1.55 

1.53 
1.74 
1.74 
2.10 
2.10 

2.37 
3.33 
1.23 
1.14 
1.20 

1.26 
1.25 
1.71 
2.31 
2.19 

2.37 
3.99 
1.11 
1.29 
1.50 

2.22 
.93 

1.26 
1.08 
1.17 
1.23 
1.41 
1.62 
1.83 
2.07 
2.37 
1.50' 
1.50 
2.61 

.95 
1.11 
1.23 
1.50 
2.15 
2.34 
1.25 
1.50 
1.65 
3.00 

Net 
Price..-

2.91 
2.54 
1.65 
1.86 
1.83 
2:01 
2.28 
2.01 
1.08 

. 1.20 
1.41 
1.80 
1.02 
1.25 
1.20 
1.02 
1.29 
1.29 
1.11 
1.08 
1.11 
1.14 
1.20 
1.20 
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SE,CTION 1500 

~&1A, 

ELECTROL YTICS - (Continued) 
DUALS - (Continued) DUALS - (Continued) 

AFH Nil. Capacity Yoltage Size 
Net 

Price* AFH No. Capacity Yoltage Size 
Net 

Pric~ 

2·1. 50·50 150 1x2112 1.29 2·66 40·10 475 1%x2112 1.86 
2·17 60·60 150 1x3 1.41 2·66·25 40-40 475 1%x3 2.58 

t2·17·50 PWH 70·30 150 1x2 1.32 2·66·50 80·40 475 1%x4 3.78 
2·18 75·75 150 1x3 1.56 2·66·60 80·50 475 1%x4 3.12 
2·19 80·40 150 1x2112 1.38 2·67 10·10 500 1x2112 1.23 

t2·1.·05 PWH 80·40 150 1x2112 1.35 2·69 20·20 500 1%x2112 1.71 
2·1.·25 80·50 150 1x2¥2 1.44 2·71 30·10 500 1%x2112 1.71 
2·20 80·80 150 1%x2 1.59 2-71-90 40·25 500 1%x3 2.73 
2·20·50 125·100 150 1%x2112 2.10 2·72 40·40 500 1%x3 2.64 
2·21 AFHS 200·5 150 1%x2112 1.62 2·73 60·40 500 1%x3112 2.76 

t2·21-01 PWHS 200·5 150 1%x3 1.68 2·74 250/1000 10/6 1%x2 1.71 
2·22 200·125 150 1%x3 2.25 2·75 250/2000 10/6 1%x2 2.46 
2·22·50 200·150 150 1%x3 2.25 t2·75·45 PWH 1000/1000 16/10 1x21h 2.43 
2·23 200·200 150 1%x3 2.40 2·75·50 1500/1000 16/10 1%x2 2.55 
2·24 60·60 200 1%x2 1.53 *2·75·75 AFHS 2000/500 30/25 1%x3 3,81 
2·24-20 AFHS 100·100 200 1%x3 2.10 2·76 50/500 150/5 1x3 1.47 
2·24-21 100·100 200 1x3 2.10 2·77·05 50/1000 150/10 1x2 1.77 
2·~4-75 AFHS 200·5 200 1%x3 1.83 2-77·20 50/1000 150/16 lx2¥2 1.95 
2·25 10·10 250 1x2 1.26 2·78 40/150 150/25 1x2 1.53 
2·26 20·20 250 lx2 1.14 2·78-10 50/150 150/25 1x2112 1.65 
2·27 30·30 250 1x2112 1.71 2·78·25 150/100 150/25 1%x2112 1.62 
2·28 40·20 250 1x2112 1.65 2·78·30 40/20 150/50 1x2 1.26 
2·29 40·40 250 1x3 1.50 2·78·60 AFHS 150/50 150/50 1x3112 1.95 
2·30 AFHS 150·150 250 1%x4 3.09 2·78·90 80/25 200/25 1x2 1.32 
2·30·25 AFHS 200·15 250 1%x3112 2.94 2·79 40/20 250/25 1x2 1.50 

, 2·30·75 AFHS 200·200 250 1%x4112 3.66 2·80 50/100 250/50 1%x2 1.95 
2·31 10·10 300 1x2 1.29 2:.81 100/150 250/50 1%x3 2.19 

t2·31·o1 PWH 10·10 300 1x2 1.05 2·81·80 35/500 300/6 1x2112 1.68 
t2·31·02 PWH 10·10 300 1%x2 1.29 t2·81·95 PWH 2/20 300/25 1x2 .99 

2·32 15·15 300 1x2 1.38 2·82 20/20 300/25 1x2 ' 1.38 
2·33 50·50 300 1%x2112 2.49 2·82·30 20/40 300/50 1x3 1.35 
2·33·75 80·60 300 1%x2112 2.79 2·82·55 150/100 300/150 1%x4 2.70 
2·34 80·80 300 1%x3' 2.43 2·82·57 100/100 300/200 1x4 2.55 
2·35 120·20 300 1%x3 2.40 2·82·60 20/60 300/250 1x3 2.07 
2·35·50 AFHS 200·80 300 1%x4 3.15 . 2·84 20/20 350/25 1x2 1.41 
2·38 15·15 350 1x2 1.35 2·85 40/20 350/25 1x2112 1.74 
2·37 20·20 350 1x21h 1.71 ' 2·85·10 PWH 40/25 350/25 1x2 1.38 
2·38 30·20 350 1x3 1.95 2·85·70 5/75 350/150 1x3 1.56 
2·39 30·30 350 1x3 1.74 2·86 40/10 350/200 1%x2 1.80 
2·40 50·30 350 1%x2112 1.89 2·86·15 40/10 350/250 1x3 1.83 
2·40·50 60·40 350 lx3V2 '1.98 2·86·30 60/80 350/250 1%x3112 2.5B 
2-40·80 80·40 350 1%x3 2.37 2·86·40 30/30 350/300 1x3 1.98 
2·41 80·80 350 1%x3112 2.B2 2·86·45 35/100 400/50 1x3 1.56 
2·41·10 90·40 350 1%x3 2.58 2·86·60 40/100 400/50 1%x2 2.01 
2·41-40 100·60 350 1%x3112 2.88 2·86·70 100/30 400/50 1%x3 2.34 
2,41,50 AFHS 100·100 350 1%x31h 3.69 2·86·72 80/80 400/200 1%x3112 2.37 
2·41·80 AFHS 160·10 350 1%x3 2.58 2·86·75 60/80 400/250 1%x4 2.91 
2·43 , 15·15 400 lx2112 1.68 2·86·85 AFHS 4/140 400/300 1%x3 2.16 
2·43·30 30·10 400 1x3 1.71 2·86·95 100/80 400/350 1%x4 4.0B 
2·44 60·60 400 1%x3112 3.30 2·87 10/20 450/25 1x2 1.05 
2·44-90 75·75 400 1%x4 3,63 2·88 20/20 450/25 1x2 1.50 
2·44,95 80·4 400 1x4 1.95 2·89 40/20 450/25 1x3 1.B3 
2·45 BO·10 400 1%x3 2.55 2·89·50 40/50 450/25 1x3 1.50 
2·45·10 80·20 400 1%x3 2,73 2·90 80/20 450/25 1%x3 2.55 
2·45·40 80·60 400 1%x4 2.91 2·90·50 50/100 450/50 1%x2¥2 1.BO 
2·45·50 AFHS 80·80 400 1%x4 2.97 2·91 80/50 450/50 1%x3 2.10 
2·45·55 AFHS 100·100 400 1%x4¥4 3.75 2·91·50 BO/100 450/50 1%x3 2.25 
2·45·60 120·40 400 1%x4 3.15 2·92 10/50 450/100 1%x2 1.53 
2·48 5·5 450 1Jt2 1.05 2·93 20/100 450/100 1%x2 2.16 
2·47 10·10 450 1x2 1.14 2·94 30/40 450/150 1%x2 1.86 
2·48 15·10 450 lx21h 1.53 2·94·30 30/200 450/150 1%x3 2.10 
2·49 15·15 450 1x2¥2 1.35 2·94·45 80/40 450/200 1%x3 2.B5 
2·50 20·10 450 1x3 1.35 2·94-60 20/50 450/250 1x3 1.68 
2·51 20·20 450 1x3 1.53, 2·94·75 AFHS 20/150 450/250 1%x3 2.88 
2·52 30·10 450 1x3 1.50 2·94-85 90/200 450/250 1%x4 3.63 
2·53 30·15 450 1%x2 1.98 2·94·90 10/100 450/350 'l%x3 3.00 
2·54 30·30 450 1%x2 1.83 2·95 20/80 450/350 1%x3 2.16 
2·56 40·20 450 1%x2112 1.80 2·96 40/10 450/350 1%x2 1.S2 
2·57 40·40 450 1%x3 2.07 2·97 40/40 450/350 1%x3 2.46 
2·58 50-40 450 1%x3 2.73 2·99 75/50 475/50 1%x3 2.73 

2·59 50·50 450 1%x3 2.31 2·99·75 40/80 475/200 1%x21h 2.73 
2·60 SO·20 450 1%x3 2.13 2·99·90 AFHS 80/BO 475/250 1%x4 2.79 
2·81 60·40 450 1%x3112 2.37 2·100 20/100 475/300 1%x3 2.49 
2·81-50 60·SO 450 1%x4 3.36 2·100·50 20/100 475/400 1%x4 2.70 
2·62 80·10 450 1%x3 2.16 2·101 40/40 475/400 1%x3 2.79 
2·63 80·20, 450 1%x3112 2.34 2·101·75 BO/20 475/400 1%x3112 3,06 
2·64 80·40 450 1%x3112 2.61 2·102 80/50 500/50 1%x3112 2.B5 
2·64-25 100·40 450 1%x4 2.91 2·103 60/BO 500/150 1%x3 2.79 
2'64·50 15·15 475 1x2112 1.41 2·104 40/50 500/200 1%x3 2.46 
2.65 30·10 475 1%x2 1.62 2·j05 15/20 500/3PO 1x2112 1.71 

t-Speclal construction for printed wiring. ·Common Positive I *Request O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 
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SECTION 1500 

(ltl/J~~&M 
ELECTROL YTICS - (Continued) 

DUALS - (Continued) TRIPLES - (Continued) 
Nel Nel 

AFH No. capacity Voltage Size Price* AFH No. Capacity Voltage Size Price* 
2·106 20/100 500/300 1%x3 2.'11 3-33 15·15·10 450 lx3 2.64 
2-107 40/40 500/400 1%x3 2.76 3-34 15-15-15 450 1x3 1.86 
2-108 0.5 ohm-15,750 cps 12 1%x2 2.70 3-35 20-10-10 450 !x3 1.77 

2.5 ohm-60 cps 6 3-36 .20-20-20 450 1%x21,1. 2.16 
3-37 30-20-20 450 1%x3 2.31 

TRIPLES 3-37-95 30-30-10 450 1%x3 3.36 
3-38 30-30-20 450 1%x3 3.69 

Net 3-39 30-30-30 450 1%x3 2.61 AFH No. Capacity Voltage Size Price* 3-41 40-10-10 450 1%x3 2.01 
3-00-50 1500-1500-1500 3 1x31h 5.40 3-42 40-30-20 450 1%x3 2.58 

t3-00-70 PWH 500-250-250 8 1x1% 2.04 3-43 40-40-10 450 1%x3 2.52 
t3-00-80 PWH 250-250-50 16 1x2 1.95 3-43-50 40-40-20 450 1%x3 2.67 

3-00-90 PWH 400-100-100 16 1x2 1.80 3-44 40-40-40 450 1%x31,1. 2.94 
t3-00-92 PWH 450-100-50 16 1x2 1.77 3-44-50 50-40-30 450 1%x4 2.94 
ta-OO-93 PWH 500-250-50 16 112 2.10 3-45 60-20-20 450 1%x31,1. 2.76 
t3-DO-94 PWH 500-250-250 16 1x2 2.46 3-45-10 60-30-10 450 1%x3 2.70 

3-00-95 500-500-100 16 1x2 2.34 3-45-25 60-40-20 450 1%x31,1. 3.00 
3-00-95.5 700-200-100 16 1x2 2.13 3-45-50 80-40-10 450 1%x4 4.53 
3-00-96 1000-200-50 16 1x2 2.28 3-46 80-40-20 450 1%x4 3.24 
3-00-S7 1000-500-20 16 . 1%x2 2.58 3-47 10-10-10 475 1x3 1.62 
3-01 20-20-20 25 1x2 1.17 3-47-50 20-20-10 475 1x31h 2.1'3 
3-02 40-40-40 25 1x2 I.29 3-48 30-20-20 475 1%x3 3.54 
3-03 30-30-30 50 1x2 1.29 3-49 30-30-10 475 1%x3 3.60 
3-05 20-20-20 150 1x2 1.38 3-49-10 30-30-20 475 1%x3 2.85 

t3-05-50 PWH 30-25-20 150 1x2 1.44 3-50 40-10-10 475 1%x3 3.45 
3-06 30-30-10 150 1x2 2.10 3-50-05 40-20-20 475 1%x3 2.85 
3-07 40-20-10 150 1x2 1.41 3-50-07 40-30-10 475 1%x3 2.70 
3-08 40-20-20 150 1x2 1.44 3-50-10 40-30-30 475 1%x4 3.09 
3-09 40-30-20 150 1x2 1.50 3-51 10-10-10 500 1x3 1.62 
3-10 40-40-40 150 1x21h 1.56 3-52 30-20-20 500 1%x3 2.52 
3-11-20 50-40-10 150 1x21h 1.53 3-53 40-10-10 SOD 1%x3 2.34 

ta-11-30 PWH 50-40-30 150 1x21h 1.62 3-54 40-40-10 500 1%x31h 3.03 
3-11-40 50-50-3~ 150 1x3 2.55 3-54-30 850-400/4 16/11.5RMS !x21h 2.46 
3-11-50 50-50-50 150 lx3 1.80 3-54-40 1000-500/4 16/11.5RMS 1%x2 2.65 
3-12 60-40-20 150 1x3 1.65 3-54-41 1000-500/4 16/11.5 RMS 1x21,12 2.64 

ta-12-10 PWH 70-15-15 150 1x2 1.62 3-54-50 5/500-200 25/16 1x2 1.92 
3-12-20 70-40-40 150 1x3 1.77 3-55 100/50-25 100/25 1x3 2.37 
3-13 80-40-20 150 lx3 1.74 3-57 15-15/1200 150/2 1x2 1.80 
3-13-15 120-80-40 150 1%x3 2.28 3-58 30-20/100 150/6 1x2 2.16 
3-13-30 120-120-40 150 1%x3 2.4.,3 3-59 20-20/100 150/10 1x2 2.10 
3.13-50 200-100-60 150 1%x3'0:! 2.73 3-60 20-20/250 150/10 1x2 2.37 
3-13-60 300-100-80 150 1%x4 3.09 3-61 30-30/200 150/10 1x2 2.25 
3-13-70 PWH 100-80-40 175 1x3 2.40 3-62 40-20/150 150/10 1x2 1.44 
3-13-75 200-150-150 200 1%x4 4.50 3-63 40-20/200 150/10 1x21h 1.47 
3-13-90 AFHS 250-200-10 200 1%x4 4.02 3-64 40-20/250 150/10 1x2'0:! 2.43 
3-14 15-15-10 250 1x2 2.19 t3-64-40 PWH 70-30/100 150/10 1x21h 1.68 
3-17 20-20-10 250 l,x2 2.25 3-64-50 80-20/200 150/10 1%x2 2.55 
3-17-10 20-20-20 250 tx21h 1.56 3-64-60 80-30/300 150/10 1%x2 1.89 
3-17-50 30-15-15 250 1x2'0:! 2.46 t3-64-65 PWH 80-60/250 150 10 1x3 2.04 
3-18 30-20-10 250 1x21h 2.43 t3-64-70 PWH 80-60/400 150/10 1x3 2.19 
3-19 40-20-10 250 1x3 2.55 t3-64-75 PWH 90-40/400 150/10 1x3 2.10 
3-20 40-20-20 250 1x3 1.74 3-64-85 AFHS 100-80/200 150/10 1%x21,1. 2.16 
3-21 80-80-60 250 1%x3 2.94 3-65 20/250-100 150/15 1%x2 2.61 
3-22 10-10-10 300 1x2 1.44 3-66 80-20/100 150/15 1%x2 2.52 
3-25 60-20-10 300 1%x2 2.07 3-66-25 50-30/100 1~0/16 1x2 1.59 
3-25-40 80-20-10 300 1%x2'0:! 3.42 3-67 20-20/20 150/25 1x2 1.98 
3-25-50 80-40-40 300 1%x2'0:! 2.85 3-68 20-20/200 150/25 1x3 2.37 
3-25-75 100-20-10 300 1%x3 3.87 3-69 30-20/20 150/25 1x2 2.01 
3-2& 120-50-40 300 1%x4 3.39 3-70 30-30/20 150/25 1x2 2.07 

t3-2a-50 PWHS 150-100-30 300 1%x4 3.81 3-72 40-20/20 150/25 1x2 1.38 
3-27 10-10-10 350 1x21h 1.44 3-73 40-20/100 150/25 1x3 2.25 
3-28 20-20-10 350 1x3 2.64 3-74 40-20/200 150/25 1x3 1.62 
3-28-30 30-20-10 350 1x21h 1.95 3-75 40-30/20 150/25 1x21h 2.10 
3-29 60-40-20 350 1%x3'0:! 2.55 3-76 40-40/20 150/25 1x21,1. 1.44 
3-29-25 60-50-50 350 1%x4 2.94 3-76-50 40-40/200 150/25 !x3 1.68 
3-29-50 80-60-60 350 1%x4 3.33 3-76-55 40-40/250 150/25 1x3 1.89 
3-29-75 90-40-20 350 1%x4 3.15 3-77 50-30/20 150/25 lx2'0:! 1.50 
3-29-80 100-60-40 350 1%x4. 3.69 3-78 50-30/100 150/25 1x3 1.62 
3-29-85 100-100-10 350 1%x4 4.08 3-79 50-50/20 150/25 1x3 1.59. 
3-29-87 AFHS 100-100-40 350 1%x41,12 4.50 3-80 60-20/20 150/25 1x2 2.28 
3-29-95 120-40-40 350 1%x4 5.58 3-81 60-40/20 150/25 1x2'0:! 2.37 
3-29-98 140-140-20 350· 1%x4 4.59 t3-81-50 PWH 70,30/20 150/25 1x21h 1.62 
3-30 10-10-10 400 1x21h L44 3-82 80-40/20 150/25 1x21h 1.68 
3-30-30 40-10-4 400 1x31h 1.83 3-82-40 80-40/300 150/25 1%x21h 2.22 
3-30-35 40-10-10 400 1x3 1.89 3-83 120-60/20 150/25 1%x21h 3.00 
3-30-45 40-30-10 400 1x4 2.22 3-83-10 10/10-4 150/50 1x2 1.83 
3-30-60 80-20-10 400 1%x3 2.58 3-83-95 300-80/200 150/50 1%x4 2.97 
3-30-75 90-10-5 400 1%x3 2.64 3-84 30-20/20 200/25 1x2 2.28 
3-31 10-10-10 450 1x3 1.56 3-84-15 10-5/500 200/50 1%x2 2.16 

t-Special construction for printed wiring. *Request O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 
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SECTION 1500 

ELECTROLYTICS - (Continued) 
TRIPLES - (Continued) TRIPLES - (Continued) 

AFH No. Capacity Voltage Size 
Net 

AFH No. Capacity 
Net 

Price* Voltage Size Pric,* 

3·84-25 40·5/500 200/50 1x21f2 2.37' 
3·122 80·40/150 400/50 1%x4 3.09 

3·84-50 60-5/20 200/50 lx21f2 1.50 
3-122-10 100-40/100 400/50 1%x4 3.36 

3·84·60 60-5/100 200/50 1x21f2 1.74 
3-122-30 100·10/20 400/50 1%x3lh 2.70 

3·84·75 80-10/20 200/50 1x3 1.58 
3·122·80 40/200-50 400/200 1%x4 4.98 

3·85 90-90/20 200/50 1%x3 3.45 
3-123 80/20-10 400/300 1%x31f2 3.81 

3.86 100-10/40 200/50 1%x2 2.82 
3·123·10 20-10/10 400/350 1x3 2.43 

3·86·50 30·20/40 200/150 1x21f2 1.52 
3·123·30 20·10/40 400/350 1x4 3.05 

3·86·80 AFHS 50/200-140 200/150 1%x4 2.88 
3·123·40 20-20/10 400/350 1x3 1.80 

3·86-90 '10-10/100 250/10 1x2 2.07 
3·123·65 50-30/20 400/350 1%x3 2.73 

3·87 15-15/20 250/25 1x2 1.40 
3·123·80 80·20/10 400/350 1%x3 2.58 

3·88 20·15/20 250/25 1x2 2.10 
3·123-90 100·10/80 400/350 1%x4 3.56 

3·89 30-30/20 250/25 1x21f2 1.58 
3-124 10·10/10 450/25 1x2 1.41 

3·90 70-70/20 250/50 1%x3 3.51 
3-125 10·10/20 450/25 1x2 1.44 

3·91 90-90/20 250/50 1%x3 2.75 
3·127 15-15/20 450/25 1x21f2 2.43 

3·92 15/20·20 250/150 1x2 2.15 
3-127·10 15·15/40 450/25 lx21f2 1.55 

3·93 40-20/10 250/150 1%x2 2.43 
3·127·30 20-10/20 450/25 1x21f2 1.62' 

3·94AFHS 40-40/10 250/200 1%x2 2.79 
3·128 20-15/20 450/25 1x3 2.61 

3·95 80-80/50 250/200 1%x31f2 4.05 
3·129 20.20/20 450/25 1x21f2 1.83 

3-98-20 AFHS 10/500-500 300/15 1%x2 2.34 
3·129·50 20/500-500 450/25 1%x31f2 4.89 

3·97 20-20/20 300/25 lx2 2.45 
3·130 30/100-25 450/25 1%x2 2.57 

3·98 40·15/20 300/25 1x21f2 2.54 
3·131 30·30/20 450/25 1%x21f2 2.13 

t3·98.60 PWH 50·10/25 300/25 1%x2 1.83 
3·131·30 30-30/125 450/25 1%x3 2.37 

3·98·80 100·10/20 300/25 1%x3 3.51 
3·132 40-20/20 450/25 1%x21f2 2.10 

3·98·90 AFHS 140·10/100 300/25 1%x31f2 3.99 
3·133 40-40!20 450/25 1%x3 2.37 

3·99 30-30/25 300/50 1x3 2.51 
3·134 40-40/40 450/25 1%x3 2.37 

3·99·75 100.10/50 300/50 l%x2lh 2.43 
3-134-50 80·10/125 450/25 1%x3 2.64 

3·99·80 AFHS 125·20/100 300/50 1%x31f2 4.35 
3·135 80-40/100 450/25 1%x4 3.05 

3·99·82 125·50/40 300/50 1%x4 5.40 
3·136 10-10/40 450/50 1x21f2 1.50 

'3·99·83 140·100/50 300/50 1%x31f2 3.53 
3·137 20-10/40 450/50 1x3 2.52 

3·99·85 200-20/10 300/100 1%x4 2.94 
3·138 20·10/50 450/50 1x3 1.71 

3·99·95 20/150·80 300/150 1%x3 2.37 
3·138·30 30-10/150 450/50 1%x21f2 2.10 

3·100 40-40/20 300/150 1%x2 2.64 
3·138-40 30-15/150 450/50 1%x3 3.33 

3·100·20 60/200·30 300/150 1%x4 3.90 
3·1lI9 30-30/40 450/50 1%x3 3.27 

3-100·40 AFHS 100/200·30 300/150 1%x4 3.03 
3·139·50 35·25/100 450/50 1%x3 2.37 

3·100·60 140-10/200 300/150 1%x4 3.30 
3·139·75 40-10/40 450/50 1%x2lh 2.91 

3·101 10·10/15 300/250 1x2 2.19 
3·140 40-10/100 450/50 1%x3 2.58 

3·101·20 50/30·30 300/250 1%x2112 3.35 
3·140-50 40·30/25 450/50 1%x21f2 3.35 

3·101·40 100/50-20 300/250 1%x3112 4.41 
3·141 40-40/80 450/50 1%x3lh 3.59 

3·101·60 200/50·20 300/250. 1%x4 3.48 
3·142 40-40/100 450/50 1%x3lh 2.58 

3·102-90 5/100-40 350/25 lx2 2.01 
3·142·20 60·40/75 450/50 1%x4 2.75 

3·103 10·10/20 350/25 lx2 2.01 
3·142·40 BO-20/100 450/50 1%x4 2.88 

3·104 15·10/20 350/25 1x2 1.50 
3·142·50 80-80/50 450/50 1%x4 3.54 

3·105 15·15/20 350/25 lx2112 2.43 
3·142·60 80/100·20 450/50 1%x3 '3.81 

3·105·50 20·5/100 350/25 1x3 1.56 
3·142-80 30-30/125 450/75 1%x3 3.75 

3·106 20-10/20 350/25 1x2112 1.53 
3·143 10·10/50 450/100 1%x2 2.37 

3·107 20·20/20 350/25 1x21f2 1.58 
3·144 30-20/30 450/150 1%x21f2 3.15 

3·107·50 AFHS 20/50-50 350/25 lx2 2.25 
3·145 40/90·50 450/150 1%x3 2.37 

3·108 30·10/20 350/25 1x21f2 2.73 
3·146 40-10/80 450/150 1%x3 3.35 

3·109 30·20/20 350/25 lx3 l.B6 
3·147 40-40/40 450/150 1%x3112 2.46 

3·110 30·30(20 350/25 l%x2 2.04 
3·148 40-10/80 450/200 1%x3 2.34 

t3-110·30 PWH 40·10/25 350/25 1%x2 1.77 
3·148·40 40·40/60 450/200 1%x31f2 2.67 

3·110·50 40·20/50 350/25 1x21f2 1.98 
3·148·50 40·40/100 450/200 1%x4 2.97 

3·111 40-40/50 350/25 l%x21f2 3.36 3·148·80 10/80-BO 450/250 1%x3 2.52 

3·111·50 90-40/50 350/25 1.%x3112 3.18 3·149 20/40-10 450·250 1%x2 2.B2 

3·111·85 AFHS 200·10/50 350/25 1%x4 4.77 3·149·35 80/40-40 450/250 1%x4 2.97 

3·111·90 10·5/30 350/50 lx2 1.98 3-149·40 5/80·40 450/300 1%x3 2.49 
3·112 10·5/150 350/50 1x3 2.43 3·149·80 10/100·20 450/300 1%x3 3.90 
3·112·10 20·5/150 350/50 1x3 1.77 3·149·80 15-10/120 450/300 1%x4 4.05 
3·112·20 20-10/100 350/50 1x31f2 1.74 3·150 15·15/10 450/300 1x3 2.55 
3·112·50 60·5/20 350/50 1x3Y. 1.80 3·151 20/15-10 450/300 lx3 2.55 

3·112·60 AFHS 80·40/400 350/50 1%x4 3.39 3·152 15·5/15 450/350 1x3 2.55 
3·112·75 150·4/30 350/50 1%x3 2.85 3·152·50 20/15-15 450/350 1x3 2.91 
3·112·80 30·20/100 350/75 1%x21f2 3.60 3·153 20-20/60 450/350 1%x3 3.63 
3·113 40-20/10 350/100 1%x2 2.55 3·153·30 20/40·10 450/350 1%x2112 2.10 
3·114·50 30·20/100 350/150 1%x2~ 2.40 3·153·60 20/80·10 450/350 1%x3 2.55 

3·114·52 40·20/10 350/150 1x3 2.88 3·154 40·10/10 450/350 1%x2 2.97 
3-114-55 40/200·100 350/150 1%x31f2 3.00 3·154·20 40·40/50 450/350 1%x4 4.41 
3·114·58 50/200-30 350/150 1%x4 2.54 3·154·30 40-40/80 450/350 1%x4 3.33 
3·114·60 10/40·40 350/200 Ix3 2.67 3·154-40 50-5/50 450/350' 1%x3112 2.55 
3·114-70 30-5/100 350/200 1%x21f2 3.33 3·154·60 50/20·20 450/350 1%x3112 3.87 

3·114-80 80-40/100 350/200 1%x3 3.27 3·155·15 10-10/150 475/50 1x3 2.70 
3·115 20·10/5 350/250 1x2112 1.53 3·155·30 25-10/20 475/50 lx3 2.67 
3·116 30/20·10 350/250 1x3 2.70 3·155·45 40/80-10 475/300 1%x3ll2 4.32 
3·117 30-10/20 350/250 1x3 2.73 3·155·52 20/20·10 475/350 1x3112 2.88 
3·118 100-50/20 350/250 1%x4 3.30 3-155·60 20-10/100 475/400 1%x4 3.15 
3·119 15·15/40 400/25 1x2112 2.5~ 3·155·75 40/80·10 475/450 1%x4 3.30 
3·120 20-20/20 400/25 1x3 1.71 3·155-90 30-20/20 500/25 1%x2112 3.18 
3·121 30-10/150 400/50 1%x21f2 3.05 3·156 10-10/100 500/50 1x31;1o 2.55 

t-Speclal construction for printed wiring. *Request O.E.M. prices in the' following quantities: 25 to 49, 50 to 99, 
100 to 249 
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SECTION 1500 

E L E erR 0 L yrl e5-( eon tin ued) 
TRIPLES - (Continued) TRIPLES - (Continued) 

Net Net 
AFH No. Capacity Voltage Size Price* AFHNI. Capacity Voltage Size Price* 

3·157 20·10/100 500/50 lx4 1.98 3·193 20/20/40 500/300/25 l%x2 2.79 
3·158 30-10/20 500/50 l%x21f2 2.79 3·193·25 20/40/100 500/300/25 l%x21f2 3.24 
3-159 40-40/100 500/200 l%x4 3.51 3·193·75 5/100/200 500/300/150 l%x4 4.62 
3·160 10·10/5 500/350 lx21f2 2.25 3·194 40/40125 500/400/50 l%x3 3.87 
3·160·50 10/40-40 500/450 l%x31f2 3.72 
3·161 20-20/60 500/450 l%x31f2 2.91 QUADS 
3·162 40/25/130 150/25/15 lx3 2.97 
3·162-80 50/100/25 150/50/25 lx2l/2 2.43 AFH No. Capacity Voltage Size 

Net 

3·163 100/50/25 150/50/25 lx3 2.70 
Price* 

3·164 80/40/50 250/150/50 l%x2l/2 1.74 4-01 40-40-40-30 150 l%x2 2.01 

t3·164·50 PWH 10/10/20 300/50/25 lx2 1.26 4·01·40 100-80-60-40 150 l%x3 2.79 

3·165 100/60/20 300/150/25 l%x3 3.78 4·01·45 AFHS 250-200-10-10 150 l%x4 3.21 

3·165·30 AFHS 140/200/100 300/150/50 l%x4 5,16 4·01·55 AFHS 200-200-60-30 175 l%x4 3.33 
3·165·70 AFHS 100/60/200 300/200/150 l%x4 3.33 4·01·60 40-40-40-40 200 l%x2 5.43 

t3·165·80 PWHS 150/60/200 300/200/150 l%x4 3.54 4·01·70 40-40-40-40 250 l%x2 2.76 

3·185·90 30/25/100 350/25/6 lx21f2 1.68 4-01·80 40-20-10·10 300 l%x2 2.37 

3·166 20/50/100 350/100/75 lx3 1.86 4·02 40-40-20-10 300 l%x21f2 2.73 
3·166·25 PWH 125/5/100 350/150/10 l%x3lfa 2.76 4·02·10 40-40-30-20 300 l%x3 2.91 
3·187 10/50/100 350/150/50 lx3 2.55 4-02-20 60-20-10-5 300 l%x21f2 3.63 
3·167·15 AFHS 60/140/100 350/150/50 l%x3l/a 2.55 4·02·30 60-40-10-10 300 l%x21f2 2.73 
3·167·20 10/150/200 350/200/25 l%x2l/2 2.52 4-02-45 80-60-20-10 300 l%x4 4.77 
3·167·25 40/80/500 350/200/25 l%x3l/2 4.53 4·02·60 100-40-20-20 300 l%x4 5.22 
3·187·50 125/5/100 350/200/75 l%x3l/2 3.18 4·02-70 AFHS 140-100-20-20 300 l%x41f2 4.26 
3·168 50/10/500 350/250/5 l%x21f2 3.24 4-02-75 AFHS 150-100-10·10 300 l%x4 3.96 
3·188·50 100/40/5 350/250/50 l%x3lfa 2.91 4·02·80 150-150-30-30 300 13fax4lfa 4.62 

t3·168·90 PWH 20/20/20 350/300/25 lx2 1.65 4-02·90 200-20-20-20 300 l%x4 3.69 

3·189 30/30/20 350/300/25 lx3 1.89 4-03 10·10-10-10 350 l%x2 2.79 

3·169·50 30/50/20 350/300/25 l%x21f2 3.24 4·04 40-20-20-10 350 l%x21f2 2.61 

3·169·90 10/40/5 350/300/150 lx21f2 2.88 4·04-50 40-40·40-40 350 l%x4 3.60 
3·170 20/40/10 350/300/150 lx31f2 2.82 4·05 80-10-10-10 350 l%x3 4.08 
3·170·50 40/20/10 350/300/200 l%x2 2.97 4-05-50 80-40-10-4 350 l%x31f2 4.62 

3·171 60/40/20 400/300/25 l%x3l/2 3.78 4-05·55 80-60-40-20 350 l%x4 3.84 

3·172 10/40/10 400/300/150 l%x2 2.61 4-05-60 100-40-10·10 350 l%x3l/2 3.60 
3·173 55/50/80 400/300/250 l%x31f2 4.80 4·05·70 100-40·20·20 350 l%x4 3.93 
3·174 10/50/30 400/350/25 lx3 2.79 4·06 30·30·20-20 400 l%x3 4.35 
3·174·25 100/10/200 400/350/25 l%x3 2.94 4·06·25 40·35·10·10 400 l%x3 3.99 

3·174·50 80/80/100 400/350/50 l%x4 5.13 4-06·40 50·40·30-20 400 l%x4 3.30 

3·175 10/50/100 450/150/25 lx3 2.46 4-06-75 80·10·10-10 400 l%x3 4.23 

3·178 40/40/130 450/150/50 l%x3 2.25 4·07 80·20·10·10 400 l%x3l/2 3.03 

3·177 40/100/50 450/150/50 l%x3 3.54 4-08 100-40-10-10 400 l%x4 3.66 

3·177·20 10/50/100 450/150/75 lx3 1.95 4·08 5-5-5-5 450 l%x2 1.80 

3·177·40 20/50/100 450/150175 l%x2 3.06 4·10 10-10·10-10 450 l%x2 2.01 

3·177·50 10/100/200 450/200/25 lx3l/a 2.16 4-13 20-10-10-10 450 l%x21f2 2.22 

3·177-60 10/100/100 450/200/50 lx31f2 2.13 4·14 20-20-20-20 450 l%x3 2.82 
3-177·80 20/80/50 450/200/150 l%x21f2 2.16 4-15 30·15-15·15 450 l%x3 2.67 

3·178 20/60/100 450/250/25 l%x2l/2 2.19 4·15·10 30-20-20-10 450 l%x3 4.14 
3-178·25 10/10/50 450/250/50 lx2l/2 2.16 4·15·20 30-30·15-10 450 l%x3 4.23 
3·178-60 AFHS 50/160/50, 450/250/50 l%x4 3.12 4·15·30 30·30-20-20 450 l%x3 3.12 

3·179 10/40/10 450/300/150 l%x2 1.86 4-15·40 30-30-30-15 450 l%x4 4.77 

3·179·50 30/10/10 450/300/150 lx3 2.67 4·16 35-35-10-5 450 l%x31f2 2.79 

3·180 10/10/20 450/350/25 lx2 2.07 4·17 40-10·10-10 450 l%x3 2.49 

3·180·50 10/10/50 450/350/25 lx3 2.16 4-18 40-20-10-10 450 l%x3 2.67 

3·181 30/15/40 450/350/25 lx3 1.50 4-18·10 40·35-10·10 450 l%x3 2.88 

3·181·50 30/40/50 450/350/25 lx4 2.22 4-18-20 40-40-5-5 450 l%x4 2.82 

3·182 20/80/100 450/350/50 l%x31f2 4.05 4-18-30 40-40·20-20 450 l%x4 3.33 

3·182·80 80/50/100 450/350/200 l%x4 3.51 4-18·40 40-40-30-30 450 l%x4 3.63 

3·183 15/20/20 450/350/250 l¥ax2 2.67 4·18·45 40-40-40-40 450 l%x4 3.87 

3·184 20/15/10 450/350/300 lx3 2.73 4-18·50 60-20-20-20 450 l%x4 3.39 

3·185 10/30/150 450/400/5 lx3 2.70 4·18-60 60-30·10-2 450 l%x3 3.06 

3·186 30/50/40 450/400/25 l%x3 3.51 4·18·75 70-10-10-5 450 1%x3 4.2.6 

3·186·80 60/80/20 450/400/250 l%x4 3.27 4·18-80 80-10-10-10 450 l%x4 3.03 

3·186·90 4/40/40 450/400/300 l%x21f2 3.33 4·19 10-10-10-10 475 1%x2 3.15 

3·187 10/30/30 450/400/300 l%x21f2 3.00 
4-19-10 20·20·10-10 475 l%x21/a 2.61 

3·187·20 60/80/20 _ 450/400/350 l%x4 3.39 
4·19-20 20-20-20-20 475 l%x3 ~.12 

3·187·25 20/50/20 475/50/25 lx3 1.65 4-19·40 40-10-10-10 475 l%x3 4.17 

3·187·50 20/10/500 475/150/25 Hux3 2.49 
4·19·50 40-20-10-10 475 l%x3 3.06 

3·187·75 80/80/50 475/150/50 l%x4 2.91 
4-20 10-10-10-10 500 l%x2 2.10 
4-20-50 40·40-8-8 500 l%x4 3.42 

3-188 10/100/40 475/200/50 'l%x21f2 2.97 4-20·75 750·600-350/4 16/11.5 RMS 1%x2 3.36 
3·188·50 40/40/100 475/250/100 l%x3 3.69 
3·189 20/20/40 475/300/25 l%x2 2.73 4-20-77 750-750-350/4 16/11.5 RMS l%x2 3.45 

3·189·40 10/4/100 475/350/50 lx21f2 
4·21 30-20-20/200 150/10 l%x2 2.82 

2.34 4-22 40-40-20/200 150/10 l%x2 1.95 
3·189·60 20/10/5 475/350/150 lx21f2 2.52 4·23 60-40-20/200 150/10 l%x2 2.10 
3·189·70 10/4/40 475/350/300 l%x2 1.80 4·23·50 AFHS 80-80-10/200 150/10 l%x21/a 3.51 
3·190 40/40/25 475/450/50 l%x3 3.96 4·23·70 200-30-10/100 150/10 l%x31/a 2.46 
3·190·80 10/45/100 475/450/200 l%x3 2.52 t4·23·72 PWH 290-30-10/100 150/10 l%x31f2 2.70 
3·191 10/100/40 500/200/50 1%x21f2 3.00 4-23·75 AFHS 50·20/150-30 150/15 l%x2 1.92 
3·192 40/40/100 500/250/50 - 1%x3 3.87 4·2,5 20·20·20/20 150/25 l%x2 2.61 

fe-Special construction for printed' wiring. *Request O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 
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SECTION 1500 

r&1l 
ELECTROL YTICS - (Continued) 

QUADS - (Continued) QUADS - (Continued) 

AFH No. Capacity Voltage 
Net 

Size Price* AFH No. Capacity Voltage Size 
Net 

Price* 
4-25-70 20-20/160-40 150/25 Hux2 1.92 4-56-93.4 30-10-5/100 350/200 1%x2112 2.64 4-26 30-30-30/40 150/25 13lax2 l.B6 4-56-93.5 30-20-5/100 350/200 1%x3 2.82 4-27 40-20-20/20 150/25 1%x2 1.77 4-56-94 10-10/10-10 350/300 1%x2 2.79 4-28 40-40-30/20 150/25 1%x2 l.B6 4-56-94.4 AFHS BO/BO-1O-10 350/300 H'ax31f2 3.42 4-29 40-40-40/20 150/25 1%x2 l.B9 4-56-94_8 130-20-10/40 350/300 1%x4 5.B8 
4-30 40-40/40-40 150/25 1%x2 2.73 4-56-94.9 AFHS 140/100-20-20 350/300 1%x4V2 4.62 4-31 40-40-40/100 150/25 1%x2 3.00 4-56-95 AFHS 160/60-10-4 350/300 1%x4 3.84 4-32 40-40-40/160 150/25 1%x2 2.13 4-56-96 10-10/25-25 400/25 1%x2 2.52 4-33 40-40/100-100 150/25 13lax2 3.06 4-57 20-20-20/20 400/25 1%x2V2 2.31 4-33-20 40-40/200-100 150/25 Hux2 3.18 4-57-40 80-40-10/20 400/25 1%x4 3.18 
4-33-50 AFHS 50-20-20/200 150/25 1%x2 2.10 4-57-50 80-40-30/40 400/25 1%x4 3.57 4-34 50-30-30/100 150/25 1%x2 2.07 4-57-55 90-40-10/40 400/25 1%x4 5.22 t4-34-50 PWH 50-40-10/50 150/25 1%x2 1.89 4-57-75 40-40-40/150 400/50 1%x4 5.13 4-35 50-50-50/20 150/25 1%x2 2.13 4-57-85 80-20-10/100 400/50 1%x4 4.71 4-35-15 60-20-10/20 150/25 1%x2 2.79 4-57-90 AFHS 100-10/30-20 400/50 1%x3 3.06 
4-35-25 60-40-20/20 150/25 1%x2 2.88 4-57-92 20-20/100-100 400/100 1%x3 3.12 4-35-50 AFHS 60-60-10/60 150/25 13lax2 3.15 4-57-93 AFHS 80-40-10/100 400/200 l3lax3112 3.78 4-35-75 AFHS 70-40-40/25 150/25 1%x2V2 3.09 4-57-95 80-40/40-40 400/200 l3lax4 5.40 4-36 75-75-75/30 150/25 1%x3 3.87 4-58 40-10/80-10 400/250 1%x3112 4.23 4-37 80-40-40/20 150/25 1%x2 3.13 4-58-50 80/40-20-10 400/300 13fax4 4.9B 
4·37-10 80-40-40/40 150/25 1%x2V2 2.16 t4-58-65 PWH 40/30-20-20 400/350 l3lax3 2.97 4-38 80-40·40/100 150/25 1%x2V2 2.25 4-58-75 80-40/40-20 400/350 1%x4 3.S7 t4-38-20 PWH 100-40-10/50 150/25 13lax2 2.22 4-59 10-10-10/20 450/25 1%x2 1.89 4-38-30 100-90-60/200 150/25 Plax3 2.97 4-60 10-10-10/25 450/25 1%x2 2.B2 4-38-75 125-125-40/100 150/25 Plax3 4.35 4-61 10-10-10/100 450/25 1%x2 3.00 
4-38-90 AFHS 140-40/50-30 ISO/50 1%x3 3.51 4-62 10-10-10/150 450/25 1%x21f2 3.33 4-38-95 AFHS 200-200-100/10 150/75 Plax4 3.57 4-63 10-10/20-20 450/25 1%x2 2.67 4-39 40-20-10/20 200/25 1%x2 2.88 4-65 20-10-10/100 450/25 1%x2 3.33 4-39-50 AFHS 200-200-100/10 200/75 1%x4 4.71 4-66 20-15/20-20 450/25 1%x2 2.13 4-40 40-20-10/20 250/25 13lax2 2.04 4-67 20-20-20/20 450/25 1%x2112 2.49 
4-41 100-40-10/100 250/50 1%x3V2 3.09 4-68 30-15-15/40 450/25 1%x2V2 3.72 4-42 SO-60-40 /20 250/150 13lax31f2 4.59 4-69 30-20-20/20 450/25 1%x3 3.96 4-43 10-10-10/20 300/25 1%x2 1.77 4-70 30-30-10/20 450/25 1%x3 3.90 4-44 40-20-20/25 300/25 1%x2 2.40 4-70-10 30-30.-10/125 450/25 Plax3 2.70 4-44-20 40-30-20/50 300/25 1%x2112 3.72 4-71 30-30-20/20 450/25 1%x3 4.17 
4-45 40-40-20/20 300/25 13fax3 2.64 4-71-25 30-30/125-125 450/25 1%x3 4.35 4-46 60-40-20/50 . 300/25 1%x3 2.79 4-72 40-10-10/250 450/25 1%x3 2.19 4-46-20 60-30-10/60 300/50 13fax21f2 2.52 4-73 40-10-10/300 450/25 1%x3 4.35 4-46-30 100-BO-20/50 300/50 13/ax3 lh 3.66 4-74 40-15-10/25 450/25 13lax3 3.63 4-46-35 150-30-30/150' 300/50 13fsx4 3.66 4-75 40-20-10/20 450/25 1%x3 3.S1 
4-46-50 . 10 /200-140-30' 30'0'/150 1%x4 3.06 4-76 40'-20-20/20 450/25 13/sx3 2.76 4-46-60 10/200-200'-30 300/150 1%x4 3.21 4-77 40'-20-20/40 450/25 1%x3 2.79 4-47 40-40-40/20 300/150 1%x3 2.94 4-78 40'-30-10/20' 450'/25 1%x3 2.70 4-47-25 AFHS 80-20-20/200 300/150 1%x3 ll2 3.51 4-78-10 40'-40-10'/20 450/25 1%x3112 2.82 4-47-50 AFHS 100-10/200-30 300/150 1%x4 3.54 4-79 40-40-20/20' 450/25 1%x3l/2 3.00 
4-47-60 AFHS 140-10/200-60 300/150 l3lax4 3.84 4-79-10 40-40-40/40 450/25 1%x4 3.30 4-47-80 AFHS 120-40-40/10 30'0/250 1%x4 3.69 4-79-20 60-40-40/10 450/25 1%x4 3.60 t4-47-90 PWHS 200/50-20-2 320/300 P/ax41f2 3.93 4-79-30 60-50,5/20' 450/25 13lax4 3.21 4-48 10-10-10'/20 350/25 1%x2 2.67 4-79-40 80-40-40/40 450/25 1%x4 3.87 4-49 40-10-5/20 350/25 1%x2 1.86 4-80 20-20-20/100' 450/50 1%x3 2.73 
4-49-25 30-10-5/200 350/25 1%x2 2.28 4-81 30-30-15/30 450/50 1%x3 2.73 4-50 30-20-20/20 350/25 l3lax21f2 3.69 4-82 30-30-15/100 450/50 l3lax3l/2 4.41 4-50-60 40-10/100-25 350/25 1%x2 3.36 4-83 40-20-10/10'0 450/50' 1%x3112 2.76 4-50-90 40-20-5/10 350/25 1%x2V2 3.42 4-84 40-40-10/20 450/50 13lax3 2.B2 4-51 40-20-20/25 350/25 13fax2l/2 3.81 4.85 40-40/30-10 450/50 1%x3 4.05 
4-52 40-40-20/20 350'/25 1%x3 2.82 4-85-25 40-40-10/50' 450/50 1%x4 2.88 4-52-0'5 40-40-30/10 350/25 1%x3 2.97 4-86 60-10-10/20 450/50 1%x3 4.08 4-53 40-40-40/40 350'/25 1%x3 3.12 4-86-20 60-30-30/150 450/50' 13lax4 5.52 4-53-40 60-5/10'0-40 350/25 1%x2l/2 2.28 4-86-25 60-40-10/25 450/50 13fax4 3.15 4-53-90 120-20-10/50 350/25 1%x3 3.36 4-87 40-40-10/100 450/100 1%x3l/2 3.21 
4-53-95 AFHS 150-10D-20/10O' 350/25 l3lax5 4 .. 92 4-88 60-10-10/20 450/150 13fax3 2.76 4-54 15-15-15/50 350/50 1%x2 3.96 4-88-20 35-35-10'/10 450/200 13fax3V2 4.14 4-55 40-30-10/50' 350/50 1%x3 2.64 4-88-40 4040'-30/10 450/200 1%x4 . 4.S0 
4-56 40-40'-40/150 350/50 1%x3V2 3.42 4-88-50 40-40/100-60 450/200 1%x4 3.63 4-56-05 AFHS 50-40-20/100 350/50 13lax3 5.52 4-88-60 40-20-10/100 450/250 13lax4 3.51 
4-56-20 60-5/50-20 350/50 1%x21f2 2.19 4-88-70 60-10-10/40' 450/250 13lax3l/2 4.44 4-56-30 60-25-25/100 350/50' 1%x3 4.62 4-88-80 10/100-20-20 450/300 1%x3 3.15 4-56-40 70-40-10/50 350/50 1%x4 3.15 4-89 20-20/30-30 450/300 13/ax3 4.05 4-56-45 AFHS 80-40-40/100 350/50 1%x4 3.75 4-90 20-20/20-10 450/350 1%x3 3.72 4-56-60 100-10-10/20 350/50 1%x3 3.09 4-91 20-20/30-30 450/350 1%x3 4.53 
4-56-65 100-20/50-30 350/50' 1%x3V2 4.B9 4-91-50 40-10-10/40 450/350 1%x3 2.S5 4-56-75 100-40-30/50 350/50 13fax4 3.93 4-92 40-10/35:10 450/350 1%x3 4.14 4-56-80 100-80-10/20 350/50 13lax4 3.96 4-92-50 40-20-20/20 450/350 13lax3 4.50 4-56-85 140-20-10/100 350/50 1%x4 3.69 4-92-75 40-20/BO-10 450/350 13fax4 5.22 4-56-88 200-10/20-5 350/50 13fax4 3.39 4-93 40-40/30-30 450/350 1%x4 3.54 
4-56-90 90-30-5/100 350/75 1%x3V2 3.69 4-93-40 5/80-40'-25 450/400 1%x4 3.57 
4-56-92 20-10-5/60 350/200 1%x2V2 3.27 4-93-45 1O/BO-40-25 450/40'0 1%x4 3.63 
4-56-93 20/100-100-20 350/200 1'¥ax4 4.62 4-93-50 60/40-20-20 450/40'0 1%x4 5.22 

t-Special construction for printed Wiring. *Request O'.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 
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SECTION 1500 

{J~~~ 
ELECTROLYTICS - (Continued) 

QUADS - (Continued) QUADS - (Continued) 
Net Net 

AFH No. Capacity Yoltage Size Price* AFH No. Capacity Yoltage Size Price* 

4-93·15 30-30-10/20 475/25 l%x3 4.08 4-112-20 80/40-10/150 450/400/50 1%x4 5.67 
4-94 40-20-10/10 475/25 1%x3 4.35 4-112-50 80/10/40-30 450/400/300 1%x4 3.48 
4-94-50 20/80-20-10 475/300 1%x3'12 3.00 4-112-15 10/100-10/100 475/300/25 l%x31f2 ·2.94 
4-94-60 50-30/20-20 475/300 l%x4 5.13 4-112-80 10/140-4/100 475/300/50 1%x4 3.48 
4-94-70 10/130-20-10 475/350 l%x4 3.60 4-113 15-15/80/40 475/300/50 l%x3 2.88 
4-94-75 20/60-40-10 475/350 l%x31f2 4.68 4-113-10 10/20/100-50 475/350/25 1%x2 2.07 
4-94-85 30/130-10-10 475/350 1%x4 3.84 4-113-20 10/30-5/80 475/350/50 1%x21f2 3.33 
4-94-90 10/80-40-40 475/450 1%x4 3.99 4-113-40 40-10/4/40 475/350/300 1%x3 2.97 
4-95 20-20-10/10 500/300 1%x21f2 2.58 4-113-50 10/80-40/100 475/400/50 l%x4 3.48 
4-96 50-30-10/20 500/300 l%x4 3.36 4-113-60 10/50-30/30 475/450/25 l%x3 2.85 
4-98-20 5/25-25/100 75/25/15 1%x2 2.37 4-113-80 20-10/20/100 475/450/25 l'ifax21f2 2.52 
4-98-50 40-40/50/80 250/150/50 1%x21f2 3.69 4-114 10-5/80/40 475/450/50 l%x31f2 4.44 
4-96-75 80-8/40/50 250/150/50 1%x21f2 2.91 4-114-50 10/40-10/100 475/450/50 1%x21f2 2.58 
4-96-90 10/10/100-20 250/200/25 l%x2 2.61 4-114-55 10/10-4/20 500/300/25 l%x2 1.74 
4-97 100/40/80-20 300/50/25 l%x21f2 4.08 4-114-60 10/100-30/100 500/300/25 1%x31f2 4.68 
4-97-30 80-5/60/20 300/150/25 1%x3 2.58 4-114-15 30/10/150-30 500/450/50 1%x3 2.52 
4-97-40 20/150-150/100 300/150/50 l%x31f2 3.18' 4-114-90 100/60/10/20 300/200/150/50 1%x3 3.21 
4-97·15 100-40/125/50 300/150/50 1%x4 5.49 4-115 120/20/100/20 300/250/50/25 1%x4 4.53 
4-97·90 150-20/10/250 300/250/50 1%x4 3.63 4-116 200/20/100/20 300/250/50/25 1%x4 3.48 
4-97·92 PWH 20-4/20/100 350/25/6 1%x2 2.43 4-116-50 40/100/100/25 350/250/50/25 1%x31f2 4.BO 
4·97-95 100-60/100/100 350/150/10 1%x4'12 4.11 4-117 20/40/10/250 350/300/150/50 1%x3 4.14 
4-98 20/150-80/20 350/150/25 1%x3 4.08 4-117-25 20/150/10/250 350/300/250/50 1%x4 3.66 
4·98·50 60/60-30/160 350/150/25 1%x3 4.14 4·111·40 20/10/10/20 400/350/200/25 1%x2 1.92 
4-98· 70 AFHS 60-20/80/100 350/150/50 1%x31f2 4.41 4-117-44 40/80/100/25 400/350/200/50 1%x4'12 3.57 
4·99 15/80-40/200 350/200/25 1%x3 4.05 4-11 l·45 40/80/100/100 400/350/200/50 1%x41f2 5.76 
4·99-25 20/160-60/40 350/200/25 1%x21f2 3.60 4-117-47 20/10/80/20 400/350/300/25 1%x3 3.96 
4-99-50 80-20/20/200 350/200/50 1%x3'12 4.86 4·117-48 40/30/10/20 400/350/300/25 1%x2 3.B1 
4-99-55 100-100/60/100 350/200/50 1%x41f2 4.89 4-117-49 AFHS 20/160/50/50 450/250/75/50 H-IIx4 3.09 

t4-99-60 PWH 100-60/60/40 350/200/75 1%x4 3.96 4-117-50 10/10/60/100 450/300/200/50 1%x3 3.42 
4-99-75 20/100-100/10 350/200/100 1%x4 4.50 4-117-60 10/40/40/100 450/300/250/50 1%x3lh 3.96 
4-99-80 BO-60/60/10 350/200/150 1%x4 5.13 4-117-75 30/40/50/200 450/300/250/150 1%x4 5.40 
4-99-90 60-40/60/20 350/250/150 1%x4 3.24 4-117-90 10/40/100/100 450/350/250/50 1%x3 3.33 
4-99-93 50-30/8/20 350/250/200 1%x2'12 3.99 4-117-95 30/25/50/200 450/400/250/150 1%x4 5.13 
4-99-95 40-20/10/20 350/300/25 1%x2 3.54 4-118 80/10/30/40 450/400/300/150 1%x4 4.71 
4-100 40/40-20/20 350/300/25 1%x3 4.05 4-118-50 5/60/50/20 450/400/350/25 1%x3 4.53 
4-100-08 160/30-30/20 350/300/50 1%x4 3.48 4-118-90 40/40/50/80 475/250/150/50 1%x3lh 3.00 
4-100-10 30-30/40/100 350/300/75 1%x3 3.12 4-119 20/40/100/80 475/300/50/25 1%x3 2.70 
4-100-20 AFHS 100-60/40/40 350/300/75 l%x4 4.08 4-120 10/40/80/100 475/350/200/100 l%x3lh 4.32 
4-100-25 50-25/100/20 400/50/25 l%x3 4.17 4-120-10 20/40/80/100 475/350/200/100 1%x4 3.27 
4-100-40 80-40/100/20 400/50/25 1%x4 5.04 4-120-20 10/40/80/100 475/350/300/100 l%x4 3.33 
4-100·45 20-10/10/25 400/100/25 l%x2 2.79 4-120-50 10/40/100/10 475/400/50/25 l%x2lh 3.60 
4-100-50 10-10/40/10 400/200/50 l%x2 2.SS 4-120-15 10/40/4/ioo 475/400/350/50 l%x2lh 2.43 
4-100-65 AFHS 40-40/S0/80 400/250/50 1%x4 4.95 4-120-90 10/10/20/200 475/450/150/50 1%x2'12 2.25 
4-100-75 40/120·10/150 400/250/50 l%x4 3.54 4-121 10/10/S0/50 475/450/200/50 1%x2lh 3.45 
4-100·90 80-10/S0/100 400/250/50 1%x4 3.4S 4-121-50 25/20/20/100 475/450/300/50 l%x3 2.76 
4-101 5-5/50/S0 400/300/250 l%x3 4.17 4-122 25/20/40/100 475/450/300/50 l%x3lh 4.44 
4-102 10/50-30/30 400/350/25 1%x3 3.96 4-123 10/60/30/125 475/450/400/50 l%x4 3.27 
4-102-15 50/60-40/20 400/350/25 l%x4 3.69 
4-102-25 SO/40-10/10 400/350/25 1%x4 4.77 
4-102-40 20/40/100-10 400/350/50 1%x3 3.78 

AFH HARDWARE 4-102-50 20/50·40/80 400/350/50 1%x3 3.00 
4-102-75 30/60-20/100 400/350/50 1%x4 4.50 
4-103 60-40/40/10 400/350/50 13,-IIx3lh 5.16 BAKELITE WASHERS 
4-103-40 100-10/20/20 400/350/50 l%x4 3.27 Net 4-104 40/10/80-10 400/350/250 l%x3 4.17 Cat. No. Size Pric,* 
4·104-90 60-10/110/ 10 400/350/250 l%x4 5.25 BW-1 %" d. .04 4-105-10 10-10/20/60 450/150/25 1%x2 2.82 
4-105-30 20-20/60/100 450/150/25 1%x2'12 2.55 BW-2 1" d. .04 
4-105-60 40·40/125/125 450/150/25 1%x4 3.42 BW-3 1%" d. .04 
4-106 40/40/30-10 450/150/50 l%x3 3.36 @ BW-4 1" In 1%" .04 

4·107 10·10/60/100 450/200/50 1%x3 2.31 
hole mounting 

4-107-50 10/80-40/100 450/200/50 l%x3 3.81 
4-108 20/80-20/50 450/200/50 1%x3 2.49 
4-108-10 35-25/20/100 450/200/50 1%x3 2.79 INSULATING TUBES 
4-108-30 40/40-40/20 450/250/25 1%x3 4.08 
4·108-40 60/80·40/20 450/250/150 l%x4 3.39 

Net 
Cat. No. Size Price* 

4-108·50 10·10/10/50 450/300/25 l%x2 2.82 
4-108·60 25/100·10/60 450/300/50 l%x3 3.18 TU-1 1 x 2 .04 
4-108-70 40/40·40/20 450/300/150 1%x3 2.94 METAL WASHERS TU-2 1 x 2lh .04 
4-108-90 10/100·20/20 450/300/200 1 %x3 3.03 TU-3 1 x 3 .04 

10/60-40/25 450/350/25 1%x3lh 2.76 
Net TU·4 1 x 3lh .04 4-109 Cat. No. Size Price* TU-5 1 x 4 .04 4-110 10/100-10/20 450/350/25 1%x3'12 3.15 

4·111 20/15-15/20 450/350/25 1%x2 3.42 MW·1 0/4" d. .04 TU-6 1% x 2 .04 

4·111-50 20/80-50/100 450/350/50 1%x4 3.60 MW·2 1" d. .04 TU·7 1% x 2lh .04 

4-111-60 50/25·25/100 450/350/50 1%x3 4.80 MW·3 1%" d. .04 TU·S 1% x 3 .04 

30/40·40/10 450/350/200 1%x3lh 4.62 MW·4 1" in 1%" .04 TU·9 1% x 3lh .04 
4-112 hole mounting TU-I0 1% x 4 .04 
4-112·05 AFHS 10/140/100·20 450/350/300 1%x4lh 4.50 .TU-ll HI! x 4'12 .04 
4-112·10 20/20/50-20 450/400/50 1%x31f2 3.24 

*Request O.E.M. prices in the foliowing quantities: 25 to 49, 50 to 99, 
100 to 249 
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PH No. 
XA-4283 

·XA·4098A 
XA·l000l 
PH 1·050 
PH 1·075 
PH 1·100 

PH No. 
PR 2·020 

OPR 2·030 
oPR 2·035 
OPH 2·040 
oPH 2·045 
ttPR 2·050 

PH 2·100 
PH 2·120 
PH 2·200 
PH 2·275 
PR 2-300 
PH 2·400 
PR 2·600 
PR 2·700 
PR 2·725 
PH 2·755 
PH 2·790 
PH 2·600 

PR ND. 
PR 3·005 
PR 3-010 
PH 3·012 
PR 3-020 
PR 3·025 
PR 3·030 

tPR 3·035 
PR 3·043 
PR 3·045 
PR 3·046 
PR 3·046·50 
PR 3·047 
PR 3·048 
PR 3·050 
PR 3·053 
PR 3-054 
PR 3·055 
PR 3·060 

SECTION 1500 

ELECTROL YTICS - (Continued) 
TYPE PR WAX·FILLED TUBULAR CAPACITORS 

Wax·filled electrolytiC tubulars In wax·impregnated cardboard tubes. Sections manufactured to same high standards 
as more expensive metal·cased units. These units are made for exact duplicate replacements in television receiverS 
and antenna rotating devices. Tolerances meet RETMA standards and are manufactured for operating temperatures of 
0·65°C. PR numbers designate replacements for Television Receivers. XA numbers designate replacements for rotators. 

TYPE PR SINGLES TYPE PR TRIPLES (Continued) 
Capacity Voltage 

Net Net 
Size Price* PH No. Capacity Voltage Size Pric,* 

70 50 (VAC) 7/ax3 .95 PH 3·065 5/80·40 450/400 1%x41/4 2.73 
70 50 (VAC) ~x3 .92 PH 3·070 150/100/80 150/50/25 1%x3 2;01 
100 50 (VAC) 1x2?1a 1.20 PH 3·080 80/10/100 300/250/50 1%x31h 2.16 
100 150 lx31h 1.11 PH 3·085 20/60/100 350/200/25 1%x3 2.13. 
200 200 1%x3% 1.74 PH 3·090 30/40/125 350/200/25 1%x2114 1.98 
140 300 1%x3% 1.89 PH 3·1013 140/5/200 350/300/200 11hx4% 4.02 

TYPE PR DUALS 
PH 3·125 100/40/40 350/300/250 1%x3'l61 3.27 
PH 3·150 30/50/100 450/150/25 1%x21h 1.89 

Net PH 3·160 25/100/100 450/150/50 1%x3 2.28 
Capacity Voltage Size Price* 

200·20 8 1/2X11l4 .93 TYPE PR QUADS 
50·30 150 1x21/2 1.68 Net 
50·50 150 !x21/2 1.74 PH No. Capacity Voltage Size Pric,* 
80·30 150 lx2lf2 1.77 PH 4·125 40·40-40-4 150 lx3 1.83 100·50 150 1x3 1.92 PR 4·175 20·20·20·10 450 1%x31/2 2.55 
120·120 150 1lAtx4?1a \.98 PH 40185 40·20·20·10 450 1%x3'¥4 2.82 
200·5 150 1x4 1.62 PH 4·200 40·40·20·20 450 11/2x4% 3.27 
250·50 150 l%x3114 i.22 PH 4·220 40·20·20/100 150/25 1Jf.X2?1a 1.83 
120·80 200 1%x3, 2.31 PH 4·225 40·10·10/200 150/35 llAtx3 2.01 
200·5 200 llAtx4lAt 2.13 PH 4·250 100·80·20/50 300/50 1%x4114 3.60 
150·100 300 1%x41/2 3.21 PH 4·275 140·4/50·4 300/150 1%x31/2 2.94 
140·5 350 1114X4lAt 2.49 PR 4·280 140·5/200·30 300/150 11/2x4 3.63 
40/125 200/40 1x3114 1.44 PH 4·285 140·10·5/200 300/150 11/2x4% 3.60 
50/75 250/50 llAtx2'l61 1.44 PH 40295 80·40·10/40 300/250 1%x4 3.09 
5/25 300/25 '¥4x1~ .87 PR 40300 120·40·40/10 300/250 1%x4114 3.72 
200/100 300/50 11I4x4% 2.67 PR 4·325 150·100·20/100 350/50 1112X4'l61 5.01 
100/150 350/250 1%x31/2 3.36 PR 40350 15·15/150·150 350/150 1%x4114 3.12 
20/100 450/25 1114X2'l61 1.35 PR 4-450 80·60·20/40 350/300 1%x4% 3.72 

TYPEPR TRIPLES PR 4·500 ( 10·10·10/150 450/50 1114x3'l61 2.16 
PR 4·550 100·40/40/25 300/50/25 1%x31/4 3.03 

Net PR 4·600 140/5/200·30 350/300/200 11/2x4% 4.59 
Capacity Voltage Size Price* PR 40700 80·10/40/100 400/300/50 1%x4 3.27 

100·100·65 8 %Xl~. 1.23 PR 40800 10/80/40-40 450/300/250 1%x31h 2.97 
150-150·150 150 1%x4114 2.91 PR 40850 40/100/100/25 350/250/ 
250·200·10 150 1%x4% 2.76 50/25 1%x3114 3.15 
SO·60·60 300 1%x31/2 2.82 PR 4·875 140/5/200/100 350/300/ 
SO·S0-4 350 1%x3114 2.31 200/150 11hx4% 4.92 
80-40·20 350 1%x31/2 2.S2 PR 40900 20/120/40/100 450/300/ 
30·10·10 450 1%x31/2 1.89 250/50 1%x4114 3.60 
250-120/50 150/25 1%x3?1a 2.S4 TYPE PR QUINTS 100·10/20 300/25 1lAtx31/2 2.25 
100·100/200 300/25 11/2x41/2 3.48 Net 
120-40/100 300/50 1%X3% 2.91 

PR No. Capacity Voltage Size Prlc,* 

100·60/100 300/50 1%x4 2.97 PR 5·500 40·20·20·20/50 300175 l%x3 3.00 
100/200-40 300/200 1%x41h 3.69 
10·10/100 350/50 1114X21/2 1.50 *Request O.E.M. prices In the following quantities, 25 
100·10/50 350/50 1%x31h 2.67 to 49, 50 to 99, 100 to 249 
10/200·100 400/150 1%x31/2 2.46 
20·10/150 450/50 1%x3 1.86 tSeparate negative furnished for two 10 mfd sections. *5'" leads. No 
20/200·5 450/200 1114X4lAt 2.70 bracket. ~Separate sections. OSpecial const~uctlon for printed Wiring. 

TYPE XPP-MINIATURIZED METAL·CASED ELECTROLYTICS 
OPERATING TEMpERATURE RANGE - minus 20'C to plus 65'C. 
CAPACITANCE AT 2S'C ~ minus 10%-plus 250%. 
RC PRODUCT AT 2S'C -120 CPS, 500 maximum. 

RC product (rated capacitance in mfd. x equivalent 
series resistance In ohms). . 

MAXIMUM LEAKAGE: 
.15 microamperes/mfd/volt, below 10 volt rating. 
. 10 microamperes/mfd/volt, above 10 volt rating. 

Miniature hermetically·sealed, metal cased, tubular aluminum electro· 
lytic capacitors. 

For use in all transistorized assemblies such as personal portable 
radiOS, hearing aids, instruments and many other miniaturized electronic 
apparatus . 

Capo I 
Mfds 

3VDCW Net I 6VDCW Net I 10VDCW Net I 12VDCW Net I 15VDCW Net I 25VDCW Net 
Type No Size Price* Type No Size Price* Type No Size P I * Type No Size Prlce* Type No Size Pric,* Type No Size Prlce* r ce 

1 XPP·3001 A .75 XPP·6001· A .75 XPP·I0001 A .75 XPP·12001 A .75 XPP·15001 A .75 XPp·25001 B .75 
2 XPP·3002 A .75 XPP·6002 A .75 XPP·10002 A .75 XPP·12002 A .75 XPP·15002 A .75 XPp·25002 B .78 
3 XPP·3003 A .75 XPP·6003 A .75 XPP·10003 B .75 XPP·12003 B .75 XPP·15003 C .75 XPP·25003 C .78 
4 XPP·3004 A .75 XPp·6004 B .75 XPp.10004 B .75 XPP·12004 B .75 XPP·15004 C .78 XPP·25004 C .78 
5 XPP·3005 A .75 XPP·6005 B .75 XPP·10005 B .75 XPP·12005 B .81 XPP·15005 C .84 XPP·25005 C .84 
6 XPP·3006 A .75 XPP·6006 B .75 XPP·I0006 C ~75 XPP·12006 C .81 XPP·1500S C .84 XPP·2500S C .84 
8 XPP·3008 B .75 XPP·6008 C .81 XPP·10008 C .81 XPP·1200S C .81 XPP·15008 C .84 XPP·25OO8 E .S7 

10 XPP·3010 C .75 XPP·6010 C .81 XPP·I0010 C .81 XPP·12010 C .81 XPP·15010 C .84 XPP·25010 E .87 
15 XPP·3015 C .75 XPP·S015 C .81 XPP-l0015 C .81 XPP·12015 C .84 XPP-l5015 D .87 XPP·25015 F .87 
20 XPP·3020 C .75 XPp·6020 D .81 XPp·10020 0 .81 XPP·12020 D .84 XPP·15020 E .87 XPP·25020 F .90 
25 XPP·3025 C .75 XPP·6025 D .81 XPP·10025 E .81 XPp·12025 E .84 XPP·15025 E .87 XPP·25025 F .93 
30 XPP·3030 D .75 XPp·6030 E .84 XPP·10030 E .84 XPP·12030 E .87 XPp·15030 F .90 Size 40 XPP·3040 D .75 XPP·6040 E .84 XPP·10040 E .84 XPP·12040 F .87 XPP·15040 F .93 

A ~.x% D .265x~ 50 XPP·3050 D .75 XPP·S050 E .84 XPp·10050 E .90 XPP·12050 F .93 XPP·15050 F .96 
B ~.X'¥4 E %x'l6l 60 XPP·3060 E .75 XPP·6060 F .84 I*Request O .. E.M. prices in the followln. quantities: 25 to 49, 50· to 99, 100 to 249 100 XPP·3100 F .84 C .265x'¥4 F %x~ 
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SECTION 1500 

ELECTROL YTICS - (Continued) 

TYPE PRS "DAN DEE' ISSOC) 

SINGLES • DUALS • TRIPLES QUADS 

Metal Can Tublular Electrolytic Capacitors TYPE PRS·AC (AC rated units) NP·PRS (non-polarized units) 

TYPE 
PRS Cap. 
No. Mfd. 

1050 2000 

1100 100 
1110 250 
1120 500 
1130 1000 
1140 1500 
1145 2000 

1147 2000 

1150 100 
1160 250 
1170 500 
1180 1000 

1200 100 
lal0 250 
1220 500 
1230 1000 

1250 10 
1255 16 
1260 25 
1265 50 
1270 100 
1280 250 
1290 500 
1295 1000 

1300 2 
1310 5 
1320 10 
1330 20 
1340 25 
1350 50 
1360 100 
1370 150 
1380 250 
1390 500 

1400 4 
1405 8 
1410 10 
1420 12 
1430 16 
1440 20 
1450 24 
1460 30 
1470 40 
1480 50 
1490 60 
1500 80 
1510 100 
1520 150 
1530 200 
1540 300 

15504 
1555 8 
1560 12 
1565 16 
1570 20 
1575 30 
1580 40 
1585 50 
1590 60 
1595 100 

Compact, electrolytic tubular capacitors furnished in aluminum cans with cardboard insulating sleeves. Designed for use In television and 
radio applications where space is at a premium. 
Included in this Iis!ing are the AC rated units (PRS-AC) and non-polarized units (NP PRS) for replacement use in cross-over networks and color 
TV receivers. Also listed are Types PRSB-separate section, dual units for use in specialized applications. 
Single section capacitors are furnished with bare tinned copper leads 3 inches long. Negative grounded to case. Multiple units are furnished 
with insulated, stranded copper leads 5 inches long. Negative is common and grounded to case. Multiple units have common cathode. 
Sizes listed are diameters over cardboard insulating sleeve. For actual can size deduct X .. ' from diameter and 114" from length. Multiple units 
are supplied with mounting strap. If mounting strap is required on single units, specify on order. 
Tolerance and surge voltage are in accordance with EIA Specification RS-154. See page 346 for PRS Kit. AK·500. 

PRS - SINGLES TYPE PRS-SINGLES (cant.) TYPE PRS-DUALS (cant.) TY PE PRS AC R d - ate 
Net PRS Cap. Net 

Size Price* No. Mfd. Size Price* 
4V 

350V 1){, x 23,4 1.38 
6V 1600 4 'X. x 11f2 .63 

X. x 1% .72 1610 8 'X. X 1'+'4 .72 
'X. x 1'+'4 .81 1620 10 ,~. X 10/. .75 

'~. x 10/4 .93 1630 12 ,~. x 10/. .78 

'M. x 2114 1.14 1640 16 'U. x 10/4 .84 
IX. x 2114 1.26 1650 24 ,~. x 2 .93 
IX. x 2% 1.38 1660 30 ,~. x 2114 .99 

10V 1670 40 'J{. x 2114 1.05 
IX. x 2 1.47 1680 50 IX. X 2114 1.11 

12V 1690 60 IX. x 21f2 1.17 
'X. x 1114 .72 450V 
'X. x 2 .87 1700 1 X. X 1114 .66 

'~. x 2 1.02 1705 2 X. x 1114 .69 
,~. x 2114 1.35 1710 4 'X. x IIh .69 

15V 1715 8 'X. x lYe .75 
'X. x 1112 .75 1720 10 'X. x Pia .78 
'X. x 2 .93 1725 12 ,~. x lYe .81 
'M. x 2114 1.05 1730 16 ,~. x 2 .84 
IX. x 2114 1.38 1735 20 '~. x 2114 .93 

25V 1740 30 'J{. x 2114 1.02 
X. x 1114 .60 1750 40 'J{. x 20/4 1.08 
X. x 1114 .60 1760 50 'J{. x 3112 1.26 
X. x 1114 .60 1770 60 IX. x 3114 1.41 
X. x III. .66 1780 80 IX. x 3~ 1.68 
'X. x 1% . 81 1790 100 IX. x 4 1.92 
,~. x !3,4 1.02 500V 
IX. x 2114 1.38 1800 4 'X. x 2 .72 
IX. x 2112 1.98 1805 8 ,~. x 10/. .78 

50V 1810 10 ,~. x 10/. .81 
X. x III. .54 1815 12 ,~. x 2114 .84 
X. x III. .60 1820 16 IX. x 2114 .90 
'f. x 1¥4 .60 1830 20 IX. X 211. .96 
X. X III. .60 1840 30 IX. x 2~ 1.05 
'f. x 1¥4 .63 aoov 

'X. x 1112 .72 18454 7/e X 2% 1.44 
'X. x 10/4 .84 1850 8 1~. x 3X. 1.71 
,~. x 1~ .93 1860 10 1~. x 3X. 1.77 
,~. x 1% 1.05 1870 12 IX. x 3X. 1.89 
IX. x 211_ 1.44 1880 16 IX. x 3X. 2.07 

150V 1890 20 IX. x 31l'. 2.13 
X. x III. .60 700V 
X. x III. .63 1900 8 'X. x 3X. 1.74 
X. x 1% .63 1905 10 IX. x 3X. 1.83 
X. x 1% .66 1910 12 IX. x 3X, 1.95 

'X. x 11h .69 1915 16 IX, x 3X, 2.10 
'X. x 10/4 .72 TYPE PRS - DUALS 
'X. x 10/. .75 
,~. x 1112 .78 15V 
,~. x 10/. .81 2020 500-150 'J{. x 1% 1.62 
'J{. x 1% .84 25V 
'J{. x 10/4 .90 2050 10-10 'X. x 1114 .84 
'J{. x 1% .96 2075 20-20 'X, x III. .84 
'J{. X 2114 1.05 150V 
IX. x 2114 1.14 2150 8-8 'X, x 1~ .90 
IX. x 3 1.32 2155 16-8 'X, x 2114 .93 
IX, x 4 1.53 2160 20.10 1~. x 1112 .93 

250V 2165 20-20 ,~. x 1% .99 
'X. x 1114 .60 2170 30-20 'J{. x 10/. 1.02 
'X. x 1112 .69 2175 30-30 'J{. x 1~ 1.08 
'X, x 1~ .75 2180 40·20 'J{. x 1% 1.05 
,~. x 1112 .78 2190 40.30 'J{, x 2114 1.08 
,~. x IIh .81 2195 40.40 'J{. x 211_ 1.08 
1~. X 211_ .87 2200 50-30 ,~. x 2114 1.17 
,~. x 211_ .93 2210 50.50 'J{. x 211_ 1.26 
'J{, x 211_ 1.02 2220 80.20 'J{. x 211_ 1.29 
'J{. x 211_ 1.08 2230 80·40 ,~, x 2% 1.32 
IX. x 311_ 1.47 2240 80·50 IX. x 2% 1.41 

PRS Cap. Net PRS Clp. Net 
No. Mfd. Size Price* No. Mfd. Sizi Price* 

2245 100·100 IX. x 3114 1.92 10 VAC 200V 6200 8 ,~. x IIh .75 2250 8·8 'X. x 10/. .90 
2260 16-8 'X, x 2114 .96 25 VAC 
2280 16·16 ,~. x 10/. 1.02 6400 20 ,~. x IIh .75 
2290 30-30 ,~. x 2114 1.29 50 VAC 

250V 6500 30 Ye x 1% .84 
2300 10·10 ,~. x 1~ .99 6550 60 3/. x 2% .93 
2320 16-16 ,~. x 2114 1.02 
2330 20·20 ,~. x 2114 1.11 

NP·PRS - NON·POLARIZED 2340 30-30 ,~. x 2114 1.35 
300V 

2345 50-10 IX. x 211_ 1.50 3VNP 
450V 7050 1000 1~. x 211_ 1.29 

2350 8-8 ,~, x 2114 1.02 aVNP 
2360 10-10 ,~. x 2114 1.11 7100 500 ,~. X 2114 1.11 2370 111 .. 8 'M. x 2114 1.20 
2380 16-16 IX. x 211_ . 1.35 to VNP 
2390 20-20 'J{. x 3 1.50 7200 25 ~. x 1114 .69 
2400 30-30 IX. x 3114 1.80 7220 50 ,~, x 1112 .72 
2410 40-20 IX. x 3114 1.77 7240 450 IX. x 13t1 1.20 
2420 40-40 IX, x 4 2.01 7245 500 l~.x 10/4 1.20 

2430 50-30 IX, x 4 2.04 t5VNP 

TYPE PRS - TRIPLES 7250 500 1~. x 211_ 1.31 
7275 1000 1~, x 30/_ 1.74 

15V 25 VNP 
3200 50D-I00-100 ,~. x 1'~ • 1.80 7300 2 ,~. x 1112 .69 

150V 7315 10 'X. x 13t1 .75 
3500 20-20-20 ,~. x 10/4 1.51 7330 5.D ,~. x 11h .84 
3550 30-20-10 'tI, x 10/_ 1.51 7340 100 ,~. x 10/4 1.02 
3555 30-25-20 IX. x 1~ 1.51 

30VNP 3560 30-30-20 1~.x 10/4 1.58 
3570 30-30-30 'tl. x 2114 1.58 7350 20 ,~. x 1112 .75 

3600 40-20-20 ,~. x 2114 1.58 50 VNP 
3625 40-30-20 ,~. x 2114 1.58 7400 2 ,~. x 1114 .69 
3650 40-40-20 1~. x 211_ 1.63 7405 4 ,~. x 11!4 .75 
3675 40-40-40 1~. x 21!4 1.67 150 VNP 
3700 ·50-30-10 'tI, x 2114 1.58 7450 40 1~. x 21!4 1.02 
3750 50-30-20 1~ •. x 21h 1.63 200 VNP 
3800 80-40-20 ll>1. x 21h 1.74 7500 2 ,~. X 1114 .75 
3825 8D-50-20 IX. x 20/4 1.74 300 VNP 450V 7525 1 U. x II!. .75 3900 10-10-10 ll>1. x 20/4 1.67 

310YN' 
TYPE PRS - MULTIPLE 7550 5 ,~. x 1~ .78 

VOLTAGES 7555 10 1~. x2 .93 
756" 20 1~. X 2114 1.09 

PRS Clp. Net 400 VNP No. Mfd. VCDW Sih Price* 7650 10 1~, x2 .93 
4150 40-40/250 150/10 1~. x 21!4 1.71 450 VNP 
4200 20-20/20 150/25 ,~, x 10/4 1.48 7750 4 ,~. x 1112 .84 4300 30-20/20 150/25 ,~. x 1~ 1.50 
4350 30-20/100 150/25 ,~. x 2114 1.58 
4400 40-20/20 150/25 'tI, x lo/.J 1.53 TYPE PRS- B 
4425 40-30/20 150/25 'tl. x 2114 1.55 

150V 4450 40-40/20 150/25 'M. x 211_ 1.59 
4475 40-40/100 150/25 1~, x 2114 1.67 5200 20-20 lx21h 1.23 
4500 50-30/20 150/25 1~. x 1~ 1.59 5250 40-20 1x3 1.32 
4525 50-30/100 150/25 1~. X 2114 1.67 250V 
4550 50-30/250 150/25 l~. x 2~ 1.81 5306 16-8 lx21h 1.26 
4575 50-50/20 150/25 ll>1. x 2114 1.66 5400 16-16 1 x 3 1.32 
4600 80-20/100 150/25 ll>1. x 21/.t 1.69 41DV 
4650 80-40/20 150/25 1~, x 2114 1.69 5500 8-8 1x3 1.29 
4700 20-20/20 450/25 1~. x 2% 1.86 5600 16-8 1~ x 31h 1.47 

*4800 '20/100 475/50 1 x 2'~,1.56 5700 16-16 1% x 31h 1.68 

*Request O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 
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SECTION 1500 

ELECTROL YTICS - (Continued) 

TYPE PTT·PWE TUBULAR TYPE BCD UPRIGHT MOUNTING 
PLASTIC·CASED ELECTROL YTleS PLASTIC CASED ELECTROL YTICS 

Small in size big in performance, de· "Polycap" cased, epoxy end filled .Iec.-
signed especial~ for wide applications trolytlc capacitors. Upright mCllntlng 
in transistorize circuitry and cramped for replacement in printed wiring, tran-

. electronic assemblies, here is a truly sistorized personal radios and car 
MINIATURE electrolytic tubualr thilt will handle full sized loads. Aeroyox Type radios. 
PH·PWE units feature "Polycap" cases that are the next best thing to metal Small size and tyfce of mounting make 
cans for maximum protection against humidity. Advanced construction tech· these units ideal or use In any printed 
niques assure long capacitor life. Units are rated for operation at temperatures . wiring circuit. 
from -30°C to +65OC. Plastic case and epoxy end seal offer good moisture barrier which protects 

against drying out or leakage of electrolyte. 

3 VDCW Net 12VDCW (Continued) Net 
High purity foil insures long life and' low leakage. 
Minimum 1" lead length assists In threading connections Into printed wiring 

Cap. PTT # Size PWE# Priae* Cap. m# Size PWE# Price* boards even in tightest spaces. 

1 PH 1 A PWE 3001 .75 40 PTT 58 C PWE12040 .75 
Positive lead is identified by a + (plus) mark on case. 

2 PTT 2 A PWE 3002 .75 50 PTT 59 E PWE 12050 .75 cap. BCD Net Cap. BtD Net 
3 PH 3 A PWE 3003 .75 100 PTT 60 H PWE 12100 .90 Mfdl. No. Sill Price* Mfds. No. Size Price* 
5 PH 4 A PWE 3005 .75 aVDCW 12VDCW (Continued) 
8 PH 5 A PWE 3008 .75 15 VDCW Net 1 3001 A .87 150 12150 E 1.17 

10 PTT 6 A PWE 3010 .75 C~. PTT # Size PWE # Pric,* 2 3002 A .87 250 12250 K 1.26 
15 PTT 7 A PWE 3015 .75 3 3003 A .87 500 12500 F 1.32 
20 PH 8 A PWE 3020 .75 1 PTT61 A PWE 15001 .75 4 3004 A .87 Cap. BCD ".t 
25 PH 9 A PWE 3025 .75 2 PTT62 A PWE 15002 .75 5 3005 A .87 Mfds. No. Sin Prlc,* 6 3006 A .87 
30 PTT 10 A PWE 3030 .75 3 PTT 63 A PWE 15003 .75 8 3008 A .87 15VDCW 
40 PTT11 A PWE 3040 .75 5 PTT64 A PWE 15005 .75 10 3010 A .87 1 .87 50 PTT 12 B PWE 3050 .15 8 PTT 65 A PW£ 15008 .75 15 '3015 A .87 15001 A 

2 15002 A .87 100 PTT 13 C PWE 3100 .84 10 PTT 66 B PWE 15010 .75 20 3020 A .87 3 15003 A .87 
200 PTT 14 E PWE 3200 .87 15 PTT 67 B PWE 15015 .75 25 3025 A .87 4 15004 A .87 
250 PTT 15 F PWE 3250 .96 20 PTT 68 C PWE 15020 .75 35 3035 A .90 5 15005 A .90 
300 PTT 16 G PWE 3300 .99 25 PTT 69 C PWE 15025 .75 50 3050 A .93 6 15006 A .90 75 3075 A 1.02 
500 PTT 17 K PWE 3500 1.05 30 PTT 70 C PWE 15030 .75 100 3100 B 1.05 8 15008 A .90 

40 PTT 71 C PWE 15040 .75 150 3150 C 1.05 10 15010 A .90 
50 PIT 72 E PWE 15050 .75 200 3200 C 1.08 15 15015 A .93 

6 VDCW Met 20 15020 A .93 
Cap. PTT # Size PWE# Price* 100 PTT73 H PWE 15100 .90 250 3250 0 1.17 25 15025 A .93 300 3300 0 1.20 35 15035 B .93 

1 PTT 18 A PWE 6001 .75 25 VDCW Net 5VNP 50 15050 C .99 
2 PTT 19 A PWE 6002 .75 Cap. PTT # Size PWE# Prlc,* 5 5005 B 1.08 75 15075 0 1.08 
3 PTT 20 A PWE 6003 .75 100 15100 D 1.17 

Cap. BCD Net 
5 PTT 21 A PWE 6005 .75 1 PTT 74 A PWE 25001 .75 Mfds. No. Size Price* 

18 VDCW 
8 PTT 22 A PWE 6008 .75 2 PTT 75 A PWE 25002 .75 100 18100 H 1:17 

10 PTT 23 A PWE 6010 .75 3 PTT 76 A PWE 25003 .75 IVDCW 20 VDCW 
15 PTT 24 A PWE 6015 .75 5 PTT 77 A PWE 25005 .75 1 6001 A .87 200 20200 J 1.26 
20 PTT 25 A PWE 6020 .75 8 PTT 78 A PWE 25008 .75 2 6002 A .87 Cap. BCD Net 
25 PTT 26 B PWE 6025 .75 10 PTT 79 B PWE 25010 .75 3 6003 A .87 Mfds. No. Sin Pric,* 4 6004 A .87 
30 PTT 27 B PWE 6030 .75 15 PTT 80 C PWE 25015 .75 5 6005 A .87 25VDCW 
40 PTT 28 C PWE 6040 .75 20 PTT 81 C PWE 25020 .75 6 6006 A .87 1 25001 A .90 
50 PTT 29 C PWE 6050. .75 25 PTT 82 C PWE 25025 .75 8 6008 A .87 2 25002 A .90 

100 PTT 30 E PWE 6100 .90 30 PH 83 D PWE 25030 .75 10 6010 A .87 3 25003 A .93 
200 PTT 31 F PWE 6200 .96 40 PTT 84 0 PWE 25040 .81 15 6015 A .87 4 25004 A .99 
250 PTT 32 H PWE 6250 1.02 50 PTT 85 £ PWE 25050 .84 20 6020 A .87 5 25005 A .99 
300 PTT 33 K PWE 6300 1.05 100 PTT 86 J PWE 25100 1.02 

25 6025 A .87 6 25006 A .99 
35 6035 A .90 8 25008 A .99 
50 6050 A .93 10 25010 B .99 

10 VDCW Net 50 VDCW Net 75 6075 B 1.02 15 25015 B .99 
Cap. PTT # Size PWE# pric" Cap. PTT#. Size PWE# Pric,* 100 6100 C 1.05 20 25020 B .99 

150 6150 0 1.14 25 25025 B .99 
1 PTT 34 A PWE 10001 .75 1 PTT87 A PWE 50001 .75 200 6200 D 1.17 35 25035 C 1.05 
2 PTT 35 A PWE 10002 .75 2 PTT 88 A PWE 50002 .75 100-30 6x10030 E 1.17 50 25050 0 1.05 
3. PTT 36 A PWE 10003 .75 3 PTT 89 A PWE 50003 .75 Cap. BCD Net 75 25075 0 1.17 
5 PTT 37 A PWE 10005 .75 5 PTT 90 B PWE 50005 .75 Mfds. No. Size Price* Cap. BCD Net 
8 PTT 38 A PWE 10008 .75 8 PTT91 C PWE 50008 .75 10 VNP Mfds. No. Sin Pric,* 

10 PTT 39 A PWE 10010 :75 10 PTT 92 C PWE 50010 .75 5 10005 G 1.11 50 VDeW 
15 PTT40 A PWE 10015 .75 15 PTT 93 D PWE 50015 .75 10VDCW 1 50001 . A .90 
21i PTT 41 B PWE 10020 .75 20 PTT 94 0 PWE 50020 .75 10 10(nO A .87 2 50002 A .90 
25 PTT 42 C PWE 10025 .75 25 PTT 95 F PWE 50025 .81 25 10025 A .90 3 50003 A .93 
30 PTT43 C PWE 10030 .75 30 PTT 96 H PWE 50030 .81 , 50 10050 B .96 4 50004 A .99 
40 PTT 44 C PWE 10040 .75 40 PTT 97 K PWE 50040 .87 80 10080 C 1.02 5 50005 .A .99 

100 10100 C 1.08 6 50006 A .99 50 PTT45 0 PWE 10050 .75 50 PTT98 K PWE 50050 .90 190 10190 E 1.17 8 50008 A .99 
100 PTT 46 E PWE 10100 .90 50·30 10x5030 0 1.05 10 50010 B .99 
200 PTT 47 K PWE 10200 .99 50·50 101(5050 0 1.11 15 50015 C .99 

80·50 10x8050 0 1.17 20 50020 C .99 

12 VDCW Net 
80·80 10x8080 0 1.20 25 50025 .D .99 
Cap. BCD Nat Cap. PH # Size PWE # Prlce* 

SIZE CHART 
Mfds. No. Size Pric" SIZE CODE 

1 PTT 48 A PWE 12001 .75 A !4x% 12VDCW A-%x% LEAD SPACING 
2 PTT 49 8-% x 0/4 A PWE 1l!002 .75 B !4x~ 1 12001 A .87 C-~.x 0/4 Diameter Spaelnl 
3 PTT 50 A PWE 12003 .75 C %x% 2 12002 A .87 D-lhx% 5 PTT 51 A . PWE 12005 .75 D v.x~ 3 12003 A .87 E-lh x 7/s % .187 
8 PlT52 A PWE 12008 .75 E '. x 1 4 12004 A .87 F-%x 1% ~. .250 10 PTT 53 A PWE 12010 .75 F % x 1!4 5 12005 A .90 G-lh x 1% 

15 PTT 54 B PWE 12015 .75 G %X1% 6 12006 A .90 H-%x% lh .312 
H %Xl~ 8 12008 A .90 20 PTJ 55 C PWE 12020 .75 J 10 12010 A .90 

J-% x IVa 
%X1% K-lh x 11/4 25 PH 56 C PWE 12025 .75 K % x2 15 12015 A .93 

30 PTT 57 C PWE 12030 .75 20 12020 A .93 
25 12025 A .93 
35 12035 A .93 *Request O.E.M. prices In the fol· 

*Request O.E.M. prices In the fOllowing quantities, 25 to 49, 50 to 99, 50 12050 B .99 lowing quantities, 25 to 49, 50 to 
100 to 249 75 12075 C 1.05 99, 100 to 249 

100 12100 0 1.14 
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SECTION 1500 

ELECTROL YTICS - (Continued) 

Type SRE 'Bantam" Metal 
Tubular Electrolytics 

Although snialler than the PRS the SRE handles full size loads at operating 
temperature range of OOC to 85°C at rated voltage. Sealed in aluminum cans 
and furnished with a cardboard Insulating sleeve. Negative grounded to can 
If required without tube specify type SREN. . 

Cap. Size 

3V 
25 % x 1 
50 % x 1 
100 % x 1 
200 % x 1% 
300 % x llAs 
500 % x 1% 

BV 
5 % x 1 
25 % x 1 
50 % x 1 
100 . % x llAs 
250 % x 1% 

12V 
50 % x 1".. 
100 % x 1 
200 % x 1% 

15V 
100 % x 1".. 

25V 
5 ~ x 1 
10 % x 1 
20 % x 1 
25 % x 1 

Net Net 
Size Price* Price* _ca..:.~_. __ -'--'-____ --'~:=!!_ 

.51 

.57 

.66 
.69 
.78 
.84 

.48 

.51 

.57 

.72 

.81 

.60 

.72 

.81 

.75 

50 
100 

1 
2 
5 
10 
15 
25 

10 

5 
10 
15 
20 
25 

25V (Continued) 
% x 1 .66 
% x 1% .81 

SOY 
% x 1 .54 
% x 1 .54 
% x 1 .60 
% x 1 .60 
% x 1".. .60 
112 x 1 .63 

70V 
% x 1 .63 

110V 
% x 1 .60 
% x 1% .63 
% x 1".. .69 
% x 1% .72 
% x 1% .75 

.60 *Request O.E.M. prices in the fol· 

.60 lowing quantities: 25 to 49, 50 to 

.60 99, 100 to 249 

.60 

TYPE G 
Insulated Screw-Mounting 

Capacitors 
Hermetically·sealed aluminum can unit, threaded cover 
size 7/8-16 with hex nut and washer for convenient 
mounting on chassis. Washer can be used to insulate can 
from chassis. Terminals molded In cover. Cathode can· 
nectlon thru terminal In cover. These units are the cammer· 
cial equivalent of case style CE41 and 42 of specification 
MIL C62A. 

Cap. Mfd. Size-OxH Net Cap. Mfd. Slze-OxH Net 
Prlc,* Pric~ 

10 
20 
40 
80 

SINGLE TYPE G450 
SINGLE TYPE G500 
500 550V. 

450 525V. VDCW Surge Peak 
10 1% x 2V4 2.60 

VDCW Surge Peak DUAL TYPE G·450 
1% x 2V4 2.54 450 525V. 
1% x 2V4 2.64 VDCW surge Peak 
1% x 2~ 2.83 10·10 1% x 2V4 3.05 
1% x 4V4 3.31 20·20 1% x 20/4 3.26 

prices in the following quantities: 25 to 49, 50 to 99, 

TYPE FF 
Photo-Flash Capacitors 

Selective choice of highest purity materials makes 
these units ideal for rugged photoflash application 
caillng for lowest leakage requirements. Furnished 
in molded black plastic container with screw lug 
terminals. Highly resistant to moisture and oil. 
Surge voltages and time duty cycles as listed In 
EIA specification No. RS·154. 

, 
T", ,cap., working, Surge _ Number ~ Voltage Voltage 
FF·1 300 450 525 
FF·2 525 450 525 

*Request O.E.M. ,prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 

© U.C.P., Inc. 

'TYPE AEP 
Plug-in Electrolytic Capacitors 

Hermetically sealed, dry electrolytic capacitor fur· 
nished in round, aluminum can and 4·pin, octal·base 
mounting. For quick changes, readily removed and 
replaced in a standard octal·base tube socket. 

For use where continuous service is important. They are ideally suited for 
experimental testing, juke boxes and communication receiver uses. These 
units are the commercial equivalents of Type C151's, 2's and 3's, as listed 
in MIL Specification C62A. 
Operating temperature to +65°C. Quadruple element units furnished With 
ground lug for cathode connection. 

Type Capacity Mfd. VDCW Dlam. x Heht. Net 
Price* 

SINGLE ELEMENT UNITS 
AEP400P 2000 15 1% x 2% 3.43 
AEP5A 25 25 1~ x 2% 2.29 
AEP4D 20 150 1~. x 2% 2.29 
AEP8D 40 150 1~ x 2% 2.33 
AEP2J 10 450 1~. x 2% 2.34 
AEP3J 15 450 1~. x 2V2 2.39 
AEP4J 20 450 1~ x 2% 2.44 
AEP6J 30 450 1~ x ~% 2.53 
AEP8J 40 450 1~ x % 2.77 
AEP16J 80 450 1% x 3% 3.25 
AEP2L 10 600 1% X 4l!4 2.84 

DUAL ELEM!NT UNITS 
AEP44D 20·20 150 1~. x 2% 2.46 
AEP88D 40·40 150 1~. x 2V2 2.54 
AEP22J 10·10 450 1~. x 2% 2.57 
AEP44J 20·20 450 1% x 2% 2,90 
AEP88J 40·40 450 1% x 3 3,31 

TRIPLE ELEMENT UNITS 
AEP444D 20·20·20 150 1". x 2% 2.111 
AEP88D4A 40·40/20 150/25 1~2 x 2% 2.67 
AEP222J 10·10·10 450 1~. x 2% 2,78 
AEP22J4A 10·10/20 450/25 1~ x 2% 2.69 
AEP44J4A 20·20/20 450/25 1% x 2% 3.03 
AEP444J 20·20·20 450 1% x 3 3.29 
AEP822J 40·10·10 450 1% x 3 3.23 

QUADRUPLE ELEMENT UNITS 
AEPG444D4A 20·20·20/20 150/25 1% x 2% 2.87 
AEPG2222J 10·10·10·10 450 1% x 2V2 3.11 
AEPG444J4A 20·20·20/20 450/25 1% x 3 3.34 

Net 

*Request O,E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 

TYPE GL 
These ever·popular inverted·mounting, aluminum can 
units, are furnished with the same high purity mao 
terials as the more expensive type E and G. Two 
separate color·coded leads 4" long for each sec· 
tion. Inverted chassis mounting can be made, 
using pal nut and threaded neck. Threaded neck 
size %-18. 

SINGLE ELEMENT 

Cap. Mfd. Size-DxH 

TYPE GLBDD 

Net 
Price* 

800 VDCW 750V. Surge Peak 
4 1% x 4 1.71 
8 1% x 4% 1.85 
16 1% x 4% 2.37 

TYPE GL475 
475 VDCW 550V. Surge Peak 

8 1% x 3 1.52 
12 1% x 3 1.61 
16 1% x 3 1.66 

TYPE GL450 
450 VOCW 125V. Surge Peak 

4 1% -x 3 1.50 
8 1% x 3 1.54 
10 1% x 3 1.56 
12 1% x 3 1.58 
16 1% x 3 1.62 
20 1% x 3 1.66 
30 1% x 3 1.76 
40 1% x 3 1.86 
80 1% x 4 2.46 

DUAL ELEMENT 

Clp. Mfd. Size-OxM Net 
PricI* 

8·8 
TYPE GL475 

1% x 4 
TYPE CL4S0 

1.76 

8·8 1% x 4 1.73 
10·10 1% x 4 1.77 
12·12 1% x 4 1.81 
16·8 1% x 4 1.81 
16·16 1% x 4 LiD 
20·20 1% x 4 1.98 

TRIPLE ELEMENT 
TYPE GL450 

8·8·8 1% x 4 1.93 
10·10·10 1% x 4 1.98 

*Request O.E.M. prices In the fol· 
lowing quantities: 25 to 49, 50 to 
99, 100 to 249 
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SECTION 1500 

ELECTROLYTICS - (Continued) 

TYPES HCB and NPB 
High Capacity/low Voltage 
Bakelite Cased Eleetrolytics 

Type- HCB units are polarized electrolytic capacitors 
designed for use In Industrial applications such as 
battery eliminators, power supplies, electric fence 
controls and sound movie projectors. For non-polar­
ized applications in welding and control equipment 
Type NeB units are available. 

Both types feature heavy-duty, moisture resistant bakelite cases which elim­
inate the need for outer cardboard insulating tubes. Operating temperature 
range from -40oC to +850 C. Capacitance tolerance up to 150 VDCW -10% 
+100%, over 150 VDCW -10%+50%. High capacity- etched plate construc­
tion assures long trOUble-free operation. Units supplied with wrap around­
footed brackets for vertical mtg.-horizontal mtg. available on Special Order. 

TYPE HCB 

Capacity Net 
MFD Size Price* 

6 VDCW-8V Surge 

12000 11~.X4% 8.16 

12 VDCW-18V Surge 

500 _ 1~.x2% 2.70 

1000 1~.x20/4 2.94 

2000 1'!1.x20/4 3.36 

3000 lU.x3% 3.96 

4000 1~.X3% 4.60 

6000 l'~.x3% 5.20 

10000 l'~.X4% 7.82 

18 VDCW-25V Surge 

500 1~.x2~ 2.89 

1000 1~.x20/4 3.31 

1500 1~.x20/4 3.39 

2000 1~.x20/4 3.47 

4000 11~.x3%_ 5.37 

6000 11~.X3% 5.62 

25 VDCW-40V Surge 

500 1~.x20/4 2.89 

1000 l',1.x20/4 3.19 

1250 1~.x3% 3.43 

2000 1~.x3% 4.15 

3000 11~.X3% 4.88 

4000 11~.x3% 5.58 

6000 11~6x4% 7.12 

HCB (Continued) 

Capacity 
MFD Size 

50 VDCW"":75V Surge 

500 1~.x3% 

1000 1'11.13% 

2000 11~.X3% 

3000 1'~.X4% 

4000 2'A.x4% 

TYPE NPB 

MFD 
Capacity Size 

125 VN'-175V Surge 

200 1~6X3% 

300 11~.x3% 

500 l'~.x4% 

300 VNP-375V Surge 

15 lU.x2% 

100 11~.X3% 

200 2'11.14% 

450 VNP-525V Surge 

50 1'~.x3% 

100 2'A.X4% 

Net 
Price* 

3.33 

4.25 

5.06 

7.00 

7.32 

Net 
Prlce* 

4.04 

4.87 

6.30 

2.87 

6.13 

7.00 

6.30 

7.70 

*Request O.E.M. prices in the following quantities, 10 to 24, 25 to 49, 
-50 to 99, 100 to 249 
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TYPE E 
Hermetically-Sealed, 
Aluminum, Round 

Metal-Cased Capacitors 
Can be mounted with terminals upright or 
inverted by use of a ring-type clamp pro­
vided with unit. Can Is floating, thus 
having two terminals on single-section 
capacitors, three on duals, and four on 
triples. 
these units are the commercial equivalent 
of case style CE31, 2 and 3 of MIL Specifi­
cation C62A. 

SINGLE ELEMENT DUAL ELEMENT 
Cap. Can Size Net Cap. Can Size Net 
Mfd. Dia. x Kght. P.rIC8* Mfd. Dla. x Hght. Prlc8* 

450 VDCW 450 VDCW 
10 1 X 21{4 1.87 10·10 1% x 21{4 2.43 
20 1 x2~ 1.97 20-20 1% x 2% 2.64 
40 1% x 2% 2.37 
80 1% x 4~ 2.82 

250 VDCW TRIPLE ELEMENT 
500 2 x 41A! 4.27 450 VDCW 

50 VDCW 10-10-10 1% x 21{4 2.92 
10 1 x 1% 1.77 350/50 VDCW 
25 1 x1% 1.79 30·30/50 1% x 4V4 3.14 

25 VDCW 
10 1 xl% 1.77 
25 1 x 1% 1.78 QUADRUPLE ELEMENT 

1 VNP 350/150 VDCW 
1250 1% x 21{4 3.10 20-10/5-5 1% x 41{4 3.03 

*Request O.E.M. prices in the following quantities, 25 to 49, 50 to 99, 
100 to 249 I 

Capacity Mfd. 

4 
8 

8 
12 
16 

8 
12 
16 
20 

8 
12 
16 
24 
30 
40 

10 
-25 
50 

10 
25 
50 

TYPE BT 
Drawn-Case "Bathtub" 
Electrolytic Capacitors 

Hermetlcally·sealed units designed for rigid 
mounting in minimum space. Of sturdy 
construction. these hlgh·quallty units are 
commercial equivalent to the case style 
CE63 of MIL Specification C62A. 

Net 
Lx W x H Price* 

TYPE BT500 500 VDCW 
2 x 2 xllA! 2.87 
2 x 10/4 X llJa 2.94 

TYPE BT450 450 VDCW 
10/4 X 1 x 1 2.64 
10/4 x 11{4 X 1 2.70 
2 x 10/4 X 1 3.03 

TYPE BT350 350 VDCW 
10/4 x 1 x 7/e 2.58 
1~ x 1 x ¥a 2.65 
1% x 1 x 1 2.72 
10/4 x 1V4 x llA! 2.75 

TYPE BT150 150 VDCW 
10/4 x 1 x 7/e 2.44 
1% x 1 x ¥a 2.47 
1% x 1 x - 'fa 2.50 
10/4 x 1 X 'fa 2.55 
1% x 1 x 1 2.58 
10/4 x 1 x 1 2.61 

TYPE IT50 50 VDCW 
10/4 x 1 x ¥a 2.41 
10/4 x 1 x ¥a 2.43 
10/4 x 1 x 7/e 2.53 

TYPE BT25 25 VDCW 
10/4 x 1 x ¥a 2.41 
10/4 x 1 x- 'fa 2.43 
10/4 x 1 x 7/e 2.47 

*Request O.E.M. prices in the following quantities, 25 to 49, 50 to 99. 
100 to 249 

© U.C.P., Inc. 



SECTION 1500 

ELECTROL YTICS - (Continued) 

TYPE QE 

Energy Storage and 

Computer Grade Electrolytics 

Precisely engineered for high reliability and long operat· 
ing life, QE capacitors have a life expectancy of greater 
than 10 years when operated within ratings. Units are 
rated for operation at temperatures from -20'C to 
+85·C. Manufactured in drawn aluminum cases in four 
diameters and one standard 4l/2" height to facilitate bus 
bar connections for purposes of ganging units in banks. 
Units find wide application in computers, power supplies, 
telephone networks and industrial electronic equipment. 

MAXIMUM RATINGS IN MFD 

A-l~," B-2Xo" C-2U," D-3X,' 
VDCW Surge Diameter Diameter Diameter Diameter 

5 7 8,500 25,000 45,000 65,000 
10 13 6,500 17,000 32,000 40,000 
15 20 6,000 15,000 25,000 36,000 
25 40 4,000 8,000 15,000 25,000 
35 45 2,000 5,000 8,000 12,000 
50 65 1,750 4,250 7,000 10,000 
75 100 1,000 2,500 4,250 6,000 

100 135 675 1,950 3,500 4,500 
150 185 600 1,250 2,400 3,250 
200 250 300 900 1,450 2,250 
250 300 250 700 1,250 2,000 
300 350 200 575 1,050 1,600 
350 400 170 450 750 1,200 
400 475 150 350 625 1,000 
450 525 125 300 550 850 

All units are 41/2 inches in height over insulating tube. Diam· 
eters measured over insulating tube. Bare can size is ob· 
tained by subtracting X,' from diameter and %" from height. 

STOCK LISTING" 

Cat. Cap. Net 
No. VDCW Mfd. Size Price* 

QE15A·6 15 6,000 A 4.98 
QE15B·13P5 15 13,500 B 7.86 
QE15C·22 15 22,000 C 11.61 
QE15D·33 15 33,000 0 13.26 
QE25C·15 25 15,000 C 12.00 
QE25D·25 25 25,000 0 13.20 
QE35A·2 35 2,000 A 4.20 
QE35B·5 35 5,000 B 6.90 
QE35C·8 35 8,000 C 10.05 
QE35D·12 35 12,000 0 12.45 
QE50A·IP75 50 1,750 A 4.44 
QE50C·5P5 50 5,500 C 9.00 
QE50C·6P5 50 6,500 C 10.05 
QE50D·9 50 9,000 0 12.00 
QE150A·P4 150 400 A 3.96 
QE150A·P5 150 500 A 4.53 
QE250C·1 250 1,000 C 11.55 
Q!350C·P7 350 700 C 10.65 
QE3501)..1 350 1,000 0 13.80 
QE450A·P125 450 125 A 5.61 

"For values other than those shown above, contact your au· 
thorized Aerovox Distributor or Aerovox Corporation, Dlstrib· 
utor Division, New Bedford, Mass. 

*Request O.E.M. prices in the following quantities: 25 to 
49, 50 to 99, 100 to 249 

© U.C.P., Inc. 

CAP. 
MFD. 

1.0 
1.2 
1.5 
1.8 
2.2 
2.7 
3.3 
3.9 
4.7 
5.6 
6.8 
8.2 

10. 
12. 
15. 
18. 
22. 
27. 
33. 
39. 
47. 
56. 
68. 
82. 

100. 
120. 
150. 
180. 
220. 
270. 
330. 

"AEROTAN" SOLID TANTALUM CAPACITORS 

Type ST12 (uninsulated) Type ST13 (insulated) 
Aerotan capacitors are solid electrolyte units featurin, 
sintered tantalum anodes and hermetically sealed In metal 
cases. The use of a semiconductor electrolyte provides In 
assembly that is completely dry with absolute freedom from 
corrosion or electrolyte leakage. All Aerotan units offer 
excellent stability, high reliability, rugged construction, 
subminiature sizes and long shelf life. Units are designed to 
meet all the reqUirements of MIL·C·26655A (proposed). Con· 
tinuous operation over the temperature range of -80° to 
+ 125°C. Voltage ratings of 6, 10, 15, 20 and 35 VDC are for 
+65°e operation. ·Standard tolerance ±20%. Also available 
at ±10%. 

SURGI! VOLT AGE 

65°C 85cC 125cC 
Rated Voltage Surge Voltage Surge Voltage Surge Voltage 

6 VDC 8 VDC 8 VDC 5 VDC 
10 VDe 12 VDC 12 VDe 9 VDe 
15 VDe 17 VDC 16 VDe 12 VDe 
20 VDe 23 VDe 21 VDe 16 VDe 
35 VDe 41 VDe 35 VDC 24 VDe 

CASE SIZES 

Case ST12 Dimensions ST13 Dimensions Laad 
Size Un insulated Case Insulated Case Diam. 

L±.D31" +.016" 
D_.010" L±.D31" +.016" +.005" 

D_.010" -.001" 

A .250" .125" .322" .135" .020" 
B .438" .175" .510" .185" .020" 
e .650" .279" .722" .289" .025" 
D .750" .341" .822" .351" .025" 

INSULATED TYPE ST13 

Net Net Net Net Nit 

6 VDCW Price* 10 VDCW Price* 15 VDCW Price* 20 VDCW Price* 35 VDCW Price* 

A 1.51 A 1.51 A 1.51· A 1.51 A 1.51 
A 1.51 A 1.51 A 1.51 A 1.51 A 1.51 
A 1.51 A 1.51 A 1.51 A 1.51 B 1.57 
A 1.51 A 1.51 A 1.51 A 1.51 B 1.57 
A 1.51 A 1.51 A 1.51 A 1.51 B 1.57 

A 1.51 A 1.51 A 1.51 B 1.57 B 1.57 
A 1.51 A 1.51 A 1.51 B 1.57 B 1.57 
A 1.51 A 1.51 B 1.57 B 1.57 B 1.57 
A 1.51 A 1.51 B 1.57 B 1.57 B 1.57 
A 1.51 B 1.57 B 1.57 B 1.57 B 1.57 

A 1.51 B 1.57 B 1.57 B 1.57 B 1.5-7 

B 1.57 B 1.57 B 1.57 B 1.57 e 2.57 
B 1.57 B 1.57 B 1.57 B 1.57 e 2.57 
B 1.57 B 1.57 B 1.57 B 1.57 e 2.57 
B 1.57 B 1.57 B 1.57 B 1.57 e 2.57 

B 1.57 B 1.57 B 1.57 e 2.57 e 2.57 

B 1.57 B 1.57 B 1.57 e 2.57 e 2.57 
B 1.57 B 1.57 e 2.57 e 2.57 Dt 4.75 
B 1.57 B 1.57 e 2.57 e 2.57 Dt 4.75 
B 1.57 B 1.57 e 2.57 e 2.57 Dt 4.75 
B 1.57 e 2.57 e 2.57 e 2.57 Dt 4.75 
B 1.57 e 2.57 e 2.57 0 4.75 
e 2.57 e 2.57 e 2.57 D 4.75 
e 2.57 e 2.57 0 4.75 0 4.75 
e 2.57 e 2.57 0 4.75 D 4.75 
e 2.57 e 2.57 0 4.75 
e 2.57 D 4.75 0 4.75 
e 2.57 0 4.75 
D 4.75 D 4.75 tTo be released at a later 

D 4.75 date. 

0 4.75 

*Request O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 100 to 499 
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SECTION. 1500 

PAPER CAPACITORS 

BI·ELECTRIC@ MYLAR* PAPER BYPASS TUBULARS 

Radial Lead Mounting 
Two famous dielectrics ... quality kraft tissue .and Mylar' film . . . are combined with Aerolene 
Impregnant and exclusive "Polycap"® plastic case to bring you a truly superior bypasS capacitor. The 
advanced construction techniques presented in "Bi-Electric" capacitors offer distinct advantages 
over other radial lead types. "Polycap"® case provides a solid uni·form coating from end-to-end. Con­
trolled end-fills provide sealed protection, and leads cannot crack end-fill or pull-out when leads are 
extended for axial mounting. 5tandard capacitance tolerance Is ±10%. Operating temperature range 
Is -30'C to +100·C. 

, DuPont Trademark 

Capacity Net capacity Net 
Size 

Capacity 
Size 

Net Capacity Net 

I 

Mfd. 

.01 

.015 

.02 

.022 

.047 

.05 

.1 

.15 

.2 

.22 

.25 

.33 

.47 

.5 

.01 

.015 

.02 

.022 

.025 

.03 

.033 

Cat # Prlce* Mfd. Cat # Size Price* Mfd. Cat # Pric,* Mfd. Cat # Size Price* 

200 VDCW .04 BE4S4 ,~ x lYe .210 .005 BE605 ,~. x ,%, .150 .15 BE6P15 '){, x 1~. .330 
BE251 ,~. x 'X, .150 .047 BE4S47 '%. x lYe .210 .006 BE606 ,~. x ,%, .150 .2 BE6P2 % x 1~, .360 
BE2515 % x 'X. .150 .05 BE455 ,~ x lYe .210 006S BE606S ,~, x 27k .lS0 .22 BE6P22 % x 1~, .360 
BE252 ~. x ,%, .150 .068 BE4568 V. x lYe .240 .007 BE607 '~x ,~, .lS0 
BE2522 ~.x ,~ .150 .1 BE4P1 ~. x 1%, .240 .0075 BE6075 '~,x .~, .180 1000 VDCW 
BE2547 ~. x '%. .180 .15 BEIlP15 % x 1'f. .300 .OOS BE608 '%.x .~. .lS0 .001 BElO01 'X. x 'i{. .lS0 
BE255 '%. x lYe .lS0 .2 BE4P2 '){. x 1~. .330 .00S2 BE6082 '%. x '%. .lS0 .0012 BE10012 ,~. x '){. .180 
BE2P1 ,~. x 1%. .210 .22 BE4P22 '){. x IX, .360 .01 BE651 '%. x '%. .180 .0015 BElOO15 ,~. x '){. .180 
BE2P15 X. x I%. .240 .25 BE4P25 'X. x 1~, .360 .015 BE6S15 '%. x ,~. .lS0 .001S BE1001S ,~. x 'X, .180 
BE2P2 % x 1~. .270 .33 BE4P33 % x Ufo .420 .018 BE6518 ,~.x % .lS0 .002 BElO02 % x '){. .180 
BE2P22 % x 1~. .270 . 02 BE652 '~.x % .180 .0022 BE10022 % x '){ • .lS0 
BE2P25 'X. x IX. .270 .022 BE6522 '~.x % .lS0 .0033 BE10033 '%.x .~, .180 
BE2P33 '){. x IX. .300 600 VDCW .025 BE6525 '%. x 1%. .210 .0047 BElO047 '%, x ,~. .210 
Bi2P47 % x IX. .360 .001 BE601 '~.x 'X. .150 .027 BE6527 '%. x 1%. .210 .0068 BElO06S '%.x ,~, .210 
BE2P5 % x 1X. .360 .0012 BE6012 ,~. x 'X. .150 .03 BE653 '%. x 1%. .210 .01 BE1051 ,~. x % .240 

. 0015 BE6015 ,~. x '){, .150 .033 BE6533 '~x 1%. .210 .01S BE1051S '%. x 1% • .240 

.001S BE601S ,~. x '){. .150 .039 BE6539 '%. x U~. .210 .025 BEl0525 ,~. x 1%. .240 
400 VDCW . 002 BE602 'M. x '){, .150 .04 BE654 %x1~ .210 .027 BEl0527 'ii. x 1% • .240 

BE451 I1 X % .150 .0022 BE6022 'M. x '){. .150 .047 BE6S47 'ii. x 1i1S. .240 .033 8E10533 % x 1~. .300 
BE4515 U,X 27k .150 .0025 BE6025 %x 'X. . 150 .05 BE655 ,~. x I%. .240 .039 BE10539 % x 1~ • .300· 
BE452 ~. x 27~. .lS0 .003 BE603 Yo x '){ •. .150 .056 BE6556 ,~. x 1%. .240 .047 BE10S47 Yo x 1~, .300 
BE4522 U. x '%. .lS0 .0033 BE6033 Yo x 'X. .150 .06 BE656 % x 1~. .240 .056 BEl0556 'X, x IX. .330 
BE4525 ~.x% .lS0 .0039 BE6039 % x '){. .150 .06S BE656S % x 1~. .270 .06S BE10568 '){. x IX. .330 
BE453 U.X % .lS0 .004 BE604 '%.x'X. .150 .075 BE6575 % x 1~. .270 . 075 BEl0575 '){. x IX • .360 
BE4533 ~. x .~. .lS0 .0047 BE6047 '%, x '){, .150 .1 BE6P1 % x 1~. .270 .1 BE10P1 % x IX, .360 

*Request O.E.M. prices In the following quantities: 25 to 49, 50 to 99, 100 to 249 I 
TYPE V84C-V161 

Cap. Mfd. Size 

200 VDCW 
.0047 %,x'~. 
.006S %,x '~. 
.01 %. x '~. 
.015 %,x'~. 
.022 ~,x 1 
.033 ~. x 1 
.047 ~. x 1){. 
.05 ~. x IX. 
. 068 ,~, x IX • 
.1 % x 1~ 
.15 '%. x l~ 
.22 V. x 1~ 
.25 V. x 1)4 
.33 V. x 1Y, 
.47 U. x 1Y, 
.68 '%,X 1% 

1.0 '~.x 1% 
400 VDCW 

.0015 %,x'~. 

.0022 %,x'~. 
.0033 %, x'~. 

AEROFILM@ (MYLAR*) CAPACITORS 
VS4C-V161 Aerofilm Tubular Capacitors are high quality units In Polycap® cases. These units have exceptionally 
high Insulation resistance and low dielectric absorption and power factor. They are extremely stable having B 
relatively small capacitance change with temperature variations over a range of'O to 85'C. 
Their excellent resistance to humidity and moisture are due to the use of Aerofilm (Aerovox's trade name for 
Mylar' pDlyester film), finest quality casing material, and an epoxy end fill which will not flow, soften or melt 
at any operating temperature. 5tandard tolerance is ±20% but also available in ±5% and ±10%. 

Net Net Net 
Price* Cap. Mfd. Size Price* Cap. Mfd. Size Pric,* 

.0047 %. x '~. .150 .003 %,x '~. .150 

.150 .006S %.x '~. .150 .0033 %.x '~6 .150 

.150 .Oi ~. x 1 .150 .004 ~. x 1 .150 

.150 .015 ~. x 1 .150 .0047 ~. x 1 .150 

.150 .02 ~. x Ufo .150 .005 ~. x 1 .150 

.150 .022 '~, x 1){. .150 .0068 ~. xl .180 

.150 .03 Yo x 1){, .lS0 .01 'X. x 1){. .180 

.150 .033 % x IX. .180 .015 Yo x 11f, .lS0 

.150 . 047 Yo x 1~ .lS0 .02 Yo x 1~ • .lS0 

.lS0 .05 Yo x 1~ .lS0 .022 ,~. x 1Jl. .lS0 

.210 .068 ~.x 1~ .210 .03 ~. x 1~6 .210 
. 1 Y, x 1~ .210 .033 ~. x 1Jl • .210 .240 .15 U. x 1Y, .360 .04 V. x 1~ .240 .240 .22 U. x 1Y, .390 .047 Y, x 1~ .240 .270 .25 U. x 1% .390 

I 
.05 Y, x 1~ .240 .330 .33 % x 1% .510 .06S V. x 1Y, .270 .390 .47 'X. x 2 .660 .075 Y, x IV. .270 .510 .5 '){. x 2 .690 .1 X. x 1Y, .300 .570 .68 '%. x·2 .S70 .15 % x 1% .390 

1.0 % x 2Ye 1.050 .2 '%. x 1% .480 
.150 600 VDCW .22 % x 1% .510 
.150 .001 %.x,~, .150 

.25 % x1% .~O 

. 150 .0015 %,x,~ • .150 
.33 '~.X1% .780 
.47 % X2Ye .S40 . 002 %,x ,~ • .150 

'Dupont trademark . 0022 %,x ,~ • .150 
.5 % x 2Ye .870 

I *Request O.E.M. prices In the following quantities: 25 to 49, 50 to 99, 100 to 249 
, 
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SECTION 1500 

PAP ERe A PA CIT 0 R 5 (cont.) 
TYPE P88N 
tOURANITE 

Ouranite Blue Molded 
Tubular Capacitors 

-

Toughest capacitors ever offered for radio-electronic equipment, 
DURANITE capacitors. Design, impregnant, processing, and casing 
insure glove-fitting contact and seal throughout. DURANITE provides 
a permanent, non-varying, rock-hard casing, does not dry out, does 
not develop cracks or fissures. Pig-tail leads firmly imbedded, won't 
pullout, won't work loose. Moisture-proof; operate from sub-zero to 
over 212'F. Exposure to temperatures of 250'F. will not impair life 
or performance, no deterioration on the shelf. A white band around 
one end of the capacitor identifies the outside foil. 

200 V 400 V 600 V 1000 V 200 V 400 V 800 V 1000 V 
Cap. Net Net Net Net Cap_ Net Net Net Net 
Mfd. Size Price* Sizl Price* Size Price* Size Price* Mfd. Size Price* Size Price* Size Price* Sizil Price* --j--

.05 B .180 D .180 E _240 F _360 

.06 D .180 E .180 F .240 F .360 
.0004 A .150 _0118 D .180 E .210 F _240 F .420 
.0005 A .150 .075 D .180 E .210 F .270 
.001 A .150 A .150 A .150 A .300 .1 D .210 E .210 F .270 
.0015 A .150 A .150 A .150 A .300 .15 E .210 F .240 F .360 
.002 A .150 A .150 A .150 A .300 .2 F .240 F .270 G .390 
.0022 A .150 A .150 A .150 A .300 .22 F .240 F .270 G .420 
.003 A .150 A .150 A .150 B _300 .25 F .270 F .300 G .450 
.0033 A .150 A .150 A .150 B .300 .27 F .270 G .330 H .4S0 
.004 A .150 A .150 A .150 B .300 _33 F .300 G .360 H .570 
.0047 A .150 A .150 A .150 B .300 .47 F .360 G .450 H .750 
.005 A .150 A .150 A .150 B .300 .5 F .360 G .450 .750 
.006 A .150 A .150 B .150 B .300 1.0 H .630 H .750 
.0068 A .150 A .150 B .150 'B .300 --- --~----- ----
.007 A .150 A .150 B .150 II .300 
.0075 A .150 A .150 B .180 B .300 .oos A '.150 A .150 B .IS0 B .300 Size Lenlth x D ia_ Sizl Length ]I Dla_ 
.01 A .150 A .150 a .IS0 B .300 
. 015 A .150 B .150 a .180 D .300 A 1~ x ,~, E 1% x 'U • 
.02 B .150 B .180 D .180 E .300 B 1% x ,~, F 2 x 'JU 
.022 B .150 B .180 D .lS0 E .300 G 2114 x 0/4 
.025 B .150 B .180 D .210 E .300 0 1% x ,~. H 21A! x 1 
.03 a .150 B .180 D .210 E .300 
.03a B .150 B .180 E .210 E .360 

50 to 99, I .04 B .150 D .lS0 E .210 F .360 I *Requesl O.E.M. prices in the following quantities: 25 to 49, 
100 to 249 -.047 - a .180 0 .lS0 E .210 F .360 

Type VBC Vibrator Buffer Capacitors These units are heavy-duty, Hyvol M impregnated, vibrator buffer 
capacitors in ceram ic tubes, specifically designed for severe-service 

Type 

VBC-2 
VBC-3 . 
VBC-4 
VBC-5 
VBC-6 
VBC-7 
VBC-8 
vaC-9 
VBC-22 
VBC-23 
VBC-24 
VBC-25 

© U.C.P_. Inc_ 

'=l1:3~:=:r 
auto-radio applications. 

Cap. Mfd. Size 
Net 

Type Price* 
VBC-26 .OOS ,~ x Ilh .330 

Cap_ Mfd. Size 
Net VBC-27 .01 'f. x Ilh .330 

Price* VBC-2S .015 % x 1:V4 _330 
001 % x 1114 .300 

VBC-29 .02 % x 2 .330 
.002 % x Ilh .300 

VBC-32 .025 'Ji'. x 2 .330 
-.0022 % x IVa .300 

VBC-33 .03 :V4 x 2 .390 
.003 % x llh .300 

VBC-34 .05 ''f. x 2 .480 
.0033 ~. x llh .300 

VBC-35 .015-.015 'Jf. x 2 .480 
.004 ~. x Ilh .300 

VBC-45 .007-3000 WVDC ";', x 2 .390 
.0047 ~. x llh .300 Vibrator "HASH" Capacitor VHC3& .005 ,~. x llh .300 .5 Mfd. 100 Volts WVDC ,~, x 11/8 .300 .006 ,~. x llh .300 
.0068 '%. x llh .300 *Request O.E.M. .007 '%, x llh _330 

prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 .0075 '%. x Ilh .330 

AUTOPASS® Vertical Mounting Plastic-Cased Paper Capacitors 
Aerovox Autopass capacitors were 
specifically designed and devel­
oped for use in conjunction with 
printed-wiring assemblies where 
it is highly desirable to mount 
capacitors at right angles to the 
mounting surface thereby con­
serving valuable space 

Aerolene impregnated and assem­
bled Into a Polycap® case, Auto­
pass capacitors are then sealed 
with a thermo-setting end-seal. 
The end-seal surface is below the 
outside edges of the plastic case, 
permitting the capaCitor to be 
mounted flush against the mount­
ing surface. The leads of these 
capaCitors are stiff, and critical 
spacing is closely held to faCili­
tate their us~ in mechanized as­
semblies. Outside foil Is identified 
by wire lead nearest to edge of 
case or by a paint stripe on the 
case nearest the outside foi I. 

Cap_ 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

.47 
1.0 

Net Net 
200 Price* 400 Price* 600 

31s x 1 .210 % x 1 .210 % x 1 
% x 1 .210 % x 1 .210 % xl 
% x 1 .210 % x 1 .210 % xl 
% x 1 .210 % x 1 .210 % xl 
% x 1 .210 % xl .210 % x 1 
% x 1 .210 % xl .210 % x 1% 
% x 1 .210 % xl .210 % x 1% 
% x 1 .210 % x 1% .210 ~. x 1% 
% x 1% .210 y" x 1% .210 ~,x 1% 
% x 1% .210 y" x 1% 240 112 x 11/4 
14. x 1% .210 1/2 x 11/4 .240 112 x 11/2 
14, x 1% .240 1/2 x llh .240 % x 17/0 
1/2 x 11/4 .240 % x 11/4 .270 % x l~a 
% x 11/4 .270 % x 1~0 .300 ;-'4 x 17/8 
Sis x 17/8 .300 % x 17/0 .360 :v. x 2", 
0/0 x 17/0 .330 3/4 x 17/0 .420 'Is x 217h, 
3/4 x 17/0 .390 
~o x 2'~, .630 

Standard Tolerance ±20%. Also available In 10% on special order_ 

*Re~uest O.E.M. prices in the following quantities: 25 to 49, 50 to 99, 
100 to 249 

Net 
Price* 

.210 

.210 
.210 
.210 
_210 
_210 
_240 
.240 
.240 
_270 
.270 
.300 
.330 
.420 
.540 
.690 
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Cap. 
Mid. 

.0001 
.00025 
.0005 
.001 
.0015 
.002 
.0022 
.003 
.0033 
.004 
.0047 
.005 
.006 
.0068 
.007 
.0075 
.008 
.01 
.015 
. 02 
.022 
.025 
.03 
.033 
.04 
.047 
.05 
.06 
.081 
. 075 
:1 
.15 
.2 
.22 
.25 
.33 
.47 
.5 
.118 

1.0 

Cap. 
Mfd. 

.0001 

.00025 

.0005 

.001 

.003 
.005 
.01 
.03 
.05 
.1 
.15 

SECTION 1500 

PAP E R (eontd) 

TYPE P84CM DURAMIC® Ceramic-Cased Tubular Capacitors 

New cerAmle. ("ense steatltel encased paper tubular for performance above that of conventional paper tuhu­
lars. New thermosetting end-seals for exceptional humidity protectlon-250 hour humidity test as per REC-
118. Firmly Imbedded terminals will not work loose or pull out. Operating temps are -55°C to +850 C. Meets 
all re"uirements of EIA Spec. REC-118, hi-temp range, class M. 

As present stocks of values below 2500 VDCW are depleted they will be replaced by other standard types V84C-V161, BI-Electrics, or VBC's. 

200 VDCW 400 VDCW 8DO VDCW 1000 VDCW 1800 VDCW 
Size Net Size Net Size Nat Size Net Siza Net 

Dla.xLgth. Pric,* Dla.xLgth. Pric,* Dla.xLgth. Prlc,* Dla.xLgth. Pric,* Dla.xl,gth. Prl~ 

~. x 1 .150 ~.x 1 .390 
~.x 1 .150 ~. xl .180 % x 1114 .390 
~,x 1 .150 ~. xl .180 % x 1114 .390 
~. xl .150 ~,x 1 .180 %x ItA ;390 
~. xl .150 ~.x 1 .180 % x 1114 .390 
~.x 1 .150 ~. xl .180 ~. x 1V4 .390. 
~.x 1 .150 ~. xl .180 ~, x 1114 .390 
~. xl .150 % X 11/4 .180 ~. x ItA .390 
~. xl .150 % x 1114 .210 ~. x 1114 .390 
~.x 1 .150 % x 1114 .210 ~. x ISh .390 
~.x.1 . 150 % x 1114 .210 ,~. x 11{ • .390 

~.x 1 .150 % x 11/4 .180 % x 1114 .210 '~x 1J(, .390 
%x ItA .180 '%, x 1~, .420 
%x ItA .180 % x 11/4 . 240 17h, x 1~ • .420 

~. x 1 .150 % x 1114 .180 '%, x 1~, .420 
~. xl .150 ~. xl .150 % x ItA .180 ~. x 1114 .240 ,~. x 1J(, .420 
% x 11/4 .150 % x 1114 .150 % x 1114 .180 ~. x 1114 .240 % x 1% .420 
% x 1114 .150 % x 1114 .150 ~. x 1114 .180 'JH x 11{ • . 240 %xH' • .420 
% x 1114 .150 % x 1114 .150 ~. x 1114 .180 '~]I 1J(. .240 %x2 .420 

'%. x 1~. .240 
% x ItA .150 ~. x 1114 .180 ,~. x IJ(, .210 % x 1% .270 %x2 .420 
% x 1114 .150 ~. x 1114 .180 '~x 11{. .210 %x 1¥. .300 %x2 .420 

'%, x 1~. .240 % x 1% .300 
U. x ItA .180 U. x ISh .180 '~x IX. .240 % x 1% .300 ,~. x 2tA .420 
~. X 1114 .180 ~. x ISh .180 'JH x IX. .240 % x 1% .300 ,~. x 2114 .420 

''A. x 1% .330 
'~x IX. .180 '~x11f. .210 1f, x 1% .240 %x2 .330 1 x 2114 .450 

% x 17/ • .270 % x2 .360 
'Uox I1f. .210 'JH x IJ(. .210 % x 1%. .270 'X, x 2114 .360 1x2% .480 
'Uox 1% .210 % x 1718 .240 0/4 x 2 .300 t x 2114 .360 
% x 1% .240 % x 1718 .240 ,~. x 2114 .390 1 x 2114 .390 
% x 1% .240 %x 1¥. .270 ,~, x 2114 .420 lx2% .420 
% x 1% .270 %x2 .300 % x 2114 .450 1x2% .450 
%x2 .300 0/4 x 2 .390 1 x 2114 .600 
,~. x 2114 .360 'j{. x 2114 .450 lx2% .720 
'Jf. x 2tA .390 'j{. x 2114 .480 1x2%' .750 
'X, x 2 .450 1 x 2114 .510 ·1~. x 3 .780 

1 X 2114 .570 1 x 2% .750 **1~. x 3 

2500 VDCW 8000.VDCW 10,000 VDCW 12,500 VDCW 15,000 VDCW 
Size Net Size Net Size Net Size Net Size Net 

Dla.xLgth. Price* Dla.xLgth. Prlce* Dla.xl,gth. Prlc,* DII.x 19th. Price* Dla.ll,gth. Prlc,* 

% x ISh .570 %xl% .660 ~. x 2114 .690 'JH x 2Sh 1.05 
%x ISh .570 %xl% .660 'U. x 2114 .690 'U. x 2114 .960 %x2Sh 1.05 
%x ISh .570 ~. x 10/4 .660 'U. x 2114 .690 ¥a x 2Sh 1.14 
%x ISh .570 '~x 10/4 .720 ,~. x 2114 .690 *1 x 21/z 1.17 
~.x ISh .570 % x 21A1 .750 lx2~ .780 *1114 x 3 1.26 
,~. x I1f. .600 0/4 x 21A1 .750 *1 x 3 .900 *1% x 3114 1.38 
%x l¥a .630 ,~. x 21A1 .930 *1%x3 1.08 
'~.x 2 .750 ·1~. x2% 1.47 
'~x2% .870 ·1~. x 31A1 1.80 
*1 x2% 1.11 
*1 J 31A1 1.17 

• Will be furnished In cardboard tube Type P84M. •• Will be furnished In cardboard tube Type P84K. 

Cap. 
Mid. 
.0012 
.0039 
.0082 
.018 
.025 
.027 
.033 
.039 
.057 

SPECIAL CLOSE TOLERANCE UNITS FOR 
HORIZONTAL OSCILLATOR CIRCUIT. 

P84CM - Tolerance + 111% -
800 VDCW 1000 VDew 
Siza Nat SIze 

Dla.xLgth. Pric,* Dla.x 19th. 

~. xl .170 ~.x 1 
~.x 1 .200 
% x 1114 .200 
~. x 1114 .200 Sh x lSh 
~.x 1% . 230 '~x11f • 
~.x lSh . 230 ,~. x 1~ • 

'Uox Uf. .230 . ,~. x 1718 
'~x 11f. .260 1{.x1% 
J(,x 1% .260 'U. x 1% 
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. Net 
Prlce* 

.200 

.260 

.300 

.300 

.330 

.330 

.370 

Net 

*Raquest O.E.M. prices In the following quantities: 25 to 49, 50 
to 99, 100 to 249 
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SECTION 1500 

AUTO-RADIO CAPACITORS 

~ r! fP1 
~ • ~ . :-' *: 

~ 

~ 
Net Net 

Type Cap. Mfd. Price Type Cap. Mfd. Price 

SINGlE ELEMENT 
Car Generators Motorola Auto Radios 

Type 1120 1.0 .54 Type 1466 .0008 .54 
Type 1140 0.5 .39 Ammeter Condenser 

DUAL ELEMENT Type 1160 0.5 :54 
Type 1141 0.5-0.5 

Ford Auto Radios 
Type 1144 0.5 

For 1936 Models 
Type 1150 0.5 

BYPASS 

.90 Gas Gage Filter Condenser 

.48 Type 1143-G 0.05 .54 

Oil Gage Filter Condenser 
_60 Type 1142-0 0.25 .54 

Note: All auto radio capacitors subject to Federal Excise Tax. 

FILTERS 
R-F NOISE CAPACITANCE SUPPRESSORS 

These radio-noise suppression capacitors have been especially designed for use In air· 
craft, vehicular and industrial electric and electronic fields. 
Primary application of the INA-116, INA-117, and INA-118, is as r-f bypass capacitors 
from line to ground in low voltage DC supply lines. These units are rated at full 150 VDC 
over temperature range of -55°C. to + 71°C. and 60 VDC from -55°C,. to +95°C. 

INA-116, INA-117, INA-118 

Types INA-2IB, INA-219, INA-220 and INA-221 are feed-thru capacitors in which the 
effective section inductance is minimized by the so-called "duct-type" design. Signifi­
cant reductions can often be realized in size, weight and in some instances, overall 
cost by the use of feed-thru capaCitors as compared to the conventional r-f suppression 
filter designs. The feed-thru capacitors listed below may be used with good character­
Istics to 1000 megacycles. Operating temperature range Is -55°C. to + B5°C. 

Maximum Nom. Cap. Mounting 
Type Voltage Rating (Mfd.) Case Size Centers 

INA-117 150 VDC 2.0 1% x 1 x 314 21/8 
INA-116 150 VDC 4.0 H'4x1x 7/8 211a 
INA-11B 150 VDC 10.0 2 x 2 X ~8 2% 

FEED-THRU INA-2I8 115 VAC - 200 VDC .01 ~. xl ,~, 

INA-219, INA-220, INA-221 INA-219 115 VAC - 200 VDC .05 ~. x 2~. ' ,~. 

INA 220 115 VAC - 200 vac .1 0/4 x 1 lila 
INA-221 115 VAC - 200 vac . 25 314 x 1~ • lila 

1--.... --------1 
HEAVY DUTY INDUSTRIAL FILTERS I~I : ,*.:1: I 

Current Rallnl 

Amps Type 

S INB-I04 
10 INB-lOO 
30 INB-IOI 
60 INB-121 

100 INB-I23 
200 INB-125 

One Circuit 

LIWxD. 

4~ x 5 x 3 
4~ x 5 x 3 

6x6x4 
6x6x4 
9x9x4 
9x9x4 

j---- - -------1 

:~: 
: II I L __ .:;;:_.:;:: ___ J 

Net 
Price Type 

10.80 INB-IOS 
12.30 INB-I02 
22.35 INB-I03 
27.76 INB-122 
66.01 INB-IIS 

120.02 INB-126 

.------------. 
I <>--::£.ID.):-< : 
: :r::r: : 
I -=-=- I 

:~: 
I :r::r: : L __ :-__ : ___ .l 

Two Circuit 

Nat 
L I WID Price 

6x6x3 18.30 
6x6x3 21.30 
6x9x4 40.96 
6 x'9 x 4 51.76 

12 x 9 x 4 126.03 
12 x 9 x 4 225.05 

I - = I 

:~: 
: :r: I I 
1 -=-";:::'" 1 

:~l 
: :c:r: : L ___ ",::;.._= ___ J 

Thr .. Clrcuil 

T". L I WID 

INB-I06 4~ x 9 x 3 
INB-I07 4~ x 9x 3 
INB-IOS 6 x 12 x 4 
INB-lI9 6 x 121 4 
INB-124 16 x 12 x 4 
INB-127 16 x 12 x 4 

Net 
Price 

25.81 
30.31 
59.56 
75.77 

186.04 
330.07 

tWhen ptesent stocks ate depleted these units will be subject to factory delivery cycle. 

Net 
Price 

3.60 
4.50 
6.00 

3.89 
3.89 
4.08 
4.50 
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INTERFERENCE FILTERS 

tYPE IN-23_ Especially used for neon sign fixtures. Con­
venient mounting bracket. One filter for each fixture. Flex­
ible leads. Also used on small motors. Size: 1 x 2Y. inches. 

Net Price .63 

TYPE IN-27. Simple, inexpensive, plug-in unit where In­
terference is slight. Size: 1% x 1Y. Inches. 

Net Price .90 

TYPE IN-28. For use where ground Is at considerable 
distance. Most efficient when mounted on appliance. 
Sracket supplied. Size: 1% x '2 inches. 

Net Price 1.20 

TYPE IN-29. Effective plug-In unit for local nOise sources 
of variable character but strong Intensity. Especially 
suited for shavers and other vibrating devices. Sizes: 
1 % x 3 Inches. 

Net Price 1.08 

TYPE IN-30. Similar to IN-29 but with greater inductance 
to handle more severe noise Interference. Size: 1% x 3 
inches. 

Net Price 1.50 

TYPE IN-31. Bracket mounted unit with high inductance. 
Size: 1% x 3 Inches. 

Net Price 1.80 

TYPE IN-42. Heavy duty unit for serious Interference from 
power transmission lines; etc. Plugs Into outlet. Appliance 
or radio plugs Into receptacle In filter. Mounting ring 
provided. Rating: 110/220V AC; 6 amps.. Size: 2lh inch 
dla. x 3314 inch. 

Net Price 4.50 

TYPE IN-lOS: Low-Impedance delta connected capacitor 
for fluorescent light fixture In bathtub case size 1314" x 1" 
x %" high. 

Net Price 1.05 

TYPE IN-106. Best filter for fluorescents. Balanced net­
work. Especially suited for radio and television salesrooms. 
One unit per fixture in series where power leads enter. 
Metal container with four stranded wire leads. Rating: 
125V AC or DC; 2.6 amps. Size: His" x 3" x 1%" high. 

Net Price 2.28 

INTERFERENCE ANALYZER 

TYPE 
ANL-37 

'ihe Aerovox Filter Selector eliminates the guess work In 
determining the proper filter to use. Plugs between inter­
fering device and outl&t. Adjust selector switch until nQise 
Is eliminated or minimized. Dial then indicates type filter 
(lN27 thru IN42) to be used. 

Unit in handsome, sturdy metal cabinet. Compartment con­
tains necessary attachment plugs and clips. Size: 5'12 x 
5'12 X 8 inches. 

Net Price 17.50 

SECTION 1500 

FIL 'fERS (Cont'd) 

tUHF-INTERFERENCE FILTERS 
These latest filter units provide maximum attenuation 
from 150 KC well up into the UHF range. And they are 
extra-rugged, extra-compact, extra-efficient,. by any 
comparison with previous filters. 

Primary applications are In r.f. noise suppression work 
in military or commercial aircraft and for vehicular low­
voltage DC applications. Also, for special applications 
such as battery or low-voltage DC filters1 for shield room 
applications, and for critical equipment. 

Available in seven standard types meeting a wide variety 
of applications. For extraordinary requirements, special 

filters can be developed and built to your order. 

Type Amps VDC Lx W x H 
Net 

Price 

IN 148 
IN 150 
IN 151 
IN 152 
IN 153 
IN 156 
IN 154 

6.60. 2.0 150 
3.0 150 
5.0 150 

10.0 150 
25.0 150 
40.0 150 

100.0 150 

1%" x 1" x Ya" 
11"6" x I" x 1" 
l';K," x 1X" x 1" 
2){," x 1X" x 1" 
2/1 x 2" X 1~6" , 
5){." x 1'%," x IX." 
3X." x 2Y." x 2Ya" 

11.25 
8.40 

14.67 
8.31 

32.67 
48.60 

tBUILT·IN FILTERS 
High attenuaton type, hermetically sealed units for use where severe Interference 
is encountered and dependability is reouired. For permanently mounted applications. 
Aerovox special "PI type" construction insures efficient radio noise reduction 
over low frequency broadcast shortwave, and television bands. 'Sultable for 
Army-Navy or aircraft equipment where immersion and severe humidity tests must 
be met. 
For single wire unbalanced applications. For two filtering use one filter In each 
line. Filter case must be securely bonded to the filter appliance and ground for 
maximum efficiency. These filters when used on high voltage AC should be used 
only on permanently grounded equipment. 

Maximum Maximum Net 
Type Voltage Amperes Lx W x H Price 

• 

IN 110 250 VAC 5 2/1 x 2" XI" 
IN 111 250 VAC 10 2" x 2" X 1114" 
IN 112 250 VAC 30 3\1/' x 21A1" x 2'%" 

SCREEN ROOM FILTERS 
Screen room filters comply wlth rigid specifica­
tions set up by the designers of the most advanced 
type screen rooms. Ail have attenuation equal to 
or exceeding that of the screen rOOI11. Easy mount­
Ing arrangements plus high attenuation assure 
you of the finest eouipment specially designed 
for screen room use. These filters are hermetically 
sealed and terminals at both ends are shielded 
using knock-outs for 314" and 1" conduit. 
1'14" diameter mounting hole on all cases is count­
ersunk to permit flush mounting of the filter on the 
screen room. 

4.50 
7.50 

13.20 

Curro Clr- Size Net 
Part No. (Amps.) cuits CPS Attenuation vs. Frequency LxwxD Price 

'S-1076-1 50 1 0-60 100 db from 14 kc to 1000 mc 20" x 3%" x 3%" 95.00 
·5-1076-2 50 2 0-60 100 db from 14 kc to 1000 mc 20" x n%" x 3%" 190.00 
'5-1076-3 50 3 0-60 100 db from 14 kc to 1000 me 2Q'I8" x 107/8" X 3'\1." 285.00 
5-1142-1 30 1 0-400 100 db from 150 ke to 1000 mc 10lAl" x 27,1s" x 2~." 36.50 
8-1142-2 30 2 0-400 100 db from 150 kc to 1000 mc 10lAl" x 4%" x 2~'" 48.50 
S-1142-3 30 3 0-400 100 db from 150 kc to 1000 me 10'18" x 7" x 2~." 62.50 
S-1302-1 100 1 ()'60 100 db from 200 kc to 1000 mc 14" x 4%" x 4%" 70.00 

'S-1303-1 60 1 HOOO 100 db from 100 kc to 1000 mc 20"' x 3%" x 3%" 100.00 
8-1304-1 80 1 0-60 100 db from 14 ke to 1000 mc 22" x 4%" x 4%" 105.00 
S-1305-1 100 1 HOOO 100 db from 100 kc to 1000 mc 22" x 4%" x 4%" 120.00 
S-1361-1 100 1 0-60 100 db from 14 kc to 1000 mc 22" x 4%" x 4%" 130.00 
5-1432-1 100 1 0-60 100 db from 100 kc to 1000 me 22" x 4%" x 4%" 95.00 
8-1455-1 100 1 0-60 100 db from 150 ke to 1000 me 22" x 4%" x 4%" 90.00 

Overall L. Overall D. 
S-1468-A 50 0-1000 >60 db/1000 mc to 10000 me 10314" '%" 70.00 
5-1468-B 100 0-1000 >60 db/lOOO mc to 10000 mc 10314" 7,18" 80.00 

*250VAC/DC. All others 500VAC/DC. 

tWhen present stocks are depleted these units will be subject to factory delivery cycle. 
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TYPE JP20t 

High Voltage 
Transmitter 
Capacitors 

Capacity Mid. 6000 VDCW Net Price 

.5 
1.0 
1.5 
2.0 11x 8x4 150.00 
4.0 11 x 12 x 4 183.00 
5.0 11 x 12 x 4 207.00 
6.0 13 x 12 x 4 234.00 

10.0 13 x 12 x 6 291.00 

1500 VDCW 

11x 8x4 
11x 8x4 

11x 8x4 
13 x 12 x 4 

13 x 12 x 6 

SECTION 1500 

PAPER OIL 

High quality oil capacitors for, communications, electronic and general DC applications in industrial 
equipment. Single or paralle grouped from 6000 to 50,000 VDCW. Heavy duty, highest quality 
precision construction thruout. Aerovox Hyvol impregnated. Hermetically sealed for long life under 
exacting operating conditions. Single units rated at 30 KV or less normally supplied with capacitor 
element insulated from ground. Units built to order. Submit full application information when 
ordering. 

SIZE' HEIGHT x WIDTH x DEPTH 

Net Price 10,000 VDCW Net Price 12,500 VDCW Net,Price 

66.00 11x 8x4 183.00 
108.00 11x 8x4 216.00 11 x 12 x 4 234.00 

165.00 11 x 12 x 4 276.00 13 x 12 x 6 291.00 
249.00 13 x 12 x 6 336.00 

13 x 12 x 6 369.00 15 x 12 x 9Y, 552.00 
300.00 

15,000 VDCW Net Price 20,000 VDCW Net Price 25,000 VDCW Net Price 31,500 VDCW Net Price 50,000 VDCW Net Price 

.1 

.2 

.25 llx 8x4 

.5 
1.0 
1.5 
2.0 
3.0 
4.0 

11 x 12 x 4 
13 x 12 x 4 

15 x 12 x 9Y, 
15 x 12 x 9Y, 

For high·speedflash photog 
raphy, Ilash signaling 
equipment, pulsing and 
other energy storage uses 

TYPE JP'12t 
Vertical-Mounting 
Oil-Impregnated 

Oil-Filled 

13 x 13Y, x 4 13 x 13Y, x 4 
11 x 12 x 4 216.00 13 x 13Y, x 6 15 x 13Y, x 8Y, 

174.00 11 x 8'!< 4 207.00 11 x 12 x 4 291.00 15x13Y,x8Y" 15 x 15Y, x 15 
207.00 11 x 12 x 4 267.00 11x12x6 318.00 15x13Y,x15 
291.00 13 x 12 x 6 360.00 15 x 12 x 9Y" 474.00 

15 x 12 x 9Y" 483.00 
384.00 15 x 12 x 911, 576.00 
525.00 P'r.ices on request Prices on request 

15 x 14 x 16 1011.00 

TYPE PX-Energy Storage Capacitors 

VDC Peak Nominal Cap. Mid. Type No. 

22.5 Walt Seconds 
1500 20 PXIODI 

50.0 Walt Seconds 
2000 28 PXI4D3 

75.0 Walt Seconds 
2500 24 PXI4D2 
3000 16 PX18DI 

100.0 Walt Seconds 
2500 30 PX15DI 
4000 12.5 PX20DI 

Size: Depth x Width x Height 
PXI0DI 2Y,' x 3% ' x 4% ' 
PXI5Dl 4~.' x 3% • x 6Y" • 
ALL OTHERS 4~.· x 3% • x 4%' 

High-voltage, inverted or vertical, immersion·proof unit suitable for such hlgh·voltage circuit applications as 
in television, cathode-ray tube power supplies, high·voltagil rectifiers, or as a high-voltage by-pass ·capacitor. 

Cap. Mid. Hght. x Dia. 
Net Cap. Mid. Hght. x Dia. Net Cap. Mid. Haht. I DII. Net 

Price Price Price 

2000 VDCW 4000 VDCW 1500 VDCW 
. 1.0 3% x 2\'4 9.20 .05 2% x 2\'4 13.80 .01 3\'4 x 2\'4 13.80 

2.0 5\'4 x 2\'4 15.59 .1 3% x 2\'4 15.20 .02 3~ x 2~ 15.20 
.25 5\'4 x 2\'4 16.55 .03 3% x 2~ 16.55 

- 3000 VDCW .05 4\4 x 2\4 18.40 

.05 2\4 x 2\4 10.60 6000 VDCW .1 4% x 2\4 22.94 

.1 2~ x 2\'4 11.50 03 2% x 2\4 14.70 

.25 3\4 x 2\'4 13.80 .05 3% x 2\4 16.55 

.5 3* x 2\4 16.55 .1 4% x 2\'4 18.40 

1.0 5\4 x 2\'4 22.04 

Net Price 

9.00 

13.20 

13.20 
15.00 

22.20 
14.40 

I 

Delivery on items listed on this page are subject to availability of raw materials and manufacturing cycles. 

tWhen present stocks are depleted these units will be subject to factory delivery cycle. 
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CAP. 

.5 
1.0 
2.0 
3.0 
4.0 
5.0 
•. 0 
8.0 

10.0 
It..0 
lS.0 

.1 

.25 

.5 
l.0 
2.0 
3.0 
4.0 
5.0 
6.0 
8.0 

SECTION 1500 

INDUSTRIAL SECTION - STANDARD TYPES 

TYPE JP09 PAPER CAPACITORS 

Immersion·proof units in sturdy. rectangular metal cans. High·voltage. screw·type. 
pillar terminals filted with soldering lugs. Use of HYVOL allows exceptionally compact 
size lor capacity. working voltage and safety factor. Intended for heavy·duty. continuous 
service in transmitters. amplifiers. etc. Operating temperature -55 to +85OC. 

Standard tolerance +20 -10%. Other tolerance on request. 

Type MB bracket is supplied unless otherwise specified except on units with base 
sizes 3% 'x 3li1,' and 3%' x 4~' where Type MS bracket is supplied. MSB bracket is 
available for all sizes on ·request. 

JP09 JP09MSB JP09MS JPOIMB 

Net Nit Net 
SIZE Prlce* CAP. SIZE Price* CAP. SIZE Price* CAP. SIZE 

100 V 10.0 13,4. x 3~ X H'4 7.94 4.0 2114 X 3~ x 3~ 7.90 .25 2114 x 3~ X 2¥4 
1'4. x 1'~. x 2114 2.41 12.0 2114 x 3~ X 3¥a 8.71 5.0 2114 x 3~ X 4¥4 8.99 .5 2114 x 3¥4 X 3¥a 
1'~, x 1'~. X 2114 2.57 15.0 2% x 3~ x4~ 10.47 6.0 3~. x 3¥4 x 4% 10.09 1.0 2114 X 3~ x SIAl 
HI. x 11~. x 27/a 3.12 8.0 3~. x 3;'4 X 4¥4 11.77 2.0 3~ x 4~. x SIAl 
ItA, x 1'~. x 37/8 3.69 1500 V 10.0 3¥4 X 4~. x4~ 13.77 4.0 3¥4 x 4~. x81Az 
1~. x 21Az x 3% 4.25 .5 ItA, x 1'~. x 2~ 3.12 12.0 3¥4 x 4~. x 5% 16.01 
1'~. x 1'~. X 4¥4 4.63 1.0 ItA. x 1'~. x 37/a 3.34 15.0 3~ x 4~. x 6% 19.36 5000 V 

1~. x 2% x 4~ 5.00 2.0 1~. x 2% X 4114. 4.27 .1 2114 x 3¥4 X 2% 
1114 X 3¥4 X 3~ 6.16 3.0 1~. x 2% X 4¥4 5.24 2500 V .25 2114 x 3~ x 3~ 
1114 X 3¥4 X 4~ 6.63 4.0 1114 x 3¥4 X 4~ 6.21 .5 1~. x 21Az x 31Az 5.43 .5 2114 x 3~ x 41Az 
1% x 3~ X4¥4 7.47 5.0 1~ X 3¥4 x4~ 7.07 1.0 1¥4 x 3~ X 3114 6.45 1.0 3¥4 X 4%.x4% 
1~ x.3~ X4¥4 8.70 6.0 1~ x 3¥4 X 4¥4 7.94 2.0 1~ x 3¥4 x4~ 8.63 2.0 3¥4X 4~.x6 

8.0 2% x 3¥4 x 4¥4 9.92 4.0 3¥4 x 4~. x 4 12.73 
1000 V 10.0 3~. X 3¥4 X 4¥4 11.44 10.0 3¥4 X 4~. x 6% 24.51 8000 V 

ItA. x 1'~. x 1% 2.15 12.0 3~. x 3~ x4~ 13.17 .1 2114 x 3~ x 3% 
ItA. x 1'~. X 2114 2.50 15.0 3¥4 x4~. x4~ 15.79 3000 V .25 2114 x 3¥4 X 41Az 
ItA. x 1'~. x 2114 2.56 .1 1~.x 2IAzx2 6.95 1.0 3¥4 x 4%. x 7% 
ItA. x 1'~. x 2114 2.79 2000 V .25 1~. x 2112 X 2% 7.39 
ItA. x 1'~. X 37/s . 3.53 .1 ItA. x 1'~. x 211a 3.63 .5 1~. x 2% X 37/a 8.09 7500 V 
1~. x 21Az x 3% 4.16 .25 ItA. x 1'~. x 211a 3.81 1.0 2114 x 3¥4 X 3~ 9.56 .1 21/4 x 3~ x 37/a 
1~. x 2% x 4~ 4.79 .5 1tA.lc 1'~. x 2¥s 4.06 2.0 3~. x 3¥4 x 411a 12.45 .25 3¥4 x 4%.x3~ 
1114 x 3¥4 x 37/a 5.34 1.0 1~. x 2% x 3% 4.58 4.0 3¥4 x 4~. X 4¥4 17.62 .5 3~ x 4~. x 51A1 
1114 x 3¥4 X 4~ 5.89 2.0 1114 x 3~ X 4114 5.70 
1114 x 3~ X 4¥4 6.91 3.0 1114 x 3~ X 4¥4' 6.80 4000 V 

.1 2114 x 3~ X 2¥4 7.23 

*Request O.E.M. prices in the fallowing quantities: 10 to 24, 25 to 49, 50 to 99, 'Add'i. for Brkts. 

TYPE JP10 600VDCW Net '1000VDCW Net 1500 VDCW 
CAPACITY SIZE Prlc,* SIZE Price* SIZE 

Cylindrical hermetically sealed can with screwbase 
molded cover for vertical mounting. These units are Hyvol 

.5 l%x 2% impregnated and filled for long life and safe operation at 
temperatures from -55 to +85OC: 

Standtlrd units have two terminals. case floating. 
1.0 1% X 2¥s 3.82 llAz x 3¥a 

Standard tolerance +20 % - 10% . Other t91erances 2.0 1% x 27/a 3.57 1% x 4% 4.53 
available on request. 4.0 llAz X 41Az 4.82 

*Request O.E.M. prices in the followin.g quantities: 10 to 99 

TYPE JP16M and JP16MCT 400 VDCW 600 VDCW 1000 VDCW 600 VDCW 
Small corrosion and immersion· 
proof unit for severe atmospheric 
and climatic conditions. JP16MCT 
is standard; JPI6M is available in 
400 and 600 volts. Operating tem­
perature -55 to +85°C. Dual units 
have two terminals. case grounded. 
Standard tolerance +20 -10%. 
CP06S .and CP06F brackets avail· 
able for JPI6M.Base Size I~ x ,!tl.. 

liNGLE 
'CAPACITY 

.05 

.1 

.25 

.5 
1.0 

HEIGHT 
IP416M. 

JP416MCT 

~~ 
1~ 
2 

Net 
HEIGHT 

Prlc,* IP616M. 
JP61&MCT 

1.80 
1!tl. 
1% 

1.87 1% 
1.91 2 
2.16 2% 

HEIGHT 
DUAL 

HEIGHT 
Nat Net CAPACITY 

Prlca* JP1016MCT prlc,* JP616M 
JP616MCT 

1.76 1% 1.83 2x .05 1% 
,1.85 1% 1.89 2 x.l 1% 
1.91 

~* 1.94 2x.25 ? 
1.96 2.13 2 x.5 m 
2.20 

Net 
Pric,* 

7.85 
9.04 

11.34 
12.55 
17.62 

7.44 
8.22 
9.81 

13.55 
20.50 

10.76 
13.16 
19.49 

13.45 
14.17 
15.99 

Net 
Price 

3.77 

4.12 

Net 
Prlc,* 

2.06 
2.13 
2.30 
2.64 

Prices shown are for type JPI6MCT. For prices on JP16M deduct .07 ea. 

r-----------------~------------------------------~ *Request O.E.M. prices In the following quantities: 10 to 24, 25 to 49, 50 to 99, 100 to 499 
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400 VDCW 600 VDCW 
JP418MCa J P618MCa 

Capacily 
Net Net 

SECTION 1500 

INDUSTRIAL SECTION-STANDARD TYPES (Continued) 

TYPE JP18MCB 
Similar to JPI6M In construction and electrical characteristics. Because of the difference In the base size type JPI8MCB 

can be supplied with·three ierminals. Dual units are case floating. triples are case grounded. The size difference also makes 
these units suitable for use in assemblies where JPI6M's do not fit. Operating lemperature range -55 to +8SoC. Standard 
tolerance +20 -10,%. 

1000 VDCW 400 VDCW 600 VDCW 1000 VDCW 400 VDCW 600 VDCW 1000 VDCW 
JPI018MCB J P418 MCa 

Capacily 
JP618MCa JPI018MCB 

Capacily 
JP418MCa JP618MCa JPI018MCB 

Net Net Net Net I Net Net Net 
Hei,hl Prlc~ Haiahl Price* Heiahl Prlce* Helahl Price* H ei I hi Prlc~ Heiaht Price* Halahl Price* Hallhl Price* Haiahl Price* 

.01 1\01, 2.02 2 x .01 JlA, 2.46 3 x .01 1\016 2.94 

.02 1\016 2.06 2 x .02 I'A, 2.49 3 x .02 1'A6 3.05 

.05 1 2.02 1\01, 2.07 1\01, 2.11 2 x .05 I 2.47 1\01, 2.52 1\1 2.58 3 x .05 I~ 2.97 Hi 3.04 1\1 3.09 

.1 1 2.09 I'A, 2.14 l\oi 2.18 2 x.1 I~ 2.54 1\1 2.59 2 2.68 3x.1 IV. 3.04 1\1 3.11 2\1 3.21 

.25 I~ 2.17 1\1 2.21 2 2.25 2 x .25 1\1 2.72 2 2.78 2% 2.85 3 x .25 2 3.27 2% 3.33 

.5 1\1 2.24 2 2.29 2\1 2.44 2 x.5 21/4 2.98 2% 3.05 
1.0 2 2.48 2% 2.53 BASE SIZE 1% x ~, 

*Request O.E.M. prices in the following quantities: 10 to 24. 25 to 49, 50 to 99, 100 to' 499 

Capacily 

.05 

.1 

.25 
:5 
.75 

1.0 
2.0 

TYPE JP30M 
Bathtub Case 

400 VDCW 
J P430 M 

Net 
.Size Price* 

B{ x I x % 1.65 
1% x I x % 1.72 
1% xI x % 1.82 
1% xl x M. 1.97 
2\o1,x 1~ x Yo 2.13 
2 x 1% x M. 2.29 
2 x2 xl~ 2.97 

600 VDCW 
J P630 M 

Net 
Size Price* 

1% xl x % 1.73 
1% xl x % 178 
1% xl x ,~, 1.85 
1% xl xl 1.98 
2'A6 x 1~ x Yo- 2.14 
2 x.l% xl 2.30 
2 x2 xl~, 3.06 

High·quallty bypass capacitors furnished In drawn metal bathtub cases, hermetically 
sealed. These unlls are Ijyvol M Impregnated for operation at temperatures from 
-55 to +85;C. They are especially recommended for applications where high 
reliability and· superior performance are required. Typical applications for these 
rugged units would Include marine, aircraft and tropical climates. Standard 
tolerance +20% -10%. 

1000 VDCW 400 VDCW 600 VDCW 1000 VDCW 
J PI030 M 

Capacily 
J P430 M J P630 M J PI030 M 

Net Net Net Net 
Size Price* Sin Prlce* Sin Price* Size Price* 

1% xl x % 1.80 2 x .05 1% xl x % 2.29 1% xl x % 2 .. 37 1% x I x % 2.47 
1% xl x % 1.89 2 x .1 1% xl x % 2.37 1.% xl x % 2.44 1% xl x M. 2.51 
1% x 1 x Yo 1.93 2 x .25 1% xl x I~ 2.42 1% x I xl 2.51 2 x 1% x M. 2.76 
2 x 1% x Yo 2.06 2 x.S 2 x 1% x Yo 2.77 2 x 1% x Yo 2.82 2 x2 xl~ 3.57 
2 x 1% x Yo 2.44 2 x 1.0 2 x 2 x I~ 3.42 2 x 2 X 1~6 3.44 
2 x2 x 1~ 2.82 3 x .05 1% xl x % 2.66 1% xl x 1~6 2.71 1% x 1 x I~ 2.81 

3 x.l 1% x 1 x "A6 2.75 1% x 1 x'~ 2.78 2 x 1% x Yo 3.09 
3 x .25 2 x 1% x Yo 3.01 2 x 1% x Yo 3.09 2 x2 x I~ 3.85 
3 x.5 2 x2 x I 3.71 2 x2 x I~ 3.81 

*Request O.E.M. prices in the following quantities: 10 to 24, 25 to 49, 50 to 99, 100 to 499 • Also available with top terminals, size 2 x 1% x Yo, Type JP30MT. 

Voltaa' 
400V 
400V 
400V 
400V 
400V 
400V 
600V 
600V 
600V 
600V 
600V 
SOOV 
600V 
60DV 

1000V 

TYPE JP89M Immersion·proof, oll·lmpregnated, 011· filled units In hermetically sealed metal tubes. Ideal for coupling and bypass 
functions In transmitters, hll\h·voltage applications and for use In test equipment. Case is Insulated, not connected to 
the .capacltor section. standard units are supplied with cardboard Insulating sleeve and radial mounting bracket (Type 
P89M). All sizes shown are can sizes. For size over Insulating sleeve add X." to diameter and ~." to lengti1. 

Available In the following style. variations: 
JP89M -with cardboard Insulating sleeve, radial mtg. bracket. JP89MX -without mounting bracket but with card· 
JP89MA -with cardboard .Insulatlng sleeve and tangential board insulating sleeve. 

mounting bracket. JP89MXP-without mounting bracket but with plastlo 
JP89MAP-with plastiC insulating sleeve and tangential mtg. Insulating sleeve. 

JP89MAY-~~~~~~' insulating sleeve but with tangential mount. JP89MXY-without insulating sleeve or mtg. bracket. 
. Ing bracket.· JP89MY -without insulating sleeve but with radial 

JP89MP -with plastiC Insulating sleeve, radial mtg. bracket. mounting bracket. 

Net Net 
CapacltJ Can .Slzl Price* Volta" Capacity Can Size Price* Voltaia· Capacity CanSiu 

.01 %xl~ .82 lOOOV .03 ~,x i~, .93 2S00V .02 % x 2 

.02 *~I~ .83 looOV .05 ~x 10/,. .98 2500V .03 % x2~ 

.05 \1 x 1~6 .90 1000V .1 " 6J(!'~6 1.05 2S00V .05 M. x 2\1 

.1 % x 1''A6 .97 1000V .25 Yo x 2~, 1.33 2500V .I Ix3 

.25 '~x2!-i6 1.22 2OO0V .001 % xl% 1.38 3000V .005 li x 1% 
.5 lx2\o1, 1.57 2000V .005 % x 1% 1.42 3000V .01 M. x 1% 
.001 % x 1~6 .81 2000V .01 % x 1% 1.43 3000V .02 M. x 2 
.005 %xl~ .81 2000V .015 % x 1% 1.43 3OO0V .03 lx2% 
.01 ~XI~' .82 2000V .02 % x II'. 1.45 3OO0V .05 1x2~ 
.02 x 1116 .83 2000V .03 % x 1M. 1.47 3000V .I 1% x2% 
.05 9M x 1116 .90 2OO0V .04 % x2~ 1.48 4000V .05 1% x3~ 
.1 *' x 1~' .97 2000V .05 Yo x 2% 1.52 4000V .1 1% x4% 
.25 ~'X2 " 1.22 2000V .1' I x 2\1 1.62 6000V .005 Ix~\1 
.5 I 'x 2% 1.57 2500V .005 % x 1% 1.48 6000V .01 I x 3~ 
.or 'x I~, .90 2500V .01 % x 1% 1.50 6000V .05 1% x 5 

ALL TYPES ON THIS PAGE AVAILABLE IN CLOSER TOLERANCE ON SPECIAL ORDER 

*Request O.E.JiII.prlces iii the following quantities: 25 to 49,50 to 99, 100 to 499 

Net 
Prlc~ 

1.52 
1.53 
1.58 
1.68 
1.53 
1.55 
1.57 
1.58 
1.63 
1.73 
2.28 
2.43 
2.48 
2'.52 
2.65 
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Capacity 

.001 

.0015 

.0022 

. 0033 

.0047 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

.47 

.68 
1.0 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

.022 
,033 

.047 

.068 

.I 

.15 

.22 

.J3 

.47 

.68 
1.0 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

.022 

SECTION 1500 

INDUSTRIAL SECTION-. STANDARD TYPES (Continued) 
PAPER SUB-MINIATURES 

T~bular, metal-cased capacitors, hermetically s~al.ed with glass t~rminal end seals. Miniaturized, conventional, foil·paper construction. Espe. 
clally developed to meet high temperature and minimum space requirements of present day electronic equipment. Designed for rugged long life 
operation, these units are preferred for many of those applications where reliability is a factor. Impregnated with Hyvol "S" a special high. 
temperature·operatlng! stable, liquid imp regnant for .operation at elevated. temperature. These units are capable of withstanding a ~oltage 
breakdown test of twice rated voltage between terminals or between terminals and case, for a one·minute period. Ambient temperature shall 
be plus 25°C. plus or minus lOoC. during this test. Power factor will be less than 1% when measured or referred to a fre"uency of 1000 
cycles per second at 25°C. Type P323S and P323SX are rigidly processed to assure operation over the temperature range "of -65°C. to 
+125°C. The capacitor sections on types P323S utilize an inserted tab construction tn obtain minimum size. Type P323SX utilizes extended 
foil construction for those applications where operation is re,uired at very low AC voltages. 
For equivalent types rated -65°C. to + 100°C. in the same case size as shown order on P123S, SX, etc. and request prices. 

P3Z3S Net P3Z3S P Net P323S X ~et P323S X P ~et Capacity pms ~et P323S P Net P3Z3S X ~et P323SXP ~et 
Price* Price* Prlce* Pflce*. Pflce* Pric~ Prlce* Prlc~ 

100 Volts 300 Volts (cont.) 

.175 X % 1.92 .237 x I~ 1.99 .175 x % 2.00 .237 x'}, • 2.06 .033 .312 x Va 2.17 .374 x ,~ • 2.23 .400 x V. 2.31 .462 x ,~. 2.38 

.175 X % 1.92 .237 x ''A. 1.99 .175 x % 2.00 .237 x '1\. 2.06 .047 .312 x Va 2.20 .374 x ,~. 2.27 .400 X V. 2.33 .462 x ,~. 2.40 

.175 X % 1.92 .237 X I'A. 1.99 .175 X % 2.00 .237 x '1\ • 2.06 .068 .400 X V. 2.25 .462 X ,~ • 2.31 .400 X 1 M. 2.36 .462 x I'A. 2.42 

.175 X % 1.94 .237 XI~ 2.00 .175 x% 2.02 .237 X ''A • 2.09 .1 .400 X 1M. 2.28 .462 X 13,1 • 2.33 .400 X 1% 2.42 .462 x.l~ 2.49 

.175 x" 1.94 .237 XI~ 2.00 .I75.x % 2.02 .237 X ''A • 2.09 .15 .400 X 1% 2.36 .462 X I~ 2.42 .562 X 1M. 2.63 .624 x I'A. 2.71 

.I75x" 1.94 .237xl~ 2.00 .195 x *' 2.02 .257 x,~ 2.09 .22 .562 X 1M. 2.55 .624 X I'A. 2.63 .562 x 1M. 2.78 .624 x 11']. 2.86 

.175 x" 1.96 .237 X I'A. 2.02 . 235 X % 2.08 .297 x ''A • 2.14 .33 .562 X 1% 2.70 .624x 11']. 2.78 .562 X I Yo 2.92 .624 x I'~ 3.00 

.175 X % 1.96 .237 X I'A. 2.02 . 235 X % 2.10 .297 x ''A • 2.16 .47 .562 x I V. 2.82 .624 X II~ 2.90 .670 X I Yo 3.22 .732 x I'~ 3.30 

.195 X *' 1.98 .257 X l'A. 2.04 • 312 X V. 2.17 .374 x ,~ • 2.23 .68' .670 X I V. 3.12 .732 X II~. 3.20 .750 X 2Ya 3.35 .812 x 2'A. 3.45 

.235x % 2 .. 00 .297xl~ 2.07 . 312 x V. 2.18. .374 x I~ • 2.25 1.0 .750 X 2M. 3.37 .812 X 2'A. 3.47 1.000 X 2M. 3.60 1.062 x 2'A, 3.70 

.312 X V. 2.09 • 374Xlm 2.16 .312 X V. 2.20 .374 x ,~ • 2.27 

.312 X V. 2.11 . 374x I • 2.18 .400 X V. 2.23 .462 X ,~ • 2.29 
400 Volts .312 X V. 2.15 .374x 1 2.21 .400 X V. 2.25 .462 x,~ 2.31 

.400 X Va 2.17 .462 x" 2.23 .400 x 1M. 2.30 .462 x 1% 2.36 

.400 X 1M. 2.21 • 462 X l'A. 2,28 .400 x 1% 2.39 .462 x 11'] • 2.46 .001 .235 X *' 2.07 .297 x ''A. 2.13 .235 x % 2.14 .297 x '1\. 2.21 

.400 X 1% 2.32 • 462 X I~. 2.38 .562 x 1M. .2.59 .624 x I'A • '2.67 .0015 .235 X *' 2.07 .297 X ''A. 2.13 .235 X l4 2.14 .297 x ''A. 2.21 
.0022 .235 X % 2.ll7 .297 X I~ 2.13 .235 X % 2.14 .297 x ''A • 2.21 

.562 X 1% 2.50 • 624 X I~ 2.59 . 562 X 1% \2.72 .624 x 11'] • 2.80 .0033 .235 X % 2.10 .297 X 1% 2.16 .235 x" 2.18 .297 x '% 2.24 

. 562 X 1% 2.65 .624 X 1~ 2.74 . .5~2 x I Yo 2.88 .624 x I'~ 2.97 .0047 .235 x % 2.10 . 297 X I'A. 2.16 .312 x V • 2.28 .374 x "A. 2.34 

.562 X I Ys 2.82 .624 X II~ 2.90 .670 X 1% 3.22 .732 x 1'\11, 3.30 
.0068 .235 x" 2.10 .297 x I~ 2.16 .312 X Va 2.28 .374 x ,~. 2.35 
.01 .235 X % 2.13 .297.x I~ 2.19 .312 x Va 2.30 .374 x ,~. 2.36 

200Vo!ts .015 .312 x Va 2.18 .374 x' 2.24 .312 X Va 2.30 .374 x ,~. 2.36 
.022 .312 X V. 2.19 .374 X I~ 2.26 .400 X Va 2.36 .462 x ,~. 2.42 
.033 .312 X Va 2.23 .374 X I~ 2.30 .400 X Va 2.38 .462 x ,~. 2.44 

.235 x % 1.99 .297 x,~ 2.06 .235 x % 2.07 .297 x,~ 2.14 
.400 X 1% 2.41 I .235 X % 1.99 .297 x,~ 2.06 .235 X % 2.07 .297 X '% 2.14 .047 .400 X Va 2.28 .462 X I~ 2.35 .462 x 1% 2.47 

. 235 X % 1.99 .297 X I'A, 2.06 .235 X % 2.07 .297 X ''A • 2.14 .068 .400 X 1M. 2,'32 .462 X I~, 2.38 .400 X 1% 2.48 .462 x Ilil. 2.54 

.235 X % 2.03 .297 X I~ 2.10 .235 X % 2.11 .297 Xl~ 2.17 .1 .400 X 1% 2.41 .462 X 11']. 2.47 .562 X 1% 2.63 .624 x I'A. 2.71 

.235 X % 2.03 .297 X I'A, 2.10 .235 X *' 2.11 .297 x,~ 2.17 .15 .562 X 1% 2.55 .624 x I'A. 2.64 .562 X 1% 2.78 .624 X 11'], 2.86 
.22 .562 X 1% 2.70 .624 x 11']. 2.78 .562 X 1% 2.91 .624 x 1'\11. 2.99 

.235 x % 2.03 .297 x,~ 2.10 .235 X l4 2.11 :m~:~' 2.17 

.235 x % 2.05 .297 X '% 2.12 .312 X V. 2.20 2.26 .33 .562 x I Va 2.84 .624 X II~, 2.92 .670xlYo 3.22 .732 x I' \II.' 3.30 

.23~ X % 2.05 .297 x '~. 2.12 .312 X V. 2.22 .374 X I~ 2.28 .47 .670 x IV. 3.12 .732 X II~. 3.20 .750 X 2% 3.39 .812 x 2'A • . 3.49 

.235 X % 2.05 .297 x'lol. 2.12 .312 X Va 2.24 .374 X I~. 2.31 .68 .750 x 2% 3.34 .812 X 2l-1. 3.44 .750 X 2% 3.53 .812 x 21']. ; 3.63 

.312 X V. 2.14 . 374 X I~. 2.20 .312 X V. 2.26 .374 X llol • 2.32 1.0 1.000 X IV. 3.761.062 X I'~. 3.86 1.000 x 2% 4.04 1.062 x 211A'4.14 

.312 X V. 2.18 .374 x I~. 2.24 .400 X V. 2.30 .462 X I~, 2.36 

.312 X V. 2.20 .374 X ,~. 2.27 .400 X Va 2.32 .462 X I~. 2.39 
600 Volts .400 X Va 2.22 .462 x I~ 2.28 .400 X 1% 2.33 .462 X 1% 2.40 

.400 x 1 % 2.26 .462 X 11\. 2.32 .400 X 1% 2.46 .462 X I ~ 2.52 

.400 X 1% 2.38 .462 X 11']. 2.45 .562 X 1% ~.63 .624x I~ 2.71 .001 .235 X % 2.08 .297 X ''A, 2.15 .235 X % 2.17 .29-1 x ''A. 2.23 

.562 X 1% 2.55 .624 X I~ 2.63 .562 X 1%2.78 .624 x I~. 2.!\6 .0015 .235 x % 2.08 .297 x '% 2.15 .235 x % 2.17 .297 x '% 2.23 

.562 X 1% 2.70 .624 X 11']. 2.78 .562 X 1% 2.95 .624 X 11\11. 3.04 .0022 . 235 X % 2.08 .297 x ''A • 2.15 .235 X % 2.17 .297 x,~ 2.23 

.562 x IV. 2.86 .624 x I'~ 2.95 .670 x 1% 3.20 .732 X IIJ.i6 3.28 .0033 . 235 x % 2.14 .297 x ''A • 2.20 .312 x V. 2.28 .374 x ,~. 2.34 

.670 x I Va 3.16 .732 x I'~. 3.24 .750 x 2% 3.36 .812 x 2~ 3.46 .0047 .235 X % 2.14 .297 x' '1\, 2.20 .312, x V. 2.28 .374 x "II. 2.35 

.0068 . 235 x" 2.14 .297 x ''A. 2.20 .312 x V. 2.30 .374 x ,~ • 2.36 

. 01 .312 X Va 2.18 .374 X ,~ • 2.24 .312 x V. 2.31 .374 X I~. 2.38 
300 Volts . 015 .312 x.% 2.21 .374 x ,~ • 2.27 .400 x Va 2.39 .462 x '+\. 2.45 

.022 . 312 X Va 2.24 ~374 x llol. 2.31 .400 x V. 2.41 .462 x ,~ • 2.47 

.033 .400 x Va 2.32 .462 X ,~. 2.38 .400 x 1% 2.42 .462 X I~ 2.49 
.235 X l4 2.03 .297 XI~ 2.09 .235 x" 2.10 .297 X I'A. 2.17 .047 • 400 X 1M. 2.34 .462 x I'A • .400 x 1% 2.52 .462 X 11']. 2.58 .235 X % 2.03 .297 x,~ 2.09 .235 X *' no .297 X I~ 2.17 2.40 
.235 X % 2.03 .297 X I~ 2.09 .235 X % 2.10 .297 X I'A. 2.17 .068 • 400 X 1% 2.44 .462 X I~ • 2.51 .562 X l'h 2.68 .624 X I'A. 2.76 
.235 X % 2.06 .297 XI~ 2.12 .235 X % 2.14 .297 x I'A. ,2.21 .1 .562 X 1M. 2.59 .624 X I'A. 2.68 .562 X 1% 2.77 .624 X I~. 2.86 
.235 X % 2.06 .297 X ''A. 2.12 .235 X % 2.14 .297 x,~ 2.21 .15 .562 X 1% 2.70 .624 X I~ 2.78 .562 X 1% 2.96 .624 x 11 \Ii. 3.04 

.22 .562 X I Va 2.88 .624 X l'~ 2.97 .670 x 1% 3.28 .732 x IIJ.i6 3.37 
.235 x % 2.06 .297 x ''A. 2.12 .312 x Va 2.14 .374 x ,~. 2.21 .33 . 670 x IV. 3.20 .732 x I'~ 3.?9 .750 x 2M. 3.46 .812 X 2'A • 3.56 .235 x l4 2.09 .297 x,~ 2.16 .312 x Va 2.24 .374 x,~ 2.30 
.235 x % 2.09 .297 x'~ 2.16 .312 X Va 2.26 .374 x ,~, 2.32 .47 .750 x 2% 3.40 .812 X 2~ 3.50 .750 X 2% 3.59 .812 X 2J11& 3.69 
.312 x Va 2.15 .374 x' • 2.22 .312 x V. 2.29 .374 x ''A, 2.35 .68 1.000 x IV. 3.58 1.062 X I'~ 3.69 1.000 x 2M. 3.91 1.062 X 2'A. 4.01 

1.0 1.000 x 2% 4.33 1.062 x 2~. 4.43 1.000 x 2% 4.48 1.062 X 2'\11. 4.58 

*Request O.E.M. prices in the following quantities: 10 to 24, 25 to 49, 50 to 99, 100 to 499 

Page 332 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 1500 

-@ f\41E! ;), INDUSTRIAL SECTION-STANDARD TYPES (Continued) 
p.Jl.!i iAO 

PAPER SUB-MINIATURES (Continued) 

Suffix Dascription SuHix Dascription Suffix Description 

G - One end grounded T - I nsulated with threaded neck mounting V - Insulated with side vertical bracket 
- Omit G, both ends insulated GE - Grounded with axial threaded stud GB - Grounded with tangential bracket 

GP - Grounded and plastic sleeve GR - Grounded with two radial threaded studs B-1 nsulated with tangential bracket 
P - I nsulated with plastic sleeve R - I nsulated with two radial threaded studs GL - Grounded with tab terminal 

GT - Grounded with threaded neck mounting GV - Grounded with side vertical bracket L - Insulated with tab terminal 
'Style variations and ratings listed below are standard. All others available on special order. 

Net Net Net Net Net Net Net Net 
Capacity P323S G Priee* P323S il P Priee* P323S X G Price* P323S X G P Priee* Capacity P323S G Prie" P323SGP Priee* P323SXG Priee* P323SXGP Prie" 

100 Volts 300 Volts (Cont.) 
.01 .235 x 'J1. 1.42 .297 x % 1.48 . 022 .312 x'M • 1.49 .374 x % 1.56 .312 x 'M. 1.63 .374 x % 1.69 
. 015 .235 x 'J1. 1.44 .297 x % 1.50 .033 .312 x'M • 1.51 .374 x % 1.57 .400 x'M. 1.65 .462 x % 1.72 
.022 .312 x 'M. 1.51 .374 x % 1.57 . 047 .312 x 'M • 1.54 .374 x % 1.61 .400 x 'M. 1.67 .462 x % 1.74 
.033 .235 x 'J1. 1.34 .297 x % 1.41 .312 x 'M. 1.52 .374 x % 1.59 
.047 .312 x 'M. 1.43 .374 x % 1.50 .312 x 'M. 1.54 .374 x % 1.61 

.068 .312 x 'M. 1.45 .374 x % 1.52 .400 x 'M. 1.57 .462 x % 400 Volts 

.1 .312 x 'M. 1.49 .374 x % 1.55 .400 x 'M. 1.59 .462 x % 1.65 

. 15 .400 x 'M • 1.51 .462 x % 1.57 .400 x 1J1. 1.64 .462 x lYe 1.70 . 001 .235 x 'J1 • 1.41 .297 x % 1.47 .235 x 'J1. 1:48 .297 x % 1.55 

. 22 .400 x 1J1 • 1.55 .462 x 1 Ye 1.62 .400 x 1~.1.73 .462 x 1% 1.80 . 0015 .235 x 'J1 • 1.41 .297 x % 1.47 .235 x 'J1. 1.48 .297 x % 1.55 

. 33 .400 x 1~ • 1.66 .462 x 1% 1.72 .562 x 1J1. 1.93 .624 x lYe 2.01 . 0022 .235 x 'J1 • 1.41 .. 297 x % 1.47 .235 x 'J1. 1.48 .297 x % 1.55 
. 0033 .235 x 'J1 • 1.44 .297 x'% 1.50 .235 x 'J1. 1.52 .297 x % 1.58 

.47 .562 x 1J1. 1.84 .624 x 1 Ye 1.93 .562 x 1~. 2.06 .624 x 1% 2.14 .0047 .235 x 'J1' 1.44 .297 x % 1.50 .312 x'M. 1.62 .374 x % 1.68 

.68 .562 x 1~6 1.99 .624 x 1% 2.08 .562 xl".. 2.22 .624 x 1% 2.31 
1.0 .562 x 11M. 2.16 .624 x 1% 2.24 .670 xl".. 2.56 .732 x 1% 2.64 . 0068 .235 x 'J1 • 1.44 . 297 x % 1.50 .312 x 'M • 1.62 .374 x % 1.69 

. 01 .235 x 'J1 • 1.47 .297 x % 1.53 .312 x'M. 1.64 .374 x % 1.70 

.015 .312 x'M. 1.52 .374 x % 1.58 .312 x 'M. 1.64 .374 x % 1.70 

. 022 .312 x 'M • 1.53 .374 x % 1.60 .400 x 'M. 1.70 .462 x % 1.76 
200 Volts .033 .312 x 'M. 1.57 .374 x % 1.64 .400 x 'M. 1.72 .462 x % 1.78 

.001 .235 x 'J1. .297 x % .235 x 'J1. .297 x % . 047 .400 x 'M • 1.62 .462 x % 1.69 .400 x 1J1. 1.75 .462 x lYe 1 .. 81 1.33 1.40 1.41 1.48 . 068 .400 x 1J1 • 1.66 .462 x 1 Ye 1.72 .400 x 1~. 1.82 .462 x 1% 1.88 . 0015 .235 x 'J1 • 1.33 .297 x % 1.40 .235 x 'J1. 1.41 .297 x % 1.48 .1 .400 x 1~. 1.75 .462 x 1% 1.81 .562 x 1J1. 1.97 .6:14 x lYe 2.05 . 0022 .235 x 'J1 • 1.33 .297 x % 1.40 .235 x 'J1. 1.41 .297 x % 1.48 . 15 .562 x 1J1 • 1.89 .624 x lYe 1.98 .562 x 1~. 2.12 .624 x 1% 2.20 . 0033 .235 x 'J1 • 1.37 .297 x % 1.44 .235 x 'J1. 1.45 .297 x % 1.51 . 22 .562 x 1~ • 2.04 .624 x 1% 2.12 .562 xl".. 2.25 .624 x 1% 2.33 . 0047 .235 x 'J1 • 1.37 .297x % 1.44 .235 x 'J1. 1.45 .297 x Y. 1.51 

. 0068 . 235 x 'J1 • .297 x % .235 x 'J1 • 
.33 .562 x I'M. 2.18 .624 x 1% 2.26 .670 xl".. 2.56 .732 x 1% 2.64 1.37 1.44 1.45 .297 x %' 1.51 .47 .670 x I'M • 2.46 .732 x 1% 2.54 750 x 2J1. 2.73 .812 x 2Ye 2.83 . 01 .235 x 'J1 • 1.39 .297x % 1.46 .312 x 'M. 1.54 .374 x % 1.60 .68 .750 x 2J1. 2.68 .812 x 2Ye 2.78 .750 x 2~. 2.87 .812 x 2% 2.97 . 015 .235 x 'J1. 1.39 .297 x % 1.46 .312 x 'M • 1.56 .374 x % 1.62 1.0 1.000 x 1'~. 3.10 1.062 x 1% 3.20 1.000 x 2".. 3.381.062 x 2% 3.48 . 022 .235 x 'J1 • 1.39 .297 x % 1.46 .312 x ,~. 1.58 .374 x % 1.65 

.033 .312 x'M. 1.48 .374 x % 1.54 .312 x 'M. 1.60 .374 x % 1.66 

.047 .312 x ,~. 1.52 . 374 x % 1.58 .400 x ,~ • 1.64 .462 x % 1.70 600 Volts .068 .312 x ,~. 1.54 .374 x % 1.61 .400 x '~. 1.66 .462 x % 1.73 

.1 .400 x 'M. 1.56 .462 x % 1.62 .400 x 1J1. 157 .462 x lYe 1.74 . 001 .235 x 'J1 • 1.42 .297 x % 1.49 .235 x 'J1. 1.51 .297 x % 1.57 

.15 .400 x 1J1' 1.60 .462 x 1 Ye 1.66 .400 x 1~. 1.80 .462 x 1% 1.86 . 0015 .235 x 'J1 • 1.42 .297 x % 1.49 .235 x 'J1. 1.51 .297 x % 1.57 

.22 .400 x 1~. 1.72 .462 x 1% 1.79 .562 x 1J1. 1.97 .624 x lYe 2.05 . 0022 .235 x 'J1 • 1.42 .297 x % 1.49 .235 x 'J1. 1.51 .297 x % 1.57 

.33 .562 x 1J1. 1.89 .624 x lYe 1.97 .562 x 1~. 2.12 .624 x 1% 2.20 . 0033 .235 x 'J1 • 1.48 .297 x % 1.54 .312 x'M. 1.62 .374 x % 1.68 

. 47 .562 x 1~ • 2.04 .624 x 1% 2.12 .562 x I".. 2.29 .624 x 1% 2.38 . 0047 .235 x 'J1 • 1.48 .297 x % 1.54 .312 x'M. 1.62 .374 x % 1.69 

.68 .562 x I'M. 2.20 .624 x 1% 2.29 .670 x I".. 2.54 .732 x 1% 2.62 . 0068 .235 x 'J1 • 1.48 .297 x % 1.54 .312 x 'M. 1.64 .374 x % 1.70 
1.0 .670 x I'M. 2.50 .732 x 1% 2.58 .750 x 2J1. 2.70 .812 x 2Ye 2.80 .01 .312 x 'M. 1.52 .374 x % 1.58 .312 x 'M. 1.65 .374 x % 1.72 

.015 .312 x 'M. 1.55 .374 x % 1.61 .400 x ,~. 1.73 .462 x % 1.79 

. 022 .312 x'M • 1.58 .374 x % 1.65 .400 x 'M. 1.75 .462 x % 1.81 

300 Volts .033 .400 x 'M. 1.66 .462 x % 1.72 .400 x 1J1. 1.76 .462 x lYe 1.83 

.235 x 'J1. .297 x % . 047 .400 x 1J1 • 1.68 . 462 x lYe 1.74 .400 x 1~ • 1.86 .462 x 1% 1.92 . 001 1.37 1.43 .235 x 'J1 • 1.44 .297 x % 1.51 . 068 .400 x 1~ • 1.78 .462 x 1 % 1.85 .562 x 1J1. 2.02 .624 x lYe 2.10 . 0015 .235 x 'J1. 1.37 .2'97 x % 1.43 .235 x 'J1 • 1.44 .297 x % 1.51 .1 .562 x 1J1. 1.93 .624 x lYe 2.02 .562 x 1~. 2.11 .624 x 1% 2.20 . 0022 .235 x 'J1. 1.37 .297 x % 1.43 .235 x 'J1 • 1.44 .297 x % 1.51 .15 .562 x 1~. 2.D4 .624 x 1% 2.12 .562 xl".. 2.30 .624 x 1% 2.38 . 0033 .235 x 'J1. 1.40 .297 x % 1.46 .235 x 'J1 • 148 .297 x % 1.55 . 22 .562 x I'M • 2.22 .624 x 1% 2.31 .670 xl".. 2 .62 .732 x 1% 2.71 . 0047 . 235 x 'J1 • 1.40 .297x % 1.46 .235 x 'J1 • 1.48 .297 x % 1.55 .33 .670 x I'M. 2.54 .732 x 1% 2.63 .750 x 2J1. 2.80 812 x 2Ye 2.90 
.0068 . 235 x 'J1. 1.40 .297 x % 1.46 .312 x 'M • 1.48 .374 x % 1.55 . 47 .750 x 2J1 • 2.74 .812 x 2Ye 2'.84 .750 x 2~. 2.93 .812 x 2% 3.03 
.01 . 235 x 'J1. 1.43 .297 x % 1.50 .312 x 'M • 1.58 .374 x % 1.64 . 68 1.000 x I'M • 2.92 1.062 x 1% 3.02 1.000 x 2)1. 3.251.062 x 2Ye 3.35 
. 015 .235 x 'J1. 1.43 .297 x % 1.50 .312 x 'M • 1.60 .374 x % 1.66 1.0 1.000 x 2~. 3.67 1.062 x 2% 3.77 1.000 x 2".. 3.821.062 x 2% 3.92 

*Request O.E.M. prices in the following quantities: 10 to 24,25 to 49, 50 to 99, 100 to 499 
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SECTION 1500 

INDUSTRIAL SECTION - STANDARD TYPES (Continued) 

METALLIZED-PAPER CAPACITORS 
TYPE P8292ZN 
Plastic-Cased, 

Metallized-Paper 
Tubulars 

Featuring an exclusive "polycap" plastic-case construc­
tion, these capacitors offer outstanding resi.tance to hu­
midity and improved Insulation resistance. The high tem­
perature Impregnant permits operation over the tempera­
ture range of -30°C to +100oC at working voltage. Dis­
tinctive black cases are completelY free of any wax coat­
ing to facilitate handling problems in automatic insertion 
and assembly equipment. Standard tolerance on these 
units is ±20%. Available in closer tolerances upon re­
quest at an additional charge. Mechanical Tolerances-,. 
±K." on length and diameter. 

Cap. 
Mfd. 

.01 

.02 

.03 

.05 

.1 

.25 

.5 
1.0 
2.0 

200VOCW Catalog 
OxL Number 

Xx 'x, P8292ZN6 
Xx 2~2 P8292ZN7 
M. x ~2 P8292ZN8 
M,X '%. P8292ZN9 
%x ~. P8292ZN10 
Y. x 2%. P8292ZNll 
U. x I%, P8292ZN12 
'f. x 1%2 P8292ZN13 
% x 1'~2 P8292ZN14 

Nat 400VOCW Catalog Net 
Prlc,"* Ox L Number Prlc,"* 

.44 M.x % P8292ZN15 .44 

.44 %x ~2 P8292ZN16 .45 

.45 %x ~2 P8292ZN17 .45 

.45 U.x ~. P8292ZN18 .47 

.47 U. x U~. P8292ZN19 .51 

.68 'f. x 1%. P8292ZN20 .74 

.80 % x 1'%. P8292ZN21 .95 
1.07 'K. x 1'~2 P8292ZN22 1.32 
1.46 % x2% P8292ZN23 1.86 

Case 
.Net 

800VOCW Catalog Nat 
OxL Number Price* 

%x ~2 P8292ZN24 .45 
%x 2%,_ P8292ZN25 .47 
U.x % P8292ZN26 .50 
Y. x 2~ P8292ZN27 .53 
U. x-U~. P8292ZN28 .59 
% x I%, P8292ZN29 .92 

'K. x 1'%. P8292ZN30 1.15 
'~.X2 P8292ZN31 1.43 

1x2% P8292ZN32 2.03 

Cau 
Net TYPE P83Z Microminiatures Capacit, 

Mfd. 
VDltale Sin (Inches) 

Oia. I Lith. Price* 
CapacU, 

Mfd. 
Voltale Sin (Inches) 

Ola. I Lilh. PricI* 
Ultra-small, new metal· 
lized-paper dielectric ca­
pacitor particularly appli· 
cable in the electronic field 
to replace the low capacity 
paper units now being used. 
Hyvol K impregnated in 
humidity resistant molded 
thermo-plastic cases. 

Standard Tolerance ±25% 

.004 

.005 

.01 

.02 

.04 

.002 

.003 

.008 

.01 

200 VDC 'MX~ .21 
200 VDC ~x~ .21 
200 VDC 'A,x ~ .21 

' 200 VDC \4 x~, .27 
200 VDC \4 x~. .27 
400 VDC ~x ~, .21 
400 VDC 'A, x~, .27 
400 VDC \4 x~. .27 
400 VDC \4 x~. .27 

.0005- 600 VDC 'A. x ~. 

.0008 600 VDC 'A. x ~, 

.001 600 VDC 'A, x ~ 

.002 600 VDC \4 x~, 

.0022 600VDC \4 x~. 

.0047 600 VDC \4 x_~. 

.005 ~OO VD~ \4 x~, 

Operating .temp~rature range -15°C to +850 C without derating. 

TYPE P89ZXY 
Hermetically 

Sealed Tubulars 

Hermetically sealed metallized paper capacitors, Sealed in metal cases with rubber bakelite ~nd seals.lmpregn~!ed with Hyvo.1 K 
or Hyyol M, these units are manufadured for operating temperature of -55°C. to +70oC. wlthou! voltage derating and lIIIaratlon 
up to 95°C. ambient with derating. . 
Standard units are furnished without insulaling tube or bracket (P89ZXY). 
Standard tolerance ±20%. Also available in ±IO% and ±5% on special order. 

Size Net Slzt 
St,la VarialiDns 

Cap. 
Mfd. 150 VDC Prlc,"* 200 VDC 

P89Z -with cardboard insulaling 
&Ieeve and radial mount· 
ing bracket. 

P89ZXP--wiiiiout mounting bracket 
but with plastic insulating 
sleeve. 

.01 

.02 

.03 

.05 

.I 

.25 

% x I 
~. I 
~ x I 

Net Size 
Prlce* 400 VDC 

Yo x 1 
l.22 ~ x I 
1.27 ~xl~ 
1.40 % • l!-i, 

P89ZXY-without insulating sleeve 
or mounting bracket. .S ~ .1l-\. 1.53 % x 2 

P89ZY -without insulating sleeve 
but with radial mounting 
bracket. 

TYPE P30Z Bathtub Case 
Aerolite Metallized-Paper 
capacitors. Hyvol K or M 
impregnated in bathtub, 
hermetically-sealed metal 
cases. Meets rigid Mil re­
quirements for moisture 
immersion and vibration 
tesling. 

Standard Tolerance ±20% 

cap Mfd. 

4.0' 
6.0 
8.0 

10.0 
12.0 

.5 
1.0 
2.0 

.25 

1.0 
2.0 
3.0 
4.0 
6.0 

Volts 

150 
150 
150 
150 
150 
200 
200 
200 
400 

% x 2 2.97 
I'A, x 2 3.51 

I x 2 4.62 

Size 

l%xlxYa 
2x 1% x % 
2X2x'~, 
2x2xlYa 
2x2xlYa 
1% x 1 x % 
1% x 1 x % 
1% x 1 x% 
1% xl x% 

Net 

Yo x I~ 1.81 % x 2\1 
Yo • 2 2.24 I • 2~ 

Net 
Prlo,* Cap. Mfd. Volts 

3.65 .5 400 
4.27 1.0 400 
4.99 2.0 400 
5.79 4.0 400 
6.52 .I 600 
2.14 .25 600 
2.56 .5 600 
3.23 1.11 600 
2.12 2.0 600 

NIt 

Net 
Prlcll"ft 

1.27 
1.27 
1.35 
1.57 
1.76 
2.21 
3.19 

Net TYPE P30ZN High Temperature 
Bathtub Case 

Capacity 150 Y Prlc,* 200 V Price* 400 V Prlce* 

AEROVOX type P30lN Aero­
lene Impregnated metalllzed­
paper cap,acltors housed In 
"bathtub' metal cases her­
metically sealed. Operating 
temperature range -650 C. 
to +1250 C. at full rating. 
Standard Tolerance ±20%. 

.I 

.25 
.5 

1.0 
2.0 
3.0 
4.0 
5.0 
6.0 
8.0 

10.0 
12.0 
15.0 

l%xl.% 3.29 
1% x I. % 3.95 
1%xlxYo 4.39 
l'A .1\4 x * 4.57 
2 x 1% x % 5.29 
2xlYoxYo 6.09 
2 x 2 x * 6.82 
2 x 2 x I 8.25 

lYoxlx% 2.15 l%xl.Y, 
I%xlx% 2.39 1% x 1 X % 
1\4 x I x % 2.44 1% x I x % 
1%,xlx% 2.86 1% x I. l'8 
1% • I x % 3.53 2 x 1% • I~ 

2.1% .I~ 
2x2xl 
2x2xl'A 

*Request O.E.M. prices in the following quantities: 25 to, 49. 50 to 99. 100 to 499 

2.30 
2.42 
2.58 
2.96 
3.74 
4.21 
4.97 
5.99 

Size 
600 VDC 

Yo x 1 
Yo x 1 
~ .1 
Yr' x I 
16 x 116 
% x 1% 
Y, x 2 
I~. 2~ 
1\4 x 2~ 

Size 

1%.lx% 
1% x I x l'8 
2 x 1% x l'8 
2x2xl% 
l\4.lx% 
l\4xlx\4 
I%xl.% 
1% x 1\4 x l'8 
2x2xl 

BOOV 

1% x 1 x Yo 
1% x 1 x % 
1% • I x Yo 
l%xl\4xl'8 
2 x 2. l'8 
2.2.1% 
2x2.1'A 

.21 

.21 

.21 

.27 

.27 

.27 

.27 

Net 
Price* 
1:30 
1.30 
1.30 
1.35 
1.40 
1.73 
1.94 
2.54 
3.66 

Net 
Pric,* 

2.28 
2.66 
3.44 
4.67 
2.07 
2.16 
2.30 
2.96 
3.55 

Net 
~rlc,"* 

2.37 
2.46 
2.60 
3.26 
3.85 
5.45 
6.53 
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SECTION 1500 

INDUSTRIAL SECTION-STANDARD TYPES METALLIZED-PAPER (Continued) 

TYPES P123ZGt P123ZNG 
Metal-Cased Capacitors --I II."} if-

Net Net 
Capacity P123ZN Price* P123ZNP Price* 

150 Volts 
3.0 .670 x 1% 3.62 ,732 x l'M. 3.66 
4.0 .750 x 1% 3,89 .812 x l'M. 3.95 
5.0, 1.000 x 1% 4.10 1.062 x I'M. 4.16 
6.0 1.000 x 1% 4.31 1.062 x 1 'M. 4.37 

200 Volts 
.0005 .175 x ~ 1.36 .237 x ,.,. '1.39 
.001 .175 x Y, 1.36 .237 x"', 1.39 
.002 .175 x ~ 1.36 .237 x ~ 1.39 
.003 .175 x ~ 1.36 .237 x ~ 1.39 
.005 .175 x ~ 1.36 .237 x fl. 1.39 
.01 .175 x ~ 1,36 .237 x"', 1.39 
.015 .195 x % 1.36 .257 x ''A. 1.39 
.. 02 .195 x % 1.36 .257 x '!i16 1.39 
.022 ,195 x % 1.36 .257 x ''A. 1.39 
.033 ,235 x % 1.38 .297 x ''A. 1.41 
.04 .235 x % 1.42 .297 x ''A. 1.45 
.047 .235 x % 1.42 .297 x ''A. 1.45 
.05 .235 x % 1;42 .297 x ''Ai 1.45 
.068 .312.x ''AI 1.45 .374 x V. 1.48 
.1 .312 x ''AI 1.48 .374 x ~ 1.51 
IS . 312 x IV. 1.49 .374 x I'A. 1.52 

.2 .312 x IV. 1.50. .374 x I'A. 1.53 

.22 .312 x IVa 1.50 .374 x 1'Ai 1.53 

.25 .312 x IVa 1,6~ .374 x I'A. 1.65 

.33 . 400 x IVa 1.62 .462 x I'A. 1.65 

.47 '.400 x IVa 1.71 .462 x 1'Ai 1.74 

.5 .400 x IVa 1.73 .462 x 1'Ai 1.76 

.68 .500 x IVa 1.78 .562 x 1'Ai 1.82 
1.0 .562 x IVa 1.92 .624 x I'AI 1.96 
1.5 .562 x 1% 2.73 .624 x 1''Ao 2.77' 
2.0 .562 x IV. 2.73" .624 x"1'~ 2.77 

400 Volts 
.0005 .235 x Y, 1.36 .297 x r,. 1.39 
.001 .235 x Y, 1.36 .297 x flo 1.39 
.002 .235 x Y, 1.36 .297 x ~ 1.39 
.003 .235 x % 1.39 .297 x ''A. 1.42 
.005 .235 x % 1.42 .297 x ' 'A. ·1.45 
.01 .235 x ''A, 1.42 .297 x VB 1.45 
.015 .235 x ''A, 1.42 .297 x ~ 1.45. 
. 02 . 235 x ''A • 1.42. .297 x V. 1.45 
.022 . 235 x ''A.1.43 .297 x VB 1.46 
.033 .312 x ''A. 1.43 ·.37~ x V. 1.46 
,04 .312 x tVa 1.43 .374 x I~. 1.46 
.047 .312 x Va 1.43 . 374 x I~. 1.46 
.05 .312..x IVa 1.43 .37to x 1~. 1.46 
.068 .312 x I Va 1.53 .374 x 1'Ai 1.56 
.1 .400 x Ill. 1.55 .462 x I'AI 1.58 
.15 .500 x IVa 1.63 .562 x 1% 1.67 
.2 .500 x IVa 1.64 .562 x 1% 1.68 
.22 .500 x IVa 1.64 .562 x 1% 1.68 
.25 .500 x IVa 1.81 .562 x l'A. 1.85 
.33 .562 x 1% 1.81 .624 x I~, 1.85 
.47 . 562 x W. 1.94 .624 x I''A • 1.98 
.5 .562 x 1% 2.14 .624 x I''A. 2.18 
.68 .670 x 1% .2.17 .732 x ll!i16 2.21 

1.0 .670 x 2Va 2.31 .732 x 2~. 2.35 
1.5 .750 x 2% 3.00 .812 x 2~ 3.06 
2.0 1.000 x I~ ·3.51 1.062 x I' 3.57 

aoo Volts 
.0005 .235 x ~ 1.40 .297 x r,. 1.43 
.001 .235 x % 1.40 .297 x ''Ai 1.43 
.002 .235 x Va 1.40 .297 x % 1.43 
.003 .235 x % 1.43 .297 x % 1.46 
.005 .235 x Va 1.45 .297 x % 1.48 
.01 .235 x ''AI 1.45 .297 x V. 1.48 
.015 .312 x '!t\6 1.46 .374 x ~ 1.49 
.02 .312 x ''AI 1.46 .374 x V. 1.49 
.022 .312 x ''AI 1.48 .374 x Va 1.51 
.033 .400 x ''A, ·1.48 .462 x Va 1.51 
.04 .400 x ''AI 1.49 .462 x V. 1,52 
047 .400 x ''AI 1.50 .462 x ~ 1.53 

.05 .400 x ''Ai' 1.50 .. 462 x ~ 1.53 

.068 .400 x IVa 1.55 .462 x l'A. 1.60 

.1 . 400 x IVa 1.61 .462 x I'A • 1.64' 

.15 .500 x IVa 1.75 .562 x l'A, 1.79 

.2 .562 x 1% 1.85 .624 x Ill. 1.85 

.22 .562 x 1% 1.88 .624 x Ill. 1. 92 

.25 .562 x 1% 1.91 .624 x I~. ·1.95 

.33 .562xl% 2,09 .624 x 1'11. 2.13 

.47 .670 x I~ 2.21 .732 x I'~ 2.25 

.5 .670 x I~ 2.33 .732 x I'~. 2.37 

.68 .670 x I~ 2.35 .732 x 1'% 2.39 
1.0 . 750 x 2Ya 2.49 .812 x 2~ 2.55 
1.5 1.000 x 1Ya 3.01 1.062 x I' • 3.07 
2.0 1.000 x 2% 3.54 1.062 x 2ll. 3.60. 

Metalli~ed paper tub.u!ars hermetically sealed in metal tubes with glas~ end seals soldered for posiiive moisture seal. 
Designed to'l)1eet cntlcal operating temperatures and the need for increased reliability in the electronic field. 
The PI23ZG IS manufactured to meet operating temperature range of -55°C. to +70°C. without derating and up to 
100°C. with derating to 75%. 
The Pl23ZNG-Aerolene impregnated-is similar to the PI23ZG, with the additional feature that it will operate up to 
temperatures of 100°C., at full voltage rating and 125°C. with voltage derating to 75%. 
PI23ZG and PI23ZNG are case grounded. PI23Z and PI23ZN are case insulated. Standard toleraoce .01 mfd and lower 
±25%, .015 mid and up ±20%. Also available in ±IO% and ±5% on special order. 
Suffix P denotes plastic tube; B denotes mig. bracket (not available with plastic tube); T denotes threaded neck termina I 

Net Net Met Net Net Net 
PU3ZNG Pric~ PI23ZNGPPrlce* Capacity P123Z Prlce* P123ZP Price* Pt23ZG Price* P123ZG P Prlce* 

200 Volts 
,670 x 1 ,~. 3.27 ,732 x 1% 3.31 .0005 ·:m~ ~ 1.36 .237 x ~ 1.39 .175 x ~. .1.01 .237 x ~ 1.04 

.. 750 X l'~. 3.54 .812 x 1% 3.60 DOl ~ 1.36 .237 x fl. 1.39 .175 x ~. 1.01 .237 x Y, 1.04 
1.000 x l'~. 3.75 1.062 x 1% 3.81 .002 .175 x ~ 1.36 .237 x fl. 1.39 ,175 x ~6 1.01 .237 x Y, 1.04 
1.000 x l'~. 3.96 1.062 x 1% 4,02 .003 .175 x Y, 1.36 .237 x fl. 1.39 .175 x ~. 1.01 .237 x Y, 1.04 

.005 .175 x y, 1.36 .237 x ~. 1.39 .175 x ~. 1.01 .237 x Y, 1.04 
.175 x ~. 1.01 .237 x Y, 1.04 .01 .175 x ~ 1.36 .. 237 x ~ 1.39 .175 x ~. 1.01 .237 x Y, 1.04 
.\75 x ~, L01 .237 x Y, 1.04 .015 .195 x ~ p6 .257' x % 1.39 .195 x Y, 1.01 . 257 x fl • 1.04 
.175 x ~. .1.01 .237 x Y, 1.04 02 .195 x fl. .36 .257 x % '1.39 .195 x Y, 1.01 . 257 x ,., . 1.04 
.175 x ~ 1.01 .237 x Y, 1.04 .022 .195x ~ 1.36 .257 x % 1.39 .195 x Y, 1.01 . 257 x ,., . 1.04 
.175 x ~ 1.01 .237 x ~ 1.04 .033 .235 x % 1.38 .297 x '!i16 1.41 .235 x ~. 1.03 .. 297 x % 1.06 
.175 x ~ 1.01 .237 x Y, 1.04 .04 .235 I % 1.42 .297 x '!i16 1.45 .235 x ·.297 x % 1.10 
.195 x ,.,. 1.01 .257 x % 1.04 .047 .235 x'%'. 1.42 .297 x 'fu. 1.45 .235 x 2%, 1.07 .297 x '%,1.10 
.195 x r,. 1.01 .257 It % 1.04 .05 .235 x ,%, 1.42 .297 x 'fu. 1.45 .2"35 x "hi 1.07 .297 x 2%, 1.10 
.195 x ~ 1.01 .257 x % 1.04 .068 .312 x % 1.45 .374 x 'fu 1.48 .. 312 x "hi 1.07 .374 x ,%, 1.13 
.235 x ~ 1.03 .297 x % 1.06 .1 .312 x 2;U 1.48 .374 x 'fu. 1.51 .312 x "hi 1.10 .374 x ,%, 1.16 
.235 x % 1.07 .297 x ''A. 1.10 .15 .312 x I~ 1.49 .374 x 1;U 1.52 .:m x 11,4, 1.13 .374xl%, 1.17 
.235 x % 1.07 .297 x '!i16 1.10 .2 .312 x I%, 1.50 .374 x 1;U 1 53 .312 x 11,4, 1.14 .374 x 1%1 1.18 
.235 x % 1.07 .297 x '\II. 1.10 .22 .312XI~ 1.50 .374 x 1;U 1'~3 .312 x 11,4, 1.15 .374 x I%, 1.18 
.312 x % 1.10 .374 x ''A. 1.13 .25 .312 x I' 1.62 .374 x 1;U 1:65 .312 x 11,4, 1.15 .374 x 1%1 1.30 
'.312 x % 1.13 .374 x I 'A. 1.16 .33 .400 x I%, 1.62 .462 x 1;U 1 65 .400 x 11,4, 1.27 .462 xl%, 1.30 
.312 x I'A • 1.14 .374 x IVa 1.17 .47 ,400 x I%, 1.71 .462 x 1;U t'74 .400 x 11,4, 1.27 .. 462 x 1%1 1.39 
.312 x I'A. 1.15 .374 x IVa 1.18 .5 .400 x I~ 1.73 .462 x 1;U 1)6 .400 x IY.u 1.36 .462 x 1%1 1.41 
.312 x I'A. 1.15 .374 x IVa 1.18 .68 .562 x 1%1 1.78 .624 x I%, 1.82 .562 x IY.u 1,38 .624 x I%, 1.47 
.312 x 1'Ao 1.27 .374 x IVa 1.30 1.0 .562 x 1%2 1.92 .624 x 1''hI 1.96 .562 x 1 fu 1.43 .624 x 1%2 1.61 
.400 x I'A • 1.27 .462 x IVa 1.30 1.5 .562 ~ 12ShI 2.73 .624 x I'fu 2.77 .562 x 1'%, 1.57 .624 x 1';U 2.42 
.400 x I'A. 1,36 .462 x IVa 1.39 2.0 .562 x 12ShI 2.73 .624 x 12fu 2.77 .562 x l"hI l~ .624 x l"hI .2.42 
.400 x 1!i16 1.38 .462 x IVa 1.41 400 Volts 
.500 x 1'Ao 1.43 .562 x IVa 1.47 .0005 .235 x 11 1.36 .297 x fI, '1.39 .235 x *' 1.01 .297 x Y, 1.04 
.562 x I'A. 1.57 .624 x IVa 1.61 .001 .235 x' Y, 1.36 .297 x fl. 1.39 . 235 x ~ . 1.01 .297 x Y, ,1.04 
.562 x Ir,. 2.38 .6241 1% 2.42 .002 .235 x Y, 1.36 .297 x fl. 1.39 '.235 x ~. 1.01 .297 x Y, 1.04 
.562 x I''A. 2.38 .624 x I Va 2.42 .003 .235 x % 1.39 .297 x I 'A. 1.42 .235 x fl. 1.04 .297 x % 1.07 

.005 .235 x % 1.42 .297 x , 'A. 1.45 .. 235 x ~ 1.07 .297 x % 1.07 
.235 x *' 1.01 .297 x ~ 1.04 .01 .235 x % 1.42 .297 x ''A, 1.45 .235 x o/i. 1.07 .297 x % 1.10 
.235 x ~. 1.01 .297 x Y, 1.04 .015 .235 x 2%, 1.42 .297 x 2fu 1.45 .235 x "hi 1.07 .297 x 2;U 1.10 
.235 x ~. 1.01 .297 x Y, 1,04 .02 .235 x ';U 1.42 .297 x 'fu 1.45 .235 x 2%, 1.07 .297 x '%2 1.10 
.235 x ~ 1.04 .297 x % 1,07 .022 .312 x ,%, 1.43 .374 x 'fu 1.46 .312 x '%I 1.08 .374 x ,%, 1.11 
.235 x flo 1.07 .297 x % 1.07 .033 .312 x 2;U 1.43 .374 x 'fu 1.46 '.312 x 2%2 1.08 .374 x ';U 1.11 
.235 x % 1.07 .297 x '% 1.10 .04 .312 x % 1.43 .3741 'fu 1.46 .312 x "hi 1,08 .374 x % 1.11 
.235 x % 1.07 .297 x 13,1. 1,10 .047 400x % 1.43 .. 462 x 2fu :1.46 .400 x % 1.08 .462 x % 1.11 
.235 x % 1,07 .297 x I~ • 1.10 .05 .400 x % 1.43 .462 x 2fu 1.46 :400 x ,~ 1.08 .462 x ,%, 1.11 
.235 x % 1.08 .297 x I~ • 1.11 .06'8 .400 x'l%, 1.53 .462 x I~ 1.56 .400 x IY.u 1.18 .462 x I~ 1.21 
.312 x % 1.08 .374 x ''A. 1.11 .1 .400 x I%, 1.55 '.462 x 1~ '1.58' .400 x IY.u 1.20 .462 x 1~ 1.23 
.312 x I 'A. 1.08 .374 x Va 1.11 .15 .500 x 1%1 1.63 .562 x 1;U 1.67 .500 x IY.u 1.28 .562 x I~ 1.32 
.312 x I 'A • 1.08 .374 x Va 1,11 .2 .500 x I%, 1.64 .562 x 1;U 1.68 .500 x IY.u 1.29 .562 x 1%1 1.33 
.312 x 1\010 1.08 .374 x Va 1.11 .22 .562 x I~ 1.64 .624 x 1;U 1.68 '.562 x IY.u 1.29 .624 x I%, 1.33 
.3f2x 1!I.i· 1.18' .374 x1~ 1.21 .25 .562 x I%, 1.81 .624 x I~ 1.85 .562 x lloio 1.46 .624 x I%, 1.50 
.400 x I'A, 1.20 .462 x IVa 1.23 .33 .562 x 1%1 1.81 .624 x I'loio 1.85 .562 x I fu 1.46 .624 x 1%1 1.50 
.500 x I'A, 1.28 .562 x IVa 1.32 .47 .562 x 1% 1.94 .624 x I'fu 1.98 .562 x 12~ 1.59 .624 x t';U 1.63 
.500 x I'A, 1.29. .562 x IVa 1.33 .5 .562 x 1% 2.14 .624 x l'fu 2.18 .562 x I'~ 1.79 .624 x I';U 1.83 
.500 x 1\11, 1.29 .562 x IVa 1.33 .68 .670 x I';U 2.17 .732 x I'fu 2.21 .670 x l'~ 1.82 .732 x I';U 1.86 
.500 x 1\010 1.46 .562 x IVa 1,50 1.0 .670 x 2%a ·2.31 .732 x 2'Y.u '2.35 .670 x 2fu 1.96 .732 x 2%a 2.00 
.562 x I'AI 1.46 .. 624 x I''A, 1.50 aDD Volts 
.562 x I,.,. "1.59 .624 x 1% 1.63 ,0005 ,235 x 11 1.40 . 297 x r,. 1.43 .235 x ~ . 1.05 .297 x )i 1.08 
.562 x I~. 1.79 .624x 1% 1.83 .001 .235 x 11 1.40 . 297 x fI, 1.43 .235 x ~ . 1.05 .297 x Y, '108 
'670 x I,.,. 1.82 .732 x 1% 1.86 .002 .235 x % 1.40 .297 x '!i16 1.43 .235 x ~ 1.05 .297 x % :1:08 
.670 x 2'A. 1.95 .732 x 2Va 2.00 .003 .235 x % 1.43 .297 x '!i16 1.46 .235 x ,." 1.08. .297 x % 1.11 
.150 x 2~. ~:65 .812 x 2% 2.71 .005 .235 x % 1.45 .297 x ' 'A, 1.48 .235 x ,." 1.10 .297 x % 1.13 

1.000 x I''A. .16 1.062 x I V. '3.22 .01 .312 x ,%, 1.45 .374 x 'fu 1.48 .312 x ,~ 1.10 .374 x 25h, 1.13 
.015 .312 x ,%, 1.46 .374 x 'fu 1.49 .312 x ,%, 1.11 .374 x 2;U 1.14 

.235 x ~, L05 .297 x )i 1.08 .02 .312 x ';U 1.46 .374 x 'fu 1.49 .312 x '~'1.1l .374 x '%,1.14 

.235 x ~ 1.06 .297 x % 1.08 .022 .312 x ';U .1.48 .374 x 'fu 1.51 .312 x "hi 1.13 .374 x ,%, ,1.16 
.235 x ~ 1.05 .297 x Va 1.08 .033 .400 x ';u 1.48 .462 x 2fu 1.51 .400 x 2~ 1.13 .462 x "hi ~.16 
.235 x ~ 1.08 .297 x Ya 1.11 .04 .400 x % 1.49 .462 x 'fu 1.52 '400 x ,~ 1.14 .462 x ,%, 1.17 
.235 x o/i, 1.10 .297 x Va 1.13 .047 .400 x % 1.50 .462 x 'fu 1.53 .400 x 'lol. 1.15 .462 x ,%, 1.18 

.235 x % 1.10 .297 x ''A, 1.13 .05 .400 x % 1.50 .462 x 'fu 1.53 .400 x'~ 1.15 .462 x 25h>1.18 

.312 x % 1.11 .374 x ''A, 1.14 .068 .400 x I~ 1.57 .462 x 1;U 1.60 .400 x IY.u 1.22 .462 x Ph> 1.25 

.312 x % 1.11 .374 x ''A, 1.14 .1 .500 x I%, 1.61 .562 x 1;U 1.64 .500 x lloio 1.26 .562 x I~ 1.30 

.312 x % 1.13 .374 x ''A, 1.16 .15 .500 x I~ 1.75 .562 x 1;U 1.79 .500 x lloio 1.40 .562 x I%, 1.44 

.400 x % 1.13 .462 x ''A, 1.16 .2 .562 x l%a 1.85 .624 x I'loio 1.89 .562 x lfu 1.50 .624 x l%a 1.54 

.400 x * 1.14 .462 x ,~, 1.17 .22 .562 x 1%1 1.88 '.624 x I'loio 1.92 .562 x lfu 1.53 .624 x l%a 1:57 
.. 400 x % 1.15 .462 x ''A. 1.17 .25 .562 x IlShI '1.91. .624 x 1';U1.95 .562 x 1'Y.u 1.56 .624 x 1''hI 1.60 

.400 x % 1.15 .462 x '% 1.18 .33 .562 x 125h> 2.09 .624 x 12fu 2.13 .562 x 12lol. 1.74 .624 x I';U .1.78 

.400 x I'A. 1.22 .462 x IVa 1.18 .47 .670 x I';U 2.21 .732 x 12fu 2.25 .670 x 1''hI 1.86 .. 732 x 12;U 1.90 

.400 x 1!i16 .1.26 .462 x IVa 1.25 .5 .670 x 12~ 2.33 .732 x 12fu 2.37 .670 x l'lol. 1.98 .732 x I'%' 2.02 

.500 x 1!i16 1.40 .562 x IVa 1.30 .68 .670 x 2%1 2.35 .732 x 2'Y.u 2.39 .670 x 2fu U)O .732 x 2%2 2.04 

.562 x 1~ 1.50 .624 x W. 1.54 1.0 .750 x 2%a 2.49 .812 x 2'loio 2.55 .750 x 2fu 2.14 .812 x 2%22.20 

.562 x 1% 1.53 .624 x Ill, 1.57 

.562 x I~. 1.56 .624 x 1% 1.60 

.562 x I,.,. :1.74 .624 x Hi 1.18 fWhen present stocks are depleted the P123Z, ZG, ZP, ZGP will be subject to 

.670 x 1''Ai 1.86 .732 x IVa 1,90 

. 670 x I''AI 1.98 .732 x I~ 2.02 factory delivery cycles. Types P123ZN, ZNG, ZNP, ZNGP are recommended as . 

.670 x 1'% 2.00 .732 x I~ 2.04 
.750 x 2% 2.14 .812 x 2% 2.20 replacements. for all applications . 

1.000 x I''AI 2.66 1.062 x IV. 2.72 
1.000 x 2'A1 3.19 1.062 x 2% 3.25 

In P 123ZN series the following additional EIA values are available In 200, 400 
and 600 Yolts: 

.012 .039 

.018 ,056 
,027 ,082 

Contact factory for sizes and prices. 

© U.C.P" Inc, 

,12 
,18 
,27 

,39 
.56 
,82 

Net 

*Request O.E.M. Prices In the following quantities: 
25 to 99, 100 to 999, 
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SECTION 1500 

INDUSTRIAL SECTION-STANDARD TYPES (Continued) 
METALLIZED-PAPER 

50 VDCW 
P123ZNN P123ZNNP P123ZNNG 

Net Nat 
P123ZNNGP 

Net Case Grounded Net 
P123ZNN 

Capacity Case Floating 
TYPE Mfd. Case Pricl* Plastic Insulat- Price* Case Prlce* Plastic Insulat- Price* 

Floating ing Sleeve Grounded ing Sleeve 

Designed For Low Voltage Operation_ Size Size Size Size 

Temperature Range -55°C To + 100°C. .047 .195 x ,~, 2.11 .257 x % 2.19 .195 x % 1.31 .257 x ,~, 1.39 
.068 .195 x ,~, 2.13 .257 x % 2.21 .195 x % 1.33 .257 x ,~, 1.41 
. 1 .195 x 'M • 2.15 .257 x 1 2.23 .195 x % 1.35 .257 x ,~, 1.43 
.15 .235 x ,~. 2.18 .297 x 1 2.26 .235 x % 1.38 .297 x ,~. 1.46 

Type P123ZNN capacitors are specl- .22 .312 x ,~. 2.22 .374 x % 2.30 . 312 x % 1.42 .374 x ,~ • 1.50 

" P';'ZNN ::r fically designed for transistor appll- . 33 .312 x 1Ys 2.27 .374 x 1~ • 2.35 .312 x IX, 1.47 .374 x 1Ys 1.55 
.47 .312 x 1~. 2.34 .374 x 114 2.42 .312 x 1Ys 1.54 .374 x 1~, 1.62 

cations and miniaturized circuits. . 68 .400 x 1Ys 2.54 .462 x 1~. 2.62 .400 x IX • 1.73 .462 x 1Ys 1.81 
They provide the smallest units avail- 1.0 .400 x 1~. 2.75 .462 x 1% 2.83 . 400 x 114 1.95 .462 x 1~ • 2.03 

able for this type of construction. Operating temperature range of 1.5 . 500 x 1Ys 3.08 .562 x 1~, 3.16 .500 x IX • 2.28 .562 x 1Ys 2.36 
2.0 .562 x 1M, 3.41 .624 x 1% 3.49 . 562 x 114 2.61 .624 x 1~ • 2.69 

these capacitors is -55'C to +100'C. Aerovox's special type solid 3.0 .562 x 1~, 3.86 .624 x 1)12 3.94 .562 x 1% 3.06 .624 x 1~. 3.14 
imp regnant allows use of these units at any voltage up to rated voltage. 4.0 .670 x 1~, 4.31 .732 x 1)12 4.39 .670 x 1% 3.51 .732 x 1~. 3.59 

1 *Request O.E.M. prices in the following' quantities: 25 to 99, 100 to 999 1 

TYPE P323ZN 400 VDCW 

P323ZN P323ZNP P323ZNG P323ZNGP 
125°C, Metal-Cased, Metallized- Capacity Case Floating Case Grounded 

Mfd. Case Plastic Insulat- Case PlastiC Insulat-

Paper Tubulars Similar to CH04 and CH05 Floating ing Sleeve Grounded ing Sleeve -
Size' Net* Size' Net* Size' Net* Size" Net* 

MIL-C-18312A 
.001 .235 x % 1.56 .297 x ,~, 1.64 .235 x 'X. 1.21 .297 x % 1.29 
.0022 .235 x % 1.56 .297 x ,~, 1.64 .235 x 'X. 1.21 .297 x % 1.29 

Miniature, hermetically·sealed In metal .0047 . 235 x % 1.56 .297 x ,~, 1.64 .235 x 'X • 1.21 .297 x % 1.29 
cases with glass terminal end-seal, .01 .235 x % 1.56 .297 x ,~, 1.64 .235 x 'X, 1.21 .297 x % 1.29 

.012 .235 x '~, 1.56 .297 x % 1.64 .235 x % 1.21 .297 x ,~, 1.29 
b~~;"!!' Type P323ZN units are designed for .015 .235 x ,~, 1.56 .297 x % 1.64 .235 x % 1.21 .297 x ,~, 1.29 

operation at temperatures from -55'C .018 .312 x ,~, 1.60 .374 x % 1.68 .312 x % 1.25 .374 x ,~, 1.33 
to +125°C WITHOUT DERATING for voltage. They will meet all the re- · .022 .312 x ,~, 1.61 .374 x % 1.69 .312 x % 1.26 .374 x ,~, 1.34 

.027 .312 x '~. 1.61 . 374 x % 1.69 .312 x % 1.26 .374 x ,~ • 1.34 quirements for minimum size, light weight and high temperature in .033 . 312 x ,~, 1.61 .374 x % 1.69 .312 x % 1.26 .374 x ,~ • 1.34 
present day electronic equipments. Designed for long life, rugged duty .039 .312 x 1 Ys 1.61 .374 x 1~. 1.69 .312 x IX. 1.26 .374 x lYs 1.34 
and high reliability operation in critical military and premium priced · .047 .312 x 1Ys 1.61 .374 x 1~. 1.69 .312 x IX. 1.26 .374 x 1Ys 1.34 
commercial electronic assemblies. .056 .312 x 1Ys 1.64 .374 x 1~. 1.72 .312 x IX, 1.29 .374 x 1Ys 1.37 

.068 .400 x lYs 1.69 .462 x 1~, 1.77 .400 x IX, 1.34 .462 x 1Ys 1.42 

.082 .400 x 1Ys 1.70 .462 x 1~. 1.78 .400 x IX, 1.35 .462 x 1Ys 1.43 

150 VDCW · .1 .400 x 1Ys 1.74 . 462 x 1~, 1.82 .400 x IX • 1.39 .462 x 1Ys 1.47 
.12 .500 x 1Ys 1.79 .562 x 1~, 1.87 .500 x IX, 1.44 .562 x 1Ys 1.52 
.15 .500 x 1 Ys 1.84 . 562 X 1~. 1.92 .500 x IX • . 1.49 .562 x 1Ys 1.57 

P323ZN P323ZNP P323ZNG P323ZNGP .18 .500 x 1 Ys 1.88 .562 x 1~. 1.96 .500 x IX. 1.53 .562 x 1Ys 1.61 
capacity Case Floating Case Grounded · .22 .562 x 1Ys 1.91 .624 x 1~. 1.99 .562 x IX, 1.56 .624 x 1Ys 1.64 

Mfd. Case Plastic Insulat- Case PlastiC Insulat- .27 .562 x 1Ys·1.97 .624 x 1~. 2.05 .562 x IX, 1.62 .624 x 1Ys 1.70 
Floating Ing Sleeve Grounded ing Sleeve .33 .562 x 1% .2.11: .624 x 1U, 2.19 .562 x 1~. 1.76 .624 x 1% 1.84 

.39 . 562 x 1% 2.19 .624 x l'X, 2.27 .562 x 1Jf • 1.84 .624 x 1% 1.92 
Size' Nat* Size" Net* Size" Net* Size' Net* · .47 .670 x 1% 2.34 .732 x l'X, 2.42 .670 x 1Jf, 1.99 .732 x 1% 2.07 

.56 .670 x 1% 2.49 .732 x l'X, 2.57 .670 x 1Jf, 2.14 .732 x 1% 2.22 
'3.0 .670 x 1 % 4.26 .732 x I'M. 4.34 .670 x 1'~, 3.91 .732 x 1% 3.99 .68 .670 x 1% 2.68 .732 x 1'~. 2.76 .670 x l'~. 2.33 .732 x 1% 2.41 
'4.0 .750 x 1% 5.09 .812 x l'~, 5.17 .750 x 1'~. 4.73 .812 x 1% 4.81 .82 .750 x 1% 2.85 .812 x l'~, 2.93 .750 x l'~. 250 .812 x.1% 2.58 

5.0 1.000 x 1% 5.61 1.062 x I'M, 5.69 1.000 x 1'~. 5.26 1.062 x 1% 5.34 '1.0 .750 x 1% 2.94 .812 x 1'~, 3.02 .750 x 1'~, 2'59 .812 x 1% 2.67 
'6.0 1.000 x 1 % 6.03 1.062 x I'M, 6.11 1.000 x l'~, 5.1)8 1.062 x 1% 5.76 1.5 1.000 x 1% 3.90 1.062 x 1'~. 3.98 1.000 x 1'~. 3:55 1.062 x 1% 3.63 
8.0 1.000 x 2Ys 6.23 1.062 x 2~, 6.31 1.000 x 2X. '5.87 1.062 x 2Ys 5.95 2.0 1.000 x 2Ys 4.86 1.062 x 2~. 4.94 1.000 x 2X, 4.51 1.062 x 2Ys 4.59 

10.0 1.000 x 2% 7.97 1.062 x 2~, 8.05 1.000 x 2~, 7.62 1.062 x 2%' 7.70 
12.0 1.000 x 2% 8.87 1.062 x 2'M, 8.95 1.000 x 2'~. 8.52 1.062 x 2% 8.60 600 VDCW 

200 VDCW .001 .235 x % 1.62 .297 x ,~. 1.70 .235 x 'X, 1.27 .297 x % 1.35 
.0022 .235 x % 1.62 . 297 x ,~, 1.70 .235 X 'X • 1.27 .297 x % 1.35 
.0047 .235 x % 1.62 . 297 x '~, 1.70 .235 x 'X • 1.27 .297 x % 1.35 

.01 .175 x )12 1.51 .237 x % 1.59 .175 x~, 1.16 .237 x )12 1.24 · .01 .312 x ,~, 1.62 .374 x % 1.70 . 312 x % 1.27 .374 x ,~ • 1.35 

. 012 .195 x % 1.51 .257 x 'X • 1.59 .195 x Jf. 1.16 .257 x % 1.24 .012 .312 x ,~. 1.63 .374 x % 1.71 . 312 x % 1.28 .374 x ,~ • 1.36 

. 015 .195 x % 1.51 .257 x 'X • 1.59 .195 x Jf. 1.16 .257 x % 1.24 .015 .312 x ,~, 1.63 .374 x % 1.71 . 312 x % 1.28 .374 x ,~ • 1.36 

.018 .235 x % 1.51 .297 x '31. 1.59 .235 x Jf. 1.16 .297 x % 1.24 .018 . 312 x ,~. 1.64 .374 x % 1.72 .312 x % 1.29 .374 x ,~ • 1.37 

.022 .235 x % 1.51 .297 x '31, 1.59 .235 x Jf. 1.16 .297 x % 1.24 · .022 .312 x ,~, ·1.64 .374 x % 1.72 .312 x % 1.29 .374 x ,~, 1.37 

.027 .235 x % 1.51 . 297 x '31. 1.59 .235 x Jf. 1.16 .297 x % 1.24 .027 .312 x 1Ys 1.64 . 374 x 1~ • 1.72 .312 x 131 • 1.29 .374 x 1Ys 1.37 

. 033 .235 x % 1.53 .297 x ,~ • 1.61 . 235 x '31, 1.18 .297 x % 1.26 .033 .312 x 1Ys .1.64. .374 x 1~. 1.72 .312 x 131 • 1.29 .374 x 1Ys 1.37 

.039 .235 x ,~. 1.53 .297 x % 1.61 .235 x % 1.18 .297 x ,~, 1.26 .039 .400 x 1Ys 1.64 .462 x 1~, 1.72 .400 x 131, 1.29 .462 x 1Ys 1.37 

.047 .235 x ,~, 1.57 .297 x % 1.65 .235 x % 1.22 .297 x '~. 1.30 • .047 .400 x 1Ys '1.66· .~62 x 1~, 1.74 .400 x 131. 1.31 .462 x 1Ys 1.39 

.056 .235 x ,~, 1.57 .297 x % 1.65 .235 x % 1.22 .297 x'~. 1.30 .056 .400 x 1 Ys 1.70 .462 x 1~. 1.78 .400 x 131, 1.35 .462 x 1Ys 1.43 

.068 .312 x ,~, 1.61 .374 x % 1.69 .312 x % 1.26 .374 x ,~. 1.34 . 068 .400 x 1 Ys 1.77. .462 x 1~ • 1.85 .400 x 131. 1.42 .462 x 1Ys 1.50 

.082 .312 x ,~, 1.61 . 374 x % 1.69 .312 x % 1.26 .374 x ,~, 1.34 .082 .500 x 1Ys 1.79: .. 562 x 1~ • 1.87 .500 x 131 • 1.43 .562 x 1Ys 1.51 
* .1 .312 x ,~, 1.63 .374 x % 1.71 .312 x % 1.28 .374 x '~. 1.36 * .1 .500 x 1Ys 1.79 .562 x 1~, 1.87 .500 x 131, 1.43 .562 x 1Yo 1.51 

.12 .312 x 1Ys 1.63 . 374 x 1~, 1.71 .312 x 131. 1.28 .374 x lYs 1.36 .12 .500 x 1Ys 1.90 .562 x 1~ • 1.98 .500 x 131, 1.55 .562 x 1Yo 1.63 

.15 .312 x 1Ys 1.67 .374 x 1~, 1.75 .312 x 131. 1.32 .374 x 1Ys 1.40 .15 .500 x 1Ys 2.00 . 562 x 1~. 2.08 .500 x 131 • 1.65 .562 x 1Ys 1.73 

.18 .312 x 1Ys 1.67 .374 x 1~. 1.75 .312 x 131.' 1.32 .374 x 1Ys 1.40 .18 .562 x 1Ys 2.09 .624 x 1~, 2.17 .562 x 131. 1.74 .624 x 1Ys 1.82 
* .22 .312 x 1Ys 1.67 .374 x 1~, 1.75 .312 x 131. 1.32 .374 x 1Ys 1.40 * .22 .562 x 1% 2.16 .624 x 1~, 2.24 .562 x 1M, 1.81 .624 x 1% 1.89 

.27 .400 x IVa 1.67 .462 x 1~, 1.75 .400 x 131, 1.32 .462 x 1Ys 1.40 .27 .562 x 1% '2.34 .624 x 1'}{ • 2.42 .562 x 1Jf • 1.99 .624 x 1% 2.07 

.33 .400 x 1Ys 1.82 .462 x 1~, 1.90 .400 x 131. 1.47 .462 x 1Ys 1.55 .33 .562 x 1% 2.46 .624 x 1'31, 2.511 .562 x 1Jf, 2.11 .624 x 1% 2.19 

.39 .400 x 1Ys 1.82 .462 x 1~, 1.90 .400 x 131, 1.47 .462 x 1Ys 1.55 .39 .670 x 1% 2.57 . 732 x 1'31, 2.65 .670 x lU • 2.22 .732 x 1% 2.30 . . 47 .500 x 1Ys 1.93 .562 x 1~, 2.01 .500 x 131. 1.58 .562 x 1Ys 1.66 * .47 .670 x 1% 2.68 .732 x 1'~. 2.76 .670 x 1'~. 2.33 .732 x 1% 2.41 

.56 .500 x 1Ys 1.93 .562 x 1~, 2.01 .500 x 131. 1.58 .562 x 1Ys 1.66 .56 .670 x 1% 2.79 '.732 x 1'~, 2.87 .670 x 1'~. 2.44 .732 x 1% 2.52 

.68 .500 x 1Ys 2.00 .562 x 1~, 2.08 .500 x 131, 1.65 .562 x 1Ys 1.73 .68 .670 x 1% 2.94 .732 x 1'~. 3.02 .670 x 1'~, 2.59 .732 x 1% 2.67 

.82 .562 x 1Ys 2.00 .624 x 1~, 2.08 .562 x Uf, 1.65 .624 x 1Ys 1.73 .82 1.000 x 1% 3.35 1.062 x I'M, 3.43 1.000 x 1'~. 2.99 1.062 x 1% 3.07, 
*1.0 .562 x 1Ys 2.15 .624 x 1~, 2.23 .562 x 131, 1.80 .624 x 1Ys 1.88 *1.0 1.000 x 1% 3.42 1.062 x 1'~. 3.50 1.000 x 1'~, 3.07 1.062 x 1% 3.15 
*1.5 .562 x 1% 3.22 .624 x 1'31, 3.30 . 562 x 1Jf, 2.87 .624 x 1% 2.95 1.5 1.000 x 2Yo 4.19 1.062 x 2~, 4.27 1.000 x 231 • 3.83 1.062 x 2Yo 3.91 
*2.0 .670 x 1% 3.90 .732 x 1 '31. 3.98 .670 x 1Jf, 3.55 . 732 x 1% 3.63 2.0 1.000 x 2% 5.16 1.062 x 2~, 5.24 1.000 x 2~ • 4.81 1.062 x 2% 4.89 

Foot Note: Values marked are those listed in specification MIL-C-1831.2A. 

I *Request O.E.M. prices in the following quantities: 25 to 99, 100 to 999 'I 
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SECTION 1500 

-@ J 'CP-04 ~ 
INDUSTRIAL SECTION - MIL TYPES -I i Icp-04 . ).. 

7 MIL-C-25C ) 

TYPES CP04 and CP05 - Characteristics K Vibration Grades 1 and 3 
Hermetically sealed tubular capacitors with glass terminal seal and axial wire leads. CP04 and CPOS are inserted tab construction; CP08 and CP09 are extended 
foil construction. Standard tolerance is ±10% (K). Also available in ±20% (M). Specify Vibration Grade when ordering. 

CAPACITY VOLTAGE 

.033 100V 

.1 100Y 

.1S 100V 

.22 100Y 

.33 100Y 

.47 100Y 

.68 100V 
1.0 100Y 
.01S 200Y 
.022 200Y 
.047 200Y 
.068 200V 
.1 200Y 
.1S 200Y 
.22 200Y 
.33 200Y 
.47 200V 
.68 200Y 

1.0 200Y 
.01 400V 
.033 400V 
.047 400Y 
.068 400V 
.1 400V 
.15 400V 
.22 400" 
.33 400Y 
.47 400V 
.68 400V 

1.0 400V 
.001 600V 
.0015 600Y 
.0022 600V 
.0033 SOOY 
.0047 600\1 
.00S8 SOOY 
.01 SOOV 
.015 SOOV 
.022 SOOV 
.033 SOOV 
.047 SOOV 
.068 600V 
.1 600V 
.15 SOOY 
.22 600V 
.33 SOOV 
.47 600V 
.68 600V 

CP04, CHAR. K CPOS, CHAR. K 
P3235 P323SG P323SP P323SGP 

NO TUBE PLASTIC TUBE 
Case Floating Net Case Grounded Net Case Floating Net Case Grounded Net 

Price. Price. Price. Price. 

CP04A1KB333K - 2.00 CP04A3KB333K- 1.34 CPOSA1KB333K - 2.07 CPOSA3KB333K- 1.41 
CP04A1KB104K - 2.1S CP04A3KB104K- 1.49 CPOSA1KB104K - 2.21 CPOSA3KB104K- 1.SS 
CP04A1KB1S4K- 2.17 CP04A3KB1S4K- LSI CPOSA1KB1S4K - 2.23 CPOSA3KB1S4K- l.S7 
CP04A1KB224K - 2.21 CP04A3KB224K- 1.SS CPOSA1KB224K - 2.28 CPOSA3KB224K- 1.62 
CP04A1KB334K -' 2.32 CP04A3KB334K- 1.66 CPOSA1KB334K - 2.38 CPOSA:,KB334K- 1.72 
CP04A1KB474K - 2.S0 CP04A3KB474K- 1.84 CPOSA1KB474K - 2.S9 CPOSA3KB474K- 1.93 
CP04A1KB684K - 2.6S CP04A3KB684K- 1.99 CPOSA1KB684K - 2.74 CPOSA3KB684K- 2.08 
CP04A1KB10SK - 2.82 CP04A3KB10SK- 2.16 CPOSA1KB10SK - 2.90 CPOSA3KB10SK- 2.24 
CP04A1KC1S3K - 2.0S CP04A3KC1S3K- 1.39 CPOSA1KC1S3K - 2.12 CPOSA3KC1S3K- 1.46 
CP04A1KC223K - 2.0S CP04A3KC223K- 1.39 CPOSA1KC223K - 2.12 CPOSA3KC223K- 1.46 
CP04A1KC473K - 2.18 CP04A3KC473K- 1.S2 CPOSA1KC473K - 2.24 CPOSA3KC473K- l.S8 
CP04A1KC683K - 2.20 CP04A3KC683K- 1.S4 CPOSA1KC683K - 2.27 CPOSA3KC683K- 1.61 
CP04A1KC104K - 2.22 CP04A3KC104K- 1.S6 CPOSA1KC104K - 2.28 CPOSA3KC104K- 1.62 
CP04A1KC1S4K - 2.26 CP04A3KC1S4K- 1.60 CPOSA1KC1S4K - 2.32 CPOSA3KC1S4K- 1.66 
CP04A1KC224K - 2.38 CP04A3KC224K- 1.72 CPOSA1KC224K - 2.4S CPOSA3KC224K- 1.79 
CP04A1KC334K - 2.55 CP04A3KC334K- 1.89 CPOSA1KC334K - 2.63 CPOSA3KC334K- 1.97 
CP04A1KC474K - 2.70 CP04A3KC474K- 2.04 CP05A1KC474K - 2.78 CPOSA3KC474K- 2.12 
CP04A1KC684K - 2.86 CP04A3KC684K- 2.20 CPOSA1KC684K - 2.95 CPOSA3KC684K- 2.29 
CP04A1KC105K - 3.16 CP04A3KClOSK- 2.S0 CPOSA1KCI0SK - 3.24 CPOSA3KC10SK- 2.S8 
CP04A1KE103K - 2.13 CP04A3KE103K- 1.47 CP05A1KEl03K - 2.19 CPOSA3KEl03K- 1.53 
CP04A1KE333K - 2.23 CP04A3KE333K- 1.57 CP05A1KE333K - 2.30 CPOSA3KE333K- 1.64 
CP04A1KE473K - 2.28 CP04A3KE473K- 1.62 CP05AIKE473K - 2.35 CP05A3KE473K- 1.69 
CP04A1KE683K - 2.32 CP04A3KES83K- 1.66 CP05A1KES83K - 2.38 CPOSA3KE683K- 1.72 
CP04A1KEl04K - 2.41 CP04A3KE104K- 1.75 CP05A1KE104K - 2.47 CPOSA3KE104K- 1.81 
CP04A1KElS4K - 2.55 CP04A3KE1S4K- 1.89 CPOSAIKE154K - 2.64 CP05A3KElS4K- 1.98 
CP04A1KE224K - 2.70 CP04A3KE224K- 2.04 CP05A1KE224K - 2.78 CPOSA3KE224K- 2.12 
CP04A1KE334K - 2.84 CP04A3KE334K- 2.18 CP05A1KE334K - 2.92 CP05A3KE334K- 2.26 
CP04AIKE474K - 3.12 CP04A3KE474K- 2.46 CPOSA1KE474K - 3.20 CP05A3KE474K- 2.54 
CP04A1KE684K - 3.34 COP4A3KE684K- 2.S8 CP05A1KE684K - 3.44 CPOSA3KE684K- 2.78 
CP04A1KElOSK - 3.76 CP04A3KE10SK- 3.10 CP05A1KE10SK - 3.86 CP05A3KE105K- 3.20 
CP04A1KFl02K - 2.08 CP04A3KFl02K- 1.42 CPOSA1KFl02K - 2.1S CP05A3KF102K- 1.49 
CP04A1KFl52K - 2.08 CP04A3KF152K- 1.42 CPOSA1KFl52K - 2.1S CP05A3KFl52K- 1.49 
CP04A1KF222K - 2.08 CP04A3KF222K- 1.42 CP05A1KF222K - 2.1S CPOSA3KF222K- 1.49 
CP04A1KF332K - 2.14 CP04A3KF332K- 1.48 CP05A1KF332K - 2.20 CP05A3KF332K- 1.54 
CP04A1KF472K - 2.14 CP04A3KF472K- 1.48 CPOSA1KF472K - 2.20 CP05A3KF472K- 1.54 
CP04A1KFS82K - 2.14 CP04A3KFS82K-. 1.48 CPOSAIKFS82K - 2.20 CP05A3KF682K- 1.54 
CP04A1KFl03K - 2.18 CP04A3KFl03K- 1.52 CP05A1KFl03K - 2.24 CP05A3KF103K- 1.58 
CP04A1KFl53K - 2.21 CP04A3KFl53K- 1.5S CPOSA1KFl53K - 2.27 CP05A3KFl53K- 1.Sl 
CP04A1KF223K - 2.24 CP04A3KF223K- 1.58 CPOSA1KF223K - 2.31 CP05A3KF223K- l.SS 
CP04A1KF333K - 2.32 CP04A3KF333K- 1.66 CPOSA1KF333K - 2.38 CPOSA3KF333K- 1.72 

CP04A1KF473K - 2.34 CP04A3KF473K- 1.68 CP05A1KF473K - 2.40 CP05A3KF473K- 1.74 
CP04A1KFS83K - 2.44 CP04A3KF683K- 1.78 CP05A1KF683K - 2.S1 CP05A3KF683K- 1.85 
CP04A1KFl04K - 2.59 CP04A3KF104K- 1.93 CPOSA1KFl04K - 2.68 CP05A3KFl04K- 2.02 
CP04A1KFl54K - 2.70 CP04A3KFlS4K- 2.04 CP05A1KFl54K - 2.78 CP05A3KF1S4K- 2.12 
CP04AIKF224K - 2.88 CP04A3KF224K- 2.22 CPOSA1KF224K - 2.97 CPOSA3KF224K- 2.31 

CP04A1KF334K - 3.20 CP04A3KF334K- 2.S4 CPOSA1KF334K - 3.29 CPOSA3KF334K- 2.S3 
CP04A1KF474K - 3.40 CP04A3KF474K- 2.74 CPOSA1KF474K - 3.50 CPOSA3KF474K- 2.84 
CP04AlKF684K - 3.58 CP04A3KF684K- 2.92 CPOSA1KFS84K - 3.S9 CPOSA3KFS84K- 3.02 

I .Request O.E.M. prices in the following quantities: 10 to 24, 25 to 49, SO to 99, 100 to 499. 

Net 

MIL-C-25A t 
TYPES CP-25, CP26, CP27, CP28, CP29 

Oil impregnated and filled hermetically sealed tubular capacitors for use in bypass and coupling appllca· 
tions in transmitters and test eauipment. Available in S case styles, with plastic insulating sleeve and 
either radial or soldered tangential bracket. Case is floating, but can be furnished grounded on special 
order. Standard tolerance ±20% tolerance (M). 

Net Net Net Net 
CAPACITY YOLTAGE PI9MXY Price. PI9MXP Price. PI9MY Price. P89MP Price. P89MAY Price. 

.1 200V CP2SA1EC104K .89 CP2SA1EC104K 1.0S CP27A1EC104K .93 CP28A1EC104K 1.10 CP29A1 ECl04K 1.10 

.2S 200V CP25A1 EC2S4K 1.14 CP26A1EC254K 1.3S CP27A1EC254K 1.18 CP28A1EC254K 1.40 CP29A1EC254K 1.3S 

.5 200Y CP25A1 EC504K l.S0 CP26A1 EC504K 1.80 CP27A1ECS04K 1.5S CP28A1 ECS04K 1.84 CP29AlEC504K 1.72 

.003 SOOY CP25A1EF302K .75 CP2SA1EF302K .90 CP27A1EF302K .80 CP28AlEF302K .94 CP29Al EF302K .97 

.OOS 600Y CP25A1EF602K .76 CP26A1EF602K .91 CP27A1EFS02K .80 CP28A1 EFS02K .95 CP29AlEFS02K .97 

.01 600V CP25A1 EFl03K .76 CP26AlEFl03K .91 CP27A1EFl03K .80 CP28A1EFl03K .95 CP29AIEFI03K .97 

.02 600V CP2SA1 EF203K .77 CP2SA1EF203K .92 CP27 Al EF203K .82 CP28A1EF203K .9S CP29AlEF203K .97 

.OS SOOY CP2SA1EFS03K .83 CP26A1EFS03K 1.00 CP27 Al EFS03K .88 CP28A1EFS03K 1.04 CP29AlEF503K 1.05 

.1 SOOV CP2SA1EFl04K .90 CP2SA1EFl04K 1.07 CP27A1EFl04K .94 CP28A1EFl04K 1.11 CP29AlEFlO4K 1.11 

.2S SOOY CP25A1EF2S4K US CP26A1EF254K 1.45 CP27A1EF254K 1.20 CP28A1EF2S4K I.S0 CP29AlEF2S4K 1.37 

.S . 600Y CP2SA1 EFS04K LSI CP2SA1Ef504K 1.81 CP27AlEF504K 1.5S CP28A1EF504K 1.8S CP29AlEF504K 1.73 

.003 1000V CP25A1EG302K .81 CP2SAl EG302K .98 CP27AlEG302K .8S CP28A1EG302K 1.02 CP29A1EG302K 1.03 

.OOS 1000Y CP25A1EGS02K .83 CP2SA1 EG602K 1.00 CP27A1EGS02K .88 CP28A1EGS02K 1.04 CP29AlEG602K 1.05 

.01 1000Y CP25A1EG103K .83 CP26AIEG103K 1.00 CP27A1EGl03K .88 CP28AlEGl03K 1.04 CP29AIEGI03K 1.05 

t These values no longer listed in MIL·C·2SC. They will not be restocked when present inventories are depleted. 

I .Request O.E.M. prices in the following quantities: 2S to 49, SO to 99, 100 to 499. 
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SECTION 1500· 

AEROVOX 
~ "- :r 

CAPACITY VOLTAGE 

.01 100V 

.015 100V 

.047 100V 

.1 100V 

.15 100V 

.22 100V 

.33 100V 

.47 100V 

.6S 100V 
1.0 100V 
.0047 200V 
.006S 200V 
.022 200V 
.033 200V 
.047 200V 
.06S 200V 
.1 200V 
.15 200V 
.22 200V 
.33 200V 
.47 200V 
.6S 200V 

1.0 200V 
.0033 400V 
.015 400V 
.033 400V 
.047 400V 
.06S 400V 
.1 400V 
.15 400V 
.22 400V 
.33 400V 
.47 400V 
.001 600V 
.0015 600V 
.0022 600V 
.0033 600V 
.0047 600V 
006S 600V 

.01 600V 

.015 600V 

.022 600V 
033 600V 

.047 600V 

.06S 600V 

.1 600V 

.15 600V 

.22 600V 

.33 600V 

.47 600V 

P323SX 

Case Floating 

CPOSA1KB103K -
CPOSA1KB153K -
CPOSA1KB473K -
CPOSA1KB104K -
CPOSA1KB154K -
CPOSA1KB224K -
CPOSA1KB334K -
CPOSA1KB474K -
CPOSA1KB6S4K -
CPOSA1KB105K -
CPOSA1KC472K -
CPOSA1KC682K -
CPOSA1KC223K -
CP()SA1KC333K -
CP08A1KC473K -
CPOSAIKC6S3K -
CPOSA1KC104K -
CP08A1KC154K -
CPOSA1KC224K -
CP08AIKC334K -
CPOSAIKC474K -
CPOSA1KC6S4K -
CPOSA1KCl05K -
CPOSA1KE332K -
CPOSA1KE153K -
CPOSA1KE333K -
CPOSA1KE473K -
CPOSA1KE6S3K -
CPOSA1KEl04K -
CPOSA1KEl54K -
CPOSA1KE224K -
CPOSA1KE334K -
CPOSAlKE474K -
CPOSA1KFl02K -
CPOSA1KFl52K -
CPQSA1KF222K -
CPOSA1KF332K -
CPOSA1KF472K -
CPOSA1KF682K -
CP08A1KFl03K -
CPOSA1KF153K -
CP08A1KF223K -
CPOSAlKF333K -
CPOSA1KF473K -
CPOSAlKF6S3K -
CPOSA1KFl04K _ 
CPOSA1KFl54K _ 
CPOSAIKF224K -
CPOSAIKF334K -
CPOSA1KF474K -

INDUSTRIAL SECTION - MIL TYPES 

MIL-C-25C 

cpoe, CHAR. K 
P323SXG P323SXP 

CP09, CHAR. K 
P323SXGP 

PLASTIC TUBE 
Net 

Price-iC 

2.08 
2.10 
2.20 
2.25 
2.30 
2.39 
2.59 
2.72 
2.SS 
3.22 
2.11 
2.11 
2.24 
2.26 
2.30 
2.32 
2.33 
2.46 
2.63 
2.78 
2.95 
3.20 
3.36 
2.18 
2.30 
2.38 
2.41 
2.48 
2.63 
2.7S 
2.91 
3.22 
3.39 
2.17 
2.17 
2.17 
2.28 
2.28 
2.30 
2.31 
2.39 
2.41 
2.42 
2.52 
2.6S 
2.77 
2.96 
3.2S 
3.46 
3.59 

NO TUBE 
Case Grounded Net Case Floating Net Case Grounded 

Price-iC Price-iC 

CPOSA3KBI03K- 1.42 CP09A1KBl03K - 2.14 CP09A3KB103K-
CPOSA3KB153K- 1.44 CP09A1KB153K - 2.16 CP09A3KB153K-
CPOSA3KB473K- 1.54 CP09AlKB473K - 2.27 CP09A3KB473K-
CPOSA3KBl04K- 1.59 CP09A1KBl04K - 2.31 CPQ9A3KB104K-
CPOSA3KB154K- 1.64 CP09AlKB154K - 2.36 CP09A3KB154K-
CPOSA3KB224K- 1.73 CP09A1KB224K - 2.46 CP09A3KB224K-
CPOSA3KB334K- 1.93 CP09A1KB334K - 2.67 CP09A3KB334K-
CPOSA3KB474K- 2.06 CP09A1KB474K - 2.S0 CP09A3KB474K-
CPOSA3KB6S4K- 2.22 CP09AlKB6S4K - 2.97 CP09A3KB6S4K-
CPOSA3KB105K- 2.56 CP09A1KB105K - 3.30 CP09A3KB105K-
CPOSA3KC472K- 1.45 CP09A1KC472K - 2.17 CP09A3KC472K-
CPOSA3KC6S2K- 1.45 CP09A1KC6S2K - 2.17 CP09A3KC6S2K-
CPOSA3KC223K- 1.5S CP09A1KC223K - 2.31 CP09A3KC223K-
CPOSA3KC333K- 1.60 CP09A1KC333K - 2.32 CP09A3KC333K-

, CPOSA3KC473K- 1.64 CP09A1KC473K - 2.36 CP09A3KC473K-
CPOSA3KC6S3K_ 1.66 CP09A1KC6S3K - 2.39 CP09A3KC6S3K-
CPOSA3KC104K_ 1.67 CP09A1KC104K - 2.40 CP09A3KC104K-

.CPOSA3KC154K- 1.S0 CP09A1KC154K - 2.52 CP09A3KC154K-
CP08A3KC224K- 1.97 CP09A1KC224K - 2.71 CP09A3KC224K-
CPOSA3KC334K- 2.12 CP09A1KC334K - 2.86 CP09A3KC334K-
CPOSA3KC474K- 2.29 CP09A1KC474K - 3.04 CP09A3KC474K-
CPOSA3KC684K_ 2.54 CP09A1KC684K - 3.28 CP09A3KC684K-
CP08A3KC105K- 2.70 CP09A1KC105K - 3.46 CP09A3KC105K-
CP08A3KE332K- 1.52 CP09A1KE332K - 2.24 CP09A3KE332K-
CP,08A3KE153K- 1.64 CP09A1KE153K - 2.36 CP09A3KE153K-
CPOSA3KE333K_ 1.72 CP09A1KE333K - 2.44 CP09A3KE333K-
CP08A3KE473K- 1.75 CP09A1KE473K - 2.47 CP09A3KE473K-
CP08A3KE683K- 1.82 CP09A1KE683K - 2.54 CP09A3KE6S3K-
CPOSA3KE104K- 1.97 CP09A1KEl04K - 2.71 CP09A3KE104K-
CP08A3KE154K- 2.12 CP09A1KEl54K - 2.86 CP09A3KE154K-
CP08A3KE224K- 2.25 CP09A1KE224K - 2.99 CP09A3KE224K-
CPOSA3KE334K- 2.56 CP09A1KE334K - 3.30 CP09A3KE334K-
CPOSA3KE474K- 2.73 CP09A1KE474K - 3.49 CP09A3KE474K-
CP08A3KF102K- 1.51 CP09A1KFl02K - 2.23 CP09A3KFl02K-
CP08A3KF152K- 1.51 CP09A1KF152K - 2.23 CP09A3KFl52K-
CPOSA3KF222K- 1.51 CP09A1KF222K - 2.23 CP09A3KF222K-
CP08A3KF332K- 1.62 CP09AIKF332K - 2.34 CP09A3KF332K-
CPOSA3KF472K- 1.62 CP09A1KF472K - 2.35 CP09A3KF472K-
CP08A3KF6S2K- 1.64 CP09A1KF6S2K - 2.36 CP09A3KF682K-
CPOSA3KFl03K- 1.65 CP09A1KF103K - 2.3S CP09A3KFl03K-
CP08A3KFl53K- 1.73 CP09A1KFl53K - 2.45 CP09A3KFl53K-
CP08A3KF223K- 1.75 CP09A1KF223K - 2.47 CP09A3KF223K-
CP08A3KF333K- 1.76 CP09A1KF333K - 2.49 CP09A3KF333K-
CPOSA3KF473K- 1.S6 CP09A1KF473K - 2.58 CP09A3KF473K-
CPOSA3KF6S3K- 2.02 CP09A1KF6S3K - 2.76 CP09A3KF683K-
CPOSA3KFl04K- 2.11 CP09A1KFl04K - 2.S6 CP09A3KFl04K-
CPOSA3KFl54K- 2.30 CP09A1KF154K - 3.04 CP09A3KFl54K-
CPOSA3KF224K- 2.62 CP09A1KF224K - 3.37 CP09A3KF224K-
CP08A3KF334K- 2.S0 CP09A1KF334K - 3.56 CP09A3KF334K-
CPOSA3KF474K- 2.93 CP09AIKF474K - 3.69 CP09A3KF474K-

r-iC:::R;;":e=q:::ue=s7't ";;O:-:.E=-:.M;-:.~pr:;"ic-e-s ":'in~th~e"""":"fo~ll-ow""i~ng-q-ua-n~ti~ti-es-: ""1~0-t~0~2:-:4~. ~2~5""t~0-4:-:9~, -=5~0-:t-o -=9:::9-, ~10::0:-:-tO-:'49::9:-." 

TYPES CP53, CP54, CP55 

Net 
Priceic 

1.48 
1.50 
1.61 
1.65 
1.70 
1.80 
2.01 
2.14 
2.31 
2.64 
1.51 
1.51 
1.65 
1.66 
1.70 
1.73 
1.74 
1.86 
2.05 
2.20 
2.3S 
2.62 
2.80 
1.58 
1.70 
1.7S 
1.81 
1.88 
2.05 
2.20 
2.33 
2.64 
2.83 
1.57 
1.57 
1.57 
1.68 
1.69 
1.70 
1.72 
1.79 
1.81 
1.83 
1.92 
2.10 
2.20 
2.3S 
2.71 
2.90 
3.03 

Oil impregnated and filled, drawn-metal cased capacitors, immersion proof and hermetically sealed. This unusually 
compact "bathtub" type capaCitor is the most popular of the small units for severe operating conditions. Available 
with terminals on side (CP53), top (CP54), or bottom (CP55). The standard tolerance on single section units is ±10% (K), 
on multiple section units + 20 -10% ~V). 

CAP. 

2.0 
4.0 
1.0 
2.0 

.5 
3X.5 

.OS 

.1 
.25 
.5 

1.0 
2.0 

2X.OS 
2X.1 
2X.25 
2X.S 

2X1.0 

VOLT. 

100V 
100V 
200V 
200V 
400V 
400V 
600V 
600V 
600V 
600V 
600V 
600V 
600V 
600V 
600V 
600V 
600V 

JP30M, itNet JP30MT, itNet JP30MB -iCNet 
SIDE TERM. Price TOP TERM. Price BOnOM TER M. Price 

CPS3B1 EB205K 2.64 
CP53B1EB405K 3.26 
C P53 B 1 EC 105K 2.27 
CPS3B1EC205K 2.90 
CPS3B1EE504K* 2.02 CP54BIEES04K* 2.02 
CP53BSEES04V 3.82 

3Kt 1.79 CPS4B1EF503Kt 1.79 CP54B1EF503Kt 1.79 CP55BlEF50 
CP53BlEFl04Kt 1.S5 CPS4B1EFlO4Kt 1.85 CP55B1EF10 
CP53B1EF254K 1.91 CP54BIEF254K 1.91 CP55B1EF2S 
CP53BlEF504K 2.06 CP54B1EF504K 2.06 CP55B1EF50 
CP53B1EFlOSK 2.41 CP54B1EFl05K 2.41 CP55B1EFlO 
CP53BlEF20SK 3.22 CPS4B1EF205K 3.22 CP55B1EF20 
CPS3B4EFS03V 2.47 CPS4B4EF503V 2.47 CPS5B4EF503 
CP53B4EFl04V 2.51 CP54B4EFl04V 2.51 CP55B4EFl04 
CP53B4EF2S4V 2.59 CP54B4EF2S4V 2.59 CP5SB4EF254 
CPS3B4EF504V 2.95 CP54B4EF504V 2.95 CP55B4EF504 
CP53B4EFlOSV 3.49 CP54B4EF105V 3.59 CP55B4EFl05 

4Kt 1.S5 
4K 1.91 
4K 2.06 
5K 2.41 
5K 3.22 
V 2.47 
V 2.S1 
V 2.59 
V 2.95 
V 3.49 

CAP. 

3X.OS 
3X.l 
3X.25 
3X.S 

.05 

.1 

.25 

.5 
1.0 

2X.OS 
2X.1 
2X.2S 
2X.5 
3X.OS 
3X.l 
3X.2S 

JP30M, itNet JP30MT, itNet JP30MB, itNet 
VOLT. SIDE TERM. Price TOP TERM. Price BOTTOM TERM. Price 

600V CP53B5EFS03Vl2.S2 CPS4BSEFS03Vt2.82 CPS5B5EF503Vt!2.S2 
600V CP53B5EFl04V 2.S7 CPS4B5EFl04V 2.S7 CPS5B5EF104V 2.87 
600V CP53BSEF2S4V 3.17 CP54BSEF254V 3.17 CP55BSEF254V 3.17 
600V CPS3BSEF504V 3.88 CPS4B5EFS04V 3.88 CPS5B5EF504V 3.88 

1000V CPS3B1EG503K 1.B4 
1000V CP53B1EG104K 1.95 
1000V CPS3B1EG254K 2.02 CHARACTERISTIC 'F 
1000V CPS3B1EGS04K 2.16 
1000V CP53B1EG105K 2.90 

CAl'. VOLT. . JP3DJ itNet 
1000V CPS3B4EGS03V 2.53 SIDE TERM. Price 
1000V CP53B4EG104V 2.53 
1000V CPS3B4EG2S4V 2.S3 S.O 100V CPS3BlFB805K 4.S6 
1000V CPS3B4EGS04V 3.71 
100jlV CP53BSEG503V 2.94 10.0 100V CP53B1FB106K 6.0S 
1000V CPS3BSEG104V 3.21 
1000V CPS3BSEG254V 3.92 

itRequest O.E.M. prices in the following quantities: 10 to 24, 25 to 49, 50 to 99, 100 to 499. I 
'Will be supplied in "K" characteristic when present stock is depleted. tThese values no longer listed in MIL-C-25C. They will not be restocked when present inven­
tories ani depleted. 
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Capacity Voltage 

.5 
1.0 
2.0 
4.0 
6.0 
8.0 

10.0 
.1 
.2S 
.5 

1.0 
2.0 
4.0 
6.0 
8.0 

10.0 
12.0 
15.0 

.5 
1.0 
2.0 
4.0 
6.0 
8.0 

10.0 
12.0 
15.0 

.1 

.2S 

.5 
1.0 
2.0 
4.0 
6.0 

10.0 
120 
lS.0 

.1 

.5 
1.0 
2.0 
4.0 

10.0 
.1 
.25 
.S 

1.0 
2.0 
4.0 

.1 

.2S 

.5 
1.0 
2.0 
4.0 

.1 

.25 

.5 
1.0 
2.0 

.1 

.25 

.5 
1.0 

.1 
.25 
.5 

600V 
600V 
600V 
600V 
600V 
600V 
600V 

1000V 
1000V 
1000V 
1000V 
1000V 
1000V 
1000V 
1000V 
100DV 
11/00V 
1000V 
1500V 
1500V 
1500V 
1500V 
1500V 
1500V 
1500V 
1500V 
1500V 
2000V 
2000V 
2000V 
2000V 
2000V 
2000v 
2000V 
2000V 
2000V 
2000V 
2500V 
2500V 
2500V 
2500V 
2500V 
2S00V 
3000V 
3000V 
3000V 
3000V 
3000V 
3000V 
4000V 
4000V 
4000V 
4000V 
4000V 
4000V 
SOOOV 
5000V 
5000V 
5000V 
5000V 
6000V 
6000V 
6000V 
6000V 
7500V 
7500V 
7500V 

© U.C.P., Inc. 

SECTION 1500 

INDUSTRIAL SECTION - MIL TYPES 

TYPE CP70 MIL-C-2SC 
Characteristics E and F • Porcelain and Riveted Terminals 

Oil impregnated and filled, large, rectangular, metal·cased capacitor for heavy·duty, continuous·service applications such 
as power supplied for transmitters, amplifiers, etc. immersion proof and hermetically sealed. Available with either high· 
voltage screw·type porcelain·pillar terminals or the space·saving riveted terminal. Pillar terminals have soldering lugs. 
Standard tolerance ±10% (K). Also available in ±20% tolerance (M). Mll·C·25C mounting brackets are also available. 
tor all units. 
Units meet Vibration Grade 1 of MIl·C·25C-Oesignated by addition of numeral 1 to part number. 

CHAR. E Case Size CHAR. F Case Size CHAR. E Case Size CHAR. F Case Size 
JPD9M and Net JP09M and Net JPD9MR and Net JP09MR and Net 

Porco Term Brkt. Desig. Price+: 

CP70E1EF504K* A2 
CP70ElEFlOSK A2 
CP70E1EF20SK A4 
CP70ElEF405K B4 
CP70ElEF605K C2 
CP70ElEF805K C3 
CP70EIEFl06K 03 
CP70E1EG104K Al 
CP70ElEG254K A2 
CP70E1EG504K 'A2 
CP70ElEG10SK A3 
CP70E1EG205K A6 
CP70ElEG405K C2 
CP70E1EG605K 03 
CP70E1 EG805K 05 
CP70E1EG106K E5 
CP70ElEG126K E6 

.CP70E1EG156K G2 
CP70E1EH504K A3 

. CP70ElEH105K A6 
CP70E1EH2QSK 86 
CP70E1EH40SK 04 
CP70E1EH605K E5 
CP70E1EH805K F2 
CP70E1EH106K G4 
CP70E1EH126K' J3 
CP70ElEH156K J6 
CP70E1EJI04K* 81 
CP70E1EJ254K 81 
CP70ElEJ504K 82 
CP70ElEJI05K B6 
CP70ElEJ205K C4 
CP70ElEJ405K E6 

CP70E1EK104K 81 
CP70E1 EK504K B4 
CP70E1EK10SK 02 
CP70ElEK205K E5 
CP70E1EK405K J2 
CP70ElEK106K JIO 
CP70E1El104K B2 
CP70E1El254K B3 
CP70E1El504K B6 
CP70ElEl105K E4 
CP70E1El20SK G2 
CP70ElEl405K J7 
CP70E1EM104K E1 

CP70ElEM405K J11 
CP70E1EN104K El 
CP70ElEN254K E3 
CP70ElEN504K E6 

CP7001EP104K E3 
CP7001EP254K E5 
CP7001EP504K J3 

2.92 
3.62 
4.29 
5.68 
6.86 
8.43 
9.11 
2.70 
3.06 
3.24 
4.14 
5.41 
6.84 
8.46 
9.0!l 

10.99 
11.89 
13.15 
3.95 
4.64 
6.54 
8.77 

10.66 
13.66 
15.64 
17.01 
18.74 
4.13 
4.47 
4.64 
5.67 
6.71 
9.45 

6.50 
6.99 
7.97 

12.88 
17.96 
40.72 
8.30 
8.79 
9.76 

12.06 
15.01 
22.05 
10.99 

39.44 
11.41 
12.72 
15.44 

13.68 
16.50 
20.58 

Porco Term Brkt. Desir:. PriceiC 

CP70ElFF205K A3 
CP70ElFF405K B3 
CP70E1FF605K B6 
CP70ElFF805K C2 
CP70ElFFl06K C4 

CP70ElFG105K A2 
CP70E1FG205K AS 
CP70ElFG405K B6 
CP70ElFG605K C4 

CP70ElFG106K 05 

CP70E1 FG156K F1 

CP70E1FH105K AS 
CP70ElFH205K B5 
CP70E1FH405K C4 
CP70ElFH605K 05 
CP70ElFH805K Fl 
CP70E1FH106K G2 
CP70ElFH126K G2 
CP70ElFH156K , J3 

CP70ElFJ105K B3 
CP70ElFJ205K C3 
CP70ElFJ405K E3 
CP70ElFJ605K G1 
CP70E1FJ106K J3 
CP70ElFJ126K J5 
CP70E1 FJI56K J7 

CIl70El FK504K 83 
CP70E1FK105K 01 
CP70ElFK205K 05 

CP70ElFl205K G1 
CP70E1Fl405K J3 

CP70E1FM254K E1 
CP70ElFM504K E3 
CP70E1FM105K E6 
CP70EIFM205K J4 
CP70E1FM405K JIO 

CP70ElFN504K E4 
CP70E1FN10SK J2 
CP70ElFN205K J6 
CP7001FP104K E2 
CP700lFP254K E4 

CP700lFP105K J9 
CP7001FRI04K E3 
CP7001FR254K J1 
CP7001FR504K J4 

4.09 
5.58 
6.55 
8.07 
8.69 

3.84 
4.87 
6.56 
8.09 

10.91 

13.09 

4.37 
5.57 
8.14 

10.40 
12.99 
15.06 
16.97 
18.68 

5.62 
6.65 
9.40 

12.24 
17.64 
20.50 
22.04 

6.93 
7.90 

12.82 

11.45 
21.99 

11.08 
12.15 
15.27 
21.56 
35.62 

13.38 
17.95 
28.86 
12.65 
14.22 

29.51 
13.46 
16.80 
23.69 

Rivet Term Brkt. Desig. PriceiC Rivet Term Brkt. Desig.PriceiC 

CP70B1EFl05K A2 
CP70B1EF205K A4 
CP70B1EF405K B4 
CP7081EF605K C2 
CP70B1EF805K C3 
CP70B1EFl06K 03 

CP7081EG105K A3 
CP70B1EG205K A6 
CP70B1EG405K C2 
CP70B1EG605K 03 
CP70B1EG805K 05 
CP70B1EG106K E5 
CP70B1EG126K E6 
CP70B1EG156K G2 
CP70B1EH504K A3 
CP70B1EH105K A6 
CP70B1EH205K B6 
CP70B1EH40SK 04 
CP7081EH60SK E5 
CP70B1EH805K F2 
CP70BlEH106K G4 
CP70B1EH12iK J3 
CP70B1EH156K J6 

3.06 
3.96 
5.52 
6.54 
7.89 
8.78 

3.68 
4.73 
6.38 
8.13 
8.93 

10.82 
11.75 
13.01 
3.46 
4.23 
5.51 
8.20 

10.53 
12.92 
13.79 
16.89 
18.61 

CP70B1FF205K A3 
CP70BIFF40SK B3 
CP70BlFF60SK B6 
CP70BIFF805K C2 
CP70BIFFl06K C4 

CP70BIFG205K AS 
CP70BIFG405K B6 
CP70BIFG60SK C4 
CP70BIFG80SK 02 
CP70BIFGI06K OS 
CP70BIFG126K E4 
CP70BIFG1S6K F1 

CP70BIFH20SK BS 
CP70B1FH40SK C4 
CP70BIFH60SK OS 
CP70BIFH80SK Fl 
CP70BlFHl06K G2 
CP70BlFH126K G2 
CP70BIFHlS6K J3 

3.77 
5.26 
6.23 
7.75 
8.37 

4.S1 
6.22 
7.75 
9.15 

10.08 
11.69 
12.95 

5.25 
7.82 

10.09 
12.66 
14.66 
16.84 
18.56 

'

*NO longer listed in Mll·C·25C. Will not be restocked I 
when present inventories are depleted. 

Al 1'~. X I'll. x 1% 
A2 1'~6 x 1'11. X 2114 
A3 1'~. x I'll. X 2Va 
A4 1'~. x I'll. X 3¥4 
AS 1'~. x I'll. X 37/. 
A6 1'~. x I'll. x 40/4 
B1 21h x 1~. x 21h 
B2 21h x 1~. X 27/. 
B3 21h x 1~. x 31h 
B4 21h x 1~. x 3~ 
B5 21h x 1M. x 411 .. 
B6 21h x 1~. x 40/4 
C2 30/4 x 1114 X 3~ 
C3 30/4 x 1114 X 4114 
C4 3~ x 1114 x 40/4 
01 3~ x 1~ X 3114 
02 3~ x 1~ X 3V. 
03 30/4 x 10/4 X 4 
04 3~ x 10/4 X 4114 
05 3¥4 x 10/4 x 40/4 
E1 30/4 X 2114 x 2¥4 

E2 30/4 x 2114 x 3% 
E3 30/4 x 2114 X 4114 
E4 3¥4 x 2114 X 41h 
ES 3~ x 2114 x 40/4 
E6 30/4 x 2114 X S1I. 
F1 30/4 X 21h x 40/4 
F2 30/4 x 21h x 50/4 
G1 30/4 x 3~. x 41h 
G2 3~ x 3M. x 4~ 
G4 30/4 x 3M. x 51h 
JI 4~. x 30/4 X 37/8 
J2 41f. x 30/4 x 4% 
J3 41f, x 30/4 x 4~ 
J4 4~. x 30/4 X S1fs 
J5 4~. x 3% x 51h 
J6 41f. x 30/4 x 6 
J7 41f, x 30/4 X 61h 
J9 4~.. x 30/4 X 71h 
llO 41f. x 3~ x BIfz 
Jll 4~. x 3% x 9% 

If Mil brackets are required with units, specify CP07S 
(spade) or CP07F (footed) and add the bracket designa· 
tion listed beside the unit. 

Example: CP70EIEF504K with CP07SA2 brackets. 

+:Request O.E.M. prices in the following quantities: 
10 to 24, 25 to 49, SO to 99, Add'i for Brkts. 

TYPE CP41 - Characteristics E and F 
Cylindrical, hermetically sealed can with scrpwbase 
molded cover for vertical mounting. Operating 
temperature range -55 +85°C. Solder lug. 
nonremovable terminals Mil designation B). Sup· 
plied with mounting nut and lockwasher. Standard 
tolerance ±10% (K). Also available in ±20% (M). 

Units meet Vibration Grade 1 of MIL·C·25C Desig· 
nated by addition of numeral 1 to part number. 

CAPACITY 

2.0 
4.0 
1.0 
2.0 

.5 
1.0 

VOLTAGE 

SOOV 
600V 

1000V 
1000V 
lS00V 
1500V 

CHAR. E JP10M 

CP4181EF20SK 
CP4lBlEF40SK 
CP41BIEGlOSK 
CP41BlEG20!iK 

Net 
Price* 

4.82 
5.67 
5.27 
5.57 

CHAR. F Jpl0M 

CP41BlFF20SK 
CP41B1FF405K 
CP41BIFGI05K 
CP41BIFG20SK 
CP4lBlFH5041< 
CP41BlFH105K 

Net 
Prlce* 

4.82 
5.67 
5.27 
5.57 
4.62 
6.42 

+:Request O.E.M. prices in the following quantities: 10 to 99. 
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SECTION 1500 

INDUSTRIAL SECTION .... MIL TY~ES 

MIL-C-2SC 

CP63, CP65 - Characteristic E tCP90, CP91 - Characteristic E 

Compact, oil Impregnated and filled, rectangular units. Immersion New MIL·C·25C type designations for variations of capacitor formerly 
listed as CP61. Base size CP90- l~, x '11" CP91-1~, x %. Brack· proof and hermetically sealed. Dual section .has case grounded. ets must be ordered separately and are not interchangeable. Specify Channel brackets attached. Standard tolerance on single section 
CP090 or CP091. Add S for Spade; F for Footed. units, ±10% (K), on multiple section units + 20 -10% (V). 

Net Net tJP16M JP16M special 
JP16MCT Net JP16MCB Net Cap. Voltage No Brackets Price+: No Brackets Price+: 

Cap. Voltage Top Term. Price+: Bottom Term. Price+: , .1 400V CP90BIEEl04K 1.82 CP9181EEl04K 1.82 
.1 400V CP63B1EEl04K 1.90 CPS581EEI04K 1.90 , .25 4aOV CP90B1EE254K 1.87 CP9181EE2S4K 1.87 
.25 400V CPS3B1EE254K 1.94 1.0 400V CP90BlEEIOSK 2.13 CP91B1EE105K 2.13 

1.0 400V CPS3B1EElOSK 2.21 .OS SOOV CP90B1EF503K 1.75 CP91B1EF503K 1.75 
.05 600V CP63B1EF503K 1.83 CP65B1EF503K 1.83 

t .1 600V CP90B1EFl04K 1.87 CP91B1EFl04K 1.87 
.1 600V CPS3B1EFl04K 1.94 CPSSBlEFl04K 1.94 .2S 600V CP90B1EF254K 1.92 CP9181EF254K 1.92 .25 SOOV . C P63B 1 EF2S4K 2.00 CPSSB1EF254K 2.00 .S SOOV CP90B1EFS04K 1.99 CP91B1EFS04K 1.99 .S SOOV CP6381EFS04K 2.07 CPS5B1EF504K 2.07 1.0 600V CP90BlEFl05K . 2.23 CP91B1EFlOSK 2.23 1.0 SOOV CP63B1EFlOSK 2.31 CPSSB1EF105K 2.31 2X.OS SOOV CP90BSEFS03V 2.3S CP91B6EF503V 2.36 t2X.05 SOOV CP63B6EF503V 2.44 CP6SBSEF503V 2.44 2X.1 600V CP908SEFl04V 2.44 CP918SEFl04V 2.44 2X.1 SOOV CPS38SEFl04V 2.51 CPS58SEFl04V 2.S1 2X.25 SOOV CP908SEF254V 2.58 CP91BSEF254V 2.58 2X.2S 600V CP6386EF254V 2.66 CP6S8SEF254V 2.66 2X.5 600V CP90BSEFS04V 2.73 CP918SEFS04V 2.73 2X.5 SOOV CPS3BSEFS04V 2.81 CPS5B6EFS04V 2.81 .01 10aov CP90B1EG103K 1.79 CP91B1EGI03K 1.79 .01 1000V CP63B1EG103K 1.87 CP6SB1EGI03K 1.87 .02 1000V CP908lEG203K 1.79 CP91B1EG203K 1.79 .02 1000V CP63B1EG203K 1.87 CP6SBIEG203K 1.87 .OS lODaV CP90B1EGS03K 1.82 CP91B1EGS03K 1.82 .OS 1000V CP6381EGS03K 1.90 CPSSBIEGS03K 1.90 .1 1000V CP908lEG104K 1.91 CP91B1EG104K 1.91 .1 1000V CP6381EG104K 1.98 I +:Request O.E.M. prices I .2S 1000V CP9081EG2S4K 1.92 CP918lEG2S4K 1.92 .25 lOOOV CPS3B1EG2S4K 1.99 in the following quanti· .5 10llOV CP9081EG5a4K 2.12 CP91B1EGS04K 2.12 .S 1000V CPS381EGS04K 2.20 ties: 10 to 24, 25 to 49, 

50 to 99, 100 to 499. 
'Will be suppl ied in "K" characteristic when present stocks are depleted. 
tThese values no longer listed in MIL·C·2SC. They will not be stocked when present inventories are depleted. 

.05 600V CP67B1EFS03K 

.1 600V CP67B1EFl04K 

.25 SOOV CP67B1EF254K 

.S SOOV CP67B1EFS04K 
1.0 600V CP6781EFlOSK 

2X.OS SOOV CPS784EFS03V 
2X.1 600V CP6784EF104V 
2X.25 600V CP6784EF254V 
2X.S 600V CP6784EFS04V 
3X.OS 600V CP6785EF503V 
3X.1 SOOV CPS7BSEFl04V 
3X.2S SOOV CP67BSEF254V 

.01 1000V CPS78lEG103K 

.02 1000V CP678lEG203K 

TYPES CP67, CP69 - Characteristics E 
Oil impregnated and filled unit, rectangular cased. Similar to CP91 except additional length in base size of H'4 x 'f. 
permits 2 or 3 sections, case floating. Single units also can be used for special applications where type CP91 does not 
fit. Both CP67 and CPS9 supplied with channel brackets attached. Standard tolerance on single section units ±10% 
(K), on multiple section units + 20 -10% (V). 

2.13 CP69B1EF503K 2.13 .OS 1000V CPS981EGS03K 
2.23 CP69B1EFl04K 2.23 .1 1000V CPS981EG104K 
2.30 CP69B1EF2S4K 2.30 .25 1000V CPS981EG2S4K 
2.40 CP69B1EFS04K 2.40 .S 1000V CP69BIEGS04K 
2.63 CP6981 EFlOSK 2.S3 2X.01 100DV CPS9B4EG103V 
2.64 CPS9B4EFS03V 2.64 2X.02 1000V CP69B4EG203V 
2.S9 CPS984EFl04V 2.69 2X.OS 1000V CPSgB4EGS03V 
2.90 CPS984EF2S4V 2.90 2X.1 1000V CPS9B4EG104V 
3.25 CP69B4EFS04V 3.25 2X.2S 1000V CPS984EG2S4V 
3.1S CPS9BSEFS03V 3.1S 3X.OI 1000V 

+:Request O.E.M. prices I CPS9B5EG103V 
3.24 CPS9B5EFl04V 3.24 3X.02 1000V in the following quanti· CP698SEG203V 
3.52 CPS98SEF2S4V 3.S2 3X.OS 1000V ties: 10 to 24, 25 to 49, CP69B5EG503V 
2.14 CP698lEGl03K 2.14 3X.l 1000V CPS9B5EG104V 
2.16 CP6981EG203K 2.16 50 to 99, 100 to 499. 

2.20 
2.27 
2.3S 
2.53 
2.54 
2.61 
2.S9 
2.78 
2.9S 
3.12 
3.15 
3.25 
3.37 

* *RIGHT ANGLE TUBE SOCKETS Available in 7·pin and 9·pln types In four styles, these sockets are designed to meet Net 
existing MIL Specifications. Active contacts are silver plated and non·fatlguing con· Cat. No.Price+: 
tact pressure provides proper insertion and withdrawal pressure with a minimum of 7A 83 
contact resistance. Ideal for hand or mechanical insertion Into printed·wirlng boards RA . 
using simple In·line punched round holes. Templates are furnished with each socket. RA7AX .8S 
Long terminals permit use of sockets on wide range of board thickness. RA78 .90 
Type A - for general purpose applicatiQns. RA7BX 1.08 
Type AX - for special applications (military and commercial) where extra strength RA9A .99 

and rigidity are required. 

Type A Type AX Type B Type ax 
Type B - same as Type A except tube shield shell added. RA9AX 1.01 
Type 8X - same as Type AX except tube shield shell added. RA9B LOS 

Ordering Example: RA7A = (Type 7 Pin Socket) RA 7 - 7 pin right angle tube socket. RA 9 - 9 pin right angle tube socket RA9BX 1.24 

I+:Request O.E.M. prices in the following quantities: 
25 to 99, 100 to 499. 

MODULIZED STANDARD CIRCUITS 
Modules are comprised of uniformly standard, stacked steatite wafers combining the required resistive, capacity and inductive 
components to form a completely reliable, ruggedly compact electronic circuit. 
B.ase~ on a st,udy conducted by the National Bureau of Standards, the modules listed below were chosen as representative of 
circuits appearing In both military and commercial equipment. In all cases, similar functional circuits have been in use for at 
least 10 years without major improvement. Accessories, such as the twelve position bread board" the Individual module 
mounting sockett and mounting socket and banana Plugs are available to facilitate the inter·connecting of standard circuit 
modules to form complete electronic sub.assemblies. 

Net Net Net 
Part No. Description Price+: Part No. Description Price. Part No. Description Price+: 
AlDOl - Linear Amplifier, Low Level. 
A1002 ....:. Linear Amplifier, Intermediate. 
A1003 - Linear Amplifier, Phase inverter·driver. 
C1002 - Flip·flop, 1 megacycle. 
GlOOl - PRF Multivibrator. 

'M88·l2 

Net 
Price+: 
18.00 tM8B·l 
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5.2s P100l - Video Limiter. ~ PlODS - Dual High Level Cathode Follower. --s:4il 
5.25 Pl002 - Low·level Cathode Follower. 7.90 RlOOl - DC Regulator Plus or minus 3ODV. 21.10' 
4.25 Pl003 - Common Cathode Mixer or Dual Rl002 - DC Regulator, Plus or Minus 150V. 10.70 

14.55 Cathode Follower. 8,25 TIOOI - Variable Time Delay Monostable 
5.10 P1004 - Cascade Intermediate Video Amplifier. 10.60 Multivibrator. 8.75 

PlOOS - Triode Video Driver Amplifier. 13.15 TI002 - Phantastron Delay. 5.10 

N~ I I Price+: +:Request O.E.M. prices in the following quantities: 10 to 24, 25 to 49, 50 to 99, 100 to 499. 
1.50 

Net © U.C.P., Inc. 



SECTION 1500 

INDUSTRIAL CERAMIC CAPACITORS 
CERAFIL@ ULTRAMINIATURE CAPACITORS 

DIPPED-RADIAL & AXIAL LEADS 
MOLDED-AXIAL LEADS 

f-====== 
Cerafil<!lCapacitors, the smallest ceramic capacitors available anywhere for airborne transistorized 
circuit applications, and other critical requirements where space and weight are at an absolute 
premium. 
When tested using Cerafil@ratings Cerafil @ units will meet or surpass the requirements of 
MIL-C-HOISB. 
Available in both radial and axial leads in dipped type. Available in axial leads in molded type, 

CAP. 
tDIMENSIONS DIPPED AXIAL LEADS DIPPED RADIAL LEADS DIMENSIONS MOLDED AXIAL LEADS 

(Mfd.) 
Diam. Lith. PART NUMBER 

Net PART NUMBER Net Oiam. Lgth. PART NUMBER Net 
Price+: Price+: Price+: 

I 
.52 C80VI00RM .57 .087 I .315 MC80VI00AM .47 .00001 .090 .320 C80V 100AM 

I 
.000022 .090 .320 C80V 220AM .52 C80V220RM .57 .087 I .315 MC80V220AM .47 

.000033 .090 .320 C80V 330AM .52 C80V330RM .57 .087 i .315 MC80V330AM 047 

.000047 .090 .320 CBOV 470AM I 
.52 C80V470RM .57 .OB7 .315 MC80V470AM .47 i 

.0001 .090 .320 CBOV 101AM .52 C80V101RM .57 .OB7 .315 MC80V101AM .47 

.00022 .090 .320 CBOV 221AM .52 C80V221RM .57 .087 .315 MCSOV221AM .47 

.00033 .090 .320 CSOV 33\AM .52 CSOV331RM .57 .087 .315 MC80V331AM .47 

.00047 .090 .320 CBOV 471AM 

I 
.52 CSOV471RM .57 .087 .315 MCSOV471AM 047 

.001 .090 .320 CSOV 102AM .46 CSOV102RM .51 .OS7 .315 MCSOV102AM Al 

.005 .120 .500 C80V 502AM .76 CSOV502RM .84 .117 .495 MCSOVS02AM .6S 

.01 .1BO .500 C80V 103AM 1.07 C80V103RM 1.19 .157 .495 MCSOV103AM .90 

.02 .200 .500 CSOV 203AM 1.S3 C80V203RM 2.03 .197 .495 MCSOV203AM 1.65 

.05 .240 

I 
.650 CSOV 503AM 3.05 C80V503RM 3.3S .237 I .64S MC80VS03AM 2.75 

.1 .310 .7S0 CSOV l04AM 5.4S I CSOV104RM 6.0S .277 I .745 MCSOV104AM 4.93 

tOverall length may exceed dimenSions shown by as much as X,' due to deposit of insulating material on leads. 

ELECTRICAL SPECIFICATIONS 

1. VOLTAGE - 100 VDCW; 300 VDCT. 
2. CAPACITY TOLERANCE - ±20% 
3. INSULATION RESISTANCE - 100 mfd.-megohms or 

10,000 megohms whichever is smaller. 
4. TEMPERATURE COEFFICIENT - (-55°C to +8S0C). 

No voltage +10% to -15%. 
100 volts applied - + 10% to -35%. 

5. POWER FACTOR - 2.5% maximum. 
6. OPERATING TEMPERATURE­

-55°C to 85°C at 100 volts 
-SsoC to 12S0C at SO volts 

MECHANICAL SPECIFICATIONS 

1. All dimensions in inches. 

2. LEADS ~ Tinned Copper. 
Below .01 mfd. - #26 gauge. 
.01 mfd. and above - #22 gauge. 

3. LEAD LENGTHS - See drawings. 

4. MARKING - Color code. No code for temperature 
coefficient; no code for lead disignation since it is 
obvious. 

PIAL (A) LIAlIL 

j--'--j r- 0 

~H F=11= 
!-I ....... M' •. -\ T 

IADIAL ,I, LEIDS 

I--- '---I £: 0 

1 JL I~ 
-rr I _ .:r'" 

MOLDED AXIAL LEADS 

..l f.-1'lS."M".-j 
=t~ 1I11f===i;= 

oj f-- ,--j 

+:Request O.E.M. prices in 

the following quantities: 2S 

to 49, SO to 99, 100 to 49.9. 

CER~E. 
HIGH CAPACITY, HIGH RELIABILTY, 

ROLLED CERAMIC CAPACITORS 

CERo~capacitors are rolled ceramic capacitors 
in the high capacitance range of paper and 
plastic film dielectrics but in much smaller 
physical sizes and with superior electrical char­
acteristics. Designed for general applications 
in bypass-coupling, filtering and blocking cir­
cuits. Excellent electrical characteristics for critical applications in de­
coupling and pulse circuits where low series resistance at high fre­
quencies together with miniature sizes are required. Low series resistance 
makes them ideal for use in all computer circuits. Operating temperature 
range at VDC -5SoC to 85°C and at SO VDC -SSoC to 125°C. Capaci­
tance tolerance is ±20%. Will meet or surpass all the requirements of 
MIL-C-H015B. 

SPECIFICATIONS 
Cap. Tal. :::: ±20% 
P.F. :::: 2% Max. 
T.C. (0 Voltage) :::: + 15% -25% 

over temperature range of -SS·C. 
to 12S·C. 

T.C. (100 V. applied) :::: + IS% -3S% 
over temperature range of -S5"C 
to +85·C. 

Working Voltage :::: 100 VDC at S5·C. 
derate to so VDC at 12S·C. 

Test Voltage :::: 300 VDC 
Insulation Resistance :::: 100 Meg.­

Mfd. minimum 
Series Resistance .25 ohms at 8 to 

10 mc. 
Other requirements per Mll-C-lI015B 
Leads axial #22 gauge· Ilh" ±1/a" long 

+:Request O.E.M. prices in the following quantities: 25 to 49, SO to 99, 
100 to 499. 

© U.C.P., Inc. Net 

STOCK VALUES FOR CEROL CAPACITORS TYPE CR90 

Part Cop , .... ~-;';;-.-
Number Mfd. in. in. Price+: Color Code 

CR90VI04AM .1 .210 . 690 4.50 . Brown, Black, Yellow & Black 

CR90V2S4AM .2S .260 .690 6.00 Red Green, Yellow & Black 

CR90V504AM .S .350 .690 9.75 Green, Black, Yellow & Black 

CR90VI0SAM 1.0 .480 .690 15.00 Brown, Black, Green, Black 

CR90V20SAM 2.0 0400 1.44 22.50 Red, Black, Green, Black 

The MASTER - 26th Edition • Page 341 



· SECTION 1500 
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INDUSTRIAL CERAMIC CAPACITORS (cont.) 

Temperature Compensating Tubulars 

NPO 

l Popular values in accordance with the latest revisions of specification MIL-C-20 and EIA specification 
RS-198. Uninsulated units are furnished color coded, packaged in bulk. Insulated units-stamped with part 
number. Voltage rating 500 VDCW. 

Cap. 

.3 

.5 

.6S 

.75 

1.0 

1.2 

1.5 

2.0 

2.2 

3.0 

4.0 

5.0 

6.0 

6.2 

7.0 

8.0 

S.O 

10.0 

12.0 

15.0 

lS.0 

20.0 

22.0 

24 

27 

30 

33 
36 

39 

43 

47 

51 

56 

62 

6S 

75 

82 

91 

100 

110 

120 

130 

150 

160 

lSO 

200 

220 

240 

270 . 
300 

UN INSULATED TYPE CN 
Net 

MIL No. 

CC20CKOR3C 

CC20CKOR5C 

CC20CKR6SC 

CC20CKR75C 

CC20CK010C 

CC20CK1R2C 

CC20CK1R5C 

CC20CK020C 

CC20CK2R2C 

CC20CJ030C 

CC20CH040C 

CC20CH050C 

CC20CHOSOC 

CC20CH6R2C 

CC20CH070C 

CC20CHOSOC 

CC20CHOSOC 

CC20CH100C 

CC20CH120G 

CC20CH150G 

CC20CH1SOG 

CC20CH2000 

CC20CH220G 

CC25CH240G 

CC25CH270G 

CC25CH300G 

CC25CH33OG 

CC25CH3S0J 

CC25CH390J 

CC25CH430J 

CC25CH470J 

CC25CH5l0J 

CC32CG560J 

CC32CG620J 

CC32CG680J 

CC32CG750J 

CC32CGS20J 

CC32CGS10J 

CC32CG101G 

CC32CGlllG 

CC35CG121G 

CC35CG131G 

CC35CG151G 

CC45CG161G 

CC45CG1S1G 

CC45CG201G 

CC45CG221G 

CC45CG241G 

CC45CG271F 

CC45CG30lF 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30. 

.30 

.30 

.45 

.45 

.45. 

.60 

.SO 

.60 

.60 

.60 

.90 

.SO 

EIA No. 

RICC20COK30SC 

RICC20COK50SC 

RICC20COK6SSC 

RICC20COK75SC 

RICC20COK109C 

RICC20COK129C 

R ICC20COK159C 

RICC20COK209C 

RICC20COK229C 

RICC20COJ309C 

RICC20COH40SC 

R ICC20COH509C 

RICC20COHS09C 

RICC20COH629C 

RICC20COH709C 

RICC20COH809C 

R ICC20COH909C 

R I.CC20COH100C 

R ICC20COH120G 

RICC20COH150G 

RICC20COH1SOG 

RICC20COH200G 

RICC20COH220G 

R ICC25COH240G 

RICC25COH270G 

R ICC25COH300G 

RICC25COH330G 

RICC25COH360J 

RICC25COH390J 

RICC25COH430J 

RICC25COH470J 

RICC25COH5l0J 

RICC32COG560J 

R ICC32COG620J 

RICC32COG6S0J 

RICC32COG750J 

RICC32COGS20J 

RICC32COG9~OJ 

RICC32COG101G 

RICC32COGlllG 

RICC35COG121G 

RICC35COG131G 

RICC35COG151G 

RICC45COG161G 

RICC45COG1S1G 

R I CC45COG20 1 G 

RICC45COG221G 

RICC45COG241G 

RICC45COG271F 

RICC45COG301F 

Net 
Price* 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

:30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

·.30 

.30 

.30 

.30 

.30 

.30 

.30 

.45 

.45 

.45 

.60 

.60 

.60 

.60 

.60 

.90 

.90 

*Request O.E.M. prices in the following quantities: 25 to 99, 100 to 249, 250 to 499, 500 to 999 
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MIL No. 

CC21CKOR3C 

CC21CKOR5C 

CC21CKR6SC 

CC21CKR75C 

CC21CK010C 

CC21CK1R2C 

CC21CK1R5C 

CC21CK020C 

CC21CK2R2C 

CC21CJ03OC 

CC21CH040C 

CC21CH050C 

CC21CH060C 

CC21CH6R2C 

CC21CH07OC 

CC21CHOSOC 

CC21CH090C 

CC21CH100C 

CC21CH120G 

CC21CH150G 

CC21CH1SOG 

CC21CH200G 

CC21CH220G 

CC26CH240G 

CC26CH270G 

CC26CH300G 

CC26CH330G 

CC26CH3S0J 

CC2SCH390J 

CC3SCH430J 

CC36CH470J 

CC3SCH51OJ 

CC36CG5S0J 

CC36CGS20J 

CC36CGS80J 

CC3SCG750J 

CC3SCG820J 

CC36CG9l0J 

CC36CG101J 

CC36CGlllJ 

CC36CG121J 

CC36CG131J 

CC3SCG151J 

INSULATED TYPE CI 
Net 

Pric,* 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.. 30 

.30 

.3Q 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

;30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.60 

.60 

.60 

.60 

EIA No. 

RICC21COK30SC 

RICC21COK508C 

RICC21COK6SSC 

RICC21COK75SC 

RICC21COK109C 

RICC21COK129C 

R ICC21COK159C 

RICC21COK209C 

RICC21COK229C 

RICC21COJ309C 

RICC21COH409C 

RICC21COH509C 

RICC21COH609C 

R ICC21COH629C 

R ICC21COH709C 

RICC21COHS09C 

RICC21COH9C9C 

RICC21COH100C 

RICC21COH120G 

RICC21COH150G 

RICC21COH1SOG 

RICC21COH200G 

RICC21COH220G 

RICC26COH240G 

21CC2SCOH270G 

RICC2SCOH300G 

RICC2SCOH330G 

RICC26COlt3S0J 

R ICC2SCOH390J 

RICC36COH430J 

RICC3SCOH470J 

RICC36COH5l0J 

RICC3SCOG560J 

R I CC36COG620J 

R I CC3SCOGSSOJ 

RICC3SCOG750J 

R I CC3SCOGS20J 

R ICC36COG9l0J 

RICC3SCOG101J 

RICC3·6COGlllJ 

RICC3SCOG121J 

RICC3SCOG131J 

RICC3SCOG151J 

Net 
Price* 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.60 

.60 

.60 

.60 
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SECTION 1500 

INDUSTRIAL CERAMIC CAPACITORS (cont.) 
Temperature Compensating Tubulars 

N750 lr1CN 
l · ------~------------~------------------------UN INSULATED TYPE CN INSULATED TYPE CI 

~ ~ ~ ~ 
Cap. 

.5 

.75 

1.0 

1.5 

2.0 

5.0 

10.0 

12.0 

15.0 

18.0 

20.0 

22.0 

24.0 

27.0 

30.0 

33.0 

36.0 

39.0 

43.0 

47.0 

51.0 

56.0 

62.0 

68.0 

75.0 

82.0 

91.0 

100.0 

110 

120 

130 

150 

160 

180 

200 

220 

240 

270 

300 

330 

360 

390 

430 

470 

MIL 

CC20 
CC2l 
CC25 
CC26 
CC32 
CC35 
CC36 
CC45 

MIL No. 

CC20UKOR5C 

CC20UKR75C 

C·C20UKOlOC 

CC20UKlR5C 

CC20UK020C 

CC20UJ05OC 

CC20UJ100C 

CC20UJ120G 

CC20UP150G 

CC20UJ180G 

CC20UJ200G 

CC20UJ220G 

CC20UJ240G 

CC20UJ270G 

CC20UJ300G 

CC20UJ330G 

CC20UJ360J 

CC20UJ390J 

CC20UJ430J 

CC20UJ470J 

CC20UJ5l0J 

CC20UJ560J 

CC20UJ620J 

CC25UJ680J 

CC25UJ750J 

CC25UJ820J 

CC25UJ9l0J 

CC25UJ10lG 

CC25UJ111G 

CC25UJ12lG 

CC25UJ131G 

CC25UJ15lG 

CC32UJ16lG 

OC32UJ18lG 

CC32UJ20lG 

CC32UJ221G 

CC3·2UJ24lG 

CC35UJ271F 

CC35UJ301F 

CC35UJ331F 

CC35UJ361F 

CC45UJ391F 

CC45UJ431F 

CC45UJ471F 

TYpe Designation 

EIA 

RICC20 
RICC2l 
RICC25 
RICC26 
RICC32 
RICC35 
RICC36 
RICC45 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 . 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.90 

.90 

.90 

.90 

.90 

.90 

.90 

SIZE 

EIA No. 

RICC20U2K508C 

RICC20U2K758C 

RICC20U2KI09C 

RICC20U2K159C 

RICC20U2K209C 

RICC2OU2J509C 

RICC20U2J100C 

RICC20U2J120G 

RICC20U2J150G 

RICC20U2J180G 

RICC20U2J200G 

RICC20U2J220G 

R I CC20U2J240G 

RICC20U2J270G 

RICC20U2J300G 

RICC20U2J330G 

RICC20U2J360J 

RICC20U2J390J 

RICC20U2J430J 

RIBC20U2J470J 

RICC20U2J510J 

RICC20U2J560J 

RICC20U2J620J 

RICC25U2J680J 

RICC25U2J750J 

RICC25U2J820J 

RICC25U2J910J 

RICC25U2J101G 

RICC25U2JlllG 

RICC25U2J121G 

RICC25U2J131G 

RICC25U2J151G 

RICC32U2J161G 

RICC32U2J181G 

RICC32U2J20lG 

RICC32U2J221G 

RICC32U2J241G 

RICC35U2J271F 

RICC35U2J301F 

RICC35U2J331F 

RICC35U2J361F 

RICC45U2J39lF 

RICC45U2J431F 

RICC45U2J471F 

Max. Size 

.200 x .400 

.250 x .562 

.200 x .655 

.250 x .812 

.250 x .860 

.255 x 1.090 

.340 x 1.328 

.340 x 1.890 

Pric,* Mil No. Price* EIA No. Price* 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.90 

.90 

.90 

.90 

.90 

.90 

.90 

CC2IUKR75C 

CC2IUKOlOC 

CC2IUKlR5C 

CC2IUK020C 

CC2IUJ050C 

CC2IUJ100C 

CC2IUJ120G 

CC2IUJ150G 

CC2IUJ180G 

CC2IUJ200G 

CC2lUJ220G 

CC2lUJ240G 

CC2lUJ270G 

CC2lUJ300G 

CC2IUJ330G 

CC2lUJ360J 

CC2lUJ390J 

CC2lUJ430J 

CC2IUJ470J 

CC2lUJ510J 

CC2IUJ560J 

CC2IUJ6?OJ 

CC26UJ680J 

CC26!lJ75OJ 

CC26UJ820J 

CC26UJ910J 

CC26UJ10lJ 

CC26UJlllJ 

CC26UJ12lJ 

CC36UJ13lJ 

CC36UJ15lJ 

CC36UJ16lJ 

CC36UJ18lJ 

CC36UJ20lJ 

CC36UJ221J 

CC36UJ241J 

CC36UJ27lJ 

CC36UJ30lJ 

CC36UJ33lF 

CC36UJ36lJ 

Letter Descrip. 

C 

F 

G 

J 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.60 

.60 

.60 

.60 

.60 

.60 

.60 

.60 

TOLERANCE 

RICC2lU2K758C 

RICC2IU2Kl09C 

RICC2IU2K159C 

RICC2lU2K209C 

RICC2lU2J509C 

R I CC2lU2J100C 

RICC2lU2J120G 

RICC2lU2J150G 

RICC2IU2J180G 

R I CC2lU2J200G 

RICC2IU2J220G 

RICC2lU2J240G 

RICC2lU2J270G 

RICC2lU2J300G 

RICC2lU2J330G 

RICC2lU2J360J 

RICC2lU2J390J 

RICC2lU2J430J 

RICC2IU2J470J 

RICC2lU2J5l0J 

RICC2lU2J560J 

RICC2lU2J620J 

RICC26U2J680J 

R I CC26U2J750J 

RICC26U2J820J 

RICC26U2J9l0J 

RICC26U2J10lJ 

RICC26U2JlllJ 

RICC26U2J121J 

RICC36U2J13lJ 

RICC36U2J151J 

RICC36U2J16lJ 

RICC36U2J18lJ 

RICC36U2J20lJ 

R I CC36U2J22lJ 

RICC36U2J24lJ 

RICC36U2J27lJ 

RICC36U2J30lJ 

RICC36U2J33lF 

RICC36U2J36lJ 

Tolerance 

±.25 mmf. 

±l% 

±2% 

±5% 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.3Q 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.60 

.60 

.60 

.60 

.60 

.60 

.60 

.60 

I *Request O.E.M.prices in the following quantities: 10 to 24, 25 to 49, 50 to 99, 100 to 249 I 
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SECTION 1500 

COMMERCIAL CERAMIC CAPACITORS 
General Purpose Bypass Coupling Disks 

Type 101 - Net Price .15* 

These Industrial ceramic disks 

capacitors offer smali physical 

sizes with high capacity. Main· 
Iy used for by·pass coupling 

or filter applications these units 

contain maximum protection 

against humidity, voltage break· 

down, vibration. Rated for 500 

VOCW these units are flash· 

tested at 1500 VOC. Units will 

be marked with capacity and 

tolerance except those units 

which have a CK number listed. 

Such units' are equivalent to 

those listed in MIL·C·l1015 and 

will be marked with the number 

shown in the i'lsting. 

Cap. 
mmf 

2.2 
3.3 
4.7 
5.0 
6.0 
6.5 
7.5 
8.0 
8.2 

10 
12 
15 
18 
20 
22 
24 
25 
27 
30 
33 
39 
47 
50 
51 
56 
68 
75 
82 
91 

100 
120 
130 
150 
180 
200 
220 
240 
250 
270 
300 
330 
350 
360 
390 
400 
470 

Size 

01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01·1 
01 1 

TUBULAR and DISK CAPACITOR SIZES 
51 TUBULAR 

q 51 

Designation 

51·1 
SI·2 
SI·3 
SI·4 
51·5 
SI·6 
SI·7 
SI·13 
SI·19 
51·22 
SI·27 

Size 
.234 x .437 
.234 x .687 
.312 x 1.250 
.375 x 1.093 
.375 x 1.600 
.375 x 1.968 
.275 x .875 
.234 x .468 
. 312 x .937 
.280 x .750 
.275 x .500 

CI TUBULAR 
Designation 

CI·1 
CI·2 
CI·3 

Size 

.250 x .562 

.250 x .812 

.340 x 1.320 

DI DISK 
DeSignation 

01·0 
01·1 
01-2 
01·3 
01·4 
01·5 
01·6 
DI·7 

Diameter 
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Tolerance 

±.5 mmf. 
±.5 mmf. 
±.5 mmf. 
±10% 
±10% 
±10% 
±10% 
±1O% 
±1O% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±1O% 
±1O% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
±1O% 
±10% 
±10% 
±1O% 
±10% 
±10% 
±10% 
±10% 
±10% 
±10% 
-I-_10% 

Net 

Cap. 
mmf 

470 
500 
510 
560 
600 

680 
680 
750 
800 
820 

820 
910 

1000 
1000 
1200 

1300 
1500 
1500 
1600 
1800 

2000 
2200 
2200 
2500 
2700 

3000 
3300 
3300 
3900 
4000 

. 4300 
4700 
4700 
5000 
5600 
6800 
7500 
8200 

10000 
10000 

-

Size 

01·1 
01·1 
01·1 
01·1 
01·2 

01·2 
01·1 
01·2 
01·2 
01·2 

01·1 
01·2 
01·2 
01·2 
01·3 

01·3 
01·3 
01·3 
01·4 
01·4 

01·4 
01·4 
01·4 
01·4 
01·4 

01·4 
01·4 
01·4 
01·2 
01·2 

01·2 
01·4 
01·4 
01·3 
01·3 
01·3 
01·4 
01·4 
01·5 
01-5 

Mil Equivalent 
Tolerance 

+100·20% 
±10% 
±10% 
±10% 
±10% 

±10% 
+100-20% 
±10% 
±10% 
±10% 

+100-20% 
±10% 
±10% 
+100·20% 
±10% 

±10% 
±10% 
+100·20% 
±10% 
±10% 

±10% 
±20% 
+100·20% 
±20% 
±20% 

±20% 
±20% 
+100·20% 
GMV 
GMV 

GMV 
±20% 
+100·20% 
GMV 
GMV 
GMV 
GMV 
GMV 
±20% 
+100·20% 

Type TTD 

Transistor Disks 

AXCK60Y471Z 

AXCK60Y6,81Z 

AXCK60Y821Z 

AXCK61Y102Z 

AXCK61Y152Z 

AXCK62Y222Z 

AXCK62Y332Z 

AXCK62Y472Z 

AXCK63Y103Z 

These square miniature disks are Ideally suited for all appllca· 

tlons where size. is a factor such as transistorized radios and 

Industrial applications having critical space requirements. 

Units are rated at 100 VOCW ±20% standard tolerance . 

List 
Capacity Length & Width Thickness Price 

.005 .280 .125 .40 

.01 .340 .125 .40 

.02 .430 .125 .50 

.025 .465 .125 .50 

.03 .465 .125 .50 

.05 .535 .125 .60 

.1 .700 .125 .90 

© U.C.P., Inc. 



SECTION 1500 

INDUSTRIAL CERAMIC CAPACITORS (cont.) 

-+I"'~ 

J~ "l,tl ~I ~ ~%~ 
EF-4 

EF-5 

EF-3 

EF·1 EF·2 EF·3 EF-4 EF·5 EF·6 

D.C. 
Capacity Working A 

Style in mmf Voltage ±.010 

EF·1 5 - 1500 500 .375 
EF-2 5·1500 500 .437 
EF-3 5· 1500 500 
EF·4 50·500 250 
EF·5 50·500 250 

jjs EF·6 5·1500 500 
EF·7 5·800 500 ,375 
EF·8 5·1000 500 .437 

'Recommended hole size 

Feed-Thru Capacitors 

FEED·THRU TYPE CFC 
FEED·THRU TYPE CF 

Hi·Q Feed-Thru Capacitors provide means to transmit thru shields or 
ground potentials and simultaneously by-pass unwanted frequencies. A 
good mechanical connection is provided by the silver·plated bushing. 
These are excellent dependable units even under severe mechanical vi· 
brations as in aircraft, missiles and automotive requirements. All units 
are flash tested at 1250 volts D.C, 

Net Price .90* 

Type Cap. Mmfd. Tbr~d Type Cap. Mmfd. Thraad 

CFC·1 500 mmf. 12·28 CF·2 1800 mmf. ~.·24 
1000 mmf. 12·28 2300 mmf. ~.·24 
1500 mmf. 12·28 3000 mmf. ~.·24 

CF·l 1500 mmf. 114·28 CF·3 4000 mmf. ~.·24 
Tolerance ±20% CF·4 7000 minf. ~.·24 

*Request O,E.M. prices in the following quantities: 25 to 99, 100 to 249, 
250 to 499 500 to 999 

St d Off C 'tors Hi-Q stand·off capacitors have a screw an - apaci fixture for mounting to the chassis or 

1:'-;'0; 
TYPE MCS 

:~ 
TYPE CS 

common ground. All units are coated 
with a hlgh temperature enamel, 
stamped with capacity and supplied 
with mounting nut, if desired. 

The MCS is a quick mounting type 
which permits high speed mechanical 
installation. The ceramic tube is en­

closed in a cadmium-plated met­
al case with a specially developed 
end' seal for protection against 
humidity and temperature changes,' 
All units are flash tested at 1250 
volts D.C. The power factor is un­
der 3% and the insulation resist­
ance is above 7500 megohms. 

500 VDCW Net Price .90* 
--~Ty=p~e----~C~a~p~ac~it~y~M~m~f~d~.- Type Capacity Mmfd. 

CS·1A 50 
CS·1A 100 
CS·1B 500 
CS·1B 1000 
CS·1B 1500 
CS·2 3000 
CS·3 4000 

Radial leads only 

, CS·4 
CIS·1 
CIS·1 
CIS·1 
CIS·1 
CIS·2 
MCS 

Tolerance ±10% up to and including 500 mmf. 
±20% above 500 mmf. 

7500 
50 

100 
500 

1000 
1500 
1500 

Eyelet Feed-Thru Capacitors 
Net Price .30* 

Hi·Q Feed·Thru Capacitors Eyelet Type are the ultimate in miniaturization 
because of unique design. This design is such that the capacitors can be 
soldered directly to a chassis and provide excellent bypass performance 
where space is critical. The low Inductance characteristics brought about 
through the construction of the capacitors make the eyelet type ideal for high 
frequency bypass. 

B 
Approx. 

.750 

.937 

.375 

.250 

.250 

.875 

.775 

.875 

Barrel of 
Eyelet 
±.005 

.140 
.140 
.140 

*.154 
*.140 

.140 

.210 

.210 

*Request O.E.M. prices in the fol· 
lowing quantities: 25 to 99, 100 
to 249, 250 to 499, 500 to 999 

r v.: -I V~'-28 THREAD l V." i 
'''GA~' I WIRE... r ... 1. ~~;i~1 d .. ~-.:_ 

'\ I l\, 

Heavy Duty 
Feed-Thru 
Capacitors 

Type BlF·ICC 

These heavy·duty Feed· 
Thru capaCitors are the 
same as listed In spec· 
Ificatlon Mll·C·l1015. 
Units through 100 mmf. 
are rated at 1000 VDCW, 
values above 100 mmf. 
are rated at 500 VDCW. 
Capacity tolerance Is 
±10% except on the 
1000 mmf. and 1500 
mmf. which have capac· 
Ity tolerance of ±20%. 

J(," HEX -- k." --t 
. -0/..'----. 

Btf 

FRACTIONAL TOLERANCES ±)f, 

Capacity 

10 
33 
47" 
68 
100 
470 
680 
1000 
1500 

Part Number 

AXCK70AXI00K 
AXCK70AX330K 
AXCK70AX470K 
AXCK70AX680K 
AXCK70AXIOIK 
AXCK70AX471K 
AXCK70AX681K 
AXCK70AW102M 
AXCK70AW152M 

Net 
Pric~ 

1.20 
1.20 
1.20 
1.20 
1.20 
1.20 
1.20 
1.20 
1.20 

*Request O.E.M. prices in the foilowing quantities: 25 to 99, 100 to 249, 
250 to 499, 500 to 999 

DS-C 

Disk Stand-Off 
Capacitors 

Type DS.C 

These units are very popular in Industrial applications 
having a critical space requirement but requiring a stand· 
ol! capaCitor. These stock units are furnished with captive 
lock washers, are rated at 950 VDCW. CapaCity tolerance 
GMV. Both units. are furnished with threaded portion ~in 
long, #6·32 thread. 

capacity 

470 
1000 

Net 
Price* 

.90 
.90 

*Request O.E.M. prices In the following quantities: 25 to 99, 100 to 249, 
250 to 499, 500 to 999 
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SECTION 1500 

(JtlIJ~~&M 
Hi·Q DISK CAPACITORS 

~ ~ 
"H,.Q "',. 

.DISK • CAPACITORS DI.DISK CAPACITORS 
I'H,.Q 

' .•• D "'" DI 
:: ..... ,/ . Bypass and Coupling General Purpose -'.;: '-~'n: -: 

BPD·GMV CAPACITOR 
Stock Items 1000 VDCW Stock Items 1000 VDCW .. 

Net Net Net Nat 
Type Cap. Mfd. Dia. Priceir: Type Cap. Mfd. Dia. PriceiC Ty.pe Cap. Mmfd. Dil. Priceir: TYPI Cap. Mmfd. Dia. PriceiC 

BPO . 00001 ~ . .15 BPO .0033 U. .15 01 3.3 ~. .15 DI 250 ~, .15 
BPO .000015 ~, .15 BPO . 004 U • .15 01 5 ~. .15 01 270 ~, .15 
BPD . 000022 ~ . .15 BPO .0047 ,~ .15 01 6.S ~. .15 01 300 ~. .15 
BPO . 000025 ~ . .15 SPO .005 'U. .15 01 S.2 ~. .15 01 330 ~, .15 
BPD .000033 ~. .15 BPO .0068 'U. .15 01 10 ~. .15 01 390 ~. .15 
BPD .000047 ~. .15 BPD .01 % .18 01 12 ~, .15 01 470 M. .15 
BPO . 00005 ~ . • 15 01 15 ~. .15 01 500 M • .15 
BPD .000068 ~, .15 BPD .015 ,~, . 24 01 18 ~. .15 01 560 M • .15 
BPD . 0001 ~ . .15 BPO .02 .~ .36 01 20 ~. .15 01 680 M, .15 
BPO . 00012 M • .15 BPO • 03 'U • .39 01 22 ~. .15 01 750 ~ .15 
BPD .00015 ~, .15 BPD .OS· 'U, .42 01 2S ~. .15 01 820 ~ .15 
BPD • 0002 ' ~ . .15 DUALS and TRIPLES 01 27 ~, .15 01 1000 ~ .15 
BPO .00027 ~. .IS BPD2·2 x .001 U. .24 01 30 ~. .15 01 1200 U. .15 
BPD . 00033 ~ . .15 BP02·2 x .0015 ,~ .24 01 33 ~. .15 01 1500 U, .15 
BPO .00047 ~. .15 BPD2·2 x .002 'U. .24 01 39 ~. .15 01 1800 '~ .15 
BPO .0005 M, .15 BP02·2 x .0022 ,~ .24 01 47 M. .15 01 2000 ,~ .15 
BPO . 0006S M. .15 BP02·2 x .003 0/4 .27 01 50 M • .15 01 2200 '~ .15 
BPO .0008 ~. .15 SP02·2 x .004 % .27 01 S6 M, .15 01 2S00 '''- .15 
BPD .001 M. .15 BP02·2 x .0047 % .27 01 68 M. .15 01 2700 ,~ .15 

BPO .0015 M. .15 BP02·2 x .01 0/4 .30 01 82 ~. .15 01 3000 ')(, .15 

BPD .002 % .15 BP02·2 x .02 .~ .42 01 100 M. .15 01 3300 ')(, .15 
BPO . 0022 ~ .15 BP03·3 x .0015 0/4 .30 01 120 M • .15 01 4000 ''A, .15 
BPO .0025 % .15 BP03·3 x .002 ~ .30 01 ISO M, .15 01 4700 0/4 .15 

01 180 ~. .15 01 5000 % .15 

• . 05MFO can be supplied in 500VDCW only 01 200 M • .15 01 5600 0/4 .18 I ir:Request O.E.M. prices In the I 01 220 M. .15 01 6800 'U. .18 
following quantities: 25 to 99, 01 7500 .~ .IS 
100 to 249, 250 to 499, 500 to 

Standard tolerance ±10% •. 01 10000 'Xz .18 999. 

1 ir:Request O.E.M. prices in the fOI'1 
lowing quantities: 25 to 99, 100 to 
249, 250 to 499, 500 to 999. 

Hi·VOLTAGE HI·Q high voltage disk capacitors are available in many capacities and voltage 
ratings. These types offer many possible uses in TV circuits where voltages above 

DISK CAPACITORS 500 are ne~essary. They are the Ideal units for dependable day·after·day service. 
HI·Q has available numerous combinations of capacity, working voltages and 

General Purpose physical sizes. These units are manufactured to specific tolerances as listed. 

1500 VDCV/ 1500 VDCW-ICont'd) 3000 VDCW 6000 VDCW 
Capacity Net Capacity Net Capacity Net Capacity Net 

,Type Mmfd. Dia. Priceir: Type Mmfd. Dia. Priceir: Type Mmfd. Dia. PriceiC Type Mmfd. Dia. Priceir: 
HVD·15 4.7 U. .21 HVO·15 820 1f. .21 HVO·30 100 1f, .24 HVO·60 10 'K. .39 
HVO·15 6.8 U. .21 HVO·15 1000 1f, .21 HVD·30 120 1f. .24 HVO·60 15 '}f, .39 
HVD·15 10 U. .21 HVD·15 1200 U, .21 HVD·30 150 1f. .24 HVO·60 18 '}f, .39 
HVD·15 15 U. . 21 HVO·15 1500 '31' • .21 HVO·30 180 1f. .24 HVO·60 22 '}f. .39 
HVO·15 22 U. .21 HVD·15 2200 '31'. .21 HVO·30 220 ,,", .24 HVO·60 30 '}f, .39 
HVD·15 33 U, .21 HVO·15 3300 'K. .21 HVO·30 270 ~. .24 HVD·60 33 'K. .39 
HVD·1S 39 ~. .21 HVO·15 4700 ,~, .24 HVD·30 330 1f, .24 HVD-60 39 ''A. .39 
HVO·15 47 U. .21 HVD·15 5600 'M. .24 HVD·30 390 9\, .24 HVO·60 ' 47 'K • .39 
HVD·15 56 U. . 21 HVO·30 470 ~: 

.24 HVO·60 S6 'K. .39 
HVD·15 68 U. .21 3000 VDCW HVO·30 560 .24 HVD·60 68 'K. .39 
HVD·lS 82 U. .21 HVO·30 680 1f • .24 HVO·60 82 'X. .39 
HVD·1S 100 U. .21 HVO·30 4.7 1f. . 24 HVO·30 820 1f, .24 HVO·60 100 'X. .39 
HVD·lS 120 11'. .21 HVD·30 6.8 1f, .24 HVO·30 1000 1f, .24 HVO·60 120 ')(. .39 
HVO·1S ISO 11'. .21 HVO·30 10 1f. .24 HVD·30 1200 1f. .24 HVO·60 ISO 'X, .39 
HVO·1S 180 11'. .21 HVD·30 IS 1f. .24 HVD·30 lS00 1f. .24 HVD·60 180 ''A, .39 
HVO·1S 220 U. .21 HVO·30 22 1f, .24 HVO·30 2200 1f. .24 HVD·60 220 '*., .39 
HVO·15 270 11'. .21 HVD·30 33 1f. .24 HVD·30 3300 'K, .24 HVO·60 270 ' . .39 
HVO·lS 330 U. .21 HVO·30 39 9\, .24 HVO·60 330 'X. .39 
HVO·15 390 1f. .21 HVD·30 47 1f. .24 6000VDCW HVD·60 390 ''A. .39 
HVD·15 470 1f. .21 HVD·30 56 1f, .24 HVD·60 470 ')(. .39 
HVD·15 S60 1f. .21 HVD·30 68 1f. .24 HVO·60 4.7 'X. .39 

Tolerance ±20% up to .001 mfd. HVD~15 680 1f. .21 HVD·30 82 1f. .24 HVD·60 6.8 'U. .39 
+80% -20% over .001 mfd. 

ir:Request O.E.M. prices in the following quantities: 25 to 99, 100 to 249, 250 to 499, 500 to 999. I 

VIBRATOR BUFFER CAPACITORS - DAC 

~
""'" 

·'H,..Q .::: 

;,.~~c ., 

Vibrator Buffer Capacitors 
ceramic disks for use as buffers 
in car radios and similar equip· 
ment, compact, easily assem· 
bled, 1f4 the size of previous 
paper tubular types rated for 
1600 VDCW GMV. For use as 
replacements only when original 
equipment uses ceramic buffer. 

I ir:Request O .. E.M. prices in the following quantities: 
25 to 99, 100 to 249, 250 to 499, 500 to 999. 
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1600 

Type 

DAC·2 
DAC·3 
DAC·4 
OAC'5 
DAC·6 
DAC·7 
DAC·8 

VDCW - GMV 
Capacity Net 

Mfd. DIameter Priceir: 

. 001 'K • .30 

.002 'U. .30 

.0022 'K. .30 

.003 '}f. .30 

.0033 '}f. .30 

.004 'M. .• 30 

.0047 'K. .30 

Net 

Caplclty Net 
Type Mfd. Diameter Priceir: 

OAC·9 .(lOS 'K. .30 
DAC·22 .006 ''', .30 
DAC·23 .0068 1 .30 
DAC·24 .007 1 .30 
DAC·25 .007S 1 .30 
DAC·26 .008 1 .30 
DAC·27 .01 1 .30 
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SECTION 1500 

COMMERCIAL TUBULAR CERAMIC CAPACITORS 

TEMPERATURE COMPENSATING 
TUBULAR CAPACITORS 

N750-S1 t 500 VDCW 

--+Crlet Price - .30 q 51 

Capacity 
Type Mmfd. Size 

N750·SI 3.3 SI·1 

Capacity 
type Mmfd. S1z1 

N750·SI 91 si~ 
N750·SI 5 51·1 N750·SI 100 ,,1·2 
N750·SI 10 51·1 N750,SI 110 51·2 
N750'51 12 51·1 N750·SI 120 51·7 
N750·SI 15 51·1 N750-S1 130 SI·2 
N750·SI 18 51·1 N750·SI 150 51·7 
N750·51 20 51·1 N750·SI 160 51·7 
N750·51 22 51·1 N750·SI 180 51·7 
N750-S1 24 51·1 N750·SI 200 51·7 
N750·SI 25 SI·1 N750·SI 220 51·7 
N750·51 27 51·1 N750-S1 240 51·7 
N750·SI 30 51·1 N750·51 270 51·7 
N750·SI 33 SI·1 N750·51 300 51·19 
N750·SI 36 51·1 N750·51 330 91·3 
N750·51 39 51·1 N750-S1 360 51·3 
N750·SI 43 51·1 N7S0·SI 390 51·3 
N750·SI 47 51·1 N750-S1 430 51·4 
N750·SI 50 51·1 N750·SI 470 51-4 
N750·51 51 51·1 N750·SI 510 51-4 
N750·51 56 51·1 N750·SI 560 51·5 
N750·51 62 51·1 N750·SI 620 51·5 
N750·SI 68 51·1 N750·SI 680 51·5 
N750·SI .75 51·13 N750·SI 750 51·5 
N750·SI 82 51·13 

Standard Tolerance - up to 10 mmf. ±.5 mmf., above 10 mmf. ±10% 

T,p. 
NPO·SI 
NPO·SI 
NPo-SI 
NPD-SI 
NPO·SI 
NPO·51 
NPO·SI 
NPO·SI 
NPO·SI 
NPO·SI 
NPO·SI 
NPO·SI 
NPO·SI 
NPO·51 
NPO·51 
NPO·SI 
NPO·51 
NPO·SI 
NPO·51 
NPo-51 
NPO·SI 
NPo-SI 
NPo-51 
NPO·51 

Type 
N080·SI 
N080·SI 
Noaa-51 

NPO-S1 t - 500 VDCW 
--+CNet Price - .30 

Capacity Clpaclty 
Mmfd. 

.5 

.68 
1.0 
1.5 
2 
2.2 
3.0 
3.3 
4.7 
5.0 
6.8 
8.2 

10 
12 
15 
18 
20 
22 
24 
25 
27 
30 
33 
36 

Capacity 
Mmfd. 

10 
22 
33 

Sin Type Mmfcl. 

51·1 NPO·SI 39 
51·1 NPO.SI 43 
51·1 NPD-SI 47 
51·1 NPO·SI 50 
51·1 
51·1 

NPO·SI 51 
NPo-SI 56 

51·1 NPO-51 62 
51·1 NPD-51 68 
51·1 NPo;51 75 
51·1 NPO·51 82 
51·1 
51·1 

NPo-51 91 
NPo-51 100 

51·1 NPO·51 110 
51·1 NI'O·SI 120 
51·1 NPO·51 130 
51·1 NPO·51 150 
51·1 .NPO·SI 160 
51·1 
51·13 

NPo-SI 175 
NPO·5i lao 

51·13 NPo-51 220 
51·13 
51·13 

NPo-SI 240 
NPO·51 270 

51·13 
51·2 

N080 t - 500 VDCW 
--+cNet Price - .30 

51u 
SH 
51·1 
51·13 

Capacity 
Type Mmfd. 

NOao-51 47 
N080·51 62 

N330 t - + SOOppm 
--+CNet Price - .30 

Slz~ 

SI·2 
51·2 
51·2 
51:2 
51·2 
51·7 
51·7 
51·7 
51·7 
51·7 
51·7 
51-7 
51·19 
5J.19 
51·3 
51·3 
51·4 
51-4 
51-4 
51·5 
51·5 
51·5 

SIU 
51·27 
51·27 

Deflection Yoke Capacitor 'of slivered ·mica capacitor replacement 
~--~T~yp~e~~ca~p~_~i~ty~M~m~f~d.~--~ly=p~e----~7~~u--' 

N330.SI 47±10% 1500 YOCW 51·2 
N330·SI 56+10% 1500 YDCW 51·2 

Standard Tolerance - up to 10 mmf. ±.5% mmf., above 10 mmf.±10% 
When ordering the above units, designate type and MMFD fully. 
tIhese types will be discontinued when present stocks are depleted. 

I --+cRequest O.E.M. prices In the following quantities: 25 to 99, 100 I 
to 249, 250 to 499, 500 to 999. 

© U.C.P., Inc. Net 

GENERAL PURPOSE TUBULARS 

The items listed below fall into two type categories. The type SI 
or "Dog Bone" Durez coated tubular, and the CI which Is an insulated 
tubular made in a ceramic tube. 

cap. Cap. Cap. 
Mmfd. Size Mmfd. 5in Mmfd. Size 

5 51·1 CI·1 120 51·1 CI·1 1800 51·2 CI·2 
10 51·1 CI·1 150 SI-l CI·l 2000 SI·2 CI·2 
12 51·1 CI·1 180 51·1 CI·1 2200 SI·7 CI·3 
15 SI·1 CI·1 200 SI·1 CI·1 2400 SI·7 CI·3 
18 SI·1 CI·1 220 51·1 CI·1 2500 SI·7 CI·3 
20 51·1 CI·1 240 SI·1 CI·1 2700 51·7 CI·3 
22 SI·1 CI-l 250 SI·1 CI·1 3000 SI-l9 CI·3 
24 51-1 CI-1 270 SI·1 CI·1 3300 SI·19 CI·3 
25 51·1 CI·1 300 51-1 CI·1 4000 51·19 CI·3 
27 51-1 CI·1 330 51,1 CI-l 4700 SI·3 CI·3 
30 51·1 CI·1 360 51·1 CI·l 5000 51·3 CI·3 
33 SI·1 CI·1 390 51·1 CI·1 5100 51·3 CI·3 
39 51·1 CI·1 470 51-1 CI·1 5600 51·3 CI·3 
47 SI·1 CI·l 500 SI·1 CI·1 6000 51·3 CI·3 
50 51·1 CI·1 510 51·1 CI·1 6800 51·4 
51 51·1 CI·1 560 51·1 CI·1 7500 SI-4 
56 SJ.1 CI·1 680 51,1 CI·1 10,000 51·5 
68 51·1 CI-1 750 51·1 CI·1 15,000 SI·6 
75 51·1 CI·l 820 51·1 CI·2 17,500 51·6 
82 51·1 CI·1 910 51-l CI·2 20,000 51·5 GMY 
91 SI-l CI·1 1000 51-1 CI·2 25,000 51·5 GMY 

100 51·1 CI·l 1200 SI·2 CI·2 30,000 51·6 GMY 
110 SI·1 CI·l 1500 SI·2 CI·2 33.000 51·6 GMY 

Standard Tolerance ±20% 

SI-TVt Hi-VOLTAGE-600 VDCW 
*Net Price -.60 

cap. Cap. Cap. 
Mmfd. lize Mmfd. Sin Mmfd. Size 

4.7 51·22 20 51·22 40 51·3 
8.2 51·22 22 51·22 47 51·3 

12 SI-22 24 51-3 50 51·3 
15 51·22 27 51·3 60 51·3 
18 51·22 30 51·3 

--+cRequest O.E.M. prices in the following quantities: 25 to 99, 100 I 
to 249, 250 to 499, 500 to 999. 

HIGH VOLTAGE "CARTWHEELS" 
HI·Q high voltage "cartwheels" are thoroughly tested units capable of 
assuring dependable service while Withstanding high voltages. This new 
universal type (UY) offers Interchangeable terminals in 5 styles for use 
In filter and by·pass applications in TV high voltage power supplies. 

Terminal Hardware 

I I 
UY·2A UY·1A UY·3A UV·4A UV·6A 

STOCK ITEM5 
STOCK ITEM5-

TERMINAL HARDWARE 

Net Net Net 
Type Voltage cap. Mmfd. Price--+c Type Price--+C Type Price--+c 

UY·501 10,000 YDCW 500 mmf. .84 UY·IA .06 UY·4A .06 
UY·502 20,000 YDCW 500 mmf. 1.11 UY·2A .06 UY-6A .06 
UY·503 30,000 YOCW 500 mmf. 2.70 UY·3A .06 

--+cRequest O.E.M. prices in the following quantities: 25 and up 
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SECTION 1500 

MIL Types CM 15, CM20, CM30, CM35 
AEROVOX Types 1459, 1468; 1469, 1467, 1464 

Compact, precision-made mica dielectric capacitors made in accordance with specification MIL-C-5B_ Units are 
furnished color coded and tested to meet all MIL requirements for 'N" temperature rating and all vibration 
grades of this specification_ Types 1467 and 1468 are stacked mica and foil units molded in yellow bakelite_ 
Types 1459, 1464 and 1469 are silvered mica molded in red bakelite_ TYPE 1459 MINATURE MICA IS THE 
LATEST EDITION TO THIS MOLDED MICA LlNE_ 

Type CM.-15 (500 VDCWI Type CM·20 (500 VDCW) Type CM·30 (500 VDCWI 

1459 1468LS 1469 1467LS 1464 
Cap_ Type Net* Cap. Type Net* Cap. Type Net* Cap. Type Net* Cap. Type Net* 

Mmf. Designation Price Mmf. Designation Price Mmf. Designation Price Mmf. Designation Price Mmf. Designation Price 

1 CM-15C-OIO .24 1 CM-20B-010 _18 5 CM-20C-050 .24 470 CM-30B:471 .18 470 CM-300-471 .42 
2 CM-15C-020 .24 5 CM-20B-050 .18 10 CM-20C-100 .24 500 CM-30B-501 .18 510 CM-30D-5ll .42 
3 CM-15C-030 .24 10 CM-20B-100 .18 12 CM-20C-120 .24 510 CM-30B-5ll .18 560 CM-30D-561 .45 
5 CM-15C-050 .24 12 CM-20B-120 .18 15 CM-20C-150 .24 560 CM-30B-56l .18 620 CM-30D-62l .45 

10 CM·15C-100 .24 15 CM-20B-150 .18 18 CM-20C-180 .24 620 CM-30B-621 .18 680 CM-30D-681 .48 

12 CM-15C-120 .24 18 CM-20B-180 .18 20 CM-20C-200 .24 680 . CM-30B-68l .18 750 CM-30D-751 .48 
15 CM-15C-150 .24 20 CM-20B·200 .18 22 CM-20C-220 .24 750 CM-30B-75l .18 800 CM-30D-801 .51 
18' CM-15C-180 .24 22 CM-20B-220 .18 24 CM-20C-240 .24 820 CM-30B,821 .18 820 CM-30D-82!' .51 
20 CM-15C-200 .24 24 CM-20B-240 .18 25 CM-20C-250 .24 910 CM-30B-911 .18 900 CM-30D-901 .54 
22 CM-15C-220 .24 25 CM-20B-250 .18 27 CM-20C·270 .24 1000 CM-30B-102 .21 910 CM-30D-9ll .54 
24 CM-15E-240 .24 27 CM-20B-270 .18 30 CM·20C·300 .24 1100 CM-30B·112 .21 1000 CM-30D·102 .60 
27 CM-15E-270 _24 30 CM-20B-300 .18 33 CM-20C-330 .24 1200 CM-30B-122 .21 1100 CM-30D-Il2 .60 
30 CM-15E-300 .24 33 CM-20B-330 .12 36 CM-20C-360 .24 1300 CM-30B-132 .21 1200 CM-30D-122 .69 
33 CM-15E-330 .24 36 CM-20B-360 .12 39 CM-20C·390 .24 1500 CM-30B-152 .24 1300 CM-30D-132 .69 
36 CM-15E-360 .24 39 CM-20B-390 .12 40 CM-20C-400 .24 1600 CM-30B-162 .24 1500 CM-30D-152 .75 

39 CM-15E-390 .24 40 CM-20B-400 .12 43 CM·20C·430 .24 1800 CM-30B-182 .27 1600 CM-30D-162 .75 
43 CM-15E-430 .24 43 CM·20B-43C .12 47 CM-20C-470 .24 2000 CM-30B-202 .27 1800 CM-30D-182 .75 
47 CM-15E-470 .24 47 CM·20B-470 .12 50 CM-20C-500 .24 2200 CM·30B-222 .27 2000 CM-30D-202 .81 
50 CM-15E-500 .24 50 CM-20B-500 .12 51 CM-20C-510 .24 2400 CM·30B-242 .30 2200 CM-30D-222 .81 
51 CM-15E-510 .24 51 CM·20B-51O .12 56 CM-20C-560 .24 2500 CM-30B-252 .30 2400 CM-30D-242 .96 

56 CM-15E-560 .24 56 CM-20B·560 .12 62 CM-20C-620 .24 2700 CM·30B-272 .30 2500 CM·30D-252 .96 
62 CM-15E-620 .24 62 CM-20B-620 .12 68 CM-20C-680 .24 3000 CM·30B-302 .36 2700 CM-30D-272 1.08 
68 CM-15E-680 .24 68 CM-20B-680 .12 70 CM-20C-700 .24 3300 CM-30B-332 .36 3000 CM-30D-302 1.14 
75 CM-15E-750 .24 75 CM·20B-750 .12 75 CM-20C-750 .24 3600 CM-30B-362 .36 3300 CM-30D-332 1.14 
82 CM-15E-820 .27 82 CM-20B-820 .12 82 CM-20C-820 .24 3900 CM·30B-392 .39 3600 CM-30D-362 1.20 

91 CM-15E-910 .27 91 CM-20B-910 .12 91 CM-20C-910 .24 4000 CM-30B-402 .39 3900 CM-300-392 1.20 
100 CM-15E-10l .27 100 CM·20B-101 .12 100 CM-20C-101 .24 4300 CM-30B-432 .39 4000 CM-30D-402 1.20 
110 CM-15E-111 .27 110 CM·20B-1ll .12 110 CM-20C-ll1 .27 4700 CM·30B-472 .39 4300 CM-30D-432 1.26 
120 CM-15E-121 .27 120 CM-20B-121 .12 120 CM-20C-12l .27 5000 CM-30B-502 .42 4700 CM-30D-472 1.26 
130 CM-15E-131 .27 130 CM-20B-131 .15 130 CM-20C-131 .27 5100 CM-30B-512 .42 5000 CM-30D-502 1.29 

150 CM-15E-151 .27 150 CM-20B-151 .15 150 CM-20C-151 .27 5600 CM-30B-562 .42 5100 CM-30D-5l2 1.29 
160 CM-15E-16l .30 160 CM·20B·16l .15 160 CM-20C-161 .27 6000 CM·30B-602 .54 5600 CM-30D-562 1.35 
180 CM-15E-181 .30 180 CM·20B-18l .15 180 CM-20C-18l .27 6200 CM-30B-622 .54 6200 CM-30D·622 1.44 
200 CM-15E-201 .30 200 CM-20B-201 .15 200 CM-20D-20l .27 6800 CM-30B·682 .54 6800 CM-30D-682 1.50 
220 CM-15E-22l .33 220 CM-20B-22l .15 220 CM-20D-221. .27 7000 CM-30B-702 .54 7500 CM-30D-752 1.50 

240 CM-15E-24l .33 240 CM-20B-24l ,,18 240 CM-20D-24l .33 7500 CM-30B-752 .60 8200 CM-30D-822 1.50 
250 CM-15E-251 .33 250 CM-20B-25l .18 250 CM-20D-25l .33 8000 CM·30B-802 .60 9100 CM-30D-912 1.50 
270 CM-15E-271 .36 270 CM-20B-271 .18 270 CM-20D-271 .33 8200 CM·30B-822 .60 
300 CM-15E-301 .36 300 CM-20B-30l .18 300 CM-20D-301 .33 9000 CM-30B-902 .66 
330 CM-15E-331 .39 330 CM-20B-33l .18 330 CM-20D-33l .33 9100 CM·30B-912 .66 

360 CM-15E-361 .42 350 CM-20B-35l .18 350 CM-20D-351 .33 10000 CM-30B-l03 .72 
390 CM-15E-391 .42 360 CM-20B·361 .18 360 CM-20D-361 .33 
430' CM-15E-431 .45 390 CM-20B-39l .18 390 CM·20D-391 .39 
470' CM-15E-471 .48 400 CM·20B-40l .18 400 CM-20D-401 .39 Type CM-35 (500 VDCW) 
500' CM-15E-501 .48 430 CM-20B-431 .18 430 CM-20D-43l .39 
510' CM-15E-511 .48 

470 CM-20D-471 .42 1467LS 1464 470 CM-20B-471 .18 
500 CM-20B-50l .18 500 CM-20D-501 .42 

Net* Net* 510 CM-20B-5ll .18 510 CM-20D-511 .42 Cap. Type Cap. Type 
560 CM-20B-561 .21 560 CM-20D-561 .45 Mmf. Designation Price Mmf. Designation Price 
600 CM-20B-601 .21 620 CM-20D-621 .45 

620 CM-20B-621 680 CM-20D-681 .48 
3600 CM-35B-362 .36 3600 CM-35D-362 1.20 

NOT E S .21 3900 CM-35B·392 .39 3900 CM-35D·392 1.20 680 CM-20B-681 .21 750 CM-20D-751 .48 4000 CM-35B-402 .39 4000 CM-35D-402 1.20 
750 CM-20B-751 .21 820 CM·20D-82l .51 4300 CM-35B-432 .39 4300 CM-35D-432 1.26 

In mica and foil construction the 800 CM-20B-80l .24 910 CM-20D-911 .51 4700 CM-3SB-472 .39 4700 CM-35D·472 1.26 
standard· tolerance is +20%. Also 

820 CM-20B-821 .24 1000 CM-20D-102 .54 

available in ±10% and ±5%. 900 CM-20B-901 .27 
5000 CM-35B·502 .42 SOOO CM-35D-502 1.29 
5100 CM-35B-S12 .42 5100 CM·35D-512 1.29 

Closest available tolerance up to 910 CM-20B-911 .27 5600 CM-35B-562 .42 5600 CM-35D·S62 1.35 
and including 10 mmf. is ±1 1000 CM-20B-102 .27 6200 CM·35B·622 .54 6000 CM-35D-602 1.44 

mmf.; above 10 mmf. ±2% or 6800· CM·35B-682 .57 6200 CM-35D-622 1.44 

±2 mmf., whichever is greater. 7000· CM-35B·702 .57 6800· CM-35D·682 1.59 
Nominal 'Size All CM30 Units - ,%" x 5%" x %2 7500· CM·35B-752 .60 7000· CM·35D-702 1.59 

In silver mica the standard· toler- Nominal Size All CM35 Units - ,%" x 5%" x 'lk 8000· CM-35B-802 .69 7500· CM·35D·752 1.68 

ance is ±5%. Also available in Nominal Size All CM20 Units - 4%4 x 2X. x ~. 
8200· CM-35B·822 .69 8000· CM-35D·802 1.80 
9100· CM·35B·912 .69 8200· CM·35D-822 1.80 

±2% and ±1%. Closest avail- Nominal Size All CM15 Units - 1(2 X %2 X U. 
able tolerance up to 10 mmf. is 10000· CM-35B-103 .84 9100· CM-35D-9l2 1.92 

±1(2 mmf.; 10 mmf. and up ±1% 'Capacities are 300 WV. Type Designation 12000· CM·3SB·123 .96 10000· CM-35D-103 2.10 

1467XLS and 1464X. 13000· CM·35B-133 1.02 
or ± 1 mmf., whichever is greater. 14000· CM·35B·143 1.08 

*Request O.E.M. Prices in the following quantities: 
15000· CM-35B-153 1.20 

50 to 99, 100 and up. 
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SECTION 1500 

RECEIVING MICA CAPACITORS - (Continued) 

Type 1468LS-HV and 1467LS-HV 

Designed especially for television, low 
power transmitters and power amplifier 
applications, these capacitors feature the 
highest voltages ever before available in 
these case sizes. They are furnished in 
silvered mica but molded in yellow Bake-
lite. As stock is replenished they will be 
molded in red Bakelite. Standard Tolerance 
is plus and minus 20% and they are tested 
to meet EIA standards. Units are marked 
with capacity and working voltage and are 
tested at double the rated voltage to in· 
sure long life. 

Type 1468LS-HV Type I 467LS-HV 

1000 1500 1000 1500 
VDCW VDCW VDCW VDCW 
2000 3000 2000 3000 
VDCT VDCT VDCT VDCT 

Cap. Net Net Cap. Net Net 
Mmfd. Prlcri' Price* Mmfd. Price. Priceit 

5 .18 .18 430 .39 
10 .18 .18 470 .39 
12 .18 .18 500 .42 
15 . 18 .18 510 .45 
18 .18 .18 560 .45 
20 .18 .18 620 .45 
22 .18 .18 680 .36 .45 
24 .18 .18 750 .36 .48 
25 .18 .18 820 .36 .48 
27 .18 .18 910 .36 .51 
30 .18 .18 1000 .36 .54 
33 .18 .18 1100 .36 .57 
36 .18 .18 120D .39 .66 
39 .18 .18 1300 .39 .69 
43 .18 .18 1500 .42 .72 
47 .18 .18 1600 .48 .78 
50 .18 .18 1800 .48 .87 
51 .18 .18 2000 .48 .90 
56 .18 .18 ,2200 .57 1.02 
62 .18 .18 2400 .60 1.08 
68 .18 .18 2500 .60 
75 .18 .18 2700 .63 
82 .18 .21 3000 .66 
91 .21 .21 3300 .72 

100 .21 .21 3600 .78 
110 .21 .21 3900 .78 
120 .21 .21 4000 .78 
130 .21 .21 4300 .90 
150 .21 .21 4700 .96 
160 .21 .24 5000 .96 
180 .21 .24 5100 1.02 
200 .24 .24 
220 .24 .30 
240 .24 .30 
250 .24 .30 
270 .24 .30 
300 .27 .30 
330 .27 .30 
350 .27 .30 
360 .27 .33 
390 .27 .33 
400 .30 ,.33 
430 .30 
470 .30 
500 .30 
510 .30 
560 .33 
620 .33 

*Request O.E.M. prices in the following 
quantities: 50 to 99, 100 and up 

© U.C.P., Inc, 

DIPPED, SILVERED MICA CAPACITORS 
TYPES ADM-1S, ADM-19, ADM-20 and ADM-30 

Aerovox plastic·coated dipped·mica units exceed many of the advantages of 
molded mica units, and at the same time are smaller than conventional units. 
Meeting all the applicable MIL·C·5B Test Standards for molded mica capacitors, 
these unique dipped·mica units offer the following features: 

• ltigh operating temperatures _55° to + 125°C. Excellent long·life character· 
istics • Improved temperature coefficient range • Radial leads for automatic 
insertion and plug·in assemblies • Ideal for printed·wiring assemblies • Unsur· 
passed performance and stability characteristics • Smaller physical size. 

Humidity Resistance: these capacitors shall have an insulation resistance of not 
less than 2,000 megohms after being subjected to the Humidity Resistance Test 

~~ f~J~i&~d in MIL·C·SB. Minimum Insulation Resistance: 25,000 megohms at 25°C; 1000 meghoms 

Capacitors will be marked with capacity and tolerance. In addition voltage rating wi! be marked on 
all units other than 500 volts rating. 

Cap. Type Net 
Mmf. Designation Price. 
-5--ADM-lS-050-:i7 

10 ADM-15-l00 .17 
12 ADM·15-l20 .17 
15 ADM·15·l50.17 
18 ADM·15-l80.17 
20 ADM·15-200 .17 
22 ADM·15·220 .17 
24 ADM·15-240.17 
27 ADM-15-270 .17 
30 ADM·15·300 .17 
33, ADM·15·330 .17 
36 ADM·15-360.17 
39 ADM-15-390 .17 
43 ADM·15-430.17 
47 ADM·15-470.17 
50 ADM·15·500 .17 
51 ADM·15-5l0 .17 
56 ADM·lS-560 .17 
62 ADM·15-620.17 
68 ADM·15-6S0.17 
75 ADM·15-750 .17 
82 ADM·15-820.17 
91 ADM·15-9l0.17 

100 ADM·15-l01.17 
110 ADM·15-l11 .20 
120 ADM·15·l21 .20 
130 ADM·15-131 .20 
150 ADM·lS-15l .20 
160 ADM·15·l6l .23 
180 ADM·15-lSl .23 
200 ADM·15·201 .23 
220 ADM·15-22l .26 
240 ADM·lS-24l .26 
250 ADM·15-25l .26 
270 ADM·lS-271 .30 
300 ADM-15-30l. 30 
330 ADM·15-33l. 33 
360 ADM-1S-36l .33' 
390 ADM·15-39l .36 
430 ·ADM-15·431 .36 
470 ·ADM·15·471 .40 
500 ·ADM·15·50l .40 
510 ·ADM·15-511 .40 
560 
620 
680 
750 
820 
910 

1000 
1100 
1200 
1300 
1500 
1600 
1800 
2000 
2200 
2400 
2500 
2700 
3000 
3300 
3600 
3900 
4300 
4700 
5000 
5100 
5600 
6200 
6800 
7500 
8200 

Type 
Designation 
ADM·19·l0l 
ADM·19-11l 
ADM·19-l2l 
ADM·19-l31 
ADM·19-15l 
ADM·19-l6l 
ADM·19·l8l 
ADM·19·20l 
ADM·19·22l 
ADM·19-24l 
ADM·19·25l 
ADM·19·271 
ADM·19·30l 
ADM·19·33l 
ADM·19·36l 
ADM·19-39l 
ADM-19-43l 
ADM·19-471 
ADM·19-50l 
ADM·19-511 
ADM·19-56l 
ADM·19-62l 
ADM·19·GBl 
ADM·19-75l 
ADM·19-821 
ADM·19·911 
ADM·I9-102 
ADM·19-112 
ADM·19-122 
ADM·19·l32 
ADM·19·l52 
ADM·19-l62 
ADM·19·l82 
ADM·19·202 
ADM·19-222 

·ADM·19·242 
*ADM·19-252 
·ADM·19-272 
*ADM·19,:'02 

Net 
Pric,* 

.17 

.20 

.20 

.20 

.20 

.20 

.20 

.20 

.20 

.23 

.23 

.26 

.26 

.26 

.30 

.30 

.30 

.33 

.33 

.33 

.36 

.36 
.40 
.40 
.40 
.43 
.46 
.46 
.50 
.53 
.56 
.59 
.66 
.73 
.79 
.86 
.89 
.92 
.99 

CHARACTERISTICS 

ADM· IS-from 5 to 20 mmf. Characteristic "C". 
from 22 to 150 mmf. Characteristic liE". 
from 160 mmf. and up Characteristic "F" 

ADM·19-AII capacities listed "F" Characteristic. 
ADM·20-AII capacities listed "F" Characteristic. 
ADM·3O-A1I capacities listed "F" Characteristic. 

Standard Tolerance ±5% 

Minimum tolerance for capacitances up to 
and including 10 mmf. is ± V2 mmf., for all 
other capacitances ± 1 % or 1 mmf. which· 
ever is greater. 

Sizes 

ADM·lS 
ADM·19 
ADM·20 
ADM-30 

Type 
Designation 
ADM·20·681 
ADM·20-751 
ADM-2o-821 
ADM-2D-911 
ADM-2D-I02 
ADM-2o-112 
ADM-2o-122 
ADM-20-l32 
ADM·2o-l52 
ADM·2D-162 
ADM·2Q-182 
ADM·20-202 
ADM·2o-222 
ADM·2o-242 
ADM-2Q-252 
ADM·20-272 
ADM·2Q·302 
ADM·2D-332 
ADM-20-362 
ADM-20·392 

·ADM·20·432 
• ADM-20-472 
*ADM-20·502 
"ADM-2o-512 

L 

'%. 
"h2 

:V4 
2%, 

Net 
Price* 

.~3 

.33 

.33 

.36 
.40 
.40 
.43 
.46 
.50 
.53 
.59 
.63 
.69 
.73 
.78 
.79 
.86 
.92 
.99 

1.06 
1.06 
1.12 
1.16 
1.19 

W T 

~. ~. max. 
'%, %. max. 
'%, %, max • 

'%2 ~. max. 

TJlle 
Desllnatlon 

Nit 

9100 
10000 
12000 
13000 
15000 

*Request O.E.M. prices in the following 
quantities: 50 to 99, 100 and up 

ADM-30-432 
ADM-30-472 
ADM·30-502 
ADM·3D-512 
AOM-30-!i62 
ADM-30-62~ 
ADM-3[1.682 
ADM-3O-752 
ADM-3O-622 
ADM·30·912 
ADM-3D·103 

• ADM-3O-123 
"ADM·30·133 
• ADM-3O-153 

Price* 
1.06 
1.12 
1.16 
1.16 
1.19 
1.25 
1.39 
1.52 
1.65 
1.78 
1.98 
2.11 
2.31 
2.54 

• All items asterisked are rated at 300 VDCW. 
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SEcnON 1500 

TRANSMITTING MICA CAPACITORS 

TYPES 1445, 1446 and 1447 

Designed with insulated mount· 
Ing holes Uf." apart independ· 
ent of soldering lugs. Used to 
shunt meter windings. 

Size: 114" x 1%" x 1M," 
Standard Tolerance ±10% 

±5% and ±2% tolerance are 
available on special order. 
Meter Mounting Bracket E avail· 
able. Specify when ordering. 
These units are equivalent to 
case styles CM45 and CM50 of 
specification MIL·C5B. 

TYPE 1445 TYPE 1446 TYPE 1447 
2500 VOCW 
5000 VOCT 

BOO VOCW 
100D VDCT 

Cap. Mfd. 
Net 

Price 
. 72 
.72 
.72 
.72 
.72 
.72 
.72 
.72 
.72 
.72 
.72 
.78 
.78 
.87 
.90 
.93 

1200 VOCW 
2500 VOCT 

Cap. Mfd. 
.00005 
.0001 
.00015 
.0002 
.00025 
.0003 
.00035 
.0004 
.0005 
.001 
.0015 
.002 
.0025 
.003 
.004" 
.005" 
.006" 
.008" 
.01* 
.015" 

Net 
Price 
.96 
.96 
.96 
.96 
.96 
.96 
.96 
.96 
.96 

1.08 
1.38 
1.44 
1.68 
1.83 
1.83 
1.98 
1.98 
2.31 
3.06 
3.60 

Cap. Mfd • 
.00005 
.000075 
.0001 
.00015 
.0002 
.00025 
.0003 
.00035 
. 0004 
.0005 
.001 
.0015 
.002" 
.0025" 
.003" 
.004* 
.005* 

.00005 

.0001 

.00015 

.0002 

.00025 

.0003 

.00035 

.0004. 

.0005 

.001 

.0015 

.002 

.0025 

.003 
.004 
.005 
.006 
.008 
.01 
.015-
.02* 
.025-
.03* 
.04* 

1.08 
1.14 
1.29 
1.59 
1.83 
2.16 
2.67 
3.39 'Thickness U." 

TYPES 1991 thru 1996 
Cap. Mfd. 

Porcelain-Cased Capacitors 
.00005 
.0001 
.00025 
.0005 

.001 

.0015 

.002 

.003 

.005 

Ideal for high-frequency application. 
Glazed porcelain case, high tem-
perature wax sealed. Heavy duty .01 
power terminals. Minimum power 
loss due to dielectric absorption. 
No heating at full load. .02 
Size: 4" overall by 3" high; 2112" 
between mounting holes. .05 

Standard Tolerance ±10% .1 
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Net 
Price 
1.14 
1.14 
1.14 
1.14 
1.14 
1.32 
1.35 
1.35 
1.38 
1.44 
1.68 
2.13 
2.49 
2.76 
2.94 
3.39 
3.84 

DC 
Valtala 
Rating 

12,500 
12,500 
12,500 
12,500 

7,000 
12,500 

7,000 
3,500 

12,500 
7,000 
5,000 
3,500 
2,000 

12,500 
10,000 
7,000 
5,000 
3,500 
2,000 

12,500 
10,000 
7,000 
5,000 
3,500 
2,000 

10,000 
7,000 
5,000 
3,500 
2,000 
7,000 
5,000 
3,500 

·2,000 
3,500 
2,000 
3,500 
2,000 
2,000 

Net 

TYPES 1455 t, 1456t and 1457 t 

TYPE 1455 
600 VOCW 
1000 VOCT 

Cap. Net 
Mfd. Price 

.00005 .72 

.0001 .72 

.00015 .72 

.0002 .72 

.00025 .72 

.0003 .72 

.00035 .72 

.0004 .72 

.0005 .72 

.001 .72 

.0015 .72 

.002 .78 

.0025 .78 

.003 .87 

.004 .90 

.005 .93 

.006 1.08 

.008 1.14 
.01 1.29 
.015 1.59 
.02 1.83 
.025 2.16 
.03 2.67 

Same as Types 1445-47 except 
for sizes and capacitance ranges. 
Distance between mounting holes 
is 1112". 

Size: 11/4" x 1'%," x I~," 
Standard Tolerance ±10% 

±5% and ±2% tolerance are 
available on special order. 
Meter Mounting Bracket E avail· 
able. Specify when ordering. 

TYPE 1456 TYPE 1457 
1200 VOCW 2500 ¥DCW 
2500 VOCT 5000 VOCT 

Cap. Net Cap. Net 
Mfd. Price Mfd. Price 

.00005 .96 .00005 1.14 
.0001 .96 .000075 1.14 
.00015 .96 .0001 1.14 
.0002 .96 .00015 1.14 
.00025 .96 .0002 1.14 
.0003 .96 .00025 1.32 
.00035 .96 .0003 1.35 
.0004 .96 .00035 1.35 
.0005 .96 .0004 . 1.38 
.001 1.08 .0005 1.44 
.0015 1.38 .001 1.68 
.002 1.44 .0015 2.13 
.0025 1.68 .002 2.49 
.003 1.83 .0025 2.76 
.004 1.83 .003 2.94 
.005 1.98 
.006 1.98 
.008 2.31 
.01 3.06 

Ho be discontinued when present stocks are depleted. 
Replace with 1445, 1446 and 1447 

Mulmum. Current Capacity-Am,eres 
Type 15 7.5 3750 1875 Net 

me me kc kc Price 

1996 3 2.5 1.5 1 10.80 
1996 5 4 3 2 10.80 
1996 7 8 6 4 10.80 
1996 8 9 8 7 10.80 
1994 7 8 6 4 8.91 
1996 9 10 11 12 10.80 
1994 8 g 10 8 9.66 
1992 8 9 . 8 5 9.51 
1996 9 10 11 12 12.66 
1994 9 9 10 8 10.59 
1993 8 9 9 7 10.59 
1992 8 9 8 5 9.51 
1991 7 8 8 5 9.51 
1996 9 12 13 15 15.00 
1995 9 10 11 12 13.83 
1994 9 9 10 10 12.66 
1993 8 9 9 8 11.88 
1992 8 8 9 7 11.16 
1991 7 8 8 6 11.16 
1996 9 12 13 15 18.60 
1995 9 11 12 13 16.20 
1994 9 10 10 10 13.80 
1993 8 9 9 9 12.78 
1992 8 9 9 8 11.88 
1991 7 8 8 7 11.88 
1995 10 13 14 15 19.47 
1994 9 11 12 11 18.39 
1993 9 11 12 10 12.93 
1992 9 10 11 9 12.78 
1991 8 9 10 8 12.78 
1994 10 13 15 15 20.37 
1993 10 13 15 15 19.89 
1992 10 13 14 14 19.47 
1991 10 13 14 14 19.47 
1992 10 14 16 17 19.47 
1991 10 13 15 15 18.12 
1992 10 14 17 18 22.56 
1991 10 14 16 17 19.47 
1991 10 14 17 18 22.56 
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SECTION 1500 

TRANSMITTING MICA CAPACITORS - (Continued) 

TYPES 1650L, 1651 L, 1652L, TYPES 1550L, 1570L and 1590L 
1653L and 1654L Potted Transmitting Capacitors 

Heaviest-duty molded in bakelite mica capacitors These potted transmitting capacitors in 
of the AEROVOX line. Threaded mounting holes for thermo-settins. case materials have 
roundhead screw terminals or plain holes available. greater loa -carrying capacity than 
Add suffix "A" for plain holes. mOlded-in-thermo-setting case material 

capacitors. Types 1550 to 1590, Inclu-
sive, not onlr. have high voltage rating 
but afford h gher current ratings than 
equivalent capacitances in thermo-
setting case material units. Because of 
their construction they are' made with 
higher capacitance stability. Furnished 
only In low-loss thermo-setting case 
material as standard. Bakelite cased 
mica stack capacitors. These units have 
highest quality mica sections stacked 
for greater load carrying capacity. The 
sections are potted in low-loss bakelite 

TYPE 1650L TYPE 1652L cases and permanently clamped with 
2500 VDCW - 5000 VDCT non-magnetic material. 

600 VDCW - 1000 VDCT 1750 VACW - 3500 VACT 
TYPE 1570L (Similar to CM65) 350 VACW - 700 VACT Net 

Price Test Net .00005 1.14 Cat. No. Capacity Volts 
Max. Operating Current in Amps. Net 

Price .000075 1.14 Eft_ 3000 kc 1000 kc 300 kc 100 kc Price 
.0001 1.14 1570LS-204 .00005 3500 1.3' .6 .15 .05 '---10.17 -.00015 1.20 

.0005 .87 .0002 1.26 1570LS-210 .0001 3500 2_0 .9 .3 .1 10.17 

.0001 .87 .00025 1.29 1570LS-214 .00015 ' 3500 2.2 1.0 .45 .15 10.17 

.00025 .87 .0003 1.32 1570LS-217 .0002 3500 2.6 1.2 .6 .25 10.17 

.003 .87 .00035 1.35 1570LS-219 .00025 3500 2.9 1.6 .7 .25 10.17 

.00035 .87 .0004 1.50 1570LS-221 .0003 3500 3.2 1.9 .8 .3 10.17 

.0004 .87 .0005 1.53 1570LS-223 .0004 3500 3.6 2.0 .9 .4 10.17 

.0005 .87 .001 1.74 1570LS·226 .0005 3500 3.75 2.0 1.0 .5 10.17 

.001 .87 .0015 2.34 1570LS-228 .0006 3500 4.1 2.0 1.2 .6 10.17 

.0015 .87 .002 2.55 1570LS-232 .0008 3500 4.6 2.5 1.5 .7 10.17 

.002 .99 .0025 2.76 1570LS·234 .001 3500 4.9 3.0 1.6 .B 10.17 

.0025 1.02 .003 3.06 1570LS·236 .0015 3500 5.8 3.5 2.0 1.0 10.17 

.003 1.11 .004 3.39 1570LS·23' .002 3500 6.3 4.0 2.5 1.3 10.17 

.004 1.20 .005 3.72 1570Ls.240 .003 2500 7.1 5.0 3.0 1.5 10.17 

.005 1.26 .006 3.81 1570LS·242 .004 2500 7.6 6.0 3.5 1.6 10.17 

.00'6 1.32 .008* 4.11 1570LS·245 .005 2500 8.5 6.5 4.0 2.0 10.17 

.008 1.47 .01* 4.38 1570LS·248 .006 2500 9_0 7.5 4.5 2.2 10.17 

.01 1.68 1570LS·254 .008 1500 10.0 8.0 5.0 2.3 10;17 

.015 1.83 TYPE 1653L 1570LS-257 .01 1500 10.0 10.0 6.0 2.5 10.17 

.02 2.13 1570LS-260 .02 1500 11.0 10.0 7.0 3.0 11.37 

.025 2.61 3750 VDCW - 7500 VDCT 1570LS-268 .05 500 8.5 7.5 6.0 3.8 11.37 

.03 2.73 2625 VACW - 5250 VACT 1570LS·273 .1 250 11.0 12.0 10.0 6.0 12.12 

.04' 3.51 Net 

.05* 4.26 Price Type 1570L also manufactured in case style GM65 of Spec. MIL-C-5B. Prices on re,quest. 

.06* 4.83 .00005 1.98 
.000075 2.19 

TYPE 1651L .0001 2.28 
TYPE 1550L (Similar to CM70) .00015 2.49 

1200 VDCW - 2500 VDCT .0002 2.58 
875 VACW - 1750 VACT .00025 2.85 Test Max. OperatIng Curtent In Amps. Net .0003 2.94 Cat. No. Capaclt, Volts 

.00035 3.45 Eft. 3000 kc 1000 kc 300 kc 100 kc Price 
Net .0004 3.54 1550LS·200 .00005 6000 1.5 .7 .2 .07 13.94 Price .0005 3.90 1550LS-201 .0001 6000 2:5 1.3 .35 .1 13.94 .001 4.62 1550LS-202 .00015 6000 3.0 1.7 .5 .16 13.94 

.00005 .96 .0015 6.06 1550LS·203 .0002 6000 3.5 1.8 .7 .3 13.94 

.0001 .96 .002* 6.90 1550LS-204 .00025 6000 5.0 2.5 1.0 .3 13.94 

.00025 .96 .0025* 7.74 1550Ls.206 .0003 6000 5.0 2.5 1.0 .4 13.94 

.0003 .96 .003* 8.55 1550LS·208 .0004 6000 5.0 2.7 1.1 .5 13.94 

.00035 .96 1550LS·210 .0005 6000 5.0 3.0 1.6 .75 13.94 

.0004 .96 TYPE 1654L 1550LS-212 .0006 6000 5.1 3.1 1.7 .8 13.94 

.0005 .96 5000 VDCW -10,000 VDCT 1550LS·215 .00075 6000 5.5 3.5 2.1 1.0 13.94 

.001 1.14 3500 VACW - 7000 VACT 1550LS-216 .0008 6000 6.0 4.0 2.1 1.0 13.94 

.0015 1.35 Net 15S0LS·218 .001 6000 7.0 4.0 2.2 1.0 13.94 

.002 1.50 Price 1550LS-220 .0015 6000 9.0 5.1 3.0 1.6 13.94 

.0025 1.68 1550Ls.221 .002 6000 9.0 6.0 4.0 1.9 13.94 

.003 1.77 .00005 2.25 1550LS·222 .002 3000 6.0 4.6 3.0 1.1 11.74 

.004 1.86 .000075 2.49 1550LS-223 .0025 5000 9.0 &.0 4.0 2.0 13.94 

.005 1.98 .0001 2.79 1550LS·225 .003 3000 6.5 6.0 4.1 1.6 12.95 

.006 2.07 .00015 3.03 1550LS·228 .004 3000 10.0 6.5 4.5 2.0 13.94 

.008 2.46 .0002 3.75 1550LS·230 .005 3000 10.0 6.8 5.0 2.5 13.94 

.01 2.82 .00025 4.08 1550LS·235 .0075 3000 11.0 8.0 6.5 2.9 13.94 

.015 3.48 .0003 4.29 1550LS·236 .008 3000 11.0 9.0. 6.8 3.0 13.94 

.02* 4.23 .00035 4.50 15S0LS-238 .01 2000 11.0 10.0 8.0 4.0 13.94 

.02S* 4.74 .0004 4.62 1550LS-239 .015 2000 11.5 11.0 9.0 5.0 13.94 

.03" 4.86 .0005 5.94 1550LS-240 .02 2000 12.5 11.0 10_5 7.0 13.94 .001* 7.50 1550Ls.241 .03 2000 13.0 16.0 13.0 7.0 13.94 
These units are equivalent to case styles CM55C 1550LS·242 .04 lS00 13.0 16.0 13.0 7.5 13.94 
GM56, GM60, and CM61 or specification MIL- -56. lSS0LS-243 .05 1500 14.0 16.0 13.0 7.5 13.94 

15S0LS·244 .1 1000 16.0 18.0 14.0 9.0 19.27 
Standard tolerance ±10%. 1550LS·247 .2S 250 16.0 18.0 14.0 12.0 22.25 
±5% Tolerance available on special order. 

Type 1550[ also manufactured in case style CM70 of Spec. M IL·G-5B. Prices on request ±2% Tolerance available on special order. 
Nominal Size: 1'¥4" x 1~." x J{." 

±2% Tolerance Available on Special Order.· *Thickness '¥4" 
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Catalog No. 

1940·236 
1940·203 
1940·204 
1940·205 
1940·206 
1940·207 
1940·208 
1940·209 
1940·210 
1940·211 
1940·212 
1940·213 
1940·214 
1940·215 
1940·216 
1940·217 
1940·218 
1940·219 
1940·220 
1940-221 
1940·222 
1940·223 
1940·224 
1940·225 
1940·237 
1940-238 
1940·239 
1940·240 
1940-241 
1940·242 
1940·243 
1940-244 

SECTION 1500 

TRANSMITTING MICA CAPACITORS - (Continued) 
TYPE 1590L - POTTED TRANSMITTING CAPACITORS 

Test Max. Operating Current in Amps. 
Cat. No. Capacity Volts 

Eff. 3000 kc 1000 kc 300 kc 100 kc 
1590L·200 .00025 8000 7.0 5.0 2.0 .6 
1590L·201 .0005 8000 8.5 6.0 3.0 1.0 
1590L·203 .001 8000 10.0 8.5 4.5 2.0 
1590L·205 .002 8000 12.0 11.0 8.0 4.0 
1590L·207 .003 8000 15.0 15.0 11.0 5.0 
1590L·209 .004 8000 16.0 16.0 12.0 6.0 
1590L·211 .005 8000 16.0 16.0 13.0 7.0 
1590L·213 .006 8000 16.0 18.0 13.0 7.0 
1590L·217 .01 8000 17.0 21.0 15.0 9.0 
1590L·218 .01 6000 16.0 20.0 15.0 8.0 
1590L·219 .02 5000 18.0 22.0 18.0 1-2.0 
1590L·220 .03 4000 18.0 23.0 20.0 13.0 
1590L·222 .05 4000 18.0 25.0 23.0 15.0 
1590L·223 .05 2000 18.0 25.0 22.0 12.0 
1590L·224 .1 2000 18.0 28.0 23.0 15.0 
1590L·226 .2 600 18.0 28.0 23.0 15.0 
1590L·227 .25 600 18.0 28.0 23.0 15.0 
1590L·228 .3 600 18.0 28.0 23.0 15.0 
1590L·230 .5 600 18.0 28.0 23.0 15.0 
1590L·233 1.0 600 18.0 28.0 23.0 15.0 

Standard Tolerance ±5% 
Also Available In ±2% on Special Order. 

TYPES 1940, 1950, 1960, 1970 and 1980 
Stack-Mounting Transmitting Capacitors 

Net 
Price 

31.07 
31.07 
34.67 
34.67 
36.84 
39.41 
42.74 
42.74 
48.54 
46.13 
48.54 
48.54 
54.44 
51.68 
42.84 
34.67 
39.14 
42.36 
46.38 
71.16 

These stack·mounting transmitting mica capacitors are especially intended for various applications such 
as grid, plate blocking, coupling, tank, and by·passing functions for higher·powered installations. They are 
made with a special cylindrical low·loss, glazed ceramic case providing a long creepage path between 
terminals. They are designed to eliminate corona losses, inside and outside alike, and also provide 
uniform voltage gradient. The cast·aluminum terminal ends provide low contact resistance between units. 
These units are conservatively rated to withstand surge voltages above their rated values. They have 
extremely low power factor so that they can handle large KVA loads without overheating. 

TYPE 1940 TYPE 1950 (Similar to CM75) TYPE 1970 (Similar to CM85) 
._-------_._ .. -----------------

Net Net Net 
Cap. Mfd. Test Yolts Eff. Price Catalog No. Cap. Mfd. Test Yolts Eff. Price Catalog No. Cap. Mid. Test Yolts Eff. Price 
.000075 35000 371.39 1950·202 .00005 6000 30.56 -1970·202" 

.-~----.-

"20,000 --88-:90 .00005 
.0001 35000 371.39 1950·204 .0001 6000 32.27 1970·203 .0001 20,000 96.95 
.00015 35000 403.66 1950·207 .0002 6000 32.52 1970·204 .00015 20,000 104.77 
.0002 35000 403.66 1950·209 .0003 6000 35.59 1970·205 .0002 20,000 104.77 
.00025 35000 403.66 1950·212 .0005 6000 37.16 1970·210 .0005 20,000 109.91 
.0003 35000 403.66 1950·216 .001 6000 37.16 1970·213 .0008 20,000 109.91 

.. 00035 35000 403.66 1950·218 .002 6000 39.26 1970·214 .001 20,000 112.71 
.0004 35000 403.66 1950·220 .003 6000 40.34 1970·216 .0015 20,000 114.67 
.0005 35000 435.44 1950·222 .005 6000 40.34 1970·217 .002 15,000 114.67 
.0006 35000 435.44 1950·226 .01 5000 41.07 1970·220 .004 12,000 120.91 
.0007 35000 435.44 1950·228 .02 3000 41.07 1970·221 .005 10,000 120.91 
.0008 35000 435.44 1950·231 .05 1500 43.13 1970·225 .01 10,000 120.91 
.001 35000 449.27 1970·227 .02 ~,OOO 120.91 
.00125 35000 449.27 
.0015 35000 449.27 TYPE 1960 (Similar to CM80) TYPE 1980 (Similar to CM90) 
.002 30000 430.55 
.0025 25000 438.27 Catalog No. Cap. Mfd. Test Yo Its Eff •. Net 

Catalog No. Cap. Mid. Test Volts Eft. Net 
.003 25000 454.51 Price Price 
.004 20000 476.16 1960·202 .00005 15,000 52.33 1980·202 .00005 35,000 134.48 
.005 20000 476.16 1960·203 .0001 15,000 52.33 1980·203 .0001 35,000 168.22 
.006 15000 476.16 1960-204 .00015 12,500 52.33 1980·204 .00015 35,000 168.22 
.007 15000 476.16 1960·205 .0002 12,500 52.33 1980·207 .0003 35,000 177.02 
.008 15000 476.16 1960-209 .0005 12,500 52.33 1980·209 .0004 35,000 177:02 
.01 15000 476.16 1960·212 .0008 10,000 52.33 1980·210 .0005 35,000 177.02 
.02 12000 476.16 1960·213 .001 10,000 52.33 1980·213 .0008 30,000 177.02 
.03 10000 476.16 1960·214 .0015 10,000 52.33 1980·214 .001 25,000 183.12 
.04 7500 476.16 1960·215 .002 10,000 52.33 1980-217 .002 20,000 183.12 
.05 6000 476.16 1960·218 .004 8,000 52.33 1980-220 .004 20,000 187.52 
.06 6000 476.16 1960·219 .005 8,000 52.33 1980-221 .005 20,000 193.77 
.07 6000 476.16 1960·223 .01 7,000 55.49 1980·224 .008 15,000 207.82 
.08 6000 476.16 1960·224 .015 5,000 55.49 1980·225 .01 15,000 217.84 
.1 5000 476.16 1960·225 .02 4,000 55.49 1980·230 .05 5,000 217.84 

All units also manulactured in equivalent M IL·C·5B case styles. Prices on request. 
Standard tolerance for all units is plus and minus 5%. 

Also Available In ±2% on Special Order. 
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SECTION 1500 

AEROVOX DECADE BOXES 
RESISTANCE CAPACITANCE INDUCTANCE 

~~~+-L 
~ ~ 

~~ o--r 
SIZE CODE: A.S.l/e, C 

~.,.~. 
" 

~ 

8.3·5/32, C·2.27/32 L--L ARD ACD ALD 

Laboratory quality Standards in capacitance, resistance and Inductance at a All ratings are maximum and no guarantee can be enforced 'if ratings are 
exceeded in any way. Overload can change accuracy or cause actual burn·outs. price far below that of equivalent quality Standards. Available in ten units: 

three resistance decades, three capacitance decades and four inductance dec· 
ades. Housed in a seamless, drawn steel case coated with grey enamel. Panels Multiple dial units have the highest value multipliers on the left·hand side 
are black with the markings engraved in white. so that readings are in order exactly as they should be read. 

ACCURACY ± RATING Net 
PART NO. TYPE DIELECTRIC DIALS RANGE STEPS 1st 0111 2nd Dil\ 1st Dil\ 2nd 0111 Price 

RESISTANCE 
Wire· 

ARD·15 R Wound 2 o to 110 ohms 1.0 ohm 5% 3% 1.0 Amp. .5 Amp. 13.75 
Wire· 

ARD·23 R Wound 2 o to 11 K 100 ohm 3% 3% 100 Ma. 50 Ma. 13.75 
Carbon 

ARD·31 R Deposited 2 o to 1.1 mel. 10 K ohms 1% 1% 5 Ma. 2 Ma. 13.75 

CAPACITANCE 
600 VDC 600 VDC 13.15 

ACD·13 C Mica 2 o to .011 mfd. .0001 mfd. 3% 3% 220 VAC 220 VAC 13.15 
600 VDC 600 VDC 15.60 

ACD·23 C OIl·Paper 2 o to 1.1 mfd. .01 mfd. 3% 3% 220 VAC 220 VAC 15.60 
600 VDC 

ACD·33 C OIl·Paper o to 10.0 mfd. 1.9 mfd. 3% 220 VAC 25.40 

INDUCTANCE AlD-12 L Toroidal 1 o to 10 mho 1.0 mho 2% 250 MaDC 29.90 
AlD·22 l Toroidal 1 o to 100 mho 10.0 mho 2% 79 MaDC 29.90 
AlD·32 l Toroidal 1 o to 1.0 hy. 100.0 mho 2% 25 MaDC 29.90 
AlD-42 L Toroidal 1 o to 10.0 hy. 1.0 hy. 2% 8 MaDC 29.90 

AEROVOX L-C CHECKER-MODEL 97 
Net Price: $69.95 

Professional Heavy Duty 

AEROVOX TYPE 710 DEGAUSSER 

A versatile Instrument for testing capacitance In circuit 
without remoying either lead Of the capacitor from the 
circuit. 

Incorpor2tes latest design and prlnted·clrcult tech· 
niaues to provide the service technician with the most 
efficient, versatile l·C checker available. 

Features Include: extended frequency range from 74 kc 
min. to 44 mc max.; recessed front panel has large, easy·to· 
read dial with indicator; attractive grey finish; weighs only 
8112 Ibs.; size 13" x 8112" x 6" deep; complete with test 
cords and probes. 

1. Checking capacitors in circuit for values of capacitance and rela· 
tive Q at radio frequency. 

2. Checking capaCitor Insulation resistance (leakage). 
3. Checking alignment of radio frequency and intermediate frequency 

circuits of domestic, marine, and short·wave receivers. 
4. Tracking super·het oscillators. 
5. Checking alignment of FM·I.F. channels and independent alignment 

of FM·I.F. transformers. 
6. Checking resonant absorption troubles In "all wave" receiver clr· 

cults, locating dead spots, etc. 
7. location of resonant points in shorted windings (unused' coils) in 

multi·range oscillators, etc. 
8. Checking natural resonant paints of r.f. chokes to make sure they 

are beyond circuit operating range. 
9. Checking natural' period of antennae and transmission lines. 

10. Checking quartz crystals for true or false frequency, operation at 
harmonics and activity. 

11. Checking transmitter buffer, amplifier and tank circuits for para· 
sitic current loops with power off for safety. 

12. Tuning of wave traps and filters for harmonic supression. 

© U.c.P., Inc. Net 

Net Price: $49.95 
• Erases magnetic tape 
· without rewinding 

• Assures clean, noise· 
free erasures 

• Ideal for instrumen· 
tation use 

• I mproves quality of 
new tape 

• Will erase up to 1" 
width tapes 

• Handles up to 7" and 
10" spools 

• Heavy gauge steel 
construction 

• Complete with rub· 
ber hiet, screw·in 
fuse and 6' rubber 
covered line cord 

SPECIFICATIONS 

Operating Voltage - 110·130 volts, 60 cycles AC 

Current Consumption - 10 Amps 

Switch - Heavy·duty on·off 

Fuse -- Screw·in type 

Construction - Heavy gauge steel, gray baked enamel finish 

Weight - Approximately 15112 Ibs. 
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It's so easy to order 

from this catalog ... 

When ordering products shown in this book 

or writing for additional information, please 

be sure to specify: 

1. Manufacturer's Catalog Numbers 

and Page Numbers. 

2. The Year and Edition of This 

MASTER. 

This will avoid confusion and expedite delivery. 

Thank you! 

The ~ 
1'1. • Kodib-
MASTER 
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GREAT NECK, NEW YORK 
Branches: Los Angeles 35, Dallas 7 

SECTION 1500 

MOLDED FOIL MICA 
TYPE CM-19 & 20 CM·19 

~ L -.i 

I ff· .. --
1... 
~7/32U--

T 
L-CM-19-11/16": CM-20-25/32" CM·30 

500 VDCW 

List Price Tolerance 
Cap. Type "M" uK" HJ" 
Mmf. Designation ±20% ±10% ±5% 

5 CM-20B-050 iliO.30 $0.33 
10 CM-20B-l00 .30 .33 $0_38 
12 CM-20B-120 .30 .33 .38 
15 CM-20B-150 .30 .33 .,38 
18 CM-20B-180 .30 .33 .38 
20 CM-20B-200 .30 .33 .38 
22 CM-20B-220 .30 .33 .38 
24 CM-20B-240 .30 .33 _38 
27 CM-20B.270 .30 .33 .38 
30 CM-20B-300 .30 .33 .38 
33 CM-20B-330 .20 .22 .25 
36 CM-20B-360 .20 .22 .25 
39 CM-20B-390 .20 .22 .25 
43 CM-20B-430 .20 .22 .25 
47 CM-20B·470 .20 .22 .25 
50 CM-20B-500 .20 .22 .25 
51 CM-20B-510 .20 .22 .25 
56 CM-20B-560 .20 .22 .25 
62 CM-20B-620 .20 .22 .25 
68 CM-20B-680 .20 .22 .25 
75 CM-20B-750 .20 .22 .25 
82 CM-20B-820 .20 .22 .25 
91 CM-20B-910 .20 .22 _25 

100 CM-20B-l0l .20 .22 .25 
110 CM-20B-lll .20 .22 .25 
120 CM-20B-121 .20 .22 .25 
130 CM-20B-131 .25 .28 .31 
150 CM-20B-151 .25 .28 .31 
160 CM-20B-161 .25 .28 .31 
180 CM-20B-181 .25 .28 .31 
200 CM-20B-201 .25 .28 .31 
220 CM-20B-221 .25 .28 .31 
240 CM-20B-241 .30 .33 .38 
250 CM-20B-251 .30 .33 .38 
270 CM-20B-271 .30 .33 .38 

, 300 CM-20B-301 .30 .33 .38 
330 CM-20B-331 .30 .33 .38 
360 CM-20B-361 .30 .33 .38 
390 CM-2OB-391 .30 .33 .38 
430 CM-20B-431 .30 .33 .38 
470 CM-20B-471 .30 .33 .38 
500 CM-20B-501 .30 .33 .38 
510 CM-20B-511 .30 .33 .38 
560 CM-20B-561 .35 .39 .44 
620 CM-2OB-621 .35 .39 .44 
680 CM-20B-681 .35 .39 .44 
750 CM-20B-751 .35 .39 .44 
820 CM-20B-821 .40 .44 .50 
910 CM-20B-911 .45 .50 .56 

1000 CM-20B-l02 .45 .50 .56 
1100 CM'20B-112 .50 .55 .63 
1200 CM-20B-122 .50 .55 .63 
1300 CM-2OB-132 .50 .55 .63 
1500 CM-20B-152 .60 .66 .75 
1600 CM-20B-162 .60 .66 .75 

~ggg CM-2OB-182 .70 .77 .88 
CM-20B-202 .75 .83 .94 

2200 CM·20B-222 .80 .88 1.00 
2400 CM-20B-242 .85 .94 1.06 
2500 CM-20B-252 .90 .99 1.13 

(,,) U.c.P., IDC. 40% Discount Applies To The Above Prices. 

Cap. Type 
Mmf. Designation 
2700 CM-20B-272 
3000 CM-20B-302 
3300 CM-20B-332 
3600· CM-20B-362 
3900· CM -20B-392 
4300· CM-20B-432 
4700' CM-20B-472 
5000* CM-20B-502 
5100' CM -20B-512 

TYPES 
CM-19, CM·2D 
CM·3D, CM·35 

List Price Tolerance 
"M" uK" "J" 

±20% ±10% ±5% 
' $0.95 $1.05 $1.19 

1.00 1.10 1.25 
1.05 1.16 1.31 
1.00 1.10 1.25 
1.05 1.16 1.31 
1.10 1.21 1.38 
1.20 1.32 1.50 
1.25 1.38 1.56 
1.25 1.38 1.56 

Capacities from 5 mmf. to 2700 mmf. can be 
supplied In CM-19 cases. 

TYPE CM-30 

~13/16"J 
T 
13/16"--

'------'i 
~9/32U---

L-.--~~T 

T-CM-30--9/32": CM-35-11/32" 

500 VDCW 
List Price Tolerance 

Cap. Type "M" UK" "J" 
Mmf. Designation ±20% ±10% ±5% 
510 CM-30-B-511 $0.30 $0.36 $0.39 
560 CM-30-B·561 .30 .36 .39 
620 CM-30-B-821 .30 .36 .39 
680 CM-30-B-681 .30 .36 .39 
750 CM-30-B-751 .30 .36 .39 
820 CM-30-B-821 .30 .36 .39 
910 CM-30-B-911 .30 .36 .39 

1000 CM-30-B-l02 .35 .39 .44 
1100 CM-30-B-112 .35 .39 .44 
1200 CM -30- B-122 .35 .39 .44 
1300 CM-30-B-132 .35 .39 .44 
1500 CM-30-B-152 .40 .44 .50 
1600 CM-30-'B-162 .40 .44 .50 
1800 CM -30- B-182 .45 .50 .56 
2000 CM -30- B-202 .45 .50 .56 
2200 CM-30-B-222 .45 .50 .56 
2400 CM-30-B-242 .50 .55 .63 
2500 CM-30-B-252 .50 .55 .63 
2700 CM-30-B-272 .50 .55 .63 
3000 CM-30-B-302 .60 .66 .75 
3300 CM-30-B-332 .60 .66 .75 
3600 CM -30- B-362 .60 .66 .75 
3900 CM -30- B-392 .65 .75 .85 
4300 CM-30-B-432 .65 .75 .85 
4700 CM-30-B-472 .65 .75 .85 
5000 CM-30-B-502 .70 .81 .91 
5100 CM-30-B-512 .70 .81 .91 
5600 CM-30-B·562 .70 .81 .91 
6200 CM-30-B-622 .90 1.04 1.17 

TYPE CM-35 
6800· CM -35- B-682 $0.95 $1.05 $1.19 
7500' CM-35·B-752 1.00 1.10 1.25 
8200* CM-35-B-822 1.15 1.27 1.44 
9100· CM -35- B-912 1.15 1.27 1.44 

10000· CM-35·B-l03 1.40 .1.54 1.75 
12000* CM-35-B-123 1.60 1.76 2.00 

: 15000* CM-35-B-153 2.00 2.20 2.50 
6800 VCM-35-B-682 1.05 1.16 1.31 
7500 VCM-35-B-752 1.15 1.27 1.44 
8200 VCM-35-B-822 1.30 1.43 1.62 
9100 VCM-35-B-912 1.30 1.43 1.62 

10000 VCM,35-B-l03 1.55 1.71 1.94 
All capacities marked with * are 300WV. 
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GREAT NECK, NEW YORK 

Branches: Los Anaeles 35, Dallas 7 

SECTION 1500 

TYPES 
CM·15 

. CM·19, CM·20 

MOLDED SILVERED MICA 

TYPE CM-15 

---f Ill" ~ 

---;1 ~9/3l"-'-
r-----,1-

------f rT-----

T 
T-from 1-300 mmf. 3/16" 

T-from 301-510 mmf. 7/32" 

500 VDCW 

List Price Tolerance 
Cap. Designation 5% 2% 1% 
Mmf. Type uJ" UGH "Fu 

1 CM-15-C-Ol0t $0.40 
2 CM -15-C-020t .40 
3 CM-15-C-Oaot .40 
6 CM -15-C-050t .40 

10 CM-15-C-l00 .40 
12 CM-15-C-120 .40 
15 CM-15-C-150 .40 
18 CM-15-C-180 .40 
20 CM-15-C-2oo .40 
22 CM-15-C-220 .40 
24 CM-15-E-24O .40 
27 CM-15-E-270 .40 $0.46 
30 CM-15-E-3oo .40 .46 
33 CM-15-E-330 .40 .46 
36 CM-15-E-360 .40 .46 
39 CM-15-E-390 .40 .46 
43 CM-15-E-430 .40 .46 
47' CM-15-E-470 .40 .46 
50 CM-15-E-500 .40 .46 $0.50 
51 CM-15-E-510 .40 .46 .50 
56 CM-15-E-560 .40 .46 .50 
62 CM-15- E-620 .40 .46 .50 
68 CM-15-E-680 .40 .46 .50 
75 CM-15-E-750 .40 '.46 .50 
82 CM-15-E-820 .45 .52 .56 
91 CM-15· E-910 .45 .52 .56 

100 CM-15-E-l01 .45 .52 .56 
110 CM-15-E-l11 .45 .52 .56 
120 CM-15-E-121 .45 .52 .56 
130 CM-15·E-131 .45 .52 .56 
150 CM-15-E-151; .45 .52 .56 
160 CM-15-E·161 .50 .58 .63 
180 CM-15·E·181 .50 .58 .63 
200 CM-15·E-201 .50 .58 .63 
220 CM-15·E-221 .55 .63 .69 
240 CM-15-E-241 .55 .63 .69 
250 C M -15- E-251 .55 .63 .69 
270 CM-15-E-271 .60 .69 .75 
300 CM-15-E-301 .60 .69 .75 
330 CM-15-E-331 .65 .75 .81 
360 CM-15-E-361 .70 .81 .88 
390 CM-15-E-391 .70 .81 .88 
430* CM -15- E-431 .75 .86 .94 
470* CM-15-E-471 .80 .92 1.00 
500* CM-15-E-501 .80 .92 1.00 
510* CM-15-E-511 .80 .92 1.00 
560*' CM-15-E-561J .85 .98 1.06 
620** CM-15-E-621J .90 1.04 1.13 
680" CM-15-E-681J .95 1.09 1.19 
750'- CM-15-E-751J 1.00 1.15 1.25 
820** CM-15-E-821J 1.05 1.21 1.31 

NOTES-*300 VDCW-**100 VDCW. 
tClosest Tolerance ±0.5 mmf. 

SPECIFICATIONS NOTES: 
±'I2% tolerance available above 100 mmf. at double 

±5% list price. 
CM15, available "F" characteristic above 33 mmf. 
CM19, 20 available "E" characteristic above 33 mmf. 
CM19, 20 available "F" characteristic above. 56 mmf. 
Silvered Molded Mica Types CM-25 and CM-40 are 
also available. Immediate delivery is offered on 
most values. 

CM·15 

CM·19 
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TYPE CM-19 & 20 

~ L ~ 

I fI·"--
i.. 
~7/3l"--

T 
L-CM-19-11/16": CM-20-25/32" 

500 VDCW 
List Price Tolerance 

Cap. Type "J" "G" "F" 
M'mf. Designation ±5% ±2% ±1% 

5 CM-20C-050 $0.40 
10 CM-20C-l00 .40 
12 CM-20C-120 .40 
15 CM-20C-150 .40 
18 CM-20C-180 .40 

20 CM-20C-200 .40 
22 CM-20C-220 .40 
24 CM-20C-240 .40 
27 CM-20C-270 .40 $0.46 
30 CM-20C-300 .40 .46 

33 CM-20C-330 .40 .46 
36 CM-20C-360 .40 .46 
39 CM-20C-390 .40 .46 
43 CM-20C-430 .40 .46 
47 CM-20C-470 .40 .46 
50 CM-20C-5oo .40 .46 $0.50 
51 CM-20C-510 .40 .46 .50 
56 CM-20C-560 .40 .46 .50 
62 CM-20C-620 .40 .46 .50 
68 CM-20C-680 .40 .46 .50 

75 CM-20C-750 .40 .46 .50 
82 CM-20C-820 .40 .46 .50 
91 CM-20C-910 .40 .46 .50 

100 CM-20C-l0l .40 .46 .50 
110 CM-20C-l11 .45 .52 .56 

120 CM-20C-121 .45 .52 .56 
130 CM-20C-131 .45 .52 .56 
150 CM-20C-151 .45 .52 .56 
160 CM-20C-161 .45 .52 .56 
180 CM-20C-181 .45 .52 .56 
200 CM-20D-201 .45 .52 .56 
220 CM-20D-221 .45 .52 .56 
240 CM-20D-241 .55 .63 .69 
250 CM-20D-251 .55 .63 .69 
270 CM-20D-271 .55 .63 .69 
300 CM-20D-301 .55 .63 .69 
330 CM-20D-331 .55 .63 .69 
360 CM-20D-361 .55 .63 .69 
390 CM-20D-391 .65 .75 .81 
430 CM-20D-431 .65 .75 .81 

470 CM-20D-471 .70 .81 .88 
600 CM-20D-501 .70 .81 .88 
510 CM-20D-511 .70 .81 .88 
560 CM-20D-561 .75 .86 .94 
620 CM-20D-621 .75 .86 .94 

680 CM-20D·681 .80 .92 1.00 
750 CM-20D-751 .80 .92 1.00 
820 CM-20D-821 .85 .98 1.06 
910 CM-20D-911 .85 .98 1.06 

1000 CM-20E-l02 .90 1.04 1.13 
1100 CM-20E-112 .90 1.04 1.13 
1200 CM-20E-122 1.00 1.15 1.25 
1300 CM-20E-132 1.00 1.15 1.25 
1500 CM-20E-152 1.10 1.27 1.38 
1600 CM-20E-162 1.10 1.27 1.38 
1800 CM-20E-182 1.20 1.38 1.50 

2000 CM-20E-202 1.30 1.50 1.63 
2200 CM-20E-222 1.40 1.61 1.75 
2400 CM-20E-242 1.45 1.67 1.81 
2500 CM-20E-252 1.50 1.73 1.88 

© U.C.P., Inc. 
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SECTION 1500 

TYPES 
CM-19, CM-20, CM-30 

CM-35, CM-42 

MOLDED SILVERED MICA 

Cap. 
Mmf. 
2700 
3000 
3300 
3600' 
3900' 
4300' 
4700' 
5000* 
5100' 

TYPE CM-19 & 20 
500 VDCW 

Type 
Designation 

CM·20E-272 
CM-20E-302 
CM-20E-332 
CM-20E-362 
CM-20E-392 
CM-20E-432 
CM-20E-472 
CM-20E-502 
CM-20E-512 

List Price Tolerance 
"J" UGH "F" 
±5% ±2% ±1% 
1.60 1.84 2.00 
1.80 2.07 2.25 
1.90 2.19 2.38 
1.90 2.19 2.38 
2_00 2.30 2.50 
2.10 2.42 2.63 
2.20 2.53 2.75 
2.30 2.65 2.88 
2.30 2.65 2.88 

Capacities from 5 mmf. to 2700 mmf. can be 
supplied In CM-19 cases. 

Cap. 
Mmf. 
510 
560 
620 
680 
750 
820 
910 

1000 
1100 
1200 
1300 
1500 
1600 
1800 
2000 
2200 
2400 
2500 
2700 
3000 
3300 
3600 
3900 
4300 
4700 
5000 
5100 
5600 
6200 

TYPE CM-30 

1---13.116"~ 

T 
1013/16"-· --

'--------J ± 
~9/32"--­

'-----'T 
500 VDCW 

List Price Tolerance 
Type "J" "G" uF" 

Designation ±5% ±2% ±1% 
CM-30-E-511 $0.70 $0.81 $0.88 
CM-30-E-561 .75 .86 .94 
CM-30- E-621 .75 .86 .94 
C M -30- E-681 .80 .92 1.00 
CM-30-E-751 .80 .92 1.00 
CM-30-E-821 .85 .98 1.06 
CM-30-E-911 .90 1.04 1.13 
CM-30-E-l02 1.00 1.15 1.25 
CM-30-E-112 1.00 1.15 1.25 
CM-30-E-122 1.15 1.32 1.44 
CM-30-E-132 1.15 1.32 1.44 
CM-30-E-152 1.25 1.44 1.56 
CM-30·E-162 1.25 1.44 1.56 
CM-30-E-182 1.25 1.44 1.56 
CM-30-E-202 1.35 1.55 1.69 
CM-30-E-222 1.35 1.55 1.69 
C M-30- E-242 1.60 1.84 2.00 
CM-30-E-252 1.60 1.84 2.00 
CM-30-E-272 1.80 2.07 2.25 
CM-30-E-302 1.90 2.19 2.38 
CM-30-E-332 1.90 2.19 2.38 
CM -30- E-362 2.00 2.30 2.50 
CM-30-E·392 2.00 2.30 2.50 
CM-30-E·432 2.10 2.42 2.63 
CM-30-E-472 2.10 2.42 2.63 
CM -30-E-502 2.15 2.47 2.69 
CM-30-E-512 2.15 2.47 2.69 
CM-30-E-562 2.25 2.59 2.81 
CM-30-E-622 2.40 2.76 3.00 

NOTE:-AII above "SILVERED MICA" units can 
be supplied in IIF" Characteristic at no extra cost. 
For ±Y2 % Tolerance double the 5% List prices. 

All Type CM-42 units can be supplied in "F" char­
acteristic at no extra cost. For ±Y2% Tolerance 
double the 1 % list price. 

Silvered Molded Mica Types CM-25 and CM-40 
are also available. Immediate delivery is offered 
on most values. 

(el U.c.P., Inc. 

CM-30 

CM-42 

40% Discount Applies To The Above· Prices. 

TYPE CM-3S 

~13/16"...j 
T 
13/16"--

"-----'f 
~11/32"--

I.------'T 
500 VDCW 

List Price Tolerance 
Cap. Type HJ" "G" '~F" 
Mmf. Designation ±5% ±2% ±1% 

6800' CM-35-E-682 $2.65 $3.05 $3.31 
7500' CM-35-E-752 2.80 3.22 3.50 
8200' CM-35-E-822 3.00 3.45 3.75 
9100' CM-35-E-912 3.20 3.68 4.00 

10000' CM-35-E-I03 3.50 4.03 4.38 

12000' CM-35-E-123 4.25 4.89 5.31 
15000' CM-35-E-153 5.00 5.75 6.25 

6800 VCM-35-E-682 2.90 3.34 3.62 
7500 VCM-35-E-752 3.05 3.51 3.81 
8200 VCM-35-E-822 3.30 3.80 4.13 

9100 VCM-35-E-912 3.50 4.03 4.38 
10000 VCM-35-E-103 3.85 4.43 4.81 

TYPE CM-42 

~ 1-1/2" 

f 
- 13116"-

'---------'f --1 ~11/32"-
T 

500 VDCW 
12000 CM-42-E-123 3.90 4.49 4.88 
13000 CM-42-E-133 4.20 4.83 5.25 
15000 CM-42-E-153 4.80 5.52 6.00 
16000 CM-42-E-163 5.10 5.87 6.38 
18000 CM-42-E-183 5.70 6.56 7.13 
20000 CM-42-E-203 6.30 7.25 7.88 
22000 CM-42-E-223 6.90 7.94 8.63 
24000 CM-42-E-243 7.50 8.63 9.38 
25000 CM-42-E-253 7.80 8.97 9.75 
27000' CM-42-E-273 7.50 8.63 9.38 
30000' CM-42-E-303 7.80 8.97 9.75 
33000' CM-42-E-333 8.50 9.78 10.63 
36000' CM-42-E-363 9.50 10.93 11.88 
39000' CM-42-E-393 10.50 12.08 13.13 

All capacities marked with • are 300WV. 
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SECTION 1500 

Type 

YCM·20 

Demand for smaller units In higher v.oltages designed to meet the requirements for TELEVISION, POWER 
AMPLIFIERS, LOW POWER TRANSMITTERS, and various INDUSTRIAL USES has· increased. EL·MENCO designed 
and produced units listed below are especiall~ adaptable to compact circuits where space is an important factor. Their 
acceptance has been overwhelming by the variOUs manufacturers of TELEVISION RECEIVERS. , 

In many cases·, these units will do the work of capacitors molded in CM.45, CM.50, and CM.55 cases without breaking 
down. NO SPECIAL MOUNTIN.GS ARE NECESSARY; Just wire right intc the circuit. 

The capacitors are molded in low'loSS Phenolic Resin in eM·20, CM·35, CM·42 cases and tested at double the branded 
voltage. They are tested for dielectric strength, insulation resistance, temperature coefficient capacitance drift, susceptl· 
bility to humidity, and length of life, according to RMA Standards. All units are wax· dipped for protection against salt 
water immersion. 

VCM-20 HI-VOLTAGE MOLDED SILVER MICA 
CHARACTERISTICS "B" - "e" & "D" 

2000 VOLTS DC TEST 3000 VOLTS DC TEST 5000 VOLTS DC TEST 
1000 VOLTS DC WKG. 1500 VOLTS DC WKG. 2500 VOLTS DC WKG. 

TOLERANCE ...•• LIST PRICE TOLERANCE ••.•. LIST PRICE TOLERANCE •.•.. LIST PRICE 

Cap. Type "M" uK" "J" "Gil "F" uM" uK" "J" "G" "Fit "M" UK" "J" "G" "Fir 
Mmf. Designation ±20% ±10% ±5% ±2% ±1% ±20% ±10% ±5% ±2% ±1% ±20% ±10% ±5% ±2% ±1% 

5 VCM·2O·050 $0.30 $0.35 $0.45 $0.35 $0.40 
10 VCM·20·100 .30 .35 .45 USE $0.50 .35 .40 $0.50 
12 VCM·20·120 .30 ·35 .45 .50 .35 .40 .50 
15 VCM.20·150 .30 .35 .45 2500 .50 .35 .40 .50 
18 VCM.20·180 .30 .35 .45 

WV 
.50 .35 .40 .50 

20 VCM·20·200 .30 .35 .45 UNITS .50 .35 .40 .50 
22 VCM·20.220 .30 .35 .45 .50 .35 .40 .50 
24 VCM·20·24O .30 .35 .45 .50 .35 .40 .50 
27 VCM·20·270 .30 .35 .45 $0.52 .50 $0.58 .35 .40 .50 $0.58 
30 VCM·2O·300 .30 .35 .45 .52 $0.35 $0.40 .50 .58 .40 .46 .60 .69 

33 VCM·20·330 .30 .35 .45 .52 .35 .40 .50 .58 .40 .46 .60 .69 
36 VCM·20·360 .30 .35 .45 .52 .35 .40 .50 .58 .40 .46 .60 .69 
39 VCM·20.390 .30 .35 .45 .52 .35 .40 .50 .58 .40 .45 .60 .69 
43 VCM·20.430 .30 .35 .45 .52 .35 .40 .50 .58 .40 .46 .60 .69 
47 VCM.20·470 .30 .35 .45 .52 .35 .40 .55 .63 .40 .46 .70 .81 

50 VCM·20·500 .30 .35 .45 .52 $0.56 .35 .40 .55 .63 $0.69 .40 .46 .70 .81 $0.88 
51 VCM.20.510 .30 .35 .45 .52 .56 .35 .40 .55 .63 .69 .40 .46 .70 .81 .88 
56 VCM.20·560 .30 .35 .45 .52 .56 .35 .40 .55 .63 .69 .40 .46 .70 .81 .88 
62 VCM·20·620 .30 .35 .45 .52 .56 .35 .40 .55 .63 .69 .40 .46 .70 .81 .88 
68 VCM.20·680 .30 .35 .45 .52 .56 .35 .40 .55 .63 .69 .45 .52 .80 .92 1.00 

75 VCM·20·750 .30 .35 .45 .52 .56 .35 .40 .55 .63 .69 .50 .58 .90 1.04 1.13 
82 VCM.20·820 .30 .35 .45 .52 .56 .35 .40 .55 .63 .69 .50 .58 .90 1.04 1.13 
91 VCM.20·910 ,35 .40 .50 .58 .63 .40 .46 .60 .69 .75 .50 .58 .90 1.04 1.13 

100 VCM·20·101 .35 .40 .50 .58 .63 .40 .46 . 60 .69 . .75 .55 .66 1.00 1.15 1.25 
110 VCM·20·111 .35 .40 .50 .58 .63 .40 .46 .60 .69 .75 .60 .72 1.10 1.27 1.38 

120 VCM·20.121 .35 .40 .50 .58 .63 .40 .46 .6Q .69 .75 .60 .72 1.20 1.38 1.50 
130 VC!\'I·20·131 .35 .40 .50 .58 .63 .40 .46 .60 .69 ·.75 .60 .72 1.20 1.38 1.50 
150 VCM·20·151 .35 .40 .50 .58 .63 .40 .46 .70 .81 .as .65 .78 1.30 1.50 1.63 
160 VCM·20·161 .35 .40 .55 .63 .69 .40 .46 .70 .81 .88 .70 .84 1.40 1.61 1.75 
180 VCM.20.181 .35 .40 .55 .63 .69 .40 .46 .70 .81 .88 .70 .84 1.40 1.61 1.75 

200 VCM·20·201 .40 .46 .55 .63 .69 .45 .52 .80 .92 1.00 .80 .96 1.60 1.84 2.00 
220 VCM.20·221 .40 .46 .60 .69 .75 .45 .52 .80 .92 1.00 .85 1.02 1.60 1.84 2.00 
240 VCM.2O·241 .40 .46 .60 .69 .75 .45 .52 .80 .92 1.00 
250 VCM·2O·251 .40 .46 .65 .75 .81 .55 .66 1.00 1.15 1.25 
270 VCM.20·271 .40 .46 .65 .75 .81 .55 .66 1.00 1.15 1.25 

300 VCM.20·301 .45 .52 .70 .81 .88 .60 .72 1.10 1.27 1.38 
330 VCM.20·331 .45 .52 .70 .81 .88 .60 .72 1.10 1.27 1.38 
360 VCM.20·361 .45 .52 .70 .81 .88 .60 .72 1.15 1.32 1.44 
390 VCM.20·g91 .45 .52 .70 .81 .88 .65 .78 1.15 1.32 1.44 
430 VCM·2O·431 .50 .58 .75 .86 .94 .65 .78 1.20 1.38 1.50 

470 VCM.20.471 .50 .58 .75 .86 .94 .70 .84 1.25 1.44 1.56 
'500 VCM·20·501 .50 .58 .75 .86 .94 .70 .84 1.30 1.50 1.63 
510 VCM·20·511 .50 .58 .75 .86 .94 .70 .84 1.30 1.50 1.63 
560 , VCM·2O·561 .55 .66 .80 .92 1.00 .80 .96 1.35 1.55 1.69 
620 VCM·2O·621 .55 .66 .85 .98 1.06 

680 VCM·20·681 .60 .72 .90 1.04 1.13 
700 VCM·2O·751 .60 .72 .95 1.09 1.19 
820 VCM.20·821 .65 .78 1.00 1.15 1.25 

SPECIFY WORKING VOLTAGE 910 VCM.2O.911 .70 .84 1.05 1.21 1.31 PLEASE 1000 VCM·20.102 .75 .90 1.10 1.27 1.38 
RATING WHEN ORDERING 

1100 VCM.20.112 .80 .92 1.20 1.38 1.50 
1200 VCM·20.122 .85 .98 1.25 1.44 1.56 
1300 VCM.20·132 .90 1.04 1.30 1.50 1.63 
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VCM 35 & 42 HI VOLTAGE . . 
REGULAR FOIL MICA 

"B" CHARACTERISTIC 

2000VDC T.st 3000VDC T.st SOOOV D C T .st 
1000VDC Wkg. lSOOV D C Wkg. 2S00V D C Wkg. 

List Pric. List Pric. List Pric. 

Cap. Typ. "M" uK" uM" "K" "M" "1(" 
Mmf. Designation ±20% ±10% ±20% ±lO% ±20% ±10% 

240 VCM-35-241 $0.60 $0.69 
250 VCM-35-251 .60 .69 
270 VCM-35-271 .60 .69 
300 VCM-35-301 .65 .75 
330 VCM-35-331 .65 .75 

360 VCM-35-361 .75 .86 
390 VCM-35-391 .80 .92 
430 VCM-35-431 .80 .92 
470 VCM-35-4.71 .80 .92 
500 VCM-35-501 .85 .98 

510 VCM-35-511 .85 .98 
560 VCM-35-561 .90 1.04 
620 VCM-35-621 $0.75 $0.86 
680 VCM-35-681 .75 .86 
750 VCM-35-751 .75 .86 

820 VCM-35-821 .85 .98 
910 VCM-35-911 .90 1.04 

1000 VCM-35-102 .90 1.04 
1100 VCM-35-112 $0.60 $0.69 .95 1.09 
1200 VCM-35-122 .65 .75 1.10 1.27 

1300 VCM-35-132 .65 .75 1.15 1.32 
1500 VCM-35-152 .75 .86 1.30 1.50 
1600 VCM-35-162 .80 .92 1.30 1.50 
1800 VCM-35-182 .80 .92 1.45 1.67 
2000 VCM-35-202 .85 .98 1.60 1.84 

2200 VCM-35-222 .95 1.09 ·1.70 1.96 
2400 VCM-35-242 1.05 1.21 1.80 2.07 
2700 VCM-35-272 1.05 1.21 2.00 2.30 
3000 VCM-35-302 1.15 1.32 2.20 2.53 
3300 VCM-35-332 1.20 1.38 2.30 2.65 

3600 VCM-35-362 1.35 1.55 
3900 VCM-35-392 1.40 1.61 
4300 VCM-35-432 1.50 1.73 
4700 VCM-35-472 1.65 1.90 
5000 VCM-35-502 1.75 2.00 

5100 VCM-35-512 1.75 2.00 
5600 VCM-35-562 2.00 2.30 
6200 VCM-42-622 2.10 2.42 
6800 VCM-42-682 2.20 '2.53 
7500 VCM-42-752 2.30 2.65 

8200 VCM-42-822 2.40 2.76 
9100 VCM-42-912 2.60 2.99 

10000 VCM-42-103 2.80 3.22 
12000 VCM-42-123 3.00 3.45 
13000 VCM-42-133 3.50 4.03 

15000 VCM-42-153 4.00 4.60 
16000 VCM-42-163 4.50 5.18 

Types 

VCM·35 & 42 

VCM 35 & 42 HI VOLTAGE . . 
SILVERED MICA 

"C" .. liD" .. "E" .. "F' CHARACTERISTIC 

2000VDC T.st 3000VDC T.st SOOOVDC T.st· 
1000VDC Wkg. lSOOVDC Wkg. 2500V D C Wkg. 

List Pric. List Pric. List Pric. 

"J" "G" "F" ilJ" "G" "F" "J" "G" "F" 
±S% ±2% ±l% f±:5% ±2% ±l% ±S% ±2% ±l% 

$1.20 $1.38 $1.50 
1.20 1.38 1.50 
1.20 1.38 1.50 
1.30 1.50 1.63 
1.30 1.50 1.63 

1.50 1.73 1.88 
1.60 1.84 2.00 
1.60 1.84 2.00 
1.60 1.84 2.00 
1.70 1.96 2.13 

1.70 1.96 2.13 
1.80 2.07 2.25 

$1.S0 $1.73 $1.88 
1.S0 1.73 1.88 

1.S0 1.73 1.88 

1.70 1.96 2.13 
1.80 2.07 2.25 
1.80 2.07 2.25 

$1.20 $1.38 $1.50 1.90 2.19 2.38 
1.30 1.50 1.63 2.20 2.53 2.75 

1.30 1.50 1.63 2.30 2.65 2.88 
1.50 1.73 1.88 2.60 2.99 3.25 
1.60 1.84 2.00 2.60 2.99 3.25 
1.60 1.84 2.00 2.90 3.34 3.63 
1.70 1.96 2.13 3.20 3.68 4.00 

1.90 2.19 2.38 3.40 3.91 4.25 
2.10 2.42 2.63 3.60 4.14 4.50 
2.10 2.42 2.63 4.00 4.60 5.00 
2.30 2.65 2.88 4.40 5.06 5.50 
2.40 2.76 3.00 4.60 5.29 5.75 

2.70 3.10 3.38 
2.80 3.22 3.50 
3.00 3.45 3.75 
3.30 3.80 4.13 
3.40 3.91 4.25 

3.40 3.91 4.25 
3.80 4.37 4.75 
4.30 4.95 5.38 
4.60 5.29 5.75 
4.90 5.64 6.13 

5.30 6.10 6.63 
5.80 6.67 7.25 
6.30 7.25 7.88 
7.30 8.40 9.13 
8.00 9.20 10.00 

9.00 10.35 11.25 
9.60 11.04 12.00 

NOTE:-AII above units can be supplied in cha .. acte .. istic 
"C"·uD,,.uE,,·uF" at the above ·Iist prices. 

WHEN ORDERING PLEASE SPECIFY WORKING VOLTAGE RATING 

(e) U.c.P., Inc. 

REGULAR FOIL MICA 
Designate VCM-35B 

SILVERED MICA 
Designate VCM-35C - D - E or F 
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5 
± 1/32 

LEAD 
WIRE 
GAGE 

GREAT NECK, NEW YORK 
Branches: Los Angeles 35, Dallas 7 

DM-15 DM-16 DM-19 DM-20 DM·30 

15/64 1/2 11/32 7/16 7/16 

#22 #22 #20 #20 #18 

Crimped Leads 

DM·40 DM·42 DM·43 

19/32 1·1/16 1-11/16 

#18 #18 #18 

In addition to the straight lead design, OM capacitors are also avail­
able with crimped leads for printed circuit application. The crimp 
provides a positive stop when capacitors are mounted. This prevents 
interference of resin coat on the leads with dip-solder operation, .pro· 
vides greater mounting uniformity, and elevates the components 
slightly above the surface of the board. The crimp lead design is not 
a regularly stocked item, but it is available to special order at a 
small fixed handling charge. . 

Lead wire gage for crimped lead units is the same as for straight 
lead capacitors with the exception of OM15 and OM16. Crimped lead 
gage of OM15 -and OM16 is # 20. 
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DUR-MICA 
CASE SIZES 

Maximum Dimensions 
The following is a tabulation of maximum dimensions of the various 
OM case sizes_ They have been specified to anticipate variations in 
coat thickness and minor protrusions on the surface. As a result, 
average dimensions of a given lot may be appreciably smaller than 
those listed. . 

It is to be noted that the leads are not centered in the thickness 
dimension as can be seen on the end view dimensional drawing. 
Construction of Elmenco Our-Mica capacitors provides for leads to 
project from one surface of the mica stack, causing them in turn to 
extend from one edge of the capacitor. Regardless of case size and 
overall thickness, leads will always be within 1/16 to 3/32 from one 
of the capacitor surfaces. . 

The "W" dimension specifies the distance from the top of the capaci­
tor to the point where the visible dip-coat ends on the leads. However, 
for reliable lead attachment, another 5/64 lead length should be 
allowed for resinous coating before solder connection is made. 

Not all dimensions of every capacitance value are listed below. It 
has been found that size varies almost linearly with capacitance 
value. As a result, dimensions of values between those specified 
below should be determined by interpolation. 

CASE 
SIZE 
OM-IS 

OM-16 

OM-19 

OM-20 

OM·30 

OM·40 

OM-42 

OM·43 

CASE SIZES - OUR-MICA SERIES 
Cap. Volt. L W T 
mmf. VOCW max. max. max. 

10 500 .446 .351 .163 
40 500 .448 .355 .166 

100 500 .451 .360 .175 
200 500 .457 .372 .190 
400 500 .470 .395 .220 

400 300 .457 .365 .190 
600 300 .463 .371 .204 
820 300 .470 .378 .220 

430 500 .726 .378 .196 
600 500 .731 .388 .210 
720 500 .736 .395 .220 
720 300 .723 .365 .190 

900 300 .726 .368 .197 
1100 300 .730 .372 .206 
1300 300 .733 .375 .214 

100 500 .622 .476 .178 
200 SOO .624 .478 .180 
500 500 .628 .482 .186 

1000 500 .636 .490 .197 
2000 500 .652 .506 .219 
3000 500 .668 .520 .240 

3000 300 .655 .510 .223 
4000 300 .665 .520 .240 

200 500 .722 .463 .181 
600 500 .726 .469 .189 

1000 500 .730 .475 .196 
2000 500 .740 .490 .215 
3000 500 .750 .505 .234 
4300 500 .760 .525 .258 

4300 300 .750 .511 .233 
5000 300 .755 .520 .242 
6200 300 .763 .533 .258 

3000 500 .757 .845 .238 
5000 50"0 .765 .855 .253 
7000 500 .773 .865 .268 

10000 500 .783 .879 .290 

10000 300 .780 .855 .273 
15000 300 .798 .868 .302 
20000 300 .815 .880 .330 

3000 500 .927 .659 .220 
5000 500 .938 .682 .247 

10000 500 .965 .740 .315 

10000 300 .962 .693 .263 
15000 300 .990 .725 .305 

10000 500 1.385 .833 .237 
20000 500 1.406 .851 .287 
30000 500 1.426 .868 .337 
40000 500 1.446 .886 .384 

40000 300 1.431 .880 .357 
50000 300 1.446 .918 .396 
63000 300 1.466 .963 .442 

50000 500 2.056 .873 .352 
60000 500 2.069 .884 .381 
75000 500 2.089 .901 .428 

75000 300 2.069 .912 .391 
90000 300 2.084 .948 .425 

100000 300 2.092 .964 .443 

© U.c.P., Inc. 



SECTION 1500 

\<:I!!~'C. 
TYPES 

OM·1S, OM·16 
GREAT NECK, NEW YORK OM·19, OM·20 

Branches: Los Angeles 35, Dallas 7 

D UR- M I CA 
TYPE DM-l0 500VDCW TYPE DM-19 500VDCW 

(SCDM 10 values and prices the same) List Price Tolerance 

Clip. Type 
List Price Tolerance Cap. Type ±10% ± 5% ± 2% ±1% 

± 100/0 ± 5% ± 2% ± 1"/0 Mmf. Designation "K" "J" uG" "F" 
Mmf. Designation "K" UJ" uG" uF" 

1 OM-lO-OlOt $0.30 
100 OM-19-l0l $0.25 $0.28 $0.30 $0.38 

2 OM-lO-020t .30 
110 OM-19-l11 .30 .33 .36 .45 

3 OM-10-030t .30 
120 OM-19-l2l .30 .33 .36 .45 

5 OM-1O-050 .30 
130 OM-19-l31 .30 .33 .36 .45 

10 OM-10-100 .30 $0.33 
150 OM-19-l5l .30 .33 .36 .45 

12 OM-1O-120 .35 .39 
160 OM-19-l6l .30 .33 .36 .45 

15 OM-lO-150 .35 .39 
180 OM-19-l8l .30 .33 .36 .45 

18 OM-lO-180 .35 .39 
200 OM-19-20l .30 .33 .36 .45 

20 OM-lO-200 .35 .39 
220 OM-19-22l .30 .33 .36 .45 

22 OM-lO-220 .35 .39 
240 OM-19-24l .35 .39 .42 .53 

24 OM-lO-240 .35 .39 
250 OM-19-25l .35 .39 .42 .53 

27 OM-1O-270 .35 .39 $0.46 
270 OM-19-271 .40 .44 .48 .60 

30 OM-lO-300 .35 .39 .46 
300 OM-19-30l .40 .44 .48 .80 

33 OM-lO-330 .35 .39 .46 
330 OM-19-33l .40 .44 .48 .60 

36 OM-lO-360 .35 .39 .46 
360 OM-19-36l .45 .00 .54 .68 

39 OM-lO-390 .35 .39 .46 
390 OM-19-39l .45 .50 .54 .68 

43 OM-lO-430 .35 .39 .46 
430 OM-19-43l .45 .50 .54 .68 

47 OM-1O-470 .40 .44 .52 470 OM-19-471 .50 .55 .60 .75 

50 OM-lO-500 .40 .44 .52 $0.64 500 OM-19-50l .50 .55 .60 .75 
51 OM-1O-51O .40 .44 .52 .64 510 OM-19-511 .50 .55 .60 .75 

56 OM-lO-560 .40 .44 .52 .64 560 OM-19-56l .55 .61 .66 .83 
62 OM-lO-620 .40 .44 .52 .64 620 OM-19-52l .55 .61 .66 .83 

68 OM-1O-680 .40 .44 .52 .64 680 OM-19-68l .60 .66 .72 .90 
75 OM-lO-750 .40 .44 .52 .64 750 OM-19-75l .60 .66 .72 .90 
82 OM-1O-820 .40 .44 .52 .64 820 OM-19-82l .60 .66 .72 .90 
91 OM-lO-91O .40 .44 .52 .64 910 OM-19-911 .65 .72 .78 .98 

100 OM-lO-lOl .40 .44 .52 .64 1000 OM-19-l02 .70 .77 .84 1.05 
110 OM-lO-lll .40 .44 .52 .64 1100 OM-19-ll2 _70 .77 .84 1.05 
120 OM-lO-12l .45 .50 .59 .72 1200 OM-19-l22 .75 .83 .90 1.13 
130 OM-lO-13l .45 .50 .59 .72 1300 OM-19-l32 .80 .88 .96 1.20 
150 OM-1O-15l .50 .55 .65 .80 1500 OM-19-l52 .85 .94 1.02 1.28 
160 OM-lO-16l .55 .61 .72 .88 1600 OM-19-162 .90 .99 1.08 1.35 
180 OM-lO-18l .60 .66 .78 .96 1800 OM-19-l82 1.00 1.10 1.20 1.50 
200 OM-lO-20l .60 .66 .78 .96 2000 OM-19-202 1.10 1.21 1.32 1.65 
220 OM-lO-22l .65 .72 .85 1.04 2200 OM-19-222 1.20 1.32 1.44 1.80 
240 OM-lO-24l .70 .77 .91 1.12 2400 OM-19-242 1.30 1.43 1.56 1.95 
250 OM-lO-25l .70 .77 .91 1.12 2500 OM-19-252 1.35 1.49 1.62 2.03 
270' OM-lO-271 .70 .77 .91 1.12 2700 OM-19-272 1.40 1.54 1.68 2.10 
300* OM-lO-30l .75 .83 .98 1.20 3000 OM-19-302 1.50 1.65 1.80 2.25 
330*' OM-10-33l .75 .83 .98 1.20 3300 
360'* 

OM-19-332 1.60 1.76 1.92 2.40 
OM-1O-36l .80 .88 1.04 1.28 3600 OM-19-362 

390** OM-lO-39l .85 .94 1.11 1.36 3900 OM-19-392 
1.70 1.87 2.04 2.55 
1.80 1.98 2.16 2.70 

TYPE DM-1S 500VDCW 
4300 OM-19-432 1.90 2.09 2.28 2.85 
4700 OM-19-472 2.00 2.20 2.40 3.00 

1 OM-15-0l0t $0.25 5000 OM-19·502 2.10 2.31 2.52 3.15 
2 OM-15-020t .25 5100 OM-19·5l2 2.10 2.31 2.52 3.15 
3 OM-15-030t _25 5600' OM-19-562 2.20 2.42 2.64 3.30 
5 OM-15-050t _25 6200' OM-19-622 2.30 2.53 2.76 3.45 

10 OM-15-l00 .<0 $0.28 6800" OM-19-6B2 2.30 2.53 2.76 3.45 
12 OM-15-l20 .25 .28 7500" OM-19-752 2.40 2.64 2.88 3.60 
15 OM-15-l50 .25 .28 

8200" OM-19-822 2.50 2.75 3.00 3.75 
18 OM-15-l80 .25 .28 
20 OM-15-200 .25 .28 TYPE DM-20 22 OM-15-220 .25 .28 500VDCW 

24 OM-15-240 .25 .28 
27 OM-15-270 .25 .28 $0.33 680 OM-20-6Bl $0.50 $0.55 $0.60 $0.75 

30 OM-15-300 .25 .28 .33 750 OM-20-75l .50 .55 .60 .75 

33 OM-15-330 .25 _28 .33 820 OM-20·82l .50 .55 .60 .75 

36 OM-1S-360 .25 .28 .33 910 OM-20-91l .55 .61 .66 .83 

39 OM-15-390 .25 .28 .33 1000 OM-20-l02 .60 .66 .72 .90 

43 OM-15-430 ,,5 _28 .33 1100 OM-20-112 .60 ,66 .72 .90 

47 OM-15-470 ,25 .28 .33 1200 OM-20-l22 .65 .72 .78 .98 

50 OM-15-500 .25 .28 .33 $0.40 1300 OM-20-l32 .70 .77 .84 1.05 

51 OM-15-5l0 .~5 .28 .33 .40 1500 OM-20-l52 .75 .83 .90 1.13 

56 OM-15-560 .25 .28 .33 .40 1600 OM-20-l62 .80 .88 .96 1.20 

62 OM-15-620 25 .28 .33 .40 1800 OM-20-l82 .90 .99 1.08 1.35 

68 OM-15-680 .25 .28 .33 .40 2000 OM-20-202 .95 1.05 1.14 1.43 

75 OM-15-820 .25 .28 .33 .40 2200 OM-20-222 1.05 1.16 1.26 1.58 

82 OM-15-820 .25 .28 .33 .40 2400 OM-20-242 1.10 1.21 1.32 1.65 

91 OM-15-910 .25 28 .33 .40 2500 OM-20-252 1.10 1.21 1.32 1.65 

100 OM-15-l0l .25 .28 .33 .40 2700 OM-20-272 1.20 1.32 1.44 1.80 

110 OM-15-lll .30 .33 .39 .48 3000 OM-20-302 1.30 1.43 1.56 1.95 

120 OM-15-12l .. lO .33 .39 .48 3300 OM-20-332 1.40 1.54 1.68 2.10 

130 OM-15-l3l .30 .33 .39 .48 3600 OM-20-362 1.50 1.65 1.80 2.25 

150 OM-15-l5l .30 .33 .39 .48 3900 OM-20-392 1.60 1.76 1.92 2.40 

160 OM-15-l6l .35 .39 .46 _56 4300 OM-20-432 1.70 1.87 2.04 2.55 

180 OM-15-l8l .35 .39 .46 .56 4700 OM-20-472 1.80 1.98 2.16 2.70 

200 OM-15-20l .35 .39 .46 .56 5000 OM-20-502 1.90 2.09 2.28 2.85 

220 DM-15-22l .40 .44 .52 .64 5100 OM-20-5l2 1.95 2.15 2.34 2.93 

240 DM-15-24l .,;1) .44 .52 .64 5600 OM-20-562 2.00 2.20 2.40 3.00 

250 OM-15-25l .40 .44 .52 .64 6200' OM-20-622 2.00 2.20 2.40 3.00 

270 OM-15-271 .45 .50 .59 .72 6800' OM-20-682 2.10 2.31 2.52 3.15 

300 OM-15-30l .45 .50 .59 .72 7500" OM-20-752 2.20 2.42 2.64 3.30 

330 OM-15-33l 50 .55 .65 .80 8200" OM-20-822 2.40 2.64 2.88 3.60 

360 OM-15-36l .50 .55 .65 .80 9100" OM-20-9l2 2.70 2.97 3.24 4.05 

390 ' OM-15-39l .55 .61 .72 .88 10000" OM-20-l03 3.00 3.30 3.60 4.50 

430' OM-15-43l .55 .61 .72 .88 Notes: Higher OM-20 values are available on special order as 

470' OM-15-471 .60 .66 .78 .96 follows: 

500' OM-15-50l .60 .66 .78 .96 up to 10,000 mmf. at 500VDCW 

510' OM-15-511 .60 .66 .78 .96 up to 12,000 mmf. at 300VOCW 

560' OM-15-56l .65 .72 .85 1.04 up to 18,000 mmf. at 100VOCW 

620' OM-15-62l .70 .77 .91 1.12 Characteristics of OM-19 and OM-20 are as follows' 

680' OM-15-68l .75 .83 .98 1.20 
C characteristic 1 to 180 mmf. . 

750' OM-15-75l .80 .88 1.04 1.28 
E characteristic 200 to 510 mmf. 

820' OM-15-82l .85 .94 1.11 1.36 
F characteristic 560 and up. 

910" OM-15-911 .95 1.05 1.24 1.43 
For ±V2% double the list price of the 5% units. 

1000" OM-15-l02 1.00 1.10 1.30 1.60 
. NOTE 

Characteristics on above units are as follows: Lower values less than above listing use OM-15 prices. 
OM-IS "C" Characteristic from 1 to 20 Mmf. 
OM-15 "E" Characteristic from 22 to 51 Mmf. All capacities marked with' are 300VOCW. 

OM-15 "F" Characteristic from 56 and up. All capacities marked with ., are 100VOCW. 
tMinimum Tolerance ± 0.5 Mmf. 

© U.C.P., Inc. 40% ~iscount Applies To The Above Prices. The MASTER - 26th Edition • Page 361 
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'<:,!!E!c. 
GREAT NECK, NEW YORK 

Brane,,"es: Los Angeles 35, Dallas 7 

SECTION· 1500 

TYPES 
OM·3D, OM·4D, OM·42 

OM·43, SCOM·15 

DUR-MICA 

. Cap. 
Mmf. 
4300 
4700 
5000 
5100 
5600 
6200 
6800 
7500 
8200 
9100 
10000 
12000 
13000 
15000 
16000 
18000 
20000 
22000· 
24000" 
25000· 
27000· 
30000·· 
33000·· 
36000·· 

TYPE OM - 30 500VDCW 

List Price Tolerance 
Type 

Designation 
± 10% 
UK" 

±5% ±2% 
HJ" uG" 

DM-30-432 
DM-30-472 
DM-30-502 
DM-30-512 
DM-3Q-562 
DM-30-622 
DM-3Q-682 
DM-30-752 
DM-3Q-822 
DM-30-912 
DMc30-103 
DM-3Q-123 
DM-30-133 
DM-30-153 
DM-30-163 
DM-30-183 
DM-30-203 
DM-3Q-223 
DM-30-243 
DM-3Q-253 
DM-3Q-273 
DM-3Q-303 
DM-30-333 
DM-30-363 

$1.60 
1.70 
1:75 
1.75 
1.80 
1.90 
2.10 
2.30 
2.50 
2.70 
3.00 
3.50 
3.75 
4.25 
4.50 
5.00 
5.50 
5.70 
6.15 
6.40 
6.85 
7.50 
8.25 
9.00 

$1.76 $1.92 
1.87 2.04 
1.93 2.10 
1.93 2.10 
1.98 2.16 
2.09 2.28 
2.31 2.52 
2.53 2.76 
2.75 3.00 
2.97 3.24 
3.30 3.60 
3.85 4.20 
4.13 4.50 
4.68 5.10 
4.95 5.40 
5.50 6.00 
6.05 6.60 
6.27 6.84 
6.77 7.38 
7.04 7.68 
7.54 8.22 
8.25 9.00 
9.08 9.90 
9.90 10.80 

TYPE OM - 40 SOOVDCW 

±1% 
"F" 
$2.08 

2.21 
2.28 
2.28 
2.34 
2.47 
2.73 
2.99 
3.25 
3.51 
3.90 
4.55 
4.88 
5.53 
5.85 
6.50 
7.15 
7.41 
8.00 
8.32 
8.91 
9.75 

10.73 
11.70 

This case size series is available, but it is not carried as a 
standard stock item as yet. Add 15% to list prices for DM-30 
values with comparable specifications to determine the DM-40 
list price. Delivery time is four weeks. 

TYPE OM-42 SOOVDCW 
LIST PRICE TOLERANCE 

CAP. 
MMF. 
10000 
12000 
13000 
15000 
16000 
18000 
20000 
22000 
24000 
25000 
27000 
30000 
33000 
36000 
39000 
43000. 
47000 
50000 
5100D' 
56000* 
62000" 
68000** 
75000** 
82000** 

TYPE 
DESIGNATION 

DM-42-103 
DM-42-123 
DM-42-133 
OM -42-153 
DM-42-163 
DM-42-183 
DM-42-203 
DM-42-223 
DM-42-243 
DM-42-253 
DM-42-273 
DM-42-303 
DM-42-333 
DM-42-363 
DM-42-393 
DM-42-433 
DM-42-473 
OM-42-503 
DM-42·513 
DM·42·563 
DM·42·623 
DM·42·683 
DM·42·753 
DM·42·823 

±5% 
"J" 

$3.30 
3.90 
4.20 
4.80 
5.10 
5.70 
6.30 
6.90 
7.50 
7.80 
8.40 
9.30 

10.20 
11.10 
12.00 

13.00 
11.00 
12.80 
13.10 
14.20 
15.60 
17.00 
18.70 
20.40 

±2% 
HG" 

$3.80 
4.49 
4.83 
5.52 
5.87 
6.56 
7.25 
7.94 
8.63 
8.97 
9.66 

10.70 
11.73 
12.77 
13.80 
14.95 
12.65 
14.72 
15.07 
16.33 
17.94 
19.55 
21.51 
23.46 

TYPE OM-43 500 VDCW 

47000 DM·43-473 
50000 DM·43·503 
51000 DM·43·513 
56000 DM-43-563 
62000 DM·43·623 
68000 DM·43·683 
75000* DM·43·753 
82000* DM·43·823 
91000* DM-43·913 
100000* DM·43·104 
110000** DM.43·114 
120000** DM .43·124 
130000** DM.43.134 

All capacities 
All capacities 

$14.20 $16.33 
14.50 16.68 
14.80 17.02 
16.20 18.63 
17.90 20.58 
19.50 22.43 
16.00 18.40 
17.50 20.13 
19.00 21.85 
21.00 24.15 
17.00 19.55 
18.50 21.28 
20.00 23.00 

marked with * are 3OOWV. 
marked with ** are 100WV. 

±1% 
"F" 
$4.13 
4.88 
5.25 
6.00 
6.38 
7.13 
7.88 
8.63 
9.38 
9.75 

10.50 
11.63 
12.75 
13.88 
15.00 
16.25 
"13.75 
16.00 
16.38 
17.75 
19.50 
21.25 
23.38 
25.50 

$17.75 
18.13 
18.50 
2tl.2S 
22.38 
24.38 
20.00 
21.88 
23.75 
26.25 
21.25 
23.13 
25.00 

SCDM15 capacitors are units which have been given a single 
protective resin coat rather than the full series of dips to 
which standard units are subjected. There is a marked differ· 
ence in size of these thin·coated capacitors, but there is a 
sacrifice in moisture resistance as a result. SCDM15 units 
are therefore recommended for applications requiring extreme 
miniaturization such as military and transistor filter, net­
works, and delay lines. However, for long term high reliability 
of operation, the capacitors should receive additional environ­
mental protection such as encapsulation, circuit potting, or 
hermetic sealing. 

Cap. Volt L W 
Type SCDM·15 10 500 -,415 .267 
Case Sizes:· 40 500 .417 .268 

100 500 .419 .271 
200 500 .423 .275 
400 500 .430 .283 
400 300 .425 .277 
600 300 .430 .282 
820 300 .437 .287 

1000 100 .442 .290 
• Please refer to OM-IS case size. information on 

which is equally applicable to SCDM·15 units. 

TYPE SCOM-15 SOOVDCW 

CAP. 
MMF. 

1 
2 
3 
5 

10 
12 
15 
18 
20 
22 
24 
27 
30 
33 
36 
39 
43 
47 
50 
51 
56 
62 
68 
75 
82 
91 

100 
110 
120 
130 
150 
160 
180 
200 
220 
240 
250 
270 
300 
330 
360 
390 
430· 
470· 
500· 
510· 
560· 
620· 
680· 
750· 
820· 
910·· 

1000·· 

LIST PRICE 
TYPE ± 10% 

DESIGNATION "K" 
SCDM·15-010t 
SCDM·15-020t 
SCDM·15·030t 
SCDM·15·050t 
SCDM-15·100 
SCDM·15·120 
SCDM·15-150 
SCDM-15-180 
SCDM-15-200 
SCDM·15-220 
SCDM·15-240 
SCDM-15·270 
SCDM·15·300 
SCDM-15·330 
SCDM·15-360 
SCDM·15·390 
SCDM-15-430 
SCDM·15-470 
SCDM·15·500 
SCDM·15·510 
SCDM·15-560 
SCDM·15-620 
SCDM·15-680 
SCDM-15-750 
SCDM·15-820 
SCDM·15-910 
SCDM-15-101 
SCDM·15-111 
SCDM·15-121 
SCDM-15-131 
SCDM·15-151 
SCDM-15·161 
SCDM·15-181 
SCDM·15·201 
SCDM-15-221 
SCDM·15-241 
SCOM-15-251 
SCDM·15-271 
SCDM·15-301 
SCDM·15·331 
SCDM·15-361 
SCDM-15·391 
SCDM·15·431 
SCDM·15·471 
SCDM·15·501 
SCDM-15-511 
SCDM·15-561 
SCDM·15-621 
SCDM·15·681 
SCDM·15-751 
SCDM·15·821 
SCDM·15-911 
SCDM·15-102 

$0.25 
.25 
.25 
.25 

TOLERANCE 
±5% ±2% 

"J" "G" 

$0.28 
.28 

.28 

.28 

.28 

.28 

.28 
.28 $0.33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.28 .33 
.33 .39 
.33 .39 
.33 ·.39 
.33 .39 
.39 .46 
.39 .46 
.39 .46 
.44 .52 
.44 .52 
.44 .52 
.50 .59 
.50 .59 
.55 .65 
.55 .65 
.61 .72 
.61 .72 
.66 .78 
.66 .78 
.66 .78 
.72 .85 
.77 .91 
.83 .98 
.88 1.04 
.94 1.11 

1.05 1.24 
1.10 1.30 

Characteristics on above un its are as follows: 
SCDM-15 "e" Characteristic from 1 to 20 Mmf. 
SCDM·15 "E" Characteristic from 22 to 51 Mmf. 
SCDM·15 "F" Charactersitic from 56 and up. 
t Minimum Tolerance ± 0.5 Mmf. 

T 
.144 
.146 
.148 
.152 
.160 
.156 
.162 
.169 
.174 

page 6 

±1% 
"F" 

$0.40 
.40 
.40 
.40 
.40 
.40 
.40 
.40 
.40 
.48 
.48 
.48 
.48 
.56 
.56 
.56 
.64 
.64 
.64 
.72 
.72 
.80 
.80 
.88 
.88 
.96 
.96 
.96 

1.04 
1.12 
1.20 
1.28 
1.36 
1.43 
1.60 
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\<:I!!~!C. 
GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

SECTION 1500 

HIGH VOLTAGE DUR-MICA 

TYPES 
YOM·2U, YOM·3U 
YOM·42, YOM·43 

HYOM·42, HYOM·43 

A new line of ELMENCO Silvered Hi-Voltage Dur-Mica capac­
itors is now available to complement the similar values in the 
molded configuration. These high voltage capacitors afford 
the same facility of use in low power applications by provid­
ing reliable operation in a small case size. Elmenco Dur-Mica 
capacitors may be substituted for similarly rated molded 
units normally supplied in the larger CM45, CM50, CM55, and 
CM60 case sizes. 

ture operation (1250 C. max.); radial leads for printed circuit 
application; higher capacitance in a given case size; and 
improved reliability. The dipped units, being solidly impreg­
nated with corona resistant material, do not have the voids 
which make molded types susceptible to corona. As a result, 
the dipped capacitors can be supplied with voltage rating as 
high as 5000VDCW. 
All Elmenco Dur-Mica capacitors are silvered mica construc­
tion. They conform to electrical and environmental specifi­
cations set forth in MIL-C-5 specifications. The Dur-Mica design provides advantage of higher tempera-

VDM-20 HI-VOLTAGE 
TOLERANCE ± 5% 

VDC VDC 
CAP. TYPE 2000T 3000T 
MMF. DESIGNATION 1000W 1500W 

5 VDM-20-050K 
10 VDM-20-100J USE USE 
12 VDM-20-120J 2500V 2500V 
15 VDM-20-150J 
18 VDM-20-180J 

20 VDM-20-200J 
22 VDM-20-220J 
24 VDM-20-240J 
27 VDM-20-270J 
30 VDM-20-300J 

33 VDM-20-330J 
36 VDM-20-360J 
39 VDM-20-390J 
43 VDM-20-430J 
47 VDM-20-470J 

50 VDM-20-500J 
51 VDM-20-510J 
56 VDM-20-560J 
62. VDM-20-620J 
68 VDM-20-680J 

75 VDM-20-750J 
82 VDM-20-820J 
91 VDM-20-910J 

100 VDM-20-110J 
110 VDM-20-111J 

120 VDM-20-12lJ 
130 VDM-20-13lJ 
150 VDM-20-15lJ 
160 VDM-20-16lJ 
180 VDM-20-18lJ 

200 VDM-20-20lJ 
220 VDM-20-22lJ 
240 VDM-20-24lJ 
250 VDM-20-251J 
270 VDM-20-271J 

300 VDM-20-30lJ 
330 VDM-20-331J 
360 VDM-20-36lJ 
390 VDM-20-39lJ 
430 VDM-20-431J 

470 VDM-20-471J 
500 VDM-20-501J 
510 VDM-20-511J 
560 VDM-20-56lJ 
620 VDM-20-62lJ 

680 VDM-20-68lJ 
750 VDM-20-751J 
820 VDM-20-821J 
910 VDM-20-911J 

1000 VDM-20-102J 

1100 VDM-20-112J 
1200 VDM-20-122J 
1300 VDM-20-132J 
1500 VDM-20-152J 
1600 VDM-20-162J 

J 
1500V 

t 
---:4il 

.40 

.40 

.40 

.40 

.40 

.40 

.40 

.40 

.40 

.45 

.45 

.45 

.45 

.45 

.50 

.50 

.50 

.50 

.50 

.50 

.50 

.55 

.55 

.55 

.60 
.60 

.60 

.65 

.65 

.65 

.70 

.75 

.75 

.80 

.85 

.90 

.95 
1.00 
1.05 
1.10 
1.15 

1800 VDM-20-182J 1.25 
2000 VDM-20-202J 1.40 
2200 VDM-20-222J 1.50 
2400 VDM-20-242J 1.60 
2700 VDM-20-272J 1.75 
3000 VDM-20-302J 1.90 

.40 

.40 
.40 
.40 
.40 
.40 

.40 

.40 

.40 
.45 
.45 

.45 

.45 

.45 

.45 

.45 

.45 

.50 

.50 

.50 

.50 

.50 

.55 

.55 

.60 

.60 

.60 

.65 

.65 

.70 

.70 

.75 

.80 

.80 

.85 

.90 

.95 
1.00 
1.00 
1.15 
1.15 

1.20 
1.30 
1.40 
1.50 
1.60 

1.75 
1.85 
2.00 

VDC 
5000T 
2500W 

.40 

.40 

.40 
.40 
.45 

.45 

.45 

.45 

.45 

.45 

.50 

.50 

.50 

.50 

.55 

.55 

.55 

.55 

.60 

.60 

.60 

.65 

.70 

.70 

.75 

.75 

.80 

.85 

.95 

.95 

1.05 
1.10 
1.15 
1.20 
1.25 

1.35 
1.45 
1.55 

NOTE: All above units can be supplied in 
~harac~erjstic HC"_HD"_"E"_"F" at above 
list prices. 

VOM·30 HI-VOLTAGE 
TOLERANCE ± 5% 

VDC VDC VDC 
CAP. TYPE 2000T 3000T 5000T 

MMF. DESIGNATION 1000W 1500W 2500W 
390 
430 
470 
500 
510 
560 
620 
680 
750 
820 

910 
1000 
1100 
1200 
1300 
1500 
1600 
1800 
2000 
2200 
2400 
2700 
3000 
3300 
3600 
3900 
4300 
4700 
5000 
5100 
5600 
6200 
6800 
7500 
8200 
9100 

10000 

VDM-30-39lJ 
VDM-30-43lJ 
VDM-30-47lJ 
VDM-30-50lJ 
VDM-30-511J 
VDM-30-56lJ 
VDM-30-62lJ 
VDM-20-68lJ 
VDM-30-751J 
VDM-30-82lJ 

-iT 
USE 
CASE 
VDM20 

VDM-30-91lJ 
VDM-30-102J 
VDM-30-112J 
VDM-30-122J 
VDM-30-132J 
VDM-30-152J 
VDM-30-162J 
VDM-30-182J 
VDM"30-202J 
VDM-30-222J 
VDM-30-242J 
VDM-30-272J 
VDM-30-302J 
VDM-30-332J 
VDM-30-362J 
VDM-30-392J 
VDM-30-432J 
VDM-30-472J 
VDM-30-502J 
VDM-30-512J 

USE 
CASE 

VDM20 

+ 
2Ts"'" 

2.35 
2.50 
2.70 
3.00 
3.15 
3.15 

VDM-30-562J 3.45 
VDM-30-622J 3.75 
VDM-30-682J 4.20 
VDM-30-752J 4.50 
VDM-30-822J 5.00 
VDM-30-912J 5.40 
VDM-30-103J 6.00 

~ 
1.80 
2.00 
2.20 
2.30 
2.50 
2.75 
3.00 
3.35 
3.65 
3.90 
4.20 
4.60 
4.85 
5.00 
5.50 
6.00 

VDM-42 HI-VOLTAGE 
3000 
3300 
3600 
3900 
4300 

VDM-42-302J 
VDM-42-332J 
VDM-42-362J 
VDM-42-392J 
VDM-42-432J 

-t -t 
I USE 

VDM30 
4700 
5000 
5100 
5600 
6200 
6800 
7500 
8200 
9100 

10000 

VDM-42-472J 
VDM-42-502J 
VDM-42-512J 
VDM-42-562J 
VDM-42-622J 
VDM-42-682J 
VDM-42-752J 
VDM-42-822J 
VDM-42-912J 
VDM-42-103J 

USE CASE 
VOM30 
CASE 

1 
12000 VDM-42-123J 5.70 
13000 VDM-42-133J 6.25 
15000 VDM-42-153J 6.95 
16000 VDM-42-163J 7.50 
18000 VDM-42-183J 8.20 
20000 VDM-42-203J 9.10 

~~ggg ~g~=~~=m~ tg:n 
25000 VDM-42-253J 11.20 
27000 VDM-42-273J 11.70 
30000 VDM-42-303J 12.15 

I 
+ 
5.50 
5.85 
6.40 
7.00 
7.50 
8.85 
9.50 

10.85 
11.60 
12.95 

1.25 
1.35 
1.45 
1.60 
1.60 
1.70 
1.80 
2.00 
2.10 
2.35 

2.55 
2.75 
3.00 
3.20 
3.40 
4.00 
4.20 
4.60 
5.25 
5.60 
6.10 
6.75 

4.80 
5.00 
5.40 
5.85 
6.50 

6.90 
7.30 
7.30 
7.95 
8.80 
9.65 

10.50 
11.30 
12.55 
13.65 

Above prices are for Standard 5% Tol­
erance. Add 15% for 2% Tolerance; Add 
25% for 1% Tolerance; Add 100% for 
112% Tolerance. Minimum Tolerance 
± 0.5 mmf. 

VDM-43 HI.VOLTAGE 
TOLERANCE ± 5% 

VDC VDC VDC 
5000T 
2500W 

CAP. TYPE 2000T 3000T 
MMF. DESIGNATION 1000W 1500W 

gggg ~g~=~tm~ -1'- V~~~2 
15000 VDM-43-153J I CASE 

16.20 
17.20 
19.70 

20000 VDM-43-203J USE 14.00 
22000 VDM-43-223J VDM42 15.50 

24000 VDM-43-243J 
25000 VDM-43-253J 
27000 VDM-43-273J 
30000 VDM-43-303J 

33000 VDM-43-333J 
36000 VDM-43-363J 
39000 VDM-43-393J 
43000 VDM-43-433J 
47000 VDM-43-473J 

CASE 

1 
---rr.85 

15.20 
·19.50 
18.00 
19.50 

16.50 
17.50 
18.50 
20.00 

S.PEC·IAL HVDM-42 & HVDM-43 
5000WV UNITS 

CAP. TYPE 10000 VOLTS DC TEST 
MMF.DESIGNATION5000 VOLTS DC WKG. 

5 HVDM-42-050K 1.90 
10 HVDM-42-100J 1.90 
12 HVDM-42-120J 1.90 
15 HVDM-42-150J 1.90 
18 HVDM-42-180J 1.90 
20 HVDM-42-200J 1.90 
22 HVDM-42-220J 1.90 
24 HVDM-42-240J 1.90 
27 HVDM-42-270J 1.90 
30 HVDM-42-300J 2.25 
33 HVDM-42-330J 2.25 
36 HVDM-42-360J 2.25 
39 HVDM-42-390J 2.25 
43 HVDM-42-430J 2.25 
47 HVDM-42-470J 2.25 
50 HVDM-42-500J 
51 HVDM-42-51OJ 
56 HVDM-42-560J 
62 HVDM-42-620J 
68 HVDM-42-680J 
75 HVDM-42-750J 
82 HVDM-42-820J 
91 HVDM-42-910J 

100 HVDM-42-10lJ 
110 HVDM-42-111J 
120 HVDM-42-12lJ 
130 HVDM-42-13lJ 
150 HVDM-42-15lJ 
160 HVDM-42-16lJ 
180 HVDM-42-18lJ 
200 HVDM-42-20lJ 
220 HVDM-42-22lJ 
240 HVDM-42-241J 
250 HVDM-42-25lJ 
270 HVDM-42-271J 
300 HVDM-42-30lJ 
330 HVDM-42-33lJ 
360 HVDM-42-361J 
390 HVDM-42-39lJ 
430 HVDM-42-43lJ 
470 HVDM-42-471J 
500 HVDM-42-50lJ 
510 HVDM-42-51lJ 
560 HVDM-42-56lJ 
620 HVDM-42-621J 

680 HVDM-43-681J 
750 HVDM-43-751J 
820 HVDM-43-82lJ 
910 HVDM-43-91lJ 

2.25 
2.25 
2.25 
2.60 
2.60 
2.60 
2.60 
2.95 
2.95 
2.95 
3.30 
3.30 
3.65 
3.65 
4.00 
4.35 
4.35 
4.70 
4.70 
5.05 
5.40 
5.75 
6.10 
6.45 
7.15 
7.40 
7.75 
8.10 
8.45 
9.50 

11.25 
12.25 
13.25 
14.25 

PLEASE SPECIFY WORKING VOLTAGE R~:rING WHEN ORDERING 
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\~I!!e!c. 
GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

SECTION 1500 

TYPE 
MPD 

DIPPED MYLAR* -PAPER (Elmenco type MPD) 

The new Elmenco Type MPD (ARCO dp) capacitors 
are dip-coated tubular Mylar*-paper dielectric capac­
itors. They represent a double breakthrougR in capaci­
tor design by combining missile and computer quality 
with commercial radio-TV cost. The "dp" series is 
designed for near universal use from TV by-pass to 

, critical industrial applications requiring stringent 
electrical and environmental characteristics. New high 
levels of ruggedness, stability, and reliability have 
been achieved, yet these new Elmenco capacitors 
are miniaturized for transistor circuitry. 

Elmenco Type MPD capacitors are non-inductivelY 
wound and vacuum dipped to obtain solid impreg­
nation and a rugged, moisture-proof coat. New fab­
ricating techniques realize the full potential of the 
dielectric materials utilizing most of the low-cost 
procedures of the exclusive Elmenco dip-coat process. 
The result is a product of electrical excellence with 
high reliability in operation at no°c. without de­
rating. The specifications listed on this_ and following 
pages well-illustrate the inherent quality of, these 
capacitors. 

NOTE: The lOOVDCW rated dp units are puremylar* 
dielectric capacitors. 

1/16 

A \ 
#20 (.032) TINNED ANNEALED 

COPPER WELD WIRE 

Page 364 • The MASTER - 26th Edition 

leAsE SIZE 

DIM. "A" 
±~ 1~1~1~1i-1~ 12:' 

'NOTE: The IDP-l 100VDCW dp capacitors up -through .015 mfd. 
value have straight leads spaced 112" apart. 

ACTUAL 
SIZE 

SPECIFICATIONS 

Tolerance ± 10%. 

VOLTAGE 
RATINGS: 

INSULATION 
RESISTANCE: 

POWER FACTOR: 

TEMPERATURE 
RANGE: 

100VDCW, 200VDCW, 400VDCW, 
600VDCW, 1600VDCW, (1000VDCW 
upon request). 

@ 25°C.: 5000 megohm-microfar­
ads or 100,000 megohms 
minimum, whichever, is 
the lesser. F 

@ 125°C.: 70 megohm-microfarads 
or 1400 megohms mini­
-mum, whichever' is the 
lesser. 

1.0% maximum at lkc. 

-55°C. to +125°C. with no voltage 
derating. 

CAPACITANCE CHANGE From 25°C. to -_55° (-9.0% max.) 
VS. TEMPERATURE: From 25°C. to +125°C. 

(+12.0% max.) 

LONG TERM OPERATING STABILITY AT FULL RATED VOLTAGE 
AND RATED TEMPERATURE EXTREMES IS ± 2% MAXIMUM. 

Part Numbers: 
The part numbers indicated in the table, of values 

on page 385 are constructed as follows: 

6 DP 2 103 

/ / ',,- "-Voltage Rating 
(in 100's of 
volts DCW) 

Type 
Designation 

Case 
Size 

Cap. Value 
(2 sig. figs. 

& dec. mult.) 

The above example calls for a .01 mfd. capaCitor with a 
600VDCW voltage rating. Case dim,ensions are shown in the 
table of values listing on page 365. ' 

*' Reg. Du Pont Trademark 

© U.C.P., Inc. 



SECTION 1500 

\<:I!!~!C. TYPE 
MPD GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

DIPPED MYLAR*-PAPER (Elmenco type MPD) 

100VDCW 600VDCW 
Cap Part List Cap. Part List 
Mfd. No. L W H Price Mfd. No. L W H Price 

.001 6DP-1-102 11/16 11/32 17/32 $0.35 
.005 lOP-1-502 11/16 5/16 1/2 $0.35 .0012 6DP-1-122 ll/16 11/32 17/32 .35 
.006 lOP-1-602 ll/16 5/16 1/2 .35 .0015 6DP-1-152 11/16 11/32 17/32 .35 
.0068 lOP-1-682 11/16 5/16 1/2 .35 .002 6DP-1-202 ll/16 11/32 17/32 .35 
.0075 1DP-1-752 11/16 5/16 1/2 .35 .0022 6DP-1-222 11/16 11/32 17/32 .35 
.01 lOP-1-103 11/16 5/16 1/2 .35 

.0025 6DP-1-252 11/16 11/32 17/32 .35 
.015 lOP-1-153 23/32 11/32 17/32 .35 .0027 GDP-1-272 11/1G 11/32 17/32 .35 
.02 lOP-1-203 23/32 11/32 19/32 .35 .003 GDP-1-302 ll/lG 11/32 17/32 .35 
.022 lOP-1-223 23/32 ll/32 19/32 .35 .0033 GDP-1-332 11/1G 11/32 17/32 .35 
.025 lOP-1-253 23/32 11/32 19/32 .35 .0039 GDP-1-392 ll/lG 11/32 9/1G .35 
.03 lOP-1-303 23/32 3/8 5/8 .35 

.004 GDP-1-402 ll/16 11/32 9/16 .35 

.033 lOP-1-333 23/32 3/8 5/8 .35 
.0047 6DP-1-472 23/32 3/8 19/32 .35 
.005 6DP-1-562 23/32 3/8 19/32 .35 .04 1DP-1-403 23/32 3/8 5/8 .40 .0056 6DP-1-562 23/32 3/8 19/32 .35 

.047 lOP-2-473 7/8 11/32 19/32 .40 .006 6DP-1-G02 23/32 3/8 5/8 40 .05 lOP-2-503 7/8 ll/32 19/32 .40 

.056 lOP-2-563 7/8 3/8 5/8 .40 .0068 6DP-1-682 23/32 13/32 21/32 .40 
.0075 6DP-2-752 7/8 11/32 9/16 .40 

.068 lOP-2-683 7/8 13/32 5/8 .40 .008 6DP-2-802 7/8 ll/32 9/16 .40 

.075 lOP-2-753 7/8 13/32 5/8 .40 .0082 6DP-2-822 7/8 11/32 9/16 .40 
.1 lOP-2-104 29/32 7/16 11/16 .45 .01 6DP-2-103 7/8 3/8 19/32 .40 
.15 lOP-3-154 1-1(4 7/16 11/1G .45 
.2 lOP-3-204 1-9/32 1/2 23/32 .50 .012 6DP-2-123 7/8 3/8 19/32 .40 

.015 6DP-2-153 7/8 13/32 5/8 .40 
.22 lOP-3-224 1-9/32 1/2 23/32 .50 .02 6DP-2-203 7/8 7 (16 21/32 .40 
.25 lOP-3-254 1-9/32 17/32 3/4 .55 .022 GDP-2-223 7/8 15/32 21/32 .40 
.33 lOP-4-334 1-3/8 9/16 13/16 .65 .025 6DP-2-253 7/8 1/2 11/16 .45 
.47 lOP-4-474 1-3/8 21/32 29/32 .80 

.027 6DP-3-273 1-3/16 7/16 21/32 .45 .5 1DP-4-504 1-3/8 21(32 29/32 .80 .03 6DP-3-303 1-3/16 7/16 21/32 .45 

lOP-5-684 1-9/1G 11/16 15/16 1.10 
.033 6DP-3-333 1-3( 16 7/16 21/32 .45 

.68 .039 6DP-3-393 1-3/16 15/32 11/16 .45 
1.0 1DP-5-105 1-9/16 3/4 1 1.60 .04 GDP-3-403 1-3/1G 15/32 11/1G .45 

.047 6DP-3-473 1-3/16 1/2 23/32 .50 

200VDCW .05 6DP-3-503 1-3/16 1/2 23/32 .50 
.056 6DP-3-5G3 1-3/1G 17/32 3/4 .50 
06 GDP-3-G03 1-3/16 17(32 3(4 .55 

Cap Part List .068 6DP-4-683 1-11/32 17/32 13/16 .55 
Mfd. No. L W H Price 

.075 6DP-4-753 1-l1/32 17/32 13/16 .55 
.1 2DP-3-104 1-7/32 1(2 23/32 $0.45 .082 6DP-4-823 1-11/32 9/16 27/32 .55 
.15 2DP-3-154 1-1/4 9/16 25/32 .50 .1 6DP-4-104 1-l1/32 5/8 7/8 .55 
.2 2DP-4-204 1-11/32 5/8 7/8 .55 .15 6DP-5-154 1-9/16 21/32 7/8 .70 
.22 2DP-4-224 1-11/32 5/8 7/8 .60 .2 GDP-5-204 1-9/16 23/32 15/16 .80 
.25 2DP-4-254 1-l1/32 21/32 7/8 .60 

.22 6DP-5-224 1-9/16 25/32 1 .80 

.33 2DP-5-334 1-9/16 21/32 7/8 .70 
.25 6DP-5-254 1-9/16 13/16 1-1/6 .85 
.33 6DP-G-334 2-3/8 3/4 1 1.15 .47 2DP-5-474 1-9/1G 3/4 1 .85 .47 GDP-G-474 2-3/8 7(8 1-1/8 1.60 .5 2DP-5-504 1-9/16 25/32 1 .85 .5 6DP-6-504 2-3/8 7/8 1-1/8 1.60 

400VDCW 
1600VDCW 

Cap. Part List 
Mfd. No. L W H Price Cap. Part List 

Mfd. No. L W H Price 
.01 4DP-1-103 23/32 3/8 5/8 $0.35 .001 16DP-2-102 7/8 l1/32 9/16 $0.55 
.015 4DP-1-153 23/32 7(16 21(32 .35 .0015 16DP-2-152 7/8 11/32 9/16 .55 
.02 4DP-2-203 7/8 13/32 5/8 .35 .0018 16DP-2-182 7/8 3/8 19/32 .55 
.022 4DP-2-223 7/8 13/32 5(8 .40 .002 16DP-2-202 7/8 3/8 19/32 .55 
.025 4DP-2-253 7/8 7/16 21/32 .40 .0022 16DP-2-222 7/8 3/8 19/32 .55 

.03 4DP-2-303 7/8 15(32 21/32 .40 .0025 1GDP-2-252 7/8 13/32 5/8 .55 

.033 4DP-2-333 7/8 15/32 21/32 .40 .003 1GDP-2-302 7/8 7/16 21/32 .55 

.04 4DP-3-403 1-3/1G 7/16 21/32 .40 .0033 1GDP-2-332 7/8 7/1G 21(32 .55 

.047 4DP-3-473 1-3/16 7/16 21/32 .40 .004 16DP-2-402 7/8 15/32 21/32 .55 

.05 4DP-3-503 1-3/16 7/16 21/32 .40 .0047 16DP-2-472 7/8 1/2 23/32 .55 

.05G 4DP-3-563 1-3/16 15/32 11/16 .40 .005 16DP'2-502 7/8 17/32 3/4 .GO 

.068 4DP-3-683 1-3/1G 1/2 23/32 .50 .006 16DP-3-602 1-3/16 7/1G 21/32 .60 

.075 4DP-3-753 1-1/4 17/32 3/4 .50 .007 1GDP-3-702 1-3/16 15/32 11/16 .60 

.1 4DP-3-104 1-1/4 19/32 27/32 .50 .0075 16DP-3-752 1-3/1G 1/2' 23/32 .60 

.15 4DP-4-154 1-11/32 5/8 7/8 .55 .008 1GDP-3-802 1-3/16 17/32 3/4 .60 

.65 
.01 16DP-3-103 1-3/16 17/32 3/4 .60 

,2 4DP-5-204 1-9/1G 5/8 7/8 .015 16DP-4-153 1-11/32 9/16 27/32 .65 
.22 4DP-5-224 1-9/16 21/32 7/8 .65 .02 16DP-4-203 1-l1/32 21/32 7/8 .70 
.25 4DP-5-254 1-9/16 l1/16 15/16 ,70 .022 1GDP-4-223 1-9/1G 5/8 7/8 .70 
.27 4DP-5-274 1-9/16 ll/16 15/16 .70 .025 16DP-5-253 1-9/16 21/32 7/8 .70 
.33 4DP-5;334 1-9/16 3/4 15/1G 1.00 

.03 16DP-5-303 1-9/16 11/16 15/16 .70 
.47 4DP-G-474 2-3/8 13/16 1-1/16 1.40 .033 16DP-5-333 1-9/16 23/32 15/1G .70 
.5 4DP-G-504 2-3/8 13/16 l-l/lG 1.40 .04 16DP-5-403 1-9/16 3/4 1 .75 

.047 1GDP-5-473 1-9/16 13/1G 1-1/16 .80 
Reg. Du Pont Trademark .05 1GDP-5-503 1-9/16 13/16 1-1/16 .80 
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V.I!!~!C. 
GREA T NECK, NEW YORK 

Branches: los Angeles 35, Dallas 7 

SECTION lS00 

TYPE 
CP 

STEATITE TUBULAR CAPACITORS CP 
TYPE 

EI-Menco CP type paper tubular capacitors are sealed 

into Steatite Tubes which serve to insulate the capacitor 

electrically as well as against moisture and heat. The 

capacitor insert is impregnated with Mineral Oil, thereby 

assuring long life at 85° C operating conditions. This 

feature insures successful operation at the high ambient 

temperatures existing in small, compact enclosures. 

The Non-Inductively wound paper and foil units are 

sealed in the Ceramic Tubes by. means of baked Syn­

thetic Resin End Fills which cannot melt at any con­

ceivable operating temperature. The end fills will not 

dissolve in wax, permitting the capacitors to be potted 

without damage to the insert. Leads are of tinned copper 

214" long. 

Cap. Part List Cap. Part List 
Mfd. No. Price Mfd. No. Price 

200VDCW GOOVDCW 

.02 2CP-1-203 $0.25 .001 6CP-1-102 $0.25 

.022 2CP-1-223 0.25 .0012 6CP-1-122 0.25 

.05 2CP-3-503 0.30 .0015 6CP-1-152 0.25 

.1 2CP-4-104 0.35 .002 ' 6CP-1-202 0.25 

.15 2CP-4-154 0.40 .0022 6CP-1-222 0.25 

.2 2CP-5-204 0.45 
.0025 6CP-1-252 0.25 

.22 2CP-5-224 0.45 ,0027 6CP-1-272 0.25 

.25 2CP-5-254 0.45 .003 6CP-1-302 0.25 

.33 2CP-6-334 0.55 .0033 6CP-1-332 0.25 

.47 2CP-6-474 0.70 .0039 6CP-1-392 0.25 

.5 2CP-6-504 0.70 
.004 6CP-1-402 0.25 

400VDCW .0047 6CP-1-472 0.25 
.005 6CP-1-502 0.25 

.01 4CP-I-103 $0.25 .0056 6CP-1-562 0.25 
.006 6CP-2-602 0.25 .015 4CP-2-153 0.25 

.02 4CP-2-203 0.25 
.0068 6CP-2-682 0.30 .022 4CP-2-223 0.30 

.025 4CP-3-253 0.30 .0075 6CP-2-752 0.30 
.008 6CP-2-802 0.30 

.03 4CP-3-303 0.30 .0082 6CP-2-822 0.30 

.033 4CP-3-333 0.30 .01 6CP-2-103 0.30 

.04 4CP-4-403 0.30 

.047 4CP-4-473 0.30 .012 6CP-2-123 0.30 

.05 4CP-4-503 0.30 .015 6CP-2-153 0.30 
.02 6CP-3-203 0.30 

.056 4CP-4-563 0.30 .022 6CP-3-223 0.30 

.068 4CP-4-683 0.35 .025 6CP-3-253 0.35 

.075 4CP-4-753 0.35 

.1 4CP-4-104 0.35 .03 6CP-4-303 0.35 

.15 4CP-5-154 0.45 .033 6CP-4-333 0.35 
.04 6CP-4-403 0:35 

.2 4Cp-6-204 0.55 .047 6CP-4-473 0.40 

.22 40P-6-224 0:55 .05 6CP-4-503 0.40 

.25 4CP-6-254 0.55 

.33 4CP-7-334 0.70 .056 6CP-4-563 0.40 
.47 4CP-7-474 0.80 .06 6CP-5-603 0.45 
.5 4CP-7-504 0.90 .068 6CP-5-683 0.45 

Cap. 
Mfd. 

.075 

.082 

.1 

.15 

.2 
.22 
.25 

.33 

.47 

.5 

.001 

.0015 

.002 

.0022 

.0025 

.003 

.0033 

.004 

.0047 

.005 

.006 

.0068 

.0075 

.01 

.015 

.02 

.022 

.025 

.03 

.033 

.04 

.047 

MINERAL OIL IMPREGNATION 
NON INDUCTIVE WINDING SYNTHETIC 

RESIN END SEALS - STEATITE CASE 

The Steatite tube and baked synthetic resin 
end-fill provide a seal which rivals that of her­
metically sealed construction, resulting in a 
dependability and longevity previously un­
equalled. Whether in operation or on the shelf, 
this paper tubular capacitor will maintain its 
excellent characteristics for years. 

DIMENSIONS FOR 

CP TYPE CAPACITORS 

Max. 
Diameter 

CP-1 ____________________ 23/64" 

CP-2 ______________________ 27/64" 
CP-L ____________________ 31/64" 

CP-4 ___ . _____________ . ____ 9/16" 
CP-5 ___________________ 3/4" 

CP-6 ____________________ 51/64" 

CP~7 _.__________________ 1" 

Max. 
Length 

1-1/8" 

1-3/8" 

1-3/8" 

1-5/8" 

2" 
2" 

2-7/8" 

Part numbers can be read as follows: First one or 
two numbers indicate voltage rating in hundreds of 
volts. CP indicates type of capacitor. Next number 
between the dashes indicates case size. Last three 
digits indicate capacity, the first two being signifi­
cant figures and the last the decimal multiplier. 

Part List Cap. Part List 
No. Price Mfd. No. Price 

GOOVDCW 1000VDCW 
6CP-5-753 0.45 .05 10CP-S-503 0.55 6CP-5-823 0.45 .056 10CP-5·563 0.60 
6CP-5-104 0.45 .068 10CP-5-683 0.65 
6CP-5-154 0.55 
6CP-6-204 0.65 .075 10CP-6-753 0.65 
6CP-6-224 0.70 .1 10CP-6-104 0.70 
6CP-6-254 0.70 

6CP'7-334 0.95 lGOOVDCW 
6CP-7-474 1.25 .001 16CP-2-102 $0.50 6CP-7-504 1.25 .0015 16CP-2-152 0.50 

1000VDCW .002 . 16CP-2-202. 0.50 
.0022 16CP-2-222 0.50 

10CP-1-102 .0025 16CP-3-252 0.50 $0.40 
10CP-1-152 0.40 

.003 16CP-3·302 0.50 lOCP-1-202 0.40 
10CP-1-222 0.40 .0033 16CP-3-332 0.50 
lOCP-1-252 0.40 .004 16CP-3-402 0.50 

,0047 16CP-3-472 . .50 
10CP-1-302 0.40 ,005 16CP-3-502 .50 
10CP-2-332 0.40 

.006 16CP-4-602 0.55 10CP-2-402 0.40 
10CP-2-472 0.40 ,0068 16CP-4-682 0.55 
10CP-2-,502 0.40 .J 

.007 16CP-4-702 0.55 

.0075 16CP-4-752 0.55 
10CP-2-602 0.40 .008 16CP-4-802 0.55 
10CP-2-682 0.40 
10CP-2-752 0.40 .01 16CP-4-103 0.55 
10CP-2-103 0.45 .015 16CP-5-153 0.60 
lOCP-3-153 0.45 ,02 16CP-5-203 0.65 

.022 16CP-5-223 0.65 
10CP-4-203 0.45 .025 16CP-5-253 0.65 
10CP-4-223 0.45 
10CP-4-253 0.45 .03 16CP-5-303 0.65 
10CP-4-303 0.45 ,033 16CP-5-333 0.65 
lOCP-5-333 0.55 .04 16CP-6-403 0.70 

.047 16CP-6-473 0.70 
10CP-5-403 055 .05 16CP-6-503 0.70 
lOCP-5-473 0.55 
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SECTION 1500 

TYPES 
546, L30 

VARIABLE COMPRESSION MICA CAPACITORS 

TYPE 546 

List Price: 
Add 45¢ to the 

I ist price of 
trimmer alone 

A complete Type 46 trimmer assembly with mounting 
bracket and adjusting shaft for ease of tuning. Can 
be supplied as pictured from stock or with construc­
tion variations to order. 

To specify precede trimmer part number with the 

letter "S': 

For example: 
Type 460 trimmer will be ordered as S-460. 

TYPE. L30 

List Price: . 
Add 10¢ to the 

list price of 
padder alone 

The Type 30 or Type 30M padder can now be obtained 
with a special adjusting screw which has been 
lengthened to accommodate a tuning knob. To obtain 
a padder with the special screw, precede the regular 
padder part number with the letter "L". For example, 
a 302 padder with the special screw would be specified 
as "L-302". 

• 
NOTE: Knobs may also be obtained if desired at a 
cost of 30¢ each list. 

The two new assemblies shown at left have been de­
veloped due to increasing demands for miniaturized 
tuning devices. However, certain precautions must be 

. taken in design so that these variable mica capacitors 
are not used in circuits for which they are not adapted. 
These assemblies are highly stable for components of 
their design, but they do not match the stability of 
the air dielectric tuners. Short term drift of the mica 
trimmers and padders after tuning is negligible. Long 
term drift at one setting due to changes in atmos­
pheric conditions and physical. motion should be 
well within ± 2%. 

It should also be remembered that variable com­
pression type mica capacitors do not have linear 
variation with adjustment. Rate of change of capacity 
decreases per' turn as the screw is withdrawn. For 
example, a 306 padder will reduce to half the nominal 
maximum value within one opening turn. Those with 
a greater number of plates require further screw dis­
engagement for a similar percentage reduction in 
capacity value. On the other hand, a 302 padder will 
reach one-half the' nominal maximum in less than 
one-half turn open. Type 46 trimmers operate in much 
the same way. Detailed information on specific sizes 
is available upon request. 

Mounting brackets as illustrated above can be sup­
plied for 'all types of trimmers in flat "Z" (single 
mounting hole with or without non-rotational stop), 
and "U" (dual mounting hole) configulC;ltions. 

Bracket for mounting 1 Trimmer 

Bracket for mounting 2 Trimmers 

Bracket for mounting 3 Trimmers 

Bracket for mounting 4 Trimmers 

Bracket for mounting 5 Trimmers 

List 
Price _. _______ - _ $0.15 

.18 

.21 

.24 

.27 
Bracket for mounting 6 Trimmers _________ - .30 
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SECTION 1500 

TYPES 
46, 40, PC46 

42 

TRIMMERS 
El·Mepco Trimming Condensers are treated for resistance 

to humidity and for permanence of capacity setting. 

The base is made of the lowest dielectric loss ceramic 
material available and the mica is clear India Ruby. 

The soldering lugs may be bent in any position without 
affecting capacity setting due to the rigid construction 
of adjusting plates. 

Trimmers shown here are standard sizes and capacities. 

Voltage 350 VDCT - 175 VDCW. 

TYPE 46 STANDARD TRIMMER 3/4" x 51." 

TYpE 46-STANDARD TRIMMER 
TYPE 46W GUARANTEED RANGE 

At Tight Cap. At 3 Turns 
NUMBER PLATES Will Be More Open Cap. Will Be LIST 

PART NUMBER OF Than MMF. Less Than MMF. PRICE 

460 1% PI. 15 1.6 $0.40 
461 I%. Pl. 80 2.7 .40 
462 2 PI. 80 6 .45 
46.3 3 PI. 180 9 .50 
464 4 PI. 280 26 .55 
465 6 PI. 880 60 .60 
466 6 PI. 480 80 .65 
467 7 PI. 680 110 .75 
468 8 Pl. 680 140 .80 
469 9 PI. 780 170 .85 
4610 10 PI. 900 190 .90 
4611 11 PI. 1000 210 .95 
4612 12 PI. 1100 240 1.00 
4613 13 PI. 1200 300 1.10 
4614 14 PI. 1300 340 1.20 
4615 15 PI. 1400 390 1.30 

TYPE 40 MINIATURE TRIMMER 3/." x 9/16" 

TYPE 40-MINIATURE TRIMMER 
TYPE 40 GUARANTEED RANGE 

At Tight Cap. At3 Turns 
NUMBER PLATES Will Be More Open Cap. Will Be LIST 

PART NUMBER OF Than MMF. Less Than MMF. PRICE 

400 1',{, Pl. 7 0.9 $0.40 
402 2 Pl. 20 1.6 .45 
40.3 8 PI. 86 8 .50 
404 4 PI. 60 8 .55 

TYPE PC46 

PRINTED CIRCUIT TRIMMERS 

The Elmenco Type 46 trimmer series has been adapted 
for printed circuit techniques through alteration of 
terminals and mounting configuration. The holes in 
the terminal lugs are removed since necessity for hook­
up is eliminated. The resulting solid terminals have 
greatly increased spring action, allowing the trimmer 
to be "snapped-in" the circuit and firmly held until 
soldered. 

This printed circuit trimmer, available at present only 
in the Type 46 style, is identified by the prefix. letter 
"PC". All capacitance ranges listed for Type 46 are 
available, designated as part numbers PC460 through 
PC468. 

For list price add $0.05 to list price of standard Type 
46 trimmer. 

TYPE 42 MIDGET TRIMMER 3/." x 3/4 " 

TYPE 42-MIDGET TRIMMER 

TYPE 42 GUARANTEED RANGE 

At Tight Cap. At 3 Turns 
NUMBER PLATES Will Be·More Open Cap. Will Be LIST 

PART NUMBER OF Than MMF. Less Than MMF. PRICE 

420 1',{, PI. 12 $0.40 
421 1 %. Pl. 26 2 .40 
422 2 PI. 40 .45 
42.3 8 PI. 100 .50 
424 4 PI. 150 14 .55 
425 6 Pl. 200 U .60 
426 6 Pl. 260 87 .65 
427 7 PI. 800 65 .75 
428 8 PI. 860 70 .80 
429 9 PI. 400 90 .85 
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MINIATURE 

GENERAL PURPOSE 

Elmenco Type CCD ceramic disc capacoi­

tors have improved ceramic bodies which 

impart longer life and greater stability to 

any application. The standard CCD line 

has a ±10% tolerance and 1000VDCW rat­

ing, making possible a single ceramic 

disc stock for universal use. Whether a 

broad coupling or by-pass application, or 

a critical close tolerance use, Elmenco 

CCD units fill the bill with dependability 

and economy. The 'space-saving' size of 

Elmenco discs is another feature de­

signed to offer greater service conven­

ience with complete safety of operation. 

In addition to the 1000VDCW line, higher 

voltage ratings are available in Type CCD 

units. 3000VDCW (Type 3CCD) and 6000-

VDCW (Type 6CCD) disc ceramics are sup­

plied in tolerance of ±20%. 

TYPE CCD 
(ELMEN'CO Type GP) 

± 10% Tolerance - 1000 VDCW 

Cap. Part List 
mmf. Number Price 

Cap. Part List 
mmf. Number Price 

5 CCO·050 $0.25 
10 CCO·100 0.25 
12 CCO·120 0.25 

390 CCO·391 $0.25 
400 CCO-401 0.25 
470 CCO·471 0.25 

15 CCO-150 0.25 500 CCO·50l 0.25 
18 CCO-180 0.25 560 CCO·561 0.25 
20 CCO·200 0.25 680 CCO·681 0.25 
22 CCO·220 0.25 750 CCO-7Sl 0.25 
25 CCO·250 0.25 800 CCO-80l 0.25 
27 CCD-270 0.25 R?() CCO-821 0.25 
30 CCO·300 0.25 1000 CCO·102 0.25 
33 CCD-330 
39 CCO-390 
47 CCD-470 
50 CCO-500 
56 CCO-560 
68 CGO-680 
75 CCO-750 
82 CCO-820 
91 CCO-91O 

100 CCD-101 
120 CCD-121 
150 CCO-151 
180 CCD-181 
200 CCO-201 
220 CCO-221 
250 CCO-251 
270 CCO-271 
300 CCO-301 
330 CCO-331 

0.25 1200 CCO-122 
0.25 1500 CCO·152 
0.25 2000 CCO-20? 
0.25 2200 CCO-222 
0.25 2500 CCD-252 
0.25 2700 CCO-272 
0.25 3000 CCD-302 
0.25 3300 CCD-332 
0.25 3900 CCO-392 
0.25 4700 CCO-472 
0.25 5000 CCO-502 
0.25 5600 CCO-562 
0.25 6800 CCO-682 
0.25 8200 CCD-822 
0.25 10000 CCO-103 
0.25 *15000 CCO-153 
0.25 *20000 CCD-203 
0.25 *30000 CCO-303 

0.25 

*500 VOCW, ± 20% Tolerance 

© U.c.P., Inc. 

0.25 
0.25 
0.25 
0.25 
0.25 
0.25 
0.25 
0.25 
0.25 
0.25 
0.30 
0.30 
0.30 
0.30 
0.30' 
0.30 
0.30 
0.50 

SECTION 1500 

CERAMIC DISC 

TYPE 3CCD 

(ELMENCO Type GP) 

High Voltage - ± 20% Tolerance 

3000 VDCW 

Cap. Part List Cap. Part List 
mmf. Number Price mmf. Number Price 

4.7 3CCD-4R7 $0.40 
6.8 3CCO-6R8 0.40 
10 3CCO-100 0.40 
15 3CCO-150 0.40 
22 3CCO-220 0.40 
27 . 3CCO·270 0.40 
33 3CCD-330 0.40 
39 3CCO-390 0.40 
47 3CCO-470 0.40 

180 3CCO-181 $0.40 
220 3CCO-221 0.40 
270 3CCO-271 0.40 
330 3CCO-331 0.40 
390 3CCD-391 0.40 
470 3CCO-471 0.40:· 
560 3CCO·561 0.40 
680 3CCO-681 0.40 
820 3CCO·821 0.40 

56 3CCO-560 0.40 1000 3CCO-102 0.40 
68 3CCO·680 0.40 2000 3CCO-202 0.40 
82 3CCO-820 0.40 5000 3CCO-502 0.40 

100 3CCO-101 0.40 
120 3CCO-121 0.40 
150 3CCO-151 0.40 

TYPE 6CCD 

(ELMENCO Type GP) 

High Voltage - ± 20% Tolerance 

6000 VDCW 

Cap. Part List 
mmf. Number Price 

4.7 6CCO-4R7 $0.50 
6.8 6CCO-6R8 0.50 
10 6CCO-100 0.50 
15 6CCO-150 0.50 
22 6CCO-220 0.50 
27 6CCO-270 0.50 
33 6CCO-330 0.50 
47 6CCO-470 0.50 
56 6CCO-560 0.50 
68 6CC D-680 0.50 

Cap. Part List 
mmf. Number Price 

82 6CCO-820 $0.50 
100 6CCO-101 0.50 
120 6CCO-121 0.50 
150 6CCO-151 0.50 
220 6CCO-221 0.50 
330 6CCO-331 0.50 
470 6CCO-471 0.50 

40% Discount Applies To The Above Prices. 

TYPES 
CCD, 3CCD 
SCCD, CCS 

TEMPERATURE STABLE 

This new ELMENCO ceramic capacitor 

maintains excellent capacitance stability 

with wide temperature variation. The 

graph illustrates typica I percentage varia­

tion of capacity value with temperature. 

The operating temperature range has 

been extended to -55°C. to +125 o C. with­

out derating of the 1000VDCW specifica­

tion. Standard tolerance is ±10%. The 

combined small size, low cost, and high 

stability represents another significant 

advance in the quality line of ELM EN­

CO capacitors. All units are marked "TS" 

for identification. 

TYPE CCS 

(ELMENCO Type TS) 

± 10% Tolerance - 1000 VDCW 

Cap. Part List 
mmf. Number Price 

150 CCS-151 $0.30 

180 CCS-181 0.30 

200 CCS-201 0.30 

220 CCS-221 0.30 

250 CCS-251 0.30 

270 CCS-271 0.30 

300 CCS-301 0.30 

330 eeS-331 0.30 

390 CeS-391 0.30 

470 eeS-471 0.30 

500 CCS-501 0.30 

560 CCS-561 0.30 

620 CCS-621 0.30 

680 CCS-681 0.30 

750 CCS-751 0.30 

Cap. Part List 
mmf. Number Price 

820 CCS-821 $0.35 

1000 CCS-102 0.35 

1200 CCS-122 0.35 

1500 CCS-152 0.35 

1800 CCS-182 0.35 

2000 eCS-202 0.35 

2200 CCS-222 0.35 

2500 eCS-252 0.40 

2700 CCS-272 0.40 

3000 CCS-302 0.40 

3300 CCS-332 0.40 

3900 CCS-392 0.40 

4700 CCS-472 0.40 

LOOK for the "EM" brand 

on all ELMENCO disc ce­

ramic capacitors 
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CCTO, CCTN 
NPO - TYPE CCTO 
N750 - TYPE CCTN 

VARIABLE CERAMIC 
TRIMMER - FEED 
THRU CERAMICS 

TEMPERATURE COMPENSATING 
TYPE CCTa 

Elmenco Type CCTO ceramic disc capacitors are zero tem­
perature coefficient units specifically suited for high sta­
bility. high Q application_ In addition to extreme temperature 
stability. Type CCTO capacitors have very high insulation 
resistance and low aging rate. These special characteristics 
are added to the high 1000VDCW rating and close tolerance 
of the entire Elmenco ceramic line to provide a superior 
capacitor for the special purpose intended. Type CCTO 
capacitors are identified by "NPO" printed on each unit. 

Cap_ 
mmf. 
*2.2 
*3.3 
*4.7 
5.0 
6.8 

10 
12 
15 
18 
20 

22 
24 
27 
30 
33 

36 
39 
47 
51 
56 

68 
75 
82 

100 
~ ±.5 mmf. 

NPa-TYPE CCTa 
(ELMENCO Type TC) 

±10% TOLERANCE 

1000 VDCW 

Part List 
Number Price 

CCTO-2R2 $0.50 
CCTD-3R3 0.50 
CCTD-4R7 0.50 
CCTD-050 0.50 
CCT0-6R8 0.50 

CCTD-lOO 0.50 
CCTD-120 0.50 
CCTD-150 0.50 
CCTD-180 0.50 
CCTD-200 0.50 

CCTD-220 0.50 
CCTD-240 0.50 
CCTD-270 {J.50 
CCTD-300 0.50 
CCTD-330 0.50 

CCTD-360 0.50 
CCTD-390 0.50 
CCTD-470 0.50 
CCTD-510 0.55 
CCTD-560 0.55 

CCTD-6S0 0.55 
CCTD-750 0.55 
CCTD-820 0.55 
CCTD-10l 0.55 

tolerance 

TYPE CCTN 
Another member of the Elmenco temperature compensating 
disc ceramic line is the Type CCTN unit which has a nega­
tive temperature coefficient of -750 ppm/~C. (N750). These 
units are used to counterbalance shifts in other circuit com­
ponents with change in temperature. The result is a more 
stable circuit essential to many frequency control applica­
tions. Improved ceramic bodies in the temperature com­
pensating line provide greater long term stability in addition 
to accurate temperature compensation. Type CCTN capaci­
tors are identified by "N750" imprinted on each un"it except 
the smallest size,' On the small units the E.I.A. temperature 
coefficient designation "U2" is imprinted. 

Cap. 
mmf. 

5 
10 
15 
22 
27 

33 
39 
47 
56 
62 

68 
75 
82 

100 
120 

150 
200 
220 
270 
300 

N750-TYPE CCTN 
(ELMENCO Type TC) 

±10%. TOLERANCE 

1000 VDCW 

Part List 
Number Price 

CCTN-050 $0.50 
CCTN-100 0.50 
CCTN-150 0.50 
CCTN-220 0.50 
CCTN-270 0.50 

CCTN.-330 0.50 
CCTN-390 0.50 
CCTN-470 0.50 
CCTN-560 0.50 
CCTN-620 0.50 

CCTN-680 0.50 
CCTN-750 0.50 
CCTN-820 0.50 
CCTN-lOl 0.50 
CCTN-121 0.50 

CCTN-151 0.50 
CCTN-201 0.50 
CCTN-221 0.50 
CCTN-271 0.50 
CCTN-301 0.50 

NOTE: In addition to the NPO and N750 standard stock ratings, a wide assortment of other negative temper!lture co~fficient rating~ .are 
available to special order. N030, N080, N150, N220, N330, N470, N1500, N2100, N3300, N4100, N4700, and N5600 ratings are Included. Specifica­
tions and prices will be supplied upon request. 

VARIABLE CERAMIC TRIMMER 

"

ii ..... . 
w •. ______ _ 

Adjustable ceramic trimmer 

capacitor for high frequency 

applications. Silvered Steatite 

tubes 5(s" in length provide 

capacity ranges listed below 

upon insertion of 6-32 screw. 

PART No. 
CV-l 
CV-2 
CV-3 

CAP. RANGE 
MMF. 
0.5 - 3 

1-4 
2-6 

LIST PRICE 
$0.35 

. 35 

.35 

FEED THRU CERAMICS 

Compact rugged 
ceramic feed 
through capaci­
tors are designed 
for high freq uen­
cy coupling with 
a minimum of in­
ductive reactance 
through elimina­
tion of wire leads. 
These units are 
three dot RMA 
coded and rated 
at 500VDCW . 

PART No. 
CCF-501 
CCF-102 
CCF-152 
CCF-202 

.[ • .,.to 
CAP. (MMF) 

(Guar. Min. Val.) 
500 

1000 
1500 
2000 

LIST PRICE 
$0.40 

.40 

.40 

.40 
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Single and Dual 

PADDERS 
EL-MENCO PADDING CONDENSERS have been acclaimed 

by engineers as the finest development in adjustable mica 
condensers. 

The construction is such as to completely enclose and 
protect the delicate edges of the mica films, made of the 
finest quality clear India ruby mica. 

The phosphor bronze adjusting plates assure permanent 
resilience and freedom from mechanical fatigue. All parts 
are heavily plated to resist corrosion. 

TYPE 30 
sao Volts DC Flash-Test - 250 WVDC 

GUARANTEED RANGE 

PART NUMBER OF 
At IV2 Inch 

Pounds Cap. At 2V2 Turns LIST 
NUMBER PLATES Will Be More Open Cap. W ill Be PRICE 

Than MMF. Less Than MMF. 
302 2 PI. 130 15 $0.80 
303. 3 Pl. 840 65 .85 
304 4 PI. 550 100 .90 
305 5 Pl. 760 190 1.00 
306 6 Pl. 970 276 1.10 
307 7 PI. 1180 350 1.20 
303 8 PI. 1390 450 1.25 
309 9 PI. 1600 660 1.35 
310 10 Pl. 1890 650 1.45 
311 11 PI. 2110 780 1.55 
312 12 PI. 2330 880 1.65 
313 13 PI. 2605 1160 1.75 
314 14 PI. 2830 1300 1.85 
315 15 PI. 8065 1400 1.95 

Screw is insulated from top plate my mica washer. Above 
maximum capacity values are based on using 1 % to 1 % 
Mil Mica films. 

TYPE 50 DUAL PADDER 175VDCV\l 
(will lit any size shield havlntJ dimensions exceedln~ 

1.1/16" x 1·1/16") 

TYPE 58 PADDER I" x 15/32" 175VDCW 

TYPE 60 DUAL PADDER 175VDCW 
(will fit any size shield havlnq dimensions exceeding 3/." x 3/.") 

SECTION 1500 

TYPES 
30, 30M 

TYPE 30 AND TYPE 30-M PADDER 7/8" x 15/16" 

TYPE 30-M 
1000 Volts DC Flash-Test - sao Working Volts DC 

GUARANTEED RANGE 
At IV2 Inch 

PART NUMBER OF Pounds Cap. At 2V2 Turns LIST 
NUMBER PLATES Will Be More Open Cap. Will Be PRICE 

Than MMF. Less Than MMF. 
302-M 2 PI. 120 15 $0.80 
303-M 3 PI. 320 65 .90 
304-M 4 PI. 500 100 .95 
305·M 5 PI. 690 180 1.05 
306-M 6 PI. 880 265 1.15 
307-M 7 PI. 1070 840 1.25 
303-M 8 PI. 1260 425 1.30 
309·M 9 PI. 1415 625 1.40 
310-M 10 PI. 1600 615 1.50 
311-M 11 PI. 1786 780 1.60 
312-M 12 PI. 1970 800 1.70 
313-M 13 Pl. 2155 1000 1.80 
314-M 14 PI. 2340 1100 1.90 
315-M 15 PI. 2526 1200 2.00 

Screw is insulated from top plate by mica washer. Above 
maximum capacity values are based on using 2 to 2',4 Mil 
Mica. 

GUARANTEED RANGE 

PART NUMBER OF At Tight Cap. At 2 Turns LIST 
NUMBER PLATES Will Be More Open Cap. Will Be PRICE 

Than MMF. Less Than MMF. 

502 2 PI. 80 7.6 $0.85 
503 8 PI. 160 19 1.00 
504 4 PI. 240 50 1.15 

~TYPE 50 Dual Padders provide two variable trimmers mounted on a 
single base. Thi. unit is designed as a tuning component lor LF. 
transformers; and as such, may be snap-in mounted along with the trans­
former coil in any size shield having dimensions exceeding th" x lh". 

GUARANTEED RANGE 

PART NUMBER OF At Tight Cap. At 2 Turns LIST 
NUMBER PLATES Will Be More Open Cap. Will Be PRICE 

Than MMF. Less Than MMF. 
532 2 PI. 80 7.5 $0.55 
533 S Pl. 160 19 .60 
534 4 PI. 240 50 .65 

~TYPE 58 Padder is a single variable trimmer section provided with a 
two-pronged staple mounting for attachment to bracket or chassiB. 

Base is made of lowest 1088 steatite and the mica is· India Ruby. 

GUARANTEED RANGE 

PART NUMBER OF At Tight Cap. At 2 Turns LIST 
NUMBER. PLATES Will Be More Open Cap. Will Be PRICE 

Than MMF. Less Than MMF. 
602 2 PI. 55 7 $0.80 
603 S PI. 100 15 .95 
604 4 PI. 160 35 1.10 
605 6 PI. 220 60 1.25 

~TYPE 60 Dual Padders provide two variable trimmers mounted on a 
Bingle baBe. ThiB unit is designed as a tuning component for LF. 
transformers; and aB such, inay be snap·in mountE\d along with the trans· 
former coil in any size shield having dimensions exceeding %" x %. 
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\<:I!!S!C. 
GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

SECTION 1500 

CM-15, CM-2D, CM-3D 
Mica Capacitor Kits 

ARCO CM-15 MINIATURE MICA CAPACITOR KIT #1 

FOR EXPERIMENTAL WORK 

DON'T GET CAUGHT SHORT! 
THESE MINIATURES FIT 
INTO THE SMALLES1 
AREA CAPACITOR SIZE 
(9/32" x '/2" x 3/16") 

ALWAYS HAVE THE CORRECT CAPACITY 

ON HAND! 

SPECIAL 
KIT 

LIST PRICE 

ONLY $9000 

This Handy Kit consists of 46 most commonly used 
Capacitors ... per MIL-C-5 specifications ... five. of each 
capacity as listed on page 356 packed in individual tuck 
boxes, of 5 each properly identified for permanent use. 

• 
The complete set of capacitors amounts to $111.50 
at list prices. You get the entire set for only $90.00. 

COMPARE THE COST! 

THESE KITS CONTAIN FIVE EACH OF THE FOLLOWING 
ELMENCO MICA CAPACITORS (500 V D C W) 

CM20 CM20 CM20 CM20 CM30 CM30 
Cap. Cap. Cap. Cap. Cap. Cap. 
mmf. mmf. mmf. mmf. mmf. mmf. 

5 39 120 390 1100 3600 
10 43 130 430 1200 3900 
12 47 150 470 1300 4300 
15 51 160 510 1500 4700 
18 56 180 560 1600 5100 
20 62 200 620 1800 5600 
22 68 220 680 2000 6200 . 
24 75 240 750 2200 CM35 
27 82 270 820 2400 6800' 
30 91 300 910 2700 7500' 
33 100 330 1000 3000 8200' 
36 110 360 3300 9100' 

*300VDCW PER MIL-C-S SPECIFICATIONS 10000* 

MIL-C-S 
ARCO SILVERED MICA KIT #3 

SPECIAL KIT 
LIST PRICE 

$325 
Purchased indIvidu­
ally the total list 
price value of the 
capacitors contaIn­
ed in this 

~~t :W0~I~ $385 

SPECIAL KIT 

LIST PRICE 

Page 372 • The MASTER - 26th Edition 

This kit contains the complete 
range of ELMENCO silvered 
molded mica capacitors from 
5 mmf. to 10,000 mmf. manu­
factured in accordance with 
MIL-C-5 specifications. All units 
are of letters He", UD" or t'E" 
characteristics as specified and 
letter "J" (5%) tolerance and 
are MIL color coded. 

Purchased Individually the 
total list price value of the 
capacitors contained in this 

~~t :wo~ld $15840 

• MIL-C-S 
ARCO REG. FOIL MICA KIT #2 
This kit contains the complete range of EL­
MENCO regular foil molded mica capacitors 
from 5 mmf. to 10,000 mmf. manufactured in 
accordance with MIL-C-S specifications. All 
units are of the letter "B" characteristics and 
letter UK" (10%) tolerance and are MIL 
color coded. 

40% Discount Applies To The Above Prices. © U.C.P., Inc. 



\«"ARca 
~- electronics inc. 

GREAT NECK, NEW YORK 
Branches: Los Angeles 35, DaJlas 7 

SECTION 1500 

DM·15 KIT #10 & 11 
DM·15 

STOCK PACKAGE 

fOR: ENGINEERING LABS. GOVERNMENTAL AGENCIES. EXPERIMENTAL LABS 

SCHOOLS, ETC. 

OUR-MICA the silvered mica capacitor coated with a specially developed plastic 
coating for extra durability .•. provides maximum protec;tion at environmental 

extremes of moisture and temperature. 

AReO OM·15 KIT #10 

CAP. 
MMF. 

1 
2 
3 
5 

10 
12 
15 
18 
20 
22 
24 
27 
30 
33 
36 
39 
43 
47 
50 
51 
56 
62 
68 
75 
82 

TYPE 
DESIGNATION 
DM-15-010t 
DM-15-020t 
DM-15-030t 
DM-15-050t 
DM-15-100 
DM-15-120 
DM-15-150 
DM-15-180 
DM-15-200 
DM-15-220 
DM-15-240 
DM-15-270 
DM-15-300 
DM-15-330 
DM-15-360 
DM-15·390 
DM-15-430 
DM-15-470 
DM-15-500 
DM -15-510 
DM-15-560 
DM-15-620 
DM-15-680 
DM-15-750 
DM-15-820 

This handy kit consists of 
five of each DM-IS capacity 
as listed. All are 500 VDCW 
and ±5% tolerance ... packed 
in individual transparent plas­
tic Sllap boxes, properly iden­
tified for ease of handling. 

SPECIAL 
KIT LIST $9500 

PRICE 

Purchased individually 
the total list price value 
of the capacitors con­
tained in this kit would 

be- $103.31 

CAP. 
MMF. 

91 
100 
110 
120 
130 
150 
160 
180 
200 
220 
240 
250 
270 
300 
330 
360 
390 
430· 
470· 
500' 
510* 
560· 
620· 
680· 
750· 
820· 

TYPE 
DESWNATION 
DM-15-910 
DM-15-101 
DM-15-111 
DM-15-121 
DM-15-131 
DM-15-151 
DM-15-161 
DM-15-181 
DM-15-201 
DM-15-221 
DM-15-241 
DM-15-251 
DM-15-271 
DM-15-301 
DM-15-331 
DM-15-361 
DM-15-391 
DM-15-431 
DM-15-471 
DM-15·501 
DM-15-511 
DM-15-561 
DM-15-621 
DM-15-681 
DM-15-751 
DM-15-821 

• All capacitors marked with • are 
t Minimum tolerance ±O.5 mmf. 

300WV. 

ARCO MINIATURE DM·15 CAPACITOR 
STOCK PACKAGE 

Distinctive Steel Cabinet With 
Plastic Pull-Out Drawers Sup­
plied FREE With DM-1S Pack­
age. 

SPECIAL 
LIST 

PRICE 

$596 
the to· 
the ca· 

this pack-

$715 
A complete stock of DM·IS capacitors (fifty·one items) totaling 
2100 capacitors; fifty each of the most used values and 25 each 
of the others. Capacity range is 1·820 mm£., tolerance ±5% or 
±0.5 mmf., whichever is greater. 

CAP. 
MMF. 

2 
5 

10 
12 
15 

18 
20 
22 
24 
27 

30 
33 
36 
39 
43 

47 
51 
56 
62 
68 

75 
82 
91 

100 
110 

120 
130 
150 
160 
180 

200 
220 
240 
270 
300 
330 

© U.C.P., Inc. 40% Discount Applies To The Above Prices. 

ARCO OUR·MICA KIT # 11 

'fYPE 
DESIGNATION 

DM15-020M 
DM15-050K 
DM15-100J 
DM15-120J 
DM15-150J 

DM1S-180J 
DM15-200J 
DM15-220J 
DM15-240J 
DM15-270J 

DM15-300J 
DM15-330J 
DM15-360J 
DM15-390J 
DM15-430J 

DM1S-470J 
DM15·510J 
DM15-560J 
DM15-620J 
DM15-680J 

DM15-750J 
DM15-820J 
DM15~910J 

DM15-101J 
DM15-111J 

DM15-121J 
DM15-131J 
DM15-151J 
DM19·161J 
DM19-181J 

DM19-201J 
DM19-221J 
DM19-241J 
DM19-271J 
DM19-301J 
DM19-331J 

This Kit contains five each of the 
following listed DUR·MICA ca· 
pacitors, all 500 VDCW and ±5% 
tolerance; or ±O.S mm£.. whichever 
is greater. Packed in individual 
transparent plastic snap boxes, 
properly identified for ease of 
handling. 

SPECIAL 
KIT LIST 

PRICE 

Purchased individually the 
total list price value of 
the capacitors contained 
in this kit would be-

$286.35 

CAP. TYPE 
MMF. DESIGN ATION 

360 DM19-361J 
390 DM19-391J 
430 DM19-431J 
470 DM19-471J 
510 DM19-511J 

560 DM19-561J 
620 DM19-62,J 
680 DM20-681J 
750 DM20-751J 

.820 DM20-821J 

910 DM20-911J 
1000 DM20-102J 
1100 DM20-112J 
1200 DM20-122J 
1300 DM20-132J 

1500 DM20-152J 
1600 DM20-162J 
1800 DM20-182J 
2000 DM20-202J 
2200 DM20-222J 

2400 DM20-242J 
2700 DM20-272J 
3000 DM20-302J 
3300 DM20-332J 
3600 DM20-362J 

3900 DM20-392J 
4300 DM20-432J 
4700 DM30-472J 
5100 DM30-512J 
5600 DM30-562J 

6200 DM30-622J 
6800 DM30-682J 
7500 DM30-752J 
8200 DM30-822J 
9100 DM30·912J 

10000 DM30·103J 
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v'1!!S!Co 
GREAT, NECK,..NEW YORK 

Branches: Los Angeles 35, Dallas 7 

SECTION, 1500 

46 TRIMMER 
30 & 30M PADDER 

KITS 

ARCOTYPE 46 TRIMMER KIT #5 
This Kit Contains 24 of Each 

Trimmer Listed Below 
TYPE 46W 

PART 
NUMBER 

460 
461 
462 
463 
464 
465 
466 
467 
468 
469 

NUMBER OF 
PLATES _ 
lY4 PI. 
1% PI. 

2 PI. 
3 PI. 
4 PI. 
5 PI. 
6 PI. 
7 PI. 
8 PI. 
9 PI. 

GUARANTEED RANGE 
At Tight Cap. At A Turns 

, Will Be More Open Cap. Will Be 
Than MMF. Less Than MMF. 

15 1.5' 
30 2.7 
80 5 

180 9 
280 25 
380 50 
480 80 
580 110 
680 140 
780 170 

The total list price for all units 
included in the kit is $142.80. 

SPECIAL KIT 
LIST PRICE 

Yet you may have this com­
plete kit for only $12000 

AReo TYPE 30 
PADDER KIT #6 

A complete stock of trimmers and pad­
ders is provided in these compact, easily 
handled, and readily accessible kits. 
Always have a full line of EI-Menco 
trimmers and padders available for 
immediate use. 

This Kit Contains 12 Each 
of Padders Listed Below 

The total list price for all units 
included in the kit is $223.80. 

Yet you may have this com­
plete kit for only 

SPECIAL KIT 
LIST PRICE 

PART 
NUMBER 

302 
303 
304 
,305 
306 
307 
308 
309 
310 
311 
312 
313 
314 
315 

NUMBER OF 
PLATES 

2 PI. 
3 PI. 
4 PI. 
5 PI. 
6 PI. 
7 PI. 
8 PI. 
9 PI. 

10 PI. 
11 PI. 
12 PI. 
13 PI. 
14 PI. 
15 PI. 

GUARANTEED RANGE 
At 1% Inch 
Pounds Cap. At 2 % Turns 
Will Be More Open Cap. Will Be 
Than MMF. Less Than MMF. 

130 15 
340 65 
550 100 
760 190 
970 275 

1180 350 
1390 450 
1600 550 
1890 650 
2110 780 
2330 880 
2605 1150 
2830 1300 
3055 1400 

PART 
NUMBER 
302-M 
8OS-M 
304-M 
805-M 
306-M 
307-M 
308-M 
309-M 
310-M 
311-M 
312-M 
313-M 
314-M 
315-M 
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AReo TYPE 30M 
PADDER KIT #6M 

This Kit Contains 12 Each 
of Padders Listed Below 

The total list price for all units 
included in the kit is $231.60 

Yet you may have this com­
plete kit for only 

NUMBER OF 
PLATES 

2 PI. 
3 PI. 
4 PI. 
5 PI. 
6 PI. 
7 PI. 
8 PI. 
9 PI. 

10 PI. 
11 PI. 
12 PI. 
13 PI. 
14 PI. 
15 PI. 

SPECIAL KIT 
LIST PRICE 

GUARANTEED RANGE 
At 1% Inch 
Pounds Cap. 
Will Be More 
Than MMF. 

120 
320 
500 
690 
880 

1070 
1260 
1415 
1600 
1785 
1970 
2155 
2340 
2525 

At 2% Turns 
Open Cap. Will B. 
Less Than MMF, 

15 
65 

100 
180 
265 
340 
425 
525 
615 
730 
800 

1000 
11.00 
1200 

© U.C.P .• Inc. 



SECTION 1500 

\~ARCa TUBULAR 
ELECTROLYTIC 

electronics inc. CAPACITORS 

Catalog C~~~~y Dlam.x List 
No. WVDC Length Price 

CTA·1250 50 150 ~;~~ 1.40 
CTA·1265 60 150 1.60 
CTA·1260 80 150 ~X2~ 1.60 
CTA·1265 100 150 1 X24 1.76 
CTA.1270. 150 150 1V4 x 2V4 1.90 

CTW·1275 200 150 1~txm 2.20 
CTW.1280 250 150 m:gr: 2.56 
CTW·12B5 300 150 2.56 
CTW·129O 150 200 1 x 3 ~ 2.55 
CTW·1295 200 200 1 It.! x 3,% 2.90 

CTA·1300 4 250 

IE~i 
1.00 

CTA·1305 8 250 1.15 
CTA·1310 10 250 1.20 
CTA·131S 12 250 1.25 
CTA·1320 16 250 1.30 

ARCOL YTIC TUBULARS CTA·1325 20 250 i X1 '% 
1.36 

CTA·1330 30 250 ~~~~ 1.45 
• Made with 99.99% high purity aluminum foil. CTA·1335 40 250 1.55 

CTA·134O 50 250 ~X2~4 1.70 
• Higher -reliability because of practically no impurities in CTA·1345 60 250 x 2V4 1.80 

the fail. CTA·1350 100 250 1 X2~ 2.45 

• Maximum operating temperature: 85°e. 
CTW.1355 140 300 

1HE~i 
3.15 

CTA·1360 4 350 1.05 
(Type eTW: 75°C.) CTA.1365 8 350 1.20 

CTA·1370 10 350 1.25 
• Perfect replacement electrolytic for all types entertainment CTA·1375 12 350 ~x1B 1.30 

units. CTA·1380 16 350 x1 1.40 
CTA·1385 20 350 x 1 ~ 1.45 

• Extended shelf and and operating life at both normal and CTA·1390 30 350 ~X2l:;4 1.66 

eleveated tempertaures. 
CTA·1395 40 350 1 x 2V4 1.75 

CTA·1398 60 350 1 x 2~ 1.95 
• Built and tested to. meet EIA specification RS·154. CTA·1400 1 450 ~X1l:;4 1.10 

CTA·1405 2 450 x 1~4 1.10 
Type CTA Single and multiple section tubular electrolytics CTA·1410 4 450 X1~ 1.15 

in drawn aluminum cans with cardboard sleeves. Single sec-
CTA·1415 8 450 x 1 1.25 

CTA·1420 10 450 ~X1~ 1.30 tion units have bare wire leads with negative grounded to CTA·1425 12 450 '" x 1 1.35 
can. Multiple units have a common negative grounded to CTA·1430 16 450 ~X1 '" 1.40 

CTA·1435 20 450 1.55 
can, and all leads have vari-colored insulated wire for ease CTA·1440 30 450 1 :~y: 1.70 

of identification. CTA·1445 40 450 1 x~ 1.80 

Same as type eTA except that these are mul-
CTA·1450 50 450 1 X 3/:;4 2.10 

Type CTW CTA·1455 60 450 1 X3~ 2.35 

tiple section electrolytics in wax-filled cardboard tubes. CTA·1460 80 450 1 x 3 2.80 
CTA·1465 100 450 1V4 X 3", 3.20 

CTA.1470 8 500 ~X1~ 1.30 
SINGLE UNITS CTA·1475 10 500 ~X1 "I 1.35 

CTA·1480 16 500 X~4 1.50 
Catalog c~acltY blam.x List CTA·1485 20 500 1 X V4 1.60 

CTA·1490 30 500 1 x 2'% 1.75 No. FD. WVDC Length Price 

'CTA·1050 60 6 
V. x 1i 

.95 CTA·1500 8 600 ;m 2.10 
CTA·1505 10 600 2.20 CTA·1055 100 6 

i X1 
1.20 CTA·1510 16 600 x3 2.55 CTA·1060 250 6 x1 1.35 CTA·1515 20 600 x3 2.70 CTA·1065 500 6 x1 1.55 CTA·1520 8 700 x 2.35 CTA·1070 1000 6 '" x2 4 1.90 

CTA·1075 1500 6 1 X2~ 2.10 
CTA·1525 10 700 x2~ 2.45 

CTA·1080 2000 6 

1~:~~ 
2.30 

CTA·1530 16 700 x3", 2.65 
CTA·1085 100 15 1.25 
CTA·109O 250 15 . x 1 1.56 
CTA·1095 500 15 "I x2 4 1.75 

CTA·1100 1000 15 ~X2~ 2.30 DOu8LE UNITS CTA·1105 2 25 ~;~~ .90 
CTA·1110 5 25 1.00 
CTA·1115 10 25 ~:~~ 1.00 Catalog Cltf~~~Y Dlam.x LIst 
CTA·1125 50 26 1.00 No. WVDC Length Price 

CTA·1120 25 25 

~Sl~ 
1.10 CTA.2030 10·10 50·50 

Is~1 
1.40 

CTA·1130 100 25 1.36 CTA·2035 8·8 160·150 1.60 
CTA·1135 260 25 1.70 CTA·204Q 16·16 150·150 1.80 
CTA·114O 500 26 1 X2~ 2.30 CTA·2045 20·12 150·150 1.60 
CTA·1145 ·1 50 V2 x1 4 .90 CTA·2050 20·20 160·160 1.65 

CTA·1150 2 50 ~2X 1~ .90 CTA,·2055 30·20 150·150 ~X1~ 1.70 
CTA·1155 I) 50 

~:~~ 
1.00 CTA·2060 30·30 150·150 

~:1/:;4 
1.SO 

CTA·1160 10 50 1.00 CTA·2065 40·20 150·160 1.76 
CTA·1165 20 50 x 1~4 1.00 CTA·2070 40·30 150·150 1.80 
CTA·1170 25 50 x 11t.! 1.06 CTA·2075 40·40 150·150 x 2V4 1.85 

CTA·1175 50 50 isil 1.20 CTA·2080 50·30 150·150 fl x 2~4 1.95 
CTA·1180 100 50 1.40 CTA·2085 50·50 150·150 

1Va ; :" 
2.10 

CTA.1185 150 50 1.55 CTA·2090 80·30 150·150 2.20 
CTA·1190 250 50 1.75 CTA·21oo 80·40 150·150 1 X2~ 2.20 
CTA·1195 600 50 1 X24 2.40 CTA.2105 SO·50 150·150 1 x2 2.35 

CTA·12OO 4 160 iX1~4 1.00 CTW.2110 100·100 15b·160 
1 XI 

3.20 
CTA·1205 5 160 x 1" 1.00 CTW·2116 250·50 150·150 1V4 x 3 3.70 
CTA·1210 8 150 X1~ 1.05 CTW.2120 200·5 150·150 1 x3 2.65 
CTA.1215 10 150 x 1 4 1.05 CTW.2125 250·200 150·150 tI~4 x 4.20 
CTA·1220 12 160 x 1V4 1.10 CTA.2130 20·20 250·250 Va )c 2V4 1.85 

CTA·1225 16 150 

IX11 
1.16 CTA·2136 40·10 250·250 1%~~ 2,06 

CTA·1230 20 150 x1 1.20 CTA·214O 80·10 250.2gg 2'83 CTA.1235 26 150 x 1 1.25 CTW·2145 120-80 250·2 l' x 3 4. 
CTA·1240 30 150 x 1 "I 1.30 CTW·2150 140·5 350·350 1~X 4" 4.15 
CTA·1245 40 150 "I x.1 ~ 1.35 CTW.2155 80·100 460·50 1V4 x 4V4 3.70 

• Preferred Type 
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SECTION 1500 

\(ARCI 
electronics inc. 

DOUBLE UNITS 
Catalog Capacity Diam. x L.lst 

No. MFD. WVDC L.ength Price 

CTA·2160 8·8 450.450 ?a~m 1.70 
CTA·2165 10·10 450·450 1.85 
CTA·2170 16·8 450·450 1 X2~ 2.00 
CTA·2175 20·20 450·450 1 x 2 ~ 2.50 
CTA·21SO 30·30 450·450 1 x 3Y4 3.00 

CTA·2185 40·40 450·450 ~~tt 3.40 
CTA·2190 50·30 450·450 3.40 

TRIPLE UNITS 
CTA·3050 20·20·20 150·150·150 ~~~~ 2.20 
CTA·3055 30·30·30 150·150·150 2.35 
CTA·3060 40·30·20 150·150·150 ¥a x 2Y4 2.35 
CTA·3063 40·40·20 150·150·150 1 ~~~! 2.35 
CTA·S065 40·40·40 150·150·150 1 2.45 

CTA·3070 50·30·20 150·150·150 X2Y4 2.45 
CTA·3075 80·40·20 150;150·150 1 x2% 2.75 
CTW·3078 150·150.150 150·150·150 1%x4Y4 4.85 
CTW·3080 250·200·10 150·150·150 W4 X4~4 4.60 
CTA·3085 60·40·250 150·150·15 1 x 3Y4 2,,60 

CTA·30go 80·30·300 150·150·15 1 x 3;: 2.90 
CTA·3095 20·20·20 150·150·25 % x 1 ~ 2.05 
CTA·3100 40·20·20 150·150·25 1 xl% 2.15 
CTA·3105 40·30·20 150·150·25 ¥a x 2Y4 2:20 
CTA·3110 40·40·20 150·150·25 1 X2Y4 2.25 

CTA·3115 40·40·100 150·150·25 ~~~: 2.45 
CTA·3120 50·30·20 150·150·25 .2.35 
CTA·3125 50·30·100 150·150·25 X2Y4 2.55 
CTA·3130 50·30·250 150·150·25 x3 3.10 
CTA·3135 50·50·20 150·150·25 x2!41 2.50 

CTA·3140 SO·20·100 150·150·25 ~~tt 2.75 
CTA·3145 80 •• 40.20 150·150·25 1 2.65 
CTW·3150 250·120·50 150·150·25 1%t x 4 4.35 
CTW·3153 120·40·100 300·250·50 1 X4~4 4.95 
CTW·3155 60·60·60 300·300·300 1% x 3Y2 4.70 

CTW·3160 80·40·100 300·300·50 1~ x 3Y2 4.25 
CTW·3165 100·60·100 300·300·50 1 ~~~~ 4.95 
CTW·3168 120·40·10 300 ·300 ·250 4.85 
CTW·3170 60·60·4 350·350·350 n~~l~ 3.85 
CTW·3175 140·5·200 350·350·200 6.70 

PRINTED CIRCUIT TWIST MOUNTS 

SINGLE UNITS 

Catalog 
No. 

CTP·1250 
CTP·1350 
CTP·1450 
CTP·1550 
CTP·1650 

Catalog 
No. 

CTP·2150 
CTP·2275 
CTP·2350 
CTP'2360 
CTP·2475 

CTP·2550 
CTP·2625 
CTP·2700 
CTP·2775 
CTP·2850 

CTP·2875 
CTP·2890 

Catalog 
No. 

CTP·3130 
CTP·3160 
CTP·3190 
CTP·3220 
CTP·3250 

Capacity 
MFD. 

140 
375 
160 
50 
20 

Capacity 
MFD. 

250·250 
500·100 
800·250 
500·200 
50·30 

80·30 
80·40 
200·5 
2·20 
10·10 

150·100 
10·10 

Capacity 
MFD. 

250·250·50 
500·250.50 

~g~3~~~ O~50 
40·30·250 

WVDC 

150 
165 
200 
350 
450 

DUAL UNITS 

WVDC 

16·16 
16·16 
16·16 
18·18 
150·150 

150·150 
150·150 
150·150 
300.25 
300·50 

300·150 
300·300 

TRIPLE UNITS 

WVDC 

16·16·16 
16·16·16 
16·16·16 
150·150·10 
150·150·10 

Dlam. x 
Length 

1 x 2Y2 
1% X 3Y2 
1%x3 
1 x 2 
1 x2 

Dlam. x 
Length 

x2 
x2 
X2Y2 
x2 
x2 

x2 
1 x 3 
1% X 2Y2 
1 x 2 
1 x 2 

1%x4 
1% x2 

List 
Price 

2.15 
3.00 
2.90 
2.10 
1.80 

L.lst 
Price 

2.75 
3.10 
3.35 
3.35 
2.00 

2.25 
2.30 
2.70 
1.45 
1.60 

4.50 
1.75 

Dlam. x L.ist 
Length Price 

x 2 3.25 
x 2 3.50 
x 2 4.10 
x2 2.80 
x 2Y2 3.10 

TUBULAR 
ELECTROLYTIC 
CAPACITORS 

TRIPLE UNITS 
Catalog Capacity Dlam. x L.iat 

No. MFD. WVDC L.ength Price 

CTW.3178 10·20·100 400·150·150 l~X4% 4.10 
CTW.31SO 5·80·40 450·400·400 1!4 x 4!41 4.55 
CTA·3185 20·20·20 450·450·25 1 4 x 3 2.90 
CTA·3190 40·40·20 450·450·25 1 x3% 3.80 

QUADRUPLE UNITS 
CTW·4050 40·20·20·100 150·150·150·25 

lXm 
3.10 

CTW·4055 150·100·20·100 300·300·300·50 1~2X4~ 6.95 
CTW·4060 120·40·40·10 300·300·300·250 1~4X~ 6.20 
CTW·4065 140·5·200·100 350·300·200·150 m~4~ 8.20 
CTW·4070 140·5·200·30 350·300·200·200 7.65 

CTW·4075 80·60·40·20 350·350·300·150 l~X~ 5.90 
CTW·4085 80·10.40·100 400·400·300·50 13 x 44 5.45 
CTW·4090 10·80·40·100 450·300·250·50 H8X4~ 4.80 
CTW·4095 20·120·40·100 450·300·250·50 W4X 4!4 6.15 
CTW·4100 10·SO·40·40 450·300·300·250 1%x44 4.95 

CTW·4105 20·20·20.10 450·450·450 ·450 1'IJ.X3% 4.25 
CTW.4110 40·20.20·10 450·450·450·450 1(:;4 x 4~4 4.70 
CTW·4115 40·40·20·20 450 ·450·450·450 W2 X4Y4 5.45 

FIVE LEADS 
CTW·5050 40·20·20·20·50 300·300·300·300·75 1%x4Y4 5.00 

PRINTED CIRCUIT 
APC·2100 50·30 150·150 x 2Y2 2.60 
APC·2105 50·50 150·150 x 2Y2 2.70 
APC·2110 80·30 150·150 x3 2.75 
APC·2115 100·50 150·150 x 3Y2 2.95 

ANTENNA ROTAR CAPACITOR 
CRA·l000 70 50VAC %x3 1.25 
CRA·1050 120 50 VAC x 23,{, 1.65 

PRINTED CIRCUIT TWIST MOUNTS 

TRIPLE UNITS 
Catalog 

No. 

CTp·3280 
CTP·3310 
CTp·3340 
CTP·3370 
CTP·3400 

CTP·3430 
CTP·3460 
CTp·3490 
CTP·3510 
CTP·3540 

CTP·3570 
CTP·3600 
CTp·3630 
CTP·3660 
CTP·3690 

CTP·3720 
CTP·3750 
CTP·3780 
CTP·3810 
CTp·3830 

Catalog 
No. 

CTP·41oo 
CTp·4200 
CTP·4300 
CTP·4400 
CTP·4500 

CTP·4600 
CTP·4700 

Capacity 
MFD. 

80·60·250 
80·60·400 
90.40·400 
40.20·20 
80·20·20 

70·30·20 
30·30·30 
40·40·20 
40·40·30 
50·30·20 

50·40·30 
60·60·40 
70·15·15 
SO·60·10 
10·10<20 

150·60·200 
60·10·25 
150·100·30 
125·5·100 
40·30·20 

WVDC 

150·150·10 
150·150·10 
150·150·10 
150·150·25 
150·150·25 

150·150·25 
150·150·150 
150·150·150 
150·150·150 
150·150·150 

150·150·150 
150·150·150 
150·150·150 
150·150·150 
300·50.25 

300·200·150 
300·300·25 
300·300·300 
350·150·10 
400·350·300 

QUADRUPLE UNITS 
Capacity 

MFD. 

290·30·10·100 
50·40·10·50 
100·40·10·50 
60·60·40·10 
100·60·60·40 

40·20·10·100 
40·30·20·20 

WVDC 

150·150·150·10 
150·150·150·25 
150·150·150.25 
150·150·150·150 
350·350·200·75 

350·350·350·50 
400·350·350·350 

Diam. x 
Length 

x 2Y2 
x3 
x3 
x 2Y2 
x2 

X 2Y2 
x2 

~~t{ 
x2 

1 X 2Y2 
1%x2 
1 x2 
1 x 3 
1 x2 

1%x4 
1%x2 
1%x4 
1%x3Y2 
1%x2Y2 

Diam.x 
L.ength 

1~X3Y2 1 x 2 
1 x2 
1 x 2 
1%x4 

1% X2Y2 
1% X2Y2 

L.lst 
Price 

3.40 
3.65 
3.50 
2.30 
2.70 

2.70 
2.50 
2.50 
2.70 
2.60 

2.70 
3.10 
2.70 
2.95 
2.10 

5.95 
3.05 
6.35 
4.60 
3.95 

L.ist 
Price 

4.50 
3.15 
3.70 
3.65 
6.55 

4.35 
4.95 

• Preferred Type 
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SECTION 1500 

\,("ARca 
electronics inc. 

ARCOl YTIC TWIST MOUNTS 

• Made with 99.99% pure aluminum foil. 

• Hermetically sealed in aluminum cans. 

• Designed for high temperature operation: 85°C. 

• Made to withstand high surge voltages and high ripple 
currents. 

• Greater shelf and operating life because only premium 
grade ingredients are used. 

• Built and tested to meet EIA specification RS-154. 

• Complete with phenolic and metal mounting plates. 

Catalog 
No. 

CTM·l050 
CTM-l059 
CTM·l068 
CTM·l077 

*CTM·l086 

CTM·l095 
CTM·ll04 

*CTM·1113 
·CTM.1122 

CTM-1131 

·CTM·114O 
*CTM,1149 
CTM·ll58 
CTM·1167 
CTM·1176 

CTM·1185 
CTM·1194 

·CTM·1203 
*CTM·1212 

CTM-1221 

CTM·1230 
*CTM-1239 
*CTM·1248 
·CTM·1257 
*CTM·1266 

*CTM·1275 
*CTM·1284 

CTM·1293 
CTM·1302 
CTM·1311 

*CTM·1320 
CTM·1329. 

*CTM·1338 
CTM·1347 

*CTM·1356 

CTM·1365 
·CTM·1374 

CTM·1383 
·CTM·1392 
·CTM.1401 

·CTM·1410 
·CTM·1419 
·CTM·1428 
*CTM·1437 
*CTM.l446 

* Preferred Type 

SINGLE UNITS 
Capacity 

MFD. WVDC 

.5@15.75KC 3 N.P. 
1 OHM@60CPS 3 N.P. 
100HM@30CPS3 N.P. 
1000 6 
2000 6 

1000 
3000 
225 
1000 
1500 

2000 
3000 
4000 
25 
40 

50 
100 
500 
1000 
4 

25 
100 
150 
250 
500 

1000 
1500 
10 
20 
25 

30 
40 
50 
60 
80 

80 
100 
110 
120 
120 

140 
150 
150 
200 
300 

10 
10 
15 
15 
15 

15 
15 
15 
25 
25 

25 
25 
25 
25 
50 

50 
50 
50 
50 
50 

50 
50 
150 
150 
150 

150 
150 
150 
150 
150 

150 
150 
150 
150 
150 

150 
150 
150 
150 
150 

Dlam. x 
Length 

1 x 2 
Hi> x2Ya 
1%x2 
1%x2 
1% x2 

1 X2Y2 
1%x3 
%x2 

1 x2Ya 
1 x.3 

1%t ~ ~ 
1% X SV2 

rt~ ~ 
1 x2' 
*x2 

1 x2 
1%x2 
*x2 

~~~ 
*x2Ya 

1 x2YII 
l%x2Va 

l%x 3Ya 
1%x4 
1 x2 
1 x2 
1 x 2 

x2 
x2 
x2 
x2 
x2Va 

1%x2 
1 x 2Yz 
1 x 3 
1 x2Yz 
1%x2Y2 

1 x 3 
1 x s 
1% x3 
l%x SV~ 
1% xsYz 

List 
Price 

2.65 
4.00 
2.75 
2.40 
2.55 

3.20 
3.65 
1.75 
2.55 
3.45 

3.45 
3.50 
3.75 
1.55 
1.35 

1.70 
2.00 
2.55 
3.55 
1.55 

PO 
1.65 
1.80 
2.00 
2.65 

3:75 
3.85 
1.65 
1.80 
1.90 

1.55 
2.00 
1.65 
2.20 
1.85 

2.30 
2.00 
2.70 
2.15 
2.15 

2.15 
2.15 
2.15 
2.45 
2.80 

Catalog 
No. 

*CTM-l455 
CTM·1464 

*CTM·1473 
*CTM.l482 

CTM·1491 

*CTM·l500 
CTM·1509 
CTM·1518 

·CTM·1527 
CTM-1536 

CTM·l545 
CTM·1554 

*CTM·1563 
*CTM·1572 
*CTM·1581 

CTM·1590 
CTM·1599 
CTM·1608 
CTM·1617 

*CTM·1626 

·CTM·1635 
*CTM·1644 
*CTM·1653 
*CTM·1662 

CTM-1651 

CTM·1660 
CTM·1669 

*CTM·1678 
·CTM·1687 
*CTM·1696 

*CTM·1705 
*CTM·1714 
*CTM·1723 
CTM-1732 

*CTM-1741 

CTM-1750 
CTM-1759 
CTM-1768 
CTM·1777 
CTM·1786 

CTM·1795 
CTM·1804 

*CTM·1813 
"CTM·1822 
*CTM·1831 

*CTM·l840 
CTM-1849 

*CTM-1858 
·CTM·1867 
*CTM·1876 

*CTM-1885 
*CTM·1894 
·CTM·1903 
*CTM·1912 

CTM·1921 

CTM·1930 
·CTM·1939 
CTM·1948 

·CTM·1957 
·CTM·1966 

*CTM-1975 
*CTM.1984 
*CTIVI·1993 
CTM·1995 
CTM·1997 

Catalog 
No. 

CTM·2050 
CTM·2054 

·CTM·2058 
CTM·2062 

·CTM·2066 

*CTM·2070 
CTM-2074 
CTM·2078 
CTM·2082 
CTM-2086 

*CTM.2090 
CTM·2094 
CTM·2098 
CTM·2101 

*CTM·2106 

CTM-2110 
·CTM·2114 
·CTM·2118 
CTM·2122 
CTM·2126 

© U.c.P., Inc. 40% Discount Applies To The Above Prices 

Capacity 
MFD. 

375 
40 
125 
160 
500 

15 
20 
30 
40 
50 

60 
80 
100 
150 
200 

15 
30 
50 
60 
80 

100 
125 
150 
250 
10 

15 
20 
30 
40 
50 

60 
80 
125 
140 
150 

320 
10 
20 
40 
50 

80 
100 
4 
10 
15 

20 
25 
30 
40 
50 

60 
80 
100 
125 
20 

30 
40 
90 
10 
20 

30 
40 
80 
90 
15 

WVDC 

165 
200 
200 
200 
200 

250 
250 
250 
250 
250 

250 
250 
250 
250 
250 

300 
300 
300 
300 
300 

300 
300 
300 
300 
350 

350 
350 
350 
350 
350 

350 
350 
350 
350 
350 

350 
400 
400 
400 
400 

400 
400 
450 
450 
450 

450 
450 
450 
450 
450 

450 
450 
450 
450 
475 

475 
475 
475 
500. 
500 

500 
500 
500 
500 
525 

DUAL UNITS 

TWIST MOUNT 
ELECTROL YTiC 
CAPACITORS 

Dlam. x 
Length 

1% x3Va 
1 x 2 
lnX 2Va 1 x 3 
1 x 4 

1 x2 
1 x2 
1 x2 
1 x2 
1 x2Y2 

xS 
1 x SY. 
1 x S 
1%x2YJ! 
l%x3Va 

x2 
x2 
x2Va 
xS 
x3Va 

1 x 4 

1~ ~~~ 
1%x4 
1 x2 

x2 
x2 
x2 
x2 
x2 

1 x 3 

1§X2 1 XSY2 
1 x4 
1 x4· 

1%x4 
1 x 2 
1 x2 
1%x2 
1% X2V2 

l%xS 
l%xS 
1 x.2 
1 x2 
1 x2 

1 
1 
1 
1 
1 

x2 
x2i1' 
x2Va 
xS 
x3 

~§;:~ 
1 x 3 
1 x4 
1 x2Yz 

1 x 3 
1%x2 
1% x3Va 
1 x2 
1 x2Va 

1 x 3 
1 x SY. 
1~X3 1 x SVa 
1 x 3 

Capacity Dlam. x 
MFD. WVDC Length 

(.50HM@15.75K2.50HM)@60CPS 1!X2 
1000·500 6 N.P.·6 N.P. 1 x 2 
250·1000 10·6 1 x 2 
200·40 10.111 1 x 2 
1000-1000 15·15 1 x sy. 
1000·1000 15·15 1% x 2Y. 
250·250 16·16 1 x 2 
500·100 16·16 1 x 2 
20·20 25-25 1 x 2 
40·40 25·25 1 x 2 

100.70 
150·50 
500·500 
1000·500 
50·50 

100·25 
100.100 
50·500 
40·20 
40·150 

25·25 
25·25 
25·25 
25·25 
50·50 

50·50 
50·50 
150·5 
150·25 
150·25 

x2 
1 x 2 
1% x2 
1%x2 
1 x2 

x2 
x2 
xS 
x2 
x2 

List 
Price 

4.65 
2.15 
2.80 
3.15 
6.60 

1.95 
1.60 
2.15 
1.80 
2.45 

2.55 
2.70 
2.70 
3.10 
S.65 

2.00 
2.20 
2.55 
2.65 
2.55 

2.90 
3.50 
3.50 
5.55 
1.90 

2.05 
2.20 
1.90 
2.00 
2.10 

2.20 
2.85 
3.95 
4.95 
3.95 

6.75 
1.90 
2.20 
S.16 
2.76 

3.70 
4.26 
1.40 
1.55 
1.70 

1.811 
2.40 
1.95 
2.05 
2.S5 

2.6( 
3.0f 
S.4f 
S.BE 
2.3C 

2.5( 
2.5( 
4.41 
1.7( 
1.B! 

2.01 
2.51 
3.~ 
3.51 
2.S1 

List 
Prici 

4.& 
4.9 
2.8 
2.0' 
4.4 

4.4 
3.4 
3.9 
1.8 
2.0 

1.8 
2.4 
5.5 
6.8 
1.7 

2.S 
2.1 
2.4 
2.1 
2.5 
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SECTION 1500 

\('ARca TWIST MOUNT 
ELECTROLYTIC 

electronics inc. CAPACITORS 

C,atalog Capacity Dlam. x List Catalog Capacity Dlam.x List 
No. MFD. WVDC Length Price No. MFD. WVDC Length Price 

CTM.213.0 50·150 150·25 1 x 2\') 2.75 CTM·2490 60·20 350·300 1% X2Y2 3.55 *CTM·2134 150·100 150·25 1% x2!7a 2.70 *CTM·2494 15·15 350·350 1 x2 2.25 
CTM·2138 40·20 '150·50 1 x2 2.55 CTM·2498 20·20 350·350 1 x3 2.90 

*CTM·2142 150·50 150.50 1 x3 2.80 CTM·2502 30·20 350·350 1 x 3Y2' 3.25 *CTM·2146 150·100 150·50 1%x2Ya 3.25 ·CTM·2506 30·30 350·350 1 x3 2.90 

CTM·2150 20·10 150·150 1 x2 2.00 *CTM·2510 50·30 350·350 1%x2Y2 3.15 *CTM·2154 20·20 150·150 1 x2 1.70 ·CTM·2514 60·30 350·350 1%x3 3.15 CTM·2158 30.15 150·150 1 x2 2.20 CTM·2518 80·4 350·350 1~ x 2Ya 4.00 CTM·2162 30·20 150·150 1 x2 2.20 *C-rM·2522 80·20 350·350 1 x 3 3.50 "CTM·2166 30·30 150·150 1 x2 1.85 ·CTM·2526 ! 80·40 350·350 1%x3 4.10 

*CTM·2170 40·20 150·15) x2 1.85 ·CTM·2530 80·SO 350·350 
1jX4 

4.70 
*CTM·2174 40·30 150·150 x2 1.85 ·CTM·2534 90·40 350·350 1 x3 4.30 
*CTM·2178 40.40 150·150 x 2~2 1.90 CTM·2538, 100·40 350·350 1 x3 5.75 
"CTM·2182 50·30 150·150 x 2~~ 2.00 *CTM·2542 100·60 350·350 1 x 3Ya 4.80 
"CTM·2186 50·50 150.150 x 2Y2 2.15 *CTM·2546 100·100 350·350 1 x4 6.15 

CTM·2190 60·20 150·150 x2 2.50 *CTM·2550 160·10 350·350 1% x3 4.30 *CTM·2194 60·60 150·150 x 3l7. 2.35 CTM'2554 50.50 385·385 1%x3 4.55 
*CTM·2198 70·30 150·150 x 2 a 2.20 *CTM·2558 35:100 400·50 1 x3 2.60 
*CTM·2202 75·75 150·150 1 x3 2.60 CTM·2562 40·100 400·50 1%x2 3.40 *CTM.2206 80·40 150·150 1%x2Ya' 2.30 *CTM·2566 100·30 400·50 1%x3 3.90 

"CTM·2210 80.50 150.150 1 x 2Y2 2.40 *CTM·2570 80·80 400·200 1% x 3Ya 3.95 
CTM.2214 80.60 150·150 1 x3 3.00 CTM·2574 QO·80 400·250 1%x4 4.90 

*CTM·2218 80·80 150·150 1%x2 2.65 CTM·2578 4·140 400·300 1~X3 3.60 
"CTM·2222 100·30 150·150 1 x 2Y2 2.80 CTM·2582 100·SO 400·350 1 x4 6.80 
CTM·2226 100·100 150·150 1% x2Ya 4.05 CTM·2586 15·15 400·400 1 x 2Ya 2.80 

"CTM·2230 125·100 150·150 \l~ x 2Y,;a 3.35 CTM·2590 30·10 400·400 1 x3 2.95 
"CTM·2234 150·80 150·150 1J.8 x 2Y2 3.05 CTM·2594 60·60 400·400 1%x4 5.50 

CTM·2238 150·150 150·150 1~X3 4.40 CTM·2598 75·75 400·400 1%x4 6.05 
*CTM·2242 200·5 150·150 1 x 2Y,;a 2.70 CTM·2602 80·10 400·400 1% x3Ya 4.25 
*CTM·2246 200·125 150·150 1% x 3Ya 3.75 CTM·2606 80·20 400·400 1%x3 4.55 

*CTM·2250 200·150 150·150 1~X4 3.75 CTM·2610 80·40 400·400 1~X4 5.15 
*CTM·2254 200·200 150·150 1 8 x 4 4.00 *CTM·2614 80.60 4UO·4OO 1 8 x 3 4.70 
CTM·2258 60.125 200·25 1 x 3 3.00 *CTM·2618 120·40 400·400 1%x4 5.25 
CTM·2262 30·10 200·50 1 x2 2.30 CTM·2622 10·20 450·25 1 x2 1.70 
CTM·2266 100·100 200·50 1% x 2Y2 3.55 CTM·2626 10·50 450·25 1 x 2Y2 2.15 

CTM·2270 40·40 200·200 1 x3 2.90 CTM·2630 20·20 450·25 x2 2.50 *CTM.2274 60·60 200·200 t x3 3.40 CTM·2634 20·100 450.25 x 2Y2 2.75 
·CTM·2278 60·60 200·200 1%x2 3.40 CTM·2638 40.20 450·25 1 x3 3.05 
*CTM·2282 100.100 200·200 1% x3 3.50 CTM·2642 80·10 450·25 1~X3 4.25 
*CTM·2286 200·5 200·200 1% X2Y2 2.80 CTM·2646 80·20 450·25 1 x 3 4.25 

CTM·2290 40·350 250·15' 1%x2 3.45 CTM·2650 10·100 450·50 x 2Y2 2.55 CTM·2294 40·25 250·25 1 x 2Y2 2.50 CTM·2654 30·25 450·50 ~ ~8.~ 2.90 CTM·2298 50·100 250·50 1%x2 3.25 CTM·2658 40·50 450·50 3.75 CTM·2302 SO·100 250.50 1~ ~ ~Y2 3.55 *CTM·2662 40·100 450·50 1 x 3Ya 2.80 *CTM·2306 100·150 250·50 3.65 *CTM·2666 50·100 450·50 1% X2Y2 3.00 
CTM·2310 40.25 250.150 X2Y2 3.45 "CTM·2668 80·50 450·50 1~X3 3.50 CTM·2314 10·10 250·250 x2 2.15 CTM·2670 SO·100 450·50 1 x 3 3.75 *CTM.2318 20.20 250·250 x2 1.90 CTM·2674 10·50 450·100 1 8 x 2 2.55 CTM·2322 30·30 250·250 X2Y2 2.75 CTM·2678 20·100 450·100 1% x 2 3.65 CTM·2326 40.20 250·250 x3 2.75 CTM·2682 30·40 450·150 1%x2 3.65 

*CTM·2330 40·40 250·250 1 x2 2.50 *CTM·2686 30·200 450·150 1%x3 3.50 CTM·2334 150·40 250·250 1%x3 4.80 CTM·2690 40·150 450·150 1~X3 4.30 '·CTM·2338 150·150 250·250 1~ x4 5.15 CTM·2694 80·50 450·150 4.70 
*CTM·2342 200·200 250·250 1 x 4 6.05 CTM·2698 80·60 450·150 ~~: ~Y2 5.20 *CTM·2346 35·500 300.6 1 x 2Y2 2.80 CTM·2702 80·40 450·200 1%x3 4.75 

CTM·2350 20.20 300·25 x2 2.30 "CTM·2706 20·50 450·250 1 x3 2.80 
CTM·2354 20.100 300·25 x 2Y2 3.40 CTM·2710 20:150 450·250 1%x3 4.80 

·CTM·2358 10·40 300·50 1 x2 1.70 CTM·2714 40·10 450·300 1 x3 2.60 
CTM·2362 80·100- 300·50 1%x 3 3.95 CTM·2718 10·100 450·350 1% x 3Y2 5.00 CTM·2366 60.200 300·150 1%x3 4.65 CTM·2722 20.80 450·350 1% x 3Y2 4.55 

CTM·2370 SO·100 300·150 1% X2y';2 4.55 CTM·2726 25·15 450·350 1 x 3 3.20 
CTM·2374 60·10 300·200 1 x 3Y2 3,15 *CTM·2730 40·10 450·350 1~X2 2.60 CTM·2378 100·100 300·200 1 x4 4.25 CTM·2734 40·20 450·350 1 x 2Y2 3.55 CTM·2382 20·60 300·250 1 x 3Y2 3.45 CTM·2738 40·40 450·350 1%x3 4.15 
CTM·2386 10·10 300·300 1 x2 2.20 CTM·2742 30·20 450·400 1 x3 3.40 

CTM·2390 15·15 300·300 x2 2.40 *CTM·2746 5·5 453·450 x2 1.70 
*CTM·2394 40·30 300·300 1 x3 2.65 *CTM·2750 10.10 450·450 x2' 1.90 CTM·2398 40·40 300·300 1~X2~ 3.75 CTM·2754 15·10 450·450 x 2~2 2.80 CTM·2402 50·50 300·300 1 x 2 2 4.20 ·CTM·2758 15·15 450·450 x 2Y2 2.25 
CTM·2406 60.20 300·300 1 x 2Y2 3.50 ·CTM·2762 20.10 450·450 x 2V2 2.25 
CTM·2410 60·60 300·300 1~ X2Y2 4.25 *CTM·2766 20·20 450·450 x3 2.55 CTM·2414 75·75 300·300 1 x 3 4.75 *CTM·2770 30·10 450·450 1 x3 2.40 CTM·2418 80·40 300·300 1~ X2Y2 4.45 CTM·2774 30·10 450·450 1~ x2 3.00 CTM·2422 80·60 300·300 1 x 3Y2 4.65 CTM·2778 30·15 450·450 1 x 2 3.30 'CTM·2426 80.80 300·300 1%x 3 4.05 *CTM·2782 30·30 450·450 1 8 X2Y2 3.05 

·CTM·2430 120·20 300·300 
1ft x 3~ 4.00 CTM·2786 40·5 450·450 1 x3 3.20 ·CTM·2434 120·40 300·300 4.35 CTM·2790 40·15 450·450 Ht ~~~; 3.50 CTM·2438 150·100 300·300 1 8 ~ ~v. 6.75 *CTM·2794 40·20 450·450 3.25 'CTM·2442 200·80 300·300, 1 8 x 4 5.25 *CTM·2798 40·40 450·450 1~X3 3.45 CTM·2446 20·20 350·25 1 x2 2.40 CTM·2802 50·40 450·450 1 8 X 3 4.50 

CTM·2450 40·20 350·25 1 x 2Y2 2.95 *CTM.2S06 50·50 450·450 l1 X3 
3.85 

CTM·2454 80·100 350·50 1%x3 5.65 ·CTM·2810 60·20 450·450 1 8 x 3 3.55 CTM·2458 20.100 350·75 1 x 2~2 2.80 ·CTM·2814 60·40 450·450 1 x 3Y2 3.95 
CTM·2462 5·75 350·150 1 x 2V2 2.65 ·CTM·2818 60·60 450·450 1 x 3Y2 4.50 
CTM·2466 40·10 350·200 1% x2 3.05 *CTM·2822 80·10 450·450 1 8 x 3 3.60 

CTM·2470 20·30 350·250 x3 2.90 *CTM.2826 SO·2O 450·450 1~X3 3.90 
CTM·2474 40·10 350·250 1 x3 3.05 ·CTM·2830 SO·30 450·450 1 x4 4.20 
CTM·2478 60·80 350·250 1% x 3Y2 4.30 ·CTM·2834 80·40 450·450 1% x 3~2 5.05 
CTM·2482 20·10 350·300 1 x 2 2.55 ·CTM·2838 80·80 450·450 1~ x 4Y2 6.60 
CTM·2486 30·30 350·300 1 x 3Y2 3.30 ·CTM·2842 100·40 450·450 1 8 x 4 4.85 

• Preferred Type ' 
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CTM-2846 10-20 475-25 1 x2 2.15 CTM-3130 120·60-20 150-150-25 1% x 2V2 5.05 
CTM-2850 30·100 475-50 1~ X. 3V2 3.40 CTM-3132 300-80-200 150-150-50 1%x4 4.95 
CTM-2854 75·50 475-50 ~~ = ~V2 4.55 CTM-3134 10-10-10 150-150-150 1 x2 3.10 
CTM-2858 40-80 475-200 4.55 *CTM-3136 20-20-20 150-150-150 1 x2 2.30 
CTM-2862 80-80 475-250 l'Yg x 4 4.65 "CTM-3138 30-30-10 150-150-150 1 x2 2.85 

CTM-2866 20·100 475-300 1% x 3Vo 4.95 'CTM-3140 40-20-10 150-150-150 x2 2.35 
"CTM-2870 20-100 475.400 1% x 4 4.50 *CTM-3142 40-20·20 150-150-150 x2 2.40 
CTM-2874 40·40 475-400 1%x3 4.70 *CTM-3144 40-30-20 150-150-150 x'2 2.50 

"CTM-2878 15-15 475-475 1 x 2V2 2.35 *CTM-3146 40-40-40 150-150-150 x 3V2 2.60 
"CTM-2882 30-10 475-475 1 ·x 3 2.60 CTM-3148 50-20-20 150-150-150 x 2V2 3.85 

"'CTM-2886 40-10 475-475 1% x 2V2 3.10 *CTM-3150 50-40-10 150-150-150 1 x 2V2 2.55 
CTM-2890 40-40 475-475 1%x3 5.40 CTM-3152 50-50-10 150;150-150 1%x2 4.05 
CTM-2894 60-40 475-475 l%x 4 5.70 *CTM-3154 50-50-50 150-150-150 1 x3 3.00 
CTM-2898 80-40 475-475 1% x4 6.30 CTM-3156 50-50-50 150-150-150 1%x3 4.50 

"CTM-2902 80-50 475-475 1% x4 5.20 "CTM-3158 60-40-20 150-150-150 1 x3 2.75 

CTM-2906 SO-50 500-50 1~ x 3V2 4.75 CTM-3160 60-40-30 150-150-150 1~ x 2 4.20 
CTM-2910 60-80 500-150 n::~ 4.70 CTM-3162 60-50-50 150-150-150 1 8 x 2 4.65 
CTM-2914 40-50 500-200 4.20 *CTM-3164 70-15-15 150.150-150 1 x 2V2 2.70 
CTM-2918 15-20 500-300 1 x 2V2 2.90 *CTM-3166 70-40-40 1~:~~g:~~g 1 x3 4.05 
CTM-2922 20-100 500-300 1%x3 4.90 CTM-3168 SO-20-20 1 x 3V2 4.20 

CTM-2926 40-40 500-400 1% x 3 4.70 *CTM-3170 80-30-10 150-150-150 x3 2.75 
CTM-2930 4-4 500-500 1 x 2:;2 2.15 *CTM-3172 80-40-20 150-150-150 x3 2.90 

*CTM-2934 10-10 500-500 1 x 2V2 1.95 CTM-3174 SO-50-50 150-150-150 1 x3 4.90 
*CTM-2938 20-20 500-500 1% x 2V2 2.S5 CTM-3176 80-S0-80 150-150-150 1% x3 5.65 
*CTM-2942 30-10 500-500 1% x3 2.60 *CTM-3178 100-30-10 150-150-150 1 x3 3.05 

"CTM-2946 30-30 500-500 1% x3 3.25 *CTM-3180 120-80-40 150-150-150 1% x 3V2 3.80 
CTM-2950 40-25 500-500 l%x 3 4.55 *CTM-3182 120-120-40 150-150-150 l%x 3 4.05 

"CTM-2954 40-40 500-500 1% x3 4.30 CTM-31S4 150-50-25 150-150-150 1%x3 5.40 
*CTM-295S 60-40 500-500 1% x 3V2 4.60 *CTM-3186 200-100-60 150-150-150 1~ x 3V2 4.55 

CTM-3188 200-140-60 150-150-150 1 8 X 4 6.70 

·CTM-3190 200-150-150 150-150-150 1%x4 7.50 
*CTM-3192 300-100-80 150-150-150 1~X4 7.75 
CTM-3194 SO-40-50 200-100-50 1 x 2V2 4.60 

TRIPLE UNITS CTM-3196 40-40-20 200-150-25 1 x3 3.90 
*CTM-3198 60-200-140 200-150-150 1%x4 4.80 

CTM-3020 1500-1500-1500 3-3-3 x 3V2 9.00 CTM-3200 20-20-20 200-200-25 1 x2 3.45 
CTM-3022 200-200-30 10-10-10 x2 3.40 CTM-3202 30-20-20 200-200-25 1 x2 3.85 
CTM-3024 400-100-100 16-16-16 x2 3.00 CTM-3204 30-20-40 200-200-25 1 x2 3.85 
CTM-3026 500-100-100 16-16-16 x2 3.50 *CTM-3206 60-5-20 200-200-50 1 x 2V2 2.50 
CTM-3028 500-500-100 16-16-16 x2 3.90 'CTM-3208 60-5-100 200-200-50 1 x 2V2 2.90 

CTM-3030 40-500-500 25-10-10 x 2V2 5.05 *CTM-3210 80-10-20 200-200-50 1 x3 2.80 
"CTM-3032 20-20-20 25-25-25 x2 1.95 CTM-3212 80-40-100 200-200-50 1~X3 5.25 
CTM-3034 40-40-40 25-25-25 x2 3.20 CTM-3214 90-90-20 200-200-50 1 8 x 3 5.70 
CTM-3036 30-30-30 50-50-50 1 x2 3.25 CTM-3216 100-10-40 200-200-50 l%x2 4.75 
CTM-3038 20-250-100 150-15-15 1%x2 4.35 "CTM-321S 30-20-40 200-200-150 1 x 2V2 2.70 

CTM-304O 40-25-130 150-25-15 x3 4.95 CTM-3220 20-20-20 200 -200 -200 X 2V2 3.75 
CTM-3042 50-100-20 150-50-25 x3 4.30 CTM-3222 30-20-20 200-200-200 x 2V2 4.05 
CTM-3044 100-50-25 150-50-25 x3 4.50 CTM-3224 40-40-20 200-200-200 1 x 2V2 4.55 

*CTM-3046 15-15-1200 150-150-2 x2 3.15 CTM-3226 .50-30-30 200-200-200 1~X2 4.75 
CTM-3048 30-20-100 150-150-6 x2 3.60 *CTM-3228 250-200-10 200 -200 -200 1 8 X 4 6.70 

CTM-3050 20-20-100 150-150-10 x2 3.55 CTM-3230 40-40-20 250-150-25 1%x2 4.05 
CTM-3052 20-20-250 150-150-10 x2 3.90 *CTM-3232 80-40-50 250-150-50 l%x 2V2 2.35 
CTM-3054 30-30-200 150-150-10 x2 3.75 CTM-3234 15-20-20 250-150-150 1 x2 3.60 

*CTM-3056 40-20-150 150-150-10 x2 2.40 CTM-3236 60-40-20 250-200-25 1% x 2 4.95 
CTM-3058 40-20-200 150-150-10 x 2Vz 3.75 *CTM-3238 15-15-20 250-250-25 1 x2 2.35 

CTM-3060 40-20-250 150-150-10 x 2Vz 4.05 CTM-324O 20-15-20 250-250-25 x 2Vz 3.55 
CTM-3062 40-40-100 150-150-10 x 2V2 3.75 *CTM-3242 30-30-20 250-250-25 x3 2.80 
CTM-3064 40-40-250 150-150-10 x 2Vz 5.65 CTM-3244 60-60-25 250-250-25 1 X3V2 5.70 
CTM-3066 50-30-100 150-150-10 1 x 2V2 4.05 CTM-3246 70-70-20 250-250-50 1%x3 5.85 
CTM-3068 80-20-200 150-150-10 1% x2 4.30 "CTM-3248 90-90-20 250-250-50 1%x3 4.60 

*CTM-3070 80-30-300 150-150-10 1~'8 x 2 3.15 CTM-3250 40-20-10 250-250-150 1% x 2 4.15 
CTM-3072 80-60-250 150-150-10 1 x 2Vz 4.80 CTM-3252 40-40-10 250-250-200 '~X2 4.45 
CTM-3014 90-40-400 150-150-10 1% x 2V2 5.25 CTM-3254 80-80-60 250 -250 -200 1 8 X 3Vz 6.75 
CTM-3016 100-20-200 150-150-10 1~ x 2Vz 4.95 CTM-3256 15-15-10 250 -250 -250 1 x2 3.70 

"CTM-3018 100-80-200 150-150-10 1 x 2Vz 3.60 CTM-3258 20-20-10 250 -250 -250 1 x2 3.75 

CTM-3080 60-40-400 150-150-15 1%x2 4_80 *CTM-3260 20-20-20 250 -250 -250 1 x2 2.60 
CTM-3082 80-20-100 150-150-15 l%x2 4.20 CTM-3262 30-15-10 250-250-250 1 x 2Vz 4.05 
CTM-3084 20-20-20 150-150-25 1 x2 3.30 CTM-3264 30-15-15 250-250-250 1 x2 4.15 
CTM-3086 20-20-200 150-150-25 1 x3 3.90 CTM-3266 30-20-10 250 -250 -250 1 x2 4.05 
CTM-3088 30-20-20 150-150-25 1 x2 3.40 CTM-3268 40-20-10 250-250-250 1 x2Vz 4.30 

CTM-3090 30-30-20 150-150-25 x2 3.45 ':'CTM-3270 40-20-20 250·250-250 x 3Vz 2.90 
':'CTM-3092 40-20-20 15Q-150-25 x 2\12 2.30 ':'CTM-3272 80-10-10 250-250-250 1 xl 3.20 
CTM-3094 40-20·100 150-150-25 x 2V2 3.15 *CTM-3274 80-80-60 250 -250 -250 ~~ :~V2 4.90 
CTM·3096 40-20·200 150-150-25 x2 2.70 *CTM-3276 10-500-500 300·15-15 3.90 

*CTM-3098 40-40·20 150-150-25 x2 2.40 CTM-3278 20-10-10 300·75·25 1% x3 3.55 

"CTM-3100 40-40-200 150-150-25· 1 x3 2.80 CTM-3280 100-60-20 300-150-25 m~~ 6.30 
*CTM-3102 40-40.250 150-150-25 1 x3 3.15 CTM-3282 140-200-100 300-150-50 8.60 
"CTM-3104 50-30-20 150-150-25 1 x 2Vz 2.50 ·CTM-3284 20-150-80 300-150-150 1% x3 3.95 
*CTM .. 3106 50-30-100 150·150-25 1· x3 2.70 *CTM-3286 60-200-30 300-150-150 m=: 6.50 

CT'M-3108 50-30-200 150-150-25 l%x2 4.35 CTM-3288 100-150-30 300-150-150 7.45 

CTM-3110 50-30-300 150-150-25 x3 5.10 ·CTM-3290 100-200-30 300-150-150 1~8 x 4 5.20 
CTM-3112 50-50-20 150-150-.25 x3 2.65 ·CTM-3292 100-200-60 300-150-150 1~X4 5.00 
CTM·3114 50-50-200 150-150-25 x3 4.60 CTM-3294 20-80-10 300 -250 -200 1 8 X 2V2 5.20 
CTM·3116 60-20-20 150-150-25 x2 3.85 CTM-3296 16-20-20 300-250-250 1 x3 3.90 

"CTM-3118 60-40-200 150-150-25 x3 3.05 CTM-3298 40-80-40 300-250-250 1~-8 x 3 6.30 

CTM-3120 60-60-100 150-150-25 1%x2 4.60 CTM-3300 60-30-30 300·250-250' He x 2V2 5.65 
CTM-3122 80-20-20 150-150-25 1 x3 4.00 ·CTM-3302 100-60-20 300-250-250 13 • x 4 4.90 
CTM-3124 . 80-30-300 150-150-25 l%x2 5.pO *CTM-3304 200-60-20 300 -250 -250 1% x 4 5.50 

*CTM-3126 80·40·20 150-150-25 he~m 2.80 CTM-3306 20-20-20 300-300-25 1 x 2V2 4.15 
*CTM-3128 80·40-300 150-150-25 3.70 CTM-3308 40-15-20 300·300-25 1 x3 4.45 

• Preferred Type 
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CTM·3310 40-20-20 300·300-25 1%x2 4.65 "CTM-3490 90·40-20 350-350-350 1%x4 5.25 
CTM-3312 140·10·'100 300·300-25 1% x 3Y2 6.70 CTM-3492 100-20-20 350·350-350 m~l 5.15 
CTM·3314 30·30-25 300-300-50 1 x3 4.35 CTM-3494 100-40·10 350·350-350 5.25 

*CTM ·3316 100-10-60 300-300-50 ~~ ~ ~Y2 4.05 CTM-3496 100-100·10 350-350-350 1%x4 6.80 
CTM-3318 125-20-20 300-300-50 6.70 CTM-3498 120-40-40 350-350-350 1%x4 9.30 

CTM-3320 125-20-100 300-300-50 1%x3 7.35 CTM-3500 140-140·20 35ll.350-350 1% x 4 7.65 
CTM·3322 125-60·40 300-300-50 ~~~ l 7.35 CTM-3502 20-50-50 400·10·10 1 x2 3.55 

':'CTM·3324 140-100-60 300-300-50 6.05 CTM-3504 40-2QO-60 400·200-200 1%x4 8.30 
"CTM·3326 140·100-100 30Ck300-50 1%x4 8.40 CTM-3506 10·5·40 400-300-25 1 x 2' 3.30 
"CTM·3328 200-20-10 300-300-100 1%x4 4.90 CTM·3508' 60·40-20 400-300-25 1% x 3Y2 6.30 

CTM-3330 40·40·20 300·300-150 1%x2 5.40 CTM-3510 80·20-10 400-300-300 
1% ~ ~~~, 6.40 

CTM·3332 140·10-200 300-300·150 1%x4 5.50 CTM-3512 10-50-30 400-350-25 4.65 
CTM·3334 10-10·15 300-300·250 1 x 2 3.70 CTM-3514 100-10-200 400-350-25 1%x3 4.90 

':'CTM-3336 10-10-10 300-300·300 1 x2 2.40 CTM-3516 80-20-100 400-350-50 1~~m 6.75 
':'CTM-3338 60-20-10 300-300-300 1%x 2 3.45 CTM-3518 100·10-20 400-350-50 6.75 

CTM-3340 80-20-10 3CO·300·300 1% x 2Y2 5.70 CTM-3520 20-15-10 400-350·350 x3 4.45 
':CTM·3342 80-40-40 300·300-300 ~rc;m 4.75 CTM-3522 10-20·20 400-350-350 x3 4.00 

CTM·3344 100-40·20 300·300-300 5.50 CTM-3524 15-15·40 400-400-25 x3 4.20 
':'CTM ·3346 120-50·40 300-300-300 1%x 4 5.85 "CTM·3526 20·20-20 400·400·25 x3 2.85 
':'CTM-3348 150·100·10 300·300-300 1% x4 6.35 CTM-3528 30-10·20 400-400·25 x3 4.25 

CTM·3350 160·60·20 300·300·300 1% x 4 8.20 CTM·3530 20·10-40 400-400-50 1 x3 4.00 
CTM·3352 200-140-20 300-300·300 1% x4 10.60 CTM-3532 30·10-150 400-400-50 1% x 2Y2 5.10 
CTM-3354 30-25-100 350-25·6 1 x 2V2 2.80 CTM-3534 80-40·100 400-400-50 1%x4 7.50 
CTM-3356 5-100-40 350-25·25 1 x2 3.50 "CTM-3536 80-40-150 400-400-50 1%x4 5.25 
CTM-3358 40-100-25 350-50-25 1% x2 4.80 "CTM-3538 100-10-20 400-400-50 1% x 3Y2 4.50 

CTM-3360 10-50-100 350-100-75 x3 4.30 CTM-3540 20-20-20 400-400-100 1 x3 4.45 
"CTM -3362 20-50-100 350-100-75 x 3 3.10 CTM-3542 20-10-10 400-400-350 1 x3 4.05 

CTM-3364 10-10-250 350-150-15 1 x 2Y2 4.15 CTM-3544 20-10-40 400-400-350 1 x3 5.10 
':'CTM-3366 10-50-100 350-150-50 1 x 3Y2 2.85 *CTM-3546 20-20-10 400-400-350 1 x3 3.00 
CTM-3368 60-200-30 350-150-150 1% x 4 4.40 *CTM-3548 60-30-20 400 -400 -350 1% x3 4.55 

CTM-3370 40-80-500 350-200-25 1% X3Y2 7.60 *CTM-35'50 80-20-10 400-400-350 1%x 3 4.30 
"CTM-3372 125-5-100 350-200-75 1% x 3Y2 5.30 *CTM-3552 100-10-80 400-400-350 1%x4 6.10 

CTM-3374 50-10-500 350-250-5 1~ ~ ~~~ 5.55 CTM-3554 10-10-10 400-400-400 1 x 2Y2 2.40 
CTM-3376 50-10-1000 350-250-5 6.10 CTM-3556 40-10-10 400-400-400 1 x3 3.15 
CTM -3378 20-30-20 350-250-25 1 x3 4.20 "CTM-3558 90-10-5 400 -400 -400 1%x3 4.40 

CTM -3380 30-20-100 350-250-5Q 1 x3 4.90 CTM-3560 100-30'20 400-400-400 1%x4 8.25 
CTM -3382 100-40-5 350-250-50 1% x 2Y2 4.85 CTM-3562 10-20-10 450-25 25 1 x2 3.25 
CTM-3384 30-20-10 350-250-250 1 x 3Y2 4.50 CTM-3564 30-20-20 450-25-25 1 x3 4.15 
CTM-3386 10-80-25 350-300-25 1% x3 5.10 CTM-3566 30-100-25 450-25-25 1%x2 4.45 

':'CTM-3388 30-30-20 350-300-,25 1 x3 3.15 CTM-3568 10-100-20 450-50-25 1 x3 3.85 

CTM-3390 30-50-20 350-300-25 1% x 2Y2 5.40 CTM-3570 80-100-20 350-50-50 1%x3 6.40 
CTM-3392 10-40-5 350-300-150 1 ~m 4.30 CTM-3572 10-50-100 450-150-25 1 x,3 4.15 
CTM-3394 20-40-10 350-300-150 1 4.75 *CTM-3574 40-40-130 450-150-50 1%x3 3.70 
CTM-3396 40-20-10 350-300-200 1%x2 4.95 CTM-3576 40-50-100 450-150-50 1% x 2Y2 5.50 
CTM-3398 100-40-40 350-300-250 1% x 3Y2 4.85 *CTM-3578 10-50-100 450-150-75 1 x 3 3.25 

CTM-3400 10-10-1400 350-350-3 1%x3 4.90 CTM-3580 20-50-100 450-150-75 1%x2 5.10 
':'CTM -3402 15-10-20 350-350-25 1 x 2Y2 2.50 CTM-3582 40-90-50 450-150-150 1% x3 4.00 

CTM-3404 15-15-20 350-350-25 1 x 2Y2 4.05 CTM-3584 20-80-50 450-200-50 1% x 2Y2 5.10 
CTM-3406 20-5-30 350-350-25 1 x2 3.70 *CTM-3586 10-100-200 450-200-25 1 x 3Y2 3.60 

"CTM-3408 20-5-100 350-350-25 1 x3 2.60 *CTM-3588 10-100-100 450-200-50 1 x 3Y2 3.55 

"CTM-3410 20-10-20 350-350-25 x 2Y2 2.55 *CTM-3590 20~60-100 450-250-25 1~ ~ ~Y2 3.65 
':'CTM -3412 20-20-20 350-350-25 x 2Y2 2.80 CTM-3592 10-60-60 450-250-250 6.00 

CTM-3414 30-10-20 350-350-25 ~m 4.60 CTM-3594 10-80-80 450-250-250 1%x4 4.15 
"CTM-3416 30-20-20 350-350-25 3.10 CTM-3596 20-40-10 450 -250 -250 1% x2 4.75 

CTM-3418 30-20-40 350-350-25 x3 4.75 CTM-3598 20-60-40 450-250-250 1~s x 3 5,95 

':'CT M -3420 30-30-20 350-350-25 1~X2 3.40 *CTM-3600 80-40-40· 450-250-250 1%x 4 4.80 
CTM-3422 40-5-30 350-350-25 1 a x 2 4.35 *CTM -3602 10-40-10 450-300-150 1% x2 3.10 
CTM-3424 40-40-50 350-350-25 1% x 2Y2 5.65 CTM-3604 30-10-10 450-300-150 Hax2 4.45 
CTM-3426 60-10-25 350-350-25 1~~m 4.50 CTM-3606 5-80-40 450-300-300 1~ ~~ 4.15 
CTM-3428 90-40-50 350-350-25 '7.35 CTM-36C8 10-100-20 450-300-300 6.50 

CTM'-3430 100-20-20 350-350-25 1% x 3Y2 7.10 CTM-3610 20-15-10 450-300-300 1%x3 4.30 
':'CTM-3432 200-10-50 350-350-50 1% x4 5.25 CTM-3612 10-10-20 450-350-25 1 x 2Y2 3.45 
CTM-3434 10-5-30 350-350-50 1 x2 3.30 CTM -3614 10-10-50 450-350-25 1 x3 3.60 
CTM-3436 10-5-150 350-350-50 1 x3 4.05 ~CTM-3616 30-15-40 450-350-25 1% x2 3.20 

*CTM-3438 20-5-150 350-350-50 1 x3 2.95 *CTM-3618 30-40-50 450-350-25 1 x4 '3.70 

CTM-3440 20-10-100 350-350-50 1% x 2Y2 2.90 CTM-3620 20-80-100 450-350-50 1% x 3Y2 6.75 
CTM-3442 70-40-50 350-350-50 1% x 3Y2 6.50 CTM-3622 80-50-100 450-350-200 1% x4 5.85 
CTM-3444 80-10-40 350-350-50 1%x3 . 5.70 CTM-3624 15-20-20 450 -350 -250 1% x2 4.45 
CTM-3446 80-10-100 350-350-50 1%x3 6.15 CTM-3626 20.15·10 450-350·300 1 x3 4.60 
CTM-3448 100-20-50 350·350-50 1% x3 6.95 CTM·3628 40·50-50 450·350·300 1% x4 7.30 

CTM·3450 80-40·400 350·350·50 1%x4 5.65 CTM·3630 20·15-15 450·350·350 1 x3 4.90 
CTM·3452 150-4·30 350·350-50 1% x 3Y2 4.75 "CTM.3632 20·40-10 450·350·350 1% x 2Y2 3.50 
CTM·3454 30-20·100 350-350·75 ,1% x 2Y2 6.00 "CTM·3634 20.80·10 450·350-350 1~~ x 3 4.25 
CTM·3456 40·20·10 350-350·100 1%x2 4.30 *CTM·3636 40·80·40 450-350-350 1% x 3Y2 5.40 
CTM-3458 30·20·100 350·350 -150 1% x 2Y2 4.00 CTM·3638 50·80·10 450·350·350 1~·8 x 3Y2 7.35 

CTM.3460 40·20-10 350·350-150 1 x3 4.80 CTM-3640 60·20-20 450·350·350 1% x 3Y2 6.45 
CTM·3462 40·40·100 350·350·200 1%x4 7.45 CTM·3642 60·40·20 450.350·350 1:% x 3Y2 6.90 

':'CTM·3464 80·40·100 350·350-200 1%x4 5.45 CTM·3644 10·30·150 450·400·5 1 x3 4.50 
':'CTM .3466 100·60·20 350-350·200 1%x 4 5.50 CTM·3646 30·50·40 450·400·25 H .. x3 5.85 
':'CTM·3468 20-10-5 350·350-250 1 x 2Y2 2.55 "CTM·3648 60·80·20 450·400·250 Pax4 5.45 

CTM-3470 30·10·20 350-350-250 x3 4.60 CTM·3650 10·30·30 450-400·300 1~~x2~/2 5.05 
CTM·3472 20·20·10 350·350·350 x3 4.45 CTM·3652 10·30·40 45G·4Q0·300 Ha x 2Y2 5.50 

':'CT M ·3474 30·20·10 350·350·350 1 x 2Y2 3.25 CTM·3654 4·40·40 450·400·300 1% x 2~'2 6.90 
CTM·3476 50·50·50 350·350·350 1~8 x 3Yz 7.30 ':'CT M ·3656 10·10-10 450·450·25 1 x 2V2 2.40 
CTM·3478 60·20·10 350 . 350·350 1%x4 4.00 ':'CTM·3658 10·10·20 450·450-25 1 x 2~/2 2.40 

*CTM-3480 60·40·20 350·350·350 1% x4 4.25 CTM·3660 15·15·20 450-450·25 x3 4.05 
CTM·3482 60·40·40 350·350·350 1%x 4 7.05 "CTM-3662 15·15-40 450-450·25 x 2'-'2 2.75 

':'CTM -3484 6a·50·50 350·350·350 1~ ~ 4 4.90 "CTM·3664 20·10·20 450·450·:<5 x3 2.70 
CTM-3486 80·40-40 350-350·350 7.95 CTM-3666 20·15·20 450·450·25 x 31 2 4.35 

*CTM-3488 80-60·60 350-350·350 1%x4 5.55 CTM-3668 20·20·20 450·450·25 x3 3.05 

* Preferr~, Type 
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'CTM.3670 30·30·20 450·450·25 1% x 2\12 3.55 *CTM·3850 20·20·60 475·475·450 1% x 4 4.85 
CTM·3672 30·30·125 450·450·25 l%x 3 3.95 CTM·3852 10·10·10 475·475·475 1 x3 4.05 
CTM·3674 40·20·20 450·450·25 1~ x 2\12 3.50 CTM·3854 30·30·10 475·475·475 ~~~~ 6.00 
'CTM·3676 40·40·20 450·450·25 1 5 x 3 3.90 CTM·3856 30·30·20 475·475·475 4.45 
CTM.3678 40.40.40 450.450·25 1 Ya x 3 3.95 CTM·3858 40·10·10 475·475·475 '%x3 5.80 

CTM·3680 80·10·125 450·450·25 Ht ~ ~\l2 4.45 CTM·3860 40·20·20 475·475·475 ~~'~~ 7.15 
CTM·3682 80·40·100 450·450·25 5.05 *CTM·3862 40·30·10 475·475·475 4.50 
CTM·3684 10·10·40 450·450·50 1 x 2\12 2.50 *CTM·3864 40·30·30 475·475·475 1% x4 5.15 
CTM·3686 20·10·50 450·450·50 1 x3 2.85 CTM·3866 40·35·10 475·475·475 1.7~ x 3 6.85 
CTM·3688 20·20.100 450·450·50 1% x 2\12 5.25 CTM·3868 10.80·10 500·150·150 1 x 3\12 4.30 

CTM·3690 30·10·150 450.450·50 1~ x 2\12 3.50 CTM·3870 10·100·40 500·200·50 1% x 2\12 5.05 
CTM·3692 30·15·150 450·450·50 1 • x 3 3.70 CTM·3872 40·40·100 500·250·50 1% x3 6.45 
CTM·3694 30.30.40 450·450·50 l%x 3 5.50 CTM.3874 20.20·40 500·300·25 ~~: ~\l2 4.65 
CTM.3696 35·25·150 450·450·50 m~~\l2 3.95 CTM·3876 20·40·100 500·300·25 5.40 

,CTM.3698 40·10·40 450·450·50 4.90 CTM·3878 5·100·200 500·300·150 1% x 4 7.75 

CTM·3700 40·10·100 450·450·50 l%x 3 4.30 CTM·3880 40·40·25 500·400·50 1~:~ 6.45 
CTM·3702 40·30·25 450·450·50 1~ x 2\12 5.65 CTM·3882 20·40·100 500·450·25 5.70 
CTM·3704 40·40·100 450·450·50 1 8 x 3V2 4.30 CTM·3884 80·20·100 500·450·50 1% x4 7.65 
CTM·3706 60·40·75 450·450·50 1 JIB x 4 4.65 CTM·3886 10·40·40 500·450·450 1% x 3V2 6.25 
CTM·3708 80·20·100 450·450·50 1% x4 4.80 CTM·3888 30·20·20 500·500·25 17~ x 2Y2 5.35 

CTM·3710 80·50·50 450.450·50 l%x 4 7.80 CTM·3890 10.10.100 500.500·50 1 x 3V2 4.30 
CTM·3712 30·30·125 450·450·75 1% x 3 6.75 *CTM·3892 20·10·100 500·500·50 1 x4 3.30 
CTM·3714 10·10·50 450·450·100 1}2 x 2 4.00 CTM·3894 30.10·20 500·500·50 1% x 2V2 4.65 
CTM.3716 30·20·30 450·450·150 His x 2(;2 5.25 *CTM·3896 40·40·100 500·500·200 1%x4 5.80 
CTM·3718 40·40·40 450·450·150 1% x 3V2 4.15 CTM·3898 10·10·5 500·500·350 1 x 2\12 3.75 

CTM.3720 40·10·80 450·450·200 1}2 x 3 3.90 *CTM·3900 20·20·60 500.500·400 1% x 3V2 4.80 
CTM·3722 40·10·100 450·450·200 1}2 X 3\12 4.15 "CTM·3902 10·10·10 500·500·500 1 x3 2.70 
CTM·3724 40·40·60 450·450·200 1 Y. x 3V2 4.45 CTM·3904 30·20·20 500·500·500 1%x3 4.20 
CTM·3726 40·40·100 450·450·200 1~ ~ iV2 

4.95 "CTM·3906 40·10·10 500·500·500 1% x3 3.90 
CTM·3728 15·10·120 450·450·300 7.05 *CTM·03908 40·40·10 500·500· 500 1% X 3\12 5.05 

CTM·3730 15·15·10 450·450·300 x 3V2 4.30 
CTM·3732 15·5·15 450·450·350 1 x3 4.30 
CTM·3734 20·20·60 450·450·350 1% x 3\12 7.60 
CTM·3736 40·10·10 450·450·350 1~ ~ ~ 4.95 QUADRUPLE UNITS CTM·3738 40·40·60 450·450·350 7.35 

CTM·3740 40·40·80 450·450·350 1% x4 5.55 CTM·4020 40·40·40·40 25·25·25·25 1% x2 4.15 
CTM ·3742 50.·5·50 450·450·350 1~~f2 4.25 CTM·4022 5·5·25·100 75·75·25·15 1~ ~ ~ 4.00 
CTM·3744 60·20·40 450·450·350 7.35 "CTM·4025 50·20·150·30 150·150·15·15 3.15 
CTM·3746 10·10·10 450·450·450 1 x3 2.60 CTM·4028 40·40·50.200 150·150·25·10 1%x2 4.75 
CTM·3748 15·15·10 450·450·450 1 x 3V2 4.45 "CTM·4031 20·20·160·40 150·150·25·25 178 x 2 3.20 

CTM·3750 15·15·15 450·450·450 x3 3.10 CTM·4034 40·40·100·100 150·150·25-25 1%x2 5.05 
CTM·3752 20·10·10 450·450·450 1 x3 2.90 CTM·4037 40·40·200·100 150-150·25·25 1%x2 5.35 
CTM-3754 20-20-20 450-450·450 H. x 2V2 3.60 "CT'M ·4040 50·40·160·40 150-150·25·25 1~~ ~ 3.55 
CTM -3756 30·10·10 450·450-450 1~ ~~ 3.15 CTM-4043 80·20·160-40 150·150·25·25 5.55 
CTM ·3758 30·20·20 450·450·450 3.85 CTM·4047 80·30·100·40 150·150·25-25 1%x2 5.20 

CTM·3760 30·30·10 450-450·450 1%x3 5.65 CTM-4050 40-40-100·100 150·150·50-50 1% x2 5.55 
CTM-3762 30-30·30 450·450·450 1~ ~~V2 4.35 CTM-4052 30·20·20-200 150·150-150·10 1% x 2 4.65 
CTM-3764 40·10·10 450·450·450 3.35 "CTM.4055 40·40·20·200 150-150·150·10 1%x2 3.20 
CTM·3766 40·30·20 450·450·450 1% x 3 4.30 CTM·4058 50-30·25·200 150·15()·150·10 1% x 2 5.05 
CTM.3768 40·40·10 450·450·450 1% x 2V2 4.15 ':'CTM ·4061 60-40-20·200 150-150·150-10 1%x2 3.45 

CTM·3770 40·40·20 450·450·450 l%x 3 4.45 CTM-4064 80-80-10·200 150·150·150·10 1~: ~~; 5.85 
CTM-3772 40·40·40 450·450·450 1% x 3V2 4.90 *CTM ·4067 200·30·10·100 150-150-150-10 4.10 
CTM·3774 50·30·30 450·450·450 m~~~; 7.15 *CTM-4()70 290·30·10·100 150-150-150·10 1% x 3V2 4.50 
gTM-3776 50·40·30 450·450·450 4.90 CTM·4073 60·20·20·1000 150-150-150·15 1% x 2V2 7.00 

TM·3778 60·10·10 450·450·450 1% x3 5.85 CTM-4076 2O·20-2()-2O 150·150-150·25 1%x2 4.35 

CTM·3780 60·20·20 450·450·450 1fls : ~ 4.60 CTM·4079 30·20·20·100 150·150-150·25 1%x2 4.75 
'CTM·3782 60·30·10 450·450·450 4.50 "CTM-4082 30·30·30·40 150·150·150·25 1% x2 3.10 
'CTM·3784 60·40·20 450·450·450 1%x3% 5.00 ':'CTM·4085 40·20·20·20 150·150·150-25 1%x2 2.95 
CTM-3786 80·40·10 450·450·450 m~: 7.60 CTM·4088 40·30·20·100 150·150-150·25 1% x2 4.80 
'CTM·3788 80·40·20 450·450·450 5.40 ':'CTM ·4092 40·40·30·20 150-150·150·25 l%x 2 3.10 

'CTM·3790 20·50·20 475·50·25 1 x3 2.75 CTM-4095 40-40-30·120 150·150·150-25 1~ ~~ 5.25 
'CTM·3792 80·8u-50 475·150-50 l%x 4 4.85 "CTM-4098 40·40·40-20 150·150·150·25 3.15 
CTM·3794 10·100·40 475·200·50 1% x 2V2 5.05 CTM·4101 40·40-40-100 150·150·150·25 1% x 2 5.05 
CTM·3796 40·40·100 475-250-50 1% x3 6.45 "CTM·4104 40·40·40·160 1.50·150·150·25 1%x2 3.55 
CTM·3798 40·40·100 475·250·100 1%x3 6.15 "CTM·4107 50·20·20·200 150·150·150-25 1%x2 3.50 

CTM·3800 40·40·10 475·250·250 1~ ~ ~V2 6.00 CTM·4110 50·30-30·100 150-150-150·25 1%x2 3.40 
CTM·3802 20·20·40 475·300·25 4.65 *CTM.4113 50·50·50·20 150·150·150·25 1%x2 3.55 
CTM·3804 40·40.100 475·300·50 1% x 3V2 6.75 CTM·4116 50·50-50-100 150·150·150·25 1%x2 5.65 
CTM·3806 40·80·10 475·300·300 1~~r2 7.20 CTM·4118 60·30-10·60 150-150,150·25 1% x 2 4.60 
CTM·3808 10·100·25 41'5·350-25 5.55 CTM·4120 60·40·20.20 150·150·150·25 1% x2 4.95 

CTM -3810 10·4·100 475·350·50 x 2V2 3.90 CTM·4122 60·60·10·60 150·150·150·25 1~ ~ ~V2 5.25 
CTM·3812 20·10·5 475·350·150 1 x 2Y2 4.20 CTM ·4124 70·40·40.25 150-150-150·25 5.20 

'CTM·3814 10·4·40 475·350·250 1% x 2 2.75 CTM ·4126 80·40·30·100 150·150·150·25 1% X2V2 5.55 
CTM·3816 20·20·10 475·350·350 1 x3 4.80 ':'CTM -4128 80-40·40·20 150·150·150·25 l%x 2 3.55 
CTM ·3818 40·40·25 475·400·50 1% x3 6.45 *CTM ·4130 80·40·40·40 150-150·150·25 1% x 2Y.2 3.60 

CTM·3820 10·45·100 475·450·50 1% x 3 5.50 *CTM·4132 80·40·40-100 150·150·150·25 m~~~; 3.75 
CTM·3822 40·40·20 475·450·50 1% x 3 6.60 CTM·4134 80·50·50.25 150·150·150·25 5.70 

:'CTM·3824 10·40·100 475·450·200 1%s x 3 4.20 CTM -4136 80·60·40.100 150·150·150.25 1% x 2V2 5.95 
CTM·3826 40·20·20 475·450·450 1%){ 3 6.75 ':'CTM-4138 100-90-60-200 150-150-150·25 1~ ~~ 4.95 

'CTM·3828 40·80·10 475·450·450 13 g x 4 5.50 CTM -4140 125-125·40·100 150·150·150·25 7.45 

CTM·3830 40·40·500 475·475·10 1~''8 x 31/ 2 8.20 CTM·4143 250·200·10·25 150·150·150·50 1%x4 5.35 
CTM·3832 10·10·5 475·475·25 1 x 2V2 3.70 ':'CTM ·4146 200·200·100·10 150-150·150·75 1% x4 5.95 
CTM·3834 10·10·100 475·475·25 1 x3 4.00 ':'CTM ·4148 40·40·40·30 150·150·150·150 1% x 2 3.30 
CTM·3836 20·10·20 475·475·25 1 x3 4.35 CTM·4150 50·40-30·30 150·150·150·150 1% x2 5.10 
CTM·3838 10·10·150 475·475·50 1 x3 4.50 CTM ·4152 50·50-50·50 150·150·150·150 1% x 2V2 5.85 

CTM·3840 20·10·20 475·475·50 1 x3 4.45 CTM-4154 80·50·20-20 150·150-150·150 1% x 2V2 5.55 
CTM·3842 20·10·100 475·475·50 1% x2 3.25 "CTM·4156 100-80-60·40 150·150·150·150 1%x3 4.65 
CTM·3844 25·10·20 475·475-50 1 x3 4.45 *CTM·4159 200-200·60·30 175-175·175·175 l%x 4 5.55 

"CTM·3846 20·10·100 475·475·400 1% x4 5.25 *CTM·4163 250-200·10·10 175·175·150·150 1%x4 5.50 
CTM·3848 20·20·60 475·475·400 1% x 3V2 7.20 CTM-4165 40·20·10-20 200·200·200·25 1% x 2 4.80 

• Preferred Type 
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CTM·4167 60.20·5·50 200·200·200·50 1~X3 5.25 ·CTM·4393 40·40·40·150 350·350·350.50 1~ x4 5.6! 
CTM·4170 40·40·50·80 250·250·150.150 1 X2V2 6.15 CTM·4395 50·40·20·100 350·350·350·50 1 8 x 3 7.7! 

·CTM·4173 100·40·10·100 250·250·250·50 1~X3V2 5.15 CTM·4398 50·40·40·160 350·350·350·50 1%x4 8.6! 
CTM·4176 80.60·40·20 250·250·250·150 1 x 4 7.65 CTM.4400 60·25·25·100 350·350·350·50 l~X 3V2 7.7! 
CTM·4178. 40.40·20·20 250·250·250·250 ,. x 2V2 6.00 *CTM·4403 60·30·30·150 350·350·350·50 1 x3 5.5' 

CTM·4180 101)·40.80.20 300·50·25·25 1%x3 6.85 *CTM·4405 70·40.10·50 350.350.350.50 1%x3 5.2! 
·CTM·4183 20·150·150·100 300·150·150·30 1~X4 5.30 *CTM·4408 100·10·10·20 350·350·350·50 l~X 3V. 5.1! 
*CTM·4185 ' 10·200·140·30 300·150·150~150 1 x 3V2 5.10 *CTM·4410 100·20·10·20 350·350·350·50 1 8 x 3V2 5.41 
*CTM·4188 10·200·200·30 300'.150·150.150 1~x4 5.35 ·CTM·4413 100·40·30·50 350·350·350·50 1 x4 6.5! 
·CTM·4190 100·60·10·20 300·200·150·50 1~ X3V2 4.85 CTM·4415 140·20·10·100 350·350·350·50 1%x4 9.2! 

CTM·4193 120·20·20·100 300·250·25·30 1~ x 3V2 7.90 *CTM·4418 90·30·5·100 350.350.350~75 1% X3V2 6.1 
CTM·4195 200·20·100·20 300·250·50·25 1 a x4 5.80 CTM.4420 80·60·40·20 350·350·350·150 

1§X4 
9.1 

CTM·4198 40·40·40·40 300 ·250·250.25 1~X2V2 6.60 CTM·4424 20·10·5·60 350 ·350·350·200 1 X2V2 5.& 
CTM·4200 80·5·60·20 300·300·150·25 1 x 3 4.35 CTM·4428 30·10.5.100 350·350·350·200 1 X2V2 4.5 
CTM·4203 100·40·125·50 300·300·150·50 lYa x 4 9.30 CTM·4432 30·20·5·100 350·350·350·200 1 x 3 4.7 

I 
·CTM·4205 140·10·10·100 300·300·150·50 1~ x 3V2 5.05 CTM·4439 80·40·10·100 350·350·350·200 1~ x 3V2 7.4 
·CTM·4208 100·10·200·30 300·300·150·150 1 x 4 5.90 CTM·4443 130·20·10·40 350·350·350·300 1 x4 9.8 
·CTM·4210 140·10·200·30 300·300·150·150 1~x4 6.25 CTM·4446 35·30·20·10 350·350·350·350 l%x 3 6.9 
*CT(III.4213 140·10·200·60 300·300·150·150 1~ X4V2 6.40 ·CTM·4449 40·20·20·10 350·350·350·350 1~X2~ 4.3 
*CTM·4215 150·20·10·250 300·300·250·50 1 x 4 6.05 CTM·4453 40·25·25·10 350·350·350·350 1 8 x 22 5.9 

CTM·4218 10·10·10·20 300·300·300·25 1%x2 4.45 '*CTM.4456 40·40·40·40 350·350·350·350 ~ii' ~: 6.0 
CTM·4220 40·30.20.50 300.300·300.25 1~ X2V2 6.25 *CTM·4459 80·60·40·20 350·350·350·350 6.41 

*CTM·4223 60·40·20·50 300·300·300·25 1 x 3V2 4.70 *CTM·4461 90·40·30·30 350·350·350·350 1~X4 6.8 
CTM·4225 30·30·15·30 300·300·300·50 1%x3 5.50 CTM·4464 100·20·10·5 350·350·350·350 1%X3~ 7.9 
CTM·4228 60·30.10·50 300·300·300·50 1% X2V2 6.30 *CTM·4467 100·40·10·10 350·350·350·350 1 x 3 ' 2 6.0 

*CTM·4230 150·30·30.150 300·300·300·50 1~x4 6.10 ·CTM·4469 100·40·25·25 350·350·350·350 

l1
X4 

6.5 
·CTM·4233 40.40·40·20 300·300·300·150 1~x3 4.90 CTM·4471 50·20·100·25 400·200·150·25 1 8X2~ 7.0 
*CTM·4235 120·40·40·10 300·300·300·250 1~X4 6.30 CTM·4473 20·20·10·40 400·250·250·25 1 8 x 2. 5.0 
*CTM·4238 40·20·10·10 300·300·300·300 1 x2 3.95 *CTM·4475 40·120·10·150 400·250·250·50 1 x 4 5.9, 
*CTM·4240 40:40.20.10 300·300·300·300 1 Ya x 3V2 4.55 CTM·4477 10·100·,10·100 400·300· 75.25 1 x 2V2 7.0 

*CTM·4243 40·40·30·20 300·300·300·300 1~X3 4.85 CTM·4479 30·40·50·200 400·300·250·150 1%x4 9.0 
·CTM·4245 60·40·10·10 300·300·300·300 1 X2V2 4.55 CTM,·4481 20·30·20·20 400·300,300·25 1~X2V2 5.7 
·CTM·4248 100·40·20·20 300·300·300·300 1~x4 8.70 CTM·4483 80·40·20·10 400·300·300·300 1 x 4 8.3 
CTM·4250 100·50·10·5 300·300·300·300 1~ x4 7.75 CTM·4485 20·40·100·10 400·350·50·50 1 x3 6.3 

·CTM·4253 140·100·20·20 300·300·300·300 1 X4V2 7.10 CTM·4487 20·10·10·20 400·350·200·25 1 x 2 4.8 

*CTM·4255 150·100·10·10 300·300·300·300 l~X 4 6.65 *CTM·4489 40·80·100·25 ,400·350·200·50 
l1

x3V2 
5.9 

CTM·4258 150·150·30·30 300·300·300·300 1 X4V2 7.70 CTM·4491 40·10·80·10 400 ·350 ·200 ·250 1 x4 7.0 
·CTM·4260 200·20·20·20 300·300·300·300 H:~~ 6.15 CTM·4493 80·40·20·20 400·350·300·300 1 x 3V2 6.4 
CTM·4263 20·150·80·20 350·150·150·25 6.85 CTM·4495 10·50·30·30 400·350·350·25 1 x 3 6.6 
CTM·4265 60·60·30·160 350·150·150·25 1%x3 6.85 CTM·4497 35·25·25·20 400·350·350·25 1% X2V2 6.8 

CTM·4268 40·50·20·80 350·150·150·50 

l1
X3 

6.10 CTM·4499 80·40·10·10 400·350·350~25 1~X4 7.9 
CTM·4270 20·60·160·40 350·200·25·25 1 8 x 2 6.00 ·CTM·4501 20·50·40·80 400·350·350·50 1 x3 5.0 
CTM·4273 15·80·40·200 350·200·200·25 1 x 3 6.75 CTM.4503 30·60·20·100 400·350·350·50 1 x 4 7.5 
CTM·4275 20·100·100·10 350·200·200·100 1 x 4 7.50 CTM·4505 40·80·10.100 400·350·350·200 1~X4 8.5 
CTM·4278 20·100·100·20 350·200·200·200 1 x4 7.75 CTM·4507 40·100.20·10 400·350·350·350 1 x4 6.5 

CTM·4280 20·40·10·250 350·300·150·50 ~~~l 6.90 CTM·4509 10·10·25·25 400·400·25·25 1%x2 4.2 
CTM·4283 '140·10·10·100 350·300·150·50 5.75 CTM·4511 20·5·20·20 400·400·25·25 1~X2 4.6 

*C.TM·4285 20·150.10.250 350·300·150·50 1%x4 6.10 CTM·4513 20·20·40·10 400·400·25·25 1 X2V2 7.6 
CTM·4288 40·40·20·20 350·300·300·25 1~ x 3V2 6.75 CTM·4515 50·25.100·20 400·400·50·25 1%x3 7.0 

·CTM·4290 160·30·30·20 350·300·300·50 1 x 4 5.80 ·CTM·4517 50·40·100·100 400·400·50.25 1%x4 5.1 

*CTM·4293 30·30·50·100 350·300·300·75 1%x3 5.a6 CTM·4519 80.40.100·20 400·400·50·25 1%x4 8.4 
CTM·4295 40·80·10·10 350·300·300·300 1%x3 5.35 *CTM·4521 100·10·30·20 400·400·50·50 1~X3V2 5.1 

*CTM·4298 140·100·20·20 350·300·300·300 1~X4~ 7.70 CTM·4523 20·10·10·25 400·400·100·25 1 x 2 , 4.6 
·CTM·4300 160·30·10·4 350·300·300·300 1 x 3 2 6.05 ·CTM·4525 20·20·100·100 400.400.100·100 1 X 3 5.2 
·CTM·4303 160·60·10·4 350·300.300.300 1%x4 6.30 ·CTM·4527 20·10·20·25 400·400·200·25 1%x2 3.3 

*CTM·4305 40·10·100·25 350·350·25·25 1~x2 3.75 CTM·4529 10·10·40·10 400·400·200·50 1~X2 4.8 
·CTM·4308 60·4·100·40 350·350·25·25 1~X2~ 3.80 CTM·4531 40·30·80·10 400· 400 ·200·200 1 x 3V2 7.~ 
CTM·4310 100·4·50.50 350·350·50·25 l~X 32 7.50 CTM·4533 80·10·80·100 400·400·250·50 1~x4 5.8 
CTM·4313 200·10·4·20 350·350·50·25 h~ ~ ~V2 8.70 CTM·4535 40·10·80·10 400·400·250·250 1~ x 3V2 7.01 
CTM·4315 60.5·50·20 350·350·50·50 3.65 CTM·4537 5·5·50·80 400·400·300·250 1 x 3 7.0 

CTM·4318 100·20·50·30 350·350·50·50 1~~lV2 8.Hi *CTM·4539 50·20·20·25 400·400·350·25 1%x3 4.4', 
·CTM·4320 60·20·80·100 350·350·150·50 4.90 CTM·4541 60·40·40·10 400·400·350·50 1~ ~lV2 8.6! 
CTM·4323 60·10·100·100 350·350·150·10 1%x4 6.00 CTM·4543 100·10·20·20 400·400·350·50 5.4\ 

*CTM·4325 100·60·100·100 350·350·150·10 1~~~~ 6.80 CTM·4544 20·20·20·20 400·400·400·25 1%x2V2 5.81 
CTM·4328 15·15· 150. 150 350·350·150·150 6.95 CTM·4545 60·30·30·150 400·400·400·25 1% x 4 8.7' 

CTM·4330 40·20·10·20 350·350·200·25 1%x2 5.85 *CTM.'4547 80·40·10·20 400·400·400·25 1~X4 5.3, 
CTM·4333 40·20·100·10 350·350·200·50 In x3 

7.15 ·CTM.~9 80·40·30·40 400·400·400·25 1 x4 5.9! 
CTM·4335 ' 80.20·20·100 350.350·200·50 1 x 3~2 7.50 CTM·4551 90·40·10·40 400.400·400·25 1~ x 4 8.7' 
CTM·4338 80·20·20·200 350·350·200·50 ~~~m 8.10 CTM·4553 40·40·40·150 400·400·400·50 1 x 4 8.5! 

*CTM·4340 60·40·60·20 350·350·200·150 5.05 *CTM·4555 90·20·10·50 400·400·400·50 1%x4 5.41 

CTM·4343 80·60.60.10 350·350.200.150 ln X4 8.40 CTM·4557 80·20·10·100 400·400·400·50 1~X4 7.9, 
CTM·4345 50·30·8·20 350·350·250·200 1. 8 x 2V2 6.75 *CTM·4559 80·40·30·4 400·400·400·350 1 x4 -S.9! 
CTM·4348 15·15·15·15 350·350·300·25 1~X2 5.2Q CTM·4561 30·30·20·20 400·400·400·400 1% x3 7.3, 
CTM·4350 35·35·10·20 350·350·300·25 1 x 2V2 6.25 CTM·4563 40·35·10·10 400·400·400·400 1~~l 6.7! 
CTM·4353 100·80·10·20 350·350·300·50 1 x 4 6.60 CTM·4565 50·40·30·20 400·400·400.400 5.6! 

CTM·4355 100·60·40·40 350·350·300· 75 1~ x 4 6.80 CTM·4567 80·10·10·10 400·400·400· 400 1% X 3V2 7.0! 
CTM·4358 10.10· 10·10 350·350·300·300 1 x 2 4.65 ·CTM·4569 80·25·10·10 400· 400·400·400 1~X4 5.2! 
CTM·4360 10·10·10·20 350·350·350·25 1%x2 4.45 ·CTM·4571 100·40·10·10 400· 400·400·400 1 x4 6.H 

·CTM·4363 20·10·5·10 350·350·350·25 ~~~~ 3.10 CTM·4574 40·40·30·10 450·150·50·50 1%x3 5.6! 
*CTM·4365 30·10·5·200 350·350·350·2~ 3.80 CTM·4577 10·80·40·100 ~·200·2OO·50 1%x3 6.4< 

CTM·4368 30·20·20·20 350·350·350.25 1%x2~2 6.15 ·CTM.4579 20·80·20.50 450.200·200·50 1%x3 4.1C 
CTM·4370 40·20·5·10 350·350·350·25 1~ X2V2 5.70 CTM·4582 60·40·10·80 ~·250·150·50 1%x av2 7.~ 
CTM·4373 40·20.20·25 350·350·350·25 1 x 2V2 6.40 CTM·4585 40·40·40·20 450·250·250·25 1~ x,3 6.n 
CTM·4375 40·25·25·20 350·350·350·25 1~ x3 7.00 ·CTM·4588 60·80·40·20 450·250·250·150 1 x4 5.6f 

*CTM·4378 40·40·20·20 350·350·350·25 1 x 3 4.65 ·CTM·4591 10·100·10·100 450·300·75·25 1 x 3 4.75 

·CTM·4380 40·40·30·10 350·350·350·25 l~X 3 4.95 CTM·4594 10·10·60.100 450·300·200·50 1~X3 5.70 
·CTM·4383 40·40·40·40 350·350·350·25 1 8 x 3 5.20 CTM·4597 10.40·40·100 450·300·250.50 1 x 3V2 6.60 
·CTM·4385 120·20·10·50 350·350·350·25 1~X3 5.60 CTM·4600 30·40·50.200 450·300·250·150 1~ x 4 9.00 
CTM·4388 15·15·15.50 350·350·350·50 1 X 2 5.65 *CTM·4603 25· 100·10·60 450·300·300·50 1 x3 5.30 
CTM·4390 40·30·10·50 350·350·350·50 1%x3 6.60 ·CTM·4606 40·40·40·20 450·300·300·150 1 x 3 4.90 

'" Preferred Type 
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\~AII:I 
electronics inc. 

Catalog 
No. 

·CTM·4609 
C.TM·4612 
CTM·4615 

·CTM·4618 
CTM.4621 

CTM·4624 
CTM.4627 

·CTM·4630 
CTM·4633 

·CTM·4636 

CTM·4639 
CTM·4642 

'CTM·4646 
CTM·4648 
CTM·4651 

CTM·4654 
CTM·4657 
CTM·4660 
CTM·4664 
CTM·4666 

'CTM·4669 
'CTM·4672 
CTM·4675 

'CTM·4678 
'CTM·4681 

·CTM·4684 
'CTM·4687 
CTM·4690 
CTM·4693 
CTM·4696 

CTM·4699 
CTM·4702 
CTM·4705 
CTM·4708 
CTM·4710 

'CTM·4712 
'CTM·4714 
CTM.4716 
CTM.4718 
CTM·4720 

·CTM·4722 
CTM·4724 
CTM·4726 
CTM·4728 

·CTM·4730 

CTM·4732 
CTM·4734 
CTM·4736 
CTM.4736 

·CTM·474O 

·CTM·4742 
·CTM·4744 
·CTM·4746 
·CTM·4748 
'CTM-4750 

CTM·4752 
*CTM·4754 
*CTM·4756 
*CTM·4758 

CTM·4760 

·CTM·4762 
*CTM·4764 

Capacity 
MFD. 

10·100·20·20 
10·100·20·20 
10·40·80.10 
10·40·100·100 
40·30·15.50 

10·140·20·10 
10.100·10·20 
10.80·40·25 
20·15·15·20 
20·80·50·100 

30·40·40·10 
80·10·30·40 
80·10·40·30 
5·60·50·20 
10·40·30·40 

80·40·10·150 
10·40·40·100 
60·40·20·20 
10·10·20·20 
20.10·100·50 

20·15·20·20 
30·30·125·125 
30·10·150·30 
20·20·60·100 
40·40·125·125 

10·10·60·100 
35·25·20·100 
40·40·100·60 
10·10·10·50 
40·40·10·50 

20·20·30·30 
20·5·50·20 
20·20·30·30 
40·10·35·10 
40·20·80·10 

40·40·30·30 
10·10·10·20 
10.10.10·100 
15·10·10·20 
20·10·10·100 

20·20·20.20 
30·15·15.40 
30·20·20·20 
30.30.10·20 
30·30.10.125 

30·30·20.20 
40·10.10·250 
40·15·10·25 
40·20·10·20 
40·20·20·20 

40·20.20·40 
40·30·10·20 
40·40·10·20 
40·40·20·20 
40-40-40-40 

50·40·5·20 
60·40·40·10 
60·50·5·20 
80·40·40·40 
10·10·10·150 

WVDC 

450·300·300·200 
450·300·300 ·300 
450·350·200·200 
450·350·250·50 
450·350·300·50 

450·350·300·300 
450·350·350·25 
450 ·350 ·350·25 
450·350·350·25 
450·350·350·50 

450·350·350·200 
450·400·300·150 
450.400.300.300 
450·400·350·25 
450·400·400·25 

450·400 ·400·50 
450.400·400·50 
450·400·400·100 
450·450·25·25 
450·450·25·25 

450·450·25·25 
450·450·25·25 
450·450·50·50 
450·450·150·25 
450·450·150·25 

450·450·200·50 
450·450·200·50 
450·450·200·200 
450·450· 300·25 
450·450·300·50· 

450 ·450 ·300· 300 
450·450·350·25 
450·450·350·350 
450·450·350·350 
450·450·350·350 

450·450·350·350 
450·450· 450·25 
450.450·450.25 
450·450·450·25 
450.450·450·25 

450·450· 450 ·25 
450·450·450·25 
450·450·450·25 
450·450·450-25 
450·450·450·25 

450·450·450·25 
450·450·450·25 
450·450·450·25 
450·450·450·25 
450·450·450·25 

450·450·450·25 
450·450·450·25 
450·450·450·25 
450·450·450·25 
460-450·450-25 

450·450-450·25 
450·450·450·25 
450·450· 450· 25 
450 ·450· 450·25 
450·450-450·25 

Dlam_ x 
Length 

11 x3 1 x 3 
1 X 3V. 
1 x 3 
1 x3 

1%x4 
1%xS 
1~X4 1 x 2V. 
1 x4 

11X SV. 1 x 4 
1 x 4 
1 X 3V. 
1 x S 

1%x4 1n XSV• 1 x4 
1 x2 
1% x2 

1%x2 
1%x 3 

n~ ~ iv. 
1~h4 

~~;~ 
1%x4 
1% x2 
1% x sv, 
1%x sv, 1n x2V, 
1 x S 
1% x3V, 
1%x4 

1%x4 
1%x2 

~~ ;~ 
1%x2 

1% x 21/, 
1% x 2V, 
1%xS 
1% x 3 
1% xS 

1%x3 
1%x 3 
1%x3 
1% x 3 
1%x3 

1%x3 
1% x 31/, 
1! x 31/, 
1 8 x 31/2 
1 x 3 

1%x3 
1%x4 
1%x 4 
1%x4 
1% x 2V2 

SECTION 1500 

List 
Price 

5.05 
7.90 
7.05 
5.55 
6.55 

8.95 
7.80 
4.60 
5.70 
6.00 

7.'5 
7_90 
5.80 
7.60 
6.60 

9.00 
7.30 
8.70 
4.45 
5.35 

3.45 
4.85 
6.15 
4.25 
5.70 

3.85 
4.65 
6.05 
4.75 
7.05 

6.75 
6.85 
7.60 
6.90 
8.70 

5.90 
3.15 
4.90 
4.95 
5.55 

4.15 
6.25 
6.60 
6.55 
4.70 

7.00 
7.05 
6.15 
6.40 
4.60 

4.65 
4.50 
4.70 
5.00 
5.50 

7.20 
6.00 
5.35 
6.45 
5.55 

Catalog 
No. 

·CTM·4824 
*CTM·4626 
CTM·4828 

·CTM·4830 
*CTM·4832 

*CTM·4834 
*CTM·4836 
·CTM·4838 
*CTM·4840 
*CTM·4842 

CTM·4844 
*CTM·4846 
*CTM·4848 
*CTM·4850 
·CTM·4852 

*CTM·4854 
*CTM·4856 

CTM·4858 
CTM·4860 

*CTM·4862 

·CTM·4864 
*CTM.'I866 
*CTM·4868 
*CTM·4870 

CTM·4872 

·CTM·4874 
CTM.4876 

·CTM·4878 
*CTM·4880 
·CTM·4682 

CTM·4884 
CTM·4886 
CTM·4888 

*CTM·4890 
*CTM·4892 

*CTM·4894 
*CTM·4896 

CTM·4898 
·CTM·4900 

CTM·4902 

*CTM·4904 
CTM·4906 
CTM.4908 
CTM·4910 
CTM·4912 

*CTM.4914 
*CTM·4916 

CTM·4918 
*CTM·492O 
·CTM·4922 

CTM·4924 
*CTM·4926 
CTM·4928 
CTM·4930 
CTM·4932 

CTM·4934 
*CTM·4936 
*CTM·4938 
*CTM·494O 

Capacity 
MF. 

35·S5·10·5 
40·10·10·10 
40·20·20·10 
4O·S5.10·10 
40·40·4·4 

40·40·20·20 
40·40·30·30 
40·40·40·40 
60·20·20·20 
60·30·10·2 

70·10·10·5 
80·10·10·10 
40·40.50·80 
20·40·100·80 
10·100.10·100 

20·80·20·10 
20·140·20·10 
10.20·100·25 
10·40·80·100 
20.40.80.100 

10·40·80·100 
10.30:5.80 
10·140·4·100 
10·130·20·10 
20·60·40·10 

30·130·10·10 
10·40·100.10 
10·40·4·100 
10·80·40·100 
5·70·25·5 

10·10·80·50 
25·20.20.100 
25.20·40·100 
10·60·30·125 
10·50·30·30 

10·40·10·100 
15·15·80·40 
50·30·20·20 
40·10·4·40 
40·10·40·10 

20.10.20·100 
10.5·80-40 
30·30·10·20 
40·20·10·10 
80·30·10·20 

20·20·10·10 
50·30·10·20 
10·10·10·10 
20·20·10-10 
20·20·20.20 

40·10·10·10 
40·20·10·10 
10·10·4·20 
10·100·30-100 
5.100.10-200 

20·80·20·10 
30·10.150·30 
10.10·10·10 
40·40.8·8 

TWIST MOUNT 
ELECTROLYTIC 
CAPACITORS 

WVDC 

450·450·450·450 
450·450·450·450 
450·450·450 ·450 
450·450·450·450 
450·450·450·450 

450·450·450·450 
450·450·450·450 
450·450·450·450 
450·450·450·450 
450·450·450·450 

450·450·450·450 
450.450·450·450 
475·250·150·50 
475·300·50·25 
475·300·300·25 

475·300·300·300 
475·300·300·300 
475·350·25·25 
475·350·200·100 
475.350·200·100 

475·350·300·100 
475·350·350·50 
475·350·350·50 
475·350·350·350 
475·350·350·350 

475·350·350·350 
475·400·50·25 
475·400·350·50 
475·400·400·50 
475.40Q.400.400 

475·450·200·60 
475·450·300·50 
475·450·300·50 
475·450·400·50 

'475·450·450·25 

475·450·450·50 
475·475·300·50 
475·475·300·300 
475.475-350·300 
475·475-350·350 

475·475·450.25 
475·475·450·50 
475·475·475·25 
475-475·475·25 
475·475·475·25 

475·475·475·300 
475·475·475·300 
475-475·475·475 
475-475·475·475 
475-475·475·475 

475-475·475-475 
475·475·475·475 
500-300·300·25 
500·300·300·25 
1;00-300·300.150 

500·300·300·300 
500·450·50·50 
500-500·500·500 
500 -500·500.500 

Dlam.x 
Length 

'!X 3V, 1 x 3 
1 x 3 
1% xS 
1% x sv, 

11 x4 1 x4 
1 x 4 
1 x 4 
1 x 3 

11X a' 1 x4 
1 x SV. 
1 x 3 
1 X sv, 
1% X av. 
1% x4 

~~ ;~V. 
1% x4 

11 x4 1 x 2V. 
, x4 
1 x'4 
1 8 x 3V. 
1%x4 
1% x 2~. 
1% X 21/2 
1% x4 
1% x SV2 

~12 iv2 13 x 4 
1 x S 

1n x 2V2 1 x 3 
1 x 4 
1%xS 
1%x3 

1% x 21/. 
1~ x sli. 
1 x 3 
1j08x3 
1% x4 

1% x 2'1. 
1% x 3V. 
1% x2 
1% X2V2 
1% x 3 

1% x3 
1% x 3 
1%x2 
1% x 31/. 
1%x4 

1% x 3V. 
1% x3 
1%x2 
1%x4 

INSULATING TUBES 

Llat 
PriCe 

4.80 
4.10 
7.20 
4.80 
4.65 

5.56 
6.06 
6.45 
5.66 
5.10 

7.15 
5.05 
5.00 
4.45 
4.90 

5.00 
6.00 
S.45 
7.20 
5.45 

5.55 
5.55 
5.65 
6.00 
7.80 

6.40 
6.00 
4.05 
5.80 
5.05 

5.80 
6.90 
7.45 
5.55 
4.75 

4.S0 
4.80 
8.55 
4.95 
5.50 

4.20 
7.S5 
6.85 
7.30 
8.65 

4.30 
5.60 
5.25 
4.35 
5.10 

7.00 
5.10 
2.90 
'1'.80 
8.80 

7.50 
4.20 
3.fiO 
5.70 

CTM·4766 
·CTM·4768 
*CTM·4770 

20·20-20·100 
30·30·15·30 
30·30·15·100 
40.20·10·100 
40·40·10·25 

450·450·450·25 
450 ·450·450 -25 
450·450·450-25 
450·450·450-25 
450·450·450·25 

1%'x 21/2 
1%x3 
1% x 31/2 
1% X 3V2 
1%x3 

4.55 
4.55 
7.35 
4.60 
4.70 

FOR TWIST MOUNT CAPACITORS 

*CTM·4772 
·CTM·4774 
·CTM·4776 

CTM·4778 
·CTM·478O 

CTM.4782 
CTM·4785 
CT'.1·4788 
CTM·4790 
CTM·4792 

·CTM·4794 
CTM·4796 

·CTM.4798 
CTM·4800 
CTM·4802 

·CTM·4804 
*CTM·48Q6 
*CTM.4808 
*CTM·4810 

CTM·4812 

*CTM·4814 
CTM-4816 
CTM·4818 

*CTM·482Q 
CTM·4822 

• Preferred Type 

:9 U.c.P., Inc. 

40·40·10·50 
60·40·10·25 
40·40·10·100 
10·10·10·10 
60·10.10·20 

35·35·10·10 
40·10·10·100 
40.40·30·10 
30·10·10·10 
40·10.10·40 

40·20·10·100 
60·10·10·40 
40·10.10·40 
40·20·20·20 
40-40·10·10 

5.5·5·5 
10·10·10·10 
20.10.10.10 
20·20·20·20 
25·20·20·20 

30·15·15·15 
30·20·20·10 
30·30·15·10 
30·30·20·20 
30·30·30·15 

450·450·450·25 
450·450·450·25 
450·450·450·100 
450.450·450·150 
450·450·450·150 

450 ·450·450·200 
450 ·450·450·200 
450· 450· 450·200 
450 ·450·450 ·250 
450 ·450· 450 ·250 

450·450·450·250 
450·450·450·250 
450 ·450·450·350 
450-450·450·350 
450 ·450· 450·350 

450 ·450 ·450 ·450 
450·450·450·450 
450·450·450·450 
450·450·450·450 
450 ·450·450·450 

450 ·450 ·450 ·450 
450- 450 -450 -460 
450-450·450·450 
450 ·450·450 ·450 
450-450.450·450 

1%x4 
1%x4 1n x 3V2 
1 x 2 
HB x 3 

r~;~V2 
1%x4 
1%x 2y~ 
1% x 3Y2 

1~:v.X4 
132 x 3V2 
1 x 3 
1%x3 
1% x 3V2 

1%x2 
1%x2 
1% x 2V2 
1% x3 
1% x 3V2 

~~;~ 
~~;r2 
1%x4 

4.80 
5.25 
5.55 
4.75 
4.55 

6.90 
7.35 
8.05 
5.80 
6.70 

5.85 
7.30 
4.75 
7.50 
7.20 

3.00 
3.35 
3.70 
4.70 
7.30 

4.45 
6.90 
7.05 
5.20 
7.95 

Cat. No. 

TMT 
TMT 
TMT 
TMT 
TMT 

TMT 
TMT 
TMT 
TMT 
TMT 

BMP 
BMP 

MMP 
MMP 

40% Discount Applies To The Above Prices 

CTM Dimensions 

x2 
X2V2 
x3 
x 31/2 
x4 

1%x2 
1% x 2% 

~~ ~ ~I/2 
H'ax4 

BAKELITE MOUNTING PLATES 
FOR CTM CAPACITORS 

1 
1% 

METAL MOUNTING PLATES 
FOR CTM CAPACITORS 

1 
1% 

List Price 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 

.10 
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SECTION 1500 

TYPE 
eMS 

MOTOR START A. C. ELECTROLYTIC CAPA'CITORS 
in molded plastic case 

END CAPS 

Part No. Diameter 

DIMENSIONS IN INCHES AMC-1 1K6 
Case D' L 

A 1K~ 2% 
AMC-2 11% 

B ··lK6 3% AMC-3 2){6 

C 11K6 3% 

D 11K6 4% 
AMC-4 2J{6 

E 2){6 . 4% 

F 2J{6 4% 

Available in 3 Standard Sizes, 

Part No. Length Size of Capacitor 
MOUNTING BRACKETS 

AMB-l 3Y2 U(6 x2% 

AMB-2 4Ys U{6 x3% 
11~6 x3% 

AMB-2 5Ys 1%x4% 
2>{6 x 4% r-2~6X4% L 
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Great Neck, New York 
Branches: Oal/as 7, Los Angeles 35 

SECTION 1500 

TYPE 
CMB 

MOTOR START A. C. ELECTROLYTIC CAPACITORS 
in molded plastic case 

GENERAL DESCRIPTION 

ARCO Type CMB A.C. Motor Start Electrolytic 
Capacitors are designed to provide high capaci­
tance under heavy current conditions for short, 
widely-spaced periods of time. The use of high 
purity aluminum foil and other premium ingredi­
ents combined with conservative design insures 
'Iong term reliable service. Particular attention is 
paid to the assurance of permanence of capaci­
tance setting during long periods of idleness, low 
power factor, and resistance to sudden voltage 
surges in excess of rated voltage. Type CM B 
capacitors exceed published N.E.M.A. specifica­
tions for this style component. 

The Shock-resistant molded phenolic case affords 
excellent physical and moisture protection. 
Accessory parts include snap-on mounting 
brackets and molded phenolic end caps for added 
protection against dirt and moisture. Three styles 
of terminal are available: 

1. Single blade with eyelet (TYPE CMB) 

2. Dual blade with eyelet to facilitate multi­
ple connections. (TYPE CMBD) 

3. Molded phenolic top with 10-32 threaded 
female terminals. TYPE CMBT) 

SPECIFICATIONS 

A.C. VOLTAGE RATINGS: 
110, 125, 165, 220, 250, and 330 volts. 
A momentary overload of 125% of rated voltage 
is allowed. 

TEMPERATURE RANGE: 
-30·C. to +65·C. 
All specifications apply to operation at maximum 
65·C. However, 85·C. operation can be reliably 
obtained with proper derating of either duty 
cycle, voltage, or both. It is the amount of heat 
generated while in operaton that governs reli­
ability of this style capacitor. At -30·C. capaci­
tance .value is Significantly lower and power factor 
higher. However, the heat generated upon appli­
cation of A.C. voltage speedily restores these 
measurements to normal values for proper per­
formance. 

DUTY CYCLE: 
At maximum rated voltage and temperature, it is 
recommended that there be no more than 20 
starts per hour, even Iy spaced, each no more 
than three seconds in duration. 

POWER FACTOR: 
Power factor will not exceed 10% when measured 
at a frequency of 60 cycles per second at 25·C. 
All other operating and teSt- characteristics con­
form to the current N.E.M.A. specifications cover­
ing A.C. electrolytic motor start capacitors. 

© U.C.P., Inc. 

MFD 

21-25 
25-30 
30-36 
36-43 
43-53 
47-56 
53-64 
64-77 
72-88 
88-108 

108-130 
124-149 
130-156 
145-175 

MFD 

21-25 
25-30 
30-36 
36-43 
43-53 
47-56 
53-64 
64-77 
72-88 
88-108 

108-130 
124-419 
130-156 
145-175 
161-193 
189-227 
216-259 
233-280 
243-292 
270-324 
340-408 
378-440 
400-480 
430-516 
460-552 
540-648 
645-720 
720-800 

MFD 

21-25 
25-30 
30-36 
36-43 
43-53 
47-56 
53-64 
64-77 
72-88 
88-108 

108-130 
124-149 
130-156 
145-175 
161-193 
189-227 
216-259 
233-280 
243,292 
270-324 
340-408 
378-440 
400-480 

STANDARD NEMA RATINGS 

TYPE CMB 

110 VOLTS A-C 110 VOLTS A-C 

CAT. NO. CASE SIZE MFD CAT. NO. CASE SIZE 
161-193 CMB-ll-161 C 

CMB-11-21 A 189-227 CMB-ll-189 C 
CMB-1l-25 A 216-259 CMB-ll-216 C 
CMB-11-30 A '233-280 CMB-1l-233 C 
CMB-1l-36 A 243-292 CMB-1l-243 C 
CMB-1l-43 A 270-324 CMB-1l-270 C 
CMB-1l-47 A 340-408 CMB-1l-340 D 
CMB-11-53 A 378-440 CMB-1l-378 D 
CMB-11-64 A 400-480 CMB-11-400 D 
CMB-11-72 A 430-516 CMB-11-430 E 
CMB-11-88 A 460-552 CMB-1l-460 E 
CMB-11-108 B 540-648 CMB-1l-540 E 
CMB-11-124 B 645-720 CMB-1l-645 E 
CMB-11-130 B 590-708 CMB-11-590 F 
CMB-11-145 B 720-800 CMB-1l-720 F 

220 VOLTS A-C 

125 VOLTS A-C MFD CAT. NO. CASE SIZE 
21-25 CMB-22-21 A 

CAT. NO. CASE SIZE 25-30 CMB-22-25. A 
30-36 CMB-22-30 A 

CMB-12-21 A 36-43 CMB-22-36 B 
43-53 CMB-22-43 B 

CMB-12-25 A 47-56 CMB-22-47 B 
CMB-12-30 A 53-64 CMB-22-53 C 
CMB-12-36 A 64-77 CMB-22-64 C 
CMB-12-43 A 72-88 CMB-22-72 C 
CMB-12-47 A 88-108 CMB-22-88 D 
CMB-12-53 A 108-130 CMB-22-108 D 
CMB-12-64 A 124-149 CMB-22-124 D 
CMB-12-72 A 130-156 CMB-22-130 E 
CMB-12-88 A 145-175 CMB-22-145 E 
CMB-12-108 B 161-193 CMB-22-161 E 
CMB-12-124 B 189-225 CMB-22-189 E 
CMB-12-130 B 
CMB-12-145 B 
CMB-12-161 C 250 VOLTS A-C 
CMB-12-189 C 
CMB-12-216 C MFD CAT. NO. CASE SIZE 
CMB-12-233 C 

21-25 CMB-25-21 A CMB-12-243 C 
CMB-12-270 C 25-30 CMB-25-25 B 
CMB-12-340 D 30-36 CMB-25-30 C 
CMB-12-378 D 36-43 CMB-25-36 C 
CMB-12-400 D 43-53 CMB-25-43 C 
CMB-12-430 E 47-56 CMB-25-47 C 
CMB-12-460 E 53-64 CMB-25-53 D 
CMB-12-540 E 64-77 CMB-25-64 D 
CMB-12-645 F 72-88 CMB-25-72 D 
CMB-12-720 F 88-108 CMB-25-88 E 

108-130 CMB-25-108 E 
124-149 CMB-25-124 E 
130-156 CMB-25-130 F 

165 VOLTS A-C 145-175 CMB-25-145 F 
161-193 CMB-25-161 F 
180-225 CMB-25-180 F 

CAT. NO. CASE SIZE 

CMB-16-21 A 
330 VOLTS A-C 

CMB-16-25 A MFD CAT. NO. CASE SIZE 
CMB-16-30 A 

21-35 CMB-33-21 C CMB-16-36 A 
CMB-16-43 A 25-30 CMB-33-25 C 
CMB-16-47 A 30-36 CMB-33-30 C 
CMB-16-53 B 36-43 CMB-33-36 C 
CMB-16-64 B 43-53 CMB-33-43 D 
CMB-16-72 B 47-56 CMB-33-47 D 
CMB-16-88 C 53-64 CMB-33-53 D 
CMB-16-108 C 64-77 CMB-33-64 E 
CMB-16-124 C 72-88 CMB-33-72 F 
CMB-16-130 C 88-108 CMB-33-88 F 
CMB-16-145 C 108-130 CMB-33-108 F 
CMB-16-161 D 124-149 CMB-33-124 F 
CMB-16-189 D 135-155 CMB-33-135 F 
CMB-16-216 D 

NOTE: For dual blade construction, add CMB-16-233 E 
CMB-16-243 E "0" to designation letters. Ex-
CMB-16-270 E ample: CMBD 
CMB-16-340 F For molded phenolic· top with fe-
CMB-16-378 F male threaded 10-32nd terminals, 
CMB-16-400 F add "T" to designation letters. 
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SECTION 1500 

Type PT capacitors are polystyrene dielectric enclosed 
in non-ferrous metallic tubes with compression glass 
end seals. The principle features of this type are high 
stability, high insulation resistance, low dielectric 
absorption, and low dissipation factor. Their principle 
uses include precision filter and tuned circuits, analog 
computer circuits, pulse networks, servo systems, refer­
ence capacitors, and high Q applications. 

SPECIFICATIONS: 
DISSIPATION FACTOR:· 

. 02% max. at 25'C. 
.04% max. at 85'C. 

INSULATION RESISTANCE: 10' 
megohm-microfarads min. for 
100DCW and 200VDCW units; 10' 
megohm-microfarads for 400-
VDCW and higher ratings (at 

TYPE PT 

Capacitance Size 
Part No. 

1PT-102J 
*lPT-202J 

1PT-222J 
1PT-272J 

*lPT-332J 

1PT-392J 
*lPT-472J 
*lPT-502J 
*lPT-682J 

1PT-822J 

*lPT-103J 
1PT-123J 

*lPT-153J 
*lPT-203J 
*lPT-223J 

1PT-273J 
*lPT-333J 

1PT-393J 
*lPT-473J 
*lPT-503J 
*lPT-683J 

1PT-823J 
*lPT-104J 

1PT-124J 
*lPT-154J 
*lPT-204J 
*lPT-224J 

1PT-274J 
*lPT-334J 

1PT-394J 
1PT-474J 

*lPT·504J 

2PT-102J 
*2PT·202J 

2PT·222J 
2PT-272J 

*2PT·332J 
2PT·392J 

*2PT·472J 
*2PT·502J 
*2PT·682J 

2PT·822J 
2PT·103J 
2PT·123J 
2PT·153J 
2PT·203J 
2PT·223J 
2PT·273J 
2PT-333J 
2PT·393J 
2PT·473J 
2PT·503J 
2PT·683J 
2PT·823J 
2PT·104J 
2PT·124J 
2PT·154J 
2PT·204J 
2PT·224J 
2PT·274J. 
2PT·334J 
2PT·394J 
2PT·474J 
2PT·504J 

Value L. x D. 

100 VDCW 
.001 % x .312 
.002 % x .312 
.0022 % x .312 
.0027 % x .312 
.0033 % x .312 

.0039 % x .312 

.0047 % x .312 

.005 % x .312 

.0068 % x .312 

.0082 % x .312 

.01 

.012 

.015 

.02 

.022 

.027 

.033 

.039 

.047 

.05 

.068 

.082 

.1 

.12 

.15 
.2 
.22 
.27 
.33 
.39 
.47 
.5 

% x .312 
% x .312 
% x .312 
% x .312 
% x .312 

1 x .312 
1 x .312 
1 x .400 
1 x .400 
1 x 0400 
1 x .400 

lYe x .400 
lYe x .500 
lYe x .500 
1U. x .500 
1U. x .500 
1U. x .500 
1U. x .562 
1'~. x .562 
1'~. x .562 
1% x .670 
1% x .670 

200 VDCW 
.001 % x .312 
.002 % x .312 
.0022 % x .312 
.0027 % x .312 
.0033 % x .312 
.003~ % x .312 
.0047 % x .312 
.005 % x .312 
.0068 % x .312 
.0082 % x .312 
.01 % x .312 
.012 1 x .312 
.015 1 x .312 
.02 1 x .400 
.022 1 x .400 
.027 . 1 x .400 
. 033 lYe x .400 
.039 1 Ye x .400 
.047 lYe x .400 
.05 1 Ye x .500 
.068 1U. x .500 
.082 1U. x .500 
.1 1U. x .500 
.12 1U. x .562 
.15 1U. x .562 
.2 1'~. x .562 
.22 1% x .670 
. 27 1% x .670 

•. 33 1% x .750 
. 39 1'~. x 1.00 
.47 1'~. x 1.00 
.5 1'~. x 1.00 
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1 to 9 
Qty. 
Net 

Price 

3.17 
3.17 
3.17 
3.17 
3.17 

3.17 
3.17 
3.17 
3.17 
3.17 

3.17 
3.19 
3.20 
3.22 
3.24 

3.27 
3.30 
3.34 
3.38 
3.40 
3.57 
3.71 
3.89 
4.10 
4.38 
4.90 
5.04 
5.43 
5.85 
6.30 
6.86 
7.18 

3.17 
3.17 
3.17 
3.17 
3.17 
3.17 
3.17 
3.17 
3.17 
3.17 
3.17 
3.20 
3.24 
3.31 
3.32 
3.35 
3.40 
3.44 
3.50 
3.64 
3.99 
4.31 
4.66 
4.97 
5.43 
6.16 
6.44 
7.11 
7.88 
8.65 
9.70 

10.22 

Part No. 

4PT-102J 
*4PT·202J 

4PT-222J 
4PT·272J 

*4PT·332J 

4PT·392J 
*4PT·472J 
*4PT·502J 
*4PT·682J 
4PT·822J 

*4PT·103J 
*4PT·153J 
*4PT·203J 
*4PT·223J 

4PT·273J 

*4PT·333J 
4PT·393J 

*4PT·473J 
*4PT·503J 

4PT·683J 

4PT·823J 
*4PT·104J 

4PT·124J 
*4PT·154J 
*4PT·204J 

4PT·224J 
4PT·274J 

*4PT·334J 
4PT-394J 

6PT·102J 
*6PT·202J 

6PT·222J 
6PT-272J 

*6PT·332J 

6PT·392J 
6PT·472J 

*6PT·502J 
6PT·682J 
6PT·822J 

*6PT·103J 
6PT-153J 

*6PT·203J 
6PT-223J 
6PT·273J 

6PT-333J 
6PT-393J 
6PT-473J 

*6PT-503J 
6PT·683J 

6PT-823J 
*6PT-104J 

6PT-124J 
6PT-154J 

*6PT-204J 

6PT-224J 

Tl~'~E)RATURE RANGE: -55'C. to 

TEt,\'~'~RATURE COEFFICIENT: 
-120 ± 15 ppm/'C. This specifi­
cation may be tightened if reo 
quired for specific values. 

DIELECTRIC ABSORPTION: .05% 
max. at 25'C. 

STABILITY: ±0.1% maximum ca­
pacitance drift I~ng ter",! .under 
maximum operatmg condItIons. 

TOLERANCES: standard tolerance 
+5%. ±10% ±3% ±2% ±1 % 
±1f2% ±V4% also available. 

Capacitance Size 
Value L. x D. 

400 VDCW 
.001 % x .312 
.002 % x .312 
.0022 % x .312 
.0027 % x .312 
.0033 % x .312 

.0039 ~ x .312 
.0047 % x .312 
.005 % x .312 
.0068 % x .312 
.0082 % x .312 

.01 1 x .312 

.015 1 x .400 

.02 1 x .400 

.022 1 x .400 

.027 lYe x .400 

.033 lYe x .400 

.039 1 Ye x .500 

.047 1U. x .500 

.05 1U. x .500 

.068 l}j. x .500 

.082 1U. x .562 

.1 1'~. x .562 

.12 1'~. x .562 

.15 1% x .670 

.2 1% x .750 

.22 1% x .750 

.27 1'~. x.1.00 

.33 . 1'~. x :1.00 

.39 1'~. x 1.00 

600 VDCW 
.001 % x 
.002 % x 
.0022 % x 
.0027 % x 
.0033 % x 

.0039 % x 
.0047 % x 
.005 % x 
.0068 % x 
.0082 1 x 

.01 1 x 

.015 1 x 

.02 lYe x 

.022 lYe x 

.027 lYe x 

.033 1U. x 

.039 1U. x 

.047 1U. x 

.05 1U. x 

.068 1'~. x 

.082 1% x 
.1 1% x 
.12 1% x 
.15 1'~. x 
.2 l'~.x 

.22 1'~. x 

.312 

.312 

.312 

.312 

.312 

.312 

.312 

.312 

.312 

.312 

.400 
0400 
.400 
.400 
.500 

.500 

.500 

.562 

.562 

.562 

.670 

.750 

.750 

.750 

.750 

.750 

1 to 9 
Qty. 
Net 

Price 

3.17 
3.17 
3.17 
3.11 
3.17 

3.17 
3.17 
3.17 
3.22 
3.26 

3.31 
3.39 
3.48 
3.50 
3.57 

3.68 
3.75 
3.89 
3.96 
4.34 

4.65 
5.04 
5.46 
6.06 
7.07 

7.42 
8.30 
9.38 

10.43 

3.17 
3.17 
3.17 
3.17 
3.19 

3.22 
3.27 
3.28 
3.33 
3.37 

3.41 
3.54 
3.68 
3.75 
3.89 

4.06 
4.17 
4.31 
4.38 
5.22 

5.60 
6.09 
6.65 
7.49 
8.58 

10.19 

NOTE: Non·standard capacitance values be­
tween those listed are also available 
at no additional cost . 

* The starred items are stock items available 
for immediate delivery . 

NOTE: The suffix letter "J" refers to the 
standard tolerance of ±5%. This letter 
is changed for different tolerances. 

Net 

TYPES 
PT, PJ 

CapaCitance Size 
Part No. Value L. x D • 

10PT·102J 
10PT·152J 
10PT-202J 
10PT·222J 
10PT-272J 
10PT·332J 
lOPT-392J 
10PT·472J 
10PT·502J 
10PT-682J 
10PT·822J 
10PT-103J 
10PT·153J 
10PT-203J 
10PT·223J 
10PT·273J 
10PT·333J 
10PT·393J 
10PT·473J 
lOPT·503J 
10PT-683J 
lOPT·823J 
lOPT·104J 

1000 VDCW 
.001 % x .312 
.0015 % x .312 
.002 % x .312 
.0022 % x .312 
.0027 %x .312 
.0033 % x .312 
.0039 % x .312 
.0047 % x .312 
.005 % x .312 
.0068 1 x .312 
.0082 1 x .400 
.01 1 x .400 
.015 lYe x .400 
.02 1Va x .500 
.022 1U. x .500 
.027 1U. x .500 
.033 1U. x .500 
.039 1U. x .562 
.047 1'~. x .562 
.05 1% x .670 
.068 1% x .750 
.082 1'~. x 1.00 
.1 1'~. x 1.00 

1 to 9 
Qty. 
Net 
Price 

3.17 
3.17 
3.17 
3.19 
3.21 
3.24 
3.27 
3.31 
3.34 
3.40 
3.44 
3.50 
3.68 
3.85 
3.92 
4.10 
4.27 
4.41 
4.62 
4.69 
5.64 
6.23 
6.97 

Type PJ capacitors are polystyrene dielectric 
enclosed in silicone treated fused polystyrene 
jackets. The same superior quality of the Type 
PT hermetically sealed units is preserved in 
Type PJ units while effecting a marked saving 
in both size and price. Extensive evaluation 
has confirmed the excellent moisture resist. 
ance of this design as well as extreme rugged. 
ness. The Type PJ will meet MIL tests for 
vibration, shock, moisture resistance and 
immersion as well as providinj! the excellent 
electrical characteristics speCIfied. 

SPECIFICATIONS: 
DISSIPATION FACTOR: .02% max. at 25'C. 

.04% max. at 85'C. 
INSULATION RESISTANCE: 10' megohm· 

microfarads at 25'C. 
TEMPERATURE RANGE: -55'C. to +85'C. 
TEMPERATURE COEFFICIENT: -120 ± 15 

ppm/'C. 
DIELECTRIC ABSORPTION: .05% max. at 

25'C. 
STABILITY: ±0.1% maximum capacitance 

drift lon~ term under maximum operat· 
ing condItions. 

TOLERANCES: standard tolerance ±5%. 
±10% ±3% ±2% ±1% ±V2% also 
available. 

TYPE PJ 

Capacital1ce Size 
Part No. 

1PJ·102J 
*lPJ·202J 

1PJ·222J 
1PJ-272J 

*lPJ-332J 
1PJ·392J 

*lPJ·472J 
*lPJ·502J 
*lPJ-682J 

1PJ-822J 
*lPJ-103J 

1PJ-123J 
*lPJ·153J 
*lPJ·203J 
*lPJ·223J 

1PJ-273J 
*lPJ'333J 

1PJ·393J 
*lPJ-473J 
*lPJ-503J 
*lPJ·683J 

1PJ·823J 
*lPJ-104J 

1PJ·124J 
*lPJ·154J 
*lPJ-204J 
*lPJ-224J 

1PJ-274J 
*lPJ·334J 

1PJ·394J 
1PJ·474J 

*lPJ-504J 

Value L. x D. 
100 VDCW 

.001 ')1. x %2 

.002 ')1. x %, 

.0022 ')1. x %, 

.0027 ')1. x %2 

.0033 ')1. x %, 

.0039 ')1. x %, 

.0047 ')1. x %, 

.005 ')1. x %2 

.0068 ')1. x %, 

.0082 ')1. x %, 

.01 ')1. x %, 

.012 . ')1. x ~. 

.015 ')1. x ~. 

.02 ')1. x ~. 

.022 ')1. x ~. 

.027 % x ~ • 

.033 ~ x ~. 

.039 % x % 

.047 % x % 

.05 % x % 

.068 % x '%2 

.082 1 x % 

.1 1x '%2 

.12 1 x '%2 

.15 1)4 x U. 

.2 1)4 x y. 

.22 1)4 x y. 

.27 1~ xU. 

.33 1% x '%, 

.39 1% xU. 

.47 1% x % 

.5 1% x % 

1 to 9 
Qty. 
Net 

Price 

1.49 
1.49 
1.49 
1.49 
1.49 
1.49 
1.49 
1.49 
1.49 
1.49 
1.49 
1.51 
1.51 
1.53 
1.54 
1.56 
1.60 
1.63 
1.67 
1.69 
1.83 
1.94 
2.09 
2.28 
2.54 
2.99 
3.12 
3.43 
3.82 
4.20 
4.69 
4.97 
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Part No. 

2PJ-I02J 
2PJ-202J 
2PJ-222J 
2PJ-272J 
2PJ-332J 

2P J-392J 
2PJ·472J 
2PJ·502J 
2PJ·682J 
2PJ·822J 

2PJ-103J 
2PJ-123J 
2PJ-153J 
2PJ-203J 
2PJ·223J 

2PJ-273J 
2PJ·333J 
2PJ-393J 
2PJ-473J 
2PJ·503J 

2PJ·683J 
2PJ·823J 
2PJ-I04J 
2PJ-124J 
2PJ-154J 

2PJ-204J 
2PJ·224J 
2PJ·274J 
2PJ-334J 

4PJ-I02J 
*4PJ·202J 
4PJ-222J 
4PJ-272J 

*4PJ·332J 

4PJ-392J 
*4PJ-472J 
*4PJ-502J 
*4PJ·682J 
4PJ-822J 

*4PJ-I03J 
*4PJ-153J 
*4PJ-203J 
*4PJ·223J 
4PJ·273J 

*4PJ-333J 
4PJ-393J 

*4PJ-473J 
*4PJ·503J 
4PJ-683J 

4PJ·823J 
*4PJ·104J 
4PJ·124J 

*4PJ-154J 
*4PJ-204J 

4PJ-224J 
4PJ-274J 

6PJ-I02J 
*6PJ·202J 
6PJ·222J 
6PJ-272J 

*6PJ·332J 

6PJ·392J 
6PJ·472J 

*6PJ·502J 
6PJ·682J 
6PJ·822J 

*6PJ-103J 
6PJ·153J 

*6PJ-203J 
6PJ·223J 
6PJ-273J 

6PJ-333J 
6PJ·393J 
6PJ-473J 

*6PJ-503J 
6PJ-683J 

6"J-823J 
*6PJ·104J 
6PJ·124J 

TYPE PJ 

capacitance 
Value 

Size 
L. x D. 

200 VDCW 
.001 'y., x %, 
.002 'y., x %, 
.0022 'Y!, x %, 
.0027 'y., x %, 
.0033 'y., x %, 

.0039 'Y!' x %, 

.0047 1}{6 X .%2 

.005 'y., x %, 

.0068 'y., x %, 

.0082 'y', x yt, 

.01 'y., x yt, 

.012 % x yt, 

.015 % x yt, 

.02 % x Ya 

.022 % x Ya 

.027 % x Ya 

.033 1 x Ya 

.039 1 x Ya 

.047 1 x }l, 

.05 1 x }l, 

.068 1);,1 x }l, 

.082 1);,1 x y, 
.1 1);,1 x y, 
.12 1);,1 x'"" 
.15 1);,1 x y., 

.2 1% x y" 

.22 1% x % 

.27 1% x 'y., 

.33 1% x % 

400 VDCW 
.001 'y., x %, 
.002 'y., x %, 
.0022 'y., x %, 
.0027 'y., x %, 
.0033 'y., x %, 

.0039 'Y!, x %, 

.0047 'Y!, X %, 

.005 'y., X %, 

.0068 'y., x Yt, 

.0082 'y., X X, 

.01 % X Yt, 

.015 % x 'Yo, 

.02 % x Ya 

.022 % x Ya 
.027 1 x Ya 

.033 1 x '%, 

.039 1 X y., 

.047 1);,1 X }l, 

.05 1);,1 x }l, 

.068 IVa X Y, 

.082 1);,1 x y" 

.1 1% x'"" 

.12 1% 'x y" 

.15 1% x % 

.2 1% x 'y., 

.22 1% x 'y., 

.27 1% x % 

600 VDCW 
.001 'y., x %, 
.002 'y., x %, 
.0022 'y., x %, 
.0027 'y., x %, 
.0033 'y., x %, 

.0039 'y., x %, 

.0047 'y., x X, 

.005 y',' x X, 

.0068 ')1, x yt, 

.0082 % x X, 

.01 Ys X lX2 

.015 % x Ya 

.02 1 x Ya 

.022 1 x '%, 

.027 1 x }l, 

.033 1);,1 x y., 

.039 1);,1 x Y, 

.047 1);,1 x y., 

.05 1);,1 x y., 

.068 1% x ", 

.082 1% x % 
.1 1% x 'y., 
.12 1% x % 

© U.C.P., Inc. 

1 to 9 
Qty. 
Net 

Price 

1.49 
1.49 
1.49 
1.49 
1.49 

1.49 
1.49 
1.49 
1.49 
1.49 

1.49 
1.54 
1.54 
1.60 
1.61 

1.65 
1.68 
1.72 
1.77 
1.88 

2.21 
2.52 
2.78 
3.05 
3.44 

4.09 
4.34 
4.90 
5.56 

1.49 
1.49 
1.49 
1.49 
1.49 

1.49 
1.49 
1.49 
1.53 
1.56 

1.60 
1.68 
1.75 
1.77 
1.84 

1.92 
2.00 
2.10 
2.16 
2.49 

2.77 
3.12 
3.47 
3.99 
4.90 

5.18 
5.95 

1.49 
1.49 
1.49 
1.49 
1.50 

1.53 
1.56 
1.59 
1.62 
1.66 

1.70 
1.81 
1.92 
1.97 
2.11 

2.25 
2.35 
2.48 
2.55 
3.26 

3.57 
4.03 
4.52 

Part No. 

10PJ-102J 
10PJ-152J 
10PJ·202J 
lOPJ·222J 
lOPJ·272J 

lOPJ·332J 
lOPJ·392J 
10PJ-472J 
lOPJ·502J 
10PJ-682J 

10PJ·822J 
10PJ·103J 
10PJ·153J 
10PJ·203J 
10PJ·223J 

10PJ-273J 
10PJ·333J 
lOPJ-393J 
lOPJ·473J 
lOPJ·503J 

10PJ-683J 

SECTION 1500 

Capacitance 
Value 

Size 
L. x D. 

1000 VDCW 

.001 'Y., x %, 

.0015 'Y., x %, 

.002 'Y., x %, 

.0032 'Y., x %, 

.0027 'y., x %, 

.0033 'y., x Yt, 

.0039 'y., x Yt, 

.0047 'y., x Yt, 

.005 'y., x Yt, 

.0068 % x Yt, 

.0082 % x 'Yo, 

.01 % x Ya 

.015 1 x Ya 

.02 1 x }l, 

.022 1);,1 x '%, 

.027 1);,1 x }l, 

.033 1);,1 x y, 

.039 1);,1 x y" 

.047 1% x y" 

.05 1% x % 

.068 1% x % 

HERMETICALLY SEALED 
MYLAR* DIELECTRIC 

TYPE MT 

Capacitance 
Part No. Value 

Size 
Lx D. 

200 VDCW 

2MT-102J 
2MT-202J 
2MT-222J 
2MT·272J 
2MT-332J 

2MT-392J 
2MT-472J 
2MT·502J 
2MT-682J 
2MT·822J 

2MT·I03J 
2MT-123J 
2MT·153J 
2MT-183J 
2MT-223J 

2MT-273J 
2MT·333J 
2MT·393J 
2MT-473J 
2MT-563J 

2MT-683J 
2MT-823J 
2MT·104J 
2MT-124J 
2MT-154J 

2MT-184J 
2MT·224J 
2MT-274J 
2MT-334J 
2MT-394J 

2MT-474J 
2MT·564J 
2MT·684J 
2MT-824J 
2MT-105J 

2MT-125J 
2MT-155J 
2MT-185J 
2MT-225J 

.001 

.002 

.0022 

.0027 

.0033 

.0039 

.0047 

.005 

.0068 

.0082 

.01 

.012 

.015 

.018 

.022 

.027 

.033 

.039 

.047 

.056 

.068 

.082 

.1 

.12 

.15 

.18 

.22 

.27 

.33 

.39 

.47 

.56 
.68 
.82 

1.0 

1.2 
1.5 
1.8 
2.2 

*DuPont Trademark 

Net 

1 x .235 
1 x .235 
1 x .235 
1 x .235 
1 x .235 

1 x .235 
1 x .235 
1 x .235 
1 x .235 
1 x .235 

1 x .235 
1 x .235 
1 x .235 
1 x .235 
1 x .235 

1 x .235 
1 x .235 
1 x .312 
1 x .312 
1 x .312 

1 x .312 
1 x .312 
1 x .400 
1 x .400 
1 x .400 

IVa x .500 
IVa x .500 
IVa x .562 
IVa x .562 
1}l, x .500 

l}l, x .500 
1}l, x .562 
l}l, x .670 
l}l, x .670 
1% x .670 

1% x .750 
1% x .700 

l'Yt, x 1.000 
I'Yt, x 1.000 

1 to 9 
Qty. 
Net 

Price 

1.49 
1.49 
1.49 
1.50 
1.52 

1.55 
1.58 
1.61 
1.63 
1.68 

1.72 
1.78 
1.93 
2.08 
2.14 

2.30 
2.45 
2.57 
2.74 
2.82 

3.64 

1 to 9 
Qty. 
Net 

Price 

3.50 
3.50 
3.50 
3.50 
3.50 

3.50 
3.50 
3.50 
3.50 
3.50 

3.50 
3.50 
3.50 
3.50 
3.50 

3.57 
3.57 
3.64 
3.64 
3.64 

3.71 
3.71 
3.78 
3.85 
3.92 

3.99 
4.10 
4.20 
4.31 
4.41 

4.59 
4.69 
4.80 
4.90 
5.04 

5.32 
5.67 
6.09 
6.93 

Part No. 

4MT·102J 
4MT·202J 
4MT·222J 
4MT·272J 
4MT-332J 

4MT·392J 
4MT-472J 
4MT·502J 
4MT·682J 
4MT·822J 

4MT·I03J 
4MT-123J 
4MT-153J 
4MT·183J 
4MT·223J 

4MT-273J 
4MT·333J 
4MT-393J 
4MT-473J 
4MT-563J 

4MT-683J 
4MT-823J 
4MT·104J 
4MT·124J 
4MT-154J 

4MT·184J 
4MT-224J 
4MT-274J 
4MT-334J 
4MT-394J 

4MT-474J 
4MT-564J 
4MT-684J 
4MT-824J 
4MT-I05J 

6MT-I02J 
6MT-202J 
6MT-222J 
6MT·272J 
6MT-332J 

6MT-392J 
6MT-472J 
6MT-502J 
6MT-822J 
6MT-682J 

6MT-103J 
6MT-123J 
6MT-153J 
6MT-183J 
6MT-223J 

6MT·273J 
6MT-333J 
6MT-393J 
6MT-473J 
6MT-563J 

6MT-683J 
6MT-823J 
6MT-I04J 
IiIVlT·124J 
6MT-154J 

6MT-184J 
6MT-224J 
6MT-274J 
6MT-334J 
6MT-394J 

6MT-474J 
6MT-564J 

TYPES 
PJ, MT 

Capacitance 
Value 

Size 
L. x D. 

400 VDCW 

.001 

.002 

.0022 

.0027 

.0033 

.0039 

.0047 

.005 

.0068 

.0082 

.01 

.012 

.015 

.018 

.022 

.027 

.033 

.039 

.047 

.056 

.068 

.082 

.1 

.12 

.15 

.18 
.22 
.27 
.33 
.39 

.47 

.56 

.68 

.82 
1.0 

1 x .235 
1 x .235 
1 x .235 
1 x .235 
1 x .235 

1 x .235 
1 x .235 
1 x .235 
1 x .235 
1 x .235 

1 x .235 
1 x .235 
1 x .312 
1 x .312 
1 x .312 

1 x .312 
1 x .312 
1 x .400 
1 x .400 
1 x .400 

IVa x .500 
IVa x .500 
IVa x .562 
IVa x .562 
l}l, x .500 

l}l, x .562 
l}l, x .562 
l}l, x .670 
1% x .670 
1% x .670 

1% x .670 
IV. x .750 

l'Yt, x 1.000 
I'Yt, x 1.000 
I'Yt, x 1.000 

600 VDCW 

.001 

.002 

.0022 

.0027 

.0033 

.0039 

.0047 

.005 

.0082 

.0068 

.01 

.012 

.015 

.018 

.022 

.027 

.033 

.039 

.047 

.056 

.068 

.082 

.1 

.12 

.15 

.18 

.22 

.27 

.33 

.39 

.47 

.56 

1 x .312 
1 x .312 
1 x .312 
1 x .312 
1 x .312 

1 x .312 
1 x .312 
1 x .312 
1 x .312 
1 x .312 

1 x .312 
1 x .312 
1 x .312 
1 x .400 
1 x .400 

1 x .400 
1 x .400 

IVa x .500 
IVa x .562 
IVa x .562 

IVa x .562 
l}l, x .500 
1}l, x .562 

1''l{, x .562 
l''l{, x .562 

1}l, x .670 
1% x .670 
1}l, x .750 
1% x .750 
I'X, x 1.000 

I'Yt, x 1.000 
I'Yt, x 1.000 

1 to 9 
Qty. 
Net 

Price 

3.85 
3.85 
3.85 
3.85 
3.85 

3.85 
3.85 
3.85 
3.85 
3.85 

3.85 
3.89 
3.89 
3.92 
3.96 

3.99 
4.03 
4.06 
4.10 
4.13 

4.17 
4.20 
4.27 
4.34 
4.41 

4.48 
4.62 
4.73 
4.83 
4.97 

5.14 
5.67 
5.39 
5.53 
5.67 

4.31 
4.31 
4.31 
4.31 
4.31 

4.31 
4.31 
4.31 
4.31 
4.31 

4.31 
4.34 
4.38 
4.41 
4.45 

4.48 
4.55 
.1 1:9 
4.62 
4.66 

4.69 
4.73 
4,80 
4.90 
4.97 

5.04 
5.22 
5.32 
5.46 
5.60 

5.81 
5.95 

NOTE: Non·standard capacitance values be­
tween those listed are also available 
at no additional cost. 

The suffix letter "J" refers to the standard 
tolerance of ±5%. This letter is changes for 
different tolerances. 
* The starred items are stock items avai lable 
for immediate delivery. 
SIZE REDUCTIONS: If a p'articular applica· 
tion has critical space limitations, the stand­
ard dimensions tabulated above may be re­
duced appreciably through special monitor­
ing of film thickness. 
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MINIMITE* TYPE MM 

Miniature Metal-Cased Tubular 
Electrolytics 

"SM"* Safety Margin Construction 

• Hermetically sealed aluminum-cased tuo­
ulars. Small and lig'ht. Ideal for under­
chassis mounting in compact, tight aR­
semolies. 

• Designed to withstand high surge voltages 
and high ripple currents. Stable capacitance 
characteristics. Long service life. 

• Exceptionally low leakage. Terminal tab 
connections provide permanent low-resist­
ance contact for life of the unit. 

• Outer insulating tube. Duals have centered 
mounting strap, and 3 leads (common 
negative) . 

SINGLE MINIMITE (2 leads) 

Cat. No. 
MM-50-3 
MM-500-3 
MM-50-6 
MM·100-6 
MM-500-6 
MM-IOOO-6 
MM-IOO-IO 
MM-100-15 
MM-250-15 
MM-500-15 
MM-1000-15 
MM-10-25 
MM-25-25 
MM-50-25 
MM-100-25 
MM-250-25 
MM-500·25 
MM-2-50 
MM-4-50 
MM-10-50 
MM-25-50 
M M-50-50 
M M-100-50 
MM-4-150 
MM-8-150 
MM-10-150 
MM-16-150 
MM-20-150 
MM-30-150 
MM·40-150 
MM-50-150 
MM-80-150 
MM-100-150 
MM-150·150 
MM-200-150 
M M-8-250 
MM-16-250 
M M-20-250 
M M-40-250 
M M-8-350 
MM-10-350 
M M·20-350 
M M-4-450 
MM-H-450 
MM-10-450 
MM-12-450 
M M-16-450 
M M-20-450 
MM-30-450 
M M-40-450 
MM-50-450 
MM-60-450 
MM-80-450 
MM-8-500 
MM-16-500 
M M-20-500 

Cap. 
MI. WVDC 

50 3 
500 3 

50 6 
100 6 

500 6 
1000 6 

100 10 
100 15 
250 15 
500 15 

1000 15 
10 25 
25 25 
50 25 

100 25 
250 25 
500 25 

2 50 
4 50 

10 50 
25 50 
50 50 

100 50 
4 150 
8 150 

10 150 
16 150 
20 150 
30 150 
40 150 
50 150 
80 150 

100 150 
150 150 
200 150 

8 2,50 
16 250 
20 250 
40 250 

8 350 
10 350 
20 350 

4 450 
8 450 

10 450 
12 450 
16 450 
20 450 
30 450 
40 450 
50 4.10 
60 450 
80 450 

8 500 
16 500 
20 500 

tDiaxL. 

\>'xl-1/16 
%x1% 

\>'xl-1/16 
\>'xl-1/16 
%,xl % 
%x2ls 
%xl-1/16 
%xl-1/16 
%xl% 

%x21i: 
1 x2 U 

Y2 xl i% 
%xl iG 
%xl J\ 
%x1% 
%x1% 

1 x2% 
\>'xl-l/16 

%xl i'i'i 
%xl i1l­
%xl -h 
%xl% 
%xl% 
%xl il6" 

1hx1 % 
%x1% 

%xll}s 
%xl% 
%xl% 
'lhl% 
%xlo/s 
%.2 i\, 
%x2% 

1 x2 % 
1 Ysx3 
%xl% 
'%..1% 
%xl% 
%xl% 
%xl% 
%x1% 
%>1% 
% xl ~;'8 
'%.xl% 
%xl% 
%xl% 
%xI %, 
%x2 h 

1 x2% 
1 x2 to 
1 .3 
1 Ysx3 
I1fsx3 %. 

%x2 rlJ 
1 x2% 
1 .2% 

ttDUAL MINIMITE 

Sugg. 
Resale 
Price 

.57 

.93 

.57 

.72 
.93 

1.14 
.75 
.75 
.75 

1.05 
1.38 
.60 
.fiO 
.66 
.81 

1.02 
1.44 
.54 
.57 
.60 
.60 
.72 
.84 
.60 
.63 
.69 
.69 
.72 
.78 
.81 
.84 
.96 

1.05 
1.14 
1.23 
.69 
.78 
.81 
.93 
.72 
.75 
.87 
.69 
.75 
.78 
.81 
.84 
.93 

1.02 
1.08 
1.23 
1.38 
1.68 
.78 
.90 
.96 

(3 leads, Common Negative) 
MM-2x20-150 20+20 150 0/.x1%* .93 
MM-2x30·150 30+30 150 %xl%* 1.08 
MM-2x40-150 40+40 150 %x2ta:* 1.11 
MM·5030-150 50+30 150 %x2",* 1.17 
MM~2x50-150 50+50 150 %x2%* 1.06 
MM-8040-150 80+40 150 1 x2%* 1.32 
MM-2xB-450 8+8 450 %x2 I\:* 1.02 
MM-·2xIO·450 )0+10 450 %x2i6"* 1.11 
MM-160·450 16+8 450 1 x2,\,* 1.17 
MM·2xI6-450 16+16 450 1 x2"* 1.35 
M M ·2x20·450 20 -1- 20 <150 1 x2 N;* 1.50 
M M-2x40-450 40+40 450 l%x3%' 2.04 

tDimensions are for metal tubes. Add is" to di­
ameter and 1fB" to length fur dimensions Over 
cardboard insulating tubes. 

ttSupplied with radial mounting strap. 
'TRADE MARK 
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SECTION 1500 

TYPE ET 
Subminiature Electrolytics 

"SM"* Safety Margin Construction 

• Industry's widest range of values. 

• Conservative ratings in subminiature cases. 

• Hermetically sealed for reliable operation 
in all climates. 

• Dependable 85°C. operation. 

• Stable capacitance characteristics due to 
extremely pure foil and special high-gain 
etch process. 

• Exceptionally low leakage current. 

• Low-resistance terminal tab connection. 

Cat. No. 

ET-25-3 

ET-50-3 

ET-100-3 

ET·150-3 

ET-200-3 

ET -300-3 

ET-5-6 

ET-25-6 

ET -50-6 

ET-75-6 

ET-100-6 

ET-125-6 

ET-50-15 

ET-100-15 

ET -5-25 

ET-10·25 

ET -20-25 

ET·25·25 

ET-50-25 

ET-I-50 

ET-2-50 

ET-4-50 

ET -5-50 

ET·10-50 

ETC 15-50 

ET -20-50 

ET-25-50 

ET-10-90 

ET-5-100 

ET-IO-IOO 

ET-I-150 

ET-2-150 

ET -4-150 

ET·5-150 

ET-S-150 

ET·10·150 

ET ·12-150 

ET-4-250 

*1'RADE MARK 

Rating 
Cap. Volts 

25 

50 

100 

150 

200 

300 

25 

50 

75 

100 

125 

50 

100 

10 

20 

25 

50 

10 

15 

20 

25 

10 

5 

10 

10 

12 

15 

15 

25 

25 

25 

25 

25 

50 

50 

50 

50 

50 

50 

50 

50 

90 

100 

100 

150 

150 

150 

150 

150 

150 

150 

250 

Net 

Sugg. 
Resale 

Size Price 

%xl:i's .51 
%x1", .57 

o/sxl:?6 .66 
%x1 % .66 

%x1% .75 

%xlo/s .78 

o/sxl:h: .48 

%.1", .51 

%.1", .57 

o/sxlr6" .6{) 

o/sxlo/s .72 

%xl% .72 

%x1i\, 

%xl% 

%xlils 
o/sxl:h 

o/sxlrg 

%xl", 

o/sxlo/s 

o/sxll~: 

o/sxl.(e­

%xlie 
%xl/{I: 

%xli'e 
%xl:h 
:J/sxlfs 
%xl% 

%xl% 

%xl:&! 

%x1% 

%xl?s 

o/sxI--&: 
o/sxli\ 
%xli\ 
o/sxl% 

%xl% 

%xl% 

%xI% 

.60 

.75 

.60 

.60 

.60 

.60 

.66 

.54 

.54 

.60 

.60 

.60 

.60 

.63 

.63 

.66 

.60 

.60 

.60 

.60 

.63 

.63 

.66 

.60 

TYPE EK 

Miniature Ceramic 
Cased Electrolytics 

Astron Type EK ceramic cased 
subminiature electrolytics are small 
capacitors, designed for all indus­
trial and commercial applications. 
Using a steatite case, they are 
second only to hermetically -sealed 
metal cased units in moisture and 
humidity resistance. High capacity, 
low voltage and extremely small 
size are the fea,ures that make the 
Astron EK highly suitable for 
application 
cuitry and 
instruments 

in transistorized cir· 
miniature electronic 

and equipment. 

Cap. 
Cat. No. 

EK-2-1 

EK-5-3 

EK-10·3 

EK-35·3 

EK-40-3 

EK-50-3 

EK-75-3 

EK-90-3 

EK-5-6 

EK-10-6 

EK-20-6 

EK-25-6 

EK-50-6 

EK-65-6 

EK-10-8 

EK-IO-IO 

EK-15-10 

EK·25-10 

EK-50-10 

EK-65-10 

EK-80-10 

EK-IOO·IO 

EK-5-12 

EK-20-12 

EK-6-15 

EK-20-15 

EK-30·15 

EK-I-16 

EK-10-16· 

EK-12-16 

EK-10-20 

EI<-12-20 

EK-4-25 

EI(·10-25 

EK·10-30 

EI<-4-50 

WVDC MI.- Dia. xL. 

.180.,. 

.180x\>, 

Sugg. 
Resale 
Price 

10 

10 

10 

10 

10 

10 

10 

12 

12 

15 

15 

15 

16 

16 

16 

20 

20 

25 

25 

30 

50 

2 

10 

35 

40 

50 

75 

90 

10 

20 

25 

50 

65 

10 

10 

15 

25 

50 

65 

80 

100 

20 

20 

30 

10 

12 

10 

12 

10 

10 

. 180x\>, 

.270x'%. 

.270x'%. 

.270x'%. 

.359x% 

.325x% 

.180x% 

.180x% 

.250x% 

.250x%, 

.325x'%. 

.325x'%. 

.250x% 

.250x% 

.270x'%. 

.325x% 

.325x'%. 

.375x'%. 

.375.'%. 

.375xl 

.180x% 

.325x'%. 

.180x% 

.325x%, 

.325x'%. 

.180x\2 

.270x% 

.270x% 

.250x'%. 

.250x%" 

.250x% 

. 270xo/4 

.270x%, 

.250x%, 

$1.25 

1.25 

1.25 

1.25 

1.25 

1.25 

1.50 

1.50 

1.25 

1.25 

1.25 

1.25 

1.50 

1.50 

1.35 

1.35 

1.35 

1.35 

1.50 

1.50 

1.50 

1.70 

1.35 

1.35 

1.35 

1.50 

1.50 

1.50 

1.35 

1.35 

1.35 

1.35 

1.35 

1.45 

1.45 

1.65 

Note: Other ratings available on request. 

© U.c.P., Inc. 



I1s1118~ 
TYPE ES 

Cardboard-Cased Electrolytics 

• Dual and triple-section units. Can 
be used in place of costlier metal­
can types of equal rating in tele­
Vision, radio, radio-phonos and 
other equipment_ 65°C. operation. 

• Sections wrapped in plastic film. 
Lasting protection from moisture, 
humidity, severest climatic con­
ditions. High-melting-point wax 
fill. 

• Centered radial mounting strap. 
Plastic insulated wire leads, 6" 
long. Color coding on tubes. 

• Overall wax coating for added 
protection against moisture and 
humidity. 

Cat. No. 

ESO-140 
ESO.150 

ESO-155 
ESO-156 

ESO-160 

ESO-163 
ESO-165 

ESO-170 

ESO-175 

ESO-190 

E80-250 
ESO-255 

E80·450 
ESO-455 

E80·475 

Cat. No. 

ESl-555 

ESl -560 
E81-570 

ESl-575 

ESl-580 
EST-585 

DUAL UNITS 
(Common Negative) 

Cap. Mf./WVOC 

10+10/50 
8+8/150 

20+20/150 
30+20/150 

30+30/150 

40+20/150 
40HO/150 

50+30/150 

50+50/150 

80+40/150 

16+1HI'2.50 
20+20/250 

8+8/450 
20+20/450 

40+(0/450 

Resale 
Price. 

D. xL. SUUl. 

%.2% .84 
%.2% .87 

%,x2% .99 
%,.2% 1.02 

%x2% 1.08 

%.2% 1.05 
1 x2 % 1.11 

1 .2% 1.17 

1.3 1.26 

1,",.3 1.35 

%x2% 1.08 
%x2% 1.11 

1 x2% 1.02 
1%x31i. 1.50 

1 %x3 % 2.04 

TRIPLE UNITS 
(Common Negative) 

Cap. Mf./WVDC D. x L. Price 

20+20+20/150 1.2 % 

40+20+20/1.50 1 x2% 
40+30+20/150 1 x2% 

40+40+20/150 1.3 

40+40+40/1~iI 1 x314 
60+40+20/150 1 .3li. 

EST -595 80+40+20/150 1,",x3li. 

EST-610 40+10/150+ 20/25 1 x2% 

EST-620 40+30/150+ 20/25 1 x2% 

1.82 

1_35 

1.41 

1.41 

1.47 
1.44 

1.50 

1.17 

1.88 

EST-625 40+40/150+.40/25 1 .31i... 1.44 

EST-640 50+30/IiiO+l00/25 1 ,:;1i. 1.50 

EST ·645 40 + 40/25 %xl % 2.10 
E8T-655 50+30/150+200/10 1 131i. 1.58 

© U.C.P., Inc, 

Cat. 
Nu. 

EYS-90 
EYS-l00 
EYS-l05 
EYS-l08 
EYS-115 
EYS-120 
EYS-125 
HS-130 
EYS-131 
EYS-133 
EYS-135 
EYS-140 
EYS-145 
EYS-150 
EYS-151 
EYS-155 
EYS-160 
EYS-161 
EYS-162 
EYS-165 
EYS-170 
EYS-175 
EYS-180 
EYS-185 
EYS-186 
EYS-190 
EYS-1901 
EYS-1902 
EYS-191 
EYS-193 
EYS-195 
EYS-200 
EYS-205 
EYS-215 
EYS-220 
EYS-222 
EYS-22S 
EYS-230 
EYS-235 
EYS-240 
EYS-245 
EYS-246 
EYS-247 
EYS-250 
EYS-251 
EYS-253 
EYS-255 
EYS-260 
£Y$-.265 
£'($-288 
EYS-267 

SECTION 1500 

TYPE EY 

Twist-Prong Electrolytics 

"SM"* Safety Margin Construction 

• Widest choice of singles, and dual, triple and quadruple capacitance­
voltage combinations in ·smallest practical aluminum can sizes. 

• Ideal for replacement in television, rado and other high quality elec­
tronic equipment where high ripple and high surge voltages are en­
countered. 

• Hermetically sealed. Designed for 85"C. operation. 

• Quick, easy, firm mounting through chassis slots or slotted plates for 
insulated or grounded connection. MountinB prong ring serves as 
common negative terminal. 

• Terminal coding clearly stamped on container. 

• Individually packaged for the service trade, Including metal and 
phenolic mounting plates. 

SINGLE UNITS 

Cap. Mf./WVOC 

2000/6 
1000/15 
2000/15 
3000/15 
100/25 
500/25 

1000/25 
500/50 

1000/50 
1500/50 

50/150 
80/150 

100/150 
120/150 
120/150 
140/150 
150/150 
200/150 
300/150 
15/250 
30/250 
40/250 
60/250 
801250 

100/250 
150/250 
200/250 
80/300 

100/300 
150/300 
30/350 
40/350 
50/350 
80/350 

125/350 
150/350 
80/400 
10/450 
20/450 
30/450 
40/450 
50/450 
60/450 
80/450 

100/450 
125/450 
30/475 
40/475 
90/475 
10/500 
20/500 

Net 

Sugg. 
Oia. x Resale 

Length Price 

l'1ax2 1.53 
1 x3 1.53 
l%x3 2.07 
13/ax3 2.09 
1 x2 .96 
1 x3 1.53 
1¥.x3 2.13 
l%x21(2 1.59 
l%x3 2.25 
13,llx4 2.25 
1 x2 .99 

x2 1.11 
x2 1.20 

1 X21(2 1.26 
l%x3 1.26 
1 x3 1.29 
1 x3 1.29 
l'1ax21(2 1.47 
13/.x3 1.68 
1 x2 .93 

x2 1.02 
x2 1.08 
X21(2 1.23 
x3 1.29 
X21(2 1.61 

13/ax21(2 1.86 
l%x3 2.38 
1 x3 1.53 
1 '1aX21(2 1.73 
l'1ax3 2.10 
1 x2 1.14 
1 X21(2 1.20 
1 x3 1_26 
l%x21(2 1.71 
l%x3 2.19 
1 '1ax31(2 2.37 
1 '1ax21(2 1.77 
1 x2 .93 
1 x2 1.05 

X21(2 1.17 
x3 1.23 
X31(2 1.41 

l%x21(2 1.55 
13"x3 1.83 
13/ax3 2.07 
l%x4 2.55 
1 x3 1.20 
l'1ax2 1.50 
l%x:W2 2.00 
1 x2 .95 
1 X21(2 1.11 

Cat. 
No. 

EYS-268 
EYS-269 
£YS-270 
£YS-271 

EYO-500 
EYO-505 
EYO-506 
£YO-507 
EYO-508 
EYO-510 
EYO-511 
EYO-512 
£YO-513 
EYO-514 
EYO-515 
£YO-5151 
EYO-5152 
EYO-5153 
EYO-5154 
£YO-516 
£YO-517 
£YO-520 
EYO-525 
£YO-539 
EYO-532 
EYO-53~ 

EYO-540 
EYO-54' 
EYO-547 
EYO-550 
£YO-555 
EYO-556 
EYO-557 
£YO-558 
EYO-559 
EYO-560 
EYO-5601 
£YO-561 
EYO-562 
£YO-563 
EYO-5631 
£YO-564 
EYO-565 
EYO-566 
EYO-567 
EYO-575 
EYO-576 
EYO-580 
£YO-581 
EYO-585 
EYO-586 

SINGLE UNITS (Cont.> 

Cap. Mf./WVOC 
30/500 
40/500 
80/500 
90/500 

DUAL UNITS 
1000-1000/15 

150-50125 
50-50/50 

100-25/50 
20-20/150 
30-30/150 
40-20/150 
40-30/150 
40-40/150 
50-30/150 
50-50/150 
60-60/150 
75-75/150 
80-40/150 
80-80/150 

125-100/150 
200-5/150 

200-200/150 
20-20/250 
40-40/250 

150-150/250 
200-200/250 

80-80/300 
120-20/300 
120-40/300 
15-15/350 
20-20/3.50 
30-30/350 
50-30/350 
80-20/350 
80-40/350 
80-80/350 
90-40/350 

100-100/350 
160-10/350 
40-10/400 
80:60/400 

5-5/450 
10-10/450 
15-15/450 
20-10/450 
20-20/450 
30-10/450 
30-30/450 
40-20/450 
40-40/450 
50-50/450 

Sugg. 
Oia. x Resale 

Length Price 
1 x3 1.20 
1 x31h 1.50 
l%x31(2 1.91 
l%x31(2 .96 

l%x3 2.64 
1 x2 1.05 
1 x2 1.02 

x2 1.11 
x2 1.02 
x2 1.05 
x2 1.08 

1 x2 1.12 
1 x2 1.14 
1 x2 1.20 
1 x21h 1.17 
I X21(2 1.42 
1 x3 1.56 
1 X21(2 1.38 
l%x2 1.68 
1 '1aX21(2 2.10 
1 '1ax21h 1.65 
l%x31h 2.40 
1 x2 1.14 
1 X21(2 1.58 
13tl!x4 3.111 
l'1ax41(2 3.66 
l%x31(2 2.43 
l'1ax3 2.28 
l%x31h 2.61 
1 x2 1.35 
1 X21(2 1.41 
1 x3 1.74 
l%x21(2 1.90 
l%x21(2 2.10 
l%x3 2.38 
l%x31(2 2.82 
1%x3 2.58 
l%x4 3.70 
l%x31(2 2.58 
1 '1ax21(2 1.50 
l%x31h 2.92 
1 x2 .96 
1 x2 1_14 
1 X21(2 1.36 
I X21(2 1.36 

x3 1.53 
1 x3 1.50 
l%x21h 1.83 
l'1ax21(2 1.80 
l%x3 2.07 
l%x3 2.32 
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Cat. 
No. 

EYO-581 
£yD-588 
EYO-590 
EYO-592 
EYO-600 
EYO-601 
EYO-&02 
EYO-603 
EYO-&04 
EYD-605 
EYD-6051 
EYD-606 
EYD-&10 
EYO-611 
EYO-615 
EYO-&16 
ErO-617 
EYO-620 
EYO-621 
EYO-622 
EYO-623 
EYO-&24 
EYO-625 
EYO-&30 
EYO-633 
EYO-&331 
EYO-634 
EYO-535 
EYO-640 
EYO-644 
EYO-645 
EYO-65O 
EYO-651 
EYO-655 
EYO-660 
EYO-66 I 
EYO-665 
EYO-666 
EYO-670 
EYD-671 
EYO-675 

EYT-999 
EYT-l000 
EYT-l00l 
EYT-l005 
EYT-l007 
EYT-l0l0 
EYT-l012 
EYT-l015 
EYT-1016 
EYT-l017 
EYT-l018 
EYT-l019 
EYT-l0191 
EYT-10192 
EYT-l0193 ' 
EYT-l0j94 
EYT-l020 
EYT-l021 
EYT-l022 
EYT-l023 
EYT-l024 
EYT-l0241 
EYT-l0242 ' 
EYT-l0243 
EYT-l025 
EYT-l026 
EYT-l0261 
EYT-l0262 

DUAL UNITS 

Cap. Mf./WVOC 

60-20/450 
60-40/450 
8O-1O/4SO 
80-20/450 
80-40/450 

100-40/450 
15-15/475 
30-10/475 
40-10/475 
40-40/475 
80-50/475 
10-10/500 
20-20/500 
30-10/500 
40-40/500 
60-40/500 

100/400 30/50 
250/10 1000/6 
50/150 500/5 

150/150 100125 
100/250 ISO/SO 
35/300 SOO/6 
20/350 30/2S0 
60/3S0 80/250 
80/350 100/50 
3S/400 100/50 
1O/4S0 20/25 
20/450 20/25 
20/450 100/100 
20/450 50/250 
20/450 80/350 
30/450 40/150 
30/450 200/1S0 
40/450 20/25 
40/450 10/350 
50/450 100/50 
80/450 50/50 
80/450 100/50 
20/475 100/300 
20/475 100/400 
40/500 50/200 

TRIPLE UNITS 
20-20-20/25 
40-40-40 / 25 
20-20-20/150 
40-20-20/150 
40-30-20/150 
40-40-40/150 
50-40-10/150 
50-50-50/150 
60-40-20 / 150 
70-15-15/150 
80-40-20 / 150 

120-80-40 / 150 
120-120-40/150 
200-100-60/150 

200-150-150/150 
20-20-20/250 
40-20-10/250 
40-20-20/250 
80-80-60/250 
60-20-10/300 
80-40-40/300 

120-50-40/300 
20-20-10/350 
30-20-10/350 

60-40-20/350 
60-5~50/350 
80-60-60/350 
90-40-20/350 

Sugg. 
Oia. x Resale 

Length Price 
Cat. 
No. 

1%x3 2.14 EYT-l0263 
1%x3 2.31 EYT-l021 
1%x3 2.16 EYT-l028 
1%x3 2.34 EYT-l029 
1'Vsx4 2.61 EYT-l0291 
1%x4 2.92 EYT-l030 
1 X2'12 1.42 
10/ax2 1.56 
1 %X2'12 1.86 
l3/aX3'12 2.58 
1'Vsx4 3.12 
1 x2lh 1.11 
10/sx2'12 1.11 
1'¥aX2'l2 1.56 
l3/ax4 2.64 
1%x3112 2.76 

10/.x2'12 1.86 
1%x2 1.11 
1 X2'12 1.48 
1%x2lh 1.62 
1'Vax3 2.19 
1 X2'12 1.68 
1 X2'12 1.38 
l3/ax3 2.07 
1'¥sx3 2.31 
1 x3 1.56 
1 x2 1.02 
1 X2'12 1.~0 
1%x2'12 1.59 
1 x3 1.68 
13/sx3 2.19 
1'V.x2 1.50 
.1%x3 2.10 
1 x31/2 1.44 
1%x2'12 1.56 
1'Vsx2'12 1.80 
1'¥sx3 2.10 
1'¥8x3'12 2.26 
13/sX3'12 2.31 
1%x4 2.10 
1%x3'12 2.01 

x2 1.17 
x2 1.29 
x2 1.38 
x2 1.44 
x2 1.50 
X2'12 1.56 
x2'1, 1.53 
x3 1.80 
x2lh 1.65 
X2'12 1.62 
x3 1.74 

1%x2'12 2.28 
1'Vsx3 2.44 
1%x3'12 2.74 
1%x4 4.50 
1 x2 1.56 
1 X2'12 1.11 
1 X2'12 1.74 
1%x3'12 2.94 
1%x2 2.07 
1%x3 2.86 
1%x4 3.40 
1 X2'12 2.68 
1 x3 1.96 
1%x3 2.55 
1%x3112 2.94 
1%x4 3.34 
1%x3'12 3.16 

EYT-l0301 
EYT-l035 
EYT-l040 
EYT-l041 
EYT-l045 
EYT-l0'6 
EYT-l041 
EYT-l050 
EYT-l051 
EYT-l055 
EYT-l056 
EYT-l057 
EYT-l058 
EYT-l060 
EYT-l065 
EYT-l070 
EYT-l075 
EYT-1018 
EYT-l0181 
EYT-l079 
EYT-l080 
EYT-l081 
EYT-l082 
EYT-l083 
EYT-l0B5 
EYT-l087 
EYT-l088 
EYT-l0882 
EYT-l0683 
EYT-l0884 
EYT-l089 
EYT-l0891 
EYT-l090 
EYT-l0901 
EYT-l0902 
EYT-l09l 
EYT-1093 
EYT-l095 
EYT-l097 
EYT-l0971 
EYT·l098 
EYT-ll00 
EYT-ll01 
EYT-l102 
EYT-ll05 
EYT-lll0 
EYT-1112 
EYT-1113 
EYT-1115 
EYT-l111 
EYT-11191 
EYT-1120 
EYT-1121 
EYT·1122 
EYT-l123 
EYT-1124 
EYT-1125 
EYT-11251 
EYT-1126 
EYT-1130 
EYT-l131 
EYT-1135 
EYT-1140 
EYT-1145 
EYT-1150 
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SECTION 1500 

TRIPLE UNITS 
Sugg. 

Oia. x Resale 
Cat. 
No. 

Cap. Mf./WVOC Length Price EYT-l151 

100-100-10/350 
40-40-20/400 
30-50-4/400 

80-20-10/400 
90-10-5/400 

10-10-10/450 
15-15-15/450 
20-10-10/450 
20-20-20/450 
30-20-20/450 
30-30-30/450 
40-10-10/450 
40-30-20 / 450 
40-40-10 / 450 
40-40-20/450 
40-40-40/450 
50-40-30/450 
60-20-20/450 
60-40-20/450 
60-30-10/450 
80-40-20/450 
10-10-10/475 
30-30-20/475 
40-10-10/475 
40-30-10/475 
40-30-30/475 
10-10-10/500 
30-20-20/500 
40-10-10/500 
40-40-10/500 

40-20/150 20/25 
40-20/150 100/25 
40-20/150 200/25 
40-40/150 20/25 
40-40/150 250/25 
50-30/150 20/25 
50-30/1S0 30/25 
50-30/150 100125 
50-50/150 20/25 
80-30/150 300/10 
8O-40/1S0 20/25 
80-40 / 150 300/25 

100-80/150 200/10 
120-60/150 20/25 
30-20/200 40/2S 
30-20/200 40/1S0 

60-5/200 20/50 
100-10/200 40/S0 
15-15/250 20/25 
30-30/250 20/25 
40-20/250 10/150 
70-70/250 20/SO 
90-90/250 20/50 
10-10/300 10/15 
10-10/300 15/250 

100-10/300 60/50 
200-20/300 1O;i00 

10-5/350 150/S0 
15-10/350 20/25 
20-5/350 100/25 
20-5/350 150/50 

20-10/350 20/25 
15-15/350 20/25 
20-10/350 5/250 
20-20/350 20/25 
30-20/350 20/25 
30-20/350 100/150 
30-30/350 20/25 

'30-30/350 50/50 
40-20/350 10/100 
40-40/350 50125 

Net 

1%x4 3.30 EYT·1153 
1%x3 2.25 EYT-11531 
10/sx2'12 2.31 EYT-11532 
1%x3 2.58 £YT-11533 
1%x3 2.64 EYT-1154 
1 x3 1.56 EYT-1155 
1 x3 1.86 
1 x3 1.17 
1%x3 2.16 
1%x3 2.31 
1%x3'12 2.61 
1%x2'12 2.16 
1%x3 2.58 
1%x3lh 2.49 
1 'VSX3'12 2.68 
1'Vsx4 2.94 
1'¥SX3'12 2.94 
1%x3'12 2.76 
1%x3'12 3.00 
1%x3'12 2.70 
1%x4'12 3.24 
1 x3 1.62 
1%x3lh 2.64 
1%x3'12 2.34 
1%x3 2.10 
1'¥SX3'12 3.10 
1 x3lh 1.62 
1%x3 2.52 
l3/ax3 2.34 
1'Vsx3lh 3.04 
1 x2 1.38 
1 X2'12 1.50 
1 X2'12 1.62 
1 x2 1.44 
1 x3 1.89 
1 x2 1.50 
1 x2 1.56 
1 X2'12 1.62 
1 X2'12 1.62 
1%x2 1.89 
1 X2'12 1.68 
1%x2'12 2.22 
1%x2'12 2.16 
1 'VSX2'12 1.98 
1 x2 1.68 
1 X2'12 1.62 
1 X2'12 1.50 
1%x2 1.86 
1 x2 1.41 
1 X2'12 1.68 
1 x2lh 1.65 
1%x21h 2.34 
1'Vsx3 2.16 
1 x2 1.41 
1 x2 1.41 
1%x2'12 2.43 
10/sx4 2.94 
1 x3 1.62 

x2 1.50 
X2'12 1.56 
x3 1.78 

1 x2 1.53 
1 x2lh 1.50 
1 x2 1.53 
1 x2lh 1.68 
1 x3 1.86 
1%x2'12 2.40 
13/sx2 2.04 
1'Vsx2'12 2.10 
13/ax2 1.68 
J3/aX2'12 2.22 

EYT-1160 
EYT-1162 
EYT-1163 
EYT-l165 
EYT-1170 
EYT-l175 
EYT-lm 
EYT-1180 
EYT-1185 
EYT-lla6 
EYT-1188 
EYT-1190 
EYT-l195 
EYT-1200 
EYT-1201 
EYT-1205 
EYT-1210 
EYT-1215 
EYT-l217 
EYT-1220 
EYT-l221 
EYT-1225 
EYT-12251 
EYT-12252 
EYT-12253 

.EYT-1226 
EYT·1240 
EYT-1241 
EYT-1245 
EYT-1250 
EYT-1251 
EYT-1255 
EYT-1260 
EYT-1261 
EYT-1262 
EYT·1263 
EYT-1264 
EYT-1265 
EYT-1266 
EYT-12661 
EYT-1261 
EYT-1270 
EYT-12701 
EYT-1273 
EYT-12731 
EYT-1275 
EYT·1276 
EYT-1217 
EYT-1280 
EYT-1281 
EYT-1282 
EYT-1290 
EYT-1291 
EYT-1292 
EYT-1295 
EYT-1300 
EYT-1301 
EYT·1310 
EYT-l313 
EYT-1315 
EYT-1320 
EYT-1321 
EYT-1325 
EYT-l327 
EYT-1328 
EYT-1329 

Cap. Mf./WVOC 

20-20 / 400 10 /350 
40-10/400 200/50 
60-30/400 20/350 
80-40/400 150/50 

100-10/400 20/50 
100-10/400 80/350 
10-10/450 20/25 
10-10/450 40/50 
15-15/450 40/25 
20-10/450 20/25 
20-10/450 50/50 
20-20/450 20/25 
20-20/450 60/350 
30-10/450 ISO/SO 
30-30/4S0 20/25 
30-30/4S0 4O/S0 
30-30/4S0 125/25 
,4O-10/4S0 100/S0 
40-10/450 80/200 
40-10/450 100/200 
40-10/450 10/3S0 
4O-2O/4S0 20/25 
40-20/4S0 25/S0 
40-40/450 20/25 
40-40/450 40/25 
40-40/450 100/50 
40-40/450 40/150 
40-40/450 60/200 
40-40/450 100/200 
40-40/450 80/350 
60-40 / 450 7S / 50 
80-10/450 125/25 
80-20/450 100/50 
80-40/450 100/25 
20-10/475 100/400 
20-20/475 60/400 
10-10/500 4/350 
20-10/500 100/50 
10-10/500 100/50 
30-10/500 20/50 
40-40/500 100/200 

60/200 200-140/150 
10/300 500-500/15 
20 /300 150-80/150 
40/300 80/40/250 

100/300 200-60/150 
200/300 60-20/250 
60/400 20-20/350 
80/400 20-10/300 
5/450 80-40/300 
10/450 20-10/25 

10/450 80-80/250 
20/450 40-10/250 
20/450 40-10/350 
20/450 80-10/350 
30/450 100-25/25 
40/450 90-50/150 
80/450 40-40/250 
40/450 90-50/150 
40/475 80-10/450 

80/250 40/150 50/50 
20/350 30/250 20/25 

100/300 60/150 20125 
20/350 50/100 100/75 
10/350 501150100/50 
20/350 10/31iO;.,20/25 
20/350 40/30010/150 
30/350 30/300 20/25 

125/350 5/200 100175 
40/350 20/300 10/200 
60/400 40/300 20/25 
10/450 50/150100175 
10/450 40/300 10/lS0 

Sugg. 
Oia. x Resale 

Length Price 

1 x3 1.80 
13/ax3'12 2.22 
1%x3 2.14 
1%x3'12 3.10 
1%x3'12 2.10 
1%x4 3.66 
1 X2'12 1.44 

X2'12 1.65 
X2'12 1.65 
X2'12 1.62 
x3 1.11 
x3lh 1.86 

1'Vax3'12 2.40 
1 %X2'l2 1.50 
l3/aX2'12 2.10 
1%x3 2.19 
1%x3 2.38 
1'Vax3 2.58 
1%x3 2.34 
1%x3'12 2.46 
1'¥SX2'12 1.93 
1%x2'12 2.10 
1%x3 2.04 
1'Vsx3'12 2.31 
l3/aX3'12 2.40 
1'Vsx3'12 2.58 
1%x3lh 2.49 
1%x3'12 2.68 
l'Vsx4 2.97 
1'Vsx4 3.34 
1'Vsx3'12 2.76 
1 %X3'12 2.64 
1%x4 2.88 
1%x4'12 3.06 
1%x4 3.16 
1%x4 2.88 
1 x3 1.50 
1 X3'12 1.98 
1 X3'12 1.71 
1%x2'12 1.86 
1%x4 3.52 
1%x4 2.88 
1%x2 2.34 
1%x3 2.31 
1%x3 2.61 
1%x4 3.34 
1%x4'12 3.48 
10/sx3 2.55 
1%x3l/2 2.S5 
1%x3 2.49 
1 x2 1.29 
1%x3 2.52 
10/sx2 1.89 
1%x2'12 2.10 
1%x3 2.55 
1%x2 1.80 
1%x3 2.37 
l%x4 2.98 
1'¥SX3'12 2.40 
1 %X3'12 3.30 
1%x2'121.41 
1 X2'12 1.68 
1%x2'12 ,1.71 
1 x3 1.86 
1 x3 1.71 
1 1<2'12 1.50 
1 x3 1.89 
1 'x.3 1.89 
1%x3'12 3.18 
H'sx2 1.98 
1'Vsx3 2.52 
1 x3 1.96 
l3/ax2 1.86 
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Cat. 
No. 

EYT·1330 
EYT·1335 
EYT·1340 
EYT·1341 
EYT·1342 
EYT·1345 
EYT·13451 
EYH346 
EYT·1350 
EYT-I351 
EYT-1352 
EYT-1360 
EYT·1365 

EYQ·199B 
EYQ·1999 
EYQ·2000 
EYQ·20004 
EYO·20005 
EYO·2002 
EYO·2003 
EYO·2004 
EYO·2005 
EYO·2007 
EYO·2010 
EYO·2011 
EYO·2012 
EYQ-2015 
EYQ·2020 
EYQ·2025 
EYQ·2027 
EYQ·2030 
EYO·2035 
EYQ·2036 
EYO·2037 
EYQ·203B 
EYO·2040 
EYO·2041 
EYQ·2042 
EYQ·2043 
EYO·20431 
EYQ·2044 
EYO·20441 
EYO·20442 
EYQ·20443 
EYQ·2045 
EYO·204B 
EYQ·2049 
EYQ·2050 
EYQ·2051 
EYQ·2052 
EYQ·2053 
EYQ·2054 
EYQ·20541 
EYQ·20542 
EYQ·2055 
EYQ-2056 

£YO·20561 
EYQ·20562 
EYO·2057 

115TIlO~ 
TRIPLE UNITS (Cont.) 

Cap. Mf./WVDC 
10/450 30/400 30/300 
20/450 60/250100/25 
20/450 80/350 100/50 
30/450 15/350 40/25 
30/450 40/350 50/25 
40/450 40/150130/50 
10/475 4/350 40/250 
10/475 40/450100/200 
10/475 100/200 40/50 
20/475 50/50 20/25 
80/475 80/150 50/50 
20/500 20/300 40/25 
40/500 40/250100/50 

Sugg. 
Dia. x Resale 

Length Price 
13/8x2'/2 2.01 
1"18x2'12 2.19 
13fsx3'12 2.78 
H'8X2 1.44 
1 x4 2.22 
13fsx3 2.19 
13/sx2 1.80 
13/sx3 2.52 
1"18x2'12 2.01 
1 x3 1.65 
1"18X4 2.92 
1"18x2'12 1.86 
13fsx3'12 2.25 

QUADRUPLE UNITS 
100·80-60-40/150 1"18x3 2.79 
40-20-10-10/300 1'¥8x2 2.37 
40-40-20-10/300 13fsx2'12 2.73 
40-40-30-20/300 1"18X3 2.91 
60-40-10-10/300 13fsx2'12 2.73 

200-20-20-20/300 13/sx4'12 3.70 
80-40-20-10/350 13fsx3'/2 3.12 
40-40-40-40/350 13/sx3'12 3.60 
30-30-20-20/400 13/sx3'12 2.91 
50-40-30-20/400 13/sx4 3.39 
80-10-10-10/400 13/8X3'12 2.82 
80-25-10-10/400 13fsx3'12 3.03 

5-5-5-5/450 13/sx2 1.80 
10-10-10-10/450 13fsx2 2.01 
20-10-10-10/450 

20-20-20-20/450 

20-60-20-20/450 

30-15-15-15/450 

30-30-15-10/450 

30-30-20-20/450 

35-35-10- 5/450 

40-10-10-10/450 

40-20-10-10/450 

40-35-10-10/450 

40-40- 4- 4/450 

40-40-20-20/450 

40-40-30-30/450 

40-40-40-40 / 450 

60-20-20-20/450 

60-30-10- 2! 450 

80-10-10-10/450 

10-10-10-10/475 

20-20-10-10/475 

20-20-20-20/475 

40-20-10-10/475 

10-10-10-10/500 

13/sx2'/2 2.22 
13/8X3 2.82 
13/8X3'12 3.39 
13fsx3 2.67 
1"18X31/2 2.82 

13fsx3'12 3.12 
1"18X3' 2.79 

13/8x3 2.49 
13fsx3 2.&7 
13/8X3 2.88 
1"18x3'12 2.79 
13/8x4 3.34 
13fsx4 3.64 
13fsx4'12 3.87 
13/8x4 3.40 
13fsx3'12 3.86 
13fsx3'/2 3.83 
13fsx2 2.18 
1"18X2'12 2.62 

13fsx3 3.12 
13fsx31/2 3.86 
1"18x2 2.10 

40-40- 8- 8/500 1"18X31/2 3.42 

30-30-30/150 4O~25 13fsx2 1.86 
40-20-20/150 20/25 13fsx2 1.77 
40-40-20/150200/10 13fsx2 1.96 
40-40-30/150 20 / 25 13fsx2 1.86 
40-40-40/150 20/25 13/sx2 1.89 
40-40-40/150 160/25 13/sx2 2.13 
50-20-20/150 200/25 1 "I8x2 2.18 
50-30-30/150 100/25 13fsx2 2.87 
50-50-50/150 20/25 13fsx2 2.13 

EYQ·2058 60-40-20/150 200/10 13fsx2 2.18 
EYQ·20581 80-40-40/150 40/25 13fsx2 2.16 
EYO-20582 80-40-40/150 100/25 13fsx2'12 2.25 

. EYO·20583 100-90-60/150200/25 13fsx3 2.97 
EYQ-2059 
EYO-2060 
EYO-2OB5 
EYQ-2OB6 

200,200-100/150 10175 13/sx4 

80-60-40/250 20/150 13fsx3 

100-40-10/250 100/50 13/sx3 

40-20-20/300 25/25 13fsx2 
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3_58 

3.8& 
3.09 
2.40 

Cat. 
No. 

SECTION 1 SOO 

Cap. Mf./WVOC 

40-40-10/300 20/15 
40-40-40/300 20/150 
60-40-20/300 50/25 

120-40-40/300 10/250 
150-20-10/300250/50 
150-40-10/300 100/50 
20-10- 5/350 20/25 
30-10- 5/350200/25 
30-10- 5/350100/200 
30-20- 5/350 100/200 
40-20-20/350 25/25 
40-40-30/350 10/25 
40-40-40/350 40/25 
40-40-40/350 150/50 
90-30- 5/350 100/75 

100-10-10/350 20/50 
100-40-30/350 50/50 
100-80-10/350 20/50 
20-20-20/400 20/25 
80-40-10/400 20/25 

Sugg. 
Dia. x Resale 

Length Price 

1"18x2'12 2.55 
13fsx2'12 2.94 
13/8x21f2 2.82 
13fsx4 3.70 
l"18x4 3.64 
13/8x4 3.54 
1"18x2 1.86 
l"18x2 2.28 
13/sx21/2 2.64 
13/8x3 2.82 
1"18x2'12 2.55 
13fsx3 2.97 
13/8x3 3.12 
13fsx3'12 3.42 
13fsx3'12 3.70 
l"18x3 3.89 
1"18x4 3.94 
1"18x4 3.96 
13fsx2/;2 2.31 
l"18x3'12 3.18 

80-40-10/400100/200 13/8x4 

80-40-30/400 40/25 l"18x4 
80-60-15/400 60/50 13fsx4 

10-10-10/450 20125 13fsx2 

10-10-10/450 10/150 13/8x2 

3.78 
3.58 
3.75 
1.89 
1.89 

~~t: Cap. Mf./WVOC 

EYQ-22032 20-20/450 60/150 

EYQ-22033 35-25/450 

100/25 

20/200 
100/50 

EYQ-22034 40-40/450 125/150 
125/25 

EYQ-2205 10- 5/475 80/450 
40/50 

EYQ-2210 15-15/475 80/300 
40/50 

EVQ-2211 20-10/475 20/450 

EYQ-2212 

EYQ-2213 

EYO-2215 

EYQ-2220 

EYQ-2222 

40-10/475 

20/400 

10/450 

10/450 

10/450 

EYQ-2225 20/450 

EYQ-2227 25/450 

EVQ-22m 40/450 

100/25 

4/350 
40/300 

50-40/350 
80/50 

120-40/300 
25/25 

60-40/350 
25/25 

100-10/350 
20/25 

BO-20/200 
50/50 

100-10/300 
50/50 

40-40/300 
20/150 

EYQ-2074 
EYQ-2075 
EYO-2076 
EYO-20761 
EYO-20762 
EYQ-2077 
EYO-20771 
EYO-20772 
EVO-20773 
EYO-20774 
EYO-2080 
ErQ-2081 
EYO-2085 
EYQ-2090 
EYO-2091 
EYQ-2092 
EYO-2094 
EYO-20941 
EYQ-2095 
EYQ-2096 
EYQ:20961 
EYQ-20962 
EVQ-2097 
EYQ-2105 

EYQ-2110 
EYQ-2115 
EVIl-2120 
EYQ-2125 
EVQ-2126 
EVQ-2130 
EYQ-2135 
EYQ-2140 
EVQ-2145 
EVQ-2146 
EYQ-21S0 
EYO-2151 
EYQ-2152 
EYO-2153 
EYO-2155 
EYQ-2160 
EYQ-2162 
EVQ-2163 
EYQ-2164 
EYQ-21641 
EYQ-2165 
EVQ-217O 
EYO-2171 
EVQ-2172 
EVQ-2173 
EYQ-2175 
EYQ-2180 
EYQ-21B1 
EYQ-2182 
EYQ-2183 
EYQ-2184 
EYO-2185 
EYQ-2186 
EYQ-2190 
EYQ-2195 
EYQ-2197 
EYQ-2198 
EYQ-2200 

20-10-10/450100/25 13fsx21/2 2.22 EYO-22272 60/450 80-40/250 
20-20-20/450 20/25 13fsx2'12 2.49 20/150 

20-20-20/450 100/50 1"18x3 2.73 
30-30-10/450125/25 13fsx3 2.70 
30-30-15/450 30/50 1"18x3 2.49 
30-30-20/450 20/25 J3/sX3'12 2.79 
40-10-10/450250125 13fsx31/2 2.55 
40-10-10/450 10/350 13fsx3 2.34 
40-10-10/450 40/350 J3/sx3 2.86 
40-15-10/450 20/25 13/sx3 2.46 
40-20-10/450100/50 13fsx3'h 2.76 
40-20-10/450100/250 13/sx4 2.52 
40-20-20/450 20125 l"18x3'12 2.76 
40-20-20/450 40/25 )3IsX3'12 2.79 
40-30-10/450 20/25 13fsx3 2.76 
40-40-10/450 50/50 13fsx3'12 2.88 
40-40-10/450100/100 13fsx4 3.21 
40-40-20/450 20/25 13fsx3'12 3.00 
40-40-40/450 40/25 l"18x3'12 3.30 
40-40-40/450 25/50 13fsx4 2.82 
60-10-10/450 20/150 1"18x3'12 2.76 
60-40-10/450 25/50 13fsx3'12 3.15 
60-40-40/450 10/25 13fsx4 3.60 
60-50- 5/450 20/25 13fsx3'12 3.21 
20-20-10/475 10/300 13fsx3 2.58 
40-20-10/475 10/25 1%x3'12 2.91 
20-20/150 160-40/25 13fsx2 1.92 
50-20/150150-30/15 J3/sx2 1.92 

100-10/300 200-30/150 13fsx4'12 3.54 
60- 4/350 100-40/25 13fsx2'12 2.28 
40-10/400 80-10/250 13fsx3'12 2.82 

100-1O/4QO 30-20/50 13fsx31/2 3.06 
10-10/450 20-20/25 13fsx2 1.77 
20-20/450 20-20/25 l"18x2 2.16 
40-10/450 35-10/350 J3/sx4 3.30 
40-40/450 100-60/200 13fsx4 3.64 
40-40/450 30-30/350 l"18X4'12 3.54 

EYQ-2202 60-10/300 10/75 
10/25 

EYQ-22021 80- 5/300 60/150 

EYO-2203 60-40/350 

20/25 

60/200 
20/150 

13fsx2 2.16 

13fsx2'12 2.58 

13fsx31/2 3.80' 

EVQ-2228 10/475 140-40/350 
100/50 

EYQ-2229 10/475 40-10/450 
100/50 

EYo-ma 25/500 80-10/350 
10/50 

EYQ-2235 100/300 40/50 
80-20/25 

EYO-2236 80/450 

EYQ-2237 30/500 

10/400 
40-30/300 

10/450 
150-30/50 

EYQ-2238 10/300 200-140-30/150 

EYQ-22381 10/300 200-200-30/150 

EYQ-22391 160/350 60-10-4/300 

EVO-22392 30/475 130-10-10/350 

EYQ-22393 20/300 150-150/150 
, 100/30 

EYQ-2240 120/300 20/250 

EYQ-2245 

EYQ-2246 

EYQ-2250 

EYQ-2255 

EYQ-2260 

EYQ-2261 

EYQ·2262 

EYQ-2263 

EYQ-2265 

EYQ-2270 

EYQ-2275 

EYO-2276 

EYQ-2280 

100/50 20/25 

200/300 20/250 
laO/50 20/25 

20/350 150/300 
10/250 250/50 

10/450 10/300 
60/200 100/50 

20/450 20/400 
20/350 20/25 

80/450 10/400 
30/300 40/150 

10/475 40/350 
80/300 100/100 

10/475 40/400 
4/350 100/5P 

20/300 20-8-4/250 

10/475 10/450 
80/200 50/60 

10/475 60/450 
30/400 125/50 

20/475 40/300 
100/50 80125 

20/475 40/350 
80/200 100/100 

25/475 20/450 
40/300 100/50 

EYO-2281 40/475 40/250 EYO-22031 10-10/450 60/200 
100/50 13fsx3 2.31 SO/ISO 80/50 

Sugl. 
Oia. x Resale 

Length Price 

13fsx2'12 2.55 

13fsx3 2.79 

13fsx4 3.42' 

1"18x4 2.97 

13fsx3'12 2.88 

13fsx2'12 2.52 

13fsx3 2.97 

13fsx3 3.00 

13fsx4 3.15 

13fsx3'12 2.76 

l"18x3'12 3.15 

13fsx3 2.49 

J3/sx3 3.15 

13fsx3 2.94 

13fsx4 3.39 

13fsx4 3.18 

13fsx3 2.58 

13fsx4'12 2.70 

l"18x3 2.70 

13fsx4 3.48 

)3Isx~ 2.52 
13fsx4'12 3.OB 
13fsx41f2 3.21 
13fsx4 3.84 
13fsx4 3.84 

13fsx3'12 3.18 

13fsx31f2 3.03 

1"18x41f2 3.27 

13fsx4 3.66 

13fsx2'12 2.28 

13fsx3 2.28 

13fsx4'12 3.15 

13fsx4 3.34 

13fsx21/2 2.44 

13fsx2 1.86 

13fsx3 2.31 

13fsx4 3.27 

13fsx3 2.70 

13fsx4 3.27 

13fsx3W 2.97 

1"18X31/2 3.00 
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'ACTUAL SIZE 

VDC WORKING 6, 10, IS, 20, 35 
VDC SURGE 8, 13, 18, 23, 40 

Partial Cap. 
Catalog No. Mfd. Case Case Case 

TES-0022 .0022 A A A 
TES·0027 .0027 A A A 
TES·0033 .0033 A A A 
TES·0039 .0039 A A A 
TES·0047 .0047 A A A 
TES·0056 .0056 A A A 
TES-0068 .0068 A A A 
TES·0082 .0082 A A A 
TES·01 .01 A A A 
TES·012 .012 A A A 
TES-015 .015 A A A 
TES-018 .018 A A A 
TES·022 .022 A A A 
TES·027 .027 A A A 
TES-033 .033 A A A 
TES-039 .039 A A A 
TES-047 .047 A A A 
TES-056 .056 A A A 
TES-068 .068 A A A 
TES-082 .082 A A A 
TES-1 .1 A A A 
TES-12 .12 A A A 
TES-15 .15 A .A A 
TES-18 .18 A A A 
TES·22 .22 A A A 
TES-27 .27 A A A 
TES-33 .33 A A A 
TES-39 .39 A A A 
TES-47 .47 A A A 
TES-56 .56 A A A 
rES·68 .68 A A A 
TES-82 .82 A A A 
TES·1M 1. A A A 
rES·1.2M 1.2 A A A 
TES-1.5M 1.5 A A A 
TES.1.8M 1.8 A A A 
rES-2.2M 2.2 A A A 
rES-2.7M 2.7 A A A 
rES·3.3M 3.3 A A A 
rES·3.9M 3.9 A A B 
TES·4.7M 4.7 A A B 
TES·5.6M 5.6 A B C 
TES-6.8M 6.8 A B C 
TES·8.2M 8.2 B C C 
TES·10M 10. B C C 
TES·12M 12. C C C 
TES·15M 15. C C C 
TES·18M 18. C C C 
TES·22M 22. C C C 
TES·27M 27. C C 0 
TES·33M 33. C C 0 
TES·39M 39. C C 0 
rES-40M 40. C 
TES-47M 47. .C 0 0 
TES·56M 56. C 0 0 
TES·60M 60. C 
TES·68M 68. 0 0 0 
TES·82M 82. 0 0 E 
rES·100M 100. 0 o· E 
rEs·i20M 120. 0 0 E 
rES· 150M 150. 0 E E 
rES.180M 180. 0 E 
rES·220M 220. E E 
rES-270M 270. E 
rES·330M 330. E 
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SECTION 1500 

TYPE YES 
Solid Electrolyte Tantalum Capacitors 

The Astron Type TES solid electrolyte tantalum capacitor is a subminiature metal 
cased, hermetically sealed unit, containing solid materials only. A new develop· 
ment in solid state technology allows the USe of a semiconductor electrolyte, 
resulting in capacitors of improved reliability over a wide range of environmental 
conditions. 

The tantalum oxide dielectric endows these capacitors with long shelf life 
and stability even at maximum rated temperature. The solid manganese dioxide 
electrolyte can never leak or corrode even if the seals are damaged or destroyed. 
The dissipation factor is low over the temperature range of -80°C. to +125'C. and 
the capacitor variation averages ±4% of the 25°C. value. TES capacitors are 
polar units. The case is the negative terminal. At 25°C., a maximum of 6% 
dissipation factor is allowed. 

NOTES TO STANDARD RATINGS 

Case Case I - TO ORDER: Simply write the partial catalog number indio 

cated for the listed capacitance and add the listed WVDC. 
A A 
A A Example: listed Capacitance .0068 
A A Partial Catalog Number TES·0068 A A 
A A listed WVOC 20 
A A Catalog (Order) Number TES·0068·20 
A A 
A A 
A A II - Ratings appearing in bold face are available in either 
A A ±20% or ±10% tolerance (with exception of 40M and 60M). 
A A 
A A All other ratings are available in 10% tolerance only. To desig· 
A A nate 10% tolerance, add -10 to the catalog No. For example-
A A TES·15M·20·10. A A 
A A 
A A III - For insulating sleeve add (M) (R) designation to catalog 
A A 
A A number: Example - TESM·15M·20; TESR for rigid type. 
A A 
A A IV - Higher capacities and voltages than thost> shown above A A 
A A will be available in the near future. Special ratings and toler· 
A A ances are available on request. 
A A 
A A' 
A A 
A A 
A A 
A A DIMENSIONS - INCHES 
A A 
A A 
A A 
A B Case D (±.010) XL (±.032) Wire Lead 
A B Gauge 
A C 
A C 
B C A .125 .250 24 
B C 
C C B .125 .375 24 
C C 

C .175 .438 24 C C 
C C 0 
C C 

.279 .650 22 

C 0 E .341 .750 22 
C 0 
C D 
0 0 
0 0 
0 0 CASE SIZES WITH MYLAR INSULATING SLEEVE 
0 E 
0 E 

0 E 
E Case o (+.016) X L <+.031) 

E 
E A .131 X .322 
E 

B .131 X .447 

C .i81 X .510 

0 .285 X .722 

E .381 X .822 
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SECTION 1500 

BLUE POINf® TYPE BP 
Molded Plastic Tubulars 

~. A MAJOR ACHIEVEMENT in molded capacitor construction 
and performance. Engineered and produced exclusively by 
ASTRON (Pat. Pend.). Greatest protection against heat, mois­
ture and humidity. 

o Designed for continuous operation at 85°C. WITHOUT DE­
RATING. 

o Toughest shell bonded with tightest immersion-proof seal . . . 
unaffected by soldering iron heat. Leads cannot pull or melt out. 

o Solid thermosettingimpregnant. Vacuum impregnated sections­
as in hermetically sealed metal case capacitors-insure uniformity 
and dependability of every unit. 

Sugg. 
Resale 

Cat. No. Cap. Mf. 'Oia. x Length Price 

200 VOLTS DC WORKING 
BP·2·01 .01 %xl . 15 
Bp·2-02 .02 %xl .15 
BP·2·022 .022 %x1 . 15 
BP·2·05 .05 %xl14 .15 
Bp·2·1 .1 Jj,xl14 . 21 
Bp·2·2 .2 %x% .24 
Bp·2·25 .25 %xl% .27 
Bp·2·5 .5 %xl% .36 

400 VOLTS DC WORKING 
BP·4-01 .01 %x1 .15 
BP-4-02 .02 %xl14 .15 
BP-4-022 .022 %x1'.4 .15 
BP-4-03 .03 Jj,xl14 .18 
BP-4-033 .033 Jj,xl14 .18 
BP-4-047 .047 Jj,xl14 .18 
BP-4-05 .05 Jj,xl14 .18 
BP-4-1 .1 'hx1% .21 
BP-4-2 .2 %xl% .24 
BP-4-25 .25 %xl% .27 

600 VOLTS DC WORKING 
BP·6-001 .001 %xl .15 
BP-6-0015 .0015. %xl .15 
BP-6-002 .002 %x1 .15 
BP-6-0022 .0022 %xl .15 
BP-6-003 .003 %x1 .15 
BP-6-0033 .0033 %xl . 15 
BP-6-004 .004 %xl .15 
BP-6-0047 .0047 %xl .15 
BP-6-005 .005 %x1 .15 
BP-6-006 .006 %x1 .15 
BP-6-01 .01 %xl14 .18 
BP-6-015 .015 %xl14 .18 
BP-6-02 .02 Jj,xl14 .18 
BP-6-022 .022 Jj,xl14 .18 
BP-6-03 .03 'hx1% .21 
BP-6-033 .033 'hx1% .21 
SP-6-04 .04 'hx1% .21 
BP-6-047 .047 'hx1% .24 
BP-6-05 .05 'hx1% .24 
BP-6-06 .06 %x1% .24 
BP-6-08 .08 %x1% .24 
BP-6-1 .1 %x1% .27 

1600 VOLTS DC WORKING 
BP-16-001 .001 Jj,xl14 .33 
BP-16-002 .002 ~,xl'A .33 
BP-16-003 .003 ~,xl'A .33 
BP·I6-004 .004 ~,xl14 .33 
BP-16-005 .005 ~,xl14 .33 
BP·16·Cio6 .006 'hx1% .33 
BP-I6-007 .007 'hx1% .36 
BP-I6-008 .008 'hx1% .36 
BP-16-01 .01 'hx1% .36 
BP·16-015 .015 %x1% .36 
BP·16-02 .02 %xl% .36 
BP-I6-03 .03 %xl% .36 
Bp·I6-033 .033 %xl% .36 
lIP-16-04 .04 %xl% .36 
SP-16-05 .05 %xl% .36 

CAPACITANCE TOLERANCES 
Nominal 

Capacitance 
.001 mfd - .0019 mfd 
.002 mfd - .009 mfd 
.01 mfd -.1 mfd 
.11 mfd -.5 mfd 

© U.C.P., Inc. 

CapaCitance 
Tolerance 

+60% -25% 
+40% -20% 
+20% -20% 
+20% -10% 

Net 

METEOR* TYPE ADZ 
Bathtub Capacitors 

125'C. Operation 

MIL TYPE 

CP53 
CP54 Char. K 
CP55 

• Designed for operation at temperatures up to 125°C without 
voltage derating. 

o Excellent capacitance stability, less than 5% change over entire 
range _65°C. to +125'C. achieved by use of ASTRON-developed 
X-250* impregnant. 

o Temperature characteristics exceed MIL specifications for Charac­
teristic K. 

o Compact sizes in handy, easy-mounting bathtub cases, Glass-to· 
metal sealed lug-type terminals, Positive immersion proof seal. 

o Standard position of terminals is on side (ASTRON Type ADZ or 
MIL Style CP53). Available also with terminals on top (ASTRON 
Type ADZT or MIL Style CP54); bottom terminals (ASTHON 
Type ADZB or MIL Style CP55) . 

o Standard Capacitance Tolerance: ±20% . 

Cat. No. Cap. Mf. L. x W. x H. Mig. Clr . 
200 VOLTS DC WORKING 

ADZ-2·5 .5 1';II',xl x % 2\4 
ADZ-2-1M 1.0 2 xl%x % 2% 
ADZ-2-2M 2.0 2 x2 xl 2% 

400 VOLTS DC WORKING 
ADZ-4-05 .05 l';II'.x1 x % 2\4 
ADZ-4-1 .1 l';II',x1 x % 2\4 
A DZ-4-25 .25 l';II',xl x % 2\4 
ADZ-4-5 .5 l';II',x1 x % 2\4 
ADZ-4·1M 1.0 2 x1%x % 2% 

600 VOLTS DC WORKING 
ADZ-6-05 .05 l';II'.x1 x % 2\4 
ADZ-6-1 .1 l';II'.x1 x % 2!4 
ADZ-6-25 .25 l';II'.x1 x % 2!4 
ADZ-6-5 .5 l';II'.x1 xl ~\4 
ADZ-6-1M 1.0 2 xl%x1 2% 
ADZ-6-2M 2.0 2 x2 x1!4t 2% 
CAPACITANCE TOLERANCE: ±20% (M). Other tolerances are 
available . 
·Case ht. (C dim.) 1~" for top terminals (ADZT) or bottom termi­
nals (ADZB). 

Cat. No. 
AXM 6-25 
AXM 6-5 
AXM 6-1M 
AXM 6·2M 
AXM 6-4M 
AXM 6-6M 
AXM 6-8M 
AXM 6-10M 

AXM 10-1 
AXM 10-25 
AXM 10-5 
AXM 10-1M 
AXM 1O·2M 
AXM 104M 
AXM 1(J.6M 
AXM 10-8M 

TYPE AXM 

MIL C-25 TYPE 
(CP70 

(B Terminal) 
Char. E) 

Terneplate 
"SClueeze Seam" 
Case with Spade 

Bolt Brackets 

600 VOLTS DC WORKING 
Cap. MF 

_25 
.5 

1.0 
2.0 
4.0 
6.0 
8.0 

10.0 

1000 VOLTS DC WORKING 
.1 
.25 
.5 

1.0 
2.0 
4.0 
6.0 
8.0 

L. x W. x H. 
l';II'.x1)1.x1 % 
l';11'",1)1.x214 
l';II'.x1)1,x214 
1';II'.xl)1,x3'A 
2'h xl;11',x3% 
3% xl14 x3% 
3% xl14 x414 
3%xl%x4 

l';II',x1)1,xl % 
l';II',xl)1,x214 
l';II'6xl )1.x214 
1';II'6x1)1.x2% 
l';II'6xl )16x4% 
3% xl14 x3% 
3% xl% x4 
3% x1% x4% 
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METEOR* TYPE TQF (CP04) 
_ Glass-to-Metal Sealed 

SUBMINIATURE TUBULARS 

J25°C. Operation 

• Inserted tab construction provides smallest 
paper-foil capacitors av .. ilable. Ideal where 
resonant losses are seeOl dary to small size. 

• No voltage derating necessary over entire 
operating temperature range -65°0. to 
+125°0. 

• Excellent capaCitance stability over entire 
temperature range. 

• Available in a variety of construction styles 
to meet your specific needs, as follows: 

Cat. Cap. Oia. x 
No. Mf. Length 

100 VOLTS DC WORKING 

TQF-l-00l .001 .235x 'Yo 
TQF-l-001S .0015 . 235x 'Yo 
TQF-l-0022 .0022 .235x 'Yo 
TQF-l-0033 .0033 .235x 'Yo 
TQF-l-0047 .0047 .235x 'Yo 
TQF-l-006B .0068 . 235x 'Yo 
TQF-1-01 .01 . 235x 'Yo 
TQF-l-01S . 015 .235x 3f4 
TQF-l-022 . 022 .235x 'Yo 
TQF-l-027 . 027 .235x 'Yo 
TQF-l-033 . 033 .235x 'Yo 
TQF-l-047 . 047 .312x ",a 
TQF-l-OS8 .068 .312x 7/. 
TQF-l-l .1 . 312x ",a 
TQF-l-IS . 15 .400x 7/ • 
TQF-I-22 . 22 .400xI1l • 
TQF-I-27 . 27 .400xl% 
TQF-I-33 . 33 .400xl% 
TQF-I-47 .47 .562x11l. 
TQF-I-68 .68 .562x13/. 
TQF-l-IM 1.0 .562x17/. 

200 VOLTS DC WORKING 

TQF-2-001 .001 .235x 'Yo 
TQF-2-0015 .0015 .235x 'Yo 
TQF-2-0022 .0022 .235x 3/4 

SECTION 1500 

CP04* 
CP05* 

of 

CP10* 
CPll* 

MIL C-25A 

Cat. 
No. 

Cap. 
Mf. 

Oia. x 
Length 

200 VOLTS DC WORKING (Cont.) 

TQF-2-0033 .0033 .235x 'Yo 
TQF-2-0047 .0047 .235x 'Y • 
TQF-2-0OS8 .0068 .235x 'Yo 
TQF-2-01 .01 .235x 'Yo 
TQF-2-015 .015 .235x 'Yo 
TQF-2-022 .022 .235x 'Y • 
TQF-2-027 .027 .312x 7/ • 
TQF-2-033 .033 .312x 7/ • 
TQF-2-047 .047 .312x 7/ • 
TQF-2-068 .068 .312x 7/ • 
TQF-2-1 .1 .400x 7/ • 
TQF-2-1S .15 .400x11l • 
TQF-2-22 .22 .400xl% 
TQF-2-27 .27 .562xll/ • 
TQF-2-33 .33 .562xl1f • 
TQF-2-47 .47 .562xI3/ • 
TQF-2-68 .68 .562x17/ • 
TQF-2-1M 1.0 .670x17/ • 

300 VOLTS DC WORKING 

TQF-3-001 
TQF-3-001S 
TQF-3-0022 
TQF-3-0033 
TQF-3-0047 
TQF-3-0068 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.235x 'Yo 

.235x 'Y_ 

.235x 'Y. 

.235x 'Yo 

.235x 'Yo 

.235x 'Yo 

VARIATIONS 

CIRCUIT 1 

UNINSULATED 
BODY 

SIZES SHOWN IN 
LISTINGS 

FOR INSULATED BODY 
ADD ¥t6" TO DIAMETER 
AND LENGTH OF TQF 

SIZES LISTED 

CAPACITOR SECTION INSULATED FROM 
THE CASE MIL STYLE 

Basic unit in floating construction. Sizes as CP04 (1) 
shown in listings. 

Basic unit with tangential soldered-on bracket. CPIO (I) 
Add suffix (A). 

Basic unit with soldered-on L type bracket. Add 
suffiX (B). . 

Screw neck mounting type. Available in same rat- CPll (1) 
ings as TQF. 

Minimum in case diameter .400". 

Internally insulated ("Floating" Construction) CPOS (I) 
with plastic outer sleeve (P). 

ASTRON 
TYPE 

TQF 

TQF-A 

TQF-B 

TQFS 

TQFP 

ASTRON 
CIRCUIT 3 CAPACITOR SECTION GROUNDED TO CASE MIL STYLE TYPE 

UNINSULATED Basic unit-Grounded construction. CP04 (3) TQ 
BODY Basic TQ unit with soldered-on tangential (A) CPIO (3) TQ-A 

DEDUCT ¥t6" FROM bracket. 
LENGTH OF UNITS Basic TQ unit with soldered-on L type bracket (B). TQ-B 
LISTED Screw neck mounting type. Available in same rat-

ings as TQ. Minimum case diameter is .400". 
CPU (3) TQS 

Stud base mounting type. Available in same rat- TQV 
ings as TQ. 

FOR INSULATED BODY Grounded construction, with plastic outer sleeve CP05 (3) TQP 
ADD ¥t6" TO DIAMETER (P). 
OF TQF S.IZES LI STED 

See complete military listings page 404 

Page 394 • The MASTER - 26th Edition Net 

Cat. Cap. Oia. x 
No. Mf. Length 

300 VOLTS DC WORKING (Cont.) 

TQF-3-01 .01 .235x 'Yo 
TQF-3-015 .015 .235x 'Y_ 
TQF-3-022 .022 .312x 7/. 
TQF-3-027 .027 .312x 7/. 
TQF-3-033 .033 .312x ",a 
TQF-3-047 .047 .312x 7/. 
TQF-3-068 .068 .400x 7/. 
TQF-3-1 .1 .400xl1f. 
TQF-3-15 ·.15 .400xl% 
TQF-3-22 .22 .562xl1f. 
TQF-3-27 .27 .562xl% 
TQF-3-33 .33 .562x!,¥. 
TQF-3-47 .47 .562xl",. 
TQF-3-68 .68 .670x17/. 
TQF-3-1M 1.0 . 750x21f. 

400 VOLTS DC WORKING 

TQF-4-001 .001 .235x 'Y' 
TQF-4-001S .0015 .235x 'Yo 
TQF-4-0022 .0022 .235x 'Yo 
TQF-4-0033 .0033 .235x 3f4 
TQF-4-0047 .0047 .235x 3f4 
TQF-4-0068 .0068 .235x 'Y. 
TQF-4-01 .01 .235x 'Y. 
TQF-4-015 .015 .312x 7/. 
TQF-4-022 .022 .312x ",a 
TQF-4-027 .027 .312x ",a 
TQF-4-033 .033 .312x 7/. 
TQF-4-047 .047 .400x ",a 
TQF-4-068 .068 .400xl1/. 
TQF-4-1 .1 .400x!'¥. 
TQF-4-15 .15 .562xl1f. 
TQF-4-22 .22 .562x1'¥. 
TQF-4-27 .27 .562xl",. 
TQF-4-33 . 33 .562x17/ • 
TQF-4-47 .47 .670x17/ • 
TQF-4-56 . 56 .750x211 • 
TQF-4-68 . 68 .750x21f • 
TQF-4-1M 1.0 Ixl",. 

600 VOLTS DC WORKING 

TQF-6-001 .001 .235x 'Y. 
TQF-G-OOIS .0015 .235x 'Y. 
TQF-6-0022 .0022 .235x 3f4 
TQF-G-0033 .0033 .235x 3/_ 
TQF-G-0D47 .0047 .235x 3f4 
TQF-6-0068 .0068 .235x 'Y. 
TQF-6-01 .01 .312x ",a 
TQF-G-015 .015 .312x 7/. 
TQF-6-022 .022 .312x ",a 
TQF-6-027 .027 .400x ",a 
TQF-6-033 .033 .400x 7/. 
TQF-G-047 .047 .400x11l. 
TQF-G-OS8 .068 .400xl'Y. 
TQF-G-l .1 .562xl1/. 
TQF-G-15 .15 .562xl% 
TQF-6-22 . 22 .562x17/ • 
TQF-6-27 .27 .670xl",. 
TQF-G-33 . 33 .670xW • 
TQF-6-47 .47 .750x211. 
TQF-G-68 .68 Ixl",. 

1000 VOLTS DC WORKING 

TQF-l0-001 .001 .400x 7/. 
TQF-10-0015 .0015 .400x 7/. 
TQF-l0-0022 .0022 .400x 7/. 
TQF-l0-0033 .0033 .400x 7/. 
TQF-10-0047 .0047 .400x 7/. 
TQF-10-0068 .0068 .400x ",a 
TQF-l0-0l . .01 .400x ",a 
TQF-l0-01S .015 .400x 7/. 
TQF-l0-022 .022 .400x11l. 
TQF-l0-027 .027 .400xl% 
TQF-l0-033 .033 .400xl'Y. 
TQF-10-047 .047 .562xl1/. 
TQF-I6-068 .068 .562xl% 
TQF-l0-l .1 .562xl% 
TQF-l0-1S .15 .670xI 5/a 
TQf-l0-22 .22 .750x21f. 
TQF-l0-27 .27 .750x2% 
TQF-l0-33 .33 .750x2% 
TQF-10-47 .47 1.000x21f. 

© U.c.P., Inc. 



SECTION 1500 

METEOR* SUBMINIATURE PAPER CAPACITORS 
for 125°C. Operation without voltage derating 

• Amazingly small sizes, compact and light-weight 
units. 

• Built to exceed stringent reQulrementa at Speci­
fication MIL-C-25A. 

• Highly dependable operation at temperatures up 
to 125°C. without voltage derating. 

• Positive hermetic closure ot the metal cases is 
assured by glass-to-metal solder seal terminals. 

• Exceptional capacitance stability, less than 5% 
change, over entire temperature range of -65°C. 
to +125°C. due to use of AgrrUON-developed 
high-temperature impregnant X-250*. 

• High insulation resistance, low power factor, un­
usually low resonance loss. High test voltage indi­
cates extra margin of safety in operation. 

• Tubulars supplied in a variety of construction and 
mounting styles to meet your specific needs: ex­
tended foil or inserted tab; capacitor section 
grounded to case or insulated from case; plastic 
outer sleeve; with soldered-on tangential or L­
type bracket; screw neck mounting style; or stud­
base mounting style. 

TYPE AQF (50V) 
SUBMINIATURE GLASS-TO-METAL 

SEALED TUBULARS 
For Transistorized Applications 

50 Volt Rating -
Extended foil Construction 

METEOR* 
TYPE AQF (CPOS) 
Glass-to-Metal Sealed 
SUBMINIATURE 
TUBULARS 

CPOS* 
and 

CP09* 
MIL C-25A 

Cat. Cap. • SMALLER SIZE THAN LOWEST RATING 
AVAILABLE IN MIL-C-2SA No. MI. Dia. x Lath. 

• MEETS ELECTRICAL AND ENVIRONMEN­
TAL REQUIREMENTS OF MIL-C-25A 

100 VOLTS DC WORKING 

• SUPPLIED TO COMPLY WITH CHARACTER­
ISTICS E OR K OF MIL-C-25A 

• CONTINUOUS OPERATION OVER TEMPERA­
TURE RANGE OF -65°C. TO 125°C. WITH­
OUT DERATING 

• EXCELLENT CAPACITANCE TEMPERATURE 
STABILITY 

Designed to fill the need for a high quality capacitor 
for use primarily in transistor and other low voltage 
applications. These capacitors oft'er the outstanding 
advantage of smaller sizes without any loss in per­
formance or electrical and phySical characteristics in 
accordance With MIL-C-25A. 

50 VOLTS DC WORKING 
.235x%. 

AQF -1-001 
AQF -1-OOIS 
AQF -1-0022 
AQF-I-0033 
AQF -1-0047 
AQF-I-OI 
AQF-I-OIS 
AQF -1-022 
AQF-I-033 
AQF-I-047 
AQF -1-068 
AQF-I-I 
AQF-I-15 
AQF-I-22 
AQF -1-27 
AQF-I-88 
AQF-I-47 
AQF-I-56 
AQF-I-68 
AQF-I-IM 

.001 

.0015 

.0022 

.0033 

.0047 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.27 

.33 

.47 

.56 

.68 
1.0 

.235x%. 

.235x%. 

.235x%. 

.235x%. 

.235x%. 

.235x%. 

.235x% 

.312x% 

.312x% 

.312x% 

.400x% 

.400x'¥s 

.400xl',O 

.400xl% 

.562xl',O 

.S62xl ',0 

.562xl% 

.562x1% 

.562xl% 

.670xl% 
AQF-.5-027 
AQF-.5-068 
AQF-.5-1 
AQF-.5-27 
AQF -.5-47 
AQF-.5-IM 
AQF-.5-2M 

.027 

.068 

.1 

.27 

.47 
1.0 

:m~~ 200 VOLTS DC WORKING 

CIRCUIT I 

UNINSULATED 
BODY 

SIZES SHOWN IN 
LISTINGS 

2.0 

FOR INSULATED BODY 
ADD v'a" TO DIAMETER 
AND LENGTH OF AQF 
.SIZES LISTED 

CIRCUIT 3 

UNINSULATED 
BODY 

DEDUCT lAs" FROM 
LENGTH OF UNITS 
LISTED 
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.400xl% 

.SOOxl'4 

.562xl% 

.750x2',O 

AQF -2-001 
AQF-2-00IS 
AQF -2-0022 
AQF -2-0033 
AQF -2-0047 
AQF -2-0068 

VARIATIONS 

CAPACITOR SECTION INSULATED FROM 
THE CASE 

Basic unit in floating construction. Sizes as 
shown in listings.' 

Basic unit with tangential soldered-on bracket. 
Add suffix (A). 

Basic unit with soldered-on L type bracket. Add 
suffix (B). 

Screw neck mounting type. Available in same rat­
ings as AQF. 

Minimum in case diameter .400". 

Internally insulated ("Floating" Construction) 
with plastrc outer sleeve (P). 

CAPACITOR SECTION GROUNDED TO CASE 

Basic unit-Grounded construction. 
Basic AQ unit with soldered-on tangential (A) 

bracket. 
Basic AQ unit with soldered-on L type bracket (B). 
Screw neck mounting type. Available in same rat­

ings as AQ. Minimum case diameter is .400". 
Stud base mounting type. Available in same rat­

ings as AQ. 

Grounded construction, with plastic outer sleeve 
(P). 

.001 

.0015 

.0022 
.0033 
.0047 
.0068 

MIL STYLE 

CPOS (1) 

CP09 (1) 

MIL STYLE 

CPOS (3) 

CP09 (3) 

.235x%. 

.235x% 

.235x% 

.235x% 

.23Sx% 

.235x% 

ASTRON 
TYPE 

AQF 

AQF-A 

AQF-B 

AQFS 

AQFP 

ASTRON 
TYPE 

AQ 
AQ-A 

AQ-B 
AQS 

AQV 

AQP 

* See complete military listings page 405 

Net 

Cat. Cap. 
No. MI. Dia. x Lath. 

AQF -2-01 .01 .312xo/s 
AQF-2-015 .015 .312x% 
AQF-2-022 .022 .312x% 
AQF-2-0S3 .033 .312x% 
AOoF-2-047 .047 .400x% 
AQF -2-0S6 .056 .400x% 
AQF-2-068 .068 .400x'Vs 
AQF-2-1 .1 .400xl% 
AOoF-2-IS .15 .400.1% 
AQF-2-22 .22 .562x1',O 
AQF-2-27 .27 .562xl% 
AQF-2-33 .33 .562xl% 
AQF-2-47 .47 .S62x1% 
AQF-2-S6 .56 .670.1% 
AQF-2-68 .68 .670xl% 
AQF-2-IM 1.0 .750x2% 

300 VOLTS DC WORKING 
AQF-S-OOI .001 .235x%. 
AQF -S-0015 .001S .235x%, 
AQF -3-0022 .0022 .235x%. 
AQF -S-003S .0033 .235x%. 
AQF-S-0047 .0047 .235x% 
AQF -S-Ol .01 .312x% 
AQF-S-015 .015 .312x% 
AQF-S-022 .022 .312.% 
AQF -S-03S .033 .400x% 
AQF-S-047 .047 .400x% 
AQF-S-068 .068 .400x1',O 
AQF-3-1 .1 .400xl% 
AQF-S-15 .15 .562xl',O 
AQF-S-22 .22 .562x1% 
AQF-3-27 .27 .562xl% 
AQF-S-S3 .33 .562xl% 
AQF-S-47 .47 .670x1% 
AQF-S-56 .56 .750x2',O 
AQF-S-68 .68 .750x2',O 
AQF-S-IM 1.0 .750x2% 

400 VOLTS DC WORKING 
AQF -4-001 .001 .235.%. 
AQF -4-0015 .0015 .235x%, 
AQF-4-0022 .0022 .235x:;'4 
AQF-4-0033 .0033 . 235x%. 
AQF-4-0047 .0047 .312x% 
AQF -4-0068 .0068 .312x% 
AQF-4-01 .01 .312x% 
AQF-4-015 .015 .312x% 
AQF-4-022 .022 .400x% 
AQF-4-033 .033 .400x% 
AQF-4-047 .047 .400x1% 
AQF-4-068 .068 .400x1% 
AQF-4-1 .1 .562.1',0 
AQF-4-15 .15 .56:!xl% 
AQF-4-22 .22 .562xl% 
AQF-4-27 .27 .670.1% 
AQF-4-3S .33 .670x1% 
AQF-4-47 .47 .750x2',O 

600 VOLTS DC WORKING 
AQF -6-001 
AQF-6-0015 
AQF -6-0022 
AQF-6-0033 
AQF-6-0047 
AQF-6-0068 
AQF-6-01 
AQF-6-015 
AQF-6-022 
AQF -6-033 
AQF-6-047 
AQF-6-068 
AQF-6-1 
AQF-6-15 
AQF-6-22 
AQF-6-27 
AQF-6-SS 
AQF-6-47 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.27 

.33 

.47 

.235x% 

.23S.%. 

.235x,," 

.312x% 

.312x% 

.312x% 

.312x 7.g 

.400x% 

.400x% 

.400x1% 

.400x1% 

.562xl',O 

.562xl ~8 

.562x1 % 

.670xl% 

.750x2',O 

.750.2% 

.750x2% 

1000 VOLTS DC WORKING 
AQF-IO-OOI 
AQF -10-0015 
AQF -10-0022 
AQF -10-0033 
AQF -10-0047 
AQF-10-0068 
AQF-IO-OI 
AQF-10-015 
AQF -10-022 
AQF -10-OS3 
AQF-10-047 
AQF-10-068 
AQF-IO-I 
AQF-10-15 
AQF-10-22 
AQF-10-33 
AQF-10-47 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.01S 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

.47 

.400x% 

.400x% 

.400x% 

.400x% 

.400x% 

.400x% 

.400x% 

.400x1',O 

.400x1% 

.562x1',O 

.562x1% 

.562x1% :mmt 

.750.2',0 
LOOO.2',O 
1.000x2% 

The MASTER - 26th Edition • Page 395 



SECTION 1500 

METALlTE® 

Metallized Paper Capacitors for 65°C. and 85 °C. Operation 

METALITE CAPACITORS 

Feature: 

• Ultra-compact sizes. Light weight. Ideal for miniaturization 
applications, and portable, mobile and airborne equipment. 

• Excellent RF characteristics. Low RF impedance due to small 
sizes and short current path. Low power factor. 

• As much as 75 % reduction in size over conventional paper­
foil capacitors. 

• Self-healing - the ability to withstand high dielectric 
stresses. METALITE capacitors can be subjected to momentary 
overvoltages and surges over and over again without danger 
of. permanent failure. 

• Wide variety of applications: RF and audio bypass circuits, 
noise suppression fllters and systems, instruments, and 
various types of communication equipment where small size, 
light weight and the self-healing feature are especially 
desirable characteristics to meet speciflc circuit require·ments. 

• Jemperature Range (Metal cased units) _65°C. to +85°C.; 
(cardboard cased Type MLl _55°C. to +65°C. 

• Interchangeability with standard paper~foil capacitor de­
signs when operated within published ratings and circuit 
requirements. 

MET ALlTE® TYPE MQCF 
85°C. Operaflon 

Glass-ta-Metal Sealed 
SUBMINIATURE TUBULARS • Capacitor section grounded to case (Type 

MQO) with glass-to-metal terminal at one 
end. Available also with capacitor section 
insulated from case (Type MQCF) with 
glass-to-metal terminal at each end. 

• Smallest paper capaCitor type available. 
• Temperature Range -65°C. to +85°C. 
• Non-inductively wound. Mineral wax im­

pregnated and filled. Tinned, non-ferrous 
metal cases. 

• Lead length 1 %. " minimum. Standard 
capacitance tolerance: ±20 %. 

VARIATIONS AVAILABLE 

CAPACITOR SECTION INSULATED FROM CASE 

Glass-to-Metal Terminal at both ends Circuit 1 

UNINSULATED BODY 

INSULATED BODY 
Add 1/16" to dia. and length 

of MQCF sizes listed. 

MQCF - Basic internally insulated unit as listed, 
MQCF-A - with tangential (A) soldered-on bracket. 
MQCF·B - with L-type (B) soldered on bracket. 
MQCFS - Screw neck vertical-mounting type. Same ratings as 

MQC. Minimum diameter .400". 

MQCFP - Basic internally insulated unit with plastic outer 
sleeve (P) .. 

CAPACITOR SECTION GROUNDED TO CASE 

Glass-to-Metal Terminal at one end Circuit 3 

UNINSULATED BODY 
Sizes shown in listings 

Deduct 1/16" from length 
of MQCF sizes listed. 

INSULATED BODY 
Add 1/16" to dia .. of MQCF 

sizes listed. 

TYPE & DESCRIPTION 

MQC 
MQC-A 
MQC-B 
MQCS 

MQV 

MQCP 

- Basic type. 
- with tangential (A) soldered-on bracket. 
- with L-type (B) soldered-on bracket. 
- screw neck vertical-mounting type. Same ratings as 

MQC. Minimum dia . .400". 
- Stud base vertical-mounting type. Same ratings and 

sizes as Type MQC. 

- Basic grounded construction as listed with plastic 
outer sleeve (P). . 
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Cat. No. Cap. Mf. Dia. x Lgth. 

150 VOLTS DC WORKING 

MQCF-l.5-4M 4.0 lXl'~6 
MQCF-l.5-6M 6.0 lxl'~6 
MQCF-l.5-8M 8.0 lx2~, 

200 VOLTS DC WORKING 

MQCF-2-01 .01 .235x'~, 
MQCF-2-02 .02 .235x'~6 
MQCF-2-033 .033 .235x'~6 
MQCF-2-04 .04 .235x'~6 
MQCF-2-05 .05 .235x'~6 
MQCF-2-1 .1 .312x'~6 
MQCF-2-15 .15 .400Xl~, 
MQCF-2-2 .2 .400x'~6 
MQCF-2-25 .25 .400X'~6 
MQCF-2-33 . 33 .400xl'1 • 
MQCF-2-5 .5 .400xl'1a 
MQCF-2-68 .68 .562xl~6 
MQCF-2-1M 1.0 .562xl~6 
MQCF-2-1.5M 1.5 .562xl'~6 
MQCF-2-2M 2.0 .562xl'~6 

400 VOLTS DC WORKING 

MQCF-4-01 .01 .235x'~6 
MQCF-4-02 .02 .235x'~6 
MQCF-4-03 .03 .312x'~6 
MQCF-4-04 . 04 .312xl'l • 
MQCF-4-05 .05 .312xl'1. 
MQCF-4-1 .1 _400xl'l. 
MQCF-4-15 . 15 .562xl'1 • 
MQCF-4-2 . 2 .562x11/ • 
MQCF-4-25 . 25 .562xl'1 • 
MQCF-4-33 .33 .562xl~6 
MQCF-4-5 .5 .562xl'~6 
MQCF-4-68 .68 .670xl'~6 
MQCF·4-1M 1.0 .670x2~6 
MQCF-4-1.5M 1.5 lx2~6 
MQCF-4-2M 2.0 lx2~6 
MQCF-4-4M 4.0 1'1.x2~6 

600 VOLTS DC WORKING 

MQCF-6-01 .01 .235x'~6 
MQCF-6-015 .015 .312x'~6 
MQCF-6-02 .02 .312x'~6 
MQCF-6-03 .03 .312x'~6 
MQCF-6-04 . 04 .312xl'l • 
MQCF-6·05 .05 .312xl'1. 
MQCF-6-1 .1 .400xl'l. 
MQCF-6-15 .15 .562x1'1. 
MQCF-6-22 .22 .562xl~6 
MQCF-6-25 .25 .562xl~6 
MQCF-6-33 .33 .670xl~6 
MQCF-6·5 .5 .670xl'~6 
MQCF-6-68 .68 .670x2~6 
MQCF·S·1M 1.0 .750x2~6 
MQCF-6-2M 2.0 lx2~6 

STANDARD CAPACITANCE TOLERANCE: ±20%. 
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SECTION 1500 

TYPE MQZF 

Transistar Metallixed Paper Capacitors 

Dia. ±1/64" Length ±1/32" 
NOTE: 

Catalog Cap. (Inches) (Inches) 1. Standard MQZF is supplied in "floating" con-
Number WVDC Mfd. D L 

struction. 
MQZF .5-047 50 .047 .195 11/16 2. Grounded construction is available upon re-
MQZF .5-068 50 .068 .195 13/16 quest. Specify Type MQZ. Subtract 1116" from 
MQZF .5-1 50 .1 .235 11/16 length of sizes listed. 
MQZF .5-15 50 .15 .235 13/16 3. For plastic insulating outer sleeve (P) specify 
MQZF .5-22 50 .22 .235 1 MQZFP or MQZP . 
MQZF .5-33 50 . 33 .312 1 

MQZF .5-47 50 .47 .312 1 
(A) For floating type add 1/16" to diameter 

MQZF .5-68 50 .68 .400 1 
and length of sizes listed. 

MQZF .5-1M 50 1.0 .400 1 (B) For grounded units add 1116" to lliameter 

MQZF .5-1.5M 50 1.5 .500 1-1/8 of sizes listed. 

MQZF .5-2M 50 2.0 .562 1-1/8 4. Standard tolerance of Type MQZF is ± 20%; 

MQZF .5-4M 50 4.0 .670 1-11/32 special tolerances of ± 10% and ±5% available 

MQZF .5-6M 50 6.0 .670 1-15/16 upon request. Specify by adding tolerance nu-

MQZF .5-8M 50 8.0 .750 1-15/16 merals to part number. Example: MQZF-.5-
1M-10. 

MET ALlTE® TYPE MRF 
Metal Cased Tubulars 

• Temperature Range -65°0. to 
+85°0. 

• Mineral wax impregnated and 
filled. 

Cat. No. Cap. MI. o ia. x Length 

150 VOLTS DC WORKING 

85°C. Operation 

UNINSULATED BODY 
Sizes shown in listings 

INSULATED BODY 

• Hermetically sealed. Neoprene­
phenolic end discs. 

• Type MRF supplied with 
capacitor section insulated 
from case. Also available with 
section grounded to case 
(Type MRG). 

• Lead length 1 %." minimum. 

• Standard capacitance toler­
ance: ±200/0 .. 

VARIATIONS AVAILABLE 

CAPACITOR SECTION INSULATED FROM CASE 
CIRCUIT 1 

TYPE AND DESCRIPTl ON 

MRF - Basic type as listed. 
MRF-Y - with radial (Y) bracket. 
MRF-A - with tangential (A) soldered-on bracket. 

Add %s" to length and lAs" to dia. 
MRFP - Basic type, with plastic sleeve (P). 
MRFP-Y - with plastic sleeve (P) and radial (Y) 

bracket. . 

CAPACITOR SECTION GROUNDED TO CASE 
CIRCUlr 3 

TYPE AND DESCRIPTION 

UNINSULATED BODY MRG - Basic grounded section unit. 
deduct %2" from length shown in MRG-Y - with radial (Y) bracket. 
listings MRG-A - with tangential (A) soldered-on bracket. 

INSULATED BODY MRGP - Basic grounded section type with plastiC 
add %i' to length and 1/[6" to dia. sleeve (P). 
shown in listings MRGP-Y - with plastic sleeve (P) and radial (Y) 

bracket. 
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MRF-1.5·4M 
MRF·1.5·6M 
MRF-1.5-8M 
MRF-1.5-IOM 

4.0 
6.0 
8.0 

10.0 

1 xlH 
1 xlH 
1 ,",xl 13 
1 \4xlH 

200 VOLTS DC WORKING 
M RF ·2·0. 
MRF-2·1 
M RF ·2·25 
MRF-2-. 
MRF·2-IM 
MRF-2-2M 

.0. 

.1 

.2. 
.5 

1.0 
2.0 

%x % 
lox % 
,",x % 
,",.1% 

.670.1 % 

.670.1 % 

400 VOLTS DC WORKING 

MRF·4-0S 
M RF .4-0. 
MRF·4·1 
M RF .4-2. 
MRF-4-. 
MRF·4-1 M 
MRF-4·2M 
MRF·4.SM 
MRF-4-4M 

.03 

.0. 

.1 

.25 

.5 
1.0 
2.0 
3.0 
4.0 

%x % 
,",x % 
,",xl % 

.670xl % 

.670xl % 
%.x2% 

1 x2lo 
1,",x2lo 
1 \4.2". 

600 VOLTS DC WORKING 

MRF·S·OI 
MRF-S-02 
M RF -S-03 
MRF·S·O. 
MRF·S·I 
MRF·6-2 
MRF-S·2. 
MRF-S-5 
MRF.S.IM 
MRF-S-2M 
MRF-S·SM 

.01 

.02 

.03 

.05 

.1 

.2 

.25 

.5 
1.0 
2.0 
3.0 

Standard capacitance tolerance: ±20%. 
Other tolerances are available. 

%x % 
lox % 
lox % 
,",x % 
,",xl % 

.670xl% 

.670xl % 

.670xl % 
%.x2% 

l,",x2". 
1 \4x2". 
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MET ALlTE® TYPE MD 
Bathtub Capacitors 

85°C. Operation 

• Units meet MIL tests for mois­
ture resistance, thermal cycle im­
mersion and vibration. 

• Single units have two terminals; 
dual units have three terminals, 
one terminal common negative. 

• Standard position of terminals on 
side. Also available with termin­
als on top (Type MDT) or bot­
tom (TyP!, MDB). 

• Standard capacitance tolerance: 
±20%. 

. MET ALlTE® TYPE MXJ 
in Terneplate Cases 

85°C. Operation 

TYPE E 

SECTION 1500 

Cat. No. Cap. Mf. L. x W. xH. Mtg. Ctr. 
150 VOLTS DC WORKING 

MD.I.5·4M 4.0 Hhl x % ~~ MD·I.5·6M 6.0 2 xl%:. % 
MD·I.5·8M 8.0 2 .2 x % 2% 
MD·I.5·IOM 10.0 2 x2 x 7,8 2% 
MD·1.5·12M 12.0 2 x2 xl 2% 
MD·1.5·16M IS.0 2 x2 xI% 2% 
MD·I.5·18M 18.0 2 x2 xl ". 2% 
MD·I.5·2x4M 4.0·4.0 2 x2 x % 2% 
MD·1.5·2x6M 6.0·6.0 2 x2 xl 2% 

200 VOLTS DC WORKING 
MD·2·5 .5 l%xI x % 210 
MD·2·IM 1.0 l%xl x % 210 
MD·2·2M 2.0 1!,1 ~ ~ 210 
MD·2·2xIM 1.0·1.0 1 xl 210 
MD·2·2x2M 2.0-2.0 1 xl x % 210 

400 VOLTS DC WORKING 
MD-4·25 .25 1 ~XI x ~ 210 
MD·4·5 .5 1 xl x 210 
MD·4·IM 1.0 1 %x1 x % ~~ MD·4·2M 2.0 2 xl %x % 

• Com~act sizes. Light weight. Up MD-4·4M 4.0 2 x2 x110 2% 
to 7 % reduction in sizes over MD·4·6M 6.0 2 x2 xl ". 2% 

M D-4·2x5 .5-.5 I%x1 x % 210 conventional paper-foil capaci- MD·4·2xIM 1.0-1.0 2 xl%x % 2% tors. MD·4·2x2M 2.0-2.0 2 x2 xl 10 2% 
• Temperature Range -65'C. to 600 VOLTS DC WORKING 

+85 C. MO-6·1 .1 l%xl x % 210 
• Sr.ace-saving metallized paper di- MO-6·25 .25 l%x1 x % 210 

MO-G·5 .5 1 %,1 x % 210 e ectric makes possible wider MO-6·IM 1.0 1%,1 %. % 210 

~~~ce e~~;U1!;,f:~ac~~~:hl!:"f: MO·6-2M 2.0 2 x2 xl 2% 
MO·G·3M 3.0 2 x2 '"% 2% 

bathtub cases. MO-6·4M 4.0 2 ,2 xl ;, 2% 
MO·6·2x25 .25-.25 1%,1 , % 210 

• Hermetically sealed. Silicone MO·6·2x5 .5-.5 l%x1%' % ~~ rubber compression seal lug ter- MO·6·2xIM 1.0-1.0 2 x2 xl 
minals. STANDARD CAPACITANCE TOLERANCE: ±20%. 

Cap . Mtg. Cap. Mtg. 
Cat. No. MI. L. x W. x H. Ctr. Cat. No. M!. L. x W. x H. Ctr. 

600 VOLTS DC WORKING lS0 VOLTS DC WORKING 

MXJ·G·IM 1.0 l%xl xl% 2 MXJ·I.5·4M 4.0 1%.1 ,1% 2 
MXJ·6·2M 1 \!,xl x2% MXJ·1.5·IOM 10.0 1%.1 ,2% 2 2.0 MXJ·1.5·12M 12.0 l%xl x2% 2 
MXJ·G·4M 4.0 1%,1 x~% MXJ·1.5·15M 15.0 1%.1 x3% 2 
MXJ·G·GM 6.0 1%..1 .4% 2 MXJ·1.5·20M 20.0 1%.1 '4% 2 

MXJ·I.5·25M 25.0 2;,xl&x3 2% MXJ-6-BM 8.0 2;,xl&,3% 2% MXJ·I.5·30M 30.0 2 %,1 :&x3 % 2% 
MXJ·6-IOM 10.0 2 ;,x1 &x4 %. 2% MXJ·1.5·50M 50.0 2%xl &.4% 2% 
MXJ·6·15M 15.0 3%xl 14x4 % 

400 VOLTS DC WORKING MXJ·6·20M 20.0 3 %xl %,4'4 
MXJ·4·2M 2.0 I%xl ,2". 2 

STANDARD CAPACITANCE TOLERANCE: MXJ·4·4M 4.0 1%xl .2% 2 
±20%. Other tolerances are available. MXJ·4·6M 6.0 1%xl x3%: 2 

MXJ·4-BM 8.0 1 %xl .4% 2 
100 VOLTS DC WORKING MXJ·4.IOM 10.0 2%x1I\x3% 2% 

MXJ·4·20M 20.0 2 % xl :&x4 %. 2% 
MXJ·I·IOOM 100.0 3 %xl %%4 iI 4 MXJ·4·30M 30.0 3%%I%x4% 4 

MILITARY TYPES TO MIL C-62A 
Metal Screw-Base Electrolytlcs 

"SM"* Safety Margin Construction MIL TYPES, CE61, CE62, CE63, CE64 

ASTRON tASTRON Cat. No. Sugg. 
SINGLE UNITS (2 leads) Sugg. Catalog based on Cap. Resale 

Resale Number Spec. JAN-C·62 Mf. WVDC Price 
Cat. No. Mf. WVDC D.x L. Price EO-100·15 AS-CE63C101E 100 15 $4.75 

E·12·250 12 250 1x2% $ .82 ED-25-25 AS-CE63C250F 25 25 4.50 
E·25·250 25 250 1x3% .82 EO-50-25 AS·CE63C500F 50 25 4.60 
E·g·450 8 450 l%x3% 1.32 ED-75-25 AS-CE63C750F 75 25 4.75 
E·12·450 12 450 l%x3% 1.44 ED·25·50 AS·CE63C250G 25 50 4.55 
E·16·450 16 450 l%x3% 1.47 EO-50-50 AS-CE63C500G 50 50 4.70 
E·20·450 20 450 l%x3% 1.65 ED-10-100 AS·CE63C100H 10 100 4.55 
E·30-450 30 450 l%x3% 1.80 ED·25·100 AS-CE63C250H 25 100 4.75 E·40-450 40 450 l%x3% 1.89 ED·10-150 AS-CE63C100J 10 150 4.55 

ED·20·150 AS·CE63C200J 20 150 4.70 
High Voltage Series Wound Units Sugg. ED·1O·200 AS·CE63C100K 10 200 4.65 

Resale ED·15·200 AS-CE63C 150K 15 200 4.75 Cat. No. Mf. WVDC D. x L. Price 
EO·10·250 AS-CE63C100M 10 250 4.70 E·4·600 4 600 l%x3% $1.77 ED·12·250 AS-CE63C120M 12 .250 4.75 E·8·600 8 600 l%x3% 1.89 ED-1O-300 AS-CE63C100N 10 300 4.75 E·16·600 16 600 l%x3% 2.25 ED-8·350 AS-CE63C080P 8 3.50 4.70 
ED-6-400 AS-CE63C060Q 6 400 4.70 

DUAL UNITS (4 leads) ED-4·450 AS·CE63F040R 4 450 4.65 
and TRIPLE UNITS (6 leads) Sugg. 

NOTE: For Jan Type CE61 - order (EDG) single terminal on side case Resale 
Ca:t. No. Mf. WVDC D. x L. Price grounded. SaIDe list price. 

E·2x8-450 8+8 450 l%x3% $1.80 
For Jan Type CE62 - order (EDGT) Single terminal on top. case grounded. 
Same list price. 

E·2x16-450 16+16 450 l%x3% 2.13 For Jan Type CE63 - order (ED) two terminals on side. Same list price. 

E·3x8-450 8+8+8 450 l%x3% 3.00 For Jan Type CE64 - order (EDT) two terminal units with terminals on top. 
Same list price. 

*" Trade Mark (All item:; listed are furn. In case size 1.13/16xlx~8 in, accord. with MIL·C·62) 
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SECTION 1500 

IIsTllo( 
NEW COMET* TYPE MBP 

Molded Plastic Metallized Paper Tubulars 

12SoC. OperatIon 

• First, molded plastic metallized paper tubular ca­
pacitor ... ever! 

• Tough, metallized paper capacitor sections for 
miniature size, self-healing characteristics, light 
weight and dependable operation. 

• Impervious immersion-proof shell is uneffected by 
any heat and/or moisture condition. 

• Exclusive bonded seal locks out environmental 
effects ... locks in performance. 

• Solid thermosetting impregnant for reliable opera­
tion over temperature range of _65°C. to ±125°C. 
. . . vacuum impregnation guarantees uniformity 
of units. 

• Firmly implanted leads won't pull or melt out .. _ 
makes soldering in tight places easy! 

Cat. No. Cap. Mf. 01 •. x Length 

MBP-2-01 .01 %x1 
MBP-2-02 .02 %x1 
MBP-2-03 .03 %x1 
MBP-2-047 .047 %x1 
MBP-2-05 .05 %x1 
MBP-2-1 .1 %x1 
MBP-2-2 .2 % x 114 
MBP-2-25 .25 %xl14 
MBP-2-33 .33 rtr x 114 
MBP-2-47 .47 ¥.Ix 1% 
MBP-2-5 .5 ¥.Ix1% 
MBP-2-68 .68 ¥.I x 1% 
MBP-2-1 M 1.0 %x1% 
MBP·2-2M 2.0 %x1% 
MBP-4-01 .01 %x1 
MBP-4-02 .02 %x1 
MBP-4-03 .03 %x1 
MBP-4-047 .047 % x 114 
MBP-4-05 .05 % x 114 
MBP-4-1 .1 rtr x 114 
MBP-4-2 .2 ¥.I x 1% 
MBP-4-25 .25 ¥.I x 1% 
MBP-4·33 .33 %x1% 
MBP-4-47 .47 %x1% 
MBP-4-5 .5 %x1% 
MBP-6-01 .01 %x1 
MBP-6-02 .02 %x1 
MBP-6-03 .03 % x 114 
MBP-6-047 .047 % x 114 
MBP-6-05 .05 % x 114 
MBP-6-068 .068 ytr x 114 
MBP-6-1 _1 ¥.I x 1% 
MBP-6-2 .2 %x1% 
MBP-6-25 .25 %x1% 

• 'TRADE MARK 

@ U.C.P .• Inc. Net 

METALlTE® HY·MET* TYPE MLL 
Cardboard Tubulars 

8SoC. Operation 

• Sturdy cardboard cased units. Temperature Range 

_55° to +100°C. Solid thermosetting impregnant. 

• Exceptional strength. Metal end caps. Units can be 

point-to-point connected and supported by own 

leads. Leads 1%" minimum length. 

• Overall mineral wax coat provides added protection 

against moisture and humidity. 

• Standard capacitance tolerance: -20% +30%. 

200 VOLTS DC WORKING 

Cat. No. Cap. Mf. 
MLL-2-01 .01 
MLL-2-02 .02 
MLL-2-03 .03 
MLL-2-05 .05 
MLL-2-1 .1 
MLL-2-25 .25 
MLL-2-5 .5 
MLL-2-1M 1.0 
MLL-2-2M 2.0 

400 VOLTS DC WORKING 

MLL-4-01 
MLL-4-02 
MLL-4-03 
MLL-4-05 
MLL-4-1 
MLL-4-25 
MLL-4-5 
MLL-4-1M 

.01 

.02 

.03 

.05 

.1 

.25 

.5 
1.0 

600 VOLTS DC WORKING 

MLL-6-01 .01 
M L L-6-02 .02 
M LL-6-03 .03 
M LL-6-05 .05 
MLL-6-1 .1 
M L L-6-25 .25 
MLL-6-5 .5 
M LL-6-1 M 1.0 

Di •. x Length 
%x % 
%x % 
%x % 
%x % 
%x % 
Hx % 
H x 11;5 
,\ x 11;5 
%x1% 

%:x % 
%x % 
%x % 
Hx % 
Hx11;5 
Is x 11;5 
%x1% 
Ux21;5 

%x % 
%x % 
Hx % 
Hx % 
H x 11;5 
% x 11;5 
Ux1% 
Bx21;5 

CAPACITANCE TOLERANCE: -20% +30%. 

'TRADE MARK 
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SECTION 1500 

115111o~ 
MET ALlTE® HY -MET* TYPE MTL 
Subminiature Bathtub Capacitors 125°C. Operation 

'TRADE MARK 

Cat. No. Cap. Mf. L. x W x H. 

200 VOLTS DC WORKING 

MTl-2-1 
MTl-2-25 
MTL-2-5 
MTl-2-1M 
MTl-2-2M 

.1 

.25 

.5 
1.0 
2.0 

InX1XIh 1 sxlxIh 
17~XIX~ 
lYsxlx 
lYsxlx1 16 

METALlTE® HY-MET* TYPE MEL 
Compact Seamless Cases 

1250C. Operation SINGLE UNITS - 2 terminals 
Cat. No. Cap. Mf. L. x w. x H.* 

150 VOLTS DC WORKING 
MELT-l.5-3M 3.0 1.788x.619xlIh 
MELT-1.5-4M 4.0 1.788x.619x2 
MELT-I.5-6M 6.0 1.788x.619x2Ih 

200 VOLTS DC WORKING 
MElT-2-2M 2.0 1. 788x.619xl 

400 VOLTS DC· WORKING 
MElT-4-5 .5 1. 788x.619x1 
MELT-4-1M 1.0 1.788x.619x1~ 
MELT-4-2M 2.0 1.788x.619x21 2 

'TRADE MARK 
MELT-4-3M 3.0 1.788x.619x2% 

METALlTE® HY-MET* TYPE MQLF 
Glass-to-Metal Seq led 

SUBMINIATURE TUBULARS 

125°C. Operation 

• Smallest paper capacitors available for the given ratings. 
• Solid thermosetting impregnant. Temperature Range: -65°0. to +125°0. 
• Tinned, non-ferrous metal cases. Hermetically sealed. 
• Non-illductively wound. Oapacitor section grounded to case, glass-to-metal seal terminal 

at one end. Available also with section insulated from case with glass-to-metal terminal 
at each end (Type MQLF). 

UN I NSULATED BODY 

INSULATED BODY 

VARIATIONS AVAILABLE 

CAPACITOR SECTION INSULATED FROM CASE 
Glass-to-Metal Terminal at both ends Circuit 1 

TYPE AND DESCRIPTION 

MQlF - Basic internally insulated unit as listed. 
MQlF-A - with tangential (A) soldered-on bracket. 

Example: MQLF-2-J-A. 
MQLF-B - with l-type (B) soldered-on bracket. 

Example: MQlF-2-J-B. 
MQlFS - screw neck vertical-mounting type. Same 

ratings as MQL. Minimum diameter .400". 
Example: MQLFS-2-1. 

Add V16" to dia. and length of MQLF 
sizes listed 

MQlFP - Basic internally insulated unit with plastic· 
outer sleeve (P). Example: MQLFP-2-1. 

CAPACITOR SECTION GROUNDED TO CASE 
Glass ... to-Metal Terminal at one end Circuit 3 

TYPE AND DESCRIPTION 

UNINSULATED BODY 
Sizes shown in listings 
Deduct Vi6" from length of MQLF sizes 
listed 

INSULATED BODY 
Add Vi6" to dia. of MQlF sizes listed 

MQL 
MQL-A 

MQl-B 

MQlS 

MQlV 

MQlP 
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- Basi c type. 
- with tangential (A) soldered-on bracket. 

Example: MQl-2-J-A. 
- with L-type (B) soldered-on bracket. 

Example: MQl-2-J-B. 
- screw neck vertical-mounting type. Same 

ratings. as Type MQl. Minimum diameter 
.400". Example: MQlS-2-1. 

- Stud base vertical-mounting type. Same 
ratings and size as type MQL. 
Example: MQLV-2-1. 

- Basic grounded construction as listed, with 
plastic outer sleeve (Pl. 
Example: MQLP-2-1. 

Net 

Cat. No. Cap. Mf. L. x W x H. 

400 VOLTS DC WORKING 
MTL-4-1 
MTl-4-25 
MTL-4-5 

600 
MTL-6-1 
MTL-6-25 
MTl-6-5 

.1 

.25 

.5 

VOLTS DC 
.1 
.25 
.5 

lYsxlx1,1, 
lYsxlx~ 
lYsxlx1J,16 

WORKING 
lJi.xlxIh 
lYsxlx14 
lYsxlxi ¥t6 

STANDARD CAPACITANCE TOLERANCE: 
±20%. Other toleral)ces are available, 

Cat. No. Cap. Mf. L. x W. x H.' 

600 VOLTS DC WORKING 
MELT-6-5 .5 1.788x.619x1 
MELT-6-1M 1.0 1.788x.619xl% 
MELT-6-2M 2.0 1.788x.619x2% 

DUAL UNITS - 3 terminals 
200 VOLTS DC WORKING 

MELT-2-2xlM 1.0-1.0 1.788x.619x1 
MEL T-2-2x2M 2.0-2.0 1. 788x.619x2 

400 VOLTS DC WORKING 
MELT-4-2xlM 1.0-1.0 1.788x.619x2Ih 

600 VOLTS DC WORKING 
MELT-6-2xlM 1.0-1.0 1.788x.619x2% 
CAPACITANCE TOLERANCE: ±20%. 
• Add ¥.J2" to height for bracket. 

150 VOLTS DC WORKING 
Cat. No. Cap Mf. Di •. x Length 

MQLF-1.5-4M 4.0 lxl-13/16 
MQLF-1.5-6M 6.0 Ixl-13/16 
MQLF-1.5-8M 8.0 lx2-5/16 

200 VOLTS DC WORKING 
MQLF-2-01 .01 .235xI3/16 
MQLF-2-022 .022 .235xI3/16 
MQLF-2-033 .033 .235xI3/16 
MQLF-2-047 .041 .235xI3/16 
MQLF-2-05 .05 .235xI3/16 
MQLF -2-068 .068 .312xI3/16 
MQLF-2-1 .1 .312xI3/16 
MQLF-2-15 .15 .312xl'AI 
MQLF -2-22 .22 .312xl'AI 
MQLF -2-25 .25 .312xl'A1 
MQLF -2-33 .33 .400xl 'AI 
MQLF-2-47 .41 .400xl'AI 
MQLF-2-5 .5 .400xl'A1 
MQLF -2-68 .68 .500xl'AI 
MQLF-2-IM 1.0 .562xl'A1 
MQLF-2-2M 2.0 .562xl-13/16 

400 VOLTS DC WORKING 
MQLF-4-01 .01 .235xI3/16 
MQLF-4-022 .022 .235xI3/16 
MQLF -4-033 .033 .312xI3/16 
MQLF-4-047 .041 .312xl'A1 
MQLF-4-05 .05 . 312xl 'AI 
MQLF-4-068 .068 .400xl'AI 
MQLF-4-1 .1 .400xl'AI 
MQLF-4-22 .22 .500xl'AI 
MQLF-4-25 .25 .500xl'A1 
MQLF-4-33 .33 .562xl-5/16 
MQLF-4-47 .41 .562xl-13/16 
MQLF-4-5 .5 .562xl-13/16 
MQLF -4-68 .68 .610xl-13/16 
MQLF-4-IM 1.0 .670x2-5/16 
MQLF-4-2M 2.0 1 x2-5/16 

600 VOLTS DC WORKING 
MQLF-6-0i .01 .235xI3/16 
=QLF -6-022 .022 .312xI3/16 

QLF -6-033 .033 .400x13/16 
MQLF -6-047 .041 .400xI3/16 
MQLF-6-05 .05 .400xI3/16 
MQLF-6-068 .068 .400xl 'AI 
MQLF-6-1 .1 .400xl 'AI 
MQLF-6-15 .15 .500xl'A1 
MQLF-6-22 .22 .562xl-5/16 
MQLF -6-25 .25 .562xl-5/16 
MQLF-6-33 .33 .562xl-13/16 
MQLF-6-47 .41 .610xl-13/16 
MQLF -6-5 .5 .670xl-13/16 
MQLF -6-68 .68 .610x2-0/16 
MQLF-6-IM 1.0 .150x2-5/16 
MQLF-6-2M 2.0 1 x2-5/16 

STANDARD CAPACITANCE TOLERANCE: 
±20%. Other tolerances are available. 
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SECTION 1500 

I1sTllo( 
METALlTE® HY -MET* TYPE MDL 

Bathtub Capacitors 

125°C. Operation 

o Higher capacitance ratings than ever before offered in 
MIL Style OP53-55 cases in conventional paper-foil types. 

same size 

o Solid thermosetting plastic impregnant enables operation to 125°0_ 
Temperature Range: _65°0_ to +125°0. 

o Hermetically sealed. Lug type glass-to-metal sealed terminals. 

• Standard position of terminals is on side_ Oan be supplied with top 
terminals (Type MDLT) or bottom terminals (Type MDLB). 

o Standard capacitance tolerance: ±20%. 

"TRADE MARK 

METALlTE® HY-MET* TYPE MXLJ 
In Terneplate 

Cases 

125°C. Operation 

o Higher capacitance than ever before achieved in MIL Style OP70 
cases, due to use of metalIized paper sections. 

o Temperature range _65°0. to +125°0. due to use of solid thermo­
setting impregnant_ 

o Hermetically sealed. Glass-to-metal sealed lug terminals. 

o Exceptionally small sizes for the given ratings. Size reductions of 
50% to 75% over equal ratings in conventional paper-foil units. 

o Spade bolt "J" brackets supplied with each unit for convenient, rigid 
mounting. 

o Standard capacitance tolerance: ±20%. 
"TRADE MARK 

© U.c.P .• Inc. Net 

Cat. No. Cap. Mf. L. x W. x H. 

150 VOLTS DC WORKING 
MDL-1.S-3M 3_0 1"4 xl x % 
MDL-1.S-4M 4_0 1"4 xl x % 
MDL-J.S-5M 5_0 1"4 xl x % 
MDL-J.5-6M 6_0 1"4xI'4x % 
MDL-1.5-8M 8_0 2 xl "4 x "4 
MDL-1.5-10M 10_0 2 xl "4 x "4 
MDL-1.5-12M 12_0 2 x2 x % 
MDL-1.5-15M 15_0 2 x2 xl 
MDL-1.5-18M 18_0 2 x2 x1~ 
MDL-1.S-20M 20_0 2 x2 xl 'AI 

200 VOLTS DC WORKING 
MDL-2-1 _1 1 "4 xl x "4 
MDL-2-25 .25 1"4 xl x "4 
MDL-2-5 _5 1"4 xl x "4 
MDL-2-1M 1.0 1"4 xl x "4 
MDL-2-2M 2_0 1 "4 xl x "4 

400 VOLTS DC WORKING 
MDL-4-1 _1 1"4 xl x "4 
MDL-4-25 _25 1"4 xl x "4 
MDL-4-5 .5 1 %,xl x "4 
MDL-4-1M 1.0 1"4 xl x % 
MDL-4-2M 2.0 2 xl "4 x if 
MDL-4-3M 3.0 2 xl "4 x H 
MDL-4-4M 4.0 2 x2 xl 
MDL-4-5M 5.0 2 x2 x1~ 
MDL-4-6M 6.0 2 x2 xl 'AI 

600 VOLTS DC WORKING 
MDL-6-1 .1 1"4x1 x "4 
M DL-6-25 .25 1 "4 xl x "4 
MDG6~ ~ l%xl x "4 
MDL-6-1M 1.0 1"4x1'4x % 
MDL-6-2M 2.0 2 x2 x % 
MDL-6-3M 3.0 2 x2 xl % 
MDL-6-4M 4_0 2 x2 xlo/s 

STANDARD CAPACI'l'ANCE 'TOLERANCE: 
±200/0. OTIlER TOLERANCES ARE AVAILABLE 

Cat. No. Cap_ Mf. L. x W. x H. 

150 VOLTS DC WORKING 

MXU-1.5-4M 4.0 1 "4 xl xl% 
MXU-1.5-10M 10.0 1 % xl x2% 
MXU-1.5-12M 12.0 1 % xl x2% 
MXLJ-1.5-15M 15.0 1 "4 xl x3o/s 
MXU-J.5-20M 20.0 1 "4 xl x4o/s 
MXU-1.5-25M 25.0 2 'AI xl,.. x3 
MXU-1.5-30M 30.0 2'hxl,.. x3 % 
MXLJ-i.5-50M 50.0 2'A1xl-/\'x4"4 

400 VOLTS DC WORKING 

MXU-4-2M 2.0 1 "4 xl x2% 
MXU-4-4M 4.0 l"4x1 x2% 
MXU-4-6M 6.0 1 %,xl x3% 
MXU-4-8M 8.0 1 "4 xl x4"4 
MXU-4-10M 10.0 2 %xII'. x3 % 
MXLJ-4-20M 20.0 2 'AI xl -{,.x4 "4 
MXU-4-30M 30.0 3"4x1~x4"4 

600 VOLTS DC WORKING 

MXU-6-1M 1.0 1 "4 xl x1% 
MXU-6-2M 2.0 1 "4 xl x2o/s 
MXU-6-4M 4.0 1 "4 xl x3% 
MXU-6-6M 6.0 1 "4 xl x4"4 
MXU-6-8M 8.0 2 %x1 -{,,,x3 % 
MXLJ-6-10M 10.0 2 % xl,.. x4 "4 
MXLJ-6-1SM 15_0 3"4x1 ~x4"4 
MXU-6-20M 20_0 3"4x1"4x4',4 

STANDARD CAPACITANCE TOLERANCE: 
±20 %. Other tolerances are available. 
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SECTIQN 1500 

FLAT MINIATURE MYLAR* 
DIELECTRIC CAPACITORS 

ROUND MINIATURE MYLAR* 
DIELECTRIC CAPACITORS 

SERIES IIXII 

MYLAR-PLUS 

CAPAC I TO'RS 

==== ••• 

SERIES "X" MYLAR.PLUS CAPACITORS 

Astron's new series "X" Mylar capacitors 
are engineered for reliable operation up to 
150· without derating. These miniaturized, 
metal tubulars provide exceptional capaci­
tance stabi lity, excellent insulation resist­
ance, power factor and long life. The XQF 
series are designed to meet MIL-C-25A 
specifications. 
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Cap. 
Cat. N8. Mds. L T 

XPF-l.5·0l .01 0/4" %2" 
XPF-l.5-015 .015 %" ~6" 
XPF-l.5-022 .022 ~" 114" 
XPF-l.5-033 .033 ~" ~2" 
XPF-l.5·047 .047 3/4" 1/4" 
XPF-l.5-068 .068 q'e" ~i' 
XPF-l.5-082 .082 7/8" 114" 

Standard Tolerance ±20%. 

Cap. 
Cat. No. Mfds. L 

XPR-U-Ol .01 %./1 
XPR-1.5-0l5 .015 0/4" 
XPR-l.5-022 .022 3M" 
XPR-l.5-033 .033 %" 
XPR-l.5-047 .047 0/4" 
XPR-l.5-088 .068 7/8" 
XPR-l.5-082 .082 7/8" 

Standard Tolerance ±20%. 

WVDC 

50 

100 

200 

400 

600 

Catalog 
Number 

XQF-.5-0047 
XQF-.5-01 
XQF-.5-022 
XQF-.5-033 
XQF-.5-047 
XQF-.5-1 
XQF-.5-22 
XOF-.5-27 
XQF-.5-47 
XQF-.5-1M 

XQF-l-0047 
XQF-l-0l 
XQF-l-022 
XQF-1-033 
XQF-l-047 
XOF-l-l 
XQF-1-22 
XQF-1-27 
XQF-1-47 
XOF-l-1M 

XQF-2-0047 
XQF-2-01 
XQF-2-022 
XOF-2-033 
XQF-2-047 
XQF-2-1 
XQF-2-22 
XQF-2-27 
XQF-2-47 
XQF-2-1M 

XQF-4-0047 
XQF-4-01 
XQf-4-022 
XQF-4-033 
XQF-4-047 
XQF-4-1 
XQF-4-22 
XQF-4-27 
XQF-4-47 

XQF-6-0047 
XQF-6-01 
XQF-6-022 
XQF-6-033 
XQF-6-047 
XQF-6-1 
XQF-6-22 
XOF-6-27 
XQF-6-47 

W 
~2" 

~.' %" 
'JS'Z" 
%" 
%" 
1~" 

Dia. 
.230 
.270 
.310 
.280 
.330 
.320 
.350 

Cap. 
Cat. No. Mds. T W 

XPF-l.5-1 .1 ~8" Xi' M." 
XPF-l.5-l5 .15 1" ~,' M,' 
XPF-l.5-22 .22 11/4" %1' '%,' 
XPF-l.5·33 .33 11/4" %" lJo)l' 
XPF-l.5-47 .47 1%" '%1' ~.' XPF-l.5-68 .68 1%" M,' 'X,' 
XPF-l.5-82 .82 1%" '%1' %" 
XPF-l.5-1M 1.0M 1",8". '%." %" 

• Reg. Dupont Trade Mark 

Cat. No. 
XPR-l.5-1 
XPR-l.5-l5 
XPR-l.5-22 
XPR-l.5-33 
XPR-l.5-47 
XPR-1.5-68 
XPR-l.5-82 
XPR-l.5-1M 

Cap. MI. 

. 0047 

. 01 

.022 

. 033 

. 047 

. 1 

. 22 
• 27 
. 47 

1.0 

. 0047 
• 01 
. 022 
• 033 
. 047 
.1 
. 22 
. 27 
.47 

1.0 

.0047 

.01 

.022 

.033 

. 047 

.1 

. 22 

.27 

.47 
1.0 

.0047 

.01 

.022 

.033 

. 047 

. 1 
• 22 
. 27 
. 47 

.0047 

.01 

.022 . 

.033 

.047 
.1 
:22 
. 27 
.47 

Cap. 
Mfds. Dia. 
.1 7/e" .380 
.15 1" .390 
.22 11/4" .390 
.33 11/4" .460 
.47 1%" .500 
.68 1%" .530 
.82 1%" .580 

1.0 1",8" .580 

'Reg. Dupont Trade Mark 

Dia. x Length 

.235 x ,~ • 

.235 x ';l( • 

.235 x ';l(. 

.235 x 'M • 

.312 x 'M • 

.400 x '~ • 

.400 x Uf • 

.400 x 1M • 

.562 x Uf • 

.562 x I'X. 

.235 x '~ • 

.235 x ';l( • 

.312 x ,~ • 

.312 x 'M • 

.312 x '~ • 

.400 x '~. 

.562 x IX • 

.562 x IX • 

.562 x I'X. 

.750 x I'X. 

.235 x ';l(. 

.235 x '~. 

.312 x '~. 

.400 x '~. 

.400 x IX • 

.400 x 1M. 

.562 x lU • 

.670 x l'X. 

.750 x I'X. 
1 x 2~. 

.235 x '''I. 

.312 x ,~. 

.312 x IX. 
.400 x IX. 
.400 x 1M • 
.562 x 1U • 
.670 x l'X • 
.750 x l'X • 
.750 x 2"1 • 

.235 x '~. 

.312 x 'M. 

.400 x 'M. 

.400 x lU. 

.400 x lU. 

.562 x lU. 
.750 x I'X. 
.750 x 2~ • 

1 x 2~ • 

STANDARD CAPACITANCE TOLERANCE: ±20%. Closer tolerances can be 
supplied. 

Net © U.C.P., Inc. 



SECTION 1 sao 

I1s'lIo~ 
METALLIZED MYLAR* 
CAPACITORS 

ASTRON TYPE RLR metallized Mylar* capacitors pro­
vide reliable operation even under adverse conditions 
in spite of their smaller size and lower cost. 

Type RLR is an uncased unit, with a tough, protective 
Mylar* wrap and epoxy end seal ... ideal for potted 
assembly, military and c-ommercial applications. 

MYLAR* METALLIZED 
CAPACITORS 

Catalog Cap. 
WVOC Number Mid. 

RQl 2-01 .0lD 
RQl 2-012 .U12 
RQl 2-015 . 015 
RQl 2-018 .018 
RQl 2-022 .022 
RQl 2-027 .027 
RQl 2-033 .033 
RQl 2-039 .039 
RQl 2-047 .047 
RQl 2-056 .056 
RQl 2-068 .068 
RQl 2-082 .082 
RQl 2-1, . 1 
RQl 2-12 . 12 
RQl 2-15 . 15 

200 RQl 2-18 .18 
RQl 2-22 .22 
RQl 2-27 .27 
RQl 2-33 .33 
RQl 2-39 .39 
RQl 2-47 .47 
RQl 2-56 .56 
RQl 2-68 . 68 
RQl 2-82 .82 
RQl 2-1. M 1.0 
RQl 2-1.5 M 1.5 
RQl 2-2. M 2.0 
RQl 2-3. M 3.0 
RQl 2-4. M 4.0 
RQl 2-5. M 5.0 
RQl 2-6. M 6.0 
RQl 2-8. M 8.0 
RQl 2-10. M 10.0 
RQl 2-12. M 12.0 
RQl 4·01 .010 
RQl 4-012 .012 
RQl 4-015 .015 
RQl 4-018 .018 

400 RQl 4-022 .022 
ROl 4-027 •. 027 
RQl 4-033 .033 
RQl 4-039 . 039 
RQl 4-047 . 047 
RQl 4-056 .056 
ROl 4-n68 . 068 

• Reg. Dupont Trade Mark 

© U.c.P., Inc. 

Oia. x Lgth. 
in inches 

.235 x 1~/i6 

.235 x 'X. 

.235 x 'X • 

.2J5 x 11 16 

.235 x lJ 16 

.235 x 1}-i6 

.235 x 1~i6 

.312 x 1~'i6 

.312 x '3{. 

.312 x '3{. 

.312 x '3{. 

.312 x '3{. 

.312 x '3{ • 

.312 x I', • 
.312 x Hi • 
.400 x 'y,. 
.400 x 1316 
0400 x 1),. 
0400 x IX. 
.500 x IX. 
.500 x Hi. 
.500 x IX. 
.500 x 1'-1 • 
.562 x 1'-1. 
.562 x IX. 
.562 x Bi6 
.670 x lr,. 
.670 x 113{. 

.750 x 1'3{. 
1.00 x 1'3{. 
1.00 x 1'3{. 
1.00 x 1'3{. 
1.00 x 2~. 
1.00 x2y,-. 
.312 x 'f.. 
.312 x 131'6 

.312 x '3{. 

.312 x 'y,. 

.312 x '3{, 

.312 x IX. 

.312 x I!" 
0400 x 1'-1 • 
.400 x 1'1 • 
0400 x IX. 
0400 x I' , • 

Net 

WVOC 

200 

Catalog 
Number 

RlR 2-01 
RlR 2U12 
RlR 2015 
RlR 2-018 
RlR 2-U22 
RlR 2-027 
RlR 2-047 
RlR 2·068 
RlR 2-1 
RlR 2-15 
RlR 2-22 
RlR 2-33 
RlR 2 47 
RlR 2 56 
RlR 2 68 
RlR 2·1M 
RlR 2-1.5M 
RLR 22M 
RlR 23M 
RlR 2-6M 

Cap. Tolerance ±20%. 

MId. 
Cap. Oia. x Lgth. 

.01 .155" x 5/S " 

.012 ,165" x 5/8 " 

.015 .I~U" x "/8" 

.018 .190" x Va" 

.022 .205" x 5/8" 

.027 .220" x 5/8" 

.047 .200" x 3/4 " 

.068 .220" x 3/4 " 

.1 .255" X 3/4 " 

.15 .227" x P/af! 

.22 .262" x P/8" 

.33 .305/1 x 11/a" 

.47 .355" x P/8" 

.56 .380" x P/8" 

.68 .415/1 11/e" 
1.0 .490" Pis" 
1.5 .470" x 15/e" 
2.0 .535" x 15/8" 
3.0 .595" 17/8" 
6.0 .825" 17/8" 

* Reg. Dupont Trade Mark 

ASTRON TYPE RQL combines in a miniature her­
metically sealed case the outstanding attributes 
of reliability at high temperatures - 125°C without 
derating - with significant savings of space. They 
will find their main applications in military reliabilty 
equipment and in critical industrial circuits. 
Type RQL Mylar* metallized capacitors are available 
in various military case and mounting styles. 

Catalog Cap. Oia. x Lgth. 
WVDC Number Mid, in inches 

Ral 4-082 . 082 .500 x IX • 
RQl 4-1 . 1 .500 x IX • 
Ral 4-12 .12 .500 xl'" 
RQl 4-15 . .15 .500 x I'" 
Ral 4-18 .18 .562 x 1~ • 
RQl 4-2~ . 22 .562 x 1~ • 

400 RQl 4-27 . 27 .562 x Hi • 
ROl 4-33 . 33 .562 x Hi • 

(cont'd) 
RQl 4-39 . 39 .670 x 1r, • 
RQl 4-47 .47 .670 x lr, • 
RQl 4-56 . 56 .670 x 1')-;' • 
RQl 4-68 . 68 .670 x 1'3{ • 
ROl 4-82 . 82 .750 x Fl-( • 
ROl 4-1. M 1.0 .750 X 1'?-i. 
RQl 4-1.5 M 1.5 1.00 x 1'~i. 
ROl 4-2. M 2.0 1.00 x 1 'Y,o 
RQl 4-3. M 3.0 1.00 x 211. 
RQL 6-01 .010 .312 x '3{. 
RQl 6-012 .012 .312 x "3{, 
RQl 6-015 .015 .312 x 1}{6 
ROl 6-018 .018 .312 x IX. 
ROl 6-022 .022 .312 x 1~{. 
RQl 6-027 .027 .312 x 1){, 
RQl 6-033 .033 .312 x IX. 
RQl 6-039 .039 0400 x Ui. 
RQl 6-047 .047 0400 x 1'-1. 
RQl 6-056 .056 0400 xl',. 
RQl 6-068 .068 .400 x IX. 
ROc 6-082 .082 .500 x Hi. 

600 ROl 6-1 .1 .500 x IX. 
ROl 6-12 .12 .562 x IX. 
RQl 6-15 .15 .562 xl'" 
RQl 6-18 .18 .562 x 1~, 
ROl 6-22 .22 .562 x 1~. 
RQl 6-27 .27 .562 x 111, 
RQl 6-33 .33 .562 x 111. 
RQl 6-39 .39 .670 x lr,. 
RQl6-47 .47 .670 x 111. 
ROl 6-56 .56 .670 xl'.,., 
ROl 6-68 .68 .670 x I'.,.. 
RQl 6-82 .82 1.00 x 1'3{. 
RQl 6-1. M 1.0 1.00 x 1'3{. 
RQl 6-1.5 M IS 1.00 X 211'6 
RQl 6-2. M 2.0 '1.00 x 2'-1. 
RQl 6-2.5 M 2.5 1.00 x 2r,. 
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SECTION 1500 

I1!IIlO~ 
TYPE TQF CP04 CP10 Commercial 

400 VOLTS Equivalent 

MILITARY CP05 CP11 AS·CP04Al·El03M TQF·4·01 
AS·CP04Al·E333M TQF·4-033 

MIL-C-25A AS·CP04Al·E473M TQF·4·047 
TYPE AS·CP04Al·E683M TQF·4-068 

AS·CP04Al·El04r.t TQF·4-1 
AS·CP04Al·E154M TQF·4·15 
AS·CP04Al·E224M TQF-4-22 
AS·CP04A1-E334M TQF·4-33 
AS·CP04Al·E474M TQF·4-47 
AS·CP04Al·E684M TQF·4-88 
AS·CP04Al·El05M TQF·4-1M 

Commercial 600 VOLTS 
Equivalent AS·CP04Al·Fl02M TQF·&-OOl 

TEMPERATURE CHARACTERISTICS E AND K AS·CP04Al·F152M TQF·6·0015 
AS·CP04Al·F222M TQF·6·0022 

CIRCUIT 1 AS·CP04Al·F332M TQF·Q·OO33 
AS·CP04Al·F472M TQF·6·0047 

(Capacitor Section Insulated From Case) AS·CP04Al·F682M TQF·I·oIi68 
AS·CP04Al·F103M TQF·6·01 
AS·CP04Al·F153M TQF·6·D15 

Commercial Cap. AS·CP04Al·F223M TQF·&-D22 
100 VOLTS Equivalent Mfd. Oia. x Length AS·CP04Al·F333M TQF·6·033 
AS·CP04Al·B333M TQF·l·033 .033 .235 x % AS·CP04Al·F473M TQF·6·047 
AS·CP04Al·Bl04M TQF·l·l .1 .312 x V. AS·CP04Al·F683M TQF·6·D68 
AS·CP04Al·B154M TQF·1-15 .15 .400 x V. AS·CP04Al·Fl04M TQF·&-l 
AS·CP04Al·B224M TQF·l·22 .22 ADO x 1)1, AS·CP04Al·F154M TQF·&-15 
AS·CP04Al·B334M TQF·l·33 .33 ADO x 1% AS·CP04Al·F224M TQF·&-22 
AS·CP04Al·B474M TQF·l·47 .47 .562 x 1)1, AS·CP04Al·F334M TQF·6·33 
AS·CP04A 1·B684M TQF·l·68 .68 .562 x 1% ~S·CP04Al·F474M TQF·6·47 
AS·CP04Al·B105M TQF·l·1M 1.0 .562 x IV. AS·CP04Al·F684M TQF·&-68 

200 VOLTS 
AS·CP04Al·C153M TQF·2·015 .015 .235 x % 1000 VOLTS 
AS·CP04A 1·C223M TQF·2·022 .022 .235 x % AS·CP04Al·G153M TQF·1D·D15 
AS·CP04A 1·C473M TQF·2·047 .047 .312 x V. AS-CP04Al-G223M TQF·lO-022 
AS-CP04Al-C683M TQF-2·D68 .068 .312 x V. AS-CP04Al-G333M TQF-lO-033 
AS-CP04A l-Cl 04M TQF-2-1 .1 .400 x V. AS-CP04Al-G473M TQF·lO-D47 
AS-CP04Al·C154M TQF-2-15 .15 .400 x 1)1, AS-CP04Al-G683M TQF-1O-068 
AS-CP04A l-C224M TQF-2-22 .22 .400 x 1% AS-CP04Al-G1D4M TQF-lO-l 
AS-CP04Al-C334M TQF-2-33 . 33 .562 x 1)1, AS-CP04Al-G154M TQF-1D-15 
AS-CP04Al·C474M TQF-2-47 .47 .562 x 1% AS-CP04A l-G224M TQF-lO-22 
AS·CP04A l-C684M TQF-2-68 .68 .562 x IV. AS-CP04Al-G334M TQF-1D-33 
AS-CP04Al-C105M TQF-2-1M 1.0 .670 x IV. AS-CP04Al-G474M TQF-1fH7 

VARIATIONS 

CIRCUIT i CAPACITOR SECTION INSULATED FROM THE CASE 

UNINSULATED BODY 
SIZES SHOWN IN 

LISTINGS 

FOR INSIILATED BODY ADD 
1/16" Ta DIAMETER AND 
LENGTH OF TQF SIZES 
LISTED 

CIRCUIT 3 

UNINSULATED BODY 
DEDUCT 1/16" FROM 
LENGTH OF UN ITS LISTED 

FOR INSULATED BODY 
ADD 1/16" TO DIAMETER 
OF TQF SIZES LISTED 

Basic unit in floating construction. Sizes as shown in listings. 
Basic unit with tangential soldered-on bracket. Add suffix (A). 
Basic unit with soldered-on L type bracket. Add suffix (B). 
Screw neck mounting type. Available in same ratings as TQF. 
Minimum in case diameter .400". 

Internally insulated ("Floating" Construction) with, plastic outer sleeve (P). 

CAPACITOR SECTION GROUNDED Tei CASE 

Basic unit - Grounded construction. 
Basic TQ unit with soldered-on tangential (A) bracket. 
Basic TQ unit with soldered-on L type bracket (B). 
Screw neck mounting type. Available in same ratings as TQ. Minimum case 
diameter is .400". 
Stud base mounting type. Available in same ratings as TQ. 

Grounded construction, with plastic outer sleeve (Pl. 

See complete commercial listings page 394 
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ca~. 
Md. Oia. x Length 
.01 .235 x % 
.033 .312 x V. 
.047 0400 x v. 
.068 .400 x 1)1, 
.1 0400 x 1% 
.15 .562 x 1)1, 
.22 .562 x 1% 
.33 .562 x IV. 
.47 .670 x IV. 
.68 ' .750 x 2)1, 

LaM 1.000x1% 

.001 .235 x % 

.0015 .235 x % 

.0022 .235 x % 
.0033 .235 x % 
.0047 .235 x % 
.0068 .235 x % 
.01 .312 x V. 
.015 .312 x V. 
.022 .312 x V. 
.033 0400 x V. 
.047 ADO x 1)1, 
.068 0400 x 1% 
.1 .562 x 1)1, 
.15 .562 x 1% 
.22 .562 x IV. 
.33 .670 x IV. 
.47 .750 x 2)1, 
.68 1.000 x 1% 

.015 .400 x ",a 

.022 .400 x Ilfs 

.033 .400 x 1'111 

. 047 .562 x 11( • 
.068 .562 x 13A1 
. 1 .562 x 151 • 
.15 .670 x 15f • 
.22 .750 x 21f. 
.33 .750 x 2% 
.47 1.000 x 21fB 

MIL STYLE ASTRON TYPE 

CP04 (1) TQF 
CPlO (1) TQF-A 

TQF-B 
CPU (1) TQFS 

CP05 (1) TQFP 

MIL STYLE ASTRON TYPE 

CP04 (3) 
CPlO (3) 

CPU (3) 

CP05 (3) 

TQ 
TQ-A 
TQ-B 
TQS 
TQV 

TQP 

© U.C.P., Inc. 



SECTION 1500 

I!!TIIO( 
TYPE AQF CPos 

Commercial Cap. 
400 VOLTS Equivalent Mfd. 

MILITARY CP09 AS·CPOBA1·E332M AQF·4·0033 .0033 

MIL-C-25A 
AS·CPOBA1-E153M AQF-4·015 .015 

TYPE AS-CPOBA1-E333M AQF·4-033 .033 
AS-CPOBA1-E473M AQF-4·041 .047 
AS-CPOBA l-E683M AQF-4·06B .068 
AS-CPOBA 1-El 04M AQF-4-1 .1 
AS-CPOBA1-E154M AQF-4-15 .15 
AS-CPOBA1-E224M AQF-4·22 .22 
AS·CPOBA 1-E334M AQF-4·33 .33 
AS-CPO.BA1·E474M AQF-4-41 .47 

600 VOLTS 

Commercial 
AS-CPOBA 1-Fl 02M AQF-6-001 .001 
AS·CPOBA l-F152M AQF-6-0015 .0015 

Equivalent AS-CPOBA 1-F222M AQF-6-0022 .0022 

TEMPERATURE CHARACTERISTICS E AND K AS-CPOBA1·F332M AQF·6-0033 .0033 
AS·CPOBA l-F472M AQF-6-0047 .0047 

CIRCUIT 1 AS-CPOBA 1-FSB2M AQF-6-006B .0068 

(Capacitor Section Insulated From Case) 
AS-CPOBA 1-Fl 03M AQF-6-01 .01 
AS-CPOBA1-F153M AQF-6-015 .015 
AS-CPOBA1-F223M AQF-6-022 .022 

Commercial Cap. AS-CPOBA l-F333M AQF-6-033 .033 
100 VOLTS Equivalent Mfd. Oia. x Length AS·CPOBA 1-F473M AQF-6-041 .047 
AS-CPOBA1-Bl03M AQF-I-Ol .01 .235 x % AS-CPOBA 1-FSB3M AQF-6-06B .068 
AS-CPOBA1·B153M AQF·l-015 .015 .235 x % AS·CPOBA1-Fl04M AQF-S-l .1 
AS-CPOBA1-B473M AQF-I-041 .047 .312 x Yo AS-CPOBA l-F154M AQF-S·15 .15 
AS-CPOBA l·Bl 04M AQF-l-1 .1 .400 x Yo AS-CPOBA1·F224M AQF-6-22 .22 
AS·CPOBA1·B154M AQF-1-15 .15 .400 x 1)1, AS-CPOBA1-F334M AQF-S-33 .33 
AS-CPOBA 1·B224M AQF-I-22 .22 .400 x lYe AS·CPOBA l-F474M AQF-S-41 .47 
AS-CPOBA1·B334M AQF-1-33 .33 .562 x 1)1, 
AS-CPOBA l-B4 7 4M AQF-I-41 .47 .562 x lYe 1000 VOLTS 
AS-CPOBA 1·B6B4M AQF-I-6S .68 .562 x 1% AS-CPOSA1-Gl02M AQF-1D-DDl .001 AS·CPOBA1-Bl05M AQF-l-IM 1.0 .670 x 1% AS-CPOSA1-G152M AQF-ID-ODI5 . 0015 

200 VOLTS 
AS-CPOSAI-G222M AQF-ID-OD22 .0022 
AS-CPOSAI-G332M AQF-IO-OO33 . 0033 

AS-CPOBA1-C472M AQF-2-0047 .0047 .235 x % AS-CPOSAI-G472M AQF-ID-0047 . 0047 
AS-CPOBA1-CSB2M AQF-2-0D6S .0068 .235 x % AS·CPOSAI-G6S2M AQF-IO-OO6S . 0068 
AS-CPOBA I·C223M AQF-2-022 .022 .312 x % AS-CPOSAI-Gl03M AQF-l0-01 . 01 
AS-CPOBA1-C333M AQF-2-033 .033 .312 x Yo AS-CPOSA1-G153M AQF-l0-015 . 015 
AS-CP08Al·C473M AQF-2-047 .047 .400 x Yo AS-CPOSAI-G223M AQF-1D-022 . 022 
AS-CP08Al-C683M AQF-2-06S .068 .400 x Yo AS-CPOSA1-G333M AQF-l0-033 . 033 
AS-CP08Al·Cl04M AQF-2-1 .1 .400 x 1>11 AS-CPOSA1-G473M AQF-1D-047 . 047 
AS-CPOBA1·C154M AQF-2-15 .15 .400 x lYe AS-CPOSA1-GSS3M AQF-l0-06S .068 
AS-CPOBA1-C224M AQF-2-22 .22 .562 x 1>11 . AS-CPOSA1-Gl04M AQF-l0-l .1 
AS·CPOBA1-C334M AQF-2-33 .33 .562 x lYe AS-CPOSA1-G154M AQF-l0-15 . 15 
AS-CPOBA1-C474M AQF-2-47 .47 .562 x 1% AS-CPOSA1-G224M AQF-1D-22 . 22 
AS-CPOBA l-CSB4M AQF-2-6S .68 .670 x 1% AS-CPOSA1-G334M AQF-1D-33 .33 
AS-CP08A l·Cl 05M AQF-2-1M 1.0 .750 x 2)1, AS-CPOSA1-G474M AQF-1D-41 .47 

VARIATIONS 

CIRCUIT 1 CAPACITOR SECTION INSULATED FROM THE CASE MIL STYLE 

UNINSULATED BODY 
SIZES SHOWN IN 

LISTINGS 

FOR INSULATED BODY ADD 
1/16" TO DIAMETER AND 
LENGTH OF AQF SIZES 
LISTED 

CIRCUIT 3 

UNINSULATED BODY 
DEDUCT 1/16" FROM 
LENGTH OF UNITS LISTED 

,FOR INSULATED BODY ADD 
'1/16" TO DIAMETER OF 
AQF SIZES LISTED 

Basic unit in floating construction. Sizes as shown in listings. CP08 (1) 
Basic unit with tangential soldered-on bracket. Add suffix (A). 
Basic unit with soldered-on L type bracket. Add suffix (B). 
Screw neck mounting type. Available in same ratings as AQF. 
Minimum in case diameter .400". 

Internally insulated ("Floating" Construction) with plastic outer sleeve (P). CPOg (1) 

CAPACITOR SECTION GROUNDED TO CASE MIL STYLE 

Basic unit - Grounded construction. CP08 (3) 
Basic AQ unit with soldered-on tangential (A) bracket. 
Basic AQ unit with soldered-on L type bracket (B). 
Screw neck mounting type. Available in same ratings as AQ. Minimum case 
diameter is .400". 
Stud base mounting type. Available in same ratings as AQ. 

Grounded construction, with plastic outer sleeve (P). CPOg (3) 

See complete commercial listings page 395 

Oia. x Length 
.235 x % 
.312 x Yo 
.400 x Yo 
.400 x 1)1, 
.400 x 1% 
.562 x 1% 
.562 x 1% 
.562 x 1% 
.670 x 1% 
.750 x 2)1, 

.235 x ~'-4 

.235 x % 

.235.x % 

.312 x rii 

.312 x " '. .312 x % 

.312 x Yo 

.400 x Yo 

.400 x Yo 

.400 x 1)1, 

.400 x lYe 

.562 x 1)1, 
.562 x 1% 
.51>2 x lYe 
.670 x 1% 
.750 x 2)1, 
.750 x 2% 

.400 x 7/. 

.400 x 1/ • 

.400 x 7/. 

.400 x 7/ • 

.400 x 1/ • 

.400 x 1/ • 

.400 x 7/ • 

.400 x IV • 
.400 x I'll • 
.562 x 1'1 • 
.562 x 1'/ • 
.562 x 1% 
.670 x 1% 
.670 x 17/ • 
.750 x 21/ • 

1.000 x 21/8 
1.000 x 2% 

ASTRON TYPE 

AQF 
AQF-A 
AQF-B 
AQFS 

AQFP 

ASTRON TYPE 

AQ 
AQ-A 
AQ-B 
AQS 

AQV 

AQP 
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SEtTION 1500 

CP25 
thru 

CP29 
of 

NUL C-25A 

TYPE ARMFoll Filled Metal Tubular. 85°C. Operation 
• Non-inductively wound. Mineral oil impregnated and filled. HermeticallY 

sealed. 
• Excellent capacitance stability and low power tactor over entire temperature 

range -55 'C. to +85'0. 
• Units listed are internally insulated from case, Also available with capacitor 

section grounded to case (Type ARMG) and in accordance with all Specifi­
cation MIL-C-25A styles OP25-26-27 -28-29. 

• Wire leads Ph" long. Standard capacitance tolerance ±29%. 

Military Number Astron Type Cap. Mf. Dia. x Length 

200 VOLTS DC WORKING 
AS-CP25A1EC104M ARMF-2-1 .1 %x 1% 
A5-CP25A1EC254M ARMF-2-25 .25 0/. x 2lfs 
AS-CP25A1EC504M ARMF-2-5 . 5 1 x 2'1s 

600 VOLTS DC WORKING 
AS-CP25A 1 EF302M ARMF-6-003 .003 ha x Ilfs 

~~:~~~~m~m: ARMF-6-006 .006 ha x l'1s 
ARMF'6-01 .01 he x l'1s 

AS-CP25A1EF203M ARMF-6-02 . 02 he x 15/ • 
AS·CP25A1EF503M ARMF'6-05 .05 % x 1'12 
AS·CP25A1EF104M ARMF·6·1 . 1 % x 17/ • 
AS·CP25A1EF254M ARMF-6-25 .25 1 x 2'1. 
AS·CP25A 1 E F504M ARMF·6·5 .5 1 x 251s 

1000 VOLTS DC WORKING 
AS-CP25A1EG302M ARMF·10-003 . 003 % x !I/ • 
AS·C P25A 1 E G6~M ARMF-l0·086 .006 % x 1'1. 
AS·CP25A1EG103M ARMF·l0·0l . 01 % x IV • 
AS·CP25A1EG203M ARMF-l0-02 .02 % x 1'12 
AS-CP25A1EG583M ARMF·l0·05 .05 0/. x ISis 
AS-CP25A1EG104M ARMF·l0·l .1 1 x 17/. 
AS-CP2541EG254M ARMF·10-25 .25 1 x 25!. 

1500 VOLTS DC WORKING 
AS·CP25A1EH302M ARMF-15·ilo3 .003 x IV. 
AS·CP25A 1 EH802M ARMF·15·006 .006 x 11/. 
AS-CP25A1EH103M ARMF·15-01 .01 XlV. 
AS-CP25A1EH203M ARMF·15-02 .02 x ISis 
AS-CP25A1EH503M ARMF·15-05 .05 x 17/. 
AS·CP25A1EH104M ARMF·15·1 .1 x 21f. 

VARIATIONS AVAILABLE 

CAPACITOR SECTION INSULATED FROM CASE 

Circuit 1 O-{(--b 
ASTRON TYPE AND DESCRIPTION 

UNINSULA1ED 
BODY 

(sizes shown 
in listings) 

INSULATED 
BODY 

add o/1e" to 
length and 

lr\.e" to dia. 

ARMF - Basic type as listed. 
ARMF-Y -with radial (Y) bracket. Example: 

ARMF-2-lY. 
ARMF-A - with tangential (A) soldered-on 

bracket. Example: ARMF-2-1A. 

ARMFP -Basic with plastic sleeve (P). Ex­
ample: ARMFP-2-1. 

ARMFP-Y-with plastic sleeve (P) and ra­
dial (Y) bracket. 
Example: ARMFP-2-1 Y. 

MIL STYLE 

CP25 

CP27 

CP29 

CP26 

CP28 

CAPACITOR SECTION GROUNDED TO CASE 

Circuit 3 O-H ...... -6 

ASTRON TYPE AND DESCRIPTION 

UN INSULATED 
BODY 

deduct 'Is" 
from length in 
above listings 

INSULATED 
BODY 

add lr\.6" to 
length and lr\.6" 

to dia. in 
above Ii sti ngs 

ARMG - Basic grounded section type. 
ARMG-Y -with radial (Y) bracket. Example: 

ARMG-2-lY. 
ARMG-A -with tangential (A) soldered-on 

bracket. Example: ARMG-2-lA. 

ARMGP -Basic grounded section type with 
plastic sleeve (P). 

ARMGP-Y-with plastic sleeve (P) and ra­
dial (Y) bracket. 
Example: ARMGP-2-lY. 
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MIL STYLE 

CP25 

CP27 

CP29 

CP26 

CP28 

Net 

CP53 
thru 

CP55 
of 

MIL C-25A 

TYPE ADM • Single units have two ter­
minals; duals have three ter­
minals (one common); triple 
units have three terminals 
(case common). 

Bathtub Paper Capacitors 
85°C. Operation 

• Non-;nductively wound. Min­
eral oil impregnated and 
filled. Hermetically .ealed. 

• Operating temperature range 
-55°0. to +85'0 . 

• Built to comply with strict 
requirements of MIL-0-25A. 
Silicone rubber compression· 
seal lug terminals. Com­
pletely immersion-proof. 

• Standard position of Type 
ADM terminals is on side 
(MIL-C-25A Style CP53). 
Available also with terminals 
on top (ASTRON Type 
ADMT or MIL Style CP54) 
and bottom terminals (AS­
TRON Type ADMB or 
MIL Style CP55). 

Military Number 

AS-CP53B1EB 105M 
AS·CP53Bl EB205M 
AS·CP53Bl EB405M 

AS-CP53Bl EC504M 
AS-CP53Bl EC105M 
AS·CP53B1EC205M 

AS·CP53B 1 EE504M 
AS·CP53Bl EEl 05M 
AS-CP53B5EE504M 

AS·CP53Bl EF503M 
AS·CP53Bl EFl 04M 
AS·CP53Bl EF254M 
AS·CP53Bl EF504M 
AS·CP53B1EF105M 
AS·CP53Bl EF205M 
AS·CP53B4EF503M 
AS·CP53B4EF104M 
AS·CP53B4EF254M 
AS·CP53B4EF504M 
AS·CP53B4EF105M 
AS·CP53B5EF503M 
AS·CP53B5EF104M 
AS·CP53B5EF254M 
AS·CP53B5EF504M 

AS·CP53Bl EG503M 
AS·CP53Bl EGl 04M 
AS·CP53Bl EG254M 
AS·CP53Bl EG504M 
AS·CP53Bl EGl 05M 
AS·CP53B4EG503M 
AS·CP53B4EG104M 
AS·CP53B4EG254M 
AS-CP53B4EG504M 
AS·CP53B5EG!i03M 
AS·CP53B5EG104M 
AS·CP53B5EG254M 

• Oap. Tolerance: ±20%. 

Astron Type 

100 VOLTS DC WORKING 

ADM-l-1M 
ADM-1-2M 
ADM-1-4M 

200 VOLTS DC WORKING 

ADM-2-5 
ADM·2-1M 
ADM-2-2M 

400 VOLTS DC WORKING 

ADM·4-5 
ADM-4-1M 
ADM-4·3x5 

600 VOLTS DC WORKING 

ADM-6-05 
ADM-6-1 
ADM-6-25 
ADM-6·5 
ADM·6·1M 
ADM-6-2M 
ADM·6·2x05 
ADM-6·2xl 
ADM·6-2x25 
ADM-6·2x5 
ADM-6-2xlM 
ADM-6-3x05 
ADM-6-3xl 
ADM·6-3x25 
ADM·6-3x5 

1000 VOLTS DC WORKING 

ADM-l0-05 
ADM-l0-l 
ADM·l0·25 
ADM-10-5 
ADM·10-1M 
ADM·l0-2x05 
ADM·10-2xl 
ADM-l0·2x25 
ADM-l0·2x5 
ADM·l0·3x05 
ADM-l0·3xl 
ADM.fD1X25 

L. x w. x H. 

1 '31,xl x ?Is 
2 x13/.x 7/S 
2 x2 xlVs 

l'31,xl x 7/. 
2 x13,h 7/. 
2 x2 xl 

l'31,xl . x 7/S 
2 x1¥4X 7/. 
2 x2 xlVs 

l'31,xl X ¥. 
l'31,xl x % 
l'31,xl x % 
l'31,xl xl 
2 x13/.xl 
2 x2 xl 'Is • 
l'31,xl x ¥. 
l'31,xl x % 
l'31,xl xl 
2 x1 3/,xl 
2 x2 xlVs' 
l'31,xl x % 
1 '31,xl X 7/S 
2 xl¥4x 7/S 
2 x2 xlVs' 

l'31,xl X ¥. 
l'31,xl X ¥. 
l'31,xl X 7/s 
2 xl%x 7/. 
2 x2 xlVs 
l'31,xl x lV, 
l'31,xl X lV. 
2 xl%x?is 
2 x2 xlV. 
l'31,xl x lV. 
2 xl%x 7/. 
2 x2 xlVs 
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TEMPERATURE COMPENSATING 
CERAMIC CAPACITORS 
DISC (TCD) 

SECTION 1500 

)O~TI E ELECTRONICS II CORPORATION 
PECKVIL~E. PENNSYLVANIA 
A WHOLLY·OWNED SUBSIDIARV 
OF ASTRON CORPORATION 

CHARACTERISTICS AND APPLICATIONS: Changes in ambient temperature affect the values ot the 
various components which make up any receiver. This alters the exact frequency of resonance as is l11us· 
trated by some "drifty'" tuners which must be retuned after they have warmed up. It is possible to 
control this hy introducinfi/.' reactive components of such temperature characteristics and of such values a8 
to offset the undesired changes. 

Available Capacitance-temperature characteristics range from a change of plus 100 parts per million per 
degree centigrade (PIOO) to a negative change of 5600 parts per million (N5600). 

MAXIMUM CAPACITANCES (MMFD) VS. SIZE 

SKOTTIE STYLE: TCD-4 TCD-5 TCD-8 TCD-10 TCD-12 
Max. Dia. .290" .410" .570" .670" .790" 
Raw Disc 4/16" 5/16" 8/16" 10/16" 12/16" 

Temperature Minimum & 
Coefficient Maximum Max. Max. Max. Max. 

P100 o to 6 9 28 
NPO 1 to 15 34 56 100 115 
N030 1 to 16 35 56 100 125 
N080 3 to 17 36 60. 105 140 
N150 3 to 18 40 75 110 150 
N220 3 to 23 52 80 120 160 
N330 3 to 25 56 90 135 170 
N470 3 to 30 60 120 150 200 
N750 3 to 45 82 150 200 300 
N1500 20 to 65 150 200 250 330 
N2200 20 to 100 160 250 275 470 
N3300 20to 175 234 598 910 1100 
N4700 30 to 275 300 657 1000 1210 
N5600 40 to 350 381 900 1090 1325 

ALL-PURPOSE CERAMIC CAPACITORS 

SKOTTIE STYLE TXD all purpose ceramics provide the highest available capaCitances at 250°C. in the 
smallest possible size. These capacitors exhibit less capacitance change with temperature than the limits 
specified in the EIA RS-198 specification for Z5U ceramics. This specification allows a maximum capaCitance 
change of +22% and -56% along a temperature range of +lQoC. to +S5°C. 

SKOTTIE STYLE: 
Max. Dia. 
Raw Dise ..... . 

Standard Values: 
(others available) 

CAPACITANCES (MMFD) VS. SIZE 

TXD-4 
.290" 
4/16" 

120 mml 
150 
220 " 
330 " 
470 " 
500 " 
560 " 

680 mml 
750 " 
800 " 
820 " 
. 001 mId 
.0012 " 
. 0015 " 

TXD-5 
.410" 
5/16" 

.0018 mId 
.002 " 
.0022 " 
.0025 " 
.0027 " 
.003 
.0033 " 

TXD-8 
.570" 

8/16" 

.0047 mId 

.005 " 

.0068 " 
.0075 " 
.0082 " 
.01 ±20% 

TXD-10 
.670" 

10/16" 

.01 mId 

.015 " 

.018 " 
.02 ±20% 

TXD-12 
.790" 

12/16" 

.02 mId 

.02 +80 -20% 
2 x .005 

SKOTTI E STYLE TSD: Stable Capacitance Ceramics afford the best available linearity of 
capacitance with temperature for an extended temperature range. These units are notable 
for extremely low aging rate and excellent dielectric strength. The standard 500 V.D.C. 
working voltage rating is ultra conservative. 

TEMPERATURE COEFFICIENT OF CAPACITANCE 

Temperature Range 

-SS"C to ± 8S'C 
-30°C to 8S"C 

+lO°C to 8S"C 
+lO°C to 125"C 

Max. % Cap. Change from 25°C. Value 
+3% to -7.5% 
+3% to -3% 
+3% to -3% 
+5% to -7.5% 

CAPACITANCE (MMFD) VS. SIZE 

SKOTTIE STYLE: TSD-4 TSD-5 TSO-8 TSD-10 
Max. Dia. ........................................................... .290" .410" .570" .670" 
Raw Disc .................... ... ................................ 4/16" 5/16" 8/16" 10/16" 

Max. Capacitance (mmfd) ........... ........ " ................. 500 1200 2200 3000 

(Specify desired Capacitance) 
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TSO-12 
.790" 

12/16" 
5000 

SPECIFICATIONS: TCD 
WORKING VOLTAGE: 500 V.D.C. (Higher 

voltages available.) 

TEST VOLTAGE !FIashl: 2000 V.D.C. 

HO": Over 1000 at 1 megacycle, for capaci~ 
tances of 15 mmf and up. 

INITIAL LEAKAGE RESISTANCE: Over 10000 
megohms. 

CAPACITANCE TOLERANCE: At 25"C: ±5% 
±1O% ±20%. (Special tolerances avail­
able). 

INSULATION: Ourez - vacuum-wax impreg­
nated. 

LEADS: No. 22 tinned copper (.026" diameter). 

CODING: Capacitance, tolerance, and temper­
ature coefficient stamped on disc. 

PRINTED CIRCUIT CONSTRUCTION AVAILABLE 
ON ALL TYPES. 

SPECIFICATIONS: TXD, TSD, TFD 
WORKING VOLTAGE: 500 W.V.D.C. (Higher 

voltages available.) 

TEST VOLTAGE !FIashl:' 2000 W.V.D.C. 

POWER FACTOR: 1.5% Maximum at 1kc (ini­
tial). 

CAPACITANCE: Measured at 25"C, an RMS 
voltage between 0.5 and 5.0 and a fre­
quency of lkc. 

INITIAL INSULATION RESISTANCE: Over 10000 
megohms. 

INSULATION, Durez - vacuum-wax impreg­
nated . 

LEADS: No. 22 tinned copper (.026" diameter) . 

CODING: Manufacturer's identification, capac­
itance and tolerance stamped on disc. 

CAPACITANCE TOLERANCES: Available as 
shown. 

SKOTTIE STYLE TFD: Semi-stable Capacitance 
Ceramics exceed the standards specified in 
the EIA RS-198 s!?"cification for Y5S tem­
perature characterIstics. This specification 
allows a maximum capacitance change of 
±22% along a temperature range of -30"C 
to +85"C. These capacitors exhibit excellent 
capacitance stability with voltage and fre­
quency and afford relatively high capacitanCtl 
vs. size. 

CAPACITANCE (MMFDl VS. SIZE 

SKOTTIE STYLE: 
TFO-4 TFD-5 TFO-8 TFO-10 TFD-12 

Max. Capaci-
tance (mmfd) 1000 2000 3500 5000 10000 

Max. Dia .... .290" .400" .570" .670" .790" 
Raw Disc ..... 4/16" 5/16" 8/16" 10/16" 12/i6" 

(Specify desired Capacitance) 
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SECTION j sob 

FOR OPERATING TEMPERATURES UP TO 70° 

*P3-2I 2 mfd. 3. v de .85 
'P6-1 1 mfd. 6 v de .85 

P6-1.5 1.5 mfd. 6 v de .85 
P6-3 3 mfd. 6 v de $1.00 
P·l0-2 2 mfd. 10 v de $1.00 

*P16-1.25 1.25 mfd. 16 v de $1.00 
·P25-.81 0.8 mfd. 25 v de $1.00 

P4O-.5I 0.5 mfd. 40 v de $1.00 
P70-.31 0.3 mfd. 70 v de $1.00 

*PT4-4 4 mfd. 4 v de .85 
*PT8-2 2 mfd. 8 v de $1.00 

'PC4-25 25 mfd. 4 v de .85 
'PX6-8I 8 mfd. 6 v de .85 
'P15-51 5 mfd. 15 v de .85 
'P16-101 10 mfd. 16 v de .85 
·PX25·2.51 2.5 mfd. 25 v de .85 

PX25·6 6 mfd. 25 v de .85 
PC4O-3 3 mfd. 40 v de .85 

• P70· 11 1 mfd. 70 v de .85 

*PT6-2 2 mfd. 6 v de .70 
PT6·4 4 mfd. 6 v de .70 
PT12/25·2 2 mfd. 2/25 v de .70 

*P25·2.5 2.5 mfd. 25 v de .70 

PT3·321 32 mfd. 3 v de .75 
*P3·4OI 40 mfd. 3 v de .75 

PC4·1 oott 100 mfd. 4 v de .85 
·P6·251 25 mfd. 6 v de .75 
PC6·80Itt 80 mfd. 6 v de .85 

'PI2-16I 16 mfd. 12 v de .75 
PC16·40Itt 40 mfd. 16 v de .85 
PC25·25Itt 25 mfd. 25 v de .85 

'P70·4 4 mfd. 70 v de .75 

PC6·200tt 200 mfd. 6 v de $1.00 
'PI2-50I 50 mfd. 12 v de $1.00 

PC40·30., t 30 mfd. 40 v de $1.00 
*P70·10I 10 mfd. 70 v de $1.00 

PC4·500 500 mfd. 4 v de $1.35 
PC6-400 400 mfd. 6 v de $1.35 
Pl0·3201 320 mfd. 10 v de $1.25 
P12·100I 100 mfd. 12 v de $1.25 
P25·1251 125 mfd. 25 v de $1.25 
PC40·64I 64 mfd. 40 v de $1.35 
P70·20I 20 infd. 70 oj de $1.25 

PT3·5001 500 mfd. 3 v de 
PT50·251 25 mfd. 50 v de 
PT150·81 8 mfd. 150 v de 
PT150·201 20 mfd. 150 v de 

FOR OPERATING TEMPERATURES UP TO 85° C. 

PCH 1 0·25 25 mfd. 10 v de .75 
PCH25-101 10 mfd. 25 v de .75 
PCH4O·61 6 mfd. 40 v de .75 

PCH4O·16 16 mfd. 40 v de $1.00 

PCH6·160. 160 mfd. 6 v de $1.25 
PCH25·501 50 mfd •. 25 v de $1.25 

BODY SIZE (illustrations 3/4 Actual) 
Tolerances: dia. + 1/64, Length + 1/32 

Leads: l1A1 in. Minimum 

, 
1/8 dia. x 7/16 length 

----eM 
1/8 dia. x 5/8 length 

11/64 dia. x 7/16 length 

-=- C I 
11/64 dia. x 9/16 length 

CD CD 80dy size 11/64 x 3/4 

--0 Ict--
1/4 dia. x 11/16 length 

--u r+-~ 
23/64 dia. x 1 i/16 length 

--{H !,-
@ 23/64 dia. x 1·3/16 length 

0 

-...." !+--
1/4 dia. x 11/16 lengih 

--H r+--
23/64 dia. x 11/16 length 

--{" r,-
23/64 dia. x 1·3/16 length 

* Indicates fastest selling items which shoulCl be stocked heavily. 
I Designates insulated covering available; add I to catalog number if desired (I insulated only.) 

tt New, super·small, dimensions for these capacity·voltage ratings. 
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SECTION 1500 

I Ceramic Capacitors 
TYPES DD30 AND DD60 3000-6000 VOLT DISC 

HI-KAPS® 
All these units are highly 
efficient for hypass-coup­
ling In high frequency cir­
cuits under conditions of 
extreme humidity or tem­
perature. Maintain high 
capacity and performance 
at 850 C. All units have a 
tolerance of '" 20%. 

CRL Type DD30-3000 v. DC working, 6000 v. DC test; ,,," 
thick. Values through 2700 ppf. Net Each ................. 24c 
CRL TJlpe DD30-Va!ues 3000ppt through 5000 ppt. Net Ea. 30c 
CRL Type DD60-6000 v. DC working, 12,000 v. DC test; ""," 
thick. Values through 820 ppf. Net Each .................. 36c 
CRL Type DD60-Values 1000 pp.f and up. Net Each ....... 60c 

Cop. 3000 Volt, DC Working 6000 Volt. DC Working 
p.p.1 CRL No. Dio. CRL No. Dio. 

4.7 DD30-4R7 ~: DD6ii04R7 ---;:r 
6.8 DD30-6RB DD60-6RB 9/1e" 
8.2 DD30-BR2 U" DD60-BR2 ',{l' 

10 DD30-100 34" DD60-100 'Ae" 
12 DD30-120 

~l 
DD60-120 ~AII" 

15 DD30-150 DD60-150 9,,{e" 
22 DD30-220 DD60-220 ',f6" 
25 DD30-250 DD60-250 '.16" 
27 DD30-270 DD60-270 '.16" 
30. DD30-300 DD60-300 , '" .16 
33 DD30-UO ~; DD60-UO '.16" 
39 DD30-390 DD60-390 '.1e" 
47 DD30-470 

g= 
DD60-470 '/'" 50 DD30-500 DD60-500 '",," 

56 DD30-560 DD60-560 '/10" 
68 DD30-6BO U' DD60-6BO '.16" 
75 DD30-750 U" DD60-750 ~{IlH 
82 DD30-B20 U" DD60-820 '.16" 

100 DD30-101 U" DD60-101 '.16" 
120 DD30-121 g: DD60-121 9,{,N 
150 DD30-151 DD60-151 '/10" 180 DD30-181 DD60-181 '/10" 
200 DD30-201 U" DD60-201 ',{ell' 
220 DD30-221 U" DD60-221 '.16" 250 DD30-251 U" DD60-251 '.16" 
270 DD30-271 U" DD60-271 9.16'" 
300 DD30-301 ~: DD60-301 "{IS'" 
:~:10 DD30-331 DD60-331 '/10" 
390 DD30-391 ~; DD60-391 11.16" 
400 DD30-401 DD60-401 9.-{e" 
470 DD30-471 :kI" DD60-471 lI,{ell' 
500 DD30-501 ¥s* DD60-501 '"feN 
560 DD30-561 Ys" DD60-561 'All'" 680 DD30-681 Ys'" DD60-681 '.16'" 750 DD30-751 Ys'" DD60-751 ~{6H 
820 DD30-821 %" DD60-821 ~16H 

1000 DD30-102 ~11t DD60-102 ~" 1200 DD30-122 '.16" DD60-122 ~" 1500 DD30-152 '.16" DD60-152 %'~ 
2000 DD30-202 %" DD60-202 :%" 2200 DD30-222 %" DD60-222 :%" 2500 DD30-252 %" 
2700 DD30-272 %" 
3000 DD30-302 %,111 
3300 DD30-U2 :%" 
3900 DD30-392 :%" 
4700 DD30-472 :%" 
5000 DD30-502 ~" 

TYPE DD2 DUO-KAPS® 
Single disc, dual capacity. Double Durez Insulation. Rated 600 v. 
DC, working; 1200 v. DC, test. 

~I Cop., p.1 I Toleronce I DiO., Thick. Net Eoch 
DD2-102 ~ x .001 GMV %" '''" 24c 
DD2-152 2 x .0015 GMV '.16" '''" 24c 
DD2-502 2 x .005 -20% -+80% '.," ',{," 24c 

TYPE DD3 SHIELDED DUO-KAPS® 
Three leads-two capacitors In the space formerly needed for one. 
Shielded to minimize stray capacities between discs. Rated 600 v. nc working' 1200 v DC test 
CRL No. COD .. p.' I Toleronce 

I~ 
Thick. Net Eo 

ii'ii'T-iii2 :I x .001 GMV %" 'A." ~ 
DD3-152 2 x .0015 

I 
GMV %" 'A." 30c 

DD3-202 2 x .00:;; GJ\.f'V '.1&11' '''" 30c 
DD3-502 2 x .00.') GMV I ' .. {a" '''" 30c 
DD3-103 2 x .01 GMV ~H 7,-f.l" 30c 

TYPE DD16 HI-KAP® BUFFERS 
Compact, easy to Instali. Long lite, low cost. Able to withstand 
high heat moisture and vibration Slze':%" diam "",' thick ., 

CRL No. I Cop., p.' I Toleronce VDCW \ Net Eo. 
DD16-302 .003 GMV l'iiiiir'2TC 
DDl6-402 .004 GMV 1600 21 c 
DDl6-502 .005 GMV 1600 21 c 
DD16-602 .006 GMV 1600 21 c 
DD16-702 .007 GMV 1600 21 c 
DDl6-752 .0075 GMV 1600 21 c 
DD16-B02 .008 GMV 1600 21 c 
DD16-103 .01 GMV 1600 21 c 
DD16-153* .015 -20% +80% 1600 36c 

* . }i thick. 
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TYPE DD 1000 VDCW DISC HI-KAPS® 
Ideal for bypass coupling In high frequency circuits. Rated 1000 v. 
DC working except Nos. DD6-103, DD-153, DD-203, DD-303, 
DD-403 and DD-503, which are 600 v. DC working. Tolerance 
.. 10%, except as otherwise Indicated. 

CRL Cop., Net CRL Cop., Dlo., Net 
No.DD - p.p.' 

Dlo., 
In. Each No. DD- ...eL ...!!!:.... Eoch 

3ii3 ----a:3* 3r '"'i'5c sar- 500 U ""i5C 
050 5 U lSc 511 510 U 15c 
060 6 U lSc 561 560 U lSc 
6R8 6.8 U lSc 601 600 U lSc 
7RS 7.5 U lSc 681 680 U lSc 
080 8 U lSc 751 750 U lSc 
100 10 U lSc 801 800t U lSc 
120 12 U lSc 821 820 U lSc 
150 15 U lSc 911 910 U lSc 
180 18 U lSc 102 1000 % lSc 
200 20 ~ lSc 102G 1000t U lSc 
220 22 lSc 122 1200 % lSc 
240 24 U lSc 122G 1200t U lSc 
250 25 U lSc 132 1300 % lSc 
270 27 U lSc 152 1500 % lSc 
300 30 U lSc 152G 1500t U 15.: 
330 33 ~ lSc 162 1600 % lSc 
390 39 lSc 182 1800 % lSc 
470 47 U Sc 202 2000t % lSc 
500 50 U Sc 222 2200t % lSc 
510 51 U Sc 252 2500t % lSc 
560 56 U Sc 272 2700t % lSc 
680 68 U Sc 302 3000t % lSc 
750 75 U Sc 332 3300t '.16 lSc 
820 82 U Sc 392 3900t ,.{, lSc 
910 91 U ~: 402 4000t '.16 lSc 
101 100 U 432 4300t '.16 lSc 
121 120 U Sc 472 4700t ,,{, lSc 
131 laO U SC 472G 4700t '.16 lSc 
151 150 U Sc 5022 5000t ',(, lSc 
181 180 U lSc 502 5000t % lSc 
201 200 U lSc 562 5600t '.16 lSc 
221 220 U lSc 682 6800t ',{, lSc 
241 240 U lSc 752 7500t '.16 lSc 
251 250 U lSc 822 8200t % lSc 
271 270 U lSc 6-103 lO,OOOt % lSc 
301 300 U lSc 1032 lO,OOOt ~ lSc 
331 330 U lSc 103 lO,OOOt ~ lSc 
351 3.')0 U lSc 153 15,0001 :% 18c 
361 360 U lSc 203 20,000 :% 18c 
391 390 U lSc 303 30.000§ :% 36c 
401 400 U 15c 403 40,OOO§ :% 36c 
471 470 U lSc 503 50,OOOf :% 36c 
471G 470t U lSc ........ . . . . . . . ...... ...... 

Tolerance: * '" 0.5 p.p.t. tGMV. t .. 20%. § + 80, - 20%. 

TYPE DF FLAT-PLATE HI-KAPS® 
A dependable 600 volt ceramic capacitor recommended for general 
replacement applications' where their unusual thinness makes 
them useful. Types listed below are 1'/10" I. x ]1/10" h. 600 v. DC, 
working; 1200 v. DC, test. 

'i-4'!~ cop. I Thlck-
--p.-' - .....!!!!!.. 

!'let 
Eoch 

DF-303 .O;i 

I 

' 7A,," 50.75 
DF-403 .04 %" .75 
DF-503 .05 'A." .75 
DF-753 .075 HI"," 1.05 
DF-104 .1 J9"," 1.0§ 

ATTACHABLE TERMINAL HI-VO-KAPS® 

TYPE TV-20--20,OOO v. DC work­
Ing ceramic capaclto.rs; 35,000 v. 
DC test. Capacity scm p.p.f. Termi­
nals will not pullout or break off. 
FlvedllYerent type terminals avall­
able as listed below. 

~rE!C'h.2.~ .~O~~~I.~~~. 5111 

AnACHABLE TERMINALS 
CRL Type TX-Net.Each ... , ................ , ....... , ... 6c 

~~~ I Type I Threod I «i.~~ I Type I Thread 
TX-l Slotted Rod ~ TX-4 Short Male --s:ar-
TX-2 Female Tap 6-32 TX-5 Long Male 8-32 
TX-3 Male Thread 6-32 

HI-VO-KAP KITS® 
CRL Type TV-2il7-0ne TV-20 capacitor with 7 attach- 5135 
able terminals. Net Each ............................ . 

CRL Type TVK-5-50-Five TV-20 capacitors with 10 each 5675 
terminals In plastic box. Net; Each .................... . 

FIXED TERMINAL HI-VO-KAPS® 
Similar to TV-20, with fixed terminals. Rated 30 kv working. 45 
kv test. TVl-503: 2-rod tylr TV8-503: Two 8-32 male terminals. 

~~f l:~. ~~~-~.0.3. ~~ .~~. ~~~~~ ..................... 5198 
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SECTION 1500 

I Cenflalab· I Ceramic Capacitors 

~~~ 
DA DDA DM 

850,858 

857 ZA ZB 853, 854, 855 

TYPE CK LOW VOLTAGE DISC HI-KAPS® 
For high capacity, low voltage use In transistor circuits. Phenolic 
Insulation; vacuum wax impregnated. Power [actor 2% max. at 
1 kc. Rated 50 VDCW. Tol., =20%. Max. capacity change: 
+250 C to +450 C =30,){ o· 

CRL CaV" Dla., Net CRL Cap., Dla., Net 
No. In. Each No. ....l:!- In. Each 

cK-so:i ~ -;r ""fTC CK-io3 .03 -;::r.- 21"C 
CK-l03 .01 Vs 21c CK-503 .05 % 21c 
CK-203 .02 % 21c CK-l04 .1 % aoc 
CK-253 .025 'at 2] c 

TYPE DA MINIATURE PLATE CAPACITORS 
Extremely small size. Proven in use by transistor radio receivers. 
designed [or cathode bypass and transistor applications. Power 
[actor, 2.!i% at 1 kc. Rated 30 v. DC working: 50 v. DC test. 
Vacuum wax impregnated with Durez reSin coating. Tolerances: 
+100% -20%. ' 

CRL C:r' Size (Sq.) Thick, 
No. In., Max. Inche. Each 

I 
I Net 

DA-203 .02 ~ .140 so:3i' 
DA-S03 .05 .160 
bA-l04 .1 ~ .187 1:~1 

TYPE DDA MINIATURE DISCS 
Disc type similar to above, 75 VDCW, 150 VDCT. Size: %' diam. 
x ',uN thiCk. 

_-:C~R~L~Nii:0:i-' _'I Cap. p.f 
DDA-503 .05 
DDA,104 .1 

1 __ ~T~o~le;.;r,;;;a~n::::ce~""'_1 Net Each 
-30% +80% 21c 
-30'){ +80% Oc 

TYPE DDM MIN-KAP® DISC CAPACITORS 
Ceramic disc type capacitors for smaller voltage requirement 
applications: 150 VDCW; 300 VDC rest. Very small in size; 
maximum of Vs' dlam. In high capacity values. Ideal for hearing 
aid, miniature radio, intercom and experimentai rigs. Packaged 5 
per package. Tolerance: -40% +60%. 

CRL Capacity, Thickness, Net 
Number .cJ5 VDCW Inches Each 

DDM-502 ---r5ll .146 3'Oc""" 
DDM-l03 .01 150 .146 30c 
DDM-203 .02 150 .166 54c 
DDM2-103 2 x .01 150 .166 54c 

TYPE DM FLAT-PLATE MIN-KAPS® 
150 VDCW, 300 v. DC test. Size: ',u' x ",u' X ',(,,'. Tolerance 
+50% -20% except (0) +80% -20% 

CRL Cap., Net CRL Cap., Net' 
No. p.f Each No. p.f Each 

DM-l0l .0001 30C DM-202 .002 ~OC DM·201 .0002 30c DM-302° .003 Oc 
DM-301 .0003 30c DM-S02* .005 30c 
DM-S01· .0005 30c DM-ld3* .01 aoc 
DM-102 .001 30c D,M2-S0Z* 2 x .005 aoc 

TYPES UK AND UK10 ULTRA-KAPS 
Miniature ceramic disC capacitors [or tran,slstor circuit uses; 
Ideally Bultedfor low voltage uses requiring extremely high capac· 
itles and low power [alltors. Leads are No. 22 tinned copper wire. 
Wt., 2 oz. Type UK, Rated 3 v. DC working; GMV tolerance. 
Type UK10, Rated 10 v DC working' tolerance +80 -20% 

Type UK 3 WVDC Type U K1D-l0 WVDC 
CRL 

C:r" Dia" Net CRk. Cap., Dia., Net 
Nunmer In. Each Nunt r p.f In. Each 
UK-i04 --.1- """%'""" 54c UK10-503 .Q5 ~ 33c 
UK-Z24 .22 U 33c UKlO-104 .1 33c 
UK-474 .47 Vs 33c UK10-204 .2 % 33c 
UK-lOS 1.0 ',u 54c UK10-474 .47 ~ 54c 
UK-22S 2.2 ~ 54c 
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ROTARY TRIMMER CAPACITORS 
Highly stable, small lightweight design. Power [actor less than 
0.2% at 1 me. All units rated 600 v. DC, working; 1200 v. DC, 
test. SuHix Z, Indicates zero, temperature coelllcient. SuHix N, 
Indicates negative coelllclent. Shpg. Wt., 3 oz. max. 
CRL Type 82D-HIgh dielectrlcceramlc base Impervious to 
moisture. Flat rotor and stator. Mounting holes take No.4 78C 
machine screws; %' x 17,u". Net Each .................. . 
CRL Type 822-Steatlte body; sUvllr rotor and stator plates; 
u",' x 17,{,'. Mtg. holes take No.4 screw. Net Each ...... 51.05 
CRL Type 823-Steatlte body; ",u' x l',u'. Net Each.... 3.aO 
CRL Type 127-Molded phenolic body has high stablllty under 
vibration. Ins,ulatlon resistance 10,000 megs. minimum Size: 
"",' x ~'. Net Each .................................. 75c 
CRL T~pe 829--Tiny, tubular, high voltaie types for TV or FM. 
Ceram c bodies .215' dla. Full canacitv in 800 rotation. Net.30c 
~. ",anqe,p.p. I~o. ",ange,p.p. :~. ",ange,p.p.1 
820D 1.0-3.5 822-AZ 4.5-25 823-DN 8.-50 
820A 2.5-6.0 822-DN 2.0-6.0 823-BN 10.-100 
820B 5.0-20 822-EN 4.0-30 823-AN 20.-125 
820C 7.0-35 822-CN 4.5-25 827A 2.5-7 
820E* 35-55 822-BN 7.0-45 827B 3.5-12 
820F* 55-75 822-AN 8.0-50 827C 6.0-30 
820G* 70-90 823-EZ 5.-12 827D 7.0-35 
822-DZ 1.5-3 823-DZ 6.-25 829-3 .5-3 
822-EZ 1.5-7 823-BZ 10.-50 829-4 1.-4 
822-CZ 2.0-7.5 823-AZ 12-62 829-6 1.-6 
822-BZ 2.5-13.0 823-FN 5.-15 829,.7 1.-7.5 
822-F'Z 3.0-12 823-EN 8.-25 829-10 1.5-10 

• Less DracKets. 
TYPE 82' TRIMMERS 

Meet MIL-C-81A specifications. Low loss steatite base with pure 
silver fired on top surface to form stator plate. Silver-plated brass 
terminals bent 90· [rom stator plane. Rated 500 VDCW: 1500 v. , 
DC test. Power [actor less than 0.2% at 1 mc. Body""," 19. :!C 
""" w. Zero temp. coemclent, except * which are negative 650. 
Shpg. Wt., 2 oz. 5105 
CRL Type 825-Net Each ........................... . 

CRLNO'j MIL S~.I~~I CRL N0.1 MIL SD8c'l~ m:rz- CVUA 0 ---0>=7- 82S-DN* cVllB060 ~ 
82S-FZ CVllAI20 3.0-12 82S-EN* CVllD300 4.0-30 
825-AZ CVllA250 4.5-25 82S-BN* CVllD450 7.0-45 

TRANSMITTING CAPACITORS 
Designed [or high voltage, high frequency circuits requiring very 
low power factor and stable retrace characteristics. Double cup 
design for long leakage paths and rugged construction. 

TYPE 8'0 AND 858-5 AND 7.' KV 
Tolerance: ,= 10% 850 type; =20% 858 type. Size: ".{,' dia. x %". 
Stud type has ~' long hex studs 6-32 thread. Lug type '.{," long 
solder lugs with tapped 6-32 threaded hole 

CRL No. Cap. KV teml.. RF Load Net 
Stud THe LUI 'f~~e p.p.f DCW Coe • at 30 MCt Each 
8505-2 859L-z. 25 --:r.5""" NPO 7 amps. 52.70 
850S-50Z 8S0SL-50Z 50 7.5 NPO 10 amps. 2.70 
850S-50N 850SL-50N 50 7.5 N750 8.8 amps. 2.70 
8S0S-75N 850SL-75N 75 7.5 N750 10 amps. 2.70 
8505-100N 8S0SL-100N 100 5 N750 9.8 amps. 2.70 
8585-500 . ........... 500 5 HI-K . ........ 2.70 
8585-1000 ............ lK 5 Hi-K . ........ 2.70 

TYPE 853, 854, 85'-5 KV 
Tolerance: = 10%. Size: 853, '.{," dia. x ~'. 854, ',u' dla. x '.-iI'. 
855, '.{," dia. x Vs". Lead type has 1~" aXi3lleads. Tap type has 
axial screw terminals tapped 2-56 

CRL No. Cap. KV Temp. RF Load Net 
Each Lead Tfee Tal. THe /J.p.f DCW CoeH. at 30 MCt 

85$-3 85 A- a -5- '"N'PO 1.8 amps. 51.80 
8SS-SZ 8SSA-SZ 5 5 NPO 1.8 amps. 1.80 
854-10Z 854A-lOZ 10 5 NPO 1.8 amps. 1 .80 
8S5-lON 855A-l0N 10 5 N750 a.2 amps. 1.80 
853-20Z 8S3A-20Z 20 5 NPO 2.8 amps. 1.88 
8S4-20N 8S4A-20N 20 5 N750 3.2 amps. 1.8 
8S3-40N 853A-40N 40, 5 N750 5.6 amps. 1.80 

TYPE 857-7.5 AND 15 KV 
Tolerance: 10%. Size: 1 ',{," dia. xl'",'. Axial screw terminals at 
both ends' U' deep 10-32 NF-2 thread 

I Cap. Temp. RF Load KV Net 
CRL No. p.p.f CoeH. at 30 MCt DCW Each 

8S7-2SZ 
j--u 

NPO 12 amps. --15- 58.40 
857-S0Z 50 NPO 12 amps. 15 8.40 
857-100N 100 N750 14.4 amps. 15 7.20 
857-200N 200 N750 18.2 amps. 7.5 7.20 

TYPE 859-15 AND 20 KV 
Tolerance: = 10%. Size: 2"dia. x 2%" overall. Terminals ',u" deep 
both ends, tapped lOc32. 

8S9S-100Z 100 NPO 30 amps. 20 859S-50Z I 50 I NPO 130 amps. 20 
859S-2S0N 250 N750 30 amps. 20 
859S-S00N 500 N3300 30 amps. 15 

1
554,00 

54.00 

~1:88 
tR.F. Load Ratings based on 300 C rise In temperature. 

TYPES ZA ANDZB BUTTON-STYLE CERAMICS 
Solder-sealed [or long lite and high quality performance. Shell Is 
effective at ground potential. 500 VDCW, 1000 VDCT. TYpe ZA 
is standoff 3-48 thread tapped base and ground terminal. Type ZB 
Is [eed-thru style with three solder lugs 

Cap. I CRL 
I 

Net CRL I Net 

/J.~~ \ 

No. Tol. Each No. Tot. Each 
ZA-1S0 

I 
=10% 75c ZB-150 =10% 

j75C 50 ZA-500 =10% 75c ZB-500 =10% 75c 
500 ZA-SOl =20% 75c ZB-SOl =20% ~t 1000 ZA-l02 GMV 75c ZB-l02 GMV 

. . 
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SECTION 1500 

I CentIa1ab. Ceramic Capacitors, Kits 

T~Trl 
TYPE TC TC DISC 

TEMPERATURE COMPENSATING TUBULAR 
HI.KAP® CAPACITORS 

Especially designed to limit frequency drift In RF circuits where 
temperature variations are prevalent. Ceramic body construction 
changes capacities as the temperature varies; made to comply with 
JAN-C-20A specifications. Rated 1,200 volts DC, test; 600 volts 
DC, working. Extremely compact. Weight, 2 oz. Type TCZ: NPO 
or zero units, superior to micas for all uses. Show zero capacitance 
changeover temperature range - 20° C to +85° C. Left end coded 
black. Type TCN: N750 units show negative capacity of -750 
parts per million per degree C rise In temperature. Left end coded 
violet. 

TYPES TCN AND TCZ 
Type TCN Units Type TCZ Units 

Cap., -CRL - Size -Tili. Net CRL Size Tol. Net 
/J/J' Number .i = Each Number + = Each 

""'OT .... ..... ...... ~gl:=:8 ~ 30c 
0.68 .... .... . . ..... A .25/J/Jf 30e 
l.0 ......... .... .... . ...... TCZ-l A .25/J/Jf 30e 
l.5 ......... .... ..... . . . . . . TCZ-1R5 A .25/J/Jf 30e 
2.2 

'TCN-'3R3 'X' :5 j,j,t 'a'ac' TCZ-2R2 A .25 /J/Jf 30e 
3.3 TCZ-3R3 A .25 /Jp.! 30e 
4.7 'TCN-'s'" 'X' :5 j,j,t 'a'ac' TCZ-4R7 A .5 /J/Jf 30e 
5.0 . TCZ-'SR8 'X' :5' j,j,i 'aac 6.8 'TCN-'ici . 'X' :5 itt 'a'ac' 10 TCZ-l0 A .5 %/Jf 30e 

12 TCN-12 A 2 0 30e TCZ-12 A 2 0 30e 
15 TCN-lS A 2% 30e TCZ-15 A 2% 30e 
18 TCN-18 A 2% 30e TCZ-18 A 2% 30e 
20 TCN-20 A 2% 30e TCZ-20 A 2% 30e 
22 TCN-22 A 2% 30e TCZ-22 A 2% 30e 
24 TCN-24 A 2% 30e TCZ-24 A 2% 30e 
25 TCN-2s A 2% 30e TCZ-2s A 2% 30e 
27 TCN-27 A 2% 30e TCZ-27 A 2% 30e 
30 TCN-30 A 2% 30e TCZ-30 A 2% 30e 
33 TCN-33 A 2% 30e TCZ-33 A 2% 30e 
36 TCN-36 A 2% 30e TCZ-36 A 2% 30e 
39 TCN-39 A 2% 30e TCZ-39 A 2% 30e 
43 TCN-43 A 2% 30e TCZ-43 B 2% 30e 
47 TCN-47 A 2% 30e TCZ-47 B 2% 30e 
50 TCN-sO A 2% 30e TCZ-sO B 2% 30e 
51 TCN-sl A 2% 30e TCZ-sl B 2% 30e 
56 TCN-s6 A 2% 30e TCZ-s6 B 2% 30e 
62 TCN-62 A 2% 30e TCZ-62 B 2% 30e 
68 TCN-68 A 2% 30e TCZ-68 B 2% 30e 
75 TCN-7s A 2% 30e TCZ-7s B 2% 30e 
82 TCN-82 A 2% 30e TCZ-82 B 2% 30e 
91 TCN-91 A 2% 30e TCZ-91 C 2% 30e 

100 TCN-l00 A 2% 30e TCZ-100 C 2% 30e 
llO TCN-ll0 B 5% 30e TCZ-110 D 5% 45e 
120 TCN-120 B 5% 30e TCZ-120 D 5% 45e 
130 TCN-UO B 5% 30e TCZ-UO D 5% 45e 
150 TCN-ls0 B 5% 30e TCZ-150 D 5% 45e 
160 TCN-160 B 5% 30e TCZ-160 D 5% 45e 
180 TCN-lBO B 5% 30e TCZ-lBO D 5% 45e 
200 TCN-200 B 5% 30e TCZ-200 D 5% 45e 
220 TCN-220 C 5% 30e TCZ-220 D ~~ 45e 
240 TCN-240 C 5% 30e TCZ-240 E 60e 
270 TCN-270 C 5% 30e TCZ-270 E 5% 60c 
300 TCN-300 D 5% 45c TCZ-300 E 5% 60e 
330 TCN-330 D 5% 45e · . . . . . . . . .... ...... . .... 
360 TCN-360 D 5% 45c ......... .... ...... . .... 
390 TCN-390 .D 5% 45c · . . . . . . . . .. ...... . .... 
430 TCN-430 D 5% 45c · . . . . . . . . .... ...... . .... 
470 TCN-470 D 5% 45e .......... .... ...... ..... 
510 TCN-510 D 5% 45e ......... ..... ...... . .... 
560 TCN-s60 D 5% 45e ......... .... . ..... . .... 
620 TCN-620 E 5% 60e · . . . . . . . . .... ...... ..... 
680 TCN-680 E 5% 60c ......... .... ...... . .... 
750 TCN-7s0 E 5% 60e ......... .... ...... . .... 

TYPES TCA AND TCL 
Intermediate stock values. TWs group changes negatively capaclty­
wise with temperature Increases. Type TCA: Changes 330 parts 
per million per degree C. Type TCL: Changes 1500 parts per 
million per degree C 

Cap., 
Type TCA Units Type TCL Units 

CRL Size Tol. Net CRL Size Tol. Net 
/J/Jf Number + = Each Number +w Each 

10 TCA-io .5 ~t ~ TCL-lO ~ 
15 TCA-15 A 2 0 30e TCL-1s A 20 30e 
22 TCA-22 A 2% 30e TCL-22 A 2% 30e 
33 TCA-33 A 2% 30e TCL-33 A 2% 30e 
47 TCA-47 A 2% 30e TCL-47 A 2% 30e 
68 TCA-68 A 2% 30e TCL-68 A 2% 30e 

100 TeA-lOO B 2% 30e TCL-l0D A 2% 30e 

SIZEt 

~I Size, Inches 'I~r Size, Inches I~I Size, Inches 
A .400 x .200 C .860 x .225 E 1.625 x .285 
B .690 x .200 D l.165 x .285 

TEMPERATURE COMPENSATING DISCHI.KAPS® 
Very popular unit that replaces mica types In all applications. 
High stability and smaU size ..... using TC ceramic dielectric material. 
Type DTZ Is NPO or zero Tv disc type, Type DTN Is an N750 TC 
type. Thickness: ',£," and 7,£,". Tolerance: =5%. 
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D6 

~ 
~ 

TYPE FT DDK-200 

TEMPERATURE COMPENSATING DISC HI-KAPS® (CONl'D) 
TYPE DTN (N750) 

.~~ I"ap. ~Ia., I !let "N'!.~ I"ap., Dla., Net 
In. Each /J/J' In. Each .eJ:!.. 

DTN-s* 5 U 30e DTN-68 68 -v.- age DTN-l0* 10 ~ 30c DTN-7s 75 Yo 3 e 
DTN-15 15 30e DTN-100 100 Yo 3 e 
DTN-20 

I 

20 U 
DTN-22 22 U 
DTN-25 25 U 
DTN-33 33 t} DTN-47 47 

DTZ-2R2* 2:2 ~ 
DTZ-3R3* 3.3 U 
DTZ-4R7* 4.7 U 
DTZ-6R8* 6.8 74 
DTZ-10 10 U 
DTZ-1s 15 U 

g~I:~g ~~ ~ 
DTZ-2s 25 % 
DTZ-33 33 Yo 
DTZ-47 47 I 'j 
• rolerance, = .5 p.p.f. 

30e 

18: 
Ig: 

e 
30e 
30e 
30e 
30e 
30e 
30e 
30e 
30e 
30e 
30e 
30e 

DTN-150 150 
DTN-200 200 
DTN-220 220 
DTN-330 330 

DTZ-68 68 
DTZ-7s 75 
DTZ-82 82 
DTZ-100 100 
DTZ-120 120 
DTZ-150 150 
DTZ-180 180 
DTZ-200 200 
DTZ-220 220 
DTZ-270 270 

'M 
'M 
.,{, 
% 

TYPE D6 TUBULAR BC HI.KAPS® 

45e 
45e 
45e 
45e 

e 
30e 
30e 
30e 
30e 
45e 
45e 
45e 
45e 
45e 
45e 

Rated 600 v. DC working; 1200 v .• test. Tropicalized. Operating 
temperature &5° C. Tolerance: =0.5 /J/Jf, D6-030; = 10%, 5/J/Jf 
through 680/J/Jf; =20%, 750/J/Jf through 2200 /J/Jf; GMV, 2500S/Jf 
and up. 1 C 
CRL Type D6-Any model. Net Each .................. . 

CRL Cap., Size ·CRL Cap., Size CRL Cap., Size 
No. ~ * No. ~ * No. ~ • iii='Oiii"" A'" ""6'ii-91T A'" ""ii'Ii-M' A'" 

D6-0s0 5 A D6-101 100 A D6-102 1000 A 
D6-100 10 A D6-121 120 A D6-122 1200 A 
D6-120 12 A D6-151 150 A D6-ls2 1500 A 
D6-150 15 A D6-lBl 180 A D6-182 1800 A 
D6-lBQ. 18 A D6-201 200 A D6-202 2000 B 
D6-200 20 A D6-221 220 A D6-222 2200 B 
D6-220 22. A D6-251 250 A D6-252 2500 B 
D6-250 25 A D6-271 270 A D6-272 2700 B 
D6-270 27 A D6-301 300 A D6-302 3000 B 
D6-330 33 A D6-331 330 A D6-332 3300 B 
D6-390 39 A D6-391 390 A D6-402 4000 B 
D6-400 40 A D6-401 400 A D6-472 4700 C 
D6-470 47 A D6-471 470 A D6-s02 5000 C 
D6-500 50 A D6-s01 500 A D6-562 5600 C 
D6-s60 56 A D6-s61 560 B D6-682 6800 D 
D6-680 68 A D6-601 600 B D6-752 7500 D 
D6-7s0 75 A D6-681 6RO B D6-103 10000 D 
D6-820 82 A D6-751 750 A 

" " " " " .Slze: A-.260 x .460 . B-.260" x .790 . C-.280 x .900 . 
D-.330" x 1.21". 

TYPES FT AND MFT FEED·THRU HI.KAPS® 
Rated 500 v. DC, working; 1000 v. DC, test. Type FT: Hooked 
p.nd terminals; mounting nut supplied. Type MFT: U" (max.) 
fiange eyelet inserts In .160' hole; solders direct to chassis. 75C 
CRL Type FT-Any model. Net Each .................. . 
CRL Type MFT-Any model. 30C 
Net Each ............................................ 

Type FT HI-Kaps@ Type MFT Hi-Kaps@ 
--"-ci~ ifJo Tolerance --No. ~ 

Tolerance 
n-:mr =20% MFt-5D =10% 
FT-l000 1000 =20% MFT.100 100 =10% 
FT-1500 1500 -20, +50% MFT-sOO 500 =20% 
FT-lBOO 1800 -20, +50% MFT-l000 1000 GMV 
FT-2300 2300 20, +50% 

CERAMIC CAPACITOR KITS 
Each kit contains a carefully balanced Inventory of the most 
required replacement values. AU kits utilize the sturdy, convenient 
Centralab ceramic capaCitor packages. Housed In a 6" x 4" x ll", 
one drawer, heavy gauge steel cabinet. Entire contents labeled and 

~~Lkrel~o~~:it~ig~bn;:gy~s 200 disc capaCitors of 31 assort-
ed values, rated at 1 kv DCW. Values range from 5 /J/Jf 531' 0 
to 20,000 /J/Jf. Net Each .............. , ., ......... , . 
CRL Kit No. D6K-200--Contalns 200 tubular capaCitors of 27 
assorted values, rated at 600 VDCW. Values range from 53000 

~~tf k~l~g~~~k-fs~~~~tains· i.i;o 'high voiiage capacitors of 
17 assorted values, rated at 1.6 kv, 3kv, and 6 kv. Values 53860 
range from 47 /J/Jf to 15,000 /J/Jf. Net Each ........... . 
CRL Kit No. LVK-120-Contains 65 low voltage (50- and 150-
volt) discs plus 55 Ultra-Kaps (3-and lO-volt) ceramic capacitors 
for transistor radio replacement. Values from .005 to 54490 

~ilf·K~et,.~~tf'c K~iil:"':"conialns' 80' iemperature 'cilmpensating 
capacitors of 28 assorted values, rated at 600 VDCW. 52690 
Values range from .Q8 jJ.jJ.f to 750 jJ.jJ.f. Net Each ...... . 

©1961 Centralab, A Division of Globe-Union, Inc. 

The MASTER - 26th Edition •. Page 41' 



SECTION 1500 

PLASTICON DC RECTANGULARS 

Mfr',. No. 

AOC6Cl 
AOC6C2 
AOC6C4 
AOC6CS 
AOC6CIO 
AOCIMI 
AOCIM2 
AOCIM4 
AOCIMS 
AOCIMIO 
AOC2M05 
AOC2Ml 
AOC2M2 
AOC2M4 
AOC.3Ml 
AOC.3M2 
AOC.3M4 
AOC4Ml 
AOC4M2 
AOC4M4 
AOC5Ml 
AOC5M2 
AOCIOMI 

Mineral oil impregnated and filled. Her­
metically sealed. Can be operatediu any 
position, continuously at 10% over rated 
voltage up to +400 C. Tolerance 107c. 
Ambient temperature range -40 0 C. to 
1050 C. Insulators: Two ceramic type 
bushings for standard temperature range. 
Two soldered-in metallized glass insula­
tors for extended temperature range. All 
DC rectangulars have 8-32 screw and hex 
nut terminals with removable hot-tinned 
solder lugs. Case: Rectangular base, lead 
coated steel with heavy finish of grey or­
ganic lacquer. 

Dimensions - rnches 
Cap. MId. Volts DC Height Width Depth Term. Height 

l.0 6.0.0 2% 1% 1 % 
2 . .0 6.0.0 2% 1% 1 % 
4 . .0 6.00 IPh 2% II. % 
8 . .0 60.0 4 3% 1~ % 

10.0 6.0.0 4 30/4 1% % 
l.() 1.0.0.0 2% 1% 1 % 
2:.0 1.0.0.0 3 2% ttl % 
4.0 1.0.0.0 4% 2% It'. % 
8 . .0 1.on.o 4% 3% 1% % 

1.0 . .0 1.0.0.0 4% 3% 2~ % 
.0.5 2.0.0.0 2% 1% 1 % 
1.0 2.0.0.0 4% 1% 1 % 
2 . .0 200.0 3 'I. 3% 11,4 % 
4 . .0 2.0.0.0 3% 8% 2'4 % 
l..o 8.0.0.0 4 2% It'. 1% 
2 . .0 300.0 4% 3:~ 1'4, In 
4 . .0 8.0.0.0 4% 3% 2~ 1 
1..0 40.0.0 4 8% 1'4 I~ 
2 . .0 4.00.0 4 3% 1% 11,4 
4 . .0 4.00.0 4 8% 4 .... ll"iJ 
1..0 50.0.0 4 3% 1% 21,4 
2 . .0 5,0.0.0 8% 8,\< 4 19tJ 1% 
1..0 1.0.0.0.0 4% 3% 41\ 2'4 

Di.t. 
Bet. Ter. Net 

U $ 2.69 
U 3.25 

1'% 4.04 
2 6.10 
2 6.85 
it 2.60 

1% 3.47 
1% 4.24 
2 5.99 
2 , 6.91 

U 3.14 
3.81 

2 4.42 
2 5.99 
1% 7.84 
2 9.98 
2 13.80 
2 17.82 
2 21.38 
2 32.69 
2 21.38 
2 26.73 
2 57.02 

PLAST/CON TEfLON CAPACITORS 
fOR 2000 C. APPLICATIONS 

POWER FACTOR ........ @ ZS'C ......... 05% 
@ 16S'C ......... 07% 

TEMPERATURE 
COEffiCIENT ..•• -70'C to ZOO'C ••• -ZOO ppm/·C. 

INSULATION 
RESISTANCE ...... @ZS'C •. ".. 500,000 meg x mfd. 
But need not exceed .......•...• 10,000,000 megohms 

@ 1,6S'C ••.•..•• 7,000 meg. x mfd. 
But need not exceed .................... SO,OOO megohms 

@ l70'C ........ 4,000 meg. x mfd. 
But need not exceed .................... 2S,OOO megohms 

@ 200'C ........ 1,000 meg. x mfd. 
But need not exceed ........................ S,OOO megohms 

DIELECTRIC ABSORPTION ••••.•.• @2S'C ........ .OZ% 

TAC 
CP-70 
Type 
Can 

(For use 
at 200'C) 

Metal Tubular 
(For use at 200'C) 

VOLTAGE RANGE .................. 200 to 1,000 vde. 

TAG 
Glass 

Encapsulated 
(Not used 

above 170'C) 

CAPACITANCE RANGE ............................ TAG, TACM - .0'01 t.o 1.0 mfd 
TAC -1 mfd ani! above. 

MANUFACTURERS: Gla.ssmikes • Plasticon Capacitors. HiVolt Power Supplies. Pulse Forming Networks 

Page 412 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 1500 

"Glassmike" Plasticon Capacitors 

Type ASG 
Type ASG are Plasticon A dielectric-silicone fluid impregnated capacitor 
elements in hermetically sealed glass tubes. Standard range -SO°C to + 85°C, extended range -60°C to + 125 °C with proper derating. The 
smallest and lightest high voltage capacitors made. Type ASO are ideal for 

LSO type capacitors have Plasticon L fHm-silicone fluid impregnant. Df:'­
signed to compete with mica capacitors, the LSG caparitors arc morc ap­
plicable for Radio Frequency. Special beneficial features include greater 
safety factor, lower RF loss, more conveniently mounted, utilizes ll'sS 

chassis space, impervious. to moisture, and smaller in o\'l'1'a11 VOlllH1l. 

DC and low frequency AC applications. 
All 19/:i2 dln.mpter Glassmikes are supplied with pigtail leads. 

~l U.c.P., Inc. 

Cat. No. 

ASG502-lM 
ASGIOJ-IM 
ASG20J-IM 
ASG50J-IM 
ASGI04-lM 
ASG254-lM 
ASG504-lM 
ASG102-3M 
ASG202-3M 
ASG502-3M 
ASGI03-3M 
ASG203-3M 
ASG50J-3M 
ASG104-JM 
ASG254-3M 
ASGI02-5M 
ASG202-5M 
ASG502-5M 
ASGI03-5M 
ASG203-5M 
ASG50J-5M 
ASGI04-5M 
ASG501-8M 
ASGI02-8M 
ASG202-SM 
ASG502-SM 

ASGI03-SM 
ASG20J-SM 
ASG50J-SM 
ASG5Dl-10M 
ASGI02-10M 

ASG202-10M 
ASG502-lOM 
ASG103-10M 
ASG203-10M 
ASGJOJ-10M 

ASG60J-I0M 
ASG501-15M 
ASG102-15M 
ASG202-15M 
ASG502-15M 

ASG103-15M 
ASG203-15M 
ASG501-20M 
ASG102-20M 
ASG20l1-20M 

ASG502-20M 
ASGI03-20M 
ASG501-)OM 
ASG102-30M 
ASG202-30M 

ASG502-30M 
ASG501-40M 
ASG102-4·0M 
ASG202-40M 
ASG501-50M 

ASGI02··50M 
ASG202-50M 
ASG502·50M 
ASG501·60M 
ASGI02-60M 

Cap. MId. 

.005 
.01 
.02 
.05 
.1 
.25 
.5 
.001 
.002 
.005 
.01 
.02 
.05 
.1 
.25 
.001 
.002 
.00il 
.01 
.02 
.05 
.1 
.0005 
.001 
.002 
.005 

.01 

.02 

.05 

.0005 

.001 

.002 

.005 

.01 

.02 

.03 

.06 

.0005 
.. 001 
.002 
.005 

.01 

.02 

.0005 

.001 

.002 

.005 
:01 
.0005 
.001 
.002 

.005 

.0005 

.001 

.002 

.0005 

.1)01 

.OO~ 

.003 

.0005 

.001 

Volts D.C. 

1000 
1000 
1000 
1000 
1000 
1000 
1000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
;SOOO 
:\000 
5000 
5000 
5000 

~OOQ 

5000 
8000 
~OOO 

8000 
8000 

8000 
8000 
8000 

10.000 
10.000 

10.000 
10.000 
10.000 
10.000 
10.000· 

10.000 
15.000 
15.000 
15.000 
15.000 

15.000 
15.000 
20.000 
20,000 
20.000 

20.000 
20.000 
30.000 
30.000 
BO.OOO 

30.000 
40.000 
40.000 
10.000 
50.000 

50.0000 
50,000 

50.000, 
60.000 
60.000 

Dimensions 
Dia. & Length 

19/82x1 9/16 
19/32x13/16 
19/82x13/16 

%xl % 
%.x2 "l4 

29/32x2 % 
1 Vsx2 * 

19/32x13/16 
19/32xI3/16 
19/32xl 3/16 
19/:12x1 9/16 

%xl SA-
29/32x2 * 

1 'lsx2 * 
1 ~-F,x2 

19/:12xI3/16 
19/32x13/16 
19/32xl % 

%,xl % 
%-x2 % 

29/32x2 :xl 
1 %x:l 'Iz 

19/32x1 9/16 
19/32xl 9/16 
19/32xl % 

%xl % 

%x2 * 
29/32x2 % 

1 %x4 * 
19/32xl % 
19/:12xl % 
19/32xl % 
13/16x1 % 
29/32x3 'Iz 

1 YB x2 8/4 
1 %x2 %, 

1 %x4 * 
19/32x2 % 

%x2 * 
%x2 % 

1 1fsx2 %, 

1 Vsx3 % 
1 %x4 1J2 

19/32x3 'Iz 
%x31f2 

13/lOx3 'Iz 
l'%x3 112 
1 3/s x4 % 

19/32x49/16 
%x0 

1 %x4 % 
1 :hx5 

%x6 % 
IB/16x6 'Iz 

1 %x6 % 
%x8 'l4, 

13/16xH'4 

1 * 
-~4 

List 
Price 

2.S5 
2.S5 
2.S5 
3.08 
3.0S 
3.0S 
2.90 
4.08 
4.0S 
4.0S 
4.25 
4.95 
5.45 
6.00 
6.60 
6.30 
6.40 
6.50 
6.80 
7.20 
7.60 
8.S(1 
6.50 
6.50 
6.80 
7.00 

7.50 
8.60 

11.00 
7.00 
7.20 

7.40 
S.50 
9.20 

llAO 
14.60 

17.50 
13.50 
13.S0 
14.60 
17.00 

20.00 
22.00 
lS.00 
19.00 
21.00 

22.50 
24.00 
21.00 
23.50 
26.00 

28.00 
22.50 
26.00 
2S.00 
24.50 

28.00 
31.50 
36.00 

% xlI 2S.50 
29/.32x11 J4.00 

Part No. 
LSG303-1M 
LSG403·1M 
LSG503-1M 
LSG603-1M 
LSG753-1M 
LSG104-1M 
LSG154-lM 
LSG204-1M 
LSG254-1M 
LSG304-1M 
LSG404-1M 
LSG752-25C 
LSG103-25C 
LSG203-25C 
LSG253-25C 

LSG303-25C 
LSG403-25C 
LSG503-25C 
LSG603-25C 
LSG753·25C 
LSG104-25C 
LSG154-25C 
LSG402-35C 
LSGS02-35C 
LSG602-35C 
LSG752·35C 
LSG103·35C 
LSG203-35C 
LSG253-35C 
LSG303-35C 
LSG403-35C 
LSG503-35C 
LSG603-35C 
LSG753-35C 
LSG104-35C 
LSG252-5M 
LSG302-5M 
LSG402·5M 
LSG502·5M 
LSG602·5M 
LSG752·5M 
LSG103-5M 
LSG203-5M 
LSG253-5M 
LSG303·5M 
LSG403-5M 
LSG503-5M 
LSG603·5M 
LSG753-5M 
LSGI04·5M 
LSG751·7M 
LSGlD2-7M 

LSG202-7M 
LSG252-7M 
LSG302-7M 
LSG402-7M 
LSG502· 7M 
LSG602-7M 
LSG752·7M 
LSG103-7M 
LSG203-7M 
lSG253-7M 
LSG303-7M 
LSG403· 7M 
LSG503·7M 
LSG102-10M 
LSG202-10M 
LSG252-10M 
LSG302·10M 
LSG402·10M 
LSG502·10M 
LSG602-10M 
LSG752-10M 
LSG103-10M 
LSG203-10M 
LSC253-10M 
LSG101-14M 
LSG201-14M 
LSG251-14M 

OTHER VALUES READILY AVAILABLE 

Trade Discount Applies To List Prices Only 

SIlO 
13/16x1 'Iz 
29/:12xl % 

1 %xl 1/2 
1 l/'ixl % 
1 %xl ~~ 
1 %x2 
1 
1 liz 

1J2 

1 'YRx2 
1 %x2 'Iz 
1 %x3 
1 '7; x3 
1 %x4 

1:J/16x2 
1.1/16x2 

1 'lsx2 
1 1fsx2 
1 'lsx2 
1 %x2 
1 %x2 
1 %x3 
1 %x3 
1 %x4 
1 %x4 
1 %x6 
1 fY8 Xn 
1 
1 

1 'Is x2 
1 %x2 
1 %x2 
1 Y~x2 
1 Ysx4 
1 t;8x4 

1 %x4 
1 31;x6 
1 %x6 
1 %x8 
1. %x8 

29/32x3 

1 %x6 
1 %x6 
1 %x9 
1 %x9 

19/32x4 
o/.x4 
%,x4 

Cap 
. 0~1 
.04 
.05 
.06 
,075 

0.1 
0.15 
0.2 
0.25 
O.B 
0.4 

.0075 

.01 

.02 

.025 
.Oil 
.04 
.Oi"i 

.OOG 

.00'15 

.01 

.02 

.025 

.03 

.04 

.05 

.06 

.075 
0.1 

.0025 

.003 

.004 

.005 

.006 

.0075 

.01 

.02 

.025 

.00 

.04 

.05 

.06 
.075 

0.1 
.00075 
.001 
.002 
.0025 
.003 
.004 
.005 
.006 
.0075 
.01 
.02 
.025 
.03 
.04 
.05 
.001 
.002 
.0025 
.003 
.004 
.005 
.006 
.0075 
.01 
.02 
.025 
.0001 
.0002 
.00025 

Volts D.C. 
101)1) 
1000 
1000 
1000 
1000 
1000 
1000 
1000 
1000 
1000 
1000 
2500 
2500 
2500 
2500 
2500 
2500 
2500 
2,,00 
2500 
2500 
2500 
8:;00 
~)[)OO 

3500 
3500 
3500 
3500 
3500 
~~!)OO 

3500 
3500 
3500 
·3500 
3.500 
!l000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
5000 
7000 
7000 
7000 
7000 

TOOO 
7000 
7000 
7000 
7000 
7000 
7000 
7000 
7000 
7000 
7000 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
10 KV 
14 KV 
14 KV 
14 KV 

List Prl" 
$ 6.17 

6.S5 
7.33 
7.33 
7.33 
8.00 
9.50 

10.S0 
11.00 
11.70 
12.70 

6.17 
6.50 
"l.IS 
7.18 
7.18 
8.00 
8.68 
8.68 

10.40 
11.70 
12.70 

7.00 
7.50 
7.50 
7.85 
S.lS 
S.50 
8.67 

10.S0 
10.80 
1l.65 
12.35 
12.35 
13.65 

9.65 
9.65 

10.50 
10.50 
10.50 
1l.50 
1l.50 
12.50 
12.50 
15.00 
16.70 
lS.70 
20.70 

22.70 
24.70 

9.00 
9.00 

11.00 
11.85 
H.85 
12.35 
14.35 
14.35 
17.00 
17.00 
lS.65 
21.30 
21.30 
23.00 
23.00 
12.35 
13.65 
15.35 
15.35 
17.65 
21.30 
21.30 
24.00 
24.00 
27.70 
27.70 
12.00 
12.S5 
12.S5 
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SECTION 1500 

HiVolt 
POWER 

SUPPLIES 
Where size and weight must 
be kept too minimum 

These hermetically-sealed, self-contained power supplies are de­
signed for Hi Voltage low current DC for many applications. Our 
exclusive engineering techniques and oil-filled construction assure 
smaller, lighter, more flexible units. 

APPLICATIONS: 
• radiation counters • dust and electrostatic precipitators 
• spectrographic analyzers • oscilloscopes 
• projection television sets • display tubes, etc. 

Rated Mil. % Ripple 
Outpuf Output. at Rated 

MoGel 'Ii Output 'Voltale Current Current Current Circuit 

PS 2·2M b 2 KV DC 2.0 ma 5.0 ma 1.5 Haif Wa.e 

PS 5·5M60 5 KV DC 5.0 ma 5.0 1.5 Half Wa .. 

PSIO·IM60V 0·12 KV DC 1.0 ma 1.75ma l.O Full Wa.e Doubler 

PSI5·IM60V 0·15 KV DC 1.0. ma 1.75ma l.O Full Wave Doubler 

PSlO·IM60V 0·30 KV DC 1.0 ma 1.5 ma 3.0 Full Wave Doubler 

PS50·2M60VT 0·50 KV DC 2.0 ma 4.0 ma 1.5 Full Wave Tripier 

NOTES: *The PS 50 supply has a separate accessible compartment for the rectifier tubes. 
1. Hivolt Supplies are rated at 118 V AC input, 60 cycles. . 

Case Size 

3% x 3~, x Sy, 
l% x 4~. x 6 
l% x 4~ •• 8 

3% x 4~. x 9 

1 x 7 x BY. 

12Y, x 12Y, x 12Y, 

2 :::~:~I!~uPplies for 400 cycle operation are also available for aircraft use, built to military apeci-

3. Hh:olt Supplies are engineered for various applications. Send us your requirements. 

LABORATORY 
GRADE PLASTICON 

No. Mfd. DimenSions 

LAGlOl .0001 U xl" 

CAPACITORS LAG201 .0002 it xl" 
LAG501 .0005 U x'l" 

Low dielectric absorption, .01- LAGI02 .001 % xl" 

.02% residual. Low dissipa- LAG202 .002 % xl" 

tion factor, .0002-.0003 at 1 MC. LAG502 .006 % xl" 

Constant Q and capacitance, LAGI03 .01 iI xI" 

from DC to 100 KC. High insu- LAG203 .02 !B xl" 

lation resistance, 1012 ohmsl LAG503 .05 1% xl" 

mfd. average. Negative temp. LACI04 .1 2~xl%xl" 

coefficient, minus 400·500 ppm/oC. Rated voltage LAC204 .2 2~x2%xl/r" 

500 V DC. Resistance ~nd absorption readings LAC504 .5 4 x·2% x I!." 

taken at 200 V DC. 2% and 5% standard tolerances, LAC10S 1. 4%x3%xl~" 

1 % to order.. Type LAG Glassmike style. Type LAC20S 2. 4%x3%x2%" 

LAC rectangular metal can. LAC505 5. 6x41,\;xS%" 

Weilht 

4.5 pounds 
9 pounds 

U.S pounds 

12 pounds 
25 pounds 

lO pounds 

List Price 
5% Tolerance 

$ 6.25 
6.33 
6.50 
"6£.7 
6.83 
7.2S 
7.75 
8.50 
9.33 

12.83 
13.83 
lS.83 
27.S0 
40.83 
88.33 

Oll"ell.er prO"lIet. CO_p.II" 
MANUFACTURERS: Glassmikes • Plasticori Capacitors • HiVolt Power Supplies • Pulse Forming Networks 
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SECTION 1500 

/ 

----4ICORNELL-DUBILIER---- C ~E 
--BLUE BEAVER" 
ELECTROLYTIC 

TUBULARS 

TYPE BBR 

TYPE BR 

BBR 
Type BBR "BLUE BEAVERS," miniature versions of the BR, are 
especially popular for cramped space installations in television 
receivers, hearing aids, miniature radias and other small assem­
blies. They are hermelically sealed ;n tubular a/um;num can· 
ta;ners with cardboard sleeve and ideally suited to meet re­
quirements in low voltage circuits. NEGATIVE TERMINAL IS 
GROUNDED TO CAN. 

The anodes AND cathodes of all 150 volt BBR and BR units are 
ETCHED. This feature recom mends these types for use wiih 
JUNCTION RECTifiERS. 

BR 
Type BR is the compact unit in aluminum can with cardboard 
outer sleeve. Fits neatly into the cramped quarters, self.suppor'ed 
by rigid tinned copper-bearing alloy leads. Larger sizes may be 
further supported by a metal strap. NEGATIVE TERMINAL IS 
GROUNDED TO CAN. 

TEMPERATURE RANGE: to +85°C except 500 V. D.C., to 
+65°C. 

BBR/BR ~~~. Cap. *Can Size-Inches List 
Mfd. Diam. x Length Price 

3 Volts 
BBR 25-3 25 % x 1}j6 $ .85 
BBR '0-3 50 % x 1}j6 .95 

6 Volt. 
BIR '-6 5 % x l}j6 .80 
BBR 2'-6 25 %xl}j6 .85 
BBR '0-6 50 % x 1}j6 .95 
IBR 100-6 100 V2 x I\.{, 1.20 
IBR 2'0-6 250 V.xl\1o 1.35 
IR '00-6 500 % x ti\.{. 1.55 
IR 1000-6 1000 '14 x 2 1.90 
IR 2000-6 2000 I x2~ 2.30 

I' Volt. 
88R 100-15 100 V. x Jl,{. 1.25 
BR 2'01 250 % x 11\.{. 1.55 
BR '001 500 '14 x 2 1.75 
BR 10001 1000 % x 2 2.30 
IR 20001 2000 I x 3 3.20 

2' Volt. 
IBR 10-2' 10 % x 1\.{, 1.00 
IBR 20-2' 20 % x 1}j6 1.00 
IBR 2'-2' 25 % x 1\.{, 1.00 
IIR '0-2' 50 ~xl\.(, 1.10 
BIR'100-2' 100 ~ x lU, 1.35 
IR2502 250 '14 x ti\.(, 1.70 
05002 500 % x2 2.30 

'0 Volt. 
Bill-50 1 % x I\.{, .90 
IB 2-'0 2 % x I\.(, .90 
IBR 4-50 4 % x I\.(, 1.00 
IIR '~'O 5 %xHi6 1.00 

"For Overall BBR Size add '116" to Diam. and %2" to Length. 
"For Overall 8R Size add '116" to Diam. and 0/16" to Length. 

Lead Lengths: BBR- 2%" ± Ya" - #20 AWG 

Lead Lengths: BR-3%" ± %".,....#18 AWG 

© U.C.P., Inc. 

Net 
Price 

----
$.51 
.'7 

.48 

.51 

.'7 

.72 

.81 

.93 
1.14 
1.38 

.7' 

.93 
1.0' 
1.38 
1.92 

.60 

.60 

.60 

.66 

.11 
1.02· 
1.38 

.'4 

.'4 

.60 

.60 

BBR/BR ~~~. Cap. ·Can Size-Inches List 
Mfd. Diam. x Length Price 

'0 Volts 
BBR 10-'0 10 %xll,{, $1.00 
IBR 2'-'0 25 ~ x 1}j6 1.05 
BR '0' 50 % x 1\10 1.20 
IR 100' 100 % x ti}j6 1.40 
IR 1'0' 150 '14 x til,{, 1.55 
IR 2'0' 250 % x til,{, 1.75 
IR '00' 500 I x3 2.40 

90 Volts 
IIR 10-90 10 ~ x I\.{, 1.10 
IBR 16-90 16 V2 x I\.{, 1.10 

1'0 Volts 
IIR 4-150 4 % x 1}j6 1.00 
88R 1-150 8 ~ x I\.{, 1.05 
IBR 10-150 10 V2 xl\.{, 1.05 
BBR 12-150 12 V2 x I\.{, 1.10 
BIR 16-150 16 V2 x I\.{, 1.15 
IIR 20-150 20 '12 x IU, 1.20 
IR 2'15 25 '14 x IU, 1.25 
BR 3015 30 '14 x 1\10 1.30 
IR 4015 40 '14 x ti\.{, 1.35 
IR '015 50 '14 x ti\.{, 1.40 
IR 6015 60 % x ti\.{, 1.50 
IR 8015 80 % x ti\.{, 1.60 
8R 1001' 100 % x2 1.75 
BR 15015 150 I x2~ 1.90 
IR 20015 2QO I x 3 2.20 
BR 30015 300 I x31~ 2.55 

2'0 Volts 
IIR 4-2'0 4 V2 x I\.{, 1.00 
81R 8-2'0 8 V2 x IU, 1.15 
BIR 12-2'0 12 V2 x lU, 1.25 
IR 1625 16 '14 x IU, 1.30 
IR 2025 20 '14 x IU, 1.35 
IR 3025 30 '14 x JI}j6 1.45 
IR 4025 40 '14 x 2 1.55 
IR 5025 50 % x I'\.{, 1.70 
IR 602' 60 I x 1'}j6 1.80 
IR 20025 200 1% x3V. 3.50 

350 V. D.C. 
IR 43' 4 % x I\.{, 1.05 
IR 83' 8 %x IU, 1.20 
IR 1235 12 '14 x 1\10 1.30 
IR 1635 16 '14 x lU, 1.40 
IR 2035 20 '14 x IU, 1.45 
IR 3035 30 '14 x 2 1.65 
IR 4035 40 % x 2 1.75 
IR 5035 SO I ,,2 1.85 
IR 6035 60 I x2 1.95 
IR 8035 80 I x3 2.10 
IR 1003' 100 1 x3 2.30 
IR 1'0-350 ISO l%x3% 3.95 
IR 200-350 200 1% x4V. 4.50 

450V. D.C. 
IR 145 1 % x I\.{, 1.10 
IR 24' 2 % x 1\.{, 1.10 
IR445 4 % x I\.{, 1.15 
IR 845 8 '14 x IU, 1.25 
IR 1045 10 '14 x 1\10 1.30 
IR 124' 12 '14 x lU, 1.35 
IR 1645 16 '14 x ti}j6 1.40 
IR 2045 20 % x I'\.{. 1.55 
IR 3045 30 I x2 1.70 
IR 4045 40 I x2~. 1.80 
1115045 50 I x 2'\.{. 2.10 
IR 6045 60 I x3 2.35 
IR 8045 80 I x 3',{. 2.80 
BR 10045 100 I X3'~, 3.20 
IR 150-450 150 1% x3% 4.75 
BR 200-450 200 1% x 4V. 5.00 

500V. D.C. 
BR450 4 %xIU. 1.20 
BR 850 8 '14 x 1\10 1.30 
BR 1250 12 '14 x JI}j6 \.l10 
BR 1650 16 % x 1'\.{. 1.50 
IR 2050 20 % x2 1.60 
IR 3050 30 1 x2 1.75 

"For Overall BBR Size add 1/16" to Diam. and %2" to Length. 
"For Overall BR Size add 1/16" to Diam. and 0/16" to Length. 

Net 
Price ----
$.60 

.63 

.72 

.14 

.93 
1.0' 
1.44 

.66 

.66 

.60 

.63 

.63 

.66 

.69 

.72 

.7' 

.71 

.81 

.84 

.90 

.96 
1.0' 
1.14 
1.32 
1.'3 

.60 

.69 

.7' 

.78 

.81 

.87 

.93 
1.02 
1.08 
2.10 

.63 

.72 

.78 

.84 

.17 

.99 
1.05 
1.11 
1.17 
1.26 
1.38 
2.37 
2.70 

.66 

.66 

.69 

.75 

.78 

.81 

.84 ' 

.93 
1.02 
1.08 
1.26 
1.41 
1.68 
1.92 
2.85 
3.00 

.72 

.78 

.84 

.90 

.96 
1.05 

LOW CAPACITY BRHV HIGH VOLTAGE 

OVERALL 

BRHV ~~~. Cap. Size-Inches List Net 
Mfd. Diam. x Length Price Price 

600 D.C. W. Volts 
BRNV 604 4 I~, x 2\10 $1.95 $1.17 
BRNV 608 8 '~x3~ 2.10 1.26 
BRNV 610 10 '~,x3~ 2.20 1.32 
IIRNV 612 12 1 \.(, x 3~ 2.40 1.44 
BRNV 616 16 1 \.{. x 3~ 2.55 1.53 
IRNV 620 20 1 \.{, x 3'\.(, 

700 D.C. W. Volt. 
2.70 1.62 

BRNV 708 8 '~x3~ 2.20 1.32 
BRNV 710 10 1 \.{, x 3~ 2.35 1.41 
BRNV 712 12 1 \.{, x 3'\.(, 2.45 1.47 
IRNV 716 16 1 \.{, x 4~i6 2.65 1.59 

Lead Lengths: 3%" + Ya" - #18 AWG 
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SECTION 1500 

------4[~ORNELL-DUBILIER'---ioo-

MULTI-SECTION TUBULAR ELECTROLYTICS 

BIRT 

A series of compact, tubular METAL-CASED, CARDBOARD SLEEVED electro­
Iytics-specially sealed against heat and humidity. 

Featuring-

• Direct-ta-terminal internal lead construction reduces possibility of shorts. 
(Pure aluminum wires crimped securely together with outer leads within 
aluminum stud terminals.) 

• New high-insulation vinylite covered leads - generous 7 inches long. 
• Sections sealed in aluminum tube for protection against moisture 

getting in, or electrolyte drying out. 
• Wax impregnated cardboard outer insulation sleeve. 
• Rubber diaphragm-type vent insures ideal vent action under all 

conditions. 
• IDEAL FOR OPERATION AT TEMPERATURES UP TO 85° C. 

BBRD - Dual Common Negative 
=====r===~--=-=-=-=~-r-=' ====~==-.--.----

Cant 
Size-Inches 
Dia. x Lgth. BBRD ~~~. Cap. 

Mfd. 
D.C. 

W.Volt. 
List 

Price 
Net 

Price 
------1-----1-----1------1------

IIRD 2202 
IIRD 115 
IIRD 2115 
IIRD 2215 
IIRD 3215 
IIRD 3315 
IIRD 4215 
IIRD 4315 
IIRD,4415 
IIRD 5315 
IIRD 5515' 
IIRD 1415 
IIRD 1515 

*IIRD 0183.7 
*IIRD 101015 
*IIRD 0196 

IIRD 8D25 
IIRD 16125 
IIRD 16D25 
IIRD 2225 
IIRD 3325 

*IIRD 7V225 
*IIRD 0242 
*IIRD 0246 
*IIRD 0286 
*IIRD 0334 

IIRD 8D45 
IIRD 1145 
IIRD 16845 
IIRD 16D45 

*IIRD 2245 
*IIRD 3345 
*IIRD 4445 
*IIRD 0576 

IIRD 0646 
*IIRD 0652 
*IIRD 0722 
*IIRD 0707 

20-20 
,10-10 
20-10 
20-20 
30·20 
30·30 
40-20 
40-30 
40-40 
50-30 
50-50 
80-40 
80-50 

100-50 
100-100 
200-5 

8-8 
16-8 
16-16 
20-20 
30-30 
75-20 
80-10 

120-80 
150-100 
140-5 

8-8 
10-10 
16-8 
16-16 
20-20 ' 
30-30 
40-40 

60,125 
20,100 
40,50 
80,100 
30,50 

25 
50 

150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
200 
250 
250 
250 
250 
250 
250 
250 
250 
300 
350 
450 
450 
450 
450 
450 
450 
450 

200,50 
450,25 
450,50 
450,50 
450,200 

'%xl~ 

'%xl~ 
'% x lU, 
'% x 1'~ 
¥a x 1'~ 
¥a x 1'~ 
¥ax1'~ 
¥a x 2 
¥a x 2 
¥a x 2 

1 x 2 
1 x 2!1a 
1 x 2% 
1 x 3 
1 x 3 

x4~ 
'%xll{, 
'% x2 
¥a x 2 

1 x 1'>11 
x2!1a 
x3 
x3 

1% x 3~ 
1 % x 4!1a 
IV. x 4>(, 

¥a x 1'>11 
¥a x 2 

1 x 2!1a 
1 x 2% 
1 x 3 
1 \Ii x 3116 
1 x4~ 
1 x 3 
1 x 2% 
1 x 3116 
1% x 3%; 
1 \Ii x 2V2 

tFor OVERALL size add I/lb" to Diam. and 3f1b" to Length. 

$1.40 
1.40 
1.55 
1.65 
1.70 
1.80 
1.75 
1.80 
1.85 
1.95 
2.10 
2.25 
2.30 
3.00 
3.20 
3.50 
1.60 
1.70 
1.80 
1.85 
2.25 
2.60 
2.55 
4.00 
5.25 
4.15 
1.70 
1.95 
2.00 
2.25 
2.50 
3.00 
3.40 
3.25 
2.20 
3.00 
3.75 
2.85 

$ .84 
.84 
.93 
• 99 

1.02 
1.08 
1.05 
1.08 
1.11 
1.17 
1.26 
1.35 
1.38 
1.80 
1.92 
2.10 
.96 

1.02 
1.08 
1.11 
1.35 
1.56 
1.53 
2.40 
3.15 
2.49 
1.02 
1.17 
1.20 
1.35 
1.50 
1.80 
2.04 
1.95 
1.32 
1.80 
2.25 
1.71 

BBRT ~~~. 
IIRT 22215 
18RT 32V215 
IIRT 33315 
IIRT 42215 
IIRT 43215 
IIRT 44215 
IIRT 44415 
IIRT 53215 

*IIRT 84215 
*IIRT 0126.5 

IIRT 0129 
*IIRT 7V4125 
*IIRT 0185 
*IIRT 0196 
*IIRT 0235 
*18IT 11145 
*IIRT 16T45 

IIRT 4415X25 
IIRT 5315X20 
IIRT 5315C 
IIRT 5515C 
IIRT 8415C 
IIRT 3215Cl0 
IIRT 2215C 
IIRT 3315C 
IIRT 4215C 
IIRT 4315C 
IIRT 4415C 
IIRT 5315CIO 

*IIRT 5315C25 
IIRT 8215Cl0 
IIRT 2225C 
IIRT 4225C 
IIRT 4425C 

*IIRT 0733 
*IIRT0878 
*IIRT 2245C 
lilT 0925 

*IIRT 1238 
*IIIT 1411 

BBRQ Cat . 
No. 

*IIRQ I I 1145 
*IIRQ 222245 
*IIIQOI25 
*BBRQ 0170.5 
*BIRQ 0174 

BIRQ 33215C 
IIRQ42215C 
IIRQ 44315C 
IIRQ 53215C 

*IIRQ 555UC 
*IIRQ 0789.4 
*IIRQ0385 
*IBRQ 22245C 
IIRQ0500 

*IIRQ0695.3 
*IIRQ0789.5 
*BBRQ0925 
*IIRQ0805 
*IIRQ 0926.5 
*BIRQ·0954 
IIRQ0954.5 

BBRT - Triple-Common Negative 

Cant 
Cap. D.C. Size-lnches List Net 
Mfd. W.Volt. Dia. x Lgth. Price Price 

---
20-20-20 150 ¥a x 11~ $2.20 $1.32 
30-25-20 150 ¥a x 2 2.25 1.35 
30-30-30 150 1 x2 2.35 1.41 
40-20-20 150 1 x1'~ 2.25 1.35 
40-30-20 150 1 x2 2.35 1.41 
40-40-20 150 1 x2 2.35 1.41 
40-40-40 150 1 x 2!1a 2.45 1.47 
50-30-20 150 1 x2 2.45 1.47 
80-40-20 150 1 x3 2.75 1.65 

150-150-150 150 1 % x 4!1a 4.75 2.85 
250-200-10 150 1 % x 4!1a 5.65 3.39 
75-40-10 250 1 \Ii x 3 3.45 2.07 
40-40-40 300 1 \Ii x 3 4.60 2.76 

120-40-10 300 l%x3~ 4.85 2.91 
60-60-5 350 l%x3~ 4.25 2.55 
10-10-10 450 1 x2% 2.45 1.47 
16-16-16 450 1 \Ii x 3 3.10 1.86 

40-40,250 150,10 1 x 2~ii 2.60 1.56 
50;30,200 150,10 1 x 2!1a 2.55 1.53 
50-30,20 150,25 1 x 11>11 2.35 1.41 
50-50,20 150,25 1 x 2~(, 2.50 1.50 
80-40,20 150,25 1 x2!h 2.65 1.59 

30-20,100 150,25 1 x2 2.35 1.41 
20-20,20 150,25 ¥a x 1'>11 2.05 1.23 
30-30,20 150,25 ¥a x 2 2.20 1.32 
40-20,20 150,25 1 x 11\(, 2.15 1.29 
40-30,20 150,25 1 x 11~ 2.20 1.32 
40-40,20 150,25 1 xP>1l 2.25 1.35 

50-30,100 150,25 1 x 2!1a 2.45 1.47 
50-30,250 150,25 1 x3 3.10 1.86 
80-20,100 150,25 1 x 2% 2.75 1.65 
20-20,20 250,25 1 x2 2.25 1.35 
40-20,20 250,25 1 x 2!1a 2.55 1.53 
40-40,20 250,25 1 x 21>11 2.90 1.74 

80-10,100 300,50 1% x 3U, 4.05 2.43 
140-5,200 350,200 1 V2 x 4!1a 6.70 4.02 
20-20,20 450,25 1 x3 2.90 1.74 
10-10,100 450,50 1 x3 3.30 1.90 
5,80-40 450,400 1% x 3% 4.55 2.73 

30,50,100 450,150,25 1 \Ii x 3 3.70 2.22 

BBRQ - Quadruple-Common Negative 
-c==~=_ ==;~~==;===;== 

Cap. 
Mfd. 

10-10-10-10 
20-20-20-20 
20-20-20-10 
40-20-20-10 
40-40-20-20 
30-30-20,20 
40-20-20,20 
40-40-30,20 
50-30-20,20 
50-50-50,20 
140-5,200-30 

120-40-40, 10 
20-20-20,20 
10-10-10,150 
10,20-20-10 
80-60,40,20 

140,5,200-30 
80-10,40,100 
10,80,40-40 

10,80,40,100 
20,120,40, 100 

D.C. 
W. Volts 

450 
450 
450 
450 
450 

150,25 
150,25 
150,25 
150,25 
150,25 
300,150 
300,250 
450,25 
450,50 
450,350 

350,300,150 
350,300,200 
400,300,50 
450,300,250 

450,300,250,50 
450,300,250,50 

cant 
Siz_lnches List Net 
Die. x Lgth. Price Price 

1 x 3 
1 \Ii x oil-Co 
1% x 3~ 
1% x3% 
1 % x 4!1a 
1 x 2 
1 x 2 
1 x 2V. 
1 x 2!h 
1 x 3 
lV. x 4~ 
1% x3% 
1 V. x 3~(, 
IV. x 3 
IV. x 3 
10/& x 3~{6 
IV, x 4U, 
l%x3% 
1 % x 3U, 
1 % x 3',(, 
1% 14% 

$3.20 
4.50 
4.25 
4.70 
5.45 
2.90 
2.85 
3.00 
3.05 
3.45 
5.15 
6.20 
4.05 
4.60 
3.50 
5.90 
7.65 
5.45 
4.95 
4.80 
6.15 

$1.92 
2.70 
2.55 
2.82 
3.27 
1.74 
1.71 
1.80 
1.83 
2.07 
3.09 
3.72 
2.43 
2.76 
2.10 
3.54 
4.59 
3.27 
2.97 
2.8. 
3.69 

EDL-Dual SEPARATE Section 
Type EDL Capacitors are dual units in CARDBOARD TUBE containers with 
wax-filled ends. Capacities; voltages and polarity of the leads are clearly 
defined by color coding stamped on the. tube casing. 

TEMPERATURE RANGE: to +65°C. 

EDl ~~~. 
*EDL 221555 
*EDL 331555 
*EDL 421555 
*EDL 441555 
*EDL 531555 
*EDL 551555 
*EDL 841555 

Cap. 
Mfd. 

20-20 
30-30 
40-20 
40-40 
50-30 
50-50 
80-40 

D.C. 
W. Volts 

150 
150 
150 
150 
150 
150 
150 

OVERALL 
Size-Inches 
Dia. x Lgth. 

l%x2% 
1 x2% 
1 x2% 
1~ x 2¥a 
lU. x 2¥a 
IV. x 3% 
1%><3% 

List Net 
Price Price ------

$1.65 $ .99 
1.80 1.08 
1.75 1.05 
1.85 1.11 
1.95 1.17 
2.10 1.26 
2.25 1.35 

All above Packed"-5 Units per Carlon, except those marked ('J which are individual Carton Packed. 
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SEctiON 1500 

----4CORNELL-DUBILIER----

HIGH·CAPACITY 

LOW·VOLTAGE 

ELECTROLYTICS 

BRH compoct tUQular electrolytic copacitors are widely employed 

in portable radio power rectifying circuits, electric fence devices, 

telephone and D.C. timing circuits. Hermetically sealed in pure 

aluminum cans with an external cardboard insulating sleeve, 
these ,,mits are provided with metal mounting strap and bare 

wire leads for convenient wiring into any circuit assembly. 

TEMPERATURE RANGE to +85°C. 

BRH ~~~. Ccip. Cant Size-Inches Lisl Nel 
Mfd. Diam. x Length Price Price 

6 D.C. W. Volt. 

BRH 601 100 %x 1':.16 $1.20 $ .72 
BRH 6025 250 % x l',{o 1.35 .81 
BRH 605 500 % x 1'':.16 1.55 .93 
BRH 610 1000 * x 2 1.90 1.14 
BRH 620 2000 I x2% 2.30 1.38 

12 D.C. W. Volt. 

BRH 121 100 %x 1':.16 1.20 .72 
IRH 1225 250 %xl'':.16 1.45 .87 
BRH 125 500 * x 2 1.70 1.0.2 
BRH 1210 1000 % x 2 2.25 1.35 
BRH 1220 2000 1 x3 2.65 1.59 

15 D.C. W. Volt. 

BRH 151 100 %x 1':.16 1.25 .75 
BRH 1525 250 %xP':.16 1.55 .93 
BRH ;55 500 * x 2 1.75 Los 
BRH 1510 1000 % x 2 2.30 1.38 
BRH 1520 2000 I x3 3.20 1.92 

25 D.C. W. Volt. 

BRH 251 100 % x 1'.10 1.35 .81 
BRH 2525 250 * x PU. 1.70 1.02 
BRH 255 500 % x 2 2.30 1.3B 
BRH 2510 1000 1 x3 3.30 1.91 

50 D.C. W. Volt. 

BRH 501 100 %x 111,{o 1.40 .84 
BRH 5015 150 * x P':.16 1.55 .93 
BRH 5025 250 % x l'U. 1.75 1.05 
BRH 5050 500 1 x3 2.40 1.44 

tFor Overall Size add '116" to Diam. and ¥16'" to Lenglh. 

Lead Lengths: 3%" ± Ya" - #18 AWG 

© U.C.P., Inc. Net 

HIGH·CAPACITY 
LOW.VOLTAGE 

ELECTROLYTICS 

TYPE FB * 
Type FB capacitors in round cardboard sleeved aluminum cans 
are designed for high capocity, low voltage applications, and 
are especially popular as replacements in motion picture sound 
equipment, and other low voltage circuits. 

TEMPERATURE RANGE: to +85°C. 

F, Cal. Cap. D.C. 
Cantt list Nel Size-Inches 

No. Mfd. W.Volts Dio. x Lglh. Price Price 
---- ------

FB 1005 500 10 I%x2% $3.10 $1.86 
FB 1010 1000 10 1% x2% 3.55 2.13 
.B 1015 1500 . 10 1% x2% 3.75 2.25 
FB 1020 2000 10 1% x2% 3.95 2.37 
FB 1030 3000 10 1% x 3Y. 4.35 2.61 

'B 1040 4000 10 1% x 4Va 4.75 2.85 
FB 1050 5000 10 lY. x 4Va 5.15 3.09 
FB 1060 6000 10 1* x 4Y. 7.50 4.50 
FB 1205 500 12 1% x2% 3.20 1.IJ!2 
FI1210 1000 12 1% x2% 3.75 2.25 

Fa 1215 1500 12 1% x2% 3.95 2.37 
FB 1220 2000 12 1% x 3Y. 4.15 2.49 
FB 1225 2500 12 1% x 3Y. 4.85 2.91 
'B 1230 3000 12 1% x 4Y. 5.05 3.03 
'B 1240 4000 12 lY. x 4Va 5.25 3.15 

FB 1260 6000 12 2 x4Va 9.35 5.61 
FB 1505 500 15 1% x2% 3.25 1.95 
FB 1510 1000 15 1% x2% 3.80 2.28 
FB 1515 1500 15 1% x2% 4.00 2.40 
FB 1520 2000 15 1% x 3Y. 4.70 2.12 

FB 1530 3000 15 1% x 4Y. 5.15 3.09 
FB 1540 4000 15 lY. x 4Va 8.10 4.16 
FB 1560 6000 15 2 x 4Y. 10.00 6.00 
FB 1105 500 18 1% x 2% 3.00 1.10 
'11810 1000 18 1% x2% 3.90 2.34 

FI 1120 2000 18 1% x 3Va 4.90 2.94 
FB 1840 4000 18 lY:z x 4Va 8..45 5.07 
FB 2005 500 20 1% x2% 3.40 2.04 
'B 2010 1000 20 1% X 3Y. 4.10 2.46 
FB 2020 2000 20 1% x 4Y. 5.20 3.12 

FB 2040 4000 20 2 x4Va 8.75 5.25 
FI2505 500 25 1% x2% 3.55 2.13 
F12510 1000 25 1% x 3Y. 4.80 2.88 
FB 2520 2000 25 1% x 4Y. 5.75 3.45 
FB 2530 3000 25 1* x 4Va 8.00 4.80 

FI2540 4000 25 2 x 4Y. 9.50 5.70 
FB 2550 5000 25 2Y. x 4Y. 11.00 6.60 
FI3005 500 30 1% x 3Va 3.60 2.16 
FI3010 1000 30 1% x 4Va 4.90 2.94 
FI3020 2000 30 1* x 4Va 7..40 4.44 

'13030 3000 30 2 x4Va 8.95 5.n 
FB 3040 4000 30 2Y:z x 4Va 10.50 6.30 
FB 3505 500 35 1% x 3Va 3.70 2.22 
F13510 1000 35 1% x 4Va 5.00 3.00 
.. 3520 2000 35 1* x 4Va 8.00 4.80 

FI3530 3000 35 2 x4Va 9.50 5.70 
FII 3540 4000 35 2Y:z x 4Va 11.00 6.60 
FI4005 500 40 1% x 3Y. 3.80 2.28 
'14010 1000 40 1% x 4Va 6.50 3.90 
FI4020 2000 40 l*,x4Va 9.00 5.40 

'14030 3000 40 2 x4Va 10.50 6.30 
FI4040 4000 40 2Y:z x 4Y. 11.50 6.90 
.. 5005 500 SO 1% X 3Y • 3.90 2.34 
FI5010 1000 50 1% x 4Va 7.00 4.20 
'15020 2000 SO 1* X 4Y. 9.10 5.46 

FI5030 3000 SO 2 x 4Y. 11.50 6.90 
FI5040 4000 50 2Y. x 4Y. 12.50 7.50 

ttFor Overall Size add '/,6" 10 Diam. and %" 10 Lenglh. 
*When MIL-C-62A units must be supplied, order according to specific 

CE type designations. 
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MINIATURIZED ELECTROLYTICS 
FOR 

TRANSISTORIZED AND PRINTED CIRCUITRY 

··ELECTOMI-TE··® 
METAL. CASED 

Type NLW is an aluminum foil capacitor, hermetically sealed 
into an ultra-small tubular aluminum can which is tightly filled 
with an outer transparent plastic sleeve to insure freedom from 
"shorts" with adjacent components commonly found in compact 
assemblies. All terminal connections are securely welded. Despite 
their extremely small size, "Electomites" exhibit excellent elec­
trLeal characteristics as well as rugged physical construction. 
Ideal for by-pass, filter and coupling applications in low­
voltage, compact, miniaturized equipment. 
TEMPERATURE RANGE: -20°C. to +85 0 C. 
TOLERANCE: -10"/0, +150"/0 

NLW ~~~. Cap. WVDC Can Size-Inches list 
Mfd. Diam. x Length Price 

NLW 10-3 
NLW 25.3 
NLW 35·3 
NLW 40.3 
NLW 50·3 
NLW 75.3 
NLW 100.3 
NLW 125·3 
NLW 150·3 
NLW 175·3 
NLW 200·3 
NLW 250·3 
NLW 300·3 
NLW 350·3 
NLW 400.3 
NLW 450·3 

NLW 1·6 
NLW 10·6 
NLW 15·6 
NLW 20·6 
NLW 30·6 
NLW 40·6 
NLW 50·6 
NLW 125.6 
NLW 150·6 
NLW 175·6 
NLW 250·6 
NLW 300.6 

NLW 8·10 
NLW 25.10 
NLW 40·10 
NLW 50.10 
NLW 75·10 
NLW 125·10 
NLW 150.10 
NLW 225.10 

NLW 15.12 
NLW 35·12 
NLW 100.12 
NLW 200.12 
NLW 250·12 

10 
25 
35 
40 
50 
75 

100 
125 
ISO 
175 
200 
250 
300 
350 
400 
450 

10 
15 
20 
30 
40 
50 

125 
150 
175 
250 
300 

8 
25 
40 
50 
75 

125 
150 
225 

15 
35 

100 
200 
250 

3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 
3 

6 
6 
6 
6 
6 
6 
6 
6 
6 
6 
6 
6 

10 
10 
10 
10 
10 
10 
10 
10 

12 
12 
12 
12 
12 
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% x V. 
~ X y. 
~x % 
~x % 
~x * 
%x * 
o/a x % 
o/a x % 
o/a x * 
o/a x '14 
o/a x * 
o/a x I 
o/a x 1 
o/a x I 
o/axl~ 
o/axlY. 
% x Y. 
%x Y. 
~ x Y. 
~ x V. 
~ x % 
%x % 
%x '14 
o/a x '14 
o/a x * 
o/a x 1 
o/axl~ 
o/axlY. 
%x Y. 
14 x % 
%" x * 
%x '14 
o/a x % 

o/a x * 
o/a x I 
o/axl~ 

~ x Y. 
7WX o/a 
o/a x '14 
o/axl~ 

o/a x !Y. 

$1.25 
1.25 
1.25 
1.25 
1.25 
1.40 
1.40 
1.40 
1.45 
1.50 
1.50 
1.60 
1.65 
1.65 
1.70 
1.75 
1.25 
1.35 
1.35 
1.35 
1.40 
1.40 
1.40 
1.50 
1.55 
1.55 
1.70 
1.80 

1.35 
1.45 
1.45 
1.55 
1.65 
1.85 
1.90 
2.10 

1.40 
1.45 
1.75 
2.05 
2.20 

Net 
Price 

$.75 
.75 
.75 
.75 
.75 
.85 
.84 
.84 
.87 
.90 
.90 
.96 
.99 
.99 

1.02 
1.05 

.75 

.81 

.81 

.81 

.84 

.84 

.84 

.90 

.93 

.93 
1.02 
1.08 

.81 

.87 

.87 

.93 

.99 
1.11 
1.14 
1.26 

.84 

.87 
1.05 
1.23 
1.32 

Net 

NLW (cont'd) 

NLW ~~~. Cap. WVDC Can Size-Inches List Net 
Price Mfd. Diam. x Length Price 

------1------
NLW 3·15 3 15 
NLW 4·15 4 15 
NLW 5·15 5 15 
NLW 6·15 6 15 
NLW 10.15 10 15 
NLW 15·15 15 15 
NLW 20·15 20 15 
NLW 25·15 25 15 
N~W 30·15 30 IS 
NLW 35·15 35 15 
NLW 40·15 40 15 
NLW 50.15 50 15 
NLW 75·15 75 15 
NLW 100.15 100 15 
NLW 125·15 125 15 
NLW 150·15 ISO 15 
NLW 175·15 175 IS 
NLW 200·15 200 15 

NLW 3·25 3 25 
NLW 6·25 6 25 
NLW 8·25 8 25 
NLW 10.25 10 25 
NLW 15·25 15 25 
NLW 20.25 20 25 
NLW 25·25 25 25 
NLW 30·25 30 25 
NLW 35·25 35 25 
NLW 40·25 40 25 
NLW 50.25 50 25 
NLW 75·25 75 25 
NLW 100·25 100 25 

NLW 1·50 1 50 
NLW 2·50 2 50 
NLW 3·50 3 50 
NLW 4.50 4 50 
NLW 5·50 5 50 
NLW 6.50 6 50 
NLW 8·50 8 50 
NLW 10·50 10 50 
NLW 15.50 15 50 
NLW 20·50 20 50 
NLW 25·50 25 50 
NLW 30.50 30 50 
NLW 35·50 35 50 
NLW 40·50 40 50 
NLW 50.50 50 50 
NLW 75·50 75 50 

NLW 2.100 2 100 
NLW 3.100 3 100 
NLW 6·100 6 100 
NLW 8.100 8 100 
NLW 10·100 10 100 
NLW 15·100 15 100 
NLW 20·100 20 100 

NLW 1·150 150 
NLW 2·150 2 150 
NLW 3.150 3 150 
NLW 4·150 4 150 
NLW 5.150 5 150 
NLW 6.150 6 150 
NLW 8·150 8 150 
NLW 10.150 10 ISO 
NLW 12·150 12 150 
NLW 15.150 15 150 
NLW 18.150 18 150 

% x Y. 
;{ox V. 
%x Y. 
;{ox Y. 
~x V. 
~ x % 
~x % 
%x % 
%" x % 
o/a x % 
o/a x % 
o/ax % 
o/a x '14 
o/a x * 
o/a x 1 
o/axl~ 
o/axl~ 
o/axlY. 

;{ox V. 
~ x Y. 
~x V. 
~x % 
%x % 
o/ax % 
o/a x % 
o/a x % 
o/a x '14 
o/ax * 
o/a x * 
o/axl~ 
o/a x IV. 

u, x V. 
U, x Y. 
~ x Y. 
~ x Y. 
~x V. 
~x % 
%x Y. 
%x % 
o/a x % 
o/a x % 
o/ax '14 
o/ax '14 
o/a x * 
o/ax I 
o/axl~ 
o/a x IV. 

~ x % 
%x % 
o/a x % 
o/a x '14 
o/ax * 
o/axl~ 

o/a x !Y. 

~ x V. 
%" x % 
o/a x % 
o/a x % 
o/a x % 
o/a x * 
o/a x * 
o/a x I 
o/axl~ 
o/axl~ 
o/a x lY. 

$1.25 $.75 
1.30 .78 
1.40 .84 
1.40 .84 
1.40 .84 
1.45 .87 
1.45 .87 
1.45 .87 
1.50 .90 
1.55 .93 
1.55 .93 
1.60 .96 
1.70 1.02 
1.80 1.08 
1.85 1.11 
1.95 1.17 
2.00 1.20 
2.10 1.26 

1.30 .78 
1.40 .84 
1.45 .87 
1.45 .87 
1.45 .87 
1.50 .90 
1.55 .93 
1.60 .96 
1.60 .96 
1.70 1.02 
1.80 1.08 
1.95 1.17 
2.10 1.26 

1.30 .78 
1.35 .81 
1.35 .81 
1.35 .81 
1.45 .87 
1.45 .87 
1.50 .90 
1.50 .90 
1.50 .90 
1.50 .90 
1.55 .93 
1.60 .96 
1.70 1.02 
1.75 1.05 
1.85 1.11 
2.00 1.20 

1.40 .84 
1.40 .84 
1.50 .90 
1.55 .93 
1.55 .93 
1.55 .93 
1.60 .96 

1.40 .84 
1.45 .87 
1.45 .87 
1.45 .87 
1.55 .93 
1.55 .93 
1.60 .96 
1.60 .96 
1.60 .96 
1.60 .96 
1.60 .96 

© u.c.p_, Inc. 



SECTION 1500 

---4CORNELL-DUBILIER----

TWIST-PRONG BASE ELECTROLYTICS 

Small round-can TWIST-PRONG electrolytic units. Each is fur­

nished with a bakelite and a metal mounting washer. 

X types are especially designed for SELENIUM RECTIFIER 

circuit applications. ONLY THIS TYPE SHOULD BE USED FOR 

THIS SERVICE. 

TEMP. RANGE: to 475 V.D.C.W. +85°C. 

over 475 V.D.C.W. +65°C. 

**IEST.SELLING PREFERRED TYPE 

* PREFERRED TYPE 

1 SECTION - 1 VOLTAGE 

Slllle Section 
Cap./VIIIS 

** 10/450 
15/450' 

** 20/450 
** 30/450 
** 40/450 
** 50/450 
** 60/450 
** 80/450 
** 100/450 
** 125/450 

* 40/475 
** 10/500 
** 20/500 

SECTION - 1 VOLTAGE 

Rotational 
Stock No. 

Size-Ins. 
Oia_ x Llth_ 

~ x 2 
1 x 2 

x2 
X 2Y. 
x3 
x3% 

1% x 2% 
1% x 3 
1% x 3 
1% x 4Va 
1% x 2 
1 x 2 

X 2Y. 
X 2Y. 
x3 

1 x 3% 

List Net 
Price Price 
----
$1.95 $1.17 

2.15 1.29 
1.80 1.08 
1.95 1.17 
2.05 1.23 
2.35 1.41 
2.70 1.62 
3.05 1.83 
3.45 2.07 
3.95 2.37 
2.50 1.50 
1.60 .96 
1.85 1.11 
2.45 1.47 
2.20 1.32 
2.50 1.50 

25/500 
** 30/500 
**40/500 
** 80/500 

A0440 
A0450 
A0460 
A0470 
A0480 
A0490 
A0500 
A0510 
AOS12 
A0514 
A0516 
A0520 
A0530 
A0532 
XA0541 
A0550 
A0560 1% 30/1 360 216 x • 

Slnlle Section Rotational Size-Ins. List· Net ** 90/500 A0570 1% x3% 3.90 2.34 

Cap./Vells Stock No. Dia.I Lith. Price Price 
-- 2 SECTIONS - 1 VOLTAGE 

10 Ohms 30 CPS. A0010 ~ x 2 $2.50 $1.50 
.5 Ohms 15,750 CPS. A0020 1 x2 2.75 1.65 .5 Ohms 15,750 CPS. 10010 1% x2 4.90 2.94 
1 Ohms 60 CPS. A0030 1% x 3 3.50 2.10 2.5 Ohms 60 CPS. 

** 2000/6 A0040 1% x2 3.05 1.83 1000-500/6 VNP 10020 1% x 2 4.80 2.88 
3000/10 A0050 1% x 2Y. 3.65 2.19 * 1000-1000/15 B0030 1 x3% 4.40 2.64 

** 225/15 A0053 ~ 'X 2 1.75 1.05 ** 1000-1000/15 B0040 1% x 2Y. 4.40 2.64 
** 1000/15 A0060 1 x 2Y. 2.55 1.53 ** 500-100/20 B0045 1 x2 3.15 1.89 
** 2000/15 A0070 1% x 2% 3.45 2.07 20-20/25 B0050 1 x2 1.80 1.08 
** 3000/15 A0080 1% x3 4.50 2.43 40-40/25 B0060 1 x2 2.00 1.20 

* 40/25 A0090 ~ x 2 1.35 .11 150.50/25 10070 1 x2 2.40 1.44 
100/25 A0100 ~ x 2 2.00 1.20 * 50-50/50 B0080 1 x2 1.70 1.02 
500/25 A0110 1 x 2% 3.20 1.92 * 100.100/50 B0085 1 x2 2.10 1.26 

** 500/25 A0120 1 x2 2.55 1.53 ** 20-20/150 XB0091 1 x2 1.85 1.11 
** 1000/25 A0130 1% x2 3.55 2.13 30-20/150 BC)lOO 1 x2 2.20 1.32 
** 100/50 A0140 ~ x 2 1.65 .99 * 30-30/150 BOliO 1 x2 1.85 1.11 

* 150/50 A0150 1 x2 1.80 1.08 ** 40-20/150 B0120 1 x2 1.80 1.08 
** 500/50 A0160 1% x2 2.65 1.59 * 40-30/150 B0130 1 x2 1.85 1.11 

* 1000/50 A0170 1% x3% 3.75 2.25 ** 40-40/150 XB0141 1 x2 2.00 1.20 
** 1500/50 A0174 1% x 4Va 4.40 2.64 ** 50-30/150 B0150 1 x2 2.00 1.20 

* 30/150 A0180 ~ x2 1.55 .93 ** 50-50/150 XB0161 1 x 2Y. 2.15 1.29 
** 40/150 XA0191 '14 x 2 2.00 1.20 * 60-60/150 XI0165 1 x3 2.35 1.41 

* 50/150 A0200 1 x2 1.65 .99 * 75-75/150 B0170 1 x3 2.60 1.56 
60/150 A0220 I x2 2.20 1.32 ** 80-40/150 XB0181 1 x 2Y. 2.30 1.38 

** 80/150 XA0231 1 x2 1.85 1.11 * 80-80/150 XB0183 1% x2 2.65 1.59 
** 100/150 XA0241 1 x 2Y. 2.00 1.20 100-100/150 XB0184 1% x 2Y. 4.05 2.43 
** 120/150 XA0248 1 x 2% 2.05 1.23 * 125-100/150 XB0184.5 1% x 2Y. 3.50 2.10 
** 120/150 A0250 1% x2 2.05 1.23 150-150/150 X80185 1% x 3 4.40 2.64 
** 150/150 XA0261 1 x3 2.15 1.29 200-5/150 B0186 1% x 2Y. 3.40 2.04 
** 200/150 XA0262 1% x 2% 2.45 1.47 * 200-125/150 XB0187 1% x3% 3.75 2.25 
** 200/150 XA0262.1 1 x3% 2.45 1.47 ** 200-150/150 XB0188 1% x3% 3.75 2.25 
** 300/150 XA0263 1% x 3 2.80 1;68 ** 200-200/150 XB0189 l%x3% 4.00 2.40 

80/200 XA0265 1% x2 2.45 1.47 * 60-60/200 B0190 1% x2 2.55 1.53 
** 120/200 XA0265.3 1% x 2 2.80 '1.68 ** 100-100/200 XB0194 1% x 3 3.50 2.10 
** 20/250 A0270 ~ x 2 1.60 .96 ** 200-5/200 XB0196 1% x 2Y. 3.20 1.92 

30/250 A0280 1 x2 2.15 1.29 10-10/250 B0200 1 x2 2.15 1.29 
** 40/250 XA0291 1 x2 1.80 1.08 ** 20-20/250 B0210 1 x2 1.90 1.14 
** 100/250 XA0312 1 x3 2.70 1.62 30-30/250 B0220 1 x2% 2.90 1.74 
** 150/250 XA0315 1% x 2Y. 3.10 1.86 40-20/250 10230 1 x 2Y. 2.75 1.65 
** 200/250 XA0318 1% x 3 3.95 2.37 40-40/250 B0240 1 x3 3.20 1.92 

50/300 A0320 1 x 2Y. 2.55 1.53 ** 40-40/250 XB0241 1 x3 2.50 1.50 
60/300 XA0324 1 x 2Y. 2.65 1.59 ** 80-40/250 XB0243 1% x 2Y. 3.75 2.25 

** 80/300 XA0331 1 x3 2.55 1.53 ** 150-150/250 i0250 1% x 4Va 5.15 3.09 
** 100/300 A0340 1% x3 2.90 1.74 ** 200-200/250 XB0252 1% x 4Va 6.10 3.66 
** 100/300 A0350 1 x3% 2.90 1.74' 40-40/300 XB0254 1 x3 3.75 2.25 
** 150/300 XA0355 1% x 3 3.50 2.10 50-50/300 B0260 1% x 2Y. 4.20 2.52 

15/350 A0360 1 x2 2.05 1.23 80-40/300 XB0264 1% x 2Y. 4.45 2.67 
** 30/350 A0370 1 x2 1.90 1.14 ** 80-80/300 B0270 1% x 3 4.05 2.43 
**40/350 A0380 1 x2% 2.00 1.20 * 120-20/300 B02io 1% x3 4.00 2.40 
** 50/350 A0390 1 x3 2.10 1.26 120-40/300 B0282 l%x3% 5.45 3.27 
** 80/350 XA0401 1% x 2% 2.80 1.68 ** 200-80/300 B0286 l%x3% 5.25 3.15 
** 125/350 XA0411 1% x3 3.65 2.19 * 15.16/350 B0290 1 x2 2.25 1.35 
** 150/350 XA0415 l%x3% 3.95 2.37 ** 20-20/350 B0300 1 x 2% 2.90 1.74 
** 10/450 A0430 1 x2 1.75 1.05 ** 30-30/350 B0310 1 x3 2.90 1.74 
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SECTION 1500 

ORNELL-DUBILIER---

TWIST.PRONG BASE ELECTROLYTICS 
**8EST-SEL.LlNG PREFERRED TYPE *PREFERRED TYPE 

2 SECTIONS 1 VOLTAGE - 2 SECTIONS - 2 VOLTAGES 

Siagle Section Rotational Size-Ins. List Net Single Section Rotational Size-Ins. 
Cap./Volts Stock No. Dia. x Lgth. Price Price Cap./Valts Stock No. Dia. x Lgth. 

--
* 50·30/350. 10320. lo/ax2Y. $3.15 $1.19 10/450. 100/50. BG67G lo/ax2 

60·30/350. 80.321 lo/ax2Y. 3.15 1.B9 * 20/450. 50/250. 80.674 1 x3 
* 80.20/350. BG322 1 x 3% 3.50 2.10. * 20/450. 80/350. 80.680. lo/a x 3 
* 80·20/350. 80.324 lo/a x 2Y. 3.50 2.10. 20/450. 100/10.0. 80.690. lo/a x 2 

** 80·40/350. BG326 lo/a x 3 3.95 2.37 30/450. 40/150. 80.70.0. lo/a x 2 
** 80·80/350. 80.330. lo/a x 3% 4.70 2.82 * 30/450. 200/150. 80.70.5 lo/a x 3 

* 90.40/350. 80.331 lo/a x 3 4.30 2.58 * 40/450. 10/350. 80.710. lo/a x 2 
** 100.100/350. 80.332 lo/a x 4Ye 6.15 3.69 * 50/450. 100/50. 80.715 lo/a x 2Y. 

* 160·10/350. 80.334 lo/a x 3% 4.30 2.58 * 80/450. SO/50. 80.720. lo/a x 3 
** 40·120/40.0. 80.336 lo/a x 4Y. 5.25 3.15 ** 80/450. 100/50. 80.722 lo/a x 3% 

60·60/40.0. 80.340. lo/ax3% 5.50 3.30. 80/450. 40/20.0. 80.724 lo/a x 3 
80.10/40.0. 80.350. lo/ax3 4.25 2.55 * 20/475100/40.0. 80.726 lo/a x 4Y. 

* 80·60/40.0. 80.354 lo/a x 3% 4.85 2.91 15/50.0. 20/30.0. 80.730. 1 x 2Y. 
** 80.80/40.0. 80.356 lo/a x 4Y. 4.95 2.97 20/50.0. 100/30.0. 80.740. 1 % x 3 

* 5·5/450. BG362 1 x2 1.75 1.0.5 40/50.0. 50/20.0. 80.750. 1 % x 2Y. 
** 10.10/450. 80.370. 1 x 2 1.90 1.14 60/50.0. 80/150. 80.760. 1% x 3% 

15·10/450. 80.374 1 x 2Y2 2.55 1.53 80/50.0. SO/50. 80.770. 1 % x 3% 
* 15.15/450. 80.380. 1 x 2Y. 2.25 1.35 

** 20·10/450. 80.390. 1 x 2Y2 2.25 1.35 3 SECTIONS -1 VOLTAGE 
** 20·20/450. 80.40.0. 1 x3 2.55 1.53 * 20·20.20/25 CGG1G 1 x2 

* 30.10/450. 80.410. 1 x 3 2.50 1.50. * 40.40·40/25 CGG2G 1 x2 
** 30·30/450. 80.430. l%x2Y. 3.05 1.83 30·30·30/ So. CGG3G I x2 

40.5/450. 80.436 1 x 3 3.20 1.92 ** 20·20.20/150. XCGG41 1 x2 
** 40·20/450. 80.440. lo/a x 2Y. 3.00 1.80. 30·30.10/150. CGG5G 1 x 2 
** 40.40/450. 80.450. lo/ax3 3.45 2.0.7 * 40·20·10/150. CGG6G 1 x 2 
** 50·50/450. XIG455t 1% x 3 3.85 2.31 * * 40'20.20/150. XCGG71 1 x2 

* 60.20/450. 80.460. 1% x 3 3.55 2.13 ** 40·30·20/150. CGG8G 1 x2 
** 60·40/450. 80.462 1% T. 3% 3.95 2.37 ** 40·40.40/150. CGG9G 1 x 2Y. 

60.60/450. 80.464 1% x 3% 5.65 3.39 * 40·70·40/150. CG1GG 1 x 3 
** 80·10/450. 80.470. 1% x 3 3.60 2.16 * 50.40.10/150. CG1G3 1 x 2Y. 

* 80.20/450. 80.473 1% x 3% 3.90 2.34 * * 50.50·50/150. XCG1G5 1 x 3 
80·30/450. 80.477 1% x 3% 4.20 2.40. ** 60.40.20/150. CGllG 1 x 2Y. 

** 80.40/450. 80.480. lo/a x 3% 4.35 2.61 * 70·15·15/150. CG113 1 x 2Y2 
** 100·40/450. 80.483 1% x4Ya 4.85 2.91 ** 80.40.20/150. CG12G 1 x 3 

* 15.15/475 80.485 1 x2'h 2.35 1.41 80·80·80/150. XCG123 1% x 3 
.* 30.10/475 80.486 lo/a x 2 2.70 1.62 * 120.80.40/150. XCG125 1% x 3 
* 40·10/475 80.487 lo/a x 2Y. 3.10 1.86 * 120·120·40/150. XCG126 1% x 3 
* 80·50/475 80.489 l%x4Ya 5.20 3.12 ** 200.100.60/150. XCG127 1% x 3% 

** 10.10/50.0. 80.490. 1 x 2Y. 2.35 1.41 * 200·150·150/150. XCG128 lo/a x 4Y. 
** 20·20/50.0. 80.50.0. lo/ax2Y. 2.85 1.71 ** 250·200·10/150. XCG129 l%x4Y. 

25.40/50.0. 80.510. 1% x 3 4.55 2.73 20·20·10/250. CGnG 1 x2 
* 30·10/50.0. 80.520. lo/ax2Y. 2.85 1.71 * 20.20.20/250. CGn2 1 x 2 

** 40·40/50.0. 80.530. 1% x 3% 4.40 2.64 30·20·10/250. CG14G 1 x 2Y. 
** 60.40/50.0. 80.540. 1% x 3% 4.60 2.76 40.20·10/250. CG15G 1% x 2 

2 SECTIONS - 2 VOLTAGES * 40·20·20/250. CG16G 1 x3 
* 80.10.10/250. CG165 1 x3 

* 250/101000/6 80.550. 1% x 2 2.85 1.71 * 80·80·60/250. CG17G 1% x 3% 
40/150. 20/50. 80.560. 1 x2 2.15 1.29 20.80.10/30.0. CO. 180. l%x2Y. 
40/150. 150/25 80.570. 1 x2 2.55 1.53 * 60.20.10/30.0. CG19G 1 % x 2Y. 

* 50/1 so. 500/5 80.574 1 x 2Y. 2.45 1.47 ** 80·40·40/300 C0194 1 % x 3 
* 150/150. 100/25 80.575 lo/ax2Y. 2.70 1.62 * * 120·50·40/30.0. CG20G l%x4Ya 

150/150. 100/50 X80575.5 1 x3% 2.85 1.71 ** 10.10.10/350. C021G 1 x2 
60/20.0. 125/50. 80.576 1 x3 3.00 1.80 20·20.10/350. C0220 1 x3 
40/250. 20/25 80580. 1 x 2. 2.50 1.50. * 30.20.10/350 C0225 1 x3 
50/250. 100/50. 80.590. lo/ax2 3.25 1.95 ** 60·40·20/350. CG23G 1% x 3 

* 100/250. ISO/50. 80.60.0. 1% x 3 3.65 2.19 60·40.40/350 CG232 1% x 3% 
10/30040/50 80.60.1 1 x2 1.70 1.02 ** 60·50.50/350. CG234 1% x 3% 

* 35/300. 500/6 XIG6G3 1 x 2Y2 2.80 1.68 ** 80·60·60/350. C0236 l%x4Y. 
80/30.0. 100/50 80606 lo/a X 2Y2 3.95 2.37 * 90·40·20/350. CG237 1% x 3% 

** 150/30.0 100/150. 80.60.8 1% x 3% 4.50 2.70. ** 100.100.10/350. C0238 l%x4Y. 
20/35020/25 80.610. 1 x2 2.40 1.44 * 80·20·1 0/400 C0239 1% x 3 
20/350 100/75 80.612 1 x 2Y2 2.80 1.68 * 90·10·5/40.0. CG239.2 1% x 3 
40/35020/25 80.620 1 x 2'h 2.95 1.77 ** 10·10·10/450. CG24G 1 x 2Y. 

* 35/400 100/50. 80.623 1 x3 2.60 1.56 15.15.10/450. CG250 1 x3 
80/400. 80/20.0. 80.625 lo/a x 3% 3.95 2.37 ** 15·15·15/450. C0254 1 .'\~ 

** 100/400. 30/50. i0626 1% x 3 3.90 2.34 ** 20.10.10/450 C026G 1 x 3 
* 10/45020/25 80.630. 1 x2 1.75 1.05 ** 20·20·20/450. Co.27G 1% x·2Y. 

20/450. 20/25 80.640. 1 x2 2.50 1.50 ** 30·20.20/450 CG28G 1% x 3 
20/450100/25 80.646 1 x 2Y. 2.75 1.65 * *30·30·30/450 CG30G 1% x 3 
40/450. 20/25 80.650 1 x 3 3.05 1.83 * 30·60.10/450. CG31G 1% x 3% 
40/450. SO/So. 10.652 1 x3% 3.75 2.25 ** 40·10·101450 C032G 1% x 3 
40/450. 10/300 80.654 1 x3 2.60 1.56 ** 40·30.20/450. C0330 1% x 3 
80/ 45020 2 / 5 80.660 13 x Va 3 425 2.55 ** 40·40·10 450 / Co.340 1 x3 

. t For Photoflash use only. 
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list 
Price 

$2.55 
2.80 
3.65 
3.30 
3.15 
3.50 
2.65 
3.00 
3.50 
3.75 
4.75 
4.50 
2.90 
4.95 
4.20 
4.70 
4.75 

1.95 
2.15 
3.25 
2.30 
3.55 
2.35 
2.40 
2.50 
2.60 
2.95 
2.55 
3.00 
2.75 
2.70 
2.90 
5.65 
3.80 
4.05 
4.55 
7.50 
5.60 
3.75 
2.60 
4.05 
4.30 
2.90 
3.20 
4.90 
5.70 
3.45 
4.75 
5.65 
2.40 
4.45 
3.25 
4.25 
7.05 
4.90 
5.55 
5.25 
5.50 
4.30 
4.40 
2.60 
4,45 
3.10 
2.95 
3.60 
3.85 
4.35 
4.50 
3.35 
4.30 
4.20 

Net 
Price 

---
$1.53 

1.68 
2.19 
1.98 
1.89 
2.10. 
1.59 
1.80. 
2.10. 
2.25 
2.85 
2.70. 
1.74 
2.97 
2.52 
2.82 
2.85 

1.17 
1.29 
1.95 
1.38 
2.13 
1.41 
1.44 
1.5 0. 
1.56 
1.77 
1.53 
1.8 0. 
1.65 
1.62 
1.74 
3.39 
2.28 
2.43 
2.73 
4.5 
3.3 

0. 
6 

2.25 
1.5 
2.4 
2.5 
1.7 

6 
3 
8 
4 

1.92 
2.9 
3.4 
2.0 
2.8 
3.3 
1.4 
2.6 
1.9 
2.5 
4.2 
2.9 
3.3 
3.1 
3.3 
2.5 
2.6 
1.5 
2.6 
1.8 
1.7 
2.1 

4 
2 
7 
5 
9 
4 
7 
5 
5 
3 
4 
3 
5 
0. 
8 
4 
6 
7 
6 
7 
6 

2.31 
2.61 
2.7 0. 
2.0.1 
2.5 
2.5 

8 
2 
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SECTION 1500 

-----CORNELL-DUBILIER----

TWIST.PRONG BASE ELECTROLYTICS 
**IEST-SELLING PREFERRED TYPE *PREFERRED TYPE 

3 SECTIONS - 1 VOLTAGE 2 SECTIONS HV - 1 SECTION LV 

Single Section Rolational Size-Ins. List Nel Single Section Rolalional Size-Ins. Lisl Nel 
Cap./Volls Siock No. Dia. x Lgth. Price Price Cap./Vllls Stock No. Dia.1 Lgth. Price Price 

-- ----** 40·40.20/450 C0344 1% x 3% $4.45 $2.67 ** 20.10/350 20/25 C0780 I x 2 $2.55 $1.53 ** 40·40.40/450 C0350 1% x 3% 4.90 2.94 * 20.10/350 5/250 C0790 I x 2 2.55 1.53 * 50·40·30/450 C0355 1% x 3% 4.90 2.94 ** 20.20/350 20/25 C0800 I x 2Y. 2.80 1.68 ** 60·20·20/450 C0360 1¥.x3% 4.60 2.76 30.5/350 100/200 C0806 1% x 2Y. 6.00 3.60 ** 60·40.20/450 C0365 1% x 3% 5.00 3.00 30.10/35020/25 C0810 I x 2Y. 4.30 2.58 ** 80·40.20/450 C0370 1% x 4Y. 5.40 3.24 30.10/35020/250 C0820 I x3 4.60 2.76 * 30·30·20/475 C0371 1% x 3 4.75 2.85 ** 30·20/350 20/25 C0830 I x3 3.10 1.86 ** 40·20.20/475 C0372 1% x 3 4.75 2.85 * 30.20/350 100/150 C0835 I % x 2Y. 4.00 2.40 * 40·30·10/475 C0373 1% x 3 4.50 2.70 * 30·30/350 20/25 C0840 1% x 2 3.40 2.04 * 40·30·30/475 C0374 1% x 3% 5.15 3.09 40.20/350 10/100 C0850 1% x 2 4.30 2.58 ** 10·10.10/500 C0380 I x3 2.70 1.62 20.40/35010/150 C0860 I x3 4.80 2.88 ** 30·20.20/500 C0390 1% x 3 4.20 2.52 40.40/35050/25 C0870 1% x 2Y. 5.65 3.39 * 40·10·10/500 C0400 1% x 3 3.90 2.34 * 80.40/350 400/50 XC0874 1% x 4Va 5.65 3.39 * 40.40.10/500 C0410 1% x 3% 5.05 3.03 80.40/350 100/200 C0874.5 1% x 3% 5.45 3.27 

2 SECTIONS HV-1 SECTION LV 
** 100·60/35020/250 C0875 1% x 4Y. 5.50 3.30 

150.4/3'030/50 XC0875.5 1% x 3% 4.75 2.85 

* 15·15/150 1200/1.5 C0420 I x2 3.00 1.80 * 20.20/400 10/350 C0876 I x 3 3.00 1.80 

20·20/15020/25 XC0431 I x 2 3.30 1.98 30.10/400 ISO/50 C0880 1% x 2Y. 5.10 3.06 

20·20/150 100/10 C0440 I x 2 3.55 2.13 * 60·30/400 20/350 C0885 1% x 3 4.55 2.73 

20·20/150 250/10 C0450 I x2 3.90 2.34 ** 80.40/400 ISO/50 C0890 1% x 3% 5.15 3.09 

30·30/15020/25 C0460 I x 2 3.55 2.13 ** 100·10/40020/50 C0894 1% x 3% 4.50 2.70 

30·30/150 200/10 C0470 I x2 3.75 2.25 ** 100·10/40080/350 C0896 1% x 4Y. 6.10 3.66 

* 40.20/15020/25 XC0481 I x 2 2.30 1.38 15.5/45015/350 C0900 I x3 4.30 2.58 

40·20/150 100/25 C0490 I x2 3.75 2.25 ** 10.10/45020/25 C0910 I x2 2.40 1.44 

* 40·20/150 200/25 C0510 I x 2Y. 2.70 1.62 * 10·10/45040/50 C0920 I x 2Y. 2.50 1.50 

* 40.20/150 200/10 C0520 I x2 2.40 1.44 10.10/45050/100 C0930 1% x 2 4.00 2.40 

40.20/150 250/10 C0530 I x2 4.05 2.43 15.15/45020/25 C0940 I x 2Y. 4.15 2.49 

40·30/15020/25 C0540 I x2 3.55 2.13 * 15.15/45040/25 C0945 I x 2112 2.75 1.65 

** 40.40/150 20/25 XC0551 I x2 2.40 1.44 15.15/45010/300 C0950 1 x3 4.35 2.61 

** 40·40/150 250/25 XC0555 I x3 3.15 1.89 ** 20.10/45020/25 C0960 I x 2Y. 2.70 1.62 

* 50·30/150 20/25 C0560 I x2 2.50 1.50 * 20.10/45050/50 C0970 I x 3 2.85 1.71 

* 50·30/150 100/25 C0570 I x 2Y. 2.70 1.62 20·15/45020/25 C0980 I x3 4.35 2.61 

* 50.50/150 20/25 CO sao I x 2112 2.65 1.59 ** 20.20/4'0 20/25 C0990 I x 3 3.05 1.13 

60·20/15020/25 C0590 I x2 3.85 2.31 20.20/450 100/'0 C0992 1% x 2Y. 5.25 3.15 

60.40/15020/25 C0600 I x 2112 4.00 2.40 20.20/45060/350 Cl000 lo/ax3 6.10 3.66 

* 80·30/150300/10 XC0602 lo/ax2 3.15 1.89 * 30·10/4'0 ISO/50 Cl005 lo/a x 2Y. 3.50 2.10 

80·30/150 300/25 XC0604 .Io/a x 2Y. 5.50 3.30 30.20/45030/150 Cl0l0 1% x 2Y. 5.25 3.15 

* 80.40/15020/25 C0610 I x 2Y. 2.80 1.68 * 30·30/4'020/25 Cl020 1% x 2Y. 3.55 2.13 

* 80·40/150300/25 XC0613 lo/ax2Y. 3.70 2.22 30·30/45040/50 Cl030 lo/ax3 5.50 3.30 

* 80·60/150 250/10 XC0615 1% x 2Y. 3.40 2.04 * 30·30/4'0 125/2' Cl034 lo/ax3 3.95 2.37 

* 100.80/150 200/10 XC0618 1% x 2Y. 3.60 2.16 * 35-25/450 100/50 Cl036 lo/a x 3 3.95 2.37 

120.60/15020/2' C0620 lo/ax2Y. 5.05 3.03 * 40-10/4'0 100/50 Cl040 lo/a x 3 4.30 2.58 

* 300.80/150 200/50 C0626 lo/ax4Y. 4.95 2.97 ** 40·10/450 80/200 Cl0'O lo/a x 3 3.90 2.34 

30.20/20020/2' C0630 I x2 3.85 2.31 * 40.20/450 20/25 Cl060 1% x 2Y. 3.50 2.10 

* 30·20/200 40/150 C0632 I x 2Y. 2.70 1.62 ** 40·40/4'0 20/25 Cl070 1% x 3 3.95 2.37 

40·80/200 100/'0 C0634 lo/a x 3 5.25 3.15 * 40.40/450 40/25 C1080 lo/ax3 3.95 2.37 

* 60·5/20020/50 C0636 I x 2Y. 2.50 1.'0 * 40·40/450 100/50 Cl090 lo/ax3% 4.30 2.'8 

80-10/20020/50 C0638 I x 3 2.80 1.68 * 40.40/4'0 40/150 Cll00 lo/ax3% 4.10 2.46 

100.10/20040/50 C0640 1% x 2 4.75 2.85 * 40.40/4'0 60/200 Cll02 lo/ax3% 4.45 2.67 

* 15·15/25020/25 C0650 I x 2 2.35 1.41 * 40.40/4'0 80/3'0 Cll03 lo/a x4Y. 5.55 3.33 

20·15/250 20/25 C0660 I x2 3.55 2.13 * 50.5/45050/3'0 Cll03.5 lo/ax3% 4.25 2.55 

* 30·30/250 20/25 C0670 I x 2Y. 2.80 1.68 * 60·40/450 75/50 C1104 lo/a x 3% 4.60 2.76 

40·40/2'0 10/200 C0674 I x3 4.45 2.67 * 80-10/450 125/2' «;1106 10/. x 3% 4.40 2.64 

70·70/2'020/'0 C0680 1% x 3 5.85 3.'1 ** 80.20/4'0 100/'0 Cl108 lo/a x 4Va 4.80 2.88 

80-80/2'010/4'0 C0690 lo/ax3% 6.30 3.78 * 80-40/4'0 100/25 Clll0 lo/ax4Va 5.10 3.06 

* 90·90/250 20/'0 C0695 . lo/a x 3 4.60 2.76 * 20.10/47'100/400 Cl114 1% x4Va 5.25 3.15 

10-10/30015/2'0 C0700 I x2 3.70 2.22 10·10/'00100/'0 C1120 1 x3 4.30 2.'8 

20·20/300 20/2' con 0 I x 2 4.15 2.49 10.10/'004/3'0 C1130 I x 2Y. 3.75 2.2' 

30-30/30025/50 C0720 I x3 4.35 2.61 * 20·10/'00100/'0 C11'O I x3% 3.30 1.98 

40.20/30020/2' XC0732 I x 2Y. 4.65 2.79 20-20/ '00 60/400 C1160 lo/a x 3% 7.20 4.32 

* 100·10/30060/50 C0733 lo/ax2Y. 4.05 2.43 * 20.20/500 60/4'0 Cl162 1% x 3% 4.85 2.91 

125.20/30020/'0 XC0733.2 lo/ax3 4.30 2.'8 30.10/'0020/'0 C1170 lo/ax2Y. 4.65 2.79 

125·20/300 100/'0 XC0733.4 lo/ax3% 7.35 4.41 ** 40-40/'00100/200 C1180 lo/ax4Va 5.85 3.'1 

* 

* 
* 

125.60/30040/'0 C0733.7 l%x3% 7.35 4.41 1 SECTION HV - 2 SECTIONS LV * 140.10/300200/150 C0734 1% x 4Y. 5.50 3.30 

* * 140.100/30060/'0 C0734.3 lo/a x 4Va 6.05 3.63 100/10050.25/2' Cl190 I x3 4.00 2.40 * 200.20/300 10/100 C073' lo/a x 4Y. 4.90 2.94 20/150250-100/15 C1200 lo/ax2 4.35 2.61 
10.5/35030/50 C0739 I x 2Y. 3.85 2.31 ** 60/200 200·140/150 XC1202 lo/ax4Y. 4.80 2.88 
10.5/350 150/'0 C0740 1 x 3 4.05 2.43 * 10/300500-500/15 XC1204 lo/a x 2112 3.90 2.34 
10-15/3'020/2' C0760 I x 2 3.75 2.25 * 20/300 150·80/150 C1206 lo/ax3 3.95 2.37 

* * 15·10/3'020/2' C0770 I x2 2.50 1.'0 * I(jO/300 200-30/150 XC 1207 lo/a x 4Va 5.05 3.03 * 20-4/3'0 100/25 C0773 I x 2Y. 2.60 1.'6 * 100/300200-60/150 XC1208 lo/ax4Y. 5.55 3.33 * 20·5 350 150 50 / / 07 5 C 7 1 x 3 2.95 1.77 100/300 60 20/250 XC1209 lo/a x4Y. 7.35 4.41 
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SECTION 1500 

---~~ORNELL-DUBILIER---

TWIST.PRORG BASE ELECTROLYTICS 
**BEST-SELLING PREFERRED TYPE *PREFERREO TYPE 

1 SECTION HV - 2 SECTIONS LV 4 SECTIONS -1 VOLTAGE 

Single Section Rotational Size-Ins. List Net Single Section Rotational Size-Ins. List Net 
Cap./Volts Stock No. Dia. x Lgth. Price Price Cap./Volts Stock No. Dia. x Lgth. Price Price 

----- --- --- -----
120/300 15-10/450 CI210 PI • • 3% $6.75 $4.05 * 200-20-20-20/300 00026 1%.5 $6.15 $3.69 * 200/300 60-20/250 XCI212 1 % .5 5.80 3.48 * * 40-20-20-10/350 00032 1% .2Y2 4.35 2.61 
4/350 100-40/25 CI214 1 .2 3.40 2.04 ** 40-40-40-40/350 00034 1 % • 3% 6.00 3.60 
30/35020-10/250 CI220 1 .3 4.50 2.70 80-10-10-10/350 00040 1%.3% 6.90 4.14 * 40/350 200-100/150 C1224 PI • • 3% 5.00 3.00 80-60-40-20/350 00042 1 % .4Y. 6.40 3.84 ** 60/350 200-30/150 CI226 1 % • 3% 4.40 2.64 100-40-10-10/350 00044 1%.3% 7.60 4.56 
40/400 200-60/200 CI228 1%.4Y. 8.30 4.98 140-40-10-10/350 00046 1%x4Y. 7.90 4.74 
80/40020-10/300 CI230 1% x 3% 6.40 3.84 30-30-20-20/400 00050 1%x3 7.30 4.38 * 5/450 80-40/300 C1231 l¥.x3 4.15 2.49 * 50-40-30-20/400 00054 l%x4Y. 5.50 3.30 
10/450 20-10/25 CI232 1 .2 3.25 1.95 80-10-10-10/400 00058 1¥.x3% 7_05 4.23 * 10/45080-80/250 C1236 1'1' •• 3% 4.20 2.52 * 80-20-10-10/400 00060 1% x 3% 5.05 3.03 
20/450 40-10/250 CI240 1 % x 2 4.75 2.85 80-40-30-4/400 00065 l%x4Y. 5.80 3.48 * 20/45040-10/350 C1243 1% x 2Y2 3.50 2.10 * 5-5-5-5/450 00080 l%x2 3.00 1.80 * 20/450 80-10/350 CI246 l%x3% 4.25 2.55 ** 10-10-10-5/450 00088 1%x2 4.90 2.94 
30/450 100-25/25 CI250 Pis x 2 4.50 2.70 ** 10-10-10-10/450 00090 l%x2 3.35 2.01 * 40/450 90-50/150 CI260 1 % x 3 3.95 2.37 15-30-30-10/450 00100 l%x3 7_05 4.23 
60/45040-20/350 CI261 1% x 3% 6.90 4.14 15-30-30-30/450 00110 1% x 3% 7.95 4.77 * 80/45040-40/250 C1262 l¥.x4Y. 4.95 2.97 ** 20-10-10-10/450 00120 1% x 2Y2 3.70 2.22 
80/450 100-20/50 C1263 l%x3% 6.40 3.84 ** 20-20-20-20/450 00130 1¥.x3 4.70 2.82 
40/475 40-10/250 C1265 1'1'. x 2Y2 6.00 3.60 * 30-15-15-15/450 00140 1¥.x3 4.45 2.67 
40/47580-10/300 C1266 1% x 3% 7.20 4.32 ** 30-30-20-20/450 00144 1 % x 3% 5.20 3.12 
40/47520-20/450 C1268 1% x 3 6.75 4.05 * * 35-35-10-5/450 00150 1% x 3% 4.65 2.79 * 40/475 80-10/450 C1167 l¥.x4Y. 5.50 3.30 * 40-10-10-10/450 00160 1% x 3 4.15 2.49 
10/50080-10/150 C1269 1 .3% 4.30 2.58 * 40-20-10-10/450 00170 1¥.x3 4.45 2.67 

1 SECTION HV - 1 SECTION MV - 1 SECTION LV * 40-35-10-10/450 00171 1% x 3 4.80 2.88 * 40-40-4-4/450 00172 1% x 3% 4.70 2.82 
40/150 25/25 130/15 C1270 1 x 3 3.55 2.13 ** 40-40-20-20/450 00174 1%x4Vs 5.55 3.33 
50/150100/5020/25 C1274 1 x 3 4.30 2.58 ** 40-40-30-30/450 00176 1%x4Vs 6.05 3.63 * 80/25040/15050/50 C1280 1% .2Y2 2.90 1.74 ** 40-40-40-40/450 00177 1% x 5 6.45 3.87 
100/300 60/150.20/50 C1290 1% x 3 6.30 3.78 * 60-20-20-20/450 00177.4 l%x4Vs 5.65 3.39 
150/30060/200200/150 XC1295 1% x 4Y. 5.70 3.42 * 60-30-10-2/450 00177.6 1 % x 30/8 5.10 3.06 * 20/35050/100100/75 C1300 1 x3 3.10 1.86 

70-10-10-5/450 00178 1% x 30/8 7.15 4.29 ** 30/350 30/300 20/25 C1310 1 x 3 3_15 1.89 ** 80-10-10-10/450 00179 1% x 30/8 5.05 3.03 
50/35010/250500/5 C1320 1 % x 2Y2 5.40 3.24 * 20-20-10-10/475 00179.3 1% x 2Y2 4.35 2.61 ** 125/3505/200100/75 C1325 1'1'. x 30/8 5.30 3.18 * 20-20-20-20/475 00179.5 1 % x 3 5.20 3.12 
10/40050/35030/25 C1330 1 x 3 4.65 2.79 * 40-20-10-10/475 00179.7 1% x 3 5.10 3.06 
40/40080/350100/200 C1336 1%.30/8 7.95 4.77 * 10-10-10-10/500 00180 1% x 2 3_50 2.10 
60/40040/30020/25 C1340 1% x 30/8 6.30 3.78 * 40-40-8-8/500 00185 1% x 30/8 5.70 3.42 
10/45050/150100/25 C1350 1 x 3 4.15 2.49 * 10/45050/150100/75 C1355 1 x 3 3.25 1.95 3 SECTIONS HV-1 SECTION LV ** 10/45040/300 10/150 C1360 1% x 2 3.10 1.86 

20-20-20/15020/25 00190 1% x 2 4.35 2.61 10/45040/350100/50 C1366 1% x 30/8 5.10 3.06 
30-20-20/150200/10 00200 l%x2 4.65 2.79 

10/45030/40030/300 C1370 1% x 2Y2 5.05 3.03 * 30-30-30/150 40/25 00210 PI. x 2 3.10 1.86 
15/45020/35020/250 C1380 1 x 3 4.50 2.70 * 40-20-20/150 20/25 00220 l%x2 2_95 1.77 * 20/450 80/200 SO/50 C1385 l%x2Y2 3.40 2.04 * 40-40-20/150 200/10 00230 1% x 2 3.25 1.95 * 20/45060/250100/25 C1390 Pis x 2Y2 3.65 2.19 * 40-40-30/150 20/25 00240 1% x 2 3.10 1.86 
20/45015/35010/300 C1400 1 x 3 4.60 2.76 * 40-40-40/150 20/25 00250 H's x 2 3.15 1.89 
20/45080/350100/50 C1410 1% x 30/8 6.75 4.05 40-40-40/150 100/25 D0260 1% x 2 5.05 3.03 

* 30/450 15/35040/25 C1412 1¥.x2 2.40 1.44 * 40-40-40/150160/25 D0270 Pis x 2 3.55 2.13 * 50-20-20/150200/25 D0275 PI. x 2 3_50 2.10 * 30/45040/35050/25 C1414 1 .4Y. 2.90 1.74 * 50-30-30/150100/25 D0280 1% x 2 3.45 2.07 
30/45050/40040/25 C1420- 1% x 3 5.95 3.57 * 50-50-50/150 20/25 D0290 1¥.x2 3.55 2.13 * 40/450 40/150 130/50 C1430 1% x 3 3.75 2.25 ** 60-40-20/150 200/10 D0300 1¥.x2 3.50 2.10 
40/450100/15050/50 C1440 1% x 3 5.95 3.57 75-75-75/15030/25 D0310 1% x 3 6.45 3.87 
40/45050/35050/300 C1442 1% x 4Y. 7.30 4.38 ** 80-40-40/15040/25 D0325 1% x 2 3.60 2.16 * 60/450 80/40020/350 C1443 1% x 4Y. 5.65 3.39 ** 80-40-40/150100/25 D0330 1 % x 2Y2 3.75 2.25 

* 10/4754/35040/250 C1444 1% x 2 3.00 1.80 * 100-90-60/150200/25 D0336 l%x3 4.95 2.97 * 200-200-100/150 10/75 D0338 1¥.x4Y. 5.95 3.57 
10/4754/350100/50 C1445 1 x 2Y2 4.50 2.70 40:20- 10/25020/25 D0340 1¥.x2 5.10 3.06 * 10/475 40/450 100/200 C1445.3 1% x 3 4.20 2.52 80-60-40/25020/150 D0350 1% x 30/8 7.65 4.59 * 20/475 50/50 20/25 C1446 1 x 3 2.75 1.65 * 100-40-10/250 100/50 D0360 1'1'. x 30/8 5.15 3.09 
20/475 10/3505/150 C1448 1 x 2Y2 4_90 2.94 * 40-20-20/300 25/25 D0367 1% x 2 4.00 2.40 * 80/475 80/15050/50 C1449 1% x 4Y. 4_85 2.91 40-30-20/30050/25 D0368 l%x2 6.25 3.75 
10/500100/20040/50 C1450 1% x 2Y2 5.05 3.03 * 40-40-40/300 20/150 D0370 l%x3 4.90 2.94 

20/50020/30040/25 C1460 1¥.x2 4.65 2.79 * 60-40-20/300 50/25 D0380 1% x 3 4.65 2.79 * 120-40-40/300 10/250 00385 l%x4Y. 6.15 3.69 40/50040/250100/50 C1470 1 % x 3 6.45 3.87 * 150-20-10/300250/50 00387 1% x 4Y. 6.05 3.63 
40/50040/40025/50 C1480 1% x 3 6.45 3.87 150-30-30/300150/50 D0388 1¥.x4Y. 6.10 3.66 

4 SECTIONS - 1 VOLTAGE 10-10-10/35020/25 D0390 l%x2 4.45 2.67 
15-15-15/35050/50 D0400 1¥.x2 5.70 3.42 * * 40-40-40-30/150 D0010 l%x2 3.35 2.01 * 20-10-5/35020/25 D0410 1¥.x2 3.10 1.86 * 100-80-60-40/150 DOO14 l%x3 4.65 2.79 * 30-10-5/350 200/25 D0414 1% x 2 3.80 2.28 

200-200-60 30/175 XDOO15 1% x 4Y. 6.00 3.60 * 30-10-5/350100/200 D0416 1% x 2Y2 4.40 2.64 

* 40-20-10-10/300 00016 1 % x 2 3.95 2.37 * 30-20-5/350 100/200 D0418 1% x 3 4.70 2.82 
30-20-20/35020/25 D0420 1% x 2Y2 6.15 3.69 * 40-40-20-10/300 D0020 1% x 2Y2 4.55 2.73 * 40-40-20/350 20/25 D0430 l%x3 4.70 2.82 * 40-40-30-20/300 D0022 1% x 3 4.85 2.91 * 40-40-30/350 10/25 D0433 l%x3 4.95 2.97 * 60-40-10-10/300 D0024 1 % x 30/8 4.55 2.73 40-20-20/35025/25 D0440 1% x 2Y2 6.40 3.84 * * 150-100-10-5/300 D0025 1% x 4Y. 6.60 3.96 40-30-10/350 50/50 D0450 l%x3 6.60 3.96 
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SECTION 1500 

-----4ICORNELL-DUBILIER----

TWIST.PRONG BASE ELEC1ROLYTICS 
**BEST.5ELLING PREFERRED TYPE *PREFERRED TYPE 

3 SECTIONS HV - 1 SECTION LV 1 SECTION HV - 2 SECTIONS MV - 1 SECTION LV 

Single Section Rolational Size-Ins. list Net Single Section Rotatienal Size-tns. List ~et 
Cap./Yolts Stock No. Dia. x Lgth. Price Price Cap./Yolts Stock No. Di •. x Lgth. Price Price 

--- --- ---------* 40-40-40/350 40/25 D0460 1% x 3 $5.20 $3.12 25/450100-10/30060/50 D0768 1 % x 3% $8.40 $5.04 * 40-40-40/350 150/50 D0470 1% x 3% 5.70 3.42 30/450125-125/2530/450 D0770 1 % x 3 7.35 4.41 
70-40-10/350 50/50 D0471 1% x 3 5.25 3.15 30/45040-40/35010/200 D0780 1 % x 3% 7.75 4.65 
80-60-60/35010/50 D0472 l%x4Yo 9.30 5.58 40/45040-40/25020/25 D0782 1 % x 3 6.85 4.11 ** 90-30-5/350 100/75 D0473 1% x 3% 6.15 3.69 * 40/45040-40/30020/150 D0783 1 % x 3 4.90 2.94 * 100-10-10/35020/50 D0473.3 1 % x 3 5.15 3.09 * 60/450 80-40/25020/150 D0783.2 l%x4Y. 5.65 3.39 
100-20.10/35020/50 D0473.4 1 % x 3% 5.40 3.24 * 10/475 140-4/350 100/50 D0783.4 t% x 4Y. 5.30 3.1. ** 100.80-.10/35020/50 D0473.5 l%x4Yo 6.60 3.96 * 10/475 40-10/450 100/50 D0783.6 1 % x 3 4.30 2.58 * 100-40-30/35050/50 D0474 l%x4Y. 6.55 3.93 * 10/47550-30/45030/25 D0783.8 PI. x 3% 4.75 2.85 
140-20-10/350100/50 D0475 1% x 4Y. 9.25 5.55 5/500100-10/300200/150 D0784 1% x 3% 10.45 6.27 ** 20-10-10/40025/25 D0476 1% x 2 3.25 1.95 * 10/500 10-4/30020/25 D0784.8 1 % x 2 2.90 1.74 ** 80-40-10/40020/25 D0477 1% x 3% 5.30 3.18 * 10/500 100-10/300 100/25 D0785 1 % x 3% 4.90 2.94 ** 80-40-10/400 100/200 D0477.5 l%x4Y. 6.30 3.78 20/52540-20/450100/25 D0786 1 % x 3% 8.95 5.37 ** 80-40-30/40040/25 D0478 1% x 4Y. 5.95 3.57 

2 SECTIONS HV - 1 SECTION MV - 1 SECTION LV 90.20-10/40050/50 D0479 1% x 3% 5.40 3.24 
90-40-10/40040/25 D0479.2 1% x 3% 8.70 5.22 5-5/75 25/25 100/15 D0788 1% x 2 4.00 2.40 ** 10-10.10/45020/25 D0480 1% x 2 3.15 1.89 * 80-5/300 60/150 20/25 D0788.2 l%x2Y. 4.30 2.58 
10-10-10/450100/25 D0490 1 % x 2 5.05 3.03 * 140-10/300 10/150 100/50 D0788.3 1% x 3% 5.20 3.12 
10-10-10/450150/50 D0500 1% x 2Y2 5.55 3.33 * 30-30/350 50/300100/75 D0788.7 1% x 3 5.25 3.15 
15.10-10/450 20/25 D0504 1% x 2 4.95 2.97 50-30/3508/25020/200 D0789 1% x 2Y. 6.75 4.05 
20-10-10/450100/25 D0510 1% x 2 5.55 3.33 60-20/35080/150100/50 D0789.1 1% x 3 4.90 2.94 * 20-20-20/450 20/25 DOnO 1% x 2Y2 4.15 2.49 ** 60-40/350 60/250 20/150 D0789.2 1% x 3% 5.40 3.24 * 20-20.20/450100/50 D0530 1% x 3 4.55 2.73 ** 60-100/350 60/200 40/75 D0789.4 1% x 4Y. 6.55 3.93 
30-15.15/450 40/25 D0540 l%x2Y2 6.25 3.75 5-5/40050/30080/250 D0790 1% x 3 7.00 4.20 
30.20-20/45020/25 D0550 1% x 3 6.60 3.96 40-60/40040/35010/50 D0800 1% x 3% 8.65 5.19 * 30-30-10/450 125/25 D0555 1% x 3 4.50 2.70 ** 100-10/40020/35020/50 D0805 1% x 3% 5.45 3.27 * 30-30-1.5/450 30/50 D0560 1% x ~ 4.55 2.73 * 10-10/45060/200100/50 D0810 1 % x 3 3.85 2.31 
30-30-15/450100/50 D0570 1% x 3% 7.35 4.41 * 20-20/450 60/150100/25 D0816 1% x 2Y2 4.25 2.55 
30-30-20/450 20/25 D0590 1% x 3 7.00 4.20 * 35-25/450 20/200100/50 D0820 1% x 3% 4.65 2.79 
35-35-10/450 10/200 D0592 1% x 3% 6.90 4.14 * 40-40/450125/150125/25 D0825 1% x 4Y. 5.70 3.42 * 40-10-10/450250/25 D0600 1% x 3 4.65 2.79 10-5/47580/45040/50 D0830 1 % x 3% 7.45 4.47 
40-10-10/450100/200 D0602 1% x 3% 7.35 4.41 * 15-15/475 80/30040/50 D0840 1% x 3 4.80 2.88 
40-10-10/45040/300 D0604 1% x 3% 7.00 4.20 * 20-10/475 20/450 100/25 D0841 l%x2Y2 4.20 2.52 * 40-10-10/450 40/350 D0606 1% x 3 4.75 2.85 * 40-10/4754/35040/300 D0842 1% x 3 4.95 2.97 
40-20-10/450 25/25 D0610 1% x 3 6.40 3.84 

2 SECTIONS HV - 2 SECTIONS LV * 40-20-10/450 100/50 D0620 1% x 3% 4.60 2.76 * 40-20-10/450100/250 D0622 l%x4Y. 5.85 3.51 * 20.20/150 160-40/25 XD0844 1% x 2 3.20 1.92 * 40-20.20/450 20/25 D0624 1% x 3 4.60 2.76 40-40/150 40-40/25 D0850 1% x 2 4.60 2.76 * 40-20-20/45040/25 D0630 1% x 3 4.65 2.79 40-40/150 100-100/25 D0860 1% x 2 5.05 3.03 ** 40-30-10/450 20/25 D0640 1% x 3 4.50 2.70 * 50-20/150 150-30/15 XD0862 1% x 2 3.20 1.92 ** 40-40-10/45025/50 D0650 1% x 3% 4.70 2.82 140-40/150 50-30/50 XD0864 l%x2Y2 5.25 3.15 * 40-40-10/450 50/50 D0655 1% x 3% 4.80 2.88 ** 100-10/300200-30/150 D0866 1% x 5 5.90 3.54 ** 40-40-10/450 100/100 D0660 1% x 3% 5.35 3.21 * 60-4/350 100-40/25 D0868 1 % x 2Y2 3.80 2.28 
40-40-10/450 10/350 D0662 1% x 3% 7.20 4.32 60-40/35060-20/200 D0869 1% x 3% 7.00 4.20 * 40-40-20/45020/25 D0663 1% x 3% 5.00 3.00 40-10/40080-10/250 D0870 1% x 3% 7.05 4.23 ** 40-40-40/45040/25 D0663.2 1% x 3% 5.50 3.30 ** 100-10/40030-20/50 D0875 1% x 3% 5.10 3.06 
50-40-5/45020/25 D0664 1% x 3% 7.20 4.32 10-10/45020-20/25 D0880 1% x 2 4.45 2.67 * 60-10-10/450 20/150 D0670 1% x 3 4.60 2.76 * 20-20/45020-20/25 D0890 1% x 2 3.55 2.13 
60-30-30/450 150/50 D0671 l%x4Y. 5.80 3.48 20-20/45030-30/350 D0900 1% x 3 7.60 4.56 * 60-40-10/450 25/50 D0672 1% x 3% 5.25 3.15 30-10/450 150-30/50 D0906 1% x 3 6.15 3.69 * 60-40-40/450 10/25 D0674 1% x4Y. 6.00 3.60 40-10/45035-10/350 D0910 1% x 3 6.90 4.14 * 60-50-5/45020/25 D0676 1% x 3% 5.35 3.21 40-20/450 80-10/350 DD912 l%x4Yo 8.70 5.22 
40-10-20/47510/25 D0680 1% x 3 7.30 4.38 * 40-40/450 100-60/200 D0914 l%x4Y. 6.05 3.63 * 20-20-10/500 10/300 D0690 1% x2Y2 4.30 2.58 ** 40-40/450 30-30/350 D0920 l%x4Yo 5.90 3.54 * 50-30-10/500 20/300 D0692 1% x 3% 5.60 3.36 

1 SECTION HV - 1 SECTION MV - 2 SECTIONS LV 
1 SECTION HV - 3 SECTIONS LV 

100/30040/5080-20/25 D0922 l%x2Y. ' 6.85 4.11 ** 10/300200-140-30/150 D0694 1% x 5 5.10 3.06 40/350 100/250 100-25/50 D0924 1% x 3% 6.30 3.78 * 10/300200-200-30/1.50 XD0694.5 1% x 5 5.35 3.21 20/40050/35080-40/25 D0926 l%x2Y. 6.25 3.75 ** 160/35060-10-4/300 XD0695 l%x4Y. 6.40 3.84 * 80/450 10/40040-30/300 D0927 ·1%x4Y. 5.80 3.48 * 5/475 70-25-5/400 D0695.3 1% x 3% 5.05 3.03 ** 30/50010/450150-30/50 D0928 1% x 3 4.20 2.52 * 10/450 100-20-20/300 D0695.5 1% x 3 5.25 3.15 * 10/475 130-20-10/350 D0695.7 1% x 4Y. 6.00 3.60 ALL SECTIONS DIFFERENT VOLTAGE 
20/47560-40-10/350 D0696 1% x 3% 7.80 4.68 * 100/30060/20010/15020/50 D0929 1% x 3 5.35 3.21 * 30/475130-10-10/350 D0697 1% x 4Yo 6.40 3.84 120/30020/25020/25100/50 D0930 1% x 4Yo 7.60 4.56 * 20/500 80-20-10/300 D0698 1% x 3% 5.00 .3.00 * 200/300 20/250 20/25100/50 D0940 1% x 5 5.80 3.48 

1 SECTION iiv - 2 SECTIONS MV - 1 SECTION LV 
20/35040/300 10/150 250/50 D0950 1% xl 6.90 4.14 * 20/350150/30010/250250/50 Doll51 1% x 4Y. 6.10 3.66 

5/75 25-25/25 100/15 D0700 1% x 2 4.15 2.49 10/400100/30010/75100/25 D0952 1% x 3 6.70 4.02 * 20/300 150-150/150 100/30 D0710 1 % x 4Yo 5.30 3.18 30/45040/30050/250 200/150 D0952.5 1% x 4Y. 9.00 5.40 
15/350 80-4Q/200 200/25 D0720 1% x 3 6.75 .4.05 * 10/45040/350100/250100/50 D0953 1% x 3 5.55 3.33 
20/350150-80/15020/25 D0722 1% x 3 6.85 4.11 60/45040/25010/15080/50 D0956 1% x 3% 7.20 4.32 
40/35050-20/15080/50 D0724 1% x 3 6.10 3.66 80/45010/40030/30040/150 D0960 1% x 4Y. 7.90 4.74 
10/40050-30/35030/25 D0730 1% x 3 6.60 3.96 * 10/47540/35080/300100/100 D0961 1% x 4Yo 5.55 3.33 * 20/400 50-40/350 80/50 D0730.4 1% x 3 5.00 3.00 10/47540/35080/200100/50 D0962 1% x 3% 7.20 4.32 
30/400 60-20/350.1 00/50 D0731 1% x 3 6.80 4.08 10/47540/400100/5010/25 D0964 1% x 2Y2 6.00 3.60 * 40/400120-10/250150/50 D0731.3. 1% x 4Y. 5.90 3.54 * 10/475 40/4004/350100/50 D096.6 1% x 2Y. 4.05 2.43 
80/40040-10/35010/25 D0732 1% x 3% 7.95 4.77 10/47510/45080/20050/60 D0970 1% x 2Y2 5.80 3.48 
50/40060'40/35020/25 D0733 1% x 3% 7.35 4.41 * 10/475 60/45030/400 125/50 D0980 1% x 4Yo 5.45 3.27 
lO/450 100-20/30020/200 D0736 1% x 3% 7.60 4.56 * 20/475 40/300 100/5080/25 D0990 1% x 3 4.50 2.70 * 10/45060-40/35025/25 D0740 1% x 3% 4.60 2.76 * 20/47540/35080/200100/100 DO!,95 1% x 4Y. 5.45 3.27 * 10/450 100-10/35020/25 D0750 1% x 3% 5.25 3.15 * 25/475 20/45020/300100/50 D0997 1% x 3 4.60 2.76 * 20/450 80-20/200 SO/50 D0760 1% x 3 4.15 2.49 25/47520/45040/300100/50 Dl000 1% x 3 7.45 4.47 * 20/450 80-50/350 100/50 D0764 1% x 4Yo 6.00 3.60 * 40/475 40/250 50/150 80/50 Dl004 1% x 3% 5.00 3.00 
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SECTION 1500 

I------~ORNELL-DUBILIER'---

MINIATURIZED ELECTROLYTICS 
FOR 

TRANSISTORIZED AND PRINTED CIRCUITRY 

PHENOLIC·CASED SINGLES 

PARALLEL LEADS ECPB ~~~. Cap. Size-Inches t List Net 
MId. Diem. x length Price Price ----

IS WVDC 
ICP.401 1 %x % $1.45 $.87 
ICP.402 2 %x % 1.45 .87 
ICP.403 3 %x % 1.45 .87 
ICP.404 4 %x % 1.45 .87 
ICP.405 5 %x % 1.50 .90 
ICP.406 6 %x % 1.50 .90 
ICP.407 8 %x % 1.50 .90 
ICP.408 10 %x % 1.50 .90 
ICP.409 15 %x % 1.55 .93 
ICP.410 20 %x % 1.55 .93 
ICP.411 25 %x % 1.55 .93 
ICP.412 30 %x % 1.55 .93 
ICP.413 35 %x * 1.55 .93 ECPB 
ICP.414 40 %x % 1.60 .96 
ICP.415 50 %x % 1.65 .99 
ICP.416 75 l1ax % 1.80 1.08 
ICP.417 100 '12 x % 1.95 1.17 Type ECPB is an aluminum foil electrolytic capacitor embedded ICP.418 125 V. x 1 2.00 1.20 

and sealed into a premolded phenolic case with single-ended. ICP.419 150 '12 x I'll 2.05 1.23 
parallel lead termination. A special cast-resin sealer is em- ICP.420 175 V.xl'A 2.10 1.26 
ployed which farms a moisture-tight seal and anchor for the ICP.421 200 '12xl'A 2.20 1.32 

pull-proof leads. This construction is especially well suited to 25 WVDC 
printed baard assemblies and because of its ultra-small size. is ICP.601 1 %x % 1.50 .90 
ideal for compact transistor circuitry. ICP.602 2 %x % 1.50 .90 

ICP.603 3 %x % 1.55 .93 
Scrupulous selection of high-purity materials and precise fabri- ICP.604 4 %x % 1.65 .99 
cation assure a unit of the highest dependability. ICP.605 5 %x % 1.65 .99 

ICP.606 6 %x % 1.65 .99 
TEMPERATURE RANGE: - 200 e. fo +65°e. ICP.607 8 %x % 1.65 .99 

ICP.608 10 %x % 1.65 .99 
TOLERANCE: -10%. +150% ICP.609 15 %x % 1.65 .99 

ICP.610 20 %x % 1.65 .99 
ICP.611 25 %x % 1.65 .99 

SINGLES ICP.612 30 l1ax * 1.70 1.02 
ICPB 613 35 ,At; x % 1.75 1.05 

ECPB ~~:. Cap. Size--Jnches t List Net ECP.614 40 l1ax % 1.75 1.05 
MId. Diam. x Length Price Price ICP.615 50 V.X % 1.75 1.05 

ICP.616 75 '12 x 1 1.95 1.17 3 WVDC 
ICP.617 100 '1.xl'A 2.00 1.20 ICP.15 50 %x % $1.55 $ .93-

ICP. 16 75 %x * 1.70 1.02 50 WVDC 
ICP.17 100 %x % 1.75 1.05 ICP.806 6 %x % 1.65 .99 
ICPS 18 125 ,,{. x % 1.75 1.05 ICP.807 8 %x % 1.65 .99 
ICP.19 150 l1ax % 1.75 1.05 ICP.808 10 %x % 1.65 .99 
ICPS 20 175 V.X % 1.80 1.08 ICP.809 15 %x % 1.65 .99 
ICPS 21 200 V.X % 1.80 1.08 ICP.810 20 l1ax * 1.65 .99 
ICPS 22 250 '12 x 1 1.95 1.17 ICPB 811 25 l1ax % 1.65 .99 
ICPS 23 'I. x I'll 2.00 1.20 ICP.812 30 l1ax % 1.70 1.02 300 

ICPB 813 35 'I. x % 1.75 1.05 ICPS 24 350 V.xl'A 2.05 1.23 
ICP.814 40 V.X % 1.75 1.05 
ICP.815 50 'I. x 1 1.75 1.05 6 WVDC ICP.816 75 '1.xl'A 1.95 1.17 ICPS 113 35 %x % 1.50 .90 

ICPS 114 40 %x % 1.50 .90 75 WVDC 
ICPS 115 50 %x * 1.55 .93 ICP.- 901 %x % 1.25 .75 
ICPS 116 75 %x % 1.70 1.02 ICPB 902 2 %x % 1.25 .75 
ICPS 117 100 l1ax * 1.75 1.05 ICP.903 3 %x % 1.25 .75 
ICPS 118 125 V.X % 1.80 1.08 ICPB 904 4 %x * 1.25 .75 
ICPS 119 150 '12 x % 1.90 1.14 ICP.905 5 %x % 1.30 .7. 

ICP.906 6 ,,{. x * 1.30 .7. ICPS 120 175 V. x 1 1.90 1.14 
ICP.907 8 l1ax % 1.30 .7. ICP.S 121 200 '12 x 1 1.95 1.17 ICPB 908 10 l1a x 1 1.35 .S1 ICPS 122 250 'I. xl'll 2.00 1.20 ICPS 910 15 V. x 1 1.35 .81 ECPS 123 300 '12xl'A 2.10 1.26 ECP.911 20 'I. x I'll 1.35 .81 

tLEAD SPACING = Nominal .168" lor %" or 'l'16" Dia. cases; .283" lor Ih" Dia. cases. 
LEAD LENGTH = 3,4" Min. - #22 AWG tinned copper. 
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SECTION 1500 

----..CORNELL-DUBILIER----

MINIATURIZED ELECTROLYTICS 
FOR 

TRANSISTORIZED AND PRINTED CIRCUITRY 

ALUMINUM-CASED 
PARALLEL LEADS 

ECPAN - ECPAP 

Types ECPAN and ICPAP are DUAL SECTION versions of the 

type ECPI. The dual types are housed in a tubular aluminum 

case as compared with the phenolic cased ECPI. Otherwise 

they are electrically and physically similar to type ECPI. 

Type ECPAN are COMMON NEGATlVE·Dual Anode capacitors. 

Type ECPAP are COMMON POSITIVE· Dual Cathode capacitors. 

"AU ·NOMINAL LEAD SPACING: Dimension 

For '12" Diameter case = 7132" 
For 'I,," Diameter case = '/4" 
For %" Diameter case = '/32" 
For 31.." Diameter case = "/32" 
For 1" Diameter case = 7/,," 

®" .. 
A'A t-;-, 

*NOMINAL LEAD LENGTH: '12" 

DUALS 

COMMON NEGATIVE - DUAL ANODE 

ECPAN Cat, 
No. 

ICPAN 

ICPAN 2 

ICPAN 3 

ICPAN 4 

iCPAN 5 

ECPAN 6 

ICPAN 7 

ICPAN 8 

ECPAN 9 

ECPAN 10 

ICPAN II 

ICPAN 12 

ICPAN 13 

ICPAN 14 

Cap. 
Mfd. 

25-25 

50-25 

100-25 

30-30 

50-50 

100-50 

100-100 

25-25 

50-25 

100-25 

30-30 

50-50 

100-50 

100-100 

Size-Inches* 
Diom. x Length 

10 WYDC 

Vi x 'Y4 

Y2 x 'Y4 

Vi x ~ 

Vi x 'Y4 

Y2 X 'Y4 
'!{ox ~ 

'!{ox % 

15 WYDC 

Y2X * 
Vi x 'Y4 
'!{ox ~ 

Vi x * 
Vi x 'Y4 
'!{ox ~ 

%xl 

list 
Price 

$2,05 

2.15 

2.30 

2.40 

2.15 

2.50 

3.00 

2.60 

2.B5 

3.05 

2.70 

2.95 

3.20 

3.30 

Net 
Price 

$1.23 

1.29 

1.38 

1.44 

1.29 

1.50 

1.80 

1.56 

1.71 

1.83 

1.62 

1.77 

1.92 

1.98 

DUALS 

COMMON NEGATIVE - DUAL ANODE 

ECPAN Cot. Cop. Siz:e~lnches* List 
No. Mfd. Diam. x Length Price 

25 WVDC 

ECPAN 15 25-25 Y2 x ~ $3.40 

ECPAN 16 50-25 '!{ox ~ 3.50 

ECPAN 17 100-25 %xl 3.65 

ECPAN 18 30-30 '!{ox 'Va 3.45 

ECPAN 19 50-50 %x 1 3.55 

ECPAN 20 100-50 % x 11,4 3.75 

ECPAN 21 100-100 % x lVi 4.20 

ECPAN 22 250-250 1 x lY. 5.40 

SO WYDC 

ECPAN 23 25-25 '!{ox ~ 3.70 

ECPAN 24 50-25 %x 1 3.95 

ECPAN 25 SO-50 'Y4 x 1 4.20 

ECPAP COMMON POSITIVE-DUAL CATHODE 

ECPAP 

ECPAP 2 

ECPAP 3 

ECPAP 4 

ECPAP 5 

ECPAP 6 

ECPAP 7. 

ECPAP 8 

ECP",P 9 

ECPAP 10 

ECPAP I I 

ECPAP 12 

ECPAP 13 

ECPAP 14 

ECPAP 15 

ECPAP 16 

ECPAP 17 

ECPAP 18 

ECPAP 19 

ECPAP 20 

ECPAP 21 

ECPAP 22 

ECPAP 23 

ECPAP 24 

ECPAP 25 

25-25 

50-25 

100-25 

30-30 

50-50 

100-50 

100-100 

25-25 

50-25 

100-25 

30-30 

50-50 

100-50 

100-100 

25-25 

50-25 

100-25 

30-30 

50-50 

100-50 

100-100 

250-250 

25-25 

50-25 

50-50 

lOWYDC 
Vix 'Y4 

Vix 'Y4 

Vi x ~ 

Y. x 'Y4 

Y. x 'Y4 

~w x "Va 

~16 x ¥a 

IS WYDC 

Y2 x 'Y4 

Y2 x 'Y4 

%;x % 
Y. x 'Y4 

Y. x 'Y4 

'!{ox % 
%x 1 

25 WYDC 

Vi x ~ 

~.x ~ 

%x 1 

'!{ox % 
0/. x 1 

% x 11,4 

% X lV2 

1 X lY2 

50WYDC 

'!{ox ~ 

%xl 

'Y4 x 1 

$2.45 

2.70 

2.85 

2.60 

2.70 

3.00 

3.60 

2.55 

2.55 

2.70 

2.95 

3.20 

3.45 

3.65 

3.65 

3.85 

4.00 

3.80 

3.90 

4.15 

4.55 

5.95 

4.10 

4.35 

4.55 

Net 
Price 

$2.00 

2.10 

2.20 

2.07 

2.13 

2.25 

2.52 

3.24 

2.22 

2.37 

2.52 

$1.77 

1.62 

1.71 

1.56 

1.62 

1.80 

2.16 

1.53 

1.53 

1.62 

1.77 

1.92 

2.07 

2.19 

2.19 

2.31 

2.40 

2.28 

2.34 

2.49 

2.73 

3.57 

2.46 

2.61 

2.73 
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SECTION 1500 

ORNELL-DUBILIER'---

MOLDED MYLAR· 
TUBULARS 

PM 

CDE type PM is a MYLAR" dielectric, high temperature, moisture 
resistant molded tubular capacitor. The thermoset molded case 
is tough and non-inflommable. The Mylar dielectric assures de­
pendable operation under high humidity conditions, and it 
exhibits very high insulation resistance. Low RF impedance of 
these capacitors makes them ideal for all general bypass and 
caupling applications. High stability under changes in tempera­
ture makes these capacitors excellent replacements in tuned 
circuits. 

TOLERANCE: ± 10"10 

TEMPERATURE RANGE: -55°C to +130°C. 

Derate voltage by 10"10 at 100°C; by 50"10 at 130°C. Full rating 
at 85°C. 

PM 252 

PM 2547 

PM 255 

PM 2P1 

PM 2P15 

PM 2P22 

PM 2P25 

PM 2P47 

PM 2P5 

PM 2Wl 

PM 451 

PM 4512 

PM 4515 

PM 4518 

PM 4522 

PM 4525 

PM 4527 

PM 4533 

PM 4539 

PM 4547 

PM 455 

PM 4556 

PM 4568 

PM 4582 

PM 4P1 

PM 4P12 

PM 4P15 

PM 4P18 

PM 4P22 

PM 4P25 

·Cuponl TM. 

Cap. 
Mid. 

.02 

.047 

.05 

.10 

.15 

.22 

.25 

.47 

.50 

1.00 

.01 

.012 

.015 

.018 

.022 

.025 

.027 

.033 

.039 

.047 

.05 

.056 

.068 

.082 

.10 

.12 

.15 

.18 

.22 

.25 

Dimensions-Inches List Net 
Diameter x length Price Price 

200 V. D.C.W. 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

Uo x 1!.4 

V2 x1 V2 

%xlV2 

%xl% 

¥a x 1% 

¥a x 1% 

~ x 2!.4 

400 V. Ii.c.w. 
~,x 1 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

Uo x 1!.4 

Uo x 1!.4 

%xl!.4 

?is xl!.4 

V2 x 1Y2 
V2xl% 

V. x Ph 
V2xlV2 

'Il x 1% 

9-16 x lU6 
% x 1% 
¥a x 1% 
¥a x l¥o 

$.25 

.25 

.25 

.35 

.35 

.40 

.40 

.60 

.60 

1.05 

.25 

.25 

.25 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.35 

.35 

.35 

.40 

.40 

.40 

.45 

.50 

$.15 

.15 

.15 

.21 

.21 

.24 

.24 

.36 

.36 

.63 

.15 

.15 

.15 

.18 

.18 

.18 

.18 

.18 

.18 

.18 

.18 

.18 

.21 

.21 

.21 

.24 

.24 

.24 

.27 

.30 
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PM Cal. 
No. 

PM 4P27 

PM 4P33 

PM 4P39 

PM 4P47 

PM 4P5 

PM 4P56 

PM 4P68 

PM 4P82 

PM 4W1 

PM 6D1 

PM 6D12 

PM 6D15 

PM 6D18 

PM 6D22 

PM 6D27 

PM 6D33 

PM 6D39 

PM 6D47 

PM 6D5 

PM 6D56 

PM 6D68 

PM 6D82 

PM 651 

PM 6512 

PM 6515 

PM 6518 

PM 6522 

PM 6525 

PM 6527 

PM 6533 

PM 6539 

PM 6547 

PM 655 

PM 6556 

PM 6568 

PM 6582 

PM 6P1 

PM 6P12 

PM 6P15 

PM 6P18 

PM 6P22 

PM 6P25 

PM 6P27 

PM 6P33 

PM 6P39 

PM 6P47 

PM 6P5 

PM 6"6 

Cap. 
Mid. 

.27 

.33 

.39 

.47 

.50 

.56 

.68 

.82 

1.00 

.001 

.0012 

.0015 

.0018 

.0022 

.0027 

.0033 

.0039 

.0047 

.005 

.0056 

.0068 

.0082 

.01 

.012 

.015 

.018 

.022 

.025 

.027 

.033 

.039 

. 047 

. 05 

.056 

.068 

.082 

.10 

.12 

.15 

.18 

.22 

.25 

.27 

.33 

.39 

.47 

.50 

.56 

Dimensions-Inches 
Dia meter x Length 

400 'I. D.C.W. 
(Conl'd) 

¥a x 1% 

'U, x 1'>fo 
'u,; x 11>fo 
~ x 2!.4 

~ x 2!.4 

* x 2!.4 
lx2Ya 

lx2Ya 

1 x 2Ya 

600 V. D.C.W. 

>fox 1 

>fox 1 

>fox 1 

>fox 1 

>fox 1 

~,x 1 

>fox 1 

';(, x 1 

>fox 1 

>fox 1 

>fox 1 

>fox 1 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

o/a x 1!.4 

!{, x 1!.4 

Uo x 1!.4 

!{, xl!.4 

Uo xl!.4 

Uo x 1!.4 

V2 x 1Y • 
V.xlV • 

V2 x lV2 

V. X 1Y. 
V. X 1Y. 
% x 1% 

% x 1% 
¥a x 1% 

¥a x 1% 

¥a x l¥o 
Iu,; x 1'~, 

IU, X 1'~6 

* x 2!.4 

* x 2!.4 * x 2!.4 

* x 2!.4 

1 x 2V. 

list 
Price 

.55 

.60 

.65 

.75 

.75 

.80 

.90 

1.00 

1.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.30 

.30 

.30 

.30 

. 30 

.30 

.30 

.30 

.30 

.35 

.35 

.40 

.40 

.40 

.45 

.45 

.45 

.45 

.50 

.60 

.70 

.75 

.80 

.. 90 

1.00 

1.25 

1.25 

1.30 

Nel 
Price 

.33 

.36 

.39 

.45 

.45 

.48 

.54 

.60 

.75 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.18 

.18 

.18 

.18 

.18 . 

.18 

.18 

.18 

.18 

.21 

.21 

.24 

.24 

.24 

.27 

.27 

.27 

.27 

.30 

.36 

.42 

.45 

.48 

.54 

.60 

.75 

.75 

.78 
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SECTION 1500 

----cCORNELL-DUBILIER----

··BLACK CAT·· MOLDED KRAFT-MYLAR* TUBULARS 
Dual dielectric, molded tubular of Mylar and Kraft assuring high 

temperature operation, exceptional resistance to moisture and 

high reliability. 

CDE's exclusive "FIXFIL" impregnant (a solid thermosetting com­

pound) together with a rugged molded plastic case, make PKM 

ideal for the mast exacting and rugged services. 

For operation at temperatures from _40°C to + 12SoC - with­

out Derating. 

TOLERANCE: ± 10%. 

1000 V. D.C. Working 

Cat. Cap. Size-Inches List Net 
Na. Mfd. Diam. x Length Price Price 

----
PKM 10Dl .001 %; x I $.50 $.30 
PKM 10D5 .005 % x 1\4 .50 .30 
PKM 10D68 .0068 ,,{. x 1\4 .50 .30 
PKM 1051 .01 %, x 1\4 .50 .30 
PKM 10515 .015 Y. x 1\12 .50 .30 
PKM 10522 .022 Y. x IY. .50 .30 

PKM 10533 .033 \l2xIY. .50 .30 
PKM 10547 .047 %;xl%; .60 .36 
PKM 1055 .05 %; x I~. .60 .36 
PKM 10568 .068 %xl% .70 .42 
PKM 10Pl .1 lUs x Il%; .75 .45 

'DuPont TM 

Cat. 
No. 

PKM 16Dl 
PKM 16D15 
PKM 16D22 
PKM 16D33 
PKM 16D47 
PKM 16D5 
PKM 16D68 
PKM 16D82 
PKM 1651 
PKM 16515 
PKM 16522 
PKM 16533 
PKM 16547 
PKM 1655 

PKM 60TS 
PKM 60Dl 
PKM 60D5 

PKM lOOTS 

PKM 125T25 

1600 V. D.C. Working 

Cap. Size-Inches list Net 
Mfd. Diam. x Lel1gth Price Price 

.001 % x 1\4 $.65 $.39 

.0015 % x 1\4 .65 .39 

.0022 % x 1\4 .65 .39 

.0033 % x 1\4 .65 .39' 

.0047 % x 1\4 .65 .39 

.005 % x 1\4 .65 .39 

.0068 11. x 1\4 .65 .39 

.0082 l{,xl\4 .65 .39 

. 01 Y.xIY • .70 .42 
• 015 Y.xIY • .70 .42 
.022 %xl% .70 .42 
.033 %xl% .70 .42 
.047 %xl% .90 .54 
.05 %x 1% .90 .54 

6000 V. D.C. Working 
.0005 

I 
Y.xIY. 1.35 .81 

.001 %;xl%; 1.35 .11 

.005 ll1. x Il%; 1.35 .11 

10,000 V. D.C. Working 
.0005 I Y.xIY. 1.50 .90 

12,500 V. D.C. Working 
.00025 I \12 x 1\12 1.70 1.02 

QUIETORE® Interference Suppression FILTERS 

COAXIAL CAPACITORS and 
Vehicular Bypass Capacitors 

for Mobile Radio Moise Suppression 

NFF-OSSB NFF-3ISD 
NFT-I F246 

MC-8D98 

Specially designed to suppress radio interference at frequencies, where 
standard ignition capacitors are relatively ineffective. Type NFF-OSSB is 
for generator and ignition coil suppression, and Types NFF-3ISD and 

NFT-I F246 are for voltage regulator noise suppression. Type NFT-1 D086 

is similar to NFF-31SD, except that it has wire leads instead of screw 
terminals. 

Type MC-8D98 is a specially designed, metal-clad vehicular bypass ca­
pacitor, for use on fans, motors, etc. 

Cat. Dia. x Length List Net 
Na. Mfd. V.D.C.W. Amp. Inches Price Price 

--------- ------
NFP-0551 0.5 50 40 I x P!16 $3.50 $2.10 
NPF-315D 0.1 600 20 lUs x P!16 2.95 1.77 
NFT-1P246 0.25 200 20 % X2l~ 4.50 2.70 
NPT-1DOI6 0.1 600 20 lUs X IUs 2.60 1.56 
MC-ID91 0.1 100 lUs x 1% 2.38 1.43 

© U.C.P., Inc. Net 

IF-6 1F-21 1F-20 

RADIO, TV AND APPLIANCE "QUIETONES" 

RATING - 110 V. A.C. - D.C. - 5 AMPS 

Cat. Radio and Electrical List Net 
No. Appliance Uses Price Price 

---
1F-4 Small radios, portables. $1.25 $.75 

Low intensity noise. 
---

1F-5 Small electric appliances. 1.25 .75 
Low intensity interference. 

---
1F-6 All home appliances. 1.95 1.17 

Low intensity interference. 
---

IF-18 All radios and appliances 9.20 5.52 
with severe interference. 

---
IF-19 All types home appliances 7.70 4.62 

with severe interference. 
---

IF-20 Small appliances with very low .85 .51 
interference. 

---
IF-21t Electric barber clippers, shavers, 4.40 2.64 

small appliances. 

t IF-21 rated at 1.6 amps. 
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SECTION 1500 

---~L.;ORNELL-DUBILIER---

PAPER.MYLAR* DIELECTRIC 
SIDE.LEAD TUBULARS 

DPMS ~~~. Cap. 
Mid. 

Size-Inches 
Diam. x Length 

List Net 
Price Price 

:: -----------1---------1-----------1------------

DPMS 

Type DPMS is unique in that it is constructed with TWO dielec­
trics - Mylar' Palyester Film and a film af the very highest 
grade paper. The combination of the two thus provides the 
best features of both -* HIGH TEMPERATURE OPERATION * HIGH INSULATION RESISTANCE * HIGH RELIABILITY 

* COMPACT - SPACE SAVING * IDEAL For Printed and Transistorized Circuitry 

"FIXFIL" impregnant, a CoD exclusive. assures stability of 
temperature characteristics. This solid thermosetting compound 
will not crack. soften or flow. even at maximum operating 
temperatures. 

The DPMS has a "dipped" rock-hard casing which holds wire 
leads rigidly at fixed spacings. This tough. durable material has 
high humidity resistance. high dielectric strength against ground­
ing and is unaffected by accidental contact with soldering iron. 
The crimped side-leads are space saving and permit uniform 
mounting of units parallel to the plane of the chassis or printed 
wiring board. 

Case 
Length 

.690 

.855 

.870 

LEAD SPACING-INCHES 

Lead 
Spacing 

.250 

.438 

.438 

Case 
Length 

1.150 
1.160 
1.180 

Lead 
Spacing 

.719 

.719 

.719 

TEMPERATURE RANGE: -55°C to +125°C 

Case 
Length 

1.300 
1.560 
1.600 

Lead 
Spacing 

.844 
1.094 
1.094 

. Derate Working Voltage by 25% 
for over +l00°C operation. 

TOLERANCE: ± 10% 

DPMSCat. 
No. 

DPM5252 
DPM52547 
DPM5255 
DPM52PI 
DPM52P15 

DPM52P22 
DPM52P25 
DPM52P47 
DPM52" 

DPM5451 
DPM54515 
DPM5452 
DPM54522 
DPM54533 

*DUPONT-TM 

Cap. 
Mid. 

.02 
.047 
.05 
.10 
.15 

.22 

.25 

.47 

.5 

.01 

.015 

.02 

.022 

.033 

Size-Inches 
Diam. x Length 

200 W.V.D.C. 
.350 x .855 
.450 x .855 
.450 x .855 
.470 x 1.180 
.540 x 1.180 

.590 x 1.300 

.620 x 1.300 

.730 x 1.600 

.730 x 1.600 

400 W.V.D.C. 
.39.Q,'x .690 
.430 x .690 
.390 x .855 
.400 x .855 
.440 x .855 
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List Net 
Price Price 

$.25 
.30 
.30 
.35 
.40 

.45 

.45 

.60 

.60 

.25 

.25 

.30 

.30 

.30 

$.15 
.18 
.18 
.21 
.24 

.27 

.27 

.36 

.36 

.15 

.15 

.18 

.18 

.18 

Net 

DPM54547 
DPM5455 
DPM54568 
DPM54PI 
DPM54P15 

DPM54P22 
DPM54P25 

DPM56DI 
DPM56DI2 
DPM56D15 
DPM56D2 
DPM56D22 

DPM56D25 
DPM56D27 
DPM56D3 
DPM56D33 
DPM56D39 

DPM56D4 
DPM56D47 
DPM56D5 
DPM56D56 
DPM56D6 

DPM56D68 
DMP56D75 
DPM56D8 
DPM56D82 
DPM5651 

DPM56512 
DPM56515 
DPM5652 
DPM56522 
DPM56525 

DPM56527 
DPM5653 
DPM56533 
DPM56539 
DPM5654 

DPM56547 
DPM5655 
.DPM56556 
DPM5656 
DPM56568 

DPM56575 
DPM56582 
DPM56PI 
DPM56P15 
DPM56P2 

DPM56P22 
DPM56P25 

DPM516DI 
DPM516D15 
DPM516D18 
DPM516D2 
DPM516D22 

DPM516D25 
DPM516D3 
DPM516D33 
DPM516D4 
DPM516D47 

DPMS 16D5 
DPM516D6 
DPM516D7 
DPM516D75 
DPM516D8 

DPM51651 
DPM516515 
DPM51652 
DPM516522 
DPM516525 

DPM51653 
DPM516533 
DPM51654 
DPM516547 
DPM51655 

.047 

.05 

.068 

.10 

.15 

.22 

.25 

.001 

.0012 

.0015 

.002 

.0022 

;0025 
.0027 
.003 
.0033 
.0039 

.004 

.0047 

.005 
.0056 
.006 

.0068 

.0075 

.008 

.0082 

.01 

.012 

.015 

.02 

.022 

.025 

.027 

.03 

.033 

.039 

.04 

.047 

.05 

.056 

.06 

.068 

.075 

.082 

.10 

.15 

.20 

.22 

.25 

.001 

.0015 

.0018 

.002 

.0022 

.0025 

.003 

.0033 

.004 

.0047 

.005 

.006 

.007 

.0075 

.008 

.01 

.015 

.02 

.022 

.025 

.03 

.033 

.04 

.047 

.05 

400 W.V.D.C. 

.415 x 1.150 

.415 x 1.150 

.440 x 1.180 

.520 x 1.180 

.560 x 1.300 

.620 x 1.560 

.650 x 1.560 

600 W.V.D.C. 

.340 x .690 

.340 x .690 

.340 x .690 

.340 x .690 

.340 x .690 

.350 x .690 

.370 x .690 

.370 x .690 

.370 x .690 

.370 x .690 

.370 x .690 

.400 x .690 

.400 x .690 
_415 x .690 
.415 x .690 

.430 x .690 

.370 x .870 

.370 x .870 

.370 x .870 

.390 x .870 

.400 x .870 

.415 x .870 

.445 x .870 

.470 x .870 

.400 x 1.150 

.415 x 1.150 

.415 x 1.150 

.430 x 1.150 

.470 x 1.1 SO 

.470 x 1.150 

.490 x 1.150 

.490 x 1.150 

.520 x 1.180 

.520 x 1.180 

.540 x 1.300 

.570 x 1.300 

.590 x 1.300 

.640 x 1.300 

.650 x 1.560 

.730 x 1.560 

.750 x 1.560 

.830 x 1.560 

1600 W.V.D.C. 

.350 x .870 

.375 x .870 

.400 x .870 
405 x .870 

.420 x .870 

.445 x .870 

.475 x .870 

.480 x .870 

.520 x .870 

.540 x .870 

.565 x .870 

.460 x 1.180 

.485 x 1.180 

.495 x 1.180 

.510 x 1.180 

.525xl.180 

.560 x 1.300 

.570 x 1.600 

.585 x 1.600 

.620 x 1.600 

.665 x 1.600 
.695 x 1.600 
.735 x 1.600 
.785 x 1.600 
.815 x 1.600 

$.35 $.21 
.35 .21 
.40 .24 
.40 .24 
.50 .30 

.60 .36 

.60 .36 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.30 

.35 

.35 

.35 

.35 

.35 

.35 

.35 
.40 
.40 
.40 
.45 

.45 

.45 

.45 

.55 

.60 

.60 

.60 

.35 

.35 

.35 

.35 

.35 

.40 

.40 

.40 

.40 

.40 

.45 

.45 

.45 

.45 

.50 

.50 

.55 

.60 

.70 

.70 

.70 

.80 

.80 

.85 

.85 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.15 

.18 

.18 

.18 

.18 

.18 

.18 

.18 

.18 

.18 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

.24 

.24 

.24 

.27 

.27 

.27 

.27 

.33 

.36 

.36 

.36 

.21 

.21 

.21 

.21 

.21 

.24 

.24 

.24 

.24 

.24 

.27 

.27 

.27 

.27 

.30 

.30 

.33 

.36 

.42 

.42 

.42 

.48 

.48 

.51 

.51 

© U.C.P .• Inc. 



SECTION 1500 

-----CORNELL-DUBILIER----

MYLAR* DIELECTRIC 
FILM.ENCASED 

Type WMF is an ultra·compact Mylar dielectric tubular capacitor 
encased in a thin, tough Mylar film wrapping and end·sealed 
w.ith a high density thermosetting plastic. A most desirable unit 
where a metal·cased unit is not indicated. The WMF is ex· 
tremely small in size, has high resistance to humidity and 
excellent capacitance stability with temperature and life. 

TEft'lPERATURE RANGE: -55°C. to +125°C. 

TOLERANCE: ± 10%. 

WMF ~:~. 

WMPlDI 
WMFlDIS 
WMFlD22 
WMPlD33 
WMFlD47 

WMPlD68 
WMFISI 
WMFl51S 
WMFl522 
WMFl533 

WMFl547 
WMFl568 
WMFlPI 
WMFIPIS 
WMF1P22 

WMFlP33 
WMFlP47 
WMFlP68 
WMFlWI 
WMPlWIP25 

WMF1WIP5 
WMFlW2 

WM.2Dl 
WMF2DIS 
WM.2D22 
WMF2D33 
WMF2D47 

WMF2D68 
WMF251 
WMF251S 
WMF2522 
WMF2533 

'Dupont TM, 

© U.C.P., Inc. 

Cap. 
Mfd. 

.001 

.0015 

.0022 

.0033 

.00.47 

.0068 

.01 

.015 

.022 

.033 

.0.47 

.068 

.1 

.15 

.22 

.33 
• .47 
.68 

1.0 
1.25 

1.5 
2.0 

.001 

.0015 

.0022 

.0033 

.00.47 

.0068 

.01 

.015 

.022 

.033 

Full rated voltage at 85°C. 
Derate voltage 10% at 100°C. 
Derate voltage 50% at 125°C. 

Size-Inches 
Diam. x Length 

100 W.V.D.C. 

.156 X Y2 

.156 x Y2 

.156 x V. 

.156 x V. 

.156 x V. 

.175x V. 
.200 x V. 
.235 x V. 
.275 x % 
.300 x % 

. 265 x '\4 

.280 x '\4 

.290 x % 

.335 x % 

.385 x 1 

• .415xlYe 
.475 x 1~ 
.570 x 1~ 
.625 x 1 V. 
.690 xl Y2 

.770 x 1 '\4 

.955 x 1'\4 

200 W.V.D.C. 

.156 x V. 

.156 X Y2 

.156 x V. 

.160 x Y2 

.170 x Y2 

.200 x V. 

.230 X Y2 

.290 x V. 

.275 x % 

.270 x "A 

list 
Price 

$.35 
.35 
.35 
.35 
.35 

.35 

.35 

.35 

. .40 
• .40 

. .45 

.45 

.60 

.60 

.65 

.75 

.85 

.95 
1..45 
1.75 

2.05 
2.50 

.35 

.35 

.35 

.35 

.35 

.35 

.35 
'35 
..40 
• .40 

Net 
Price 

$.21 
.21 
.21 
.21 
.21 

.21 

.21 

.21 

.24 

.24 

;27 
.27 
.36 
.36 
.39 

.45 

.51 

.57 

.87 
1.05 

1.23 
1.50 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

.24 

.24 

Net 

WMF Cat. 
No. 

WM'2547 
WMF2568 
WMF2Pl 
WMF2PI5 
WM.2P22 

WMF2P33 
WMF2P47 
WMF2P68 
WM'2Wl 
WMF2WIP25 

WMF2WIP5 
WMF2W2 

WM'4DI 
WMF4DIS 
WM.4D22 
WMF4D33 
WMF4D47 

WM'4D68 
WM.45 I 
WM.45 IS 
WMF4522 
WMF4533 

WM.4547 
WMF4568 
WM.4P1 
WMF4P15 
WMF4P22 

WMF4P33 
'WMF4P47 
WM.4P68 
WMF4WI 
WM.4WIP25 

WM'4WIP5 
WM'4W2 

WM'6DI 
WMF6D15 
WM.6D22 
WM.6033 
WM.6D47 

WMF6D68 
WMF651 
WMF6515 
WMF6522 
WMF6533 

WMF6547 
WMF6568 
WMF6P1 
WMF6P15 
WMF6P22 

WMF6P33 
WM.6P47 
WM.6P68 
WM'6WI 
WMF6WIP25 

WMF6WIP5 
WM'6W2 

Cap. 
Mfd. 

.047 

.068 

.1 

.15 

.22 

.33 

.47 

.68 
1.0 
1.25 

1.5 
2.0 

.001 

.0015 

.0022 

.0033 

.00.47 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

..47 

.68 
1.0 
1.25 

1.5 
2.0 

.001 

.0015 

.0022, 

.0033 

.00.47 

.0068 

.01 

.015 

.022 

.033 

.0.47 
.068 
.1 
.15 
.22 

.33 

.47 

.68 
1.0 
1.25 

1.5 
2.0 

Siza-lnches 
Dia m. x Length 

200 W.Y.D.C. 
(cant' d) 

.320 x "A 

.350 x "A 

.410 x % 

.500 x % 

.500 xl Ye 

.550 x lYe 

.600 x 1~ 

.650xl% 

.750 x 1 "A 

.825 x 1"A 

.900 x 1"A 
.980 x 1% 

400 W.V.D.C. 

.156 x % 

.156 x % 

.156 x % 

.190 x % 

.200 x % 

.250 x % 

.300 x % 

.360 x % 

.320 x "A 

.350 x % 

.400 x % 

.390 xl 

.465 x 1 

.515 x 1~ 

.565 x 1% 

.600 x 1% 

.700 x 1% 

.790 x 1"A 

.875 x 2 

.950 x 2 

.975 x 2~ 
1.250 x 2~ 

600 W.V.D.C • 

.170 x "A 

.170 x "A 

.187 x "A 

.203 x "A 

.234 x "A 

.265 x "A 

.290 x "A 

.312 x % 

.325 x % 

.350 xl 

• .415 xl, 
.500 x 1 
.520 x 1% 
.625 x 1% 
.660 x 1% 

.687 x 2 

.855 x 2 

.970 x 2 
1.165x2V. 
1.3.40 x 2V. 

1.275 x 3 
1..460 x 3 

List 
Price 

$.45 
• .45 
.60 
.60 
.65 

.75 

.85 

.95 
1.45 
1.75 

2.05 
2.50 

.35 

.35 

.35 

.40 
• .40 

.40 

. .45 

.45 
• .45 
.45 

.50 

.55 

.55 

.60 

.70 

1.10 
1.30 
1.60 
2.00 
2.30 

2.60 
3.30 

.40 

.40 

.40 

.40 

.45 

.45 

.50 

.50 

.50 

.50 

.55 

.60 

.70 

.75 

.85 

1.50 
1.90 
2.55 
4.25 
.4.80 

5.80 
7.30 

Net 
Price 

$.27 
.27 
.36 
.36 
.39 

.45 

.51 
.57 
.87 

1.05 

1.23 
1.50 

.21 

.21 

.21 

.24 

.24 

.24 
.27 
.27 
.27 
.27 

.30 

.33 

.33 

.36 

.42 

.66 

.78 

.96 
1.20 
1.38 

1.56 
2.04 

.24 

.24 

.24 

.24 

.27 

.27 

.30 

.30 

.30 

.30 

.33 

.36 

.42 

.45 

.51 

.90 
1.14 
1.53 . 

2.55 
2.88 

3.48 
4.38 
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SECTION 1500 

------4~ORNELL-DUBILIER---

COMPACT METALIZED.PAPER CAPACITORS 

MP & MPX 

Cornell-Dubilier self healing, metalized paper capacitors have 

betler electrical characteristics and extra long service life. 

Units are light and compact. 

"PUP" units have bare wire leads securely anchored in metal 
end-caps, wax-impregnated and dip-sealed against humidity. 
All units are extended foil-n'on-inductive wound for low im­
pedance at high frequencies, have high insulation resistance, 
low power factor and small capacity change with temperature 
and life. 

"METAPUPS" are one piece metal tubular cased, pressure 
sealed by spin-over on synthetic rubber gaskets. 

"SEAlPUPS" are a high quality metalized paper capacitor, 
designed for smallest size and positive seal against moisture. 

They are hermetically sealed in metal cases with solder­
$er.J1 glass ferminals. Especially recommended in military and 
commerdal equipment where miniature size and light weight 

are paramount. 

"PUP" METAL END-CAP CARDBOARD TUBUI.ARS 

--

I 
MP Cat. Cap. Voltage Size-Inches 

No. Mid. DCW Diam. x Length 
w __ • , 

MP 255 .05 200 %x o/i 

MP 2P1 .1 200 %x % 

MP 2P25 .25 200 '%I x % 

MP 2P5 • 5 200 '%I xl Y • 

MP 2Wl 1.0 200 Us" IVa 

MP2W2 2.0 200 %xl% 

MP 4S5 .05 400 '%I x % 

MP 4Pl .1 400 '%I x IVa 

MP 4P25 • 25 400 UsxlY • 

MP 4P5 .5 400 %xl% 

MP 4Wl 1.0 400 .~ x 2Y. 

MP 651 .01 600 %x % 

MP 6Pl .1 600 '%I x IVa 

MP 6P25 .25 600 % x IVa 

MP 6P5 .5 600 'lii x 1% 

MP6Wl 1.0 600 '~i. 2Y. 
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MTM 

TEMPERATURE RANGE' -55'C to +95'C 

"METAPUP" ONE-PIECE METAL TUBULARS 
STYLE A (Ungrounded) 

MTM ~~~. Cap. Valtage Size-Inches 
Mid. DCW Diam. x Length 

MTM 255 .05 200 %x 'UG 
MTM 2PI .1 200 '.16x 'l{, 

MTM 2P25 .25 200 Y2 x 'l{, 

MTM 2P5 .5 200 Y2xl\4 

MTM 2WI 1.0 200 % x 1'.16 

MTM 2W2 2.0 200 % x l'l{, 

MTM455 .05 400 '.16x 'l{, 

MTM 4PI ,.1 400 '.16xl\4 

MTM 4P25 .25 400 % x 1\4 

MTM 4P5 .5 400 % x l'l{, 

MTM 4WI 1.0 400 %x2~ 

MTM 4W2 2.0 400 Ix2Uo 

MTM 651 .01 600 %x 'l{, 

MTM 6PI .1 600 Y2 x I~ 

MTM 6P25 .25 600 %xl!iS 

MTM 6P5 .5 600 % x l'l{, 

MTM 6WI 1.0 600 '!is x 2'.16 

TEMPERATURE RANGE: -55'C to +95·C. 

"SEALPUP" GLASS-METAL END-SEALED TUBULARS 

STYLE A (Ungrounded) 

MTW ~~~. Cap. Voltage Size-Inches 
Mid. DCW Diam. x Length 

MTW 255 .05 200 .235 x % 

MTW 2PI .1 200 .312 x % 

MTW 2P25 .25 200 .312 x Il{, 

MTW 2P5 " .5 200 .400 x Il{, 

MTW 2Wl 1.0 200 .562 x 1\4 

MTW 2W15 1.5 200 .562 x 1% 

MTW 2W2 2.0 200 .562 x 1% 

MTW 455 .05 400 .400 x % 
MTW 4PI .1 400 .400 x Il{, 

MTW 4P25 .25 400 .562 x Il{, 

MTW 4P5 .5 400 .562 x 1% 

MTW4Wl 1.0 400 .670 x 2\4 

MTW 651 .01 600 .312 x % 
MTW 6PI .1 600 .500 x 1\4 

MTW 6P25 .25 600 .670 x 1% 

MTW 6P5 .5 600 .750 x 1%. 

MTW 6Wl 1.0 600 .750 x 2\4 
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SECTION 1500 

-----4ICORNELL-DUBILIER----

HIGH TEMPERATURE Metalized.Paper CAPACITORS 
• POLYKANE-IMPREGNATED: This impregnant insures excellent electrical properties over long service life. 

• MOISTURE RESISTANT: MTX tubulars have the flnes! glass·to·metal solder seal terminals for maximum protection against moisture. 

MPX tubulars have POLYKANE·impregnated paper tubes, bonded securely to the POLYKANE flil. An external flash wax dip pro· 

vides an increased moisture seal for extra long storage and service conditions under extremes of humidity. 

• NON-LEAKING: "POLYKANE" is a solid thermosetting plastic that will not soften, crack, or leak at the maximum temperature. 

No ail or wax is used internally with these units. 

MPXf-HIGH TEMPERATURE Paper-Cased TUBULARS 

STANDARD TOLERANCE: +40 -20% to 1 mfd. 

+30 -20% over 1 mfd. 

TEMP. RANGE: -35·e to +loo·e 

MPX~C;:: Cap. Voltage Size-Inches 
MId. DCW Dia. x Length 

MPX 2S5 .05 200 'Ax 1% 
MPlt 2P1 .10 200 %x u,{, 

MPlt 2P25 .25 200 I~X 1% 
MPX 2P5 .50 200 I;'; x I Ya 

MPX 2W1 1.0 200 %xl% 
MPX 2W2 2.0 200 ¥axlV. 
MPX 455 .05 400 %x 1% 
MPlt 4P1 .10 400 % x lYa 

MPX 4P25 .25 400 ',{6X 1% 
MPlt 4P5 .50 400 ¥a x 1% 
MPX 4W1 1.0 400 l!is x I~ 
MPX 651 .01 600 'Ax 1% 

MPlt 6P1 .10 600 'A x lYa 
MPX 6P25 .25 600 ¥a x 1% 
MPX 6P5 .50 600 l!isxlV2 
MPlt 6W1 1.0 600 13/1e x 1~ 

MPX 6W2 2.0 600 lx2% 

METAL CASED DYKAROL 
PAPER CAPACITORS 

TYPE DYR 
(Similar fo CP53) 

Type DYR Dykanol Bypass Capacitors are non.inductively wound 

and meet the need for dependable capacitors of fractional 

capacities that will operate efficiently, in R.F. and A.F. bypass, 

audio frequency coupling under all humidity conditions. They 

are built to meet MIL·e-25e performance. and test requirements 

and have been specially designed to fill the severe requirements 

of aircraft, submarine, marine and tropical applications. 

© U.C.P., Inc. 

MTXt-HIGH TEMPERATURE Metal-Cased* TUBULARS 
STYLE BASIC (Ungrounded) 

STANDARD TOLERANCE: +40 -20% to 1 mfd. 
+30 -20% over 1 mfd. 

TEMP. RANGE: -55°e to +1300 e 
Derate voltage by 25% for operation at 
+130 0 e. 
No derating at 1000 e. 

I MTX~c::.· Cap. Voltage Size-Inches 
MId. DCW Dia m. x Length 

MTX 255 .05 200 .235 x 1% 
MTX 2P1 .10 200 .312 x 1% 
MTX 2P25 .25 200 .312xl'/a 
MTX 2P5 .50 200 .400 x I Ya 

MTX 2W1 1.0 200 .562 x I Ya 
MTX 2W1P5 1.5 200 .562 x IUs 
MTX 2W2 2.0 200 .562 x 1'% 
MTX 455 .05 400 .312 x 1% 

MTX 4P1 .10 400 .400 x IV. 
MTX 4P25 .25 400 .500 x I Ya 
MTX 4P5 .50 400 .562 x 11;{o 
MTX 4W1 1.0 400 .670 x 2% 

MTX 651 .01 600 .312 x 13,{.; 

MTX 6P1 .10 600 .400 x IV. 
MTX 6P25 .25 600 .562 x 1% 
MTX 6P5 .50 600 .670 x 1"~'"i6 

MTX 6W1 1.0 600 .750 x 2"(, 

---.--.. --

TEMPERATURE RANGE: -55·C to +85·C. 

STANDARD TOLERANCE: +20%. -10%. 

DYR ~C;:: 

DYR 6005 
DYR 6010 
DYR 6025 
DYR 6050 
DYR 6100 
DYR 6200 
DYR 60055 
DYR 6011 
DYR 6022X 
DYR 6055 
DYR 6110 
DYR 6111 
DYR 6222 
DYR 6555 

DYR 10005 
DYR 10010 
DYR 10025 
DYR 10050 
DYR 10100 
DYR 100055 
DYR 10011 
DYR 10022 
DYR 10055 
DYR 10111X 
DYR 10222 

Cop. 
MId. 

.05 

.1 

.25 

.5 
1 
2 

.05-.05 
.1-.1 

.25-.25 
.5-.5 
I.-I. 

.1-.1-.1 
.25-.25-.25 

.5-.5-.5 

.05 

.1 

.25 

.5 
I 

.05-.05 
.1-.1 

.25-.25 
.5-.5 

.1-.1-.1 
.25-.25-.25 

Size-Inches 
l. x W. x T. 

600 V. D.C. Work. 
ll%ixl x 3M 
11~16]1. T x * 
l"i,lll x * 
""'6 II I x ~ 
2 x 1% x ~ 
2 x2 xlYa 
1'%,,1 x * 
Ph. x I x * 
"',{, x I x ~ 
2 x 1* x ~ 
2 x2 xlYa 
JI%xl x * 
2 x 1* x 1% 
2 x2 xlYa 

1000 V. D.C. Work. 

1'% x I x * 
P;{6X 1 x * 
P',{6 X 1 x * 
2 x 1* x 1% 
2 x2 xlYa 
JI%xl x * 
JI',{, x I x * 
2 x 1* x 1% 
2 x2 xlYa 
2 x ,* x~ 
2 x2 xlYa 
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---~£~ORNELL-DUBILIER---

DYKAROL TRARSMITTIHG CAPACITORS 

TYPE T 
(WITHOUT MOUNTINGS) 

"'6 SELF- q" 
TAPPING SCREW ~i j+ 

~ ~=&~1 
f~Lb,~~L 

.i. 
j b~~" 

MOUNTING STRAP FOR TYPE TJU 
TYPE TJU 

(WITH MOUNTING STRAP) 

TYPE TJL 

FOR INVERTED MOUNTING 
CLAMP BRACKET OVER. 
BOTTOM BEAD OF CONTAINER 

IO-32THD 

OR INVERTED MOUNTING 
CLAMP BRACKET OYER 
BOTTOM BEAO OF CONTAI.NER 

TYPE TJH 

TYPE , 
(Similar to CP70) 

Provided with mounting 
brackets designated upon or .. 
dering as explained below. 

TYPE DESIGNATIONS-Type T (basic units) are without mountings. To order Types TJH, TJL or TJU with 
mountings as shown above, add letter symbols of type mountings desired to Cat. No. as follows. 

TYPE T-(Basic unit) without mountings. TYPE TJL--With mounting foot brackets. 
TYPE TJH-With screw spade-lug brackets. TYPE TJU-With universal mounting st~ap. 

PrIces below do not Include mountIng brackets ;'r universa' mounting strap_ 

TEMPERATURE RANGE: -55° to +85°C_ STANDARD TOLERANCE: ± 100/0. 

T Cat. Cap. Dimensions-Inches T Cat. Cap. Dimensions-Inches 
No. Mfd. A B C D E F No. Mfd. A B C D E 

600 V. D.C. Working 2000 V. D.C. Working 
, 6005 .5 2Vt1 118,{. 1!16 % 'U. 2Vta t*T ~0100 10 43,4 33,4 4% 1 2 
, 6CnO 1 2Vt1 1'% lU, % 'U. 2Vta t*,· 0120 12 5% 33,4 4% 1 2 
, 6020 2 2% l'U. lU. % 'U. 2Vta , 20150 15 6V. 33,4 4U, 1 2 
, 6040 4 3% 2V. lU, % IV. 3 2500 V. D.C. Working T6060 6 4% 2V2 1% % IV. 3 
'6010 8 31% 33,4 lVta % 2 4% T 2500' .1 2 2Va lU. 1 TVtI 
, 6100 10 4% 33,4 lVta % 2 4% ' 250025X .25 2Vta 33,4 lVta 1 2 
, 6150 15 4% 33,4 13,4 % 2 4% ' 25005 .5 3% 33,4 lVta 1 2 

1000 v. D.C. Worklnt T 2'010 1 3Vta 33,4 13,4 1 2 
T 25020 2 43,4 33,4 13,4 1 2 

, '0001 .1 2 1'% lU. % 'U. 2Vta t*' 25040 4 4 33,4 4% 1 2 
, 100025 .25 2Vt1 11% .IU, % '% 2Vta , 25060X 6 43,4 33,4 4% 1 2 
, 10005 .5 2V. 1'% 11,{, % lUG 2Vta tOT 25100A 10 6% 3.3,4 4% 1 2 
T 10010 1 2V. 1'% lU, % 'U. 2Vta aooo V. D.C. Workint t 10020 2 4 l 1U, lU. % 'U, 2Vta 
T 10040 4 4% 2V2 1% % IV. 3 , aooo, • 1 2 2V • 1% 1 IV. 
, 10060 6 43,4 33,4 lVta % 2 4% ' 300025 .25 2% 2% lU, 1 IV. 
, 10010X 8 3% 33,4 13,4 % 2 4% ' 30005 .5 3% 2Va lU, 1 IV. 
, 10100 10 4% 33,4 13,4 % 2 4% ' 300'0 1 3"M 33,4 2Vta 1 2 
T 10120 12 31% 33,4 2Vta % 2 4% 0, 30020 2 4V. 33,4 3U, 1 2 
, 10150 IS 43,4 33,4 2V. % 2 4% PT 30040 4 43,4 33,4 4% 1 2 

1500 v. D.C. WorkIng 
T 30010 8 7Vt1 33,4 4% 1 2 

'15001 .1 2Vt1 1'% 1!16 % '% 2Vta 4000 V. D.C. Working 
, 150025X .25 2Vt1 11% 1!16 % 'U. 2Vta ' 40001 .1 23,4 33,4 2Vta 2Vta 2 
, 15005 .5 2% 1'% 11,{. ~ '',{o 2Vta T 400025 .25 23,4 33,4 2Vta 2Vta 2 
, 15010X 1 3% 11% 1!16 1% 2Vta ' 40005 .5 4 33,4 2Vta 2Vta 2 
T 15020X 2 4\4 2V. Iii % IV. 3 , 40010 1 5 33,4 2Vta 2Vta 2 
T 15040X 4 43,4 33,4 1'. % 2 4% P' 40020 2 5 33,4 4% 2Vta 2 
T 15060 6 43,4 33,4 13,4 % 2 4% tOT 40040A 4 8 33,4 4% 2Vta 13,4 
T 1~010 B 43,4 33,4 2V2 % :i 4'V. 5000 v. D.C. Working 

°T 15100 10 43,4 33,4 3U, % 2 4% , 50001 .1 23,4 33,4 2Vta 2Vta 2 *' 15120 12 43,4 33,4 3% % 2 4% , 500025X .25 3Vta 33,4 2Vta 2Vta 2 
to, 15150 15 43,4 

I 
33,4 4% % 2 4% , 50005 .5 4Vta 33,4 2Vta 2Vta 2 

2000 v. D.C. Workint P' 50010 1 4Vta 33,4 4% 2Vta 2 
, 20001 .1 2Vt1 1'% 1!16 % 1',{, 2Vta fO' 50020 2 6 33,4 4% 2Vta 2 
, 200025 .25 2Vt1 P% 1 \{, % 1;{6 2Vta 6000 V. D.C. Working 
, 20005 .5 2% l'U. 1 \{. % 'U, 2Vta , 60001 .1 23,4 33,4 2Vta 2Vta 13,4 
, 20010 1 3% 2V. i% 1 IV. 3· ,600025X • 25 4V • 33,4 3U. 2Vta 2 , 20020 2 4 33,4 lVta 1 2 4% to, 60010A 1 5 33,4 4% 2Vta 13,4 
, 20040 4 3'% 33,4 iVta 1 2 4% 0, 20060 6 43,4 33,4 3% 1 2 4% 7500 v. D.C. Working 0, 20010 8 43,4 33,4 3% 1 2 4% , 7500lX .1 3% 33,4 2Vta 2Vta 2 

, 750025 .25 3% 33,4 4,\{, 2Vta 2 
NOTES--*Type TJU units are not furnished in these Targer sizes. , 75005 .5 5Vt1 33,4 4% 2Vta 2 

F 

4% 
4% 
4% 

3 
4% 
4% 
4% 
4% 
4% 
4% 
4% 

1 
3 
3 
43,4 
4% 
4% 
4% 

4% 
4% 
4% 
4% 
4% 
4% . 

4% 
4% 
4% 
4% 
4% 

4% 
4% 
4% 

4% 
4% 
4% 

t Type~ TJL 'and TJH units furnished with two m·o~nting holes or spade 
lugs 3 3/a" apart. All other units furnished with a si",gle mounting hole For higher voltage units, from 7,500 to 25,000 v.doc., write far data 
or spa~e lug centered on eoch bracket. and prices on Type TK capacitors. 
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RECTANGULAR METAL CASED CAPACITORS 

TYPE CP70 (to MIL-C-25CJ 

CHARACTERISTICS "E" and "F" TOLERANCE "X": ± 10"10 

Rugged. steel-cased units. designed 10 meet or exceed Specification MIL-C-25C requirements. 

Available with any of the following terminals: 

"B" Solder-Lug (1500 YOC or less) 

"D" Pillar Insulator (6000 YOC or more) "E" Pillar Insulator (5000 YOC or less) 

CP07F (Fooled) or CP07S (Spade-Lug) BRACKETS available 

DIMENSIONS (= 116") in INCHES DIMENSIONS (=116") in INCHES 

For Characteristic E For Characteristic F For Characteristic E For Characteristic F 
MIL-C-25C Cap. 

Width I Depth I Height 
MIL-C-25C Cap. 

Type No. Mfd. Width Depth Height Type No. Mfd. Width I Depth I Height Width Depth Height 
---------

600 W. V. D.C. Working 2S00 W. V. D.C. Working 
CP70-1-F2S4K .25 I'll{, lU, 1% l'%; lU, 1% CP70-1EK104K .1 2Y2 I%; 2Y2 - - -CP70-1EF10SK 1 I'll{, 1116 2Va - - - CP70-1-K2S4K .25 2Y2 I%; 2~ 2Y2 I%; 2Y. CP70-1-F20SK 2 I'%; lU, 3Va l'%; lU, 2~ CP70-1-KS04K .5 2Y2 Ill{, 3~ 2Y2 1% 3Y2 CP70-1-.40SK 4 2Y2 Ill{, 3~ 2Y2 Ill{, 3Y2 CP70-1-Kl0SK 1 3'14 1'14 3~ 3'14 1'14 3Va CP70-1-F60SK 6 3'14 IVa 3~ 2Y2 I%; ,lOA 
CP70-1-F80SK s 3'14 IVa 4Va 3'14 IVa 3~ CP70-1-K20S K 2 3'14 2Va 4'14 3'14 1'14 4'14 CP70-1-F 1 06K 10 3'14 1'14 4 3'14 IVa 4'14 CP70-1EK40SK 4 4%; 3'14 4% - - -

1000 W. V. D.C. Working CP70-1-K60SK 6 4',1, 3'14 6 4%; 3'14 5Y. 
CP70-1-K80SK s 4%; 3'14 7 4%; 3'14 6 

CP70-1EG104K .1 l'%; IU, 1% - - -
CP70-1 EG2S4K .25 I'%; lU, 2Va - - - CP70-1-Kl06K 10 4%; 3'14 SY2 4% 3'14 7 
CP70-1 EGS04K .5 I'll{, lU, 2Va - - - CP70-1-KI26K 12 ·S ·4 9Va 4% 3'14 Sy. 
CP70-1-Gl0SK 1 1''l16 lU, 2~ P'l16 lU. 2Va 

3000 W. V. D.C. Working 
CP70-1-G20SK 2 1''l16 lU. 4'14 l'%; lU. 3~ CP70-1-L 1 04K .1 2Y2 Ill{. 2~ 2Y2 I%; 2Y2 CP70-1-G40SK 4 3'14 IVa 3~ 2Y2 Ill{, 4'14 CP70-1-L2S4K .25 2Y2 Ill{, 3Y2 2Y. 1'l16 2~ CP70-1-G60SK 6 3'14 1'14 4 3'14 IVa 4'14 CP70-1-LS04K .5 2Y2 Ill{, 4'14 2Y. I%; 4Va CP70-1-G80SK S 3'14 1'14 4'14 3'14 1'14 3~ CP70-1-L 1 OSK 1 3'14 2Va 4Y2 3'14 2Va 3~ 

CP70-1-Gl06K 10 3'14 2Va 4'14 3'14 1'14 4'14 CP70-1-L20SK 2 3'14 3%; 4'14 3'14 3%; 4Y. CP70-1-G126K 12 3'14 2Va 5'1a 3'14 2Va 4Y2 CP70-1-L40SK 4 4% 3'14 6Y2 4% 3'14 4'14 CP70-1-G156K 15 3'14 3% 4'14 3'14 2Y. 4'14 CP70-1-L60SK 6 ·S ·4 7 4% 3'14 7Y2 
IS00 W. V. D.C. Working 4000 W. V. D.C. Working 

CP70-1EH104K .1 1'% lU. 2Va - - - CP70-1EM104K .1 3'14 2Va 2'14 - - -CP70-1-H2S4K • 25 1'% lU. 2~ l'%; lU • 2Va CP70-1-M2S4K .25 3'14 2Va 3~ 3'14 2Va 2'14 CP70-1EH S04K .5 l'%; 1116 2~ - - - CP70-1-MS04K .5 3'14 2Va 4'14 3'14 2Va 3~ CP70-1-H 10SK 1 I'll{, 1116 4'14 I'%; 1116 3~ CP70-1-Ml0SK 1 3'14 31l{, 4'14 3'14 2Va 5Y. 
CP70-1-H20SK 2 2Y. 1% 4'14 2Y. I%; 4Va CP70-I-M20SK 2 4% 3'14 6 4% 3'14 5'1a CP70-1-H40SK 4 3'14 1'14 4Va 3'14 IVa 4'14 CP70-1-M40SK 4 4% 3'14 9% 4%; 3'14 SY. CP70-1-H60SK 6 3'14 2Va 4'14 3'14 1'14 4'14 
CP70-1-H80SK S 3'14 2Y2 5'14 3'14 2Y. 4'14 SOOO W. V. D.C. Working 

CP70-1-HI06K 10 3'14 3%; 5Y. 3'14 3%; 4'14 CP70-IEN104K .1 3'14 2Va 2'14 - - -
CP70-I-HI26K 12 4% 3'14 4'14 3'14 31l{, 5Y. CP70-1EN2S4K .25 3'14 2Va 3~ - - -
CP70-1-H 156K 15 4% 3'14 6 4% 3'14 4'14 CP70-1-NS04K .5 3'14 2Va 5'1a 3'14 2Va 4Y. 

CP70-1-Nl0SK 1 4% 3'14 5'1a 4'l{, 3'14 4% 
2000 w. V. D.C. Working 

CP70-1-N20SK 2 4% 3'14 9% 4% 3'14 6 CP70-1 EJ2S4K .25 2Y. I%; 2Y. - - -
CP70-IEJS04K .5 2Y. Ill{, 2~ - - - 6000 W. V. D.C. Working 
CP70-1-JIOSK 1 2Y. 1'l16 4'14 2Y. I%; 3Y. 

CP70D I-PI 04K 
.1 I 3'14 

I 
2Va 

I 
3~ 3'14 2Va 3% 

CP70-1-J20SK 2 3'14 IVa 4'14 3'14 IVa 4Va CP70Dl-P2S4K .25 3'14 2Va 4'14 3'14 2Va 4Y. 
CP70-1-J40SK 4 3'14 2Va 5'1a 3'14 2Va 3~ CP70Dl-PS04K .5 4'l{, 3'14 4'14 4'l{, 3'14 4% 
CP70-I-J60SK 6 3'14 31l{, 5Y. 3'14 31l{, 4Y. CP70Dl-PlOSK 1 4% 3'14 9% 4% 3'14 7Y. 
CP70~ I-J80SK S 4% 3'14 5'1a 3'14 31l{. 5'1a 7S00 W. V. D.C. Working 
CP70-1-Jl06K 10 4% 3'14 6Y. 4% 3'14 4'14 CP70Dl-Rl04K 

.1 I 3'14 

I 
2Va 

I 
4'14 3'14 2Va 3~ 

CP70-I-Jl26K 12 4'", 3'14 7Y. 4% 3'14 5Y. CP70Dl-R2S4K .25 4% 3'14 4% 4% 3'14 3~ 
CP70-I-J156K 15 4% 3'14 SY. 4% 3'14 6Y. CP70D I-RS04K .5 4% 3'14 6 4% 3'14 5'1a 

*Tolerance ±1fa" for this dimension 
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SECTION 1500 

------Ir.:ORNELL-DUBILIER~---

METAL CASED DYKAROL ·PAPER CAPACITORS 

TYPE YAT 
(Similar to CP67) 

TYPE YAB 
(YAS-Similar to CP69) 

~IQ QI~=l~~ls I j-"-I I SLOT! H':o.I+-f:'l I,i' Zlfs,··1 "hi ON OUAl UNITS THIS 

~ TERMINAL 15 COMMON 
l'" ON TRIPLE UNITS CAN 

'tI IS COMMON 

TYPE YAT 

Types YAT and YAB are impregnated and filled with Dykanol 
"G" (chlorinated diphenyl) a synthetic, non-inflammable, non­
oxidizable liquid compound. They are especially suited for use 
in bypass, audio frequency coupling circuits and other appli­
cations. Units are sealed in drawn metal shell containers and 
provided with leakproof terminals either on top or bottom of 
the can containers, designated as Types YAT and YAB. They 
will meet MIL-C-25C performance and test requirements. 

TEMPERATURE RANGE: -55°C to +85°C. 
STANDARD TOLERANCE: +20%, -iO%. 

YAT-YAB ~~~. 

TAT or TAB 6005 
TAT or TAB 6010 
TAT or TAB 6025 
TAT or TAB 6050X 
TAT or TAB 6100 
TAT or TAB 60055 
TAT or TAB 6011 
TAT or TAB 6022X 
TAT or YAB 6055 
TAT or TAB 60555 
TAT or TAB 6111 
TAT or YAB 6222 

TAT or YAB 10005 
TAT or TAB 10010 
YAT or YAB lQ025X 
TAT or TAB 10050 
TAT or TAB 100055 
TAT Or TAB 10011 
TAT orYAB 10022 
TAT or YAB 100555 
YAT or TAB 10111 

Cap. 
Mfd. 

.05 

.1 

.25 

.5 
1.0 

.05-.05 
.1-.1 

.25-.25 
.5-.5 

.05-.05-.05 
.1-.1-.1 

.25-.25-.25 

.05 

.1 
.25 
.5 

.05-.05 
.1-.1 

.25-.25 
.05-.05-.05 

.1-.1-.1 
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aSe! 
Size-Inches 
L. x W. x H. 

600 Y. D.C. Work. 
1'!4xl16xl!1. 
l'\4x~.xlU. 
1'\4 xl16x IV2 
l'\4xl16x2 
1'\4 x';(,x 2V2 
1'\4 xl16x lU. 
1'\4 xl16x IV:! 
l'\4xl16x2 
1'\4 x 116 x 2V:! 
1'\4 xl16x lU. 
l'\4xl16xlV:! 
l'\4xl16x2V:! 

1000Y. D.C. Work. 
1'\4 xl16x 111o 
1'\4 xl16x111o 
l'\4xl16x2 
1'\4 x 116 x 2V2 
1'\4 x ~. x 1 U. 
l'\4xl16xlV:! 
1'\4 x 116 x 2V:! 
1'\4 x%;x IV:! 
1'\4 x 116 x 2V:! 

TYPE WAB 
(Similar to CP65) 

Ig l 
H 

1 

TYPE W",T 

(Similar to CP63) 

TYPE WAB 

Types WAT and WAB Capacitors are smaller size units of similar 
construction and electrical characteristics but only supplied in 
single section units with two terminals. These units are ideally 
suited for use in assemblies where space is limited and multiple 
units. may be mounted close together. They will meet MIL-C-25C 
performance and test requirements. 
TEMPERATURE RANGE: -55°C to +85°C. 
STANDARD TOLERANCE: +20%, -10%. 

WAT-WAB ~~~. 

WAT or WAil 6005X 
WAT or WAB 6010 
WAT or WAil 602' 
WAT or WAB 6050 
WAT or WAB 6100 

WAT or WAB 10005 
WAT or WAB 10010 
WAT or WAil ;0025 
WAT or WAB 10050 

Cap. 
Mfd. 

• 05 
.1 
.25 
.5 

1.0 

.05 

.1 

.25 

.5 

Case 
Size-lnches 
L. x W. x H. 

600 Y. D.C. Work. 
1'!{, x 'l1o x 1!1 • 
1'!{, x 'l1o x 1 % 
l'!{,x'l1oxl% 
1~. x 'l1o x 2 
1'!{, x'!{. x 2V:! 

1000 V. D.C. Work, 
1;10 x 'l1o xl% 
l'!{,x '!{, x 1% 
1'!{, x 'l1o x 2 
1'-16 x '\1'0 x 2V2 
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SECT.ION 1500 

----ICORNELL-DUBILIER----

Cap. 
MMf 

I 
2 
3 
5 

10 

12 
15 
18 
20 
22 

24 
27 
30 
33 
36 

39 
43 
47 
SO 
51 

56 
62 
68 
75 
82 

91 
100 
110 
120 
130 

150 
160 
180 
200 
220 

240 
250 
270 
300 
330 

@ U.C.P., Inc. 

MINIATURE DIPPED 
SILVERED MICA CAPACITORS 

• Designed to Replace Molded Mica or Ceramic Capac­
itors in Critical Circuits 

• Silvered Mico Assures Close Temperature Coefficient 
and High Stability 

• Operate at Temperatures from _55° C .to + 125° C 
without Derating, and to 150°C with Derating 

• Multi-Coated with Tough Phenolic to Withstand Ex­
tremes of Heat and Humidity 

• Meet Specifications of EIA and MIL-C-S8 

TYPE CD1S, CD19, CD20, CD30 

Rated at 500 WVDC ••• Tolerance ±5% or 0.5 MMF (whichever Is greater) 

Size-Inches List Net Cap. Size-Inches List Net 
C"t. No. Lgth. x Wid. x Thick. Price Price MMf Cat. No. Lgth. x Wid. x Thick. Price Price 

--- ------

CD1'·'Vl .440 x .344 " .1 80 $.20 $.12 360 CD15-'T36 .440 " .344 x .200 $.40 $.24 
CD15-'V2 .440 " .344 x .180 .20 .12 390 CD15-'T39 .440 x .344 " .200 .45 .27 
CD1'-'V3 .440 x .344 x .180 .20 .12 430 CD19-'T43 .610 x .460 x .175 .30 .18 
CD1'·'V' .440 x .344 x .180 .20 .12 470 CD19-'T47 .610 x .460 x .175 .35 .21 
CD1,.,Ql .440 x .344 x .1 80 .20 .12 500 CD19-'T5 .610 x .460 x .175 .35 .21 

CD15.'Q12 .440 " .344 x .1 80 .20 .12 510 CD19-'T51 .610 x .460 x .175 • 35 .21 . 
CD15·,Q15 .440 x .344 x .1 80 .20 .12 560 CD19.'T56 .610 x .460 x .175 .35 .21 
CD15·'Q18 .440 x .344 x .180 .20 .12 620 CD19·5T62 .610 x .460 x .175 .35 .21 
CD1,.,Q2 .440 x .344 x .180 .20 .12 680 CD19-5T68 .610 x .460" .175 .40 .24 
CD1,·,Q22 .440 " .344 x .1 80 .20 .12 750 CD19·'T7' .610 x .460" .175 .40 .24 

CD1,.,Q24 .440 " .344 x .190 .20 .12 820 CD19·'T82 .610" .460" .175 .45 .27 
CD1,·,Q27 .440 x .344 x .190 .20 .12 910 CD19·5T91 .610" .460" .175 .45 .27 
CD1,.,Q3 .440 x .344" .190 .20 .12 1000 CD19·'Dl .610 x .460" .175 .50 .30 
CD1,·,Q33 .440 x .344 x .190 .20 .12 1100 CD19·'Dll .630 x .480 " .190 .50 .30 
CD15·,Q36 .440 x .344" .190 .20 .12 1200 CD19·5D12 .630 x .480 " .190 .55 .33 

CD1,·,Q39 .440 x .344 x .190 .20 .12 1300 CD19·'D13 .630 x .480 x .190 .60 .36 
CD15·,Q43 .440 x .344 x .190 .20 .12 1500 CD19·'D15 .630" .480" .190 .65 .39 CD1,·,Q47 .440 " .344 " .1 90 .20 .12 1600 CD19·'D16 .630 x .480" .190 .70 .42 CD1,·,Q, .440 x .344 " .190 .20 .12 1800 CD19·'D18 .630 x .480 x .190 .75 .4' CD15·'Q51 .440 x .344 " .200 .20 .12 2000 CD19.'D2 .630 x .480 x .190 .80 .48 

CD15·,Q'6 .440 x .344 x .200 .20 ,12 
2200 CD19·'D22 .650 " .500 " .220 .85 .'1 CD15·'Q62 .440 " .344 x .200 .20 .12 

CD1,·,Q68 .440 " .344 " .200 .20 .12 2400 CD19.'D24 .650 x .500 " .220 .90 .'4 
2500 CD19·'D2' .650 " .500 x .220 .95 .'7 CD1,.,Q7' .440 x .344 x .200 .20 .12 
2700 CD19.'D27 .650 " .500 x .220 1.05 .63 CD1,·,Q82 .440 x .344 x .200 .20 .12 
3000 CD19·'D3 .650 x .500 " .220 1.15 .69 

CD1,·,Q91 .440 x .344 " .200 .20 .12 
CD1'.5Tl .440 x .344 x .200 . .20 .12 3300 CD20.'D33 .740 x .500 x .220 1.05 .63 
CD1'·5Tll .440 x .344 x .200 .25 .15 3600 CD20·'D36 .740 x .500 x .220 1.10 .66 
CD.15.'T12 .440 x .344 " .200 .25 .1' 3900 CD20·'D39 .740 x .500 x .220 1.15 .69 
CD15.5T13 .440 x .344 " .200 .25 .15 4300 CD20·'D43 .740 " .500 " .220 1.25 .7' 

4700 CD30.'D47 .780 " .880 x .300 1.25 .7' 

CD1'.'T1' .440 x .344 " .200 .25 .1' 
CD15·'T16 .440 x .344 " .200 .25 .15 5boo CD30·'D' .780 " .880 " .300 1.35 .81 
CD15·5T18 .440 " .344 " .200 .30 .18 5100 CD30-'D'l .780 x .880 " .300 1.35 .81 
CD1'·5T2 .440 " .344 " .200 .30 .18 5600 CD30·'D'6 .780 " .880 " .300 1.45 .87 
CD1'·'T22 .440 " .344 " .200 .30 .18 6200 CD30·'D62 .780 " .880 " .300 1.55 .93 

6800 CD30.'D68 .780 " .880 " .300 1.75 1.0' 
CD1'·5T24 .440 x .344 x .200 .30 .18 
CD15·5T2' .440 x .344 " .200 .30 .18 7500 CD30-'D7' .780 x .880 " .300 1.85 1.11 
CD1'·5T27 .440 " .344 " .200 .35 .21 8200 CD30-'D82 .780 " .880 " .300 2.05 1.23 
CD 15·5T3 .440 " .344 x .200 .35 .21 9100 CD30-'D91 .780 x .880 " .300 2.20 1.32 
CD 15·5T33 .440 " .344 " .200 .40 .24 10,000 CD30-'51 .780 x .880 " .300 2.40 1.44 
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SECTION 1500 

---~~ORNELL-DUBILIER'---

MOLDED MIDGET MICA Types lW, 10, and SWore specially adapted to functions in 
low-voltage radio receiving circuits. Individually tested for 
capacity and voltage breakdown and designed to give de­
pendable service where small size units are required. 

TYPE lW, 10 & lOP * 
(CM30 & CM35) 

Cap. 
mmf. Cat. No. 

----------
5 SW SVS 

10 SW SQl 
12 SW SQ12 
15 SW SQ15 
18 SW SQ18 
20 SW SQ2 
22 5W 5Q22 
24 SW SQ24 
25 SW 5Q25 
27 SW SQ27 
30 5W 5Q3 
33 5W 5Q33 
36 SW SQ36 
39 5W 5Q39 
40 5W SQ4 
43 SW 5Q43 
47 SW SQ47 
50 SW SQS 
51 5W SQ51 
56 5W 5QS6 
62 5W 5Q62 
68 SW SQ68 
70 SW 5Q7 
75 5W 5Q7S 
82 SW 5Q82 
91 SW SQ91 

100 SW 511 
110 SW 5Tl1 
120 SW 5112 
130 SW STl3 

Li,t 
Price 

$.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
.20 
,20 
.20 
.20 
.20 
.20 
.20 

"PE 5W, 5P & 5RP 
(CM20) 

Net Cap. 
Price mmf. Cat. No. 

---- ------
$.12 150 SW STlS 

.12 160 SW ST16 

.12 180 SW 5T18 

.12 200 5W 5T2 

.12 220 5W 5T22 

.12 240 5W 5T24 

.12 250 SW 5T2S 

.12 270 SW ST27 

.12 300 5W 513 

.12 330 5W 5133 

.12 360 5W 5T36 

.12 390 5W 5T39 

.12 400 5W 5T4 

.12 430 SW 5T43 

.12 470 SW 5T47 

.12 500 SW STS 

.12 510 5W STn 

.12 560 5W 5T56 

.12 600 SW 5T6 

.12 620 5W 5T62 

.12 680 SW ST68 

.12 700 SW 5T7 

.12 750 SW 5T7S 

.12 800 IW 518 

.12 820 5W 5182 

.12 900 5W 519 

.12 910 SW 5191 

.12 1,000 SW SDI 

.12 1,100 SW SDll 

.12 1,200 SW S012 

STANDARD TOLERANCEI ±20%. 
Also available, on order, in plus or minus 100/., 50/., 3% and 
20/. tolerance ratings (or within 1 mmfd.-whichever is greater). 
For capacity tolerance of: 100/. add 100/. to list prices; 50/. add 
200/. to list prices; 30/. add 400/. to list prices; 20/. add 
750/. to list prices. 

SIZES: lW_I¥I6" x 1¥16" x 1,4" 
lD-I¥16" x 1¥16" x 0/16" 
SW_SI,1.4" x 1%2" x %2" 

NOTE: When MI .... C-5B unit. 
are required, arder by 
specific CM type de.· 
Ignatlon,' 

Li,t Net Cap. Li,t Net 
Price Price mmf. Cat. No. Price Price 

---------
$.20 $.12 1,300 SW SD13 $.35 $.21 
.20 .12 1,500 5W SD15 .40 .24 
.20 .12 1,600 5W 5D16 .40 .24 
.20 .12 1.800 5W 5D18 .40 .24 
.20 .12 2,000 5W SD2 .40 .24 
.20 .12 2,200 lW 5D22 .45 .27 
.20 .12 2,400 lW 5D24 .45 .27 
.20 .12 2,500 lW SD2S .45 .27 
.20 .12 2,700 lW SD27 .45 .27 
.20 .12 3,000 lW SD3 .45 .27 
.20 .12 3,300 lW SD33 .55 .33 
.20 .12 3,600 lW S036 .55 .33 
.20 .12 3,900 lW SD39 .55 .33 
.20 .12 4,000 lW SD4 .55 .33 
.25 .15 4,300 lW 5D43 .55 .33 
.25 .15 4,700 lW 5D47 .70 .42 
.25 .15 5,000 lW 5D5 .70 .42 
.25 .15 5,100. lW 5D51 .70 .42 
.25 .15 5,600 lW 5D56 .70 .42 
.25 .15 6,000 lW SD6 .70 .42 
.30 .18 6,200 lW SD62 .70 .42 
.30 .18 6,800 lD 5D68 .95 .57 
.30 .18 7,000 lD 5D7 .95 .57 
.30 .1 iI 7,500 lD 5D75 .95 ;57 
.30 .18 8,000 105D8 .95 .57 
.30 .18 8,200 1 D 5082 .95 .57 
.3p .18 9,000 lD 5D9 .95 .57 
.35 .21 9,100 10 SD91 .95. .S7 
.35 .21 10,000 lD S51 1.40 .114 
.35 .21 

"HIYOMIKE" High Voltage Molded Midget Mica Capacitors 

fOIL TYPES - Tolerance ± 200/0 Where high voltage, capacitonce stability and high Q are important and units of the 
smallest size are requisite; the "HIVOMIKE" is ideal. Recommended for commercial 

Cap. Volts list Net 
-civilian and military uses under. CharacteristiC "B." Voltage ratings actually exceed 

Type mmf. OCW Price Price those required under MIL·C-SB. 
------------ ---- ---- SIZES: lOP - 13/16" x 1¥16" x 5/16"; SP & SRP - 51,1.4" x 15/32" x 7/;12" 
5P2SQl 10 2500 $.20 $.12 
5P2SQ2 20 2500 .20 .12 IOOO-VOLT SILVERE!;) MICA - Tolerance ±5"/o 
"2SQ3 30 2500 .25 .15 
SP25QS 50 2500 .25 .15 Cap. Ljst Nel Cap. List Net 
SP25Q7S 75 2500 .30 .18 Type mmf. Price Price Type mmf. Price Price 
SP2511 100 2500 .30 .18 -------------- --_.- ------ --'>----------
SP25115 150 2500 .35 .21 SRP10V5 5 $.30 $.18 SRP10Tl6 160 $.35 $.21 
5P25T2 20P 2500 .45 .27 SRP10Ql 10 .30 .18 5RP10Tl8 180 .35 .21 
5P15Ql 10 1500 .20 .12 SRP10Q12 12 .30 .18 5RP10T2 200 .40 .24 
5P15Q2 20 1500 .20 .12 SRP10Q15 15 .30 .18 5RP10T22 220 .40 .24 
SP15Q3 30 1500 .20 .12 5RP10Q18 18 

! 
.30 .18 SRP10T24 240 040 .24 

SP15QS 50 1500 .25 .15 5RP10Q2 20 .30 .18 SRP10T2S 250 .40 .24 
SP15Q75 75 1500 .25 .15 SRP10Q22 22 .30 .18 SRP10T27 270 .40 .24 
5P15Tl 100 1500 .30 .18 SRP10Q25 25 .30 .18 5RP1013 300 .45 .27 
SP15T15 150 1500 .30 .18 SRP10Q27 27 .30 .18 5RP10133 330 .45 .27 
5PI512 200 1500 .35 .21 SRP10Q3 30 .30 .18 SRP10T36 360 .45 .21 
5P15T25 250 1500 .40 .24 SRP10Q33 33 .30 .18 5RP10T39 390 .50 .~6 
SP15T3 300 1500 .40 .24 SRP10Q36 36 .30 .18 SRP10T4 400 .50 .3(> 
SP15T47 470 1500 .45 .27 5RP10Q39 39 .30 .18 SRP10T43 430 .50 .36 
SP15TS 500 1500 .45 .27 SRP10Q4 40 .30 .18 SRP10T47 470 .50 .3,. 
lDP25T2S 250 2500 .40 .24 SRP10Q43 43 .30 .18 SRP10TS 5.00 .50 .36 
lDP2S13 300 2500 .45 .27 SRP10Q47 47 .30 .18 5RP10T51 510 .50 .30 
1 DP2ST5 500 2500 .60 .36 SRP10Q$ 50 .30 .18 5RP10T56 560 .50 .30 
10P2ST75 750 2500 .70 .42 SRP10QSl 51 .30 .18 SRP10T6 600 .55 .33 
1OP2SDI 1,000 2500 .85 .51 5RP10Q56 56 :30 .1. SRP10T62 620 .55 .33 
lDP2SD12 1,200 2500 .95 .S7 SRP10Q62 62 .30 .18 SRP10T68 680 .60 .36 
10P2SD15 1,500 2500 1.30 .78 5RP10Qji8 68 :30 .18 SRP10T7 700 .60 .36 
1 DP:i5D18 1,800 2500 1.55 .93 5RP1QQ7 70 .30 .18 SRP10T75 750 .60 .36 
lDP25D2 2,000 2500 1.65 .99 5RP10Q7S 75 .30 .18 SRP10T8 800 .65 .39 
10P1.5T7S 750 1500 .60 .36 5RP1QQ82 82 .30 .18 SRP10T82 820 .65 .39 
lDP15Dl 1,000 1500 .70 .42 5RP10Q9~ 91 .30 .18 SRP10T9 900 .70 .42 
10P15012 1,200 15aO .85 .51 SRP10Tl 100 .35 .21 SRP10T91 910 .70 ;42 
10P15D15 1,500 1500 .95 .S7 5RP10Tll 110 .35 .21 5RP10Dl 1000 .75 .4S 
lDP15D18 1,800 1500 1.05 .63 IRP 1 OTl 2 120 .35 .21 5RP10Dll 1100 .80 .48 
lDP1502 2,000 1500 1.15 .69 5RP10T13 130 .35 .21 5RP10D12 1200 .85 .51 

SRP10TlS 150 .35 .21 
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"SILVER.MIKE·· MOLDED MIDGET MICA 

TYPE 22R 
(CM15) TYPE IR & IDR 

(CM30 & CM35) 
TYPE 5R 
(CM20) 

HIGH-STABILITY "SILVER-MIKE"t UNITS 

Type 22R miniature "Silver-Mike" capacitors are especially 
adapted for use in circuits where accuracy and stability of 
capacity is of prime importance. They are rated at 500 volts 
D.C.W. and lested at 1,000 volts D.C., molded in low-loss 
red plastic and fully protected against physical damage or 
changes in characteristics due to varying atmospheric conditions. 

STANDARD TOLERANCE ±5%, but in no instance less than 
±lmmf. For capacity Tolerance of: 20% deduct 10% from List; 
10% deduct 5% from List; 3% add 10% to List; 2% add 
15% to List; 1 % add 25% to List. (Applies also to lR, lOR, 
and 5R.) 

22 R 

22R ~~~: Cap. list Net 
mmf. Price Price 

--------
22R 5V2 2 $ .20 $ .12 
22R SVS 5 .20 .12 
22R SQl 10 .20 .12 
22R SQI2 12 .20 .12 
22R SQ15 15 .20 .12 
22R SQ18 18 .20 .12 
22R SQ2 20 .20 .12 
:12R SQ22 22 .20 .12 
22R SQ24 24 .20 .12 
22R SQ2S 25 .20 .12 
22R SQ27 27 .20 .12 
22R SQ3 30 .20 .12 
22R 5Q33 33 .20 .12 
22R 5Q36 36 .20 .12 
22R 5Q39 39 .20 .12 
22R SQ4 40 .20 .12 
22R 5Q43 43 .20 .12 
22R SQ47 47 .20 .12 
22R 5QS 50 .20 .12 
22R SQ51 51 .20 .12 
22R 5QS6 56 .20 .12 
22R 5Q62 62 .20 .12 
22R 5Q68 68 .20 .12 
22R 5Q7 70 .20 .12 
22R 5Q75 75 .20 .12 
22R SQ82 82 .20 .12 
22R SQ91 91 .25 .15 
22R ST1 100 .25 .15 
22R ST11 110 .25 .15 
22R ST12 120 .25 .15 
22R 5T13 131 .25 .15 
22R 5T15 151 .30 .18 
22R 5T16 161 .30 .18 
22R 5T18 181 .30 .18 
22R 5T2 200 .30 .18 
22R 5T22 220 .30 .18 
22R ST24 240 .35 .21 
22R 5T25 250 .35 .21 
22R 5T27 270 .35 ;21 
22R 5T3 300 .35 .21 
22R 5T33 330 .40 .24 
22R 5T36 360 .40 .24 
22R 5T39 390 .45 .27 
22R 3T43 430 .45 .27 
22R 3T47 470 .45 .27 
22R 3T51 510 .45 .27 

Notes On Ordering. SR, lR, lDR Units 
Standard capacity taterance is SO/. (or within 1 mmfd.-whichever is 
greoter). Also available, on special order, in tolerance ratings of plus 
or minus 3%, add 100/. to list prices, 2% add 15% to list prices and 
1 % add 25% to list prices. All types can also be supplied In plus or 
minus 100/0 and 20% tolerances at lower prices. 

© U.C.P., Inc. Net 

Types 1 R, 1 DR, and 5R "Silver-Mike" capacitors are designed 
for use in high Q electronic circuits where frequency stability 
and minimum loss must be maintained. Ideally suited for use 
in circuits where the LC product must be maintained constant, 
and particularly adapted lor use in tuning IF transfarmers, tun­
ing circuits and other similar applications. 

SIZES: 5R-S1n.4" x 1%2" x ¥32" 
lR-I¥I'" x 1¥16" x \4" See Notes bottam of column 1. 
lDR-I¥I'" x I'YI'" x 0/1'" 

lR, 1 DR, 5R 

Cap. 
500 V. D.C. W.-l 000 V. D.C. T. 

mmf. Type 5R 
Cat. No. 

270 5R 5T27 
300 5R 5T3 
330 5R ST33 
360 5R 5T36 
390 5R 5T39 
400 5R 5T4 
430 5R 5T43. 
470 51 ST47 
500 5R 5T5 
510 5R 5T51 
560 5R ST56 
600 5R 5T6 
620 5R 5T62 
680 5R 5T68 
700 5R ST7 
750 5R 5T75 
800 5R 5T8 
820 5R 5T82 
900 5R 5T9 
910 SR 5T91 

1,000 5R 5Dl 
1,100 SR SDII 
1,200 5R 5D12 
1,300 5R 5D13 
1,500 5R 5D15 
1,600 5R 5D16 
1,800 5R 5D18 
2,000 5R 5D2 
2,200 
2,400 
2,500 
2,700 
3,000 
3,300 
3,600 
3,900 
4,000 
4,300 
4,700 
5,000 
5,100 
5,600 
6,200 
6,800 
7,000 
7,500 
8,000 
8,200 
9,000 
9,100 

10,000 

• Rated at 300 WVDC 
tRego U.S. Pat. Off. 

Type 1 R Type 1 DR 
Cat. No. Cat. No. 

lR 5D22 
1R 5D24 
1R 5D25 
lR 5D27 
1R 5D3 
lR 5D33 
IR 5D36 
1R 5D39 
1R 5D4 
1 R 5D43 
lR 5D47 
lR 5D5 
1R 5D51 
1R 5D56 
1R 5D62 

lDR 5D68 
lDR 5D7 
lDR 5D75 
lDR 5D8 
lDR 5D82 
lDR 5D9 
lDR 51)91 
lDR 551 

Lis' 
Price 

$ .30 
.30 
.30 
.30 
.30 
.35 
.35 
.35 
.35 
.35 
.40 
.40 
.40 
.40 
.45 
.45 
.45 
.45 
.50 
.50 
.50 
.55 
.55 
.55 
.65 
.65 
.70 
.75 
.85 
.85 
.90 
.90 

1.00 
1.10 
1.15 
1.20 
1.30 
1.30 
1.40 
1.45 
1.45 
1.55 
1.70 
1.90 
2.00 
2.00 
2.20 
2.20 
2.35 
2.35 
2.65 

Net 
Price 

---
$ .18 

.18 

.18 

.18 

.18 

.21 

.21 

.21 

.21 

.21 

.24 

.24 

.24 

.24 

.27 

.27 

.27 

.27 

.30 

.30 

.30 

.33 

.33 

.33 

.39 

.39 

.42 

.45 

.51 

.51 

.54 

.54 

.6 o 

.66 

.69 

.72 

.78 

.78 

.8 

.8 

.8 

4 
7 
7 

.93 
1.02 
1.1 
1.2 
1.2 

4 
o 
o 

1.32 
1.32 
1.41 
1.41 
1.5 9 

*NOTE: When MIL-C-Sa units are required, order by specific CM 
type designation •. 
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SECTION 1500 

ORNELL-DUBILIER---

ENCAPSULATED 
Molded-Case MIDGET MICA 

"See{tM MICADOH·· 

Cornell-Dubilier "SUPER MICADONS" represent an entirely new 
concept in Midget Mica Capacitor construction. The vastly im­
proved design and construction makes it possible. to produce 
miniaiure units of greatly increased capacitance and superior 
quality over conventional units of the same case size. Ideally 
suited for printed board assemblies. 

• 3 to 6 Times Greater Capacity Over Conventional Case 
Sizes 

• 10 fa 35 Times Higher Insulation Resistance 

• Up to 20 Times Greater Moisture Resistance 

• Up to 19 Times longer life 

STANDARD TOLERANCE: ±5%; ±2% from stock when speci­
fied; ± Y2 "I. and ± 1 % on special order. 
For ±2% Tol. add 15% to list 
For ± 1 % Tol. add 25% to List 
For ± Y2 % Tol. add 50% to list. 

CHARACTERISTICS.: All types are supplied from stock as 
follows. 

1 to 24 mmfd. in Char. "C". 
24 to 51 mmfd. in Char. "E". 
51 to 41,000 mmfd. in Char. "E". (Char. "'F" on Spec. Order) 

long Wide Thick 

Type lA 53/64 x 53/64 x 9/32 
SIZES lAD 53/64 x 53/64 x 11/32 
in SA 51/64 x 15/32 x 7/32 
Inches 22A 35/64 x 5/16 x 7/32 

TEMPERATURE RANGE: -55"( to +130°C. 

TYPE 22A 
100 V. O.C. Working 

Cap L1st* Net* 
Type Mfmd. Price Price 

22AIVI 5 $.20 $ .12 
22A5Ql 10 .20 .12 
22AIQ12 12 .20 .12 
22AIQ15 15 .20 .12 
22A5Q18 18 .20 .12 
22AIQ2 20 .20 .12 
22AIQ22 22 .20 .12 
22AIQ24 24 .20 .12 
22AIQ27 27 .20 .12 
22AIQ3 30 .20 .12 
22AIQ33 33 .20 .12 
22AIQ36 36 .20 .12 
22AIQ39 39 .20 .12 
22AIQ43 43 .20 .12 
22AIQ47 47 .20 .12 
:Z2A5QII 51 .20 .t2 
22AIQI6 56 ".20 .12 
22AIQ62 62 •. 20 .12 
22AIQ68 68 .20 .12 
22ASQ75 75 • 20 .12 
22AIQ82 82 .20 .12 
22AIQ91 91 .25 • 11 

Pa8. 438 • The MASTER....,. 26th Edition Net 

TYPE 22A (Cont'd) 
500 V. O.C. Workln, 

Cap List* Net* 
Type Mmfd. Price Price 

22A'" 100 $.25 $ .15 
22AITII 110 .25 .15 
22AITl2 120 .25 .15 
22AITl3 130 .25 .11 
22AITII 150 .30 .18 
22AIU6 160 .30 .18 
22A5T18 180 .35 .21 
22A5T2 200 .35 .21 
22A5T22 220 .35 .21 
22A"24 240 .35 .21 
22AIT27 270 .40 .24 
222"3 300 .40 .24 
22 "33 330 .45 .27 
22A"36 360 .45 .27 
22A"39 390 .45 .27 
22A"43 430 .50 .30 
22A"47 470 .50 .30 
22A"'1 510 .60 .36 
22AITS6 560 .60 .36 
22A5T62 620 .65 .39 
22A5T68 680 .70 .42 
22AIT71 750 .80 .48 
22AIT82 820 .85 .51 
22A5T91 910 .90 .54 
22A501 1,000 .95 .17 

TYPE 5A 
100 V. O.C. Working 

5AIOII 1,100 $.65 $ .39 
5AIOl2 1,200 .65 .39 
5AIOl3 1,300 .65 _39 
IAIOI5 1,500 .75 .41 
IAIOl6 1,600 .75 .45 
IAI018 1,800 .90 .54 
5AI02 2,000 1.10 .66 
IAI022 2,200 1.10 .66 
IAI024 2,400 1.25 .71 
IAI027 2,700 1.35 .11 
IAI03 3,000 1.45 .87 
IA5033 3,300 1.55 .93 
IAI036 3,600 1.85 1.11 

TYPE 1A 
100 v. O.C. Working 

lA5039 3,900 $1.40 $ .84 
IA5043 4,300 1.50 .90 
IAI047 4,700 1.65 .99 
IAIOII 5,100 1.70 1.02 
IAI056 5,600 1.85 1.11 . 
IAI062 6,200 1.95 1.17 
IA5068 6,800 2.15 1.29 
lA5071 7,500 2.30 1.38 
IAI082 8,200 .2.50 1.50 
IAI091 9,100 2.70 1.62 
lA551 10,000 3.15 1.89 
IA551 I 11,000 3.35 2.02 
IA5512 12,000 3.50 2.10 
lA5513 13,000 3.85 2.31 
lA5515 15,000 4.20 2.52 

TYPE lAD 
100 V. O.C. Working 

lA05516 16,000 $4.85 $2.91 
lAOl518 18,000 5.30 3_18 
IA0552 20,000 5.80 3.48 
lA05522 22,000 6.10 3.66 
lA05524 24,000 6.50 3.90 
IA05527 27,000 7.10 4.26 
lA0553 30,000 7.85 4.71 

rA03533 33,000 8.45 5.07 
lA03536 36,000 9.05 1.43 
IA03539 39,000 9.80 1.88 
IA03M 40,000 9.95 1.97 

tRdled at. 300 V •. 1).C..World"s. 

·Prices shown ·cov'; ··Ch~r • ""C~' or liE"; For Char. "F" add 25. each 
to list • 

~ 
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SECTION 1500 

----tCORNELL-DUBILIER----

LOW-POWER MOLDED MICA 

TYPE 4 * TYPE 9 * 
TYPE 9: 6·32 THO. TAPPED HOLES 
TYPE 9A: 144" DIA. HOLES 

~t l'irti 
II-If-J I 
i--1i"---J 
._-__ .-1 
IE !I<t 

t 

C·D types 4 and 9 are designed to meet applications in power 
amplifiers and law·pawer transmitters. Principally employed 
for grid and plate blocking and for r.f. by·pass. Units are 
molded in a low-loss bakelite and have a special salt 
water immersion seal against humidity. 
In the type 9 the two terminals are tapped to receive mounting 
screws. 

STANDARD TOLERANCE: ± 10%. Also available on order in 
plus or minus 5% and 2%. 

TYPE 4 TYPE 9 

Cat. Cap. Cat. Cap. 
No. MId. No. MId. 

1200 V. D.C. Test- 1200 V. D.C. Te.t-
600 V. D.C. Working 600 V. D.C. Working 

4-14050 .00005 9-14050 .00005 
4·13010 .0001 9-13010 .0001 
4-13020 .0002 9-13025 .00025 
4-13025 .00025 9-13050 .0005 
4.13030 .0003 9-12010 .001 
4-13040 .0004 9-12020 .002 
4-13050 .0005 9-12025 .0025 
4-12010 .001 9-12030 .003 
4-12015 •. 0015 9-12040 •. 004 
4.12020 .002 9-12050 .005 
4-12025 .0025 9-12060 .006 
4-12030 .003 9-12080 .008 
4-12040 .004 9.11010 .01 
4-12050 .005 9-11015 .015 
4-12060 .006 9·11020 .02 
4-12070 .007 9·11025 .025 
4-12080 .008 9·11030 .03 
4·11010 .01 9·11040 .04 
4-11015 .015 9.11050 t .05 
4-11020 t .02 9-11060 .06 
4-11025 \.025 
4-11030 .03· 2500 V. D.C. Test-

2500 V. D.C. Test- 1200 V. D.C. Working 
1200 V. D.C. Working 

9-24050 .00005 
4.24050 .00005 9·23010 .0001 
4.23010 .0001 9·23025 .00025 
4.23020 .0002 9-23050 .0005 
4·23025 .00025 9-22010 .001 
4-23030 .0003 9·22020 .002 
4·23050 •. 0005 9-22025 •. 0025 
4·22010 .001 9·22030 .003 
4·22015 .0015 9·22040 .004 
4-22020 .002 9-22050 .005 
4·22025 .0025 9-22060 .006 
4·22030 .003 9-22080 .008 
4·22040 .004 9-21010 .01 
4.22050 .005 9-21015 .015 
4-22.060 t .006 " ::~~g~~ t .02 
4·22080 .008 .025 
4·21010 .01 9-21030 .03 

TYPE 4 TYPE 9 

Cat. I Cap. Cat. I Cap. 
No. MId. No. MId. 

5000 V. D.C. Test- 5000 V. D.C. Test-
2500 V. D.C. Working 2500 V. D.C. Working 

9·54050 .00005 
4.54050 r·00005 9·53010 .0001 
4·53010 .0001 9·53025 .00025 
4.53020 .0002 9·53050 .0005 
4-53025 .~ .00025 9·52010 •. 001 
4·53030 .0003 9·52020 .002 
4·53050 .0005 9.52025 .0025 
4·52010 .001 9·52030 .003 
4·52015 .0015 9·52040 .004 
4.52020 .002 9.52050 .005 
4.52025 .0025 9·52060 .006 
4·52030 t .003 9·52080 t .008 
4·5204D .004 9-51010 [.01 
4-52050 .005 9.51015 .015 

*Dimension "A" in diagram-for type 4- 11132""; for. type 9-YI6". 
tDimension "A" in diagram-for type 4-'l'16"; for type 9-4%4". 

Supplied as Type 4D or 9D. 

"E" METER BRACKETS: For Weston Model 301 meters. Add 
"E" to CoD Type No., for example, 4E-52020, etc. These "E" 
brackets are also available separately. Specify by ordering (2) 
Part No. 18445 per capacitor. 

EQUIVALENT MIL TYPE NUMBERS 

CoD MIL CoD MIL 
Type Type Type Type 

4 'CM45 9A CM56 
4D CM50 9D CM60 
9 CM55 

I 
9DA CM61 

REPLACEMENT MICA TRA:NSMlnING 
CAPACITORS 

138 

77 (CM8S) 
99 (CM7S)* 

111 (CM90) 

The "Faradon" trade mark has been a symbol of outstanding 
quality for over 45 years. "Faradons" are made exclusively by 
Cornell-Dubilier, supplementing the standard C·D line in types 
designed for original equipment incorporating Faradon specifi­
cations. 

CoD 
Cat. 
No. 

UC 2325A 
UC 2344 
UC 2360A 
UC 2446 
UC 2992 
UC 3000 
UC 3031A 
UC 3047 
UC 3073 
UC 3075 
UC 3097 
UC 3099 
UC 3117 
UC 3123 

Type 
Case 

Cap. 
MId. 

Volts 
D.C.W. 

1-----1-----------
77 
77 
77 
77 
99 

111 
138 
138 
99 

111 
99 

111 
99 
99 

.001 

.0005 

.004 

.05 

.05 

.02 ' 

.005 

.003 

.001 

.001 

.0005 

.0005 

.0002 

.00015 

15,000 
20,000 
12,000 

3,000 
2,000 
5,000 
5,000 
5,000 

10,000 
20,000 
10,000 
25,000 
10,000 
10,000 

*When MIL·C·S8 units must be supplied, order according to specific eM type designations. 
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SECTION 1500 

------4~ORNELL-DUBILIER---

TYPE 6 * 
(CM7Q) 

Plastic· cased capacitors designed for a wide variety of radio· 

frequency applications, especially where small size and mini· 

mum weight are essential such as in airborne and portable 

equipment. Used also in stationary medium·power transmitters, 

television transmitters, oscillators, and many electronic devices, 

in grid, plate, coupling, tank and bypass functions. 

• SPECIAL C·D SERIES·SEC· 
TlON MICA STACK 

• STACKS PERMANENTLY 
HELD UNDER PRESSURE 
WITH NON·MAGNETIC 
CLAMPS 

• COMPLETELY SOLDERED 
FOILS 

• VACUUM • IMPREGNATED 
STACK 

• NON·TURNABLE PLATED 
BRASS STUD TERMINALS 

• SECTIONS INDIVIDUALLY 
TESTED FOR CAPACITY 
AND VOLTAGE 

• SPECIAL LOW·LOSS FILLER 

• FINEST INDIA RUBY MICA 
DIELECTRIC 

• LOW·LOSS PLASTIC CASES 

TYPE 6 

Cat. 
No. 

Cap. 
MId. 

Max. Oper. Cur. in Amps. 
Test. 
Volt. 3000 100.0 

Effective kc. kc. 
300 
kc. 

100 
kc. 

----1-----1----------------
390-6 

.' 362-6 
321-6 
395-6 
307-6 
364-6 
294A-6 
283-6 
272-6 
266-6 
654-6 
599-6 
246-6 
234-6 
215-6 
217-6 
473-6 
197-6 
184-6 
173-6 
474-6 
565-6 
476-6 
162-6 
151-6 
140-6 
784-6 
131-6 
479-6 
480-6 
118-6 
111-6 
406-6 
110-6 
105-6 
885-6 

.00005 

.0000625 

.0001 

.00015 

.0002 

.00025 

.0003 

.0004 

.0005 

.0006 

.00075 

.0008 

.001 

.0015 

.002 

.002 

.0025 

.003 

.004 

.005 

.005 

.0075 

.008 

.008 

.01 

.015 

.015 

.02 

.03 

.04 

.05 

.1 

.1 

.1-.1 

.2 
;25 

5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
5,000 
3,000 
6,OqO 
5,000 
3,000 
3,060 
2,000 
3,000 
2,000 
2,000 
3,000 
2,000. 
1,590 
2,000 
2,000 
2,000 
1,500 
1,500 

500 
1,000 

250 
250 
;250 

1.5 
1.8 
2.4 
3.7 
3.6 
5.0 
3.9 
4.3 
4.7 
5.1 
5.6 
6.0 
6.2 
6.8 
6.0 
9.0 
9.0 
8.2 
9.1 
8.0 
9.1 

10.0 
11.0 
10.0 
11.0 
12.0 
12.0 
13.0 
14.0 
15.0 
15.0 
15.0 

,18.0 
20.0 
18.0 

, 18.0 

.8 

.85 
1.2 
1.8 
2.0 
2.5 
2.7 
2.7 
3.3 
3.6 
3.9 
4.0 
4.3 
5.1 
3.0 
6.2 
6.2 
6.8 
7.5 
5.0 
8.2 
9.1 
9.0 

10.0 
11.0 
10.0 
12.0 
13.0 
20.0 
16.0 
16.0 
18.0 
20.0 
20.0 
20.0 
20.0 

.2 

.3 

.47 

.68 

.82 
1.0 
1.1 
1.3 
1.7 
1.8 
2.2 
2.3 
2.4 
3.3 
1.5 
4.0 
4.3 
4.7 
5.6 
3.0 
6.2 
6.8 
7.0 
7.5 
8.2 
7.0 

10.0 
11.0 
15.0 
13.0 
15.0 
15.0 
15.0 
15.0 
16.0 
16.0 

.07 
.075 
.1 
.24 
.33 
.45 
.51 
.62 
.8 
.8 
.91 

1.0 
1.2 
1.5 
.8 

2.0 
2.0 
2.2 
2.7 
1.5 
3.0 
3.9 
3.0 
3.9 
4.3 
4.0 
5.1 
6.2 
7.0 
7.5 
7.5 
8.2 
8.0 

10.0 
12.0 
12.0 

Cat. 
No. 

639-15 
5UA-15 
657-15 
582A-15 
805-15 
640A-15 
641-15 
642-15 
727-15 
5818-15 
679-15 
679-15 
726-15 
645-15 
699-15 
725-15 
580-15 
724-15 
677-15 
723-15 
722-15 
721-15 

Cat. 
No. 

TYPE 15 * 
(CM65) 

Cap. 
MId. 

TYPE 15 

Max. Oper. Cur. in Amps. 
Test. 
Volt. 30.00 1000 300 100 

Effective kc. kc. kc. kc. 
---------------

.00005 

.0001 

.00015 

.0002 

.00025 

.0003 

.0004 

.0.005 

.0.006 

.0008 

.001 

.0015 

.002 

.003 

.004 

.005 

.006 

.008 

.01 

.02 

.05 

.1 

TYPE 30B 

Cap. 
MId. 

3,000 1.3 .6 .18 .06 
3,000 1.8 .75 .33 .1 
3,000 2.2 1.0 .47 .18 
3,000 2.4 1.2 .62 .24 
3,000 3.0 2.0' .8 .3 
3,000 3.0 1.5 .75 .36 
3,000 4.0 2.0 .9 .45 
3,000 4.0 2.0 1.1 .55 
3,000 4.5 2.4 1.2 .li 
3,000 4.5 2.7 1.5 .7 
3,000 4.7 3.0 1.6 .75 
3,000 5.6 3.9 2.0 .91 
3,000 6.2 4.3 2.4 1.1 
3,000 7.5 5.0 3.0 1.5 
3,000 8.2 6.2 3.5 1.6 
3,000 8.5 6.8 4.0 2.0 
2,000 9.1 7.5 4.5 2.2 
1,500 10.0 8.2 5.0 2.3 
1,000 10.0 9.1 5.1 2.4 
1,000 11.0 11.0 7.5 3.6 

500 11.0 11.0 9.1 5.0 
250 11.0 11.0 9.1 5.6 

TYPE 30B 

Max. Opere Cur. in Amps. 

Effective kc. kc. kc. kc. 
~~~:: 3000 1 1000 300 I 100 

----1·----1---------------
533-30B 

959-30B 
t60-30B 
961-30B 
759-30B 
757-30B 
758-30B 
756-30B 
t62-30B 
915-30B 
963-30B 
741~30B 
113-30B 
603-30B 
7.50-30B 
933-308 
,98-3,OB 

.0001 

.0005 

.001 

.002 

.003 

.004 

.005 

.006 

.01 

.01 
.02 
.03 
.1 
.2 
.25 
;3 

1.0 

4,000 (20 Amps. (3 Amps. 

8,000 
8,000 
8,000 
8,000 
8,000 
8,000 
6,000 
6,000 
8,000 
5,000 
4,000 
2,000 

600 
600, 
600 
600 

at 60 me.) at 4 me.) 
8.5 6 3 1 

10 8.5 4.5 1.5 
11 11 7.5 2.5 
12 14 10 5 
12 14 10 6 
13 15 11 7 
15 15 11 7 
16 20 15 8 
17 21 15 9 
18 22 18 12 
18 23 20 13 
18 25 22 12 
18 28 23 15 
18 28 23 15 
18 28 23 15 
18 28 23 1~ 

*When MIL-C-5B units must be supplied, order according to speclflc CM typ. deilgnatlans. 
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SECTION 1500 

----tCORNELL-DUBILIER----

HIGH.POWER MICA CERAMIC·CASED 

57 

50 (CM80) 
51 (CM8S) * 
52 (CM90) 
59 (CM75) 

59 (CM75) * 
Stacked 

CoD Ceramic-Cased Capacitars are used in a variety of indus­
trial eleclronic equipment and high-power transmitters. Built to 
handle high rf currents and withstand high-voltage stresses with 
a wide faclor of safety. For grid, plate blacking, coupling, tank, 
and bypass applications-in induction heating, as high-frequency 
filters to obtain special wave shapes, in Loran circuits. Higher 
currents and voltages may be obtained with parallel or series 
combinations by selecting units of the proper capacity and 
rating, then bolting or strapping the terminal flanges together. 

• CYLINDRICAL WHITE • EACH SECTION INDIVID-
GLAZED, LOW-LOSS CE- UALLY TESTED FOR VOLT-
RAMIC CASE AGE AND CAPACITY 

• VACUUM - IMPREGNATED • CAST ALUMINUM END 
STACK ASSEMBLY TERMINALS 

• THE CoD SERIES SECTION • STACKS HELD UNDE R 
MICA STACK HIGH PRESSURE 

Cat. 
No. 

2710-52 
2720-52 
2740-52 
2763-52 
2773-52 
2791-52 
2800-52 
2820-52 
2853-52 
2861-52 
2882-52 
2890-52 
2911-52 

2011-59 
2020-59 
2040-59 
2060-59 
2083-59 
2100-59 
2120-59 
2140-59 
2161-59 
2170-59 
2180-59 

Cap. 
Mid. 

BROADCAST TYPE 52 

.0001 

.00015 

.0003 

.00043 

.00051 

.00082 

.001 

.002 

.0043 
.0051 
.0082 
.01 
.043 

BROADCAST TYPE 59 

.000051 

.0001 

.0002 

.0003 

.00051 

.001 

.002 

.003 

.0051 

.01 

.02 

Peak 
Working 
Voltage 

30,000 
30,000 
30,000 
30,000 
30,000 
30,000 
30,000 
20,000 
15,000 
15,000 
12,000 
10,000 

5,000 

6,000 
6,000 
6,000 
6,000 
6,000 
6,000 
6,000 
6,000 
4,000 
4,000 
2,000 

• FINEST INDIA RUBY MICA • SPECIAL LOW-LOSS FILLER HEAVY DUTY INDUSTRIAL TYPES 
ALSO REFER TO "FARADON" TYPES. 

*51%E DATA-applies to both Broadcast & Heavy Duty Types; 

Type 50 - 5" x 3 1;''' x 3" high Type 52 - 6'h" x 5" x 5%" high 
Type 51 - 61/2" x 5" x 4" high Type 57 =-- 8'12" x 14" high 

Type 59 - 3 1¥16" x 2 1¥16" x 2%," high 

BROADCAST TRANSMITTING TYPES 

Cot. 
No. 

2210-50 
2220-50 
2230-50 
2251-50 
2271-50 
2280-50 
2300-50 
2310-50 
2333-50 
2341-50 
2360~50 
2370-50 
2380-50 

2411-51 
24'0-51 
2430-51 
2440-51 
2483-51 
2501-51 
2510-51 
2530-51 
2550-51 
2583-51 
2591-51 
2610-51 
2620-51 

Cap. 
Mid. 

BROADCAST TYPE 50 

.0001 

.00015 

.0002 

.00051 

.00082 

.001 

.0015 

.002 

.0043 

.0051 

.01 

.015 

.02 

BROADCAST TYPE 51 

.000051 

.0001 

.00015 

.0002 

.00051 

.00082 

.001 

.0015 

.002 

.0043 

.0051 

.01 

.02 

Peak 
Working 
Voltage 

10,000 
10,000 
10,000 
10.000 
10,000 
10,000 
10,000 
10,000 

8,000 
6,000 
5,000 
4,000 
3,000 

20,000 
20,000 
20,000 
20,000 
20,000 
20,000 
20,000 
15,000 
15,000 
12,000 
10,000 

8,000 
5,000 

Cat. 
No. 

278-50 
250-50 
238-50 
223-50 
191-50 

252-51 
239-51 
225-51 
193-51 
"8-51 

298-52 
286-52 
485-52 
164-52 
430-52 

402-57 
676-57 
776-57 

544-59 
545-59 
572-59 
595-59 
547-59 
548-59 

*When MIL-C-58 units must be supplied, order according to .peclflc CM type de.lgnatlon •• 

© U.C.P., Inc. 

Cap. 
Mid. 

HEAVY DUTY TYPE 50 

.005 

.001 

.0015 

.002 

.004 

HEAVY DUTY TYPE 51 

.001 

.0015 

.002 

.004 

.01 

HEAVY DUTY TYPE 52 

.000'3 

.0004 

.005 

.008 

.01 

HEAVY DUTY TYPE 57 

.0006 

.002 

.004 

HEAVY DUTY TYPE 59 

.0005 

.001 

.002 

.003 

.005 

.01 

Peak 
Working 
Voltage 

12,500 
12,500 
10,000 
10,000 

8,000 

20,000 
20,000 
15,000 
12,000 
10,000 

35,000 
35,000 
20,000 
12,000 
15,000 

40,000 
40,000 
30,000 

7,500 
7,500 
7,500 
6,000 
6,000 
5,000 
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------I~ORNELL-DUBILIER---

··TIRYMIKEU CERAMIC CAPACITORS 

THE CERAMIC WITH 

\THE MILLION DOLLAR BODY 

• Small, space·saving and • Adapted for wide variety 
lightweight. of applications. 

• Available in all popular ca· • Minimized eddy current 
pacities. losses due to construction. 

• Guaranteed minimum ca· 
pacity tolerance. 

• low inductance, stable, de· 
pendable performance. 

• Available with temperature 
compensating characteristics. 

General Purpose DISC 
HIGH K 

TYPE: BY A - BYB 
VOLTAGE: 1000 VDCW, except as noted. 

TOLERANCE: GMC, except as noted. 

TEMPERATURE RANGE: -55°C to +85°C. 

SINGLES 

Dia. 
·Cap. Cat. Max. 
Mmfd. No. {Inches} 

470 BYA10T47 % 
500 BYA10n % 
680 BYA10T6B % 
820 BYA10TI2 . " 1000 BYA10D1 ~ 

tl000 BYA10D1M % 
1500 BYA10D~5 % 
2000 BYA10D ~ 2200 BYA10D22 
2500 BYA10D25 '% 
2700 BYA10D27 ,~ 

3000 BYA10D3 ,~ 

3300 BYA10D33 '% 
4000 BYA10D4 ,~{z 

t4700 BYA10D47M ,~ 

5000 BYA10D' 
t5000 BYA10D5M 
6800 BYA10D61 

*10000 BYA651 
10000 BYA1051 

tl0000 BY~1051M 
15000 BY110515 

*20000 BYB652 
*30000 BYB653 
*40000 BYB654 

·Rated at 600 VDCW. 
tTolerance ±200/0. 

% 
% 
'~ '8 
~ 

% 
~ 
~ 
~ 
~ 
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Thick. 
Max. 

{Inches} 
---
~ 
~ 
~ 
~ 
~ ---
% ." ~ 
~ 
% ---
~ 
% 
~ 
~ 
~ ---
~!2 

'" % 
~ 
~ ----
~ 
~ 

'" '" '" 

List 
Price 

---
$.25 

.25 

.25 

.25 

.25 
---

.25 

.25 

.25 

.25 

.25 
---

.25 

.25 

.25 

.25 

.25 
---

.25 

.25 

.25 

.25 

.25 ---

.30 

.30 

.30 

.60 

.60 

Net 
Price 

---
$.15 
.15 
.15 
.15 
.15 ---
.15 
.15 
.15 
.15 
.15 ---
.15 
.15 
.15 
.15 
.15 

---
.1' 
.15 
.15 
.15 
.15 ---
.18 
.11 
.11 
.36 
.36 

Net 

General Purpose DISC 

TYPE: BYC 
VOLTAGE: 600 VDCW 
TOLERANCE: GMC 

UNSHIELDED 

TEMPERATURE RANGE: -55°C to +85°C. 

DUALS 

Dia. Thick. 
Cap. Cat. Max. Max. 

Mmfd. No. {lnches} {Inches} 
List 

Price 
------

2 x 1000 BYC6DD1 % '-' $.40 
2 x 1500 BYC6DD15 I~ ~ .40 
2 x 2000 BYC6DD2 I~ ~ .40 
2 x 2200 BYC6DD22 1~ % .40 
2 x 2500 BYC6DD25 1~ ~ .40 ------
2 x 3000 BYC6DD3 ~ % 
2" 4000 BYC6DD4 ~ ,,{, 

2 x 4700 BYC6DD47 ~ ~ 
2 x 5000 BYC6DD5 ~ ~ 

General Purpose DISC 
SHIELDED 

TYPE: BYD 
VOLTAGE: 600 VDCW 
TOLERANCE: GMC 
TEMPERATURE RANGE: -55°C to +85°C. 

DUALS 

Dia. Thick. 
Cap. Cat. Max. Max. 

Mmfd. No. {Inches} {Inches} 

.40 

.40 

.40 

.40 

List 
Price 

------
2" 1000 
2 x 2000 
2" 5000 
2 x 10000 

TYPE: L 

BYD6DD1 % '" BYD6DD2 % '" BYD6DD5 1~ '-' BYD6D51 % '" 
General Purpose DISC 

CLOSE TOLERANCE 

VOLTAGE: 1000 VDCW 

$.50 
.50 
.50 
.50 

Net 
Price ---
$.24 
.24 
.24 
.24 
.24 ---
.24 
.24 
.24 
.24 

Net 
Price ---
$.30 

.30 

.30 

.30 

TOLERANCE: ± 100/0, except as noted, to 390 mmfd. incl. 
±200/0, 400 mmfd. and over. 

TEMPERATURE RANGE: -55°C to +85°C. 

SINGLES 

Dic • Thick. 
Cap. Cat. Max. Max. List Net 

Mmfd. No. {Inches} (Inchesl Price Price 
---------

t3.3· L10V33 % ~ $.25 $.15 
t5.0 L10V5. % ~ .25 .15 
t6.8 L10V61 ~ ~ .25 .15 
7.0 L10V7 % ~ .25 .15 
8.0 L10VI % ~ .25 .1' ---------

10 L10Q1 % ~ .25 .15 
12 L10Q12 % ~ .25 .15 
15 L10Q15 % % .25 .1' 
18 L10Q18 '-' ~ .25 .15 
20 L10Q2 % ~ .25 .15 ---------
22 L10Q22 ~. ~ .25 .15 
24 L10Q24 % ~ .25 .15 
25 L1DQ25 % ~ .25 .15 
27 L1DQ27 % ~ .25 .15 
30 LIOQ3 % ~ .25 .15 

---------
33 L 10Q33 % % .25 .15 
39 L10Q39 % ~ .25 .15 
47 L10Q47 % ~ .25 .15 
50 L10Q5 % ~ .25 .1' 
51 L10Q" % .25 .15 

tTolerance ±.5 Mmfd. (cont'd next page) 
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SECTION 1500 

----tCORNELL-DUBILIER----

··TINYMIKE·· CERAMIC CAPACITORS 

TYPE: L (cont'd) TYPE: HVA-HVB-HV ont C (C 'd) 

SINGLES 
Dia. Thick. 

Cap. Cat. Max. Max. list Net 
Dia. Thick. Mmfd. No. (Inches) (Inches) Price Price-

Cap. Cat. Max. Max. Li,t Net ---------
Mmfd. No. (Inches) (Inches) Price Price 18 HVA16Ql. % 7~ $.35 $.21 

--------------------- 20 HVA16Q2 % 7~ .35 .21 
56 Ll0Q56 % .", $.25 $.15 22 HVA16Q22 % 7~ .35 .21 
68 L 10Q68 ~ .", .25 .15 33 HVA16Q33 % 7, .. .35 .21 
75 Ll0Q75 % .", .25 .15 47 HVA16Q47 1% 7~ .35 .21 
82 Ll0Q82 ~ .", .25 .15 ---------
91 Ll0Q91 % .", .25 .15 56 HVA16Q56 1~" 7~ .35 .21 

------------ 62 HVA16Q62 1~ 7~ .35 .21 
100 Ll0Tl % .", .25 .15 68 HVA16Q68 1~ 7~ .35 .21 
110 L 1 OTll ~ .", .25 .15 82 HVA16Q82 1% 7~ .35 .21 
120 L 10Tl2 % .", .25 .15 100 HVA16T1 1~ 7~ .35 .21 
130 L 10T13 % .", .25 .15 ---------
ISO Ll0T15 ~ .", .25 .15 150 HVB16T15 % 7~ .35 .21 

------------ 180 HVB16T18 % 7~ .35 .21 

180 L 10T18 ~ ;,{, .25 .15 220 HVB16122 % 7~ .35 .21 
300 HVB16T3 % 7~ .35 .21 

200 Ll012 ~ ;,{, .25 .15 330 HVB16T33 % 7~ .35 .21 
220 L10122 ~{, .", .25 .15 ---------240 L10124 % .", .25 .15 390 HVB16T39 % 7~ .35 .21 
250 L10T25 ~ .", .25 .15 470 HVB16T47 19~ ~u .35 .21 ----- ---------- 680 HVB16T68 1% 7~ .35 .21 
270 L10127 ~ .", .25 .15 1000 HVB16Dl 1~ 7~ .35 .21 
300 L1013 ~ .", .25 .15 1200 HVC16D12 1% 7~ .35 .21 
330 L10T33 ~ .", .25 .15 ---------
350 L10135 ~ .", .25 .15 1500 HVC16D15 \9~ 7/32 .35 .21 
360 Ll0T36 ~ .", .25 .15 2000 HVC16D2 1~ 7~ .35 .21 
390 L 10T39 .~ ~, .25 .15 2200 HVC16D22 .1~ 7~ .35 .21 ----- ---------- 3300 HVC16D33 \9~ 7~ .35 .21 
400 Ll0T4 %. .~ .25 .15 4700 HVC16D47 ~ 7~ .35 .21 
420 L 10T42 % .~ .25 .15 6800 HVC16D68 Ys 7~ .35 .21 
470 L 10T47 ~1 .", .25 .15 
500 Ll015 % .~ .25 .15 
510 L 1 0151 % ~i2 .25 .15 tTolerance ±.5 Mmfd. 

-----------------------
560 L 10156 % .", .25 .15 
600 Ll0T6 % .", .25 .15 High Voltage DISC 
620 L 10T62 % .", .25 .15 
680 L 10T68 % .", .25 .15 for BUFFER Applications 
750 L 10T75 % .", .25 .15 

---------------------- TYPE: HV'E 
800 L10Tl % .~ .25 .15 
820 L 10Tl2 1~ .", .25 .15 VOLTAGE: 1600 VDCW 
910 Ll0T91 1~ .", .25 .15 

TOLERANCE: GMC, except as nated • 1000 Ll0Dl 1~ .", .25 .15 
1200 L10D12 1~ .", .25 .15 TEMPERATURE RANGE: -55°C to +85°C. --------
1500 L10D15 I%. .", .25 .15 

SINGLES 1600 L10D16 1~ .", .25 .15 
1800 L10D18 1~ .", .25 .15 
2000 L10D2 1~ .", .25 .15 
2200 L10D22 1~ .", .25 .15 . Dia. Thick • 

--------- Cap. Cat. Max. Max. list Net 
2500 L 10D25 % .", .25 .15 Mmfd. No. (Inches) (Inches) Price Price 
2700 L10D27 % ;,{, .25 .15 ---------
3000 L10D3 % .", .25 .15 3000 HVE16D3 % 7~ $.35 $.21 
3300 L10D33 % ;,{, .25 .15 4000 HVE16D4 % 7~ .35 .21 
3900 L10D39 Ys .", .25 .15 5000 HVE16D5 % 7~ .35 .21 

--------- 6000 HVE16D6 Ys 7~ .35 .21 
4000 L10D4 Ys .", .25 .15 7000 HVE16D7 Ys 7~ .35 .21 
4300 L10D43 Ys .", .25 .15 ---------
4700 L10D47 Ys .", .25 .15 7500 HVE16D75 Ys 7~ .35 .21 
5000 L10D5 Ys .", .25 .15 8000 HVE16D8 Ys 7,(, .35 .21 
5100 L10D51 Ys .", .25 .15 10000 HVI1651 Ys 7~ .35 .21 

t15000 HVI16S15 Ys ~ .60 .36 

tTolerance ±.5 Mmfd. 

General Purpose DISC 
HIGH VOLTAGE Low Voltage Miniature DISC 

TYPE: HVA-HVB-HVC for TRANSISTOR CIRCUITRY 
VOLTAGE: 1600 VDCW TYPE: H 
TEMPERATURE RANGE: -55°C to +85°C. VOLTAGE: 50 VDCW 
TOLERANCE: 4.7 to 100 mmfd. incl. ± 100;., except as noted. TOLERANCE: +1000;., -00;., except as noted. 

150 to 1000 mmfd. incl. ± 200;.. 
TEMPERATURE RANGE: +10o C to +85°C. 1200 to 6800 mmfd. incl. GMC. 

SINGLES Dia. Thick. 
Cap. Cat. Max. Max. list Net 

Mmfd. No. (Inches) (lnche.) Price Prlc. 
Dia. Thick. -----.----

Cap. Cat. Max. Max. List Net .001 H.OSD1 .290 

~ 
$.45 $.27 

Mmfd. No. (lnche,) (Inches) Price Price .005 H.05DS .350 .45 .27 
------ .01 H.0551 .350 .65 .39 

t4.7 HVA16V47 % 7~ $.35 $.21 .02 H·01S2 .500 .65 .39 
6.8 HVA16V68 % 7,(, .35 .21 .025 H·01S25 .500 .65 .39 

10 HVA16Ql % 7,(, .35 .21 *.05 H·05S5 .625 ~ .70 .42 
12 HVA16Q12 % 7~ .35 .21 *.10 H·05P1 .625 ~ .90 .54 
15 HVA16Q15 % 7~ .35 .21 

*Tolerance +800;.. 200;.. 
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ORNELL-DUBILIER---

··TIHYMIKE·· CERAMIC CAPACITORS 

General Purpose DI$C General Purpose DISC 
HIGH VOLTAGE HIGH VOLTAC,?E 

TYPE: HVA - HVB - HVC TYPE: HVA - HVB - HVC 
VOLTAGE: 2000 VDCW VOLTAGE: 3000 VDCW 

TEMPERATURE RANGE: -55°C to +85°C. TEMPERATURE RANGE: -55°C to +~5°C. 
TOLERANCE: 4.7 to 82 mmfd. incl. ± 10%, except as noted. TOLERANCE: 4.7 to 60 mmfd • .incl. ± 10%, except as noted; 

100 to 1500 mmfd. incl. ±20%. 68 to 1000 mmfd. incl. ±20%; 1500 to 4000 mmfd. incl. GMC. 
2000 to 6000 mmfd. incl. GMC. 

SINGLES 
SINGLES 

Dia. Thick. 
Dia. Thick. Cap. Cat. Max. Max. List Net 

Cap. Cat. Max. Max. List Net Mmfd. No. (Inches) (Inches) Price Price 
Mmfd. No. (Inches) (Inches) Price Price ---------

--------- N.7 HYA30Y47 % ~ $.40 $.24 
t4.7 HYA20Y47 % 7,{, $.35 $.21 6.8 HYA30Y68 % 7,{, .40 .24 
6.8 HYA20Y68 % 7,{, .35 .21 10 HYA30Ql % 7,{, .40 .24 

10 HYA20Ql % 7,{, .35 .21 12 HYA30Q12 % ,,{, .40 .24 
15 HVA20Q15 % ,,{, .35 .21 15 HYA30Q15 % ~ .40 .24 
22 HYA20Q22 % ~ .35 .21 ---------
33 HYA20Q33 % 7,{, .35 .21 22 HYA30Q22 % 7,{, .40 .24 
39 HVA20Q39 I',{, 7,{, .35 .21 33 HYA30Q33 I~ 7,{, .40 .24 
47 HYA20Q47 I~ 7,{, .35 .21 39 HYA30Q39 I~ 7,{, .40 .24 
56 HYA20QS6 I~ 7,{, .35 .21 47 HYA30Q47 I~ 7,{, .40 .24 
62 HYA20Q62 I~ 7,{, .35 .21 50 HYA30QS I~ 7,{, .40 ~24 -------------------
68 IIVA20Q68 I~ 7,{, .35 .21 60 HYA30Q6 I~ 7,{, .40 .24 
75 HYA20Q7S I~ 7,{, .35 .21 68 HYI30Q68 % 7,{, .40 .24 
82 HVA20Q82 I~ 7,{, .35 .21 100 HYI30n % 7,{, .40 .24 

100 ~::~gH2 % 7,{, ,35 .21 120 HYUOn2 % 7,{, .40 .24 
120 % 7,{, .35 .21 150 HYI30T15 % ~ .40 .24 -----------------
ISO HYI20nS ~ 

7,{, .35 .21 180 HYI30T18 % ~ .40 .24 
180 HYI20T18 7,{, .35 .21 200 HYI30T2 % 7,{, .40 .24 
200 HY120T2 % 7,{, .35 .21 220 HYI30T22 1% 7,{, .40 .24 
220 HV120T22 % ~ .35 .21 250 HYI30T2S 1% 7,{, .49 .24 
270 HY120T27 % 7,{, .35 .21 270 HYI30T27 I~ ~ .40 .24 

------------------
300 HVI20T3 % 7,{, .35 .21 300 HYI30T3 I~ 7,{, .40 .24 
330 HVI20T33 I',{, 7,{, .35 .21 330 HYI30T33 I~ 7,{, .40 .24 
390 HYI20T39 I',{, 7,{, .35 .21 390 HYI30T39 I~ ~ .40 .24 
470 HYI20T47 I',{, 7,{, .35 .21 470 HYI30T47 1~32 ~ .40 .24 
500 HYI20TS ,',{, 7,{, .35 .21 500 HYI30TS I',{, 7,{, .40 .24 

------------------ 680 HYI30T68 ~ 7,{, .40 .24 560 HYI20TS6 I',{, 7,{, .35 .21 
680 HYI20T68 I'~ 7,{, .35 .21 1000 HYI30Dl ~ ~ .40 .24 

1000 HYI20Dl .~ % .40 .24 1500 HYC30D15 I~ 7,{, .40 .24 
1500 HYI20D15 ~ 7,{, .40 .24 2000 HYC30D2 ~ 7,{, .40 .24 
2000 HYC20D2 1% 7,{, .40 .24 2200 HYC30D22 ~ 7,{, .50 .30 --------------- 3300 HYC30D33 ~ 7,{, .50 .30 2200 HYC20D22 1% 7,{, .40 .24 
3300 HYC20D33 ~ 7,{, .50 .30 4000 HYC30D4 ~ 7,{, .50 .30 
4700 HVC20D47 ~ 7,{, .50 .30 
5000 HYC20DS ~ 7' .50 .30 tToleronce ±.5 Mmfd. ,.. 
6000 HVC20D6 ~ 7,{, .50 .30 

tTolerance ±.5 Mmfd. 

High Voltage DISC 
for DEFLECTION YOKE Applications 

TYPE: HVD General Purpose DISC 

VOLTAGE: 2000 VDCW HIGH VOLTAGE 
TOLERANCE: ±10% 

TYPE: HVA-HVB 
TEMPERATURE RANGE: -55°C to +85°C. 

VOLTAGE: 5000 VDCW 

SING~ES TOLERANCE: ±20% 

TEMPERATURE RANGE: -55°C to +85°C. 
Dia. Thick. 

Cap. Cat. Max. Max. List Net SINGLES Mmfd. No. (Inches) (Inches) Price Price 
---------

IS HVD20Q15 % 7,{, $.35 $.21 
18 HYD20Q18 % 7,{, .35 .21 Dia. Thick. 
20 HYD20Q2 % 7,{, .35 • 21 Cap. Cat • Max. Max. List Net 
22 HYD20Q22 % 7,{, .35 .21 Mmfd. . No. (Inches) (Inches) Price Price 
33 HYD20Q33 % 7,{, .35 .21 ------------------ 4.7 HYASOY47 % 7,{, $.60 $.36 
39 HVD20Q39 1% 7,{, .35 .21 10 HVASOQl % 7,{, .60 .36 
47 HYD:gQ47 I',{, 7,{, .35 .21 22 HVASOQ22 I',{, , 7,{, .60 .36 
62 HYD2,Q62 I',{, 7,{, .35 ' .21 47 IIYBSOQ47, % 7", .60 .36 
68 HVD2OQ68 I',{, 7A1 .35 .21 100 HYIIOTI % '7,{, .60 .36 
75 ,HYD20Q7S ,1'41 7A1 "".35' ,21 ' , --'-'-" -----.--' -'-' --,'---- -'-'~"- 220 HVB50T22 1'41 '''' .60 .36 
82 HVD20Q82 I',{, 7,{, .35 .21 330 HVIIOT33 19~ 7,{, .60 .36 
91 HYD20Q91 I',{, 7,{, .35 .21 470 HYBSOT47 7,{, .60 .36 
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SECTION 1500 

---.... CORNELL-DUBILIER----

"TINYMIKE" CERAMIC CAPACITORS 
Temperature Compensating DISC 

Coefficient NPO 
TYPE: C 
VOLTAGE: 1000 VDCW 

TOLERANCE: ±5%, except as noted. 
TEMPERATURE RANGE: -55°C to +85°C. 

SINGLES 

Die. Thick. 
Cap. Cat. Max. Max. 

Mmfd. No. (lnchesl (lnchesl 
---

t1.5 C10V15C % % 
t2.0 C10V2C % % 
t2.2 C10V22C % %2 
t3.0 C10V3C ,,{, % 
t3.3 C10V33C % % ----
N.O C10V4C % % 
t4.7 C10V47C % % 

5.0 C10V5C % % 
6.0 C10V6C % % 
6.8 C10V68C % % 

----
7.0 C10V7C % % 
8.0 C10V8C % % 
8.2 C10V82C % % 
9.0 C10V9C % % 

10 C10Q1C % % ---
12 C10Q12C :y" % 
13 C10Q13C :y" % 
15 C10Q15C :y" % 
18 C10Q18C :y" s,{, 
20 C10Q2C :y" ~2 ----
22 C10Q22C '% % 
24 C10Q24C '% % 
25 C10Q2'C l~ % 
27 C10Q27C '% % 
30 C10Q3C '% % 

-------
33 C10Q33C '% % 
36 C10Q36C '% % 
39 C10Q39C l~ % 
43 C10Q43C 19,{, % 
47 C10Q47C l~ % ---
50 C10Q,C ".4 % 
51 C10Q'1C ".4 ~ 
56 C10Q'6C 3j.j % 
62 C10Q62C ".4 % 
68 C10Q68C ".4 %2 

------------------
75 C10Q7'C ".4 % 
82 C10Q82C 3j.j % 
91 C10Q91C % % 

100 C10T1C % % 

fTolerance ±.5 Mmfd. 

list 
Price ---
$.50 
.50 
.50 
.50 
.50 

---
.50 
.50 
.50 
.50 
.50 

----
.50 
.50 
.50 
.50 
.50 

----
.50 
.50 
.50 
.50 
.50 

----
.50 
.50 
.50 
.50 
.50 

---
.50 
.50 
.50 
.50 
.50 

----
.50 
.50 
.50 
.50 
.50 

---
.50 
.50 
.50 
.50 

Temperature Compensating DISC 
Coefficient N750 

TYPE: C 
VOLTAGE: 1000 VDCW 

TOLERANCE: ±5% 

TEMPERATURE RANGE: -55°C to +85°C. 

SINGLES 

Die. Thick. 
Cap. Cat. Max. Max. 

Mmfd. No. (Inches I (lnchesl 
---

5.0 C10V5U % % 
6.0 C10V6U % % 
6.8 C10V68U % % 
7.0 C10V7U % % 
8.0 C10V8U % % 

---
8.2 C10V82U % % 
9.0 C10V9U. % % 

10 C10Q1U % % 
12 C10Q12U % % 
13 C10QUU % % ----
15 C10Q15U % % 
18 C10Q18U % % 
20 C10Q2U % % 
22 C10Q22U % % 
24 C10Q24U ,,{, % 

(1;) U.C.P., Inc. 

list 
Price 

---
$.50 
.50 
.50 
.50 
.50 

---
.50 
.50 
.50 
.50 
.50 

----
.50 
.50 
.50 
.50 
.50 

Net 
Price 

---
$.30 

.30 

.30 

.30 

.30 
----

.30 

.30 

.30 

.30 

.30 
----

.30 

.30 

.30 

.30 

.30 
---

.30 

.30 

.30 

.30 

.30 
-----

.30 

.30 

.30 

.30 

.30 
----

.30 

.30 

.30 

.30 

.30 
----

.30 

.30 

.30 

.30 

.30 
----

.30 

.30 

.30 

.30 

Net 
Price 

---
$.30 

.30 

.30 

.30 

.30 
---

.30 

.30 

.30 

.30 

.30 
---

.30 

.30 

.30 

.30 

.30 

Net 

TYPE: C (cont'dl 

Dic. Thick. 
Cap. Cat. Max. Max. List Net 

Mmfd. No. (lnchesl (Inches I Price Price 
-----------

25 C10Q2'U % % $.50 $.30 
27 C10Q27U .,{, ~, .50 .30 
30 C10Q3U ~ % .50 .30 
33 C10Q33U % % .50 .30 
36 C10Q36U :y" ~2 .50 .30 

------- ----
39 C10Q39U :y" ~, .50 .30 
43 C10Q43U :y" ~, .50 .30 
47 C10Q47U :y" % .50 .30 
50 C10Q5U :Va ~2 .50 .30 
51 C10Q51U :y" % .50 .30 

-----------------_.-
56 C10Q56U :y" % .50 .30 
62 C10Q62U :y" ~2 .50 .30 
68 C10Q68U :y" ~2 .50 .30 
75 C10Q75U '% ~, .50 .30 
82 C10Q82U '% % .50 .30 

-------------------
91 C10Q91U 19/32 % .50 .30 

100 C10nU '% % .50 .30 
110 C10T11U '% % .75 .45 
120 C10T12U 19M % .75 .45 
130 C10T13U '% % .75 .45 

-------------
ISO C10T15U '% % .75 .45 
160' C10n6U 3j.j s,{, .75 .45 
175 C10T17'U ".4 ~2 .75 .45 
180 C10T18U 3j.j ~2 .75 .45 
200 C10T2U ".4 % .75 .45 

---------
220 C10T22U ".4 ~, .75 .45 
240 C10T24U ".4 % .75 .45 
270 C10T27U % % .75 .45 
300 C10T3U % SM .75 .45 
330 C10T33U % % .75 .45 

UNIVERSAL HIGH VOLTAGE 

• New, superior design 
and construction. 

• Generous factor of 
safety permits use at 
FULL rated voltage 

• High insulation resist • 
once, low power factor. 

• Choice of terminal styles 
to meet all TV assembly 
requirements 

STANDARD TOLERANCE: +50%, -20% 

Cot. No. Cat. No. 
MMU200TS MMU300TS 

Cap. Mmfd. 500 500 
VDCW 20,000 30,000 

Flash Test 30,000 40,000 
Body Size 

A 1.068" 1.381 • 
B .950" 1.375" 
C .937" 1.250" 
0 .250" .250· 

List Price $1.8' $3.00 
Net Price 1.11 1.80 

A 10,000 VDCW [MMU lOOTS) unit is available on special order. 
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SECTION 1500 

CORNING ELECTRONIC COMPONENTS 

The following pages list the resistors, fixed and trimmer capacitors, inductors, and grid boards avail­
able from Corning Electronic Components through Corning' Distributors, Our electronic components plant in 
Bradford, Pa., mass produces them all. . 

Wherever your plant is, there is a Corning distributor nearby to give you fast service on the specific 
components you need to meet your specific requirement. A phone call will put his knowledge at your service. 

---------------------' ------

CY 

CYF 

CYFM 

W,WL 

CORNING 
FIXED 

CAPACITORS 

Layers of ultra stable ribbon glass and aluminum foil, with leads attached, are fused 
under heat and pressure to make each Corning capacitor a practically indestructible 
monolithic unit. Its properties are entirely those of the closely controlled dielectric, 
and can't be changed by assembly methods or subsequent treatment. Properties like 
these at 1 Kc and 20·C.; dissipation factor of .05%; dielectric constant of 8.4; tem­
perature coefficient within 10PPM with absolute retrace. Standard values are the same 
as stanilard decade values in applicable military specifications. 

TYPE AND MIL SPEC 

- For standard applications not requiring en-
vironment-proof construction. MIL-C-11272B_ 

- For the most exacting applications where ex-
tremely high reliability levels to your specifi-
cation must be guaranteed. Environment-proof 
fused construction. MIL-C-11272B. ' 

- Fusion-sealed environment-proof performance 
at cost savings. Electrically and environmentally 
interchangeable with CYF. MIL-C-11272B. 

- Smallest high stability wafer capacitors avail-
able. With or without radial leads. 
MIL-C-11272B. 

STANDARD 

CAPACITOR 

VALUES 

0.5 
1.0 
1.5 
2.2 
2.7 
3.0 
3.3 
3.6 
3.9 
4.3 
4.7 
5.1 
5.6 
6.2 
6.8 

MODEL 

CYlO 

CYl5 

CY20 

CY30 

CYFlO 

CVFl5 

CYF20 

CYFMI0 

CYFM15 

CYFM20 

CYFM30 

W,WLl 

W,WL2 

W,WL3 

W,WL4 

W,WL5 

CAPACITANCE 
RANGE Cpf) 

0.5 to 240 

160 to 1200 

560 to 5100 

3600 to 10000 

0.5 to 240 

160 to 1200 

560 to 5100 

0.5 to 300 

220 to 1200 

560 to 5100 

3600 to 10000 

4700 to 10000 

3000 to 4300 

1100 to 2700 

620 to 1000 

5 to 560 

7.5 
8.2 
9.1 

10 
11 
12 
13 
15 
~6 
18 
20 
22 
24 
27 
30 

VOLTAGE NOMINAL DiMENSIONS 
Size In inches 

500 and 300 11/32 x 11/64 x 5/64 

500 and 300 15/32 x 17/84 x 7/64 

500 an~ 300 47/64 x 27/64 x 9/64 

500 and 300 49/64 x 3/4 x 9/64 

500 and 300 11/32 x 11/64 x 5/64 

500 and 300 15/32 x 17 /64 x 7/64 

500 and 300 47/64 x 27/64 x 9/64 

500 and 300 11/32 x 11/64 x 5/64 

500 and 300 15/32 x 17/64 x 7/64 

500 and 300 47/64 x 27/64 x 9/64 

500 and 300 49/64 x 3/4 x 9/64 

300 .468 x .737 x .125 

300 .468 x .377 x .115 

300 .468 x .234 x .115 

300 .218 x .234 x .115 

300 .218 x .144 x .115 

33 130 560 
36 150 620 
39 160 680 
43 180 750 
47 200 820 
51 220 910 
56 240 1000 
62 270 1100 
68 300 1200 
75 330 1300 
82 360 1500 
91 390 1600 

100 430 1800 
110 470 2000 
120 510 2200 
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WEIGHT 
IN GRAMS 

0.25 - 0.50 

0.75 - 1.25 

2.50 - 4.00 

5.00 - 7.00 

0.25 - 0.50 

0.75·1.25 

2.50 - 4.00 

0.25 - 0.50 

0.75 - 1.25 

2.50 - 4.00 

5.00·7.00 

2.50 

1.12 

0.71 

0.37 

0.30 

2400 
2700 
3000 
3300 
3600 
3900 
4300 
4700 
5100 
5600 
6200 
6800 
7500 
8200 
9100 

10000 

© U,C.P., Inc. 



NF 

N 

N 

C 

S 

R 

1% 

1.00 
1.02 
1.05 
1.07 
1.10 
1.13 
1.15 
1.18 
1.21 
1.24 
1.27 
1.30 
1.33 
1.37 
1.40 
1.43 
1.47 
1.50 
1.54 
1.58 
1.62 
1.65 
1.69 
1.74 
1.78 

. I SECTION 1500 I. 
CORNING ELECTRONIC COMPONENTS 

CORNING 
RESISTORS 

TYPE AND MIL SPEC. 

- Glass encapsulation is fusion sealed. 
MIL·R·10509D, Char. Band G. 

~ ~'" ~ .. ~ 

- Fixed film, derating to 140°C. Uninsulated. 
MIL·R·I0509B, Char. X. 

.. 

(insulated)-Epoxy insulation coating. 
MIL·R-10509D, Char. B. 

Fuse a tin oxide coating into glass, spiral a helix in the coating, attach leads 
and you have a simple, rugged, exceptionally reliable resistor. Its temperature 
coefficient runs from ± 0.020% to ± 0.05%/ °C. Its overload change is less 
than 1%. Its noise level is less than 0.1 uv/v. It is non·inductive above 
280 ohms. Standard values are the same as standard decade values in appli· 
cable military specifications. 

MODEL MIL MODEL RESISTANCE (ohms) WATIAGE TOLERANCE 

NF60 RN60B 100 to lOOK Vs @ WC. 1% 

NF65 RN65B 100 to 348K lA @ WC. 1% 

N12 100 to 133K 1,4 @40°C. 1,2, and 5% 

N20 RN20 10 to500K if2 @40°C. 1,2, and 5% 

N25 RN25 10 to 1.5 meg. 1 @40°C. 1,2, and 5% 

N30 RN3D 30 to 4.12 meg. 2 @ 40°C. 1,2, and 5% 

N60 RN60B 10 to 133K I/S @ 70°C .. 1% 

N65 RN65B 10 to 499K 1,4 @ WC. 1% 

""""""' • I --~~~ N70 RN70B 10 to 1 meg. 1f2 @ 70°C. 1% 

- General purpose, low cost film·type. Prices and C20 RL20 51 to 150K 1/2 @ WC. 2%,5% 
sizes comparable to carbon composition type, but 
with film resistor performance characteristics. C32 RL32 51 to 470K 1 @ WC. 2%,5% 
MIL-R-22684 (Navy) 

I I C42S C42S 10 to 1.4 meg. 2 @ WC. 5%,10% 

- Fixed film-type for high temperature operation. SiIi· 130°C. 25°C. 
cone baked lacquer. MIL·R·11804C, Char. P. S20 RD60P 10 to 500K V2 1 1,2,5,10% 

- S25 RD65P 10 to 1.54 meg. 1 2 1,2,5,10% 

S30 RD70P 30.1 to' 4,22 meg. 2 4 1,2,5,10% 

- Power type, essentially non inductive in high·fre· R31 RD31P 10 to 70K 7 @ 25°C. 2,5,10% 
quency operations. MIL-R·11804C. 

R33 RD33P 19.6 to 150K 13 @ 25°C. 2,5,10% 

R35 RD35P 19.6 to 301K 25 @25°C. 2, 5, 10% 

R37 RD37P 19.6 to 500K 55 @ 25°C 2,5,10% 

R39 RD39P 30.1 to 1 meg. 115 @ 25°C. 2,5,10% 

STANDARD VALUES*-N, N INSULATED, NF, S, R, RESISTORS I, 2, and 5% Tolerances STANDARD VALUES· 
C RESISTORS 

2% 5% 1% 2% 5% 1% 2% 5% 1% 2% 5% ±5% ±10% 

1.00 1.00 1.82 3.32 3.32 6.04 10 10 
1.87 1.87 3.40 6.19 6.19 6.19 11 -

1.05 1.91 3.48 3.48 3.48 6.34 12 12 
1.96 1.96 1.96 3.57 6.49 6.49 13 -

1.10 1.10 2.00 3.65 3.65 6.65 15 15 
2.05 2.05 3.74 6.81 6.81 6.81 16 -

1.15 2.10 3.83 3.83 3.83 6.98 18 18 
2.15 2.15 2.15 3.92 7.15 7.15 20 -

1.21 1.21 2.21 4.02 4.02 7.32 22 22 
2.26 2.26 4.12 7.50 7.50 7.50 24 -

1.27 2.32 4.22 4.22 4.22 7.68 27 27 
2.37 2.37 2.37 4.32 7.87 7.87 30 -

1.33 1.33 2.43 4.42 4.42 8.06 33 33 
2.49 2.49 4.53 8.25 8.25 8.25 36 -

1.40 2.55 4.64 4.64 4.64 8.45 39 39 
2.61 2.61 2.61 4.75 8.66 8.66 43 -

47 47 1.47 1.47 2.67 4.87 4.87 8.87 51 -2.74 2.74 4.99 9.09 9.09 9.09 56 56 1.54 2.80 5.11 5.11 5.11 9.31 62 -2.87 2.8] 2.87 5.23 9.53 9.53 68 68 1.62 1.62 2.94 5.36 5.36 9.76 75 -
3.01 3.01 5.49 ·Standard resistance values are 82 82 

1.69 3.09 5.62 5.62 5.62 obtained from the decade table 91 -
3.16 3.16 3.16 5.76 by multiplyi.ng by multiples of 10. 

'Values not listed are con· As an example, 1.33 can repre· 
1.78 1.78 3.24 5.90 5.90 sent 13.3 ohms, 133 ohms, 1.33k, side red non·sto'· ·d. 

·13.3k, 133k, 1.33 megohm. 
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SECTION 1500 

CORNING ELECTRONIC COMPONENTS 

CORNING 
TRIMMER 

CAPACITORS 

Special metallizing is fired into a special glass of unexcelled dielectric properties, 
and special hardware is added to produce a Corning trimmer capacitor. This 
construction provides excellent performance and stability even under conditions 
of heavy shock and vibration. Our direct traverse PDT and Mini·Trimmer models 
are unique in design: the core runs up and down its tube without rotating. 
Tuning curves are smooth - no tuning breakage, backlash, or capacitance revers· 
als. Tuning cores never work loose or become microphonic. Typical values for 
all our trimmer capacitors are: Q of 500 at 50Mc; temperature coefficient of 
50 ± 50 PPM/"C. 

TYftE MODEL CAPACITANCE RANGE DC VOLTS DIMENSIONS RANGE (inchu). 
(pt) Behind·panel IlIIgth; DI .... II 1111"" 

ROTARY TRIMMER CAPACITORS-
Provide high performance in high frequency tuned 
circuits. 

DIRECT TRAVERSE TRIMMER CAPACITORS-
Special sliding core design provides completely linear 
tuning curve, eliminates reversals and backlash. Ideal 
where you have more space to play with than money. 

PRECISION DIRECT TRAVERSE TRIMMERS-
Provides performance with minimum behind· 
panel len 

MINI·TRIMMERS-
Extreme miniaturization with performance advant· 
ages of direct traverse: Shortest overall length. 

0.3 to 3.0 
Standard 1.0 to 8.0 

1.0 to 12.0 

1.0 to 8.0 
Split 1.0 to 12.0 

Bushing 0.5 to 3.0 

0.75 to 3.0 
0.70 to 4.0 

Precision 0.50 to 3.0 
0.50 to 4.0 

0.5 to 3.0 . unplated 
1.0 to 7.5· " 
1.0 to 8.0· 

Pan 1.0 to 12.0 . " 
Terminal 0.5 to 3.0 . silver plate 

1.0 to 8.0 ." " 
1.0 to 12.0· " 

1.0 to 8.0 . unplated 
0.5 to 3.0 . silver plate 

Wire 1.0 to 7.5·" " 
Terminal 1.0 to 8.0· " 

1.0 to 12.0· " 

0.8 to 4';5 
0.8 to 8.5 

Precision OT 0.8 to 12 
1.0 to 18 
1.0 to 30 

1.0 to 4.5 
1.0 to 8.5 

Panel Mount 1.0 to 12 
1.0 to 18 

1.0 to 4.5 
Printed 1.0 to 8.5 
Circuit 1.0 to 12 

1.0 to 18 

500 25/32 to 1 15/32; 

600 13/16 to 115/32; 

500 19/32 to 3/4; 

500 13/16 to 115/32; 

500 3/4 to 115/32; 

1000 21/64 to 1 19/32; 

1000 27/64 to 1 3/32 

1000 

CORNING 
INDUCTORS 

Corning standard inductors provide the same rugged construction characteristics 
as Corning trimmer capacitors-special silver metallizing fired into a special glass, 
plus special hardware. Inductance value can be duplicated within ±30/0. There is 
no drift. All standard values are available with leads for printed circuit mount· 
ing. Inquiries for special values are invited. 

. MODEL iNDUCTANCE 
RANGE (uh) 

STANDARD INDUCTORS-
High reliability, high stability, and rugged 
construction in ill 27 standard types. 

0.05 to 2.0 

INOUCTOR KITS 

Provide 10 inductor models, plus four tuning 
ceres, accessories, and a technical manual 
which includes performance curves. Gives de· 
Signers a range of top· stability inductors for 
testing of new circuits. 

P"ge 448 .. The MASTER - 26th Edition 

Q FACTOR 

180 at 140 MC to 
120 at 30 MC 

FREQUENCY 
RANGE 

10·250 MC 
and over 

145/64 to 2 9/16 

2 to 213/16 

125/64 to 143/64 

111/16 to 2 9/16 

115/16 to 2 3/4 

11/4t027/8 

(front of panel 
length, all types, 
is 1/4 inch.) 

27/64 to 1 3/32 

CURRENT 
RATING 

1 ampere 
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SECTION 1500 

CORNING ELECTRONIC COMPONENTS 

GRID BOARDS 
A simple, three-step process converts a Corning 
FOTOCERAM* grid board into a printed circuit in 
just 15 minutes. Apply a tape or chemical resist 
to the copper-plated grid board. Etch away the 
excess copper. Rinse the board and strip the resist. 

The FOTOCERAM base is a solid piece without 
laminations which might bend, twist, or warp 
under high temperatures. Its glass·ceramic compo· 
sition provides excellent plating, high strength, 
temperature resistance to 250·C., zero moisture 
absorption, nonflammability, and rigid dimensional 
stability. 

The board has 0.052 plated holes spaced 0.1 
inch apart on center. Boards are currently avail­
able in two sizes, both 1116" thick: three by five, 
and six by eight inches. They can be trimmed to 
any desired shape with a simple glass cutter. 
'Trademark 

GRID BOARD KITS 
These kits include everything needed to build a 
printed circuit quickly and easily. A complete kit 
provides FOTOCERAM grid boards, masking tape 
and a chemical resist ball point pen, etchant 
chemicals. The kit container itself is used as the 
etchant solution tray. A second kit version in­
cludes everything but the grid boards. 

Specify high reliability Corning electronic com­
ponents, available nationally through Corning 
electronic components distributors. 

For more information and data sheets, write 
Corning Electronic Components, 550 High St., 
Bradford, Pa. 

THESE COMPONENTS ARE DISTRIBUTED BY: 

ARIZONA 
PHOENIX 
Radio Specialties&Appliances Corp. 
TUCSON 
Standard Radio Parts, Inc. 

IOWA 
CEDAR RAPIDS 
Deeco, Inc. 

LOUISIANA 
NEW ORLEANS 
Electronic Parts Corp. 

MARYLAND 
BALTIMORE 

New Corning grid boards are already 1 holed and coppered to give you maxi· 
• .mum design flexibility. 

Layout the circuit run you want on one 
2. ~:Si~~th sides with tape or chemical 

3 Immerse in a copper etchant to remove 4 Rinse. That's all there is to making a 
• excess copper. • board ready for use. 

POUGHKEEPSIE 
Higgins & Sheer Electronic 

Distributors 
ROCHESTER 
Rochester Radio Supply Co., Inc. 
SYRACUSE 
Morris Distributing Co., Inc. 
UTICA 

PENNSYL V MIJA 
PHILADELPHIA • 
Herback & Rademan, Inc. 
Radio Electric Service Co. 
PITTSBURGH 
Cameradio Company 
SCRANTON 
Fred P. Pursell 

CALIFORNIA 
SOUTHERN CALIFORNIA 
Fedelllted Purchaser, Inc. 
Universal Radio Supply Co. 
Western Radio & TV Supply 
Newark Electronics Co., Inc. 
R. V. Weatherford Co. 
NORTHERN CALIFORNIA 
Elmar Electronics, Inc. 

Wholesale Radio Parts Co .. Inc. Valley Industrial Electronics. Inc. 
VESTAL TENNESSEE 

NASHVILLE 

R. V. Weatherford Co. 

COLORADO 
DENVER 
Intarstate Radio & Supply Co. 

FLORIDA 
MELBOURNE 
Electronic Wholesalers, Inc. 
MIAMI 
Electronic Wholesalers, Inc. 

ILLINOIS 
CHICAGO 
Newark Electronics Corp. 

INDIANA 
FORT WAYNE 
Ft. Wayne Electronic Supply, Inc. 
INDIANAPOLIS 
Graham Electronics Supply, Inc. 

MASSACHUSEnS 
BOSTON 
Cramer Electronics, Inc. 
Radio Shack Corp. 

MICHIGAN 
DETROIT 
Ferguson Electronic Supply 

MINNESOTA 
ST. LOUIS PARK 
George Spencer, Inc. 

NEW JERSEY 
MOUNTAINSIDE 
Federated Purchaser, Inc. 

NEW MEXICO 
ALAMOGORDO 
Radio Specialties Co., Inc. 
ALBUQUERQUE 
Radio Specialties Co., Inc. 

NEW YORK 
BUFFALO 
Radio Equipment Corp. 
NEW YORK CITY AREA 
Interstate Electronics, Inc. 
Milgray Electronics, Inc. 
Milo Electronics Corp. 
Terminal Hudson Electronics, Inc. 

Federal Electronics. Inc. 

NORTH CAROLINA 
WINSTON·SALEM 
Dalton Hege Inc. 

OHIO 
AKRON 
The Sun Radio Company 
CINCINNATI 
Hughes·Peters, Inc. 
CIlVELAND 
Radio and Electronics Parts Corp. 
COLUMBUS 
Hughes·Peters. Inc. 
DAYTON 
Srepco. Inc. 

OKLAHOMA 
TULSA 
Oil Capital Electronics Corp. 

OREGON 
PORTLAND 
United Radio Supply 

Electra Distributing Company 

TEXAS 
DALLAS 
Adleta Company 
HOUSTON 
Busacker Electronic Equipment Co. 

UTAH 
SALT LAKE CITY 
Kimball Distributing CO. 

VIRGINIA 
NORFOLK 
Priest Electronics, Inc. 

WASHINGTON 
SEATTLE 
Seattle Radio Supply. Inc. 

WASHINGTON, D.C. 
Electronic Wholesalers. Inc. 
Silberne Radio & Electronics Co. 

CORNING GLASS WORKS, BRADFORD, PA. 
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SECTION ,1500 . 

FILM CAPACITORS , INC. 
F-C-I POLYSTYRENE CAPACITORS 

F -C-I Polystyrene capacitors are characterized by a in hermetically sealed metal shells; in bathtub cases 
unique combination of low power factor, high insula- with low loss steatite terminals; and in style CP70 
tion resistance and low dielectric absorption ("soak- metal· cans with low loss steatite terminals. Special 
age") which cannot be duplicated by any other type units, including multi-section blocks are also availa-
capacitor except Teflon units. Furthermore, the capac- ble to order. 
itance stability is excellent, and the temperature 
coefficient of capacitance is very small. F-C-I Poly-
styrene capacitors are furnished as standard units TOLERANCES' TO .25% AVAILABLE. 

METAL SHELL POLYSTYRENE' STYLE CP70 CASED POLYSTYRENE BATHTUB CASED POLYSTYRENE 
CAPACITORS CAPACITORS CAPACITORS 

Part Volts Cap. CaseSiz_lns. List Part Volts Cap. Case Slz_lns. List Part Volts Cap. CaseSiz_lns. List Number DC MFD. L 0 Pri •• Number DC MFD. L W H Price Numb.r DC MFD. L W H Price 

A4-1·10 100 .01 1 .235 $4.00 . A2·D·l000 50 1.0 10/. 131. 1% $ 8.10 A3·0·50 50 .05 1'(. lI:! $ 4.35 A4·1·22 100 .022 1 .312 4.00 A2·0·2000 50 2 13A 1 2V. 11.60 A3-o·100 112 A4·1·33 100 .033 1. .312 4.10 A2·0·4000 50 4 2l1:! 1~. 2V. 14.90 
50 .10 1'>11 4.50 

A4·1-47 100 .. 047 1 .400 4.15 A2·0·6000 50 6 33A 1'(4 2114 20.00 A3·0·250 50 .25 1'>11 lI:! 4.65 
A4·1·68 100 .068 1 .400 4.20 A2·0·8000 50 8 33A IV. 2112 23.50 A3·0·500 50 .50 1'>11 5.10 
A4-1·100 100 .10 1% .400 4.40 A2·0·10M 50 10 331. 13A 2V. 27.50 A3·0·1000 50 1.0 131. 'I. 8.10 
A4-1·220 100 .22 1% .562 4.80 A2·1·500 100 0.5 1% 1 1% 6.00 A4·1·330 100 .33 1% .670 5.25 A2·1·1000 100 1.0 1% 1 2X 9.50 A3·1·50 100 .05 1'>11 112 5.25 
A4·1·470 100 .47 IVa .670 5.60 A2·1·2000 100 2.0 2X 1~. 2X 13.65 A3·1-100 100 .10 1'>11 112 5.35 
A4·2·10 200 .01 1 .312 4.00 A2·1·4000 100 4.0 3% IX 2X 17.55 A3·1·250 100 .25 1'>11 1 5.45 A4·2·22 200 .022 1 .400 4.10 A2·1·6000 100 6.0 3% 1% 2X 23.50 
A4·2·33 200 .033 1 .400 4.10 A2·1·8000 100 8.0 3% 2X 2X 27.70 A3·1·500 100 .50 131. 314 6.00 
A4·2·47 200 .047 1% .400 4.15 A2·1·10M 100 10.0 3% 2X 3 32.30 A3·1·1000 100 1.0 1314 1 9.50 
A4·2·68 200 .068 1% .400 4.15 A2·1·20M 100 20.0 3% 3~. 3X 46.00 
A4·2·100 200 .10 1% .562 4.50 A~·2·250 200 0.25 1% 1 2X 5.40 A3·2·50 200 . 10 131 • 314 5.35 
A4·2·220 200 .22 IVa .562 5.20 A2·2·500 200 0.5 1% 1 3X 6.10 A3·2·100 200 .05 1314 314 5.25 
A4·2·330 200 .33 IVa .750 5.80 A2·2·1000 200 1.0 1% 1 3 9.60 A3·2·250 200 . 25 2 13A ~ . 5.45 
A4·2·470 200 .47 IVa 1.00 6.10 A2·2·2000 200 2.0 2X 1~. 3 13.75 A3·2·500 200 .50 2 1314 ~. 6.10 
A4·4·10 400 .01 ·1 .312 4.00 A2·2-4000 200 4.0 3% IX 3X 17.90 
A4·4·22 400 .022 1 .400 4.10 A2·2·6000 200 6.0 3% 1% 3X 23.90 A3·2·1000 200 1.0 2 2 1114 9.60 

A2·2·8000 200 8.0 3% 2X 3X 28.00 A4-4·33 400 .033 1% .400 4.25 A2·2·10M 200 10.0 3% 3~. 3X 32.60 A3·4·10 400 1.0 1314 'I. 5.15 A4·4·47 400 .047 1% .400 4.35 A2·2·20M 200 20.0 4U. 3% 4 48.50 
A4·4·68 400 .068 1% .562 4.50 A3·4-20 400 .02 1314 'I. 5.15 
A4·4·100 400 .10 IVa .562 4.90 A2·4·250 400 0.25 1% 1 2X 5.45 A3·4·50 400 .05 1314 'I. 5.25 
A4·4·22O 400 .22 IVa ·750 5.45 A2·4·500 400 0.5 1% 1 2X 7.20 A3·4·100 400 . 10 131 • 1 'I. 5.35 
A4·4·330 400 .33 IVa .750 6.30 A2-4·1000 400 1.0 2X 1~. 2Va 14.50 A3·4·250 400 .25 2 1314 7/8 5.45 
A4·4·470 400 .47 IVa 1.00 7.20 A2-4·2000 400 2.0 3% IX 3 21.70 

A3·4·500 400 . . 50 2 131. 7/ • 7.20 A2·4-4000 400 4.0 3% 1% 3X 34.10 
A4·6·10 600 .01 1 .400 4.00 12.4.6000 400 6.0 3% 3~. 3 47.50 A3·4·1000 400 1.0 2 2 1'(4 14.50 

I A4.6.22 600 .022 1% .562 4.25 2·4·8000 400 8.0 3% 3~. 5Ya 58.50 
A4·6·33 600 .033 1% .562 4.25 A2·4·10M 400 10.0 4U. 3% 3X 72.00 A3·6·10 600 .01 13A 3A 5.15 
A4·6·47 600 .047 1% .670 4.50 

600 0.25 1% 1 2X 5.45 A3·6·20 600 . 02 1314 'I • 5.15 
A4·6·68 600 .068 IVa .562 4.80 A2·6·250 

A2·6·500 600 0.5 1314 1 3l1:! 7.20 A3·6·50 600 .05 131. :y., 5.25 A4·6·100 600 .10 IVa .670 5.10 A2·6·1000 600 1.0 2l1:! 1'(4 3l1:! 14.50 A3·6·100 600 .10 1314 1 5.35 A4-6-220 600 .22 IVa .750 5.45 A2·6·2000 600 2.0 3314 1314 3 22.10 
A4·6·330 600 .33 2% 1.00 6.30 A2·6·4000 600 4.0 3% 3~. 4 34.60 A3·6·250 600 . 25 2 131 • ~. 5.45 
A4·6·470 600 .47 2% 1.00 7.20 A2·6·5000 600 5.0 4U. 3% 3X 41.65 A3·6·500 600 .50 2 2 1'(4 7.20 

F-C-I TEFLON CAPACITORS 

F -C-I Teflon capacitors, available in all capacity and voltage ranges, are mum operating temperature of 85°C.· Furthermore, the insulation resistance 
essentially identical to polystyrene capacitors in their electrical character-
istics, with one important difference-Tellon capacitors may be operated 
at temperatures up to 200oC, whereas polystyrene capacitors have a maxi-

SOLID STATE HIGH VOLTAGE 
PACKAGED POWER SUPPLIES 

Completely enclosed and hermetically sealed power supplies operating on 115 volt, 
60 or 400 cycle, AC input. Output ranges from 2,000 vdc to 50,000 vdc. Standard 
sizes as follows: Non-standard supplies available upon request. 

RATED CURRENT MAX. CURRENT 
PART No. OUTPUT VOLTAGE OUTPUT OUTPUT 

PS-2S 2 KVDC 5MA 7.5 MA 

PS-5S 5KVDC 5MA 7.5 MA 

PS-12S 12KVDC 1MA 1.75 MA 

PS-ISS 15KVDC 1MA 1.75 MA 

PS-20S 20 KVDC 1MA 1.75 MA 

PS-30S 30KVDC lMA 1.75 MA 

PS-SOS 50KVDC 1 MA 1.75 MA 

® Du Pont Trade Mark 

of Tellon capacitors 
temperatures. 

Page 450 • The MASTER - 26th Edition Trade Discount Applies to list Prices Only 

is many ti:mes that of polystyrene at elevated 

© U.C.P.,.lnc. 



SECTION 1500 

F I L M CAPACITORS, INC. 
F-C-I HIGH VOLTAGE CAPACITORS 

F -Col Type D-6 capacitors employ a newly developed plastic film, 
plus Kraft paper dielectric which, with suitable processing, produces 
capacitors which are better, smaller and cheaper than could ever 
be produced before. F -Col Type D-6 capacitors are suitable for 
practically every type of high voltage D-C application. Type D-6 
capacitors can be used up to 125°C with proper deratiI)g. With 

these capacitors available, it is no longer necessary to stock groups 
of units each outstanding in only one property. F -Col Type D-6 
capacitors are furnished in steatite tubes with hermetically sealed 
metal end caps and either threaded studs or wire leads. Sizes not 
listed here can be furnished upon request. Ask for our quotation. 

FURNISHED IN STEATITE CASES - NO BREAKAGE ••• NO LEAKAGE 

Cat. No. 

06-6-10 
06-6-20 
06-6-50 
06-6-100 
06-6-250 
06-6-500 
06-6-1000 

06-10-10 
06-10-20 
06-10-50 
06-10-100 
06-10-250 
06-10-500 

06-20-2 
06-20-5 
06-20-10 
06-20-20 
06-20-50 
06-20-100 
06-20-250 
06-20-500 

06-30-2 
06-30-5 
06-30-10 
06-30-20 
06-30-50 
06-30-100 
06-30-250 

06-50-5 
06-50-10 
06-50-20 
06-50-50 
06-50-100 

06-75-1 
06-75-2 
06-75-5 
06-75-10 
06-75-20 
06-75-50 
06-75-100 

Capacity 
MFD. 

.01 

.02 

.05 

.10 

.25 

.50 
1.00 

.01 

.02 

.05 

.10 

.25 

.50 

.002 

.005 

.01 

.02 

.05 

.10 

.25 

.50 

.002 

.005 

.01 

.02 

.05 

.10 

.25 

.005 

.01 

.02 

.05 

.10 

.001 

.002 

.005 

.01 

.02 

.05 

.10 

Working 
Volts DC 

Dimensions 
Dia. L 

600 1h 
600 1h 
600 1h 
600 it 
600 U 
600 1 
600 114 

1000 1h 
1000 V2 
1000 U 
1000 U 
1000 % 
1000 1 

2000 1h 
2000 V2 
2000 V2 
2000 1h 
2000 U 
2000 U 
2000 1 
2000 11,~ 

3000 1h 
3000 1h 
3000 1h 
3000 H-
3000 U 
3000 % 
3000 114 

5KV % 
5KV % 
5KV % 
5KV % 
5 KV 114 

71h KV % 
71h KV % 
71h KV % 
71h KV % 
71h KV % 
71h KV 114 
71h KV 11h 

1% 
1% 
1% 
1% 
2% 
2% 
2% 

1% 
1% 
1% 
2% 
2% 
2% 

1% 
1% 
1% 
1% 
1% 
2% 
2% 
2% 

1% 
1% 
1% 
1% 
2% 
2% 
2% 

1tt 
11k 
210 
210 
210 

1U 
1U 
1U 
2.JL 

16 

210 
210 
210 

List 
Price 

$ 3.10 
3.10 
3.20 
3.30 
3.50 
3.90 
4.20 

3.20 
3.20 
3.20 
3.40 
3.40 
3.70 

3_50 
3.50 
3.50 
3.60 
3.90 
4.00 
4.50 
5.20 

4.30 
4.30 
4.50 
5.10 
5.50 
6.00 
6.60 

6.50 
6.80 
7.20 
7.60 
8.50 

6.50 
6.80 
7.00 
7.50 
8.60 

11.00 
12.50 

Cat. No. 

06-100-1 
06-100-2 
06-100-5 
06-100-10 
06-100-20 
06-100-50 

06-150-1 
06-150-2 
06-150-5 
06-150-10 
06-150-20 
06-150-50 

06-200-05 
06-200-1 
06-200-2 
06-200-5 
06-200-10 
06-200-20 

06-300-02 
06-300-05 
06-300-1 
06-300-2 
06-300-5 
06-300-10 

06-400-01 
06-400-02 
06-400-05 
06-400-1 
06-400-2 
06-400-5 

06-500-01 
06-500-02 
06-500-05 
06-500-1 
06-500-2 
06-500-5 

06-600-01 
06-600-02 
06-600-05 
06-600.1 
06-600-2 
06-600-5 

Capacity 
MFD. 

.001 

.002 

.005 

.01 

.02 

.05 

.001 

.002 

.005 

.01 

.02 

.05 

.0005 

.001 

.002 

.005 

.01 

.02 

.0002 

.0005 

.001 

.002 

.005 

.01 

.0001 

.0002 

.0005 

.001 

.002 

.005 

.0001 

.0002 

.0005 

.001 

.002 

.005 

.0001 

.0002 

.0005 

.001 

.002 

.005 

Working 
Volts DC 

10KV 
10KV 
10 KV 
10KV 
10KV 
10KV 

15 KV 
15 KV 
15KV 
15 KV 
15KV 
15KV 

20KV 
20KV 
20KV 
20KV 
20KV 
20KV 

30KV 
30KV 
30KV 
30KV 
30KV 
30KV 

40KV 
40KV 
40KV 
40KV 
40KV 
40KV 

50KV 
50KV 
50KV 
50KV 
50KV 
50KV 

60KV 
60KV 
60KV 
60KV 
60KV 
60KV 

Dimensions 
Dia. L 

1tt 
1U 
210 
2ft 
2!rr 
210 

2% 
2% 
21%-
2ft 
4% 
4% 

2% 
2% 
210 
2ft 
210 
4% 
3 
3 
3 
4% 
4% 
6% 

3 
3 
3 
4% 
4% 
4% 

414 
41,4 
414 
6% 
6% 
6% 
41,4 
41,4 
41,4 
6% 
6% 

13 

List 
Price 

$ 7.20 
7.40 
8.50 
9.20 

11.40 
14.60 

13.80 
14.60 
17.00 
20.00 
22.00 
26.00 

18.00 
19.00 
21.00 
22.50 
24.00 
27.00 

21.00 
21.00 
23.50 
26.00 
28.00 
35.00 

22.50 
22.50 
22.50 
26.00 
28.00 
33.00 

23.50 
23.50 
24.50 
28.00 
31.50 
36.00 

24.50 
24.50 
28.00 
34.00 
36.50 
41.50 

FCI TYPE MMS METALLIZED MYLAR CAPACITORS (Glass Button Seal Terminals with Metal Shells) 

WYOC 

200 

Catalog 
Number 

MMS 2-01 
M·MS 2-022 
MMS 2-033 
MMS 2-047 
MMS 2-1 
MMS 2-22 
MMS 2-.33 
MMS 2-47 
MMS 2-1.M 
MMS 2-1.5M 
MMS 2-2.M 
MMS 2-.3.111 
MillS 2-4.M 
MMS 2-S.M 
MMS 2·6.M 
MMS 2-8.M 
MMS 2-10.M 
MMS 2-12.M 

Cap. 
Mid. 

.010 

.022 

.033 

.047 

.1 

.22 

.33 

.47 
1.0 
1.5 
2.0 
3.0 
4.0 
5.0 
6.0 
8.0 

10.0 
12.0 

Oja. x Length 
in inches 

.235 x % 

.235 x % 

.235 x % 

.312 x % 

.312 x % 

.400 x % 

.400 x 1'Ao 

.500 x 1'Ao 

.562 x 1'Ao 
.562 x 1% 
.670 x 1% 
.670 x 1 % 
.750x1% 

1.00 x 1% 
1.00 x 1% 
1.00 xl % 
1.00 x 2% 
1.00 x 2% 

• Standard tolerance plus or minus 2tr%. 
Tolerances to 1 % are also available. 

© U.C.P_. Inc. 

Catalog 
WYDC Numb" 

MMS 4-01 

MMS 4-022 

MMS 4-033 

MMS 4-047 

MMS 4-1 

400 MMS 4-22 
MMS 4-33 

MMS 4-47 

MMS 4-1.M 

MMS 4-1.5M 

MMS 4-2.M 

MMS 4-.3.M 

Cap. 
Mfd. 

.010 

.022 

.033 

.047 
.1 

.22. 

.33 

.47 

1.0 

1.5 
2.0 

3.0 

Ola. x Length 
in inches 

.312 x % 

.312 x % 

.312 x 1'Ao 

.400 x 1'Ao 

.500 x 1'Ao 

.562 x 1% 

.562 x 1% 

.670 x 1% 

.750 x 1 % 

1.00 x 1 % 
1.00 x 1% 

1.00 x2% 

• F'or flat mylar wrap types specify 
MMMF. 

Trade Discount Applies to List Prices Only 

Catalog 
WYOC Number 

MMS 6-01 

MMS 6-022 

MMS 6-0.3.3 

MMS 6-047 

MMS 6-1 

600 MMS 6-22 
MMS 6-.3.3 

MMS 6-47 

MMS 6-l.M 

MMS 6-1.5M 

MMS 6-2.M 

MMS 6-2.5M 

Cap. 
Mfd. 

.010 

.022 
.033 

.047 

.1 

22 

.33 

.47 

1.0 
1.5 

2.0 

2.5 

Oja. x Length 
in inches 

.312 x % 

.312 x Ph 

.312 x 1'Ao 

.400 x 1'Ao 

.500 x 11/8 

.562 x 1% 

.562 x 1% 

.670 x 1% 

1.00 x 1% 
1.00 x 1 % 

1.00 x 2'Ao 

1.00 x2% 

• For round mylar wrap types specify 
MMMR. 

The MASTER - 26th Edition. Page 451 



SECTION 1500 

F I L M CAPACITORS , INC • 

MINIATURE MYLAR® CAPACITORS 
HERMETICALLY SEALED - CLOSE TOLERANCE 

F -C-I miniature "Mylar" capacitors are fnrnished in metal shells 
hermetically sealed with metal-steatite compression type seals. The 
capacitor elements are non-inductively wound, and wire leads are 
carefully soldered to the swedged, extended foils to minimize self-

SIZE 

PART No. CAP. MFO. l 0 LIST PRICE 

100 VWDC 

H D4-1-10 .01 1 .235 $2.25 
HD4-1-15 .015 1 .235 2.25 
HD4-1-22 .022 1 .235 2.25 
HD4-1-33 .033 1 .312 2.25 
HD4-1-47 .047 1 .312 2.25 
HD4-1-68 .068 1 .400 2.35 
HD4-1-100 .10 1 .400 2.40 
HD4-1-220 .22 1% .400 2.60 
HD4-1-3~0 .33 1% .562 2.65 
HD4-1-470 .47. 1% .562 2.75 
HD4-1-1000 1.0 1% .670 3.40 

200 VWDC 

HD4-2-10 .01 1 .235 2.25 
HD4-2-15 .015 1 .235 2.25 
HD4-2-22 .022 1 .312 2.25 
HD4-2·-33 .033 1 .312 2.25 
HD4-2-47 .047 1 ADO 2.35 
HD4-2-68 .068 1 .400 2.40 
HD4-2-1oo .10 1% .400 2.55 
HD4-2-220 .22 1% .562 2.65 
HD4-2-330 .33 1% .670 2.70 
HD4-2-470 .47 1% .670 4.10 
HD4-2-1000 1.0 1% 1.00 4.70 

The capacitors listed above are suitable for continuous operation at 125' C 
without derating. For 85° C operation. 100 volt series HD capacitors may 
be operated at 200 volts; 200 volt capacitors at 400 volts; 400 volt capaci-
tors at 600 volts; and 600 volt capacitors at ] 000 volts. To correctly desig-
nate 85' C capacitors, omit the letter "H" in the part number, and correct 
the single number standing for the voltage rating. 

inductance, power factor and noise. The Mylar dielectric capacitors 
are characterized by high insulation resistance (106 megohm­
microfarads at 20°C); 0.5% power factor; and a temperature 
coefficient of +500 PPM/oC. 

SIZE 

PART No. CAP. MFO. l 0 LIST PRICE 

400 VWDC 

HD4-4-10 .01 1 .312 2.90 
HD4-4-15 .015 1 .312 2.90 
HD4-4-22 .022 1 ADO 3.00 
HD4-4-33 .033 1 .400 3.05 
HD4-4-47 .047 1% .400 3.05 
HD4-4-68 .068 1% .400 3.40 
HD4-4-1oo .10 1% .562 3.45 
HD4-4-220 .22 1% .670 4.00 
HD4-4-330 .33 1% .750 4.15 
HD4-4-470 .47 1% 1.00 4.50 
HD4-4-1000 1.0 2% 1.00 5.70 

600 VWDC 

HD4-6-10 .01 1 .400 3.65 
HD4-6-15 .015 1 .400 3.70 
HD4-6-22 .022 1% .400 3.75 
HD4-6-33 .033 1% .400 3.80 
HD4-6-47 .047 1% .562 3.85 
HD4-6-68 .068 1% .562 3.90 
HD4-6-100 .10 1% .670 4.00 
HD4-6-220 .22 1% 1.00 5.00 
HD4-6-330 .33 1% 1.00. 6.00 
HD4-6-470 .47 2% 1.00 7.00 

Prices listed above are for ±5% tolerance. For ±2% tolerance, add 20% 
and for ±l % tolerance, add 50% to these prices. These capacitors are also 
available In ceramic sbells with epoxy resin end fill. Write for prices. 
We are set up to produce these cupacitors in allY quantity to any odd value 
of capacitance at close tolerance for manufacturers of filter networks, R-C 
networks and tbe like. Write for information. 

HIGH CAPACITANCE MYLAR ® CAPACITORS 
HERMETICALLY SEALED- HIGH INSULATION RESISTANCE 

F -C-I Series D-2 capacitors are Mylar dielectric capacitors which 
possess extremely high insulation resistance, together with good 
power factor and dielectric absorption. The insulation resistance 
runs well over 106 megohm-microfarads at room temperature, even 
for the highest values of capacitance. The. power factor and the 
dielectric absorption are both on the order of 0.5%. Tbese proper-

'100 VWDC 200 VWDC 

CAP. CASE SIZE LIST CASE SIZE LIST 
MFO. l W H PRICE l W H PRICE 

0.5 1% I % $ 3.00 1% I % $ 3.00 
CAT # 03-1-500 03-2-500 

1.0 I:y., I :y., 3.12 I:y., I I 3.12 
CAT # 03-1-1000 03-2-1000 

2.0 1% I I 4.00 I:y., I 1% 5.12 
CAT # 03-1-2000 02-2-2000 

5.0 I:y., I 2:y., 6.35 I:y., I 3IJ. 7.00 
CAT # 02-1-5000 02-2-5000 

10.0 2112 PI. 3112 II .00 21/2 PI, 31/2 11.60 
CAT # 02-1-10000 02-2-10000 

20.0 3:y., 13,4 2112 18.S0 3:y., I:y., 31/, 20.30 
CAT # 02-1-20000 02-2-20000 

25.0 3:y., 1% 31/. 22.20 33,4 13,4 4 23.70 
CAT # 02-1-25000 02-2-25000 

ties make Series D.:-2 capacitors extremely useful in computers of 
moderate precision, in timing circuits, and similar types of cir­
cuitry. Standard tolerance is ±lOo/c, and closer tolerances are 
available on order. (Case sizes indicated below are in inches.) 
(D3 indicates bathtub case and D2 CP70 cases.) 

300 VWDC 400 VWDC 600 VWDC 

CASE SIZE LIST CASE SIZE LIST CASE SIZE LIST 
l W . H PRICE L W H PRICE l W H PRICE 

1% I I $ 3.20 I:y., I I $ 3.38 13,4 I 1 $ 3.38 
03-3-500 03-4-500 03-6-500 

I:y., I 1% 4.95 I:y., I 21j. 5.37 I:y., I 2:y., 5.50 
02-3-1000 02-4-LOOO 02-6-1000 

I:y., I 21/. 6.35 1% I 31/. 6.60 2112 [1/. 3112 7.60 
02-3-2000 02-4-2000 02-6-2000 

2112 Ji!. 3IJ2 9.50 3:y., Ji!. 21j~ 11.25 3:y., 1'/. 5 " .25 
02-3-5000 02-4-5000 02-6-5000 

3:y., 13,4 31/. 17.75 33/. 13,4 4 19.75 33/. 1% 5 24.70 
0~-3-IOOOO 02-4-10000 02-6-10000 

4Ji'. 3% 3 29.40 4Ji'. 33,4 4 32.50 4Ji'. 33.4 41/, 42.50 
02-3-20000 02-4-20000 02-6-20000 

4Ji'. 3:y., 31/2 36.10 4Ji'. 3:y., 4 39.00 

I 
4Ji'. 3:y., 5 51.50 

02-3-25000 02-4-25000 02"6-25000 
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SECTION 1500 

F I L M CAPACITORS, INC. 
HIGH VOLTAGE 

TYPE KM-2 CAPACITORS-8S C OPERATION 

WITH SOLDER-SEAL CERAMIC BUSHINGS 

F-C-I Type KM-2 series capacitors has been designed specifically to meet 
the need for smaller, more reliable capacitors that will withstand the 
severe operating conditions encountered in military and industrial electronic 
equipment. The dielectric employed is a combination of synthetic poly-
ester film and the finest grade capacitor tissue. Capacitor cases are of 
CP70 rectangular construction. Units will meet the applicable MIL-C-25C 
specifications. Solder seal terminals with lugs are used for easy connections 
and true hermetic sealing. Capacity tolerance is 10%, with an insulation H 
resistance of 20,000 megohm-microfarads. Specify type KMH-2 for operat-
ing temperatures up to 125°C. Case sizes for the K1\1H-2 and engineering 
data for both series are available upon request. CP07 mounting brackets 
are available for all sizes. 

Ll-J 
Cat. No. p.f L W H Cat. No. p.f L W 

1000 VOLTS D-C 3000 VOLTS D-C 
KM-2-10-S00 0.5 1% 1 1% KM-2-30-1M 1.0 IJi 3% 
KM-2-10-1 M 1.0 1 1% 2);4 KM-2-30-2M 2.0 2Ji 3% 
KM-2-10-2M 2.0 1 1% 3Ji KM-2-30-4M 4.0 3k"6 3% 
KM-2-10-4M 4.0 lJi 2);2 4Ji KM-2-30-SM 6.0 4J{6 3% 
KM-2-10-SM 6.0 1Ji 3% 4% 4000 VOLTS D-C KM-2-10-SM 8.0 1% 3% 3Ys KM-2-40-1 M 1.0 1Ji 3% KM-2-1 0-1 OM 10.0 1% 3% 4% KM-2-40-2M 2.0 2Ji 3% KM-2-10-12M 12.0 2Ji 3% 4);2 KM-2-40-4M 4.0 4J{6 3% KM-2-10-1SM 15.0 2);2 3% 4% 

SOOO VOLTS D-C 
1500 VOLTS D-C KM-2-S0-100 0.1 1 1% 

KM-2-1S-100 0.1 1 1% 1% KM-2-S0-2S0 0.25 1 1% 
KM-2-1S-250 0.25 1 1% 1% KM-2-S0-S00 0.5 1% 3% 
KM-2-1S-S00 0.5 1 1% 2Ji KM-2-S0-1M 1.0 1% 3%' 
KM-2-15-1M 1.0 1 1% 3Ys KM-2-S0-2M 2.0 2);2 3% 
KM-2-1S-2M 2.0 1Ji 2);2 4Ji 6000 VOLTS D-C KM-2-1S-4M 4.0 1% 3% 4Ji KM-2-S0-100 0.1 1 1% KM-2-1S-SM 6.0 3k"6 3% 4);2 KM-2-S0-2S0 0.25 1Ji 2);2 KM-2-1S-SM 8.0 4J{6 3% 4% KM-2-S0-S00 0.5 1Ji 3% KM-2-1S-10M 10.0 4J{6 3% 5Ys KM-2-S0-1M 1.0 2Ji 3% KM-2-1S-12M 12.0 4J{6 3% 6 KM-2-GO-2M 2.0 3k"6 3% KM-2-1S-1SM 15.0 4J{6 3% 8 l' 

7500 VOLTS D-C 
2000 VOLTS D-C KM-2-7 S-l 00 0.1 1Ji 2);2 

KM-2-20-2M 2.0 1Ji 3% 4)4 KM-2-7S-2S0 0.25 1Ji 3% 
KM-2-20-4M 4.0 2Ji 3% 4);2 KM-2-7S-S00 0.5 2y,; 3% 
K~-2-20-GM 6.0 3Ji 3% 4% KM-2-7S-1M 1.0 3k"6 3% 
KM-2-20-SM 8.0 4J{6 3% 4% KM-2-7S-2M 2.0 4J{6 3% 
KM-2-20-10M 10.0 4J{6 3% 5);2 10,000 VOLTS D-C KM-2-20-12M 12.0 4J{6 3% 6 KM-2-1 00-1 00 0.1 1Ji 3% KM-2-20-1SM 15.0 4J{6 3% 9% KM-2-100-2S0 0.25 2Ji 3% 

2500 VOLTS D-C KM-2-100-S00 0.5 2Ji 3% 
KM-2-2S-2M 2.0 1Ji 3% 4% KM-2-1 00-1 M 1.0 4J{6 3% 
KM-2-2S-4M 4.0 2Ji 3% 4% 12,500 vOLTS D-C 
KM-2-2S-GM 6.0 4J{6 '3% 4% KM-2-12S-100 0.1 2Ji 3% 
KM-2-2S-SM 8.0 4J{6 3% 5Ys KM-2-12S-2S0 0.25 2Ji 3% 
KM-2-2S-10M 10.0 4J{6 3% 6 KM-2-12S-S00 0.5 4J{6 3% 
KM-2-2S-12M 12.0 4J{6 3% 7);2 KM-2-12S-1M 1.0 4J{6 3% 

H 

3Ji 
3% 
4);2 
4% 

4Ji 
4);2 
4% 

2Ys 
3Ji 
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3)1, 
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4~ 
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3~ 
4~ 
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2: 
4 
4 
7 

© U.C.P., Inc. Trndp. Di~rnllnt AnnliAC: tn J iet Prir.c::..c (""Inlu Tho .... AA<:.TI=D - I)A.+h 1=,.,I;+i .......... _ D __ a A 



SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

TYPE TM TWIST-MOUNT ELECTROL YTICS 

Designed for 85° Coperation. Available in single, dual, triple and quadruple 
capacitors units. Assembled in aluminum containers providing protection a'gainst 
moisture. Easy to mount, low leakage, long shelf life. Highly dependable. For use in 
applications where high temperatures, voltage, surges, and ripple curre.nts are encoun-
tered; as in radio and television receivers, amplifiers and similar equipment. Packaged 
in new"Vu-Pak especially designed for the new General Instrument Ca-pdc-O-Mat. 

Former Former 
Stock Stock Stock Stock 

No. No. Dia· No. No. Dia-
TMS TMS Capacity voltale meter Length Net· TMS TMS Caeaclty vOltale meter Length Net· 

1010 1 1000 6 1% 2 1.41 1770 57 40 450 1 3 1.20 
1020 2 2000 6 1% 2 1.50 1780 58 50 450 1 3 1.38 
1030 3 3000 10 13/. 21/2 2.16 1790 59 60 450 13k 2V2 1.53 
1040 4 1000 15 1 21/2 1.50 1800 60 80 450 13k 3 1.80 
1050 5 2000 15 1~~ 21/2 2.04 1810 61 100 450 10/, 3 2.04 
1060 6 3000 15 13/. 3 2.07 1820 125 450 1% 3V2 2.28 
1070 7 4000 15 1% 3V2 2.22 1830 62 150 450 1% 4 2.52 
1080 8 50 25 1 2 .99 1840 87 200 450 1% 5 3.60 
1090 9 100 25 1 2 .96 1850 88 250 450 1% 5 4.05 
1100 73 250 25 1 2 1.14 1860 66 10 500 1 2 .99 

, lUO 10 500 25 1 2 1.50 1870 67 20 500 1 21/2 1.08 
1120 II 1000 25 Ill. 2 2.10 1880 68 30 500 1 3 1.17 
1130 12 100 50 1 2 .99 1890 69 40 500 1 3'12 1.47 
1140 13 150 50 1 2 1.08 1900 70 80 500 1% 3'12 1.89 
1150 14 250 50 1 21/2 1.17 1910 71 90 500 1% 31/2 2.07 
1160 15 500 50 Ill. 2 1.56 1920 72 10 525 1 2 1.02 
1170 16 1000 50 13k 31/2 2.22 Former 
1180 1500 50 l~" 4 2.28 Stock Stock 
1190 17 20 150 1 2 1.05 No. No. Dia-
1200 18 30 150 1 2 .90 TMD TMD caeaCitz Vultage meter lenlth Net' 
1210 19 40 150 1 2 1.17 2005 64 250-1000 10·6 13k 2 1.68 
1220 20 50 150 1 2 .96 2010 1 1000·500 10·10 1% 2 2.40 
1230 21 80 150 1 2 1.08 2015 2 1000·1000 15-15 1 3 2.61 
1240 22 100 150 1 2 1.17 2020 1000-1000 15·15 1% 2 2.61 
1250 23 120 150 1 21/2 1.26 2025 109 500-100 16-16 1 2 2.31 
1260 76 120 150 1% 2 1.26 2030 3 40·40 25-25 1 2 1.17 
1270 24 140 150 1 3 1.26 2035 100-70 25-25 1 2 1.05 
1280 25 150 150 1 3 1.26 2040 4 150-50 25·25 1 2 1.41 
1285 150 150 PI. 2 1.26 2045 5 50·50 50-50 1 2 .99 
1290 26 200 150 1% 2'/2 1.44 2050 107 100-100 50·50 1 2 1.23 
1300 27 300 150 13/. 3 1.65 2055 94 50-500 150·5 1 3 1.44 
1310 77 40 175 1 2 ' .99 2060 65 50-150 150-25 1 2 1.62 
1320 78 50 175 1 2 1.02 2065 150·100 150-25 Ill. 2 1.59 
1330 79 8il 175 1 2 1.14 2070 66 40·20 150·50 1 2 1.50 
1340 80 100 175 1 2 1.23 2075 6 20·20 150·150 1 2 .99 
1350 81 120 175 1 21/2 1.29 2080 7 30·15 150·150 1 2 1.29 
1360 82 140 175 1 3 1.32 2085 8 30-30 150-150 1 2 1.08 
1370 83 150 175 1 3 1.32 2090 9 40·20 150-150 1 2 1.08 
1380 84 200 175 1% 21/2 1.50 2095 10 40-30 150·150 1 2 1.08 
1390 85 300 175 13k 3 1.71 2100 II 40-40 150·150 1 2 1.11 
1400 160 200 1% 21/2 1.86 2105 12 50-30 150·150 1 2 1.17 1410 74 5 '250 1 2 .81 2110 13 50-50 150-150 1 2 1.26 1420 28 15 250 1 2 1.14 2115 14 60,20 150-150 1 2 1.47 1430 29 20 250 1 2 .93 2120 15 60-60 150·150 1 21/2 1.38 1440 30 30 250 1 2 1.26 2125 70-30 150·150 1 21/2 1.29 
1450 31 40 250 1 2 1.05 2130 75,75 150·150 1 21/2 1.53 1460 32 60 250 1 21/2 1.50 2135 16 80-40 150-150 1 21/2 1.35 1470 33 80 250 1 3 1.59 2140 17 80·50 150-150 1 21/2 1.41 1480 34 150 250 1~" 21/2 1.83 2145 18 80-80 150-150 1 3 1.56 1490 75 200 250 13k 31/2 2.16 2150 87 100-30 150·150 13/. 21/2 1.65 
1500 35 15 300 1 2 1 17 2155 19 100-100 150·150 1% 21/2 2.40 1510 36 30 300 1 2 1.29 2160 125-100 150·150 13k 21/2 1.98 1520 37 40 300 1 21/2 1.11 2165 200·5 150·150 1% 21/2 1.59 1530 '38 50 300 1 21/2 1.50 2170 20 200·125 150-150 1% 3 2.22 1540 39 80 300 1 3 1.50 2180 200·150 150-150 10/. 31/2 2.22 
1550 40 100 300 1 3 1.71 2185 21 200·200 150-150 I'll. 3 2.37 1560 41 125 300 1'V. 3 2.07 2190 105 100-100 175-175 1% 21/2 1.86 1570 42 150 300 1% 3 2.07 2195 106 200-200 175-175 PI. 3 2.46 1580 89 200 300 1% 31/2 1.71 2200 60-60 200-200 1 3 2.01 1590 250 300 1% 4 3.30 2205 22 60·60 200-200 1% 2 2.01 
1600 43 15 350 1· 2 1.20 2210 100·100 200-200 1% 3 2.07 1610 44 30 350 1 21/2 1.11 2215 67 40-20 250-25 1 2 1.20 1620 45 40 350 1 21/2 1.17 2220 68 40-25 250-50 1 2 1.23 1630 46 50 350 1 3 1.23 2225 69 100-150 250·50 1'V. 3 2.16 1640 60 350 1 3 1.29 2230 23 10-10 250·250 1 2 1.26 
1650 47 80 358 13/. 21/2 1.68 2235 24 20-20 250-250 1 2 1.11 1660 48 125 350 13k 3 2.34 2240 25 30-30 250-250 1 2 1.62 1670 86 300 350 1% 5 3.45 2245 26 40·20 250-250 1 21/2 1.62 1680 49 10 400 1 2 1.11 2250 27 40·40 250-250 1 3 1.47 1690 50 20 400 1 2 1.29 2255 28 150·150 250-250 1% 4 3.06 1700 51 40 400 1 3 1.86 2260 88 200-200 250·250 1% 4 3.60 
1710 52 80 400 w. 21/2 2.19 2265 35-500 300·6 1 21/2 1.65 1720 4 450 1 2 .81 2270 10-40 300-50 1 2 .99 1730 53 10 450 1 2 .90 2275 III 150-100 300-150 13,8 4 3.36 1740 54 15 450 1 2 .99 2280 97 60-10 300-200 1 3 1.86 1750 55 20 450 1 2 1.08 2235 96 200-5 300·200 10/, 3 2.10 1760 56 30 450 1 21/2 1.14 2290 98 20-60 300·250 1 3 2.04 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

TYPE TM TWIST-MOUNT ELECTROL YTICS (Conlt. ) 

Former Former 
Stock Stock Stock Stock 

Dia-Na. No. Dia· No. No. 
TMD TMD Capacity Voltage meter Length Net* TMD TMO Capacity Voltage Meter Length Net* 

2295 29 20·20 300·300 1 2 1.23 2750 85 20-100 500-300 Hi! 3 2.91 

2300 30 30-30 300-300 P/. 2V, 1.47 2755 60 10-10 500-500 1 2112 1.14 

2310 40·30 300·300 1 3 1.56 2760 61 20-20 500·500 lYa 2112 1.68 

2315 31 40-40 300-300 P/s 2V, 2.22 2765 30-10 500·500 Pis 2112 1.53 

2320 32 60·60 300-300 lYa 2'/2 2.52 2770 30-30 500-500 Pis 3 1.92 

2325 104 80-40 300·300 PI. 3 2.64 2775 92 40·10 500-500 31s 3 1.89 

2330 33 80-80 300·300 13/. 3 2.40 2780 62 40-40 500·500 lYa 3112 2.55 

2340 110 80·200 300-300 PI. 4112 3.27 2785 63 60-40 500·500 1% 3112 2.73 

2350 34 120·20 300-300 lYa 3 2.37 2790 93 80·50 500·500 1% 31/2 3.06 

2355 120·40 300·300 Pis 3 2.58 Former 
2360 70 20·20 350·25 1 2 1.41 Stock Stock 
2365 71 40-25 350·25 1 2'/2 1.74 No. No. Oia-
2370 15-15 350·350 1 2 1.32 TMO TMT Capacity Voltage meter Length Net' 
2375 35 20·20 350·350 1 21J, 1.71 3003 1 20-20-20 25·25-25 1 2 1.14 
2380 36 30·20 350·350 1 3 1.92 3006 2 40-40-40 25-25·25 1 2 1.89 
2385 37 30·30 350-350 1 3 1.71 3009 3 30-30·30 50-50-50 1 2 1.92 
2390 38 40-40 350-350 PI. 2112 1.77 3012 49 100-50-25 100·25-25 1 3 1.59 
2395 39 50·30 350-350 Pis 21/2 1.86 3015 50 20-250-100 150·15·15 1% 2 2.58 
2400 60-30 350-350 lYa 21J2 1.86 3018 51 40-25·130 150-25-15 1 3 2.94 
2405 80·20 350·350 13/. 2112 2.07 3021 166 IS-15·1200 ISO-150-2 1 2 1.86 
2410 80-40 350-350 Pis 3 2.43 3024 52 30-20-200 IS0-150-1O 1 2 1.44 
2415 40 80·80 3S0·3S0 Pis 3 2.79 3027 S3 30·30·200 lS0·150·10 1 2 2.22 
2420 90-40 3S0-350 lYa 3 2.S5 3030 40·20-150 150-150-10 1 2 1.41 
2425 108 100·60 350-350 PI. 4 2.85 3033 54 40-20-250 150-150·10 1 2 2.40 
2430 89 100-80 350-350 13/s 3V2 2.94 3036 208 80-20-200 150-150-10 1 21J2 2.55 
2435 100-100 350-350 1% 4 3.66 3039 80-30-300 150·150·10 1% 2 1.86 
2440 90 160·10 350-350 1~'8 31/2 2.55 3042 209 80·60-250 150-1S0-10 1 3 1.77 
2445 35-100 400-50 1 3 1.53 3045 168 90-40-400 150-150-10 1 3 3.12 
2450 99 40-100 400·50 1 31J2 2.01 3048 100-80-200 150-150·10 131s 2 2.13 
2455 100·30 400·50 13/. 3 2.31 3051 55 20-20-20 150-150-25 1 2 1.95 
2460 80-80 400·200 Pis 31/2 2.34 3054 56 30-30-20 150-150-25 1 2 2.04 
2465 100 60·80 400·250 1% 3112 2.91 3057 57 40-20·20 150·150·25 1 2 1.35 
2470 41 15-15 400·400 1 2 1.65 3060 58 40-20-100 150-150-25 1 2 2.22 
2475 42 30·10 400-400 1 2 1.74 3063 59 40-20-200 150·150·25 1 2112 1.59 
2480 43 40·40 400·400 13/. 3 2.04 3066 60 40·30·20 150·150-25 1 2 2.10 
2485 44 60-60 400-400 1% 3 3.27 3069 61 40-40-20 150·150-25 1 2 1.41 
2490 45 80·10 400·400 lYa 3 2.52 3072 169 40·40-200 150-150·25 1 3 1.65 
2495 80-60 400-400 PI. 3 2.79 3075 40-40-250 150-150·25 1 :l 1.86 
2500 91 120-40 400·400 PI. 4 3.12 3078 62 50-30·20 150-150·25 1 2 1.47 
2510 72 10-20 450-25 1 2 .99 3081 63 50-30·100 150-150·25 1 3 1.59 
2515 73 20·20 450·25 1 2 1.47 3084 64 50·50-20 150-150·25 1 21J2 1.56 
2520 74 40·20 450-25 1 3 1.80 3087 65 60·20-20 150·150-25 1 2 2.28 
2525 75 80·20 450·25 13/. 3 2.S2 3090 66 60·40-20 150-150·25 1 2112 1.59 
2530 101 20·25 450-50 1 2112 1.68 3093 60-40·200 150·150-25 1 3 1.80 
2535 40·100 450-50 1 3112 1.65 3096 206 60·60-]75 150-150·25 lYa 2 1.98 
2540 50·100 450·50 PI. 2112 1.77 3097 67 80-40·20 150-150-25 1 2112 1.65 
2545 76 80-50 450-50 I'll. 3 2.07 3100 80-40-300 150-150·25 HlI 21J2 2.16 
2550 80·100 4S0-50 Pis 3 2.22 3103 170 100-40-300 150-150-25 1% 2112 2.25 
2555 102 100·50 450·50 lYa 3 2.25 3106 68 120-60·20 150-150-25 lYa 2112 3.00 
2550 77 20·]00 450']00 PAr 2 2.16 3109 204 ]0-15-15 150-150-150 1 2 1.62 
2565 78 30-40 450·150 131s 2 2.16 3112 4 20·20·20 150·150-150 2 1.35 
2570 30-200 450-150 lYa 3 2.07 3115 5 30-30-10 150-150150 2 1.68 
2575 20·50 450·250 1 3 1.65 3118 6 40-20·10 150-150-150 2 1.38 
2580 103 20-200 450·250 13/s 3 2.70 3121 7 40·20·20 150·150-150 2 1.41 
2585 40·10 450-300 1 3 1.53 3124 8 40·30·20 150-150-150 2 1.47 
2590 79 20·80 450-350 13/8 3 2.70 3127 9 40-40·40 150-150·150 1 2112 1.53 
2595 80 40·10 450-350 lYa 2 1.53 3130 162 50·40-10 150-150-150 1 2 1.50 
2600 46 4·4 450·450 1 2 .93 3133 10 50-50-50 150·150-150 1 3 1.74 
2605 5-5 450·450 1 2 .99 3136 11 60-40-20 150-150·150 1 21/, 1.62 
2610 47 10·10 450·450 1 2 1.11 3139 70·15·150 150-150·150 1 2 1.59 
2615 48 15-15 450·450 1 21/2 1.32 3142 12 70·40-40 150-150-150 1 3 2.40 
2620 49 20·10 450-450 1 21/2 1.32 3145 80-30-10 150-150·150 1 2112 1.62 
2625 50 20·20 450·450 1 3 1.50 3148 13 80·40·20 150·150-150 1 2112 1.71 
2630 30·10 450·450 1 3 1.41 3151 14 80-80-80 150-150·150 Pis 3 3.36 
2635 51 30·15 450-450 1 3 1.95 31S4 100·30·10 150-150·150 1 21J2 1.80 
2640 52 30·30 450·450 PI. 2112 1.80 3160 15 120-80-40 150·150-150 I'll. 3 2.25 
2645 53 40·20 450·450 13;" 2'/, 1.92 3163 163 120·120·40 150-150-150 1'lI8 31J2 2.40 
2650 54 40·40 450·450 lYa 3 2.04 3166 200·100·60 150·150·150 1% 3 2.70 
2655 50·50 450-450 PI. 3 2.28 3169 200·150-150 150-150·150 lYa 31/2 4.47 
2660 55 60-20 450·450 Pis 3 2.10 3172 203 120-120-40 175-175-175 1% 3112 2.52 
2665 56 60·40 450·450 1% 3 2.34 3175 171 60·140·200 200-150-150 Pis 4 2.85 
2670 60-60 450-450 13/. 31/2 2.67 3178 69 30-20-20 200·200-25 1 2 2.04 
2675 57 80·10 450·450 13/. 3 2.13 3181 172 60·5-20 200-200-50 1 3 1.47 
2680 80·20 450·450 lYa 3 2.31 3184 80-10·20 200-200·50 I 3 1.65 
2685 80-30 450·450 13/. 3V2 2.49 3187 70 100-10·40 200-200·50 lYa 2 2.82 
2690 58 80·40 450·450 Pis 3112 3.00 3190 30-20·40 200-200·150 1 2'12 1.59 
2695 59 80·80 450-450 lYa 4 2.85 3193 71 80·40·50 250-150-50 13/. 21/2 1.38 
2700 100·40 450-450 13/. 4 2.88 3196 72 15-15·20 250-250-25 1 2 1.38 
2705 20·100 475·400 13/. 31J2 2.67 3199 73 20·15-20 250-250-25 1 2 2.10 
2710 15-15 475-475 1 21/2 1.38 3202 74 30-30-20 250-250-25 1 3 1.65 
2715 30·10 475-475 1 3 1.53 3205 75 70·70-20 250·250-50 1% 3 3.48 
2720 40-10 475-475 lYa 21J2 1.83 3208 173 90-90·20 250·250-50 1% 3 2.73 
2725 80·50 474-475 ]3/. 4 3.09 3211 76 40·20·10 250-250-150 I'll. 2 2.46 
2730 81 80-50 500-50 13/. 31J, 2.82 3214 16 15-15-10 250-250-250 1 2 2.19 
2735 82 60·80 500·150 }J~ 31/2 2.79 3217 17 20·20-10 250·250-250 1 2 2.22 
2740 83 40-50 500-200 13/. 21/2 2.49 3220 20-20-20 250-250-250 1 2 1.53 
2745 84 15-20 500-300 1 21/2 1.71 3223 18 30-20-10 250-250-250 1 21/2 2.40 

") U.c.P., Inc. Net The MASTER - 26th Edition • Page 455 



SECTION 1500 l 

GENERAL INSTRUMENT CAPACITOR DIVISION 

TYPE TM TWIST-MOUNT ,ELECTROLYTICS (Con'tJ 

Former former 
Stock Stock Stock Stock 

No. No. Dia- No. No. Dia· 
TMT TMT capacitz Yoltale meter Length Net- TMT' TMT capacitz Yoltage meter Length Neto . 

3226 19 40-20-10 250-250·250 1% 2 2,55 3483 186 100-10·20 400-400-50 1% 31f2 2,67 
3229 20 40-20·20 250-250-250 1 3 1.71 3486 20-20-10 400·400-350 1 3 1.77 
3232 80-10·10 250·250-250 1 3 1.89 3489 60·30·20 400·400·350 1% 3 2,70 
3235 21 80-80-60 250·250·250 1'10 31f2 2.91 3492 80-20·10 400·400·350 1% 3 2.55 
3238 10·500-500 300-15-15 1% 21f2 2_31 3495 187 100-10-80 400-400-350 1% 41f2 3.63 
3241 77 100-6()'20 300·150·25 1'10 3 3.75 3498 31 10-10·10 400·400·400 1 21f2 1.41 
3244 20·150-80 300·150·150 1% 3 2.37 3501 90-10·5 400·400·400 1% 3 2.61 
3247 100·200-30 300-150·150 1% 4 3.09 3504 188 20-500-500 450·25·25 1% 31/2 3.15 
3250 174 100-200·60 300·150-150 1% 4 2.97 3507 110 30·100·25 450·25·25 1% 2 2.64 
3253 78 30·30·20 300-250-25 1 3 1.89 3510 189 8()'100·20 450·50·50 1% 3 3.81 
3256 100·60·20 300·250·250 1'10 31f2 2.91 3513 111 10·50·100 450·150-25 1 3 2.46 
3259 175 200-60·20 300·250-250 1% 4 3.27 3516 112 40-40·130 450·150·50 1% 3 2.19 
3262 79 20-20·20 30()'300·25 1 21/2 2.46 3519 113 40·100·50 450·150·50 1% 21/2 3.54 
3265 80 40·15·20 300·300-25 1 21/2 2.64 3522 10-50-100 450-150·75 1 3 1.92 
3268 81 30·30·25 300·300·50 1 3 2.58 3525 114 40·90·50 450·150·150 1% 3 2.37 
3271 210 80·60·40 300-300·50 1% 31/2 5.79 3528 115 20·60-100 450·250·25 1% 21/2 2.16 
3274 176 100·10·60 300-300-50 1'10 21J2 2.40 3531 10·80·80 450·250·250 1% 3 2.46 
3277 211 125·60·40 300·300·50 1% 4 4,38 3534 116 20·40·10 450·250·250 1% 2 2.82 
3280 212 140·100·60 300·300-50 1% 31/2 5.43 3537 80-40·40 450·250·250 1% 31f2 2.85 
3283 200·20·10 300-300·100 J3,.a 4 2.91 3540 10·40·10 450·300·150 1% 2 1.83 
3286 177 140·10·200 300-300·150 1% 41/2 2.94 3543 117 10·40·20 450·300·150 1% 2 1.86 
3289 82 10·10·15 300·300-250 1 2 2.19 3546 5-80·40 450·300·300 1% 3 2.46 
3292 22 10·10·10 300-300-300 1 2 1.41 3549 118 20·15·10 450·300·300 1 31/2 2.55 
3295 23 40·40·40 300·300-300 1% 3 2.34 3552 119 10·10·20 450·350·25 1 2 2.04 
3298 24 60-20·10 300·300·300 1% 2'/2 2.04 3555 190 10·100·25 450·350·25 1% 3 2,43 
3301 25 80-20·10 300-300·300 1'10 21/2 3.39 3558 30·15·40 450·350·25 1% 2 1.89 
3304 80-40-40 300·300-300 -1% 21/2 2.82 3561 120 30·40·50 450-350·25 1 4 2.19 
3307 120·50·40 300·300·300 1% 4 3.48 3564 121 20-80·100 450·350·50 1% 31f2 4.02 
3310 26 120-60-40 300·300·300 1'10 4 3.45 3567 191 20·80-50 450·350·300 1% 3 2.04 
3313 178 4-100·40 350·25-25 1 2 2.01 3570 122 40·50-50 450·350·300 1% 31/2 4.35 
3316 213 200·50·50 350·25·25 1 2 2.25 3573 20·40·10 450·350·350 1% 21/2 2,07 
3319 83 20-50·100 350·100·75 I 3 1.83 3576 20·80-10 450·350·350 1% 3 2.52 
3322 84 10-50·100 350·150·50 1 3 1.68 3577 40·80·40 450·350-350 1% 31/2 3,21 
3325 179 125·5-100 350·200·75 1% 31/2 3.15 3580 192 50-80-10 450-350·350 1% 31/2 4.38 
3328 85 50·10-500 350·250·5 1% 21f2 3.30 3583 123 30·50·40 450·400·25 1% 3 3,48 
3331 180 10·80-25 350·300·25 I 31f2 3.03 3586 60-80-20 450-400·250 1% 4 3.24 
3334 87 30·30·20 350·300-25 I 3 1.86 3589 124 10·30·30 450·400-300 1% 21/2 3.00 
3337 181 40-40-30 350-300·250 1% 21f2 2.58 3592 10·10·10 450·450-25 1 2 1.41 
3340 88 10·10-20 350·350·25 1 2 2.01 3595 125 10·10·20 450·450·25 1 2 1.41 
3343 89 15-10·20 350·350-25 1 2 1.47 3598 126 15·15·20 450·450·25 1 21/2 2.40 
3346 90 15·15·20 350-350·25 1 2 2.40 3601 15·15-40 450·450·25 1 21/2 1.62 
3349 20·5·100 350·350·25 1 3 1.53 3604 127 20·10·20 450·450·25 1 21f2 L59 
3352 91 20-10·20 350·350-25. 1 2 1.50 3607 128 20·15·20 450-450·25 1 3 2.58 
3355 92 20·20-20 350·350-25 I 21/2 1.71 3610 129 20·20·20 450·450·25 1 3 L80 
3358 93 30-10·20 350·350-25 I . 21f2 2.73 3613 130 30·30·20 450·450·25 1% 21f2 2.10 
3361 94 30·20·20 350·350·25 1 3 1.83 3616 30·30-125 450·450·25 ·1% 3 2.34 
3364 95 30-30-20 350-350·25 PAl 2 2.01 3619 131 30·30-150 450·450·25 1% 3 2.43 
3367 96 40-40·25 350-350·25 1'10 21f2 2.16 3622 132 40·20·20 450·450-25 1% 21/2 2.07 
3370 97 40·40·50 350-350·25 1% 21f2 3.36 3625 133 40·40·20 450·450·25 1% 3 2.31 
3373 182 90·40·50 350·350·25 1% 31/2 4.38 3628 134 40·40·40 450·450·25 1% 3 2.34 
3376 200·10·50 350·350·25 1'10 4 3.12 3631 135 80·10·125 450·450·25 1% 31f2 2.64 
3379 98 10·5·150 350·350-50 1 3 .40 3634 136 80-40·100 450·450·25 1% 4 3.00 
3382 183 20-5·30 350-350·50 1 2 1.47 3637 137 10·10·40 450·450·50 1 21/2 1.47 
3385 20-5·150 350·350·50 1 3 1.74 3640 138 20·10·50 450·450·50 1 3 1.68 
3388 20·10·100 350·350-50 13A1 2 1.71 3643 30·10·150 450·450·50 1% 21f2 2.07 
3392 214 80·40·100 350-350·50 1% 5 3.12 3646 30·15·150 450·450·50 13A1 '3 2.19 
3395 184 150-4·30 350·350·50 1% 31f2 2.82 3649 139 30·30·40 450·450·50 1% 3 3.27 
3398 30·20·)00 350·350-150 1% 21f2 2.37 3652 35·25·150 450·450·50 1% 3 2.34 
3401 99 40·20·10 350·350·150 1 3 L89 3655 140 40·10-100 450·450·50 1% 3 2.55 
3404 215 30·5·100 350·350-200 1'10 21/2 3.33 3658 141 40·40·100 450·450·50 1% 31f2 2.55 
3407 80·40-100 350·350·200 PAl 4 3.24 3661 60·40·75 450·450-50 1% 31/2 2.76 
3410 207 100·60·20 350·350-200 1'10 4 3.27 3664 80·20·100 450-450·50 1% 31f2 2.85 
3413 20·10·5 350·350'250 1 2 1.50 3667 142 10·10·50 450·450·100 1% 2 2.37 
3417 100 30·10·20 350-350-250 1 3 2.73 3670 143 30-20·30 450·450·150 1% 21/2 3.12 
3420 86 30·20·10 350·350·250 1 3 2.61 3673 144 40·40·40 450·450·150 1% 31/2 2.46 
3423 27 10·10-10 350·350·350 1 2 L44 3676 145 40·10·80 450·450·200 1% 3 2.31 
3426 28 20·20·)0 350·350·350 1 3 2.64 3679 40-10·100 450·450·200 1% 3 2.46 
3429 205 30·20·10 350·350·350, 1% 21/2 1.92 3682 40·40·60 450·450·200 1% 3 2.64 
3432 216 30·30-30 350·350·350: 1 21/2 L98 3685 40·40·100 450·450-200 1% 31/2 2.94 
3435 29 60-40·20 350·350·350 1 3 2.52 3688 146 15·10·120 450·450·300 1% 31f2 4.20 
3438 60-50-50 350·350·350 1% 31h 2.91 3691 147 15·15·10 450-450·300 1 3 2.55 
3441 30 80·60·60 350·350·350 1% 4 3.30 3694 148 15·5·15 450·450·350 1 3 2.55 
3444 164 90·40·20 350·350·3.50 1% 4 3.12 3697 149 20-20·60 450·450·350 1% 3 4.53 
3447 165 100·100·10 350-350·350 1% 4 3.42 3700 150 40·40·10 450·450·350 1% 2 L98 
3450 101 60·40·20 400·300·25 1% 31f2 3.75 3703 40·40·80 450·450·350 1% 4 3.30 
3453 .102 10·40·10 400·300·150 1% 2 1.74 3706 218 50·5·50 450·450·350 1% 3 2.19 
3456 103 80·20·10 400-300-300 1% 31/2 3.81 3709 193 60-40·20 450·450·400 1% 31/2 3.03 
3459 217 10·4-20 400·350·25 1 2 2.07 3712 32 10-10·10 450·450·450 1 21/2 1.53 
3462 104 10·50·30 400-350·25 1 3 2.76 3715 33 15·15·10 450·450·450 1 3 2.64 
3465 105 15·15·40 400'400·25 1 21/2 2.49 3718 15·15·15 450·450·450 1 3 L83 
3468 106 20·20·20 400·400-25 1 3 1.68 3721 2()'10·10 450·450·450 1 3 1.71 3471 107 20·10·40 400·400·50 1 3 2.37 3724 34 20·20·20 450·450·450 1% 21/2 2.13 
3474 108 30·10-150 400-400·50 1% 21/2 3.03 3727 30·10·10 450·450·450 .1% 2 L86 
3477 185 40·10·200 400-400·50 1% 31/2 2.31 3730 30·20·20 450·450·450 1%- 21/2 2.28 
3480 109 80·40·150 400·400·50 1% 4 3.12 3733 35 30·30·30 450·450·450 131. 31/2 2.58 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR 

TYPE TM TWIST-MOUNT ELECTROL YTICS ( Con't.) 

Former Former 
Stock Stock Stock Stock 

Dia-No. No. Dia- No. No. 
TMS TMT Capacity Voltage meter Length Net* TMIl TMIl Capacity Voltage meter Length Net* 

3736 36 40-1O-JO 450-450-450 )3/8 3 1.98 4110 42 20-150-150-100 300-150-150-30 [3/8 4 3.15 
3739 37 40-30-20 450-450-450 )3/8 3 2.55 4113 43 10-200-140-30 300-150-150-150 [3/8 4 3.03 
3742 38 40-40-10 450-450-450 )3/8 3 2.46 4116 10-200-200-30 300-150-150-150 13/8 4 3.18 

3745 39 40-40-20 450-450-450 [3/8 3 2.64 4119 127 100-60-10-20 300-200-150-50 [3/8 3 2.88 
3748 40 40-40-40 450-450-450 )3/8 31/2 2.91 4122 44 120-20-100-20 300-250-50-25 [3/8 4 4.71 

3751 50-40-30 450-450-450 )3/8 31/2 2.91 4125 45 200-20-100-20 300-250-50-25 )3/8 5 3.45 
3754 41 60-20-20 450-450-450 13/8 31/2 2.73 4128 189 80-5-60-20 300-300-150-25 [3/8 3 2.55 
3757 42 6()-30-10 450-450-450 [3/8 3 2.67 4131 185 140-10-10-100 300-300-150-50 P/8 4 3.00 
3760 60-40-20 450-450-450 )3/8 3!/2 2.97 4134 46 100-10-200-30 300-300-150-150 nE 4 3.51 
3763 43 80-40-20 450-450-450 P/8 4 3.21 4137 150-20-10-250 300-300-250-50 13/8 4 3.60 

3766 194 20-50-20 475-50-25 1 3 1.62 4140 47 60-40-20-50 300-300-300-25 [3/8 31/2 2.79 
3769 80-80-50 475-150-50 [3/8 31/2 2.88 4143 129 150-20-10-250 300-300-300-50 [3/8 4 3.60 
3772 195 10-100-40 475-200-50 [3/8 21/2 3.00 4146 190 150-30-30-150 300-300-300-50 13/8 4 2.91 
3775 196 40-40-100 475-250-100 13/8 3 3.66 4149 48 40-40-40-20 300-300-300-150 [3!8 3 3.21 
3778 219 5-100-200 475-300-150 ]3/8 4 4.65 4152 120-40-40-10 300-300-300-250 P/8 4 3.75 
3781 197 10-100-25 475-350-25 13/8 3 3.30 4155 40-20-10-10 300-300-300-300 1:V8 2 2.34 
3784 220 10-4-100 475-350-50 1 2'/2 2.31 4158 40-40-20-10 300-300-300-300 P/8 21/2 2.70 
3787 198 20-10-5 475-350-150 )3/8 21/2 2.49 4161 40-40-30-20 300-300-300-300 ]3/8 3 2.88 
3790 199 10-4-40 475-350-250 ]3/8 2 1.62 4164 4 60-40-10-10 300-300-300-300 1 :V8 31/2 2.70 
3793 10-40-100 475-450-200 ]3/8 3 2.49 4167 191 100-20-20-4 300-300-300-300 13/8 31/2 3.15 
3796 200 10-45-100 475-450-200 )3/8 3 2.52 4170 120 120-40·40-10 300-300-300-300 )3/8 4 3.30 
3799 40-80:10 475-450-450 [3/8 31/2 3.27 4173 118 200-20-20-20 300-300-300-300 13/8 4 3.72 
3802 20-10-100 475-475-50 [3/8 2 1.92 4176 49 20-150-80-20 350-150-150-25 )3/8 3 4.08 
3805 20-10-100 475-475-400 P/a 31/2 3.12 4179 50 40-50-20-80 350-150-150-50 ]3/8 3 3.63 
3808 20-20-60 475-475-450 13/8 3 2.88 4182 51 15-80-40-200 350-200-200-25 [3/8 3 4.02 
3811 30-30-20 475-475-475 [3Al 3 2.64 4185 130 20-100-100-10 350-200-200-100 P/8 4 4.47 
3814 40-30-10 475-475-475 [3/8 3 2.55 4188 20-150-10-250 350-300-150-50 13/8 4 3.63 
3817 40-30-30 500-200-50 [3/8 21/2 3.06 4191 52 20-40-10-250 350-300-150-150 13/8 3 2.76 
3820 151 10-100-40 475-475-475 [3/8 31/2 3.00 4194 30-30-50-100 350-300-300-75 1:V8 3 3.12 
3823 152 40-40-100 500-250-50 [3/8 3 3.84 4197 180 160-60-10-4 350-300-300-300 13/8 4 3.75 
3826 153 20-20-40 500-300-25 P/a 2 2.76 4200 131 40-10-100-25 350-350-25-25 13/8 21/2 2.22 
3829 201 20-40-100 500-300-25 )3!8 21/2 3.21 4203 132 60-4-100-40 350-350-25-25 13/8 21/2 2.25 
3832 202 10-80-10 500-350-350 [3/8 3 2.91 4205 133 140-40-50-30 350-350-50-50 ]3/8 4 3.81 
3835 154 40-40-25 500-400-50 )3/8 3 3.84 4208 60-20-80-100 350-350-150-150 ]3/8 4 2.91 
3838 155 10-10-100 500-500-50 1 3 2.55 4211 134 40-10-100-100 350-350-200-50 13/8 31/2 3.15 
3841 156 20-10·100 500-500-50 PAl 3 1.95 4214 135 100-60-60-40 350-350-200-75 13/8 4 3.75 
3844 157 30-10-20 500-500-50 13/8 21/2 2.76 4217 136 60-40-60-20 350-350-200-150 ]3/s 3112 3.00 
3847 158 40-40-100 500-500-200 ]3/8 4 3.45 4220 192 100-80-10-20 350-350-300-50 ]3/8 4 3.27 
3850 159 10-10-5 500-500-350 1 21/2 2.22 4223 20-10-5-10 350-350-350-25 ]3/s 2 1.83 
3853 160 20-20-60 500-500-400 ]3/8 31/2 2.85 4226 54 20-10-5-20 350-350-350-25 ]3/8 2 1.83 
3856 45 10-10-10 500-500-500 1 3 1.59 4229 53 20-10-10-20 350-350-350-25 ]3/8 2 1.83 
3859 30-20-20 500-500-500 ]3/8 3 2.49 4232 30-10-5-200 350-350-350-25 13/8 2 2.25 
3862 46 30-30-20 500-500-500 13/8 3 2.64 4235 55 30-20-20-20 350-350-350-25 ]3/8 2112 3.66 
3865 47 40-10-10 500-500-500. 13/8 3 2.31 4238 56 40-20-20-25 350-350-350-25 13/8 2'/2 3.81 
3868 48 40-40·10 500-500-500 13/8 4 3.00 4241 57 40-40-20-20 350-350-350-25 )3/8 3 2.76 

4244 40-40-30-10 350-350'350-25 13/8 3 2.94 
4247 58 40-40-40-40 350-350-350-25 )3/8 3 3.09 
4250 59 15-15-15-50 350-350-350-50 13/8 2 3.36 

Former 
4253 60 40-30-10-50 350-350-350-50 l:Va 3 3.81 

Stock Stock 
4256 61 40-40-40-150 350-350-350-50 ]3/8 31J2 3.36 No. No. Dia-
4259 137 60-25-25-100 350-350-350-50 P/8 31/2 4.62 TMQ TMQ Capacity Voltage meter Length Net* 
4262 60-30-30-150 350-350-350-50 13/8 3 3.75 
4265 181 70-40-10-50 350-350-350-50 ]3/a 3 3.12 

4001 50-20-150-30 150-150-15-15 ]3/8 2 1.86 4268 100-10-10-20 350-350-350-50 13/8 31/2 3.06 
4004 20-20-160-40 150-150-25-25 )3/8 2 1.89 4271 100-20-10-20 350-350-350-50 )3/8 31/2 3.21 
4007 20 40-40-40-40 150-150-25-25 )3/8 2 1.83 4274 138 100-40-30-50 350-350-350-50 1% 4 3.90 
4010 21 40-40-100-100 150-150-25-25 1% 2 3.00 4277 193 140-20-10-100 350-350-350-50 1% 4 5.52 4013 50-40-160-40 150-150-25-25 1% 2 2.10 4280 139 60-30-30-150 350-350-350-75 j3/8 4 3.33 
4016 22 30-20-20-200 150-150-150-150 FVB 2 2.76 4283 140 90-30-5-100 350-350-350-75 1:V8 31/2 3.66 
4019 23 40-40-20-20 150-150-150-10 ]3/8 2 1.89 4286 30-10-5-1 00 350-350-350-200 13/8 2'/2 2.70 
4022 24 60-40-20-200 150-150-150-10 13/8 2 2.04 4289 182 30-20-5-100 350-350-350-200 1% 3 2.79 
4025 25 20-20-20-20 150-150-150-25 1% 2 2.58 4292 5 10-10-10-10 350-350-350-350 1% 2 2.76 4028 30-30-30-40 150-150-150-25 1% 2 1.83 4295 40-20-20-10 350-350-350-350 1% 21J2 2.58 
4031 26 30-30-30-50 150-150-150-25 1% 2 1.74 4298 ~ 0-40-40-40 350-350-350-350 13/8 4 3.54 
4034 27 40-20-20-20 150-150-150-25 1% 2 1.74 4301 6 80-10-10-10 350·350-350-350 1% 3 3.57 
4037 28 40-40-30-20 150-150-150-25 13/8 2 1.83 4304 80-60-40-20 350'350-350-350 1:V8 4 3.81 4040 29 40-40-40-20 150-150-150-25 1% 2 1.86 4307 90-40-30-30 350-350-350-350 ]3/8 4 4.05 4043 30 40-40-40-100 150-150-150-25 1% 2 3.00 4310 194 130-40-20-10 350-350-350-350 1% 4'/2 3.39 
4047 31 40-40-40-160 150-150-150-25 ]3/s 2 2.10 4313 40-120-10-150 400-250-250-50 13/8 4 3.51 
4050 124 50-10-40-50 150-150-150-25 ]3/8 2 1.92 4316 141 10-100-10-100 400-300-75-25 1% 3 4.20 
4053 50-20-20-200 150-150-150-25 1% 2 2.07 4319 142 30-40-50-200 400-300-250-150 13/8 4 5.37 
4056 32 50-30-30-100 150-150-150-25 13/8 2 2.01 4322 143 80-40-20-10 400-300-300-300 1% 4 4.98 4059 33 50-50-50-20 150-150-150-25 ]3/8 2 2.07 4325 144 20-10-10-20 400-350-200-25 1% 2 2.85 
4052 125 60-60-10-60 150-150-150-25 1% 2 3.12 4328 145 40-80-100-20 400-350-200-50 1% 4 3.54 
4065 34 75-75-75-30 150-150-150-25 13/8 3 2.58 4331 ]'6 40-10-80-10 400-350-250-250 1% 3 4.17 
4068 35 80-40-30-100 150-150-150-25 p/s 2'/2 3.30 4334 195 20-10-80-20 400-350-350-25 ]3/8 3 3.93 
4071 80-40-40-20 150-150-150-25 13/8 2 2.10 4337 62 10-50-30-30 400-350-350-25 P/a 3 3.93 
4074 36 80-40-40-40 150-150-150-25 1% 2 2.13 4340 20-50-40-80 400-350-350-50 )3/8 3 2.97 
4077 37 80-40-40-100 150-150-150-25 1% 2'/2 2.22 4343 147 50-25-100-20 400-400-50-25 P/s 3 4.17 
4080 100-90-60-200 150-150-150-25 1:V8 3 2.94 4346 50-40-100-100 400-400-50-25 ]3/8 4 3.03 
4083 126 200-250-10-25 150-150-150-25 1% 31/2 3.18 4349 183 100-10-30-20 400-400-50-50 13/8 31/2 3.03 
4086 188 200-200-100-10 150-150-150-75 P/8 4 3.54 4352 20-10-20-25 400-400-200-25 )3/8 2 2.25 
4089 1 40-40-40-30 150-150-150-150 1% 2 1.95 4358 148 10-10-40-10 400-400-200-50 13/8 2 2.85 
4092 115 100-80-60-40 150-150-150-150 1% 3 2.76 4361 63 40-10-80-10 400-400-250-250 ]3/8 31/2 4.20 
4095 38 40-20-10-20 250-250-250-25 P/8 2 2.49 4364 64 5-5-50-80 400-400-300-250 1% 3 4.17 
4098 39 100-40-10-100 250-250-250-50 l:Va 31/2 3.06 4367 50-20-20-25 400-400-350-25 HB 3 2.64 
4101 40 80-60-40-20 250-250-250-150 ]3/8 31/2 4.56 4370 65 60-40-40-10 400-400-350-50 ]3/8 31/2 5.16 
4104 116 40-40-40-40 . 250-250-250-250 1% 2'/2 2.76 4373 196 100-10-20-20 400-400-350-50 1% 3 3.24 
4107 41 100-40-80-20 300-50-25-25 1% 21/2 4.08 4376 184 80-40-10-20 400-400-400-25 P/8 4 3.15 
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SECTION 15001 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION PYRAMID • MICAMOLD 

TYPE TM TWIST-MOUNT ELECTROL YTICS ( Con't.) 
Former Former 

Stock Stock Stock Stock 
No. "0. Dla· No. Ho. Dia-

TMQ TMQ Capacity Volta!e meter Length Net· TMQ TMQ Capacity voltaEe meter Lenl!h Het" 

4379 149 ~0·40.30.40 400·400-400-25 1% 4 3.54 4592 100 40-40-10-100 450-450-450-100 1% 3112 3.30 
4382 90-20-10-50 400-400-400-50 1% 4 3.21 4595 101 60-10-10-20 450-450-450-150 1% 3 2.70 
4385 150 80-40-30-4 400-400-400-350 1% 4 3.51 4598 102 35-35-10-10 450-450-450-200 1% 3 4.11 
4388 7 30·30-20-20 400-400-400-400 1% 3 4.35 4601 40-20-10-100 450-450-450-250 1% 4 3.48 
4391 119 40-40-30-30 400-400-400-400 1% 4 3.39 

450-450-450-350 4394 50-40-30-20 400-400-400-400 1% 4 3.36 4604 40-10-10-40 1% 3 2.82 

3.12 
4607 9 5-5-5-5 450-450-450-450 1% 2 1.77 

4397 8 80-25-10-10 400-400-400-400 1% 3l1:! 4610 10 10-10-10-10 450-450-450-450 1% 2 1.98 
4400 151 1O-81l-40-100 450-200-200-50 1% 3 3.81 

4613 11 20'10-10-10 450-450-450-450 1% 2112 2.19 
4403 66 20-80-20-50 450-200-200-50 1% 3 2.43 

4616 12 20-20-20-20 450-450-450-450 1% 2112 2.79 
4406 152 40-40-40-20 450-250-250-25 1% 3 3.99 
4409 60-80-40-20 450-250-250-150 1% 4 3.36 4619 13 30-15-15-15 450-450-450-450 1% 3 2.64 

4412 153 60-30-100-25 450-300-50-50 1% 3112 3.06 4622 14 30-30-15-10 450-450,450-450 1% 4 4.20 

4415 10-100-10-100 450-300-75-25 1% 3 2.82 4625 30-30-20-20 450-450-450-450 1% 3112 4.20 

4418 154 10-100-10-100 450-300-150-25 1% 3 2.88 4628 15 30-30-30-15 450-450-450-450 1% 3112 4.74 

4421 158 10-40-60-100 450-300-250-50 1% 3112 2.70 4631 16 35-35-10-5 450-450-450-450 1% 3112 2.73 

4424 67 10-100-20-20 450-300-300-25 1% 3112 2.94 
4634 17 40-10-10-10 450-450-450-450 1% 3 2.43 

4427 25-100-10-60 450-300-300-50 1% 3 3.15 4637 18 40-20-10-10 450-450-450-450 1% 3 2.67 
4430 155 30-100-10-60 450-300-300-50 1% 3112 3.15 4640 40-35-10-10 450-450-450-450 1% 3 2.85 
4433 156 40-40-40-20 450-300-300-150 1% 3 2.91 4643 40-40-4-4 450-450-450-450 1% 3112 2.76 
4436 10-100-20-20 450-300-300'200 1% 3 3.00 4646 40-40-20-20 450-450-450-450 1% 4 3.30 
4439 157 10-100-20-20 450-300-300-300 1% 3 4.71 

4442 10-40-100-100 450-350-250-50 1% 3 3.30 4649 40-40-30-30 450-450-450-450 1% 4 3.60 

4445 68 10-60-40-25 450-450-350-25 1% 3112 2.73 4652 120 . 40-40-40-40 450-450-450-450 1% 4 3.84 

4448 69 10-100-10-20 450-350-350-25 1% 3 3.12 4655 121 60-20-20-20 450-45D-450-450 1% 3112 3.36 

4451 . 159 20-80-50-100 450-350-350-50 1% 4 3.57 4658 60-30-10-2 450-450-450-450 1% 3 3.03 

4454 70 30-40-40-10 450-350-350-200 1% 3112 4.62 4661 122 80-10-10-10 450-450-450-450 1% 3112 3.00 

4457 160 40-30-10-10 450-350-350-300 1% 3 2.79 4664 165 40-40-50-80 475-250-150-50 1% 3112 2.97 
4460 71 80-10-30-40 450-400-300-150 1% 4 4.71 4667 103 20-40-100-80 475-300-50-25 1% 3 2.64 
4463 80-10-40-30 450-400-300-30.0 1% 4 3.45 4670 166 10-100-10-100 475-300-300-25 1% 3112 2.91 
4466 161 5-60-50-20 450-400-350-25 1% 3¥2 4.53 4673 167 20-80-20-10 475-300-300-300 1% 311:! 2.97 
4469 72. 10-10-20-20 450-450-25-25 1% 2 2.64 4676 104 10-40-80-100 475-350-200-50 1% 311:! 4.29 
4472 20-15,·20-20 450-450-25-25 1% 2 2.04 
4475 73 20-20-20-20 450-450-25-25 1% 2 2.10 4679 20-40-80-100 475-350-200-100 1% 4 3.24 

4478 74 30-30-125-125 450-450-25-25 1% 3 2.88 4682 10-40-80-100 475-350-300-100 1% 4 3.30 

4481 20-20-60-100 450-450-150-25 1% 2112 2.52 4685 168 20-40-80-100 475-350-300-100 1% 4 3.33 

4484 40-40-125-125 450-450-150-25 1% 4 3.39 4688 169 10-30-5-80 475-350-350·50 1% 2112 3.30 

4487 75 10-10-60-100 
4691 186 10-140-4-100 475-350-350-50 1% 4 3.48 

450-450-200-50 1% 3 2.28 
4490 76 35-25-20-100 450-450-200-50 1% 3 2.76 4694 187 10-130-20-10 475-350-350-350 1% 4 3.57 
4493 40-40·100-60 450-450-200-200 1% 4 3.60 4697 30-130-10-10 475-350-350-350 1% 4 3.81 
4496 77 20-20-30-30 450-450-350-350 1% 3112 4.11 4700 170 30-130-10-20 475-350-350-350 1% 5 3.66 
4499 78 40;10-35-10 450-450-350-350 1% 3 4.11 4703 171 10-40-100-10 475-400-50-30 1% 2¥2 2.40 

4502 79 40-40-30-30 450-450-350-350 1% 4 3.51 4706 172 10-40-4-100 457-400-350-50 1% 2112 2.40 

4505 80 10-10-10-20 450-450-450-25 1% 2 1.86 
21/2 4508 81 10-10-10-100 40-450-450-25 1% 2 2.91 

4709 173 10-40-100-10 475-400-350-50 1% 2.40 

4511 82 20-10-10-100 450-450-450-25 1% 2 3.30 
4710 5-70-25-5 475-400-400-400 1% 3112 3.00 

4514 83 20-20-20-20 450-450-450-25 1% 3 2.46 
4713 105 10-10-80-50 475-450-200-60 1% 3 3.45 
4716 174 25-20-20-100 475-450-300-50 1% 3 4.11 

4517 84 30-15-15-40 450-450-450-25 1% 21/2 3.72 4719 106 25-20-40-100 475-450-300-50 1% 3 4.44 
4520 85 30-20-20-20 450-450-450-25 1% 3 3.83 
4523 86 30-30-10-20 450-450-450-25 1% 3 3.90 4722 107 10-60-30-125 475-450-400-50 1% 4 3.30 
4526 163 30-30-10-125 450-450-450-25 1% 3 2.79 4725 10-50-30-30 475-450-450-25 1% 3 2.82 
4529 87 30-30-20-20 450-450-450-25 1% 3 4.17 4728 10-40-10-100 475-450-450-50 1% 2112 2.55 
4532 88 40-10-10-250 450-450-450-25 1% 3 4.20 4731 108 15-15-80-40 475-4'5~300-50 1% 3 2.85 

4535 89 40-20-10-20 450-450-450-25 1% 3 3.81 4734 109 40-10-4-40 475-475-350-50 1% 3 2.94 
4538 90 40-20-20-20 450-450-450-25 1% :) 2.73 
4541 91 40-20-20-40 450-450-450-25 1% 3 2.76 4737 175 50-10-30-30 475-475-450-25 1% 3 2.85 

4544 92 40-30-210-20 450-450-450-25 1% 3 2.67 4740 110 10-5-80-40 475-475-450-50 1% 3 4.38 

4743 111 40-20-10-10 475-475-475-25 1% 3 4.35 
4547 40-40-10-20 450-450-450-25 1% 3112 2.79 4746 20-20-10-10 475-475-475-300 1% 2112 ' 2.55 
4550 40-40-20-20 450-450-450-25 1% 3112 2.97 4749 50-30-10-20 475-475-475-300 1% 3112 3.33 
4553 164 40-40-40-40 450-450-450-25 1% 311:! 3.27 
4556 93 60-40-10-35 450;450-450-25 1% 31/2 2.8,2 4752 20-20-10-10 475-475-475-475 1% 2 3.12 
4559 60-40-40-10 450-450-450-25 1% 4 3.57 4755 20-20-20-20 475-475-475-475 1% 3 3.03 

4562 60-50-5-20 450-450-450-25 1% 4 3.18 4758 40-20-10-10 475-475-475-475 1% 3 3.03 

4565 80-40-40-40 450-450-450-25 1% 4 3.84 4761 176 5-100-10-20 500-300-300-150 1% 4 5.25 
4568 94 10-10-10-150 450-450-450-50 1% 3 2.70 ' 4764 177 30-10-150-30 500-450-50-50 1% 3 2.49 

4571 95 20-20-20-100 450-450-450-50 1% 3 2.70 
4574 96 30-30-15-30 450-450-450-50 1% 3 2.70 4767 112 30-30-10-20 500-500-450-25 1% 3112 2.94 

4770 113 20-20-10-10 500-500-500-300 1% 2112 2.58 
4577 97 30-30-15-100 450-450-450-50 1% 3l1:! 4.38 
4580 98 40-20-10-100 450-450-450·50 1% 31/2 2.73 4773 114 50-30-10-20 500-500-500-300 1% 4 3.36 
4583 99 40-40-10-25 450-450-450-50 1% 3112 2.79 4776 19 10-10-10-10 500-500-500-500 1% 2 2.07 
4586 40-40-10-50 450-450-450-50 1% 4 2.85 4779 123 40-20-20-20 500-500-500-500 1% 4 3.51 
4589 60-40-10-25 450-450-450-50 1% 4 3.12 4782 40-40-8-8 500-500-500-500 1% 4 3.39 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION PYRAMID • MICAMOLD 

TYPE TO TYNEE-ORY ELECTROL YTICS 
Tynee-Dry single capacitar units with 3-inch bare·wire leads_ Designed for 85° C 

.~ operation. Each unit sealed in metal tubular case. Supplied with insulating cardboard 
sleeve. Low leakage. Long shelf life. Top quality in minimum space. 
Catalogue Capacity Dia." Length' Net Price Catalogue Capacity Dia." length' Net Price 

.No. in UF No. in UF 
6 volts DC Working TO-500-6 500 5i8 1% .93 

TO-SO-S 50 V2 IV. .57 TO-I000-6 1000 3/. 2 1.14 
TO-IOO·S 100 V2 IV. .72 TO-1500-6 1500 3/. 2 1.26 
TO-250-6 250 % 1.% .81 TO-2000-6 2000 1 2 1.38 

15 Volts DC Working TO-12-250 12 % 1'/. .75 
TO-I00·15 100 5/. IV. .7S TO-lS-250 15 % 1% .78 
TO-250-15 200 % 15/. .93 TO-20-2S0 20 % 1% .81 
TO-500·15 500 3/. 2 LOS TD-30-250 30 3/. 1% .87 
TO-I000-15 1000 7/. 2 1.38 TO-40-250 40 7/a 1% .93 

25 Volts· DC Working TO-50-250 60 ~a 2 1.08 
TO-2-25 2 ~. IVa .54 TO-I00-250 100 1% 3 1.62. 
TO-4-25 4 ~. IVa .60 300 Volts DC Working 
TO-S-25 5 ~, IV. .60 TO-150-300 150 1 4V. 1.95 
TO-I0-25 10 ~, 1'/. .50 TO-200-300 200 1 4'1. 2.25 
TO-25·25 25 V. IV. .50 

350 Volts DC Working TO-50-25 50 % IV. .56 .72 TO-100-25 100 % 1% .81 TO-8-350 8 % 1% 
TO-250-25 250 7/a 2 1.02 TD-12-350 12 % 1% .78 
TO-500-25 500 7/a 2 1.38 TO-15-350 15 3/. 1% .84 

50 Volts DC Working TO-20-350 20 ~ 1% .87 
TO-30-350 30 7/a 2 .99 TD-I-50 1 ~. lV. .54 TD-40-350 40 1 2 1.05 TO-2-2S0 2 ~, l1/a TO-50-350 50 1 2V2 1.17 TO-4-50 4 ~, 11/. .60 TD-80-350 80 1 2'12 1.29 TO·S-50 5 ~, IVa .50 

TO-1O-50 10 ~. lV. .60 450 Volts DC Working 
TO-2S-50 25 % 11/. .63 TO-2-450 2 % 1'1. .66 
TO-SO-50 50 5/. 11/. .72 TD-4-450 4 % 1'/_ .69 
TD-100-S0 100 3/. 15/. .84 TD-8-4S0 8 % 1% .75 
TO-ISO-50 150 3/. 15/. .93 TO-I0-450 .10 3/_ 1% .78 
TO-250-50 250 ",a 1% LOS TO-12-450 12 3/. 1% .81 
TO-500-50 500 1 2'12 TO-16-450 16 3/_ 2 .84 

150 Volts DC Working TO-20-450 20 ",a 2 .93 
TO-4-150 4 ~, lYo .60 TO-30-450 30 1 2 1.02 
TO-8-150 8 51s lV. .63 TO-40-450 40 1 2V. 1.08 
TO-I0-150 10 5/a IV_ .63 TO-50-450 50 1 3 1.26 
TO-12-lS0 12 % 11/. _66 TO-80-450 80 1 3'12 1.58 
TO-16-150 16 5/. 11/. .69 TO-I00-450 100 1 4 1.85 
TO-20-150 20 % 11/. .72 500 Volts DC Working 
TO-30-150 30 5/a 1% .78 TO-8-500 8 7/a 1% .78 
TO-40-150 40 'Y. 1% .81 TO-I0-500 10 7/a 1% .84 
TO-SO-ISO 50 3/_ 15/a .84 TO-12-500 12 ~. 1% .84 
TO-80-150 80 ~a 1% .96 TO-20-500 20 1 2 .96 
TO·100-lS0 100 7/a 2 .84 TO-30·500 30 1 21/. 1.05 
TO-ISO-ISO 150 1 2'12 1.14 600 Volts DC Working TO·200-150 200 1 3 1.32 TO-8·600 8 7/a 23/. 1.23 TO-250·1S0 250 1 3 1.05 TO-I0-500 10 7/a 2~ 1.29 TO·300·150 300 1 33/. 1.53 TO·12-600 12 1 23/. 1.41 

200 Volts DC Working TO-16-500 16 1 3", 1.50 
TO-I00-200 100 1 3 1.32 TO-20-600 20 1 3X6 1.59 
TO·150-200 150 1 31/. 1.53 
TO-200-200 200 1 4 1.71 700 Volts DC Working 

1.29 250 Volts DC Working TO-8-700 8 7/. 23/. 
4 '12 Ilia .60 TO·10-700 10 1 23/. 1.38 
8 11/. .69 TO-12-700 12 1 3". 1.44 

lV. .72 TO-16-700 16 1 3", 1.56 

DUAL &- TRIPLE CAPACITY TYPE TDL ELECTROLYTICS 

Stock Catalogue Cap. Size in Inches Net Stock Catalogue Cap. Size in Inches Net 
Number Number in UF Dia. Length Price Number Number in UF Dia. Length Price 

156 Volts DC working Dual 250 volts DC Working 
TDLO-1A TOL-01O·1S0 10-10 ~ 1% .96 TOLD· 17 TDL-08·250 8-8 ~ 1% .96 
TOLO-3 TOL-020-lS0 20-20 3/. 1% .99 TOLO·18 TOL-016-250 16·16 3/. 1% 1.05 
TOLD·4 TOL-030-lS0 30·30 3/. 2 1.08 TOLO-19 TOL·020-250 20-20 3/. 2 1.11 
TOLD·S TOL-4020-1S0 40-20 3/_ 2 1.05 TDLO-20 TOL-030·2S0 30-30 71s 2 1.32 
TOLD-6 TOL·4030-150 40-30 3/4 2 1.08 TOLD-21 TOL-4020-2S0 40-20 7/a 2 1.29 
TOLD-7 TOL·040-150 40-40 3/. 2 1.11 TOLO-22 TOL-040-250 40-40 1 2 1.29 

Dual 150 Volts DC Working TOLO-23 TOL-8010-250 80-10 1 2 
TOLO-8 TOL·S030·150 SO-30 ~ 2 1.17 Dual 450 Volts DC Working. 
TOLO-9 TOL-050-lS0 SO-50 7/a 2 1.26 TOLO-24 TOL·08·4S0 8-8 7/a 15/a 1.02 
TOLO·10 TOL·8030-1S0 80-30 ~a 2 1.32 TOLD·2S TOL-816-450 8-16 71s 2 1.20 
JOLO-11 TOL·8040-1S0 80-40 1 2 1.35 TOLO-26 TOL·OI0·4S0 10-to 71s 2 1.35 
TOLD·12 TOL·8050-1S0 80-50 1 2 1.38 TOLD-27 TOL-016·4S0 16-16 1 2 1.32 
TDLO-13 TOL-D80-150 80-80 1 2'12 1.56 TOLO-28 TOL-020-450 20-20 1 2V2 1.50 
TOLO-14 TOL-10050-lS0 100-S0 1 3 1.77 TOLO-29 . TDL·D30-4S0 30-30 1 3 1.80 
TOLD-IS TOL·D100-150 100-100 1 3 1.92 TDLO-30 TOL·4020-450 40·20 1 3'12 1.77 
TOLO-16 TOL-200S-lS0 200-S 1 3'12 2.07 TDLD-31 TOL-040-450 40-40 1 3'12 2.04 

Triple 150 Volts DC Working 
Triple Mixed Sections Diameter 1" 

TOLT-1 TOLl-10 TOL-8332 80-30-300 150-150·10 3 1.83 
TDL-T20-150 20·20-20 1 2 1.29 TOLT-ll TOL-222 20-20-20 150-150-20 2 1.23 TOLT-2 TOL-T30-1S0 30-30-30 1 2 1.38 TOLT·12 TOL-432 40-30-20 lS0-lS0-2S 2 1.32 TOLT-3 TDL-403020·150 40-30-20 1 2 1.41 TOLT-13 TOL-442 40-40-20 150-150-25 2 1.29 

TOLT-4 TOL-404020-150 40-40-20 1 2 1.41 TOLT-14 TOL-4412 40-40-100 150-150-25 3'12 1.47 TOLl-S TOL·T40-150 40-40-40 1 2 1.47 TOll-IS TOL-532 S0-30-20 150-150-25 2 1.38 TOLT-5 TOL-503020-150 50·30·20 1 2 1.44 TOLT-16 TOL-5312 .50-30-100 150-150-25 2'12 1.47 TOLT-7 TOL-804020-150 80-40-20 1 2 1.65 TOLT-17 TOL-5322 50-30-200 150-150-25 2'12 1.65 
Triple 250 Volts DC Working TOLT-18 TOL-8212 80-20-100 150-lS0-25 2'12 1.50 

TOLT-8 TOL-754010-250 75-40-10 3 2.07 TOLT-19 TOL-5S2 50-50-20 150-150-25 2'12 1.65 
Triple 450 Volts OS Working TDLT-20 TOL-44225 40-40-20 250-2S0'25 2'12 1.74 

TOLT·9 TOL·T16-450 16-16-16 3 1.86 TOLT-21 TOL-2224S 20-20-20 450-450-25 2'12 1.74 
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SECTION 1500 

GENERAL'INSTRUMENT CAPACITOR DIVISION 

TYPE CDS CARTRIJ·DRY ELECTROL YTICS 

DC dry electrolytic capacitors assembled in wax-filled, impreg­
nated cardboard tubes. 8-inch flexible leads at one end. 
Assembled mounting strap. Low leakage. Long shelf life. 

Catalog Cap. Voltage DC Size in Inches Net 
Number in Uf Working Dia. Lgth •. Price 

; 
COB Dual Capacitor (Common Negative) 

COB·020·150CN 20·20 150·150 7/. 2 .99 

·030·150CN 30-30 150·150 2 1.08 

-040·150CN 40·40 150·150 21J4 1.11 

·5030·150CN 50-30 150-150 21f4 1.17 

-050·150CN 50-50 150-150 21f4 1.26 

-0·1014 150·100 30()"300 1% 4"4 3.33 

·816·450CN 8·16 450-450 2 1.20 

·020·450CN 20·20 450-450 20/4 1.50 

CDa Triple capaCitor Units (Common Negative) 

COBT·1015 200·250-10 150·150·150 1% 41J. 2.37 

Catalog 
Number 

COBH002 

·1009 

·1011 

TEMPERATURE RANGE 
-20° +75°C 

Cap. 
in UF 

Voltage DC Size in 
Working Dia. 

COB Triple Capacitor Units (Mixed Sections) 
80-30-20 150-150·25 1 

100·200-40 300-200-200 1% 

120·40-100 300·250-50 1% 

Jnches 
Lgth. 

20/4 

41J2 

41J. 

CDa Quadruple Capacitor Units (Common Negative) 
COBQ·1003 20-20·10-10 350-350·350·350 I1f.· 3'12 

·4422 40·40-20·20 450·450-450-450 1'12 4% 

CDa Quadruple CapaCitor (Mixed Sections) 
COBQ·1013 70·30·30-20 150-150·150-15 1 31J2 

·1001 40·40·20-20 150·150·150·25 3 

·1008 140-5-200-30 350-350-200·200 1'12 5 

·1005 20-120-40-100 450·300·250·50 1'12 41J2 

TYPE MLV HERMETICALLY·SEALED MINIATURIZED ELECTROLYTICS 

Designed for -30°C to +85°C operation. 
Features unit Hermetically Sealed with Specially processed rubber 
Low Leakage Current 
All Welded Construction 
Long Shelf and Operating Life 
Units supplied with plastic insulated sleeve 

Cat. No. Cap. in mfd. Dia." Length" 

3 Volts Working D.C. 
MLV5·3 3 ~, '){, 
MLV10·3 10 1f4 '){, 
MLV15·3 15 1J4 '){, 
MLV25·3 25 1f4 171'6 
MLV40·3 40 1/4 '){, 
MLV50·3 50 1/4 '){, 
MLV100·3 100 ~. '){, 
MLV150·3 150 '){, 
MLV200·3 200 % ,~. 
MLV250·3 250 % ,~, 

MLV300·3 300 % ,~. 

MLVI0·10 
10 Volts Working D.C. 

10 1f4 '){, 
MLV15·10 15 1/4 '){, 
MLV25·10 25 1/4 '){, 
MLV50·10 50 % '){, 
MLV100·10 100 % ,~, 

MLV200·1Q 200 % 1114 

MLV2·12 
12 Volts Working D.C. 
2 ~, '){, 

MLV5-12 5 1/4 '){, 
MLV10·12 10 1J4 'X, 
MLV15·12 15 1f4 '){, 
MLV20·12 20 1f4 '){, 
MLV25·12 25 1/4 '){, 
MLV40-12 40 ~, '){, 
MLV50·12 50 % '){, 
MLVI00·12 100 % ,~, 
MLV150-12 150 % I1f4 
MLV200·12 200 % I1f4 

MLV5·15 
15 Volts Working D.C. 
5 1/4 '){, 

MLVI0·15 10 1f4 '){, 
MLV15·15 15 1f4 '){, 
MLV25·15 25 ~, '){, 
MLV35·15 35 ~, '){, 
MLV50·15 50 % ')f, 
MLV100·15 100 % '~, 
MLV150·15 150 % I1f4 

Net Cat. No. Cap. in mfd. Dia." 

6 Volts Working D.C. 
.75 MLV2·6 2 ~, 
.75 MLV5·6 5 1f4 
.75 MLV10·6 10 1/4 
.75 MLV15·6 15 ·1f4 
.75 MLV25'6 25 1J4 
.75 MLV30·6 30 1/4 
.84 MLV40-6 40 ~, 
.87 MLV5()"6 50 ~, 
.90 MLVlOO-6 100 % 
.96 MLV150·6 150 % 
.99 MLV200-6 200 % 

25 Volts Working D.C. 
.81 MLV5-25 5 1/4 .81 MLV10·25 10 1/4 .81 MLV15-25 15 ~. .90 MLV25·25 25 % 1.02 MLV50·25 50 % 1.62 MLVI00-25 100 % 

50 Volts Working D.C. .75 
.81 MLV2-50 2 1/4 
.81 MLV5-50 5 1/4 
.84 MLV10·50 10 ~ .84 MLV15·50 15 
.84 MLV25·50 25 % 
.87 MLV50-50 50 % 
.93 100 Volts Working D.C. 1.05 

1.14 MLV2·100 2 % 
1.23 MLV5-100 5 % 

MLVI0·100 10 % 
MLV15-1Q0 15 % 

.84 MLV25-100 25 % 

.84 

.87 150 Volts Working D.C. 

.87 MLVI-150 1 % 

.93 MLV2·150 2 % 

.96 MLV5-150 5 % 
1.08 MLVI0·150 10 % 
1.17 MLV15-150 15 

*These units supplied with plastic insulated sleeve to listed dimension add %2 to diam. and %0 to length. 
% 

Length" 

'){, '){, '){, '){, 
'){, 
'){, 
'){, 
'){, '){, 
,~. 

11/4 

'){, 
'){, 
'){, '){. 
,~, 

IIJ2 

'){, '){, '){, 
'){, 
,~, 

IIJ2 

'){, 
,~, 
,~, 

11/4 
1'12 

,~, 

,~, 
,~, 

1V4 
1'12 

Nat 
Price 

1.65 

2.85 

2.70 

2.46 

3.27 

2.19 

1.86 

3.27 

3.30 

Net 

.75 

.75 

.81 

.81 

.84 

.84 

.84 

.84 

.90 

.93 

.96 

.84 

.87 

.87 

.93 
1.08 

.81 

.87 

.90 

.90 

.90 
1.11 

.84 

.90 

.93 

.93 

.96 

.84 

.87 

.93 

.96 

.96 

General Instrument also manufactures Electrolytics Type MLE for operation at -400 C· to+85 - Write to General 
Department for Bulletin EL-6. 

Instrument Sales Engineering 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 
TYPE 8L SUBMINIATURE ELECTROLYTICS 

Small, inexpensive and reliable, best describe this versatile new series 
of Subminiature Electrolytics. For compact transistorized circuits in 
conventional or printed board construction. New non·conductive plastic 
case. End seal comDounds, offer true moisture resistance. low leakags. 
Long shelf life. Operating temp. - 20°C to + 65°C. 

Cap. Part Cap. Part Cap. Part Cap. Part I Cap. Part 

II 

Cap. Part 

II 
Cap. Part 

Mfd. No. Mfd. No. Mfd. No. Mfd. No. Mfd. No. Mfd. No. Mfd. No. 
3 V. D·C. W.V. 6 V. D·C. W.V. 10 V. D·C. W.V. 15 V. D·C. W.V. 20 V. D·C. W.V. 25 V. D·C. W.V. 50 V. D·C. W.V. 

4 V. Surge 8 V. Surle 12 V. Surge 18 V. Surge 25 V. Surge 30 V. Surge 60 V. Surge 

2. Bl1050 2. Bl1l60 2. Bl1270 
4. BLl030 4. BLl140 4. BL1150 4. BLl260 4. BU370 

5. BLl020 5. BLl130 5. BL1141 5. BLl250 5. BLl261 5. BU470 
6. BLl010 6. Bl1l20 6. BLl131 6. BL1142 6. BLl251 6. BLl262 6. BLl471 
8. Blll10 8. BLl121 8. BLl230 8. BLl240 8. BLl252 8. BLl360 8. BLl570 

10. BLllll 10. BL1220 10. BLl231 10. BLl241 10. BL1350 10. BLl460 10. BU670 
12. Blll12 12. BLl221 12. BLl232 12. BLl242 12. BLl351 12. BU461 12. BLl671 
15. BLl210 15. BLl222 15. BLl233 15. BLl340 15. BL1450 15. BU560 15. Bll770 
20. BLl2ll 20. BLl223 20. BLl330 20. BLl440 20. BLl451 20. BU561 20. BLl870 
25. BL1212 25. BLl320 25. BL1331 25. Bl1441 25. BLl550 25. BU660 25. Bl1970 
30. BLl213 30. BLl321 30. BL1430 30. BL1540 30. BL1650 30. Bl1760 30. Bl2070 
40. BLl310 40 .. BLl420 40. BLl530 40. BLl541 40. BU750 40. BLl860 40. Bl2170 
50. BLl410 50. BLl520 50. BLl531 50. BL1640 50. BLl850 50. BU861 50. Bl2171 
60. BLl4ll 60. BLl521 60. BLl630 60. BLl740 60. BLl950 60. BLl960 60. Bl2270 
65. BLl510 65. BLl522 65. BLl631 65. Bl1741 65. Bl1951 65. BLl961 65. Bl2271 
75. BLl5ll 75. Bl1620 75: BLl730 75. Bl1840 75. BLl952 75. Bl2060 75. Bl2370 

100. BLl610 100. BLl720 100. BLl731 100. BLl940 100. Bl2050 100. Bl2160 100. Bl2371 
125. BLl6ll 125. Bll721 125. BLl830 125. BLl941 125. Bl2051 125. Bl2161 125. Bl2470 
150. BLl710 150. BLl820 150. BLl930 150. Bl2040 150. Bl2150 150. Bl2260 
175. BLlnl 175. BLl920 175. Bl1931 175. Bl2041 175. Bl2151 175. Bl2261 
200. BLl910 200. BLl921 200. Bl2030 200. Bl2140 200. Bl2250 200. Bl2360 
250. BLl9ll 250. Bl2020 250. Bl2031 250. Bl2141 250. Bl2251 250. Bl2361 
300. BLl912 300. Bl2021 300. Bl2130 300. Bl2240 300. Bl2350 300. Bl2362 
350. Bl2010 350. Bl2120 350. Bl2131 350. Bl2241 350. Bl2351 350. Bl2460 
400. Bl20ll 400. Bl2121 400. Bl2230 400. Bl2340 400. Bl2450 400. Bl2461 
450. Bl2ll0 450. Bl2220 450. Bl2231 450. Bl2341 450. Bl2451 
500. Bl2ll1 500. Bl2221 500. Bl2232 500. Bl2342 

II 
600. Bl2210 600. Bl2222 600. Bl2330 600. Bl2440 
750. Bl22ll 750. Bl2320 750. Bl2331 

1,000. Bl2310 1,000. Bl2321 1,000. Bl2430 
1,200. Bl23 11 1,200. Bl2420 
1,500. Bl2410 il 

Code Case Dia. ±.010 Max.lgth. 

I 
Code Case Dia. ±.010 Max.lgth. 

10 .187 1>1'6 18 .375 IVa 
11 .187 1~6 19 .437 IVa 
12 .250 1716 20 .437 1V4 13 .250 '~6 21 .500 1V4 14 .312 lX6 
15 .312 '~6 22 .500 1V2 
16 .375 7/8 23 .625 1V2 
17 .375 1 24 .625 13/4 

A-C MOTOR STARTING ELECTROL YTICS - MOLDED CASE 

The MOTORL YTieS are preferred standards. Other 

designs and ratings can be furnished on request, including 

aluminum can types. MOTORL YTie capacitors are de· 

signed to assu're optimum and dependable operation in 

all applications. 

Rated 125 VAC Ratings 
Capacitance (160 VRMS Max. at Start) 
(in MFDS) Case Size Net ~ 
MIN.·MAX. Part No. Dia. length Price 

43- 53 953-130 1'i\" 3% 1.26 
53- 64 953-132 1'1'" 3% 1.29 
64- 77 953-133 1'i\" 3% 1.35 
72- 88 953-134 1'i\n 3% 1.38 
88-108 953-135 1'i\6 3% 1.56 

108-130 953-136 1'116 3% 1.71 
124-149 . 953-137 11:y\" 331s 1.77 
130-156 953-138 110/", 3% 1.77 
141-169 951-177 11'YI" 3% 1.77-
161-193 953-140 11%" 3% 1.92 
189--227 953-141 110/", 3% 1.95 
216-259 953-142 110/16 4% 2.31 
233-280 953-143 110/16 4% 2.43 
243-292 953-144 110/16 4% 2.79 

© U.c.P., Inc. Net 

Rated 125 VAC Ratings (continued) 
Capacitance (160 VRMS Max. at Start) 

(MFD) Case Size Net 
MIN.·MAX. Part No. Dia. length Price 

270-324 953-145 2V,,, 4% 2.82 
340-408 953-146 2'hG 4% 2.85 
378-440 953-147 2'h" 4% 3.33 
400-480 953-148 2'h6 4% 3.60 

220 VAC Ratings (280 VRMS Max. at Start) 

25- 30 953-163 1'116 3% 2.76 
30- 36 953-164 1'i\" 3% 2.94 
36- 43 953-165 11'YIr. 3% 3.18 
43- 53 953-166 110/", 3% 3.33 
53- 64 953-168 11'YI" 4% 3,45 
64- 77 953-169 1l.'YIG 4% 4.05 
72- 88 953-170 21!t6 4% 4.20 
88-108 953-171 2'1t6 4% 4.59 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION PYRAMID • MICAMOLD 

TYPE MCS MINIATURIZED SOLID ELECTROLYTE TANTALUMS 

True Subminiature Sizes No Electrolyte leakage 
Solid Tantalum Electrolyte Tolerance ±20% 
Hermetically Sealed Metal Cases Closer Tolerances on Request. 

Catalog Capacity Case Catalog Capacity Case Catalog Capacity Case 
Number in MFO Size Number in MFO Size Number in MFO Size 

6 VOLTS 20 VOLTS 35 VOLTS (continued) 
MCS14B565 .5.6 A MCS14E125 1.2 A MCS14F274 0.27 A 
MCS14B685 6.8 A MCS14E155 1.5 A MCS14F334 0.33 A 
MCS14B825 8.2 B MCS14E185 1.8 A MCS14F394 0.39 A 
MCS14B106 10.0 B MCS14E225 2.2 A MCS14F474 0.47 A 
MCS14B476 47.0 B MCS14E275 2.7 B MCS14F564 0.56 A 
MCS14B566 56.0 B MCS14E335 3.3 B MCS14F684 0.68 A 
MCS14B107 100.0 C MCS14E106 10.0 B MCS14F824 0.82 A 
MCS14B127 120.0 C MCS14E126 12.0 B MCS14FI05 1.0 A 
MCS14B157 150.0 C MCS14E156 15.0 B MCS14F125 1.2 B 
MCS14B187 180.0 C MCS14E336 33.0 C MCS14F155 1.5 B 
MCS14B227 220.0 0 MCS14E396 39.0 C MCS14F185 1.8 B 
MCS14B337 330.0 0 MCS14E476 47.0 C MCS14F225 2.2 B 

MCS14F275 2.7 B 
10 VOLTS MCS14F335 3.3 B 

35 VOLTS MCS14F395 3.9 B 
MCS14C395 3.9 A MCS14F472 0.0047 A MCS14F475 4.7 B 
MCS14C475 4.7 A 

MCS14F562 0.0056 A MCS14F565 5.6 B 
MCS14C565 5.6 B MCS14F685 6.8 B 
MCS14C685 6.8 B MCS14F682 0.0068 A MCS14F825 8.2 C 
MCS14C276 27.0 B MCS14F882 0.0082 A MCS14F106 10.0 C 
MCS14C336 33.0 B MCS14F103 0.01 A MCS14F126 12.0 C 
MCS14C396 39.0 B MCS14F123 0.012 A MCS14F156 15.0 C 
MCS14C686 68.0 C MCS14F153 0.Dl5 A 

MCS14F18.6 18.0 C 
MCS14CI07 100.0 C MCS14F183 0,018 A 

MCS14F226 22.0 C 
MCS14C227 220.0 0 MCS14F223 0.022 ·A 

MCS14F276 27.0 C MCS14F273 0.027 A 
MCS14F333 0.033 A MCS14F336 33.0 0 

15 VOLTS MCS14F393 0.039 A MCS14F476 47.0 0 
MCS14D275 2.7 A MCS14F473 0.047 A ~iameter Length 
MCS14D335 3.3 A MCS14F683 0.068 A Case Size A .125 x .250 
MCS14D395 3.9 B MCS14F823 0.082 A Case Size B .173 x .438 
MCS14D475 4.7 B MCS14F104 0.1 A Case Size C .279 x .650 
MCS140186 18.0 B MCS14F124 0.12 A Case Size 0 .341 x .750 
MCS14D226 22.0 B MCS14F154 0.15 A GENERAL INSTRUMENT manufactures a wide 
MCS14D566 56.0 C MCS14F184 0.18 A range of capacity and vOlta1.es. Write. for engl· 
MCS14D826 82.0 0 MCS14F224 0.22 A nee ring bulletin for full in ormation. 

TYPE TAK, TAK-C, TAK-H MINIATURE SINTERED ANODE TANTALUMS 

Afford maximum space economy. Conventional cylindrical cases allow for TEMPERATURE OPERATING RANGES 

various methods of mounting. Sealing method and materials used in manufac· No Voltage Rating 
TAK -55·C to 85·C turing this capacitor assure protection against seepage and defect due to TAK·C - 55·C to 100·C 

vibration. Manufactured to meet MIL·C·3965 specification, style CL·64 and TAK·H - 55·C to 125·C 
CL·65 (insulated sleeve). For full details write for Engr. Bulletin ET·B. STANDARD LISTING TO -15, +20 

6 VOLTS 25 VOLTS 75 VOLTS 
Mfd. Cat. No. Case Size Mfd. Cat. No. Case Size Mfd. Cat. No. Case Size 

30 TAK·30T6B B 10 TAK·I0T25B B 3.S TAK·3.ST75B B 
SO TAK·30T6B B 22 TAK·22T25B B 6.8 TAK·6.8T758 B 
68 TAK-68T6B B 30 TAK·30T25D 0 12 TAK·12T75D 0 

140 TAK·140T6E E 70 TAK·70T25E E 15 TAK·15T75E E 
200 TAK·200T6E E 100 . TAK·100T25E E 33 TAK·33T75E E 
270 TAK·270T6F F 150 TAK·150T25F F 40 TAK·40T75F F 
330 TAK·330T6F F 180 TAK-180T25F F 56 TAK·56T75F F 
450 TAK·450T6F F 70 TAK·70T75F F 
560 TAK·560T6F F 

10 VOLTS 30 VOLTS 100 VOLTS 
Mfd. Cat. No. Case Size Mfd. Cat. No. Case Size Mfd. Cat. No. Case Size 

20 TAK·20TlOB B a TAK·8T30B B 2.5 TAK·2.5TlOOB B 
35 TAK·35TlOB B 15 TAK·15T30B B 4.7 TAK·4.7TlOOB B 
47 TAK-47TI0B B 25 TAK·25T30D 0 8 TAK·8TlOOD 0 

100 TAK·I00TlOE E 40 TAK·40T30E E 11 TAK·llTlOOE E 
150 TAK·150TlOE E 63 TAK·6aT30E E 22 TAK·22TlOOF F 
180 TAK·180TlOE E 100 TAK·100T30F F 30 TAK·30TlOOF F 
250 TAK·250TlOF F 150 TAK·150T30F F 43 TAK·43TlOOF F 
320 T AK·320Tl OF F 
390 TAK·390TlOF F 

15 VOLTS 50 VOLTS CASE SIZES 
Mfd. Cat. No. Case Size Mfd. Cat. No. Case Size Uninsulated Case Insulated Case 

Lead 
15 TAK·15Tl5B 8 5 TAK·5T50B B Oia. Length Oia. Length Length 
33 TAK·33T1SB B· 10 TAK·I0T50B B A. ±0.010 ±0.016 ±0.031 ±O.031 ±V4 
40 TAK·40Tl5D 0 20 TAK·20T50D 0 
70 TAK·70Tl5E E 25 TAK·25T50E E A. 0.212 0.375 0.234 0.437 1'12 

100 TAK·IOOTl5E E 40 TAK·40T50E E B. 0.187 0.453 0.203 0.515 1'12 
120 TAK·120Tl5E E 47 TAK·47T50E E C. 0.212 0.468 0.234 0.531 1'12 
170 TAK·170TlSF F 60 TAK·60T50F F D. 0.212 0.531 0.234 0.593 1'12 
225 TAK·225Tl5F F 82 TAK·82T5DF F E. 0.275 0.640 0.296 0.703 2V4 
270 TAK·270Tl5F F 100 TAK·I00T50F F F. 0.375 0.765 0.390 0.828 2V. 
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SECTION 1500 

Type CQM Computer Quality Electrolytic Capacitors 

Iytes assures superior operation through the operating range 
of -20D C to +8SoC. 

Exacting performance of digital .computers and related 
equipment demands components of the highest grade. Type 
CQM electrolytic capacitors meet these demands. Performance 
is designed into Type CQM's by the careful selection of 
materials and the arrangement and processing of these ma­
terials so as to obtain the optimum results from their use. 
Improved internal construction provides for low impedance 
at high frequencies, and the use of newly developed electro-

Cases are of heavy guage aluminum. A leak proof seal is ob· 
tained by rolling the top of the case into a pliable synthetic. 
rubber gasket. Terminals are available in two styles: tapped 
terminal inserts, for bus bar connections and solder lug ter· 
minals for permanent connections. The capacitors are fur­
nished with bare case, one piece vinyl sleeve, or clear rigid 
plastic sleeve. 

Type CQM's are for operation from -20°C to +8SoC 
for periods not exceeding IS% of the total operating time. 
Units will operate at full rating at ambient temperatures of 
from-20°C to +6SoC. Special design can be furnished to 
operate at -4Q°C to +8SoC as called for in MIL-C-62 specs. 

Capacitance' Catalog Capacitance Catalog Capacitance Catalog 
Mfd. Number Dia. length Mfd. Number Dia. lenr:th Mfd, Number Ola. length 

5.0 WVOC 7V Surge 3D WVDC 45V Surge 250 WVDC 300V Surge 
10,700 CQMS 200 1% x 3lfe 1,850 CQMS 800 1% x 31A1 200 CQMS 1500 1% x 31/e 
16,000 CQMS 201 1% x 4lfe 2,750 CQMS 801 1% x 4lfe 350 CQMS 1502 1% x4% 
19,000 CQMS 202 1% x4% 3,200 CQMS 802 1% x4% 700 CQMS 1504 2 x 411a 
25,000 CQMS 203 H'4 x 41A1 4,500 CQMS 803 13/4 x 41A1 1,000 CQMS 1506 2 x5% 
37,000 CQMS 204 2 x41A1 6,500 CQMS 804 2 x 411a 1,400 CQMS 1508 21f.! x4% 
43,000 CQMS 205 2 x4% 1,850 CQMS 1509 3 x 41A1 
55,000 CQMS 206 2 x5% 40 WVOC 55V Surge 2,150 CQMS 1510 3 x 4% 
76,000 CQMS 208 21f2 x 4% 1,500 CQMS 900 1% x 31/a 300 WVDC 350V Surgi 96,000 CQMS 211 3 x41A1 2,300 CQMS 901 1% x 41/a 

110,000 CQMS 210 3 x4% 3,700 CQMS 903 1'¥4 x 41A1 250 CQMS 1601 1% x 41A1 
145,000 CQMS 211 3 x5% 5,300 CQMS 904 2 x 41A1 400 CQMS 1603 1'¥4 x 4lfa 

8,700 CQMS 906 2 x5% 675 CQMS 1605 2 x4% 
800 CQMS 1606 2 x 5% 

10 WVOC 15V Surge 11,000 CQMS 908 21/2 x 4% 1,150 CQMS 1608 21f.! x4% 13,700 CQMS 909 3 x 41/a 
5,300 CQMS 400 1% x 31A1 21,000 CQMS 911 3 x5% 1,500 CQMS 1609 3 x 41A1 
8,000 CQMS 401 1% x 41A1 350 WVDC 400V Surge 13,000 CQMS 403 13.41 x 41/8 50 WVOC 75V Surge 

18,000 CQMS 404 2 x 41/a 130 CQMS 1700 1% x 311a 
20,000 CQMS 405 2 x4% 1,050 CQMS 1000 1% x 31/a 200 CQMS 1701 1% x 41A1 
25,000 CQMS 406 2 x5% 1,850 CQMS 1002 1%x4% 300 CQMS 1703 1'¥4 x 41/a 
33,000 CQMS 407 21f2 x 41A1 2,600 CQMS 1003 1'¥4 x 41A1 600 CQMS 1706 2 x5% 
38,000 CQMS 408 21f.! x4% 4,400 CQMS 1005 2 x4% 800 CQMS 1707 21f.! x 41A1 
48,000 CQMS 409 3 x 41/a 6,700 CQMS 1007 2'12 x 41A1 1,200 CQMS 1709 3 x41A1 

7,800 CQMS 1008 21/2 x 45/a 1,350 CQMS 1710 3 x4% 
11,000 CQMS 1010 3 x4% 

400 WVOC 475V Surge 
15 WVOC 20V Surge 16,000 COMS 1011 3 x5% 

4,400 CQMS 500 1% x 311a 100 CQMS 1800 "1% x 31A1 
100 WVDC 150 Surge 150 CQMS 1801 1% x 41A1 6,600 CQMS 501 1% x 41A1 250 CQMS 1803 1'¥4 x 41A1 7,700 CQMS 502 1% x4% 850 CQMS 1201 1% x 41A1 350 CQMS 1804 2 x 4lfa 10,700 CQMS 503 1'¥4 x 41A1 1,350 COMS 1203 1'¥4 x 41A1 525 CQMS 1806 2 x5% 15,500 CQMS 504 2 x 41f8 1,800 CQMS 1204 2 x 41A1 700 CQMS 1808 21f.! x 4% 18,000 CQMS 505 2 x 45/a 3,000 CQMS 1206 2 x5% 900 CQMS 1809 3 x 411a 25,000 CQMS 506 2 x 551a 3,600 CQMS 1208 21f2 x 4% 1;000 CQMS 1810 3 x4% 4,800 CQMS 1209 3 ~ 41A1 

25 WVDC 35V Surge 150 WVDC 200V Surge 90 
450 WVOC 525V Surge 

CQMS 1900 1% ~ 3Ye 
2,750 CQMS 700 1% x 311a 550 CQMS 1301 1% x 4lfa 125 CQMS 1901 1% x 41A1 
4,800 CQMS 702 1% x 4% 900 CQMS 1303 1'¥4 x 4lfa 200 CQMS 1903 1'¥4 x 41A1 
9,200 COMS 704 2 x 41fa 1,500 CQt/ls 1305 2 x4% 300 CQMS 1904 2 x 41fs 

10,700 CQMS 705 2 x4% 2,100 CQMS 1306 2 x5% 500 CQMS 1906 2 x 55,8 
15,700 CQMS 706 2 x5% 2,500 CQMS 1308 21/2 x 4% 600 CQMS 1908 21f2 x 40/8 
17,000 CQMS 707 21f.! x 4lfa 3,200 COMS 1309 3 x 41A1 800 CQMS 1910 3 x4% 

Supplied with rig:d plastic sleeve. For complete COM listing write for Bulletin El·S. 

Type TQ Telephone-Quality Electrolytic Capacitors 

Designed for high reliability electronic equipment, telephone net­
works, and industrial control systems. Wide temperature range: 
_20° C to + 85° C. Hermetically sealed aluminum can, Low leakage 
current. Long life, trouble free operation. Manufactured under 
quality controlled conditions. Provided with Standard Twist Mount 
Type mounting feet and insulating washers. 

Cap. In WV Inches Cap. in WV 
Mfd. DC DxL Mfd. DC 

SINGLE SECTION DUAL SECTION 

2000 6 1%x21f2 50+50 150 
1000 15 1 x4 

500 25 1 x4 20+20 250 200 50 1 x31f.! 
100 150 1 x4 10+10 450 50 250 1 x3 
20 350 1 x21f.! 
50 350 1 x4 20+20 450 
20 450 1 x3 
50 450 1%x3 40+40 450 

(<;; U.C.P., Inc. Net 

Inches Cap. in WV Inches 
BxL Mfd. DC Dll 

TRIPLE SECTION 

1 x4 50+50+50 150 1%x4 

1 x31f.! 
40+40+40 250 1%x4 

1 x4 

1%x31/2 
20+20+20 350 1%x4 

l%x4 20+20+20 450 1%x4 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Type IMP Molded Tubular Paper Capacitors 

Noninductive extended-foil section Temperature Rating: 
molded in noninflammable thermoset- -40°C to + 100°C 
ting plastic_ High insulation resistance_ 
Excellent power factor_ Withstands Standard Tolerance: 

standard RETMA Humidity-resistance _0001- _001 UFo -25% to + SO% 
_0011- .009 UFo -20% to + 40% 

Test. Extremely rugged. Very long life. .01 -1.0 UFo -20% to + 20% 

Catalogue Cao_ Diameter length Net 
Number in UF 

Catalogue ca&. Diameter length Net 
Number in F 

200 Volts DC Working 1000 Volts DC working 
IMP2-S2 .02 'Va 1)4 .15 I MPlO-T5 . 0005 ~ . .30 
I MP2-S47 .047 'Va 1)4 .18 IMP10-D1 . 001 ~ . .30 
IMP2-S5 .05 'Va 1)4 .18 IMP10-D15 . 0015 ~ . .30 
IMP2-PI . 1 U • 1)4 .21 IMP10-D2 .002 'Va 1)4 .30 
IMP2-P15 .15 '/2 IY, .21 IMPIO-D22 .0022 'Va IX .30 
IMP2-P25 _25 % F/. .27 IMP10-D3 .003 'Va IX. .30 
IMP2-P47 .47 % B'. .36 I MPlO-D4 .004 'Va IX .30 
IMP2-P5 .5 % F/. .36 IMPlO-D47 _0047 'Va IX .30 
IMP2-1 1. 3/4 2X .51 IMPI0-DS .005 'Va IX .30 

IMPI0-DS8 .00S8 'Va IX .30 
400 Volts DC Working .IMPI0-Sl .01 U. IX .30 

IMP4-S1 .01 ~. .15 IMP10-S15 .015 '/2 lY, .30 
IMP4-S2 .02 'Va IX .15 IMPI0-S2 .02 '/2 1Y:. .30 
IMP4-S22 .022 'Va 1)4 .15 IMPlO-S22 .022 '/2 lY:. .30 
IMP4-S25 .025 'Va IX .15 IMPlO-S3 .03 % F/. .30 
IMP4-S3 _03 'Va 1)4 . 15 IMP10-S35 _035 % F/ • .30 
IMP4-S4 _04 U. IX .18 IMPIO-S47 .047 % 1'/. .36 
IMP4-S47 . 047 U • IX .18 IMPlO-S5 .05 % 17/. .36 
IMP4-S5 . 05 .~. IX .18 I MPlO-SS8 .OS8 % 17,f • .39 
IMP4-SS8 .OS8 '/2 1Y:. .21 IMPIO-P1 .1 3/4 2X .45 
IMP4-Pl .1 '12 lY, .21 
IMP4-PI5 .15 % 17/. .24 1,600 Volts DC Working 
IMP4-P22 .22 % 17/. .24 IMPlS-TS .0005 'Va IX .39 
IMP4-P25 .25 % 17/. .27 IMP1S-Dl .001 'Va IX .39 
IMP4-P47 .47 3/. 2X .3S IMP1S-D15 .0015 'Va IX .39 
IMP4-P5 .5 3,1, 2X .3S IMP1S-D2 .002 'Va IX .39 

IMP1S-D22 .0022 'Va IX .39 
600 Volts DC Working IMPlS·D3 . 003 U • IX .39 

I MPS-ll .0001 J{. .15 IMPlS·D33 . 0033 U • IX .39 
IMPS·T25 .00025 J{. .15 IMP1S·D4 . 004 U • IX .39 
IMPS-T4 .0004 ~. .15 IMPlS·D47 . 0047 U • IX .39 
IMPS·T5 .0005 J{. .15 IMP1S·D5 . 005 ~ . IX .39 
IMP6-01 .001 ~. .15 IMP1S·DS .OOS '12 1Y:. .39 
IMPS-DIS .0015 ~. .15 IMP1S·DS8 .00S8 I.f2 lY:. .39 
IMPS·02 .002 ~. .15 IMP1S·oi .007 I.f2 1Y:. .39 
IMPS-022 .0022 ~. .15 IMP1S·075 .0075 '12 1Y:. .39 
IMPS·03 .003 ~. .15 IMP16·08 .008 '12 lY:. .39 
IMPS-D33 .0033 ~. 1 .15 IMP16·S1 .01 I.f2 1Y:. .42 
IMPS·D4 .004 ~. 1 .15 IMP1S·S15 .015 % 17,f. .42 
IMPS·D47 .0047 ~. 1 .15 IMP1S·S2 .02 ~" F/. .42 
IMPS·05 .005 ~. .15 IMP1S·S22 .022 % 17/. .42 
IMPS-OS .OOS 'Va 1)4 .18 IMP1S·S3 .03 % 17,f. .42 
IMP6·DS8 .00S8 'Va IX .18 IMP16·S4 .04 % 17,f. .42 
IMPS·D8 .008 'Va IX .18 IMP1S-S5 .05 3/4 2X .42 
IMPS·S1 .01 'Va IX .18 "C1l6·S68 . 068 1~ • 27/. .48 
IMP6-S15 .015 'Va IX .18 "CllS·P1 . 1 1~ • 27/. .51 
IMP6·S2 .02 U. IX .18 
I MPS·S22 .022 U. IX .18 6,000 Volts DC Working 
IMP6'S3 .03 ~. IX .21 *CT60·T5 .0005 % 2 .78 
IMP6-S33 .033 1f2 1Y:. .21 "CT60·01 .001 % 2 .78 
I MP6-S4 . 04 1f2 1Y:. .24 "CT60·D5 .005 1~ • 2X .78 
IMP6-S47 .047 1f2 1Y:. .24 
IMP6·S5 .05 1f2 1Y:. .24 10,000 Volts DC Working 
I MP6-S6 .06 % 17,f. .27 ·CTlOO·D1 .001 3/4 2% .90 
I MP6-S68 'CTlOO-T5 .0005 % 2 .90 .068 % 17,f. .27 
IMP6·P1 .1 % 17/. .27 12,500 Volts DC Working IMP6·P2 .2 3/4 2X .33 

·CTl25·T25 .00025 314 2% 1.02 
I MP6·P22 .22 3/4 2X .33 

*C1l25-T5 .0005 3/4 2% 1.02 
IMP6·P25 .25 3f4 2X .33 
CT6PS" .5 1~. 2314 .48 "Supplied in ceramic-case units. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Type III "Gold Standard" Molded Mylar* Capacitors 

Noninductive polyester film extended foil section, molded in a 
noninflammable thermosetting plastic case. Very high insulation resist­
ance. Excellent power factor. Greatly reduced sizes. Dielectric im: 
pervious to moisture. Extremely rugged with a very long life. 

Temperature Rating: -40°C to + 100°C 
5tandard Tolerance: ± 20% 

Catalog Cap. Size in Inches 
Number in Mfd. Oia. Length 

200 Volts DC Working 
111·252 .02 X. 1 
111·2547 .047 Yo 1)4 
111·255 .05 Yo 1)4 
111·2Pl .1 Yo 1)4 
111-2P15 . 15 ~ . 1)4 
111·2P22 .22 '12 IV, 
111-2P25 .25 '12 IV, 
11l-2P47 .47 % 17/8 
111·2P5 .5 % 1~ 
111·2·1 1.0 :JI. 2)4 

400 Volts DC Working 
111-451 .01 X. I 
111·4515 .015 X. 1 
111·452 .02 Yo 1)4 
111·4522 .022 Yo 1)4 
111-45333 .033 Yo 1)1. 
111-4547 .047 Yo 1)4 
111·455 .05 Yo 1)4 
111-4568 . 068 ~ . 1)4 
111-4Pl .1 '12 IV, 
111-4PI5 .15 '12 IV, 
111-4P22 .22 % 17/8 
111-4P25 .25 % 1~8 
111-4P33 .33 % F/8 
111-4P47 .47 % 2)4 
111-4P5 .5 :JI4 2)4 
111-4P68 .68 :JI. 2)4 
I 11-6Tl .0001 X. I 

Net 
Price 

.15 

.15 

.15 

.21 

.21 

.24 

.27 

.36 

.36 

.57 

.15 
.15 
.15 
.18 
.18 
.18 
.18 
.21 
.21 
.24 
.30 
.33 
.39 
.48 
.51 
.69 
.15 

Catalog Cap. 
Number in Mfd. 

111·6T25 .00025 
111·6T4 .0004 
111-6T5 .0005 
111·601 .001 
111·6015 .0015 
111-602 .002 
111·6022 .0022 
111-603 .003 
111·6033 .0033 
111-604 .004 
111-6047 .0047 
111-605 .005 
111-606 .006 
111·6068 .0068 
'111-651 .01 
111--6£15 .015 
111·652 .02 
111-6522 .022 
111-653 .03 
111·6533 .033 
111-654 .04 
111-6547 .047 
111-655 .05 
111-656 .06 
111-6568 .068 
111-6Pl .1 
111-6PI5 .15 
111-6P2 .2 
111-6P22 . 22 
111-6P25 .25 
111-6P33 . 33 

Type 151 Gold-Dip Mylar* Capacitors 

A new Mylar Plastic Dipped Capacitor engineered for highest re­
liability and especially designed for printed board circuitry as well 
as conventional application. General Instrument Gold-Dip Capacitors 
Type 151 feature: 

£ New reliable Dipped Plastic Coating 
£ New Moisture Resistance 
£ - 55°C to + 100°C operation 
£ High insulation resistance 
£ 10% capacity tolerance 

Catalog Capacity 
Number in Mfds. 0 

200 Volts DC Working 
151-2PI .1 % 1)4 
151-2P15 .15 % 1)4 
151-2P22 .22 'X. 1'~, 
151-2P25 .25 'X. l'~. 
151-2P47 .47 7/8 lU. 
151-2P5 .5 ~8 IU. 

400 Volts DC Working 
151-451 .01 ~. :JI. 
151-4515 .015 ~. :JI4 
ISI-452 .02 '12 7A1 
lS1·4522 .022 '12 7/8 
IS1-2PS .5 7/8 lU. 
ISI-4533 .033 Ih ~s 
ISI-4547 .047 % 1)4 
151-455 .05 % 1)4 
lS1-4868 .068 % 1)4 
151-4Pl .1 % llj 151-4PlS .15 'X. 1'~. 151-4P22 .22 ~8 lU. 151-4P25 .25 7/S lU. 

600 Volts DC Working 
lS1-601t .001 u. % 
151-6015* .001S ~. :JI4 
lS1-602* .002 ~. % 
151'6022* .0022 ~. % 

• DuPont Reg. 

S Net 

,~ 

% 
,%, 

.21 

.21 

.24 
'%. .27 
I~. .36 
I~, .36 

)4 
)4 

.15 

.IS 
U. 
~. 

.1S 

.18 
1~. .36 
U. 
'~, 

:t 
% 

. ,%, 
1~ 
I~, 

.18 

.18 

.18 
_21 
.21 
.24 
.30 
.33 

)4 
)4 

.1S 

.15 
)4 
)4 

.15 

.IS 

Catalog Capacity 
Number in Mfds_ D 

151-603* .003 ~, 
ISI-6033* .0033 ~, 
ISI-604* .004 ~, 
151-6047* .0047 U, 
151-605* .005 U, 
151-606 . 006 U • 
lS1-6068 .0068 U, 
ISI-651 .01 Ih 
ISI-651S .01S Ih 
IS1-652 .02 '12 
151-6522 .022 Ih 
lS1-653 .03 % 
ISI-6533 .033 % 
ISI-654 .04 % 
lSl-6547 .047 % 
IS1-65S .OS {j 151-656 .06 ')1, 
151-6568 .068 ')1, 
ISI-6PI .1 'X, 
IS1-6P15 .IS ~s 
151-6P2 .2 7/8 
IS1-6P22 .22 ~s 
151-6P25 .25 ~8 

*Indicates Tolerance of +20% 

Size in Inches 
Oia. Length 

X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
X. 1 
Yo 1)4 
Yo 1)4 
Yo 1)4 
~. 1)4 
~. 1)4 
~. 1)4 
~. 1)4 
~. 1)4 
~. 1)4 

'%, 1)4 
% 17/8 
% 17/8 
'lI. 2)4 
'lI • 2)4 
'lI. 2)4 
'lI • 2)4 

L S 

'lI4 )4 
:JI4 )4 
'lI4 )4 
'lI4 )4 
'lI4 )4 
:JI4 )4 
:JI4 )4 
7/S U. 
7/s U. 
~s U. 
7/S U, 

1)4 ~: 1)4 
1)4 ,~. 
1)4 ~, 
1)4 '%, 
l'~. '%2 
I'~. 27~ 
I'~, ,%, 
IU. 1%. 
lU. l~ 
I~. I~ 
IU. 1%, 

Net 
Price 

•. 15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.18 
.18 
.18 
.18 
.18 
.21 
.21 
.21 
.24 
.24 
.24 
.24 
.27 
.33 
.39 
.39 
.45 
.54 

Net 

.15 

.15 

.15 

.15 

.IS 

.18 

.18 

.18 

.18 

.18 

.18 

.21 

.21 

.21 

.24 

.24 

.24 

.24 

.27 

.33 

.39 

.39 

.45 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION PYRAMID • MICAMOLD 

Type 107 Wrapped Mylar® Capacitors 

Noninductive polyester film extended foil section, assem­
bled in Mylar wrapper case. Ends filled with thermosetting 
Pyroset resin. Tinned leads firmly embedded in the resin 
and will not pull out. Sizes are greatly reduced. Very high 
insulation resistance, dielectric impervious to moisture. 

Temperature Range: Standard Tolerance. 
.001 to .0047 Mid. ±30% 

catalog No. 

107V103 
107V153 
107V223 
107V333 
'107V473 
107V683 
107V104 
107V154 
107V224 
107V334 
107V474 
107V684 
107V105 
107V155 
107V205 

107C102 
107C152 
107C222 
107C332 
107C472 
107C682 
107C103 
107C153 
107C223 
107C333 
107C473 

Part No. 

103V102 
103V152 
103V222 
103V332 
103V472 
103V682 
103V822 
103V103 
103V153 
103V223 
103V333 
103V473 
103V683 
103V823 
103V104 
103V154 
103V224 
103V334 
103V474 
103V684 
103V824 
103V105 

-30DC. to + nooc .. 005 to 1.0 Mid. ±20% 

Capacity Diameter Length Catalog No. Capacity Diameter Length Catalog No. capacity Diameter Length 

150 VDC Working 200 VDC Working 400 VDC Working 
.01 .156 112 107C683 .068 .343 :!f4 107E474 .47 .671 1% 
.015 .187 112 107C104 .1 .375 ¥a 107E684 .68 .796 1% 
.022 .203 % 107C154 .15 .453 7/a 107E105 1. .812 2 
.033 .218 % 107C224 .22 .438 11fs 107E155 1.5 .921 2X 
.047 .234 :!f4 107C334 .33 .484 11fs 107E205 2. 1.093 2X 
.068 .265 34 107C474 .47 .546 IX 
.1 .281 7/a 107C684 .68 .609 1% 600 VDC Working 
.15 .328 7/8 107C105 1. .671 1:!f4 107F10:! .001 .156 :!f4 .22 .328 1 107C155 1.5 .828 l:!f4 107F152 .0052 .171 314 .33 .375 11/s 107C205 2. .875 l~a 
.47 .468 IX 107F222 .0022 .187 314 

107E332 .0033 .203 314 .68 .562 IX 400 VDC Working 107F472 .0047 .234 % 1.00 .593 1112 107£102 .001 .156 % 107F682 .0068 .265 ~ 1.5 .718 1314 
2.00 .812 1% 107E152 .0015 .156 % 107F103 .01 .312 % 

107E222 .0022 .156 % 107F153 .015 .312 "¥a 

200 VDC Working 
107E332 .0033 .156 % 107F223 .022 .375 "¥a 
107E472 .0047 .187 % 107F333 .033 .406 1 

.001 .156 112 107E682 .0068 .218 % 107F473 .047 .453 1 

.0015 .156 112 107E103 .01 .250 % 107F683 .068 .531 1 

.0022 .156 112 107£153 .015 .296 % 107F104 .1 .562 1% 

.0033 .156 112 107E223 .022 .312 314 107F154 .15 .671 1% 

.0047 .156 112 107E333 .033 .312 ¥a 107F224 .22 .718 1% 

.0068 .156 112 107E473 .047 .343 7/a 107F334 .33 .756 2 

.01 .171 1h 107E683 .068 .375 1 107F474 .47 .859 2 

.015 .203 112 107E104 .1 .421 1 107F684 .68 1.016 2 

.022 .250 % 107£154 .15 .468 IX 107F105 1. 1.125 2112 

.033 .250 % 107E224 .22 .546 1% 107F155 1.5 1.234 3 

.047 .296 31_ 107E334 .33 .593 1% 107F205 2. 1.421 3 
Available ±1O% tolerance (K) 107F205K 2.0 mid. 600V ±10 ±20% tolerance (M) 107F205M 2.0 mid. 600V ±20 

Cap. MId. T W 

150 Working Volts DC 
. 001 ~. ~ . 
. 0015 ~. ~, 
. 0022 ~. ~. 
. 0033 ~. ~. 
. 0047 ~. ~. 
.0068 ~. ~. 
.0082 ~. ~. 
.01 ~, ~. 
.015 %. 3fa 
.022 %. ~. 
.033 ~, ,~. 

.047 ~. 3fa 
.06S %. 3fa 
.082 %. '%. 

0.1 If_ '%. 
.15 1f4 ~, 
.22 If_ '%, 
. 33 ~ . '%. 
.47 ~. '%. 
.68 '%, '%. 
. 82 '%. 31 • 

1.0 '%. 314 

Type 103 Flat Mylar® Capacitors 

L Part No. Cap. MId. T W 

400 Working Volts DC 
,~. 103El02 . 001 ~. ~. 
,~. 103El52 . 0015 ~. ~ . 
,~. 103E222 . 0022 ~. ~ . 
'~. 103E332 .0033 fl. ~ . 
,~. 103E472 . 0047 ~ . ~. 

'~. 103E682 .0063 ~. ~. 
,~, 103E822 .0082 ~, ~, 
'ri, 103E103 . 01 fl. ~. 
,~. 103El53 . 015 % • 3fa 
'ri, 103E223 .022 %. ~, 

'~, 103E333 .033 %. ~. 
,~, 103E473 .047 11_ '%, 
,~. 103E683 .06S %. 112 
,~. 103E823 . 082 %. '%, 
,~, 103El04 .1 %, 1~2 

IX, 103ElS4 .15 ~ '%. 
11f. 103E224 .22 ')1. 
11f. 103E334 .33 ~. 31_ 
1~. 103E474 .47 1f2 7/a 

l'X, 103E684 .68 '%, ,~, 

l'X. 103E824 .82 '%. ')1. 
17/a 103ElOS 1.0 X. 1· 

Smallest film capacitors made. Made with non­
hygroscopic pelyester dielectric and wrapper. 
Ends sealed with thermosetting resin. Capable 
of passing rigid humidity requirements 
(MIL-C-91). Will operate up to 125°C. Ex­
tremely high insulation. resistance. 

L Part No. Cap. MId. T W L 

600 Working Volts DC 
,~. 103F102 .001 ~. ~ . ,~. 
,~. 103F152 .0015 ~. ~ . ,~. 
,~. 103F222 .0022 ~, ~ . '~. ,~. 103F332 .0033 ~, 3fa 7/a 
,~. 103F472 . 0047 ~ . '% • 7/a 
,~, 103F682 . 0063 %. '% • 7/a 
,~, 103F822 . 0082 114 '% • 7/a 
,~, 103F103 .01 114 ~ . 7/a 
'ri. 103F153 .015 ~, 1/2 ~a 
,~, 103F223 .022 ~, '112 IX. 
'~, 103F333 .033 %, 112 11/s 
,~, 103F473 .047 ~. ,%, 1lfa 
1lfa 103F683 .068 ~, '~ 11f_ 
11f_ 103F823 .082 3fa I!'\' • 
11f_ 103F104 . 1 '%. ')1 • I!'\'. 
l'X, 103F154 .15 3fa '%, 171a 
17/a 103F224 .22 112 27M 17/a 
17/a 103F334 .33 112 ,%, 21/s 
17/a 103F474 .47 % IX. 2lfa 
211a 103F684 .68 'X. 1%, 2~, 

2~. 
2~, 

ALSO AVAILABLE: Type 101 Flat Inserted Tab Construction. 
Type 103 Flat Extended Foil Construction. 
For further details write lor latest Engineering Bulletin. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION EmI!mIi] PYRAMID • MICAMOLD 

Glasseal Capacitors For Military and Commercial Application 
CP04 and CPOS to Mil-C-25C (Inserted Tabs) 

G.I. Glasseal capacitors are subminiature metal cased tubular units which have been designed to meet severe and rigid 
operating requirements, especially where an important design consideration is limited space. 

AVAILABLE IN 

FOLLOWING CASE 

STYLES: 

"Glasseals" have proven themselves to be unsurpassed in reliability over the 
entire operating temp. range from -SSe C to + 12So e. 

epl0 

epl1 

~~~1~/~;o~a~a1~to~. listed in this table have a capacitance tolerance of ±10%. For ±20%' units, change the last letter in the catalog. 

p.F 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

TYPE CP04AI * 
Plain Metal Case 

Char. K Size 
WVDC -55°C to +1250 C D. x L. 

600 CP04AlKFl02K3 

600 CP04AlKF152K3 

600 CP04AlKF222K3 

600 CP04Al KF332K3 

600 CP04AlKF472K3 

600 CP04AlKF682K3 

400 CP04A1KEl03K3 
600 CP04A1KFl03K3 

200 CP04AlKCl53K3 
600 CP04AlKFl53K3 

.2351 '¥4 

.2351 '¥4 

.2351 '¥4 

.2351 '¥4 

.235 X '¥4 

.2351 '¥4 

.235 X '¥4 

.3121 'fa 

.235 x % 

.312 x ¥II ----------------------
200 CP04AlKC223K3 
600 CP04A1KF223K3 .022 

.033 
100 CP04A1KB333K3 
400 CP04A1KE333K3 
600 CP04Al KF333K3 

.047 
200 CP04A1 KC473 K3 
400 CP04A1KE473K3 
600 CP04AlKF473K3 

.068 
200 CP04A1KC683K3 
400· CP04A1KE683K3 
600 CP04A1KF683K3 

100 CP04A1KBl04K3 
.1 200 CP04A1KC104K3 

400 CP04A1KE104K3 
600 CP04A1KFl04K3 

100 CP04A1KB15~K3 

.15 200 CP04A1KC154K3 
400 CP04AlKEl54K3 
600 CP04Al KFl 54K3 

100 CP04A1KB224K3 
.22 200 CP04A1KC224K3 

400 CP04A1KE224K3 
600 CP04AlKF224K3 

100 CP04A1KB334K3 
.33 200 CP04AlKC334K3 

400 CP04AlKE334K3 
600 CP04A1KF334K3 

100 CP04A1KB474K3 
.47 200 CP04A1KC474K3 

400 CP04AlKE474K3 
600 CP04A1KF474K3 

100 CP04AIKB684K3 
.68 200 CP04A1KC684K3 

400 CP04AIKE684K3 
600 CP04A1KF684K3 

1.0 
100 CP04A1KB105K3 
200 CP04A1KCl05K3 
400 CP04A1KE105K3 

"For case grounded reduce L dimension by )1.'. 

.2351% 

.312 x ¥II 

.2351 '¥4 

.312 X ~8 

.400 X ~8 . 

.312 1 ~8 

.400 1 ~& 

.4001 life 

.312 x ¥II 

.400 x 1¥S 

.400 x 1% 

.312 x ¥II 

.400 X ~8 

.400 x 1% 

.562 x 1¥S 

.400 1 ~& 

.40011lf8 

.56211'1& 

.56211% 

.40011% 

.40011% 

.562 x 1% 

.5621 1 ¥II 

.400 x 1% 

.562 x llf& 

. 562 X 17/& 

.670 X 1~& 

.562 x l¥S 

.562 x 1% 
.670 x 1~& 
.750 x 2¥S 

.562 x 1% 

. 562 x 1¥11 

.750 x 2¥S 
1.0 1 1~& 

. 562 x 1¥11 

. 670 x 1~8 
1.0 1 1~8 

TYPE CP05AI* 
Metal Case with Insulating Sleeve 

Char. K Size 
p.F WVDC -55°C to +125°C D. x L. 

.001 600 CP05AlKFl02K3 .298 x ,~. 
-----------------~~--~~~-------

.0015 600 CP05AlKFl52K3 .2981 ,~, 

.0022 600 CPOSAlKF222K3 .298 x ,~. 

.0033 600 CPOSA1KF332K3 .298 x ,~, 
.0047 600 CPOSAlKF472K3 .298 x ,~, 
.0068-----6-0--0--C-P-O-5A-l-KF=-6~8=-2K=-3---.2=-9:--:8-1~'=-~,-----

.01 400 CPOSAIKEl03K3 .298 x ,~, 
600 CP05A1KFl03K3 .375 x '~, 

.015 200 CP05A1KC153K3 .2981 'Ji', 
600 CP05AlKFl53K3 .375 x 'M, 

.022 200 CP05AlKC223K3 .298 1 'Ji', 
600 CP05A1KF223K3 .375 x ,~. 

.033 
100 CP05A1KB333K3 2.98 1 'Ji'. 
400 CP05A1KE333K3 .375 x ,~. 
600 CPOSAlKF333K3 .463 x ,~. 

.047 
200 CP05A1KC473K3 .375 x ,~, 
400 CP05A1KE473K3 .463 x ,~. 
600 CP05A1KF473K3 .463 x ,~. 

.068 
200 CP05A1KC683K3 .375 x ,~. 
400 CP05A1KE683K3 .463 1 1Ji', 
600 CP05AlKF683K3 .463 IIh'. 

.1 
100 CP05AlKBl04K3 .375 x ,~. 
200 CP05A1KEl04K3 .463 x ,~. 
400 CP05AlKFl04K3 .463 Xlh'. 
600 .625 1 lJi'. 

100 CP05AlKB154K3 .463 1 ,~. 
200 CP05AIKC154K3 .463 x lJi'. 
400 CP05AlKEl54K3 .625 x lJi'. 
600 CP05AlKF154K3 .625 xlh'. 

.15 

--~~--~~---------------
100 CP05A1KB224K3 .463 1 1Ji'. 
200 CP05AIKC224K3 .463 xlh'. 
400 CPOSAlKE224K3 .625 xlh'. 
600 CP05AlKF224K3 .625 x l'~. 

.22 

._----

.33 
100 CP05AIKB334K3 .463 xlh'. 
200 CPOSA1KC334K3 .625 x lJi', 
400 CP05AlKE334K3 .625 1 1'~ • 
600 CP05AIKF334K3 .733 x 1'~. 

----------------- ----------------
100 CP05AIKB474K3 .625 1 1Ji'. 
200 CPOSAIKC474K3 .625 xlh'. 
400 CP05AIKE474K3 .733 x 1'~. 
600 CPOSA1KF474K3 .813 x 2Ji'. 

.47 

.68 
100 CP05A1KB684K3 .625 xlh'. 
200 CP05A1KC684K3 .625 x 1'~ • 
400 CP05A1KE684K3 .813 x 2~. 
600 CP05A1KF684K3 1.063 x I'M. 

1.0 
100 CP05A1KB105K3 .625 x 1'~ • 
200 CP05A1KC105K3 .733 x I'M • 
400 CP05A1KEl05K3 1.063 x 1 % 

Above listing are ratings listed in MII·C·25C. Other values are available in General Instrument Commercial Equivalents. For wide variety of case 
styles and mountings write for catalog. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Glasseal Capacitors For Military and Commercial Application (Cont'd.) 
CPOS and CPOS9 to MiI-C-2SC (Extended Foil) 

TYPE CP08AI TYPE CP09AI 
Plain Metal Case Metal Case with Insulating Sleeve 

Char. K Size Char. K Size 
p.F WVOC -55°C to + 125°C D. x L. p.F WVDC -55°C to + 125°C D.IL 

.001 600 CP08AlKFl02K3 .2351"1. .001 600 CP09A1KFl02K3 .298 x ,~, 

.0015 600 CPP8A1KFl52K3 .2351"1. .0015 600 CP09A1KFl52K3 .298 1 '~, 

.0022 600 CP08A1KF222K3 .2351"1. .0022 600 CP09A1KF222K3 .298 x '~, 

.0033 
400 CP08A1KE332K3 .235 x "I. 

.0033 
400 CP09A1KE332K3 .298 x ,~. 

600 CP08A1KF332K3 .312 x 7/. 600 CP09A1KF332K3 .375 x ,~, 

.0047 
200 CP08A1KC472K3 .235 x "14 

~0047 
200 CP09A1KC472K3 .298 x ,~. 

600 CP08A1KF472K3 .3121 7/. 600 CP09AIKF472K3 .375 x 'Y. 

200 CP08A1KC682K3 .2351% 
.0068 

200 CP09A1KC683K3 .298 x '~. 
.0068 

600 CP08A1KF682K3 .312 x 7/. 600 CP09AIKF682K3 .375 x ,~. 

100 CP08AIKB103K3 .2351"1. 
.01 

100. CP09AIKB103K3 .298 x I~. 
.01 

600 CP08A1KFl03K3 .312 1 7/e 600 CP09AIKFl03K3 .375 1 I~. 

100 CP08A1KBI53K3 .2351"14 100 CP09A1KB153K3 .298 x '~. 

.015 400 CP08iUKEl53K3 .312 x 7/. .015 400 CP09A1KE153K3 .375 1 I~. 

600 CP08A1KFl53K3 .400 x 7/. 600 CP09A1KFl53K3 .463 x ,~ • 

.022 
200 CP08A1KC223K3 .312 x 7/. .022 

600 CP09AIKC223K3 .375 x '~, 

600 CP08A1KF223K3 .400 x 7/. 200 CP09A1KF223K3 .463 x '~ • 

200 CP08A1KC333K3 .312 x '¥s 200 CP09A1KC333K3 .375 x '~, 

.033 400 CP08AIKE333K3 .4001 7/a .033 400 CP09AIKE333K3 .463 x '~ • 

600 CP08AI KF333K3 .4001 11AI 600 CP09AIKF333K3 .463 1 I~ • 

100 CP08A1KB473K3 . 3121 7/a 100 CP09A1KB473.K3 .375 1 I~ • 

200 CP08AlKC473K3 .400 x 7/a .047 
200 CP09A1KC473K3 .463 1 1~ • 

.047 
400 CP08A1KE473K3 .400 x 1lf. 400 CP09A1KE473K3 .463 1 1~. 

600 CP08A1KF473K3 . 40011% 600 CP09AIKF473K3 .463 x 1~ • 

200 CP08AIKC683K3 .400 x 7/. 200 CP09A1KC683K3 .463 x I~, 

.068 400 CP08AI KE683K3 .400 x 1% .068 400 CP09AIKE683K3 .463 x I~ • 

600 CP08AIKF683K3 . 562 x 1AI 600 CP09AIKF683K3 .625 1 1~ • 

100 CP08A7KB104K3 .400 x 7/a 100 CP09A1KB104K3 .463 x '~ • 

200 CP08AIKC104K3 .400 1 11A1 .1 
200 CP09AIKCl04K3 .463 x 1~. 

.1 
400 CP08A1KEl04K3 . 562 x 11AI 400 CP09AIKEI04K3 .625 x I~ • 

600 CP08A1KFl04K3 . 562 x 1% 600 CP09AIKFl04K3 .625 x IU • 

100 CP08AIKB154K3 .400 x 11Ia 100 CP09AIKB154K3 .463 x 1~ • 

. 15 
200 CP08AIKCI54K3 .400 x 1% 

.15 
200 CP09AIKCI54K3 .463 1 1~ • 

400 CP08AIKEl54K3 .562 x 1% 400 CP09A1KEl54K3 .625 x I~. 
600 CP08AIKFl54K3 .562 x 1% 600 CP09AIKFl54K3 .625 x l'X • 

100 CP08AIKB224K3 .400 x 1% 100 CP09A1KB224K3 .463 x l~. 

.22 
200 CP08A1KC224K3 .562 x 11A1 

.22 
200 CP09AIKC224K3 .625 x 1~, 

400 CP08AIKE224K3 .562 x 1% 400 CP09AIKE224K3 .625 x 1'X. 
600 CP08AIKF224K3 .670 x 1% 600 CP09AIKF224K3 .733 x 1'X. 

100 CP08AIKB334K3 .562 x 11Al 100 CP09AIKB334K3 .625 x 1~ • 

. 33 
200 CP08AIKC334K3 . 562 x 1% 

.33 
200 CP09A1KC334K3 .625 x IU • 

400 CP08AIKE334K3 .670 x 1% 400 CP09AIKE334K3 .733 x l'X. 
600 CP08A1KF334K3 .750 x 211a 600 CP09A1KF334K3 .813 x 2~. 

100 CP08AlKB474K3 .562 x 1% 100 CP09AIKB474K3 .625 x lU. 

.47 
200 CP08AIKC474K3 .562 x 10/a 200 CP09A1KC474K3 .625 x l'X • 
400 CP08AIKE474K3 .750 x 211a .47 

400 CP09AIKE474K3 .813 x 2~. 
600 CP08AIKF474K3 .750 x 2% 600 CP09A1KF474K3 .813 x 2U. 

. 68 
100 CP08A1KB684K3 .562 x 1% 100 CP09A1KB684K3 .6251 l'X • 
200 CP08A1KC684K3 .67011% 

.68 
200 CP09A1KC684K3 .733 x 1'X. 

1.0 
100 CP08AIKBI05K3 .67011% 

1.0 
100 CP09A1KB105K3 .733 x 1'X. 

200 CP08A1KC105K3 .750 x 211a 200 CP09A1KC105K3 .813 x 2~ • 

• For case grounded reduce L dimension by X .. •. 
Above listings are ratings listed n MiI·C·25C. For complete listing of Hermetically sealed Capacitor write for catalog. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR 

Type MTR Kraft-Tube Hi-Temp Metallized Paper Capacitor 

Assembled in a special kraft tube. Impre9nated in solid thermosetting 
resin. PI~stic end-seals. Overall coating of highly moisture resistant wax. Self 
healing_ Law r-f impedance. Excellent p-f over wide temperature range. Temperature Rating: -40°C. to +1000 C. 

Standard Tolerance: -20% to +30%. 

Catalog C'6' Size in inches Catalog C,. Size in inches 
Number in F Diameter Length Number in f Diameter Length 

200 Volts DC Working MTR4'Pl 
MTR2·Sl .01 1/_ ,,%, /IITR4·P25 
MTR2-S2 .02 1/. '%, MTR4-P5 
MTR2-S3 .03 1/_ '%, MTR4-l 
MTR2-S5 . 05 1/ • ,%, MTR4·2 
MTR2-Pl .1 ~. % 
MTR2-P2S .25 ]1. '%, 
MTR2-PS .S ]1. 114 MTR6·Sl 
MTR2-1 1.0 ~. 114 MTRS·S2 
MTR2-2 2.0 % 1]1. MTR6-S3 

400 Volts DC Working 
MTR6-S5 
MTR6-Pl 

MTR4·S1 .01 1/4 ,%, MTR6·P25 
MTR4-S2 . 02 ~. '% • MTR6-P5 
MTR4·S3. .03 ~, '%. MTR6-1 
MTR4-SS .05 % ,,%, MTR6·2 

.1 ,~. We 
.25 U, 11/. 
.5 ,~ 1U. 

1.0 "14 1 'J(. 
2.0 7/a 2% 

600 Volts DC Working 
• 01 1/_ '% • 
.02 ~. ,%, 
.03 % % 
• 05 U. '% • 
.1 ~ IV. 
.25 IVa 
• S 3/. 1]1 • 

1.0 Ya 1'71. 
2.0 1 2% 

Type MPGR Metal-Can-Hi-Temp Metallized Paper Capacitors 

MPGR Variations 

MPGR Basis type with grounded case. 
MPGIR With floating case. To ,order: add I after MPG-)1,' to length. 
MPGRV With insulating plastic sleeve. To order: add V after MPGR-)1,' 

to Dlameter-I4" to length. 
3MPGR With threaded end Bushing. To order: add 3 before MPGR. 
6MPGR With soldered transverse bracket. To order: add 6 before MPGR. 

Standard Tolerance: ± 20% 
7MPGR With soldered tangential bracket. To order: add 7 to MPGR. 

Temperature Rating: -55oe. to + 125°C. 
Derating: 0% at + 100oe. 25% at + 125°e. 

MPGR Capacitors, Grounded Case Catalog ca~. 
Catalog C1' Size in inches Number in F 
Number In U Diameter length 

MPGR4-Pl .1 
200 Volts DC Worklnc MPGR4-PlS .15 

MPGR2·S1 .01 .235 "I_ MPGR4-P2 .2 
MPGR2-S15 .015 .235 "I_ MPGR4·P22 .22 
MPGR2·S2 .02 .235 34 MPGR4-P25 .25 
MPGR2-S22 .022 .235 "I_ MPGR4-P33 .33 
MPGR2-S33 .033' .235 "14 MPGR4-P47 .47 
MPGR2-S4 .04 .235 "I. MPGR4-P5 .5 
MPGR2-S47 .047 .235 "I. MPGR4-P68 .68 
MPGR2-S5 .05 .235 "I_ MPGR4-1 1.0 
MPGR2·S68 .068 .312 "I_ MPGR4·2 2.0 
MPGR2-Pl .1 .312 34 
MPGR2·P15 .15 .312 IX, 600 Volts DC Working 
MPGR2-P2 .2 .312 IX. MPGR6·S1 .01 
MPGR2-P22 .22 .312 Uf, MPGR6-S15 .015 
MPGR2-P25 .25 .312 IX. MPGR6-S2 .02 
MPGR2-P33 .33 .400 IX. MPGR6·S22 .022 MPGR2-P47 .47 .400 1)1. MPGR6-S33 .033 MPGR2·P5 .5 .400 1)1. MPGR6·S4 .04 
MPGR2-P68 .68 .500 1)1. MPGR6-S47 .047 
MPGR2·1 1.0 .562 IX. MPGR6-S5 .05 
MPGR2-2 2.0 .562 1"1_ MPGR6-S68 .068 

400 Volts DC Working 
MPGR6-Pl .1 
MPGR6-P15 .15 

MPGR4-Sl .01 .235 "I_ MPGR6-P2 .2 
MPGR4-S15 • 015 .235 "I_ MPGR6-P22 .22 
MPGR4-S2 .02 .235· 34 MPGR6·P25 .25 
MPGR4-S22 .022' .235 34' MPGR6·P33 .33 
,MPGR4-S33 .033 .312 "14 MPGR6,P47 .47 
MPGR4-S4 .04 .312 '¥. MPGR6-P5 .5 
MPGR4·S47 .047 .312 "14 MPGR6·P68 .68 
MPGR4-S5 .05 .312 7/8 MPGR6-1 1.0 
MPGR4·S68 .068 .312 1)1. MPGR6-1.5. 1.5 

For -55°C to +S5°C order Type MPGK. Available in same cap.,city and volt.,ge ratings as shown 
above for Type MPGR. Same tube size for equivalent ratings, 

Size in inches 
Diameter Length 

0400 1)1. 
.500 IX. 
.500 IX. 
,500 IX. 
.500 1)1. 
.562 111_ 
.562 1"1. 
.562 H'_ 
.670 1"1_ 
.670 21/4 

1.000 13,,,, 

.235 3/4 

.312 "I. 

.312 "I_ 

.312 "I_ 
,400 "I_ 
0400 "I. 
0400 "14 
.400 "I_ 
.400 IX. 
.400 lK. 
.500 IX. 
.562 1'1 • 
.562 111_ 
.562 111_ 
.562 1~ 
.670 1"14 
.670 1"14 
.670 211_ 
.750 2114 

1.000 21/4 
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SECTION 1 SOO 

. GENERAL INSTRUMENT CAPACITOR DIVISION 

Type MPTIK Metal-Tube Metallized Paper Capacitors 

HERMETICALLY SEALED -IMPREGNATED IN MINERAL OIL 
-55°C TO +85° DERATE 30% AT +85°C TOLERANCE -20% +30% 

MPTIK, MPTIM VARIATIONS 

MPTIK·MPTIM Basic types with floating case. To order: see Catalog 14MPTIK.4MPTIM With riveted radial bracket. To order: add 4 before 
Listing. Example: MPTlM1.5·3 MPTIK or MPTIM-Example: 4MPTIK1.5·3 

MPTK·MPTM With grounded case. To order: delete Letter I after 4MPTlKV·4MPTIMV With insulating plastic sleeve and riveted radial 
MPT-subtract Vs" from Length. Example: MPTK1.5·3 bracket. To order: add 4 before and Y after MPTIK or MPTlM-

MPTlKY·MPTIMY With insulating plastic sleeve. To order: add Y after Example: 4MPTlKV1.5·3 
MPTIK or MPTIM-U,' to Diameter-Vs" to length. Example: 7MPTlK·7MPTIM With soldered tangential bracket. To order: add 7 
MPTIKV1.5·3 before MPTIK or MPTIM-Example: 7MPTlKl.S·3 

MPlIK·MPTIM CAPACITORS, FLOATING CASE 

Cat. No. Cap. in UF Diameter Length Cat. No. Cap. in UF Diameter Length 

150 Volts· DC Wor~ing /j00 Volts'DC Working 
MPTlK1.5·3 3.0 % I'M. MPTlM4·P1 . 1 JI • IV. 
MPTIKLS·4 4.0 7/S I'M. MPTIM4·P25 . 25 % IV • 
MPTIK1.5·6 6.0 1 PM. MPTlM4·P5 . 5 0/ • I'M. 

MPTIM4·1 1.0 :v.. 2J1. 
:roO Volts DC Working MPTIM4·2 2.0 1 2J1. 

MPTlK2·S5 .05 % ~. 600 Volts DC Working 
MPTlK2·P1 .1 % 29~. 

MPTIM6·S1 .01 % '%. MPTlK2·P25 .25 V2 ~. 
MPTlK2·PS .5 V2 11/. MPTlM6·S2 .02 % '%. 
MPTlK2·1 1.0 % 1% MPTIM6·S3 .03 JI. '%, 
MPTlK2·2 2.0 % PM. MPTlM6·S5 .05 V2 '%. 

MPTlM6·P1 .1 1/2 1% 
MPTIM6·.r25 .2S % ~% 

400 Volts DC Working MPTlM6·P5 . 5 :Y4 I'M • 
MPTlM4·S3 .03 % '%. MPTIM6·1 1.0 '''i'. 2J1. 
MPTlM4·S5 . OS JI • '%, MPTIM6·2 2.0 11/. 2~. 

Type 227 Metcdlize~-Paper /Mylar® Glass-Sealed Metal Tubulars 

For operation at + 12SoC without der!,ting. The finest capacitor of its type 
available. Encased in hermetic, glass.sealed metal tubes. For complete listing 
write for Engineering Bulletin. Made to specification MIL C'18312A. 

Part No. Cap. Mid. Dia. Length Part No. Cap. Mid. .Dia. Length Part No. Cap. Mid. Dia. Length 

100 Volts D·C. W.V. 227AlC305M 3.0 . 670 17/ • 227A1E10SM 1.0 .670 17/. 
227A1V30SM 3 .750 17/. 227A1C40SM 4.0 . 750 17/ • 227A1E15SM 1.S 1.000 17/8 
227A1V40SM 4 .750 B'. 227A1C50SM S.O 1.000 17/. 227A1E205M 2.0 1.000 17/. 
227AIV605M 6 1.000 17/. 227A1C60SM 6.0 1.000 17/s 227A1E305M 3.0 1.000 2% 

227A1C805M 8.0 1.000 17/. 600 V. D·C. W.V. 
200 V. D·C. W.V. 227AIC106M 10.0 '.1.000 2% 227A1Fl03M .01 .235 7/. 

227A1C103M .01 .235 :Y4 227A1C126M 12.0 1.000 25/. 227A1F123M .012 .235 7/ • 
227A1C123M . 012 .235 :Y. 227AIF153M .015 .235 7/. 
227A1C1S3M .015 • 235 :Yo 400 V. D·C. W.V . 227A1F183M .018 .235 7/ • 
227A1C183M .018 .235 :Yo 227A1El03M . 01 . 312 7/ • 227A1F223M .022 .312 ?i • 
227A1C223M .022 .235 :Y4 227A1E123M . 012 .312 ?i. 227A1F273M .027 .312 7/ • 
227A1C273M .027 .235 :Yo 227A1E153M . 015 .312 ?i. 227A1F333M . 033 .312 ?i • 
227A1C333M .033 2.35 :Y4 227A1El83M .018 .312 7/. 227A1F393M .039 .312 ?i. 
227A1C393M .039 .312 7/. 227AIE223M . 022 .312 ?i • 227A1F473M .047 .400 ?i • 
227A1C473M .047 .312 7/. 227A1E273M . 027 • 312 7/ • 227AIF563M .056 .400 Y • 
227AIC563M .056 .312 7/. 227A1E333M . 033 .312 7/. 227A1F683M .068 .400 ?i • 
227A1C683M .068 . 312 ?i. 227A1E393M . 039 .312 7/ • 227A1F823M .082 .400 Ya 
227A1C823M .082 .312 7/S 227A1E473M .047 . 312 ?i • 227A1F104M .1 .400 11/ • 
227A1C104M .1 .312 7/. 227A1E563M . 056 .400 Ills 227A1Fl24M .12 .400 llf. 
227A1C124M .12 .312 7/. 227A1E683M .068 .400 11/. 227A1Fl54M .1S .400 11/ • 
227A1C154M .15 .312 7/. 227A1E823M . 082 .400 IV. 227A1Fl84M .18 .400 IV. 
227A1C184M ;18 .312 7/. 227A1El04M .1 .400 Pia 227AIF224M .22 .562 1% 
227A1C224M .22 .312 11/. 227A1El24M .12 .400 1Vs 227A1F274M .27 .562 1% 
227A1C274M .27 .400 llf. 227AlEl54M .15 .400 llf. 227A1F334M .33 .562 1% 
227A1C334M .33 .400 IV. 227A1El84M .18 .400 IV • 227A1F394M .39 .S62 1% 
227A1C394M .39 .400 Ilia 227A1E224M .22 .500 IV • 227A1F474M .47 .610 F/ • 
227A1C474M .47 .400 IV. 227A1E274M • 27 .500 IV • 227A1F564M .56 .610 1Y. 
227A1C564M .56 .500 IVa 227A1E334M .33 .500 IVa 227A1F684M .68 .610 17/. 
227AiC684M • 68 .500 IVa 227A1E394M .39 .500 IV • 227AIF824M .82 .610 17/. 
227A1C824M . 82 .S62 IV. 227A1E474M .47 .562 1?i • 227AIF105M 1.0 .750 2~ • 
227A1Cl'05M 1.0 .562 IV. 227AIE564M .56 .562 F/. 227A1F155M 1.5 1.000 2M. 
227AIC15SM 1.5 . 562 1'%, 227A1E684M .68 .670 1Y • 227A1F205M 2.0 1.000 2M. 
227A1C205M 2.0 .562 1'%. 227AIE824M .82 .670 17/. 227A1F255M 2.5 1.000 2% 

NOTE: Type 227's Are Available in All Mil Styles, Mylar and Plastic Insulating Sleeves, Tolerances, and Ratings. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Type MPDR Bath.Tub Hi.Temp Metallized Paper Capacitors 

Assembled in hermetically sealed tinned bathtub type case. 1m· 
pregnated in solid thermosetting resin. Vitrified ceramic (or glass) lug­
type terminal seals. Self-healing. Low r·f impedance. Excellent power 
factor over a very wide temperature range. 

Catalog Cap. in UF Size in inches 
Number Length Width Height 

150 Volts DC Working 
MPDR1.5·3 3.0 1'~. 1 "I. 
MPDR1.5·4 4.0 1'~. 1 '1'. 
MPDR1.5-5 5.0 1'~. 1 '/a 
MPDRl.5-S S.O 1'~. I'!. 7/S 
MPDR1.S·8 8.0 2 13/. "I. 
MPDR1.5·10 10.0 2 H'. 1~. Temperature Rating: -55°C. to +125°C. 
MPDR1.5·12 12.0 2 2 '/a Derating: 0% at +1000 C. 25% at+125°C. 

Standard Tolerance: ±20%. 200 Volts DC Working 
MPDR2·P5 . 5 I'~ • 31. MPDRVariations 

MPDR2-l 1.0 1'~. 31. MPDR with terminals on side. 
MPDR2·2 2.0 I'~. 31. MPDRT with terminals on top. 

MPDRB with terminals on bottom: 
400 Volts DC Working 

MPDR4-P25 .25 1'~. 1 314 600 Volts DC Working 
MPDR4-P5 .5 1'~. 1 31. MPDRS·PI .1 I'~. I % 
MDPR4·1 1.0 I'~. I 718 MPDRS·P25 .25 1'~. I % 
MPDR4·2 2.0 2 1314 31. MPDRS·P5 . 5 1'~ • I 31. 
MPDR4·3 3.0 2 131. 1 MPDR6·1 1.0 I'~. 1'1. 7/S 
MPDR4-4 4.1) 2 2 I MPDR6·2 2.0 2 2 7/S 

Type MPDK Bathtub.Type Metallized Paper Capacitors 

Assembled in hermetically sealed tinned bath· type 
case. Lug·type terminal seals. Basic type MPDK im· 
pregnated in microcrystalline mineral wax. Basic Type 
MPDM impregnated in mineral oil. Self· healing. Low 
r·f impedance. Excellent power factor over a wide 
temperature range. 

MPDK·MPDM Single - Capacitor Units 

Size in inches 

MPDK. MPDM Variations 
MPDK-MPDM Basic types with terminals on side. 

Example: MPDK1.5.3 
MPDKT-MPDMT With terminals on top. To order: add 

T after MPDK or MPDM. Example: MPDKTl.5·3 
MPDKB-MPDMB With termina!s Qn bottom. To order: 

add B after MPOK or MPDM. Example MPOKB1.5·3 

Catalog Cap. Catalog 
Number 

Cap. 
in UF Length Width Height Number in UF Length 

MPOM6-P5 
600 Volts DC Working 

.5 1'~. 
MPOM6-1 1.0 1'~. 
MPOMS-2 2.0 2 

150 Volts DC Working 
3.0 l'~, 
4.0 I'~, 

1 

Temp. Rating: 
-55°C. to +85°C. 

Derating: 
30% at +85°C. 

Tolerance: 
. ±20% 

Size in inches 
Width 

1 
I'!. 
2 

Height 

31. 
'l's 

1 

MPDK1.5-3 
MPDK1.5-4 
MPDK1.5-6 
MPDK1.5-8 
MPDK1.5-10 
MPDK1.5-12 

S.O I'~, 
8.0 2 

I 
I'!. 
131. 
131. 
2 

31. 
7/S 
'Ys 
7/S 
'l's 

MPDK-MPDM Dual Capacitor Units 

MPDK2-P5 
MPDK2-1 
MPDK2-2 

MPDM4-P25 
MPDM4-P5 . 
MPDM4-1 
MPDM4-2 
MPDM4-4 

MPDMS-PI 
MPDM6-P25 

10.0 2 
12.0 2 

200 Volts DC Working 
.5 l'~. 

1.0 I'~. 
2.0 I'~. 

400 Volts DC Working 
.25 1'~. 
.5 l'~. 

1.0 1'~, 
2.0 2 
4.0 2 

600 Volts DC Working 
.1 l'~, 
.25 1'~, 

I 
1 
1 
131. 
2 

1 2MPDK1.5·4 
2MPDK1.5-6 

2MPDK2-1 
2MPDK2-2 

2MPDM4-P25 
2MPDM4-P5 
2MPDM4-1 
2MPOM4-2 

2MPDM6-Pl 
2MPDMS-P25 
2MPDMS-P5 
2MPDMS-1 

150 Volts DC Working 
4.0·4.0 2 1% 'l's 
S.O-S.O 2 2 1 

200 Volts DC Working 
1.0-1.0 1'~. % 
2.0-2.0 1'~. 7/S 

400 Volts DC Working 
.25-.25 1'~, 1 % 
.5-.5 1'~. I 7/s 

1.0-1.0 2 131. 7/S 
2.0-2.0 2 2 1'1. 

600 Volts DC Working 
.1-.1 1'~, 1 3/. 

.25-.25 1'~, I 31. 
• 5-.5 l'~ • I'!. 7/S 

1.0-1.0 2 2 1 

Mounting Brackets For Motor Start Electrolytics 

TYPE B\. C" DL 
END CAPS 

Types B" C" and D1 .are used 'where the 
wire leads are fed through the mount­
ing bracket. 
Types B2. C2 and D2 are used where the 
wire leads are to protrude from the 
case diametrically opposite the mount­
ing bracket. 

© U.c.P., Inc. 

TYPE B", C·" D" 
END CAPS 

ENDCAPS 
CAP. DIA. 

B, & B" Ui', 
CI & C" 1'~. 
DI & D" 2X, 

TYPE 

x 
y 

See 

A 

For Capacitor Listing 

d 
3 r- 1161 

B C 0 

2X, 1112 P%4 
20/& l'U. 2%. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION PYRAMID • MICAMOLD 

Type PJ High-Voltage Oil-Paper Capacitors 
6000 thru 25.000 Volt Series 

Section assembled in container of heavy gage 

steel, welded oil tight and hot tinned. Mineral oil 

impregnated and mineral oil filled. Case and termi­

nals are b.onded together. Low leakage current 

and negligible capacity change over wide range 

of operating temperature. For higher voltage 

ratings and engineering data write to Sales Engi­

neering Department. 

Available in: 

Temperature Range: 
-SsoC. to +SsoC. 
Capacity Tolerance: 
:!:10% 

Cat. No. 

S,OOO Volts DC Working Pl 60 
7,SOO Volts DC Working Pl 7S 

10,000 Volts DC Working Pl 100 
12,SOO Volts DC Working Pl 12S 
lS,OOO Volts DC Working Pl ISO 
20,000 Volts DC Working P l 200 
2S,000 Volts DC Working Pl 2S0 

Type PLM High-Voltage Oil-Paper Capacitors 

Section assembled in lacquer-finished terneplate 

case. Mineral-oil impregneted and filled. Ceramic 

terminal insulators with screw studs. Designed for 

heavy-duty continuous service. Fulfills the exacting 

requirements of power-supply and filter applications. 

Meets electrical requirements of MIL-C-2SC. For 

higher voltage ratings and engineering data write 

to Sales Engineering Department. 

Catalog Cap. Case Size in inches 

Temperature Rating: 
-SsoC. to +SsoC. 
Standard Tolerance: 
:!:10% 

PLM Variations 
PLM Basic type similar to MIL Type CP70. 

Example: PLMS·PS. 
pLMF Similar to CP70 with CP07F footed brac~et. 

To order: add F after PLM. Example: PLMFS.PS. 
PLMS Similar to CP70 with CP07S spade bracket. 

To order: Add S after PLM. Example: PLMSS.PS. 
PLM~ With universal mounting bracket. To order: 

add .U after PLM. Example: PLMUS.PS. 
PLMR With solder·lug MIL type B terminals (fur. 

nished only through 2,000 VDCW rating). To 
order: add Rafter PLM. Example: PLMRS.PS. 

Catalog Cap. Number In UF Length Width Height Number in UF Length 

600 Volts DC Working 2,000 Volts DC WQrking 
PLMS·PS .S 1'~, 1)-(, 1% PLM20·Pl .1 1'~, 
PLMS·l 1.0 1'~, 1)-(, 21/_ PLM2()"P2S .2S 1'~, 
PLM6·2 2.0 1'~, 1)-(, 31/_ PLM20·PS .S 1'~, PLMS·3 3.0 1'~, PLM20·1 1)-(, 40/_ 1.0 21/2 PLM6·4 4.0 2112 1~, 3112 PLM20·2 2.0 30/_ 
PLMS·S S.O 21/, 1~, 4X PLM20·3 3.0 331, 
PLMS·S S.O 2112 1~, 4% PLM20·4 4.0 331, 
PLMS·8 S.O 3% IX 41/_ PLM20·S S.O 331_ 
PLMS·I0 10.0 3% 1% 4 PLM20·6 S.O 30/4 

PLM20·S S.O 4~, 1,000 Volts DC Working PLM20'IO 10.0 4~, PLMI0·Pl .1 1'~, 1)-(, 1% PLM20·12 12.0 4~, PLMIO·P25 .25 1'~, 1)-(, 1% 
PLMI0·P5 .5 1'~, 1)-(, 21/4 2,500 Volts. DC Working 

PLMI0·1 1.0 1'~, 1)-(, 
PLM2S·PS .5 21/2 27/8 PLM25·1 1.0 3% PLMI0·2 2.0 1';/(, 1)-(, 4% PLM2S·2 2.0 33/4 PLMI0·3 3.0 2112 1~, 4X PLM2S·4 4.0 4~, PLMI0·4 4.0 3% IX 31fs PLMaS·l0 10.0 4Ji", PLMl()"S S.O 3% 4% 

Case Size in inches 
Width Height 

1)-(, 21/_ 
1)-(, 27/8 
U;" 3'18 
1~, 41/_ 
)1/_ 431, 
1'4 431, 
21/4 S1/8 
3;/(, 4% 
3;/(, 51/, 
3314 51/8 
33/4 6112 
3% 71/2 

1;/(, 37/8 
1% 31/4 
21/4 4% 
3% 4'l11 
3% SII2 IX 

PLMI0·6 S.O 3% 1% 4· PLM30·1 
3,000 Volts DC Working 

PLMIO·S S.O 30/_ 1% 40/. 
.1 I';/(, 1)-(, 2'18 

PLM30·P25 .2S PLMIO·I0 10.0 30/. 2X 4% 
21/2 1;/(, 31/2 

PLMJO·PS .5 21/, 1;/(, 4% PLMI0·12 12.0 3% 2X S1/s PLM30·1 1.0 30/. 21/4 4112 PLMIIl·IS 15.0 3% 3;/(, 4% PLM30·2 2.0 3% 3~, 4% 
1,500 Volts DC Working PLM30·4 4.0 4~, 3% 6112 

PlMlS·PS .5 I'~, 1)-(, 2'18 4,000 Volts DC Working 
PLMIS·I 1.0 I';/(, 1)-(, 4% PLM40·PI .1 331. 21/. 2% 
PLM1S·2 2.0 21/, I;/(, 4% PLM40·P25 .25 334 21/4 234 
PLMlS·3 3.0 3% IX 4% PLM40·P5 .5 3% 21/4 431. 
PLMIS·4 4.0 3% 1% 4X PLM40·1 1.0 33/. 3;/(, 40/. 
PLMlS·S 5.0 3% 2X 4112 PLM40·2 2.0 4~, 30/. S 
PlMIS·6 6.0 ·3% 2X 40/. PLM40·4 4.0 4Ji", 3% 90/8 
PLMI5-S S.O 3% 2112 5% 5,000 Volts DC Working 
PLMIS·IO 10.0 3% 3;/(. 5112 PLMSO·PS .5 334 21/. 51/8 
PLMIS·I2 12.0 4U. 3% 40/. PLMSO·l 1.0 4U. 3% 51/8 
PLMlS·lS 15.0 4U. 3% 6 PLM50·2 2.0 4Ji", 30/4 9% 
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SECTION 1 SOO 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Type PKM Small-Base Oil-Paper Capacitors 

Section assembled in hermetically sealed 

tincoated container. Mineral-oil impregnated 

and filled. lug-type terminal seals. Suitable 

for use in tompact equipment. Meets electrital 

requirements of MIL-C·2SC. 

Temperature Rating: -55°C to + 85°C. 

Standard Tolerance: -10% to + 20% 

PKM VARIATIONS 

PKM Basic type similar to Mil Type CP61. 
Example: PKM4-S5 

PKMF Similar to CP61 with CP06F footed bracket. 
To order: add F after PKM. Example: PKMF4-S5 

PKMS Similar to CP61 with CP06S spade bracket. 
To order: add S after PKM. Example: PKMS4-S5 

PKMT Similar to CP63 with' channel bracket on end opposite terminals. 
To order: add T after PKM_ Example: PKMT4-S5 

PKMB Similar to CP65 with channel bracket on same end as terminals. 
To order: add B after PKM. Example: PKMB4-S5 

Catalog Cap. Size In inches 
Number In UF Length Width Height Net 

400 Volts DC Working 
PKM4-S5 .05 1~. 47/64 IX, 1.73 
PKM4-P1 .1 1~, 47/64 IX, 1.82 
PKM4-P25 .25 1~, 47/64 1% 1.87 
PKM4-PS .5 I~, 47/64 1% 1.95 
PKM4-1 1.0 1~, 47/64 2'12 2.14 

600 Volts DC Working 
PKM6-S5 .05 1~. 47/64 IX, 1.76 
PKM6-P1 .1 1~. 47/64 IX. 1.87 

PKMT, PKMB Channel Bracket Dimensions: 
Overall length: 2~". 
Overall Width: 49/64" (max.). 
length between Mounting Slot Centers: 1'~"'. 
Mounting Slot Width: %". 
Catalog Size In inches 
Number 

Cap_ 
in UF Length Width Height 

PKM6-P25 
PKM6-P5 
PKM6-1 

PKM10-SS 
PKMIO-PI 
PKMlO-P25 
PKM10-P5 

.25 

.5 
1.0 

1~, 47/64 10/8 
1~, 47/64 2 
1~, 47/64 2'\14 

1,000 Volts DC Working 
.OS 1~. 47/64 
.1 1~, 47/64 
.25 1~, 47/64 
.5 1~, 47/64 

1l{. 
1% 
2 
2'12 

Net 

1.93 
2.00 
2.24 

1.83 
1.91 
1.92 
2.43 

Type PEM Small-Base Oil-Paper Capacitors 

PEM SINGLE-CAPACITOR UNITS 
Catalog Cap_ Size in inches 
Number in UF Length Width Height Net 

600 Volts DC Working 
PEM6-SS .05 1'~. % IX. 1.86 
PEM6-P1 . 1 1'~, % IX • 1.92 
PEM6-P2S .25 1'~, % 1112 1.95 
PEM6-PS . 5 l'~ • % 2 2.01 
PEM6-1 1.0 l'~. % 2'12 2.2S 

1,000 Volts OC Working 
PEMlO-S5 . OS 1'~ • % IX. 1.89 
PEM10-Pl .1 l'~. % IX, 1.95 
PEM10-P25 _25 l'~, % 1112 2.01 
PEM10-P5 .5 l'~. % 2112 2.19 

PEM DUAL-CAPACITOR UNITS 
600 Volts DC Working 

2PEM6-SS .05-;05 1'~, % IX. 2.64 
2PEM6-P1 .1-.1 1'~, !Mt 1'12 2.69 

ri;) U.c.P., Inc. Net 

Section assembled in hermetically sealed tin tooted 
tontainer. Mineral-oil impregnated and filled. lug-type 
terminal seals. Suitable for use in compact equipment. 
Meets electrical requirements of MIL-C-2SA. 

PEM Variations 
PEM Basic type. To order: see Catalog listing. Example: PEM6-S5 
PEMT Similar to Mil Type CP67, with channel bracket on end oppOSite 

terminals. To order: add T after PEM. Example: PEMT6-SS 
PEMB Similar to CP69, with channel bracket on same end as terminals. 

To order: add B. after PEM. Example: PEMB6-S5 

Catalog 
Number 

2PEM6-P2S 
2PEM6-P5 

2PEM10-S5 
2PEM10-Pl 
2PEMlO-P25 

3PEM6-SS 
3PEM6-P1 
3PEM6-P25 

3PEMlO-S5 
3PEM10-P1 

Standard Tolerance: -10% to +20%. 
Temperature Rating: -S5°C. to + 8SoC. 

PEMT, PEMB Channel Bracket 
Dimensions: 

Overall length: 2y{". 
Overall Width: 41/64" (max.l. 
length between Mounting Slot 

Centers: 2118". 
Mounting Slot Width: %.". 

PEM DUAL-CAPACITOR UNITS (cont.) 
Cap_ Size in inches 
in UF Length Width Height 

.2S-.25 1'~, % 2 
.5-.S 1'~, 0/8 2112 

1,000 Volts DC Working 
. OS-.05 1'~ • % IX, 
.1-.1 1'~, % 1112 

.2S-.25 1'~, % 2112 

PEM TRIPLE-CAPACITOR UNITS 
600 Volts DC Working 

.05-.05-.05 1'~, % IX, 
.1-.1-.1 l'~, % 1112 

.25-.2S-.25 1'~. % 2112 
1,000 Volts DC Working 

.05-.05-.05 I'~, 0/8 1112 
.1-.1-.1 l'~, % 2 

The MASTER - 26th Edition. 

Net 

2.90 
3.25 

2.69 
2.79 
2.97 

3.16 
3.25 
3.53 

3.25 
3.38 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Type PDM Bathtub· Type Oil· Paper Capacitors 

Section assembled in hermetically sealed 

tin coated drawn-shell container. Minerol-oil 

impregnated and filled, Lug-type terminal 

seals. Meeh' requirements of MIL·C·25C. 

PDM SINGLE-CAPACITOR UNITS 

PDM Variations 

POM Simi lar to MIL Type CP53, with terminals on side. 
Example: PDM4-55 

PDMT (CP54) With terminals on top. To order: add T 
after PDM. Example: PDMT4-55 

PDMB (CP55) With terminals on the bottom. To order: 
add B after PDM. Example: PDMB4-55 

Temperature Rating: -55°C. to + 8SoC. 
Standard Tolerance: -10% to + 20% 

PDM SINGLE·CAPACITOR UNITS (continued) 

Catalog Cap. Size in inches Catalog Cap. Size in inches 
Number in UF Lenlth Width Heilht Number in UF Length Width Height 

400 Volts DC Working 600 Volts DC Working 
PDM4-55 .05 1'~. 1 % 2PDM6-5S • 05·.0S 1'~. ¥ • 
PDM4·Pl . 1 1'~ • 1 ¥. 2PDM6·P1 .1·.1 1'~. 3/. 
PDM4·P25 .25 1'~. 1 3/. 

2PDM6·P25 .2S·.25 1'~. 1 
PDM4-PS .5 1'~. 1 ,,,. 

2PDM6·P5 • 5·.5 2 13/. ,,, . 
PDM4·1 LO 2 1% ,,,. 

2PDM6·1 1.0-1.0 2 2 1'~. PDM4-2 2.0 2 2 1~." 
1,000 Volts DC Working 

60D Volts DC Working 2PDMI0·55 :05-.05 1'~. 3f. 
PDM6·55 .05 l'~. 1 % 2PDM10-P1 .1-.1 1'~. 7/s 
PDM6·P1 .1 1'~. 1 % 2POMI0-P25 .25·.25 2 1% 7/s 
PDM6·P25 .25 1'~. 1 % 2PDM10-P5 .5·.5 2 2 l1/s* 
PDM6'P5 .5 l'~, 1 1 
PDM6·1 1.0 2 13f. 1 
PDM6·2 2.0 2 2 1~.· PDM TRIPLE-CAPACITOR UNITS 

400 Volts DC Working 
1,000 Volts DC Workina: 

3PDM4·Pl .1-.1·.1 1'~, 1 ,~, 

PDMI0·S5 .05 1'~. 1 % 3PDM4-P25 .25-.25·.25 2 1% 7/a 
PDMI0-Pl .1 l'~. 1 % 3PDM4·P5 .5·.5·.5 2 2 1 
PDM10·P25 .25 I'K. 1 'K, 
PDMI0-P5 ' .5 2 1% ¥II 600 Volts DC Working 
PDMI0·1 1.0 2 2 l1/a" 

3PDM6·P1 .1·.1·.1 1'~. 1 ,~. 

3PDM6·P25 ;I!5·.25·.25 2 1% ~s 

PDM DUAL·CAPACITOR UNITS 3PDM6·P5 .5·.5·.5 2 2 1 
400 Volts DC Working 

2POM4'S5 .05·.05 I'K. I % 1,000 Volts DC, Working 

2POM4-Pl . 1·.1 1'~ • 1 % 3POM10-P1 .1-.1-.1 2 13/. 7/a 
2POM4-P25 .25·.25 I'M, 1 1 3PDMI0·P25 .25·.25·.25 2 2 l'/s" 
2PDM4-P5 .5·.5 2 13/. ,,,, 
2PDM4·1 1.0-1.0 2 2 1~." " Add )1," to Height for units with top or bottom terminals. 

Model RC·l Resistance.Capacity Ratio Bridge Tester 

Page 474 • The MASTER - 26th Edition 

THIS FINE INSTRUMENT IS EQUIPPED TO TEST 
LEAKAGE IN LOW VOLTAGE ELECTROLYTICS USED 
IN TRANSISTORIZED CIRCUITS. 

G.I. MODEL RC·1 FEATURES: 
• Special 3 volt amplifier for checking low voltage electrolytics used in miniaturized 

equipment such as transistor radiOS, etc. 
• Capacity Ranges-from 10 mmfd. to 2000 mfd. 
• 'Resistance--from .5 ohms to 200 megohms in 4 ranges. 
• Ratio test-prOVides quick reactance or resis,tance ratio between any two capacitors, 

inductors or resistors-range: .OS to 1 and 20 to 1. It can be used also to determine 
turns ratio of transformer windings within this range. ' 

• Leakage Tests-handles all types of capacitors at rated voltages between 0 and 500Y DC. 
<t Power·Factor-O to 60% (on capacitors from .1 mfd to 2000 mfd). 
• Capacitor Test Voltages-variable between 0 and 500Y DC in 17 steps. 

Shipping Weight: 11 Ibs.Overall Dimensions: Length 61/2", Height 7~8", Depth 6". 

Dealer Net $38.60 

Net © U,c.P., Inc. 



SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION PYRAMID • MICAMOLD 

TYPE 
DESIGNATlON* 

MCMlO-050M 
MCMlO-I00-
MCMIO-120-
MCMlO-150-
MCMIO-I80-
MCMlO-200-
MCMl0-220-
MCMl0-240-
MCMlO-270-
MCMI0-300-
MCMI0-330-
MCMlO-360-
MCMI0-390-
MCMl0-430 ...... " 
MCMI0-470-
MCMI0-510-
MCMlO-560-
MCMl0-620-
MCMlO-680-
MCMlO-750-
MCMlO--820-
MC M 10-9 10-
MCMlO-lOl-
MCMIO-11l-
MCMIO-I21-
MCMI0-131-
MCMIO-151-
MCMIO-I61-
MCMIO-I81-
MCMlO-201-
MCMI0-221-
MCMl0-241-

SUBMINIATURE MOLDED MICAS 

CAPACITANCE 
(/L/Lt) 

5 
10 
12 
15 
18 
20 
22 
24 
27 
30 
33 
36 
39 
43 
47 
51 
56 
62 
68 
75 
82 
91 

100 
110 
120 
130 
150 
160 
180 
200 
220 
240 

TYPE 

-55°C TO +125°C OPERATION MEETS & 
EXCEEDS MIL..;C-58 

MISSILMITE subminiature molded mica capacitors are the SMALLEST 
MOLDED MICA CAPACITORS EVER PRODUCED, and are furnished 
in Characteristic "C", "0" and "E". MISSILMITES will withstand oper­
ating temperatures of -SSoC to + 125°C (standard ranges is from 
-SSoC to +8S0C). 

MCM 

m·no " -, 
~~+.190" 

_L 
- ~.025" 

MISSILMITE 

MISSILMITE's reliability alld 
stability permit greater flexi­
bility to the design engineer, 
and are especially desirable in 
critical miniaturized assemblies. 
This subminiature mica capaci­
tor is recommended for use in 
missiles, delay lines, pulse net­
works, computors, transistorized 
assemblies • " • or wherever 
minimum size and weight, with 
stability, are required. 

DC WORKING VOLTAGE Characteristic available at 
capacitance tolerance: 

85°C 125°C ±2% ±5% ±20% ±20% 
(G) (J) (K) (M) 

500 300 CD 
500 300 CD CD 
500 300 Cl CD CD 
500 300 CD CD 
500 300 CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CD CD CD 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 
500 300 CDE CDE CDE CDE 

*Complete type designation shall include additional symbols to indicate characteristic and tolerance. 
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SECTION 1500 

GENERAL .INSTRUMENT CAPACITOR DIVISION 
MOLDED MICA CAPACITORS 

G.I. molded mica capacitors are furnished for military use under MIL specification MIL-C-5B, and tables 
listed herein coin.cide with that specification. G.I. also manufactures mica capacitors of the' same size and 
electrical characteristics, for 1500 C operation. The headings give the G.I. type designations for commercial 
use. Unless otherwise specified by the customer, these conform, in general, to the E. I. A. Specification RS 153. 

TYPE CM-l'S Silvered Mica TYPE CM-20 Silvered Mica TYPE CM-30 Silvered Mica 

500 VDCW 500 VDCW 500 VDCW 
CAP. TYPE NET PRICE CAP. TYPE NET PRICE CAP. TYPE NET PRICE 
/L/L t DESIGNATION ±5% /L/Lt DESIGNATION ±5% /L/Lt DESIGNATION ±5% 

1 CM·15·C·010t $0.12 5 CM·20·C·505 $0.12 510 CM·30·E·511 $0.21 
2 CM·15·C·020t .12 10. CM·20·C·100 .12 560 CM·30·E·561 .24 
3 CM·15·C·030t .12 12 CM·20·C·120 .12 620 CM·30·E·621 .24 
5 CM·15·C·050t .12 15 CM·20·C·150 .12 680 CM·30·E·681 .24 

10 CM·15·C·100 .12 18 CM·20·C·180 .12 750 CM·30·E·751 .27 
12 CM·15·C·120 .12 20 CM·20·C·200 .12 820 CM·30·E·821 .27 
15 CM·15·C·150 .12 22 CM·20·C·220 .12 910 CM·30·E·911 .30 
18 CM·15·C·180 .12 24 CM·20·C·220 .12 1000 CM·30·E·102 .30 
20 CM·15·C·200 .12 27 CM·20·C·270 .12 1100 CM·30·E·112 .33 
22 CM·I5·C·220 .12 30 CM·20·C·300 .12 1200 CM·30·E·122 .33 
24 CM·15·E'240 .12 33 CM·20·C·330 .12 1300 CM·30·E·132 .33 
27 CM·15·E·270 .12 36 CM·20·C·360 .12 1500 CM·30·E·152 .39 
30 CM·15·E·300 .12 39 CM·20·C·390 .12 1600 CM·30·E·162 .39 
33 CM·15·E·330 .12 43 CM·20·C·430 .12 1800 CM·30·E·182 .42 
36 CM·15·E·360 .12 47 CM·20·C·470 .12 2000 CM·30·E·202 .45 
39 CM·15·E·390 .12 50 CM·20·C·500 .12 2200 CM·30·E·222 .51 
43 CM·15·E·430 .12 51 CM·20·C·510 .12 2400 CM·30·E·242 .51 
47 CM·15·E·470 .12 56 CM·20·C·560 .12 2500 CM·30·E·252 .54 
50 CM·15·E·500 .12 62 CM·20·C·620 .12 2700 CM·30·E·272 .54 
51 CM·15·E·510 .12 68 CM·20·C·680 .12 3000 CM·30·E·302 .60 
56 CM·15·E·560 .12 75 CM·20·C·750 .12 3300 CM·30·E·332 .66 
62 CM·15·E·620 .12 82 CM·20·C·820 .12 3600 CM·30·E·362 .69 
68 CM·15·E·680 .12 91 CM·20·C·910 .12 3900 CM·30·E·392 .72 
75 CM·15·E·750 .12 100 CM·20·C·101 .12 4300 CM·30·E·432 .78 
82 CM·15·E·820 .12 110 CM·20·C·lll .15 4700 CM·30·E·472 .84 
91 CM·15·E·910 .15 120 CM·20·C·121 .15 5000 CM·30·E·502 .87 

100 CM·15·E·101 .15 130 CM·20·C·131 .15 5100 CM·30·E·512 .87 
110 CM·15-E-lll .15 150 CM·20·C·151 .15 5600 CM·30·E·562 .93 
120 CM·15·E·121 .15 160 CM·20·C·161 .15 6200 CM·30·E·622 1.02· 
130 CM·15·E·131 .15 180 CM·20·C·181 .15 
150 CM·15·E·151 .15 200 CM·20·D·201 .15 
160 CM,15·E·161 .18 220 CM·20·D·221 .15 
180 CM·15·E·181 .18 240 CM·20·D·24l .18 
200 CM·15·E·201 .18 250 CM·20·D·251 .18 
220 CM·15·E·221 .18 270 CM·20·D·271 .18 
240 CM·15·E·241 .21 300 CM·20·D·301 .18 
250 CM·15·E·251 .21 330 CM·20·D·33l .18 
270 CM·15·E·271 .21 360 CM·20·D·361 .18 
300 CM·15·E·301 .21 390 CM·20·D·391 .18 
330 CM·15·E·331 .24 430 CM·20·D·431 .21 
360 CM·15·E·361 .24 470 CM·20·D·471 .21 
390 CM·15·E·391 .45 500 CM·20·D·501 .21 CAP. TYPE NET PRICE 
430* CM·15·E·431 .45 510 CM·20·D·511 .21 /L/Lt DESIGNATION ±5% 
470' CM·15·E·471 .45 560 CM·20·D·561 .24 6800* CM·35·E·682 $1.14 
500* CM·15·E·501 .45 620 CM·20·D·621 .24 7500* CM·35·E·752 1.20 
510' CM·15·E·511 .45 680 CM·20·D·681 .24 8200* CM·35·E·822 1.30 750 CM·20·D·751 .27 9100' CM·35·[·912 1.41 820 CM·20·D·821 .27 10000' CM·35·E·103 1.59 910 CM·20·D·911 .30 12000' CM·35·E·123 1.84 1000 CM·20,D·I02 .30 15000' CM·35·E·153 2.17 

1100 CM·20·D·1l2 .33 6800 VCM·35·E·682 1.14 
1200 CM·20·D·122 .33 7500 VCM,35·E·752 1.20 

'Voltage Rating 300VDCW. 1300 CM·20~D·132 .33 8200 VCM·35·E·822 1.30 
telosest Tolerance ±0.5 /L/LI. 1500 CM·20·D·152 .39 9100 VCM·35·E·912 1.41 

1600 CM·20·D·162 .39 10000 VCM·35·E·103 1.59 SPECIFICATIONS NOTES: 
1800 CM·20·D·182 .42 All capacities marked with • are 300WV. 

±V2% tolerance available above 100 /L/Lf at NOTE: For ±V2% tolerance, double the 5% 
double ±5% price. 2000 CM·20·D·202 .45 list prices. 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITORS 
GENERAL INSTRUMENT CAPACITOR DIVISION 1----- ---~ PYRAMID • MICAMOLD 

MOLDED MICA CAPACITORS 

TYPE CM-20 Foil Mica TYPE CM-30 Foi I Mica 

500 VDCW 500 VDCW 
CAP. TYPE NET PRICE CAP. TYPE NET PRICE 
p.p.f DESIGNATIDN ±20% p.p.f DESIGNATION ±20% 

5 CM·20·B·050 $0.12 510 CM·30·B·511 $0.15 
10 CM·20·B·100 .12 560 CM·30·B·561 .15 
12 CM·20·B·120 .12 620 CM·30·B·621 .15 
15 CM·20·B·150 .12 680 CM·30·B·681 .18 
18 CM·20-B·180 .12 750 CM·30·B·751 .18 
20 CM·20·B·200 .12 820 CM·30·B·821 .18 
22 CM·20·B·220 .12 910 CM·30·B·911 .18 
24 CM·20·B·240 .12 1000 CM·30·B·102 .21 
27 CM·20·B·270 .12 1100 CM·30·B·l12 .21 
30 CM·20-B·300 .12 1200 CM·30·B·122 .21 
33 CM·20·B·330 .12 1300 CM·30·B·132 .21 
36 CM·20·B·360 .12 1500 CM·30·B·152 .24 
39 CM·20·B·390 .12 1600 CM·30-B·162 .24 
43 CM·20·B-430 .12 1800 CM·30·B·182 .24 
47 CM·20-B·470 .12 2000 CM·30·B·202 .24 
50 CM·20·B·500 .12 2200 CM·30·B·222 .27 
51 CM·20·B·510· .12 2400 CM·30·B·242 .27 
56 CM·20·B·S60 .12 2500 CM·30·B·252 .27 
62 CM·20·B·620 .12 2700 CM·30·B·272 .27 
68 CM·20·B·680 .12 3000 CM·30·B·302 .2.7 
75 CM·20·B·750 .12 3300 CM·30·B·332 .33 
82 CM·20·B·820 .12 3600 CM·30·8·362 .33 
91 CM·20·B·910 .12 3900 CM·30·B·392 .33 

100 CM·20·B·101 .12 4300 CM·30·B·432 .33 
110 CM·20-B·lll .12 4700 CM·30·B·472 .42 
120 CM·20·B·121 .12 5000 CM·30·B·502 .42 
130 CM·20·B·131 .12 5100 CM·30·B:512 .42 
150 CM·20·B·I51 .12 5600 CM·30·B·562 .42 
160 CM·20·B·161 .12 6200 CM·30·B·622 .54 
180 CM·20·B·181 .12 TYPE CM-3S Foi I Mica 
200 CM·20·B·201 .12 
220 CM·20·B·221 .12 
240 CM·20·8·241 .12 
250 CM·20·B·251 .12 
270 CM·20·B·27l .12 
300 CM·20·B·301 .12 
330 CM·20·B·331 .12 
360 CM·20·B,361 .12 
390 CM·20·B·391 .12 
430 CM·20·B·431 .12 
470 CM·20·B·471 .15 
500 CM·20·B·501 .15 500 VDCW 
510 CM·20·B·5l1- .15 CAP. TYPE NET PRICE 
560 CM·20·B·561 .15 p.p.f DESIGNATION ±10% 

620 CM·20·B·621 .15 6800· CM·35·B·682 $0.57 
680 CM·20·B·681 .18 7500* CM·35·B·752 .57 
750 CM·20·B·751 .18 8200* CM·35-B·822 .57 
820 CM·20-B·821 .18 9100* CM·35·B·912 .57 
910 CM·20·B·911 .18 10000* CM·35·B·103 .84 

1000 CM·20·B-I02 .21 12000* CM·35-B-I23 .96 
1100 CM·20·B-l12 .21 15000· CM·35·B·153 1.20 
1200 CM·20·B·I22 .21 6800 VCM·35·B·682 .57 
1300 CM·20·B-132 .21 7500 VCM-35·B·752 .57 
1500 CM·20·B·152 .24 8200 VCM·35·B·822 .57 
1600 CM·20·B·I62 .24 9100 VCM·35·B·912 .57 
1800 CM·20·B·182 .24 10000 VCM-35·B·I03 .84 
2000 CM·20·B·202 .24 All capacities marked with' are 300WV. VCM are non·milltary types. 

NON-STANDARD CAPACITORS 
To meet the ever increasing demands for non-standard capacitors, G.I. Capacitor Division stocks large 
quantities of capacitors not listed. Immediate delivery of almost any non-standard mica capacitor can 
be made. These capacitors are manufactured to meet or exceed MIL-C-5A specifications. 
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SECTION 1500 

Molded Radial Lead Mica Capacitors 

I- .450"-1 -j 
f 

.325" 

+- .0 1" 1-4 

! 
57"l 

TYPE RPQ 

G.I.'s new "modern designed" MECAPS are the first MOLDED, radial­
lead mica capacitors available with prec:isely controlled body dimensions. 
Being molded ... not dipped or encapsulated, each capac:itor is exac:+ly 
the same size, and symmetrical, so units can be conveniently "stacked" 
in an assembly to reduce component space requirements. MECAPS are 
available ta ped for mechanical insertion, and with leads straight or 
crimped. These MECAPS meet and exceed MIL-C-5B spec:ifications, can 
be furnished in "B", "C", "0", "E" and "F" characteristics. Operating 
tem!>eratures from -55°C to 125°C (standard range is from -40°C to 
85°C). MECAPS, with their consistently high quality, and many advan­
tages of design, are no more expensive than the obsolete dipped types. 

1-.150" 
/-.615"---1 -i 1-.205 " 

f 
.465" 

-+-1" 
.14" 

i 
TYPE RPO 

Type Capaci· DC 
Characteristic available at 

capacitance tolerance: Type 
Designa-

Characteristic available at 
Capaci- DC 

Working 
capacitance tolerance: 

Designa· tance Working 
tion* (",,,,f) Voltage ±2% 

(G) 

RPQ-050. 5 500 
RPQ-100· 10 500 
RPQ-120- 12 500 
RPQ-150- 15 500 
RPQ-1SO- 1S SOO 

RPQ-200- 20 500 
RPQ-220- 22 500 
RPQ-240- 24 500 
RPQ-270- 27 500 
RPQ-300- 30 500 

RPQ-330- 33 500 
RPQ-360- 36 500 
RPQ-390- 39 500 
RPQ-430- 43 500 
RPQ-470- 47 500 

RPQ-510- 51 500 COE 
RPQ-560- 56 500 COE 
RPQ-620- 62 500 COE 
RPQ-6S0- 6S 500 COE 
RPQ-750- 75 SOO COE 

RPQ-S20: . 82 500 COE 
RPQ-S10- Sl 500 COE 
RPQ-101- 100 500 COEF 
RPQ-111- 110 500 COEF 
RPQ-121- 120 500 COEF 

RPQ-131- 130 500 COEF 
RPQ-151- 150 500 COEF 
RPQ-161- 160 500 COEF 
RPQ-lS1- ISO 500 COEF 
RPQ-201- 200 500 COEF 

RPQ-221- 220 500 COEF 
RPQ-241- 240 500 COEF 
RPQ-271- 210 500 COEF 
RPQ-301- 300 500 COEF 
RPQ-331- 330 500 COEF 

RPQ-361- 360 500 COEF 
RPQ-391- 3S0 500 COEF 
RPQ-431- 430 300 COEF 
RPQ-471- 470 300 COEF 
RPQ-511- 510 300 COEF 

±5% 
IJ) 

BCD 
BCD 
BCD 
BCO 
BCO 

BCO 
BCO 
BCO 
BCO 
BCO 

BCOE 
BCOE 
BCOE 
BCOE 
BCOE 

BCOE 
BCOE 

BCDEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
SCOEF 

±10% 
(K) 

'Be' 
BC 

BCD 
BCD 
BCD 
BCO 
BCD 
BCO 
BCD 

BCD 
BCD 
BCD 
BCD 
BCD 

BCOE 
BCOE 
BCOE 
BCOE 
BCOE 

BCOE 
BCOE 

BCOEF 
BCOEF' 
BCOEF 

BCOEF 
BCeEF 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

±20% 
(M) 

BC 
BC 

BCD 
BCO 
BCD 
BCO 
BCO 
BCD 
BCO 
BCD 
BCD 
BCD 
BCD 
BCD 
BCD 

BCOE 
BCOE 
BCOE 
BCOE 
BCOE 

BCOE 
BCOE 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

BCOEF 
BCOEF 
BCOEF 
BCOEF 
BCOEF 

'Complete type designation shall include additional symbols to indicate 
construction, characteristic and tolerance. 
If crimped leads ar •. deSired, substitute uK" for uR" in the type desig­
natiOn. 
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tance -----------------~---

tion" (",,,,f) Voltage ±2% ±5% ±10% ±20% 
(G) (J) (K) (M) .------_._-_ .. _---- ----.-----

RPO-510- 51 500 COE BCOE BCOE BCOE 
RPO-560- 56 500 COE BCOE BCOE BCOE 
RPO-620- 62 500 COE BCOE BCOE BCOE 
RPO-680- 68 500 COE BCOE BCOE BCOE 
RPO-750- 75 500 COE BCOE BCOE BCOE 
RPO-S20- 82 500 COE BCOE BCOE BCOE 
RPO-910- Sl 500 COE BCOE BCOE BCOE 
RPO-101- 100 500 COEF BCOEF BCOEF BCOEF 
RPO-111- 110 500 COEF BCOEF BCOEF BCOEF 
RPO-121-. 120 500 COEF BCOEF BCOEF BCOEF 
RPO-131- 130 500 COEF BCOEF BCOEF BCOEF 
RPO-151- 150 500 COEF BCOEF BCOEF BCOEF 
RPO-1S1- ISO 500 COEF BCOEF BCOEF BCOEF 
RPO-1S1- 180 500 COEF BCOEF BCOEF BCOEF 
RPO-201- 200 500 COEF BCOEF BCOEF SCOEF 
RPO-221- 220 500 COEF SCOEF BCOEF BCOEF 
RPO-241- 240 500 COEF BCOEF BCOEF BCOEF 
RPO-271- 270 500 COEF BCOEF BCOEF BCOEF 
RPO-301- 300 500 COEF BCOEF BCOEF BCOEF 
RPO-331- 330 500 COEF BCOEF BCOEF BCOEF 
RPO-3S1- 360. 500 COEF SCOEF BCOEF BCOEF 
RPO-3S1- 3S0 500 COEF BCOEF BCOEF BCOEF 
RPO-431- 430 500 COEF BCOEF BCOEF BCOEF 
RPO-471- 470 500 COEF BCOEF BCOEF BCOEF 
RPO-511- 510 500 COEF BCOEF BCOEF BCOEF 
RPO-561- 560 500 COEF BCOEF BCOEF BCOEF 
RPO-621- 620 500 COEf BCOEF SCOEF BCOEF 
RPO-681- 680 500 COEF BCOEF BCOEF BCOEF 
RPO-751- 750 500 COEF BCOEF BCOEF BCOEF 
RPO-821- 820 500 COEF BCOEF BCOEF BCOEF 
RPO-9ll- S10 500 COEF BCOEF BCOEF BCOEF 
RPO-102- 1000 500 COEF BCOEF BCOEF BCOEF 
RPO-112- llOO 500 COEF BCOEF BCOEF BCOEF 
RPO-122- 1200 500 COEF BCOEF BCOEF BCOEF 
RPO-132- 1300 500 COEF BCOEF BCOEF BCOEF 
RPO-152- 1500 500 COEF BCOEF BCOEF BCOEF 
RPO-162- 1600 500 COEF BCOEF BCOEF BCOEF 
RPO-182- 1800 500 COEF BCOEF BCOEF BCOEF 
RPO-202- 2000 500 COEF BCOEF BCOEF BCOEF 
RPO-222- 2200 300 COEF BCOEF BCOEF BCOEF 
RPO-242- 2400 300 COEF BCOEF BCOEF BCOEF 
RPO-272- 2700 300 COEF BCOEF BCOEF BCOEF 
RPO-302- 3000 300 COEF BCOEF BCOEF BCOEF 
RPO-332- 3300 300 COEF BCOEF SCOEF BCOEF 
-Complete type designation shall include additional symbols to indicate 
construction characteristic and tolerance. -
If crimped leads are deSired, substitute uK" for lOR" in the type deSig­
nation_ 
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SECTION 1500 

GENERAL INSTRUMENT CAPACITOR DIVISION 

Encapsulated Mica Capacitors 

G.I. Micaps are silvered mica capacitors having the same mica capacitor sections as the molded styles CM-
15 and CM-20. They differ in that they are hermetically sealed by a dip coating method and have radial 
wire leads instead of axial leads. This latter feature results in a shorter RF current path and greater ease 
of installation, making them specially suitable for use in printed circuitry. Micaps are smaller than the com­
parable molded types and are particularly applicable in the development of miniature equipment. 

MICAP TYPE MQ-1S 500V. D-C W.V. 

NET PRICE/TOLERANCE 
CAP. TYPE "K" "J" "G" 
p.p.f DESIGNATION ±10% ±5% ±2% 

1 MQ·15·010t $0.15 
2 MQ·15·020t .15 
3 MQ·15·030t .15 
5 MQ·15·050t .15 

10 MQ·15·100 .15 $0.17 

12 MQ·15·120 .15 .17 
15 MQ·15·150 .15 .17 
18 MQ·15·180 .15 .17 
20 MQ·15·200 .15 .17 
22 MQ·I5-220 .15 .17 

24 MQ·15·240 .15 
27 MQ·15·270 .15 

.17 $0.20 

.17 .20 
30 MQ·15·300 .15 .17 .20 
33 MQ·15·330 .15 .17 .20 
36 MQ·15·360 .15 .17 .20 

39 MQ·15·390 .15 .17 .20 
43 MQ·15·430 .15 .17 .20 
47 MQ·lS-470 .15 .17 .20 
50 MQ·15·500 .15 .17 .20 
51 MQ·15·510 .15 .17 .20 

56 MQ·15·560 .15 .17 .20 
62 MQ·15·620 .15 .17 .20 
68 MQ·15·680 .15 .17 .20 
75 MQ·15·750 .15 .17 .20 
82 MQ·15·820 .15 .17 .20 

91 MQ·15·910 .15 .17 .20 
100 MQ·15·101 .15 .17 .20 
110 MQ·15·111 .18 .20 .23 
120 MQ·I5·121 .18 .20 .23 
130 MQ·15·131 .18 .20 .23 

150 MQ·IS·I51 .18 .20 .23 
160 MQ·15·161 .21 .23 .28 
180 MQ·I5·181 .21 .23 .28 
200 MQ·I5-201 .21 .23 .28 
220 MQ·15·221 .24 .26 .31 

240 MQ·I5·241 .24 .26 .31 
250 MQ·15·251 .24 .26 .31 
270 MQ·lS·271 .27 .30 .35 
300 MQ·15·301 .27 .30 .35 
330 MQ·lS·331 .30 .33 .39 

360 MQ·15·361 .30 .33 .39 
390 MQ·I5·391 .33 .37 .43 
430" MQ·15·431 .33 .37 .43 
470' MQ·15·471 .36 .40 .47 
500' MQ·I5·S01 .36 .40 .47 

510' MQ·15·511 .36 .40 .47 
560' MQ·I5·561 .39 .43 .51 
620' MQ·I5·621 .42 .46 .55 
680' MQ·15·681 .45 .50 .59 
750' MQ·15·751 .48 .53 .62 
820' MQ·15·821 .51 .56 .67 

All capaCities marked with • are 300WV. 

© U.c.P" Inc. 

"F" 
±1% 

$0.24 
.24 

.24 

.24 

.24 

.24 

.24 

.24 

.24 

.29 

.29 

.29 

.29 

.34 

.34 

.34 

.38 

.38 

.38 

.43 

.43 

.48 

.48 

.53 

.53 

.58 

.58 

.58 

.62 

.67 

.72 

.77 

.82 

Net 

TYPE DESIGNATION TO BE IN FOLLOWING FORM: 

MQ-15 151 J 

STYLE CAPACITANCE" TOLERANCE 

'The nominal capaCitance value expressed in microfarads is identi· 
fied by a three·digit number; the first two digits represent 
significant figures and the last digit specifies the number of 
zeros that follow. 

"116" Iln2" ¥12'" 'A" I¥,," 

w' I!!fU'" flO'" 1~2/J' I¥,," 

ALL DIMENSIONS ARE NOMINAL 

MICAP TYPE MO-19 500V. D-C W.V. 

NET PRICE/TOLERANCE 
CAP. TYPE UK" "J" "G" "FIT 
p.p.f DESIGNATION ±10% ±5% ±2% ±1% 

430 MO·I9·431 $0.27 $0.30 $0.32 $0.41 
470 MO·I9·471 .30 .33 .36 .45 
500 MO·I9·501 .30 .33 .36 .45 
510 MO·10·511 .30 .33 .36 .45 

560 MO·I9·561 .33 .37 .40 .50 
620 MO·19·621 .33 .37 .40 .50 
680 MO·19·681 .36 .40 .43 .54 
750 MO·19·751 .36 .40 .43 .54 
820 MO·19·821 .36 .40 .43 .54 

910 MO·I9·911 .39 .43 .47 .59 
1000 MO·I9·I02 .42 .46 .50 .63 
1100 MO·19·112 .42 ,46 .50 .63 
1200 MO·I9·122 .45 .50 .54 .68 
1300 MO·19·132 .48 .53 .. 58 .72 

1500 MO·19·152 .51 .56 .61 .77 
1600 MO·19·162 .54 .59 .65 .81 
1800 MO·19·182 .60 .66 .72 .90 
2000 MO·19·202 .66 .73 .79 .99 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown. 

-

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 1500 

Iff Feature - low leakage current - long shelf life - maximum performance with minimum 
size. Manufactured in conformance to MIL specifications. . 

Wet Tantalum 
Capacitors 

These High Reliability Tantalum Capacitors are designed for a wide range of applica­

tions, in the missile, airborne and mobile service, as well as conventional circuits where 
extreme reliability and minimum size are of prime importance. 

The sintered anode slug, sealed in a fine-silver case with tantalum-oxide electrolyte, 
assures complete stability and trouble-free operation. 

TYPE For Average Temperature Use -55 C to +85 C TYPE PA For High Temperature Use -55 C to +125 C 
MA Standard Tolerance: A+50%-15% 8+20%-15% Standard Tolerance: A+50-15% 8+20-15% 

Max. Max. Max. D·C Max. Max. Max. D·C Max. Max. 
Capacity Working Surge Leakage at .E.S.R. Imped. Capacity Max. Leakage E.S.R. Imped. 

Case Code MFDat Voltage Voltage Rated Voltage at at Case Code MFDat Working Voltage Microamperes at at 
Size Number 120cps Microamperes 120 cps 120 cps Size Number 120cps @ D·C 12Dcps 120cps 

25'C D·C D·C @ @ OHMS OHMS 25'C @ @ @ @ 
D.HMS OHMS at85'C @8S'C 25'C 85'C @2S'C @55'C 12S·'C 85'C 25'C 8S'C 125'C @2S'C @5S'C 

MA30D 30 6 7 1.0 4.0 4.0 100 PA30S 30 4 6 1.0 4.0 4.0 4.0 100 
MA25F 25 S 10 1.0 4.0 4.0 100 PA25C 25 5 S 1.0 4.0 4.0 4.0 100 
MA20G 20 10 12 1.0 4.0 4.0 125 PA20E 20 7 10 1.0 4.0 5.0 4·.0 125 
MA15J 15 15 IS 1.5 6.0 5.0 150 ~~G 15 10 15 1.5 6.0 6.0 5.0 150 
MA10L 10 25 30 1.5 6.0 6.0 195 PA10J 10 15 25 1.5 6.0 6.0 6.0 195 

T·l MASM S 30 36 2.0 S.O 7.0 240 T-l PA8K S 20 30 2.0 S.O 8.0 7.0 240 
MA5Q 5 50 ~ 2.0 8.0 8.0 365 PA5M 5 30 50 2.0 8.0 8.0 8.0 365 
MA4R 4 60 72 2.0 10.0 8.7 415 PA4P 4 40 60 2.0 10.0 12.0 8.7 415 
MA3.5T 3.5 75 87 2.5 10.0 9.0 515 PA3.5Q 3.5 50 75 2.5 10.0 12.0 9.0 515 
MA2.5V 2.5 100 115 2.5 10.0 10.0 870 PA2.5S 2.5 70 100 2.5 10.0 12.0 10.0 870 
MA1.75W 1.75 125 140 3.0 12.0 13.5 980 PA1.75U 1.75 85 125 3.0 12.0 12.0 13.5 980 

-
MA140D 140 6 7 2.0 8.0 2.0 40 PA140S 140 4 6 2.0 8.0 8.0 2.0 40 
MAlOOG 100 10 12 2.0 8.0 2.0 60 PA100E 100 7 10 2.0 8.0 8.0 2.0 60 
MA70J 70 15 18 3.0 12.0 2.5 68 PA70G 70 10 15 3.0 12.0 12.0 2.5 68 
MA40M 40 30 36 .3.0 12.0 4.0 65 PA40K 40 20 30 3.0 12.0 15.0 4.0 65 

T-2 MA25Q 25 50 60 4.0 16.0 4.0 95 T·2 PA25M 25 30 50 
1:0 

16.0 20.0 4.0 95 
MA20R 20 60 72 4.0 16.0 4.3 105 PA20P 20 40 60 .0 16.0 20.0 4.3 105 
MA15T 15 75 87' 5.0 20.0 5.0 145- PA15Q 15 50 75 5.0 20.0 24.0 5.0 145 
MAllV 11 100 115 6.0 24.0 5.0 200 PAllS 11 70 100 6.0 24.0 28.0 5.0 200 
MA9W 9 125 140 7.0 28.0 5.0 240 PA9U 9 85 125 7.0 28.0 28.0 5.0 240 
MA330D 330 6 7 3.0 12.0 2.0 20 PA330S 330 4 6 3.0 12.0 12.0 2.0 20 
MA250G 250 10 12 3.0 12.0 2.0 30 PA250E 250 7 10 . 3.0 12.0 12.0 2.0 30 
MA175J 175 15 18 4.0 16.0 2.0 35 PA175G 175 10 IS 4.0 16.0 16.0 2.0 35 
MA100M 100 30 36 5.0 20.0 2.5 40 PA100K 100 20 30 5.0 20.0 20.0 2.5 40 

T-3 MA60Q 60 50 60 5.0 20.0 3.0 45 T·3 PA60M 60 30 50 5.0 20.0 24.0 3.0 45 
MA50R 50 60 72 5.0 20.0 4.0 50 PA50P 50 40 60 5.0 20.0 24.0 4.0 50 
MA40T 40 75 87 6.0 24.0 4.7 60 PA40Q 40 50 75 6.0 24.0 28.0 4.7 60 

. MA30V 30 100 115 7.0 28.0 4.0 80 PA30S 30 70 100 7.0 28.0 32.0 4.0 80 
MA25W 25 125 140 S.O 32.0 5.0 93 PA25U 25 85 125 8.0 32.0 32.0 5.0 93 

Refer to Specification Form #900018·1260 Refer to Specification Form #900019·1260 

CASE TYPES and DIMENSIONS 80dy Shoulder Body Lead Lead 
Length Diameter Diameter Length Diameter 

T·l 15/32 5/16 7/32 1-1/2 .032 

T·2 11/16 15/32 9/32 2·1/4 .042 

T-3 49/64 37/64 3/8 2-1/4 .042 

Iff Solid Anode Tantalum Capacitors ORDERING INFORMATION 
TYPE SM For average temperature use _55' C to -t-65' C 

125' C operation requires derating. 

FEATURES Wide operating temperature range - Hermetically 
sealed - Low leakage - Long shelf life 
Meets MIL Specifications. 

CASE _ Filmlnsul. LEADS 
SIZE C±.03 D"i:::g;~ L±.031 +1/4" Diameter +.005 Length -0.000 -.001 

S-1 0.394 0.129 0.254 11/2 0.020 
S-2 0.5S2 0 .. 179 0.442 lV2 0.020 
5·3 0.794 0.2S3 0.654 11/2 0.025 
S-4 0.894 0.345 0.754 P/2 0.D25 

I' ·1 

=l r 
I 

0 

! 
C .1 

Part numbers shown are for Plastic Film Insulated Cases and 10% 
Tolerance. 
For Non Insulated Sleeve, substitute letter \A J for second character 'M', 
For Rigid Insulated Sleeve, substitute letter 'P' for second character 'AI. 
Refer to Specification Form #900021·161 
For 20% Tolerance (capacitance value in bold type), substitute the 
letter 'E' for last character 'F'. Refer to Specification Form #900021-161 

Capacity 
!tf.@ 

120 CPS 
25'C 

1.0 
1.2 
1.5 
1.S 
2.2 
2.7 
3.3 
3.9 
4.7 
5.6 
6.8 
8.2 

10.0 
12.0 
15.0 
18.0 
22.0 
27.0 
33.0 
39.0 
47.0 
56.0 
68.0 
S2.0 

100.0 
120.0 
150.0 
180.0 

Iff DISTRIBUTOR PRODUCTS DIVISION 
INTERNATIONAL TELEPHONE & TELEGRAPH CORPORATION 

220.0 
270.0 
330.0 

(<: U.c.P., Inc. 

Max. DC Max. DC Max. DC Max. DC Max. DC 
CASE Working Working Working Working Working 
SIZE Voltage Voltoge Voltage Voltage Voltage 

6V 10V 15V 20V 35V 
SM1.0DF )jM1.0GF SM1.0JF SM1.0KF SM1.0NF 
SM1.2DF SM1.2GF SM1.2JF SM1.2KF SM1.2NF 
SM1.5DF SM1.5GF SM1.5JF SM1.5KF SM1.5NF 
SM1.SDF SM1.SGF SM I.SJF SM1.SKF SM1.SNF 
SM2.2DF SM2.2GF SM2.2JF SM2.2KF SM2.2NF 

SI SM2.7DF SM2.7GF SM2.7JF SM2.7KF SM2.7NF" 
SM3.3DF SM3.3GF SM3.3JF SM3.3KF SM3.3NF 
SM3.9DF SM3.9GF SM3.9JF SM3.9KF SM3.9NF 
SM4.7DF SM4.7GF SM4.7JF SM4.7KF SM4.7NF 
SM5.6DF SM5.6GF SM5.6JF SM5.6KF SM5.6NF 
SM6.SDF SM6.SGF SM6.SJF SM6.8KF SM6.8NF 
SMS.2DF SMS.2GF SM8.2JF SMS.2KF SMS.2NF 
SM10DF SM10GF SM10JF SM10KF SM10NF 
SM12DF SM12GF SM12JF SM12KF SM12NF 

52 SM15DF SM15GF SM15JF SM15KF SM15NF 
SM1SDF SM18GF SM1SJF SM1SKF SM1SNF 
SM22DF SM22GF SM22JF SM22KF SM22NF 
SM27DF SM27GF SM27JF SM27KF SM27NF 
SM33DF SM33GF SM33JF SM33KF SM33NF 
SM39DF SM39GF SM39JF SM39KF SM39NF 
SM47DF SM47GF SM47JF SM47KF SM47NF 
SM56DF SM56GF SM56JF SM56KF 
~M~~DF SM68GF SM68JF SM6SKF 
SMS2DF SMS2GF SMS2JF SMS2KF 

S3 SM100DF SM100GF SM100JF SM100KF 
SM120DF SM120GF SM120JF 
SM150DF SM150GF SMI50JF 
SM1S0DF SM1S0GF 
SM220DF SM220GF 

S4 SM270DF 
SM330DF 

We reserve the right to change specifications without notice. 

In inventory at your local ITT .Distributor at OEM prices. 
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SECTION 1500 

STANDARD VARIABLE CAPACITORS· 
"APC" CAPACITORS 
FEATURES-The "APC" trimmer capacitor originated by Hammarlund over twenty years 
ago is still widely recognized as the standard capacitor of its type. Its use is· indicated 
in all classes of equipment wbere a compact, bigh quality air dielectric trinuner is required. 
It was designed to resist effects of temperature, moisture and vibration. Silicone treated 
steatite insulation is used to insure high leakage resistance. 

CONSTRUCTION-Brass rotor and stator plateslare soldered to brass supports. Nickel-plated 
phosphor bronze wiper assures positive rotor contact. All metal parts are uickel-plated. Termi­
nals are hot-tin dipped. Tapped brass mounting studs fastened to silicone treated steatite base 
permit mounting capacitor y,ithout grounding the rotor. 

SPECIFICATIONS-Straight line capacity 
characteristic. Available either with hex­
agonal collar on slotted shaft to permit 
rotor adjustments to be made with 
wrench or screwdriver or with '-h" ex­
tended shaft for knob control or shaft 
coupling. (Type "B") "APC-C" Lock 
Type npw also available through dis­
tributors. Air Gap is 0.015" nominal. 
Tested at 600 V. R.M.S., 60 cycles. 

"MAPC" CAPACITORS 

Capacity Nat 
Code Plates 

Price Max. Min. ---. 
APC-15 17. 2.8 5 $1.25 
APC-25 25. 3.0 7 1.35 
APC-50 50. 3.9 14 1.55 
APC-75 75. 4.6 20 1.70 
APC-l00 100. 5.5 27 1.85 
APC-140 140. 6.7 37. 2.15 

"8" and "c" types slightly higher 

FEATURES-The "MAPC" capacitor is representative of Hammarlund's efforts to meet 
the demand for smaller dependable components. It is a scaled-down version of the popular 
"APC" with everything reduced except the. quality and performance characteristics. For 
example, an "MAPC" is about half the size and weight of an "APC". Lower miuimum 
capacities and low inductance make the "MAPC" suitable for VHF use. 

CONSTRUCTION-The standard "APC" construction is used in this capacitor. Rotors and 
stators are fabricated by soldering brass plates to supporting members and nickel-plating the 
assemblies. Nickel-plated phosphor bronze wiper assures positive rotor contact. Tapped 
brass mounting studs fastened to silicone 
treated steatite base permit mounting 
capacitor without grounding rotor. 

SPECIFICATIONS-Straight line capac­
ity. Available either with screwdriver or 
socket wrench adjustment or with 7116" 
extended shaft for knob control or shaft 
coupling. (Type "B") "MAPC-C" Lock 
Type now also available through distribu­
tors. Air Gap is 0.0135" nominal. Tested 
at 600 V. R.M.S., 60 cycles. 

INZ-l0" CAPACITORS 

Capacity Net 
Code Plates 

Price Max. Min. ---
MAPC-15 15. 2.3 6 $1.01 
MAPC-25 25. 2.6 10 1.10 
MAPC-35 35. 2.9 14 1.10 
MAPC-50 50. 3.2 19 1.19 
MAPC-75 75. 3.9 29 1.28 
MAPC-l00 100. 4.5 38 1.44 
MAPC-l40 140. 5.5 52 1.62 

"8" and "c" types slightly higher 

FEATURES~ The "NZ-10" is a compact transmitter neutralizing capacitor designed for easy 
and accurate adjustment. The rotor is attached to a fine-thread lead screw which may ~e 
adjusted with smooth and precise action by a screwdriver and locked securely by a read.ly 
accessible clamping screw. A stop prevents shorting of plates at maximum capacity. Long 
leakage paths to ground from both rotor and statqr are provided. Glazed steatite insulators 
and smoothly rounded aluminum plates minimize ilashover. 

"FC" and "FNC" COUPLINGS 

SPECIFICATIONS-Capacity is adjust­
able from 2.3 to 10 mrnf. Peak voltage 
rating is 3000 V. at maximum capacity 
(minimum gap) position. 

Net Price $4.77 

FEATURES-The "FC-46-S" is an insulated ilexible coupling designed to provide for me­
chanical ganging of shafts even though angularly misaligned. The smallest dimensions have 
been incorporated consistent with the rugged construction necessary for general service. A 
high degree of electrical isolation is achieved through the use of silicone treated steatite 
insulation; Flashover voltage is approximately 5000 V. R.M.S. Brass hubs and spring 
temper phosphor bronze ilexible arms are uickel·plated. An exclusive and important feature of 
this coupling is its characteristic of uniform side-thrust through 3600 of rotation. This elim­
inates tendency to vibrate at high speeds, minimizes bearing wear and assures accurate 
tracking. 

The "FNC-46-S" is a non-insulated coupling 
shafts is required. The ilexible arms are 

for use where electrical continuity between 

held securely to a nickel plated brass 
ring instead of an insulator. 
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Standard Stock Types 

CODE FC-46-S I 
CODE FNC-46-S 

Insulated 
flexible coupling 
Non-insulated 
flexible coupling 

Net 

Net 
Price 

$1.10 

.93 
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SECTION 1500 

STANDARD VARIABLE CAPACITORS 
"MC", "MCA" and "MCD" CAPACITORS 
FEATURES-The "MC" is a versatile singh> section 
tuning capacitor d('signt'd to givt, th(' ('quipmt.'nt en­
gineer a choice of mountings, conn(~ctions and 
capacity characteristics. The thrf'aded hrass front 
hearing and tapp(~d aluminum t'nd hrackpts permit 
panel or hasp mOllnting. "MC-S'" capacitors have a 
straight lint' capacity characteristic. "MC-:M" units 
have offs(·t 111at('S Tl:'sulting in a "Midlin(~" charac­
tpristic which mOTE' equally spaces frequ('l1cit's. 
"J\1C-X" units are wide-spaced for high voltag('s. 
Hammarlund "NIC" capacitors, ('XCl'pt for ":\.1CA" 
types, have silver plated phosphor hronz(' wipinl! 
contact, silicone-tn'ated st('atite insulation, sold('red 
lIi<:kt'l-piah:,d brass rotors and stators, rotor shaft 
supported on hearings at hoth front and rear of 
capacitor. 

The "MeD" is a split-stator panel-mounted ca­
pacitor with all the "Me" features. Stators have 
terminals on hoth sides. Staton; on single-spacpd 
capacitors are separated hy a shield. Widp-spaced 
units have no shield. Multi-section capacitors can 
IH' de-signed for special applications. 

A rotor stop is available on "Me" cap3citors on 
slwcial order. 
SPECIFICATIONS-Straight line or "Midline" capac­
ity characteristic. Single-spaced types have O.024.rj" 
nominal air gap' and are tested at 1000 V. R.M.S., 60 
cycles. Wide-spaced ("X") types have 0.0715" 
nominal air gap and are tested at 1750 V. R.M.S., 
60 cycles. 

"HF" and "HFD" CAPACITORS 
SINGLE SECTION CAPACITOR-The "HF" is a 
single section tuning capacitor elnploying ~'APC" 
rotor and stator design. Extra long 'sleeve bt'aring 
and positive contact nickel-plated phosphor hronze 
wiper make this unit ideally suited to high frequency 
applications. Silicone treated steatite insulation. 
Single hole or hase mounting. Special spacing, ca­
pacity values. finisht's. and other modifications are 
avai1ahle to manufactlll"ers on special order. 
DOUBLE SECTION CAPACITOR - The "HFD" 
dual capacitors, likp the "HF" singles, incorporate 
advanced features providing for maximum (-'fficiency 
at high frequency. Sold('f('>d hrass plates are nickel­
plated. Aluminum front and rear end panels are 
mounted on a heavy silicone treated steatite base. 
Front and rear hearings with wide individual silv('r 
plated phosphor hronze wipers for each section 
assore long life and maximum contact ('fficiency. 
Single hole panel mount or hase mounting. Electro­
static shield hetween sections. Terminals are pro­
vided on hoth sides of each stator to penn it mount­
ing tube and inductor on opposite sides. Multi-sec­
tion capacitors can also be made available to cus­
tomer specifications. 
SPECIFICATIONS-Straight line capacity. Singl" 
spaced types (HF and HFD) have 0_01.5" air gap and 
are tested at 600 V. R.M.S., 60 cycles. Wide spaced 
types (HF -X and HFD-X) have 0.04_5" air gap and 
art' tested at 1400 V. R.M.S., 60 cycles. 

"HFA", "HFA DIFFERENTIAL", 
"HFA DUAL", and "HFBD" CAPACITORS 
SINGLE SECTION CAPCITORS-The "HF A" is a 
single section tuning capacitor similar to the "HF" 
except that larger plates pennit wider air-gaps for 
the same capacitance values. Resultant higher break­
down ratings extend the use of the capacitor into 
the high frequency low-power transmitter fidd. A 
threaded sleeve- bearing penn its single hole mount­
ing and the hracket supplied may he used for hase 
mounting. A lug type tenninal mounted with the 
bearing provides an efficient rotor connection. 
DIFFERENTIAL TYPE CAPACITORS - The 
«HF A" type units are now availahle as standard 
items in the differential type constnlction. The unit 
is mounted with an ungrounded rotor making it 
suitable for a wide field of application. In addition 
to the features of the UHF A" the' design also incor­
porates the use of a spring bronze silver plated wip­
ing contact on the rotor. 
DOUBLE SECTION CAPACITORS-The "HFAD" 
and the "HFBD" are dual balanced rotor capacitors 
employing front and rear panels plus a single ball 
rear thrust. Both units are applicable to transmitter 
design. The construction features are similar to the 
"HFA" and the "HF A Differential" type capacitors. 
Additional special feature employed on the "HFBD" 
type incorporates the use of an insulated shaft exten­
sion on the rotor to safeguard ~gainst shock hazards 
with the application of high voltages_ . 
SPECIFICATIONS-Straight line capacity. Air gaps 
and test voltages are as indicated in table. However. 

"HFBD" breakdown voltages are douhled and ca-
pacita:n,ce values approximately halved when stator 
s('ctions are connected in series. 

(,;) UCP., Inc. 

Capacity Plates/ Net 

Code Max. I~ Section ~ 
MC-20-S 20. 5.5 3 $2.27 
MC-35-S '35. 6.0 5 2.31 
MC-50-M 50. 6.3 7 2.46 
MC-50-S 50. 6.5 7 2.48 
MC-75-M 80. 7.3 11 2.57 
MC-75-S 80. 8.0 11 2.55 
MC-l00-M 100. 7.7 14 2.72 
MC-l00-S 100. 8.3 14 2.69 
MC-140-M 140. 9.0 19 2.88 
MC-140-S 140. 10.0 19 2.85 
MC-200-M 200. 10.3 27 3.27 
MC-250-M 250. 12.0 34 3.41 
MC-325-M 320. 13.5 43 3.90 
MC-20-SX 20. 6.8 7 2.63 
MC-35-MX 32. 7.8 11 2.69 
MC-35-SX 32. 8.5 11 2.79 
MC-SO-MX 53. 

I 

10.5 19 3.02 
MC-SO-SX 53. 11.5 19 3.05 
MC-l00-SX 100. 16.5 ~ 3.87 
MCA-20-S 17.5 ! 3.5 3 1.70 
MCA-35-S 33.0 i 3.9 5 1.79 
MCA-SO-S 47.8 

~ 
4.4 7 1.91 

MCA-7S-S 78.0 5.2 11 2.08 
MCA-l00-S 99.6 i 5.8 14 2.16 
MCA-140-S 137.5 I 7.0 19 2.30 
MCD-50-M 

,~ i 
5.5 7 7.25 

MCD-l00-M 6.3 14 7.74 
MCD-l00-S 100. 7.0 14 6.74 
MCD-140-M 140. 7.8 19 8.16 
MCD-3S-MX 31. 6.0 11 7.44 
MCD-35-SX 31. 6.8 11 6.51 
M-Midline plates S-Straightline plates 
X-Wi de-Spaced 

Capacity Plates/ Net 
Code Max. Min. Section ~ HF-IS 17.5 2.8 5 $1.14 

HF-3S 36. 3.2 10 1.25 
HF-SO 52 3.7 14 1.31 
HF-l00 102. 5.3 27 1.49 
HF-140 142. 6.3 37 1.74 
HF-15-X 15. 3.6 10 1.29 
HF-30-X 30. 5.2 ~ 1.43 

HFD-25 25. 2.9 7 Ii:37 
HFD-50 52. 3.6 14 4.55 
HFD-l00 102. 5.0 27 4.98 
HFD-140 142. 6.0 37 5.15 
HFD-15-X 16. 3.8 11 4.55 
HFD-30-X 28.5 5.0 19 4.65 

D-Split stator (Duals) X-Wide-Spaced 

Capacity Plates/ Net 
Code Max. Min. Spacing Section' Price 

HFA-l00-A 102 4.5 0.020 19 $2_13 
HFA-140-A 145 6.0 0.020 27 2.39 
HFA-200-A 200 8.0 0.020 38 2.76 
HFA-l0-B 9 2,3 0.030 3 1.62 
HFA-1S-B 16 2.8 0.030 5 1.71 
HFA-2S-B 25 3.0 0.030 7 1.74 
HFA-50-B 50 4.3 0.030 14 1.92 
HFA-l00-Bt 100 7.5 0.030 27 3.05 
HFA-15-E 16 4.0 0.070 9 1.85 
Differentials 
HFA-l0-l0B. 9 2.3 0.030 3 2.00 
HFA-25-25B 25 3.0 0.030 7 2.20 
HFA-50-S0B 50 4.3 0.030 14 2.50 
HFA-Duals 
HFAIJ..2SB 27 5.0 0.030 7 3.59 
HFAD-SOB 52 6.8 0.030 14 4.04 
HFAD-l00B 100 8.0 0.030 27 ~ HFBD-50-C 50 9.0 0.050 11 7.85 
HFBD-l00-C 105 14.0 0.050 23 9.24 
HFBD-35-£* 37 9.5 0.070 11 7.86 
HYBD-6S-£* 63 12.5 0.070 19 8.69 

60 cycle test voltage; 
"HFA", "A" 800 V. R.M.S. "B" 1200 V. R.M.S. 
"E" 1750 V. R.M.S. "HFBD", "C" 1500 V. R.M.S. 
"E*" 3000 V, R.M.S.; plates have rounded edges. 
tHas front and rear supporting panels. 

Net 

MC 

MCA 

MCD 

HFD 

HF 

HFA 

HFA 
DIFFER­
ENTIAL 

HFA 
DUAL 
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SPECIAL CALIBRATED CAPACITORS 
-The "VU" type capacitors 'can be sup­
plied in quantity lots specially calibrated 
to the "hominal curve with a tolerance of 
±0.15 mmf or 1'4%. whichever is greater. 
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SECTION 1500 

STANDARD VARIABLE CAPACITORS 

Code 
CapaCity Net 

Plates 
Max. Min. Price 

---'---------RMC·50-S 50. 7.3 7 $4.14 
RMC-l0D-S 105. 9.5 14 4.40. 
RMC-140-S 143.5 11.0 19 4.56 
RMC-325·S 327. 17.5 43 5.15 

SPECIFICATIONS-Straight line capacity. Air gap 
is 0.0245" nominal. Tested at 1000 V. R.M.S., 60 
cycles. 

"BFC" CAPACITORS· 
FEATURES - The "BFC" "butterfly" type capaci­
tor has very low minimum capacity, low in induct­
ance and isolated rotor for use in VHF applications 
as a series capacitor with no rotor. connection. For 
dual split-stator capacitor use, it has a low-loss 
positive rotor contact. Mechanical and electrical 
symmetry and stator terminal locations minimize cir­
cuit inductance. 
CONSTRUCTION - Brass rotors and stators are 

"RMC" CAPACITORS 
FEATURES-The "RMC" was designed specifically 
for applications requiring an "Me" type tuning 
capacitor with very rigid construction. Its stnrdy 
frame consists of heavy gauge aluminum end panels 
held together by three aluminum tie rods. It has 
a brass sleeve front bearing and a single ball thrust 
rear bearing for smooth tuning and a high degree 
of resetability. The rotor contact is a forked silver 
plated phosphor bronze spring wiping against a 
wide disc on the rotor. The plate shape and other 
constructional features are the same as on the "Me" . .;o ... 

Tapped holes in front panel and. in mounting feet, 
as well as additional brackets for inverted mounting 
pennit a wide variety of assembly methods. "M" 
type plates and ball-bearing construction can also 
be made available as specials. 

soldered and nickel-plated. The contact wiper 
is heavily silver plated phosphor bronze. Tapped 
studs on the silicone treated steatite front panel 
permit mounting the capacitor without grounding 
the rotor. The sleeve type bearing is nickel-plated 
brass. 

SPECIFICATIONS-Straight line capacity. 900 rota­
tion from minimum to maximum capacity position. 
Air gap is 0.030" nominal. Tested at 1200 V. R.M.S .• 
60 cycles between 1'otor and each stator. 

Models Also Are Available 
Capacity/Section Plates Net 

-==C=Od~e~ __ ~I ___ ~M~a~X~' ___ I. __ ~M~i~n;' ___ I ___ ~~~ __ II ____ ~~ __ 'I_~R~o~to~r ____ 'I_~E~a~.~S=b~t~or~I ____ ~Pr~i~c~e __ __ 
BFC-12 14.5 3.4 4 3 $1.95 
BFC·25 27.3 4.8 7 6 2.25 
BFC-38 40.1 6.2 10 9 2.60 
BFC-SO 52.4 7.6 13 12 2.75 

Dial % 
Robtion 

o 
10 
20 
30 
40 
50 
60 
70 
80 
90 

100 

Code 

VU-20 
VU-30 
VU-45 

Code 

MAC-S 
MAC·l0 
MAC-15 
MAC-20 
MAC-30 

Code 

Butterfly 

MACBF-3 
MACBF-5 
MACBF·8 
MACBF-ll 

Differential 

MAC-5-S 
MAC-1D-l0 
MAC-15-15 
MAC-20·20 

Effective Series Capacity 

VU·20 

O. 
.55 

1.55 
2.75 
4.2 
6.0 
8.35 

11.2 
14.65 
18.6 
22.5 

Series 
Capacity 

Eff. Min. 

22.5 
31.5 
45.0 

3.35 
3.5 
3.8 

capacity 
Max. Min. 
5.4 1.3 
9.6 1.5 

15.8 1.9 
21.5 2.2 
32.0 2.5 

3.1 .1.3 
5.0 1.6 
7.9 2.0 

10.8 2.4 

5.4 1.3 
9.6 1.5 

15.8 1.9 
21.5 2.2 

VU·30 

O. 
.8 

2.2 
3.85 
5.85 
8.4 

11.65 
15.7 
20.55 
26.05 
31.5 

Platesl 
Section 

11 
15 
21 

Plates 

-S-
9 

15 
21 
27 

3 
5 
8 

11 

3 
5 
8 

11 

Net 

VU·45 

2 
4 
7 

10 

2 
4 
7 

10 

O. 
1.15 
3.15 
5.45 
8.35 

12.0 
16.65 
22.4 
29.35 
37.2 
45.0 

Net 
Price 

6.72 
6.92 
7.34 

Net 
Price 

$1.00 
1.05 
1.20 
1.35 
1.40 

Net 
Price 

$1.40 
1.60 
1.80 
2.00 

1.38 
1.52 
1.68 
1.77 

"VU"' CAPACITORS 
FEATURES - The "VU" is a uniquely designed 
UHF tnning capacitor using completely original 
concepts. With it, conventional "lwnped constant" 
circuits, rather than tuned cavity techniques, can be 
efficiently used up to 500 megacycles. In addition 
to employing the capacitor sections in series to elim­
inate the rotor wiper, the design also utilizes Pyrex 
balls to form precision bearings and to completely 
isolate the rotor. Thus, noise generated by rubbing 
metal-to-metal contacts and variable resistance paths 
in the bearings have been totally eliminated. Circuit 
connections are made to threaded studs on each 
stator. This permits vacuum tnbe and inductor to be 
mounted adjacent to and on opposite sides of the 
callacitor to minimize circuit inductance. The sym­
metrical design is ·ideal for tnned circuits operating 
up to 500 megacycles. 
CONSTRUCTION-Rotors and stators are of brass 
with plates soldered in precisely located grooves and 
then silver plated to increase the "Q" of the capaci­
tor. The insulation is silicone treated steatite. All 
lengthwise frame members are of brass to minimize 
temperature effects. Base mounting brackets are pro­
vided. 
SPECIFICATIONS-The capacity characteristic ap­
proaches a straight line frequency curve as indicated 
by nominal values in table at left. Air gap is .0168" 
nominal. Tested at 700 V. R.M.S., 60 cycles, be­
tween rotor and each stator. 

"MAC" and "MACBF" CAPACITORS 
FEATURES-The "MAC" provides the low mini­
mum capacity essential for use as a trimmer in the 
VHF range. It was engineered and designed to pro­
duce a rugged. stable, highly reliable miniature 
component. for today's equipment. 
CONSTRUCTION - Its silicone treated steatite 
base is only'%," x %". Rotor and stator are soldered 
assemblies and are of brass. nickel-plated. Rotor and 
stator terminals are positioned to ·permit short leads. 
The threaded bearing is provided with flat sides to 
permit single hole mounting. . 
SPECIFICATIONS-Straight line capacity. Screw­
driver adjustroent. Air gap is 0.017" nominal and 
tested at 880 V. R.M.S., 60 cycles. except the MAC-
30 which has an air gap of 0.0135" nominal and is 
tested at 600 V. R.M.S .• 60 cycles. "MACBF" is the 
butterfly version of the "MAC." It is designed for 
dual split-stator capacitor use. 
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SECTION 1500 

"CT" CAPACITORS MIL TYPES 

FEATURES-Compact, high quality air dielectric trimmer types designed 
to resist the effects of temperature, moisture and vibration. Silicone 
treated steatite insulation insures high leakage resistance. 
CONSTRUCTION-All brass parts nickel-plated. Brass rotor and stator 
plates soldered to hrass supports. Terminals hot-tin dipped. Tapped hrass 

1110unting studs fastened to silicone treated steatite base elinlinates 
grounding the rotor when mounting capacitor. CT06 types are bushing 
mounted for grounded rotor operation. 
SPECIFICATIONS-CT types designed to meet military specification 
MIL-C-92. 

TYPE 
CT06 

TYPE 
Cll2 

TYPE 
Cll3 

TYPE 
Cll5 

DC working Capacitance tLength from 
Type Yoltage 'Rotational mounting 

designation 
minimum p,p,f maximum p,p,f 

life surface to end 
YO Its of stator rod 

CT06EOO4 500 1.3 4.0 J, M 10~6 

CT06E013 500 2.1 12.9 J, M 5%4 

CT06E017 500 2.4 16.8 J, M 1%. 
CT06E019 500 3.0 19.0 J, M IJ{, 

DC working Capacitance tLength from 
Type Yoltage 'Rotational mounting 

designation 
minimum p,p,f ma,ximum JLJLf 

life surface to end 
yolts of stator rod 

CT12E042 500 5.0 42 J, M 1%, 
CT12E075 500 6.0 75 J, M 1)1, 
CT12E099 500 7.5 99 J, M I'K. 
CT12E135 500 9.0 135 J, M 1'~, 
CT12E143 500 9.0 143 J, M 1')1, 
CT12F010 600 3.0 10 J, M '~, 
CT12F025 600 4.0 25 J, M 1%, 
CT12F042 600 5.0 42 J, M 1% 
CT12F075 . 600 6.0 75 J, M 100a 
CT12F099 600 7.5 99 J, M 1'%, 
CT12GOO9 700 4.0 9 J, M 1 
CT12G023 700 4.5 23 J, M 1~ 
CT12G042 700 5.5 42 J, M 1% 
CT12G075 700 6.5 75 J M 2 

DC working CapaCitance tLength from 
Type voltage 'Rotational mounting 

designation minimum p,p,f maximum p,JLf 
life surface to end 

volts of stator rod 
CT13E0442 500 5.0 42 J, M 1%, 
CT13E075 500 6.0 75 J, M 1)1, 
CT13E099 500 7.5 99 J, M 1')1, 
CT13E135 500 9.0 135 J, M 1'~, 
CT13E143 500 9.0 143 J, M 1')1, 
CTl3F010 600 3.0 10 J, M '~, 
CT13F025 600 4.0 25 J, M 1%, 
CT13F042 600 5.0 42 J, M 1% 
CTl3F075 600 6.0 75 J, M 15.k 
CT13F099 600 7.5 99 J, M 1'%, 
CT13GOO9 700 4.0 9 J, M 1 
CTl3G023 700 4.5 23 J, M 1~ 
CTi3G042 700 5.5 42 J, M 1% 
CTl3G075 700 6.5 75 J, M 2 

Dc working Capacitance tLength from 
Type Yoltage 'Rotational mounting 

designation minimum p,p,f maximum p,p,f 
life surface to end 

Yolts of stator rod 
CTl-E042 500 5.0 42 J, M 1%, 
eTl-E075 500 6.0 75 J, M 1)1, 
CT1·E090 500 7.5 99 J, M 1')1, 
eTl·E135 500 9.0 135 J, M 1'~. 
eTl-E143 500 9.0 143 J, M 1')12 
eTl-F010 600 3.0 10 J, M '~, 
eTl·F025 600 4.0 25 J, M 1%, 
CT1-F042 600 5.0 42 J, M 1% 
CTl·F075 600 6.0 75 J, M 15/a 
eTl-F099 600 7.5 99 J, M 1'%, 
eTl·GOO9 700 4.0 9 J, M 1 
CTl-G023 700 4.5 23 J, M 1~ 
CT1-G042 700 5.5 42 J, M 1% 
CTl-G075 700 6.5 75 J, M 2 

*J=250 cycle rotational l,fe-M=lO,OOO cycle rotational life 
tFor dimensional drawings refer to military specifications MIL-C-92 
Suffix "J" or "M" to be added to type designation. 

CTl4 1" shaft, CT15 lV," shaft 
PRICES ON REQUEST 

SPECIAL VARIABLE CAPACITORS FOR ALL NEEDS 
AVAILABLE MODI FICA liONS 

Hammarlund~s more than 50 years experience in the development 
and manufacture of capacitors has resulted in an endless knowledge 
'of techniques. Such "know-how" includes the making of special 
capacitors rising standard techniques and! or components, or giv­
ing birth to a. completely new custom product-from concept 
through to production. 
An example of this extended knowledge is the fact that Hammar­
lund now manufactures over 750 different types of APC capacitors. 

These capacitors came into being as a result of' the many modifi­
cations required by our customers for their specific applicatio:ns. 
Any standard capacitor listed in this catalog' can be modified to 
customer requirements. Such variations include end-panels, shaft 
diameter and lengths, bearings, special materials and finishes, 
special air gaps on most units, etc. 
Custom mad~ precision units to suit all electrcial and environmental 
specifications can be fabricated on special order. The combinations 
are endless. 
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SECTION 1500 I. 

cf! ., VACUUM 

, 
TypeGCS 

5·100 mmfd 
15 kv 

Type UCSL 
7·1000 mmfd 

5 kv 

Type UCSXF 

,,~~~~~~~~~~~~~~!!~~~~~~~~~!-!,-~~~~~~~~~~~~~~ ...... ~'2000mmfd 12 kv 
ngs can usua with forced all' 

®Nominal Dimensions are for the largest unit of each type. 
NOTE: A series of adjustable capacitors are available to cover the range of 8 to 1000 mmfd at 10 KV. 

Vacuum Transfer Relays 

t I 
" . - . 

Jenninll8 Type RA Series RB1D RB2A RB3 R84 RB7B RE6B 

Contact arrangement I, 2, 3, & 4PDT SPOT 2PDT 2PDT 4PDT 2PDT SPOT 

Rate6 operating Yoltage, d; or 60 cy;le 300 y 12 kv 20 kv 12 kv° 20 kv 7 kv 25 kv 
16 me 8kv ' 10 kv 8 kv 10 kv 3 kv 15 kv 

Peak test voltage, 60 cYcle 2000 y 18 kv 30 kv 15 kv 25 kv 9 kv 35 kv 

Continuous :culT81lt, rms 60 cy;le 30,40 amps"" 15 amps 20 amp&, 30 amps 20 amps 14 amps 25 amps 

2.5 me 10 allJPS 14 amps, 10 amps 10 amps 9 amps 11 amps 

16 me 6 amps 8 amps 6 amps 6 amps 4 amps 9 amps 

Cemtaet resistance .01 ohms .01 ohms .01 ohms .01 ohms .01 ohms .01 ohms .01 ohms 

Contact capec/tance 17 mmfd 1.5 mmfd 1 mmfd 1 mmfd. 1 mmfd 1.0 mmfd 1 mmfd 

Capacitance to ground 11 mmfd 2.0 mmfd 2.5 mmfd 2.5 mmfd 2.5 mmfd 2.0 mmfd 2.5 mmfd 

Operate times 18 to 25 msee 810 12 msec 10 to 20 msec 12 to 20 msec 25 to 45 msec 8·15 msec 17-25 msec 

Release times 2 to 9 msec 6 to 9 msec 3to 8 maee 4to8msec 4 to 10 msec 1-4 msec 3-8 msec 

OC actuating coil--iesistance + 10% 225 ohms 270 ohms 225 ohms 120 ohms 131 ohms 270 ohms 120 ohms 

voltage 24·28 vdc 24-28 vdc 24-28 vdc 24-28 vde 24-28 vdc 24-28 vdc 24-28 vdc 

Shock 30G-11 IDS 30G-U IDS 30G-11 rns 30G-ll ms 30G-ll rns 30G-ll ms 30G·ll rns 

Vibratlon_ominal 20G 10-2000 cps lOG 55-500 cps 5G 55·2000 cps 5G 55-2000 cps 5G 55-500 cps lOG 5G 55-2000 cps 
5G 55·2000 cps lOG 55·500cps lOG 55-500 cps 10-2000 cps 

"Because of extemal afCQver path. bottom set of contacts /s derated to a lost ypltage of 8 kv peak. 
"Rating with heavy duty contacts is 40 ampe rms. 

JENNINGS RADIO MANUFACTURING CORPORATION • SAN JOSE, CALIF. 
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SECTION 1500 

CAPACITORS & RELAYS 
Vacuum Fixed Capacitors 

FIG. TYPE CAPACITY 

NICKEL COPPER MMFD 

L JCSL 100,250 

2t. ! M JSLF 250,450 

5 KV B JSLF 1000, 1500, 2000 
B JCSL 500. 750. 1000. 1500. 2000 

M JCSF 25,40,80,120,150 

t L JCS2 10,20,25,50,75,100, 150 
B JCS1 25,50,75,100,150 
B JCS 250,400,500 

7.5 t~< 
A JCS 900, 1000 

15 KV D MC1 500,750,1000 
I C M MC 500,750,1000 

J MM MMC 1500,2000 
F MMC1 2000 
E MMC 3000, 4000, 5000 

K V 1,2,3,4,5 

I K X 5, 10, 15,20,25 
N W 6, 12, 25, 50, 100 
I VCCA 6,12,25,50,75,100,150 

17 to I VC VCCE 6,12,25,50.75,100,15d 30 KV 
I VC VCCE 200,250 

I M JMF 50,75,100 
H JC2 25, 50, 75, 100 
C ML MLC 500 750 1000 

A JHC 75 
G JC3 20,40,50,60 

35 to G JC4 75, 100, 125 
60 KV G JC5 200 

J MMHC 450 
E MMHC 1000 

PEAK VOLTAGE RMS AMPERES(!) 

KILOVOLTS NICKEL COPPER 

3.5 35 
3,5 30 
3,5 30 
2 3 42 

7.5. 10, 15 30 
7.5. 10, 15 20 
7.5, 10,15 50 
7.5, 10, 15 42 
7.5. 10, 12 42 
10.15 75 
10, 15,20 21 120 
10.15 35 125 
10;15 125 
10.15 125 

17 7 
17 7 
20,25 10.5 
20,30 60 
20,30,35 14 60 
20,30 14 60 
20,30 40 
20,30 42 
25 30 21 125 

50,60 42 
35, 45, 55, 60 140 
35.45,55,60 175 
35, 45, 55, 60 225 
35,45,55 125 
35.40,45 150 

NOMINAL DIMENSION • 

LENGTH 

2% 
1% 
1% 
4 

1% 
3Ys 
3% 
4 
4% 
4Ys 
8% 
9Y4 
5 

13 

3Y4 
3V4 
4% 
4Y2 
6Y2 
6Y2 
2% 
4 
9V4 

4 

8Y4 
9Y4 

1W4 
9Y4 

13 

DIAM'ETER 

1% 
1% 
3Ys 
2¥s 

1% 
1% 
2Ya 
3Ys 
3% 
4Ys 
5 
6Ys 
6Ys 
9V4 

% 
Ws 
2Y4 
2% 
2% 
2% 
2Ys 
3Y4 
5 

3Y2 
3Y2 
5 
7 
6Ys 
91/4 

• Type JCSF 
150 mmfd 

15 kv 

Type JCSl 
I 1500 mmfd 

5 kv 

Type MMC 
2000 mmfd 

15 kv 

(DCurrent ratings can usually be doubled with forced air cooling. Water cooled units are also available. 
®Nol11inal Dimensions are for the largest unit of each type. ' T~e all copp.er con~truc'ion of Vacuum 

•• Fixed Capacitors give high current rat-
NOTE: Intermediate capacities, feed·thru capacitors, and' glass Insulators are available. ings, long life and stability of operation. 

Vacuum Coaxial Relays 

FOR 50 OHM 3% LINES TYPE RC21F SPOT VACUUM RELAY 
Impedance: 50 ohms. 
Frequency: (0-600 MC) -Crossstlk -VSWR 

200 MC --47.12 db -1.03 
225 MC -46.1 db -1.04 
250 MC -45.0 db -1.05 
300 MC --43.6 db -1.05 
400 MC --41.2 db -1.06 
500 MC -39.2 db -1.07 
600 MC -37.5 db -1.09 

Power Rating: 3 megawatt pk. 20 kw average at 600 Me. 
Insertion Loss: 0.01 db max. 

TYPE RC 10 VACUUM RELAY 
A SPST latching relay for use at frequencies up to 60 mc 

at 50 kw average power. Simple fittings are available that 
permit assembling multiple units in crossbar networks in a 
minimum of space. As an example a 4 x 5 (4 inputs, 5 out­
puts) network can be assembled occupying less than 9 cu. ft. 
of space. 

TYPE RC21F SPOT VACUUM RELAY 
Size: 3'/8 inch. Fittings: "RETMA," Flange type. 
Inner Connector: Anchor type. "Retma" Bullet to Jennings spring 

type. 
Configuration "T": May be installed in place of "Retma" 50 ohm 

standard elbow without modification of existing coaxial line. 
Actuation: Electro-mechanical latching type. Momentary energize 

to open/close. 24 or 115 V DC or manual operation. 
Indicator: Auxiliary Microswitches 2PDT. (Two each.) 
Transfer time: Less than 50 millisec. Weight: 18 !bs. (approx,), 

TYPE RC 10 LATCHING VACUUM RELAY 
Characteristic Impedance: 50 ohms 
Power Rating: 50 kw average to 60 mc 
Frequency Range: 0 to 100 mc 
VSWR: 1.02 max. at 30 mc; 1.05 max. at 60 me 
Crosstalk: Greater than -60 db isolation aHO mc 
Actuating Voltage: 24, 48, 115 vdc 
Actuator: Latching type 
Position Indicators: SPOT or DPDT microswitches 

High Voltage Measuring Equipment 

MODEL JP 325 HIGH VOLTAGE PROBE 
VOLTAGE RATINGS: 40, 50, or 60 KV 

peak. 
VOLTAGE DIVISION RATIO; 325 to I to 

termination of 3 ft of RG-58 A U cable. 
INPUT IMPEDANCE: 

Resistance: above 1012 ohms. 
Capacitance: 4 mmfd. 

FREQUENCY RESPONSE: High frequency 
limited by that of measuring instru­
ment. (I nternal resonances are above 
200 mc.) Low frequency response is 
100 cps if operating into 10 megohm 
shunt resistance; 1000 cps if operating 
into 1 megohm shunt resistance. 

MODEL H003 HIGH VOLTAGE 
VACUUM TUBE VOlTM ETER 

for use in pulse, rf and 60 cycle 
circuits at voltages up to 100 
KV. '. 

VOLTAGE RANGES (peak volts 
ful/"Scale): 
Single Ended: 2.5, 5, la, 25, 
50 KV. 
Double Ended: 2.5, 5, la, 25, 
50, 100KV. 
(By using Type JCD Series ca­
pacitor, these ranges can be 
more than doubled.) 

OSCillOSCOPE CONNECTION: 
300 to 1 division ratio. 

FREQUENCY RESPONSE: 10 
cycles.\o 20 megacycles at fuJI 
rated voltage and up to 50 
megacycles for lower voltages 
with low harmonic content. 

INPUT IMPEDANCE: 10" ohms 
and 4 mmfd. 

CALIBRATION ACCURACY: - 3% 
of fuJI scale. 

POWER SUPPLY: 117 volt, 50, 
60 cy. 

DIMENSIONS: 16lA" v ll' x 9' 

JENNINGS RADIO MANUFACTURING CORPORATION • SAN JOSE, CALIF. 
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SECTION 1500 

MAITORY DRY ELECTROLYTIC CAPACITORS 
P. R. MALLORY & CO. INC. TC Series • W Series 

INDIANAPOLIS ,IND. 
TYPES TC-TCD-TCS AND TCT TUBULAR DRY ELECTROLYTICS 

Combine small size and long lite. Tolerance; Up to 50 
WVDC, -10%, +250%; 51 through 350 WVDC, -10%, 
+100%; over 350 WVDC, -10%, +50%. Rated 85° C, 

__ ~IWIii' ..... :'n"g~J'ta~gl~1 ~b~~ ;b~5~~d ;8lt~~e:':;~ e~~;~~e~~lf~ 
mounting strap. Types TC and TCN are single section units with 3" bare solid copper 

¥~~e~i~a3~an:;a~~t~ ~~~t1~~1 ~~ffsn:,~~g~~atl.:rt~n~~fd':~i~i;~~ul~;~e wi'iie:'l:' t~rJl: 
common negative units with 7' Insulated wire leads. 

TYPE TC SINGLE SECTION TCD DUAL COMMON NEGATIVE 
No. Cap., WV Size, In. Net 
TC- ,..f DC Dja. x Lg. Each mr-- ""lOlili" -,- II..{eX 2 50.90 

304 200 3 "-16X 1~ .69 
305 500 3 "",x 1% .84 
310 1000 3 '%x 1;14 1.02 
605 500 6 lS,-UX 1~ .93 
610 1000 6 '%x2 1.14 
1502 200 15 '%x 1% .84 
1505 500 15 '%x2 1.05 
1501 1000 15 1'-16 x 2~ 1,38 
22 10 25 '-16X ~ ,60 
26 25 25 '-16X ;14 .60 
29 50 25 %x1% ,66 
2501 100 25 ll,{eX 1% .81 
25015 150 25 11-1ix 1% .87 
2505 500 25 1~~2~", 1.38 
31 1 50 .54 
302 2 50 ~,x ;14 .54 
30 5 50 %x ~ .60 
32 10 50 %x ~ .60 
36 25 50 "-16X 1~ .63 
39 50 50 ::~~B~ .72 
3501 100 50 .84 
50025 250-50- "-16 x l:ii ---r.-O-S 
40 5 150 '-16 x Yo .60 
41 8 150 '-16 x 1 .63 
42 10 150 '-16 x 1~ .63 
43 12 150 '-16 x 1~ .66 
44 16 150 "",x 1% .69 
45 20 150 '%x 1% .72 
47 30 150 "-16X 1% .78 
48 40 150 15.-UX 1% .81 
49 50 150 lIi,,{,X 1 ~i .84 
492 80 ISO 15,,{6X 2 .96 
493 100 150 1'-16 x 2~ 1,05 
495 150 150 1'-16 x 2~ 1.14 
496 200 150 111M x 2Ji .90 
499 300 150 1'-16 x 3 1.53 
50X 5 250 ll,-UX l"U .63 
51 8 250 Il,-UX 1 %' .69 
52 10 250 "-16X 1~ .72 
53 12 250 ISA6x 1% .75 
54 16 250 13A6x 1 %' .. 78 
55 20 250 '%x 1~ .81 
58 40 250 1'-16 x 1;14 .93 
59 50 250 1'-16.K 1~ 1.02 
1265 100 250 1'-16 x 2Yo 1.47 
595 2 350 7", x 1% 1.26 
60- --5~-350- II~X 1%'· -.63 
61 8 350 lllAGX 1~ .72 
62 10 350 lSt16X 1% .75 
63 12 350 I3-16X I~ .78 
64 16 350 '%x 1;14 .84 
65 20 350 15,,{eX 1%; .87 
68 60 350 1'-16 x 2~ 1.17 
69 100 350 1'-16 x 4 1.86 
692 150 350 1'-16x3Yo .90 
695 2 450 ll/{GX 1>1! ,66 
697 4 450 1'-16 x 1;14 .90 
70 5 450 11,,(eX 1% ,72 
71 .8 450 13,16X 1% .75 
72 10 450 lS.-1tX I%, .78 
73 12 450 15MX.l~i .81 
74 16 450 I~,{6X 1% .84 
75 20 450 1'", x I~ .93 
77 30 450 1'",x2~ 1.02 
78 40 450 ~:;}! ~ ~~ 1.08 
79 50 450 1.26 
795 60 450 1'-16 x 2Yo 1.38 -80-- -80- 450 T\{,-X-4- 1.68 
805 100 450 l%x3 1.92 
81' 10 500 '"",,xl~ .81 
83" 20 500 1'-16 x 1;14 .96 
84' 30 500 1'-16 x 2~ 1.05 
92 . 10 600 1'", X 2' 1.77 
308t .5Zl 3 1'",x2 1.32 
420t 1.5Z§ 4 1'-16 x 2Yo 2.10 
421t 1.5Z# 6 1'-16 x 2 1.80 
Nl05t 5 10 "-16X 1~ .81 
Nl06t 6 10 %x 1~ ,81 
Nl08t 8 10 "",x 1% .81 
Nl025t 25 10 %x Yo .81 
N412t 500 10 "-16x2 1.20 
N1550t 500 15 '%x2~ 1.74 
N415~ 1000 15 1'", x 3% 1.71 
N251 t 16 25 %x 1% .87 
N425t 100 25 '%xl% 1.02 
N502t 2 50 '1, x 1~ .69 
N503t 3 50 :;}!~H~ .72 
N504t 4 50 .75 
N505t 5 50 %x1~ .90 
N5010t 10 50 %xl~ .75 

~~~~~t 100 50 '% x 1;14 1-29 
4 150 %x 1~ .75 

~~mt 20 350 1'-16 x 2Yo 1.08 
10 450 1,,,,x2~ .99 

tNon-polar. U5750 cps. §60 cPS. #120 cps. 

©1961 P. R. Mallory & Co., Inc. 
ALL RIGHTS RESERVED 

No, Cap., I size, In. Net 
TCD- ,..f WVDC Dja. x Lg. Each 
~250-10oo""iO-lr ntlx2~ 51.68 
16 500-100 16-16 "-16x2 • 78 
26 25-25 25-25 '%xl~ .84 
40 10-10 100-100 l'-16xl~ .87 
45 20-20 150-150 "",xl ~ .99 
47 30-30 150-150 '%xl ~ 1,1 1 
485' 40-20 150-150 "",xl;14 1.05 
475 40-30 150-150 '%x2 1.08 
48 40-40 150-150 1'-16x2 1.11 
497 50-30 150-150 "-16x2 1 .1 7 
49 50-50 150-150 1'",x2~ 1-26 
4975 80-40 150-150 1'",x2~ 1.32 
498 80-50 150-150 1'",x2~ 1.41 
2155 100-100 150-150 1'-16x4 1.92 
46 30-20 200-200 15",x2 1 .1 7 
2165 . 30-30 200-200 I '",x2 ~ 1 .32 
2169 50-75 250-50 1'.{,x2~ 1.44 
2174 100-150 250-50 I '",x4 2.16 
2173 8-8 250-250 '%xl~ .96 
52 10-10 250-250 15",x2 .99 
55 20-20 2S0-250 1'",x2 1 • 1 1 
2274 40-40 300-300 1 '",x3 ~ 1 .77 
58 80-40 300-300 1'",x4 2.07 
62 10-10 350-350 '%x2 1,02 
65 20-20 350-350 1'",x2% 1.35 
2297 40-50 450-50 1'",x3~ 1.50 
2302 30-60 450-300 1'-16x4 1 ,92 
71 8-8 450-450 '%x2 1.02 
72 10-10 450-450 1'",x2 1.11 
74 15-15 450-450 1'-16x3~ 1.32 
745 20-8 450-450 1'-16x2~ 1.26 
75 20-20 450-450 1'",x3 ~ 1 .50 
77 30-30 450-450 l'",x4 1 .80 
78 40-40 450-450 1'-16x4 2.04 

TCS DUAL SEPARATE SECTION 

T':;°S-
Cap. 

.;wC':. 
_~ize, n • _Net 

-n:tr Dja. x Lg. Each -n-- <r5O 13,,{, X 2% 51.20 
45 20-20 150 "-16 x 2% 1.26 
47 30-30 150 1'-16 x 2% 1.35 
48 40-40 150 1'",x2Yo 1.41 
49 120-120 150 1'-16x3Yo 1.98 
505 70-70 175 1'-16x3Yo 2.16 
52 10-10 250 15.1t x 2% 1.26 
55 20-20 250 1'", x 2 Yo 1,41 
61 8-8 350 15'{G x 2% 1,26 
64 15-15 350 1'",x2Yo 1.65 
71 8-8 450 1'-16 x 2% 1.29 
74 15-15 450 1'-16 x 2Yo 1.65 
75 20-20 450 I':';:; x 3~ 1.89 

TCT TRIPLE COMMON NEGATIVE 
No. Cap. Slze,ln. Net 

TCT- ,..f Voltst Dla,x L. Each 
3ffi' 20-20-20 150-150-25 ~ i1.23 
3055 30-30-20 150-150-25 1'",x2~ 1.32 
3094 50-30-200 150-150-25 11.{6X2 :VB 1.65 
3109 20-10-10- 150-150-150 "-16Xl ~ T.2O 
3112 20-20-20 150-150-150 l'-16xl;14 1.29 
3113 30-30-30 150-150-150 1'",x2~ 1.41 
3114 40-20-20 150-150-150 1'",x2~ 1,35 
3105 40-30-20 150-150-150 1'-16xl;14 1,38 
3116 40-40-20 150-150-150 1'-16x2 ~ 1,41 
3115 40-40-40 150-150-150 l'-16x2 ~ 1,47 
3107 50-30-20 150-150-1501'-16x2Ji 1,41 
311.0 60-30-10 150-150-150 1 '",x2 2.22 
3119 60-50-20 150-150-1501',f,x2% 1.62 
3117 80-40-20 150-150-150 1I",x2 Yo 1.65 
3118 80-50-50 150-150-150 1'-16x4 1.86 
3285 40-30-40 350-250-150 1'-16x4 1.98 
3405 30-50-100450-150-25 1'-16x4 1.92 
3432 30-30-30 450-350-250 l'-16x4 2.25 
3764 40-20-10 450-450-450 l'd.x4 2,25 
• Each sectIOn tNon polarized. -

CLIPS FOR TC CAPACITORS 
Special clips mount any tubular or FP type 
capacitor horizontally. Mounts without 
tools under special chassis lances In original 
equipment· or with 5-32 screw In ~"hole 

Mail. s~rlng Size, Net 
No. Clip for In. Each m:n- TC % 3c 

TH-IS TC %-% 3c 
TH-17 TC %-ll,,{e 3c 
TH-19 TC and FP %;-1I..{e 3c 
TH-21 TC Yo-'% 3c 
TH-23 TC andFP 1-1'-16 3c 
TH-25 TC andFP l~-Pal 6c 

ELECTROLYTIC CAPACITOR 
Designed tor antenna rotators. 

No. at WVDC D. x L. Each 
Mall. I . Cap.,..1 I Size, In. I Net 

S'f7r 70at50v.AC ~""f!C 

Mallory Page C-1 

Net 

HIGH TEMPERATURE 
WAX TUBULARS 

Single-ended, 
wax-dipped card­
board sleeve tor 
high capacity at 
high voltages and 
temperatures. 
F'P construction; 
5" lIexlble leads. 
WVDC, -10% + 
-10% +100%; over 
+50%. No. WQ240 Is OOllQlI,-ellQeo. 

Mall. Cap. ,..f Size, In. Net 
No. @ WVDC D. x L. Each 

WDm 120-120 ® 150 1 x4% n:n 
WD210 50-30 @ 150 Yo x2 Yo 1.17 
WD215 50-50 @ 150 Yox2Yo 1.26 
WD220 70-30 @ 150 Yo x2 Yo 1.29 
WD235 100-50 @ 150 I x3% 1.59 
WD251 250-50 @l 150 l%x2Yo 1.98 
WS342 200 @ 200 l~x3% 1,74 
WS427 140-(ij;-300---- l~x3% T.lfil 
WS560 150 @ 400 Hf,m~ 2.79 
WS730 100 @ 450 2.76 
WT217 40-40-20 @ 150 1 x2Yo 1.41 
WT460 60-60-4 @ 350 l~x3% 3.15 
WD340 60-125 @ 200-50 I '",x2 Yo 1.44 
WD345 5-200 @ 200-200 l%x3% 2.13 
WD425 150-100 @ 300-300 l%x3% 2.31 
WO-450 5::140 @350-350- l~x4% 2:25 
WT312 250-120-50 l%x3Yo 2.61 

@ 150-150-25 
WT630 5-40-80 l'.iOx4% 2.73 

@ 450-400-400 
WT700 10-10-150 l~x2Yo 1.65 

@ 450-450-50 
1~x4% 2.85 WT458 60-60-60 @ 

@ 350-350-300 
WT455 100-40-40 l~x4% 3.42 

@ 350-350-250 
WT400 120-40-100 l%x2Yo 2.97 

@ 300-250-50 
WT407 70-50-30 

@ 300-300-250 
l~x3Yo 2.52 

WT430 100-60-100 l~x4% 3.06 
@ 300-300-,0;0 

4.11 WT449 140-5-200 l%x4% 
@ 350-300-200 

WT240 60-60-100 1'-16x2;14 2.73 
@ 150-150-25 ----'---

WT316 150-150-150 l~x4% 2.91 
@ 150-150-150 

1~x4% 2.73 WT320 200-250-10 
@ 150-150-150 

i.95 WT201 60-40-250 I x2Yo 
@ 150-150-15 

WQ209 60-40-20-200 @ 
150-150-150-10 

1'-16x3 2.07 

WQ240 10-10-40-200 @ l~x2% 1.95 
150-150-150-35 

WT447 10-100-200 l%x3% 2.55 
@ 350-150-150 

WQ402 150-100-20-100 @ l%x4% 4:17 
300-300-300-25 

WQ775 10-20-20-40 @ 
450-450-450-450 

l~x3% 2.82 

WQ650 10-40-80-100 @ 
450-300-400-50 

l~x4% 3.30 

WQ505 5-30-140-200 @ l%x4% 4.50 
300-200-350-200 

WQ511 140-5-200-100 @ l%x4% 4.92 
350-300-200-150 

WQ795 20-20-40-40 @ 
450-450-450-450 

1~x4% 3.27 

WQ230 40-40-20-20 @ "-16x2Yo T.i3 
150-150-150-25 

WQ215 40-20-20-100 @ l'4x2Yo 1.9. 
150-150-150-25 

WQ250 60-40-40-20 @ 1'-16x2Yo 1.95 
150-150-150-25 

WQ635 100-25-10-S0 @ l%x3% 2.82 
300-450-300-50 

WQ40i; 120-40-40-10 @ 
300-300-300-250 

l%x4~ 2.9l 

WQ410 80-40-40-10 @ 
300-300-250-250 

1 'Mx3 % 3.12 

WQ349 40-20-20-100 @ 
350-300-250-50 

1%x2Yo 2.70 

WV404 40-20-20-20-50 @ 
300-300-300-300-50 

l~x3% 3.21 

PRINTED CIRCUIT HIGH 
TEMPERATURE WAX TUBULARS 
Same as W Series, above, except designed 
tor orlnted circuit applications 

Mallory Cap., WV Size, In. Net 
No. ~ 

DC. Dla. x L. Each 
pWD211 l5O~ 'Sim 
PWD221 50-50 150 lx2 .94 
PWD231 75-30 150 1x2% .97 
PWD240 80-30 150 lx2% .97 
PWD252 80-50 150 1x2% 1.06 
PWD263 100-50 150 lx2% 1.88 

* WVDC each section. 
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SECTION )500 r 

MAiIORY DRY ELECTROLYTIC CAPACITORS 
P. R. MALLORY & CO. INC. FP-WP Ser.-es 

INDIANAPOLIS ,IND. 

Mallory WV 

FP AND WP CAPACITORS 
For top chassis moun ting In 1Iiter and audio bypass 

~~&~~t'h:!'~ ~Yt,:feP~~i~~~sa~Xifl~y:e~~r~:P~~~m~ 
All WP and FP capacitors are designed tor high tem­
perature (S5° 0) operation at full rated voltage, ex­
cept as noted In table by -<:/. Single, dual, triple and 
quad section units encased n compact rubber sealed 
aluminum cases with seU-contalned mounting reature. 

fP.WP-5INGLES 

Net Mallory Net. Mallory 

Type FP Is su~plled with Fabricated Plate (metallized 

~~~3:s. g~~:~(ar~~~~j,llfs~g~~ro~\~';,setg~elhrl~~ 
pedance and minimum coupling between sections. 
aase at negative potential. Supplied Insulating 
washer may be used where negative ground Is not 
wanted. For twist-prong mounting throngh chassis 
slots .• SIZES are shown at end of listing. 

Cap., WV Net Mallory Cap., WV Net car" Nb •. DC • Each 
wmr 15~lot ~ "'If" fD""2 

1.0Z/ 2.40 

car" WV 
No. V DC • Each 

WiiRO ilO "B tm 
WP065 500 50 F 1.59 
WP066 1.$9 

No. + DC • Each 
nsnr -ml A w.n 
WP125 140 250 D 1.74 
WP125.9 150 250 1.71 

No. 

* 
DC • Each 

rmr '"3"3iJ T n:n 
FP142 10 450 A .93 
FPl43 450 B 1.02 WP5.0 3NP H 

WP505 
60~ 
10 / 3NP A 1.20 

WP035 ~~ 15 A 1.05 
WP039 1000 15 a 1.53 
WPo.l 2000 15 G' 2.07 
WP042 3000 15 H 2.10 
WP052 40 25 A .81 
WP055 100 25 B .96 
WP057 500 25 a 1.53 
WP059 1000 25 F 2,13 
WP063 4 50 A .75 
WP064 100 50 B .99 

M,!!lory Capecty 
~~::~8 No. :.Mo-r~o WPIiIr HAi 

WP205 .5Z-2.5Z/ 12-6 

WP200 
157g?t-60t 
1000- 000 15-15 

WP200.1 1000-1000 15-15 
WP200.23 1500-1000 16-10 
WP200,6 500-500 16-16 
WP200.U S00-200 16-16 
WP200.21 1000-500 16-16 . 
WP200.5 500-100 20-20 
WP200.7 500-200 20-20 
WP200.2 1000-2000 25-15 
WP201.1 40-40 25-25 
WP201.1S 1000-1000 25-25 
WP202.1 50-50 50-50 
WP202.5 100-100 50-50 
WP205.6 50-500 150-5 
WP205.8 50-1000 150-8 
WP206 50-150 150-25 
FP208 20-20 150-150 
FP211 30-30 150-150 
FP210 40-20 150-150 
FP212 40-40 150-150 
FP213 50-30 150-150 
FP214 50-50 150-150 
FP214.5 75-75 150-150 
FP214.6 75-75 150-150 
FP216.2 SO-40 150-150 
WP216.24 SO-50 150-150 
FP215 125-100 150-150 . 
FP216.3 200-150 150-150 
FP21S.4 200-200 150-150 
FP216.6 60-60 200-200 
FP216.1 200-5 200-200 
FP216.8 40-25· 250-150 
FP217 20-20 250-250 
FP221 40-40 250-250 
FP217.7 150-150 250-250 

MlI'liory Cipa~lty ~~::~8 No. 2dbo WJI!lIIiJJ to:l0-10 
WP300.6 S50-4OO- 16-16-

2.2 11.5 rms 
WP300.7 S5Q-400-4 16-16-

WP300.88 1000-400-4 
11.5 rms 

16-16-
11.5 rms 

WP3D0.89 1000-400-4 16-16-
11.5 rms 

WPIOO.9 1000-50Q-4 16-16-
11.5 rms 

WP3OD.95 1000-200- 25-25-25 
200 

WP300.5 400-100- 16-16-16 
100 

WP300.' 500-100- 16-16-16. 
100 

WPJoo.as 500-500- 16-16-16 
100 

WP300.87 700-200- 16-16-16 
100 

WP300 1000-500- 16-H1-16 
20 

WPJ0D.17 500-200-5 16-16-25 
WP520- 40-40-40 25-25-25 
WP301 30-30-30 50-50-50 
FP303 20-250-100 150-15-15 
FP312 100-50-25 150-50-25 
WP302 15-15-1000 150-150-2 
WP302.1 15-15-1200 150-150-2 
FP302.4 80-20-200 150-150-10 
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WP068 
FPl13 
FP115 
FP116 
FPl16.5 
FP116.6 
FPl17 
FP117.5 
FP118 
FPl19 
FP121 
FP122 
.WP123 

• E~~ 
T n:f:': 

I 2.16 

F 2.64 
D 2.64 
F 2.55. 
B 1.95 
B 2.73 
a 2.28 
B 1.65 
B 1.80 
H 3.87 
B .93 
G 2.91 
B 1.02 
B 1.26 
a 1.41 
B 1.71 
a 1.32 
B 1.02 
B 1.11 
B 1.08 
B 1.14 
B 1.20 
a 1.29 
F 1.56 
E 1.56 
a 1.38 
B 1.50 
G 2.0. 
I 2.25 
I 2.40 

D 1.53 
G 1.65 
a 1.29 
B 1~14 
D 1.50 
I 3.09 

. ::.~ 
"B ros 
a 2.97 

a 2.97 

a 2.16 

F 2.58 

a 3.12 

F 3.01 

II 1.80 

B 2.64 

B 2.40 

1\ 1.8' 

F 2.52 

B :1:.'2 
B 1.2' 
B 1.2' 
F 1.74 
D 1.80 
B 1.80 
B 1.80 
F 1.71 

500 50 D 
1500 50 H 2.31 FP126 200 250 
30 150 A .93 FP128 80 300 
50 150 B .99 FP129.1 100 300 
100 150 a 1.20 FP131 150 300 
120 150 D 1.23 WP13L5 160 300 
120 150 F 1.23 WP132 200 300 
150 150 D 1.29 FP135 30 350 
150 150 F 1.29 FP137 50 350 
200 150 G 1.47 FPl37.2 60 350 
300 150 H 1.68 FP138 so 350 
120 200 F 1.U FP140 125 350 
125 200 D 1.44 FP140.5 140 350 
500 200 I 2.19 FP140.6 150 350 

FP·Wlt-DUALS 
Mallory capacity workin8· Net 

No'. ~ Volts D • Each mn:n 250:250 II n:n 
WP217.B5 35-500 300-6 1.68 
FP217.86 30-20 300-50 B 1.14 
FP217.8 20-60 300-250 D 1.65 
FP217.87 40-40 300-300 F 1.77 
FP217.88 50-10 300-300 F 1.53 
FP217.9 75-75 300-300 H 2.28 
FP218 120-20 300-300 H 2,40 
WP219 125-60 300-300 G 2.70 
FP223 5-75 350-150 D 1.26 
FP225 15-15 350-350 B 1.35 
FP227 20-20 350-350 a 1.38 
FP227.3 30-30 350-350 D 1.74 
WP227.35 S0-20 350-350 D 2.10 
FP227.4 80-20 350-350 G 2.10 
FP227.5 SQ-40 350-350 H 2.16 
FP227.6 S0-80 350-350 I 2.82 
FP227.7 100-100 350-350 I 3.69 
FP228.3 150-20 350-350 H 2.73 
FP22. 35-100 400-50 D 1.56 
FP229.2 40-4 400-350 D 1.41 
FP229.3 75-75 40Q-400 I 2.91 
FP229.4 S0-60 400-400 I 2.82 
FP22'.5 120-40 400-400 I 3.15 
WP229.S2 120-120 400-400 I 4.17 
FP22'.53 40-50 450-50 D 1.65 
FP229.55 40-100 450-50 E 1.68 
FP229.6 50-100 450-50 G 1.80 
FP244 80-50 450-50 H 2.40 
FP229.8 So-100 450-50 H 2.25 
FP229.' 30-200 450-150 H 2.10 
FP230 20-50 450-250 D 1.68 
WP230.2 20-200 450-250 F 2.73 
FP230.3 40-10 450-300 D 1.56 
FP230.5 10-50 450-350 D 1.62 
FP230.6 10-100 450-350 H 2.40 
FP235 20-SO 450-350 G 2.19 
WP230.9 5-5 450-450 B 1.02 

No~ry pe,ty Vo~:' G8 • each 
mn:l" ~ 150-150-io 1) • § 
FP302.7 SO-30-3OO 150-150-10 F 2.04 
FP302.8 100-80-200 150-150-10 G 2.16 
FP302.9 80-20-100 150-150-15 F 1.68 
FP306 40-20-20 150-150-25 B 1.38 
FP307 40-20-100 150-150-25 C 1.50 
FP304 40-20-200 150-150-25 a 1.62 
FP310 4Q-40-20 150-150-25 a 1.44 
FP314 40-40-200 150-150-25 D 1.68 
WP308.1 4Q-40-250 150-150-25 D 1.89 
FP30. 50-30-100 150-150-25 C 1.62 
FP311 50-50-20 150-150-25 D 1.59 
FP311.1 S0-40-25 150-150-25 D 1.65 
FP311.15 80-40-300 150-150-25 G 2.22 
fP311.2 20-20-20 150-150-150 B 1.38 
FP311.4 40-20-20 150-150-150 a 1.44 
FP311.5 40-40-40 150-150-150 D 1.56 
FP311.55 50-20-20 150-150-150 a 1.53 
FP311.6 50-40-10 150-150-150 B 1.53 
FP311.6550-50-50 150-150-1 D 1.80 
FP311.66 70-15-15 150-150-150 a 1.62 
FP311.8 70-40-40 150-150-150 E 1.74 
FP311.67 S0-30-10 150-150-150 D 1.65 
FP311.6860-GQ-40 150-150-150 F 2.04 
FP311.7 SO-40-20 150-150-150 F 1.74 
FP311.85 120-80-40 150-150-150 H 2.22 
FP311.9 120-120-40 150-150-150 H 2.43 
FP311.95 150-50-50 150-150-150 G 2.31 
FP312.5 200-100-60150-150-150 I 2.73 
FP312.6 300-100-80 150-150-150 I 2.97 
FP312.8 60-200-140200-150-150 I· 2.85 

Mallory Page C-2 

Net 

K 15 
H 2.43 FPl44 20 450 B 1.08 
D 1.53 FP145 30 450 C 1.17 
D 1.74 
H 2.10 

FP146 40 450 C 1.23 
FP148 60 450 G 1.68 

G 2.31 FP149 SO 450 G 1.83 
G 2.58 FP150 100 450 H 2.07 
B 1.14 FP155 125 450 J 2.76 
a 1.26 
D 1.32 
G 1.71 
H 2.37 
H 2.34 
H 2.55 

FP1711 
10 5g0 B .96 

FP173 20 50 B 1.11 
FPl75 30 500 C 1.20 
FP176 40 500 F 1.50 
FP177 40 500 D 1.50 
FP18n 90 500 H 2.10 

Mallory Capacity ~~:.ki88 Net 
No. J- • Each 
~ 450:456 "1r """T.R 
FP231.3 20-10 450-450 C 1.32 
FP234 20-20 450-450 D $1.53 
FP237 30-30 45Q-450 G 1.83 
FP238 40-40 450-450 H 2.07 
FP239 50-40 450-450 H 2.19 
FP240U 50-50 450-450 H 2.31 
FP242 60-20 450-450 H 2.10 
FP242.5 60-60 450-450 I 2.70 
FP245 80-10 45Q-450 H 2.16 
FP245.2 SO-20 450-450 H 2.34 
FP245.3 SO-30 45Q-450 I 2.4' 
FP247 100-40 45Q-450 I 2.91 
FP248 100-60 450-450 I 3.51 
FP250 40-S0 475-200 G 2.19 
FP252 80-SO 475-250 I 2.79 
FP255 20-100 475-300 H 2.37 
FP256 20-100 475-400 I 2.70 
FP258 15-15 475-475 a 1.41 
FP259 30-10 475-475 D 1.56 
FP260 40-10 475-475 H 1.86 
FP262 40-40 475-475 H 2.58 
FP263 6Q-40 475-475 I 2.73 
FP264.5 S0-40 475-475 I 3.03 
FP266 SO-50 475-475 I 3.12 
WP272 10-100 500-50 B 1.38 
FP277i 60-S0 500-150 H 2.25 
FP280 40-50 500-200 G 1.98 
FP282t 10-10 500-500 C 1.17 
FP282.5 20-20 500-500 F 1.'8 
FP283t 30-10 500-500 F 1.56 
FP284: 30-30 500-500 G 1.95 
FP288! 40-40 500-500 H 2.58 
FP290 60-40 500-500 J 2.73 

t: Recommended ror photollaBh applica­
tions. Oan Is ungrounded. tLlmlted opera­
tion up to 65°· C. tOycles. 

Mallory capa,clty Working Net 
No. ~ Volts DC • Each mrr-~ 200-200:25 "BiD"3 

FP318.3 30-20-40 200-200-150 a 1.62 
FP318.5 20-20-20 200-200-200 a 1;50 
FP318.7 30-20-20 200-200-200 a 1.62 
FP318.74 40-40-20 200-200-200]<' 1.77 
WP3U.77 60-60-40 200-200-200 F 2.16 
FP318.8 250-200-10 200-200-200 I 4.02 
FP319 S0-40-50 250-150-50 G 1.98 
FP360 15-20-20 250-150-150 B 1.50 
FP319.5 90-90-20 ·250-250-50 H 2.76 
WP319.6 60-5-100 250-250-50 a 1.80 
WP319.7 60-5-50 250-250-200 F 2.13 
FP319.8 20-20-20 250-250-250 a 1.56 
FP320 40-20-20 250-250-250 F 1.74 
FP321 40-20-20 250-250-250 D 1.74 
FP323 SO-S0-60 250-250-250 I 2.94 
FP326 100-60-20 300-150-25 H 2.52 
FP326.2 20-150-S0 300-150-150 H 2.43 
FP326.3 100-200-GO 300-150-150 I 3.27 
FP334 20-S0-10 300-250-200 G 2.07 
FP326.4 60-30-30 300-250-250 G 2.25 
FP335 100-60-20 300-250-250 H 2.94 
FP336 200-60-20 300-250-250 I 3.41 
WP326.35 20-100-100 300-200-50 K 2.01 
FP326.5 150-10-25 300-300-25 H 2.37 
FP326.6 100-10-60 300-300-50 G 2.43 
FP326.62 S0-40-40 300-300-300 H 2.73 
WP326.63 30-10-20 300-300-250 a 1.71 
WP326.64 60-5-20 300-300-250 a 1.83 
"See table or SiZes on another page. 
FP-WP triples continued on next page. 
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SECTION 1500 

MAiTORY DRY ELECTROLYTIC CAPACITORS 
P.R. MALLORY&CO.INC. FP-WP Series (CONT.) 

INDIANAPOLIS ,IND. 
FP·WP-TRIPLES (CONTINUED) 

Mallory I Capacity Working 
No. ~ Volts DC • 

f'P'fi6.'f" 140- 00- 0 300-300-50 T 
WP326.71 140-100- 300-300-.50 J 

100 
FP326.74 140-10-200 300-:~00-150 I 
FP32G.65 100-60-4 300-300-300 H 
FP32G.67 120-50-40 :100-300-300 I 
FP326.75 150-30-30 300-300-300 I 
FP326.78 140-100-20 300-300-300 I 
WP326.8 4-100-40 350-25-25 B 
FP327 40-100-25 :150-50-25 F 
WP327.2 20-50-100 350-100-75 D 
FP327.3 60-200-30 350-150-11;0 J 
FP327.4 125-5-100 :150-200-75 I 
FP327.5 10-40-40 350-200-200 D 
FP327.6 :lO-20-IOO 350-250-50 ]) 
FP331 :10-30-20 350-300-25 1> 
FP327.8 aO-50-20 :150.:100-2,5 G 
FP327.87 100-40-40 350-300-250 I 
FP327.89 40-40-40 350-:100-300 G 
WP-

327.896 160-120-30 350-300-300 I 
FP328 15-10-~0 350"350-25 B 
FP329.1 20-4-100 350-350-25 C 
FP329.5 20-20-20 350~:150-25 B 
FP327.9 20-40-100 350-350-25 D 
FP330 30-20-20 350-350-25 D 
FP330.13 200-10-50 350-350-25 I 
FP330.15 10-5-30 350-350-50 B 
FP330.2 10-5-150 350-350-50 C 
FP330.21 20-5-150 350-350-50 ]) 
FP330.23 80-40-400 350-350-50 H 
FP330.22 100-20-50 350-350-50 H 
FP·330.25 30-20-100 350-350-150 G 
FP-

330.248 70-40-50 350-350-150 H 
WP330.24 125-20-20 3.50-350-150 H 
FP330.29 30-5-100 350-350-200 G 
FP330.26 100-60-20 350-350-200 I 
FP330.27 125-60-40 350-350-200 I 
FP330.28 100-60-100 350-350-200 I 
FP330.3 2.0-10-5 350-350-250 B 
FP330.5 10-10-10 350-350-350 B 
FP330.7 30-20-10 350-350-350 D 
FP330.9 60-50-50 350-350-350 I 
FP331.3 80-60-60 350-350-350 I 
FP331.6 90-40-20 350-350-350 I 
WP331.7 100-40-5 350-350-350 H 
FP331.76 100-40-40 350-350-350 I 
FP331.8 100-60-40 350-350-350 I 
FP332.4 100-100-10 350-350-350 I 

·WP332.48 140-140-20 350-350-350 I 
FP332.5 40-200-60 400-200-200 I 

Net 
Each 
sn7 

3.36 

3.30 
2.82 
3.33 
3.00 
3.45 
1.35 
1.92 
1.98 
2.82 
3.18 
2.58 
1.95 
1.89 
2.16 
3.36 
2.61 

3.99 
1.50 
1.56 
1.68 
1.56 
1.86 
3.06 
1.32 
1.62 
1.77 
3.39 
2.91 
2.40 

2.64 
2.85 
2.25 
3.30 
3.54 
3.03 
1.53 
1.4 
1.9 
2.9 
3.3 
3.1 
2.8 
3.1 

4 
5 
4 
3 
5 
2 
5 

3.39 
4.08 
4.4 
3.3 

7 
3 

Mallory Capacity 
No. /.', 

FP332.7 10=4-40 
FP333 10-50-30 
FP333.05 100-10-200 
FP333.1 40-4-4 
FP333.2 80-40-100 
FP333.3 RO-40-150 
FP333.15 100-20-20 
FP333.5 20-10-40 
FP333.6 20-20-10 
FP333.7 60-:30-20 
FP333.8 80-20-10 
FP333.85 100-10-80 
FP333.88 50-:10-4 
FP333.9 90-10-5 
FP333.95 100-:30-20 
WP334.6 20-500-500 
FP342 40-40-1:10 
FP343 40-100-50 
WP339.5 10-50-100 
FP340 20-50-100 
FP341 40-90-50 
FP341.2 lO-IOO-200 
FP341.3 20-80-50 
FP341.5 20-60-100 
FP341.6 50-160-50 
FP341.8 10-80-80 
FP342.2 5-80-40 
FP342.5 30-15-40 
FP342.7 30-40-50 
FP342.8 80-50-100 
FP343.1 15-20-20 
FP343.4 20-15-15 
FP343.G 20-40-10 
FP343.9 10-30-150 
FP344.2 60-80-20 
FP344.4 4-40-40 
FP344.5 10-30-40 
FP345.2 10-10-20 
FP345.5 15-15-40 
FP345.8 20-20-20 
FP345.3 40-20-20 
FP346 40-40-20 
FP345.4 80-10-125 
FP364 80-40-100 
FP365 10-10-40 
FP366 20-10-50 
FP3G6.5 30-10-150 
FP367 :15-25-100 
FP367.5 40-30-25 
FP368 60-40-75 
FP368.3 80-20-100 
FP368.5 80-50-50 

Working 
Volts DC • 

400-350-25 B 
400-:150-25 F 
450-350-25 H 
400-:150-150 n 
400-400-50 I 
400-400-50 I 
400-400-50 H 
400-400-:150 E 
400-400-:J50 D 
400-400-:J50 H 
400-400-:150 H 
400-400-:150 I 
400-400-400 G 
400-400-400 H 
400-400-400 I 
450-25-25 H 
450-150-50 G 
450-150-50 H 
450-150-75 D 
450-150-75 F 
450-150-150 H 
450-200-25 E 
450-200-150 G 
450-250-25 G 
450-250-50 I 
450-21;0-250 H 
450-300-:lO0 H 
450-350-25 F 
450-:150-25 E 
450-350-200 I 
450-:150-250 D 
450-350-:150 D 
450-:150-350 G 
450-400·$ D 
450-400-250 I 
450-400-300 G 
450-400-300 G 
450-450-25 B 
450-450-25 C 
450-450-25 C 
450-450-25 G 
450-450-25 H 
450-450-25 H 
450-450-25 I 
450-450-50 C 
450-450-50 ]) 
450-450-50 G 
450-450-50 H 
450-450~50 G 
450-450-50 I 
450-450-50 I 
450-450-50 I 

. FP.WP-QUADS 

MaUory Capacity Working Net 
No. 1'1 Volts DC • Each 

WP401.5 1 M-6U0-350-4 16-i6-16-ii.5rms F $3.24 
WP401.8 750-750-350-4 16-16-16-11.5rms F 3·87 
FP403 50-20-150-30 150-150-15-15 F 1.92 
FP405 20-20-160-40 150-150-25-25 F 1·92 
WP405.5 50-40-160-40 150-150-25-25 F 1.92 
WP406 40-40-200-100 150-150-25-25 F 1.86 
FP407 30-20-20-200 150-150-150-10 F 1.86 
FP407.5 40-40-20-200 150-150-150-10 F 1.92 
FP408 60-40-20-200 150-150-150-10 F 2.07 
FP408.5 80-80-10-200 150-150-150-10 G 2.34 
FP408.7 300-30-10-100 150-150-150-10 H 2·73 
FP408.9 30-30-30-40 150-150-150-25 F 1.86 
FP409 40-40-30-20 150-150-150-25 F' 1·86 
FP409.4 50-20-20-200 150-150-150-25 F 2.10 

Mallory 
No. 

WP4l9.52 
FP419.54 
FP419.56 
FP419.58 
FP414 
FP418.3 
WP419.51 
WP419.585 
FP419.59 
FP419.65 
FP419.G 
FP419.62 
FP419.61 
FP419.63 

FP409.6 50-40-10-50 150-150-150-25 F 1·89 
FP410 50-50-50-20 150-150-150-25 G 2.13 
FP410.3 60-40-20-20 150-150-150-25 F 1·98 
FP410.7 60-60-10-60 150-1~0-150-25 G 2.10 
FP411 80-40-30-100 150-1 0-150-25 G 2·22 
FP411.3 80-40-40-20 150-150-150-25 G 2.10 
FP411.32 80-40-40-40 150-150-150-25 G 2·16 
FP411.4 80-50-50-25 150-150-150-25 G 2.28 
FP411.5 100-90-60-200 150-150.150-25 H 2.97 
FP411.7 125-125-40-100 150-150-150-25 I 2·91 
FP411.8 200-200-100-10 150-150-150-75 I 3.57 
FP412 100-80-60-40 150-150-150-150 H 2.79 
WP412.1 200-200-60-30 175-175-175-175 I 3.12 
WP412.15 200-200-100-10 200-200-200-200 I 3.75 
FP412.2 40-40-50-80 250-250-150-150 G 2.46 
FP412.8 40-40-40-40 250-250-250-250 F 2.55 
FP417 100-40-80-20 300-50-25-25 G 2·73 
FP417.2 20-150-150-100 300-150-150-30 I 3·09 
FP417.3 10-200-140-30 300-150-150-150 I 3.06 
FP417.8 10-200-200-30 300-150-150-150 I 3·21 
FP417.9 100-60-10-20 300-200-150-50 H 2.91 
FP419 200-20-100-20 300-250-50-25 I 3·48 
FP423 40-40-40-40 300-250-250-25 G 2.64 
FP419.11 60-5-50-20 300-300-50-50 F 2·16 
FP418.7 140-10-10-100 300-300-150-.50 I 2.97 
FP419.4 100-10-200-30 300-300-150-150 I 3.54 
FP419.1 150-20-10-250 300-300-250-50 I 3.63 
FP419.2 40-30-20-50 300-300-300-25 G 2.49 
FP419.7 60-40-20-50 300-300-300-25 H 2.79 
FP419.35 60-30-10-60 300-300-300-50 G 2.52 
FP419.37 150-30-30-150 300-300-300-50 I 3.66 
FP419.45 120-40-40-10 300-300-300-250 I 

FP419.G35 
FP419.64 
FP419.67 
FP419.6G 
FP419.68 
FP419.8 
FP419.82 
FP419.84 
FP419.86 
FP419.87 
FP419.88 
FP419.3 
FP419.89 
FP419.9 
FP420.15 
FP420.2 
FP420.23 
WP420.25 
FP420.26 
FP420.28 
FP420.29 
FP420.31 
FP420.32 
FP420.33 
WP420.34 
FP420.35 
FP420.36 
FP420.38 
FP420.4 
FP420.405 
FP420.39 

Net 
Each 
$1.32 

1.86 

Mallory Capacity Working Net 
. No. /!:.I Volts DC • Each 

FP368.6 30-30-125 450-450-75 H $2.'1i 
FP368.68 10-4-20 450-450-150 B 1.53 

3.06 FP369.1 40-40-40 450-450-150 H 2.49 
1.71 FP370 40-10-80 450-450-200 H 2.34 
3.00 FP375 40-40-100 450-450-200 I 2.97 
3.09 FP375.2 15-10-120 450-450-:100 I 2.70 
2.88 FP375.4 40-40-60 450-450-:150 I 2.94 
2.04 FP375.5 40-40-80 450-450-350 I 3.33 
1.80 
2.73 

FP375.6 60-20-40 450-450-350 I 2.94 
FP375.7 20-10-15 450-450-400 D 1.86 

2.58 FP375.8 10-10-10 450-450-450 C 1.56 
3.66 FP376.1 15-15-10 450-450-450 D 1.77 
2.31 FP376.3 20-10-10 450-450-450 ]) 1.74 
2.64 FP376.5 20-20-20 450-450-450 G 2.16 
3.30 FP376.6 :10-10-10 450-450-450 F 1.89 
3.21 FP376.7 :10-30-:lO 450-450-450 H 2.67 
2.22 FP376.8 40-40-10 450-450-450 H 2.49 
2.37 FP376.9 40-40-20 450-450-450 H 2.67 
1.95 FP377.1 40-40-40 450-450-450 J 3.24 
2.04 
2.40 

FP377 .. 2 50-40-30 450-450-450 I 2.94 
FP377.4 60-10-10 450-450-450 H 2.34 

2.04 FP377.6 60-30-10 450-450-450 H 2.70 
2.16 FP378 80-40-20 450-450-450 I 3.24 
2.19 FP379.1 20-50-20 450-50-25 D 1.65 
3;09 FP381.1 80-80-50 475-150-50 I 2.91 
2.61 FP382.1 40-40-100 475-250-100 II 2.46 
2.49 FP384 20-20-40 475-300-25 I' 1.86 
1.92 FP384.12 30-100-50 475-300-50 H 2.46 
2.22 FP384.14 5-100-200 475-300-150 I 3.09 
3.51 FP384.16 10-4-100 475-350-50 B 2.37 
1.77 FP384.2 10-4-40 475-350-300 .F 1.80 
1.95 t'P384.5 10-45-100 475-450-50 G 2.19 
2;;10 FP384.7 40-40-25 475-450-50 H 2.64 
1.80 FP385 10-40-100 475-450-200 II 2.52 
3.27 FP385.5 40-80-10 475-450-450 I 3.30 
2.22 FP386 10-10-5 475-475-25 C 1.47 
2.19 FP387.1 10-10-150 475-475-50 D 1.80 
1.44 FP388.1 25-10-20 475-475-50 D 1.77 
1.65 FP389.1 20-10-100 475-475-400 I 3.15 
2.19 FP391.1 20-20-60 475-475-450 I 2.91 
2.10 FP394 10-10-10 475-475-475 D 1.62 
2.37 FP396 :10-30-20 47.5-475-475 H 2.67 
2.64 FP396.2 40-10-10 475-475-475 G 2.31 
3.06 FP396.1 40-20-20 475-475-475 H 2.85 
1.47 FP396.12 40-30-10 475-475-475 H 2.70 
1.71 FP396.14 40-30-30 475-475-475 I 3.09 
2.10 FP397 40-a5-10 475-475-475 H 2.73 
2.37 FP398. 10-40-40 500-450-450 H 2.49 
2.25 
2.76 

FP399t 20-10-100 500-500-50 K 1.95 
FP399.5t 40-20-20 500-500-500 H 2.85 

2.88 FP399.55 40-40-20 500-500-500 J 3.42 
3.12 0 tLlmlted operation up to 65 C . 

Capacity Working Net 
1'1 Volts DC • Each 

150-150-30-30 300-300-300-300 I $4.50 
200-20-20-20 300-300-300-300 I 3.87 
60-60-30-160 350-150-150-25 H 2.76 
20-60-160-40 :150-200-25-25 G 2.40 
15-80-40-200 350-200-200-25 H 2.70 
120-20-100-20 350-250-50-25 I 3.03 
40-80-10-10 350-300-300-300 H 2.82 
50-60-5-100 350-250-250-50 G 2.58 
160-30-30-20 350-300-300-50 I 3.54 
160-60-10-4 350-300-300-300 I 3.84 
40-10-100-25 350-350-25-25 F 2.25 
60-4-100-40 350-350-25-25 G 2.28 
100-4-50-50 :1.50-350-50-25 H 3.03 
200-10-4-20 a50-350-50-25 I 3.36 
40-40-50-50 350-350-50-50 H 2.52 
40-20-50-25 350-350-150-25 G 2.49 
100-60-60-40 350-350-200-75 I 3.93 
60-40-60-20 350-350-250-150 I 3.24 
15-15-15-15 350-350-300-25 F 2.0, 
35-35-10-20 350-350-300-25 G 2.4 
20-10-5-10 350-350-350-25 F 1.86 
30-10-5-200 350-350-350-25 :F 2.28 
40-20-5-10 350-350-350-25 G 2.28 
40-20-20-50 350-350-350-25 G 2.55 
40-30-15-30 350-350-350-25 G 2.70 
40-40-20-20 350-350-350-25 H 2.79 
100-30-10-40 350-350-350-25 H 3.00 
15-15-15-50 350-350-350-50 F 2.25 
70-40-10-50 350-350-350-50 H 3.15 
50-40-40-160 350-350-350-50 I 3.45 
100-10-10-20 350-350-350-50 H 3.09 
100-40-4-100 350-350-350-50 J 3.09 
100-40-30-50 350-350-350-50 I 3.93 
140-20-10-100 350-350-350-50 I 3.63 
90-30-5-100 350-350-350-75 I 3.54 
100-80-10-20 350-350-350-150 I 3.42 
20-10-5-60 350-350-350-200 G 2.19 
30-10-5-100 350-350-350-200 G 2.64 
40-40-40-40 350-350-350-300 H 3.00 
40-20-20-10 350-350-350-350 G 2.61 
40-40-30-20 350-350-350-350 H 2.82 
40-40-40-40 350-350-350-350 I 3.60 
80-60-40-20 350-350-350-350 I 3.84 
100-20-10-5 350-350-350-350 H 2.85 
100-40-25-25 350-350-350-350 I 4.20 

3·63 
FP419.5 40-40-30-20 300-300-300-300 H 2.91 
FP419.53 60-40-10-10 300-300-300-300 

*See table or sizes on follOwing page. 

FP419.55 150-100-10-10 300-300c300-300 
WP415.554 150-100-30-10 300-300-300-300 

©1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED 

H 2·73 
I 3.96 
J 3.69 

FP·WP Quads continued on next page. 
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SECTION 1500 ., 

DRY ELECTROLYTIC CAPACITORS 
P.R. MALLORY& CO. INC. FP-WP (CONCL.) • PFP-PWP 

INDIANAPOLIS I IND. 
FP-WP-QUADS (CONTINUED) 

Mallor, No; ca!;Ci~1 rl WVDC * Net Each 
FP42\3i 40-Fo-1O-i 0 400-250-250-50 -r -n:u-
FP420.44 30-40-50-200 400-300-250-150 I 3.80 
FP420.43 80-80-100-100 400-350-25-25 I 3.~8 
FP420.45 40-80-100-25 400-350-200-50 I 3. 3 
FP420.46 80-40-20-20 400-350-300-300 I 3.48 
FP420.47 20-50-40-80 400-350-350-50 H 3.0 
FP420.5 30-60-20-100 400-350-350-50 I ~.OO 
FP420.51 20-20-50-50 400-400-15-15 F .04 
FP420.53 20-5-20-20 400-400-25-25 F 1'13 
FPUO.54 So-50-25-25 400-400-25-25 H 3. 1 
FP420.56 50-25-100-20 400-400-50-25 H 2.78 
FP420.6 SO-40-100-20 400-400-50-25 I 3.38 
FPUO;7 100-10-30-20 400-400-50-50 H 3.08 
FPU8.8 20-10-10-25 400-400-100-25 F 1.88 
WP42G;9 20-20-100-100 400-400-100-100 H 3.15 
FPUI 5-5-50-S0 400-400-300-250 H 2.78 
FP421.2 60-40-40-10 400-400-350-50 I 3.45 
FP421.3 100-10-20-20 400-400-350-50 I 3.27 
FP421.4 30-30-15-20 :88:lgg:1gg:~g H 2.59 
FP421.6 S0-40-30-40 I 3.5 
FP421.8 40-40-40-150 400-400,.400-50 I 3.42 
WP421.85 40-80-10-100 400-400-400-200 I 3.36 
FP421.9 50-40-30-20 400-400-400-400 I 3.,8 
WP422 60-40-40-40 400-400-400-400 I 3. 8 
FP422.1 20-80-20-50 450-200-200-50 G 3.38 
FP422.7 60-S0-40-20 450-250-250-150 I 2.48 
FP422.8 25-100-10-60 450-300-300-50 H 3.18 
FP413 X 40-40-40-20 450-300-300-150 H 2.84 
FP422.9 10-100-20-20 450-300-300-300 H 3.15 
FP423.4 10-40-100-100 450-350-250-50 H 3.33 
WP423.5 10-140-100-20 450-350-300-300 I 4.17 
FP424.1 10-100-10-20 450-350-350-25 . H 3.12 
FP424.3 20-S0-50-100 450-350-350-50 I 3.60 
FP425 30-40-40-10 450-350-350-200 H 3.08 
FP425.6 40-1Otl-20-1O 450-350-350-350 I 3.84 
FP425.1 80-10-40-30 450-400-300-300 I 3.48 
FPU6 20-15-20-20 450-450-25-25 F 2.07 
FPU6.2 80-40-100-100 450-450-25-25 I 3.48 
FP426.5 20-20-60-100 450-450-150-25 G 2.55 
FP426.9 40-40-125-125 450-450-150-25 I 3.42 
FP427;5 10-10-60-100 450-450-200-50 G 2.31 
FP427.& 35-25-20,.100 450-450-200-50 H 2.79 
FP427.65 40-40-100-60 450-450-200-200 I 3.83 
FP427.7 10-10-10-50 450-450-300-25 & 1.89 
FP427.9 20-20-20-10 450-450-350-350 2.48 
FP428 40-10-35-10 450-450-350-350 H 2.76 
FP428.4 40-40-30-30 450-450-350-350 I 3.54 
FP424 15-15-10-20 450-450-450-25 F 2.10 
FP428.9 30-30-10-125 450-450-450-25 H 2.58 
FP432 40-10-10-250 450-450-450-25 H 2.82 
FP431 40-15-10-25 450-450-450-25 G 2.48 
FP430.2 40-20-20.25 450-450-450-25 ·H 2.78 
FP436 40-20-20-40 450-450-450-25 H 2.79 
FP429 40-30-10-20 450-450-450-25 H 2.70 
FP429.2 40-40-30-100 450-450-450-25 J 3.21 
FP430.6 40-40-40-40 450-450-450-25 I 3.30 
FPUO.9 60-40-40-10 450-450-450-25 I 3.60 
FPUO.95 60-50-5-20 450-450-450-25 I 3.21 
FPUO.97 20-20-20-20 450-450-450-50 G 2.49 
FP437 20-20.;20-100 450-450-450-50 G 2.73 
FPU1.2 40-40-10-25 450-450-450-50 H 2.82 
FP431.3 40-40-10-50 450-450-450-50 I 2.13 

Mallorr; No. .ca~,.. WVDC • 
FP4iU5 40- 0-:1 U 45O:450-45iHI0 -r 
FPU1.4 60-40-10-25 450-450-450-50 I 
FPU1.7 40-40-10-100 450-450-450-100 I 
FP433 60-10-10-20 450-450-450-150 H 
FP432.4 40-40-30-10 450-450-450-200 I 
FP432.8 35-35-15-25 450-450-450-250 H 
FP432.9 40-20-10-100 450-450-450-250 I 
FP433.2 40-10-10-40 450-450-450-350 H 
FP433.4 40-20-20-20 450-450-450-350 H 
WP433.6 5-5-5-5 450-450-450-450 F 
FP434 10-10-10-10 450-450-450-450 F 

. FP434.5 20-10-10-10 450-450-450-450 F 
FP444 20-20-20-20 450-450-450-450 H 
FP444.4 30-15-15-15 450-450-450-450 H 
FP444.5 30-20-20-10 450-450-450-450 H 
FP444.& 30-30-15-10 450-450-450-450 H 
FP444.B· 30-30-20-20 450-450-450-450 H 
FP444.9 30-30-30-15 450-450-450-450 I 
FP444.54 40-20-20-4 450-450-450-450 H 
FP444.95 40-20-20-20 450-450-450-450 H 
FP445 35-35-10-5 450-450-450-450 H 
FP446 40-35-10-10 450-450-450-450 H 
FP447 40-40-20-20 450-450-450-450 I 
FP447.5 40-40-30-30 450-450-450-450 I 
WP447.5 40-40-40-40 450-450-450-450 I 
FP448 60-20-20-20 450-450-450-450 I 
FP44B.5 60-30-10-2 450-450-450-450 H 
FP449 70-10-10-5 450-450-450-450 H 
FP450 SO-10-1O-1O 450"450-450-450 I 
FP450.5 40-40-50-80 475-250-150-50 H 
FP451 10-100-10-100 475-300-300-25 H 
FP451.3 10-140-4-100 475-300-300-50 I 
FP452 20-S0-20-1O 475-300-S00-300 H 
FP452.5 10-20-100-50 475-350-25-25 F 
FP453 20-40-30-100 475-350-200-100 I 
FP453.4 10-40-80-100 475-350-300-100 I 
FP453.8 10-30-5-S0 475-3.50-350-50 G 
FP454.4 10-130-20-10 475-350-350-350 I 
FP454.2 20-60-40-10 475-S50-350-350 H 
FP454.6 10-40-4-100 475-400-350-50 G 
FP454.8 10-S0-40-1OO 475-400-400-50 I 
FP455.5 25-20-20-100 475-450-300-50 G 
FP456 25-20-40-100 475-450-300-50 H 
FP456.5 10-60-S0-125 4·75-450-400-50 I 
FP455 10-50-30-S0 475-450-450-25 H 
FP457 10-40-10-20 475-450-450-50 G 
FP459 10-40-10-100 475-450-450-50 G 
FP461 15-15-80-40 475-475-S00-50 H 

~~m., 50-S0-20-20 475-475-300-300 I 
40-10-4-40 475-475-350-S00 H 

FP467 20-10-20-100 475-475-450-25 G 
FP474 10-10-10-10 475-475-475-475 F 
FP474.5 20-20-10-10 475-475-475-475 G 
FP475 20-20-20-20 475-475-475-475 H 
FP475.5 40-10-10-10 475-475-475-475 H 
FP476 40-20-10-10 475-475-475-475 H 
FP485t 10-20-10-4 500-300-300-300 F 
FP490t 30-10-150-30 500-450-50-50 G 
FP495: 4()·40·S·8 500-500-500-500 I 

tOperation limited to + 65° C. 

PFP AND PWP PRINTED CIRCUIT TYPES 
Identical to FP and WP types. except deSigned for Inserting 
terminals In printed circuit boards. Mounting lugs conform with 
EIA standard RS-1MA. Straight standard terminal %' long. 
May be substituted In applications normally calling tor an FP or 
WP type. 

Mallory FPA Adapter Kit-Converts FP's for printed circuit 
applications on values not listed below. Net Each .......... 27c 

Mallory Capacity :'~::~l Net 
NUI\'!ber ,., • Each 

PWP030 -750 6 A SI.17 
PWP031 2500 10 D 1.74 
PWP03& 400 15 A 1.17 
PWP056 400 25 B 1.38 
PWP060 1500 25 D 2.25 
PWP063.9 100 50 A .98 
PWP067 1250 50 H 2.25 
PFP116.8 140 150 D 1.28 
PFP122 160 200 G 1.71 
PFPl44 20 450 B 1.08 
PFP17&.5 40 500 D 1.50 
PWP20a.13 1000-1000 16-10 C 2.43 
PWP200.3 250-250 20-20 B 1.71 
PWP200.6 500-100 20-20 B 1.77 
PWP200.4 800-250 20-20 C 2.40 
PWP201.13 400-200 25-25 B 1.80 
PWP201.15 1000-1000 25-25 G 3.90 
PWP201.3 1500-1500 25-25 H 4.14 
PFP213.1 50-30 150-150 B 1.20 
PFP214.3 70-30 150-150 B 

1'12 PWP214.4 S0-40 150-150 C 1. ~ PFP214.7 100-50 150-150 D 1. 
PFP216.4 200-200 150-150 H 2.40 
PFP216.45 50-100 200-150 F 1.88 
PFP21&.5 40-20 200-200 B 1.23 
PFP216.1 200-5 200-200 G 

Mallory 
Number 

"P284.1 
PWP300.3 
PWP300.4 
PFP302.38 
PWP302.55 
PFP302.75 
PFP311.1 
PFP311.12 
PFP311.G3 
PFP311.53 
PWP311.7S 
PWP326.16 
PFP326.4 
PWP326.77 
PWP327.95 
PFP330.4 
PFP330.6 
PFP330.8 
PFP333.16 
PFP368;9 
PFP397.5 
PFP397.7 
PFP411.9 
PFP419.42 
PFP420.17 
PFP420.52 

Key 
A 
B 
C 
D 
E 
F 

Capacity :.~::~! • 
/!:.. 

3iNlb 300-300 ""ir 
250-250-50 16-16-16 B 
500-250-250 16-16-16 C 
70-30-100 150-150-10 C 
S0-60-250 150-150-10 D 
90-40-400 150-150-10 D 
40-20-20 150-150-25 B 
70-30-20 150-150-25 C 
50-30-40 150-150-150 C 
110-60-40 150-150-150 F 
SO-60-20 . 150-150-150 D 
10-20-10 300-150-150 B 
60-10-25 300-300-25 F 
150-1OO-S0 300-300-300 I 
20-20-1000 350-350-15 G 
10-10-60 350-350-300 F 
20-20-20 350-350-350 D 
40-40-40 350-350-350 H 
40-30-20 400-350-300 G 
40-30-S 450-450-150 G 
40-40-60 500-200-50 G 
40-40-20 500-350-250 H 
00-60-40-10 150-150-150-150 G 
20-20-20-100 300-300-300-150 G 
40-20-10-100 S5°-R50-350-50 G 
40-30-20-20 400- 50-350-S50 H 

·SIZES 
Diameter Lengt!'. Key I!!.ameter 

liN ~N G 1%' 
I" 2' H 1%' 
I' 2~' I 1%' 
I' S' J 1%" 
I" 4' K I' 
1%" 2" 

Net Each 
"'S3.H"" 

3.15 
3.11 
2.7 
3.21 
2.81 
3.51 
2.85 
3.00 
1'80 
2. 1 
2.22 
2.82 
2.87 
2.78 
2.82 
3.12 
3.11 
2.7 . 
3.08 
2.76 
2.81 
3.3 
3.63 
3.78 
~.38 

.06 
2.85 
3.03 
3.00 
2.84 
3.18 
3.g0 
2. 7 
3.27 
3.00 
2.22 
3.54 
3.12 
2.43 
3.48 
2.73 
2.97 
3.33 
2.85 
2.37 
2.58 
2.88 
3.42 
2.97 
2.52 
2.10 
2.61 
3.12 
2.78 
3.06 
1.98 
2.52 
3.42 

Net 
Each 

"S'r.R'" 
1.85 

f:~1 
2.04 
2.10 
1.38 
2.40 
1.82 
1.83 
1'16 
1. 8 
2'i6 
3. 1 
2.55 
1.92 
1.92 
3.33 
2.3~ 
2.2 
2.3l 
2.6 
2.19 
2.~3 
2. 9 2.8 

...!:,eng!!!.. 
2~' 
3" 
4' 
S~' 
S~' 

PFP217.86 10-10 300-300 
PFP217.11 2-20 450-400 

F 
B 

2.18 
1.1l 
1.1 

ASK FOR INFORMATION ABOUT FP-WP 
CAPACITOR HARDWARE 

@J1961 P. R. Mallory & Co .• Inc. 
ALL RIGHTS ·RESERVED 
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SECTION 1500 

DRY ELECTROLYTIC CAPACITORS 
P.R. MALLORY & CO. INC. PET • BS • TT • HC • NP • PB • RS 

INDIANAPOLIS ,IND. 
PET SERIES MINIATURE BAKELITE ELECTROLYTICS 

Miniaturized version of FP and TO types 
designed for ,printed circuit applications, 
Low-impedance electrolyte assure long 
shelf and operating life, outstanding sta­
blUty, and higher capacitance for the size. 

::n':fl~:i~ tny~:~N:~a~~ti~rarf~:.rs rr~~ 
long, Type PET Is single-end design for p-c 
board mounting; leads 1" long, Tempera­
ture Range: - 30°C to + 85°C, Tolerance: 
-10%, +150% at 25°C, 

Mallory Cap., WV I Size, I Net 
No.PET- pf DC In. Each 
m---- ---8- --3- ~I$i:i'i 
122 15 3 % x % .87 
130 30 3 % x %: .87 
140 40 3 % x %: .90 
180 150 3 ,,{. x ,',{, .90 
1260 60 6 'M x %: .96 
1340 10 10 % x % .87 
1400 100, 10 ~ x ~ 1.08 

Mallory cap., Wv Size, Net 
No. PET- pf DC In. Each 
~ -wo- ""12 -;;;rxn:r- $1.i4 
1535 6 15 % x % .90 
1570 20 15 % x %: .93 
1575 50 15 'M x ~ .99 
17S0 10 25 % x %: .93 
1930 2 50 % x % .90 
1935 4 50 % x %: .99 
1960 25 50 'M x 1 .99 
1980 50 50 % x 1% 1.11 
2290 100-40 6-3 % x ~ 1.2S 
2410 200-20 8-8 ~ x 1 ~ 1.47 
2365C' 50-25 10-10 ~ x %: 1.20 
2370 50-50 10-10 ~ x 1 1.29 
3400 100-100-65 8-8-8 % x 1 1.5S 
A190 750 3 % x 1% 1.17 
A1675 65 16 ,,{, x 1 % 1.02 
A2300 250-100 7-3 ~ x 1% 1.47 

~m; l~8:~g }g:~o ~ ~ B~ U; 
*Uses common positive construction. 

BATHTUB DRY ELECTROLYTICS 
For tIlter and bypass circuits under ex­
treme operating conditions. Corroslon­
resistant, hot-tinned' steel case Is hermet­
ically sealed with Internal Insulation from 
case, Two solder lug terminals ami mount­
Ingllanges, Temp, range, -55°Cto +65°C, 
ToL: Up to 50 WVDC, -10%, +150%; 
100-150 WVDO, - 10%, + 100%; above 
350 WVDC -10% +50% 
Mall. Cap. WV Size, Inches Net 
No. pf DC H. x W. x L. Each 

Bs2i'" 25 25 % xl xl%: i2.7o 
BS29 50 25 %: x 1 xl%: 2.76 
BS36 25 50 %: x 1 xl%: 2.73 
BS39 50 50 ~ x 1 x I%: 2.82 
BS45 20 150 ~ x 1 x I%: 2.82 
BS48 40 150 1 x'lJ4 x I%: 2.91 
BS62 10 300 ~x1 xl%: 2.85 
BS65 20 300 l%x1J4xl% 2.94 
BS81' 8 500 1 x1%:x2 3.45 
BS91' 8 600 1 x1%:x2 3.51 

", " 'Mtg, centers 2 % ,all others 2 % ' 

TYPE IT TINY TUBULAR ELECTROLYTIC CAPACITORS 
c:::o 

Ideal for miniaturized circuitry in transis-
torized pocket radios, hearing aids, test 
eqUipment, etc, High purity, etched 
aluminum plate for low leakage current 
limits; high ratings. and small size, Con-
forms to EIA standards RS-154-A, Axial 
leads IU' long, Temperature Range: 
-20·, +85° C. Tolerance: Up to 50 
WVDC, -10%, +150%; above 50 
WVDC, -10%, +100%, 

Mallory Cap., WV Size,ln.* Net 
Number pf DC Dla.xLgth. Each 

TnX5 -5- 1 7"ux'4 SO.75 
TT2X150 150 2 U--,x 1 s..-tt .90 
TT3XlO 10 3 ',.,x'~ .75 
TTlX25 25 3 II"",X II,,, .75 
TT3X40 40 3 ',.,X"M .75 
TTlXll0 110 3 l5--,x lS4 .84 
TTlX200 200 3 U.-MX I 5.-U .90 
TT6X2 2 6 ',.,x'M .75 
TT6X3 3 6 ',.,x''-<. .75 

HC, NP, LOW-VOLTAGE, HIGH 
TYPE HC POLARIZED TYPE 

Suppl!ed wtth a VR bracket for vertical 
mounting. 
Capacity Tolerances: Up to 150 WVDC, 
-10%, +100%. Above 150 WVDC, 

100/,: +500/,: - 0, 0, 

Mallory Cap., WV Size, In. Net 
No.HC- ,.f DC Dla.xL~th. Each 
I1miA :!Uuu """TO PM x %: S3.36 
1040A 4000 10 . I'M x 3% 4.60 
lOSOA' 6000 10 1~ x 4% 5.20 
10100 10000 10 21M x 4% 7.81 
1520A 2000 15 I'M x 2%: 3.47 
1540A 4000 15 I'M x 4% 5.37 
1560A 6000 15 l"Mx 3% 5.62 
2060 6000 20 i:1i~ H~ 6.11 
2060A 6000 20 6.11 
2510A 1000 25 I'M x 2%: 3.19 
2520A 2000 25 I'M x 3% 4.15 
2540A 4000 25 IUMx 3% 5.58 
4040 4000 40 2'M x 4% 6.98 
4040A 4000 40 l'',{,x 4% 6·B8 5005 500 50 I'M x 3% 3. 3 
5005A 500 50 I'M x 2%: 3.33 
5010A 1000 50 1%x3% 4.25 
5020A 2000 50 11',{,X 3% 5.06 
5040 4000 50 2'M x 4% 7.32 
15010 1000 150 2'M x 4% 6.44 
15010A 1000 150 l'',{,x 4% 6.44 
20005 500 200 i:1,{.~ ~~ 5.53 
20005A 500 200 5.53 
45003 300 450 21M x 4% 8.47 
2050-50 2x 20-20 2'M x 4% 8.00 

5000 
*Aluminum can with solder lug terminals, 

TYPE NP NON-POLARIZED TYPE 
Supplied with a VR bracket for vertical 
mounting, 
Capacity Tolerances: -25%, +25% ex-
cept NP3003 is -15%, +25%, 
Mallory Cap., "!!~ Size, In. Net 
No. NP- -4- DC Dia. x LIth. Each nmr- ' 120 il~ x % $4:04 
1235A 300 125 l'%x 3% 4.17 
1255A 500 125 1 "Mx 4 % 6. 0 
3003A 15 300 I'M x 2% 2.87 
3008 50 300 I'M x 3% 5.25 
3014A 100 300 l'',{,x 3 % 6.13 
3025 200 300 2'M x 4% 7.00 
4505 50 450 l'%x 3% 6.30 
4510 100 450 2'~ x 4% 7.7g 

©1960 p, R, Mallory & Co, Inc, 
ALL RIGHTS RESERVED 

Mallory Cap., WV Size,ln.* Net 
Number pf DC Dla.xLgth. Each 

TTSX4 4 6 ',.,x'M SO.75 
TT6X5 5 6 'Asx',.{e .75 
TT6X8 8 6 'AJx% .81 
TT6Xl0 10 6 ,tiJx 1 l,{a .81 
TT6X15 15 6 ',.,X"M .81 
TT6X25 25 6 '.-bXllM .81 
TT6X30 30 6 U-"XllA6 .84 
TT6X40 40 6 u",XllA6 .84 
TT6X50 50 6 u",,-xll;(, .84 
TT6XSO 60 6 u;:(.XllA6 .84 
TT6X80 80 6 U""X13..{, .93 
TT6Xl00 100 6 u.-Mxts.-1l .90 
TTlOXS 6 10 7.-t.X1l4 .81 
TT10X15 15 10 ',.,X"M .81 
TT10X25 25 10 u,£f,x1I4 .81 
TT1.0X50 50 10 u--,x lS4 .90 
TT10XSO 60 10 16"'-XI3.-1e .90 
TT12Xl 1 12 ',.,x'M .75 
TT12X2 2 12 ',.,x'M .75 
TT12X3 3 12 ',.,x% .75 
TT12X5 5 12 7Asxl1..{, ·81 
TT12Xl0 10 12 IIAsxll..{, .81 
TT15Xl0 10 15 'A1x I lAi .84 
TT15X20 20 15 I6"uX 11..-t1 .87 
TT15X30 30 15 u.-t...XIlAe .90 
TT15X40 40 15 u""x lS.,{, ·90 

CAPACITY DRY ELECTROLYTICS 
HARDWARE FOR HC AND NP TYPES 

Mall. ISizeNet 
No. Description In. Ea. 

ISL-3 plastic end cap on motorlr;;;r-l2c 
PL-S Piastlc end cap-on motor,l"M 15c 
PL-8 Plastic end cap-on motori2',{. 18c 

~t:i~ ~l:~gg ~~~ g:g=gN ~gtg~ii:7. n~ 
PL-A6 Plastic end cap-off motorl1 i~ 15c 
PL-A8 Plastic end cap-off motorI2',{. 18c 
PL-AlOPlastlc end cap-off motor 2% 27c 
HB-2 Horiz. bkt, (plastic cases) 3'", 15c 
HB-4 Horiz, bkt, (plastic cases) 3"'" 18c 
HB-8 Hortz, bkt, (plastic cases) 4"'" 21c 

OCTAL BASE, PLUG-IN 
ELECTROLYTICS 

Designed for military and 
communlcatLons parts re­
placement, Ideal tor designers 
and bullders, Meet all ML­
C-62 requirements, Plug-in 
base for easy replacement in 
standard octal tube socket, 
Can be mounted in any posi­
tion; though If In Inverted 
pOSition, provisions should be 
made to hold unit securely in 
socket. 

Mallory Cap. WV Size I Net 
No. pf DC Dla.x L. Each 

PBll0 -ro- '"T5O ~ i2.3'i 
PB114 40 150 1''''x2~ 2.46 
PBU9 100 350 1~x3~ 3.51 
PB142 10 450 1''''x2~ 2.43 
PB144 20 450 1·"'x2~ 2.58 
PB146 40 450 1;1x2~ 2.73 

~:m 20~gO f~g ~''''~~~ ~:~~ , 
PB212 40-40 150 1''''x2~ 2.61 
PB234 20-20 450 1~x2~ 3.03 
PB238 40-40 450 1~x4J4 3.57 
PB311.2 20-20-20 150 1''''x2~ 2.88 
PB345.8 20-20-20 450- 1~x2~ 3.33 

450-25 . 
PB375.8 1O-W-10 450 1''''x2~ 3.06 

Mallory Page C-5 

Net 

Mallory c:r·' ~X Ji::.~~;~. Net 
Number Each 

TT15X50 "50 15 U.-MXIll,ifG SO.96 
TT15Xl00 100 15 "",xl',{, 1.08 
TT25X5 5 25 'AlxllA, .84 
TT25X6 6 25 'AixllAs .84 
TT25X8 8 25 U--'xll;i6 .87 
TT25X15 15 25 25",x 11Aa .87 
TT25X20 20 25 '5,",X 1J;(, .90 
TT25X25 25 25 U""X 11;(, .93 
TT50X4 4 50 ''''X"M .93 
TT50X5 5 50 9.-t.X1S;(, .87 
TT50Xl0 10 50 U""X11A, .10 TT50X20 20 50 25.-MX1 S;(e . 0 
TT50X35 35 50 "",xl',{, 1.02 
TT80X4 4 80 ',.,x"M .96 
TT150Xl 1 150 9.-t.Xll;(e .84 
TT150X2 2 150 'A1xlSA, .87 
TT150X3 3 150 u"'-XllA6 .87 
TT150X4 4 150 u.-Mxl1.-1e .87 
TT150X5 5 150 u""Xu.-1e .93 
TT150X8 8 150 u.£f,xI 5..{a .96 
TT150Xl0 10 150 u,,"xllAe .96 
TT150X12 12 150 u.-Mx l s4 .96 
TT250Xl 1 250 16.-MX11..-t1 1.02 
TT350X2 2 350 u.-Mx 1"'4 1.05 

'Includes mylar Insulating sleeves. 

THREADED NECK 
DRY ELECTROLYTICS 

Single and multiple separate­
section capacitors operable to 
65° C" encased in aluminum 
cans equipped with threaded 

::.eg~:~~r ,re~~~¥~ge llB1s~~ 
high-surge voltage conditions, 
operable to 85° C, Type 
SR638 Is lug-type duaL Type 
SR645 has' special internal 
connections; one terminal 
common anode, one terminal 
negative to one section and 
case negative to the other 
section. RS, RMtypeshave8" 
and HS type has 5" t1exlble, 

l'l.~~::-J:~ ~~~tn~~tcgr~~/e~~peo~Dt~~ 
supplled with one solder lug terminal for 
positive; case is negative, Type SR has 
two positive-lug terminals with case com­
mon negative, Types RS, RM, HD and 
H S have threaded necks (% -16 for I" dla. 

;;;;t'~~~ ~~e~i':( ~!~JetqtgRPr9 d1~,h u~tl~ 
are· supplied with turn-over. washer for 
1~' clamp mounting, Type SR has ~-16 
threaded molded neck with solid nut. 

Mallory Cap. WV Size Net 
No. pf DC Dia. x L. Each 

Rs2i7 3lJ 250 lx3% ii:23 
RS212 8 450 1~ x 3 1.32 
RS213 8 450 1x2%: 1.32 
RS214 12 450 1~ x 3 1.44 
RS215 12 450 1x2%: 1.44 
RS216 16 450 lx3% 1.47 
RS217 16 450 1~ x 3 1.47 
RS219 20 450 1~ x 3 1.62 
RS223 30 450 1~ x 3 1.83 RS224 40 450 1~ x 3 1.8 
·HDS84 ---w-- 450 1 x 3 1.38 
HSS91 --4- 600 1~ x 4 ~77 
HSS93 8 600 1~ x 3%: 1.19 
HS696 20 600 1~ x 4J4 2. 1 
RM262 g:g- 450 1~ x 3 1.80 
R)W265 8-8-8 450 1~ x 4J4 3.00 
SR638 . g:g- 450 1~ x 2%: 1.80 
SR645 8-8 450 1~ x 2%: 1.80 
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SECTION 1500 

AC 'CAPACITORS 
P.'R. MALLORY & CO. INC. 

1l1IDtANAPOLIS I IND. 
AND HARDWARE 

DRY ELECTROLYTIC 
AC MOTOR STARTING CAPACITORS 

:rflle .p.SU. fu~~~ _., ," ~~~~ 

=...~!\~.X§ .01 ~~f~ Packed '!]tlll>~' 
Eii~~j;f_1!~c~~wtype~ . cap and ·E~~~!fn 

;;; . m8;~ E:7i~~e~~ DO,,_g~., Type EP has alu-
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BI leeder IliK ohms NIa\lary No. A 11 at 2 w. 
Net Each ............................................. 16c 

PSU PLASTIC END CAPS 
F.r ··On ihi8r'; iit . For "0;; Motor" Mig. 

,;.!!!: D .... Net a. liIo. I f:~ I Nf,:a. 
pe:r- -r.t:" ~ 

PL-ii 
PI.-S PI.-2S 
PI.-' 2'4 

~ 
c PL- • 2'4 1 c Pl.-III :I',{o c Pl.-All 2'4 • 

~.'IO!l' . ~ • .,M15-101 :apaacltor 5elector-25-645 pI at 160 v. 
rms. Net E&<!h ..................................... 516.00 

CONTINUOUS DUTY OIL IMPREGNATED 
AC CAPACITORS 

Type RP desiKned primarilY tor beavy duty AC 
applications. May be used as motor runn(ng 

~~~~~'::'~8 ~~~;Ti~~~~f:J. '!r~t6~~e:~::i 
primarily tor use In home room :Sr conditioners. 
Supplied In metal cases. these units may be 
safely operated at voltages up to 10'7<'h' above 
rated values and at temperatures as 19b as 

~~~~'xlmr=Q~~I ':lU:o':t~~~ll'f:r':,'l:t~~'h~~~ 
nash guards to prevent arcing. Type 3M has 
stripped leads lor soldering. Tolerance: =10%. 

TYPE RP ROUND 
Mallory c;,.. Volts SIze, In. 

No • AC Dla. x Lath. 
RP-nOl 1 330 1% x 1~ 
RP-3302 2 330 1% x3 
RP-UO! 3 330 2X2jt 
RP- U04 4 330 2 x27. 

P-330S 5 330 2 X 3',{o 
RP-n06 6 330 2 x 3 114 
RP-U07 7 330 2 x 4'4 
RP-Uo. 8 330 2x5l1j 
RP-3310 10 330 2111 x 4',{o 
RP-3U2 12 .330 2~ x 5'4 
RP-3315 15 330 2 x6';iI 

TYPE 0' OVAL 

M::ry c;r' Volts 
AC . SIze. Inches 

Net 
Each 

51.83 
1'16 
1. I 2.1 
2.4 
3.08 
4.14 
4'12 
4.2 1.48 

.84 

Net 
Each 

I 
01'336 3 236 1'4 x 2',.j\ x 2a 5 1'10 OPUS 4 236 1'4 x 2',.j\x2 1. 6 
OPSIS 5 236 1'4 x 2'41 x 3 2.16 
OP7x36 7.5 236 1'4 x 2',.j\ x 4% 3.76 
OPlo36 10 236 2',.j\ x 2".-tOx 3',.j\ 4.41 
OP1536 15 236 2',.j\ x 2".-tOx 4',.j\ 4'18 OP2036 20 236 2',.j\ x 2".-tOx 4',.j\ 8.4 
OPl7525 17.5 250 2',.j\ x 2".-tOx 4',.j\ 10.74 
OPton 10 330 2',.j\x2".-tOx3',.j\ 6.46 
OP 4633 14.5 330 2',.j\ x 2".-tOx 4',.j\ 6.76 
OP370 3 370 l',{ox2',.j\X2~ 1.88 
OP'l0 4 370 l',{o x 2',.j\ x 3 • 2.01 
OP570 5 370 I'M x 2',.j\ x 4% 3.08 
OP7x578 7.5 370 2',.j\ x 2".-tOx 3',.j\ 4.14 
OP1070 10 370 2',.j\ x 2".-tOx 3",.j\ 4.62 
OP157o 15 370 2',.j\ x 2".-tOx 4",.j\ 4.88 
OPl7570 17.5 370 2',.j\ x 2".-tOx 5'4 8.gS 
OP24D 2 440 l'MX2',.j\X2~ 2. 4 
OP34D 3 440 1'4 x 2',.j\x 3 2.4S 
OP44D '" 440 1'4 x 2',.j\ x 3 2.71 OP540 5 440 l'4x2',.j\X4~ 1.3 OP7x4D 7.5 440 2',.j\ x 2".-tOx 3'" .60 
OP1044 10 440 2',.j\ x 2".-tOx 4',.j\ 3:'2 OP154D 15 440 2',.j\ x 2".-tOx 6111 

I 

TYPE OPR RECTANGUlAR 
OPR2D7o 20 370 2',.j\x 2",.j\x 6a 

$11:12 OPR257o 25 370 2',.j\ x 2".-tOx 6 
OPR257GB 25 370 2".-tOx 4'~x 4 . U:~l OPR3070 30 370 2',.j\ x 2'~x 6S 
OPRISlO 35 370 2",.j\x 4'4 x"O 11.42 
OPRuro 40 370 2"~x 4'4 x 6 1 .42 

g~=UI:' 45 370 2".-tOx 4% x 8 18.6, 
20 440 ~:~~ ~::t~ ~~ 11.0 

OPR2040B 20 440 11.01 
OPR2540 25 440 2",.j\x 4',{o X4~ 

11.21 OPR3040 30 440 2",.j\x 4'4 x 6 1 .0 
OPR404' 40 440 2".-tOx 4'4 x 6 1 .,8 OPR5040 50 440 3" x 4'4 x 6111 2.7 

TYPE 3SA ROUND WITH LEADS 
Nlallory cal" Volts Size, In. Net 
~o. e AC Dla. x ~h. Each 

iFi1u2 2 370 2 x:.n{i sm 15A3703 3 370 2x3 2.6 
35A3704 4 370 p3l11 2'10 35A370S 5 ng x4 3. 1 
35AS7gs 6 2X4~ 3.46 
3SA37 8 8 370 2x5 6.04 
35A3710 10 370 2x5l11 6.34 

AC CAPACITOR HARDWARE 
Mall. CapaCitor Net 
No. Description Size,ln. Each 

"iiB-2 Honz. bracltet (plastiC cases) 3'",· ""i5c" 
HB-4 Horlz. bracket (plastiC cases) 3",.j\* ~8c HB-8 Horlz. bracket (plastic cases) 4",.j\* 10 
VR-l Vertical mounting Clamp; 1-1'4 8c 
VR-3 Vertical mounting clamp 1%-1'.11 Sc 
VR-4 Vertical mounting cIBmp; 1~-I'4 12c 
VR-S Vertical mounting clamp 1 -1".11 16c 
VR-8 Vertical mounting ClamP; ~~~'4 18c 
VIHO Vertical mounting clamp 21c 
OB-l Mtg. clamp tor OP capacitors ......... 12c 
OC-l Terminal cover (rubber) tor OP's * 

12c PIUA Pkge. 10 screw or solder terminal adapters Oc 
274 Pair 12' leads; quick disconnect terminals 7c 
515 Palr 12' leads; 1 qulck-dlsc. term; 1 eyelet 27e 

• ,?~.a~I\~~.I'i'f~.;. all others diameter. tFor round capacitors . 

©1961 P. R. Mallory & Co. Inc. 
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SECTION 1500 I' 

MAiTORY CERAMIC CAPACITORS 

P. R. MALLORY & CO. INC. RMC DISCAPS® • Specials 
INDIANAPOLIS ,IND. 

For' radio, TV and Industrial 
uses in general purpose or tem-
fr~a~~~e ~~~~e;~t~nt y~P81~c:i 
shielded, bypass, high and low 
voltage discs are free trom fall-

~~~ u~~Yra'teve~~~~a~u'8t:i:~~ 
phenolic Insulating vacuum wax. 

MINIATURE 100 VOLT 
Tolerance, +80%, -20%. 

ca.,.!, Maliory I Net I ca"·l Manory I Net ..I!:!... Number Each..i!!- Number Eaeh 
:ooll "'TA-BlfI1 "2'4c -:020 • T<IC 
.01 TA-ll0. 24e .05 TA-15 3ee 
.02 TA.120t 24e.l TA·Ol0 S7e 

No. Cap., Net Na. Cap., Net 
Mall. I Mall. 

GP· /J/Jf Ea. GP· /Jpf 'Ea. 
"'iiF ~""T5c" 33S* 360'" life 
550* 5.0 1 5e 339* 390 1 e 
56S* 6.8 1 Se 340* 400 1 e 
580* 8.0 lSe 347· 470 1 E 
412· 12 1 e 356· 560 1 e 
415* 15 1 e 360* 600 1 e 
UO· 10 lie 350* 500 1 

418* 18 1 e 368. 680 1 Se 
420* 20 1 e 37S 750 l5c 
422* 22 1 e 382 820 1 Se 
US* 25 1 Se 210 1000 1 Se 
U7*' 27 1 Se 212 1200 1 5c 
410* 30 1 Se 215 1500 1 Se 
433' 33 1 Se 216 1600 1 5c 
439* 39 1 5c 218 1800 1 Se 
447· 47 1 Se 220 2000 l5e 
450' 50 1 Se 222 2200 1 Se 
456t 56 1 Se 225 2500 1 Se 
46St 68 1 Se 22712700 1 5c 475t 75 1 6e 230 3000 lSe 
482t 82 1 Se 233 3300 t Se 
491t 91 1 Se 239 3900 lie 
310t 100 1 Se 240 4000' 1 e 
312t 120 1 5c 2013 4300 1 e 
313t 130 lSe 247 4700 1 e 
315· 150 1 Se 2511 5000 lie 
31.* 180 1 6e 25'* 5600 1 e 
320* 200 1 Se 26U 6800 1 e 
322* 220 lSe 275* 7500 1 e 
324* 240 1 6e 110' 10K 1 e 
325* 250 lie 1151 15K 1 e 
327* 270 1 e 120· 20K 1 Be 
330* 300 1 e 130· SOK 38e 
333* 330 l5c 140· 40K 3ee 
335* 350 1 Se 150· 50K 42e 

Dla .. "U'. t%'. H~'. #%' .• "",'. 
AC LINE AND BUFFIR 

Rated 1400 WVDC.,Tol., GMV·. 

@1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED 

Net 
Ea. 

e 
e 

1c 
le 

1: 
27e 

RMC CERAMIC DISCAPS® 
TEMPERATURE COMPENSATING 

Rated 1000 WVDC Tolerance =5%. 

··vea"::P. ';!:':=: 
cap., Mall. 'Net Mall. Net 
/J/Jf No. h. No. Ea. -r- eNd ... iio':me ~ ~ 
H g=8:m: ~8: CN7~522 •. s'ck 
3.3 CNO·SU" 3ge CNI-5U* 3ge 
4.7 CNO-547* 3 e CN7-S47* 3 e 
5 . . . . . . . .. . .... CN7·550· 3 e 
6.8 CNG-568* Ige CN7-56'· 3

g
C 

12 CNO-412* Oe CN7-U2' e 10 CNO-410' e CNI'UO"'I' C 

15 CNO-415* 30e CN7·415· Ie 
18 CNO·U8t 30e CN7-US. e 
20 . . . . . . . .. . .... CNI-420' e 
22 CNO·422t IBe CN7-422· 3 e 
25 CNO-425t e.. . .. .... .., .. 
27 CNO.U7i ge CN7-.. 27· 30e 
33 CNO·US C CN7-U3' 30e 
39 CNO·U' IIC CN7-U9· 3ge 
47 CNO·"?: e CN7-447* 3 e 
50 CNO.450I c" ..... " .,," 
56 CNO·"56 e CN7-C5S· 30e 
68 eNO·.... 30c CN7-46S- 3ge 
75 CNO-475 31e CN7.e7511 C 82 CNO-482 3 e CN''''.2 ge 

100 CNO-310, 3 e CN7-31O C 

120 C, NO.312·1 e CN7-312 30e 150 CNO-3U· e CN7-31S 30e 
180 CNO-31U c CN7-3111 33e 
200 CNO.320# Ie CN7-UOH 33e 
220 CNO-322· e CN'l-322.f 31e 
270 CNO-327· e CN7-127. 3: c 
330 . . . . . . . .. . .... CN7-333· 3~ C 

Dla .. 'h:'. t'M', H~·. f%'. ,u.' . • %'. .15"", 
FREQUENCY sTABLE 1000 WVDC 

For use in oseillators and other closely 
controlled circuits where It Is desirable to 
have superior trequency and temperature 
stability. Tol('rance, = 10%. 

p. al ar)' at. ap. .. or)' et 
l!J!!.. No. JF- Each l!J!!.. No. JF· ElICh' 
151} -mr y.rc l500 -mr 
220 322* 24e 1800 2111 
330 U3. 24e 2000 220 
470 347. 24e 2200 222 
500 350. 24e 3300 2331 
560 356* 24e 3900 2391 
680 as8* 24e 4700 247* 
750 37M 24e, 500,0 250# 
820 38 24e 6800 268" 

1000 210 24e 10K 110· 
1200 212 24e 

HIGH VOLTAGE 
Tol., GMV* except values 100-470 P/Jt, 
=20%. Not recommended tor yoke appli­
cation. 

2000 AND 3000 WYDC 
20&0 WVDC 3liDlWYDC 

Cap., Mall •. Net -wlall. Ntlt 
/J/Jf 

~i 
No.3HY- Ea. 

11ili'"' ...... 
120 312* c . ..... 
150 315* c 

"S22r 
'lif 

220' 322t c 
270 3271 e 327 
330 333 2tc 

~i 470 

H!'li: 
560 356 

I 
680 368 
750 375* e 375 
820 382* C 382 

1000 f; : 21;t 
1200 212 
1500 215 e 

2151 1800 218 e 218 
2200 222 e 222 
3300 233 e 2331 
3900 m II: 2311 4700 247 
6800 2681 e ........ ...... 
10K 110 42e ........ ...... 

SOOO WYDC 

Mall. 
' Net I ~~. Cap., Net Ne. Cap., 

6HY· -Foli tiiiii-j 1 00 
312 120 
315 150 t 36'1 680 322 220 375 750 
327 270 382 820 
3331 330 3Se 210 lK 5c . . ' , , 

Dla .. *% . t~·. f'''' . 1% .. 
*Guaranteed Minimum Yalue. 
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Net 

M.i1. p., NeE . Mail. e ...... Net 
Na. 4 Ea. N •• 

* It~ Em: 180 II : ;:~U 2200 

1 e =:m: ~~g ~ I:m 2700 
3300 

B-333· 330 I e B-2.&o 4000 1 e 
B.31'. 390 e a·l47 4700 1 e 
B-3 7. 470 e 8. ID 5000 

1 
e 

B-3S0· 500 e 8-251 5600 c 
8-356· 560 to 8-28 f 6000 e' 
B-368· 680 e 1-281# 6800 

I 
C 

B-382* 820 e .2821 8200 e 
B-210· 1000 e B-ll0· 10K e 
B-212" 1200 e B-llS· 15K C 
B-21Sf 1500 e B-120· 20K c 
B-218 1800 1 e 

• *g II . . . . 10" II . • . 
SP"ECIAL CERAMIC CAPACITORS 

UNIVERSAL HIGH' VOLTAGE 
CERAMIC CAPACnORS 

Filter high voltage power supplies In TV 
sets, etc. HI-voltage, high Insulation re­
sistant ceramic. Four universal screw-In 
terminals. Capacity, 500 /J/Jt. Tol., -20%, 
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SECTION 1500 

MAiLciRY TANTALUM CAPACITORS 
P. R. MALLORY & CO. INC. 

INDIANAPOLlS ., IND. 

TAF 

System, New 13-dlglt system Is used to speclty Mallory tantalum 
capacitors. Each number Is slgnilicant and completely Identilies 

~~~~Y} I~~~o~~\~h::l :t&tio~~~~~dtKftt ~1~f.' s'{~~n:t.:i~: 

Mallory offers the Industry's best selection of tantalum capacitors 
In three general types: Sintered anode wet slug; slntered anode 
solid electrolyte; and, foil. Standard temperature range, - 55° C to 
+ 85° C, with some types offering + 200° C operation. Catalog 

nlllcant number and sixth digit showing numbers of zeros. Toler­
ance Is Indicated by the seventh digit. Digits eight, nine and ten 
show WVDC at +85° C. Eleventh digit indicates polarity; 
twelfth, Insulation; and thirteenth, case size or conllguration. 
Thus TAF504M150POA Is: TAF type, 0.51'f, ""20% tolerance, 
150 WVDC, polarized, unlnsulated, case size A. Please refer to 
bulletins shown for exact details. Note, Standard ratings available 
from distributor stock are shown In following tables. Other ratings 
available from factory stock. 

TAF-TAG TANTALUM FOIL 
Tantalum foil In corrosion-resistant metal 
case with plastic end seals. Temperature 
Range: TAF, -55° C to +85° C; TAG, 
- 550 C to + 1250 C .. Capacity tolerance, 
'" 20% (M); polarized (P) or non-polarIzed 
(N); unlnsulat.ed (0); axial leads; live case 
sizes (A, B, C, D, E). Available with 
Mylar" . (1) Insulation, add 10c to prices 

r~.:'riino ~~d1.c~a~f~g!2s\,~:~I!r!n a~~I'l:.~Y~ 
from distributor stock.· Ask for Bulle­
tin 4-48 (TAF) and 4-61 (TAG). 

TA. P!lICES 

Case Net Each, Lot. of 
Size 1-2"125-"9 I 50-99-:[00-499 51ijj:'999 

-r n:n,rm,iDi" . $I:iI" B 7.012 ".2" 1.18 2.54 2.12 
C 11.76 6.72 5.04 4.01 1.16 
D 16.49 9.42 7.07 5.65 4.71 
E 22.05 12.60 9.45 7.56 6.10 

TA. POLARIZED +850 C 

WVDC 
C:r' at Mallory 

+850 C Catalog No. 

4" """i5O TAFS04M150POA 
.8 100 TAF8D"M100POA 

LOt 75 TAF1DSM07SPOA 
1.0 150 TAF1D5M150POB 
1.2 60 . TAF125M 060POA 
1.5t 50 TAF155M050POA 
2.0t 150 TAF205M150POB 
2.5t 30 TAF255M01OPOA 
'3.0 25 TAF105M025POA 
3.0t 100 TAFlO5Ml00POB 
4.0t 75 TAFoI05M075POB 
4.0 150 . TAFU5M150POC 
4.5t 15 TAFoI55M015POA 
5.0 60 TAF505M060POB 
6.0l 10 TAF605M010POA 
6.0 50 TAF605M050POB 
7.0t 150 TAF705M150POC 
8.0t 6 TAF805M006POA 

1~:8t 150 TAF805M150POD 
3 TAF106M001POA 

10.0 30 TAF106MD1DPDB 
1O.0t 100 TAFlD6Ml0DPOC 
12.0 25 TAFl26MD25PDB 
12.0t 150 TAF128 M150POD 
14.0t 75 TAF146M075POC 
14.0t 150 TAFl46M150POD 
17.0 60 TAF176M060POC 
18.0; 15 TAFl86M015POB 
20.0 50 TAF206M050POC 
20.0; 100 TAF206 Ml00POD 
20.0 150 TAF206M150POE 
25.0; 10 TAF256M010POB 
28.0 75 TAF286M075POD 
30.0t 6 TAF106 M D06POB 
30.0t 30 TAF106M010POC 
30.0t 100 TAF106 Ml00PO£ 
34.0 60 TAFlol6M060POD 
35.0 6 TAF156M006POB 
35.0 25 TAF156M025POC 
40.0t 50 TAFU6M050POD 
40.0t 75· TAFoI06M075POE 
48.0 60 TAFU6M060POE 
50.0t 3 TAF506M001POB 
55.0t 15 TAF556M015POC 
55.0t 50 TAFS56M050POE 
60.0t 30 TAF606M030POD 
70.0 25 TAF706 M025POD 
SO.Ot 10 TAF806M010POC 
85.0t 30 TAFS56 M010POE 

100.0t 6 TAF107M006POC 
100.0 25 TAF107M025POE 

tA8:8t 15 TAF117M015POD 
3 TAF161M001POC 

160.0t 10 TAF167M010POD 
160.0t 15 TAF167M015POE 
200.0t 6 TAF207M006POD 
220.0t 10 TAF227 M010POE 

~gg:gt 6 TAF107M006POE 
3 TAF157M001POD . 

440.0 3 TAFU7M001POE 

tMIL-C-3965/3B rating, 
'Reglstered Dupont trademark.· 
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Case 
Size 

t 
A 
A 
A 
B 
A 
A 
B 
A 
A 
B 
B 
C 
A 
B 
A 
B 
C 
A 
D 
A 
B 
C 
B 
D 
C 
D 
C 
B 
C 
D 
E 
B 
D 
B 
C 
E: 
D 
B 
C 
D 
E 
E 
B 
C 
E 
D 
D 
C 
E 
C 
E 
D 
C 
D 
E 
D 
E 
E 
D 
E 

TA. NON-POLARIZED +85° C 
WVDC 

Mallor~ 
Case 

car' at Size 
-1'- +85° C Catalog o. t 

.25 150 TAF254M150NOA A 

.4 100 TAF404Ml00NOA A 

.5 75 TAF504M075NOA A 

.6 60 TAF604M060NOA A 

.8 50 TAFS04M050NOA A 
1.0 150 TAFl05 M150N OB B 
1.4 30 TAF145M010NOA A 
1.5 25 TAF155M025NOA A 
1.5 100 TAFl55Ml00NOB B 
2.0 75 TAF205M07.5NOB B 
2.5 15 TAF255M015NOA A 
2.5 60 TAF255M060NOB B 
3.0 10 TAFl05M010NOA A 
3.0 50 TAFl05 M 050NOB B 
3.5 150 .TAF155M150NOC C 
5.0 6 TAF505M006NOA A 
5.0 100 TAF505M100NOC C 
5.5 30 TAF555M010NOB B 
6.0 25 TAF605MD25NDB B 
7.0 75 TAF7D5MD75NOC C 
7.0 150 TAF705M15DNDD D 
8.5 60 TAF855MD6DNDC C 

10.0 15 TAF106M015NDB B 
10.0 50 TAF106M050NDC C 
10.0 100 TAFlD6M100NDD D 
10.0 150 TAFlD6M150NDE E 
14.0 75 TAFl46M075NDD D 
15.0 100 TAF156M1DONDE E 
16.0 10 TAF166M010NDB B 
17.0 60 TAFl76MD60NDD D 
18.0 30 TAF186M030NDC C 
20.0 25 TAF2D6MD25NDC C 
20.0 50 TAF206MD5DNOD D 
20.0 75 TAF206M075NOE E 
24.0 60 TAF246M060NOE E 
25.0 6 TAF256MOO6NOB B 
30.0 50 ~~~m=m=:~ E 
35.0 15 C 
36.0 30 TAFl66M010NDD D 
40.0 25 TAF4D5M025NOD D 
45.0 30 TAF456M010NDE E 
55.0 10 TAFS56M010NOC C 
60.0 25 TAF6D6M025NOE E 
70.0 15 TAF7D6M015NDD D 
85.0 6 TAF856M006NOC C 

100.0 15 TAFlD7M015NOE E 
110.0 10 TAF117M010NOD D 
150.0 10 TAF157MD10NOE E 
1700 6 TAFl77M006NOD D 
250.0 6 TAF257MD06NOE E 

TAG PRICES 
Cas. Net Each, Lot. of 
~ 1-24 117\\ 50-99100-499 500-999 

A n:n
l
' . n:n -mr $D7" 

B 10.89 6.22 4.67 1.73 1.42 
C 15.79 9.02 6.77 5.41 4.96 
D 20.30 11.60 8.70 6.96 6.38 
E 26.11 14.92 11.19 8.95 8.20 

TA:G POLARIZED +125° C 
WVDC Case 

c:r' 
at Mallory Size 
~ Catalog No. t 

.5 100 TAG504M1DOPDA A 

.8 60 TAG804M060POA A 
1.0 50 TAG105M050PDA A 
1.5 30 TAG155M030PDA A 
2.0 100 TAG205M1DOPOB B 
3.0 15 TAG305M015POA A 
3.0 60 TAG3D5M060PDB B 
4.0 50 TAG405MOSDPOB B 
4.5 10 TAG45SM010POA A 
6 30 TAG605M01DPOB B 
7 100 TAG70SM1DOPDC C 

10 60 ,TAG106M060PDC C 
12 15 TAG126M015POB B 
14 50 TAG146MOSOPOC C 
14 100 TAG146M1DOPOD D 
18 10 TAG186M010PDB B 
20 30 TAG206M010PDC C 
20 60 TAG206M060POD D 
20 100 TAG206Ml00POE E 
28 50 TAG286MOSOPOD D 
30 60 TAG306M060POE E 
35 15 TAG3S6M015POC C 
40 30 TAG406M030POD D 
40 50 TAG406MOSOPDE E 

Mallory Page C-8 

Net 

TAG POLARIZED (CONT'D) 

WVDC Ca .. 
c;r' at Mallory Size 

+ 125°C Catalog No. t 
~ ---m- TAGSS6M010POC C 
55 30 TAG5S6M030POE E 
70 15 TAG706M015POD D 

100 15 TAG107MD15POE E 
110 10 TAG117M010PDD D 
160 10 TAG167M210PDE E 

TAG NON-POLARIZED +125° C 

Cap. 
1" 

-:25 
.4 
.5 
.8 

1.0 
1.5 
1.5 
2.0 
2.5 
3.0 
3.5 
5 
6 
7 
7 

10 
10 
10 
10 
14 
15 
20 
20 
20 
30 
35 
40 
60 
70 

100 

WVDC 
at MaUory + 12SoC Catalog No. 

liiO TAG2S4Ml00NOA 
60 TAG404MD6DNOA 
50 TAG504MOSONOA 
30 TAG804M01DNOA 

100 TAG105M100NOB 
15 TAG155MD15NOA 
60 TAG15SM060NOB 
50 TAG20SM050NOB 
10 TAG255MD1DNOA 
30 TAG3D5M010NOB 

100 TAG15SM1DONOC 
60 TAGSOSMD60NOC 
15 TAG60SMD15NOB 
50 TAG705MD50NOC 

100 TAG705M100NOD 
10 TAG106M010NOB 
30 TAG106M030NOC 
60 TAG106M060NOD 

100 TAG106M100NOE 
50 TAG146MOSDNOD 
60 TAG1S6M060NOE 
15 TAG206MD15NOC 
30 TAG206M010NOD 
50 TAG206MDSONOE 
30 TAG106M010NOE 
10 TAG3S6MD10NOC 
15 TAG406M015NOD 
15 TAG606M015NOE 
10 TAG706MD1DNOD 
10 TAG107M010NOE 

tCASE SIZES 
TA'-TAG 

Case 
Size 
t 

""A 
A 
A 
A 
B 
A 
B 
B 
A 
B 
C 
C 
B 
C 
D 
B 
C 
D 
E 
D 
E 
C 
D 
E 
E 
C 
D 
E 
D 
E 

Ca.e Diameter Length 
5.16" 1~1e1l A 

B 
C 
D 
E 

"'" 
:%" 

Ys' FAa" 
Ys w 2%" 
%N 2%" 

TAM ENCAPSULATED 
SOLID ELECTROLYTE 

SINTERED ANODE 
Flexible, plastic encapsulated, sintered pel­
let anode with solid electrolyte. For 
printed clrcnlt applications. Temperature 
range, - 55° C to + 85° C; capacity tol­
erance, '" 20% (M); polarized (P); Mal­
lary plastiC encapsulation (5); radial 'grld 
spaced leads; size C only. Ask for Bulletin 
4-47A. 

rAM PRICES 

Case I . Net Each, Lot. of 
Size 1-24 12S-49lso-99;'-1:i10~Oi:-i,49iii9i7[ S"'0"ou-9iii9iii9 
C- $1.2i "W-H "IT.fi"''$D.19 ""'$li:I3 

TAM +85° C 

WVDC Case 

c:r' 
at Ca~~~:r~o. Size 

+8So C § 
""'"'ii:8 25 TAM685MD2SPSC """'C 
10 25 TAM1D6M02SPSC C 
15 25 TAM1S6M02SPSC C 
22 15 TAM226MD1SP5C C 
33 10 TA M336 M010PSC C 
39 10 TAM396MD10PSC C 
56 6 TAM566M006P5C C 

" 
, 1.325 square, .175 thIck. 

© U.c.P., Inc. 
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SECTION 1500 

TANTALUM CAPACITORS 
P.R. MALLORY & CO. INC. 

INDIANAPOLIS , IND. 

~ 
TAS 

MTF 

TAS SOLID HERMElIC SEAL 
Miniature slntered anode, solid electrolyte; 
hermetically se,aled (glass to metal). Tem­
perature range, - 80° 0 to + 125° 0; capa­
city tolerance, =20% (M); polarized (P); 
unlnsulated (0); four case sizes (A, C, F, 
0) standard. Available In = 10% tolerance 
(K) at extra cost. Available with Mylar. 
sleeve (specify 1 In 12 digit; example: 
TAS334M015P1A) add 5c to prices shown. 
Ask for Bulletin 4-40D. 

TAS PRICES 
Case Net ,Each, Lots of 
Size 1-24 25-49IS0-991100_4991500-999 -X- $1.43 iDi'" iF.§i" iDW 'fD.7R'" 
o 1.52 1.22 1.03 .175 .80 
F 2.50 2.00 I.G9 1.44 1.32 
o 4.G4 3.72 3.14 2.G7 2.44 

TAS 
WVDC 

Cap. at Mallory 

~ +85° C Catalo/h No. 
6 TAS334M 66fiOA 

.33 10 TAS334M010POA 

.33 15 TAS334MOI5POA 

.33 20 TAS334M020POA 

.33 35 TAS334 M035POA 

.47 6 TAS474MOOGPOA 

.47 10 TAS474 MlIl0POA 

.47 15 TAS474MOI5POA 

.47 20 TAS474M020POA 

.47 35 TAS474M035POA 

.68 6 T ASG80' OOGPOA 

.68 10 TAS684M010POA 

.68 15 TASG84M015POA 

.68 20 TAS684M020POA 

.68 35 TASG84M035POA 
1 6 TAS105M006POA 
1 10 TAS105M010POA 
1 15 TAS10SM01SPOA 
1 20 TAS105M020POA 
1 35 TAS105M035POA 
1.5 6 TAS15SMOOGPOA 
1.5 10 TAS15SM010POA 
1.5 15 TAS1S5M015POA 
1.5 20 TAS15SM020POA 
1.5 35 TASI55M035POC 
2.2 6 TAS22SM006POA 
2.2 10 TAS225 M010POA 
2.2 15 TAS22U'l015POA 
2.2 20 TAS22SM020POA 
2.2 35 TAS225M035POC 
3.3 6 TAS335MOOGPOA 
3.3 10 TAS335M010POA 
3.3 15 TAS335 M015POA 
3.3 20 TAS335M020POC 
3.3 35 TAS335M035POC 
4.7 6 TAS475M006POA 
4.7 10 TAS475M010POA 
4.7 15 TAS47SM015POC 
4.7 20 TAS475M020POC 
4.7 30 TAS475M035POC 
6.8 6 TASG85M006POA 
6.8 10 TASG85MOlOPOC 
6.8 15 TASGI5M015POC 
6.8 20 TASG85M020POC 
6.8 35 TAS685M03SPOC 

10 6 TAS106MOOGPOC 
10 10 TAS106MOlOPOC 
10 15 TAS106M015POC 
10 20 TAS106 M020POC 
10 35 TAS106M035POF 
15 6 TAS15GMOOGPOC 
15 10 TAS156M010POC 
15 15 TAS156M015POC 
15 20 TAS156M020POC 
15 35 TAS156M035POF 
22 6 TAS226M006POC 
22 10 TAS226 MOlOPOC 
22 15 TAS226M015POC 
22 20 TAS226M020POF 
22 35 TAS226 M035POF 
33 6 TAS336 MOD6POC 
33 10 TAS336MOlOPOC 
33 15 TAS336M015POF 
33 20 TAS336 M020POF 
33 35 TAS336MD35POG 
47 6 TAS476M006POC 
47 10 TAS476 M010POF 
47 15 TAS476l::1015POF 
47 20 TAS476 020POF 

·Reglstered Dupont trademark. 

@1961 P. R. Mallory & 00. Inc. 
ALL RIGHTS RESERVED 

!Ca .. 
Size 
-L 

A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
0 
A 
A 
A 
A 
0 
A 
A 
A 
0 
0 
A 
A 
0 
0 
0 
A 
0 
0 
0 
C 
0 
0 
0 
0 
F 
0 
0 
0 
0 
F 
0 
0 
0 
F 
F 
0 
0 
F 
F 
G 
0 
F 
F 
F 

TAS SOLID HERMErIC SEAL 
(CONTINUED) 

WVDC 
at Co,. ca~a,lIor.tio. +85° C -II- -,r TAme M\35PDG 

68 6 TA5G86M006POF 
68 10 TAS686 M010PDF 
68 15 TAS61GM015POF 
68 20 TASGIGM020PDG 
68 35 TAS686MD35PDG 

100 6 TAS1D7MDD6PDF 
100 10 TAS107M01DPOF 
100 15 TAS107M015POG 
100 20 TAS107M020POG 
150 6 TAS157 M006POF 
150 10 TAS1S7M010POG 
150 15 TAS157M015POG 
220 6 TAS227MOOGPOG 
220 10 TAS227MOlOPOG 
330 6 TAS337M006POG 

C_ 
Size 

+ F 
F 
F 
G 
0 
F 
F 
0 
0 
F 
0 
0 
0 
0 
G 

case, Net Each, Lots of 
Size' 1-24 1 25-49 1 SO-99 1100-4991500-999 

A $DT iT.H IT.i4" $T.'iI4'" ron-
B 1.46 1.17 .99 .14 .• 766 

TNT +850 C 
WVDC Case 

Co,. at Ca~a,~:r~o. Size 
+8So C + -T "'5u- TNT20siT05DPOA 

4 50 TNT405U050POA A 
6 35 TNT605U035POA A 
8 50 TNTI05U050POB B 

12 15 TNT126U015POA A 
12 35 TNT12GU035POB B 
15 30 TNT15GU030POB B 
25 6 TNT25GU006POA A 
25 l5 TNT256U015POB B 
35 12 TNT35GU012POB B 
40 3 TNT40GU003POA A 
50 6 TNT50GUOOGPOB B 
80 3 TNTI06U003POB B 

·Reglstered Dupont trademark. 

TAP MINIATURE +85° C 

Miniature, slntered anode wet slug with 
epoxy seal lead protection. Temperature 
range: - 55° 0 to + 85° O. Oapaclty toler­
ance; -15% +75% (U) standard. Polar­
Ized (P); uninsulated (0) standard. Ask 
for Bulletin 4-52. 

TAP PRICES 

Ca.e ~ Net Each, Lots of 
~ 1-24125-49 J 50-991100-4991500-999 

A • n:n- ms iF.I4 w.m-
B 2.46 1.97 1.6G 1.415 1.29 

TAP +15° C 

WVDC case 
C:,. at ca-:.,:or~o. Size 

+15° C t -r- \ilj'""'" f AP20SJli96PDA A 
3.5 75 TAP355U075POA A .. 60 TAP405U060POA A 
5 50 TAP505U050POA A 
6 40 TAPG05U040POA A 
7 35 TAP705U035POA A 
8 30 TAP80SU030POA A 

10 25 TAP106U025POA A 
11 90 TAP11GU090POB B 
12 20 TAP126U020POA A 
15 15 TAP1S6U015POA A 
15 75 TAP156U075POB B 
20 10 TAP20GU010POA A 
20 60 TAP20GU060POB B 
25 50 TAP256U050POB B 
30 6 TAP306UODGPOA A 
30 40 TAP306U040POB B 
40 30 TAP40GU030POB B 
70 15 TAP706U015POB B 

100 10 TAP107U010POB B 
140 6 TAP147U006POB B 

Mallory Page C-9 

Net 

TAH MINIATURE +125° C 
Miniature, slntered anode wet slug with 
epoxy seal lead protection. Temperature 
rauge: _55° 0 to + 125° O. Oapaclty 
tolerance: -15%, +20% (R) standard; 
polarized (P); unlnsulated (0) standard. 
Ask for Bulletin 4-57. 

TAH PRICES 

Case I Net Each, Lots of 
Size 1-24125-49150-99 100-4991~ 

A $'2:D" i1.'iT' $I:i8 $1.26 $1.095 
B 3.68 2.94 2.49 2.12 1.845 
o 7.05 5.G5 4.76 4.05 3.21 

TAH +125° C 
WVDC Case 

Cap. at Mallor~ Siz. 

-+- + 125°C Cataloll o. -L """"lIO" TAH205ROGOPOA A 
3.5 50 TAH355R050POA A 
4 40 TAH405R040PDA A 
5 30 TAH505R03DPOA A 
6 25 TA H605R025PDA A 
7 23 TAH7D5R023POA A 
8 20 TAHI05RD20POA A 

10 15 TAH106R015POA A 
11 60 TAH116ROGOPOB B 
12 13 TAH12GR013PDA A 
15 10 TAH156R010POA A 
15 50 TAH15GR050POB B 
20 7 TAH206R007POA A 
20 40 TAH206R040POB B 
25 30 TAH25GR030POB B 
30 4 TAH3DGR004POA A 
30 25 TAH30GR025POB B 
30 60 TAH30GROGOPOC 0 
40 20 TAH406R020POB B 
40 50 TAH4D6R050POC 0 
50 40 TAH50GR040POC 0 
60 30 TAH60GR030POC 0 
70 10 TAH70GR010POB B 

100 7 TAH107R007POB B 
100 20 TAH107R020POC 0 
140 4 TAHl47R004POB B 
170 10 TA H177R010POC 0 
250 7 TAH257R007POC 0 
330 4 TAH337R004POC 0 

tCASE SIZES 
TAS 

Case Diameter Length 
.125" .250" A 

c .75" .438" 
F .279" .650" 
G .341" .750" 

TNT 
Case Diameter Lensth 

A .16&" .350' 
B .165" .500" 

TAP AND TAH 

case Diameter Length 
A 
B 
C 

.238" 

.238" 

.238" 

.500" 

.660" 

.875" 

MTF (FORMERLY M-2) 
HERMETIC SEAL 

Sintered anode wet slug; hermetically sealed 
(glass to metal). Meet all requirements or 
MIL-0-3965B. Temperature range, - 55° 
o to + 150° 0; capacity tolerance, -15% 
+50% (T); polarized (P); unlnsulated 
(0); 0.5" length and axial leads (H) stand­
ard. Ask for Bulletin 4-41B. 

'MTF PRICES 
Case I Net Each, Lots of 
Size 1-24 1 25-49 1 50-99 1100-249 
~ -w.;r $T.4I" ''IT.R'" "'JT.'ii'" 

MTF 
WVDC Ca •• 

Ca,. at Mallory Size 
+85° C Catal';!! No. + --n-~ MTF116 6§OPOH 

15 75. MTF156T075POH H 
20 60 MTF20GT060POH H 
25 50 MTF25GT050POH . H 
30 40 MTF306T040POH H 
40 30 MTF406T030POH H 
70 15 MTF70GT015PDH H 

100 10 MTF107T010POH H 
140 6 MTF147T006POH H . " *.484 overall dla., .500 overall body 

length. 
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SECTION 1500 

TANTALUM CAPACITORS 
P. R. MALLORY & CO. INC. 

INDIANAPOLIS ,IND. 
XT SERIES-HERMETIC SEAL-HIGH TEMPERATURE 

TYPE XTM _55' to +175' C 

WVDC 
Cap. at Mallory Net Each, Lots of 

J.l.f +85' C Catalog No.* 1-24 25-49 50-99 
--4- 340 XT M405T340POA m:B" m:n- m:n-

5 255 XT M505T255POA 12.96 12.10 11.23 
8 170 XT M805T170POA 9.90 9.24 8.56 

16 90 XT M166T090POA 6.56 6.12 5.68 
25 60 XT M256T060POA 6.56 6.12 5.68 
40 35 XT M406T035POA 6.56 6.12 5.68 

*Suffix letter A Indicates MIL-C-3965/20, style CL-lO. Also avail­
able In Style C-13; change suffix letter to D, and add 5c to prices 
shown. 

TYPE XTH -55' to +200' C 

Cap. 
WV;DC 

at Mallory Net Each, Lots of 
J.l.f +85' C Catalog No. t 1-24 25-49 50:99 

--7- 630 XTH705U63DPDA m:n- m:'13 l36.i§" 
7 630 XTH705U630POC* 42.62 39.78 36.94 
8 540 XTH805U540POA 37.08 34.61 32.14 
8 540 XTH805U540POB 37.11 34.66 32.19 

10 450 XTHI06U450POA 11.50 29.40 27.30 
10 450 XTHI06U450POB U.55 29.45 27.35 
12 360 XTH126U360POA 26.01 24.28 22.54 
12 360 XTH126U360POB 26.06 24.33 22.59 
12 360 XTH126U360POC* 26.06 24.33 22.59 
12 360 XTH126U360POK 26.36 24.63 22.89 
12 360 XTH126U360POL* 26.41 24.68 22.94 
16 270 XTH166U270POA 20.43 19.07 17.71 
16 270 XTH166U270POB 20.48 19.12 1'7.76 
16 270 XTH166U270POC* 20.48 19.12 17.76 
16 270 XTH166U270POL* 20.83 19.47 18.11 
25 180 XTH256U180POA 14.75 11.76 12.78 
25 180 XTH256U180POB 14.80 13.81 12.83 
25 180. XTH256U180POC* 14.80 13.81 12.83 
25 180 XTH256U180POK 15.10 14.11 11.13 
25 180 XTH256U180POL* 15.15 14.16 13.18 
50 90 XTH506U090POA 9.25 8.64 8.02 
50 90 XTH506U090POB 9.30 8.69 8.07 
50 90 XTH506U090POC* 9.30 8.69 8.07 
80 60 XTH806U060POA 9.25 8.64 8.02 
80 60 XTH806U060POB 9.30 8.69 8.07 
80 60 XTH806U060POC* 9.30 8.69 8.07 
80 60 XTH806U060POK 9.60 8.99 8.37 
80 60 XTH806U060POL* 9.65 9.04 8.42 

120 35 XTH127U035POC* 9.30 8.69 8.07 
150 30 XTH157U030POA 9.25 8.64 8.02 
150 30 XTH157U030POC* 9.30 8.69 8.07 
150 30 XTH157U030POK 9.60 8.99 '8.37 
150 30 XTH157U030POL* 9.65 9.04 8.42 
240 18 XTH 247U018POA 9.25 8.64 8.02 
240 18 XTH247U018POK 9.60 8.99 8.37 
240 18 XTH247U018POL* 9.65 9.04 8.42 

*Stock Items; all others available on sppcial order 
tSuffix A, plain case; B, solder lug on boUom; C, MIL-C-3965/1, 

CL-14; K, threaded neck; L, MIL-C-3965/l, CL-16. 

TYPE XTL -55 0 to +2000 C 

WVDC 
Cap. at Mallory Net Each, Lots of 

J.l.f +85",C Catalog No. 1-24 25-49 50:99 -,:r 630 XTLl55U630POC* m:li" m:"OT m:rr 
4 540 XTU05U540P,OC* 29.89 27.90 25.91 
5 450 XTL505U450POC* 25.70 23.99 22.28 
6 360 XTL605U360POC*t 21.16 19.75 18.34 
6 360 XTL605U360POLt 21.51 20.10 18.69 
8 270 XTL805U270POC*t 16.70 15.59 14.48 
8 270 XTLB05U270POK 17.00 15.89 14.78 

12 180 XTL126U180POC* 12.38 11.56 10.74 
12 180 XTL126U180POLt 12.73 11.91 11.09 
25 90 XTL256U090POC* 8.24 7.69 7.15 
40 60 XTL406U060POC*t 8.24 7.69 7.15 
40 60 XTL406U060POLt 8.59 8.04 7.50 
60 35 XTL606U035POA 8.19 7.64 7.10 
75 30 XTL756U030POC* 8.24 7.69 7.15 
75 30 XTL756U030POLt 8.59 8.04 7.50 

120 18 XTL127U018POC* 8.24 7.69 7.15 

*Stock Items (MIL-C-3965/l, Style CL-14). Available with plain 
case on special order; change suffix, letter to A (example: 
XTJ;.355U630POA) and deduct 5c from prices shown. 

t Available with solder lug on bottom on special order at same 
price; order by changing suffix letter to B. 

tStock Items <MIL-C-3965/1, Style, CL-16). Available without 
solder lug at neck; order by chauglng suffix letter to K and 
deduct 5c from prices shown. ' 

Sintered anode, Ilquld electrolyte, hermet.ic (glass-to-metal) seal. 
Individually Inspected and coded. Operate - 55' C to + 200' C 
(XTM, +175' C). Types shown below are MIL-C-3965 styles 
and most common commercial units. Over 4000 other contlgura.­
tlons and styles are available on special order. 

Ma.Ilory XT tantalum capaCitors are the very hIghest qU81lty 
mllltary grades available. Certain units, Indicated by appropriate 
symbols, are stock items. All others and all XTV types are avail­
able trom factory stock on special order. Please consult Bulletins 
4-49 (XTM) or 4-60 (XTH-XTL-XTV) for technical details and 
ask tor prices before ordering. 

TYPE XTV -55' to +200' C 
XTV TANTALUM CAPACITORS 

ARE AVAILABLE ON SPECIAL ORDER ONLY. 

WVDC 
Cap. at Mallory Net Each, Lots of 

p.f +::~ ,C 
Catalog No.* 1-24 25-49 

--12- XTV126T630POA $ 74.25 f6§:JO 
14 540 XTV146T540POA 64.80 60.41 
17 450 XTV176T4S0PDA 54.00 50.40 
18 630 XTV186T630POA 111.00 103.60 
20 540 XTV206T540POA 93.75 87.50 
22 360 XTV226T360POA 44.55 41.58 
25 450 XTV256T450POA 79.50 74.20 
28 270 XTV286T270POA 33.75 31.50 
30 360 XTV306T360POA 64.50 60.20 
40 270 XTV406T270POA 49.50 46.20 
42 180 XTV426T180POA 23.63 22.05 
60 180 XTV606T180POA 24.95 32.62 
75 225 XTV756T225POA 75.00 70.00 
84 90 XTV846T090POA 13.50 12.60 

110 150 XTV117T150POA 52.50 49.00 
120 90 XTV127T090POA 19.50 18.20 
130 60 XTV137T060POA 13.50 12.60 
150 225 XTV157T225POA 108.00 100.80 
190 40 XTV197T040POA 13.50 12.60 
200 60 XTV207T060POA 19.50 18.20 
220 75 XTV227T075POA 30.00 28.00 
230 150 XTV237T150POA 76.50 71.40 
250 30 XTV257T030POA 13.50 12.60 
290 40 XTV297T040POA 19.50 18.20 
350 60 XTV357T060POA 30.00 28.00 
370 30 XTV377T030POA 19.50 18.20 
390 18 XTV397T018POA 13.50 12.60 
450 75 XTV457T075POA 43.50 40.60 
500 40 XTV507T040POA 30.00 28.00 
560 18 XTV567T018POA 19.50 18.20 
580 12 XTV587T012POA 13.50 12.60 
650 30 XTV657T030POA 30.00 28.00 
700 60 XTV707T060POA 43.50 40.60 
750 60 XTV757T060POA 43.50 40.60 
850 12 XTV857T012POA 19.50 18.20 
900 18 XTV907T018POA 30.00 28.00 

1000 40 XTVI08T040POA 43.50 40.60 
1100 12 XTV118T012POA 30.00 28.00 
1300 30 XTV138T030POA 43.50 40.60 
1800 18 XTV188T018POA 43.50 40.60 
2200 12 XTV228U012POA 43.50 010.60 

"Available to MIlrC-3965/l9, Style CL-17; order by changing 
suffix letter to C. Or, style CL-18, use suffix, B, and add 5c to 
prices shown. For MIJrC-3965/19 Testlug, add 15% to prices 
shown, 

Additional Mallory 

Tantalum Capacitor Types 

and Configurations 

Available 

on Special Order 

ASK FOR 
MALLORY CATALOG 

No. 9-169 

©1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED Mallory Page C-9A 
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(l) U.c.P .. Inc. 

SECTION 1500 

MYLAR AND MOLDED 
P.R.MALLORY&CO.INC. TUBULAR CAPACITORS 

INDIANAPOLIS I IND. 

'" o .ranee 

"!r' I Mci'~~~' t E'!:"h 
.. ap. 

I mci'~'M'~' t E::'h 
.. ap • 'M.!'!! ... !!'o' t :::t 'I'l I'f GEM· -:oo1-mr- B T "1iii5 1&25'D rc -:or- '"'iii1 D ""'42C 

.0015 16215 B 3 c .0056 16256 D 9c .0125 161125 E 42c 

.002 1622 B 3 c .006 1626 D 9c .02 1612 E 36c 

.0025 16225 C 45c .0068 16268 D 39'c .022 16122 E 45c 
.003 1623 C 39c .007 1627 D 19c .03 1613 E 42c 
.0033 16233 C 39c .0075 16275 D 9c .04 1614 F 42c 
.004 1624 C 39c .008 1628 D 19C .05 1615 F 42c 
.0047 16247 D 3~c .0082 16282 D ~c 

GEM MOLDED TUBULAR HIGH VOLTAGE CAPACITORS 
'" 20% Tolerance 

3000 WVDC ' 6000 WVDC iD.ooo WVDC 15,000 wv6c 
Car' Mall.No·1 I Net Mall.No'j Net Mall.No'j . I Net Mal'.No. I Net 

_1' __ GEM· ...L~~..L~~..L~~...L~ 
.0001 "'iii'i1 C $0.93 ........ ... ...... ........ ... ...... 15031 J $1.98 

:ggg~5 '3035'" 'c' ":6ii' '6;(35" 'D' sil:ii' i~~n5t ~ $l:U m~~5 ~ ~:~ 
.001 3021 C .66 6X21 E .11 10021 I 1.26 

:gg~ '3023'" 'D' .. :6" :~~~ : d~ ........ 
.005 3025 E .69 6X25 F 1.11-

:g~7S '30ii'" 'E' .. :i,' :~:I5 II ~:n :::::::: 
.03 3013 H .84 .. .... .. .... .. 
. 05 3015 H .96 . .. . .. .. ..... . 

tl2,oou W v uv. 

-~o: No. 
, o. 

Slo,ln. Net c:r" Size. In. Net 
Jl. ACE· WVDC Dla. x Lgth. Each ACE· WVDC Dla. x Lgth. Each 

-:rn--nr 400 % x 1~ 
2r 

"1i33 &m'" 600" ,~~ ~~ ~fc .001 621 600 % x 1 1 c .047 6147 600 
.0015 6215 600 % x 1 1 c .05 615 600 tl x 1~ 27c .0022 6222 600 % x 1 llc .068 6168 600 ". x 1 30c .0033 6233 600 % x 1 1 c .10 601 600 ~ ~ Hf 13 : .0039 6239 600 % xl llc .15 6015 600 
.0047 6247 600 % x 1 1 c .22 6022 600 

wu Iii .01 611 600 % xl% 21c .01 1011 1000 
%x ig IC .015 6115 600 % x 1% ~lc .015 10115 1000 ti x 1 c 

.02 . 612 600 ;1~1~ 2:""c .033 10133 1000 ~ x 1 6c 

.022 6122 600 4c .047 10147 1000 xl c 

Mallory Page C-10 

Net 

PVC POLYVINYL CHLORIDE 

MYLAR® CAPACITORS 

MOistureproof, IIexl­
ble polyvinyl, chlo­
ride-coated capaci­
tors. High purity alu­
minum foil used 
throughout. Dielec­
tric Is 100% DuPont 
Mylar®. Leads are 
solid copper radial type; Ideal for printed 
circuitry. Flexible moisture seal at leads. 

r:~t~~~J~:W _c:8.!''lStt~c~ fij~;' c1e:J':r~; 
operated at 1050 C at two times rated volt­
age with no dcrat.lng. Tolerance, '" 10%. 

100 WVDC UNITS 

Mallo'l Cap. Net N~~~~'l. Car' Net 

~ 
I'f I~ Each 

"1ii8 -mr .d!- Ue 118 24c .27 
1122 .022 24c 1033 .33 33c 
1133 .033 24c 104 .40 

1 9c 114 .04 24c 1047 .47 9c 
1147 .047 24c 105 .5 3lc 
1156 .056 24c 1056 .56 4 c 
1168 .068 24c 1068 .68 48c 
101 .10 24c 11 1.0 57c 
1015 .15 24c 11P5 1.5 78c 
1022 .22 27c 12 2.0 $6c 
1025 .25 30c 

200 WVDC UNITS 

Mall°'lICar' Net N~~~:l. c;r' Net 
No.pV - I' Each Each 
~-:or $D.24 ""'"2m"""" .22 $D.ii 

2115 .015 .24 2025 .25 .36 
212 .02 .24 2027 .27 .39 
2122 .022 .24 2033 .33 .39 
2133 .033 .24 204 .40 .42 
21" .04 .24 2047 .47 .45 
2147 .047 .24 205 .5 .45 
215 .05 .24 2056 .56 .51 
2156 .056 .27 2068 .68 .54 
2168 .068 .27 21 1.0 .71 
201 ;10 .27 21P5 1.5 1.02 
2815 .15 .30 22 2.0 1.26 

400 WVDC UNITS 

N~~~:l-C:r' :!'::\. N~~~:l. c:r' :!o:,th 
--mr :mi22 2"tC -m- ]5 2lc 

423 .003 21c 4156 .056 2 c 
4233 .0033 2 1 c 4168 .068 2~C 
424 .004 21c 401 .10 I c 
4247 .0047 21c 4015 .15 6c 
01256 .0056 21c 4022 .22 45c 
4268 .0068 21c 4825 .25 45c 
411 .01 21c 4027 .27 48c 
4115 .015 21c 4033 .33 51 c 
412 .02 21 c 404 .40 t7c 01122 .022 21 c 4047 .47 Oc 
4133 .033 '24c 405 .5 9c 
414 .04 2Jc 4056 .56 8c 
4147 .047 2 c 4068 .68 90c 

600 WVDC UNITS 

N~~~'l- c;r' :!'::\. N~~~~'l. c;r' Net 
Each 

621 Tor "'2iC -mr :ii22 24c 
6212 .0012 21 c 6125 .025 24c 
6215 .0015 21 c 613 .03 24c 
622 .002 21c 6133 .033 24c 
6222 .0022 21c 6139 .039 27c 
6225 .0025 21c 614 .04 27c 
623 .003 21c 6147 .047 27c 
6233 .0033 21c 615 .05 27c 
6239 .0039 21c 6156 .056 27c 
624 .004 21c 616 .06 27c 
6247 .0047 21c 6168 .068 

3r 625 .005 21c 6175 .075 1 : 6256 .0056 21c 6182 .082 
626 .006 21c 601 .10 36c 
6268 .0068 21c 6015 .15 42c 
6275 .0075 21c 602 .20 54c 
628 .008 21c 6022 .22 57c 
611 .01 21c 6025 .25 47c 
6112 .012 21c 6027 .27 aoc 
6115 .015 21c 6033 .33 1ge 612 .02 24c 6047 .47 1c 

The MASTER - 26th Edition - Paae 49 



SECTION 1500 

TAN-O-MITE® SERIES TF TANTALUM FOIL CAPACITORS 

Polar & Non-Polar Electrolytic - Plain & Etched 
MIL & Commercial-55'C to +85'C 

In plain or etched foil. 'Polar T,lnits will 
withstand reversals up to 3.75 VDC. Tem­
perature range - 55' C to + 85' C. Capac­
itance tolerance plain foil ± 200/0; etched 
foil less than 50 volts, -15 +750/0; 50-
99 volts, -15 +500/0; 100-150 volts, 
-15 +300/0. Considerably better leakage 
and power factor than wire type units. Meets 
MIL-C-3965B, Styles CL24, 25; 34, 35, also 
MIL vibration Grade 3 which covers Grades 
1 & 2. Also available with plastic insulating 
sleeve .007" wall thickness, 1%" ieads. 

PRICES, DIMENSIONS 

Case Size Unin- ft:i~ 1-21:~t{~d MIL Styles Bulated* 
Com'!. CL34*.-24* Dia. Lgth. Foil Foil 

J Cl ~6" ~ $4.81 $4.81 
K C2 %2" VB" 7.33 8.0S 
L C3 %" lW 11.S0 13.92 
N C4 %" 2Ys" lS.24 22.74 
P C5 %" 2%;" 2T.74 30.44 

*For plastlC msulatmg sleeve (.007" wall thlCkness)-MIL 
Styles CL35, CL25-add IDe extra. 

STOCK-PLAIN FOIL 
UNINSULATEO:j: 

DC 
Commercial MIL-C-3965B 

Volts Type 
Mfd. Case Stock No.+ Case Designationt ----I 10' J TOJ3 Cl CL34BATOOMP3 '" I 50' K 50K3 C2 CL34BA500MP3 

- --
I 10 J TOJ3R75Nt 

'" 45 K 45K3R75Nt ..... 140 L 140L3R75Nt .; 
280 N 280N3R75Nt I 400 p 400P3R75Nt -- -- -------

I 
8 J 8JS Cl CL34BB080MP3 

30 K 30K6 C2 CL34BB300M P3 
35 K 35KS 

100 L TOOLS C3 CL34BBTOTMP3 
200 N 200N6 C4 CL34BB20T M P3 

'" 300 P 300PS C5 CL34BB30T MP3 

1 
7 J 7JSNt 

25 K 25K6Nt 
85 L 85L6Nt 

175 N T75NSNt 
250 p 250PSNt 

I 
6 J . 6Jl0 Cl CL34BDOSOM P3 . 

25 K 25KTO C2 CL34BD250MP3 
80 L 80LTO C3 CL34BD800M P3 

160 N lSONTO C4 CL34BD1Sl MP3 
c 220 P 220PTO C5 CL34BD221 M P3 - 4 J 4Jl0Nt 

I 
16 K lSKTONt 
55 L 55Ll0Nt 

110 N 1.10Nl0Nt 
150 p 150Pl0Nt 

Continued next column 

NorES FOR FOIL STOCK TABLES 

tN on-polar units. Non-polar units may be used as 
polar units. 
tFor insulating sleeve add "8" to commercial stock 
numberi on MIL designations, change "CL24" to 
"CL25," or, "CL34" to "CL35." 

*Regardless of polarity indicated, these low voltage 
Llnits can be used as either polar or non-polar units. 
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STOCK-PLAIN FOIL (cont.) STOCK-ETCHED FOIL 
UNINSULATEO:j: UNINSULATEO:j: 

Commercial MIL-C-3965B Commercial MIL-C-3965B 

Mfd. Case Stock No.t 
Type 

Case Designationt Mfd. Case Stock No.t Case 
Type 

Designation:\: --
4.5 J 4R5J15 Cl CL34BE4R5M P3 

10 K 10K15 C2 CL34BE100MP3 15 J 15JE15 Cl CL24BE150UP3 
18 K 18K15 C2 CL34BE180MP3 60 K 60KE15 C2 CL24BESOOUP3 
55 L 55115 C3 CL34BE550M P3 200 L 200LE15 C3 CL24BE20lUP3 

110 N 110N15 C4 CL34BE111 MP3 400 N 400NE15 C4 CL24BE401 UP3 
160 P 160P15 C5 CL34BE1S1MP3 580 P 580PE15 C5 CL24BE581 UP3 

10 J 10JE15Nt 
2.5 J 2R5JT5Nt 40 K 40KE15Nt 

10 K 10K15Nt 120 L 120LE15Nt 
35 L 35L15Nt 125 L 125LE15Nt 
70 N 70N15Nt 250 N 250NE15Nt 

100 p 100P15Nt 350 p 350PE15Nt 
--

10 J 10JE25 Cl CL24BG100UP3 
3 J 3J25 40 K 40KE25 C2 CL24BG400UP3 

12 K 12K25 120 L 120LE25 C3 CL24BG121U P3 
35 L 35L25 125 L 125LE25 
70 N 70N25 250 N 250NE25 C4 CL24BG25lUP3 

100 P 100P25 350 P 350PE25 C5 CL24BG351UP3 
1.5 J lR5J25Nt 5 J 5JE25Nt 
6 K SK25Nt 20 K 20KE25Nt 

20 L 20L25Nt 70 L 70LE25Nt 
40 N 40N25Nt 140 N 140NE25Nt 
60 p 60P25Nt 200 p 200PE25Nt 
----

2.5 J 2R5J30 Cl CL34BH2R5MP3 8 J SJE30 Cl CL24BH080U P3 
10 K 10K30 32 K 32KE30 C2 CL24BH320U P3 
30 L 30L30 C3 CL34BH300MP3 110 L 110LE30 C3 CL24BHll1UP3 
60 N 60N30 C4 CL34BHSOOMP3 220 N 220NE30 C4 CL24BH221UP3 
85 P 85P30 C5 CL34BH850MP3 300 P 300PE30 C5 CL24BH301UP3 

1.4 J lR4J30Nt 4.5 J 4R5JE30Nt 
5.5 K 5R5K30Nt 18 K 18KE30Nt 

18 L 18L30Nt 60 L SOLE30Nt 
36 N 3SN30Nt 120 N 120NE30Nt 
45 p 45P30Nt 170 p 170PE30Nt 
--

1.5 J lR5J50 Cl Cl34BJl R5MP3 4.5 J 4R5JE50 Cl CL24BJ4R5UP3 
6 K 6K50 C2 CL34BJOSOM P3 18 K 18KE50 C2 CL24BJ180UP3 

20 L 20L50 C3 CL34BJ200MP3 60 L SOLE50 C3 CL24BJSOOUP3 
40 N 40N50 C4 CL34BJ400MP3 100 N 100NE50 C4 Cl24BJl 01 U P3 
55 P 55P50 C5 CL34BJ550M P3 150 P 150PE50 C5 CL24BJ151 UP3 
0.8 J R8J50Nt 2.5 J 2R5JE50Nt 
3 K 3K50Nt 10 K 10KE50Nt 

10 L 10L50Nt 30 L 30LE50Nj 
20 N 20N50Nt 60 N 60NE50Nt 
30 p 30P50Nt 80 p 80PE50Nt 
--

1.25 J lR25J60 4 J 4JE60 
5 K 5K60 15 K 15KESO 

17 L 17LSO 50 L 50LE60 
34 N 34N60 88 N 88NE60 
48 P 48P60 125 P 125PE60 

0.6 J RSJSONt 2 J 2JESONt 
2.5 K 2R5K60Nt 7.5 K 7R5KESONt 
8.5 L 8R5LSONj 25 L 25LESONt 

17 N 17N60Nt 50 N 50NE60Nj 
24 P 24P60Nt 67 p 67PESONt 
--

1 J lJ75 Cl CL34BLOl OM P3 3 J 3JE75 Cl Cl24BL030UP3 
4 K 4K75 C2 CL34BL040M P3 12 K 12KE75 C2 CL24BL 120U P3 

14 L 14L75 C3 CL34B1140MP3 30 L 30LE75 C3 CL24BL300UP3 
28 N 28N75 C4 CL34BL280MP3 70 N 70NE75 C4 CL24BL700UP3 
40 P 40P75 C5 CL34Bl400MP3 100 P 100PE75 C5 CL24BL10lUP3 

0.5 J R5J75Nt 1.5 J lR5JE75Nt 
2 K 2K75Nt 6 K SKE75Nt 
7 L 7L75Nt 15 L 15LE75Nt 

14 N 14N75Nt 35 N 35NE75Nt 
20 p 20P75Nt 50 p 50PE75Nt 
~---

0.8 J R8JTOO Cl CL34BNOR8MP3 2 J 2JE100 Cl CL24BN020UP3 
3 K 3Kl00 C2 CL34BN030M P3 8 K 8KE100 C2 CL24BN080UP3 

10 L 101100 C3 CL34BN100MP3 25 L 25LE100 C3 CL24BN250UP3 
20 N 20Nl00 C4 CL34BN200MP3 50 N 50NE100 C4 CL24BN500UP3 
30 P 30Pl00 C5 CL34BN300MP3 70 P 70PE100 C5 CL24BN700UP3 

0.4 J R4Jl00Nt 1 J lJE100Nt 
1.5 K lR5Kl00Nj 4 K 4KE100Nt 
5 L 5Ll00Nt 12 L 12LE100Nt 

10 N 10Nl00Nt 25 N 25NE100Nj 
15 P 15Pl00Nt 35 p 35PE100Nt 
--

0.5 J R5JT50 Cl CL34BQOR5M P3 
2 K 2K150 02 CL34BQ020M P3 
4 L 41150 C3 CL34BQ040MP3 
7 L 7L150 C3 CL34BQ070MP3 1 J UE150 Cl CL24BQ010UP3 
8 N 8N150 C4 CL34BQ.080MP3 4 K 4KE150 C2 CL24BQ040UP3 

12 N 12NT50 C4 Cl34BQl20MP3 13 L 13LET50 C3 CL24BQ130UP3 
14 N 14N150 C4 CL34BQ140MP3 25 N 25NE150 C4 CL24BQ250UP3 
20 P 20P150 C5 CL34BQ200M P3 36 P 3SPE150 C5 Cl24BQ360UP3 

0.25 J R25J150Nt 0.5 J R5JE150Nj 
1 K lK150Nt 2 K 2KE150Nt 
3.5 L 3R5L150Nt 6 L 6LE150Nt 
7 N 7N150Nj 12 N 12NE150Nt 

10 P 10P150Nt 18 p 18PE150Nt 

Net © U.c.P., Inc. 



SECTION 1500 

TAN-O-MITE® ELECTROLYTIC TANTALUM CAPACITORS 
SERIES TS TANTALUM SLUG TYPE 

Style for SU 
MIL Styles CL64, 6S 

Style for U, F, G 
MIL Styles CL44, 4S .. +18#> 

Polar Type - 85°C & HlSoC Ratings - MIL & Commercial 
Utilizes a porous anode of sintered tantalum. For polar applications. 
These units offer the best characteristics of all three types of Ohmite 
capacitors. Meets MIL·C·3965B, Styles CL44, 45, 64, 65. Stocked in 
two shapes-hat·shaped sizes U, F, G (MIL Styles CL44 uninsulated, 
-45 insulated-Cases T1, T2, T3) and straight·cylindrical size SU 
(MIL Styles CL64 uninsulated, -65 insulated-Case T1). Exceeds 
MIL vibration requirement Grade 3 which covers Grades 1 and 2. 
Available with plastic insulating sleeve, .015" wall thickness. 

Cas. 
Size 

U 
F 
G 

COMMERCIAL SLUG CAPACITORS 1·24 QTY. NET PRICES 
HAT·SHAPE - UNINSUlATEO* 

(lJ5° C) TI oleranK'et 

$4.12 $4.53 
&92 9.81 

10.84 11.92 

(S;O C) TIOleranKt 

$2.94 $3.23 
6.37 7.01 
7.74 8.51 

Dimensions* 
Dia. I Lgth. 
~. '%2 

'%2 Ilia 
'1M '%4 

STRAIGHT·CYLINORICAL SHAPE - UNINSULATEO* 
5 (or M)t 

SU % % $2.94 

Case 
8ize 

Tl 
T2 
T3 

Tl 

MII.-C-3965B SLUG CAPACITORS 1.24 QTY. NET PRICES 
MIL STYLE CL44 - UNINSUlATED* 

Dimensions * 

I 

(S5° C) Tolerancet (125° 0) Tolerancet 
Dia. Lgth. T S T S 

~. % $4.14 $4.56 $5.43 $5.97 
,%', Ilia 8.40 9.24 10.94 12.04 
'1M '%4 10.20 11.22 13.30 14.63 

Mil STYLE Cl64 - UNINSUlATEO* 
T 5 (orM)t 

%.1 % $4.14 $4.56 

*For plastic insulating sleeve (.015' wall thickness) add 10¢ each for commercial sizes 
U, F, G and all MIL sizes; add 5¢ for commercial size SU. Leads for case sizes U, SU 
and Tl are 17!i' long; ail others, 2%:' long. 
tTolerances-see notes below table of Stock Tantalum Slug Capacitors. 

SERIES TW TANTALUM WIRE TYPE 
Polar Type Only _55 0 C to +85 ° C 

The smallest subminiature electrolytic capacitors avail. 
able. -55°C +85°C. 2" leads. Insulated with Mylar 
plastic sleeve. Polar type units used in DC circuits where 
capacitance value can exceed nominal circuit require· 
ments considerably (standard tolerance is -0 + 100%). 
Wide use in hearing aids and subminiature apparatus. 

MId. DCWV 
--

0.1 20 
60 

--
0.2 20 

150 
--

10 

0.5 16 
20 
80 

--
4 
S 

10 1.0 20 
60 
SO --

1.25 

2 4 
S 

40 
--

1.25 
3 SO 

4 

Case 

TK 
TJ 
HK 
HJ 
S 
M 
B 
C 
E 

D 

.060 

.060 

.075 

.075 

.080 

.100 

.134 

.134 

.134 

SERIES TW STOCK VALUES 
Stock Net Stock 
No.* 1-24 Mfd. DCWV No.* 

RITJ20 $1.65 3 4HJ3 
RIM60 1.65 4 4 4S4 

20 4B20 
R2TK20 1.65 --

'30 R2E150 3.44 5 5C30 
60 5E60 

R5TK1O 1.65 --
6 1.25 6HJlR25 

R5TJ16 1.65 --
R5S20 1.65 8 1.25 SSlR25 
R5BSO 2.19 4 SM4 

--
ITK4 1.65 8 10B8 
lHK8 1.65 10 16 10016 
lHJI0 1.65 30 10E30 
IM20 1.65 --

15 1.25 15MlR25 
lB60 2.19 --
!C80 2.56 20 2 20B2 

2TKlR25 1.65 25 6 2506 
2HJ4 1.65 --

30EI0 28S 1.65 30 10 
2B40 2.19 --

5002 50 2 
3HKlR25 1.65 --

60 4 60E4 
3ESO 3.44 
3HJ4 1.65 75 2 75E2 

*Middle letters in Stock No. indicate case size. 

L 

.150 

.190 

.150 

.190 

.234 

.218 

.375 

.562 
.812 

Net 
1-24 

$1.65 
1.65 
1.78 

2.56 
3.44 

1.65 

1.65 
1.65 

1.78 
1.78 
3.44 

~ 
1.78 

1.78 

2.89 

1.78 

2.89 

2.89 

STOCK TANTALUM SLUG CAPACITORS 
STOCK "HAT·SHAPE" CAPACITORS - CASE SIZES U, F, G STOCK STRAIGHT CYLIND. - CASE SIZE SU 

MIL STYLES Cl64, CL65 - CASE SIZE T1 MIL STYLES Cl44, CL45- CASE SIZES n, T2, T3 

D.C. Volts Commercial MIIrC-3965B D.C. Volts Commercial MIIrC-3965B MIlrC-3965B 
Stock No. D.C. Commercial Oase Tl 

85° 125° Oase (Incom- Oase Type Designation S5° 1250 Case Stock No. Case Type Designation Volts Oase SU Type Designation 
Mfd. C C Size Size (Incomplete*) Mfd. 0 C (Incompietet) Size (Incomplete*) Mfd. S5° C Stock No. § (Incomplete") pietet) Size ------

30 6 - U 30UB6.. Tl CL4.BB300.P3 5 50 - U 
30 6 4 U 30UCL Tl OLLCB300_P3 5 50 33 U 

140 6 - F 140FB6_ T2 OL4.BB14LP3 25 50 - F 
140 6 4 F 140FCL T2 CLLCB14LP3 25 50 33 F 
330 6 - G 33OGB6_ T3 CL4.BB33LP3 60 50 - G 
330 6 4 G 330GCL T3 CLLCB33LP3 60 ~ 33 G ------

25 S - U 25UB8_ Tl C14.BC250..P3 4 60 - U 
25 S 5 U 25U05_ Tl CLLC0250_P3 4 60 40 U 

------ 20 60 - F 
20 10 - U 20UBI0_ Tl C14.BD200_P3 20 60 40 F 
20 10 7 U 20UCL Tl O14_CD200_P3 50 60 - G 

100 10 - F l00FBlO_ T2 O14.BDlOLP3 50 60 40 G 
100 10 7 F 100FOL T2 C14_0DIOl..P3 
250 10 - G 250GB 10_ T3 C14.BD25LP3 3.5 75 - U 
250 10 7 G 250GCL T3 C14_CD25LP3 3.5 75 50 U 

15 75 - F ------
15 15 - U 15UB15_ Tl OL4.BEI50J'3 15 75 50 F 
15 15 10 U 15UOlO. Tl C14_0EI50J'3 40 75 - G 
70 15 - F 70FB15_ T2 C14.BE700J'3 ~ 75 50 G 
70 15 10 F 70FCI0_ T2 CL4..CE700.P3 2.5 100 - U 

170 15 - G 170GB15_ T3 CrA.BEI7LP3 2~5 100 70 U 
170 15 10 G 170GCI0_ T3 C14_0EI7LP3 11 100 - F -- 11 100 70 F 

10 25 - U lOUB25_ Tl CL4.BG 100_P3 30 100 - G 
10 25 17 U 10UOIL Tl CLLCGI00J'3 30 ' 100 I~ G ----
S 30 - U SUB30_ Tl C14.BH080_P3 1.7 125 - U 
S 30 20 U 8UC20_ Tl OLLOH080_P3 1.7 125 85 U 

40 30 - F 40FB30_ T2 CL4.BH400_P3 9 125 - F 
40 30 20 F 40FC20. T2 O14_0H400_P3 9 125 85 F 

100 30 - G 10OGB30_ T3 OL4.BHI0LP3 25 125 - G 
100 30 20 G 10OGC20_ T3 014 OHI0LP3 25 125 S5 G 

,fAdd "s" or "K" to indicate tolerance: "S" tolerance is -15+20%; "K" 
, tolerance is ±IO%. If insulating sleeve is desired, add "A" alter the tolerance 

Jetter. 
*For un:-insulated unit, insert :'4" after "'CL4_" or after "CL6_"; for insulated 
unit insert "5" instead. Also insert "S" or "T" before "-P8" to indicate 

© U.c.P., Inc. 

5UB50_ Tl CL4.BJ050_P3 30 6 30SUB6S CL6.BB300_P3 
5UC33- Tl OLLCJ050_P3 6S~ 6 68SUB6M CL6.BB6S0MP3 
25FB50_ T2 CLLBJ250.P3 e---
25F033_ T2 CLLCJ250_P3 25 8 25SUB8S OL6_B0250_P3 
60GB50_ T3 OL4.BJ600_P3 56~ S 56SUB8M OL6_BC560MP3 
60G033 T3 CL4_CJ600_P3 I--

20 10 20SUB1OS CL6_BD200_P3 4UB60_ Tl OL4.BK040J'3 47t 10 47SUBI0M CL6_BD470MP3 4UC40_ Tl OLLOK040.P3 J.--20FB60_ T2 CLLBK200_P3 
20F040_ T2 OLLOK200..P3 15 15 15SUB15S OL6.BE!.50_P3 
50GB60_ T3 CL4.BK500_P3 3at 15 33SUB15M OL6.BE330MP3 
50GC40_ T3 CLLCK500.P3 --

10 25 10SUB25S CL6.BGlOOJ'3 
3R5UB75_ Tl CL4.BL3R5_P3 22~ 25 22SUB25M CL6_BG220MP3 

~r:ilg~o- T1 CLLCL3R5_P3 J.--
T2 C14.BLI50..P3 8 30 SSUB30S CL6.BHOSO_P3 

15FC50. T2 O14_0LI50_P3 1St 30 15SUB30M OL6.BHI50MP3 
4OGB75_ T3 C14.BL400_P3 e---
4OG050_ T3 OLLCL400_P3 5 50 5SUB5OS OL6.BJ050_P3 
2R5UB100_ Tl CLLBN2R5J'3 1O~ 50 10SUB50M CL6.BJ100MP3 
2R5UC70_ Tl CLLCN2R5_P3 --
llFBl00_ T2 O14.BNllO_P3 4 60 4SUB6OS CL6.BK040_P3 
llFC70. T2 OLLCNllO_P3 S.2t 60 SR2SUB60M CL6.BKSR2MP3 
30GB 100. T3 CLLBN300..P3 --
30G070_ T3 OLLCN3,OO.P3 3.5 75 3R5SUB75S CL6.BL3R5_P3 

6.8~ 75 6RSSUB75M CL6.BL6RSMP3 
lR7UB125_ Tl 0L4.BPlRLP3 
lR7U085_ T1 OLLOPlRLP3 e---
9FB125_ T2 OL4.BP090_P3 2.5 100 2R5SUB100S CL6.BN2R5_P3 
9FCS5_ T2 CLLOP090_P3 4.7~ 100 4R7SUBlOOM CL6.BN4R7MP3 
25GB 125_ T3 CL4.BP250_P3 e---
25GCS5. T3 C14 OP250..P3 1.7 125 lR7SUB125S CL6.BPlR7J'3 

tolerance except for high-capacitance (t) units, see footnote :t:. "s" tolerance 
is -15+20%; "T" tolerance is ~15+50%. 

tHigh-capacitance series. Available only in "M" tolerance, ±20%. 
§Tolerances as shown by suffix letter (S or M -see above notes). For insulating 
sleeve, add "A." 
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SECTION 1500 

PLANET SALES CO'RPOR'ATION 
BLOOMFIELD, NEW JERSEY 

Universal RepJacement Type Capacitors 

"L YTICAP" 
Single Section Electrolytics - Type "L" 

Hermetically sealed in aluminum tubes, covered 
with red Kraftboard insulating jackets - tinned 
brass leads, guara'nteed for one year. 

CAT. NO, 

L-S-SOO 
L-IO-SOO 
L-20-S00 
L-30-S00 

L-4-450 
L-B-450 
L-IO-450 
L-12-4S0 
L-16-4S0 
L-20-4S0 
L-30-4S0 
L-40-4S0 
L-SO-4S0 
L-60-4S0 
L-BO-450 
L-100-4S0 

l-8-350 
L-16-350 
L-20-3S0 
L-30-350 
L-40-350 

L-5-250 
L-10-250 
L-20-2S0 
L-24-250 
L-30-2S0 , 
L-40-250 

L-S-150 
L-8-ISO 
L-IO-ISO 
L-16-ISO 
L-20-ISO 
L-30-ISO 
L-40-ISO 

MFD. SIZE' 

500 WVDC 
5 3,4xlo/a 

10 '¥a x 2>1, 
20 I x 2o/a 
30 I x 2' >1, 

450 WVDC 
4 s/s x ISis 
B 3f.Ix ISis 

10 3,4 x 1% 
12 '¥sxl% 
16 '¥a x 2>1, 
20 I x 2>1, 
30 I x2% 
40 I x 2'>1, 
50 ]1,4 x 2' >1, 
60 11,4 x 2' ){, 
80 13/s x 2' ){. 

100 Io/a x 2' ){, 

350 WVDC 
8 %xl%, 

16 ~al< 1% 
20 ~a x Io/a 
30 '¥s x 2>1, 
40 I x 2>1, 

250 WVDC 
5 %xlSIs 

10 Sis x IS/a 
20 3,4 x ISis 
24 3,4 x ISis 
30 3,4 x 1% 
40 ~a x 13,4 

150 WVDC 
So/axIl/a 
B 1/2 x 1% 

10 1/2 x 1% 
16 s/a x 1% 
20 o/a x Io/a 
30 3f.I x Io/a 
40 3f.Ixlo/s 

LIST PRICE 

$1.25 
1.35 
1.60 
1.75 

1.15 
1.25 
1.30 
1.35 
1.40 
1.55 
1.70 
1.80 
2.10 
2.40 
2.BO 
3.20 

1.20 
1.40 
1.45 
1.65 
1.75 

1.00 
1.20 
1.35 
1.35 
1.45 
1.55 

$1.00 
1.05 
1.05 
1.15 
1.20 
1.30 
1.35 

Dual Section Electrolytics - Type "IL" 

Hermetically sealed In aluminum tubes with com-
'pletely flexible leads. U/L Approved, plastic coated 
leads are rivetted directly to the condenser end disc, 
eliminating the use of rigid terminal risers,allowing 
capacitor to fit into smaller space and eliminating 
lead breakage. IL capacitors have wrap around 
mounting strap and are common negative, guaran­
teed for one year. 

CAT. NO. MFD. SIZE' LIST PRICE 

450 WVDC 
IL-2x8-4S0 8+8 % x 2T', $1.70 
I L·2x20·4S0 ' 20+20 I x 2H 2.S0 
I L·2x30-4S0 30+30 Jli4 x 2+t 3.00 
I L·2x4O·4S0 40+40 I 'Is x 2+ 3.40 

II: D,imensions are for metal tubes. Add TI1;'1I to diameter and Vall .to 
length for over·all dimensions over cardboard insulatinfl tube. 

CAT. NO. 

L-SO-ISO 
L-BO-150 
L-I 00-1 SO 
L-ISO-150 
L-200-ISO 

L-I-SO 
L-2-S0 
L-3-50 
L-S-SO 
L-IO-SO 
L-2S-S0 
L-SO-SO 
L-IOO-SO 
L-1S0-50 
L-2S0-S0 
L-500-S0 

L-10-25 
L-25-25 
L-50-25 
L-IOO-25 
L-250-25 
L-S00-25 

L-I 000-1 5 

L-100-12 
L-250-12 
L-500-12 

L-500-6 
L-IOOO-6 
L-1500-6 
L-2000-6 

L-500-3 
L-IOOO-3 
L-1500-3 
L-2000-3 

CAT. NO. 

IL·2x20x150 
I L·2x30·ISO 
I L·4020·ISO 
I L·2x40·ISO 
I L·5030·150 
IL·2x50·ISO 
I L·8040·ISO 

MFD. SIZE' 

150 WVDC (Cont'dJ 
,50 
BO 

100 
150 
200 

I 
2 
3 
5 

10 
2S 
so 

100 
150 
250 
SOO 

10 
2S 
50 

100 
250 
500 

'000 

100 
250 
500 

500 
1000 
1500 
2000 

500 
1000 
1500 
2000 

MFD. 

20+20 
30+30 
40+20 
40+40 
50+30 
50+50 
80+40 

3f.I x 2>1, 
~s x 2>1, 
~s x 231s 

I x 2' ){, 
I){, x 3'~, 

50 WVDC 
1/2 x P/a 
1/2 x P/s 
1/2 x P/a 
V2 x P/s 
1/2 'x P/a 
1/2 x 1% 
o/a x ISis 
3f.Ixl% 
~s x ISis 

I x 2>1, 
I x3 

25 WVDC 
1/2 x IVa 
1/2 x Io/a 
o/a x Io/a 
o/a x 1% 
~s x 2){, 

I x 2o/s 
15 WVDC 

I x3 
12 WVDC 

Sis x 1'1, 
3f.I x 2){, 
~s x 231s 

6WVDC 
3f.Ixl% 
~s x 2){, 
~8 x 2o/a 

I x 2o/a 
3 WVDC 

Sis x 1% 
~8 x 2){, 
~a x 2>1, 

I x 23/a 

SIZE' 

150 WVDC 
% x 1% 
% x IS!I 
'l', x 1% 
7/. x 2T'. 7/, X 2T', 

I x 2~, I x 20/, 
All Prices Subject to Change Without Notice 
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LIST PRICE 

1.40 
1.60 
1.75 
1.90 
2.20 

.90 

.90 

.90 
1.00 
1.00 
1.05 
1.20 
1.40 
1.55 
1.75 
2.75 

1.00 
1.00 
1.10 
1.35 
1.70 
2.30 

2.30 

1.20 
1.45 
1.70 

1.55 
1.90 
2.10 
2.30 

1.55 
I.BO 
2.10 
2.30 

liST PRICE 

1.6S 
1.80 
1.75 
1.85 
1.95 
2.10 
2.25 

© U.C.P., Inc. 



SECTION 1500 

P'LANET SALES CO'RPOR'ATION 

CAT. NO. MFD. 

BLOOMFIELD, NEW JERSEY 

WVDC SIZE LIST PRICE 

Universal Replacement Type Capacitors 

Cardboard Tube Electrolytics -- Type "CT" 

Constructed in strong red cardboard tubes, wax im­
pregnated - long insulated stranded leads of U/L 
approved wire - high temperature wax end-fill--'- wrap 
around mounting strap. Guaranteed for one year. 

CAT. NO. MFD. WVDC SIZE LIST PRICE 

DUAL UNITS - COMMON NEGATIVE TRIPLE UNITS - COMMON NEGATIVE 
CT -2x20-150 20+20 150 
CT -2x30-150 30+30 150 
CT-4020-150 40+20 150 
CT -2x40-150 40+40 150 
CT -5030-150 50+30 150 
CT-2x50-150 50+50 150 
CT -8040-150 80+40 150 
CTC-l00+50-150 100+50 150 

CAT. NO. MFD. SIZE 

600 WVDC 
R-OOI-6 .001 Hx I 
R-002-6 .002 itx I 
R-003-6 .003 %x I 
R-004-6 .004 % x I 
R-0047-6 .0047 % x I 
R-OOS-6 .005 %x I 
R-006-6 .006 %x I 
RoOl-6 .01 r. x I 
R-02-6 .02 r'. x Jl/4 
R-03-6 .03 r'. x Ph 
R-04-6 .04 Hx[1h 
R-047-6 .047 'Ilx 1% 
R-05-6 .05 Hx 1% 
R-I-6 .1 Hx 1% 

© U.C.P., Inc. 

1 

3,4 x 21J2 $1.65 CT -3x20-150 20+20+20 150 1 x 21J2 $2.20 
¥s x 2% 1.80 CT -302520-150 30+25+30 150 1 x 21J2 2.25 

CT -3x30-150 30+30+30 150 1 x 3 2.35 
¥s x 21J2 1.75 CT -402020-150 40+20+20 150 1 x 3 2.25 

x21h 1.85 CT -403020-150 40+30+20 150 1 x 3 2.35 
x21h 1.95 CT -404020-150 40+40+20 150 1 x 3 2.40 

CT -3x40-150 40+40+40 150 1 x 31,4 2.45 
x3 2.10 CT -503020-150 50+30+20 150 1 x 3 2.45 
x 31.4 2.25 CT -804020-150 80+40+20 150 lx3% 2.75 
x3% 2.50 CT-302 30+20/20 150/25 1 x 21J2 

CT-303 40+30/20 150/25 1 x 3 
CT-304 50+50/20 150/25 1 x 31.4 
CT-305 50+30/20 150/25 1 x 3 
CTC-306 100+50/30 150/25 11/S x 31J2 

All Purpose Paper Capacitors 

"ROCKETTES" 

2.10 
2.20 
2.50 
2.35 
2.85 

Planet ROCKETTES are impregnated and jacketed with a HARD­
as-ROCK plastic which will not dry out, shrink away from the 
leads nor develop fissures nor cracks, thus guaranteeing against 
the entrance of moisture and guaranteeing good shelf life and 
long service life. The coiled head~ of the leads are securely 
soldered to the foil, which is imbedded in the same plastic used as 
an impregnant, making it impossible for them to work loose or 
pull out. ROCKETTES have exceptionally high insulation resistance 
which is maintained proportionately over the entire temperature, 
range of -30 0 to + 85 0 C. 

LIST PRICE CAT. NO. MFD. SIZE LIST PR,CE 

600 WVDC (Cont'd) 

$ .25 R-2-6 .2 Hx2 .55 
.25 R-25-6 .25 H x2 .55 
.25 R-5-6 .5 H x 21/8 .80 
.25 

1600 WVDC .25 
.25 RoOOI-16 .001 -h x P/8 .55 
.25 R-002-16 .002 % x P/8 .55 
.30 R-003-16 .003 r. x PA .55 
.30 , R-005-16 .005 III x PA .55 
.35 R-0075-16 .0075 r. x [114 .60 
.35 R-OOS-16 .008 r. x [lj4 .60 
.40 R-01-16 .01 fi x Jl/2 .60 
.40 R-02-16 .02 fix 1% .60 
.45 Ro05-!6 .05 Hx2 .70 

All Prices Subject to Change Without Notice 
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SECTION 1500 

PLANET SALES CO'RPOiR'ATIO'N 
BLOOMFIElD, NEW J E R S E Y 

Type IIClCII ... cardboard tube electroly­
tics especially designed for exact replacement 
in television sets one end closed 
long insulated leads out other end ... sealed 
with high melting point wax . guaranteed 
for one year individually packaged. 

CAT. NO. MFD. 

CTC·I·5 300 

CTC·l·l0 150 

CTC-I-15 200 

CTC·I-20 140 

CTC·l·25 200 

CTC-2·1 10/100 

CTC·2-5 200+5 

CTC·2-6 200+5 

CTC-2-15 250+50 

CTC·2·20 '80+ 120 

CTC·2-24 200+ 1 00 

CTC·2-25 150+100 

CTC·3·1 30/1000+1000 

CTC·3-2 60+60+60 

250+120/50 

250+200+10 

5/80+40 

WVDC 

150 

200 

200 

300 

300 

100/3 

150 

200 

150 

200 

300/50 

300 

100/15 

300 

150/25 

150 

450/400 

CTC·3·3 

CTC·3·4 

CTC-3-5 

CTC-4-5 150+100+20/100 300/25 

CTC·4-10 120+40+40/10 

CTC-4·15 140/5/200+30 

CTC·4·20 80+60/40/20 

CTC-4·22 60+40+4 

CTC·4-25 10/80/40/100 

CTC·4-26 10/80+40/100 

20/120/40/100 

10/80/40+40 

10/80+40+40 

40+40+20+20 

300/250 

350/300/200 

350/300/150 

350 

450/300/250/50 

450/300/50 

450/300/250/50 

450/300/250 

450/300 

450 

CTC·4·30 

CTC-4-35 

CTC-4-36 

CTC-4·40 

CTC·5-5 40+20+20+20/50 300/75 

LIST 
SIZE PRICE 

I'o/'a x 3~s $2,55 

lV2x33/.1 3,95 

l'Va x 3'Va 2.90 

l%x31h 3,15 

1112 x 4 3,95 

% x 13/.1 1.90' 

x 3~a 2,65 

Pia x 3% 3.55 

1% x:l 3.25 

1 'Va x 3 3,85 

11/.1 x 4112 4.30 

Pia x 4112 5.35 

1 'Va x 3112 3.60 

P/a x 3112 4,70 

'13/s x 3~a 4.40 

131a x 35/a 4.60 

P/a x 4Va 4,55 

15lax51/.1 7,65 

131a x 45/a 6,20 

IS/a x 43/a 7.65 

15/a x 4112 5,90 

1% x 31/4 3,85 

P/a x 41/a 4.80 

1 'Va x 4Va 4,95 

1112 x 4'Va 6.15 

13/a x 43/a 4,95 

1% x 43/a , 5.25 

1112 x 43/a 5,45 

P/a x 3 5.00 

Type "SA" ... small single section electrolytics for 
printed circuit boards, , , hermetically sealed in alumi­
num tubes covered with red kraftboard insulating jackets 

, , extra heavy tinned terminals anchored for proper 
spacing by a high melting pOint wax. , , for 85 ° C oper­
ation , , , individually packaged, Recommended for TV, 
radio and industrial applications guaranteed for 
one year, 

CAT. NO, 

SA-8-3 
SA·50·6 
SA·lOO-6 
SA-5·10 
SA-25-10 
SA-l 0-25 
SA-50-25 
SA·l00·25 
SA-I-50 
SA-4·50 
SA·10·50 
SA·25·50 
SA-SO-50 
SA-l 00-50 

MFD, 

8 
50 

100 
5 

25 
10 
50 

100 
1 
4 

10 
25 
50 

100 

WVDC 

SINGLES 
3 
6 
6' 

10 
10 
25 
25 
25 
50 
50 
50 
50 
50 
50 

SIZE 

Joj, x 1~, 
'}j, x 1% 
Joj, x 1~, 
Joj, x 1~, 
Joj, x 1~, 
Joj, x 1~, 

'}j, x 2Va 
2%2 X 2 
Joj, x 1~, 
Joj, x 1~, 
Joj, x 1~, 

"/" x 2 
'}j, x 21/a 
'%, x 2 

LIST 
PRICE 

$1.05 
1.05 
1.30 
1.05 
1.10 
1.10 
1.20 
1.45 
1.00 
1.10 
1.10 
1.15 
1.30 
1.50 

Type "PCT" . . . constructed in strong red card­
board tubes, wax impregnated, one end closed, printed 
circuit board terminals, 

Type "PCTL" ... has insulated lead out top pro­
viding for low voltage section. 

For 65°C operation recommended for table and 
clock radios, , , individually packaged , , , guaranteed 
for one year, 

CAT. NO, 

PCT.2-5 
PCT-2·10 
PCT-2·15 
PCT-2·20 

PCTL·3-5 
PCTL-3-10 

MFD. 

50+30 
50+50 
75+30 

100+50 

40+20/5 
60+20/5 

WVDC 

DUALS 
150 
150 
150 
150 
TRIPLES 

150/25 
150/25 

SIZE 

1 X 21/2 
I x 3 
1 x 3 
1 x 30/a 

I,x 23/.1 
1 x 3 

LIST 
PRICE 

1.95 
2,10 
2,20 
2,50 

2,20 
2.40 

All Prices Subject to Change Without Notice 
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SECTION 1500 

PLA·NET SALES CO'R'PORiATIO'N 
BLOOMFIELD, NEW JERSEY 

Type "TplI ••• twist-prong can electroly­
tics with mounting ring and solder lug ter­
minals. The mounting ring is grounded by 
two spot welded connections to the negative 
tab ... for 85°C operation ... complete 
with metal grounding plate . . . individually 
packaged. Guaranteed for one year. 

Type IIPTplI ••• same as Type "TP" ex­
cept made with printed circuit board terminals. 

CAT. NO. 

TP-I-5 

PTP-I-I0 

PTP-I-15 

TP-I-20 

PTP-I-25 

TP-I-30 

TP-I-31 

PTP-I-35 

TP-I-40 

TP-I-45 

TP-I-50 

TP-I-55 

PTP-I-60 

PTP-I-65 

PTP-I-70 

TP-I-75 

TP-I-80 

TP-I-85 

TP-1-90 

TP-I-95 

PTP-2-5 

PTP-2-10 

PTP-2-15 

TP-2-20 

PTP-2-25 

TP-2-30 

TP-2-35 

TP-2-40 

TP-2-45 

TP-2-50 

TP-2-55 

TP-2-60 

7P-2-65 

TP-2-70 

TP-2-75 

MFD. WVDC 

SINGLES 
2000 

1000 

50 

80 

100 

120 

120 

140 

150 

150 

200 

300 

150 

375 

80 

125 

10 

20 

40 

80 

500+150 

250+250 

70+30 

50+50 

50+30 

50+30 

40+40 

20+20 

100+80 

200+5 

30+30 

200+15 

30+10 

60/10 

125/100 

12 

15 

150 

150 

150 

150 

150 

150 

150 

150 

150 

150 

165 

165 

175 

350 

450 

450 

4SO 

450 

DUALS 
15 

16 

150 

150 

150 

150 

150 

150 

200 

200 

2SO 

250 

300 

300/200 

350/10 

SIZE 

x 31/2 

x 21/2 

x 21/2 

x2 

x 2'/2 

x3 

100a x 21/2 

x 3V2 

l%x21/2 

x3 

100a x 2'/2 

l%x3 

x 3'/2 

100a x 3V2 

x 2V2 

100a x 3V2 

x2 

x2 

x3 

l%x3 

x2 

x2 

x 2Va 

x 2V2 

x2 

x2 

x2 

x2 

l%x2V2 

1% x 2V2 

x 21/2 

l%x2V2 

x3 

x3 

l%x3V2 

LIST 
PRICE 

$3.25 

2.55 

1.65 

1.85 

2.00 

2.15 

2.15 

2.15 

2.15 

2.15 

2.45 

2.80 

2.35 

4.25 

1.95 

3.90 

1.55 

1.&0 

2.05 

3.05 

$3.25 

2.50 

2.20 

2.15 

2.00 

2.00 

1.90 

1.70 

3.35 

3.40 

2.75 

4.00 

2.40 

3.15 

5.20 

CAT. NO. 

TP-2-BO 

PTP-2-B5 

TP-2-90 

TP-2-95 

TP-2-100 

TP-2-105 

TP-2-110 

TP-2-115 

TP-2-120 

TP-2-125 

TP-3-5 

PTP-3-10 

TP-3-15 

P"'-3-20 

TP-3-25 

TP-3-30 

TP-3-35 

PTP-3-40 

PTP-3-45 

PTP-3-50 

PTP-3-51 

TP-3-55 

TP-3-60 

TP-3-65 

TP-3-70 

TP-3-75 

TP-3-BO 

TP-3-B5 

MFD. 

5/100 

10/10 

100/80 

100+50 

100+100 

140+20 

30+10 

10+10 

20+20 

40+40 

WVDC 

350/50 

350/50 

350/175 

350 

350 

350 

400 

450 

450 

450 

SIZE 

x2 

x2 

l%x3'/2 

100a x 3'/2 

l%x4 

l%x4 

x3 

x2 

x3 

l%x3 

TRIPLES 
90+40/400 

70+30/10 

40+40+40 

50+25+150 

50+50+50 

40+20+20 

30+10/20 

60+10/25 

30/25/100 

125/5/100 

60/200+300 

20+20/20 

100+100/25 

80+40/100 

10/40+40 

80+40+40 

30+10/20 

150/10 x 3'/2 

150/25 x 2V2 

ISO x 2'/2 

150 1% x 2'/2 

150 x 3 

250 x 3 

300/25 x 3 

300/25 1% x 2 

350/25/6 x 21/2 

350/1 SO/I 0 1% x 3'/2 

300/1 SO 

350/25 

350/25 

350/SO 

3SO/200 

350 

400/25 

l%x4 

x 2V2 

1% x 4V2 

l%x4 

x3 

l%x4 

x3 

l%x3'/2 

QUADS 
PTP-4-5 250+30+20/100 150/10 1% x 3'/2 

PTP-4-9 60+100/100/100 350/150/10 1% x 5 

PTP-4-10 100+60/60/40 350/200/75 1% x 4'/2 

TP-4-15 40+40+10/100 450/50 1% x 3'/2 

TP-4-20 20+20+20+20 450 13/s x 3 

TP-4-25 30+30+30+30 450 1% x 4 

TP-4-30 40+40+40+40 450 1 % x 4 

All Prices Subject to Change Without Notice 

$1.90 

2.00 

4.60 

5.BO 

6.15 

4.30 

2.95 

1.90 

2.55 

3.45 

$5.25 

2.55 

2.60 

3.75 

3.00 

2.90 

4.15 

4.B5 

4.65 

6.60 

5.00 

2.90 

7.00 

6.50 

3.25 

7.95 

2.85 

4.90 

$5.30 

B.50 

8.50 

5.45 

4.50 

5.65 

6.45 
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Prices in this MASTER should not be considered as final. 
Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown • 

• 

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 1500 

Mfr •• of 
• PI.ltlc Film 

Clplcltors 
• Pulse Formlnl 

H,tworlll 
• HIIII Voltlll 

Power Supplies 
• Piper Dlellctrlc 

ClPICItOrs 

POLYSTYRENE CAPACITORS 
TYPE PX - CLOSE TOLERANCE 

BATH TUB CONTAINER 

~'~') 01 
TYPE PX Copacit~rs are close tolerance polystyrene 
capacitors housed in hermetically sealed bathtub can· 
tainers. Termi"nals are solder lugs mounted on gloss 
solder· seal bushings. Extended foil (non-inductive) 
construction is used. 

CAPACITANCE TOLERANCE available i. plu. or 
minus 1 %, 0.5%, 0.25% or 0.1 %. Add the .uffix "E" 
and the numbers 1 for 1 %, 05 for 5%,025 for 0.25% 
and 01 for 0.1 % capacitance tolerance to the part· 
number required. 

PART CAP. VOLTS CONTAINER 51ZE 
NUMBER M~D. DC A B C 

PXOS·1Z4 .12 30 1 1/8 1 13/16 
PXOS·1S4 .15 30 1 1/8 1 13/16 
PXOS-224 .22 30 1 1/8 1 13116 
PXOS-2S4 .25 30 1 3/~ 1 3/4 
PXOS-S04 .30 50 1 3/~ 1 3/~ 
PXOS-334 .33 30 13/4 1 3/4 
PXOS-404 .~ 30 1 3/~ 1 3/~ 
PX05-474 .~7 30 13/4 1 1/4 7/8 
PXOS-504 .30 30 1314 ' 1 1/4 7/8 
PX05-604 .60 30 13/4 1 1/4 7/8 
PX05-614 .68 30 1 3/~ 1 1/4 7/8 
PXOS-I04 .80 30 1 3/~ 1 1/~ 7/8 
PX05-a24 .82 30 1 3/~ 1 1/~ 7/8 
PX05-105 1.0 30 2 1 3/~ 7/8 

TYPE PA 

001 

PART 
NUMIER 

PX05-20S 
PXOS-SOS 
PX05-405 
pXI-a03 
pXI-In 

m:lt 
PXI-I54 
PXI-204 
PXI-224 
PXI-2S4 
PXI-S04 
PXI-334 
PXI-404 
PXI-474 
PXI-504 
PXI-604 
PXI-I04 
PXI-a24 
PXI-IOS 
PXI-205 
PX2-303 
PX2-333 
PX2-403 
PX2-473 
PII2-503 
PX2-60S 
PX2-611 
PX2-IOI 
PX2-121 
PX2-104 
PX2-124 ' 
PX2-1S4 
PX2-204 
PX2-224 
PX2-2S4 
PX2-304 
PX2-334 
PX2-404 
pX2-e74 
PX2-S04 

TYPE PA capacitors are non-inductive {extended foil, polystyrene capaci­
tors, hermetically sealed .in hot4inned or terne-plote steel bathtub con. 
talners. Terminals ore solder lugs mounted in compression type gl05s 
solder-seal bushings. 

CAPACITANCE TOLERANCE IS 5% a •• tandard Qnd 2% upon reque.t. 
for 1 % tolerance and less, see listings on types PV, PW, and PX. 

PART CAP. VOLTS CONTAINER SIZE 
NUMIER MFD. DC A B C 
PAOS-304' .3 30 I 1/8 ,I 13(16 
PA05-404 .4 30 1 1/8 1 13/16 

'PAOs-504 .5 50 1 1/8 1 13/16 
PAOS-604 .6 30 1 3/4 1 3/4 
PAOS-I04 .8 30 13/4 1 3/4 
PAOs-105 1.0 30 2 13/4 7/8 
PA05-20S 2,0 30 2 2 1 1/8 
PAOs-l05 3.0 30 2 2 1 1/2 
PAI-204 0.2 100 1 1/8 1 13/16 
PAI-254 .25 100 I 1/8 1 13/16 
PAI-l04 .3 100 13/4 1 3/4 
PAI-404 .~ 100 1 3/4 1 3/4 
PAI-504 .5 100 1 3/4 1 1/4 718 
PAI-604 .6 100 13/4 11/4 7/8 
PAI-804 .8 100 2 13/4 7/8 
PAl-lOS 1.0 100 2 13/4 7/8 
PAI-205 2 100 2 2 1 1/8 
PA2-104 0.1 200 11/8 1 13116 
PA2-204 .2 200 13/4 I 3/4 
PA2-2S4 .25 200 13/4 1 3/4 
PA2-l04 .3 200 1 :1/4 11/4 7/8 
PA2-404 ,4 200 13/4 I 114 7/8 
PA2-S04 .5 200 2 13/4 7/8 
PA2-604 .6 200 2 13/4 7/8 
PAl-804 .8 200 2 2 1 1/8 
PAl-lOS 1.0 200 2 2 1 1/8 
PA4-60l .06 400 1 1/8 1 13(16 
PA4-IOI .08 400 13/4 1 3/4 
PA4-104 0.1 400 13/4 1 3/4 
PA4-204 .2 400 2 13/4 7/8 
PA4-2S4 .25 400 2 13/4 7/8 
PA4-304 .3 400 2 13/4 7/8 
PA4-404 .~ 400 2 2 11/8 
PA4-s04 .S 400 2 2 11/8 
P""-604 .6 400 2 2 11/4 
PA6-103 .01 600 11/8 1 13(16 
PA6-203 .02 600 11/8 I 13/16 
PA6-10l .03 600 1 1/8 1 13/16 
PA6-403 .04 600 1 1/8 1 13/16 
PA6-S01 .05 600 11/8 1 13/16 
PA6-601 .06 600 13/4 I 3/4 
PA6-103 .08 600 13/4 1 3/~ 
PA6-104 0.1 600 13/4 11/4 7/1 
PA6-204 .2 600 2 13/4 I 1/8 
PA6-254 .25 600 2 2 11/8 
PA6-304 .3 600 2 2 1 1/1 
PA6-404 .~ 600 2 2 11/4 
PA6-s04 .5 600 1118 1114 11/2 

CAP. VOLTS 
M~D. DC 
2 30 
3 30 
~ 30 

.08 100 

.082 100 
0.1 100 

.12 100 

.15 100 

.20 100 
.22 100 
.25 100 
.30 100 
.33 100 
.~ 100 
.~7 100 
.30 100 . ., 100 
.80 100 
.82 100 

1.0 100 
2 100 

.03 200 

.033 200 

.O~ 200 

.0~7 200 

.05 200 

.06 200 

.068 200 

.08 200 

.082 200 
0.1 200 

.12 200 

.15 200 

.20 200 

.22 200 

.25 200 

.30 200 

.33 200 

.~ 200 

.47 200 

.30 200 

CONTAINER SIZE I N:~~R I CAP'IVOLTS CONTAINER 51ZE 
A 

2 
2 
2 
1 1/8 
1 1/8 
1 1/8 
13/4 
1 3/4 
1 3/~ 
13/4 
1 3/4 
13/4 
13/4 
13/4 
2 
2 
2 
2 
2 
2 
2 
1 1/8 
11/8 
1 1/8 
1 1/8 
1 1/8 
1 1/8 
11/8 
13/4 
1 3/~ 
13/4 
13/4 
13/4 

I 13/4 
1 3/~ 
13/4 
2 
2 
2 
2 
2 

8 C MFD. DC A I C 
2 1 1/8 
2 1 1/4 
2 1 1/2 
1 13/16 
1 13/16 
1 13(16 
1 3/~ 
1 3/~ 
1 3/4 
11/4 718 
11/~ 7/8 
1 1/4 7(8 
11/4 7/8 
1 1/4 7/8 
1 3/~ 7/8 
13/4 7/8 
13/4 7/8 
13/4 7/8 
2 1 1/8 
2 1 1/8 
2 1 1/2 
1 13/16 
1 13/16 

PX2-604 .60 I 200 2 2 1 118 
PX2-614 .68 200 2 2 1 118 
PX2-104 .80 200 2 2 1 1/8 
PX2-124 .82 200 2 2 1 1/8 
PX2-IOS 1.0 200 2 2 1 1/4 
PX4-102 .001 ~oo 11/8 1 13116 
PX4-122 .0012 400 1'1/8 1 13116 
PX4-1S2 .0015 400 11/8 1 13/16 
PX4-202 .002 400 1 1/8 1 13/16 
PX4-222 .222 400 11/8 1 13/16 
PX4-l02 .003 400 1 1/8 1 13116 
PX4-U2 .0033 ~o 1 1/8 1 13/16 
PX4-402 .004 400 1 1/8 1 13116 
PX4-47l .0047 400 11/8 1 13/16 
PX4·S02 

I 
.005 400 11/8 1 13/16 

PX4-60Z .006 400 1 1/8 1 13/16 
PX4-612 .0068 400 1 1/8 1 13116 
PX4-102 .008 400 1 1(8 1 13/16 
PX4-122 .0082 ~o 1 118 1 13116 
PX4-IOl .01 400 1 1/8 1 13/16 
PX4·l2l .012 400 1 1/8 1 13/16 
PX4-1S3 .01S 400 1 1(8 1 13116 

1 13/16 
1 13/16 
1 13/16 
1 13/16 
1 13/16 

PX4-Z01 .02 400 1 1/8 1 13116 
PX4-221 .022 400 1 1:8 1 13/16 
PX4-l03 .03 400 13'4 1 3/4 
PX4-U3 .033 400 1 3/4 1 3/~ 
PX4-403 .04 ~OO 13,4 1 3/4 

1 3/4 PX4-47S .047 400 1 3/~ 1 1/4 718' 
1 3/4 
1 3/4 
1 1/~ 718 
1 1/4 7/8 

PX4-S01 .OS 400 13/4 11/~ 7/8 
PX4-603 .06 199 13/4 1 1/4 7/8 
PX4-61l .068 1 3'4 11'4 718 
PU-I03 .08 ~o 13/4 1 1/4 718 

1 1/4 7/8 
11/4 7/8 
11/4 7/8 
1 3/4 1/8 
13/4 7/8 
13/4 7/8 
13/4 7i8 
2 1 1/8 

PU-821 .082 400 13/4 11/4 718 
PX4-104 0.1 400 2 1 3(~ 7(8 
PX4·124 .12 400 2 1 3/4 7/8 
PX4-1S4 .IS 400 2 1 3/4 7/8 
PU-Z04 .2 400 2 2 1 1/8 
PX4-224 .22 400 2 2 11/8 
PX4-2S4 .25 400 2 2 1 1/8 
PX4-304 , .3 400 2 2 11/4 

TYPE PD 

[U 
f..---- A ---l 

TYPE PD capacitors are housed in hermetically sealed fabricated ep70 
style containers and meet the most stringent environmental conditions. 
Windings or. extended foil (non-inductive) construction. 

CAPACITANCE TOLERANCE Standard tolerance i. 5%. AI.o available 
are 2%, 1% and 0.5% lolerance •. 

PART CAP. VOLTS CONTAINER SIZE 

I NUMIER MFD. DC A I I I C -
PD05-20S 2 50 1 3/4 1 21/4 
PDOS-30S 3 30 1 3/4 1 2 112 
PDOS-40S 4 50 21/2 13.116 2 1/~ 
PDOS-SOS 5 30 21/2 1 3116 21/2 
PDOS-605 6 50 33/4 11;4 21/4 

PDOS-IOS 8 50 33/4 1 1/4 21/2 
PDOS-106 10 50 3 3/~ 1 3/~ 21;4 

PDI-IOS 1 100 13/4 1 21/4 
PDI-20S 2 100 21/2 13116 21/4 
PDI-lOS 3 100 71/2 13/16 3 
PDI-40S 4 100 33/4 1 1/4 21/2 
PDI-SOS 5 100 33/4 1 1/4 3 
PDI-60S 6 100 33/4 1 3/4 21/2 
PDI-805 8 100 33i4 21/4 21/2 
PDI-IM 10 100 33/4 21/4 3 

, PD2:-IOS I 200 1 13/4 3 
PD2-20S 2 200 21/2 13;16 3 
PD2-30s 3 200 33/4 11/4 3 
PD2-40s 4 200 33/4 11/4 31/2 
PD2-S0S 5 200 33/4 1 3/~ 31/2 

PD2-60S 6 200 33/4 13/4 31/2 
PD2-IOS 8 200 33/4 21/4 31/2 
PD2-106 10 200 33/4 33116 31/2 

PD4-2S4 .25 400 13/4 1 21/4 
PD4-S04 .5 400 21/2 13116 21/4 
PD4-I05 1.0 400 33/4 11/~ 21/2 
PD4-20S 2 400 33/4 1 1/4 4 
PD4·10S 3 400 33/4 13/4 4 

PD4-40S 4 400 33/4 21/4 4 
PD4-S0s 5 400 33/4 33/16 4 
PDC-60S 6 400 33/4 33/16 4 
PD4-BOS 8 400 33/4 49116 4 
PD4-106 10 400 33/4 33/16 71/2 ' 

PD6-2S4 .25 600 13/4 1 21/2 
PD6-S04 .5 600 1 3/4 1 4 
PD6-IOS 1.0 600 21/2 13/16 4 
PD6-20S 2 600 33/4 13/4 4 
PD6-10S 3 600 33/4 21/4 4 

PD6-40S 4 600 33/4 3:1/16 4 
PD6-505 5 600 33/4 49/16 31/2 
PD6-60S 6 600 33/4 49/16 4 
PD6-IOS 8 600 33/4 33(16 7112 
PD6-I06 10 600 33/4 49/16 61/2 

This is but a partial listing of capacitances and voltages ava,{able. " 

I 
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SECTION 1500 

Mfrs. of 
• Plastic Film 

Capacitors 
• Pulse Forminl 

Networks 
• High Voltage 

Power Supplies 
• Paper Dielectric 

Capacitors 

1tet* TY PEL K 'Ie. Typ. LK capacitors are on enllrely new design which have bOlllrl proved by 
rigorous testing In the laboratory and by usalle In tn. field for .everal yeau. 
This I. the first listing to be published. DC 'FILTER CAPACITORS 

t 
c 
L i=1 ==:"AA-==1.1 

PART CAP. VOLTS CASE SIZE 
NUMBER MFD OC A B 

LKIO-S04 0.5 1000 1 3/4 1 
LK100105 1.0 1000 I 3/4 1 
LKIO·205 2 1000 I 3/4 1 
LK10-40S 4 1000 I 3/4 

, 
LKIO-605 6 1000 2 1/2 1 3/16 
LK10-a05 8 1000 2 1/2 I 3/16 
LKIO.I06 10 1000 3 3/4 I 114 
LK 10.126 12 1000 3 3/4 I 1/4 
LK10·156 15 1000 3 3/4 1 3/4 
LKIO·206 20 1000 3 3/4 1 3/4 
LK20-104 0.1 2000 I 3/4 1 
LK20·254 .25 2000 I 3/4 1 
LK20·S04 .5 2000 1 3/4 1 
LK20·105 1.0 2000 I 314 1 
LK20-20S 2 2000 2 1/2 1 3/16 
LK20040S 4 2000 ~ 1/2 1 3/16 
LK 20-6 05 6 2000 33/4 1 1/4 
LK200105 8 2000 33/4 I 3/4 
LK20-106 10 2000 33/4 1 3/4 
LK20.126 12 2000 33/4 1 3/4 
LK20-156 15 2000 33/4 2114 
LK30-104 0.1 3000 1 3/4 1 
LK30-254 .25 3000 I 3/4 1 
LK30-504 .5 3000 I 314 1 
LK30-105 1.0 ;3000 1 3/4 1 
LK3o.205 2 3000 2 1/2 I 3/16 
LK30-405 4 aooo 3 3/4 1 114 
LK30-605 6 3000 3314 1 3/4 
LK30-a05 8 3000 3314 21/4 
LK30-106 10 3000 3 314 33/16 
LK40·S03 .OS 4000 1 3/4 1 
LK40-104 0.1 4000 1 3/4 1 
LK40-254 .25 4000 I 3/4 1 
LU0-504 .5 4000 1 3/4 1 
LK40-105 1.0 4000 2112 1 3/16 
LUO·U5 2 4000 2 1/2 1 3/16 
LK40-405 4 4000 33/4 I 3/4 
LK40-605 6 4000 33/4 2114 
LU0-805 8 4000 33/4 33/16 
LK40-1C16 10 4000 49/16 3314 

Typ. LK capacitors cte smaller and nave a I'IIUablllty factor which Is unexcel. 
·Ied. Their primary usage Is for DC filtering end DC blocking application •• 

T.mperatur. Ran,. Is minus 65°C to 1050 C. With futl rated voltate from -65DC 
to 850 C. 
Life 2500 hour. at rot.d voltage at 850C. 
Ca •• is the CP70 styl. terne plot. metal, primed and flnllhed with 0 ayn"'etk 
enamel. 
ENYIRONMENTAL and other testing may be perfermed per MIL·C-25A, Char. 
acterlstlc E. Type LK exceeds the best characterlsllcs of pap.r capocll'rs In 
a much smaller size. Comparison of sizes will show Ihal the volume Is much 
less than required for Mll-C-25A ..,qulvolents In Characteristic F and ore better 
'han choroct.ristlc E quollty. 

PART CAP. VOLTS CASe SIZE 
C NUMBER MFD DC A B C 

2 1/8 LK 50-503 .OS 5000 1 3/4 1 2 1/8 
2 1/8 LK 50-104 0.1 50eO 1 3/4 1 21/8 
3 1/2 LK 50.254 .25 5000 1 3/4 1 3 
5 3/4 . LK 50.504 .5 5000 I 3/4 1 43/4 
5 LK 50-lOS 1.0 5000 2 1/2 1 3/16 ! 
6 1/4 lK 50-205 2 5000 3 3/4 1 1/4 6 
5 LK 50.405 4 5000 33/4 2 114 6 1/4 
5 3/4 LtC 50-605 6 5000 33/4 3 3116 6 1/2 
5 1/4 LK SOoI05 8 5000 49/16 33/4 6 114 
6 1/4 LtC 50.106 10 5000 4 9/16 3 3/4 8 
2 1/8 LtC 60.503 .OS 6000 33/4 I 1/4 2 1/4 
2 1/8 LK 60.104 0.1 6000 3 3/4 1 1/4 2 1/4 
2 1/8 LK 60.254 .25 6000 3 3/4 1 1/4 2 1/2 
3 1/4 LK 60.504 .5 6000 3 3/4 1 1/4 3 3.'4 
3 1/2 LK 60.10S 1.0 6000 3 3/4 1 1/4 6 1/2 
5 1/2 LtC 60.20S 2 6000 3 3/4 2 1/4 6 114 
5 LtC 60-405 4 6000 4 9/16 33/4 6 
6 114 LK 60-605 6 6000 49/16 3 3/4 81/4 
5 1/4 LK 60-805 8 6000 4 9/16 3 3/4 101/4 
6 1/4 LK 60-106 10 6000 8 4 9 1/4 
6 LK eo-sOl .OS . 8000 3 3/4 1 114 2 1/4 
2 1/8 LK &0·104 0.1 8000 3 3/4 1 1/4 21/2 
2 1/2 LK 80-254 .25 8000 3 3/4 1 1/4 3 3/4 
3 1/4 LK 80-504 .5 8000 3314 1 1/4 53/4 
5 1/4 LK eo-los 1.0 8000 33/4 1 3/4 7 
5 1/2 LK 80-205 2 8000 3 3/4 3 3/16 7 
6 1/4 LK 80-405 4 8000 4 9/16 3 3/4 10 
6 1/4 LK 80-605 6 8000 8 4 9 1/4 
6 1/2 LK eOol05 8 8000 13 1/2 4 1/8 7 
5 3/4 LK 80-106 10 8000 13 1/2 4 1/8 9 1/4 
2 1/8 LK100-503 .05 10KV 3 314 1 3/4 3 1/4 
21/4 LK100-104 0.1 10KV 3314 1 3/4 3 1/4 
23/4 LK 1 00-254 .25 IOKV 33/4 1 314 33/4 
4 LK100-504 .5 10KV 33/4 1 314 53/4 
4 LK100-10S 1.0 10KV 3314 2 114 7 1/4 
6 3/4 LK100-205 2 10KV 49/16· 33/4 6 3/4 
6 LK100-405 4 10KV 8 4 9 11.4 
6 1/2 LK 1 00-605 6 10KV 13 1/2 4118 7 
6 LK100-eos 8 10KV 13 1/2 4 1/8 9114 
5 1/2 LKI 00..1 06 10 10KV 13 1/2 41/8 11 

HIGH VOLTAGE POWER PACKS 

HV STANDARD TYPE hove as their maior fectur. special tub. _tis 
which permit easy access for replacement of the rectifier tubes. 
118 V 60 cycles Input. 
The HV STANDARD TYPE Is designed for sea level fa 10,000 feet 
operation In the temperature range 01 minus 400C fa plus 700C. 
They must be operated In on upright position. 

The heigh! Indicated Is the height Including the t1Irmlnols. 

We do not guarant •• rectlfl.r tube rife. 

PART OUTPUT CASE SIZE OVERALL NET 
NUMBER KV MA. L W HEIGHT PRICE 

HV50-502 O-S 5 65is 4318 71/4 $ 89.40 
Hyl00.102 0-10 I 71/2 5 71/4 108.00 
Hvl00-502 0-10. 5 81/4 6 81/4 120.00 
HV150-102 0-15 1 71/2 5 8 118.80 
HV150oS02 0-15 5 81/4 6 8 130.80 
HV200-102 0-20 I 71/2 5 81/2 138.00 
HV200-502 0-20 5 101/4 7 123/4 191.40 
HV300.102 0-30 I 83/4 63/4 " 207.00 
ftV300-S02 0-30 5 101/4 7 . 123/4 222.00 
HV500oS02 0.50 5 121/2 " .171/2 426.00 
HY750-202 0.75 2 19 " 1/2 20 744.00 

HV SELENIUM RECTIFER TYPE 
HV SELENIUM RECTIFIER TYPE Is smaller Ihon the HV SEALED TUBE. 

INPUT 118 volts 60 fa 400 cycles. HY SELENIUM RECTIFIER TYPE Is 

designed to ovoid rectifier Iype failures by the us, of long life selenium 
rectifiers with on estimated life of 20,000 hours at 500C temperolure. 
Lower embient temperoture will Increase life. 

PART OUTPUT CASE SIZE NET 
NUMBER KV MA. L W H PRICE 

HV20-202S 2 2 33/4 33116 5 $ 45.80 
HV50-302S O-S 3 33/4 49/16 51/2 70.60 
HV100.I02S 0-12 I 3314 49/16 71/2 102.30 
HVI50·102S 0-15 I 33/4 49/16 81/2 134.00 

HV SEALED TUBE TYPE HY SEALED TUBE TYPE Is smaller 
than the HY STANDARD TYPE. INPUT 118 volts 60 fa 400 cycles. 

PART OUTPUT CASE SIZE NET 
NUMBER KV MA. L W H PRICE 

Hy20·202H 2 2 33/4 33116 51/2 $ 54.00 
HYSO-302H 5 3 33/4 49/16 6 74.40 
HylOO-102H 0-12 I 33/4 49/16 8 93.60 
HyISOoI02H 0-15 I 33/4 49/16 9 108.00 

. This is but a partial lis~ing of capacitances and voltages available. 
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SECTION 1500 

Mfrs. of 
• Plastic Film 

Capacitors 
• Pulse Forming 

Networks 
• High Voltage 

Power Supplies 
• Paper Dielectric 

Capacitors 

METALLIZED MYLAR* CAPACITORS 
CAP. VOLTS 

SIZE 
PART 

MFO. D.C. D L 
AM2-103 .01 200 .174 5/8 
AM2-153 .015 200 .174 5/8 
AM2-223 .022 200 .187 518 
AM2-333 .033 200 .235 5/8 
AM2-473 .041 200 .235 518 
AM2-683 .068 200 .235 13/16 
AM2-104 0.1 200 .235 13/16 
AM2-154 .15 'DO .312 13/16 
AM2-224 .22 200 .312 13/16 
AM2-334 .33 200 .400 13/16 
AM2-474 .47 200 .400 1·118 
AM26-684 .68 200 .400 1·1/8 
AM2-105 1.0 200 .562 1·1/8 
AM2-155 1.5 200 .562 1-5/16 
AM2-205 2 200 .670 1:-5/16 
AM2-305 3 200 .670 1-9/16 
AM2-405 4 200 .670 1·13/16 
AM2-505 5 200 .750 1-13/16 
AM2-805 8 200 1.0 1-13/16 
AM2-106 10 200 1.0 2-5/16 

AM3-I03 .01 300 .174 518 
AM3-153 .015 300 .174 5/8 
AM3-22S" .022 300 .187 SIB 
AM3-333 .033 300 .235 SIB 
AM3-473 .047 300 .235 13;16 
AM3-683 .068 300 .312 13/16 
AM3-104 0.1 300 .312 13/16 
AM3-154 '.15 300 .400 13/16 
AM3-'24 .22 300 .400 1·1:8 
AM3-334 .33 300 .400 1-1/8 
AM3-474 .47 300 .562 1-1/8 
AM3-684 .68 300 .562 1-1/8 
J\M3-105 1.0 300 .562 1-5/16 
AM3-155 1.5 300 .670 1-5/16 
AM3-205 2 300 .750 1-5/16 
AM3-305 3 300 .750 1·13/16 
AM3-405 4 300 1.0 1·7/16 
AM3-705 7 300 1.0 2·5/16 

AM4-103 .01 400 .187 13/16 
AM4-153 .015 400 .235 13,"16 
AM4-223 .022 400 .235 13i16 
AM4-333 .O~ 400 .312 13/16 
AM4-413 .047 400 .312 13/16 
AM4"";83 .068 400 .400 13,16 
AM4-104 0.1 400 .400 1-1,8 
AM4-154 .15 400 .400 1-1/8 
AM4-224 .22 400 .400 1-5/16 
AM4-334 .33 400 .562 1-1/8 
AM4-474 .47 400 .562 1-5/16 
AM4-684 .68 400 .670 1-5.'16 
AM4-105 I 400 .670 1-7/16 
AM4-155 1.5 400 1.0 1-5,16 
AM4-205 2 400 1.0 1-13,16 
AM4-305 3 400 1.0 2-5/16 
AM4-405 4 400 1.0 2-9/16 

BATH TUB CONTAINER 

~'I'~ r;u 
TYPE AB Capacitors are metallized Mylar* ele. 
ments hermetically sealed in a bathtub style 
container. The self.healing and clearing char· 
acteristics make possible the smallest high 
quality capacitor for the given rating. 

TYPE OT - TUBULAR TO 120KV 

o· \, 

TYPE OT capacitors are designed for long life at 
high valtage in the medium temperature range. 
Type OT capacitors are the smallest and most 
economical capacitors available for high voltage 
DC filtering. 
CASE is hermetically sealed and designed for 
operation under oil. Many of the lower voltage 
units may be operated, in air. Many capacitance 
values at stated voltages are available in two 
physical sizes, providing the design engineer 
flexibility in placement of parts and circuit 
wiring. 
MOUNTING. Must be mounted vertically, corOna 
cap at top. 

TEMPERATURE RANGE. Type OT capacitors 
will give .long life in the temperature range of 
-40"C to 55°C with the rated voltage applied. 
TERMINALS and mounting studs are axial 3/8. 
16x3/4" long. 

*DU PONT POLYESTER FILM 

NET PRICES 
1 25 ~ N .. •• 

$1.08 $ .83 $ .77 
1.08 .83 .77 
1.08 .84 .77 
1.15 .88 .82 
1.16 .89 .83 
1.16 .90 .83 
1.17 .90 .84 
1.18 .91 .84 
1.21 .93 .86 
1.36 1.05 .97 
1.40 l.OB 1.00 
1".46 1.13 1.04 
1.70 1.31 1.21 
1.85 1.43 1.32 
2.31 1.79 1.65 
2.65 2.05 1.89 
2.93 2.26 2.09 
3.08 2.38 2.20 
4.52 3.49 3.23 
5.81 4.49 4.15 

1.08 .84 .77 
1.08 .B4 .77 
1.09 .84 .7B 
1.14 .88 .81 
1.14 .88 .81 
1.18 .91 .84 
1.19 .92 .85 
1.29 1.00 .92 
].32 1.02 .95 
1.38 1.07 .99 
1.65 1.27 1.18 
1.75 1.35 1.25 
1.90 1.47 1.36 
2.41 1.86 1.72 
2.93 2.26 2.09 
3.40 2.63 2.43 
4.06 3.13 2.90 
6.11 4.72 4.37 

1.08 .84 .77 
1.09 .8' .78 
1.10 .85 .78 
1.12 .87 .80 
1.14 .88 .81 
1.23 .95 .B8 
1.25 .97 .90 
1.29 1.00 .92 
1.34 1.03 .96 
1.59 1.23 1.14 
1.69 1.31 1.21 
2.05 1.5B 1.46 
2.53 1.95 1.81 
3.05 2.36 2.18 
3.42 2.64 2.44 
4.66 3.59 3.33 
5.38 4.15 3.84 

200 VOLTS D.C. 

PART CAP. CASE SIZE 
NUMBIR MFD. A • C 

A82-504 0.5 1 1/8 1 13/16 
A12-105 1.0 1 1/8 1 13/16 
A82-205 2.0 1 1/8 1 13/16 
A82-405 4.0 1 3/4 1 3/4 
A12-505 5.0 1 3/4 1 3/4 
A82-605 60 1 3/4 1 1/4 7/8 
A82-B05 8.0 1 3/4 1 1/4 7/8 
A82-106 10.0 2 1 3/4 7/8 
A82·126 12.0 2 1 3/4 7/8 
A82-156 15.0 2 1 3/4 7/8 
A82-206 20.0 2 2 1 1;8 
A82-l06 30.0 2 2 1 1/4 

PART CAP KILO-
NUMBER MFD. VOLTS 

OT100.104 _1 10 
OTlOO.254 _25 10 
OTlOO-504 _5 10 
0T200-203 .02 20 
OT200·S03 _os 20 
OT200.104 _1 20 
OT200.254 _25 20 
OT200-254A .25 20 
OT200.504 .5 20 
OT300.103 _01 30 
OTJOo.203 .02 30 
OT300.203A .02 30 
OT30o.S03 .05 30 
OT300·104 0_1 30 
OT300.104A 0_1 30 
OTJ00.254 _25 30 
OT400·502 _005 40 
OnOo.l03 _01 40 
OT400·203 _02 40 
OT400-203A .02 40 
OT400·S03 _OS 40 
OnOO.S03A ,05 40 
OT400.104 0.1 40 
OTS00.202 _002 5~ 
OT500.502 .005 SO 
OT500-103 _01 SO 
OT500.103A _01 SO 
OT500·203 .02 SO 
OTSOO-S03 .05 50 
OT500-S03A _OS SO 
OT500-104 0.1 SO 
OT600-202 _002 60 
OT600.502 _005 60 
OT600·502A _DOS 60 

TYPE AM LISTING 

METALLIZED MYLAR' has several advantages that are 
outstanding. The self-healing characteristics are well-known 
and extend the useful life of the capacitor. The second, and 
most over-looked feature, is the possibility of making full 
use of the highest valts-per-mil rating of the film byelimi­
nating all the weak dielectric areas. This results in extra 
small size without sacrificing life, reliability and economy. 

Si'zes and net prices are given for the flooting case style 
and 20% capacitance tolerance. Each port number shown 
should be ordered· with the suffix H8W 20" added. Other 
styles and tolerances are also available. 

300 VOLTS D.C. 400 VOLTS D.C. 

PART CAP. CASE SIZI PART CAP CASE SIZE 
NUMBER M,D. A • C NUMBER M'D. A • t 

A84·104 0.1 1 1/8 1 13:16 A83-504 0.5 1 1/8 1 13/16 
A83-105 1.0 1 1/8 1 13/16 A84·254 0.25 1 '/8 1 13/16 
A83-205 2.0 1 3/4 1 3/4 A84·504 0.5 1 1/8 1 13/16 
A8l·405 4.0 1 3/4 1 1;4 7/8 A84-105 1.0 1 3/4 1 3/4 A83·505 5.0 2 1 3/4 7/8 
A8l-605 6.0 2 1 3/4 7/8 AB4-20S 2.0 1 3/4 1 ,/4 7/8 
A8l-B05 8.0 2 1 3/4 7/8 A84·405 4.0 2 1 3/4 7/8 
A8l-106 10.0 2 2 1 1/8 A84.505 5.0 2 2 1 1/8 
A8l-126 12.0 2 2 1 1/8 A84·605 6.0 :1. 2 1 118 .A83-156 15.0 2 2 1 1/4 

A84-B05 8.0 2 2 1 1/4 

D L PART CAP KILO- D L 
±1116 ±118 NUMBER MFD. VOLTS ±1I16 ± 118 

21/8 5 OT600.103 .01 60 2 1/8 147/8 
23/4 53/4 
33/4 85/8 
1 112 75/8 
21/8 7 S/8 
23/4 87/8 
23/4 14112 
33/4 93/4 
33/4 123/4 
1 112 85/8 
2118 8 
11/2 11 SIB 
23/4 103/8 
23/4 137/8 
33/4 93/8 
33/4 18 
11/2 93/4 
1 112 123/4 
1 112 183/4 
2 118 113/4 
21/8 193/4 
23/4 133/4 
33/4 143/4 
1 112 8 
1 1/2 11 112 
11/2 16 112 
2 118 11 112 
23/4 11 1/2 
23/4 173/4 
33/4 11 1/2 
33/4 19 

OT600-l03A _01 60 23/4 11 7/8 
OT600-203 .02 60 23/4 147/8 
0T600.203A .02 60 33/4 10 3/8 
OT600·503 .05 60 33/4 16 3/8 
OT600.104 0.1 60 33/4 27 1/4 
OTBOO.l02 .001 80 1 112 13 
OT800.202 .002 80 1 112 15 
0T800-502 .005 80 1 1/2 22 
OT800-502A .005 80 2 118 15 
OTaOO-l03 .01 80 2 118 21 
OT800.103A .01 80 23/4 15 
OT800.203. .02 80 23/4 21 
OT800.203A .02 80 33/4 15 
OT800.S03 .05 80 33/4 271/2 
OT1000-SOl .0005 100 1 112 155/8 
OTlOoo.l02 .001 100 1 112 155/8 
OT 1 000-202 .002 100 1 112 20.5/8 
OTlOOO.202A _002 100 2 118 IS 5/8 
OT1000·502 .005 100 2 118 205/8 
OT1000.SOlA .005 100 23/4 155/8 
OTlOOO-l0.3 .01 100 23/4 205/8 
OTlOOO-l03A _01 100 33/4· 155/8 
OT1000.203 _02 100 33/4 205/8 
OTlOO0.303 .03 100 33/4 253/8 
OT1200.501 .0005 120 1 112 18 114 
OTl200.102 _001 12.0 1 112 1'8 114 
OTl200.202 .002 120 1 1/2 24 114 
OTl200-202A .002 120 2 118 18114 
OTl200.S02 _005 120 23/4 21 114 

. ·OTI200.103 .01 120 23/4 271/4 
1 112 103/8 
1 112 147/8 

OTI200·103A _01 120 33/4 27114 
OTI200·203 .02 120 33/4 27114 

2 1/8 11 718 

This ;s but a parti~1 listing of capacitances and voltages available. 
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NUMBER 
CAP. 
MFD. 

EP20-105 1.0 
EP20-205 2 
EP20-405 4 
EP20~05 6 
EP20-805 8 
EP20-106 10 

EP30-104 0.1 
EP30-254 .25 
EP30-504 .5 
EP30-105 I 
EP30-205 2 
EP30-405 4 
EP30-805 8 

EP40-504 0.5 
EP40-105 I 
EP40-205 2 
EP40-405 4 

EP50-104 0.1 
EP50-254 .25 
EP50-504 .5 
EP50-105 I 
EP50-205 2 
EP50-405 4' 

EP60-104 OJ 
EP60-254 .25 
EP60-504 .5 
EP60-105 I 
EP60-205 2 
EP60-405 4 

EP80-104 0.1 
EP80-254 ' ,25 
EP80-504 ,5 
EP80-105 I 
EP80-205 2 

EPIOO-I04 0.1 
EP100-254 .25 
EPIOP-504 .5 
EPIOO-I05 I 
EPIOO-205 2 

PART CAP. 
NUMBER MFD. 

PM05-402 .004 
PM05-502 .005 
PM05~02 .006 
PM05-103 .01 
PM05-203 .02 
PMOS-303 .03 
PM05-403 .04 
PMOS-50S .05 
PMOS-60S :06 
PM05-104 0.1 
PM05-204 .2 
PM05-254 .25 
PM05-304 .3 
PM05-404 .4 
PM05-504 .5 
PM05-604 .6 
PMOS-lOS 1.0 
PMOS-ISS 1.5 

PMI-302 .003 
PMI-402 .004 
PMI-502 .005 
PMI-I03 .01 
PMI-203 .02 
PMI-303 .03 
PMI-403 .04 
PMI-503 .05 
PMI-I04 0.1 
PMI-204 .2 
PMI-254 .25 
PMI-304 .3 

PMI-404 .4 
PMI-504 .5 
PMI~4 .6 

PM2-102 .001 
PM2-202 .002 
PM2-302 .003 
PM2-402 .004 
PM2-502 .005 
PM2-103 .01 
PM2-203 .02 
PM2-303 .03 
PM2-403 .04 
PM2-503 .O~ 
PM2-104 0.1 
PM2-204 .. 2 
PM2-254 .25 
PM2-304 .3 
PM2-404 .4 

PM4-402 .004 
PM4-502 .005 
PM4-103 .01 
PM4-203 .02 
PM4-303 .03 
PM4-403 .04 
PM4-503 .05 
PM4-104 0.1 
PM4-204 .2 

PM6-102 .001 
PM6-202 .0cJ2 
PM6-302 .003 

~:~ .004 
.005 

VOLTS 
A DC 

2,000 2·1/2 
2,000 2·1/2 
2,000 3-3/4 
2,000 3·3/4 
2,000 3-3/4 
2,000 3-3/4· 

3,000 2·1/2 
3,000 2-1/2 
3,000 2·1/2 
3,000 2·1/2 
3,000 3·3/4 
3,000 3·3/4 
3,000 4-9/16 

4,000 2·1/2 
4,000 3-3/4 
4,000 3-3/4 
4,000 4·9/16 

5,000 2·1/2 
5,000 2-1/2 
5,000 2·1/2 
5,000 3·3/4 
5,000 3-3/4 
5,000 4-9(16 

6,000 3-3/4 
6,000 3-3/4 
6,000 3-3/4 
6,000 3-3/4 
6,000 4-9/16 
6,000 4-9/16 

8,000 3-3/4 
8,000 3·3/4 
8,000 3-3/4 
8,000 3-3/4 
8,000 4-9(16 

10,000 3-3/4 
10,000 3·3/4 
10,000 3·3/4 
10,000 4-9/16 
10,000 4-9/16 

SECTION 1500 

Mfn. of 
• Plastic Film 

Capacitors 
• Pulse Formlnl 

Networks 
• Hilh Voltal' 

Power Supplies 
• Piper Dielectric 

Capacitors 

TYPE EP HIGH VOLTAGE CAPACITORS 
B C I 5 .. 9" 

1-3/16 2·3/4 S 5.28 s· 5.28 
1·3/16 4 6.55 6.55 
1-3/4 3-1/2 9.05 9.05 
1·3/4 4-3/4 11.78 11.78 
2·1/4 4-3/4 14.12 14.12 
3·3/16 H/2 18.72 18.72 

1·3/16 2·1/8 4.72 4.72 
1·3/16 2·1/8 4.96 4.96 
1·3/16 2·1/2 5.45 5.45 
1·3/16 3·3/4 6.33 6.33 
1·1/4 H/2 8.60 8.60 
2·1/4 4-3/4 13.00 13.00 
3-3/4 4-3/4 20.20 20.20 

1·3/16 3·1/4 5.90 5.90 
1·1/4 3-1/2 7.55 7.55 
1·3/4 4·1/2 11.50 11.50 
3·3/4 3-3/4 20.30 20.30 

1·3/16 2-1/8 4.85 4.85 
1·3/16 2·3/4 5.46 5.46 
1·3/16 4 6.43 ·6.43 

'1·3/4 2 9.90 9.90 
2·1/4 4-3/4 14.65 14.65 
3-3/4 4-3/4 24.30 24.30 

1·1/4 2·1/2 10.80 7.76 
1·3/4 2·1/2 12.65 9.00 
1·3/4 4 14.80 10.60 
2·1/4 5-1/4 19.80 14.20 
3·3/4 5-1/4 29.70 21.20 
3·3/4 9-1/2 53.20 38.00 

1·3/4 2·1/2 11.60 8.28 
1·3/4 2·1/2 13.65 9.75 
2·1/4 4-3/4 15.90 11.35 
3-3/16 5·1/4 21.50 15.35 
3-3/4 &1/2 33.60 24.05 

1·3/4 3 12.80 8.86 
1.3/4 4-li4 14.90 10.62 
2·1/4 5-3/4 18.40 13.17 
3·3/4 5-1/2 28.00 20.00 
3·3/4 10 49.50 35.40 

NET PRICES 

10 25 
24 49 

$ 2.74 $ 2.44 
.3.40 3.02 
4.70 4.18 
6.12 5.44 
7.33 6.52. 
9.72 8.64 

3.37 3.03 
3.54 3.18 
3.90 3.52 
4.52 4.07 
6.11 5.50 
9.37 8.40 

14.40 12.80 

4.22 3.79 
5.40 4.86 
S.20 7.36 

14.50 13.00 

3.13 2.90 
3.90 3.52 
4.60 4.13 
7.10 6.35 

10.42 9.40 
17.35 15.60 

6.97 6.46 
8.12 7.53 
9.52 8.81 

12.80 11.85 
19.22 17.70 
34.20 31.65 

7.46 6.92 
8,75 8.12 

10.22 9.43 
13.84 12.75 
2\.60 20.00 

7.97 7.40 
9.56 8.86 

11.82 10.98 
17.98 16.63 
31.80 29.40 

50 
99 

$ 2.33 
2.90 
4.00 
5.21 
6.24 
8.28 

2.80 
2.95 
3.25 
3.77 
5.11 
7.80 

12.00 

3.52 
4.48 
6.85 

12.10 

2.55 
3.25 
3.83 
5.88 
8.70 

14.40 

5.68 
6.62 
7.76 

10.42 
15.60 
27.80 

6.08 
7.16 
8.31 

11.25 
17.62 

6.52 
7.79 
9.64 

14.62 
25.95 

TYPE EP 

TYPE EP capacitors are designed for commercial service. 
Economy and reliability were the determination factors for 
the resulting physical construction and electrical character· 
istics. 
TEMPERATURE RANGE is minus 60'C to 85'C. Full name· 
plate voltage rating applies in the temperature range from 
minus 50-C t" plus 60-C. 
LIFE CHARACTERISTICS At full nameplate DC voltage in 
the temperature rang!! of minus 50-C to plus 60-C mean life 
is 10,000 hours of operation. For temperatures above 60-C to' 
85'C derate the operating voltage according to the derating 
curve to maintain the 10,000 hour life expectancy. For in· 
creased life at any temperature range voltage derating to 87% 
will double and derating to 75% will quadruple life expect· 
ancy. 

TYPE PM POLYSTYRENE DIELECTRIC CAPACITORS 
VOL TS SIZE NET PRICE ~-i t-DC D L 1 .ll. ~ TYPE PM 

N 49 99 I--- L ---l 50 .175 3/4 $1.08 .83 .77 
50 .175 3/4 1.08 .84 .77 TYPE PM polystyrene dielectric capacitors are hermetically 50 .175 3/4 1.09 .84 .77 
50 .185 3/4 1.09 .84 .78 sealed tubular capacitors with tinned copper wire axial leads. 
50 .312 7(8 1.19 .92 .85 

Sizes and net prices are given for the floating case style 50 .312 7/8 1.21 .9S .86 
50 .S12 7/8 1.22 .94 .87 and' 20% capacitance tolerance. Each port number shown 50 .400 7/8 1.28 .99 .92 
50 .400 7/8 1.30 1.00 .93 should be ordered with the suffi x "BW 20" added. Other 50 .400 1·1/8 1.35 1.04 .97 
50 .562 1-1/8 1.70 I.S1 1.21 styles and tolerances are also available, 
50 .562 1·5/8 1.74 1.34 1.24 
50 .562 1·5/8 1.81 1.40 1.29 

ADJUSTABLE TYPE PW 50 .562 1·7/8 1.92 1.48 1.37 
50 .670 1·5/8 2.47 1.91 1.77 TYPE PW capacitors are adjustable hermetically sealed 
50 .670 1·13/16 2.58 1.99 1.85 

polystyrene capacitors in bathtub The construction 50 1.0 1·13/16 3.58 2.76 2.56 cases. 
50 1.0 1'13/16 4.21 3.25 3.01 permits an external adjustment to be made to control the 

100 .175 3/4 1.08 .83 .77 capacitance in a range of plus and minus 1% of the nominal 
100 .185 3/4 1.08 .84 .77 capacitance. Terminals s!llder lugs mounted on glass 100 .185 3/4 1.09 .84 .78 are 
100 .312 7/8 1.16 .89 .83 so I der-seC! I bushings. Extended foil {non-inductive} con .. 
100 . 312 7/8 1.18 .91 .84 
100 .400 7/8 1.27 .98 .91 structian is used, 
100 .400 1.1/8 1.30 1.00 .93 

APPLICATIONS: Type PW capacitors are especially suited 100 .400 1·1/8 1.32 1.02 .94 
100 .562 1·1/8 1.63 1.26 1.16 to applications using LC or RC networks. Since the capacitor 100 .562 1·7/8 1.81 1.40 1.29 
100 .670 1·5/8 2.25 1.74 1.61 is adjustable over a 2% range of nominal capacitance, I'on 
100 .670 1·13/16 2.33 1.80 1.67 

the button" frequency tuning characteristics is easily or 
100 .750 1·13/16 2.80 2.16 2.00 attained. The adjustability feature permits compensating for 
100 1.0 1·13/16 3.14 2.43 2.25 
100 1.0 1·13/16 3.33 2.57 2.38 other components which are not exactly nominal. ·The low 

200 .175 3/4 power factor and dielectric absorption assure very little 
200 .185 3/4 distortion of the AC wave, even at very low frequencies. 200 .185 3/4 
200 .235 3/4 

CONTAINER SIZE 200 .312 7/8 PART CAP. VOLTS PART CAP. VOLTS CONTAINER SIZE 
200 .312 7/8 NUMBER MFD. DC A B C NUMBER MFD. DC A B C 
200 .400 7/8 
200 .562 1·1/8 PW05-124 .12 50 1-1/8 1 1-3/16 PWl-80S .08 100 1-1/8 1 1-3/16 
200 .562 1·1/8 PW05-154 .15 50 l:l~: 1 1-S/16 PNl-823 .082 100 1·1/8 1 1-S/16 200 .562 1·1/8 PW05-224 ,22 50 1 1-3/16 PN1-104 0.1 100 1·1/8 1 1-S/16 200 .670 1·5/8 
200 .750 1.13/16 PW05-254 .25 50 1-S/4 1 3/4 PNl-124 .12 100 1-S/4 1 3/4 
200 .750 1·13/16 PN05-504 .30 50 1-3/4 1 3/4 PNl-154 .15 100 1·3/4 1 3/4 
200 1.0 1·13/16 PW05-S34 .3S 50 1-3/4 1 3/4 PW1·204 .20 100 1·S/4 1 3/4 200 1.0 1.13/16' 

PW05-404 .40 50 1-3/4 1 3/4 PN1·224 .22 100 1-3/4 1·1/4 1/8 
400 .312 7/8 PW05-474 .47 50 1-3/4 1-1/4 7/8 PNl-254 .25 100 1-3/4 1-1/4 7/8 400 .400 I.r~: PW05-504 .50 50 1·3/4 1-1/4 7/8 PN1-304 .30 100 1-3/4 1-1/4 7/8 400 .400 PW05-&04 .&0 50 1-3/4 1-1/4 7/8 400 .562 1.1/8 PNl-334 .33 100 1·3/4 1-1/4 7/8 
400 .562 1·1/8 PW05-684 .68 50 1-3/4 1-1/4 7/8 PNl-404 .40 100 1-3/4 1-1/4 7/8 400 .562 1·5/8 
400 .562 1·7/8 PW05-804 .80 50 1-3/4 1-1/4 7/8 PNl-474 .47 100 2 1-3/4 7/8 
400 .750 1·13/16 PW05-824 .82 50 1-3/4 1·1/4 7/8 PW!·504 .50 100 2 1-3/4 7/8 
400 1.0· 1·13/16 PW05-10S 1.0 50 2 1-3/4 7/8 PWl-604 .&0 100 2 1-3/4 7/8 
600 .312 7/8 PW05-205 2 50 2 2 1-1/8 PWl-804 .80 100 2 1-3/4 7/8 
600 .312 7/8 PW05-30S 3 50 2 2 1-1/4 PNl-824 .82 100 2 2 1-1/8 
600 .312 7/8 PNI-I0S 1.0 100 2 2 1·1/8 600 .312 7/8 PN05-405 4 50 2 2 1-1/2 
600 400 7 8 PNl·205 2 100 2 2 1·1/2 

Th,s 15 but a partIal ',stmg of capacItances ana voltages ovallable. 
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SECTION 1500 

GLASS CAPS TYPE OF Voltage rated for operation from -65°C to 85°C. 
Glass style container with 8-32x3/8" axial studs, except 19/32 diameter which 
has # 18x2Y2" hot tinned copper wire. This capacitor is capable of passing 

environment at and electrical tests of MIL-l-25A characieristic E terminal D. 
PART CAP. VOLTS DIMENSIONS LIST PART CAP. VOLTS 

NUMBER MFD DC LGTH. DIA. PRICE NUMBER MFD DC 

OF20-502 .005 2000 1 3/16 19/32 $3.50 
OF150-102 .001 15 KV OF20-103 .01 2000 1 3/16 19/32 3.50 

OF20-203 .02 2000 1 9/16 19/32 3.60 OF150-202 .002 15 KV 
OF20-503 .05 2000 1 3/4 3/4 3.90 OF150-502 .005 15 KV 
OF20-104 0.1 2000 2 1/4 3/4 .4.00 OF150-103 .01 15 KV 
OF20-254 0.25 2000 2 3/4 29/32 4.50 OF150-203 .02 15 KV 

OF30-502 .005 3000 1 3116 19/32 4.30 
OF150-503 .05 15 KV 

OF30-103 .01 3000 1 9/16 19/32 4.50 OF200-501 .0005 20 KV 
OF30·203 .02 3000 1 3/4 3/4 5.10 OF200-102 .001 20 KV 
OF30-503 .05 3000 2 1/4 3/4 5.50 OF200-202 .002 20 KV 
,OF30-104 0.1 3000 1 3/4 1 1/8 6.00 OF200-s02 .005 20 KV 
OF30·254 0.25 3000 2 1 3/8 6.60 OF200-103 .01 20 KV 

OF40-502 .005 4000 1 3/16 19/32 5.90 
Of200-203 .02 20 KV 

OF40-103 .01 4000 1 3116 3/4 6.10 OF300-201 .0002 30 KV 
OF40·203 .02 4000 1 3/4 3/4 6.40 OF300-501 .0005 30 KV 
OF40·503 .05 4000 2 13/16 6.50 OF300·102 .001 30 KV 
OF40·104 0.1 4000 2 1 1/8 7.,,\0 OF300·202 .002 30 KV 
OF40·254 0.25 4000 2 1/4 1 518 8.10 OF300·502 .005 30 KV 
OF50.502 .005 5000 1 5/8 19/32 6.50 

OF300·103 .01 30 KV 

OF50·103 .01 5000 1 314 3/4 6.80 OF400·101 .0001 40 KV 
OFsO·203 .02 5000 2 1/4 3/4 7.20 OF400·201 .0002 40 KV 
OF50.503 .05 5000 2 1/4 29/32 7.60 OF400·s01 .0005 40 KV 
OF50·104 0.1 5000 2 1/4 1 3/8 S.50 OF400·102 .001 40 KV 
OFsO·254 0.25 5000 3 1 5/8 9.40 OF400·202 .002 40 KV 

OFSO·202 .002 8000 1 3/4 19/32 6.S0 
OF400.502 .005 40 KV 

OFSO·502 .005 8000 1 3/4 314 7.00 OFsOO·l01 .0001 50 KV 
0F80·103 .01 8000 2 1/4 3/4 7.50 OF500·201 .0002 50 KV 
OFSO·203 .02 8000 2 314 29;32 S.60 OF500·501 .0005 50 KV 
0F80·503 .05 8000 23/4 1 3/8 11.00 OFsOO·l02 .001 50 KV 
OF SO·, 04 0.1 8000 3 5/8 1 5/8 12.50 OFsOO·202 .002 50 KV 
OF100·l02 .001 10 KV 1 5/8 19/32 7.20 

OF500·502 .005 50 KV 
OF100.202 .G02 10 KV 1 5/8 ~/4 7.40 OF600.101 .0001 60 KV 
OF100·502 .005 10 KV 1 3/4 13/16 S.50 OF600·201 .0002 60 KV 
OF100·103 .01 10 KV 2 1/4 29/32 9.20 OF600·s01 .0005 60 KV 
OF100·203 .02 10 KV 2 3/4 1 1/8 11.40 OF600·102 .001 60 KV 
OF100.503 .05 10 KV 2 3/4 1 5/8 14.60 OF600·202 .002 60 KV 
OF100·603 .06 10 KV 3 1 5/8 15.50 OF600·502 .005 60 KV 

Mfrs. of 
• Plastic Film 

Capacitors 
• Pulse Forming 

Networks 
• High Voltale 

Power Supplies 
• Paper Dielectric 

Capacitors 

DIMENSIONS LIST 
LOTH. DIA. PRICE 

2 1/4 3/4 13.80 
2 1/4 3/4 14.60 
2 3/4 1 1/8 17.00 
3 3/4 1 1/8 20.00 
4 1/4 1 3/8 22.00 
7 1 5/8 26.00 
3 112 19/32 lB.OO 
3 1/2 3/4 19.00 
3 1/2 13;16 21.00 
3 1/2 1 1/8 22.50 
4 112 1 1/8 ':4.00 
4 1/2 1 5/8 21.00 
4 9/16 19/32 21.00 
4 9/16 19/32 21.00 
5 3/4 23.50 
5 29/32 26.00 
5 1 3/8 28.00 
6 1/2 1 5/8 35.00 
5 3/4 3/4 22.50 
5 3/4 3/4 22.50 
5 3/4 314 22.50 
6 1/2 13/16 26.00 
6 1/2 1 I/S 2S.00 
6 1/2 1 5/S 33.00 
8 1/4 3/4 23.50 
8 1/4 3/4 23.50 
8 1/4 3/4 24.50 
8 1/4 13/16 2S.00 
8 1/4 1 liS 31.50 

10 3/4 1 3/8 36.00 
10 3/4 24.50 
10 3/4 24.50 
10 3/4 2S.00 
10 29/32 34.00 
10 1 3/8 36.50 
11 1/2 1 5/8 41.50 

RF AND PULSE GLASS CAPS The plastic films used in the manufacture 'of RF and PULSE GLASS CAPS 
have very low losses. These capacitors will handle la"ge peak currents such as encountered in a 25 ohm 
type E plus forming network charged to the peak pulse TYPE HG VOLTAGE RATED FOR _65°C TO 65°C 

voltage at a repetition rate of 1000 PPS. 
PART CAP. VOLTS P P DIMENSIONS LIST 

TYPE TF VOLTAGE RATED FOR _65°C TO 125°C NUMBER MFD DC VOLTS LGTH. DIA. PRICE 

PART CAP. VOLTS PP DIMENSIONS LIST HG2S·10l .01 2500 1500 1 1 1/8 $6.50 
NUMBER MFD DC VOLTS LGTH. DIA. PRICE HG2S·203 .02 2500 1500 1 1/2 1 1/8 7.10 

HG2S·503 .05 2500 1500 2 1 3/8 B.60 
TF40.501 .0005 4000 3500 1 5/8 19/32 $13.10 HG2S·104 0.1 2500 1500 2 1/2 1 5/8 11.40 
TF40·102 .001 4000 3500 1 518 3/4 13.10 HG35.502 .005 3500 2500 1 1 liB 7.S0 TF40·202 .002 4000 3500 1 5/8 13116 14.20 HG3s·103 .01 3500 2500 1 1 5/8 S.10 TF40·502 .005 4000 3500 1 5/8 1 1/8 IS.40 HG3S·203 .02 3500 2500 1 1/2 1 3/8 S.50 TF40·103 .01 4000 3500 2 1/8 1 1/8 21.10 HG3S.S03 .05 3500 2500 2 1/2 1 5/8 11.60 TF40·203 .02 4000 3500 2 1/8 1 5/8 24.20 
TF60·101 .0001 6000 5000 2 1/8 3/4 15.20 HG50·s02 .005 5000 3000 2 1 liS 10.50 
TF60·201 .0002 6000 5000 2 1/8 3/4 15.20 HGSO·l03 .01 5000 3000 2 1 3/8 11.50 
TF60·501 .0005 6000 5000 2 1/8 3/4 15.20 HGSO.203 .02 5000 3000 3 1 3/8 12.50 
TF60·102 .001 6000 5000 2 1/8 3/4 15.20 HGSO·503 .05 5000 3000 6 1 3/8 18.50 
TF60·202 .002 6000 5000 2 1/8 13/16 16.S0 HG70·202 .002 7000 5000 2 29/32 11.00 TF60.502 .005 6000 5000 2 1/8 1 3/8 IS.60 HGN·502 .005 7000 5000 2 1 518 14.20 TF60·103 .01 6000 5000 2 5/8 1 3/S 24.10 HG70.103 .01 7000 5000 4 1 1/8 17.00 
TFSO.l01 .0001 SOOO 7000 2 7/8 3/4 16.10 HG70·203 .02 7000 5000 4 1 5/8 IS.60 
TFSO·201 .0002 SOOO 7000 2 7/8 3/4 16.10 HGI 00·1 02 .001 10 KV 7000 3 29/32 12.00 TFSO·501 .0005 8000 7000 2 7/8 3/4 16.10 
TFSO·l02 .001 SOOO 7000 2 7/8 13/16 21.20 HG100·202 .002 10 KV 7000 3 1 I/S 13.50 
TFSO·202 .002 8000 7000 2 7/8 1 1/8 22.40 HG100·S02 .005 10 KV 7000 6 1 1/8 21.00 
TFSO·502 .005 SOOO 7000 2 7/8 1 SIS 29.00 HG100·l03 .01 10 KV 7000 6 1 3/S 24.00 
TFSO·l03 .01 SOOO 7000 3 7/8 1 1/8 36.90 HG140·102 .001 14 KV 10 KV 4 29/32 15.30 
TF120·101 .0001 12 KV 10 KV 3 1/8 3/4 16.90 HG140·202 .002 14 KV 10 KV 4 1 3/S 20.00 
TF120.201 .0002 12 KV 10 KV 3 1/8 3/4 16.90 HG140.502 .005 14 KV 10 KV S I I/S 24.00 
TFl20·50t .0005 12 KV 10 KV 3 1/8 13/16 16.90 HG140.103 .01 14 KV 10 KV 8 1 5/8 27.00 
TFl 20·1 02 .001 12 KV 10 KV 3 1/8 29/32 22.50 HG200·201 .0002 20 KV 15 KV 5 3/4 3/4 17.00 TF120.202 .002 12 KV 10 KV 3 7/8 1 1/8 29.70 
TF120·502 .005 12 KV 10 KV 4 7/8 1 3/8 40.20 HG200·501 .0005 20 KV 15 KV 5 3/4 29/32 20.00 

HG200·102 .001 20 KV 15 KV 5 3/4 1 1/8 22.50 Tn aO.1 01 .0001 18 KV 15 KV 4 1/4 3/4 18.0.0 HG200·202 .002 20 KV 15 KV 5 3/4 1 SIS 24.50 TFlIIC·20t .0002 18 KV 15 KV 4 1/4 3/4 18.00 
TFl80·501 .0005 18 KV 15 KV 4 1/4 1 1/8 25.20 HG250-201 .0002 25 KV 20 KV 7 1/4 3/4 20.00 
TFlSO·102 .001 18 KV 15 KV .5 3/4 1 1/8 35.20 HG2S0·501 .0005 25 KV 20 KV 7 1/4 29/32 25.00 
TFl.SO·202 .002 18 KV 15 KV .5 3/4 1 3/8 44.10 HG25()·102 .001 25 KV 20KV 1 1/4 1 3/8 31.00 

HG250·202 .002 25 KV 20 KV 7 1/4 1 5/S 35.00 

THE ABOVE ARE PARTIAL LISTINGS. WRITE FOR COMPLETE ENGINEERING INFORMATION. 

This is but a partial listing of capacitances and voltages available. 
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SECTION 1500 

SANGAMO Electric Company S\\"~~\\D 
capacitors Springfield, II/inois 'Qllaa~ 

Catalol Capacitanc' Working 
Number In Mf. YollI DC 

33M/5 33,000 5 
125M/5 125,000 5 
10M/10 10,000 10 
15M/l0 15,000 10 
20M/10 20,000 10 
35M/10 35,000 10 
80M/10 60,000 10 
90M/10 90,000 10 
8M/16 6,000 15 

10M/1S 10,000 15 
14M/15 14,000 15 
18M/15 18,000 15 
25M/15A 25,000 - 15 
33M/15 33,000 15 
4OM/15 40,000 15 
50M/15 50,000 15 
5M/25 5,000 25 

10M/25 10,000 25 
15M/25A 16,000 25 
2OM/25A 20,000 25 
4OM/25 40,000 25 

1M500/86 1,500 85 
4M/35 4,000 85 
5M/85 5,000 85 
8M/35 8,000 35 

10M/35 10,000 35 
16M/35 15,000 35 
2OM/8S 20,000 35 
80M/35 30,000 35 
2M500/50 , 2,500 50 
4M/50 4,000 50 
SM/50 5,000 50 

,8M/50A 8,000 50 
10M/50 10,000 50 
15M/SO 15,000 50 
20M/50 20,000 50 

1M/75 1,000 75 
8M 176 3,000 75 
5M175 5,000 75 

10M/75 10,000 76 
1M/l00 1,000 100 
1M500/100A 1,600 100 
8M/100A ' 8,000 100 
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TypeDCM The SANGAMO Type DOM is a high quality, 
iong life, electrolytic capacitor, specially de­
signed for use as an energy storage or filter 
capacitor. The Type DOM is enclosed in an 
aluminum can. As present stocks with card­
board sleeve are exhausted, units will be 
furnished with a clear plastic insulating 
sleeve. Aluminum tenninals include a #1032 
machine screw and are pennanently molded 
in the top. A pressure-sensitive vent is pro­
vided as a safety mechanism in each top. A 
footed, wrap-around mounting bracket is 
available at extra cost. For more complete 
information write for Engineering Bulletin 
2231. 

COMPUTER GRADE 

FILTER AND 

ENERGY StORAGE 

ELECTROLYTIC 

Diameter Length List 'Catalog Capacitance Working Diameter Length Pit 
In Inche. In inch •• Prlc, Number In Mf. Yolt. DC in Inche. In Inch •• Prlc. 

2U. 4V2 $17.80 4M/l00A 4,000 100 21i'. 4V2 $23.45 
3 U. 6 39.25 5M/l00 5,000 100 3 U. 4V2 25.20 
1 U. 4V2 12.00 5C/150 500 150 1 U. 4V2 9.05 
1'~. 4V2 13.50 7C/150 700 150 1 U. 4V2 10.15 
2 U. 4V2 18.30 lM/150 1,000 150 1'~. 4V2 11.45 
2U. 6 25.70 lM250/150 1,250 '150 , 1'~. 4V2 12.30 
3 U. 4V2 36.25 2M/150A 2,000 150 2 U. 6 19.70 
3 U. 6 46.50 2M500/150 2,500 150 21i'. 4V2 22.50 
1 U. 4V2 10.00 4M/150 4,000 150 3 U. 4V2 29.70 
1'~. 4V2 12.60 6M/150 6,000 150 3 U. 6 35.70 
1'~. 4V2 16.70 6C/200 500 200 1 U. 4V2. 9.85 
2U. 4V2 20.00 7C50/200 750 200 1'~. 4V2 12.65 
2 U. 6 25.75 1M500/200A 1,500 200 2 U. 6 18.00 
21i'. 4V2 26.50 2M/200 2,000 200 2X. 4V2 21.60 
3 U. 4V2 29.40 2M 500/200 2,500 200 3 U. 4V2 25.44 
3 U. 6 35.60 5C/250 500 250 1'~. 4V2 10.55 
1 U. 4V2 11.15 lM/250A 1,000 250 2 U. 6 23.10 
2 U. 4V2 17.00 lM500/250 1,500 250 21i'. 4Vz 25.50 
2 U. 6 24.00 2C,;!5/3OO 275 300 1 U. 4V2 10.60 
21i'. 4V2 24.90 4C50/3OO 450 300 1'~. 4V2 12.00 
3 U. S 41.30 1M/300 1,000 300 21i'. 4V2 25.40 
1 U. 8V2 7.50 lM500/3oo 1,500 300 3 U. 4V2 41.70 
1 U. 4V2 12.80 1C50/350 ' 150 350 1 U. 4V2 8.70 
1'~. 4V2 13.80 3C50/350 350 350 1'~. 4V2 12.95 
2 U. 4V2 20.10 1M/350 1,000 350 3 U. 4V2 27.50 
2U. 6 24.00 2C50/450 250 450 1'~. 4V2 14.05 
21i'. 4V2 26.40 3C/450 300 450 2 U. 4V2 14.90 
8 U. 4V2 27.00 5C/450A 500 450 2U. 5 18.90 
3 U. S 29.70 6C/450 600 450 21i'. 4Vz 23.30 
1 U. 4V2 9.60 8C/450 SOD 450 3 U. 4V2 27.00 
1'~. 4V2 12.90 
2 U. 4V2 16.75 NOTE-Capacitor dimensions include insulating sleeve. 

2 U. 8 20.70 NOTE-All units are supplied with screw 'terminals. 
21f. 4V2 27.00 
3 U. 4V2 82.10 NOTE-Mounting brackets are furnished at extra cost. 

3 U. 6 39.30 CapacItor List 
1 U. 4V2 9.50 Diamet.r In Inch .. Prlc. NOTE-1U. bracket avail-
2 U. 4V2 14.75 MOUNTING able with two 
21f. 4V2 24.05 BRACKETS 1 U. .45 feet only. All 

others available 
3 U. 8 38.10 FOR TYPE 1'~. .65 with two or three 
1 U. 4Yz 10.40 OeM 2 U. .70 feet. Specify reo 
1'~. 4V2 11.40 21i'. .95 qui red number of 

2 U. 8 22.15 3 U. 1.20 feet. 
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SECTION 1500 

S\\\l~~\\D SANGAMO Electric Company 
IQIIUUl'l capacitors Springfield, II/inois 

Type TR TELEPHONE GRADE 

HIGH RELIABILITY ELECTROLYTIC 

SANGAMO Type TR "High Reliability" elec­
trolytic capacitors are specially designed and 
manufactured for applications requiring an ex­
tremely high level of reliability over long periods 
of time. The Type TR is ideally suited for low­
frequency filter, by-pass and coupling applications 
in communications equipment, electronic indus­
trial controls, laboratory test instruments, com­
puters and similar equipment where a high degree 
of relia.bility over a period of 10 years is essential 
to. the operation of the equipment in which it is 
used. The SANGAlYlO Type TR "High Reliabil­
ity" capacitors are designed to operate through­
out the tempera.ture range from -20°C to +85°C. 
For more complete information write for Engi­
neering Bulletin 2227. 

Capacitance Working 
Catalog in Voltage Diameter Length List 
Number Mf. DC I n Inches In Inches Price 

TS-15850 850 15 1% 2Y2 5.10 
TS-25400 400 25 19\- 2V2 4.70 
TS-251500 1500 25 1% 4Y4 6.70 
TS-50SOO 800 50 1% 4Y4 5.95 
TS-1oo180 180 100 1% 2Y2 4.95 
TS-150350 350 150 1% 4Y4 5.90 
TS-200200 200 200 1% 3V2 5.60 
TS-25085 85 250 1% 2Y2 5.00 
TS-3001oo 100 300 1% 3 5.35 
TS-35075 75 350 1% 3 5.30 
TS-40040 40 400 1% 2Y2 5.00 
TS-46025 25 450 19\- 2% 4.55 
TS-45080 80 450 1% 4Y4 5.96 
TSD-150160 160-160 150 1% 4V4 6.00 
TSD-20045 45-45 200 19\- 2V2 4.85 
TSD-25070 70-70 250 1% 3Y2 4.60 
TSD-30030 30-30 300 19\- 2Y2 4.90 
TSD-35045 45-45 350 1% 3Y2 5.75 
TSD-40030 30-30 400 1% 3 5.60 
TSD-4502.0 20-20 450 1% 2Y2 5.30 
TSD-45035 35-35 450 1% 4V4 6.00 
TST-150100 100-100-100 150 1% 4V4 6.15 
TST-20010 10-10-10 200 19\- 2Y2 4.70 
TST-25020 20-20-20 250 19\- 2V2 5.00 
TST-30040 40-40-40 300 1% 4V4 6.10 
·TST-35030 30-30-30 350 1% 3Y2 5.95 
TST-4002O 20-20-20 400 1% aY2 5.85 
TST-45010 10-10-10 450 19\- 2V2 5.10 
TST-45015 15-15-15 450 1% 3 5.65 
TST-45020 20-20-20 450 1% 4Y4 6.1Q 

Catalog 
Number 

TR-62O 
TR-0110 
TR-0250 
TR-0520 
TR-1510 
TR-2550 
TR-3520 
TR-3550 
TR-4520 
TR-4550 

TRD-1550 
TRD-2520 
TRD-4510 
TRD-4520 
TRD-4540 

TRT-1550 
TRT-254O 
TRT-3520 
TRT-452O 

Capacitance 
In 

M'. I Working I I Voltage Diameter 
DC In Inche. 

SINGLE SECTION 
2000 6 1% 
1000 15 1 

500 25 1 
200 50 1 
100 150 1 
50 250 1 
20 350 1 
50 350 1 
20 450 1 
50 450 1% 

DUAL SECTIONS 
50-50 150 1 
20-20 250 1 
10-10 450 1 
20-20 450 1% 
40-40 450 1% 

TRIPLE SECTIONS 
50-50-50 150 1% 
40-40-40 250 1% 
20-20-20 350 1% 
20-20-20 450 1% 

Length 
In Inche. 

2V2 
4 
4 
SV2 
4 
3 
21/2 
4 
3 
3 

4 
3Y2 
4 
3V2 
4 

4 
4 
4 
4 

List 
Price 

$ 8.00 
7.55 
7.80 
7.30 
7.70 
6.95 
6.70 
7.30 
6.95 
8.00 

8.15 
8.10 
7.75 
8.75 
9.75 

9.50 
9.85 
9.60 

10.15 

Type TS TUBE SOCKET 
MOUNTED ELECTROLYTIC 

The Type TS is ideally suited for all applica­
tions where quick capacitor changes are required. 
These units are equipped. with a four-pin octal 
base mounting for use with standard octal base 
tube sockets. The special design of the bakelite 
octal base insures that the aluminum container 
will not contact the mounting surface. The base 
pins are molded in the bakelite base -and nickel­
plated to prevent corrosion and insure good con­
tact with the socket terminals. Case sizes are in 
accordance with Mil-C-62A specification, Types 
CE51, CE52 and C'E53. For more complete infor­
mation write for Engineering Bulletin 2233. 
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SECTION 1500 

SANGAMO flectric Company St\\{~~\\D 
capacitors Springfield, Illinois IQllUUl7 

Type BT 
ELECTROLYTIC 

The Sangamo Type BT electrolytic capacitor 
i~ ideally suited for filter and by-pass circuits. 
The capacitor sections are first sealed in alumi­
num cases and then encased in corrosion resistant, 
hot tinned steel cases which provide a complete 
hermetic seal under extreme environmental condi­
tions. Type BTE is furnished with two side 
mounted compression type silicone rubber seal 
terminals. Also available, Type BTF has two top 
terminals, Type BTD has one top terminal and 
Type BTO has one side terminal. On single 
terminal types, case is negative grounded. Oase 
sizes are in accordance with lVIil-O-62A specifica­
tion, Types OE63, OE64, OE62 and OE61 respec­
tively. For more complete information write for 
Bulletin No. 2233. 

Type BW 

Catalog 
Number 

BW-15320 
BW-25250 
BW-50150 
BW-50450 
BW-l00400 
BW-150100 
BW-25025 
BW-S5035 
BW-45025 
BW-45045 
BWD-150150 
BWD-2504O 
BWD-30025 
BWD-45010 
BWT-1502O 
BWT-20050 
BWT-3004O 
BWT-45012 

ELECTROLYTIC 

Sangamo Type BW electrolytic 
capacitors are contained in round 
drawn aluminum cans. A Neo­
prene rubber gasket is used be­
tween the container and the cover 
terminal assembly to assure a posi­
tive seal against moisture and 
leakage. A two footed mounting 
ring bracket can be furnished for 
one and three eights inch (1-%") 
diameter units only. Oase sizes 
are in accordance with lVIil-O-62A 
specifications, Types OE31, OE32 
and OE33. For more complete in­
formation write for Bulletin No. 
2233. 

Capacitance Working 
in Voltage Dlamet.r Length List 

Mf. DC In Inch.s In Inches Price 

320 15 1 3Y4 3.50 
250 25 1 2% 3.60 
150 50 1 2% 3.50 
450 50 1% 3Y4 4.50 
400 100 1% 4Y4 5.00 
100 150 1% 2Y4 4.00 
25 250 1 2Y4 3.45 
35 S50 1 SY4 S.65 
25 450 1 SY4 3.70 
45 450 1% 2% 4.45 

150-150 150 1% 4Y4 5.40 
40-40 250 1% 2% 4.70 
25-25 SOO 1% 2Y4 4.55 
10-10 450 1% 2Y4 4.95 

20-20-20 150 1% 2Y4 5.05 
50-50-50 200 1% 3% 5.75 
40-40-<\0 300 1% 4Y4 6.10 
12-12-12 450 1% 23,4 5.50 

NOTE: 1%" Two or Three Footed Bracket available. 
. Add $.45 to List Price. 

Capacitance Working 
Catalog In Voltage Width Length Height 
Number Mf. DC In Inches In Inohes In Inches 

---------
BTE-15100 100 15 1 1 ';!f. 1 
BTE-2525 25 25 1 1 ';!f. 1 
BTE-2550 50 25 1 '1 ';!f. 1 
BTE-2575 75 25 1 1 ';!f. 1 
BTE-5025 25 50 . 1 l';!f, 1 
BTE-5050 50 50 1 1 ';!f. 1 
BTE-15010 10 150 1 1 ';!f. 1 
BTE-15020 20 150 1 1 ';!f. 1 
BTE-25010 10 250 1 1 ';!f. 1 
BTE-30010 10 300 1 1 ';!f. 1 
BTE-350S S 350 1 l';!f, 1 
BTE-4006 6 400 1 1 ';!f. 1 
BTE-4504 4 450 1 1 ';!f. 1 

Type BK 
ELECTROLYTIC 

Sangamo Type BK electrolytic 
capacitors are sealed in a drawn 
aluminum case with the cover 
tenninal assembly sealed by a 
Neoprene rubber gasket to pro­
vide a positive seal against mois­
ture 8Jld leakage. The cover ter­
minal assembly is equipped with 
a 7/8-16 threaded neck with a hex 
nut for mounting purposes. Oase 
sizes are in accordance with Mil-
0-62A specifications, Types OE41 
and OE42. For more complete in­
formation write for Bulletin No. 
2233. 

Capacltanc. Working 
Catalog In Voltage Diameter 
Number Mf. DC In Inches 

BK-152000 2000 15 1% 
BK-5050 50 50 1% 
BK-50750 750 50 1% . 
BK-150100 100 150 1% 
BK-150200 200 150 1% 
BK-20010 10 200 1% 
BK-250160 160 250 1% 
BK-30050 50 300 1% 
BK-300150 150 300 1% 
BK-45010 10 450 1% 
BK-45025 25 450 1% 
BK-450SO SO 450 1% 
BKD-150150 150-150 150 1% 
BKD-35020 20-20 350 1% 
BKD-45020 20-20 450 1% 
BKD-4504O 40-40 450 1% 

Length 
In Inch •• 

4Y4 
2Y4 
4Y4 
2Y4 
3Y4 
2Y4 
4Y4 

.2Y4 
4Y4 
2Y4 
2Y4 
4Y4 
4Y4 
2Y4 
23,4 
4Y4 

List 
Price 

---
4.65 
4.50 
4.60 
4.75 
4.55 
4.70 
4.65 
4.70 
4.70 
4.75 
4.75 
4.75 
5.00 

List 
Prlc. 

.6.40 
5.10 
5.95 
4.S5 
5.35 
455 
5.SO 
4.95 
6.05 
4.65 
4.90 
6.05 
6.55 
5.70 
6.00 
6.SO 
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SECTION 1500 

S\\"~~\\D SANGAMO Electric Company 
tlllaa~ ca pac itors Springfield, II/inois 

Types MT, MMT and MTD, Electrolytics 

TYPE MT 

TYPE MMT 

Catalog Capacitance Workina 
Number in Mf Volts DC 

MMT-325 25 3 
MMT-350 50 3 
MT-101 200 3 
MT-103 500 S 
MT-105 1000 S 
MMT-605 Ii 6 
MMT-625 25 6 
MMT-650 50 6 
MMT-6S0 80 6 
MT-107 100 6 
MT-109 250 6 
MT -111 500 6 
MT-113 1000 6 
MT-115 1500 6 
MT-117 2000 6 
MT-119 100 12 
MT-121 250 12 
MT-123 500 12 
MT-125 1000 12 
MT-127 100 15 
MT-129 250 15 
MT-131 500 15 
MT-133 1000 15 
MT-135 2000 15 
MMT-0210 10 25 
MMT-0220 20 25 
MT-0225 25 25 
MT-0250 50 25 
MT-02100 100 25 
MT-02250 250 25 
MT-02500 500 25 
MT-0501 1 50 
MT-0502 2 50 
MT-0504 4 50 
MMT-0505 5 50 
MMT-0510 10 50 
MT-052O 20 50 
MT-0525 25 50 
MMT-0530 30 50 
MT-0550 50 50 
MT-05100 100 50 
MT-05150 150 50 
MT-05250 250 50 
MT-1504 4 150 
MMT-1505 5 150 
MT-1508 S 150 
MT-1510 10 150 
MT-1512 12 150 
MT-1516 16 150 

MTD-152O 20-20 150 
MTD-1530 30-30 150 
MTD-302 40-20 150 
MTD-304 40-30 150 
MTD-154O 40-40 150 
MTD-301 50-30 150 
MTD-1550 50-50 150 
MTD-303 SO-4O 150 
MTD-2520 20·20 250 

© U.C.P., Inc. 

SANGAMO Types MT, MTD and MMT are specially designed for 
radio and television applications and other electronic equipment operating 
at :temperatures up :to 85°C. They are encased in drawn aluminum con­

tainers wi:th cardboard insulating sleeves on 
which polarity is clearly marked. The Type 
MMT, which is a miniature version of the 
MT, is ideally sui:ted :to meet :the precise 
operating requiremen:ts of low vol:tage cir­
cuits. Because of :their small physical size the 
MMT a~ MT, up to 3;4" diameter, are self­
suppor:ted by means of reinforced bare :tinned 
copper wire leads. The MT and MTD units 

TYPE MTD are provided with mounting straps in %" and 
I" diameters. 

SINGLE SECTION MT AND MMT 
Diameter Length List Catalog Capacitance Working Diameter Length List 
In Inches In Inches Price Number in Mf Volts DC In Inche. In Inches Price 

% 1 U. $ .S5 MT-1520 20 150 % 1U. 1.20 

% 1 U. .95 MT-1525 25 150 % 1 ~, 1.25 

V2 1 U. 1.25 MT-1530 30 150 % 1 ~. 1.30 

% 1 ~. 1.50 MT-154O 40 150 % 
1 "" 

1.35 

% 1 ",. 1.75 MT-1550 50 150 % 1 ~. 1.40 

% 1 U. _SO MT-1560 60 150 % 1 ",. 1.45 

% 1 U. _S5 MT-1580 80 150 % 1'~. 1.60 

% 1 U. .95 MT -15100 100 150 ¥S 1 X. 1_75 

V2 1 U. .90 MT-15150 150 150 1 1 ",. 1.90 

V2 1 U. 1.20 MT-15200 200 150 1 2~. 220 

V2 1 ~. 1.35 MT-15300 300 150 1 2¥S 2.55 

% 1~. 1.55 MT-2504 4 250 V2 1 U. 1.00 

% 1 '1. 1.90 MT-250S S 250 % 1 U. 1.15 

% 1'~. 2.10 MT-2510 10 250 % 1 ~. 1.20 

¥S 2U. 2.30 MT-2512 12 250 % 1 ~. 1.25 

V2 1 ~. 1.20 MT-2516 16 250 % 1 X. 1.30 

% 1~, 1.45 MT-2520 20 250 % 1'~. 1.35 

% 1 ~, 1.70 MT-2530 30 250 % 1'~. 1.45 

¥a 2U. 2.25 MT-2540 40 250 ¥S 1 X. 1 55 

\12 1 ~. 1.25 MT-25100 100 250 1 2~, 2.40 

% 1 ~. 1.55 MMT-3003 3 300 \12 1U. 1.00 

% 1~. 1.75 MT-3504 4 350 % 1 U. 1.05 

¥a 2 )1. 2.30 MT-350S S 350 % 
1 "" 

1.20 
1 2 ¥a 3.20 MT-3510 10 350 % 1'~. 1.25 

% 1 U, 1.00 MT-3516 16 350 % 1'~. 1.40 

% 1 J1'. 1.00 MT-3520 20 350 ¥S 1 X. 1.50 

V2 1 J1'. 1.05 MT-3530 30 350 1 1'~. 1.65 

\12 1 J1'. 1.10 MT-3540 40 350 1 2J1'. 1.75 

% 1 J1'. 1.35 MT-3560 60 350 1 2 ¥a 1.95 

% 1 ~. 1.70 MMT-4501 1 450 % 1 U. 1.00 

% 1'~. 2.30 MT-4502A 2 450 V2 1 X. 1.00 

Y2 1 X. .90 MMT-4503 3 450 V2 1 ~. 1.00 

Y2 1 X, .95 MT-4504 4 450 % 1 ~. 1.15 

V2 1 X. 1.00 MT-450S S 450 % 1 ~. 1.25 

% 1 J1'. 1.00 MT-4510 10 450 % 1 ",. 1.30 

% 1 J1'. 1.00 MT-4512 12 450 % 1'~, 1.35 

V2 1 X. 1.05 MT-4516 16 450 % 2~. 1.40 

Y2 1 X. 1.05 MT-4520 20 450 ¥a 1'~. 1.55 

Y2 1 ~. 1.05 MT-4530 30 450 1 1'~. 1.70 

% 1 X. 1.20 MT-4540 40 450 1 2 ~. 1.85 

% 1 X. 1.40 MT-4550 50 450 1 2¥S 2.10 

% 1 X. 1.55 MT -4560 60 450 1 3 ~. 2.35 

¥a 1 ",. 1.75 MT-4580 SO 450 1 3'X. 2.80 

V2 1 J1'. 1.00 MT-4710 10 475 % 1'~. 1.35 

% 1 X. 1.00 MT-472O 20 475 ¥S 2~. 1.60 

V2 1 X. 1.00 MT-5008 8 500 % 1X. 1.30 

V2 1 X. 1.05 MT-5010 10 500 % 1 X. 1.40 

V2 1 ~. 1.10 MT-5016 16 500 ¥S 2U, 1.50 

% 1 X. 1.15 MT-5020 20 500 1 1'~. 1.60 

DUAL SECTION MTD 
¥S 1 X. 1.65 MTD-3520 20-20 350 1 2¥S 2.25 

¥S 1 ",. 1.75 MTD-4508 8-8 450 ¥S 1 "" 
1.70 

¥S 1X. 1.75 MTD-4510 10-10 450 ¥a 1'~, 1.85 

¥S 1'~. 1.85 MTD-452O 20·20 450 1 2 ¥a 2.50 

¥S 1'~. 1.95 MTD-4530 30-30 450 1 3 ~. 3.00 

¥S 1'~. 1.95 MTD-4540 40-40 450 1 3'X, 3.40 

¥a 2 X. 2.10 
¥S 2 J1'. 2.25 NOTE: Dimensions are for metal cases. Add X." to diameter and 
% 1'~. 1.85 ~ .. ' to length f'or cardbo·ard insulating sleeve. 
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SECTION . 1500 

SANGAMO Electric Company St\\l~~\\D 
capacitors Springfield, Illinois 'QllUUl'l 

Type PL and Type PLP Electrolytic 

TYPE PL 
For Twist Tab 

Mounting 

Now Catalog Former PL 
Number Number 

tPLPS-002 
PLS-005 PL-7001 

:j:PLPS-012 
PLS-015 PL-700 

:j:PLPS-016 
:j:PLPS-018 
*PLPS-020 PL-701 
*PLS-025 PL'703 
tPLS-026 
PLPS-030 PL-0240 
PLS-035 PL-02100 

:j:PLPS-038 
*PLPS-040 PL-02500 

PLS-045 PL-705 
tPLPS-047 
:j:PLPS-052 

PLS-055 PL-05150 
PLS-057 PL-05250 

*PLS-060 PL-05500 
:j:PLS-062 
:j:PLPS-063 
:j:PLS-064 
*PLS-065 PL-1520 

PLS-070 PL-1530 
PLS-075 PL-1540· 
PLS-080 PL-1550 
PLS-085 PL-1580 
PLS-090 PL-15100 

*PLS-095 PL-15120 
:j:*PLPS-096 
tPLS-l00 PL-15140 

:j:*PLPS-101 
tPLS-105 PL-15150 

:j:*PLPS-106 
*PLS-110 PL-15200 
tPLS-115 PL.-15300 

t*PLPS-116 
:j:PLPS-117 

PLS-120 PL-204O 
:j:PLS-122 
:j:PLPS .. 124 
tPLS-125 PL-2515 
PLS-130 PL-252O 
PLS-135 PL-2530 

The Sangamo Types PL and PLP,' "Twist Tab", 
electrolytic capacitors are specially designed for television 
and electronic applications requiring long life and de­
pendable performance at 85°C. They are sealed in round 
aluminum cans with the element tabs securely clamped 
and staked to the terminal lugs, thus insuring permanent, 
low resistance connections. In all cases the aluminum can 
and mounting ring are negative. Because of the rigid 
replacement applications found in most television re­
ceivers, all units are manufactured to satisfy conditions 
of high ripple currents and high surge voltages in Selen­
imn Rectifier Circuits. 

The Type PLP has a combination base allowing inter­
changeable use for mounting in printed circuit boards and 
also for conventional twist tab mounting. 

The listing in this catalog includes over 300 new 
values to give more complete coverage of combination 
capacitances and higher voltages. The new numbering 
system combines the type designation with the former 
stock numbering system. "Old PL Numbers" are to be 
used for reference purposes only and will be discontinued 
at a later date. 

SINGLE SECTION 
Capacitance Working List Now Catalog Former PL Capacitance 

MI. Voltage DC C,n Size Price Number Number MI. 

750 6 %x2 2.00 PLS-140 PL-2540 40 
2000 6 1%x2 3.00 tPLS-150 PL-2560 60 
2500 10 1 x3 2.95 PLS-155 PL-2580 80 
3000 10 1%x2 3.65 tPLS-157 100 
225 15 %x2 1.75 t P LS-160 PL-25150 150 
400 15 %x2 1.95 :j:PLPS-161 150 

1000 15 1 x2 2.55 tPLPS-163 200 
2000 15 1%x2 3.45 tPLS-170 PL-3030 30 
3000 15 1%x2 3.75 PLS-175 PL-3050 50 

40 25 %x2 1.35 PLS-185 PL-3080 . 80 
100 25 %x2 1.85 *PLS-190 PL-30100 100 
400 25 1 x2 2.35 *PLS-195 PL-30125 125 
500 25 1 x2 2.55 *PLS-200 PL-30150 150 

1000 25 1%x2 3.65 *PLS-201 PL-302oo 200 
1500 25 1 X2Y2 3.75 PLS-205 PL-3520 20 

100 50 %x2 1~70 PLS-210 PL-3530 30 
150 50 1 x2 1.80 PLS-215 PL-3540 40 
250 50 1 x2 2.50 PLS-220 PL-3550 50 
500 50 1%x2 2.65 PLS-225 PL-3580 80 

1000 50 1%x2 3.70 *PLS-230 PL-35125 125 
. 1250 50 1%x2Y2 3.85 PLS-232 PL-35150 150 

1600 50 1%x21)2 4.00 PLS-240 PL-4080 80 
20 150 1 x2 1.80 PLS-241 PL-40100 100 
30 150 1 x2 1.55 tPLS-245 PL-4504 4 
40 150 1 x2 1.85 PLPS-250 PL-4510 10 
50 150 1 x2 1.65 PLPS-255 PL-4515 15 
80 150 1 x2 1.85 PLS-260 PL-4520 20 

100 150 1 x2 2.00 t*PLPS-260.1 20 
120 150 1%x2 2.25 *PLS-265 PL-4530 30 
120 150 1 X2Y2 2.25 *PLS-270 PL-4540 40 
140 150 1%x2Y2 2.15 *PLS-275 PL-4550 50 
140 150 1 x2Y2 2.15 PLS-277 PL-4560 60 
150 150 1%x2Y2 2.25 *PLS-280 PL-4580 80 
150 150 1 X2Y2 2.25 *PLS-285 PL-45100 100 
200 150 1%x2 2.45 *PLS-290 PL-45125 125 
300 150 1%x3Y2 3.10 PLPS-295 PL-4730 30 
300 150 1%x3 3.10 PLS-300 PL-474O 40 
375 165 1%x3 3.10 tPLS-305 PL-4790 90 

40 200 1 x2 2.10 PLS-310 PL-5010 10 
120 200 1%x2 2.20 PLS-315 PL-6020 20 
160 200 1%x2Y2 3.00 PLPS-326 PL-5030 30 

15 250 1 x2 1.55 tPLPS-327 40 
20 250 1 x2 1.60 tPLS-329 80 
30 250 1 x2 2.00 :j:PLS-330 90 

* Popular Stock Item 
t To be discontinued when stock is e. xhausted 
:j: New Items 
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TYPE PLP 
For Printed Circuit 

Mounting 

Working List 
Voltage DC Can Size Price 

-
2'50 1 x2 2.10 
250 1 X2Y2 2.25 
250 1 x3 2.50 
250 1 x3 2.70 
250 1%x3 3.10 
250 1%x2Y2 3.10 
250 1%x2Y2 3.70 
300. 1 x2 2.05 
300 1 X2V2 2.40 
300 1 x3 2:55 
300 1 x3 2.90 
300 1%x3 3.50 
300 1%x3 3.50 
300 1%x3Y2 4.50 
350 1 x2 1.90 
350 1 x2 1.90 
350 1 x2 2.00 
350 1 X2Y2 2.10 
350 1%x2Y2 2.85 
350 1%x3 3.15 
350 1%x3 3.95 
400 1%x2Y2 3.65 
400 1%x2Y2 3.75 
450 1 x2 1.50 
450 1 x2 1.55 
450 1 x2 1.70 
450 1 x2 1.80 
450 1 x2 1.80 
450 1 X2Y2 1.95 
450 1 X2Y2 2.05 
450 1 X2V2 2.35 
450 1%x2Y2 2.60 
450 1%x2Y2 3.05 
450 1%x3 3.45 
450 1%x3 3.85 
475 1 X2Y2 2.40 
475 1%x2 2.50 
475 1%x3Y2 4.40 
500 1 x2 1.60 
500 1 x2 1.85 
500 1 X2Y2 2.00 
500 1 x2Y212.50 
500 1%x3 3.20 
500 1%x3 3.50 
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SECTION 1500 

$\\\l~~\\D SANGAMO Electric Company 
Illllaa~ capacitors Springfield,ll/inois 

TYPE PL and TYPE PLP electrolytic-continued ... 

New Catalog Former PL Capacitance Working 
Number Number MI. Voltage DC 

tPLD-Ol0 PLD-7059 .100-100 
PLD-015 PLD-706 1000-1000 

:lPLPD-016 250-250 
:j:P L P D -016.1 800-250 
:lPLPD-017 250-250 
:lPLPD-018 500-100 
:j:PLPD-019 800-250 
tPLD-020 40-40 
PLD-025 150-50 

:j:PLPD-026 400-200 
tPLPD-027 1000-1000 
:j:PLPD-029 1500-1500 

PLD-030 PLD-0550 50-50 
:j:PLD-036 100-100 

PLD-040 PLD-1520 20-20 
tPLD-045 PLD-707 30-15 
:j:PLD-047 30-20 
PLD-050 PLD-1530 30-30 

*PLD-055 PLD-712 40-20 
PLD-057 PLD-713 40-30 

*PLD-060 PLD-154O 40-40 
*PLD-065 PLD-716 50-30 
:j:PLPD-067 50-30 
*PLD-070 PLD-1550 50-50 

PLD-075 PLD-7163 60-20 
PLD-080 PLD-1560 60-60 

:j:PLPD-082 70-30 
:j:PLD-084 75-75 
PLPD-085 PLD-7165 80-40 

:lPLD-085.2 80-80 
PLD-086 PLD-71653 100-30 

:j:PLPD-086.1 100-50 
PLPD-087 PLD-15120 120-120 

:j:PLPD-087.1 125-100 
PLD-088 PLD-71656 200-5 

:j:PLPD-089 200-5 
PLPD-090 PLD-7166 200-125 

:lPLPD-092 200-150 
PLD-095 PLD-15200 200-200 

:j:PLP D-095.1 200-200 
:j:PLPD-096.1 40-20 
PLD-097 PLD·2060 60-60 
PLD-l00 PLD-20100 100-100 

:j:PLPD-l02 200-5 
tPLD-l05 PLD-2510 10-10 
PLP'D-l10 PLD-2520 20-20 

*PLPD-115 PLD-2540 40-40 
:j:PLD-117 150-150 
:j:PLD-118 200-200 
PLPD-120 PLD-3010 10-10 

tPLD-130 PLD-304O 40-40 
tPLD-140 PLD-7167 80-40 
PLD-145 PLD-3080 80-80 
PLD-l48 PLD-30100 100-100 
PLD-150 PLD·715 120-20 

tPLD-153 120-40 
PLD-155 PLD-3515 15-15 
PLD-160 PLD-3520 20-20 
PLD-166 PLD-3530 30-30 
PLD-167 PLD-354O 40-40 
PLD-170 PLD-7177 50-30 

:j:PLD-171 80-20 
:j:PLD-173 80-40 

PLD-175 PLD-3580 SO-80 
tPLD-176 PLD-7178 90-40 

PLD-l77 PLD-7179 100-40 
*PLD-178 PLD-7179.1 100-60 
:j:PLD-178.1 100-100 
:j:PLD-179 160-10 

PLD-185 PLD-4040 40-40 
PLD-190 PLD-4060 60-60 
PLD-195 PLD-717 80-10 
PLD-197 PLD-717.1 80-20 

* Popular Stock Item 
t To be discontinued when stock is exhausted 
j: New Items 

10 
15 
16 
16 
20 
20 
20 
25 
25 
25 
25 
25 
50 
50 

150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
200 
200 
200 
200 
250 
250 
250 
250 
250 
300 
300 
300 
300 
300 
300 
300 
350 
350 
350 
350 
350 
350 
350 
350 
350 
350 
350 
350 
350 
400 
400 
400 
400 

DOUBLE SECTION 
List New Catalog 

Can Size Price Number 

1 x2 1.75 tPLD-197.1 
1%x2Y2 4.40 tPLD-198.1 
1 x2 2.75 :j:PLD-199 
1 x2 3.35 *PLD-200 
1 x2 2.85 PLD-207 
1 x2 3.10 PLD-210 
1 x2 3.85 *PLD-215 
1 x2 2.00 PLD-22O 
1 x2 2.40 :j:PLD-223 
1 x2 3.00 *PLD-225 
1%x2Y2 6.00 PLD-230 
1%x2Y2 6.85 *PLD-235 
1 x2 1.70 :j:PLD-236 
1 x2 2.10 :j:PLD-237 
1 x2 1.70 *PLD-240 
1 x2 2.20 tPLD-243 
1 x2 2.00 *PLD-245 
1 x2 1.85 :j:PLD-247 
1 x2 1.85 PLD-250 
1 x2 1.85 PLD-255 
1 x2 1.90 :j:PLD-257 
1 x2 2.00 :j:PLD-258 
1 x2 2.00 tPLD-260 
1 x2 2.15 :lPLD-262 
1 x2 2.10 :j:PLD-263 
1 x2 2.35 *PLD-265 
1 x2 2.20 :j:PLD-267 
1 x3 2.60 :j:PLD-268 
1 X2Y2 2.30 PLD-270 
1%x2 2.65 :j:PLD-272 
1 X2Y2 2. SO tPLPD~273 
1 X2Y2 2.75 PLD-275 
1%x2Y2 3.35 :l PLD -277 
1%x2Y2 3.45 PLD-285 
1%x2Y2 2.90 PLD-288 
1%x2Y2 2.90 tPLD-290 
1%x2Y2 3.75 tPLD-295 
1%x2Y2 3.75 :j:PLD-297 
1%x4 4.00 PLPD-3oo 
1%x2Y2 4.00 :j:PLPD-303 
1 x2 2.05 :lPLD.305.1 
1%x2 2.75 :j:PLD-305.3 
1%x2 3.50 :j:PLPD-305.5 
1%x2Y2 3.00 tPLD-310 
1 x2 1.70 :lPLPD-312 
1 x2 1.90 :j:PLPD-314 
1 x2 2.50 PLD-322 
1%x4 5.10 tPLD-325 
1%x4 6.00 tP'LD-330 
1%x2 1.95 tPLD-340 
1%x2% 3.25 :j:PLD-341 
1%x3 4.00 tPLD-342 
1%x3 4.05 PLD-343 
1%x3Y2 4.10 PLD-344 
1%x3 4.00 tPLD-344.2 
1%x3Y2 4.35 PLPD-345 
1 x2 2.25 PLPD-350 
1 x2 2.30 PLD-355 
1 x3 2.90 :j:P'LD-363 
1%x2Y2 4.00 PLD-365 
1%x2Y2 3.15 :j:PLD-367 
1%x2% 3.50 PLD-370 
1%x2% 3.SO t PLD -375 
1%x3Y2 4.70 :j:PLD-377 
1%x3 4.30 :j:PLD-385.2 
1%x3 5.75 PLD-390 
1%x3Y2 4.80 tPLD-395 
1%x3Y2 6.15 PLD-400 
1%x3 4.30 :j:PLPD-406 
1%x3 4.00 :j:PLD-413 
1%x3 4.75 :j:PLD-414 
1%x2Y2 4.25 PLD-415 
1%x2Y2 4.55 

Former PL Capacitance Working 
Number MI. Voltage DC Can Size 

----

SO-60 400 1%x3 
120-40 400 1%x4 

5-5 450 1 x2 
PLD-4510 10-10 450 1 x2 
PLD-4515 15-15 450 1 X2Y2 
PLD-7185 20-10 450 1 X2Y2 
PLD-452O 20-20 450 1 X2'Y2 
PLD-7186 25-20 450 1 x3 

30-10 450 1 x3 

PLD-4530 30-30 450 1%x2Y2 
PLD-7187 40·20 450 1%x2'Y2 
PLD-454O 40-40 450 1%x2Y2 

50-50 450 1%x3 
60-20 450 1%x3 

PLD-7188 60-40 450 1¥sx3 
60-60 450 1%x3 

PLD-719 80-10 450 1¥sx3 
80-20 450 1¥sx3 

PLD-7193 SO-30 450 1%x3Y2 
PLD-7195 80-40 450 1%x3Y2 

100-40 450 1%x4 
15-15 475 1 X2Y2 

PLD-4720 20-20 475 1 x3 

30-10 475 1%x2 
40-10 475 1%x2 

PLD-474O 40-40 475 1%x2Y2 
80-50 475 1%x4 
10-10 500 1 x2 

PLD-5020 20-20 500 1%x2Y2 
30-10 500 1%x2Y2 
30-30 500 1%x3 

PLD-5040 40-40 500 1%x3 

60-40 500 1%x3Y2 
PLD-7197 250/1000 10/6 1%x2 
PLD-7196 50/500 150/5 1 X2Y2 
PLD-7198 40/20 150/25 1 x2 

PLD-7199 40/150 150/25 1 x2 

50/150 150/25 1 x2 

PLD-7199.5 150/100 150/25 1%x2Y2 
50/100 200/150 1%x2 

100/150 250/50 1%x2Y2 
35/500 300/6 1 X2Y2 
2/20 300/25 1 x2 

PLD-72O 20/20 300/25 1 x2 

10/10 300/50 1 x2 

150/100 300/150 1%x3Y2 
PLD-7202.5 80/100 350/50 1%x2Y2 
PLD-7203 20/30 350/250 1 x3 

PLD-7204 60/SO 350/250 1%x3Y2 
PLD-7205 30/30 350/300 1 x3 

35/100 400/50 1 x3 

PLD-7206 40/100 400/50 1%x2 
PLD-7206.1 100/30 400/50 1%x3 
PLD-7206.2 80/80 400/200 1%x3 
PLD-7206.5 100/80 400/350 1%x4 
PLD-7207 10/20 450/25 1 x2 

PLD-7209 20/20 450/25 1 x2 
PLD-7215 40/20 450/25 1 x3 

50/100 450/50 1%x2Y2 
PLD-726 SO/50 450/50 1%x2Y2 

80/100 450/50 1%x2Y2 
PLD-7261 20/100 450/100 1%x2Y2 
PLD-7263 30/40 450/150 1%x2 

30/200 450/150 1%x2Y2 
20/50 450/250 1 x3 

PLD-721 20/80 450/350 1%x3 
PLD-7217 25/15 450/350 1 x3 
PLD-722 40/10 450/350 1%x2 

2/20 450/400 1 x2 
20/100 475/400 1%x3Y2 
60/SO 500/150 1%x3 

PLD-728 40/50 500/200 1%x3 

List 
Price 
--
4.85 
5.20 
1.70 
1.90 
2.25 
2.25 
2.55 
2.65 
2.50 
3.05 
3.05 
3.45 
3.85 
3.55 
3.95 
4.50 
3.60 
3.85 
4.15 
4.50 
4.80 
2.35 
3.35 
2.65 
3.10 
4.75 
5.05 
2.00 
2.85 
2.85 
3.25 
4.30 
4.60 
2.85 
2.45 
2.15 
2.55 
2.60 
2.70 
2.80 
3.65 
2.80 
1.50 
2.30 
1.65 
4.50 
5.65 
2.90 
4.30 
3.30 
2.60 
3.40 
3.90 
3.95 
3.95 
1.70 
2.50 
3.05 
3.00 
3.50 
3.75 
2.95 
3.15 
3.50 
2.75 
3.65 
3.20 
2.60 
1.45 
4.50 
3.90 
3.95 
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SECTION 1500 

SANGAMO Electric Company Stl."~~\\D 
capacitors Springfield, Illinois 11111UUl'l ~ 

TYPE PL and TYPE PLP eledrolytic-continued ... 

New Catalog Former PL: Capacitance Working 
Number Number MI. Voltage DC 

tPLPT-001 250-250-50 
tPLPT-002 500-250-250 
*PL T-005 PL T-0220 20-20-20 
*PL T-01O PL T-024O 40-40-40 
tPL T-015 PL T-0530 30-30-30 
*PLT-02O ·PL T-1520 20-20-20 

PL T-025 PL T-730 30-30-10 
PLPT-02B 30-30-30 
PLT-030, PLT·7305 40-20-10 

*PL T-035 PL T-731 40-20-20 
PL T-04O PL T-73B 40-30-20 

tPLPT-043 40-40-20 
*PL T-045 PLT-154O 40-40-40 
tPLPT-046 50-30-20 
tPL T-047 50-40-10 
tPLPT-048 50-40-30 
*PLT-050 PL T -1550 50-50-50 

t*PLT-051 60-40-20 
tPL T-052 PL T -7381 60-40-40 
tPLPT-052.1 60-60-40 
tPLPT -053 70-15-15 
tPL T-054 70-40-40 
PL T-OS5 PLT-7385 BO-4O-2O 

:j:PLPT-058 80-60-20 
tPL T-060 PLT-1580 BO-BO-80 
PL T-065 PL T-7387 12O-BO-4O 

tPLT-066 120-120-40 
t*PL T-066.1 200-100-60 
tPL T-066.2 200-150-150 
tPL T-070 PL T-739 10-15-15 
tPLT-075 PLT-7393 20-20-10 

PLT-076 PLT-7394 20-20-20 
tPLT-OB5 PLT-7397 40-20-10 
*PL T-090 PLT-74O 40-20-20 
tPL T-091 80-10-10 
tPLT-092 SO-SO-60 
tPLT-095 PL T-3G10 10-10-10 
tPLT-100 PL T-3020 20-20-20 
tPLPT-102.1 60-20-10 
:j:PLT-103 80-40-40 
:j:PLPT-103.1 120-50-40 
:j:PLPT-l04 150-100-30 

PLT-l05 PL T-3510 10-10-10 
PLPT-107 PL T-352O 20-20-20 

:j:PL T-l07.1 30-20-10 
PLPT-108 PL T -3540 40-40-40 
PLPT-ll0 60-40-20 
PLPT -111 PLT-7408 60-40-40 

:j:PL T-113 60-50-50 
PLT-115 PL T-7409 80-60-60 

:j:*PL T-116 90-40-20 
tPLT-118 100-100-10 
tPLT-120 PL T -4010 10-10-10 
t P LT-122 PLT-74092 80-40-30 
tPL T-123 90-10-5 
*PLT-125 PL T-4510 10-10-10 
tPL T -130 PLT-741 15-15-10 

PLT-131 PL T-4515 15-15-15 
*PL T-135 PL T-7412 20-10-10 
*PL T-14O PL T-4520 20-20-20 

PLT-l45 PL T-7413 30-20-20 
tPLT-150 PL T-7414 30-30-20 
*PL T -155 PL T -4530 30-30-30 
:j:PLT-157 40-10-10 

PL T-160 PL T-74145 40-30-20 
PL T-165 PLT-7415 40-40-10 

tPL T-167 40-40-20 
*PL T-170 PL T-454O 40-40-40 
tPL T-172 50-40-30 
:j:PL T-173 60-20-20 

PL T-175 60-30-10 
tPL T-175.1 60-40-20 
*PLT-1SO PL T-7419 BO-4O-20 

* Popular Stock Item 
t To be discontinued when stock is exhausted 
t New Items 

16 
16 
25 
25 
50 

150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
150 
250 
250 
250 
250 
250 
250 
250 
300 
300 
300 
300 
300 
300 
350 
350 
350 
350 
350 
350 
350 
350 
350 
350 
400 
400 
400 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 
450 

TRIPLE SECTION 
List New Catalog 

Can Size Price Number 
---
1 x2 3.25 tPLT-185 
1 x2 4.30 *PLT-190 
1 x2 1.95 ~PLT-195.1 

1 x2 2.15 tPL T-196 
1 x2 3.25 t*PLT-196.1 
1 x2 2.30 tPL T -197 
1 x2 3.00 PL T-200 
1 x2 2.55 PL T-205 
1 x2 2.35 ~PL T-2OB.1 
1 x2 2.40 ~PLT-209 

1 x2 2.50 tPL T-225 
1 x2 2.60 tPL T-230 
1 x2 2.60 tPLT-235 
1 x2 2.60 PL T-24O 
1 x2 2.60 tPLPT -240.1 
1 x2 2.75 tPL T-24O.2 
1 X2Y2 300 tPLPT-241 
1 X21/2 2.70 :j:PLPT -241.1 
1 x3 3.00 PLT-242 
1%x2 3.00 fPLT-245 
1 X2Y2 2.65 tPL T-250 
1 X2Y2 350 tPL T-255 
1 X2Y2 2.90 PLPT-260 
1 X:W2 3.10 PL T.265 
1%x3 5.65 PL T-270 
1%x3 3.BO tPL T-275 
1%x3 4.10 PL T-285 
1%x3Y2 4.60 tPLT-290 
1%x3Y2 7.25 :j:PLT-2!ll2 
1 x2 3.70 *PL T-295 
1 X2Y2 3.75 PLT-300 
1 x2 2.60 PLT-305 
1%x2 4.25 tPL T -310 
1 X2Y2 2.90 'j:PLPT-311 
1 X2Y2 3.20 :j:PL T-312 
1%x3 4.85 ~PL T-313 
1 x2 2.40 tPLT-315 
1 x3 3.00 :j:PL T-316 
1%x2 3.50 tPL T-32O 
1%x3 4.65 PLT-321 
1%x4 5.80 tPL T -323 
1%x4 5.B5 :j:PL T-326.1 
1 x2 2.50 :j:PL T-328 
1 x3 3.20 PLT-330 
1 X2Y2 3.20 tPL T-335 
1%x3 5.45 PL T -340 
1%x3 4.25 tPLT-345 
1·%x3 6.00 tPLT-347 
1%x3Y2 4.90 tPLT-360 
1%x4 550 tPL T-355 
1%x4 5.25 tPLT-360 
1%x4 6.20 :j:PL T-363 
1 X2Y2 2.60 +pLPT-368 
1%x4 5 .. 95 tPL T-370 
1%x3 4.40 tPLPT-371 
1 X2'/2 2.60 :j:PLT-372 
1 x3 4.45 :j:PL T -372.1 
1 x3 3.10 :j:*PLT-373 
1 x3 2.90 :j:PLPT-374 
1%x2Y2 3.60 PL T-375 
1%x3 3.B5 :j:PLT-376 
1%x3 6.10 tPLT-3SO 
1%x3 4.35 tPL T-3B5 
1%x3 3.40 tPL T-390 
1%x3 4.30 tPLPT-392 
1%x3 4.15 tPLT-395 
1%x3 4.40 :j:PLT-396.1 
1%x3Y2 4.90 tPL T-396.2 
1%x3Y2 4.90 PLT-397 
1%x3 4.70 tPL T-398 
1%x3 4.60 tPL T-400 
1%x3Y2 4.95 tPLT-403 
1%x4 5.45 PL T-410 

Former PL 
Number 

PL T-4710 
PL T-742 

PL T-7421 
PL T-5010· 
PL T-7425 

PLT-7471 
PL T-7473 
PL T-7475 
PL T-7477 

PLT-7479 
PLT-74B 
PLT-750 
PLT-751 
PL T-749 
PL T-7517 
PLT-7519 
PLT-752 
PL T-7626 
PL T-7526 

PL T-7527 
PL T-753 
PLT-754 
PLT-7541 

PLT-7543 

PLT-7545 
PLT-7542 
PL T-7544 

PL T-757 
PL T-7575 
PLT-75B 
PL T -7585 

PL T-7587 
PL T-7588 
PL T-759 

PloT-7595 

PLT-7597 

PLT-762 
PLT-763 
PLT-7631 

PLT-7632 

PLT-7634 

PLT-7635 

PLT-7636 
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Capacitance Working List 
MI. Voltage DC Can Size Price 

--
10-10-10 475 1 x3 3.50 
30-30-20 475 1%x3 4.45 
40-20-20 475 1%x3 4.60 
40-30-10 475 1%x3 4.60 
40-30-30 475 1%x3Y2 5.10 
40-35-10 475 1%x3 6.B5 
10-10-10 500 1 x3 3.50 
30-20-20 500 1%x3 4.20 
40-10-10 500 1%x3 4.00 
40-40-10 500 1%x3Y2 5.00 
30-20/100 150-150/10 1 x2 3.60 
30-30/200 150-150/10 1 x2 3.75 
40-20/150 150-150/10 1 x2 2.40 
40-20/200 150-150/10 1 X2Y2 3.00 
70-30/100 150-150/10 1 x2Y2 2.BO 
SO-30/300 150-150/10 1%x2 3.15 
BO-60/250 150-150/10 1 X2Y2 3.30 
90-40/400 150-150/10 1 X2Y2 3.50 

100-BO/200 150-150/10 1%x2 3.60 
20-20/20 150-150/25 1 x2 3.25 
30-20/20 150-150/25 1 x2 3.40 
30-30/20 150-150/25 1 x2 3.55 
40-20/20 150-150/25 1 x2 2.30 
40-20/100 150-150/25 1 X2Y2 3.00 
40-20/200 150-150/25 1 X2Y2 3.25 
40-30/20 150-150/25 1 x2 3.55 
40-40/20 150-150/25 1 x2 2.40 
40-40/40 150-150/25 1 X2Y2 3.95 
40-40/250 150-150/25 1 x2Y2 3.15 
50-30/20 150-150/25 1 x2 2.60 
50-30/100 150-150/25 1 x21/2 2.70 
50-50/20 150-150/25 1 X2Y2 2.70 
60-40/25 150-150/25 1 x3 3.85 
70-30/20 150-150/25 1 X2Y2 3.50 
BO-4O/2O 150-150/25 1 X2Y2 2.85 
SO-4O/300 150-150/25 1%x2 3.70 

120-60/20 150-150/25 1%x2Y2 5.00 
60/200-140 200/150-150 1%x3Y2 4.BO 
30-20/20 200-200/25 1 X2Y2 3.75 
60-5/20 200-200/50 1 x2 2.50 
80-10/20 200-200/50 1 x3 2.SO 
30-20/40 200-200/150 1 x2 2.65 
80/40/50 250/150/50 1%x2 2.60 
15-15/20 250-250/25 1 x2 2.35 
20-15/20 250-250/25 1 x2 3.55 
30-30/20 250-250/25 1 X2Y2 2.BO 
70-70/20 250-250/50 1%x3 5.B5 
90-90/20 250-250/50 1%x3 4.50 
40-20/10 250-250/150 1%x2 4.15 
40-40/10 250-250/200 1%x3 4.35 
BO-SO/60 250-250/200 1%x3Y2 6.75 
10/500-500 300/15-15 1%x.2 3.90 
10/10/20 300/50/25 1 x2 2.15 

100/60/20 300/150/25 1%x3 6.00 
10/20-10 300/150-150 1 x2 2.25 
20/150-BO 300/150-150 1%x3 4.00 

100/200-30 300/150-150 1%x4 5.10 
100/200-60 300/150-150 1%x4 5.20 
150/60/200 300/200/150 1%x4 5.75 
100/60-20 300/250-250 1%x3 4.85 
200/60-20 300/250-250 1%x4 5.65 
20-20/20 300-300/25 1 X2Y2 4.15 
40-15/20 300-300/25 1 x3 4.45 
40-20/20 300-300/25 1%x2 4.65 
60-10/25 300-300/25 1%x2 3.75 
30-30/25 300-300/50 1 x3 4.35 

100-10/60 300-300/50 1%x2Y2 4.00 
140-100/60 300.300/50 1%x3Y2 6.00 
200-20/10 300-300/100 1%x4 4.90 
140-10/200 300-300/150 1%x3Y2 5.40 
10-10/15 300-300/250 1 x2 3.70 
4/100-40 350/25-25 1 x2 3.35 

10/50/100 350/100/75 1 x3 4.30 
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SECTION 1500 

S\\\l~~\\D SANGAMO Electric Company 
flllUUl'l ca pac itors Springfield, '"inois 

TYPE PL and TYPE PLP electrolytic-continued ... 

New Catalog Former PL Capacitance Working 
Number Number MI. Voltage DC 

tPL T-412 20/50/100 350/100/75 
tPLPT -413 125/5/100 350/150/10 

PL T-415 PL T-7638 10/50/100 350/150/50 
tPL T -416 40/200-100 350/150-150 
:lPL T-416.2 60/200-30 350/150-150 

PLPT-417 PL T-76382 125/5/100 350/200/75 
tPL T-418 50/10/500 350/250/5 
tPL T -425 PL T-760 30/20-10 350/250-250 
*PL T-430 PL T-7639 30/30/20 350/300/25 
:j:PL T -431 30/50/20 350/300/25 
tPLT-435 PLT-7605 20/40/10 350/300/150 
PL T-44O PL T-764 40/20/10 350/300/200 

tPL T-447 PLT-766 15-15/20 350-350/20 
tPLT-450 PLT-765 10-10/20 350-350/25 
*PL T-455 PL T -7655 15-10/20 350-350/25 
:j:PL T-460 20-5/100 350-350/25 
*PL T-465 PL T-7665 20-10/20 350-350/25 
*PL T-470 PLT-7671 20-20/20 350-350/25 
tPLT-475 PL T-7672 30-10/20 350-350/25 
PL T-480 PL T-767 30-20/20 350-350/25 
PL T-485 PLT-7674 30·30/20 350-350/25 

tPLT-490 PL T-76745 40-40/50 350-350/25 
tPLT-491 200-10/50 350-350/25 
tpL T-49'4 PL T-76373 10-5/30 350-350/50 
tPL T-495 PLT-7675 10-5/150 350-350/50 
tPL T -497 20-5/150 350-350/50 
:j:PL T-498 20-10/100 350-350/50 
tPL T-499 80-40/400 350-350/50 
tPL T-499.1 150-4/30 350-350/50 

PLT-500 40-20/10 350-350/100 
:j*PL T-500.1 30-20/100 350-350/150 
:j:PL T -501 80-40/100 350-350/200 
*PLT-502 100-60/20 350-350/200 

PL T-505 PL T -7677 20-10/5 350-350/250 
tPLPT-512 10-10/60 350-350/300 
tPL T -515 PL T-768 60/40/20 400/300/25 
tPLT-520 PL T -7681 10/40/10 400/300/150 
tPL T-525 PL T-7682 80/20-10 400/300-300 
tPLT-530 PL T-7687 10/50/30 400/350/25 
tPL T-536 PLT-76882 80/20/100 400/350/50 
PL T -537 PLT-76885 100/10/20 400/350/50 

:j:PLPT-538.1 40/30/20 400/350/300 
PLT-540 PLT-7689 60/20-20 400/350-350 

tPLT-545 PL T-769 15-15/40 400-400/25 
*PL T-550 PL T-770 20-20/20 400-400/25 
tPL T-552 PLT-7704 80-40/100 400-400/50 
:j:PLT-552.1 80-40/150 400-400/50 
:j:PL T-554 100-10/20 400-400/50 
tPL T -555 PLT-7707 40-20/20 400-400/300 
:j:PL T-555.2 20-20/10 400-400/350 
tPL T-555.4 60-30/20 400-400/350 
:j:PL T-555.6 80-20/10 400-400/350 
*PL T -555.8 100-10/80 400-400/350 
tPLT-556 PL T-7708 10/20-10 450/25-25 
tPLT-560 PLT-771 30/100-25 450/25-25 
tPLT-561 PLT-7711 80/100-20 450/50-50 
PL T-565 PLT-7712 40/40/130 450/150/50 

tPLT-570 PL T -7714 40/100/50 450/150/50 
:j:PL T -572 10/50/100 450/150/75 

PL T-575 PL T -7715 40/90-50 450/150-150 
tPL T-580 PLT-77152 20/80/50 450/200/50 
PL T-585 PLT-7716 20/60/100 450/250/25 
PL T-595 PLT-77168 10/80-80 450/250 -250 

tPL T-600 PLT-7717 20/40-10 450/250-250 
:j:PL T -601 80/40-40 450/250 -250 
:j:PL T-601.2 10/40/10 450/300/150 
PLT-602 PLT-7718 5/80-40 450/300 -300 

tPL T-605 PLT-7719 20/15-10 450/300 -300 
PL T -S10 PL T-772 10/10/20 450/350/25 

t*PL T-S17 30/15/40 450/350/25 

* Popular Stock Item 
t To be discontinued when stock is exhausted 
t New Items 

TRIPLE SECTION 
List New Catalog 

Can Size Price Number 
~ 

1 x3 3.05 t*PL T -619 
1%x3Y2 4.50 PLT-620 
1 X2Y2 2.85 PL T-625 
1%x3 4.75 t*PL T-631.2 
1%x3 4.50 :j:*PL T-631.5 
1%x3Y2 5.30 PL T-632 
1%x2 5.45 tPL T-632.3 
1 x3 4.50 :lPLT-632.5 
1 x3 3.15 tPLT-633 
1%x2 3.60 tPL T -635 
1 X3Y2 4.75 PLT-640 
1%x2 4.9'5 *PLT-645 
1 X2Y2 5.00 tPLT-650 
1 x2 3.50 tPLT-652 
1 x2 2.50 PLT-655 
1 x2 2.60 tPLT-660 
1 x2 2.60 *PLT-665 
1 X2Y2 2.80 tpL T-670 
1 X2Y2 4.30 PL T-675 
1 X2Y2 3.10 :j:PL T-676 
1%x2 3.40 :j:PL T-678 
1%x2Y2 5.65 PL T-680 
1%x4 5.15 PL T-685 
1 X2Y2 3.00 :j:PL T-688 
1 x3 4.05 PL T-690 
1 X2Y2 2.90 PL T-695 
1%x2Y2 2.90 PL T-700 
1%x3Y2 4.70 PL T-702 
1%x3Y2 4.75 tPLT-705 
1%x2 4.30 tPLT-710 
1'Ysx2Y2 4.00 tPL T -712 
1%x3Y2 5.45 tPL T -715 
1%x4 5.50 PL T-720 
1 X2Y2 2.55 :j:PL T-721 
1%x2 3.20 :j:PLT-723 
1%x3 6.00 PL T-725 
1%x2 4.35 PLT-730 
1%x3Y2 5.90 PL T-735 
1 X3Y2 4.00 :j:PL T-737 
1%x3Y2 6.75 *PLT-740 
1%x3Y2 6.75 tPL T -745 
1%x2Y2 4.50 tPL T -750 
1%x3 5.70 tPL T-755 
1 X2Y2 4.20 tPL T-760 
1 x3 2.85 PLT-765 
1%x4 5.40 :j*PL T-766 
1%x3Y2 5.15 PL T-768 
1%x3Y2 4.50 :j:PLT-769 
1%x3Y2 5.60 tPL T -770 
1 x3 2.95 tPL T-772 
1%x3 4.60 tPL T-775 
1%x3 4.30 tPL T-780 
1%x4 6.05 tPL T-780.3 
1 x2 3.25 tPL T-781 
1%x2 4.45 tPL T-783 

1%?<3V2 6.25 tPL T-787 
1%x2Y2 3.65 tPLT-790 
1%x3 5.95 :j:PL T -791 
1 x3 3.20 tPL T-793 
1%x2Y2 4.00 tPLT-795 
1%x2Y2 4.00 :j:PLPT-798 
1%x2 3.65 tPLT-800 
1%x3Y2 4.15 tPLT-805 
1%x2 4.75 :j:PLPT-807 
1%x4 4.85 PL T-810 
1%x2 3.10 :j:*PLT-812 
1%x3 4.15 PL T-815 
1 X3Y2 4.30 :j:PLT-817 
1 x2 3.45 t*PLT-824 
1%x2 3.00 

Former Pl Capacitance Working 
Number Mf. Voltage DC Can Size 

30/40/50 450/350/25 1 x4 
PLT-7735 20/80/100 450/350/50 1%x31/2 
PLT-774 15/20/20 450/350/250 1%x2 

20/40·10 450/350-350 1%x2Y2 
20/80-10 450/350-350 H"x2Y2 

PL T-7747 60/40-20 450/350-350 1%x3Y2 
30/50/40 450/400/25 1%x3 
60/80/20 450/400/250 1%x4 

PL T -7748 4/40/40 450/400'/300 1%x2Y2 
PL T-775 10/30/30 450/400/300 1%x2Y2 
PLT-776 10-10/10 450-450/25 1 X2Y2 
PLT-777 10-10/20 450-450/25 1 x2 
PL T-779 15-15/20 450-450/25 1 x3 

15-15/40 450-450/25 1 X2Y2 
PLT-778 20-10/20 450-450/25 1 X2Y2 
PL T-780 20-15/20 450-450/25 1 x3 
PL T-782 20-20/20 450-450/25 1 x3 
PLT-7825 30-20/20 450-450/25 1%x2Y2 
PL T-783 30-30/20 450-450/25 1%x2'Y2 

30-30/125 450-450/25 1%x2Y2 
40-20/20 450-450/25 1%x2'Y2 

PLT-7831 40-40/20 450-450/25 1%x3 
PLT-7832 40-40/40 450-450/25 1%x3 

80-10/125 450-450/25 1%x3 
PLT-7834 8-40/100 450-450/25 1%x3Y2 
PL T-7835 10-10/40 450-450/50 1 x2 
PL T-7837 20-10/50 450-450/50 1 x3 
PL T-78372 30-10/150 450-450/50 1%x2Y2 
PL T -78375 30-30/40 450-450/50 1%x3 
PL T-78377 40-10/40 450-450/50 1%x2Y2 

40-10/100 450-450/50 1%x3 
PL T-7839 40-40/40 450-450/50 1%x3 
PLT-78395 40-40/100 450-450/50 1%x3Y2 

60-40/75 450-450/50 1%x3Y2 
80-20/100 450-450/50 1%x3Y2 

PL T-784 40-40/40 450-450/150 1%x3Y2 
PL T -785 40-10/80 450-450/200 1%x3 
PL T-7855 40-10/100 450-450/200 1%x3 

40-40/60 450 -450 /200 1%x3Y2 
PL T-7857 40-40/100 450-450/200 1%x3Y2 
PL T -7859 15-10/120 450-450/300 1%x3Y2 
PL T-786 15-15/10 450-450/300 1 x3 
PLT-7865 15-5/15 450-450/350 1 x3 
PL T-787 20-20/60 450-450/350 1%x3Y2 
PL T-789 40-10/10 450-450/350 1%x3 

40-40/80 450-450/350 1%x3Y2 
PL T -7893 20/50/20 475/50/25 1 X2Y2 

80/80/50 475/150/50 1%x3Y2 
PL T-7895 10/100/40 475/200/50 1%x2Y2 
PL T -7896 40/40/100 475/250/50 1%x3 
PL T-7897 40/40-10 475/250-250 1%x3 
PL T-790 20/20/40 475/300/25 1%x2 
PL T -791 40/80-10 475/300-300 1%x3Y2 
PL T -7901 10/4/100 475/350/50 1 X2Y2 

10/4/40 475/350/250 1%x2 
10/40/100 475/450/200 1%x3 

PL T-793 40/20-20 475/450-450 1%x3 
40/80-10 475/450-450 1%x3Y2 
20-10/100 475-475/400 1%x3Y2 

PL T-794 20-20/60 475-475/400 1%x3Y2 
40/40/60 500/200/50 1%x2Y2 

PLT-7945 40/40/100 500/250/50 1%x3 
PL T-795 20/20/40 500/300/25 1%x2 

40/40/20 500/350/250 1%x3 
PL T-7955 10-10/100 500-500/50 1 x3 

20-10/100 500-500/50 1 x3 
PL T-796 30-10/20 500-500/50 1%x2 

40-40/100 500-500/200 1%x4 
20-20/S0 500 -500/450 1%x3 

List 
Price 
~ 

3.65 
6.60 
4.40 
3.50 
4.20 
6.90 
5.80 
5.45 
4.00 
5.00 
2.35 
2.40 
4.05 
2.70 
2.60 
4.35 
3.05 
4.35 
3.55 
4.00 
355 
3.90 
4.00 
4.40 
5.10 
2.75 
2.85 
3.50 
5.50 
4.90 
4.25 
5.10 
4.30 
4.65 
4.75 
4.15 
3.90 
4.15 
4.40 
4.95 
6.70 
4.30 
4.30 
6.20 
4.95 
5.50 
2.75 
4.80 
5.00 
6,45 
6.00 
4.65 
5.10 
3.90 
3.00 
4.25 
6.75 
5.30 
5.30 
6.90 
3.90 
6.00 
4.60 
4.40 
4.35 
3.35 
4.60 
5.85 
4.85 
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SECTION 1500 ·1 

SANGAMO f/ectric Company St\\l~~\\D 
capacitors Springfield, II/ino;s 11111aa~ 

TYPEPL and TYPE PLP electrolytic-continued ... 

QUADRUPLE SECTION 
New Catalog Former PL Capacitance Working 

Number Number MI. Voltage DC 

PLQ-005 PLQ-797 40-40-40·30 150 
tPLPQ-006.2 60-60-40-10 150 
:J:PLQ-007.2 100-80-60-40 150 
PLQ-009.2 40-20-10-10 300 
PLQ-Ol0 PLQ-798 40-40-20-10 300 

t*PLQ-Ol0.2 40·40-30-20 800 
fPLQ.Ol0.4 60-40-10-10 800 
tPLQ-011 PLQ-79811 100-40-20-20 300 
:j:PLQ-Oll.2 200-20-20-20 300 
:j:PLQ-Oll.4 40-20·20-10 S50 

PLQ-012 PLQ-S54O. 40-40-40-40 S50 
fPLQ-013 80-60-40-20 850 
tPLQ·015 PLQ-7981 30-30-20-20 400 

PLQ-017 PLQ-7982 50-40-30-20 400 
tPLQ-020 PLQ-7983 80-10-10-10 400 
PLQ-025 PLQ-7984 80-25-10-10 400 
PLQ-027 PLQ-4505 5-5-5-5 450 

*PLQ-030 PL,Q-4510 10-10-10-10 450 
PLQ-035 PLQ-7986 20-10-10-10 450 
PLQ-04O PLQ-4520 20-20-20-20 450 
PLQ-045 PLQ-799 30-15-15-15 450 

tPLQ-050 PLQ-800 30-30-15-10 450 
PLQ-051 PLQ-8001 30-30-20-20 450 

:j:PLQ-053 35-35-10-5 450 
PLQ-055 PLQ-8002 40-10-10-10 450 
PLQ-OGO PLQ-8004 40-20-10-10 450 

:j:PLQ.060.2 40·35·10-10 450 
fPLQ·060.4 40·40·4.4 450 
*PLQ·061 PLQ-8005 40.40.20·20 450 
:j:PLQ-063 40·40·30·30 450 
*PLQ.065 PLQ.454O 40·40·40·40 450 

PLQ·066 PLQ·80051 60-20-20-20 450 
tPLQ·066.2 60·30·10-2 450 
fPLQ.067 PLQ-8006 70·10·10-5 450 
:j:PLQ-068 80-10-10-10 450 
fPLQ-070 PLQ-4710 10·10·10-10 475 
:j:PLQ-070.2 20-20-10-10 475 
fPLQ-070.4 20-20-20·20 475 

PLQ-075 PLQ-801 40-20-10-10 475 
:j:PLQ-075.2 10-10-10-10 500 
:j:PLQ-075.4 40·40-8-8 500 
:j:PLQ-077 50-20/150-30 150-150/15-15 
:j:PLQ-078 20-20/160-40 150.150/25-25 

PLQ-080 PLQ-8012 40-40/100-100 150·150/25-25 
fPLQ-085 PLQ-8013 80-20-20/200 150-150-150/10 
:j:PLQ-087 40-40-20/200 150-150-150/10 
*PLQ·090 PLQ-8015 60·40·20/200 150.150.150/10 
:j:PLPQ.091 290-30·10/100 150-150.150/10 
:j:PLQ·092 20·20·20/20 150·150-150/25 

PLQ·095 PLQ.802 30·30.30/40 150-150-150/25 
PLQ·096 PLQ-8021 40·20·20/20 150-150.150/25 

*PLQ.1OJ PLQ-803 40·40.30/20 150·150·150/25 
PLQ-l05 PLQ-8035 40·40-40/20 150-150-150/25 

fPLQ.l10 PLQ.804 40.40.40/100 150-150-150/25 
tPLQ-l11 40.40-40/160 150·150-150/25 

:J:*PLQ.112 50.20·20/200 150·150-150/25 
t*PLQ·113 50·30·30/100 150·150-150/25 
:f:PLPQ-114 50·40.10/50 150·150-150/25 

PLQ.115 50.50.50/20 150·150-150/25 
tPLQ-116 PLQ.80501 75-75.75/30 150·150·150/25 
tPLQ.118 80.40.40/30 150-150·150/25 

PLQ.12O PLQ.8050 80-40.40/40 150·150-150/25 
*PLQ.125 PLQ.80502 80·40-40/100 150-150.150/25 
:j:PLPQ.l~5.2 100-40·10/50 150-150·150/25 
tPLQ-125.4 100·90.60/200 150.150-150/25 
tPLQ-125.6 200·200-100/10 150.150.150/76 
*PLQ.14O PLQ·8052 100-40.10/100 250.250.250/50 

PLQ-150 PLQ-8055 iOO/4O/80·20 300/50/25.25 
:j:*PLQ-151 20/150.150/100300/150.150/30 

PLQ-l52 PLQ-8056 10/2OO_14O,S013OO/15o.150_150 
t*PLQ-152.2 10/200.200-30 300/150.150.150 

PLQ.154 PLQ.8056.5 100/60/10/20 300/200/150/50 
PLQ-155 PLQ·8057 120/20/100/20 300/250/50/25 

* Popular Stock Item 
t To be discontinued when stock is exhausted 
:j: New Items 

List New Catalog 
Can Siz. Prl •• Number 

1%x2 3.30 PLQ-160 
1%x2 3.60 tPLQ-161 
1%x3 4.60 fPLQ-161.5 
1%x2 3.90 *PLQ-162 
1%x2Y2 4.55 :j:PLQ·162.2 
1%x2Y2 4.90 *PLQ.163 
1%x2Y2 4.50 :j:PLQ-164.2 
1%x4 6.50 PLQ-165.2 
1%x4 6.20 PLQ-170 
1%x2Y2 4.S0 :j:PLQ-172 
1%x8Y2 6.00 fPLQ-173 
1%x4 6.S0 :J:PLPQ-174 
1%x3Y2 7.30 PLQ-175 
1%x3Y2 5.65 :j:*PLQ-176 
1%x3Y2 7.05 :j:PLQ-l77 
1%x4 5.25 :j:PLQ-178 
1%x2 S.OO fPLQ-180 
1%x2 3.35 :j:PLQ-185.2 

1%x2Y2 3.70 :j:PLQ-185.4 
1%x3 4.70 *PLQ-186 
l%xS 4.45 PLPQ-187.5 
1%xSY2 6.95 PLQ-l88 
1%x3 5.20 tPLQ-188.2 
l%xS 4.65 PLQ-195 
1%x2Y2 4.15 PLQ-200 
1%x2Y2 4.40 PLQ-205 
1%x3 4.75 fPLQ.205.2 
1%x3 4.65 :j:PLQ·205.4 
1%x4 5.55 PLQ.210 
1%x4 6.00 :j:PLQ-211 
1%x4 6.45 :j:PLQ·213 
1%xSY2 5.65 *PLQ.215 
1%x3 5.10 :j:PLQ.216 
1%x3 5.50 :j:PLPQ-217 
1%xSY2 5.00 PLQ-220 
1%x2 3.50 tPLQ-221.1 
1%x2Y2 4.30 :j:PLQ-221.3 
1%x3 5.10 *PLQ-221.4 
1%x3 5.10 *PLQ.221.5 
1%x2 3.55 *PLQ-222 
1%x3Y2 5.65 fPLQ-222.2 
1%x2 3.25 :j:PLQ-223.2 
1%x2 3.20 PLQ-225 
1%x2 5.05 :j:PLQ-230.2 
1%x2 4.65 PLQ-237 
1%x2 3.25 :j:PLQ-238 
1%x2 3.45 :j:PLQ.238.5 
1%x3Y2 4.55 :j:PLPQ-239 
1%x2 4.30 tPLQ.241 
1%x2 3.10 *PLQ.242 
1%x2 2.95 tPLQ·245 
1%x2 3.10 PLQ-246 
1%x2 3.15 :j:PLQ.247.5 
1%x2 5.05 PLQ.246 
1%x2 3.50 PLQ.250 
1%x2 3.45 :j:PLQ.250.5 
1%x2 3.40 PLQ-251 
1%x2 S.2O tPLQ-252.S 
1%x2 3.50 tPLQ-252.5 
1%x2Y2 5.55 PLQ·255 
1%x2 3.60 tPLQ·260 
1%x2 3.60 :j:PLQ·262 
1%x2 3.75 tPLQ.265 
1%x2 3.65 tPLQ-265.5 
1%x2Y2 4.90 tPLQ-266 
1%x3 5.90 tPLQ.266;5 
1%x2Y2 5.15 :j:PLQ.267 
1%x2Y2 5.75 :j:PLQ-268 
1%x3 5.25 *PLQ-275 
1%x3Y2 5.10 *PLQ.280 
1%x3Y2 6.30 *PLQ.282 
1%x3 4.85 PLQ·285 
1%x4 7.25 PLQ-290 

Former PL Capa.ltan.e Working 
Number MI. Voltage DC Can Size 

PLQ-8059 200/20/100/20 300/250/50/25 1%x4 
80-5/60/20 300-300/150/25 1%x2Y2 

140-10/10/100 300-300/150/50 1%x3Y2 
PLQ-8059.3 100-10/200-30 300-300/150-150 1%x4 

140-10/200-30 300·300/150-150 1%x4 
PLQ-80595 100-10/200/80 300-800/200/150 1%x4 

150-20/10/250 800-800/250/50 1%x3Y2 
PLQ-80541 40-20-20/25 300-300-300/25 1%x2 
PLQ-808 60-40-20/50 300-300-300/25 1%x2Y2 

150-20-10/250 300 .SOO-3OO/50 1%xSY2 
150·S0-30/150 300·800·300/50 1%xSY2 
20-20.20/100 300-300-300/150 1%x2Y2 

PLQ-8085 40-40-40/20 300-300-300/150 1%x2Y2 
120-40-40/10 300-S00-300/250 1%x3Y2 
20/150-80/20 350/150-150/25 1%x3 
60/60-30/160 350/150-150/25 1%x3 

PLQ-809 15/80-40/200 350/200-200/25 1%x3 
160/60-10-4 350/S00-300-300 1%x4 
40-10/100-25 S50-350/25-25 1%x2 

PLQ-8101 60-4/100-40 350-350/25-25 1%x2 
PLQ-81021 100-60/60/40 350-350/200/75 1%x4 
PLQ-8103 60-40/60/20 350-S50/200/150 1%x3Y2 

60-40/60/20 350 -350/250/150' 1%x3Y2 
PLQ-811 10-10/10-10 350-350/300-300 1%x2 
PLQ-8113 20-10-5/10 350-350-350/25 1%x2 
PLQ-8115 20-10-5/20 350-S50-350/25 1%x2 

30·10-5/200 350-S50-350/25 1%x2 
30.20 ·20/20 350-350.350/25 1%x2 

PLQ.8116 40.20·20/25 350.350.S50/25 1%x2Y2 
40-40·20/20 350·350-S50/25 l%xS 
40·40-30/10 350-350·350/25 l%xS 

PLQ-8117 40·40·40/40 350-350-350/25 l%xS 
15-15·15/50 350-350·350/50 1%x2 
40-20-10/100 350-350-350/50 1%x2V2 

PLQ-8119 40·40·40/150 350-350-350/50 1%x3 
70-40-10/50 350-350-350/50 1%x3 

100-10-10/20 350-350.350/50 1%x3 
PLQ-811912 100·20-10/20 350-350-350/50 1%x3 
P LQ-81191.5100-4O-30/50 350-350-350/50 1%x3Y2 
PLQ-81192 90-30-5/100 350-350-350/75 1%x3Y2 

30-10·5/100 350-350-350/200 1%x2Y2 
40/120-10/150 400/250-250i50 1%x3Y2 

PLQ-81195 80/40·20-10 400/300·300·300 1%xSY2 
40/80/100/25 400/350/200/50 1%x4 

PLQ-8128 80/40·10/10 400/350-350/25 1%x3Y2 
20/50·40/80 400/350.350/50 1%x8 
30/60.20/100 400/350·350/50 1%x3 
40/30·20.20 400/350·350.S50 1%x3 

PLQ-8126 50-40/100/100 400.400/50/25 1%x4 
PLQ-81261 100-10/30·20 400.400/50-50 1%x3 
PLQ-8127 40.10/80-10 400.400/250.250 1%x3Y2 
PLQ-8128 50-20/20/25 400·400/350/25 1%x2Y2 

60·40/40/10 400·400/350/50 1%xSY2 
PLQ.813 100.10/20/20 400.400/350/50 1%x3Y2 
PLQ.814 20·20.20/20 400·400.400/25 1%x2Y2 

80·40.10/20 400·400-400/25 1%x3Y2 
PLQ.8141 80·40·30/40 400·400-400/25 1%x3Y2 

80.40·10/100 400-400-400/200 1%x4 
10/80-40/100 450/200·200/50 1%x2% 

PLQ.8145 20/80.20/50 450/200·200/50 1%x2Y2 
PLQ·8147 40/40.40/20 450/250·250/25 1%x3 

60/80·40/20 450/250-250/150 1%x3V2 
PLQ.8149 10/10/60/100 450/300/200/50 1%x2Y2 

25/100.10/60 450/300-300/50 1%x3 
40/40·40/20 450/300-300/150 1%x3 
10/100.20/20 450/300·300/200 1%x3 
10/100·20·20 450/300-300-300 1%xS 
10/40/100/100 450/350/250/50 l%xS 

PLQ·8152 10/60-40/25 450/350·350/25 1%x3Y2 
PLQ·8154 10/100.10/20 450/350-350/25 1%x3 
PLQ.8155 20/80-60/100 450/350-350/50 1%x3Y2 
PLQ-8156 30/40-40/10 450/350-350/200 1%x3Y2 
PLQ-8158 80/10/30/40 450/400/S00/150 1%x4 

List 
Prl •• 
-
5.80 
4.35 
5.00 
5.90 
6.25 
6.00 
6.05 
4.10 
4.70 
6.05 
6.10 
4.55 
4.90 
6.00 
6.85 
5.20 
5.75 
6.35 
3.80 
3.90 
6.50 
5.00 
5.35 
4.65 
3.10 
3.15 
S.75 
6.05 
6.00 
4.70 
4.90 
5.20 
4.50 
4.35 
5.65 
5.20 
5.10 
5.40 
6.50 
6.10 
4.50 
5.85 
7.95 
6.00 
7.00 
5.05 
6.75 
5.00 
5.20 
5.10 
7.05 
4.50 
6.50 
5.75 
5.80 
5.80 
5.95 
6.25 
6.25 
4.10 
6.70 
5.60 
5.70 
6.0,0 
4.90 
5.50 
5.20 
5.50 
4.60 
5.20 
5.95 
7.75 
7.90 
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SECTION 1500 

S~"~~\\D SANGAMO Electric Company 
111UUUl'l capacitors Springfield, Illinois 

TYPE PL and TYPE PLP electrolytic-continued ... 

QUADRUPLE SECTION 

New Catalog Former PL Capacitance Working 
Number Number Mf. Voltage DC 

:j:PLQ.292 80/10/40.30 450/400 / 300 ·300 

PLQ·295 PLQ·8159 10·10/20·20 450.450/25·25 

PLQ·3oo PLQ·816 20·15/20.20 450.450/25·25 
PLQ·305 PLQ.817 20·20/20.20 450.450/25·25 

:j:PLQ.305.2 30·30/125.125 450.450/25.25 
:j:PLQ.305.4 20·20/60/100 450.450/150/25 
:j:PLQ.305.6 40·40/125/125 450.450/150/25 
:j:PLQ.305.8 10·10/60/100 450.450/200/50 

PLQ·307 PLQ·8172 35.25/20/100 450.450/200/50 
:j:PLQ.307.5 40·40/100·60 450.450/200·200 
:j:PLQ·317 20·20/30·30 450.450/350·350 

PLQ·320 PLQ·819 40·10/35.10 450.450/350·350 
*PLQ·325 PLQ.8195 40·40/30.30 450.450/350·350 
*PLQ·330 PLQ·820 10·10·10/20 450.450.450/25 
:j:PLQ.332 10·10.10/100 450.450.450/25 

PLQ·335 PLQ·8202 20·10·10/100 450.450·450/25 
PLQ·34O PLQ·8205 20·20·20/20 450.450.450/25 
PLQ·345 PLQ·82055 30·20·20/20 450.450·450/25 
PLQ·350 PLQ·82057 30·30.10/20 450.450.450/25 

:j:PLQ·352 30.30·10/125 450.450·450/25 
PLQ·355 PLQ·8206 30·30·20/20 450.450.450/25 
PLQ·360 PLQ·8207 40.10.10/250 450.450.450/25 

:j:PLQ.366 40·15·10/25 450.450.450/25 
:j:PLQ.367 40·20.10/20 450·450.450/25 

PLQ·370 PLQ·8208 40·20·20/20 450.450.450/25 
PLQ·375 PLQ.8209 40·20.20/40 450.450.450/25 

*PLQ·38O PLQ·821 40·30.10/20 450.450.450/25 
*PLQ·S85 PLQ·8215 40·40·10/20 450.450·450/25 
:j:PLQ.386 40·40.20/20 450.450.450/25 
*PLQ.390 PLQ·8216 40·40·40/40 450.450,·450/25 
:j:PLQ.391 60·40·40/10 450.450.450/25 
:j:PLQ·S93 60·50.5/20 450.450·450/25 

PLQ·395 PLQ·8217 20·20·20/100 450·450.450/50 
PLQ.400 PLQ·822 30·30·15/30 450·450·450/50 

:j:PLQ·401 30·30.15/100 450·450 ·450/50 
PLQ·405 PLQ·8225 40·20·10/100 450·450.450/50 
PLQ·410 PLQ.8226 40·40·10/25 450.450·450/50 
PLQ·411 40·40.10/50 450·450·450/50 
PLQ·413 60·40.10/25 450.450.450/50 

*PLQ·415 PLQ·8227 40·40·10/100 450·450·450/100 
tPLQ·420 PLQ-823 10.10.10/10 450-450-450/150 
PLQ-430 PLQ.824 60·10-10/20 450·450·450/150 
PLQ-432 PLQ-824.5 35·35.10/10 450.450·450/200 

:j:PLQ·433 40·20·10/100 450.450·450/250 
:j:PLQ·43S.2 40·10.10/40 450-450-450/350 
:j:PLQ-433.5 40-20.20/20 450.450·450/350 
*PLQ-435 PLQ-8250 40/40/50/80 475/250/150/50 

PLQ·440 PLQ-8241 20/40/100/80 475/300/50/25 
:j:PLQ-44O.3 10/100·10/100 475/300·300/25 
:j:PLQ-440.5 20/80.20·10 475/300·300·300 
:j:PLQ·440.7 20/40/80/100 475/350/200/100 
:j:PLQ-440.9 10/40/80/100 475/350/300/100 
:j:PLQ-441.1 10/30·5/80 475/350-S50/50 

* Popular Stock Item 
t To be discontinued when stock is exhausted 
:j: New Items 

List 
Can Size Price 

1%x4 5.85 

1%x2 4.45 

1%x2 3.45 

1%x2 3.60 

1%x2Y2 5.50 

1%x2Y2 4.20 

1%x4 5.65 

1%x2Y2 3.75 

1%x3 4.65 

1%x4 6.00 

1%x3 7.65 

l%xS 6.00 

1%x4 5.90 

1%x2 3.15 

1%x2 5.00 

1%x2 5.50 

1%x2Y2 4.20 

1%x2Y2 6.60 

1%x2Y2 6.55 

1%x3 4.60 

1%x2Y2 7.00 

1%x2Y2 4.70 

1%x3 4.50 

1%x3 6.35 

l%xS 4.50 

l%xS 4.65 

1%x3 4.50 

1%x3 4.60 

1%x3 4.95 

1%xSY2 5.50 

1%xSY2 5.95 

1%x3Y2 5.40 

1%x2Y2 4.55 

1%x3 4.55 

1%x3 6.85 

1%x3 4.65 

1%x3 4.85 

1%xS 4.25 

1%x3Y2 5.15 

1%x3Y2 5.35 

1%x2 4.75 

1%x3 4.55 

1%x3 6.90 

1%x3Y2 5.90 

1%x3 4.70 

1%x3 6.00 

1%x3 5.00 

1%x3 4.50 

1%x3 4.95 

1%x3Y2 4.95 

1%x3Y2 5.40 

1%x3Y2 5.50 

1%x2Y2 4.00 

New Catalog Former PL Capacitance Working 
Number Number Mf. Voltage DC Can Size 

:j:PLQ.441.3 10/140.4/100 475/350.350/50 1%x3Y2 

:j:PLQ.441.5 10/130.20.10 475/350·350·350 1%x4 

:j:PLQ.441.7 20/60.40.10 475/350.350.350 1%x3Y2 

:j:PLQ.441.9 30/130.10.10 475/350·350·350 1%x4 

PLQ·442 PLQ·82415 10/40/100/10 475/400/50/25 1%x2Y2 

PLQ.446 PLQ.82421 10/40/4/100 475/400/350/50 1%x2Y2 

:j:PLQ.448 5/70·25.5 475/400·400·400 1%x3 

PLQ·450 PLQ·8243 25/20/20/100 475/450/300/50 1%x2l/2 

PLQ·455 PLQ.8244 25/20/40/100 475/450/S00/50 1%x2Y2 

PLQ·460 PLQ·8246 10/60/30/125 475/450/400/50 1%x3 

:j:PLQ·461 10/50.30/30 475/450.450/25 1%x3 

:j:PLQ.462 10/40·10/100 475/450.450/50 1%x2Y2 

PLQ·465 PLQ.8247 15·15/80/40 475·475/300/50 1%x3 

PLQ·467 PLQ·8248 40·10/4/40 475·475/350/300 1%x3 

:j:PLQ·468 20.10/20/100 475·475/450/25 1%x2Y2 

PLQ·470 PLQ·8249 10.5/80/40 475.475/450/50 1%)(3 

tPLQ.475 PLQ·8250 30·30·10/20 475.475·475/25 1%x3 

tPLQ·480 PLQ·825 40.20.10/10 475·475.475/25 1%x3 

PLQ·485 PLQ·826 20·20.10/10 475.475·475/300 1%x2Y2 

:j:PLQ·486 50·30.10/20 475·475·475/300 1%x3Y2 

:j:PLQ·487 10/100.30/100 500/300·300/25 1%x3 

:j:PLQ·488 5/100.10/200 500/300·300/150 1%x3Y2 

:j:PLQ·489 20/80·20.10 500/300·300·300 1%x3Y2 

:j:PLQ.490 30/10/150·30 500/450/50·50 1%x2Y2 

:j:PLQ·491 20.20·10/10 500·500·500 / 300 1%x2Y2 

PLQ.492 50·30.10/20 500.500·500/300 1%x3Y2 

; 

TYPE KCT CARDBOARD INSULATING 
SLEEVES 

for TYPE PL CAPACITORS 

Can Size 
Catalog List 
Number Diameter Length Price 

In Inches In IRehes 

KCT.13 % 2 .10 

KCT-l 1 2 .10 

KCT·2 1 2Y2 .10 

KCT·S 1 S .10 

KCT.l0 1 SY2 .10 

KCT.4 1 4 .10 

KCT·5 1% 2 .10 

KCT·6 1% 2Y2 .10 

KCT·7 1% 3 .10 

KCT·8 1% 3Y2 .10 

KCT-9 1% 4 .10 

List 
Price 
-
5.40 

5.95 

6.50 

6.35 

5.95 

4.00 

5.00 

4.60 

7.45 

5.55 

4.65 

4.35 

4.80 

4.95 

4.30 

7.35 

6.85 

7.25 

4.35 

5.60 

7.75 

8.00 

5.50 

4.25 

4.35 

5.55 
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SECTION 1500 

SANGAMO Electric Company S~\.l~~\\D 
capacitors Springfield, Illinois tlIlUUl'l 

Type EM MOTOR STARTING 
ELECTROLYTIC 

Catalog 

I 
Capacitance 

I 
Diameter 

I 
L.ngth I LIst 

Numbe. Mf. In I •• he. In Inche. Prl •• 

110 VOLTS AC 
EM·ll021E 21·25 1 2Ys $ 2.05 
EM·11025E 25·30 1 2Ys 2.10 
EM·11030E 30·36 1 2Ys 2.10 
EM·ll036E 36·43 1 2Ys 2.10 
EM·l1043E 43·53 1 2Ys 2.10 
EM·ll047E 47·56 1 2Ys 2.10 
EM·l1053E 53·64 1 2Ys 2.15 
EM·l1064E 64·77 1 2Ys 2.25 
EM·l1072E 72·88 1 2% 2.30 
EM·l1088F 88.108 1% 2% 2.65 
EM·l1108F 108·130 1% 2% 2.85 
EM·11124F 124·149 1% 2% 2.95 
EM·11130F 130·156 1% 2% 2.95 
EM·11145F 145·175 1% 2% 3.20 
EM·11161F 161·193 1% 2% 3.25 
EM·11189F 189·227 1% 3Ys 3.75 
EM·11216F 216·259 1% 3Ys 4.05 
EM.11233F 233·280 1%. 3Ys 4.50 
EM·11243F 243·292 1% 4Ys 4.70 
EM·11270F 270·324 1% 41/s 4.75 
EM·1134OF 340·408 1% 4Ys 5.65 
EM·11378F 378·440 1% 4Ys 6.00 
EM·11400F 400·480 1% 4Ys 6.05 
EM·11430F 430·516 1% 4Ys 6.95 
EM·11460F 460·552 1% 4Ys 7.60 
EM·11540F 540·648 1% 4Ys 8.20 
EM·11590F 590·708 2 4Ys 8.80 

125 VOLTS AC 
EM·12021E 21·25 1 2Ys $ 2.25 
EM·12025E 25·30 1 2Ys 2.25 
EM·12030E 3~·36 1 2Ys 2.30 
EM·12036E 36·43 1 2Ys 2.30 ' 
EM.12043E 43·53 1 2% 2.30 
EM.12047E 47·56 1 2% 2.35 
EM.12053E 53·64 1 2% 2.40 
EM.12064E 64·77 1 2% 2.50 
EM·12072E 72·88 1 2% 2.60 
EM·12088F 88·108 1% 2% 2.75 
EM·12108F 108·130 1% 2% 3.15 
EM·12124F 124·149 1% 2% 3.25 
EM·12130F 130·156 1% 2% 3.25 
EM·12145F 145·175 1% 2% 3.65 
EM·12161F 161·193 1% ays 3.85 
EM·12189F 189·227' 1% 3Ys 4.30 
EM·12216F. 216·259 1% 4Ys 4.65 
EM .• 12233F 233.280 1% 4Ys 5.00 
EM·12243F 243·292 1% 4Ys 5.20 
EM·12270F 270·324 1% 4Ys 5.40 
EM·1234OF 340·408 1% 4Ys I 6.50 
EM·12378F 378·440 1% 4Ys 6.70 
EM·12400F 400·480 1% 4Ys 6.80 
EM·12430F 430·516 1% 4Ys 8.10 
EM·12460F 480·552 1% 4Ys 8.95 
EM·12540F 540·648 2 4Ys 9.60 
EM·12590F 590·708 2 4Ys 10.35 

The SANGAMO Type EM motor starting 
capacitor is designed for maximum capacity, 
heavy duty motor starting applications and 
extended life characteristics-all of which pro­
vide dependable performance under severe 
environmental conditions. 

These units are encased in an aluminum can 
and normally furnished with a cardboard insu­
lating sleeve. All units above 1" diameter are 
equipped with a combination lug and screw 
terminal adaptable for solder, quick disconnect 
or screw connection. The terminal on 1" di­
ameter provides for solder or screw connection. 
For more complete engineering information 
write for Bulle,tin No. 2228. 

Catalog 

I 
Cap .. ltan •• 

I 
Diameter I 

Length 

I 
LIst 

Number Mf. In Inch •• In Inch •• Price 

160 VOLTS AC 
EM·16021P 21·25 1% 2% $ 2.90 
EM·16025F 25·30 1% 2% 2.95 
EM·lt030F 30·36 1% 2% 300 
EM·16036F 36·43 1% 2% 3.05 
EM·16043F 43·53 1% 2% 3.15 
EM·16047F 47·56 1% 2% 3.20 
EM·16053F 53·64 1% 3Ys 3.45 
EM·16064F 64·77 1% 4Ys 3.70 
EM·16072F 72·88 1% 4Ys 3.85 
EM·16088F 88·108 1% 4Ys 4.60 
EM·16108F 108·130 1% 4Ys 4.90 
EM·16124F 124·149 1% 4Ys 555 
EM ·16130F 130·156 1% 4Ys 5.65 
EM·16145F 145·175 1% 4Ys 5.95 
EM·16161F 161·193 1% 4Ys 6.80 
EM·16189F 189·227 2 4Ys 7.65 
EM·16216F 216·259 2 4Ys 7.95 
EM·16233F 233·280 2 4Ys 8.40 
EM·16243F 243·292 2 4Ys 8.70 
EM·16270F 270·324 2Y2 4Ys 9.60 

220 VOLTS AC 
EM·22021F 21·25 1% 2% $ 4.40 
EM·22025F 25·30 1% 2% 4.60 
EM·22030F 30·36 1% 2% 4.95 
EM·22036F 36·43 1% 3Ys 5.25 
EM·22043F 43·53 1% 3Ys 5.55 
EM·22047F 47·56 1% 4Ys 5.65 
EM·22053F 53·64 1% 4Ys 5.75 
EM.22064F 64·77 1% 4Ys 6.70 
EM·22072F 72·88 1% 4Ys 7.00 
EM·22088F 88·108 1% 4Ys 7.60 
EM·22108F 108·130 1% 4Ys 8.45 
EM.22124F 124·149 1% 4Ys 9.00 
EM.22130F 130·156 1% 4Ys 9.40 
EM·22145F 145·175 2 4Ys 10.00 
EM·22161F 161.193 2 4Ys 11.10 

320 VOLTS AC 
EM.32021F 21·25 1% 4Ys $ 4.90 
EM·32025F 25·30 1% 4Ys 5.05 
EM·32030F 30·36 1% 4Ys 5.35 
EM·32036F 36·43 1% 4Ys 5.65 
EM.32043F 43·53 1% 4Ys 5.90 
EM-a,2047F 47·56 1% 4Ys 6.50 
EM·32053F 53·64 1% 4Ys 6.70 
EM·32064F 64·77 2 4Ys 7.80 
EM·32072F 72·88 2 4Ys 8.10 
EM·32088F 88·108 2Ya 4Ys 9.85 
EM·32108F 108·130 2Y2 4Ys 11.75 

NOTE: When units are supplied with sleeve, add %" to length 
and irs" to diameter for overall dimensions. 
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SECTION 1500 

S~U~~\\D SANGAMO Electric Company 
tl11UUl'l capacitors Springfield, Illinois 

Type MJ MOTOR STARTING 

ELECTROLYTIC 

The SANGAMO Type MJ motor starting capacitor is designed 
fo·r maximum capacity per unit volume, heavy duty applications 
and long life-all of which provide dependable performance under 
unusual environmental conditions. 

These capacitors are encased in black plastic cases. A plastic 
end cap is available at extra cost. All units are equipped with 
combination lug and screw terminals adaptable for solder, quick 
disconnect or screw connections. For more complete engineering 
information write for Bulletin No. 2228. 

Catalog 
Number 

Capacitance I 
In Mf. 

Diameter 
In Incbes 

110 VOLTS AC 

Length 
In Ineh •• 

List 
Price 

MJ·11021F 21.25 1 u. 2% $ 2.05 
MJ.11025F 25·30 1 U. 2% 2.10 
MJ·11030F 30·36 1 u. 234 2.10 
MJ·11036F 36·43 1 U. 27'4 2.10 
MJ.11043F 43·53 1 U. 23/4 2.10 
MJ·11047F 47·56 1 u. 2% 2.10 
MJ·11053F 53·64 1 U. 23/4 2.15 
MJ·11064F 64·77 1 U. 2%. 2.25 
MJ·11072F 72·88 1 U. 23,4 2.30 
MJ·11088F 88·108 1 U. ~ 2.65 
MJ.11108F 108·130 1 U. Z"'l"4 2.85 
MJ·11124F 124·149 1 U. 234 2.95 
MJ.11130F 130·156 1 U. 23,4 2.95 
MJ·11145F 145·175 1~. 2% 3.20 
MJ.11161F 161·193 1~. 3% 3.25 
MJ·11189F 189.227 1~. 33% 3.75 
MJ·11216F 216·259 1~. % 4.05 
MJ·11233F 233·280 1'~. 33% 4.50 
MJ.11243F 243·292 1'~. % 4.70 
MJ ·11270F 270·324 1'~. 3% 4.75 
MJ·1134OF 340·408 1'~. 3% 5.65 
MJ.11378F 378·440 1'~. 3% 6.00 

Catalog 
Number 

MJ.16021F 
MJ·16025F 
MJ·16030F 
MJ·16036F 
MJ·16043F 
MJ·16047F 
MJ·16053F 
MJ·16064F 
MJ·16072F 
MJ·16088F 
MJ·16108F 
MJ·16124F 
MJ·16130F 
MJ·16145F 
MJ·16161F 
MJ·16189F 
MJ·16216F 
MJ·16233F 
MJ·16243F 
MJ·16270F 

MJ·114ooF 400·480 1% 34}'1I 6.05 
MJ·11430F 430·516 1'~. 0/8 6.95 MJ·22021F 
MJ·11460F 460·552 1'~. 4~ 7.60 MJ·22025F 
MJ.1154OF 540·648 1'~. 4% 8.20 MJ·22030F 
:;,M:.:J:...: • ..:.11.:.:5:.::9.=.OF:........~"-...:5:.::9.=.O::..:.7..:::0::::.8_.!..-_.-!1..!.'~!.!.._~ __ 4'l::.:Yl!:!!8"-_!..-_...:8~.=-8O--I ~j :~~~ 

125 VOLTS AC MJ ·22047F 
-------~------~------~~------~-------IMJ·22053F 

21·25 1~. 
25·30 1 U. 
30·36 1~. 
36·43 1 U. 
43·53 1 U. 
47·56 1 U. 
53·64 1 U. 
64·77 1~. 
72·88 1~. 
88·108 1 U. 

108·130 1~. 
124·149 1 U. 
130·156 1~. 
145·175 1~. 
161·193 1~. 
189·227 1 U. 
216.259 1'~. 
233 ·280 1'~. 
243-292 11~. 
270.324 1'~. 
340.408 1'~. 
378.440 1'~. 
400.480 1'~. 
430·516 2 X. 

MJ·22064F 
MJ·22072F 
MJ·22088F 
MJ·22108F 
MJ·22124F 
MJ·22130F 
MJ·22145F 
MJ·22161F 

MJ·32021F 
MJ·32025F 
MJ·32030F 
MJ·32036F 
MJ·32043F 
MJ·32047F 
MJ·32053F 
MJ·32064F 
MJ·32072F 
MJ·32088F 
MJ·32108F 

Capacitane. I 
in Mf. 

Diameter 
In Inches 

160 VOLTS AC 
21·25 
25·30 
30·36 
36·43 
43·53 
47·56 
53·64 
64·77 
72·88 
88·108 

108·130 
124.149 
130·156 
145·175 
161·193 
189·227 
216·259 
233·280 
243·292 
270·324 

220 VOLTS AC 
21·25 
25·30 
30·36 
36·43 
43·53 
47·56 
53·64 
64·77 
72·88 
88·108 

108·130 
124·149 
130·156 
145·175 
161·193 

320 VOLTS AC 
21·25 
25·30 
30·36 
36·43 
43·53 
47·56 
53·64 
64·77 
72·88 
88·108 

108·130 

Length I 
In Inch.. . 

MJ·12021F 
MJ·12025F 
MJ·12030F 
MJ.12036F 
MJ·12043F 
MJ.12047F 
MJ.12053.F 
MJ·12064F 
MJ·12072F 
MJ·12088F 
MJ.12108F 
MJ·12124F 
MJ·12130F 
M.J.12145F 
MJ·12161F 
MJ·12189F 
MJ·12216F 
MJ·12233F 
MJ·12243F 
MJ·12270F 
MJ.12340F 
MJ·12378F 
MJ·12400F 
MJ·12430F 
MJ·12460F 
MJ·12540F 
MJ·12590F 

460·552 2 X. 
540·648 2 X. 
590·708 2X. 

$ 2.25 
2.25 
2.30 
2.30 
2.30 
2.35 
2.40 
2.50 
2.60 
2.75 
3.15 
3.25 
3.25 
3.65 
3.85 
4.30 
4.65 
5.00 
5.20 
5.40 
6.50 
6.70 
6.80 
8.10 
8.95 
960 

10.35 
NOTE: To include end cap in 'Overall length, add Y2 inch to 

capacitor length. 

TYPE MJ 
END·CAP 

Dlam. In Inches List Price 

.25 

.30 

.35 

.35 

List 
Price 

$ 2.90 
2.95 
3.00 
3.05 
3.15 
3.20 
3.45 
3.70 
3.85 
4.60 
4.90 
5.55 
5.65 
5,95 
6.80 
7.65 
7.96 
8.10 
8.25 
8.65 

$ 4.40 
4.60 
4.95 
5.25 
5.55 
5.65 
5.75 
6.70 
7.00 
7.60 
7.80 
8.25 
8.55 

'10.00 
10.95 

$ 4.90 
5.05 
5.35 
5.65 
5.90 
6.50 
6.70 
7.80 
8.10 

10.15 
12.40 
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SECTION 15001 

SANGAMO Electric Company St\"~~\\D 
capacitors Springfield,ll/ino;s UllUUl'l 

GENERAL SPECIFICATIONS FOR MICA CAPACITORS 
Mica capacitors have been continuously manufactured and 

Improved by Sang'amo for over 35 years. The quality of Sang'amo 
mica capacitor is the result of lonq experience in the selection of 
superior qrades of .lndia ruby mica. and know-how In the formu­
lation and selection of unique enclosinq materials such as moldinq 
compounds. Our laboratOry and manufacturlnq facilities are 
equipped with specialized and modem equipment and are staffed 

to provide constant attention to contlnuinq development of quality 
and customer service. All Sanqamo micas are desiqned to exceed 
the performance requirements of applicable Military Specifications 
such as Mil-C-SB and Mil-C-I0950B. 

NOTE: In line with industry standardization, the use of pf in 
place of mmf is used in this catalog'. 

MARKING 
Sanqamo wire lead mica capacitors can be marked by either 

ink stampinq or color codinq. Ink stamping' can be supplied to 
the Sanqamo Identification or the Military desiqnation. both of 

which are defined below. Color codinq can be supplied for 
Mil-C-S or E. I. A. Other Ink stamping's and color codes are 
available on request. 

COMMERCIAL 

DR 

SANGAMO TYPJ 
TABL.E I 

DC VOL. TAGE IN HUNDREDS 

5 B 100 K 

INK STAMPING 

N 

TTEMPERATURE 
TABL.EV 

TOL.ERANCE 
TABL.E 111 

CMI5 

MIL. TV;;r 
TABL.E I 

CHARACTERISTIC 
TABL.E II 

MIL·C·5B 

B 100 K N :3 

T VIBRATION GRADE 
TABLE IV 

TEMP. RANGE 
TABLE V 

CHARACTERISTIC CAPACITANCE PF CAPACITANCE PF TOLERANCE 
TABL.E II TABL.E VI TABL.E VI TABL.E 111 

Table I Comparable Case Size 

MIL Sangamo MIL 
Type Type Type 

CMI5 RR-DR CM60 
CM20 K-KR CM61 
CM30 C-CR (Thin) CM65 
CM35 CK-CRK CM70 
CM45 HT CM75 
CM50 HK CM80 
CM55 AT CM85 
CM56 AT CM90 

CM95 

Table III Tolerance 

Letter 
designation 

F 
G 
J 
K 
M 

MII·C·5B 

COLOR 

% Tolerance 

+1 
±2 
+5 
± 10 
±20 

r----M1l IDENTIfiER (BlACk, 
tIT SIGNIFICANT FIGURE. 

2110 SIGNIFICANT FIGURE 

MULTlPlI'ER 
CAPACITAkCE TOlERA~£ 

'----CMARACTERISTtC 

Front 
Table VI 

CHARACTER. 
ISTiC 

CAPACITAt(CE 
CAPAC I fANeE 

TOLERA"CE 

Sangamo 
Type Letter 

AK designation 

AK 
FI B ............ 
F2 C ............ 
GI D ............ 
G2 E ............ 
G3 
G4 F .............. 
G5 

Table IV Vibration Grade 

Symbol Vibration Condition 

Cycles per second I.cps) 
I 10 to 55 
3 10 to 2,000 

All Commercial units supplied to 
Vibration grade 3 at no additional 

charge 

COLOR CODE 

r---OC WORKING VOLTAQE 

U.S.A. 

Back 

OPERATING 
TEMPERATURE 

. RANGE 

OPERATING TEMPERATURE RANGE 
VIBRATION GRADI 

VI8RATION 
GRAllE 

(I) 10.S5CPS 

... 000 

. VIOl I K ._~_ + __ _ 

·TI-IE fo!ULTIPLIER IS THE FACTOR BY WHICH THE TWO SIGNIFICANT FIGURES ARE MULTIPLIED TO YIELD THE NOMINAL CAPACITANCE. 

Table II Characteristic 

T em perature 
coefficient Capacitance 

Parts/million/ drift 
·C. 

Not specified Not specified 
-200 to +200 ±0.5 percent 
-100 to +100 ±0.3 percent 
-20 to +100 ± 1.0.1 percent 

+0.1 uuf.) 
GI to +70 ± 1.0.05 percent 

+0.1 uuf.) 

Table V Operating 
Temperature Range 

Letter Temperature 
designation Range ·C 

M -55 to +70 
N -55 to +85 
0 -55 to +125 
P -55 to +150 

MiI·C·5A 

Same as Mil-C-5B except 

I) dots on reverse side are omitted 
(w.v.d_c., temp., vibration) 

2) 5'10 tolerance coded GOLD 
3) 20% tolerance coded BLACK 

E. I. A. 

Same as MiI-C-5A except 

I ) first dot coded WH ITE 
2) 
3) 
4) 
5) 
6) 

"A" characteristic coded BLACK 
10,000 multiplier coded YELLOW 
0.01 multiplier coded SILVER 
1'10 tolerance coded BROWN 
3% tolerance coded ORANGE 

Capacitance: First 2 digits are significant figures. 3rd digit indicates number of zeros following significant figures. 
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SECTION 1500 

S\\"~~\\D SANGAMO flectric Company 
tl11UUl'l capacitors Springfield, Illinois 

Type DR-RR SILVERED MICA 

Type DR and RR capacitors are molded in 
red Humiditite. These units are normally 
supplied as +5%, "a" characteristic 20 pf 
and below, and "E" characteristic aborve 20 
pf. Units can be supplied to ±% pf or +%% 
tolerance whicherver is greater. For more com­
plete engineering information write for Bulle­
tin TSO-10S. 

NO. 22 (.025 DIA) AWG 
LOCATED ON CENTER r--- .515 ----f-1.125MIN·l 
LINE WITHIN ±.015:\ 1- _I 

++ ='f6~)' . !j.297 
.062 MIN.? 

-e~5t'e=:''''''i"f'---iF;;;;;;;;';:;;;;;;;;;;;;;;;' ;:t~ ~~~±T~~~ RR 

___ ..J .161±.020 

FOR TYPE DR 

TYPE DR and RR 
112S'C) 

List Pri •• 
Tolerance 

Capacitance 
Cataloa pI 5% 2% 
Numb.r (mmf) J G 

DR-1550 5 $0.40 $ 
DR·1410 10 .40 
DR-1412 12 .40 
DR-1415 15 .40 
DR-1418 18 .40 
DR·1420 20 .40 
DR-1422 22 .40 
DR-1424 24 .40 
DR·1427 27 .40 .46 
DR-1430 30 .40 .46 
DR-1433 33 .40 .46 
DR-1436 36 .40 .46 
DR-1439 39 .40 .46 
DR-1443 43 .40- .46 
DR-1447 47 .40 .46 
DR-1450 50 .40 .46 
DR-1451 51 .40 .46 
DR·1456 56 .40 .46 
DR-1462 62 .40 .46 
DR-1468 68 .40 .46 
DR-1475 75 .40 .46 
DR-l482 82 .45 .52 
DR-1491 91 .45 .52 

Type K and KR MICA 

Type ~R capacitoil's are molded in red 
Humiditite. These capacitors are normally sup­
plied at ± 5% tolerance, "a" characteristic 20 
pf and below, and "E" characteristic aborve 
20 pf. Units can be supplied to +% pf or 
+%% tolerance whicherver is greater. Type K 
capacitors, arvailable only in 10% or 20% to,ler­
ance and "B" characteristic, are molded in tan 
Humiditite. Where Type K units are required, 
specify the type designation as K rather than 
KR. For more complete information write for 
Bulletin TSO-10S. 

500 W.V.D.C . 

1% 
F 

$ 

.50 

.50 

.50 

.50 

.50 

.50 

.56 
.56 

. 
LIst Pri •• 
Tol.ra ••• 

Capa.lten •• 
Cataloa pf 5% 2% 
Number (mmf) J G 

DR-1310 100 .45 .52 
DR-1311 110 .45 .52 
DR-1312 120 .45 .52 
DR·1313 130 .45 .52 
DR·1315 150 .45 .52 
DR-1316 160 .50 .58 
DR·1318 180 .50 .58 
DR·1320 200 .50 .58 
DR·l322 220 .66 .63 
DR-1324 240 .55 .63 
DR-1325 250 .55 .63 
DR·1327 270 .60 .69 
DR-1330 300 .60 .75 

*DR-06333· 330 .65 .75 
*DR-06336 360 .70 .81 
*DR-06339 390 .70 .81 

RR-1339 390 .70 .81 
RR-1343 430 .75 .92 

*RR-06347 470 .80 .92 
*RR-06350 500 .80 .92 
*RR-06351 510 .80 .92 
*RR-06356 560 .85 .92 
NOTE: 'Voltage Rating 300 W.V.D.C. 

NO.20 (.032 OIA.)AWG 0.7020 0 1.125MIN·r n LOCATED ON CENTER 

UNE WITHINt.OI5 ft 
~=t 000 P +". 

_ _ .l99±.020 

1% 
F 

.56 

.56 

.56 

.56 

.56 

.63 

.63 

.63 

.69 

.69 

.69 
.75 
.81 
.81 
.88 
.88 
.88 

1.00 
1.00 
1.00 
1.00 
1.00 
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SECTION 1500 

SANGAMO Electric Company S~"~~\\D 
CO pac itors Springfield, 'I/inois 'QIlUUl'l 

Type K·and KR Mica (continued) Type KR Slivered Mica 
(125°C) 112S0C) 

500 W.V.D.C. 1000 W.V.D.C. 
List Prl •• and Tol.ran •• List Prlc. and Tol.ran •• 

Capacltan •• Capaeltanc. 
Catalog pf M K J a F Catalog pf M K J a F 
Numb.r (mmf) ±20% ±IO% ±5% ±2% ±I% Numb.r (mmf) ±20% ±IO% ±50/0 ±2% ±I% 

------ ------------
KR-1550 5 $0.30 $ $ $ $ KR-2312 120 $0.35 $0.40 $0.50 $0.58 $0.63 
KR-1410 10 .30 .33 .40 KR-2313 130 .35 .40 .50 .58 .63 

KR-1412 12 .30 .33 .40 KR-2315 150 .35 .40 .50 .58 .63 

KR-1415 15 .30 .33 .40 KR-2318 1SO .35 .40 .55 .63 .69 

KR-1418 18 .30 .33 .40 
KR-232O 200 .40 .46 .55 .63 .69 
KR-2322 220 .40 .46 .60 .69 .75 

KR-142O 20 .30 .33 .40 KR-2324 240 .40 .46 .60 .69 .75 
KR-1422 22 .30 .33 .40 KR-2327 270 .40 .46 .65 .75 .81 
KR-1424 24 .30 .33 .40 KR-2330 300 .46 .52 .70 .81 .88 
KR-1427 27 .30 .33 .40 KR-2333 330 .45 .52 .70 .81 .88 
KR-1430 30 .30 .33 .40 KR-2336 360 .45 .52 .70 .81 .88 

KR-1433 33 .20 .22 .40 KR-2339 390 .45 .52 .70 .81 .88 

KR-1436 36 .20 .22 .40 KR-2343 430 .50 .58 .75 .86 .94 

KR-1439 39 .20 .22 .40 
KR·2345 460 .50 .58 .76 .86 .94 

tKR-2347 470 .50 .58 .75 .86 .94 
KR-1443 43 .20 .22 .40 tKR-2351 510 .50 .58 .75 .86 .94 
KR-1447 47 .20 .22 .40 tKR-2356 560 .55 .66 .80 .92 1.00 
KR-1450 60 .20 .22 .40 .46 tKR-2362 620 .55 .66 .85 .98 1.06 
KR-1451 51 .20 .22 .40 .46 tKR-2368 6SO .60 .72 .90 1.04 1.13 

KR-1456 56 .20 .22 .40 .46 tKR-2375 750 .60 .72 .95 1.09 1.19 

KR-1462 62 .20 .22 .40 .46 tKR-2382 820 .65 .78 1.00 1.16 1.25 

KR·1468 68 .20 .22 .40 .46 tKR-2392 920 .70 .84 1.06 1.21 1.31 

KR-1475 75 .20 .22 .40 .46 1500 W.V.D.C. 
KR-1482 82 .20 .22 .40 .46 
KR-1491 91 .20 .22 .40 .46 KR-3475 75 $0.35 $0.40 $0.55 $0.63 $ 

KR-1310 . 100 .20 .22 .40 .46 .60 
KR-3482 82 .35 .40 .55 .63 
KR-3491 91 .40 .46 .60 .69 

KR-1311 110 .20 .22 .45 .52 .56 KR-3310 100 .40 .46 .60 .69 .75 
KR-1312 120 .20 .22 .46 .52 _56 KR-3311 110 .40 .46 .60 .69 _75 
KR-1313 . 130 .25 .26 .45 .52 .56 KR-3312 120 .40 .46 .60 .69 .75 
KR-1315 150 .25 .26 .45 .52 .56 KR-3313 130 .40 .46 .60 .69 .75 
KR-1316 160 .25 .26 .45 .52 .56 KR-3315 150 .40 .46 .70 .81 .88 
KR-1318 180 .25 .26 .45 .52 .56 KR-3316 160 .40 .46 .70 .81 .88 

KR-132O 200 .25 .26 .45 .52 .56 KR-3318 180 .40 .46 .70 .81 .88 

KR-1322 220 .25 .26 .45 .52 .56 
KR-3320 200 .45 .52 .80 .92 1.00 
KR-3322 220 .45 .52 .80 .92 1.00 

KR-1324 240 .30 .33 .55 .63 .69 KR-3323 230 .45 .52 .80 .92 1.00 
KR-1325 250 .30 .33 .55 .63 .69 tKR-3325 250 .55 .66 1.00 1.15 1.25 
KR-1327 270 .30 .33 .55 .63 .69 tKR-3327 270 .55 .66 1.00 1.15 1.25 
KR-1330 300 .30 .33 .55 .63 .69 tKR-3330 300 .60 .72 1.10 1.27 1.38 

KR-1333 330 .30 .33 .55 .63 .69 tKR-3333 330 .60 .72 1.10 1.27 1.38 

KR-1336 360 .30 .33 .55 .63 .69 tKR-3336 360 .60 .72 1.15 1.32 1.44 

KR-1339 390 .30 .33 .65 .75 .81 
tKR-3339 390 .65 .78 1.15 1.32 1.44 

KR-1340 400 .30 .33 .65 .75 
tKR-3343 430 .65 .78 1.15 1.32 1.44 

.81 tKR-3346 450 .70 .84 1.25 1.44 1.56 
KR-1.343 430 .30 .33 .65 .75 .81 
KR-1347 470 .30 .33 .70 .81 .88 2500 W.V.D.C. 
KR-1350 500 .30 .33 .70 .81 .88 
KR-1351 510 .30 .33 .70 .81 

KR-5415 15 $0.35 $0.40 
.88 KR-5418 18 .35 .40 

KR-1356 560 .35 .39 .75 .86 .94 KR-5420 20 .35 .40 .50 
KR-1360 600 .35 .39 .75 .86 .94 KR-5422 22 .35 .40 .50 
KR-1362 620 .35 .39 .75 .86 .94 KR-5424 24 .35 .40 .50 
KR-1368 680 .35 .39 .SO .92 1.00 KR-5427 27 .85 .40 .50 

KR-1370 700 .35 .39 .SO .92 1.00 KR-5430 30 .40 .46 .60 

KR-1375 750 .35 .39 .SO .92 1.00 KR-5433 33 .40 .46 .60 

KR-13SO SOO .35 .39 .SO .92 1.00 
KR-5436 36 .40 .46 .60 

KR-1382 820 .40 .44 .85 .98 
KR-5439 39 .40 .46 .60 

1.06 KR-5443 43 .40 .46 .60 
KR-1390 900 .45 .50 .85 .98 1.06 KR-5447 47 .40 .46 .70 
KR-1391 910 .46 .50 .85 .98 1.06 KR-54ji0 50 .40 .46 .70 .81 
KR-1210 1000 .45 .50 .90 1.04 1.13 KR-6451 51 .40 .46 .70 .81 
KR-1211 1100 .50 .56 .90 1.04 1.18 KR-6456 66 .40 .46 .70 .81 

KR-1212 1200 .60 .66 1.00 1.15 1.26 KR-5462 62 .40 .46 .70 .81 

KR-1213 1300 .50 .55 1.00 1 15 1.25 KR-5468 68 .45 .52 .SO .92 

KR-1215 1500 .60 .66 1.10 1.27 1.38 KR-6475 75 .50 .58 .90 1.04 

KR-1216 1600 .60 .66 1.10 1.27 1.38 KR-5482 82 .50 .68 .90 1.04 

KR-1218 1S00 .70 .77 1.20 1.88 1.60 KR·5491 91 .50 .68 .90 1.04 

*KR-06220 2000 .75 .83 1.30 1.50 1.63 KR-5310 100 .55 .66 1.00 1.15 - 1.25 

*KR-06222 2200 .SO .88 1.40 1.61 1.75 KR-5311 110 .60 .72 1.10 1.27 1.88 

*KR-06224 2400 .85 .94 1.45 1.67 1.81 KR-5312 120 .60 .72 1.20 1.38 1.50 

*KR-06225 2500 .90 .99 1.50 1.73 1.88 tKR-5313 130 .60 .72 1.20 1.35 1.63 

*KR-06227 2700 .95 1.05 1.60 1.84 2.00 NOTE: *Voltage Rating 800 W.V.D.C. 
*KR.06230 3000 1.00 1.10 . 1.SO 2.07 2.25 NOTE: tTemperature Rating 85°C 
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SECTION 1500 

S\\\.l~~\\D SANGAMO Electric Company 

'l111aa~ capacitors Springfield, Illinois 

Type C-CR MICA CAPACITOR 

Type 0 foU mica capacitors are molded in tan 
Humiditite in either 10% or 20% tolerance. These 
units are only supplied as "B" characteristic. 

Type OR silvered mica capacitors are molded in 
red Humiditite. These units are normally supplied 
as 5% tolerance and "0" characteristic. Units can 

NO.IS (.040 DIA) AWG 
LOCATED ON CENTER 
LINE WITHIN ±.OI5 \ 

,078MIN'J 

) 

[X)()(X> 
SANGAMO 

I I 
U.S.A. 

000 

1=.830 -ll.I25MIN.--! 

81'NT 
.261 .340 

be supplied to ±V:!% pf or -+-V:!% whichever is 
gnater, as well as D, E or F characteristic. 

Both Types 0 and OR are available in two thick­
nesses. Where the thicker version is required, the 
letter "K" should follow the type designation (for 
example) ORK-1280. 

TYPE C (Foil Mica) 
(J2S·C) 

Catal •• 
Numb.r 

C-1347 
C-1350 
C-1351 
C-1356 
C-1362 
C-1368 
C-1375 
C-1380 
C-1382 
C-1390 
C·1391 
C-1210 
C-1211 
C-1212 
C·1213 
C-1215 
C·1216 
C-1218 
C-l220 
C·l222 
C-1224 
C-1225 
C-1227 
C-1230 
C·1233 
C-1236 

Catalo. 
Number 

CR-1347 
CR-1350 
CR·1351 
CR-1356 
CR-1362 
CR-1368 
CR-1375 
CR.138O 
CR-1382 
CR·1390 
CR-1391 
CR·1210 
CR-1211 
CR-1212 
CR-1213 
CR-1215 
CR-1216 
CR-1218 
CR-1220 
CR-1222 
CR-1224 
CR-1225 
CR-1227 
CR-1230 
CR-12S3 
CR-1236 

© U.c.P., Inc. 

500 W.V.D.C. 
List Pri •• List Pri •• 
Tolerance Tolerance 

Capacitan •• Capacitance 
p! M K Catalog pf M 

(mmf) ±20% ±IO% Numb.r (mmf) ±20% 

.281" MAX. THICKNESS .281" MAX. THICKNESS 
470 $0.30 $0.36 C-12S9 3900 .65 
500 .30 .36 C-1240 4000 .65 
510 .30 .36 C-1243 4300 .65 
560 .30 .36 C-1247 4700 .65 
620 .30 .36 C-1250 5000 .70 
680 .30 .36 C·1251 5100 .70 
750 .30 .36 C·1256 5600 .70 
800 .30 .36 C-1260 6000 .70 
820 .30 .36 C·1262 6200 .90 
900 .30 .36 *C-1268 6800 .95 
910 .3~ .36 C-1275 7500 1.00 

1000 .35" .39 *C-0628O 8000 1.00 
1100 .35 .39 *C·06282 8200 1.15 
1200 .35 .39 *C-06291 9100 1.15 
1300 .35 .39 *C-06295 9500 1.25 
1500 .40 .44 .359" MAX. THICKNESS 
1600 .40 .44 C-128O 8000 1.00 1800 .45 .50 
2000 .45 .50 C-1282 8200 1.15 
2200 .45 .50 C-1291 9100 1.15 
2400 .50 .65 C-l110 10000 1.40 
2500 .50 .55 *C-06112 12000 1.60 
2700 .50 .55 *C-06113 13000 1.80 
3000 .60 .66 *C-061145 14500 2.00 
3300 .60 .66 
3600 .60 • 66 NOTE: *Voltage Rating 300 W.V.D.C • 

TYPE CR (Silvered Mica) 
(12S·C) 

500 W.V.D.C. 
List Prlc. List Prlc. 
Tolerance Tolerance 

Capacitance Capacltanee 
pf J 

I 
G F Catalo. pf J 

I 
G 

(mmf) ±5O/o ±2% ±(% Numb.r (mmf) ±5% ±2% 

.281" MAX. THICKNESS .281" MAX. THICKNESS 
470 $0.70 $0.81 $0.88 CR·1239 3900 2.00 2.30 
500 .70 .81 .88 CR-124O 4000 2.00 2.30 
610 .70 .81 .88 CR-1243 4300 2.10 2.42 
560 .76 .86 .94 CR-1247 4700 2.10 2.42 
620 .75 .86 .94 CR-1250 5000 2.15 2.47 
680 .80 .92 1.00 CR-1251 5100 2.15 2.47 
750 .80 .92 1.00 CR-1256 5600 2.26 2.59 
800 .80 .96 1.04 CR-1260 6000 2.30 2.65 
820 .85 .98 1.06 CR-1262 6200 2.40 2.76 
900 .90 ", 1.04 1.13 *CR·06268 6800 2.65 3.05 
910 .90 1.04 1.13 *CR-06275 7500 2.80 3.22 

1000 1.00 1.15 1.25 *CR-0628O 8000 2.80 3.22 
1100 1.00 1.15 1.25 *CR-06282 8200 3.00 3.45 
1200 1.15 1.32 1.44 *CR-06290 9000 3.00 3.45 
1300 1.15 1.32 1.44 .359" MAX. THICKNESS 
1500 1.26 1.44 1.56 

CR-1268 6800 265 3.05 1600 1.25 1.44 1.56 
1800 1.25 1.44 1.56 CR·1275 7500 2.80 3.22 
2000 135 1.55 1.69 CR-l280 8000 2.80 3.22 
2200 136 1.55 1.69 CR-l282 8200 3.00 3.45 
2400 1.60 1.84 2.00 CR-l290 9000 3.00 3.45 
2500 1.60 1.84 2.00 CR-ll10 10000 3.50 4.03 
2700 1.80 2.07 2.25 *CR.06112 12000 4.26 " 4.89 
3000 1.90 2.19 2.38 *CR-06115 15000 5.00 5.75 
3300 1.90 2.19 2.38 " *CR,06116 16000 5.00 6.75 
3600 2.00 2.30 2.50 NOTE: *Voltage Rating 300 W.V.D.C. 

K 
±IO% 

.75 

.75 

.75 

.75 

.81 

.81 

.81 

.81 
1.04 
1.05 
1.10 
1.10 
1.27 
1.27 
1.38 

1.10 
1.27 
1.27 
1.54 
1.76 
2.00 
2.20 

F 
±I% 

2.50 
2.50 
2.63 
2.63 
2.69 
2.69 
2.81 
2.90 
3.00 
3.31 
3.50 
3.50 
3.75 
3.75 

3.31 
3.50 
3.50 
3.75 
3.75 
4.38 
6.31 
6.25 
6.26 
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SECTION 1500 

SANGAMO Electric Company S~ij~~\\D 
capacitors Springfield, Illinois 'llIIUa~ 

TYPE CR HIGH VOLTAGE (Silvered MicaJ continued 

1000 W.V.D.C. , 

Capacltan •• 
j Catalog pf 

Number (mmf) ±50/ o 

CR·2212 1200 $130 
CR·2215 1500 1.50 
CR·2218 1800 1.60 
CR·2220 2000 1.70 
CR·2222 2200 1.90 

. CR·2227 2700 2.10 
CR·2223 3000 2.30 
CR·2283 3300 2.40 
CR·2236 3600 2.70 
CR·2242 4200 3.00 

tCR·2251 5100 3.40 
tCR·2262 6200 4.30 
tCR·2268 6800 4.60 
tCR.2274 7400 4.90 

1500 W.V.D.C. 
CR·3368 680 1.50 
CR·3375 750 1.50 
CR·3382 820 1.70 
CR·3391 910 1.80 
CR·3210 1000 1.80 

. CR·3212 1200 2.20 
CR·3215 1500 2.60 
CR·3218 1800 2.90 
CR·3220 2000 3.20 
CR·S222 2200 3.40 
CR·3224 2400 3.60 

tCR·3227 2700 4.00 
tCR.3223 3000 4.40 
tCR.3233 3300 460 
tCR.3236 3600 4.80 
tCR.3242 4200 5.00 

2000 W.V.D.C. 
CR·4343 430 1.25 
CR·4347 470 1.25 
CR·4350 500 1.35 
CR·4351 510 1.35 
CR·4356 560 1.44 
CR·4352 620 1.53 
CR·4368 680 1.87 
CR·4375 750 1.87 
CR·4382 820 2.12 
CR·4391 910 2.25 
CR·4210 1000 2.25 
CR·4211 1100 2.37 
CR·4212 1200 2.76 
CR·4213 1300 2.87 
CR·4215 1500 3.25 

tCR·4216 1600 3.25 
tCR.4218 1800 3.62 
tCR·4220 2000 4.00 
tCR·4222 2200 4.25 
tCR·4224 2400 4.50 

NOTE: tTemperature ratmg 85·C 

Type H 
MICA 

Page 528 • The MASTER - 26th Edition 

List Pri •• 
Tolerance. 

G 
±2% 

$150 
1.73 
1.84 
1.96 
2.19 
2.42 
2.65 
2.76 
3.10 
3.45 
3.91 
4.95 
5.29 
5.64 

1.73 
1.73 
1.96 
2.07 
2.07 
2.53 
2.99 
3.34 
3.68 
3.91 
4.14 
4.60 
5.06 
5.29 
5.52 
5.75 

1.44 
1.44 
1.55 
1.55 
1.66 
1.76 
2.16 
2.16 
2.45 
2.57 
2.57 
2.74 
3.16 
331 
3.73 
3.73 
4.17 
4.57 
4.90 
5.16 

(l2S·C) 

F Catalog 
±I% Number 

$,1.68 CR.5824 
1.88 CR·5325 
2.00 CR·5327 
2.18 CR·5380 
2.38 CR·5838 
2.63 CR·5386 
2.88 CR·5339 
3.00 CR·5343 
3.38 CR·5347 
3.75 CR·5350 
4.25 CR.5351 
538 CR·5356 
5.75 CR·5362 
6.13 CR·5368 

CR·5375 
CR·5382 

1.88 CR.5391 
1.88 CR·5210 
213 CR·5211 
2.25 CR·5212 
2.25 CR·5214 
2.75 tCR·5215 
3.25 
3.63 
4.00 
4.25 
4.50 
5.00 tCR·5312 
5.50 teR.6315 
5.75 tCR.6316 
6.00 tCR.6318 
6.25 tCR.6320 

tCR.6324 
tCR·6325 

1.56 tCR.6327 
1.56 tCR·6330 
1.69 tCR·6333 
1.69 tCR.6336 
1.80 tCR·6339 
1.91 tCR.6343 
2.35 tCR·6347 
2.35 tCR·6350 
2.66 tCR·6351 
2.81 tCR.6356 
2.81 tCR.6362 
2.97 tCR.6368 
344 tCR.6375 
3.59 tCR·6382 
4.06 tCR.6391 
4.06 tCR.6210 
4.54 tCR.5211 
5.00 tCR.6212 
530 tCR.6213 
5.63 tCR.6214 

\----2.250'----1 
1..o~o 

2500 W.V.D.C. 

Capacltanc. 
pf 

(mmf) 

240 
250 
270 
800 
330 
360 
390 
430 
470 
500 
510 
560 
620 
680 
750 
820 
910 

1000 
1100 
1200 
1400 
1500 

120 
150 
160 
180 
200 
240 
250 
270 
300 
330 
360 
390 
430 
470 
500 
510 
560 
620 
680 
750 
820 
910 

1000 
1100 
1200 
1300 
1400 

J 
±5% 

$1.20 
1.20 
1.20 
1.30 
1.30 
1.50 
1.60 
1.60 
1.60 
1.70 
1.70 
1.80 
1.90 
2.10 
2.20 
2.80 
2.70 
2.80 
2.80 
3.00 
3.30 
3.70 

3000 W.V.D.C. 

.06ZMIN 

~39±.o20 
TYPE H THIN 
OR CM-45 

.433±.o20 
TYPE H THICK 
OR CM-50 

1.40 
1.40 
1.40 
1.45 
1.45 
1.50 
1.50 
1.50 
1.52 
1.52 
1.87 
2.00 
2.00 
2.00 
2.13 
2.13 
2.25 
2.37 
2.63 
2.76 
2.87 
3.37 
3.50 
3.50 
3.7~ 

4.12 
4.62 

1.750 

Trade Discount Applies -to list Prices Only 

List Price 
Toleranee 

G F 
±2% ±I% 

$1.38 $1.50 
1.38 1.50 
1.38 1.50 
1.50 1.63 
1.50 1.63 
1.73 1.88 
1.84 2.00 
1.84 2.00 
1.84 2.00 
1.96 2.13 
1.96 2.13 
2.07 2.25 
2.19 2.38 
2.42 2.63 
2.53 2.75 
2.65 2.88 
3.10 3.38 
3.22 3.50 
3.22 3.50 
3.45 3.75 
3.80 4.13 
4.20 4.63 

1.61 1.72 
1.61 1.72 
1.61 1.72 
1.67 1.81 
1.67 1.81 
1.72 1.87 
1.72 1.87 
1.72 1;87 
1.87 204 
1.87 204 
216 2.35 
2.30 2.50 
2.30 2.50 
2.30 2.50 
2.45 2.66 
2.45 2.66 
2.57 2.81 
2.74 298 
303 3.30 
3.15 3.44 
3.32 3.60 
3.87 4.23 
4.01 4.37 
4.01 4.37 
4.32 4.70 
4.75 5.15 
525 5.80 
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SECTION 1500 

S\\ij~~\\D SANGAMO Electric Company 
Illll«a~ capacitors Springfield,ll/inois 

TYPE H-Mica Capacitor (continued) 
Catalog 
Number 

Capacitance 
Mf 

600 W.V.D.C. 

List 
Price 

HT-1450 .00005 $120 
HT-1310 .0001 1.20 
HT -1320 .0002 1.20 
HT-1325 .00025 1.20 
HT -1330 .0003 1.20 
HT-1340 .0004 1.20 
HT-1350 .0005 1.20 
HT-1210 .001 1.20 
HT-1215 .0015 1.20 
HT-1220 .002 130 

Catalog 
Number 

HT-2215 
HT-2220 
HT-2225 
HT-2230 
HT-2240 
HT-2250 
HT-2260 
HT-2280 

*HK-2110 
*HK-2116 

HT-1225 .0025 130 HT-5450 
HT-1230 .oos 1.45 HT-5310 
HT-1240 .004 1.50 HT-5320 
HT-12S0 .005 1.55 HT-5325 
HT-1260 .006 1.80 HT-5330 
HT-1270 .007 1.85 HT-5340 
HT-1280 .008 1.90 HT-5350 
HT-l110 .01 2.15 HT-5210 
HT-1116 .016 2.65 HT-5215 

'HK-1120 .02 3.05 HT-5220 
*HK-1125 .025 3.60 HT-5230 
_*'-CH:..:K.:.-..:lc..:l.::.30:....... ____ ---'-___ -".03=-=-____ -'-____ 4.:....::45:....... __ -I*HK-5NO 

1200 W.V.D.C. *HK-5250 
---------.,----------,----------I*HK-5255 

Capacitance 
Mf 

.0015 

.002 

.0025 

.003 

.004 

.005 

.006 

.008 

.01 

.016 

2500 W.V.D.C. 
.00005 
.0001 
.0002 
.00025 
.0003 
.0004 
.0005 
.001 
.0015 
.002 
.003 
.004 
.005 
.0055 

NOTE-*.433 inches thick. 

List 
Price 

$2.30 
2.40 
2.80 
3.05 
3.05 
3.30 
3.S0 
3.85 
5.10 
11.70 

1.90 
1.90 
1.90 
2.20 
2.25 
2.30 
2.40 
2.80 
3.55 
4.15 
4.90 
5.65 
6.40 
6.90 

HT-2450 
HT-2310 
HT-2320 
HT-2325 
HT-2330 
HT-2340 
HT-2350 
HT-2210 

.00005 

.0001 

.0002 

.00025 

.0003 

.0004 

.0005 

.001 

1.60 
1.60 
1.60 
1.60 
1.60 
1.60 
1.60 
1.80 

NOTE-For meter mounting bracket add letter "E" to type desig­
nation. (Example: HTE-1450). Add $.20 to List Price and 
specify case size. 

Catalog 

I Number 

600 
AT-1450 
AT-1310 
AT-1315 
AT-1320 
AT-1325 
AT-1350 
AT-1210 
AT-1220 
AT-1225 
AT-1230 
AT-1240 
AT-1250 
AT-1260 
AT-1280 
AT-lll0 
AT-1115 
AT-112O 
AT-1125 
AT-1130 

*AK-1140 
*AK-1150 
*AK-1160 

AK-1170 

© U.c.P., Inc. 

6-32NC-2B 
2 HOLES 

.260R 
•. 010 

Capacitance I Mf 

W.V.D.C. 
.00005 
.0001 
.00015 

I 

.0002 

.00025 

.0005 

.001 

.002 

.0025 

.003 

.004 

.005 

.006 

.008 

.01 

.015 

.02 

.025 

.OS 

.04 

. 05 

.06 

.07 

List 
Price 

$1.45 
1.45 
1.45 
1.45 
1.45 
1.45 
1.45 
1.65 
1.70 
1.85 
2.00 
2.10 
2.20 
2.45 
2.80 
3.05 
3.55 
4.35 
4.55 
585 
7.10 
805 
9.00 

NOTE-8tandard tolerance ±10%. B Characteristic unless o.ther­
wise specified. 

NOTE-For 5% Tolerance add 10% to list prices. 
For 2% Tolerance add 50% to list price. 

Type A 
.468 TYPE A THIN OR CM-55 

.750 TYPE A THICK OR CM-GO MICA 
.003 MIN 

Catalog I Capacitance I List Catalog 

I 
Capacitance 

I List 
Number Mf Price Number Mf Price 

1200 W.V.D.C. 2500 W.V.D.C. 
AT-2450 .00005 $1.60 AT-5450 .00005 $1.90 
AT-2310 .0001 1.60 AT-5310 .0001 1.90 
AT-2315 .00015 1.60 AT-5325 .00025 2.15 
AT-232O .0002 1.60 AT-5350 .0005 2.55 
AT-2325 .00025 1.60 AT-5210 .001 2.90 
AT-2350 .0005 1.60 
AT-22l0 .001 1.90 

AT-5220 .002 4.25 

AT-2220 .002 2.50 AT-5225 .0025 460 

AT-2225 .0025 2.80 AT-5230 .003 5.10 

AT-2230 .003 2.95 AT-5240 .004 5.65 
AT-2240 .004 3.10 AT-5250 .005 6.20 
AT-2250 .005 3.S0 AT-5270 .007 6.35 
AT-2260 .006 3.45 *AK-5280 .008 6.85 
AT-2280 .008 4.10 *AK-5110 .01 7.30 
AT-2110 .01 4.70 *AK-5116 .016 8.05 
AT-2l15 .015 5.80 
AT-2118 .018 6.50 NOTE-*indicates .750 overall thickness. 

*AK-212O .02 7.05 NOTE-Standard To·lerance ±10%. B charac-
*AK-2125 .025 7.90 teristic unless otherwise specified. 

*AK-2130 .03 8.10 NOTE-For 5% Tolerance add 10% to list 
*AK-2140 .04 9.00 price. 

50% list For 2% Tolerance add to NOTE-If .144 inch clearance holes are de- price . 
sired, designate by adding letter "A" 
to Type Number. (Example: AAT- NOTE-Stand-off insulators are available if 
1450). desired. Add $.20 to List Price. 
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SECTION 1500 

SANGAMO flectric Company St\U~~\\D 
capacitors Springfield, Illinois Illllaa~ 

Type E MICA 
Catalog Capa.ltan •• List 
Number Mf WVDC Prl •• 

E·1246 .00005 12500 $1S.00 
E·1231 .0001 12500 1S.00 
E·12325 .00025 12500 1S.00 
E·1235 .0005 12500 1S.00 
E·1221 .001 12500 1S.00 
E·12215 .0015 12500 21.00 
E·1222 .002 12500 25.00 
E·1022 .002 10000 26.00 
E·1023 .OOS 10000 27.00 
E·1024 .004 10000 29.00 
E·1025 .005 10000 32.40 
E·721 .001 7000 16.10 
E·722 .002 7000 21.00 
E-723 .OOS 7000 23.00 
E-711 .01 7000 34.00 
E-S524 .004 3500 21.00 
E-3525 .005 3500 21.30 
E·S511 .01 3500 32.40 
E-S512 .02 3500 32.40 

NOTE-Available in ±2O% tolerance only. This type capacitor 
specifically designed for amateur use only. Not recom· 
mended for commercial applications. 

E-3515 .05 3500 37.60 
E-215 .05 2000 32.20 
E-201 .1 2000 37.60 

Types F1- F2. MICA Type F3 

TYP'E FI 

P.ak 
Catalog Capa.ltan •• Working 
Numb •• Mf Voltag. 

List 

Types Fl, F2, and F3 capacitors, th~ 
sma.11est of the Sangamo line of trans­
mitting types, possess a range of. vo,ltage 
and current ratings suitable for many 
applications. They are housed in low loss 
molded bakelite cases. The mica and fon 
sections are permanently clamped, vacuum 
impregnated, and instilled in the case in 
such a manner as to provide stable char­
acteristics and adequate moisture proofing. 

TYPE F2 

P.ak 
Catalog Capa.ltan •• Working List Catalog 

Price Numbe. Mf Voltag. Prl •• Number 

P.ak 
Capacitanee Working List 

Mf Voltag. Prl •• 

F1-331 .0001 3000 $12.60 F2-531 .0001 5000 $17.30 FS-S325 .00025 SOOO $35.25 
F1-332 .0002 3000 12.60 F2-5325 .00025 5000 1'7.30 F3·8S5 .0005 8000 35.25 
F1-3325 .00025 3000 12.60 F2-535 .0005 5000 17.30 F3-821 .001 SOOO 39.25 
F1-335 .0005 SOOO 12.60 F2-536 .0006 5000 17.30 F3-822 .002 SOOO S9.25 
F1·S21 .001 3000 12.60 F2-521 .001 5000 17.30 FS-S25 .005 SOOO 48.60 
F1-S22 .002 SOOO 12.60 F2-522 .002 5000 17.S0 FS-S11 .01 SOOO 55.20 
F1-223 .OOS 2000 12.60 F2·523 .003 5000 17.S0 FS-415 .05 4000 61.S5 
F1-224 .004 2000 12.60 F2-S25 .005 SOOO 17.30 F3-201 .1 2000 4S.60 
F1-225 .005 2000 12.60 F2-326 .006 SOOO 17.30 F3-06025 .25 600 44.60 
F1-226 .006 2000 12.60 F2-211 .01 2000 17.30 F3-0605 .5 600 52.55 
F1-1528 .OOS 1500 12.110 F2-212 .02 2000 17.30 F3·0410 1.0 400 S1.85 
F1-111 .01 1000 12.60 F2·1515 .05 1500 17.30 NOTE-8tandard tolerance ±5%. 
F1-112 .02 1000 14.30 F2-0501 .1 500 19.20 NOTE-B Characteristic only in stock. 
F1-0215 .05 250 14.30 F2.0202 .2 250 25.25 NOTE-For ±2% tolerance, add 20% to 
F1·0201 .1 250 15.10 F2-02025 .25 250 27.90 List Price. 
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Catelog 
Number 

G1·641 
G1·645 
G1·631 
G1·632 
G1·634 
G1·635 
Gl·621 
Gl·6215 
Gl·622 
G1·623 
Gl·624 
Gl·625 
Gl·526 
Gl·511 
G1·4115 
G1·312 

SECTION 1500 

St\\l~~\\D SANGAMO Electric Company 
UllUUl'l ca pacitors Springfield, II/inois 

Types G1-Gl-G3 -G4-GS MICA 

Type G ceramic cased capacitors are intended for 
service where high voltage and R.F. current ratings are 
required, such as in commercial transmitting or induction 
heating applications. All possible steps are taken in 
design and manufacturing operations to insure perma­
nence of quality. Terminal plates are designed to permit 
any usual connecting or mounting practices. Case sizes 
are in accordance with Mil-C-5B specification covering 
type CM75, 80, 85, 90 and 95. For additional engineering 
information write for Bulletin TS-l06. 

TYPE G MICA CAPACITOR 
DIMENSIONS· INCHES 

Type A B C D E F 
--------------

G1 3Y4 3U 2U Y4 2Y2 17/64 

G2 4Y4 5 . 3Y2 Y4 3 .272 

G3 5% 6Y2 5 % 4 .377 

G4 5% 6Y2 5 % 5% .377 

G5 8 9 6% Y2 • 10 13/32 

NOTE: Standard tolerance all Type G 
Capacitors ±50/0, B characteristic. 

TYPE Gl TYPE G2 
Peak Peak 

Capacitance Working List Catalog Capacitance Working 
Mf. Voltage Price Number Mf. Voltage 

.00001 6000 $ 35.45 G2·1031 .0001 10000 

.00005 6000 38.20 G2·10315 .00015 10000 

.0001 6000 40.60 G2·1032 .0002 10000 
.0002 6000 40.60 G2·10325 .00025 10000 
.0004 6000 44.35 G2·1035 .0005 10000 
.0005 6000 46 65 G2.1021 .001 10000 
.001 6000 4665 G2·10212 .0012 10000 
.0015 6000 48.90 G2·10215 .0015 10000 
.002 6000 48.90 G2.1022 .002 10000 
.003 6000 50.60 G2·823 .003 8000 
.004 6000 50.60 G2·824 .004 8000 
.005 6000 50.60 G2·525 .005 5000 
.006 5000 51.45 G2·526 .006 5000 
.01 5000 51.45 G2·511 .01 5000 
.015 4000 51,45 G2·4115 .015 4<000 
.02 3000 51,45 G2·312 .• 02 3000 

TYPE G4 
Peak 

Catelog Capacitance Working List Catelog 
Number Mf. Voltage Pri •• Number 

G4·3043 .00003 30000 $167.90 G5.5045 
G4·3045 .00005 30000 167.90 

G5·3531 G4·3031 .0001 30000 210.30 
G4·30315 .00015 30000 210.30 G5·35325 
G4·30325 .00025 30000 221.16 
G4·3035 .0005 30000 221.16 G5·3534 
G4·3038 .0008 30000 221.16 

G5·3535 G4·3021 .001 30000 229.10 
G4·25215 .0015 25000 229.10 G5·3521 
G4·2022 .002 20000 229.10 
G4·2023 .003 20000 229.10 G5·3022 
G4·2024 .004 20000 234.35 G5·30225 G4·1525 .005 15000 242.00 
G4·2025 .005 20000 238.00 G5·3023 
G4·1526 .006 15000 252.25 
G4·1228 .008 12000 26000 G5·2525 
G4.1011 .01 10000 272.44 G5·2026 G4.612 .02 6000 272.44 
G4·514 .04 5000 272.44 G5·1511 

TYPES G I. G2. G3. G4 and G5 

TYPE G3 
Peak 

List Catalog Capacitance Working List 
Price Number Mf. Voltage Price 

$ 65.55 G3·2045 .00005 20000 $110.90 
65.55 G3·2031 .0001 20000 121.00 
65.55 G3·2032 .0002 20000 131.10 

65.55 G3·20325 .00025 20000 131.10 
G3·2033 .0003 20000 131.10 

65.55 G3·2035 .0005 20000 137.15 
65.55 G3·2038 .0008 20000 137.15 
65.55 G3·2021 .001 20000 141.15 
65.55 G3·15215 .0015 15000 143.20 
65.55 G3·1522 .002 15000 143.20 
65.55 G3·1523 .003 15000 151.25 
65.55 G3·1524 .004 15000 151.25 

G3·1025 .005 10000 151.25 65.55 G3·1026 .006 10000 151.25 
69.15 G3·1028 .008 10000 151.25 
69.15 G3·1011 .01 10000 151.25 
69.15 G3·512 .02 5000 151.25 
69.15 G3·313 .03 3000 151.25 

TYPE G5 
Peak 

Capacitance Working List 
Mf. Voltag. Price 

.00005 50000 $443.00 

.0001 35000 484.00 

.00025 35000 504.00 

.0004 35000 504.00 

.0005 35000 ~44.00 

.001 35000 561.00 

.002 30000 538.00 

.0025 30000 548.00, 

.003 30000 568.00 

.005 25000 568.00 

.006 20000 568.00 

.01 15000 568.00 
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SECTION 1500 

SANGAMO Electric Compony S\\\.I~~\\D 
ca pacitors Springfield, Illinois IllllUUl'l 

Type M BUTTON® CAPACITORS ISilveredMicaJ 

M63 M23 M72 

Small and light in weight SANGAMO Type M 
Silvered. Mica Button Capacitors are designed par­
ticularly for application in high frequency circuits. 
Their high "Q" is indicative of their low loss. These 
units meet all requirements for V.H.F. and U.H.F. 
applications and are constructed to be electrically 
and mechanically stable. 

The silver plated case design performs the dual 
purpose of shielding and being the low potential 
terminal.. The high potential tenninal through the 
center of the Capacitor allows 360 degrees electrical 

MIOO 

MHC519 MIOO 

current distribution, resulting in extremely low 
series inductance and more efficient performance in 
high frequency applications. 

All units are normally furnished in characteristio 
"E" and in 500 working volts D.C. Case sizes are 
in accordance with Mil-C-l0950B as general types 
CBll, CB21, CB75 and CB76. The types MHC are 
hennetically sealed and will far exceed the environ­
mental requirements of lVIil-C-l0950B. For more 
complete engineering information write for Catalog 
2311A. 

.232 
±Ill 5 .200±.0IO 

.075±.o15 FOR 10 THRU GOO MMF. 
;,095±,p15 FOR 601 THRU 1000 MMF. 
.120±J)15 FOR 1001 THRU 1500 MMF. 
.140±.o15 FOR 1501 THRU 2000 MMF. 

M63 

.062 

.093±.OIO 

.020±1l04 
MHC519 

Catalog 
Number 

M·415K 
M·415J 
M·425K 
M·425J 
M·450K 
M·450J 
M·310K 
M·310J 
M·315K 
M-315J 
M·32QK 
M·320J 
M·325K 

~ 
TERMINAl. SLOTS 
.040 X .093 1200 

±5' 
P75±SJ15 FOR 10 THRU SOO MMF. 
.095tJ)15 FOR 601 THRU 1000 MMF. 
.[20WIS FOR 1001 TIiRU 1500 MMF. 
J40±lll5 FOR 1501 Tlf<U 2000MM~ 

M23 

Capacitance 
Pf Capacitance 

(Mmf) Tolerance 

15 10% 
15 5% 
25 10% 
25 5% 
50 10% 
50 5% 

100 10% 
100 6% 
150 10% 
150 5% 
200 10% 
200 5% 
250 10% 
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List Prlce-Catalog Number List Prlce-Catalog Number 
Capacitance 

M23. M63 Catalog Pf Capacitance M23. M63 
M72 MIOO MHC519 Number (Mmf) Tolerance M72 MIOO MHC519 

1.65 1.55 6.55 M·325J 250 5% 2.10 2.00 7.00 
2.10 2.00 7.95 M·330K 300 10% 1.80 1.65 6.65 
1.65 1.55 6.55 M·330J 300 5% 2.15 2.05 7.25 
2.10 2.00 7.95 M·34OK 400 10% 1.90 1.80 6.90 
1.65 1.55 6.55 M·34OJ 400 5% 2.30 2.20 7.45 
2.10 2.00 7.95 M·350K 500 10% 2.00 1.90 7.10 
1.65 1.55 6.55 M·350J 600 5% 2.45 2.35 7.75 
2.10 2.00 7.00 M·375K 750 10% 2.85 2.80 7.60 
1.65 1.65 6.55 M·375J 750 5% 3.55 3.40 8.35 
2.10 2.00 7.00 M-210K 1000 10% 3.35 3.20 8.00 
1.65 1.55 6.55 M-210J 1000 5% 4.20 4.00 8.80 
2.10 2.00 7.00 NOTE: For complete Catalog Number add Type Designation. 
1.65 1.55 6.55 Example: M23 415K. 

Trade Discount Applies to List Prices Only © U.C.P., Inc. 
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Catalog 
Number 

SBA1KOll02M 
SBA1KOl162M 
SBA1K01222M 
SBA 1 K01332M 
SBA 1 K01472M 
SBA1K01682M 
SBA1KOll03M 
SBA1K01153M 
SBA1K01223M 
SBA1K01333M 
SBA1K01473M 
SBA1K01683M 
SBA 1 KOll04M 
SBA1KOl154M 
SBA 1 KOl224M 
SBA 1 K01334M 
SBA 1 K01474M 
SBA 1 K01684M 
SBA1K01105M 
SBA 1 K02102M 
SBA1K02152M 
SBA1K02222M 
SBA1K02332M 
SBA 1 K02472M 
SBA1K02682M 
SBA1K02103M 
SBA1K02153M 
SBA1K02223M 
SBA1K02333M 
SBA1K02473M 
SBA1K02683M 
S BA 1 K021 04M 
SBA1K02154M 
SBA1K02224M 
SBA 1 K02334M 
SBA1K02474M 
SBA1K02684M 
SBA1K02105M 
SBA1K04102M 
SBA1K04152M 
SBA 1 K04222M 
S6A1K04332M 
SBA1K04472M 
SBA1K04682M 
SBA1K04103M 
SBA1K04153M 
SBA1K04223M 
SBA 1 K04333M 
SBA1K04473M 
SBA1K04683M 
SBA 1 K04104M 
SBA1K04154M 
SBA1K04224M 
SBA1K04334M 
SBA 1 K04474M 

© U.C.P., Inc. 

I capa;;:an.el 

Working 

I Voltage 
D.C. 

Type S Subminiafure hermefically sealed 
mefal fubular paper dielecfric capacifors 

SANGAMO Types SBA and SDA are designed to meet the demands for 
a subminiaturized, high quality, hermetically sealed paper tubular capacitor. 
These units are encased in brass tubular cases finished with a high tin content 
alloy. Hermetic sealing is accomplished by using glass-to-metal, solder-seal 
terminals. The impregnant used in the Type SBA and Type SDA is Etherm­
an impregnating oil of high thermal stability and superior electrical character­
istics over the temperature range of -55°C to +125°C. Both types are sup­
plied with the case floating (circuit 0--1 1-0) and without an insulating 
sleeve. The Type S capacitor is available in many other designs. For m?re 
detailed information write for Catalog 2421 or Catalog 2422 type SM, Hlgh 
Reliability. Case sizes are in accordance with Mil-C-25-C specifi.cation, types 
C'P04 and CPOS. 

I 
Working 

Diameter t L.ngth List Catalog Capacitance Voltage Diameter Length List 
In Inches In Inch •• Prlc. Number Mf D.C. In Inches In Inch •• Prl •• 

TYPE SBA (Inserted Tab) S BA 1 K04684M .68 400 .760 2Ys 4.60 
SBA 1 K04105M 1.0 400 1.0 l¥s 5.00 

.001 100 .235 % $2.60 SBA1K06102M .001 600 .235 % 2.80 

.0015 100 .235 % 2.60 SBA1K06162M .0015 600 .235 % 2.80 

.0022 100 .235 % 2.60 SBA1K06222M .0022 600 .235 % 2.80 

.0033 100 .235 % 2.60 SBA 1 K06332M .0033 600 .235 % 2.85 

.0047 100 .235 % 2.60 SBA 1 K06472M .0047 600 .235 % 2.85 

.0068 100 .235 % 2.60 SBA1K06682M .0068 600 .235 % 2.85 

.01 100 .235 % 2.65 SBA1K06103M .01 600 .312 % 2.95 

.015 100 .235 % 2.65 SBA1K06153M .015 600 .312 ¥a 3.00 

.022 100 .235 % 2.65 SBA1K06223M .022 600 .312 % 3.00 

.033 100 .235 % 2.70 SBA1K06333M .033 600 .400 % 3.10 

.047 100 .312 ¥s 2.80 SBA1K06473M .047 600 .400 1Ys 3.15 

.068 100 .312 % 2.85 SBA1K06683M .068 600 .400 1% 3.30 

.1 100 .312 % 2.90 SBA 1 K06104M .1 600 .562 1Ys 3.50 

.15 100 .400 % 2.95 SBA 1 K06154M .15 600. .562 1% 3.60 

.22 100 .400 lYa 3.00 SBA 1 K06224M .22 600 .562 1% 3.90 

.33 100 .400 1% 3.10 S BA 1 K06334M .33 600 .670 1% 4.30 

.47 100 .562 1Ya 3.35 SBA 1 K06474M .47 600 .750 2Ys 4.60 

.68 100 .562 1% 3.55 S BA 1 K06684M .68 600 1.0 1% 4.80 
1.0 100 .562 1% 3.80 

TYPE SDA (Extended Foil) .001 200 .235 % 2.70 
.0015 200 .235 % 2.70 SDA1KOll02M .001 100 .235 % 2.70 
.0022 200 .235 % 2.70 SDA1K01152M .0015 100 .235 % 2.70 
.0033 200 .235 % 2.75 SDA1KOl222M .0022 100 .235 % 2.70 
.0047 200 .235 % 2.75 SDA 1 K01332M .0033 100 .235 % 2.75 
.0068 200 .235 % 2.75 SDA1K01472M .0047 100 .235 % 2.75 
.01 200 .235 % 2.75 SDA1K01682M .0068 100 .235 % 2.75 
.015 200 .235 % 2.75 SDA1KOll03M .01 100 .235 % 2.80 
.022 200 .235 % 2.75 SDA1K01153M .015 100 .235 % 2.85 
.033 200 .312 % 2.85 SDA 1 KOl223M .022 100 .312 % 2.96 
.047 200 .312 ¥s 2.95 SDA1K01333M .033 100 .312 % 2.96 
.068 200 .312 % 2.95 SDA 1 K01473M .047 100 .312 % 3.00 
.1 200 .400 % 3.00 S.DA1K01683M .068 100 .400 % 3.00 
.15 200 .400 1Ys 3.05 SDA1K01104M .1 100 .400 % 3.05 
.22 200 .400 1% 3.20 SDA1K01154M .15 100 .400 1Ys 3.10 
.33 200 .562 lYs 3.40 SDA 1 KOl224M .22 100 .400 1% 3.25 
.47 200 .562 1% 3.65 SDA 1 K01334M .33 100 .562 lYa 3.46 
.68 200 .562 1% 3.85 SDA 1 K01474M .47 100 .562 1% 3.70 

1.0 200 1.0 1% 4.20 SDA1K01684M .68 100 .562 1% 3.85 
.001 400 .235 % 2.80 SDA1K01105M 1.0 100 .670 1% 4.30 
.0015 400 .235 % 2.80 SDA1K02102M .001 200 .235 % 2.80 
.0022 400 .235 % 2.80 SDA1K02152M .0015 200 .235 % 2.80 
.0033 400 .235 % 2.80 SIj>A1K02222M .0022 200 .235 % 2.80 
.0047 400 .235 % 2.80 SDA1K02332M .0033 200 .235 % 2.85 
.0068 400 .236 % 2.80 SDA1K02472M .0047 200 .235 % 2.85 
.01 400 .235 % 2.85 SDA 1 K02682M .0068 200 .235 % 2.85 
.015 400 .312 % 2.95 SDA1K02103M .01 200 .312 % 2.95 
.022 400 .312 % 2.95 SDA1K02153M .015 200 .312 % 3.00 

·.033 400 .312 % 3.00 SDA1K02223M .022 200 .312 % 3.00 
.047 400 .400 % 3.05 SDA 1 K02333M .033 200 .312 % 3.05 

1.068 400 .400 1Ys 3.15 SDA1K02473M .047 200 .400 % 3.10 
.1 400 .400 1% 3.25 SDA1K02683M .068 200 .400 % 3.16 
.15 400 .562 1Ys 3.40 SDA1K02104M .1 200 .400 1Ys 3.15 
.22 400 .562 1% 3.65 SDA 1 K02154M .15 200 .400 1% 330 
.33 400 .562 1% 3.80 S DA 1 K02224M .22 200 .562 1Ys 3.60 
.47 400 .670 Ws 4.20 SDA1K02334M .33 200 .562 1% 3.75 
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Type S (continued) 
Working Working 

Catalog Capacitance Volta.e Diameter Length List Catalog Capa.ltan.e Volta.e Diameter Length Li.t 
Number Mf D.C. In In.he. In In.he. Pri.e Number Mf D.C. In Inches In Inches Pries 

SDA1K02474M .47 200 .662 1% 3.95 SDA1K06152M .0016 600 .235 % 2.95 
SDA 1 K02684M .68 200 .670 1% 4.30 SDA1K06222M .0022 600 .235 % 2.95 
SDA1K02105M 1.0 200 .750 2Ys 4.50 SDA 1 K06332M .0033 600 .312 % 3.00 
SDA 1 K04102M .001 400 .235 % 2.90 SDA 1 K06472M .0047 600 .312 % 3.05 
SDA1K04152M .0015 400 .235 % 2.90 SDA 1 K06682M .0068 600 .312 % 3.10 
SDA1K04222M .0022 400 .235 % 2.90 SDA1K06103M .01 600 .312 % 3.10 
SDA 1 K04332M .0033 400 .235 % 2.95 SDA 1 K06153M .015 600 .400 % 8.20 
SDA1K04472M .0047 400 .812 % 3.00 SDA1K06223M .022 600 .400 % 3.25 
SDA 1 K04682M .0068 400 .312 % 8.10 SDA1K06338M .033 600 .400 Ws 8.25 
SDA1K04103M .01 400 .312 % 3.10 SDA1K0647SM .047 600 .400 1% 3.40 
SDA1K04158M .015 400 .312 % 8.10 SDAl K06683M .068 600 .662 Ws 3.60 
SDA1K04223M .022 400 .400 % 3.15 SDA1K06104M .1 600 .562 f% 8.75 
SDA1K04383M .033 400 .400 ¥s 3.20 SDA1K06154M .15 600 .562 1% 4.00 
SDA1K04473M .047 400 .400 Ws 3.25 SDA1K06224M .22 600 .670 1% 4.40 
SDA1K04683M .068 400 .400 1% 335 S DA 1 K06334M .33 600 .750 2Ys 4.60 
SDA1K04104M .1 400 .562 Ws 3.50 SDA 1 K06474M .47 600 .750 2% 4.90 
SDA 1 K04154M .15 400 .562 1% 375 NOTE-Standard tolerance 20% (M). For 10% tolerance, no extra 
SDA 1 K04224M .22 400 .562 1% 3.90 
SDA1K04334M .33 400 .670 1% 4.30 

charge. Change last letter of catalog number to K. 

S DA 1 K04474M .47 400 .750 2Ys 4.55 NOTE-If insulating sleeve is required, add 5% 
SDA 1 K06102M .001 600 .235 % 2.90 change catalog number to SBB or SDB. 

Type 33 
MOLDED PAPER TUBULAR CAPACITORS 

The SANGAMO "Telechief" is molded in 
Bumiditite to provide more stable capacitance values, 
unsurpassed moisture resistance, excellent seal and 
operation up to +125°0 without derating. Small in 
physical size and rugged in construction, this tubular 
paper capacitor is especially adaptable to television, 
auto radio, AO-DO sets and other uses. The leads 
are firmly imbedded in the hard plastic. case and 
have been specially designed to resist breakage. The 
Type 33 assures operating dependability under ex­
tremes of heat, humidity and physical stress. 

Working 
Catalog Capa.itan.e Voltage 
Number Mf D.C. 

330221 .001 200 
380225 .005 200 
330211 .01 200 
330212 .02 200 
3302147 .047 200 
330215 .05 200 
330201 .1 200 
3302015 .15 200 
3302022 .22 200 
3302025 .25 200 
3302047 .47 200 
330205 .5 200 
330421 .001 400 
330425 .005 400 
3.30411 .01 400 
330412 .02 400 
.3804122 .022 400 
3304147 .047 400 
330415 .05 400 
3304168 .068 400 
380401 .1 400 
3304015 .15 400 
330402 .2 400 
3304022 .22 400 
3304025 .25 400 
830635 .0005 600 
830621 .001 600 
3306215 .0015 600 

NOTE-Standard Tolerances: 
.0005 Mf up to .001 Mf ±4O% 
.001 Mf up to .1 Mf ±20% 
.1 Mf and up ±10% 

Diameter Length Li.t 
In In.he. In In.he. Price 

~, 1 .25 
~, 1 .25 
% We .25 
% lYs .25 
~, W4 .25 
~, lY4 .25 
Y2 W2 .35 
11, 1% .35 
11, 2 .40 
% 2 .45 
% 2 .60 
% 2 .60 
~, 1 .25 
~, 1 .25 
% lYs .25 
~, It(, .25 
~, It(, .30 

'%2 W2 .30 
,%, 1V2 .30 
Y2 W2 .35 
11, 1% .35 
11, 2 .40 
% 2 .40 
% 2 .40 
% 2 .40 
~, 1 .25 
~, 1 .25 
~, 1 .25 

Catalog Capacitance 
Number Mf 

330622 .002 
3306222 .0022 
3306225 .0025 
380623 .003 
3306233 .0033 
330624 .004 
3306247 .0047 
330625 .005 
330626 .006 
3306268 .0068 
330628 .008 
330611 .01 
3306115 .015 
330612 .02 
3306122 .022 
3306125 .025 
330613 .03 
3306133 .033 
330614 .04 
3306147 .047 
330615 .05 
330616 .06 
3306168 .068 
330601 .1 
3306015 .15 
330602 .2 
3306022 .22 
3306025 .25 
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Working 
Voltage 

D.C. 

600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600' 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
600 
.600 
600 

Diameter 
In In.he. 

~, 

~, 

~6 
~, 

~, 

~6 
~, 

~, 

% 
% 
~, 

~, 

~, 

~, 

~, 

'%2 
'%2 
'%2 
Y2 
Y2 
Y2 
11, 
11, 
11, 
% 
% 
% 
% 

to list price and 

Length Li.t 
In In.he. Price 

1 .25 
1 .25 
1 .25 
1 .25 
1 .25 
1 .25 
1 .25 
1 .25 
We .25 
Ws .30 
It(, .30 
It(, .30 
It(, .30 
lY4 .30 
W4 .30 
W2 .35 
W2 .35 
W2 .35 
1V2 .35 
W2 .40 
lY2 .40 
1% .40 
1% .45 
2 .45 
2 .50 
2 .55 
2 .55 
2 .55 
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Types 40-41-42.-43 

Catalog 
Number 

4_06-1 
4_06-2 
4_06-4 
4_10-1 
4_10-2 

Types 
40 
42 

4_15-.25 
4_15-.5 
4_15-1 

Capacitance 
Mf 

1 
2 
4 
1 
2 

.25 

.5 
1 

Working I Diameter 
Volts D.C. In Inches 

TYPE 40·42 
600 1Y2 
600 1Y2 
600 1Y2 

1000 11/2 
1000 1~ 1500 112 
1500 1Y2 
1500 1Y2 

PAPER 

Types 
41 
43 

Length 
In Inche. 

Type I Typo 
40-41 42-43 

1~ 2 
2 8 2"Va 

!~ 
5V4 
2% 
5 

rn 2 
2~ 4 2 

Li.t 
Price 

$3.95 
4.60 
6.50 
4.50 
6.00 
4.85 
5.25 
6.10 

Sangamo Types 40, 41, 42, and 43 paper dielectric 
capacitors are ideal for use in high voltage filter appli­
cations. Enclosed in aluminum containers, they mount 
to the chassis by means of a %-16 threaded neck. In 
the type 40 and 42, one connection is provided by an 
insulated terminal and the other is provided by the 
case and washer with a solder lug. In the type 41 and 
43, both terminals are completely insulated from the 
case. Each of the 4 types is provided with mounting 
nut and lockwasher. The type 40 and 41 are impreg­
nated with Diaclor to provide an F characteristic. 
Types 42 and 43 are impregnated with mineral oil to 
provide an E characteristic. All units are designed in 
accordance with electrical characteristics of MiI-0-250. 

Length 
In Inches 

Catalog Capacltan •• I Working I Diameter Typ. 

I 
Type List 

Number Mf Volts D.C. In Inch., 40-41 42-43 Price 

TYPE 41·43 
4_06-1 1 600 1Y2 ~;t 2 4.70 
4_06-2 2 600 1Y2 27/s 5.40 
4_06-4 4 600 1Y2 ~ 5Y4 7.10 
4_10-1 1 1000 1Y2 2% 5.00 
4_10-2 2 1000 1Y2 3% 5 6.30 
4_15-.25 .25 1500 1Y2 rn 2 5.65 
4_15-.5 .5 1500 11/2 r~ 5.85 
4_15-1 1 1500 1Y2 6.30 

NOTE-Complete Catalog Number includes type designation. Example: 4206-1. NOTE-Standard Tolerance +20%, -10%. 

SANGAMO Type 50 paper dielectric capacito:rs are pri­
marily intended for bypass applications. They are non-induc­
tively wound, supplied in fractional capacitance values and 
will provide efficient and continuous operation in coupling 
and bypass circuits. These capacitors are impregnated with 
mineral oil and may be operated under severe humidity condi­
tions at temperatures between -55° and 85°0. All units are 
desigiLed in accordance with electrical characteristics of Mil-
0-25-0. 
Catalog I Capaeltance I L.ngth I Width I Height I Li,t Catalog 
Number Mf In Inche. In Inche. In Inche. Price Number 

600 W.V.D.C. 
5006-.05 .05 1'~. 1 ~ $2.90 5010-.05 
5006-.1 .1 11~. 1 2.95 5010-.1 
5006-.25 .25 1'~. 1 1% 3.10 5010-.25 
5006-.5 .5 1'~. 1 3.30 5010-.5 
5006-1 1.0 2 1% t~ 3.75 *5010-1 

*S006-2 2.0 2 2 1~ 5.00 5010-2x.OS 
5006-2x.05 .05-.05 1'~. 1 t: 3.65 S010-2x.1 
5006-2x.1 .1-.1 1'~. 1 3.70 6010-2x.25 
5OO6-2x.25 .25-.25 11~. 1 ~ 3.75 *5010-2x.5 
5006-2x.5 .5-.5 2 1% 4.30 5010-3x.1 

*5006-2x1 1.0-1.0 2 2 1~ 5.30 *5010 -3x.25 

Type SO 
PAPER 

I Capacitance I Length I Width I Height I List 
Mf In Inch •• In Inch.s In Inches Price 

1000 W.V.D.C. 
.05 1'~. 1 ~ 3.05 
.1 1'~. 1 3.15 
.25 1'~. 1 ~ 3.25 
.5 2 1% 3.55 

1.0 2 2 1~ 4.40 
.05-.0S 1'~. 1 % 3.85 
.1-.1 1'~. 1 % 4.00 

.25-.25 2 1% "Va 4.20 
.5-.5 2 2 1Ya 5.45 

.1-.1-.1 2 1% VI 4.60 
.25-.25-.25 2 2 1~ 5.50 

5OO6-3x.1 .1-.1-.1 1'~, 1 % 4.20 NOTE-Units supplied wit'h side terminals unless otherwise speci-
5006-3x.25 .25-.25-.25 2 1% VI 4.75 fled. 

*5006-3x.5 .5-.5-.5 2 2 1~ 575 NOTE-For top terminals add the letters "RT" following the 
NOTE-*For bottom or top terminal, case size becomes 2" x 2" catalog number. 

x 1Y4". NOTE-For bottom terminals add the letters "RB" following the 
NOTE-Standard capacity tolerance: +20% -10% catalog number. 

Types 60-62.-64-66-68 PAPER 
SANGAMO Types 60, .62, 64, 

66, and 68 noninductively 
wound paper capa,citors are im­
pregnated with mineral oil and 
hermetically sealed in drawn 
metal cans. The mineral oil 
assures dependable service be­
tween the temperature range of 
-55°0 and +85°0. The stand­
ard capacitance tolerance is 
+20%, -10%. Mounting 
brackets are supplied as shown. TYPE 64 

TYPE 68 All units are designed in ac-
TYPE 66 cordance with electrical characteristics of Mil-0-250. 
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Type 60·62·64·66·68 (continued) 

Catalog 
Number 

6·V06.01 
6· V03·.05 
6·V06·.1 
6· V06·.25 
6·V06·.5 
6·V06·10 
6·V06·2.0 

6·V10·.05 
6·V10·.1 
6·V10·.25 
6·V10·.5 
6·V10·1.0 

TYPE 60·62·64 

In" Inches I I Longth I I I I Capacitanc. Add .75" Max. Width Thlckn.ss List Prlc. List Pri •• 
Mf for terminal. In Incho. In Incho. Typ.60 Typ.62·64 

.01 

.05 

.1 

.25 

.5 
1.0 
2.0 

.05 

.1 

.25 

.5 
1.0 

600 
1X, 
lX, 
1% 
1% 
2 
2% 
2Y4 

1000 
1% 
1% 
2 
2% 
2Y4 

W.V.D.C. 
1~, 
1~, 
1~, 
1~, 
1~, 
1~, 
1~, 

W.V.D.C. 

.725 

.725 

.725 

.725 

.725 

.725 
1.188 

.725 

.725 

.725 

.725 
1.188 

$3.40 
3.45 
370 
390 
4.30 
4.75 
6.00 

3.50 
3.60 
4.00 
4.10 
5.00 

$3.80 
3.85 
4.10 
4.30 
460 
515 
6.40 

3.90 
4.00 
4.40 
4.50 
5.40 

Catalog 
Numbor 

6·V06·1.0 
6·X06·2X.05 
6·X06·2X.l 
6·X06·2X.25 
6·X06·2X.5 
6· V06·3X.05 
6·V06·3X.l 
6· V06·3X.25 

TYPE 66·68 

I I Longth I In Inch •• 
Capacitance Add .75" Max. Width 

Mf for tormlnal. In Inches 

1.0 2~ 1~ .05·.05 1 , 13 
.1·.1 1Y2 1~ 

.25·.25 2 1% 
.5·.5 2% 1~ .05·.05·.05 1~2 1~ .1·.1·.1 1~ ~~ .25·.25·.25 23~ 

1000 W.V.D.C. 

I I Thickness List 
In Incho. Price 

.580 4.75 

.580 3.75 

.580 4.65 

.580 4.70 

.580 5.45 

.580 5.30 

.580 5.60 

.580 5.80 

6· Vl0·.05 .05 1X, 1% .580 3.75 
6·Vl0·.1 .1 1Y2 1% .580 4.00 
6· Vl0·.25 .25 2 1% .580 4.10 
6· V10·.5 .5 2% 1% .580 4.45 
6·Xl0·2X.05 .05·.05 1Y2 1% .580 435 
6·X10·2X.l .1·.1 2 1% .580 4.90 

NOTE-Complete Catalog Number will include Type designation.6.X10.2X.25 .25·.25 2% 1~ .580 5.15 
Example: 6.2V06 •. 01. t~~g:~~:~ .0~;:~5:.105 ~ ~~ :~~ ~:~g 

NOTE-Type 60 wIthout bracket; Type 62 with channel bracket.z 2 ~ 
2 terminals at the top. Type 64 with channel bracket, l! 
terminals at the bottom. NOTE-Overall bracket dimensions for Type 66·68: Length 27/16", 

NOTE-Type 60 can be furnished with spade (8) or footed (F) width .640". Mounting screw slots center.to·center 2·Ys. 
bracket. When ordering, state type of bracket desired 
following Catalog Number. Add $.40 to list price. NOTE-Complete Catalog Number will include Type designation. 

NO,E-Overall bracket dimensions for Type 62.64: Length 2 5/16", Example: 66V06·.05. 
width .766". Mounting screw slo·ts center·to·center 1 15/16. 

NOTE-Type 66 with channel bracket and the terminals at the 
top; Type 68 with channel bracket and the terminals at 
the bottom. TYPE 66·68 

Catalog I I Longth I 
I I 

Number In Inches 
Capacltanco Add .75" Max. Width Thlckn ••• 

Mf for tormlnal. In Incho. In Incho. 

600 W.V.D.C. 
6·V06·.05 

I 
.05 

I 
1X, 

I 
1~ 

I 
.580 

I 
6·V06·.1 .1 1X, 13~ .580 
6·V06·.25 .25 1Y2 1% .580 
6·V06·.5 .5 2 1% .580 

Type 71 PAPER 

SANGAMO Type 71 paper dielectric capacitors are 
impreqnated with Diaclor-a specially compounded. chem· 
ically pure. chlorinated dielectric oil. SANGAMO Diaclor 
is a synthetic impreqnant whose characteristics can be 
controlled with qreat uniformity and possesses a hiqh 
dielectric constant. hiqh resistivity. low power factor, hiqh 
dielectric strenqth and is non.flammabie and non.explosive. 
The Type 71 is an excellent choice in medium and hiqh 
vcltaqe circuits where liqht weiqht per unit volume is an 
important factor. Each unit is finished with qrey lacquer 
paint over a zinc chromate under coat. All units are built 
in accordance with applicable paraqraphs of Specification 
MiI·C·2SC. All units are desiqned in accordance with 
Mil·C·2SC. 

Working 
Catalog Capacitance Voltag. H.lght Width Thickn ... 
Number Mf D.C. In Inches In Inches In Inche. 

7106·.5 .5 600 1% 1'~, 1X, 
7106·1 1 600 2 1'~, 1X, 
7106·2 2 600 2% 1'~, 1X, 
7106·4 4 600 2% 2Y2 1~' 
7106·6 6 600 3% 2Y2 1~, 
7106·8 8 600 3Y4 3% 1Y4 
7106·10 10 600 3~a 3% 1V4 
7110·.1 .1 1000 1% 1'~, 1X, 
7110·.25 .25 1000 1% 1'~, 1X, 
7110·.5 .5 1000 2 1'~. 1X. 
7110·1 1 1000 2Ya 1'~, 1X, 
7110·2 2 1000 3~a 1'~, 1X, 
7110·4 4 1000 4Ys 2Y2 13i'. 
7110·6 6 1000 3% 3% 1V4 
7110·8 8 1000 4% 3% 1V4 
7110·10 10 1000 4Y4 3% 1% 

. 

NOTE-Letter V, X and V denote electrical circuit as follows: 
Li.t 

Price 
V X Y 

1 2 , 3 2 1 3 2 
0--{ f--<> C>--11--<>-l f--O .2. .2 £ $3.55 

3.60 T 

=!= 
T 

3.90 
4.15 

M''''~_ 
~-

TYPE A 
SPADE BRACKET 

TYPE C TYPE B 
UNIVERSAL WRAP·AROUND BRACKET FOOTED BRACKET 

Working 
Li.t Catalog Capacltanco Voltago Height Width Thlekno •• Li.t 

Price Number Mf D.C. In Incho. In Inches In Incho. Price 

$ 4.70 7110·12 12 1000 3% 3% 2Y4 18.15 
5.80 7110·15 15 1000 4% 3% 2Y2 20.10 
7.15 7115·.5 .5 1500 2Y4 1'~, 1X, 6.35 
9.10 7115·1 1 1500 3Y4 1'~, 1X, 7.45 

11.30 7115·2 2 1500 3% 2Y2 1~, 10.20 
1350 7115·4 4 1500 4Y4 3% 1y., 14.05 
15.15 7115·6 6 1500 4Y2 3% ·1% 17.05 
4.15 7115.8 8 1500 4% 3% 2Y2 20.90 
4.70 7115·10 10 1500 4Ya 3% 3~, 25.05 
4.95 . 7115·12 12 1500 4% 3% 3~, 27.25 
6.35 7115·15 15 1500 4Y4 3% 4U. 30.00 
8.25 7120·.1 .1 2000 1% 1'~, 1X, 6.60 

10.45 7120·.25 .25 2000 2 1'3i', 1X, 7.15 
14.05 7120·.5 .5 2000 2~a 1'~, 1X, 7.45 
15.15 7120·1 1 2000 3Y4 2Y2 1~. 9.10 
16.80 7120.2 2 2000 3% 3% 1Y4 1075 
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SECTION 1500 

S\\U~~\tD SANGAMO Electric Company 
'QIlUUl'l capacitors Springfield, Illinois 

TYPE 71 (continued) 

Catalog 
Number 

7120-4 
7120-6 
7120-8 
7120-10 
7120-12 
7125-5 
7125-1 
7125-2 
7125-4 
7125-10 
7130-.1 
7130-.25 
7130-.5 
7130-1 
7130-2 
7130-4 
7140-.1 
7140-.25 
7140-.5 
7140-1 
7140-2 
7140-4 

Cat No. 

7522-1 
7522-2 
7522-3 
7522-3.75 
7522-4 
7522-5 
7522-6 
7522-7.5 
7522-8 
7522-10 
7522-12 
7522-15 
7522-20 
7522-25 
7533-1 
7533-2 
7533-3 
7533-4 
7533-5 
7533-6 
7533·7 
7533-9 
7533-10 
7533-12 
7533-15 
7533-20 
7533-25 
7533-30 

Working 
Capacitance Voltage Height 

Mf D.C. In Inches 

4 
6 
8 

10 
12 

.5 
1 
2 
4 

10 

1 
2 
4 

1 
2 
4 

.1 

.25 

.5 

.1 

.25 

.5 

2000 
2000 
2000 
2000 
2000 
2500 
2500 
2500 
2500 
2500 
3000 
3000 
3000 
3000 
3000 
3000 
4000 
4000 
4000 
4000 
4000 
4000 

Width Thickness 
In Inches In Inches 

Working 
List Catalog Capacitance Voltage Height Width Thickn ... List 

Price Price Number Mf D.C. In Inches In Inches In Inches 

$15.15 
20.10 
25.05 
30.55 
33.30 
11.55 
13.20 
21.45 
30.00 
75.10 
14.05 
14.85 
16.80 
20.10 
25.05 
36.85 
18.50 
20.00 
22.50 
29.25 
38.50 
60.00 

7150-.1 
7150-.25 
7150-.5 
7150-1 
7150-2 
7160-.1 
7160-.25 
7160-.5 
7160-1 
7175-.1 
7175-.25 
7175-.5 

1 

.1 

.25 

.5 

2 

1 

.1 

.25 

.5 

.1 

.25 

.5 

5000 
5000 
5000 
5000 
5000 
6000 
6000 
6000 
6000 
7500 
7500 
7500 

3% 
3% 
3% 
3% 
3% 
3% 
3% 
3% 
3% 
3% 
3% 
3% 

19.25 
22.00 
24.50 
34.00 
51.00 
27.50 
32.00 
45.00 
49.00 
29.00 
34.50 
57.00 

NOTE-All units supplied with spade type mounting bracket. 
Universal wrap-around or foo·ted bracket may be substi­
tuted. Designate Bracket by adding Type Letter to 
Catalog Number. Example: 7106-.5C. 

NOTE-All units 1500 W.V.D.C. and below are supplied with riveted 
silicone rubber bushing solder terminals. All units above 
1500 W.V.D.C. are supplied with ceramic pillar terminals 
with removable solder lugs. 

NOTE-5tandard tolerance ±10%. 

NOTE-Voltage Ratings up to 50KV available upon request. 

Type 75 MOTOR-RUN AND BAllAST CAPACITORS 

SANGAMO Type 75 paper dielectric capaci­
tors are impregnated with Diaclor and designed 
for continuous A.O. duty in ambient tempera­
tures up to 70°0. They are recommended for 
use in motor-run, ballast and light-duty power 
factor co!ITection applications. For mor.e com­
plete engineering information write for Bulletin 

SPADE BRACKET TSO 205-0. 

Working Base Dimension Height Termlna' Working Base Dimension Height Terminal 
Capacitance Voltage --- Spacing List Capacitance Voltage Spacing List 

Mf A.C. W±I/16 D±I/16 H±I/16 ±1/16 Price Cat No. Mf A.C. W±I/16 D±I/16 H±I/16 ±1/16 Price 
------ ---------------

1 220 1' ;\\', HI', 1% ';\\'6 $ 4.40 7544-1 1 440 1'~, HI', 2Y4 ,;\\', 5.65 
2 220 1'~, lX, 2Y4 1~6 5.55 7544-2 2 440 1'~, 1X', 3Y4 ,;\\', 6.00 
3 220 1'~, 1X, 2¥S 1~, 6.10 7544-3 3 440 1'~, 1X. 4% '~, 7.70 
3.75 220 1'~, 1X', 3Y4 ,;\\', 6.50 7544-3.75 3.75 440 2 Y2 13i', 3¥S 1 Ys 8.10 
4 220 1'~, lX, 3Y4 ,;\\', 6.70 7544-4 4 440 2 Y2 13i', 3¥S 1 Ys 8.25 
5 220 2Y2 1~, 2¥S 1 Ys 7.25 7544-5 5 440 2 Y2 1;\\" 4% 1 Ys 10.00 
6 220 2 Y2 1;\\" 3Y2 1 Ys 8.00 7544-6 6 440 3% 1Y4 4Ys 2 10.70 
7.5 220 2 Y2 1;\\" 3¥S 1 Ya 8.45 7544-8 8 440 3% 1Y4 4Y4 2 12.10 
8 220 2Y2 1;\\" 3"Va 1 Ya 8.75 7544-10 10 440 3% 2Y4 3% 2 13.85 

10 220 2Y2 1~. 4% 1 Ya 10.35 7544-12 12 440 3% 2Y4 3"Va 2 16.30 
12 220 3% 1Y4 3¥S 2 11.10 7544-15 15 440 3% 2Y4 4Y2 2 19.25 
15 220 3% 1Y4 4Y4 2 13.60 7544-20 20 440 3% 3~. 4Ya 2 23.75 
20 220 3% 1% 4 2 18.35 7544-25 25 440 3% 3~, 434 2 28.35 
25 220 3% 2Y4 4Ya 2 21.45 7544-30 30 440 3% 3~. 5Y2 2 32.35 

1 330 1'~, 1X, 2Ya '~, 5.00 7566-1 1 660 1'~, 1X, 3"Va '~6 6.10 
2 330 1'~, 1M, 2¥S 1~, 5.60 7566-2 2 660 2 Y2 1;\\" 3¥S 1 Ya 7.70 
3 330 1'~, 1X, 3¥S 1~, 6.80 7566-4 4 660 3% 1Y4 434 2 11.15 
4 330 1' ;\\', 1X, 4% 1~. 7.60 7566-5 5 660 3% 1% 4Y4 2 12.00 

- 5 330 2 Y2 1~, 3Y2 1 Ya 8.00 7566-6 6 660 3% 1% 4% 2 14.50 
6 330 2 Y2 1~, 3¥S 1 Ya 9.10 7566-8 8 660 3% 2Y4 3¥S 2 18.10 
7 330 3% 1Y4 3Y4 2 10.00 7566-10 10 660 3% 3~. We 2 19.70 
9 330 3% lY4 3¥S 2 11.60 NOTE-All units supplied with riveted silicone rubber bushing 

10 330 3% 1Y4 3¥S 2 12.15 terminals with solder lugs. Cup type terminal insulator 
12 330 3% 1% 3"Va 2 13.00 available at no extra cost. 
15 330 3% 1% 4Y4 2 15.90 NOTE-Standard Tolerance ±10%. 
20 330 3% 2Y4 4Y2 2 20.40 

NOTE-Spade type bracket supplied with all units at above-prices. 25 330 3% 2Y2 434 2 24.85 Universal wrap-around or footed brackets may be substi-
30 330 3% 3;\\" 4% 2 27.20 tuted. • 
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Catalog 
Numb.r 

8022·2 
8022·3 
8022.4 
8022·5 
8022·6 
8022·7.5 
8022·10 
8022·15 
8022·20 
8033·2 
8033·3 
8033·3.75 
8033·4 
8033·5 
8033·6 
8033·7 
8033·7.5 
8033·8 
8033·10 

I SECTION 1500 

SANGAMO flectric Company St\\\~~\\D 
ca pac itors Springfield, II/inois tl11UUl'l 

Working 
Capacltanee Voltag. 

Mf A.C. 

2 236 
3 236 
4 236 
5 236 
6 236 
7.5 236 

10 236 
15 236 
20 236 

2 330 
3 330 
3.75 330 
4 330 
5 330 
6 330 
7 330 
7.5 330 
8 330 

10 330 

Type 80 MOTOR·RUN AND BALLAST CAPACITORS 
The SANGAMO Type 80 paper dielectric capacitor is 

designed for continuous duty in fluorescent-light ballast, 
heating, ventilating and air conditioning motor run appli­
cations. These units are impregnated, with Diaclor and 
hermetically sealed in drawn oval metal containers. 
Normally furnished with silicone rubber bushings and 
forked lug terminals. For more complete engineering 
information write for Bulle'tin TSO 205-0. 

Base Dim. Hoight Working B ... Dim. 
LIst Catalog Capacitance Voltago 

W±I/16 D±I/16 H±I/16 Pric. Number Mf A.C. W±I/16 D±I/16 

2 Ji'. 1V4 2Y4 $ 5.50 8033·17.5 17.5 330 2'~. 2Ys 
2 Ji'. 1V4 2 Y4 6.10 8033·20 20 330 2'~. 2Ys 
2 Ji'. 1V4 2% 6.70 8044·2 2 440 2 Ji'. 1V4 
2 Ji'. 1Y4 2% 7.25 8044.3 3 440 2X. 1V4 
2 Ji'. 1Y4 3% 8.00 8044·4 4 440 2 Ji'. 1V4 
2'~. 2Ys 2'U" 8.40 8044·5 5 440 2'~, 2Ys 
2'~. 2Ys 3 ~. 10.30 8044·6 6 440 2'~, 2Ys 
2'~. 2Ys 4%, 13.60 8044·7 7 440 2'~. 2Ys 
2'~, 2Ys 4% 18.35 8044·7.5 7.5 440 2'~. 2Ys 
2 Ji'. 1V4 2 Y4 5.60 8044·8 8 440 2'~, 2Ys 
2 Ji', 1V4 2% 6.70 8044·10 10 440 2'~. 2Ys 
2 Ji'. 1Y4 3 Ys 7.40 8044·12.5 12.5 440 2'~, 2Ys 
2 Ji'. 1Y4 3 Ys 7.60 8044·15 15 440 2'~. 2Ys 
2 Ji'. 1Y4 3% 8.00 8066·1 1 660 2 Ji', 1V4 
2 Ji'. 1V4 3% 9.00 8066·2 2 660 2 Ji', 1V4 
2':1{. 2Ys 3 ~, 10.00 8066·3 3 660 2'~. 2Ys 
2'~. 2Ys 3 ~, 10.50 8066·4 4 660 2'~. 2Ys 
2'~. 2Ys 3% 11.00 8066·5 5 660 2'~. 2Ys 
2'~. 2Ys 3% 12.15 8066·6 6 660 2'~. 2Ys 

H.lght 

H±I/16 

5 ~. 
5~. 
2 Y4 
3 Ys 
3% 
~'%, 
2% 
3'%, 
3'%, 
3'%, 
4%, 
5~. 

6 Y4 
2 Y4 
3% 
2'%, 
3% 
4%, 
4'~, 

List 
Prlc. 

$18.15 
20.30 

6.00 
7.70 
8.25 

10.00 
10.70 
11.40 
11.75 
12.10 
13.75 
16.80 
1920 
6.20 
7 • .90 
9.25 

11.10 
12.00 
14.50 

8033·12.5 12.5 330 2':1{. 2Ys 4%, 13.55 NOTE-Type 80 not a stock item. Minimum order quantity is 10 of 
8033·14.5 14.5 330 2':1{. 2Ys 4'~, 15.45 any value. 

NOTE-Cup type terminal insulator available at no extra cost. 
8033·15 15 330 2'~. 2Ys ~, 15.90 NOTE-Add 3/32" to above dimensions fo,r lip on can. 

PLASTIC FILM CAPACITORS 
Sangamo plastic film capacitors exhibit excep­

tional electrical characteristics which are necessary 
to meet the critical application requirements of the 
electronic industry. Sa.ngamo's extensive experience 
with plastic films will enable you to select the most 
suitable capacitors in a variety of sizes, ratings, and 

TYPE SPTX TEFLON @ Film Capacitors 
Construction * Dielectric.Teflon@ Film 
Extended * Temperature Range 

~ -55'C to +165'C Full Rating Foil -55'C to +200'C 50% De· Rating 
* Insulation Resistance-

100,000 megohm.microfarads 
* Dissipation Factor--O.05% maxi. 

mum 
* Temperature Coefficient of 

Capacitance-200±20ppm/'C 
* Dielectric Absorption-.01% 

maximum 

TYPE SPSX POLYSTYRENE 
Construction Film Capacitors 
Extended 
Foil * Dielectric.Polystyrene Film 

* i'emr,erature Range-
-55 C to +70'C Full Rating 

* Insulating Resistance-
100,000 megohm .microfarads 

* Dissipation Factor--.02% maxi. 
mum 

* Temperature coefficient of 
capacitance -100±20ppm/"C 

* Stability ±0.1% maximum 

styles. The following is a representative listing of 
our· hermetically sealed tubular conswction capaci-
tors which are manufactured with the highest grade 
of material to insure the most reliable product avail-
able. Other sizes, ratings, and styles are available 
upon request. 

Working 
Catalog Capa.ilance Voltage Diameter Longth List 
Numb.r Mf D.C. In Incho. In Inch •• Price 

SPTX0221 .001 200 .235 % $24.80 
SPTX0211 .01 200 .400 1~ 25.40 
SPTX0215 .05 200 .562 27.35 
SPTX0201 .1 200 .670 1Y2 33.21 
SPTX02025 .25 200 .750 2 49.60 
SPTX0421 .001 400 .235 'VI 25.40 
SPTX0411 .01 400 .400 ~~ 25.80 
SPTX0415 .05 400 .562 27.94 
SPTX0401 .1 400 .750 38.80 
SPTX04025 .25 400 1.000 ¥s 51.40 
SPTX0621 .001 600 .235 

1~ 
26.30 

SPTX0611 .01 600 .400 27.60 
SPTX0615 .05 600 .562 2870 
SPTX0601 .1 600 1.000 2 40.70 

Working 
Catalog Capacitance Voltag. Dlametor Length List 
Number Mf D.C. In Inche. In In,hes Price 

SPSX0121 .001 100 • 235 ,~ . $4.86 
SPSX0121 .01 100 . 235 1~ • 4.98 
SPSX0101 .1 100 .400 1 ~s 5.74 
SPSX01022 .22 100 .562 1 Ys 7.78 
SPSX0221 .001 200 .235 ,~. 4.96 
SPSX0211 .01 200 .312 1~ 5.08 
SPSX0201 .1 200 .562 6.64 
SPSX02022 .22 200 .670 1 ¥s 9.91 
SPSX0421 .001 400 . 235 ,~ . 5.06 
SPSX0411 .01 400 .312 1 5.10 
SPSX0401 .1 400 .562 1% 7.78 
SPSX0621 .001 600 .235 1 ~. 4.86 
SPSX0611 .01 600 .400 1 5.34 
SPSX0601 .1 600 .670 1 % 9.40 
NOTE-Standard capacitance tolerance .001 mfd'. to .047 ±20%i 

.047 mfd. and up ±10%. Other tolerances available. 
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SECTION 1500 

S~"~~\\D SANGAMO Electric Company 
tlIlUUl'l capacitors Springfie/d/ Illinois 

Type SPX Polyester fILM CAPACITORS 

Working 
Catalog Capacitan.e Voltage Diameter 
Number MI D.C. In Inches 

SPX0121 .001 100 .235 
SPX01268 .0068 100 .23S 
SPXOll1 • 01 100 .235 
SPXOll22 .022 100 .235 
SPX01147 .047 100 .312 
SPXOll68 .068 100 .312 
SPX0101 .1 100 .400 
SPX01022 .22 100 .400 
SPX01047 .47 100 .562 
SPX0110 1.0 100 .562 
SPX0221 .001 200 .235 
SPX02268 - .0068 200 .235 
SPX0211 .01 200 .235 
SPX02122 • 022 200 .235 
SPX02147 .047. 200 .312 
SPX02168 .068 200 .400 
SPX0201 .1 200 .400 
SPX02022 .22 200 .400 
SPX02047 • 47 200 .562 

CONSTRUCTION: 
EXTENDED FOIL 

CIRCUIT 0--1 1--0 

Length List Catalog 
In Inche. Prl.e Number 

,~. $3.24 SPX0210 
,~. 3.28 SPX0421 
'~ . 33S SPX04268 
,~. 3.53 SPX0411 
,~ .. 3.56 SPX04122 
,~. 3.63 SPX04147 
,~. 3.66 SPX04168 

1 ~. 3.87 SPX0401 
1 Va 4.42 SPX04022 
1~ 516 SPX04047 
' . 3.31 SPX0621 
'i'i'. 3.42 SPX06268 
,~. 3.S6 SPX0611 
'i'i' • 3.62 SPX06122 
,~. 3.71 SPX06147 
,~. 3.76 SPX06168 

1 )f. 3.86 SPX0601 
1 ~. 4.21 SPX06022 

* Dielectric-Mylar@ Film * Temperature Range-5So to +8SoC Full Rating 
-5SoC to +12SoC SO% Derating 

* Insulation Resistance-50,OOO megohm-microfarads 
* Dissipation Factor-l % maximum * Dielectric Absorption--{).l % maximum * Stability Retrace-+O 2% maximum - . 

Working 
Capacitance Voltage Diameter Length List 

Mf D.C. In Inches In Inches Price 

1.0 200 .670 
1 ~~ S.39 

. 001 400 .23S ' . 3.46 
• 0068 400 .312 '~ . 3.69 
• 01 400 .312 ,~ . 3.72 
• 022 400 .400 ,~ . 3.80 
.047 400 .400 1¥: 3.89 
.068 400 .400 1 a 4.03 
.1 400 .562 1 ~4 4.21 
.22 400 .670 1 V2 4.68 
.47 400 .670 

1 ~~ 5.42 
. 001 600 .23S ' . 3.51 
• 0068 600 .312 ,~ . 3.71 
• 01 600 .312 ,~ . 3.73 
.022 600 .400 1 3.89 
.047 600 .400 1 V2 4.08 
.068 600 .562 ~~ 4.32 
.1 600 .562 4.48 
.22 600 .670 1% 5.27 

1 ~ • 4.73 NOTE-Standard Tolerance +10% 

Type 33M MOLDED MYLAR TUBULAR CAPACITORS 

Working 
Catalog Capacitance Voltage Diameter 
Number MI D.C. In Inch •• 

33M0121 .001 100 ~. 
33M0125 .005 100 ~. 
33M0111 .01 100 ~. 
33MOl12 .02 100 ~. 
33M01147 .047 100 ~. 
33MOl15 .05 100 ~. 
33M0101 .1 100 % 
33M01015 .15 100 ~. 
33M01022 .22 100 ~. 
33M01025 .25 100 ~. 
33M01047 .47 100 U. 
33M0105 .5 100 U. 
33M0110 1.0 100 % 
33M0221 .001 200 §<. 
33 M0225 .005 200 §<. 
33M0211 .01 200 ~. 
33M0212 .02 200 §<. 
33M02147 .047 200 % 
33M0215 .05 200 % 
33 M0201 .1 200 ~. 
33M02015 .15 200 ~. 
33M02022 .22 200 V2 
33M0202S .25 200 Y2 
33 M02047 .47 200 U. 
33M0205 .5 200 U. 
33M0210 1.0 200 % 
33 M0421 .001 400 ~. 
33M042S .005 400 §<. 
33M0411 .01 400 ~. 
33M0412 .02 400 % 
33M04122 .022 400 % 
33M04147 .047 400 W. 
33M0415 .05 400 ~. 
33M04168 .068 400 '%. 
33M0401 .1 400 V2 
33M04015 .15 400 U. 
33M0402 .2 400 U. 
33M04022 .22 400 U. 

© U.C.P., fnc. 

Lenath List 
In Inch •• Price 

1 $ .25 
1 .25 
1 .25 
1 .25 
1 .25 
1 .26 
1 VB .35 
1 ~. .35 
1 V4 .40 
1 V4 .45 
1% .60 
1% .60 
2 1.00 
1 .25 
1 .26 
1 .25 
1 .25 
1 VB .25 
1 VB .25 
1 ~. .35 
1 V4 .35 
1 V2 .40 
1 Y2 .45 
2 .60 
2 .60 
2 1.00 
1 .26 
1 .25 
1 .25 
1 VB .25 
1 VB ,,30 
1 ~. .30 
1 ~. .30 
1 V2 .35 
1 V2 .35 
1% .40 
2 .45 
2 .45 

The Sangamo Type 33M. which uses a Mylar® dl·electric Is 
molded in thermosetting plastic to provide more stable capacitance 
values. high moisture resistance. excellent seal and operation up to 
125°C when the voltage is derated to 50% of the 85°C value. 

They are especially recommended for use in test equipment. 
instrumentation and filter networks all of which require small 
physical size and dependability under extreme heat. humidity and 
physical stress. The type 33M Is manufactured to meet moisture reo 
quirements of Mil·C·91A Specifications. 

Working 
Catalog Capacitance Voltag. Diameter Length List 
Number MI D.C. In Inches In Inches Price 

33M04025 .25 400 U. 2 .50 
33M 0405 .5 400 % 2 .70 
33M0635 .0005 600 ~. 1 .25 
33 M0621 .001 600 ~. 1 .25 
33M06215 .0015 600 ~. 1 .25 
33 M 0622 .002 600 §<. 1 .2S 
33M06222 .0022 600 §<. 1 .25 
33 M0622S .0025 600 ~. 1 .26 
33 M0623 .003 600 ~. 1 .25 
33 M06233 .0033 600 §<. 1 .25 
33 M0624 .004 600 ~. 1 .25 
33 M 06247 .0047 600 §<. 1 .25 
33M0625 .005 600 ~. 1 .25 
33 M0626 .006 600 §<. 1 .25 
33 M06268 .0068 600 ~. 1 .30 
33 M0628 .008 600 ~. 1 .30 
33M0611 .01 600 % 1 VB .30 
33M06115 .015 600 % 1 Va .30 
33M0612 . 02 600 ~. 1 ~ • .30 
33M06122 • 022 600 ~. 1 i'i' • .30 
33M06125 • 025 600 ~. 1 i'i' • .35 
33M0613 .03 600 ~. 1 V4 .35 
33M06133 .033 600 ~. 1 V4 .35 
33M0614 .04 600 '%. 1 V2 .35 
33 M06147 .047 600 '%. 1 V2 .40 
33M061S .05 600 '%. 1 V2 .40 
33M0616 .06 600 U. 1% .40 
33M06168 .068 600 U. 1% .45 
33M0601 .1 600 U. 2 .45 
33M06015 .15 600 % 2 .50 
33 M0602 .2 600 % 2 .65 
33MQ6022 .22 600 % 2 .70 
33M 06025 .25 600 % 2 .70 

NOTE-Standard capacitance Tolerance: 

.0005 Mf up to .001 Mf ±4O% \ 

.001 Mf up to .04 Mf ±2Q% 

.04 Mf and up +10% 

Trade Discount Applies to List Prices Only The MASTER - 26th Edition • Page 539 



SECTION 1500 
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SPRAGUE CAPACITORS 
TYPE 150D SOLlD·ELECTROLYTE TA'NTALEX® CAPACITORS 

/.IF 

.22 

.27 

.33 

.39 

.47 

.56 

.68 

.82 
1.0 
1.2 
1.5 
1.8 
2.2 
2.7 
3.3 
3.9 
4.7 
5.6 
6.8 
8.2 
10 
12 
15 
18 
22 
27 
33 
39 
47 
56 
60 
68 
100 
120 
150 
180 
220 
330 

.22 

.27 

.33 

.39 

.47 

.56 

.68 

.82 
1.0 
1.2 
1.5 
1.8 
2.2 
2.7 
3.3 
3.9 
4.7 
5.6 
6.8 
8.2 
10 
12 
15 
18 
22 
27 
33 
39 
40 
68 
100 

Size 
Code 

A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 
A 

S 
5 

• Combine True Miniaturization with Character­
istics Previously Unobtainable in Electrolytic 
Capacitors. 

• Hermetically Sealed Metal Case. 

• Solid Electrolyte Cannot leak or Corrode, 
Even if Hermetic Seal is Accidentally Broken. 

• Exhibit Stobie Capacitance and low Dissipa-

Catalog Number Size Catalog Number 

±20"/o Tol. ±IO"/o Tol. /.IF Code ±20"/o Tol. ±IO"/o Tol. 

6 WVDC - 8 VDC SURGE 120 R 150DI27XOOIOR2 --
150D224XOO06A2 150D224X9006A2 

150 5 150DI57XOOIOS2 ---
150D274X9006A2 220 5 150D227XOOI052 ----

150D334XOO06A2 150D334X9006A2 15 WVDC - 18 VDC SURGE -- 150D394X9006A2 
150D474XOO06A2 ,150D474X9006A2 .22 A 150D224XOOl5A2 150D224X9015A2 

-- 150D564X9006A2 .27 A -- 150D274X9015A2 
150D684XOO06A2 150D684X9006A2 .33 A 150D334XOO15A2 150D334X9015A2 

-- 150D824X9006A2 .39 A -- 150D394X9015A2 
150Dl05XOO06A2 150D I 05X9006A2 .47 A 150D474XOO15A2 150D474X9015A2 

-- 150D I 25X9006A2 .56 A -- 150D564X9015A2 
150D155XOO06A2' 150D 155X9006A2 .68 A 150D684XOO 15A2 150D684X9015A2 

-- 150DI85X9006A2 .82 A -- 150D824X9015A2 
150D225XOO06A2 150D225X9006A2 1.0 A 150DI05XOOl5A2 150DI05X9015A2 

-- 150D275X9006A2 1.2 A -- 150D125X9015A2 
150D335XOO06A2 150D335X9006A2 1.5 A 150DI55XOOl5A2 150D155X9015A2 

-- 150D395X9006A2 1.8 A -- 150DI85X9015A2 
150D475XOO06A2 150D475X9006A2 2.2 A 150D225XOOl5A2 150D225X9015A2 

-- 150D565X9006A2 2.7 A -- 150D275X9015A2 
150D685X0006A2 150D685X9006A2 3.3 A 150D335XOOl5A2 150D335X9015A2 

-- 150D825X9006B2 3.9 B -- 150D395X901582 
150D I 06X000682 150DI06X900682 4.7 B 150D475XOOl582 150D475X9015B2 

-- 150DI26X900682 5.6 8 -- 150D565X901582 
150DI56XOO0682 150DI56X900682 6.8 B 150D685XOOl5B2 150D685X901582 

-- 150DI86X900682 8.2 8 -- 150D825X901582 
150D226XOO0682 150D226X900682 10 8 150DI06XOOl5B2 150D I 06X90 I S82 

-- 150D276X900682 12 8 -- 150DI26X901582 
150D336XOO0682 150D336X9006B2 15 8 150D156XOO15B2 150DI56X901582 

-- 150D396X900682 18 8 -- 150D186X901582 
150D476XOO06B2 150D476X900682 22 8 150D226XOOl582 150D226X901582 

-- 150D566X900682 33 R 150D336XOOl5R2 --
150D606XOO06B2 -- 47 R I 50D476XOOI5R2 --
150D686XOO06R2 --- 68 R I 50D686XOOI5R2 --
150Dl07XOO06R2 -- 100 5 150Dl07XOOl5S2 --
150DI27XOO06R2 -- 150 5 150D157XOO15S1 --
150DI57XOO06R2 --
150DI87XOO06S2 -- 20 WVDC - 23 VDC SURGE 
150D227XOO06S2 -- .0047, A 150D472X0020A2 150D472X9020A2 
150D337XOO06S2 --- .01)56 A 150D562X9020A2 --

.01)68 A 150D682X0020A2 150D682X9020A2 10 WVDC - 13 VDC SURGE 
150D822X9020A2 .0082 A --

A 150D224XOOIOA2 150D224X9010A2 .01 A 150D I 03X0020A2 150Dl03X9020A2 
A -- 150D274X9010A2 .012 A -- 150DI23X9020A2 
A I 50D334XOOIOA2 150D334X9010A2 .015 A 150DI53X0020A2 150DI53X9020A2 
A -- 150D394X9010A2 .018 A -- 150DI83X9020A2 
A 150D474XOOIOA2 150D474X9010A2 .022 A 150D223X0020A2 150D223X9020A2 
A -- 150D564X9010A2 .027 A -- 150D273X9020A2 
A 150D684XOOIOA2 150D684X9010A2 .033 A 150D333X0020A2 150D333X9020A2 
A -- I 500824X901OA2 .039 A -- 150D393X9020A2 
A 150DI05XOOIOA2 150DI05X9010A2 .047 A 150D473X0020A2 150D473X9020A2 
A -- 150DI25X9010A2 .0~6 A -- 150D563X9020A2 
A 150DI55XOOIOA2 150DI55X9010A2 .068 A 150D683XOO20A2 150D683X9020A2 
A -- 150DI85X9010A2 .082 A -- 150D823X9020A2 
A 150D225XOOIOA2 150D225X9010A2 .1 A 150DI04X0020A2 150DI04X9020A2 
A -- 150D275X9010A2 .12 A -- 150D124X9020A2 
A 150D335XOOIOA2 150D335X9010A2 .15 A 150DI54X0020A2 150DI54X9020A2 
A -- 150D395X9010A2 .18 A -- 150DI84X9020A2 
A 150D475xOOIOA2 150D475X9010A2 ;22 A 150D224X0020A2 150D224X9020A2 
8 -- 150D565X9010B2 .27 A -- 150D274X9020A2 
8 150D685X0010B2 150D685X9010B2 .33 A 150D334X0020A2 150D334X9020A2 
B -- 150D825X9010B2 .39 A -- 150D394X9020A2 
B 150DI 06XOOI OB2 150DI06X9010B2 .47 A 150D474X0020A2 150D474X9020A2 
8 -- 150DI26X901082 .56 A -- 150D564X9020A2 
8 150D156X001082 150D156X901082 .68 A 150D684X0020A2 150D684X9020A2 
8 -- 150DI86X901082 .82 A -- 150D824X9020A2 
B I 50D226XOOI 082 150D226X901082 1.0 A 150D105X0020A2 150D105X9020A2 
B -- 150D276X9010B2 1.2 A -- 150D125X9020A2 
B 150D336XOOI082 150D336X901082 1.5 A 150DI55X0020A2 150DI55X9020A2 
B -- 150D396X901082 1.8 A -- 150D185X9020A2 
B 150D406XOOIOB2 -- 2.2 ,A 150D225X0020A2 150D225X9020A2 
R 150D686XQOIOR2 -- 2.7 B -- 150D275X9020B2 
R 150DI07XOOIOR2 -- 3.3 B 150D335X0020B2 150D335X9020B2 

COPYright 1961, Sprague Products Company REM-I-6128 
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lion Factor over Temperature Range of -SO°C 
to;l +S5°C. With Appropriate Voltage Derat­
ing, May Be Operated to + 125°C. 

• listed Units have Plastic Sleeves. For Bare 
Case, end Cat. No. in "0" instead of "2" 
and subtract $.05 from unit price. 

• For complete technical data, refer to latest 
issue of Engineering Bulletin 3520. 

Size Catalog Number 

/.IF Code ±20"/o Tol. ±IO"/o Tol. 

3.9 B -- 150D395X9020B2 
4.7 B 150D475X0020B2 150D475X9020B2 
5.6 B -- 150D565X9020B2 
6.8 B 150D685X0020B2 150D685X9020B2 
8.2 B -- 150D825X9020B2 
10 B 150DI06X0020B2 150DI06X9020B2 
12 B -- 150D126X9020B2 
15 B 150DI56'1(0020B2 150D156X9020B2 
22 R 150D226X0020R2 --
33 R 150D336X0020R2 --
47 R 150D476X0020R2 --
68 5 150D686X002052 --
100 5 150Dl07X0020S2 --

35 WVDC - 40 VDC SURGE 

.0047 A 150D472X0035A2 150D472X9035A2 

.0056 A -- 150D562X9035A2 

.0068 A 150D682X0035A2 150D682X9035A2 

.0082 A -- 150D822X9035A2 

.01 A 150DI03X0035A2 150Dl03X9035A2 

.012 A -- 150D123X9035A2 

.015 A 150D I 53X0035A2 150DI53X9035A2 

.018 A -- 150DI83X9035A2 

.022 A 150D223X0035A2 150D223X9035A2 

.027 A -- 150D273X9035A2 

.033 A 150D333X0035A2 150D333X9035A2 

.039 A -- 150D393X9035A2 

.047 A 150D473X0035A2 150D473X9035A2 

.056 A -- 150D563X9035A2 

.068 A 150D683X0035A2 150D683X9035A2 

.082 A -- 150D823X9035A2 

.10 A 150D 1 04X0035A2 150DI04X9035A2 

.12 A -- 150DI24X9035A2 

.15 A 150D154~35A2 150DI54X9035A2 

.18 A -- 150DI84X9035A2 

.22 A 150D224X0035A2 150D224X9035A2 

.27 A -- 150D274X9035A2 

.33 A 150D334X0035A2 150D334X9035A2 

.39 A -- 150D394X9035A2 

.47 A 150D474X0035A2 150D474X9035A2 

.56 A -- 150D564X9035A2 

.68 A 150D684X0035A2 150D684X9035A2 

.82 A -- 150D824X9035A2 
1.0 A 150Dl05X0035A2 150DI05X9035A2 
1.2 B -- 150D125X903582 
1.5 8 150DI55X003582 150DI55X903582 
1.8 8 -- 150DI85X9035B2 
2.2 8 150D225X003582 150D225X903582 
2.7 8 -- 150D275X903582 
3.3 8 150D335X003582 150D335X9035B2 
3.9 8 -- 150D395X9035B2 
4.7 8 150D475X0035B2 150D475X903582 
5.6 8 -- 150D565X903582 
6.8 8 150D685X003582 150D685X903582 
10 R 150D I 06X0035 R2 --
15 R 150D I 56X0035 R2 --
22 R 150D226X0035 R2 --
33 5 150D336X0035S2 --
47 5 150D476X0035S2 --

DIMENSIONS AND NET PRtCES (1-24*) 

Code D. x L. :t2007. Tol. -1::10°7. Tol. 

$1.35 $1.75 
(thru .1I'F) (thru .1/.1F) 

A .104" x .312" 
1.51 1.95 

(above .1/.1F) (above .I/.IF) 

8 .190" x .500" 1.57 2.03 ---
R .285" x .759" 2.57 3.33 

5 .347" x .859" 4.75 6.15 

* For quantity prices on 25 to 499 pieces, see your 

Sprague distributor. 

AU prices and sizes sublect to change without notice. 

© U.C.P.,.lnc. 



SECTION 1500 
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SPRAGUE CAPACITORS 
- ~- ~-

151D NON·POlARIZED SOLID· ElECTROl YTE TANTALEX® CAPACITORS 
• Truly miniature units affer excellent electrical tantalums excel-in servo systems, low-fre-

characteristics and outstanding service life. quency tuned circuits, crossaver networks, etc. 

• Hermetically sealed in metal case. • Listed units have plastic sleeves. 

• May be used at full rated operating valtages • For bare case end Cat. No. in "0" instead 
up to 85°C. Wilh derating, may be used up of "2". 
10 125°C. • For complete to lalesl 

• For use where n issue of 

Siz" Size 
J.LF Code +20"/0 Tol. +10"/0 Tol. J.LF Code 

6 WVDC - 8 VDC SURGE 60 Y 151D606XOOIOW2 1.6 IDI65X9020W2 

.11 W 151D114XOO06W2 151D114X9006W2 75 Z 1510756XOOIOW2 1.9 151DI95X9020W2 

.13 W 151DI34X9006W2 90 Z 151D906X9010W2 2.3 151 D235X0020W2 lSI D235X9020W2 

.16 W 151DI64XOO06W2 151DI64X9006W2 110 Z 151D117XOOIOW2 151DI17X9010W2 2.8 151D285X9020W2 

.19 W 151DI94X9006W2 3.4 lSI D345X0020W2 151D345X9020W2 

.23 W 151D234XOO06W2 151 D234X9006W2 15 WVDC - 20 VDC SURGE 4.1 lSI D415X9020W2 

.28 W 151D284X9006W2 .11 W 151DI14XOOl5W2 151DI14X9015W2 5.0 1510505l(0020W2 lSI D505X9020W2 

.34 W 151D344XOO06W2 151 D344X9006W2 .13 W 151DI34X9015W2 6.0 1510605X9020W2 

.41 W 151 D414X9006W2 .16 W 151DI64XOOl5W2 151DI64X9015W2 7.5 1510755X0020W2 lSI D755X9020W2 

.50 W 151 D504XOO06W2 151 D504X9006W2 .19 W 151DI94X9015W2 9.0 lSI D905X9020W2 

.60 W lSI D604X9006W2 .23 W 151D234XOOl5W2 151 D234X9015W2 II 151 D 116X0020W2 151DI16X9020W2 

.75 W 151 D754XOO06W2 151 D754X9006W2 .28 W 151 D284X9015W2 13 151DI36X9020W2 

.90 W 151 D904X9006W2 .34 W 1510344XOOl5W2 1510344X9015W2 16 151DI66X0020W2 151 DI66X9020W2 

1.1 W lSI DI16XOO06W2 lSI DI15X9006W2 .41 W 151D414X9015W2 19 lSI DI96X9020W2 

1.3 W lSI D I 35X9006W2 .50 W 151 D504XOOl5W2 151D504X9015W2 23 1510236X0020W2 151D236X9020W2 

1.6 W 151 DI65XOO06W2 151 D I 65X9006W2 .60 W 151D604X9015W2 28 151D286X9020W2 

1.9 W 151DI95X9006W2 .75 W 151 D754XOOl5W2 1510754X9015W2 34 151 D346X0020W2 151D346X902GW2 

2.3 W 151 D235XOO06W2 151 D235X9006W2 .90 W 151 D904X9015W2 41 lSI D416X9020W2 

2.8 W 151 D285X9006W2 1.1 W 151DI15XOOl5W2 151D115X9015W2 50 lSI D506X0020W2 15ID506X?020W2 
3.4 W lSI D345XOO06W2 lSI D345X9006W2 1.3 W 151DI35X9015W2 
4.1 X lSI D41 5X9006W2 1.6 W 151DI65XOOl5W2 151DI65X9015W2 35 WVDC - 46 VDC SURGE 
5.0 X 151 D505XOO06W2 151 D505X9006W2 1.9 X 151DI95X9015W2 .0023 W 151 D232X0035W2 lSI D232X9035W2 
6.0 X lSI D605X9006W2 2.3 X 151D235XOOl5W2 151D235X9015W2 .0028 W lSI D282X9035W2 
7.5 X 151D755XOO06W2 151 D755X9006W2 2.8 X 151D285X9015W2 .0034 W lSI D342X0035W2 lSI D342X9035W2 
9.0 X 151 D905X9006W2 3.4 X 151 D345XOOl5W2 151D345X9015W2 .0041 W lSI D412X9035W2 
II X 151DI16XOO06W2 151DI16X9006W2 4.1 X 1510415X9015W2 .005 W lSI D502X0035W2 1510502X9035W2 
13 X 151DI36X9006W2 5.0 X 1510505XOOl5W2 151D505X9015W2 .006 W lSI D602X9035W2 
16 X 151DI66XOO06W2 151OI66X9006W2 6.0 X 1510605X9015W2 .007 W lSI D702X0035W2 151D702X9035W2 
19 X 151 D I 96X9006 W2 7.5 X 151 0755XOOI 5W2 151D755X9015W2 .009 W lSI D902X9035W2 
23 X lSI D236XOO06W2 151D236X9006W2 9.0 X 1510905X9015W2 .011 W lSI D 113X0035W2 lSI D 113X9035W2 
28 X lSI D286X9006W2 II X 151OI16XOOl5W2 151DI16X9015W2 .013 W 151DI33X9035W2 
30 X 151 D306XOO06W2 151 D306X9006W2 13 y 151DI36X9015W2 .016 W 151DI63X0035W2 151DI63X9035W2 
34 Y lSI D346XOO06W2 lSI D346X9006 W2 16 Y 151OI66XOOl5W2 151DI66X9015W2 .019 W 151DI93X9035W2 
41 Y 151D416X9006W2 19 Y 151OI96X9015W2 .023 W lSI D233X0035W2 1510233X9035W2 
50 Y lSI D506XOO06W2 lSI D506X9006W2 23 Y 151 D236XOOl5W2 151D236X9015W2 .028 W 151 D283X9035W2 
60 Y 151 D606XOO06W2 151D606X9006W2 28 Y 1510286X9015W2 .034 W 151 D343X0035W2 lSI D343X9035W2 
75 Y 151 D756XOO06W2 151 D756X9006W2 34 Y 151D346XOOl5W2 151D346X9015W2 .041 W 151 D413X9035W2 
90 Y 151 D906XOO06W2 151 D906X9006W2 41 Z 151D416X9015W2 .050 W lSI D503X0035W2 lSI D503X9035W2 
110 Z 151D117XOO06W2 151D117X9006W2 50 Z 151D506XOOl5W2 151D506X9015W2 .060 W lSI D603X9035W2 
130 Z 151DI37XOOO6W2 15101 37X9006W2 60 Z 151D606X9015W2 .075 W 151D753X0035W2 151D753X9035W2 
160 Z 151DI67XOO06W2 151DI67X9006W2 75 Z 151D756XOOl5W2 151 D756X9015W2 .090 W 151 D903X9035W2 

10 WVDC - 13 VDC SURGE 20 WVDC - 26 VDC SURGE .11 W lSI D 114X0035W2 151DI14X9035W2 

.11 W 151DI14XOOIOW2 151DI14X9010W2 .0023 W lSI D232X0020W2 lSI D232X9020W2 .13 W 151 DI34X9035W2 

.13 W 151DI34X9010W2 .0028 W 151D282X9020W2 .16 W 151DI64X0035W2 151 D I 64X9035W2 

.16 W 151DI64XOOIOW2 151DI64X9010W2 .0034 W lSI D342X0020W2 151 D342X9020W2 .19 W 151DI94X9035W2 

.19 W 151DI94X9010W2 .01)41 W 151 D412X9020W2 .23 W lSI D234X0035W2 151 D234X9035W2 

.23 W lSI D234XOOI OW2 151D234X9010W2 .005 W lSI D502X0020W2 lSI D502X9020W2 .28 W 151 D284X9035W2 

.28 W 151D284X9010W2 .006 W 151 D602X9020W2 .34 W 151 D344X0035W2 151 D344X9035W2 

.34 W lSI D344XOOI OW2 lSI D344X90 I OW2 .007 W lSI D702X0020W2 151 D702X9020W2 .41 W lSI D414X9035W2 

.41 W 151D414X9010W2 .009 W lSI D902X9020W2 .50 W 151 D504X0035W2 lSI D504X9035W2 

.50 W lSI D504XOO I OW2 151D504X9010W2 .011 W 151DI13X0020W2 151 D 113X9020W2 .60 X 151 D604X9035W2 

.60 W 151D604X9010W2 .013 W 151 D I 33X9020W2 .75 X lSI D754X0035W2 151 D754X9035W2 

.75 W 15ID75-4XOOIOW2 151D754X9010W2 .016 W 151 DI63X0020W2 151 D I 63X9020W2 .90 X 151D904X9035W2 

.90 W 151 D904X901 OW2 .019 W 151 D I 93X9020W2 1.1 X 151 DI15X0035W2 151D115X9035W2 

1.1 W 151DI15XOOIOW2 151DI15X9010W2 .023 W 151 D233X0020W2 lSI D233X9020W2 1.3 X 151DI35X9035W2 

1.3 W 151DI35X9010W2 .028 W 151 D283X9020W2 1.6 X 151DI65X0035W2 151DI65X9035W2 

1.6 W 151DI65XOOIOW2 151DI65X9010W2 .034 W 151 D343X0020W2 lSI D343X9020W2 1.9 X 151DI95X9035W2 

1.9 W 151DI95X9010W2 .041 W 151 D41 3X9020W2 2.3 X 151D235X0035W2 lSI D235X9035W2 

2.3 W 151D235XOOIOW2 151D235X9010W2 .05 W 151D503X0020W2 151 D503X9020W2 2.8 X lSI D285X9035W2 

2.8 X 151 D085X901 OW2 .06 W 151 D603X9020W2 3.4 X 151 D345X0035W2 151D345X9035W2 

3.4 X 151D345XOOIOW2 151D345X9010W2 .07 W 151 D703X0020W2 151 D703X9020W2 4.1 Y lSI D415X9035W2 

4.1 X 151D415X9010W2 .09 W 151 D903X9020W2 5.0 Y 151 D505X0035W2 151 D505X9035W2 

5.0 X 151 D505XOOI OW2 151 D505X901 OW2 .11 W 151DI14X0020W2 151DI14X9020W2 6.0 Y 151 D605X9035W2 

6.0 X lSI D605X901 OW2 .13 W 151 D I 34X9020W2 7.5 Y 151 D755X0035W2 lSI D755X9035W2 

7.5 X 151D755XOOIOW2 151 D755X901 OW2 .16 W 151 DI64X0020W2 151DI64X9020W2 9.0 Y 151 D905X9035W2 

9.0 X 151D905X9010W2 .19 W lSI DI94X9020W2 11 Y 151D116X0035W2 151DI16X9035W2 
II X 151DI16XOOIOW2 151DI16X9010W2 .23 W lSI D234X0020W2 151 D234X9020W2 13 Z 151DI36X9035W2 
13 X 151DI36X9010W2 .28 W 151 D284X9020W2 16 Z 151DI66X0035W2 151DI66X9035W2 
16 X 151DI66XOOIOW2 151 DI66X9010W2 .:H W 151 D344X0020W2 151 D344X9020W2 19 Z 151 D I 96X9035W2 
19 X 151DI96X9010W2 .41 W 151 D414X9020W2 23 Z 151D236X0035W2 151 D236X9035W2 
20 X 151D206XOOIOW2 151 D206X901 OW2 .50 W 151 D504X0020W2 151 D504X9020W2 
23 y 151 D236XOOI OW2 151 D236X9010W2 .60 W lSI D604X9020W2 PRICES AVAILABLE UPON REQUEST 
28 Y 151D286X9010W2 .75 W 151 D754XOO20W2 151 D754X9020W2 
34 Y 151 D346XOOI OW2 151D346X9010W2 .90 W 151 D904X9020W2 Code Code Diom. x Length 

41 y 151D416X9010W2 1.1 W 151DI15X0020W2 151DI15X9020W2 W 
50 Y lSI D506XOOI OW2 151D506X9010W2 1.3 X 151DI35X9020W2 X 

Copyright 1961, Sprague Products Company notice. 
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SECTION 1500 

85°C FOIL TANTALEX® CAPACITORS 

Size Catalog Net Price 
p,F Code Number (1-24) 

TYPE 110D 
POLARIZED PLAIN-FOIL 

3 WORKING VOLTS D-C 

10 D 110Dl06XOO03Dl $ 4.51 
55 G 11 OD556X0003G 1 6.78 

160 J 1100167XOO03Jl 10.68 
350 M 11 OD357X0003M 1 14.94 
440 P 110D447XOO03Pl 19.95 

6 WORKING VOLTS D-C 

8 D 11 00805X0006D 1 4.51 
30 G 11 OD306X0006G 1 6.78 
35 G 11 OD356X0006G 1 6.78 

100 J 11 ODI 07X0006J 1 10.68 
200 M 11 OD207X0006M 1 14.94 
300 P 1100307XOO06Pl 19.95 

10 WORKING VOLTS D-C 

6 0 110D605X001001 4.51 
25 G 1100256X0010Gl 6.78 
80 J 110D806X0010Jl 10.68 

160 M 1100167X0010Ml 14.94 
220 P 11 OD227XOOI OPI 19.95 

15 WORKING VOLTS D-C 
4.5 0 1100455XOO15Dl 4.51 

18 G 11 OD186X0015G 1 6.78 
55 J 1100556XOO15Jl 10.68 

110 M 110D117XOO15Ml 14.94 
160 P 11 OD167XOO15Pl 19.95 

25 WORKING VOLTS D-C 
3 0 110D305X0025Dl 4.51 

12 G 11 OD 126X0025G 1 6.78 
35 J 11 OD356X0025J 1 10.68 
70 M 11 OD706X0025M 1 14.94 

100 P 11 ODI 07X0025Pl 19.95 

30 WORKING VOLTS D-C 
2.5 D 110D255X0030Dl 4.51 

10 G 11 ODI 06X0030G 1 6.78 
30 J 11 OD306X0030J 1 10.68 
60 M 11 OD606X0030M 1 14.94 
85 P 110D856X0030Pl 19.95 

50 WORKING VOLTS D-C 
1.5 0 1100155X005001 4.51 
6 G 11 OD605X0050G 1 6.78 

20 J 1100206X0050Jl 10.68 
40 M 11 OD406X0050M 1 14.94 
55 P 110D556X0050Pl 19.95 

60 WORKING VOLTS D-C 
1.2 D 110D125X0060Dl 4.51 
5 G 11 OD505X0060G 1 6.78 

17 J 110D176X0060Jl 10.68 
34 M 11 OD346X0060M 1 14.94 
48 P 110D486X0060Pl 19.95 

75 WORKING VOLTS D-C 
1 D 110Dl05X0075Dl 4.51 
4 G 110D405X0075Gl 6.78 

14 J 110D146X0075Jl 10.68 
28 M 11 OD286X0075M 1 14.94 
40 P 110D406X0075Pl 19.95 

100 WORKING VOLTS D-C 

.8 0 110D804X0100Dl 4.51 
3 G 11 OD305XOI OOGI 6.78 

10 J 110Dl06X0100Jl 10.68 
20 M 110D206X0100Ml 14.94 
30 P 110D306X0100Pl 19.95 

Copyroght 1961, Sprague Products Company 

p,F 

.5 
1 
2 
7 

14 
20 

• For applications where small physical 
size, stable electrical characteristics, 
and long service life are important. 

• Type 1100 and 1120 also available 
marked to meet Mll-C-3965B. Order 
by complete military type designation. 

• High capacitance stability even at 
low operating temperatures, unlike 
aluminum-foil electrolytics. 

• Extremely low leakage current. 
• Standard capacitance tolerance: 

Types 1100 and 1110. -+-20%; 
Type 1120 and 1130+75, -15%. 

• listed units have plastic wrap. For 
bare case, end Cat. No. in "0" 
instead of "1" and subtract $.10 
from price. 

• For complete technical data refer to 
latest issue Engineering Bulletin 3601. 

• For prices on quantities from 25 to 
499 pieces, see your Sprague Indus­
trial Distributor. 

Size Catalog Net Price Size Catalog Net Price Size Catalog Net Price 
Code Number (1-24) p,F Code Number (1-24) p,F Code Number (1-24) 

150 WORKING VOLTS D-C 75 WORKING VOLTS N.P. 100 WORKING VOLTS D-C 

a 110D504X0150Dl $ 4.51 .5 D ll1D504X0075Dl $ 4.51 2 D 112D205C7100Dl $ 4.51 
G 110Dl05X0150Gl 6.78 2 G l11D205X0075Gl 6.78 8 G 112D805C7100Gl 7.44 
G 110D205X0150Gl 6.78 7 J ll1D705X0075Jl 10.68 25 J 1120256C7100J! 12.89 
J 110D705X0150Jl 10.68 14 M l11D146X0075Ml 14.94 50 M 112D506C7100Ml 20.93 
M 110D146X0150Ml 14.94 20 P 111 D206X0075Pl 19.95 70 P 112D706C7100Pl 27.86 
P 11 OD206X0150Pl 19.95 100 WORKING VOLTS N.P. 150 WORKING VOLTS D-C 

200 WORKING VOLTS D-C .4 D 111 D404XOI 0001 4.51 1 D 112Dl05C7150Dl 4.51 
.35 0 1100354X820001 10.65 1.5 G l11D155X0100Gl 6.78 4 G 112D405C7150G 1 7.44 

1.5 G 11 OD155X8200G 1 14.35 5 J 111 D505XOI OOJI 10.68 13 J 112D136C7150Jl 12.89 
5.0 J 110D505X8200Jl 20.58 10 M 1l10106X0100Ml 14.94 25 M 112D256C7150M 1 20.93 

10.0 M 110Dl06X8200Ml 25.41 15 P ll1D156X0100Pl 19.95 36 P 112D366C7150Pl 27.86 
15.0 P 110D156X8200Pl 32.02 150 WORKING VOLTS N.P. TYPE 113D 250 WORKING VOLTS D-C .25 0 111 D254X0150Dl 4.51 

NON-POLARIZED ETCHED-FOIL 
0 11 OD304X82500 1 10.65 1 G 1110105X0150Gl 6.78 .3 

1.2 G 11 OD 125X8250G 1 14.35 3.5 J 111 D355X0150Jl 10.68 15 WORKING VOLTS N.P. 
4.0 J 11 OD405X8250J 1 20.58 7 M 111D705X0150Ml 14.94 10 D 113Dl06C7015Dl 4.51 
8.0 M 11 OD805X8250M 1 25.41 10 P 1110106X0150Pl 19.95 40 G 1130406C7015Gl 7.44 

12.0 P 110D126X8250Pl 32.02 200 WORKING VOLTS D-C 120 J 113D127C7015Jl 12.89 

TYPE I11D .15 D 111 D154X8200Dl 12.53 250 M 113D257C7015Ml 20.93 

.75 G 111 D754X8200G 1 16.52 350 P 113D357C7015Pl 27.86 
NON-POLARIZED PLAIN-FOIL 

2.5 J 111 D255X8200J 1 23.66 2S WORKING VOLTS N.P. 
6 WORKING VOLTS N.P. 5.0, M 111 D505X8200M 1 29.15 5 D 113D505C702501 4.51 

5 D 111 D505XOO06Dl 4.51 7.5 P 111 D755X8200Pl 36.85 20 G 113D206C7025G 1 7.44 
25 G 111 D256X0006G 1 6.78 250 WORKING VOLTS D-C 70 J 113D706C7025J 1 12.89 
85 J 111 D856XOO06J1 10.68 .15 D 111 D154X8250Dl 12.53 140 M 113D147C7025Ml 20.93 

170 M 111 DI77X0006M 1 14.94 .6 G 111 D604X8250G 1 16.52 200 P 113D207C7025Pl 27.86 
250 P 111 D257XOO06Pl 19.95 2.0 J 111 D205X8250Jl 23.66 30 WORKING VOLTS N.P. 

10 WORKING VOLTS N.P. 4.0 M 111 D405X8250M 1 29.15 
4.5 D 113D455C7030D 1 4.51 

3 D 1110305X0010Dl 4.51 6.0 P 111 D605X8250Pl 36.85 
18 G 113D 186C7030G 1 7.44 

16 G l11D166X0010Gl 6.78 TYPE 112D 60 J 113D606C7030J 1 12.89 
!5 J 111 D556X0010Jl 10.68 POLARIZED ETCHED-FOIL 20 M 113D127C7030M 1 20.93 

110 M ll1Dl17X0010Ml 14.94 15 WORKING VOLTS D-C 70 P 113Dl77C7030Pl 27.86 
1~0 P ll1D157X0010Pl 19.95 50 WORKING VOLTS N.P. 15 D 112D156C7015Dl 4.51 

15 WORKING VOLTS N.P. .60 G 112D606C7015Gl 7.44 2.5 D 113D255C70500 1 4.51 
2.5 D l11D255XOO15Dl 4.51 200 J 112D207C7015J 1 12.89 10 G 113Dl06C7050Gl 7.44 

10 G l11Dl06XOO15Gl 6.78 400 M 112D407C7015Ml 20.93 30 J 113D306C7050J 1 12.89 
35 J 111 D356XOO15Jl 10.68 580 P 112D587C7015Pl 27.86 60 M 113D606C7050M 1 20.93 
70 M 111 D706XOO15Ml 14.94 25 WORKING VOLTS D-C 80 P 113D806C7050Pl 27.86 

100 P ll1Dl07XOO15Pl 19.95 
10 0 1120106C7025Dl 4.51 75 WORKING VOLTS N.P. 

25 WORKING VOLTS N.P. 40 G 112D406C7025G 1 7.44 1.5 D 113D155C707501 4.51 
1.5 D l11D155X0025Dl 4.51 120 J 1120127C7025Jl 12.89 6 G 113D605C7075G 1 7.44 
6 G 111 D605X0025G 1 6.78 250 M 1120257C7025M 1 20.93 15 J 113D156C7075Jl. 12.89 

20 J 111 D206X0025J1 10.68 350 P 112D357C7025Pl 27.86 35 M 113D356C7075Ml 20_93-
40 M 111 D406X0025M 1 14.94 30 WORKING VOLTS D-C 50 P 113D506C7075Pl 27.86 
60 P 111 D606X0025Pl 19.95 8 0 112D805C7030Dl 4.51 100 WORKING VOLTS N.P. 

30 WORKING VOLTS N.P. 32 G 1120326C7030G 1 7.44 1 D 113Dl05C7100Dl 4.51 
1.4 D 111 DU5X0030Dl 4.51 • 110 J 112D117C7030Jl 12.89 4 G 11 3D405C71 OOG 1 7.44 
5.5 G 111 D555X0030G 1 6.78 220 M 112D227C7030M 1 20.93 12 J 113D126C7100Jl 12.89 

18 J 111 D 186X0030Jl 10.68 300 P 1120307C7030Pl 27.86 25 M 11 3D256C71 OOM 1 20.93 
36 M 111 D366X0030M 1 14.94 50 WQRKING VOLTS D-C 35 P 113D356C7100Pl 27.86 
45 P 111 D456X0030Pl 19.95 4.5 D 112D455C7050Dl 4.51 150 WORKING VOLTS N.P. 

G 112D186C7050Gl 7.44 50 WORKING VOLTS N.P. 18 
60 J 112D606C7050Jl 12.89 .5 D 113D504(7150Dl 4.51 

.8 D 111 D804X00500 1 4.51 
100 M 112Dl07C7050Ml 20.93 2 G 113D205C7150Gl 7.44 

3 G 111 D305X0050G 1 6.78 
150 P 112D157C7050Pl 27.86 6 J 113D605C7150J 1 12.89 

10 J 111 Dl06X0050Jl 10.68 12 M 113D126C7150Ml 20.93 
20 M 111 D206X0050M 1 14.94 60 WORKING VOLTS D-C 18 P 113D186C7150Pl 27.86 
30 P 111 D306X0050Pl 19.95 4 D 112D405C7060Dl 4.51 

DIMENSIONS 
60 WORKING VOLTS N.P. 75 WORKING VOLTS D-C 

4.51 0 112D305C7075Dl 4.51 
D 13/64 diam. x 3/4 long 

.6 D 111 D604X0060D 1 3 
G 19/64 diem. x 15/16 long 2.5 G 111 D255X0060G 1 6.78 12 G 1120126C7075Gl 7.44 

8.5 J 111 D855X0060J 1 10.68 30 J 112D306C7075J 1 12.89 J 25/64 diem. x 1 1/2 long 

17 M ll1D176X0060Ml 14.94 70 M 112D706C7075Ml 20.93 M 25/64 diam. x 2 3/16 long 
24 P 111 D246X0060Pl 19.95 100 P 112Dl07C7075Pl 27.86 P 25/64 diam. 'x 2 13/16 long 

REM-3-6128 All prices and Sizes sublect to ch.ange Without notice. 
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SECTION 1500 

SPR~GUE CAPACITORS 
125°C FOIL TANTALEX® CAPACITORS 

• Small size, electrically stable, long life. For 
data, see lalest Engineering Bulletin 3602. 

stead of "1" and subtract $.10 from the 
unit price. 

• 1200,1220 available as MIL-C-3965-B units. 
SIZE CODE (Oiam. x Length) 

• Tol., 1200, 1210, ±200/.; 1220, 1230, 
-15, +750/.. E (13/16" x 23/32"), H 119/64" x 15/16"), 

K 125/64" x 15/32"), N 125/64" x 2 5/32"), • Listed units have plastic wrap. For bore 
metal ca'e unils, end Cot. No. in "0" in- Q 125/64" x 2 25/32"). 

Nel Ea. 
)LF Code Calalog Number 11·24) 

TYPE 1200 
POLARIZED PLAIN-FOIL 

10 WORKING VOLTS D-C 

4.5 E 120D455X0010El $7.47 
18 H 120D186X0010H1 9.90 
55 K 120D556X0010Kl 14.28 

110 N 1200117X0010Nl 18.41 
160 Q 1200167X0010Ql 23.64 

3 
12 
35 
70 

100 

15 WORKING VOLTS D-C 

E 120D305X0015El 
H 120D126X0015Hl 
K 120D356X0015Kl 
N 120D706X0015Nl 
Q 120Dl07X0015Ql 

7.47 
9.90 

14.28 
18.41 
23.64 

30 WORKING VOLTS D-C 

1.5 120D155X0030El 7.47 
6 H 120D605X0030H 1 9.90 

20 K 120D206X0030Kl 14.28 
40 N 120D406X0030Nl 18.41 
55 Q 120D556X0030Ql 23.64 

50 WORKING VOLTS D-C 

1 E 120Dl05Xa050El 7.47 
4 H 120D405X0050H 1 9.90 

14 K 120D146XOOSOKI 14.28 
28 N 120D286X0050N 1 18.41 
40 Q 120D406X0050Ql 23.64 

65 WORKING VOLTS D-C 

.8 E 120D804X0065E1 7.47 
3 H 120D305X0065H 1 9.90 

10 K 120D106X0065Kl 14.28 
20 N 120D206X0065Nl 18.41 
30 Q 120D306X0065Q1 23.64 

100 WORKING VOLTS D-C 

. 5 E 120D504X0100El 

Net 
)LF Code Calalog Number (1·24) )LF Code Catalog Number 

2 H 120D205X0100Hl 9.90 3() Q 121D306X0030Ql 23.64 
7 K 120D705X0100Kl 14.28 50 WORKING VOLTS N.P. 

14 N 120D146X0100Nl 18.41 
2'l Q 120D206X0100Ql 23.64-

150 WORKING VOLTS D-C 

.35 E 120D354X0150El 
1.5 H 1200155X0150Hl 
5 K 120D505X0150K1 

1() N 120Dl06X0150Nl 
15 Q 120D156X0150Ql 

200 WORKING VOLTS 
1.0 H 1200105X8200Hl 
3.0 K 1200305X8200Kl 
7.0 N 1200705X8200N 1 

10.0 Q 120D 1 06X8200Ql 

7.47 
9.90 

14.28 
18.41 
23.64 

D-C 
14.35 
20.58 
25.41 
32.02 

TYPE 1210 
NON-POLARIZED PLAIN-FOIL 

10 

2.5 
10 
35 
70 

100 

WORKING VOLTS N.P. 

E 121D255X0010El 7.47 
H 121Dl06X0010H1 9.90 
K 121D356X0010Kl 14.28 
N 121D706X0010Nl 18.41 
Q 121D107X0010Ql 23.64 

15 WORKING VOLTS N.P. 
1.5 E 121D155X0015E1 7.47 
6 H 121D605X0015Hl 9.90 

20 K 121D206X0015Kl 14.28 
40 N 121D406X0015Nl 18.41 
60 Q 121D606X0015Ql 23.64 

30 WORKING VOLTS N.P. 

.8 121D804X0030El 7.47 
3 H 121 D305X0030Hl 9.90 

10 K 121Dl06X0030Kl 14.28 
20 N 1210206X0030Nl 18.41 

.5 
2 

121 D504X0050El 
H 121D205X0050Hl 

7.47 
9.90 

K 121 D705X0050Kl 14.28 
14 N 121D146X0050Nl 18.41 
20 Q 121 D206X0050Ql 23.64 

65 WORKING VOLTS N.P. 

.4 121D404X0065El 7.47 
1.5 H 121D155X0065Hl 
5 K 121 D505X0065K 1 

10 N 121Dl06X0065Nl 
15 Q 121D156X0065Ql 

9.90 
14.28 
18.41 
23.64 

100 WORKING VOLTS N.P. 

.25 E 121D254X0100El 7.47 
1.0 H 121Dl05X0100Hl 9.90 
3.5 K 121D335X0100Kl 14.28 

7 N 121D705X0100Nl 18.41 
10 Q 121Dl06X0100Ql 23.64 

150 WORKING VOLTS N.P. 

.15 1210154X0150El 7.47 

.75 H 121 0754X0150H 1 9.90 

2.5 K 121D255X0150Kl 14.28 

5.0 N 121D505X0150Nl 18.41 
7.5 Q 121D755X0150Ql 23.64 

200 WORKING VOLTS N. P. 

0.5 H 1210504X8200Hl 
1.5 K 121D155X8200Kl 

3.5 N 1210355X8200Nl 
5.0 Q 121 0505X8200Q 1 

16.52 
23.66 

29.15 

36.85 

SINTERED·ANODE TANT AL 
• Meets 2000 cy. MIL Vibration Requirements 

• Listed Units Have Plastic Wrap 

• For Complete Dolo, See Engineering Bulletin 3701 

• For Prices on 25 to 499 pieces, See Your Sprague 
Industrial Distributor. 

SIZE CODE, C=13/64" dia. x 33/64" L., F=19/64" Oia. x 45/64" L., T=25/64 dia. x S3/64" L. 

15 WORKING VOLTS D·C 

9 
37 

120 
250 
350 

E 1220905C7015El 
H 1220376C7015H1 
K 1220127C7015Kl 

~ g~~;;}gg:;~: 
30 WORKING VOLTS D·C 

4.5 E 1220455C7030E1 
18 H 1220186C7030Hl 
60 K 1220606C7030Kl 

100 N 1220107C7030NI 
150 Q 1220157C7030Ql 

50 WORKING VOLTS D·C 
3 E I 220305C7050E 1 

12 H 1220126C7050Hl 
30 K 1220306C70S0Kl 
70 N I 220706C7050N 1 

100 Q 1220107C7050Q1 
65 WORKING VOLTS D-C 

2 E 1220205C7065EI 
8 H 1220805C7065Hl 

25 K 1220256C7065Kl 
50 N 1220506C7065N I 
70 Q 1220706C7065Q 1 
100 WORKING VOLTS D·C 

I E 1220105C7100El 
4 H I 220405C71 OOHI 

13 K 1220136C7100Kl 
25 N 1220256C71 OON 1 
36 Q 1220366C7100Q1 

TYPE 1230 
NON·POLARIZED 

ETCHED-FOIL 

10 WORKING VOLTS N.P • 

10 E 1230106C7010E1 
40 H 1230406C7010Hl 

120 K 1230127C7010Kl 
250 N 1230257C7010NI 
350 Q I 230357C701 OQ1 

15 WORKING VOLTS N.P. 

5 E 1230505C7015E1 
20 H I 230206C7015H1 
70 K I 230706C701SK1 

140 N 1230147C7015N1 
200 Q 1230207C7015Q1 

30 WORKING VOLTS N.P. 

2.S E 1230255C7030E1 
10 H 1230106C7030H1 
30 K 1230306C7030Kl 
60 N I 230606C7030N 1 
80 Q 1230806C7030Q1 

SO WORKING VOLTS N.P. 

1.5 E 1230155C7050EI 
to H I 23060SC7050H 1 

15 K 1230156C70S0Kl 
35 N I 230356C7050N I 
50 Q 1230506C7050Ql 

6S WORKING VOLTS N.P. 

1 E 1230105C7065El 
4 H 123040SC7065HI 

12 K 1230126C7065Kl 
25 N 1230256C7065NI 
3S Q 1230356C7065Q1 

100 WORKING VOLTS N.P. 

0.5 E 1230504C7100EI 
2 H 123D205C7100Hl 
6 K 1230605C7100K1 

12 N 1230126C7100N1 
18 Q 1230186C7100Ql 

APACITORS 
Case Size Dia. x L. Nel Ea. 

C 13/64" x 33/64" $4.30 

19/64/ x 45"64" 9.90 

T 25/64" x 53/64" 11.10 

GIfOUP 1: + 20 %, -15 % and + 1 0 % Capacitance Tolerance with plastic insulation tube 
Size --- Catalog Number --- Size --- Catalog Number -__ Size --- Catalog Number ---

)LF WVOC Code +20, -150/. Tol. ±100/. Tol. )LF WVOC Code +20, -150/. Tal. +100/. Tol. )LF WVOC Code +20, -15% Tol. +100/. Tol. 

30 4 C 1300306C2004C2 1300306X9004C2 70 10 F 1300706C2010F2 1300706X9010F2 60 30 T 1300606C2030T2 1300606X9030T2 
140 4 F 1300147C2004F2 130D147X9004F2 170 10 T 1300177C2010T2 1300177X9010T2 4 40 C 1300405C2040C2 1300405X9040C2 
330 4 T 1300337C2004T2 130D337X9004T2 10 15 C 1300106C201SC2 1300106X9015C2 20 40 F 130C206C2040F2 1300206X9040F2 
25 5 C 1300256C2005C2 1300256X9005C2 50 15 F 1300S06C2015F2 1300506X9015F2 50 40 T 1300S06C2040T2 1300506X9040T2 

120 5 F 1300127C2005F2 1300127X9005F2 110 15 T I 300117C201ST2 13001 17X9015T2 3.5 50 C 1300355C2050C2 1300355X9050C2 
290 5 T 1300297C2005T2 1300297X9005T2 8 20 C 1300805C2020C2 1300805X9020C2 15 50 F 1300156C2050F2 1300lS6X9050F2 

20 7 C 1300206C2007C2 1300206X9007C2 40 20 F 1300406C2020F2 1300406X9020F2 40 50 T 1300406C2050T2 1300406X9050T2 
100 7 F 1300107C2007F2 1300107X9007F2 100 20 T 1300107C2020T2 1300107X9020T2 2.5 70 C 1300255C2070C2 1300255X9070C2 
250 7 T 130D257C2007T2 1300257X9007T2 5 30 C 1300505C2030C2 1300505X9030C2 11 70 F 1300116C2070F2 1300116X9070F2 

15 10 C 1300156C2010C2 1300156X9010C2 25 30 F 1300256C2030F2 1300256X9030F2 30 70 T 1300306C2070T2 1300306X9070T2 

GROUP 2: +20% and +10% Capacitance Tolerance with plastic insulation tube 
Size --- Cotolog Number ---

)LF WVOC Code +20, -150/. Tol. +100/. Tol. 
68 4 C 130D686X0004C2 1300686X9004C2 

270 4 F 130D277X0004F2 1300277X9004F2 
560 4 T 130D567X0004T2 130D567X9004T2 

47 7 C 130D476X0007C2 130D476X9007C2 
180 7 F 130D187X0007F2 130D187X9007F2 
390 7 T 130D397X0007T2 130D397X9007T2 

33 10 C 130D336X0010C2 130D336X9010C2 
120 10 F 130D127X0010F2 130D127X9010F2 
270 lOT 1300277X0010T2 1300277X9010T2 

Copyright 1961, Sprague Products Company 

© U.C.P., Inc. 

Size --- Catalog Number --­
)LF WVOC Code +20, -150/. Tol. +100/. Tol. 

22 15 C 1300226X0015C2 1300226X9015C2 
100 15 F 1300107X0015F2 1300107X9015F2 
180 15 T 1300187X0015T2 1300187X9015T2 

15 20 C 1300156X0020C2 1300156X9020C2 
68 20 F 1300686X0020F2 1300686X9020F2 

150 20 T 1300157X0020T2 13001S7X9020T2 
10 30 C 13001 06X0030C2 13001 06X9030C2 
47 30 F 130D476X0030F2 130D476X9030F2 
82 30 T 1300826X0030T2 130D826X9030T2 

REM·4·6128 

Net 

Size --- Catalog Number --­
)LF WVOC Code +20, -150/. Tol. ±100/. Tol. 

8.2 40 C 1300825X0040C2 1300825X9040C2 
39 40 F 1300396X0040F2 1300396X904DF2 
68 40 T 1300686X0040T2 1300686X9040T2 

6.8 50 C 
33 50 F 
56 50 T 
4.7 70 C 

22 70 F 
43 70 T 

1300685X0050C2 1300685X9050C2 
1300336X0050F2 1300336X6050F2 
1300566X0050T2 1300566X90S0T2 
1300475X0070C2 130047SX9070C2 
1300226X0070F2 1300226X9070F2 
1300436X0070T2 1300436X9070T2 

All prices and sizes subiect to change without notice. 
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SECTION 1500 

TYPE109D SINTERED-ANODE TANTALEX® CAPACITORS 
• Intended for applications where 

reliable design in military equip­
ment is required. 

• Double s pun TFE-fluorocarbon 
elastomer high temp. end seals. 

• Large values of capacitance in 
small physical size. 

• Listed units have plastic sleeves. 

• May be operated at 85°C at 
rated voltage and to 105°C with 
15 % voltage derating. 

• Will meet 2000 cycle missile 
vibration requirements. 

;~====~~~~~~~~~~~~-------, 

• For complete technical data refer 
to latest issue of Engineering Bul­
letin 3700. 

Code l!)iO. x length 1±10% 1±20% !+20, -15% 
C 3/16 x 29/64 $1.35 $1.35 I $3.05 
F 9/32 x 41/64 7.25 7.25 6.55 
T 3/8 x 49/64 8.85 8.S5 7.90 

+75, -15% 
$1.53 

3.43 
4.35 

For bare case, end Cat. 
No. in "0" instead of "2," 
and subtract $.05 from 
price. 

• For prices on quantities from 25 to 
499 pieces, see your Sprague In­
dustrial Distributor. 

p.F 

27 
30 

120 
140 
290 
330 

22 
25 

100 
120 
260 
290 

18 
20 
85 

100 
220 
250 

13 
15 
55 
70 

150 
170 

9 
10 
45 
50 

100 
110 

p.F 

68 
270 
560 

56 
220 
430 

47 
180 
390 

33 

GROUP 1: Available in Capacitance Tolerances of + 1 0%, + 20, -15 % i + 75, -15% 

Size 
Code 

Catalog Number 

±10% +20, -15% p.F 
Size 
Cade 

Catalog Number 

±10% +20, -15% 

C 
C 
F 
F 
T 
T 

( 

C 
F 
F 
T 
T 

C 
C 
F 
F 
T 
T 

C 
C 
F 
F 
T 
t 

C 
C 
F 
F 
T 
T 

Size 
Code 

C 
F 
T 

C 
F 
T 

C 
C 
T 

C 

6 WORKING VOLTS D-C 

1090276X9006C2 
1090306X9006C2 
1090127X9006C2 
1090147X9006C2 
1090297X9006C2 
1090337X9006C2 

1090276C2006C2 
1090306C2006C2 
1090127C2006C2 
1090147C2006C2 
1090297C2006C2 
1090337C2006C2 

8 WORKING VOLTS D-C 

1090226X900SC2 
1090256X9008C2 
1090107X900SC2 
1090127X9008C2 
1090267X9008C2 
1090297X9008C2 

1090226C2008C2 
1090256C200SC2 
1090107C2008C2 
1090127C2008C2 
1090267C2008C2 
1090297C2008C2 

10 WORKING VOLTS D-C 

1090186X9010C2 1090186C2010C2 
1 090206X901 OC2 1 090206C201 OC2 
1 090856X901 OC2 1 090856C201 OC2 
1090107X901 eC2 1090107C2010C2 
1 090227X901 OC2 1 090227C201 OC2 
1 090257X901 OC2 1 090257C201 OC2 

15 WORKING VOLTS D-C 

1090136X9015C2 1090136C2015C2 
1090156X9015C2 1090156C2015C2 
1090556X9015C2 1090556C2015C2 
1090706X9015C2 1090706C2015C2 
1090157X9015C2 1090157C2015C2 
1090177X9015C2 1090177C2015C2 

2S WORKING VOLTS D-C 

1090905X9025C2 
1090106X9025C2 
1090456X9025C2 
1090506X9025C2 
1090107X9025C2 
1090117X9025C2 

1090905C2025C2 
1090106C2025C2 
1090456C2025C2 
1090506C2025C2 
1090107C2025C2 
10901 17C2025C2 

1090276C7006C2 
1090306C7006C2 
1090127C7006C2 
1090147C7006C2 
1090297(7006C2 
1090337C7006C2 

1090226C700SC2 
1090256C7008C2 
1090107C7008C2 
1090127C7008C2 
1090267C700SC2 
1090297C700SC2 

1090186C7010C2 
1 090206C701 OC2 
1090856C7010C2 
1090107C7010C2 
1 090227C701 OC2 
1 090257C701 OC2 

1090136C7015C2 
1090 156C70 15C2 
1090556C7015C2 
1090706C7015C2 
10901 57C7015C2 
1090177C7015C2 

1090905C7025C2 
1090106C7025C2 
1090456C7025C2 
1090506C7025C2 
1 090 I 07C7025C2 
1090117C7025C2 

7 
8 

35 
40 
SO 

100 

4.5 
5 

22 
25 
55 
60 

3.6 
4 

18 
20 
45 
50 

3 
3.5 

13 
15 
35 
40 

2.5 
10 
11 
27 
30 

C 
C 
F 
F 
T 
T 

C 
C 
F 
f 
T 
T 

C 
C 
F 
F 
T 
T 

C 
C 
F 
F 
T 
T 

C 
F 
F 
T 
T 

30 WORKING VOLTS D-C 

1090705X9030C2 
1090805X9030C2 
1090356X9030C2 
1090406X9030C2 
1090S06X9030C2 
1090107X9030C2 

1090705C2030C2 
1090S05C2030C2 
1090356C2030C2 
1090406C2030C2 
1090S06C2030C2 
1090107C2030C2 

50 WORKING VOLTS D-C 

1090455X9050C2 
1090505X9050C2 
1090226X9050C2 
1090256X9050C2 
1090556X9050C2 
1090606X9050C2 

1090455C2050C2 
1090505C2050C2 
1090226C2050C2 
1090256C2050C2 
1090556C2050C2 
1090606C2050C2 

60 WORKING VOLTS D-C 

1090365X9060C2 
1090405X9060C2 
1090186X9060C2 
1090206X9060C2 
1090456X9060C2 
1090506X9060C2 

1090365C2060C2 
1090405C2060C2 
10901 860060C2 
1090206C2060C2 
1090456C2060C2 
1090506C2060C2 

75 WORKING VOLTS. D-C 

1090305X9075C2 
1090355X9075C2 
1090136X9075C2 
1090156X907SC2 
1090356X9075C2 
1090406X9075C2 

1090305C2075C2 
1090355C2075C2 
1090136C20750 
1090156C2075C2 
1090356C2075C2 
1090406C2075C2 

100 WORKING VOLTS D.C 

I 090255X91 00C2 
1090106X9100C2 
1090116X9100C2 
1090276X9100C2 
I 090306X91 00C2 

I 090255C21 00C2 
1090106C2100C2 
1090116C2100C2 
1090276C2100C2 
1 090306C21 00C2 

1090705C7030C2 
1090805C7030C2 
1090356C7030C2 
1 090406C70300 
1090S06C7030C2 
1090 I 07C7030C2 

1090455C7050C2 
1090505C7050C2 
1090226C7050C2 
1090256C7050C2 
1090556C70500 
1090606C7050C2 

1090365C7060C2 
1090405C7060C2 
10901 86C7060C2 
1090206C7060C2 
1090456C7060C2 
1090506C7060C2 

1090305C7075C2 
1090355C7075C2 
1090136C7075C2 
1090156C7075C2 
1090356C7075C2 
1090406C7075C2 

1 090255C71 00C2 
1090106C7100C2 
I 090116C71 00C2 
1 090276C71 00C2 
1 090306C71 00C2 

GROUP 2. Available in Capacitance Tolerances of +20% and + 10% 
These capacitors have approximately twice the capacitance of Group I CapacitoR of the same physical size at a given voltage rating. 

Catalog Number 

+20% Tol. +10% Tal. 
6 WORKING VOLTS D-C 

1090686X0006C2 
1090277X0006C2 
1090567\(0006C2 

1090686X9006C2 
1090277X9006C2 
1090567X9006C2 

8 WORKING VOLTS D-C 
1090566X0008C2 
1090227X0008C2 
1090437X0008C2 

. 1090566X900SC2 
1090227X900SC2 
1090437X900SC2 

10 WORKING VOLTS D-C 

1090476X0010C2 
10901S7X0010C2 
1 090397XOOI OC2 

1 090476X901 OC2 
1 090187X901 OC2 
1 090397X901 OC2 

15 WORKING VOLTS D-C 
1090336X0015C2 1090336X9015C2 

p.F 
120 
270 

22 
100 
ISO 

15 
68 

150 

10 
47 
82 

Size 
Code 

F 
T 

C 
F 
T 

C 
F 
T 

C 
F 
T 

Catalog Number 

+20% Tol. +10% Tol. 
1090127X0015C2 1090127X9015C2 
1090277X0015C2 1090277X9015C2 

25 WORKING VOLTS D-C 

1090226X0025C2 
1090107X0025C2 
1090lS7X002SC2 

1090226X9025C2 
1090107X9025C2 
1090187X9025C2 

30 WORKING VOLTS D-C 
1090156X0030C2 
1090686X0030C2 
1090157X0030C2 

1090156X9030C2 
1090686X9030C2 
1090157X9030C2 

50 WORKING VOLTS D-C 

1090106X0050C2 
1090476X0050C2 
1090826X0050C2 

1090106X9050C2 
1090476X9050C2 
1090826X9050C2 

p.F 

S.2 
39 
68 

6.S 
33 
56 

" 4.7 
22 
43 

Size Catalog Number 
Code +20% Tol. +10% Tal. 

60 WORKING VOLTS D-C 

C 1090825X0060C2 1090825X9060C2 
F 1090396X0060C2 1090396X9060C2 
T 1090686X0060C2 1090686X9060C2 

75 WORKING VOLTS D-C 

C 1090685X0075C2 1090685X9075C2 
1090336X0075C2 1090336X9075C2 

T 1090566X0075C2 1090566X9075C2 

100 WORKING VOLTS D-C 

C 1 090475XOI00C2 1 090475X91 00C2 
109D226XOIOOC2 1090226X9100C2 

T 1 090436XOI 00C2 1 090436X91 00C2 

Copyright 1961, Sprague Produc,ts Company REM·5·612S All .prices and sizes subiect to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
P STYLE" TANTALEX® CAPACITORS 

• -55°C to +85°C operation at full rating. 

100°C operation with 15% derating. 

• Stable in performance characteristics over en· 

tire temp. range. 

• Large capacitance in sma!1 size. 

• Extremely low leakage currents. 

• 1310 for industrial electronics is similar to 

1320 but designed for static use in ground 

equipment. 

• For plastic tube on units, change "0" to "4" 

at end of Cat. No. and add $.10 to price. 

• For complete technical data refer to latest 

issue Engineering Bulletin 3710. 

Size 
Code 

Dimensions , (Type 1320 only) 

Die. x lengfh 1·±10% 1-15' +20% 

• 1320 designed to withstand severe military 

vibration tests. Also available as CL44 and 

CL45 capacitors to meet MIL·C·3965B. See MIL 

listings elsewhere in these pages. 

• For prices on quantities from 25 to A99 pieces, 

see your Sprague Industrial ~istributor. Prices 

for types 1310 and 1330 available upon 

request. 

U 7/32 x 15/32 52.30 $3.00 
V 9/32 x 11/16 7.20 6.50 
T 3/8 x 49/64 8.80 7.90 

INDUSTRIAL TYPE 131 D 
Size Catalog Number Size Catalog Number Size Catalog Number Size Catal)9 Number 

/If Code -15, +75% Tal. /If Code -15, +75% Tal. /If Code -15, +75% Tal. /IF Code -15, +75% Tal. 

6 WVDC - 7 VDC SURGE 15 WVDC - 18 VDC SURGE 50 WVDC - 60 VDC SURGE 13 V 131D136C7075VO 

27 U 13 I D276C7006UO 13 U 131D136C7015UO 4.5 U 131D455C7050UO 15 V 1310156C7075VO 

30 U 13 I 0306C7006UO 15 U 1310156C7015UO 5 U 1310505C7050UO 35 T 1310356C7075TO 

120 V 1310127C7006VO 55 V 13.10556C7015VO 22 V 1310226C7050VO 40 T 131 0406C7075TO 

140 V 1310147C7006VO 70 V 1310706C7015VO 25 V 1310256C7050VO 100 WVDC - 115 VDC SURGE 
290 T 131 0297C7006 TO 150 T 1310157C7015TO 55 T 1310556C7050TO 1.8 U 1310185C7100UO 
320 T. 1310327C7006TO 170 T 1310177C7015TO 60 T 1310606C7050TO 2 U 131 0205C71 OOUO 

8 WVDC - 10 VDC SURGE 25 WVDC - 30 VDC SURGE 60 WVDC - 72 VDC SURGE 10 V 1310106C7100VO 
22 U 1310226C7008UO 9 U 1310905C7025UO 3.6 U 1310365C7060UO 11 V 1310116C7100VO 
25 U 1310256C7008UO 10 U 1310106C7025UO 4 U 1310405C7060UO 27 T 131 0276C71 OOTO 

10 WVDC - 12 VDC SURGE 30 WVDC - 36 VDC SURGE 18 V 1 31 01 86C7060VO 30 T 131 0306C71 OOTO 

18 U 7 U 1310705C7030UO 
20 V 1310206C7060VO 125 WVDC - 14D VDC SURGE 

1310186C7010UO 45 T 131 0456C7060TO 
20 U 1310206C7010UO 8 U 1310805C7030UO 50 T 1310506C7060TO 1.7 U 1310175C7125UO 
85 V 131 0856C701 OVO 35 V 1310356C7030VO 8 V 1310805C7125VO 

100 V 1310107C7010VO 40 V 1310406C7030VO 75 WVDC - 87 VDC SURGE 9 V 1310905C7125VO 
220 T 131 0227C701 OTO 80 T 1310806C7030TO 3.0 U 1310305C7075UO 20 T 1310206C7125TO 
250 T 1310257C7010TO 100 T 1310107C7030TO 3.5 U 1310355C7075UO 25 T 1310256C7125TO 

VIBRATION-PROOF TYPE 132D 
Size Catalog Number Size Catalog Number Size Catalog Number 

/If Code +10°70 15, =1=20'90 Tal. /l.f Code +10% -15, +200/0 Tal. I'f Code +10°7. 15, =1=20"10 Tal. 

6 WVDC - 7 VDC SURGE 2S WVDC - 30 VDC SURGE 75 WVDC - 87 VDC SURGE 

30 U 1320306X9006UO 1320306C2006UO 10 U 1320106X9025UO 1320106C2025UO 3.5 U 1320355X9075UO 1320355C2075UO 
140 V 1320147X9006VO 1320147C2006VO 30 WVOC - 36 VDC SURGE 15 V 1320156X9075VO 1320156C2075VO 
320 T I 32D327X9006 TO 1320327C2006TO 8 U 1320805X9030UO 1320805C2030UO 40 T 1320406X9075TO 1320406C2075TO 

8 WVDC - 10 VDC SURGE 40 V 1320406X9030VO 1320406C2030VO 
25 U 132D256X9008UO 1320256C2008UO 100 T 132D 1 07X9030TO 1320107C2030TO 100 WVDC - 115 VDC SURGE 

10 WVDC - 12 VDC SURGE 50 WVDC - 60 VDC SURGE 2 U 1320205X9100UO 1320205C2100UO 
20 U I 320206X901 OUO 1320206C2010UO 5 U 1320505X9050UO 1320505C2050UO 11 V 1320116X9100VO 1320116C2100VO 

100 V 13201 07X901 OVO 1320107C2010VO 25 V 1320256X9050VO 1320256C2050VO 30 T 1320306X9100TO 1320306C2100TO 
250 T 1320257X9010TO 1320257C2010TO 60 T 1320606X9050TO 1320606C2050TO 

15 WVDC - 18 VDC SURGE 60 WVDC - 72 VDC SURGE 
125 WVDC - 140 VDC SURGE 

15 U 1320156X9015UO 1320156C2015UO 4 U 1320405X9060UO 1320405C2060UO 1.7 U 1320175X9125UO 1320175C2125UO 

70 V 1320706X9015VO 1320706C2015VO 20 V 1320206X9060VO 1320206C2060VO 9 V 1320905X9125VO 1320905C2125VO 
170 T 1320177X9015TO 1320177C2015TO 50 T 1320506X9060TO 1320506C2060TO 25 T 1320256X9125TO 1320256C2125TO 

12S ec 'CUP STYLE' TANTALEX® CAPACITORS 

• -55°C to + 125°C operation at • Sintered anode for unusual capac- • For units with outer plastic insulat-
full rating. May be up-rated 50 % itance stability, large values of ing tube, substitute "4" for "0" 
for operation at 85°C. capacitance in small physical size. at end of Cat. No. • Meet stringent requirements in mil- • Non-tarnish finish to prevent dis-
itary and missile applications. coloration during storage or use. • Housed in miniature silver thimble. 

Size Catalog Number Size Catalog Number Size Catalog Number 

/If Code -15, +20% Tal. ±10% /If Code -15, +200/0 Tal. +10% /If Code -15, +20% Tal. ±10% 

4 WORKING VOLTS D-C 15 WORKING VOLTS D-C 50 WORKING VOLTS D-C 
30 U 1330306C2004UO 1330306X9004UO 10 U 1330106C2015UO 1330106X9015UO 3.5 U 1330355C2050UO 1330355X9050UO 

140 V 1330147C2004VO 1330147X9004VO 20 WORKING VOLTS D-C 15 V 1330156C2050VO 1330156X9050VO 
320 T 1330327C2004 TO 133D327X9004TO 40 T 1330406C2050TO 1330406X9050TO 8 U 1330805C2020UO 133D805X9020UO 

5 WORKING VOLTS D-C 40 V 1330406C2020VO 1330406X9020VO 
25 U 1330256C2005UO 1330256X9005UO 100 T 1330107C2020TO 1330107X9020TO 70 WORKING VOLTS D-C 

7 WORKING VOLTS D-C 30 WORKING VOLTS D-C 2 U 1330205C2070UO 1330205X9070UO 

20 U 1330206C2007UO 1330206X9007UO 5 U 1330505C2030UO 1330505X9030UO 11 V 1330116C2070VO 1330116X9070VO 
100 V 1330107C2007VO 1330107X9007VO 25 V 1330256C2030VO 1330256X9030VO 30 T 1330306C2070TO 1330306X9070TO 
250 T 1330257C200710 133D257X9007TO 60 T 1 330606C2030TO 1330606X9030TO 

10 WORKING VOLTS D·C 
85 WORKING VOLTS D-C 

40 WORKING VOLTS D-C 
15 U 1330156C2010UO 1330156X9010UO 4 U 1330405C2040UO 1330405X9040UO 1.7 U 1330175C2085UO 1330175X9085UO 
70 V 1330706C2010VO 1330706X9010VO 20 V 1330206C2040VO 133D206X9040VO 9 V 1330905C2085VO 1330905X9085VO 

170 T 1330177C2010TO 1330177X9010TO 50 T 1330506C2040TO 133D506X9040TO 25 T 1330256C2085TO 1330256X9085TO 

Copyright 1961, Sprague Products Company REM·6·6128 All sizes subject to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
TYPE 160D SOLID ELECTROLYTE TANTALEX® CAPACITORS 

For H~aring Aids, Ultra-Miniature Radios, and Allied Applications 
• Meet the need for a tiny, leakproof 

high-capacitance capacitor with long 
trouble-free service life. 

• S'o lid, non-corrosive electrolyte­
nothing to leak. 

• Long shelf and service life. 
• Completely moisture-proof-capaci-

tor element sealed in polyester film 
tube with epoxy end-fill. 

• Available with axial as well as single­
ended leads. 

• For complete technical data re'fer to 
latest issue Engineering Bulletin 3515. 

• Prices a"ailable upon request. 

Case Size A-.065" O. x .150" L. Case Size A-.065" O. x .150" L. Case Size 8--.065" O. x .190" L. Case Size C-.065" O. x .240" L. 

p.F WVOC Cat. No. p.F WVOC Cat. ,No. p.F WVOC Cat. No. p.F WVOC Cat. No. 

3.0 2 160028 0.2 15 160032 8.0 2 160019 10.0 2 160022 
2.0 4 160027 0.15 15 160033 5:0 4 160036 8.0 4 160018 
1.5 4 160029 0.1 15 160034 4.0 4 160010 5.0 8 160039 
1.0 8 160025 0.05 15 160035 2.0 8 160020 4.0 8 160024 
0.8 8 160041 0.01 15 160042 1.5 8 160037 2.0 15 160023 
0.5 15 160030 0.02 15 160043 1.0 15 160021 1.5 15 160040 
0.4 15 160031 0.8 15 160038 

TYPE 180D SOLID ElECTROLYTE TANTALEX~ FEED-THRU CAPACITORS 
• Effectively bypasses r-f interference on • Performance characteristics similar 

low voltage doc power circuits to Sprague Type 1500 solid elec-

• First of its kind available to designers. trolyte Tantalex capacitors. 
Positive mounting is assured with Sprague;s • Case measures .312 in. dia. x .689 
new design. in. long. Leads m~asure 1 Yz inches. 

• Large values of capacitance available in • For complete technical 
small physical size. Will carry 5 amperes p.,F WVOC Surge YOC Cat. No. 

data refer to latest 
doc at 25C, 2 amperes doc at 125C. 60 6 8 1800606XOOO6 issue Engineering Bul-39 10 13 1800396XOO10 • Hermetically sealed in corrosion-resistant 22 15 20 1800226XOO15 letin 3525. 
cases. Glass-to-metal solder seal terminals 15 20 26 1800156X0020 • Prices available upon 
for maximum protection .. 6.8 35 46 1800685X0035 request. 

TYPE 200D TANTAPAK® TANTALUM ELECTROL YTle CAPACITORS 

Code Height Width Thickness 

Al 1 1/16 1 9/32 3/4 
A2 1 3/8 1 9/32 3/4 
A3 1 5/8 " 9/32 3/4 
A4 2 1 9/32 3/4 
A5 2 1/2 1 9/32 3/4 

--wvoc--
p.F 125C 85C Size Code 

960 10 15 Al 
1200 10 15 A2 
1400 10 15 A3 
2100 10 15 A4 
2400 10 15 AS 

520 20 30 Al 
660 20 30 A2 
820 20 30 A3 

1200 20 30 A4 
1300 20 30 A5 
430 30 45 Al 
550 30 45 A2 
660 30 45 A3 

Copyright 1961, Sprague Products Company 
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• For high capacitance, low volt­
age applications-meet difficult 
operating conditions. Dual rated 
for operation at both 85C and 
125C. 

• Find wide application in filtering, 
coupling, bypass, and time de­
lay circuits in computer, missile, 
radar and fire control equip­
ment. 

• Porous anode construction offers 

better leakage and temperature 
coefficient characteristics t han 
foil type capacitor section of 
comparable ratings. 

• Superior to foil units at high 
temperatures and higher fre­
quencies. 

• For complete technical data re­
fer to latest issue Engineering 
Bulletin 3705. 

• Prices available upon request. 

--wvoc--
Catalog Number p.F 125C 85C Size Code Catalog Number 

2000130 1000 30 45 A4 2000173 
2000131 1100 30 45 AS 2000174 
2000132 1000 35 50 A5 2000180 
2000133 270 50 75 Al 2000190 
2000134 330 5Q 75 A2 2000191 
2000150 400 50 75 A3 2000192 
2000151 600 50 75 A4 2000193 
2000152 660 50 75 A5 2000194 
2000153 140 75 110 Al 2000200 
2000154 180 75 110 A2 2000201 
2000170 220 75 110 A3 2000202 
2000171 320 75 110 A4 2000203 
2000172 360 75 110 A5 2000204 

REIyI·7·6128 All prices on~ sizes subject to change without notice. 
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SECTION 1500 

MIL-C-3965-B FOIL TANTALUM CAPACITORS TYPES CL24 and CL25 
• For - 55C to + S5C operation up 

to 150 volts in military and indus­
trial electronic equipment. 

cellent low temperature performance, 
chemical stability and inertness. 

• Mil version of Sprague Type 1120. 

DIMENSIONS AND NET PRICES (1-24) 

• low leakage current and stable tem­
perature coefficient makes possible 
its use in many circuits where alu-

• Type Cl24 is a bare metal-case unit. 
If ,an outer insulating sleeve is de­
sired, order Type Cl25. 

Code O. x L. CL24 CL25 minum foil designs are undesirable. 
0 3/16 x 11/16 ~ $4.51 • For prices on quantities from 25 to 
G 9/32 x 7/8 7.34 7.44 • The electrolyte system used assures 499 pieces, see your Sprague Indus-
J 3/8 xl 7/16 12.79 12.89 long operating and shelf life, ex- trial Distributor. 
M 3/8 x 2 1/8 1--w:83 

~ 
P 3/8 x 2 3/4 27J6 27.86 

Size Size Size 
p.F WVOC Code Military Designation" p.F WVOC Code Military Designalion· /LF WVDC Code Military Designation* 

15 15 0 CL24BE150UP3 CL25BE150UP3 110 30 J CL24BH11lUP3 CL25BH 111 U P3 70 75 M Cl24BL700UP3 CL25BL700UP3 
60 15 G CL24BE600UP3 CL25BE600UP3 220 30 M CL24BH221UP3 CL25BH221UP3 100 75 P CL24BLl 01 UP3 CL25BLl 01 UP3 

200 15 J CL24BE201 UP3 CL25BE201 UP3 300 30 P Cl24BH301 UP3 Cl25BH301 UP3 
400 15 M CL24BE401 UP3 Cl25BE40lUP3 2 100 D CL24BN020UP3 CL25BN020UP3 

580 15 P CL24BE581 UP3 CL25BE58lUP3 4.5 50 D CL24B.14R5UP3 Cl25BJ4R5UP3 8 100 G CL24BN080UP3 CL25BN08(\UP3 . 18 50 G CL24BJ180UP3 CL25BJ180UP3 25 100 J Cl24BN250UP3 CL25BN250UP3 
10 25 D CL24BG I 00UP3 Cl25BG I 00UP3 60 50 J CL24BJ600UP3 CL25BJ600UP3 50 100 M CL24BN500UP3 Cl25BN500UP3 
40 25 G CL24BG400UP3 Cl25BG400UP3 70 100 P CL24BN700UP3 Cl25BN700U P3 

120 25 J CL24BGI21UP3 CL25BG 121 UP3 100 50 M CL24BJI 01 UP3 Cl25BJIOlUP3 

250 25 M CL24BG25lUP3 CL25BG251 UP3 15'0 50 P CL24BJI51UP3 CL25BJ151UP3 1 150 D CL24BQ010UP3 CL25BQ010UP3 

350 25 P CL248G351 UP3 CL25BG351 UP3 4 150 G CL24BQ040UP3 CL25BQ040UP3 
3 75 D CL24BL030UP3 CL25BL030UP3 13 150 J CL24BQ130UP3 CL25BQ130UP3 

8 30 D CL24BH080U P3 CL25BH080UP3 12 75 G CL24BL 120UP3 CL25BL 120UP3 25 150 M CL24BQ2S0UP3 CL25BQ250UP3 
32 30 G CL24BH320UP3 CL25BH320UP3 30 75 J Cl24Bl300UP3 Cl25Bl300UP3 36 150 P CL24BQ360UP3 Cl2SBQ360U P3 

*Note: For vibration grade 1 or 2, change last digit of military designation to 1 or 2. 

MIL-C-3965-B FOIL TANTALUM CAPACITORS 
TYPES CL34 and CL35 

• For use in military and industrial elec­
'tronic equipment. Designee!. to oper­
ate over the temperature range of 
-55C to +85C up to 150 volts. 

• long operation and shelf life, excel­
lent low temperature performance, 
and optimum electrical characteris­
tics. 

• For use in circuits where aluminum 
foil units are unsatisfactory. low 

Size 
p.F WVOC Code Military Designation* 

10 3 0 CL34BA 1 00MP3 CL3~ BA I 00MP3 
50 3 G Cl34BA500MP3 Cl35BA500MP3 

8 6 0 CL34BB080MP3 CL35BB080MP3 
30 6 G CL34BB300MP3 Cl35BB300MP3 

100 6 J Cl34BB 101 MP3 Cl35BBIOIMP3 
200 6 M Cl34BB201 MP3 CL35BB20lMP3 
300 6 P Cl34BP,30 I MP3 Cl35BB301 MP3 

6 10 0 CL34B0060MP3 CL35B0060MP3 
25 10 G CL34Bll250MP3 CL35B0250MP3 
80 10 J Cl34B0800MP3 CL35B0800MP3 

160 10 M CL34BDI61 MP3 Cl35BOl61 MP3 
220 10 P Cl34B0221 MP3 Cl35B0221MP3 

4.5 15 0 Cl34BF.4R5MP3 Cl3bBE4R5MP3 
10 15 G CL34BE100MP3 CL35BE100MP3 
18 15 G Cl34BEI80MP3 Cl35BEI80MP3 

leakage current and good tempera­
ture coefficient. 

• Type Cl34 is a bare metal case unit. 
If an outer insulating sleeve is de­
sired, order Type Cl35. 

• Mil version of Sprague Type 1100. 

e For prices on quantities from 25 to 
499 pieces, see your Sprague Indus­
trial Distributor. 

Size 
p.F WVOC Code Military Designation* p.F 

55 15 J CL34BE550MP3 Cl35BE550MP3 28 

110 15 M CL34BF.111MP3 CL35BEll1 MP3 40 

160 15 P Cl34BE161 MP3 CL35BEI61MP3 
0.8 

2.5 30 0 Cl34BH2R5MP3 Cl3~BH2R5MP3 3 
30 30 J Cl34BH300MP3 Cl35BH300MP3 10 
60 30 M CL34BH600MP3 Cl35BH600MP3 20 
85 30 P CL34BH850MP3 CL35BH850MP3 30 

1.5 50 0 Cl34BJ1 R5MP3 Cl35BJI R5MP3 
6 50 G CL34BJ060MP3 CL35BJ060MP3 0.5 

20 50 J Cl34BJ200MP3 Cl35BJ200MP3 2 
40 50 M Cl34BJ400MP3 Cl3SBJ400MP3 4 

55 50 P Cl34BJ550MP3 Cl35BJ550MP3 7 
8 

1 75 0 Cl34BLOIOMP3 Cl35BlOIOMP3 12 
4 75 G Cl34Bl040MP3 Cl35Bl040MP3 14 

14 75 J CL34BLl40MP3 Cl35BLl40MP3 20 

*Note: For vibration grade 1 or 2,. change last digit of military designation to 1 or 2. 

DIMENSIONS AND NET PRICES (1-24) 

Code O. x l. Cl34 CL3S --- $ 4.41 $4.5i""" D 3/16 x 11/16 ------
G 9/32 x 7/8 6.68 6.78 --- ---
J 3/8 xl 7/16 10:58 10.68 

M 3/8 x 2 1/8 14.84 14.94 ---
P 3/8 x 2 3/4 19.85 19.95 

Size 
WVOC Code Military ·Designation* 

75 M CL34Bl280MP3 Cl35Bl280MP3 
75 P Cl34Bl400MP3, CL35BL400MP3 

100 0 CL34BNOR8MP3 CL35BNOR8MP3 
100 G CL34BN030MP3 CL35BN030MP3 
100 J CL34Bi~ 100MP3 CL35BNIOOMP3 
100 M CL34BN200MP3 CL3~BN200MP3 
100 P CL34BN300MP3 Cl35BN300MP3 

150 0 Cl34BQOR5MP3 CL35BQORSMP3 
150 G Cl34BQ020MP3 Cl35BQ020MP3 
150 G Cl34BQ040MP3 CL35BQ040MP3 
150 J Cl34BQ070MP3 Cl35BQ070MP3 
150 J Cl34BQ080MP3 CL35BQ080MP3 
150 M Cl34BQI20MP3 Cl3~BQI20MP3 
150 M Cl34BQI40MP3 Cl35BQ140MP3 
150 P Cl34BQ200MPj CL35BQ200MP3 
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SECTION 1500 

MIL-C-3965-B 'CUP-TYPE' TANTALEX® 
TYPES CL44 and CL4S 

CAPACITORS 

Code O. xL. 

. ~'l" 

Size 
,..F WVDC Code 

30 6 U 
30 6 U 
30 6 U 

140 6 V 
140 6 V 
140 6 V 
330 6 T· 
330 6 T 
330 6 T 

25 8 U 
25 8 U 
25 8 U 
20 10 U 
20 10 U 
20 10 U 

100 10 V 
100 10 V 
(00 '10 V 
250 10 T 
250 10 T 
250 10 T 

15 15 U 

= . 

$ 4.70 
9.20 

11.50 

Type Number* 

CL44BB300MP 
CL44BB300SP 
CL44BB300TP 
CL44BB141MP 
CL44BB 141 SP 
CL44BB 14lTP 
CL44BB331 MP 
CL44BB331 SP 
CL44BB331 TP 
CL44BC250MP 
CL44BC250SP 
CL44BC250TP 
CL44BD200MP 
CL44BD200SP 
CL44BD200TP 
CL44BDI 01 MP 
CL44BD101SP 
CL44BD10lTP 
CL44BD251 MP 
CL44BD251SP 
CL44BD251TP 
CL44BE150MP 

,..F 

15 
15 
70 
70 
70 

170 
170 
170 

10 
10 
10 
8 
8 
8 

40 
40 
40 

100 
100 
100 

5 
5 

Tal. T 
$ 4.20 

8.50 
10.50 

Size 
WVDC Code 

15 U 
15 U 
15 V 
15 V 
15 V 
15 T 
15 T 
15 T 
25 U 
25 U 
25 U 
30 U 
30 U 
30 U 
30 V 
30 V 
30 V 
30 T 
30 T 
30 T 
50 U 
50 U 

• Type CL44 and CL45 Tantalex 
capacitors are manufactured fo 
specification MIL-3965-B. Also 
available as Sprague Industrial 
Type 1310 and 1320. 

• Extremely low leakage currents 
and virtually no shelf aging. 

• CLM is a bare metal-case unit. 
CL45 has outer insulating sleeve. 

• Large capacitance values in small 
physical size. 

• Capacitance tolerance: M = 
+20, -20%; S = +30, 
-15%; T = +50, -15%. 

• Intended for industrial, communi­
cation and ground military elec­
tronic equipment. 

• For prices on quantities from 25 
to 499 pieces, see your Sprague 
Industrial Distributor. 

TYPE CL44 
Size Size 

Type Number* ,..F WVDC Code Type Number* ,..F WVDC Code Type Number* 

CL44BE150SP 5 50 U CL44BJ050TP 40 75 T CL44BL400MP 
CL44BE150TP 25 50 V CL44BJ250MP 40 75 T CL44BL400SP 
CL44BE700MP 25 50 V CL44BJ250SP 40 75 T CL44BL400TP 

CL44BE700SP 25 50 V CL44BJ250TP 2.5 100 U CL44BN2R5MP 
CL44BE700TP 60 50 T CL44BJ600MP 2.5 100 U CL44BN2R5SP 
CL44BE171 MP 60 50 T CL44BJ600SP 2.5 100 U CL44BN2R5TP 
CL44BE171SP 60 50 T CL44 BJ600TP 11 100 V CL44BN110MP CL44BE17lTP 4 60 U CL44BK040MP 11 100 V CL44BNll0SP 
CL44BG 1 OOMP 4 60 U CL44BK040SP 11 100 V CL44BNll0TP 
CL44BG 1 OOSP 4 60 U CL44BK040TP 
CL44BG 1 OOTP 20 60 V CL44BK200MP 30 100 T CL44BN300MP 

CL44BH080MP 20 60 V CL44BK200SP 30 100 T CL44BN300SP 

CL44BH080SP 20 60 V CL44BK200TP 30 100 T CL44BN300TP 

CL44BH080TP 50 60 T CL44BK500MP 1.7 125 U CL44BPI R7MP 

CL44BH400MP 50 60 T CL44BK500SP 1.7 125 U CL44BPI R7SP 

CL44BH400SP 50 60 T CL44BK500TP 1.7 125 U CL44BPI R7TP 

CL44BH400TP 3.5 75 U CL4~BL3R5MP 9 125 V CL44BP090MP 
CL44BH101MP 3.5 75 U CL44BL3R5SP 9 125 V CL44BP090SP 
CL44BH101SP 3.5 75 U CL44BL3R5TP 9 125 V CL44BP090TP 
CL44BH10lTP 15 75 V CL44BL150MP 25 125 T CL44BP250MP 
CL44BJ050MP 15 75 V CL44BL 150SP 25 125 T CL44BP250SP 
CL44BJ050SP 15 75 V CL44BL 150TP 25 125 T CL44BP250TP 

For Vibration Grode 1, 2, or 3, add 1, 2, or 3 at end of Type Number. 

TYPE CL45 . 
Size Size Size Size 

,..F WVDC Code Type Number* ,..F WVDC Code Type Number* ,..F WVDC Code Type Number* ,..F WVDC Code Type Number* 

30 6 U CL45BB300MP 15 15 U CL45BE150SP 5 50 U CL45BJ050TP 15 75 V CL45BL 150TP 
30 6 U CL45BB300SP 15 15 U CL45BE150TP 25 50· V CL45BJ250MP 40 75 T . CL45BL400MP 
30 6 U CL45BB300TP 70 15 V CL45BE700MP 25 50 V CL45BJ250SP 40 75 T CL45BL400SP 

140 6 V CL45BB 141 MP 70 15 V CL45BE700SP 25 50 V CL45BJ250TP . 40 75 T CL45BL400TP 
140 6 V CL45BB 141 SP 70 15 V CL45BE700TP 

60 50 T CL45BJ600MP 2.5 100 U CL45BN2R5MP 
140 6 V CL45BB 14lTP 170 15 T CL45BE171MP 60 50 T CL45BJ600SP 2.5 100 U CL45BN2R5SP 
330 6 T CL45BB331 MP 170 15 T CL45BE171SP 60 50 T CL45BJ600TP 2.5 100 U CL45BN2R5TP 
330 6 T CL45BB331 SP 170 15 T CL45BE17lTP 

CL45BK040MP 11 100 V CL45BNll0MP 
330 6 T CL45BB331 TP 10 25 U CL45BG 1 OOMP 4 60 U 11 100 V CL45BN 11 OSP 
25 8 U CL45BC250MP 10 25 U CL45BG 1 OOSP 

4 60 U CL45BK040SP 11 100 V CL45BNllOTP 
4 60 U CL45BK040TP 25 8 U CL45BC250SP 10 25 U CL45BG 1 OOTP 30 100 T CL45BN300MP 

25 8 U CL45BC250TP 8 30 U CL45BH080MP 20 60 V CL45BK200MP 30 100 T CL45BN300SP 
20 10 U CL45BD200MP 8 30 U CL45BH080SP 20 60 V CL45BK200SP 30 100 T CL45BN300TP 
20 10 U CL45BD200SP 8 30 U CL45BH080TP 20 60 V CL45BK200TP 

1.7 125 U CL45BPI R7MP 
20 10 U CL45BD200TP 40 30 V CL45BH400MP 50 60 T CL45BK500MP 1.7 125 U CL45BPI R7SP 

100 10 V CL45BD 101 MP 40 30 V CL45BH400SP 50 60 T CL45BK500SP 1.7 125 U CL45BPI R7TP 
100 10 V CL45BD 101 SP 40 30 V CL45BH400TP 50 60 T CL45BK500TP 9 125 V CL45BP090MP 
100 10 V CL45BD 10 lTP 100 30 T CL45BH 1 0 1 MP 3.5 75 U CL45BL3R5MP 9 125 V CL45BP090SP 
250 10 T CL45BD251MP 100 30 T CL45BH101SP 3.5 75 U CL45BL3R5SP 9 125 V CL45BP090TP 
250 10 T CL45BD251 SP 100 30 T CL45BH10lTP 3.5 75 U CL45BL3R5TP 25 125 T CL45BP250MP 
250 10 T CL45BD25lTP 5 50 U CL45BJ050MP 15 75 V CL45BL 150MP 25 125 T CL45BP250SP 

15 15 U CL45BEl50MP 5 50 U CL45BJ050SP 15 75 V CL45BL 150SP 25 125 T CL45BP250TP 

For Vibration Grade 1,2, or 3, add 1,2, or 3 at end of Type Number. 
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SECTION 1500 

--

SPRAGUE CAPACITORS -- .-- . - - . -~ ---

TVL TWIST -LOK® ,ELECTROL YTICS 
• Hermetically Sealed in Aluminum Cans for Long life and Depend­

able Performance in TV, Radio and Hi-Fi 

• Designed for 85°C (185°F) Operation 

• Stand Up Under Extremely High Temperatures Often Encountered 
in TV, Hi-Fi, and Auto Radio Cabinets 

• Withstand High Surge Voltages 

• Ideal for High Ripple Selenium Rectifier Circuits 

• Can Be Safely Mounted "Above Ground" Using Phenolic Mounting 
Plate and Insulating Tube 

• Easy to Mount - Unit Locks Firmly in Place with a Twist of the Tabs 

• Furnished Complete with Both Phenolic and Metal Mounting Plates 

The Twist-10k Capacitors listed here include only those ratings which would be applic­
able to industrial applications. For the' complete line of more than 1000 Twist-Ioks, 
refer to Sprague Catalog C-614. 

J1.F WVDC Dia. x Length Cat. No. Net J1.F WVDC Dia. x Length Cat. No. Net 

SINGLE UNITS 10 450 1 x 2 TVL·1705 $ .93 
15 450 1 x 2 TVL·1709 1.02 

6 1% x 2 TVL·1115 $1.83 20 450 1 x 2 TVL·1714 1.08 
15 % x 2 TVL·1160 1.05 30 450 1 x 2!i2 TVL·1720 1.17 
15 1 x 2112 TVL·1165 1.53 40 450 1 x 3 TVL·1725 1.23 
15 1% x 2 TVL·1168 2.07 50 450 1 x 3 TVL·1728 1.41 
15 1% x 3 TVL·1170 2.55 60 450 1% x 2112 TVL-1730 1.56 
IS 1% X 3112 TVL·1173 2.25 80 450 1 % x 2112 TVL·1735 1.83 
25 % x 2 TVL·1210 .81 100 450 1% x 3 TVL·1750 2.07 
25 1 x 2 TVl·1220 1.53 125 450 1% x 4 TVL·1760 2.31 
25 1% x 2 TVL-1230 2.13 40 475 1% x 2 TVL·1820 1.50 
50 % x 2 TVL·1317 .99 10 500 1 x 2 TVL·1940 1.02 
50 % x 2112 TVl·1320 1.08 20 500 I X 2112 TVL·1943 1.11 
50 1 x 2112 TVL·1324 1.20 30 500 I x 3 TVl-1947 1.20 
50 1.% X 2112 TVL-1330 1.59 40 500 I X 3112 TVL·1950 1.50 
50 1% X 3112 TVL·1338 2.25 80 500 1% x 3 TVL·1958 2.16 
50 1% x 4 TVL·1341 2.64 90 500 1% X 3112 TVL·1960 2.10 

ISO 1 x 2 TVL-1408 .93 
ISO 1 x 2 TVL·1415 .99 DUAL UNITS 
150 1 x 2112 TVL·1420 1.11 
150 1 x 2112 TVL·1423 1.20 20·20 150·150 1 x 2 TVL·2415 $1.02 
ISO 1 x 2112 TVL·1425 1.29 30·30 150·150 1 x 2 TVL-2422 1.11 
150 1 % x 2112 TVl·1426 1.29 40·20 150·150 I x 2 TVL·2425 1.11 
150 1 x 3 TVL·1428 1.29 40·30 150·150 1 x 2 TVL·2427 1.11 
150 1 x 3 TVL·1429 1.29 40·40 150·150 1 x 2112 TVL·2428 1.14 
ISO 1% x 3 TVL·1430 1.29 50·30 150·150 1 x 2112 TVL.2432 1.20 
150 1% x 4 TVL·1431 1.47 50·50 150·150 1 x 2112 TVL·2435 1.29 
ISO 1% X 3112 TVL·1434 1.68 60·60 150·150 1 x 3112 TVL·2438 1.41 
200 1% x 3 TVL·1473 1.89 70·30 150·150 1 x 2112 TVL·2439 1.32 
250 1 x 2 TVL-1509 .96 75·75 150·150 1 x 3 TVL·2440 1.56 
250 1 x 2 TVL·1519 1.08 80·40 150·150 1% x 2Y2 TVL·2442 1.38 
250 I x 3 TVL·1535 1.62 80·50 150·150 I x 2Y2 TVL·2442.1 1.44 
250 1 % x 2112 TVL·1540 1.86 80·80 150·150 1¥. x 2 TVL·2442.4 1.59 
250 P/. x 3112 TVL·1547 2.19 125·100 150·150 1% x 2Y2 TVL·2443.3 2.01 
300 1 X 3112 TVL·1573 1.53 150·80 150·150 1% x 2Y2 TVl·2443.5 1.83 
300 I x 4 TVL·1578 1.74 200·5 150·150 1% x 3 TVL·2444 1.62 
300 1 % X 3112 TVL·1580 2.10 200·125 150·150 1% x 3112 TVL·2445 2.25 
300 1% x 3112 TVL·1584 2.10 200·150 150·150 1% x 4 TVl·2446 2.25 
300 1% x4 TVL·1590 3.33 200·200 150·150 1% x 4 TVL·2447 ' 2.40 
350 I x 2 TVL·1617 1.14 60·60 200·200 I x 3 TVl·2461 2.04 
350 I x 2 TVL·1621 1.20 60·60 200·200 1% x 2 TVL·2462 2.04 
350 1 x 2 TVL·1622 1.26 100·100 200·200 1% x 3 TVL·2464 2.10 
350 1 x 3 TVL·1624 1.32 200·5 700·200 1% x 2 TVL·2470 1.83 
350 1% x 2 TVL·1630 1.71 20·20 250·250 ' 1 x 2 TVL·2515 1.14 
350 1% x 3'12 TVL·1638 2.37 40·40 250·250 1 x 2 TVl·2520 1.50 
350 1% x 4 TVL·1642 2.37 150·150 250·250 1% x 4 TVL.2535 3.09 
450 1 x 2 TVL·1702 .84 200·200 250·250 1% x 4 TVl·2538 3.63 
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SECTION 1500 

---.~----~---- -~~ -~ 

SPRAGUE CAPACITORS 
-~.~. - .- ~-----

TVL TWIST-LOK ELECTROLYTICS, contUiued 
pi- WVDC Dia. x Length Cat. No. Net p,F WVDC Dia. x Length Cat. No. Net 

40·30 300·300 1.x 3 TVL·2574 $1.59 80·10·10 250·250·250 I x 3 TVL·3543 $1.92 
80·80 300·300 1% x 3 TVL·2585 2.43 80·80·60 250·250·250 1% x 3 TVL·3545 2.94 

120-20 300·300 1% x 3Y2 TVL·2588 2.40 10·10·10 300·300·300 I x 2 TVL·3580 1.44 
120-40 300·300 1% x 3Y2 TVL·2589 2.61 60·20·10 300·300·300 1% x 2 TVL·3581 2.07 

15·15 350·350 I_ x 2 TVL·2625 1.35 80·40·40 300·300·300 1% x 2Y2 TVL·3583 2.85 
30·30 350·350 - I x 3 TVL·2628 1.74 120·50·40 300·300·300 1% x4 TVL·3585 3.51 
50·30 350·350 1% x 2!h TVL·2630 1.89 140·100·20 300·300·300 1% x 4Y2 TVL·3585.5 3.72 
60·30 350·350 1% x 3 TVL·263I 1.89 20·10·10 350·350·350 I x 2 TVL·3639.6 1.62 
80·20 350·350 1% x3 TVL·2633 2.10 30·20·10 350·350·350 I x 2!h TVL·3639.8 1.95 

·80-40 350·350 1% x3 TVL·2634 2.46 60·40·20 350·350·350 1% x4 TVL·3640 2.55 
80·80 350·350 1% x4 TVL·2635 2.82 60·50·50 350·350·350 1% x 4 TVL·3641 2.94 
90·40 350·350 1% x 3 TVL·2637 2.58 80·60·60 350·350·350 1% x4 TVL·3642 3.33 

100·60 350·350 1% x 3Y2 TVL·2639 2.88 90·40·20 350·350·350 1% x4 TVL·3645 3.15 
100·100 350·350 1% x4 TVL·2641 3.69 20·20·20 400·400·25 I x 3 TVL·3678 1.71 
160·10 350·350 1% x3 TVL·2643 2.58 10·10·10 400·400·400 1 x 2!h TVL·3690 1.44 
100·30 400·50 1% x3 TVL·2655 2.34 90·10·5 400·400·400 1% x3 TVL·3696 2.64 
80·80 400·200 1% x 3Y2 TVL·2656 2.37 10·10·10 450·450·25 1 x 2Y2 TVL·3729 1.44 
80·60 400·400 1% x 3 TVL·2677 2.82 10·10·20 450·450·25 1 x 2 TVL·373I 1.44 

120·40 400-400 1% x4 TVL·2679 3.15 40·20·20 450·450·25 1% x 2Y2 TVL·3743.7 2.10 
30·200 450·150 1% x 3 TVL·27 I 5 2.10 10·10·10 450·450·450 I x 3 TVL·3776 1.56 
40·10 450·300 I x 3 TVL·2724 1.56 15·15·15 450·450·450 I x 3 TVL·3778.2 1.86 

5-5 450·450 1 x 2 TVL·2748 1.02 2'0·10·10 450·450·450 I x 3 TVL·3779 1.74 
10·10 450-450 1 x 2 TVL·2750 1.14 20·20·20 450-450·450 1% x 2Y2 TVL·3780 2.16 
15·15 450·450 1 x 2Y2 TVL·2753 1.35 30·10·10 450-450·450 1% x 2 TVL·3780.5 1.89 
20·10 450-450 I x 2Y2 TVL·2754 1.35 30·20·20 450·450·450 1% x 3 TVL·378I 2.31 
30·10 450·450 1 x 3 TVL·2757 1.44 30·30·30 450-450.450 1% x 3Y2 TVL·3782 _2.61 
30·30 450·4-50 1% x 2Y2 TVL·2759 1.83 40·10·10 450·450·450 1% x3 TVL·3783 2.01 
40·20 450-450 1% x3 TVL·2762 1.95 40·30-20 450·450·450 1% x 3 TVL·3784 2.58 
40-40 450-450 1% x 3 TVL·2764 2.07 40~40·10 450·450·450 1% x 2Y2 TVL·3785 2.49 
50·50 450·450 1% x 3 TVL·2767 2.31 40·40·20 450·450·450 1% x 3 TVL·3786 2.67 
60·20 450·450 1% x 3 TVL·2768 2.13 40·40-40 450·450·450 1% x 3!h TVL·3787 2.94 
60-40 450-450 1% x 3Y2 TVL·2770 2.37 50.40·30 450.450-450 1% x 3Y2 TVL·3788 2.94 
60·60 450·450 1% x 3Y2 TVL·2772 2.70 60·20·20 450·450·450 1% x 3 TVL·3789 2.76 
80·10 450·450 1% x 3 TVL·2776 2.16 60·30·10 450·450·450 1% x 3 TVL·3790 2.70 
80·20 450·450 1% x 3 TVL·2776.5 2.34 60·40·20 450·450-450 l%x3Y2 TVL·3791 3.00 
80·30 450·450 1% x4 TVL·2777 2.52 80·40·20 450·450·450 1% x4_ TVL·3793 3.24 
80·40 450-450 1% x 3Y2 TVL·2778 3.03 30·30·20 475·475·475 1% x 3 TVL·3840 2.67 

100·40 450·450 1% x4 TVL·2780 2.91 40·30.10 475·475·475 1% x3 TVL·3842.6 2.70 
15·15 475·475 lx2!h TVL·2820 1.41 40·30·30 475·475·475 1% x4 TVL·3843 3.09 
30·10 475·475 I x 3 TVL·2824 1.56 10·10·10 500·500·500 I x 3 TVL·3952 1.62 
40·10 475-475 1% it 2Y2 TVL·2827 1.86 30·20·20 500·500·500 1% x 3 TVL·3956 2.52 
80·50 475·475 1% x 4 TVL·285I 3.12 40·10·10 500·500·500 1% x3 TVL·3962 2.34 
10·10 500·500 lx2!h TVL·2933 1.17 40·40·10 500·500·500 1% x 3Y2 TVL·3965 3.03 
20·20 500·500 1 % x 2!h TVL·2935 1.71 
30·10 500·500 1% x 3 TVL·2936 1.56 QUADRUPLE UNITS 
30·30 500·500 1% x3 TVL·2937 1.95 
40-40 500·500 1% x 3 TVL·2940 2.58 40·40·40·30 150·150·150·150 1% x 2 TVL·4441 - $1.98 
60·40 500·500 1% x 3Y2 TVL·2944 2.76 100·80·60·40 150·150·150·150 1% x3 TVL·4445 2.79 

TRIPLE UNITS 200·200·60·30 175·175·175·175 1% x4% TVL·4450 3.33' 
60·40·20·50 300~300·300·25 1% x 3Y2 TVL·4570 2.82 

40·20·20 150·150·25 1 x 2Y2 TVL·3422 $1.38 40·20·10·10 300·300·300·300 1% x 2 TVL·4578 2.37 
50·30-20 150·150·25 I x 2Y2 TVL·3426.7 1.50 40·40·20·10 300·300·300·300 1% x 3Y2 TVL·4579 2.73 
50·50·20 150·150·25 1 x 3 TVL·3430 1.59 40.40·30·20 300·300·300·300 1% x 3 TVL·4580 2.91 
80·40-20 150·150·25 1 x 2Y2 TVL·3432 1.68 60·40·1 0·1 0 300·300·300·300 1% x 2Y2 TVL·4583 2.73 
80·40.300 150·150·25 1% x 2Y2 TVL·3432.4 2.22 200·20·20·20 300·300·300·300 1% x 4 TVL·4590 3.75 
20·20·20 150·150·150 1 x 2 TVL·3433 1.38 40·20·20·10 350·350·350·350 1% x 2Y2 TVL·4635 2.61 
30·30·10 150·150·150 1 x 2 TVL-3435 1.71 40·40·40·40 350·350·350·350 1% x4 TVL·4635.3 3.60 
40-20·10 150·150·150 1 x 2 TVL·3436 1.41 80·60·40·20 350·350·350·350 1% x 4 TVL·4635.7 3.84 
40·20·20 150·150·150 1 x 2Y2 TVL·3437 1.44 90·40·30-30 350·350·350·350 1% x4 TVL·4635.8 4.08 
40·30·20 150·150-150 1 x 2 TVL·3438 1.50 50·40·30·20 400·400·400-400 1% x 4 TVL·4674 3.39 
40·40·40 150·150·150 1 x 3Y2 TVL·3440 1.56 80·25·10·10 400·400·400·400 1% x 4 TVL·4680 3.15 
50-40·10 150·150·150 1 x 2Y2 TVL·3441 1.53 30:30·20·20 450·450·450·450 1% x3 TVL·4769.4 3.12 
50·50·50 150·150·150 I x 3 TVL·3442 1.80 35·35·10·5 450·450-450·450 1% x 3Y2 TVL·4771 2.76 
60·40·20 150·150·150 1. x 3 TVL·3443 1.65 40·10·10·10 450·450·450·450 1% x 3 TVL·4771.3 2.46 
70·15·15 150·150·150 1 x 2Y2 TVL·3443.3 1.62 40·35·10·10 450·450·450·450 1% x 3 TVL·4771.8 2.88 
70·40-40 150·150·150 I x 3 TVL·3443.4 2.43 40·40·20·20 450·450·450·450 1% x4 TVL·4773 3.33 
80·30·10 150·150·150 1 x 3 TVL·3443.8 1.65 40·40·30·30 450·450·450·450 1% x4 TVL·4774 3.63 
80·40·20 150·150·150 1 x 3 TVL·3444 1.74 40·40-40·40 450·450·450·450 1% x4 TVL·4775 3.87 

100·30·10 150·150·150 I x 3 TVL·3447 1.83 60·20·20·20 450·450 450·450 1% x4 TVL·4778 3.39 
120·80-40 150·150·150 1% x 3Y2 TVL·3448 2.28 60·30·10·2 450·450·450·450 1% x3 TVL·4779 3.06 
120·120·40 150·150·150 1% x 3 TVL·3448.2 2.43 80·10·10·10 450·450·450·450 1% x4 TVL·4783 3.03 
200.100·60 150·150·150 l%x3!h TVL-3450 2.73 20·20·10·10 475·475·475·475 1% x 2Y2 TVL·4832 2.61 
200·150·150 150·150·150 1% x4 TVL·3452 4.50 20·20·20·20 475·475·475·475 1% x 3 TVL·4834 3.06 
80·10·20 200·200·50 I x 3 TVL·3471 1.68 40·20·10·10 475·475·475·475 1% x 3 TVL·4840 3.06 
20·20·20 250·250·250 1 x 2 TVL·3532 1.56 10·10·10·10 500·500·500·500 1% x 2 TVL·4940 2.10 
40·20·20 250·250·250 1 x 3!h TVL·3540 1.74 40·40·8·8 500·500·500·500 1% x 4 TVL·4944 3.42 
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SECTION 1500 

SPRAGUE CAPACITORS 
PE OCTAL-BASE ELECTROL YTICS 

• For Applications 
where Rapid 
Changing of Ca­
pacitors is Desired 

• Will' Fit Standard 
Octal-Base Tube 
Sockets 

.H filS Id' erme Ica y ea e In 

Metal Cans for Long Life 

• Will Stand Up Under High 
Temperatures, High Rip-
pie Currents, High Surge 
Voltages 

Terminal Code 
Sections -

Single 1 
Dual 1 
Triple 1 

, Quadruple Gnd Lug 

+ 
5 

3,5 
3,5,7 

1,3,5,7 

100 
10 
20 
40 
80 

20-20 
40-40 
10-10 
20-20 
40-40 

).IF 

10-10-10 
20-20-20 

30-30-10-20 

WVDC 

3S0 
4S0 
4S0 
450 
450 

ISO-ISO 
150-150 
450-450 
450-450 
450-450 

450-450-450 
450-450-450 

4S0-450-450-50 

Diom. x Lgth. 

1% x 3 
1%:!x2Y2 
1%:!x2Y2 
1 % x 2Y2 
1 % x 3Y2 

1%:!x2Y2 
I%:! X 2Y2 
1%:!x2Y2 
1% x 2Y2 
1 % x 3Y2 

1%:!x2Y2 
1% x 3 

1 % x 3Y2 

Cat. No. 

PE-1636 
PE-170S 
PE-1714 
PE-1725 

. PE-1730 

PE-2415 
PE-2428 
PE-2750 
PE-2755 

. PE-2764 

PE-3776 
PE-3780 

PE-4741 

VL VERTI-L YTIC* ELECTROL YTICS 
• For Replacement of Units of this Type Found on Printed Wiring Boards 

in Original Equipment 

• Sections Housed in Sturdy, Pre-Molded Phenolic Cases 

• Resin End Fill Will Not Contaminate Electrolyte - Protects Against 

Drying or Entrance of External Moisture 

• Low Leakage Current and Long Shelf life 

• Polarity Easily Determined by Larger Diameter of Negative Lead 
*Trodemark 

).IF D. x L. Cat. No. Net ).IF D. x l. Cot.No. Net ).IF D_ x l. Cat. No. 
3 WVDC 12 WVDC 25 WVDC ctd. 

1 %x% Vl-1031 $ .87 1 %x% Vl-1120 $ .87 3 %x% Vl-1202 
2 %x% Vl-1032 .87 2 %x% 'VL-1121 .87 4 -% x % VL-1203 
3 %x% Vl-1033 .87 3 %x% Vl-1122 .87 5 %x% VL-1204 
4 %x% Vl-1034 .87 4 %x% Vl-1123 .87 6 %x% VL-1205 
5 %x% VL-1035 .87 5 %x% VL-1l24 .90 8 %x% VL-1206 
6 ¥a x % Vl-1036 .87 6 %x% VL-1l25 .90 10 %x% VL-1207 
8 ¥a x % VL-1037 .87 8 %x% Vl-1126 .90 15 %x% VL-1208 

10 %x% Vl-1038 .87 10 %x% VL-1127 .90 20 %x'l'a VL-1209 
15 %,,% Vl-1039 .87 15 %x% Vl-1128 .93 25 %x'l'a VL-1210 
20 %x% VL-1040 .87 20 %x% VL-1129 .93 35 'li6 x 'l'a VL-1212 
25 %x% VL-1041 .87 25 %x% VL-1l30 .93 50 Y2 x 'l'a VL-1215 
35 %x% VL-1043 .90 35 ¥a x % Vl-1132 .93 70 Y2 x 'l'a VL-1218 
50 %x% VL-1045 .93 50 %x% VL-1134 .99 50 WVDC 75 %x% VL-1048 1.02 75 ~6 x % Vl-1137 1.05 

100 %x% VL-1051 1.05 100 Y2 x % VL-1140 1.14 1 %x% VL-1300 
150 'li6 x Va VL-1055 1.05 140 Y2 x % VL-1144 1.17 2 %x% VL-1301 
200 'li6 x Va Vl-1059 1.08 3 %x% VL-1302 
250 Y2 x % Vl-1063 1.17 15 WVDC 4 %x% VL-1303 
290 Y2 x % Vl-1067 1.20 5 %x% VL-1304 

1 %x% VL-1160 .87 6 %x% VL-1305 6 WVDC 2 % x 3,4 VL-1161 .87 8 %x% VL-1306 
1 %x% VL-1080 _87 3 %x% VL-1162 .87 10 %x'l'a VL-1307 
2 ¥a x % VL-l081 .87 4 %x% VL-1l63 .87 15 'li6 x Va VL-1308 
3 %x% VL-1082 .87 5 %x% VL-1164 .90 20 'li6 x % Vl-1309 
4 %x% Vl-1083 .87 6 %x% Vl-1165 .90 25 Y2 x % VL-1310 
S %x% Vl-1084 .87 8 % x 3,4 VL-1166 .90 
6 %x% VL-1085 .87 10 %x% VL-1167 .93 6-6 WVDC 

8 %x% VL-1086 .87 15 %x% Vl-1168 .93 100-30 'li6 x 1~6 Vl-2150 
10 %x% Vl-l087 .87 20 %x% Vl-1169 .93 
15 %x% VL-1088 .87 25 %x% Vl-1170 .93 10-10 WVOC 

20 %x% Vl-1089 .87 35 %x% Vl-1172 .93 50-50 Y2 x % VL-2250 
25 %x% VL-1090 .87 50 'li6 x % VL-1l74 .99 80-80 Y2 x % Vl-2350 
35 %x% Vl-l092 .90 75 Y2 x % Vl-1l77 1.08 
50 %x% Vl-l094 .93 90 %x% Vl-1l80 1.17 8-8-8 WVDC 

75 %x% Vl-1097 1.02 
25 WVDC 100-100-60 % x 1'li6 VL-3320 

100 ~6 x % Vl-1100 1.05 10-10-3 WVOC 150 Y2 x % Vl-ll04 1.08 1 %x% VL-1200 .90 
200 Y2 x % Vl-ll08 1.17 2 %x% Vl-1201 .90 50-50-15 Y2 x % VL-3350 

Net 

$3.S1 
2.43 
2.58 
2.73 
3.33 

2.52 
2.64 
2.64 
3_03 
3.57 

3.06 
3.66 

4.11 

Net 

$ .93 
.99 
.99 
.99 
.99 
.99 
.99 
.99 
.99 

1.05 
1.05 
1.17 

.90 

.90 

.93 
_99 
.99 
.99 
.99 
.99 
.99 
.99 
.99 

1.26 

1.17 
1.32 

2.07 

1.80 
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SECTION 1500 

ATOM® ELECTROL YTICS 
• The Smallest Dependable Standard Tubular - Designed for 

85°C (185°F) Operation in Voltages to 450 WVDC 
• Whether For AC-DC Sets,' Auto Radios, Home Radio-phono 

Combinations, Or TV Sets, The SPRAGUE line Will Handle All 
Your Replacement Requirements - No Dual Inventory Problems 

• Have low leakage And long Shelf life 

• Will Withstand High Temperatures, High Ripple Currents, High 
Surge Voltages 

• Metal Case Construction with Outer Kraftboard Insulating Case 
Except as Noted by t Sign 

p.F WVDC Diam. x Length* Cat. No. Net /LF WVDC Diam. x Length* Cat. No. Net 

SINGLE UNITS 10 250 ~. x 11)1,. TVA-I 504 $ .72 
12 250 ~. x 11)1,. TVA-I 505 .75 

50 6 'Yaxl\4 TVA-I 100 $ .57 16 250 o/a x ]1)1,. TVA-I 507 .78 
100 6 \12 X I \I. TVA-I 101 .72 20 250 1)1,. x 11)1,. TVA-I 508 .87 
250 6 o/axl'il. TVA-1102 .81 30 250 1)1,. x 2'l1,. TVA-1510 .81 
500 6 o/a X 2'l1,. TVA-I 103 .93 40 250 % x 2'l1,. TVA-I 511 .93 

1000 6 % X 2'l1,. TVA-11Ot! 1.14 50 250 % x 2'l1,. TVA-1512 1.02 
1500 6 I'll,. x 21)1,. TVA-I 105 1.26 60 250 I'll,. x 2'l1,. TVA-1513 1.08 
2000 6 I'll,. X 21:y,. TVA-II06 1.38 140 300 1'Ya x 3'Ya TVA-I 575t 1.89 

100 12 ~. x I'll,. TVA-I 130 .72 4 350 \12 x I o/a TVA-I 601 .63 

250 12 o/a x ]1)1,. TVA-I 131 .87 8 350 o/a x ]1)1,. TVA-I 603 .72 

500 12 % x ]1)1,. TVA-1132 1.02 
10 350 1)1,. x ]1)1,. TVA-I 604 .75 

1000 12 I'll,. x 2'l1,. TVA-I 133 1.35 
12 350 1)1,. x 11)1,. TVA-I 605 .78 
16 350 % x ]1)1,. TVA-I 607 .84 

100 15 o/a x I'll,. TVA-I 160 .75 20 350 I'll,. x 11)1,. TVA-I 608 .87 
250 IS o/a x ]1)1,. TVA-1161 .93 30 350 I'll,. x 2'l1,. TVA-1610 .99 
500 15 1)1,. x 2'l1,. TVA-I 162 1.05 40 350 % x 2l1i. TVA-I 61 I 1.05 

1000 15 % x 2'l1,. TVA-1163 1.38 60 350 1 x 2l1i. TVA-1613 1.17 
2 25 'Yaxl\4 TVA-1201 .54 10 400NP 1.)1,. x 2)1,. TVAN-1650 .90 
5 25 'Yaxl\4 TVA-1203 . 60· I 450 lIi.xl\1 • TVA-I 700 .66 

10 25 'Yaxl\4 TVA-1204 .60 2 450 lIi.xlo/a TVA-I 701 .66 
. 25 25 'Yaxl\4 TVA-1205 .60 4 450 ~. x ]11;1. TVA-I 702 .69 

50 25 9-i. x I'll,. TVA-1206 .66 8 450 1)1,. x 11)1,. TVA-1704 .75 
100 25 ~. x 111;1. TVA-I 207 .81 10 450 11;1. x ]11;1. TVA-I 705 .78 
250 25 % x 111;1. TVA-1208 1.02 12 450 % x ]11;1. TVA-I 706 .81 
500 25 % x 2'l1,. TVA-1209 1.38 16 450 % x 2'l1,. TVA-I 708 .84 

1 50 'Yaxl\4 TVA-1300 .54 20 450 % x 2'l1,. TVA-1709 .93 
2 50 'Yaxl\4 TVA-1301 .54 30 450 % x 2'l1,. TVA-I711 1.02 
5 50 'Yaxl\4 TVA-1303 .60 40 450 % x 211;1. TVA-1712 1.08 

10 50 'Yaxl\4 TVA-I 304 .60 50 450 Va x 3'l1,. TVA-I 71 3 1.26 
20 50 lIi.xl'Ya TVA-I 305.5 .60 60 450 1 x 311;1. TVA-1714 1.41 
25 50 lIi.xl'Ya TVA-I 306 .63 80 450 I x 311;1. TVA-1716 1.68 
50 50 ~. X 111;1. TVA-130a .72 100 450 1'Ya x 4\1. TVA-17Iai' 1.92 

100 50 % X 111;1. TVA-1310 .84 10 475 % x 11:y,. TVA-I 802 .81 
150 50 % x ]11;1. TVA-I 31 I .93 20 475 'l'. x 2l1i. TVA-I 804 .96 
250 50 1:y,. x ]11;1. TVA-1312 1.05 8 500 % X ]11;1. TVA-I 902 .78 
500 50 1 X 115A. iVA-1315 1.44 10 500 Va x ]11;1. TVA-I 903 .81 

4 150 'Yaxl\4 TVA-I 402 .60 16 500 1:y,. x 2'l1,. TVA-I 905 .90 

5 150 'Yaxl\4 TVA-1403 .60 20 500 1 X 2'l1,. TVA-1906 .96 

a 150 'Yaxl% TVA-1405 .63 8 600 I X 31;1. TVA-I 962 1.71 

10 150 'Yaxl% TVA-I 406 .63 10 600 I x 31;1. TVA-I 963 1.77 

12 150 \12 x I o/a TVA-1407 .66 16 600 I x 41;1. TVA-I 965 2.07 

16 ISO ~. x ]11;1. TVA-I 409 .69 20 600 I X 41;1. TVA-1966 2.13 

20 ISO ~. X ]11;1. TVA-1410 .72 DUAL UNITS (COMMON NEGATIVE - 3 LEADS) 25 150 o/a X 111;1. TVA-1411 .75 
30 ISO o/a X 111;1. TVA-1412 .78 10-10 25-25 % x Illi. TVA-2210 $ .84 
40 150 % x 111;1. TVA-1413 .81 10-10 50-50 % x Illi. TVA-23 I 5 .84 
50 150 I:y,. x 111;1. TVA-1414 .84 8-8 ISO-ISO 'l'. x Illi. TVA-24 I 5 .90 
60 150 % x ]11;1. TVA-1415 .90 16-16 ISO-ISO % x Illi. TVA-2420 Loa 
BO ISO Va X 11:y,. TVA-1418 .96 20-12 150-150 Va x 1 'iI. TVA-2425 .96 

100 ISO Va X 2'l1,. TVA-I 420 1.05 ~-20 150-150 Va xl 'iI. TVA-242B .99 
ISO 150 1 x 2'l1,. TVA-I 422 1.14 3 -20 ISO-ISO Va x ]11;1. TVA-242I 1.02 
200 150 1 x 31'l1,. TVA-1423 1.32 30-30 ISO-ISO % x ]11;1. TVA-2434 1.08 
300 ISO l'Yax3'l'. TVA-I 425t 1.53 40-20 ISO-ISO Va x ]11;1. TVA-2438 1.05 
150 200 1'Ya x 3'Ya TVA-1447 1.53 40-30 ISO-ISO Va x 11:y,. TVA-2442 1.0B 
200 200 1'Ya x 3'Ya TVA-1480t 1.74 40-40 ISO-ISO Va x 11:y,. TVA-2445 1.11 

4 250 lIi.xlo/a TVA-1501 . 60 50-30 ISO-ISO 'l'. x 115A • TVA-2450 1.17 
8 250 \12 x lo/a TVA-I 503 .69 50-50 150-150 Va x 2l1i. TVA-2453 1.26 

* Add 1;16" to diameter and \I." to length to allow for outer insulating tube on all units except those marked (t) which are of Kroftboard construction. 
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I SECTION 1500 

SPRAGUE CAPACITORS 
ATOM ELECTROL YTICS, continued 
I'f WVDC Diam. x Length" Cat. No. Net I'f WVDC Diam. x Length Cat. No. 

80·30 150-150 % x 2'll6 TVA-2460 $1.32 50-30-200 150-150-25 1 x 2'1i6 TVA-3433 
80·40 150-150 'I. x 2'll6 TVA·2461 1.32 50-50-20 150-150-25 15;\6 x 23;\6 TVA-3436 
80-50 150·150 % x 210/,6 TVA-2462 1.41 80-20-100 150-150-25 1 v.. x 2% TVA-3437t 

100·100 150·150 1 '\I. x 3'\1. TVA·2464·r 1.92 80-40-20 150-15025 1 x 110/,6 TVA-3437.1 
200·5 150-150 1 x 3'1. TVA-2467i" 1.59 250-120-50 150-150-25 1'\1.x3% TVA-3437.6 
250-50 150-150 l'\1sx3Ys TVA-2473 1.86 20-20-20 150-150-150 % x ]1Y16 TVA-3440 

20-20 250-250 % x 115;\6 TVA-2515 1.11 30-30-30 1 50- 150-1 50 'Is x 2'1i6 TVA-3444 
40-10 250-250 'Is x 2'1i6 TVA-2520 1.23 40-30-20 1 50-1 50-1 50 'I. x 2'1i6 TVA-3448 
80-10 250-250 10/,6 x 3'1i6 TVA.2525 1.53 40-40-20 1 50-1 50-1 50 % x 2'll6 TVA-3450 

120-80 250-250 1'\1. x 3'1. TVA-2535t 2.40 40-40-40 150-150-150 I x 2'll6 TVA-345I 
140-5 350-350 Iv.. x 3 'Is TVA-2640t 2.49 50-30-20 I 50-150-1 50 I x 2'li6 TVA-3453 
80-100 450-50 1 '\Is x 4% TVA-2711 t 2.22 80-40-20 1 50-1 50-150 1 x 210/16 TVA-3455 
8-8 450-450 'I. x ]1 Y16 TVA-2720 1.02 250-200-10 1 50-1 50-1 50 1% x 3% TVA-3460 
10-10 450-450 'Is x 11% TVA 2722 1.11 80-10-100 300-250-50 l%x3% TVA-3556t 
16-8 450-450 % x 2'1i6 TVA-2725 1.20 120-40-10 300-300-250 1 v.. x 3Ys TVA-3563t 
20-20 450-450 'Is x 210/16 TVA.2730 1.50 140-5-200 350-350-200 1 Y2 x 5Ys TVA-3620t 
30-30 450-450 1 x 33116 TVA2735 1.80 5-80-40 450-400-400 l%x4Ys TVA-3712t 
40-40 450-450 1 x 310/16 TVA-2740 2.04 12-12-20 450-450-25 1 x ]10/16 TVA-3716 
50-30 450-450 1 x 310/,6 TVA-2743 2.04 20-20-20 450-450-25 1 x 2'li6 TVA-3718 

40-40-20 450-450-25 1 x 310/16 TVA-3720 
DUAL UNITS (SEPARATE SECTIONS - 4 LEADS) 

20-20 150-150 1 x 2'\1s TU-220 t 1.23 
QUADRUPLE UNITS 

40-20 150-150 lY16 x 2% TU-42() + 1.32 1 20-40-40- 10 300-300-300-250 1% x 4% TVA-4584T 
16-16 250-250 lx2'l'a TU-216 t 1.32 140-5-200-30 350-300-200-150 lY2x4'1. TVA-4576t 

8-8 450-450 1 Y16 x 3'\1s TU-88 t 1.29 140-5-200-30 350-300-200-200 1 Y2 x 5Ys TVA-4607t 
16-16 450-450 1% x 3Ys TU-1616t 1.68 80-60-40-20 350-350-300-150 1 Y2 x 4% TVA-46I Bi" 

120-120 150-150 1 Ys x 5 TU-2120 2.07 80-10-40-100 400-400-300-50 1 '\Is x 4Ys TVA-4659t 
10-80-40-100 450-300-250-50 l%x4Ys TVA-4705t 

TRIPLE UNITS 20- 1 20-40- 1 00 450-300-250-50 1 % x 4% TVA-4706t 

30-30-100 150·150-12 % x 115116 TVA-3419 1.38 
10-80-40-40 450-300-250-250 1 % x 4% TVA-4708t 
10-20-20-10 450-300-300-300 l%x3Ya TVA-4712t 

20-20-20 150·150-25 '1sxl'll6 TVA-3415 1.47 20-20-20-10 450-450-450-450 1% x 3% TVA-4742t 
40-20-20 150-150-25 % x l 1Y16 TVA-3422.9 1.53 40-20-20-10 450-450-450-450 1 % x 4% TVA-4748T 
40-30-20 150-150-25 'Is x 110/16 TVA-3423 1.56 40-40-20-20 450-450-450-450 1 Y2 x 4 v.. TVA-4750t 
40-40-20 150-150-25 % x 23;\6 TVA-3425 1.59 
40-40-100 150-150-25 'Is x 2'li6 TVA-3427 1.68 QUINTUPLE UNITS 
50-30-20 150-150-25 % x 23;\6 TVA-3430 1.59 
50·30-100 150-150-25 'Is x 2'li6 TVA-3432 1.68 40-20-20-20-50 300-300-300-300-50 l%x4 TVA-5100t 

"Add Y16" to diameter and Ys" to length to allow for outer insulating tube on ell units except those marked (t) which ere of cardboard construction. 

"F WVDC Oi am. x Le.ngth Cat. No. 

500 6 1~, x 2~ HLVB·56 
1000 6 1~, x 2~ HLVB·l06 
1500 6 1~, x 2~ HLVB-156 
2000 6 1~, x 2~ HLVB·206 
4000 10' 1~, x 2"1. HLVB-4010 
6000 10 1~, x 2% HLVB-6010 

10000 10 I'¥!, x 4"1. HLBV-l00l0 
500 12 1~, x 2~ HLVB·512 

1000 12 1~, x 2~ HLVB·l012 
1500 12 1~, x 2~ HLVB·1512 
2000 12 I~, x 2~ HLVB-2012 

500 15 I~, x 2~ HLVB·515 
1000 15 I~, x 2~ HLVB·l015 
1500 15 I'll, x 2~ HLVB·1515 
2000 15 I~,x 2~ HLVB-2015 
4000 15 I~, x 4"1. HLVB·4015 
6000 15 I'¥!, x 4% HLVB·6015 
6000 20 2\1, x 4"1. HLVB·6020 
500 25 I'll, x 2JA HLVB·525 

1000 25 1~, x 2~ HLVB·l025 
2000 25 I'll, x 4% HLVB·2025 
4000 25 I'¥!, x 4"1. HLVB·4025 
500 50 I'll, x 3"1. HLVB·550 

1000 50 I'¥!, x 3% HLVB·l050 
2000 50 I'¥!, x 4% HLVB·2050 
3000 50 P¥!, x 4% HLVB·3050 

TYPE H L VB HIGH-MF ELECTROL YTICS 

• Designed for low-voltage filter circuits. 
• Large values of capacitance in relatively small physical 

size. 

• Molded phenolic case for physical protection and moisture 
resistance. Assures long and dependable service life. 

• Easily and securely mounted with hardware listed below. 
Net "F WVDC Diem. x Length Cat. No. 

$1.83 4000 50 2\1, x 4% HLVB-4050 
2.04 1000 150 I'¥!, x 43/a HLVB·l0150 
2.16 500 200 1'¥!,x4% HLVB·5200 
2.28 
2.85 HLVB MOUNTING HARDWARE 
4.50 HORIZONT AL "u" BRACKETS 
4.95 Capacitor Size 1.92 
2.25 Die. x Lengtn Cat. No. 
2.37 I ~,x 2~ ABB-l 
2.49 I ~,x 3% } 1.95 I'¥!, x 3"1a ABB·2 
2.28 
2.40 P¥!, x 4% \ ABB-3 
2.82 2 \1, x 4% J 
4.26 END CAPS 4.83 
5.19 Cap. Diem. Cat. No. 
2.28 I ~, ABC·2 
2.91 P¥!, ABC-4 
3.45 2 \1, ABC·6 
4.77 
2.55 VERTICAL MOUNTING CLAMPS 
4.20 
5.46 Cap. Diem. Cat. No. 
6.90 P¥!, CMC-28A 

2 \1, CMC-32 

Net 

$1.65 
1.65 
1.68 
1.68 
2.61 
1.50 
1.56 
1.56 
1.41 
1.68 
1.62 
1.74 
2.76 
2.16 
2.91 
4.02 
2.73 
1.38 
1.86 
2.28 

3.72 
3.63 
4.59 
3.54 
3.27 
2.88 
3.69 
2.97 
2.10 
2.55 
2.82 
3.27 

3.03 

Net 

7.50 
6.30 
5.88 

Net 
$.18 

.21 

.24 

Net 
.15 
.18 
.21 

Net 
.18 
.36 

Copyright 1961, Sprague Products Company REM·14·6128 All prices and sizes subiect to change without notice. 
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[SECTION 1500 

----

SPR~GUE C~PACITORS 
TE LIIIL-L YTIC® . ELECIROL YTICS 

p.F D." L,* Cat. No. 

1 WVDC 

5 \4 " l1A6 TE-IOIO 

3 WVDC 

I \4 " 1!t16 TE-I050 
2 \4 " 1!t16 TE-I051 
3 \4 " l1A6 TE-I052 
4 \4 " 1!t16 TE-I052.1 
5 \4 " l1A6 TE-I052.2 
6 \4 " l1A6 TE-I052.3 
8 \4 " 1!t16 TE-I052.5 

10 \4 " l1A6 TE-I053 
IS \4 " l1A6 TE-I053.5 
20 \4 " l1A6 TE-I054 
25 \4 " l1A6 TE-I055 
35 \4 " l1A6 TE-I056 
40 \4 " l1A6 TE-I057 
50 \4 x l1A6 TE-I05B 
75 ~6 x l1A6 TE-I059 

100 ~6 x l1A6 TE-I059.5 
110 % x l1A6 TE-I060 
ISO % x l1A6 TE-I061 
200 % x 13;\6 TE-I064 
250 % x 1~6 TE-I065 
300 % x 1~6 TE-I066 
400 % x 1\4 TE-I067 
500 %XIl/2 TE-I068 

6 WVDC 

I \4 x l1A6 TE-I080 
2 \4 x l1A6 TE-I081 
3 l4 x l1A6 TE-I082 .. \4 x 11& TE-I083 
5 \4 x 1~6 TE-I084 
6 \4 " 1\116 TE-I085 
8 \4 x 1!t16 TE-I086 

10 \4 x 1\116 TE-I087 
IS l4 x l1A6 TE·I089 
20 \4 x l1A6 TE·I090 
25 \4 x l11i6 TE-I091 
30 \4 x l11i6 TE·IOn 
35 \4 x l11i6 TE·I093 
40 \4 x l11i6 TE·I095 
50 ~6 x l1A6 TE·IIOO 
60 ~6 x l11i6 TE·ll01 
7S % x l11i6 TE·IIOI.5 

100 % x 1!t16 TE·II02 
ISO % x 1~6 TE·II03 
200 % x 1\4 TE·II04 
250 %xl\4. TE-II05 
300 %xll/2 TE·II06 

., 
• Ultra-Small - Excellent, Dependable 

Replacement Units for Transistorized 
Equipment Presently on the Market 

• Reliability at Reasonable Prices 

• All-Welded Construction - No Pres­
sure Joints to Cause "Open" or Inter­
mittent Circuits 

• No Corrosion as with Competitive Units 

Net p.F D." L.* Cat. No. 

10 WVDC 

$ .75 10 \4 " l1A6 TE-1114 
IS \4 " l1A6 TE-I.116 
25 \4 " l1A6 TE-1118 
50 %" 1!t16 TE-1I19 

.75 100 %" 13;\6 TE-ll 19.3 

.75 200 

.75 
%" 1\4 TE-1I19.6 

.75 12 WVDC 

.75 

.75 I \4 " l1A6 TE-1120 

.75 2 \4 " l1A6 TE-1121 

.75 3 \4 " l1A6 TE·1I22 

.75 4 \4 " 1!t16 TE-1I23· 

.75 5 \4 " 1!t16 TE-1127 

.75 

.75 6 \4 " l1A6 TE·1127.1 

.75 8 \4 x l1A6 TE-1127.3 

.75 10 \4 x l1A6 TE-112B 

.B4 IS \4 x 1!t16 TE-1129 

.84 20 \4 x l1A6 TE-1130 

.B4 25 \4 x l1A6 TE-1131 

.87 35 ~6 x l1A6 TE-1132 

.90 

.96 50 % x l1A6 TE-1133 

.99 75 % x 13;\6 TE-1134 

1.02 100 %" 13;\6 TE-1135 
1.05 ISO % x 1\4 TE-1136 

200 % x 1\4 TE-1137 
250 % x .1l/2 TE-1I38 

.75 15 WVDC 

.75 

.75 I \4 x l1A6 TE-114B 

.75 2 \4 x l1A6 TE-1149 

.75 3 \4 x 1!t16 TE-1150 

.75 4 \4 x 1!t16 TE-1151 

.81 5 \4 x 1\116 TE-1I52 

.BI 6 \4 x 1!t16 TE·1153 

.81 

.81 8 \4 " l11i6 TE·1154 

.81 10 \4 x l11i6 TE·1155 

.B4 IS \4 x l1A6 TE·1156 

.B4 20 \4 x l11i6 TE·1157 

.B4 25 ~6 x l11i6 TE·1157.1 

.84 30 %x 1!t16 TE·1I58 

.B4 35 % x 1!t16 TE·1159 

.B7 50 % x 1\116 TE·1160 .90 

.93 75 % x 13A6 TE·1161 

.96 100 %Xl~ TE·1162 
1.02 ISO %" 1\4 TE-1163 
1.08 200 %xl% TE·1164 

*Add !tI6' to dimensions to allow for Insulating sleeve. 

Copyright 1961, Sprogue Product. Company REM·15·6128 
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Net 

$ .81 
.BI' 
.81 
.90 

1.02 
1.20 

.75 

.75 

.75 

.75 

.81 

.81 

.81 

.81 

.84 

.84 

.84 

.B7 

.93 

.99 
1.05 
1.14 
1.23 
1.32 

.75 

.75 

.75 

.7B 

.84 

.84 

.B4 

.84 

.87 

.87 

.87 

.90 

.93 

.96 
1.02 
1.08 
1.17 
1.26 

• Extremely Low Leakage Current, Long 
Shelf Life 

• Withstand Temperatures Up to 85°C 
(l85°F) 

• Furnished with Clear Plastic Outer 
Insulating Sleeves 

• Packed 5 to a Handy Rigid Kleer Pak® 
Plastic Box 

p.F D." L.* Cat. No. Net 

25 WVDC 

I \4 " l1A6 TE-1200 $ .75 
2 \4 " l1A6 TE-1201 .78 
3 \4 " l1A6 TE-1201.1 .78 
4 \4 " l1A6 TE-1201.2 .78 
5 \4 " l1A6 TE-1202 .84 
6 \4 " l1A6 TE-1203 .B4 
8 \4 " l1A6 TE-1203.5 .B7 

10 \4 " 1!t16 TE-1204 .B7 
IS ~6 " l1A6 TE-1205 .87 
20 % " l1A6 TE-1206 .90 
25 % " l1A6 TE-1207 .93 
35 %" 13;\6 TE-120B .99 
50 %" 1~6 TE-1209 1.08 
75 % ,,1\4 TE-1210 1.17 

100 % " 1l/2 TE-1211 1.26 

50 WVDC 

I \4 x 1!t16 TE-1300 .78 
2 \4 x l1A6 TE-1301 .BI 
3 \4 x l1A6 TE-1302 .81 
4 \4 x 1!t16 TE-1302.1 .81 
5 \4 x l1A6 TE-1303 .B7 
6 % x l1A6 TE-1303.1 .87 
8 5A6 x l1A6 TE-1303.3 .90 

10 ~6 x l1A6 TE-1304 .90 
IS % x l1A6 TE-1304.2 .90 
20 % x 13;\6 TE-1305 .90 
35 % x 1\4 TE-1306 1.02 
50 %xll/2 TE-1307 1.11 

100 WVDC 

I % x 1~6 TE-1400 .81 
2 % x 1~6 TE-1401 .84 
3 % x 1~6 TE-1402 .84 
4 % x 1~6 TE-1403 .84 
5 % x 1~6 TE-1404 .90 
6 % x 1~6 TE-1405 .90 
8 % x 1~6 TE-1406 .93 

10 % x 1~6 TE·1407 .93 
IS % x 1\4 TE·1408 .93 
20 %xll/2 TE·1409 .96 

150 WVDC 

I %xl~ TE·1500 .84 
2 %xl~ TE·1501 .87 
3 % x 1~6 TE·1502 .87 
4 %Xl~ TE·1503 .87 
5 % x 1~6 TE·1504 .93 
6 % x 1\4 TE·1505 .93 
8 % x 1\4 TE·1506 .96 

10 % x 1\4. TE·1507 .96 
12 %xll/2 TE·1508 .96 

All prices and sizes subject to change .withollt notice. 
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SECTION 1 SOO 

SPRAGUE CAPACITORS 
TYPE 40D Miniature Extended-Life 85°C ELECTROL YTICS 

• THE MOST RELIABLE TUBULAR ALUMINUM ELEC· 
TROL YTIC MANUFACTURED 

• Operating Temperature: -40°C to +B5°C 

• Premium quality. Service life of 10 years in actual 
circuit applications under typical operating condi· 
tions 

• Units listed here have thermoplastic insulating 
sleeves; for rigid phenolic sleeve, change end of 
catalog number from A2 to A I; for bare metal 
tubes, delete last letter and digit 

• Special design and processing techniques result in 
ultra low leakage currents and high stability 

• Capacitance tolerance: -10, +100% 

• All critical terminations are welded to prevent open 
circuits even after extended service in the millivolt 
range 

• Writ~ for Engineering Bulletin No. 3205 to compare 
this outstanding capacitor with any other unit on the 
market. 

• Prices available upon request. 

/IF D. x L. Catalog Number /IF D. xL. Catalog Number /IF D. xL. Catalog Number 

12 WORKING VOLTS D-C 6 %x ~ 40DI77A2 
8 %x ~ 40DI78A2 3 WORKING VOLTS D-C 

710 x ~ 40DI39A2 10 ~, x ~ 40D179A2 

710 x '% .oIODI.oIOA2 15 ~, x ~ AOD180A2 

~,x ~ .oIOD141A2 20 ~x ~ .oIOD181A2 

~,x '% .oIOD142A2 25 ~x 1 40D182A2 

~,x ~ 40D143A2 35 ~,x 1 40D183A2 

~,x ~ 40DI44A2 50 ~ x 1710 40D184A2 

710 x ~ 40D145A2 75 ~x 1~, 40D185A2 

~,x ~ 40D146A2 50 WORKING VOLTS D-C ~, x '% 40D147A2 
%x ~ 40D148A2 1 ~, x ~ 40D186A2 
%x ~ 40D149A2 2 %x ~ 40D187A2 
~, x '% 40DI50A2 3 %x ~ 40D188A2 
~x VI 40D151A2 4 ~, x ~ .40D189A2 
~,x 1 40D152A2 5 ~, x ~ 40D190A2 
~,x 1 40D153A2 6 ~, x ~ 40D191A2 
~,x 1710 40D154A2 8 ~, x ~ J,OD192A2 
~xl~ 40D155A2 10 ~x~ 40D193A2 

15 ~x 1 40DI94A2 
15 WORKING VOLTS D-C 20 ~x 1~, 40D195A2 

25 ~x 1~. 40D196A2 

1 
1 ~, x '% 40Dl00A2 2 
2 ~, x '% 40Dl01A2 3 
3 ~,x ~ 40Dl02A2 4 
4 ~,x ',4 40Dl03A2 5 
5 ~, x ~ 40Dl04A2 6 
6 ~, x '% 40Dl05A2 8 
8 ~. x '% 40Dl06A2 10 

10 710 x ',4 40Dl07A2 15 
15 710 x '% 40Dl0BA2 20 
20 ~. x '% 40Dl09A2 25 
25 ~. x '% 40Dll0A2 35 
35 %x '% 40Dll1A2 50 
50 ~. x ~ 40D112A2 75 
75 ~, x '% 40D113A2 100 

100 ~6X ~ 40DI14A2 150 
150 ~x I .oIOD115A2 200 
200 ~,x 1~. 40D116A2 
225 ~,x 1~. .oIOD117A2 
250 ~,x 1~, 40D118A2 
300 ~ x 1~, 40D119A2 1 ~, x ~ 40D156A2 30 ~ x 1~, 40D197A2 

~, x '% 40D157A2 
100 WORKING VOLTS D-C 710 x ~ 40D158A2 

~, x '% 40D159A2 1 ~,x 1 40D198A2 ~, x '% 40D160A2 
~,x ~ 50D161A2 2 ~x 1 40D199A2 

~, x ~ .oIOD162A2 3 ~x 1 40D200A2 

710 x '% 40DI63A2 4 ~x 1 40D20lA2 

%x ~ 40D164A2 5 ~x 1 40D202A2 

~, x ~ 40D165A2 6 ~,x 1 .oIOD203A2 

~, x '% 40D166A2 8 ~,x 1 40D204A2 

~x VI 40D167A2 10 ~ x 1~, 40D205A2 

~x ~ .oIOD168A2 15 ~,x 1~. 40D206A2 

~,x 1 40D169A2 18 ~.x 1~ 40D207A2 

~, x 1710 40D170A2 150 WORKING VOLTS D-C ~xl~ 40D171A2 

2 

6 WORKING VOLTS D-C 3 
4 
5 

1 ~, x '% 40D120A2 6 
2 ~,x '% 40D121A2 8 
3 ~6X ~ 40D122A2 10 
4 ~,x ~ 40D123A2 15 
5 ~,x '% 40D124A2 20 
6 ~,x '% 40D125A2 25 
8 ~,x '% 40D126A2 35 

10 ~. x ~ 40D127A2 50 
15 710 x '% 40D128A2 75 
20 %x '% 40D129A2 100 
25 %x ~ 40D130A2 150 

1 ~x 1 40D208A2 
25 WORKING VOLTS D-C 2 ~,x 1 .oIOD209A2 

35 ~, x ~ 40D131A2 
50 ~, x ~ 40D132A2 

3 ~x 1 40D210A2 
710 x '% 40D172A2 4 ~x 1 40D211A2 
~, x ~ 40D173A2 5 ~x 1 40D212A2 
~, x ~ 40D174A2 6 ~ x 1~, 40D213A2 
710 x '% 40D175A2 B ~,x 1710 .oIOD214A2 
710 x '% 40D176A2 10 ~,x 1~, 40D215A2 

75 1-\,x ~ 40D133A2 
100 ~. xl 40D134A2 I 
150 1-\,x 1710 40D135A2 2 
175 ~. x 1~. .oIOD136A2 3 
200 ~xl~ 40D137A2 4 
250 ~xl~ 40D138A2 5 

PHOTOFLASH ELECTROL YTICS and ACCESSORIES 
Build your own Electronic Flash! 

Now you can build up.to.the.minute electronic 
photoflash units using the very latest low voltage 
circuits. These units are comparable to cammer· 
cially manufactured gear in size, weight, and 
efficiency, yet can be built for considerably less 
than ready·made units. Your electronic flash 
eliminates flash bulb costs, too, and it stops action 
with better results. Sprague Booklet C·703 gives 

Description 
Sprague Photoflash Booklet 

you step.by.step instructions for building four 
different models. Every detail is clearly illustrated 
and explained, making it easy to put one together 
in several hours. Photoflash accessories, listed 
below, are fully described and illustrated in this 
invaluable guide. These special items, plus a few 
standard parts and miscellaneous material, are all 
you need to build this outfit. 

Cat. No. Dealer's Net 
C·703 $ .35 

Plug·in base with built·in trigger coil, 100 W·$ nominal rating, Kemlite Type OX, 
for 450 V operation 

Reflector for Type OX lamp as used with vertical adapter 
Vertical adapter for medium Edison base sackets with cable 
Jaidinger miniature relay for 5·25 m·s delay synchronization 

from 3 to 4 Y2 V cell flashguns 
"U" lamp, 100 w·s nominal rating, wafer base, for 450 V operation, 

. Kemllte "U·SW", interchangeable with GE FT·I05 
Reflector for Kemlite U·5W or GE FT· I 05 
4 volt vibrator, Oak V·68 I 5, for 225 to 450 V voltage doubler 

power supplies. (See March, 1952 P. S. A. Journal for detailsl. 

Copyright 1961, Sprogue Products Company 

© U.c.P., inc. 

FA·IOO 12.00 
FA·IOI 2.75 
FA,102 2.60 

FA·I03 3.50 

FA·I04 7.50 
FA· I 05 3.50 

FA· I 06 8.50 

REM·16·6128 

Net 

• Ultra·low leakage for Either Dry Battery or A·C 
Operated Power Supplies - Eliminate Rectifier 
Burnouts 

• Weighs Only II oz. 
• One·half the Size of Competitive Capacitors 

which Have More Than Twice the leakage 
Current 

• Highly Stable Film Formation Assures long life 
• 525 MF, 450 WVDC, 53 Watt.Seconds 2!1a 1/ 

Diam. x 4~6" long 
Cat. No. FF-I, Net price .$13.50 

All prices and sizes subiect to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
PQ PHOTOFLASH CAPACITORS 

DESIGNED EXPRESSLY FOR PHOTOFLASH USE -- NOT COMPARABLE TO STANDARD 
HEAVY-DUTY CAPACITORS SUCH AS THE CR TRANSMITTING TYPES 

• Oil-Impregnated, Oil Filled • Hermetically Sealed 

• Compact Energy Storage Design • High Insulation Resistance 

• Smallest Possible Construction with Maximum Dependability 

DC Peak* Walt/Sec. Dimensions Weight Net 
}J.F Volts Total T. x W. x H. Ibs. Cat. No. Price 

10 2500 31 2\4 x 3* x 4Y2 1* PQ.2510 $10.20 
15 2500 47 3~6 x 3* x 4% 2Y2 PQ·2515 12.00 
25 2500 78 4'l-i6 x 3* x 5\4 4\4 PQ·2525 15.90 
35 2500 109 4'l-i6 x 3* x 7 6 PQ·2535 19.50 
15 3000 67 3~6 x 3* x 4% 3 PQ·315 14.70 
25 4000 200 4'l-i6 x 3* x 9\4 7\4 PQ·425 25.50 

*00 not exceed Peak Voltage Rating under highest line voltage condition. 

CAPACITOR HARDWARE 
• Sprague Mounting Clamps and Straps Provide 

Quick, Dependable Means for Securing a Wide 
Variety of Capacitors and Resistors to a Mounting 
Surface 

• All Clamps and Straps are Made from Plated Steel 

Copyright 1961, Sprague Products Company 
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VERTICAL MOUNTING CLAMPS FOR CYLINDRICAL CAPACITORS 

Catalog A B Figure Net 
No. Diameter Mounting No. Price 

CMC·16 1 1~. $.15 
CMC·20 1\4 1'!A4 .15 
CMC·22 1% 1 25hz .15 
CMC·24 IV2 I'~ .1 B 
CMC·28 1% 2l-\. .1 B 
CMC·28A 1% 2l-\. 2 .18 
CMC·32 2 2V2 2 .36 
CMC·40 2V2 3 2 .36 

WRAP AROUND CLAMPS FOR UCTANGULAR CAPACITORS 

Catalog Dimensions Figure Net 
No. T W No. Price 

RMC·17 1'/\. I'l-\. 214 4 $.30 
RMC·19 1l-\6 2V2 3 4 .30 
RMC·20 114 3% 4% 4 .30 
RMC·28 1% 3% 4% 4 ,30 
RMC·36 214 3% 4% 4 .33 
RMC·40 2V2 3% 4% 4 .33 
RMC·51 3l-\. 3% 4% 4 .36 
RMC·73 4~. 3% 4% 4 .39 

MOUNTING STRAPS FOR TUBULAR CAPACITORS 

Catalog Tube Figure Net Catalog Tube Figure Net 
No. Diam~ter No. Price No. Diameter No. Price 

TMS·4 14 3 $.04 TMS·14 Va 3 $.04 
TMS·5 116 3 . 04 TMS·15 ,~ . 3 .04 
TMS·6 % 3 0.4 TMS·16 1 3 .06 
TMS·7 ~ 3 .04 TMS·17 1';1. 3 .06 
TMS·8 V2 3 .04 

TMS·18 IVa 3 .06 
TMS·9 ~. 3 .04 
TMS·l0 % 3 .04 TMS·19 1l-\. 3 .06 

TMS-ll '';I. 3 .04 TMS·20 114 3 .09 

TMS-12 % 3 .04 TMS-21 1~. 3 .09 

TMS·13 'l-\. 3 .04 TMS-22 1% 3 .09 

HORIZONTAL MOUNTING CLIPS FOR CYLINDRICAL CAPACITORS 

Catalog Capacitor Figure Net Catalog Capacitor Figure Net 
No. Diameter No. Price No. Diameter No. Price 

UMC·6 % 5 $.04 UMC·14 Va 5 $.04 
UMC·8 V2 5 .04 UMC·16 1 5 .06 
UMC·l0 % 5 .04 
UMC·12 % 5 .04 UMC·22 1% 5 .09 

REM·17·6128 All prices and siz~s subiect to change without notice. 
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SECTION 1 sao 

-------------------------------------- ----

SPR~GUE CAPACITORS 
----------.-~. --

VITAMIN Q@ SUBMINIATURE PAPER CAPACITORS 
These capacitors 
are the most wide­
ly used of all 
paper capacitors 
in commercial and 
military electronic 
equipment. Her­

metically sealed in metal cases, they are electrically and me­
chanically designed to meet stringent operating requirements. 

Impregnated with Vitamin Q, a substantially linear, con­
trolled molecular weight, hyc;lrocarbon polymer, which is 
exclusive with Sprague, these dependable capacitors are 
available for operation in two temperature ranges: -55°C 
to +85°C and -55°C to + 125°C. Because of their 
Vitamin Q impregnation, these subminiature capacitors have 

a higher insulation resistance and longer life than comparable 
units with 'ordinary oils. 

Sprague Subminiature paper capacitors exceed the per­
formance requirements of military specification MIL-C-25A. 
A limited number of the ratings shown here are listed in the 
military specification and should be ordered by their MIL type 
designation where equipment specifications so require. (See 
page after next.) .. 

Listed below are the most popular insulated section (un­
grounded case) capacitors. For technical data on these and 
other types, ratings, and tolerances, as well as on wax­
impregnated units for absolute minimum size, refer to the 
latest issue of Engineering Bulletin 2110. 

For prices on quantities from 10 to 499, see your Sprague 
Industrial Distributor. 

CHOICE OF INSERTED TAB OR EXTENDED FOIL CONSTRUCTION 

In the past, inserted tab capacitors have not been recom­
mended for low-voltage applications (e.g., below 10 volts) 
but recent improvements in design now make it possible to 
recommend them for operation at all voltages from 1 to rated, 
in nearly all applications. 

From the application standpoint, the principal difference 
between the two construction types is that, at resonance, losses 

are likely to be lower in the extended foil type. This is 
because the resistive component of impedance is likely to be 
higher at resonance in the inserted tab type of construction. 
Unless unusual circuit requirements make the losses at reso­
nance a critical factor, the inserted tab construction is recom­
mended, primarily because of the smaller size of the capacitor 
roll. 

TYPE 91P, INSERTED TAB CONSTRUCTION, 85°C OPERATION 

Capacitance Tolerance ±20% Capacitance Tolerance ±10% 

Size 
Style 2 (bare metal case) Style 4 (w /plastic sleeve)* Style 2 (bare metal case) Style 4 (w /plastic sleeve)* 

p.F WVDC D. x L. Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) 

100 .175 x % 91Pl0201S2 $1.440 91Pl0201S4 $1.504 91Pl0291S2 $1.584 91Pl0291S4 $1.648 
200 .235 x % 91Pl0202S2 1.360 91Pl0202S4 1.424 91Pl0292S2 1.496 91 PI 0292S4 1.560 

.001 300 .235 x % 91Pl0203S2 1.380 91Pl0203S4 1.444 91Pl0293S2 1.518 91Pl0293S4 1.582 
400 .235 x % 91Pl0204S2 1.400 91 PI 0204S4 1.464 91Pl0294S2 1.540 91Pl0294S4 ' 1.604 
600 .235 x % 91Pl0206S2 1.420 91 PI 0206S4 1.484 91Pl0296S2 1.562 91Pl0296S4 1.626 

100 .175 x % 91P15201S2 1.440 91P15201S4 1.504 91P15291S2 1.584 91P15291S4 1.648 
200 .235 x % 91P15202S2 1.360 91P15202S4 1.424 91P15292S2 1.496 91P15292S4 1.560 

.0015 300 .235 x % 91P15203S2 1.380 91P1520354 1.444 91P15293S2 1.518 . 91P15293S4 1;582 
400 .235 x % 91P1520452 1.400 91P15204S4 1.464 91P15294S2 1.540 91P1529454 1.604 
600 .235 x % 91P15206S2 1.420 91P15206S4 1.484 91P1529652 1.562 91P15296S4 1.626 

100 .175 x % 91P2220152 1.440 91P22201S4 1.504 91P22291S2 1.584 91P2229154 1.648 
200 .235 x % 91P22202S2 1.360 91P22202S4 1.424 91P22292S2 1.496 91P2229254 1.560 

.0022 300 .235 x % 91P2220352 1.380 91P2220354 1.444 91P22293S2 1.518 91P2229354 1.582 
400 .235 x % 91P2220452 1.400 91P22204S4 1.464 91P22294S2 1.540 91P22294S4 1.604 
600 .235 x % 91P2220652 1.420 91P2220654 1.484 91P22296S2 1.562 91P2229654 1.626 

100 .175 x % 91P33201S2 1.440 91P33201S4 1.504 91P3329152 1.584 91P3329154 1.648 
200 .235 x % 91P33202S2 1.360 91P3320254 1.424 91P33292S2 .1.496 91P3329254 1.560 

.0033 300 .235 x % 91P33203S2 1.380 91P33203S4 1.444 91P3329352 1.418 91P3329354 1.582 
400 .235 x % 91P33204S2 1.400 91P33204S4 1.464 91P33294S2 1.540 91 P33294S4- 1.604 
600 .235 x % 91P3320652 1.420 91P33206S4 1.484 91P33296S2 1.562 91P33296S4 1.626 

100 .175 x % 91 P47201 S2 1.480 91P4720154 1.544 91P4729152 1.628 91P47291S4 1.692 
200 .235 x 3,4 91P4720252 1.360 91P47202S4 1.424 91P47292S2 1.496 91P4729254 1.560 

.0047 300 .235 x % 91P47203S2 1.380 91P4720354 1.444 91P4729352 1.518 91P4729354 1.582 
400 ,235 x % 91P47204S2 1.400 91P47204S4 1.464 91P4729452 1.540 91P4729454 1.604 
600 .235 x % 91P4720652 1.420 91P4720654 1.484 91P4729652 1.562 91P47296S4 1.626 

100 .175 x % 91P68201S2 1.480 91P6820154 1.554 91P6829152 1.628 91P6829154 1.692 
200 .235 x % 91P6820252 1.360 91P6820254 1.424 91P6829252 1.496 91P6829254 1.560 

.0068 300 .235 x % 91P6820352 1.380 91P6820354 1.444 91P6829352 1.518 91P6829354 \.582 
400 .235 x % 91P6820452 1.400 91P6820454 1.464 91P6829452 1.540 91P6829454 1.604 
600 .235 x % 91P6820652 1.420 91P6820654 1.484 91P6829652 1.562 91P6829654 1.626 

*For Style 4 units add .0625" to diameter and ],\6" to length. 

Copyright 1961, Sprogue Products Company REM-18-6128 All prices and sizes subject to change without notice. 
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SECTION 1500 

----- ------ - - --- --- ----------------- -------------------

SPRnGUE CAPACITORS 
~------ --- -

TYPE 91P, continued 
Capacitance Tolerance ±20% Capacitance Tolerance ±IO% 

Size 
Style 2 (bare metal case) Style 4 (w /plastic sleeve)* Style 2 (bare metal case) Style 4 (w /plastlc sleeve)* 

p.F WVDC D.x L. Cat. No. Net (1-9) Cat. No. Net (1-91 Cat. No. Net (1-91 Cat. No. Net (1-9) 

100 .175 x * 91PI0301S2 $1.480 91PI030lS4 $1.544 91PI0391S2 $1.628 91PI0391S4 $1.692 
200 .235 x * 91PI0302S2 1.380 91 PI 030254 1.444 91PI0392S2 1.518 91PI039254 1.582 

.01 300 .235 x * 91PI030352 1.400 91PI030354 1.464 91 PI 039352 1.540 91PI039354 1.604 
400 .235 x * 91 PI 030452 1.440 91PI030454 1.464 91 PI 039452 1.540 91 PI 039454 1.604 
600 .312 x ~ 91 PI 030652 1.440 91 PI 030654 1.504 91 PI 039652 1.584 91PI039654 1.648 
100 .175 x * 91PI530152 1.480 91PI530154 1.544 91PI5391S2 1.628 91P1539154 1.692 
200 .235 x * 91 PI 530252 1.380 91 PI 530254 1.444 91P1539252 1.518 91P1539254 1.582 

.015 300 .235 x * 91 PI 530352 1.400 91P1530354 l.464 91P1539352 1.540 91P1539354 1.604 
400 .312 x ~ 91 PI 530452 1.440 91 PI 530454 1.504 91 PI 539452 1.584 91 PI 539454 1.648 
600 .312 x ~ 91PI530652 .1.480 91 PI 530654 1.544 91 PI 539652 1.628 91 PI 539654 1.692 

100 .195 x * 91P2230152 1.480 91 P22301 54 1.544 91P2239152 1.628 91P2239154 1.692 
200 .235 x * 91P2230252 1.380 91P2230254 1.444 19P2239252 1.518 91P2239254 1.582 

.022 300 .312·x ~ 91P2230352 1.480 91P2230354 1.544 91P2239352 1.628 91P2239354 1.692 
400 .312 x ~ 91P2230452 1.500 91P2230454 1.564 91P2239452 1.650 91P2239454 1.714 
600 .312 x ~ 91P2230652 1.520 91P2230654 1.584 91P2239652 1.672 91P2239654 1.736 
100 .235 x * 91P3330152 1.440 91P3330154 1.504 91P3339152 1.584 91P3339154 1.648 
200 .312 x ~ 91P3330252 1.480 91P3330254 1.544 91P33392S2 1.628 91 P3339254 • 1.648 

.033 300 .312 x ~ 91P3330352 1.480 91P3330354 1.544 91P3339352 1.628 91P3339354 1.692 
400 .312x ~ 91P3330452 1.500 91P3330454 1.564 91P3339452 1.650 91P3339454 1.714 
600 .400 x ~ 91P3330652 1.560 91P3330654 1.632 91P.3339652 1.716 91P3339654 1.942 
100 .312 x ~ 91 P47301 52 1.460 91P4730154 1.524 91 P47391 52 1.606 91 P4739 I 54 1.670 
200 .312 x ~ 91P4730252 : 1.480 91P4730254 1.544 91P4739252 1.628 91P4739254 1.648 

.047 300 .312 x ~ 91P4730352 1.520 91P4730354 1.584 91P4739352 1.672 91P4739354 1.736 
400 .400 x ~ 91P4730452 1.540 91P4730454 1.612 91P4739452 1.694 91P4739454 1.766 
600 .400 x 1~ 91P4730652 1.560 91P4730654 1.632 91P4739652 1.716 91P4739654 1.788 
100 .312 x ~ 91P6830152 1.460 91P6830154 1.524 91P6839152 1.606 91P6839154 1.670 
200 .312 x ~ 91P6830252 1.480 91P6830254 1.544 91P6839252 1.628 91P6839254 1.648 

.068 300 .400 x ~ 91P6830352 1.560 91P6830354 1.632 91P6839352 1.716 91P6839354 1.788 
400 .400 x IV, 91P6830452 1.600 91P6830454 1.672 91P6839454 1.694 91P68394S4 1.832 
600 .400·X IV. 91P6830652 1.680 91P6830654 1.752 91P6839652 1.848 91P6839654 1.880 
100 .312 x ~ 91PI040152 l.480 91PI040154 1.544 91PI049152 1.628 91Pl049154 1.692 
200 .400 x ~ 91 PI 040252 1.500 91Pl040254 1.572 9.1 PI 049252 1.650 91 PI 049254 1.722 

.1 300 .400 xiV. 91Pl040352 1.640 91Pl0403S4 1.712 91 PI 049352 1.804 91 PI 049354 1.876 
400 .400 x 1 V, 91 PI 040452 1.720 91 PI 040454 1.792 91 PI 049452 1.892 91 PI 049454 1.964 
600 .562 x IV, 91 PI 040652 1.760 91 PI 040654 1.856 91 PI 049652 1.936 91 PI 049654 2.032 
100 .400 x ~ 91P1540152 1.580 91P1540154 1.652 91P1549152 1.738 91P1549154 1.810 
200 .400 x 1~ 91P1540252 1.600 91P1540254 1.672 91P1549252 1.760 91P1549254 1.830 

.15 300 .400 x 1% 91P1540352 1.720 91P1540354 1.792 91P1549;152 1.892 91P1549354 1.964 
400 .562 xiV. 91P1540452 1.880 91P1540454 1.976 91 PI 549452 2.068 91P1549454 2.164 
600 .562 x 1% 91P1540652 1.900 91P1540654 1.996 91P1549652 2.090 91P1549654 2.188 
100 .400 xIV. 91P2240152 1.640 91P2240154 1.712 91P2249152 1.804 91P2249154 1.876 
200 .400 x 1% 91P2240252 1.800 91P2240254 1.872 9JP2249252 1.980 91P2249254 2.052 

.22 300 .562 x 1~ 91P2240352 1.840 91P2240354 1.936 91P2249352 2.024 91P2249354 2.080 
400 .562 x 1% 91P2240452 2.000 91P22404S4 2.072 91P2249452 2.200 91P2249454 2.296 
600 .562 x 1~ 91P2240652 2.040 91P2240654 2.136 91P2249652 2.244 91P2249654 2.340 
100 .400 x 1% 91P3340152 1.880 91P3340154 1.952 91P3349152 2.068 91P3349154 2.140 
200 .562 x 1~ 91P3340252 1.920 91P;l340254 2.016 91P3349252 2.112 91P3349254 2.208 

.33 300 .562 x 1% 91P3340352 2.000 91P3340354 2.096 91P3349352 2.200 91P3349354 2.296 
400 .562 x 1~ 91P3340452 2.020 91P3340454 2.116 91P3349452 2.222 91P3349454 2.318 
600 .670 x 1~ 91P3340652 2.240 91P3340654 2.380 91P3349652 2.464 91P3349654 2.604 
100 .562 x I~ 91P4740152 2.000 91P47401S4 2.096 91P4749152 2.200 91P4749154 2.296 
200 .562 x 1% 91P4740252 2.040 91P4740254 2.136 91P4749252 2.244 91P4749254 2.340 

.47 300 .562 x 1~ 91P4740352 2.440 91P4740354 2.536 91P4749352 2.684 91P4749354 2.780 
400 .670 x I~ 91P4740452 2.464 91P4740454 2.604 91P4749452 2.710 91P4749454 2.850 
600 :750 x 2~ 91P4740652 2.680 91P4740654 2.840 91P4749652 2.948 91P4749654 3.108 
100 .562 x 1% 91P6840152 2.080 91P6840154 2.176 91P6849152 2.288 91P6849154 2.384 
200 .562 x I~ 91P6840252 2.116 91P6840254 2.212 91P6849252 2.328 91P6849254 2.424 

.68 300 .670 x I~ 91P6840352 2.600 91P6840354 2.T40 91P6849352 2.860 91P6849354 3.000 
400 .750 x 2J..i6 . 91P6840452 3.280 91P6840454 3.440 91P6849452 3.630 91P6849454 3.768 
600 1.000 x JI~ 9IP6840652 3.360 91P6840654 3.520 91P6849652 3.696 91P6849654 3.852 
100 .562 x I~ 91PI050152 2.520 91Pl050154 2.616 91Pl0591S2 2.772 91Pl059154 2.868 

1.0 200 .670 x I~ 91 PI 050252 2.600 91 PI 050254 2.740 91PI059252 2.860 91Pl059254 3.000 
300 .750 x 2J..i6 91 PI 050352 3.360 91 PI 050354 3.S20 91Pl059352 3.696 911>1059354 3.856 
400 1.000 x li~ 91 PI 050452 3.400 91 PI 050454 3.600 91 PI 059452 3.740 91 PI 059454 3.940 , 

*for Style 4 units add .0625" to diameter and J..i6" to length. 

Copyright 1961, Sprague Products Company REM-19-6128 All prices and sizes subiect to change without notice. 
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I SECTION 1500 

------- ----------- ----~- --------.-~- ----~.----

SPR~GUE C~P~CITORS 
TYPE 96P, INSERTED TAB CONTRUCTION, 125°C OPERAnON 

Capacitance Tolerance ±20% Capacitance Tolerance ±IO% 
Size 5tyle 2 (bare metal case) 5tyle 4 (w /plastic sleeve). 5tyle 2 (bare metal case) 5ty1e 4 (w/plastlc sleeve)* 

"F WVDC D. xL. Cat.Na. Net (1·9) Cat.No. Net (1·9) Cat. No. Net (1·9) Cal.No. Nel (1·9) ---
100 .175 x '!4 96PI020152 $1.500 96PI020154 $1.572 96PI029152 $1.650 96Pl020154 $1.722 
200 .235 x '!4 96Pl020252 1.440 96Pl020254 1.512 96Pl029252 1.584 96Pl020254 1.656 

.001 300 .235 x '!4 96Pl020352 1.48.0 96Pl020354 1.552 96PI029352 1.628 96Pl020354 1.700 
400 .235 x '!4 96PI020452 1.500 96Pl020454 1.572 96Pl029452 1.650 96PI020454 1.722 
600 .235 x '!4 96Pl020652 1.520 96Pl020654 1.592 96Pl029652 1.672 96PI020654 1.744 

.0012 600 .235 x ''A6 -- -- -- -- 96PI229652 1.672 96PI229654 1.744 

100 .175 x '!4 96P1520152 1.500 96P1520154 1.572 96P1529152 1.650 96P1529154 1.722 
200 .2.35 x '!4 96P1520252 1.440 96P1520254 1.512 96PI529252 1.584 96P1529254 1.656 

.0015 300 .235 x '!4 96P1520352 1.480 96P1520354 1.552 96PI529352 1.628 96PI529354 1.700 
400 .235 x '!4 96PI520452 1.500 96PI520454 1.572 96PI529452 1.650 96P1529454 1.722 
600 .235 x '!4 96PI520652 1.520 96PI520654 1.592 96P1529652 1.672 96P1529654 1.744 

.0018 600 .235 x ''A6 -- -- -- -- 96PI829652 1.672 96P1829654 1.744 

100 .175 x '!4 96P2220152 1.500 96P2220154 1.572 96P2229152 1.650 96P2220154 1.722 
200 ;235 x '!4 96P2220252 1.440 96P2220254 1.512 96P2229252 1.584 96P2220254 1.656 

.0022 300 .235 x '!4 96P2220352 1.480 96P2220354 1.552 96P2229352 1.628 96P2220354 1.700 
400 .235 x '!4 96P2220452 1.500 96P2220454 1.572 96P2229452 1.650 96P2220454 1.722 
600 .235 x '!4 96P2220652 1.520 96P2220654 1.592 96P2229652 1.672 96P2202654 1.744 

.0027 600 .235 x ''A6 -- -- -- -- 96P2729652 1.716 96P2729654 1.788 

100 .175 x '!4 96P3320152 1.500 96P3320154 1.572 96P3329152 1.650 96P3329154 1.722 
200 .235 x '!4 97P3320252 1.480 96P3320254 1.552 96P3329252 1.628 96P3329254 1.700 

.0033 300 .235 x '!4 96P3320352 1.480 96P3320354 1.552 96P3329352 1.628 96P3329354 1.700 
400 .235 x '!4 96P3320452 1.540 96P3320454 1.612 96P3329452 1.694 96P3329454 1.766 
600 .235 x '!4 96P3320652 1.560 96P3320654 1.632 96P3329652 1.716 96P3329654 1.788 

.0039 600 .235 " ''A6 -- -- -- -- 96P3929652 1.716 96P3329654 1.788 

100 .175" '!4 96P4720152 1.520 96P4720154 1.592 96P4729152 1.672 96P4729154 1.744 
200 .235 " '!4 96P4720252 1.480 96P4720254 1.552 96P4729252 1.628 96P4729254 1.700 

.0047 300 .235 x '!4 96P4720352 1.480 96P4720354 1.552 96P4729352 1.628 96P4729354 1.700 
400 .235 x '!4 96P4720452 1.540 96P4720454 1.612 96P4729452 1.694 96P4729454 1.766 
600 .235 x '!4 96P4720652 1.560 96P4720654 1.632 96P4729652 1.716 96P4729654 1.788 

.0056 600 .235 x ''A6 -_. -- --' -- 96P5629652 1.716 96P5629654 1.788 

100 .175" '!4 96P6820152 1.520 96P6820154 1.592 96P6829152 ' 1.672 96P6839154 1.744 
200 .235 x '!4 96P6.820252 1.480 96P68.20254 1.552 96P6829252 1.628 96P6839254 1.700 

.0068 300 .235 x '!4 96P6820352 1.520 96P6820354 1.592 96P6829352 1.672 96P6839354 1.744 
400 .235 x '!4 96P6820452 1.540 96P6820454 1.612 96P6829452 1.694 96P6839454 1.766 
600 .235" '!4 96P6820652 1.560 96P6820654 1.632 96P6829652 1.716 96P6839654 1.788 

.0082 400 .400" 1~ -- -- -- -- 96P8229452 1.716 96P8'<1294S!4 1.796 
600 .562 " I 'A6 -- -- -- -- 96P8229652 1.760 96P82,29654 1J140 

100 .175 x '!4 96PI030152 1.520 96PI030154 1.592 96PI039152 1.672 96PI039154 1.744 
200 .235" '!4 96PI030252 1.480 96Pl030254 1.552 96Pl039252 1.628 96Pl039254 1.700 

.01 300 .235 x '!4 96PI030352 1.520 96Pl030354 1.592 97PI039352 1.672 96PI039354 1.744 
400 .235 x '!4 96PI030452 1.560 96Pl030454 1.632 96PI039452 1.716 96PI039454 1.796 
600 .312" % 96Pl030652 1.600 96Pl030654 1.680, 96PI039652 1.760 96Pl039654 1.840 

.012 200 .235 x ''1\, -- -- -- -- 96PI239252 1.672 96PI239254 1.722 
600 .312 x ''116 -- -.-- -- -- 96PI239652 1.804 96PI239654 1.884 

100 .175 x '!4 96P1530152 1.520 96P1530154 1.592 96P1539152 1.672 96P1539154 1.744 
200 .235 x '!4 96P1530252 1.500 96PI530254 1.572 96P1539252 1.650 96PI539254 1.722 

.015 300 .235" '!4 96PI530352 1.540 96PI530354 1.612 96PI539352 1.694 96P1539354 1.766 
400 .312" % 96PI530452 1.600 96PI530454 1.680 96P1539452 1.750 96PI539454 2.192 
600 .312" % 96PI530652 1.640 96P1530654 1.720 96PI539652 1.804 96P1539654 1.884 

1000 .400" ''116 -- -- -- -- 96P15391052 2.068 96P15391054 2.156 

200 .235 " ''A6 -- -- -- -- 96PI839252 1.650 96P1839254 1.722 
.018 600 .312 x 1~ -- -- -- -- 96PI839652 1.804 96P1839654 1.884 

1000 .400 x 1 'A6 -- -- -- -- 96PI8391052 2.068 96PI 8391 054 2.156 

100 .195" '!4 96P2230152 1.520 96P2230154 1.592 96P2239152 1.672 96P2239154 1.744 
200 .235" '!4 96P2230252 1.500 96P2230254 1.572 96P2239252 1.650 96P2239254 1.722 

.022 300 .312" % 96P2230352 1.600 96P2230354 1.680 96P2239352 1.760 96P2239354 I.UO 
400 .312x% 96P2230452 1.620 96P2230454 1.700 96P2239452 1.782 96P2239454 1.862 
600 .312" % 96P2230652 1.640 96P2230654 1.720 96P2239652 1.804 96P2239654 1.884 

1000 .400 " 1 '1\, -- -- -- -- '96P22391 052 2.068 96P22391 054 2.156 

100 .235 " 1''A6 -- -- -- -- 96P2739152 1.628 96P2739154 1.700 
.027 400 .312" ,~ -- -- -- -- 96P2739452 1.782 96P2739454 1.862 

600 .312 x 1~ -- -- -- -- 96P2739652 1.870 96P2739654 1.958 
1000 .400 " 1 '1\, -- -- -- -- 96P27391 052 2.134 96P27391054 2.222 

100 .235" ~ 96P3330152 1.480 961'3330154 1.552 96P3339152 1.628 96P3339154 1.700 
200 .312" • 96P3330252 1.520 96P3330254 1.600 96P3339252 1.672 96P3339254 1.752 

.033 300 .312 X % 96P3330352 1.600 96P3330354 1.680 96P3339352 1.760 96P3339354 1.840 
400 .312" % 96P3330452 1.620 96P3330454 1.700 96P3339452 1.782 96P3339454 1.862 
600 .400" % 96P3330652 1.700 96P3330654 1.788 96P3339652 1.870 96P3339654 1.958 

1000 .400 x 1~ -- -- -- -- 96P33391052 2.134 96P33391054 2.222 

200 .312" ,~ -- -- -- -- 96P3939252 1.716 96P3939254 1.796 
.039 400 .400,,'% -- -- -- -- 96P3939452 1.848' 96P3939454 1.936 

600 .400 x 1'1\, -- -- -- -- 96P3939652 1.892 96P3939654 1.980 
1000 .562 X 1'116 -- -- -- -- 96P39391 052 2.156 96P39391054 2.284 

100 .312" fl 96P4730152 U80 96P4730154 1.560 96P4739152 1.628 96P4739154 1.708 
200 '312"~ 96P4730252 1.560 96P4730254 1.640 96P4739252 1.716 96P4739254 1.796 

.047 300 .312 " 96P4730352 1.640 96P4730354 1.720 96P4739325 1.804 96P4739354 1.884 
400 .400 " 96P4730452 1.680 96P4730454 1.768 96P4739452 1.848 96P4739454 1.936 
600 .400" 1 96P4730652 1.720 96P4730654 1.808 96P47396S2 1.892 96P4739654 1.980 

1000 .562" I -- -- -- -- 96P47391 052 2.1.56 96P47391 054 2.284 

200 .312"'~ -- -- -- -- 96P5639252 1.760 96P5639254 1.840 
.056 400 .400" l'A6 -- -- -- -- 96P5639452 1.892 96P5639454 1.972 

600 .400 xl~ -- -- -- -- 96P5639652 1.980 96P5639654 2.068 
1000 ',562" I~ -- -- -- -- 96P56391 052 2.244 96P56391 054 2.372 

.For Style 4 unlls add .0625' 10 dlameler and 'A6" 10 length. 

CopyrIght 1961, Sprague Products Company REM·2D-6128 All prl_ and olz •• lubiecl to chanlle wIthout notIce. 
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SECTION 1500 

TYPE 96P, continued 
Capacitance Tolerance ±20% Capacitance Tolerance ± I 0% 

5ize, 5tyle 2 (bare metal case) 5tyle 4 (w /plastic sleeve)* 5tyle 2 (bare metal ccne) 5tyle 4 (w /plastic sleeve)* 
p.F WVOC O. x L. Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) 

100 .312 x r. 96P6830152 $1.560 96P6830154 $1.640 96P6839152 $1.716 96P6839154 $1.788 
200 .312 x r. 96P6830252 1.600 96P6830254 1.680 96P6839252 1.760 96P6839254 1.840 

.068 300 .400 x r. 96P6830352 1.680 96P6830354 1.768 96P6839352 1.848 96P6839354 1.936 
400 .400 x I Y. 96P6830452 1.720 96P6830454 1.808 96P6839452 1.892 96P6839454 1.980 
600 .400 x I Y. 96P6830652 1.800 96P6830654 U88 96P6839652 1.980 96P6839654 2.068 

1000 .562 x I~. --- --- --- --- 96P68391052 2.420 96P68391054 2.372 
100 .312 x 1'l-I6 --- --- --- --- 96P8239152 1.760 96P8239154 1.840 
200 .400 x 1'l-I6 --- --- --- --- 96P8239252 1.804 96P8239254 1.892 

. 082 400 .400 x I~ • --- --- --- --- 96P8239452 1.936 96P82394S4 2.024 
600 .562 x I!M --- --- --- --- 96P8239652 2.112 96P8239654 _ 2.240 

1000 .562 x I~ --- --- --- --- 96P82391052 2.376 96P82391054 2.504 
100 .312 x % 96PI040152 1.600 96PI040154 1.680 96PI049152 1.760 96PI049154 1.840 
200 .400 x'r. 96PI040252 1.640 96PI040254 1.728 96PI049252 1.804 96PI049254 1.892 

.1 300 .400 x I Y. 96PI040352 1.680 96PI040354 1.768 96PI049352 1.848 96PI049354 1.936 
400 .400 x I Y. 96PI040452 1.760 96PI040454 1.848 96PI049452 1.936 96PI049454 2.024 
600 .562 x I Y. 96PI040652 1.920 96PI040654 2.048 96PI049652 2.112 96PI049654 2.240 

1000 .562 x I'M --- --- --- --- 96PI0491052 2.376, 96PI0491054 2.504 
100 .400 x I~. --- --- --- --- 96PI249152 1.848 96PI249154 1.936 
200 .400 x I Yi. --- --- --- --- 96PI249252 1.826 96PI249254 1.912 

.12 400 .562 x I!M --- --- --- --- 96PI249452 2.112 96PI249454 2.332 
600 .562 x I~ --- --- --- --- 96PI249652 2.200 96PI249654 2.328 

1000 .670 x I'A. --- --- --- --- 96PI2491052 2.464 96PI2491054 2.580 
100 .400 x % 96PI549152 1.680 96P1540154 2.768 96PI549152 1.848 96PI549154 1.936 
200 .400 x I Y. 96P1549252 1.660 96P1540254 1.748 96P1549252 1.826 96P1549254 1.914 

.15 300 .400 x 1 Y. 96P1549352 1.760 96P1540354 1.848 96P1549352 1.936 96PI549354 2.024 
400 .562 x 1 Y. 96PI549452 1.920 • 96P 1540454 2.048 96PI549452 2.112 96PI549454 2.332 
600 .562 x 1 Y. 96PI549652 2.000 96P1540654 2.128 96PI549652 2.200 96P1549654 2.328 

1000 .670 x 1~ --- --- --- --- 96PI5491052 2.464 96P15491054 2.580 
100 .400 x I Yi. --- --- --- --- 96PI849152 1.848 96PI849154 1.936 
200 .400 x I~. --- --- --- --- 96PI849252 2.002 96PI849254 2.090 

.18 400 .562 x I~. --- --- --- --- 96PI849452 2.244 96PI849454 2.372 
600 .562 x 11'l-I6 --- --- --- --- 96PI849652 2.376 96PI849654 2.504 

1000 .750 x 2!M --- --- --- --- 96PI8491052 2.640 96PI8491054 2.860 
100 .400 x I Y. 96P2240152 1.680 96P2240154 1.768 96P2249152 1.848 96P2249154 1.936 
200 .400 x I Y. 96P2240252 1.820 96P224025a 1.908 96P2249252 2.002 96P2249254 .1.090 

.22 300 .562 x I Y. 96P2240352 1.880 96P2240354 2.008 96P2249352 2.068 96P2249354 2.196 
400 .562 x I Y. 96P2240452 2.040 96P2240454 2.168 96P2249452 2.244 96P2249454 2.372 
600 .562 x I r. 96P2240652 2.160 96P2240654 2.288 96P2249652 2.376 96P2249654 2.504 

1000 .750 x 2Yi. --- --- --- --- 96P22491052 2.440 96P22491054 2.860 
100 .400 x I Yi. --- --- --- --- 96P2749152 2.112 96P2749154 2.200 
200 .562 x I~ --- --- --- --- 96P2749252 2.156 96P2749254 2.284 

.27 400 .562 x I~. --- --- --- --- 96P2749452 2.288 96P2749454 2.416 
600 .562 x II~. --- --- --- --- ,96P2749652 2.640 96P2749654 2.768 

1000 .750 x 2!M --- --- --- --- 96P27491052 2.904 96P27491054 3.124 
100 .400 x I Y. 96P3340152 1.920 96P3340154 2.008 96P3349152 2.112 96P3349154 2.200 
200 .562 x I Y. 96P3340252 1.960 96P3340254 2.088 96P3349252 2.156 96P3349254 2.284 

.33 300 .562 x I Y. 96P3340352 2.040 96P3340354 2.168 96P3349352 2.244 96P3349354 2.372 
400 .562 x I r. 96P3340452 2.080 96P3340454 2.208 96P3349452 2.288 96P3349454 2.416 
600 .670 x I r. 96P3340652 2.400 96P3340654 2.560 96P3349652 2.640 96P3349654 2.768 

1000 .750 x m. --- --- --- --- 96P33491052 2.904 96P33491054 3.124 
100 .562 x 1 Yi. --- --- --- 96P3949152 2.244 96P3949154 2.372 
200 .562 x 1~ --- --- --- --- 96P3949252 2.288 96P3949254 2.416 

.39 400 .670 x 11'l-I6 --- --- ---. --- 96P3949452 2.728 96P3949454 2.948 
600 .• 750 X 2Yi. --- --- --- --- 96P3949652 2.970 96P3949654 3.190 

1000 1.000 x 2~ --- --- --- --- 96P39491052 3.234 96P39491054 3.514 
100 .562 x I Y. 96P4740152 2.040 96P4740154 2.178 96P4749152 2.244 96P4749154 2.372 
200 .562 x I Y. 96P4740252 2.080 96P4740254 2.208 96P4749252 2.288 96P4749254 2.416 

.47 300 .562 x 1% 96P4740352 2.480 96P4740354 2.608 96P4749352 2.728 96P4749354 2.888 
400 .670 x I r. 96P4740452 2.480 96P4740454 2.640 96P4749452 2.728 96P4749454 2.948 
600 .750 x 2Y. 96P4740652 2.700 96P4740654 2.840 96P4749652 2.970 96P4749654 3.190 

1000 1.000 x 2Yi. ---' --- --- --- 96P47491052 3.234 96P47491054 3.514 
100 .562 x I~ --- --- --- --- 96P5649152 2.332 96P5649154 2.460 

_56 200 .562 x II~. --- --- --- --- 96P5649252 2.420 96P5649254 2.548 
400 .750 x 2!M --- --- --- --- 96P5649452 3.630 96P5649454 3.850 
600 1.000 x P~6 --- --- --- --- 96P5649652 3.696 96P5649654 3.976 
100 .562 x I Y. 96P6840152 2.120 96P6840154 2.248 96P6849152 2.332 96P6849154 2.460 
200 .562 x 1% 96P6840252 2.200 96P6840254 2.328 96P6849252 2.420 96P6849254 2.548 

.68 300 .670 x 1% 96P6840352 2.640 96P6840354 2.800 96P6849352 2.900 96P6849354 3.064 
400 .750 X 2Yi. 96P6840452 3.300 96P6840454 3.520 96P6849452 3.630 961'6849454 3.850 
600 1.000 x JI~6 961'6840652 3.360 96P6840654 3.640 961'6849652 3.696 961'6849654 3.976 
100 .562 x ,11'l-I6 --- --- --- --- 961'8249152 2.376 961'8249154 2.504 

.82 200 .670 x 11'l-I6 --- --- --- --- 961'8249252 2.904 961'8249254 3.064 
400 1.000,x 11'l-I6 --- ----- --- --- 961'8249452 3.762 961'8249454 4.042 
100 .562 x 1% 961'1050152 2.160 961'1050154 2.288 961'1059152 2.376 961'1059154 2.504 

1_0 200 .670 x 1% 961'1050252 2.640 961'1050254 2.800 961'1059252 2.904 961'1059254 3.064 
300 .750 x 2~ 961'1050352 3.400 961'1050354 3.620 96PI059352 3.740 961'1059354 3.960 
400 1.000 x JI'l-I6 961'1050452 3.420 961'1050454 3.700 961'1059452 3.762 96PI059454 4.042 

*For Style 4 units add ~0625' to diameter and ~. to length. REM-21-6128 All prices and sizes sub jed to change without notice • 
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SECTION 1500 

~~~-

SPR~GUE C~P~CITORS 
TYPE 191P, EXTENDED FOIL CONSTRUCTION, 85°C. OPERATION 

Capacitance Tolerance :1:20'% Capacitance Tolerance :I: 10'% 

Size Style 2 (bare met~1 case) Style 4 (w /plastic sleeve*) Style 2 (bare metal case) Style 4 (w /plastic sleeve*) 

p.F WVDC D. x L. Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) 

100 .175 x * 191Pl0201S2 $1.480 191Pl0201S4 $1.544 191Pl0291S2 $1.628 191Pl0291S4 $1.692 
200 .235 x * 191Pl0202S2 1.388 191Pl0202S4 1.452 191Pl0292S2 1.527 191Pl0292S4 1.591 

.001 300 .235 x * 191Pl0203S2 1.400 191Pl0203S4 1.464 191Pl0293S2 1.540 191Pl0293S4 1.604 
400 .235 x * 191Pl0204S2 1.440 191Pl0204S4 1.504 191Pl0294S2 1.584 191Pl0294S4 1.648 
600 .235 x * 191Pl0206S2 1.460 191Pl0206S4 1.524 191Pl0296S2 1.606 191Pl0296S4 1.670 

100 .175 x * 191P15201S2 1.480 191P15201S4 1.544 191P15291S2 1.628 191P15291S4 1.692 
200 .235 x * 191P15202S2 1.388 191P15202S4 1.452 191P15292S2 1.527 191P15292S4 1.591 

.0015 300 .235 x * 191P15203S2 1.400 191P15203S4 1.464 191P15293S2 1.540 191P15293S4 1.604 
400 .235 x * 191P15204S2 1.440 191P15204S4 1.504 191P15294S2 1.584 191P15294S4 1.648 
600 .235 x * 191P15206S2 1.460 191P15206S4 1.524 191P15296S2 1.606 191P15296S4 1.670 

100 .175 x * 191P22201S2 1.480 191P22201S4 1.544 191P22291S2 1.628 191P22291S4 1.692 
200 .235 x * 191P22202S2 1.388 191P22202S4 1.452 191P22292S2 1.527 191P22292S4 1.591 

.0022 300 .235 x * 191P22203S2 1.420 191P22203S4 1.484 .191P22293S2 1.562 191P22293S4 1.626 
400 .235 x * 191P22204S2 1.480 191P22204S4 1.504 191P22294S2 1.584 191P22294S4 1.648 
600 .235 x * 191P22206S2 1.500 191P22206S4 1.524 191P22296S2 1.606 191P22296S4 1.670 

100 .175 x * 191P33201S2 1.480 191P33201S4 1.544 191P33291S2 1.628 191P33291S4 1.692 
200 .235 x * 191P33202S2 1.388 191P33202S4 1.452 191P33292S2 1.527 191P33292S4 1.591 

.0033 300 .235 x * 191P33203S2 1.420 191P33203S4 1.484 191P33293S2 1.562 191P33293S4 1.626 
400 .235 x * 191P33204S2 1.480 191P33204S4 1.504 191P33294S2 1.584 191P33294S4 1.648 
600 .235 x * 191P33206S2 1.500 191P33206S4 1.544 191P33296S2 1.628 191P33296S4 1.692 

100 .175 x * 191P47201S2 1.480 191P47201S4 1.544 191P47291S2 1.628 191P47291S4 1.692 
200 .235 x * 191P47202S2 1.388 191P47202S4 1.452 191P47292S2 1.527 191P47292S4 1.591 

.0047 300 .235 x * 191P47203S2 1.420 191P47203S4 1.484 191P47293S2 1.562 191P47293S4 1.626 
400 .235 x * 191P47204S2 1.480 191P47204S4 1.544 191P47294S2 1.628 191P47294S4 1.692 
600 .235 x * 191P47206S2 1.500 191P47206S4 1.564 191P47296S2 1.650 191P47296S4 1.714 

100 .175 x * 191P68201S2 1.480 191P68201S4 1.544 191P68291S2 1.628 191P68291S4 1.692 
200 .235 x * 191P68202S2 1.388 191P68202S4 1.452 191P68292S2 1.527 191P68292S4 1.591 

.0068 300 .235 x * 191P68203S2 1.420 191P68203S4 1.504 191P68293S2 1.562 191P68293S4 1.648 
400 .235 x * 191P682Cl4S2 1.480 191P68204S4 1.544 191P68294S2 1.628 191P68294S4 1.692 
600 .235 x * 191P68206S2 1.500 191P68206S4 1.584 191P68296S2 1.672 191P68296S4 1.736 

100 .175 x * 191Pl0301S2 1.480 191Pl0301S4 1.544 191Pl0391S2 1.628 191Pl0391S4 1.692 
200 .235 x * 191Pl0302S2 1.460 191Pl0302S4 1.524 191Pl0392S2 1.606 191Pl0392S4 1.670 

.01 300 .235 x * 191Pl0303S2 1.480 191 PI 0303S4 1.544 191Pl0393S2 1;628 191Pl0393S4 1.692 
400 .235 x * 191Pl0304S2 1.520 191 PI 0304S4 1.584 191Pl0394S2 1.672 191Pl0394S4 1.736 
600 .312 x ~ 191Pl0306S2 1.540 191Pl0306S4 1.604 191Pl0396S2 1.694 191Pl0396S4 1.718 

100 .175x * 191P15301S2 1.440 191P15301S4 1.544 191P15391S2 1.584 191P1539154 1.648 
200 .235 x * 191 PI 5302S2 1.460 191PI5302S4 1.524 191PI5392S2 1.606 191PI5392S4 1.670 

.015 300 .235 x * 191PI5303S2 1.500 191PI5303S4 1.564 191PI5393S2 1.650 191PI5393S4 1.714 
400 .312 x ~ 191P15304S2 1.520 191 PI 5304S4 1.584 191PI5394S2 1.672 191P15394S4 1.736 
600 .312 x ~ 191P15306S2 1.560 191PI5306S4 1.632 191PI5396S2 1.716 191PI5396S4 1.788 

100 .195 x* 191P2230lS2 1.440 191P2230lS4 1.504 191P22391S2 1.584 191P22391S4 1.648 
200 .235 x * I 91P22302S2 1.460 191P22302S4 1.524 191P22392S2 1.606 191P22392S4 1.670 

.022 300 .312 x ~ 191P22303S2 1.500 191P22303S4 1.564 191P22393S2 1.650 191P22393S4 1.714 
400 .312 x ~ 191P22304S2 1.520 191P22304S4 1.584 191P223904S2 1.672 191P223904S4 1.744 
600 .312 x ~ 191P22306S2 1.560 191P22306S4 1.632 191P22396S2 1.716 191P22394So4 1.788 

"'For Style 4 units add .0625 N to diameter and !li6 N to length 

Copyright 1961, Sprague Products Company REM-22-6128 All prices and sizes subject to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
TYPE 191 P, continued· 

Capacitance Tolerance ==20% Capacitance Tolerance == 1 0% 

Size Style 2 (bare metal case) Style 4 (w /plastic sleeve*) Style 2 (bare metal case) Style 4 (w/plastlc sleeve*) 

p.F WVDC D. xL. Cat. No. Net (1.9) Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1.9) 

100 .235 x ~ 191P3330152 $1.600 191P3330154 $1.504 191P3339152 $1.584 191P3339154 $1.648 
200 .312 x Ya 191P3330252 1.480 191P3330254 1.544 191P3339252 1.628 191P3339254 1.692 

.033 300 .312 x Ya 191P3330352 1.500 191P3330354 1.564 191P3339352 1.650 191P3339354 1.722 
400 .312 x Ya 191P3330452 1.520 191P33304S4 1.584 191P3339452 1.672 191P3339454 1.744 
600 .400 x Ya 191P3330652 1.600 191P3330654 1.672 191P3339652 1.760 191P3339654 1.832 

100 .312 x Ya 191P4730152 1.540 191P4730154 1.584 191P4739152 1.694 191P4739154 1.758 
200 .312 x Ya 191P4730252 1.560 191 P4730254 , 1.632 191P4739252 1.716 191P4739254 1.788 

.047 300 .312 x Ya 191P47303S2 1.568 191P4730354 1.640 191P4739352 1.725 191P4739354 1.797 
400 .400 x Ya 191P4730452 1.600 191P4730454 1.672 191P4739452 1.760 191P47394S4 1.832 
600 .400 x 1 Va 191P4730652 1.680 191P4730654 1.752 191P4739652 1.848 191P4739654 1.920 

100 .312 x Ya 191P6830152 1.540 191P6830154 1.584 191P6839152 1.694 191P6839154 1.766 
200 .312 x Ya 191P6830252 1.560 191P6830254 1.632 191P6839252 1.716 191P6839254 1.788 

.068 300 .400 x Ya 191P6830352 1.600 191P68303S4 1.672 191P6839352 1.760 191P6839354 1.832 
400 .400 x 1 Va 191P6830452 1.660 191P6830454 1.732 191 P6'839452 1.826 191P6839454 1.898 
600 .400 x 1% 191P6830652 1.760 191P68306S4 1.856 191P6839652 1.936 191P6839654 2.032 

100 .312 x Ya 191Pl040152 1.600 191PI040154 1.672 191Pl049152 1.760 191Pl049154 1.832 
200 ' .400 x Ya 191Pl040252 1.604 191 PI 040254 1.676 191 PI 049252 1.764 191 PI 049254 1.836 

.1 300 .400 x 1 Va 191Pl040352 : 1.660 191Pl040354 1.732 191Pl049352 1.826 191Pl049354 1.898 
400 .400 x 1% 191 PI 040452 1.720 191 PI 040454 1.816 191 PI 049452 1.892 191 PI 049454 1.988 
600 .562 x 1 Va 191Pl0406S2 1.840 191Pl040654 1.936 191 PI 049652 2.024 191Pl049654 2.120 

100 .400 x Ya 191P1540152 1.640 191P1540154 1.712 191P1549152 1.804 191P1549154 1.875 
200 .400 x IV. 191P1540252 1.700 191P1540254 1.772 191P1549252 1.870 191P1549254 1.942 

.15 300 .400 x'l% 191P1540352 1.880 191 PI 540354 1.976 191P1549352 2.068 191P1549354 2.164 
400 .562 x IV. 191P1540452 1.900 191P1540454 1.996 191P1549452 2.090 191P1549454 2.186 
600 .562 x 1% 191P1540652 1.960 191P1540654 2.056 191P1549652 2.156 191P1549654 2.472 

100 .400 x 1 Va 191P2240152 1.640 191P2240154 1.712 191P2249152 1.804 191P2249154 1.876 
200 .400 x 1% 191P2240252 1.840 191P2240254 1.936 191P22492S2 2.024 191P2249254 2.120 

.22 300 .562 x 1 Va 191P2240352 1.960 191P2240354 2.055 191P2249352 2.156 191P2249354 2.252 
400 .562 x 1% 191P2240452 2.040 191 P2240454 2.136 191P2249452 2.244 191P2249454 2.340 
600 .562 x.1Y. 191P2240652 2.160 191P2240654 2.300 191P2249652 2.376 191P2249654 2.516 

100 .400 x 1% 191P3340152 1.880 191P3340154 1.976 191P3349152 2.068 191P3349154 2.164 
200 .562 x IV. 191P3340252 2.000 191P3340254 2.096 191P3349252 2.200 191P3349254 2.296 

.33 300 .562 x 1% 191P3340352 2.000 191P3340354 2.096 191P3349352 2.200 191P3349354 2.296 
400 .562 x lYa 191P3340452 2.120 191P3340454 2.260 191P3349452 2.332 191P3349454 2.472 
600 .670 xl Ya 191P3340652 2.640 191P3340654 2.800 191P3349652 2.904 191P3349654 3.000 

100 .562 x 1 Va 191P47401S2 2.000 191P4740154 2.096 191P47491S2 2.200 191P4749154 2.296 
.47 200 .562 x 1% 191P4740252 2.040 191P4740254 2.136 191P4749252 2.240 191P4749254 2.340 

300 .562 x 1 Ya 191P4740352 2.560 191P4740354 2.700 191P4749352 2.816 191P4749354 2.956 
400 .670 x lYa 191P4740452 2.640 191P4740454 2.800 191P4749452 2.904 191P4749454 3.064 
600 .750 x 2V. 191P4740652 2.760 191P47406S4 2.920 191P4749652 2.036 191P4749654 3.196 

100 .562 x 1% 191P6840152 2.120 191P6840154 2.216 191P6849152 2.332 191P6849154 2.428 
.68 200 .562 x 1 Ya 191P6840252 2.360 191P6840254 2.500 191P6849252 2.596 191P6849254 2.736 

300 .670 x lYa 191P6840352 2.640 191P6840354 2.800 191P6849352 2.900 191P6849354 3.064 

100 .562 x I Ya 191PI050152 2.320 191Pl050154 2.460 191Pl059152 2.552 191PI059154 2.692 
1.0 200 .670 x lYa 191 PI 050252 2.680 191PI050254 2.840 191PI059252 2.946 191 PI 059254 3.108 

I 

*For Style 4 units add .0625" to .diameter and !II, t to length 

Copyright 1961, Sprogue Products Company REM-23-6128 All prices and sizes lubied to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
TYPE 196P, EXTENDED FOIL CONSTRUCTION, 125°C OPERATION 

Capacitance Tolerance ±20% Capacitance Tolerance ± 10% 

Size 51vle 2 (bare melal case) 51yle 4 (w /plaslic sleeve*) 51yle 2 (bare melal case) 51yle 4 (w /ploslic sleeve*) 

.-L... WVDC D. x L • Col. No. Nel (1-9) Col. No. Nel (1-9) Col. No. Nel (1-9) Col. No. Nel (1-9) 

100 .175 x * 196Pl020152 $1.520 196Pl020154 $1.592 196Pl 0291 52 $1.672 196Pl029154 $1.744 
200 .235 x * 196Pl020252 1.500 196Pl020254 1.572 196Pl029252 1.650 196Pl029254 1.722 

.001 300 .235 x * 196Pl020352 1.560 196Pl020354 1.632 196Pl029352 1.716 196Pl029354 1.788 
400 .235 x * 196Pl020452 1.580 196P 1 020454 1.652 196Pl029452 1.738 196Pl029454 1.810 
600 .235 x * 196Pl020652 1.600 196Pl020654 1.672 196Pl029652 1.760 196Pl029654 1.830 

1000 .400 x I~ -- -- -- -- 196Pl 0291 052 2.024 196Pl0291054 2.112 
600 .235 x ''A6 -- -- -- -- 196P1229652 1.760 196P1229654 1.830 

.0012 1000 .400 x I~ -- -- -- -- 196P12291052 2.024 196P12281054 2.112 
100 .175 x * 196P1520152 1.520 196P1520154 1.592 196P1529152 1.672 196P1529154 1.744 
200 .235 x * 196P1520252 1.500 196P1520254 1.572 196P1529252 1.650 196PI529254 1.722 
300 .235 x * 196PI520352 1.560 196PI520354 1.632 196P1529352 1.716 196P1529354 1.788 

.0015 400 .235 x * 196P1520452 1.580 196P1520454 1.652 196P1529452 1.738 196P1529454 1.810 
600 .235 x * 196P1520652 1.600 196P 1520654 1.672 196P1529652 1.760 196P1529654 1.830 

1000 .400 x I~ -- -- -- -- 196P15291052 2.024 196P15291054 2.112 
600 .235 x ''A6 -- -- -- -- 196P 1 829652 1.760 196P1829654 1.830 

.0018 10'00 .400 x I~ -- -- -- 196P18291052 2.024 196P18291054 2.112 
100 .175 x * 196P2220152 1.520 196P2220154 1.592 I 96P22291 52 1.672 196P2229154 1.744 
200 .235 x * 196P2220252 1.500 196P2220254 1.572 196P2229252 1.650 196P2229254 1.722 
300 .235 x * 196P2220352 1.560 196P2220354 1.632 196P2229252 1.716 196P2229354 1.788 

.0022 400 .235 x * 196P2220452 1.580 196P2220454 1.652 196P2229452 1.738 196P2229454 1.810 
600 .235 x * 196P2220652 1.600 196P2220654 1.720 196P2229652 1.760 196P2229654 1.830 

1000 .400 x I~ -- -- -- -- 196P22291052 2.024 196P22291054 2.112 
400 .312 x'~ -- -- -- -- 196P2729452 1.760 196P2729454 1.832 

.0027 600 .235 x '\1\, -- -- -- -- 196P2729652 1.804 196P2729654 1.884 
1000 .400 x'~ -- -- -- -- I 96P27291 052 2.024 196P27291054 2.112 

100 .175 x * 196P3320152 1.520 I 96P3320154 1.592 196P3329152 1.672 196P3329154 1.744 
200 .235 x * 196P3320252 1.540 196P3320254 1.612 196P3329252 1.694 196P3329254 1.766 
300 .235 x * 196P3320352 1.560 I 96P3320354 1.632 196P3329352 1.716 196P3329354 1.788 

.0033 400 .235 x * 196P3320452 1.600 I 96P3320454 1.672 196P3329452 1.760 196P3329454 1.832 
600 .312x*, 196P3320652 1.640 196P3320654 1.720 196P3329652 1.804 196P3329654 1.884 

1000 .400 x'~ -- -- -- --- 196P33291052 2.024 196P33291054 2.112 
200 .235 x ''A6 -- -- -- -- 196P3929252 1.694 I 96P3929254 2.766 

.0039 600 .235 x ''A6 -- -- -_ . -- 196P3929652 1.870 196P3929654 1.950 
1000 • 400 x'~ -- --- -- -- 196P39291052 2.134 196P39291054 2.222 

100 _175 x * 196P4720152 1.5'0 196P4720154 1.592 196P4729152 1.672 196P4729154 1.744 
200 .235 x * 196P4720252 1.540 196P4720254 1.612 196P4729252 1.694 196P4729254 1.766 

.0047 300 .235 x * 196P4720352 1.560 I 96P4720354 1.632 196P4729352 1.716 196P4729354 1.788 
400 .235 x * 196P4720452 1.680 I 96P4720454 1.760 196P4729452 1.848 196P4729454 1.928 
600 .235 x * 196P4720652 1.700 196P 4720654 1.780 196P 4729652 1.870 196P4729654 1.950 

1000 .400 x I~, -- -- -- -- I 96P47291 052 2.134 196P47291 054 2.222 

200 .235 x ''A6 -- -- -- -- I 96P5629252 1.716 196P5629254 1.788 
.0056 600 .235 x ''A6 -- -- -- -- 196P5629652 2.156 196P5629654 1.972 

1000 .400 x'~ -- -- -- -- 196P56291052 2.420 196P56291 054 2.244 

100 .175 x * 196P6820152 1.520 196P6820154 1.592 196P6829152 1.672 196P6829154 1.744 
200 .235 x * 196P6820252 1.560 I 96P6820254 1.632 196P6829252 1.716 196P6828254 1.788 

.0068 300 .235 x * 196P6820352 1.640 196P6820354 1.720 196P6829352 1.804 196P6829354 1.884 
400 .235 x * 196P68204S2 1.680 I 96P6820454 1.760 I 96P6829452 1.848 196P6829454 1.928 
600 .235 x * 196P6820652 1.720 I 96P6820654 1.800 I 96P6829652 2.156 196P6829654 1.972 

1000 .400 x'~ -- -- -- --- 196P68291052 2.420 196P68291054 2.244 

100 .175 x '\1\, -- -- -- -- 196P8229152 1.672 196P8229154 1.744 
.0082 600 .312 x'~ -- -- --- -- 196P8229652 1.914 196P8229654 1.994 

1000 .400 x I~ -- -- -- -- 196P82291052 2.17B 196PB2291 054 2.266 
100 .175x * 196Pl030152 1.520 196Pl030154 1.592 196Pl 0391 52 1.672 196Pl039i54 1.744 
200 .235 x * 196P 1 030252 1.640 196Pl030254 1.720 196Pl039252 I.B04 196PI039254 1.884 

.01 300 .235 x * 196Pl030352 1.680 196Pl030354 1.760 196Pl039352 1.84B 196Pl039354 1.928 
400 .235 x * 196Pl030452 1.720 196Pl030454 1.800 196Pl039452 1.892 196Pl039454 1.972 
600 .312 x *' I 96Pl030652 1.740 I 96Pl030654 1.820 196Pl039652 1.914 196Pl039654 1.994 

1000 .400 x'~ -- -- -- --- 196Pl 0391 052 2.17B 196Pl0391054 2.266 

100 .175 x ''A6 -- -- -- -- 196P1239152 1.672 196P1239154 1.744 
400 .312 x'~ -- -- -- -- 196P1239452 1.892 1 96P1239454 1.972 

.012 600 .312 x I~, -- ~ -- -- 196P1239652 1.936 196P1239654 2.024 
1000 .AOO x I~ -- -- -- -- 196P12391052 2.200 196P12391054 2.288 

100 .175 x * 196P1530152 1.520 196P1530154 1.592 196P1539152 1.672 196P1539154 1.744 
200 .235 x * 196P1530252 1.640 196P1530254 1.720 196P1539252 I.B04 196P1539254 1.884 

.015 300 .235 x * 196P1530352 1.700 196P1530354 1.780 196P1539352 1.870 196P1539354 1.950 
400 .312 x *' 1 96P 1530452 1.720 196P 1 530454 1.800 196P1539452 1.892 196P1539454 1.972 
600 .312 x *' 196P1530652 1.760 196P1530654 1.848 196P1539652 1.936 196P1539654 2.024 

1000 .400 x'~ -- -- -- 196P15391052 2.200 196P15391054 2.288 

200 .235 x '\1\, -- -- -- -- 196P1839252 1.848 196P1839254 1.928 
.018 600 .312 x I~ -- -- -- -- 196P1839652 1.958 1 96P1839654 2.046 

1000 .400 x 1\1\, --- -- -- -- 196P18391052 2.222 196P18391054 2.310 

100 .195 x * 196P2230152 1.560 196P2230 1 54 1.640 196P2239152 1.716 196P2239154 1.796 
200 .235 x * 196P2230252 1.680 196P2230254 1.760 196P2239252 1.848 196P2239254 1.928 

.022 300 .312 x ~ 196P2230352 1.720 I 96P2230354 1.800 I 96P2239352 1.892 1 96P2239354 1.994 
400 .312 x*, 196P2230452 1.760 196P2230454 1.848 196P2239452 1.936 196P2239454 2.024 
600 .312 x *' 196P2230652 1.780 196P2230654 1.868 196P2239652 1.958 1 96P2239654 2.046 

1000 .400 x l'A6 -- -- -- -- 196P22391052 2.222 196P22391 054 2.310 

200 .312 x'~ -- -- -- -- 196P2739252 1.848 196P27392S4 1.928 
.027 400 .312 x'~ -- -- -- -- 196P2729452 1.936 .196P27394S4 2.024 

600 .400 x 1~ -- -- -- -- 196P2739652 1.958 196P2739654 2.046 
1000 .400 x 1~ -- -- -- -- 196P27391 052 2.222 196P27391054 2.350 

100 .400 x 1% 196P3330152 1.600 196P33301S4 1.680 196P3339152 1.760 196P3339154 1.840 
200 .562 x '~ r96P33302S2 1.680 r96P3330254 1.760 I 96P3339252 1.848 I 96P3339254 1.928 

.033 300 .562 x 1 1 96P3330352 1.740 196P3330354 1.828 196P33393S2 1.910 196P3339354 1.926 
400 .562 x 1~ 196P3330452 1.760 196P33304S4 1.848 I 96P3339452 1.936 1 96P3339454 2.024 
600 .670 x I' 196P33306S2 1.780 196P33306S4 I.B68 196P3339652 1.95B 196P33396S4 2.046 

1000 .400 x 1~ -- -- -- -- 196P33391052 2.222 196P333910S4 2.350 

"For Style 4 units odd .0625* to diameter and \1\,* to length. 
• 

Copyright 1961, Sprague Products Company All prices and sizes sublect to change without notice. 
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SECTION 1500 

TYPE 196P, continued 
Capacitance Tolerance ±20% Copacitance Tolerance ±10% 

Size Style 2 (bare metal case) Style 4 (w (plastic sleeve*) Style 2 (bare metal case) Style. 4 (w (plastic sleeve*) 
__ ,,_F_ WVDC D. x L • Cat.No. Net (1-9) Cat. No. Net (1-9) Cat.No. Net (1-9) Cat. No_ Net (1-9) 

100 • 312 x'~ -- -- -- -- 196P39391S2 1.804 196P39391S4 1.884 
200 .312 x'~ -- -- -- -- 196P3939252 1.8.92 196P3939254 1.980 

_039 400 .400 x'~ -- -- -- -- 196P39394S2 1.980 196P3939454 2.068 
600 .400 x 1~ -- -- -- -- 196P3939652 2.024 196P39396S4 2_112 

1000 .562 x 1~ -- -- -- --- 196P393910S2 2.288 196P39391054 2.416 
100 .312x% 196P4730152 1.640 196P4730154 1.720 196P4739152 1.804 196P4739154 1.884 
200 .312 x % 196P4730252 1.720 196P4730254 1.808 196P4739252 1,892 196P4739254 . 1.989. 

.047 300 .312xfl 196P4730352 1.740 196P4730354 1.828 196P4739352 1.910 196P4739354 2.002 
400 .400 x Va 196P4730452 1.800 196P4730454 1.888 196P4739452 1.9~0 196P4739454 2.068 
600 .400 x 1 Yo . 196P4730652 1.840 196P4730654 1.928 196P4739652 2.024 196P4739654 2.112 

1000 .562 x 1~ -- -- -- -- 196P47391 052 2.288 196P47391054 2.416 

200 .312 x'~ -- -- -- -- 196P56392S2 1.892 196P5639254 1.980 
.056 400 .400 x 1],1. -- -- -- --- 196P56394S2 1.980 196P5639454 2.068 

600 .400 x 1~. --- -- -- --- 196P5639652 2.156 196P5639654 2.284 
1000 .562 x 1~ -- -- -- -- 196P56391 052 2.420 196P56391054 2.548 

100 .• 312 x % 196P6830152 1.640 196P6830154 1.728 196P6839152 1.804 196P6839154 1.892 
200 .312x% 196P6830252 1.720 196P6830254 1.808 196P6839252 1.892 196P6839254 1.980 

.068 300 .400 x % 196P6830352 1.740 196P6830354 1.828 196P6.839352 1.910 196P6839354 2.002 
400 .400 x lYo 196P6830452 1.800 196P6830454 1.888 196P68394S2 1.980 196P6839454 2.068 
600 .400 x I*, 196P6830652 1.960 196P6830654 2.088 196P6839652 2.156 196P6839654 . 2.284 

1000 .562 x 1~ -- -- -- --- 196P68391052 2.420 196P68391054 2.548 

100 .312 x'~ -- -- -- -- 196P8239152 1.848 196P8239154 1.936 
200 .400 x ,~. -- -- -- -- 196P8239252 1.914 196P8239254 2.002 

.082 400 .400 x 1~ -- -- -- -- 196P8239452 2.112 196P8239454 2.240 
600 .562 x 1~ -- -- -- -- 196P8239652 2.200 196P8239654 2.328 

1000 .562 x 1~ -- -- -- -- 196P82391052 2.420 196P82391054 2.580 

100 .312x% 196Pl 0401 52 1.680 196Pl 0401 54 1.768 196Pl 0491 52 1.848 196Pl049154 1.936 
200 .400 x Va 196Pl040252 1.740 196Pl040254 1.808 196Pl049252 1.914 196Pl049254 2.002 

.1 300 .400 x 1 Yo 196P 1 040352 1.760 196Pl040354 1.828 196Pl049352 1.936 196Pl049354 2.024 
400 .400 x I*, 196P 1 040452 1.920 196Pl040454 1.888 196Pl049452 2.112 196Pl049454 2.240 
600 .562xlYo 196Pl040652 2.000 196Pl040654 2.088 196Pl049652 2.200 196Pl049654 2.328 

1000 .562 x 1~ -- -- --- -- 196Pl0491052 2.420 196Pl0491054 2.580 

100 .400 x'~ -- -- -- -- 196P1249152 1.848 196PI249154 1.936 
200 .400 x 1~ -- -- -- -- I 96P1249252 1.980 196P1249254 2.068 

.12 .400 .562 x 1],1. -- --' -- -- 196P1249452 2.200 196P1249454 2.328 
600 .562 x 1~. -- -- -- -- 196P1249652 2.332 196PI249654 2.460 

1000 .670 x I~. -- -- -- -- 196P12491052 2.596 196P12491054 2.876 

100 .400 x % 196PI540152 1.680 196p1540154 1.768 196P1549152 1.848 196P1549154 1.936 
200 .400 xlV. 196P1540252 1.800 196P1540254 1.888 196P1549252 1.980 196P1549254 2.068 

.15 300 .400 x I*' 196PI540352 1.920 196PI540354 2.008 196P1549352 2.112 196P1549354 2.240 
400 .562 x IV. I 96P1540452 2.000 196PI540454 2.128 196P1549452 2.200 196P1549454 2.328 
600 .562 xl*, I 96P1540652 2.120 196PI540654 2.248 196PI549652 2.332 196PI549654 2.460 

1000 .670 x 1~ -- -- -- -- I 96PI 5491 052 2.596 196P15491054 2.876 

100 .400 x 1~ -- --- -- -- 196P1849152 1.980 196P1849154 2.068 
200 .400 x l~ -- -- -- --- 196P1849252 2.112 196P1849254 2.240 

.18 400 .562 x 1~ -- -- -- -- 196PI849452 2.332 196PI849454 2.460 
600 .562 x 1'~ -- -- -- -- 196P1849652 2.640 196P1849654 2.800 

1000 .750 x 21tl. -- -- -- -- 196P18491052 2.904 196Pl8491054 3.124 

100 .400xlYo 196P2240152 1.800 196P2240 1 54 1.888 196P2249152 1.980 196P2249154 2.068 
200 .400 x I*' 196P2240252 1.920 I 96P2240254 2.048 196P2249252 2.112 196P2249254 2.240 

.22 300 .562 x 1 Yo 196P2240352 2.040 I 96P2240354 2.i68 196P2249352 2.244 196P2249354 2.372 
400 .562 x I*, 196P2240452 2.120 I 96P2240454 2.252 196P2249452 2.332 196P2249454 2.460 
600 .562xlVa 196P2240652 2.400 196P2240654 2.680 196P2249652 2.640 196P2249654 2.800 

1000 .750 x 2~ -- -- -- -- 196P22491 052 2.904 196P22491054 3.124 

100 .400 x 1~ -- -- -- -- 196P2749152 2.200 I 96P2749154 2.328 
200 .562 x 1~ --- -- -- -- 196P2749252 2.240 I 96P27 49254 2.372 

.27 400 .562 x 1'~ -- -- -- --- 196P2749452 2.552 196P2749454 2.712 
600 .670 x 1'~ -- -- -- -- 196P2749652 2.948 196P2749654 3.168 

1000 .750 x 2~ -- -- -- -- I 96P27491 052 3.212 196P27491 054 3.492 

100 .400 x I*, I 96P33401 52 2.000 196P3340154 2.128 I 96P33491 52 2.200 196P3349154 2.328 
200 .562 x I Yo 196P3340252 2.040 I 96P3340254 2.168 I 96P3349252 2.240 196P3349254 2.372 

.33 3QO .562 x I*, I 96P33.o10352 2.160 I 96P3340354 2.288 I 96P3349352 2.376 196P3349354 2.504 
400 .562 x 1% I 96P3340452 2.320 I 96P3340454 2.480 196P3349452 2.552 196P3349454 2.712 
600 .670 x 1% 196P3340652 2.680 I 96P3340654 2.900 196P3349652 2.948 I 96P3349654 3.168 

1000 .750 x 2~ -- -- -- -- 196P33491052 3.212 I 96P33491 054 3.492 

100 .562 x 11tl. -- -- -- -- I 96P39491 52 2.298 I 96P39491 54 2.416 
200 .562 x 1~ -- -- -- -- 196P3949252 2.332 196P3949254 2.460 

.39 400 .670 x 1'~ -- -- -- -- 196P3949452 2.948 196P3949454 3.168 
600 .750 x 2~ -- -- -- -- I 96P3949652 3.080 196P3949654 2.860 

1000 1.000 x 2~ -- -- -- -- 196P39491052 3.344 I 96P39491 054 3.624 

100 .562 x lYo I 96P47 40152 2.080 I 96P47 40154 2.208 196P4749152 2.288 196P4749154 2,416 
200 .562 x I*, I 96P47 40252 2.120 I 96P4740254 2.248 196P4749252 2.332 196P4749254 2.460 

.47 300 .562 x I Va I 96P47 40352 2.580 I 96P47 40354 2.740 196P4749352 2.838 196P4749354 2.998 
400 .670 x 1% I 96P47 40452 2.680 I 96P47 40454 2.900 I 96P47 49452 2.948 196P4749454 3.168 
600 .750 x 2Yo I 96P47 40652 2.800 I 96P47 40654 3.020 I 96P47 49652 3.080 I 96P47 49654 2.860 

1000 1.000 x 2~ -- -- -- -- 196P47491052 3.344 I 96P47 491054 3.624 

.56 100 .• 562 x I~. -- -- -- I 96P56491 52 2.464 196P5649154 2.592 
200 .670 x I~ -- -- -- -- I 96P5649252 2.640 196P5649254 2.800 

100 .562 x I*, 196P6840152 2.240 I 96P6840154 2.368 196P6849152 2.464 196P6849154 2.592 
.68 200 .562 x 1% I 96P6840252 2.400 I 96P6840254 2.560 I 96P6849252 2.640 I 96P6849254 2.800 

300 .670 x 1% I 96P6840352 2.680 I 96P6840354 2.840 1 96P6849352 2.680 I 96P6849354 3.108 

.82 100 .670 x 1~ -- -- -- -- I 96P82491 52 2.640 196P8249154 2.800 
200 .750 x 2~ -- ,-- -- -- 196P8249252 2.970 196P8249254 3.190 

1.0 100 .562 x 1% 196Pl050152 2.400 196PI050154 2.560 196PI059152 2.640 196Pl059154 2.800 
200 .670 x 1% 196Pl050252 2.700 196PI050254 1.920 I 96Pl059252 2.970 196Pl059254 3.190 

*Far 5tyle 4 unlh add .0625" to d,ameter and 1.i6" to length. 

Copyright 1961, 5prague Produch Company REM·25-6128 All prices and sizes subjed to change without notice. 
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SECTION 1500 

TYPE CP04 CAPACITORS TO MIL-C-25A 

Size 
_IL_F_ WVDC D. x L. ---

.001 600 .235 x "A 
0015 600 .235 x "A ---600 .235 x "A .0022 ---

.0033 600 .235 x 3,4 ------

.0047 600 .235 x 3,4 
---

.0068 600 .235 x "A 
--:-0-1- 400 .235 x 3,4 

·600 .312 x % 

---:oi"5 200 .235 x "A 
600 .312 x % ---

.022 200 .235 x "A 
600 .312 x % --- 100 .235 x "A 

.033 400 .312 x V. 
600 .400 x V. --- 200 .312 x % 

.047 .400 .400 x % 
600 .400 x 1 'I. 

---
200 .312 x V. 

.068 400 .400 x 1 'I. 
600 .400 x 1% ---
100 .312 x % 
200 .400 x V. 

.1 400 .400 x 1% 
600 .562 x 1 'Ia ------
100 .400 x % 
200 .400 x 1 'I. 

.15 400 .562 x 1 'I. 
600 .562 x 1 % ---
100 .400 x 1:V. 
200 .400 x 1% 

.22 400 .562 x 1% 
600 .562 xl % ---
100 .400 x 1% 
200 .562 x 1 'I. 

.33 400 .562 xl % 
600 .670 xl % ---
100 .562 x 1 'Ia 
200 .562 x 1% 

.47 400 .670 x 1% 
600 .750 x 2'1. ---
100 .562 x 1% 
200 .562 xl % 

.68 400 .750 x 2'1a 
600 1.0 x 1% ---
100 .562 x 1% 
200 .670 x 1% 

1.0 400 1.0 x 1%. 

COPYright 1961, Sprague Product. Company 

© U.C.P., Inc. 

• Impregnation with Vitamin Q assures 
capacitors exceed MIL-C-25A per­
formance requirements. 

• Available in Characteristic E (-55°C 
to+85°C) or Characteristic K 
(-55°C to + 125°C). 

• Inserted tab construction for applica­
tions where minimum size is necessary. 

• Only popular insulated section (un­
grounded case) capacitors are listed. 
For information on grounded case 
units, consult your Sprague Industrial 
Distributor. 

• Positive hermetic closure of the metal 
cases assured by glass-to-metal sol­
der-seal terminals. • For prices on quantities from 10 to 499 

pieces, see your Sprague Industrial 
Distributor. • Type CP04 has plain metal case. 

Characteristic E Characteristic K 
-55°C to +85°C -55°C to +125°C 

"=20% Tal. "=10% Tal. "=20% Tal. "=10% Tal. 
Net Ea. Net Ea. Net Ea. Net Ea. 

Cat. No. (1·9) Cat. No. (1·9) Cat. No. (1·9) Cat. No. (1·9) 

CP04A 1 EFI 02M $1.420 CP04A 1 EFI 02K $1.560 CP04A 1 KFI 02M $1.S20 CP04A1KF102K $1.672 ---
CP04A 1 EF 152M 1.420 CP04A 1 EF152K 1.S62 CP04A 1 KF152M 1.S20 CP04A 1 KFI 52K 1.672 
CP04A 1 EF222M 1.420 CP04A 1 EF222K 1.562 CP04A 1 KF222M 1.520 CP04Al KF222K 1T72 
CP04A 1 EF332M 1.420 CP04A 1 EF332K 1.562 CP04Al KF332M 1.S60 CP04A1KF332K 1.716 
CP04A 1 EF472M 1.420 CP04A 1 EF472K 1.562 CP04Al KF472M 1.560 CP04A 1 KF472K lT16 ---
CP04A 1 EF682M 1.420 CP04A 1 EF682K 1.S62 CP04Al KF682M 1.S60 CP04Al KF682K 1.716 --- 1.7i6 CP04A 1 EEl 03M 1.420 CP04A 1 EEl 03K 1.540 CP04A 1 KEI 03M 1.S60 CP04Al KE103K 
CP04A 1 EF 103M 1.440 CP04A 1 EFI 03K 1.584 CP04A 1 KF 103M 1.600 CP04A1KF103K 1.760 ---
CP04A1EC153M 1.380 CP04A 1 ECI 53K 1.S18 CP04A 1 KCl 53M 1.500 CP04A1KC153K 1.650 
CP04A1EF153M 1.480 CP04A 1 EF153K 1.628 CP04A 1 KF 153M 1.640 CP04Al KFI 53K 1.804 
CP04A 1 EC223M 1.380 CP04A 1 EC223 K 1.S18 CP04Al KC223M 1.500 CP04Al KC223K 1.650 
CP04A 1 EF223M 1.520 CP04A 1 EF223K 1.672 CP04A 1 KF223M 1.640 CP04Al KF223K 1.804 ---
CP04A 1 EB3:l3M 1.440 CP04A 1 EB333K 1.584 CP04A 1 KB333M 1.480 CP04Al KB333K 1.628 
CP04A1EE333M 1.S00 CP04A 1 EE333K 1.650 CP04A 1 KE333M 1.620 CP04A1KE333K 1.782 
CP04A 1 EF333M 1.560 CP04A 1 EF333K 1.716 CP04A 1 KF333M 1.700 CP04Al KF333K 1.870 ---
CP04A 1 EC473M 1.480 CP04A 1 EC473K 1.628 CP04A 1 KC473M 1.S60 CP04Al KC473K 1.716 
CP04A 1 EE473M 1.540 CP04A 1 EE473 K 1.694 CP04A 1 KE473M 1.680 CP04Al KE473K 1.848 
CP04A 1 EF473M 1.S60 CP04A 1 EF473 K 1.i"16 CP04A 1 KF473M 1.720 CP04Al KF473K 1.892 ---
CP04A 1 EC683M 1.480 CP04A 1 EC683 K 1.628 CP04A 1 KC683M 1.600 CP04Al KC683K 1.760 
CP04A 1 EE683M 1.600 CP04A 1 EE683K 1.694 CP04A 1 KE683M 1.720 CP04A1KE683K i.892 
CP04A 1 EF683M 1.680 CP04A 1 EF683 K 1.848 CP04A 1 KF683M 1.800 CP04A 1 KF683K 1.980 ---
CP04A 1 EB 104M 1.480 CP04A 1 EB 1 04K 1.628 CP04A 1 KB 104M 1.600 CP04A1KB104K 1.760 
CP04A 1 ECI 04M 1.500 CP04A 1 ECI 04K 1.650 CP04A 1 KCl 04M 1.640 CP04A1KC104K 1.804 
CP04A 1 EEl 04M 1.720 CP04A1EE104K 1.892 CP04A 1 KEI 04M 1.760 CP04A 1 KEI 04K 1.936 
CP04A 1 EFI 04M 1.760 CP04A 1 EFI 04K 1.936 'CP04A 1 KFI 04M 1.920 CP04A 1 KFI 04K 2.112 ---
CP04A 1 EB 154M 1.580 CP04A 1 EB 1 54K 1.738 CP04A 1 KB 154M 1.680 CP04A1KB154K 1.848 
CP04A 1 ECI 54M 1.600 CP04A 1 ECI 54K 1.760 CP04A 1 KCl 54M 1.660 CP04A1KC154K 1.826 
CP04A1EE154M 1.880 CP04A 1 EEl 54K 2.068 CP04A1KE154M 1.920 CP04A 1 KE154K 2.112 
CP04A 1 EFI 54M 1.900 CP04A 1 EFI 54K 2.090 CP04Al KF154M 2.000 CP04A1KF154K 2.200 ---
CP04A 1 EB224M 1.640 CP04A 1 EB224K 1.804 CP04A 1 KB224M 1.680 CP04A1KB224K 1.848 
CP04A 1 EC224M 1.800 CP04A 1 EC224K 1.980 CP04A 1 KC224M 1.820 CP04A 1 KC224K 2.002 
CP04A 1 EE224M 2.000 CP04A 1 EE224K 2.200 CP04A 1 KE224M 2.040 CP04Al KE224K 2.244 
CP04A 1 EF224M 2.040 CP04A 1 EF224K 2.244 CP04A 1 KF224M 2.160 CP04Al KF224K 2.376 ---
CP04A 1 EB334M 1.880 CP04A 1 EB334K 2.068 CP04A 1 KB334M 1.920 CP04A 1 KB334K 2.112 
CP04A 1 EC334M 1.920 CP04A 1 EC334K 2.112 CP04A 1 KC334M 1.960 CP04Al KC334K 2.156 
CP04A 1 EE334M 2.020 CP04A 1 EE334K 2.222 CP04Al KE334M 2.080 CP04A1KE334K 2.288 
CP04A 1 EF334M 2.240 CP04A 1 EF334K 2.464 CP04A 1 KF334M 2.400 CP04A 1 KF334K 2.640 
CP04A 1 EB474M 2.000 CP04Al EB474K 2.200 CP04A1KB474M 2.040 CP04A 1 KB474K 2.244 
CP04A 1 EC474M 2.040 CP04A 1 EC474K 2.244 CP04Al KC474M 2.080 CP04A 1 KC474K 2.288 
CP04Al EE474M 2.464 CP04A 1 EE474K 2.710 CP04A 1 KE474M 2.480 CP04A 1 KE474K 2.728 
CP04A 1 EF474M 2.680 CP04A 1 EF474K 2.948 CP04A 1 KF474M 2.700 CP04A 1 KF474K 2.970 
CP04A 1 EB684M 2.080 CP04A 1 EB684K 2.288 CP04Al KB684M 2.120 CP04A1KB684K 2.332 
CP04A 1 EC684M 2.116 CP04A 1 EC684K 2.328 CP04A 1 KC684M 2.200 CP04A 1 KC684K 2.420 
CP04A 1 EE684M 2.280 CP04A 1 EE684K 3.630 CP04A 1 KE684M 3.300 CP04A 1 KE684K 3.630 
CP04A 1 EF684M 3.360 CP04A1EF684K 3.696 CP04A 1 KF684M 3.360 CP04A 1 KF684K 3.696 ---CP04A 1 EB 105M 2.520 CP04A 1 EB 1 05K 2.772 CP04A1KB105M 2.160 CP04A 1 KB 1 05K 2.376 
CP04A 1 ECI 05M 2.600 CP04A 1 EC 1 05K 2.860 CP04Al KC105M 2.640 CP04A1KC105K 2.904 
CP04A 1 EEl 05M 3.400 CP04A1EE105K 3.740 CP04A 1 KEI 05M 3.420 CP04A 1 KE 1 05K 3.762 

REM·26·6128 All prices and sizes subject to change wit.hout notice. 
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SECTION 1500 

-------

SPRnGUE CAPACITORS 
TYPE CP04 CAPACITORS TO MIL-C-25C 

(±10% CAPACITANCE TOLERANCE, CHARACTERISTIC K) 

p.F WVDC D.x L. Cat. No.* Net (1-9) p.F WVDC D. x L • Cat. No.* Net (1-9) 

.001 600 • 235 x * CP04AIKFI02K3 $1.672 100 .312 x % CP04A I KB I 04K3 $1.760 

.0012 ~OO .235 x * CP04AIKFI22K3 1.672 200 .400 x % CP04A I KCI 04K3 I.B04 
.1 400 .400 x 1% CP04AIKEI04K3 1.936 

.0015 600 .235 x * CP04A I KFI52K3 1.672 600 .562 x IV. CP04AIKFI04K3 2.112 

.0018 
1000 .562 x 1% CP04AI KGI04K3 2.376 

600 .235 x * CP04AIKFI82K3 1.672 

.0022 600 .235 x * CP04A I KF222K3 1.672 
100 .400 x % CP04AI KBI24K3 1.848 
200 .400 x I V. CP04AIKCI24K3 1.826 

.0027 600 .235 x * CP04A I KF272K3 1.716 .1.2 400 .562 x 11tis CP04A I KEI24K3 2.112 

.0033 600 .235 x * 600 .562 x 1% CP04AI KFI24K3 2.200 
CP04A I KF332K3 1.716 1000 .670 x 1% CP04AI KGI24K3 2.464 

.0039 600 .235 x * . CP04A I KF392i<3 1.716 100 .400 x % CP04AIKBI54K3 1.848 

.0047 600 .235 x * CP04AI KF472K3 1716 200 .400 x 11tis CP04AIKCI54K3 1.826 

.0056 600 .235 x * .15 400 .562 x I VB CP04AIKEI54K3, 2.112 
CP04A I KF562K3 1.716 600 ;562 x 1% CP04AI KFI54K3 2.200 

.0068 600 .235 x * CP04AI1<F682K3 1.716 1000 .670 x 1% CP04AI KGI54K3 2.464 

.0082 400 .235 x * CP04AIKE822K3 1.716 100 .400 x IV. CP04AIKBI84K3 1.848 
600 .312 x % CP04A I KF822K3 1.760 200 .400 x 1% CP04A I KCI84K3 2.002 

.01 400 
.18 400 .562 x 1% CP04A I KEI84K3 2.244 

.235 x * CP04AIKEI03K3 1.716 600 .562 x IV. CP04AI KFI84K3 2.376 
600 .312 x % CP04AIKFI03K3 1.760 1000 .750 x 2V. CP04A I KG 184K3 2.640 

.012 200 .235 x * CP04AIKCI23K3 1.672 100 .400 x 11tis CP04AI KB224K3 1.848 
600 .312 x % CP04AI KFI23K3 1.804 200 .400 x 1% CP04AI KC224K3 2.002 
200 .235 x * CP04A I KCI53K3 1.650 .22 400 .562 x 1% CP04A I KE224K3 2.244 

.015 600 .312 x % CP041AKFI53K3 1.804 600 .562 x 1% CP04A I KF224K3 2.376 

1000 .400 x % . CP04A1KGI53K3 2.068 1000 .750 x 21tis CP04A I KG224K3 2.640 

200 .235 x * CP04AIKCI83K3 1.650 ' 100 .400 x 1% CP04A I KB274K3 2.112 
.018 600 .312 x % CP04AIKFI83K3 1.804 200 .562 x lY. CP04A 1 KC274K3 2.156 

1000 .400 x 11tis CP04AIKGI83K3 2.068 .27 400 .562 x 1% CP04A I KE274K3 2.288 

200 .235 x * 600 .670 x 1% CP04A I KF274K3 2.640 
CP04AIKC223K3 1.650 1000 .750 x 2% CP04AI KG274K3 2.904 

.022 600 .312 x % CP04AIKF223K3 1.804 
1000 .400 x 11tis CP04AIKG223K3 2.068 100 .400 x 1% CP04A I KB334K3 2.112 

100 .235 x * CP04A I KB273K3 1.628 200 .562 x 11tis CP04AI KC334K3 2.156 

.027 400 .312 x % CP04A I KE273K3 1.782 .33 400 .562 x 1% CP04A 1 KE334K3 2.288 

600 .400 x % CP04A I KF273K3 1.870 600 .670 x 1% CP04A I KF334K3 2.640 

1000 .400 x 1% CP04AIKG273K3 2.134 1000 .750 x 2% CP04A I KG334K3 2.904 

100 .235 x * CP04AI KB333K3 1.628 100 .562 x 11tis CP04A I KB394K3 2.244 

.033 400 .312 x % CP04A I KE333K3 1.782 200 .562 x 1% CP04A I KC394K3 2.288 

600 .400 x % CP04AIKF333K3· 1.870 .39 400 .670 x 1% CP05A I KE394K3 2.728 

1000 .400 x 1% CP04A I K G333K3 2.134 600 .750 x 2V. CP04A I KF394K3 2.970 

200 .312 x % 
1000 1.000 x 21tis CP04A I KG394K3 3.234 

CP04AIKC393K3 1.716 
.039 400 .400 x % CP04A I KE393K3 1.848 100 .562 x 11tis CP04A I KB474K3 2.244 

600 .400 x 11tis CP04A I KF393K3 1.892 200 .562 x 1% CP04AIKC474K3 2.288 
1000 .562 x 11tis CP04AIKG393K3 2.156 .47 400 .670 x 1% CP04A I KE474K3 2.728 

200 .312 x % CP04AIKC473K3 1.716 600 .750 x 21tis CP04A I KF474K3 2.970 

.047 400 .400 x % CP04A I KE473K3 1.848 1000 1.000 x 2V. CP04AIKG474K3 3.234 

600 .400 x 11tis CP041 AKF473K3 1.892 100 .562 x 1% CP04A I K5B64K3 2.332 
1000 .562 x 11tis CP04A I KG473K3 2.156 .56 200 .562 x 1% CP04A I KC564K3 2.420 

200 .312 x % CP04A I KC563K3 1.760 400 .750 x 2V. CP04A I KE564K3 3.630 

.056 400 .400 x 11tis CP04A I KE563K3 1.892 600 1.000 x 1% CP04AI KF564K3 3.696 
600 .400 x 1% CP04A I KF563K3 1.980 100 .562 x 1% CP04AI KB684K3 2.332 

1000 .562 x 1% CP04AIKG563K3 2.244 
.68 200 .562 x 1% CP04AI KC684K3 2.420 

200 .312 x % CP04AI KC683K3 1.760 400 .750 x 21tis CP04AI KE684K3 3.630 
.068 400 .400 x 11tis CP04A I KE683K3 1.892 600 1.000 x 1% CP04AI KF684K3 3.696 

600 .400 x 1% CP04A I KF683K3 1.980 
1000 .562 x 1% CP04AIKG683K3 2.420 100 .562 x 1% CP04AI KB824K3 2.376 

100 .312x % 
.82 200 .670 x 1% CP04AIKC824K3 2.904 

CP04AI KB823K3 1.760 400 1.000 x 1% CP04Al KE824K3 3.762 
200 .400 x % CP04AI KC823K3 1.804 

.082 400 .400 Ii 1% CP04AI KE823K3 1.936 100 .562 x 1% CP05AIKBI05K3 2.376 
600 .562 x 11tis CP04AI KF823K3 2.112 1.0 200 .670 x 1% CP05A I KCI 05K3 2.904 

1000 .562 x 1% CP04AI KG823K3 2.376 400 1.000 x 1% CP04Al KEI05K3 3.762 

*For Vlbrotlon Grode I, change last digit of cat. no. to I 

Copyright 1961, Sprague Products Company REM·27·6128 All prices and sizes subject to change without notice. 
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SECTION 1500 

------ -~- - ~--~ - -

SPRAGUE CAPACITORS 
TYPE CPOS CAPACITORS TO MIL-C-2SA 

Size 
J.!F WVDC D. x L. ---

.001 600 .298 x 1~6 ---

.OOIS 600 .298 x 1~6 ---

.0022 600 .298 x 1~6 ---

.0033 600 .298 x 1~6 ---
.0047 600 .298 x 1~6 

---
.0068 600 .298 x 1~6 

.01 400 .298 x 1~6 

600 .37S x 1~6 

-:015 ---
.298 x '% 200 

600 .37S x '% ---
.022 200 .298 x 1~6 

600 .37S x 1~6 ---
100 .298 x 1~6 

.033 400 .37S x 1~6 

600 .463 x 1~6 ---
200 .37S X 1~6 

.047 400 .463 x '% 
600 .463 x 1~6 ---
200 .375 X 1~6 

068 400 .463 x 1~6 
600 .463 x 1~6 ---
100 .37S x 1~6 

.1 200 .463 x 1~6 
400 .463 x 1~6 
600 .62S x 1~6 ---
100 .463 X 1~6 
200 .463 x 1% 

.15 400 .62S x 1% 
600 .62S x 1~6 ---
100 .463 x 1~6 

.22 200 .463 x 1~6 
400 ;62S x 1~6 
600 .62S x 1'~6 ---
100 .463 x 1 'il6 
200 .62S x 1~6 

.33 , 400 .62S X 1'~6 
600 .733 x 1'~6 ---
100 .62S X 1~6 

.47 200 .62S x 1% 
400 .733 x 1'~6 
600 .813 x 2~6 ---
100 .62S x 1'lI6 

.68 200 .62S x 1'~6 
400 .813 x 2~6 
600 1.063 x 1'~6 ---
100 .62S X 1'~6 

1.0 200 .733 X 1'~6 
400 1.063 x 1'~6 

Copyright 1961, Sprague Products Company 

© U.C.P.,lnc. 

• Vitamin Q impregnation assures per­
formance above and beyond Mll-C-
25A requirements. 

• Inserted tab construction for applica­
tions where minimum size is necessary. 

• Available in Characteristic E (-55°C 
to +85°C) or CharaCteristic K 
(-55°C to + 125°C). 

• Positive hermetic closure of the metal 
cases assured by glass-to-metal sol­
der-seal terminals. 

• Only popular insulated section (un­
grounded case) capacitors are lided. 
For information on grounded case 
units, consult your Sprague Industrial 
Distributor. 

• For prices on quantities from 10 to 499 
pieces, see your Sprague Industrial 
Distributor. • Type CPOS has insulating sleeve. 

Characteristic f Characteristic K 
-SSoC to +8SoC -SSoC to +12SoC 

="20% Tal. ="10% Tal. ="20% Tal. ="10% Tal. 

Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) -CPOSA 1 EFI 02M $1.484 CPOSA 1 EFI 02K $1.626 CPOSA 1 KFI 02M $1.S92 CPOSAI KFI02K $1.744 
CPOSAIEFIS2M 1.484 CPOSAI EFIS2K 1.6U CPOSA 1 KF1S2M I.S92 CPOSA I KFIS2K 1:744 --- 1:744 CPOSA 1 EF222M 1.484 CPOSA 1 EF222K 1.626 CPOSA 1 KF222M I.S92 CPOSA1KF222K 
CPOSA 1 EF332M 1.484 CPOSA 1 EF332K 1.6U CPOSA 1 KF332M 1.632 CPOSAIKF332K -1.788 ---
CPOSA 1 EF472M 1.484 CPOSA 1 EF472K 1.626 CPOSA 1 KF472M 1.632 CPOSA I KF472K 1.788 --- 1.7s8 CPOSA 1 EF682M 1.484 CPOSA 1 EF862 K 1.626 CPOSA 1 KF682M 1.632 CPOSA 1 KF682K ---
CPOSA 1 EEl 03M 1.464 CPOSA1EEI03K 1.604 CPOSAI KE103M 1.632 CPOSA 1 KEI 03K 1.796 
CPOSA 1 EFI 03M I.S04 CPOSAIEFI03K 1.648 CPOSAI KF103M 1.680 CPOSA 1 KFI 03K 1.840 
CPOSA I EC IS3M I.S04 CPOSA 1 EC1S3K 1.648 CPOSA1KC1S3M I.S72 CPOSA1KC1S3K 1.722 
CPOSAI EF1S3M I.S44 CPOSA 1 EF1S3K 1.692 CPOSA 1 KF1S3M 1.720 CPOSA 1 KF1S3K 1.884 
CPOSA 1 EC223M I.S64 CPOSA 1 EC223K 1.714 CPOSA 1 K C223M I.S72 CPOSA 1 KC223K 1.722 
CPOSA 1 EF213M I.S84 CPOSA1EF223K 1.736 CPOSA 1 KF223M 1.720 CPOSA1KF223K 1.884 
CPOSA 1 EB333M I.S04 CP05Al EB333K 1.648 CPOSA 1 KB333M I.SS2 CPOSA 1 KB333 K 1.700 
CPOSA 1 EE333M 1.564 CPOSA 1 EE333K 1.714 CPOSA 1 KE333M 1.700 CPOSA I KE333 K 1.862 
CPOSA 1 EF333M 1.932 CPOSA 1 EF333K 1.942 CPOSA 1 KF333M 1.788 CPOSAI KF333K 1.9S8 
CPOSA 1 EC473M I.S44 CPOsA 1 EC473K 1.648 CPOSA 1 KC473M I.S60 CPOSA1KC473K 1.796 
CPOsA 1 EE473M 1.612 CPOSA I EE473 K 1.766 CPOSA 1 KE473M 1.768 CPOSA 1 KE473 K 1.936 
CPOSA 1 EF473M 1.632 CPOSA 1 EF473 K 1.788 CPOSA 1 KF473M 1.808 CPOSA 1 KF473K 1.980 
CP05A 1 EC683M 1.544 CPOSA 1 EC683K 1.648 CPOsA 1 KC683M 1.640 CPOSA 1 K C683K I.B40 
CPOSA 1 EE683M 1.672 CPOSA 1 EE683K 1.832 CPOSA 1 KE683M 1.808 CPOSA I KE683K 1.980 
CPOSA 1 EF683M 1.7S2 CPOSA 1 EF683K 1.880 CPOSA 1 KF683M 1.888 CPOSA 1 KF683K 2.068 
CPOSA 1 EB 104M I.S44 CPOSA 1 EB 1 04K 1.692 CPOSA1KB104M 1.680 CPOSA1KB104K 1.840 
CPOSA1EC104M I.S72 CPOSA1EC104K 1.722 CPOSA 1 KCl 04M 1.72B CPOSAI KC104K 1.892 
CPOSA 1 EEl 04M 1.792 CPOSA 1 EEl 04K 1.964 CPOSA 1 KEI 04M 1.848 CPOSA 1 KEI 04K 2.024 
CPOSA 1 EF 104M I.BS6 CPOSA 1 EFI 04K 2.032 CPOSA 1 KFI 04M 2.048 CPOsA 1 KFI 04K 2.240 ---
CPOSA 1 EB IS4M 1.652 CPOSA1EB1S4K 1.810 CPOSA 1 KB IS4M 1.768 CPOSA1KB1S4K 1.936 
CPOSA 1 EC 154M 1.672 CPOSA1EC1S4K I.B30 CPOSA 1 KCIS4M 1.748 CPOSA1KC1S4K 1.914 
CPOSA 1 EE1S4M 1.976 CPOSA 1 EE1S4K 2.164 CPOSAIKEIS4M 2.048 CPOsA1KE1S4K 2.332 
CPOsA 1 EF1S4M 1.996 CPOSA 1 EF1S4K 2.188 CPOSA 1 KF1S4M 2.128 CPOSA 1 KF1S4K 2.328 
CPOSA 1 E8224M 1.712 VPOSA 1 EB224K 1.876 CPOSA 1 KB224M 1.768 CPbsA 1 "B224K 1.936 
CPOSA 1 EC224M 1.872 CPOSA1EC224K 2.052 CPOSA1KC224M 1.908 CPOSA 1 KC224K 2.090 
CPOSA 1 EE224M 2.072 CPOSA 1 EE224K 2.296 CPOSA 1 KE224M 2.168 CPOSA 1 KE224K 2.372 
CPOSA 1 EF224M 2.136 CPOSA 1 EF224K 2.340 CPOSA 1 KF224M 2.288 CPOSA 1 KF224K 2.S04 
CPOSA 1 EB334M 1.9S2 CPOSA 1 EB334K 2.140 CPOSA 1 KB334M 2.008 CPOSA 1 K8334K 2.200 
CPOSA 1 EC334M 2.016 CPOSA 1 EC334K 2.208 CPOSA1KC334M 2.088 CPOSA 1 KC334K 2.284 
CPOSA 1 EE334M 2.116 CPOSA 1 EE334K 2.318 CPOSA 1 KE334M 2.208 CPOSA 1 KE334K . 2.416 
CPOSA 1 EF334M 2.380 CPOSA 1 EF334K 2.604 CP05A 1 KF334M 2.S60 CPOSA1KF334K 2.768 
CPOSA 1 EB474M 2.096 CPOSA1EB474K 2.296 CPOSA 1 KB474M 2.048 CPOSA1K8474K 2:372 
CPOSA 1 EC474M 2.136 CPOSA 1 EC4741( 2.340 CPOSA1KC474M 2.208 CPOSA1KC474K 2.416 
CPOSA1EE474M 2.604 CPOSA1EE474K 2.8S0 CPOSA 1 KE474M 2.640 CPOSA1KE474K 2.948 
CPOSA1EF474M 2.840 CPOSA 1 EF474K 3.108 CPOSAI KF474M 2.840 CPOSA1KF474K 3.190 
CPOSA 1 E8684M 2.176 CPOSA 1 E86B4K 2.384 CPOSA1KB684M 2.248 CPOSA1K8684K 2.460 
CPOSA 1 EC684M 2.212 CPOSA 1 EC684K 2.424 CPOSA 1 KC684M 2.328 CPOSAIKC684K 2.S48 
CPOSA 1 EE684M 3.440 CPOSA 1 EE684K 3.768 CPOSA 1 KE684M 4.S20 CPOSAI KE684K 3.8S0 
CPOSA 1 EF684M 3.S20 CPOSA 1 EF684K 3.8S2 CPOSA I KF684M 3.640 CPOSA 1 KF684K 3.976 
CPOSA 1 EB 1 OSM 2.616 CPOSA 1 E81 OSK 2.868 CPOSA1KB10SM 2.28B CPOSA 1 K81 OSK 2To4 
CPOSA1ECIOsM 2.740 CPOSA1EC10SK 3.000 CPOSAIKC10SM 2.BOO CPOSA1KC10SK 3.064 
CPOSA 1 EEl OSM 3.600 CPOSA 1 EEl OSK 3.940 CPOsA1KE10sM 3.700 CPOSA 1 KEI OSK 4.042 

REM·28·6128 All price. and .izes subject to change without notice 
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SPRnGUE CnpnCITORS 
- ---- - ~---- -------

TYPE CP05 CAPACITORS TO MIL-C-25C 
(±10% CAPACITANCE TOLERANCE, CHARACTERISTIC K) 

,4 WVDC D.x L. Cat. No.* Net (1-9) p.F WVOC D. xL. Cat. No.* Net (1-9) 

.001 . 600 .298 x I~ CPOS,.,IKF102K3 $1.744 600 .625 x 1~ CPOSA 1 KF823K3 $2.240 

.0012 600 .298 x 1M6 CPOS,.,IKFI22K3 1.744 
1000 .625 x 1'~ CPOSA 1 KG823K3 2.504 

100 .463 x '~6 CPOSAI KB104K3 1.840 
.0015 600 .298 x I~ CPOSA1KF1S2K3 1.744 200 .463 x'~ CPOS,.,IKC104K3 1.892 

.0018 600 .298 x t~ CPOS,., 1 KF182K3 1.744 
.1 400 .463 x 1~6 CPOSAI KE104K3 2.024 

600 .625 x 1~ CP05A 1 KFI 04K3 2.240 

.0022 600 .298 x I~ CP05,., I KF222K3 1.744 1000 .625 x 1'\116 CP05,.,1 KG104K3 2.504 

.0027 600 .298 x 1M6 CPOS,., I Kf272K3 1.778 100 .463 x 1~6 CP05A1KB124K3 1.936 
200 .463 x I~ CP05AI KCI24K3 1.914 

.0033 600 .298 x I~ CPOS,., I KF332K3 1.788 .12 400 .625 x Hi6 CP05A1KE124K3 2.332 
600 .625 x 1~6 CP05A I KF124K3 2.328 

.0039 600 .298 x 1M6 CPIl5A I KF392K3 1.788 1000 .733 x 1'~ CPOSA 1 KG 124K3 2.580 

.0047 600 .298 x I~ CP05,., 1 KF472K3 1.788 100 .463 x 1~6 CP05A I KB I 54K3 1.936 
200 .463 x 1 Va CP05Al KC154K3 1.914 

.0056 600 .298 x I~ CP05AI KF562K3 1.788 .15 400 .625 x I~ CP05A I KE154K3 2.332 

.0068' 600 .298 x I~ CPOS,.,I KF682K3 1.788 600 .625 x 1~6 CP05A 1 KFI54K3 2.328 
1000 .733 x 1'\116 CP05A I KG 154K3 2.580 

.0082 400 .298 x I~ CP05A 1 KE822K3 1.796 
100 .463 x 1~6 CP05A I KB 184K3 1.936 600 .375 x I~ CPOSAI KFB22K3 . 1.840 
200 .463 x I~ CP05Al KC184K3 2.090 

.01 400 .298 x 1~6 CPOS,., 1 KEI 03K3 1.796 .18 400 .625 x 1~6 CP05A I KEI84K3 2.372 
600 - .375 x I~, CP05A 1 KFI 03K3 1.840 600 .625 x 1'~6 CP05Al KFI84K3 2.504 

.012 200 .298 x I~ CPOS,.,1 KC123K3 1.722 
1000 .813 x 2~6 CP05A I KG 184K3 2.860 

600 .375 x I~ CP05A I KFI23K3 1.884 100 .463 x 1~6 CP05A1KB224K3 1.936 

200 .298 x I~ CPOSA1KC153K3 1.722 
200 .463 x 1~6 CP05A 1 KC224K3 2.090 

.22 400 .625 x I~ CP05A I KE224K3 2.372 
.015 600 .375 x 1M6 CP05A I KFI53K3 1.884 600 .625 x p~ CP05AI KF224K3 2.504 

1000 .463 x I~ CPOSA1KG153K3 2.156 1000 .813 x 2~6 CP05Al KG224K3 2.860 

200 .298 x I~ CP05A1KCI83K3 1.722 100 .463 x I~ CP05A 1 KB274K3 2.200 
.018 600 .375 x I~ CP05,.,IKFI83K3 1.884 200 .625 x 1~6 CP05AIKC274K3 2.284 

1000 .463 x 1~6 CP05,.,1 KG183K3 2.156 
.27 400 .625 x 11~6 CP05Al KE274K3 2.416 

200 .298 x I~ CP05A1KC223K3 1.722 600 .733 x 1'~ CP05A 1 KF274K3 2.768 

.022 600 .375 x 1M6 . CPOSA 1 KF223K3 1.884 1000 .813 x 2'\116 CP05Al KG274K3 3.124 
1000 .463 x I~ CP05A 1 KG223K3 2.156 100 .463 x 1~ CP05Al KB334K3 2.200 

100 .298 x I~ CP05Al K8273K3 1.700 200 .625 x 1~ CP05A 1 KC334K3 2.284 

.027 400 .375 x '416 CP05A 1 KE273K3 1.862 .33 400 .625 x P~6 CP05A 1 KE334K3 2.416 

600 .463 x 1416 CP05A 1 KF273K3 1.958 600 .733 x P~6 CP05A 1 KF334K3 2.768 

1000 1.463 x 1~ CP05,., 1 KG273K3 2.222 1000 • 813 x 2'~ CP05A 1 K G334K3 . 3.124 

100 .298 x I~ CP05,.,IKB333K3 1.700 100 .625 x 1~6 CP05A 1 KB394K3 2.372 

.033 400 .375 x I~ CP05A 1 KE333K3 1.862 200 .625 x 1~6 CP05A 1 KC394K3 2.416 

600 .463 x'~ CP05A 1 KF333K3 1.958 .39 400 .733 x 1'~ CP05A 1 KE394K3 2.948 

1000 1.463 x I~ CP05AI KG333K3 2.222 600 .813 x 2~6 CP05A 1 KF394K3 3.190 
1000 1.063 x 2~6 CP05A 1 KG394K3 3.514 

200 .375 x 1~, CP05,., 1 KC393K3 1.796 100 .625 x 1~6 CP05A I KB474K3 2.372 
.039 400 .463 x I~ CP05A 1 KE393K3 1.936 200 .625 x I~ CP05AIKC474K3 2.416 

600 .463 x lM6 CP05,., 1 KF293K3 1.980 
.47 400 .733 x II~ CP05A 1 KE474K3 2.948 

1000 .625 x 1~ CP05A1KG393K3 2.284 600 .813 x 2~6 CP05A 1 KF474K3 3.190 
200 .375 x 1416 CP05A 1 KC473K3 1.796 1000 1.063 x 2~6 CP05A 1 K G474K3 3.514 

.047 400 .463 x 1~, CP05A1KE473K3 1.936 100 .625 x I~ CP05A 1 KB564K3 2.460 
600 .463 x lM6 CPOSA 1 KF473K3 1.980 200 .625 x II~ CP05A 1 KC564K3 2.548 

1000 .625 x I~ CPOSA 1 KG473K3 2.284 .56 400 .813 x 2~, CPo5A 1 KE564K3 3.850 

200 .375.x 1~ CPOS,.,1 KC563K3 1.840 600 1.063 x 11~6 CP05A 1 KF564K3 3.976 

.0,56 400 .463 x 1416 CP05Al KE563K3 1.972 100 .625 x I~ CP05Al KB684K3 2.460 
600 .463 x I~ CPOS,.,1 KFS63K3 2.068 ~68 200 .625 x 1'~6 CP05A 1 KC684K3 2.548 

1000 .625 x 1~ CP05,.,1 KGS63K3 2.372 400 .813 x 2~ CPOSA 1 KE684K3 3.850 

200 .375 x 1416 CP05A1KC683K3 1.840 600 1.063 x II~, CPOSA 1 KF684K3 3.976 

.068 400 .463 x I~ CPOS,., 1 KE683K3 1.980 100 .625 x 1'~6 CP05A I KB824K3 2.504 
600 .463 x I~ CPOS,., 1 KF683K3 2.068 .82 200 .733 x 1'~6 CP05Al KC824K3 3.064 

1000' .625 x I~ CP05,.,1 KG683K3 2.372 400 1.063 x 1'416 CP05A 1 KE824K3 4.042 

100 .375 x 1416 CPOS,., 1 KB823K3 1.840 100 .625 x 11~6 CP05A I KB 1 05K3 2.504 
200 .463 x 1416 CPOS,.,IKC823K3 1.892 1.0 200 .733 X 1'~ CP05A 1 KCI 05K3 3.064 

.082 400 .463 x 1~ CP05A1KE823K3 2.024 400 1.063 x 11416 CP05Al KE105K3 4.042 

. *For Vibration Grade I, change last digit of Catalog Number to 1. 
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SECTION 1500 

TYPE CPOS CAPACITORS TO MIL-C-25A 
• Vitamin Q impregnation assures 

performance above and beyond 
MIL-C-25A requirements. 

• Positive hermetic closure of the metal 
cases with glass-to-metal solder-seal 
terminals. 

• Available in Characteristic E (-55°C 
to +85°C) or Characteristic K 
(-55°C to + 125°C). 

• Type CP08 has plain metal case. 

• Extended foil (so-called non-induc­
tive section). construction. 

• Listed below are popular insulated 
section (ungrounded case) capaci­
tors. Consult your Sprague Indus­
trial Distributor for information on 
grounded case units. 

• For prices on quantifies from 10 to 
499 pieces, see your Sprague 
Industrial Distributor. 

Characteristic E 
-55°C to +85 °c 

Characteristic K 
-55°C to +125°C 

Size =20% Tal. =10% Tol. =20% Tol. =10% Tol. 
p.F WVDC D. x L. Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) Cat. No. Net (1-9) ---.001 600 .235 x * CP08A I EF 102M $1.764 CP08A I EFI 02K $ 1.940 CP08AIKFI02M $ 1.976 CP08A I KFI 02K $2.174 ---

.0015 600 .235 x * CP08A I EFI52M 1.764 CP08AIEFI52K 1.940 CP08A I"KF 152M 1.976 CP08A I KFI52K 2.174 ---
.022 600 .235 x * CP08A I EF222M 1.764 CP08A I EF222K 1.940 CP08A I KF222M 1.976 CP08AI KF222K 2.174 ---
.0033 400 .235 x * CP08A I EE332M 1.764 CP08A I EE332K 1.940 CP08A I KE332M 1.976 CP08AI KE332K 2.174 

600 .312 x Va CP08A I EF332M 1.840 CP08A I EF332K 2.024 CP08A I KF332M 2.060 CP08AIKF332K 2.266 ---
.0047 200 .235 x * CP08A I EC472M 1.712 CP08AIEC472K 1.883 CP08AI KC472M 1.920 CP08AIKC472K 2.112 

600 .312 x Va CP08A I EF472M 1.848 CP08A I EF472K 2.033 CP08A I KF472M 2.068 CP08A I KF472K 2.275 ---
.0068 200 .235 x * CP08A I EC682M 1.712 CP08A 1 EC682K 1.883 CP08A I KC682M 1.920 CP08AIKC682K 2.112 

600 .312 x Va CP08A 1 EF682M 1.860 CP08A I EF682K 2.046 CP08A 1 KF682M 2.084 CP08AIKF682K 2.292 --- -
.01 100 .235 x * CP08A 1 E81 03M 1.688 CP08AIEB103K 1.857 CP08A I KB 103M 1.892 CP08AIK8103K 2.081 

600 .312 x Va CP08AIEFI03M 1.868 CP08AIEFI03K 2.055 CP08A I KF 103M 2.092 CP08AIKFI03K 2.301 ---
.015 100 .235 x * CP08A 1 EB 153M 1.700 CP08AIEBI53K 1.870 CP08A I KB 153M 1.904 CP08A I KB 153K 2.094 

400 .312 x Va CP08A I EEI53M 1.868 CP08AIEEI53K 2.055 CP08A 1 KEI53M 2.092 CP08A 1 KEI53K 2.301 
600 .400 x Va CP08A I EF 153M 1.940 CP08A I EFI53K 2.134 CP08A I KFI53M 2.176 CP08A I KF153K 2.394 --- ---------

.022 200 .312 x Va CP08A 1 EC223M 1.816 CP08AI EC223K 1.998 CP08A I KC223M 2.036 CP08A 1 I<;C223K 2.240 
600 .400 x Va CP08A 1 EF223M 1.952 CP08A I EF223K 2.147 CPOBA I KF223M 2.188 CPOBAIKF223K 2.407 ---

.033 200 .312 x Va CP08A I EC333M 1.828 CP08AI EC333K 2.011 CP08A I KC333M 2.048 CP08A I KC333K 2.253 
400 .400 x Va CPOBA I EE333M 1.920 CP08A I EE333K 2.112 CPOBA I KE333M 2.152 CP08A I KE333K I 2.367 
600 .400 x 1 Va CPOBA 1 EF333M 1.964 CP08A I EF333K 2.160 CP08A I KF333M 2.200 CP08A I KF333K 2.420 ---

.047 100 .312 x Va CPOBA 1 EB473M 1.784 CP08A 1 EB473K 1.962 CPOBAI KB473M 2.000 CP08AIKB473K 2.200 
200 .• 400 x Va CP08A 1 EC473M 1.868 CP08A I EC473K 2.055 CP08A 1 KC473M 2.092 CP08A I KC473K 2.301 
400 .400 x I Ya CP08A 1 EE473M 1.952 CP08Al EE473K 2.147 CP08A 1 KE473M 2.188 CP08A 1 KE473K 2.407 
600 .400 x 1% CP08A I EF473M 2.040 CP08A 1 EF473K 2.244 CP08A I KF473M 2.288 CP08AI KF473K 2.517 ---

.068 200 .400 x Va CP08A 1 EC683M 1.884 CP08A 1 EC683K 2.072 CP08A 1 KC683M 2.108 CP08AIKC683K 2.289 
400 .400 x 1% CP08A I EE683M 2.016 CP08A I EE683K 2.218 CP08A I KE6.83M 2.260 CPOBAIKE683K 2.486 
600 .562 x I Va CP08A 1 EF683M 2.168 CP08A 1 EF683K 2.385 CP08A 1 KF683M 2.428 CP08A I KF683K 2.671 ---

.1 100 .400 x Va CP08AIEBI04M 1.828 CP08A 1 EB 1 04K 2.011 CP08A1KB104M 2.048 CP08AIKB104K 2.253 
200 .400 x I Va CP08A I EC 104M 1.888 CP08A1ECI04K 2.077 CP08AIKCI04M 2.116 CP08AIKCI04K 2.328 
400 .562 x 1 Va CP08A I EEl 04M 2.120 CP08AIEE104K 2.332 CP08AIKEI04M 2.372 CP08Al KE104K 2.609 
600 .562 x 1 % CP08A I EFI 04M 2.244 CP08A1EF104K 2.468 CP08A1KFI04M 2.512 CP08Ali<FI04K 2.763 ---

.15 100 .400 x 1 Va CP08A I EB 154M 1.860 CP08AIEBI54K 2.046 CP08A 1 KB 154M 2.084 CP08A1KBI54K 2.292 
200 .400 x 1 % CP08AIEC154M 1.996 CP08A 1 EC154K 2.196 CP08A 1 KC154M • 2.236 CP08AIKCI54K 2.460 
400 .562 x 1 % CP08A 1 EE 154M 2.244 CP08A 1 EEI54K 2.468 CP08A1KEI54M 2.516 CP08A 1 KEI54K 2.768 
600 .562 x 1% CP08A I EF154M 2.396 CP08A1EF154K 2.636 CP08A 1 KF154M 2.684 CP08A I KF154K 2.952 ---

.22. 100 .400 x 1% CP08A 1 EB224M 1.940 CP08A 1 EB224K 2.134 CP08A 1 KB224M 2.176 CP08A 1 KB224K 2.398 
200 .562 x 1 Ya CP08A I EC224M 2.120 CP08A I EC224K 2.332 CP08AI KC224M 2.372 CP08A I KC224K 2.609 
400 .562 x 1% CP08A I EE224M 2.352 CP08A I EE224K 2.587 CP08A I KE224M 2.636 CP08A I KE224K 2.900 
600 .670 x 1% CPOBA I EF224M 2.648 CPOBA I EF224K 2.913 CP08A 1 KF224M 2.964 CP08AI KF224K 3.260 ---

.33 100 .562 x I Ya CP08A I EB334M 2.088 CP08A 1 EB334K 2.297 CP08A I KB334M 2.340 CP08A I KB334K 2.574 
200 .562 x 1% CP08A I EC334M 2.244 CPOBA I EC334K 2.468 CPOBA I KC334M 2.516 CP08A 1 KC334K 2.768 
400 .670 x 1% CP08A I EE334M 2.584 CP08AIEE334K 2.842 CP08A I KE334M 2.892 CP08A 1 KE334K 3.181 
600 .750 x 2Va CP08A I EF334M 2.768 CP08A 1 EF334K 3.045 CPOBA I KF334M 3.096 CP08AI Kf334K 3.406 ---

.47 100 .562 x 1% CP08A I EB474M 2.208 CP08A I EB474K 2.429 CPOBA I KB474M 2.472 CP08AI K8474K 2.719 
200 .562 xl% CP08A I EC474M 2.376 CP08AIEC474K 2.614 CPOBA I K C47 4M 2.660 CP08AIKC474K 2.926 
400 .750 x 2Va CP08A I EE474M 2.728 CP08A1EE474K 3.001 CP08A I KE474M 2.056 CP08A I KE474K 3.362 
600 .750 x 2% CP08AIEF474M 2.936 CP08A I EF474K 3.230 CP08AIKF474M 3.288 CP08A I KF474K 3.617 ---

6B 100 .562 x 1% CP08A I EB684M 2.328 CP08A I EB684K 2.559 CPOBAI KB684M 2.608 CP08A I KB684K 2.869 
200 .670 x 1% CP08A I EC684M 2.584 CP08A 1 EC684K 2.842 CP08AIKC684M 2.892 CPOBA I KC684K 3.181 ---

1.0 100 .670 x 1% CP08A I EB 105M 2.584 CP08A I EB I 05K 2.842 CP08A 1 KB 105M 2.892 CPOBA I KB 1 05K 3.181 
200 .750 x 2Ya CP08AIEC105M 2.708 CP08A 1 ECI 05K 2.979 CP08A1KC105M 3.032 CP08Al KC105K 3.335 

Copyright 1961, Sprague Products Company REM·30·6128 All prices and sizes subject to change without notice. 
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I. SECTION 1500 

SPRAGUE CAPACITORS 
TYPE CPOS CAPACITORS TO MIL-C-25C 

(± 10% CAPACITANCE TOLERANCE, CHARACTERISTIC K) 

p.F WVDC D. xL. Cat. Na.* Net (1-9) p.F WVDC D. x L. Cat. No.* Net (1-9) 

.001 600 .235 x % CP08Al KF102K3 $1.760 200 .312 x % CPOSA 1 KC333K3 $1.848 
1000 .400 x % CP08Al KG102K3 2.024 ,033 400 .400 x % CP08A1KE333K3 1.936 

600 .400 x 1 Ya CP08Al KF333K3 1.958 
.0012 600 .235 x % CPOSA 1 KF122K3 1.760 1000 .562 x 1 Ya CP08Al KG333K3 2.222 

1000 • 400 x Va CPOBAI KG122K3 2.024 . 
100 .312 x % CP08A1KB393K3 1.804 

.0015 600 .235 x % CPOBA 1 KF152K3 1.760 200 .400 x % CP08A 1 KC393K3 I.B92 
1000 .400 x % CP08Al KG152K3 2.024 .039 400 .400 x 1 Ya CP08Al KE393K3 1.9BO 

600 .400 x 1% CP08Al KF393K3 2.024 
.001B 600 .235 x % CPOBA 1 KF1B2K3 1.760 1000 .562 x 1% CPOBAI KG393K3 2.2BB 

1000 .400 x % CPOBA1KG182K3 2.024 
100 .312 x % CP08A 1 KB473K3 1.804 

.0022 600 .235 x 3,4 CPOSA1KF222K3 1.760 200 .400 x % CPOBA 1 KC473K3 I.B92 
1000 .400 x % CPOBAI KG222K3 2.024 .047 400 .400 x 1 Ya CPOBAI KE473K3 1.9BO 

600 .400 x 1% CPOSAI KF473K3 2.024 
400 .235 x % CPOBA 1 KE272K3 1.760 1000 .562 x 1% CPOBAI KG473K3 2.2BB 

.0027 600 .312 x % CPOBA1KF272K3 I.B04 
1000 .400 x Va CPOBA 1 KG272K3 2.024 200 .400 x % CP08Al KC563K3 1.892 

.056 400 .400 x 1% CP08A1KE563K3 1.9BO 
400 .235 x % CPOBA 1 KE332K3 1.760 600 .562 x 1 Ya CPOBA1KF563K3 2.156 

.0033 600 .312 x % CPOSA1KF332K3 1.804 1000 .562 x 1% CP08A 1 K G563 K3 2.420 
1000 .400 x % CP08Al KG332K3 2.024 

200 .400 x % CPOBAI KC683K3 1.892 
200 .235 x % CP08A1KC392K3 1.694 .06B 400 .400 x 1% CPOBA1KE683K3 1.980 

.0039 600 .312 x % CPOBA1KF392K3 1.870 600 .562 x 1 Ya CPOBA1KF683K3 2.156 
1000 .400 x Va CPOBAI KG392K3 2.134 1000 .562 x 1% CPOBAI KG683K3 2.420 

200 .235 x % CP08A1KC472K3 1.694 100 .400 x % CPOBA1KB823K3 1.848 
.0047 600 .312 x Va CP08A 1 KF472K3 1.870 200 .400 x 1 Ya CP08A 1 K CB23 K3 1.914 

1000 .400 x % CPOSA1KG472K3 2.134 .082 400 .562 x 1 Ya CP08A1KE823K3 2.112 
600 .562 x 1% CP08Al KF823K3 2.200 

200 .235 x % CPOBA 1 KC562K3 1.716 1000 .670 x 1% CP08Al KGB23K3 2.420 
.0056 600 .312 x % CPOBA 1 KF562K3 I.B92 

1000 .400 x Va CP08A 1 K G562K3 2.156 100 .400 x % CP08A1KB104K3 1.848 
200 .400 x 1 Ya CP08A1 KC104K3 1.914 

200 .235 x % CPOBA 1 KC6B2K3 1.716 .1 400 .562 x 1 Ya CPOBA 1 KEI 04K3 2.112 
.0.06B 600 .312 x % CP08A1KF6B2K3 1.B92 600 .312 x % CPOBA 1 KFI 04K3 2.200 

1000 .400 x % CPOBA 1 KG6B2K3 2.156 1000 .670 x 1% CPOBA1KG104K3 2.420 

100 .235 x % CPOBA 1 KBB22K3 1.672 100 .400 xl Ya CPOBA 1 KB 124K3 I.B4B 
00B2 600 .312 x % CPOBAI KFB22K3 1.914 200 .400 xl % CPOBAI KC124K3 1.980 

1000 .400 x % CPOBA1 KGB22K3 2.17B .12 400 .562 x 1 'Ya CPOBA 1 KE124K3 2.200 
600 .400 x % CPOBA 1 KF124K3 2.332 

100 .235 x % CP08A1KB103K3 1.672 1000 .670 x 1% CPOBAI KG124K3 2.596 
.01 600 .312 x % CP08A1 KF103K3 1.914 

1000 .400 x % CP08A1KG103K3 2.178 100, .400 x 1 Ya CP08Al KB154K3 1.848 
200 .400 x 1% CP08Al KC154K3 1.980 

100 .235 x % CPOBAI KB123K3 1.672 .15 400 .562 x 1% CP08A 1 KE154K3 2.200 
.012 400 .312 x % CP08Al KE123K3 1.B92 600 .562 x 1% CP08A 1 KF 154K3 2.332 

600 .400 x % CP08A 1 KF123K3 1.936 1000 .670 x 1 Va CPOBAI KG154K3 2.596 
1000 .400 x 1 Ya CP08A 1 KG.123~3 2.200 

100 .400 x 1 'Ya CP08A 1 KB 184K3 1.9BO 
100 .235 x % CP08Al KB153K3 1.672 

200 .562 x 1 Ya CP08A 1 KC1B4K3 2.112 
.015 400 .312 x Va CP08A 1 KE153K3 I.B92 

.18 400 .562 x 1 % CPOBA 1 KE184K3 2.332 
600 .400 x % CP08A 1 KF153K3 1.936 

600 .400 x % CPOBA 1 KF184K3 2.640 
1000 .400 x 1 Ya CP08A1 KG153K3 2.200 

1000 .750 x 2Ya CP08A1 KG184K3 2.904 

200 .312 x % CP08Al KC183K3 1.848 
100 .400 x 1% CP08A1KB224K3 1.9BO .01B 600 .400 x % CPOSA 1 KF183K3 1.958 
200 .562 x 1 Ya CPOBA 1 KC224K3 2.112 1000 .400 x 1% CP08Al KG1B3K3 2.222 

.22 400 .562 x'l% CPOBA 1 KE224K3 2.332 

200 .312 x % CP08A 1 KC223K3 1.848 600 .400 x % CP08A 1 KF224K3 2.640 

.022 600 .400 x % CP08A1KF223K3 1.958 1000 .750 x 2Ya CP08Al KG224K3 2.904 

1000 .400 x 1% CP08Al KG223K3 2.222 
.562 xl Ya CP08A 1 KB274K3 2.200 100 

200 .312 x % CP08A 1 KC273K3 1.848 200 .562 x 1% CP08Al KC274K3 2.240 

.027 400 .400 x Va CP08Al KE273K3 1.936 .27 400 .670 x 1% CP08A 1 KE274K3 2.552 

600 .400 x IVa CP08A 1 KF273K3 1.958 600 .400 xl Ya CP08A 1 KF274K3 2.948 
1000 .562 x 1 Ya CP08A 1 KG273K3 2.222 1000 1.000 x 2Ya CP08Al KG2l'4K3 3.212 

*For Vibration Grade 1, change last digit in Catalog Number to 1. 

'Copyright 1961, Sprague Products Company REM-31-6128 All prices and sizes subject to chor:'ge without notice. 
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SECTION 1500 

TYPE CP09 CAPACITORS TO MIL-C-25A 
• Vitamin Q impregnation assures 

performance above and beyond 
MIL-C-25A requirements. 

• Positive hermetic closure of the metal 
cases with glass-to-metal solder-seal 
terminals. 

• Available in Characteristic E (-55°C 
to +85°C) or Characteristic K 
(-55°C to +125°C). 

• Type CP09 has insulating sleeve. 

• Extended foil, non-inductive section 
construction. -

• listed below are popular insJlated 
section (ungrounded case) capaci­
tors. Consult your Sprague Indus­
trial Distributor for information on 
grounded case units. 

• For prices on quantities from 10 to 
499 pieces, see your Sprague 
Industrial Distributor. 

Characteristic E 
-55°C to +85°C 

Characteristic K 
-55°C to +125°C 

"'20% Tol. "'10% Tol. "'20% Tol. "'10% Tol. 

Size Net Ea. Net Ea. Net Ea. Net Ea. 

~ WVDC D. x l. Cat. No. (1-9) Cat. No. (1-9) Cat. No. (1-9) Cat. No. (1-9) 

.001 600 .298 x ''Yi6 CP09A1EF102M $1.524 CP09A1EF102K $1.670 CP09A1KF102M $1.672 CP09A1KF102K $1.830 --- ---

.0015 600 .298 x ''Yi6 CP09AI EFI52M 1.524 CP09AI EFI52K 1.670 CP09Al KFI52M 1.672 CP09A1KF152K 1.830 ---

.0022 600 .298 x ''Yi6 CP09AIEF222M 1.514 CP09A I EF222K 1.670 CP09Al KF222M 1.672 CP09A1KF222K 1.830 --- ---

.0033 400 .298 x ''Yi6 CP09A1EE332M 1.504 CP09Al EE332K 1.648 CP09A I KE332M 1.672 CP09A1KE332K 1.832 
600 .375 x '0/16 CP09 A 1 EF33 2M 1.544 CP09Al EF332K 1.692 CP09Al KF332M 1.720 CP09A1KF332K 1.884 ------

.0047 200 .298 x ''Yi6 CP09 Al EC472M 1.452 CP09A 1 EC472K 1.591 CP09A 1 KC472M 1.612 CP09Al KC472K 1.766 
600 .375 x '0/16 CP09A 1 EF472M 1.564 CP09A1EF472K 1.714 CP09A1KF472M 1.780 CP09A 1 KF472K 1.950 ---

.0068 200 .298 x ''Yi6 CP09A 1 EC682M 1.452 CP09A1EC682K 1.591 CP09A 1 KC682M 1.632 CP09A1KC682K 1.788 
600 .375 x '0/16 CP09A 1 EF682M 1.584 CP09Al EF682K 1.736 CP09A 1 KF682M 1.800 CP09A 1 KF682K 1.972 

-.0-1- 100 .298 x ''Yi6 CP09AIE8103M 1.544 CP09AIE8103K 1.692 CP09AIK8103M 1.592 CP09AIKBI03K 1.744 
600 .375 X '0/16 CP09AIEFI03M 1.604 CP09AIEF103K 1.718 CP09AIKF103M 1.820 CP09AIKFI03K 1.994 ---
100 .298 X ''Yi6 CP09Al E8153M CP09AIEBI53K 1.648 CP09AIKB153M . 1.592 CP09A1KB153K 1.744 1.544 

.015 400 .375 x '0/16 CP09A1EE153M 1.584 CP09AIEEI53K 1.736 CP09AIKEI53M 1.800 CP09AIKEI53K 1.972 
600 .463 x '0/16 CP09AI EFI53M 1.632 CP09AIEFI53K 1.788 CP09AIKFI53M 1.848 CP09AIKFI53K 2.024 --- ---

.022 200 .375 x '0/16 CP09Al EC223M 1.524 CP09 A 1 EC223 K 1.670 CP09A 1 KC223M 1.760 CP09A I KC223K 1.928 
600 .463 x '0/16 CP09A I EF223M 1.632 CP09A I EF223K 1.788 CP09A 1 KF223M 1.868 CP09AI KF223K 2.046 --- -------- ---
200 .375 X '0/16 CP09 A I EC333M 1.544 CP09AIE333K 1.692 CP09Al KC333M 1.760 CP09AI KC333K 1.928 

.033 400 .463 x '0/16 CP09 A I EE333M 1.584 CP09AIEE333K 1.744 CP09A 1 KE333M 1.848 CP09A1KE333K 2.024 
600 .463 x 1'Yi6 CP09A 1 EF333M 1.672 CP09A1EF333K 1.832 CP09A 1 KF333M 1.868 CP09A1KF333K 2.046 

---
.375 x '0/16 CP09A 1 KB473K 

---
100 CP09 Al EB473M 1.584 CP09A 1 EB473K 1.758 CP09Al KB473M 1.720 1.884 

.047 200 .463 x '0/16 CP09 A I EC473M 1.632 CP09A 1 EC473K 1.788 CP09A I KC473M 1.808 CP09A 1 KC473K 1.980 
400 .463 x 1'Yi6 CP09A I EE473M 1.672 CP09A 1 EE473K 1.832 CP09Al KE473M 1.888 CP09A1KE473K 2.068 
600 .463 x 1 'l16 CP09 A I EF473M 1.752 CP09 A 1 EF473 K 1.920 CP09A I KF473M 1.928 CP09AI KF473K 2.112 

--- --- ---
200 .463 X 10/16 CP09A I EC683M 1.632 CP09 A I EC683 K 1.788 CP09A I KC683M 1.808 CP09A 1 KC683K 1.980 

.068 400 .463 x I ~6 CP09A I EE683M 1.732 CP09AIEE683K 1.898 CP09A I KE683M 1.880 CP09AIKE683K 2.068 
600 .625 x 1'Yi6 CP09A I EF683M 1.856 CP09A I EF683K 2.032 CP09AI KF683M 2.088 CP09AIKF683K 2.284 ---
100 .463 x '0/16 CP09A I E81 04M 1.672 CP09A 1 EB I 04K 1.832 CP09AIKB104M 1.768 CP09AIK8104K 1.936 
200 .463 x 1'Yi6 CP09AIECI04M 1.676 CP09A1ECI04K 1.836 CP09AI KCI04M 1.828 CP09A1KCI04K 2.002 

.1 400 .625 x 1'Yi6 CP09A I EE 104M 1.816 CP09A I EEl 04K 1.988 CP09A1KEI04M 2.048 CP09A 1 KEI 04K 2.240 
600 .625 x 1~6 CP09A1EFI04M 1.936 CP09AIEF104K 2.120 CP09AI KFI04M 2.128 CP09AIKFI04K 2.328 

---
100 .463' X 1'Yi6 CP09A I E8154M 1.712 CP09AIEBI54K 1.876 CP09A I KB 154M 1.768 CPO"9AIKBI54K 1.936 

.15 200 .463 x I ~6 CP09A1ECI54M 1.772 CP09AIECI54K 1.942 CP09AIKCI54M 1.888 CP09AI KCI54K 2.068 
400 .625 x 1~6 CP09A1EEI54M 1.996 CP09AIEEI54K 2.186 CP09A1KEI54M 2.128 CP09AIKEI54K 2.328 
600 .625 x P\II6 CP09AIEFI54M 2.056 CP09AIEF154K 2.472 CP09AIKFI54M 2.248 CP09AIKF154K 2.460 ---

.463 x I~ 2F68 100 CP09 A I E8224M 1.712 CP09A I EB224K 1.876 CP09A I KB224M 1.888 CP09A I K8224K 
.22 200 .625 x 1'Yi6 CP09 A I EC224M 1.936 CP09A I EC224K 2.120 CP09A I KC224M 2.048 CP09A I KC224K 2.240 

400 .625 x 1'\116 CP09A I EE224M 2.136 CP09AIEE224K 2.340 CP09 A I KE224M 2.252 CP09A I KE224K 2.460 
600 .733 x P\II6 CP09AIEF224M 2.300 CP09A I EF224K 2.516 CP09A I KF224M 2.680 CP09AIKF224K 2.800 --- ---
100 .625 x 1'Yi6 CP09A 1 E8334M 1.976 CP09A I E8334K 2.164 CP09A I KB334M 2.128 CP09A I K8334K 2.328 
200 .625 x I ~6 CP09 A I EC334M 2.096 CP09A I EC334K 2.296 CP09A I KC334M 2.168 CP09AIKC334K 2.372 

.33 400 .733 x P\II6 CP09AI EE334M 2.260 CP09AIEE334K 2.472 CP09 A I KE334M 2.480 CP09A I KE334K 2.712 
600 .813 x 23,16 CP09 Al EF334M 2.800 CP09AI EF334K 3.000 CP09AIKF334M 2.900 CP09A I KF334K 3.168 --- ---
100 .625 x 1~6 CP09AI E8474M 2.096 CP09AI E8474K 2.296 CP09 A I KB474M 2.208 CP09AIKB474K 2.416 

.4! 200 .625 x 1'\116 CP09AIEC474M 2.136 CP09AIEC474K 2.340 CP09AIKC474M 2.248 CP09AIKC474K 2.460 
400 .813 x 2'Yi6 CP09 A I EE474M 2.800 CP09AIEE474K 3.064 CP09 A I KE474M 2.900 CP09AI KE474K- 3.168 
600 .813 x 2~6 CP09AI EF474M 2.920 CP09AIEF474K 3.196 CP09A I KF474M 3.029 CP09AIKF474K 2.860 ---

.68 100 .625 x 1'\116 CP09A I EB684M 2.216 CP09AIEB684K 2.428 CP09A I K8684M 2.368 CP09AIKB684K 2.592 
200 .733 x P\II6 CP09A I EC684M 2.500 CP09A I EC684K 2.736 CP09AIKC684M 2.560 CP09A I KC684K 2.800 ---

1.0 100 .733 x P\II6 CP09AIEBI05M 2.460 CP09AI E8105K 2.692 CP09A 1 K81 05M 2.560 CP09AIK8105K 2.800 
200 .813 x 2'Yi6 CP09AIECI05M 2.840 CP09A I ECI 05K 3.108 CP09AIKC105M 2.920 CP09AIKCI05K 3.160 
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SECTION 1500 

----

SPRAGUE CAPACITORS 
TYPE CP09 CAPACITORS TO MIL-C-25C 

(±10% CAPACITANCE TOLERANCE, CHARACTERISTIC K) 

-
p.F WVDC D. x l. Cat. No. Net (1-9) 

p.F WVDC D.x l. Cat. No. Net (1-9) 

.001 600 .298 x 1;i6 CP09AIKFI02K3 $1.830 
200 .375 x 1~6 CP09A I KC273K3 $1.928 1000 .463 x 1~6 CP09AI KGI02K3 2.112 
400 .463 x 1~6 CP09A I KE273K3 2.024 

.027 600 .463 x 1~6 CP09A I KF273K3 2.046 
'.0012 600 .298 x I~ CP09A I KFI22K3 1.830 1000 .625 x 1~6 CP09AI KG273K3 2.350 

1000 .463 xl~ CP09AIKGI22K3 2.112 

200 .375 x 1~6 CP09A 1 KC333K3 1.928 
.0015 600 .298 x 1;i6 CP09A I KFI52K3 1.830 .033 400 .463 x 1~6 CP09AI KE333K3 2.024 

1000 .463 x 1~6 CP09AIKGI52K3 2.112 600 .463 x I~ CP09AI KF333K3 2.046 
1000 .625 x 1~6 CP09A I KG333K3 2.350 

.0018 600 .298 x 1~6 CP09A I KFI82K3 1.830 
1000 .463 x 1~6 CP09AIKGI82K3 2.112 100 .375 x 1~6 CP09 A I K8393K3 1.884 . 200 .463 X 1~6 CP09A I KC393K3 1.980 

.0022 600 .298 x I~ CP09AI KF222K3 1.830 .039 400 .463 x 1~6 CP09A I KE393K3 2.068 

1000 .463 x I~ CP09AI KG222K3 2.112 600 .463 x 1~6 CP09A 1 KF393K3 2.112 
1000 .625 x I ~6 CP09AIKG393K3 2.416 

400 .298 x I~ CP09AIKE272K3 1.832 100 .375 x 1~6 CP09A I K8473K3 1.884 .0027 600 .375 x I~ CP09A I KF272K3 1.884 
1000 .463 x 1~6 CP09A I KG272K3 2.112 200 .463 x IljIi6 CP09A I KC473K3 1.980 

.047 400 .463 x Hi6 CP09AI KE473K3 2.068 
600 .463 x 1~6 CP09A I KF473K3 2.112 

400 .298 x 1~6 CP09A I KE332K3 1.832 1000 .625 x 1~6 CP09AIKG473K3 2.416 
.0033 600 .375 x I~ CP09A I KF332K3 1.884 

1000 .463 x IljIi6 CP09A I KG332K3 2.112 200 .463 x 1~6 CP09AIKC563K3 1.980 
400 .463 x 1~6 CP09A I KE563K3 2.068 

200 .298 x I~ CP09A I KC392K3 1.766 .056 600 .625 x 1~6 CP09A I KF563K3 2.284 
.0039 600 .375 x I~ CP09AIKF393K3 1.950 1000 .625 x P!ll6 CP09AI KG563K3 2.548 

1000 .463 x I~ CP09AI KG393K3 2.222 

200 .463 x 1~6 CP09AI KC683K3 1.980 
200 .298 x 1;i6 CP09A I KC472K3 1.766 .068 400 .463 x I ~6 CP09A I KE683K3 2.068 

.0047 600 .375 x I~ CP09A I KF472K3 1.950 600 .625 x 1;i6 CP09AIKF683K3 2.284 
1000 .463 x IljIi6 CP09AIKG472K3 2.222 1000 .625 x P!116 CP09AIKG683K3 2.548 

200 
: 

.298 X 1~6 CP09AI KC562K3 1.788 100 .463 x I~ CP09AI K8823K3 .1.936 
.0056 600 .375 x I~ CP09AIKF562K3 1.972 200 .463 x I~ CP09A I KC823K3 2.002 

1,000 .463 x 1~6 CP09 A I K G562K3 2.244 .082 400 .625 x 1~6 CP09AIKE823K3 2.240 
600 .625 x 1~6 CP09A I KF823K3 2.328 

200 .298 x 1~6 CP09A I KC682K3 1.788 1000 .733 x II!II& CP09AI KG823K3 2.580 

.0068 600 .375 x 1~6 CP09AI KF682K3 1.972 
.463 x 1~6 1000 .463 X 1~6 CP09AIKG682K3 2.244 100 CP09AI K8104K3 1.936 

200 .463 x I~ CP09A I KCI 04K3 2.002 

100 .298 x 1;i6' CP09A I K8822K3 1.744 
.1 400 .625 x 1~6 CP09AI KEI04K3 2.240 

600 .625 x I ~6 CP09A I KFI 04K3 2.328 
.0082 600 .375 x IljIi6 CP09A I KF822K3 1.994 1000 .733 x P!II6 CP09AIKGI04K3 2.580 

1000 .463 x '~6 CP09A I KG822K3 2.266 

100 .463 x 1~6 CP09A I K8124K3 1.936 
100 .298 x ';i6 CP09AIKBI03K3 1.744 200 .463 x 1~6 CP09A I KCI24K3 2.068 

.01 600 .375 x '~6 CP09AI KFI03K3 1.994 .12 400 .625 x 1~6 CP09A I KEI24K3 2.328 
1000 463 x I~ CP09AI KGI03K3 2.266 600 .625 x 1'!II6 CP09AIKFI24K3 2.460 

1000 .733 x 1'~6 CP09AIKGI24K3 2.876 
100 .298 x'~ CP09A I KB 123K3 1.744 

.012 400 .375 x '~6 CP09AI KEI23K3 1.972 100 .463 x I~ CP09AIKBI54K3 1.936 
600 .463 x '~6 CP09AI KFI23K3 2.024 200 .463 x 1~6 CP09AI KCI54K3 2.068 

1000 .463 x I~ CP09AIKGI23K3 2.288 .15 400 .625 x 1~6 CP09A I KEI54K3 2.328 
600 ;625 x P!II6 CP09AIKFI54K3 2.460 

100 .298 x '~6 CP09A I KB 153K3 1.744 1000 .733 x 1'~6 CP09AIKGI54K3 2.876 

.015 400 .375 x '~6 CP09A 1 KEI53K3 1.972 
100 .463 x I~ CP09AIKBI84K3 2.068 600 .463 x '~6 CP09A I KFI53K3 2.024 

1000 .463 x I~ CP09AIKGI53K3 2.288 200 .625 x 1;i6 CP09A I KCI84K3 2.240 
.18 400 .625 x 1'!II6 CP09AIKEI84K3 2.460 

.375 x '~6 
600 .733 X 1'!II6 CP09A I Kfl84K3 2.800 

200 CP09A I KCI83K3 1.928 1000 .813 x 2;i6 CP09AIKGI84K3 3.124 
.018 600 .463 x '~6 CP09A I Kfl83K3 2.046 

1000 .463 x I ~6 CP09AIKGI83K3 2.310 100 .463 x I~ CP09A I KB224K3 2.068 
200 .625 x I~ CP09AI KC224K3 2.240 

200 .375 x'~ CP09A I KC223K3 1.928 .22 400 .625 x P!II6 CP09 A I KE224K3 2.460 
.022 600 .463 x'~ CP09A I Kf223K3 2.046 600 .733 x P!II& CP09A I Kf224K3 2.800 

1000 .463 x I ~6 CP09AI KG223K3 2.310 1000 .813 x 2~ CP09A I KG224K3 3.124 
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SECTION 1500 

SPRAGUE CAPACITORS 
MIL-C-25A CAPACITORS - TYPES CP26 and CP28 

• Impregnated with specially processed mineral 
oil to exceed performance requirements of 
Specification MIL-C-25A 

• Type CP26 has outer insulating sleeve - Type 
CP28 has insulating sleeve plus metal strap for 
radial mounting. 

• Meet temperature characteristic E (-55°C to 
+85°C opention) 

• Capacitor sections are insulated from metal 
cases 

• Hermetically sealed for protection against leak- • For prices on quantities from 25 to 499 pieces, 
age and contamination see your Sprague Industrial Distributor 

NOTE: Capacitors listed below have a capacitance tolerance of ± 10%. For ±20% units, change 
last letter in catalog number from K to M and subtract $.025 from unit net price. 

TYPE CP26 (without Mounting Bracket) TYPE CP28 (Radial Mounting Bracket) 

Net Each Net Each 
Volts Diam. x Length Cat. No. (1-24) p.F Volts Diam. x Length Cat. No. (1-24) 

600 '12xl~6 CP26A I EF602 K $ .906 .1 600 1\-16 x 2\-16 CP28AIEFI04K $1.109 
600 '12 x 1~6 CP26A 1 EFI 03K .906 
600 '12 x 11~6 CP26A 1 EF203 K .919 .25 600 1\-16 x 2~6 CP28A 1 EF254K 1.498 
600 l1;i6 x 11\-16 CP26A1EF503K .998 

.5 600 1\-16 x 21~6 CP28Al EF504K 1.851 
200 l1;i6 x 2~6 CP26A 1 EC504K 1.797 

MIL-C-25A CAPACITORS - TYPES CP40 and CP41 
• Designed and manufactured for service life 

and performance characteristics exceeding 
MIL requirements 

• 'Impregnated with specially pro~essed mineral 
oil for characteristic E operation - Will with­
stand wide temperature variations (-55°C 
to +85°C) 

• Type CP40 has screw and nut connection on 
positive terminal, can is negative - Type 
CP41 has two solder - lug terminals, with 
capacitor section insulated from metal case 

• Hermetically sealed in metal cases, with 
threaded screw necks for mounting purpases 

• For prices on quantities from IOta 99 pieces, 
see your Sprague Industrial Distributor. 

NOTE: Capacitors listed below have a capacitance tolerance af ± 10%. For ±20% units, change 
last letter in catalog number from K to M. 

TYPE CP40 (One Terminal) TYPE CP41 (Two Terminals) 

Net Each Net Each 
Cot. No. p.F Volts Diam. x Length (1-9) p.F Volts Diam. x Length Cat. No. (1-9) 

----------------------------------------------- -----------------------------------------------
2.0 600 1 '12 x 3% CP40C2EF205K $4.619 2.0 600 1 '12 x 3% CP41 Bl EF204K $4.789 
4.0 600 1 '12 X 5 ~ CP40C2EF405K 5.554 4.0 600 1 '12 X 5 ~ CP41 B 1 EF405K 5.724 

p.F Volts L.xW.xH. 

MIL-C-25A CAPACITORS-TYPE CP53 
• Impregnated with specially processed mineral 

oil to exceed performance requirements of 
MIL-C-25A 

• Hermetically sealed, with silicane rubber com­
pression terminals 

• Drawn meta I cases have mounting flanges as 
integral part of containers 

• Single and dual capacitance units have insulated 
sections - triple capacitance units have ground­
ed cases 

• For prices on quantities fram IOta 499 pieces, 
• Rated for-55°C to +85°C operation see your Sprague Industrial Distributor. 

NOTE: Capacitars listed below have capacitance tolerances of +2D%, -10% (V) or ±10% (K). 
For ±20% units, change last letler in catalog number from K to M or V to M. 

Net Each Net Each 
Cat. No. (1-9) p.F Volts L.xW.xH. Cat. No. (1-9) 

Single Capacitance Dual Capacitance 

.05 600 J1~6 x 1 x '14 CP53B1EF503K $1.792 .05 + .05 600 J1~6 x 1 x '14 CP53B4EF503V $2.476 

.05 1000 11~6 x 1 x '14 CP53B 1 EG503K 1.840 .05 + .05 1000 J1~6 x 1 x '14 ' CP53B4EG503V 2.526 

.1 600 J1~6 x I x% CP53B1EF104K 1.849 .1 + .1 600 J1~6 x 1 x% CP53B4EF104V 2.507 

.1 1000 J1~6 x I x% CP53B1EGI04K 1.956 .1 + .1 1000 J1~6 x 1 x % CP53B4EGI04V 2.529 

.25 600 J1~6 x I x% CP53B I EF254K 1.912 .25 + .25 600 11~6 x 1 xl CP5384EF254V 2.589 

.25 1000 J1~6 x 1 x % CP5381 EG254K 2.022 .25 + .25 1000 2xl%x% CP5384EG254V 2.832 

.5 400 J1~6 x I x % CP53B1EE504K 2.019 .5 + .5 600 2xJ3Axl CP5384EF504V 2.945 
.5 600 11~6 x I x I CP5381 EF504K 2.066 .5 + .5 1000 2x2xl'1a CP5384EG504V 3.711 
.5 1000 2xl%x% CP53B 1 EG504K 2.161 1.0 + 1.0 600 2x2xl'1a CP53B4EF105V 3.487 

1.0 600 2 x 1'14 x I CP5381 EFI 05K 2.410 
1.0 1000 2x2xl'la CP5381EGI05K 2.901 Triple Capacitance 
2.0 100 2xl%x¥a CP5381EB205K 2.639 
2.0 200 2 x 2 xl CP5381 EC205K 2.895 .05 + .05 + .05 600 11~6 x 1 x% CP 5385EF 503V 2.819 
2.0 600 2x2xl'la CP5381 EF205K 3.216 .1 +.1 +.1 600 11~6 x 1 x % CP53B5EFI04V 2.876 
4.0 100 2l!2xl'1a CP5381EB405K 3.267 .5 +.5 +.5 600 2x2x1118 CP53B5EF504V 3.881 
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SECTION 1500 

SPRAGUE CAPACITORS 
TYPE CP61, CP67 

• Mineral Oil Impregnated for Minimum Capacitance Change 
with Temperature 

• Hermetically Sealed in Drawn Metal Cases 

• Have Silicone Rubber Compression Terminals for Positive 
Prevention Against Entrance of Moisture or Leakage af 
Impregnant 

• Designed and Manufactured for Service Life Beyond 
Specification Requirements 

• Units Listed are Most Popular Ratings. Complete Military 
Line Available from Sprague 

• CP61 and CP91 require separate mounting brackets. 

• CP67 and CP69 have integral channel brackets 

• For prices on quantities from 10 to 499 pieces, see your 
Sprague Industrial Distributor 

NOTE: These units have capacitance tolerances of ='= 1 0% (K) 
or +20, -10% (V). For ='=20% units, change the lasf letter 
in the catalog number from K' to M or V to M. 

"F 

.05 

.1 

.25 

.5 
1.0 

.1 +.1 

.25 + .~~ 

.5 +.5 

.05 

.1 

.25 

.5 
1.0 

.1 +.1 

.25 + .25 

.5 +.5 

.1 

.25 

.5 
1.0 

.05 

.1 

.25 

.5 
1.0 

CAPACITORS to MIL-C-25A 

600 
"600 
600 
600 
600 
600 
600 
600 

600 
600 
600 
600 
600 
600 
600 
600 

600 
600 
600 
600 

600 
600 
600 
600 
600 

CAT. NO. SIZE 

TYPE CP61 
CP61 B 1 EF503K l1io x ''M x l!11o 
CP61 B 1 EFI 04K l1io x '!IIo x 1% 
CP61 Bl EF254K l1iox'!IIoxl% 
CP61 B 1 EF504K l1io x ''M x 2 
CP61B1EF105K l1io x '!IIo x 2Y. 
CP6186EF104K l1i6 x '!IIo x 1% 
CP61 B6EF254V l1io x ''M x 2 
CP61 B6EF504V l1io x '!IIo x 23A 

TYPE CP91 
CP91 B 1 EF503K l1iox%xl!11o 
CP91 B 1 EFI 04K l1io x % x 1% 
CP91 B 1 EF254K l1io x % x 1% 
CP91 Bl EF504K l1iox%x2 
CP91B1EF105K l~ox%x2~ 
CP91 B6EFI 04V 1~0 x % x 1% 
CP91 B6EF254V l1iox%x2 
CP91 B6EF504V 1~0 x % x 2~ 

NET EA. 
(1·9) 

$1.752 
1.869 
1.920 
1.998 
2.235 
2.439 
2.580 
2.733 

Prices 
upon 

request 

TYPE CP67 Terminals oppasite channel bracket 

CP67Bl EFI 04K 1.'% x '1,i, x l!11o 2.235 
CP67B 1 EF254K 1 ~ x 'Itt x 1 Y. 2.298 
CP67B 1 EF504K 1 ~ x 41,i, X 2 2.400 
CP67Bl EFI 05K 1~ x 41,i, x 2~ 2.631 

TYPE CP69 'Terminals on same end as channel bracket 

CP69B1EF503K 1 ~ x 'Itt. x 1 ~o 2.133 
CP69Bl EFI 04K 1 ~ x 'Itt x l' 0 2.235 
CP69Bl EF254K 13A x '1,i, x 1 Y. 2.298 
CP69Bl EF504K 1~ x '1,i, x 2 2.400 
CP69Bl EFI 05K 1~ x '1,i, x 2~ 2.631 

Mounting 
Brackets* 
CAT. NO. 

CP06-FAI 
CP06-FA2 
CP06-FA3 
CP06-FA4 
CP06-FA5 
CP06-FA3 
CP06-FA4 
CP06-FA6 

CP091-FBI 
CP091-FB2 
CP091-FB3 
CP091-FB4 
CP091-FB6 
CP091-FB3 
CP091-FB4 
CP091-FB6 

Integral 
Channel 
Brackets 

Integral 
Channel 
Brackets 

*Footed Brackets are listed: for spade type change F in Catalog No. to S 

TYPE CP70 CAPACITORS to MIL-C-25A 

Char. E (E Term.) 

~ WVDC Cat. No. W x T x H 

.1 1000 CP70El EG 1 04K 1'~o x l!11o x 1% 
• 1 2000 CP70El EJI 04K 2Y. x 1'110 x 2Y • 
.25 1000 . CP70El EG254K 1''110 x l!11o x 2\4 
.25 2000 CP70El EJ254K 2Y. x 1~0 x 2Y. 
.5 600 CP70El EF504K 1'~o x l!11o x 2\4 
.5 1000 CP70El EG504K 1''110 x l!11ox 2\4 
.5 1500 CP70El EH504K 1'~o x l!11o x 2% 
.5 2000 CP70El EJ504K 2Y. xl~ox2% 
.5 2S00 CP70El EKS04K 2Y. xl~ox3% 

1.0 600 CP70El EFI 05K 1'~o x l!11o x 2\4 
1.0 1000 CP70El EG 1 OSK 1'~o x l!11o x 2% 
1.0 1500 CP70El EH 1 OSK 1'~o x l!11o x 4~ 
1.0 2000 CP70El EJI OSK 2Y. x '~o x.4~ 
1.0 2500 CP70El EKI OSK 3~ • 1~ x 3% 
2.0 600 CP70El EF205K 1'~0.I!11ox3\4 
2.0 1000 CP70El EG20SK 1'~o. l!11o x 4~ 
2.0 IS00 CP70El EH20SK 2Y. x 1~0 x 4~ 
2.0 2000 CP70El EJ205K 3~ xl \4 • 4~ 
2.0 2500 CP70El EK205K 3~ x 2\4 • 4~ 

4.0 600 CP70El EF405K 2Y. x 1~0. 3% 
4.0 1000 CP70El EG40SK 3~ x l\4x3% 
{.O 1500 CP70El EH40SK 3~ xl~x4\4 
4.0 2000 CP70El EJ40SK 3~ .2\4xSY. 
4.0 2500 CP70El EK405K 4'l10 • 3~. 4% 
6.0 600 CP70El EF605K 3~ .1\4.3% 
6.0 1000 CP70El EG60SK 3~ x 1~. 4 
6.0 1500 CP70El EH60SK 3~ • 2\4 • 4~ 
8.0 600 CP70El EF80SK 3~ xl\4x4\4 
8.0 1000 CP70El EG80SK 3~ x 1~ x 4~ 

'8.0 1500 CP70El EH805K 3~ x 2Y • • S~ 

10.0 600 CP70El EFI 06K 3~ x 1~. 4 
10.0 1000 CP70El EG 1 06K 3~ x 2\4 • 4~ 
10.0 IS00 CP70El EH106K 3~ • 3'l'io X SY. 
12.0 1000 CP70El EG 126K 3~ • 2\4 x SY. 
IS.0 1000 CP70El EG IS6K 3~ .3'110' 4~ 

COPYright 1·961, Sprague Products Company 
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• Ruggedly Constructed for Exacting Heavy-Duty 
Applications 

• Long Life and Reliable Service under High 
Ambient Temperatures 

• Impregnated with a Specially Processed Mineral 
Oil to Withstand Severe Operating Conditions 

• Char. F Units Recommended Primarily for Ground 
Equipment Where no Low Temperatures are 
Encountered 

• Terminals have Ceramic Pillar Insulators (E) or • For Prices on Quantities From 10 to 99 Pieces, 
Rubber Compression Seals (B) See Your Sprague Industrial Distributor. 

NOTE: These units have a capacitance toleranc!, of ='= 10%. For .%20% tolerance, change the 
last letter in the catalog number from K to M. 

Net Ea. Char. F (8 Term.) Net Ea. Char. E (8 Term.! Net Ea. 
(1-9) Cat. No. W x T x H (1-9) Cat. Na. W x T x H (1-9) 

$ 2.705 --- --- --- --- --- ---
4.129 --- --- -- --- -- ---
3.058 -- --- -- --- -- --
4.470 --- --- --- --- -- ---
2.919 -- --- --- --- -- ---
3.245 --- --- --- CP70B 1 EG504K 1''110 x I'M x 2\4 $ 3.108 
3.950 -- --- --- -- --- ---
4.644 -- --- -- -- --- --
6.987 --- --- --- --- -- --
3.614 --- --- --- CP70B1EF10SK 1'~o x l!11o x 2\4 3.058 
4.138 --- --- --- CP70B1EG105K 1'~o x l!11o x 2% 3.676 
4.643 --- --- --- --- --- ---
S.670 --- --- -- --- -- ---
7.970 -- --- -- --- -- ---
4.288 CP70B 1 FF20SK 1'~o x l!11o x 2% $ 3.770 CP70Bl EF20SK 1'~o x I'M x 3\4 3.963 
S.40S CP70B 1 FG20SK 1'1i6 x l!11o x 3% 4.S02 CP70Bl EG205K 1'3;10 x l!i16x 4~ 4.726 
6.S35 --- --- -- CP70Bl EH205K 2~ xl~x4~ 5.509 
6.707 -- --- -- --- --- --

12.884 --- --- --- --- --- ---
5.675 CP70Bl FF405K 2Y. .1~ox3Y. 5.2S8 CP70B 1 EF405K 2~ x l~x 3% 5.522 
6.844 CP70Bl FG40SK 2Y. xl~ox4~ 6.225 CP70B 1 EG405K 3~ xl \4 x 3% 6.383 
8.770 --- --- -- CP70Bl EH405K 3~ x 1~ x 4\4 8.202 
9.451 --- --- --- --- --- ---

17.957 --- --- -- --- -- ---
6.86S CP70Bl FF60SK 2Y. .1~ox4~ 6.231 CP70Bl EF605K 3~ xl \4 x 3% 6.S46 
8.461 CP70B 1 FG60SK 3~ xl \4 x 4~ 7.747 CP70Bl EG605K 3~ x 1~ x 4 8.130 

10.661 -- --- --- CP70B 1 EH60SK 3~ x 2\4 x 4~ 10.529 
8.424 CP70B 1 FF80SK 3~ xl\4x3% 7.7S1 CP70Bl EF80SK 3~ xl\4x4\4 8.139 
9.05S CP70Bl FG805K 3~ x 1~ x.3% 9.156 CP70Bl EG805K 3~ x 1~ x4~ 8.930 

13.066 -- --- --- CP70B 1 EH80SK 3~ x 2Y. x 5~ 12.936 

9.108 CP70Bl FFI 06K 3~ xl \4 x 4~ 8.367 CP70B 1 EFI 06K 3~ x 1~ x 4 8.781 
10.989 CP70B1FG106K 3~ x 1~ x 4~ 10.078 CP70Bl EG106K 3~ x 2\4 x 4~ 10.821 
IS.639 --- --- -- CP70B 1 EH 1 06K 3~ x 3~ X SY. 13.791 
11.888 -- --- -- CP70Bl EG126K 3~ x 2\4 x 5Y. 11.750 
13.149 --- --- -- --- -- --

REM-35-6128 All prices and sIzes sublect to change Without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
118P DIFILM® METALLIZED CAPACITORS 

• The best of their type 
which it is possible to 
produce in the present 
state of the art 

• Rated for operation at 
125°C WITHOUT VOLT­
AGE DERATING 

• Unique dual dielectric­
a combination of metal­

lized paper and of polyester film, impregnated with special high-tempera­
ture mineral waX 

• Subjected to stringent quality control during manufacture 

• Higher insulation resistance than any other metallized paper capacitors -
at 125°C, minimum product of insulation resistance and capacitance is 
10 megohm-microfarads for 200 V units or 40 megohm-microfarads for 
400 and 600 V units 

.01 

.012 

.015 

.018 

.022 

.027 

.033 

.039 

.047 

.056 
.068 
.082 

.1 

.12 

.15 

.18 

.22 

.27 

.33 

.39 

.47 

.56 

.68 

.82 

1.0 
1.5 
2.0 
3.0 
4.0 

5.0 
6.0 
8.0 

10.0 
12.0 

='=20% Tal. ='=10% Tal. 

D. X L. I :!:~ Cat. No. (1-24) I :!~~ Cat. No. . (1-24) 

200 WVDC 

.235 x 'l4 

.235 x 'l4 

.235 x 'l4 

.235 x 'l4 

.235 x 3,4 

.235 x 'l4 

.235 x 'l4 

.312x Va 

.312 x % 

.312 X Va 

.312 x % 

.312 x % 

.312 x % 

.312 xl 'Ia 

.312 x 1 'Ia 

.400 x% 

.400 x % 

.400 x 1 'Ia 

118Pl040252 

118P1540252 

118P2240252 

.400 x 1 'Ia 118P3340252 

.500 x 1 'Ia 

.500 x 1 'Ia 118P4740252 

.SOO x 1 'Ia 

.SOO x 1 'Ia 118P6840252 

.S62 x 1 'Ia 

.S62 x 1 'Ia 118Pl0S0252 

.S62 x 1 % 

.670 x 1 % 118P20S0252 

.670 x 1 % 118P3050252 

.7S0 x 1% 118P40S0252 

1.000 x 1 % 118P5050252 
1.000 x 1 Va 118P6050252 
1.000 x 1 Va 118P80S0252 
1.000 x 2% 
1.000 x 2% 

118Pl039252 
118P1239252 
118P1539252 
118P1839252 
118P2239252 
118P2739252 

118P3339252 
118P3939252 
118P4739252 
118P5639252 
118P6839252 
118P8239252 

$1.63S 118Pl049252 
118P1249252 

1.671 118P1549252 
118P 1849252 

1.671 118P2249252 
118P2749252 

1.821 118P3349252 
118P3949252 

1.926 118P4749252 
118PS649252 

2.001 118P6849252 
118P8249252 

2.151 118Pl059252 

3.891 
4.251 
5.091 

5.601 
6.021 

118P1559252 
118P20592S2 
118P30592S2 
118P40592S2 

118P50592S2 
118P60592S2 

6.681 118P80S92S2 
118Pl069252 
118P12692S2 

$1.953 
1.953 
1.953 
1.953 
1.953 
1.971 

1.986 
2.001 
2.019 
2.031 
2.067 
2.076 

2.085 
2.091 
2.121 
2.121 
2.121 
2.226 

2.227 
2.316 
2.376 
2.406 
2.451 
2.511 

2.601 
3.666 
4.341 
4.701 
5.541 

6.051 
6.471 
6.681 
8.421 
9.321 

• Capacitor sections are effectively of non-inductive construction, resulting in 
capacitors unmatched in performance quality by any other metallized 
capacitors 

• Hermetically sealed, with glass-to-metol solder-seal terminals 

• Have unusual self-healing characteristics, in the rare event of capacitor 
dielectric breakdown 

• May be used at extremely low voltages where metallized paper construc­
tion has previously been unsatisfactory 

• For complete performance characteristics, see latest issue of Engineering 
Bulletin 2211 

• For units with outer plastic insulating sleeves, change last digit of cat. no. 
from 2 to 4 and add $.075 to price. 

• Capacitors listed below are ungrounded case (insulated section) units 
without outer insulating sleeves. For information on other styles consult 
your Sprague Industrial Distributor 

• For prices on quantities from 25 to 99-9 pieces, see your Sprague Industrial 
Distributor. 

/LF 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

.47 

.68 

1.0 
1.5 
2.0 
3.0 

.01 

.015 

.022 

.033 

.047 

.068 

.1 

.15 

.22 

.33 

.47 

.68 

1.0 
1.5 
2.0 
2.5 

='=20% Tal. ='=10% Tal. 

D. xL. I ~a:~ 
Cat. No. (1-24) I E~~~ Cat. No. (1-24) 

400 WVDC 

.312 X Va 

.312 x Va 

.312 x % 

.312 x 1 'Ia 

.400 x 1 'Ia 

.400 x 1 'Ia 

.500 x 1 'Ia 

.500 x 1 'Ia 

.562 x 1% 

.562 x 1 % 

.670 x 1 % 

.670 x 1% 

118P4730452 

118Pl040452 

118P2240452 

118P3340452 

118Pl039452 
118P1539452 
118P2239452 

118P3339452 
$1.605 118P4739452 

118P6839452 

1.731 118Pl049452 
118P1549452 

1.905 118P2249452 

2.106 118P3349452 
118P4749452 
118P6849452 

.750 x 1% 118Pl050452 2.946 118Pl059452 
118P1559~52 

118P2059452 
118P3059452 

1.000 x 1 % 
1.000 x 1 % 
1.000 X 20/'a 

118P2050452 4.851 

600 WVDC 
.312 X Va 118Pl030652 
.312 x Va 
.312 x 1 'Ia 118P2230652 

.312xl'1. 

.400 x 1 'I. 118P4730652 

.400 x 1 Ya 

.500 x 1 'Ia 118Pl040652 

.562 x 1 'Ia· 118P1540652 

.562 x 1 % 118P2240652 

.562 x 1 % 118P3340652 

.670 x 1 % 118P4740652 

.670 xIV. 118P6840652 

1.000 x 1 % 118P1050652 
1.000 x 1 % 
1.000 x 2'1. 
1.000 x 2% 

1.611 118Pl039652 
118P1539652 

1.641 118P2239652 

118P3339652 
1.665 118P4739652 

118P6839652 

1.791 118Pl049652 
1.995 118P1549652 
2.166 118P2249652 

2.451 11 BP3349652 
2.676 118P4749652 
2.931 118P6849652 

3.411 118Pl059652 
118P1559652 
118P2059652 
118P2559652 

$2.019 
2.019 
2.055 

2.055 
2.055 
2.151 

2.181 
2.286 
2.355 

2.556 
2.796 
3.141 

3.396 
4.341 
5.301 
6.210 

2.061 
2.076 
2.091 

2.091 
2.115 
2.211 

2.241 
2.691 
2.616 

2.901 
3.126 
3.381 

3.861 
4.641 
5.601 
6.501 

Copyright 1961, Sprague Product. Company REM-36-6128 All prices and SIzes sublect to change Without notice. 
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SECTION 1500 

-----

SPRnGUE CnpnCITORS 
121P METALLIZED PAPER CAPACITORS 

• Designed to operate at 125°C WITHOUT 
VOLTAGE DERATING - extremely important 
In military and industrial equipment where 
higher temperatures are encountered. 

• Quality af these capacitors is surpassed only by 
Type 118P units described on opposite page. 

• High insulation resistance ~ at 85°C, minimum 
product of insulation resistance and capacitance 
is 20 megohm-microfarads. At 125°C, minimum 
praduct is 1.0 megohm-microfarads. 

• Hermetically sealed with glass-to-metal solder­
seal terminals - capacitor cases are of corro-

"=20% Tal. 

I Net 
p.F D. x L. Cat. No. Price 

150 WVDC 
. 1.5 .562 x 1 Y. 121P15501R5S2 

2.0 .562 x 1% 121P20501R552 
2.5 .562 x 1% 121P25501R5S2 li 3.0 .670 x 1% 121P30501R5S2 " 3.5 .670 x 1% 121P35501R5S2 cr 

~ 
4.0 .670 x 1% 121P40501R5S2 c 
5.0 .670 x lo/a 121P50501R5S2 0 a. 
6.0 .750 x lo/a 121P60501R5S2 " " 8.0 .750 x 2% 121P80501R5S2 :0 

10 .750 x 2% 121Pl0601R5S2 .!! 
12 1.000 x lo/a 121P12601R5S2 '0 

~ 14 1.000 x 2Ye 121P14601R5S2 
16 1.000 x 2% 121P16601R5S2 
18 1.000 x 2% 121P18601R5S2 

200 WVDC 
.047 .235 x ~ 121P47302S2 
.056 .312 x o/a 
.068 .312 x o/a 121 P68302S2 . 
.082 .312 x o/a 
.1 .312 x o/a 121Pl0402S2 
.12 .312 x o/a 
.15 .312 x o/a 121P15402S2 
• 18 .312xlY • 
• 22 .312 x lY • 121P22402S2 
.27 .400 xl Ya li .33 .400 xl. Ye 121P33402S2 " • 39 .400 xl Y • cr 

" • 47 .400 xl Y • 121P47402S2 
.. 
c 

.56 .500 xl Y. 0 a. 
.68 .500 xl Ye 121P68402S2 " 
• 82 .562 x 1 Y • " :0 

1.0 .562 x 1 Y. 121Pl0502S2 ,g 
1.5 .562 x 1% 121P15502S2 a 
2.0 .562 x lo/a 121P20502S2 < 
2.5 .670 x 1% 121P25502S2 
3.0 .670 x lo/a 121P30502S2 
3.5 .750 x lo/a 121P35502S2 
4.0 .750 x lo/a 121P40502S2 
5.0 .750 x 2Y. 121P50502S2 
6.0 .750 x 2% 121P60502S2 
8.0 1.000 x lo/a 121P80502S2 

10 1.000 x 2Ye 121Pl0602S2 
12 1.000 x 2% 121P12602S2 

400 WVDC 
.01 .235 x ~ 121Pl0304S2 
.012 .312 x o/a li .015 .312 x o/a 121P1530452 " .018 .312 x o/a cr 

" .022 .312 x o/a 121P2230452 
.. 
c 

.027 .312 x o/a 0 a. 

.033 .312 x o/a 121P3330452 " 
• 039 .312 x 1 Y • " :0 
.047 .312 x lYe 121P4730452 .!! 
.056 .312 x lYe '0 
• 068 .312 xl Y • 121P6830452 ~ 
.082 .400 x lYe 

Copyright 1961, Sprogue Products Compony 

Page 576 • The MASTER - 26th Edition 

sian resistant materials - similar in appearance 
to Type 1I8P ~ 

• May be operated at low voltages, unlike many 
other metallized capaciton. 

• For complete performance data, see latest issue 
of Engineering Bulletin 2210. 

• Capacitors listed below are ungrounded case 
!insulated section) units without outer insulating 
sleeves. For information on other styles consult 
your Sprague Industrial Distributor. 

• For prices on quantities from 25 to 999 pieces, 
see your Sprague Industrial Distributor. 

"=10% Tal. 

I Net Each 
Cat. No. (1-24) p.F D. xL. 

.1 .400 xl Ye 

121P15591R5S2 $3.186 
.12 .400 x 1% 

121P20591R5S2 3.186 
.15 .400 x 1% 

121P25591R5S2 3.501 
.18 .500 xl Ye 

121P30591R5S2 3.801 
.22 .500 xl Ye 
.27 .562 x 1% 121P35591R5S2 4.071 .33 .562 x 1% 121P40591R5S2 4.341 .39 .562 x 1% 121P50591R5S2 4.551 .47 .562 x 1% 121P60591R5S2 4.761 .56 .670 x 1% 121P80591R5S2 6.201 .68 .670 x 1% 121Pl0691R5S2 6.621 

121P12691R5S2 7.551 
.82 .670 x lo/a 

1.0 .670 x lo/a 121P14691R5S2 8.061 
121P16691R5S2 8.601 

1.5 .750 x 2% 

121P18691R5S2 9.261 2.0 1.000 x lo/a 
2.5 1.000 x 2Ye 
3.0 1.000 x 2% 

121P47392S2 3.5 1.000 x 2% 
121P56392S2 
121P68392S2 
121P82392S2 .001 .235 x ~ 
121 PI 049252 .0012 .235 x ~ 
121P12492S2 .0015 .235 x ~ 
121P15492S2 .0018 .235 x ~ 
121P18492S2 .0022 .235 x ~ 
121P22492S2 .0027 .235 x ~ 
121P27492S2 'l;; .0033 .235 x ~ 
121P33492S2 " .0039 .235 x ~ => 
121P39492S2 cr .0047 .235 x ~ 

~ 
121P47492S2 .0056 .312 x o/a c 
121P56492S2 a .0068 .312 x o/a a. 
121P68492S2 " .0082 .312 x o/a 
121P82492S2 " .01 .312 x o/a :0 
121 PI 0592S2 .!! .012 .312 x o/a 
121P15592S2 '0 .015 .312 x o/a 

~ .018 .312 x lYe 121P20592S2 
.022 .312 x lYe 121P25592S2 

121P30592S2 .027 .312 x lYe 
121P35592S2 .033 .312 x lYa 
121P40592S2 .039 .400 xl Ye 
121P50592S2 .047 .400 x 1 Ye 
121P60592S2 ,056 .400 xl Ye 
121P80592S2 .068 .400 xl Ye 
121Pl0692S2 .082 .500 x 1 Ye 
121P12692S2 .1 .500 xl Y. 

.12 .562 xl Y. 

.15 .562 x 1 Ye 
121Pl0394S2 .18 .562 x 1% 
121P1239452 li .22 .562 x 1% 
121P1539452 " .27 .562 x lo/a 
121P1839452 cr .33 .562 x lo/a ~ 
121P2239452 .39 .670 x lo/a g 
121P2739452 .47 .670 x lo/a a. 
121P3339452 " .56 .670 x lo/a 
121P3939452 " .68 .670 x lo/a :0 
121P4739452 .!! .82 .750 x2% 
121P56394S2 '0 1.0 .750 x 2% 
121P6839452 ~ 1.5 1.000 x 2Ye 
121P82394S2 2.0 1.000 x 2% 

REM·37·6128 

Net 

• For units with. outer plastic insulating sleeve, 
change last digit in cat. no. from 2 to 4 and add 
$.075 to price. 

"=20% Tal. ±10% Tal. 

I 
I Net Net Price. 

Cat. No. Price Cat. No. ea. 
121Pl0404~2 121Pl0494S2 

121P12494S2 
121P15404S2 121P15494S2 

121P18494S2 
121P22404S2 'l;; 121P22494S2 'l;; 

" 121P27494S2 " " " 121P33404S2 cr 121P33494S2 cr 
" ~ .. 

121P39494S2 c c 
121P47404S2 a 121P47494S2 a a. a. 

" 121P56494S2 " 
121P68404S2 " 121P68494S2 " :0 :0 

.!! 121P82494S2 .!! 
121Pl0504S2 '0 121Pl0594S2 '0 

~ ~ 121P15504S2 121P15594S2 
121P20504S2 121P20594S2 
121P25504S2 121P25594S2 
121P30504S2 121P30594S2 
121P35504S2 121P35594S2 

600 WVDC 
121Pl0206S2 121Pl0296S2 

121P12296S2 
121P15206S2 121P15296S2 

121P18296S2 
121P22206S2 121P22296S2 

121P27296S2 
121P33206S2 121P33296S2 

121P39296S2 
121P47206S2 121P47296S2 

121P56296S2 
121P68206S2 121P68296S2 

121P82296S2 
121Pl0306S2 121Pl0396S2 

121P12396S2 
121P15306S2 'l;; 121P15396S2 'l;; 

" 121P18396S2 " " " 121P22306S2 cr 121P22396S2 cr 
~ ~ 
c 121P27396S2 c 

121P33306S2 0 121P33396S2 a a. a. 
" 121P39396S2 " " " 121P47306S2 :0 121P47396S2 :0 
.!! 121P56396S2 .!! 

121P68306S2 '0 121P68396S2 '0 
~ 121P82396S2 ~ 

121Pl0406S2 121Pl0496S2 
121P12496S2 

121P15406S2 121P15496S2 
121P1849652 

121P2240652 121P2249652 
121P2749652 

121P3340652 121P3349652 
121P3949652 

121P4740652 121P4749652 
121P5649652 

121P6840652 121P68496S2 
121P82496S2 

121Pl0506S2 121Pl0596S2 
121P1550652 121P15596S2 
121P20506S2 121P20596S2 

All prices and sizes subiect to change without notice-
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SECTION 1 SOO 

SPRnGUE CAPACITORS 

l14P STYRACON® TUBULARS 

METAL-CLAD FILM CAPACITORS 
Polystyrene film dielectric capacitors have the lowest dielectric absorption of all 
film capacitors. The exceptionally high insulation resistance will generally exceed 

10,000,000 megohm-microfarads. They have extremely low power factor, close 
capacitance tolerance, high capacitance stability with temperature change and 

high operating temperatures. The unusual properties of these capacitors make 

them particularly suitable for circuit applications demanding such characteristics. 
All capacitors listed here are hermetically sealed in metal cases. 

tolerance 
5toO;for ±1 

Specially processed polystyrene film dielectric _ Operating temperature 
range, -55 DC to +85 DC _ High insulation resistance _ Low dielectric 
absorption (under .05%) _ High capacitance stability (less than ± .2% drift) 
_ Extremely low power foetor (high Q) _ Units listed below have capacitance 

_ Units I isted below have plastic sleeves. For plain metal case, 
change lost digit in catalog number from 4to 2 _ For complete technical data, 
refer to latest issue of Engineering Bulletin 2510 _ Prices available upon 
request 

200 WVDC 400 WVDC 600 WVDC 

pF Diem. x Length Cat. No. pF Diem. x Length Cot. No. I'F Diam. x Length Cat. No. 

.001 .235 x V. 114Pl025254 .001 .235 x V. 114Pl025454 .001 .400 x V. 114Pl025654 

.0015 .235 x V. 114P1525254 .0015 .312 x V. 114P1525454 .0015 .400 x 1 Yo 114P1525654 

.0022 .235 x V. 114P2225254 .0022 .312 x V. 114P2225454 .0022 .400 x 1 Yo 114P2225654 

.0033 .312 x V. 114P3325254 .0033 .312 x V. 114P3325454 .0033 .400 x lYo 1) 4P~325654 

.0047 .312 x V. 114P4725254 .0047 .400 x V. 114P4725454 .0047 .400 x 1 Yo 114P4725654 

.0068 .400 x V. 114P6825254 .0068 .400 xlV. 114P6825454 .0068 .400 x lYo 1) 4P6825654 .01 .400 xlV. 114Pl035254 .01 .400 xlV. 114Pl035454 

.015 .400 xlV. 114P1535254 .015 .400 x 1% 114P1535454 .01 .400 x 1% 114Pl035654 

.022 .400 x 1 '!I. 114P2235254 .022 .562 xlV. 114P2235454 .015 .400 x 1% 114P1535654 

.033 .562 xlV. 114P3335254 .033 .562 x 1% 114P3335454 .022 .562 x 1% 114P2235654 

.047 .562 x 1% 114P4735254 .047 .562 xl % 114P4735454 .033 .562 x 1 % 114P3335654 

.068 .562 x 1% 11 4P6835254 .068 .670 x 1% 114P6835454 .047 .670 x 1% 114P4735654 

.1 .670 x 1% 114Pl045254 .1 .750 x 2V. 114Pl045454 .068 .750 x 2Yo 114P6835654 .15 .750 x 2V. 114P1545254 .15 .750 x 2V. 114P1545454 

.22 .750 x 2Yo 114P2245254 .22 1.000 x 2V. 114P2245454 • 1 .750 x 2V • 114Pl045654 

.33 1.000 x 2V. 114P3345254 .33 1.000 x 2V. 114P3345454 . 15 1.000 x 2V • 114P1545654 

.47 1.000 x 2Yo 114P4745254 .47 1.000 x 2% 114P4745454 .22 1.000 x 2% 114P2245654 

111P STYRACON® BATHTUBS I'F WVDC L. x W.x H. Cat. No. I'F WVDC L. x W. x H. Cat. No. 

Some electrical characteristics as Type 114P _ Drown metal bathtub 1.5 50 2 x 1'\4 x 1 111 P7J 2.0 200 24\6 X 2\16 X 2 V. 111P16J 

cases • Listed units have capacitance tolerance of ± 5%. For 
2.0 50 2 x 2 x 1\4 111 P8J .68 400 2 x 2 x 1\4 111 P17J 
3.0 50 2 x 2 X lV2 111 P9J 1.0 400 2 x 2 X lV2 111 P18J 

± 20%, change lost letter in catalog num ber from J to M; for 5.0 50 24\6 x 2\16 x 2V. 111 Pl0J 1.5 400 24\, x 2\1, x 2 V. 111 P19J 
± 10% change to K; for ± 2% change to G; for ± 1 % change 1.0 100 2 x 1'\4 x V. l11Pl1J .33 600 2 x 1'\4 x 1 111 P20J 

2.0 100 2 x 2 x lV2 111 P12J 
to F _ For complete technical data, refer to latest issue of Engineer- 3.0 100 24\, x 2\1, x 2 V. 111 P13J .47 600 2 x 2 xlV. 111 P21J 

.68 200 2 x 1'\4 x 1 l11P14J .68 600 2 x 2 x lV2 111 P22J 
ing Bulletin 2510 _ Prices·available upon request. 1.0 200 2 x 2 x 1\4 111 P15J 1.0 600 24\, x 2\1, x 2 V. 111 P4J 

l39P FILMITE 'F' TUBULARS 
For circuit applications requiring constant capacitance with varying tempera­
tures • Practically zero capacitance change at temperatures from -10 DC 
to +85 Dc. May be operated at + 125 DC with not more than 2.5% capaci­
tance change _ Operating temperature: -55DC to + 125 DC _ Insulation 

resistance and dielectric a bsorption characteristics approach those of poly 
styrene capacitors _ Listed units have capacitance tolerance of ±5%. For 

± 20% change 8th digit in catalog number from 5 to 0; for ± 10%, change to 
9; for ± 2%, change to 2 _ For complete technical data, refe~ to latest issue 
of Engineering Bulletin 2560 _ Prices available upon request. 

200 WVDC 400 WVDC 

I'F Diem. x· Length Cot. No. I'F Diem. x Length 

.001 .235 x '\4 139Pl025254 .001 .235 x '\4 

.0015 .235 x '\4 139P1525254 .0015 .235 x '\4 

.0022 .235 x '\4 139P2225254 .0022 .312 x V. 

.0033 .312 x V. 139P3325254 .0033 .312 x V. 

.0047 .312 x V. 139P4725254 .0047 .312 x V. 

.0068 .312 x V. 139P6825254 .0068 .312 xl 

.01 .312 x 1 139Pl035254 .01 • 400 x v • 

.015 .400 x V. 139P1535254 .015 .400 x 1 

.022 .400 x 1 139P2235254 .022 .400 x 1\4 
• 033 .400 x 1\4 139P3335254 .033 .562 xiV • 
.047 .500 xiV. 139P4735254 .047 .562 x 1\4 
• 068 .562 xiV • 139P6835254 .068 .670 x 1% 
.1 .670 x 1% 139Pl045254 .1 .750 x IV. .15 .750 x IV. 139P1545254 
.22 .750 x 2Yo 139P2245254 .15 .750 x 2V. 
.33 1.000 x 1 V. 139P3345254 .22 1.000 x IV. 
.47 1.000 x 2% 139P4745254 .33 1.000 x 2% 

l40P FILMITE "F' BATHTUBS 
Some electrical characteristics as Type 139P • Drown metal bathtub cases 
_ Listed units have capacitance tolerance of. ±5%. For ±20%,change lost 
letter in catalog number from J to M; for ± 10% change to K; for ±2% 
change to G; for ± 1 % change to F • For complete technical data, refer to 
latest issue of Engineering Bulletin 2560 _ Prices available upon request. 

pF 

.68 
1.0 
.47 
.68 

1.0 
.33 
.47 
.68 

1.0 

Copyright 1961, Sprague Products Company REM-38-6128 
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Cat. No. 

139Pl025454 
. 139P1525454 

139P2225454 
139P3325454 
139P4725454 
139P6825454 
139Pl035454 
139P) 535454 
139P2235454 
139P3335454 
139P4735454 
139P6835454 
139Pl045454 
139P1545454 
139P2245454 
139P3345454 

WVDC 

200 
200 
400 
400 
400 
600 
600 
600 
600 

I'F 

.001 

.0015 

.0022 

.0033 

.0047 

.0068 

.01 

.015 

.022 

.033 

.047 

.068 
• 1 
.15 
.22 

600 WVDC 

Oi am. x Length 

.235 x '\4 

.312 x V. 

.312 x V. 

.312 x V. 

.312 x 1 

.400 x 1 

.400 x lYo 

.400 x 1% 

.562 x 1 Yo 

.562 x 1% 

.670 x 1% 

.750 x 1 V. 

.750 x 2V • 
1.000 x 1 V. 
1.000 x 2% 

L. x W. x H. 

x 2 xl 
x2 xlV:. 
x 2 xl 

2 x2 xlV:. 
24\, x 2\1, x 1 '\4 
2 x 2 xl 
2 x2 xlV2 
24\, x 2\16 x 1 '\4 
24\, x 2\1, x 2V. 

Cat No. 

139Pl025654 
139P1525654 
139P2225654 
139P3325654 
139P4725654 
139P6825654 
139Pl035654 
139P1535654 
139P2235654 
139P3335654 
139P4735654 
139P6835654 
139Pl045654 
139P1545654 
139P2245654 

Cat. No. 

140P1J 
140P2J 
140P3J 
140P4J 
140P5J 
140P6J 
140P7J 
140P8J 
140P9J 

All prices and sizes subiect to change without notice. 
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SECTION 1500 

SPR~GUE C~P~CITORS 
FILM CAPACITORS, continued 

127P FILMITE 'E' TUBULARS 

Operating temperature range, -55°C to +150°C • Even at 150°C, 
insulation resistance Is higher than that of best paper capacitors • These 
capacitors use polyester-film dielectric • Dissipation factor will not exceed 

1.3% • Extended foil construction for low series resistance • For complete 
technical data, refer to latest Issue of Engineering BulleHn 2410 • For prices 
on quantities from 10 to 499 pieces, see your Sprague Industrial Distributor 
• Dimensions shown are for units with sleeves, for plain cases, subtract 
11\6' from length and .032' from diameter. 

=20% Cap. Tol. =10% Cap. Tal. 
Size Plain Case w /plastic sleeve Plain Case w /plasHc sleeve p.F WVDC D. x L. Net (1-9) Net (1-91 Net (1-9) Net (1-9) 

Cat. No. Cat. No. Cat. No. Cat. No. ea. ea. ea. ea. 

.0068 200 .235 x 1~6 127P68202S2 $3.156 127P68202S4 $3.316 127P68292S2 $3.472 1271>,6829254 $3.648 
.01 200 .235 x 1~6 127Pl0302S2 3.312 127Pl0302S4 3.472 127Pl0392S2 3.642 127Pl0392S4 3.819 
.015 200 .235 x 1~ 127P15302S2 3.340 127P15302S4 3.500 127P15392S2 3.674 127P15392S4 3.850 
.022 200 .235 x 1~ 127P22302S2 3.352 127P2230254 3.512 127P22392S2 3.687 127P22392S4 3.863 
.033 200 .312 x 1~6 127P33302S2 3.3i18 127P33302S4 3.54B 127P33392S2 3.727 127P33392S4 3.903 
.047 200 .312 x 1~ 127P47302S2 3.436 127P47302S4 3.596 127P47392S2 3.780 127P47392S4 3.956 
.068 200 .312 x 1~ 127P68302S2 3.484 127P68302S4 3.644 127P68392S2 3.832 127P68392S4 4.008 
.1 200 .400 x 1~6 127Pl0402S2 3.496 127Pl0402S4 3.656 127Pl0492S2 3.846 127Pl0492S4 4.022 
.15 200 .400 x 111\6 127P15402S2 3.688 127P15402S4 3.848 127P15492S2 4.057 127P15492S4 4.233 
.22 200 .400 xl~ 127P22402S2 3.924 127P22402S4 4.084 127P22492S2 4.316 127P22492S4 4.492 
.33 200 .400 x 1~ 127P33402S2 4.172 127P33402S4 4.332 127P33492S2 4.589 127P33492S4 4.765 
• 47 200 .562 x lY • 127P47402S2 4.392 127P4740254 4.552 127P47492S2 4.831 127P47492S4 5.007 
.6ft 200 .562 x 1% 127P68402S2 4.804 127P68402S4 4.964 127P68492S2 5.284 127P68492S4 5.460 

1.0 200 .562 x 1¥. 127Pl0502S2 5.344 127Pl0502S4 5.504 127Pl0592S2 5.878 127Pl0592S4 6.054 

141P FILMITE 'G' TUBULARS 

TFE fluorocarbon film dielectric. Operating temperature range, -55°C to 
+200 0 C • Unusually high insulation resistance (In excess of 100,000 
megohm-microfarads at 25°C) • Low dielectric absorption. Low dissipation 
factor (less than .02%) • Excellent humidity resistance • Small capacitance 

change with temperature. Units listed below have capacitance tolerance of 
= 10%. For =20%, change 8th digit in catalog number from 9 to 0; For 
=5% change to 5; For =2% change to 2; For = 1 % change to 1 • Units 
listed below have plastic insulating sleeves. For plain metal case, change last 
digit in catalog number from 4 to 2 • For complete technical data, refer to 
latest issue of Engineering Bulletin 2610 • Prices available upon request. 

I'F Diam. x Length Cat. No. I'F Diam. x Length Cat. No. I'F Diam. x Length Cat. No. 

200 WVDC 400 WVDC .0047 .400 x 1~ 141 P47296S4 
.0056 .400 x 1~ 141 P56296S4 

.0015 .235 x 1~6 14IP15292S4 .1 .670 l< l¥a 141 PI 0494S4 .0068 .400 x 1~ 141 P68296S4 

.0039 .312 x 1~ 141 P39292S4 .12 .750 x 2!18 141 PI 2494S4 .0082 .400'1 I~ 141 P82296S4 

.0047 .312 x 1~ 141 P47292S4 .15 .750 x 2!18 14 1 PI 5494S4 .01 .400 x I~ 14. PI0396S4 

.0082 .400 x 1~ 141 P82292S4 .18 1.000 x I ¥a 141 PI 8494S4 .012 .400 x I~ 141 PI 239654 

.01 .400 x 1~ 141PI0392S4 .22 1.000 x I ¥a 141 P2249454 .015 .400 l< I~ 141 PI539654 

.012 .400 x 1~6 141 PI 239254 .27 1.000 x 2% 14 t P2749454 .018 .562 x 1!18 141 PI 8396S4 

.015 .400 x 1~6 141 PI 539254 .33 1.000 x 2% 14IP3349454 .022 .562 x 1!18 141 P22396S4 

.018 .400 x I~ 141 PI 8392S4 600 WVDC .027 .562 x I 'A t .oil P27396S4 

.022 .400 x 1~6 141 P22392S4 .033 .562 x 1'110 141 P33396S4 

.027 .562 x 1!18 141 P2739254 .001 .235 x 1~ 141 PI 029654 .039 .562 x I Y:t 141 P39396S4 

.033 .562 x 1!18 141 P33392S4 .0012 .312 x 1~ 141 PI 2296S4 .047 , .562 x I Y:t 141 P47396S4 

.039 .562 x 1'110 141 P39392S4 .0015 .312 x 1~ 14IP1529654 .056 .562 x l¥a 14IP56396S4 

.047 .562 l< I 'A 141P47392S4 .0018 .312 x 1~ 141 PI 8296S4 .068 .562 x l¥a 141 P68396S4 
.• 056 .562 x IY:t 141 P56392S4 .0022 .312 x 1~ 141P2229654 .082 1.000 x I ¥a 141 P82396S4 

.068 .562 x IY:t ,41P68392S4 .0027 .312 x 1~, 141 P2729654 .1 1.000 x l¥a 14IPI0496S4 

.082 .562 l< l¥a 141P82392S4 .0033 .312 x 1~ 14IP33296S4 .12 1.000 x 2% 141 PI 249654 

.1 .562 x l¥a 141PI0492S4 .0039 .400 x 1~ 14IP39296S4 .15 1.000 x 2% 141 PI 5496S4 

142P FILMITE 'G' OVALS p.F WVDC W. x T. x H. Cat. No. 

Same electrical characteristics as Type 141 P. Drawn, metal oval cases .68 200 2%:1 x i?i6 x 2Ye 142PlJ 
• Listed units have capacitance tolerance of =5%. For = 20%, change last 1.0 200 2%:1 x l?i6 x 2% 142P2J 

letter In catalog number from J to M; for = 10% change to K; for =2% .68 400 2%:1 x l?i6 x 2Y2 142P3J 
1.0 400 2%:1 x 1~ x 3% 142P4J 

change to G; for = 1 % change to F • For complete technical data, refer to .33 600 2%:1 x l?i6 x 2% 142P5J 
latest Issue of Engineering Bulletin 2610 • Prices available upon request. .47 600 2%:1 x l?i6 x 3Y2 142P6J 

Copyright 1961, Sprague Products Company REM·39·6128 All prices and sizes subjed to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
TYPE l02P,103P 'THRU-PASS' CAPACITORS 

• Designed for Radio Interference 
Reduction in Radar and Communica­
tion Equipment 

• Performance Closer to That of 
Theoretically Ideal Capacitor than 
Any Other Paper Capacitor Ever 
Made 

• Three-Terminal Feed-Thru Design -
Connect in a Circuit in Same Manner 
as Low-Pass Filter 

• Hermetically Sealed, with Glass-to­
Metal Solder-Seal Terminals 

• Impre~nated with Vitamin Q, for 
High Insulation Resistance and Mini-

mum Capacitance Change with Tem­
perature 

• Type 102P is Designed for Opera­
tion from -55°C to +85°C; Type 
103P for -55°C to + 125°C 

• Capacitors listed below have wire 
leads. For tab terminals, which are 
also available, see your Sprague 
Industrial Distributor. 

• For complete technical data, refer to 
latest issue of Engineering Bulletin 
8015 

• Prices available upon request 

Size Catalog Number Size Catalog Number 
p,F 

.001 

.0047 

.01 

.047 

.1 

.22 

.33 

.47 

.68 
1.0 

.001 

.0047 

.01 

.047 
• 1 
• 22 
.33 
.47 
.68 
1.0 

.001 

.0047 

.01 

p,F 

.01 

.015 

.02 

.022 

.03 

.033 

.039 

.047 

.051 

.056-

.062 

.082 

Diam. x Length 85°C 125°C p,F Diem. x Length 85°C 125°C 

100 WVDC 300 WVDC (Continued) 

.400 x * 102PIOI 103PIOI .047 .400 x 1'1, 102Pll8 103PI18 

.400 x * 102PI06 103P106 .1 .400 x I ¥, 102PI23 103P123 

.400 x * 102Pll I 103PIII .22 .562 x 1* 102PI28 103P128 

.400 x * 102Pll6 103P116 .33 .562 x I ¥a 102PI33 103PI33 
-.400 x ¥a 102PI21 103P12l .47 .670 x 1 ¥a 102PI38 103P138 
.400 x 1* 102PI26 103PI26 .68 .750 x 2'1, 102P143 103P143 
.562 x 1'1, 102PI31 103P13l 400 WVDC 
.562 x 1* 102PI36 103PI36 

.001 .400 x * 102PI04 103P104 .562 x I ¥a 102PI4l 103P141 
.670 x I ¥a 102PI46 103P146 .0047 .400 x 3,'4 102P109 103Pl09 

.01 .400 x 3,'4 102Pl14 103PI14 
200 WVDC .047 .400 x l¥a 102Pll9 103Pl19 

.400 x * 102PI02 103Pl02 .1 .562 x 1'1, 102PI24 103P124 

.400 x * 102Pl07 103Pl07 .22 .562 x 1 ¥a 102P129 103P129 

.400 x * 102P112 103P112 .33 .670 X I ¥a 102P134 103P134 

. 400 x ¥a 102P117 103PI17 .47 .750 x 2'1 • 102P139 103P139 

.400 x 1'1 • 102P122 103PI22 .68 .750 x 2* 102P144 103P144 

.562 x 1 'I • 102PI27 103PI27 600 WVDC 

.562 x lo/a 102PI32 103PI32 3,'4 102PI05 103PI05 .562 x 1 ¥a 102PI37 103PI37 .001 .400 x 

.670 x I ¥a 102PI42 103P142 .0047 .400 x * 102Pli0 103PllO 

.750 x 2'1. 102P147 103PI47 .01 .400 x * 102PI15 103PI15 
.047 .400 x 1 * 102P120 103PI20 

300 WVDC .1 .562 x 1 * 102P125 103P125 
.400 x * 102P103 103P103 .22 .670 x 1 f • 102PI30 103P130 
.400 x * 102P108 103P108 .33 .750 x 2'1. 102P135 103PI35 
.400 x * 102PI13 103PI13 .47 .750 x 2* 102P140 103P140 

TYPE 65P PROKAR@ MOLDED TUBULARS 

WVDC Diam. 

200 .175 
200 .195 
200 .250 
200 .250 
200 .250 
200 .250 
200 .375 
200 .375 
200 .375 
200 .375 
200 .375 
200 .375 

• For Applications Requiring Small Paper 
Capacitors for Continuous Operation at 
High Temperatures' 

• No Voltage Derating Required for 
125°C Operation 

• Impregnated with an Exclusive Sprague 
Organic Material which Polymerizes to 
Form a Solid Capacitor Section 

• Sections Molded in Mineral-Filled High-

Cat. No. Net (1.24) ea. p,F WVDC 

65PI0352 $ .90 .091 200 
65P15352 .90 .1 200 
65P20352 1.20 .001 300 
65P22352 1.20 .0015 300 
65P30352 1.20 .002 300 
65P33352 1.20 .0039 300 
65P39352 1.50 .0047 300 
65P47352 1.50 .0051 300 
65P51352 1.50 .0056 300 
65P56352 1.50 .0068 300 
65P62352 1.50 .0082 300 
65P82352 1.50 .0091 300 

Temperature Plastic - All cases are 
11;16" long 

• Capacitance Tolerance-of these Capac­
itors is ±5% 

• For complete technical data, refer to 
latest issue of Engineering Bulletin 2100. 

• For prices on quantities from 25 to 499 
pieces, see your Sprague Industrial 
Distributor. 

Diam. Cat. No. Net (1.24) ea. 

.375 65P91352 1.50 

.375 65Pl0452 1.50 

.175 65PI0253 .90 

.175 65PI5253 .90 

.175 65P20253 .90 

.175 65P39253 .90 

.175 65P47253 .90 

.175 65P51253 .90 

.175 65P56253 .90 

.175 65P68253 .90 

.195 65P82253 .90 

.195 65P91253 .90 
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SECTION 1500 

SPRAGUE CAPACITORS 
DIFILM® BLACK BEAUTY® MOLDED TUBULARS 

• Developed .especiallyfor long life under 
high humidity and temperature operating 
conditions 

• Dual dielectric (Mylar®-paper) combines 
best features of both Mylar® polyester­
film and paper capacitors 

• Exclusive HCX® solid impregnant con­
struction produces rock-hard capacitor sec­
tion 

• Won't leak or drip 

LOOK FOR THE RED MARKINGS 
ON THE BLACK CASE 

• No derating for 10SoC operation 

• Mica-filled, non-flammable molded case. Won't 
crack when dropped; soldering won't harm it 

• Every capacitor marked twice. No twisting the 
case to read ratings 

• Also Available in handy Sprague Kleer Paks 

• Capacitance Tolerance: ± 10% from .001 p.F up 
Except 2TM·MI =20% 

The World's Best Molded Tubular at No Extra Cost! 
p.F O. x L. Cat. No. Net p.F O. x L. Cat. No. Net p.F O. x L. Cat. No. Net 

200 WVDC 400 WVDC (Cont.) 600 WVDC (Cont.) 
.04 'il6 x I Y-4 4TM·S40 $.18 

.02 %xlY-4 2TM·S20 $.15 .047 'il6 x I Y-4 4TM·S47 .18 .0022 ~6 xl 6TM-022 $.15 

.022 %xlY-4 2TM-S22 .15 .05 'il6 x I Y-4 4TM-S50 .18 .0025 ~6 x I 6TM-025 .15 

.047 'il6xlY-4 2TM-S47 .15 .068 -Y2xlY2 4TM-S68 .21 .003 ~6 x I 6TM-030 .15 

.05 'il6X 1 Y-4 2TM-SsO .15 
'.1 Y2xl'/2 4TM-PIO .21 .0033 ~x 1 6TM-033 .15 

.1 Y2xl!12 2TM-PIO .21 .15 o/a x His 4TM-PIs .24 .004 % x JlA 6TM-040 .15 

.15 Y2xlY2 2TM-PI5 .21 .2 o/a x 1% 4TM-P20 .27 .0047 % x l'A 6TM-047 .15 

.22 o/axl% 2TM-P22 .24 
.22 o/axl% 4TM-P22 .27 .005 % x l'A 6TM-OsO .l5 .25 o/a.x 1% 2TM-P25 .24 .25 % x 2Y-4 4TM-P25 .30 

.47 % x 2'A 2TM-P47 .36 .47 % x 2Y-4 4TM-P47 .45 .006 % x lY-4 6TM-060 .15 

.5 % x 2Y-4 2TM-P50 .36 .0068 % x l'A 6TM-068 .18 
.5 % x 2Y-4 4TM-PsO .45 .008 % x l'A 6TM-080 .18 

1.0 % x 2Y-4 2TM-Ml .63 1.0 1 x 2'/2 4TM-MI .75 
.01· % x I'A 6TM-SIO .18 

400 WVDC 600 WVDC .015 % x IY-4 6TM-SI5 .18 
.02 ~x I'A 6TM-S20 .18 

.0001 ~6 x I 6TM-TlO .15 
.01 % x I'A 4TM-SIO .15 .00025 ~6 x I 6TM-T25 .15 .022 'il6 x I 'A 6TM-S22 .18 
.015 % x IY-4 4TM-SI5 .15 .0004 ~6 x I 6TM-T40 .15 .03 'lI6 x I Y-4 6TM-S30 .21 
.02 % x IY-4 4TM-S20 .15 .0005 ~6 x I 6TM-T50 .15 .033 'lI6 x I 'A 6TM-S33 .21 

.022 % x I 'A 4TM-S22 .18 .001 ~6 x I 6TM-Ol0 .15 .035 ~ x I'A 6TM-S35 .21 
.025 'il6 x I 'A 4TM-S25 .18 .0015 ~6 x I 6TM-OI5 .15 .04 Y2xlY2 6TM-S40 .21 
.03 'il6 x I Y-4 4TM-S30 .18 .002 ~6 xl 6TM-020 .15 .047 Y2xlY2 6TM-S47 .24 
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SECTION 1500 

DIFILM BLACK BEAUTY MOLDED TUBULARS, continued 
p,F D. x l. Cat. No. Net p,F D. x l. Cat. No. Net p,F D. x l. Cat. No. Net 

600 WVDC (Cont.) 1000 WVDC 1000 WVDC (Cont.) 
.05 Vl x I!h 6TM·S50 $.24 .0005 ~6 x I IOTM·T50 $ .30 .01 ;;16 x 1!4 10TM·SIO $ .30 
.06 V2xlVl 6TM·S60 .24 .001 , ~6 x I I OTM·DI 0 .30 .015 VlxlVl IOTM·SI5 .30 
.068 VlxlVl 6TM·S68 .27 .0015 ~6 x I I OTM·DI 5 .30 .02 %XIVl IOTM·S20 .30 
.1 ¥a x I'l'a 6TM·PIO .27 .002 % x 1!4 IOTM·D20 .30 .on VlxlVl IOTM·S22 .30 
.15 ¥axl¥. 6TM-PI5 .30 .0022 % x 1!4 IOTM·D22 .30 .03 ¥axl¥. IOTM·S30 .30 
.2 3A x 2!4 6TM-P20 .39 

.003 % x 1!4 IOTM·D30 .30 .035 ¥axl¥. IOTM·S35 .30 .22 * x 2!4 6TM·P22 .42 
.25 * x 2!4 6TM·P25 .45 .004 % x 1!4 IOTM·D40 .30 .047 ¥a x I'l'a IOTM·S47 .36 

.47 I x 2Vl 6TM·P47 .75 .0047 % x 1!4 10TM·D47 .30 .05 ¥axl¥' IOTM-S50 .36 

.5 Ix2% 6TM·P50 .75 .005 % x,l!4 IOTM·D50 .30 .068 ¥a x I¥. IOTM·S68 .42 
1.0 Ix2% 6TM-MI 1.05 .0068 % x 1!4 IOTM·D68 .30 .1 3A x 2!4 IOTM-Pl0 .45 

MINERAL-OIL BLACK BEAUTY® MOLDED TUBULARS 
• Similar in appearance to Difilm Black Beauty Capacitors except all paper dielectric, impregnated with mineral oil for best 

high voltage performance. Maximum Operating Temperature: 85°C 

p,F D. x l. Cat. No. Net p,F D. x l. Cat. No. Net p,F D. x l. Cat. No. Net 

1600 WVDC (Buffer) .0068 VlxlV2 MB·D68 .39 6000 WVDC 

.0005 % x 1!4 MB·T5 .39 
.007 VlxlVl MB·D7 .39 

.001 % x 1!4 MB·DI .39 .0075 %XIVl MB.D75 .39 .0005 VlxlVl TVM·356 .81 

.0015 % x 1!4 MB·D15 .008 %XIVl MB·D8 .39 .001 VlxlVl TVM·216 .81 
.39 .005 ¥axl¥. TVM·256 .81 

.002 % x 1!4 MB·D2 .39 .01 %XIVl MB-SI .42 
.0022 % x 1!4 MB·D22 .39 .015 ¥a x I'l'a MB·SI5 .42 10,000 WVDC 
.003 ~6xl!4 MB·D3 .39 .02 ¥a x l'l'a MB·S2 .42 
.0033 ~6 x 1!4 MB·D33 .39 .022 Sfaxl¥. MB·S22 .42 .0005 ¥a x I'l's TVM-351 .90 
.004 ~6xl!4 MB.D4 .39 .03 ¥axl'l'a MB·S3 .42 
.0047 ~6 x 1!4 MB-D47 .39 .04 ¥axl¥. MB-S4 .42 12,500 WVDC 
.005 '116 x 1!4 MB·D5 .39 .05 * x 2Va "TR-15 .42 
.006 VlxlVl MB·D6 .39 2 x .015 * x 2 *TR-215 .48 .000;25 ¥axlVs 12TVM·325 1.02 

*Supplied in waxed cardboard units 

AUTOCON® MOLDED TUBULAR CAPACITORS 
• Generous I" lead lengths Make Autocons • Autocons Have High Insulation Resistance, 

Universal Replacements For All Single Ended low Power Factor, and a Flat Temperature. 
Original Equipment Types Used on Printed Capacitance Curve 

Wiring Boards • Impregnated with HCX®, an Exclusive Solid 
Dielectric Material 

• Pre·molded Thermosetting Plastic Shell wit" • "Standoff" Feet Prevent Dust and Moisture 
Plastic Resin Endseal for Humidity Protection, Traps. Also Prevent Printed Wiring Board 
Outside Foil Identified by Index Key Shorts 

p,F WVDC Diam. length Cat. No. Net IJ.F WVDC Diam. length Cat. No. Net 

.001 200 % 1% 2SE.Dl0 $.18 .015 400 % 1% 4SE·SI5 $.18 

.0015 200 % 1% 2SE·DI5 .18 .022 400 116 1% 4SE·S22 .21 
.0022 200 % 1% 2SE-D22 .18 .033 400 '116 1'/a 4SE-S33 .21 
.0033 200 % 1% 2SE-D33 .18 .047 400 Vl 1 Vl 4SE-S47 .21 
.0047 200 % 1% 2SE·D47 .18 .068 400 Vl' IVl 4SE-S68 .24 
.0068 200 % 1% 2SE-D68 .18 

¥a I¥. .01 200 % 1% 2SE-Sl0 .18 .1 400 4SE-PIO .27 

.015 200 % 1% 2SE·SI5 .18 
.15 400 ¥a 1 Va 4SE-PI5 .30 

.022 200 % 1% 2SE-S22 .21 
.22 400 ¥a I¥. 4SE-P22 .33 
.33 400 * I¥. 4SE-P33 .39 .033 200 % 1% 2SE-S33 .21 .001 600 % 1% 6SE-Dl0 .18 

.047 200 '116 1% 2SE-S47 .21 .0015 600 % 1 'Va 6SE-DI5 .18 
.068 200 ~6 1% 2SE-S68 .21 .0022 600 % 1% 6SE-Dn .18 
.1 200 Vl IVl 2SE-PIO .24 .0033 600 % P/a 6SE-D33 .18 
.15 200 Sfa l'l'a 2SE-PI5 .27 .0047 600 % 1% 6SE-D47 .18 
.22 200 ¥a I¥. 2SE·P22 .30 .0068 600 % 1% 6SE-D68 .18 
.33 200 Sfa I¥. 2SE-P33 .33 
.47 200 * I¥. 2SE-P47 .39 .01 600 % 1% 6SE·SIO .21 
.001 400 % 1% 4SE-DIO .18 .015 600 ~6 1% 6SE·SI5 .21 
.0015 400 % 1% 4SE·DI5 .18 .022 600 ~6 1% 6SE-S22 .24 
.0022 400 % 1% 4SE·D22 .18 .033 600 Vl 1 Vl 6SE-S33 .24 
.0033 400 % 1% 4SE·D33 .18 .047 600 Vl lVl 6SE-S47 .27 
.0047 400 % 1% 4SE·D47 .18 .068 600 ¥a 1 Va 6SE-S68 .30 
.0068 400 % 1% 4SE·D68 .18 .1 600 Sfa I¥. 6SE-PIO .33 
.01 400 % 1% 4SE-SIO .18 .15 600 * I Va 6SE-PI5 .36 
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SECTION 1500 

SPRAGUE CAPACITORS 
DIFILM® ORANGE DROp® DIPPED TUBULARS 

• Especially Made for Exact, Original Replacement 

• Dual Dielectric (Mylar®-paper) Solidly Impregnated With 
Exclusive HCX® - Produces Rock-Hard Capatitor Section 

/-IF D. x L. Cat. No. Net 

200 VOLTS D-C 

.02 ¥ax% 2PS·S20 $.15 

.022 2%. x "Va 2PS·S22 .15 

.047 2,%. x % 2PS·S47 .15 

.OS '%2 x % 2PS·S50 .15 
.1 3",. x 13A6 2P5-PIO .21 
.15 ~6 x 13A6 2PS·PI5 .21 
.2 ''¥,n x I ~6 2PS·P20 .24 
.22 3,%. x 1~6 2PS·P22 .24 
.25 o/a x 1~6 2PS·P2S .24 
.33 o/a x lo/a 2PS·P33 .30 
.47 '%. x lo/a 2PS·P47 .36 
.S 2%2 x lo/a 2PS·P50 .36 

400 VOLTS D-C 

.01 l~x '\oi6 4PS·SIO .15 
.015 2'%4 x '\oi6 4PS·SI S .15 
.02 '~x % 4PS·S20 .15 
.022 2~X % 4PS·S22 .18 
.02S 'li6 x.% 4PS·S25 .18 
.03 2~X % 4PS·S30 .18 
.033 '%:/ x % 4PS·S33 .18 
.04 2~ x 13A6 4PS·S40 .18 
.047 29", x 13A6 4PS·S47 .18 
.OS 2,%. x J3A6 4PS·SSO .18 
.OS6 3",. x 13A6 4PS·SS6 .21 
.068 3%. x 13A6 4PS·S68 .21 
.07S 3%. x 13A6 4P5-S7S .21 
.1 3~X 13A6 4PS·PIO .21 
.IS 3~ x 1~6 4PS·PIS .24 
.2 ''¥,n x I o/a 4PS·P20 .27 
.22 3~ x 1% 4PS·P22 .27 
.2S ''''' x I o/a 4PS·P25 .30 

600 VOLTS D-C 

.001 2",. x ''A6 . 6PS·DIO .IS 

.0012 2"" x ''A6 6PS·DI2 .15 

.OOIS 2",. x ''A6 6PS·DIS .IS 

.0018 2"" x '\oi6 6P5-D18 .IS 

.002 2"" x ''A6 6PS·D20 .15 

.0022 2",. x ''A6 6PS·D22 .IS 

.0025 2"" x ''A6 6P5-025 .15 

.0027 '~x ''A6 6PS·D27 .15 

.003 ,~x 'Y16 6PS·030 .15 

.0033 2%. x '\oi6 6P5-033 .IS 

• Outperforms Any Other Dipped Tubular Capacitor 

• Crimped Wire leads for Correct Spacing When Mounted 
On Printed Wiring Boards. 

• Voltage Ratings From 200 VDC to 1000 VDC 

• Outside Foil on All Units Identified by Black Striping 

• Double Dipped in Bright Orange Epoxy Resin - Beats 
Heat and Humidity 

• Won't leak or Drip 

• Also Available in Handy Sprague Kleer-Pak® Boxes 

/-IF D. x L. Cat. No. Net 

600 VOLTS D-C (cont.) 

.0039 ¥a x '\oi6 6PS·D39 $.15 
.004 ¥a x 'Yl6 6PS·D40 .15 
.0047 2%. x '\oi6 6PS·D47 .15 
.005 2%4 x '\oi6 6PS·DSO ;15 
.0056 2%4 x '\0i6 6PS·D56 .15 
.006 '%2 x 'Y16 6PS·D60 .15 
.0068 '%2 x ''A6 6PS·D6S .18 
.0075 2%4 x % 6P5-D75 .IS 
.008 2%, x % 6PS·DSO .IS 
.0082 ¥ax% 6P5-DS2 .IS 
.01 2%. x % 6P5-S10 .IS 
.012 2%4 x % 6PS·SI2 .18 
.015 2~X % 6P5-S15 .18 
.02 3""x % 6P5-S20 .18 
.022 31M x % 6P5-S22 .18 
.025 '*:!x % 6PS·S25 .21 
.027 ~ x 13A6 6P5-S27 .21 
.03 ~6 x 13A6 6P5-S30 .21 
.033 '%:/ x J3A6 6P5-S33 .21 
.035 '%:/ x 13A6 6PS·S35 .21 
.039 3"" x 13A6 6PS·S39 .21 
.04 Y2 x PA6 6PS·S40 .21 
.047 '*:! x 13A6 6PS·S47 .24 
.OS '*:! x PA6 6PS·SSO .24 
.056 3%4 x 13A6 6PS·SS6 .24 
.06 9A6 x 13A6 6P5-S60 .24 
.068 3~ x 13A6 6P5-S68 .27 
.07S 9A6 x 1~6 6PS·S7S .27 
.082 3~ x 1~6 6PS·S82 .27 
.1 o/a x 1~6 6PS·PIO .27 
.IS '%4 x 1% 6PS·PIS .30 
.2 %xl% 6PS·P20 .39 
.22 2%:/ x 1% 6P5-P22 .42 
.2S '3A6 x 1% 6PS·P2S .4S 

1000 VOLTS D-C 

.001 2"" x 'Y16 10PS·DIO .30 

.0015 l~x '\0i6 10PS·DIS .30 

.002 ¥a x '\0i6 IOP5-D20 .30 

.0022 ¥a x ''A6 IOP5-022 .30 

.003 ,~x% IOP5-030 .30 

.004 ¥ax% IOPS·040 .30 

.0047 ,~x "Va IOPS·D47 .• 30 

.005 '%2 x % 10P5-DS.0 .30 
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IJF 

.001 
.0012 
.0015 
.0018 
.0022 
.0027 
.0033 
.0039 
.0047 
.0056 
.0068 
.0082 
.01 
• 012 
.015 
.018 

SECTION 1500 

SPRAGUE CAPACITORS 
SF ISOFARAD@ PLASTIC FILM· CAPACITORS 

For Applications Where the Best in Tubulars is None too Good 

D. x L. Cat. No. 

sao WVDC 

% x 1 SBF-Dl0 
% x 1 SBF-D12 
% x 1 SBF-DIS 
% x 1 SBF-DI8 
% x 1 SBF-D22 
% x 1 SBF-D27 
% x 1 SBF-D33 
% x 1 SBF-D39 
% x 1 SBF-D47 
%xl1.4 SBF-DS6 
% x 11.4 SBF-D68 
~6xl1.4 SBF-D82 
~6xl1.4 SBF-Sl0 
!l2xl1.4 SBF-SI2 
!l2xl1.4 SBF-S1S 
!l2xl!12 SBF-SI8 

• Isofarad Quality is a Must in Color TV Synchroguide Circuits, 
Horizontal and Vertical Oscillators, Bridge and Parallel T 
Circuits and Other Tuned Circuit Applications Requiring Close 
Tolerance and Zero Temperature Coefficient of Capacitance 

• Superior to Silvered Mica Capacitors in Most Applications, 
Yet Considerably Less Expensive 

• Constant Capacitance. - Will Not Change More Than ±0.5% 
from Room Temperature to +80°C at Maximum Rated Voltage 
Will Withstand Operating Temperatures to 85°C (185°F) 

• Capacitance Tolerance: ±5% 

• Also Available in Handy Sprague Kleer-Pak® Boxes. 

Net IJF 

$.45 .022 
.45 .027 
.45 .033 
.45 .039 
.45 .047 
.45 
.45 .056 

.48 .068 

.48 .082 

.48 .1 

.48 .12 

.48 .15 

.54 .18 

.54 .22 

.75 .27 

.75 .33 

D. xL. Cat. No. 

500 WVDC (cont.) 

\Ii x 1 \Ii 
% x 1% 
%x 1% 
% x 1% 
% x 1% 
% x 1% 
%x 1% 
%xl1.4 
% x 21.4 
Va x 2!12 
Va x 2!12 
% x 2!12 
% x 2\1i . 
1 x 2 \Ii 
1 x 2 \Ii 

SBF-S22 
SBF-S27 
SBF-S33 
SBF-S39 
5BF-S47 
SBF-SS6 
SBF-S68 
SBF-S82 
SBF-Pl0 
SBF-PI2 
SBF-PIS 
SBF-PI8 
SBF-P22 
SBF-P27 
SBF-P33 

Net 

$.90 
.90 

1.08 
1.08 
1.26 
1.26 
1.59 
2.16 
2.16 
2.94 
2.94 
4.05 
4.05 
4.95 
4.95 

WF YELLOW-JACKEr FILMITE® 'E' CAPACITORS 
• Excellent for Use In Transistorized Circuits and Low-Voltage 

Electron Tube Circuits 

• Extended Foil Type Sections, Wound from Selected, Ultra-Thin 
Polyester Film and Thin Gauge Foil 

• Outer Plastic Film Wrap and Resin End Seals Protect Against 
Moisture and Humidity 

• "Smaller Than Small" - These Capacitors Will Fit Anywhere 

• Rated to 200 WVDC - Capacitance Tolerance: ± 10% 

• Designed for Operation to 85°C (185°F) 

IJF Dia. x Length Cat. No. Net IJF 

200 WVDC 

.01 '%4 x '!-i6 2WF-SIO $.57 .12 

.012 '%4 x '!-i6 2WF-SI2 .57 .15 

.015 '%4 x '!-i6 2WF-S1S .57 .18 

.018 '%4 x '!-i6 2WF-S18 .57 .22 

.022 '%4 x '!-i6 2WF-S22 .57 
.27 .027 *' x '!-i6 2WF-S27 .57 

.033 *' x ''A6 2WF-S33 .60 .33 

.039 1.4 x '!-i6 2WF-S39 .60 .39 

.047 1.4 x '!-i6 2WF-S47 .60 .47 

.056 1.4 x '0/16 2WF-SS6 .60 .56 

.068 1.4 x '0/16 2WF-S68 .60 .68 

.082 %x '0/16 2WF-S82 .60 .82 

.1 ~x '0/16 2WF-Pl0 .63 1.0 

Copyright 1961, Sprague Products Company REM-44-6128 
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Dia. x Length Cat. No. Net 

200 WVDC (cont.) 

2%4 x '0/16 2WF-PI2 $_63 
2%4 x '0/16 2WF-PIS _63 
2%4xl!-i6 2WF-PI8 .66 
2%4 x l'A6 2WF-P22 .66 
'%2 x 10/16 2WF-P27 .66 
'%2 x 10/16 2WF-P33 .66 
3%4 x 10/16 2WF-P39 .72 
3%4 x 10/16 2WF-P47 .72 
3%4 x lo/i6 2WF-PS6 .90 
3%4 x lo/i6 2WF-P68 .90 
'%2 x 1'0/16 2WF-P82 .90 
'%2 x 1'0/16 2WF-MI .90 

All prices and sizes subied to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
TYPE CR RECTANGULAR OILS 

p.F WVDC T.xW.xL. 

.5 600 11;\6 x P~6 x 2'14 
1.0 600 11;\6 x 1'~6 x 2Ut 
2.0 600 11;\6 X P~6 x 2% 
3.0 600 11;\6 x J1~6 x 3'14 
4.0 600 1~6x2V2 x3% 
6.0 600 1~6 x 2% x 4% 
8.0 600 1'14 x 3% x 3% 

10.0 600 1'14 x 3% x 4% 

.1 1000 11;\6 x P~6 x 1 % 

.25 1000 11;\6xP~x2'14 

.5 1000 11;\6 x 1'~6 x 2 '14 
1.0 1000 11;\6 x P~6 x 2'14 
2.0 1000 11;\6 x 1'~6 x 3% 
4.0 1000 J3116 X 2V2 x 4% 
B.O 1000 l'14x3% x4% 

10.0 1000 1% x 3% x 4 3,4 
12.0 1000 2'14x3% X4V2 
15.0 1000 2% x 3% x 4% 

.5 1500 11;\6 x P~6 x 2% 
1.0 1500 11;\6 x P~6 x 3% 
2.0 1500 1~6x2V2 x4',4 
4.0 1500 1!14 x 3% x 4 3,4 
5.0 1500 1'14 x 3% x4% 
8.0 1500 2V2 x 3% x4% 

10.0 1500 3~6 x 3% x4% 

.1 2000 1~6 x 2V2 X 2V2 

.25 2000 1~6 x 2% x2% 

.5 2000 1~6 x 2V2 x2% 
1.0 2000 1~6 x 2% x 3V2 
2.0 2000 1!14 x 3% x 4'14 

SCREWBASE 
PC 01 LS 

• On.lmpregnated 

• Oil-Filled 
• Screwbase Can For Easy Single Hole 

Mounting 

• Small Size - Will Fit Tight Spaces 

p.F WVDC Diam. x Lgth. Cat. No. Net 

2 600 1 Y2 x 2% PC-26 $3.24 
3 600 l%x3Y2 PC-36 3.69 
4 600 lV2x4Y2 PC-46 4.26 

1 1000 1 % x 2% PC-II 3.00 
2 1000 1% X 4Y2 PC-21 3.78 

0.5 1500 lV2 x 2% PC-51 5 3.51 
1 1500 l%x3% PC-1l5 3.7B 

Copyright 1961, Sprag~e Producls Company 
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• Hermetically sealed in Rugged Rectangular Metal • Furnished With Adapters (as shawn belaw) ta Fit 
Cans Standard Transmitting Tube Plate Caps 

• Oil-Impregnated and Oil-Filled 

• Extremely High Insulation Resistance 

• Will Withstand High Surge Voltages and High 
Ambient Temperatures 

• Widely Usedi" Transmitter Power Supplies and 
Other High-Voltage Applications 

Cat. No. Net p.F WVDC T. x W. x L. Cat. No. 

CR-056 $2.82 3.0 2000 1'14 x H~ x 4% CR-32 
CR-ib 3.48 4.0 2000 2'14 x 3% x 3% CR-42 
CR-26 4.29 6.0 2000 3~ x 3 3,4 X 4V2 CR-62 
CR-36 4.95 10.0 2000 4~6 x 3% x 4% CR-l02 
CR-46 5.46 .1 2500 1~6 x 2% x 2% CR-0125 CR-66 6.78 .5 2500 l'14x3%x'3'14 CR-0525 CR-86 8.10 1.0 2500 l%x3%x3'14 CR-125 CR-l06 9.09 2.0 2500 1% x 3% x 43,4 CR-225 
CR-Oll 2.49 4.0 2500 4~6 x 3% x 4% CR-425 
CR-0251 2.82 .1 3000 1~6 x 2V2 x 2V2 CR-013 CR-051 2.97 
CRoll 3.81 .25 3000 1~6 x 2V2 x 2% CR-0253 

CR-21 4.95 .5 3000 1~6 x '2V2 x 4 '14 CR-053 

CR-41 6.27 1.0 3000 2'14 x 3% x 3% CR-13 

CR-Bl 9.09 2.0 3000 3~6 x 3% x 4V2 CR-23 

CR-l0l 10.0B 4.0 3000 4~6 x 3% x 4% CR-43 

CR-121 10.89 .1 4000 2!14 x 3% x 2% CR-014 
CR-151 12.06 .25 4000 2'14 x 3% x 2% CR-0254 

CR-0515 3;Bl 
;5 4000 2'14 x 3% x 3% CR-054 

CR-1l5 4.47 1.0 4000 2'14 x 3% x 5Va CR-14 

CR-215 6.12 2.0 4000 4~6 x 3% x 5Va CR-24 

CR-415 B.43 .2 5000 l%x3%x3% CR-025 
CR-515 9.09 .5 5000 2'14 x 3% x 4V2 CR-OS5 
CR-B-15 12.54 1.0 5000 49A6 x 3% x 4% CR-15 
CR.l01S 15.03 2.0 5000 4~6 x 3% x 6 CR-2S 

CR-012 3.96 .1 6000 2'14 x 3% x 3% CR-0160 
CR-02S2 4.29 .2 6000 l%x3 3,4x4!14 CR-0260 
CR-052 4.47 1.0 6000 4~6 x 3% x 7Y2 CR-160 
CR-12 ; 5.46 .1 7500 2'14 x 3% x 3% CR-0175 
CR-22 6.45 .2 7500 1% x 3% x 4% CR-0275 

TYPE BP BATHTUB CAPACITORS 
• For Applications Where • Oil-Filled and Oil-impreg-

Severe Operating Condi­
tions Are. Encountered 

• Hermeticallx Sealed for 
Extra Protection 

• Seamless Drawn Metal Can 

"F L. x W. x H. 

400 WVDC 
.1 l'l-'I. x 1 x '\4 
.25 l'l-'I. x 1 x '\4 
.5 1'l-'I. x 1 x ¥a 

1.0 2 xl'\4x¥a 
.1 +.1 1''116 x 1 x '\4 
.25 + .25 1'%6 x 1 x~ 
.5 +.5 2 xl'\4x~ 

.1 +.1 +.1 1'l-'I. x 1 x '\4 

600 WVDC 
.05 1'~. x 1 x''\4 
.1 1''116 xl x '\4 
.25 1''116 xl x '\4 
.5 1'~. xl x¥a 

1.0 2 x 1'\4 x ¥a 
2.0 2 x 2 x IVa 

.05 + .05 1''116 x 1 x '\4 

nated for Long, Depend­

able Service Life 

• Convenient Mounting Ears 

are Integral Part of Metal 

Container 

Cat. No. Net "F 
.1 +.1 
.25 + .25 

BP-l $1.32 .5 +.5 
8P-25 1.50 1.0 + 1.0 
Bp·50 1.59 .1 +.1 +.1 
Bp·l0 1.89 .25 + .25 + .25 
8P·21 1.98 .5 +.5 +.5 
8p·225 2.16 
Bp·250 2.49 
BP·31 2.40 .05 

.1 

.25 

.5 
BP-56 1.74 1.0 
Bp·16 1.77 .05 + .05 
Bp·256 1.86 .1 +.1 
BP-506 1.98 .25 + .25 
BP-l06 2.25 .5 +.5 
Bp·206 3.00 .1 +J, +.1 
BP·2056 2.19 .25 + .25 + .25 

L. x W. x H. Cal. No. 

1''116 x 1 x '\4 BP-216 
1''116 x 1 x¥a Bp·2256 
2 x 1'\4 x ¥a BP-2506 
2 x 2 x lY. BP-116 
1''116 x 1 x '\4 BP-316 
2 x 1'\4 x ¥a 82-3256 
2 x 2 x 1 Va BP-356 

1000 WVDC 
1'~, x 1 x '\4 BP·51 
1''116 x 1 x '\4 BP-ll 
1''116 x 1 x '\4 BP·251 
2 x 1'\4 x ¥a BP-501 
2 x2 x IVa BP-l0l 
1''116 x 1 x '\4 8p·2051 
1''116 x 1 x '\4 BP·211 
2 x 1'\4 x ¥a BP-2251 
2 x2 x IVa BP·2501 
1'~. x 1 x¥a 8P-311 
2 x2 x IVa BP-3251 

Net 

$ 7.92 
9.09 

12.06 
18.33 

6.09 
6.93 
7.92 

12.87 
18.00 

8.43 
8.91 

10.08 
12.06 
15.03 
22.11 
10.80 
12.00 
13.80 
17.40 
23.40 
12.00 
15.00 
20.40 
31.20 
16.20 
lB.OO 
29.40 
17.40 
19.80 

Nel 

$2.22 
2.25 
2.58 
3.18 
2.52 
2.85 
3.45 

1.83 
1.89 
1.95 
2.13 
2.64 
2.31 
2.40 
2.52 
3.27 
2.76 
3.30 
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SECTION 1500 

SPRAGUE FILTERS 
HYPASS® CAPACITORS 

• Exclusive Sprague 3-terminal Network Feed-thru Capacitors 
• Bypass V-H-F Currents Where Ordinary Capacitors are Ineffective 

• Suppress TVI from Short-wave Transmitters, Diathermy Machines, Electronic 
Heating Apparatus, etc_ 

• Eliminate Interference caused by line-conducted Radiation Between 
Neighboring TV Sets 

• Install Leads in Series with Circuit Being Filtered and Ground the Case 

pF Amps. WVDC Dia. x Length Cat. No. Net 

.5 40 50 1 X ]13;16 *48P18 $2.28 

.25 20 200 ',4 x ]1';'6 *48Pl0 1.56 
5 20 200 1 X 113;16 *48P14 1.89 

.1 20 250 (VAC) 11-\6 x 113;1, *48P9 1.56 

.1 20 400 11-\6 x 113;16 *48P6 1.53 

.1 20 400 11-\6 X 113;16 t80Pl 1.74 

.002 15 600 \4 x l¥a 46P12 1.29 

.005 15 600 \4 x lo/a 46P8 1.29 

.01 20 600 ~6 x 1\4 47P6 1.41 

.02 20 600 ~6 X 1 V. 47P8 1.44 
.1 20 600 11-\6 X 113;1, *48PS 1.56 
.1 20 600 11-\6 X 113;16 *tSOP3 1.77 
.25 20 600 1 X ]1';'6 *48P12 1.65 
.5 20 600 lx2\4 *48P16 2.10 
.005 20 1000 ~6 x 1\4 47P12 1.44 
.01 20 1000 ~6xlV. 47P13 1.56 
.005 20 ,2500 1 x 10/16 47P14 1.74 
.01 20 2500 1 x 10/16 47P15 l.S6 
.002 20 5000 1 X 10/16 47P16 1.92 

TYPE 

MIRACLE 

F-400 
FILTEROL® 

A LINE FILTER THAT REALLY WORKS 

• Effectively Suppresses Radio Interference by Fillering Power Lines of 

Receivers and Appliances 

• Maximum Noise Eliminating Efficiency because of Practically Zero Length 

of Ground Lea d 

• Plugs into Standard Duplex Wall Outlet - Captive Screw Fastens Fillero 

F-400 to Outlet for Safe, Secure Mounting 

• Direc! Wall-Mounting Provides Neat Installation - No Unsightly Cord -
Receiver or Appliance Plugs into Standard Outlet an Face of F-400. 

• Will Also Operate at Slightly Reduced Efficiency in Older Homes where 
Wiring is of Knob and Tube or 2-Canductor Non-Metallic Sheathed Cable 

Type by 'Using the External Grounding Post Provided for this Purpose 

• Handsomely Finished in Tan Hammerloid Baked Enamel 

• Rated at 5 Amperes, 125 Valls AC or DC 

*Has female screw terminals tBulkhead mounting. TYPE F-400 FILTEROL. ..................... $7.45 ne 

TYPE IF FILTERS 

IF·1S IF·ll IF·21 IF-51 IF-37 

IF.IS - TRIPLE-SECTION FILTER for small motor-operated devices such as 
fans, drills, etc. designed to prevent shocks from discharge of filter capacitors. 
IF-II - DUAL HIGH-CAPACITY FILTER designed for use on motors over 1 hp 
up to 220 valls ac-dc. Also used on high-current arcing devices. 
IF-21 - COMPACT DUAL FILTER for use on fractional horsepower motors 
with case grounded to motor frame. Also used across line terminals of motors. 
IF-51 - SINGLE SECTION 2-LEAD FILTER for use across moke-and-breok 
contacts, such as thermostats, circuit breakers, etc. 
IF-37 - 3-SECTION DELTA-CONNECTED FILTER especially designed for 
fluorescent fixtures. Also used on governor-type motors. UL Approved. 

Cat. No. Volts AC or DC Dia. x Length Net 

If·1S 220 1 x 23;16 $1.56 
If·ll 220 l¥axS\4 4.68 
IF·21 220 1 x 23;16 1.05 
IF·51 220 'A x 21-\6 .69 
IF·37 220 1 x 2" 1.35 

FILTEROL® FILTERS 

FILTEROL 1 FILTEROL 2 FILTEROL 3 FILTEROL 4 

Filleral Types I, 2, and 3 - Designed for connection in series with power 
supply lines ta interference-producing devices ..• A 3-terminal network with 
the case as one terminol •.. The selected filler should hove a rating higher 
than the continuous operating current of the offending device ... A single 
Filterol connected to the high side of the line is usually sufficient ... In severe 
cases a Filterol in each leg of the power line may be necessary •.• For three 
or four-wire systems, a Filterol in each wire is necessary. 

Fillerol Type 4 - A new, exclusive Sprague development incorporating a 
Sprague HYPASS® Capacitor ... Provides exceptionally high attenuation at 
frequencies above 5 megacycles .•• Intended for small devices with continuo 
ous current ratings up to 20 amperes. 

Cat. No. Amps. Volts AC or DC Size Net 

Filteroll 1 115 %xl\4xl'A $ 8.10 
Fillerol 2 10 115 lVax2x2 8.88 
Filterol3 35 115 1 % x 2% X 3Va 16.44 
Filterol 4 20 115 1" dia. x 113;16" long 1.83 
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SECTION 1500 

SPRAGUE CAPACITORS 
CERA-MITE® CERAMIC CAPACITORS 

• Tiny, Tough, Dependable In Every Application 

• Low Self-Inductance Of Silvered Flat-plate Design Means Very High By-pass 
Efficiency In All TV Circuits 

• Flat-plate Comtruction Permits Higher Self-resonant Frequency Than Tubular 
Ceramic Or Molded Mica Capacitors 

• Tough Moisture-proof Coating Protects Against Short-circuiting And Assures 
Good Performance Under Severe Conditions Of Humidity And Vibration 

• Cera-mite Capacitors Easily Fit Into Tight Spaces, Even Across Subminiature 
Tube Sockets 

• Designed For 85°C (185°F) Continuous Operation 

GENERAL APPLICATION TYPES 
• ExcefJent Where Temperature C~efficient Is Not Important, 

Such As By-pass and Coupling Applications 
• Ideal For Replacing Older Types Of General Application 

Capacitors Such as Molded Micas, Tubular Ceramics, and 
Paper Tubulars 

p,p,F Cat. Na. Net p,p,F Cat. No. Net p,p,F Cat. No. Net p,p,F Cat. No. Net p,p,F Cat. No. Net 

300 WVDC (plates) 
10 5GA-Ql0 $.15 680 5GA·T68 $.15 120 tl0GAB-Tl2 $.18 180 tI5GAB-TI8 $.21 

Std. Tolerance: ±20% 
12 5GA-QI2 .15 750 5GA-T75 .15 150 tl0GAB-Tl5 .18 220 tI5GAB-T22 .21 

470 t3GAB-T47 $.21 15 5GA-QI5 .15 800 5GA-T80 .15 180 tl0GAB-TI8 .18 300 tI5GAB-T3 .21 
18 5GA-QI8 .15 820 5GA-T82 .15 200 tl0GAB-T2 .18 330 tI5GAB-T33 _21 

1000 t3GAB-DI _21 20 5GA-Q20 .15 220 tl0GAB-T22 .18 390 tI5GAB-T39 .21 
,2200 t3GAB-D22 _27 .001p,F 5GA-DIO .15 250 tl0GAB-T25 .18 470 tI5GAB-T47 _21 

4700 t3GAB-D47 _27 .0012 5GA-DI2 , .15 
tl0GAB-T27 22 5GA-Q22 .15 .0013 5GA-DI3 .15 270 .18 

25 5GA-Q25 .15 .0015 5GA-DI5 .15 300 tl0GAB-T3 .18 2000 WVDC (discs) 
.0IMF t3GAB-Sl .39 27 5GA-Q27 .15 330 tl0GAB-T33 .18 Std. Tolerances: 
.022 t3GAB-S22 .39 30 5GA-Q30 .15 .0016 5GA-DI6 .15 390 tl0GAB-T39 .18 thru 5MMF ±,5 MMF, 

.047 t3GAB-S47 .42 thru 82 MMF ±IO% 
33 5GA-Q33 .15 .0018 5GA-DI8 .15 470 tl0GAB-T47 .18 thru 1000 MMF ±20%, 

t3GAB-PI 39 5GA-Q39 .15 .002 5GA-D20 .15 500 t!OGAB-T5 .18 thru 6000 MMF MRC 
.1 .45 
.15 t3GAB-PI5 .48 .0022 5GA-D22 .15 560 tl0GAB-T56 .30 

47 5GA-Q47 .15 .0025 5GA-D25 .15 680 t*10HKB-T68 .30 3.3 t20GA-V33 $.21 
400 WVDC (discs) 50 5GA-Q50 .15 .0027 5GA-D27 .15 t*10HKB-DI 

5 t20GA-V5 .21 
Std. Tolerance: ±20% 56 5GA-Q56 .15 .003 5GA-D30 .15 

1000 .30 7.5 t20GA-V75 .21 
1200 t*10HKB-DI2 .30 

10 t4GA-QI $.15 68 5GA-Q68 .15 .0033 5GA-D33 .15 1500 t*10HKB-DI5 .30 t20GA-QI 10 .21 
15 t4GA-QI5 .15 

.0039 5GA-D39 .15 
2200 t*10HKB-D22 .30 12 t20GA-Q12 .21 

22 t4GA-Q22 ;15 75 5GA-Q75 .15 3300 t*10HKB-D33 .30 t20GA-Q15 .21 .004 5GA-D40 .15 15 
33 t4GA-Q33 .15 82 5GA-Q82 .15 4700 t*10HKB-D47 .30 18 t20GA-Q18 .21 .0043 5GA-D43 .18 47 t4GA-Q47 .15 91 5GA-Q91 .15 .0IMF t*10HKB-SI .36 20 t20GA-Q2 .21 .0047 5GA-D47 .18 68 t4GA-Q68 .15 .015 t*10HKB-SI5 .66 22 t20GA-Q22 .21 

100 5GA-TlO .15 .005 5GA-D50 .18 .022 t*10HKB-S22 .81 33 t20GA-Q33 .21 100 t4GA-Tl .15 
150 t4GA-Tl5 .15 120 5GA-TI2 .15 .01 5GA-Sl0 .18 1500 WVDC (plates) 39 t20GA-Q39 .21 

220 t4GA-T22 .15 130 5GA-TI3 .15 .015 5GA·SI5 .18 Std. T olercnces: 47 t20GA-Q47 .21 

330 t4GA.T33 .15 150 5GA-Tl5 .15 .02 5GA-S20 .18 thru 4.7 MMF ±.5 MMF, 56 t20GA.Q56 .21 
180 5GA-Tl8 .15 all others ±20% 62 t20GA-Q62 .21 470 t4GA-T47 .15 200 5GA·T20 .15 68 t20GA-Q68 .21 1000 WVDC (plates) 3.3 tI5GAB-V33 $.18 

75 t20GA-Q75 .21 500 WVDC (plates) Std. Tolerances: 4.7 t15GA8-V47 .18 
82 t20GA-Q82 .21 Std. Tolerance: ±20% 220 5GA·T22 .15 Type IOGAB-V47 ±.5 MMF, 6 tI5GAB-V6, .18 

470 5GAB·T47 $.21 240 5GA-T24 .15 other types 10GAB ±20%, 7.5 tI5GAB-V75 .18 types 1 OH KB MRC 100 t20GA-Tl .21 
.001p,F 5GAB-Dl0 .21 tI5GAB-QI 120 t20GA-Tl2 .21 250 5GA-T25 .15 10 .18 
.0022 5GAB-D22 .27 4.7 tl0GAB-V47 $.18 12 tI5GAB-QI2 .18 150 t20GA-Tl5 .21 270 5GA·T27 .15 .0047 5GAB-D47 .27 15 tI5GAB.QI5 .18 180 t20GA.Tl8 .21 300 5GA·T30 .15 .01 5GAB-Sl0 .39 10 tl0GAB-QI .18 18 tI5GAB.QI8 .18 200 t20GA.T2 ~ .21 
.022 5GAB·S22 .39 330 5GA·T33 .15 18 tl0GAB-QI8 .18 220 t20GA.T22 .21 20 tI5GAB.Q2 .18 .047 5GAB·S47 .42 22 tl0GAB-Q22 .18 22 tI5GAB.Q22 .18 300 t20GA.T3 .21 
.1 5GAB·Pl0 .45 350 5GA·T35 .15 25 tl0GAB.Q25 .18 33 tI5GAB.Q33 .18 330 t20GA-T33 .21 
.15 5GAB-PI5 .48 360 5GA-T36 .15 33 tl0GAB.Q33 .18 47 t15GAB-Q47 .18 390 t20GA-T39 .21 

390 5GA·T39 .15 39 tl0GAB-Q39 .18 56 tI5GAB-Q56 .18 470 t20GA.T47 .21 1000 WVDC (discs) 400 5GA-T40 .15 47 tl0GAB.Q47 .18 62 tI5GAB,-Q62 .18 500 t20GA.T5 .21 Std. Tolerance: ± 20% 
68 tl0GAB-Q68 .18 68 tI5GAB.Q68 .18 

5 5GA·V50 $.15 470 5GA·T47 .15 75 tl0GAB-Q75 .18 82 tI5GAB-Q82 .21 1000 t20GA.DI .33 
6 5GA-V60 .15 500 5GA·T50 .15 82 tl0GAB-Q82 .18 4000 t*20HK-D4 .33 
7.5 5GA-V75 .15 560 5GA·T56 .15 100 tI5GAB-TI .21 5000 t*20HK.D5 .42 
8 5GA.V80 .15 600 5GA-T60 .15 100 tl0GAB.Tl .18 150 tI5GAB-Tl5 .21 6000 t*20HK-D6 .42 

*High-K Types tAvaiiable Until Present Stocks Are Exhausted 

Copyright 1961, Sprague Products Company REM-47-61 28 All prices and sizes subiect to change without notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
CERA-MITE CERAMIC CAPACITORS, continued 

p.p.F Cat. No. Net p.p.F Cot. No. Net p.p.F Cat. No. Net I p.p.F Cat. No. Net p.p.F Cat. No. Net 

2000 WVDC (plates) 22 30GA-Q22 $.24 .0033p.F 30GA-D33 $.24 4.7 60GA-V47 $.30 .0012 60GA-D12 $.36 
Standard Tolerances: 25 30GA-Q25 .24 .0039 30GA-D39 .24 6.8 60GA-V68 .30 .0015 60GA-D15 .36 

SMMF ± .S MMF, 27 30GA-Q27 .. 24 .004 30GA-D40 .24 8.2 60GA-V82 .30 .0022 60GA-D22 .36 
other types 20GAB ± 20%, 

30 30GA-Q30 .24 .0047 30GA-D47 .24 10 60GA-QIO _30 types 20HKB MRC 
33 30GA-Q33 .24 .005 30GA-D50 .27 12 60GA-Q12 .30 7500 WVDC (discs) 

5 t20GAB-V5 $.21 39 30GA-Q39 .24 .006 30GA-D60 .27 15 60GA-Q15 .30 
Standard lolerances: 

4.7 ,..F ±.S ,..,..F 
10 t20GAB-QI .21 47 30GA-Q47 .24 .0068 30GA-D68 .27 18 60GA-Q18 .30 thru 18,..F ±IO% 
15 t20GAB-QI5 .21 50 30GA-Q50 .24 

.008 30GA-D80 .27 
20 60GA-Q20 .30 thru 470 ,..F ±20% 

22 t20GAB-Q22 .21 56 30GA-Q56 .24 
.0082 30GA-D82 .27 22 60GA-Q22 .30 

30 t20GAB-Q3 .21 .01 30GA-SIO .27 
60GA-Q25 .30 4.7 75GA-V47 $.30 60 30GA-Q60 .24 25 

33 t20GAB-Q33 .21 62 30GA-Q62 .24 3000 WVDC (plates) 27 60GA-Q27 .30 8.2 75GA-V82 .30 
39 t20GAB-Q39 .21 

68 30GA-Q68 .24 
Standard Tolerances: 

30 60GA-Q30 .30 10 75GA-QIO .30 
47 t20GAB-Q47 .21 1.S ,..,..F ±.2S ,..,..F. 12 75GA-Q12 .30 

100 t20GAB-Tl .21 75 30GA-Q75 .24 4.7 ,..,..F ±.2S ,..,..F. 33 60GA-Q33 .30 
15 75GA-Q15 .30 other types 30GAB ±20% .39 60GA-Q39 .30 150 t20GAB-Tl5 .21 82 30GA-Q82 .24 18 7SGA-QI8 .30 

200 t20GAB-T2 .21 100 30GA-TIO .24 1.5 t30GAB-VI5 $.24 47 60GA-Q47 .30 20 75GA-Q20 .30 
220 t*20HKB-T22 .21 120 30GA-Tl2 .24 4.7 t30GAB-V47 .24 50 60GA-Q50 .30 22 75GA-Q22 .30 
300 t*20HKB-T3 .21 150 30GA-T15 .24 10 t30GAB-QI .24 56 60GA-Q56 .30 30 75GA-Q30 .30 
500 t*20HKB-T5 .21 180 30GA-Tl8 .24 15 t30GAB-QI5 .24 60 60GA-Q60 .30 33 75GA-Q33 .30 

1000 t*20HKB-Dl .33 200 30GA-T20 .24 47 t30GAB-Q47 .24 68 60GA-Q68 .30 47 75GA-Q47 .30 
5000 t*20HKB-D5 .42 220 30GA-T22 .24 60 t30GAB-Q6 .24 75 60GA-Q75 .30 56 75GA-Q56 .30 
8000 t*20HKB-D8 .42 250 30GA-T25 .24 68 t30GAB-Q68 .24 82 60GA-Q82 .30 100 75GA-TlO .30 

10000 t*20HKB-SI .42 270 30GA-T27 .24 100 t30GAB-Tl .24 100 60GA-TlO .30 470 75GA-T47 .39 
300 30GA-T30 .24 120 t30GAB-Tl2 .24 120 60GA-Tl2 .30 

3000 WVDC (discs) 
330 30GA-T33 .24 

150 t30GAB-TI5 .24 
150 60GA-Tl5 .30 6000 WVDC (plates) Standard Tolerances: 180 t30GAB-Tl8 .24 

1.5 ,..,..F ± .25 ,..,..F 390 30GA-T39 .24 180 60GA-Tl8 .30 Standard Tolerances: 
4.7 ,..,..F ±.S ,..,..F. thru S,..,..F ± .5 ,..,..F 400 30GA-T40 .24 5000 WVDC (discs) 200 60GA-T20 .30 other types 60GAB ±20% thru 6B,..,..F ± 10% 

470 30GA-T47 .24 Stand ard T olerences: 220 60GA-T22 .30 types 60HKB MRC thru .002 ,..F ±20% 4.7 ,..,..F ±.S ,..,..F. 
500 30GA-T50 .24 thru 22 ,..,..F ±IO% 250 60GA-T25 .33 

1.5 30GA-V15 $.24 560 30GA-TS6 .24 thru 500 ,..,..F ±20% 270 60GA-T27 .33 4.7 t60GAB-V47 $.30 
3.3 30GA-V33 .24 680 30GA-T68 .24 4.7 t50GA-V47 $.27 300 60GA-T30 .33 8.2 t60GAB-V82 .30 
4.7 30GA-V47 _24 750 30GA-T75 .24 10 t50GA-QI .27 330 60GA-T33 .33 10 t60GAB-QI .30 
5 30GA-V50 .24 820 30GA-T82 .24 22 t50GA-Q22 _27 390 60GA-139 .33 12 t60GAB-QI2 .30 
6 30GA-V60 .24 .001p.F 30GA-DIO .24 47 t50GA-Q47 .27 400 60GA-T40 .33 15 t60GAB-QI5 .30 
6.8 30GA-V68 .24 

.0012 30GA-D12 .24 100 t50GA-Tl .27 470 60GA-T47 .33 
18 t60GAB-QI8 .30 

7.5 30GA-V75 .24 
.0015 30GA-D15 _24 220 t50GA-T22 .27 500 60GA-T50 .33 

20 t60GAB-Q2 .30 
B.2 30GA-V82 .24 330 t50GA-T33 .33 22 t60GAB-Q22 .30 

10 30GA-QIO .24 .002 30GA-D20 .24 
500 t50GA-T5 .60 

560 60GA-T56 .33 30 t60GAB-Q3 .30 
12 30GA-Q12 .24 .0022 30GA-D22 .24 680 60GA-T68 .33 33 t60GAB-Q33 .30 
15 30GA-Q15 .24 .0025 30GA-D25 .24 6000 WVDC (discs) 750 60GA-T75 .33 47 t60GAB-Q47 .30 
18 30GA-Q18 .24 .0027 30GA-D27 .24 Standard Torerance, ±20% 820 60GA-T82 .33 100 t*60HKB-TI .30 
20 30GA-Q20 .24 .003 30GA-D30 .24 1.5 60GA-V15 $.30 .001p.F 60GA-DIO .36 470 t*60HKB-T47 .39 

* . H,gh·K Types tAve.lable Until Present Stocks Are Exhausted 

HIGH-K TYPES TEMPERATURE-STABLE TYPES 
• Used where minimum capacitance change with temperature is an important consideration 

• Designed for By-pass and Coupling Applications Where • Standard capacitance tolerance: "=10% except lOTS-51 5, IOTS-S20, "=15% 
Additional Capacitance Will Not A,ffect Circuit Operation • Rated at 1000 WVDC 

• Smallest Physical Size p.p.F Cat. No. Net p.p.F Cat. No. Net p.F Cat. No. Net 

• 5HK-SI5 thru 5HK-Pl0, SHK-2S20, 500 WVDC, Capaci- 3.3 IOTS-V33 $.15 100 10TS-TlO $.15 .001 I OTS-Dl 0 _$15 
tance Tolerance: +80-20% 5 10TS-V50 .15 120 10TS-Tl2 .15 .0012 10TS-D12 .15 

6 10TS-V60 .15 130 10TS-Tl3 .15 .0013 10TS-D13 .15 
• All Other 5HK are 1000 WVDC, capacitance Tolerance: 6.8 10TS-V68 .15 150 10TS-Tl5 .15 .0015 10TS-D15 .15 

GMV 7.5 10TS-V75 .15 180 10TS-Tl8 .15 .0016 10TS-D16 .15 
8 10TS-V80 .15 200 10TS-T20 .15 .0018 10TS-D18 .15 

p.F Cat. No. Net p.F Cat. No. Net 10 1 OTS-Ql 0 .15 220 10TS-T22 .15 .002 10TS-D20 .15 
12 10TS-Q12 .15 240 10TS-T24 .15 .0022 10TS-D22 .15 SINGLE UNITS .022 5HK-S22 $.39 15 10TS-Q15 .15 250 10TS-T25 .15 

.025 5HK-S25 .39 18 10TS-Q18 .15 270 10TS-T27 .15 
.0025 10TS-D25 .15 

.001 5HK-Dl0 $.15 .03 5HK-S30 .39 20 10TS-Q20 .15 300- 10TS-130 .15 .0027 10TS-D27 .15 

.0015 5HK-D15 .15 .04 5HK-S40 .42 22 10TS-Q22 .15 330 10TS-T33 .15 .003 10TS-D30 .15 

.002 5HK-D20 .15 .05 5HK-S50 .42 25 10TS-Q25 .15 350 10TS-T35 .15 .0033 10TS-D33 .15 

.0022 5HK-D22 .15 .1 5HK-Pl0 .96 27 10TS-Q27 .15 360 10TS-T36 .15 .0039 10TS-D39 .15 

.0025 5HK-D25 .15 30 10TS-Q30 .15 390 10TS-T39 .15 .004 10TS-D40 .15 
DUAL UNITS 

33 10TS-Q33 .15 400 10TS-T40 .15 .0043 10TS-D43 .18 
.0033 5HK-D33 .15 
.004 5HK-D40 .15 2 x .001 5HK-2Dl0 $.24 39 10TS-Q39 .15 470 10TS-T47 .15 .0047 10TS~D47 .18 

.0047 5HK-D47 .15 2 x .0015 5HK-2D15 .24 47 10T5oQ47 .15 500 10TS-T50 .15 .005 10TS-D50 .18 

.005 5HK-D50 .15 2 x .002 5HK-2D20 .24 50 10TS-Q50 .15 560 10TS-T56 .15 .0056 10TS-D56 .18 

.0068 5HK-D68 .15 2 x .0022 5HK-2D22 .24 56 10TS-Q56 .15 600 10TS-T60 .15 .0068 10TS-D68 .18 
2 x .004 5HK-2D40 .27 68 10TS-Q68 .15 680 10TS-T68 .15 .0075 10TS-D75 .18 

.01 5HK-Sl0 .18 2 x .0047 5HK-2D47 .27 75 10TS-Q75 .15 750 10TS-T75 .15 .01 10TS-Sl0 .18 

.015 5HK-SI5 .24 2 x .01 5HK-2S10 .30 82 10TS-Q82 .15 800 10TS-T80 .15 .015 10TS-S15 .18 
02 5HK-S20 .36 2 x .02 5HK-2S20 .42 91 10TS-Q91 .15 820 10TS-T82 .15 .02 10T5oS20 .18 

Copyright 1961, Sprague Products Company REM-4B-612B All prices and sizes sublect to change Without notice. 
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SECTION 1500 

SPRnGUE CnpnCITORS 
CERA-MITE CERAMIC CAPACITORS, continued 

NPO TYPES TEMPERATURE-COMPENSATING TYPES 

• Zero Temperature~coefficient Capacitors used • Eliminate oscillator drift in TV, f-m, v-h-f, and a-m receiven 

Where Capacitance Change with Tempera- • Negative Temperature Coeffident is 150 ppm!"C for Nl SO types, 220 ppm!"C for N220, 
ture is Undesirable 330 ppm!"C for N330, and 750 ppm!"C for N7S0 types 

• Superior to Silvered-mica Types in Stability, • Rated at 1000 WVDC • Standard Capacitance Tolerance of Sp./LF 

High "Q", and Insulation Resistance 
and up; ;1;5%. On 4.7/L/LF and below. ;I; .25p.p.F. 

Rated at 1000 WVDC 
p./LF Cat. No.' Net /L/LF Cat. No. Net /Lp.F Cat. No. Net 

• N150 15 1 OTCR-Ql 5 $.30 N750 

Standard Capacitance Tolerance of Sp,p.F and $.30 18 IOTCR-QI8 .30 • 5 10TCP-VSO 22 IOTCR-Q22 .30 2.2 10TCU-V22 $.30 
up: ±S%. 6.8 IOTCP-V68 .30 On 4.7p.p.F and below: ±.2Sp.p.F 

8.2 IOTCP-V82 .30 27 IOTCR-Q27 .30 3.3 10TCU-V33 .30 

10 IOTCP-Q10 .30 33 IOTCR-Q33 .30 5 10TCU-VSO .30 

• Units listed below are discs 12 IOTCP-QI2 .30 39 IOTCR-Q39 .33 10 1 OTCU-Ql 0 .30 

15 1 OTCP-Ql 5 .30 47 IOTCR-Q47 .33 12 10TCU-QI2 .30 

18 IOTCP-QI8 .30 56 IOTCR-Q56 .33 15 IOTCU-QI5 .30 

/Lp.F Cat. No. Net /L/LF Cat. No. Net 22 IOTCP-Q22 .30 68 IOTCR-Q68 .33 18 IOTCU-QI8 .30 
82 IOTCR-Q82 .33 20 IOTCU-Q20 .30 27 IOTCP-Q27 .30 100 1 OTCR-TI 0 .33 22 IOTCU-Q22 .30 

1 1 OTCC-Vl 0 $.30 27 IOTCC-Q27 $.30 33 IOTCP-Q33 .30 
1.2 IOTCC-VI2 .30 30 IOTCC-Q30 .30 39 ·IOTCP-Q39 .33 120 1 OTCR-TI 2 .36 25 IOTCU-Q25 .30 

1.5 1 OTCC-Vl 5 .30 33 IOTCC-Q33 .30 47 IOTCP-Q47 .33 150 IOTCR-Tl5 .36 27 IOTCU-Q27 .30 

1.8 IOTCC-VI8 .30 39 IOTCC-Q39 •• 33 56 IOTCP-Q56 .33 33 IOTCU-Q33 .30 

2.2 IOTCC-V22 .30 47 IOTCC-Q47 .33 68 IOTCP-Q68 .33 N330 39 IOTCU-Q39 .30 

2.7 IOTCC-V27 .30 50 IOTCC-Q50 .33 82 IOTCP-Q82 .33 47 10TCU-Q47 .30 

100 10TCP-TiO .33 56 '10TCU-Q56 .30 
3.3 IOTCC-V33 .30 56 IOTCC-Q56 .33 120 IOTCP-TI2 .36 10 1 OTCS-Ql 0 .30 68 10TCU-Q68 .30 
3.9 IOTCC-V39 .30 68 IOTCC-Q68 .33 150 1 OTCP-TI 5 .36 12 IOTCS-QI2 .30 75 IOTCU-Q75 .30 
4.7 IOTCC-V47 .30 75 IOTCC-Q7S .33 15 IOTCS-Q1S .30 82 IOTCU-Q82 .30 
5 IOTCC-V50 .30 82 IOTCC-Q82 .33 N220 18 IOTCS-QI8 .30 100 10TCU-TiO .30 
5.6 IOTCC-VS6 .30 100 10TCC-TlO .33 22 IOTCS-Q22 .30 120 IOTCU-Tl2 .30 
6.8 IOTCC-V68 .30 120 1 OTCC-Tl 2 .36 3 IOTCR-V30 .30 27 IOTCS-Q27 .30 150 10TCU-TiS .;SO 
8.2 IOTCC-V82 .30 150 10TCC-TIS .36 3.3 IOTCR-V33 .30 33 IOTCS-Q33 .30 180 IOTCU-TI8 .30 

3.9 IOTCR-V39 .30 39 IOTCS-Q39 .33 200 10TCU-T20 .30 
10 10TCC-QIO .30 175 1 OTCC-TI 75 .30 4.7 IOTCR-V47 .30 47 IOTCS-Q47 .33 220 IOTCU-T22 .30 
12 I OTCC-QI 2 .30 180 I OTCC-TI 8 .36 5 10TCR-VSO .30 56 IOTCS-QS6 .33 270 IOTCU-T27 .30 
15 10TCC-QIS .30 200 IOTCC-T20 .42 5.6 IOTCR-VS6 .30 68 IOTCS-Q68 .33 330 IOTCU-T33 .30 
18 IOTCC-QI8 .30 220 IOTCC-T22 .42 6.8 10TCR-V68 .30 82 IOTCS-Q82 .33 390 IOTCU-T39 .36 
20 IOTCC-Q20 .30 270 IOTCC-T27 .48 8.2 IOTCR-V82 .30 100 10TCS-TiO .33 470 IOTCU·T47 .42 
22 IOTCC-Q22 .30 300 IOTCC-T30 .48 10 I OTCR-QI 0 .30 120 IOTCS-Tl2 .36 560 IOTCU-TS6 .48 
25 IOTCC-Q2S .30 330 IOTCC-T33 .48 12 I OTCR-Q I 2 .30 ISO 10TCS-TiS .36 680 IOTCU-T68 .48 

DISC CERAMICS FOR DISC CERAMICS FOR MINIATURIZED DISC TV YOKE 

AC APPLICATIONS BUFFER APPLICATIONS 
TYPES FOR TRANSIS- CAPACITORS 
TORIZED CIRCUITRY 

• Rated at 125 VAC • Rated at 2000 WVDC • Hlgh-K Type for Coupling and 
• 30 TCY rated at 3000 WVDC 

• Std. Tolerance ;1;20% • Std. Tolerance ==20% 
8ypass • SO TCY rated at 5000 WVDC 

• The 
Only Ceramic Capacitor 

/LF Volts Cat. "'0. Net • Std. Tolerance ==10% 
Which Meets Underwriter's 
Laboratories, Inc., Requirements p.F Cat. No. Net .005 SO TG-D50 $.27 p./LF Cat. No. Net 
for AC Line Bypass Application .01 SO TG-SIO .39 

.001 BL-DIO $.21 .02 SO TG-S20 .39 
.025 SO TG-S2S .39 SO 30TCY-QSO $.24 

p.F Cat. No. Net .002 BL-D20 .21 .03 SO TG-S30 .39 75 30TCY-Q7S .24 
.003 BL-D30 .21 100 30TCY-TiO .24 

.001 12SL-DIO $.15 .05 SO TG-SSO .42 135 30TCY-TI3S .24 

.0015 I 2SL-DI 5 .15 .004 BL,D40 .21 .1 SO TG-PIO .54 ISO 30TCY-TIS .24 

.002 12SL-D20 .15 .005 BL-DSO .21 .005 200 TH-DSO .27 180 30TCY-Tl8 .24 

.0047 12SL-D47 .18 .006 BL-D60 .21 .01 200 TH-SIO .39 

.005 12SL-DSO .18 .02 200 TH-S20 .39 SO SOTCY-QSO .30 

.01 12SL-SIO .18 .007 BL-D70 .21 75 SOTCY-Q7S .30 

.015 I 2SL-SI 5 .30 .0075 BL-D7S .21 .025 200 TH-S2S .39 100 SOTCY-TIO .30 

.02 12SL-S20 .30 
.008 BL-D80 .21 

.03 200 TH-S30 .39 135 SOTCY-TI3S .30 
2 x .005 12SL-2DSO .30 .05 200 TH-SSO .42 ISO SOTCY-TiS .30 
2 x .01 12SL-2S10 .33 .0.1 BL-SIO .21 .1 200 TH-PIO .54 180 SOTCY-Tl8 .30 

Copyright 1961, Sprague Products Company. REM·49·6128 All prlcel and I,.e. IUbiect to change w,thout notice. 
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SECTION 1500 

SPRAGUE CAPACITORS 
MONOL YTHIC@ CERAMIC CAPACITORS 

• Special Monolythic Construction For 
Very High Resonant Frequencies 

• Radial Lead, Resin-coated. Developed 
For Miniature Electronic Equipment. 
Size 1f2/1 x 1f2/1 X Y16/1. 

• For Prices on Quantities from 25 to 499 
Pieces, see your Sprague Industrial 
Distributor. 

• For Complete Technical Data, Refer to 
Latest Issue of Sprague Engineering 
Bulletin 6201. 

.1 

.15 

.22 

.33 

.47 

.68 
1.0 

Cat. 
WVDC No. 

25 5C7 
25 5C8 
25 5C9 
25 5ClO 
25 5C11 
25 5C12 
25 5C13 

Net Ea. 
(1-24) 

$ .60 
.69 
.795 
.90 

1.035 
1.11 
1.47 

1.5 
2.2 

.1 

.15 

.22 

.33 

.47 

Cat. 
WVDC No. 

25 5C14 
25 5C15 
50 5C50 
50 5C51 
50 5C52 
50 5C53 
50 5C54 

Net Ea. 
(1-24) 

$ 1.89 
2.265 

.795 

.90 
1.035 
1.50 
1.89 

• Ultra-miniature Ceramic Discs citance and Low Power Factor .1 

Ideal for use in Transistorized are Important Consideratiqns .22 

Circuitry • Superior to Electrolytic Capaci- 1:67 

tors of Similar Capacitance Val- 2.2 

Cat. No. 

3 VOLTS D-C 

HY-120 
HY-125 
HY-130 
HY-135 
HY-150 

Net Ea 

$.54 
.33 
.33 
.45 
.54 

• Designed for By-pass and Cou­
pling Applications but Particu­
larly Well-suited for any Low 
Voltage use Where High Capa- • 

ues because of the Very Low ----------­
Power Factor of Hypercon Ca- -----------

. ~q 

10 ·VOLTS D-C 

HY-310 .33 
pacltors .1 HY-320 .33 
Capacitance Tolerance: GMV .22 

.47 
HY-325 .45 
HY-330 .54 

HIGH-VOLTAGE DOORKNOB CERAMICS 
• Molded Guard Rings Lengthen Surface Creepage Path. 
• 20DK-T5 Comes Complete with 7 Terminals, as illustrated. (Packaged 2 

per Plastic Box, with 14 terminals.) 
• 30DK-T5 is Supplied with 2 Terminals, as per Style Marked "A". 

• Capacitor Body has Female Threads for 
p.p.F KV Diam. x Length Cat. No. Net Ea Interchangeable Screw-in Terminals. 

500 20 1 X 3].62 20DK-T5 $1.11 • Molded in Non-Flammable, Moisture-
500 ~o lo/i6X 11,4 30DK-T5 1.80 resistant, Thermosetting Plastic. 

"UNIVERSAL" CERAMIC CAPACITORS 

• Another EXCLUSIVE Sprague Development Designed 
for the Convenience of Dealers and Service Tech· 
nicians 

• Intended for Field or Shop Use as Replacements for 
Conventional Capacitors Which Cannot Be Immediate­
ly Obtained 

Ratings 
Cat. No. Type Available 

• These Remorkoble New Units ore Ceramic Plate 
Capacitors with four leads. By Using Certain Leads 
for Terminals, Soldering Certain Leads Together, ond 
Cutting Off Certain Leads, Many Ratings May Be 
Obtained . 

• UGA·l and UGA-2 Are General Application Types 
Intended for Bypass and Coupling Applications. 
Ideal for Replacing Older G·A Types, such as Molded 
Micas, Tubular Ceramics, Paper Tubulars 

• UHK·l and UHK·2 Are High-K Types for Use Where 
Minimum Capacitance is Required. Can Also Be Used 
for Bypass and Coupling Where Additional Capaci· 
tance Is Not Important 

• "Universal" Ceramics Come Complete With Simple 
Instructions on How to Make Up Desired Ratings 

Capacitance 
(Range "F) Tolerance WVDC 

UGA-1 G-A 
UGA-2 G-A _ 
UHK-l High-K 
UHK-2 High-K 

12 
15 
7 
8 

.0004 to .0013 

.0006 to .0027 

.001 to .004 

.0025 to .015 

±20% 
±20% 
GMV 
GMV 

500 
500 
500 
500 

"UNIVERSAL" CERAMICS CAN 
BE QUICKLY CONVERTED TO 
RATINGS (JLF) SHOWN IN TABLE 
BELOW 

UGA·l UGA-2 UHK·l UHK·2 --------- ---
.0004 .0006 
.00047 .00068 .001 .0025, 

.00075 
.0005 
.00056 
.0006 
.00068 

.0008 .0015 .0033 

.00082 

.001 

.0012 
.002 

.0013 .0022 

.0015 .00075 
.0008 
.00082 
.001 
.0012 

.0016 .0025 

.0018 

.002 

.0022 
.0033 

.0025 .004 
.0013 .0027 

L. x w. x T. 

20/32 X o/s X %2 

1 Va X o/s X 0/32 

20/32 X o/s X 0/32 

1 Va X o/s X 0/32 

.004 

.0047 

.005 

.0068 

.01 

.015 

Net 

$.30 
.36 
.30 
.36 
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SECTION 1500 I 

SPRr:lGUE PRINTED CIRCUITS 
BULPLATE® and MULTI-COMp® PRINTED CIRCUITS 

• Bulplates {rectangular plates} and 
Multi-comps {circular. discs} are es­
pecially designed to save space' 
and reduce assembly time 

• Combinations of resistors and ca­
pacitors of maximum compactness 

• Integral connections are "printed" 
and brought out to e)Sternal leads 
which are anchored to the 'basic 
ceramic plate 

• Completed units are protected by a 
tough moisture-proof coating 

• Maximum voltage to be applied 
across these units is 250 volts doc, 
except on 0-1 which is rated at 
100 volts doc 

• Types V-U and V-15 are Multi­
comp disc-type units - All others 
are Bulplate rectangular plates 

VERTICAL 
INTEGRATOR 

Cat. No. CI R, 

VI/V3 .012"F 22KU 16.4K!) 

Net Cat. No. 

$.75 V-2 

CI 

.01"F 

C, 

.002"F 

C. 

.00s1'F 

Cat. No. CI 

VERTICAL 
INTEGRATOR 

RI Net Cat. No. 

----------------------------~--V-4 .0121'F 16.4KU 

VERTICAL 
INTEGRATOR 

$.78 V-6 

CI 

.0041'F 

C, 

.011'F 

C3 

.011'F 

C. 

.00s1'F 

RI 

10K!) 

VERTICAL 
INTEGRATOR 

R, Net 

22K!) 22K!! 8.2K!! 8.2K!) $1.08 

VERTICAL 
INTEGRATOR 

R. 

10K!) 

R. 

10K!) 

VERTICAL 
INTEGRATOR 

Net 

lOOK!) $.75 

Cat. No. CI C'. RI R, N'et Cat. No. CI C, C. C. RI R, R. R. Ne 

-::V--:5:---.0::0::47=-I'":'F--.":"00::4--71'-F--22-K-U--l-0-K{-1 --$-.78 V-7 .000181'F .000131'F .00081'F .00081'F 47K!) 47K!) 68K!) lOOK!) $.75 

fII, ". 

~ 
C~CI @---l 

2 

VERTICAL 
INTEGRATOR 

Cat. No. / R, Net Cat. No. 
~~--~~~--------~~--~ 

C, RI 

V-9 .002s1'F .000331'F 33KIl 1 SK!) $.54 

rrfi--r-z'* :S:;--
R, 

", 
• , ~ Ie. • ~ ~ 

VERTICAL 
INTEGRATOR 

V-B 

CI 

.011'F 

Cat. No. CI C, Ii. Not Cat. No. C. 

--~------------~----~----
RI R, 

V-12 .OSI'F .0021'F 10001! 10000 10KO $2.40 V-IO .000ISI'F 

tCl fc~ I 
<i> 

C, 

.0021'F 

C, 

.OOSI'F 

C. 

.OOSI'F 

C. 

.0041'F 

C. 

.004I'F 

VERTICAL 
INTEGRATOR 

RI 

22KO 

R, 

B.2K!) 

VERTICAL 
INTEGRATOR 

RI 

33KO 

R, 

33KO 

Ra 

8.2KO 

Ra 

90KO 

Net 

$.90 

Net 

$1.29 

========================================= 
R 

rn 
V-14 
V-IS 

VERTICAL 
INTEGRATOR 

70KO 
90KO 

Copyright 1961, Sprague Products Company 
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$.42 
.42 V-ll 

CI 

.OOOISI'F 

REM·SI-6128 

Net 

C, 

.OOSI'F 

VERTICAL 
INTEGRATOR 

RI 

33KO 33KO 

R. Net 

90KO $1.26 
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SECTION 1500 

S P RAG U E PRINTED CIRCUITS 
BULPLATE and MULTI-COMP PRINTED CIRCUITS, continued 

A, A, 
Ct "3 ". "" 

~ VERTICAL 0-l. c:t: INTEGRATOR II, ~ : C. C, , VERTICAL 
c'T INTEGRATOR 

® 
Cat. No. CI C. R, R. Net 

V-16 .0011'F .0021'F 82KIl 39KIl $.90 Cat.No. C, C. Ca C4 CD R, R. Ra Net 

A, C) V-13 .00SI"F .o1"F .0022"F .001"F 470""F 47KIl 33KIl 82KIl $1.14 

R~ VERTICAL ~4 

'i' , 
INTEGRATOR ~c{ R~l [tc. DETECTOR 

TRIODE 

0i~ R, 
COUPLING 

Cat. No. C, C. Ca Rl Net c. 
4 

V-17 .001"F .0041'F .01"F 22KIl $.75 
,v 0 

Cat. No. C, C, Ca C4 CD R, R, Ra Net 
C, 

DT~1 

.1J1f 
.00221'F 220"I'F 2201'I'F .0047"F 2201'"F 6.8MIl 470KIl 470KIl $.90 

TRIODE DT-2 .005 "F 220""F 22OI'l'F .0051'F 22Ol'I'F 6.8MIl 470KIl 470KIl .90 

COUPLING DT-3 .0021'F 220""f 5001'"F .0051'F 500l'l'F 6.8MIl 470KIl 470KIl .90 
DT-4 .002 I'F 220"I'F 250l'l'F .0051'F 2501'"F 6.8M1l 470KIl 470KIl .90 
DT-5 .005 "F 220l'l'F 2501'"F .0051'F 2501'I'F 6.8M1l 470KIl 470KIl .90 
DT-6 .005 "F 220l'l'F 250"I'F .0051'F 250l'l'F 10MIl 470KIl 470KIl .90 

Cat. No. C, C ... Ca R, R, Net 

$.63 
R, 

T-1 .01 I'F 2501'!'f 500KIl 500KIl 
DETECTOR T-2 .01 I'F 250l'l'F 250KIl 500KIl .63 

T-3 .0051'F 250l'l'F 500KIl 500KIl .63 A, c. c~·C. ~l- TRIODE 
T-4 .0051'F 250l'l'F 250KIl 500KIl .63 t l' 1f1 COUPLING 

~ 
, 1 0 •• • ~ 

e
l! RETRACE 

RI , Cz SUPPRESSION Cat.No. C, C. Ca C4 CD R, R, Ra Net 

DT-B .002"F 400"I'F 220"I'F ' .00022"F 5000l'l'F 6.8M1l 470KIl 470KIl $.93 

~ 
Cat. No. C, C. R, R. Net 

R, c) 

f 
DETECTOR RS-2 .0051'f .0021'f 10KIl 1 Mil $.78 

• c, ~~ R5-3 .01 "F .01 ,.F 2.7KIl 56KIl .78 PENTODE 
~~' Cs R.I COUPLING R, 

C 0--1 

R PARALLEL c~@ 

RESISTOR· 
CAPACITOR Cat.No. C, C, Ca C4 CD R, R, ' Ra Net 

DT-9 .0021'F 4001'I'F 22Ol'l'F .005"F 220"I'F 6.8M1l 470KIl 470KIl $.75 

Cat. No. C, R, Net II, C. R. R. 

PRC-2 33Ol'F 220KIl $.30 

.il' ~~ ~~ CO 

DETECTOR 

F11 
1 c. I I 

TRIODE 

SYNC (, .)(» 0'(0 @ (1) @ I!. COUPLING 

TAKEOFF _ 
, > 1 

Cat.No. C, C .. Cs C4 CD R, R. Rs R4 Ne. 

R, R. Net 
DP-1 .0021'F 1501'I'F .011'F .0051'F 10MIl 4.7M1l 1.0MIl 3.3M1l $1.20 

Cat. No. C, C, DP-4 .001"F' 681'I'F .011'F .00251'f 10MIl 4.7MrJ, 1.0Mll 3.3MIl 1.08 

5T-5 .0051'F .00141'F 4700KIl 220KIl $.60 

~f 
C, D "p- ~ Ca SYNC 

c , •• PENTODE 
R. 

TAKEOFF 
• R~ 

COUPLING fit 
, Q) 0 , . . 

-'-

Cat.No. C, C. R, R, Ra Net 

5T-12 .OOO33I'F .000331'F 270KIl 2.2M1l 460KIl $.75 
Cat. No. C, C. Ca R, R. Ra Net 

5T-15 .00033"F .000331'F 1 MIl 2.2M1l 270KIl .75 P-2 100l'l'F .00471'F .00471'F 4.7M1l 1.0Mll 2.2M1l $.96 
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SECTION 1500 

S P R n G U E PRINTED CIRCUITS 
BULPLATE and MULTI-COMP PRINTED CIRCUITS, continued' 

c, R. 

t±:r DIODE r tt;),· HORIZONTAL 
NETWORK 

R, FILTER 
J I (9 ' . 

cat. No. C, C, R, Net Cat. No. C, C, C8 C. R, R, Ra Net 

D-I 1001"I"f 1001"I"f 47K!l $.42 HN-I .0011"f .00151"f 390l'l"f .0031"F 10K!l 39K!l 5.6K!l $1.05 
D-2 15OI"I'F 15Ol"I"f 47K!l .42 

D-3 50l"l"F 501"I"f 47K!l .42 

D-4 1001"I"F 1001"I"f 100K!l .42 c, Rz 

f' R,: t· HORIZONTAL 
Rt C, C. c.' NETWORK 

~f--0 DIODE 
1 ® o 4 @ c,~c. FILTER 

Cat.No. C, C, c, c. R, R, Ra Net 

HN-2 .00l1"F .0021"F 39Ol"I"F .0031"F 15K!l 39K!l 5.6K!l $1.02 
Cat. No. C, C, C, R, Net 

D-5 3301"I"F 68Ol"I"f .011"F 100K!l $.75 

C, R. 

~1tr f.' tl HORIZONTAL R,: R. 
NETWORK '2 ~2 VERTICAL 

c, FEEDBACK ' c'® <1> 4 • 

, 
Cat.No. C, C, C3 C. R, R. Ra Net 

Cat. No. C" C, C, Rl, R2 Net HN-3 .001 UVl~j4. 390l'I"F .0031"F 8.2K!l 39K!l 8.2K!l $1.02 

VF-I .0011"f .0021"F HlOK!l $.78 

Rs C. ~P] SYNC R. c. 

R, Ri•. R, Ri• J VERTICAL c& TAKEOFF 
FEEDBACK • 

bl~'J · 1'J 7 

Cat. No. C, C. Ca R, R, R. Net 

Cat. No. C" C, . R, R, Ra R. R. Net ST-I .011"F .000271"F 251"I"F 10K!l 330K!l 2200!l $.90 

VF-2 .011"F 6.8M!l 520K!l 470K!l 680K!l lK!l .14 ST-2 .011"F .000271"F 251"I"F 10K!l 220K!l 2200!l .90 

C, 

~p. 
r!~ 

VERTICAL SYNC R, c, c. R4 R, R. 

fII 0'""1 
FEEDBACK c:., TAKEOFF 

2 

4 

Cat. No. C, C, C, R, R, Ra Net Cat.No. C, C, C, R, R, Net 

VF-3 .00331"F .0021"F .00471"F 2.2K!l 27K!l 180K!l $1.02 ST-3 .011"F .000271"F 251"I"F 220K!l 22000 $.90 

R. R, 

i" 
., PHASE FOR SPRAGUE'S COMPLETE LINE OF 179 PRINTED FR, c. c. COMPARATOR ;; R. 

® 0 • • CIRCUITS, SEE LATEST ISSUE OF CATALOG C-614 

Cat. No. C, C, C, Rl, R2 Rs R. Net 

C-I 821"I"F lOOl"l"F 10001"I"F 680KIl 4~7K!l 200KIl $.75 
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SECTION 1500 

SPRAGUE CAPACITORS 
MICA CAPACITORS 

TYPE MS and 1 FM MICAS 

TYPE MS - SILVERED MICA 
(Standard Capacitance Tolerance ""5%) 

MF Cat. No. Net Eo MF Cat. No. Net Ea. MF Cat. No. Net Ea. 

500 WVDe, .000120 MS-312 $.27 .001300 MS·213 $.75 
1000 V T •• t .000130 MS·313 .27 .001500 MS·215 .81 

.0001 SO MS·315 .27 .001600 MS·216 .81 
.000005 MS·55 $.27 .000160 MS·316 .27 .001800 MS·218 .81 
.000010 MS·41 .24 .000180 MS·318 .27 .002000 MS·22 .81 
• 000012 MS·412 .24 .000200 MS·32 .27 .002200 MS·222 .90 
.000015 JoAS-415 .24 .000220 MS-322 .27 .002400 MS-224 1.08 
.000018 MS-418 .24 .000240 MS-324 .33 .002500 MS-225 1.08 
.000020 MS-42 .24 .000250 MS-325 .33 .002700 MS-227 1.14 
.000022 MS-422 .24 .000270 MS-327 .33 .003000 MS-23 1.23 
.000024 MS-424 .24 .000300 MS-33 .33 .003300 MS-233 1.23 
_000025 MS-425 .24 .000330 MS-333 .33 .003600 MS-236 1.26 
.000027 MS-427 .24 .000360 MS-336 .33 .003900 MS-239 1.29 
.000030 MS-43 .24 .000390 MS-339 .39 .004000 MS-24 1.29 
.000033 MS-433 .24 .000400 MS-34 .39 .004300 MS-243 1.29 
.000036 MS-436 .24 .000430 MS-343 .39 .004700 MS-247 1.29 
.000039 MS-439 .24 .000470 MS 347 .42 .005000 MS·25 1.35 
.000040 MS-44 .24 .000500 MS-35 .42 .005100 MS-251 1.35 
.000043 MS-443 .24 .000510 MS-351 .42 .005600 MS-256 1.50 
.000047 MS-447 .24 .000560 MS-356 .45 .006000 MS-26 1.44 
.000050 MS-45 .24 .000600 MS-36 .48 .006200 1:\5-262 1.56 
.000051 M5-451 .24 .000620 MS-362 .48 
.000056 MS-456 .24 .000680 MS-368 .51 300 WVDe, 600 V Test 
.000060 M5-46 .24 .000700 MS·37 .51 
.000062 MS-462 .24 .000750 MS-375 .54 .006800 MS-268 1.56 
.000068 MS-468 .24 .000800 MS·38 .57 .007000 MS·27 1.56 
.000070 M5-47 .24 .000820 MS-382 .57 .007500 MS-275 1.68 
.000075 M5-475 .24 .000900 MS-39 .60 .008000 MS-28 1.68 
.000082 M5-482 .24 .000910 MS-391 .60 .008200 MS-282 1.68 
.000091 MS·491 .24 • 001000 MS-21 .66 .009000 MS-29 1.86 
.000100 M5-31 .24 .001100 MS·211 .72 .009100 MS-291 1.86 
.000110 M5-311 .27 .001200 MS-212 .78 .010000 MS-ll 2.04 

TYPE lFM 
(Standard Capacitance Tolerance =20%) 

MF Cat. No. Net Eo. 
500 WVDC. 
1000 V Telt 

.000010 IFM·41 

.000012 I FM·41 2 

.000015 IFM·415 

.000018 .IFM-418 

.000020 IFM·42 

.000022 IFM·422 

.000024 IFM·424 

.000027 IFM·427 

.000030 IFM·43 

.000033 IFM·433 

.000036 IFM·436 

.000039 IFM 439 

.000040 IFM·44 

.000043 IFM·443 

.000047 IFM·447 

.000050 IFM·45 

.000051 I FM·45 I 

.000056 IFM-456 

.000062 IFM 462 
:000068 IFM·468 
.000075 IFM-475 
.000082 IFM-482 
.000091 IFM-491 
.000100 IFM-31 
.00011 0 I FM-31 I 
.000120 IFM-312 
.000130 IFM-313 

Catalog Numbers 
. M5-55 through MS-356 
M5-36 through M5-236 
MS-239 through MS-282 
M5-29 through MS-II 

$.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.15 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 
.12 

MF Cat. No. Net Ea. MF Cat .. No. Net Eo 

.000150 I FM-31 5 $.12 .001500 I FM-21 5 $. IIi 

.000160 I FM-31 6 .12 .001600 IFM-216 .18 

.000180 IFM-318 .12 .001800 IFM-218 .24 

.000200 IFM-32 .12 .002000 IFM·22 .24 

.000220 IFM-322 .15 .002200 IFM·222 .24 

.000240 IFM·324 .15 .002400 IFM·224 .30 

.000250 IFM·325 .15 .002500 IFM·225 .30 

.000270 IFM·327 .15 .002700 IFM·227 .30 

.000300 IFM-33 .15 .003000 IFM·23 .30 

.000330 IFM·333 .15 .003300 IFM·233 .36 

.000350 ' IFM·335 .15 .003600 IFM·236 .36 
.003900 IFM·239 .36 .000360 IFM-336 .15 .004000 IFM·24 .33 .000390 IFM·339 .15 .004300 IFM·243 .36 .000400 IFM·34 .15 .004700 IFM·247 .36 .000430 IFM·343 .15 .005000 IFM·25 .36 .000470 IFM-347 .15 .005100 IFM·251 .36 .000500 IFM·35 .15 .005600 IFM·256 .39 .000510 IFM·351 .15 .006000 IFM·26 .39 .000560 IFM·356 .15 .006200 IFM·262 .39 .000620 IFM·362 .15 

.000680 IFM-368 .15 300 WVDe, 600 V Telt 

.000700 IFM·37 .15 .006800 IFM·268 .51 

.000750 IFM-375 .18 .007000 IFM-27 .51 

.000820 IFM-382 .18 .007500 IFM-275 .51 

.000910 IFM-391 .18 .008000 IFM-28 .60 

.001000 IFM-21 .18 .008200 I FM-282 .60 

.001100 IFM 211 .18 .009000 IFM-29 .60 

.001200 IFM·212 .18 .009100 IFM-291 .60 

.001300 IFM-213 .18 .010000 IFM-ll .72 

MS and 1 FM Dimensions 

Catalog Numbers l x W x T 
I FM-41 through I FM-356 'I'< x ,%, x ~ 
I FM-362 through I FM-236 '%. x '%. x %2 
I FM-239 through IFM-282 '%. x 53"- x "h2 
I FM-29 through I FM·II I x % x fl, 

• Each Mica Capacitor Section Receives a Rodio Frequency Test Before 
Molding 

• Careful Selection and Electrical Grading of Raw Mica Assures Maximum 
Quolity 

• Section Foils on Foil Micas ore Connected to Terminals through Special 
Low-resistance R-F Bonds 

• R-F Current Tested for Peak Ratings After Impregnation and Molding 

TYPES XFM, 
YFM and ZFM 

(Standard Capacitance Tolerance ±IO%) 

MF Cot. No. Net Ea • 

XFM - 600 WVDe, 1200 V TEST 

.00005 XFM·45 $ .72 

.0001 XFM-31 .72 

.0002 XFM-32 .72 

.00025 XFM-325 .72 

.0003 XFM-33 .72 

.0004 XFM-34 .72 

.0005 XFM-35 .72 

.001 XFM-21 .72 

.0015 XFM-215 .72 

.002 XFM-22 .78 

.0025 XFM-225 .78 

.003 XFM-23 .87 

.004 XFM-24 .90 

.005 XFM-25 .93 

.006 XFM-26 1.08 

.007 XFM-27 1.11 

.008 XFM-28 1.14 

.01 XFM-II 1.29 

.02 XFM-12 1.83 

.03 XFM-13 2.67 
Catalog Numbers Lx W x T 
XFM-45 thru XFM-II 1% x IV. x "h2 
XFM-12 thru XFM-13 I%xlY.xfu 

'YFM - 1200 WVDe, 2500 V TEST 

.00005 YFM-45 .96 

.0001 YFM·31 .96 

.0002 YFM-32 .96 

.00025 YFM-325 .96 

.0003 YFM-33 .96 

.0004 YFM-34 .96 

.0005 YFM·35 .96 

.001 YFM-21 1.08 

.0015 YFM-215 1.3B 

.002 YFM-22 1.44 

.0025 YFM·225 1.68 

.003 YFM-23 1.83 

.004 YFM·24 I.B3 

.005 YFM·25 1.98 

.006 YFM-26 1.98 

.007 YFM-27 2.07 

.008 YFM-28 2.31 

.01 YFM·ll 3.06 

Catalog Numbers Lx W x T 
YFM-45 thru YFM-24 l%xIVa xllh2 
YFM·25 thru YFM-II l%xlYax~ 

ZFM - 2500 WDve, 5000 V TEST 

.00005 ZFM-45 1.14 

.0001 ZFM·31 1.14 

.0002 ZfM·32 1.14 

.00025 ZFM·325 1.32 

.0003 ZFM·33 1.35 

.0004 ZFM-34 1.3B 

.0005 ZFM-35 1.44 

.001 ZFM-21 1.68 

.0015 ZFM-215 2.13 

.002 ZFM-22 

.003 ZFM-23 

.004 ZFM-24 

.005 ZFM-25 
Catalog Numbers 

ZFM-45 thru ZFM-22 
ZFM-23 thru ZFM·25 

2.49 
2.94 
3.39 
3.84 

Lx W x T 

1% x IV. x "h2 
l%xWaxfu 

TYPES 7FM, 
8FM and 9FM 

Capacitance Tolerance ± 1 O%} 

MF Cat. No. Net Eo. 
7FM - 600 WVDe, 1200 V TEST 

.00005 7FM-45 $ .87 

.0001 7FM-31 .87 

.00015 7FM-315 .87 

.0002 7FM-32 .87 

.00025 7FM-325 .87 

.0005 7FM-35 .87 

.001 7FM-21 .87 

.002 7FM-22 .99 

.0025 7FM-225 1.02 

.003 7FM-23 1.11 

.004 7FM-24 1.20 

.005 7FM-25 1.26 

.006 7FM-26 1.32 

.008 7FM-28 1.47 

.01 7FM-II 1.68 

.015 7FM-115 1.83 

.02 7FM·I2 2.13 

.03 7FM-13 2.73 

.04 7FM-14 3.51 

.05 7FM-15 4.26 

.06 7FM·16 4.83 
Catalog Numbers Lx W x T 
7FM-45 thru 7FM-13 I%xlfl.x~ • 
7FM-14 thru 7FM-16 I%xlfl.x% 

8FM - 1200 WVDC, 2500 V TEST 
.00005 8FM-45 .96 
.0001 8FM-31 .96 
.00015 8FM·315 .96 
.0002 8FM-32 .96 
.00025 8FM-325 .96 
.0005 8FM-35 .96 
.001 8FM·21 1.14 
.002 8FM·22 1.50 
.0025 8FM-225 1.6B 
.003 8FM-23 1.77 
.004 8FM-24 1.86 
.005 8FM·25 1.98 
.006 BFM·26 2.07 
.008 BFM-28 2.46 
.01 BFM-I I 2.B2 
.015 BFM-115 3.4B 
.02 8FM-12 4.23 
.025 BFM·125 4.74 
.03 BFM·13 4.86 

Catalog Numbers Lx W x T 
8FM-45 thru 8FM·115 I%xlfl.x~. 
8FM-1 2 thru 8FM· I 3 1% x Ifl,x % 

9FM - 2500 WVDe, 
.00005 9FM·45 
.0001 9FM-31 
.00025 9FM-325 
.0005 9FM-35 
.001 9FM-21 
.002 9FM·22 
.0025 9FM-225 
.003 9FM-23 
.004 9FM-24 
.005 9FM-25 
.006 9FM-26 
.OOB 9FM-28 
.01 9FM·1I 
.015 9FM-I15 

Catalog Numbers 
9FM·45 thru 9FM-26 
9FM-2B thru 9FM-115 

5000 V TEST 
1.14 
1.14 
1.29 
1.53 
1.74 
2.55 
2.76 
3.06 
3.39 
3.72 
3.81 
4.11 
4.28 
4.83 

Lx W x T 

I%xlti6x~, 
I%xlti6x% 

Copyright 196 I, Sprague Products Company REM-54-6128 All prices and sizes subiect to change without notice. 

© U.C.P., Inc. Net The MASTER - 26th Edition • Page 593 



SECTION 1500 

SPRAGUE CAPACITORS 
MICA CAPACITORS, continued 

TYPES 1MC & 2MC TYPES lCC, 2CC, 3CC & 4CC 
(Standard Capacity Tolerance ='=5%) 

MF Cat. No. Net MF Cat. No. Net 

TYPE lCC 4000 VAC ,Peak 

Cimensions -~ 2'''Iit;'' D. x 2Y2" 1-'. .015 ;(C-115 .1.49 

6000 VAC Paak 3000 Vt.C Peak 

.00005 lCC-45 $'12.92 
.02 2CC-12 41.49 .000075 lCC-475 24.00 

.0001 lCC-31 24.36 .025 2CC-125 43.20 

.00015 lCC-315 24.36 
(Standard Capacity Tolerance ±5%) .0002 lCC-32 24.36 2000 VAC Peak 

.00025 lCC-325 24.36 

.0003 lCC-33 26.61 .03 2CC-13 44.10 .0004 lCC-34 26.61 
MF VAC Peak Cat. No. Net .0005 lCC-35 27.99 .04 2CC-14 46.68 

.0006 lCC-36 27.99 .05 2CC-15 48.45 

.0007 lCC-37 27.99 .06 2CC-16 49.80 

.0008 lCC-38 27.99 
TYPE lMC .001 lCC-21 27.99 1500 VAC Peak 

.0015 lCC-215 29.34 

Dimensions - 2" L. X '7')6/1 W. X 1'%2" H. .002 lCC-22 29.34 .07 2CC-17 51.00 
.003 lCC-23 30.36 
.004 lCC-24 30.36 .08 2CC-18 51.90 MF Cat. No. Net 

.1 2CC-l 54.00 

.00005 3000 1 MC-45 $ 7.56 4000 VAC Peak 
TYPE .0001 3000 1 MC-31 7.56 TYPE 3CC 4CC 

.00015 3000 lMC-315 7.56 .005 lCC-25 30.36 
Dimensions - 5" D. x 5%" H. 

.0002 3000 lMC-32 7.56 .006 lCC-26 30.87 Dimensions - 5" D. x 4" H. 

.00025 3000 lMC-325 7.56 .007 lCC·27 30.37 

.0003 3000 1 MC-33 7.56 .008 lCC-28 30.87 30,000 VAC Peak 

.0004 3000 lMC-34 7.56 .01 lCC-ll 30.87 20,000 VAC Peak 

.0005 3000 lMC-35 7.56 .0001 4CC-31 $126.18 
.• 0006 3000 'MC-36 7.56 3000 VAC Peak .00005 3CC-45 66.54 .00015 4CC-315 126.18 
.0007 3000 lMC-37 7.56 .000075 3CC-475 72.60 .0002 4CC-32 132.70 
.0008 3000 1 MC-38 7.56 .015 ICC-115 30.87 .0001 3CC-31 72.60 .0003 4CC-33 132.70 
.001 3000 lMC-21 7.56 .00015 3CC-315 78.66 .0004 4CC-34 132.70 
.0015 3000 lMC-215 7.56 2000 VAC Peak .0002 3CC-32 78.66 .0005 4CC-35 132.70 
.002 3000 lMC-22 7.56 .0003 3CC-33 78.66 .0006 4CC-36 132.70 
.003 2000 lMC-23 7.56 .02 lCC-12 30.87 .0004 3CC-34 82.29 .0007 4CC-37 132.70 
.004 2000 1 MC-24 7.56 .025 lCC-125 31.08 .0005 3CC-35 82.29 .0008 4CC-38 132.70 
.005 2000 lMC-25 7.56 .0006 3CC-36 82.29 .001 4CC-21 132.70 
.006 2000 lMC-26 7.56 1500 VAC Peak .0007 3CC-37 82.29 
.007 2000 lMC-27 7.56 .03 lCC-13 33.45 .0008 3CC-38 82.29 25,QOO VAC Peak 
.008 1500 lMC-28 7.56 .001 3CC-21 84.69 
.01 1000 lMC-ll 7.56 .04 lCC-14 35.10 .0015 4CC-215 137.46 

.05 ICC-IS 36.45 
.015 1000 lMC-115 7.56 .06 lCC-16 37.68 15,000 VAC Peak 
.02 1000 lMC-12 8.58 20,000 VAC Peak 
.03 500 lMC-13 8.58 1000 VAC Peak 
.04 500· lMC-14 8.58 .0015 3CC-215 85.92 .002 4CC-22 137.46 
.05 250 lMC-15 8.58 .07 lCC-17 38.55 .002 3CC-22 85.92 .003 4CC-23 137.46 
.1 250 lMC-l 9.06 .08 lCC-18 J9.45 

.1 lCC-l 41.10 12,000 VAC Peak 15,000 VAC Peak 

.004 4CC-24 140.61 
TYPE 2MC TYPE 2CC .003 3CC-23 90.75 .005 4CC-25 145.20 

.004 3CC-24 90.75 .006 4CC-26 151.35 

Dimensions - 2~" L. x 1 V4" W. X 1''li6" H. Dimens~ons - 3Yl" D. X 3" H. .007 4CC-27 156.00 
10,000 VAC Peak 

10,000 VAC Peak 12,000 VAC Peak 

.005 3CC-25 90.75 .008 4CC-28 156.00 .00005 5000 2MC-45 $10.38 .00005 2CC-45 39.33 .006 3CC-26 90.75 
.0001 5000 2MC·31 10.38 .000075 2CC·475 39.33 .007 3CC-27 90.75 

.009 4CC-29 156.00 
.00015 5000 2MC-315 10.38 .0001 2CC-31 39.33 .008 3CC·28 90.75 
.0002 5000 2MC-32 10.38 .00015 2CC-315 39.33 10,000 VAC Peak 
.00025 5000 2MC-325 10.38 .0002 2CC-32 39.33 8000 VAC Peak .0003 5000 2MC-33 10.38 .0003 2CC-33 39.33 .01 4CC-ll 163.46 
.0004 5000 2MC-34 '0.38 .0004 2CC-34 39.33 
.0005 5,000 2MC-35 10.38 .0005 2CC-35 39.33 .01 3CC-l1 90.75 8000 VAC Peak 
.0006 5000 2MC-36 10.38 .0006 2CC-36 39.33 
.0007 5000 2MC-37 10.38 .0007 2CC-37 29.33 5000 VAC Peak .015 4CC-115 163.46 
.0008 5000 2MC-38 10.38 .0008 2CC-38 39.33 
.001 5000 2MC-21 10.38 .001 2CC-21 39.33 6000 VAC Peak 
.0015 5000 2MC-215 10.38 .0015 2CC-215 39.33 .015 3CC-l IS 90.75 
.002 5000 2MC-22 10.38 .002 2CC-22 39.33 .02 3CC-12 90.75 .02 4CC-12 163.46 
.003 3000 2MC-23 10.38 .03 4CC-13 163.46 
.004 3000 2MC-24 10.38 8000 VAC Peak 3000 VAC Peak 
.005 3000 2MC-25 10.38 5000 VAC Peak 
.006 3000 2MC-26 10.38 .003 2CC-23 39.33 
.007 3000 2MC-27 10.38 .004 2CC-24 39.33 .025 3CC-125 90.75 .04 4CC-14 163.46 
.008 2000 2MC-28 10.38 .03 3CC-13 90.75 .05 4CC-15 163.46 
.01 2000 2MC-ll 10.38 6000 VAC Peak .04 3CC-14 90.75 .06 4CC-16 174.00 
.015 2000 2MC-115 10.38 .05 3CC-15 90.75 
.02 2000 2MC-12 10.38 .005 2CC-25 39.33 .06 3CC-16 95.10 4000 VAC Peak 
.03 1500 2MC-13 10.38 
.04 1500 2MC-14 10.38 5000 VAC Peak 2000 VAC Peak .07 4CC-17 180.00 
.05 1500 2MC-15 10.38 
.06 1000 2MC-16 11.16 .006 2CC-26 41.49 3000 VAC Peak 
.07 1000 2MC-17 11.16 .007 2CC-27 41.49 .07 3CC-17 98.40 
.08 500 2MC-18 11.52 .008 2CC-28 41.49 .08 3CC-18 103.20 .08 4CC-18 184.80 
.1 500 2MC-l 11.52 .01 2CC-ll 41.49 .1 3CC-l 109.20 .1 4CC-l 195.60 

Copyright 1961, Sprague Products Company REM-55-61 28 All prices and sizes subject to change without notice. 
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SECTION 1500 

T.M. '1111 sol ids tat e 
ff PORCELAIN CAPACITORS 

Conforms with MIL-C-11272B 

AXIAL-RADIAL 
VY 12 

AXIAL 
VY 17 

RADIAL 
VY 04 

The superior electrical and mechanical characteristics 
exhibited by Vitramon® capacitors are attributes of 
their solid state composition - fine silver electrodes 
molecularly fused within a solid block of high grade 
porcelain, forming a monolithic unit that requires no 
case or hermetic seal. 

"Layering" of electrodes makes possible a much 
greater active dielectric area within the same cubic 
content_ Perfect bonding of materials minimizes loss 
and noise and results in greater stability over a tem­
perature range of -55°C to 200°C_ 
Vitramon® capacitors are used extensively in guided 
misSiles, jet ignition, proximity fuses, and in radar, 
servo, guidance, fire control, telemetering, and carrier 
telephone systems. 

All series A, AR and Rare 
STANDARD TYPES available in the following 

AN D VALU ES values from factory or 
distributor stocks in 10%, 
5%,2% and 1 % tolerances. 

VY 12C or VY 13C VY 16C Qr VY 17C 
0.5 to 200 mmf at 500 vde 

220 to 300 mmf at 300 vdc' 
VY 21 C or VY 22C 

220 to 470 mmf at 500 vdc 
510 to 1000 mmf at 300 vdc 

VY 31C or VY 32C 
510 to 1000 mmf at 500 vdc 1100 to 3300 mmf at 500 vdc 

1100 to 2400 mmf at 300 vdc' 3600 to 6800 mmf at 300 vdc" 

VY 05C 
300 to 620 mmf at 100 vdc 680 to 1200 mmf at 50 vdc 

VY 04C 
0_5 to 22 mmf at 500 vdc 110 to 220 mmf at 100 vdc 
24 to 100 mmf at 300 vdc 240 to 510 mmf at 50 vdc 

*2200 and 2400 not available in - Axial Series 
**6200 and 6800 not available in - Axial-Radial Series 

HIGH RELIABILITY SPECIFICATION S-1002 
Every VITRAMON® Capacitor purchased against our 
High Reliability Specification 5-1002 is accompanied 
by a detailed documentation verifying a reliability of 
better than 0.5% per 1000 hours. Continuous control 
testing of in-process mater,ial for all parameters, in­
cluding 300,000 unit hours of life tests every six 
weeks, has consistently demonstrated an A.Q.L. for 
VITRAMON® Capacitors 12 times higher than Mit 
Specifications. 

© U.c.P., Inc. 

"1L ~ m i c r 0 - min i a t u r e ,I' CERAMIC CAPACITORS 
Conforms with MIL-C-l1015/18 and /19 

47-10,000 mmf 
200 vdc without derating 
-55°C to 150°C operation 

MOLDED CASE 

case size: 0,2" square 
lead spacing: 0,2" 

case size: 0,3" square 
lead spacing: 0.2" 

GENERAL CHARACTERISTICS 
Temperature Co-efficient: Maximum deviation from 25°C meas­
urement over range of -55°C to +150°C is ± 15%. 
Voltage Co-efficient: Negative at the average rate of 0.025% 
per volt above 25 vdc for values through 680 mmf, and 0.1 % 
per volt above 680 mmf. 
Insulation Resistance: Minimum of 1,000 ohmfarads (100,000 
megohms) at 25 ° C and 10 ohmfarads (1,000 megohms) at 150 ° C. 
Dissipation Factor (at 1 kc): Less than 1.5% at 25 ° C and less 
than 1.0% at 150 ° C through 680 mmf; from 820 through 10,000 
mmf, DF is less than 2_5% and 1.5% respectively. 
Lead Strength: Withstands a force of five pounds exerted in the 
direction of the leads as required by Mll-C-l1015B. 
Dip-soldering: All units thermal shock proofed, may be dip­
soldered up to the case at 600 ° F. 
Dielectric Strength: A potential of 400 % of rated voltage may 
be applied for 10 seconds at 25 ° C. 

Part Capacity Part Capacity Part Capacity 
Number mmf. Number mmf. Number mmf. 

VK 20CW470* 47 VK 20CW151 * 150 VK 20CW471 * 470 
VK 20CW560' 56 VK 20CW181' 180 VK 20CW561' 560 
VK 20CW680' 68 VK 20CW221' 220 VK 20CW681' 680 
VK 20CW820' 82 VK 20CW271* 270 VK 20CW821' 820 
VK 20CWlOl' 100 VK 20CW331 * 330 VK 20CW102' 1000 
VK 20CW121' 120 VK 20CW391 * 390 VK 30CW122* 1200 

Part Capacity Part Capacity 
Number mmf. Number mmf. 

VK 30CW152* 1500 VK 30CW472* 4700 
VK 30CW182* 1800 VK 30CW562* 5600 
VK 30CW222* 2200 VK 30CW682* 6800 
VK 30CW272* 2700 VK 30CW822* 8200 
VK 30CW332* 3300 VK 30CW103* 10000 
VK 30CW392' 3900 

'Tolerance code to be added to complete part number. 
K = 10%, M = 20%. 

NOTE: When ordering against MIL Specifications, substitute 
CK 05 for VK 20 and CK 06 for VK 30 in Part Number. 

ALSO AVAILABLE IN DIPPED CASE FOR 
COMPLETE ASSEMBLY ENCAPSULATION 
Same electrical characteristics as standard "VK" series. 
Each unit coated with a resilient protective compound. 
Leads .016 Diam. (nominal); .032 max. recommended 
hole diam. Dimensions: 10-100 mmf., .12" square; 120-
470 mmf., .145" square; 560-1000 mmf., .170" square; 
1200-10,000 mmf., .270" square. When ordering, sub­
stitute VK 21 for VK 20 and VK 31 for VK 30. 
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SECTION 1600 

CRAMOLIN® 
A NEW CONCEPT ON IMPROVING CONTACT PERFORMANCE 

... and here are 14 REASONS WHY ••• 
1. Reduces contact resistances to their minimum values. 
2. Reduces sparking of brush,s on commutators. 

9. Cramolin can be safely used at a relative humidity of 950/0 and 
temperatures up to 1000 C. . 

10. Cramolin will perform equally as well under air pressure as 
well as in a vacuum. 3. Improves performance of contacts and collector rings. 

4. Protects against salt air and sulfidic atmosphere and will not 
absorb moisture. 

5. Applied on moving parts, Cramolin will stay on. Cramolin con­
tains a chemical compound which is strongly attracted by metal 
surfaces and cannot be removed completely, even by high 
pressure friction. 

11. Insulation resistance of 1013 ohms between contacts at distance 
of 1 cm on Trolitul (phenol-formaldehyde resin). 

12. Tests have indicated that no injurious secondary effects arise. 

6. Fungus growth will not develop on Cramolin-films, because 
Cramolin contains mineral and synthetic ingredients only. 

13. Cramolin may be applied on old contacts without special pre­
cautions. All non .. metallic layers, dust, resin, etc., will be 
dissolved and removed at once by rubbing it off, or by operating 
the contact several times. 

14. Under general operating conditions Cramolin should be reapplied 
after two to three years (on high frequency and low current 
contacts). In highly corrosive atmosphere (containing acid, sui .. 
phide, etc.) reapplication should take place after one year. If 
the air contains unusual quantities of ammonia, contacts should 
be cleaned with our. modified Cramolin. 

7. Cramolin is not aggressive on baked varnishes, although it may 
affect some nitro-cellulose lacquers. 

8. Max. eHective operating temperature range is -34°C to 
+1500C (these are conservative values, consult us for higher 
ranges.) 

FEATURES 
• ANTI-CORROSIVE 

• CLEANER 
• PRESERVATIVE 

• LUBRICANT 

FOR BETTER CONTACTS START WITH 
A CONTACT THAT'S CRAMOUNIZED 

LIST PRICES 
2 oz. . ....... _____ ... ______ .................... _ ..... _ ..... $1.95 
y, pt .......... _ ....... _ .................. _._ ................. _. 6.75 
1 pt. . .............. _ ............... _ .. _ ................ ___ ... 13.00 
1 qt ................................................... _ ......... 25.50 -------------------ERSA-MINIATURE SOLDERING IRON 

A NEW STREAMLINED LOW TENSION SOLDERING IRON 
The power supply for this low voltage (6 volts) iron may come from a battery or 
a special low voltage transformer. 
The ERSA MINIATURE with its 5 foot, Iight.weight, twin·cable, securely molded to the 
plastic handle and plug, weighs only 3 ounces. 

c 

C 

~ 
~....-' 

~. 

--..:;. .-t:::=--.--
30W 
20W 
lOW 

The streamlined handle rests comfortably, like a fountain pen, in the hand and permits 
tireless operation in production work. The slim shaped heating units of 10, 20 or 30 
watts may be interchanged in the same handle, in a matter of seconds to the desired 
wattage. Heating units are screwed into the handle as easily as one would insert a 
bulb into a flashlight. This method guarantees reliable and continuous contact per­
fQrmance. The soldering tips are simply pushed on the heating- unit, and can iust as 
easily be removed. 
A heat.up period of 40 seconds is sufficient to make the ERSA MINIATURE ready for 
use and has built-in protection against capacitative stray effects from mains which 

C 
5V 5.SV 6V 6.5V 7V 

could dama.ge transistors or endanger the operator. ' 
The specially designed Control Transformer Models Rl0 and R30 will solve the most 
complicated soldering problems. Both transformer models have a primary voltage 
regulator for 110, 125, 150, 220 and 240 volts. The secondary voltage is also variable 
within ,the range of 5 to 7 volts, thus making it possible' to select a temperature 
range between 300 to 500·C. When not in use, the ERSA MINIATURE iron rests on a 
special nozzle provided on the transformer. This protects against overheating. 
Control Transformer R10 was solely made for use with the ERSA MINIATURE Iron Model 
lOW. The R30, with a greater output, permits universal use of all the various ERSA 
MINIATURE irons with their different capacities. Several ERSA MINIATURE irons may 
be hooked up to total 30 watts. 

MODEL 
DESCl.IPlION OR 

PART NO. 

ERSA-MINIATURE 
Soldering Iron lOW 
{Comple'e Assy.} 20W 
6 Volt Rating 30W . 
Cable with End 
of Handle #16 
Front of Handle #.5 

Control Transfonner R.O 

Control Transfonner R30 

* Overall Length Iron - 8" 
Handle Grip is Approx. 4" 

ELECTRIC 
IATING 

.0 WATTS 
20 WATTS 
30 WATTS 

-
-

'0 VA 

30 VA 
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WEIGHT PRICE SPARE HEATER ELEMENTS SPAIE SOLDERING IllS 
APPROX. COMPLm PAl' NO. PRICE PAIT NO. PRICE 

2.650Z .. $5.00 II·'OW $3.60 12·10 $0.50 
2.6S OZ. 
3.0 OZ. 

2.0 OZ. 
0.1 OZ. 

3.5 LB. 

5.' LB. 

5.00 1I·20W 3.60 12·20 0.50 
5.00 II-lOW 3.60 12·30 0.50 

$3.30 
A Universal Handle Suitable For Elements: 

0.35 
#11-10W, #11-20W & #11-30W 

$15.00 Use Only With Ersa-Miniatur.lron#10W 

$25.00 Use Ersa.M!nlature IronS# 1 OW, #20W & -#30W 

Prices & Specifications Subject To Ch~ng. Without Notice 
Prices F.O.B. New Hyde Park, L.r., N. Y. 

Trade Discount Applies To List Prices Only 

VOLTAGE SETTING AT CONTROL TRANSFORMER 

© U.c.P., Inc. 



SECTION 1600 

THE NEW MIRACLE T. V. TUNER CLEANER 
CHEMICALLY ENGINEERED FOR ELECTRONIC TECHNICIANS 

Chemically engineered for that tuner and 
switching mechanism. Hush comes in a 6 
oz. pressure can with sufficient pressure to 
reach all contacts to wash-a-way that dirt, 
leaving clean and positive contacts, pro­
tected with a lasting lubricant film and 
with no powder residue. 

FREE 6" Plastic Extender With Every Can 

6 oz. ECONOMY SPRAY CAN $2.25 

"Spray It and Forget It II 

Hush also available in 2 oz., 8 oz. and 32 oz. containers. Net 

STOPS 

Corrosion 

Corona Loss 

Short Circuits 

NEW TRANSPARENT 

PLASTIC SEALER 
INSULATES and WATER PROOFS 

with HIGH DIELECTRIC STRENGTH 

A FEW 
DROPS 

DOES THE 
JOB 

2 oz. Net 79c 
(32 oz. sizes available) 

16 ounces $1.95 Net 

SINCE 1949 THE ORIGINAL 

SUPER (VlR.OUllT® 
VOLUME CONTROL and CONTACT RESTORER 

EVER-QUIET is a free-flowing liquid that leaves no power residue. 
Scientifically designed to seep around the shaft and penetrate the 
control or potentiometer, cleaning the contacts and leaving a safe 
protecting film. 

EVER-QUIET is harmless to metals, wire or carbon. 

FREE 6" Plastic Extender With· Every Can 

6 oz. SPRAY CAN $1.59 Net 

EVER-KLEER T.V. PiCture Tubes, Protecting Glass Cleaner 

CHEMICAL ELECTRONIC ENGINEERING, INC. 
MATAWAN, NEW JERSEY 
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SECTION 1600 

ask by name '\ for 
GENUI 

~. -,~.~~~, 

__ ~~W''''''''''''=~'A''' 

or 

".T 
"'11 O~SE;' 

TUNER-TONIC 

"N :'S£II 

Tuner-Tonic 
with 

Perma-Film 
• Economical-a little does a lot. 
• Cleans, lubricates, restores all 

tuners - including wafer type. 
• Non~toxic, non-inflammable. 
• Use for TV, radio and FM. 

- 6 oz. $3 25 Aerosol Can • 
"lET To Servic9men 

It 
PRODUCTS 

ALL "NO-NOISEII PRODUCTS SOLD 
WITH MONEY BACK GUARANTEE 

Volume Control 
and 

Contact Restorer 
• CLEANS 

• PROTECTS • LUBRICATES 

NOT A CARBON TET SOLUTION 

2 oz. Battle 6 oz. Spray Can 

NET To Servicemen 

At Your DISTRIBUTOR Only 

ELECTRONIC CHEMICAL Corp. 
JERSEY CITY, NEW JERSEY 

electronic chemical 
• new 

formula EC-44 
Economical! A 
I ittle does a lot! 
6 oz . 
spray 
can 

LUBRICATES • CLEANS 
CONDITIONS 

ALL ELECTRICAL CONTACTS 
with FREE 5" plastic extender 

push button assembly 
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I SECTION 1600 I 

lac I CHEMICALS AND KITS 
ELECTRONICS 

GC Chemicals (Cements, Thin­
ners, Paints, Oils, Varnishes, 
etc.), are available in handy 
2 oz. bottles with brush-in­
cap. Also supplied in larger 
sizes. 

G-C RADIO-TELEVISION SERVICE CEMENT-This 
high grade cement is specially prepared for 
Radio, Television and Speaker Work. Unexcelled 
for cementing and replacing cones on dynamic 
speakers, repairin!; rattling or torn cones, 
cementing voice calls, spiders, etc. 
Cat. No. 30-2 2-oz. Net $ .48 

G-C PLASTIC CEMENT-Excellent for cementing 
broken plastic cabinets, cementing grille cloth 
in place, cementing dial and glass crystal as­
semblies, cementing knots in dial, cords, etc. 
Cat. No. 32-2A 2-oz. Net $ .48 

G-C "BAKELITE" CEMENT-This cement Is espe­
cially made for cementing "BAKELITE" to 
"BAKELITE" and to other materials. 
Cat. No. 32-2 2-oz. Net $ .70 

G-C "VINYLITE" CEMENT-This new G-C Cement 
based upon "VINYLITE" vinyl resins, has great 
adhesion, high tackiness and extreme flexibility; 
Cat. No. 58-2 2-oz. Net $ .48 

G-C HOUSEHOLD and MODEL CEMENT-fast-dry­
ing cement, suitable for many uses. Excellent 
"Household Cement"; will cement wood, paper, 
plastics, metal, china, crockery, ceramics, etc., 
Cat. No. 45-2 2-oz. Net $ .48 

G-C fABRIC AND GRILLE CLOTH CEMENT-for 
cementing grille cloth and fabrics to either 
metal, plastic or wood cabinets. 
Cat. No. 22-2 2-oz. Net $ .53 

G-C WOOD CABINET GLUE-This is the ordinary 
well-known wood glue that is used in repair 
of furniture, chairs, radio cabinets, etc. 
Cat. No. 39-2 2-oz. Net $ .48 

G-C No. 28 CEMENT THINNER- This thinner is 
made of same solvents as G-C Service Cement 
and makes the best thinner' for G-C Service 
Cement. 
Cat. No. 28-2 2-oz. Net $ .45 

G-C RADIO SERVICE SOLVENT-The best solvent 
for loosening cement on speaker cones, frames, 
etc., made to dissolve all types of cements. 
Can also be used as a thinner for G-C Cement 
and other cements. 
Cat. No. 31-2 2-oz. Net $ A5 

G-C No. 29 LACQUER THINNER-Solvent for thin­
ning all latquers, lacquer enamels, telephone 
black and gray, touch-up lacquers. 
Cat. No. 29-2 2-oz. Net $ .45 

G-C No. 67 PAINT THINNER-Excellent for Ruf­
Koat, Krome-Koat, B-K Cement, Insulating Var­
nish and Rubber Cements. 
Cat. No. 67-2 2-oz. Net $ .45 

G-C No. 41 Q-DOPE THINNER-Excellent solvent 
for Polystyrene, Q-Dope and any other Poly­
styrene Coil Dopes and Cements. Will soften and 
disolve polystytene rods, sheets, etc. Clear 
water-white solvent will not change character­
istics of original 'materials. 
Cat. No. 41-2 2-oz. Net $ .45 

G-C RUBBER-TO-METAL & PHONO DRIVE CEMENT 
Specially prepared for cementing tuber phono 
and dial drives to shafts and pulleys. 
Cat. No. 35-2 2-oz. Net $ .53 

G-C PLIDBOND CEMENT-Bonds anything to 
anything-iron, steel, plastic, glass, aluminum, 
cotton, vinyl sheets, stainless steel, etc. A 
truly universal cement. 
Cat. No. ,43-2 2-oz. Net $ .53 

G-C ELECTRICAL AND RESISTOR CEMENT-Here's 
the heat-proof cement that hardens like porce­
lain, same as used on resistors, flat irons, 
electrical appl iances, etc. 
Cat. No. 27-2 l!-oz. Net $ .48 

G-C ACRYLlC-PLEXIGLASS CEMENT - Specially 
prepared for cementing Luclte, Plexiglass and 
other' arcylic materials. 
Cat. No. 40-2 2-oz. Net $ .53 
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G-C NE-O-PRENE CEMENT-for cementing neo­
prene rubber to neoprene or neoprene to other 
products, such as metal, wood, paper, etc. 
Cat. No. 52-2 2-oz. Net $ .53 

G-C VINYL PLASTIC FABRIC CEMENT-Made for 
cementing vinyl plastic sheets together. Ide~1 
for vinyl insulating tubings, patching plastic 
rain coats, covers, etc. 
Cat. No. 16-2 2-oz. Net $ .53 

G-C LABEL CEMENT-Here's a label cement that 
will make labels stick to anything-metal, glass, 

~~f.dN~.\~~~· 2-oz. Net $ .48 

G-C TV HIGH VOLTAGE CORONA DOPE-Prevents 
corona shorts on high voltage circuits in Tele­
vision sets. 
Cat. No. 47-2 2-oz. Net $ .72 

G-C RED-X TV COR DNA DOPE-Prevents corona 
shorts in high voltage circuits in TV sets. Coat 
surfaces and sharp corners to stop corona effect. 
Cat. No. 50-2 2-oz. Net $ .72 

G-C TV TUBE KOAT"":for recoating the outside 
of TV picture tubes that have become scratched 
or the surface is peeling. 
Cat. No. 49-2 2-oz. Net $ .72 

G-C TV LINE SEAL FOR UHF AND VHF-Outdoor 
special acrylic sealer for sealing TV wires, ter­
minals, screws, antennas, junction boxes. 
Cat. No. 17-2 2-oz. Net $ .53 

G-C PHONO NON-SLIP COMPOUND-Prevents 
slippage of phono drives on changers, tape re­
corders, and all types of recorder drives. 
Cat. No. 86-2 2-oz. Net $ .90 

G-C RED GLYPTAL INSULATING VARNISH-Most 
common of all protective insulating coatings, 
used on all solder connections, high voltage 
paints, anti-corona. 
Cat. No. 90-2 2-oz. Net $ .59 

NON-SLIP COMPOUND FOR RADIO DIALS-Pow­
der Compound for treating friction type dial 
drives such as cords, cabels and belts. 
Cat. No. 1210 Non-Slip, 2-0 Net $ .45 

LIQUID NON-SLlP-Penetrating and fast-drying 
liquid dressing. Shrinks fibres, prolongs life of 
cables and belts and prevents slipping. . 
Cat. No. 1211 Yo-oz. Net $ .33 

G-C DE-OX-ID-Cleans and prevents oxidation on 
sensitive circuit contacts. Use in Television, 
Radio, Telephone, Relays, Instruments, etc. 
Cat. No. 19-1 I-OZ. Net $ .67 

19-2 2-oz. Net $ .97 

G-C CONTACT AND CRYSTAL CLEANER~ fast­
evaporating cleaner specially prepared for 
cleaning contacts and crystals. Cleans easily 
and will not injure delicate parts, crystals, etc. 
Cat. No. 127-2 2-oz. Net $ .45 

NEW G-C ELECTRONIC CONTACT CLEANER-Most 
popular all-purpose contact cleaner on the 
market. fast drying and fast acting. Leaves a 
non-corrosive film on the contacts that insures 
long, trouble-free action. 
Cat. No. 210-2 2-oz. Net $ .53 

G-C DE-NOll ELECTRONIC TV CONTACT AND 
DETENT CLEANER-Stops Noise on all types of 
contacts, volume controls, tuners, detents, 
SWitches, relays, etc. 
Cat. No. 51-1 I-OZ. Net $ .97 

51-2 2-oz. Net $ .96 

G-C CARBON CONTROL CLEANER-Makes it easy 
to repair most noisy volume controls, tone con­
trols, switches, band switches, push-buttons­
in fact, most all types of moving contacts.' A 
special chemical that both removes oxidation 
and minimizes future trouble by coating' the 
contacts. 
Cat. No. 212-2 2-oz. Net $ .45 

G-C CARBON TETRA-CHLORIDE-100% pure Car­
bon Tetra-Chloride, non-explosive and non-in­
flammable. For cleaning electrical controls and 
contacts. 
Cat. No. 211-2 2-oz. Net $ .38 

G-C LUBE-REX-The best contact cleaner on the 
market. Fine for attenuators, push-button 
switches, all-wave SWitches, contacts, etc. 
Cleans contacts and prevents corrosion. 
Cat. No. 1206 2-oz. Net $ .45 

G-C GRAFOLINE-insures proper and lasting 
repairs for all air-exposed contacts, switches, 
and wire-wound volume controls-wherever dust 
and dirt affect the quiet action of adjustable 
radio parts or controls. 
Cat. No. 120-2 2-oz. Net $ .48 

Net 

G-C CARBON-X-A practical method to touch 
up those worn and noisy spots on carbon volume 
controls. 
Cat. No. 1205 2-oz. Net $ .80 

G-C CONTACT DOPE-Ideal contact cleaner for 
electronic switches, controls and contacts. 
Specially prepared to resist corrosion and oxi­
dation on contacts. 
Cat. No. 1214 2-oz. Net $ .48 

G-C NON-CORROSIVE LIQUID SOLDERING FLUX­
Best quality non-corrosive flux for all types of 
radio and electrical soldering, for copper, brass, 
steel, nickel, etc. 
Cat. No. 42-2 2-oz. Net $ .48 

G-C Q-DOPE (COIL DOPE}-Specially prepared 
for coating, doping, sealing, cementing and 
impregnating coils and paints in "Very High" 
and "Ultra High" frequency ranges. 
Cat. No. 37-2 2-oz. Net $ .48 

G·C LlQUIDOPE-Glves calls a tough protective 
film that insures firmness and prevents char­
acteristic changes due fo weather. 
Cat. No. 36-2 2-oz. Net $ .53 

S-C INSULATING & DIPPING VARNISH-Produces 
a smooth, tough film that is water-proof, oil­
proof and non-corrosive. Recommended for treat­
ing field coils, noisy or buzzing transformers 
and choke coils. 
Cat. No. 56-2 2-oz. Net $ .54 

G-C FUNGUS VARNISH-Used on all types of 
RadiO, Electronics and Communication equip­
ment to prevent moisture absorption and fungus' 
growth, when eqUipment is used in hot and 
humid climates. 
Cat. No. 57-2 2-oz. Net $ .57 

G-C STRIP-X-Removes insulating enamel from 
wires for easy soldering. Use on magnet wire, 
etc. 
Cat. No. 26-2 2-oz. Net $ .67 

S-C RECO-STATIC CHASER-Minimize dust ac­
cumUlation on records and picture tube. Reduces 
dust attracting static electricity. 
Cat. No. 48-2 2-oz. Net $ .45 

G-C MAG-NETIK RECORDING HEAD CLEANER­
Cleans without injury to the recording head 
that gradually lose their sensitivity if oxide 
accumUlates. 
Cat. No. 53-1 I-OZ. 

53-2 2-oz. 
Net $ .57 

$ .97 

G-C RUF-KOAT-The only finish that will air dry 
and give you a professional wrinkle job with­
out baking. Colors: Black, Gray and Brown 
(Specify Color)}. 
Cat. No. 60-2 2-oz. Net $ .67 

G-C ND. 14-2 PRINT-KOTE SILICONE RESIN­
After repairing or replacing 'parts in printed 
circuits, protect the panel joints and parts. 
Fast air drying. 
Cat. No. 14-2 2-oz. Net $1.30 

G-C ND. 13-2 PRINT-KOTE SOLVENT FOR 
SILICONE RESIN-The only solvent for G-C 14-2 
Silicone Resin. Will dissolve and remove sili­
cone resin from printed circuits. 
Cat. No. 13-2 2-oz. Net $ .37 

G-C PRINT-KOTE SOLDERING FLUX-Nan-corro­
sive liquid flux for easy soldering and repairing 
of printed circuits. 

.Cat. No. 12-2 2-oz. Net $ .50 

G-C CEMENT SAMPLER KIT-A sampler kit con­
taining a complete selection for every applica­
tion. Kit includes 2-oz. samples of Service, Pli-

,O-Bond, Acrylic, Plastic, Bakelite, Vinylite, 
GriUe Cloth, Model, Wood, Rubber-to-Metal, 
Electrical and Resistor, Neoprene, Label and 
Vinyl Cements. Ideal for research and de­
velopment. 
Cat. No. 345 Net $5.97 

G-C RADIO AND TELEVISION 
CEMENT-High grade speaker 
cement in a handy tube for 
those who prefer to use a tube. 
Cement can be applied directly 
from tube on the parts to be 
cemented without the use of a 
brush; Also used for television 
work, sealing nuts, bolts, etc., 
on antennas, rotators, etc. 
Cat. No. 34-2 

2-oz. tube Net $ .48 

The MASTER - 26th Edition • Page 599 



I SECTION 1600 I 

IGclCHEMICALS AND KITS 
ELECTRONICS 

(A) G-C TV CHEMICAL KIT-A complete kit of 
essential chemicals needed for servicing TV 
sets. Complete in a handy metal box you can 
carry with you on the job or keep in the shop. 
Cat. No. 904 TV Chemical Kit Net $6.30 

(B) G-C E_I.A. COLOR COOING KIT-Complete 
kit of all standard E.LA. colors: Black, Brown, 
Red, Orange, Yellow, Green, Blue, Purple, Grey 
and White. Brushes furnished and E.LA. color 
chart is on box. 
Cat. No. 677 Color Coding Kit Net $1.47 

(C) G-C DIAL AND SIGNAL LIGHT COLORING­
long-lasting coloring for signal systems, radio 
dials, decorative lighting, etc. Instant drying. 
Bright, durable colors of Red, Green, Blue, Am­
ber, Purple and solvent. 

® 

@ 

(J) G-C ELECTRONIC CONTACT CLEANER HYPO­
DERMIC NEEDLE INJECTOR-Here's a handy ap­
plicator made on the hyp,ljd~rmic principle to 
inject cleaners and oils into· shafts, controls and 
tight places. 
Cat. No. 8383 Net $ .48 

(K) G-C DE-OX-ID KIT WITH NEEDLE INJECTOR­
Kit contains 2 oz. bottle of De-Ox-Id and a 
hypodermic needle type injector for making it 
easy to apply. 
Cat. No. 8460 Net $1.42 

G-C CONTROL KLEENER-Cleans and lubricates 
Volume, Brightness, Tone and other controls. 
Also good for push buttons, switches, contacts 
and tuners. 
Cat. No. 65-16 16-oz. Net $1.95 

(L) G-C NON"TOXIC ELECTRO-TET CLEANER­
Chlorothene, one of the least toxic of the Chlor­
inated Solvents. Closely parallels Carbon Tet­
rachloride, but much safer. Non-inflammable 
and fast drying. 
Cat. No. 10-G 1 Gallon Net $7.08 

G-C KLEEN-TEX CLEANER-A safe, slow-burning, 
high flash, inexpensive cleaner for motors, 
chassis, vacuum cleaners, etc. Removes grease, 
oil, wax and tars. 
Cat. No. U-G I-Gallon Net $3.27 

(M) G-C SOLDERING PASTE-New high quality, 
non-corrosive soldering paste for radio and 
electrical work. 
Cat. No. 1207 2-oz. Net $ .42 
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Cat. No. 66-5 Kit of 5, no purple Net $1.23 
66-6 Kit of 6 Net $1.43 

(D) G-C DIAL AND APPLIANCE OIL-A fine free­
running oil for lubricating dial mechanisms, 
loosening and freeing controls, shafts, etc. Also 
use on· small motors, appl iances, etc. 
Cat. No. 1245 4-oz. Net $ .67 

(E) G-C RADIO-TV CHEMICAL LAB-Twenty 2-oz. 
bottles in permanent· rack that can be placed 
on your bench or hung on the wall. Every needed 
chemical and cement is included for all kinds 
of repairs, speakers, coils, contacts, dials, con­
trols. etc. 
Cat. No. 997 Net $12_75 

(F) G-C DELUXE RADIO-TV CHEMICAL LAB-For 
service shop and industrial plant. Complete 

(N) G-C PHONO-TURNTABLE MOTOR & GEAR 
LUBRICANT-A new special lubricant for phono­
graphs. Formulated so that the lubricant clings 
to the surface of the parts. Eliminate trouble 
on phono repairs by using the best. 
Cat. No. 1223 2-oz. Net $ .53 

(0) TRANSISTOR Z5 SILICONE COMPOUND-G-C 
Silicone Compound is applied to transistor and 
chassis at the factory. IT MUST BE RE-APPLIED 
to transistor and chassis when replacing tran-
sistors. . 
Cat. No. 8101 I-oz. Net $2.10 

(P) G-C RUF-KOAT WRINKLE VARNISH-The only 
finish that will air dry and give you a profes­
sional wrinkle job without baking. Colors: Black, 
Gray and Brown (Specify Color). 
Cat. No. 60-2 2-oz. Net $ .67 

(Q) RUF-KOAT SPRA-KOAT-In power spray cans. 
Cat. No. 60-12 12-oz. Black Net $2.25 

60-13 12-oz. Gray $2_25 

(R) G'C FELT-KOAT FLOCK FINISH SPRAY KITS­
The new G-C method of applying flock with the 
G-C patented gun. It distributes flock evenly 
and blows each fibre into the undercoat ver­
tically with great power. The flock in reality 
"flocks to the undercoat in a heavy velvet coat." 
Cat. No. 180-2 Deluxe Kit Complete Net $11.10 

'(S) G-C FELT-KOAT FLOCK-Genuine rayon flock 
J1," length fibers. Colors available: Brown, Taupe, 
Blue, Black, Ivory, Red, Green and Gold. Specify 
Color wanted. 
Cat. No. 180-5 Flock, Kit Size, 2-oz. 

Sifter/Can Net $1.07 

Net 

@ 

practical laboratory designed to· the needs of 
all service men in their everyday work. Ideal 
for the service man, engineer, experimenter, etc. 

Cat. No. 998 Net $16.17 

(G) G-C ROOF-SEEL COMPOUND-Eliminate call­
backs on roof antenna installations by sealing 
all contacts or fastenings; to the roof. 
Cat: No. 18-16 Pint Net $ .92 

(H) G-C LUMINOUS LITE-KGAT KIT-long-life, 
non-poisonous luminous coating that absorbs 
light in daytime and glows in the dark. Coat or 
stripe dials, knobs, switch plates, meter boxes, 
key holes, panels, instruments, hallways, stair­
cases, etc. 

Cat. No. 184-0 Net $3_23 

@ ® 

(T) G-C FLOCK SIZING UNDERCOAT-A neutral 
base undercoat. This is first applied to the 
surface being flocked and then the flock spread 
over the wet surface. 
Cat. No. 180-4 4-oz. Net $ .72 

(V) G-C FELT-KOAT SPECIAL FLOCK PATENTED 
BLOWER GUN-This gun distributes the flock 
evenly and blows each fibre into the undercoat 
vertically with great force, thereby giving a 
smooth, velvet finish. 
Cat. No. 180-3 Flock Blower Gun Net $4.50 

(W) G-C CONTROL GUN KIT-Cleans and lubri­
cates noisy volume controls. Constructed of 
solid aluminum-will not rust. 
Cat. No. 9285 Net $4.?0 

(X) CONTACT BURNISHING TOOL KIT-A complete 
kit for the servicing of relays, switches, etc. 
where critical contact points must be kept clean 
for ideal operating conditions. 
Cat. No_ 9339 Complete Kit Net $ .75 

FREE 400-PAGE 
CATALOG 

shows all GC products. 
Ask your jobber or write 
direct. 

© U.C.P., Inc. 



I SECTION 1600 I 

IGclCHEMICALS AND KITS 
ELECTRONICS 

® © 

(A) NEW REK-O-MAGIC ANTI-STATIC SPRAY­
Eliminates abrasive dust that rUins records. 
Cleans and keeps clean. Easy to use. 
Cat. No. 98-12 12 oz. Net $1.88 

(B) D.E-OX-I.D-Electrical contact cleaner for 
silver, detent and radar contacts. Use in tele­
vision, radio, telephone, relays, instruments, 
etc., the greatest development in electronic 
contact fluids. 
Cat. No. 19-6 6 oz. Net $2.33 

(C) K-27 PRINT-KOTE-T-V Silicone resin for 
printed circuits. This is the original clear sili­
cone resin as used by manufacturers on all 

(H) NEW G·C STANDARD PRINTED CIRCUIT KIT­
Includes one box each of foil, solder washers, 
solder wire, one solder probe tool and brush,' 
silicone resin lacquer and solvent, tweezers and 
complete instructions. 
Cat. No. 682 Net $4.95 

(1) G·C MASTER PRINTED CIRCUIT KIT-In· 
cludes all items in G·C standard kit plus one 
Ungar Soldering with one special tip and a 
6·oz. spray can G·C No. 14-6 Prlnt·Kote Silicone 
Resin Spray and complete Instructions. 
Cat. No. 683 Net $9.50 

(J) G·C No. 680-PRINTED CIRCUIT SILICONE 
RESIN SERVICE KIT-Here's a complete kit with 
the materials you need to repair any Printed 
Circuits in radio and TV sets using Printed Cir· 
cuits. Used by leading set manufacturers. 
Cat. No. 680 Net $5.85 

G-C No. 681-TV PRINTED CIRCUIT SILICONE 
RESIN SERVICE KIT-No. 681 kit is the same kit 
as No. 680, except the 21·1 Pure Silver Print is 
not included in kit. . 
Cat. No. 681 Net $3.48 

(K) G·C PRINT·KOTE SILICONE RESIN SPRAY­
Genuine Silicone Resin as used by leading TV 
set manufacturers to protect printed circuits. 
After repairing or replacing parts in printed 
circuit sets. 
Cat. No. 14-6 6·oz. Net $2.42 

(L) G·C No. 9093 PRINT·KOTE SOLDER AID PROBE 
-Handy, fine point probe specially designed to 
aid in probing and soldering printed circuits. 
Cat. No. 9093 Net $1.00. 
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printed circuit sets. It insulates, protects and 
prevents shorts. 
Cat. No. 14·6 6 oz. Net $2.42 

(D) SPRA-KLEEN-Eliminates noise due to dust, 
dirt and corrosion on electrical contacts the 
easy way. Just spray onto the contacts or con­
trol for a quick, easy job. 
Cat. No. 8666 6·oz. Net $ .99 

(E) ZERO-MIST SPRA KOAT-Instantly locates de­
fective circuit components of an intermittent 
nature due to temperature change. Circuits 
cooled instantly . . . intermittent components 
isolated. 
Cat. No. 8667 16-oz. Net $2.42 

® 

(M) G-C No. 9094 PRINT·KOTE BRUSH AND 
SCRAPER-Fine stainless steel brush and hard­
ened steel scraper are required to scrape and 
clean the Silicone Resin from printed circuits 
before any repair can be made. 
Cat. No. 9094 Net $ .98 

(N) G-C HEAVY DUTY SOLDERING AID TOOL-One 
end has a stiff wire brush for cleaning wire and 
terminal strip before soldering, and the other 
end is machined to hold the wires while being 
soldered. 
Cat. No. 9088 Net $1.00 

(0) G-C PRINT·KOTE SOLDER-Special non-cor­
rosive flux and low·melting solder combined with 
Pure Sliver. 
Cat. No. 9131 11-foot Coil Net $ .52 

(P) G-C SILVER PRINT-Same Pure Silver com­
pounded as used by manufacturers in printed 
circuit design. Repair those printed circuits, 
touch up circuit around eyelets, rivets, parts, etc. 
Cat. No. 21-1 liz Troy oz. Net $2.49 

21·2 1 Troy oz. $4.75 

NEW G-C COPPERPRINT-Excellent for re­
pairing printed circuits. A high conductive, fast 
drying compound to touch up printed circuits. 
Cat. No. 20-2 2 oz. Net $1.43 

(Q) G-C TV AND FURNITURE BEAUTY KIT-Fa­
mous G·C Creme-O-Wax Furniture Polish. Also 
Walnut, Light Wood and Mahogany Skratch 
Stiks and free bottle of Kleer lens. 
Cat. No. 902 Net $1.80 

Net 

® 

(F) G·C FLEX-SOL SPRA-CAN EXTENSION-The 
device that adapts Spra-Cans to ANY ·use. Now 
you can reach and clean controls and tuners 
without removing them from the chassis. Speeds 
up and simplifies "ench work. 
cat. No. 9344 Net $ .68 

(G) NEW GUN TYPE SPRAY CAN HANDLE-Con­
verts any spray can to a professional spray gun. 
The easy method of apply.ing paints, service 
chemicals, cleaners, special finishes, etc. is 
made even easier! 

I Cat. No. 9288 Net $ .89 

@ ® 

® 

(R) G·C SKRATCH STIKS-Available for Walnut, 
Mahogany and Light Wood. Removes scratches on 
all shades and colors of woods-makes them 
vanish like magic. 
Cat. No. 909·W Net $ .48 

(5) G'C No. 900 MASTER DELUXE CABINET RE· 
PAIR KIT-With this Master Repair Kit all re­
pairs can be made even for the most exacting 
customer. All of the essentials for a really 
satisfactory repair job are included in this Kit. 
Our new spirit stains, varnishes and enamels 
are included in this kit (all spirit solvent). 
Cat .. No. 900 Master Deluxe Kit Net $9.10 

G·C No. 901 CABINET REPAIR KIT-Here's a 
kit that is second to none. It is a complete kit 
that will meet any emergency or do. any repair 
job. With this kit you can repair wood cabinets, 
as well as plastiC and bakelite cabinets, knobs, 
etc. On dents or nicks you can use the shellac 
sticks and melt them in with the spatula and 
alcohol lamp. 

Cat. No. 901 Net $6.57 

No. 907 MASTER CABINET TOUCH·UP KIT­
A high-grade, complete fast Touch-Up Kit for 
repairing scratches and dents on radio cabinets 
and furniture. 

Cat. No. 907 Touch-Up Kit Net $4.78 

(T) GoC MAGIC SCRATCH REMOVER KIT-This kit 
is a combination of 6 shades of Scratch Crayon 
fillers and Light and Dark Scratch Fluid. 

Cat. No. 915 Net $2.25 
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TROL-AID CONTROL AND ELECTRICAL CONTACT CLEAN-ER 
CHEMTRONICS' TROL-AID is a highly successful control and contact 
cleaner. A multi-purpose product, lROL-AID cleans as well as lubricates 
electronic controls and switches, thus extending their operational life. 
Cat. No. 820 Net Wt. 8 oz. Dealer Net $1.98 
Convenient "CADDY SIZE" Cat. No. 302 Net Wt. 3 oz. Dealer Net 98c 

FROST-AID FOR LOCATING THERMAL INTERMITTENT COMPONENTS 
FROST AID is used to instantly cool and pinpoint suspected intermittent 
resistors, condensers, coils, and other components, for instant detec­
tion ... thus saving hours of trial and error operations. FROST-AID Is 
very effective in chilling leads of transistors and phono cartridges to 
reduce possibility of heat damage during soldering. 
Ca,t. No. 850 Net Wt. 8 oz. Dealer Net $1.98 

CHEM-OIL A NEW PENETRATING & LUBRICATING OIL. FROZEN YOKE 
REMOVER Electronic CHEM-OIL is a revolutionary new penetrating 
and lubricating oil based on an exclusive formula of chemicals and 
oils, highly recommended for use in record changers, tape recorders 
and instruments ... and also as a "FROZEN YOKE REMOVER". 
Cat. No. 870 Net Wt. 8 oz, Dealer Net $1.79 

WIPE-A-WAY A NEW WATERLESS HAND CLEANER 
CHEMTRONICS' WIPE-A-WAY is an exclusive formulated waterless hand 
cleaner. Immediately removes grease, grime, and cements ... ideal for 
every type of hand cleaning problem. Contains no harsh abrasives or 
strong chemicals, and is fortified with activated lanolin and germ­
killing trichlorphenate. 
Cat. No. 860 Net Wt. 6 oz. Dealer Net $1.49 

CHEMTRONICS 
NO-ARC 

CHEMTRONICS 
TV-RADIO CEMENT 

is an unexcelled high 
grade cement especially 
prepared for repairing 
speakers. It can also be 
used for glass or bakelite. 

The best all-purpose glue 
for servicemen. Stronger, 
faster drying, easy to use. 
Dries to a permanent clear 
bond. Excellent for jOining 
plastic, glass, wood and 
metals. 

880 830, 840 810 301 

SOL-VENT A UNIVERSAL SOLVENT AND THINNER FOR ALL CEMENTS 
SOL-VENT is a non-inflammable, non-tOXic, all purpose thinner and sol­
vent especially prepared to thin all types of cements, liquid insulators 
and dopes. 
Cat. No. 880 Net Wt. 8 oz. Dealer Net 98e' 

NO-ARC HI-VOLTAGE INSULATOR WITH 20,000 VOLTS DIELECTRIC 
STRENGTH A revolutionary approach to Hi-Voltage insulation and 
protective coating for H.V. transformers, yokes, HV leads and printed 
circuits. 'Waterproofs and protects exposed wiring, etc. Employs NEW 
JET STREAM ACTION-Not a Spray. MEETS MIL-C-12599 
Cat. No. 830 Net Wt. 8 oz. Dealer Net $2_79 

MASK-N-GLAS GLASS AND PLASTIC CLEANER AND POLISHER 
Another CHEMTRONICS Service-Aid is the new MASK-N-GlAS Cleaner and 
Polisher. This exclusive anti-static glass and plastic cleaner is a non­
staining, non-abrasive dirt and grime remover ., for the cleaning of 
TV masks, safety glass and picture tubes. 
Cat. No. 840 Net wt. 6 oz. Dealer Net $1.79 

TUN-O-LUBE MIRACLE ACTIVATED TUNER CLEANER 
CHEMTRONICS' "Non-Drift" TUN-O-LUBE with activated TC-3 is a non­
inflammable, non-toxic tuner cleaner . . . designed to clean and 
lubricate all types of tuners in one operation. 
Cat. No. 810 Net_ Wt. 8 oz. Dealer Net $1.98 
Convenient "CADDY SIZE" Cat. No. 301 Net Wt. 3 oz. Dealer Net 98c 

CHEMTRONICS 
TAPE RECORDER 

CLEANER 
With miracle activated 
TR-2 is scientifically de­
signed to clean heads, 
tape guides, capstan roll­
ers and all other critical 
parts. Improves fidelity, 
eliminates tape squeal. 

CHEMTRONICS 
TUN-O-LUBE 

A bottled version of the 
high Quality aerosol unit 
described above. The ex­
tremely popular non-drift 
miracle activated cleaner 
-cleans and lubricates all 
types of tuners. Non-in­
flammable, non-toxic. 

CHEMTRONICS 
TROL-AID 

Equivalent of the Aerosol 
version described above. 
A highly successful con­
trol and contact cleaner; 
cleans as well as lubri­
cates. Eyedropper includ­
ed. 

MEETS MIL-C-12599 
'The same high quality, Hi­
Voltage insulation and pro­
tection provided in the 
aerosol can above. Pro­
vides excellent HV insula­
tion protection for HV 
transformers, yokes, etc. 
Suooli"n with brush appli­
cator_ 

Cat. No. 502-2 Cat. No. 503-6 Cat. No. 504-3 Cat. No. 505-4 
2 oz. Bottle 

Dealer Net 7ge 

Cat. No. 506-5 
2 oz. Bottle 

Dealer Net 7ge Cat. No. 501-1 
2 oz. Bottle 

Dealer Net 98e 

2 oz. Bottle 2 oz. Bottle 2 oz. Bottle 
Dealer Net 55e Dealer Net 55e Dealer Net 8ge 

BOTTLED ITEMS ALSO AVAILABLE IN PINTS, QUARTS AND GALLllNS 
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cD INJECTORALL 
CHEMICALS 

TUNER CLEANER 
WITH PLASTIC NEEDLE 

Cleaner and lubricant, non-toxic, non­
flammable for tuners and controls. 
no.899-3WN 3 oz. spray list $1.50 

TUNER CLEANER 
WITH 6" STEEL NEEDLE 

High quality cleaner and lubricant for 
contacts a·nd controls, non-toxic, non­
flammable. list 
no. 899WN 6 oz. spray can $3.25 

TUNER CLEANER 
CANS ONLY 

no.899 6 oz. spray can list $2.99 

TUNER CLEANER 
CANS ONLY, ECONOMY SIZE 

no. 899-16 16 oz. spray list $5.00 

NEEDLES ONLY 

• INJECTORALL NEEDLE 
6 inch stainless steel tube with special 
fitting to reach hard to get at contacts. 
no.6N list $1.00 

CONTACT CLEANERS 

CONTACT CLEANER 
WITH 4" STEEL NEEDLE 

A superior non-toxic spray solvent than 
carbontet that evaporates quickly, 
leaving a clean surface. iist 
no.999WN 6 oz. spray can $2.99 

CHEMICAL SERVICE AIDS 
E-Z OFF YOKE REMOVER 

WITH PLASTIC NEEDLE 

Penetrates and loosens frozen yokes 
on picture tubes. 
no. 40 3 oz. spray can list $1.99 

CHILL-IT CIRCUIT FREEZER 
An aid in pinpointing faulty capacitors, 
resistors, transistors and cold solder 
joints. 
no.179 16 oz. spray can list $2.99 

GRIP-WELL 
FOR DIAL CORDS 

A non-slip compound for belts and dial 
cords; brush in cap. 
no. 68 2 oz. glass bottle 

© U.C.P., Inc. 
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GLUE 

STIK-IT 
An all purpose glue for wood, cloth 
and all porous surfaces; spreads white, 
dries clear. list 
no. 39 2 oz. squeeze bottle $.39 

CHEMICAL INSULATORS 

HI-VOLT 
A red fast drying insulating spray to 
prevent arcing a.nd corona in high 
voltage circuits. 
no. 129 6 oz. spray can list $1 .89 

CLEAR SPRAY 
A transparent plastic spray; water­
proofs, insulates and prevents rust. 
no. 399 16 oz. spray can list $1.89 

SPOT 
WITH PLASTIC APPLICATOR 

A non-gumming high quality oil, ex­
cellent for tape recorders and record 
players. 
no. 1 0 3 oz. spray can list $1.50 

FURNITU.RE POLISH 

RENEW 
Furniture scratch cover polish that 
makes scratches disappear as you 
polish; for dark finishes; with cloth. 
no. 30WC 6 oz. spray can list $1 .50 

TAPE RECORDER CHEMICALS 

TAPE CLEANER 
WITH PLASTIC APPLICATOR 

Washes tape recorder heads clean; 
sofe to use; prevents wow, flutter and 
squeal. 
no. 250 3 oz. spray can list $1.99 

RECORD CLEANER CHEMICALS 

FIDELITY 
Antistatic record cleaner designed to 
make records sound better and last 
longer; with cloth. list 
no.70WC 3 oz. spray can $1.25 
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or 
Spray 
Types! 

16 oz. 
List price 

$1.79 
(No. 1317) 

Also available 
in brush type. 

Ask your 
Krylon jobber. 

DRY IN 20 MINUTES 
TOPCOAT IN 2 HOURS 

Penetrates rust in minutes, bonds 
itself to the metal, positively pre­
vents further corrosive action .•. 
sea Is the meta I pores, locks out 
air and moisture. Activated with 
exclusive GL-35B. Compatible with 
almost any finish ... lacquers, enam­
els varnishes, acrylics, epoxies, vi­
nyls, latex, oil-base and water-base 
paints. Earns a near-perfect 9.1 
rating in ASTM Rust Prevention 
Index tests ... 530'Yo higher than 
other leading brands! -

SECTION 1600 

. Complete with 
Applicator ·Hose 

KRYLON 
RUST 

MAGIC 
Metal Primer 

BRAND A 

RUST MAGIC SUPERIORITY 
Metal panels subjected to extreme 
salt spray for 325 hours. Rust 
Magic panel film shows no defect 
or corrosion except where . pur­
posely scribed through to bare 
metal. Brand A shows severe blis­
tering\ underfilm corrosion, wide­
spreao lifting and creeping. 

Krylon Cleaner Lubricant provides long­

lasting protection from corrosion and oxi­

dation, removes dirt and gummy deposits 

from electrical contacts, and provides a 

non-drying film which lubricates the con­

tact surface. A new tool; it is already a 

regular item with' several of the world's 

largest electronic original equipment firms. 

It is a Krylon quality product of outstanding 

utility. Each can comes fitted with a 5-inch 

plastic hose for controlled spraying in hard­

to-reach areas. 

KRYLON Dulling Spray 
~ A "must" in TV, movie and photographic studios 

DiiWiG • Reduces glare, bothersome highlights 

s.u' • Simplifies lighting arrangements ... ==-'--

~ 
RUST 

RELEASE 
lENORATIM' 
on. SPlAY 

........:..-
~""!:;..=~ 

....... """" -_ .. """ 

• For black-and-white and color use 

16 oz., list price, $1.95 (No. 1310) 

KRYLON 
Silicone All-Purpose Spray 
Stops sticking drawers ... stops squeaky 
doors ... repels water ... lubricates and 
protects at the same time. 

16 oz., list price $1.95 (No. 1325) 
6 oz., list price .98 (No. 1325A) 

KRYLON Rust Release 
Penetrating Oil Spray 
Instantly ... easily ... frees rusty bolts and 
nuts that a wrench can't budge ... as well 
as "frozen" parts. Lubricates as it 
penetrates. 

16 oz., list price $1.69 (No. 1324) 
6 oz., list price .98 (No. 1324A) 
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KRYLON CRYSTAL-CLEAR 
Acrylic Spray Coating 

for television, radio, electronic use 

• Prevents corona in high-voltage sections CHARACTERISTICS 
• Prevents rusting and pitting of antennas 

. • Keeps lead-in connections tight. 
• Just spray it on - that's all! 

Dielectric constent of 3.2 to 3.7 (1000 cycles). Di· 
electric strength of 400 to 800 (number of valls 
necessary to cause an electric arc through a Krylon 
coat one mil thick). Electrical resistance of 10 10 

ohms/cm'. 

Protects radio, TV and hi·fi equipment indefinitely 
against humidity and dust. High dielectric strength, 
excellent weatherproof qualities. IF YOU PRIZE IT ... 
KRYLON·IZE IT! 

6 oz. list price 
(No.1300A) 

16 oz. list price 
(No. 1302) 

.98 
$1.95 

KRYLON SPRAY EN.AMELS 
Perfect Painting the "Push· Button" Way! No Muss, No Fuss, No Lost Time! 

DRY IN MINUTES! 
6 oz. 16 oz. 
Order No. Order No. 

6 oz. 16 oz. 
Order No. Order No. Color Color 

140 I A. .............. 140 1... ............ Bright Silver (Alum) 1901A. ............. 1901 ............... Regal Blue 
ISOIA. .............. ISOI ............... Glossy White 1902A. .............. 1902 ............... Baby Blue 
I S02A. .............. 1 S02 ............... Flat White - .................. 1903 ...........•.. Champion Blue 
- ............... IS03 ............... Antique Ivory 
160 I A. .............. I 60 1 .............. Glossy Black 

200 I A. .............. 200 1 .............. .Hunter Green 
- .................. 2002 ............... Surf Green 

1602A. .............. 1602 ............... Flat Black 
1603A. .............. 1603 ............... Machine Grey 

210 I A. .............. 21 0 1 ...........•.. Cherry Red 
2102A. .............. 2102 ...........•.. Baby Pink 

I 604A. .............. 1 604 ............... Light Grey - .................. 2103 ............... lnt'l. Harvester Red 
160SA. .............. 160S ............... Dove Grey 220 I A. .............. 220 1 ............... Bright Copper 
170 I A. .............. 170 1 ............... Bright Gold 2202A. .............. 2202 ............... Brass 
ISOIA. ............ IBOI ............... Chrome Yellow - .................. 2301 ........... _ .. 0.K. Khaki 
- .................. IS02 ............... Pastel Yellow 
- .................. I S03 ............... Caterpiliar YelloW' 

- .................. 2401 ...........•.. lnt'1. Orange 
- .................. 2S0 1 ............... Leather Brown 

6-oz. colors 
each 

.98 

16·01. colors 
each 

$1.79 

KRYLONGlowing Fluorescent 
SPRAY PAINTS 

6 brilliant fluorescent colors that produce 400% greater visibility! Red Orange-
633 and Yellow Orange-634 colors conform to Spec. MIL-P-21600 (Aer) . 

... brilliant colors give unex- . 6 oz. 16 oz. Color celled visibility •.. attract atten- Order No. .Order No. 16'01. can 
tion at great distances .•• stan!! 3101A 3101 Red Orange-633 List price 
out sharply from their sur- $2.79 roundings. More and more 3102A 3102 Yellow Orange-634 
fluorescent paints are being 3103A 3103 Sunset Gold 
used in industry, aviation, mili. 3104A 3104 Lemon Yellow 6-0,%. size 
tory, business and the home 3105A 3105 Cerise 

List price 

because of their high visual :$1.19 impact. 3106A 3106 Green 

"-- ----

iii I I 
" 

:CRYSTAL ; ... ". 

: CLEAR ; 
... 1302 '" 

: SPRAY COATING '" c... ... CIoar-S/ayS QoCt 

iii . I I 
" 

'--- ~ ..... ;' 

. ... FLAT ;' 

~.LACIC :; 
.... 10.1602 ;' 

.... SPRAY ENAMEl;' 

Other KRYLON Spray products you will want to keep handy: 

METAL PRIMER - STENCIL INK - HIDE-A-MARK - CLEANER AND DEGREASER 
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SECTION 1600 

Heeger, Inc., Los Angeles, California, as national sales administra­
tors, present the following chemicals that have found favor with 
engineers, laboratory technicians and production in industry, to assist 
them in procuring the best proven material to enable them to arrive 
at the best resu Its. 

From the laboratories of 

H. M. H. INDUSTRIES 

piROP'ELLON INS T ANT FREEZE 
Used by electronic engineers and technicians for detecting defective electronic and electrical parts, due 
to thermal intermittance. Valuable in the laboratory, field testing, service bench or field work,. mainte­
nance of equipment and in the electranic and electrical analysis of trouble. Propellon "Instant Freeze" 
delivers the lowest temperature practical for above uses. Odorless, non-toxic and non-flammable. 

The extender facilitates in directing the spray directly 
onto the area tested. Also aids in getting into inacces­
sible places. 

PACKED IN 6 OZ. CANS WITH 12" EXTENDER 
FREE WITH EACH CAN 

6 OZ. CAN WITH 12" EXTENDER ______________________ ea. $1.45 

From BEAVER LABORATORIES 

GT(·59 
GLASS TREATMENT COMPOUND 

Produces super-smooth surfaces on glass and plastics .. Water repellent, smear proof and 
anti-static and imparts a lustrous glaze that stays dust and dirt free 10 times langer. 

1. CI!,ans and degreases in one application. 3. Cancels static fields which attract dirt 
2. Deposits tough, super-smooth and water and dust. 

repellent protective hard surface. 4. Keeps surface free of carbon dust build· 
up and other foreign matter 10 times 
longer. 

Satisfaction guaranteed. 
6 oz. bottle with sprayer ____ 1.00 16 oz. can ____ 2.00 32 oz. can ____ 3.50 Gal. can ____ 12,.00 

From the laboratories of 

HASCOL ENTERPRISES 

A SCIENTIFICALLY COMPOUNDED ADHERENT FORMULA 

IfLoc-Jawll is an "E poxyll base compound for bonding metal to 
metal, glass to metal, glass to glass, glass to waod, wood to 
wood, metol to wood, etc. Properly proportioned, it hermeti­
cally seals small parts and connections. After setting, ii actively 
resists salt water and salt air, gasoline, chemicals and solvents 

of all types and withstands temperatures up to 300 0 F. Appli­
cable to many industrial uses. Packed in its own plastic con­
tainer and applicator. Indispensable where an adherent or sealer 
is needed. 

INDIVIDUAL PLASTIC CONTAINER ____________________________________ ea. SOc BAG OF 10 ______________________________________________________________ per bag 4.50 

, 
From BEAVER LABORATORIES 

LlQUI-TAPE 
LIQUID INSULATING TAPE 

A superior insulating compound that's fast­
er and easier to use. This unique product 
was developed to meet the specialized 
demands of industry. Close spacing, mois­
ture barriers, mechanical seals and elec­
trical insulation are only a few of the 
uses for Liqui-Tape. May be applied after 
hard to get at equipment is installed. Dries 
to a hard pliable surface that will not 
crack, ch ip or peel. 

SOME OF MANY USES 
Damp proofing, for added insulation, mo­
tor winding, electrical connections, sealing 
colt1;pound, tool handles, rust proofing, all 
terminal connections, cementing compound, 
shock proofing, anti-corona compound, 
weather seal~ 
2 oz. Bottle . ___ $ 1.00 32 oz. Bottle __ $10.00 
16 oz. B~t'le __ $ 6.00 Gallon _______ $26.75 

From HASCOL LABORATORIES 

SAL-MET 
NON-CORROSIVE FLUX 

SOLDERS COPPER TO ALUMINUM 
ALUMINUM TO ALUMINUM 

• SOLDERS ALL· METALS 

A scientific laboratory non-corrosive flux for 
soldering all metals. By using "SAL-MET," 
copper can be soldered to aluminum, alumi­
num to aluminum, copper to steel, copper to 
copper; in fact, any metal to metal is pos­
sible. No special preparation on material to 
be soldered. Use conventional solderl applied 
with quick heat, regular soldering iron l torch 
or pot. 

1 oz. Tubes ______________________________________ eo. .72c 
1 lb. Can _____________________________________________ eo. $5.65 

PRICES SUBJECT TO CHANGE 

L M B • LOS ANGELES, CALIF. 
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, " the original 
LUBRICANT 

• •• CLEANER 
TRADE MARK REG. U.S. PAT. OFF. 

SPRAY IT 
or DROP IT ••• 

Size 

20%. 
40%. 
80%. 

t~e l1ew QUIETROLE 
SPRAY.PACK 

or the 

QUIETROlE 
BOTTLE with the Eye Dropper 

"QUIETROLE" is the preferred, standard product of 
the industry! Your guarantee for quieting noisy television 
and radio controls, switches and other moving parts is 
QUIETROLE. Here is the original, non-inflammable, 
most reliable lubricant-cleaner on the market today-de­
veloped through years of factual and authentic research. 

There is no substitute for QUALITY ••• get QUIETROLE TODAY 

A First of the Industry ••• A Twelve Year Plus Record of 
Proven Superiority. Suilt to Meet a Demand, Not a Price 

QUIETROLE BOTTLE 
Cat. Min. Min. Distr. Net 
No. Order Re-order Resale Price 

10-2 24 24 $1.69 
10-3 16 8 2.54 
10-4 8 6 5.07 

Effective Savings on Gross Lot Purchase 
10-2 Size 

QUIETROLE SPRAY-PACK (CAN) 

60%. I 10-5 I 12 I 12 I 2.79 i M'd. by • 0 
o 0 

( ) QUIETROlE COMPANY, SPARTANBURG, S. C. 
o 0 

• 0 
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[WPP~I CHEMICALS 
ELECTRONI.CS 

WALSCO FREEl-MIST 

Saves hours locating defective intermittent 
circuit components caused by temperature 
changes. Walsco Freez·Mist cools instantly 
pinpointing faulty capacitors, resistors, tran­
sistors, cold solder and oxidized junctions, 
etc. due to temperature variances. 

Cat. No. 214-12 16 oz. Net $2.19 

PRINTED CIRCUIT INSULATING 
VARNISH 

A special formula providing a tough, protec­
tive coating for "printed" circuits. May also 
be used on exposed coil windings, etc. Fast 
air·drying. 

Cat. No. 12~06 6 oz. Net $2.17 

WALSCO "NO-OX" 

Another popular Walsco product in the handy 
spray can. This amazing cleaner dissolves 

. corrosion quickly and efficiently without the 
use of drastic solvents. Works by chemical 
action and not as solvent cleaner. 

Cat. No. 100-06 6 oz. Net $2.34 

WALSCO CONTACTENE 

Now in the handy spray cans. Contactene 
lubricates as it cleans with fast action and 
is quick drying. Eliminates' noise on controls, 
switches, tuners, etc. 

Cat. No. 80-06 6 oz. 
Cat. No. 80-12 16 oz. 

COR TUBECOAT 

Net $ .99 
Net 1.95 

Spray over scratches and peeled off sections 
of the television picture tube applying a 
fresh new coating. Easy to use-takes but a 
few seconds. 

Cat. No. 199-06 6 oz. 
Cat. No. 199-1216 oz. 
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Net $1.03 
Net 1.95 

WALSCO SPRAY CHEMICALS 

Net 

NEW SPRAY CAN HANDLE 

Converts imy spray can to a professional 
spray gun. The Walsco spray can handle. 
keeps hands clean, eliminates hand fatigue, 
yet maintains an even, accurate spray. Read­
ily adaptable to any spray can and easily 
changed from one can to another. 

Cat. No. 150 Net $ .89 

WALSCO ACRY-SPRAY 

This famous Walsco Acrylic Spray for the 
prevention of corrosion, rust and oxidation. 
on all metals is now available in the new, 
handy spray cans. Easier to carry, easier to 
apply, does a better job. 

Cat. No. 14~12 Clear Acry Spray-16 oz. 
Net $1.19 

Cat. No. 141-12 Aluminum Acry Spray-,16 oz. 
Net $1.13 

AIR-DRY WRINKLE VARNISH 

Just spray it· on, let it air-dry and you have 
a professional factory wrinkle finish without. 
baking. Gives a hard, durable, attractive 
wrinkle finish to metal, plastic or wood . 

Cat. No. 145-06 6 oz., Black Net $1.35 
Cat. No. 146-06 6 oz., Grey Net 1.35 
Cat. No. 145-12 16 oz., Black Net 1_83 
Cat. No. 146-12 16 oz., Grey Net 1.83 

ANTI-CORONA LACQUER 

Just a thin coat sprayed from this can and 
you have protection from corona discharge 
up to 15,000 volts. A quick, easy application 
of Walsco Anti-Corona Lacquer may prevent 
trouble before it happens. 

Cat. No. 195-06 6 oz. 
Cat. No. 195-12 16 oz. 

WAlSCO HAM-R·TONE 

Net $1.03 
Net 2.17 

A top-quality enamel finish in a handy eco­
nomical spray can is a combination that 
guarantees the user satisfaction_ This fa­
mous Walsco Ham-R-Tone Enamel is now 
more popular than ever; Gives a professional 
finish to.panels, racks, instruments, chassis 
and other metal parts in just a few minutes. 
Air-drying. 

Cat. No. 148-06 6 oz., Grey 
Cat. No. 149-06 6 oz., Blue 

Net $ .99 
Net _99 
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[WPP~I CHEMICALS 
ELECTRONICS 

® © 

(A) WALSCo CONTACTENE 

Lubricates as it cleans; fast acting, quick dry­
ing. Eliminate volume control noise with this 
specially compounded electronic contact clean­
er. Absolutely anti-oxidant. 

Cal. No. 80-02 2·oz. bottle Net $ .53 

80·04 4·oz. bottle .67 

80·08 8-oz. bottle 1.13 

80-16 I6-oz. can 1.50 

80·06 6·oz. spray can .98 

80·12 16·dz. spray can 1.95 

(B) CoNTACTENE INJECTOR 

A fine surgical-grade steel needle. Designed to 
be inserted into places where ordinary applica· 
tors cannot reach. Makes lubrication of most 
volume controls and other parts possible with­
out unsoldering or dismantling. 

Cal. No. 989 Net $ .45 

(C) CHLoROTHENE (NON-TOXIC) 

An amazing, new powerful solvent for all·purpose 
cleaning of any electronic component, switch, 
chassis, etc. Quickly dissolves grease, dirt, oils, 
tar, and waxes. Safe even indoors, under normal 
conditions. 

Cat. No. 113·04 
113·16 

4·oz. bottle 
16·oz. bottle 

(0) WALSCo RADIO CEMENT 

Net $ .57 
N'et 1.32 

A fast drying, elastic adhesive that will not be· 
come brittle with age. Compounded especially 
for speaker repair. Not affected by cold or high 
temperature, moisture or oil. 

® ® 

(F) WALSCo "NO·oX" 

A liquid, non·gumming chemical that dissolves 
corrosion with amazing speed without the use 
of drastic solvents. Lubricates and protects slide 
contacts long after application. 

Cat. No. 100·01 
100·02 
100·16 
100·33 
100·34 
100·06 

1 oz. bottle 
2 oz. bottl e 
1 pI. bottle 
1 gal. can 
5 gal. can 
6 oz. spray can 

(G) WALSCO "LUBRIPLATE" 

Net $ .67 
.97 

7.50 
38.17 

177.99 
2.33 

Super lubricant, grease type, protective. Lubri· 
plate reduces friction loss, prevents rust and 
corrosion. Extends bearing life 50% ... in· 
creases mechanical efficiency 20% over ordin· 
ary lubricant. 

Cal. No. 23·02 2 oz. tube Net $ .67 

(H) DIAL CORD FRICTION STICK 

To prevent slipping, simply rub Walsco Friction 
Stick on dial cord or bell. Increase grip, length· 
ens I ife of cord. 

Cat. No. 259·01 Net $ .25 

® 

(J) WALSCo GLYPTAL 

An outstanding insulating varnish. Resists heat, 
oils and acid. High arc resistance makes it 
essential in electrical and electronic application. 

Cat. No. 134·02 2 oz. bottle Net $ .57 
134-08 8 oz. bottle 1.65 

(10 WALSCo RED CORONA DOPE 

Positively stops high voltage "Corona". Protects 
against "shorts" in high voltage circuits of TV 
sets. Completely coat surfaces and sharp corners 
to stop dangerous corona effect. 

Cat. No. 198·02 2 oz. bottle Net $ .72 . 

Cal. No. 

AIR·DRY WRINKLE VARNISH 

FactorY·like wrinkle finish without 
baking. Can be used on wood or 
metal. Gives a hard, tough, durable 
finish. Just one easy·to·apply coat 
does the job. 

146·02 2 oz. jar • Gray Net $ .67 
145·02 2 oz. jar • Black .67 
145·33 1 gal. can • Black 15.17 
146·33 1 gal. can • Gray 15.92 

WALSCO SOLVENT AND THINNERS 

TYPE CEMENT 

Plastic Cement 
Radio Cement 

Polystyrene Cement 

Vinyl ite Cement 

USE SOLVENT 

'Cement 
Solvent 

Polystyrene 
Solvent 

Lacquer 

CAT. NO. 

201·02 
201·04 
201·08 
201·16 
201·33 

202·02 
202·04 
202·33 

203·02 

QlY. NET 

2 oz. $ .48 
4 oz. .72 
8 oz. .82 

16 oz. 1.32 
1 gal. 4.80 

2 oz. .45 
4 oz. .67 
1 gal. 3.68 

2 oz. .48 
Cat. No. 50·01 

50·02 

50·04 

50·08 

50·16 

1 '0/'4 oz. tube 

2 oz. bottle 

4 oz. bottle 

8 oz. bottle 

1 pt. bottle 

Net $ .48 Radio Cement 203-33 1 gal. 4.95 

(E) WALSCOLUB·B 

.48 

.72 

1.27 

2.18 

Electrically neutral lubricant that prevents cor· 
rosion. Walscolub·B makes for smooth, noise· 
free operation of electrical contacts, band 
'switches, attenuators, push button tuners, reo 
mote control switches and other contacfk. 

Cat. No. 22·01 1'0/'4 oz. tube Net $' .48 

© U.C.P., Inc. 

Crystallizing Lacquer 
Fungus Lacquer 
Telephone Black & Grey 
Light Bulb Coloring 
Anti·Corona Lacquer 
CR·Tubecoat 

Rubber Cement 
Wrinkle Varnish 
Flock Undercoat 

Elec. & Resistor Cement 
Wood Glue 
Aluma-Flux 

Thinner 

Water 

203·34 

204·04 
204·33 

5 gal. 

4 oz. 
1 gal. 

21.30 

.67 
3.68 

* Cement Solvent should be used to loosen hardened cement on speaker cones, voice calls, etc., 
Solvent will discolor Plastic and Radio Cements if used as a thinner; Lacquer Thinner is 
recommended for this purpose. 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they· should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITED ;PRICI.N(i SERVICE 
The Perpetual Pricing System for 

Rad~o-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers· 
tabulated with current prices 

.• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

U NIT E D P RIC I N G 5 E R V I C.E 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



SECTION 1700 

Packaged Circuits 

TA-12-B 

PACKAGED ELECTRONIC CIRCUITS 
These compact units contain resistors, 
capacitors, conductor~ and In some in­
stances, Inductance Integrally bound to a 
ceramic base plate. Completely sealed 
against mOisture, temperature change and 
shock. Write for your Free copy of the 
current Packaged Electronic Circuit Guide. 

CRL Net 
No. Description Each 

PC-2 Single Resistor $D.6i 
PC-21 Series Resistor .6Q 
PC-30 Series R-C Network .60 
PC-33 Series R-C Network .60 
PC-36 Parallel R-C Network .60 
PC-37 Parallel R-C Network .60 
PC-50 Diode Filter .60 
PC-51 Diode Filter .60 
PC-52 Diode Filter .60 
PC-60 Parallel R-C Network .60 
PC-61 Parallel R-C Network .60 
PC-70 Triode Couplate* .60 
PC-71 Triode Couplate* .60 
PC-SO Triode Couplate* .60 
PC-81 Triode Couplate* .60 
PC-S2 Triode Couplate* .60 
PC-S4 Triode Couplate* .60 
PC-90 Pentode Couplate* .90 
PC-91 Pentode Couplate* .90 
PC-92 Pentode Couplate* .90 
PC-lOO Vertical Integrat<fr .75 
PC-l0l Vertical Integrator 1.05 
PC-l04 Vertical Integrator .75 
PC-lOS Vertical Integrator .75 
PC-l06 Vertical Integrator .75 
PC-ll0 R-C Filter Bypass .60 
PC-ll1 R-C Filter Bypass .60 
PC-1S0 Audio Detector Couplate* .90 
PC-l51 Audio Detector Couplate* .90 
PC-1S4 Audio Detector Couplate* .90 
PC-l57 Audio Detector Couplate* .90 
PC-lSS Audio Detector Couplate* .90 
PC-1S9 Audio Detector Couplate* .90 
PC-160 Pentode Diode Couplate* 1.20 
PC-16S Pentode Diode Couplate* 1.20 
PC-166 Pentode Diode Couplate* 1.20 
PC-17S R-C Network .60 
PC-176 Integrator .90 
PC-l77 R-C Network .90 
PC-17S R-C Network .60 
PC-179 Sound IF Network .90 
PC-1S4 R-C Network .75 
PC-18S R-C Network .75 
PC-186 Integrator .75 
PC-190 Baxandall Tone Control 1.05 
PC-260 Sync. Take-off .90 
PC-262 Sync. Take-off .90 
PC-263 Sync. Take-off .90 
PC-264 Sync. Take-off .90 
PC-304 R-C Network .75 
PC-30S Elect. Organ Network 1.20 
PC-306 R-C Network .75 
PC-307 R-C Network .60 
PC-30S Horizontal Oscillator 1.05 
PC-3D9 Retrace Suppression Network .75 
PC-310 First Audio Couplate* .90 
PC-311 Vertical Feed-Back .75 
PC-312 Vertical Integrator .75 
PC-313 Audio Detector Couplate* .90 
PC-314 Retrace Suppression Network .75 
PC-31S Audio Detector Couplate* .90 
PC-316 Sync. Take-off 1.20 
PC-317 Audio Couplate* .60 
PC-31S Audio Det. Pentode Couplate* 1.20 
PC-319 Phase Comparator .75 
PC-320 Discriminator Network .75 
PC-321 Sync. Sep. Grid Network .60 
PC-322 Electronic Organ Network .75 
PC-323 Electronic Organ Network .75 --
PC-321 Compentrol Network .75 
PC-32S Compentrol Network .75 
PC-326 Diode Filter .60 
PC-327 Pentode Diode Couplate* 1.05 
PC-32S Pentode Diode Couplate* .90 
PC-329 Sound IF Network .75 
PC-330 Sync. Take-off .90 
PC-331 Diode-Triode Couplate* .75 
PC-332 R-C Network .75 
PC-333 Vertical Integrator .90 
PC-334 Audio Network .60 
PC"336 Retrace Suppression .75 
PC-337 Phase Comparator .90 

(g' U.c.P., Inc. 

CRL 
No. Description 

PC-338 Sync. Time K Network 
PC-339 Sync. Time K Network 
PC-340 AGC Voltage Divider 
PC-341 Series R-C Network 
PC-342 FM Balanced Ratio Detector 
PC-343 Dlode-Pentode Couplate* 
PC-344 Loudness Contour Network 
PC-345 Loudness Contour Network 
PC-346 Loudness Contour Network 
PC-347 Phono Input Network 
PC-348 Diode-Triode Couplate* 
PC-349 R-C Network 
PC-350 Integrator Network 
PC-351 De-Emphasis Network 
PC-352 Sync. Circuit Resistor Bank 
PC-3S3 Horizontal AFC Network 
PC-3S4 Ratio Detector Network 
PC-3SS Sync. Coupling Network 
PC-3S6 '['one Control Network 
PC-3S7 Phase Detector Network 
PC-158 Sync. Coupling Network 
PC-3S9 Balanced Dual Capacitor 
PC-360 Antenna Isolation Network 
PC-361 Ant: Filter Output Coupling 

Network 
PC-362 Sync. Take-off Network 
PC-363 Tone Control Network 
PC-364 Horizontal AFC Network 
PC-365 Ant. Filter Output Coupling 

Network 
PC-366 Ground Chassis Circuit 
PC-367 Horiz. Oscillator and Phase 

Detector 
PC-368 Vertical Integrator 
PC-369 Phase Comparator Network 
PC-370 Horizontal Oscillator Network 
PC-371 Audio Couplate* 
PC-372 Audio Couplate* 
PC-373 Audio Coupling Network 
PC-374 Vertical In tegrator 
PC-37S Phase Comparator Network 
PC-376 Retrace Suppression Network 
PC-377 Antenna Isolation Network 
PC-378 Tone Control Network 
PC-li9 Audio Coupllng Network 
PC-3S0 De-Coupllng Network 
PC-3S1 Sync. Couplinll" Network 
PC-382 Parallel R"C Network 
PC-383 Parallel R-C Network 
PC-3S4 Series R-C Network 
PC-38S Vertical Integrator 
PC-3S6 Vertical Feedback Network 
PC-387 IF De-Coupling Network 
PC-lSS Yoke BalanCing Network 
PC-lS9 Yoke Balancing Network 
PC-390 Audio Detector Couplate* 
PC-391 Sync. Take-off Network 
PC-392 Integrator Network 
PC-393 Tone Control Network 
PC-394 Horizontal Oscillator Network 
PC-395 Vertical Integrator 
PC-396 Video Coupling Network 
PC-397 Sound Detector Couplate* 
PC-400 Audio Coupling Network 
PC-402 Twin T Rumble Filter Net-

work 
PC-403 Flip Flop Network 
PC-404 Compentrol Network 
PC-'40S Compentrol Network 
PC-406 Audio Network 
PC-407 Integrator Network 
PC-40S Integrator Network 
PC-409 Phase Detector Network 

*Registered Trade Mark. 

Net 
Each 
$0.90 

.90 

.75 

.60 
1.20 
1.20 
.90 
.90 
.75 
.75 
~ 

.60 

.90 

.60 

.75 

.75 
1.05 
1.05 

.75 

.90 
1.05 
.60 
• 60 
.60 

• 75 
.60 
.90 
.60 

.75 
1.20 

~ 
.75 
.90 
.75 
.60 
.90 
.90 
.90 
.75 
.60 

--:so 
.90 
.90 
.75 
.60 
.60 
.60 
.90 
.90 

1.05 
.90 

1.05 
.90 
.75 
.75 
.75 

1.20 
1.20 
1.05 

.90 
1.05 
1.20 

.75 

.75 

.60 

.60 

.60 
1.20 
1.20 

PCK-40 PACKAGED ELECTRONIC 
CIRCUIT KIT 

Contains 40 PEC units in 13 of the most 
frequently used types. All units packaged 
in transparent plastic with identification 
clearly visible. Supplied in one-drawer, 
sturdy steel cabinet with attractive blue 
baked enamel finish. Size: 11~" x 6',{." x 
4li"· 53545 CRL No. PCK-40-Net Each ... 

KIT CONTAINS 
Quan. Part NO . Quan, Part No. 
~ PC-81 5 pc-iSo 

2 PC-91 2 PC-l51 
10 PC-lOO 2 PC-158 

Ij PC-l01 2 PC-1S9 
2 PC-l04 2 PC-160 
2 . PC-lOS 2 PC-165 
2 PC-106 

PCH-4 TV ATTENUATOR SWITCH 
Permits proper attenuation required for 
best TV reception through use of "R" 
pads. Eliminates t.earlng of Image due to 
high powered nearby.stations. Six switch­
Ing positions from regular antenna to 60 
db loss. Comes complet.e with knob, leads, 
dial plate and container. 5600 
CRL No. PCH-4-Net Each .... , 
CRL No. PCH-l0 (10 db), PCH-20 (20 db), 
PCH-30 (30 db) or f>CH-40 (40 db)'90C 
"H" Pads-Net Each ........... . 
CRL No. PCH-l00-Set of 4 "H" pads: 

~e~ ~~fo?Jta~~~~. i~ pla~tiC .~o~ ... 5360 

TA-12-B FOUR-STAGE 
PACKAGED TRANSISTOR 

AMPLIFIER 
Complete, ultra-miniature audio amplifier 
has 4 stages, yet only 0.531" dla. x .228" 
thick. Patented layerized construction 
assembles reSistors, capacitors and tran­
sistors In extremely compact and efficient 
amplifier. Ideal for pocket radiOS, recorders, 
mike amplifiers, hearing aids, etc. Gain: 73 
db min. at. 1 kc. Power Output: Up to 0.5 
mw. Frequency Characteristic: =5 db, 
300-20,000 cps. Input Imped.: 2,500 ohms, 
nom. Signal-to-Noise: 30 db below signal 
for signal input of 25 p.v at 1 kc, max. Input 
shorted to ground for no signal noise. 
Supply VOltaye: 1.34 v. mercury cell. Cur-

t":.~:>n~~ o~i;~ r,;p~~' a~oT'k~~l~~ 
ohms max. DC resistance. 
CRL No. TA-12-B-Complete 54500 
with instructions. Net Each .... 

TYPE RC TUBE-R-CAPS® 
Radial lead ceramic tubular capaCitor and resistor In parallel in the same space as a tubular 
capaCitor alone 

CRL I CapaCitor Resistor Size, In. Net 
No. ~ Tolerance Ohms Tolerance Rating Dla. x L. Each 

RC:42i' 6 =10% 47K == 200/0 ~ :~U .260 x .503 '1'8c' 
RC-428 150 GMV 3.3 meg. "'30% .260 x .790 lac 
RC-431 330 =20% 220K =20% ~ watt .260 x .790 lac 
RC-46S 470 =20% 470K =20% U watt .260 x .503 lac 
RC-471 470 GMV 3-1 meg. ";"'20%" ~ watt .2110 x .910 lac 
RC-476 800 GMV 22K U watt .260 x .503 lac 
RC-4S5 4700 +80, -20% 180 =20% U watt .260 x .790 lac 
RC-490 4700 +80, -20% .75-1.5 meg. ......... ~ watt .330 x .910 lac 

©1961 Centralab, A Division of Globe-Union, Inc .• 
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SECTION 1800 

~!JJ!Kl[B[]®~®" )f' COIL FORMS 
r;:::::J. CAMBRIDGE THERMIONIC CORPORATION ~b 

, The guaranteed electronic components_.1 j _________________________________ _ 

CERAMIC AND PHENOLIC COIL FORMS , ~ 

~.Q !iIll)m .. ~ A~~~I~":,.TY:;~h 
I-a ~p~\~: ri:r'::,~ ~b I.e, LOCKNUT I-d d~a~b::ln:r d:' 

sembled) pro- Lodd:~::gLi~:Hem. ~~r=~~c;:b,~~f:.. r:::e:~~::~bi'ed) " vices. lsee Fig. IJ 

~ A •• ;I.blo w;,h b 
oed $'" .Iocking 
d~Yices 'See Fig. 
Q and with eot. 
Ian (see Fig. I) 

tV 

j ClIP.TERMINAl 
TYPE 

AYGi'ab'. with a 
or b slug-locking 

_ devices (se. Fig. I) 
VI 

vidft permanent bled) maintains tension CUlel)' clamps split mount. lightens against 
locking action. Ololns' 51119 screw. ing stud. mounting .tud. 

Tuning slugs supplied assembled; mounting hardware unassembled. Available 
wound to specifications in any quantity. Order the following items from CHARTS, 
I and II 

Cam- Mounting Stud Ht. 
blon L. x Thread x Above BOdy Collar Nat 
No. Fig. Base Dia. Panel O. D. * O. D. 1-49" 

LS3" III W' x Xi-28 x none 1Va" Yo" # ........ 43c 
LS4" V Yo" x Xi-28 x '1.' 2.0" YJ" # ........ S5c 
LS5t l-b,lI-b %," x Xi·28 x Y:i" lK6" .375" Ye" .545" 61c 
PLS5t I·a, II-a ~ .. ' x Xi·28 x Y:i" hex IX," .375" Ye" .545" 11c 
SLS5t l-c,ll·c 'u." x Xi-28 x Y:i" hex lX6" .375" %" .54S" 63c 
LS6t l-b,ll-b %," x 10-32 x Yo" hex 5%4" .260" 1;{2" .430" 56c c 

PLS6t I-a, II·a ~ .. ' x 10-32 x Yo" hex 5~" .260" '~,'" .430" 56c 
SLS6t l-c,ll-c '%,' x 10-32 x Yo" hex '%/' .260" 1;S2" .430" 51c 
LS7t l-b,ll·b ~ .. ' x Xi-28 x Yon hex' 1'%,." .500" 1~," .670" 66c 
PLS7t I-a, II-a ~ .. ' x Xi-28 x Yon hex .1'%,' .SOO" 1~," .670" S6c 
SLS7t I-c, II-c '%." x Xi-28 x Yon hex 1'%,' .500" l~,n .670" 68c 
LS8t VI·b %2" x %,-28 x YJ" '%," .290" § ........ 83c 
PLS8t VI-a ~ .. ' x Xi-28 x Y:i" %" .290" § ........ 83c 
LSM* IV-d ~"x 8-32 x ~ .. ' 2~" ~" '%2" .365" 43c 
LSML" IV-b Xi" x 10-32 x ~ .. ' '%." ~" '%," .365" 43c 
LSTt l-d,ll·d Xi" x 8-32 x Xi" hex '%, .20S" %2" .326" 51c 
LSTLt l-b,lI·b Xi" x 8-32 x Xi" hex '%, .205" %,'. .326" S1c 
PLSTt I-a, II-a ~"x 8-32 x )4" hex '%. .20S" %," .326" 51c 
SLSTt I-c, II·c 'u,," x 8-32 x Xi" hex '%. .205" %2" .326" 53c 

2)(.." ** 
.260" ~."." 

"Body material, phenolic. tBody material, ceramic. ~Space between callais 
(-2C4L, -2C2L). #Ring terminals only. §Clip terminals only. '"See Chart III for 
prices. 

SHIELDED COIL FORMS 
Supplied with tuning slug assembled, all other parts in bulk. Mounting hardware 
included. Material: Housing LS9, LS10, LS14, brass with nickel plate; LSll brass 
with cadmium plate, all others aluminum with alodine finish. Board, Silicone­
fiberglas. 

Part No. and' Body Material 

Paper- Net Poly· Net Net PWd. Net 
Phenolic 1-49· penco 1-49· Kel-F 1-49· Iron 1-49· Fill. 

LS9 $0.82 LS9-! SD_87 LS9-2 $0.92 · • VII 
LS10 .94 LS10-1 1.06 LS10-2 1.11 " " VII 
LS11 ' .78 LS11-1 .89 LS11-2 .94 • • VII . . LS14 2.23 . • • • VIII 

2563 1.28 2561 1.34 2562 1.3S · · IX 
256 1.54 2566 1.59 2567 1.65 · · IX 
258!j 1.93 2586 1.98 2587 2.03 " • X 
2590 2.20 2591 2.26 2592 2_31 · · X 
2665 1.28 2666 1.39 2667 1.44 · • IX 
2670 1.54 2671 1.65 2672 1.70 · · IX 
2685 .78 2686 .83 2687 • 89 2688 $0.83 X 
2690 .90 2691 1.01 2692 1.06 2693 .95 X 
2695 . 78 2696 .89 2697 .94 2698 .83 X , 

Not Available. See Pnnted CirCUIt Call Form Section for No. LS12, 

LS9 LS!O 
-T -F 
-S -E 
-u -0 
-R -0 

LS1! Freq. MC 
CHART I 'Powdered iron slug. 

LS14 
-X -X 
-W -W 
-y -y 
-V Not avail. 

0.2-1.5' 
1-20' 
20-50" 
30 & up' 

Specify frequency .In comblna· 
tion with number of terminals. 
For example: LS9-4T--4 termi· 
nals. 0.2-1.5 frequency. 

~. 
% 
,~. 

"%. 

CHART I CHART II 
Plr1 LSM Types LS3t 
No. "Collars/ LS6 TYpes LSS LST FraquenCl 

Suffix Terminals LS8 Types Types Types Range M 
-2C4L 2/2 ea. -F ·C -I 0.2-1.5~ 
-2C2L 2/1 ea. -E -B -H 1-20~ 
-CT2L 1 top/2 -0 ·N -P 20-50i 
-CB2L 1 bot./2 -0 ·A -G 30 and up; 

-2018B -2818C -2018A 100 and up 
-NS -NS -NS No slull 

'Slllcone fiberglas collars, solder terminals. t For brass load, add l to part no. 
suffix, as LS3-Cl. iPowdered iron slug. 
Specify slug-locking device, collar and frequency when ordering. For examples: 
PLS6-2C4l/E-PermaTorq@ locking device,2 collars with 2 terminals each, 
1-20 frequencY. LST-CB2l/2018A-locknut type, 1 collar at bottom with 2 ter­
minals, 100 and up frequency. SLS7-Compression lock, ring terminals (no col­
lar), no slug. 
LS3, LS4, and ,LS8 are not available with collars. 

CHART III 
Ordering involves the use of the basic number and two suffixes. Suffix One de­
termlnesthe frequency range; Suffix Two determines the collar, ring and termi­
nal combinations and the price. (i.e., 2770-1-2). Suffix One: -1) 0.2-1.5 mc; -2) 1-
20 mc, -3) 20-50 mc; -4) 30 me or more; -5) 100 me or more, -6) 2-40 mc; -7) 
40300 mc 

2nd 
Net Each; 1-49· 

Camblon No. 
Suffix Description 2770-" 2771·" 

-1 2 ring terminals $0.76 $1.18 
-2 2 collars, 4 terminals .90 1.34 
-3 2 collars, 2 terminals .90 1.34 
-4 1 top collar, 2 terminals .83 1.26 
-5 1 bottom collar, 2 terminals .83 1.21 

" Be sure to Include both first and second suffixes when ordering. 

~fr1"! 
DOUIlE'eT TUNED • 

l' ~ 
~~---I FlANGE'a'+--'-t-4r MOUNT l..! __ l 
~ A!soo'lQiI. fc 

IX abl. with lL 
SQUARE. HORIZONTAl. fixed hlning I 

. AIIO available' without pillS. X 

Flange Winding 
Dia., In. Area, Max. Tun-

Size, Inches Max. x Ter- L. x 0.0. ing 
AxBxC Min. mlnals (Inches) Freq. Tool Not .. 
x '%. x PJi. ... .... ~ ....... 2--6 'Ji. x'u. Chart I 2033 Mtg. stud Xi-28 
x su. X 2U. ., .............. 2--6 ,%, x 2%. Chart I 1971 Mtg. stud Yo-32 

• x '%. x lYe .............. 2--4 '~xU, Chart I 2375 Mtg. stud 12-28 
x 1){. x 1% .............. " ~ ~.x~, Chart I 2375 12-32 thread 

Y:i Sq. x % x pu. ................ 2--6 'U.x'~ Chart II 2033 Without pins 
Y:i sq. x % x lou. 2--6 'Ji. x 'u. 
U. x 3%. x1%.. '~;·ii·~~· 2--6 'M. x'u. 
% X SUe x 1% 1.0 x '%,. 2-6 ,%, x"%. 
Yo Sq. X 'u. x lYe .... ........... 2--4 '~, x%. 
Yo Sq. X 'Ji. x lYe 2--4 '~x~. 
U • x Yo x- 27A;'X'%' 2--6 'u. x 'U, 
% x ,,,. x- 1.0x~ 2--6 ,%, x "%. 
,~ . x Yo x- %X27 ,2--4 '~x~ 

CHART II 
Number of Terminals Freq. 

2 3 4 5 6 MC 
-1 -5 -9 ·13 -17 0.2-1.5" 
-2 -6 -10 -14 -18 1-20· 
-3 -7 -11 -15 -19 20-50' 
-4 -8 -12 -16 -20 30 & up· 

Chart II 2033 With pins 
Chart II 2516 Traverse tuning 
Chart II 2516 Traverse tuning 
Chart II 2375 Without pins 
Chart II 2375 With pins 
Chart II ........ Fixed 
Chart II ........ Fixed 
Chart II ........ Fixed 

"Powdered Iron slug. 
Specify frequency in combina· 
tlon with number of terminals. 
For example: 2562,15--4 ter­
minals, 20-50 frequency. 

Note: From descriptive charts that not all shielded coil forms are available with all terminal quantities. 

PRINTED CIRCUIT COIL FORMS 

XI 

1M 
pa::;<! 

~ 10--,_ 
.. VERTtcAl HORIZONTAL 

At Body 8# T~~T~t C· D.a. Freq. Net 
No. Fill. In. 0.0. In. In. In_ Chart 1-49' 

2210t XII % .260" U. 2 .500 .200 I $0.71 
2271t XII % .260" % 2 .700 .200 I .71 
2500t XII§ pu" .260" 1Va 2 1.200 .200 I, .95 
2501t XI % .260" 

* 
5 .404. 72· I _27 

2525t XIII pu. .205" 'u" 2 .400 .300 II _93 
2530t XIII l'U, .260" '%. 2 .600 .300 II 1.06 
2540t XIII 2'M. .375" % 2 .700 .400 II 1.13 
2550t XIII 3'M.· .500" 1U, 2 1.300 .400 II 1.32 
SPC-11t XI % .260" 

* 2/6 .404. Ch. IV III .27 
SPC-12t XI '~. . 260" * 2/6 .404 • Ch. IV III .27 
LS12" XIV '1. YJ" sq. .. 2/6 .136+ + III .69 

"Body material: Phenolic. tBody material: Ceramic. 12 tuning cQres. *OVerall 
'length, less terminals. #Distance between collars .• Length between mtg. ter­

minal centers .• Width between mtg. terminal centers. .Mtg. dia. + Basic 
circle rad. *1 collar. "'No collar. Note: Figs. XI and XII: Kel-F Locking Insert 
available (supplied unassembled). Specify by adding suffix L to part number, 
e.g., 2500L-1, SPCL-ll-A-2L. Fig. IV: Supplied with tuning slug assembled, all 
other parts in bulk. Mounting hardware is included. 

Copyright 1961, Cambridge Thermionic Corporation 
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MAX. 

J-::A-+j 
J(lV 

x~ QI 
HORtzONTAL WITH 
PERM"-TORQ~ III ...... 

CHART I 
Dash Frequency Range Dash 
No. MC No. 
·1 0.2-1.5 pwd. Iron core -1 
-2 1-20 pwd. Iron core -2 
-3 20-50 pWd. iron core ' -3 
-4 30-150 pWd. iron core -4 
·5 100 and UP. brass core -5 
-NS No core -NS 

CHART III· 
SPC-11, 
SPC·12 LS12 

Freqpency Ranlle 
MC 

*WRITE FOR DISCOUNTS 
ON LARGER QUANTITIES 

CHART II 
FreqUe~~ Ranlle 

0.2-1.5 pwd. Iron slug 
1-20 pWd. Iron slug 
20-50 pwd. Iron slug 
30 and up, pwd. Iron slug 
100 and up, brass sl~g 
No slug 

CHART IV 
No. of 
Terms. SIIacing 

·F -C 0.2-1.5 pwd. Iron core 2 180 
·A -B 1-20 pwd. Iron core 3 90° 
-C -0 20-50 pWd. iron core 4 90° 
-I Not avail. 30-150 pWd. Iron core 5 60° 
-NS Not avail. No core 6 60° 

" SpeCify frequency In combination WIth number of terminals when ordenng. For 
example: LS12·4B--4 terminals, 1-20 frequency. 

Net © U.c.P., Inc. 



SECTION 1800 

COMPONENTS @72Ji';jrl0'§}i 
_____ The guaranteed electronic components_J , _________________________________ _ 

SERIES 2082 CHOKES (FIG. A) 
Wound on phenolic coil forms; varnish finish. Body y," 
I L d 1W' 10 g ong. ea s n . 

Cambion Ind., Max. Net Each 
Number /Lh Q 0.0. 1·9" 

. 2082·1 6.8 25 ~,' 43c 
2082·2 10 20 ~ ... 43c 
2082·3 15 15 ~,' 43c 
2082·4 22 15 ~,' 43c 
2082·5 33 15 %" 43c 
2082·6 47 15 %" 43c 
2082·7 68 12 %" 45c 
2082·8 100 12 J1,' 45C 
2082·9 150 20 J1,' 45c 
2082·10 220 20 J1,' 46c 
2082·11 330 20 u.· 46c 
2082·12 470 20 u.· 46c 
2082·13 680 30 u.· 49c 
2082·14 1000 35 '~" 52c 

~ ~~ 
~ @ 

1III ~,r,~ .rrq 
@I ~ CD 

II rMJ ~ 7~ 

~P 
@ 

PANEL HARDWARE 
SERIES 2950 CHOKES (FIG. B) 

Equivalent to MS91189·1 thru ·13 respectively. Epoxy 
encapsulated. Body '~ •• I. x %," 0.0.; leads 1Y," long. 
Color coded Inductance +100/. unless otherwise noted 0 

Cambion Ind., Min. DC Net Each 
Nickel plate finish (unless otherwise noted) on brass. Dial lock and binding post supplied with mount· 
ing hardware. Binding post finished in bright alloy plate. 

Number /Lh Q Ma 1·9" 
29.u·l 1.1' 60 2800 99c 
2950·2 2.2' 65 1800 91c 
2950·3 3.3 50 1500 91c 
2950·4 4.7 45 1100 99c 
2950·5 6.8 40 800 99c 
2950·6 10 40 600 99c 
2950·7 15 40 500 99c 
2950·8 22 30 1500 91c 
2950·9 33 45 1100 91c 
2950·10 47 70 700 91c 
2950·11 82 85 600 91c 

Cambion Stud Size Suffix" Stud Cap Size Body Net 
Number Fig. Description ·A ·B ·C Thread Lgth. oia. x H. Ht. 1·9" 
1786' H Capt. screw !/a"t ~,,'t X"t X:20 1Yo" %" x %" ~ ... 71c 
1120' I Thumb screw 6·32 8·32 10·32 1%( ?f6" x O/S" 24c 
1775 J Bindg. post ?16' '<6" lJ16" 10·32 Ye" X %6" ~" 42c 
1774' K Shaft lock %·32 U6"§ x ~" U" 24c " ~038' K Shaft lock . "". .... X·32 ~,'~ x %," %" 19c 
2142· L Bush. & cvr. 

M~i;# i{;',;"# Y,·32 %" x Y," Ye" 38c 
181U. M Panel bush. ~,'# X·28 :If %"~ x ){ .. ' ...... 15c 
2117. M Panel bush. ~ ... 1,16" U6" %·32 X"§ x X'6" 18c 
1552t N Dial lock ...... 8·32 2~:t Y," X ¥a" 1%2" 38c 

2950·12 100 85 
2950·13 120 85 

'Inductance, ±20%. 

500 
400 

91c 
91c 

'Add appropriate suffix to number (example: 1786·A) to indicate stud size desired. tAdd appropriate 
suffix to indicate panel thickness desired.#Add suffix·l,·2 or·3 (instea.d of ·A, ·B, or ·C respectively), to 
indicate stud size desired. ~Hex. size. 'Also available with black oxide finish; specify by adding suffix 
·Bo to number (example: 1786·A·BO) . • Yo" shaft. .W·shaft. + For dials Yo" from panel. 

SERIES 2350 CHOKES (FIG. B) SPRING·LOADED DIODE CLIPS Wound on powdered iron coil forms; varnish finish. 
Body %" long· leads 1 %" long 

Cambion Ind., Min. Max. Net Each 
Number /Lh Q 0.0. 1·9' 

Brass construction; stud base type has nickel plated finish; feed thru and press·mount types have 
bright alloy finish. Press· mount type (Fig. 0) has teflon insulator; mounts in .205" dia. hole in panels 
){,' to Yo" thick 

2350·1 1.1 80 ~ ... 61c 
2350·2 2.2 70 ~ •. 61c 
2350·3 3.3 70 ~ ... 61c 
2350·4 4.7 70 ~ ... 61c 
2350·5 6.8 70 ~t 61c 
2350·6 10 55 ;(6" 61c 
2350·7 15 55 ~ •. 61c 
2350·8 22 55 ~ •. 61c 
2350·9 33 80 ~611 80c 
2350·10 47 80 ~ •. 80c 
2350·11 82 74 ~ ... 80c 
2350·12 100 75 ~ ... 80c 

Size, In. Shank 
Cambion H.x lIot Wire Gauge oia. or Panel TOOling Net 
Number Fig. Base oia. Width Min. Max. Thread Thck. PSP·451 1·9' 

2146 P '~, x %,' .040" 36 20 2·56 %," 22c 
2247 Q '~, x %," .040" 36 20 .116" t PSA·40 22e 
2329 P '%, x %,' .055" 22 17 2·56 %," 32c 
2330 Q '%, x~,' .055" 22 17 .116" t PSA·44 32c 
2339 P ,%, x~" .085" 19 13 3·48 ~ .. 3ge 
2340 Q 2~2 x %2* .085" 19 13 .116" t PSA·41 39c 
2405 0 'U.x X .085" 19 13 %," W 61 e 
2422 0 'ji. x X .055" 22 17 ~2" Yo" 48c 
2424 0 214. x X .040" 36 20 %2" Yo" 44c 

2350·13 120 75 ~ ... 80c 'Hex size. tSpecify by adding suffix (example: 2247·1): ·1, ~,". ·2, ){". ·3, %,", ·4. Yo": ·5. ~". 

SERIES 2952 AND 2953 CHOKES 
Wound on phenolic choke form. Inductance tolerance, ±15%. Leads 1)1," long. 
Body Y," I 2952 series' I" I 2953 series .. ., 

Cambion Max. Net Ea., 
Number Fig. Inductance Q ola. 1·9" 
2952·1 A 1.0 /Lh at 7.9 me 55 ± 10 .180" 48c 
2952·2 A 10 ph at 7.9 mc 28 ± 5 .300" 53c 
2952·3 A 50 ph at 2.5 mc 18 ± 4 .320" 58c 
2952·4 A 100 /Lh at 2.5 me IS ±4 .345" 64e 
2952·5 A 500 /Lh at 790 kc 27 ± S .400" ale 
2952·6 A 1000 /Lh at 790 kc 40 ± 8 .415" 74c 
2953·1 G 0.5 mh at 790 kc 17 ± 3 .535" 76e 
2953·2 G 1.0 mh at 250 kc 45 ± 8 .535" 81c 
2953·3 G 2.5 mh at 250 kc 55 ± 10 .550" 90c 
2953·4 G 5 mh at 250 kc 60 ± 12 .515" 9ge 

CAMBION COILS 
Varnish finish Wound on ceramic and phenolic coil forms 

Cambion Ind. Range Q Coil Net Ea. 
Number Fig. /Lh Mean Form 1·9" 

2060·1 C 2.0·3.7 SO PLS6·2C2L/0 $1.01 
2060·2 C 3.5·7.0 65 PLS6·2C2L/0 1.01 
2060·3 C 6.5·10.6 70 PLS6·CB2L!E 1.10 
2060·4 C 10·18 79 PLS6·CB2L/E 1.10 
2060·5 C 16·28 83 PLS6·CB2L!F 1.17 
2060·6 C 28·63 85 PLSS·CB2L/F 1.26 
2060·7 C 61·122 80 PLS6·CB2L!F 1.35 
2060·8 C 120·243 85 PLS6·CB2L!F 1.44 
2060·9 C 238·450 85 p'LS6·CB2L!F 1.51 
2060·10 C 440·800 85 PLS6·CB2L!F 1.56 
LS3·1mc 0 250·650 15 LS3/CL ' 1.07 
LS3·3mc 0 45·95 20 LS3/BL 1.05 
LS3·5mc 0 30·70 20 LS3/BL 1.02 
LS3·10mc 0 5·10 20 LS3/BL .98 
LS3·30mc 0 0.45·0.7 40 LS3/Al .95 
LS3·60mc 0 0.098·0.1 35 LS3/AL .89 
LSM·lmc E 725·1250 30 LSM/F 1.07 
LSM·3mc E 70·110 30 LSM/E 1.05 
LSM·5mc E 45·75 30 LSM/E 1.02 
LSM·l0mc E '.4 40 LSM/E .98 
LSM·30mc E 0.28·0.35 55 LSM/D .95 
LSM·60mc E 0.09·0.1 30 LSM/D .89 

Copyright 1961, Cambridge Thermionic Corporation 

@ U.c.P., Inc. Net 

SERIES 1500 COILS (FIG. F) 

Varnish impregnated coils. Windings and powdered iron' components are com· 
plete moisture·proofed. Standard LS9, 10 and 11 mounting hardware supplied 
unassembled. Rated 500 v. rms dielectric strength. Type 1505: 1.498" h. x 0.438" 
0.0. Slug threaded 2·56; second section, X·28. Type 1506: 2.146" h. x .S25" 
0.0. Slug threaded 3·48; section, %·32 threaded. Type 1507: 1.14S" h. x .344" 
0.0. Slug threaded 0·80; section 12·28 threaded. 

Cam· Inductance Min. Qat Net 
bion Minimum Maximum Induct. of DC Each 

Number /Lh Freq. /Lh Frell. Min. Max. Ma 1·9" 
1505·1 .55 25mc 1.0 25mc 80 70 500 $2.24 
1505·2 .9 25mc' 1.75 7.9mc 75 70 250 2.24 
1505·3 1.7 7.9mc 3.5 7.9mc 45 60 125 2.24 
1505·4 3.2 7.9mc 8.3 7.9mc 50 75 50 2.24 
1505·5 7.8 7.9mc 16 2.5mc 50 90 50 2.42 
1505·6 14.5 2.5mc 33 2.5mc 55 90 50 2.42 
1505·7 30 2.5mc 73 2.5mc 25 50 50 2.14 
1505·8 66 2.5mc 160 790kc 20 60 50 2.14 
1505·9 144 790kc 430 790kc 30 50 50 2.14 
1505·10 400 790kc 1.0' 250kc 30 40 50 2.14 

1506·1 1.0' 250kc 2.2" 250kc 40 50 100 2.64 
1506·2 2.0' 250kc 4.7' 250kc 40 45 80 2.64 
1506·3 4.5' 250kc 11" 250kc 35 35 60 3.06 
1506·4 9.0" 79kc 22' 79kc 30 35 50 3.06 
1506·5 20' 79kc 40' 79kc 30 35 40 3.06 
1507·1 .11 25mc .165 25mc 55 70 640 2.14 
1507·2 .16 25mc .28 25mc 60 70 640 2.14 
1507·3 .27 25mc .55 25mc 60 60 640 2.14 
1507·4 .5 25mc 1.1 25mc 70 50 500 2.14 
1507·5 .9 7.9mc 2.0 7.9mc 35 40 250 2.14 
1507·6 1.6 7.9mc 3.6 7.9mc 45 40 150 2.14 
1507-7 3.5 7.9mc 8.0 7.9mc 45 45 100 2.14 

'Millihenries 

*WRITE FOR DISCOUNTS ON LARGER QUANTITY ORDERS. 
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SECTION 1800 

air dux 
AIR -W-OUND COILS 

Indenled pi dUx® 
Wire Length L 

Qat.No. Dla TPI Slzl of con uh. Not 

816A 1 16 18 3~6 18.0 1.25 
1014A n~ 14 18 2% 18.3 1.50 
1212A 1~ 12 16 2% 18.3 1.70 
1411A 1% 11 14 2% 18.0 1.90 
1609A 2 9 14 3 18.1 2.10 
2007A 2~ 7 12 3X 18.6 2.60 
2406A 3 6 10 3~6 18.7 3.25 

varl-pilch pi dUx® 
820010 1 20& 10 18 3X 18.0 1.25 
121206 1~ 12&6 14 31~6 18.6 2.00 
160806 2 8&6 12 4Ya 18.1 2.70 
200805 2~ 8&5 12 3% 18.2 3.25 
24OS04 3 8&4 10 3% 18.6 3.95 

PoiJe614 • The MASTER - 26th Edition Net 

Cat.No. 
Tor S 

404 
406 
408 
410 
416 
432 
504 
506 
508 
510 
516 
532 
604 
606 
60s 
610 
616 
632 
804 
806 
80s 
810 
816 
832 

1004 
1006 
100S 
1010 
1016 

·1032 
1204 
1206 
120S 

, 1210 
1216 

*1232 
1404 
1406 
1408 
1410 
1416 

"1432 
1604 
1606 
160S 
1610 
1616 
2004 

Dla. 

2 

2006 2~2 
2008 
2010 
2404 
2406 
240S 
2410 

"New 

3 

TPI 

4 
6 
8 

10 
16 
32 
4 
6 
8 

10 
16 
32 
4 
6 
8 

10 
16 
32 

4 
6 
8 

10 
16 
32 
4 
6 
8 

10 
16 
32 
4 
6 
8 

10 
16 
32 
4 
6 
8 

10 
16 
32 

4 
6 
8 

10 
16 
4 
6 
8 

10 
4 
6 
8 

10 

air dUx® 

Wire 
Size 

18 
18 
18 
18 
20 
24 
16 
18 
18 
18 
20 
24 
16 
18 
18 
18 
20 
24 
16 
18 
18 
18 
20 
24 
14 
14 
16 
18 
20 
24 
14 
14 
16 
18 
20 
24 
14 
14 
14 
16 
18 
24 
12 
14 
14 
16 
18 
12 
12 
14 
16 
10 
12 
14 
14 

Length NIt 
of Call Prlee 

2 .40 

(Silver .80) 

2 .45 

(Silver .85) 

2 .50 

(Silver .90) 

3 .• 65 

(Silver 1.10) 

10 1.65 

10 1.80 

10 1.90 

10 1.95 

10 2.25 

10 3.40 

"T" series air dux are nnned copper wire. 
(Add "T" after Cat. No.) 

"S" series are SILVER PLATED copper wire. 
(Add "S" after Cat. No.) 

1000 thru 2400 series silver coils are avail­
able at double the costs shown. 

~~m!ul:t:n~e~~n~~~ ::'a~~a":~leg~~P~~.Jt~ 
T.H. 6 and 7/ . 
Formva; coils available at higher costs. 

© U.C.P., Inc. 



SECTION 1800 

MIL-SPEC MOLDED CHOKES 
MILLER MOLD'ED COILS CONFORM TO MIL-C-15305A 

, 
"MICRO MITE" SERIES 9210 

Mold Size: .155 -:': .010 diameter; .375 == .010 length. 
leads: AWG :1:: 22 TCW; 1.44 ::!:: .125 length. 

.. 

__ p"An.~T~ __ -'L"0~ __ P~O~Wn~~r_R~a~';T~g~E~~;~h_W~.t~t~F~~a~x~.~a,t.~9:~,.-·~C-UM'A-'--'c~O~RrE-~ 
NO, UH MIN. fREO. (Me) MIN. (Mc) MAX. MAX. MTL. PRICE 

9210·54 36 ± 5% 50 2.5 10.5 2.50 320 IRON $1.50 
9210·56 39"" 5% 50 2.5 10.3 2.60 315 IRON 1.50 
9210-58 43 ± 5% 50 2.5 10.3 2.65 310 IRON 1.50 
9210.60 47 = 5%, 50 2.5 10.0 2.70 305 IRON 1.50 
9210.62 51 ± 5% 50 2.5 9.7 2.75 300 IRON 1.50 
9210·64 56 ::: 510 50 2.5 9.5 2.80 295 IRON 1.50 
9210-66 62 ± 5% 45 2.$ 9.0 2.95 290 IRON 1.50 
9210-68 68 :± 5% 45 2.5 8.7 3.25 285 IRON 1.50 
9210.70 75 :± 5% 45 2.5 •. 5 3.40 275 IRON 1.50 

~:~~:~::~~7!---:~~~:~~~~~~:~!~--~~~::~----~;:~~--~~~:~~~~~~~7.~~~:~~O~ON~N---Ti:~!~~ 
9210·76 100 .t, 5%, 45 ,2.5 7.7 4.00 260 IRON 1,60 
9210-7. 110 :I: 5% 60 .790 7.3 4.45 255 IRON 1.60 
9210-80 120 '*' 5% 65 .790 6.1 4.65 250 IRON 1,60 
9210·82 130 == 5% 65 .790 6.7 4.95 240 IRON 1.60 
9210·84 150 ± 5% 65 .190 6.5 5.30 235 IRON 1.60 
9210-a6 160 ±: 5% 65 .790 6.5 5.90 230 IRON 1.65 
·9210·88 180 = 5% 65 .790 6.3 6.20 225 IRON 1.65 
9210·90 200 ± 5% 65 .790 6.0 6.60 215 IRON 1.65 
9210·92 220 :I:. 5% 65 '.190 5.5 7.20 210 IRON 1.65 
9210·94 240 =. 5% 65 .790 5.3 7.60 205 IRON 1.65 

"MICRO MITE" SERIES 9220 
MOLD MOLD MOLD LEAD LEAD MAX. WA TT 
SIZE DIAMETER LENGTH SIZE LENGTH AT 90~ C. 

A .190 :t: .010 .440 """ .010 AWG 22 1.44 "'" .125 Vi 
8 .215 ± .010 .560 ± .010 AWG ·21 1.44 == .125 Yz 
C .240 ± .010 .740 ± .010 AWG ·20 1.44 ± .125 'h 

PART L (II Q TEST Fo Rde. MA. MOLD CORE LIST 
No. UH MIN. FREO. (Me) MIN. (Me) MAX. MAX. SIZE MTL. PRICE 

9220·00 270 .: 5% 65 .190 4.1 1.8 205 A IRON $1.75 
9220·02 300 ::c 5% 65 .190 4.5 8.3 200 A IRON 1.75 
9220·04 330 .: 5% 65 .190 4.5 8.7 195 A IRON 1.75 
9220·06 360 = 5% 65 .790 4.0 9.0 190 A IRON 1.90 

~:~~~~~~:~~~~~!~~~~~:~!~--::r.:~-;:i~:~~-----7:~::~~I*~:~~--'~,:~~--~:~~::~~~~~~:~::~~-
9220-12 470 ::c 5% 65 .790 3.1 10.5 175 A IRON 1.90 
9220_14 500 .... 5% 65 .790 3.1 11.0 170 A IRON 1.90 
9220·16 560 "" 5% 65 .190 3.3 11.5 165 A IRON 2.00 
9220·18 620 :::I::; 5% 60 .790 3.0 12.5 160 A IRON 2.00 
9220·20 680 ::c 5% 60 .790 3.0 13.0 155 A IRON 2.00 
9220_22 750 "" 5% 55 .790 3.0 14.0 150 A IRON 2.00 
9220.24 820 ~ 5% 55 .790 2.8 14.5 145 A IRON 2.10 
9220-26 910 "" 5% 55 .790 2.7 15.0 140 A IRON 2.10 
9220-28 1000 "" 5% 55 .790 2.6 16.0 135 A IRON 2.10 
9220-30 1100 .: 5% 60 .250 2.7 20.0 135 IRON 2.25 
9220-32 1200 ::c 5% 60 .250 2.7 21.0 130 IRON 2.25 
9220-34 1300 = 5% 60 .250 2.6 21.5 130 IRON 2.25 
9220-36 1500 .± 5% 65 .250 2.3 23.5 125 IRON 2.25 

~:~~~~0.~.!~~--~:6~a~~0~:~!~~i::~~:~~:~~r---~~~:~r-~!~:~:~r-~!~~~r-~--~:~:~~~~~~~:~~!r 
9220·42 2000 "" 5% 65 .250 2.0 27.5 115 IRON 2.25 
9220·44 2200 "" 5% 70 .250 2.0 28.5 110 I RON 2.25 
9220.46 2400 ± 5% 70 .250 1.9 30.0 110 IRON 2.25 
9220.48 2700 .... 5,% 70 .250 1.9 31.5 105 IRON 2.25 
9220·50 3000 "" 5% 70 .250 1.8 33.5 100 IRON 2.25 
9220·52 3300.: 5% 70 .250 1.6 36.0 100 IRON 2.25 
9220·54 3600 ::c 5% 70 .250 1.5 37.5 95 IRON 2.25 
~220·56 3900 ± 5% 80 .250 1.5 41.0 95 IRON 2.35 
9220·58 4300 ± 5% 80 .250 1.5 43.0 90 C IRON 2.35 
9220~0 4700 "" 5% 80 .250 1.4 45.0 90 C 
9220·62 5000 "" 5% 80 .250 1.3 46.0 85 C 
9220·64 5600 "" 5% 80 .250 1.3 49.5 85 C 
9220·66 6200"" 5% 80 .250 1.2 51.5 80 C 
9220·68 6800 "" 5% 80 .250 1.2 54.0 80 C 
9220-70 7500 "" 5% 80 .250 1.2 57.0 SO C 
9220·72 8200""5% 80 .250 .1.1 59.5 75 C 
9220·74 9100 ± 5% 80 .250 1.0 it4.0 15 C 
9220·76 10000 '" 5% 80 .250 t.O 66.5 75 C 

MILLER SERIES 9310 
Mold SIze: .155 == .0lD diameter; .315 :!:: .010 length. 

leads: AWG =22 TeW; 1.437 ::!:: .125 length. 
Power Ratmg' I,~ Watt Mall:. at 90~ C. 

IRON 2.35 
IRON 2.35 
IRON 2.50 
IRON 2.50 
IRON 1 2 .50 
IRON 2.50 
IRON 2.65 
IRON 2.65 
IRON 2.65 

PART l (., Q TEST Fo Rde. ,MA. CORE LIST 
NO. UH MIN. FREO. (Me) MIN (Me) MAX. MAX. MTL. PRICE 

9310.00 .15 t 20% SO 25 525 .03 2630 PHENOLIC $1.00 
9310·02 .22 '" 20% 45 25 450 .05 2235 PHENOLIC 1.00 
9310·04 .33'" 20% 45 25 390 .09 1490 PHENOLIC 1.00 
9310.06 .47 ± 20% 45 25 310 .12 1340 PHENOLIC 1.00 
9310·08 .68'" 20% 55 25 250 .14 1165 PHENOLIC '.00 
9310·10 .12·00 20% 55 25 220 .22 930 PHENOLIC 1.00 
9310.12 1.00'" 10% 50 25 200 .25 875 PHENOLIC 1.00 
9310·14 1.20·± 10% 35 7.9 180 .42 675 PHENOLIC 1.00 
9310·16 I.~O ± 10% 35 7.9 160 .50 600 PHENOLIC 1.00 
9310.18 1.80'" 10% 35 7.9 150 .65 500 PHENOLIC 1.00 
9310·20 2.20 ± 10% 35 7.9 135 .95 400 PHENOLIC 1.00 
9310.22 2.10'" 10% 35 7.9 120 1.20 370 PHENOLIC 1.00 
9310·24 3.30 ± 10% 35 7.9 110 2.00 325 PHENOLIC 1.10 
9310·26 3.90"" 10% 35 7.9 100 2.30 300 PHENOLIC 1.10 

~:~~:~~:~~~~~;~:~~~~:~:0~O~r-~!n:~--;~~::r-----~:,g--~2~:~~~r--;:~8g~~P~H~~R~~~~L~IC~~!:T.~~~ 
9310·32 6.80 =I:; 10% SO 7.9 55 .50 600 IRON 1.10 
9310·34 8.20 ± 10% 50 7.9 50 .60 540 IRON 1.10 
9310·36 10.0 =I:; 10% 55 1.9 45 .90. 460 IRON 1.10 

-~:~~:i1igii:!~~--:i1!ri:~<-=:~:i~~o!:---:ii~r----:~:-!---:~:----~~:,;;~:r---':~"~S;'-O----ii::'ii~,,~----i-::'i~~~ 
9310·42 18.0 % 10% 75 2.5 34 2.25 300 IRON 1.10 
9310-44 22.0 = 10% 75 2.5 30 2.50 275 IRON 1.10 
9310-46 24.0.± 5% 60 2.5 26 2.50 275 IRON 1.25 
9310·48 27.0'" 5% 60 2.5 25 2.60 26.) IRON 1.25 
9310-50 30.0.± 5% 65 I 2.5 19 2.80 245 IRON 1.25 
9310-52 33.0 ± 5% 65 2.5 19 2.90 230 IRON 1.25 

, " .( iiiii ~ 
MILLER SERIES 9320 

Mold Size: 0.185 ± .010 diameter: 0.437 :!:: .010 length. 
L::~~: AWG ~2(f~ TCW; 1.637 .... 1Ti~Tlength. :oower RRad~~g: l'l:tA~att ~~xREat 90l~STC. 

NO. UH MIN. FREO. (Me) MIN. (Me) MAX. MAX. MTl. PRICE 
9320-00 .15 =I:; 20% 65 25 600 .03 3400 PHENOLIC $1.00 
9320-02 .22 .± 20% 60 25 470 .04 2950 PHENOLIC 1.00 
9320·a. .33 .± 20% 60 2S 390 .05 2500 PHENOLIC 1.00 
9320·06 .47 = 20% 60 25 320 .08 1875 PHENOLIC 1.00 
9320·08 .68 * 20% 65 25 240 .12 1400 PHENOLIC 1.00 
9320-10 1.00.± 1010 60 25 190 .25 900 PHE~'-:OO-
9320·12 1.50 ± 10% 40 7.9 150 .50 720 PHENOLIC 1.00 
9320·14 2.20:1:: 10% 4.0 7.9 130 '.90 460 PHENOLIC 1.00 
9320·16 2.70:1:: 10% 40 7.9 120 1.10 450 PHENOLIC 1.00 
9320·18 3.30 ± 10% 35 7.9 68 .12 1300 IRON 1.10 

9"fiO.20 3.90 ± 10% 35 7.9 62 .16 1130 IRON '-.10-
9320·22 4.70 = 10% 40 7.9 58 .22 915 IRON 1.10 
9320·24 5.60 ± 10% 40 7.9 50 .30 900 IRON 1.10 
9320·26 6.80 ± 10%. 40 7.9 45 .40 800 IRON 1.10 
9320·28 8.20 =I:; 10% 40 7.9 43 .45 770 IRON 1.10 
9ill:ao~% 40 7.9 40 .60 690 IRON 1.10 

9320·32 12.0.± 10'Yo 55 2.5 35 .85 480 IRON 1.10 
9320·34 15.0.± to%. 60 2.5 3D 1.20 480 IRON 1.10 
9320·36 22.0 =I:; 10% 65 2.5 24 2.00 375 IRON 1.10 
9320·38 27.0 ± 10% 70 2.5 22 2.80 300 IRON 1.10 

MILLER SERIES 9330 
Mold Size: 0.215 .:!:: .010 diameter; 0.560·± .010 length. 

leads: AWG "-22 TeW; 1.437 -+- .125 length. Power Rating' % Watt Max. at 90" C. 
PART L ~I a TEST Fo Rde. MA. CORE LIST 
NO. UH MIN. FREO. (Me) MIN. (Me) MAX. MAX. MTL. PRICE 

9330·00 .47 "" 20% 70 25 280 .06 2000 PHENOLIC $1.10 
9330·02 .68:1; 20% 70 25 240 .07 1275 PHENOLIC 1.10 
9330-a. 1.00 ±. 10% 70 25 200 .13 1180 PHENOLIC 1.10 
9330·06 1.50 ±. 10% 45 7.9 160 .28 1080 PHENOLIC 1.10 
9330·08 2.20 =I:; 10% 45 7.9 135 .50 700 PHENOLIC 1.10 
9330·10 2.10 = 1010 45 7.9 120 .65 660 PHENOLIC 1.10-
9330·12 3.30 = 10% 45 7.9 105 1.00 600 PHENOLIC 1.10 
9330-14 3.90 = 10% 45 7.9 100 1.20 460 PHENOLIC 1.10 
9330·16 4.70 % 10'Yo 45 7.9 90 1.80 350 PHENOLIC 1.10 
9330·18 5.60 ± 10% 35 7.9 55 .13 1500 IRON 1.25 
9330-20 6.80 =I:; 10% 35 7.9 50 .20 1250 IRON l~i5 
9330·22 8.20;t, 10% 35 7.9 44 .22 1190 IRON 1.25 
9330·24 10.0 =I:; 10% 35 7.9 42 .26 990 IRON 1.25 
9330·26 12.0 = 10% 45 2.5 34 .45 800 IRON 1.25 
9330·28 15.0 ±. 10% 45 2.5 32 .52 730 IRON 1.25 
9330·30 18.0 ± 10% 50 2.5 28 .70 680 IRON 1.25 
9330·32 22.0 ± 10% 60 2.5 24 1.00 640 IRON 1.25 
9330·34 27.0::t: 10% 65. 2.5 22 1.30 550 IRON 1.25 
9330·36 33.0 ± 10% 65 2.5 20 1.50 510 IRON 1.25 
9330·38 39.0 ± 10% 70 2.5 18 2.00 440 IRON 1.25 

MILLER SERIES 9340 
Mold Size: 0.280 == .010 diameter; 0.900 == .010 length. 

leads: AWG =21 TCW; 1.437:':: .125 length. Power Rating: 1 Watt Mall:. at 90" C. 
PART L (fl, Q TEST Fo Rde. MA. CORE LIST 
NO. UH MIN. fREO. (Me) MIN. (Me) MAX. MAX. MTl. PRICE 

9340·00 1.2 ± 10% 60 7.9 170 .08 2800 PHENOLIC $1.30 
9340·02 1.5::1:: 10% 65 7.9 160 .10 2600 PHENOLIC 1.30 
9340·04 2.2;1;; 10% 65 7.9 125 .17 1980 PHENOLIC 1.30 
9340·06 2.7 =I:; 10% 65 7.9 liS .23 1600 PHENOLIC 1.30 
9340·08 3.3 ± 10% 65 7.9 100 .32 1275 PHENOLIC 1.25 

"""934o.W-3-:9·~-i"O%-6:S 7.9 95 .45 1145 PHENOLIC 1.2-S-
9340-12 4.7 = 10% 65 7.9 90 .60 950 PHENOLIC 1.25 
9340·14 5.6 = 10% 65 7.9 80 .80 860 PHENOLIC 1.25 
9340·16 6.8"" 10% 65 7.9 75 1.10 775 PHENOLIC 1.25 
9340·18 8.2 ± 10% 65 7.9 68 1.50 590 PHENOLIC 1.25 
9340·20 10.0"," 10% 65 7.9 60 2.00 510 PHENOLlC~ 
9340·22 12.0 "'" 10% 40 2.5 53 2.70 425 PHENOLIC 1.25 
9340·24 15.0 = 10% 40 2.5 50 3.30 410 PHENOLIC 1.25 
9340·26 18.0 "'" 10% 40 2.5 45 4.20 350 PHENOLIC 1.25 
9340·28 22.0 == 10% 50 2.5 25 .30 1330 IRON 1.40 
9340·30 27:0' ± 10% 50 2.5 22 .36 1240 IRON 1.40-
9340·32 33.0 "" 10% 60 2.5 20 .56 1060 IRON 1.40 
9340·34 39.0 .± 10% 6Q' 2.5 18 .65 760 IRON 1.40 
9340·36 47.0 ± 10% 65 2.5 16 1.10 750 IRON 1.40 
9340·38 56.0 ::t: 10$ 60 2.5 14 1 20 700 IRON 1.40 
9340-39 68.0 =I:; 10% 75 2.5 13 1.85 600 IRON 1.40 
9340·40 82.0.± 10% 80 2.5 13 2.20 550 IRON 1.40 
9340·42 100.0 = 10% 80 2.5 11 2.60 530 IRON 1.40 
9340-44 120.0 ± 10% 100 .790 10 4.00 425 IRON , 40 

MILLER SERIES 9350 
COil DIMENSIONS A 

DIAMETER =I:; .010 .250 .310 
56. 
lA 

lENGTlt ± .010 .560 
MAX~ WATT. AT 903 C. "A 

PART l (r~ Q 
No. UH MIN. 

9350·00 47 ± 10% 18 
9350·02 56 ±. 10% 18 
9350·04 68 ± 10% 45 
9350-06 82 % 10% 40 
9350·08 100 ::t: 10% 35 
9350-10 120 =I:; 10% 60 
9350-12 150:;1; 10% 60 
9350-14 180 ± 10% 60 
9350-16 220 % 10% 60 
9350-18 270 "" 10% 60 
9350·20 330 ± 10% 55 
9350·22 390 .t: 10% 55 
9350·24 470 :I:: 10% 50 
9350-26 560 =I:; 10% 45 
93.50-28 680 ± 10% 45 
9350-30 820 = 10% 40 
9350-32 1000 = 10% 35 
9350·34 1500:1:: 10% 55 
9350·36 20OQ:I: 10%' 55 
9350·38 2500 = 10% 55 
9350-40 5000 ± 10% 50 
9350·42 10000 = 10% 40 

TEST 
FREQ.(Mc) 

2.5 
2.' 
2.5 
2.S 
2.S 

.790 

.790 

.790 

.790 

.790 

.790 

.790 

.790 

.790 

.790 

.790 

.7.90 

.250 

.250 

.250 

.250 

.250 

c 
.375 
625 

Fo 
MIN. (Me) 

95 
9.0 6.a 
6.3 
5.a S.O 
'.6 
3.4' 
31 
30 
21 
25 
2.3 
2.1 
2.0 
1.8 
1.7 
2.0 
1.7 
I.S 
10 
oa 

D LEAD DIMENSIONS 
AWG 20 21.22 lCW 

1.437 "" .125 

Rde. MA. MOLD 
MAX. MAX SIZE 

59 215 A 
6.4 225 A 
33 330 A 
3.5 310 A 
38 300 A 
47 290 A 
53 280 A 
5.5 215 8 
59 205 B 
66 255 B 
7.8 24S B 
87 :135 B 
9.0 230 C 

10.0 215 C 
11.2 20.5 C 
13.0 195 C 
14.5 J85 C 
22.0 180 D 
26.0 165 0 
30.0 150 D 
65.0 105 D 
70.0 lOS 0 

CORE 
MH. 

PHENOLIC 
PHENOLIC 

IRON 
IRON 
IRON 
lfilON 
IRON. 
IfilON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 
IRON 

FERRITE 

LIST 
PRICE 

$1.70 
1.70 
1.80 
1.80 ,.0 
lao 
lao 
I a5 
1.U 
1.8.5 
la5 
185 
185 
1.85 
185 
1.85 
las 
190 
1.90 
1.90 
2.00 
2.50 

For a Complete Luting of MILLER PRODUCTS ask for 0 copy of our Late~t Genetal Cololog. 

J. W. MILLER COMPANY Los Angeles. Calif. 
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SECTION 1800 

Industrial Adjustable R. F Coils 
Ceramic Adjustable R.F. Coils 

'" 
The forms used in this series 
feature terminal rings ma· 
chi ned from the ceramic 
form material. Coils wound 
on these forms exhibit high 
Q and good stability. The 
adjusting core is held rig .. 

idly at any setting through the use of a newly 
designed tension device on the bushing. 

SlIb Miniature Ad;ustabl e R.F. Coils 
Dimensions (form) 7/32" dia. x 19/32" long 

Part No. 
4OAOOOCBI 
40Al07CIlI 
4OA157CBI 
40A227CBI 
40A337CBI 
4OA477.CBI 
4OA687CBI 
40A827CBI 
40AI06CBI 
4OA156CBI 
40A226CBI 
40A336CBI 
4OA476CBI 
40A686CBI 
40A826CBI 
4OA105CBI 
40AI55CBI 
4OA225CBI 
40A335CBI 
40A475CBI 
40A685CBI 
40A825CBI 
40Al04CBI 

L Max. L Min. List 
+ 5% + 10% Price 

Coil Form w/hdw.and Core $1.75 
.125 lih .091 uh 2.55 
.188 uh .124 uh 2.55 
.220 uh .184 uh 2.55 
.413 uh .265 uh 2.55 
.587 uh .327 uh 2.60 
.850 uh .482 uh ~ 2.60 

1.02 uh .630 uh 2.75 
1.25 uh .730 uh 2.75 
I .88 uh l.06 uh 2.75 
2.75 uh 1.50 uh 2.80 
4.13 uh 2.15 uh 2.80 
5.87 uh 3.00 uh 2.90 
8.50 uh 4.40 uh 2.90 

10.2 uh 5.25 uh 2.90 
12.5 uh 8.06 uh 3.00 
18.8 uh 11.9 uh 3.00 
27.5 uh 17.1 uh 3.10 
41.3 uh 26.6 uh 3.10 
58.7 uh 39.0 uh 3.25 
85.0 uh 58.0 uh 3.25 

102 uh 69.0 uh 3.50 
125 uh 84.0 uh 3.50 

4QAOOOCBI Bulk pack per 100 150.00 

Miniature Adjustable R.F. Coils 
Dimensions (form}V4" die. x 13/16" long 

Part No. 

41AOOOCBI 
41Al06CBI 
41A156CBI 
41A226CBI 
41A336CBI 
41A476CBI 
41A686CBI 
41A826CBI 
41Al05C.BI 
41.6.155CBI 
41 A225CBI 
41A335CBI 
41A475CBI 
41A685CBl 
41A825CBI 
4lAI04CBI 
41AI54CBI 
41A224CBI 
41 A334CBI 
41A474CB' 
41A684CBl 
41A824CB' 
41 Al 03CBI 

L Max. L Min. 
+ 5% + 10% 

Coil Form w/hdw. and Core 
1.25 uh .69 uh 
1.87 uh 1. 20 uh 
2.75 uh 1.42 uh 
4.10 uh 2.00 uh 
5.80 uh 2.80 uh 
8.50 uh 4.00 uh 
10.0 uh 4.50 uh 
12.5 uh 6.50 uh 
18.7 uh 10.8 uh 
27.5 uh 15.2 uh 
41.0 uh 26.0 uh 
58.0 uh 32.5 uh 
85.0 uh 48.5 uh 

100 uh 61.0 uh 
125 uh 65.0 uh 
187 uh 110 uh 
275 uh 160 uh 
410 uh 253 uh 
580 uh 390 uh 
850 uh 560 uh 

1.00 mh 670 uh 
1.25 mh 700 uh 

List 
Price 

$1.85 
2.75 
2.75 
2.75 
2.80 
2.80 
2.80 
2.85 
2.85 
2.85 
2.85 
2.90 
2.90 
3.00 
3.00 
3.10 
3.10 
3.25 
3.25 
3.40 
3.50 
3.60 
3.75 

42A474CBI 
42A634CBI 
42A824CBI 
42Al03CBI 
42A153CBI 
42A223CBI 
42A333CBI 
42A473CBI 
42A683CBI 
42A823CBl 
42AI02CBI 

580 uh 
850 uh 

1.00 mh 
1.25 mh 
1.87 mh 
2.20 mh 
4.10 mh 
5.80 mh 
8.50 mh 

10.0 mh 
12.5 mh , \ 

300 uh 
430 uh 
510 uh 
780 uh 

1.10 mh 
1.66 mh 
2.40 mh 
3.46 mh 
5.25 mh 
6.00 mh 
9.20 mh 

3.60 
3.60 
3.70 
3.70 
3.75 
3.75 
3.75 
3.80 
3.80 
3.95 
3.95 

42AOOOCBI Bulk pack per,IOO 170.00 

Illmbo Ad;lIstable R.I'. Coils 
Dimensions Iform) %" dia.'x 1 ... 7/16" long 

L Max. L Min. List 
Part No. ± 5% ± 10% Price 

43AOOOCBI Coil Form w/hdw. and Core $2.00 
43AI05CBI 12.5 uh 5.70 uh 2.95 
43A155CB. 18.7 uh 9.00 uh 2.95 
43A225CBI 27.5 uh 12.0 uh 2.95 
43A335CBI 41.0 uh 17.0 uh 3.00 
43A475CBI 58.0 uh 25.0 uh 3.00 
43A685CBI 85.0 uh 38.0 uh 3.40 
43A825CBI 100 uh 42.0 uh 3.40 
43Al04CBI 125 uh 65.0 uh 3.40 
43A 154CBI 187 uh 95.0 uh 3.60 
43A224CBI 275 uh 138 uh 3.60 
43A334CBI 410 uh 205 vh 3.60 
43A474CBI 5eO uh 240 uh 3.65 
43A684CBI 850 uh 370 uh 3.65 
43A824CBI 1.00 mh 450 uh 3.65 
43A 1 03CBI 1.25 mh 600 uh 3.65 
43A 153eBI 1.87 mh 900 uh 3.75 
43A223CBI 2.75 mh 1.30 mh 3.75 
43A333CBI 4.10 mh 1.95 mh 3.80 

Stalldard Ad;lIStable R.F. Coils 
Dimensions (form) 3/a " dia. x tVa" long 

L Max. L Min. 
Part No. ± 5"10 ± 10% 

21 AOOORBI Coil form Vi/hdw. and Core 
21Al06RBI 1.25 uh 0.68 uh 
21 AI 56RBI 1.87 uh 1.00 uh 
21 A226RBI 2.75 uh 1.35 uh 
21A336RBI 4.10 uh 2.12 uh 
21 A476RBI 5.80 uh 2.40 uh 
21 A686RBI 8.50 uh 3.60 uh 
21 A826RBI 10.0 uh 4.45 uh 
21AI05RBI 12.5 uh 6.05 uh 
21AI55RBI 18.7 uh 9.40 uh 
21 A225RBI 27.5 uh 12.9 uh 
21 A335RBI 41.0 uh 18.8 uh 
21A475RBI 58.0 uh 27.S uh 
21 A685RBI 85.0 uh 37.5 uh 
2IA825RBI 100 uh 45.0 uh 
21 Al 04RBI 125 uh 54.0 uh 
21AI54RBI 187 uh 92.0 uh 
21 A224RBI 275 uh 123 uh 
21A334RBI 410 uh 200 uh 
21 A474RBI 580 uh 300 uh 
21 A684RBI 850 uh 430 uh 
21A824RBI 1.00 mh 510 vh 
21AI03RBI 1.25 mh 780 uh 
21AI53RBI 1.87 mh 1.10 mh 
21 A223RBI 2.75 mh 1.66 mh 
21A333RBI 4.10 mh 2.40 mh 
21A473RBI 5.80 mh 3.46 mh 
21 A683RBI 8.50 mh 5.25 mh 
21 A823RBI 10.0 mh 6.00 mh 
21Al02RBI 12.5 mh 9.20 mh 

Jumbo Adjustable R.F. Coils 
43A473CBI 5.80 mh 2.90 mh 3.80 Dimensions (form I '12" dia. X 1 'fa" long 
43A683CBi 8.50 mh 4.30 mh 3.85 L Max. L Min. 
43A823CBI 10.0 mh 5.10 mh 3.85 Part No. ± 5% ± 10% 

:~!m~:: l~:~:~ ~:~g:~ ~.:g 22AOOORBI Coil form w/hdw. and Cor. 
43A222CBI 27.5 mh 13.0 mh 3'95 22Al05RBI 12.5 uh 5.70 uh 
43A332CBI 41.0 mh 20.0 mh 3'95 22A155RBI 18.7 uh 9.0 uh 
43A472CBI 58.0 mh 29.0 mh 4'00 22A225RBI 27.5 uh 12.0 uh 
43A682CBI 85.0 mh 42.0 mh 4'10 22A335RBI 41.0 uh 17.0 uh 
43A822CBI 100 mh 50.0 mh 4:20 2222AA467855RRBBII 5858.00 uhh 2348 '05 uhh 
43A 101 CBI 125 mh 66.0 mh 4.50 22A825RBI 100' uhu 41:0 ~h 
~4;.:3~A;.:0.:.00.:.C::B::I_...;B::u;:.lk::..l:p;.:a.::ck:...r.pe::r:...l:.;0::O=--__ -..:1:.:8::0::;.00:: 22A I 04RBI 125 uh 65.0 uh 

Resinite Adjustable R.F. Coils ~~!m~:: m ~~ 1;:·ehuh 

Resinite is a phenolic im- 22A334RBI 410 uh 205 uh 
pregnated tubing which can 22A474RBI 580 uh 290 uh 
be certified to MIL-P-79B 22A684RBI 850 uh 430 uh 
type PBG. This material 22A824RBI 1.00 mh 595 uh 
combines good mechanical 22AI03RBI 1.25 mh 760 uh 
and electrical characteristics 22A153RBI 1.87 mh 1.04 mh 
along with· the noncorro- 22A223RBI 2.75 mh 1 .56 mh 
sive properties of cellulose 22A333RBI 4.10 mh 2.30 mh 

acetate. ~~!:m:: ~:;g :~ ~:: :~ 
Mirlitltllre AdjllStable R.F. Coils 22A823RBI 10.0 mh 4.20 mh 

Dimensions (form' '/." dia. x 13/16" long ~~!m~:: 1D:::~ ~:~g:~ 
L Max. L Min. List 22A222RBI 27.5 mh 12.7 mh 

Part No. -I- 5% -I- 10% Price 22A332RBI 41.0 mh 17.8 mh 
20AOOORBI Coil Form w/hdw. and Core $ .95 22A472RBI 58.0 mh 27.5 mh 
20Al07RBI .125 uh .079 uh 1.30 22A682RBI 85.0 mh 42.0 mh 
20A 157RBI .. 187 uh .119 uh 1.30 22A822RBI 100.0 mh 51.0 mh 
20A227RBI .275 uh .170 uh 1.30 E Ad' bl 

41 AOOOCBI Bulk pack per 100 165.00 20A337RBI .410 uh .240 uh 1.35 conomy Justa e 
Starlliard Ad;ltSfable R.F. Coils ~g!:~m: :~~g ~~ :!1g ~~ I :~~ . R.F. Chokes 

List 
Price 
$1.00 

1.35 
1.35 
1.35 
1.35 
1.35 
1.40 
1.40 
1.40 
1.40 
1.40 
1.40 
1.45 
1.45 
1.45 
1.45 
1.50 
1.50 
1.55 
1.55 
1.60 
1.60 
1.65 
1.65 
1.70 
1.70 
1.85 
2.00 
2.15 
2.25 

List 
Price 

$1.25 
1.85 
1.85 
1.90 
1.90 
1.95 
1.95 
2.00 
2.00 
2.05 
2.05 
2.10 
2.10 
2.15 
2.15 
2.20 
2.20 
2.20 
2.25 
2.25 
2.25 
2.30 
2.30 
2.45 
2.45 
2.50 
2.55 
2.60 
2.75 

Dimensions (form' 3/." dia. xl" long 20A827RBI 1.00 uh .580 uh 1.35 
20Al06RBI 1 25 uh 679 uh I 35 it Through the use of a recently 

L Max. L Min. List 20A156RBI 1 :87 uh :900 uh 1 :35 .'.' , developed Nylon molding pra. 
Part No. + 5"10 -I- 10"10 Price 20A226RBI 2.75 uh 1.60 uh 1.35 cess we are able to offer an 

42AOOOCBI Coil Form w/hdw. and Core $1.90 20A336RBI 4.10 uh 2.00 uh 1.35 inexpensive line of adiustable 
42Al06CBI 1.25 uh .68 uh 2.75 20A476RBI 5.80 uh 2.80 uh 1.40 chokes. They can be adiusted 
42A I 56CBI 1.87 uh 1.00 uh 2.75 20A686RBI 8.50 uh 3.80 uh 1.40 from either the top ar bottom. 
42A226CBI 2.75 uh 1.35 uh 2.75 20A826RBI 10.0 uh 4.70 uh 1.40 This lends a degree of flexibility to your de· 
42A336CBI 4.10 uh 2.12 uh 2.80 20A 1 05RBI 12.5 uh 6.40 uh 1.40 sign. Mounting is achieved by means of a 
42A476CBI 5.80 uh 2.40 uh 2.80 20A155RBI 18.7 uh 9.20 uh 1.40 metal clip in a ,'" hole. 
42A686CBI 8.50 uh 3.60 uh 2.85 20A225RBI 27.5 uh 12.0 uh 1.40 Dimension~: o/a" x 1%" long. 
42A826CBl 10.0 uh 4.45 uh 2.85 20A335RBI 41.0 uh 19.0 uh 1.40 list 
42A I 05CBI 12.5 uh 6.05 uh 3.00 20A475RBI 58.0 uh 27.0 uh 1.40 Cat. Na. Microhenries Price 

:~!m~:: ~~:~ ~~ 1;::Ouhh ~:g~ ~g!:m::. Ig~'ehuh ~~:g ~~ Ug 4200 For'i-on~~5 $I'~ 
:~!m~:: ~~:g ~~ ~~:~ ~~ ~:~g ~g!l~m: m ~~ ~tg ~~ 1:: :~g! ~: 1~·5 l:~~ 
:~!m~:! l*·~t ;H:~ H~ ~g!~~m: ~rg:~ m:~ U~ m~ 5~gO)4~0 11':~8! 
42A154CBI- 187 uh 92.0 uh 3.55 20A684RBI 850 uh 450 uh 1.45 :~g~ 120-330 1 :85 
42A224CBI 275 uh 123 uh 3.55 20A824RBI 1.00 mh 620 uh 1.45 I 4209 310-860 1.90 
42A334CBI 410 uh 200 uh 3.60 20Al03RBI 1.25 mh 830 uh 1.45 I #4200 complete with hardware and core 

For a Complete listing of MILLER PRODUCTS ask for a copy of our latest General Catalog. 

J. W. MILLER COMPANY Los Angeles:, Calif. 

Page 616 • The MASTER - 26th Edition Trade Discount Applies To List Prices Only © U.C.P., Inc. 



SECTION 1800 

-I 
Industrial R. F. Chokes and Filters 

Ellcapmlated R.F. Chokes I" Encapsulated 
The following series of Ad' t bl 

-=f]111~= R.F. chokes range in, I IUS a e 
: value from 0.1 uh to SO I R F C 'l 

mho Basically identical to" I • • 01 S 
our standard series of axial lead R.F. chokes bear-. This series of encapsulated coils 
ing the equivalent numt?er, these coils are encap- offer the maximum possible 
iuloted in epoxy resin and conform to Mll-C- performance from an adiust-
15J05A. able type of inductor. The coil is wound on an 

Indudance Resistonce Current List epoxy form which is placed inside an epoxy cup 
Part No. 

4580-E 
4582-E 
4584-E 
4586-E 
4588-E 
4590-E 
4592-E 
4594-E 

4602-E 
4604-E 
4606-E 
4608-E 
4609-E 
4610-E 
461l-E 
4612-E 

-\-:: SOlo ± 100/ 0 MA Price and this area filled with epoxy resin. In this 
$1.90 manner a complete seal against moisture is 

0.1 uh. .01 300 achieved and good mechanical stability is assured. 
0.15 uh. .012 300 l.;g L Max. L Min. List 

H~ ~~: :gi; iE 1 :;g 5::~0~:~1 ~2~O:h :.~~~h ;~~;~ 
0.68 uh. .03 300 1.90 50A156EBI 1.87 uh 0.98 uh 5.25 
0.75 uh. .033 300 1.90 50A226EBI 2.75 uh 1.26 uh 5.25 
0.82 uh. .035 300 1.90 50A336EBI 4.10 uh 1.82 uh 5.30 

1.0 uh. .05 300 1.90 ~g!:m:: t~~ ~~ ~:~~ ~~ ng 
1.5 uh. .08 300 1.90 50A826EBI 10.2 uh 4.40 uh 5.30 
2.4 uh. .16 300 1.90 50Al05EBI 12.5 uh 5.40 uh 5.40 
3:9 uh. .5 33go0 1.90 50A155EBI 18.8 uh 7.80 uh 5.40 
5.5 uh. .69 300 1.95 50A225EBI 27.5 uh 11.7 uh 5.50 
6.2 uh. .75 1.95 50A335EBI 41.3 uh 18.8 uh 5.50 
8.2 uh. 1.12 300 1.95 50A475EBI 58.7 uh 26.5 uh 5.55 

10.0 un. 1.5 200 1.95 50A685EBI 85.0 uh 36.0 uh 5.55 

4622-E 10.0 uh. .06 300 2.00 ~g!~~~~:: :~~ ~~ :tg ~~ t:g 
4624-E 15.0 uh. .12 300 2.00 50A154EBI 187 uh 92.0 uh 5.65 
4626-E 24.0 uh. .28 300 2.05 50A224EBI 275 uh 130 uh 5.65 
4628-E 39.0 uh. .65 300 2.05 50A334EBI 410 uh 200 uh 5.70 
4629-E 55.0 uh. .92~: 2.05 50A474EBI 580 uh 280 uh 5.70 
4630-E 62.0 uh. 1.0 2.05 50A684EBI 850 uh 400 uh 5.75 
4631-E 82.0 uh. 1.6 300 2.05 50A824EBI 1.00 mh 540 uh 5.75 
_46_3_2_-_E __ l_0_0_.0 __ u_h_. __ 2_.-:-0 __ -::-2-::-00:-_-:2-:-.0:-:5 50Al03EBI 1.25 mh 770 uh 5.80 

4642-E 
4644-E 
4646-E 
4648-E 
4649-E 
4650-E 
4651-E 
4652-E 

125 225 50A153EBI 1.87 mh 950 uh 5.80 
0.10 mho 4.1 125 2'2 50A223EBI 2.75 mh 1.58 uh 5.85 
g:~! :::~: ~:~ 125 2' 2~ 50A333EBI 4.13 mh 2.40 mh 5.85 

0.39 mho 8.7 m ~:~~ ~g!:m:: :::g :::~ ~:~~ :::~ ~:~~ 
g:~~ :::~: :?:g 125 2:35 50A823EBI 10.00 mh 6.20 mh 5.95 

4662-E 
4664-E 
4666-E 
4668-E 
4669-E 
4670-E 
4671-E 
4672-E 

6302-E 
6304-E 
6306-E 
6308-E 
6310-E 

0.75 mho 13.0 125 2.35 
1.0 mho 15.0 125 2.35 

1.0 
1.5 
2.4 
3.9 
5.5 
6.2 
8.2 

10.0 

2.5 
5.0 

10.0 
25.0 
50.0 

mho 
mho 
mho 
mho 
mho 
mho 
mho 
mho 

mho 
mho 
mho 
mho 
mho 

7.0 
9.0 

12.0 
17.0 
22.0 
33.0 
45.0' 
47.0 

8.3 
13.5 
28.0 
70.0 

110.0 

125 
125 
125 
125 
125 
100 
100 

50 

200 
200 
125 
75 
75 

2.40 
2.45 
2.60 
2.70 
2.85 ' 
2.85 
2.95 
3.45 

2.75 
2.90 
3.10 
3.40 
3.75 

Shzg(e Pi R.F. Coils 
These fixed, inductors are wound on 

• a mineral filled phenolic form which 
"'has axial leads. The coils are impreg­

nated with on R.F. varnish to assure 
against moisture absorption. 

Part No. 

72Fl05AP 
72FI25AP 
72F155AP 
72F185AP 
72F225AP 
72F275AP 
72F335AP 
72F395AP 
72F475AP 
72F565AP 
72F685AP 
72F825AP 
72Fl04AP 
72F124AP 
72F154AP 
72F184AP 
72F224AP 
72F274AP 
72F334AP 
72F394AP 
72F474AP 
72F564'AP 
72F684AP 
72F824AP 
72Fl03AP 

L±5% 

10 uh 
12 uh 
15 uh 
18 uh 
22 uh 
27 uh 
33 uh 
39 uh 
47 uh 
56 uh 
68 uh 
82 uh 

100 uh 
120 uh 
150 uh 
180 uh 
220 uh 
270 uh 
330 uh 
390 uh 
470 uh 
560 uh 
680 uh 
820 uh 

1000 uh 

Q@F 

29 
27 
26 
25 
23 
22 
21 
19 
18 

16.5 
15.5 

15 
25 
24 
23 
22 
22 
21 

20.5 
20 
19 

18.4 
18 
17 
35 

Fo. Me 

16.3 
14.85 
14.2 
12.3 
12 
11.2 
10.1 

9.35 
9.0 
8.1 
7.6 
7.26 
6.65 
6.3 
5.75 
5.45 
5.04 
4.47 
7.2 
3.9 
3.6 
3.35 
3.03 
2.85 
2.45 

List 
Price 

$1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
I.QO 
1.00 
1.00 
1.15 
1.15 
1.15 
1.15-
1.25 
1.25 
1.35 
1.35 
1.40 
1.40 
1.40 
1.40 
1.40 

Sub-Miniature R.F. Chokes 

\11 
An extremely versatile 
series of iron core R.F. 
chokes designed to meet 
the industries' demand 
for high reliability, 
ultra·miniature compon~ 

ents. The coils are ideally suited to network and 
filter design,. delay lines, and computer applica~ 
tions. Rated at 50 milliamperes. 
Part No L ± 5% Q @ F List Price 
70Fl06AI 1 uh 52 @ 7.9 Me. $ .85 

.85 

.85 

.85 

.85 

.85 

.85 

.85 

.85 

.85 

.85 

.85 

70F126AI 1.2 uh 55 @ 7.9 Me. 
70F156AI 1.5 uh 61 @ 7.9 Me. 
70F186AI 1.8 uh 49 @ 7.9 Me. 
70F226AI 2.2 uh 60 @ 7.9 Me. 
70F276AI 2.7 uh 49 @ 7.9 Me. 
70F336AI 3.3 uh 60 @ 7.9 Me. 
70F396AI 3.9 uh 56 @ 7.9 Me. 
70F476AI 4.7 uh 58 @ 7.9 Me. 
70F566AI 5.6 uh 56 @ 7.9 Me, 
70F686AI 6.8 uh 51 @ 7.9 Me. 
70F826AI 8.2 uh 51 @ 7.9 Me. 
70Fl05AI 10 uh 61 @ 2.5 Me. 
70F125AI 12 uh 65 @ 2.5 Me. 
'70F155AI 15 uh 65 @ 2.5 Me. 
70F185AI 18 uh 66 @ 2.5 Me. 
70F225AI 22 uh 64 @ 2.5 Me. 
70F275AI 27 uh 62 @ 2.5 Me. 
70F335AI 33 uh 63 @ 2.5 Me. 
70F395AI 39 uh 61 @ 2.5 Me. 
70F475AI 47 uh 60 @ 2.5 Me. 
70F565AI 56 uh 57 @ 2.5 Me. 
70F685AI 68 uh 55 @ 2.5 Me. 
70F825AI 82 uh 55 @ 2.5 Me. 
70Fl04AI 100 uh 50 @ 790 ke. 
70F154AI 150 uh 55 @ 790 ke. 
70F224AI 220 uh 57 @ 790 ke. 
70F334AI 330 uh. 59 @ 790 kc. 
70F474A I 470 uh 59 @ J90 ke. 
70F684AI 680 uh 55 @ 790 ke. 
70F824AI 820 uh 53 @ 790 ke. 
70Fl03AI 1 .00 mh 50 @ 790 ke. 
70F153AI 1.50 mh 50 @ 250 ke. 
70F223AI 2.20 mh 50 @ 250 ke. 
70F333AI 3.30 mh 70 @ 250 ke. 
70F473AI 4.70 mh 68 @ 250 ke. 
70F6C3AI 6.80 mh 64 @ 250 ke. 
70F823AI 8.20 mh 60 @ 250 ke. 
70Fl02AI 10.0 mh 60 @ 250 ke. 

1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.15 
1.15 
1.15 
1.15 
1.15 
1.25 
1.25 
1.25 
1.25 
1.50 
1.50 

Printed Circuit 
Air Core R.F. Chokes 

The following R.F. Chokes have 
been designed to offer a· wide 
range of inductance values for 
use in printed circuit applica­
tions. Our standard stock of these 
coils is impregnated with a high 
grade coil varnish to prevent 
moisture absorption. On special 

orders we can supply these items treated with 
fungus resistant material, or encapsulated in epoxy 
resin to meet MIL-C~15305~A. 

Inductance DC 
Part ± 5% @ Resistance 
No. 1000 CPS + 10% 
970 1.0 mho 17.2 ohms 
971 1.2 mho 19.8 ohms 
972 1.5 mho 21.8 ohms 
973 1.8 mho 24.7 ohms 
974 2.2 mho 27.4 ohms 
975 2.7 mho 31.2 ohms 
976 3.3 mho 34.8 ohms 
977 3.9 mho 38.9 ohms 
978 4.7 mho 43.2 ohms 
979 5.6 mho 48.0 ohms 
980 6.8 mho 53.6 ohms 
981 8.2 mho 60.8 ohms 
982 10.0 mho 68.0 ohms 
983 12.0 mho 77.0 ohms 
984 15.0 mho 87.7 ohms 
985 18.0 mho 97.9 ohms 
986 22.0 mho 108.0 ohms 
987 27.0 mho 121.0 ohms 
988 33.0 mho 209 ohms 
989 39.0 mho 231 ohms 
990 47.0 mho 263 ohms 
991 56.0 mho 292 ohms 
992 68.0 mho 326 ohms 
993 82.0 mho 368 ohms 
994 100.0 mho 394 ohms 

Current 
125 mo. 
125 mo. 
125 mo. 
125 mo. 
125 mo. 
125 mo. 
125 mo. 
125 mo. 
125 mo. 
125 mao 
125 mo. 
100 mo. 
100 mo. 
100 mao 
100 mo. 
100 mo. 
75 mo. 
75 mo. 
75 mo. 
75 mo. 
50 mo. 
50 mo. 
50 mo. 
50 mo. 
50 mo. 

List 
Price 

$ .85 
.85 
.85 
.90 
.90 
.90 
.95 
.95 
.95 
.95 

1.00 
1.00 
1.10 
1.15 
1.20 
1.25 
1.40 
1.45 
1.55 
1.60 
1.65 
1.70 
1.80 
1.90 
2.00 

Frequency Selective R.F. 
Chokes 
Designed for maximum effi-

;::;; ciency and highest impedance 
at specific operating frequen­-c::;r- cies this group of R.F. chokes 
eliminates the designers task 

of attempting to choose the best coil lor a par­
ticular application from miscellaneous and often 
insufficient design data. Designed to cover the 
major Amateur. Industrial, and Citizens bands 
the coils will also operate efficiently at frequen~ 
cies approximating the recommended frequencies. 
Part No. L Freq. Me. List Price 
RFC-3.5 266 uh 1.8-5 $1.50 
RFC-7 208 uh 3-13 1.25 
RFC-14 84 uh 7-20 1.15 
RFC-21 38.5 uh 15-30 1.00 
RFC-28 24 uh 25-40 1 .00 
RFC-50 8.2 uh 30-90 1.00 
RFC-144 1.72 uh 75-180 .85 
RFC-220 .82 uh 160-340 .85 
RFC-420 .22 uh 325-500 .85 

Ceramic Form R.F. Chokes 

II! 
A series of high quality 
fixed coils wound on a 
silicone impregnated 
steatite form. The ·coils 
are the standoff type 
and are mounted by a 
single 6-32 screw. They 
find primary application 

in low power transmitters and associated equip· 
ment where relatively high current copacity and 
low distributed capacitance are important. 
ParI Rated 
Number Curren. 
4552 0.25 mho 150 mo. 
4553 0.50 mho 150 mo. 
4554 1.0 mho 150 mo. 
4555 2.5 mho 150 mo. 
4556 5.0 mho 150 mo. 
4557 0.25 mho 300 mo. 
4558 0.50 mho 300 mo. 
4559 1.0 mho 300 mo. 
4560 2.5 mho 300 mo. 
4561 5.0 mho 300 mo. 

List 
Price 

$1.15 
1.15 
1.25 
1.40 
1.45 
1.25 

.1.25 
1.50 
1.65 
1.75 

For a Complete Listing of MILLER PRODUCTS ask for a copy of our Latest General Catalog. 

J. W. MILLER COMPANY Los Angeles. Calif. 
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SECTION 1800 

Radio Frequency Chokes 

R.F. Chokes with Axial Leads 
These chokes cover an inductance range from 
.1 micro henry to 10 millihenries in 5 decades 
with 8 coils per decade. Inductance values in~ 
crease in steps of approximately so%. Either 
sin9'e layer or 3-pi universal windings Ofe u.sed 
to Insure low distributed ·capacity. Chokes are 
wound on low·loss molc;le~ phenolic or pow­
dered iron core forms and are impregnated 
with·o moisture- and fu·ngus.resistant varnish. 
The type of powdered iron used allows the 
chokes to operate at all frequencies up into the. 
ultra-high frequency region. 
Dimensions: Phenolic form 1«" diameter x 3/4"· 
long. Iron core form !t'Z<J" diameter x ~8N lang. 
Leads are 11/2" long. Inductance tolerance: 
plus or minus 5%. '.. 

Cat. No. 
4580 
4582 
4584 
4586 
4588 
4590 
4592 
4594 
4602 
4604 
4606 
4608 
4609 
4610 
4611 
4612 

Phellolic Form . 
Single Layer WindingS.: 

uh. Ohms r:na 
0.1.01 300 
0.15 .012 300 
0.22 .017 300 
0.33 .019300 
0.47 .022 3CiO 
0.68 .03 300 
0.75 .033 300 
0.82 .035 .300 
1. . .• 05300 
1.5 .OB 300 
2.4 .16 300 
3.9 .5 300 
5.5 .69 300 
6.2 .75 300 
8.2 1.12 300 

10 1.5 200 

lron Core Form 

$ ;.65 
··'.65 

.65 

.65 

.65 
.• 65 
·.65 
.. 65 

.65 

.65 
.. 65 
.65 
.70 
.70 
.70 
.70 

Single Layer Windings 
Cat. No. uh. Ohms ma list Price 
4622 10 .06 300 $ .75 
4624 15 .12 300 .75 
4626 24 .28 300 .80 
4628 39 .65 300 .80 
4629 55 .92 300 .85 
4630 62 1.0 300 .85 
4631 B2 1.6 300 .85 
4632100 2.0 200 .85 

Cat. No. 
4642 
4644 
4646 
4648 
4649 
4650 
4651 
4652 

Cat. No. 
4662 
4664 
4666 
4668 
4669 
4670 
4671 
4672 

Phenolic Form 
3-Se~tion Windings 

mho Ohms mo. 
0.1 4.1 125 
0.15 5 125 
0.24 6.6 125 
0.39 8.7 125 
0.55 10 125 
0.62 11 125 
0.75 13 125 
1.0 15 125 

Iron Core Form 
3·Section Windings 

List Price 
$ .85 

.85 
• 85 
.95 
.95 

·.95 
.95 
.95 

mho Ohms ma list Price 
I 7 125 $ 1.00 
1.5 9 125 1.05 
2.4 12 125 1.15 
3.9 17 125 1.25 
5.5 22 125 1.40 
6.2 33 100 1.40 
8.2 45 100 1.70 

10 47 50 1.95 

, 
',... , ~- Adjustable Ceramic 

. ,. Forms and R.F. Coils 
. .... . P.erm~,!bil.i.ty .. tuned coils wound 

. on sdlce·ne I·mpregnated .ce-· 
. ramie :forms·. i:tardware neces­

. sory for assenibly is supplied. 

Standard 4djustable Ceramic form 
. and.R.F. Coils. 

Dimensio ..... · f~~rm):. %" diameter x ·lIla II long. 
Cat. No. ... Microhenries List Price 

·4400 Form only $1.80 
4403 0.9- 1.6 2.45 
4404 . 1.5· 3.2 2.50 
4405 3.1- 6.8 2.55 
4406 6.7- 15 2.65 
4407 14.8· 31 2.75 
4408. 30 - 69 2.80 
4409 . 68 - 130 2.90 
4410 126 - 250 2.95 
4411 245 - 475 3.00 
4412 450 • 800 3.05 
4413 750 .1400 3.10 
4414 1300 -2100 3.10 
#4400 comes complete wit~ hardware and 

core* 
#4400 Bulk packed per 100 List Price $155.00 

Miniature Adjustable R.F. Coils 
Dimensions (form): 114" diameter x ?'a" long. 
tat No. Microhenries List Price 
4500 Farm only $1.65 
4501 .4- .8 2.25 
4502 1.0· 1.6 2.25 
4503 1.6· 2.8 2.35 
4504 2.8- 5 2.40 
4505 5 • 9 2.50 
4506 9 • 16 2.60 
4507 16 • 24 2.70 
4508 24 • 35 2.75 
4509 35 • 60 2.80 
4511 60 .120 2.85 
4512 110 .200 2.90 
4513 190 -330 2.95 
4514 320 -500 3.00 
4514-1 480 -800 3.10 
# 4500 comes complete with hardware and 

core* 
#4500 Bulk packed per 100 List Price $125.00 

Sub-Miniature Adjustable R.E Coils 
Dimension,S (form): 13,;" diameter x %" long. 
Cat No. Microhenria. List Price 

4300 
4301 
4302 
4303 
4304 
4305 
4306 
4307 
4308 
4309 
4310· 
4311 
4312 
4313 
4314 
4315 

Farm only 
0.17. 0.27 
0.27· 0.41 
0.40· 0.65 
0.64· 0.95 
0.94. 1.55 
1.5 - 2.57 
2.5· 4.40 
4.3. 7.15 
7.1 • 12.5 

12.4 • 20.3 
20.1 • 32.8 
32.5 • 51.5 
51. .102. 

101. -180. 
178. ·300. 

$1.65 
2.25 
2.25 
2.35 
2.40 
2.50 
2.60 
2.70 
2.75 
2.80 
2.85 
2.90 
2.95 
3.00 
3.00 
3.00 

Multiple Pi Chokes 
These Multiple Pi duo· lateral 
chokes hove a low distributed 
copacity of 1.2-1.3 mmf. The cur­
(ent carrying capacity is com­

paratively high for this type of choke. 
Inductance tol. ± 5%. 

Cat. No. Mh. Ohms MA List Price 
4531-0 .25 8 200 $1.15 
4531 .5 12 200 1.15 
4531-1 I 17 200 1.15 
4532 1.5 21 200 1.20 
4537 2.5 28 200 1.25 
4538 5 42 125 1.45 
4539 7.5 82 125 1.65 
4540 10 95 125 1.80 
4541 25 160 125 2.15 
#4537 Bulk packed per 100 :... list Price $95.00 
R.F. Chokes wound to closer tolerances if re­
quired in lots of 100 pieces or more at slightly 
higher prices. 

Unshielded Chokes 
These single section R.f. Chokes 
ore ideally suited for gener'll 
purpose applications in receiver 

and filter Clrcu.it. Solder lug terminals and single 
hole mounting. Inductance tal. ± SOIa. 

Air Core Type 
Dimensions: 1 Va" diameter x 5/s" 

Cat. No. 
&10 
no 
630 
640 
&50 
&60 
670 
670-T 
680 
690 
691 
691.T 
~92 
693 
693-T 
694 

MH Ohms MA 
.25 8 125 
.75 17 125 

1.50 21 125 
2.50 28 125 
5.0 41 125 
7.5 53 125 

10 67 125 
10 67 125 
12.5 74 125 
15.0 83 125 
20 100 125 
20 100 125 
30.0 120 100 
60 200 100 
60 200 100 
80.0 230 100 . 

Iron Core Type 

List Price 
$ .90 

.90 
1.00 
1.15 
1.15 
1.20 
1.25 
1.35 
1.30 
1.35 
1.45 
1.50 
1.50 
1.70 
2.00 
1.85 

These chokes ore similar in construction to the 
No.' 600 series except that they are wound on 
powdered iron cores. Inductance tol. ± 5% , 

Cat. No . 
951 
952 
953 
954 
955 
956 
957 
958 
959 
960 
961 

MH Ohms MA List Price 

.5 
1.0 
2.5 
5.0 
7.5 

10.0 
25.0 
50.0 
75.0 

100.0 
150.0 

6.8 
10.9 
19.5 
23.0 
37.0 
45.0 
78.0 

130.0 
200.0 
210.0 
268.0 

125 
125 
125 
125 
125 
125 
100 
100 
100 
100 
100 

$1.20 
1.30 
1.40 
1.60 
1.70 
1.80 
2.00 
2.25 
2.50 
2'.80 
3.00 

Shielded Chokes 
Single section wound R.F. Chokes 
assembled in round aluminum 
shield with two spade bolt. for 
mounting. Solder lug terminals. 

Iron Core Type Ferrite Core R.F. Chokes #4300 ~~;:~s complete with hardware and 

-----...... A new series of R.F. Chokes tak. ;;::4300 Bulk packed per 100 List price $125.00 Dimensions: 1'1." dia. x I"· high. 
~ ing advantage of the high per· Quantity orders can be wound to your speciAc Cat. No. MH Ohms MA List Price 

meability of ferrite cores. These requirements with extended inductances and Q 851 .5 8.6 125 
chokes combine high inductance and low D.C. values ather than those shawn. Your- Inquiries. 852 1.0 11.5 125 
resistance with a small physical size. invited. 853 2.5 22.0 125 
Dimensions of core: 1.4" diameter x ~8" long. 854 5,0 31.0 125 
11/2" long axial leads. 'When ordering forms alone, the type of core 855 7.5 42.0 125 
·Cat. No. mho Ohms ma list Price should be specified by the addition of a suffix 885567 1205 .• 00 14007 .. 00 11 2255 

taken from the following. 
6302 2.5 8.3 200 $1.25 Suffix Frequency Range of Core Material Dimensions: 1'/." dia. x I" high. 

:~g: 1~ ~:.5 ~~~ U~ Y 50.1000 kc. :~: ;~:g ~~:g ~gg 
~~ ~ l~g ~~ t;g ~ 3~: 3~ :~: ::~ l~g:g ~~g:g l: 
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$1.75 
1.85 
1.90 
2.00 
2.10 
2.25 
2.50 

2.60 
2.85 
3.10 
3.50 
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SECTION 1800 

1-felevision Components 
24 MC Unsbielded· . Q AdjltStahle Ion Trap 

P · I F. rr. f ! Due to its ad ius table feature, Ictllre .. J.rans ormers I which allows the magnelic field 
For use as replacement to be veri,ed betw7 en. 32·55 

~ units in television reo ~Qusses, this trap Will, In mos' 
~ I . h shield Instances, replace the older 

cedlver~1 were un d f : style ion traps having a specific 
e COl s are co . e . 01 magnetic field. 
~nd standard clrcu!try Cat. No. Description List Price, 
IS employed. Mounting 1'-;;;;<-'---7'";"'.""7'7';":':;'i"'"'-"-;---"::':'~-;'-';;::: 

clip 10 iii i,," hole in chassis. 6295 Adluslable Ion Trap $1.50 

Shielded I.F. Irons. are 3/.1" sq. • 2" high. "40 lUC" TV Pictllre 
Maximum Dimensions: 21/2" long. List 

Cal. No. Descriplion Trap Price I.F. Transformers 
6245 25.5 MC Firsl I.F. 27.25 MC $2.85 Convert.r transformer and 1 st pix 
6246 22 MC Second I.F. 21.2 MC 2.85 I.F. grid transformer have 75 ohm 
6247 21.25 MC Calhode Trap 2.85 link winding. 
6248 24.5 MC Video Del. I.F. 1.75 Dimensions 
6249 21.25 MC BifilarWound 1.F. 1.75 6215·16·17·18 '/." Sq. x 2'/4' high 
6250 25.29 MC Bifilar Wound 1.F. 1.75 6240 IV." Sq. x 23/.' high 
6251 21.25 MC Bililar I.F. Shielded 2.50 Description Trap Lisl Pro 
6252 25·29 MC Bifilar I.F. Shielded 2.50 Converler I.F. Trans. $2.75 
6253 21·25 MC Bifilar I.F. 20·23 MC 3.25 lst Pi. I.F. Grid Trans. 39.25 MC 3.30 
6254 25·29 MC Bifilar I.F. 24·29 MC 3.25 lsi Pix I.F. Plale Trans. 41.25 MC 3.30 

f Picture I.F. Imillc/ol'S 
• . Chzshielded 

. Dimensions: 1/2" max. a.d. )C 111·/' long, 

2nd Pix I.F. Grid Trans. 47.25 MC 3.10 
Video Detector with Diode 43.7 MC 7.50 

Unshielded 

Dimensions: 1/2" 0.0. x 21/4" long. 
Description Freg. Lisl Pro : 6219 3rd·4th & 51h I.F. 41.75·45.75 MC $1.50 

6220 41·45 MC Converter l.F. 1.50 
Cal. No. 

61B8 3rd Pix I.F. Trans. 25.2 MC $1.50 6221 43.5 MC Firsl I.F. 41.25 MC 2.95 
6189 Video Delector l.F. Trans. 23.4 MC 1.50 6222 45.5 MC Second l.F. 47.25 MC 2.95 
6193 Calhode Sound Trap 21.25 MC 2.25 6223 40.0 MC Third l.F. 39.25 MC 2.95 
6171 Tunable Choke 21·25 MC 1.45 6224 44 MC Fourlh I.F. 1.55 
6171A Tunable Choke 25·29 MC 1.45 6225 41.45 MC I.F., Single Winding 1.70 

21.25 MC T elevisioll 
I.F. Tramformers 

Dimensions: 
6185.6186·6187 '/ •• Sq. x 2'/." high 
6170.6190 and 6191 'l's" sq. x 21,4" hi 
6184 and 6192 l1Ja"xl1fs"x2 1h" high. 
6261 and 6262 3,ia" sq .• 2" high clip 
mtg. 

_____ . Item Freq. Lisl Pro 

6226 Hi Q Trap 40·46 MC 1.55 

~_ Video Peaking Coils, 
--r--- Filament Choke 
No. 6175 Filament Choke-a92" dia. x 9'8" long; 
Video Peaking Coils-/a:" die. x 1/2" long. 
Cat. No. Use -uhy Resistor List Price 
6175 Filament 0.8 None $.85 
6152 Peaking 20 None .85 
6176 Peo;.king 36 None .85 

6185 21.8 MC Cony. i.F. Trans. 21.25 MC 
6186 25.3 MC lsi Pi. I.F. Trans. 27.25 MC 
6187 22.3 MC 2nd Pix I.F. Trans. 19.75 MC 

6110 Peaking 60 None .85 
$3.10 6172 Peaking 73 None .85 

3.10 I 6171 Peaking 93 None .85 
, 2.50 6112 Peaking 100 None .85 

6190 
6191 
6192 
6184 
6170 
6261 
6262 

lsi Sound I.F. Trans. 
2nd Sound I.F. Trans. 
Sound Disc. Trans. 
Sound Ratio Det. Trans. 
Sound Disc. Trans. 
Sound Disc. Trans. 
Sound Ratio Det. Trans. 

21.25 MC $2.75 
21.25 MC 2.75 
21.25 MC 3.30 
21.25 MC 3.85 
21.25 MC 3.80 
21.25 MC 3.75 
21.25 MC 3.75 

4.5 MC lntercarrier 
Sound Com/,onent$ 

Dimensions 1466·67·68: 11/s"xl'/s" 
x21!s" high. 
#1469,1470 and 1480 Unshielded. 

Mounting hole r::," 
1470·A and 1481 3,ia" x 3,ia" x 2" hi 
#1498 13/a" x 13/a" x 21!2"high 

1483·84·95·86·87 '/." Sq. x 2'14" high 
Cat. No. lIem Freq. Usl Pr. 

1466 Inpul or Inler. I.F. Trans. 4.5 MC $3.00 
1467 Sound Discrim. Trans. 4.5 MC 3.50 
1468 Sound Ratio Del. Trans. 4.5 MC 3.75 
1469 Sound Pick Off Coil 4.5 MC 1.50 
1470 Sound Trap Unshielded 4.5 MC 1.50 

6178 Peaking 120 22K .85 
6153 Peaking 120 None .85 
6120 Peaking· ISS None .85 
6179 Peaking 180 39K .85 
6180 Peaking 180 None .85 
6154 Peaking 200 None .85 
6173 Peaking 250 22K .85 
6181 Peaking 250 None .85 
6130 Peaking 275 None .85 
6155 Peaking 300 None .85 
6132 Peaking 330 None .85 
6134 Peaking 375 None .85 
6136 Peaking 420 None .85 
6138 Peaking 470 None .85 
6174 Peaking 500 None .85 
6144 Peaking 550 None .85 
6146 Peaking 600 None .85 
6148 Peaking 700 None .85 
6156 Peaking 800 None .85 
6157 Peaking 950 None .85 

Antenna Matching Coils 
(Ballin) 

~""~~~ 

H orizolltal Oscillator 
& Sync. Control Coils 

Di,mensiion,.s: 1 17ff "xl T7r."~21h" hi~~; 
2 Unshielded, Mounting hole It; 

1 and 6324 Unshielded. Mounl· 
inghole 17(',11-6183 may be reversed 
in shield for top or bottom mount­

ing. 6183-A coils reverse? on form to tune 

List Price 
Horiz. Osc. through chaSSIS. 
Cot. No. Item 
6194 Osc. & A.F.C. Discrim. Trans. 
6182 Osc. and Sync. Control Coil 
6183 05C •. and Sync. Stabilizer Coil 
6210 Sync. Stabilizer Coil 16·42 mh 
6211 Sync. Siabilizer tapped 16·42 mh 
6212 Horiz. Os •• tapped 12·35 mh 
6324 Horiz. Osc. tapped 60·130 mh 
6183-A Horiz. Osc. coil position reversed 

$3.10 
2.50 
3.25 
2.50 
2.50 
2.50 
2.50 
3.25 

~ 
Linearity & 

U':;· idth Controls 
Dimensions: 3M" x 21/2" Max. 
The coils will mount in either a 0/16" or "7\{1" hole 
with adapter supplied. 

Cat. No. 
Inductance Range 

Millihenries List Price 

6313 .5·5 
6314 2.5·17 
6315 4·30 
6316 4·30 12.8·6.5 AGC) 
6317 3.2·9 1.17·1.31 AGCI 
6318 .3·3 
6319 15·60 
6320 .3·3 Tapped 
6321 1·5 Tapped 
6322 1.5·10 
6323 .5·5 Tapped 
6324 60·130 Tapped 
6325 4.2·30 1.78·1.37 AGC) 
6326 2.5·19 Parallel 1.18·1.7 Seriesl 
6327 4·30 Parallel 1.225·2.4 Series) 
6328 9·24 1.19·1.1 AGC) 
6329 2.2.19 Tapped 
6330 45·215 
6331 4·30 Parallel 1.080·.7 Seriesl 
6195 .185·1 
6196 .054·.245 
6196·A .054·.5 Tapped 
6197 .55·2.3 Tapped 
6198 .17·.61 
6199·A 1.3·4.1 Tapped 
6199·8 .5·1.7 

Miniatme 44 MC 
Picttlre Trans. 

$2.00 
1.90 
2.00 
2.75 
2.50 
1.70 
2.50 
1.75 
2.00 
1.90 
1.75 
2.50 
2.50 
3.50 
3.50 
2.50 
2.25 
2.75 
3.25 
1.50 
1.25 
1.45 
1.45 
1.25 
1.55 
1.50 

Converter and lsi pix I.F. Grid Irons. 
former have 75 ohm link winding. 
Dimensions: %." Square x 2" high. 

Description Trap List Pro 
Converler I.F. $2.75 
44 MC Firsl I.F. 2.75 
42.5 MC Second I.F. 41.25 MC 2.40 
45.5 MC Third I.F. 47.25 MC 2.90 
44 MC Fourlh I.F. 2.25 

Color T.V. 
Components 

Dimensions 
6022·6027·6028 Unshielded 
6024 '/." Sq. x F/.' high 
6021·6023·6026 '/." Sq. x 2%" high 
6025 1%" Sq. x 2%" high 1470·A Sound Trap Shielded 4.5 MC 1.90 When two of these coils are connected in par. 

1480 Quadrature Coil 4.5 Me 1.50 allel at one end and in series at the other end, Description 
1481 Quadralure Coil Sh'l'd. 4.5 MC 1.95 a 75 ohm 10 300 ohm impedance malching 6021 Chrome Bandpass 

Frequency Price 

14821FT Sound I.F. Trap 4.5 Me 2.25 transformer is. obtained. This impedance match Transforme, 
14831F Sound I.F. 4.5 MC 3.00 holds over the enlire lelevision range Irom chan· 6022 Chroma Bandpass Coil 
1484RD Sound Ratio Det 4.5 MC 3.50 nel 2 10 13 thus including the F.M. channels. 6023 Bursl Transformer 

Cat. No. Description Size List Price 6024 Output Transformer 
1485RD Sound Ralio Det 4.5 MC 3.50 ~Ant:t.i\crt.hing Coil 'I4"xl1/2" $1.55 6025 Sync and Phase Det 
1486RD Sound Ralio Del 3.5 MC 3.50 6104 A M t h' C·I·" 13A" 1 15 6026 Chroma Reference Osc 
1487RD Sound Ratio Del 4.5 MC 3.50 6200 A~:: M:t~hi~: C:ll ~"~2'1~" 2:25 6027 Trap 
1498 Sound Ralio Det. Trans. 4.5 MC 3.75 6202 Ani. Matching Coil,', "x13/.1" 2.25 . 6028 Chroma Sync Take Off 

3.58 Mc $3.25 
3.58 Mc 2.35 
3.58 Mc 5.00 
3.58 Me 4.00 
3.58 Mc 7.00 
3.58 Me 5.00 
3.58 Mc 2.50 
3.58 MC 2.50 

For a Complete Listing of MlttER PRODUCTS ask for a copy of our .latest General Catalog. 
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SECTION 1800 

111ternlediate Frequency Transformers 

O.E.M. 
The following special 
parts have been manu­
factured as exact re­

placements for the set 
manufacturers shown, 
so as to assu re top 
performance. 

Miniature J-Tran Top Tuned 
I.F. Transformers 

The standard J-TRAN series of minia­
ture I.F. transformers has. hollow 
hexagonal-hole cores and thereby. 
with the aid of a suitable tuning 
tool (# 182). permits eithe, doubl .. 
or single ended tuning. The trans­
former is mounted with a unique 
snop fastener which is permanently 
attached to the shield, 

=:..:...:=_~..::O:.: • .::E.::.M=. P:..:a~rC!.t!.:N:o,,=, ___ ..,;L::i::lt:.;P:..:r.::lc::.e Dimonlions: 3f." by '/,' by 2" 
Admiral high. 

*(With diode 
filter capacitors) 

List Price I 471-A 
I 472-A 
6332, 

72B185-2 $2.75 Cat. No. Itom 

6501 
6502 
6503 
6504 
6505 
6506 
6507 
6508 

72C132-19 1.95 
94C17-4 3.35 

Bendix 
2090237-1 
2090237-2 
2090237-3 
2090237-4 
2090237-5 
2090239-1 
2090239-2 
2090239-3 

3.75 
3.75 
3.75 
3.75 
3.75 
3.50 
3.50 
3.50 

Crosley 
7101 157856-1 3.00 

General Electric and Hotpoint 
12-Cl1 RTL-143 and. 163 2.70 
12·C13 RTL-172 2.90 
620~-PC RTD-026 IWT56X381 4.95 
6207 -PC RTD-025 IWT56X371 4.15 
6208·PC RTD-020 4.25 
6209-Gl RTD-024 (WT56X361 4.75 

1482 1FT 

6209-Pl 
6209-P2 
6209-P3 

1483 IF 
1484 RD 
1485 RD 
1486 RD 
1487 RD 
1488 RD 
1489 RD 
6333 

Hallicrafter 
51 BI 996 

Philco 
32-4721 
32-4689-1, 2 
32-4735-1, 2 

R. C. A. 
76437 

102692 
102644 
102253 
100364 
79141 

101219 
103103 

Westinghouse 

2.25 

9.50 
4.75 
4.75 

3.00 
3.50 
3.50 
3.50 
3.50 
3.75 
3.75 
2.94 

235V025H-ll. 2 IV1576611 3.50 
230V039H-OI (V15764·1l 2.75 
V12128-1, 2, 3 6.75 

Mid get Variable 
Condensers 

Shaft dia. 1/4" x 1" long. 
The #2110. 2-gang varj· 
able condenser antenna sec-

14-HI 262 kc Input I.F. $2.90 
14-H2 262 ke Oulput I.F. 2.90 
14-H6 262 kc Output I.F.* 3.00 

14-Cl 455 kc Inpull.F. 2.70 
14-C2 455 ke Oulput I.F. 2.70 
14-C6 455 ke Outpull.F.* 2.85 

14-C7 455 kc Inpull.F. Battery Radios 2.70 
14-C8 455 kc Outpull.F. Battery Radios 2.70 

14-C9 455 ke Input I.F. AC-DC Radios 2.70 
14-CIO 455 kc Outl!utl.F~~.C~DC Radios 2.70 

6270 4.5 Me Inpul or IntBrslag. 2.90 
6271 4.5 M. Raiio Dolector 4.95 

Miniature Printed Circuit 

'1 I.F. Transformers I Top Tuned 

'. l\'\i The printed circuit series of minia-
~'\ ture J-TRAN I.F. transformers is sim· 

• 1I0r to the standard J. TRAN shown 
In that both cores may be tuned 

: from either end of the shield. 
Dlmonsions: "I." by Of. " by 2" *IWith diode 
high. filter,capacitorsl 
Cat. No. Item List Price 

16·PHI 262 ke Inpull.F. 
16-PH2 262 kc Outpull.F. 
16-PH6 262 ke O,,'put I.F.* 

16-PCl 455 kc Input I.F. 
16-PC2 455 ke Oulput I.F. 
16-PC6 455 ke Oulpull.F.* 
16-PC7 455 kc Inpull.F. Batlery Radios 
16-PC8 455 kc Oulput I.F. Battory Radios 
16-PC9 455 kc Input I.F. AC-DC Radios 
16-PCIO 455 ke Output I.F. AC-DC Radios 

6270-PC 4.5 Me Input or Inlorstago 
6271-PC 4.5 Me Ratio Detoctor 

U11iversall.F. 
Tra1lSformers 

$2.85 
2.85 
3.00 

2.75 
2.75 
2.90 
2.75 
2.75 
2.75 
2.75 

2.90 
4.95 

for general replacement purposes In 
tion has a range of 10-130 auto receivers and many types of 

mmf. The oscillator section has a range of 10-78 household and portable receivers. 
mmf. The #2111. #2112 and #2113 are the 
standard size condensers having a range of DimeMions: 11/4" square x 21/2" high. 

~~i;:5in mt'h!' f~~~nt~~g t~: ~~~~~dn~~rs~y C!:~~:~ Cat. No. Freq. KC Range Use Ust Price 
clock rotation for capacity increase. 312-Hl 262 250-275 Input $2.85 
Cat. No. Sections Dimensions Lisl Price 312-H2 262 250-275 Interstage 2.85 
2110 ._-"2' 'o/,.'xl 'I. "xl '0/,6" $3.30 312-H4 262 250·275 Oulput 2.85 
2111 1 1 '/."xl:Y,.'xl%" $3.25 312-H6 262 250-275 Output 
2112 2 2'11.'xl''II.'.1 %" $4.00 & Filter 3.25 
2113 3 3'11.'.11'116".1 'Ia" $5.50 312-Cl 455 440-470 Input 

AdfmtablePadderCondensers m:~~ :~~ ::g::~~ ~~:;~ttge 
2.85 
2.85 
2.85 

_ condenser in super-het receivers to in- & Filter 3.25 I Used as adjustable oscillator padding 312-C6 455 440-470 Outpul 

sure proper threeMpoint tracking. They 
also find application as the horizontal Type No. 412 Iron Core Transformers 
drive control in television receivers. Dimensions: 1114" square x 2'/2" high. 
'4" single hole mounting. C t N F KC R U Llsi Price 
Dimensions: ij's" x 1" x'3!a" thick. a. o. req. ange se 

Cat. No. Capacity Range Lilt Price 412-Hl 262 250-275 Input $2.85 
160-A 360-1000 mmfd. $1.40 412-H2 262 250-275 Interstage 2.85 
160-B 50-400 mmfd. 1.25 412-H4 262 250-275 Oulput 2.85 
160-C 200-600 mmfd. 1.40 412-CI 455 440-470 Input 2.85 

Miniature I.F. 
Transformers 

Designed for experimental use and 
for general repiaceme!lt in "per­
sonal" radio receivers, this series 
of shell core permeability tuned 
transformers are becoming'increas­
ingly popular. Tuning from top and 

bottom of the shield. Transformers are avail. 
able for all standard I.F. frequencies. 
*(With diode filtor capacitors I 
Dimonsions: 3/4" by 34" by 2" high. 
Cat. No. Item Lilt Price 
12-HI 262 KC Input I.F. Trans 
12-H2 262 KC Outpull.F. Trans. 
12-H6 262 KC Oulput I.F. Trans.* 
12-Cl 455 KC Input I.F. Trani. 
12-C2 455 KC Output I.F. Trani. 
12-C6 455 KC Output I.F. Trani. 
12-C7 455 KC Input I.F. Ball.ry 
12-C8 455 KC Output I.F •• Batlery 
12-C9 455 KC Input I.F. AC-DC 
12-Cl0 455 KC Output I.F. AC-DC 
12-CI2 455 KC Tapped Pri. I.F. Trans. 
12-C45 455 KC Discriminator 

$2.90 
2.90 
3.00 
2.70 
2.70 
2.85 
2.70 
2.70 
2.70 
2.70 
3.25 
3.95 

13-Wl 1500 KC Input or Intentage 2.75 
13-W2 1500 KC Output I.F. Trani. 2.75 
1463 10.7 MC Input or Int.rstage 3.25 
1464 10.7 MC Discriminator 3.75 
1465 10.7 MC Ratio D.tector 3.90 
14M-WB 10.7 MC Disc. 900 KC. PIP 3.75 
1465-WB 10.7 MC Ratio Dol. 800 KC. PIP 3.90 
6203 4.5 MC Input or Inlerltage 
6204 4.5 MC Discriminator 
6205 4.5 MC Ratio Detector 
6260 .21.25 MC I.F. Trans. 
6261 21.25 MC Discriminator 
6262 21 .25 MC Radio Delector 
6230 
6231 
6232 
6233 
6234 

TV Convertor I.F. 
TV 44 MC Firlt I.F. Trap 
TV 42.5 MC Second I.F. 41.25 MC 
TV 45.5 MC Third I.F. 47.25 MC 
TV 44 MC Fourth I.F. 

Miniature Printed 
Circuit I.F. Trans. 

3.30 
3.7:5 
3.75 
4.25 
3.75 
3.75 
2.75 
2.75 
2.40 
2.90 
2.25 

Same as our regular miniature I.F. transformers 
shown above, except for t.rminals arid mount. 
ing. Suppliod In all standard frequencies. 
*(Wlth diode filter capacitors I 
Dimensions: 0/4" sq. X 2~' high. 
Cat. No. Item, Lilt Price 
13-PHI 262 KC Input I.F. Trans. $2.85 
13-PH2 262 KC Output I,F. Trans. 2.85 
13-PH6 262 KC Output I.F. Trani. * 3.00 
13-PCI 455 KC Input I.F. Trans. 2.75 
13-PC2 455 KC Output I.F. Trans. 2.75 
13-PC6' 455 KC Output I.F. Trani. * 2.90 
13-PC7 455 KC Input I.F. Trans. Batlery 2.75 
13-PC8 455 KC Output I.F. Tranl.Battery 2.75 
13-PC9 455 KC Input I.F. Trani. AC-DC 2.75 
13-PC10 455 KC Output I.F. Tranl.AC-DC 2.75 
6203-PC 4.5 MC Inpul or Interstage 3;30 
6204-PC 4.5 MC Dilcriminator Trans. 3.75 
620S-PC 4.5 MC Ratio Detector Trans. 3.75 
1463-PC 10.7 MC Input or Inlerltage 3.25 
1464-PC 10.7 MC Discriminator Trans. 3.75 
1465-PC 10.7 MC Ratio Deloctor Trans. 3.90 
6230-PC TV 44 MC Converter I.F. Trani.' 3.10 
6231-PC TV 44 MC First I.F. Trani. Trap 3.10 
6232-PC TV 42.5 MC Second I.F. 41.25 MC 2.80 
6233-PC TV 45.5 MC Third I.F. 47.25 MC 3.10 
6234-PC TV 44 MC Fourth I.F. Trani. 2.75 

Sub-Miniature I.F. Trans. 
Through the use of a Ferrite shell core 
material these Sub·Miniature I.F. 
Transformers offer the gain and band. 
width characteristics previously ob· 
tained in only larger I.F. assemblies. 
(For Ballery or AC-DC Radial.) 
Dimensionl: V2" sq. x 1 V2" high •. 

Item Lilt Price 
160-D 10-160 mmfd. 1.10 412-C2 455 440-470 Interstage 2.85 455 KC Input I.F. Trans. 
160-E 25-280 mmfd. 1.20 412-C4 455 440·470 Output 2.85 455 KC Output I.F. Trans. 

$2.80 
2.80 

For a Complete listing of MILLER PRODUCTS ask for a copy of our Latest General Catal~. 
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SECTION 1800 

Tra11Sistor C01llpollellts alld R.F. Coils 

Miniature Adjllstable 
R.F. Coils 

These high Q adjustable iron core 
coils are for general replacement 
use. Dimensions: 

70-A and 70-RF 112" dia x 11/2 1/ long 
69-0sc and 70-0sc 1/2" dia x 1 % 1/ long 
67-0sc 3/s " dia x 15/s " long 
71-RF 3/4 " dia x 13/4 " long 

Cat. No. Use Freq. Range ListPrice 
67-0SC Oscillator Stage 540-1600 kc $1.95 

Autodyne type Oscillator 
69-0SC Oscil:ator Stage 540-1600 kc 1.75 

Capacity coupled type 
Antenna Stage 540-1600 kc 1.75 
R.F. Stage 540-1600 kc 1.75 
Oscillator Stage 540-1600 kc 1.7S 
R.F. Coil 540-1600 kc 2.75 

Universal Ad;ustable 
Osdllator Coil 

These adiustable iron core oscillator 
coils are for seneral replacement use. 

Dimensions: sla" x 11121f high. 
Cal. No. Use Freq. Range List Pro 
71-0SC OSCillator Stag"·R.F~00-1800 KC $2.50 

(LF. 100-550 KCl 

&5. 
High-Q Ferrite 
Antenna Coil 

Supplied with mounting bracket 
Dimensions: 3/a" diameter x 2%" long. 
Cat. No. Use freq. Range List Pro 
6300 Antenna Stage 540-1700 KC $1 .40 

~ AdjttstableFM 
R.F. Coils 

Dimensions: 1/2" 0.0. xiS/a" long. 
Cat No. Item list Price 
1447 88-108 MC Antenna Coil $1.85 
1448 '88-108 MC R.F. Coil 1.85 
1449 88-108 MC Osc. Coil (10.7 MC I.F.l 1.85 

Unshielded 
High-Q 

R.F. Coils 
A complete line of Unshielded Permeability 
tuned coils for replacement use or as the front 
end components in new receiver design. 
These #5495 series coils can be shielded in our 
#S·32 shields (1Va" sq.) with very little loss in 
Q. Mounting is by means of a single 1/4" hole. 
Dimensions (form): 3/a" x 2". 
Ranges shown are for use with a 365 mmfd. 
variable tuning condenser. 

Long Wave Coils (14U-42U KC) 
Cat. ND. Use List Price 
X-5495-A Antenna Siage $2.50 
X-5495-RF RF Stage 7.50 
X-5495-C Standard Osc. 455 KC 2.50 
X-5496-C Tapped 05C. 455 KC 2.50 

Broadcast Band Coils (54U-.1700 KC) 
A-5495-A Antenna Stage $2.50 
A-5495-RF RF Stage 2.50 
A-5495-C Standard Osc. 455 KC 2.50 
A-5496-C Tapped Osc. 455 KC 2.50 

Medium Wave Coils (1.7-5.5 MC) 
B-5495-A Antenna Stage $2.50 
B-5495-RF RF Stage 2.50 
B-5495-C Standard Osc. 455 KC 2.50 
B-5496-C Tapped Osc. 455 KC 2.50 

Short Wave Broadcast Coils (.5-18 MCi 
C-5495-A Antenna Stage $2.50 
C-5495-RF RF Stage 2.50 
C-5495-C Standard Osc. 455 KC 2.50 
C-5496-C Tapped Osc. 455KC 2.50 

High Frequency Coils (12-36 MC) 
D-5495-A Antenna Stage $2.50 
D-5495-RF RF Stage 2.50 
D-5495-C Standard Osc. 455 KC 2.50 
D-5496-C Tapped Osc. 455 KC 2.50 

Sta1tdard Transistor 
Antenna Rod 

Dimensions: ¥," x 9". 
Cat. Q@ 
No. 790 KC Freq. Range 
2000 450 540-1650 KC 

Tuning 
Condo Max. 
Capacity 
365 mmf. 

Miniature Transistor 

List 
Price 
$3.00 

~ Di1e~f!~~4'!. ~~~s 
Tuning 

Cat. Q @ Condo Max. List 
No. 790 KC Freq. Range Capacity Price 
2001 . 550 540-1650 KC 365 mmf .. -$2.15 
2003 500 540-1650 KC 130 mmf. 2.75 

Ferrite-Strip Transistor 
~!!:!g;. Antenna Rods 
Dimensions: '.4" x 3A," x 33.4" Tuning 
Cal. Q @ Condo Max. List 

Price No. 790 KC Freq. Range Capacity 
2004 500 540-1650 KC 365 mmf. $2.75 

2.75 2005 450 540-1650 KC 130 mmf. 

Sttb-Miniature 
Transistor Antenna Rods 
~ A~iust.able anle~na coils 
~I With high Q ferrite cores. 

Dimensions: V2"x21f2". Tuning 
Cat. Q @ Freq. Condo Max. List 

Capacity Price No. 790 KC Range 
2002 250 540-1650 KC 
2007. 220 540-1650 KC 

250-450 mmf. $1 :10 
100-250 mmf. 2.20 

Sub-Miniature Transistor I.F. 
Transformers 

To our knowledge the smallest I.F. 
transformers in existence. A high im­
ped'lnce, topped primary winding cou­
pled to a low impedance secondary 
provides optimum energy transfer 
between stages. 

Dimensions: 3/a" sq. x Sf8" high. 
Cat. 
No. 

9-Cl 
9-C2 

Freq. Impedance Use 

455 KC 25K- 600 Ohms Input 
455 KC 25K-l0CO Ohms Outpul 

List 
Price 
$4.00 
4.00 

Miniature Transistor I.F. 
Transformers 

Designed to' have the proper impe­
dance match when used with the 
transistors specified on our data 
sheets. 
455 Kc type shown. 

Dimensions: 1/2" sq. x 3/4" high. 
Cat. 
No. 
2031 
2032 
2041 
2042 
2051 

Freq. 
455 KC 
455 KC 
455 KC 
455 KC 
455 KC 

Impedance 
10K- 600 Ohms 
10K-l000 Ohms 
25K- 600 Ohms 
25K-l000 Ohms 

100K-l000 Ohms 

Use 
Input 
Output 
Input 
Output 
Input 

List 
Price 
$3.50 
3.50 
3.50 
3.50 
3.50 

Unshielded Miniatllre 
Transistor Oscillators 

II ww 
The 2020 oscillator coil (Revised 5-lug) 
is designed for use in a converter 
oscillator circuit. The 2023 oscillator 
coil 16-lugl is for use where a separate 
transistor is used for the oscillator and 
another transistor for the mixer. 

Dimensions: 3/s" x 1" high.. 
Cat. 
No. 

2020 
20~2 
2023 

Condo Max. I.F. List 
Capacity Freq. Price 
365 mmf. 455 KC $2.50 

78 mmf. 455 KC 2.50 
365 mmf. 455 KC 2.50 

F.M. Transistor I.F. 

I~. 
Transformers 

This series of high quality I.F.., 
Oiscirminator, and Ratio Detector 
transformers makes it possible 
for the first time to construct a 
completely self-contained battery 
operated F.M. receiver which 
compares favorably with its vae .. 
uum tube counterpart. 
Dimensions: 3/4 " sq. x 2" high. 

Cat. Freq. Use Price 
1463-Tl 10.7 Mc First LF. Input $3.80 
1463-T2 10.7 Mc Second I.F. Instage 3.95 
1463-T3 10.7 Mc Third LF. Output 3.95 
1464-TD 10.7 Mc Discriminator 4.25 
1465-TRD 10.7 Mc Ratio Deteetor 8.00 

Printed Circuit Style 
1463-Tl-PC 10.7 Mc Firstl.F. Input 3.80 

3.95 
3.95 
8.00 

1463-T2-PC 10.7 Mc Second I.F. Instago 
1463-T3-PC 10.7 Mc Third I.F. Output 
1465-TRDPC 10.7 Mc Ratio peteetor 

Sub-Miniature Style 
I.F. Trans. Dimensions: '%2" sq. x '/2" high 
Ratio Oet. Dimensions: '%2" x 3/4" X 1/2" high 
2070 10.7 Mc First LF. Input $3.75 
2071 10.7 Mc Second I.F. Inslage 3.75 
2072 10.7 Mc Third LF. Output 3.75 
2073 10.7 Mc Ratio Deteclor 4.50 

Micro Miniature Transistor I.F. 
Trans. & Matching Oscillator 

Construction is ultra small, ".gged and 
mechanically stable. Tuning being ef­
fected by means of a sturdy threaded cup 
core which engages a threaded coil sup-
port. Dimensions: %2" sq. x '%2" high 

Cat. No. Freq. Impedance Use 
List 
Price 

2061 455 kc 50k - 800 ohms Input - $3.50 
2062 455 kc 30k - 500 ohms Instage 3.50 
2063 455 kc 20k - 5k ohms Output 3.50 
2060 Oscillator (Tuning cap. 78 to 

Cat. 

100 mmfd, max.l 3.50 

Mini Miniature Transistor I.F. 
Trans. & Maiching Oscillator 
Similar in style to the Micro Miniature, 
these transformers ore 0 little larger in 
size, with built-in capacitors for higher 
available Q. 
Dimensions 1%2" sq. x 112" high 

No. Freq. Impedance Use 
List 
Price 

2066 455 kc 50k - 800 ohms Inpul 
2067 455 kc 30k - 500 ohms Inslage 
2068 455 kc 20k - 5k ohms Output 
2065 Oscillator (Tuning cap. 78 to 

110 mmfd, max.l 

$3.50 
3.50 
3.50 

3.50 

Shielded Sub-Miniature ~ Sub-Miniature 
Transistor Oscillator '. V' bl C d ! A shielded oscillator coil designed for : ... ". arta e on enser 
use in a converler circuit employing Shafl Dia. V." x V," Long 

2011 only one transistor for both the oscil.. It was necessary to use a four point suspension fo~ 
lator and mixer. the capacitor frome to insure against the frame 

becoming distorted and resultant shorting of 
Dimensions: "AI" sq. x 0/8" high. plates. R.F. Cap. (11 Plates) 5.3 mmf-117.1 mmf 

Tuning Osc. Cop. (9 Plates) 4.2 mmf-74.4 mmf 
Cat. Condo Max. I.F. List Effective trimmer range, 1.8-8 mmf 

.;.N::;,o;.-. _-=C:::a:!p=a;:c::.it:.!y~..,:,Fr~e:;q!;..::-_-:U:::s:::e~ __ P~ri:::ce::.: Cat. Sections Dimensions Price 
2021 78 455 KC OIC. $3.50 2~1::;0"'9'--=::;;2=-""';'"'I:-:'''':V.::;:'';'::x:;:I;::V.:!';;:'X:::3;'::'4'''''-.-'$:'':3~.5~0 

For a Complete Listjng of MILLER PRODUCTS ask for a copy of ou~ Latest General Catalog. 

J. W. MILLER COMPANY Los Angeles I Calif. 
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CHOKES AND 
ELASTICABLE 

CHOKES, COILS AND FILTERS 
R-45 SERIES 

R-40 SERIES 

R-25 SERIES 

R-33, R-50i AND R-60 SERIES 

SECTION 1800 

NATIONAL RADIO COMPANY, INC. 
MELROSE 76, MASS. <@:> 
A WHOLLY OWNED SUBSIDIARY OF NATIONAL COMPANY, INC. 

The R-45 series is a new family of ferrite bead chokes designed for use 
as filament chokes, parasitic suppressors, and series. elements o.f 10w-P?sS 
filters for frequencies from 5 to 200 mc. They are Insulated with an Im­
pregnated fiberglass sleeving. The chokes will handle 2 amperes of fiI~­
ment current with a voltage drop of less than 0.02 volts. Performance will 
be unaffected by extremes of humidity and temperatures up to the Curie 
point of 125°C. 

These ferrite-core chokes have extremely high Q for small size. They 
are pri mari Iy intended for use in networks and filters at frequencies from 
50 kc to 1500 kc. Additional uses include application as resonant elements 
in IF or RF circuits. Fungus-proof varnish impregnation per MIL-V-173A 
specification provides maximum protection against tropical conditions. 
Temperature coefficient is less than 550 ppm per degree C for coils with 
inductance value of less than 1 mh, and less than 250 ppm per degree C 
for coils with an inductance value of 1 mh or larger. 

These MIL-inductance chokes can be used in high frequency circuits, 
and as filament chokes and peaking coils. Inductance values are in accord­
ance with MIL-CI5305A. Chokes from 1.1 uh to 15.0 uh have phenolic 
forms per MIL-P-14; chokes from 20.0 uh to 120.0 uh have powdered-iron 
forms. Windings are impregnated with fungus-resistant varnish per MIL­
V-I73A. Inductance val.ues are stamped in blue on white vinyl sleeve. 

These RF coils are wound on molded phenolic forms per MIL-P-14 
and coated with a tough, fungus-resistant varnish. The R50-10 choke is 
wound on a powdered-iron coil form instead of phenolic. 

R-33 (medium current capacity, pie wound) 
R-50 (low current capacity, pie wound) 

R-60 (high current capacity, lateral layer wound) 

R-45 EPOXY ENCAPSULATED R-45 Epoxy Encapsulated choke series ... completely waterproof, 
will meet many MIL type requirements. At 5 megacycles will cover values 
01.32 uh, .65 uh, 1.0 uh and 1.3 uh. Different values depend on frequencies 
used. Request specific specification sheet. 

Note: Very shortly all chokes in the National family of chokes will be 
avai lable in encapsulated form. 

National features a fiJll line of stock choke 'items and will wind 
chokes to your specifications on any standard form. The National Radio 
Co. engineering department is prepared to quote on your custom filter 
requirements. 

ELASTICABLE STRETCHES UP TO 3 TIMES ITS RELAXED LENGTH 
An elastic type wire, made in single and multiple conductors. 
It will stretch up to three times its relaxed length with stable 
electrical properties. This unique elastic characteristic in a 
straight (not coiled or spring loaded) extra flexible wire gives 
the designer a new material to further design concepts and 

WRITE FOR SPECIFICATION SHEETS 
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assist him in solving previously impossible design problems. 
Three commercial and two military types are available as 
stock items. These types can be varied to meet a variety of 
custom requirements. ' 

SAMPLE SPECIFICATIONS OF TWO TYPES ARE AS FOLLOWS: 
TYPE 1. 
Core , .. " ..................... natural rubber 
Insulation "." ... " .. " ... Nylon (braided) 
Conductor" ................ copper magnet 

wire 
Diameter .................... lfs in approx. 
Resistance ........... " .... 0.2 ohm per ft. 

,approx. 
TYPE 3. 

Operating temperature 
range"""""" ... " .... -25C to +85C 

Elongation 
single conductor .. """,, .......... 300% 
multiple conductor .... " ............ 275% 

Core ................... natural rubber Operating temperature 
Insulation .................. Nylon (braided) range ......... " .... : .... -25C to +85C 
Conductor ................. copper tinsel 
Diameter ................... )j. in. approx. Elongation 
Resistance ................ 4.0 ohms per ft. single conductor .................... 325% 

approx. multiple conductor .................. 300% 

National Radio Company is providing many companies with complete 
assemblies incorporating special terminations, molded parts and custom 
mechanical configurations. The ElASTICABlE Application Engineering 
group is available to discuss electric and mechanical characteristics, 
applications and terminations. 

© U.c.P., Inc. 



SECTION 1800 

ADJUSTABLE COILS and COIL FORMS 
Cover Every Frequency Range from Audio to 200mc 

These high quality coils enable engineers and experimenters to save valuable development time by filling 
a vast number of requirements with standard components from stock. All coils have the followiag features: 
• All metal parts plated to MIL specifications. • Two extra terminals for tie points OT additional 

• Buill-in "perma-tune" tension for smooth 
put" tuning. 

"stay- winding. 
• Moisture and fungus resistant imp regnant per 

MIL-V-173-A . 
• Litz wound hightr inductance ranges. • Color coded ranges. 

COILS ON CERAMIC FORM PER JAN·I·l0 
Subminiature 1100 Series 

• %" above mounting surface 
• Mounting - 13(4" hole 
• For R.F. and I.F. applications 

Part No. 
1100-A 
1100-8 
1100-C 
1100-0 
1100-E 
1100-F 
1100-G 
1100-H 
1100-1 
1100-J 
1100-K 

Nominal 
Microhenries 

0.9- 1.4 
1.4- 1.9 
1.9· 2.6 
2.6- 3.7 
3:7- 5.5 
5.5- 7.4 
1.4-12.5 

12.5-18.0 
18.0-28.0 
28.0-38.0 
38.0-55.0 

Average Q 
45 @ 7.9 me 
50 @ 7.9 me 
SS @ 7.9 me 
65 @ 7.9 me 
65 @ 7.9 me 
70 @ 7.9 me 
64 @ 5.0 me 
72 @ 5.0 me 
74 @ 5.0 me 
72 @ 5.0 me 
75 @ 2.5 me 

Miniature 1000 Series 

• %" above mounting surface 
• Mounting - #10 hole 
• For R.F. ond I.F. applications 

Pari No. 
looo-A 
1000-8 
1000-C 
1000-0 
1000-E 
1000-F 
l000-G 
1000-H 
1000-1 
1000-J 
1000-K 
1000-L 
1000-M 
1000-N 

Nominal 
Microhenries 

1.0- 1.6 
1.6- 2.7 
2.7- 4.5 
4.5- S.5 
8.5-14.5 

14.5-22 
22-29 
29-55 
55-110 

110-185 
185-305 
305-515 
515-820 
820-1100 

Average Q 
70 @ 7_9 me 
SO @ 7.9 me 
S5 @ 7.9 me 
S5 @ 7.9 me 
75 @ 2.5 me 
65 @ 2.5 me 
65 @ 2.5 me 
S5 @ 2.5 me 
80 @ 2.5 me 
85 @ .79 me 
85 @ .79 me 
85 @ .79 me 
85 @ .79 me 
75 @ .79 me 

Transmitter 1300 Series 

• B4" above mounting surface 
• Mounting - \4" hole 
• For low power tarumitters and 

high Q receiver circuits 
Nominal 

Part No. Mi.rohenrie. Average Q 
1300-A For use from 90-200 me 
1300-8 For use from 40-90 me 
1300-C For use from 20-40 me 
1300-0 0.7- 1.1 130 @ 20 me 
1300-E 1.1- 1.7 ISO @ IS me 
1300-F 1.7- 2.7 150 @ 16 me 
1300-G 2.7- 4.5 150 @ 14 me 
1300-H 4.5- 6.8 150 @ 12 me 
1300-1 6.8-10.8 150 @ 10 me 
1300-J 10.8-17.0 150 @ 7 me 
1300-K' 17.0-29.0 125 @ 5 me 
1300-L 29.0-45.0 125 @ 4 me 
1300-M 45.0-75.0 125 @ 3 me 

COILS ON MICA FILLED FORMS PER 
MIL-P-14-D 

Standard 120 Series 

• 1\4" above mounting surface 
• Mounting # 10 hole 
• For R.F. and I.F. applications 

Nominal 
Part No. Microhenries Average Q 
120-A 2-3 75 @ 7.9 me 
120-8 3,5 85 @ 7.9 me 
120-C 5-9 90 @ 7.9 me 
120-0 9-18 75 @ 7.9 me 
120-E 18-36 75 @ 2.5 me 
120-F 36·64 75 @ 2.5 me 
120-G 64-105 90 $ 2.5 me 
120·H 105-200 90 2.5 me 
120-1 200-500 9O@ .79 me 
120-J 500-1000 90 @ _79 me 
120-K 1000-2000 70 @ .79 me 

Printed Circuit P-120 Series 

• Snaps into single 0.4" hole fo 
dip soldering 

• 1\4" long 

Nominal 
Part No. Microhenries Average Q 
P-120-A 2-3 75 @ 7.9 me 
P-120-8 3-5 85 @ 7.9 me 
P-120-C 5-9 90 @ 7.9 me 
P-120-0 9-18 75 '@ 7.9 me 
P-120-E 18-36 75 $ 2.5 me 
P-120-F 36-64 75 2.5 me 
P-120-G 64- IllS 90 @ 2.5 me 
P-120-H 105-200 90 @ 2.5, me 
P:120-1 200-500 90 $ .79 me 
P-120-J 500-1000 90 .79 me 
P-120-K 1000-2000 70 @ .79 me 

Shielded, Encapsulated SE-120 

Part No. 
SE-120-A 
SE-120-8 
SE-120-C 
SE-120-0 
SE-120-E 
SE-120-F 
SE-120,G 
SE-120-H 
SE-120-1 
SE-120-J 

~
' 

" 

@J, • 

• Magne.tic shielding cup 
• Ruggedized construction 
• 1\4" long 

Nominal 
Micrahenries Average Q 

2-3 75 @ 7.9 me 
3-5 85 @ 7.9 me 
5-9 90 @ 7.9 me 
9-18 75 @ 7.9 me 

18-36 75 @ 2.5 me 
36-64 75 @ 2.5 me 
64-105 90 @,2.5 me 

105-200 90 @ 2.5 me 
200-500 90 @ .79 me 
500-1000 90 @ .79 me 

ENCAPSULATED CUP-CORE COILS 

Audio and Ultrasonic 700 Series 

• 1 h" above mounting surface 
• Mounting Centers - Two #6 

holes spaced 1\4" 
• Magnetically shielded - High Q 
• For standard or printed circuits 

Pari No. 
700-A 
700-8 
700-C 
700-0 
700;E 
700-F 
700-G 
700-H 
700-1 

Nominal 
Millihenries 

1.5-3 
3-7 
7-13 

13-25 
25-50 
50-100 

100-250 
250-500 
500-.1000 

Average Q 
120 @ 200 ke 
120 @ 150 ke 
110 @ 100 ke 
110 @ 60 ke 
110 @ 40 ke 
125 @ 20 ke 
125 @ 20 ke 
125 @ 5 ke 
125 @ 5 ke 

SHIELDED COILS 

900 Series 

• Kl' Diameter 

• Shielded and Encapsulated 

Nominal 
Part No. 
900-A 
900-B 
900-C 
900-0 
900-E 
900-F 
900-G 
900-H 
900-1 
900-J 

Microhenrie. 
0.5- 0.8 
0.8- 1.3 
1.3- 2.0 
2.0- 4.0 
4.0- ,7.0 
7.0- 12.0 

12.0- 20.0 
20.0- 35.0 
35.0- 60.0 
60.0-100.0 

1500 Series 

Average Q 
80<ii)25 me 
70@ 18 me 
60@ IS me 
70 <ii) 8 me 
70@ 5 me 
7001 4 me 
70@ 3 me 
70@ 2.5 me 
70 <II] 2.0 me 
70@ 1.0me 

• %" Diameter 

• Shielded and Encapsulated 

Nominal 
Part No. 
ISOO-A 
1500-8 
1500-C 
1500-0 
1500-E 
1500-F 
1500-G 
1500-H 
1500-1 

Microhenries Average Q 
.100- .175 80 @ 790 ke 
.175- .300 80 @ 790 ke 
.300- .500 80 @ 790 ke 
.500- .800 75 @ 790 ke 
.800-1.1 5 55 @ 500 ke 
1.15-1.50 55 @ 250 ke 
1.50-2.50 55 @ 250 ke 
2.50-3.50 50 @ 250 ke 
3.50-7.50 40 @ 250 kc 

See SECTION 5600 for 
Wideband RF Transformers, 

DISTRIBUTOR INQUIRIES INVITED • S P E ( I A L ( OILS W 0 U N D TO S P E (I F I ( A T ION S 
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DS-7 
DS-8 
DS-12 
DS-14 
DS-16 

POI ;9 
P02 <'. 

~~ 

• 

CCS 

SECTION 1800 

SARASOTA FLORIDA 

CAT. NO. 
H6 
H6A 
H14 
H32 
S6 
ETl 
SG6 
HC 

CAT. NO. 
W2 
W3 
W4 
W5 
W6 
W7 
WB 
W9 
Wl0 
Wll 
W12 
P5 
P7 

CHEMICALS 

DESCRIPTION 
"Wissh" 6 oz. Cleaner 
"Wissh" Aerosol 
"Wissh" 16 oz. Cleaner 
IIWissh" Cleaner Kit 
Super "Wisshll 

Ease·lt 
Silicone-lube 
Speaker Conditioner 

SUPER BRIGHTENERS 

DESCRIPTION 
Standard Parallel 
Standard Series 
Standard Isolation 
1100 Button Parallel 
110 0 Button Series 
110 0 Shell Parallel 
11 00 Shell Series 
Universal Standard 
1100 Button Series 31/2v .. 
1100 Shell Series 31/2v. 
1100 Button Universal 
Standard Parallel 
Standard Universal 

LIST 
1.65 
2.05 
3.25 
5.42 
3.50 
1.65 
1.25 

.95 

liST 
2.65 
2.90 
3.70 
3.90 
3.90 
3.90 
3.90 
4.15 
3.50 
3.50 
4.50 
1.25 
2.40 

• 

::C;:Ac::T.,-,N"-O::",-=-_~D~ESCRIPT:-,IO=-:N ___ -,;l;::IS,,,T t-----------------I 
Xl Extends Button Base 2.15 POWER TRANSISTORS 
X2 Extends Shell Base 2.15 
X9 Xtend-Shaft .30 
01 Cony. Stand. to Button 2.63 
02 Cony. -Stand to Shell 2.63 
03 COny. Shell to Button 2.63 
04 Cony. Button to Shell 2.63 
DS-7 Align. Tool 7" x Va" 1.25 
DS-B Align. Tool 8" x 3/16" 1.25 
DS-12 Align. Tool 12" x l/S" 1.40 
DS-14 Align. Tool 14' x 3/16" 1.65 
DS-16 Align. Tool 16" x l/s" 1.65 
TGI Tube Guard 2.00 
SRI Surgistor, 300 Watt 1.95 
10V Boost-A-Volt 9.00 
WJ1 Wissh Jet 6.25 
NT Hypodermic Needle .70 
Bl Bosipt 4.90 
FC Foston Connectors .65 
TMK Power Trans. Mtg. Kit .95 
TMS Dia. Base Trans. Socket .48 
GE12 GE No. 12 lamp .15 

CAT. NO. DESCRIPTION LIST 
P-99 P N P Output 1.65 
P-I99 P N P Output 2.32 
P-299 P N P Output 4.98 
P-12 P N P Output 5.30 
P-25 P N P Output 6.40 
P-40 P N P Output 8.75 
P-6O P N P Output 7.50 

PS10 Iron Cores .95 .. .;..;.;..----~~~--=.;.;.-----_f RSI 1100 Button Socket 1.00 
P-BIl P N P Output 10.00 

RS2 11 0 0 Shell Socket 1.00 
RS3 Standard Socket 1.00 
BZl Buxit 13.50 
HP Handi Plug .25 
CCS Mounting Clips .45 
CCl Mounting Clips .45 
FA C Type Fuse Adaptor 1.00 
SMA Speed-Mo Applicator 4.25 
POI Precision Oiler 1.10 
P02 Precision Graphiter 1.10 
P03 Precision Greaser 1.10 
PF Permo Flo Filter 1.60 
TH4 Touch 'n' Hold 3.25 
484 Tuner Shaft 1.00 
CR1· Reel-It Cheater .Cord 1.95 
CR2 Reel-It Cheater Ext. 1.95 
CR3 Reel-It A.C. Extension 1.95 
SOl P't'd Circuit Solder .56 
S02 Silyer Solder .56 
503 Ribbon Solder .42. 
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TRANSISTORS 

CA:r. NO. DESCRIPTION 
99BE6 P N P Cony. Osc. 

;;~~: ~ ~ ~ ~~dt,mb~l~:; 
99B5 P N P Audio Output 
99RK6 P N P 6 Pack 

LIST 
1.65 
1.65 
1.65 
1.65 
7.10 

Trade Discount-Applies to list Prices Only 

CAT. NO_ 

BE6 
BA6 
AT6 
B5 
BE6A 
BA6A 
AT6A 
B5A . 
15V-MG 
20V-lG 
20V-MG 
20V-HG 
30V-lG 
30V-MG 
30V-HG 
3MC 
6MC 
12MC 
20MC 
SA7 
SK7 
SQ7 
S500B 
S700 

DESCRIPTION 
P N P Cony. Osc. 
P N P I.F. Amplifier 
P N P Audio Driyer 
P N P Audio Output 
P N P Cony. Osc. 
P N P I.F. Amplifier 
P N P Audio Driver 
P N P Audio Output 
P N P 15 y. - medium gain 
P N P 20 v. - low gain 
P N P 20 v. - medium gain 
P N P 20 y. - high gaill 
P N P 30 v. - low gain 
P N P 30 v. - medium gain 
P N P 30 v. - high gain 
P N P Max. Freq. 3MC 
P N P Max. Freq. 6MC 
P N P Max. Freq .• 12 MC 
P N P Max. Freq. 20 MC 
N P N .Conv. Osc. 
N P N I.F. Amplifier 
N P N Gn'l P. - Audio Freq. 
500 Ma. Silicon Rect. 
750 Mo. Silicon Rect. 

ANTENNA COILS 

LIST 

3.75 
3.40 
3.25 
3.25 
4.35 
3.75 
3.60 
3.75 
1.75 
2.10 
2.60 
3.25 
3.50 
4.70 
5.35 
5.00 
7.95 

12.00 
15.BO 

5.20 
4.70 
4.50 
1.85 
2.75 

Model No. Description list Price 
T 400·2 Pair Ant. Coils RCA, Admiral $2.00 
T 401-2 Pair Ant. Coils Philco 2.40 
T 402-2 Pair Ant. Coils Motorola 1.50 
T 403·2 Pair Ant. Coils Philco 2.00 
T 404-2 Pair Ant. Coils RCA 2.00 
T 405-2 Pair Ant. Coils RCA 2.00 
T 406-2 Pair Ant. Coils RCA 2.00 
T-407-1 Antenna Coil GE, Magnavox 1.25 
T 408-1 Antenna Coil GE 1.60 
T 409-1 Antenna Coil GE .1.45 
T 410-1 Antenna Coil GE 2.35 
T 411-1 AntennaCoil GE 2.00 
T 412-1 Antenna Coil GE 1.90 
T 413·1 Antenna Coil GE 1.90 
T 414-1 Antenna Coil GE, Westinghouse 2.15 
T 415-2 Pair Ant. Coils Philco 3.60 
T 41B-l Antenna Coil Philco, GE 2.95 
T 419-2 Pair Ant. Coils Philco 3.40 
T 420-2 Pair Ant. Coils Philco 3.70 
T 421-2 Pair Ant. Coils Philco 3.70 
T 422-2 Pair Ant. Coils Philco 3.70 
T 423-2 Pair Ant. Coils Phil co 3.40 
T 424-1 Antenna Coil Admiral 2.55 
T 426-1 Antenna Coil Westinghouse 2.15 
T 428-1 Antenna Coil GE 2.15 
T 431-1 Antenna Coil GE, Philco 2.95 
T 43B-l Antenna Coil Admiral 1.45 
T 441-1 Antenna Coil Admiral 2.95 
T 443-1 Antenna Coil Philco, GE 2.95 
T 445-1 Antenna Coil Philco 1.80 
T 446-1 Antenna Coil Admiral 2.95 
T 455-1 Antenna Coil GE 4.20 

Model No. Description List Price 

T 604-2 262 KC. Input I.F. Trans. 
T 606-2 262 KC Output I.F • Trans. 
T 607-2 455 KC Input I.F. Trans. 
T 609-2 455 KC Output I.F. Trans. 
T 611-2 455 KC Output I.F. Battery 
T 646-2 455 KC Input I.F. Trans. AC-DC 
T 655-2 262 KC Input I.F. Trans. 
T 656-2 262 KC Output I.F. Trans. 
T 657-2 455 KC Output I.F. Trans. 
T 664-2 455 KC Input I.F. Trans. Batt. 

$3.70 
3.70 
3.70 
3.70 
3.70 
3.70 
3.70 
3.70 
3.70 
3.70 
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~
ORIZONTAL OSCILLATOR 

& SYNC. CONTROL COILS ... ~ 
Model No. Item .list Price 
T 100 Osc. & A.F.C. Discrim. Trans. $3.10 
T 101 Osc. and Sync. Control Coil 2.50 
T 102 Osc. and Sync. Stabilizer Coil 3.25 
T 103 Sync. Stabilizer Coil 16-42 mh 2.50 
T 104 Sync. Stabilizer 16-42 mh 2.50 
T 105 Horiz.Osc. 12-35 mh 2:50 
T 106 Horiz.Osc. 60-130 mh 2.5() 

LINEARITY & 
WIDTH CONTROLS 

Model No. I nductance Range List Price 
Millihenries 

T 107 1.5-10 
T lOB 2.0.-18 
T 109 3.2-9 (.17-1.31 AGC) 
T 110 4-30 
TIll 15-60 
T 112 4.0-30 with AGC 
T 113 .054-_5 Tapped 
T 114 0.2 -2 Tapped 
T 115 ·0.5 -.5 Tapped 
T 116 .IB5-1 
T 117 2.5-19 Parallel (.18-1.7 5eries) 
T 118 4-30 Parallel (.225-2.4 Series) 
T 119 2.2-10 Tapped 
T 120 45-215 
T 121 9-24 (.19-1.1 AGC) 
T122 3.58 MC 
T 123 4-30 (2.8-6.5 AGC) 
T 124 .3-3 
T 125 4.2-30 (.78-1.37 AGC) 
T 126 .3-3 Tapped 
T 127 4-30 Parallel (.OBO-.7 Series1 

~ MINIATURE 44 MC 
~ PICTURE TRANS. 

1.90 
1.90 
2.50 
2.00 
2.50 
2.75 
1.45 
1.75 
1.75 
1.50 
3.50 
3.50 
2.25 
2.75 
2.50 
5.00 
2.75 
1.70 
2.50 
1.75 
3.25 

~ 
Model No. ~ Description __ :..;Trc::a",p,--L:::i:::st-=P-=-r'=::,ce 
T 207 Converter I.F. $2_75 
T 20B 44 MC First I.F. 2.75 
T 209 42.5 MC Second I.F. 41.25 MC 2.40 
T 210 45.5 MC Third I.F. 47.25 MC 2.90 
T 211 44 MC Fourth I.F. 2.25 

~ Exact Replacement far 
Original Equipment 

~ 
Model ~ 

No. O.E.M. Part No. 
T 277 72B 185-2 -ADMIRAL 
TB 233 72C 132-19 - ADMIRAL 

BENDIX 
TB 698 2090237-1 
TB 699 2090237-2 
TC 600 2090237-3 
TB 681 2090237-4 
TC 602 2090237-5 
TC 603 2090239-1 
TC 604 2090239-2 

- TB 680 2090239-3 
GENERAL ELECTRIC and HOTPOINT 

T 607A RTL-143 and 163 
T 608A RTL-143 and 163 
TB 684 RTL-I72 
T 258 RTD-026 (WT56x38) 
T 259 RTD-025 (WT56x37) 
T 260 RTD-020 
T 237 RTD-024 (WT56x36) 

TG 244 
PHILCO 

32-4735-1, 2 
WESTINGHOUSE 

TB 685 235V025 H-ll. 2 (V 1576611 

© U.C.P., Inc. 

list 
Price 

$2.75 
1.95 

3.75 
3.75 
3.75 
3.75 
3.75 
3.50 
3.50 
3.50 

2.70 
2.70 
2.90 
4.95 
4.15 
4.95 
4.75 

4.75 

3.50 

SECTION 1800 

T 619 262 250-275 Half-Wave 3.00 
T 620 455 450-475 Input 3.00 
T 621 455 450-475 Interstage 3.00 

Iron Core Transformers 
Model list 

No. Freq. KC Range Use Price 

T 616 455 450-475 Interstage 3.10 
T617 455 450-475 Half-Wav.e 3.10 

UNIVERSAL 
I.F. TRANSFORMERS 

Model 
No. 

T 622 
T 623 
T 624 
T 625 
T 626 
T 627 

KC Range Use 
250-275 Input 
250-275 Interstage 
250-275 Output 
450-475 Input 
450-475 Interstage 
450-475 OutDut 

MINIATURE I.F. 

TRANSFORMERS 

list 
Price 

$2.85 
2.85 
2.85 
2.85 
2.85 
2.85 

Model No. Item List Price 
T=60:':0:::':"':":1"'50'-0-KC--'-'-'=1 n-p-u-t -o-r -I n-t-er-s-ta-g-e--2.75 
T 60.1 1500 KC Output I.F. Trans. 2.75 
T 602 1500 KC Input or Interstage 2.7.~ 
T 603 1500 KC Output I.F. Trans. 2.75 
T 604 262 KC Input I.F. Trans. 2.90 
T 605 262 KC Output I.F. Trans. 2.90 
T 606 262 KC Output I.F. Trans. 3.25 
T 607 455 KC Input I.F. Trans. 2.70 
T 60B 455 KC Output I.F. Trans. 2.70 
T 609 455 KC Output I.F. Trans. 2.85 
T 610 455 KC Input I.F. Battery 2.70 
T 611 455 KC Output I.F. Battery 2.70 
r 612 455 KC Input I.F. AC-DC 2.70 
T 613 455 KC Output I.F. AC-DC 2.70 

T 633 10.7 MC Input or Interstage 3.25 
T 634 10.7 MC Discriminator 3.75 
T 635 10.7 MC Ratio Detector 3.90 

TB 683 455 KC Tapped Pri. I.F. Trans. 3.25 

TB 692 10.7 MC Disc. 900 KC P Ii> 3.75 
TB 693 10.7MC Ratio Det. 800 KC PIP 3.90 

T 233 21-25 MC Bifilar I.F. Shielded 2.50 
T 234 25-29 Me Bifilar I.F. Shielded 2.50 
T 235 4.5MC Input or Interstage 3.75 
T 236 4.5MC Discriminator 3.75 
T 237 4.5MC Ratio Detector 4.75 

T247 Sound Trap Shielded 4.5MC 1.90 
T 248 Quadrature Coil Sh'ld. 4.5MC 1.95 

~ 
MINIATURE \" .\\ 

PRINTED CIRCUIT 

I.F. TRANS. 

Model No. Item List Price 

T 255 4 . .5 MC Input or I nterstage 
T 256 4.5 MC Discriminator Trans. 
T 257 4.5 MC- Ratio Detector Trans. 

3.30 
3.75 
3.75 

Trade Discount Applies to List Prices Only 

Model No. Item list Price 

T 2!>8 4.5 MC Ratio Detednr Trans. 4.95 
T 259 4.5 MC Ratio Detector Trans. 4.15 
T 260 4.5 MC Ratio Detector Trans. 4.95 
T 261 TV 44 MC First I.F. Trans. Trap 3.10 
T 262 TV 42.5 MC Second I.F. 41.25 MC 2.BO 
T 263 TV 45.5 MC Third I.F. 47.25 MC 3.10 
T 264 TV 44 MC Fourth I.F Trans. 2.75 
T 265 TV 44 MC Converter I. F. Trans. 3.10 
T 614 455 KC Input I.F. Trans. 2.75 
T 615 455 KC Output I.F. Trans. 2.75 
T 646 455 KC Input I.F. Trans. AC-DC 2.75 
T 647 455 KC Output I.F. Trans. AC-DC 2.75 
T 654 10.7 MC Input or Interstage 3.25 
T 655 262 KC Input I.F. Trans. 2.85 
T 656 262 KC Output I.F. Trans. 3.00 
T 657 455 KC Output I.F. Trans. 2.90 
T 65B 10.7 MC Discriminator Trans. 3.75 
T 659 10.7 MC Ratio Detector Trans. 3.90 
T 661 262 KC Output I.F. Trans. 2.85 
T 664 455 KC Input I.F. Trans. Battery 2.75 
T 665 455 KC Output I.F. Trans. Battery 2.75 

MINIATURE 
ADJUST R.F. COILS 

Model List 
No. Use Freq. Range Price 

T 500 Antenna Stage 540-1600 KC 1.75 
T 501 R.F. Stage 540-1600 KC 1.75 

i ~~~ OsciUator'Stage 540-1600 KC 1.75 
Oscillator Stage 540-1600 KC 1.75 
capacity coupled type 

UNIVERSAL ADJ.UST 

OSCILLATOR COIL 
Model list 

No. Use Freq. Range Price 
=T-:5:::0-:-4--:0::-s-ci;:ClI:--a-:-to-r-:S::-ta-q-e~R.F 540-1700 KC 2.40 

T 505 Oscillator Stage R.F. 540-1600 KC 2.40 
T 509 Oscillator Stage I.F. 262 KC 1.30 
T 510 Oscillator Stage I.F. 455 KC 1.30 
T 511 Oscillator Stage I.F. 262 KC 1.30 
T 512 Oscillator Stage I.F. 455 KC 1.30 
T 514 Oscillator Stage I.F. 455 KC 2.50 

HIGH-Q-FERRITE 

ANTENNA COIL 
:;;1 'ii::\,;;',: i ' BROADCAST BAND 

Model' 
No. Inductance uh 

T523 240 
T524 700 
T525 667 
T526 35-300 
T527 200-900 
T528 240 
T529 700 
T530 667 
T531 880 
T532 240 
T533 

o :tt-
Model No. Item 
T 520 88-108 MC 

List 
Max. Cap. uuf Price 

365 
125 
123 

300-500 
100-365 

365 
125 
123 
98 
365 

340-460 

2.75 
2.75 
2.75 
1.70 
2.20 
2.75 
2.75 
3.00 
3.00 
3.00 
1.40 

ADJUSTABLE 
FM R.F. COILS. 

T 521 88-10B MC R.F. Coil 
T 88-108 MC Osc. Coil 

Model 
No. 

T 506 
T 507 
T 508 
T51B 

MINIATURE HI-Q COILS 

Antenna Stage 
R.F. Stage . 
Osc. ~taQe 
Antenna Stage 

Freq. Range 
535-1700 kc 
535-1700 kc 

455KC-.0004 Pad 
455KC IF 

list 
Price 

$2.50 
2.50 
2.40 
3.50 

ISSUE 4-61 
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R.F. CHOKES WITH AXIAL LEADS 

~ Phenolic Form 

Model No. 
T 956 
T 976 
T 957 

fA 811 
T 958 
T 803 

TA 812 
T 855 
T 856 
T 857 
T 858 
T 959 
T 859 
T 960 
T 860 

Single Loyer Windings 
uh 
0.1 
0.15 
0.22 
0.33 
0.47 
0.68 
0.82 
1. 
1.5 
2.4 
3.9 
5.5 
6.2 
8.2 

10 

Ohms 
.01 
.012 
.017 
.019 
.022 
.03 
.035 
.05 
.08 
.16 
.5 
.69 
.75 

1.12 
1.5 

Ma 
300 
300 
300 
300 
300 
300 
300' 
300 
300 
300 
300 
300 
300 
300 
200 

List Price 
$ .65 

.65 

.65 

.65 

.65 
2.10 

.65 

.65 

.65 

.65 

.65 

.70 

.70 

.70 

.70 

hon Core Form 
Single Loyer Windings 

ModeIN~o.~~u~h~ __ -=O~h~mis __ ~M~a~L~i~st.P~r'~lCe 
T 861 10 .06 300 $ .75 
T862 15 .12 300 .75 
T 863 24 .28 300 .80 
T 864 39 .65 300 .80 
T 962 55 .92 300 .85 
T 865 62 1.0 300 .85 

TA 813 82 1.6 300 .85 
T 866 100 2.0 200 .85 

Phenolic Form 
3 Section Windings 

Model No. mh Ohms Ma List Price 
-T;-;;867.7o-'-'------;;co.-=-I-----'-4cc.l:-"-----'-:-1 2S ~ 

T 868 0.15 5 125 .85 
T 869 0.24 6.6 125 .85 
T 870 0.39 8.7 125 .95 
T 871 0.62 11 125 .95 
T 872 0.75 13 125 .95 
T 873 1.0 15 125 .95 

Model No. 
T 874 
T 875 
T 876 
T 877 
T 802 
T 878 

TA 814 
T 879 

Iron Core Form 
3-SectionWindings 

mh Ohms Ma 
1 7 125 
1.5 9 125 
2.4 12 125 
3.9 17 125 
5.5 22 125 
6.2 33 100 
8.2 45 100 

10 47 50 

list Price 
$1.00 

1.05 
1.15 
1.25 
2.10 
1.40 
1.70 
1.95 

Ferrite Core R.F. Chokes 

ModelNo. 
T 880 
T 881 
T 882 
T 883 
T 884 

mh 
2.5 
5 

10 
25 
50 

Ohms 
8.3 

13.5 
28 
70 
110 

Ma 
200 
200 
125 
75 
75 

List Price 
$1.25 

1.40 
1.65 
1.90 
2.20 

Adiustoble 
Ceramic Forms 
and R.F. Coils 

Model No. Microhenries List Price 
:':'T=-=97:=:8~'-'------':=2~4·5-475 =-=-------'-"-"7.$3=-'.~00 

--1ii?--- Multiple Pi Chokes 

Model No. Mh Ohms MA list Price 
T 839 .25 8 200 . $ .95 
T 840 .5 12 200 .95 
1841 1 17 200 .95 
T 842 1.5 21 200 .95 
T 843 2.5 28 200 .95 
T 844 5 42 125 1.20 
T 845 7.5 82 125 1.50 
T 846 10 95 125 1.75 
T 848 25 160 125 2.10 
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• SARASOTA. FLORIDA 

II 
Unshielded Chokes 

Air Core Type 

Model No. 
T 934 
T 936 
T 938 
T 939 
T 940 
T 941 
T 942 
T 943 
T 944 
T 945 
T 946 
T 948 
T 950 

MH 
.25 
.75 

1.50 
2.50 
5.0 
7.5 

10. 
12.5 
15.0 
20 
30.0 
60. 
80.0 

Ohms 
8 

17 
21 
28 
41 
53 
67 
74 
83 

100 
120 
200 
230 

MA List Price 
125 $ .90 
125 .90 
125 1.00 
125 1.15 
125 1.15 
125 1.20 
125 1.25 
125 1.30 
125 1.35 
125 1.45 
100 1.56 
100 1.70 
100 1.85 

Iron 
MH 

Core Type 
Model No. 

T 902 
T 904 
T 906 
T 907 
T 908 
T 909 
T911 
T 912 
T 913 
T 914 
T 916 

.5 
1.0 
2,5 
5.0 
7.5 

10.00 
25.0 
50.0 
75.0 

100.0 
150.0 

Ohms 
6.8 

10.9 
19.5 
23.0 
37.0 
45.0 
78.0 

130.0 
200.0 
210.0 
268.0 

MA list Price 
125 $1.20 
125 1.30 
125 1.40 
125 1.60 
125 1.70 
125 1.8d 
100 2.00 
100 2.25 
100 2.50 
100 2.80 
10~ 3.00 

Shielded Chokes 

Model No. MH Ohms MA list Price 
-T 887 .5 

T 889 1.0 
8.6 125 i\.75 

11.5 125 1.85 
T 891 2.5 22.0 125 1.90 
T 892 5.0 31.0 125 2.00 
T 893 7.5 42.0 125 2.10 
T 894 10.0 47.0 125 2.25 
T 896 25.0 100.0 125 2.50 
T 897 50.0 160.0 100 2.60 
T 898 75.0 222.0 100 2.~5 

, .~24 MC UNSHIELDED 
PICTURE I.F. TRANS 

Model No. Description Trap List Price 
T 221 25.5 MC First I.F. 27.25 MC $2.85 
T 222 22 MC Second I.F. 21.2 MC 2.85 
T 223 21·25 MC Cathode Trap 2.85 
T 229 24.5 MC Video Det. I.F. 1.75 
T 232 21·25 MC Bifilar Wound I.F. 1.75 
T 232A 25·29 MC Bifilar Wound I.F. 1.75 
T 233 21·25 MC Bifilar I.F. Shielded 2.50 
T 234 25·29 MC Bifilar I.F. Shielded 2.50 
T 2.27 21·25 MC Bifilar I.F. 20·23 MC 3.25 
T 228 25·29 MC Bifilar I.F. 24·29 MC 3.25 

PICTURE 
I.F. INDUCTORS 

Unshielded 
Model No. Description Freq. list Price 
T 212 3rd Pix I.F. Trans. 25.2 MC $1.50 
T 213 Video Det. I.F. Trans. 23.4 MC 1.50 
T 214 Cathode Sound Trap 21.25 MC 2.25 
T 215 Tunable Choke 21·25 MC 1.50 
T 216 Tunable Choke 25·29 MC 1.45 

21.25 MC TELEVISION 
I.F. TRANSFORMERS 

Model No. Item Freq. list Price 
T 200 21.8 MC Cony. I.F. Trans. 21.25MC $3.10 
T 201 25.3 MC lst Pix I.F. Tr. 27.25Mt:. 3.10 
T 202 22.3 MC 2nd Pix I.F. Tr. 19.75MC 2.50 
T 239 lst Sound I.F. Trans. 21.25MC 2.75 
T 240 2nd SO'Jnd I.F. Trans. 21.25MC 2.1:5 
T 241 Sound Disc. Trans. 21.25MC 3.30 
T 243 Sound Ratio Oat. Trans. 21.25MC 3.85 
T 242 Soun"d Disc. Trans. 2.1.25MC 3.80 
T 268 Sound Di!;c. Tran!;. 21.25MC 3.75 

Trade Discount Applies to list Prices Only 

•. 4.5 MC INTERCARRIER 
~ Sound Components 

Model No. Item 
T 244 Input or Inter. I.F. Trans. 
T 245 Sound Disc. Tro..,s. 
T 246 Sound Ratio Det. Trans. 
T 249 Sound Pick Off Coil 
T 250 Sound Trap Unshielded 
T 247 Sound Trap Shielded 
T 251 Quadrature Coil 
T 248 Quadrature Coil Sh'ld. 
T 253 Sound I.F. Trap 
T 254 Sound· I.F. 
T 267 Sound Ratio Det. 
T 238 Sound Ratio Det. Trans. 

"40 MC" TV 

freq. List Price 
4.5 MC $3.00 
4.5'MC 3.50 
4.5MC 3.75 
4.5 MC 1.50 
4.5 MC 1.50 
4.5 MC 1.90 
4.5 MC 1.50 
4.5 MC 1.95 
4.5 MC 2.25 
4.5 MC 3.00 
4.5 MC 3.50 
4.5 MC 3.75 

PICTURE 
I.F. TRANSFORMERS 

Description Trap Lis' Price 
Converter I.F. Trans. $2.75 
lst Pix I.F. Grid Trans. 39.25 MC 3.30 
lst Pix I.F. Plate Trans. 41.25 MC 3.30 
Video Det. with Diode 43.7 MC 7.50 

Unshielded 
T 217 3rd·4th & 5th I.F. 41.75·45.75 MC $1.50 
T 230 41·45 MC Converter I.F. 1.50 
T 224 43.5 MC First I.F. 41.25 MC 2.95 
T 225 45.5 MC Second I. F. 47.25 MC 2.95 
T 226 40.0 MC Third I.F. 39.25 MC 2.95 
T 231 44 MC Fourth I.F. 1.55 
T 218 41·45 MC I.F. Single Winding 1.70 
T 219 Hi·Q Trae 40·46 MC 1.55 

VIDEO PEAKING COILS 
Filament Choke 

----T-~ 
Model liSt 

No. Use -uhy Resistor Price 
T 855 Filament 0.8 None $ .85 
T 300 Peaking 20 None .85 
T 301 Peaking 36 None .85 
T 302 Peaking 60 None .85 
T 303 Peaking 73 None .85 
T 304 Peaking 93 None .85 
T 305 Peaking 100 None .85 
T 306 Peaking 120 22 K .85 
T307 Peaking 120 None .85 
T308 .Peaking 155 None .85 
T 309 Peaking 180 39 K .85 
T310 Peaking 180 None .85 
T 312 Peaking 200 None .85 
T 313 Peaking 250 22 K .85 
T 315 Peaking 250 None .85 
T 316 Peaking 275 None .85 
T 318 Peaking 300 None .85 
T 319 Peaking 330 None .85 
T 321 Peaking 375 None .85 
T 322 Peaking 420 None .85 
T 323 Peaking 470 None .85 
T 324 Peaking 500 None .85 
T 325 Peaking 550 None .85 
T 326 Peaking 600 None .85 
T 327 Peaking 700 None .85 
T 328 Peaking 800 None .85 
T 329 Peakina 950 None .85 

SUB-MINIATURE 

I.F. TRANS. 

• 
Model No. Item list Price 
T 6.50 455 KC Input I.F. Trans. $2.80 
T 651 -455 KC Outout I.F. Trans. 2.80 

© U.C.P., Inc. 



SECTION 1900 

Excellent Tone Volume and Sensitivity!! 
I , 

CUSTOMIZED 

eRENAULT 

e A TR .K.ruuuL.o-
(1IIu~trate~ Under-dash Mounting} 

OTHER MODELS AVAILABLE 

eLARK 

The ATR Customized Karadio is a compact, new, self-con­
tained airplane-styled radio for small import and compact 
Ameril!an cars_ This economical unit is perfect for all small 
cars because it can be easily and inexpensively installed 
in-dash or under-dash on most any make or model auto­
mobile-and its powerful B-tube performance provides 
remarkable freedom from engine, static, and road noises_ 
ATR Karadios are built to look and fit like original equip­
ment with sleek, modern styling and solid, single-unit con­
struction. They offer many customized features and provide 
highest quality fidelity-yet cost for less than comparably 
designed units. The ATR ·Custamized Karadio comes complete 
with speaker and ready to install ..• ond is the ideal way 
to add fun and value to your small impart or American 
automobile! 

';tn t~ ~"'"" .. "IN ONE COMPlEn PACKAGE. 
ATR CUSTOMIZED ~~ sm 

COMPLETE WITH TRIM PLATE KITS AND SPEAKERS 

FEATURES • HAND WIRED - NO PRINTED CIRCUITRY 

• Finger-tip control to adiust tone as you desire. 

• Automatic volume control to keep signals strong and 
steady. 

• Its powerful 6-tube circuit (actual B-tube performance) 
outperforms most larger and bulkier sets! 

• Is ATR Vibrator-operated! 

For performance, dependability, and economy-the ATR Karadio 

is the finest, most versatile auto radio ever designed! 

SPECIFICATIONS 

• Lorge, easy-to-read illuminated dial. 

• Extra large Alnico 5 Magnet PM Speaker. 

• 6-Tube Superheterodyne Circuit (utilizes 2 dual purpose 
tubes) with B-Tube Performance pulls in those 
dis,tant stations, with good tone and volume. 

• Uses tube-type rectifier for longer uninterrupted service 

• No battery polarity input problem. 

• 3-Section Super "Magne-Wave" Tuner. 

• Increased sensitivity assures more powerful reception at 
greater distances. 

• 6 or 12 volt storage battery operation, low battery drain. 

Neutral Gray-Tan, baked endmel finish. Overall size, 7" 
deep, 4" high, and 6W' wide. Net weight, radio set, 6 Ibs. 

1. All KARADIO Models above equipped with tone control, trim plate 
kit, and speaker. It antenna 1s desired, additional pricing would be as 
tollows: List Price, $2.95; dealer price, $2.07. Antenna shipping 
weight-l lb. 

2. *When ordering radio sets, please be sure to specify make of car. 8S ¢ 
above. together with battery voltage and code number to avoid any 
possible mistakes. Auto radio sets when so ordered will automatically 
be supplled with the Model K-1279 or K-1280 KARADIO for the bat-
tery voltage system required depending on whether built-in speaker or 
external speaker is needed. Each radio will be packaged in one (1) 
carton complete wherever practical to facilitate handling. . 

3. tReQuires filing or drilling mounting holes for tuning or volume con­
. trol shafts necessary to mount radio in dash. 

4. Net weight each 'radio above--6"h -lbs. shipping weight BS indicated 
above. 

KARADIO 
MODEL 

BORGWARD 
BUICK 

195B-'54 
t CHEVROLET 

195B 
1956-'55 
1954-'53 

CORVAIR 
DKW 
ENGLISH FORD 

1957-'59 consull 
Zephyr 
Zodiac 

Battery 
Voltage 

6-volt 

12-volt 

12-volt 
12-volt 
6-volt 

12-volt 
6-volt 

12-volt 

1960 Consul ~ 
Zephyr 
Zodiac 
Mark III 

12-volt 

t FALCON 
tFORD 

1960 
1959-'57 
1954 

GOLIATH 
1959 
1960 

KARMEN-GHIA 
LARK 

1959-'60 
MERCURY 

195B-'57 
MG-MGA 
MORRIS-MINOR 
OPEL 
PEUGEOT 

t PLYMOUTH 
1959 
1956 
1955 

RAMBLER 
195B-'59 

RENAULT 
1955-'59 
1955-'59 
1959-'60 

SIMCA 
Aronde 1957-'59 
Elvsec 1959-'60 

VOLKSWAGEN 
1939-'57 
195B-'60 

VOLVO 
1957-'60 

UNIVERSAL MODEL 
K-1279-17 
K-1279-6 

12-volt 

12-volt 
12-volt 
6-volt 

6-volt 
6-volt 
6-volt 

12-volt 

12-volt 
12-volt 
12-volt 
6-volt 

12-volt 

12-volt 
12-volt 
6-volt 

12-volt 

6-volt 
17-volt 

12-volt 
12-volt 

6-volt 
6-volt 

6-volt 

12-volt 
6-volt 

Code 
No. 

BDAZR 

BKBYR 

CTCXR 
CTDWR 
CTEVR 
CRFUR 
DWGTR 

EFHSR 

EFIRR 

FNJQR 

FDKPR 
FDLOR 
FDMNR 

GHNMR 
GHOlR 
KGPKR 

LKQJR 

MYRIR 
MGSHR 
MMHSR 
OLTGR 
PTUFR 

PHVER 
PHWDR 
PHXCR 

RRYBR 

RTAZR 
RTBYR 

SACXR 
EEDWR 

VNEVR 
VNFUR 

VOGTR 

KOUBR 
KOVCR 

Shipping 
Weight 

Bibs. 

Bibs. 

Bibs. 
Bibs. 
Bibs. 

101bs. 
Bibs. 

9lbs. 

9lbs. 

Bibs. 

Bibs. 
Bibs. 
Bibs. 

Bibs. 
Bibs. 
Bibs. 

Sibs. 

Bib •. 
Bibs. 
7lbs. 
Bib •. 
Bib •. 

9 lb •. 
Bibs. 
Bibs. 

Bib •. 

Bibs. 
Bib •. 

Bibs. 
Bibs. 

Bibs. 
Bib •. 

Bibs. 

7lbs. 
7 lb •• 

DEALER 
PRICE 

$35.67 

35.67 

35.67 
37.21 
35.67 
40.39 
35.67 

36.72 

36.02 

37.49 

37.49 
35.67 
35.67 

35.67 
35.67 
36.23 

37.21 

35.67 
35.67 
33.57 
35.67 
35.67 

37.63 
37_49 
37.49 

36.02 

35.67 
35.67 

36.02 
36.02 

37.21 
36.23 

35.67 

$33.57 
33.57 

JOBBERS ATTENTION: See Page 630 in this ATR Section and Page 990 in Section 4000 for your Catalog Needsl 
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SECTION 1900 

rRuell< 
most versatile truck-auto-boat radio ever designed! 

ATR TRUCK KARADIO is perfect for your truck! New self-contained, 
single-unit overhead airplane-style radio can be easily installed in 
the cab roof of any make or model truck, or if you prefer, in-dash 
or under-dash. 

EASY TO INSTALL 

1. Drill one Sfe" hole in ceiling. 2. Tighten antenna with lock-nut 
assembly and connect one 
wire. 

The AlR KARAOIO is ideal for small import cars or compact American 
cars! Unit is completely self-contoined-extremely compact! Can be 
mounted in-dash or under-dash-wherever space permits! 

TR-1279-6A, 6-Volt ModeL ..... Dealer Price $41-96 

TR-1279-12A, 12-Volt Model ... Dealer Price $41.96 

Yoke-typil flat 
bracket-spring protects 
set against vibration. 

Short antenna lead only 'i. 
the length normally required. 

Finger-Tip 
Tuning Control 

~ Til 

( 

fEATURES 

• The in-line position of the speaker in this compact 6-pound radio permits 
more sound to reach the listener, so that the volume need not be turned up 
to the point of distortion even when driving fast: 

• A fixed-length antenna (optional equipment) connected to the receiver by 
Q 12-inch lead permits proper matching of the .antenna to the receiver under 
all conditions, thus increasing the set's sensitivity. 

• Finger-tip tone control to adjust tone as you desire. 

• Automatic volume control to keep signals strong and steady. 

• Its powerful 6-tube circuit (actual 8-tube performance) outperforms most 
larger and bulkier sets! 

• The life of the radio has been increased considerably dl!e to specially de­
signed yoke-type Aat-spring-mounting and excellent ventilation. 

• The ATR Karadio' is simple to service-merely take off two easily accessible 
thumb nuts and remove the entire set. . 

• The unit can be installed quickly and easily-drill ONE hare ... connect 
ONE wire, and the set is ready for use. 

• Overhead mounting adds extra safety to driving, because the driver never 
has to take his eyes off the rood to tune or adiust the set. 

• Yoke-type tilt bracket mount permits radio to be adjusted to curvature of 
any cab or as desired by driver. 

• Sturdy lock-nut and washers hold radio set mount securely to cab top 
through 5/." hole drilled in ceiling. 

• 33" stainless steel antenna bends in any direction. 

.. Set is peaked to maximum efficiency with given length of aerial. 

• Antenna lead only 12" in length. 

~:~s::i1e0~~~k~:~t~~C::~~~~~Z'e::~ d-:~;:=J!-the ATR Karadio is the finest, mast 
SPECIfICATIONS 

• lorge, easy-to-read dial. 

• Extra large Alnico 5 Magnet PM Speaker. 

• 6· Tube Superheterodyne Circuit (utilizes 2 dual purpose tubes) with 8· Tube 
Performance ... pulls in those distant stations. 

• Uses tube-type rectifier for longer uninterrupted service. 

• No battery polarity input problem. 

• 3-Sectio" Super "Magne-Wave" Tuner. 
• Increased sensitivity assures more powerful reception at greater distances. 

• 6 qr 12 volt storage battery operation, low battery drain. 

Ne,utral Gray· Tan, baked enamel finish. Overall size, 7" deep, 4" high, and 
6'12" wide. Net weight, radio set, 6 Ibs., shipping weight, complete with 
antenna, 10112 pounds. 

33" stainless steel antenna, spring mounted 

bends in any direction. 

Rubber washer and lock-nut 
___ ~-- assembly provides watertight, 

trouble-free roof installation. 

Tone control 

Hand Wired 

No Printed 

Circuitry 

AVAilABLE 
WITH OR 
WITHOUT 

ANTENNA, 
AS DESIRED. 

FOR 6-VOLT 
OR J2-VOlT 

BATTERY 
SYSTEM. 

JOBBERS ATTENTION: See Page 630 in this ATR Section and Page 990 in Section 4000 for your Catalog Needsl 
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SECTION 1900 

CLOCK SPECIFICATIONS 
ON MODEL T91 ONLY 

MODEL T91 

• Genuine Telechron Movement ••• Accurote, Quiet, 
and Long-Lived. 

• Self-Starting ••• Never Needs Winding, Oiling, 
or Regulating. 

• Simplifled Clock Controls for Radio and Sleep 
Switch. 

• 1100 Watt Controlled Appliance Outlet. 
• Automatic Buzzer Alarm Sounds Approximately 

10 Minutes After Sleep-Switch Turns On Radio. 
• Gold-Plated Bezel and Numerals on Large Bone­

White Dial. Dial Size 41.4" x 71.4" 

CLOCK RADIO WITH BUILT-IN SALES APPEAL 

Excitingly styled clock radio-trim, modern cabinet in 
ebony or ivory plastic . . . rich gold-color trim and clock 
numerals. Powerful 5-tubes AM radio chassis with built-in 
"Magna-Plate" antenna. Full-toned 4" PM speaker. Popular 
features include: Musical Alarm-radio turns on auto­
matically at any pre-set time; Sleep Selector-lulls user 
to sleep, turns radio off automatically during 60 minute 
period after retiring; Automatic Appliance Timer-outlet 
on back of radio times any electric appliance automatically 
(up to 1100 watts). Cabinet 10~ in. wide, 5 in. high 
5Ys in. deep. Wt. ,approx. 8 lbs. A WONDERFUL TONIC FO~ 
NEW SALES . . . BIGGER PROFITS! 
Moder T-91 Clock Radio, Black _______________________ Dealer Price $22.45 
Model T-91 Clock Radio, Ivory ________________________ Dealer Price $23.15 

for Workshop 

ATR "TILT-A-STAND" RADIO 
MOUNT ON THE WALL-UNDER A SHELF­

OR SET ON A TABLE' 
PERFECT for ever.y room in YOUR home 

A NEW HIGH IN RADIO USEFULNESS ... It rotates 
a full 360· on a beautiful golden pedestal. Pedestal is 
notched for screws, giving unlimited mounting possibilities. 
THE HANDIEST RADIO EVER! The gleaming molded bakelite 
cabinet is enhanced by a contrasting recessed grill and rich 
golden dial pointer and controls. Distinctive dial with large 
Roman numerals. 

Excitingly new and different . . . radio is mounted on 
sturdy, gleaming brass-finished stand. Radio tilts up or 
down easily to any desired angle. Keyhole slot in stand 
makes this versatile performer easy to mount on wall out 
of way of small hands. Perfect for den, kitchen, or 
bedroom. Power-packed 5-tubes chassis. Built-in loop 
antenna. Automatic volume control. Full 4" Alnico 5 speaker 
Distinctive Roman numerals on dial. Size: 916" W x 4" D 
X 5%" H. AC/DC. U.L. approved. Weight 516 Ibs. 

Model T-87 (Tilt-A-Stand), Black ____ Dealer Price $17.47 
Model T-87,(Tilt-A-Stand), Red ________ Dealer Price $18.10 

JOBBERS ATTENTION: See Page 630 in this ATR Section arid -p'age 990 in Se,ction 4000 for your Catalog Needs! 
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SECTION 1900 

~ ULTRA MODERN 
. TABLE RADIOS 

CLOCK SPECIFICATIONS 
ON MODEL T91 ONLY 

• Simplified Clock Controls for Radio 
and Sleep Switch. 
• 1100 Watt Controlled Appliance Outlet. 

• Genuine Telechron Movement 

• Automatic Buzzer Alarm Sounds Ap~ 
proximately 10 Minutes After Sleep­
Switch Turns On Radio. 

• • . Accurate, Quiet, and Long­
lived. 
• Self.Starting ••• Never Needs 
Winding, Oiling, or Regulating. 

• Gold-Plated Bezel and Numerals on 
~~.4~e Bone-White Dial. Dial Size 4 1.4"x 

• Ul Approved. 

CLOCK RADIO WITH BUILT-IN SALES APPEAL 
~!~~\~n~l~ . S:fcl~dgO~~_~~l~:~~~;-t~~~. c::!g~e~~rnc~~~~tp!~e~~gr~ t~b!~~~ 
eluding rectifier AM radio chassis with buUt-ln "Magna-Plate" antenna. 
Full-toned 4" PM speaker. Popular features include: Musical Alarm­
radio turns on automatically at any pre-set time; Sleep Selector-lulls user 

~':~:~'ai~~n~~~11~~~ea¥-\~:..t~~~rl~u~~t~krr:,tr~~:ii~e~1~e:r~:/:f!~i~fJ 
~rf~~ag~ r~.t~~:J~c~r. ~~~r~~x.l§oPbs~Tatts). Cabl.net lO}4 In. wide, 5 In. 

• HAND WIRED - - - NO PRINTED CIRCUITRY 
ATR "TlLT-A-STAND" RADIO. MOUNT ON THE 
WALL-UNDER A SHELF-OR SET ON A TABLE. 
PERFECT for every room in YOUR home .. 

I:\IIJI~' 11'\. 11· ~. f.' _ : 
~~d5~~,~. I 

, , ~ , 

for Kitchen for Den for Workshop 
A NEW HIGH IN RADIO USEFULNESS ... It rotates a lull 3600 on a 
beautllul golden pedestal. Pedestal Is notched lor screws, giving unlimited 

:a~~YIV~~~~~~~\I~t!~Iia~~:d ~:NaD~~~ir:s~r~~ r~~:S~!dT:~lr~~:r~~:hX:~l~:~ 
dial pointer and controls. Distinctive dial with large Roman numerals. 

Excitingly new and different ... radio is mounted on sturdy, gleaming 
brass-finish stand. Radio tilts up or down easily to any desired angle. Keyhole 
slot in stand makes this versatlle performer easy to mount on wall out of 
way or small hands. Perfect for den, kitchen. or bedroom. Power-packed 
5 tubes including rectifier chassis. Bullt-in loop antenna. Automatic volume 
control. Full 4" Alnico 5 speaker. Distinctive Roman numerals on dial. 
Size: 9 Mi' W x 4' D x 5~' H. AC/DC. UL. approved. Beautilul bakelite 
cabinet-Resists heat. Weight 5¥.i Ibs. 

GENERAL SPECIFICATIONS 
PERTAINING TO ALL ATR TABLE RADIOS 

• Advanced Super­
heterodyne Circuit 

• Sealed Alnico 5 PM 
Dynamic Speaker 

• Automatic Volume Control 
• Genuine Magna-Wand 

Ferrite Antenna 
• Power Line Noise Filter 
• Wave Band: 540 to 1600 KC 

Model T-91 Clock Radio, Black-List 29.95 . 
Model T-91 Clock Radio, Ivory-List 31.95 . 
Model T-87 (Tilt·A·Stand), Black-List 24.95 
Model T-87 (Tilt·A·Stand), Red-List 26.95 . 

1.t1iiJf! TR~CK 
J \...1l..JUl d JJ 

Excellent Tone, 
Volume and Sensitivity!! 
• EASY TO INSTALL 
• POWERFUL &TUBE 

PERFORMANCE 
• INCLUDES ANTENNA 
• IDEAL FOR SMALL AND 

• Tubes: 5 tubes 
including rectifier 

• Power Supply: 
115 volts, 60 
cycles A.C. 

· Net 22.45 
· Net 23.15 
· Net 17.47. 
· Net 18.10 

• HAND WIRED 
NO PRINTED 
CIRCUITRY 

. ( -,,- . L.L._~/ ~- Alrplan. Strle 
FORE.I~_~C~RS ~ 

-~' ~JI\. -J.~ -r~ .--\ Overh.ad MounUn. 
,..r-- _ I ._ -. ,!Ir"::';;f( - under Cab Roof 

. '-," :/~ (W 
IDEAL FOR PERFEct FOR ~UST THE THING 

SMALL CARS TRUCKS FOR BOATS 
Compact, yet powerful_ Fits aU trucks, station wago.dS, 'most cars and 
boats. Needs no expensive under-daSh mounting ... no cables or brackets ... 
no ground wires. Just drill a %-Inch hole in rool and suspend the one-piece 
unit (aerial, chassis and speaker) In minutes. Watertight mounting assembly 
holds antenna uprIght. Yoke-type bracket lets you tilt radio to any angle. 
Extra-sensltiv. radiO h.s 6 tub .. (2 double-purpose). over-size Alnico 5 
PM speaker lor tull, rich tone. Big, easy-ta-read Illuminated dial. Fingertip 
tuning control. Volume and tone controls. 33-1n. stainless steel antenna. 
Neutral gray-tan enameled metal cabinet. 7x6Mix41n. Wgh over-all. Shipping 
weight lOMi Ibs. Complete. ready to install. 
TR.1279-6A-6·Volt-List 59.95. . . . . ... . .. . . . Net 41.96 
TR-1279-12A-12·Volt-List 59.95 ................ Net 41.96 
Similar to above, I.s. Tone Control, .s follows: 
TR-1277-6A-6·Volt-Llst 49.95 
TR;1277-12A-12·Volt-List 49.95 .... 
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· Net35.96 
· Net35.96 

~Jl CU~TOMlzr 
_0-" -D ct . ...a-

FOR. , . SMALL IMPORT CARS 
AND COMPACT 

U.S.CARS 
For Your Convenience .. _Ill IN ONE 

COMPLETE PACKAGE •• 
ATR CUSTOMIZED Karadio SETS 

Complete with Trim Plale Kits 
and Speakers 

The ATR Customized Karadio is a compact, new, sell-contained alrplane-
styled radio for small import and compact American cars. This economical 

~~\tJreri~~!s~ro~h~~e~~d:hs ~:c~~~~ ~n~a':n::ee~~1l~u~\3: ~~t~~~~\r:~ 
and its powerful 8-tube performance provides remarkable freedl1m from 
engine. static, and road noises. ATR Karadlos are built to look and fit like 
original equipment with sleek, modern styling and soUd, single-unit con-
struction. They oller many customized leatures and provide highest quality 
fidelitY-yet cost lar less than comparably designed units. The ATR Cus-
tomized Karadlo comes complete with speaker ready to Install ... and is the 
Ideal way to add lun and value to your small Import or American automobilel 

KARADIO Battery Code Shipping LIST NET 
MODEL Voltage No. Weight PRICE PRICE 

BORGWARD 
BUICK 

6-volt BDAZR SIbs. $50.95 $35.67 

1955-'54 12-volt BKBYR Sibs. 50.95 35.67 
tCHEVROLET 

1958 12-volt CTCXR Sibs. 50.95 35.67 
1956-'55 12-volt CTDWR Sibs. 53.15 37.21 
1954-·53 6-volt CTEVR SIbs. 50.95 35.67 

CORVAIR 12-volt CRFUR 101bs. 57.70 40.39 
DKW 6-volt DWGTR Sibs. 50.95 35.67 
ENGLISH FORD 

1957-59' COnSUl} 
Zephyr 12-volt EFHSR 91bs. 52.45 ·36.72 
Zodiac 

1960 Consul } 
Zephyr 12-volt EFIRR 9lbs. 51.45 36.02 
Zodiac 
Mark III 

tFALCON 12-volt FNJQR SIbs. 53.55 37.49 
tFORD 

12-volt 1960 FDKPR Sibs. 53.55 37.49 
1959-' 57· 12-volt FDLOR Sibs. 50.95 35.67 
1954 6-volt FDMNR Sibs. 50.95 35.67 

GOLIATH 
1959 6-volt GHNMR Sibs. 50.95 35.67 
1960 6~volt GHOLR SIbs. 50.95 35.67 

KARMEN-GHIA 6-volt KGPKR SIbs. 51.75 36.23 
LARK 

1959-'60 
MERCURY 

12-volt LKQJR Sibs. 53.15 37.21 

1955-'57 12-volt MYRIR Sibs. 50.95 35.67 
MG-MGA 12-volt MGSHR Sibs. 50.95 35.67 
MORRIS-MINOR 12-volt MMHSR 7lbs. 47.95 33.57 
OPEL • 6-volt OLTGR Sibs. 50.95 35.67 
PEUGEOT 12-volt PTUFR Sibs. 50.95 35.67 

tPLYMOUTH 
1959 12-volt PHVER 9lbs. 53.75 37.63 
1956 12-volt PHWDR Sibs. 53.55 37.49 
1955 6-volt PHXCR Sibs. 53.55 37.49 

RAMBLER 
1955-'59 12-volt RRYBR Sibs. 51.45 36.02 

RENAULT 
1955-'59 6-volt RTAZR Sibs. 50.95 35.67 
1959-'61 12-volt RTBYR Sibs. 50.95 35.67 

SIMCA 
Aronde 1957-·59 12-volt SACXR Sibs. 51.45 36.02 
Elysee 1959'60 12-volt EEDWR Sibs. 51.45 36.02 

VOLKSWAGEN 
1939-'57 6-volt VNEVR Sibs. 53.15 37.21 
1955-'61 6-volt VNFUR Sibs. 51.75 36.23 

VOLVO 
1957-'60 6-volt VOGTR Sibs. 50.95 35.67 

UNIVERSAL MODEL 
K-1279-12 12-volt KOUBR 7lbs. 47.95 33.57 
K-1279-6 6-volt KOVCR 7lbs. 47.95 33.57 

FEATURES • HAND WIRED - - - NO PRINTED CIRCUITRY 
• Finger-tip tone control to adjust tone as you desire. 
• Automatic volume control to keep signals strong and steady. 
• Its powerful 6·tube circuit (actual a-tube performance) outperforms most 

larger and bulkier sets! 
• Is ATR Vibrator-operated! 
For performance, dependability. and economy-the ATR Karadio Is the finest, 
most versatile auto radio ever designed! 

SPECIFICATIONS 
• Large. easy-ta-read illuminated dial. 
• Extra large Alnico 5 Magnet PM Speaker. 
• 6 .. Tube Superheterodyne Circuit (utilizes 2 dual purpose tubes) with 8-Tube 

Performance, •. pulls in those distant stations, with good tone and volumea 
• Uses tubeoOtype rectifier for longer uninterrupted service. 
• No battery polarity input problem. 
• 3 .. Section Super "Magne-Wave" Tuner. 
• Increased sensitivity assures more powerful reception at greater distances. 
.6 or 12 volt ~torage battery operation, low battery drain. 
Neutral GraY-Tan, baked enamel finish. Overall size, 7" deep, 4!' high, and 
61f.!" wide. 

1. All KARADIO Models above equipped with tone control; trim plate kit, 
and speaker. If antenna is desired, additional pricing would be as follows: 
List Price, $2.95: dealer price, $2.07. Antenna shipping weight-lib. 

2. *When ordering radio sets, please be sure to speclfy make of car, as above. 
together with battery voltage and code number to avoid any possible 
mistakes. Auto radio sets when so ordered will automatically be supplied 
with the Model K-1279 or K-12S0 KARADIO lor the battery voltage 
system required depending on whether built-in speaker or external 
speaker Is needed. Each radio will be packaged In one (I) carton complete 
wherever practical to lacllltate handling. 

3. tRequlr.s tiling or drilling mounting hoi •• for tuning or volume 
control .hafts nec •• sary to ~ount radiO In da.h. 

4. Net weight each radio above-6 ¥.i Ibs. shipping weight as Indicated above_ 

Net ©·U.C.P., Inc. 



SECTION 1900 

FOR THOSE WHO WANT THE FINEST! 
15 FULL-DOOR and 12 OPEN FACE 

DE LUXE CONSOLE TELEVISION SETS 

• to choose from! • • 

FEATURING THE ULTIMATE IN HIGH-QUALITY, AUTHENTICALLY-STYLED, FINE-FURNITURE 

CABINETS AND THE FULL-TRANSFORMER SUPER-POWERED ATR No. 2600 CHASSIS. 
Includes push-pull high-fidelity audio system; dual extended-range, large permanent 
magnet speakers; spot-light tuning; giant 265 square inches 90° aluminized 21" picture 
tube; and super VHF tuner for high sensitivity fringe area reception. 

by~ 

Pictured: 
Model 

26007 LO·" 
in mahogany 

"Distinctively styled in genuine walnut, mahogany or 
blonde Korina. Hand rubbed to a gleaming, hard finish 
of lasting beauty. "Features the superb No. 2600 ATR 
chassis. Dimensions: 24~' wide, 36~" high and 20' 
deep. Concealed casters for mobility. 

• UNSURPASSED 

IN BEAUTY 

• UNEQUALLED 

IN 

PERFORMANCE 

• UNMATCHED 

IN 

QUAlITY 

CONSTRUCTION 

P~by" 
Model No. 26002 

(Illustrated) 

Cabinet has concealed casters for easy mobility. Available 
in 18th Century Mahogany, Early American Antique 
Maple and French Provincial in Cherrywood with Fruit~ 
wood finish~ Dimensions: 241h" wide. 36 th" high, and 
20" deep. Rich finishes are applied and hand rubbed to 
smooth lustrous beauty . 

••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

SUPER-POWERED ATR 
No. 2600 FULL-TRANSFORMER 

CHASSIS 
For Maximum Dependability 

and Performance 

SPECIALLY DESIGNED BY ATR FOR 
MOVIE-CLEAR, SHARPEST PICTURES WITH 
MAXIMUM PICTURE STABILITY 
DESIGN AND CONSTRUCTION INCLUDE 
EXTRA VALUE FEATURES THAT MAKE 
FOR QUA~ITY PLUS • • • 

• 18,000 volts of quality picture power 
• Super-powered full-transformer 

26 tube chassis 
• Extended-range speakers of heavy 

duty construction 
• Automatic gain control 
• 4-Stage 41 Me IF amplifier 
• Interference rejector 
• Push·pull audio system 
• Permanent-magnet focus 
• Higher gain video amplifier 

• Wider band width • Precision interlace 
• Highest quality components in~Juding 

molded capacitors 
• Improved dependable long life ATR 

circuitry 
• Front tuning of all important control 

functions 

JOBBERS ATTENTION: See Page 630 in this ATR Section and Page 990 in Section 4000 for your Catalog Needs! 
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SECTION 1900 

engineered and manufactured by 

BLONDER~*TONGUE 
Newark, N. J. 

AVAILABLE IN CANADA FROM: BENCO TELEVISION ASSOCIATES LTD. REXDALE, ONTARIO 

MASTER ANTENNA SYSTEM COMPONENTS 
for motels, hotels, apartment houses, schools, etc. 

VHF SINGLE-CHANNEL AMPLIFIER WITH AGC 
MODEL MCSc-An MCSc is available for each VHF channel and the MCSc-FM 
covers the entire FM band. Each MCSc has a built-in, fuse-protected power supply. 
MCSc units also have built-in mixing networks so that the output of each MCSc in 
a system may be plugged into the next MCSc; at the final output all of the chan­
nels are being fed into one coaxial cable. 

AGC action enables MCSc units to provide uniform outputs even though the 
strengths of the inputs vary. Two operating controls (Gain & AGC) increase the 
versatility of these amplifiers. 

Gain: at least 46 db, ch. 2-6; 38 db, ch. 7-10; 35 db; 11-13. Max. output; 1.4 volts 
(for less than 1% cross-modulation); 2 volts (for less than 3% cross-modulation). 

Net MCSc-$B4.00; MCSc-FM-$lBO.OO 

MAST MOUNTED SINGLE CHANNEL AMPLIFIER 
MODEL CB-Completely weatherproof. Amplifies any specified VHF channel. Low 
noise. 21 db minimum gain on 10 band; 18 db minimum on high band (when 1 out­
put is used). Max. output 0.5 volts for less than 1 % cross-modulation. 300 ohm 
input; two 75 ohm mixing outputs. Net $31.50 

BROADBAND AMPLIFIER 
MODEL MLA-B-Broadband VHF amplifier with all the features essential for easy 
installation and superior reception in large or small TV systems. More than 40 db 
amplification on all VHF channels. Separate high and low band tilt and gain 
controls. 

MAX. OUTPUT (across 75 ohms) 2.5 volts per band for less than 1% cross mod­
ulation. 3.5 volts per band for less than 3% cross modulation. Net $B9.95 

ALL-CHANNEL VHF AMPLIFIER (8 Outlets) 
MODEL DAB-B-Provides 8 amplified, isolated TV outlets from one input. Choice 
of 75 ohm or 300 ohm input and output. 10 db minimum gain. Gain control. 

Net $5B.50 
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SECTlON 1900 

engineered and manufactured by 

BLONDER.~/(TONGUE • Newark, N. J. 

AVAILABLE IN CANADA FROM: BENCO TELEVISION ASSOCIATES LTD. REXDALE, ONTARIO 

MASTER ANTENNA SYSTEM COMPON'ENTS 
for motels, hotels, apartment houses, schools, etc. 

MAST·MOUNTED TV IFM AMPLIFIER (with remote power supply) 
MODEL AB-3-Low-noise amplifier virtually eliminates snow. Can be used in a 
fringe area home installation, or as a pre-amplifier in a master TV system. 

The remote power supply sends AC power up to the mast mounted amplifier on 
the same down-lead that carries the antenna signal down. It provides the correct 
power to the amplifier for any length of connecting cable up to one mile (when open 
twin-lead is used). Amplifier uses low noise frame-grid tubes. Provides 25 db mini­
mum gain on all VHF-TV and FM stations. Choice of 300 ohm or 75 ohm output. 
Stripless terminals for 300 ohm twinlead; solderless "quick-disconnect" terminals 
for 75 ohm coax. No balun j.s needed because the input is matched to 300 ohm 
antennas. Net $64.50 

TRANSISTOR TV IFM AMPLIFIER 
MODEL BT-3 - For fringe areas, home 
or Master TV installations. Low noise 
figure: 5 to 7 db. At least 18 db gain on 
channel 2; 15 db, channel 6; 19 db chan­
nels 7-13; and 9 to 15 db on FM. It can 
be powered by AC or battery. Provision 
for split or combined hi-band and low­
band input. Solderless 75-ohm coaxial 
fittings at input and output. 

Net $49.95 

TV IFM AMPLIFIER 
MODEL HAB-For use in master, com­
munity and home TV systems. 25 db 
min. gain. Both 300 ohms inputs and 
outputs. Separate hi and 10 band gain 
controls. Uses frame grid tubes. 
Max. Output (across 75 ohms): 0.9 volts for 
less than 1% cross modulation (low band); 
0.6 volts for less than 1 % cross modulation 
(high bana); 2.5 volts for less than 3% cross 
modulation (low band); 1.0 volts for less than 
3% cross modulation (high band). Net $43.20 

RADIATION·PROOF HOUSING AC LINE FILTER INDOOR BREEZEWAY HOUSING 
MODEL MRH-A-Weatherproof and ra­
diation-proof enclosure for Master TV 
equipment. Has perforated mounting 
surface and adjustable support brackets. 
Front-opening sealed door and sturdy 
hasp. Irridite-finish, cadmium-plated 
steel. 181,4" x 14" x 6". Net $39_00 

MODEL MLF-60 db RF isolation be­
tween amplifier and power line. Two 
AC receptacles, one power cable input 
connector. Mounts in MRH-A, or BH-l. 

Net $12_50 

MODEL BH-1-Fully ventilated. Perfor­
ated mounting surface. Keyed slots for 
v~rtical or horizontal mounting. Provi­
SlOn for locking. 20" x 27" x 1O'Aj". 

CONVERTERS 
UHF-to-VHF CONVERTER-AMPLIFIER MODEL UC-2 - Ideal for smail 
systems. While it is not crystal controlled, it is quite suble 
when installed indoors. The UC-2 has a built-in power supply 
and two 75 ohm mixing outputs for maximum flexibility. When 
one output is used, it prOVIdes a minimum of 6 to JO db gain, 
depending on converaion (3 db less when both outputs are used 
or terminated). The input is matched to 300 ohms. Net $90. 

Net $29_95 

CRYSTAL CONTROLLED VHF AND UHF CONVERTER·AMPLIFIERS 
UHF-to-VHF CONVERTER-AMPLIFIER. Model MUC -Converts specified UHF channel to speci­
fied VHF channel. Gain: 15 to 30 db (depending on conversion). Oscillator Stability: 
total change less than 0.01% over ambient temperatore range O'F to 1l0'F. Connections: 
300 ohm input and two 75 ohm mixing outputs. Net $240. 

- Featuring built-in power supplies and 
mixing circuits for compact, mexpensive 
head end systems. These units proVIde am­
plification as well as conversion. 

HI-to-LO CHANNEL VHF CONVERTER AMPLIFIER_ Model MVC - converts a specified VHF high 
channel (7-13) to a specified VHF low channel (2-6). Oscillator stability: Total change 
less than 0.01% over temperature range of O'F to 1l0'F. Connections: 75 ohm input and 
two 75 ohm mixing outputs. Net $240_ 

LO-ta-LO CHANNEL VHF CONVERTER-AMPLIFIER. Model MLC - converts a specified VHF low 
channel (2-6) to another specified VHF low channel (2-6). Gain: 20 to 40 db depending 
on conversion. Oscillator stability: Total change less than .01% over temperature range 
O'F to llO'F. Connections: 75 ohm input and two 75 ohm mixing outputs. Net $240. 
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PRODUCTS' TO IMPROVE HOME TV RECEPTION 
TRANSISTORI MAST·MOUNTED 

4·SET TV/FM BOOSTER, Model AB-4 
The world's most compact, powerful 
booster . . . a complete amplifier I dis, 
tribution system that will improve TV 
reception on up to 4 TV or FM sets. 
It consists of a transistor booster 
which is designed for mast mounting 
or anywhere along the lead-in and a. 
separate battery power supply which 
can be installed in the house. 

The Transistor circuit provides low­
est noise, maintenance free operation 
-no tubes to bum out or replace-no 
heat dissipation problems. 17 db aver­
age gain on channel 2; 15 db on chan­
nel 6; 8.5 db average gain on high 
band (7-13) when used for one set. 
4 set coupler incorporated in remote 
power supply distributes fully iso­
la ted amplified signals on up to 4 TV 
or FM sete._ Uses 4-low-cost flashlight 
batteries. Net $19. 

TRANSISTOR 4-SET TV/FM BOOSTER, MODEL 1T·3 
Because it is designed around a rugged, long life transistor, the IT-3 
is very inexpensive to operate and requires ahnost no maintenance. 
The transistor takes so little power that the IT·3 need never be 
turned off, and there are no tubes to replace. Weak, snowy pictures 
mean that your antenna cannot pick up a strong enough signal. 
Used for one set the IT-3 will give you 4 to 8 times (voltage) as 

strong a signal on 
channels 2 to 6 and 
over 3 times as strong 
a signal on channels 7 
to 13. 

Used for two, three 
or four TV and/or FM 
sets, this unit -will pro­
vide: (1) an excellent 
impedance match: (2) 
the necessary isolation 
between sets; (3) an 
increase in antenna 
signal power. Net $20. 

UHF CONVERTER Model 99R 
Supplies UHF reception for VHF re­
ceivers in primary signal areas. Tunes 
complete UHF range from 470 to 890 
mc. Converts to VHF channel 5 or 6. 
Features three section tuners; 300 
ohm stripless VHF and UHF TER­
MINALS, and drift-compensated cir­
cuitry. Net $16.75 

TV/FM POWER BOOSTER, 
. MODEL BTA 

Low cost amplifier improves TV 
(black & white or color) and FM re­
ception. Increases signal strength (7 
to 9 db, channels 2-13; 4-8 db FM). 
6 db average noise figure. 

Features: stripless 300 ohm termin­
als for easy installation; low-noise, 
frame grid tube. Net $12.95 

4-SET TV /FM BOOSTER, MODEL B·24& 
Triples signal power to one set. A~so 
acts as an- amplified coupler to oper­
ate up to 4 TV or FM sets. Provides 
proper impedance match and isola­
tion between sets and increases pic­
ture power when used with 2 or 3 sets. 
With 4 sets it insures that each TV or 
FM set receives more than 90% of the 
signal power picked up by the an­
tenna. 

Net $15.95 

VHF TV ANTENNA BOOSTER, 
Model AB·2 (with RP·2 
remote power supply) 

All-channel VHF booster mounted at 
the antenna, is housed in weatherproof 
housing, and can be located 500 ft. 
from remote on-off control at TV set. 
Provides more than 9 db -gain on all 
VHF channels. Single down lead car­
ries AC power up to the amplifier and 
also conducts the amplified signal to 
the set. Uses frame-grid 6JD8 tube 
for highest signal-to-noise ratio. Con­
venient swing down case simplifies 
maintenance. Employs 300 ohm, strip­
less terminals. Net $32.40 

ULTRAVERTER UHF CONVERTER 
Model BTU·2S 

Deluxe two-tube converter with low­
noise frame-grid IF amplifier. For all 
UHF receiving areas especially fringe 
and translator applications. Output 
on channel 5 or 6. Features stripless 
300 ohm terminals, speed and fine 
tuning knobs, shielded three sections 
"ultra tuner." Net $28.00 

AMPLIVERTER UHF CONVERTER, Model BT·70 
Similar to BTU-2S but designed especially for translator and MPATI area conversions. Low noise. Vernier tuning. 

'EXACT·MATCH' COUPLERS-
2·SET COUPLER MODEL A·102. Delivers 
more signal to each TV or FM set, with 
greater inter-set isolation than other coup­
lers. Isolation: 10-20 db. Net $1.80 

HI·LO ANTENNA COUPLER MODEL A·105. 
Combines high and low band VHF anten­
nas, or provides separate high and low out­
put from a single antenna. Isolation: 21 db. 

Net $2.95 
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4-SET COUPLER MODEL A·104. Directional 
coupler with flat response from 50-220 mc. 
Feeds 4 VHF receivers from one antenna, 
or mixes 4 antennas into one line~ Isola­
tion: 12-20 db. Net $2.50 

UHF·VHF ANTENNA COUPLER MODEL A·107. 
Combines UHF and VHF antennas, or pro­
vides -separate VHF and UHF output from 
a single antenna. Isolation: 15 db. 

Net $2.95 

OUTDOOR MOUNTING KIT MODEL A·100. 
Provides hardware, bracket and strap as­
sembly for mast mounting of A-102, ,A-104, 
A-105, A-107. Net $.66 

Net 

Net $29.00 
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SPLITTERS, TAPOFFS, FEED-THRUS, MATCHING TRANSFORMERS, 
CONNECTORS, TERMINATING UNITS AND TOOLS 

INDOOR TAPOFFS (12 db and 17 db isolation) 
* NO. * THRU 

TYPE OF OF TYPE OF LINE 
TYPE OF INPUT OUT. OUTPUT ISOLA· LOSS PER NET 

MODEL MOUNTING CONNECTORS PUTS CONNECTORS TION OUTPUT PRICE 
TS·771B Surface QO (I) QO 17 db 0.7 db $2.60 
TS'77IA Surface QO (I) QO 12 db 0.7 db 3.05 
TF·77IB Flush Strip less (I) QO 17 db 0.7 db 2.35 

bridge 
TF·77IBS Flush, Stripless (I) QO 12 db 0.7 db 2.50 

stainless bridge 
steel 

TOH5 Flush Bridge (1) Auto Type 17 db 0.7 db 2.35 
ISOH Flush, Bridge (1) Auto Type 17 db 0.7 db 2.70 

stainless 
steel 

Tf.771AS Flush, Stripless (1) QO 12 db 0.7 db 3.60 
stainless bridge 

steel 
TF·772B Flush Stripless (2) QO 17 db 0.35 db 3.50 

Tf.772A Flush 
bridge 

Stripless (2) QO 12 db 0.7 db 4.40 
bridge 

T02·75 Surface QO (2) Auto Type 17 db 0.35 db 4.50 
TS·731B Surface QO (1) Stripless 17 db 0.7 db 2.60 

Screws 
TF·73IB Flush Bridge (1) Stripless 17 db 0.7 db 1.80 

Screws 
TSP-73IA Surface Stripless (1) Stri~less 12 db 0.7 db 3.60 

bridge Pug 
TFp·73IA Flush stripless (1) Stripless 12 db 0.7 db 3.10 

bridge Plug 
T02·3oo Surface Bridge (2) Stripless 17 db 0.35 db 4.50 

Screws 
TO·774A Surface QO (4) QO 17 db 0.6 db 8.60 

SPLITTERS 

MOC·2 

Outdoor 2·way Hybrid Splitter. Splits 
or combines two 75 ohm cables. Wea-
ther protected. SO·239 connectors. 

Net $8.60 

TS·772 

Indoor surface mounted 2·way Hybrid 
Splitter. Splits or combines two 75 
ohm cables. QD connectors. 

Net $3.10 

MOC·4 

Outdoor 4·way Hybrid Splitter. Splits 
or combines four 75 ohm cables. W/ea· 
ther protected. SO·239 connectors. 

Net $17.50 

TS·774 

Indoor surface mounted 4·way split· 
ter. Splits four 75 ohm cables. QD 
connectors. Net $4.50 

ATTENUATORS 
VARIABLE ATTENUATOR, Model SA·3 VARIABLE ATTENUATOR, Model SA·7 
o to 38 db. Laboratory accuracy. Steps 0 to 62 db in steps of 1 db. Laboratory 
of 6 db, 12 db, and 20 db. 75 ohm input accuracy. 75 ohm· input and output. 
and output. QD connectors. Net $9.00 "UHF" 80·239 type connectors. 

Net $21.00 

TERMINATING PLUGS 
MTP·75- Plug·in 75 ohm Termin~tion 
for SO-239. Net $1.60 

TC·5975 - Plug·in 75 ohm .. Termination 
for QD connectors. Net $.90 

TOOLS 
s· 1. - Rotary cutter and stripper for co. 
wHal cshle up to Ih". Net $1.10 

© U.C.P., Inc. 

CR· 1 - Cutt!nJr and crimping pliers. De· 
signed for QI> connectors. Net $6.75 

Net 

*TERMINAL CONNECTORS 
300 OHM STRIPLESS PLUG 

~~ 

~~ 
75 OHM QO (SOLOERLESS) 

.~ 
300 OHM STRIPLESS SCREWS 75 OHM STRIPLESS BRIDGE 

CABLE CONNECTORS 
"UHF" type solderless male plug for P·llS RG·ll/U cable. Net $1.00 

P·59S "UHF" type solderless male plug for 
RG-59/U cable. Net $1.00 

MC "UHF" type cable connector. Con· 
neets two male plugs or one plug and 
an MPT·75 terminator. Net $1.60 

CL·1111 CoUple3 two RG·ll/U cables to· 
~ther. Net $1.50 

CL·1159 uf,les RG·ll/U cable to RG·59/U 
Cab e. Net $1.35 

CL·5959 Couples two RG·59/U cables to-
gether. Net $1.20 

AC·1000 Feed·thru bushing. Use with CL·5959, 
CL-ll11, CL·1l59. Net $2.30 

OUTDOOR TAPOFFS 

~ 
MIT4 

~. ' Four 75 ohm outputs from 75 ohm 

'~ thru line. SO·239 connectors. 17 db 
isolation. 0.35 db thru loss, per out· 
put. Net $17.50 

MT·ll 
Spliceless. One tapoff from RG·ll/U 
cable. Available with 12 db, 1.7 db, 
or 23 db isolation loss. Net $2.95 

MATCHING TRANSFORMERS 

[]) MB 
Outdoor balun, matches 75 ohms to 
300 ohms or vice versa. Net $6.00 

TM 
Indoor, set mounted. Matches 75 
ohms to 300 ohms or vice versa. 

Net $2.20 

TS·731 
Indoor, surface mounted. Matches 
75 ohms to 300 ohms or vice versa. 

Net $2.05 

TF·731 
Indoor, ·flush mounted. Matches 75 
ohms to 300 ohms or vice versa. 

Net $2.00 
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BENCO MASTER & COMMUNITY TV EQUIPMENT-TRANSLATORS 
BENCO PACEMAKER VHF AMPLIFIER BENCO UNIMIX FILTER NETWORK 

Broadband amplifier for master 'l'V sys­
tems offers gam of up to 35 db. A well 
ventilated amplifier for indoor use, it 
has a power drain of less than 50 watts. 
It may be used outdoors if a weather­
proof container is provided. It will op­
erate at peak efficiency even when being 
used for as mauy as 100 'l'V and/or FM 
sets at a time. Gain: 35 db, channels 
2-6; 30 db, 7-13; Noise figure: 6 db 
average; Max. output 2 volts per band. 

Can combine or separate 7 VHF 'l'V 
channel signals without appreciable loss 
or interaction. The UNlMIX will ac­
commodate 3 low band channels and 
four high band channels. Factory 
aligned to channels 2, 4, 6*, 7, 9, 11 
and 13. It can be aligned in the field to 
handle any VHF channel. 

BENCO "T·AMP" TRANSISTOR 
LINE AMPLIFIER SYSTEM 

A complete community system. 
Consists of transistor amplifiers, 
power supplies, oscillators, tap­
offs, blockmg connectors and ter­
minators. Several miles of cable 
can be run without expensive 
metal boxes and power connec­

. tions. FEATURES: Negligible 
maintenance. Extended frequency 
range: 8-88 Mc/s. Unique auto­
matic gain control. Custom de-

: signed to your applications. (Price 
. dependent on needs of system.) 

Net $59.95 

BENCO FILTERMATIC 
ADJACENT 

CHANNEL TRAP 
Eliminates adjacent channel 
interference. Ideal for areas 
where there is strong station 
next to a weak station. Cleans 
up herring-bones and beats. 
Factory pre-tuned. Specified 
channels involved. 
Net Type A $10.35 (10 band) 
Net Type B $13.50 (hi band) 

Also serves to equalize the seven an­
tenna inputs by the use of plug-in at­
tenuators. * (FM may be substituted. 
for channel 6 - order UNIMIX-FM 
which will pass all FM stations). 

Net $52.00 

~ 
PA SINGLE-CHANNEL 

PREAMPLIFIER 
Designed for the head-end of 
community, and apartment 
systems where the SIgnal re­
ceived is very low. Incorpo­
rates a low noise cascode in­
put, together with a high gain 
AGC circut. Can be used with 
inputs as low as 50 microvolts. 
Provides an output of 50,000 
microvolts for input signals of 
50 microvolts and over. When 
the PA Amplifier is used alone 
to feed an apartment system, 
the output may be turned up 
to give as high as 1.0 volt out­
put. Net $165.00 

CRYSTAL·CONTROLLED 
VHF CONVERTER 

Model CO·2 
Lo to hi, hi to 10, 10 to 10., or 
hi to hi channel converSIOns 
with few eXcep.tions. Conyer­
sion chart avaIlable. PrOVIdes 
off-channel conversions such 
as: lowering Channel 2 by 1 
megacycle to provide an eXtra 
guard between Channels 2 and 
3. Model CO-2 FM, converts 
FM station to VHF. 80 
Model CO-2 ........ Net $241. 
Model CO-2 FM, Net $369.00 

BENCO SINGLE·CHANNEL, HIGH OUTPUT 
AMPLIFIER, Model HTA 

BENCO BAND PASS FILTER 
75 ohm band pass filter. Includes 2 traps. Traps 
alternate undesired frequencies by 80 db. Trap 
frequencies' should be specified when ordering. Designed for use as the final amplifier in a 

VHF -'l'V repeater, it is capable of delivering an 
output voltage of up to 25 volts peak across its 
75 ohm output termmal. Net $400.00 

Net $112.50 

BENCO 75 OHM TRAP, Model Hi-Q·75 

SINGU CHANNEL, HIGH OUTPUT AMPLIFIER, 
Model HCA . . 

60 db attenuation of undesired frequency. Avail­
able for each sound and picture carrier. 

Net $27.80 

Designed for use as a final amplifier in large 
hotel or apartment distribution systems where it 
is necessary to locate all the amplifying equip­
ment in one room or floor. The HCA is capable 
of taking the full output of the Benco type CA 
amplifier at its input and delivering an output 
voltage of up to 5.0 volts if required. Net $235.00 

BENCO AmNUATOR, Model LAT 
Fixed. Specify 3 db, 6 db, 10 db, 14 db or 20 db. 
75 ohm input and output. Benconnectors. 

Net $4.95 

Model LAT IB-Fixed. Attenuates AM radio 40 
db. No 'l'V attenuation. Benconnectors. 

Net $4.95 

MODEL T·1' VHF TRANSLATOR 
FCC type accepted. 1 watt output. For 
United States use. Features: FOOL­
PROOF AUTOMATIC SHUT,OFF­
When the master station goes off the 
air, this device turns the translator 
transmitter 'on' and 'off' as the master 
station is turned 'on' and 'off'. Auto­
matic Shut-Off can differentiate be­
tween noise and signal. 

Other features: regulated power sup­
ply, full size underrated output tube. 
Easy performance checks. Quick easy 
coding of identification unit. 

MOOR T·6 VHF TRANSLATOR 
FCC type accepted. 1 watt output. For 
U.S. use. Identification unit and auto-
matic shut-off. . 

BENCO TRANSLATORS 
MOOR T·5 VHF TRANSLATOR. 
8.9 Watts output. For use in Canada. Regulated power sup­
ply. Full size underrated output tube. Weatherproof hous­
ing. Type approval from Canadien Dept. of Transport. 

MODEL H3 AND MODEL T·14 VHF TO UHF TRANSLATORS 
3.5 Watts output. For United States use. Includes identifica­
tion unit and automatic 'on/off'. Model T-13, VHF input, 
channels 2-6. Model T-14, VHF input, channels 7-13. 

MODEL T·ll AND MODEL 1-12 VHF TO UHF TRANSLATORS 
3.5 Watta output. For Canadian use. Model T-ll, VHF in-

~~;t=''A~tJ';:dc ~~t_~;r-}2;~~t! ,:::,u~d~~ff.":~n~;~ 
facilities. weatherproof housing. type approval from Cana-
dien Dept. of Transport. . 
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SPECIALIZING IN VH F COMMUNICATIONS EQUIPMENT 

Long-experienced in the design and manu­
facture of complex VHF and microwave 
equipments and regulated power supplies, 
Clegg Laboratories, in addition, is now, a 
leading producer of precision VHF amateur 
transmitters and receivers. 

Write for Complete Information 

CLEGG ZEUS Vt;F TRANSMITTER 
FOR 6 AND 2 METERS 

A highly efficient, AM, high power VHF transmitter for full 
coverage of the amateur 6 and 2 meter bands and associated 
Mars frequencies. Maximum TVI suppression. 

Automatic modulation control with up to 18 db of speech 
clipping provides magnificent audio with "talk power" greater 
than many kilowatt rigs. 

This beautiful unit with its ultra-stable VFO is the ultimate 
in VHF equipment for amateur and Mars operation. 

Amateur Net Price: $595.00 

99'er 
TRANSCEIVER 

FOR 6 METERS 

NEW"2 X 4" 
TRANSISTORIZED 

AUDIO OSCILLATOR 
A new low cost transistorized 
audio so small that it is hard 
to envision its capabilities. 

The "2 x 4" generates pure 
sine waves from 20 cycles to 
20 KC wit9- output voltages 

from 0 to 2.5 RMS. Despite its small size, laboratory tests 
of this battery-powered instrument show many characteris­
tics that are superior to larger,more costly laboratory 
generators. Amateur Net Price: $49.95 

INTERCEPTOR VHF RECEIVER 
FOR 6 AND 2 METERS 

Designed for the serious operator on these bands, the INTER­
CEPTOR, with cabinet and panel exactly matching the 
famous ZEUS transmitter, offers performance features un­
matched by presently available equipment for these fre­
quencies. 

For ~ample, here is a receiver with virtually no cross 
modulation. Nuvistor RF stages give an extremely low noise 
figure and sensitivity better than .25 microvolts. Stability is 
ideal for exacting requirements of SSB and CWo 

Amateur Net Price: $395.00 

This completely new transmitter-receiver is ideal for both fixed 
station and mobile operation. Small in size, low in cost, and tops 
in performance, the 99'er offers operating features unequalled 
in far more costly equipments. The double conversion superhet 
receiver provides extreme selectivity, sensitivity and freedom 
from images and cross modulation. The transmitter section 
employs an ultra-stable crystal oscillator which may also be 
controlled by external VFO. An efficient, fully modulated 8 watt 
final works into a flexible Pi network tank circuit. A large S 
meter also serves for transmitter tune-up procedure. ' 

Amateur Net Price: $119.99 

WWV'ar 
TRANSISTORIZED RECEIVER 
A fixed crystal-controlled transistorized receiver of matchless 
performance. Receives WWV signals on all frequencies from 
2.5 to 25 MC ,or any interim frequency through this range 
with the use of suitable crystals. Equipped for portable use or 
rack mounting. ,Has hi and low Z inputs, S meter, enclosed 
speaker and coax output jack for oscilloscope connection. 

Amateur Net Price: $395.00 

209 

CRYSTIPLEXER 

The most revolutionary development in transmitter design since 
the MOPA furnishes all the features of a VFO combined WIth 
the desirable characteristics of crystal control. Frequency con­
trol is by digital methods; accuracy and resettability of better 
than .5 KC is readily attainable. Stability is better than most 
crystal-controlled VHF transmitters. In addition, the CRYSTI­
PLEXER includes all control circuitry for perfect AM and 
break-in OW operations, including automatic antenna change­
over provisions. Amateur Net Price: $329.50 
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~ .. Amateur-Citizens' Band-
REFLECTOMETERS. MINIBRIDGE. PHONE PATCHES 

CM-52, 
CM-75 

Phase Unit Control 
CM-52-2 and CM-75-2 

CM-52-2 and 
CM-75-2 Special 

CL-52-72 "Original" "Supreme" 
"Regency" 

STANDING WAVE REFLECTOMETERS 
MODELS CM-52 AND CM-75 

Mutual inductance and capacity coupling are employed between linear 
conductors for continuous measurement of standing waves on transmis~ 
sian lines. For continuous line insertion 25 to 1.000 watts, at frequencies 
from :I to· 200 mc. Operates on power input of 10 watts, 7 inc and uP. 
Requires only five watts input, 25 mc and up. Line insertion loss, lesB 
than 1 db at 30 mc. Ideal for inserting in to coax feed lines at antenna 
for visual reading in SWR while making antenna adjustments: SWR ob­
served immediately, at all times, without adjustment of Reflectometer. No 
balancing adjustments. no reversing. Prevents false loading from antenna 
tuner, match box, pi network, etc. Reduces line reflection, making possi­
ble increased radiated power. Uses 0-100 ua meter calibrated directly in 
standing wave ratio and relative power. Each unit hand calibrated and 
perfectly balanced. Includes loading control and forward to reflected 
power reversing toggle switch. With 83-1R (SO-239) connectors at each 
end. Gray hammertone aluminum case. 3" w. x 2,,"" d. x 5 %" h. Shipped 
with key-type mounting on back and full instructions. 
Cesco .Model CM-52 (52-ohm coax line) or CM-75 (75-<>hm $2995 
coax !Jne)-Net Each ................................................................... . 
Casco Model CM-75 Equipped with UG-58U Connector-Net Each .. $34.95 

MODELS CM-52-2 AND CM-75-2 
Dual nnits electrically identical to CM-52 and CM-75 but bnilt in two 
units for remote control. With 10 ft. cable and plug wired to control and 
indicator unit. Either 52-ohm or 75-ohm phase unit may be used with 
control and indicator unit; permits purchasing second phase unit sepa­
rately. when required. Size. Control unit, 3%11 w~ x 2%11 X 2 %: /I with 
sloping panel; Phase Unit. 2%" w. x 2%" d. x 5%" h. 
Cesco Model CM-52-2 (52-ohm co .. x line) or CM-75-2 (75-ohm $3495 
coax line)-Net Each ............ . ................... . 
Cesco Model CM-75-2 Equipped with UG-58U Connector-Net Ea. $39.95 
Casco Model CM-52-2 or CM-75-2 Phase Unit - Less Control unit. 
Net Each ........................................................................................ $12.95 
Cesco Model CM-52-2 ... CM-75-2 Special-Same as standard dual unit 
but with control panel for Collins grille or built-in instaJlatlon. Net 
Each ................................................................................................ $34.95 

MODEL CL·52·72 MINIBRIDGE 
Resistive type device for' observing standing waves when adjustIng an­
tenna matching networks. For 52. 72 or 75 ohm coax lines and small 

amounts of RF excitation or grid dip oscillator. Requires external indica-' 
tor. such as 0-100 ua meter (as in Simpson multi-meter). Hammertone 
gray aluminum case. 2,,"" w. x 1',1," d. x 4,,"" h. Complete with instruc-

g~~~ ~:d~l ~t"12:¥'t.!N!~n~:c~~~i~~ .. ~.~~:~~~'.~~: ..................... $1295 

TELEPHONE PATCHES 
All Cesco Tel-O-Patch Models are useable with SSB equipment in manual 
or MOX control position. 

"ORIGINAL" TEL-O-PATCH 
High quality sound receiving and transmitting unit for low-Z lines in 
amateur and experimental use. Provide-s undistorted voice reproduction. 
perfect intelligibility at 100 % modulation. Eliminates feedback. hum. 
noise. etc. Designed for high gain input. can be adapted to low gain input. 
Works on any receiver having output impedance of 500-5.000 ohms. 
Mounts on receiver or operating desk by means of reversible mounting 
plate. Provides standa.rd phone jack output; Amphenol 75-PCIM connec­
tor for input. Size. 2" w. X 411 d. X 4" h. Complete with instructions. dia­
grams. mounting screws. . $1495 
Cesco "Original" Tel-o-Patch-Net Each ........................................ . 

"SUPREME" TEL-O-PATCH 
Combination transmit-receive control and pIjone patch. For custom and 
commercial equipment. Undistorted voice reproduction at 100 % modula­
tion. For any receiver with output impedance of 500-5.000 ohms; and 
for high gain transmitter inputs (can be adapted to low gain). Separate 
On-Off control; standard phone jack output; Amphenol 75-PCIM mike 
connector input; Amphenol 4-contact plug and socket for transmit­
receive control; reversible mounting plate. Size. 2" w. x 4/1 d. X 4:/1 h. 
Complete with instructions. diagram. mounting screws. $2495 
Cesco "Supreme" Tel-O-p .. tch-Net Each............ ......... . 

"REGENCY" TEfL-O-PATCH 
To be used with units such as 32V-KWI-75A. Globe King. B & W. 
Ranger. Valient 500. or similar high quality equipment withpush-to-talk 
operation. No modifying. ready for use: Eliminates feedback. hum. noise; 
voice reproduction undistorted at 100 % . modulation. For any· receiver 
with 500-5.000 ohms output impedance and for high gain input; can be 
converted to low gain. Leveraction telephone type switch controls both 
transmitter and modulation; separate On-Off switch. Size. 2" w. x 4" d. x 
4" h. Complete with 3' cord and 80MC2M plug. installation instructions. 
diagra';"1-' and m~unting screwe (mounting plate is reversible): $2495 
Cesco Regency Tel-O-Patch-Net Each ..................................... . 

ANTENNA MOUNTING AND MATCHING ACCESSORIES. NOISE FILTERS 

& . .. . 
'" 

." i. " 

tf 
"Oxen Yoke" 

~ .. + .... + 
.. .f ...... .. 

............ ~ ........... ........... 

Boom Mounting 

x 
Quad Mount 

"OXEN YO.KE" BEAM ANTENNA CLAMP 
For element sizes %, II to 1%" in diameter and booms 1 ¥.a" to 3/1 in diam­
eter. All components completely interchangeable. permitting element and 
boom selection to your requirements. For continuous orr cut elements at 
center; all channel lock assembly. Specify element size and boom size 

;~:~~~g~~~~~: ...................................................................................... $229 

UNIVE.RSAL BOOM MOUNTING 
For 1 ¥.a II to 3" diameter boom sizes and 1*" or 1%" masts. Complete 
mounting consists of two mast plates (1 %" or 1 ',1,")'. two boom yokes. 

;~~ ~~~ .. ~~.ltS: ... S.~~ci~~ .. ~~.s~ ... ~~~ .. ~~.~.~ ... ~~~~.~ .. ~.~~~ ... ~~~~~:~~:. $595 

QUAD MOUNT 
One-piece. durable. aluminum alloy cast spider to mount quad arms to 
boom. Angle shaped spiders permit use of bamboo or aluminum tubing 
of 1" to 1'h" diameter. Clamp-type. 2" diameter hub can be ad- $695 
justed after assembly. Boom drilling not required. Net Each. 
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HEAVY DUTY UNIVERSAL 
BOOM MOUNTING 

For 2" to 3" O.D. water pipe or tubing mast. All channel 
lock assembly. For single or stacked arrays. Has one 
mounting plate. four yokes and four "U" bolts. $895 
(Specify mast or pipe size when ordering.) Net ..... 

COAX DIPOLE DRI·FIT CONNECTOR 

* 
...... 
• 'ii'!, 

Ideal dipole antenna connector. Completely moisture-proof. 
one-piece aluminum" alloy construction. Handles power to 
maximum legal limits. Can be installed easilY in a few 
minutes. For use with coaxial cables RG-8. RG-58. RG-ll 

~~ ~!5i~v~;t:r~,:.0~~~t.t';i~l:~~tH:::c~e.pull $295 

GENERATOR NOISE FILTERS 

Tunable filter for 6. 12 or 24 volt generators; halts 
noise in mobile gear caused by generator brushes. For 
aircraft. amateur. CoB and industrial mobile uses. Con­
servatively rated at 30 amps. Phenolic coil form. brass 
hardware and die cast mtg. bracket. Easily installed. l1it 
~~~ :~~~~~o E~t~~":':~:. ~:~?IIl.~~ .. ~: .. ~~~~ .. ~.~.i:~ .. ~~~~~~~~: .. $295 

Ccsco Model 2-8 (Marine. 2-3 mc)-Net Each ................................. $5.95 
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SECTION 1900 

Industrial-Communication Products 
TRANSICHECK. TEL·O·RECORD. FIELDOMETERS 

CB·52·C CB·52·S ET·I. ET·2 ST·I 

CITIZENS' BAND TRANSICHECK 
DC'HiI{IW(} for' l!SC' with Citizens' Band transmitters, this test instrument 
,,~hech:s trat~snllttel' PD,wer Qutput and antenna efficiency. Can be used 
for I'esona~lng or tt,Hung' power output plate circuit and adjusting an­
~enna loadIng capacItor to assure maximum output. Idea] for dctermin­
mg ac('ul'at'y of 50-ohm coaxial transmission line match to the antenna. 
qndf'1' spal£' on nl(>t(;>I' inflicates SWR. match or mismatch of transmission 
hne ~o antenna; lower seale, graduated 1-5, indicates power output and 
l1Cl'l1nts observing out-put when adjusting antenna plate> eire'uit and load­
ing ('apadtol'. Complete> with drawings and information on applications 
a.nd use. Hl.l.l11lllertone llnish, aJumillum case 4~" h. x 21M" w. x $1995 
1 ¥.." d. Ceseo Model CB·52·C-With coax connector. Net Each .. .. 
C.-sea 1\lodel C1Hi2-S-Auto spade c011nector. Net Each ............... $18.95 

ELECTROMATIC TEL·O·RECORD TELEPHONE 
PICK·UP AND CONTROL 

Automatic. transistorizpd control has circuitry and control relays to start 
and stop motor, make or bl'eah: B+ cil'euit of any recording device. Re. 
('order mllst have sufficient starting tarc]ue to run with switches in rec'ord 
position. When off, recorder automatically returns to manual operation. 
May be used on remote phones up to five miles away from the parent 
phone. Permits the recorder to operate unattended. Built·in power supply 
is weI! filtered; operates from 115 v. AC. 60 cps. Size 5" h. x 4" $7995 
w. x an d. Ceseo Modell<~T·l-For intermittent recording. Net Ea. 
C('sco 1\'[0(1('-1 ET-2-Special model for applications where recorder is used 
"xdllsively for phone recording. Net Each ....... $79.95 

TEL·O·RECORD PICK-UP AND TRANSFER 
Iteeords phone nlessages on tape, wire or disc recorders. Also used for 
paging systems. Records both sides of a conversation. By secondary lines, 
parallel terminated, many sources may feed the mike input on a paging 
amplifier: when used this way, phone must be partly dialed to remove 
elial tone before speaking. High quality transformer will not load phone 
line: f['ce of distortion and hum. Aluminum, gray hammertone box has 
slip~on mounting bracket. Complete with cords, plugs and installation 

~~~~;:'~~J~~'ST-I-Net Each... $1495 

CESCO FIELDOMETERS 
Wide spectrum. sensitive field strength analyzer and field measuring device 
works satisfactorily at 1 kc to 1000 mc radiated frequencies. without 

Mobile 
Model MC 

Hand Unit 
Model HCE 

Lab 
LCE 

Multitester 
Adapter MCP 

using plug-in eoi1s. Sensitive 0-100 ua meter withstands heavy shock 
without damage. Ultra-sensitive models also available. Shunt-type sen· 
sitivity control prevents off-scale readings or overload in strong fields. 

MODEL MC F1ELDOMETER 
Ideal foJ' tunc·up of mobile, amateur. police. aircraft and industrial uses. 
lndic'ates tl'unsmittcd t;ignal at all tinles. Has capacity wand, sensitivity 
control and ua meter. U ~shaped mounting bracket fits dash at windshield 

~~:~c~r~~~:iv~~ n~~~o~a~~voted case 3 ¥.." h. x 2~::.~:.~.~.~.:·~ .. $2495 

MODELS HCE AND HCE-20 FIELDOMETERS 
Fix(,d·(·<.\pacity type portable hand unit with 0·100 ua meter and sensi· 
tivity eontrol on handle end. Capacity wand and components covered by 
scrow-on 414 i 19. plastic cover. Handle 4 1,4" long. Provision made for 
plug-jJl illtcr('hange lor capacity wand to electrostatic, peak .resonant 
bl'oad·skirted wands (available on special order for any specified fre-

~~~~~~~~(fe~s~I(~~~~~l: E~C~odel MC. . .... ... .......... . ........ $2995 

8~~~Ou~I~:le~c:;f~ac~~me as above. ~~t\Vlt~ .. ~lt:asensitive ..... $4495 

MODE'LS LCE AND LCE-20 FIELDOMETERS 
Same as Model HCE. but designed for laboratory use. Indicator and sen· 
sitivity controls nlount in portable, slanted meter case 3%" h. x 2%;" w. 
x 2 %" d. Comes with corded probe four ft. long and capacity wand 
(conve.rtable to electrostatic type with plug-in resonant wand available). 

~~"t"~~~~del LCE- ...... .......... $2995 
Cf'..sco IUodel I.CE-20-Saroe as above, but with ultra sensitive 
0·20 nil meter. Net Each ................ . 

MODEL MCP PROBE ADAPTER 
Corded probe. capacitive· type adapter for use with any multi· tester hav· 
ing basic movement of 0·50 or 0·100 ua. Meter must be brought to sep· 
arate terminals (as found on Simpson Model 260 and similar $1295 
types). Ce.co Model MCP-Net Each ................................. . 

PLUG-IN RESONANT WANDS 
Available for any special, requested frequency. Broad skirted, peak reso-

c:~:/~~!~~a~~S~~~d_SPecify frequency. Net Each.............. .. $495 

CITIZENS' BAND ANTENNAS AND ACCESSORIES 
DUO·POLE GROUND PLANE ANTENNA 

Pl10vides broad, equal, groundwave circular coverage for good communi­
ca1Uons even with low power output. Aircraft aluminum construction. 
Grounded quarter·wave foldback lightning safety factor. Adjustable ele· 
ment rIng locks. Factory resonated at 27.085 or channel 11; works well 
over all channels with low VSWR. 1.2:1 or less. Special feedline terminals 
inc-loses in masting. Nominal base impedance 52 ohms. Shipping carton 

~~~~o 6~~~~;:1;' s,r~¥~~~~;~h~'a~:'2 lbs. . ............................... $2997 
Indust.rial Version, 25~175 me, Als~ Available at Same Price. 

C·B BEAM ANTENNAS 
Factory pre~tuned beam antenna with exclusive Acromatch for increased 
power output. Extruded aluminum tubing with l1A," boom; elements 
have 1;2" dia. center sections. %:" dia. inserts. Elements mount either hori­
zontally or vertically. Resonated at 27.01:!5 mc; low SWR. Assemblies in 
minutes with permanently secnred locking rings. Lightweight; will rotate 
with any TV rotator. Shipping carton only S6" long. 
Cesco 3·E·ement Beam-Gain 7 db; boom 10' long. 
Shipping Weight. 8 Ibs. Net Each . ... $2995 

.................. $3995 Ceseo 4·Element Beam--Gain. 8 db; boom 15' long . 
Shipping Weight. 11 Ibs. Net Each 
Cesco 5-Element Beam-Gain. 9 db; boom 20' long. 
Shipping Weight. 13'4 Ibs. Net Each. 

QUAD ARM KITS 

. ................ $49,95 

Allows easy fabrication of durable. cubical quad antenna. Each arm has 
one 114, II aluminum section with end swaged to 1/1 dia .• plus one or two 
fiberglas telescoping sections. Stainless steel clamp holds fiberglas sec~ 
tion to aluminum tube. Detailed instruction book supplied. 
Cesco Model QB-2 Quad Arm Kit--With eight arms of one section 

:~~mi~~:et~~b~~~d a~~t~.:':a.se~~t~1!~er~I~~:. ~~C.h: ... 1\f~~e~ .. ~~: .. $ 5995 
Ceseo Model QB-3 Quad Arm Kit-Same. but with two sections of fiber· 
glas per arm. and an epoxy resin for joining the fiberglas tubes. Makes 

~~t' i~~h.~.n~ .. ~o.meter quad or single 20·meter ~~t~~~~......... $$995 

© U.C.P .. Inc. Net 

Duo­
Pole 

cs 
Antenna Load 

CABLE ADAPTERS 

Beam 

sc 

Ceseo Model CS-Permanent connector comprises S3·IR. SO·239 coaxial 
socket and auto radio type spade lug. One-piece construction. $1 29 
Net Each ........................................ , ............................................... . 
Ceseo Model SC-Rugged. permanent adapter connects auto radio spade 
plug to coaxial socket S3·IR or SO·239. No floating pins. 
Net Each.... ................................ . $1.29 

PHANTOM ANTENNA LOAD 
Non·inductive 52·ohm substitute antenna load has adequate power 
rating for any C-B transceiver in the 26·27 mc. range. Suited for 
testing and repairing citizens band units. Also useable as a coaxial 

g~~!e~~;';,~~~:·Antenna Load-Net Each. ..................... $1 49 

NEW TRANSISTOR HEAT SINKS 
Novel method of production makes heat sinks from 
nlatch plate. green sand· aluminum castings which 
increase heat radiating efficiency with less heat sink 
area. Available in any size and shape by industrial 
specification. Circular types available for Motorola 

~~~~~ ~~:~s~~~~IrHeat Sink-Net Each.. . ..... $1 25 
Cesco Std. 4-Ce\l Heat Sink-Net Each ........... $1.95 
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SECTION 1900 

DEWALD CITIZEN BAND 

RADIO-PHON·ES 

MODEl TR-910 

A transceiver offering outstanding features found 
only in the most expensive models. "Push-to-talk" 
microphone, full squelch control and combination 
"5" and plate current meter -are included in this unit. 

• Full super-het receiver 
• Built-In "s" and plate current meter 
• Selector switch for five channel 

transmitting 
• Push to talk microphone with fool-proof 

relay 
• Full squelch control 
• Vernier tuning for 23 channel reception 
• Full A.V.C. 
• Th ree watts A.F. output 
• R.F. stage for receiving 
• Crystals readily accessible 
• Input power to transmitter 

5 watts fully plate modulated 
• All coils ferrite tuned 
• Noise limiter 
• Furnished with power plug for 117V 
• Adjustment of coils provided by opening 

in cabinet 
• On-off and R.F. indicators 

• Stable nondrift performance 
• Super sensitive circuit 
• Highly selective tuning 
• R.F. Amplifier in transmitting 
• Six and twelve volt power supply 

available for mobile use 
• Output impedance: will match 30 to 

100 ohm load with dipole, ground 
plane, rod or whip antenna 

• Furnished with microphone and one 
crystal 

• Cabinet: Grey and aluminum 
• All units are provided with universal 

type mobile mounting brackets 
Dimensions: 10~"w x 6%"d x 4%"h 
Weight: 9 pounds 

LIST S9995 
Furnished with Ceramic Microphone 

and one Transmitting Crystal 
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OPERATING RANGE: Antenna system and the 
location of the equipment determine the range. In 
mobile operation the "Radio Phones" should have 
an effective range of 6-15 miles. With a properly 
installed base station antenna reliable communica­
tions may be established from 8-20 miles. Over 
water, the effective range may be from 10-30 miles. 

• Anyone can operate. No technico' \tnow\edg
e 

or spetio' training requirecl 

• Moltimum lego' power 
• Meets 0\\ fCC requirements 
• Complete 23 chonne' receiving 
• lronsmit on ony 5 chonne\s 
• Excenent sensitivity and se\edivity 
• Engineered for re'iob'e service 
• Consistent dependability under difficu\t conditions 

POWER SUPPLY FOR MOBILE USE: For mobile or 
battery -operation six or twelve volt power supplies 
are available. These may either be permanently 
mounted or may be mounted up to three feet from 
the transceiver. A cigarette lighter plug is furnished 
for electrical connection. 

LIST TR-8 51995 

MODEL TR·800 

)esigned for those desiring .the finest in CB equip­
nent at the lowest possible cost .. A feature-packed 
ransceiver of unbeatable performance. 

Page 640 • The MASTER - 26th Edition 

• Full super-het receiver 
• Selector switch for five channel 

transmitting 
• Vernier tuning for 23 channel reception 
• Noise limiter control. Full A.V.C. 
• Three watts A.F. output 
• R.F. stage for receiving 
• Input power to transmitter 

5 watts fully plated modulated 
• All coils ferrite tuned 
• Furnished with power plug for 117V 
• On·off and R.F. indicators 
• Stable non-drift performance 
• Super sensitive circuit 
• R.F. Ampl ifier in transmitting 

TR-12 

• Six and twelve ~olt power supply 
available for mobile use 

• Output impedance: will match 30 to 
1.00 ohm load with dipole, ground 
plane, rod or whip antenna 

• Furnished with microphone and one 
crystal 

• Cabinet: Chip proof beige 
• All units are provided with universal 

type mobile mounting. brackets 
Dimensions: IOJA"w x 6%"d x 5Vz"h 
Weight: 9 pounds 

LIST S7995 
Furnished with Ceramic Microphone 

and one Transmitting Crystal 

© U.c.P., Inc. 



SECTION 1900 

Now your best buy in Ham Gear & Citizens Radio is 

720 

730 

NEW 60-WATT CW TRANSMITTER 
#723 

Kit $49.95 Wired $79.95 

Time·proven circuitry - up·to·the·minute concep· 
tion and design. 60 watts input to rugged 6DQ6·B 
neutralized final on CW; external plate modulation 
permits use as AM phone transmitter of up to 60 
watts input. Features: I-knob bandswitch covers 
80, 40, 20, 15, 10 meters; I-knob Off-Standby-Tune­
Transmit switch; oscillator keying for break-in op­
eration; effective TVI suppression through filtering 
and bypassing. The 6Cl6 oscillator is an electron­
coupled Colpitts type noted for low crystal heating 
& minimized effect of plate loading on frequency; 
the full-wave, choke input, 500-volt power supply 
employs a high-efficiency GZ34 rectifier. The out­
put pi network consists of a tapped coi I & plate 
tuning and antenna-loading air variables. Modu­
lator/accessory socket for modulator input, an­
tenna relay, VFO power take-off and emergency 
power input. 

SO-WATT CW TRANSMITTER 
#720* 

Kit $79.95 Wired $119.95 
Conservative, highly efficient design plus stability, 
safety, and excellent parts quality. Covers 80, 40, 
20, 15, 11, 10 meters (popular operating bands) 
with one knob band-switching. 6146 final amplifier 
for full "clean" 90 W input, protected by clamper 
tube circuit. 6Cl6 Colpitts oscillator, 6AQ5 buffer­
multiplier, GZ34 rectifier. "Novice limit" calibra­
tion on meter keeps novice inside the FCC-required 
75W limit. No shock hazard at key. Wide range, 
hi-efficiency pi-network matches antennas 50 to 
1000 ohms, minimizes harmonics. EXT plate modu­
lation terminals for AM phone modulation with 65W 
Input. Excellent as basic exciter to drive a power 
amplifier stage to maximum allowable input of 1KW. 
Very effective TVI suppression. Ingenious new "low 
silhouette" design for complete shielding and "liv­
ing room" attractiveness. Finest quality, conserva­
tively rated parts, copper-plated chassis, ceramic 
switch insulation. 5/1 H, 15/1 W, 91/2/1 D. 
*U.S. Pat. No. 0-184776. 

706 

UNIVERSAL MODULATOR-DRIVER 
#730 

Kit $49.95 Wired $79.95 Cover £-5 $4.50 
Superb, truly versatile modulator at low cost. Can 
deliver 50 watts of undistorted audio signal for 
phone operation, more than sufficient to modulate 
100% the EICO #720 CW Transmitter or any 
xmitter whose RF amplifier has a plate input power 
of up to lOOW. Multimatch output xfmr matches 
most loads between 500-10,000 ohms. Unique over· 
modulation indicator permits easy monitoring, pre· 
cludes need for plate meter. Low level speech clip­
ping and filtering with peak speech frequency range 
circuitry. low distortion feedback circuit, premium 
quality audio power pentodes, indirectly heated 
cathode rectifier. Balance & bias adjust controls. 
Inputs for crystal or dynamic mikes, phone patch, 
etc. Excellent deluxe driver for high-power class B 
modulation. ECC83/12AX7 speech amplifier, 6Al5 
speech clipper, 6AN8 amplifier driver, 2·El34/6CA7 
power output, EM84 over-modulation indicator, GZ34 
rectifier. Finest quality, conservatively rated parts, 
copper-plated chassis. 6/1 H, 14/1 W, 8/1 D. 

GRID DIP METER #710 
Kit $29.95 Wired $49.95 including complete set of 
coils for full band coverage. 
Determines frequency of oscillators or tuned cir­
cuits; sensitivity control and phone jack facilitate 
"zero beat" listening. Ham uses: pre·tuning and 
neutralizing xmitters, power indication, locating 
parasitic oscillations, antenna adj., correcting TVI, 
general de-bugging with xmitter power off, deter­
mining C,l,Q. Electronic servicing uses: alignment 
of traps, filters, IF's, peaking compensation net­
works; as signal or marker generator. Easy to hold 
& thumb-tune with one hand. Continuous coverage 
of 400 kc·250 mc (broadcast, FM, ham, TV bands) 
in 7 ranges with pre-wound coils of ±0.5% accu­
racy. 500 ua meter movement. 6AF4(A) or 6T4 Col­
pitts oscillator. 2'14" H, 2-9/16" W, 61/8/1 L. 

CODE PRACTICE OSCILLATOR #706 
Kit $8.95 Wired $12.95 

Including Battery 
Provides loud, clean signal. Includes tone control, 
phone jack for private use, choice of tone, flashing 
light, or both together. Transistor oscillator pro­
vides years of trouble-free service. 

NEW SELF­
POWERED 
VARIABLE 
FREQUENCY 
OSCILLATOR 
#722 

Kit $44.95 Wired $59.95 
Excels in every requirement for truly satisfactory 
VFO; provides full coverage of the 5 Ham bands 
80-10 meters, in 6 ranges, the 10-meter band be: 
ing covered tn 2 ranges. Output is high enough to 
drive any modern transmitter on any. of the bands. 
Near crystal stability is achieved by carefully co­
ordinated electrical, mechanical and thermal de­
sign. 

CITIZENS BAND TRANSCEIVERS 
DELUXE 770 SERIES 

Model 770: 117 VAC only 
Model 771: 117 VAC, 6 VDC* 
Model 772: 117 VAC, 12 VAC* 
* Includes mounting bracket. 

Kit Wired 
$ 69.95 $ 99.95 

79.95 109.95 
79.95 109.95 

4-channel crystal-controlled transmitting chosen 
by channel-selector knob on front panel - Crystal· 

. controlled receiving available on one transmit chan­
nel, continuous tuning over all 23 CB channels on 
the three other transmit channels - Press-to-talk 
button microphone: transmit-receive switching ac­
complished by high-quality relay with minimum 
capaci ~y between contacts to prevent current leak­
ages at RF frequencies. Superhet receiver with RF 
stage for high sensitivity and low sin ratio; 1750 
kc prealigned IF strip for unequalled image rejec­
tion and freedom from oscillator "pulling" on strong 
signals - Current metering jack in series in cathode 
ci rcuit permits checking of input power to trans­
mitter final, adjusting to FCC limit. 13-tube per· 
formance (4 dual function, 4 single function tubes, 
1 germ. diode) - Adjustable squelch control, auto­
matic noise limiter - Built-in AVC - Built-in 3" x 
5" oval PM speaker and detachable ceramic-element 
cartridge - Posi-lock mounting bracket permits 
360 0 rotation, positive lock every 30 0 - 1 transmit 
xtal supplied; others available, with matched re­
ceiving xtals if desired. 

STANDARD 760 SERIES 
from Kit $59.95, Wired $89.95 

Model 760: 117 VAC only 
Model 761: 117 VAC and 6 VDC* 
Model 762: 117 VAC and 12 VDC* 
*Includes mounting bracket. 

Kit 
$59.95 
$69.95 
$69.95 

Wired 
$79.95 
$99.95 
$99.95 

Same uncompromising engineering, same care and 
precision, and largely the same circuitry as in 770 
series (above), lacking only mlJltiple channel trans­
mitting, crystal receiving, and push-to-talk micro­
phone. 

New Citizens 
Band 

Walkie-Talkie 
#740 

Kit $54.95 Wired $79.95 
Including nickel-cadmium battery and charger, plus 
transmit and receive crystals for 1 channel. US­
made ... an original product of EICO research. A 
lightweight (19 oz), pocket-size Citizens Band 2-way 
radio requiring no license to operate. Crystal con­
trolled transmit and receive. Full superheterodyne 
receiver with crystal-controlled local oscillator; and 
high-level AM type transmitter incorporating ad­
vanced circuits, highe.st quality circuit boards, and 
9 transistors. Rechargeable nickel-cadmium battery 
operates 10 hours on one charge, rechargeable 500 
times. Range is 10 miles over water, up to 1112 
miles over good terrain; better if used with con­
ventional 5-watt CB transceiver. Ideal for hunting, 
fishing, boating, construction, warehouses, drive-in 
theaters and restaurants, etc. 

EICO ELECTRONIC INSTRUMENT CO., Inc. • Long Island City, N. Y • 
ALL PRICES 5% HIGHER IN THE WEST 
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SEctiON 1900 

COM u ICATIONS 
I MENT I CONDENSED 

CATALOG 
Model numbers, description and prices, together with identifying photo$ of units are given 
for Gonset product line. All prices shown are f.o.b. factory. Prices and specifications 
of equipment Gr. subject to change without prior notice, 

COMMUNICATOR IV -2 METER TRANSCEIVER 
Completely new~insjde and out! Transmitter p~wer greater thon ever at 20 
watls input. High level speech clipping and 10 walts of audio insure full talk 
power! Transmitter is crystal controlled, offers choice of six. frequencies. 
Broadband circuitry in driver eliminates panel contrors. 

Receiver uses latest frame grid VHF tubes in Rf and mixer for low noise 
figure of 4-6 ... triple conversion with crystal controlled first conversion ..• 
excellent sensitivity, selectivity, Also automatic noise limite" adjustable 
squelch, "S" meter, slide rule-type dial, panel speaker. Built-in power supply 
operates on both 117V AC and 12V DC. DC supply is transistorized, elim·. 
inates vibrator. Power cobles ore supplied for shift from AC to DC. Size; 
5"H, 121/2"W, 11"0. Weight, 21.8 pounds. 

DC operation is w'ith negative ground only. 

(Less Microphone) Model #3341 

COMMUNICATOR IV-6 METER . TRANSCEIVER 
Communicator IV for 6 meters is the same size and general 
appearance as the 2 meter model. Tunable receiver covers 
49.9 to 54.1 with the 50·51 mc range spread over one third 
of the dial range. Receiver is triple conversion type, has 
sensitivity of 1.0 uv (for 10 db S+ N/N) or beller. Noise 
figure is 6·8 db. 

Transmitter operates at power input of 24 watts, has six 
crystal control positions with socket for external VFO. 

Crystars are in the 8.333 to 9 mc range. Equipment has 
push·to·talk provisions. 

2·way power supply, 12V DC and 117V AC is built in. DC 
supply is transistorized, operates negative ground only. 

(Less Microphone) Modlll #3342 

COMMUNICATOR IV-l1f4 METER TRANSCEIVER 
The first commercially-produced "package" operating on 
the amateur 220 megacycle band! Operates at an input 
power of 20 watts-substantial for VHF-incorporates an 
excellent superheterodyne receiver. 

Triple conversion receiver is continuously tunable over the 
frequency range of 219.7 to 225.3 mcs. To comply with 
aCOM requirements, additional provision is made for spot 
frequency reception on one c;rystal controlled frequency. 
Receiver sensitivity is 1.0 uv for 10 db S+NjN ratio. Noise 
figure is 6-8 db, exceptional for equipment of this general 
type. Adjustable squelch and ANL are included. 

Transmitter is crystal controlled, offers choice of 6 fre· 
quencies. (Required crystals are within the range of B.143 
to 8.333 mcs.) Provision is made for external VFO. Power 
input to PA is 20 watts, amplitude modulated by p.p 
6BQ5's operating in Class AB1. High level speech dipping 
and audio shaping are incorporated. 
Unit is identical in size and general appearance to the 
Communicator IV 2 meter model. 2·way power supply for 
117V AC and 12V DC (negative ground) is built in. 

(Less Microphone) Model #3351 

COMMUNICATOR IV-CD MODEL. KITS 
CO COMMUNICATOR IV-OCOM CO KIT FOR 2 METERS 

2 meter Communicator I V for Civil Defense. (OCDM Type 
U·70). Consists of Model #3341 with Model #3409 kit and 
crystal certificate. 

Kit converts standard Communicator IV models to meet 
OCDM requirements. Includes Type 350 ceramic micro· 
phone, yellow-color canvas bag, 23" telescoping antenna 
for 2 and 11/4 meters, CD decals and crystal certificate. 

Model #3341-CD Model #3409 

VFO FOR 6, 2 AND 11;4 METER COMMUNICATORS 
New VFO is designed for use with ell 
Gonset Comunicetors including Models 
I, II, III end IV. Diel scele is celibreted 
for 50, 144 end 220 megecycle bands. 

Built in Vari·Cap FM Modulator is pro· 
vided to allow VFO to be used for Narrow 
Bend FM. Excellent stability. 

Model #3357 

COMMUNICATOR IV ACCESSORIES 
UNIVERSAL MOUNTING BRACKET CANVAS CARRYING BAG 

Kit provides universal bracket for mounting any model 
Communicator IV in a car. All Communicators have thread .. 
ed inserts in side of cabinet to fit this bracket~ 

Carrying bag for all Communicator IV models. Bag has 
pocket for antenna, microphone and cables. Material i$ 
blue color canvas and is withovt Insignia, 

Model #3365 

GSB-20 1 SSB RF LINEAR AMPLIFIE:R 
this entirely new linear amplifier is exceptionally compact-is only 
81/2" high, 125/8" wide and 17" deep-lends itself readily to table· 
top mounting. It is finished il1 blending light 'Colors, presents a hand­
some clean-cut appearance. 

The linear amplifier covers 80, 40, 20, 15 and 10 meter amateur bonds, 
incorporates full bandswitching, has pi network output. Power input 
.rating is 1500 watts PEP 5SB, 1000 watts CW, 400 watts AM. This 
amplifier can be driven by exciters in the 65-150 watt category, 
GSB·100 and similar units. Stable, grounded·grid circuitry is used. 

GSB·201· incorporates a number of desirable operating features which 
include the us. of low cost Type 8llA tubes. Older type vacuum tube 
rectifiers are replaced by modern, long-life silicon types in the high 
voltage supply. Antenna changeover relay is built-in. A panel switch 
permits preliminary tuning .to be done at low power. A full vision 
panel instrument is switchable to indicate plate current or relative 
power output. 

Model #3363 

Model #3340 

G 0 N SET Division of Young Spring & Wire Corporation 
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G-63 ALL-BAND RECEIVER 

An excellent amateur communications receiver with coverage of 6 bands: 80, 40, 20, 
15, 10 and 6 meters. Exceptional sensitivity and sjgnal~to·noise ratio on all bands­
a really ulive ll receiver on 6 meters! Unit is highly stobie, has low frequency drift. 
Each amateur band is spread fully across the full vision drum diol. G-63 has two 
second cletectors-a Product type for SSB,CW and a Diode type for AM reception. 

G·63 uses double conversion with 1 st I·F at 2065 kc for low image, the 2nd I·F at 
2'63 kcs for selectivity with multiple tuned band-pass circuits for steep-shoulder 
response. Peaking-type "Q" multiplier permits I-F response for CW to be varied 
down to 100 cps. Operating features include AVe, ANL, "S" meter, provisions for 
crystal calibrator. Cabinet is finished attractively in gunmetal gray with panel in 
black with satin aluminum trim. 

Frequency range: 3.5·4 mcs, 7·7.3 mcs, 14·14.35, 21·21.45 mcs, 2B·29.7 mcs, 50·54 
mcs. Tubes: 6BZ6 (RF), lh-6UBA (1st conv.), lh-6UBA (HF osc), 6BE6 (2nd conv.), 
6BA6 (1st I·F amp), 6BA6 (2nd I·F amp), 6Al5 (2nd det. AVC·ANl), 6BE6 (product 
det. BFO), 1/2-12AX7 (1st I·F), 6AQ5 (output aud.), 5Y3GT (red.), OB2 (volt reg.) 

Medel #3260 

G-63 RECEIVER ACCESSORIES 

CABINET ENCLOSED SPEAKER 

Handsome, modern speaker unit for usa 
with G-63 and G-43 receivers. 

Model #3285 

G-43 ALL-BAND RECEIVER 

0-43 all-band receiver features 
modern, attractive styli n9, ex. 
cellent performance, 6-band 
coverage: .54·1.6 mcs; 1.8·5.7 
mcs; 5.7·13 mcs; 13·20 mcs; 
20·25 mcs; and 25·30 mcs. 
6 band coverage gives better 
stability, easier tuning. Drum 
dial shows only band in use, 
logging scale. Calibration on 
band 6 provides for use of VHf 

<onverters. IF has 6 double·tuned Hi·Q transformers at 1650 kcs. 
for desirable selectivity. Panel controls include main tuning, band .. 
spread tuning, bandswitch, audio volume, sensitivity, antenna 
trimmer, ANl on-off, phone-CW, standby-receive, "5" meter, pro­
vision for crystal calibrator. Tubes: 6BE6 (conv); 6BA6 (lst IF); 
6BA6 (2nd IF); 6AU6 (3rd IF); 6Al5 (det, AVC, ANl); 12AX7 (lst 
Audio, 6FO); 6CM6 (2nd Audio); 6X4 (rect.) 

Model #3241 
Plug·1n Crystal Calibrator for G·63 and G·43 receivers 

Model #3269 

SUPER 12. SIX-BAND CONVERTER 

Super 12 provides coverage. of 
6 amateur bands: 10, 15·20, 40 
and 75 meters plus 19 and 49 
meters for coverage of inter .. 
national shortwave broadcasts. 
~Iibrated dial scale uses vori .. 
ous colors to aid in identifica .. 
tion of bands. Planetary drive 
provides vernier tuning. 

Sensivity and stability are excellent. Antenna trimmer on panel 
maximizes antenna in use. BC-HF switch permits instant return to 
standard Be. Super-12 is attractive ••. blends well with instrument 
p~nel of modern cars. Compact size facilitates mounting. Highest 
quality components and precision workmanship ensure long, 
trou.ble-free operation. Installafion is simple, non-technical- no 
alteration or internal connections to existing broadcast receiver. 
Converter simply patches into antenna input connector of car 
radio ... attaches to 12 volt accessory post under dash. Install in 
minutes with ease. 

12 volts DC neg. ground only. 

Model #3261 

PLUG-IN CRYSTAL CALIBRATOR 

Designed for use in G-63 and 0-43 receivers 
or G-76 transceiver 

Model #3269 

G-33 ALL-BAND RECEIVER 

G-33 is similar in construction 
and general appearance to 
G-43, hus simplifications to pro. 
vide greater economies. Tunes 
.54·1.6 mcs; 1.B·6 mc,; 6·13 
mcs; and 13-34 mcs. Bandspread 
dial has calibrated scales for 
amateur bands. 1650 kc I-F re­
sults in greatly-improved image 
rejection. 3 double tuned Hi-Q 
transformers provide excellent 
I-F selectivity. 

Panel controls include: Main tuning, band-spread tuning, band­
switch, audio volume, antenna trimmer, sensitivity, function selec­
tor. Tubes: 6BE6 (conv), 6BA6 (1st I.F), 6BA6 (2nd I·F, BFO), 6AV6 
(det, AVC, 1st oud;o' 6 r "6 (2nd oudio), 6X4 (recti~e'). 

Model #3222 

6 METER CONVERTER 
PrOVides excellent 6 meter reo 
ception when operated with 
conventional automobile broad· 
cast receivers or wi th com· 
munications or broadcast-type 
home receivers. Has full·vision 
calibrated dial. Is compact, 
simple to install. Built-in Gon· 
set noise clipper can be con· 
nected to receivers not having 
such provisions. 

12 volts DC neg. ground only Model #3275 

12 VOLT, POLICE-MARINE CONVERTER 

Installation is simple, rapid. 
No alteration of auto set. 
Cable and plug supplied fits 
antenna receptacle of auto 

12 volts DC neg. ground only. 

For mobile reception of mori~ 
time and police bands, 1600' 

to 3000 kcs. Operates in can· 

junction with existing auto 

set on any car having 12 

volt battery system. 

set. Attaches to 12 VDC 
accessory post behind dash 
for operating voltage. Size: 
3 1.12' H. 4"W, 4"D. 

Model #3163 

GO N SET Division of Young Spring & Wire Corporation 
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G-76 ALL-BAND TRANSCEIVER FOR FIXED OR MOBILE SERVICE 

G~76, on entirely new unit consisting of fransmittter and receiver in (2 single compact 
housing. Provides AM or CW operation on 80, 40, 20, 15, 10 and 6 meter amateur 
bonds. The G-76 incorporates proved design features of the famed Gonset G-66/G-77 
"Twin sparklers/' adds many new advances for top fixed station and mobile operation 

Receiver is dual-conversion with lst I-F at 2065 kcs, 2nd I-F at 262 kcs. Features 
include BFO for SSB and CW reception-automatic noise limiter. Unit has excellent 
selectivity and sensitivity. Transmitter and receiver oscillators are temperature com­
pensated. Transmitter has stable VFO for all bands excepi 50 mcs which is crystal 
control only. Crystal con'rol of other bands is optional. Power input to transmitter is 
100 watls AM, phone, 120 walls, CWo Final tube is 6DQ5 operating into pi network 
output. Control is push-to-talk or by T-R switch on panel. Meter facilitates tuning, acts 
0$ US" meter on receive. Dimensions: 12V2"W, 5H H and 101/2" deep. Unit has internal 
socket for crystal calibrator (optional) also panel switch for calibrator operation, 

Model #3338 

G-76 SPEAKER/POWER SUPPLIES 

G-76 AC SUPPLY/SPEAKER 

115V AC power supply 
and loudspeaker unit 
for G-76 in single cab. 
inet to match unitt 

G-76 DC POWER SUPPLY 

12V DC transistorized 
power supply for G-76. 
W Icable less speaker, 
Negative ground only. 

Model #3350 

G·76 TRANSCEIVER ACCESSORIES 

UNIVERSAL MOUNTING BRACKET 

Kit provides universal bracket for 
mounting G~76 in a cor. 

Model #3365 

PLUG·IN CRYSTAL CALIBRATOR 

Designed for use in G-76 transceiver or 
G·63 and G-43 receivers. 

Mod~1 #3269 

CERAMIC MICROPHONE 

Model #3340' 

G5B·IOO 5SB TRANSMITTER GPP-l HYBRID BALANCED 
GSS-l00 is a complete, self-con­
tained SSB transmitter for operation 
on 80-40-20-15-10 meter bands. This 
transmitter is rated at 100 watts 
PEP input, operates on SSB with 
selectable sidebands, phose modu_ 
lation, AM and CWo 

Output circuit utilizes pi-network. The new GONSET FILTER· 
PHASING network gives high sideband rejection, uses a quartz 
crystal band-elimination filter for carrier suppression of more .I.an 
60 db. This filter avoids critical carrier balancing. 

Frequency control is by fixed quartz crystal and built-in VFO. 
Latter features exceptional stability. Unit gives full 600 kcs within 
all amateur bands, 80 through 10. Highly eHective voice-operated 
control system, (VOX) is provided. Heavy duty 115 VAC power 
supply is built-in. 

Model #3233 

6 METER 
FIXED STATION 
COMMUNICATOR 

G-50 is a complete station '/lpackoge ll for 6 meter operation. Re­
ceiver is highly sensitive, selec;tive superhet with liS" meter, ANL, 
adjustable squelch, panel mounted speaker. Transmitter uses 6146 
in pi network final at 40-50 watts input. Frequency control is by 
crystal or built-in highly stable VFO. Latter gangs with multiplying 
stages, eliminates excitation controls. Dial is calibrated SO-54 
meso Modulator uses two 6L6GB's. Compact housing, 71h"H, 13"W, 
121/2"0 contains receiver, transmitter, power supply. For 117V AC 
operation only. 

Model #3221 

CD MODEL. Similar in general appearance to sta~dard amateur 
model but is certified as -meeting applicable specifications under 
OCDM U~68. Cabinet is same size as amateur model, has appro­
priate CD markings. Mic. and crystal certificate included. 

Model #3300-CD 

PHONE PATCH 
GPP-l provides the ideal "patch" 
between amateur station transmit~ 
ting/receiving equipment and land 
line telephone circuits. Adiustable 
hybrid balancing 'permits optimum 
balance for any particular set of 
conditions. Panel meter indicates 
correct balance, also switches to 
show line level uncler patch condi­
tions, thereby avoiding line overload 
and crosstalk. No power required 
. .. simple to install, operate. Only 
4'/2"H, 6"W, 6)/.4"0. 

Model #3273 

NOISE CLIPPER 
A "must" for every mobile installation 

operating above 2 or 3 mc to reduce 
ignition interference. Works with .011 
AM receivers using conventional diode 
detectors, easy to install. Complete 
instructions furnished. 

Model #3001 

MONITONE for use as a code practice oscillator 
and as an effective monitor for 
phone and CW xmtrs. Has audio 
oscillator controlled by external cir­
cuit I provides audible "tone on panel 
speaker or earphones. Separate 
pitch and volume controls. Uses RF 
pickup from xmtr. for operation as 
effective CW or phone monitor. 
Operates from 115 VAC with isolat­
ing circuitry so that nei1her keying 
nor earphone leads ore "hot" to 
ground. 

Model #3022 

G 0 N 5 E T Division of Young Spring & Wire Corporation 
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G-12 CITIZENS COMMUNICATOR FOR ll-METER CITIZENS BAND 

A complete 4-chonnel stotion for virtually unlimited business or private use in car ..• 
truck ... tractor ... boat ... plane. Operates within 26.965 to 27.235 me. Easy to 
obtain station license-only simple FCC form to fill out ... no exam or special skills 
required. No tuning ... four crystal-controlled channels (transmitter/receiver) 
selectable by front panel switch for highest stability. reliability, G M 12 features 5-watts 
input power. .. easy press-ta-talk operation, ANl, superhet receiver with RF stage, 
adjustable squelch, built-in speaker, transmitter tune indicator. Fully FCC type 
accepted. Employs latest electronic design techniques. Is rugged, compact ... only 
4'/2"H, 7"W, by 10"D" weighs 11 Ibs, Has gimball mount, built·in 12VDC/117VAC 
(or 6VDCj117VAC optional) power supply for fixed or mobile service, per unit 149.95 

G·12 Citizens Communicator, 12VDC/117VAC. Includes mike and trans/rec. cryc;tals 
for one chonnel", , , , , ' , , , , ' , . , . , , , , , . , , , , , , , , . , , , , , , , , , Model #3316 

G-12 Citizens Communicator, 6 VDC/117 VAC. Includes mike and trans,'rec crystals 
for one channel , , , , Model #3329 

GROUND-TO-AIR 
COMMUNICATOR 

Effective, 2.way VHF station in con· 
venient, portable package. "Three 
way" power supply permits opera· 
tion from 115 VAC mains or from 
6 or 12 VDC vehicular battery. Xtal. 
controlled transmitter supplies full 
6-7 watts output power with AC or 
DC power sources. 

Superhet receiver has 6BZ8 low-noise RF in "cascode" circuit, selec_ 
tive IF, noise clipper, adjustable squelch. Receiver is tunable, 112 
to 132 mcs. Simple, non-technical operation. Same size and weight 
a!'. comparable Communicator III models. Can be used with integral 
whip or remote antenna with 52 ohm coaxial line. 

Ground-to·Air Communic;ator, with mic, canvas carrying case and 
crystal certificate (6·12 VDC, 115 VAC), 

Model # 3139-GA 

Telescoping Antenna, Communicator II I series 

Model #3152 

12 VOLT 30-50 Me 

FM CONVERTERS 

Operates with existing 12 voh auto 
radio to provide excellent mobile FM 
reception. Exclusive Gonset design 
permits simple, non-technical installa-
tion in minutes, 

No adjustments or alterations to auto set. Just plug converter into car 
radio and clip power lead to 12 volt lIoccessory" post under dash. 
Converter has adiustable squelch and dial lamp ON·OFF switch. Gen. 
eral appearance similar to Model #3311. Operates only on CQrs having 
negative grounds on battery. . 

FM, 30-40 me "", .. ".Model #3247" 

FM, 40-50 me"." ... ":,,,Model #3251 

AIRCRAFT 

MONITOR 

RECEIVER 

Economically priced AM receiver for communications monitoring and 
emergency applications in the VHF region. Complete with AC power 
supply, built in loudspeaker. 

Full-vision, slide rule type dial is calibrated over the frequency range 
of 108·135 megacycles. Oscillator is temperature compensa.ted for 
high stability. This receiver meets FCC requirements for low 
oscillator radiation. Operating features include excellent automatic 
volume control and adjustable squelch for muted standby. 

Model #3156-B, 

Gonset Division of Young Spring and Wire Corporation is a 
pioneer in electronic communications equipment manufacture. 

Located in Burbank, California, the Company was founded in 
1942 by Faust Gonsell (from whom it took its name), The 
original Company was acquired by Young Spring and Wire 
Corporation in 1956. The Gonset label has been continuously 
associated with highest quality amateur radio equipment 
since the date of founding. 

Today the division occupies a 65,000 square foot plant, 
employs 500, and is operated by a management team of 10 
veteran electronics executives. The division now manufac­
tures and markets a complete line of radio communications 
products-for amateur use, for mobile use by industry and 
private citizens. Special Gonset equipment may be found in 
vehicles of civil protective agencies and in use at airports 
and on Civil Defense networks. 

'Gonset products are distributed internationally by a net· 
work of franchised electronics wholesalers and ret"ilers. The 
name Gonset is synonymous with Reliability in Radio products. 

12 VOLT 88-108 Me FM TUNER 

© U.c.P., Inc. 

Now, .. full fidelity FM reception in 
your cor, New converter operates with 
existing auto set and antenna, brings 
all the well known advantages of FM, 

Tuner is easy to operote -·only two controls, no fussy tuning .. 
Just locate signal on dial near 800 KC. Unique "locking" Q 
circuit then positively and correctly tunes FM station to full 
fidelity. Installation is simple, non·technical. No alterations or 
adjustments to auto set. Tuner connects to 12 volt battery 
source, plugs into antenna connections of auto radio. For cars 
with 12 volt negative grounds only. 

8D-IOB me FM, ... , ... , ... Model #3311 

GONSET Division of Young Spring & Wire Corporation 
• BUR BAN K, CAL I F. 
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NEW HQ-100A 

A modestly priced general cov­
erage receiver with excellent CW 
and SSB reception due to in­
dependently controlled contin­
uously variable BFa and Q­
multiplier. Continuous tuning 
from 540 KKCS to 30 MCS. Out­
standing sensitivity and selectiv-
ity - electrical bandspread di­

rectly calibrated. Voltage and temperature regulated.' S meter. 
Exclusive Auto-Response. Automatic noise limiter. Ten tube 
superheterodyne circuit. 

$189.00 
Amateur Net 

24-hour clock timer optional ...................................... $10.00 Extra 

NEW HQ-14S X 

General coverage receiver for 
SWL and hams with built-in 
provision for single crystal con­
trolled channel. Tunes from 540 
KCS to 30 MCS. Electrical 
bandspread in all ham bands ir, 
frequency range .. Dual conver­
si(;m from 10.0 MCS to 30.0 
MCS. 60 db slot RIter and six 

position crystal RIter. Eleven tube superheterodyne with auto­
matic noise limiter. High sensitivity. Optional 100 KC plug-in 
calibrator. 

$269.00 
Amateur Net 

24-hour clock timer optional ...................................... $10.00 Extra 

NEW MR-SOX 
NEW MR-30X 

Identical .units except for fre­
quency ranges covered. 
MR-50 X has range of 147-174 
MC. MR-30 X - 25-54 MCS. 
Offers true split channel per­
formance with optional mhlti-
channel operation. Entirely selt 

contained with whip antenna - provision for external antenna. 
Selective call option. High sensitivity. Crystal controlled to 
fixed, pre-determined channels for optimum reception. Ideal for 
civil, industrial, or ~ommercial use. $199.00 

~~~~ ~ 

S-100 speakerforuse with HQ-100, HQ-llO, 
and HQ-105-TR .... $14.95 Amateur Net 

S-200 Speaker for use with HQ-145-X, 
HQ-170, HQ-180 ... $19.95 Amateur Net 
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NEW HQ-10S TR 

CITIZEN-HAM BAND 
TRANSCEIVER WITH 
GENERAL COVERAGE 
RECEIVER 

Citizens band transceiver with. 
built-in provision for ham band 
operation. Five watt input trans­
mitter, 100% modulation - for 
CB or 10 Meter operation. Receiver continuously tunable from 
540 KCS to 30 MCS. Direct dial calibrated electrical band­
spread. Dial markings every 10 KCS on 80, 40, and 20 meter 
bands; every 20 KCS on 15 meter band; and every 50 KCS on 

.10 meter band. Q-multiplier. BFa. Auto-Response. Automatic 
noise limiter. Eleven tube transceiver design. 

$219.S0 
Amateur Net 

24-hour clock timer optional ...................................... $10.00 Extra 

NEW HX-SO 
i 

FILTER-TYPE 
TRANSMITTER 

New, compact,' 50 watt output 
Rlter-type transmitter-exciter of­
fering superior performance in 
SSB, AM, or CWo Covers all 
amateur bands 80 to 10 meters, 
plus MARS, in the frequency 
ranges of 3.25 to 4.25; 6.75 to _ , 
7.75,13.75 to 14.75,20.75 to 21.75, 27.75 to 29.75 MCS. Modem 
design includes use of latest compactrons and Nuvistor. Built-in 
antenna changeover, VOX, and keying relay. All crystals in­
cluded. Separate dial scale employed for each band with readout 
better than 500 cps. New, compact, beautifully designed re­
ceiver-inside and out. (Available Sept.-1961) 

RDF-10 

Three band radio directional 
finder, marine, broadcast, and 
beacon. Ten transistors, modem 
circuitry, for extra sensitivity. 
Self-contained standard flash­
light size battery supply. Low-­
drain - long battery life. Cali­

$399.S0 
Amateur Net 

brated directional antenna for pin-point "Rx". Simple, sure, 
accurate, and always dependable. 

$179.00 
Complete 

(less batteries) 

© UCP., Inc. 
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HQ-ll0 

Dual conversion, 12 tube super­
heterodyne receiver. Tunes, 6, 
10, 15,20, 40, SO, and 160 meter 
bands. Electrical bandspread 
tuning. S meter. Q-multiplier. 
Separate AM, SSB, and CW de­

tectors. Separate BFa for stability. Crystal-controlled second 
conversion. Built-in 100 KC crystal calibrator. Adjustable dial 
calibration. Automatic noise limiter. 

$249.00 
Amateur Net 

24-hour clock timer optional ..... $10.00 Extra 

HQ-IBO 

A general coverage SSB receiver 
that provides professional per­
formance at an amateur price. 
IS tube superheterodyne, 540 
KCS to 30 MCS coverage. Band­
spread. H.F. crystal filter-slot 
filter. Separate product detector. 

Tuned IF amplifier. Selectable sideband. BFa control. Selectable 
fast attach A VC. Crystal calibrator. Automatic noise limiter. In 
fact, everything and more that you would expect to find in the 
very best general coverage SSB receiver. 

24-hour clock timer optional ... 

$429.00 
Amateur Net 

......... $10.00 Extra 

SP-600 

COMMUNICATIONS 

RECEIVER 

A commercial/military quality 
receiver tuning from 540 KCS to 
54 MCS in six bands. Operation 
on anyone of 6 crystal controlled 
fixed frequencies. Stability .001% 

at 54 ~CS. E~tremely h~gh image rejection. Ideal for diversity 
or pomt-to-pomt receptIon. Also available in other frequency 
ranges for laboratory, military, or communications reception 
Price range from $1140.00 up-dependent on frequency range~ 
and features desired. 

SPC-I0 

SSB CONVERTER 

Self contained unit for COHver­
sion of any standard communi­
cations receiver having an IF 
frequell(ly of 450 to 500 KCS-

.' but especially adapted for use 
WIth the Hammarlund SP-600. A professional quality SSB and 
new selectivity performance on AM-MCW. 

$375.00 
Amateur Net 

© UCP., Inc. Net 

HQ-170 

The very best ham receiver. Ex­
ceptional SSB performance with 
17 tube superheterodyne design 
- dual and triple conversion. 
Tunes 6, 10, 15, 20, 40, SO, and 
160 meter amateur bands. Sep­
arate plus or minus 3 KC vernier tuning. Selectable upper, low­
er, or both sidebands. 100 KCS calibrator. Selectable Ave. 

$359.00 
Amateur Net 

24-hour clock timer optional .................................... $10.00 Extra 

HX-500 SSB 
TRANSMITTER 
Advanced design 100 watt trans­
mitter for amateur use. Covers 
3, 5, 7, 14, 21, 28, 29, and 30 
MCS bands. Separate dial scale 
for each band. All crystals in­
cluded. Read-out to 200 cps or 
better. Stability after warmup 
better than 100 cps. Choice of upper, lower, or both sidebands, 
CW, FM, FSK, for RTTY, plus 40 cps identification keyed 
shift. 50 db or better carrier and sideband suppression. Auto­
matic VOX/ anti VOX system. Dollar for dollar, the finest 
amateur transmitter ever offered. $695.00 

HC-I0 

SSB CONVERTER 

Provides the finest SSB per­
formance with any standard, 
stable receiver with an IF of 
400 to 500 KCS. Connects in 
seconds. Built-in audio output. 
does not affect normal operation 

Amateur Net 

of receiver. Provides choice of upper, lower, or both sidebands. 
Adjustable notch filter up to 60 db. Selectable passband width. 
Vernier tuning. Automatic noise limiter. 

$149.00 
Amateur Net 

IF-NOISE SILENCER 

Essentially plug-in 3 tube cir­
cuit designed primarily for use 
with the Hammarlund HQ-170 
and HQ-1S0 communication re­
ceivers. Renders receivers inop­
erative during· short duration of 
any individual noise pulse. 
Lapse or "hole" not noticeable 
because of extremely shori dur­
ation. Excellent where severe 
noises must be contended with. 

ignition or other pulse-type 

CRYSTAL CALIBRATORS 

. $33.50 
Amateur Net 

Crystal calibrators providing markers for dial calibration every 
100 KCS. 
XC-lOO for general usage ................................ $15.95 Amateur Net 
XC-lOO for HQ-140-X, HQ-140-XA, HQ-120 

and HQ-129 ............................................ $17.95 Amateur Net 
HX-IOO plug-in calibrator for HQ-145 and 

HQ-145-X ............................................. $15.95 Amateur Net 
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TYPE "u" AND "UB" CAPACITORS 
These tiny Type "U" and "UB" sUb-miniature air variable capa­
citors require less than 0.2 and 0.3 square inch area respectively 
for chassis or panel mounUng. Rotors and stators are precision 
machined from one piece of 'solid brass for outstanding me­
chanical stability and uniformity. Unit offers high "Q" (greater 
than 1500 at 1 mc), high torque-to-mass ratio, and low tempera­
ture coefficient - provides absolute freedom from moisture en­
trapment found in trimmer capacitors of enclosed or solid 
dielectric type. All metal parts silver plated - ceramic 'steatite 
Grade L-4 or better. Exceptionally uniform delta C and voltage 
characteristics. Extra heavy end rotor plate protects against 
accidental damage during handling. No special tools required 
for installation - slotted end accommodates large screwdriver 
'for quick adjustment. Choice of wide, double pierced or printed 
circuit style terminals; and "LocTab," printed circuit, or two­
hole 'mounting styles. Specials and Two hole mounting are 
available only in productIon quantities. 

Note: When ordering "LocTab" add-1 to Cat_ No.; Printed Circuit 
add-S and 2-hole mounting add-7* 

SINGLE SECTION-Air Gap _010"-850 Volt Peak Breakdown 
Plate. Net Price 

Cap. per Sec_ per Ptd. Hole 
Cat. No_ Max. MIn. Sec_ uLocTab" Circuit Mnt. 
189-1 3.5 1.2 .4 29.4.0' $0.50 $0.50 $0.85* 
189-2 5.4 1.3 6 \12' .52 .52 .87* 
189-3 7.3 1.4 8 ".4.0' .54 .54 .90* 
189-4 9.1 1.5 10 19.42" .56 .56 .93* 
189-5 11.0 1.7 12 %' .58 .58 .97* 
189-6 13.0 1.8 14 43.4.0' .60 . .60 1.00* 

SINGLE SECTION-Air Gap .~16"-1300 Volt Peak Breakdown' 
189-26 
189-27 
189-28 

4.1 
6.7 
8.9 

1.3 
1.6 
1.8 

6 '!12' 
10 %' 
14 %' 

$0.75 
.85 
.95 

$0.75 
.85 
.95 

$1.09· 
1.17* 
1.24* 

BUTTERFLY-Air Gap .010"-850 Volt Peak Breakdown 
189-201 4.5 2.4 9 "ho' No! Av. $1.75 $1.75* 
189-202 5.5 2.5 15 %' No!Av. 1.85 1.85* 
189-203 8.5 3.0 21 11,,16" No! Av. 2.00 2.00* 

*Available only in Production Quantities. 

TYPE "M" CAPACITORS 
These small Type "M" miniature air variable capacitors are 
excellent for use in compact equipment. Bridge type stator ter­
minal provides an extremely low inductance path to both stator 
supports. Soldered plate construction, oversize bearing, and 
heavily anchored stator supports insure extreme rigidity. Large 
beryllium copper compression rotor contact provides steady 
torque - and rotor stays "put" where set. Rotor contact and all 
other metal parts are nickel plated - steatite insulator is 
DC-200 treated. Mounting bushing threaded with 1/4-32 flats to 
prevent turning - mountin~ nut furnished. Peak voltage 1250 
volts on .017" spaced Units; 850 volts on 160-130 which is 
spaced .013". 3/16" diameter shaft* slotted for screwdriver ad­
justment. Available in production quantities with the following 
features: locking bearings; 180 0 stop; various shaft extensions; 
high torque; silver or other platings. 
*Instrument type tuning knob to fit 3/16" shaft available. (See 
page on knobs and dials.) 

Cat. No. 
160-102 
160-104 
160-107 
160-110 
160-130 

160-203 
160-205 
160-208 
160-211 

160-303 
160-305 
160-308 
160-311 

SINGLE SECTION 
Cap. per Sec. 

Max. Min. 
5 ' 1.5 
8.7 1.8 

14.2 2.3 
19.6 2.7 
32 3 

Platei 
per Sec. 

5 
9 

15 
21 
28 

BUTTERFLY 
3.1 1.5 5 
5.1 1.8 9 
8 2.2 16 

10.8 2.7 22 

DIFFERENTIAL 
5.0 1.5 5 
8.7 1.8 9 

14.2 2.3 15 
19.6 2.7 21 

4'.4.0' 
13M' 

I' 
1",44' 
1 17,4 .. 

45M' 
13A6' 

I' 
1",44" 

.45A4• 
f3A," 

I' 
1",44' 

Net Price 
$1.00 

1.05 
1.20 
1.35 
1.40 

$1.40 
1.60 
1.80 
2.00 

$1.45 
1.65 
1.85 
2.10 
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TYPE "S" CAPACITORS 

Midway in physical size between the Type "M" and "K" capaci­
tors, the Type "S" is compact in design-rugged in construc­
tion. Unit is equipped with DC-200 treated steatite insulator, 
and nickel-plated brass plates. The "s" capacitor has a plate 
spacing of .013" with a peak voltage rating of 850 volts. Other 
spacings; single hole mounting types; straight shaft; screw­
driver shaft; or locking-type screwdriver shaft available on spe­
cial order in production quantities. Available in Single Section 
and Butterfly Types. 

SINGLE SECTION 
Cap. per Sec. Plales 

Cal. No. Max. Min. per Sec. Nel Price 
148-1 15 2.3 6 53M' $1.10 
148-2 25 2.6 10 ISIi6" 1.15 
148-3, 35 2.9 14 1 1hz' 1.20 
148-4 50 3.2 19 1 '"," 1.30 
148-5 75 3.9 29 1'3hz' 1.45 
148-6 100 4.5 38 1 ,3M' 1.65 

BUTTERFLY 
148-201 9 1.8 6 5%,' $1.45 
148-202 14 2.1 10 1slk" 1.55 
148-203 20 2.4 14 1 1hz" 1.70 
148-204 27 2.8 19 1 ."'. 1.90 
148-205 42 3.6 29 1'3hz' 2.20 
148-206 54 4.4 38 143",' 2.50 

TYPE UK" CAPACITORS 
Widely used for military and many commercial applications, 
the Type "K" capacitor has a DC-200 impregnated steatite in­
sulator, slotted stator contacts, and extra-rigid soldered plate 
construction. Peak voltage rating is 1000 volts with a plate 
spacing of .015" - plates are nickel-plated brass. The Type "K" 
capacitor is available in production quantities to meet M IL-C-
92A speCifications - other capacities and variations for spe­
cialized military and commercial applications are also available 
in production quantities. Butterfly and Differential Types will 
soon be available. 

Cap. per Sec. Plales 
Cal. No. Max. Min. per Sec. Net Price 

158-1 10 2.9 3 ¥O' $1.25 
158-2 25 3.7 7 I' 1.35 
158-3 50 4.6 14 13A6- 1.55 
158-4 75 5.5 20 lo/a' 1.70 
158-5 100 6.4 27 I%' 1.85 

TYPE "J" CAPACITORS 
A heavy duty miniature type, the T¥pe "J" capacitor has wider 
spacing (.025") than most small aIr variables, yet it occupies 
little more space. The Type "J" is especially useful for small 
space plate tank circuits in low power stages where standard 
miniatures have insufficient plate spacing. Unit is equipped 
with a DC-200 treated steatite insulator and has soldered plate 
construction. Peak voltage rating is 1200 volts. Mounting 
brackets and 6-32 screws provided. 

Cap. per Sec. Plales 
Cal. No. Max. Min. per Sec. Net Prica 

157-1 8 2.6 3 19hz' $1.85 
157-2 17 3.3 6 23hz' 1.95 
157-3 29 3.6 10 W 2.10 
157-4 52 4.9 19 114' 2.35 
157-5 73 6 26 11~' 2.65 
157-6 102 7 36 131hz' 3.00 

TYPE "R" CAPACITORS 
This rugged Johnson version of a popular standardized capaci­
tor, has extra-heavy steatite stator support insulators and 
soldered .023" thick brass plates. All metal parts are heavily 
nickel-plated for resistance to corrosion. Sturdy brass end 
frames offer excellent rigidity. Double bearing construction 
and silver-plated beryllium copper wiping contacts provide 
smooth, rehable performance. Peak voltage rating is 1200 volts 
- available with .024", .036", .050", .071", or .095" plate spac­
ings, as well as special platings and shaft lengths in produc­
tion quantities. Bearing threaded %"-32. Also available with­
out mounting feet for panel mdunting applications. 

Cap. per Sec. Plales 
Cal. No. Max. Min. per Sec. Net Price 

149-1 20 5 3 1 7hz' $2.25 
149-2 35 6 5 17hz' 2.35 
149-3 50 6.5 7 1 7hz' 2.45 
149-4 80 8 11 1~' 2.60 
149-5 102 8.5 14 1 uhz' 2.75 
149-6 140 13.5 19 119hz' 2.95 
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TYPE ilL" CAPACITORS. 

These high quality, ceramic soldered Type "L" capacitors are 
an ideal choice for applications requiring extreme stability and 
strength. Rotor bearings and stator support rods are actually 
soldered directly to the heavy 3/16" thick steatite insulator, 
making these capacitors practically impervious to stiock and 
vibration. Special split·sleeve tension bearing and silver-plated 
beryllium copper contact provide constant torque and smooth 
capacity variation.' Heavy brass soldered plates and larg;e 
diameter tie rods provide excellent rigidity. Removable chassIs 
mountin~ brackets can be used to mount auxiliary equipment. 
Plating IS heavy nickel - plate spacing .030". Peak voltage 
ratin/! is 1500 volts. Also available with .020", .060", and .080" 
spacing as well as special platings, shaft lengths and stator 
terminal locations in production quantities. Bearings threaded 
%-32", mounting nut provided. Models with 6-32 tapped mount­
ing posts soldered to end frame also available on special order .• 

SINGLE SECTION 

Cap. per Sec. Plales 
Cal. No. Max. Min. per Sec. Nel Price 

Single End Plate 

167-1 11 2.8 3 '14' $1.60 
167-2 27 3.5 7 "A.' 1.70 
167-3 51 4.6 13 1\4' 1.90 
167-4 75 5.7 19 l'A.' 2.10 

Double End Plate 

167-11 99 6.8 25 2'1.12' 3.30 
167-12 202 11.6 51 3 21".-

4.20 

BUTTERFLY 
167-21 10.5 2.8 5 55A.' 1.95 
167-22 26 4.3 12 1\4' 2.25 
167·23 51 6.8 23 1'14' 2.75 

DIFFERENTIAL 

167·31 11 2.8 3 '14' 2.00 
167-32 27 3.5 7 61A.· 2.20 
167-33 51 4.6 13 1\4' 2.50 

DUAL SECTION 
167-51 27 5.0 7 1%' 3.60 
167-52 51 6.5 13 2"A.' 4.05 
167-53 99 9.8 25 3 7A.' 4.95 

TYPE "G" CAPACITORS 

A wide range of capacities and spacings make this popular 
capacitor adaptable to many applications. The Type "G" is 
especially useful as a neutralizing capacitor for medium and 
low power stages, and is also widely used for grid and plate· 
tuning at high and ultra-high frequencies. The Type "G" capaci­
tor is constructed with a single steatite insulator, .032" round­
ed aluminum plates, universal mounting bracket, locking nut, 
and front and rear shaft extensions. Peak voltage ratings are: 
2000 volts with .045" spacing; 4500 volts with .125" spacing; 
and 7000 volts with .225".spacing. 

Cap'. per·Sec. Plate. 
Cat. No. Max. Min. Spacing per Sec. Net Price 
165-2 52 5 .045' 9 1 'A.' $3.50 
165-4 13 4.7 .125' 5 121A.' 3.15 
165-5 23 6.4 .125' 9 161A.· 3.50 
165-6 5.7 3.5. .225' 3 1 7m' 3.30 
165-7 12 6 .225' 7 215A.' 4.15 

TYPE liN" CAPACITORS 

The Type "N" capacitor requires very little mounting area, and 
offers extremely high voltage rating in proportion to its size. 
Fine adjustment with uniform voltage rating throughout the 
full capacity range. Plates are aluminum cups supported. by a 
steatite frame with a cast al'uminum mounting bracket. Peak 
RF breakdown ratings at 2 mc.: .125" spacing, 8500 volts; .250" 
spacing, 11,500 volts; .375" sl-acing, 14,500 volts. 

Cap. per Sec. Nel 
Cat. No. Max. Min. D C G V Spacing Price 
159-125 11.0 1.1 1% 3Y. 6131.12 1 "A. .125' $7.30 
159-250 10.6 1.4 1'~' 3'14 7'~ 2'1.12 .250' 8.45 
159-375 10.7 1.7 2% 5 19hz 823m 2 15A. .375' 10.50 
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TYPE "C" AND "0" CAPACITORS 
Heavy .051" aluminum plates and 5/16" diameter aluminum tie 
rods; large, laminated rotor brushes; 1/4" cadmium·plated steel 
shafts; laminated phosphor brollze contact springs; and steatite 
insulation. Type "e" - overall width: 51/2" - height: 51%~"­
height bottom to shaft center: 3%2". Type "D" - overall width: 
41/4" - height: 4" - height bottom to shaft center: 20/.32". Dual 
types have center rotor connection for better balance. End 
frames tapped 8-32, 3 holes, for panel mounting - brackets 
furnished for chassis mounting. 

Cat. No. 
152-1 
152-2 
152-6 
152-8 
152-9 

152-501 
152-502 
152-503 
152-504 
152-505 
152-507 
152-509 

153-6 
153-8 
153-11 
153-12 
153-13 
153-15 
153-16 
153-17 
153-18 

153-501 
153-502 
153-503 
153-504 
153-505 
153-506 
153-507 
153-508 
153-509 
153-510 
153-511 
153-513 
153-514 

Pk. 
Voltage 
7000 
7000 

11000 
13000 
13000 

4500 
4500 
7000 
7000 
9000 

11000 
11000 

3500 
4500 
7000 
7000 
7000 
9000 
9000 
9000 
9000 

3500 
3500 
3500 
3500 
3500 
4500 
4500 
7000 
7000 
7000 
7000 
9000 
9000 

TYPE C SINGLE SECTION 
Cap'/Sec. Air Plates 

Max. Min. Gap per Sec. 
252 34 .175' ,24 
496 56 .175' 47 
103 30 .350' 17 

51 24 .500' 10 
102 42 .500' 21 
TYPE C DUAL SECTION 
204 21 .125' IS 
290 26 .125' 21 
198 27 .175' 19 
305 37 .175' 29 
147 30 .250' 19 

50 18 .350' 8 
103 32 .350' 17 

TYPE 0 SINGLE SECTION 
496 36 .080' 39 
146 23 .125' 17 

98 23 .175' 15 
151 31 .175' 23 
244 45 .175' 37 

53 20 .250' 10 
73 25 .250' 14 
99 30 .250 r 19 

149 43 .250' 29 
TYPE D DUAL SECTION 

95 13 .080' 8 
147 15 .080' 12 
202 19 .080' 16 
291 24 .080' 23 
496 38 .080' 39 
155 24 .125' 17 
198 27 . 125' 23 

52 IS .175' 8 
72 17 .175' 1 I 
97 22 .175' 15 

151 31 .175" 23 
52 19 .250' 10 
97 30 .250' 19 

TYPE "E" AND "F" CAPACITORS 

Net 
Price 

$17.95 
21.80 
13.65 
11.90 
15.95 

18.75 
21.95 
21.80 
27.20 
23.65 
15.95 
23.20 

16.50 
10.40 
10.15 
11.95 
15.20 
9.35 

10.35 
11.55 
13.90 

11.60 
13.35 
15,95 
18.35 
25.40 
16.60 
18.60 
11.95 
13.70 
15.55 
19.95 
14.25 
19.10 

Large amount of capacity per cubic inch and extremely low 
capacity to chassis. Heavy aluminum plates .032" thick with 
rounded edges and large 1/4" tie rods; stainless steel shafts; 
sturdy phosphor bronze contact springs; and center rotor con­
tact on dual types. End frames tapped 8-32, 3 holes for panel 
mounting - brackets furnished for chassis mounting. 

Pk. 
Cat. No. Voltage 
154-1 2000 
154-2 2000 
154-3 2000 
154-7 3000 
154-8 3000 
154-9 3000 
154-10 3000 
154-11 4500 
154-12 4500 
154-13 4500 
154-14 4500 
154-15 4500 
154-16 4500 

154-502 2000 
154-503 3000 
154·504 3000 
154·505 3000 
154.506 3000 
154·507 3000 
154.508 4500 
154·509 4500 
154·510 4500 

155.1 2000 
155·2 2000 
155·3 2000 
155·4 2000 
155·5 2000 
155·6 2000 
155·8 3000 
155·9 3000 
155·10 3000 
155·11 3000 

155·501 2000 
155·502 2000 
155·503 2000 
155·504 2000 
155·505 2000 
155·506 3000 
155.507 3000 
155·508 3000 

© U.c.P., Inc. 

TYPE E SINGLE SECTION 
Cap./Sec. Air Plates 

Max. Min. Gap per Sec. 
244 12 .045' 23 
353 15 .045' 33 
488 19 .045' 45 
100 11 .075' 15 
154 14 .075' 23 
251 20 .075' 37 
347 25 .075' 51 

38 9 .125' 9 
53 II .125' 12 
74 13 .125' 17 

101 16 .125' 23 
145 20 .125' 33 
241 32 .125' 55 
TYPE E DUAL SECTION 
312 13 .045' 29 

52 8 .075' 8 
72 8 .075' 11 
99 10 .075' 15 

153 13 .075' 23 
196 15 .075' 29 

52 10 . 125' 12 
74 12 .125" 17 

100 15 .125' 23 
TYPE F SINGLE SECTION 

35 7 .045' 6 
54 8 .045" 9 
66 8 .045' 11 

106 10 .045' 17 
154 I 2 .045' 25 
252 17 .045' 41 

52 9 .075' 13 
67 " .075 17 
99 14 .075' 25 

148 18 .075' 37 
TYPE F DUAL SECTION 
53 7 .045' 9 
66 7 .045' 11 

104 9 .045' 17 
153 II .045" 25 
202 14 .045' 33 

51 8 .075' 13 
66 10 .075' 17 
99 13 .075" 25 

M 
3 7h2' 
331h2' 
4 29h2' 
3' 
3Va' 
50/&' 
6Va' 
2%' 
313h2' 
4 1h2" 
431h2' 
6 17h2' 

10' 

Net 
Price 

$ 6.65 
7.60 
8.75 
5.95 
6.75 
8.25 
9.70 
5.40 
5.80 
6.30 
6.90 
7.85 

10.50 

12.30 
8.35 
8.85 
9.70 

11.35 
13.25 

8.95 
10.20 
11.60 

4.95 
5.20 
5.35 
5.85 
6.50 
7.75 
5.50 
5.90 
6.50 
7.65 

7.95 
8.45 
9.45 

10.95 
12.20 
8.80 
9.80 

11.10 
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TUBE SOCKETS - GENERAL INFORMATION 

In order to simplify the selection of sockets and to provide complete specifications for standard, industrial 
and military requirements, wherever applicable, all Johnson tube sockets have been categorized under a 
socket standardization program. 

By reducing the number of variations in special socket types, it is possible to maintain stocks of 
military and industrial type sockets as well as standard sockets, permitting shorter delivery cycles .on 
quantity orders. Specifications for the three variations of each socket type are listed within each section 
of descriptive matter. 

Detailed specifications covering the complete Johnson tube socket line have. been prepared for Engineering 
Department use - should you desire a copy of Socket Standardization Booklet 536, please make your re-
quest on company letterhead. . 
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SOCKET FOR EIMAC 152TL AND 304TL 
Glazed porcelain base with contacts for either series orparallel 
filaments. Standard and Industrial type socket has .0001 nickel­
plating. Military type socket has .OOOS silver-plating. -

eat. No. Type Net Price 
124-213-1 Standard $1.85 
124-213-200 Military 2.30 

SOCKET FOR EIMAC 750TL, 1500T, 2000T, 
2-2000A AND 2-450A 

This s.ocket is designed for use with tubes such as the 7S0TL, 
IS00T, 2000T, 2-2000A and Eimac's High Vacuum Rectifier 
2-4S0A. For detailed specifications, write for further information. 

Cat. No. Type Net Price 
124-214-1 Standard 
124-214-200 Military Prices on request 

SOCKET FOR 5021, 705A, 715A AND 715B 
Designed for Western Electric tubes SD21, 70SA. 71SA and 
71SB. Heavy steatite base, -glazed top and sides, grade L4. Spe­
cial locking device retains tube in socket. Contacts are .0003 
silver,plated on Standard type; .001 silver-plated on Military 
types. Post and single lock is .0003 nickel-plated on all three 
types. 

Cat. No. 
122-234-1 
122-234·200 

Type 
Standard 
Military 

250 WATT SOCKET 

Net Price 
$2.20 

2.75 

This two unit socket is designed for use with "2S0 watt" tubes 
such as the 204A and 849. Anode cap E.I.A. numbers Cl-8, 
Cl-9, and C1-10; cathode mounting E.I.A. base numbers A3-20, 
A3-21, A3-23. Bases are glazed porcelain and contacts are 
phosphor bronze, nickel-plated. 
eat. No. _ Net Price 
124-215 ................................................... $5.95 

SOCKET FOR 833 AND 833A 
A special socket assembly for the 833 and 833A consisting of a 
steatite base which supports the tube and a pair of heat radiat- -
ing tube cap connectors. Knurled thumb nuts on the socket 
base makes tube installation fast and easy. Base is designed 
to minimize strain on the tube envelope and prevent breakage. 
Heat radiating plate connectors have 4%" flexible laminated 
leads. One pair included with each socket. 
Cat. No. Net Price 
124-212 ••.•••........ _ .................. __ ................ $8.10 
Heat radiating plate connectors, aluminum, 4%" flexible lami-
nated leads. Available separately. . 
Cat. No. Net Price 
119-843 ........................................................... $1.35 

MINIATURE SOCKETS 
Wafer type, all steatite socket for miniature 7 pin tubes such as 
the 1RS, ISS, 6CB6, etc. E.I.A. base number E7-1. Contacts are 
si Iver-plated phosphor bronze. 
Cat. No. Net Price 
120-267 ................................................... $0.41 
Standard shield base type 7 p'in miniature socket. E.I.A. base 
number E7-1. Two piece steatite construction with silver-plated 
phosphor bronze contacts, hot tin-dipped terminal ends. Shield 
base is nickel-plated brass. 
Cat. No. Plnl L MeA B Net Price 
120-277 7 1',,' %' .375' .625' :770' $0.59 
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SOCKETS FOR 4X150A, 4X150D, 4X250B, 
4CX250B, 4X250F, 7034, 7035 

Designed for use with high power transmitting tubes, these 
sockets are available in many designs - with or without, low 
inductance screen grid by-pass capacitors. Basic socket is 
molded of low dielectric loss-factor Kel-F plastic. Control grid 
contact "guide" is machined for greater alignment accuracy, 
and tapped for 6·32 machine screw. All contacts are low­
resistance silver-plated beryllium copper. Tube pin contacts are 
heat treated to provide positive contact pressure as well as 
extended life. Annealed soldering tabs may be easily bent or 
formed. Additional specifications and information on this group 
of sockets are available on Data Sheet 755. 

Rugged light weight basic socket with silver-plated brass mount­
ing saddle. Cathode terminals insulated. Four elongated .140" 
x .234" mounting holes to accommodate mounting circle 
diameters from 2'%/' to 2'%/'. Mounts below chassis through 
1''/,,'' diameter hole. 
~at. No. Net Price 
124-107-1. ................................................. $5.50 

Same as 124-107-1 except cathode terminals grounded. Four 
mounting holes .136" diameter on circle of 2'%," diameter. 
Ca •• No. Net Price 
124-108-1. ................................................. $5.85 

Low cost, light weight basic socket without metal mounting 
ring. Cathode terminals insulated. Mounts under chassis 1''/,,'' 
dia meter hole. 
Cat. No. Net Price 
124-109-I. ................................................. $5.00 

Basic socket with mounting ring and low-inductance 2700 mmf. 
screen grid by-pass capacitor; cathode terminals insulated. 
Mounts above chassis through 21/2" diameter hole with 3 clips 
drilled for 6-32 screws. Provision for mounting socket skIrt 
directly to 1.625" 0.0. outer conductor of coaxial-type line. 
Cat. No. Net Price 
124-110-1. ................................................ $11.50 

High quality heat resistant steatite chimney for use with 124-
107-1, 124-108-1, 124-109-1, 124-110-1, 124-112-1, and 
124-114-1 sockets. Tapered construction directs air flow through 
tube cooling fins. Maximum base diameter 2%,". 
Cat. No. Net Price 
124-111-1. ................................................. $0.40 

Same as 124-110-1 except cathode terminals grounded. 
Cat. No. Net Price 

124-112-1. ................................................ $12.00 

1450 mmf. circular silvered-mica screen grid by-pass capacitor 
mounted within a low-loss silicone resin sealed silver-plated 
drawn brass housing. Low inductance silver-plated beryllium 
copper screen grid contact fingers are heat treated to provide 
positive contact pressure as well as extended life. Capacitor 
dielectric strength tested at 1000 volts DC. Unique design per­
mits replacement of screen grid by-pass capacitor by merely 
removing 4 mounting screws; socket rewiring unnecessary. 
Fully complies with MIL-C-10950A. For use with· 124-107-1, 
124-108-1, 124-109-1, 124-114-1, and similar sockets. 
Cat. No. Net Price 
124-113-1. ................................................. $5.00 

Same as 124-108-1, less metal mounting saddle. Very "low in­
ductance grounding of cathode terminals No.2, 4, 6, and 8 by 
means of heavy, integral combination grounding and mounting 
lugs. Mounts below chassis in 1'%," diameter hole. 
Cat. No. Net Price 
124-114-1. ................................................. $5.65 

Brand new - the 124-115-1 is a basic socket with mounting ring 
and smaller low-inductance 1100 mmf. screen grid by-pass 
capacitor. Requires less mounting space than other screen grid 
by-pass type sockets. Withstands 1500 volts DC under appli­
cable test specifications. Cathode terminals insulated. Recessed 
silver-plated beryllium copper screen grid contacts provide posi­
tive electrical contact and low inductance. Mounts above chas­
sis through 21/2" diameter hole with 3 clips drilled for 6-32 
screws. Provision for mounting socket skirt directly to 1.625" 
0.0. outer conductor of coaxial-type line. 
Cat. No. Net Price 
124-115-1. ................................................ ~13.00 

Same as 124-115-1, except cathode terminals grounded. 
Cat. No. Net Price 
124-116-1. ..... _ •.••••.•••.•••••...... " •.•••.•••..•...•.... $13.50 
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BAYONET SOCKETS­
GENERAL SPECIFICATIONS 

(Shown Below) 
Standard (Designated -1) A commercial grade socket 
for general requirements. Porcelain bases, Ii!lazed top 
and sides-phosphor bronze contacts, cadmIum-plated 
.0002. Nickel-plated hardware. Etched aluminum bay­
onet shells. 
Industrial (Designated -100) Superior in quality to the 
Standard types, Industrial types have glazed steatite 
bases, DC-200 treated. Phosphor bronze or beryllium 
copper contacts, .0005 silver-plated. Aluminum bayonet 
shells, iridite No. 14 treated, except 123-206-100 brass, 
nickel-plated. Fungus resistant cushion washers under 
contacts. 
Military (Designated -200) Top quality for military re­
quirements. Glazed L-4 steatite oases, DC-200 treatea. 
Beryllium copper contacts .0005 silver-plated. Hot tin­
dipped terminals brass bayonet shells, .0003 nickel­
plated. Threaded hardware .0002 nickel-plated, unthreadC 

ed hardware .0003. Fungus resistant cushion washers 
under contacts. 

WAFER SOCKETS-GENERAL SPECIFICATIONS 
(Shown on Facing Page) 

Standard (Designated -1) A commercial grade socket for 
general requirements. Glazed steatite Oase is DC-200 
treated-contacts are plated brass with steel springs. 
Shielded types have etched aluminum shields. 
Industrial (Designated -100) Superior in quality to the 
standard types, Industrial types have glazea steatite 
bases, DC-200 treated. Contacts are phosphor bronze 
with beryllium copper springs, .0005 silver-plated. Shields 
on shielded types are iridite No. 14 treated aluminum. 
Fungus resistant cushion washers under contacts. 
Military (Designated -200) Top quality for military re­
quirements. Glazed steatite udses, D"·200 impregnated. 
Phosphor bronze contacts and beryllium copper springs, 
silver-plated .001-hot tin-dipped solder terminals. Fun­
gus resistant glass base melamine 'cushion washers­
iridite No. 14 treated aluminum shields on shielded 
types. Entire socket protected for 200 hour salt spray 
test. 

HEAVY DUTY MEDIUM 4 PIN BAYONET 
This rugged bayonet socket has been designed for use with 
medium 4-pin bayonet base tubes. such as the S66A or SllA, 
E.I.A. Base No. A4-10. Designed with extra heavy side wiping 
contacts and extended creepali!e paths to resist high voltage 
breakdown. Dual purpose terminals are designed for solder or 
threaded stud connection-nuts furnished. FOllr mounting holes 
in base. 
Cal. No. 
123-209-1 
123-209-100 
123-209-200 

Type 
Standard 
Industrial 
Military 

MEDIUM 4 PIN BAYONET 

Net Price 
$1.50 
3.30 
3.95 

A compact, economical socket for medium 4 pin bayonet based 
tubes, E.I;A. Base No. A4-10. Phosphor bronze side wiping con­
tacts and extended creepage paths. Dual purpose terminals are 
designed for solder or threaded stud connection-nuts fur­
nished. Two mounting holes in base. 
Cal. No. Type Net Price 
123-210-1 Standard $1.45 
123-210-100 Industrial 3.25 
123-210-200 Military 3.90 

JUMBO 4 PIN BAYONET 
A popular "50 watt" socket for medium power bayonet based 
tubes such as the S72A, 211, and others with E.I.A. Base No. 
A4-29. Double wiping filament contacts will handle heavy cur­
rent. Dual purpose terminals are designed for solder or threaded 
stud connection-nuts furnished. Two mounting holes in base. 
Cal. No. Type Nat Price 
123·211-1 Standard $1.95 
123-211-100 Industrial 3.90 
123-211-200 Military 4.80 

SUPER JUMBO 4 PIN SOCKET 
A heavy duty industrial type socket designed for high voltages 
and/or heavy current. Will accommodate tubes such as the 
SOOS, 5C22, FGI04, GLl46, and others with E.I.A. Base No. 
A4-1S. Special hil!h current insertion type spring contacts­
three heavy retaining springs in nickel-plated brass shell hold 
tube securely. Steatite base with two mounting holes recessed 
to prevent flashover. Designed with screw terminals-screws 
furnished. 
Cat. No. Type 
123-206-100 Industrial 
123-206-200 Military 

Net Price 
$4.30 
4.85· 
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STANDARD WAFER SOCKETS 
Insulated with Grade L·4 steatite, or beUer. Countersunk rivets 
and bossed mountinE! holes to permit sub·panel mounting. Brass 
contacts with cadmlum·plated steel springs. Locating grooves 
facilitate tube insertion. 
Cal. No. Type ABC E 
122·224·1 Standard -'A.' '14' IliA.' *' 
122·224-100 Ind ... trial 'A,' '14' 111A.'~' 
122·224·200 Military 'A.' '14' IliA.' %' 
122·225·1 Standard 'A.' '14' IliA.' 59M' 
122·225·200 Military 'A,' '14' IliA.' 59M' 
122·226·1 Standard 'A.' '14' IliA,' 59M' 
122·226·200 Military 'A,' '14' IliA,' "M' 
122·227·1 Standard 'A,' '14' 113A.' 3',i,' 
122·227·200 Military 'A.' '14' 1'3A,' 3'.41' 
122·228·1 Standard ",i,' 'A,' 111M' .>;to' 
122·228·200 Military ",i,' 'Ao' IliA,' • >;to' 

For Tube 
4 Pin 
4 Pin 
4 Pin 
SPin 
SPin 
6 Pin 
6 Pin 
7 Pin 
7 Pin 
Octal 
Octal 

SUPER JUMBO 4 PIN SOCKET 

Net Price 
$0.69 

.79 

.93 

.76 
1.05 

.94 
1.30 
.90 

1.35 
.97 

1.45 

Heavy duty steatite insulated 4 pin wafer-for -super jumbo 
base tubes such as the 8008, and many rectifier and thyratron 
types with E.I.A. Base Nos. A4-15, A4·16, and A4·18. Long, 
parallel contacts are designed to withstand high currents. 
Cal. No. Type A B L Nel Price 
122·244-1 Standard I1A.' ',i,' 20/&' $1.60 
122·244·100 Industrial I1A.' ',i,' 20/&' 1.80 
122·244·200 Military l'Ao' 'h2' 20/&' 2.15 

GIANT 5 PIN SOCKET 
Large steatite wafer socket designed for tubes such as the 
4·125Az.. 4·250A, 4021, 5022, PL-4D21A, 4-400A, PL·175A, PL· 
6569, t'L·6580, and RK·48 with E.I.A. Base No. A5·19. Tube 
seal ventilation is provided by one central and five ventilating 
holes located between contacts. Contacts designed to withstand 
heavy current. 
Cal. No. Type 
122.275·1 Standard 
122·275·100 Industrial 
122·275·200 Military 

GIANT 7 PIN SOCKET 

Net Price 
$1.90 

2.20 
2.60 

A rugged wafer socket for tubes such as the 4E27, HK257, and 
813 with E.I.A. Base No. A7·17. Contacts are designed with 
maximum surface area against tube prongs. ¥4" ventilating 
hole in base provides tube seal cooling. 
Cal. No. Type A B 
122·237·1 Standard 'Ao' '14' 
122·237·100 Industrial 'Ao' '14' 
122·237·200 Military 'M' '14' 

SEPTAR SOCKETS 

L 
20/&' 
20/&' 
20/&' 

NeiPrice 
$1.20 

1.40 
1.60 

Designed for 7 pin tubes such as the 7094, with E.I.A. Base 
No. E7·2. Each socket is furnished with a separate aluminum 
shield ring. 
Cal. No. 
122·247·1 
122·247·100 
122·247·200 
122·248·1 
122·248·100 
122·248·200 

Type 
Standard 
Industrial 
Military 
Standard 
Industrial 
Military 

B 
'14' 
\4' 
\4' 
\4' 
\4' 
\4' 

VHF SEPTAR SOCKETS 

L 
20/&' 
20/&' 
20/&' 
2%' 
2%' 
2%' 

NelPrlce 
$1.45 

1.65 
1.90 
1.30 
1.50 
1.75 

The 122·105 VHF septar socket takes '13 less space than pre­
viously available types-permits compact design when using 
tubes with medium button septar bases such as the 5894, 6524, 
and 6252 with E.I.A. Base No. E7·20. Base is Grade L·4 steatite, 
glazed top and sides-underside DC·200 impregnated. Molded 
recesses In base for each contact prevents turning. Contact 
cushion washers of fungus resistant glass base melamine. 
Aluminum shell submounts tube for maximum input and out· 
put shielding. %" holes provide adequate ventilation. 
Cat. No. Type Net Price 
122-105·100 Industrial $1.45 
122·105·200 Military 1.70 
The 122·101 VHF septar socket is a 7 pin socket designed for 
tubes with medium molded flare septar base such as the 826, 
832, 4032, PL6549, PL·l77A, Y'65A with E.I.A. Base No. E7·2. 
Industrial type has 5 tube retainer sp'rings-military type has 7 
retainer springs. Equipped with -ventilated shield. Provision for 
mounting button mica capacitors directly to the socket-spe· 
cial terminals permit direct mounting of ~rid coils-two holes 
provided for mounting of bus bar neutraliZing leads. 
Cal. No. Type - Net Price 
122·101·100 Industrial $2.35 
122·101·200 ,Military 2.65 
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This distinctive line of matching knobs and dials offers excel­
lent gripping surface and attractive, functional styling. Black 
phenolic molded parts (meet MIL-P-14) used on all knobs ex­
cept collet group. Metal dials and pointers are etched satin 
aluminum, anodized finish - nomenclature deeply etched and 
filled for maximum legibility. All types have accurately cen­
tered brass inserts for Y/' shafts, except instrument and collet 
knobs. Variations such as special shaft sizes, scales, or indi­
cators are available in production quantities. 

COLLET KNOBS 
Available in 13 bright colors, these new molded knobs and 
dials for I/s" shafts offer fresh, modern styling and tough, 
shock-proof, high quality nylon body. Ideal for laboratory and 
test instruments, radio transmitters, etc. Ridged gripping sur­
face - positive, comfortable "feel." Collet and nickel-plated 
locking screw provide firm internal attachment. 

COLLET KNOB COLOR CODING 
Available in 13 colors. The fifth and sixth digits in the 
catalog number (i.e. 01, 02, 03, etc.) indicate color as 
shown below. Use these numbers when ordering. 

BASIC KNOB 
Cat. No. Color Illustration Net Price 
116-401 White (13 colors available-see below) $0.18 
Cal. No. Color Cat. No. Color Cal. No. Color 
116-402 Red 116-406 Orange 116-410 Ok. Blue 
116·403 Black 116-407 Yellow 116-411 Ivory 
116·404 Ok. Green 116-408 Brown 116-412 Violet 
116·405 Lt. Blue 116-409 Lt. Green 116-413 Grey 

POINTER KNOB 
116-501 White (13 colors available-see above) 2 $0.27 

DIAL KNOB 10-0/1800 

116·551 White (13 colors available-see above) 3 $0.38 
DIAL KNOB 10-0/2700 

116·601 White (13 colors available-see above) 3 $0.38 

INSTRUMENT KNOB 
Popular black phenolic knob for Y/' shafts (116-214-1) or for 
'A,' shafts (116-214-2). May be finger-operated or mounted to 
project thru panel for screwdriver adjustment. 

Cat. No. lIIus. ABC Net Price 
$0.33 

.33 
116-214-1 4 Y2' VII' *' 
116-214-2 4 Y2' VII' *' 

KNOBS 
1'16-220 
116·260 
116-280 

5 
5 
5 

1 Y.' 
10/0' 
2%' 

SPINNER KNOBS 
For multi·turn devices such as variable 
meters, etc. Spinner handle is machined 
jects 9/16" from knob. 

116·226 6 
116·266 6 
116-286 6 

1Y.' 
10/0' 
2%' 

SKIRTED KNOBS 
Phenolic skirts with indicator 

116-221 7 1 Va' 
116·261 '7 10/0' 
116-281 7 2%' 

mark. (May 
.9M' 
57.Lt" 
I'M' 

DIALS 

$0.32 
.45 
.59 

inductors, potentio­
aluminum and pro-

13A,' $0.64 
1',1,' .73 
1*' .89 

be white filled). 
1 Y2' $0.69 
2'A,' .85 
3* .98 

Etched, beveled satin aluminum skirts with anodized finish and 
deeply etched and filled contrasting markings. 
Cal. No. III us. Calibration ABC Net Price 
116-222·1 8 100·0 over 180' 1 Y.' *' 1 Y2' $0.69 
116·222·2 8 10·0 over 300' 1 Y.' * ' 1 Y2' .69 
116·222-3 8 7-1 over 1800 1 Y.' *' 1 Y2' .69 
116-222-4 8 ON-OFFover60' IVa' *' lY2' .69 
116-222-5 8 Line indicator fY.' *. 1 Y2' .69 
116-222-6 8 O· 100 over 1 800 1 Y.' *' 1 Y2' .69 

The following knobs have phenolic skirts and etched satin 
aluminum calibrated dial scales. Indicator button furnished. 

116·262 9 0·100 over 1800 10/0' '%/ 2*' $1.95 
116-282 9 0-100 over 180' 2%' 1",/ 4' 2.95 

VERNIER DIALS 
Friction vernier etched satin aluminum dials with calibrated 
dial scales. Vernier knobs are the same as 116·220 above but 
have a friction driving wheel and bearing for mounting on panels 
to Y/' thick. 116-265 has 3 to 1 vernier; 116-285 has 5 to 1. 
Cal. No. Calibration ABC Net Price 
116·265 10 0-'100 over 180' .10/0' 1 %/ 2*' $3.50 
116·285 10 0-100 over 1800 2%' l"M' 4' 4.60 

COUNTER DIAL 
Positively' calibrated drive for rotary variable inductors and 
other multi·turn devices. Records up to 99 turns. Vernier dial 
calibrated 0-100 over 360' for accurate return to any setting. 
Built-in dial lock, "spinner knob," and attractive black phenolic 
escutcheon. Furnished with mounting template. 
116-208-1 With dial lock, escutcheon and 2%' spinner knob ........ $11.10 
116·208-4 Same as above without dial lock.. . . . . . . . . . . . . . . . . . . . . 9.80 

ESCUTCHEON PLATE 
Black phenolic escutcheon shown on counter dial. Provides neat 
"window" for back·of-panel dial mounting. One edge of es­
cutcheon suitable for attaching standard etched name plate. 
Ooening 11/4" wide x 7/S" high. Furnished with No. 2 screws. 
116-201 ...................•................................ $0.65 

© U.c.P., Inc. 



SECTION 1900 

_ ~I-_F_J_._F_!_~_O_~_I_~_S_O_~_I_C __ o_~_' _r;p __ a_~_I---.::y-=--_ 
~ WASECA, M NNESOTA 

SHAFT COUPLINGS 
This group of flexible and rigid couplings is designed for coup.. 
ling shafts 1/4" to 1/4"; 1/4" to %"; and %" to %". 
The 104-250 and 104-251 series couplings are steatite insulated 
and will adjust to both axial and angular shaft mis-alignment. 
Spring material is plated phosphor bronze. 

DC Overall Max. .Couple. 
Cat. No. Breakdown Type Length Diameter Shafts 
104-250 4000 Flexible 1 y.' 1"h2'!4 ' 10 !4' 
104-250-3 4000 Flexible I SI\6' 1"h2'!4' 10 o/a' 
IOll-25I 8000 Flexible 1"1.12' 271.12' o/a'lo o/a' 
104-251-2 8000 Flexible 1"1.12' 2 %2' !4' 10 !4' 
104-251-3 8000 Flexible 1"1.12' 2%2' !4'lo o/a' 

Net 
Price 

$0.88 
1.00 
1.40 
1.40 
1.40 

The 104-252 is a rigid coupling with steatite insulation. 
104-252 7000 Rigid 1 !4' "1\6' !4' to !4' .80 

The 104-258 is an all-metal, rigid coupling with locking nuts for 
friction fits to shafts. 
104-258 Rigid 'l4' "ti,' !4' 10 !4' .33 

The 104-259, 104-262, and 104-264 will adjust to minor angular 
shaft misalignment. The 104-259 and the 104-252 have steatite 
insulation, and the 104-264 has bakelite insulation. 
104-259 8000 Semi-Flex. 3 o/a' l'h2'!4 ' to !4' 1.60 

1.20 
.65 

104-262 5000 Semi-Flex. ¥S' 2' !4'lo !4' 
104-264 750' Semi-Flex. 'l4' 1'1.12' !4'lo!4' 

FLEXIBLE SHAFTS 
These phosphor bronze, non-rusting flexible shafts have 1/4" 
brass hubs and are available in two lengths. Permit out of line 
or up to 90· angular control - capable of withstanding torque 
in either direction with minimum backlash. 

Cat. No. Net Price 
115-253 3' Flexible Shaft ...................................... $0.50 
115-254 6' Flexible Shaft ..................................... $0.75 

PANEL BEARINGS 
Bearing 115-255 is nickel-plated brass, 21h," overall, designed 
for use on 'It shafts and panels up to %" thick. The 115-256 and 
115-256-2 consist of the bearing plus either 3" or 6" nickel­
plated brass shafts and standard %"-32 nut. Shafts extend '12" 
from the face of the panel bearing. Models with locking nut 
and special shaft lengths are available on production qUllntity 
orders. 

Cat. No. 
115-255 
115-256 
115-256-2 

Net Price 
Panel Bearing Only ................................. $0. 19 
Bearing and Shaft .... , . .. . . .. .. . . . . . .. .. . .. . .. .. . .. . .37 
Bearing and Shaft ... , . . . . . . . . . . . . . . . . . .. . . .. .. .. .. . .50 

MULTIPLE CRYSTAL SELECTOR 
This popular multiple crystal selector will accommodate up to 
ten type FT-243 crystals (.093" diameter pins spaced .486"). 
Sturdy base is mica-filled ph,enolic, 2%" x 31/8"; the switch has 
11 positions and includes index plate and universal bracket. 

Cal No. Net Price 
126-220-1 Cryslal Selector Assembly ............................ $5.80 
126-120-1 Crystal Board Only Ina swilch or brackel) ................ 2.60 

CRYSTAL SOCKETS AND CERAMIC PLUG 
These steatite sockets and plugs are excellent for low capacity, 
high voltage, and high temperature operation. Units may be 
used as crystal sockets, antenna relay connectors, VFO input 
connectors or antenna plugs. Glazed steatite, Grade L-4 or bet­
ter, DC-200 impregnated. For pins .051" diameter, 1/4" long. Ca­
pacity between terminals with socket engaged is less than lis 
mmf. Mounting hole also provides for attachment of strain relief 
cord. Rated at 5000 volts breakdown, 10 ampere current carry­
ing capacity. Socket will accept a type HC-6/U crystal holder. 

Cat. No. 
126-105 
126-105-2 
111-99 

Net Price 
Crystal socket, silver-plated phosphor bronze contads ..•... $0.16 
Crystal socket, silver-plated beryllium copper cont~cts. . . . . .19 
Ceramic plug, silver-plated brass pins~................ .. .21 

RADIO FREQUENCY CHOKES 
This group of RF chokes has high reactance over the entire 
range for which it is designed. Coils are wound with enamelled 
silk-covered wire, impregnated with high grade RF lacquer and 
wound on steatite cores. For intermittent use, the current rat­
ings listed below may be increased. 

Induct. Ohm. Net 
Cat. No. Frequency Current (I me.) DC Length Price 
,102-750 1.710 30 mc 1'50 ma .83 mh 15 1 Y2' $1.25 
102.752 1.7 to 30 mc 500 ma 1.0 mh 5.2 2%' 1.95 
102-754 1.710 30 me 750 ma 1.9 mh 4 4'1\6' 2.90 
101-760 VHF 250 rna 6.8 uh .33 lY2' .62 
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DELUXE NYLON TIP JACK 
(U.S. Pat. No. 2,704,357) 

Molded nylon body with recessed silver-plated machined beryl­
lium copper contact. Hot tin dipped solder terminal. Current 
rating: 10 amps. Voltage breakdown: 11,000 volts DC. Capacity 
to 118" panel: 2.0 mmf. 114"-32 nut furnished. 
Cat. No. Color 
105-601 White (13 colors available-see below) 
Cat. No. Color Cat. No. Color 
105-602 Red 105-606 Orang. 
105-603 Black 105-607 Yellow 
105-604 Dk. Green 105-608 Brown 
105-605 Lt. Blue 105-609 Lt. Green 

STANDARD TIP JACK 

Cat. No. 
105-610 
105-611 
105-612 
105-613 

Net Price 
$0.20 

Color. 
Ok. Blue 
Ivory 
Violet 
Grey 

Molded nylon body with recessed, cadmium-plated formed 
phosphor bron~e contact. Current rating: 10 amps. Voltage 
breakdown: 9,000 volts DC. Capacity to 118" panel: 2.0 mmf. 
114"-32 nut furnished. 
Cat. No. Color 
105-801 White (13 colors available-see below) 
Cat. No. Color Cat. No. Color Cat. No. 
105-802 Red 105-806 Orange 105-810 
105-803 Black 105-807 Yellow 105-811 
105-804 Ok. Green 105-1108 Brown 105-812 
105-805 Lt. Blue 105-809 Lt. Green 105-813 

RAPID-MOUNT NYLON TIP JACK 

Net Price 
$0.13 

Color 
Ok. Blue 
Ivory 
Violet 
Grey 

Low cost - fast mounting! Snap "speed clip" into hole in .016" 
to .069" thick panels and insert Jack. Silver-plated phosphor 
bronze contact. Voltage breakdown: 7,000 volts DC. Capacity to 
118" panel: 3.8 mmf. Current rating: 10 amps. 
Cat. No. Co lor 
105-681-16 White (13 colors available-see below) 
Cat. No. Color Cat. No. Color Cat. No. 
105-682-16 Red 105-686-16 Orange 105-690-16 
105-683-16 Black 105-687-16 Yellow 105-691-16 
105-684-16 Ok. Green 105-688-16 Brown 105-692-16 
105-685-16 Lt. Blue 105-689-16 Lt. Green 105-693-16 

METAL-CLAD NYLON TIP JACKS 
STANDARD 

Net Price 
$0.10 

Color 
Ok. Blue 
Ivory 
Violet 
Grey 

Nylon body, nickel-plated machined brass jacket. Formed, 
silver-plated phosphor bronze contact. Current rating: 10 amps. 
Voltage breakdown: 7,000 volts DC. Capacity to 118" panel: 3.8 
mmf. 114"-32 nut and lock washer furnished. 
Cat. No. Color Net Price 
105-251-1 White (13 colors available-see below) $0.17 
Ca •. No. Color Ca •. No. Color Cat. No. Color 
105-252-1 Red \05-256-1 Orange 105-260-1 Ok. Blue 
105-253-1 Black 105-257-1 Yellow 105-261-1 Ivory 
105-254-1 Ok. Green 105-258-1 Brown 105-262-1 Violet 
105-255-1 Lt. Blue 105-259-1 Lt. Green 105-263-1 Grey 
Economy grade, 105-101-1, as above except lower price, shorter 
~~~h~~ ~~r~~~I~~~d~oltage breakdown: 5,000 volts DC. Lock 

Cat. No. Color Net Price 
105-101-1 White (13 Colors available-see below) $0.15 
Cat. No. Color Cot. No. Color Cat. No. Color 
105-102-1 Red 105-106-1 Orange 105-110-1 Ok. Blue 
105-103-1 Black 105-107-1 Yellow 105-111-1 Ivory 
105-104-1 Ok. Green 105-108-1 Brown 105-112-1 Violet 
105-105-1 Lt. Blue 105-109-1 Lt. Green 105-113-1 Grey 

INDUSTRIAL 
Machined beryllium copper contact, silver-plated. Hot tin dipped 
terminal end. Voltage breakdown: 8,000 volts DC. Capacity to 
118" panel: 3.8 mmf. Lock washer furnished. 
Cat. No. Color 
105-201-100 White (13 colors available-see below) 
Cat. No. Color Cat. No. ' Color Cat. No. 
105-202-100 Red 105-206-100 Orange 105-210-100 
105-203-100 Black 105-207-100 Yellow 105-211-100 
105-204-100 Ok. Green 105-208-100 Brown 105-212-100 
105-205-100 Lt. Blue 105-209-100 Lt. Gr.en 105-213-100 

MILITARY 

Net Price 
$0.24 

Color 
Ok. Blue 
Ivory 
Violet 
Grey 

Complies with MS-16108 of MIL STD-242A. Heavy niCkel-plated 
brass jacket. Silver-plated, machined beryllium copper contact. 
Current rating: 10 amps. Voltage breakdown: 8,000 volts DC. 
Capacity to 118" panel: 3.8 mmf. 114"-32 nut and lock washer 
furnished. 
Cot. Na. Color Net Price 
105-201-200 White (13 colors available-se. below) $0.26 
Cat. No. Color Cat. No., Color Cat. No. Color 
105-202-200 Red 10$-206-200 Orange 105-210-200 Ok, Blue 
105-203-200 Black 105-207-200 Yellow 105-211-200 Ivory 
105-204-200 Ok. Green 105-208-200 Brown 105-212-200 Violet 
'105-205-200 Lt. Blue 105-209-200 Lt. Green 105-213-200 Grey 
Economy grade, 105-101-200, same as above but lower price. 
Formed contact. Voltage breakdown: 5,000 volts DC. 
Cat. No. Color Net Price 
105-101-200 White (13 colors available-see below) $0.20 
Cat. No. Color Cat. No. Color Cat. No. Color 
105-102-200 Red 105-106-200 Orange 105-110200 Ok. Blue 
105-103-200 Black 105-107-200 Yellow 105-111-200 Ivory 
105-104-200 Ok. Green 105-108-200 Brown 105-112-200 Violet 
105-105-200 Lt. Blue 105-109-200 Lt. Green 105-113-200 Grey 

NYLON JACK AND SLEEVE ASSEMBLY 
Includes Deluxe Tip Jack (l05-601 to 105-613), less mounting 
nut, with inside threaded molded nylon sleeve. Ideal for patch 
cords, or insulated rear connection of panel mounted tip jack. 
Cat. No. Color Nat. Price 
105-701 White (13 colors available-se. below) $0.20 
Cat. No. Color Cat. No. Color Cat. No. Color 
105-702 Red 105-706 Orange 105-710 Ok. Blue 
105-703 Black 105'707 Yellow 105-711 Ivory 
105-704 Ok. Green 105-708 Brown 105-712 Violet 
105-705 Lt. Blue 105-709 Lt. Green 105-713 Grey, 
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NYLON SOLDERLESS TIP PLUG 
. (Patent Pending) 

Completely insulated, molded nylon sleeve. Recessed metal 
head prevents exposure of metal surfaces when engaged in any 
standard tip jack. All metal parts are nickel-plated brass. De· 
signed for solderless connection of up to 16 gauge stranded 
wire. Fits all standard tip jacks. Current rating: 10 amps. 
Cal. No. Color Net Price 
105·301 White (13 colors available-see below) $0.15 

.Cal. No. Color Cal. No. Color Cal. No. Color 
105·302 Red 105·306 Orange 105·310 Ok. Blue 
105·303 Black 105·307 Yellow 105·311 Ivory 
105·304 Ok. Green 105·308 Brown 105·312 Violet 
105·305 Lt. Blue 105·309 Lt. Green 105·313 Grey 

NYLON BANANA PLUGS 
(Patent Pending) 

Compact, high voltage insulated plug for a wide variety of 
applications. Designed for fast, solderless connection of up to 
16 gauge stranded wire. Body and pin are constructed of one· 
piece, nickel·plated brass with high grade nickel silver springs. 
Sleeve is molded nylon. Current rating: 10 amps. 
Cat. No. Color 
108·301 White (13 colors available-see below) 
Cal. No. Color Cal. No. Color 
108·302 Red 108-306 Orange 
108·303 Block 108·307 Yellow 
108·304 Ok. Green 108-308 Brown 
108·305 Lt. Blue 108-309 Lt. Green 

DUAL BANANA PLUG 
(Patent Pending) 

Cal. No. 
108·310 
108·311 
108-312 
108·313 

Nel Price 
$0.19 

Color 
Ok. Blue 
Ivory 
Violet 
Grey 

Extremely versatile with excellent electrical properties, this 
new solderless dual banana plug provides the perfect answer 
to a wide range of connector problems. Molded nylon body in· 
corporates polarity indicatiol'l and strain relief hole for wire 
leads. Springs are high quality nickel silver - bodies are nickel· 
plated. Accurately machmed brass studs extend the full length 
of pins for extra strength. Voltage breakdown: 10,000 volts DC. 
Capacity plug to plug: 1.3 mmf. Current car'rying capacity: 
15 amps. 
Cal. No. Color Net Price 
108·201 White (13 colors available-see below) $0.60 
Cal. No. Color Cal. No. Color Cat. No. Color 
108·202 Red 108-206 Orange 108·210 Ok. Blue 
108·203 Black 108·207 Yellow 108·211 Ivory 
108·204 Ok. Green 108·208 Brown 108·212 Violet 
108·205 Lt. Blue 108·209 Lt. Green 108·213 Grey 

NYLON BANANA JACK 
Completely insulated, molded nylon body with cadmium·plated 
insert. Accommodates banana plugs of nominal .175" diameter. 
Voltage breakdown: 12,500 volts DC. Capacity to 'ii,' panel: 
2.4 mmf. nominal. Mounts in '~/' diameter circular, "0", or 
double flat hole (114" across flats). Single nut furnished for 
mounting - no other mounting hardware needed. 
Cal. No. Color Net Price 
108·901 White (13 colors available-see below) $0.12 
Cal. No. Color Cal. No. Color Cal. No. Color 
108·902 Red 108·906 Orange 108·910 Ok. Blue 
108·903 Black 108·907 Yellow 108.911 Ivory 
108·904 Ok. Green 108-908 Brown 108·912 Violet 
108·905 Lt. Blue 108·909 Lt. Green 108·913 Grey 

NYLON "SIX·WAY" BINDING POST 
(U.S. Pat. No. 2;806,999) 

Compact, completely insulated, pre-assembled 6·way binding 
post. Molded nylon body with silver-plated shank. Thumb nut is 
self·captivated and cannot be removed. Connection is made at 
the solder stud, or a lug may be slipped over threaded portion 
and secured with a nut. Single nut furnished for mounting­
no other mounting hardware needed. Single banana plug will 
fit in hole in top of binding post. Insulation resistance greater 
than 200 meg. after MIL·T·5422B humidity test. Voltage break­
down: 8000 volts DC. Capacity to 118" panel: 3.3 mmf. Current 
carrying capacity: 15 amps. Mounts in '~/' diameter circular 
hole, "0", or double flat hole (114" across flats). 
Cat. No. Color Net Price 
111·101 White (l3 calors available-see below) $0.30 
Cat. No. 
111·102 
111·103 
111-104 
111·105 

Color 
Red 
Black 
Ok. Green 
Lt. Blue 

Cal. No. 
111·106 
111·107 
111·108 
111·109 

Calor 
Orange 
Yellow 
Brown 
Lt. Green 

MOUNTING PLATE 

Cal. No. 
111·110 
111·111 
111·112 
111·113 

Color 
Ok. Blue 
Ivory 
Violet 
Grey 

Pre·punched, this etched aluminum mounting plate permits 
simple, accurate mounting of either two nylon binding posts, or 
two nylon banana jacks in '~/' diameter holes on exact ¥4" 
centers. 
Cal. No. Nel Price 
111·20 ........................................................... $0.02 
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NYLON PRINTED CIRCUIT PLUG AND JACKS 
Designed for use in printed circuits. Tou!$h,. low-loss nylon 
construction. Horizontal and ·vertical tip Jacks designed to 
accommodate .081" tip plug. Choice of 13 colors for coded 
applications. 

HORIZONTAL JACK 
Unique design accepts .081" dia. tip plug in either end, or 
from top or bottom! Silver-plated phosphor bronze formed 
contact. Two terminals. 

Cal. No. Color Nel Price 
105-751 White (13 colors available see below) $0.07 

Cal. No. Color Cal. No. Color Cal.No. Color 
105-752 Red 105-756 Orange 105-760 Ok. Blue 
105-753 Black 105-757 Yellow 105-761 Ivory 
105-754 Ok. Green 105-758 Brown 105-762 Violet 
105-755 LI. Blue 105-759 Lt. Green 105-763 Gray 

VERTICAL JACK 
Mounts through single .052" hole, requires minimum mounting 
area. Silver-plated, machined beryllium copper-contact. 

Cal. No. Color Net Price 
105-851 White (13 colors available, see below) $0.11 

CaI.No. Color Cal.No. Color Cal.No. Color 
105-852 Red 105-856 Orange 105-860 Ok. Blue 
105-853 Black 105-857 Yellow 105-861 Ivory 
105-854 Ok. Green 105-858 Brown 105-862 Violet 
105-855 Lt. Blue 105-859 Lt. Green 105-863 Gray 

SUB-MINIATURE TIP PLUG 
For use with miniature jack, .081" dia. tip. Nickel-plated ma­
chined brass body, solder type lead connection. 

Cal No. Color Net Price 
105-771 White (13 colors available, see below) $0.14 

Cat. No. Color Cal.No. Color Cal. No. Color 
105-772 Red 105-776 Orange 105-780 Ok. Blue 
105-773 Black 105-777 Yellow 105-781 Ivory 
105-774 Ok. Green 105-778 Brown 105-782 Violet 
105-775 Lt. Blue 105-779 Lt. Green 105-783 Gray 

PLASTIC HEAD TIP JACKS 
This group of general purpose tip jacks is available in ten 
different colors. Large wiring terminal with solder barrier­
nickel-plated body. With extruded shoulder bushing and nickel­
plated hex nut. Mounts in 31s" dia. circular hole. Maximum panel 
thickness, ¥ai' with insulating washers, V4" without. 

Cat. No. 
105-520 
105-521 
105-522 
105-524 
105-525 
105-526 
105-527 
105-528 
105-529 
105-530 

Color Net Price 
Red ........................................... $0.18 
Black.......................................... .18 
Dark Green...... . . . . .. . . . .. . . . . . . . . . . . . . . . .. . . . .18 
Brown......................................... .18 
Light Blue. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. .18 
Orange ....................................... : .18 
yellow......................................... .18 
Light Green..... . . .. .. . .. . . . . . ... . . .. .... . . . ... . .18 
Dark Blue. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .18 
Ivory. . . . . . . . . . . . . . . .. . . . . .. . . .. . . . . . . .•.....•. .18 

HEAVY DUTY TIP JACKS 
These two jacks are similar to the types described above, ex­
cept that the plastic head is molded around the nickel-plated 
brass body. Contacts are beryllium copper, cadmium-plated. 

Cal. No. 
105-418 
105-419 

Color Nel Price 
Red ........................................... $0.25 
Black.......................................... .25 

HEADLESS TIP JACK 
Headless tip jack for insulated mounting surfaces. Hex shoulder 
for tightening. Beryllium copper, cadmium-plated contact. 

Cal. No. 105-1 ...................................... Nel Price $0.11 

SHORTING TYPE TWIN TIP JACK 
Circuit closes automatically when tips are removed. Jacks are 
spaced Ya". Molded black plastic body. 

Cal. No. 105-432 .................................... Net Price $0.53 

HEX HEAD TIP JACK 
. Brass nickel-plated body with cadmium-plated, beryllium copper 
contact. Threaded V4"-32. With extruded washer, flat washer, 
and nickel-plated nut. Mounts in 31s" diameter hole. 

Cal. No. 105-417 .................................... Net Price $0.18 

SOLDERLESS PHONE TIP PLUGS 
These solderless phone tip plugs have knurled nickel-plated 
brass body and sleeve - construction permits leads to be firmly 
secured without soldering. The 105-15 has a Jolo" pin with the 
last V2" of tip .081" diameter. The 105-415 is generally the same 
as the 105-15, except tip is 0/,.' long and .081" diameter through­
out its entire length. For use with all standard tip jacks. 

Cal. No. 105-15 ..................................... Nel Price $0.18 
Cal. No. 105-415 .................................... Nel Price .17 
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STANDARD BANANA PLUGS 
This group of standard banana plugs has accurately machined 
brass studs which extend the full length of the plugs, providing 
extra strength. Springs are nickel-silver - highly resistant to 
corrosion. Bodies and hardware .0001 nickel-plated. All banana 
plugs listed below, are available with beryllium copper springs 
and nickel, cadmium, or silver plating, when desired. A wide 
selection of miniature solder-type plugs is also available on 
special order - however quantities in special platings or plugs 
should be sufficiently large for economical production runs. 
Solder terminal and nut or screw furnished. 

Cat. No. 
108-750 
108-750-2 
108-753 

Owg. 
A 
A 
8 

o/a' 
%' 

o 
.175' 
.175' 
.175' 

Thread Net Price 
6-32 $0.13 
6-32 .14 
'6-32 .14 

This banana plug is similar to the standard types listed above, 
except that it is designed for riveting. Springs are beryllium 
copper, cadmium-plated. 

108-754 c .155' _09 

Jumbo type banana plugs with accurately machined brass 
studs extending full length of the pins. Nickel-silver springs. 
Bodies and hardware .0001 nickel-plated. With solder lug and 
nut or screw. 

108-770 
108-771 

A 
8 

o/a' %' 
%' 

_300' l"ho' \4'-28 
.300' 1 \1\,' 10-32 

.30 

.34 

STANDARD INSULATED BANANA PLUGS 
These standard size insulated banana plugs are equipped with 
plastic handles, brass nickel-plated bodies, and nickel-silver 
springs. The 108-752-1 has a black plastic handle - the 108-
752-2 has a red plastic handle. 

Cat. No. 5 P 0 
108-752-1 lo/a' 17ho' .175' 
108-752-2 1 o/a' "hi' .175' 

H 
2\1\,' 
2Y.' 

o Net Price 
TA,' $0.36 
TAo' .36 

JUMBO INSULATED BANANA PLUGS 
These jumbo size insulated banana plugs are similar in design 
to the standard types listed above, but are somewhat larger in 
size. With brass nickel-plated bodies, and nickel-silver springs. 
The 108-772-1 has a black plastic handle - the 108-772-2 has a 
red plastic handle. 

Cat. No. 
108-772-1 
108-772-2 

5 
1%' 
1%' 

o 
_300' 
.300' 

G 
%' 
%' 

o 
o/a' 
o/a' 

Net Price 
$0_48 

_48 

STANDARD BANANA JACKS 
High quality machined brass banana jack. Nickel-plated. Fur­
nished complete with solder terminal and nut. 

Cat. No. 
108-740 

F 
o/a' 

o 
\4' 

5 
17h1' 

H Hole 010. Thread_ Net Price 
o/a' .166' \4'-28 $0.12 

High quality machined brass banana jacks with plastic head 
molded to body. Nickel-plated. Furnished complete with solder 
terminal and nut. The 108-745-1 is equipped with red plastic 
head - the 108-745-2 is equipped with black plastic head. 

108-745-1 TA,' 
108-745-2 TA,' \4' """ "ho' \4' "",' "hi' 

.166' 

.166' 
\4'-28 
\4'-28 

.22 

.22 

This jumbo banana jack will accommodate plugs such as the 
108-770 and the 108-771 listed above. Machined brass, nickel­
plated. Furnished complete with solder terminal and nut • 

108-760 o/a' "hi' 1~ .277' o/a'-32 .31 
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PILOT LIGHTS - GENERAL INFORMATION 
The pilot lights listed on these pages have been classi­
fied by the E. F. Johnson Company as "PREFERRED 
TYPES", and are immediately available at parts dis­
tributors throughout the country. Specials, including 
types meeting military specifications are available in 
production quantities. 

When ordering: -1 indicates clear jewel (ie. 147-1000-
1); -2, red; -3, green; -4, amber; -5, blue; and -6, opal. 
Green and blue not recommended for use with neon 
lamps. In pilot light sockets with built - in resistors 
for neon bulbs - higher resistance values give longer 
life, lower resistance values give greater brilliance. 

For detailed specifications covering the complete John­
son pilot light line, request Catalog 751 using your 
company letterhead. 

1" ENCLOSED - FACETED AND SMOOTH 
GLASS JEWELS 

U.L. approved. Friction type jewel holder, chrome plated brass. 
Aluminum body - porcelain insulation. Bulb replaceable from 
front panel. Solder terminals. Two lengths available, for 110 
volt S6 lamp or shorter T4'/2 lamps such as the NE-45. Mount­
ing nut and fibre washer furnished. 147-1032 has phenolic 
housing to MIL-P14-CFG, and screw terminals. 147-1000 and 
147-1032 have faceted jewel; 147-1004 has smooth jewel for 
maximum visibility with neon bulb. 

Lenglh Bulb 
Cal. No. Behind Panel Shape Lamp Base Nel Price 
147-1000 2Y2' S6 Candelabra Screw $1.12 
147-1004 2 'A,' T4Y2 Candelabra Screw 1.10 
147-1032 2*' S6 Candelabra Screw 1.38 
U.L. approved. Threaded jewel holder, knurled brass, chrome­
plated. Aluminum body. 147-1200 has porcelain Insulation 
and solder terminals. 147-1209 has phenolic insulation and 
screw terminals. Mounting nut and fibre washer furnished. 
Faceted jewel. 
147-1200 2Y2' S6 Candelabra Screw 1.39 
147-1209 2*' 56 Candelabra Screw 1.49 

112" ENCLOSED - FACETED GLASS JEWEL 
U.L. approved. Threaded jewel holder, knurled brass, nickel­
plated. Two lengths available, for T31f4 or G31f2 bulbs. Threaded 
Jewel holder removable - bulb replaceable from front panel. 
Solder terminals. Mounting nut, fibre washer, and lock washer 
furnished. 

Lenglh Bulb 
Cal. No. Behind Panel Shape Lamp Base Nel Price 
147-1110 19A,' T3\4 Miniature Bayonet $0.84 
147-1112 1 %' G3Y2 Miniature Bayonet .84 

ENCLOSED TYPES - WID.E ANGLE LUCITE LENS 
U.L. approved. For standard and new high intensity neon, or 
low power incandescent bulbs. Wide angle visibility. 1" types 
have chrome-plated threaded lens holders - %" types have 
threaded I ucite lens cap, which may be removed from bezel on 
housing for bulb replacement. 147-1217 has screw terminals­
all others have solder terminals. Mounting nut and fibre washer 
furnished. 

Cal. No. 
147-1217 
147-1218 

Lenglh 
Behind Panel 

1%' 
17A,' 

1" ENCLOSED 
Bulb 
Shape Lamp Base 
T4y" Candelabra Screw 
T31f4 Miniature Bayonet 

5/8" ENCLOSED 
147-1142 1 %' T3\4 Miniature Bayonet 
147-1143* 1 %' T3\4 Miniature Bayonet 
147-1144*' 1 %' T3\4 Miniature Bayonet 
147-1153t 1 %' T3\4 Miniature Bayonet 
147-1154:1: 1 %' T3\4 Miniature Bayonet 
-Built with 180,000 ohm resistor for NE51 

--Built with 100,000 ohm resistor for NE51 
tBuilt with 33,000 ohm resistor for NE51H 
*Built with 18,000 ohm resistor for NE51H 

Net Price 
$1.57 

1.21 

.75 

.98 

.98 

.98 

.98 

1" ENCLOSED - WIDE ANGLE "BULLSEYE" 
GLASS LENS 

U.L. approved. Threaded jewel holder, knurled brass, chrome­
plated. Excellent visibility from any angle. Bulb replaceable 
from front panel. Phenolic insulation - screw terminals. Mount­
ing nut and fibre washer furnished. 

Cal. No. 
147-1600 

Lenglh Bulb 
Behind Panel Shape 

2 'A,' S6 
Lamp Base 

Candelabra Screw 

1" DETACHABLE SOCKET 

Net Price 
$1.69 

Economical semi-enclosed assembly with chrome-plated jewel 
bezel. Friction fit jewel holder easily removable from front 
panel. Socket portion detaches from panel bushing, without dis­
connecting wiring. Body and jacket nickel-plated. Fibre washer 
and nut furnished. Faceted jewels. 

Cal No. 
147-800 
147-802 
147-804 

Lenglh Bulb 
Behind Panel Shape Lamp Base 

l11A6" G3V2, T3Y-1 Miniature ScreW 
2'A,' T4Y2 Candelabra Screw 
l' 'Aii'" G3Y2, T3 ~ . Mi~iature Bayonet 

PANEL LIGHT 

Net Price 
$0.79 

.78 

.79 

For front panel illumination. Polished nickel-plated hood, easily 
removable for lamp replacement - rotates to any position. 
Cal. No. Bulb Shape Lamp Base Nel Price 
147-330 T3\4, G3Y2 Miniature Screw $0.82 
147-329 T3\4, G3y" Miniature Bayonet .91 
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OPEN PILOT LIGHTS - HORIZONTAL MOUNTING 
Designed to permit bulb replacement from front panel. Heavy 
gauge nickel·plated brackets - special bushing and mounting 
nut serve as jewel receptacle and mounting for bracket. 

1" HORIZONTAL OPEN - FACETED GLASS JEWEL 
Friction fit chrome·plated jewel holder. For panels to 'MI" thick. 
1" mounting hole required. 

Length Bulb 
Cat. No. Behind Panel Shape Lamp Base Net Price 
147.100 I Y2' G3Y2,13\4 Miniature Screw $0.66 
147.103 2Y.' S6 Candelabra Screw .67 
147.106 1'.1,' G3Y2,13\4 Miniature Bayonet .69 

W' HORIZONTAL OPEN - FACETED GLASS JEWEL 
Threaded, nickel·plated jewel holder. For panels to 7/32" thick. 
11/16" mounting hole required. 
147·400 1'.1,' G3y",13\4 Miniature Screw $0.52 
147·403 I Y2' G3Y2,13\4 Miniature Bayonet .55 

%" HORIZONTAL OPEN - LUCITE LENS 
Wide angle visibility - low cost. Use with standard or new high 
intensity neon, or incandescent lamps with 3 watts or less dissi· 
pation. 11/16" mounting hole required. 
147·406 1 \4' G3Y2,13\4 Miniature Bayonet 
147·407* 1 %' NE51 Miniature Bayonet 
147.437t 1%' NE51H Miniature Bayonet 
147.438t 1%' NE51 H Miniature Bayonet 
*Built with 180,000 ohm resistor for NE51 
tBuilt with 33,000 ohm resistor for NE51H 
:j:Built with 18,000 ohm resistor for NE51H 

$0.46 
.73 
.73 
.73 

OPEN PILOT LIGHTS - VERTICAL MOUNTING 
For use where bulb is accessible from behind panel. Solder 
terminals. Fastens with nut on rear of panel. 

o/a" VERTICAL OPEN - FACETED GLASS JEWEL 
Chrome·plated. 11/16" mounting hole required. 

Length Bulb 
Cat. No. Behind Panel Shape Lamp Base 
147·200 I Y.' G3Y. Miniature Screw 
147.203 13.1,' S6 Candelabra Screw 
147·206 I' G3Y2 Miniature Bayonet 

Net Price 
$0.54 

.55 

.58 

W' VERTICAL OPEN - FACETED GLASS JEWEL 
Polished nickel·plated. 7/16" mounting hole required. 

147.300 13.1,' G3y" Miniature Screw $0.33 
147.303 1 \4' 56 Candelabra Screw .34 
147·306 l' G3Y. Miniature Bayonet .36 

3/8" VERTICAL OPEN - FACETED GLASS JEWEL 
Polished nickel·plated. 9/32" mounting hole required. 

147·500 1 Y.' G3y" Miniature Screw $0.28 
147.503 l' G3Y2 Miniature Bayonet .31 

JEWEL-BUSHING AND JEWEL ASSEMBLIES 
1" FACETED JEWEL AND BUSHING ASSEMBLY 

Friction fit jewel holder. Chrome·plated bezel fits into threaded 
brass nickel·plated bushing. Furnished with fibre compression 
washer and nut. 1" mounting hole required. 
Cat. No. Net Price 
147·110 ................................................... $0.49 

W' FACETED JEWEL AND BUSHING ASSEMBLY 
Threaded knurled brass jewel holder, nickel·plated. Includes 

. jewel assembly and threaded bushing with mounting nut. 11/16" 
mounting hole·required. 
147.410 ................................................... $0.38 

W' FACETED JEWEL 
Threaded jewel assembly. Nickel·pl9ted bezel. Mounting nut 
furnished. 7/16" mounting hole required. 
147·310 ................................................... $0.20 

31a" MINIATURE FACETED GLASS JEWEL 
Miniature threaded jewel assembly with nut. Nickel'plated 
bezel. 9/32" mounting hole required. 
147.510 ............... : ................................... $0.14 

o/a" LUCITE LENS 
Lucite lens threaded 9/16"·27 as shown on 147·406 and 407. 
147.10 ....... : ............................................ $0.10 

DIAL LIGHT BRACKETS 
Socket shells are of extra heavy, drawn 'seamless construction. 
Tin'plated terminals-all other parts heavily nickel·plated. Heavy 
gauge contact springs on bayonet types. 
Cat. No. Socket Net Price Cat. No. Socket Net Price 
147.600 Min. Screw (Bkt. down) $0.12 147.621 Cand.Screw (Bkt.up)$O.13 
147.601 Min. Screw (Bkt. up) .12 147·630 Min. Bay. (Clip down) .16 
147.610 Min. Bay. (Bkt. down) .14 147-631 Min. Bay. (Clip up) .16 
147.611 Min. Bay. (Bkt. up) .14 147·640 Mln.Screw(Clip down) .14 
147.620 Cando Screw (Bkt. down) .13 141·641 Min. Screw (Clip up) .14 

~ ! § G~ G~ G~~ ~ ,,~u, 
Min. Cando Cando Min. Min. Min.Bay. Cando Cando 

56 Cando Screw Bay. Bay. Screw Bay. ·(NE·51) Bay. Screw 
Screw (NE.51H) (NE.48) (NE.45) 

Bulbs not available from E. F. Johnson Co. 
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INSULATORS - GENERAL INFORMATION 
These high quality steatite and porcelain insulators have 
heavily glazed surfaces and are furnished with heavy 
nickel-plated brass hardware suitable for exposed appli­
cations. Types designated -2 have jack to accommodate 
Johnson or other standard banana plugs. 

INSULATED THRU-PANEL BUSHINGS 
This group of thru-panel bushing assemblies consists of a pair 
of identical steatite insulators along with CUShion washers and 
hardware. The 135-55 assembly has interlocking insulators 
which are self-centering in mounting hole and may be used on 
very thin panels. 

Cat. No. H B D A Hardware Net Price 
I 5-50 Y2" '14' '%2' 0/0' 6·32 $0.33 
135-51 13A," 1\4' 27hz' %' 10·32 .54 
135-52 lYo' 1'14' I~' %' \4'·20 .78 
135-55 \4' '14' 15hz' y,' 6·32 .31 

THRU-PANEL INSULATORS 
Available in steatite or porcelain types, these high voltage in­
sulators are compression mounted by means of a stud through­
out the entire length of the unit. Extrusion of insulator base 
extends thru mounting hole, increasing the breakdown rating. 
Units have flat mounting surfaces and are furnished with 
cushion washer. Types with jacks have terminal permitting con­
nection above, as well as below panel. 

STEATITE 
Ceit. No. H B D E A Hardware Net Price 
135-40 1\4' I SA," 7A6" !1'2" "hz' 10·32 $0.35 
135-40-2 1\4' lsA," 'li6' y,' 19h2N I OS·740 Jack .45 
135·42 %' '14' 13hz' 0/0' Y,' 10-32 .35 
135-42-2 %' '14' 13hz' 0/0' Y,' I OS·740 Jack· .45 
135-44 %' %' 5A,' 511,11 0/0' 6-32 .27 

PORCELAIN 
Cat. No. H B D E A Hardware Net Price 
135-45 10/0' IW Y,' IIA," %' 10·32 $0.47 
135-45-2 1 0/0' 1\4' y,' "1i," %' 1 OS·740 Jack .57 
135-46 2'14' 1%' "1i6" I' 15/16" \4'·20 1.30 
135-46-2 2'14' 1%' 1l1i6" I' ISA," 1 OS·7 cO Jack 1.50 
135-47 4Y2' 2Y.' 31hz' I Y,' JlA,' \4'·20 I.S5 
135-47-2 4Y2' 2Yo' 31hz' IY,' l'A,' I OS·760 Jack 2.15 
135-48 2' 1%' 1'1i6" %' '14' 10·32 .70 
135-48-2 2' I%, 1'M" %' '14' 1 OS·740 Jack .83 

ANTENNA STRAIN INSULATORS 
The 136-151, 136-152, and 136-153 have heavy 1112" diameter 
wet process porcelain insulator with specially sealed end bells 
of non-corrosive aluminum alloy. Porcelain is glazed to prevent 
moisture absorption. Numbers 136-107 and 136-112 are wet 
process, 1" diameter glazed porcelain. Number 136-104 is dry 
process, glazed %" square. The 136-32 is a compression type 
strain insulator Jor aircraft or guy wire applications - made of 
dry process glazed porcelain. 

Length 
Cat. No. Breaking Strength Net Overall Net Price 
136-151 5000 lb •• S' 15Y2' $ 9.50 
136-152 5000 lb •• 12' 19Y,' 10.50 
136·153 5000 lb •• 20' 25Y2' 14.70 
136-104 400 lb •• 4' .26 
136-107 SOO lb •• 7' 1.18 
136-112 SOO lb •• 12' 1.70 
136-32 1~' .12 

FEEDER INSULATORS 
The 136-122, 136·124, and 136·126 are conventional feeder 
spreaders for constructing high efficiency open-wire antenna 
feeders and transmission lines. Insulators are made of high 
grade, low absorption porcelain, silicone impregnated for 
moisture resistance. Insulators have %" x 1/2" cross section. The 
136-122 has extra notches for 1V2" line spacing. 

Cat. No. 
136-122 
136.124 
136-126 

Length 
2' 
4' 
6' 

Net Price 
$0.17 

.24 

.,32 
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STEATITE CONE INSULATORS 
Constructed of grade L-4 or better steatite. Deep, clean threads 
are tapped directly into the ceramic. Insulators are furnished 
complete with two nickel-plated machine screws, nickel-plated 
brass washers, and a cork cushion washer. 

Cal. No. H B A Hardware Net Price 
135-500 o/a' o/a' 1""6' 6·32 $0.23 
135-501 I' *' V,' 8·32 .31 
135-502 1 Yz' l' v.' 8·32 .51 
135-503 2' IV.' o/a' 10-32 .71 
135-504 3' lYz' *' 10·32 1.20 

STEATITE STAND-OFF INSULATORS 
sturdy and economical, these glazed steatite insulators have 
relatively large mounting surfaces. Two hole mounting permits 
substantial lateral loads. Hardware includes screw, flat washer, 
and two nuts. Parts designated -2 have a standard banana jack 
and a solder lug mounted on the top of the insulator. Jacks 
have .166" inside diameter to fit standard banana plugs. 

eal. No. H B M A Hardware Nel Price 
135-20 l'A.' 1*' 1',1,' *' 10-32 $0.25 
135-20-2 l'A.' 1*' PA,' *' 108-740 Jack .30 
135-22 I' 1'",,' 13116'" U!.a" 8·32 .19 
135-22-2 I' 1 ,,,,,' 13116" "",,' 108·740 Jack .23 
135-24 o/a' I' "Att" , o/a' 6·32 .15 

PORCELAIN STAND-OFF INSULATORS 
These ribbed porcelain insulators feature square mounting 
bases with four mountin~ holes. Porcelain is dense molded and 
glazed, except on mountmg surfaces. 

Cal. No. H B M A Hardware Net Price 
135-60 4V,' 2V,' 1%' I'A.' ',4'·20 $0.98 
135-62 2*' 1%' lo/a' %' ',4'-20 .60 

This group of surface mounting porcelain insulators have drawn 
and etched aluminum bases. The 135·65, 135·65-2, 135-68 and 
135-68-2 are ribbed - the 135-66, 135-66-2, 135-67, and 135-67-2 
have smooth surfaces. Types 135·65-2 and 135-68-2 have stand-
ard .166" inside diameter banana jacks; types 135-66-2 and 
135-67-2 have .277" inside diameter jacks to fit jumbo banana 
plugs. 

Cal. No. H B M A Hardware Nel Price 
135-65 lo/a' 1%' IV,' o/a' 10·32 $0.30 
135-65-2 lo/a' 1%' IV,' o/a' 108·740 Jack .39 
135-66 2*' 1*' lo/a' lSA," ',4'.20 .87 
135-66-2 2*' 1*' 1 o/a' ISA6" 1 08·760 Jack .9. 
135-67 4V2' 2',4' 1*' 1 'A.' ',4'·20 .98 
135-67-2 4V,' 2',4' 1*' 1',1,' 108·760 Jack 1.25 
135-68 2' 1*' lo/a' 23h2'" 10·32 .46 
135-68-2 2' 1*' 1 0/.' 23",,' 1 08·740 Jack .54 

LEAD-IN BUSHINGS 
These versatile bushings> consist of single porcelain insulators 
less all hardware except cushion washer. Mounting flanges and 
threaded lead-in rods are listed below. 

Cal. No. 
135-53 
135-54 

H 
1*' 
4' 

B 
2V2' 
3V,' 

A 
PA,' 
I' 

Ne' Price 
$0.29 

.79 

Threaded rod for use with lead-in bushings 135-53 and 135-54. 
Rod threaded overall V4"-20. Complete assembly includes rod, 
4 brass washers, and 4 nuts. All parts are heavily nickel-plated. 

Cal. No. 
115-240 
115-241 
115-242 

Lenglh 
8' 

10' 
15' 

Nel Price 
$0.57 

.71 

.88 

Stamped aluminum mounting flanges for lead-in bushings 
135-53 and 135-54. Flanges have three mounting holes spaced 
120 degrees apart. > 

Cal. No. 
135-90 
135-91 

For Bushinl! No. 
135-53 
135·54 

FEED-THRU BOWL ASSEMBLIES 

Net Price 
$9.34 

.84 

Bowls are constructed of electrical glass, 6'~'" maximum 
diameter! 4%" high. Steel mounting flange is H'4" diameter. Stud 
is threaaed V2"-13. Cork ~askets and spun aluminum corona 
shields are included in fittmgs. Feed-thru bowl assemblies can 
also be furnished with special hollow studs. 

Cal. No. 
135-15:1 
135-15-3 
135-15-7 
135-15-11 

© U.C.P., Inc. 

One bowl and fittings 
Two bowls and fittings 
Two bowls and fittings 
Glass bowl only, less flltings 

Stud 
10',4' 
16' 
24' ..... 

Max. Wall Net 
Thickness Price 

';"; $15.40 
27.10 

12' 27.60 
8.65 
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SWINGING LINK INDUCTDRS 
Swinging link inductors for amateur bands 160 thru 6 meters; 150, 500 and 1000 
watt sizes. Polystyrene insulation, steatite bases and heavy wire sizes. HCS­
Inductors match high voltage, low current tubes. LCS-Inductors match low volt­
age, high current tubes. Assembly includes inductors for bands desired, Jack 
Bar, Link Arm Assembly and Plug-in Links to match to line or antenna coupler. 

1,000 watts 
Cat. No. Type No. Wire Size Cap. *mmf. ~~;~'t Width Net Price 
238-107 1000LCSI60 10 140 413h>' $9.80 
238-101 lOOOHCS80 10 46 5' 323h>' 8.90 
238-102 1000LCS80 10 73 5' 323h>' 8.90 
238-103 1000HCS40 10 24 5' 323h>' 7.80 
238-104 IOOOLCS40 8 55 5' 3*' 7.80 
238-105 1000HCS20 8 19 4%' 3*' 7.50 
238-111 1000LCS20 .250' 26 5V.' 4' 7.50 
238-112 IOOOH/LCSI4 .250' 19 4%' 3V2' 6.60 
238-113 1000H/LCS10 .250' 18 4%' 3V2' 6.00 

500 watts 
238-125 500HCS160 14 100 47h>' 3V,' 6.95 
238-126 500LCSI60 14 148 47h>' 3Ye' 6.95 
238-122 500LCS80 12 76 3*' 221h>' 6.75 
238-123 500HCS40 12 27 3*' 22JAI' 6.50 
238-132 500LCS20 6 37 3 "A,' 213A,' 5.25 
238-133 500H/LCS14 6 19 3"M' 29M' 4.95 
238-134 500H/LCS10 6 19 3'A,' 25A,' 4.50 
238-135 500H/LCS6 6 18 3'A,' 25M' 4.50 

150 watts 
238-147 150HCSI60 18 102 43116' 3'M' 4.65 
238.148 150LCSI60 16 151 47112' 33h>' 4.65 
238-142 150LCS80 16 68 47112' 2'9112' 4.40 
238-144 150LCS40 12 57 3*' 221112' 4.15 
238-145 150HCS20 12 21 3V2' 213A1' 3.95 
238-146 150LCS20 12 32 3112' 213112' 3.95 
238-153 150H/LCS6 8 16 313112' 2' 2.95 

'Total circuit capacity to effect resonance at low frequency end of band. 
To determine split-stator capacitor, subtract tube ,output and wiring capacity 
(usually 5 to 20 mmf.J from total capacity in chart; then double result for capacity 
per section needed. 

PLUG-IN SWINGING LINKS 
Select the link to match your line, coupler or output filter for optimum power 
transfer. 

Cat. No. 
238-181 
238-182 
238-183 

238-179 
238-180 

238-171 
238-172 
238-173 

Type No. Net Type No. Net 
No. Turns Price Cat. No. No. Turns Price 

150/500SLl2 12 $1.80 238-191 I OOOSLI 0 10 $2.50 
150/500SLS 5 1.15 238-192 1000SL5 5 1.35 
150/50OS,L2 2 1.00 238-193 1000SL2 2 1.20 

SWINGING LINK ARM ASSEMBLIES 
150/500SLA--'-for 150/500 wall inductors ............................ $1.60 
1000SLA-for 1000 watt inductors. .. . . . . . . . . . . . . .. . . . . . . . . . . . .. . . . .. 1.80 

JACK BAR ASSEMBLIES 
15OJ8S-150 woll, 3*' x 9A,' x % .................................. $1.15 
50OJ8S-500 watt, 5*' x %' x %' ................................. 1.40 
1000J8S-1000 watt, 7V2' x %' x V2' ............................... 2.50 

INDUCTORS 
"232" SERIES "HI-Q" COILS-%" X .054" RIBBON-7 AMPS. 

Copper strip, cadmium plated. Glass bonded mica support bars. Uses clip 235-804. 

Cot. No. 
232-610 
232-620 
232-622 
232-624 
232-626 

Induct- Mounting Overall Dimensions 
ance Dimensions L W H 
31 uh 3'.4' x 6' 731h>' 3%' 4%' 
84 uh 3*' x 711,' 93h>' 4112' 6' 
41 uh 3'.4' x 4%' 6 '9112' 3*' 5%' 
20uh 3'.4'x4'.4' 67112' 3*' 5%' 
10uh 3'.4'x3' 431A1' 3%' 4%' 

"229" SERIES WIRE WOUND VARIABLE INDUCTORS 

Ne. Price 
$11.50 

14.80 
11.35 
8.85 
7.35 

Efficient, all steatite insulated variable inductors for amateur transmitters or low 
power commercial equipment. Variable pitch, tinned copper wire windings on 
grooved steatite forms. V4" shafts extend V2" on both ends. Length dimension is 
over mounting feet. 

Induct- Curren. Mounting Overall Dimensions Wire Net 
Cat. No. ance In Amps Dimensions L W H Size Price 
229-201 10 uh 3 3 '5A.' 4%' 2V2' 231A1' No. 14 $ 9.50 
229-202 18 uh 5 515112' 52'h2~ 2112' 231112' No. 12 10.50 
229-203 28 uh 5 623112' 7'112' 2112' 231112' No. 1 2 11.50 

"222" SERIES VARIABLE INDUCTORS-Vz" X .090" RIBBON-15 AMPS. 
Excellent for medium power RF equipment where high current operation is 
required in minimum space. Heavy nickel plated copper ribbon windings and 
silver plated roller contact for smooth, positive low resistance operation over 
complete inductance range. Glass bonded mica end frames and support bars. 
%" shafts extend 1'¥4" front and rear. L-dimension, over mounting feet - excludes 
shaft extensions. 

Cat. N". 
222-101 
222-102 
222-103 
222-105 
222-107 

Type 
No. 

4224MS4 
4275MS4 
4084MS6 
4134MS6 
4325MS4 

Induct-
ance 
27 uh 
50 uh 

5 uh 
10 uh 
60 uh 

"226" SERIES VARIABLE 

Mounting Overall Dimensions 
Dimensions L W H Net Price 
5~A'xl0%' 13Ye' 6V2' 6%' $67.50 
6*' x 11 %' 14%' 7V2' 7%' 79.75 
5*' x 7%' 10%' 6V2' 6%' 56.50 
5'14'x9'14' 12V2' 6V2' 6%' 65.00 
6*' x 12%' 15%' 7V2' 7%' .87.00 

INDUCTORS-V4" X Va" RIBBON-10 AMPS. 
Popular for commercial and amateur use, these moving coil type inductors easily 
handle well over a kilowatt of plate modulated RF energy to 30 mc. Heavy silver 
plated conductors and silver plated contact bars and contacts. Glass bonded mica 
end frames and support bars. %" shafts extend '¥4" front and rear. Length dimen­
sion is over mounting feet, does not include shaft extensions. 
226-1 22.5uh 3'xI2'14' 13112' 4' 
226-3 13.5 uh 3' x 10*' 11 'he 4' 
226-5 8 uh 3' x 9'.4' 10' 4' 

Net 

6V2' 
6V2' 
6V2' 

$63.85 
58.30 
51.20 
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"200" SERIES FIXED COILS 
Economical - compact - edgewise copper windings silver plated. Airwound with 
slotted, glass bonded mica supports. Construction provides exceptional current 
carrying capacity for size. 

"200" FIXED CD I LS-V4" x .054" RIBBON-tO AMPERES 
Type Induct· Mounting Overall Dimensions Net 

Cat. No. No. once Dimensions L W H Price 
200·101 2224N4 26 uh 2' x SV.' S%' 5',1,' 50/0' $15.00 
200·107 2105N4 13 uh 2" x 5 !AI , 5%' 6%' 6Vz' 11.50 
200·114 2284N3 45 uh 2' x 7%' SVz' 5',1,' 50/0' lB.25 
200·105 2455N3 120 uh 2' x 11',,{ 11 41",' 5',1,' 5',1,' 27.20 
200·407 2497N4 200 uh 3' x 14 13,1,' 15',1,' 7V2' 7V2' 40.95 

"200" FIXED COILS-3t8" x .072" RIBBON-15 AMPERES 
200·205 3164N5 15 uh 2' x 7%' .S\4' 5"",' 5',1,' $15.50 
200·206 3275N4 50 uh 2' x 90/0' 10' 6%' 6"116' 25.00 
200·211 3336N5 73 uh 2V2' x 12",1,' 13',1,' 7",1,' 7",1,' 32.50 
200·213 3376N4 102 uh 2V2'xll%' 12V2' 7",1,' 7",1,' 35.00 

"200" FIXED COILS-V2" x .090" RIBBON-20 AMPERES 
200·301 4205N6 25 uh 2' x 10%' 11 0/0' 7V.' 7' $31.00 
200·302 4346N5 7S uh 2Vz' x 13%' 14V2' s' S' 45.40 
200·303 4275N4 50 uh 2' x 9%' 10%' 7Va' 7' 34.50 
200·306 4164N5 15 uh 2" x BY." S%' 65,1,' 6' 22.75 
200·30B 4366N4 100 uh 2V.' x 12V.' 12V,' S' S' 43.60 

Other standard inductance values available on specIal order. 

"202" SERIES FIXED COILS 
Large surface area V4", %" and V2" copper tubing wound coils, silver plated, pro· 
vide low resistance and working temperatures for continuous hiJ;lh current appli· 
cations. Simple, rugged "airwound" design with glass bonded mIca support bars. 

Cat. No. 
202·101 
202·401 
202·402 

202·201 
202·502 
202507 

202·601 
202-602 
202·604 

"202" FIXED COILS-V4" TUBING-20 AMPERES 
Type Induct.. Mounting Overall Dimensions 
No. ance Dimensions L W H 

2166NTI 21 uh 2V.' x 140/0' 15Va' 6V2' 6%' 
230BNT8 76 uh 2\4' x 21 V.' 21 %' SV2' 8V2' 
2328NT6 102 uh 2\4' x 185;"" IS 29;"" 8V.' SV2' 

"202" FIXED COILS-3t8" TUBING-30 AMPERES 
3106NTl2 10uh 2V2'x13%' 14%' 6%' 
32410NT12 64 uh 2V2' x 24 ',1,' 24 13,1,' 10%' 
314BNT12 24 uh 2\4' x 16',1,' 175,1,' S%' 

"202" FIXED COILS-V2" TUBING-40 AMPERES 

Net 
Price 

$32.10 
65.75 
61.BO 

$35.80 
B7.15 
41.60 

4127NTl4 12uh 1V2'x161~' 17';"" S' S' $53.25 
41410NT14 30uh 2V2'x1S';"" 191hz' 11' 
4147NTl4 16 uh 1 V2' x 18'hz' 191;"" s' 

II' 61.25 
S' 59.45 

CLIPS FOR TAPPING "200", "202", AND "232" SERIES INDUCTORS 
Cat. No. 
235·804 
235·B07 
235·101 
235·124 
235·826 
235·12S 
235·160 

Type No. Fits Winding 
LC4 \4' x .054' 
LC7 0/0' x .072' 
LCB V2' x .090' 
RC4 \4' lubing 
RC6 0/0' lubing 
RCB V2' lubing 
WCl No. 20 10 No. 12 Wire 

"224" SERIES VARIABLE INDUCTORS 

Net Price 
$0.27 

.45 

.65 
1.70 
1.75 
2.10 
.12 

For high power RF applications - silver plated copper tubin~ - especially designed 
to handle heavy current in continuous duty. Contact wheel IS heavily silver plated 
for optimum electrical efficiency. Inductors have cast aluminum end frames and 
glass bonded mica support bars. %" shafts extended 2V4" from end frames at 
each end. Overall length dimension includes mounting feet. 

Cat. No. 
224·3 
224·4 
224·6 

224·1 
224-2 
224·5 

"224" VARIABLE INDUCTORS-%" TUBING-30 AMPERES 
Type Induct- Mounting Overall Di manlions 
No. ance Dimensions L W H 

316BMSTlO 30 uh 8V2' x 19V.' 20%' 12' 12V.' 
310BMSTl2 14.5 uh SV2' x 16%' lSV.' 12' 12V.' 
32111MST12 75 uh SV.' x 24%' 260/0' 12' 12V.' 

"224" VARIABLE INDUCTORS .. V2" TUBING-40 AMPERES 
41410MST14 30uh SV2'x210/0 22%' 12' 12V.' 

412BMST14 16.5 uh SVz' x 19%' 21 Va' 12' 12Va' 
41711MS114 50 uh SV2' x 24' 25V2' 12' 12V.' 

R. F. CONTACTORS 

Net 
Price 

$163.80 
154.00 
199.75 

$199.75 
167.BO 
201.60 

Contactors for switching high voltage, high current RF or DC. Operated by momen· 
tarily energized 220 VAC solenoids (may also be connected for 110 VAC), toggle 
action contacts snap into position; no holding current is required. Extremely 
compact for voltage ratings; overall dimensions of 145·100 series 77/s" long, 6V2" 
wide, 51/2" high; of 145·200 series, 10V2" long, 8V4" wide, 60/16" high.· Four auxiliary 
micro snap switches (10 amp. at 220 VAC) , actuated by contact armature. Two 
control solenoid voltage, two may be used to operate signaling devices or for 
other related functions. 

Cat. No. Type Pe"k Voltage Current Net Price 
145·l01·13 SPDT 17000 25 amp. $106.00 
145·102·13 DPDT 17000 25 amp. 116.00 
145·201·13 SPDT 22000 25 amp. 125.00 
145·202·13 DPDT 22000 25 amp. 134.00 

EXPLANATION OF TYPE NUMBERS 

4 
T 

Strip width or No. of turns 
dia. of tubing 
in Vs inches 

20 5 N 

T TT 
Inside dia. 
of winding 
in inches 

6 
-C 

E. F. Johnson Co. Pitch of winding 
type designation in lh6 inches 

NOTE: Except on amateur inductors, current ratings shown are nominal for broad; 
cast frequencies; will increase at lower frequency-decrease at higher frequencies. 
For complete information and specifications on Johnson Industrial and Broadcast 
RF Components - write for your copy of Catalog 560. 
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Keys and Practice Sets 

DELUXE SEMI-AUTOMATIC KEYS­
Adjustable from lowest to highest 
speeds, this handsomely finished semi­
automatic key has a smooth, easy ac­

tion. Vibrator, posts, circuit closing switch, and all machine parts 
heavily chrome plated. Five adjustments with lock nuts-molded plastic 
paddles odjust separately to best height. Steel base 61~"x3V2"XV2" 
-complete with adjustable weight and rubber feet. 
Cat. No. 
114-500 
114-501 

Amateur Net 
Va" contacts, black wrinkle base ................ $17.95 
1~" contacts, polished chrome base •••••••••••••. 20.65 

SPECIAL SEMI-AUTOMATIC KEY -
Many operating features-attractively 
finished, black wrinkle enamel base. 

All hardware and vibrator heavily chrome plated. Same vibrator 
as on deluxe key. Easy acti6n, adjustable from lowest to highest 
speeds. Va" coin silver contacts-circuit closing switch-rubber mount~ 
ing feet. 
Cat. No. 
114-520 

'Amateur Net 
Special Model, Semi-Automatic. _ •••• __ •••.•.... $13.95 

HEAVY DUTY KEYS-Heavy die cast 
base, chrome plated key arm. Well in­
sulated for heavy duty service. Large 

1~" coin silver contacts. Improved Navy-type knob. Adjustable steel 
bearings and spring design give light keying touch. 
Cat. No. 
114-320 
114-321 

Amateur Net 
Black wrinkle enamel base ...................... $4.70 
Polished chrome plated base ..••••.•••••••••••••• 5.85 

STANDARD KEYS - Heavy die cast 
base. Smooth adjustable bearings. 
Provision for plugging in semi-auto-

matic keys. 1/a" 
cost. 

coin silver contacts. A high quality key at a low 

Cat. No. 
114-310 
114-310-3 
114-311 
114-311-3 

Amateur Net 
Black wrinkle, no switch ........................ $3.10 
Black wrinkle with switch...................... 3.90 
Chrome plated, no switch....................... 5.20 
Chrome plated with switch ............... ; •• ; ... 6.10 

HIGH SPEED STANDARD KEYS-Fully 
adjustable spring tension, contact spac­
ing and bearings. Brass base and bind­

ing posts-instrument lacquer finish . . 07211 platinar contacts. 
Cat. No. Amateur Net 
114-100 R48 Key, satin brass, no switch .................. $5.95 
114-100-3 M100 Key, satin brass with switch ........ _ ...... 6.85 

PRACTICE KEY-An Inexpensive prac­
tice key-perfect in design for the 
average beginner. All the metal parts 

are nickel plated. Furnished with an adjustable key arm, spring and 
smooth action bearings. Contacts are of 1/all coin silver. 
Cat. No. Amateur Net 
114-300 Molded phenolic base ........................... $2.25 

AMATEUR EQUIPMENT CATALOG 959 -
Complete information on all of the world 
famous Johnson Transmitting Products for 
amateur and commercial use. 
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PHENOLIC BASE KEYS-High quality 
key with adjustable bearings. Improved 
spring-pigtail connection. 1/a'l coin 

silver contacts-nickel plated metal parts. ANt 
Cat. No. mateur e 
114-301 Molded phenolic base, no switch __ ••••••••••••••. $2.50 

CORD AND WEDGE-Cord and wedge 
for easy attachment of semi-automatic 
key across circuit-closing switch of a 

standard hand key. Used almost universally by railroad telegr,,!­
phers-ideal for amateur service where both hand key and semI­
automatic are used. 
Cat. No. 
114-380 

Amateur Net 
Cord and wedge ............................. · .$1.15 

-e 
PRACTICE SET - Constant frequency 
buzzer and key on a 4" x 6" molded 
bakelite base. Buzzer tone is fully 

adjustable. Cain silver contacts. Uses two dry cells or "C" battery. 
Connect singly or in pairs for code practice. 'Amateur Net 

fi'J:4~O' Practice Set ..................... _. _ ••.......... $4.90 
Buzzer only as used on set above. . 
114-400 Buzzer ..................................... __ .$1.85 

TELEGRAPH SOUNDER - Designed for 
instant response, brass sounder pro .. 
vides clear, resonant tone. Steel bar 

frame, black enamel finish. Brass bridge and adjustment screINs, in­
strument lacquer finish. Sounder plate is black lacquered stet.!. Ma­
hogany finished wood base, brass binding posts and rubber mounting 
feet. . 

Amateur Net Cat. No. 
114-112 
114-113 

Sounder (4 ohms} ............................... $9.95 
Sounder (211 ehms) .................... _. _ ....... 10.45 

LEARNER SET - Telegraph practice set. 
Bar frame steel, brass bridge and ad­
justment screws. Brass lacquer finish. 
Bras,S sounding bar-black lacquered steel 
sounder plate. Adiustable black nickel-

plateu key arm. High impact 
binding posts, rubber feet. 

I?olystyrene base, black matte finish, brass 

Cat. No. 
114-110 
114-111 

Amateur Net 
(4 ohmsl .......................................................................... $14.95 
{20 ohms} ........................................................................ 15.45 

PONY RELAY-Polished, plated steel 
armature-all other metal parts brass 
with lacquer finish. Heavy duty mag­

sub-base-cast iron black enamel ba~e. 
Amateur Net 

nets. Mahogany finish wood 
Cat. No. 
114-105 (20 ohms) .............. _ ..................... $13.80 

WASECA MINNESOTA 
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E. F. JOHNSON 
AMATEUR EQUIPMENT 

• 
• 
• 
• 
• 
• 
• 

1st Choice of Amateurs 
the world over! 

Since the first Viking transmitter was built, amateurs every­
where have looked to the E. F. Johnson Company for 
leadership in transmitter design. Illustrated at the left, the 
new Viking "Invader" and the "lnvader-2000" transmitters, 
are two concrete examples of the newest and finest Johnson 
equipi'hent designed for the amateur service. 

For effective, practical design and honest dollar value, 
the Viking line of Amateur Transmitters and Station Acces­
sories is hard to beat! That's why whether you choose the 
;"Adventurer" as your first transmitter, or the new "Invader-
2000" as the "last word", you know beyond a doubt that 
your transmitter dollar is soundly invested·! 

New Catalog 
Write today for our newest Amateur EquIp­
ment Catalog-contains photos, schematics, 
and detailed specifications. 

E. F. JOHNSON 
CITIZENS' BAND EQUIPMENT 

• 
• 
• 
• 
• 
• 

Shown at the right-the popular Viking "Messenger" and the 
new "Personal Messenger". In the field or on the job ... 
for personal or business use, Viking "Messengers" are delivering 
outstanding performance day in and day out! Available in 
compact, hand-held units for use under Part 15 or Part 19 FCC 
Regulations; or the maximum legal power, 5-channel Citizens' 
Band transceiver for use under' Part 19,F.C.C. Regulations. 

Color Brochure 
WRITE TODAY for your free copy of our newest descriptive 
brochure. Contains illustrations and descriptive specifica­
tions on the "Messenger" "Personal Messenger", antennas, 
and station accessories. ~ 

E. F. ,JOHNSON COMPANY. WASECA, MINNESOTA ---
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TONE MODULATOR _ The No. 90751 Tone Modulator is a small 
package containing a transistor audio oscillator and its mercury battery, 
which plugs into the phone jack of a Grid Dip Meter to modulate 
the signal at approximately 800 cycles for applieo.tions requiring 0 
modulated signal. Dimensions: only 23/4 x 15116 X 1 Sf16 in. 
No. 90751, less battery ................. , ........................................................ .. 

AUDIO CLIPPER _, The No. 75016 Audio Clipper is a small 
plug-in symmetrical type clipper with self-contained mercury batteries. 
It may be used to clip noise for C-W reception as well as for A-M 
or 55B, or it may be used to clip a sine wave input to. form 0 square 
wave output. Dimensions: only 23/4 x ISh6 X Ph, in. 
No. 75016, less batteries ..................................................................... ; .. . 

ANTENNA BRIDGE _ The Millen 90672 Antenna Bridge is an 
accurate and sensitive bridge for measuring impedances in the range 
of 5 10 500 ohms lor 20 10 2000 ohms with balun) at radio frequencies 
up to 140 me. The variable element is an especially designed differen­
tial variable capacitor capable of high accuracy and permanency of 
calibration. Readily driven by No. 90651 Grid Dipper. 
No .. 90672 .................................................................................................. . 

BALUNS - The No. 46672 11 for each amateur band) wound 
Balun is an accurate 2 to 1 turns ratio, high Q auto transformer with 
the residual reactances tuned out and with very tight coupling between 
the two halves of the total winding. The points of series and parallel 
resonance are selected so that each Balun provides an accurate 4 to 1 
impedance ratio over the entire band of frequencies for which it was 
designed. Suitable for use with the No. 90672 Antenna Bridge or 
medium power transmitters. 
No. 46672·80/40120/15/10 .................................................................... . 
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MILLEN NO. 90651 
GRID DIP METER 
The No. 90651 MI LLEN GRID DIP METER is compact and 
completely self contained. The AC power supply is of 
the "transformer" type. The drum dial has seven cali­
brated uniform length scales from 1.7 MC to 300 Me with 
generous over laps plus an arbitrary scale for use with 
special· application inductors. Internol terminal strip per­
mits battery operation for antenna measurement. 
No. 90651, with tube....... .. ....................................... .. 

Additional Inductors for lower frequencies 
No. 46702 - 925 to 2000 KC .......................................... .. 
No. 46703 - 500 10 1050 KC .......................................... .. 
No. 46704 - 325 to 600 KC ........................................... . 
No. 46705 - 220 to 350 KC ........................................... . 

HIGH VOLTAGE POWER SUPPLY - The No. 90281 high 
voltage power supply has a d.c. output of 700 volts, with maximum 
current of 235 mo. In addition, a.c. filament power of 6.3 volts at 
4 amperes is also available so that this power supply is an ideal unit 
for use with transmitters, such as the Millen No. 90801. as well as 
general laboratory purposes. The power supply uses two No. 816 
rectifiers. The panel is standard 83/4" x 19" rack mounting. 
No. 90281, less tubes ............................................................................. . 

REGULATED POWER SUPPLY - A compact, uncased, regu. 
lated power supply, either for tabie use in the laboratory or for 
incorporation as an integral part of larger equipment. 250 v.d.c. 
unregulated at 115 mo. 105 v.d.c. regulated at 35 mo. Minus 105 
v.d.c. regulated bias at 4 mo. 6.3 v. a.c. at 4.2 amps. . 
No. 90201, with tubes ............................................................................ .. 

HIGH FREQUENCY RF AMPLIFIER - A physically small unit 
capable of a power output of 70 to 85 watts on Phone or 87 to 110 
watts on CoW on 20, 15, 10,6 or 2 meter amateur bands. Pro~ 
vision is made for quick band shift by means of the No. 48000 series 
VHF plug·in coils. The No. 90811 unit uses either an 829·B or 3E29. 
No. 90811 with 10 meter band coils, less tube ............................ : ...... . 

PHASE-SHIFT NETWORK -A complete and laboratory aligned 
pair of phase-shift networks in a single compact 2" x 11'16" X 4" 
case with characteristics so as to provide a phase shift between the 
two networks of 90° ±1.3° over a frequency range of 225 cycles to 
2750 cycles. Well adapted for use in either single sideband transmitter 
or receiver. Possible to obtain a 40 db suppression of the unwanted 
sideband. The No. 75012 precision adiusted phase-shift network elimi­
nates necessity of complicated lab equipment for network adiustment. 
No. 75012 : .............. , .......................................................................... . 
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JJ £\ ~ ill ~ ® ~AI H ~ H-" )b~ ~ 
MALDEN· MASSACHUSETTS 

The No. 90923 oscilloscope is on extremely compact (3112 
inches· high) rack panel general purpose oscilloscope 
utilizing the type JXP - 3 x 1 Vz inch rectangular face 
tube. The No. 90923 is compfete with vertical and hori­
zontal amplifiers for balanced deflection and a very linear 
sweep generator. 

Miniature input terminals are on both the front panel and 
the reor for vertical amplifier input, horizontal amplifier 
input and synchronizing input. The linear sweep generator 
covers two cycles per second to 30 kcs. per second in seven 
overlapping ranges. The trace is unusually sharp and 
bright due to 2040 volts accelerating potential. 

The No. 90923 is ideally suited for many applications, 
ond in porticular, for production test. Its small panel uses 
up very little space in a test rack and the mu~metal shield 
around the cathode ray tube shields it against magnetic 
fields so that the oscilloscope may be used accurately in 
locations with strong stray magnetic fields. The cathode 
ray tube is of the mono~accelerator type in which the 
electron beam is accelerated at the electron gun so that 
field distortions are minimized and excellent deflection 
linearity is achieved os well as a very uniform spot size 
over the entire area which the beam scons. 

MILLEN ONE INCH MODULE OSCILLOSCOPES - Minia. 
turized, packaged panel mounting cathode ray oscilloscope designed 
for use in instrumentation in place of the conventional "pointer type" 
moving coil meters uses the 1" tube. Panel bezel matches in size and 
type the standard 2N square meters. Magnitude, phase displacement, 
wave shape, etc. are constantly visible on scope. 
No. 90901, ICPI, less tube ............ No. 90911, I EPI, less tube ........... . 

FLAT FACE OSCILLOSCOPE _ 9090S·8 S·inch Rock Mounting 
Basic Oscilloscope features include: balanced deflection, front panel 
input terminals, rear panel input terminals, astigmatism control, blank. 
ing input terminals, flat face precision tolerance O.umont 5ADPl tube. 

BASIC OSCILLOSCOPES - The No. 90902, No. 90903 and 
No. 90905 Rack Panel Oscilloscopes, for two. three and five inch 
tubes, respectively, are inexpensive basic units comprising power sup· 
ply, brillioncy and centering controls, safety features. magnetic shield· 
ing, switches, etc. As a transmitter monitor, no additional equi'pment 
or accessories are required. By the addition of such units as sweeps, 
pulse generators, amplifiers, servo sweeps, etc., all of which can be 
constructed on companion rack panels, the 'scope unit may be 
expanded to serve any conceivable industrial or laboratory application. 

'SCOPE AMPLIFIER - SWEEP UNIT _ Vertical and horizon· 
tal amplifiers along with hardtube, saw tooth sweep generator. Com. 
plete with power supply mounted on a standard 51f." rack panel. 
No. 90921, with tubes ................ ~ .......................................•..................... 

POWER SUPPLY FOR OSCILLOSCOPE _ 7S0 volts d.c. at 3 
mao and 6.3 volts a.c. at 600 mao 117 volts 50~60 cycle input. 
Designed especially for use with No. 90901 and No. 9091' one inch 
instrumentation oscilloscopes. 4 5/8 in. high x 17/8 x 2%. Octal plug 
for input and output. Entire assembly including rectifier is encapsulated. 
No, 90202, Power Supply (complete) ......•• _ ............................................. . 
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MILLEN NO. 90923 RACK 
MOUNTED OSCILLOSCOPE 

BEZELS FOR CAfHODE RAY TUBES - Standard types are 
of satin flnish black plastic. 5" size has neoprene support cushion 
and green lucite filter. 3" and 2" sizes have integral cushioning. 
No. 8007S (S") ...... 80073 (3") ...... 80072 (2") ...... 80071 (I ") ..... . 
WORM DRIVE UNIT - Cast aluminum frame may be panel 
or base mounted. Spring loaded split gears to minimize back lash. 
Standard ratio 16/1. Also in 48/1 on request. 
No. 10000 - (state ratio) ....................................................................... . 

RIGHT ANGLE DRIVE - Extremely compact, with provisions 
for many methods of mounting. Ideal for operating potentiometers, 
switches, etc., that must be located, for short leads, in remote parts 
of cho .. is. No. 10012 ........................................ .. 

AMATEUR BAND MONITOR OSCILLOSCO 

• A·M or SSB • 3.5 to 54 Mc. 
• Blanks out on Standby 
• Individual coil for each band 

SCOPE - No. 90932 is a complete 
oscilloscope for monitoring the 'modu· 
lated r·f output of a transmitter. Built· 
in link·coupled tuned circuits cover all 
amateur bands 3.5 to 54 me, All circuits 
and accessories are built. in. The moni· 
tor will display the r~f envelope and/or 
the trapezoidal monitoring pottern of 
single side bond transmitters or ampli~ 
tude modulated transmitters. It shows 
the linearity or non·linearity of CJaS5~B 
,·f amplifiers, the parasitic oscilla· 
tion, neutralization, and r-f output. 
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TUBE SOCKETS DESIGNED FOR APPLICATION - MODERN 
SOCKETS for MODERN TUBESI Long Flashover path to chassis per. 
mits use with tran-smitting tubes, 866 rectifiers, etc. Long leakage 
path between contacts. Contacts ore type proven by hundreds of 
millions already in government, commercial and broadcast service" 
to be extremely dependable. Sockets may be mounted either with 
or without· metal flange. Mounts in standard size chassis hole. All 
types have barrier between contacts and chassis. All but octal and 
crystal sockets also have barriers between individual contacts In 
addition. 
Voltdge regulator dual contact bayonet socket, 33991 black phenoliC 
insulation and 33992 with law loss mica fliled phenolic Insulation. 

FLEXIBLE COUPLINGS - The No. 39000 series of Millen "De· 
signed for Application" flexible coupling units include, in addition to 
improved versions of the conventional types, also such exclusive orig .. 
inal designs as the No. 39001 in·sulated universal ioint and the No. 
39006 "slide-action" coupling {in both steatite and bakelite insulation}. 
The No. 39006 "slide·ac,fion" coupling permits longitudinal shaft 
motion, eccentric shaft motion and out-of-line operation, as well as 
angular drive without backlash. 
The No. 39005 and 39OO5·B (high torque) are similar to the No. 39001, 
but are not insulated. The steatite insulated No. 39001 has a special 
anti-backlash pivot and socket grip feature. All of the above iIIus. 
trated units are for 1/4" shaft and are standard production type units. 
The No. 39016 incorporates features ,which have long been desired 
in a flexible coupling. No Backlash - Higher Flexibility - Higher 
Breakdown Voltage - Smaller Diameter - Shorter Length - Higher 
Alignment Accuracy - Higher Resistance to Mechanical Shock - Solid 
Insulating Barrier Diaphragm - Molded as a Single Unit. 
CERAMIC PLATE OR GRID CAPS - Soldering lug and con. 
tact one-piece. lug ears annealed and solder dipped to facilitate each 
combination "mechanical plus soldered" connection of cable. 
No. 36001-%." ........ No. 36002-%" ........ No. 36004-'14" ........ 
SAFETY TERMINAL - Combination high voltage terminal and 
thru-bushing Tapered contact pin fits firmly into conical socket provid. 
ing large area, low resistance connection. Pin is swivel mounted in 
cap to prevent twisting of lead wire. 
No, 37001, Black or Red .................... No. 37501, Low loss ... '" ...... ~ .... .. 
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MILLEN TUBE SOCKETS 
No. Description No. Description 
33002-Crystal Socket %" x .125" ............. 33004-4 Pin Tube Socket. 
33102-Crystal Socket .487" x .095" ........... 33005-5 Pin Tube Socket 
33202-Crystal Socket '12" x .125" .............. 33006-6 Pin Tube Socket 
33302-Crystal Socket .487" x .050" ........... 33008-8 Pin Tube Socket 
33407-Mlniature Socket only, ceramic ........ 33991-5ocket for 991. .. .. 
33409--Noval Socket only, ceramic .............. 33992-Socket for 991 .... . 
33307-Minlature Socket, Shield, ceramic ... 33207-829 Socket ......... .. 
33309-Noval Socket, Shield, ceramic .......... 33305-Acorn Socket ..... .. 
33405-5 Pin Socket Eimac .......................... . 

STEATITE TERMINAL STRIPS - Terminal and lug are one 
piece. lugs ore turret type and are free floating so as not to strain l4 
ceramic on wide temperature variations. Easy to mount with series 
of round holes. 1400 volt and 3500 volt series. 

POSTS, PLATES, AND PLUGS' - The No. 37200 series, in· 
cluding both insulated and non-insulated binding posts with associated 
plates and plugs, provide various combinations to meet most require­
ments. The posts have captive heads and keyed mounting. 
The No. 37291 and No. 37223 are standard in black or red with other 
colors on special order. No. 37201, No. 37202, and No. 37204 and 
No. 37222 are available in black, red, or low loss. The No. 37202 is 
also available in steatite. 
No. Description No. Description 
37201-5ingle plates, pr ................ 37212-Dual plug ........................... .. 
37291-Single plates (tapered), pr.37222-Non·insulated binding pOsl 
37202-Dual plates, pr .................. 37223-lnsulated binding pasts ..... .. 
37204-Double dual plates, pr .... .. 
DIAL' LOCK - Compact, easy to mount, positive in action, does 
not alter dial setting in operation I Rotation of knob· "A" depresses 
finger "B" and "C" without imparting any rotary motion to Dial. 
Single hole mounted. 
No. 1 0050 .............................................................................. _ ................. . 
TUBE CLAMP - No. 33087 is easy to use, easy to install, elfec· 
tive in function. Available in special sizes for all types of tubes. Single 
hole mounting: Spring steel, cc;:Idmium plated. 
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PANEL DIALS ~ The No. 10035 illuminated panel dial has 12 
to 1 ratio; size, 8 112" x 6%". Small No. 10039 has 8 to 1 ratio; size, 
4" JC 3114". Both ore of compact mechanical design, easy to mount 
and have totoHy self~contained mechanism, thus eliminating ba.ck of 
panel interference. Provision for mounting and marking auxiliary 
controls, such as switches, potentiometers, etc., provided on the No. 
10035. Standard finish, either size, Act block art metal.f 

SHAFT LOCKS - In addition to the original No. 10060 and No. 
10061 "DESIGNED FOR APPLICATION" shaft locks, we can olso 
furnish such variations as the No. J 0062 and No. 10063 for easy 
thu·mb operation as illustrated above. The No. 10061 instantly can· 
verts any plain "1/" shoft" volume control, condenser, etc. from 
·',plarn" to "shaft loc~ed" type. Easy to mount. 

12000 and 16000 SERIES TRANSMITTING CONDENSERS 
- Rigid heavy channeled aluminum end plates. Isolantite insulation, 
polished or plain edges. One piece rotor contact spring gnd connec­
tion lug. Compact, easy to mount with (ann ector lugs In convenient 
locations. ,Same plate sizes as 11000 series above. 
The 16000 series has same plote sizes as 04000 series. Also has 
constant impedance, heavy current, multiple finger rotor contactor 
of new design. 80th 12000 and 16000 series available In single 

, and double sections and many capacities and plate spacing. 

28000-29000 SERIES VARIABLE AIR CAPACITORS -
"Designed for Application," double bearings, steatite end plates, 
cadmium or silver plated brass plates. Single or double section 
.022" or .066" air gap. End plate size: 1'16" x l1f16". Rotor plate 
radius: 3/4 ". Shaft lock, rear shaft extension, special mounting 
brackets, etc., to meet your requirements. The 28000 series has 
semi-c;::ircular rotor plate shape. The 2.9000 series has approximately 
straight frequency line rotor plate shape. Prices quoted on request. 
Many stock sizes. 

NEUTRALIZING. CAPACITOR - Designed originally for use 
in our awn No. 90881 Power Amplifier, the No.1 5011 disc neutral· 
izing ~apacitor has such unique features as rigid channel frame, 
horizontal or vertical mounting, fine thread over-size lead screw 
with stop to prevent shorting and rotor lock. Heavy rounded-edged 
polished aluminum plates are 2" diameter. Glazed steatite insulation. 
No. 15011 ...................................................................... _ ...................... .. 
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DIALS AND KNOBS - Just a few of the many stock types of 
small dials and knobs are illustrated herewith. 10007 is 15/8" diam­
eter, 10009 is 2%" and 10008 is 3'/z". 
HIGH VOLTAGE INSULATED SHAFT EXTENSION 
No. 10061 shaft locks and the No. 39023 insulated' high voltage 
potentiometer extension mountings are available as a single integrated 
unit - the No. 39024. The proper shaft length is independent of 
the panel thickness. The standard shaft has provision for screw driver 
adiustment. Special shaft arrangements are available for industrial 
applications. Extension shaft and insulated coupling are molded as a 
single unit to provide accuracy of alignment and ease of installation. 
No. 39023, non locking type ............ No. 39024, locking type ........... . 

04000 and 11000 SERIES TRANSMlnlNG CONDENSERS 
- Another member of the "Designed for Application" series of trans­
mitting variable air copacitors is the 04000 series with peak voltage 
ratings of 3000, 6000, and 9000 volts. Right angle drive, 1-1 
ratio~ Adiustable drive shaft angle for either vertical or sloping 
panels. Sturdy construction, thick, round-edged, polished aluminum 
plates with 13/ 4 " radius. Constant impedance, heavy current, multiple 
finger rotor contactor of new design. Available in all' normal 
capacities. 
The 11 000 series has 1011 ratio center drive and Axed angle drIve 
shaft. 

PERMEABILITY TUNED CERAMIC FORMS - In addition to 
the popular shielded plug-in permeability tuned forms, 74000 series, 
the 69040 series of ceramic permeability tuned unshielded forms 
are available as standard stock items. Winding diameters available 
from 0/16" to '/2" ann winding space from 'Y32" to 1 V2". 
No. 69041-(Coppet Slug) ......... No. 69052-(lron Core) .................... . 
No. 69042-(lron Core) .............. No. 69054-(Iron Core) ................... .. 
No. 69043-(Copper Slug)......... No. 69055-(Copper Slug) ............ , ... . 
No. 69044-(lron Core) .............. No. 69056-(lron Core) ................... .. 
No. 69045-(Copper Slug)......... No. 69057-(Copper Slug) ................ . 
No .. 69046-(1 ran Core) .............. No. 69058-(Iron Core) .................... . 
No. 69047-(Copper Slug) ........ , No. 69061-(Copper Slug) ............... .. 
No. 69048-(lron Core) .............. No. 69062-(Iron Core) ................... .. 
No. 69051-(Copper Slu91 ......... . 
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RELIABILITY VARIAIILE CAPACITORS 
NO. 25000. SERIES 

TRANSMlnlNG TANK COILS - A full line - all popular 
wattage, for all band,. Send for ,pecial catalog sheet. 
No,. 42000, 43000, 44000, 48000 ...................................... __ .... __ 

TUNABLE COIL FORM - Standard octal ba,e of low loss mica­
filled bakelite" polystyrene 1f2" diameter coil form, heavy aluminum 
shield, iron tuning slug of high frequency type, suitable for use up fo 
35 me. Adjusting screw protrudes through ~enter hole of standard 
octa I socket. 
No. 74001, with iron core ....................................................................... _ 
No. 74002, less iron core .................................................................... _ .. .. 

RF CHOKES - Many have copied, few have equalled, and none 
have surpassed the genuine original design Millen Designed for Appll. 
cation series of midget RF Chokes •. The more popular styles now in 
constant production are illustrated herewith. Special styles and vorio. 
tions to meet unusuol requirements quickly furnished. 

No. 34100 - 2.5 mh., 250 ma ...... No. 34105 -1.0 mh., 300 ma .. _. 
No. 34101 - 2.5 mh., 250 ma ...... No. 34106 - 1.0 mh., 300 mo .... .. 
No. 34102 - 2.5 mh., 250 mo ...... No. 34107 -1.0 mh., 300 ma .... .. 
No. 34103 - 2.5 mh., 250 ma ...... No. 34108 - 1.0 mh., 300 ma .... .. 
No. 34104 - 2.5 mh., 250 mo ...... No. 34109 - 1.0 mh., 300 ma .... .. 

MILLEN COIL FORM'S - Made of low loss mica filled brown 
bakelite. Guide funnel makes for eQsy threading of leads through pins. 
No. 45000 ..................... _. __ .... _ .... ___ ................................... _ 
No. 45004 ........... _ ........ __ .. __ ...................................................... _ 
No. 45005 ............ __ ... _ ......................................... __ .................. _ 
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MACHINED FROM SOLID BARS OF EXTRUDED BRASS 

Modern demands for miniature precision, high Q variable 
a1r dielectric capacitors with high reliability require thaI 
all of the ,tator plates be machined from a solid block of 
brass and that all of the rotor plates be machined from a 
,olld block of brass. Staked, ,oldered, or wa,her·,paced 
types of construction are adequate for larger capacitors 
with wider air gaps but are entirely inadequate for minia· 
ture high reliability capacitors for use at high frequencies. 
The ,tator terminal Is an integral part of the ,tator. Th1s 
re,ult, from extruding the exact shape required. The rotor 
.haft i, an Integral part of the rotor, thus alignment of 
'haft with rotor is perfect and there are no pin, or 
press fits~ 

Special capacitors which can be manufactured u,ing all 
or part of the tooling for ,tandard capacitors are de,lgned 
and ."anufactured to order. 

SPECIAL RF CHOKES - Figure, 1 and 4 illu,trate ,pecial type, 
of RF choke, available on order. The popular 34300 and 34200 ,erie, 
ore shown in figures 2 and 3 respectively. 

OCTAL BASE AND SHIELD - Low loss phenolic ba,e witb 
octal socket plug and aluminum ,hield can H',. x 17/a x 3'~ •• 
No. 74400 ....................................................................... : ........................ .. 

MINIATURE POWDERED IRON CORE RF INDUCTANCES­
The No. J300 - Miniature powdered iron core inductance,. 0.107 in 
dia. x 3/e in. long. Inductances from 3.3 microhenries to 2.5 milli­
henrie, ±5"/o. EIA ,tandard values plu, 25, 50, 150, 250, 350', 500, 
and 2500 microhenries. Three layer solenoids from 39 to 350 micro­
henries. 1/ .. in. wide single pi from 360 to 2500 microhenr:ies. Special 
coils on order. 

PHENOLIC FORM RF INDUCTANCES - The No. 34300 In· 
ductances - Phenolic coil form with axial leads. Inductances from 
0.15 microhenry to 2.5 millihenrie, ±5"/o. EIA ,tandQrd value, plus 
25,50,150,250,350,500, and 2500 microhenries. Solenoid, from 0.15 
to 16 microhenries. Single pi from 18 to 300 microhenries. Multiple 
pi for higher inductances. Forms ¥32" dia. x ¥16 in. long, %6" x ~/8", 
1/ .. " X 3/ .. ", and V .. " xl". Special coils on order. 

MINIATURE IF TRANSFORMERS - Extremely high Q -
approximately 200 - Variable Coupling - (under, critical, and over} 
with all adjustments on top. Small size lY16" x 10/16" x Fie" Molded 
ferminal base. Air capacitor tuned. Coils completely enclosed in cup 
cores. Tapped primary and secondary. Rugged construction. High 
electrical stability, 
No. 61455, 455 kc. Universal Tran' ...................................................... .. 
No. 61453, 455 kc. BFO ........................................................................... . 
No. 61160, 1600 kc. Universal Trans ...... ., ............................................... . 
No. 61163,1600 kc. BfO .................................. _ ................................... .. 
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In tnis new edition is a listing of James Millen Manufacturing Co., 
Inc. products available to purchasing agents and engineers. The listing 
includes: OSCILLOSCOPES: Module, Basic, Industrial, Miniature Syn~ 
chroscop'e. Compact Rock-Mounted, Modulation Monitor Scopes, and 
Accessories. MAGNETIC SHIELDS: Mu-Metal and Nicoloi in stock sizes 
or custom· made. GRID DIP METERS: Industrial and Standard, and Tone 

Modulotor. MINIATURIZED COMPO. 
NENTS: Knobs, Drives, Dials, Shoft 
locks, Shaft Bearings, Shaft Extensions, 
Couplings, Binding Posts and Plugs, 
Terminal Strips, and Inductors. DELAY 
LINES. The descriptions of each of these 
produc~ groups show a partial listing of 
the components and equipment available 
from stock or custom-designed and man­
ufactured according to specifications sub­
mitted to our Custom Design Engineers. 
The ELECTRONIC ENGINEERS' MASTER 
illustrates the Millen products for the 
industrial purchasing agent and engineer 
to consider when completing their 
requirements. 

VARIABLE FREQUENCY OSCILLATOR - With 6SK7 temperature· 
compensated, electron coupled oscillator of exceptional stability 
and low drift, a 6SK7 broad-band buffer ar frequency doubler, a 6AG7 
tuned amplifier which tracks with the oscillator tuning, and a regulated 
power supply. Output sufficient to drive a 6146 is available on 160, 
80 and 40 meters and reduced output is available on 20 meters. 
No. 90711. less tubes .............. . 

90-WATT EXCITER-TRANSMITTER - Includes features and shield: 
ing for TVI reduction, bandswitching for 4-7-14-21-28 mc. bands. circuit 
metering. Conservatively rated for use as transmitter or exciter for high 
power PA stages. 5763 oscillator-buffer-multiplier and 6146 power amplifier. 
No. 90801, less tubes .......... Rack Mounted 

40-WATT MODULATOR - Designed for use with 90801 trans· 
mitter. 12AX7 speech amplifier-6C4 voltage amplifier-closs ASl 6146s. 
Suitable for modulating transmitters with power input up to 80 watts. 
Gain is ample for the use of low level, high impedance crystal or 
dynamic microphones. Frequency response is adiusted for good com­
munication intelligibility with limited side bonds. 3%", panel height. 
No. 90831. less tubes ..................................... .. .... Rack Mounted 

RF POWER AMPLIFIER - 500 watt amplifier may be used as the 
basis of a high power amateur transmitter. Amplifier is wired for 
use with the popular "812A" type tubes (others may be used.} 
Sturdy mechanical construction on 10%" relay rack panel. Plug-in 
inductors furnished for operation on 1 0-15-20-40-80 meter bands. The 
standard Millen 90801 exciter unit is an ideal driver for the No. 90881. 
No. 90881, with one set of coils, but less tubes ............... . 

STANDING WAVE RATIO BRIDGE - Provides easy and inexpen. 
sive measurement of S.W.R. on coaxial cable. As assembled the bridge 
is set up for 52 ohm line. An accurate 75 ohm resistor is mounted 
inside the case for substitution in the circuit when 75 ohm line is used. 
No. 90671 ......................................................... , ............................................. . 

DELAY LINES AND NET­
WORKS - Flexible Distributed 
Parameter and lumped Parameter 
Assemblies. Flexible cable may be 
supplied with molded ends. Her­
metically-sealed lines in metal cases. 
Also available as encapsulated cast 
epoxy assembly. Assemblies designed 
to your specs. 

MINIATURE INDUCTANCES -
J301 encapsulated and non~encapsu~ 
lated series are: extremely small -
hermetically sealed - wound on 
axial lead Carbonyl cores - color 
coded. Also available are 34301 
Standard Encapsulated inductances; 
and J302 encapsulated series for 
printed wiring. 

INDUSTRIAL OSCILLOSCOPE - Completely insulated front panel 
and case. Double shielded against magnetic fields. Excellent linearity. 
Sharp focus over entire 4"x4" useful scan. The vertical and horizontal 
amplifiers are stable d.c. amplifiers and are identical, thus permitting 
accurate phase measurements. 
No. 90915 uses 5AQP - 1, 2, 7 or 11 flat face, precision tolerance 
C.R. tube. Response of either amplifier D.C. to 100 kc. +0-10% ...... : ..... 

MINIATURE SYNCHROSCOPE-OSCILLOSCOPE - 7'j, x 5% x 
13", 17 pounds. Band width 10 cy. to 1000 Kc. Sweep 6 to 300 micro­
seconds per inch. 
No. 90952 ............ .. 

STAND-OFF INSULATORS - available in a variety of sizes. 

MU-METAL and/or NICOLOI SHIELDS - For cathode ray and 
multiplier photo tubes. Standard shields and bezels'for the more popular 
tubes are available from stock. Our Custom Shield design and fabri­
cation department is at the service of our customers for the development 
of shields for specialized appl'ication_ 

COPYRIGHTED 1961, JAMES MILLEN MFG. CO., INC. • 1·15·61 
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SECTION 1900 

MINIA TlJRIZED 
DESIGNED for APPLICATION miniaturized components 
developed for use in our own equipment such as the 90901 Oscillo. 
scope, are now available for separate sale. Many of these parts 
are similar, in most details e~cept size, to their equ1valents in our 
standard component parts group. I n certain devices where com .. 
plete miniaturization is not paranlOunt, a combination of standard 
and miniature components may possibly he used to advantage: 
For convenience, we have also listed on this page the extremely 
small sized coil forms from our standard catalog. 

CODE 
A001 
A006 

A007 

A008 
A012 
A014 

AOTS 

AOT7 
AOT8 
AOT9 
A02T 
AOSO 
A06T 

A062 
A066 

DESCRIPTION 
Bar knob for Va" shaft. V2'1 .high by :JAil long. 
Fluted black plasti,c knob witl1 brass Insert for Ma" shaft. 
Y2,1I high by %." diameter. 
lA" black plastic dial knob with brass insert for Vall shaft. 
%11 diameter dial. ~," high. 
lA" black plastic knob. Same "as no. A007 except for style. 
Right angle drive for Vall shafts. Sing'e hole mounting. 
11/ bar dial for Va" shaft. V2" high. 18Qo or 2800 dials for 
clockwise or counter-clockwise rotation. 
1" fluted knob dial for V." shaft. %" high. Same dial plates 
as no. A014. 
1 Va" diameter fluted black plastic knob for Vall shaft. 
Knob, same as no. A007 except with %" diameter skirt. 
Knob, same as no. A007, but without dial. 
Miniature metal index for miniature dials. 
Miniature dial Jock. 
Shaft lack for l4I" diameter shaft. 'A"·32 bushing. Nickel 
plated brass. 
Shaft lock with knurled locking nut. 
Shaft bearing for Va" diameter shafts. Nickel plated brass. 
Fits 1~" diameter hole. 
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COMPONENTS 
CODE 
EOOT 

E201 
E202 
E212 
E222 
E302A 

DESCRIPTION 
Steatite cerami~ standoff or tie-point. I"tegrol mounting 
eyelet. 0.20511 overall diameter. 
Black or red plastic binding post plates for No. E222. 
Black or red plastic plates for two binding posts spaced Y2". 
Black or ·red plastic plug for two binding posts spaced Vi". 
Metal binding post with jack top. 
to E306A Steatite ceramic 'terminal strips. ~," wide. Ter­
minals spaced %" on centers. Screw type or solder type 
thru·terminals. 

J300-3.3 to J300-2S00 Complete line of miniature Inductance. 

MOOT 

M003 
M004 

MOOS 

M006 

MOOS 

MOT7 

M023 

M024 
69043 

69044 

3.3 to 2500 microhenries. %" long. Diameter 0.115" to 
0.297". 
Insulated universal joint style flexible coupling for Va" dia. 
shafts. 
Solid coupling for Ya" dia. shafts. Nickel plated brass. 
Universal loint style flexible coupling for Va" diameter shafts. 
Inverted hubs for short length. Not insulated. 
Universal joint style flexible coupling for Va" diameter shafts. 
External hub for maximum flexibility. Not insulated. 
Universal joint style flexible coupling for Va" diameter shafts. 
Spring finger. Steatite ceramic insulation. 
Plastic insulated coupling with nickel plated brass inserts for 
!tI" diameter shafts. 
Plastic insulated flexible coupling for Ye" diameter shafts. 
1~1I long by 1~" diameter. Bronze yoke. 
Insulated shaft extension for 1A"-32 bushing and ya" shaft. 
For mounting sub-miniature potentiometer. 
Locking insulated shaft extension similar to no. M023. 
Steatite ceramic coil form. Adjustable core. Winding space 
~" diameter by 1%2" long. Mounting 4.40.hole. 
Steatite ceramic coil form. Adjustable core, Winding space 
0.187" diameter ·by 311,11 long. No.1 0-32 mounting. 
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SECTION 1900 

Midget Absorption Frequency Meters 
Many amateurs and experimenters do not realize that one of the mas' 
useful "'ools" of the commercial transmitter designer is a series of very 
small absorption type frequency meters. These handy instruments can 
be poked into small shield compartments, coil cans, corners of chassis, 
etc., to check harmonics; parasitics; oscillator-doubler, etc., tank tun­
Ing; and a host of other such applications. Quickly enables the design 
engineer to find out what is really "going on" in a circuil. 

with reasonable care. The most useful combination being the group of 
four under code No. 90600 and covering the total range of from 3.0 
to 140 megacycles. When purchased in sets of four under code No. 
90600 a convenient carrying and storage case is included. Serie. 
90601 are slightly larger and very much more rugged. They are 
further protected by a contour fitting transparent polystyrene case to 
protect against damage and dirt. This latter series is designed pri­
marily for field use and are not quite as convenient for laboratory 
use as the 90605 thru 90608 types. All types have dials directly 
calibrated in frequency. 

Types 90604 thru 90610 are extremely small and designed pri­
marily for engineering laboratory use where they will be handled 

METROPOLITAN NEW YORK 
John DiBlasi Associates, Inc. 

90 Main St. 
Port Washington 

Long Island, N. Y. 

PHILADELPHIA 
L. D. Lowery, Inc. 

50 E. Wynnewood Rd. 
Wynnewood, Pa. 

BALTIMORE-WASHINGTON 
L. D. Lowery, Inc. 

4508 Annapolis Rd. 
Peace Cross 

Bladensburg, Md_ 

Code Description Net Price 

90604 Range 1 60 to 210 me. 
90605 Range 3.0 to lOme. 
90606 Range 9.0 to 23 me. 
90607 Ronge 23 to 60 me. 
90608 Range 50 to 1.40 me. 
90609 Range 1 30 to 170 me. 
90610 Range 105 to 1'50 me. 
90611 Range 1.5 to 3.5 me. 
90612 Ronge 3.5 to 8 me. 
90613 Range 8 to 18.5 me. 
90614 Range 18 to 41 me. 
90619 Range 0.35 '0 1.0 mc.-Neon Indicator 
90620 Range 0.1 5 0 0.35 mc.-Neon Indicator 
90625 Range 2 to 6 mc.-Neon Indicator 
90626 Range 5.5 to 1 5 mc.-Neon Indicator 
90600 Complete set of 90605 thru 90608, in case 
90601 Complete set Field type Frequency Meters in metal carrying case 

1.5 to 40 me. 

DISTRICT SALES OFFICES 
INDIANAPOLIS 

MacNabb, Schroeder & 
Loomis 

820 E. 64th St. 

SAN FRANCISCO 
Moulthrop and Hunter 

165-11th St. 

CHICAGO 
G. G. Ryan 

8336 S. Maryland Ave. 
E. C. Carlson 

6677 N. Northwest Highway 

BOSTON 
Gerber Sales Co., Inc. 

4B Pearl St. 
Brookline, Mass. 

KANSAS CITY 
Kelly-Schmitz-Winkeler 

Associates 
P. O. Box 8456 

LOS ANGELES 
W. Bert Knight Co. 

10377 W. Pi(o Blvd. 

TEXAS 
Jack Yount Co. 

1431 Pleasant Drive 
Dallas 

EASTERN CANADA 
H. Roy Gray, Ltd. 
46 Danforth Rd. 
Toronto, Ontario 

EXPORT 
Technical Equipment Co. 

155 E. Milton Ave. 
Rahway, New Jersey 
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RECEIVERS AND 
ACCESSORIES 

NATIONAL RADIO COMPANY, INC. 
MELROSE 76, MASS. ~ 

XCU-109 Crystal Calibrator 

·Standard· equipment with the RCUR. 
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A WHOllY OWNED SUBSIDIARY OF NATIONAL COMPANY, INC. 

NC·190 ... 2 BANDSPREADS 
Calibrated foreign broadcast bands, calibrated amateur 
bands, either at the flick of National's excluSive DIal 
Selector. Double·conversion in a general coverage re­
ceiver at only $219.95. True variable IF selectivity with 
National's patented "Ferrite Filter" to provide clear, 
readable AM, CW, and SSB reception. Sensitivity-better 
than 1 microvolt. Five bands-540 kc to 30 mc .. 

Latest addition to the National "Blue" series. "Flip 
Foot" equipped for effortless operation. 

NC·270 .. . 
All hamband receiver with remarkable 6 meter perform­
ance, double conversion with instant side band selection 
and another "Velvet Dial" for ease of sideband tuning. 
This styleblazer has the exclusive "Ferrite Filter" which 
combined with the Bi-Filar T-Notch provides the selec­
tivity required for CW, SSB and tough AM signal condi­
tions. Dollar for dollar this is the best ham receiver 
value on the market ... in ·"National Blue". 

NTS-3 ... Matching 
Speaker for NC-190 
and NC-270. 

NC·400 .. . 
Highly versatile, multiple purpose general coverage re­
ceiver. With SSB and a tuning range of 540 kc to 31 mc 
in 7 bands. Meets all requirements in commercial, indus­
trial and government services communications, such 
as electronic and industrial· laboratories, aircraft base 
stations, shipping and transportation, press and wire 
services, civil defense, site to site communications, and 
many others. 

NTS-2 Speaker 
XCU-400 Crystal 

Calibrator 
DMK-400 Diversity Modi­

fication Kit 
MFH-400 Mechanical 

Filter Housing 

HRO·GO .. . 
The "Rolls Royce" of communications 
receivers. It's unjque for its extreme 
frequency coverage range from 50 
kc to 54 mc. For diversified applica­
tions, has wide versatility and reset­
ability. 

HR0-60RS Rack Speaker HR0-60E Coil 
HRO-60TS Table " HR0-60F " 
HR0-60AA Coil HRO-60G 
HR0-60AB " HR0-60H 
HRO-60AC " HR0-60J 
HR0-60AD " HR0-60--XCU-2 (1001 
HR0-60A* 1000 kc. crys-
HR0-60B* tal calibrator) 
HR0-60C* HR0-650S (6v. vibrator 
HR0-60D* type supply) 

NC·303 .. . 
National's finest all-hamband receiver. Has 
highest mechanical stability, lowest thermal 
drift and maximum SSB, AM and CW ver­
satility. This is the best receiver available 
in its price range. 

NT5-2 
XCU-300 
XCU-303 
NC-300C6A 
NC-300C2 
NC-300cl 

NC·GO .. . 

Speaker 
Crystal Calibrator 
wwv Crystal Calibrator 
6 meter Converter 
2 meter Converter 
1j4 meter Converter 

For the at-home adventurer. Low-priced, ex­
cellent shortwave and broadcast receiver. 
An attractive set, it's ideal for consumer 
trade ... great gift item. In "National Blue", 

WRITE fOR SPECIFICATION SHEETS 

VFO·G2 
VARIABLE FREQUENCY OSCILLATOR 
FOR 6 AND 2 METER OPERATION 
• Can be used with transmitters usnig 8 mc. 

oscillator circuits. . 
• Full coverage of both 6 and 2 meter Amateur 

bands. 
• Completely self·powered, self·contained. 

Plugs into 117 V AC outlet and transmitter 
crystal socket. 

• Has front panel controlled internal crystal 
socket for use with 1 me. calibrating crystal. 
Provides for crystal calibration without ac· 
cessory equipment or without changing con· 
nections. 

'. Front panel crystal socket allows instant 
selection of your favorite crystal without 
changing transmitter connections. 

• Bullt·in phone jack allows direct detection of 
calibrating markers. 

• Precision vernier drive provides precise tun· 
ing control. 

• Front panel triode switch provides off·calibrate· 
standby·operate functions. 

• Front panel band switch for choice of 6 
meter·2 meter'crystal operation. 

• Has provision for remote standby·operate 
control. 

• Frequency stability better than 0.1 % from 
cold start ... better than .005% after 30 
minutes. Separate tuned circuits on each 
band provide maximum stability. 
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NEW! PHILMORE "Vanguard" 6 and 2 Meter Amateur TRANSMITTER KIT 

Precision Engineered • Ultrastable 
Highest Quality Parts 

Model CT62-Philmore's new "Vanguard" 6 and 2 M-eter Trans­
mitter is as modern as its Space Program namesake! Provides 
ALL the built-in features needed by the General and Technician 
Class Hams operating on the challenging VHF bands. Power­
packed with up to 60 Watts PIP, a specially developed "dual-link" 
output network insures maximum loading efficiency on both bands. 

" Power input_O watts PIP on both 6 and 2 meters, "Modulation - Full 30 watt, BUILT-IN push-pull 
CWo 55 Watts .6 meter phone, 50 watts 2 meter plate modulator gives full 100% modulation. Front 
phone. panel gain control. BUILT-IN speech clipper eir-

• Power Requirement - Operates with BUILT-IN cuit. with rear apron range adjustment. 
supply on 105-120 V.A.C. for fixed station use. 0 Construction - Entire chassis and shields are 
External power input socket. Accessory power out- COPPER PLATED. Fully shielded cabinet and 
put socket. chassis, and "L-section" line filters. Double fuses. 

• Operating Frequency Control _ BUILT-IN VFO Brushed aluminum panel, heavy lucite VEO dial, 
or crystal control of all bands (three discrete seg- and many other modern features. 
ments of the 6 meter band, and 1 of the 2 meter "Tube Complement_146 Straight-thru final am-
band). Band selector switch automatically selects pllfier; 5763 Buffer-multiplier; 5763 Buffer-
anyone of 4 frOllt-panel mounted crystals, or the doubler; 5763 TripIer-oscillator; 6BH6 VFO oscil-
propel' band segment of the vernier drive VFO. lator; OA2 VFO voltage regulator; 12AX7A Audio 
Ultra-stable VFO. "Lock-in" push-button switch amplifier and mike pre-amplifier; 6A:L5 speech 
and indicating lights select crystal or VFO oper- clipper diodes; 12AU7A driver; 2---6L6GBA push-
ation. pull modulators; 5U4GB high-voltage rectifier. 

• Metering - High-accuracy D'Arsonval front panel • Power Supply - rugged 
meter reads each of the important operating drive fUll-wave rectifier cir- MODEL CT62 
levels independently. Drive and output level ad- cuit provides 550 volts 
justments available on front panel for ALL RF at 300 mils Choke-Input 

Vanguard Transmitter 
KIT, complete with 
Tubes and Cabinet stages. filter and oversize fllter 

Circuit - Straight-thru operation of the final capacitors. 
on both bands eliminates parasitics and tricky • Dimensions - 17" wide; 
neutralization problems. Cathode-keying on CW 6:!h" high; 12" deep. Amateur Net 

$17995 

of all RF'stages (including the VFO). " Relay controlled for push-to-talk. 

PHILMORE II-METER CITIZENS' BAND 

TRANSCEIVER KIT 

Designed with the CITIZEN in mind, 
this kit is so carefully engineered and 
assembly instructions are so thorough­
ly worked out that ANYONE, even 
without electronic knowledge or skill, 
can build it - and get superlative 
results! 

Newly Engineered Ta Conform 
With Latest F.C.C. Regulations 

Advanced features include: 
"Any three channels Individually switch­

selected, with receiver and transmitter 
frequencies different, if deSired, to meet 
local conditions. " 

.. Interchangeable power supplies for 115V 
AC or 6/12V DC operation. 

." Low flat modern: sleek cabinet perfect for 
desktop, or on or under dash. 

" Crystal controlled transmitter. 

COMPLETE KIT $ 3 9 95 
for 115V AC • 
INCLUDES MIKE, CRYSTAL, CABINET 
TCll Transceiver for ll5VAC, less 

ant. .. ....................................... .. 
TC612 Transceiver for interchangeable 

6 and 12 V DC, less antenna 
TC15 7-section antenna short range 
Model PSll AC Power Supply for both 

Model TCll and TC612 .. 
Model PS612 Mobile Power Supply for 

both Model TCll and TC612 

$39.95 

$44.49 
$ 4.50 

$12.85 

$17.50 

PHILMORE COM'MUNICATIONS 
RECEIVER KIT 

PreCision engineered, budget priced! All-wave re­
ceiver designed to meet the demands and budgets 
of the amateur, novice ham, and short-wave listener. 
Deslgned for use either on the bench or in a rack­
panel installation. Some advanced features: 

1. Sensitive super-het circuit with adjustable coils 
fqr each band. 

2. Full-wave transformer-isolated design for safe, 
shock-proof operation. 

3. Four band operation covering frequencies to 30 
me, and amateur bands from 10 to 160 meters. 

4. Full electrical bandspread on each band. 
5. Includes RF Gain Control, AVe Defeat~ and 

Standby-CW Switching. 
6. Built-in S-meter. 
7. Built·in B.F.O .• fully adjustable tone control for 

optimum CW reception. 
S. Built in noise limiter for removing annoying 

squeals, howls, and static. 
9. Provisions for either singlet or doublet antenna. 

10. Input jack for external Q multiplier. 
11. Accessory power socket for operation Q multi­

plier or other auxilia,ry equipment. 
12. Built in speaker with heavy magnet, fully pro­

tected and top-mounted so that receiver can be 
placed between additional gear. 

TUBE COMPLEMENT-(l each) 6 x 4 Rectifier; 
6BE6 Converter and Oscillator; 6AZ8 IF Amplifier 
and "S" Meter Drive; 6AV6 Detector and Audio Am­
plifier; 6AQ5 Audio Power Amplifier. Supplied com­
Plete with tubes and "S" meter. 
MODEL CR-5AC KIT Complete, less cabinet 

$49.95 (tax incl.) 

OPTIONAL CABINET 
A handsome accessory cabinet, made of heavy gauge 
steel, is available separately. Functional modern de­
sign features a glare shielding hood and generous, 
easy to read control markings: Size: 15-3/16" wide, 
6-9/16" high, 10" deep. 
MODEL CR CABINET _________ Amateur Net $9.45 

FIELD STRENGTH METER AND LOAD BOX KIT 
Now you can peak your Citizens' Band Transmitter or Transceiver for maximum 
efficiency, directly into your antenna! The PHILMORE Model FS-l Field 
Strength Meter and Load Box combines an exceptionally sensitive Field 
Strength indicator, with callbrated 52 or 75· ohm load. Completely self-contained, 
needs no power connections. As a Field Strength Meter: Meter reads relative 
field strength from 1 foot to over 100 feet from the antenna by use of conw 
tinuously variable sensitivity control. Telescopic whip antenna, included with 
unit, is internally base loaded for maximum sensitivity on the Citizens' Band 
Tuning range of antenna is adjustable for best performance. As a Calibrated 
Load Box: Meter reads directly in Watts Output, on either 52 or 75 ohm loads. 
Load resistors capable of diSSipating up to 8 watts on 52 ohms. 6 watts on 75 
ohms. 

Model FS-l Kit, complete with cabinet antenna and cable ________________ $19.50 
FS-I Factory Wired _____________________________________________________ $26.25 

ABOVE EQUIPMENT MADE IN U.S.A. 

PHILMORE MFG. CO. INC. 
Our 40 Page Catalog Available 011 Request. 
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THREE 
TUBE 
KIT 

NEW IMPROVED 
THREE TUBE 

(Including RectIfier), 
TWO BAND AC-DC 

Radio Kit 

tube, two band receiver kit provides sufficient 
signal strength, to drive a 3%" PM speaker, Simplified 
instructions, fully illustrated with pictorial and sche­
matic diagrams speed assembly. Chassis is comp~etely 
punched and plated. Panel is attractive gray hamme~­
tone, with white silk-screened lettering and dial. Here 
is a professional radio kit that is perfect for the beginner 
in radio. It provides an excellent opportunity to learn 
radio fundamentals and at the same time build high w 
quality radio which will receive both the broadcast and 
short wave bands. Modern circuitry and the use of new 
miniature tubes bring this unit completely up-to-date. 
When assembled, you have a TWO BAND set, covering 
the standard broadcast band (550-1650 KC) and 
SHORT-WAVE BAND (3-13 MC) which includes ama­
teur and Marine radio-telephone frequencies: 
No. 7001-CR--Complete with PM speaker, less tubes List Price _____ , _________________________________ $22.00 

Plus Federal Excise Tax 
Uses 1 each 35W4, 50C5, and 12AU6 tubes. 

MODEL CC-! CONVERTER KIT 
This kit allows the advanw 
tages of double-conversion, ~.' ... ;' .......... ,' .- .- .- .-
superhet reception without . . . . 
expensive duplication of cir-
cuitry, Simple cable connec- ..... 

iio:er:;~~rp ~t~e~~~n~~~ ~ !! 0 
automobile broadcast receiv­
er allows tuning the Citizens 
Band and 10 Meter Band on car radio. Features: 
• Three simple connections put Converter in full oper­
ation .• Interchangeable, plug-in crystal allows use as 
10 meter Amateur Converter, covering 28.5 to 29.5 meg­
acycles over full broadcast tuning ranr,e of 550 to 1600 
kilocycles. • Instructions for powering from broadcast 
receiver, where practical, when used without transmitter. 
Used in autos with 12 volt systems. Instructions given 
for 6-volt systems, powered from receiver. 
Philmore Model CC-l Converter. complete with Cabinet, 
Crystal for Citizens' Band reception, Handle Bracket, 
all cables and plugs _____________________________ $17.95 
CC-1W Factory Wired __________________________ $24.95 
Philmore Part CC-IOOO, ~316 Kc Crystal for 10-meter 
Amateur Band ___________________________________ $2.95 

MODEL CT-! TRANSM.lTTER KIT 
Value-packed, professional 

, ""';;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;;:. transmitter loaded with 
fea tures not found in any 
Citizens Band unit 5 times 
the price! Full 5 watt Plate 
input power at maximum 
FCC legal limit. Six 
switchwselected, crys­
tal con trolled channels for 

maximum flexibility of communications. Provided with 
high quality, pushwto-talk ceramic microphone and 
panel hang-up bracket. Designed for use with our 
Model CPM-l Power supply for 12 volt mobile operation 
or our Model CPA-l Power supply for 110 Volt A.C. oper­
ation. Panel switch turns entire system on or off, Pro­
vided with one crystal for alignment and check. (Crystal 
is for Channel 12 operation). Crysta.ls for additional 
channels can be obtained at local distributor. Tube com­
plement includes: 6CX8 OSCillator and RF Power Ampli­
fier. 12AX7 Mi.crophone pre-amp and driver. 6AQ5-A 
Modulator tube. 
Philmore Model CT-l Transmitter, complete with Cabw 
inet, Handle Bracket, Microphone, Meter, Crystal for Channel 12 ______________________________________ $47.50 
CT-1W Factory Wired __________________________ $62.95 

MOBILE AND AC POWER SUPPLY KITS 
General Purpose Transistor Powered a 
Mobile Power Supply. Companion 
unit to our CT-1 Transmitter and .=:. 
CCwl Converter, can be used in any a 

~~~~t ~~gl~~~~o~b~ If~h~~-~~~~ :::;;';::=:;;':-
relay, transistors, and silicon diodes, =:-.: .. ~!:.~., 
Provides centralized power source 
for Citizens' Band and Amateur 
equipment, and also ac~s as anten-
na-change-over box. Delivers 300 Volts DC @ 100 Ma, 
choke-filtered. Semi-Conductor Comp!ement: 2-2N234A 
Power Transistors or Equivalent; 4-2E4 Silicon Power 
Diodes or equivalent. Size only 4" wide, 5" high, 5" 
deep. Shtpping Weight 7 Ibs. 
Philmore Model CPM-I, Complete Kit Resale Price $26.75 
CPM-IW Factory Wired _______________________ $40.95 
General Purpose A.C. Power Supply. Companion unit to 
CT-l Transmitter and CC-1 Converter, can also power 
many types of Amateur and Experimenter equipment, 
using up to 30 watts plate power. Provides central1zed 
power ·source for Citizens' Band and .Amateur Gear, also 
acts as antenna changeover box. Semi-conductor com­
plement: 5-2E4 Silicon Power Diodes or equivalent. Size 
only 4" wide, 5" high, 5" deep. Shipping· Weight 7 Ibs. 
Philmore Model CPA-I Complete kit including cable, 
line cord, relay, and silicon diodes _______________ $21.75 
CPA-1W Factory Wired _________________________ $30.45 

Richmond Hill, N. Y. 
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ELE[TROnl[ 
[OmmUnl[ATIOnS 
FOR HomE 
InDUSTRY 
AnD SPORTI 
WORLD'S FIRST LONG-RANGE PORTABLE SELF­
POWERED, 2-WAY CB RADIO WITH AM RECEIVER 

UOEAUDE EommAIRE PT ·27 
AM broadcast band . . . 4 fixed channels and tunable 
receiver . . . self·powered . . . portable 
WEATHER! NEWS! COMMUNICATIONS! IDEAL FOR ALL SPORTSMEN! 

100% modulation 
18 transistors (and 5 diodes) for matchless performance 
double conversion, super heterodyne receiver ' 
temperature-compensated circuits 
exceptional sensitivity-OJ microvolt (variable) 
outstanding selectivity-40 db down at ± lOKC 
equal range of 5-watt high quality CB units 
lightweight-only 11112 Ibs. with batteries 
compact-9" x 4" x 11" 
superior Silent-Aire Squelch 
Built-in charger 
10 controls for maximum flexibility 
rio in5tallation required 
leather carrying strap 

erfect for hunting, fishing, camping . .. can be used for 
business, industry, farming . .. a variety of applications. 
$250.00 each, list 

SECTION 1900 

NEW MULTI-CHANNEL CONVENIENCE • Selective & Sensitive Receiver 

IN CITIZENS BAND RADIO COMMUNICATION 
• Patented Silent-A ire Squelch 
• Single Crystal Receiver 
• Transistorized Power Supply and 

Unmatched Audio Circuitry 

UOEALIDE EOmmAIRE 
4·CHANNEL model EO-27M (27 MC.) 
$189.50 each, list 

• Convenience of conference-phone 
flexibility plus unrform performance 
throughout the entire 22-channel 
citizens band 

• Ideal for business, industry, 
boating and sports 

IDEAL FOR HOME, OFFICE, PLANT 

UOEATROD C&-60 WIRELESS INTERCOM 

• No wires needed-just plug in and talk 
• Patented new squelch circuit-

eliminates squawk 
• Compact-3" x 8" x 6" 

$109.00 pair 
$54.50 each 

~ 

• Draws less current than a light bulb 
• Distinctive and functional appearance 

4 SAFE OUTLETS IN ONE! 

PERmA·PLUG 
69c Brown 
79c Ivory 

• Ends messy wiring 
• Won't pull out when you pull out plugs 
• U.L. Approved 
• Proven seller-attractive display 

units provided 

VOCALINE COMPANY OF -AMERICA, INC. COMPLETE LINE OF ACCESSORIES, 
ANTENNAS AVAILABLE. Old Saybrook, Conn. 
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SECTION 2100 

PRODUCTS • MINNEAPOLIS, MINNESOTA 

PLUGS 

PJ-5 PJ-l PJ-3 PJ-6 07200 PJ-327 

PJ-5 Equivalent, PJ-055, WE-47, fits 14" phone jacks. Black 
plastic shell. Screw terminals. Two conductor. 

Net $.78 

PJ-l Equivalent WE-241, heavy duty die cast frame. Black 
phenolic shell. Self aligning plug prongs on %" 
center for use with all standard jack panels. Two tip 
conductors, plus sleeve connection common to both 
sleeves. Net $2.55 

PJ-3 Equivalent PJ-051, WE-310. Designed for use with ~" 
tip, ring and sleeve jacks. Molded insulation, red 
plastic shell. Three conductor. Net $2.40 

PJ-6 ~quivalent WE-213. Designed for applications requir. 
mg two separate 3 conductor circuits. Popularly used 
with operator's intercom/monitor headsets. Black 
shell notched for polarity identification. Self aliun. 
ing plug prongs on 1l/I6" centers. Net $9~78 

07200 Equivale'!t WE-3.ISB. Four prong, self aligning plug. 
Molded msulatlOn. Brass shell notched for polarity 
i~ nick~l p~ated an~ connected to plug stems to pro. 
VIde shIeldmg for tIP conductors. For use with four 
PJ·3I8 double jacks mounted on %" centers. Five 
conductors. Net $14.70 

PJ-327 :rhe PJ·327 Twin Plug provides two electrically 
mdependent, 2 conductor plugs in a black phenolic 
sh~ll . which is notched to indicate polarity. Self 
ahgnmg plug sleeves are on S/8~ centers. Designed 
and constmcted in accordance with National Mili­
tary Establishment Specification MIL-P-642A and 
interchangeable with WE-327. 

PJ-S 

PJ-3 

© U.c.P., Inc. 

* PJ-327 

Net $2.55 

PJ-I 

PJ-6 

Net 

A Division of Magnetic Controls Company 

PATCH CORDS 

Cord Cord Replace-
With Net With Net ment Net PJ-l PJ-5 Cords 

Length Plugs Price Plugs Price Only Price 

6-inch PJ-IOV2 $6.38 PJ-SOV2 $3.48 PJ-20V2 $1.11 

I-foot PJ-11 6.60 

2-feet PJ-12 6.75 

3-feet PJ-13 6.90 

4-feet PJ-14 7.13 

5-feet PJ-15 7.28 

6-feet PJ-16 7.58 

10-feet PJ-IO 8.10 

ADC patch cords have 
become standards in 
the communications in· 
dustry. Unmatched in 
quality, these shielded 
cords are made of 
tinned copper conduc· 

PJ-51 

PJ-52 

PJ-53 

PJ-54 

PJ-55 

PJ-56 

PJ-50 

Length 

2-feet 

4-feet 

6-feet 

3.63 PJ-21 1.50 

3.84 PJ-22 1.65 

4.11 PJ-23 1.74 

4.44 PJ-24 1.80 

4.77 PJ-25 I.B9 

5.25 PJ-26 2.49 

5.82 PJ-20 3.15 

Cord Replace-
With Net ment Net PJ-3 Cords 
Plugs Price Only Price 

PJ-82 $8.70 PJ-62 $2.10 

PJ-84 9.30 PJ-64 , 2.40 

PJ-86 9.90 PJ-66 2.82 

tor wire with a heavy braided cover reinforced at each 
end. These cords, as well as cord assemblies with PJ·l 
double plugs, PJ·S or PJ·S single plugs and standard black 
patch cords with shields grounded both ends, are con· 
sidered standard. Unshielded cords or assemblies with 
shields grounded one end only available on special order. 
Gray, red, other color cords available on special order. 

LAMP SOCKETS 
This new type lamp 
socket has the unique 
feature of an adjustable 
mounting tab which al· 
lows it to be used as are· 
placement for any standard 
lamp socket with a %" di· 
ameter sleeve on panel" 
from Vs" to 7/8" thid<- De­
signed to accommodate 
standard switchboard lamps 
such as WE #2 or equiva· 
lents supplied by General Electric or Sylvania. The PJ·lS0 
lamp socket is interchangeable with WE Nos. 49 and 50. 

LAMP CAPS 
This series of 13/32" di· 

ameter lamp caps are made 

Net $1.05 

for use with ADC PJ·lS0 Lamp Sockets and are inter. 
changeable with standard lamp caps such as Stromberg· 
Carlson #31 and WE #2. 

Color Glass Surface 
PJ-151 White Glossy 
PJ-152 Red Frosted 
PJ-153 Gre!':! Frosted 

Net $.21 
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SECTION 2100 

JACKS. • • • 
TELEPHONE TYP'E 

ADC is recognized as a leading supplier of long frame, 
telephone type jacks. As evidence of their outstanding 
quality, ADC jacks are used by the country's foremost 
manufacturers of communication equipment. The unique, 
ADC one piece frame is strong, dimensionally stable and 
readily interchangeable both mechanically and elec­
trically with commonly used jacks. Plating withstands 
50-hour salt spray tests. Coin silver contacts are welded 
to nickel silver springs. Lugs are hot tin dipped. Insula­
tion is high grade phenolic. 

Schematic W.E. Frame Net 
Diagram Jacks Equiv. Style Price 

~ PJ-ll5 215-A A $ .90 

~ PJ-116 216-A A .90 

~ PJ-ll7 217-A A .90 

[l==:f' PJ-123 223-A A .60 

~ PJ-125 225-A A 1.02 

~ PJ-202 None C 1.02 

~ PJ-203 303-A A .78 

~ PJ-204 None A 1.02 

~ PJ-205 240-A A 1.32 

~ PJ-206 242-A A 1.32 

~ PJ-207 285-A A 1.50 

~ PJ-208 284-A A 1.50 

d PJ-209 4l1-A A 1.02 

~ PJ-226 226-A A 1.02 

[L~ PJ-237 237-A A .87 

~ PJ-238 238-A A .66 

~ PJ-240 240-C C 1.23 

~ PJ-241 241-A A 1.02 

~ PJ-242 242-C C 1.23 

~ PJ-318 218-A A .66 

~ PJ-336 236-C C 1.14 

• MINNEAPOLIS, MINNESOTA 

A Division of Magnetic Controls Company 

MILITARY JACKS 
Designed to meet the rugged, exacting requirements of 
military applications. These ADC jacks are made in ac­
cordance with Mil-J-641B specifications. Highest quality 
materials and closely held tolerances on dimensions con­
form with military specifications. 

Schematic Net Schematic Net 
Diagram Mil Jacks Price Diagram Mil Jacks Price 

~ JJ-015 1.17 ~ JJ-073 1.50 

~ JJ-016 .90 ~ JJ-074 1.17 

~ JJ-017 1.17 ~ JJ-075 1.50 

~ JJ-0l9 1.41 ~ JJ-077 1.71 

~ JJ-022 .75 ~ " JJ-078 1.71 

~ JJ-024 .75 ~ JJ-084 1.05 

~ JJ-035 1.17 ~ JJ-085 1.05 

~ JJ-042 1.02 [l==:f' JJ-086 .66 

~ JJ-072 1.05 ~ JJ-087 1.17 

2 Conductor Jack 

it t-"" ... 
r= :n -1<1' 

'--1= '-A 

I~;i -1 

" • !I)1l! 

---.l 

fl 
THRE-,OtO SLI:('v'E AVAILASLE: 
ON SPECIAL ORDER. 

3 Conductor Jack 

c 

TERMINAL BLOCKS 

No. No. Net 
Type Rows Terminals Price 

PJ.l0l 1 20 $3.45 
PJ·l02 2 40 4.65 
PJ.l03 3 60 5.85 
PJ.l04 4 80 7.05 
PJ·l05 5 100 8.25 
PJ·l06 6 120 9.45 

~ PJ-338 438-C 

~ PJ-339 239-A 

PJ-418 218-C 

C 

A 

C 

1.23 

.92 

. 69 

Molded of durable black phenolic plastic material. Ter­
minals are .040" plated brass. Rows of terminals are 
graduated in length" for ease of wiring, and are identified 
by numbering along the top row. Base 3." x 6-1/16" . 

~ 
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SECTION 2100 

JACK PANELS . . . 
ADC offers the most complete assortment of jack 
panels available today. ADC panels are used in 
television and broadcasting stations, recording stu­
dios, industrial paging systems, and communica­
tion equipment of all kinds where there is a need 
to efficiently switch and distribute audio signals. 
Molded of solid phenolic, reinforced with steel to 
provide maximum rigidity and strength. Jacks are 
spaced to permit use of any standard double plug 
with fs" spacing. Mounting brackets and designa­
tion strips furnished with each panel. All panels 
designed to fit standard 19" relay rack. Consult 
ADC for your standard and special jack panel 
requirements. 

HOtE PLUG 
Molded of black polyethylene 
plastic. Fits all ADC standard 
jack panels. Made to plug 
unused jack mounting holes 
in jack panels. 
PJ-29 Net $.15 

1-450 DIA -.020(3) 

r;::= I 9 18 ~ -----::----------+1 

II I 

PJ-31 
PJ-341 
PJ-391 

Panel less 
Jacks 

PJ-30 

PJ-31 

PJ-33 

PJ-35 

PJ-36 

PJ-31 

--------, 
.2 11c1 @ ________ ~ o + 8 2 8 --------l 

+ ~ @ _____ ------1 

(48)A55,CT'SK TO.5307DIA I.-TYP JACK 3~~ 

18 i ----------1 i51~l 
~-----17 i 81 

H--+--+-' ,~ 'itl-,,~3 --j 1 ________ .J 

=-+-:-+-=-+-::-+-::-1-' '-,.£----L--,c;:::=l/8 R (4) ~ 9 J 
(24).455,CT'SK TO .537DIA TYP JACK 316 

© U.c.P., Inc. Net 

• MINNEAPOLIS, MINNESOTA 

A Division of Magnetic Controls Company 

PJ-33 
PJ-343 
PJ-393 

Net 
Price 

$12.90 

9.45 

8.52 

15.60 

8.70 

PJ-30 
PJ-340 
PJ-390 

Panel with 
PJ-318 Jacks 

PJ-340 

PJ-341 

PJ"343 

PJ-350 

PJ-360 

PJ-35 
PJ-350 
PJ-395 

Net 
Price 

$49.50 

42.75 

25.14 

52.50 

27.90 

PJ-36 
PJ-360 
PJ-396 

Panel with 
PJ-339 Jacks 

PJ-390 

PJ-391 

PJ-393 

PJ-395 

PJ-396 

Net 
Price 

$64.80 

57.30 

32.40 

67.50 

35.10 

PJ-30 
Double panel. Holds 52 jacks-requires 1%" panel 
space. Double designation strip. Brackets for flush rack 
mounting. All jack mounting holes on fs" centers. 

PJ-35 
Double panel. Same as PJ-30 except with stand off 
brackets to hold panel 7" in front of mounting rack. 

PJ-31 
Double panel. Holds 48 jacks. Holes spaced to prevent 
patching adjacent circuits. Requires 2W' panel space. 

PJ-33 
Single panel. Holds 24 jacks. Holes spaced to prevent 
patching adjacent circuits. Requires 1%" panel space. 

PJ-36 
Single panel. Holds 26 jacks-requires 1%" panel space. 
Brackets for flush rack mounting. All jack mounting 
holes on fs" centers. 

Panels with mil jacks and other telephone type jacks 
also available. 
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CANNON 
@PLUGS 

MS PLUG SERIES 
MS ACCESSORIES 

OUST CAPS· ------
MS2s003-1 

MS25043-10 

MS25043-12 

M$25CM3-1. 

MstS048-1' 

MS2!1043-2O 

MS25043-22 

MS25043-M 

MS250c3-2I 

MS25013-32 

MS25043-36 

AN30S7A CABLE CLAMPS 
WITH BUSHING . 
Description Siz. 
AN3051..aA IS·10S 

AN JUNCTION SHELL­
STRAIGHT 
Description 
CA2120-1 
CA2120-2 
CA212O-21 
CA212C!-3 
CA212Q-4 
CA2120-5 

CAI1», 
CA2120010 
CA2120-11 
CAlt.,! 
CA2120-13 
CAlt ••• 
CA2120-15 

D.scription 
AN3057-12A 

AN30S7-4A tOSL. 12, 12S AN305l-lIA 
AN3057..f1A 14-145 AN3051 .. 2QA 
AN305?"'. 11--165 AN3057-24A 

AN3051-10A I. 

Siz. 
IS 

lOS 
tOSL 

14-'.5 
18-'IS 
II 
20 
22 

•• 
21 
32 

Size 
20-22 
24-28 

32 
31 

SECTION 2100 

CANNON ELECTRIC COMPANY 

The MS line of Cannon Plugs is designed to meet Military Specification MIL-C­
SOlS .•. the military specification covering electrical connectors. Until recently this 
line was designated as the "AN" line. The complete MS plug consists of two 
mating units ... a plug assembly and receptacle assembly. 

MS plugs were designed originally for aircraft but are now used widely in other 
fields. These plugs, although designed and approved under military specifica­
tion for use by the armed forces, are ideal for commercial and industrial applica­
tions where the same quality and dependability are desired. Industry in general 
has appreciated the relatively low costs, uniform quality and interchangeability 
as prescribed in the MIL Spec . 

MS plugs are available with from 1 to 100 contacts in 15 different shell diameters 
ranging from .2S0 to 2.SS0 inches. Each plug meets or surpasses the latest 
Specification MlL-C-S01S. Each insert arrangement is availaille with pin or socket 
contacts, and will mate with the MS type having the same size and layout. 

Shells are high grade aluminum alloy, lightweight and non-magnetic. All metal 
parts other than contacts are cadmium plated with a chromate conversion finish 
in dull olive drab. 

Contacts are made of the best conductive material commensurate with strength. 

-NOTE: For dust caps with chain, add lett,r C Immediately following I .. t number. 
MS25043-20 would 'hen b, MS25()43..2OC. 

Socket contacts are full-floating, have a closed entry construction to avoid dis­
tortion, and have beryllium copper springs with excellent fatigue properties. 

MS3100A CA3101B 

WALL RECEPTACLE CABLE PLUG 

MS3106A MS3106B 

STRAIGHT PLUGS 

DUMMY 
RECEPTACLE 

MS3102A 

BOX RECEPTACLE 

DUST 
CAP 

ACCESSORIES 

DUST 
CAP 

NOMENCLATURE EXPLANATION 

To permit easy, accurate ordering of the thousands of combinations 
of MS Cannon Plugs, the Milit"ry Specification spells out a func­
tional numbering system. To illustrate this system, a typical plug 
MS3106A16-10P is explained: 

MS 3106 A 16 - 10 P 

~ 
INSERT STYLE: P for Pin Contacts and S for Socket Contacts 

INSERT ARRANGEMENTS: 1, 2, 3, 4 and up. These code numbers 
refer to a specific contact arrangement. (Refer to pages 4 and 5 for 
insert arrangements.) 

SHELL SIZE BASED ON COUPLING THREAD DIAMETER: 8S, 
10SL, 12S. 12. 14S, 14, 16S, 16, 18. 20. 22, 24, 28, 32, and 36 

CLASSES: A-solid. B-split 

SHELL TYPE: 3100 Wall Receptacle 
3101 Cable Plug 
3102 Box Receptacle 
3106 Straight Plug 
3108 Angle Plug 

MS indicates that the Military Specification number has been as­
signed. 

MS3108B 

ANGLE 90° PLUG 

JUNCTION 
SHELL 

SEE YO U R AUT H ORIZED CAN NON PLU G 0 I STRI BUTO R FOR COM PLETE I N FORM A TI ON 
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SECTION 2100 

CANNON ELECTRIC COMPANY 
CANNON 

@.PLUGS 

MS-E (formerly called AN-E) and the new MS-R plugs 'are designed 
to operate in extreme environmenta'i conditions ... such as moisture 
condensation, corona formations, flashover, and vibratioh. This 
environmental sealing is accomplished with a resilient grommet at 
the rear of the insulator which has internal restrictions In a wire 
cavity acting like "0" rings around the wire, Insulators are made 
of resilient material to prevent damage from vibration, Resilient 
insulators and grommets provide a plug completely sealed from 
cable to cable, through the mated plugs. 

MS-E Cannon Plugs are available In two types: Series ME with 
external cable clamp, and Series CT with shortened end bells and 

MS·E AND MS·R PLUG SERIES 

Internal clamping action. 
The MS-R Cannon Plugs are identical to the MS-E Series CT. The 

only difference is the addition of an "0" ring seal about the 3106 
and 3108 plug barrels which supplements the interfacial seal, 

The shells, endbells, and coupling nuts are of aluminum alloy, 
They are cadmium plated and converted by chromate treatment to 
an olive drab finish as required by MIL-C-5015. Insulators and 
grommets are of a lightweight resilient polychloroprene. 

The pin and closed entry socket cbntacts are machined from 
copper alloys of high conductivity; and are sliver plated. 

MS3100E (Series ME) MS3100R and 
MS3100E (Series CT) 

MS3102R and 
MS3102E (Serle. CT) 

MS3101E (Serle. ME) MS3101R and 
MS3101E (Series CT) 

WALL RECEPTACLES BOX RECEPTACLE CABLE PLUGS 

MS3106E (Series ME) 

Insort Total Meeh'l. Service 
Number Conta... Spaoing Rating 

8$-1 1 1/16 A 
10SL-3 3 1/16 A 

·'0Sl-4 2 1/16 A 
125-3 2 1/16 A 

-'4$-2 • INST. 
14$-5 • INST. 
'4$-& 6 INST. 
145-1 3 1/16 A 

·'45-9 2 1/16 A 
18$-' 7 1/16 A 
,'$-4 2 1/. 0 
,.S-8 • 1/16 A 

16-9 • 1/16 A 

''''0 3 1/16 A 

, ... , 10 
1/16 A 

tNST. , .... • 1/8 0 

MS3106E (Series CTl 
without 010" ring 

STRAIGHT PLUGS 

Contact Size 
-#0 #4 #8 #12 '16 #20 

Insert 
Number 

I , .... 
3 , .... 
2 1~1t 

2 ·'8-12 

• ·'8-1' 
S 20-. 
0 
3 

20-7 

2 20-1. 
7 20-1& 
2 &20-1. 

• 
2 2 

20-27 

3 20-29 

• 22814 
8 

• 22-23 

MS3106R 
with "0" ring 

Total Meth'I.Servlo. 
Contacts Spaoing Rating 

1/16 A 
INST. 

1/18 A 
8 ' 1/18 A 

10 1/18 A 
1/. 0 
1/. 0 
1/16 A 
1/16 A 
1/10 A 

'110 A 

,. 1/18 A 
INST. 

17 1/16 A 
19 1/16 A 

1/. 0 
11'6 A 

-tnactive for new military deSign but available for replacement or non.mllltary purposes. 

NOMENCLATURE EXPLANATION 

MS 3106 E 20-27 S (Series ME) 
MS 3106 E 20-27 S (Series eT) 

MS 3106 R 20-27 S 

Contact Size 

MS3108E (Series CT) 
without "0" ring 

ANGLE goo 

Insert Total 
#0 #4 #8 #12 #16 #20 Numb., Contact8 

ttt485 10 
24820 11 
24·28 2. 
28811 22 

8 2 2""2 26 
'28-15 35 

211-17 I. 

28-21 37· 

32-7 3. 

• 
17 

-3288 30 

19 32·13 23 

32-17 

38·10 .. 

MS3108R 
with "0" ring 

RECEPTACLES 

Mech'l. Service Contact 51 .. 
S .... lng Rating #0 '4 #8 #12 #16 #20 

1/16 A 18 
1/. 0 • 
1/16 INST. 2. 
1/18 A • ,. 
1/16 A 26 
1/1. A 35 

1/' B 
1/8 D 3 
1/1. A 11 

1/1. A 37 
1/10 A 7 2. 

INST. • 
1/16 A • 24 

1/8 0 • 11 
1/. 0 
111. A .. 

r T =-.""'~ I - INSERT STYLE: P ,for Pin Contacts and S for Socket Contacts 

INSERT ARRANGEMENTS: I, 2, 3, 4 and up. These code numbers refer to a specific contact arrangement. 

SHELL SIZE BASED ON COUPLING THREAD DIAMETER: 8S, 10SL, 12S, 12, 14S, 14, 16S, 16, 18,20,22,24, 
28, 32, and 36 

1-__________ CLASSES: E-Environmental Resisting 

l-____________ SHELL TYPE: 3100-Wall Receptacle 

3101-Cable Plug 

R-Environmental Resisting (Ughtweighl) 

3102-Bo. Receptacle 
3103-Pottlng Receptacle (AERl 

3106-Stralght Plug 
3108-Angle Plug 

1-______________ MS indicates that the Military Specification number has been aSSigned. 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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SECTION 2100 

CANNON 
@.PLUGS CAN NON ELECT RIC COM PAN Y 

* MORPHO PLUG SERIES MH 

MORPHO Is the trade name of the new Cannon Plug Series MH. MORPHO 
represents a new concept In the art of plug design and application. A single 
style hermaphrodite contact is used for both plug and receptacle. The contacts 
are crimp-type to eliminate soldering. After crimping, the contacts are snapped 
into the Inslliator. 

Hermaphrodite features are also embodied in the Insulators. A single insulator 
is used for either the plug or the receptacle. Each insulator Will accommodate up 
to 12 contacts. Insulators are designed in modular form so that they may be 
arranged to provide numer~us alternate positions. . 

Low engagement and disengagement forces of MORPHO will be of special 
Interest to users requiring high Clensity layouts. . 

Here are some maror features of the MORPHO plug: 

CONTACTS 
MORPHO plugs use a single style of snap-In removable crimp contact. There 

Is no pin and socket contact of the conventional type. Instead, one contact is 
used for both the plug and receptacle. Contacts are designed for crimping wire 
sizes #20 through #27. 

Contact material is a fine grain alloy of phosphor bronze. Standard contact 
plating is Speculum. 

INSULATORS 
Only one insulator is required for either the plug or receptacle. By reversing 

one or two identical insulators, they will mate. This is because of the hermaph­
rodite design of the insulator. 

Each insulator module will accommodate up to 12 contacts. Contacts are 
completely protected within the insulator when installed. 

Insulator and shell material is cellulose acetate, series XFB .. Cellulose acetate 
has excellent characteristics in the areas of Impact strength, tensile strength, 
and deformation under load. In addition, it Is classed as self-extinguishing by 
Underwriters' Laboratories. 

NOMENCLATURE EXPLANATION 

MH4P·48 r 1 .,mo.", ~" .. '" 
Shell type: P for plug 

R for receptacle 

. Number of insulator mOdule~ 

I..----MH "MORPHO" Series 

MHIR·12 MHlp.]2 

MH2R·24 

MH3R·36 MH3P·36 

MH4R-48 MH4P-48 

Insulator modules 
showing contact 

arrangement 

-=~~ 
MORPHO multiple·leaf contact 

-TRADE NAME J>F CANNON ELECTR.e COMPANY PATENTS PENDING 

CANNON/TUCHEL PLUGS 

The "CAT" series of Cannon Plugs Introduces a radical departure 
from traditional contact design. Self-cleaning miniature contacts 

, provide reliable contact action in even the smallest spaces. Exten­
sively used in aircraft, portable instrumentation and other miniature 

. electronic equipment, they offer the smallest construction design 
consistent with highest electrical performance. 

KQ/KR PLUG SERIES 

Cannon Plug KQ/KR is a new miniature designed to the more severe 
requirements of today's-and tomorrow's-missile and aircraft. Also 
adaptable to general-duty applications, these new Cannon Plugs 
fill industry's need for an all-purpose miniature plug. 

Special features of the KQ/KR series are: a single receptacle 
which will accept either of two quick coupling devices-a push-pull 
or a bayonet-lock mating plug. 

High Altitude Performance 

Crimp Type Ring-Loc Contacts 

Monobloc Insert-Grommet Assembly 

PLUG 

RECEPTACLE 

KRO 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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SECTION 2100 

CANNON ELECTRIC COMPANY 
CANNON 

@.PLUGS 

STANDARD K AND RK PLUG SERIES 

The Standard K Series of Cannon Plugs was the first complete plug 
series designed (In the late 30's) as airborne equipment. They are 
lightweight, rugged and durable, and are used extensively In many 
fields outside of the aviation industry. 

and coupling means are employed, prohibiting Interconnection of 
the two types. 

Shell parts are aluminum alloy with standard cadmium finish, 
Contacts are brass, silver-plated, and are machined from brass rod, 
with tinned solder pots. The principal difference between MS and K types Is found In the 

coupling thread ••• the K line uses acme thread and the MS line uses 
unified screw threads. 

K and RK plugs are available in 7·baslc shell types having 8 Insert 
sizes, totalling more than 220 arrangements with a variety of amper. 
age and voltage capacities. They are available with from 1 to 110 
contacts In eight size diameters ranging In size from 5/8 to 2·1/4 
Inches. 

While K and RK are related fittings, their differences prevent mating 
of a K type with the RK type. Essentially the RK is a reverse coupling 
version of a standard K. Because of this, different Insert housings 

K-31S 

K·23 K·23C RK-24 RK-24C 

ANGLE 80" PLUGS 

K·32SL RK·31SL K·21C K-22C 

WALL RECEPTACLES . STRAIGHT PLUGS 

NOMENCLATURE EXPLANATION 

With literally thousands of different combinations available in the 
Standard K Series, a functional nomenclature system was designed 
to allow fast, accurate identification and ordering ease. To Illustrate 
this system, some typical plugs are explained, 

S K-M2-Zt 
S K-C7-24 

R S K-G5-31 

-5/8 B&AN 
C -5/8 
SL 

~ 
THREAD SIZE STANDARD: AN for Army-Navy, AC for AlrCarpe. 
Bfor Navy 

CONDUIT ENTRY SIZE: 1/ff', 3/16", 1/4", 3/8", 1/2", 518", 3/4", '", 
1-114",1-1/2",1-314",2",2-1/2" 

NO LETTER INDICATES THREADED CONDUIT ENTRY. C for 
Integral Cable Clamp, S for Wall Mounting-Smail Flange, SL for 
Wall Mounting-Large Flange 

SHELL STYLE: Plugs 21, 22, 23: Receptacles 3t, 32; Reverse Cou­
pling RK plugs 22, 24 
Note: Odd numbers Indicate socket contacta and even number. 
Indicate pin contact., 

INSERT ARRANGEMENTS: See pa"e. 10 and 11. 

K SERIES 

SHELL SIZE BASED ON INSERT DIAMETER: W-5/f', G-7/f'. 
S-l", N-l-l/4", F·l·l/2", 1-1-3/4', L-2", A·2-1/4" 

REVERSE COUPLING 

RK·22C 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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Me SUBMINIATURE PLUG SERIES 

MC Subminiature Cannon Plugs are small, cylindrical, se,aled plugs 
of exceptional sturdy construction. These plugs have been designed 
to withstand moderately severe handling and environmental con­
ditions, and incorporate a shell which has maximum strength within 
Its volume limits. Sealing is accomplished by interfacial compression 
of the resilient insert, the latter affording a high degree of vibration 
resistance at the same time. The strong coupling nuts utilize a 
rugged special Acme thread to permit fast, simple engagement and 
disengagement. 

NOMENCLATURE EXPLANATION 

MC-13E-l0-6P N 

~~
'L BARREL POSITION 

TYPE OF CONTACTS: P for Pin Con­
tacts and S for Socket Contacts 

NUMBER OF CONTACTS 

INSERT SIZE 

. E for Resilient Insert 

'------ SHELL TYPE 

'-------- PLUG SERIES 

FOR AVAILABILITY OF ANY MC ASSEMBLY, SEE 
YOUR AUTHORIZED CANNON DISTRIBUTOR 

K MINIATURE PLUG SERIES 

The K Miniature Series of Cannon Plugs was designed for applica­
tions requiring smaller plug types in cylindrical deSigns with metal 
shells. They incorporate design features to provide high perform­
ance and maximum flexibility. Rigid standardization has been 
incorporated in this series, allowing Interchangeability from the 
standpoint of usage. 

Shells for plugs, receptacles, and end bells are high tensile alu­
minum alloy, cadmium plate finish with chromate conversion. Insert 
material is Zytel, except ,high current types which are melamine. 
K08 (90' and K45 (45°) end bells have removable caps for inspection 
<md potting. 

NOMENCLATURE EXPLANATION 
K 00 19L 20 P N 
K 10 -19 - 20 S N 1 T T '-- ~::::;::~;::",' •. "" '"" tacts and S for Socket Contacts 

NUMBER OF CONTACTS 

SHELL SIZE 

SHELL STYLE 

'--------- PLUG SERIES 

fOR AVAILABILITY OF ANY K MINIATURE ASSEMBLY, SEE 

YOUR AUTHORIZED CANNON DISTRIBUTOR 

MC-I1E MC-12E 
STRAIGHT PLUGS 

MC-14E 
STRAIGHT RECEPTACLE 

MC-23E 
ANGLE 90· PLUG 

(j, • • .. 
8-3 

3 CONTACTS 

0'·'· '. .. , . 
10-6 

6 CONTACTS 

KOO K02 
BOX RECEPTACLES 

K03 KOI 
FLANGELESS 
RECEPTACLE 

BARREL ASSEMBLY 
AND COUPLING NUT 

K06 
JUNCTION 

SHELL 

K08 
90' JUNCTION 

SHELL 

SIZE 16 
3 High Volt. 

SIZE 16 
10 Contacts 

SIZE 19 
20 Contacts 

Contacts 

K45 
45' JUNCTION 

SHELL 

SIZE 21 
30 Contacts 

SEE YOUR AUTHORI.ZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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JUNCTION SHELLS 
goo JUNCTION SHELL 

DE-5C1P DA-A7C2P DB-13C3P 

DE-9P DA-llC1P 

~@@@] DB-17C2P 

DA-3C3P DA-Al1C1P 

\I@I~~I'~I@IJ . _".'i' " @ •••••••• @ 
851 IOJII!I)I"!!! 

DA-7C2P DA-15P DB-A17C2P 

DB-21C1P 

DB-B21C1P 

I 2 1 .. , , 1 8 • 10 II 12 1 ...... ' ...... . 
~ t : I' t I It" J ~ ' .. I 

DB-25P 

.i~ •• i.'i~~~~~::~I: 
•••••••••••••••••• ~212Z2324~~V"9~3Il2"~~H» 

. DC-37P 

DD-38C2P 

DO-SOP 

FLANGELESS 
TYPE 00 

ROUND FLANGE SQUARE FL.ANGE HEX FLANGE 
TYPE 25 TYPE 11 TYPE 30 

NOMENCLATURE EXPLANATION 

GS02 - 10SL - 3P - 001 

I~ 
CONTACT TERMINAL DESIGN 
-**1-Eyelet Type; -**2-Solder Pot Type 

MOUNTING FLANGE DESIGN 

CONTACT LAYOUT 

SHELL SIZE 

PLUG SERIES 

GOLDEN-DID SUBMINIATURE 

D Subminiature plugs are small, lightweight, rectangular plugs in 
5 sizes, with 9, 15, 25, 37, or 50 gold-plated contacts. These compact 
plugs feature steel or brass shells with gold chromate over cadmium 
finish, and Zytel or Diall insulators. They will withstand a test voltage 
(60 cps ac rms) of 1300 volts for one minute with no evidence of 
breakdown. D Subminiatures are available with contact terminations 
for coaxial cables and taper pins. Solderless, crimp-type, snap-in 
contacts are supplied in addition to standard solder cup styles. 

The GOLDEN-O is an addition to the 0 Subminiature line. It 
supplements the standard "0" and is designed for more critical 
applications. The GOLOEN-O is dimensionally and physically inter­
changeable with the standard 0 with the exception of the solder pot 
and rear insulator extensions, which are slightly longer. The added 
length provides betler contact stability and increased insulator 
strength. All-new monobloc insulators are incorporated in the 
GOLOEN-O for increased .strength in miniature size. Insert material 
is forest green glass-filled Oiall. Miniature socket contacts are 
Closed-entry, providing protection against damage by oversized test 
probes. Pins and sockets are gold plated for high reliability. Coaxial 
contacts, except grounded coax, are designed to permit them to be 
snapped-in to the insulator after they have been secured to the 
cables. Contacts are also removable. Shell finish on the new 
GOLOEN-O is golden iridite over cadmium plate. Four GOLOEN-O 
types are available: 

GOLDEN-D with closed-entry contacts 
GOLDEN-D with snap-In ungrounded coaxial contacts 
GOLDEN-D with grounded coaxial contacts 
GOLDEN-D with high voltage contacts 

Coaxial contacts are available for both the Standard 0 Subminiature 
and GOLOEN-O Series. Accessories for 0 Subminiature plugs 
include: Straight Junction Shells, Straight Clamp Type Junction 
Shells, 90· Junction Shells, Guide Pin Plates, and Floating Mounts. 

NOMENCLATURE EXPLANATION 

DA iSS 
DAH 15P - 001 
DAM ISP g CONTACT TERMINAL DESIGN 

-Ht-Eyelet Type; -**2-Solder Pot Type 

MOUNTING FLANGE DESIGN 

TYPE OF CONTACTS: P for Pin Con· 
tacts and S for Socket Contacts 

INSERT ARRANGEMENT 

'------,..--- H-HERMETICALLY SEALED VERSION 
M-GOLDEN-D SERIES 

SHELL SIZE 

PLUG SERIES 

GS02 HERMETICALLY SEALED PLUGS 

GS02 Hermetically Sealed Plugs are used wherever instruments 
are required to be hermetically sealed within a partial vacuum. 
inert gas, or a constant or controlled pressure. 

GS02 plugs are made with standard MS insert layouts, and with a 
variety of mounting flanges. These plugs are also available with high­
voltage, high-current, .and coaxial contacts. 

Shells and pin contacts are of steel. Vitreous insulation is used in 
a manner which creates an hermetic seal and prevents a leakage 
rate in excess of one micron cubic foot per hour at a pressure differ­
ential of 1 atmosphere as tested on a mass spectrometer. 

FOR AVAILABILITY OF ANY GS02 ASSEMBLY, SEE 
YOUR AUTHORIZED CANNON DISTRIBUTOR 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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RACK/PANEL DPD PLUG SERIES 

DPD-33S DPD-34P 

oPo plugs are designed for unit plug-in applications. They are 
disting\lished from other Cannon lines by their rectangular shape and 
they provide maximum space utilization on rack/panel chassis equip­
ment. One half of the plug is mounted to a radio rack or panel, 
for instance, and the other half Is mounted to the Instrument. By 
this means instruments can be easily removed for Inspection and 
repair. 

The OPO is the standard of the OP (Dual Panel) line and accom· 
modates the widest range of contacts In both style and number. 
They are available with from 2 to 78 contacts In 22 basic Insert 
arrangements, plus variations. A Variety of end bells for junction 
shells are available. The shell Is chamfered to facilitate engagement. 

Shell material is die-cast aluminum alloy with cadmium plate 
finish. Insulation is molded melamine orfabricated phenolic. Inserts 
are retained by insert retaining clips. Retaining clip is metallic and 
will ground coaxial contacts unless insulation is specified. 

NOMENCLATURE EXPLANATION 

DPD -32C2 - 34P -1G 
""""L- MOUNTING VARIATION: 

lA-4 holes 0.144 diameter, for 
NO.6 screw 

lB-4 holes 0.144 diameter, 
100' countersink for No. e 
flat head screw 

lG-4 holes 0.152 diameter, 82' 
countersink for No.6 flat 
head screw 

lL-4 holes 0.144 diameter, 82' 
countersink for No.6 flat 
head screw 

lA SUPPLIED UNLESS OTHERWISE 
SPECIFIED . 

CONTACT TYPE: P for Pin Contacts 
and S for Socket Contacts 

SHELL DESIGN: Even numbers gener· 
ally Indicate Pin Insert Assemblies and 
odd numbers generally indicate Sockel 
I nsert Assemblies 

INSERT ARRANGEMENT 

PLUG SERIES 

OPO INSERT ARRANGEMENTS 

,00 • , • • • 0 • CANNON 

c:) 0 • • . 
0· . 0 0 0 

• 10 · T 

00 0 • • • CANNON 

C6 N10 

• • • • • '. " 
0 • • • 0 
• It • • • eMiIOI 

j • .. , • • · • · • 
0' • "0 " . _ C.~~OII _ 

" • 0 • " 0 • 0 . 
0 0 

15C2 B20C2 

. 
0 

• 
o ~ . , 

0 0 

C4"NOII • 

0-'. 
12C3 

G20 

• 

DPD~G·11116 )I. 11/4 DPD-34CL-5J8 AN 

JUNCTION SHELL JUNCTION SHELL 

OPO Number of Contacts 
LAYOUT 8 •• 1. 
NUMBER Layout 10 15 30 

-C6 C6 
-N10 NfO 
-12C3 12C3 
-M12 Mf2 f. 

-A14 Af4 4 
-G14 Af4 4 
-15C2 15C2 fO 
-A15 15C2 fO 
-815 15C2 fO 
-818 Bf. f3 
-G2O G20 fO 
-B20C2 B20C2 f. 
-23C3 23C3 20 
-F23C3 23C3 20 
-828 C •• •• 
-C28 C •• •• 
-30 3RC' •• 
-3' 32C2 •• 
-A32 ' 32C2 30 
-32C2 32C2 •• 
-032C2 32C2 •• 
-E32C2 3RC. 28 
-40 40 40 
-45 45 43 
-56 65e1 66 
-7. 7. 7. 

"Coaxial Contacte 
"Thermocouple Contacts 

DPD ACCESSORIES 

DPD-33 Junction Shell 
DPD-34-7/6 Junction Shell 
DPD-34CL-s/a AN Junction Shell 
DPD-CG-1 1/16 x 1 1/4 Junction Shell 
DPD-33 and -34 Dust Cap 

• • • • 0_',.. '(;) • • • • • It " • -
M12 

.. , , .. ,-,-,-, 
~ ~ : ~ : 
-1'-17-1'- -
-"-10-o • 

23C3 

(Amp.r •• ) 
40 60 80 C· T" 

,. 
3 

.,. . . , . 
• I ., • 

41 •• 4. 

0".,,0 
00 

A14 

J·4i~ 
00. 

& t , , 

~ ~ ~ ~ 

-"-It-II --II-IC-e 0 

F23C3 

SEE YOU R AUT H 0 R I ZED CAN NON P LUG 0 1ST RIB U TOR FOR COM P L E TE I N FOR MAT ION 
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.J.. LAYOUT 
DPX-33S 

Layout Baslo 
Number I.ayout I 
IMC. 1M 22 
32 32 32 

DPX LAYOUT 

Layout Basi. 
Number I.ayout I 
C7 C7 
C7E C7 
13 13 
1aC1 ISHYI 12 
13HV1 3'C' 12 
J1BC3 816C3 
Q1BCS 1316C3 
17 17 17 
23 23 23 
25ca 25C3 22 
E25C3 .SC3 22 
26 .. 
32 32 .. 
40 40 40 
'lOCI 40C1 .. 

ACCESSORIES 

DPA-CG-21/32 . "unction Shell 

DPX-34P 

Number 01 Contacts (Ampol'8/!o) 
10 Coax. HV 

Number 01 Centacts (Aml!!!:!M!l 
10 41 Coax. HV 

13 

13 
13 

.. 

DPX-CG-25/32 "unction Sheil 

DPA AND DPX MINIATURE PLUGS 

In responseto a need for a small rectangular rack/panel plug of great 
strength, Cannon Electric has designed two rugged miniatures, the 
OPA and OPX. They are similar to the OPO plugs but occupy 
approximately 35% (for the OPAl and 46% (for the OPX) less area 
for rack/panel chassis mounting. 

The OPA utilizes a one-piece shell construction. The elimination 
of conventional insert-retaining screws provides a maximum utiliza­
tion of insert area and results in a new ease of assembly. The insert 
Is held in place by a retaining clip at the rear of the shell. 

The OPX has a two-piece split shell construction. Inserts are held 
In place by means of internal grooves molded into the shell. These 
grooves accommodate raised shoulders on the insulator, completely 
embracing and locking the insert assembly. An external assembly 
ring slips over the shell halves to hold them together. The OPX can 
be completely assembled without tools. 

The standard Insert material for the OPA and OPX is melamine. 
OPA Insert layouts accommodate 5 amp and small coaxial contacts. 
OPX insert layouts accommodate 5 amp, 10 amp, and small coaxial 
contacts. 

NOMENCLATURE EXPLANATION 

DPA - 32 - 34 P 

L: 
CONTACT TYPE: P for Pin Contact. 
and S for ·Socket Contacts 

SHELL DESIGN: Even numbers gener­
ally Indicate Pin Insert Assemblies and 
odd numbers generally Indicate Socket 
Insert Assemblies 

INSERT ARRANGEMENT 

PLUG SERIES 

DPA-CG-.'/32 ecr dunctlon Shell DPX-CG-25/32 W dunctlon Shell 
FOR AVAILABILITY OF ANY DPA OR DPX ASSEMBLY, SEE 
YOUR AUTHORIZED CANNON DISTRIBUTOR DPA-SO DUlt CaP 

DPA-60 DUltC8p 

DPA-24C2 DPA-32 

DPX-23 DPX-25C3 

DPO INSERT ARRANGEMENTS (cont.) . . , , . 
II 10 •• ., • •••••• 

It "" 14 " II • • •••• IS II II 10 " II •••••• 21 17 II U It • • • • • o •• ItOIt 

B28 

D32C2 

• 

.. • 

. . · . . · ~ . · , • , . · i , , • ~ \I .. :: .. ; · . 
~ \l : \I .. . 

C28 

• , , , • , ~ ~ ~ i Ii ~ f& a .. ~ I ~ r · . ~ • · . .. f • :.oVVif 
'1:~V"i.· 

""'OM 

40 

DPX-C7 DPX-18 

DPX-E25C3 DPX .. 

II: , .... ,.,,," 
·1 •• • ~ e f • AI , o .,..~ ... 0 ". -; ~ ~;;;;;vv.; 

SO 

, ,. ,." 'I, I·i II ".,., 
~ .. II II I; II 1111 .. 

-vlIvvvr.-
VllI¥HU 
1111;VIl'U ...... 

4IS 

16 IS 14 13 12 11 10 •• . . . . . . . . . 
DPX-16C3 

&i:ii~ 
14 13 12 II 10 9 • ., ........ 

25 22 21 20 18 18 17 18 III ......... 
al ao 29 28 27 28 2' 24 ........ 

1f' .V.V \'" \11 a: \~ \2 

DPX-40 

10 t I 7.5. , • ••••••• 1$ ~ 13 ,2 " 

"2· • ~ •• ", 
@ , .' @ . .""" .. ". v ~;;; 

'U Uti 222120" II •••••••• 
32 

, ·1D·llill:15il4'15~1II' ........ 
.,iHltTl.Vz>>>Vll 11321 

i·I4·~·"·!7·1·39·4tI· 0 . .. .. 
~ 1:;:::" 4Ji ::"'".1Bj r 
5JVV~'I:"1: 

88 

DPX-17 

DPX-40Cl 

10 t 8 1/1$ • , 

• ,~ ·'4·"·'~·1I· • 
A2 • e .' ~ .,. ", <:> .,,~, .• <:> n. 

• r. 11 ~ ;t 
!is r4 U 12 212019 .. • ••••••• 

32C2 

.u"", ..',r .. &.I.}n~ .. ·.jui .. 
III ~·\·"·~·r·v I·V·I 

'.'f."an'l .. '1e.v .. VR'.,V,..I.oVIlV 
• -'lv·w·v·'lv ,,.·l • 
IIi Ii ~ n v II 

78 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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SUBMINIATURE KWIK-TERM TERMINALS 

Cannon Kwik- Term subminiature terminals are now available for use 
In conJunction with Radar, TV, HF, UHF, VHF, Microwave, and other 
"sophisticated" circuits. 

Kwik- Terms are easily installed into an electronic chassis by 
simpJy pressing them into a pre-punched or pre-drilled hole. The 
TEFLON material of the insuJator when pressed into a slightly 
smaller mounting hole tends to relieve its own stress. This causes 
a rivet-type action in the TEFLON which anchors and seals the 
terminal securely and permanently to the chassis. No nuts, washers, 
stilking or soldering is required. 

NOMENCLATURE EXPLANATION 

KT - SR - 148 - 1 -' 
The following feature·s illustrate the advantages of Cannon Kwik-

Terms: 

• Ease of assembly even in crowded installations 

• Jnstallation in seconds 
• Saves weight and space-eliminates terminal boards 

• Rugged·-Kwik-Terms resist vibration and shock 

• WirJe variety of terminal configurations and pin lengths 

• Kwik- Terms are heat resistant for soldering 

• Wide variety of finishes, colors, and soldering lugs can be sup· 
plied to order 

FEED·THRU KT·F·148·l6 KT·S·148·2 
TERMINALS KT·F-17l-2 KT·S·148·3 

KT-F-148·l KT·F·171-3 KT-S-148-8 

KT·F-148-2 KT-F-171-5 KT-S-148-9 

Uk 
KT·S·171·1 

KT-S-17l·5 

KT-S-17l·6 

KT-S-171-7 

COLOR CODE: No dash number for 
Natural Teflon, 2-Red, 3-Black, 4-Brown, 
5-Green, 6-0range, 7-Blue. 8-Yellow, 
9-Violet,10-Grey 

MODIFICATION NUMBER 

INSULATOR DIAMETER in l~~~ 
REVERSE TYPE 

TERMINAL STYLE 

LINE PREFIX (Kwik-Term) 

KT·P·185·l 

KT-P-185-2 

KT-P·185-3 

TEST JACKS 
KT-F-148-8 KT-F-171-2l KT-S-148-l0 KT-S-171-8 

KT-F-148-l0 KT-F-185-l KT-S-165-l 

KT-F-148-ll STAND-OFF KT-S-165-2 

KT-F-148-l3 TERMINALS KT-S-165-6 
----_."---

KT-F-148-l5 KT-S-148-l KT-S-165-8 

ALRF PLUG SERIES 

This new Cannon Plug Series of Aluminum RF Coaxial Plugs and 
Adapters utilize aluminum as the major portion of material in order 
to reduce weight. Included in this new series are aluminum varia­
tions of the standard N plugs and adapters for Foamflex and Ray­
therm rigid cables. 

KT-S-2l5-1 KT-J-185-l 

KT-SR-148-8 KT-J-185-2 

PROBES KT-J-185-3 

AND PLUGS KT-J-185-4 

NOMENCLATURE EXPLANATION 
The new ALN line is 35% lighter than standard N types. Their 

electrical performance equals or betters that of the standard N. They 
have a black anodic finish for maximum· corrosion resistance. . ALN - PL *- M-55 

ALA-3495-0 Deburring Tool 

ALA-3495-l Flaring Too! 

ALN-PR-M-60 

ALN-PR-M-8 

ALN-PL-M-8 

ALN-PL-M-55 
ALN-JB-F---=8--'--------

ALN-JC-F60 

ALN-JC-F-8 
ALN-RB-F--:O------

ALN-PP-F-O 

ALN-ALN-ASB-FF 

_A_L_N-_A_L~:~A=S-:-_FF ___ __ 
3ALN-AT-2FM 

L....-. CABLE CODE 

o No callout 

8 RG-8JU or 9/U 
11 RG·l1/U 

60 Foamflex R-2401 

MALE (M) OR FEMALE (F) CONTACT 

MODIFICATION NUMBER 

PLUG STYLE: OR 
PL-Plug, Standard Nut 
PR-Plug, Retractable 

Nut 
JB-Jack, Bulkhead 
JC-Jack, Cable 
JP-Jack, Panel 
RB-Receptacle, Bulk-

head· 
RP-Receptacle, Panel 

COAXIAL SERIES 

ALUMINUM LINE 

ADAPTER STYLE: 
AS B-Adapter, 

Straight Bulkhead 
AR-Adapter, Right Angle 
AS-Adapter, Straight 
AT-Adapter, Tee 
CC-Dust Cap with Chain 
DC-Dust Cap without 

Chain 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 

Page 692 • The MASTER - 26th Edition © U.c.P •• Inc. 



SECTION 2100 

CANNON ELECTRIC COMPANY 
CANNON 

@.PLUGS 
STANDARD RF COAXIAL PLUG SERIES 

Cannon Electric carries the most complete line of RF plugs In the 
industry for thousands of military, industrial and commercial appli­
cations. These Standard RF Coaxial Plugs have an established repu­
tation as quality RF components, having served the electronics 
industry for more Illan 17 years. 

These RF plugs are designed to connect and terminate coaxial 

lines used In radio frequency transmission with a minimum loss of 
energy. They have been classified by ASESA (Armed Services 
Electro-Standards Agency, Fort Monmouth, New Jersey) into various 
series accordinq to their function. The series-BNC, N, C, SC, LC, 
HN, MB, SM, etc.-also correspond roughly to the size of cables 
with which the plugs are used. 

SM 

HN N 

NUMBER DESCRIPTION RG CABLES NUMBER 

BNC SERIES UG-925fU 

UG·88/U Plug 55.58/U UG-657fU 

UG-88C/U Plug 55.58/U . UG-909/U 

UG-89/U Cable Jack 55.58/U UG-910fU 

UG-lI9B/U Cable Jee: 55.58/U UG-911A/U 

CW-123AfU Cap & Chain UG-912fU 

CW-15SAfU Ca. UG-913/U 

CW-159fU Cap & Chain UG-932/U 

UG~185/U Receptacle Small UG-1094fU 

UG-260fU Plug 59,62,71IU UG-1098/U 

UG-260BfU Plug 59,62,11/U 052150-0001 

UG-261fU Cable Jack 59,62,71/U 
UG-261B/U Cable Jack 59,62,71/U 
UG-262/U Panel Jack 59,62,71/U UG-i92/U 

UG-262B/U Panel Jack 59.62,11/U UG-697fU 

UG-274fU Tee Adapter Small UG-.99fU 

UG-274A/U Tee Adapter Small 
UG-290/U Receptacle Small 
UG-290AfU Receptacle Small MX-I530A/U 

UG-291/U Panel Jack 55.58/U MX-1684/U 

UG-291B/U Panel Jack 55,58/U 
UG-306fU R. A. Adapter Small 
UG-306A1U R. A. Adapter Small 052710-0001 

UG-414/U Sir. Adapter Small 

_-0001 
UG-447fU Panel Recept. Small 
UG-491fU Sir. Adapter Small 
UG-492A/U Sir. Adapter Small . UG-58B/U 

UG-492B/U Str. Adapter Small 
UG-535/U R.-A. Adapter Small 
UG-604fU Bulk. Recept. Small UG-59AfU 

CABLE 
TERMINATION 

DESCRIPTION 

Bulk. Recept. 
Bulk. Recept. 

Bulk. Jack 
Bulk. Recept. 
Bulk. Recept. 
Bulk. Recept. 
R. A. Plug 
HI-Volt. Plug 

Sulk. Recept. 
R. A. Bulk. Recept. 
R. A. Plug 

SM SERIES 

Plug 
Recept. 
Plug 

REDUCING 
ADAPTER 

RG CABLES 

Small 
Small 
55,58/U 
59,62,71/U 
Small 
Small 

55,58/U 

59,62,11/U 

Small 
Small 

.59,62, 71/U 

59,62/U 

5BfU 

CABLE TERMINATIONS 

Bulkhead 59,82,71IU 
Bulkhead 55.58/U 

SMD SERIES 

Plug .1740.0. 
Panel Recept. Miniature 

C SERIES 

Panel Recept. Medium 

HN SERIES 

Plug B.9.10fU 

SMD 

ADAPTER 
BETWEEN SERIES 

NUMBER DESCRIPTION 

N SERIES 

UG-1BCfU Plug 
UG-21B/U Plug 
UG-210/U Plug 
UG-220/U Panel Jack 
UG-23S/U Cable Jack 
UG-23DfU Cable Jack 
UG-21A/U R. A. Adapter 
UG-21C/U R. A. Adapter 
UG-298/U Str. Adapter 
UG-SOD/U Str. Adapter 
UG-57BfU Sir. Adapter 
UG-58A/U Panel Recept. 
UG-536fU Plug 
UG-536AfU Plug 
MX-9131U Cap 6. Chain 
UG-1185/U Plug 

050962-0001 Cap 6. CIlain 

REDUCING ADAPTERS 

C 

RG CABLES 

8,9,10/U 
8,9,10/U 
8,9,10/U 
8,9,10/U 

Medium 
55.58/U 
55,58/U 

8,9,10, 87A, 
115,115A/U 

UG-175/U For UHF Plugs 55, 58/U 
UG·176/U For UHF Plugs 59,62, 71/U 

ADAPTERS BETWEEN SERIES 

NUMBER DESCRIPTION ADAPTS TO 

UG~201/U Str, Adapter BNC to H 
UG-255/U Str. Adapter BHC to UHF 
UG-273/U Str. Adapter BHC to UHF 
UG.606/U S1r. Adapter BNe to N 
UG-970/U R. A. Adapter UHF to twin UHF 
UG-971/U R. A. Adapter C to twin UHF 

UHF CRIMPEE SERIES 

A recent addition to the RF line is the inexpensive, completely 
solderless UHF "Crimpee" Plug for such applications I;IS mobile 
communication equipment, ham radio sets, and television master 
antenna distribution systems. This plug uses a simplified crimping 
method for rapid assembly. It is to be used as a replacement for 

standard, PL-259 plugs, and the pin contacts are designed to fit 
standard 50-239 sockets. These constant-impedance plugs mate 
with the standard UHF Series of RF receptacles. An inexpensive 
crimp tool CCTUHF-1 is available. 

CRIMPEE PLUG 
UHF-PR-M-8 

CRIMP TOOL 
CCTUHF-1 

NUMBER 
UHF-PR-M-B 
UHFMPR-M~11 

UHF-PR-M~59 

CCTUHF-1 

UHF CRIMPEE SERIES 

OESCRIPTION RG CABLES 

~:~: :; ::~~U,,-___ _ 
Plug 58C/U 
Plug 59A/U 
Crimp Tool 8,9, 11, ~C, 59A/U 

SEE YOUR AUTHORIZED CANNON PLUG DISTRIBUTOR FOR COMPLETE INFORMATION 
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SECTION 2100 

CANNON 
@. PLUGS CANNON ELECTRIC COMPANY 

XLR PLUG SERIES 

XLR Series of Cannon Plugs is a newly expanded audio series 
... the most modern addition to the long line of Cannon Plugs featured 
on all top-quality microphones. It's really quiet, too! 

New resilient insulator and specialized construction of socket 
contact assembly protects against disagreeable mechanical inter­
ference ... noise problems encountered with plugs when their 
cables are moved, pulled, or subjected to shock. 

Features streamline design, satin nickel finish, integral cable 
clamp, neoprene cable relief, and time-tested la!chlock. Available 
with three 15-amp or four 10-amp contacts. 

XlR·"·11C PLUG (Socket Insert) 
XLR·"·12C RECEPTACLE (Pin Insert) 
XLR·"·13 RECEPTACLE (Socket Insert) 
XLR·"·13N RECEPTACLE (Socket Inurt} 
XLR·"·U RECEPTACLE (Pin Insert) 
XLR-"·14N RECEPTACLE (Pin Insert) 
XLR· .. ·15 RECEPTACLE (Socket Insert) 
XlR-"·31 RECEPTAC.LE (Socket Insert) 

3 CONTACTS 

XLR-"-32 RECEPTACLE (Pin Insert) 
XLR-"-35 SINGLE GANG WALL RECEPT.(SOcketlnsert) 
XLR···36 SINGLE GANG WALL RECEPT.(Pin Insert) 
XLR·"-42 RECEPTACLE (Pin 'nuri) 
XLR·"-SO ADAPTER RECEPTACLES 
XlR BRACKET 

(Q)< 
o ,0 
b 0 XLR-"50T 

4 CONTACTS 

XLR---l1C 

XLR---13 

XLR---32 

XLR--·14 

XLR---35 

XLR--·12C 

XlR BRACKET WITH 
XLR-13N RECEPTACLE 

*Add layout number to complete desc·riptio(l 

XLR·--42 

FOR AVAILABILITY OF ANY XLR ASSEMBLY. SEE YOUR AUTHORIZED CANNON DISTRIBUTOR 

LK& LKT (TV) PLUG SERIE-S 

The LK and LKT Series of Cannon Plugs are used on television 
cameras and related equipment, and are a part of the standard K 
Series. Assemblies with the LK prefix are standard K, those prefixes 
with LKT have special shells or cable entry construction. 

The R24C insert designed for'television equipment has the following 
arrangement of 24 contacts: 3 No. 16 coaxials, 21 No. 14 contacts. 
Shells are aluminum alloy, cadmium plated; insulators are melamine; 
and contacts are silver-plated brass. 

LK-R24C-31S 

LK-R24C-32S 

SK-M7 PLUG SERIES 

LKT -R24C-21-7 18 

LK-R24C-22- 7/8T 

SK-M7 Cannon Plugs are a part of the standard K Series and are 
designed for telephone recording equipment. They are available 
with 7 contacts: 3 10-amp contacts and 4 30-amp contacts. 

BATTERY PLUG SERIES 

Cannon Battery Plugs are sturdy and rugged, with ample insulation 
and high quality to withstand the rugged field service usually asso­
ciated with these plugs. They are deSigned to eliminate the need for 
separate starting batteries on individual units of power driven equip­
ment. They facilitate removal and installation of storage batteries, 
and are also used to connect auxiliary power equipment to aircraft 
electrical systems. 

Shell material is molded rubber with spring steel clip material, 
with cadmium finish. 

LK-R24C-315 LK-R24C-S2S 

LK-R24C 

LKT-R24C-227/8 

SK-M7 

Current 
N •. Wire Rating 

lIB·····, .' 
... ..... . .... 

Contacts Size Amperes 
GB-3-21CF 31. 600A 

11. 40A 
GB-3-21CFS 31. 600A 

fi10 4.A 
GB-3-34CDS 31. SOOA 

IS 4.A GB~3-21CFS PLUG 
CA011751-0001 21. 'OOA 
CA011749-0001 21. 60VA 

GB-3-21 CF PLUG 

CA011749-0001 RECEPTACLE CAOI1751-0001 PLUG 

SEE YO U R AUT H OR I ZED CAN NON PLUG DIS T RIB U TO R FOR COM P LET E IN FOR MAT I ON 
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SECTION 2100 

CANNON ELECTRIC COMPANY 
CANNON 
®PLUGS 

P·-35 P"·14 P··CG-15 P··CG-16 

0 Q ~ [J 'i- ffi , .. 
i 

2 3 4 5 6 8 
CONTACTS CONTACTS CONTACTS CONTACTS CONTACTS CONTACTS 

ZYTEL BODY TEST JACK METAL BODY TEST JACK 

X-H1 

3 
CONTACTS 

3 
CONTACTS 

UA-Ht 

METAL BODY 

SINGLE NUT 
45E-1 White 
45E-2 Red 
45E-3 Black 

CONTACTS 

45£..... Brown 
45£-5 Green 
45E-6 Orange 
45E-1 Blue 

X~3-12 

X·3-11 CORD PLUG (Socket Insert) 
X·S·11 CORD PLUG (Pin Insert) 
X-8-14 WALL RECEPTACLE (Pin InserO 
X-4-11 CORD PLUG (Socket Insert) 
X-C-i2 CORD PLUG (Pin Insert) 

XK-3--11 XK-3-12 

XK-3-11 STRAIGHT CORD PLUG (Socket Insert) 
XK--3-12 STRAIGHT CORD PLUG (Pin Insert) 

UA4-f1 PLUG (Socket InaerO 
UA-3-12 PLUG (Pin In,.rt) 

UA4-14 RECEPTACLE (Pin Inl.rt) 
UA-3-31 RECEPTACLE (Socket Insert) 
UA-8-82 RECEPTACLE (Pin In.ert) UA-a-ta RECEPTACLE (Socket In •• rt) 

P PLUG SERIES 

Audio P Cannon Plugs are universally used In sound and related 
applications. They include a size and type for every requirement, with 
a high standard of quality. All 90' Plugs have split-shell construction 
for quick, easy access for wiring or inspection. 

Five layouts with from two to six contacts (30 amp) accommodate. 
No. 10 B&S stranded wire. One layout with 8 contacts (15 amp) ac­
commodates No. 14 wire. Shell designs of the P-CG-ll Sand P-CG-
12S cord plugs have such improvements as shorter length, new 
rubber bushihg, improved latch and spring, integral clamp. Shell of 
plug material is steel, and the integral clamp is zinc. Insulating 
material is black jlhenolic. 

P··CG·11S CORD PLUG ++ 
pe·CG-12S CORD PLUG .... 
I'4'·CG-1S gO- CORD PLUG ++ 
P··CG-18 to'" CORD PLUG +-

1"-13 PANEL RECEPTACLE ++ 
P··14 RECEPTACLE +-
P--35 SINGLE GANG WALL RECEPTACLE ++ 

++ Socilellnsert +- Pin In.ert 

• Add layout number to complete description 

FOR AVAILABILITY OF ANY P ASSEMBLY, SEE 

YOUR AUTHORIZED CANNON DISTRIBUTOR 

TEST JACKS 

Cannon Electric Test Jacks are compact, lightweight jacks for stand­
ard .080-inch diameter test prods. They are available with Zytel 
bodies and nickel-plated brass bodies_ 

CANNON NO. 

052781-0001 
052712~1 

ZYTIL BODY 

COLOR 
White 
Red 
Black 
Green 

COLOR 
Blue 

X PLUG SERIES 

Audio X Cannon Plugs are small, compact plugs providing inex" 
pensive fittings of reliable quality for sound applications, radio, 
public address systems, and geophysical research. Contacts are so 
positive that no latching device is needed for ordinary uses. X plugs 
are available in two insert arrangements: 3 contacts (15-amp), and 
4 contacts (3 lo-amp and one 15-amp). 

XK PLUG SERIES 

Audio XK Cannon Plugs have the same inserts and are similar in 
design to the X Series, but equipped with the fast-acting, sturdy Acme 
Threaded coupling ring. It is, therefore, ideal for use on equipment 
which is subjected to considerable vibration and tension on cables. 
XK plugs are available with 3 contacts (15-amp). 

UA PLUG SERIES 

Audio UA Cannon Plugs, designlld in cooperation with the RETMA 
Committee, have all the features of P Series plugs plus the following: 
(1) gold-plated contacts for long life, (2) double protection rubber 
relief collar and rubber bushings, (3) flat-top polarization for finger­
touch action, (4) stronger improved latch lock, (5) steel plug shells 
and insert barrel. 

Insulators are high dielectric phenolic. 15 amp contacts accom­
modate No. t4 stranded wire. 

SEE" YOUR AUTHORIZED CANNON PLUG DIST.RIBUTOR FOR COMPLETE INFORMATION 
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.. t. CINCH-JONES SALES· DIVISION OF CINCH MANUFACTURING COMPANY 

CINCH SOCKETS ARE STANDARD 

MOLDED OCTAL 
1-5/1S" MOUNTING CENTERS 

• 
Molded from high di­
electric black bakelite 
or mica-filled low loss 
bakelite. Solder coat­
ed brass contacts and 
sturdy steel press-on 
type saddle with 4 
ground lugs. Mounts 
in 1" chassis hole. 

No. 
BAB 
BAM 

Description 
Black 
Mica-Filled 

MOLDED OCTAL 

Net Price 
Each $ .09 
Each .12 

1V2" MOUNTING CENTERS 

No. 
SEB 
SEM 
SEC 

Same as SA series 
molded octal above 
except has clinch-on 
type saddle with 4 
ground lugs and 
mounts in 11/8" chas­
sis hole. Available in 
black, mica - filled 
bakelite, or ceramic. 

Description 
Black 
Mica-Filled 
Ceramic 

Net Price 
Each $ .09 
Each .12 
Each .45 

RING MOUNT OCTAL 
Molded from high dielectric 
black bakelite. Solder coat­
ed brass contacts. Used 
extensively on test equip­
ment, public address am­
plifiers and on other ap­
paratus where sockets are 
exposed. Molded keyway 

in side engages key in chassis hole, pre­
venting socket from turning. Mounts in 1M" 
chassis hole. Crimped retainer ring is fur­
nished with these sockets. 

No. Description 
SRI For I/IS" Chassis 
SR2 For 1/ S" Chassis 
SR3 For I/IS" Chassis 
8R4 For 3/32" Chassis 
8R5 For 3/32" Chassis 
8RS For 1/ S" Chassis 

OJ 

Net Price 
Each 

Black 
Black 
Mica-Filled 
Black 
Mica-Filled 
Mica-Filled 

$ .IS 
.IS 
.21 
.IS 
.21 
.21 

RETAINER RING 
A crimped retaininq 
ring formed of spring 
steel that will se­
curely anchor sock­
ets designed for ring 
mounting, such as 
the one above. 
Standard finish is 
cadmium. 

No. 
SRO 

Description 
.020 Sprinq Steel 

Net Price 
Each $ .04 

2 PRONG 
31/S4" CENTERS 

Molded from high dielectric 
black bakelite or mica-filled low loss ·bake­
lite. Silver plated beryllium copper contacts 
on if' centers. .120" diameter recessed 
mounting hole. Socket body is U" long, f,," 
thick, and H" high. For use with FT243·type 
crystal. 
No. 

2KB 
2KM 

Description 
Black 
Mica-Filled 

Net Price 
Each $ .15 
Each .17 
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WAFER OCTAL 

Laminated bakelite 
sockets with solder 
~oated brass positive 
grip contacts. Designed 
to fit all standard eight 
prong tubes. Available 

with 1~6" or lY2" mounting centers. Both 
styles have .136 diameter mounting holes. 
No. Description Net Price 
SWI I~'" Mountinq Centers Each $ .08 
SW2 11/2" Mounlinq Centers Each .08 

SUB-MINIATURE 
SOCKET FOR 

NUVISTOR TUBE 
New Cinch socket for the 
Nuvistor tubes. The sock­
et body is of low loss 
phenolic insulation, type 
MFE. The saddle is of 
cold rolled steel, cadmi-

um plated. The contacts are of copper 
alloy with cadmium plating. 

No. 
5NS 

ADAPTOR PLATE 

Net Price 
Eac!' $ .14 

When the hole in the chassis is too large 
to use the SRO retainer ring, then the SAP 
adaptor plate is anchored fo the chassis 
and the SRO retainer ring holds the ring 
mounted socket to the adaptor plate. 
No. Net Price 

SAP Each $ .OS 

ALL MOLDED OCTAL SOCKET 

This new all molded 
octal socket offers a 
complete one piece 
construction, the sad­
dle and body are a 
single casting. The 
standard socket is 
molded of general 

purpose Bakelite. Contacts are of brass, 
cadmium plated. The S XM has mica filled 
phenolic insulation and the contacts are 
of brass, cadmium plated. Mounting hole 
centers are 1~61!. 

No. 

SXB 
SXM 

Description 

Black 

Mtg. hole 
diam. 

.144 
.144 

Net 
Price 

$ .10 
Mica .13 

MOLDED OCTAL 

1 W' MOUNTING CENTERS 

Molded from mica-filled 
low loss bakelite. Silver 
plated phosphor bronz 
contacts with hot 
tinned tails. Heavy 
brass saddle nickel 
plated with 4 ground 
lugs hot tinned. Con­

forms to MIL-12883-A Specs. 

Net 
Mtg. Mil. Price 

No. Description Hole Type No. Each 

SJC-2 Ceramic .156 Dia. TSIOICOI $.325 
SJCN-2 Ceramic 6-32 Tap TSIOIC02 .40 
8JM-2 Mica .15S Dia. TSIOIPOI .16 
SJMN-2 Mica S-32 Tap TSIOIP02 .235 

CINCH CAPACITOR "PLUG-IN" SOCKETS 
Motion picture, telephone, airborne radio, broadcastinq equipment. electric organs, and 
other electrical equipment need instant replacement when failures in electronic· circuits 
occur at the capacitor connections. Cinch "Know How" has solved this problem. 

Designed for use with 
Mallory and Magna­
vox I" FP type con­
densers. Molded from 
high dielectric black 
bakelite. Sturdy steel 
mounting saddle has 
4 ground lugs. lV2" 
mounting centers, 3 

SMALL recessed center con-
tacts for extended 

prongs of condenser and two Quter contacts 
flush with surface for short prongs of con­
denser. All contacts are solder coated for 
fast, easy soldering. 

Designed for use 
with Mallory and 
Magnavox l3fa" FP 
type condensers. 
Molded from high 
dielectric black 
bakelite. Sturdy 
steel saddle has 
lir' mounting 
centers. Four re- LARGE 
cessed center con~ 
tacts for extended prongs of condenser and 
three outer contacts flush with surface for 
short prongs of condenser. All contacts are 
solder coated. 

No. 
2C5 

Net Price No, Net Price 
Each $ .47 Each $ .3S 2C7 

CRYSTAL SOCKETS 
4 PRONG 

Molded from mica-filled low loss 
bakelite. Silver plated beryllium 
copper contacts on a" centers. 
. 140 diameter mounting hole re­
cessed A" from surface in -hll 
diameter hole. Socket body is U" 

long, ti" wide, and ¥2/1 high. Designed for 
use with two No. FT243 type crystals. 

No. 
2K4 

Net Price 
Each $ .27 

MINIMUM BILLING $25.00 

Net 

2 PRONG 1f2' CENTERS 
Molded from high 
dielectric black bake­
lite or mica-filled low 
loss bakelite. Silver 

plated phosphor bronze contacts on V2" 
centers. No. 4-40 tap mounting hole. IVa" 
long, 3/8 " wide and I." high. For No. CR-l 
and CR-7 type crystals . 
No. Description Net Price 

2KIB Black Each $ .31 
Made of ceramic material. Silver plated 
beryllium copper contacts with hot tinned 
tails, mounted on .486" centers. Va" mount­
ing hole, "Va" long, 3;8" wide and 5Ie" high 
overall. Similar to above except the tails 
extend straight down. For No. CR-7 and 
BH-6 crystals. 
2K2C Ceramic Each .19 
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!i'.: CINCH-JONES SALES· DIVISION OF CINCH MANUFACTURING COMPANY 

7 PIN MINIATURE SOCKETS AND SHIELDS 

MOLDED SADDLE TYPE 
Top Mount 

Molded from high di .. lectric 
black bakelite, mica-fiUed 
low loss bakelite, or ce­
ramic material. Cadmium 

plated steel saddle with '¥a" mounting 
centers and .093 diameter mounting holes. 
Solder coated brass contacts. Designed for 
mounting through top of chassis in 5/s" 
diameter hole. Will securely hold all stand­
ard seven pin miniature tubes. 
No. Description 

7ABI Black 
7AMI Mica·Filled 

Net Price 
Each $ .09 
Each .11 

MOLDED SADDLE TYPE 

•
'. Bollom Mount 

'. Molded from high dielectric 
black bakelite or mica-filled 
low loss bakelite. Cadmium 
plated steel saddle with 'l'e" 

mounting centers. .093 diameter mounting 
holes. Solder coated positive grip brass con­
tacts. Designed for mounting through bot­
tom of chassis in 5/S" diameter hole. For use 
with all standard seven pin miniature tubes, 

No. 
7EB 
7EM 

Description 
Black 
Mica·Filled 

Net Price 
Each $ .09 
Each .11 

SHIELD BASE TYPE 

Shield base is attached to sock­
et body for mounting through 
top of chassis. Molded from 
high. dielectric black bakelite, 
mica-filled low loss bakelite or 
ceramic material. Solder coated 
brass' contacts and center 
shield. Cadmium plated steel 

shield base with 'Va" mounting centers. Use 
No. 7S2, 7S3, or 7S4 shields illustrated 
below with these sockets. 

No. Description Net Price 

7XBI Black Each $ .17 

7XM1 Mica-Filled Bakelite Each .19 

7XC Ceramic Each .32 

Molded from mica filled low loss bakelite 
or ceramic material. Shield base is attached 
to socket body for mounting through top of 
chassis. Same type as illustrated at the 
left. Materials and finishes are those re­
quired by )AN-S-28A Specifications. Shield 
base has 'l's" mounting centers. 
Use No. 7S)2, 7S)3 or 7S)4 shields as shown 
below, 

Net 
No. Description )AN Type No. Price 
7JC-2 Ceramic T8102COI $ .32 
7JM-2 Mica T8102POI .24 
7JMN-I Mica T8102P02 • 23 

7JCN-I Ceramic T5102C02 .33 

TUBE SHIELDS - "J" Slot Type 

Durable steel shields complete 
with tube securing spring. "J" 
slot feature deSigned to fit se­
curely with Cinch shield base 
type sockets, such as 7X series 
shown above, Also fit 7SB type 

shield bases shown in end column at right. 
Available in three lengths: 

No. 

752 

753 

784 

Description 

1%" Long 

1%"LoDg 

2l,4" Long 

Net Price 

Each $ .11 

Each .12 

Each .18 

Durable brass nickel pJated shields com­
plete with non magnetic stainless steel 
spring. 'T' slot feature designed to fit se­
curely with the shield base type sockets 
listed above. Materials and finishes are 
those required by )AN-S-28A Specifications. 
Available in the sizes listed below. 

Net 
No, Description )AN Type No. Price 

75J2-1 1%" Long T8102UOI $ .18 

75J3-1 1%" Long T8102U02 .18 

78J4-1 2l,4" Long T8102U03 ;19 

MOLDED SADDLE TYPE 
Bollom Mount 

Molded of mica filled low 
loss bakelite or ceramic 
material. Materials and finw 
ishes are those required by 
MIL-lZ883-A speCifications, 

Saddle has 0/8" mounting centers. 
No. Description MIL type lZ883-A Net Price 
7JM-3 Mica T8102P03 Each $ .21 
7JC-3 Ceramic T8102C03 Each .33 

~ WAFER TYPE SOCKET 

___ Laminations consist of 1/32" 
top plate and 3/64" bottom 

plate made from high grade chocolate XP 
Bakelite. Solder coated brass contacts and 
center shield. 

No. Mtg. Centers Mtg. Hole Net Price 
7W2A 7/8" .093 $ .07 
7WL2 I" .093 .07 
7WL4 1-5/16" .136 .08 

SHIELD BASES - Snap-On Type 
Base is made of hardened. 
carbon steel supplying ade­
quate spring retentivity on 
shield. Base has 7/S" mount­
ing centers with mounting 

holes that coincide with those for miniature 
7 pin sockets as established by R. M. A. 
standards. For use with saddle type sockets 
with 'Va" mounting centers illustrated on 
this page. 
No . Description Net Price 

7SB3 11 132" High Each $ .04 

For r Slot Type 
Durable steel shield bases 
designed for use with "J" 
slot type shields illustrated 
at left .. Available in two 

. sizes: 7 /16" high or %" high. 
types have 'l's" mounting centers. 

Description Material Net Price 
5/8" High 8teel Ea. $ .05 
5/8" High Bra.. Ea. .07 

TUBE SHIELD 
Snap-On Type 

Shield fits over and outside 
of shield base. Indentation 
on shield locks into ridge on 
base of 7SB3 as shown above, 

No. 
751 

Description 
1·53/64" High 

Net Price 
Each 

$ .08 

9 PIN MINIATURE SOCKETS AND SHIELDS 

MOLDED - SADDLE TYPE 
Bottom Mount 

Molded from high dielectric 
black bakelite or mica­
filled low loss bakelite. De­
Signed for mounting through 
bottom of chassis in 3/4" 
diameter hole. 1 Va" mount­
ing centers with ,093 diam­
eter mounting holes. Solder 

coated brass contacts and center shield. 

No. 
SEB 
9EM. 

Description 
Black 
Mica-Filled Bakelite 

Net Price 
Each $ .12 
Each .14 

Bottom Mount 
Molded of mica filled 
low loss bakelite or ce­
ramic material. Mate­
rials and finishes are 
those required by MIL-
12883-A specifications. 
Saddle has IVs" mount-
ing centers. 

No. Description MIL type 12883-A Net Price 
9JM-3 Mica T8103P03 Ea. $ .23 
9JC-3 Ceramic TSI03C03 Ea. .36 

© U.C.P., Inc. 

SHIELD BASE TYPE 
Molded from high dielectric 
black bakelite, mica-filled 
low loss bakelite, or ce­
ramic material. One-piece 
cadmium plated steel shield 
base and saddle with .093 
diameter mounting holes 

on 1 Vall centers. Solder coated brass con­
tacts and center shield. Mounts through top 
of chassis in %" diameter hole. Use Cinch 
9S type shields with these sockets. 

No, 
9XB 
9XM 
9XC 

Description 
Black 
Mica 
Ceramic 

Net Price 
Each $ .19 
Each .20 
Each .30 

SHIELD BASE 
Durable steel shield base 
designed for use with 
shields illustrated to right. 
11/S" mounting centers. 
May be used with any 9 

saddle type sockets shown. pin wafer or 
No. Net Price 

Each $ .07 

MIN,IMUM BILLING $25.00 
98BI 

Net 

it MOLDED-SADDLE TYPE 
Top Mount 

"_::~.,, Molded from high dielectric 
black bakelite or mica­

~ filled low loss bakelite. De­
signed for mounting through 

top of chassis in 3/4" diameter hole. 11/s" 
mounting centers with .093 diameter mount­
ing holes. Solder coated brass contacts and 
center shield. 
No, Description Net Price 
9AB Black Each $ .12 
9AM Mica-Filled Each .14 

No. 
951 
982 
953 

TUBE SHIELDS 
Made from durable steel. 
Complete with tube secur­
ing spring. "J" slot feature 
designed to fit securely with 
Cinch 9X series shield base 
type sockets illustrated to 
the right. Will also fit No. 
9SB-l shield base shown at 
left. A vail able in three 
lengths. 

Description 
1112" Long 
I ill" Long 
2%" Long 

Net Price 
Each $ .14 
Each .14 
Each .28 
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contacts and 

, No. 
SWI 
SW2 

WAFER TYPE 
Has two laminations con­
sisting of -h" top plate 
and I." bottom plate 
mq:de from lVs" mounting 
centers with .093 diameter 
holes. Solder coated brass 

center shield. 

Mtg. Centers 

1-1/8" 

I-S/16" 

Net Price 

Each $ .08 
Each .09 

SHIELD BASE' TYPE 
Molded from mica low loss bakelite or ce­
ramic material. Shield is attached to socket 
body for mounting through top of chassis. 
Same type as 9 x Series. Materials and 
finishes are those required by MIL-12SS3-A 
specifications. Use No. 9S)1, 9SJ2, or 9SJ3 
shields listed at right. Phosphor bronze 
contacts. 
No. Descrption MIL-12S83-A NO). 
9JM-2 Mica TSI03POI 
9JMN-I Mica TSI03P02 
9JC-2 Ceramic TSI03COI 
9JCN-I Ceramic TSI03C02 

Net Price 
Ea. $ .27 
Ea. .23 
Ea. .36 

"Ea. .36 

TUBE SHIELDS 
Durable brass nickel plated shields with 
tube securing spring. "J" slot feature de­
signed to fit securely with the shield type 
sockets listed at left. Materials and finishes 
are those required by JAN-S-2SA specifica­
tions. Available in the sizes listed below. 

No. Description JAN Type No. 
9SJI-I l'!2" Long TSI03UOI 
9SJ2-1 1'~,' Long TSI03U02 
SSJ3-1 2%" Long TSI03U03 

Net Price 
Ea. $ .IS 
Ea. .21 
Ea. .23 

MOLDED CONNECTOR PLUGS AND SOCKETS 

No. 
8PB 

8 CONTACT PLUG 
Molded from high dielectric 
black Bakelite. Pins are nick­
el-plated and have tapered 
ends for easy insertion. 
Mounts on 316" chdssis using 
No. lOIS retaining ring, or 
can be used with No. 16F cap 
shown below. Will fit any 
standard octal socket. 

Net Price 
Each $ .20 

No. 
IIPB 

II CONTACT PLUG 
Molded from high dielectric 
black Bakelite. Pins are nick­
el-plated and have tapered 
ends for easy insertion. 
Moun ts on Ji'6" chassis using 
No. 1018 retaining ring. Can 
be used with No. 16F cap 
shown below. Will fit No, 
llRB socket shown at right. 

Net Price 
Each $ .2S 

No. 
llRB 

II CONTACT SOCKET 
Molded from high dielectric 
black Bakelite. Solder coated 
brass contacts. Mounts on X'6" 
chassis using No. 1018 retain­
ing ring. Can be used with 
No. 16F Cap shown below. 
Used with No. llPB plug 
shown at left. 

Net Price 
Each $ .2S 

CONNECTOR PLUGS AND SOCKETS 

18G 6K2 SK2 18E Assemb1ecl 
These low cost plugs and sockets are ideal for a multitude of applications. A "Cinch" where space is at a premium. Com~ 
plete assembly of plug, socket, male and female shell will close to a co;npact unit of IV2' long. Polarized-Nickel plated 
brass tube pins-Solder coated brass contacts. Plugs, sockets and shells have lock feature which prevents turning in shells. 

PLUGS SOCkETS 
No. Use Use Nel No. Use Use Nel 

Pari No. Prongs Ski. No. Shell No. Price Part No. Pronqs Ski. No. Shell No. Price 
5K2 2 6K2 18E .05 ea. 6K2 2 5K2 18G .OS ea. 
5K3 3 SK3 18E .06 ea. 6K3 SK3 18G .OS ea. 
5K4 4 6K4 18E .07-ia.- SK4 4 SK4 18G .06 ea. 
SKS S 6KS 18E .08 ea. 6KS S 5KS 18G .07 ea. 
SK6 6KG laF .OS ea. BK6 S SK6 18H .08 ea. 

PLUG CAPS AND SHELLS 
For above Battery Plugs and for Connector Plugs and Sockets Shown Above. 

Cadmium plated brass shell with it rolled edge on S/16" diameter 

"
I I, neck opening. Ou.tside diameter at 

base .625. Four lis" prongs coincide 
i·~: with notches on plugs. Designed 

for use with Cinch No, SAl, SBl, 
SAB2" and 5AB3 type battery plugs. 

No. 
18A-I 

Net Price 
Each $ .02 

Cadmium plated brass shell 
complete with fibre insulator. 
Same as Cinch No. ISB shell ex­
cept has 1f2" neck with 3fs" hole 
riveted to base. For use with 
same plugs as No. ISB. 

No. 
I8H 

Net Price 
Each $ .08 

5Bl, 

No. 
18B-I 

Made of steel, cadmium 
plated. Designed to snap 
on 8 and 11 prong sockets 
which are grooved for a 
1/16" chassis. There is a 
screwdriver slot at the bot­
tom to facilitate easy re~ 
moval. Rubber grommet 
has a 25/64" dia. hole. 

No. 
16F 

Net Price 
Each $ .27 

Cadmium plated brass shell with 
23/64" diameter opening on top of 
shell. Outside diameter at base 
.625. Four :;S" prongs coincide with 
notches on plugs. V2' high. De­
signed for use with Cinch No. SAl, 

SAB2, and 5AB3 type hattery plugs. 

STRAP NUTS 

Net Price 
Each $ .02 

NO.7SN 

Cadmium plated brass straps nuts are designed for use in 
mounting sockets with saddles or shield bases. One strap 
nut takes the placEi of two conventional type nuts. Mount­
ing centers %". For 7 contact sockets. Net Ea •• 09 

MINIMUM BILLING $25.00 
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Cadmium plated brass shells 
complete with fibre insulator. 
Available with 3fs" or 1i2" 
diameter hole with rolled edge. 
Inside diameter 31/32".' V2' 
high. For use with Cinch No_ 

5Cl, 5C2, 5AB6, 5AB7, 5ABS, 5K2, 5K3, 5K4, 
5K5, and 5K6 type plugs. 

No. 
18G 
18H 

Description 
3fs" Diameter Hole 
1/,' Diameter Hole 

Net Price 
Each $ .OS 
Each .OS 

Cadmium plated steel shells 
complete with fibre insulator. 
Available with 3fs" or '12' 
diameter hole with rolled edge. 
Inside diameter 31/32".29/32" 
high. For use with Cinch No. 
6K2, 6K3, 6K4, 6KS, and 6K6 
type sockets. 

Description 
3fs" Diameter Hole_ 
V,' Diameter Hole 

Net Price 
Each $ .OS 
Each .OS 

Same as No. 7SN except 
mounting centers are 
I Vs" and are for 9 con­
tact sockets. Net Ea •• OS 

U:;;"" ,. . 
NO.- 9SN 
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No. 
3Mll 
3RIl 

No. 
3BI2 
3MI2 Mica 

MAGNAL--II PROKG 
Molded from mica-filled low loss bake­
lite_ Socket is IH" wide and I",," high. 
Full floating silver plated beryllium cop­
per contacts designed to insure easy in­
sertion of tubes and yet provided excel­
lent electrical connections. For use with 
5BPI and 2API type cathode ray tubes. 

Description 
Mica Socket 
Steel Mountinq Rinq 

Net Price 
Each $3.60 
Each .24 

DUODECAL - 12 PRONG 
Slightly larger in diameter than the tube 
base and only slightly longer than the tube 
pin. A new feature incorporates wire strain 
relief as an integral part of the contact. 
Molded from high dielectric black bakelite. 
For use with IOBP4, 2BPl, 5TP4, etc., type 
tubes. Also RCA 6199 tube. 

Net Price Ea. 
$ .4S 

1.44 

MOLDED POWER TRANSISTOR SOCKET 

New molded power transistor socket. Casting 
molded of general purpose Bakelite. Contacts 
are of phosphor bronze, cadmium plated. 

This transistor socket may be used with the following RETMA 
base designations: E 3-14,. E 3-15, E 3-25, E 3-32, E 3-38, E 3-39, E 3-
42, E 3-43, E 3-44, E 3-51, E 3-53, E 4-13, E 4-24, E 4-31, E 4-43, E 4-52, 
ET I03-D. 
No.2TS-3 

No. 
2R2 

Net Ea .. 09 

110-250 VOLT SOCKET 
(Underwriters Listed) 

When space is at a premium use this 110-250 volt 
2 prong socket. Rated at 15 Amp., llO V. or JO 
Amp_, 250 V. Molded from high dielectric black 
bakelite. Solder coated brass contacts on V2 11 cen­
ters designed to accept any 2 prong standard elec­
tric plug. Mounts in H" x if' hole .. 144 diameter 
mounting holes on 1 Vs" centers. Ideal for radio 
chassis and many other applications. 

Net Price 
Each $ .15 

No. 
3BI4 
3MI4 
3RI4 

No. 
3AI 

DIHEPTAL 
14 PRONG 

Molded from high dielectric black 
bakelite or mica-filled low loss bake­
lite. 2.'." wide and IVs" high. Pos­
sesses same features as Cinch Magnal 
socket shown at left. 

Description 
Black Socket 
Mica Socket 
Steel Mountinq Ring 

Net Price 
Each $ .S4 
Each 1.0S 
Each .24 

SECOND ANODE CONNECTOR 
For diheptal based tubes. Cadmium plated brLISs 
con.tact surrounded by rubber insulator 3/4 " wide 
and I,,"" long. Snaps over .096 diameter prong 
on side of diheptal tubes. 

Net Price 
Each $ .57 

SUB-MINIATURE SOCKETS , 
No.2H3 No.2H5 No.5PC No.5WC No. SSM 

Use extensively for hearing aids, radios and other electronic 
apparatus which require sub-miniature tubes. Molded from mica­
filled low loss bakelite with silver plated beryllium copper con­
tacts. Available with 3,5,6,7 or 8 contacts. Four prong tubes use 
No. 2H5 five prong socket. No. 2H5 can be used as a transistor 
socket. No. SPC for printed circuits. No. 5WC for wired circuits. 

No. Description Net Price 

~ 
"2H3 3 Pronq Each $ .18 

O"CYi 
.' "2H5 5 Pronq Each .204 

"2H6 6 Pronq Each .29 
,; "2H7 7 Prong Each .31 

No.8SM-P 5PC 5 Prong Each .40 

This socket is the 5WC 5 Prong Each .3S 
same as No. 8SM "SSM 8 Pronq Each .44 
shown above except SSM-P S Pronq Each .54 
that it is furnished 
with a mounting "Mtg. Ring included. 
plate. 

PIN PLUGS - JACKS - CONNECTORS - STRIPS - TERMINALS 

~ PHONO PLUGS 
R_C.A. type. For a multitude of 
appHcations: record players, 
auto radios, receivers, recording 
and reproducing equipment, ex .. 
perimental units, etc. Nickel 
plated lis" diameter tube pin. 
Available in two lengths: lo" 
and H". Use No. 13A with type 
8lA and 81B phono jacks. Use 
No. 13E with type 81E extension 
jack. 

SINGLE PHONO JACK 

~ 
Precision engineered 
for many uses, such 

. . as: R.C.A. type re­
I; 0 cording units, re­

- ceivers, and auto 
sets. Sing Ie prong 

positive grip phono jack mount­
ed on i.' chocolate bakelite disc 
with it" mounting centers Use 
Cinch No. 13A phono plug with 
this jack. 

ANTENNA CONNECTOR 

~R', :~t~~~: T;;;e 

• ' ,"':'. , shield9d jack 
, .,. . Stu r d y steel 

):! flange with H·" 
, mtg. centers 

with .136 dia. 
mtg. holes. Solder coated shell, 
'flange and contact. C'ln be 
mounted with screws or rivets. 
Used extensively on auto rl1dios. 
Use Cinch No. 13B antenna plug 

DOUBLE 
PHONO JACK 

Two positive grip 
phono jacks mount­
ed on ;." bakelite 
panel with HI,' 
mounting centers. 
Jacks are spaced 
on V2"centers. Panel 
is IV2" x V2". Used 

on recording units, receivers, 
etc. Use Cinch No. 13A phono 
plug with this jack. 

No. 
13A 
13E 

Description Net Price 
Each $ .04 
Each .04 

No. Net Price with this jack. No. 
SIB 

Net Price 
Each $ .10 SIA Each $ .05 No. Net Price 

Each $ .12 

ANTENNA 
PLUG 

Motorola type. 
Nickel plated l/s" tube pin ex­
tends H" from cadmium plated 
split brass shall whose 8 cut­
ting edges provide positive 
grounded connection when in­
serted into a Cinch No. 81C or 
81F connector. 

ANTENNA CONNECTOR 
Shell Type 

~ ~~m~i~ht N~~c~~ 
without flange. 

This connector may be soldered 
in position. Use Cinch No. 13B 
antenna plug with this jack. 

No. 
l3B 

Net Price No. 
Each $ .12 SIC 

Net Price 
Each $ .07 

SIF 

I .... ) 
INSULATED 
PIN PLUG 

Nickel plated l/S" 
brass tube pin /-s-" long, assem­
bled to H" long fibre insulator. 
May be used with Cinch No. 81A 
and 81B type phono jacks or with 
No_ 49 series contact strips illus­

SHIELDED EXTENSION JACK 

(M . .. "".~".~ 'iih'tmmF 
Cadmium plated brass shell 2;''' 
long with black bakelite insert 
providing insulation for solder 
coated brass positive' grip con­
tact. Use Cinch No. 13E Phono 
plug with this jack. trated on page F-35. 

No. 
13C-I 

Net Price No. 
Each $ .05 SIE 

Net Price 
Each $ .29 

MINIMUM BILLING $25.00 
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• 

RECESSED PLUG 
!1!'!Ii :" Recessed subpanel 

.~ """,' ~ mounting type plug. 
··:~··7,,~ ;:1 Underwater approved 

RECESSED PLUG 

Recessed sub-panel 
mounting type plug 
similar to No. 2RP 
except that the con­
tact is one piece. 

CETRON TUBE SOCKET 
This socket is designed for use 
with Cetron Tubes CE701 and 
CE702 in such applications as 
electric eye doors and motion 
picture projectors. Contacts are 

for 125 Volts 7 am­
peres. Perfect for cur­

rent supply for Television sets. Ilj4" mount­
ing centers. Overall length 1%". Width 
Sja". Body !Iepth 1,4". 
No. 

'2RP 
Net Price Ea. 

$ .15 

Underwriter Approved for 125 Volts 7 am­
peres. Same dimensions as 2RP. 

of special alloy spring brass. May be 
mounted by press fit, gluing or by means 
of mounting ring 2MR. 

Castinq Malerial 
No. 2B2 Black Net Ea. $ .72 

Net Ea. 1.05 No. 2RP-I Nel Ea. $ .07 No. 2M2 Mica 

SINGLE PHONO JACK 

Similar to No. 81A except that 
it has a ceramic bushing and 
three laminated bakelite in­
sulation plates with brass 
mounting plate. Mounting holes 

diameter. Fits No. 13A Phono 

•

" CONNECTOR 
, . PLUG 
~ This plug consists of 

two prongs mounted 
• I~ on a piece of Bake­

lite. The prongs are the same as used in 
No. 2RP-1. Mounting plate is of 1/16" 
natural XP Bakelite 1%" x 3,4". The .135 
mounting holes aTe on 1IA" centers. An 
inexpensive current supply connector for 
TV sets. 

RELAY SOCKET 
A 14 contact relay socket. 
Casting is of mica insu­
lation. Contacts are of 
beryllium copper, silver 
plated with hot tinned 

are 11/64" 
plug. 

tails. Overall length of top mount saddle 
1-11/32". Mounting centers lYe". 

No.8IG Net Ea. $ .20 No. 2FP Net Ea. $ .06 No. 14R8 Net Ea. $ .60 

POWER TRANSISTOR SOCKETS 

No. 2TS-I is rectangular in shape. Top and bottom plates are of 
natural XP Bakelite, vacuum wax impregnated. Contacts are of 
brass, cadmium plated. Formed thread for 6-20 screw .. 104/.110 
dia. hole in C R steel plate. Provides easy attachment to a 
heat sink. ' 
No. 2TS-2 is identical with 24324 except it is equipped with 
integral eyelets for easy assembly to chassis. 
No.2TS-1 
No. 2TS-2 

Net Ea. $ .09 
Ea. .11 

TRANSISTOR SOCKET 

New transistor socket designed to the tri­
angular base layout .2" x .1" (jETEC-30) 
contact centers, as well as the three contact 
In line (.048 x .192 contact centers.) This 

socket was originally designed for all transistor television set; 
however, its future applications are many; industrial communica­
tions, test equipment, bread boar.d circuits, etc. Casting is molded 
of general purpose Bakelite, contacts are of phosphor bronze, 
cadmium plated. 
No. 2TS-4 Net Ea. $ .17 

UNIVERSAL TRANSISTOR SOCKET 

New universal transistor socket for use 
with all transistor bases shown below. 
Casting is of mica filled phenolic (MFE). 

Contacts ore of beryllium copper, gold plated. Cqntacts may be 
used with either one or two sided 1/16" printed circuit boards. 

No. 

TYPE 1 TYPE 2 TYPE " 

~o •• 
.192 

Bose E3·15 

.165 .. . 
re ... 

Bose E3·14 

7-UTS 

-fO ~ .041 .. 
Base E4·31 o 
~~A,~0. 

Sase E3·25 BaseE4·13 

1. .ao0E:] 
TI-·,oo-l 0 

BOME3·~2 Bos.&:4·24 VI ~ 
Net Price Ea. $ .77 

RELAY SOCKET 

This relay socket is molded of mica filled 
phenolic and is attached to the chassis 
with a cold rolled steel clip that is cad­
mium plated. The contacts are of beryl­
lium copper, silver plated P-31-3. The 

mounting clip No. 20731 is furnished with each sockel. This 
socket fits the following relays: Advance MV-2C, AEMCO 
95-3274, Brubaker KlIOA, Filtors P.26.AI.P.6A, G. E. D200A & 
G-203A, Potter & Brumfield SL and Ace Relay No. 50-6-A (single 
contact type). 

,No. 8RS Net Price Ea. $ .46 

HEAT SINKS 

2W-l 2W-2 2W-3 

These hard anodized aluminum insulator wafers are for use with 
'Power Transistors. They have high thermal conductivity, high 
dielectric resistance, high abrasion resistance and high corrosion 
resistance. 

No. Description 

2W-I For Motorola transistor 2N-179, 
2N-176 and 2N-554. Net Ea. $ .25 

2W-2 For Delco transistor 2N-174. Ea. .25 
2W-3 For Texas Instrument transistor 2N-389. Ea. .25 

UNIVERSAL EDGE CONNECTOR 

Cinch universal edge connector. In-
No. 50-6-0 sulation material is of asbestos filled 

Dicrllyl Phthalate. Contacts are of 
phosphor bronze with silver finish followed with a gold flash. 
Made in 6 through 25 contacts. When ordering use center number 
to indicate the number of contacts required. See price sheet for 
prices of eritire series. 

PRINTED CIRCUIT 
EDGE CONNECTOR 

Sinqle contact type 

No. 50-6-A Cinch universal double action con-
tact molded printed wire edge con­

nector. Made in 6 through 25 contacts. Designed for nominal )1,' 
printed wire boards, either single or two sided copper. Insula­
lion material is of glass filled Diallyl Phthalate (type GDI-30 per 
MIL. M-19833). Contacts are of phosphor bronze with Sel-Rex 
gold plate. A No. 20H29401-4 plastic polarizing key is furnished 
with each connector. When ordering, the center number indicates 
the number of contacts required. For instance, a 12 contact con­
nector would be No. 50-12-A. See price sheet for prices of entire 
series. 

PRINTED CIRCUIT 
EDGE CONNECTOR 

Dual contacl type 

No. 50-12A-I Cinch universal double action con-
tact printed wire edge connector. 

Made in 12 through 50 contacts. It is the same as the No. 50-6-A 
except being the dual contact type. A No. 20H29401-4 plastic 
polarizing k~y is furnished with each connector. When ordering 
use the center number to indicate the number of contacts re­
quired. See price sheet for prices. of entire series. 

MINIMUM BILLING $25.00 
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TELEVISION WALL PLATES 
302 SERIES 

The 302 series wall plates 
are made of steel with a 
heavy chrome plate and pro­
vide a convenient junction 
between antenna lead in and 
television set. They all fit a 
standard outlet box. Mount­
ing screws furnished. S-302-
WPC provides connection for 
an tenna . lead in. S-302-4WPC 
provides connections for an­
tenna lead in and up to B 
contact rotor. 
Jones P-302-FHT plug can be 
used for the antenna socket 
and a P-304-FHT or P-30B­
FHT for the rotor socket. 

Net Price Each 
S-302-8WPC S-302-WPC 

S-302-4WPC 
1.79 1.67 1.38 

LOW LOSS POLYSTYRENE 
This plate covers every requirement for 
an up-to-date TV connector. Molded of 
Polystyrene, it assures perfect recep­
tion in fringe areas where low loss is 
of vital importance. One plate provides 
connections for UHF and VHF and has 
a knock out provision for the mounting 
of a standard S-308-AB socket in case a 
rotor is used. Fits a standard outlet box 
or can be attached to the wall. Mount­
ing screws for both the plate and socket 
are furnished. Supplied in brown or 
Ivory. 
Code 
WPI 
WPB 

Color 
Ivory 
Brown 

Net Price Ea. 
$ .98 

.98 

POLYSTRENE PLUG 
The plug is molded of clear polystyrene 
and matches the 300 Ohm transmission 
line assuring maximum performance. 

No. TVP-2 
Net Price Plu,· 

$ .22 

SERIES 101 PLUGS SERIES 201 
The entire No. 101 
Series of Plugs are 
identical with the ex­
ception of the cable 
ferrule which is fur­
nished in four sizes 
as listed below. All 
metal parts are of 
brass. These Plugs fit 
all of the No. 101 
Series Sockets. A low 
loss Plug and Socket 
ideal for high frequency 
Connections. 

Code No. 
P-IOI-I/4" 
P-IOI-.290 
P-IOI-5/16" 
P-IOI-3/8" 
1'-101.1/2" 

ABC 
1-1/4" 3/4" 15/32" 
1-1/4" 3/4" 15/32" 

1-11/32" 27/32" 9/16" 
1-3/16" 1l/16" 7/16" 
1-7/9~ 1-3/8" 1-1/16" 

P-IOI-·II,' 

BRASS SLEEVE-
1101 TINNED 

KNURLED NuT-
" .. 18 THR. 
PLATING-BRIGHT 
NICKEL 
BRASS PllIO BODY­
TIN PLATE 10· 20 MS' 

CERAMIC-STEATITE­
VACUUM WAX IMP 

~'OIA SID QRASS 
TUBE PRONG 
HEAVY SILVER PLATE 

Net Price 
D .- Ea. 
1/4" 9i32" $ .52 
.290 .319 .64 
5/16" lJ/32" .64 
3/8" 13/32" .64 
1/2" 9/16" .71 

P-IOJ-3/a" P-IOl-LIz" 

SERIES 101 SOCKETS 
The No. 101 Series Sockets are furnished in three types as 
shown below. Base is of Brass with Bright Nickel Plated 
finish. Brass contact is Silver Plated. Insulation of low loss 
natural color XXX Bakelite. Meets Navy Specifications. The 
S-101-D is similar to the S-101 except that the Bakelite is 
recessed in the base. S-lOl-D Mod. is the same as S-lD1-D 
except that two sides of the base are milled as shown. 
Mounting Holes No. lOl-No. 41 drill on U" centers. Mount­
Ing holea No. lDI-D .md lDI-D Mod. No. 30 drill on U" 
centers. 

Net Price Each Net Price Each 
$0.46 . $0.71 

Nel Price Each 
$0.71 

(Above Illustrations are Actual Size) 

%"-27 thread. 
PLUGS 

The No. 201 Series Plugs 
are of the same design as 
the No. ·101 but are of 
heavier stock and larger. 
Made in one size only 
with 3fs" ferrule. All metal 
parts are of Brass, same 
finish as No. 101 Series 
and Wax Impregnated 
Ceramic insulation. Over­
all length Itlr". Prong di­
ameter b". Fits only the 
201 Socket. 

Net Price 
Code Ea. 
P-20I-% ............................ $ .82 

SOCKETS 

The 201 Socket is similar to 
the S-101-D except larger. 
Brass base is Bright Nickel 
Plated. Brass contact is Sil­
ver Plated. Insulation is of 
low loss natural color XXX 
Bakelite. 

Mounting holes - No. 30 
drill on I" centers. 

Code 
S-201 

Net Price 
Ea. 

........................ $ .88 

SERIES 202 
PLUGS SOCKETS 

The 202 Series Plugs and Sockets are made in two contacts 
only. Metal parts are of Brass with Bright Nickel Plate. 
Insulation is of Molded Bakelite. Phosphor Bronze "Knife 
Switch" type Socket Contacts engage both sides of flat 
Plug Contacts-double contact area. Formed Fibre linings 
in caps. Polarized. Knurled nut has %"-27 thread. 
Socket Mounting Holes. No. 30 drill on 1" centers. 
The S-202-CCT-THR has been added to this series and when 
used with the P-202-CCT will make an ideal microphone 
connector. 

P-202-CCT-$ .65 
(as shown above) 
S-202·CCT-$ .66 
(Socket instead of 
Plug) 
p-a02-FHT-$ .52 
(Same as above 
less Cable Clamps) 
S-202·FHT-$ .53 
(Same except Socket) 

Net Prices 

S-202-ll-$ .77 
(Socket .for Base 
Mig.) 

P.202·B-$ .74 
(Same as above 
except with Plug) 

s·a02-CCT-THR-$ .88 
(as shown above) 

Used with P·202-CCT 
as an extension 
connection 

MINIMUM BILLING $25.00 
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"t.: CINCH-JONES SALES. DIVISION OF CINCH MANUFACTURING COMPANY 

"300" SERIES PLUGS AND SOCKETS 
General Specifications 

Small in size with good separation between con­
tacts. Made in sizes of 2 to 33 contacts. All Plugs 
and Sockets are polarized so that Plugs of one size 
cannot fit into Sockets of another size. Body of 
Molded Bakelite. Phosphor bronze "knife-switch" 
type Socket contacts engage both sides of flat Plug 
contacts--double contact area. Plug prongs are 
%2" wide by %4" thick. Formed metal caps are 
finished in Black Crystal. Fibre linings for caps 

are also formed. Plugs and Sockets arranged for 
either cap or panel mounting. Two contact Plugs 
and Sockets are round as shown at the right, all 
others are rectangular. Illustrated are the P-302-
CeT and S-302-AB. Standard 24 to 33 contact Plugs 
have a special long polarizing pin in approximate 
center position to assist in correct insertion and 
removal. 

Pluq with Anqle Brackets Socket with Anqle Brackets Pluq with Deep Bracket Socket with Deep Bracket 

P-S06-DB S-S06-DB 
S-S06-AB Net Price Net Price 

No. Contacts Each No. Contacts Each 
P-SOB-AB Net Price P-S02-DB 2 $0.50 S-S02-DB 2 $0.52 

Net Price No. Contacts Each P-SOS-DB S .54 S-SOS-DB ~ .56 
No_ Contacts Each S-S02-AB 2 $0.22 P-S04-DB 4 .58 S-S04-DB 4 .59 

P-S02-AB 2 $0.20 S-SOS-AB S .26 P-SOS~DB 6 .6S S-SOS-DB 6 .67 
P-SOS-AB S .25 S-S04-AB 4 .29 P-S08-DB 8 .S8 S-S08-DB 8 .75 
P-S04-AB 4 .27 S-S06-AB 6 .S6 

P-SI2-DB 12 .80 S-SI2-DB 12 .92 
P-S06-AB 6 .S4 The ten contract is not available in ·this series 
P-S08-AB 8 .40 S-S08-AB 8 .45 
P-SIO-AB 10 .45 S-310-AB 10 .53 Pluq. Flared Hole in .Cap Socket. Flared Hole in Cap P-SI2-AB 12 .50 S-312-AB 12 .62 

Pluq with Flush Plate Socket with Flush Plate 

P-S06-FP 
Net Price 

No. Contacts Each 
P-S02-FP 2 $0.35 
P-30S-FP 3 .S8 
P-S04-FP 4 .41 
P-S06-FP 6 .46 
P-S08-FP 8 .5S 
P-SIO-FP 10 .58 
P-312-FP 12 .63 

Pluq with Recessed Plate 

P-S06-RP 
Net Price 

No. Contacts Each 
P-302-RP 2 $0.40 
P-30S-RP S .4S 
P·S04·RP 4 .47 
P-S06·RP 6 .54 
P-308·RP 8 .62 
P-SIO-RP 10 .72 
P·SI2·RP 12 .79 
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Net Price 
No. Contacts Each 

S-302-FP 2 $0.S5 
S-303-FP S .40 
S-S04-FP 4 .4S 
S-306-FP 6 .49 
S-S08-F·P 8 .58 
S-SIO-FP 10 .67 
S-SI2-FP 12 .75 

Socket with Recessed Plate 

Net Price 
No. Contacts Each 

S-302-RP 2 $0.41 
S-SOS-RP S .46 
S·S04·RP 4 .49 
S·306-RP 6 .59 
S-308-RP 8 .68 
S·SIO·RP 10 .79 
S·312·RP 12 .90 

P-S06-FHT 

No_ 
P-SD2-FHT 
P-303-FHT 
P-3D4-FHT 
P-306-FHT 
P-S08-FHT 
P-SIO-FHT 
P-SI2-FHT 

Net Price 
Contacts Each 

2 $0.S4 
S .S7 
4 .41 
6 .46 
8 .53 

10 .59 
12 .67 

Pluq. Flared Hole in Cap 
and with Latches 

P-S06-FHT-L 
Net Price 

No. Contacts Each 
P-S02-FHT-L 2 $0.46 
P·SOS·FHT-L S .49 
P-S04-FHT·L 4 .5S 
P-S06·FHT-L 6 .59 
P-S08·FHT-L 8 .65 
P·SIO-FHT-L 10 .7S 
P-SI2-FHT-L 12 .79 

MINIMUM BILLING $25.00 

Net 

. S-30B-FHT 

No. Contacts 
S-S02-FHT 2 
S-S03-FHT 3 
S-304-FHT 4 
S-S06-FHT 6 
S-308-FHT 8 
S-SIO-FHT 10 
S-SI2-FHT 12 

Net Price 
Each 
$0.35 

.38 

.41 

.49 

.59 

.68 

.77 

Socket. Flared Hole in Cap 
and with Keepers 

S-S06-FHT-K 

Net Prics 
No. Contacts Each 

S·S02-FHT·K 2 $0.46 
S·SOS·FHT·K 3 .50 
S·S04-FHT·K . 4 .54 
S·S06·FHT-K 6 .62 
S·308-FHT·K 8 .72 
S·SIO-FHT-K 10 .80 
S-SI2·FHT-K 12 .90 
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SECTION 2100 

~t.: CINCH-JONES SALES •• DIVISION OF CINCH MANUFACTURING COMPANY 

Plug, Flared Hole in End 

No. 
P-S06-FHE 
P-30S-FHE 
P-SIO-FHE 
P-3IZ-FHE 

P-306-FHE 
Net Price 

Contacts Each 
6 $0.46 
S .53 

10 _59 
12 .67 

"300" SERIES PLUGS AND SOCKETS 

Socket. Flared Hole in End 

No. 
5-306-FHE 
5-30S-FHE 
5-310-FHE 
5-3IZ-FHE 

5-306-FHE 
Net Price 

Contacts 'Each 
6 $0.49 
8 .59 

10 .6S 
12 .77 

Plug with Angle Brackets 

P-315-AB 
Net Price 

No. Contacts, Each 
P-315-AB IS $0.66 
P-3IS-AB IS .S2 
P-321-AB 21 1.03 

Small size of caps of 302, 303 and 304 will not permit FHE type. P-324-AB 24 1.25 
P-327-AB 27 1.47 
P-330-AB 30 1.69 

Plug, Cable Clamp in Cap Socket, Cable Clamp in Cap P-333-AB 33 1.90 

Plug with End Brackets 

P-S06-CC'f 5-30S-CCT 

Net Price Net Price 
No. ' Contacts Each No. Contacts Each P-315-EB 

P-302-CCT 2 $0.46 5-302-CCT 2 $0.46 Net Price 
P-303-CCT 3 .49 S-303-CCT 3 .50 No. Contacts Each 
P·304-CCT 4 .53 S-304-CCT 4 .54 P-315·EB 15 $0.66 
P-306-CCT 6 .59 S-306-CCT S .62 P-318-EB 18 .82 
P-30S-CCT S .S5 S-308-CCT 8 .72 P-321-EB 21 1.03 
P-310-CCT 10 .73 S-310-CCT 10 .80 P-324-EB 24 1.25 
P-312-CCT 12 .79 S-3IZ-CCT 12 .92 P-327-EB 27 1.47 

P-330-EB 30 1.69 
P-333-EB 33 1.90 

Plug, Cable Clamp in Cap Socket. Cable Clamp in Cap 
and with Latches and with Keepers Plug with Shallow Brackets 

5-306-CCT-K 
Net Price 

P-30S-CCT-L No. Contact$ Each 
Net Price Net Price P-315·5B 15 $0.98 

No. Contacts Each No. Contacts Each P-318-SB 18 1.21 
P-302-CCT-L 2 $0.58 5-30Z-CCT-K 2 $0.59 P-3Z1-5B 21 1.42 
P-303-CCT-L 3 .61 5-SD3-CCT-K 3 .62 P-S24-5B 24 I.S9 
P-304-CCT-L 4 .66 S-SD4-CCT-K 4 .67 P-327-SB Z7 1.90 
P-306-CCT-L 6 .72 S-30S-CCT-K 6 .74 P-330-5B 30 2.17 
P-308-CCT-L 8 .77 S-308-CCT-R: S .83 P-333-5B 33 2.39 
P-310-CCT-L 10 .84 S-310-CCT-R: 10 .94 
P-312-CCT-L 12 .93 S-312-CCT-K IZ 1.03 Plug with Deep Bracket 

Plug, Cable Clamp in End Socket. Cable Clamp In End 

P-315-DB 
Net Price' 

P-30S-CCE S-30S-CCE No. Contacts Each 
P-315-DB 15 $0.98 

Net Price Net Price P-318-DB IS 1.21 
No. Contacts Each No. Contacts Each P-321-DB 21 1.42 

P-306-CCE S $0.59 5-30S-CCE 6 $0.62 P-324-DB 24 1.69 p-30e-CCE S .65 S-30S-CCE 8 .72 P-327-DB 27 1.90 
P-310-CCE 10 .73 5-310-CCE 10 .80 P-330-DB 30 2.18 
P-312-CCE 12 .79 5-312-CCE 12 .92 P-333·DB 33 2.39 

MINIMUMBILUNG $25.00 

Socket with Angle Brackets 

S-315-AB 

Net Price 
No. Contacts Each 

5-315-AB 15 $0.77 
5-3IS-AB 18 .93 
5-321-AB 21 1.15 
5-3Z4-AB 24 1.36 
5-3Z7-AB 27 1.5S 
S-330-AB 30 I.S1 
S-333-AB 33 2.02 

Sockets with End Brackets 

S-3IS-EB 

Net Price 
No. Contacts Each 

8-315-EB 15 $0.77 
5-3 I 8-EB 18 .93 
S-321-EB 21 1.15 
S-324·EB 24 2.27 
S-327-EB 27 2.63 
8-330-EB 30 3.01 
S·333-EB 33 3.36 

5-315-5B 
Net Price 

No. Contacts Each 
5-315·SB 15 $1.10 
5-318-SB 18 1.31 
5-321-SB 21 1.53 
5-324-SB 24 I.SI 
S-327·SB 27 2.02 
S-330-5B 30 2.29 
S-333-SB 33 2.51 

Socket with Deep Bracket 

5-315-DB 
Net Price 

No. Contacts Each 
S-315-DB 15 $1.10 
5·3 I S-DB 18 1.31 
5-321-DB 21 1.53 
5-324-DB 24 1.81 
5-327-DB 27 2.02 
5'330-DB 30 2.29 
5-333-DB 33 2.51 
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~t.: CIIICH-JONES SALES· DIVISION OF CINCH MANUFACTURING COMPANY 

"300" SERIES PLUGS AND SOCKETS 

Plug with Flared Hole in 
Top of Cap 

P·31S·FHT 

Net Price 
No. Contacts Each 

P-31S-FHT IS $0.87 
P-318-FHT 18 1.09 
P-321-FHT 21 1.30 
P-324-FHT 24 1.58 
P-327·FHT 27 1.81 
P-330.FHT 30 2.08 
P-333-FHT 33 2.29 

Plug with Flared Hole in 
End of Cap 

, P.3IS·FHE 

No. 
P-31S-FHE 
P-318-FHE 
P-321-FHE 
P-324-FHE 
P-327-FHE 
P·330·FHE 
P-333·FHE 

Net Price 
Contacts Each 

IS $0.87 
18 1.09 
21 1.30 . 
24 1.58 
27 1.81 
30 2.08 
33 2.29 

Plug. Flared Hole In Top oJ 
Cap with Latches 

P-3IS.FHT·L 

Net Price 
No. Contacts Each 

P-3IS-FHT-L IS SO.98 
P-318·FHT-L 18 1.21 
P-321·FHT-L 21 1.42 
P-324-FHT-L 24 1.70 
P-327-FHT-L 27 1.91 
P-330·FHT-L 30 2.18 
P·333-FHT-L 33 2.40 

Socket. Flared Hole In Top 
of Cap 

S-31S·FHT 

Net Price 
No. Contacts Each 

S·3IS-FHT IS $0.98 
S·318·FHT 18 1.21 
S·321·FHT 21 1.42 
S-324-FHT 24 1.70 
S-327-FHT 27 1.91 
S·330-FHT 30 2.18 
S-333-FHT 33 2.40 

Socket. Flared Hole in 
End of Cap 

No. 
S-3IS-FHE 
S-318·FHE 
S·321·FHE 
S-324·FHE 
S-327-FHE 
S-330-FHE 
S-333-FHE 

S-3IS·FHE 

Net Price 
Contacts Each 

15 $0.98 
18 1.21 
21 1.42 
24 1.70 
27 1.91 
30 2.18 
33 2.40 

Socket. Flared Hole in Top 
of Cap and with Keepers 

S-315·FHT-K 

Net Price 
No. Contacts Each 

S-3IS-FHT-l[ 15 $1.10 
S-318·FHT-B: 18 1.31 
S-321-FHT-K 21 1.53 
S-324·FHT-K 24 1.81 
S-327'FHT·K 27 2.03 
S-330-FHT·B: 30 2.30 
S-333·FHT-K 33 2;S2 

Plug. Cable Clamp in 
Top of Cap 

P·31S·CCT 

No. 
P-31S·CCT 
P-318·CCT 
P·321·CCT 
P-324-CCT 
P-327-CCT 
P·330-CCT 
P·333-CCT 

Net Price 
Contacts Each 

IS $1.03 
18 1.25 
21 1.47 
24 1.73 
27 1.97 
30 2.92 
33 2.45 

Plug. Cable Clamp in 
End of Cap 

P·31S·CCE 

No. 
P-3IS-CCE 
P·318·CCE 
P-321-CCE 
P·324·CCE 
P-327-CCE 
P·330-CCE 
P·333·CCE 

Net Price 
Contacts Each 

15 $1.03 
18 1.25 
21 1.47 
24 1.73 
27 1.97 
30 2.29 
33 2.45 

Plug. Cable Clamp In Top 
of Cap and with Latches 

P·31S·CCT-L 
Net Price 

No. Contacts Each 
P·31S·CCT·L 15 $1.15 
P·318·CCT·L' 18 1.36 
P·321·CCT·L 21 1.58 
P·324·CCT·L 24 1.86 
P·327·CCT-L 27 2.08 
P-330·CCT·L 30 2.40 
P·333·CCT·L 33 2.57 

MINIMUM BILLING $25.00 
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Socket. Cable Clamp in 
Top of Cap 

S-31S·CCT 

No. 
S-3IS-CCT 
S·31S·CCT 
S-321·CCT 
S·324·CCT 
S·327·CCT 
S·330·CCT 
S-333-CCT 

Net Price 
Contacts Each 

15 $1.15 
18 1.36 
21 I.S8 
24 1.86 
27 2.08 
30 2.40 
33 2.57 

Socket. Cable Clamp in 
End of Cap 

No. 
S·3IS·CCE 
S·318·CCE 
S·321-CCE 
S-324·CCE 
S·327·CCE 
,S·330·CCE 
S·333·CCE 

S-3IS·CCE 

Net Price 
Contacts Each 

15 $1.15 
18 1.36 
21 I.SS 
24 1.86 
27 2.08 
30 2.40 
33 2.57 

Socket. Cable Clamp In Top 
of Cap and with Keepers 

Net Price 
No. Contacts Each 

S·3IS-CCT-X IS S1.26 
S-3IS·CCT-X 18 1.48 
S-321·CCT-K 21 1.70 
S·324-CCT·l[ 24 1.97 
S·327-CCT-X 27 2.18 
S-330·CCT·X 30 2.51 
S·333·CCT-K 33 2.67 
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SECTION 2100 

.. t.: CINCH-JONES SALES· DIVISION OF CINCH MANUFACTURING COMPANY 

"400" SERIES PLUGS AND SOCKETS 
(Formerly "Heavy Duty") 

General Specifications 

Made in 2, 4, 6, 8, 10 and 12 contacts. All Plugs and Sockets 
are polarized. Body of molded Bakelite. Phosphor bronze 
"knife-switch" type Socket contacts enoaoe both sides of 
flat Plug Contacts-double eon tact area. Plug prongs are 
v.' wide by n," thick. Caps are finished in Black Crystal 
and eauipped with fibre lining. Plugs and Sockets arranged 
for cap or panel mounting. 

Note: Standard angle brackets cannot be attached to S-402-AB 
due to narrow block and insufficient material for screw 
threads. A special bracket is supplied (Type 46) See illustra­
tion. The Socket fits into this bracket which is attached 10 

panel. 

P-406-LAB 

P-406-SB 

P-406-DB 

PLUG - Less Angle 
Brackets 

Drilled and Tapped Unless Otherwise 
Specified 

Net Price 
Code Contacts Each 

P-40Z-LAB 2 $0.28 
P-404-LAB 4 .38 
P-406-LAB 6 .50 
P-408-LAB 8 .61 
P-410-LAB 10 .73 
P-4IZ-LAB IZ .84 

PLUG - With Angle 
Brackets 

Net Price 
Code Contacts Each 

P-402-AB 2 $0.50 
P-404-AB 4 .61 
P-406-AB 6 .73 
P-408-AB .84 
P-410-AB 10 .95 
P-4IZ-AB IZ 1.05 

PLUG - With 
Shallow Bracket for 

Flush Mounting 
Net Price 

Code Contacts Each 
P-40Z-SB 2 $0.61 
P-404-SB 4 .78 
P-406-SB 6 .95 
P-408-5B 8 I.IZ 
P-410-5B 10 1.28 
P-412-SB IZ 1.45 

PLUG - With Deep 
Brackets for Recessed 

Mounting 
Net Price 

Code Contacts Each 
P-402-DB 2 $0.61 
P-404-DB 4 .78 
P-406-DB 6 .95 
P-408-DB 8 1.12 
P-410-DB 10 1.28 
P-412-DB 12 1.45 

Check the No. 2400 Series PluQS 
and Sockets listed on pages F-4~ 
and F-43 which are similar to the 
400 Series except their design in­
creases the creepage distances 
and therefore can take hiaher 
volta",es. 

S-406-LAB 

5-406-AB 

5-406-SB 

S-406-DB 

5-402-AB (No. 46 Brackel) 

SOCKET - Less Angle 
Brackets 

Drilled and Tapped Unles. Otherwise 
Specified 

Net Price 
Code Contacts Each 

S-40Z-LAB Z $0.34 
S-404-LAB 4 .50 
5·406-LAB 6 .74 
5-408-LAB 8 .84 
S-410-LAB 10 1.00 
S-412-LAB 12 1.16 

SOCKET - With Angle 
Brackets 

Net Price 
Code Contacts 

S-40Z-AB Z 
S-404-AB 4 
S-406-AB 6 
S-408-AB 8 
S-410-AB 10 
S-4IZ-AB IZ 

SOCKET - With 
Shallow Bracket for 

Flush Mounting 

Each 
$0.56 

.73 

.89 
1.05 
1.23 
1.39 

Net Price 
Code Contacts 

S-402-SB 2 
5-404-5B 4 
5-406-SB 6 
S-408-SB 8 
S-410-SB 10 
5-412-SB 12 

SOCKET - With Deep 
Bracket for Recessed 

Mounting 

Each 
$0.67 

.89 
I.IZ 
1.33 
1.55 
1.77 

Net Price 
Code Contacts Each 

5-40Z-DB 2 $0.67 
S-404-DB 4 .89 
S-406-DB 6 1.12 
S-408-DB 8 1.33 
S-410-DB 10 1.55 
S-412-DB IZ 1.77 

MINIMUM BILLING $25.00 
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P-406-FHT 

P·406·FHE 

P-406-CCT 

P-406-CCE 

PLUG - With Flared Hole 
in Top 

Net Price 
Code No. Contacts Each 
P-402-FHT 2 $0.56 

P-404-FHT 4 .73 

P-406-FHT B .89 

P-408-FHT 8 I.OS 

P-410-FHT 10 1.22 

P-412-FHT 12 1.38 

PLUG - With Flared Hole 
in End 

Net Price 
Code No. Contacts Each 

P-402-FHE 2 $0.56 

P-404-FHE 4 .73 

P-406-FHE 6 .89 

P-408-FHE 8 1.0f' 

P-410-FHE 10 1.22 

P-412-FHE 12 1.38 

PLUG - With Cable Clamp 
in Top 

Net Price 
Code No. Contacts Each 
P-402~CT 2 $0.78 

P-404-CCT 4 .95 

P-406-CCT 6. 1.12 

P-408-CCT 8 1.27 

P-410-CCT 10 1.43 

P-412-CCT 12 1.60 

PLUG - With Cable 
Clamp in End 

Code No. 

P-402-CCE 

P-404-CCE 

P-406-CCE 

P-408-CCE 

P-410-CCE 

P·412-CCE 

Net Price 
Contacts Each 

2 $0.78 

4 .95 

6 1.12 

8 

10 

12 

1.27 

1.43 

1.60 

S-406-FHT 

S-406-FIIE 

S-406-CCT 

S-406·CCE 

MINIMUM BILLING $25.00 
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SOCKET - With Flared Hole 
In Top 

Net Price 
Code No. Contacts Each 
S-402-FHT 2 $0.62 
S-404-FHT 4 .85 

S-406-FHT 8 1.06 

S-408-FHT 8 1.28 

5-410-FHT 10 1.51 

5-412-FHT 12 1.73 

SOCKET - With Flared Hole 
in End 

Net Price 
Code No. Contacts Each 

S-402-FHE 2 $0.62 

S-404-FHE 4 .85 

5-406-FHE 6 1.06 

S-408-FHE B 1.28 

5-410-FHE 10 1.51 

S-412-FHE 12 1.73 

SOCKET - With Cable Clamp 
In Top 

Net Price 
Code No. Contacts Each 

S-402-CCT 2 $0.85 

S-404-CCT 4 1.06 

S-406-CCT 6 1.28 

S-40B-CCT 8 1.51 

S-410-CCT 10 1.73 

S-412-CCT 12 1.95 

SOCKET - With Cable 
Clamp in End 

Code No. 

S-402-CCE 

S-404-CCE 

S-406-CCE 

S-408-CCE 

5-410-CCE 

5-412-CCE 

Contacts 

2 

4 

6 

8 

10 

12 

Net Price 
Each 

$0.85 

1.06 

1.28 

1.51 

1.73 

1.95 
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"2400" SERIES PLUGS AND SOCKETS 

The 2400 Series Plugs and Sockets are designed fqr highest 
electrical and mechanical efficiency, and although they 
carry the same rating as the 400 Series, they will actually 
handle considerably higher currents due to their improved 
construction. 
An entirely new type of socket contact 
has been designed. Four individual 
flexing surfaces make positive contact 
over practically their entire length. 
Note in the illustration how they exert 
maximum pressure at every point. Also 
note unique method of anchoring ter­
minals in the block-they cannot be 
movlld up or down. 
This design provides greater contact 
surface, increased pressure, with 
smoother action. 
Socket contacts are of phosphor 
bronze, cadmium plated. Male con­
tacts are of heavy brass 1/4 "xn-", cad-
mium plated. 

J, ~ ~ If._ I\WII ~~. 

7 ~tr (} 10 1: ~ 2 

I ~'l (~1t r~.1 
,~ , 

~~!I 
7 '8 ~9 '0. '-'2 - """'--~ ~-~ 

Solder connecting side of Plug 
Body showing Recessed Pock­
ets with Barriers around con­
tacts. Plug contacts are also in 
Recessed Pockets on opposite 
side. 

Solder connecting side of 
Socket Body showing Recessed 
Pockets with Barriers around 
contacts. Socket contacts are 
also in Recessed Pockets on 
opposite side. 

PLUG-Less Mountinq Bracket 

P-2406 

PLUG-With 

P-2406-SB 

Drilled and Tapped Unless Otherwise 
Specified 

Code 
P-2402 
P-2404 
P-2406 
P-2408 
P-2410 
P-2412 

Shallow Bracket 

Code 
P·2402-SB 
P-2404-SB 
P-2406-SB 
P-2408-SB 
P-2410-SB 
P-2412-SB 

Contacts 
2 
4 
6 

10 
12 

Net Price 
Each 
$0.38 

.50 

.62 

.75 
.87 

1.01 

for Flush Mountlnq 

Net Price 
Contacts Each 

2 $0.67 
4 .79 
6 .92 

1_04 
10 1.19 
12 1_31 

PLUG-With Deep Bracket for Recessed Mountinq 

Net Price 
Code Contacts Each 

P-2402-DB 2 $0.74 
P-2404-DB 4 .85 
P-2408-DB 6 .97 
P-2408-DB 8 1.10 
P-2410-DB 10 1.24 
P-2412-DB 12 1.37 

P-2406-DB 

The contact to contact, and contact to ground distance has 
been considerably increased by mounting the contacts into 
recessed pockets with a Bakelite barrier surrounding and 
extending above. This method is used on both the top and 
bottom sides of both plugs and sockets, greatly increasing 
the leakage path. 

The outside dimensions of corresponding plug and socket 
bodies are the same and can, therefore, be changed from 
brackets to caps, or vice versa. 

Two styles of brackets are furnished "SB" (shallow bracket) 
for flush mounting and "DB" (deep bracket) for recessed 
mounting. Caps are furnished with flared hole in top or end, 
or with cable clamps in top or end. Unless otherwise speci­
fied tl-.3 following size cable entrance holes will be supplied: 

2402-%" 2406-"1\-" 2410-y\" 
2404--iu-" 2408-!s" 2412-%" 

As noted above, the 2400 Series is furnished in 2, 4, 6, 8, 10, 
and 12 contacts. All plugs and sockets are polarized. 

Plug and socket bodies are of molded Bakelite. The fibre 
linings in the caps are the same for both plugs and sockets. 

A shoulder extends around the face side of plug and socket 
presenting a finished appearance when mounted in bracket 
or cap. 

On account of this shoulder extending around the entire face 
of the body blocks, angle brackets cannot be used with the 
2400 Series Plugs or Sockets. 

The entire 2400 Series is interchangeable with the 400 Series 
as 2400 Plugs fit corresponding 400 Sockets, and 400 Plugs 
fit corresponding 2400 Sockets. 

SOCKET-Less Mountinq Bracket 
Drilled and Tapped Unless Oherwise Specified 

Net Price 
Code Contacts Each 

S-2402 2 $0.43 
S-2404 4 .57 
S-2406 6 .69 
S-2408 8 .83 

S-2406 S-2410 10 .96 
S-2412 12 1.10 

SOCKET-With Shallow Bracket for Flush Mountinq 

S-2406-SB 

S-2406-DB 

Net Price 
Code Contacts Each 

S-2402-SB 2 $0_74 
S-2404-SB 4 .86 
S-2406-SB 6 1.00 
S-2408-SB 8 1.14 
S-2410-SB 10 1.28 
S-2412-SB 12 1.42 

SOCXET-With Deep 
Bracket for Recessed 

Mountinq 
Net Price 

Code Contacts Each 
S-2402-DB 2 $0.79 
S-2404-DB 4 _93 
S-2406-DB 6 1.04 
S-2408-DB 8 1.20 
S-2410-DB 10 1.34 
S-2412-DB 12 1.48 

MINIMUM BILLING $25.00 
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SECTION 2100 

.t.: CIIICH-JOIES SALES· DIVISION OF CINCH MANUFACTURING COMPANY 

"2400" SERIES PLUGS AND SOCKETS 

PLUG-With Flared Hole In Top SOCKET-With Flared Hole In Top 

Net Price Net Price 
Code No. Contacts Each Code No. Contacts Each 

P-2402-FHT 2 $0_74 8-240Z-FHT Z $0_79 

P-2404-FHT 4 _85 8-2404-FHT 4 .93 

P-2406-FHT 6 .97 8-Z406-FHT 6 1.04 

P-240B-FHT B 1.10 8-240B-FHT B 1.20 

P-2410-FHT 10 1.24 8-2410-FHT 10 1.34 

P-24IZ-FHT 12 1.39 S-2406-FHT 8-Z4IZ-FHT 12 1.4B 
P-2406-FHT 

PLUG-With Flared Hole In End SOCKET-WIth Flared Hole in End 

Net Price Net Price 
Code No. Contacts Each Code No. Contacts Each 

P-Z40Z-FHE Z $0.74 8-Z402-FHE 2 $0.79 

P-Z404-FHE 4 .B5 8-Z404-FHE 4 .93 

P-Z406-FHE 6 .97 8-2406-FHE 6 1.04 

P-Z40B-FHE 8 1.10 8-240B-FHE 8 I.ZO 

P-2410-FHE 10 1.24 8-2410-FHE 10 1.34 

P-Z412-FHE IZ 1.39 S-Z406-FHE 8-Z4IZ-FHE 12 1.4B 
P-Z406-FHE 

PLUG-WilhCable Clamp in Top SOCKET-With Cable Clamp in Top 

Net Price Net Price 
CadeNo. Contacts Each Code No. Contacts Each 

P·Z40Z-CCT 2 $0.95 8-Z40Z·CCT 2 $1.02 

P-Z404·CCT 4 1.07 8-2404·CCT 4 1.14 

P·Z406·CCT 6 1.20 8·Z406·CCT 6 I.Z7 

P·240B·CCT 8 1.31 8-240B·CCT B 1.41 

P·2410·CCT 10 1.45 8-2410-CCT 10 1.55 

P-Z412-CCT 12 1.80 8-2412-CCT lZ 1.70 
8-2406·CCT 

P·Z406·CCT 

PLUG-With Cable Clamp in End SOCKET-With Cahle Clamp in End 

Net Price Net Price 

Code No. Contacts Each Code No. Contacts Each 

P·240Z·CCE Z $0.95 8-Z40Z-CCE Z $1.02 

P-2404-CCE 4 1.07 8-2404-CCE 4 1.14 

P-2406-CCE 6 I.ZO 8-Z406·CCE 6 1.27 

P-Z40B-CCE B 1.31 8·2408·CCE B 1.41 

P-Z410·CCE 10 1.45 8-2410-CCE 10 1.55 

P-Z4IZ-CCE IZ 1.60 8-Z4IZ-CCE IZ 1.70 
S-2406·CCE 

P-2406·CCE 

MINIMUM BILLING $25:00 
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SECTION 2100 

.t.: CINCH-JONES SALES • DIVISION OF CINCH MANUFACTURING COMPANY 

"500" SERIES PLUGS AND SOCKETS 

Designed for 3,000 volts and :;:5 amperes per contact. Circuit characteristics, however, may alter this rating one 
way or the other. 

Long leakage path from terminal to terminal, and terminal to ground. Contacts are brass and phosphor bronze, 
silver plated. Metal parts of caps and brackets are steel, parkerized (rust-proofed). Plug and socket blocks are 
interchangeable in caps and brackets. 

All sizes are polarized in a manner to prevent a smaller plug being inserted in a larger socket. Thus different 
sizes may be used on one installatior, without danger of making wrong connections. 

Extreme care has been taken to make terminal connecti ons under cap very accessible both for original wiring 
and subsequent inspection. The cap is insulated with canvas bakelite. Plug prong cross section h" x 1..". 
IMPORTANT: For safety with high voltages DEEP BRACKETS should always be used on one plug or socket, 
when the other plug or socket has a CAP. SHALLOW BRACKETS are for use only in connecting two units, each 
unit having plug or socket with SHALLOW BRACKET. 

P·506·CE 
(Plug with Cap) 

(BX Clamp shown 
but not furnished) 

S·SOS-DB 
(Socket with Deep Bracket) 

LOCKS FOR 500 SERIES 
PLUGS AND SOCKETS 

No. 500·t Locks 

Locks shown above are used in con­
nection with any DEEP BRACKET and 
cap combination. 

The locks securely hold the units to­
gether, but they can be released in­
stantly. 

The mounting plates are made to fit 
all DEEP BRACKETS, and are fastened 
by the same screws or rivets that hold 
the deep brackets to the panel. Can 
not be used on shallow brackets. Sold 
in pairs only. 

© U.C.P., Inc. 

S-SOS·CE 
(Socket with Cap) 

P·506·DB 

Cable entrance: Because of the great 
variation in type and size of cables, we 
have considered it best not to supply 
cable clamps of any kind. The cap end 
is made to accommodate standard BX 
clamps which may be obtained at any 
electrical jobbing house. The cap end 
will be furnished with round hole from V2" 
diameter and 11;4" diameter in steps of Va", 
if the size required is given on order. If 
no size is given, plain cap end with center 
punch locating center will be shipped. 

P-SOS-SB 
(Plug with Shallow Bracket) 

(Plug with Deep Bracket) 

S·506·SB 
(Socket with Shallow Brackel) 

PLUG PLUG PLUG 
With Cap With Deep Bracket With Shallow Brackel 

Net Price Net Price Net Price 
Code Contacts Each Code Contacts Each Code Contacts Each 

P·S02·CE 2 $2.53 P-S02.DB 2 $2.23 P·S02·SB 2 $2.23 
P·S04·CE 4 3.64 P·S04·DB 4 '3.19 P·S04-SB 4 3.19 
P·S06·CE 6 4.75 . P·S06-DB 6 4.14 P·S06·SB 6 4.14 
P·S08·CE 8 5.86 P·S08·DB 8 5.11 P·S08-SB 8 5.11 
P·SI0·CE 10 6.97 P·SI0·DB 10 6.07 P·SIO·SB 10 6.07 
P·SI2·CE 12 8.08 P·SI2·DB 12 7.03 P·SI2·SB 12 7.03 

SOCKET SOCKET SOCKET 
With Cap With Deep Bracket With Shallow Bracket 

Net Price Net Price Net Price 
Code Contacts Each Code Contacts Each Code Contacts Each 

S-S02·CE 2 $2.53 S·S02.DB 2 $2.23 S·S02·SB 2 $2.23 
S·S04-CE 4 3.64 S-S04·DB 4 3.19 5-S04·SB 4 3.19 
S·S06-CE 6 4.75 S·S06·DB 6 4.14 S·S06-SB 6 4.14 
S-S08·CE 8 5.86 S·S08·DB 8 5.11 S·S08-SB- 8 5.11 
5-S10·CE 10 6.97 5-S10·DB 10 6.07 S·SI0·SB 10 6.07 
S-S12-CE 12 B.OB 5-5 12.DB 12 7.03 S-SI2·SB 12 7.03 

MINIMUM BILLING $25.00 
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SECTION 21 

I-I-HOOKs 
A Revolutionary Concept in 

Test Connectors! 

MODERN DESIGN ASSURES 
SAFER ~ FASTER -

MORE POSITIVE 
CONNECTIONS 

By utilizing a HOOK (the handiest connec­
tor ever devised) and an insulated FOOT 
(to hold it firmly in place) E-Z-HOOKs pro­
vide quick, easy connections and eliminate 
costly delays, shorts and intermi"ents. 
POSITIVE GRIP - NO SLlP.E-Z-HOOKs 
will save many hours in engineering de­
sign, bre.ad-boarding, trouble shooting 
and test set-ups. 

AMAZING NEW E~Z.HOOK "NAIL" CLIP 
Drives Into wood with a HAMMERli 

The new E·Z·HOOK Nail Clip i. especially, designed to provide a 
quick, convenient terminal for Breadboard Layouts, Demonstration 
Boards, and Experimental Hookups built on plywood or similar 
material. Ideal. too. for us. on HARNESS BOARDS. The positive 
clamping action of the E-Z-HOOK connector and the time-saving 
"drive-in" design is an ideal combination for use in making all 
kinds of Harness Cable Assemblies. 

HERE'S HOW THE E-Z-HOOK WORKS: 

TO ATTACH: 

1. Simply place the "foot" on 
the Te.t Spot. 

2, Exert a Islight forward pr.s­
lure. 

3. Release - and you have a 
vise-like grip that won't 
slip. 

TO RELEASE: Just push slightly and turn. 

USE THEM TIME AFTER TIME 
FOR POSITIVE GRIP - NO SLIP 
Every E-Z-HOOK product is fully insulated. A Nylon sliding safety 
shield provides maximum protection against adiacent shorts and allows 
positive connections anywhere, even on flat, large or irregular test spots. 

EASI EST OF ALL CONNECTORS TO _ USE: E-Z-HOOKs are 
self-adlusting for quick. positive connections. Their small, 
compact cle.ign, and lliding action, permits reaching 
crowded 'spotl - even deep in a chassis. So the hands 
remain in the open, safe from shocks. Made of durable 
stainleu steel and Nylon* - E-Z-HOOKs are built to last 
and are fully guaranteed to give satisfactory service. 
Always use E-Z-HOOKs when you need safe - fast -
positive connections. 

ADVANTAGES, Quick and easy to drive into board 
with E·Z·HOOK Driving Tool. Can, be readily pulled 
out and used over and over. Will n~t bend, nick or 
"balloon" the wire ends. Engineering changes in lead 
layout and connections eosy to make. No drilling or 
counter~borin9 required, even on boards with Masonit_ 
overlays. Finger tip operation, no tools needed '0 
operate. Nylon insulation minimizes danger from shock 
and shorts. 
No. 11-1 E-Z-HOOK "NAIL" CLiP ....... N.t ea. 27c 
No. T-2D E-Z-HOOK "NAIL" CLIP 

'w' Noll Connector 
Plywood Actual Size 

DRIVING TOOL ...................... Net ea. 35c 
11001 free with order of 50 Nail Clips or more. I 

I' Driven Into __ ..+ _____ !:r~ __ 

E-Z-HOOK CLIP TEST CONNECTORS E-Z-HOOK CUSTOM TEST PROBE 
Specially designed for jumper leads, ground cannectors and leads on all 
types of equipment. Assembly is quick and easy. 

Actual 
Size 

To ,emove body insulator. simply squeeze at A & B (Fig. 1). Pull firmly 
on insulator C. This will re.move cover from connector (fig. 21. 

Now a positive, trouble~free solder connection can be made to the 
lead - indicated in Fig. 3. The joint is wrapped as in Fig. 3 - and 
~ron Qr dip soldered. This method of attaching the lead relieves str.~in -
increasing test lead life. To reassemble, simply slide the two units 
together. eo1ors: re:d, black, blue, green, orange and yellow. 

--~ , Rg.t 

3 

No. 61-1 E-Z-HOOK CLIP (Stondardl ...•.......... Net ,a. 49c 

No. 61-2 E-Z-HOOK CLIP 
(Gold-plated for guided missile work. etc.I .... N.t '0. 65c 

E-Z-HOOK SUB CONNECTOR 
Designed for temporary lead connections, substitute checks, experimental 
hookups .• tc. 

By making connections without sol·dering you save time, save wear and 
tear, eliminate solder tacking a"d reduce salvoge. When this dual con~ 

nectar is utilized, bur~t insulation, lead twisting and frayed wires ore· 
eliminated. Parts and circuitry stay clean. and new-looking and Test setups 
are mode easier and foster. Colors:. red, black, blue, green, orange and 
yellow for. eosy leodl identification .. 

No. 71-1 I-Z-HOOK SUB ............ Net ea. 69c 

Designed with a built~jn terminal board for ease in making your own spe .. 
cial test probe assemblies. 

·The positive grip, plus the sliding· safety shield make this ideal for use on 
Electronic Test leads. 1t is fast, efficient and sale. The built~jn terminal 
board with special mounting lugs, makes it easy to make your own special 
test probe assemblies in minutes. A tenHsf'screw-on cover protects com .. 
ponents and gives easy access to the terminal board. It is ideal for use 
with scopes~ yolt-ohm-meters, signal tracers, signal generators, substitution 
boxes, etc. It soves money in experimenting and servic;ing because it 
ma~es testing faster, easier and· safer. Comes in red, green, blaclc, blue, 
silver and orange. 

lei Built .. in Terminal Board with 
Sp.cial Mounting Lugs 

54-1 E-Z-HOOK CUSTOM PROBE .......................................... Net ea. 1.39 

54-2 E-Z-HOOK CUSTOM PROBE (Gold-plated for guided 
mls.lle work and other special prolectsl .......................... Net ea. 1.55 

E-Z-HOOK TIP ADAPTER 
Designed to convert test prods to self·holding connectors. 

Actual 
Size 

Because the tip ADAPTER makes a test prod self~holding, hailds are freed. 
Also, the sliding safety shield permits 'getting in close without shorting. 
The tip ,lips on or oft easily. and has a special spring chuck IFig. 5) to 
hold it firmly on the prod. Available. in red, black, blue, green, oronge 
and yellow. 

Fig. 5 

No. 55-0 E-Z-HOOKTIP ••. 
NEEDLE POINT (.06O'·I ........ N.t ea. 89c 

No. 56-1 E-Z-HOOK TIP,. • • 
STANDARD 1.080"1 .•.......•.... Net ea. 1ge 

No. 59-4 E-Z-HOOK TIP ••. 
BANANA ............ .-................ Net ea. 69c 

E·Z·HOOKS ARE AVAILABLE AT ALL LEADING PARTS DISTRIBUTORS = ........... 
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SECTION 2100 

RELAY SOCKET 
Contact Material: Beryllium 
Copper. Silver Plated Gold 
Flashed • 

BASE SHIELD AND SADDLE TYPE MILITARY SOCKETS 
PER SPECIFICATION MIL·S·12883A 

Saddles and base shields are tin lead-solder 
plated. Contacts are phosphor bronze, silver 
plated, tin dipped. Beryllium copper contacts 
available at slight increase in cost. Octal sockets 
available with or without tap bushings. 

Part No. 

235PHSPTD 
238PHSPTD 
169PHSPTD 
176PHSPTD 
335PHSPTD 
336PHSPTD 

338PHSPTD 
337PHSPTD 

Designation Net Ea. 
Description per 1- 25· 

MIL-S-12883A 24 99 
7·Pin Mica 
7 ·Pln Ceramit 
9·Pin Mica 
9·Pin Ceramic 
Octal Mica 
Odal Mica with 

Bushings 
Octal Ceramic 
Octal Ceramic 

with Bushings 

TSI02POI .24 .20 
TSI02COI .32 .29 
TSI03POI .26 .22 
TSI03COI .42 .38 
TSI01POI ;32 .29 

TSI0IP02 .51 .44 
TSI0ICOI .55 .48 

TSI01C02 .74 .64 

"B" SERIES 
AUDIO PLUGS, 
RECEPTACLES 

Part No. Description 

'983PHSPTD 7·Pin Mica 
·982PHSPTD 7·Pin Ceramic 
'987PHSPTD 7·Pin Mica 
°986PHSPTD 7 ·Pin Ceramic 
'985PHSPTD 9·Pin Mica 
'984PHSPTD 9·Pin Ceramic 
°989PHSPTD 9·Pin Mica 
·988PHSPTD 9·Pin Ceramic 

Designation 
per 

MIL-S-12883A 24 
TSI02P02 .21 
TSI02C02 .34 
TSI02P03 .21 
TSI02C03 .33 
TSI03P02 • 22 
TSI03C02 .36 
TSI03P03 • 27 
TSI03C03 .36 

° Saddle TJpe 

TUBE SHIELDS PER JAN S28A 

Military Net Ei. 
Part Desig- 1- 25· 
No·. Description nation 24 99 

121 7·Pln Shield 1·3/8" TSI02UOI .15 .13 
120 7·Pin Shield 1.%" TSI02U02 .IS .14 
149 7·Pin Shield 2·%" TSI02U03 .19 .IS 
193 9·Pin Shield 1·%" TSI03UOI .18 .IS 
191 9·"in Shield 1·15/1S" TSI03U02 .18 .IS 
195 9·Pln Shield 2·3/8" TSI03U03 .22 .19 

MILITARY CRYSTAL SOCKET 
MIL Crystal Socket with Phosphor Bronze Silver 
.Plated Contacts and Ceramic Grade L5 Glazed 
Insulator . 

Model, 

430PHSPTD 

Military 
Designation 

TS0205COl 

Net Ea . 
1-24 25-99 

.14 .12 

AUDIO PLUGS, •... I{ I "EL" SERIES ~ 

RECEPTACLES 
B2210, Cable Connectors, Female B2211, Panel Connectors, Female EL2213, Panel Connectors, Male EL2214, Ceble Connectors, Female 

Net Ea. Net Ea. Can· Net Ea. Can· Net Ea. 
Model Contacts 1·9 10·24 Model Contacts 1-9 10-24 Model tacts 1-9 10-24 25-99 Model tacts 1-9 10-24 25-99 

B2210·3 3 3.78 3.40 B2211·3 3 3.21 2.89 EL2213-3 3 .72 .S5 .60 EL2214·3 3 .93 .84 .78 
B2210·4 4 3.99 3.59 B2211-4 4 3.39 3.05 EL2213·4 4 1.02 .92 .85 EL2214-4 4 1.29 US 1.08 

B2212, Cable Connectors, Male B2209, Panel Connectors, Male EL2215, Panel ~nnectors, Female EL221S, Cable Connectors, M.le 

Model Contacts 

B2212·3 3 
B2212·4 4 

Net Ea. 
1-9 10-24 Model 

3.09 2.78 B2209-3 
3.18 2.86 B2209-4 

RIGHT-ANGLE 
PRINTED 
CIRCUIT SOCKETS 
With Continuous 
Contacts 

Net Ea. 
Model 1· 100· 

99 249 

7-Pin Without Shield Base 4006·1-EG·I/16 
7-Pin With Shield Ba.. 4007·1.EG·l/16 
9·Pin Without Shield Ba .. 4008·1.EG.l/16 
9·Pin With Shield Base 4009·1·EG·l/16 
EG=Glass Filled Epoxy Board 

.98 .48 
1.16 .57 
1.04 .51 
1.25 .61 

Sockets can be provided to fit 1/16. 3/32 or 1/8 
thick chassis. 

TRANSISTOR TYPE 
SUBMINIATURE 
SOCKETS 
3-Pin Point & JlJnction Type (Mica 
Filled Insulator Material) 

Net Ea. 
Model 1·24 25·99 
799BC .17 .15 
4-pin Linotetrar Type (Mica Filled 
Insulator Material) 
803BC .17 .15 
Mig. Ring for Above 

Net Ea. 
Model 1-24 25-99 
717 .03 .02,/. 

Contact Material - Beryllium Copper. Silver Plated_ 
Gold Flashed. 

Net Ea. Con-
Contacts 1-9 10-24 Model tacts 1-9 

3 
4 

1.68 1.51 EL2215·3 3 .93 
1.80 1.62 EL2215·4 4 1.29 

STANDOFF 
PRINTED CIRCUIT 
SOCKETS 

7 and 9-Pin UHF standoff for surface mounting 
in printed circuit applications. Insulator Mate­
rial: Low-loss Mica·filled Phenolic; Contact 
Material: Phosphor Bronze. Silver Plated and 
Tin-Dipped. . 

Model 

3701PHSPTD 
3901PHSPTD 

Model 
No. 

929,7-Pin 
930,7-Pin 
931, 7-Pin 
932,9-Pin 
933,9·Pin 
934,9-Pin 

Description 

7·Pin Mica 
9·Pin Mica 

Net Ea. 
1-24 25·99 

.14 .11 

.15 .13 

CORRUGATED 
INSERT FOR 
JAN SHIELDS 
Cad. Plate. Beryllium 
Copper. Matte Black Fin· 
ish. 

U~e with 
Jan Shield 
TSI02UOI 
TSI02U02 
TSI02U03 
TSI03UOI 
TSI03U02 
TSI03U03 

Net Ea. 
1-24 25·99 
.18 .16 
.21 .18 
.26 .23 
.22 .19 
.27 .24 
.32 .28 

Net Ea. Con- Net Ea. 
10-24 25-99 Model tacts 1-9 10-24 25-99 . 

.84 .78 EL2216-3 3 .90 .81 .75 
1.16 1.08 EL2216-4 4 1.20 1.08 1.00 

SERIES 3300 
COMBINATION 
TRANSISTOR 
SOCKETS ?~ 

For .016" and .030" DIA. PINS 

A. B. 
Model Sad- MIg. 

dies Ring r?:' ~) (A) 3324 \.!!J (A) 3326 Flat 
757 

For .030" Dia. Pins !:l ~~~~ Flat 757 
C. D. (C) 3315 757 

(C) 3318 Flat 

( ~ ) flii\ 19l m~ Flat 757 
# ## \!!.J 757 Mtg. Ring 

Material: Mica 

Net Ea. 
1- 25· 
24 99 

.26 .22 

.35 .30 

.27 .24 

.36 .31 

.29 .25 

.39 .34 

.30 .26 

.40 .35 

.03 .02 

For .016" Dia. Pins Contacts: Beryllium Copper. 
Silver Plated and Gold Flashed 

Net Ea. E'EB F'6j Model' 
Sad- Mtg. 1- 25· 

101" • 01 ' (E) 3301 

dies Ring 24 99 

Flat .35 .30 
§ 3303 

G. H.' PC .27 .24 

~ 63(E)3304 
757 .26 .22 

Ie I 10 I. 3305 
.30 .26 

• '(F)3~ Flat .35 .30 
(F) 3307 757 .26 .22 

Material: Mica (G) 3309 Flal .35 .30 
Contacls: Beryllium (G) 3310 757 .2S .22 
Copper, Silver Plated (H) 3312 Flat .38 .33 
Gold Flashed. (H) 3313 757 .29 .25 

757 Mig. Ring .03 .02 

IF IT'S NEW ... IF IT'S NEWS ... IT'S FROM ELCO 
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SECTION 2100 

Prices below are for General Purpose Phe· 
nolic. Also available in Low·Loss Mica 
Phenolic. Prices furnished upon request. 

Philadelp~ia, Pa. 

IIIHYARI[DN5 are the most reliable and versatile 
miniature connector system in prin­

ciple and application. Varicons are basically designed to fill specific re­
quirements and are not "just another" connector. They are the product of 
working to established requirements; and every feature is a direct result of 
an indicated need.' 

VARICONS were designed with primary con­
sideration of mass production application; for quick 
and easy soldering of wire; or f()r solderless connec­
tions to contacts. Safe and positive cable retention 
and simplicity of installation is achieved by means 
of cable clamps. 

'V ARICONS in any manner or in any equip­
ment are limited only by the ingenuity of the user. 
Their small size, flexibility of contact arrangements 
and the following standard accessories make them 
adaptable to almost any installation or operating 
condition. 

EXAMPLE OF 
SINGLE TIER 

It t t t ttl 
EXAMPLE OF 
DOUBLE TIER 

GENERA~ 
SPECIFICATIONS 

Contacts in use are always under pres· 
sure and cannot be over·stressed or over· 
strained. Excellent retention maintained 
even after several thousand insertions and 
withdrawals. Both male and female can· 
tacts are free floating inside tlieir respec· 
tive housings. 

Contacts are silver·plated and cadmium· 
plated. Cadmium·plated hardware for use 
in marine atmospheres. Standard covers 
are painted blue with wrinkle finish. 

Current Rating 15 Amps., 115 Volts (in 
cover); 30 Amps. (in free air) (withstand· 
ing voltage between closest terminals 
3000 Volts); Contact Resistance .002 ohm. 
Low Capacitance. All Male and Female 
components are identical. Contacts in use 
are always under pressure, cannot be 
over·stressed or over·strained. 

PLUG-IN APPLICATIONS PANEL APPLICATIONS CHASSIS APPLICAnONS CABLE APPLICATIONS 

~ Y£II[015 iiffiJ YARI[DN5 
Plain with No Hardware 

With brackets (.125 Dia. Mounting 2nd and 3rd digit numerals in Model nos. 
Holes. Other Types on Request.) designate number of contacts in connector. 

M=Male, F=Female, RM=Ruggedized Male 
Bracket type Varicons permit installation in chassis, rllck or (heavy duty), RF=Ruggedized Female. 

panel, or directly into plug-in components. M=Male, F=Fe- Net Ea. Net Ea. 
Model 1·49 50·99 Model 1·49 50'99 

mille, RM=Ruggedized Male and RF=Ruggedized Female. MI022 .17 .14 Fll02 .43 .35 
FI022 .16 .13 RMI122 .57 .47 
MI042 .24 .20 RF 1122 .53 .44 

(Single Tier Varicons·With Brackets) RM116Z0-1 .79 .65 fl042 .23 .19 RMI142 .68 .56 
MI062 .31 .• 26 RF 1142 .62 .52 

Net Ea. RF 116Z0-1 .73 .61 FI062 .29 .24 RM1162 .79 .65 
Model 1·49 50·99 MI082 .38 .31 RF 1162 .73 .60 

RM118Z0-1 .90 .75 
FI082 .35 .29 RM1l82 .89 .74 

MIOZZO-1 .ZO .17 Mll02 .47 .39 RF 1182 .83 .69 

F 10220-1 .19 .16 RF11820·1 .83 .69 

MI0420·1 .Z7 .22 (Double Tier Varicons·With Brackets) YARI[DN5 F 10420-1 .26 • 21 
Net Ea . 

Model 1·49 50·99 With handles permit safe,easy 
MI0620-1 .34 .28 RM22020·1 1.10 .91 handling of Varicons, especially where 

F 10620-1 .32 .26 RF 22020·1 
frequent insertions and withdrawals are 

1.03 .85 called for. M=Male, F=Female, 

M108Z0·1 .41 ;34 RM2Z420·1 1.38 1.15 
RM=Ruggedized Male (heavy duty), 

RF=Ruggedized Female. 
F 10820·1 .38 .32 RF 22420·1 1.30 1.08 (Single Tier Varicon·with handles) (Double Tier V.ricon·with handles) 

Net Ea. Net Ea. 
Mll020·1 .50 .42 RM22820·1 1.69 1.40 

Model 1·49 50·99 Model 1·49 50·99 MI0621 .44 .37 
FI0621 .41 .34 RM22021 1.34 1.11 

F 11020·1 .46 .38 RF 22820·1 1.61 1.34 MI0821 .51 .42 RF22021 1 .• 27 1.05 
Fl0821 .48 .40 

RM11220·1 .58 .48 RM23220·1 2.00 1.67 Mll021 .61 .50 RM22421 1.69 1.40 
Fll021 .56 .47 RF 22421 1.61 1.34 

RFl1220·1 .53 .44 RF23220·1 1.91 1.59 RM11221 .74 .61 RM22821 2.03 1.69 
RF 11221 .70 .58 
RM11421 .89 .74 RF22821 1.94 1.62 

RM11420·1 .68 .57 RM23620·1 2.32 1.93 RF 11421 .83 .69 RM23221 2.39 1.99 
RM11621 1.02 .85 RF23221 2.29 1.90 

RF 11420·1 ,~3 .52 RF23620·1 2.22 1.85 RF 11621 .97 .80 
Ri'II23621 2.77 2.30 RM1l821 1.17 .97 

RF 11821 1.10 .91 RF23621 2.66 2.22 

If IT'S NEW ... If IT'S NEWS ... IT'S fROM ELCO 
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SECTION 2100 

COMPANY YAIIllOJlS 

~Y!~!~!~ 
For flush chassis mounting of male connectors, or for external 
conservation of space, recessed housings are available in stand-
ard sizes. Male and Female recessed housing units cannot mate 
with each other. M=Male, F=Female, RM=Ruggedized Male, 
RF=Ruggedized Female. 

(Single Tier Varieons 
with Recessed Housing) 

Net Ea. 
Model 1·49 50·99 

M10226 .42 .35 

F 10226 .41 .34 

M10426 .49 .40 

F 10426 .47 .39 

M10626 .58 .48 

F 10626 .55 .45 

MI0826 .66 .55 

F 10826 .64 .53 

M11026 .78 .65 

F 11026 .74 .61 

RM11226 .94 .79 

RF 11226 .91 .75 

RM1l426 1.09 .91 

RF 11426 1.04 .86 

RM1l626 1.23 1.02 

RF 11626 1.18 .98 
RM11826 1.37 1.14 

RF 11826 1.31 1.09 

(Double Tier Varieons 
with Recessed Housing) 

Net Ea. 
Model 1·49 50·99 

RM22026 1.59 1.32 

RF 22026 1.52 1.27 

RM22426 1.94 1.62 

RF22426 1.86 1.55 

RM22826 2.29 1.90 

RF22826 2.21 1.84 

RM23226 2.64 2.20 

RF 23226 2.54 2.12 

RM23626 3.02 2.51 

RF23626 2.92 2.43 

YTHING YOU NEED 
TO BUILD TEST OR 

PERMANENT 
PRINTED 

CIRCUITRY ••• 
CONNECTORS, 

BOARDS, 
HARDWARE 

VA RICHEST 
• Complete IO·drawer "desk-size" cabinet which contains every 

component to design and build Series 5002-5004 printed cir­
cuit Varicons for test, prototype Of small permanent usage_ 

• Contains many types of Varicon contacts, with various terminal 
ends, both loose and on plastic strips; Vector pre-punched 
"bread-boards"; connector end and center sections; brackets, 
guides, lab-type staking tool; and all hardware_ 

• Permits building connectors, staking the contacts, soldering 
them to the boards, and setting up reliable printed circuitry 
easily, efficiently and economically_ Comes complete with in­
structions and open-stock parts list. 

109.95 EA. 

With Cover Top Clamp 

Covers provide a safe, convenient method of shielding exposed 
junctions. Top or side cable hole is available_ Clamps provide an 
efficient means of securing cables or wires. Clamps are self­
adjusting and, therefore, are always parallel to the cable regard­
less of its size. 

Hole can be located on End instead of Top by changing final 
dfgit from 4 to 5. M=Male, F=Female, RM=Ruggedized Male, 
RF=Ruggedized Female. 

(Single Tier Varieons 
with Covers & Clamps) 

Net Ea. 
Model 1-49 50·99 

M10425 .52 .43 
F 10425 .50 .42 
M10624 .59 .49 
F 10624 .56 .47 
M10824 .65 .54 
F 10824 .63 .52 
Mll024 .76 .63 
F 11024 .72 .60 

(Single Tier Varicons 
with Covers & Clamps) 

Net Ea. 
Model 1-49 50-99 

RM11224 .92 .77 
RF 11224 .88 .73 
RM11424 1.07 .89 
RF 11424 1.02 .85 
RM11624 1.21 1.00 
!iF 11624 1.15 .96 
RM11824 1.35 1.12 
RF 11824 1.28 1.07 

(Double Tier Varicons with Cover & Clamps) 
Net Ea. Net Ea. 

Model 1-49 50-99 Model 1-49 50-99 
RM22024 1.60 1.33 RF22824 2.21 ' 1.84 
RF22024 1.52 1.27 RM23224 ' 2.65 2.20 
RM22424 1.94 1.62 RF23224 2.54 2.12 
RF22424 1.87 1.55 RM23624 3.02 2.52 
RM22824 2.29 1.91 RF23624 2.93 2.44 

VARICON RETAINER ASSEMBLY-Clips for positive' retention of 
two mated connectors, retaining clips are provided which will 
not release under any vibration, yet may be easily disengaged by 
depressing, when required. Two clips are provided per set. 
RH=For Recessed Housing Series. 

1301 or 1301 RH Single-Tier 
1302 or 1302 RH Double-Tier 

Net Ea. 
1-49 50-99 

_30 set _25 set 
_36 set _30 set 

NEW ENLARGED V ARICON KIT 
Contains all parts to allow 'user 
to make "on the spot" as­
sembly of virtually every type 
miniature connector in any pin 
configuration, from 2 contact 
single tier to 48 contact double 
tier. Includes Elco's new right­
angle Varicon; regular and tap­
er tab male and female can· 
tacts; ruggedized end sections; 
center sections; covers; brac­
kets; cable clamps; screws; 

GVK-1(GP) 
GVK-2(LL) 

Smaller Kits Also Available 

nuts; Assembly Instructions; reo 
ordering sheet. In handsome 
transparent plastic box_ 

A=l-11, 
B=J-11, 

GP-1, 
LL-l, 

26.95 Ea. 
32.00 Ea. 
6.00 Ea. 
7.50 Ea. 

If IT'S NEW." If IT'S NEWS, .. IT'S fROM ELCO 
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I SECTION 2100 I 

lac: I ELECTROCRAFT COMPONENTS PHONE JACKS·PHONO PIN PLUGS 
AND JA1:KS· CONNECTORS 

ELECTRONICS 

~® i®~© , . 

GC Electrocraft Jacks require a mInI­
mum panel space and depth behind 
panel. Parts are keyed and mechanI­
cally interlocked. Springs are made 
of nickel sliver, with phenolic 
spaces and brass, nickel plated 
mounting bushings. Panel mounting 
jacks furnished with nickel plated 
steel washers and nickel plated 
brass mounting nut. 

Closed circuit, 2-conductor .210" 10 2-conductor, open circuit style, with 
Sleeve-fits plugs 33-630/2. solder lug terminals and metal 

Miniature type, mates with plugs 
#33-660 through #33'670, with. 
solder lugs and metal' (shielded) Cat. No. 33-702 Net $ .30 (shielded) handle. 

PHONE JACKS 

(A) PANEL MOUNTING, TWO-CONDUC­
TOR PHONE JACKS-Open circuit, 2-
conductor. 
Cat. No. 33-690 Net $ .23 
Closed circuit, 2-conductor. 
Cat. No. 33-692 Net $ .27 
Open circuit, 2-conductor, MIL type, 
JJ-034. 
Cat. No. 33-69'4 Net $ .37 
Open circuit, 2-conductor .210" 10 
Sleeve fits plugs 33-630/2. ' 
Cat. No. 33-700 Net $ .27 

(B) PANEL MOUNTING 3-CONDUCTOR 
PHONE JACKS-Open circuit, 3-con­
ductor. 
Cat. No. 33-708 Net $ _33 
Single closed circuit, 3-conductor. 
Cat. No. 33-710 Net $ .45 
Open circuit, 3-conductor, MIL type 
JJ-033. 
Cat. No. 33-712 Net $ .42 

(C) MINIATURE PANEL MOUNTING 
JACKS-These jacks mate with plugs 
33-660 through 33-670. Open circuit, 
2-conductor. 
Cat. No. 33-720 Net $ .23 
Closed circuit, 2-conductor. 
Cat. No. 33-722 Net $ .27 

(0 & E) CORD MOUNTED JACKS-Of­
ten referred to as "extension jacks" 
or "In-line jacks." 

PHONO PIN PLUGS AND JACKS 

These plugs and jacks are universal­
ly used for audio connections, phono­
graphs, pre-amplifiers and ampli­
fiers In connection with single con· 
ductor shielded cable. 

(M) PHONO JACK-Fastens to chas­
sis with 2 rivets or 2 screws. 
W / oval, space saving metal mount­
ing plate. 
Cat. No. 33-792 Net $ .07 
With regular round mounting plate. 

(G) PHONE PLUGS-Solder type. Cat. No. 33-796 Net $ .08 

Cat. No. 33-770 Net $ .07 (N) DOUBLE PH!lNO PIN JACK 

(H) PHONO PLUGS _ Combination Cat. No. 33-800 Net $ .13 
clamp, solder type, with removable TRIPLE PHONO PIN JACK 
metal (shielded) handle. 
Cat. No. 33-772 Net $ .30 Cat. No. 33-802 Net $ .15 

(J) PHONO JACK, CORD MOUNTED­
'Combination clamp and solder, ter­
minal; removable metal (shielded) 
handle. 
Cat. No. 33-774 Net $ .37 

(K) SOLDER LESS PHONO PLUGS­
Positive, noise-free pressure connec· 
tion. Right angle style, designed for 
regular shielded cable with approxi­
mately ~6' 00. 

Grey plastic shell. 
Cat. No. 33-776 Net $ .27 
Black plastic shell. 
Cat. No. 33-778 Net $ .27 
Red plastic shell. 
Cat. No. 33-780 Net $ .27 

(0) SINGLE HOLE PANEL PHONO JACK 
-Mounts in %." hole, requires only 
one hole drilled. With washer, nut 
and solder lug for ground. 
Cat. No. 33·804 Net $ .18 

These ties provide an efficient, 
time-saving method of cabling and 
lacing. Made entirely of plastic. May 
be used In hard-to-reach places. 
Their use requires no experience. 

Cat. No. 33-730 Net $ .83 handle. 
Cat. No. 33-746 Net $ .72 2-conductor, open circuit style, with 

solder lug terminals and black plas-
tic handle. (F) LONG FRAME 
Cat. No. 33-732 Blk Net $ _60 tor, open circuit. 

JACKS-2-conduc-

2-conductor, open circuit, screw type 
Cat. No. 33-750 Net $ .45 

terminal, with metal (shielded) 3-conductor, single closed circuit. 
handle. Cat. No. 33-752 Net $ :63 
Cat. No. 33-734 Net $ .93 

3-conductor, single closed circuit 
2-conductor, open circuit, screw type ring grounded. 
terminals, with black plastic handle. Cat. No. 33-754 
Cat. No. 33-736 Blk Net $ .68 

Net $ .63 

2-conductor, open circuit w/insu-
3-conductor, open circuit style, with lated break. 
solder lug terminals and metal Cat. No. 33-756 
(shielded) handle. 

Net $ .63 

Cat. No. 33-740 Net $1.08 3-conductor, 2 closed circuit. 
3-conductor, open circuit style, with Cat. No. 33-758 Net $ .72 
screw type terminal and metal 2·conductor, closed circuit w/insu· 
(shielded) handle. lated make. 

Net $ .72 Cat. No. 33-742 Net $1.17 Cat. No. 33-760 

STANDARD MICROPHONE CONNECTORS 

Designed for use with single conduc­
tor, shielded microphone cable. Bod­
ies, lock nuts and mounting nuts: 
brass, nickel plated; contact ter­
minals, brass, hot-tinned; insulation 
is high-grade phenolic. 

(P) CORD MOUNTED MltaOPHONE 
CONNECTORS-Flexible spring pro· 
tects cable; center conductor sol­
ders to contact; braid is clamped 
securely by set screw. 
Male connector. 
Cat. No. 33-810 Net $ .27 

(9.) FEMALE CONNECTOR. 
Cat. No. 33-812 Net $ .37 

(R) PANEL MOUNTED MICROPHONE 
CONNECTORS-May be insulated with 
suitable fibre washers; mates with 
No. 33-812 connector. 
Single contact connector. 
Cat. No. 33-814 Net $ .22 

(S) MICROPHONE AND CHASSIS CON· 
NECTOR-Closed circuit type which 
grounds center contact when cab I e 
connector removed. 

(T) COUPLING NUT-Converts #33-
810 male connector to 812 female 
type. 
Cat. No. 33-818 Net $ .08 

(U) CAP FOR PANEL CONNECTORS­
Protects Unusued connectors from 
mechanical damage and dust. 
Cat. No. 33-820 Net $ .45 

(V) MINIATURE MICROPHONE CON­
NECTORS-Made to the same speci­
fications and of same materials as 
standard size connectors. Cord 
mounted male connector. 
~at. No. 33-826 Net $ .27 

(W) Cord mounted female connector. 
Cat. No. 33-828 Net $ .37 

(X) Panel mounted connector. 
Cat. No. 33-830 Net $ .22 

(V) COUPLING NUT-Converts male 
connector #33·826 to female con­
nector #33-828. 

Cat. No. 33-816 Net $ .27 Cat. No. 33-832 Net $ .07 

ELECTRO CRAFT CABLE TIES 
Vellow plastic shell. 
Cat. No. 33-782 
Blue plastic shell. 

Net $ .27 Made of Polypropylene. Tough and flexible for commercial use and where temperatures do not exceed 
175°F. 4V4" long. Sold In vials of 40 ties. 

Cat. No. 33-784 Net $ .27 

(L) PHONO JACK, SINGLE HOLE 
MOUNTING-Supplied with washer 
and mounting nut. 
Cat. No. ~3-790 Net $ .22 

Page 714 • The MASTER - 26th Edition 

Cat. No. 34-432 Red 

Cat. No. 34-436 Vellow 

Cat. No. 34-440 Blue 

Also available in polypropylene and nylon In lO-inch lengths 

Net 

Net $ .98 

Net $ .98 

Net $ .98 
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lac I ELECTROCRAFT COMPONENTS BANANA PLUGS • TIP PLUGS 
MATCHING JACKS 

ELECTRONICS 
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BANANA PLUGS 

Electrocraft plugs are carefully de­
signed, accurately molded and ma­
chined of best available material 
and rigidly inspected. Except as 
otherwise noted, all Banana Plugs 
are made to standard industry di­
mensions and mate with jacks with 
an 0.163" bore. Design provides for 
sufficient spring tension to assure 
good holding power and minimum 
contact re istance. 

(A) BANANA PLUG - Four leaved, 
phosphor bronze, nickel' plated 
spring; hex brass body, separate 
internal brass stud. 
Cat. No. 33-000 Red 
Cat. No. 33-002 Blk 

Net $ .23 
Net $ .23 

BANANA PLUG - Four leaved, 
phosphor bronze, nickel plated 
spring; lead wire connection with 
set screw through plastic handle. 
Cat. No. 33-006 Red Net $ .20 
Cat. No. 33-008' Blk Net $ .20 

BANANA PLUG - Unbreakable 
plastic handle, cross slotted, nickel 
plated brass body; separate internal 
brass stud. • 
Cat. No. 33-012 Red Net $ .20 
Cat. No. 33-014 Blk Net $ .20 

BANANA PLUG-cross slotted, 
nickel plated brass body; lead 
wire connection with set screw 
screw through plastic handle. 
Cat. No. 33-018 Red Net $ .20 
Cat. No. 33-026 Blk Net $ .20 

BANANA PLUG-Miget type, un­
breakable plastic handle, four 
leaved, nickel plated, phosphor 
bronze spring; lead wire connection 
solders to drilled body. 
Cat. No. 33-024 Red Net $ .27 
Cat. No. 33-020 BI k. Net $ .27 

(B) BANANA PLUG - Right angle 
"Gun" tip (meter plug), molded 
plastic handle (2 half-shells), four 
leaved, phosphor bronze, nickel 
plated springs: lead wire solders to 
body. 
Cat. No. 33-046 Red Net $ .38 
Cat. No. 33-048 Blk Net $ .38 

(C) BANANA PLUG-Threaded shank 
type; slotted nickel plated brass 
body; supplied with terminal lug and 
hex nut. 
Cat. No. 33-060 Net $ .15 

(D) BANANA PLUG-Panel mounting 
type; four leaved, phosphor bronze, 
nickel .plated spring; #6-32 tapped 
body. 
Cat. No. 33-062 Net $ .17 

BANANA PLUG-Threaded shank 
type; four leaved, phosphor bronze, 
nickel plated spring. 
Cat. No. 33-064 Net $ .17 

BANANA PLUG-Panel mounting 
type: cross slotted, nickel plated 
brass body, tapped #6-32: supplied 
with screw and terminal lug. 
Cat. No. 33-066 Net $ .17 

(E) BANANA PLUG - Sub-miniature 
type, four leaved, beryllium cop­
per, silver plated spring: body rivets 
to terminal board and wire solders 

© U.C.P., Inc. 

to turret terminal. Fits jacks with 
.104" 10. 
Cat. No. 33-068 Net $ .20 

(F) BANANA PLUG ADAPTOR-Adapts 
tip plug to banana plug: insulated 
'handle, standard tip jack one end: 
other end four leaved banana plug. 
Cat. No. 33-072 Red Net $ .33 
Cat. No. 33-074 Blk Net $ .33' 

(G) BANANA PLUG-KLIPlON ADAPTOR 
-One end cross slotted: brass, 
nickel plated banana plug: other 
end "Klipzon' self holding wire 
piercing tip. 
Cat. No. 33-076 Red No', $ .48 
Cat. No. 33-078 Blk "et $ .48 

ADAPTER, KLiPlON TIP to BA­
NANA PLUG-For connection of test 
leads terminated with Klipzon prods 
to equipment with banana jacks. 
Cat. No. 33-080 Red Net $ .38 
Cat. No. 33-082 Blk Net $ .38 

The following Tip Plugs are, unless 
otherwise noted, made to the stan­
dard industry specifications of .080" 
pin diameter. Careful machining, 
close tolerances and the use of brass 
alloy assures good contact and ser­
vice ability. 

TIP PLUGS 
(H) PHONO NEEDLE TIP PLUG-In­
sulated handle: nickel plated brass 
body: chuck design to hold .058 
phono- needle which is easily re­
placeable. Wire solders to body. 
Cat. No. 33-100 Red Net $ .17 
Cat. No. 33-102 Blk Net $ .17 

(J) INSULATED TIP PLUG-Solder­
less type, wire tightens securely 
under knurled collar. Handle is un­
breakable plastic and body is ma­
chined brass, nickel plated. 
Cat. No. 33-106 Red Net $ .17 
Cat. No. 33-108 Blk Net $ .17 

(K) SUB·MINIATURE PHONE TIP PLUG 
-Standard tip, extra,small diame­
ter, machined bone fibre insulated 
handle. Wire' solders to nickel 
plated, brass body. 
Cat. No. 33-112 Red Net $ .20 
Cat. No. 33-114 Blk Net $ .20 

(L) INSULATED SHORT TIP PLUG­
Unbreakable plastic handle: wire 
solders to brass nickel plated body. 
Cat. No. 33-118 Red Net $ .13 
Cat. No. 33-120 Blk Net $ .13 

(M) RIGHT ANGLE TIP PLUG-Two 
insulated plastic handle half shells 
assemble with one screw and nut. 
Maximum wire insulation %to": wire 
solders to body. 
Cat. No. 33-128 Red Net $ .30 
Cat. No. 33-130 Blk Net $ .30 

(N) "TRIGGER-QUIK" TIP PLUG­
right angle plug, similar to 33-128 
and 33-130. Spring loaded solder­
less wire connection, "trigger" de­
sign. 1 Red and 1 Black plug per 
pair. 
Cat. No. 33-132 Red Net $ .42 
Cat. No. 33-134 Blk Net $ .42 
Cat. No. *33-136 Pkg. 

per pro Net $ .72 
*20 pair per package display. 

(0) KLiPlON MINI-PROD-Insulated 
tip plug can be snapped securely 
on wires. Incorporates sharp point 
to pierce insulation: fits standard 
tip jacks: wire solders to body. 
Cat. No. 33-138 Red Net $ .38 
,Cat. No. 33-140 Blk Net $ .38 
(P) SOLDERLESS TIP PLUG - All 
metal. Precision machined brass, 
nickel plated: wire fastens under 
knurled collar. 
Cat. No. 33-146 Net $ .12 
(Q) PHONO NEEDLE TIP PLUG-Nick­
el plated brass body with ~ -20 
thread: chuck design to hold phono 
needle. 
Cat. No. 33-148 Net $ .15 
(R) PUSH-ON NEEDLE CHUCK-Nickel 
plated brass. Knurled body for press 
fit into Test Prod handles drilled 
with W' hole. 
Cat. No. 33-150 Net $ .15 
(S) HEAVY DUTY PHONE TIP PLUG­
Nickel plated brass: knurled shank 
for press fit into Test Prod handles, 
drilled with ~" hole. 
Cat. No. 33-152 Net $ .12 
(T) STANDARD HOLLOW PHONE TlP­
Drawn brass, bright nickel plated. 
Cat. No. 33-154 Net $ .12 

STANDARD SOLID PHONE TIP­
Brass, bright nickel plated. 
Cat. No. 33-156 Net $ .15 
(U) KLiPlON MINI-PROD ADAPTOR­
Converts standard Tip Plug and Test 
Prod to self holding Klipzon wire 
piercing prod. 
Cat. No. 33-160 Red Net $ .38 
Cat. No. 33-162 Blk Net $ .38 
(V) KLiPlON PANEL MOUNTS-Wire 
holding patented Klipzon Test Prod 
with threaded shank (6-32 x %") for 
panel mount. Designed for test set­
ups. 
Cat. No. 33-164 Net ~ __ .48 

Jack are made to standard industry 
specifications. On Banana Jacks, the 
bore is .163" which fits all standard 
Banana Plugs. Tip Plug Jacks have 
built in spring contacts and are de­
signed for all standard tip plugs 
with .080" diameter. 

BANANA AND TIP PLUG JACKS 

(W) BANANA JACK-Molded phenolic 
head: nickel plated brass body sup­
plied with tinned solder lug, fibre 
washer and mounting nut. Mounts in 
~.' hole. Cat.· No. 33-180 Red Net $ .15 
Cat. No. 33-182 Blk Net $ .15 
(X) BANANA JACK, HEAVY DUTY­
Molded phenolic head: nickel plated 
brass body: extruded fibre washer, 
lock washer, heavy duty solder lug 
and mounting nut. 
Cat. No. 33-186 Red Net $ .17 
Cat. No. 33-188 Blk Net $ .17 
(Y) BANANA JACK-ALL METAL brass 
nickel plated body: supplied with 
solder lug and hex mounting nut. 
Mounts in X" hole: fits panels up 
to %" thick. 
Cat. No. 33-192 Net $ .12 
(l) BANANA-TIP JACK COMBINATION 
-Molded phenolic head: brass 

'Net 

nickel plated body. Phosphor bronze 
spring. Supplied with extruded fibre 
washer and mounting nut. 
Cat. No. 33-194 Red Net $ .18 
Cat. No. 33-196 Blk Net $ .18 

(AA) BANANA PLUG SPLICE-insulat .. 
ed plastic handle, brass insert for 
coupling 2 standard Banana Plugs. , 
Cat. No. 33-200 Red Net $ .27 
Cat. No. 33-202 Blk Net $ .27 

(BB) STANDARD TIP JACK-Molded 
phenolic plastic head: nickel plated 
brass body with phosphor bronze 
spring: supplied with extruded fibre 
washer. 
Cat. No. 33-210 Red Net $ .15 
Cat. No. 33-212 Blk Net $ .15 

(CC) TIP JACK, ALL-INSULATED­
Head and body molded of nylon, 
in one piece: phosphor bronze 
spring: supplied with mounting 
nut: mounts in %" hole. 
Cat. No. 33-216 Red Net $ .20 
Cat. No. 33-218 Blk Net $ .20 

(DO) TIP JACK, ALL METAL-Brass 
nickel plated body: phosphor bronze 
spring. 
Cat. No. 33-226 Net $ .12 

(EE) TIP JACK, IN-LINE STYLE-Insu­
lated handle, brass nickel plated 
body: phosphor bronze spring. 
Cat. No. 33-228 Red Net $ .23 
Cat. No. 33-230 Blk Net $ .23 

(FF) TIP PLUG SPLICE-Insulated: 
brass nickel plated body; phosphor 
bronze springs. 
Cat. No. 33-232 Red Net $ .30 
Cat. No. 33-234 Blk Net $ _30 

iGG) NYLON TIP JACK-Nylon insu­
lated body wtih machined beryllium 
copper contact, silver plated contact 
recessed in head, hot tin dipped 
solder terminal. 
Cat. No. 33-240 Blk 
Cat. No. 33-242 Red 

SEND FOR 

Net $ .30 
Net $ .30 

FREE 40D·PAGE CATALOG 

on the complete GC Elec­
trocraft line of Plugs, 
Jacks, Connectors, 
Switches and other elec­
tronic components. 
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I SECTION 2100 I 

lac I ELECTROCRAFT COMPONENTS BINDING POSTS·SPADE LUGS·ClI PS 
TEST PRODS, LEADS, ADAPTORS 

ELECTRONICS 
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BINDING POSTS 
'GC-Electrocraft Binding Posts are 

precision molded, machined and as­
sembled in accordance with prac­
tical designs_ They provide a conven­
ient means of attaching wire leads 
to test equipment, 'instruments, 
breadboards and experimental de­
vices and are particularly useful 
where connections often have to 
be changed. 
(A) BINDING POST - Brass nickel 
plated body; supplied with 8-32 
mounting screw and lock washer. 
Cat. No. 33-250 Red Net $ .17 
Cat. No. 33-252 Blk Net $ .17 
(B) BINDING POST - Brass nickel 
plated body supplied with #6-32 
mounting screw and lock washer. 
Cat. No. 33-254 Net $ .17 
(C) BINDING POST-COMBINATION 
TYPE--Accepts banana plug, tip 
plug, bare wire or spade lug. Thread­
ed #8-32 mounting stud IJz" long; 
supplied with 2 hex nuts. 
Cat. No. 33-256 Red Net $ .20 
Cat. No. 33-258 Blk Net $ _20 
BINDING POST,COMBINATION TYPE 
-Similar in construction to 33-256/ 
8 except with molded shoulder-type 
lilastlc washers to insulate post 'from 
chassis. ' 
Cat. No. 33-260 Red Net $ .21 
Cat. No. 33-262 Blk Net $ .27 
(D)-BINDING POST-INSULATED UNI­
VERSAL TYPE-Non-remoV!!ble, mold­
ed brass; brass nickel plated body 
with threaded .#8-32 mounting stud. 
Cat. No. 33-264 Red Net .$ .28 
Cat. No. 33-266 Blk Net $.28 
(E) HEAVY DUTY BINDING POST­
Machined brass nickel plated body; 
supplied with a thick molded Insu­
lating spacer; shoulder keys into 
chassis mounting hole and positive-
ly prevents post from turning. ' 
Cat. No. 33-268 Red Ne.t $ .45 
Cat. No. 33-270 Blk Net $ .45 
HEAVY DUTY BINDING POST-Identi­
cal in 'design to binding post No. 
33-268/270, except end of stud 
milled flat and drilled for solder 
connection. 

- Cat. No. 33-272 Red Net $ .45 
Cat. No. 33-274 Blk Net $ .45 

• $ 

® 

===_ .. ® 
(F) BINDING POST, ALL METAL­
Grass nickel plated body and knurled 
cap; accepts banana plug, phone tip 
or wire. . 
Cat. No. 33-282 Net $ .13 
(G) BINDING POST-ALL METAL -
Heavy brass nickel plated body and 
knurled cap; #8-32 x 1J2" mounting 
screw and lock washer supplied. 
Cat. No. 33-284 Net $ .17 

SPADE LUGS, ALLIGATOR 
AND BATTERY CLIPS 

GC-Electrocraft Clips are carefully 
inspected and made of heavily plated 
steel (except copper clips). All 
springs used are made of selected 
steel or phosphor bronze. Electro­
craft Clips constructed for long life. 
(K) SPADE LUG PLUG, INSULATED­
Molded plastic handle; tapered 
"fork" fits binding posts and ter­
minal screws up to #10 size. 
Cat. No. 33-300 Red Net $ _13 
Cat. No. 33-302 Blk Net $ .13 
(J) ALLIGATOR CLIP-INSULATED HAN­
DLE-%" jaw opening; made of cad­
mium plated steel with unbreakable 
plastic handle. 
Cat. No. 33-310 Red Net $ .10 
Cat. No. 33-312 Blk Net $ .10 
ALLIGATOR CLIP, SCREW CONNEC­
TION-Molded plastic handle, cad­
mium plated steel jaws with maxi­
mum %" opening. 
Cat. No. 33-314 Red ,Net $ .12 
Cat. No. 33-316 Blk Net $ .12 
ALLIGATOR CLIP, SOlID COPPER­
Identical to #33-314/16, except sol­
id copper for higher current carry­
ing capacity. 
Cat. No. 33-318 Red Net $ _13 
Cat. No. 33-320 Blk Net $ _13 
ALLIGATOR CLIP-With extra long in­
sulated handle; cadmium plated steel 
jaws which open to maximum %". 
Cat. No. 33-322 Red .Net $ _23 
Cat. No. 33-324 BI kNet $ _23 
INSULATED ALLIGATOR. CLIP ADAPT­
ORS-Completely insulated with 
black molded plastic. 
Cat. No. 33-326 . Net $ _48 
Cat. No. 33-328 Net $1_60 
ALLIGATOR CLIP ADAPTOR--Accom­
modates standard tip plug or banana 

plug. 
Cat. No. 33-330 Red Net $ .42 
Cat. No. 33-332 Blk Net $ .42 
ALLIGATOR CLIP ADAPTOR-Adapts 
standard tip plug to alligator clip. 
Cat. No. 33-334 Red Net $ .33 
Cat. No. 33-336 BI k Net $ .33 
ALLIGATOR-KLlpZON PROD ADAPTOR 
--Adapts Kllpzon Mini-Prod connec­
tors and standard tip plugs to Al­
ligator clip. 
Cat. No. 33-338 Red Net $ .38 
Cat. No. 33-340 BI k Net $ .38 
(K) MINI-GATOR CLIP (MUELUR}­
Very small alligator clip for appli­
cations where space is a factor. 
Cat. No. 33-342 Net $ .08 
Cat. No. 33-344' Net $ _08 
(L) ALLIGATOR CLIP-ALL METAL­
Cadmium plated jaws with %" open-

~;i. No.' 33-346 Net $ .07 
ALLIGATOR CLIP-ALL METAL-For 
solderless connection of wire by 
means of a #6-32 binding head 
screw. 
Cat. No. 33-348 Net $ .07 
Cat. No. 33-350 Net $ .10 
(M) ALLIGATOR CLIP INSULATOR­
Flexible molded vinyl insulator fits 
over most standard alligatar Clips. 
Cat. No. 33-360 Red Net $ .07 
Cat. No. 33-362 Blk Net $ .07 
(N) BATTERY CONNECTING & TEST­
ING CLlP-5 amp rating; steel cad­
mium plated jaws with 1J2" .spread. 
Cat. No. 33-370 Net $ .07 
BATTERY CONNECTING &. TESTING 
CLlP-10 amp rating; steel cad­
mium plated jaws with U,' spread. 
Cat. No. 33-372 Net $ .07 

TEST PRODS AND ADAPTORS 
GC-Electrocraft Test Leads and 
Prods are precision engineered and 
manufactured ·In accordance with the 
latest service and test requirements. 
Leads and prods can be furnished, 
with modifications, to meet custom­
er's reqUirements. 
(0) DELUXE TEST PROD 5Y4" -Sol­
dlerless design; wire fits through 
handle and is fastened to tip with 
knurled collar. 
Cat. -No .. 33-380 Red Net $ .35 
Cat. No. 33-382 BI k Net $ .35 

(A) UNIVERSAL TEST LEADS-50" TEST LEADS 
flexible cable; one end 6" break- lUgs, alligator clips and .phono tip solderless wire connections. 
resistant plastic handle, with solder- plug, fit on banana plug. Cat. No. 33-456 . Net $1.12 
less tip plug; other end terminated Cat. tio. 33-452 Net $1.80 Cat. No. 33-458 Net $1.27 
in banana plug; supplied with alli- (8) "THRIFTY" TEST LEADS ~ 50" HEAVY DUTY NEEDLE POINT TEST 
gator clip, spade lugs and phono tip flexible kink-proof cable; one end LEADS-50" flexible, kink-proof 
plugs, fit the banana plug end. 5" insulated test prods with solder- cable; 7" long, heavy duty needle 
Cat. No. 33-450 Net $1_80 less wire connections; other ends point prods, unbreakable plastic 
UNIVERSAL "NEEDLEPOINT" TEST terminated in standard phone tips. handle. 
LEADS-One end 6" break-resistant Cat. No. 33-454 Net $ .75 Cat. No. 33-460 Net $1.17 
Test Prod, with phono needle type (C) HEAVY DUTY TEST LEADS-50" Cat. No. 33-462 Net $1.35 
test prod; other end terminated with flexible kink-proof cable; 71f2" long, LONG REACH TEST LEADS-50" flexi­
banana plug; furnished with spade, heavy-duty unbreakable test prods, ble, kink-proof cable; one end "long 
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LONG TEST PROD, NEEDLE POINT 
TYPE-'-Extra safe design due to long 
unbreakable plastic handle; replace­
able phono needle tip. 
Cat. No. 33-384 Red Net $ .33 
Cat. No. 33-386 Blk ,Net $ .33. 
THIN HANDLE TEST PROD-With sol­
derless wire connection; extruded 
plastic handle, press fitted on nickel 
plated brass test tip. 
Cat. No. 33-392 Red Net $ .23 
Cat. No. 33-394 Blk Net $ .23 
(P) LONG REACH TEST PROD-Has 4" 
very thin insulated extension beyond 
handle. Needle point assembly; brass 
nickel plated. 
Cat. No. 33-396 Red Net $ .27 
,Cat. No. 33-398 Blk Net $ .27 
(Q) KLlPZON TEST PROD-Klipzon tip 
Clips on wire or chassis; sharp pOint, 
easily penetrates insulation or cor­
rosion; thin plastic handle. 
Cat. No. 33-400 Red Net $ .67 
Cat. No. 33-402 Blk Net $ .67 
(R) HIGH VOLTAGE TEST PROD­
Heavy-duty type; has guard ring to 
prevent aCCidental touching of tip; 
handle accepts wires up to 'loB" 
diameter. 
Cat. No. 33-408 Red Net $ .75 
Cat. No. 33-410 Blk Net $ .75 
(5) KLlPZO" CRYSTAL PROD KIT­
Self-holding prod, complete with 
Germanium Diode and other parts 
to assemble low capacity crystal 
probe. 
Cat. No. 33-412 Red Net $1.83 
Cat. No. 33-414 Blk. Net $1.83 
(T) KLlPZON JUMBO PROD HANDLE­
Tip pierces insulation. Self-holding 
point clips on wires (up to .220" 
diameter); chassis, screws, termin­
als, etc. 
Cat. No. 33-416 Red Net $ .68 
Cat. No. 33-418 Blk Net $ .68 
(U) KLlPZON LONGIE ADAPTOR-Long, 
slender self-holding point with 
needle to pierce insulation. 
Cat. No. 33-420 Red Net $ .48 
Cat. No. 33-422 Blk Net $ .48 
(V) KLIPZON JUMBO ADAPTOR­
Adapts regular tip plug or test prod 
to self holding Klipzon type. 
Cat. No. 33-424 Red Net $ .67 
Cat. No. 33-426 Blk Net $ .67 

reach" with 4" insulated test prod, 
very thin extension; other end term­
inated in right angle, meter-type In-
sulated tip plug. , 
Cat. No. 33-464 Net $1.27 
(D) STRETCH TYPE TEST LEADS­
Kink-proof, spiral-type 9" cable; ex­
tended length 6 feet; one end 71J2" 
heavy duty test prods with solder­
less wire connection; other end in­
sulated, solderless tip plug. 
Cat. No. 33-470 Net $2.97 

WRITE for free GC Catalog. 
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lcae I ELECTROCRAFT COMPONENTS TEST LEADS· PHONE PLUGS 
EL~CTRONICS 

(A) HIGH VOLTAGE TEST LEADS--48" 
heavy insulated high tension wire 
(22,OOO/V). 
Pair of 1 red, 1 black, with tip plugs. 
Cat. No. 33-472 Net $2.40 
Pair of 1 red, 1 black, with insul· 
ated spade lugs. 
Cat. No. 33·474 Net $2.40 
Pair of 1 red, 1 black, with alliga· 
tor clips. 
Cat. No. 33-476 Net $2.40 

(B) KLlPZON TEST LEADS--48" flexi­
ble, kink-proof cable; one end slim 
handle, self-holding and insulation 
piercing, other end Klipzon Tip 
'lugs. Klipzon prods and tips fit 
standard tip jacks, have sharp needle 
point te penetrate wire insulation, 
corrosion. Pair of 1 red and 1 black. 
Cat. No. 33·480 Net $1.95 

KLlPZON TEST LEADS-Same as 
above, but with standard Phone Tip 
Plugs. 
Cat. No. 33·482 Net $1.50 

KLlPZON TEST LEADS-Same as 
above, but other end insulated 
banana plug. 
Cat. No. 33-484 Net $1.95 

(A) TWO-CONDUCTOR PHONE PLUG, 
SCREW TERMINALS - Standard size 
plug. With black 'Illastic handle. 
Cat. No. 33-600 Blk Net $ .45 
With red plastic handle. 
Cat. No. 33·602 Red Net $ .45 
Metal (shielded) handle, 
Cat, No. 33-604 Net $ .63 

(B) TWO-CONDUCTOR PHONE PLUG, 
COMB. CLAMP & SOLDER LUG TERM­
INALS-Large "grounding" terminal 
clamps around cable insulation or 
shield, and acts as strain relief. 
With black plastic, handle. 
Cat. No. 33·60S Blk Net $ .42 
With red plastic handle 
Cat. No. 33-608 Red Net $ .42 
Metal (shielded) handle. 
Cat. No. 33-610 Net $ .60 

TWO-CONDUCTOR PHONE PLUG, 
PLAIN SOLOER PLUGS--Standard size 
plug. With black plastic handle. 
Cat. No. 33-612 Blk Net $ .33 

"STUBBY" SHIELDED TWO-CONDUC­
TOR PHONE PLUG-Standard phone 
plug with special, short metal 
handle, . 
Cat. No. 33-614 Net $ .53 

© U.C.P., Inc. 

© 

TEST LEADS 

(C) KLlPZON CRYSTAL PROBE-Ger· 
manium diode probe with self·hold· 
ing points, for measuring high fre­
quency voltages; flexible lead wires 
are terminated on meter end with 
Klipon tip plug. 
Cat. No. 33-486 Net $4.35 

KLlPZON CRYSTAL PROBE - Crystal 
probe on one end, plus,ground lead 
terminated on each end with tip 
plug. 
Cat. No. 33-488 Net $4.35 

(D) KLlPZON SHIELDED LOW CAPACI­
TY-3S" low capacity, coaxial type 
lead, with self-holding insulation 
piercing, tip prods. 
Cat. No. 33-490 Net $2.97 

(E) ALLIGATOR CLIP JUMPER LEADS 
-Flexible, kink-proof, lead wires, 
terminate at each end with fully 
insulated steel nickel plated alli­
gator clips. 
Pair of 1 red and 1 black, 12" long. 
Cat. No. 33-500 Net $ .82 
Pair of 1 red and 1 black, 24" long. 
Cat. No. 33·502 Net $1.87 

Pair of 1 red and 1 black, 36" long. 
Cat. No. 33-504 Net $ .97 
Pair of 1 red and 1 black, 48" long. 
Cat. No, 33-506 Net $1.02 

(F) HEAVY DUTY KLIPZON TEST 
LEADS--4~" I6·gauge, heavy insu, 
lated lead wires, terminated on one 
end with Klipzon Jumbo prod 
handles. 
Cat. No. 33-492 Net $2.55 

(G) KLlPZON JUMPER LEADS--Flexi­
ble, kink-proof cable, with patented 
tips, which clip on wires and term· 
inals, have sharp insulation and cor­
rosion piercing pOints. 
Cat. No. 33-510 Red, 12" Net }.60 
Cat. No, 33-512 Black, 12" Net .60 
Cat. No. 33-514 Red, 24" Net 1.12 
Cat. No. 33·516 Black, 24" Net $1.12 

(H) TEST LEAD WIRE-Flexible, rub· 
ber-coated and kink·resistant re­
placement wire for test leads. 
Package of two, 50" length, red & 
black, SOOO/V insulation. 
Cat. No. 33-518 Net $ .48 

PHONE PLUGS 

STANDARD SHIELDED TWO-CONDUC-I "THIN FINGER" TWO-tONDUCTOR 
TOR PHONE PLUG-Regular plug with PHONE PLUGS--"Undersize" finger 
metal (shielded) handle. (barrel) diameter of .206" for appli-
Cat. No. 33-616 Net $ .60 cations where polarized input is de· 

TWO-CONDUCTOR PHONE PLUG, TYPE 
PJ-055B--Made in accordance with 
military specifications; solder term­
inal and screw connection. 
Cat. No. 33-618 Net $ _83 

SHORT FINGER, TWO-CONDUCTOR 
PHONE PLUG-Special short finger 
(barrel) type. plug to connect micro­
phone or telephone pickup to Re­
vere/Woliensack tape recorders, 
Cat. No. 33-620 Net $ .72 

LARGE HANDLE TWO-CONDUCTOR 
PHONE PLUG - With black plastic 
handle, lY:i" long. 
Cat. No. 33-622 Blk Net $ .45 
With red plastic handle, lY:i" long. 
Cat. No. 33-624 Red Net $ .45 
Metal (shielded) handle, 1" long. 
Cat. No, 33-626 Net $ .67 
Metal (shielded) handle, 211,' long. 
Cat. No, 33-628 Net $ .72 

sired to distinguish between differ­
ent connections. 
With black plastic handle. 
Cat. No. 33-630 Blk Net $ .45 
With metal (shielded) handle. 
Cat. No. 33-632 Net $ .60 

3-CONDUCTOR PHONE PLUG: COMB. 
CLAMP AND SOLDER LUG TERM INALS: 
With black plastiC handle. 
Cat. No. 33-640 Blk Net $ .63 
With metal (shielded) handle, 
Cat. No. 33-642 Net $ .78 

3-CONDUCTOR PHONE PLUG, SCREW 
TERMINALS--
With ,black plastic handle. 
Cat. No. 33-S44 Blk Net $ .72 
With red plastiC handle, 
Cat. No, 33-646 Red Net $ .72 
With metal (shielded) handle. 
Cat. No, 33-648 Net $ .83 

Net 

Package of two, 48" length, red & 
black, 22,OOO/V test leads. 
Cat. No. 33·520 Net $ .75 

(J) STRETCH LEAD WIRE - Coiled 
wire, for all applications. Package 
contains 1 red and 1 black lead. 9" 
long-stretches to 6 Ft. 
Cat. No. 33-522 Net $1.95 

TEST LEAD PLUG INTERCHANGE KIT 

- Contains pairs 

of alligator cl1ps, 

banana plugs, spade 

lugs and phone tips, 

(1 each in red and 

b I a c k ) to adapt 

standard test leads 

to many different 

types. 

Cat. No. 33-530 

Net $2.25 

(C) 3-CONDUCTOR PHONE PLUG, 
LARGE HANDLE-Accommodate large 
diameter cables, with room in handle 
for wired-in resistors or capacitors. 
Cat. No. 33-650 Net $ .78 

(D) 3-CONDUCTOR PHONE PLUG, TYPE 
PJ-06B--With solder terminals and 
screw connection. 
Cat. No. 33-654 Net $2.17 

(E) MINIATURE PHONE PLUGS: COMB. 
CLAMP AND SOLDER TERMINALS-­
Two-conductor style, tested for 
500/V breakdown. 
With metal (shielded) handle. 
Cat. No. 33-660 Net $ .60 
With black plastiC handle. 
Cat. No. 33-662 Blk Net $ .42 
With red plastiC handle. 
Cat. No. 33-664 Red Net $ .42 

(F) MINIATURE PHONE PLUGS: COMB. 
CLAMP AND SCREW TERMINALS-­
Same plugs as listed above except 
for different style terminals. 
With metal (shielded) handle. 
Cat •. No. 33-666 4 Net $ .63 
With black plastiC handle. 
Cat. No. 33-668 Blk Net $ .45 
With red plastiC handle. 
Cat. No. 33-670 Red Net $ .45 
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lac: I ELECTROCRAFT COMPONENTS ADAPTORS· SWITCHES 
ELECTRONICS 

GC Electronics Adaptors are de­
signed for quickly interchanging 
various cable connectors; these 
handy devices are small, yet sturdy 
and of attractive modern design. 

(A) PHONO JACK INPUT, STANDARD 
PHONE PLUG OUTPUT: 
Cat. No. 33·850 Net $ .75 
PHONO JACK INPUT, STANDARD 
PHONE PLUG OUTPUT, HEAVY DUTY 
METAL SHIELDED TYPE. 
Cat. No. 33-852' Net $ .87 

(B) PHONO JACK INPUT, MALE MIC­
ROPHONE CONNECTOR OUTPUT: 
Cat. No. 33-854 Net $ .67 
PHONO JACK INPUT, FEMALE MIC-

PUSH·BUTTON SWITCHES 

All styles are momentary (non-lock­
ing) design, and are made with long­
wearing nickel silver springs, care­
fully adjusted. Insulation is high 
grade phenolic. 

STANDARD SMALL PUSH BUTTON 
SWITCHES-Can also be suppl ied 

with silver contacts 
for 3 amp, U5/V. 
AC rating (on spe­
cial orders in pro­
duction quantities). 
Single umake"; 
black button. 
Cat. No. 34-000 

Net $ .53 
Single "make"j 
red button. 

Cat. No. 34-002 Net $ .53 
Single "break"; black button. 
Cat. No. 34-004 Net $ .53 
Single "break"; red button. 
Cat. No. 34-006 Net $ .53 
Single "break-make"; black button. 
Cat. No. 34-008 Net $ .60 
Single "break-make"; red button. 
Cat. No. 34-010 Net $ .60 

MINIATURE PUSH BUTTON SWITCHES 

-Made of the same materials and 
to the same specifications as stand-' 
ard small switches listed above. 
Single "make"; black button. 

Cat. No. 34-020 Net $ .53 
Single "make"; red button. 
Cat. No. 34-022 Net $ .53 
Single "break" black button. 
Cat. No. 34-024 Net $ _53 
Single "break-make"; black button. 
Cat. No. 34-026 Net $ .60 

STRAIGHT FRAME PUSH BUTTON 
SWITCHES - Fine sliver contacts 

with minimum resis­
tance rated at 3 amp, 
U5/V, AC, non-induc­
tive load. Standard 
push button is black. 
Single "make-break". 
Cat. No. 34-032 

Net $ .72 
Double "make". 
Cat. No. 34-034 

Net $ .78 
Double "break". 
Cat. No. 34-036 

Net $ .78 
Double "break-make". 
Cat. No. 34-038 Net $ .93 
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ADAPTORS 
ROPHONE CONNECTOR OUTPUT: 
Cat. No. 33-856' Net $ .75 
(C) FEMALE MICROPHONE CONNEC· 
TOR INPUT, STANDARD PHONE PLUG 
OUTPUT: 
Cat. No. 33-858 Net $ .30 
(D) MINIATURE PHONE JACK INPUT, 
STANDARD PHONE PLUG OUTPUT: 
Cat. No. 33-860 Net $ .87 
(E) COUPLER, CONNECTS 2 FEMALE 
MICROPHONE CONNECTORS. 
Cat. No. 33-862 Net $ .42, 
(F) COUPLER, CONNECTS 2 MALE 
MICROPHONE CONNECTORS. 
Cat. No. 33-864 Net $ .48 
(G) STANDARD ·PHONE JACK INPUT, 

ARROW·HART SWITCHES 
These switches, made by A. H. & H. 
for GC Electrocraft, are UL approv­
ed. The threaded sleeves are slotted 
to positively prevent turning of 
switch if used in keyed hole. 

(A) BALL HANDLE TOGGLE SWITCH­
Light duty; SPST types rated 3 amps, 
250/V; all others 1 amp, 2S0/V, 3 
amps, 125/V, AC-DC. 
SPST - 1,12" Shank. 
Cat. No. 34-0S0 Net $ .72 
SPST - 1" Shank. 
Cat. No. 34-0S2 Net $ .87 
SPOT - 1,12" Shank. 
Cat. No. 34-054 Net $ .90 
SPOT - 1" Shank. 
Cat. No. 34-056 Net $1.12 
OPST - 1,12" Shank. 
Cat. No. 34·0S8 Net $1.28 
OPST - 1" Shank. 
Cat. No. 34-060 Net $1.47 
OPOT - 1,12" Shank. 
Cat. No. 34-062 Net $1.47 
OPOT - 1" Shank. 
Cat. No.' 34-064 Net $1.62 

(B) MEDIUM DUTY, NEUTRAL CENTER 
TOGGLE SWITCH-Rating 10 amps 
2S0/V; IS amps 12S/V; 3/4 horse­
power. 
SPOT - '%.," Shank. 
Cat. No. 34-066 Net $ .98 
DPOT - '%." Shank. 
Cat. No. 34-068 Net $1.53 

(C) ROTARY SWl7CH-Lamlnated in­
sulation; ratir g - SPST models, 3 
amps, 25/V; all others 1 amp, 250/ 
V-3 amps, 125/V, AC-DC. 
SPST - %" ShaQk. 
Cat. No. 34-070 Net $ .90 
SPST - 1" Shank. 
Cat. No. 34-072 Net $1.12 
SPOT - "AI" Shank. 
Cat. No. 34-074 Net $1.08 
SPOT - 1" Shank. 
Cat. No. 34-076 Net $1.17. 

PHONO PLUG OUTPUT: 
Cat. No. 33-866 Net $ .87 
(H) STANDARD PHONE JACK INPUT, 
FEMALE MICROPHONE CONNECTOR 
OUTPUT: 
Cat. No. 33-868 Net $1.05 
STANDARD PHONE JACK INPUT, MALE 
MICROPHONE CONNECTOR OUTPUT: 
Cat. No. 33-870 Net $ .98 
(I) MALE MICROPHONE CONNECTOR 
INPUT, PHONO PLUG OUTPUT: 
Cat. No. 33-872 Net $.75 
(K) "Y" ADAPTOR-'-Input: 2 phono 
jacks (in parallel); output: phono 
plug. 
Cat. No. 33-880 Net $1.05 

OPST - 1" Shank. 
Cat. No. 34-078 Net $1.58 
OPOT - %" Shank. 
Cat. No. 34-080 Net $1.65 
OPOT - 1" Shank. 
Cat. No. 34-082 Net $1.65 
ON-OFF PLATE-Fits all switches ex­
cept slide and small canopy type. 

(D) BAT HANDLE TOGGLE SWITCH­
Light duty, laminated phenolic insu­
lation. Rating SPST types, 3 amps, 
2S0/V; all others 1 amp, 2S0/V -
3 amps, 125/V; AC-OC. 
SPST - '%." Shank. 
Cat. No. 34-086 Net $ .72 
SPOT - '%." Shank. 
Cat. No. 34-088 Net $ .90 
OPST ~ '%,' Shank. 
Cat. No. 34-090 Net $1.28 
OPOT - '%." Shank. 
Cat. No. 34-092 Net $1.47 

(E) WIRE LEAD TOGGLE SWITCH­
Same switch as series listed above 
but with 6" wire leads. 
SPST - lh" Shank. 
'Cat. No. 34-094 Net $ .93 
SPST - %" Shank. 
Cat. No. 34-096 Net $ .93 

(F) PUSH "ON" - PUSH "OFF" 
SWITCH-Laminated phenolic insu­
lation; rating 3 amps, 250/V; 6 
amps, 125/V, AC-OC. SPST. 
Cat. No. 34·098 Net $1.28 

(G) PUSH BUTTON, MOMENTARY 
lIWITCH-2-circuit type; one circuit 
IS normally "on" - the other is 
"off". Laminated phenolic insula­
tion, rated at 1 amp, 125/V. Solder 
terminals. 
Cat. No. 34-100 Net $ .98 

(H) Red plastic push button for 
above switch. 
Black plastic push button for above 
switch. 
Cat. No. 34-102 
Cat. No. 34-104 

Net $ .25 
Net $ .25 

Net 

"Y" ADAPTOR-I nput: 2 phono jacks 
(in parallel); output: single phono 
jack. 
Cat. No. 33-882 Net $1.05 
(L) "Y" ADAPTOR-I nput: 2 phono 
jacks (in parallel);' output: standard 
phone plug. 
Cat. No. 33-884 Net $1.13 
(M) "Y" ADAPTOR-Input: 2 male 
'mike connectors (in parallel); out­
put: standard phone plug. 
Cat. No. 33-886 Net $1.13 
(N) "Y" ADAPTOR-Input: 2 male 
microphone connectors (in parallel); 
output: female microphone connec­
tor. 
Cat. No. 33-888 Net $ .98 

(J) MEDIUM DUTY TOGGLE SWITCH­
Qu ick, make and break design, rat­
ing 6 amp, 250/V; 12 amp, 125/V; 
12 amps, 125/V; 1 HP. OPST. 
Cat. No. 34-106 Net $1.35 

(K) HEAVY DUTY PUSH BUTTON 
SWITCH: MOMENTARY ACTION -
Molded plastic housing; rating 6 
amps, 25/V; 12 amps, 125/V; 1 HP. 
Push button switch. 
Cat. No. 34-108 Net $2.02 

(Ll HEAVY DUTY TOGGLE SWITCH-
240/V AC; transmitters, etc. Rating 
SPOT model 10 amps, 250/V; 15 
amps, 125/V; other two types 5 
amps, 250/V; 10 amps, 125/V. 
OPOT. 
Cat. No. 34-110 Net $ 4.92 
3 PDT. 
Cat. No. 34-112 Net $ 7.57 
4 PDT. 
Cat. No. 34-114 Net $10.08 

(M) DELUXE TOGGLE SWITCH-I000/ 
V rms - 60 cycle is desired. Rating 
SPOT model, 1 amp, 250/V; 6 amps, 
125/V. All others 3 amp, 250/V; 6 
amp, 125/V. 
SPST - ,%.," Shank. 
Cat. No. 34-120 Net $1.27 
SPOT - ,%.," Shank. 
Cat. No. 34-122 Net $1.43 
OPST - '%,' Shank. 
Cat. No. 34-124 Net $1.80 
OPOT - '%,' Shank. 
Cat. No. 34-126 Net $1.95 
(N) LOCK SWITCH-Removable key; 
sleeve length ~2'; rating 3 amps, 
250/V; 6 amps, 125/V. 
With key removable in open position 
only. 
Cat. No. 34-lS0 Net $2.13 
With key removable in open or clos­
ed position. 
Cat. No. 34-1S2 Ner $2.13 
Key only. 
Cat. No. 34-1S4 Net $ .20 

© U.C.P., Inc. 
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I cae: I ELECTROCRAFT COMPONENTS· PLUGS· CABLE CLAMPS 
ELECTRONICS 

BANANA PLUGS 
These Banana Plugs meet standard industry 
specifications, mate with jacks with 0.lS3" 
bore. 

(A) BANANA PLUG - Unbreakable plastic 
handle; four leaved, nickel plated phosphor 
bronze spring. 

Cat. No. 33·032·1BU Red 
33·032·2BU Blk 
33·032·3BU Vel 
33·032·4BU Grn 
33·032·5BU Blu 

Dlr. Net $18.00(C 
18.00(C 
18.00(C 
18.00(C 
18.00(C 

(B) BANANA PLUG - Threaded shank; four 
leaved, nickel plated phosphor bronze spring. 
Term. Lug' & hex nut. 

Cat. No. 33·034·BU Dlr. Net $15.00(C 

(C) BANANA PLUG - Threaded shank; four 
leaved, nickel plated phosphor bronze spring. 
Term. lug & hex nut. 

Cat. No. 33·058·BU Dlr. Net $15.00(C 

TIP PLUGS 
These Tip Plugs are made to standard industry 
specifications of .080" diameter. Handles are 
unbreakable plastic. 

(D)HEAVY DUTY PHONE TIP PLUG - Standard 
tip, large diameter for soldering heavy duty 
wire into nickel plated brass body. 

Cat. No. 33·110·1BU Red Dlr. Net $15.00(C 
33·110·2BU Blk 15.00(C· 
33·110·3BU Yel 15.00(C 
33·110·4BU Grn 15.00(C 
33·110·5BU Blu 15.00(C 

(E) INSULATED HOLLOW TIP PLUG - Drawn 
brass, nickel plated, solder type. 

Cat. No. 33·116·1BU Red Dlr. Net $10.20(C 
33·116·2BU Blk 10.20(C 

(F) "JR." SOLDERLESS PHONE TIP-Press fit; 
nickel plated brass body; wire fastens under 
knurled collar. 

Cat. No. 33·142·BU Dlr. Net $ 9.60(C 

SEND TODAY FOR NEW free GC Catalog .•. shows 
all GC quality products. 

(G) "JR." SOLDERLESS PHONE TIP-Threaded 
nickel plated brass body; wire fastens under 
knurled collar. 

Cat. No. 33·144·1BU Red 
33·144·2BU Blk 
33·144·3BU Yel 
33·144·4BU Grn 
33·144·5BU Blu 

Dlr. Net $15.00(C 
15.00(C 
15.00(C 
15.00(C 
15.00(C 

(H) HEAVY DUTY PHONE TIP PLUG - Brass; 
bright nickel plated, solder type. 

Cat. No. 33·158·BU Dlr. Net $26.40(C 

(J) HEAVY DUTY PHONE TIP PLUG-Soldering 
well in nickel plated brass body large enough 
for standard banana plugs; threaded to fit into 
plastiC handle. 

Cat. No. 33·170·BU Dlr. Net $10.20(C 

(K) "JR." SOLDERLESS PHONE TIP - Nickel 
plated brass body; wire fastens under knurled 
collar; threaded to fit into plastic handle. 

Cat. No. 33·172·BU Olr. Net $11.40(C 

(L) INSULATED TIP JACK-Molded Plastic head 
and washer; brass, nickel plated body with 
hex nut. Requires ~." hole; fits panels up to 
1/4" thick. 

Cat. No. 33·208·1BU Red 
Blk 33·208·2BU 

33·208·3BU Yel 
33·208·4BU 
33·208·5BU 

Grn 
Blu 

Dlr. Net $18.00(C 
18.0o(C 
18.00/C 
18.00(C 
18.0o/C 

ELECTROCRAFT PLASTIC CABLE CLAMPS 

For 
Cable o.D. 

lJa" 
~6" 

1/4" 
~6'" 

%" 
?i.' 
'12" 
'X6" 

1%J:" 
%" 

1M," 
%" 
7/8" 

1" 
11/8" 
11/4" 

© U.C.P., Inc. 

Electrocraft Cable Clamps are used for fastening cables, harnesses, 
tubing, etc. Lightweight, durable, with excellent electrical and mechani· 
cal properties. Two materials: (1) Ethyl Cellulose, for normal industrial 
and commercial uses-where temperatures range from -400 F. to 1850 

F. (2) Nyon (Zytel), for extreme durability and high resistance to tempera. 
ture (-600 F. to 300 0 F .. ) and most chemicals. 

ETHYL CELLULOSE CABLE CLAMPS 
Transparent (light yellowish) plastic. Meets specifications AN742. Plas· 
tic thickness is .063". 

NYLON (ZYTEL) CABLE CLAMPS 
Natural color (translucent white) Nylon. Thickness is .050" on 1/2" dia. 
and smaller clamps, .060" on 1ft' and larger. 

ETHYL CELLULOSE CLAMPS NYLON (ZYTELl CLAMPS 

Cat. Dlr. Net Cat. Dlr. Net For Cat. Dlr. Net Cat. 
No. Per C No. Per M Cable o.D. No. Per C No. 

34·300C $2.32 34·300·M $19.80 1fsn 34·370C $3.60 34·370·M 
34·304C 2.40 34·304·M 19.92 

~.' 
34·374C 3.93 34·374·M 

34·308C 2.58 34·308·M 21.97 
1/4" 34·378C 4.17 34·378·M 34·312C 2.85 34·312·M 24.23 

34·316C 3.00 34·316·M 25.50 ~.' 
34·382C 4.68 34·382·M 

34·320C 3.30 34·320·M 27.83 %" 34·386C 4.83 34·386·M 
34·324C 3.60 34·324·M 29.63 ?i.' 34·390C 5.13 34·390·M 
34-328C 4.20 34·328·M 34.68 

'12" 34·394C 5.47 34·394·M 34·332C 4.50 34·332·M 36.00 
34·336C 4.80 34·33S·M 39.83 1f.' 34·398C 6.72 34·398·M 

34·340C 5.10 34·340·M 42.71 %" 34·402C 7.50 34·402·M 
34·344C 5.40 34·344·M 44.76 1)16" 34·406C 7.80 34·40S·M 
34·348C 5.70 34·348·M 48.36 

%" 34·41OC 8.40 34·410·M 
34·352C 6.00 34·352·M 51.60 
34·356C 6.30 34·356·M 55.08 7/8" 34·414C 9.00 34-414·M 

34·358C 6.60 34-358·M 58.20 1" 34·418C 10.50 34·418·M 

Net The MASTER - 26th Edition 

Dlr. Net 
Per M 
$30.00 

31.77 

34.73 

38.37 

40.32 

42.63 

45.38 

62.26 

65.63 

77.33 

75.00 

81.00 

96.00 
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~OCK 
CHEMELEC'" SOCKETS AND CONNECTORS combine built-in reliability and simplicity of 
construction to form outstanding products for electrical and electronic circuits. They withstand 
rigid government tests for mechanical shock and vibration. Chemelec Sockets have zero water 
absorption, will not carbon track, exhibit low loss factor; Chemelec Connectors are available in stand­
ard R.M.A. colors; styles for compression mounting. Both will operate over various service ranges 
between -lOO°F to +500°F, will withstand extreme pressure altitudes. Garlock Catalog AD-169. 

CONNECTORS 
(i-Pin, Compression Mounted) 
For compression-mounting di­
rectly into drilled or punched 
chassis holes. Used with plug­
in crystal diodes, plug-in coils 
and forms, test probes, chassis 
test points and interconnect­
ing connectors. Insulator ma­
terial Teflon* TFE. Terminal material brass, silver plated and 
gold flashed. Flashover Point (Short time test at sea level)-
4500 VRMS (male and female); Capacitance (Frequency 1000 
KC)-.5 MMFD (!s" deck), .9 MMFD (!s" deck). Come in 
.040, .050, .064 pin sizes. Standard R.M.A. colors. Priced 
from 24¢. 

MINIATURE CONNECTORS 
(9-Pin, Tube Base) 
Male and female insulator 
material Teflon FEP or KEL­
F. ** Female base material 
ei ther brass, nickel plated 
or steel, cadmium plated. 
Saddle (female) brass, nickel 
plated; contacts (female) beryl­
lium copper; terminal pins (male) brass, silver plated and gold 
flashed; guide pin (male) brass, cadmium plated. Priced 
from 69¢. 

MINIATURE TUBE SOCKETS 
(7 and 9-Pin, Shield Base) 

Insulator material either Tef­
lon FEp'or KEL-F. Base ma­
terial either steel, cadmium 
plated or brass, nickel plated 
(plating meets JAN specifica­
tions). Contacts are beryllium 
copper and silver plated. Con­
tacts exceed JAN specifications for tube retention, tab flexing 
and contact resistance. Sockets are supplied with or without 
center shield. Priced from 60¢-70¢. 

MINIATURE TUBE SOCKETS 
(7 and 9-Pin, Saddle Base) 

Insulator material either Tef­
lon FEP or KEL-F. Base ma­
terial either steel, cadmium 
plated or brass, nickel plated 
(plating meets JAN specifica­
tions). Contacts are beryllium 
copper and silver plated. Con-
tacts exceed JAN specifications for tube retention tab flexing, 
and contact resistance. Sockets are supplied with or without 
center shield. Priced frOni 60¢-70¢. 
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MINIATURE TUBE SOCKETS 
(9-Pin, Bottom Mounting) 
Insulator material either Tef­
lon FEP or KEL-F. Base ma­
terial either steel, cadmium 
plated or brass, nickel plated 
(plating meets JAN specifica­
tions). Contacts are beryllium 
copper and silver plated. Con­
tacts exceed JAN specifications for tube retention, tab flexing 
and contact resistance. Sockets are also supplied less center 
shield. Priced from 60¢-70¢. 

CRYSTAL SOCKETS 
(Part 69007-4410) 
Designed for use wherever low 
loss, frequency stability and 
mechanical shock and vibra­
tion are problems. Chemelec 
Crystal Sockets mount by 
means of a single hole, and can 
be either screwed or riveted. 
Assembly is facilitated by the elimination of breakage,a 
problem common with ceramics. Insulator is Teflon TFE. 
Contacts are beryllium copper, silver plated. Priced from 43¢. 

SUB·MINIATURE TUBE SOCKETS 
(Compression Mounted) 
Insulation material is Teflon 
TFE. Contact material is 
brass or beryllium copper. 
Contact finish is silver plated 
and gold flashed. Several 
types and sizes available with 
varying capacitance, chassis 
retention and contact retention characteristics, depending 
on size. Priced from 76¢. 

GARLOCK ELECTRONIC PRODUCTS 

GARLOC:X: INO. 
CAMDEN NEW JERSEY 

"'DuPont Trademark **M. M. & M. Trademark, 

@ U.C.P., Inc. 



SECTION 2100 

LA GRANGE, ILLINOIS 

GRA YHILL BINDING POSTS 
All metal parts are nickel plated brass. Insulating washers are non­
turn "D" style phenolic to MIL-M-14. Integral solder stud plus two 
hex nuts for solder lug connections. All posts may be used on panels 
up to 3/16" thick and are shipped completely assembled. 

, 
, 
, 
-, , 

29-3 SCREW TYPE 
For V2" dia. mounting hole. sis" dia. insulating washers for 
use in existing equipment or where wider spacing is de­
sirable. Available in red, black, white, yellow, blue, gray, 
green and brown. 
29-3 (Red or Black) ................................................................ $.40 each 
29-3 (Choice of 6 colors) .......................................................... $.45 each 

29-1 SCREW TYPE 
For 3(a" dia. mounting hole. W' dia. insulating washers. Allows 
closer spacing of posts. Avai lable in red and black. 
29-1 (Red or Black) ................................................ ___ .................. _ .... $.40 each 

29-33 SPRING LOADED 
For W' mounting hole. s/a" dia. insulating washers. Spring 
loaded head gives 24 oz. of contact force. Designed for rapid 
connections. Available in red, blaCk. 
29-33 (Red or Black) ........................................ __ ................ ___ ........ $.40 each 

29B 11 For use with 29-1 posts. Makes an assembled 
unit with two posts on 3f4" centers. Molded phenolic to 
MIL-M-14. 
29B11-1 (Black) - 29B11-2 (Red) ............................................ $.10 each 

29-41 
Binding Plug (screw type) conforms to same standard as the 
binding posts. Mounted on a standard banana plug. 
29-41R (Red) 29-41B (Black) ................................................. $.50 each 

29-43 
Binding Plug (spring loaded). Head gives 24 oz. contact force. 
Designed for rapid connections. 29-43R (Red) 29-43B (Black) 
29-43R (Red) 29-438 (Black) ................................................ $.50 each 

29-42 
Twin Binding Plug. Two binding plugs mounted on a molded 
phenolic base. Banana plugs are on standard 3f4" centers. Sold 
as a completely assembled unit with two screw type heads. 
29-42 ........................ _ ......... _ .................................................. _..... ...... $1.25 each 

29-44 Same as 29-42 except with spring loaded heads. 
29-44 .......... ___ .............. _ .................. __ ..... _ .............................................. $1.25 each 

TEST CLIPS 
The basic clip is avai lable in 4 types of mounting. Designed for panel 
mounting on test equipment to allow rapid connections without manual 
opening and closing of jaws. Hex nut allows for tension adjustme~t 
of each clip. Clips are nickel plated brass. Length of test clip 
(excluding mounting base) is IVa". 

~~~~ 
2-0 Threaded 2-1 Banana 2·4 Threaded stud 

with insulating 
washers. 

2-6 Pin plug. 
.Iud. plug. 

$.20 ea.ch $.35 each $.35 each $.35 each 

MINIATURE TEST CLIPS 
A miniature version of the standard test clip, with the same construction 
and design, but extends only 3f4" above the mounting surface. 

~ 
2-20 

Threaded 
Stud 

$.25 each 

2-21 
Banana 
Plug 

$.40 each 

TEST CLIP ADAPTERS 

2-24 
Threaded 

Stud with Molded 
Phenolic In~ 

sulating Washers 
$.40 each 

2-2 For testing resistors, capacitors and other pigtai I 
type components. Banana plugs are on standard 3(4" 
centers. All' metal parts are nickel plated brass. 
Mounting board is molded phenolic to MIL-M-14. Hex 
nut under clip allows for tension adjustment of in­
dividual clips. Test clip extends )l(a" above board. 

$1.40 each 

2-7 Similar to the 2-2 except that banana plugs are 
adjustable from 3f4" to 1lJ4" centers ...... _ ........... $1.50 each 

INSULATED TEST CLIPS 

© U.C.P., Inc. 

COMPLETELY INSULATED (including hinge pin) eliminating 
the danger of shorting. Molded· parts are phenolic to 
MIL-M-14 .. OOS" thick silver overlay at point of contact. 
Terminal is si Iver plated brass. Contact resistance .0015 
ohms. All units tested at 500 volts to insure complete 
insulation. 
16-B (Black) 16-R (Red) .: ..................... _ ...... _ ......... _ ............... $.85 each 

Net 

TRANSISTOR SOCKET 22-11 
Designed for JETEC 30 packaging. Leads fit on 100 MIL 
grid for printed circuit. Socket fits through :Ya" drilled or 
punched hole and may be fastened with rivets or #2 screws. 
Terminal numbers are molded into bottom of socket and top 
face has key rib for alignment with transistor tab. Contacts 
are wrap around typel silver plated beryllium copper with 
gold flash. Base is mo ded mica-filled phenolic per MIL-M-14. 
Type MFE .......................................................................... _ ...................... _$.35 each 

t PUSH POST 

'

Designed to provide fast positive connections, this 
post is operated by depressing. the plunger, insert-

o above mounting surface. Nickel plated brass parts. i ing lead, and releasing plunger. Spring pressure as­
sures firm positive contact. Only 3(4' overall height 

lh~:~:.d 29-101 ;;_~oo; ~~~~k 0~0~~:~k~u~~~.n .. ~~.~: .................... $.35 each 
Banana 29-101 (Red or Black) .... __ .... _ .................. _ ....... $.50 each 

Plug 29-104 (Red or Black) ........ _ ............... _ ................. $.50 each 
29-104 
Molded 

phenolic washers 

• 

00 

SERIES 31 TEST JACKS 
Designed for use on printed circuit boards as test points. 
Accommodates standard phone tip plugs from .0Sl" to 
.OS25" dia. Rivets to board like an eyelet. Rivet dia. is 
.114". Jack is silver plated brass with gold flash. Retaining 
ring is cadmium plated spring steel. Extends lJ4" above 
circuit board. 

~i:~ 1m mr'b:~~~\J).:::.:::~~::.::.:::::::.::::~::.:=:~::::::.::·::·:::::::·::·:::~l~~ m: 
PLASTIC SLEEVES 
FOR SERIES 31 TEST JACKS 
Sleeves snap on and permanently lock in place over test 
jacks. Molded of thermo-setting plastic. Overall dimensions 
.24" dia. x .29" high. Available in black, red, green, gray, 
brown, blue, yellow and white. 
31B-(Specify Color) ........ _ ......................................... _ ....... _ ......... $.05 each 

COIL FORMS 
(Pat. No. 2,653,992) 
MOLDED OF MICA FILLED PHENOLIC per MIL-M-14, 
Type MFE with leads of tinned solid copper wire. 

$.2D each 

DIAMETER LEAD WIRE 
PART NO. LENGTH DIA. 

-1 .500" .125" .025" 
(28YY1003 -2 .625" .187" .032" 

(With Posts) -3 .750" .187" .032" 

2SYY1006 
-4 .500" .250" .040" 
-5 .750" .250" .040" 

(With?ut Posts) -6 1.000" .250" .04Q" 
-7 .500" .156" .032" 

-10 .375" .107" .025" 

STAND OFF INSULATORS 
Body of insulator is molded of mica filled phenolic 
per MIL-M-14, Type MFE. Terminals are silver plated 
brass. Overall length excluding mounting stud is 15/16". 
Diameter is 5/16". 
1&-1 (Female) ............................................. _ ......... _ .................. $.35 each 
18-2 (Male) .................................................................. $.40 each 

MATING INSULATING WASHERS 
For jacks with a %" dia. bushing. Washer for rear of panel 
has indexing hole that corresponds with the non-turn tab 
of the jack. Front washer fits under hex mounting nut. Sold 
in pairs. 
21B7S-1 (Mica filled phenolic) ........ _ ................... _ ............ $.12 per set 
21B7S-2 (Black elec. grade phenolic) ...................... _ ... $.12 per set 

MOLDED INSULATING WASHERS 
Molded from black electrical grade or mica filled phenolics. 
Available in eight different sizes for #4 to %" screws. Over­
all diameters are :Va", 1f2"J or Sfsn , 

21BI001 thru 5, 2181021 & 22 ....... _ ..... __ ..... _ .............. _ ...... $.05 each 
21B1006 .............. _ ........ _ ...... _ .......................... _ ........ _ ... _ ....... _ ........ $.06 each 
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SECTION 2100 

®JAVEX ELECTRONICS RED'LANDS, CALIF. 
BROOKLYN, N. Y. 

ALL JAVEX products are of highest quality and are guaranteed to SELL. Should any JAVEX item fail to give 
satisfaction in operation or quality, it may be returned for replacement, credit, or full refund. 

TV, RADIO, HHI, STEREO, AUDIO, ELECTRICAL, ELECTRONIC COMPONENTS 
Ul WHERE NECESSARY, NEMA STANDARD UNILINE OR SIERRA DESIGt! 
ON ALl- WALL PLATES. IVORY OR BROWN. 

SINGLE OUTLET TV WALL PLATE 
For extreme simplicity, convenience and efficiency in any 
TV or FM instaliation using 300 ohm transmission line. 
Uniline or Sierra design wall plates to match any existing 
decor. Use with XP-2 or MPX plugs. 
Complete with mounting screws. Solderless. 
Hi-Side for surface mounting, Regular for wali box in­
staliatilOll. 

Wp·l ................................................................................ LlST PRICE $1.49 
ALSO FURNISHED FOR DOUBLE OUTLET -WP-2, FOR ROTATORS WITH 2 
& 4 WIRE-WP-2-4, AND IN 6, 8 & 10 WIRE-WP-6 WP-8, WP-lO, WITH 
SEPARATE PLATE & RECEPTACLE IN DOUBLE TV OlmET AND ROTATOR 
COMBINATIONS AS BELOW. 

WITH PLATE 

DUPLEX TV RECEPTACLE WITH WALL PLATE 
For two 2-wire sockets or one 2-wire and one 4-wire 
socket. For 2 TV leads or for TV-FM or for TV and rotor. 
Use with XP-2 and XP-4 or MPX plugs. Complete with 
mounting screws. 
DUX-2-2 .............................................. LIST PRICE $1.97 

(for two 3OG-ohm outlets) 
DUX-2-4 .............................................. LIST PRICE $2.15 

(for one 30o.:ohm & one 4-wire outlet) 

MULTI-SET TV ISOLATOR 
MI-50 isolator on a wali plate acting as a single or double 
TV outlet. • 
Complete with mounting screws and MPX plugs. Solder­
less. 
MI-TV-l .............................................. LIST PRICE $3.29 

(1 outlet) 
MI-TV-2 .............................................. LIST PRICE $3.95 

(2 outlets) 

MULTI-SET TV ISOLATOR 
Ideal for hotels, motels, and Multi-Set instaliations, 
25-50 TV sets operate on one antenna. Limited only 
by the signal strength in your locality. One isolator 
required at each TV set: Complete with Magi plug 
and mounting screws. 
Size I1f4" x 2" x 7/16" high. Solderless. 
MI-50 ........................................... LIST PRICE $2.95 
MPX Magi-Plug Available Separately 

LIST PRICE $2.15 

COMPLETE AC-TV WALL PLATES 
One TV receptacle plus one AC receptacle of 
standard UL rating and a 2-gang duplex wali plate. 
Use with XP-2 and XP-4 or MPX plugs. Complete 
with mounting screws. Solderless. 
AC-TV-2-2 .................................. L1ST PRICE $2.37 

(two 2-wire TV outlets plus AC outlet) 
AC·TV-2-4 .................................. LIST PRICE '$2.69 
(one 2-wire TV outlet and one 4-wire Rotor outlet 

plus AC outlet). 

VOLUME ('L' PAD) CONTROL 
For Hi-Fi and other remote multiple instaliations where 
individual loud speaker volume control is necessary. 'L' 
pad type. a & 16 ohm. 

CONTROL ONLY 
LC·S ...................................................... LIST PRICE $2.95 
LC-1S .................................................... L1ST PRICE $2.95 

LCp·S .............................................................................. LIST PRICE $3.45 
LCP-16 .............................................................................. LIST PRICE $3.45 
LCP-dual. 2-L pads, 8 or 16 ohms ........................................ L1ST PRICE $5.66, 

ALSO - TENNA-SHINGLES, HIGH VOLTAGE PROBES, CRYSTAL HOLDERS, 
AC RECEPTACLES, BAKELITE WALL BOXES AND JAVEX MINI-PLATES 
AND SOCKETS. WRITE FOR CATALOG. 

DUPLEX OUTLET RECEPTACLE 
This receptacle is supplied in two styles for TV-FM, 
rotors, etc. Complete with mounting screws. Solderless, 
Use with XP-2 and XP-4 or MPX plugs. 
DU·2-2 ..... " .. "",,,,,,,, .. ,, .... ,, ... ,, ... ,, .... , .. ,,LlST PRICE $1.29 

(two 300-ohm outlets) 
OU·2-4 .. "" ..... """ ... " .... "" .. " ......... ".""L1ST PRICE $1.59 

(one 300-ohm & one 4-wire outlet) 

COMBINATION SWITCHING & VOLUME 
('L' PAD) OUTLET PLATES 

Plate with 4 pos., 2 pole switch. 
WPS " .. ", .. , .. " ..................... "" ...... ,L1ST PRICE $3.56 
4 pas" 2 pole switch and 2 wire outlet. 
WP5-1 ........... ", .. " .. ,,, ....... ,, ...... ,,,, .. L1ST PRICE $3.95 
WPS-dual. 2-4 pas, 2 pole switches LIST PRICE $5.66 
WLS ." " ................ , ............ , .... , ............... L1ST PRICE $5.66 

~k~6~h.~: .. 4 ... P.o.s.::.~.~~'.e.s~i~~~:rls~ ~.l'latE $3.95 
a or 16 ohm 'l' pad plus front outlet jack, 

®TENNA-TUBE THRU-WALL 
Featuring the new 300-ohm JAVEX Mini-Plates, 
MWP-2 or MWP-4. Wili connect any VHF-UHF 
lead-in, Will accommodate regular or special 
twin, RG, ladder, co-axial, oval, and round 
leads. 
TT WITHOUT PLATE ."." ..... ,L1ST PRICE $1.49 
TT·2 WITH PLATE & PLUG .. LIST PRICE $2.79 
TT·4 WITH PLATE & PLUG 

FOR 4 WIRE .. ,,, .. ,, ....... L1ST PRICE $3.10 

PLUGS 

Cannot be plugged into 110 VAC. True 300-
ohm with triple plated red brass octal base 
pins. Sparkling molded acrylic resin of the 
most handsome quality. '¥4" x 'Is" high, with 
easy grip sides. Solderless, 
XP-2 2 Wire ........... " .. " .. ,L1ST PRICE $ .30 
XP·4 4 Wire ....... " .. ,." .. , .. LlST PRICE $ .59 
XP·9 9 Wire- .. " ..... "."." ... L1ST PRICE $1.73 

2 AND 4 WIRE LINE SPLICERS 
S-2 ........ LIST .19 S·4 "."".LlST .39 

SUPER AC CONNECTOR 
BAKELITE FOR 2 WIRE AC SERVICE. 

RATED 10 AMPS @ 250 VOLT 
SMK-2 .............. " ...... LIST PRICE $ .69 

OCTAL PLUG 
Fits Octal Sockets. 'Screw cap. Finest Precision Bakelite 
Molding. 
SP·8 ............ , .. " ...................................... LIST PRICE $ .93 

MINIATURE PHONE PLUG & JACK 
Tiniest and finest set for open or closed circuits. Screw 
on caps, less than %" dia" 1" long overall, 
SM! ............... " .... "................... .. .... LIST PRICE $ .93 

TEST LEADS 
Red & Black Vinyl In 

3 Combinations 

Finest quality vinyl, red and black leads in 3 combinations of ,pin and 
alligator tips. 

SLot Pin·. tips and prOds ......... ,,, .... , ........ ,,.,, ...................... ,, .... LIST PRICE $1.69 
SL-3 Pin tip and alligator clips .. "."" ...................... , ........... LlST PRICE $1.69 
SL-5 Alligator clips both ends ............................................ L1ST PRICE $1.69 

YOU CAN ALWAYS DEPEND ON A JAVEX PRODUCT 
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SECTION 2100 

IJlll-IltC)NICS, INC. 
{HI{AGO ILLINOIS U.S.A. 

CONNECTING CABLES 

with LeAdte 
MOLDED PLUGS and JACKS 

FOR HI-FI, TUNERS, AMPLIFIERS, PRE-AMPLIFIERS, RECORDERS, SPEAKERS, SPEAKER EXTENSIONS, RECORD CHANGERS, PUBLIC 
ADDRESS SYSTEMS, AUDIO EQUIPMENT, RADIO AND STEREOPHONIC SYSTEMS 

...................................... ~lII&i:"j'.lj·III~ .................................... .. 
SHIELDED CONNECTING CABLES WITH MOLDED 
PHONO PIN PLUGS AND MOLDED PHONO PIN 

JACKS 

41' '8F 
NET 

Cl0l IS" .54 
Shielded cahle. Molded Phono Cl02 36" .63 
Pi~ Plug each end. Cl03 72" .81 

Cl04 120' 1.11 .. ./ 

NET 
Shielded cable. Molded Phono CI05 IS" .39 
Pin Plug; Stripped & Tinned. CI06 36" .48 

CI07 72" .66 
CIOI 120' .96 

(Where a 90· right 
angle molded 
phono pin pI ug is 
desited add "R" 
to stock number.) 

The silver.gray cable is of high.quality, low.capacitance 
type for minimum loss. Used for interconnecting tuners, 
pre·amps, amplifiers, record changers, recorders and 
accessories, wherever Phono Pin Jack or Plug is used. ... na-

NET 
C201 IS" .63 

Shielded cable. Molded Phono C202 36" .72 
Pin Plug; Phono Pin Jack. C203 72" .. 90 

C204 120' 1.20 .. 
NET 

Shielded cable. Molded Phono ~:g~ US' .84 
36' .93 Pin Jack each end. C403 72' 1.11 

C404 120' 1.41 

Plugs into standard l{.' 
Centers dual phono 
jacks' on all stereo am· 
plifiers. Used for inter. 
connecting stereo record 
changers, amplifiers and 
accessories. 

MOLDED DUAL PHONO PIN PLUG FOR ALL STEREO AMPLIFIERS NET 

IIi'iE( 
Two conductor shielded stereo cable. Molded 
dual phono pin plug; stripped and tinned. 

5"S003 
5"SOO6 
5"1010 

3' 1.68 
6' 1.95 

10' 2.31 

Two conductor shielded stereo cable. Molded 
dual phono pin plugs each end. 

5"S403 
5"S406 
5"S410 

3' 2.19 
6' 2.46 

10' 2.82 

MOLDED PHONE PLUGS 

A f~lly SHIE~DED MOLI?ED standard phone plug, available either 
straIght or rIght angle, with gray, low. capacitance 100% shielded 

• • II 
NET 

Sh'ielded cable. Molded C4406 6' 1.11 
SHIELDED Phone Plug; Phono C4410 10' 1.35 
Pin Plug. C4415 15' 1.65 

• I 
NET 

Shielded cable. Molded C4506 6' 1.17 
(When a 90· SHIELDED Phone Plug; Phono C4510 10' 1.41 

Pin Jack. C4515 15' 1.71 right angle 
molded 

~ 
phone plu!. 

........ is desire • 
add "ROO to 

NET stock num· 
Shielded cable. Molded C4006 6' .96 ber.) 
SHIELDED Phone Plug; Stripped C4010 10' 1.20 
and Tinned. C4015 15' 1.50 

cable. The newly desi.\lned gray molded handle is grooved for ease' 
in gripping, and permItS easy insertion into a recessed jack . 

NET 
Shielded cable. Molded C4306 6' 1.32 
SHIELDED Phone Plug each C4310 10' 1.56 
end. C4315 15' 1.86 

C4325 25' 2.46 • • NET 
Shielded cable. Molded C4606 6' 1.71 
SHIELDED Phone Plut; Molded C4610 10' 1.89 
SHIELDED Phone Jac . C4615 15' 2.19 

; 
NET 

Shielded cable. Molded C4106 6' 1.02 
SHIELDED Phone Plug; Lugs. C4110 10' 1.26 

C4115 15' 1.56 

MICROPHONE CONNECTORS 

L·T has developed a new molded connector which is interchan.\le. 
able with the present type now on the market. Molded grip WIth 
the cable molded directly onto the polished nickel plated brass 
connector. BOTH the conductor AND shield are soldered to the 
connector prior to molding, insuring noise-free operation. Heavy 
duty co-axial shielded cable, low loss, with a nominal capacitance 

Shielded cable. Molded Male and Female 
Microphone Connector. 

Shielded cable. Molded Microphone 
Connector; Molded Phono Pin Plug. 
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1906 
1912 
1925 

1801 
1103 
IS06 

6' 
12' 
25' 

l' 
3' 
6' 

NET 
1.29 
1.71 
2.64 

NET 
.74 
.90 

1.11 

of approximately 25 mmf/ft. For use with microphones, pre-amps, 
test equipment, VTVM', oscilloscopes, recorders, custom Hi·Pi 
installations or wherever a standard microphone connector is used. 
The coupling ring may be screwed back to convert connector from 
female to male type. Molded in gray to match the silver.gray 
cable. 

Net 

Shielded cable_ Molded Microphone 
Connecror; Stripped and Tinned. 

11106 6' 
11110 10' 
11125 25' 

Shielded cable. Molded Microphone 11306 6' 
10' 
25' 

Connector; Molded Phone Plug. 11310 
ALL' PRICES QUOTED ARE U.S.A. PRICES n325 

NET 
.99 

1.29 
2.40 

NET 
1.29 
1.59 
2.76 
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SECTION 2100 

MOLDED PLUGS and JACKS 

l.illl-IIIC»NICS, INC. 
~(HI(AGO ILLINOIS U.S.A. 

for SPEAKER EXTENSIONS 

with~eIUte 
FOR SPEAKER EXTENSIONS, AUDIO RECORDING, LOW IMPEDANCE PATCHING, VOICE COIL, 

RECORDING, SPEAKER LINES, VOLTAGE LINES, ETC. 

Flexible cable (not shielded) with molded phono pin 
plug for voice coil recording, speaker extensions, audio 

output, low impedance lines, etc. When the right angle 
type is desired, add "R" to the stock number. 

: :- --NET NET 
Flexible cable. Molded Phono 
Pin Plug each end. 

P6406 
P6410 
P6420 

6' .66 
10' .78 
20' 1.08 

Flexible cable. Molded Phono P6006 
Pin PI ug; Stripped and Tinned. ~:~~~ 

6' .45 
10' .57 
20' .87 

Flexible cable. Molded Phono Pin Plug; Qips. 

(Where a 90' right 
angle phono pin 
plug is desired, add 
"R" to the stock 
number.l 

NET 
P6206 6' .75 
P6210 10' .87 

Flexible cable. Molded Phono Pin Plug; Lugs. 
P6220 20' 1.17 

--NET 
P6106 6' .51 
P6110 10' .63 
P6120 20' .93 

Molded Phone Plug, either right angle or straight, with 
flexible cable (unshielded) for use with radio voice coil 

recording, speakers, headphones, audio output, or other 
low impedance circuits. Silver.gray cable and plugs. 

Flexible cable. Molded Phon" Plug each end. 
NET 

P7306 6' 1.26 
P7310 10' 1.38 
P7320 20' 1.68 

Flexible cable. Molded Phone Plug; Stripped 
and Tinned. 

Flexible cable. Molded Phone 
Plug; Molded Phono Pin Plug. 

C400 Phono Pin Jack; 
Phono Pin Jack. 
C400 ......... NET .60 

A754 Two Phono Pin 
Jacks; Phono Pin Plug. 
A754 ........ NET 1.20 

P7406 6' 
P7410 10' 
P7420 20' 

NET 
.96 

1.08 
1.38 

.----.....;..----. 

DUPLICATE 

Flexible cable. Molded Phone 
Plug; Phono Pin Jack. 

ORIGINAL EQUIPMENT REPLACEMENT 
Molded Male Plugs; with Molded Female Receptacles, 
Molded Octal Plugs, etc. <as widely used on Record 
Changers and Audio and TV equipment). 
Write for Exact Duplicate Replacement Catalog. 
Cflble Assemblies 

P55A Phono Pin Jack; 
Phone Plug. 
P55A ......... NET.75 

A753 PhoneJack;Phono 
Pin Jack. 
A753 ........ NET 1.05 

M75P Male Mic; Phone 
Plug. 
M75P ......... NIT .30 

A750 PhoneJack;Phono 
Pin Plug. 
A750 ........ NET 1.05 

MP Mic; Phono Pin Plug. 
MP ............ NET .60 

A780 Phono Pin Jack; 
2 Prong Polarized Plug 
I,4" centers. 
A780 ••••.•••• NET ,75 

A779 Mic Connector; Qips. NIT ,75 A782 Phone Plug; Qips. NET .75 
ALL PRICES QUOTED ARE U.S.A. PRICES 

A778 Phono Pin Jack; Qips. NET .75 

A781 Phone Jack; Qips. NIT 1.05 

NET 
P7OO6 6' .75 
P7010 10' .87 
P7020 20' 1.17 

P7506 6' 
P7510 10' 
P7820 20' 

C800 Mic; Mic. 

NET· 
1.02 
1.14 
1.44 

C800 ......... NET .60 

A751 Mic Connector; 
Phono Pin jack. 
A751 ......... NET .75 

A752 MicConneclor; 
Phone Jack. . 
A752 ........ NIT 1.05 
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SECTION 2100 

MALi:ORY 
P. R. MALLORY & CO. INC. 
INDIANAPOLIS, IND. 

JACKS, PLUGS, KNOBS, DIAL 
PLATES and HARDWARE 

Midget Junior 
Long Fr. .Junior Infant and Midget 
Mal. Net Mal. Net Mal. Net 
No. Ea. ...!!!:.. .!!:.. ...!!!:...!!:.. S~ • -1- TsC 701 45c A-I 39c Il= 
2 57c -- 51c A-2 4Be Its 702 -- - ~ 
2A 57e 702A 57e A-2A 57c 111.:= 
2B 57e 702B 57e ~ 
3 IOc 703 -- - ~ SOc -- - -- Ia§ 70lA SOC A-3A lBe 

703B -- -- I~ 3B 60c 60c -- -- -- -- - ~ 703C 60c -- - - -- -- ~ 704 69c ij§ - -- -- -- -- -- ~ 704A 69c 
-- -- -- -- - ~ 4B 75c 704B 69c I~ -- -- -- -- -- --

5 IOc 705 75c J§ 
-- -- -- -- -- -- lItE 

6 1.05 ~ 
XP JACKS 

!'O~II~'i~fo~~n:e~~A%~b~~~~g~fnJ~~~tri~: 
~fose strip panel mounting .. I:;peclal trame 
angle provides greater support. Plain. un­
threaded bushing; Jack mounts by use ot 
screw through panel mounting plate at 
busWng base. Bushing IIts all standard two 
and three conductor Mallory plugs . .springs 
assembled horizontally to trame. Bushings 
and springs nickel-plated; cadmium-plated 
steel1rame; line 'silver contacts. 

::ll~~:.~ •. ~~.1~.~~~~ ~~~C.~I~ ~~p.e: 63C 
Mallory No. XP2B-Three circuit 75C 
microphone type. Net Each ...... . 
Mallory No. XP3B-Single circuit. 90C 
m~e belore break type. Net Each .. 

SC JACKS 
Mallory No. SColA Phone Jaek-E'IUlv­
alent of Mllitary No. JJ-034. Same spring 
arrangement as No. 1 iong trame ·jack. 
Designed to receive tollowing plugs; 
Mallory No. 75: western Electric Nos. 

~7t4~~dp f~~. Stt~~~8~0;;¥!1~g.s·pt~1~~; 
JAN pIngs PJ-055. PJ-155. PJ-634, 36C 
PJ-II36 anel PJ-047. Net Each ..... 
Mallory No. JJ-034-JAN-J-641 version 
of SO-lA. Net Each ............... 3ge 
Mallory No. SCA-2B-Mlcrophone Jack. 
Equivalent of Mllitary Jack No. JJ-033. 
Same spring arrangements as No. 2B long 
frame Jack. Designed to receive the follow­
Ing plugs: Western Electric No. 109 and 
Signal Corps Nos. PL-68 and PL-16S. 
JAN Plugs PJ-068. PJ-168, and 42C 
PJ-309. Net Each .. " .......... . 
Mallory No. JJ.-033--JAN-J-641 version 
of above. Net Each ................ 48e 

Mallory Cir- Net 
No. cuit Shell Each 
~ 2-way I"lF .. ..::i""b;e~r=_;:_O::_;:._-_-_-I"'S;;;0;:.:;;8::.,4 
ToiiN 2-way I-piece nickel 1.08 
""iOiA 2-way 2-piece nickel, 1.50 

built-In clamp 

PHONE 
PLUGS 

Mal. eir-
No. cuit 
'''is ---
75 2cway 

7iA 2-way 

75N 2-way 

76 a-way 
7iA a-way 

''is 2-way 

Net 
Shell Each 

Adapts mike con. 
to stand. jack 

So:ro 
Phenolic tie-cord 
anchor, shielded 

.45 

Nickel, 2-piece, 
tie-cord anchor, 
built-in cble. clp. 

1.05 

NIckel; tie-cord -:6s 
anchor, shielded 
Phenolic .• 66 
Nickel, 2-piece, 
bu!lt-in chle. elp. 

"'T.1'i 
Miniature phone 
plug, shielded 

--:sa 

DIAL PLATES (FIG. D) 
Aluminum diM plates with ligures etched 
on solld black background. 110M" dla., ',{o" 
hole ligures ' .... high 020" thick , , , . 
':~I~~'lo Mallo~ 

No. -3 • Marking Net 
SpaCing Spacing Each 

"'45S' .. 372 1 to 2 12c 
373 1 to 3 12c 

454 374 1 to 4 12e 
455 375 1 to 5 12c 
456 376 1 to 6 12c 
457 377 1 to 7 1 zc 
458 378 1 to S 12c 
459 379 1 to 9 12c 
460 no 1 to 10 12c 
461 381 1 to 11 12c 
462 382 1 to 12 12e 
463 ........ 1 to 13 12c 
464 ......... 1 to 14 12c 
465 ......... 1 to 15 12c 
466 . ........ 1 to 16 12c 
467 .......... 1 to 17 12c 
468 ......... 1 to 18 12e 
472 .. 'sis'" orr 1 to 2 12e 
473 orr 1 to 3 12e 
474 384 orr 1 to 4 12c 
475 385 orr 1 to 5 12c 
476 386 orr 1 to 6 12e 
477 387 Offlt07 12e 
478 388 orr 1 to 8 12e 
479 389 Orrlto9 12e 
480 390 orr 1 to 10 12c 
481 .......... Of[ 1 to 11 12c 
482 ......... orr 1 to 12 12c 
483 . ........ Off 1 to 13 12c 
484 ......... Off 1 to 14 12c 
485 ......... orr 1 to 15 12c 
486 'S94';'" . Of[ 1 to 16 12c . ........ 1 to 24 12c 

......... 1mlal 1 to 5 12c 
Spacial ......... 488~ 1 to 4 l2c 
Spacial 

Spacing between numerals: .15·,t60·,~90· 

ROUND AND BAR KNOBS 

Mall. N0.I...!!2:..1 Description Net 
m-- ..... 11M' dla. round, ge 

black -
365-1 B 2;14" bar knob, 

black 
21c 

rn:r- A'" 1~' bar knob, 
lack 

15c 

366-R-l A 1;14' bar knob, 
red 

15c 

~ (J 1~' dla. round, 
--

lack 
21c 

368-1 C 1~' dla. roilnd, 18c 
lack 

Mallory Page JP-l 

Net 

CONTROL HARDWARE 

VOLUME CONTROL NUT WRENCH 

No. Fl. Descrl tlon Ea. Mal./ I / Net 
-nr T For ti" and %" hex nuts m 

EC240 

EB247 
UB241 
EB158 
EB214 

COUPLERS, BUSHINGS 

C luniV. coupling and 160e "reducer 
F Unlv. extension bushing 42c 
G Unlv. bushing and nut 9c 

. .. %' dble. flat. bushg. 51 c 

. .. %' flatted bushing Me 

ADJUST ABLE MOUNTING BRACKETS 

UNIVERSAL EXTENSION SHAm 
Mal. Net 
No. 

iRm"" 
f!ll: DescrIRtlon Ea. 

J 4' long, ;14" d a., W nat 157c 
RS243 f 1= Ig~l: ~= 31::: :1: g:~ ~J: RS244 
RS245 I 2' lonll, ~' dla., 'As' slot I] c 

DIAL PLATES FOR RHEOSTATS AND 
POTENTIOMETERS (NOT ILLUS.) 

(No. 391-'1~' diameter; 370-5~' diam­
eter all others-2;14" diameter) - ~ 

Mili. Control Type Net 
No. Marking For Each 
369 o to 100 All rheostats and 21c 

370 o to 100 
potentiometers 
"K" type rheo- 85c 
stats and poten-
tiometers 

391 IncreMe All rheostats and 21e 
Volume potentiometers 

393 o to 10 "C" types 21c 
395 o to 10 "M" type; Wire- 21c 

wound. with plain 
covers 

396 o to 10 Wire-wounds with 21c 
switch covers 

397 o to 10 Carbon with plain 21 c 
covers 

398 o to 10 Carbon with 21c 

399 o to 10 ~;,~C~y~~V;~~'s . 21c 

HEX SHOULDER NUTS (NOT ILLUS.) 

Mallory N0'1 255 
A11260-12 
A1126D-2 

For U· panels '""T2c' 
Description I Net 

For ~'panels 15c 
For ,.' panels 1 8c 

TYPE "K" RHEOSTAT ACCESSORIES 

Mal.No. Desert!!!lon Dia. Net Ea. 
""RT-l Bar knob 2W SQ.2l 

366-1 Bar knob 1;14' .18 
367-1 Knurled rd. knob 1~' .21 
368-1 Knurled rd. knob Hi' .15 
364 ~:n~'~~~ler 11",' .09 
363-1+ 3~' 2.49 
363-2 Handwheel·· 3;14' 1.93 
362-1 Handwheel· 3~' 2.03 
362-2 Handwheel·· 3;14' 2.03 
361 Finger Grip. 1%' .70 
361-1 Finger Grip" 1%' .55 
360 Finger Grip. 1%' .99 
360-1 Finger Grip'. 1%' .89 
359t Finger Grip. 2%' '24 3S9-lt Finger Grip •• 2%' • 0 

.Wlth Pointer. '.Wlthout Pointer. 
t"" hole dill., others, ;14'. 

The MASTER - 26th Edition • Page 727 



SECTION 2100 

TV Insta lIation Ace essories 

FLUSH MOUNTED TV SOCKETS 

1Ii~~iI Easy-to-install, attractive wall plate TV sockets 
for every installation requirement. - Ivory or brown 
plates are styled to harmonize with existing 
electrical plates. Available in types for single, 
dual or triple lead-in lines and for single and 
dual I ines plus 4-wire rotor cable. Packaged 

I'~~~ with mating plug(s), F-9 mounting brackets and 
III full instructions. 

t - 300 ohm lead 
2 - 300 ohm leads 
3 - 300 ohm leads 

Net 

F-IPK 
F-llPK 
F-ll1PK 
F-14PK 
F-114PK 

1 - 300 ohm lead & 4-wire rotor 
2 - 300 ohm leads & 4-wire rotor 

$1.23 
1.69 
1.77 
2.21 
2,21 

"ANTI-STUB" TV/FM WALL PLATE OUTLETS 
Similar to F-l PK, above, but with switch to disconnect sys­
tem beyond outlet being used. Prevents "stub-effect". 
Silver plated positive action contocts. Brown or ivory poly­
styrene. With polarized plug and mounting hardware. 
Type FD-IPK, ••••••••••••••••••••••• Net,' $1.32 

MOUNTING HARDWARE 
Type F-9, Mounting Brackets of heavy gauge 
steel for installing F-Series. Sockets in walls of 
existing buildings. Requires rectangular opening 
B4" wide by 4" long. 
Type F-9 •••••••••••••••••• Net, $ .23 

I- .. . ." ., . 
. . 

Type F-8 Plaster Ring for installing F­
Series Sockets in new construction. 
Mounts easily and quickly to wood stud­
ding. Adjustable for plaster thicknesses 
up to 1 Y2". Heavy plated steel. 
Type F-8 •••••••••••• Net, $ .26 

SURFACE MOUNTED SOCKETS 

Surface mounted sockets resemble flush wall 
plate types but may be used for either con,cealed 
wiring or where TV line is brought along surface 
of wall. No wall opening required. In brown or 
ivory polystyrene. Supplied with mating plug(s) 
and wood screws. 

SM-IPK 
SM-llPK 
SM-ll1PK 
SM-14PK 
SM-114PK 

1 - 300 ohm lead 
2 - 300 ohm leads 
3 - 300 ohm leads 
1 - 300 ohm lead & 4-wire rotot 
2 - 300 ohm leads & 4-wire rotor 

AC/TV WALL PLATE SOCKETS 

Net 
$1.04' 
$1.42 
$1.58 
$2.32 
$2.32 

Combination TV lead-in outlet and 
plate for double convenience outlet. 
Ideal for installation during new con­
struction or remodeling. Metal barrier 
plate, suppl ied separates AC and TV 
services to comply with electrical 
codes. Install in ganged electrical 
boxes. Brown or ivory. With mating 
plug(s) and mounting screws. 

AC-IPK Single 300 ohm lead 
AC-llPK Dual 300 ohm lead 
AC-ll1PK Triple 300 ohm lead 
AC-14PK One 300 ohm lead & 4-wire rotor 
AC-114PK Two 300 ohm leads & 4-wire rotor 
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Net 

$1.24 
1.65 
2.19 
2.19 
2.63 

Net 

TV/FM WALL PLATE OUTLETS ~ 
Permits all eJectrical and TV/FM outlets 0.' 

to be matched. Designed to fit standard, ~ 
single or double convenience outlet plates, .'. 
either plastic or metal. Brown or ivory 
polystyrene. o. 0 

FY-l Single 300 ohm TV /FM outlet Net, $ .64 fSl. 
FY-IPK Single 300 ohm TV/FM outlet with mating 

pi ug and hardware Net, $1.01 
FY-14 Single 300 ohm TV/FM outlet and 4-wire 

rotor socket Net, $ .83 
FY-14PK Single 300 ohm TV/FM outlet and 4-wire rotor 

socket w/mating plugs and hdwe. Net, $1.62 

STEREO TV/FM WALL PLATE OUTLETS 
For use in areas whereFM can be received 
with TV antenna. Resistor-type 2 set coupler 
built-in to isolate TV from FM permitting 
simultaneous reception without interaction. 

Type WPS-llPK •••••••••• Net, $1.39 

AUDIO PAD PLATE w/KNOB 
Attractive brown or ivory polystyrene plate 
with satin finished anodized aluminum dial 
face and modern indicator knob. Use to as­
semble L-pad, T-pad, Fader, etc., for audio 
and Hi-Fi systems. Less control. 

• Type FAV-l •••••••••••••• Net, $1.04 

ATTENUATOR PLATE with SPEAKER JACK 
Same as Type FAV-l. Plug and jack have been supplied 
for additional external speaker unit. Less control. 
Type FAV-2 ••••••••••••••••••••• Net, $1.54 

FLUSH SPEAKER SWITCH PLATE 
High quality 6 position switch plate selects any 
speaker or combination of speakers in remote lo­
cations. Heavy duty push button switches on 
brown or ivory plate. Complete with plated ma­
chine screws and instructions. 
Type FAS-6 ••••••••••••••• Net, $5.67 

SPEAKER WALL PLATE OUTLETs 
Brown or ivory polystyrene flush mounting out­
lets. Speaker socket and plug polarized and 
solderless. Ideal for custom Hi-Fi installations 
where remote .speakers are not permanently in­
stalled. Complete with mounting brackets and 
instructions. 

Type FAS-1PK Single ••••••••• Net, $1.77 
Type FAS-llPK Double. , •••••• Net, $1.93 

3-POSITION SPEAK.ER SWITCH 

-.-

01'15I'U ........ n: • 

... ~ 
Three position speaker switch for Hi-Fi or 
Stereo Speaker Systems. Will operate single 
speaker system, remote system or both. Type 
FSS-2 is supplied with external plug and jack 
for additional speaker. 

_'IL Type FS5-1 •••••••••• , •••• Net, $2.38 
Type FSS-2 ••••••••••••••• Net, $2.54 

TV DISTRIBUTION OUTLETS-
Attractive, easy-to-install wall plate sockets for hotel s, hos­
pital s, apartments, etc., with master antenna systems using 
RG-59/U or equivalent. Provides excellent electrical and 
m1tchanical plug-in connections of TV sets to coaxial cable 
drops. Fits standard electrical .outlet boxes or may be in­
stalled with Type F-B or F-9 accessories. In brown or ivory. 

Type F-3BPK. Above with balun coil Net, $2.98 
Type F-3CPK. With MC f~tting for RG-59/U cable. Net, $3.17 
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TV Installati on Ace essories 

300 OHM CONN ECTORS 
Precision molded low loss 300 ohm con­
nectors for UHF and VHF transmission 
lines. Constant impedance. Solderless. 
Type 301. Line Plug •••• Net, $ .20 
Type 311. Line Socket •••••• $ .20 
Type 321. Polarized, pair. • •• $ .40 
Type 304. Input Adapter. • • • •• $.20 
Type 27-5. Flat-line Splicer •••• $ .12 
Type 29-S. Round to flat Splicer •• $ .14 

MULTI-WIRE CONNECTORS 
For rotor cable connections and many 
other low voltage uses. No set screws 
in line plugs and line sockets. Brown 
or ivory. 
Type 354. 4-wire Base Sock'et •••• 

••••• Net,$.91 
Type 364. 4-wire Line Socket •••• 

••••• Net, $ .64 
Type 374. 4-wire Line Plug •••• 

• • • •• Net, $ .50 

300 OHM TV PLUG 
<t •• {0~~?' 300 ohm plug, one piece construction and 

utilizing set screws to hold line. Supplied 
with 3 pins to mate with AC- TV series 
plates but middle pin is removable to use 
with Mosley 2-pin sockets. Brown or ivory. 
Type 303 ••••••••••••• Net, $ .20 

UNIVERSAL TV SOCKET 
Compact, neat plug-in socket for F M or TV lead­
in line. Use as line tap or terminal socket. Low 
loss polystyrene, constant impedance design for 
300 ohm line. In brown or ivory. Complete with 
mating plug. 
Type 343PK ••••••••••••••• Net, $ .67 

ROOF-THRU 
8" x 9" copper flashing with polysty­
rene feed through bushing permits di­
rect weather-proof roof entrance of flat 
TV line and rotor cable. Easy to in­
stall. 

Type 624 • • • • • • • • • • • Net, $3.88 

Type 623. Similar to Type 624 but for 
round or oval 300 ohm line only. 
Type 623 ••••••••••• Net, $3.88 

WALL-THRU 
Neat, low loss wall entrance for al-l popular oval, round or 
flat transmission lines. Fits walls up to 13" thick. Type 
343 TV Socket mounts on inside plate. Brown or ivory. 
Type 625 •••••••••••••••••••••••• Net, $1.29 

Type 625PK. Above, with TV Socket and Plug. Net, $1.99 

TV ANTENNA SWITCHES 
Top quality rotary TV Antenna Switches for 
UHF and VHF. Silver-to-silver contacts and 
constant impedance design assures low in-

WALL FEED 
Install' at gable end or under roof over­
hang to provide weatherproof TV lead-in 
entrance into attic. Ideal for house 
trailer installations. Ivory or brown 
polystyrene plate with weatherhood and 
2" tube. In trailer installation cut tube 

flush with inside wall and install Type 343 TV Socket 
directly over opening. Type 626 •••••••• Net, $ .84 
Type 626PK. Above with TV Socket & Plug •• Net, $1.53 

MULTI-SET COUPLERS 
"Tiny-Mite" Multi-set Coupler and plug­
in socket with plug. Resi stor type tap­
off unit will operate two TV sets from 
one antenna. Neat, compact. In brown 
or ivory. Type 912 •••••••••••• Net, $1.16 

Dual Match 2-Set Coupler. Efficient re­
sistor type coupler outperforms many 
coil type units and provides exception­
ally good isolation between sets. Sol­
derless. Brown or ivory case. Intended 
for primary signal areas. Type 902 ••••••• Net, $1.96 

4-Set Coupler. Resistor type coupler de­
signed for metropolitan areas, the major 
multi-set markets. Ideal for motels, 
small apartment buildings, etc. Brown 
or ivory polystyrene case. Type 904 • • Net, $4.13 

A unique, compact two set coupler, de­
signed to minimize set inter,action and 
radiation. 
Type PC·2 •••••••••••• Net, $1.42 

72-300 OHM TRANSFORMER 
Balun type transformer matches 72 to 300 
ohm or 300 to 72 ohm. Can be installed at 
set or directly on antenna. Solderless. Wea­
ther sealed polystyrene case. 
Type 90 •••••••••••••••• Net, $2.38 

TUN~BLE WAVE TRAPS 
High Q series resonant wave traps for eliminating 
interference patterns and cross-talk on TV and 
FM. Use on any receiver input, 50 to 600 ohms, 
balanced or unbalanced. Solderless. Install on 
set terminal strip. Choose type with range in­
cluding frequency of interfering station. 

WT-7 
WT-14 
WT-21 

••••••••••••••••••• Net, $3.04 

6.8 - 8.5 mcs. WT-41 27 - 55 mcs. 
13.8 - 16 mcs. WT-78 47 - 110 mcs. 
16 - 28 mcs. WT-165 100 - 230 mcs. 

MOSLEY"Y-TY" 
Solderless strain relief connector prevents 
transmission line from breaking at the an­
tenna. Easy to install, fits all types line. 
Use Type 263-L for antennas with terminals 
more than 4" apart. 

Type 263-S. "Y-TY" •••••• Net, $ .43 
Type 263-L. "Y -TY" • • • • •• Net, $ .43 

POL YETHYLENE TV CONDUIT 
Black polyethylene tubing makes ideal conduit for running 
TV and FM transmission lines within walls. Simplifies re­
placement of hidden wires. %" inside diameter. Flexible, 
easy to install. Many other applications such as intercom 
and other low voltage cables. 

sertion loss. Solderless. Brown or ivory. ,No. 80-25. 25 feet •••••••••••••••••• Net, $5.25 
Type F-40. 2-way Switch •••••• Net, $1.36 No. 80-50. 50 feet •••••••••••••••••• Net, $10.50 
Type F-20. 3-way Switch •••••• Net, $2.48 No. 80·100. 100 feet •••••••••••••••• Net, $21.00 

See MOSLEY Antennas and other Amateur Components listed in another section of this book. 
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U.S. PATENTS: 2,416,113; 2,549,589; 2,593,130; 2,762,028 

'70 SERIES" ALLIGATOR CLIPS 
U.S. Patent No. 2,762,028 

A modem, streamlined version of our standard size Alligator Clips. 
Features simplified design, fast connection of wire with cord strain relief 
ears, patented hinge construction and lower cost. 
Mueller's traditionally snappy spring, full jaw spread, fine meshing teeth, 
round thumb grip and trim shape give most wanted features for test work 
In close quarters. 

No. 70-FOR SOLDERED CONNECTION 
Steel, cadmium plated. Hi" long. 
EACH NET ...... $0.07 LOTS OF 10 .... $0.044 

No. 70-5-SCREW CONNECTION 
Otherwise same as No. 70. 
EACH NET ...... $0.08 LOTS OF 10 ...... $0.05 

No. 70-CS-COPPER SCREW CONNECTION 
Solid copper version of No. 70-S. 
EACH NET ...... $O.l1 LOTS OF 10 .... $0.075 

No. 72-SKIN-TIGHT INSULATOR 

FOR 70 SERIES ALLIGATOR CLIPS! 

For the first time complete, skin-tight, one· piece insulation for a 
standard size Alligator Clip! Covers entire clip right down to nose. 
Special tip slot permits full jaw opening without exposing teeth. 
EACH NET ..•......... $0.06 LIlTs OF 10 ............ $0.04 

"60 SERIES" ALLIGATOR CLIPS 

No. 6O-CONVENTIONAL TYPE 
Accurately made, slim jaws, flne meshing teeth. 
Convenient, round thumb grip, barrel connection 
for banana plug. Equipped with small soldering 
lip. Strong spring with a hard bite. Cadmium 
plated. 2" long. 

EAC H N ET ............................ $0.07 LOTS OF 10 ............................ $0.05 

No. 60-5-SCREW CONNECTION 
Eliminates necessity for soldering. Otherwise 
same as No. 60. 

EACH NET .... $0.08 LOTS OF 10 .... $0.058 

No. 60-CS-COPPER .ALLIGATOR CLIP 
Solid copper version of No. 60-S. Screw connection. 2" long. 10 per box. 

EACH NET ............................ $0.12 LOTS OF 10 .......................... $0.084 

No. 60PR-2-8PECIAL BARREL 

FOR TEST PROD OR PHONE TIP 

Barrel crimped to provide friction .fit on standard test prod or 
phone tip. Holds prod on teat, frees hand for other work. 
EACH NET ............ $0.10 LOTS OF 10 ............ $0.07 

No. 62 FLEXIBLE VINYL 
INSULATOR 

Red and black inSUlators for 
tJ~i~~~r Clips 60, 60-S, 60-CS, 

EACH NET ............ $0.06 LOTS OF 10 ............ $0.04 

No. 60-HS-STEEL ALLIGATOR CLIP 
WITH INSULATED HANDLE 

Same as No. 60~S except equipped with 
red and black Insulating sleeves on end. 
Very convenient for distinguishing leads. 
Has screw connection also. Cadmium plated. 
2M" long. Shipped haIf red, half black. 
EACH' NET ............ $0.12 LOTS OF 10 ............ $0.084 

No. 60-CHS-COPPER ALLIGATOR tLIP, INSULATED HANDLE 
Solid copper version of No. 60-HS. Screw connection. Shipped with half red, 
half black insulating sleeves. 10 per box. 
E.\llH NET ............ $0.15 LOTS OF 10 ............ $0.105 
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Micro·Gator 

Micro·Gator 
with Insulator 

NEWI 
MICRO·GATOR CLIP 

(Smallest Insulated Clip Ever Made) 
U.S. Patent No. 2,762,028 

Trademark Reg. 
The aJl1gator clip wi th the microscopic tip! This Is the 
alligator clip you now can use where no other Clip will 
do . . . on printed circuits, In tight spots and on tiny 
terminals too crowded for anything but its microscopic 
tiP. It offers the speed. free-handed ease and convenience 
associated with other Mueller alligator clips. The Mlcro­
gator Is truly small (takes 30 to weigh an ounce!) In­
cluding separate skin-tight Insulator the tip is no bigger 
than the head of a pin! Yet the Micro-gator has ample 
thumb grip, and plenty of bite to stand up straight on 
the smallest terminals. Ample. %,'. jaw spread. Solder 
connection. Skin-tight flexible vinyl Insulator (sold 
separately) has "lip-action" tip slot so that jaws stay 
covered whether open or closed. 

NO. 34 (Steel, cadmium plated) 
EACH NET ............................ $0.07 LOTS OF 10 .......................... $0.044 

NO. 34-C (Solid Copper) 
EACH NET ............................ $0.08 LOTS OF 10 .......................... $0.056 

No. 36 (Insulator for Nos. 34 and 34·C) 
EACH NET ............................ $0.06 LOTS OF 10 .......................... $0.04 

Mini-gator 

MINI.GATOR CLIP 
U.S. Patent No.2, 762,028 Trademark Reg. 

Indispensable for testing or incorporation Into minia­
turized equipment. Skin-tight flexible Vinyl insulator 
(sold separately) covers completely - has slotted "lip 

~_ action" tip. Clip weighs 1/20th oz., has tiny "%." O.D. 
--~.ltlf nose, but ample /0" jaw spread. Crimping ears. Solder 

connection. Surprisingly strong bite penetrates corrosioD 
Mlnl.gaior and coatings. 

with Insulator No. 30 (Steel, cadmium plated) 
EACH. NET ............ $0.07 LOTS OF 10 ............ $0.044 

No. 30-C (Solid Copper) 
EACH NET ............ $0.08 LOTS OF 10 ............ $0.056 

No. 32 (Insulator for Nos. 30 and 30-C) 
EACH NET ............ $0.06 LOTS OF 10 ............. $0.04 

COMPLETELY INSULATED ALLIGATOR CLIPS 
Patent Pending 

No. 63 or 63-C Clip 
Sold only as a unit, with 
factory-applied insulators. 

A radically new development that doubles the usefulness ·of Alligator Clips I 
Completely insulated right down to the nose. Flexible 2-piece skin-type 
vinyl insulator of high dielectric strength. with "lip action" slotted nose 
that permits opening of clip without exposing metal. Insulator nose is only 
15/64" O.D. The tight fltting sheath preserves all the slimness of the 
Alligator Clip. still giving complete protection against shorts in even the 
tightest spots. These clips could be bunched together-touching all around­
without danger of shorting. Screw connection easily made by slipping in­
SUlator forward. 

No. 63-INSULATED ALLIGATOR CLIP (STEEL) 
Composed of Mueller No. 60-S Alligator Clip steel, cadmium' plated, screw 
connection, complete with 2-piece vinyl Insulator. Shipped half with red 
inSUlators, half black. 10 per box. 
EACH NET ............ $O.24 LOTS OF 10 ............ $0.164 

No. 63·C-INSULATED ALLIGATOR CLIP (COPPER) 
Composed of Mueller No. 60-CS Alligator Clip, solid copper. screw connec­
tion. Shipped half with red insulators, half black. 10 per box. 
EACH NET ............ $O.26 LOTS OF 10 ............ $0.18 

spring-temper phosphor 
spread ,&". 10 per box. 

WEE.PEE.WEE No. 88 

Entirely Non-ferrous. 
An extremely small clip for flne testing In radio 
and electrical work. Light-Weight; thin-Dosed; 

bronze. Ideal for close-wound coils. 1M" long; jaw 

EACH NET ............ $0.22 LOTS OF 10 ............ $0.15 
Use No. 93 Insulator. 
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TEST CLIPS 
No. 45 PEE WEE 

A very small test clip for radio, ignition, meter and 
similar work. 1 'h" long. Jaw spread fo". Steel, 
cadmium plated. 

EACH NET ............................ $0.07 LOTS OF 10 ............................ $0.05 

No. 45-C 
Solid Copper R.F. Test Clip 
Solid copper radio frequency test clip. 
Phosphor bronze spring, brass screw. 
Will not heat up In high frequency test 

No. 45-C Clip work, entirely non-ferrous. 1 'h" long. 
No. 47 Insulator 10 per box. 

EACH NET.. .......................... $0.13 LOTS OF 10 ............................ $0.09 
Use No. 47 Insulator for Clips 45 and 45-C. 

No. 48-B 
A small test and battery clip for radio use and 
general testing purposes. 2" long. Jaw spread 
%". Steel, cadmium plated. 10 per box. 
EACH NET.. .... $0.10 LOTS OF 10 ...... $0.07 

No. 48C-Solld Copper. Same size as 48-B. 
EACH NET.. .......................... $0.14 LOTS OF 10 .......................... $0.098 

No. 50-C Needle Clip 
Solid bronze. Needle pierces insulation of 
wire for Quick test contact. 2'\4" long. 
10 per box. 
EACH NET.$0_26 LOTS OF 10.$0.18 

No. 51-C-·Large crocodile clip. Same as 
50-C but without needle. 10 per box. 
EACH NET.$0.17 LOTS OF 10.$0.12 

Use No. 49 Insulator for Clips 48-B, 48-C, 50-C and 51-C. 

No. 27 
A high grade test clip with meshing' teeth 
on three sides of jaws. For laboratory 
and shop test work 2 r." long. Jaw spread 
%". Steel, cadmium plated. 10 per box. 

EACH NET ............ $0.13 LOTS OF 10 ............ $0.09 

No. 27·C-Solld copper. Same size as No. 27. 10 per box. 
EACH NET ............ $0.20 LOTS OF 10 ............ $0.14 

Use No. 29 Insulator for clips 27 and 27-C. 

CROCODILE CLIPS 

No. 85 or 85-C Clip with 
No. 87 Insulator 

No. 85-1 Clip 

No. 85-A vory small clip with slender, elongated jaws for getting Into 
tight places in radio or elect.rlcal test work. Screw connection. 2%" long. 
EACH NET ............. $0.09 LOTS OF 10 ............ $0.06 

No. 85-C-Same as No. 85, except solid copper. A radio frequency, entirely 
non-ferrous test clip. 10 per box. 

EACH NET ............ $0.16 LOTS OF 10 ............ $0.11 

No. 85-T-Crocodile "Tip-Clip"-equipped with standard phone tip on one 
jaw, otherwise same as No. 85. Ideal for use a8 a prod, for ordinary clip 
connections and for connections to Insulated binding posts having non­
removable heads. 2%" long. 10 per box. 

EACH NET ............ $0.21 LOTS OF 10 ............ $0.15 

Use No. 87 Insulators for clips 85, 85-C and 85-T. Red and Black. Cover 
entire clip except nose. Protect against short and shock. Help to distinguish 
leads. 

© UCP., Inc. 

GROUND CLAMP 

The ClamPipe wlIl not spread. bend or lop 
over when appiled. Point of large case hard­
ened screw bites through corrosion into clean 
metal to insure good contact. Appilcable to 
pipe %" to 1%" O.D. The best ground clamp 
on the market! 

EACH NET ...... $0.20 LOTS OF 10 ...... $0.14 

Net 

LARGER SIZES OF CLIPS 

No. 21·C 

All pack~d 10 per box. 

Each Net Lots of 10 
No. 24A-25 Amp. Steel, lead plated 2'Ys" long _________ $0.22 $0.15 
No. 24C--QO Amp. Solid Copper. 2'Ys" long ____________ .34 .24 
No. 21A-50 Amp. Steel. lead plated. 4" long ____ _____ .40 .28 
No. 21-C*-IOO Amp. Solid Copper. 4"." long _________ .91 .64 
No. n-A*-100 Amp. Steel, lead plated. 6" long ______ 1.00 .70 
No. ll-C*-200 Amp. Solid Copper. 6" long ___________ 1.70 1.19 
No. 33-C*-300 Amp. Solid Copper. 7%" long _________ 3.25 2.28 

(*Fumished with detachable lug connection for easy securing to 
large cables.) 

HIPPO-CLIP 
(Left) 

NEW! 

PIGMY CLIP 
(Below) 

PIGMY CLIP-A new small pller clip for 
battery operated equipment and automotive 
test. Flat, wide handle allows positive grip. 
Won't "squirt away". Built-in solder strap 
and wire clinching ears. Supplied with vinyl 
handle Insulators in red or black. Ample 
l!h" Jaw spread. 3" long. 

List price ea. 
No. 46-A Steel bright copper plated, 50 amp. _______________________ . ______ $ .25 
No. 46-C Solid Copper, 75 amp. ______ .40 

HIPPO - CLIP - For ba ttery 
booster cables and fast chargers. 
Proved higher quality and su­
perior design. Built-In solder 

strap and Clinching ears for fast, sure cable 
connection. Supplied with vinyl handle In­
sulators In red or black. Full 1-9/16" jaw 
spread. 6" long. 

List price ea. 
No. 41-A Steel, bright copper 

plated, 100 amp. ____ . __ . ________ $.75 
No. 41-C Solld Copper, 200 amp ____ 1.50 

FLEXIBLE INSULATORS FOR CLIPS 

regular price are insulators marked • below. . 
A convenient protection against short circuit and electric shock. Colors help 
to distinguish leads. Packed half red and half black to Indicate polarity. 
Long tan prevents breakage of wire. Constructed so that clip Is held In firmly .. 
NOW AVAILABLE also in blue, white, yellow and green at 10% above 
Insulator No. For Use with Clip No. Eeach Net Lots of 10 

13" 
23" 
26* 
29* 
32* 
35 
36" 
47" 
49* 
62" 

72* 
87" 
93 

ll-A, H-C ... _. ______ . __ ._. _____ ... __ $0.85 
21-A, 2I-C .. __ . _____ . ___ . ___ . ___ ._._. .46 
24-A, 24-C. _________ . ___ .. _____ ... _.. .23 
27, 27C _____ • ____ . ___ • ___ ._. ________ . .15 
30. 30-C ____ . ___ . ___ .. ___ .... _______ . .06 
33-C ___ . _________ • _____ • ___ • __ ._._._ 2.93 
34, 34-C __________ .. ___ . _______ ._____ .06 
45. 45-C .. __________ . ___ ... ____ ._.___ .06 
48-B, 48-C. 50-C. 51-C __ .... ________ . .09 
60, 6O-S. 6O-CS, 60PR-2 

(also 70 Series) ........ __ ... _._. __ . .06 
70. 70-S, 70-CS .. _._. ____ ... _._______ .06 
85, 85-C. 85-T ______ • __ •• __ ._._._____ .06 
88 • ______ • _______ ••• _._. ___ ._ ••••• _. .12 

"Also available In blue, white. yellow and green. 

$0.59 
.32 
.16 
.10' 
.04 

2.05 
.04 
.044 
.065 

.04 
.04 
.044 
.08 
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PECO PATCH-CORDS & STACK-UP CONNECTING LEADS 
11;'32 

~
1aS'166!'171 . ~" 

_f",140 

I }'O-C59:64-1 • --~II~--------II"--~ 1.31!64----.j 

MODEL B (BANANA TYPE) 

Fits all standard banana jacks .166 DIA. One 
piece beryllium copper spring, heat treated, 
contact resistance less than 0.001 ohms. 
Plug body and spring, nickel plated. Extra 
flexible polyvinyl insulated wire .140 0.0., 
7.5KY (Spark Test) ... 18 gauge, stranding 
65 x 36 T. C. Plug body molded with durable 
pO,lyethylene insulation. "SPECIFY LENGTH 
AND COLOR * NET 1.50 

-----
MODEL M (BANANA TYPE) Miniature 

MODEL P L080 PHONE TOP) 

Fits all standard .080 tip jacks. One piece 
beryllium copper heat treated spring contact 
and tip. Finish silver plate, gold flash. Extra 
flexible polyvinyl insulated wire .087 O. D. 
6KV (Spark Test) 20 gauge, stranding 41 x 36 
T. C. Plug body molded with polyethylene. 
Compact size, extended height above jack 
",a", dia.lf4". SPECIFY LENGTH AND COLOR * 

NET 1.75 

LIJ..i 
• 

5/32- DIA.Tf--s/s·-j 

MODEL PT063 \.063 DIA. TIP)· TIP LENGTH 7/16" 

MODEL PT080 \.080 PHONE TIP) TIP LENGTH 1/2" 

MODEL PM080 \.080 PHONE TIP) TIP LENGTH 1/4" Fits all standard miniature banana jacks with .104 dia. Finish, sliver 
plated. Polyvinyl insulated wire .087 O. D., 6KY (Spark Test). 20 gauge 
stranding 41 x 36 T. C. Plug body molded with durable polyethyrene 
insulation. Compact size, extended height above jack 35/64. SPECIFY 
LENGTH AND COLOR * NET 1.50 

Model PT063 fits AN·MS No. 16 contact. Model PT080 fit .080 tip jacks. 
Insulation molded to plug body and cable. Finish gold over silver 
plated. Polyvinyl insulated wire (Mil. W-16878D Type C), 22 gauge, 
Stranding 19 x 34 T. C. O. D •• 064. Subminiature in size. Compact 
size 5/32" dia. Plug body 0/8" length above jack. SPECIFY LENGTH 
AND COLOR * NET .85 . * Stack-up patch cords above, available in 4", 8", 12", 18", 24" and 36" lengths. 

Lengths other than those specified available upon request. Colors. Black. Brown, 
Red, Orange, Yellow, Green, Blue, Violet, Gray and White. 

SOCKET SAVERS 

REDUCED HEIGHT FOR PORTABLE EQUIPMENT· MAXIMUM HEIGHT ABOVE EQUIPMENT 13/16 INCHES 

MODEL 55-7 
SEVEN PIN MINIATURE 
NET 1.75 

The Socket Saver is designed to 
be installed on tube checkers 
and other electronic equipment 
to prevent wear and tear of sock-

MODEL SS-9 
NINE PIN MINIATURE 
NET 1.75 

ets on original equipment. They 
are easy to install and remove. 
This eliminates the necessity of 
replacing and rewiring sockets 

MODEL 55-8 
8 PIN OCTAL 
NET 1.75 

on original equipment. Built of 
quality materials. BERYLLIUM 
COPPER LONG LIFE CONTACTS to 
give maximum service. 

MODEL SS-789 KIT, SET OF THREE. NET 5.25 MODEL 55-11, 11 PIN OCTAL STYLE. NET 1.95 

MODEL TVS-7 
SEVEN PIN MINIATURE 
NET 1.65 ea. 

Peco Test Socket Tube Adapt­
ers are ideal for making 
measurements of voltage. re­
sistance, audio and video 
without trac ing compl icated 
circuits from the bottom of the 
chassis. They Feature, Ex. 

TEST SOCKET TUBE ADAPTERS 

MODEL TVS-9 
NINE PIN MINIATURE 
NET 1.85 

tended" test tabs for easy use 
with either alligator clips or 
test prods; Low loss MICA· 
FILLED mOlded phenolic con­
struction per MIL-M-14, MFE. 
Power factor less than 0.010 
at 10 Mc; High insulation reo 

MODEL TVS-789 KIT, Set of Three. NET 5.25 

SPECIAL ADAPTERS DESIGNED TO YOUR SPECIFICATIONS. 

SEE COMPLETE LISTING IN EEM 
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sistance, the I. R. exceeds 
500,000 meg-ohms at 40% R. 
H .• at 24" C; Distributed ca· 
pacity, inter-element approxi· 
mately 1 micro-micro farad; 
High voltage operation, volt· 
age breakdown elements ex· 
ceeds 1700 volts AC or DC. 
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TUBE SOCKET CONVERSION ADAPTERS VIBRATOR TEST ADAPTERS 

MODel 1I0-S 
NET 1.55 ea. 

MODEl 110-P 
MODEl 110-R 
NET 1.55 ea. 

110 0 CRT SOCKET ADAPTER TO DUO DECAL BASE 
FOR TESTING N~W NARROW-NECK 110 0 TUBES 

Modernize your present test equipment with this· simple adapter. 
no rewiring necessary. Just plug in adapter to convert to 110' 
socket. Used for testing, ageing, and lifetesting. Model 110-S 
has .820 pin-circle diameter (7 pins, .093 diameter) similar to 
17BVP4, etc. Model 110-R has .600 pin-circle diameter (.040 pins) 
similar to 17BZP4, etc. 
Model 1l0-P is similar to Model 1l0-R except that it is wired to 
test 110' Semi-Flat S-F series 17DAP4jSFl7, 21EAP4jSF21, etc. 

MODEl DA-34 
NET 4.95 ea_ 
FOR CHECKING ANY STANDARD 
3 OR 4 PRONG VIBRATOR, 
6 OR 12 VOLT 

The Vibrator Test Adapter simplifies servo 
icing of auto radios by eliminating the 
vibrator as a possible source of trouble. 
Features compact rugged phenolic con­
struction. Instantly shows when contacts 
are sticking or open. Will indicate start. 
ing. voltage. Eliminates all guesswork. 

MODEL 4A 4 PRONG 6·12 VOLT 
NET 3.25 ea. 

MODEl 3D 3 PRONG 12 VOLT 
NET 3.25 ea. 

TEST SOCKET CATHODE RAY TUBE ADAPTERS 

MODel TVS·2 MODEL TVS·3 MODEL TVS·4 

NEO-DIHEPTAL EIGHTAR [.040 PINS) 7 PIN (.093 PINS) 
DUO DECAL for color for 11 00 For 11.0 0 

For Television Television Television Television 

picture tubes pi ctu re tu bes picture tubes picture tubes 

NET 1.95 eel. NET 7.45 eel. NET 2.55 ea. NET 1.95 ea. 

The PECO Test Socket Adapters are ideal for making measure· 
ments of voltage, resistance, and video from the base of the 
picture tube. The test socket adapter is inserted between the 
CR Tube base and its socket. This completes the circuit and 

makes all connections readily accessible. Measurements can be 
made without tracing circuit wiring to test points below the 
chassis, thereby saving valuable time and increasing efficiency 
In trouble shooting. . 

TRANSISTOR SOCKET 

MODEL XS-T4 

Peco XS·T4, surface mounted 
socket, designed for JETEC 30 
type transistor. Features include: 
closed-entry, silver plated, gold 
flash, beryll ium copper contacts; 
contact numbers and location tab 
molded into top of socket. Easily 
mounted with two #2 screws. 
All connections are made on top 
of chassis, making socket readily 
adaptable to enclosed-unit cir. 
cuits. Socket is molded of low· 
loss mica-filled phenolic per 
MIL-M·14, type MFE. NET .45 ea. 

© U.C.P., I';c. 

SURFACE MOUNTED BREADBOARD SOCKETS 

ideal for electronic and experimental use 
r-------: ,.=. 

MODEL XS·7 MODEL XS·9 
SEVEN PIN MINIATURE 

NET .49 ea. 

NINE PIN MINIATURE 

NET .57 ea. 

MODEL XS-8 
EIGHT PIN OCTAL 

NET .57 ea. 

Surface Mounted Breadboard Sockets are used for 
experimental circuit design, portable and enclosed 
units, plug·in and packaged assemblies. They fea· 
ture: An insulated base to prevent connections from 
shorting to chassis; Eliminates double chassis de· 
sign; Circuits may be wired in an ericlosed unit; 
The base connections are numbered for easy Iden· 

SEE COMPLETE LISTING IN EEM 

Net 

tification; Grade·A phosphor bronze spring can. 
tacts; Standard center to center mounting holes; 
For ease of installation the 7 and 9 Pin Miniatures 
may be mounted either In the center or on the 
sides, the 8 Pin Octal is mounted on the sides; 
Small mounting holes permit the re·use of experi­
mental chassis. 
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INSULATED TIP PLUG 
Solderless 

HANDLE: MOLDED BAKE­
LITE. Red. Black. Yellow. 
Green. Blue White. 
SPECIFY COLOR. 

BODY: Brass. nickel plated. 
DESCR.: Solderless: wire tits 

through bodY of tip then 
wraPDed around _ screw por· 
tion and tightened with 
knurled collar. Threaded 
type. Fits stand.rd phone 
tiP j.cks. 

No. 
200_ 

Std. Pk •• 100 

Type 
Senior 

Per C 
$25.00 

INSULATED TIP PLUm 
hlderless 

HANDLE: MOLDED BAKE­
LITE. Red. Bl.ck. Yellow. 
Green. Blue. White. 
SPECIFY COLOR. 

BODY: Br.ss. nickel plated. 
D ESCR.: Solderle.s: wire tits 

through bodY of tip then 
wrapped around screw por­
tion and tightened with 
knurled collar. Thre.ded 
type. Fits st.ndard pbone 
tip jacks. Std. Pk •• 100 

No. Type Per C 
20 I lunlor $25.00 

INSULATED TIP PLUG 
Signal Carps Approved 

HANDLE: ETHYL CELLU­
LOSE. Red. Bl.ck. 
SPECIFY COLOR. 

PLU G: Steel. c •• e h.rdened 
to Slgn.l Corps specs. 

D ESCR.: Recess at end of 
prod tip holds plugs more 
ftrmly In j.ck spring. Pre­
vents tiP from f.llIng out 
when In an Inverted position. 

Std. Pkl. SO 
No. "Len.th Per C 
250 2,%" $90.00 
358 3" 140.00 

INSULATED TIP PLUm 
Solder Type 

HANDLE: MACHINED 
PLASTIC. Red or 
Blaek. 
SPECIFY COLOR. 

BODY: Brass. nickel 
plated our No. 158. 

D ESCR.: Drawn hollow 
tip for e.sy solder­
Ing. Fits . st.nd.rd 
phone tip jack. 

Std. Pk •. 100 
No. Per C 

237 $17.00 

INSULATED TIP PLUG 
Heavy DUty Type 

HANDLE: MOLDED BAKE­
LITE. Red. BI.ck. Yellow. 
Green. Blue. White. 
SI'ECIFY COLOR. 

PLUG: Brass. nickel plated. 
D ESCR.: Large diameter well 

enable. soldering of heavy 
duty wire directly into plug. 

fa~~s. standardStr~~~. tAG 
No. Per C 
229 $25.00 

METER BANANA PLUG 

i~
' g' 

~,';I"- ./ 
, ~ J . 

"" JI. ~ . 
HANDLE: MOLDED BAKELITE. Red. Black. 

, SPECIFY COLOR 
PLUG: Br .... nickel plated. 
SPRING: Four-leaved phosphor bronze. N. P. 
DESCR.: Two halves for easy assembly with screw 

and nut. Fits stand. ballana lacks. Std. Pk •• 50 
~ ~C 
255 S80.00 
255D Display of 24 Pairs. $28.80 
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INSULATED SHORT TIP PLUG 
HANDLE: MOLDED BAKE-

INSULATED SHORT TIP PLUG 
Solderless 

HANDLE: MOLDED BAKE­
LITE. Ited. Black. Yellow. 
Green. Blue. White. 
SPECIFY COLOR. 

PLUG: Brass. nickel plated, 
DESCR.: SolderleRS: wirellts 

through handle and bodY of 
tiP then wrapped around 
screw portion. Inserts flush 
to insulated handle. no 
metal exposed. eliminates 
pOssibility of shock or 
grounding. Fits standard 
phone tip jacks. 

Std. Pkg. 50 
No. Per C 
288 $22.00 

SUB,MINIATURE TIP PLUG 
HANDLE: BONE FIBRE. 

Red. Black. 
SPECIFY COLOn. 

D ESCR.: Ideally suited for 
checking sub·miniature 
equipment. Fits standard 
phone tiP jacks. 

Std. Pk •• 100 
No. Per C 
270 $80.00 

INSULATED TIP PLUG 
Phono Needle 

HANDLE: MOLDED BAKE­
LITE. Red. Black. Yellow. 
Green. Blue. White. 
SPECIFY COLOR. 

BODY: Brass. nickel plated. 
DESCR.: Removable chuck for' 

easy replacement of broken 
needle. Needle pierces oorR 
roslon or plating for positive 
reading. Std. Pka. 50 

No. Per C 
216 $25.00 

ADAPTER 
Banana Plug to Tip Plug 

No. 
215 

METER TIP PLUG 

100 

Per C 
$25.00 

TIP: Brass. nickel plated. 
DESCR.: Molded In two halves for easy assemhlY 

with screw. nut. Fits standard phone tiP jacks. 

No. 
235 
235D Display of 24 Pairs 

Std. Pk •• 50 

Per C 
$45.00 
$21.60 

All Prices Subject To Trade Discount 

No. 
212 
232 
242 
262 

No. 
211 
261 
271 
281 

No. 
295 
296 
297 
298 

r~I"'i INSULATED BANANA PLUG 

H~'~I-I Hi~.?E~Eit~~~~!l? lf~!. 
i i rT1 ~j,~3i:iu~o'l~~~' 
.' l" I, I" PLUG: Hex brass. nickel or 

silver plated. J SPRING: Four-leaved phos-
~> /7" phQr bronze or beryl\lum 
-~- 18 ~~~per. nickel or silver plat-

, D ESCR.: Wire can be sold----r ored to brass stud or dl-
.17~ I" rectly into ~lug Itself. Stud 

180'~ :!r~e:Yi~s ~~~~e~i.J'~.Ug F~~~ 
, I standard banana jacks. . 
~ Std. Pkg. 100 

Spring Material Plating Per C 
Phosphor Bronze Nickel $.35.00 
Phosphor Bronze Sliver 40.00 
Beryl\lum Copper Nickel 50.00 
Beryllium Copper Sliver 55.00 

INSULATED BANANA PLUG 
HANDLE: MOLDED BAKE-

LITE. Red. Black. Yellow. 
I '1, Green. Blue. White. : : SPECIFY COLOR. 
I : PLU G: Brass, nickel or silver 
l : I" plated. 
I:: 1 SPRING: Four-leaved pho,-

5" phor bronze or beryllium 
'S copper. nickel or silver plal­

ed. 
D ESCR.: Wire can be sold­

ered to brass stud or di­
rectly Into plug Itself. Stud 
also locks wire to plug for 
solderless connection. Fits 
standard banana jacks. 

Spring Material 
Phosphor Bronze 
Phosphor Bronze 
Beryl\lum Copper 
Beryllium Copper 

Plating 
Nickel 
Sliver 
Nickel 
Sliver 

Std. Pk •• 100 

Per C 
$80.00 
35.00 
40.00 
45.00 

INSULATED BANANA PLUG 
Solderless 

HANDLE: MOLDED BAKE­
LITE. Red. Black. Yellow. 
Green. Blue. White. 
SPECIFY COLOR. 

PLUG: Hex brass. nickel or 
silver plated. 

SPR I N G: Four-leaved. phos­
phor bronze or beryl\lum 
copper. nickel or silver 

D ~~~R~': Solderless: Wire 
fits through handle and 
body of tip then wrapped 
around screw portion. Fits 
standard banana jacks. 

Spring Nut 
Phosphor Bronze 
Phosphor Bronze 
Beryllium Copper 
Beryllium Copper 

Std. Pka. 50 

Platina Per C 
Nickel $30.00 
SIl""r 35.00 
Nickel 40.00 
Sliver 45.00 

INSULATED BANANA PLUG 

~ 
With ,Internal Spring Collett 
HAN D L E: MACHINED 

PLASTIC. Red or Black. 
SPECIFY COLOR. ,iR BODY: ,Hex .brass. nickel 

4 plated. J SPRING: Four-leaved phos-
2'~· phor bronze. nickel plated. n D ESCR.: Solder less : Spring 

collett provides Quick con­
nect and disconnect of wire 
or standard phone tiP. Tin 
wire (or secure contact. Fits 
standard banana jack. 

N.. Std. Pk_.rl ~o 
239 S65.00 

INSULATED BANANA PLUG 
Solderless 

HANDLE: MACHINED 
PLASTIC. Red or Black. 

" SPECIFY COLOR 
,1. BODY: Hex brass. nickel 

.. 8 plated with mating brass 
il .. 1 spacer. 
II U '5" SPRING: Four-leaved phos-'76 phor bronze. nickel plated, 

~ 
OESCR.: Cross drilled hole 

In spacer enables Quick 

J" . ~~~~e~~s~lUg~O~¥:sct!~~nd8~~ 
'I.~ft banana jacks. Std. Pk •. 100 

No. Per C 
236 $55.00 

© U.c.P., Inc. 
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H E 1M A N IIH.S_Mmml TmHa· _rmm 
INSULATED BANANA PLUG 

With Side Screw NYLON HANDLE PLUGS 
HANDLE: MOLDED BAKE­, '11 LITE. Red, Black, Yellow, 

COLOR CODE SUFFIX - Add to Catalog Number as Required 
:. : Green, Blue, White. - 101 WHITE - 105 UGHT BLUE -108 BROWN (Ecru) - III IVORY 
: : SPECIFY COLOR. 

: l I" ~~~F~G~ro~~ur?I~::idP~~~~: 
= Ig~ :fl'CK - 106 ORANGE - 109 IJIu~~~) GREEN - 112 VIOLET (Purple) 
_ 104 DARK GREEN - 107 YELLOW - 110 DARK BLUE - 113 GREY 

If,f J 9" phor. bronze or bertllium (Forest) (Royal) 

; t'f 'l6 0 E~lR~': ~~~elsc~:~te~ecures 
wire without soldering. Fits 
standard banana jacks. 

Std. Pkg. 100 
No. Spring Per C 
204 Phosphor Bronze $30.00 
254 Beryllium Copper 45.00 

"~Jqs"j INSULATED BANANA PLUG 
1-r"'~H Split Type With Side Screw 

i : 11 HANDLE: MOLD~;D PLAS-: ! TIC. Red. Black. Yellow. 

t~j I" ~j,~3i:4u~o'lS~~' III'J : :~~tr I,.PLUG: Brass. nickel Dlated. 
':): l..!l DESCR.: Croos·slotted tor 
, . 16 spring tension. Set screw U secures wire, without sold~ 

ering. Fits standard bana­
na 3acks. 

Std. Pkg. 100 
No. Per C 

-1--1.,.1-
11~rl-

213 $30.00 

INSULATED BANANA PLUG 
sr.lit Type 

With nternal Stud 
HANDLE: MOLDED BAKE­

LITE. Red. Black. Yellow. 
Green. Blue. White. 
SPECIFY COLOR. 

PLUG: Brass. nickel plated. 
D ESCR.: Cross-slotted tor 

spring tension. 'Vire can 
be soldered to brass stud 
or directly into plug itself. 
Stud also locks wire to plug 
for solder less connection. 
Fits standard banana jacks. 

Std. Pkg. 100 
No. Per C 
253 $SO.OO 

INSULATED BANANA PLUG 
Midget Type 

I 'TI HANDLE: MACHINED 
: : 5" §{;~f;i' C~~O~. Black. 
: •• =~ 8 P LUG: Brass. nickel or silver 
, •• " I plated. 
~',p -.l. 3 ns P R I N G: Phosphor bronze or 

'16 beryllium copper nickel or 

.170 t D~~Ce~.~IW~e soldered dl-.- 131 rectly into stUd. Fits stand-
.18032 ard banana jacks. 

'----I.1. Std. Pkg. 50 

No. Spring Material 
291 Phosphor Bronze 
292 Phosphor Bronze 
293 Beryllium Copper 
294 _ Beryllium Copper 

Plating 
Nickel 
Silver 
Nickel 
Silver 

ADAPTER 

Per C 
$30.00 
35.00 
40.00 
45.00 

Tip Plug to Banana Plug ,', fTI HAN D L E: MACHINED : ' PLASTIC with molded 
: : Caps. Red or Black. 

i: "" p~J'Nfg;;s~~tc~!\· plated. 
: l ~,el :s nCO N TACT: Phosphor bronze. 

: . :..J.'S ~~~~~G~"i~~ur n1~~~~l~~~~: 
phor bronze. nickel plated. 

DESCR.: Accepts standard 
phone tip plugs and adapts 
to standard banana plugs. 

Std. Pkg. 50 
No. Per C 
214 $50.00 

No. 
476 
477 
478 
479 

NYlON BANANA PLUG 

HANDLE: MOLDED NYLON. 
Specify color as coded above. 

PLUG: Brass. nickel plated. 
SPR)NG: Phosphor bronze or 

beryllium copper nickel or 
silver plated. 

D ESC R.: Wire can be sold­
ered to brass stud or directly 
into plug itself. Stud also 
locks wire to plug tor sold­
erless connection. Fits stand­
ard banana jacks. 

Std. Pkg. 100 

Spring Material Plating Per C 
Phosphor Bronze Nickel $35.00 
Phosphor Bronze Silver 40.00 
Beryllium Copper Nickel 45.00 
Beryllium Copper Sliver 50.00 

NYLON BANANA PLUG 
Split Type 

HANDLE: MOLDED NYLON. 

,~ 
Specify color as coded above. 

PLUG: Brass. nickel plated. 
DES CR. : Cross-slotted for 

spring tension. Wire can be 
soldered to brass stud or di­
rect�y into plug Itself. Stud 
also locks wire to plug for 
tlolderless connection. Fits 
standard banana jacks. 

. Std. Pkg. 100 
No. Per C 

No. 

426 
427 
428 
429 

.,J!.O 
• 180 

494 S30.00 

NYlON BANANA PLUG 

Midget 
HANDLE: MOLDED NYLON. 

Specify color as coded above. 
PLUG: Brass. nickel or sliver 

plated. 
S P R I N G: Phosphor bronze or 

beryllium copper. nickel or 
silve ... plated. 

D ESCR.: Wire soldered directly 
into stud. Fits standard ba­
nana jacks. 

Std. Pkg. 100 

Spring Material Plating Per C 

Phosphor Bronze Nickel $SO.OO 
Phosphor Bronze SHyer 35.00 
Beryllium Copper Nickel 40.00 
Beryllium Copper Silver 45.00 

NYLON BANANA PLUG 

Solder less 

HANDLE: MOLDED NYLON. 
Specify color as coded above. 

8 9" PLUG: Brass. nickel or silver 

J 1;6 plated. 
SPRING: Pbosphor bronze or I. 

7 • silver plated. 
.80 D ESCR.: Solderless. Wire fits 

.... *t beryllium copper. nickel or 

through handle and bodY of 
tiP then wrapped around screw 

portion. Inserts flush to handle. no met.al ex-

m 
posed. eliminates possibility of shock or ground­
ing. Fits standard banana jacks. ·Std. Pkg. 100 

No. Spring Material Plating Per C 
455 Phosphor Bronze Nickel $35.00 
456 Phosphor Bronze Silver 40.00 
457 Beryllium Copper Nickel 45.00 
458 Silver 50.00 Beryllium Copper 

STACK BANANA PLUG 
Solderless 

HAN D LE: PLASTIC. Red. ~--...;.--...;..;..~S~T~A~C~K~B~A~N~A~N~A~PL~U~G~-~ 
Black. Yellow or Green. 
SPECIFY COLOR. 8->2 X '/4' BODY: Molded Red or Black 

BODY: Bra ... nickel Plated'@:jTREWPOlYstYrene. 
SPRI NGS: Four-leaved Phos- .• SPECIFY COLOR. 

phor Bronze or Beryllium . 2 PLUG: Brass. nickel plated. 
Copper. nickel plated. ,.".-' SPRING: Four-leaved Phos-

D ESCR.: Solderless connec- I~ phor bronze •. nickel plated. 
tion. Accepts standard ba- .,.... SCREW: Steel. cadmium plat-
nana plugs in top and ,0. ed. 
side. Inter-connects unli- 'is DESeR.: Internal set screw for 
mited amount oC multiple --.J ,A- wire or phone tip connection. 
circuits. • ----. 4 Can be stacked for multiple 

No. Spring Mat~rti~'1 p~~;. ~o ! Jltl connections. Std Pk 
1511 Phosphor Bronze $45.00 ::} ~ No. . ~er 2J 
1512 Beryllium Copper 50.00 324 $80.00 

© U.C.P., Inc. All Prices Subject To Trade Discount 

--------------------------------
'Is" 

NYLON TIP PLUG 

Solderless m HANDLE: MOLDED NYLON. 
1" Specify color as coded above. 
8 7" PLUG: Brass. nickel plated. 
~'s D ESCR.: Solderless: wire fits 
I" through bodY of tiP then 
1.8~ 1 wrapped around screw portions 

and tightened with knurled 
;: "1 collar. Threaded type. Fits 

2 standard phone ~~~. j~~~~. 100 

....I 080- No. Per C 
490 $28.00 

NYlON TIP PLUG 
Phono Needle 

HANDLE: MOLDED NYLON. 
Specify color as coded above. 

BODY: Brass. nickel plated. 
D ESC R.:· Removable chuck for 

easy replacement of broken 
needles. Needle pierces cor­
rosion of plating for positive 
reading. 

No. 
493 

Std. Pkg. 50 
Per C 
$28.00 

NYLON SHORT TIP PLUG 
Solderless 

HANDLE: MOLDED NYLON. 
Specify color as coded above. 

PLUG: B.-ass. nickel plated. 
DESCR.: Solderless: wire fits 

through handle and bodY of 
tiP then wrapped around screw 
portion. Inserts flush to han­
dle. no metal exposed. eli­
minates possibiilty of shock 
or grounding. Fits standard 
phone tiP jacks. -

Std. Pkg. 100 
No. Per C 
492 $25.00 

'111~" .; 11 
.J t 

b3 

NYlON SHORT TIP PLUG 
HANDLE: MOLDED NYLON . 

Specify color as coded above. 
PLUG: Brass. nickel plated. 
D ESCR.: Inserts flush to in­

sulated handle. no metal ex­
posed; eliminates possibility 
of shock or grounding. Fits 
standard phone tiP jacks . 

Std. Pkg. 100 
No. Per C 
491 $23.00 

DUAL BANANA PLUG 

'" 
BODY: Molded Red or Black PolYstyrene. 

SPECIFY COLOR. 
PLUG: Brass. nickel plated. 
SPRING: Four-leaved phosphor bronze. nickel 

plated. 
SCR EW: Steel. cadmium plated. 
D ESCR.: Mates with standard dual binding post 

%" centers. Polarity indicated on side. "'ire held 
with internal set screw. Can be stacked for mul­
tiple conneetions. Std. Pkg. 25 

No. 
210 

Per C 
.$120.00 
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INSULATED PHONE TIP JACK 
HEAD: MOLDED BAKELITE. Red. Black. Yel· 
low. Green. Blue. White. SPECIFY COLOR. 

, BODY: Brass, nickel plat-
r .... I'l!l ed. 1 _ SPR I N G: Phosphor bronze. T D ESCR.: Positive contact 

, 

" 

.' '-1.---r' .. ·.·1 with standard phone tip 
" plugs. Supplied complete I with hex nut and fibre 

, 0 H ," washer. Mounts in 5/16" 
. :-.L 'i4 hole in panels up to %" 

~ thick. Accepts standard 
phone tiP plugs. 

Std. Pkg. 100 
No. Per C 
202 $22.00 

INSULATED PHONE TIP JACK 
HEAD: MACHINED 

PLASTIC. Red, 
Black, Yellow, Green. 
SPECIFY COLOR. 

BODY: Brass. nickel 
plated. 

SPRING: Phosphor 
bronze. ' 

D ESCR.: Complete 
with hex nut & fibre 
washer. Mounts in 
5/16" hole in panels 
up to %" thick. Ac­
cept. standard phone 
tip plugs. 

No. 
223 

Std. Pka. 50 
Per C 
$35.00 

MOLDED NYLON TIP JACK 
All Insulated Rated at 5000 Volts AC 

@If" ·1 

~ 

, 
BODY: MOLDED NY­

LON. Red, Black. Yel­
low. Green. Blue. 
SPECIFY COLOR. 

CO NT ACT: Phosphor 
bronze. 

CAP: Brass. nickel 
plated. 

DESCR.: Mounts in %" 
hole in panels UP to 
5/16" thick. Accepts 
standard phone tip 
plugs. Std. Pkg. 100 

No. Per C 
240 $80.00 

INSULATED TIP JACK 
Meter Type HEAD: MOLDED PLASTIC. 

Red. Black. Yellow, Green. 
Blue. SPECIFY COLOR. 

BODY: Brass, nickel plated. 
SPRING: Phosphor bronze. 
D ESCR.: Supplied complete 

with hex nut and fibre 
washer. Mounts In 5/16" 
hole in panels up to %" 
thick. Recessed jack body 
prevents pOssibility of shock 
or grounding. Accepts 
standard phone tiP plugs. 

No. 
282 

Std. Pka. 50 
Per C 
$25.00 

INSULATED PHONE TIP JACK 
HEAD: MOLDED NYLON with molded nylon wash-

. er. Ited. Black. Yellow. 
__ I I-- J n Green. Blue. 

Il~ 1 If SPECIFY COLOR. 

, ;,! r'~1' :,ra1~:~ ~r;::sp:~:e~ronze. , ,. =L;z.. D ESCR.: Extruded portion 
, , "T of head and washer pro-, r vides excellent Insulation " 1 from panel. Supplied with 
, hex nut. Mounts in 5/16" 

. hole in panels up to '%," 
, Q thick. Accepts standard 

- ,,-,- , tiP plugs. Std. Pkg. 100 
No. per C 
241 $30.00 

h~ ~ PHONE TIP JACK 
• BODY: BRASS nickel plated. 

Il~r-I S P R I N G: Phosphor bronze. 

11:"1' =iT DESCR.: Positive ,contact 
1 with standard phone tip W il" '5" plugs. Supplied with hex -+ 76 nut. Mounts in %," hole in 

~ i.~2 f 1 panels UP to S~~: ~~~~ki 00 
\. ... ,4 0 ~ No. Per C 

107 $17.00 

HEADLESS PHONE TIP JACK 
BODY: BRASS nickel plated. 
SPR I NG: Phospho'r bronze. f't-r T D ~~ER. =Us~~PPI!:i~h wi~~a~t1~ 

'. .1"" molded instrume!!t cases, 
6i I~ where jack body 18 screwed 

--L 1 into case. Accepts standard 
, J2 phone tiP plugs. o ~~o. No. Std. Pk~;,rl~ 

147 $10.00 
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"SPEEDI·MOUNT" BANANA JACKS 
BODY: MOLDED BAKELITE. Red or Black. 

~ 
SPECIFY COLOR. 

. CO NT ACT: Brass.' Cad· 
,., mium Plated. 

WASHER: Steel cadmi-
~. urn plated. internal and f t 1---1 external tooth. 

liB' D ESCR.: Fnusual dished 
:3Oi! lockwasher permits fast 
... I assembly. Teeth embed 

25" into jack and panels. 
5' 32 prevent pulling out and 
.5"2 turning. lolounts in 

5/16" hole in panels 
up to 3/16" thick. Ac-
cepts standard banana 

No. Head Per C plug. 
398 13/32 $11.00 Std. Pkg. 100 

Large Head 
BODY: Molded Bakelite. 

Red or Black. SPE­
CIFY COLOR. 

CO NT ACT : Brass. Cad­
mium Plated. 

WASHER: Steel cadmium 
plated. internal and 
external tooth. 

D ESCR.: Unusual dished 
lockwasher permits fast 
assemblY. Teeth embed 
into jack and panels. 
prevent pulling out and 
turning. Mounts in 
5/16" hole in panels 
up to 3/16" thick. Ac­
cepts standard banana 
plug. Std. Pkg. 100 

No. Head 'Per C 
399 Y." $11.00 

"SPEEDI·MOUNT" TIP JACKS 

Small Head 

BODY: MOLDED BAK­
ELITE. Red or Black. 
SPECIFY COLOR. 

SPRING: Phosphor 
bronze. 

WASHER: Steel c.dml-tt13' urn plated. internal and 
32 ---1 external tooth. 

, D ESCR.: Unusual dished 
.508" r lockwasher permits fast 

, 13. assembly. Teeth embed 

,16 ~~~e.!~c~ul~~~ tu~n:~d 
:'1/( I turning. Mounts In 

( ~ 5/16" hole in panels UP 
to 3/16" thick. Accepts 
Accepts standard phone 

Large Head 

-0/ ~ .. ft'3",: 
@.!l" 
'616 

Erill· , ' . 
y • 

tip plugs. 

No. 
279 

Std. Pkg. 100 
Head Per C 

13/32" $11.00 

BODY: MOLDED BAK­
ELITE. Red or Black. 
SPECIFY COLOR. 

SPRING: Phospbor 
bronze. 

WASH ER: Steel cadmi­
um plated. internal and 
external tooth. 

D ESCR.: Unusual dished 
lockwasher permits fast 
assembly. Teeth embed 
into lack and panel. 
prevent pulJ!ng out and 
turning. Mounts in 
5/16" hole In panels up 
to 3116" thick. Accepts 
Accepts standard mid­
get banana plugs. 

Std. Pkg. 100 
No. HBad Per C 
299 %" $11.00 

BANANA JACK 
BODY: Hex Brass 

nickel plated with 
recessed bead. 

D ESCR.: Supplied 
with hex nut & 
brass tinned lug. 
Mounts in '4" hole; 
fits panels up to %" 
thick. Accepts 
standard banana 
plugs. 

No. 
101 

Std. Pka. 100 
Per C 
$17.00 

BANANA JACK 
BODY: HEX BRASS. 

nickel plated. 
D ESCR.: SUP piled with 

hex nut and brass tin­
J)ed lug. Mounts in *'" 
hole in panels up to 
%" thick. Accepts 
standard banana plugs. 

No. 
109 

Std. Pka. 100 
Per C 
$17.00 

All Prices Subject To Trade Discount 

INSULATED BANANA JACK 
• HEAD: MOLDED r"'!el BAKELITE. Red, 
1~... Black. Yellow. Green, 

., -'-'- Blue. WhUe. "13"T SPECIFY COLOR. 'z!" BO DY: Brass. nickel 
32 plated. 

, D ESCR.: Supplled with 
, hex nut. fibre washer, 

. --L and brass tinned lug. 

No. 
205 

Std. Pkg. 100 
Per C 
$22.00 

Mounts in 5/16" hole in 
panels up to %" thick. 
Accepts standard 
banana plugs. 

INSULATED BANANA JACK 
, '7 u With Solder Tab -I '. r i6 HEAD: MOLDED BAKE-

t ' .~~~::: 23' 5" TAB: Brass, cadmium plated. 
~ ')2 DESCR.: Supplied with hex 
----L~ nut & fibre washer. Mounts 

in 5/16" hole In panels UP 
to %" thick. Solder direct 

No. 
256 

to tab. Accepts standard 
Per C banana plugs. 
$25.00 Std. Pkg. 100 

INSULATED BANANA JACK 
HEAD: MOLDED 

, BAKELITE. Red, i'I"'l Black, Yellow. Green. 11'., r Blue. Specify Color. 

~.~. I :i~~~':~,::'w'" 
" - , • H' r:.k~~~er fib;~d wag~:~s 

;- 1 tinned lug. Mounts in 
, ~ 5/16" hole In panels UP 
" to %" thick. Jack body 

.' recessed for snug con-
tact. Accepts standard 

Per C banana plugs. No. 
219 $25.00 Std. Pkg. 100 

INSULATED BANANA JACK 
HEAD: MOLDED NYLON 

with molded nylon wash­
er. Red. Black. Yellow. 
Green, Blue. 
SPECIFY COLOR. 

BODY: Brass. nickel 
plated. 

DESCR.: Extruded portion 
of head and washer pro­
vides excellent insulatl!ln 
from panel. Supplied with 
hex nut. brass tinned lug. 
Mounts in 5/16" hole in 

panels UP to '4" thick. 
Accepts standard banana 
plugs. Std. Pkg. 100 

No, Per C 
221 $30.00 

INSULATED JACK 
.7' @j-

.161 is 
Combination Type 

HEAD: MOLDED BAKE­
LITE. Red. Black, Yel­
low, Green. Blue, White. 
SPECIFY COLOR. 

71Yl.' BODY: Brass. nickel plated. 1 SPR I NG: Phosphor bronze. 
~ DESCR.: Supplied with hex 

4 I~ ~~;t .. n~'~~~dw~~:~e 1f~ 
plugs or standard banana 
plugs. Std. Pkg, 100 

No. Per C 
206 $27.00 

NYLON BANANA JACK 
BODY: Molded of tough low-loss nylon. 

SPECIFY COLOR. 

@Pf' 
CO NT ACT : Brass, Cad­

mium Plated. 
DESCR.: Mounts in 5/16" 

hole in panels up to 
5/16" thick. Accepts 
standard banana plugs. 
Wide temperature and hu­
midity range. Std. Pkg. 50 

No. Per C 
1508 $20.00 

Same as above. except 
"Double "D" " body mounts 
in round or punched hole to 
fit. 

No. 
1509 

Std. Pka. 50 
Per C 
$20.00 

COLOR CODE SUFFIX 
Add to Catalog Number as required. 

-101 White -104 Green -108 Brown 
-102 Red -105 Blue -112 Purple 
-108 Black -106 Orange -liS Grey 

-107 Yellow 

, © U.C.P., Inc. 



SECTION 2100 I 
HERMAN H SMITH 

ALLIGATOR CLIPS 
Solder Type 

~'-_/;O~ . .-.. =-.. -.-.. - ... -... - ... - ... ~ 
5' 

~ JI' 
1l,I6 

1 2' .14-1-
o ESCR.: %" jaw opening. Jaws match accuratelY 

and grip securely. Accepts standard banana plugs 
in rear. Std. Pkl. 100 

No. 
300 
380 
332 

SUI. Resale 
Type Ea. 10 

Ste.el. Cd. PI. $.07 .05 
Solid Copper .10 .075 
B",r::a:::ss::...:N",.==P..:.. _--::; __ --= . .:..:;15 .104 

SCreW Type 

:~~ 
. 5' 

~
di60IA' I 

. ~ 7 

~~ 
1 . 2' ~ 

L6-3ZX lIB' 

o ESCR.: %11 jaw opening. RUllplied with screw 
for Holderles.s connection when required. Jaws 
matl:h acrurately and grip securely. Accepts 
,taildard hanana plugs in rear. Std. Pkg. 100 

No. 
350 
360 
339 

TYpe 
Steel. Cad. PI. 
Holill ('opper 
Brass N.P. 

SUg. Resale 
Ea. 10 

$.08 .058 
.12 .084 
.18 .13 

INSULATED ALLIGATOR CLIPS 
Solder Type 

HANDLE: MOLDED PLASTIC. Red or Black. 
SPECIFY COLOR. 

DESCR.: %" Jaw opening. Jaws match accurately 
and grip securely. Ac('epts standard hanana plugs 
in rear. Std. Pkg. 100 

No. 
301 
381 
354 

SUg. Resale 
Ea. 10 

$.13 .085 
.14 .105 
. 20 .15 

HAN 0 L E: MOLDED PLASTIC. Red or Black. 
SPECIFY COLOR. 

o ESCR.: %" jaw opening. Supplied with screw 
f~r solderless connection when required. Jaws 
match accurately and grip securely. Accepts 
standard banana plugs in rear. Std. Pkg. 100 

No. 
351 
361 
362 

Type" 
Steel. Cad. PI. 
Solid Copper 
Brass N.P. 

Sug. Resale 
Ea. 10 

$.14 .095 
.16 .11 
.25 .19 

ALLIGATOR BOOT CLIP 

MATERIAL: MOLDED VINYL PLASTIC. Hed or 
Black. 
SPECIFY COLOn. 

DESCR.: Fully insulates clip while allowing maxi-
mum jaw opening. Std. Pkg. 100 

No. E:.~a. Res"alrO 
331 $.07 .048 

JUMBO ALLIGATOR CLIP 
SOLDER CONNECTION 

~-~:'::::::::!P.~~!~~._ ... _ .. ..----".,. 

~~i' 
I 1+ 
i----.----2£' .1 

o ESCR.: %" jaw opening. Jaws match accurately. 
For heavy terminal use. Std. Pka. 100 

Per C No. Type 
392 Steel. Cad. PI. $25.00 

30.00 396 S:.::oc:.:li==d=-'C='o="p~p.:::er'=====_ 
SCREW CONNECTION 

~ 
~~~ 
~-j. 
~~ 
: 6-}Z SCREW -",-If 
I 2fi----l 

D ESCR.: %" iaw oP.ening. Jaws match accurately. 
Supplied with screw for solderless connection. 
For heavy terminal use. Std. Pkg. 100 

No. Type Per C 
368 Steel. Cad. PI. $30.00 
356 Solid Copper 35.00 

JUMBO ALLIGATOR CLIP INSULATED 
SOLDER CONNECTION 

'C":'::~~f' .... " I·;M 
~~-:--r~' 
[. - . -"--- 3 (s'-- ~~Id! 

HAN 0 LE: Plastic. red or black. 
SpgCIFY COLOR. 

D ESCR.: %" law opening .. Taws match accurately. 
For heavy terminal use. Std. Pkg. 100 

Per C 
$35.00 
40.00 

No. Type 
393 Steel. Cal. PI. 
397 CoUd Copper 

SCREW CONNECTION 

¢~-~W 
~-:J_4' 
I 6-:12 SCREW _/ I, I ' I f 
I 3.:i' ..... -1;; - j 

16 

HANDLE: Plastic. red or black . 
HPECIFY COLOn. 

D ESCIJ.: %" iaw opening .. Taws match accurately. 
SUIlI)lied with screw for solderless connection. 
For heavy terminal use. Std. Pkg. 100 

No. Type Per C 
369 Steel. Cad. PI. $40.00 
357 Solid Copper 45.00 

MIDGET ALLIGATOR CLIP 

~~4<4' L I' .• 
-1 4 --- . ...j 

o ESCR.: 3/16" jaw opening, jaws match accu­
rately and grip securely. Solder connection and 
ears for crimping. Std. Pkg. 100 

SUI. Resale 
No. Type Ea. 10 
338 Steel.. Cad. PI. $.07 .044 

No. 
365 
366 

Spread 
'h" 

9/16" 

Lgth. 
1%" 

2" 

BATTERY 
TEST CLIP 

Sug. Resl. 
Cap. Spring Ea. 10 
5 amp 7 lbs. $.07 .05 

10 amp 101bs. .10 .07 

TL137 TEST CLIP 
Signal Corps Approved 
o ESCR.: STEEL. 
nickel plated. made 
in accordance with 
government specs. 
%," jaw opening. 

No. 
SI5 

Std. Pkg. 25 
Each 
S.70 

© U.C.P., Inc. All Prices Subject To Trade Discount 

ALLIGATOR CLIP ADAPTER 

~~~....uJ 
~-';i~ k. ,.,.~~ .. "~::\,\\',' J"OIA, 

==_~:'::':":\\'" ':f' \' 

3' , . 2, 
BUSHING: Brass. Nickel Plated. 
CLIP: Steel. Cadmium Piated. 
o ESCR.: Adapts standard solderless tips to alli­

gator clip. This novel Quick-adapter is a must 
for all types of bench work. Std. Pkg. 50 

No. Per C 
310 $25.00 

CLIP 
with molded 

cap. 
SPECIFY COLOR. 

CLI P: Steel cadmium plated or soUd copper. 
BODY: Brass. 
SPR I NG: Phosphor bronze. 
DESCR.: Jack in rear permits adapting standard 

phone tip plugs to alllgator clips. Std. Pkl. 25 
No. Description Per C 
304 Steel CUp $55.00 
334 Copper CUp 60.00 

PHONE TIP OR BANANA PLUG TO 
ALLIGATOR CLIP ADAPTER 

~~-Erti 
~, .. :~".· .. ; ... "'""" .. fi @ 
L2{' ~:;::;; tig 

8 

HAN 0 L E: PLASTIC. Red or Black with molded 
cap. 
SPECIFY COLOH. 

CLIP: Steel. cadmium plated or solid copper. 
BODY: Brass. 
SPRING: Phosphor bronze. 
D ESCR.: Combination jack 

adapting standard phone 
plugs to alligator clip. 

No. Description 
305 Steel Clip 
335 Copper CUp 

in rear, permits the 
tip plug or banana 

Std. Pkg.25 
Per C 
$65.00 

70.00 

ALL INSULATED CLIPS 

If) 

\' zf-] 
.161' 

~-==-J~--fi~43' 
INSULA.: MOLDED PLASTIC. ned or black. 

SPECIFY COLOn. 
CLIP: Steel cadmium plated. 
o ESCR.: All metal parts fullY insulated with 

molded plastic. Insures against shock or ground-
ing. Solder type connection. Std. Pkg. 25 

No. Each 
~7 ~4O 

ALL INSULATED ADAPTER 

1~2f~ OO"OfJCI r. __ ;.o.j 
~:.~4-.I_ 343-

PHONE TIP TO ALLIGATOR CLIP 
I NSU LA.: MOLDED PLASTIC. Red or BlaCI<. 

SPECIFY COLOH. 
CLIP: Steel. cadmium plated. 
BODY: Brass. 
CO NT ACT: Phosphor bronze. 
D ESCR.: All metal parts fully insulated with 

molded plastic. Insures against shock or ground­
ing. .Tack in rear permits adapting standard 
phone tip plugs to alUgator clips. Std. Pkg. 25 

No_ Each 
~6 ~OO 
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SECTION 2100 I 

HER M AN H·. S MIT H , INC. 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

BANANA PLUG 
• BODY: HEX BRASS. nickel 

r-.... !:L6~~ fI, .... 1i plated. 

tf~ 1-1 ".l:!,"~,,;:::~:.~~ =1 0 ESCR.: Suppiled with hex 
'7 II nut and phosphor bronze 

--: In ~ygin~~~~:~;~ ~w~ !~in:~d " -"1 banana jacks. • ,·''''n Std Pkg. 100 
. ___ l No. . Per C 

102 $25.00 

BANANA PLUG 
~., ~'ll-

'. ''Hf~''T :;~I~~ ~E;ou~_l:~::~ ::::: '2 I phor bronze. nickel plated. r:. . --1 0 ESCR.: Supplied with hex 
• II" nut and phosphor bronze 

--. / il lug. Threaded stud for pan-
I I el mounting. Fits standard 

0.17 • 11" banana jacks. 
. 0.,. ~ Std. Pkg. 100 

No. Per C 
i 103 $25.00 

. BANANA PLUG 
~ ~ BO 0 Y: HEX BRASS. ff··' ''''1"-' s,;'hc~hr';~~~~leaved phOB-
I' -----r:3, T phor bronze or beryllium 
~ _ copper. nickel plated. 

_!t. " 0 ESCR.: Supplied with 

~ alTO- If2 ~i~~~danf~:.hOi~r::n~fO~:~ 
• o.l.O H 1 male permits use on all 

size panels. Fits stand-
--- . ard banlm8 jacks. 

Std. Pkg. 100 
No. Spring Material Per C 
100 Phosphor Bronze $25.00 
190 Beryllium Copper 40.00 

BANANA PLUG 
Split Type 

BOD Y : HEX BRASS. 
nickel plated. cross-slot­
ted. 

o ESCR.: Fits an standard 
banana jacks. Supplied 
with hex nut and phos­
phor bronze lug. threaded 
stud for panel mounting. 
Fits standard banana 
jacks. 

Std. Pka. 100 
No. Per C 
104 $22.00 

MIDGET BANANA PLUG 
Rivet Type 

BODY: BRASS. silver plat­
ed. 

SPRING: Four-leaved phos­
phor bronze. silver plated. 

o ESCR.: Can be furnished In 
varying types to meet Jan 
specs. Fits all standard ba­
nana jacks. 

No. 
121 

Std. Pk •. 100 
Per C 
$27.00 

BANANA PLUG 
BOD Y: HEX BRASS. 

nickel plated. 
SPRING: Phosphor bronze 

• or beryllium copper. nick-. t"" 'NO el plated. t ' "'T.U'T1 OESCR.: SUPPlied. with hex 
• "NO r nut. Wire can be sold-

--1. ered to brass stud or di-
S' rectly into plug ItseU. 

/ - Stud also locks wire to -r ~6 plug for solderless con-
• nectlon. 

:"/'::,: If) 1 " Std. Pka. 50 
. 52 No. Spring Material Per C 
~ 145 Phosphor Bronze $27.00 

ISS BeryIlium Copper 45.00 

No. 
108 
123 
158 

SOLDER TYPE PHONE TIPS 

128 
Brass. Nickel Plated 

Std. Pk •• 100 

Type 
Standard 
Large I.D. 
Drawn 

158 
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Per M 
$35.00 

44.00 
25.00 

BANANA PLUG 

BODY: HEX BRASS. 

~ 
nickel or sliver plated. 

A S ~r:n!e N~.= :.~~m~~ 
. ==..l gr~f."d: Nickel or silver 

----. • 0 ESCR.: Supplied with 
I I hex nut and tinned 

• phosphor bronze lug 
--<J.ofI~!Oli7 ; Lr· threaded stud for pan ~ 

0.1&0 .2 el mounting. Fits stand-i ard banana jacks. 
-- Std •. Pkg. 50 

PHOS. BR. SPRING 
N iokel Plated Overall 

No. Per C A 
431 $25.00 6-32x%" 
432 25.00 6-32x%" 
433 25.00 6-32x%" 
434 25.00 8-32x"% 
435 25.00 8-32x%" 
436 25.00 8-32x%" 

PHOS. BR. SPRING 
Silver Plated Overall 

A 
437 $30.00 6-32x%" 
438 30.00 6-32x%" 
439 30.00 6-32x%" 
440 30.00 8-32x%" 
441 30.00 8-32x%" 
442 30.00 8-32x%" 

BERYL. COP. SPRING 
N iekel Plated Overall 

B No. Per C 
1- 7/32" 443 $30.00 
1-11/32" 444 30.00 
1-.19/32" 445 SO. 00 
1- 7/32" 446 30.00 
1-11/32" 447 30.00 
1-19/32" 448 30.00 

BERYL. COP. SPRING 
Si Iver Plated Overall 

B 
1- 7/32" 449 $35.00 
1-11/32" 450 35.00 
1-19/32" 451 35.00 
1- 7/32" 452 35.00 
1-11/32" 453 35.00 
1-19/32" 454 35.00 

BANANA PLUG 

BOD Y: HEX BRASS. 
nickel or silver plated. 

SPR I N G: Phosphor bronze 
or beryllium copper. Nick­
el or silver plated. 

OESCR.: Supplied with hex 
nut and tinned phosphor 
bronze lug threaded stud 
for panel mounting. Fits 
standard banana lacks. 

PHOS. BR. SPRING 
N iokel Plated Overall 

Nit. Per C. A 
401 $25.00 6-32x%" 
403 25.00 6-32x%" 
404 2S.00 6-32x%" 
405 25.00 8-32x%" 
406 25.00 8-32x%" 
407 25.00 8-32x%" 

PHOS. BR. SPRING 
Silver Plat"" Overall 

A 
408 $30.00 6-32x%" 
409 30.00 6-32x%" 
410 30.00 6-32x%" 
411 30.00 8-32x%" 
412 30.00 8-32x%" 
413 30.00 8-32x%" 

PHOS. BR. SPRING 
Niekel Plated Overall 

No. Per C A 
460 $25.00 4-40x%" 
461 25.00 4-40x'h" 
462 25.00 6-32x%" 
463 25.'00 6-32x%" 

PHOS. BR. SPRING 
Silver Plated Overall 

A 
464 30.00 4-40x%" 
465 30.00 . 4-40x'h" 
466 30.00 6-32x%" 
467 30.00 6-32x%" 

Std. Pkg. 50 

BERYL. COP. SPRING 
N iekel Plated Overall 

B No. Per C 
1- 7/32" 414 $30.00 
1-11/32" 415 30.00 
1-19/32" 416 30.00 
1- 7/32" 417 30.00 
1-11/32" 418 30.00 
1-19/32" 419 30.00 

BEIlYL. COP. SPRING 
Silver Plated Overall 

B 
1- 7/32" 420 $3S.00 
1-11/32" 421 35.00 
1-19/32" 422 35.00 
1- 7/32" 423 35.00 
1-11/32" 424 35.00 
1-19/32" 425 35.00 

MIDGET 
BANANA PLUG 

BODY: Brass. 
nickel or sliver 
plated. 

SPRING: Phosphor 
bronze or beryl-
11um copper. 
Nickel or silver 
plated. 

o ESCR.: Supplied 
with hex nut and 
tinned phosphor 
bronze lug 
threaded stud for 
panel mounting. 
Fits standard ba-
nana jacks. 

Std. Pkg. 50 

BERYL. COP. SPRING 
Nickel Plated Overall 

B No. Per C 
15/16" 468 $30.00 

1- 1/16" 469 30.00 
15/16" 470 30.00 

1- 1/16" 471 30.00 

BERYL COP. SPRING 
Silver Plated Overall 

15/16" 472 $35.00 
1· 1/16" 473 35.00 

15/16" 474 35.00 
1-1116" 475 35.00 

All Prices Subject To Trade Discount 

r"'Ooj SOLDERLESS TIP PLUG 
iI~'·1I-it! HI1- B~~ Y: BRASS nickel plat-

'

1111'-1 OESCR.: Solderless; wire 
. .. . fits through body of tip 

,. then wrapped around screw 
, IS" portion and tightened with 

---'-.'.iff knurled collar. Force fit 
h type. Fits standard phone 

----r -1 tip jacks. "'0' ~ Std. PkA. 100 

~ No. Type Per C 

~!..t~,. 

105 Senior $17.00 

SOLDERLESS TIP PLUG 

BODY: BRASS nickel plat-
ed. . 

o ESCR.: Solderless; wire 
fits through body of tip 
then wrapped around screw 
portion and tightened with 
knurled collar. Force fit 
type. Fits standard phone 
tip jacks. 

No. 
106 

Std. Pka. 100 
Type 
Junior 

Per C 
$16.00 

i, -l1~"'~~T • » I 
! _ i -L 1 BODY: BRASS nickel plated. 

/ /3" 0 ESCR.: Extra large well for 
32 soldering. Rear of plug accepts 

~-. standard banana plugs. Fits all 
~ II standard phone tiP jacks. 

2' Std. Pkg. 25 

,~.1 No. Type PerC 

HEAVY DUTY TIP PLUG 

Force Fit 

... 1-4..,. 156 Force Fit $17.00 

SOLDERLESS TIP PLUG 

Threaded Sr. 
BODY: BRASS nickel plat­

ed .. 
o ESCR.: Solder less ; wire fits 

through bbdy or tip. then 
wrapped around screw por~ 
tion and tightened with 
knurled collar. Threaded for 
easy assembly in plastic 
handle. Fits standard phone 
tip jacks. 

No. 
124 

Std. Pka. 100 
Type Per C 

Senior $20.00 

SOLDERLESS TIP PLUG 
Threaded Jr. 

BODY: BRASS nickel plat­
ed. 

o ESCR.: Solderless; wire fits 
through body of tiP. then 
wrapped around screw por· 
tion and tightened with 
knurled collar. Threaded for 
easy assembly In plastic 
handle. Fits standard phone 
tip jacks. 

No. 
127 

Std. Pka. 50 
Type Per C 

Junior $19.00 

HEAVY DUTY TIP PLUG 

Threaded 

BODY: BRASS nickel plated. 
o ESCR.: Extra large well ror 

soldering. Rear of' plug accepts 
standard banana plugs. Fits 
standard phone tip jacks. 
Threaded ror easy assembly in 
plastic handle. 

No. 
125 

Type 
Threaded 

Std. Pkg. 50 
Per .C 

$17.00 

1-'--.'" NEEDLE TIP AND CHUCK 

~. H{~K--L,'l BODY: BRASS nickel plated. 

t ,_, ~ I NEEDLE: Steel. nickel plated. 

',"" 5' 0 ESCR.: Removable chuck for 
_ 152 e a s y replacement. Needle '::J pierces plating or corrosion 

0058" for positive -reading. 
- Std. Pk •. 50 

No. Per C 
128 $22,00 

© U.C.P., Inc. 



SECTION 2100 I 

HERMAN H. SMITH __ a~ mmma:m 
INS. GIANT BANANA PLUG 

O 
~TI HANDLE: MACHINED 'PLAS­

, TIC. Red or Black. 
SPECIFY COLOR. 

, . If BODY: Hex brass. nickel plated. 

~ 112/" SPRING: Six-leaved. phosphor 
, ~~ bronze, nickel plated. 

~"" .... I tl'~'" DESCR.: Large deep internal well "" for soldering heavy duty wire. 
Std. Pkg. 50 

No. Per C 
285 $77.00 

INS. GIANT BANANA JACK 
HEAD: MACHINED 

PLASTIC, Red, Black. 
SPECIFY COLOR. 

BODY: Hex brass, nickel 
plated. , I,:i "~'." 'rr:;.:" • .:'.: ,~ -- ..... ffJIA. f I ~ lockW3sher, screw and 

, - I."'" i 'i tinned copper lug. Jack . {I body recessed for snug . \ I contact. Mounts in %" 
. '~, t ho.le in panel up to "''' 
.. ,. ..• { _.. thIck. 

Std. Pkg. 50 
Per C No. 

286 $70.00 

INS. GIANT BANANA JACK 
HEAD: MACHINED 

PLASTIC. Red, Black. 

-..,~ - B3&~?I:;'s~,O~I~:;1 plat-
Io~- ed. o' f 1,--'1 I Dt~~Rn~t, s~r~;~edwas'I;~~~ 
--~... lockwasher, and brass 

, -> - ~-f I 3 N tinned lug. Jack body 
\ ~ ~ 'S recessed for snug contact. 

," Mounts in %" hole in 
-2of panel up to %." thick. 

- ... r r Std. Pkg. 50 
No. Per C 
!87 $70.00 

GIANT BANANA PLUG 
. I " BOD Y: HEX BRASS, 
.. '2 - nickel plated. 

~ ~
: ,- f- SPRING: Six-leaved phos· 

. I;:: l'J D ~~(u~on:::iu~i~Afd~tegi 
, -:;.:::..., J"1 3" 1I285 plug. Supplied with 
, .A l;j hex nut and brass tinned 

\ 1
-- ,: lug. Large deep internal 

J 16 duty wire. ili\ -.... ' I;;" well for soldering heavy 

,1 I ! No. Std. P~:r ~5 
185 $50.00 

.GIANT BANANA PLUG 
BODY: HEX BRASS, nickel 

plated. 
SPRING: six-leaved phosphor 

bronze, nickel plated. 
DESCR.: Supplied with screw 

and brass tinned lug, in­
ternal female permits use 
on aU size panels. 

Std. Pka. 25 
No. ' Per C 
186 $50.00 

GIANT BANANA PLUG 
BODY: HEX BRASS. nickel 

plated. 
SPRING: Six-leaved phosphor 

bronze, nickel plated. 
DESCR.: Supplied with screw 

and brass tinned lug. Fe­
male permits use on aU size 
panels. Internal screw. 

Std. Pkg. 25 
No. Per C 
188 $50.00 

GIANT BANANA JACK 
BOD Y : HEX BRASS, 

nickel plated. 
D ESCR.: Supplied with 

hex nut and brass 
tinned lug, mounts in 
%" hole in panels up 
to %" thick. 

Std. Pka. 25 
No. Per C 
187 $50.00 

SUB MINIATURE 
::.:iI 078: BANANA PLUG 

11 ~ ""',, .. t· I '00' BODY: BRASS, silver plated. 
. ".,. ~ 37"SPRING: Four leaved beryl-

.094"64 lIum copper, silver plated. 
t 1 D ESCR.: One piece beryl1!um 

5" copper spring insures post-

~.Z7 tive and lasting contact. 
. Std. Pkg. 100 

IZ5" No. Per C 
191 $25.00 

SUB MINIATURE BANANA PLUG 
Swage Type 

BODY: BRASS. sUver 
plated. 

SPRING: Four leaved be­
ryllium copper, silver 
plated. 

D ESCR.: One piece beryl­
lium copper spring in­
sures Dositlve and lasting 
contact. 

Std. Pka. 100 
No. "X" Panel Per C 
207S .105 1116" $25.00 
2074 ,135 3/32" 25.00 
2075 .165 1/8" 25.00 

SUB MINIATURE 
BANANA PLUG ' 

BODY: BRASS, silver plat-
ed, 5/32" Hex. . 

SPRING: Four leaved beryl­
lium copper, silver plated. 

D ESCR.: One piece berylli­
um copper spring insures 
pOsitive and lasting contact. 

No. 
192 

Std. Pkg. 100 

Per C 
$25.00 

SUB MINIATURE 
042 BANANA JACK 

ffi1. "g' B~P.re~.BRASS, sliver 

ilO4r ll" D ~~~~.~ T~t:e~t~~k t~ 
32, I" " chassis or to printed 

, : I I' ./30 circuit board for easy 
t---I - I -.I. assembly. 

.JJOOr:. -< r35"~ No. Std. Pk~irrl ~O 
194 $1.50 

SUB MINIATURE 
-I 218~" BANANA JACK 
+1;'30<' 104' t' I " BODY: BRASS, sliver plat-

.. I I I .092 ed . 

. {:~. I I ~ / II OESeR.: This jack is rivet-
, "1.. '2 ted directly to chassis or to 
• ~ J ~, ~~~~t:~se~~~;.it board for 

---.-i Std. Pka. 100 

No. 
195 

~.094" 
. 052 DR. No. Per C 

193 $15.00 

SUB MINIATURE BANANA 
JACK 

Panel Mount 
BODY: BRASS. sUver plated. , 
RATING: 15 Amps. 
D ESCR.: These jacks are rivetted 

directly to chassis or bakelite 
board. 

No. 
2076 
2077 
2078 

"XU Dim. 
.105 
.135 
,165 

Std. Pkg. 100 
Panel Per C 
1/16" $15.00 
3/32" 15.00 
1/8" 15.00 

mlr-~ , I =}l1l/3Z· 

IO-3ZTHO 

Std. Pkg. 100 
Per C 
$IS.OO 

SUBMINIATURE BANANA 
JACK 

BOD Y : HEX BRASS, 
nickel plated. 

RATING: 15 Amps. 
DESCR.: Supplied with 

hox nut and tinned lug. 
Mounts in .196 (110) 
hole in panels up to %" 
thick. 

© U.C.P., Inc. All Prices Subject To Trade Discount 

INSULATED BANANA PLUG 
Sub Miniature 

HANDLE: MACHINED plastic. 
Red or Black. 
SPECIFY COLOR. 

PLUG: Brass. nickel plated. 
RATI NG: 15 Amps. @ 1000 Volts 

A.C. 
D ESCR.: Cross-slotted for spring 

tension. Wire solders directly 
into plug. Fits standard midget 
banana jacks. 

No. 
197 

Std. Pkg. 100 
Per C 
$25.00 

INSULATED BANANA JACK 
Sub Miniature 

HEAD: MACHINED 
PLASTIC, Red or Black. 
SPECIFY COLOR. 

BODY: Brass, nickel plat­
ed. 

RATING: 15 Amps. @ 1000 
Volts A. C. 

D ESCR.: Supplied with 
hex nut, fibre washer and 
tinned lug. Mounts in 
5/32" hole in panels up 
to 3/32" thick. Accepts 
standard midget banana 
plugs. 

No. 
196 

St. Pkg. 100 
Per C 
$18.00 

RIVET TYPE BANANA PLUG 
Wrap Around Type 

BODY: BRASS. nickel plated. 
SPRING: Four leaved, beryllium 

7 RR'rr~~ :n:gkl~J:.ted. 
, ,,10 I DESCR.: Rivets to panel or bake-

I ." ;/~. ;~~ed ~~r~. tI:~r:OI~:;~J. around 
'. Std. Pka. 100 
~ No. "X" Dim. Panel Per C 

2082 .105 1/16" $SO.OO 
2088 .135 3/32" SO. 00 
2084 .165 1/8" SO.OO 

RIVET TYPE BANANA PLUG 
Solder Well Type 
BODY: BRASS. nickel plated. 
SPR I N G: Four·leaved beryllium 

copper, nickel plated. 
RATING: 15 Amps. 
D ESCR.: Rivets to panel or bake· 

lite board, Wire solders to well 
in rear of plug .. 

Std. Pka. 100 
No. 

2067 
2068 
2069 

"X" Dim. Panel Per C 
$30.00 
30.00 
SO.OO 

.105 1/16" 

.135 3/32" 

.165 1/8" 

PANEL MOUNT BANANA 
JACK 

BODY: BRASS. nickel plated. 
RATI NG: 15 Amps . 
D ESCR.: Accepts all standard 

banana plugs. These jacks are 
rivetted directly to chassis or 
bakelite board. 

No. 
2079 
2080 
2081 

"X" Dim. 
.105 
.135 
.165 

Std. Pka. 100 
Panel Per C 

1/16" $ 18.00 
3/32" 18.00 
1/8" 18.00 

MIDGET BANANA PLUG 
BODY: BRASS, nickel plated, 

cross-slotted. 
D ESCR.: Cross-slotted, sup­

plied with hex nut. Fit our 
No. 112 midget jack. 

Std. Pkg. 50 
No. Per C 
III $17.00 

MIDGET BANANA JACK 
BODY: BRASS, nickel plated. 
D ESCR.: Supplied with hex 

nut. Accepts our No. 111 
midget plug. Std. Pkg. 50 

No. Per C 
112 $IS.oo 
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MULTI· 

PURPOSE 

BINDING 

POST 

A Banana Plug 
Receptacle. .161 I.D. 

B Head non-removable 
from Stud. 

C Molded-In Brass 
Bushing In Head. 

D Molded-In Brass 
Bushing In Washers. 

E For Panels 1/16" to 
'4" thick. 

"Tg[~fA( F ~~i~~t~; ~~l~I!~i. 
G Wire Hole is at right angle to Flat or Insulated 

Washers. 
H Production Punch for keyed Slot Slot for mount-

ing Washers. (Sample Wa,her Rent on Request.) 
RAT! NG: 2000 V.A.C. RMS test. 
CURRENT: 30 amps safe current carrying capacity. 
,ACCEPTS: Phone tiP plug. spade lug. b.nana plug 
amgator clip or wire str.nd. • 
D ESCR.: Molded nylon he.d and washer completely 
Insulates post from panel. Mounts In 'h" or keyed 
hole as Indicated. Wrap around type-direct solder 
eonnc('tion to xtud. Metal parts brass plated. 
COLORS: Red. Black. Yellow. Green. Blue. White. 
Specify color. Std. Pkg. 100 
No. Per C m _00 

BINDING POSTS 

Five-Way 
Grounding 

Type 

HEAD: CAPTIVE: 
I' Molded pl.,tic. Red 

or Black. SPECIFY 
COLOR. 

.I.: ~~~~'PTS Phone tiP UJ BODY: Brass. nickel 

2 plug. spade lug. b.-
n.na plug. alligator 
clip or wire strand. 

D ESCR.: Can be completely Insulated from panel 
by using our 2155 and 2163 fibre washers supplied 
with 2 hex nuts. Std. Pkg. 100 
No. Description Per C 
220 8-:l~ x 'h Threaded Stud $30.00 
230 6-:l~ x 'h Threaded Stud SO.OO 
391 HI\'et Type 25.00 

Same 
head. 
280 
264 
394 

as above with brass nickel pl. ted Insert 'in 

8-32 Threaded Rtud 
6-32 Threaded Stud 
Rivet Type 

ALL· 

40.00 
40.00 
25.00 

.16'" INSULATED 

TYPE ,TT 
~I -i,L!: HEAD: CAPTIVE: 

_ .. "'~~ 32 :ol~~~ck~la~lJicri~ 
..:rr I COLOR. BODY: Brass. nickel 
,029" plated. 

"r~~, ~!fi~ ;,~~: br~~I~~~ 

@302~!:8g~ ~eb~EPTS: Phone tiP 

O -t 000 plug. spade lug. ba­
,290 -:005 n.na plug alligator 
~. clip or wire strand. 

DESCR.: Mounts In 5/16" hole In panel with 
milled slot for locking. supplied with two hex nuts. 

No. 
260 
259 

Description 
8-32 Threaded Stud 
6-32 Threaded Stud 

Std. Pkg. 100 
Per C 
$45.00 

45.00 

S.me as .bove with brass nickel plated Insert In 
bead. 
290 8-32 Threaded Stud 55.00 
231 6-32 Threaded Stud 55.00 
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f~ 
SPRING 
LOADED 
BINDING 
POSTS 3 

.I~4 
iliA 

~ HEAD: Captive. Bra.s 
nickel plated. 

B CAP: Molded black 

~
A bakelite. 

064- BODY: Brass. nickel 
IN plated. 

_ PIN: Nickel Silver. 
I • 12S ACCEPTS: Standard 

L 6-32 phone tip or wire in side 
THO, hole and locks them In 

place on release of 
pressure on cap. 

DESeR.: Side dowel pin locates and prevents post 
from turning when mounted in panel. 

Std. Pk •. 50 
WITH DOWEL PIN LESS DOWEL PIN 
No. A B PerC No. PerC 

2701 '4" 'Ai" 60.00 2801 50.00 
2702 %" 'Ai" 65.00 2802 55.00 
2703 'h" '4" 70.00 2803 60.00 
2704 %" '4" 75.00 2804 65.00 
2705 1" %" 80.00 2805 70.00 
2706 1'4" %" 85.00 2806 75.00 
2707 1%" 'h" 90.00 2807 80.00 
2708 2" %" 95.00 2808 85.00 
SPECIAL NOTE: Bakelite cap with engraved let-

ters available on special order only. 

t&i 
Same as .bove less threaded stud. 
Supplied with 6-32 internal mount­
ing thread. 

No. Description Per C 
2709 With 'h" 19. Dowel Pin 55.00 
2809 Without Dowel Pin 45.00 

BINDING POST 
Five·Way With Molded Mounting 

~ Washers a • . All Insulated Type 
.I , H EA D: Captive-Molded 

• plastic-Red or Black. t 1 SPECIFY COLOR. 
BOD Y: Brass. nickel 

~ plated. 
. ~ ,1' WASHERS: Moldedplas-
...J i6 tic. BLACK ONLY. 
31 2" 0':E" ACCEPTS: -Phone tiP 

, • ,.l,' plug. spade lug. ba­
-. -, "-w.';CLOSEO nana plug. a\l!gator 

~
i clip or wire strand . 

'liS" D ESCR.: Mounts In '4" 
co hole in panel. Supplied 
PLASTIC with one hex nut. 

Std. Pkg. 100 
8·32'1>1D. No. Per C 

386 $40.00 

Grounding Type 
H EA D: Captive-Molded 

plastic-Red or Bl.ck. 
SPECIFY COLOR. 

BOD Y: Brass. nickel 
plated. 

WASHERS: Mounting 
W.sher - Molded plas­
tic. BLACK ONLY. 
Back-up Washer 

, 31 ~. ,~':E" D ri~~s:: ~g~~s f~at~~; 
-, - , '-w. 'C;!SEO hole In panel. Ground-

:;'::'ffi'~ ed to panel by back-up 
, , liS' washer. Supplied with 
~ one hex nut . 
META', Std. Pk.. 100 

__ No. PerC 
8'32'1>10. 887 $40.00 

BINDING POST METAL 5-WAY 

,
(9!{l' ~. 

'I·-:]I[. i:-m ~• _. ~iQ.OlrD .-. , 
,. l~ .. .. ..u-: THOll 

137 208 
HEAD: CAPTIVE: Hex brass nickel plated. 
BODY: Brass. nickel plated. 
ACCEPTS: Phone tiP. spade, lug. banana plug. 

alligator clip or wire strand. 
D ESCR.: Can be completely Insulated from panel 

by u,lng our 2155 and 2163 fibre washers. Sup-
plied with two hex nuts. Std.Pk •• IOO 

No. Des.ripti-on Per C 
137 Standard $85.00 
208 Wrap-.round 36.00 

All Prices Subject To Trade Discount 

MOLDED NYlON BINDING POSTS 
Grounding Type 

~CO"RSE 
~KNURL 

HEAD: CAPTIVE: 
Molded nylon. Red or 
Black with brass nickel 
plated In.ert. 
SPECIFY COLOR. 

WASHER: Molded nylon 
with bra.s nickel 
plated in.ert. , 

BODY: Br •••• nickel 
plated. 

D ESCR.: Supplied with 
2 hex I1.Ut8. Grounds to 
panel but supplied with 
nylon washer for unta 
formlty of height with 
No. 378 when u.ed on 
.ame panel. Can be In­
sulated from panel by 
using our No. 2150 
.houlder w.sher. 

No. 
377 

Std. Pk •. 100 
Per C 
$44.00 

All INSULATED 
HEAD: CAPTIVE: Molded 

nylon. Red or BI.ck with 
brass nickel pl. ted insert. 
SPECIFY COLOR. 

WASHER: Molded nylon 
with bra.. nickel plated 
In.ert. 

BO D Y: Brass. nickel 
plated. 

D ESCR.: Supplied with 
two hex nuts. Boss wash­
er insulate. post from 
chassis when used with 
b.kelite washer supplied. 

Std. Pkg. 100 
No. Per C 
378 $44.00 

GROUNDING TYPE 
HEAD: CAPTIVE: Molded 

nylon Red or Black with 
bras. nickel plated insert . 
SPECIFY COLOR. 

BODY: Brass. nickel 
pl.ted. 

D ESCR.: Supplied with two 
hex nuts. Can be in­
sulated from panel by us­
ing our No. 2150 shoulder 
washer and 2162 fiat 
washer. Std. Pkg. 100 

No. Per C 
379 $S5.00 

BINDING POST 
I' H EA D: MOLDED bakelite 

" 

t:: 2" --l with molded-In bra.s 
-. threaded insert. Red or 

J' Black. Specify Color. 
: ' .. °J.m"WASHE:I: Bra ••• nickel 

plated. 0',· DESCR.: Supplied complete 
I"l!!!!B!"I-z-"''::B:i!_J2 :!~~e:.crew :rd~ ~".i:-IOO 

265 THO, No. Per C 

I 
131 

110 

265 $26.00 

BINDING POST 
r,::f HEAD: MOLDED bakelite 

0;;;'" I. with molded-In brass : ;",: t threaded insert~ Red or 
:', : ---.i Black. Specify Color. 

--.i WASHER: Brass. nickel 
alB' plated. L --. D ESCR.: Supplied complete 

"Iz~r N.;:asher. Std. Pk~e~tO 
O,ITS THO, 266 $80.00 

METAL BINDING POST 
HEAD: BRASS nickel 

plated . 

BODY: Brass nickel pl.ted. 

D ESCR.: Accepts .tandard 
phone tiP' or banana 
plugs. Std. Pkg. 50 

No. Per C 
136 $20.00 

METAL BINDING POST 

;E" 
HEAD: BRASS nickel 

plated. 

::::;:i:;; BODY: Brass nickel pl.ted. 

~ ~- D ESCR.: Supplied complete 
1 WASHER with screw and lock .. 

i6 N1SC6{W washer. Std. Pkg. 25 

No. 
110 

Per C 
$25.00 

© U.c.P., Inc. 
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I· 
T 

WASH ER: ~IOLDED hlack styrene. cross slotted 
(+) to accept standard pholle tips in post either 
forward or sideways. Supplied in Colors on Rperial 
Order. 
BO 0 Y: Brass. nickel plated 
HEAD: Capti\'e: Molded bakelite with molded in 
ilrasR -ni('kel plated insert_ 
DESCR.: ~founts in two %" hole).; on ~~" mount~ 
iog centers in panels up to 1,4" thiek_ .Accommo~ 
dates single or dual hanana plugs, Hupplied with 
4 hex nuts. 2 fiat washers. Std. Pkg. 10 

No. Description Each 
269BB Two Black Heads $1.10 
269RR Two Hed Heads 1.10 
269RB One Hed. One BJark Head 1.10 

DUALU" 

ASSE.BlY~¢===I,. 1-tHI~ 
.. 

With Insulated Heads 
WASH ER: MOLDED black styrene. cross slotted 
<+) to accept standard phone tips in post eitber 
forward or sideways. Supplied in colors on special 
order_ 
BODY: Brass. nickel plated. 
H EA 0: Captive: Molded plastic. 
D ESCR.: Mounts in two %" holes on %," rnount~ 
ing centers in panels up to '14" thick. Accommo~ I 

dates single or dual banana plugs. SuppJied with 
4 hex nuts. 2 fiat washers. Std. Pkg. 10 

No. Description Each 
224B B Two Black Heads $ .90 
224RR Two Hed Heads .90 
224RB One Red. One Black Head .90 

Same as above with brass nickel plated insert 

263BB 
263RR 
263RB 

in head 
Two Black Heads 
Two Red Heads 
One Red. One Black Head 

1.10 
1.10 
1.10 

DUAL TIP JACK ASSEMBLY 

~,';;~ , .. -: 

'~ 

~ I.'J 

WASH ER: MOLDED black styrene. Supplied in 
colors on special order. 

BODY: Hecessed. brass. nickel plated. 
DESCR.: MountS" in two lh" holes on %." mount~ 

ing centers in panels up to %:" thick. Accom ~ 
modates standard phone tiP plugs. Supplied 
with two hex nuts. . 

No. 
488 

Std. Pkg. 10 
Each 
$ .90 

BLACK STYRENE INSULATOR 
:Mounts in two %" holes on %" mounting center~ 
in panels up to %." thick. Insulator can he supplied 
in colors on special order. Std. Pku. 100 
No. Per C _ 
207 $10.00 

DUAL ASSEMBLY WITH NYLON HEADS 

WASH ER: :.roLlmD hlack styrene. cross slotted 
<+) to accept standard phone tips in post either 
forward, hack or sideways. Hupplied in colors on 
spedal order. 
BODY: Brass. nickel plated. 
HEAD: ('aptive: 1Iolded nylon. with hrass nickel 
plated insert. 
D ESCR.: .Mounts hI two %" holes on %." mount­
ing renters in panels up to %" thick. ~upplied 
with 4 hex nuts. 2 fiat w.,hers. Std. Pkg. 10 

No. Description Each 
284BB Two Hla"k Heads $1.00 
284R R Two Red Heads 1.00 
284R B One Hed. One Black nead 1.00 

DUAL ASSEMBLY 

With Metal Heads 

WASH ER: lfOLDED black .tryene. "ross slotted 
<+) to accept standard phone tip. in post either 

forward or sideways. Supplied in (,olors on special 
order. 
BODY: Brass. nickel pl.ted. 
H EA 0: Captiye: Hex brass. nickel plated. 
D ESCR.: Mounts in two lh" holes on %" mount~ 
ing centers in panels up to 1,4" thick. Accommo­
dates single or dual banana plugs. Supplied with 
4 hex nuts. 2 fiat washers. Std. Pkg. 10 

No. 209 SI.OO Each 

DUAL BANANA JACK ASSEMBLY 

WASH E R: MOLDED black styrene. Supplied in 
colorston special order. 

BODY: Brass. nickel plated. 
DESCR. lvIounts in two lh" holes on %." mount~ 

jng centers in panels up to ~" thick. Accom ~ 
modates standard and dual hanana plugs. Sup~ 
plied with two hex nuts and brass tinned lugs. 

Std. Pkg. 10 
No. 
489 

NYLON TIP JACK 
With Metal Shell 

Each 
$.80 

BODY: Molded Nylon. Specify Color as coded 
above. 

SHELL: Brass. nickel plated. 
WASH ER: Phosphor pronze. nickel pl,ated. 
CONTACT: Phosphor Bronze .• ilver plated. 
HEX NUT: Brass. nickel plated. 
RATING: Rated at 8000 Volts DC. 
o ESCR.: Same as IMI shown above. except doe, 

not comply with BL" SHIPS lIS Specs. For 
commercial lise. Std. Pkg. 50 

No. Per C 
IS99 $43.00 

© U.C.P., Inc. All Prices Subject To Trade Discount 

NYLON TIP JACK 

Wrap Around 

Spade Terminal 

II" 
'"64 

Feed Thru 

With Metal Shell 
Made to MS·1610a Spec. 
Molded Nylon Tip Jack. 
Metal shell elimin.tes pos· 
sibility of stripping thre.ds 
during .ssembly. Meets fol· 
lowing requirements: 
1. S.lt Spr.y Test-With· 

st.nds 100 hours 
2. R.ted Volt.ge & Current 

-1000 volt pe.k at 5 
amps. maximum 

3. Test Voltage-2500 pe.k 
4. Insulation Resistance-

5000 megohms 
5. Operating Conditions-

A. Continuous: 23 hours 
on. 1 hour Off 

B. Elevation: Up to 
5.000 feet 

C. Temperature: -55 
to + S5C 

D. Humidity: Up to 
95% 

6. Material Specifications-
A. Insulator: Nylon. 

Grade FM 10001 
B. Shell & Nut: Brass 

Plated Per Spec 72·53 
C. Lockwasher: Phosphor 

Bronze Nickel PI. ted 
per spec 72-53 

D. Center Contact. Num­
bers 1501 and 1502 
Heat Tre.ted Bery. 
Copper Silver PI.ted 
per Spec 72-53. Num­
her 1503 Brass. Tin 
l'lated. 

7. Non-Oper.tlng 
Condltions-
A. Elevation: UP to 

50.000 feet 
B. Temperature: Con­

tinuous exposure for 
72 hours .t +160 F 

and 240 hours at 
-BOF. 

C. Humidity: Up to 
100% 

No. Type 
150 I Wrap Around 
1502 Spade Terminal 
1503 Feed Through 

(Std. Pka. 2S) 

Per C 
$53.00 

70.00 
6S.00 

COLOR CODE SUFFIX 
Add t, Catalog Number 

as required. 
-101 White -106 Orange 
-102 i{ed -107 Yellow 
-103 Bl.ck -108 Brown 
-104 Green -112 Purple 
-105 Blue -113 Grey 

ALL NYLON TIP JACK 

~-f Completely Molded Nylon 
_ Jack. Fits all stand.rd 

phone tip plugs. Contact 

-012 ~~~!~1~ iI~x~:~~ l~~dS~!~ 

, 

~ grip in tightenihg. 
J ..... ,.! I~: Mounts in %" hole in 

panels up to %" thick. 
_: J ~~f:: following require· 

',1 L. , 1. S.lt Spray Test-
Withstands 100 hours 

2. Rated Voltage & Cur­

Wrap Around 
rent-IOOO ,'olts peak 
at 5 amps. max. 

• 

3. Test Voltage-9000' 
volt. DC peak 

'---- 4. In.ulation Uesistance-
/' 5000 megohms 

.312 5. Operating Temperature 
. 'Y,.--, -55 to + 150 C 

, 

., 6. Nominal C.p.cil,y-;: 1FT ~" 2.0 mmf 
, "i i ~ 7. M.terial Specifications 

N ,; _i k~ A. ~dyio~~ton. Grade 
~""' ~J2 64 B. Center Contact: 

.~.;- : i Number. 1505 and 

I 
'~O,hL. _ ~ ~ 1506 Heat Treated 

~~ Beryllium Copper 
~.200l Ut Silver plated per 

Spade Termi'nal Spec. 72·53. Num­
ber 1507 Br •••• 
Tin PI. 

C. Hex Nut: Brass 
Nickel PI.ted. 

No. Type Per C 
IS05 Wrap Around $45.00 
1506 Spade Term. SO.OO 
IS07 Feed Through 47.00 

(Std. Pka. 25) 

COLOR CODE SUFFIX 
~dd to Catalog Number 

as required. 
-101 White-lOG Or.nge 
-102 Hed -107 Yellow 
-103 Black -108 Brown 
-104 Green _112 Purple 
-105 Blue -113 Grey 
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SOLDERLESS TIP TEST LEAD 
HANDLE: PROD: MOLDED 

TENITE 4" long x %" O.D. 
Red and Black (No. 302). 

TI P: Solder less : Brass n1ckel 
plated. 

Std. Pkg. 6 
Per Pro 

158) $1.45 
129) 1.45 

No. 
600 
601 
602 

Meter End 
Phone Tips (No. 
Spade Lugs (No. 
Alllgator Clips 

(No.300) 1.55 

PHONO NEEDLE TEST LEAD 
HANDLE: PROD: MOLDED 

TENITE 4" long x %" O.D. 
Red and Black (No. 317). 

BODY: Brass, nickel plated. 
NEEDLE: Steel, nickel plated. 

No. Meter End Std·I.~lIpr~ 
61S Phone Tips (No. 158) $1.45 
614 Spade Lugs (No. 129) 1.45 
615 Alligator Clips 

(No. 300) 1.55 

ALL SOLDERLESS TEST LEAD 
HANDLE: PROD: MOLDED 

TENITE 4" long x %" O.D. 
Red and Black (No. 302). 

PLU G: Molded Bakl>llte 1" long 
x %" O.D. Red and Black 
(No. 200). 

Brass. nickel 
Std. Pkg. 6 

Per Pro 
$2.10 

TIPS: Rolderless: 
plated. 

No. 
60S 

~ 

HIGH TENSION TEST LEAD 

HANDLE: pnOD: FmnE 
5" long x %" O.D. Red 
and Black (No. 630). 

PLUG: Fibre 1" long x 'h" 
O.D. Red and Black. 

TIP: Brass, nickel plated. 
Std. Pkg. 6 

~~ No. Meter End Per Pro 
620 Ins. Phone Tips $3.30 
621 Ins. Spade Lugs 3.S0 

622 Ins. Alligator Clips 4.00 

SHORT TIP TEST LEAD 
HANDLES: PHOD: MOLDED 

TENITE 4" long x %" O.D. 
ned and Black (No. 383). 

PLUG: Molded Bakelite 1" long 
x %" O.D. Red and Black 
(No. 203). 

TIPS: BraSK, nickel plated. 
No. Per Pro 
624 ' SI.75 

SLIM HANDLE TEST LEAD 
HANDLE: MACHINED TENITE 

5" long x 5/16 O.D. Red and 
Black. 

TIPS: Prod: Brass, nickel plated. 
METER END: Drawn brass, 

nickel plated (No. 158). 
Std. Pkg. 6 

No. Per Pro 
670 $1.10 

SUB MINIATURE TEST LEAD 
HANDLES: PROD: BONE 

FIBRE 4" 100ig x %" O.D. 
Red and Black (No. 322). 

PLUG: Bone fibre 1" long x %," 
O.D. Red and Black. (No. 210). 

TIPS: Brass, nickel plated. 
Std. Pkg.6 

No. Per Pro 
678 $2.10 

BANANA PLUG TEST LEAD, 
HANDLES: PHOD: MOLDED 
TENIT~] 4" long x %" O.D, 
Ued and Black. (No. 302). 

PLU G: Molded bakelite 1" long 
x %" O.D. Ued and Black. 
(No. 211). 

TIP: Rolderless: Brass, nickel 
plated. 

BDDY: Brass, nickel plated. 
SP R I N G: Four leaved phosphor 

bronze. oirkel plated. 
Std. Pkg. 6 No. 

No. ' Per Pro 616 
628 $2.50 617 
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ALLIGATOR CLIP TEST LEAD 
HANDLE: PROD: MOLDED 

TENITE 4" long x %" O.D. 
Red and Black (No. 302). 

TI PS: Solderless: Brass, nickel 
plated 

CLIPS: Steel, cadmium plated 
(No. 300). 

BOOT: Vinyl Plastic Red and 
Black (No. 331). 

Std. Pkg. 6 
No. Per Pro 
672 $2.10 

CROCODILE CLIP TEST LEAD 

~
CLIP: STEEL, cadmium plated. 
BDDT: Vinyl plastic Red and 

Black. 
'HANDLE: Spade Lug: Molded 

tenite ","" long x %" O.D. Red 
and Black (No. 218). 

LUG: Steel, Hot tinned (No. 129). 
Std. Pkg. 6 

No. Per Pro 
871 $2.00 

CROCODILE CLIP TEST LEAD 
CLIP: STEEL, cadmium 

plated 
BOOT: Vinyl Plastic Red and 

Black. 
ELBOW: Molded bakelite , 

Red; and Black (No. 235). 
TIP: Bra .. , nickel plated. 

No. 
675 

Std. Pkg. 6 
Per Pro 

$1.90 

ALLIGATOR CLIP TEST LEAD 

CLIPS: STEEL. cadmium 
plated. Std. Pkg. 6 

No. Wire Per Pro 
604 12 Inches $0.95 
605 24Inche. 1.05 
606 36 Inches 1.20 
601 48 Inches I.S5 

INSULATED ALLIGATOR CLIP 
TEST LEADS 

CLIPS: STEEL, cadmiuDl plated. 
BOOTS: VInyl pla.tic, Red and 

Black (No. 331). 
Std. Pkg. 6 

No. , Wire Per Pro 
629 12 inches $1.85 
657 24 Inches 1.45 
658 36 inches 1.60 
659 48 Inches 1.70 

ALLIGATOR CLIP TEST LEAD 
HANDLES: CLIP: MOLDED 

TENITE ","" long x %" O.D. 
Red and Black (No. 301). 

PLUG: Molded bakellte 1" long 
x %'" O.D. Red and Black 
(No. 200). 

CLIPS: Steel, cadmium plated 
(No. 301). 

TIPS: Solderles.: Brass, nIckel 
plated. 

Std. Pkg. 6 
No. Per Pro 
627 SI.65 

ALLIGATOR CLIP TEST LEAD 
HANDLE: MOLDED TENITE 

","" long x %n O.D. Red and 
Black (No. 30l). 

CLI PS: Bteel, Cadmium plated 
(No. 301). 

ELBOWS: Molded bakelite. Red 
and Black (No. 235). 

TI PS: Brass, nickel plated. 
, Std. Pkg. 6 
No. Per Pro 
628 $2.00 

SHIELDED TEST LEADS 

, , . , cv·, : : 

QQUi 

HANDLE: MACHINED TE­
NITE 7/16" O.D.x4'h" Ig. 
Ued and Black. 

TI P: Prod tiP brass nickel 
plated. Meter end see Type. 

D ESCR.: Plugs Insert flush to 
Insulated handle. Prod. have 
retractable cover leaving no 
metal exposed. EJimina tes 
possibility of shock or 
grounding. Supplied with 
either phone tip or Banana 
Plug meter ends. Other vari­
ations on special order. 

- Std. Pkg. 6 
Type Per Pro 

Phone Tip End (No. 203) $S.OO 
Banana Plug End (No. 211) S.IO 

All Prices Subject To Trade Discount 

"UNIVERSAL" TEST LEAD 
Completely Interellanleable 

Fifty Leads in Onel One lead can make any re­
quired test lead combination. All parts adapt 
into prod handle or tiP handle. Complete as 
shown. With plastic kit. 
No. 699 $4.00 Ea. 

"UNIVERSAL" TEST LEAD 
Miniature Accessories 

Completely I nterehangeable 
Fifty Leads in One. One lead 
can make any required test 
lead combination. All parts 
adapt into prod handle or 
meter tip. Supplied with 
miniature tips, clips, banana 
plugs and spade tips. Com­
plete as shown. With plastic 
kit. 

No. 679 $4.00 Ea. 

TEST LEAD KIT 

D ESCR.: Each kit is supplied 
with one pair of test leads. One 
end test prods, other end Ins. 
banal\a plugs. 

FITTINGS: Two each: Phone tips, 
alligator clips., spade lugs. 

Std. Pkg. 6 

No. Type Each 

610 Solderless l'i:ods $3.00 
611 Needle Tip Prods 3.00 

METER TEST LEADS 
Solderless Prod 

HANDLE: MOLDED TENITE 
4" long x %" O.D. Red and 
Black, (No. 302). 

TI P: Solderless: Brass, nIckel 
plated 

ELBOW: ,Molded bakelite. Red 1'- and, Black (No. 235, Phone 
Tip; No. 255, Banana Tip). 

BODY: Brass, nickel plated. 
SPR IN G: Four leaved, phosphor 

bronze, nickel plated. 

No. Type Std·l.~gpr~ 
625 Phone Tip Meter Tip $2.25 

, 685 Banana Meter TIp 2.50 

Needle Prod 
HANDLE: 'MOLDED TENITE 

4" long x %" O.D. Red and 
Black (No. 311). 

NEE D L E: Steel. nickel plated. 1; ELBOW: Molded. bakelite, Red 
and Black (No. 235, Phone Tip; 
No. 255, Banana TIP). 

BODY: Brass. nickel plated. f SPR I N G: Four leaved, phosphor 
bronze, nickel plated. 

Std. Pkg.6 
No. Type Per Pro 
626 Phone Tip Meter TIp $2.25 
686 Banana 'Meter Tip 2.50 

SLIM JIM TEST LEAD 

HANDLE: MOLDED TENITE 
4" long x %" O.D. Red and 
Black. ' 

PROBE: Steel, cadmIum plated. 
INSULATOR: Vinyl spaghetti 

tubing. Red and Black. 
ELBOWS: Molded bakelite. Red 

and Black (No. 235). 
TIPS: Brass, nickel plated. 

No. 
698 

Std. Pkg. 6 

Per Pro 
$1.90 

© V.c.P., Inc. 
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SECTION 2100 I 
HERMAN H • SMITH 

"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

SOLDERLESS TEST PROD 
Threaded Type 

~::""':::~B ~.!. 
I " 8 ---J 'ta-/~/6 

HANDLE: PLASTIC: 4" molded-5%" machined. 
Red or Black. SPECIFY COLOR 

BODY: Brass. nickel plated. . 
D ESCR.: Solderless: Wire fits through handle 

and 'body of plug then wrapped around screw 
portion and tightened with knurled collar. 

Std. Pku. 25 
No. Handle (A) O.erall (B) Each 
302 4" (Molded) 5'4" $0.50 
303 5\10" (Machined) 6%" .55 

SOLDERLESS TEST PROD Force Fit Type 
c=e::::iI::::, ! 
< i ~-----------l-------'j ~ 
~ ~----------~ --------- ,n 

I' I • 'I" H-I I. . J....I~ 
HANDLE: PLASTIC: 4" molded-5\1o" machined. 

Ued or Black. SPECIFY COLOR. 
BODY: Brass. nickel plated. 
D ESCR.: Solder less: Wire fits through handle 

and body of plug then wrapped around screw 
portion and tightened with knurled collar. 

Std. Pkg. 25' 
No. Handle (A) O.erall (B) Each 
382 4" (Molded) 5'4" $0.40 
383 .1'h" (Machined) 6%" .45 

SOLDERLESS TEST PROD Force Fit Type 
Insi 

C I~~~~-::~~~~~R~~~~~~~=~j illi 
1 T. :1 H~ 
HANDLE: MACHINED PLASTIC. Red or Black. 
Sl'~;CIFY COLOR. 

BODY: Brass. nickei plated. 
D ESCR.: Solderless. Wire fits through handle 

and body of plug then wrapped around screw 
portion and tightened with knurled collar. Extra 
large I.D. for heavy duty wire. Std. Pku. 25 

No. Handle (A) O.erall (B) Each 
352 4" 5'4" $0.40 
353 5'h" 6%" .45 

SOtDERLESS FIBRE TEST PROD 
Extra Lar.a Inslda Diamater .,e.::::' 

1---= ~::·::::::t:::::.-:j £9a 
I 'T I 5%" 4~:=::I1o-.!":-

HAN D L E : BONE FIBRE. Red or black~ SPECIB'Y 
COLOR. 

BODY: Brass. nickel plated. 
DESCR.: Solderless. Wire Ilts through handle 

and hody of plug then wrapped around screw 
portion and tightened with knurled collar. 
Large I.D. permits use of heavy duty wire. 

Std. Pkta~~ = ~oo 
HEAVY DUTY TEST PROD 

Threaded Type 

~::.~:~::.-... j~ ~ 
i 'If I A~ ~3l-br 

---8 I r-.-1 
HANDLE: PLASTIC: 4" molded-5'h" machined. 

Red or Black. SPECIFY COLOR 
BO D Y: Brass. nickel plated. 
DESCR.: Large diameter well enables soldering 

of heavY duty wire directly into plug. Fits stand-
ard phone tiP jacks. Std. Pk •• 25 

No. Handle (A) O.erall (B) Each 
319 4" (Molded) 5-3/16" $0.50 
329 5'h" (Machined) 6·11/16" .55 

INSULATED SPADE PLUG 
HANDLE: MOLDED 

PLASTIC. Red. Black. 
SPECIFY COLOR. 

LUG: Steel, hot tinned., .030 
thick. 

D ESC R. : B.nana plug can 
be inserted into spade lug 
thru rear of handle. 

Std. Pk •. 100 
No. Description Per C 
218 Insul.ted 

Spade Lug $18.00 
129 Lug Only $20.00 M 

SHORT TIP TEST PROD 

~~fC.--~~~:~:U~~~.~~====~--~·:~ @[j~Lj 
I • I - {­

HANDLE: PLASTIC: 4" molded-5'h" machined. 
Red or Black. SPECIFY COLOR. 

BODY: Brass. nickel plated. 
D ESCR.: inserts flush with insulated handle. no 

metal exposed; eliminates possihility of shock 
or grounding. Fits standard phone tMd~ap~~ .. 25 

No. Handle (A) O.erall (B) Each 
363 4" (Molded) 4'h" $0.35 
364 5\10 .. (Machined) 6" .40 

PHONO NEEDLE TEST PROD 

• 
~F=lr(Y 
C~==iL=J~ ',f I ,-----1 W,,4 
1-------- B .--------i ~ .. {..:j 

HANDLE: PLASTIC: 4" ;nolded-5'h" machined. 
Hed or Blaclc. SPECIFY COLOR 

BODY: Brass. nickel plated. 
DESCR.: Hemovable chuck for easy replacement 

of broken needles. Needle pierces corrosion or· 
Illating for positive re.ding. Std. Pku. 25 
No. Handle (A) O.erall (B) Each 
317 4" (Molded) 4-13/16" $0.50 
318 ;,'h" (Machined) 6·5/16" .55 

SOLDERLESS PHONO NEEDLE TEST PROD 
-",,---='t=ii 

~:=:~§~ 
HANDLE: XX BAKELITE l.cquered. Red or 

Black. SPECIFY COLOR. 
BODY: Br.ss. nickel plated. 
NEEDLE: Phono needle. steel. 
D ESCR.: Wire can be 'oldered to hrass stud or 

directly into plug Itself. Stud also lock. wire' 
to pellet for solderless connections. Std. PkU. 25 

No. Handle (A) O.erall (B) Each 
314 4" 5·3/32" $1.25 
313 6" 7 ·3/32" 1.85 

SUB·MINIATURE. TEST PROD 

~:==::j~~"-"c:l ~ 
HAN D L Ii : BONE FIBRE. Ited' or black. SPECIFY 

COLOR. 
TI P: Brass. nickel plated. 
o ESCR.: ,Threaded for easy assembly ideally 

suited for checking all types suh·mlnlature 
equipment. Std. Pka. 25 

No. Each 
822 $0.40 

PENCIL TYPE SOLDERLESS TEST PROD 
Foree Fit Type 

HANDLE: MACHINED PLASTIC. Red or Black. 
SPECIFY COLOR. 

BODY: Brass. nickel pl.ted. 
D ESCR.: Solder less : Wire fits through handle 

.nd body of plug then wrapped around screw 
portion and tightened with knUrIe~td~o~~i. 25 

NL Eeh 

~ -" TEST PROBE 

oC..-Ei;t·;:) i , .. 3M' 

~:::::;j9- r~l 
~-.--4j-·- ~-- !MI 

.. --.----------- -5i'--~- .... r..:....J 
Heavy insulated fibre probe. Large I.D. enables 
use of Coax c.hle or IN -34 cryst.l for RF. 
Probes. He.vY Duty removable tip. Std. Pkg. 10 
No. Each 
630 $ 1.20 
630D Display of 12 14.40 

rw U.C.P., Inc. All Prices Subject To Trade Discount 

No. 
1511 
1512 

TEST LEAD ACCESSORIES 
STACK BANANA PLUG 

Soldarless 
HANDLE: PLASTIC. Red. Black. 

Yellor or Green. SPECIFY 
Color. 

BODY: Brass. nickel plated. 
SPRINGS: Four-leaved Phosphor 

Bronze or Beryllium Copper. 
nickel plated. . 

D ESCR.: Solderles. connection. 
Accepts standard banana plugs 
in top and side. Interconnects 
unlimited amount or multiple 
circuits. Std. Pkg. 50 

Spring Material Par C 
Phosphor Bronze $45.00 
Beryllium Copper 50.00 

IN·LlNE PHONE TIP JACK 
HANDLE: MACHINED 

PLASTIC with molded cap. 
Red. Black. Yellow. Green. 

O -1 SPECIFY COLOR. 
J"I BODY: Brass. nickel plated. 

~ /," ~PE~~NR~; ~~r:~~~r r~~on::st lead 
, •• I -.12 extension where long leads are 

I •• I required. Accepts standard 
• , phone tiP plug. Std. Pk •. 50 

No. Per C 
248 $85.00 

IN·LlNE BANANA JACK 
HANDLE: MACHINED 

PLASTIC with molded cap. 
Red. Bl.ck. Yellow. Green. 
SPECIFY COLOR. 

BOD Y: Br.... nickel Ill. ted. 
D ESCR.: Suitable for test le.d 

~!~~~~~~~s l~ce:~s IO~~n~:r~ ~~~ 
nana plugs. Std. Pku. 50 

No. Per C 
251 $85,00 

ADAPTER 
Phone Tip to Spada Lug 

HANDLE: MACHINED 
PLASTIC with molded c.p. 
Red or black. SPECIFY 
COLOR. 

JACK: Br •••. 
SPR I N G: Phosphor Bronze. 
SPAD E LUG: Steel hot 

tinned .030 thick. _ 
DESCR.: Tip j.ck accepts 

.t.ndard phone tip plugs 

.nd ad.pts to spade lug. 
Std. Pkg. 50 

No. Deseri ptlon Par C 
249 Ad.pter $55.00 

BANANA PLUG SPLICE 
~ .. ,w' o HANDLE: MACHINED 

PLASTIC. Red, Black. Yellow. U-l Green. SPECIFY COLOR 
INSERT: Bra, •. 
DESCR.: Inv.luable for quick I I " splicing connections. Accepts J' - st.ndard ban.na. plugs. 

Std. Pka. 50 

No. Per C 
245 $40.00 

PHONE TIP PLUG SPLICE 
HANDLE: MACHINED 

PLASTIC with molded cap. 
Red. Bl.ck. Yellow. Green. 
SPECIFY COLOR. 

BODY: Brass. nickel plated. 
SPRING: Phosphor bronze. 
D ESCR.: Inv.lu.ble ror quick 

splicing connections or for test 
lead extensions. Accepts stand­
ard phone tip plugs. 

Std. Pka. 50 
No. Per C 
246 $45.00 

LABORATORY 
INTERCHANGE KIT 

Consists of one Red. one Black 
or the following: 

Phone tips No. 200 
Spade Lug. No. 218 
Tip Plug Adapter No. 214 
Alllgator clip jack No. 305 

D ESCR.: All p.rts interchange' 
.ble. converts any standard test 
lead to .n all purpo.e unit. 
Packaged in an electronically 
se.led vinyl kit. 

No. Eaeh 
640 $8.75 

The MASTER - 26th Edition • Page 743 



I SECTION 2100 

HERMAN H. SMITH , INC • 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

DOUBLE BANANA PLUG PATCH CORDS 

CABLE TYPES 
AVAILABLE 

DESCRIPTIDN. 
INSULATION 
JACKET 

WIRE "Au 
2-cond. two 18 gao 65/36 str. 
Vinyl 
Vinyl 

NOM. CAP. 30 mm/./ft. 

DOUBLE PLUG to 
DOUBLE PLUG 

HANDLE: MOLDED DLACK POLYS'rYRENE. 
BODY: Brass Nickel Plated. 
SPRING: Four-Ic8\'ed Rerylliurn Copper, nickel 

plated. 
WI R E : As specified abo,'e. 
o E8CH., Mate~ with standard dual binding post 

having %." center. I)oiarity indicated hy the 
word GnOrND molded on side. Intert'onneets 
unlimited number of multiple circuit~ top and 
side. Each end terminate!{ with molded double 
banana plug. 

No. No. 
Wire "A" Wire "B" 
1530-24 1540-24 
1530-36 ·1540-36 
1530-48 1540-38 

No. 
Wire "0" 
1580-24 
1580-36 
1580-48 

Lath. 
24" 
36" 
48" 

DOUBLE PLUG to 
ALLIGATOR CLIPS 

Each 
$3.80 
4.00 
4.20 

HANDLE: llOl,D1W HI,ACre POLYSTYHENE. 
800 Y : Bras.'! Nickel Plated. 
SPRING: Four-leaved Beryllium Copper. nickel 

plated. 
CLIP: Steel Cadmium Plated (No. 300). 
INS.: ;\folded Vinyl Plastic (No. 331). 
WIRE: As spccified above. 
D ESCR.: )fate~ with standard dual binding post 

having %." center. Jlolarity indlrateel hy the 
word GnOrNI> molded on Ridc. (i)ne end term­
inates with double banana plug other end with 
insulated alligator clips one reJ! one hlack. 

Std. Pka. 10 
No. No. No. 

Wire "A" Wire "B" Wire "C" 
1531-24 1541-24 1581-24 
1531-36 1541-36 1581-36 
1531-48 1541-48 1581-48 

Lath. 
24" 
36" 
48" 

Each 
$2.80 

3.00 
3.20 

r=t: 
\"'-=~-

DOUBLE PLUG to 
STRIPPED 

& TINNED LEADS 
HANDLE: lIOI,D1m nr,ACre I'OLYR'I'YltENK 
BODY: Brass Nickel Plnted. 
SPRING: Four-leaved Beryllium Copper. nickel 

plated. 
·N IRE: As spcrified aho\'e. 
J ESCR.: ~fates with !o\tandard dual binding post 

having %," center. Pohlrity indi('ated by the 
word G H.OrXn moIlleu on the side. One end 
terminates with double hanana plug, other end 
strIpped and tinned. Std. Pka. 10 

No. No. No. 
Wire "A" Wire "B" Wire "c" 
1532-24 1542-24 1582-24 
1532-36 1542-36 1582-36 
1532-48 1542-48 1582-48 

Lath. 
24" 
36" 
48" 

PL 259A to 
ALLIGATOR CLIPS 

CDNN.: PL 21\9 A. 
CLI PS: Rteel ('ad. Plated (#300). 
INS.: ~[olded Ylnyl (#331). 

Each 
$2.20 
2.40 
2.60 

WI R E : As specified abo\'e. 
DESeR.: For teHtlng of wave patterns, ete .. One end 

terminates with PJ.J 21i9A other end WIth insu~ 
lated alligator. rlips one red one black. 

Std. Pka. 10 
No. No. No. 

Wire "A" Wire "8" Wire "C" 
1536-24 1586-24 
1536-36 1586-36 
1536-48 1586-48 

Lgth. 
24" 
36" 
48" 

r 
\" 

UG 913/U to 
UG 913/U 

CDNN.: T:G 913/t'. 
WI R E : As specified above. 

Each 
$6.60 

6.80 
7.00 

D ESCR.: rsed for patching and jumping. Each end 
terminates wltb 1:G 913/1.'. 

No. No. No. 
Wire "A" Wire "B" Wire uc" 

1.538-24 1588-24 
1538-36 1588-36 
1588-48 1588-48 

Lath. 
24" 
36" 
48" 

Each 
$10.00 

10.20 
10.40 
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WIRE HB" 
Shielded microphone cable. 
Polyethylene 

WIRE "C" 
Coaxial shielded cable. 
Polyethylene 

Vinyl' Vinyl 
25 mmlJft. 28.5 mmf./lt. RG58C/U. 

DOUBLE PLUG to 
PHONE TIPS 

HANDLE: MOLDED DLACK POLYSTYRENE. 
BODY: Brass Nickel I.llated. 
SPRING: Four~leaved Beryllium Copper, nickel 

plated. 
WI R E : As specified above. 
PLUG: Our No. 203. 
D ESCR.: . Mates with standard dual binding post 

having %," center. Polarity indicated by the 
word GROnND molded on side. One end term~ 
inates with double hanana plug, other end with 
insulated tip plug, one red and one black. 

. Std. Pkg. 10 
No. No_ No. 

Wire "A" Wire "8" Wire "e" 
1533-24 1543.24 1583-24 
1533-36 1543-36 1585-36 
1533-48 1543-48 1583-48 

Lith. 
24" 
36" 
48" 

DOUBLE PLUG to 
UG 88C/U 

Each 
$2.80 
3.00 
3.20 

HANDLE: MOLDED DLACK POLYSTYRENE. 
BODY: Brass Nickel Plated. 
SPRING: Four~leaved Beryllium Copper. nickel 

plated. 
W IRE: As specified above. 
CONN.: 1.'G 88 C/U. 
D ESCR.: Mates with standard dual binding post 

having %," center. I)oIarity indicated by the 
word GUOeND molded on side. One end term~ 
inates with double banana plug. other end with 
1.'G 88 C/U. Std. Pkg. 10 

No. No. No. 
Wire uA" Wire "8" Wire "e" 

1544-24 1584-24 
1544-36 1584.36 
1544-48 1584-48 

Lgth. 
24" 
36" 
48" 

Each' 
$4.80 
5.00 
5.20 

DOUBLE PLUG to 
PL 259A 

HAN D LE: lIOLDED· DLACre POLYRTYRENE. 
BODY: Brass Nickel Plated. 
SPRING: Four~lea\'ed BerYllium Copper. nickel 

plated. . 
WI R E : As specified ahove. 
CONN.: PL-259A. 
D ESCR: Male, with standard dual binding post 

having %" center; Polarity indicated by the 
word GROrND molded on side. One end term­
ina tel-! with double banana plug, other end with 
PL-259-A. Std. Pka. 10 

No. No. No. 
Wire "A" Wire uB" Wire "C" 

1545.-24 1585-24 
1545-36 1585-36 
1545-48 1585-48 

Lath. 
24" 
36" 
48" 

Each 
$5.00 
5.20 
5.40 

UG 88C/U to 
ALLIGATOR CLIPS 

CDNN.: rG 8SC/l'. 
CLIPS: . Steel Cad. Plated (#300). 
INS.: Molded Vinyl (#331). 
WI R E: As specified abo\'e. 
D ESCR: For testing of wave patterns etc. One end 

terminates with "CO 88C/r other end with 
insulated alligator clips one red one black. 

Std. Pkg. 10 
No. No. 

Wire "A" Wire liB" 
1537-24 
1537-36 
1537·48 

No. 
Wire "C,,· 

1587-24 
1587-36 
1587-48 

Lath. 
24:" 
36" 
48" 

UG 88C/U to 
UG 88C/U 

CDNN.: rG 88CjU. 
WI R E: As specified above. 

Each 
$6.60 
6.80 
7.00 

DESCR.: Used for patching and Jumping. Each end 
terminate. with 1.'G 88C/G. Std. Pkg. 10 

No. No. No. 
Wire uA" Wire "B" Wire "C" 

1589-24 1589-24 
1539-36 1589-36 
1539-48 1589-48 

Lath. 
24" 
36" 
48" 

Each 
$7.00 

7.20 
7.40 

All' Prices Subject To Trade Discount 

SUB-MINIATURE "CROSS PATCH" 
PATCH CORDS 

~~ 
.104 t~~. 

.104" HOLE 41 .120_.005 

WIRE: General purpose, where operating \"01-
tage does not exceed 800 'folts R.:M.S. Tempera~ 
ture range: -400 C. to +105°C. 22 AWG 
150/44; 19.0 ohms Max. D.C. Hesistance per 
1000 ft. at 680 F. 

HANDLE: }iOLDED PLASTIC (Ree color code). 
BDDY: Drass. nickel plated. 
SPR I N G: Four-leaved Berylli"ull1 copper, slh'er 

plated. 
D ESCR.: Interconnects unlimited number of mul~ 

tiple circuits. Positive. lasting contact for 
banana plugs on top and side. Special lengths 
on· request. Std. Pkg. 10 

COLOR CDDE SUFFIX 
-101 WHIT~; -105 BU'E -108 DROWN 
-102 UED -106 OUANGE -112 prRPLE 
-103 llLACK -107 YEI,LOW -113 GREY 
-104 GREEN 

No_ 
1590-6 
1590-12 
1590-18 
1590-24 

Wire ("A") 
6 Inches 

12 Inches 
18 Inches 
24 Inches 

Each 
$1.00 

1.15 
1.25 
1.40 

SOLDERLESS COAXIAL CABLE CONNECTORS 
For RG-8/U, RG-11/U, RG-13/U 

and RG-59/ U Cables 
Designed to use the inner conductor of the coaxial 
('able for the male pin. ('an be wrench-tightened for 
po~itire contact. Brass, silver-plated. 

Std. Pka. 25 
------O<M"A"LE""C;;;ON'"N.r£CTOR 

~htes with #1660 chassis connec­
... tor or #1680 feedthru. Supplied 

with instruction sheet. 
No. Each 
1650 IndividuallY packaged $ .80 
1650D Display of 24 19.20 

FEMALE CHASSIS FITTING 
Mates with #1650 connector. 

-.a:~, Mounts in ~6" hole. Threaded 
'""'"Q.'" stem is %". 

No. . Each 
1660 IndividuallY Packaged $ .80 
1660D Display of 24 19.20 

FEMALE COUPLING 
AcceptK two #1680. 1652 or 1656 

~~ connectors. 
~ No. Each 

1680 Individually Packaged $1.00 
1680D Display of 24 24.00 

MALE CONNECTORS Crimp Type 

.. :· .... If '. -~-.~ 1652 

Both types mate with female 
cbassls fitting #1660 and Female 
CouplLng #1680. Designed for 
qui(,k and ·easy assembly using 
#1752 Crimping Tool. "~ithstand 
350-lb pull when assembled. Pack-
aged individually, with instruc-3 ~ lion sheet. ' 

I /' : N. O. For Cable. Each 
1652 RG-59/r $ .80 

. 1652D Display of 24 19.20 
1656 1656 RG-6/r 1.05 

1656D DisplaY of 24 25.20 
1752 Crimping Tool 3.00 

UHF· COAXIAL CABLE. CONNECTORS 
Solder Type 

R.F. Connectors' for use with RG~8. 9, 10, 11. 12, 
63, 65/r coaxial cahles. 

'713 ~ STRAIGHT COAXIAL 
~ CONNECTOR 

Brass, Silrer .. plated shell. ce No. Type 
1714 ~ 1713 PL-259 
~, ~1~7~14~ ____ ~P=L~-2~5~9A~ __ 

Each 
$1.25 

1.75 

. COAXIAL RECEPTACLE 
• 

CHASSIS TYPE 

1715 >~,. .._17_1_5 ____ R_O_-_2_39___ $1.25 

COAXIAL JUNCTION 
"1O(ea For joining separate cable lengths. 

1716 PL-258 $2.25 

RF COAXIAL CABLE CONNECTORS 

.. 1718*_ .. 

1117 IIII!I' 1710 1709 
RmaU. weatherproof low-voltage connectors with 
bayonet action for quirk-disconnect. Constant im­
pedance, 50 ohms. Brass, silver-plated. For RG-55 
and 58/1: Cables. 
No. Type 
1717 UG-88C/U 
1718 1:G-913/U 
1709 UG-290A/U 
1710 UG-89D/U 

D .... iption 
Plug 
900 Plug 
RecePtacle 
Jack 

Each 
$1.50 

5.00 
2.00 
2.50 

© U.c.P., Inc. 



HANDLE: MOLDED PLASTIC: 
Red, Black. Yellow. Green 
Assemblie,. SPECIFY COLOR 

BODY: Brass, nickel plated. 
SPRINGS: Four~leaved Beryl­

lium Copper, nickel plated. 
WIRE: lO,OOO-volt rubber cov­

ered flexible wire, 65 strands 
11:36 insulated to an O.D. of .140. 

o ESCR. Interconnects unlimited 
number of multiple circuits. 

!WSit~;ana la~i~~~ ~~nt~g~ :~d 
'ide. Std. Pkg. 10 

19/32" Plug Spring 13/32" Plug Spring 
No. Wire Each No. Wire Each 

1510·8 8" $1.50 1515·8 8" $1.50 
1510·12 12" 1.50 1515·12 12" 1.50 
1510·24 24" 1.60 1515·24 24" 1.60 
1510·36 36" 1.70 1515·36 36" 1.70 

!Ji 

"CROSS PATCH" PATCH CORD -

PATCH CORD 

==4;: i:;~ 

HANDLES: MOLDED BAKELITE. Red or Black. 
SPECIl'Y COLOR 

BODY: Brass, nickel plated. 
SPRINGS: Four-leaved Beryllium copper, nickel 

plated. 
WIRE: 10,000 volt rubber co.vered flexible wire 

65 strands :!t36 insulated to an O.D. of .140. 
D ESCR.: Uses our standard No. 211 banana plug 

to interconnect circuits. Fits standard banana 
jack. Std. Pkg. 10 

No. Wire Length Each 
690 8 Inch.. $ .80 
691 12 inches .90 
692 24 inches 1.00 
693 36 inches 1.10 

f , • PATCH CORD 
NYLON HANDLE 

rtANDLES: MOLDED NYLON. Red. Black. Yel· 
low or Green. SPECIFY COLOR. 

BODY: Brass. nickel plated. 
SPRINGS: Four-leaved Beryllium copper, nickel 

plated. 
WI RE: 10,000 volt rubber covered flexible 

wire 65 strands #36 insulated to an O.D. of 
.140. 

OESeR.: Uses our standard No. 478 banana 
plug to interconnect circuits. Fits standard 
banana jacks Std. Pkg. 10 

No. Wire Length Ea.h 
1520·8 8 inches $ .90 
1520·12 12 Inches 1.00 
1520·24 24 Inches 1.10 
1520·36 36 inches 1.20 

o TEST LEAD WIRE 
Supplied in 100-foot coils 

No. Type Condo Strands Wall Voltage O.D. Ea.h 
660 Standard 20 26/34 .040" 5.000 .125" $3.25 
768 Hv. Duty 18 65/36 .047" 12.000 .150" 5.00 

SECTION 2100 I 

ALLIGATOR CLIP TEST LEAD 
HANOLES:CLIP: Molded Tenit. 

3/4" long x 3/8" O.D. Red and 
Black (No. 301). 

CLIPS: Steel, cadmium plated, 
ELBOWS:I Molded Bakelite. Red 

and Black. (No. 255) Std. Pkg. 6 

No. 
647 

Per Pro 
52.00 

CROCODILE CLIP TEST LEAD 
CLIPS: Steel, cadmium plate\!. 
BOOTS: Vinyl plastic, Red :mel\ 

Black 
ELBOWS: Molded Bakelite. Red 

and Black (No. 255). . 
Std. Pkg. 6 

No. 
648 

Per Pro 
$1.90 

ALLIGATOR CLIP TEST LEAD 
HANDLES: CLIP and LUG: Molded 

Tenite 3/4" long x 3/S" O.D. 
Red and Black. 

CLIPS: Steel, cadmium plated 
(No.301). 

LUGS: Steel, hot tinned (No. 
129). 

No. 
649 

Per Pro 
$2.00 

HIGH TEMPERATURE BANANA PLUG 

11 SPRING: Four leaved. INCO­
NEL. 

,. D ESCR.: Withstands temper-
7' ature to 1200 degrees F. 

Ie Full resiliency non-oxid-
I izing. Excellent for ther­

mocouple connection on 
plastic extruding die heads. 

N~ E~h 
388 $1.20 

AUTOMATIC WIRE STRIPPERS 
For Industrial Production. Electrical and Elec­
tronic Servicing, Laboratories. Single Squeeze op­
eration - Easy Grip - Precision Action - Ad­
justable ·Blades. FOR WIRE SIZES. ~8 to ~ 30 
STRANDED OR SOLID. 

OPEN·SHUT TYPE 
For Stripping Solid Wires 

Ea.h 

Ea.h 
$7.95 
7.95 
7.95 
7.95 
7.95 
7.95 
7.95 

Strips Solid or Stranded Wire 
No. 
IS30 
1331 
1332 
1333 
1334 
1335 
1336 

Wire Size 
10 to 22 
14 to 30 
16 to 22 
10 to 18 

8 to 10 
POSJ-18 
300 ohm 

Net $5.95 Each 

Ea.h 
$9.90 

9.90 
9.90 
9.90 
9.90 
9.90 
9.90 

FULLY AUTOMATIC TYPE 
Strips Solid or Stranded Wire 

No. Wire Size 
1340 8to22 

1341 14 to 30 
1342 16 to 22 
1343 10 to 18 
1344 8 to 10 
1345 POSJ-18 
1346 300 ohm 

Suggested Dealer Net $5.95 Ea.h 

ADJUSTABLE STOP INCLUDED 
WITH EACH STRIPPER 

• Speeds Production Stripping 
• Eliminates Wire Waste 

Ea.h 
$9.90 
9.90 
9.90 
9.90 
9.90 
9.90 
9.90 

Easy to put on and take off. Ideal for production 
work where many wires must he stripped to ex­
actly the same length. Max. length of stripping 
with stop, '¥a". Supplied free with every stripper. 
REPLACEMENT BLADES are available for all 
wire strippers. Add suffix "B" to catalog number 
of stripper for required replacement blade. 1320 
series and 1330 series blades are' interchangable. 
All Blades ............... "...... ..... .. $1.75 Ea.h 

Suggested Dealer Net $1.05 Ea.h 

© U.c.P., Inc. All Prices Subject To Trade Discount 

NYLON HANDLE PRODS & TIPS 
Signal Corps Approved 

~ t~t 
HANDLE: :Molded Nylon. 
TI P: Brass Silver Plated. 
D ESCR.: Solder less. Made to meet Aignal Corps 

No. 
176 
In 
178 
179 

No. 
734 
735 
736 

791 
792 
793 

Drawing SC-C-8276L Std. Pkg. 25 
Sig. Corps. Dwg. 

and Part No. Size ("A") Color 
Red 
mack 
ned 
Black 

Ea.h 
$ .90 

.90 
1.00 
1.00 

MX-ln06/U 1" 
MX-1907/TT 1" 
MX-1909/U 4" 
MX-19l0/U 4" 

NYLON LACING CORD 

Class 
1 
2 
3 

1 
2 
3 

The lacing cord meets spe­
cification for yardage and 
tensile strength and is made 
to meet Spec. MIL-T-713-A. 
Type S, Composition P. Clas­
ses 3, 2 and 1. Supplied in 
I-lb. tubes. Natural color. 

NATURAL COLOR 
Test Yardage Ea.h 
70 lb. 600 $15.00 
48 lb. 800 15.50 
32 lb. 1140 16.00 

BLACK COLOR 
70 lb. 600 $18.00 
48 lb. 800 18.50 
32 lb. 1140 19.00 

""--
NYLON LACING TAPE 

Flat nylon tape fungus treated a~ provided in 
MIL-T-713A. Has all the application advantages of 
braided tape but at a much lower cost. Supplied in 
one pound tubes in natural color. 
No. Width Yardage Each 
743 . 'AI " 620 $8.50 

No. 
725 
726 
727 
728 
729 
730 
737 
738 
739 
731 
732 
733 
740 
741 
742 

794 
795 
796 
797 
798 

LINEN LACING CORD 

Tube 
4 oz. 
8 oz. 
1 lb. 
4 oz. 
8 oz. 
lIb. 
4 oz. 
8 oz. 
1 lb. 
4 oz. 
8 oz. 
lIb. 
4: oz. 
8 oz. 
lIb. 

lIb. 
lIb. 
lib. 
lIb. 
lIb. 

Made from pUle flax. waxed 
and mildew proofed. SiX, 
Eight and Twelve ply cord 
meet Spec. MIL·T·nS·A. 
Type N. Classes 3. 2 and I 
respectively. Natural color. 

NATURAL COLOR 
Ply Class Ydge. Ea.h 

4 210 $2.75 
4 425 5.00 
4 850 9.00 
6 3 150 $2.75 
6 3 300 5.00 
6 3 600 9.00 
8 2 115 $2.75 
8 2 235 5.00 
8 2 470 9.00 
9 100 $2.75 
9 200 5.00 
9 400 9.00 

12 75 $2.75 
12 150 5.00 
12 300 9.00 

BLACK 'COLOR 
4 850 $10.00 
6 3 600 10.00 
8 2 470 10.00 
9 400 10.00 

12 300 10.00 

DACRON LACING CORD 
Conforms to the physical requirements of MIL-T-

. 713A. Greater tensile strength with minimal stretch 
than nylon. Fun"gus. acid and abrasion resistance. 
Supplied in 1 lb. tubes in natural color. 
No. Class Test Yardage 
722 1 78 lb,. 750 
723 2 57 lbs. 1000 
724 3 37 lbs. 1500 

"CLEAPS" ~~! 
---HI r---f~ 

Ea.h 
$16.00 

16.50 
17.00 

(Connectors for Joining Severed Wires) 
MATERIAL: nras~, cadmium plated. 
WIRE SIZE: For wires~ .010" to .050" (B&S 

Gauge 16 to 30). 
DESCR.: Used to splice cut leads of condens-

ers, resistors, etc .. in process of trouhle-shoot.: 
ing. Insert wire in each tapered end and solder 
thru center opening. Packaged 10 per envelope. 

Std. Pkg. 100 
No. • Per C 

1270 $5.00 

The MASTER - 26th Edition • Page 745 



SECTION 2100 

HERMAN H • SMITH INC. 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

PANEL INDICATORS 
Indicators supplied with facetted jewels in Red. 

Green. Amber. Blue. Opal and White. 
SPECIFY COLOR. Std.Pkg. 10 

lffI1900 jf903. No. ." . :~~y 
, •. 1902 

v." JEWEL 
Mounts in 7/16" Hole 

TYpe Each 
'Minlature Screw $0.45 
Candelabra .55 
Candelabra 

w/Univ. Bkt. .58 

OPEN TYPE 

1903 
1904 

.1912 

No. 
1905 
1906 
1907 
1914 

.No. 
1908 
1909 
1941 

Bayonet .45 
Bayonet w/Un!v. Bkt. .50 
%" Jewel Only. .35 

'iii" JEWEL­
Mounts in 11/16" Hole 

Type Each 
Miniature Screw $0.95 
Bayonet 1.00 
Candelabra 1.00 
*" Jewel Only .70 

%" JEWEL­
Mounts in 5/16" Hole 

Type Eaoh 
Miniature Screw $0.45 
Bayonet .48 
%" Jewel OnlY .35 

Jewel Removable 
From Front 

V."J EWEL-Mounts 
in 11/16" Hole 
Std. Pkg. 10 

No. Type Each 
1920 Miniature Screw 

Open Type $0.65 
1921 Bayonet. 

Open Type .65 
1942 BaYonet. 

HUH Bkt. .90 
1948 %" Jewel Only .42 

I" JEWEL-Mounts in I" Hole 
No. Type Each 
19.17 Miniature Screw $1.60 
1918 Bayonet 1.60 
1919 Candelabra 1.70 
1916 1" Jewel Only 1.25 

NEON INDICATORS 
rL Approved. Supplies 180 

degree light spread. Avail­
able In Red. Amber. White. 
Yellow and Clear caps. Ne· 
on removable from front. t Candelabra screw base; 105-

. '125 volts 1" mtg. clearance 
hole. Std. Pkg. 10 

No. Type Each 
1953 $2.85 
1954 Lens Cap Only 1.17 

Built-in 56K ohm, 
V. watt resistor 

11/16" mtg. celarance hole. 
No. Type Each 
1955 $2.25 
1956 Lens Cap Only .37 

INDICATOR ASSEMBLIES 
Enclosed Type 

rr, Approved. Available In t aed. Green. Amber. Blue. 
Yellow. Clear and While. 

Std. Pkg. 10 
Can~elabra strew base: 1" 

: :IT~:to~~earu~~: h~~: l';9if6 
Jewel. 

No. 1957 $2.87 Ea. 
Bayonet base: 11/16" mtg. 

clearance hole; %" indi· 
rator. Uses No. 1943 jewel. 

No. 1958 $2.14 Ea. 

SNAP·IN BULB CONNECTOR W ~~.~~I~ 
1664 I 16 I 

p"l@Ji . _.'t. 
...j l- .200 

Designed for use with the new Twin Pin Baseless 
Miniature Lamps (G.E. 1I10-25 volts. ltI2-6.3 
volts. or 1I15-7.0 volts). Easily assembled to any 
unit for Indicating purposes. Withstands exces­
sive temperatures. Snaps Into a .500x.296 rec­
tangular hole In panels .032 -to .062 thick. Bezel 
- brass. cad. plated; contacts - brass. sUver 
plated. Std. Pkg. 25 

No. 1504 $17.00 Per C 

PILOT 

LIGHT 

SHIELD 
D ESC R.: Prevents glare when used In radio re­

ceiver meters. etc. Ribbed bottom holds shield 
securely in place on bulb. 

No. Type 
1963 Brass Cad. Plate 
1968 Plain Bra .. 
1969 Flared Brass Cad. Plate 
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Per C 
$6.00 

5.50 
7.00 

PILOT LIGHT SOCKETS 
Clip-On Type 

~~ \ l fJttD~ -'£}' 
;.c 1922 ~ 1924 i9%7' 1~ -.t" 

Can be used 
or chassis. 

by clipping on to variable condenser 
All brackets are cadmium plated. 

No. 
192~ 
1923 
1924 
1925 
1926 
1927 
1938 

Std. Pkg. 50 
Type 

Miniature Screw Up Clip 
Miniature Screw Down Clip 
Miniature Bayonet Up Clip 
Miniature Bayonet Down Clip 
Candelabra UP Clip 
Candelabra Down Clip 
Clip-in Socket 

Per C 
$15.50 

15.50 
15.50 
15.50 
17.00 
17.00 
15.50 

PILOT LIGHT SOCKETS 
Bracket Type 

~~r~. 
Type Per C 

Miniature Screw Up 
Bracket $15.50 

. 1929 Miniature Screw Down 

1929 ". ~ 1930 
Bracket 15.50 

Miniature Bayonet Up 

I - 1931 
Bracket 15.50 

Miniature Bayonet 
15.50 Down Bracket 

Std. Pkg. 50 1932 Candelabra Up Bracket 17.00 
1933 Candelabra Down 

Bracket 17.00 

!1lJ] 
UNMOUNTED TYPE SOCKETS 
No. Type Per C 
1934 Miniature 

1914 Screw Base $15.50 
1935 1935 Miniature 

Bayonet Base 15.50 
Std. Pkg. 50 1936 Candelabra Base 17.00 

NAVY TYPE LAMP SOCKETS 
75W-125V 

Bayonet Base 
Yibration-proof socket for surface 

mounting. Made to rigid speci­
flea lions of black pheuoHc. Has 
hayonet sleeve of brass and dou­
ble contacts of heavy spring 
pbosphor bronze. Std. Pkg. 10 

N.o. 1950 $1.40 Ea. 

SCREW BASE 
Made of black phenolic to strict 

requirements. Instead of usual 
screw shell has phosphor bronze 
wire coiled spring for perfect 
contact and elimination of vi­
bration. Designed for soldering 
wire leads. Std. Pkg. 10 

No. 1951 $1.40 Ea. 

SCREW BASE 
Easily wired and mounted. A very 

practical unit made of black 
phenolic to rigid specifications. 
Has phosphor hronze spring con­
tact to assure positive contact 
and elimination of vibration. 

Std. Pkg. 10 
No. 1952 $1.40 Ea. 

a 
MINI-SHIELDS FOR MINI·TUBES 

These ~Hni-Hhields fit snugly on all 
lfini-Tubes. Serrat.ions in base clip 
pre"ent shielded tube from jiggling 

,or working loose. Available in two 
: sizes for 1 % & 2" long tubes. 

Std. Pkg. 50 
550 
551 
553 

tor 2" tube 1*" $13.00 
for 1%" tube 1~" 11.00 
3 prong base clip 5.50 

. 554 single clips 3.80 

MINI·SPRING FOR MINI·TUBES 11 Maintains a direct axial pressure 
downwards plus a sideways support 
tbat keeps the tube upright and 
perpendicular to the cbassis. The 

.,: spring action Is constant and reslll-
:,. ent permanently. Std. Pkg. 50 
< No. Type Per C 

560 Sbort $17.00 
561 Medium 17.00 
562 Long 17.00 
563 9 Prong 17.00 

SPACE SAVER 
APPLIANCE 

RECEPTACLES 
Mounting holes 1%" centers from lI6 screw. Mounts 

from either top or bottom of mounting bracket. 
Has barrier to prevent shorts. Fully approved 
by UL for 15A-125V. AC and DC. 

No. 
1299 
1279 

With soldering terminals 
With 8" wire leads 

Std. Pkg.50 
Per C 
$20.00 

38.00 

All Prices 'Subject To Trade Discount 

MINIATURE WAFER SOCKETS 
Miniature bakelite sockets with 
brass cadmium plated contacts. 1WP Xl' bakelite top plate 1/16" 

'. • thick. bottom plate 3/64" thick; 
high grade spring brass cad­
mium Dlated contact; .095 dla. 
mounting holes. Std. Pkg. 50 

No. 
880 
881 
882 
887 
888 
889 

890 
891 
892 

SEVEN PIN 
Description. MTG. Cen. 

Eyelet only %" 
Eyelet and Shield '%" 
Gl'd Strap and Shield %" 
Eyelet only 1" 
Eyelet and Shield 1" 
Ord Strap and Shield I" 

NINE PIN 
Eyelet only 
~;yelet and Shield 
Orll Rtrap and Shield 

1%" 
1%" 
1%" 

Per C 
$11.00 

11.50 
12.00 
11.00 
11.50 
12.00 

$14.25 
14.75 
15.50 

MOLDED 
MINIATURE SOCKETS 

Saddle Type 
Maillet! from either high dielectric 
black g,'neral purpose bakelite or 
low loss. mica-filled ballellte. 

]loth types supplied with center pin. .098 dla. 
mtg. holes. Std. Pkg. 50 

GENERAL PURPOSE BLACK BAKELITE 
Mtg. Mtg. 

No. Typo Pin Ctr •• Hole Per C 
895 Bottom Mount 7 %" %" $15.00 
896 1'0)) Mount 7 %" %" 15.00 
897 Bottom Mount 9 1%" %" 18.00 
898 'rop Mount 9 1 %/1 %" 18.00 

LOW LOSS MICA-FILLED BAKELITE 
883 Bottom Mount 7 %" %" 19.00 
884 Top Mount 7 %" %" 19.00 
885 Bottom Mount ~ t%" %" 22.00 
886 Top llnunt 9 , %" *" 22.00 

TUBE PIN STRAIGHTENERS ~ rC 

@llrn 
; D.1-

1 MATERIAL: MOLDED BLACK RTYHENE. 
DESCR.: Can he mounted from top with #4 

No. 
893 
894 
899 

wood sc'rC'w or screw and nut. or from rear thru 
hole In plate with supporting hracket. 

Type 
7-Pln 
f)-Pin 
Ret 

C 
l/S" 
Ifa" 

Std. Pkg. 50 
Per C 
$9.00 

9.00 
17.00 

CRYSTAL SOCKET 
Suitable for 

Citizen's Band 
Glazed ceramic base. 
Phosphor bronze sliver 
plated contacts spaced 

. .486". Pin djamet~r .051. 
mtg. hole .125. 
Std. Pkg. 25 
No. 1945 $25.00 Per C 

WORK LAMP 

Provides glare-free, concentrated lighting in fixe 
dlRereet steps up to 1000 F.e. at 4". Specifically 
designed for use in clORe, critical assembly and 
inspect~on. TAght shaft has five joints .. rotates 3600 

on hase. The light shade, made of cork and alum­
inum, is only 2%" in diameter, and can he used 
with or without a magnifier. Bayonet hase bulb is 
standard GE #1133. I./amp voltage varies from 3.9V 
to 8. nV. Designed for 115V 60 AC Input power 
source. 
Rupplied with each lamp is a 7% -ft. extension cord 
permitting critical inspection within large consoles. 

Suggested 
No. Resale 

'1275 $46.50 

© U.c.P., Inc. 



SECTION 2100 

HER MAN H. S MIT H INC . ~ I(!~I ~ 
elirdI.'i'![.'4'.'!'!"![.'kii.I§§til"'~'ia:ii.'i"G';I.]:'"%·g';·]Uj:'''!.c,~,:,~~~~ 

STANDARD PHONE PLUG Bakelite Barrel 

1;::--::, ,r ±;r-:-~ 
iiiE~~'· 

BARREL: lloided hakelite. Red or Black. 
RI'ECIFY COLOR. 

BODY: Body' Tip, >lleeve-Brass. nickel plated. 
DESCR.: Molded styrene separator insures maxi­

mum insulation between conductors. Tested at 
1000 YAI'. Fits standard phone iacks. Std. Pkg, 25 

No. Circuit Terminals Each 
222 Two Rcrew $0,65/ 
227 Three Solder 1.40 . 

Shielded Barrel 

~ 
'~~'" 

-t-=t,~ {-t' 
~~";:-~:-!,~",,,,,,+""'Ii"'Q!'"""~"" 

BARREL: Brass. X. 1), with tuhular insulator. 
BODY: Body, Tip, Sleeve-Brass, nickel plated. 
CO NT ACT: 'r\Yo COND{"('TOH - Screw connec­

tion with heavy rihbed clips and cord anchor. 
1.·IIIU~l<; ('OXIH·CTOH.-Rolder connection only. 

D ESCR.: ~Iolded styrene separator in!;ures maxi-, 
ilium insulation between conductors. Fits stand-
ard phone jacks. Std. Pkg. 25 

No, Type· Circuit Each 
252 ,lunior Two· $0.90 
272 Renior Two !. ! 0 
228 ,lunior Three 1,50 
238 Senior Three 1,.85 

SliM PHONE PLUG Bakelite Barrel 

,i~_-li"-·~/~'r"""~' '==;;,' . ,',h·~~ I J • '~j ,"",-~ .. [W_~,·· 
n 

BARREL: l-WLTH:n hakelite. Hed or Black. 
Kl'~:CIFY COLOH. 

BODY: Body, 'fip. Sleeve-Brass, nickel plated. 
o ESCR.: .Molded Htrrene separator insures H13Xi­

mum insulation hetween condu('tors. Tested at 
1000 volts A.C. l~ ... its standard phone jacks. 

No. 
225 
307 
308 
309 

Circuit 
Two 
Two 
Three 
Three 

Terminals 
Solder 
Kcrew 
Kolder 
Screw 

Std. Pkg. 25 
Each 
$0.65 

.75 
1,05 
1.20 

BAKELITE BARREL-ECONOMY TYPE , 
.\n inexpensi\'e modified version of our popular #225, 
plug shown ahove. Features two small solder lugs. 
No. Circuit Terminals Each 
320 Solder $,50 

h 7" 
S ielded Barrel ~"F?=2. _Il.~ 

fl. F'· ~: .. ~:~?n "~W"'l'· 
BARREL: BItARS, N. 1'. with tubular insulator. 
BODY: Body, Tip. Sleeve-Bra", nickel plated. 
o E8CR.: Molded styrene separator insures maxi­

mum insulation between conductors. Tested at 
IOOO volts A.C. Fits standard phone jacks. 

No. 
226 
316 
311 
312 

Circuit 
Two 
Two 
Three 
Three 

PJ055 AND 
PJ068 PLUGS 

BARREL: l-WLDED plastic. 

Std. Pkg.25 
Each 

$1.80 
1.05 
I.SO 
1.40 

BODY: Body, Tip, Sleere-Brass, nickel plated. 
TERM.: Brass, hot tinned. 
INSUL.: }:thyl cellulose type EM-l per Mil P3412. 
D ESCR.: Designed especially for high quality com-

munications equipment and to meet the exacting 
requirement!; of the armed services. Parts 'are 
a!-;!-;emhled together in a mold, providing a finished 
plug with romplete continuity of thermo plastic 
insulation hetween the tiP rod and plug sleeve. 

No. 
217 
247 

Type 
I'J055B 
PJ068B 

Std, Pkg. 25 
Each 
$1.35 
3.65 

PLUG ADAPTER --'-
PHONE ~~'27THD' &==s. . .250· 

. 'l!~ 
I Z 

BODY: BODY, Tip, Rlee\"e-Brass, nlrkel plated. 
INSUL.: XXXI' Bakelite. 
o ESCR.: lfate!-; with Xo. 116 microphone connector. 

FitJ' standard phone jack!-;. Std. Pkg. 25 
No. 113 Each $.50 

TELEPHONE JACKS 

.'~A-1i8 

.~ ~ ~"-,.-~ 
275 0--':: 277 n= 

.rr21t3 ~~ ~'-/A~ " / .... 
27ii'~ 278 [l'"-iS 

BUSHING: BHASS, nickel plated. 
INSUL,: XXXI' bakelite, type I'BE-P per Mil· 

1'-3111iA. 
SPR I NG : Nickel flilver alloy, spring temper. 
TERMINAL: Brass, hot tinned. 
D ESCR.: Notched immlat.ion washers interlock 

springs and lugs. eliminate possibility of shift­
'ing which result in electrical shorts. Springs 
firmly hold mating plug. Supplied with hex 
brass nut and steel mounting washer all nickel 
plated. Std, Pkg. 50 

No, Circuit Each 
275 'fwo Conductor Open $0.45 
276 Two ('onductor Closed .50 
277 Three ('onductor Open ,60 
278 Three Conductor Closed ,75 

IN·lINE EXTENSION JACK 

Bakelite Barrel 
BAR R E L: MOLDED Bakelite. Hed or mack, 

SPECIFY COLOR. 
BODY: Brass, nickel plated. 
SPRING: Nickel, silver. spedal alloy. spring 

temper. 
I NSU L,: XXI' Bakelite. 
o ESCR.: For microphone and Hi-}i'i extension 

cords. Mates with standard phone plugs. 
Std. Pkg. 50 

Each 
$.90 
1.10 

No. 
274 
288 

~, 

Type 
Solder Connection 
Screw Connection 

Shielded Barrel 

Ii 

,iQ 
MET.IIlSIi[lL.lfIISIJLtlTOR 

BARREL: 1lRARR, nickel plated, with tuhular 
. insulator. 
BODY: Brass, nickel plat.ed. 
SPRING: Nickel, silver, special alloY, spring 

temper. 
INSUL.: XXI' Bakelite. 
DESCR.: For microphone and Hi-Fi extension 

cords. Mates with standard phone plug. 

No. 
273 
289 

Type 
Holder Connection 
Screw Connection 

Std. Pkg. 25 
Each 

$1.25 
1.40 

MINIATURE PHONE PLUG .,' 

!!It?1=3~ 
" •. - - g/l --34-"- -i6-----1«------

HANDLE: l-!OLDED plastic. Grey only. 
BODY: Body, Tip, Sleeve-Brass, nickel plated, 
TERM.: Brass, hot tin dipped. 
D ESCR,: Designed for use with hearing aids, sman 

meters etc. Solder terminals 500 ,"olt hreakdown. 

No. 
480 

SHIELDED BARRELS 

Std. Pkg. 50 
Each 

$0,70 

kA~-~l) 
Il .. ~~~~ 

3.t.:" ~-- 9" 

'4 ,si"- i6 

BARREL: BRARS, nickel 
sulator. 

64 
plated with tubular In-

BODY: Body, Tip, Sleere-Brass, nickel plated, 
D ESCR.: Designed for use with hearing aids, 

!-;mall meters. etc. Solder terminals 500' volt 
breakdowns, Std,· Pkg. 50 

No, Circuit Each 
481 Two Conductor $0,85 

CAP AND CHAIN 

~ 
DESCR.: BRARR, nickel plated. 

. 
Seals chassis connectors against 

;. dust. Eliminates nOIsy connec-
tions. l'"sed with any threaded 
one or two ('ondUctor chassis 
unit. Std, Pkg, 10 

. No. Each 
118 %-27 Thread $.60 

© U,C,P" Inc, All Prices Subject To Trade Discount 

MICROPHONE CONNECTORS 

BODY: BHASS, nickel plated. 
SPRING: Steel, cadmium plated. 
INSUL.: XXXP Bakelite. 
EYELET: Brass, hot tinned for easy soldering . 

Standard Type %-27 Thread 
o ESCR.: Designed for use with single conrd,uctor 

cable. Microphone connectors provided with flex­
ible protector spring. Cable clamped firmly to 
connector by hollow point set screw. 

Std. Pkg. 50 
No. Type Length Each 
115 Ringle Contact Male 
116 Single Contact Female 

1%" $0.35 
2 " .53 

CHASSIS CONNECTORS 
Mount in .:1S5 .hole grounded: .500 hole insulated 

with shoulder washer. 
117 Single Contact Male 
114 Closed Circuit Male 

%" 
'!4" 

MINIATURE MICROPHONE CONNECTORS 
%-32 THREAD 

.35 

.50 

D ESCR.: Ideal for lapel microphone. musical in­
struments, etc., wherever small cable is used. 
Accepts cahle up to 3/16" diameter. Std. Pkg, 50 

No. Type Length Each 
484 Hingle ('ontact Female 1~" $.60 
485 Single Contact Male 1 ~" .45 

CHASSIS CONNECTOR 
:llounts in 3/16" hole grounded; %," hole insu­

lated with shoulder washer. 
486 Single Contact Male %" 

MINIATURE TELEPHONE JACKS 

BUSHING: BHASS, nickel plated. 

.35 

INSUL.: XXXP bakelite, type PBE·P per Mil-
P-311fiA. 

SPR I NG: Nickel sil"er alloy, spring temper, 
T E R M.: Brass," hot tinned, 
D ESC·R.: Notched insulation washers interlock 

springs and lugs. eliminates possibility of shift­
ting whi('h result in elertriral shorts. Rprings 
firm1:\.' hold mating plug. RUDPlied with hex 
hrass nut and steel mounting washer 'all nickel 
plated. Std. Pkg, 50 

No. Circuit Each 
482 Two Conductor, Open $,40 
483 Two Conductor, Closed .45 

MI~IATURE EXTENSION JACK 
J" 

-152~ 

~,~~i 
\~ f/6ii~, 

i&-""" ... , ---1-=5""';;" ='-,., 
--g--. Jl 

Shielded 

, .. .. 

BARREL: Brass, Nickel Plated. 
BODY: Brass, Nickel Plated. 
SPRI NG: Nickel Rilver AlloY, Spring Temper. 
I NSU L.: Bakelite. 
D ESCR.: l-Iates with Miniature Phone Plugs, 

No. 
487 

Std. Pkg.25 
Each 

$1.20 

STANDARD (BABY) PHONE PLUG 

b .. ..-r-:1f~ l~~d50" 
.... nC~"'r~' 

Baby Bakelite Barrel 
BARREL: Molded Bakelite, Red or Black. 

SPECIFY COLOR. 
BODY: Body, Tip, Sleeve - Brass, nickel plated, 
D ESCR.: Molded Styrene separator insures maxi­

mum insulation between conductors. Fits stand­
ard phone jacks. 

No. 
243 

Circuit 
Two 

Std, Pkg, 25 
Terminals Each 
Rolder $0,40 

TELEPHONE CORD SLEEVE and 

CORD CLAMP STRAIN RELIEF 
Fully Li,tcu on Page 7J3 
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I SECTION 2100 I 
HERMAN H. SMITH, INC. 

"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

TURRET TERMINALS 
Terminals shown below are "stock" items, available for speedy delivery. All brass, silver-plated, precision made. See next page for Sug: 
gested Resale Prices. For quantities over 15,000 request special prices. Inquiries are invited, for special types and sizes to particular 
requirements. L indicates Shank Length of Lug. T indicates Thickness of mounting boards Minimum package 100 

Nfl. L T 
2000A .075 ~2 
20008 .105 X. 
~gggg :U~ ~ 
2ODOE .1!15 ~2 
2000F .230 ~. 

I.ilt $25.00 Per M 

-SHORT OOUBLE 
END LUG 

~ 
.. 070' 

n; 
L -tFt 

I' 
11 

Wj~ 
Mo. L T 

2007A .075 ~ 
20078 .105 no 
2007C .135 ~ 
20070 .165 lAI 
LIst $23.00 Per M 

TERMINAL LUG 

"1.140'~ 

~n' 32 64 

.-:>, 'f-t 
I I :t.003 

~,i" ---.. 

~ 
No. L T 

2014A .105 ~x. 
2014B .135 
2014C .165 
20140 .195 'U 
2014E .230 ~. 

Lilt $23.00 Per M 

,llnll 
SHORT 

TERMINAL LUG 

NG. L T 
2001A .075 ~ 
20018 .105 X. 
2001C .135 ~ 
20010 .165 Iti 
List $25.00 Per M 

E& 
TERMINAL LUG 

No. L T 
2008A .075 ~2 
20018 .105 ~x. 
200eC .135 
20010 .165 
200lE .195 'U 
200lF .230 ~, 
2008G .293 'f4 

LIst $27.00 Per M 

No. L T 
2015A .135 ~2 
2015B .165 lAI 
2015C .195 'U 
20150 .230 ~. 

List $70.00 Per M 

Page 748 • The MASTER - 26th Edition 

-TERMINAL LUG 

No. 200& 

List $42.00 Per M 

TERMINAL LUG 

:£ 132i-1 
i~ IS" 

=!! 3j 
,,,, t L 
: ~ .003 

~ 
No. L T 

2016A .105 X. 
~mg :m ~ 
List $27.00 Per M 

rr-n 1..t.OO3 

;:n , 
---.l 

f 

~= 
HG. L T 

2oo3A .105 X. 
2003B .135 ~ 
2003C .165 lAI 
20030 .195 ~2 
2003E .230 ~. 

List $70.00 Per M 

mm 
SPLIT 

TERMINAL LUG 

No. L T 
2010A .075 ~ 

~g~gg :lg~ ~ 
20101i .165 lAI 
List $40.00 Per M 

s' 
is 
~ 

L 
i.OO! 

~ -;--r 

~. o ~:O02 
KNURL 

No. L T 
2017A .105 M. 
20178 .135 .~ 
20nC .165 ... 
20170 .195 ~ 
LIst $40.00 Per M 

EE 
SLOnED 

TERMINAL LUG 
SHORT 

~O' 
-t ,.....040· 

ID 
: .110 ~ 

16 

"..Ji 
Lt.OO3 

if: o .1I3!fi~ 

~~~~k~F 
NG. L T 

2004A .075 ~ 
20048 .105 X. 
2004C .135 ~ 
20040 .165 lAI 
List $42.00 Per M' 

DOUBLE END 
TERMINAL LUG 

1J40' 

No. L T 
20114 .105 ~ 
2011B .135 Iti 
fgm J~~ 'U 
2011 E .230 ~. 

List $&0.00 Per M 

at' &64 
II~ 
I I t.OO3 

~---, 

@ .071:%W2 

No: L T 

~gU: :~~~ ~ 
2018C .135 ~ 
20180 .165 Iti 
2018E .195 'U 
2011F .230 ~. 

LIst $50.00 Per M 

All Prices Subiect To Trade Discount 

fJllltJ 
HOLLOW 

KNURLED LUG 

~.+, 

I~ 
I LfOO3 

• ::-:-T 

~.OO2 
~. 

SURFACE 
No. L T 

2005A .105 X 
2005B .135 ~ 
2005C .165 ... 
List $3&.00 Per M 

TERMINAL LUG 

t.cb 

C'6 
134' ~

:;---r 

o iOO2 

No. L T 
2012A .105 X. 
ro~~~ :i~~ ~ 
List $35.00 Per M 

SPLIT 
TERMINAL LUG 

t.002 
No. L T 

2019A .075 U. 
2019B .105 ~M. 
2019C .135 
20190 .165 
201U .195 ~. 
2019F .230 :1(. 
List $45.00 Per M 

'Nita 
SHORT 

TERMINAL LUG 

No. l T == .075 ~2 
211a&C :lg~ ~ 
2DO&O .165 Iti 
List $n.oo Per M 

TERMINAL LUG 

"1 j.010' 

H~' 8ft; 

r""I-:::r-t ,., t.003 

16t'078j.oo: . 
No. L T 

2013A .075 ~ 
2013B .105 )(.~. 
2013C .135 
20130 .165 
LIlt $1 • .00 Per M 

mIl 
TERMINAL LUG 

ila. L T 

~= :~~~ 5r 
20200 .135 ~ 
20200 .165 Iti 
LIst $25.00 Per M 

© U.c.P., Inc. 



SECTION 2100 I 
HERMAN H. SMITH INC. 

"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

MINIATURE 
SPADE LUG 

@13~ 
Pl1E!~ n 1.<b3 

...I l.06~' 
+.001 
-.002 

No. L T 
2021A .037 ~ 
2021 B .053 li, 
.2021C .084 ){. 

~gm :m ~ 
List $25.00 Par M 

FEED·THRU 
TERMINAL LUG 

NI. L T 
2028A .054 li, 
2028B .084 ){, 

~g~:g :m ~ 
List $55.00 Per M 

E1IEEI 
RECEPTACLE 

LUG 

,.144: 
T1 r!'?SS' 

If 21' 
" g"M 
-~ 

~t ±OO2 

NI. L T 
203:tA .075 ~. 
2033B .105 ){, 

~g~~g :m ~ 
2033E .195 %, 
203SF .230 ~. 

List $60.00 Per M 

© U.c.P., Inc. 

TURRET TERMINALS 

MINIATURE 
HOLLOW LUG 

-=h tFoO:~: 

fi~f. ,"----. 1 B" r 
.~2' 

NI. 
2022A 
2022B 
2022C 
20220 
2022E 

L T 
.037 ~ 
.053 Ji", 
.084 ){, 

:m ~ 
List $25.00 Per M 

TERMINAL LUG 

li.~ ;m1~03 
~ 

1r~r2' .072' 

No. L T 
2029A .054 Ji", 
2029B .084 X, 
~g~:g :m ~ 
List $35.00 Per M 

fllfEI 
MINIATURE 
HOLLOW 
SPLIT LUG 

~ -jJt;.~§ 
I, ±.603 

-...l 06~" 
t.OOI 
-·002 

NI. L T 

~gm :g~~ It 
2023C .084 ){, 

~m~ :m ~ 
List $45.00 Per M 

ED 
TERMINAL LUG 

if'{ 
....-... 003 

1= .~72' 
NI. L T 

2030A .054 Ji", 
20308 .084 ){, 

~g~gg :m ~ 
List $27.00 Per M 

No. 
2024A 
2024B 
2024C 
20240 
2024E 

L T 
.037 ~ 
.053 Ji", 
. 084 ){, 
.115 ~ 
.147 ... 

List $30.00 Per M 

FEED 
TERMINAL LUG 

1 ~50':J.' 
~64 

~~03 
~.i/i6'T 

T+' 
No. L T 

2031A .054 Ji", 
20318 .084 X, 
~gm :m ~ 
List $27.00 Per M 

tll'GI F1IE~j fllFIiI ·fIIFU 
RECEPTACLE 

LUG 

"~" 
~64 

=i-{ 
±.003 

.055" • 

~, 
~2 
NI. L T 

2034A .075 JS. 
2034B .105 ){, 
2034C .135 ~ 
20340 .165 ..,. 
2034E .195 %. 
2034F .230 ~, 

List $70.00 Per M 

RECEPTACLE 
LUG 

NI. L T 
2035A .075 ~ 

~g~~~ Jg~ ~ 
20350 .165 Va 
2035E .195 %. 
2035F .230 ~, 

List $75.00 Per M 

RECEPTACLE 
LUG 

NI. L T 
2036A .075 li. 
20368 .105 ){, 
2036C .135 ~ 
20380 .165 ..,. 

~gg~ :m ~: 
List $65.00 Per M 

TAPERED 
TERMINAL 

--! ..... .t"1..., ±.Q03 

I'~'. , JOO 
': 1003 t 

5' 

~4' 
~2 
No. L 1. 

2037A .105 ){, 
2037B .135 ~ 
2037C .165 lie 
List $150.00 Per M 

All Prices Subject To Trade Discount 

MINIATURE 
THROUGH LUG 

3' 
132~ 

i7iE;' L t 
i2"15/64" 

No. L T 
2025A .075 ~, 
2025B .105 X, 
~g~~g :m ~ 
List $45.00 Per M 

TERMINAL LUG 

NI. L T 
2032A .054 ~ 
20328 .084 ~){, 
2032C .115 
20320 .147 
List $55.00 Per M 

EIISt:. 
TAPERED 

TERMINAL 

No. L T 
2038A .105 X, 
2038B .135 %, 
2038C .165 Va 
List $170.00 Per M 

MINIATURE LUG 

No • 
202.6A 
2026B 
2026C 
20260 
List $45.00 Par M 

NI. L T 
2027A .037 ~ 
20278 .054 Ji", 
2027C .084 ){, 

~~~~ :m ~ 
List $20.00 Per M 

SUGGESTED 

RESALE PRICES OF 

TURRET TERMINALS 

Cat. 
No. 

Series 

2000 
2001 
2002 
2003 
2004 
2005 
2006 
2007 
2008 
2009 
2010 
2011 
2012 
2013 
2014 
2015 
2016 
2017 
2018 
2019 
2020 
2021 
2022 
2023 
2024 
2025 
2026 
2027 
2028 
2029 
2030 
2031 
2032 
2033 
2034 
2035 
2036 
2037 
2038 

list 
Per M 

$25.00 
25.00 
55.00 
70.00 
42.00 
36.00 
17.00 
23.00 
27.00 
42.00 
40.00 
60.00 
35.00 
18,00 
23.00 
70.00 
27.00 
40.00 
50.00 
45.00 
25.00 
25.00 
25.00 
45.00 
30.00 
45.00 
45.00 
20.00 
55.00 
35.00 
27.00 
27.00 
55.00 
60.00 
70.00 
75.00 
65.00 

150.QO 
170.00 

100-
999 

Per C 

$ 1.50 
1.50 
3.30 
4.20 
2.52 
2.06 
1.02 
1.38 
1.62 
2.52 
2.40 
3.60 
2.10 
1.08 
1.38 
4.20 
1.62 
2.40 
3.00 
2.70 
1.50 
1.50 
1.50 
2.70 
1.80 
2.70 . 
2.70 
1.20 
3.30 
2.10 
1.62 
1.62 
3.30 
3.60 
4.20 
4.50 
3.90 
9.00 

10.20 

1.000· 
4,999 
Per M 

$12.50 
12.50 
27.50 
35.00 
21.00 
18.00 

8.50 
11.50 
13.50 
21.00 
20.00 
30.00 
17.50 

9.00 
11.50 
35.00 
13.50 
20.00 
25.00 
22.50 
12.50 
12.50 
12.50 
22.50 
15.00 
22.50 
22.50 
10.00 
26.50 
17.50 
13.50 
13.50 
27.50 
30.00 
35.00 
37.50 
32.50 
75.00 
85.00 

5,000· 
15,000 
Per M 

$10.00 
10.00 
22.00 
28.00 
16.80 
14.40 
6.80 
9.20 

10.80 
16.80 
16.00 
24.00 
14.00 
7.20 
9.20 

28.00 
to.80 
16.00 
20.00 
18.00 
10.00 
10.00 
10.00 
18.00 
12.00 
1,.00 
18.00 
8.00 

22.00 
14.00 
10.80 
10.80 
22.00 
24.00 
28.00 
30.00 
26.00 
60.00 
68.00 

ADDITIONAL NUMBERS 

We invite your inquiries on other types 
of turret terminals not shown here. 
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SECTION 2100 

HERMAN H • SMITH , INC • 
"It's Sound Planning fo Specify SMITH for ELECTRONIC COMPONENTS" 

HANDLES AND fERRULES 

~ LA~32 
@v-TIj' . f . ~ 
~ ,~ 

.,* ~ ~ __ ."0 
X 9/16" 

.J I.i96'\.t I-J. 
2050 2054 2055 

Handles Brass. nickel plated. with internal 10~32 
thread. Individually packaged. 

No. 
2050 
2051 
2052 
2056 
2057 
2058 
2059 
Ferrules 
handles. 
No. 
2054 
2055 

No. 
2053 

A 
3" 
4'<," 
6M," 
41/4" 
3" 
2SU4" 
3U1' 

Brass, nickel 

Std. Pkg. 50 
Std. Pkg. 50 

Std. Pka. 10 
B Each 

I~,' $1.05 
1~" 1.25 
1¥4" 1.30 
IX" 1.20 
l~" 1.05 
1" 1.00 
1" 1.00 

plated. For mounting 01 

Per C $16.00 
Per C 25.00 

CABINET 

HANDLE 

Eaeh 
$1.50 

OVAL HANDLE 
,.. ~, Die Cast.Zamac Han-
.. ... dle. Brush chrome 

r plated. 

fi r:::::J1
J ~ ::~5 ~t . I 

Each 

$1.50 

BAKELITE 
HANDLE 

Std. Pkg. 10 

Color 
Black 
Red 

LOCKING CLAMP 

C\ NYLON MOUNTING TABS 
For use with No. 800 looking clamp when pre~ 
mounted assembly points are desired. FurnIshed 
with .203 mounting hole. Std. Pkg. 100 
No. Per C 
801 $5.00 

~YLON PERFORATED STRAPPING 

For bundling of wire. cable and tubing. Time saver 
for harnessing. Use "No. 803 ratchet buckle for fast 
assembly. Supplied on 50' rolls. 
No. Per Ron 
802 $25.00 

• NYLON RATCHET BUCKLE 

For No. 802 strapping. Quick and easier assembly 
with this ingenious item. Std. Pka. 100 
No, Per C 
80S For 'h" Strapping. $17.00 

"~. TIGHTENING TOOL 

Used with strapping "for fast aSflembJy. 
No. 
804 

Each 
$SO.OO 
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RETRACTO·L1NK HANDLES 

(]l!!.11! •• 61i1~", 
zGU 

HANDLE: Genuine leath~ 
er, matching stitching. 
BLACK. 

HDWRE.: Steel. Nickel 
plated. 

D ESCR.: Assemblies are 
shaped with all hard­
ware installed except 
for decorative cover caps 
which _re packed sepa­
rately. Supplied in two 
s.tyles different 
lengths. 

ATTACHES WIT" pl!n"r.~ THAT BEND 
INSIDE CASE 

No. Lenath Each 
$8.50 

3.50 
3.50 

2090 4'h" 

~g:~ ~U~~ 
ATTACHES WITH IIIVETS OR SCREWS 

2093' 4'h" 3.50 
2094 5'h" 3.50 
2095 6*" 3.50 

MOLDED GRIP HANDLES 
HANDLE: Molded high 

impact styrene. 
HDWRE.: "Steel Nickel 

plated. 
o ESCR.: Designed for 

economy and rUJrged usc. 
Attaches with Rivets 

or Scretlis 
No. Color Each 
2096 Black $.75 
2097 Grey .75 

Attaches with Threaded 
Stud 

2098 Black 1:40 
2,099 Grey 1.4.; 

MOLDED GRIP HANDLES 
IT 
1 
1. 

HANDLE: Molded high im­
pact Styrene. Fungus 
Resistant. 

HDWRE.: Steel. Nickel 
plated. 

D ESCR.: il<lunded palm tit· 
ting design. Attachell to 
case wlth machine screws. 

No. Color Each 
2085 Black .1.75 
2086 Grey 1.75 
HANDLE: Molded hlob im· 

pact Styrene. Fungus· 
Resistant. 

HDWRE.: Steel. Nickel 
plated. 

OESeR.: Roundea palm fitting design. Attaches to 
case with washers and nuts supplied. WIll support 
100 pounds. 

No. Color Stud Lath. 
9/16" 
9/16" 

Each 
$1.75 

1.75 
2087 Black 
2088 Grey 

SPRING GLIDE HANDLE 

R_ -_~ 
• ""I--- '''--i 1" 

HANDLE: Genuine leather, 
contoured. Black. match· 
in2' stitching. 6" long. 

CA PS: Steel, chrome 
plated. 

DESeR.: Strong. silent 
spring glide, frequency or 
decibel extremes will not 
induce handle rat tie. 

Handle moves up tor coinfortable carrying - down 
when not in use. 

No. 
2089 

Color 
Black 

MIL. SPEC. HANDLES 

a'f; ,:" 

zi' lIZ' 
3f-

Material: Aluminum. 

Each 
$4.00 

Finish: Alodlne per MlT.rC~5541 Spec. Sprayed 
to lHI..I-E-15090. Gloss gray color #1640 per 
Mil Spec PTC·5U5. 

No. 
2063 
2064 

2048 
2049 

Type 
Half Bracket 
Full Bracket 

Std. Pkg. 10 
Eaoh 
$2.25 
2.25 

With Transflux Plastic Protector 
Half Bracket 
Full Bracket 

. HANDLES~' 

3.00 
3.00 

r 
~t.20T:~--W J' 114-20, 1_:1' t:.-- .:......J J!IQ...t----' 
Steel Handles painted with Optical Black finish. 

No. 
2061 
2062 

Dlam. 
'h" 
%" 

Std. Pkg. 10 
Each 
$3.00 
2.00 

All Prices Subject To Trade Discount 

FLEXIBLE SHAfT AND PANEL BEARING 

" N '1. s~"~~ I~ t 
IA gJ' t.t 
V2' 32 A 

Combination of :1,4" Coupler at one end and Panel 
Bearing Assembly at other. High Quality phos­
phor bronze non-magnetic, non-rusting flexible 
shaft. tutns at any angle UP to 90°. Free from 
backlash. Std. Pkg. 25 
No. Length HAu Eatll 
165 4){,' $2.25 
166 T){,' 2.50 

Lenath 
8" 

12" 

DUAL DRIVE ADAPTER 

THREAD ...---i X1BN.F.-2 

Eaoh 
$10.00 

10.50 

Designed primarily to be utilized to drive more 
than one unit from the same power· source and/or 
to provide two gear ratios from the same source. 
Right hand rotation. Gear Ratio 1:1. 
NO. Eaeh 
167 $25.00 

Non-magnetic. designed to provide a connection for 
flexible sbaft control where space limitations do not· 
permit a conjunction without bending the shaft into. 
too small a radius. Gear ratio 1 :1. 
No. Eaeh 
168 $50.00 

ENAMELED CABLE CLAMPS 

Steel. Be~e enameled, .045" thick. 
Std. Pkg. 100 

No. Length Width Cable Mfa, 1101. Per C 
1455 '~{' ~,' %'-%." #8 $1.25 . 
1456 ¥." ~6" 1/4-~6" #8 1.35 
1457 I1/a" V2" ~ •. %" #10 2.10 
1458 I~,' 1/2" 1f2-U,' #10 2.50. 
1459 I1~,' 3fiI" ~ •• %"#IO 6.20 

© U.c.P., Inc. 



SECTION 2100 I 

H E R M A N~H.,.. MlS .. M~1 ~T!IPfItI!H~~~ 
SHAFT LOCKS 

Brass Nickel Plated-For !l4" Shaft 

r'-'" ,,', iI"~' -_. .. ,,~'~ :,.,," }~.l 
,. loQl -J 1 •• .-: ... 

f "''3 m 'Jl!- IJID UN".(3 ............ In", _. 
WRENCH TYPE THUMB TYPE 

No. 181 .$0.40 Ea. No. 182 SO.55 Ea. 
Std. Pk •• 100 Std. Pka.25 

DIAL LOCK 

HEAD: Captive: Brass. nickel 
plated. 

BODY: Brass nickel plated. 

D ESCR.: Prevents de tuning of the 
dial when locked by means of 
the captive knurled nut. 
Supplied with hex nut & lock· 
washer. Std. Pka. 25 

No. 
199 

Each 
$1.10 

SHAFT 

WRENCH 

~pe('iany de.signed double end wrench. offset. One 
end for l'oIume control nuts; other end for toggle 
switrh nuts. 8tecl, Cadmium Plated. 
No. 999 Std. Ph. 25 $.35 Each 

COUPLINGS 

e
TH~' 

8) ~-=~]~ 
r:- {' -::1 l! t" g 
~

. -.000 

T .; --- .. , -: Brass and Insulated 

.L --------- -'*- WITH ~~o Wi ~hEWS 
No. 
120 
140 
131 
141 
133 
142 

138 

No. 
150 
130 
132 
184 

No. 
160 
161 
162 
183 

WITH FIlUIi SET SCREWS 
114" -1j4" 1-f," Urass N.]). 

Brass and Insulated 
LONG SHAFT TYPE 

A B C Materinl 
114"-1/4" 11/4" Brass N.J». 
1/4"-1/4" 11/4" Fibre 
%"-1/4" 11/4" Brass N.P. 
0/."-1/4" 11(4" Fibre 

SHORT SHAFT TYPE 
A B C Material 
1(4"-1(4" %" Brass N.P. 
l/4"-1!4" %" Fibre 
%"-1(4" %" Brass N.P. 
%"-lj4" %" Fibre 

SHAFT EXTENDERS 

Each 
$0.30 

.25 

.30 

.25 

.30 
.25 

.65 

Std. Pkg. 25 
Each 
$o.s3 

.45 

.38 

.45 

Each 
$0.30 

.80 

.30 

.30 

~ ~... ----; ~1E1 FOR 
VOLUME --;.- . Tj ... CONTROLS 

Brass, 
No. 

2356 
2357 
2358 
2359 
2360 
2361 
2362 
2283 
2364 

Nickel Plated 
A 
2" 
3" 
4" 
2" 
3" 
4" 
2" 
3" 
4" 

B 
.250" 
.250"" 
.250" 
.219" 
.219" 
.219" 
.156" 
.156" 
.156" 

Std. Pk •• 25 
Each 
$.35 

.40 

.45 

.35 
.40 
.45 
.35 
.40 
.45 

BUSHING EXTENDERS 

S 
FOR 
VOLUME 
CONTROLS 

Brass, Nickel Plated Std. Pkg. 25 
No. A B Each 

2350 %" ~ .. ' $.60 
2351 %" 114" .60 
2352 %" Ye" .60 
2353 1X," Yell .60 
2354 lX," Yz" .60 
2355 3/4" 1(4" .60 

~~~\:!~!:~n 
-- .1' :::w 
~~J A e SETSCREW. I 

High quality phosphor bronze non-magnetic, non· 
rusting flexible shafts. ltemote control when neces~ 
sary to mount condensers and potentiometers away 
from panel at unusual angles. Turns at any angle 
up to DOC' ; free from back lash. 
No. Size "A" Description Std. Pkg. 

25 
25 

Each 
$0.75 

1.00 
1.50 
1.75 

151 3" with '4" hub 
152 6" with '4" hub 
153 3%'" with IA." coupler 25 

25 154 6%" with '4" coupler 

NYLON FLEXIBLE SHAFT CDUPLING 
/-... -;1,., 1[~ 

L -I-~.J 
-II(,'~ 

D ESCR.: Molded nylon with molded-in brass bush­
ing!i. Hi~temp nylon not influenced by moist'Sr.e. 
Designed for long reach shaft coupling. Supplied 
with 2 Allen-head set screws. Std. Pkg. 25 
No. Each 
164 $1.75 

BRASS THREADED RDDS 

IIm'U"'lIf ,\1II'IU'a lJlV 4. U _ 

I·Ft. 
No. 

1400·1 
1401·1 
1402·1 
1403·1 

Length 
Each 

$ .40 
.40 
.60 
.90 

Std. Pkg.IO 

Threaded 
6·32 
8-32 

10·32 
'4-20 

2· Ft. 
No. 

1400·2 
1401·2 
1402·2 
1403·2 

~ 
NYLON THREADED RODS 

Std. Pkg. 10 

Length 
Each 

$ .80 
.80 

1.20 
1.80 

I·Ft Length 2·Ft. Length 
No. Each Threaded No. Each 

1420·1 $1.50 6-32 1420·2 $3.00 
1421·1 1.70 8·32 1421·2 3.40 
1422·1 1.80 10-32 1422·2 3.60 
1423·1 2.00 '4-20 1423·2 4.00 

PLAIN RODS 
Brass Fibre and Nylon 

Std. Pkg. 10 
1404 Brass N.P. 6" 14" $.33 
1405 Brass N.P. 12" '4" .66 
1406 Fibre 6", '4" .25 
1407 Fibre 12" '4" .50 
1408 Nylon 6" '4" .50 
1409 Nylon 12" '4" .75 

~Tf" 
Q/£"i PANEL BEARING 

+.003 0 -""1 J -.- ,-J2 
," ," THO. 
~ ~ 

Jl 

No. 126 

For '4" Shafts. Mounts 
in %" hole, in panels up 
to 5/16". Brass. nickel 
plated. Std. Pkg. 100 
No. 119 $0'.25 Ea. 

=i PANEL BEARING 
ASSEMBLY 

Plated Overall 

Std. Pkg. 25 

$40,00' Per C 

© U.c.P., Inc. All Prices Subject To Trade Discount 

MINIATURE SHAFT ACCESSORIES 
Brass Nickel Plated, for Va" ShaHs 

MINIATURE SHAFT LOCK-WRENCH TYPE 

~'.32~.I25 

-- -=:!III 6" 11,= ::!1 
1...500:.J 

No. 183 Std. Pkg.25 $0.40 Ea. 

MINIATURE COUPLER 

r::-I"::; 
~~" -r::~--.L \ ' ", '. II .IIS +.001 

" '",. J. --------- r-'-
No. 
180 

Std. Pkg. 25 
Set Screws Each 

2 $.40 

MINIATURE SHAFT EXTENDER 

€!I 3j~(1~,,= 
With allen head set screws. 

Std. Pka. 25 
No. 189 Std. Pkg. 25 $0.30 Ea. 

MINIATURE PANEL BEARING 

~ /~~2@ ~(:'2 
\~fJ' -.000 I >:--J! ~ 

Ll!"~ L:,!H~ 
32 8 

Mounts in '4" hole. 
No. 184 Std. Pkg. 25 $0.25 Ea. 

CAPTIVE SCREW & BUSHING 
BODY: BRASS. nickel 

plated. 

;

' " DESCR.:, Supplied with 
panel bushing as ShOWD. 
Used extensively for quick 
removal of panels from 
chassis. Non removable 
from panel. 

Panel Bushing 
No. Length Each 

2365·A 5/32" $1.25 
2365·B 7/32" 1.25 

~f 4" i~f CAPT::":CR::" BUSH:~: 
If L0 Small Head ,. 

8·32THO 

BODY: BRASS, nickel plated. 
D ESCR.: Supplled with panel bushing as shown. 

Used extensively for quick removal of panels 
from chassis. Non-removable from panel. 

No. 
2375·A 
2375.B 
2375·C 

Panel Bushing 
Std. Pkg. 50 

Length (L) 
%2" 
U2" 
%." 

THUMB SCREW 

Each 
1.00 
1.00 
1.00 

BODY: BRASS. nickel plated. 
D ESCR.: Used extensively for 

quick removal of panels from 
chassis. Std. Pkg. 25 

No. Thread Per C 
2366 6·32 $40.00 
2367 8·32 40.00 
2368 10·32 40.00 

PANEL BEARING 
ASSEMBLY 

Uses our standard 
Plated overall. 

jt119 Panel Bearing. Nickel 
Std. Pkl. 25 

Each 
$.55 

.65 

No. 
148 
149 

A 
3" 
6" 

The MASTER - 26th Edition. Page 751 
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I SECTION· 2100 

HERMAN H • SMITH, I Ne. 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

PLASTIC CABLE CLIPS 
ETHYL CELLULOSE 

T1i IXi ~ 
f :+Ht)~ <I . 

H -E-' 

These clips are well' known for ability to withstand 
age, moisture, corrosion, shock and vibration," This 
tough, light weight. durable cUp withstands tem-
peratures from -60 ta -1-175 ·degrees F. Made to 
Mil Std. 242A (Ships). 

T .060-W 'I," 
X 7/82"- H .204 

No. Hoi. (D) E Per C Per M 

asl Yo .360 3.90 $S2.00 
812 ~. .423 4.00 SS.OO 
as3 114· .457 4.S0 36.00 
834 ~. .498 4.75 40.00 
8S5 % .529 5.00 42.00 
816 U. .560 5.50 46.00 
887 112 .592 6.00 50.00 
as8 ~. .623 7.00 57.00 
889 % .654 7.50 66.00 
840 'X. .752 8.00 71.00 
841 ~ .783 8.50 74.00 
842 % .845 9.00 80.00 
848 1 .908 9.50 86.00 
844 1Yo .970 10.00 91.00 
845 11/4 1.062 10.50 97.00 

Standard Pa.ka.. 100 

NYLON 
These strong and tough molded nylon clamps hold 
thetr shape under severest stress. Do not support 
combustion. Withstands temperatures from -60 to 
+250 degrees F. Made to Mil P17091A amend. 2. 

Ya" to Ya"(D) 9/16" to 1'/_"(0) 
T .040 .060 
W %" 'h" 
X 5/32" 13/64" 
H .167 . 204 

No. Hoi. (D) E Per C Per M 
771 Yo .310 6.00 $50.00 
772 ~. .373 6.50 53.00 
773 114 .407 7.00 58.00 
774 ~. .448 7.75 64.00 
775 % .479 8.00 67.00 
776 U. .510 8.50 71.00 
777 112 .542 9.00 75.00 
778 ~. .623 11.00 93.00 
779 % .654 12.00 109.00 
780 'X. .752 12.50 115.00 
781 ~ .783 13.50 125.00 
782 lYe .845 14.50 IS5.00 
7as I .908 17.00 160.00 
784 lYo 1.002 20.00 180.00 
785 1114 1.062 23.00 200.00 

Standard Packa.e 100 

INSULATED RUBBER GROMMETS 

~E~ ~IHt.T 
THIE-.· TI I 
• . . A C 'G 

1'· ~ U 
+-" . , 

) 

Na. 
931 
932 
933 
934 
935 

Std. Pk •• 25 -
Black Phenolic-Matte Finish 

BUSHING COLLAR 
AB CD EGHEaeh 

Ye":va" 1/4"-32 .3750" 
~.' U." ~."-1l2 .4250" 
1/4" 1f2" %"-27 .4875" 
K." ~." '%>,'-32 .4500" 
3th" %" %"-27.4500" 

Yo" $.29 
Ye" .29 
Yo" .SO 
Yo" .33 
Yo" .S6 

BAKELITE INSULATING BUSHINGS 
BODY: MOLDED, bakelite, 

;-:-r black. U.L. approved recom-
c· mended ror temperature. up to 

300 degree. Fahrenheit. l!." HEX NUT: Steel, cadmium plated. 
0- NUT Std. Pkg. SO 

.No. A B C Per C 
2136 

~" 'UA" !4" $14.00 
2137 11 t" ~" ~." 15.00 
2138 . " ~" ~l' 16.00 
2139 'J(I2~' .' '~," 17.00 

752 • The MASTER - 26th Edition 

No. A 
2185 K." 
2172 U." 
2170 %" 
2174 %" 
2175 'X." 
2177 ~" 
2186 IX." 
2187 1Yo" 
2188 IX.' 
2189 1 " 

VINYL GROMMETS 
D ESCR.: Exceptional aging qualities. High di­

electric properties. Oil resistant. Durameter hard­
ness 45 to 85. 

No. A 
2145 ,~ 

2146 U. 
2147 ~6 
2148 % 
2149 ,~. 

B 
Yo 
~. 
114 
% 
112 

GROMMETS 

Per C 
$1.50 

1.60 
2.20 
2.50 
3.80 

Formei'ly listed by Radio Essentials, Inc.. and 
American Radio Hardware Inc.. (Their catalog 
numbers as below, minus first digit.) . 

. No. ABC D E Ea.h 

. 91100 %" '~." 112" ,~" '1(,4' $12.50 
91101 lYe" I~." 1114" !joB" ~{' 22.00 
91102 XI" SAt" 1~2" %" ~2" 5.25 
91103 ~," 1{," l~Z" %" Ye" 5.00 
91104 1f4" ¥a" %" 1~2" ~," 9.00 
91105 %" I1f4" 3~2" 1%J" ~l' 24.00 
91106 X." %" 112". 112" ~." 11.00 
91107 %" %" "U6" ~," ~2" 5.50 
91108 1I4" %," ~6" 1~" %t 7.00 
91109 %" IX." lYs" %" 1/4" 22.50 
91110 '~4 ~)/," ~,.' %,.' ~2" 7.00 
91111 %" lYe I" 'X.' ,~" %." 11.00 
91112 4%: 1%" 1%,.' ~{' X." 11.75 
9111S 2~,f4 %"" '''z'' 114" X6" 4.75 
91 J 14 Va" 1~2" 1/4" ~6" Xl' 3.90 
91115 1f4" 1{l' %" 1/2" ~i" 6.75 
91116 M6" %" 1/2" %". Va" 7.25 
91117 %" ~6" '%'2" ~6" Va" 5.25 
9 I 118 ~6" 'M6" ~6" ~2" )1," 4.1)0 
91 J 19 ''U4'' "1{," 1~2" 1/4" )16" 4.25 
91120 '%. %" U{' 1/4" XI' 5.00 
91121 ¥a" 'M6" 112" 1f4" )1," 4.75 
91122 1f4" .1/2" ')12" %2" ~2" 4.75 
91123 ~.' 'X." 112" u .. ' 1/4" 6.00 
91124 "U6" %" ~/' 1f4" U/' 5.75 

SNAP·LOCK PLASTIC GROMMETS 
• Snaps in Place-FAST! 
• Stays put_LOCKrUE~ I~!c-- ..1 

T 
o 

I--A 
• 

Two identical halves snap tight. lock in place. Pro­
vides a rigid bearing surface, greater dielectric, 
extreme chemical and wear' resistance. Identical 
halve,s form complete grommet. Color. black. 

Std. Pkg. 100 
No. ABC D E Per C 

2178 ~," ~6" ~6J1 X," 1/4" $4.60 
2179 ~" !JAI" 1/2" X/' 114" 4.80 
2180 3!e" 1f2'" ~/8" X," 1/4" 5.00 

FIBRE SHOULDER WASHERS 
All material based on N.E. 

_M.A. Standard and A.S.P.M. 
.Spec. D-nO. 

Std. Pkg. 1000 

FE · ~ ~: ~n~ls~d~b~,:~~et~r E =i1 C. Thickness Overall r D. Helght·of Shoulder I r A --, ...J.j E. Diameter of Shoulder 

c d !bt O 
r (Hole 
·No. A Size) BCD E 
2150 .140 No. 6 .375 .093 .031 .237 
2151 .IIO No. 4 .250 .062 .031 .187 
2152 .136 No. 6 .250 .093 .031 .187 
2153 .136 No. 6 .312 .093 .031 .187 
2154 .250 1/4" .500 .068 .028 .312 
2155 .172 No. 8 .375 .093 .031 .246 
2156 .196 No. 10 .375 .093 .031 .308 
2159 .265 'UA" .500 .097 .031 .365 
2157 .375 %" .750 .093 .031 .500 
2158 .385 %" .625 .093 .031 .500' 

Per M 
$11.50 

9.50 
10.00 
11.00 
12.00 
11.00 
11.00 
12.00 
14.50 
14.00 

FLAT FIBRE WASHERS 
All material based on N.E.M.A. 
Standard and A.S.P.M. Spec. D-

No. 
2160 
2161 
2162 
2163 
2164 
2165 
2166 
2167 
2168 
2169 

710 Std. Pkg. 1000 
[(Hole Size) I.D.] D.O. Thickness Per M 

No. 6 .136 .250 1/16 $9.50 
No.4. IIO .250 1/16 9.50 
No. 6 .140 .375 1/16 8.50 
No. 8 .172 .375 1/16 8.50 
No. 10 .196 .375 1/16 8.50 
1/4" .250 .500 1/16 9.00 
1/4" .250 .5QO 3/32 9.50 
5/16" .312 .500 1/16 9.00 
3/8" .385 .625 1/16 11.00 
3/8" .375 .750 1/16 14.00 

NYLON MOUNTING ACCESSORIES 

~ 
f Natural Color 

• A B NYLON 
-~ FLAT WASHERS 

I._L!.J.._I~ 
No. I.D. (A) 

2514_ .#4 (. Il5) 
2515 .#6(.140) 
2516 .#8(.170) 
2517 .#10(.200) 
2518 1/4"(.260) 

O,D.(B) 
.281 
.312 
.375 
.437 
.562 

Thick 
(C) 
.047 
.047 
.062 
.062 
.062 

Per M 
SO.OO 
SI.OO 
35.00 
S7.00 
40.00 

fO:=f1 ~ _NYLON SPACER 

I.-,,~ I~ BUSHINGS 

No. I.D. (A) B C D E Par M 
2534 .#4(.II5) .235 3/64 1/4 .147 35.00 
2535 .#6(.140) .290 3/64 1/4 .170 35.0q 
2536 .#8(.170) .344 1/16 3/8 .205 37.00 
2537 .#10(.200) .399 1/16 3/8 .260 40.00 
2538 1/4"(.260) .513 III6 3/8 .312 45.00 

NYLON SCREWS 

.,ND'NG I ROUND IFILLIST"I'L'T"HERI HEADLESS HUD HEAD HEAD H~AD HEAD SET SCREW 

,ffi1'TI 
Per 

Size No. No. No. No. No. No. M 
4-40x'l_ 2500 2520 2540 2580 2560 2480 50.00 
4-40x% 2501 2521 2541 2581 2561 2481 51.00 
4-40x'l, 2502 2522 2542 2582 2562 2482 52.00 
6-32x'l_ 2503 2523 2543 2583 2563 2483 51.00 
6·32x% 2504 2524 2544 2584 2564 2484 51.00 
6-32x'l, 2505 2525 2545 2585 2565 2485 52.00 
6-S2x% 2506 2526 2546 2586 2566 2486 52.00 
6·32x% 2507 2527 2547 2587 2567 2487 53.00 
8-32x'l_ 2509 2529 2549 2589 2569 2489 51.00 
8-32x% 2510 2530 2550 2590 2570 2490 52.00 
8·32x'l, 25II 2531 2551 2591 2571 2491 52.00 
8-32x% 2512 2532 2552 2592 2572 2492 53.00 

0 NYLON HEX NUTS 
Std. Pka. 100 

No •. Size Per C 
2554 4-40 $10.00 
2555 6-32 10.50 
2556 8-32 11.00 
2557 10.32 11.50 

RUBBER BUMPERS WITH SCREW 
If ·f f ..... 

. RECES~ RUBBER .. BUMPERS." 'U.f '" U{~ 
[~il, }}~ ~l~i ut~" 1 - 1 'r-~~ ~~ ~ ~~ 21" 2197 2198 2199 

92 2193 2194 218. SuppIled complete with 'h" screw and hex nut. 
No~1 Per C No. Per C ~~w P~~rel~ar~~r ~"an:{.~6;td~h~'l!'g. ~&:,Clty larger 

2192 •••.•...... $2.50 2194 ...•... -.... $5.00 No. Per C No. Per C 
2193 ....•...... 3.25 2184........... 5.00 2196 _____ . ___ $11.00 2198 . ____ . ____________ $12.50 

Std. Pkg. 100 2197 _._. ________ ... _ 11.50 2199 __________ ._______ 12.50 

All Prices Subject To Trade Discount © U.C.P., Inc. 



SPACERS 

10 
Brass Cadmium Plated 

~~~esi~ brraai~~n~u~~~~a~~~. i~t~~sl~~ 
condensers, transformers, etc. Hole 
In bushing to accommodate a !4. 
lt6, or !8 screw. Std. Pkg. 100 

'!A" 0.0. 

Length 
1,4" 
%" 
lh'" 
%." 
"I" 

Length 
JAn 
%" 
%" 
%," 

I" 

Length 
14" 
%" 
%'" 
'lO" 
1" 

lA," 
%" 
%" 
%," 
I" 

Length· 
%," 
%" 
'h" 
%." 
I" 

Length 
lA." 
%" 
1i" ,2 

*" I" 

for lt4 
Screw 

No. 
2340 
2341 
2342 
2343 
~344 

2345 
~346 
~347 
2348 
2349 

THD 
4-40 
No. 

2370 
2371 
2372 
2373 
2374 

tor 114 
Screw 

No. 
2380 
2381 
2382 
2383 
2384 

2385 
2386 
2387 
2388 
2389 

THD 
4-40 

No. 
2330 
2331 
2332 
2333 
2334 

for 116 
Screw 

No. 
2100 
2101 
2102 
2103 
2104 

%" 0.0. 

for jt8 
~crew 
No. 

2105 
2106 
2107 
2108 
~10U 

Per C 
$ 5.50 

7.25 
8.80 

10.50 
12.00 

2110 2115 '$ 8.80 
2111 2116 fO.50 
2112 2117 12.00 
2113 2118 13.75 
2114 2119 15.50 

THREADED SPACERS 
Brass Cadmium Plated 

',4" O.D. Threaded 
4-40. 6-32 and 8-32. 

THD 
6-32 
No. 

2120 
2121 
212:! 
2123 
2124 

THD 
8-32 

No_ 
!!125 
2126 
2127 
2128 
2129 

Per C 
$ 6.50 

8.25 
10.00 
12.00 
13.75 

HEX SPACERS 
Brass Cadmium Plated 

'!A'" HEX 
for liS 
Screw 

No. 
2300 
2301 
2302 
2303 
2304 

%" HEX 
2310 
2311 
2312 
2313 
2314 

Std. Pkg. 100 

for 118 
Screw 

No. 
2305 
2306 
2307 
2308 
2309 

2315 
2316 
2317 
2318 
2319 

Per C 
$ 6.00 

7.75 
9.30 

11.25 
13.00 

$10.30 
12_00 
13.75 
16.50 
17.50 

THREADED HEX SPACERS 
Brass Cadmium 'Plated 

'!A" HEX 
THD 
6-32 
No. 

2320 
2321 
')'~')<) 

2323 
2824 

THD 
8-32 

No. 
2325 
2326 
2327 
2328 
23211 

FIBRE SPACERS 

Per C 
$ 7.00 

8.75 
10.50 
12.75 
14.75 

The,e IIbre bushings .re ideal for 
use in raising sub panels, chassis, 
condensers, transformers. etc. 

for 114 
Hrrew 

No. 
2335 
2336 
2337 
23aR 
2330 

'!A" 0.0. 
for 116 
Screw 

No. 
2130 
2131 
2132 
21:l:l 
~1:14 

Std. Pkg. 100 

for lI8 
Screw 
No. 

2140 
2141 
2142 
2143 
2144 

Per C 
$ 6.50 

8.25 
10.00 
12.00 
13.75 

SNAP 
BUTTON 

HOLE 
PLUGS 

~teel Nickel-plated plugs for covering punched or 
drilled holes in metal, plastic or wood. ' 

No. 
650 
651 
652 
653 
654 
655 
608 
612 
'656 

Hole 

I" 

Std. Pkg, 100 
o Prongs Per C 
%.. 6 $3.20 
Ji'. 6 3,20 
~4 6 3.20 
~4 8 4.60 
~4 8 4.60 
%2 12 4.60 
Ji'. 12 5.50 
~4 12 7.50 
%.. 12 18.00 

No. 
2600 
2601 
2602 
2603 
2604 
2605 
2606 
2607 
2608 
2609 
2610 
2611 
2612 
2613 
2614 
2615 
2616 
2617 
2618 
2619 
2620 
2621 
2622 
2623 
2624 
2625 
2626 
2627 
2628 
2629 

No. 
2640 
2641 
2642 
2643 
2644 
2645 
2646 
2647 
2648 
2649 
2650 

Type 
NS5WOI04 
NS5WOI05 
NS5l.VOI06 
NS5WOI08 
NS5W0110 
NS5W0112 
NS5W0116 
NS5W0205 
NS5W0206 
NS5W2008 
NS5W0210 
NS5W0212 
NS5W0216 
NS5W0220 
NS5W0224 
NS5W0308 
NS5W0310 
NS5W0312 
NS5W0316 
NS5W0320 
NS5W0324 
NS5W0332 
NS5W0410 
NS5W0412 
NS5W0416 
NS5W0420 
NS5W0424 
NS5W0432 
NS5W0440 
NS5W0448 

SECTION 2100 I 
SMITH 

CERAMIC 
STANDOFFS 

MADE TO 
JAN. SPECS. 

Grade L-5 Ceramic made to 
JAN 1 - 8 and JAN 1 - 10 
Specs. Outside of ceramic is 
glazed. Std. Pkg. 50 

A 
1/2" 
518" 
%" 
1" 

11/4" 
I1J2" 

2" 
Ye" 
%." 
I" 

IIj4'; 
I1j2" 

2" 
21j2'" 

3" 
1'1 

11/4'" 
I1j2" 

2" 
21j2" 

3" 
4" 

I1j4" 
1%" 

2" 
21j2" 

3" 
4" 
5" 
6" 

Thd. 
6-32 
6~32 

6-32 
6-32 
6-32 
6-32 

6-32 
8-32 
8-32 
8-32 
8-32 
8-32 
8-32 
8-32 
8-32 

10-.32 
10-32 
10-32 
10-32 
10-32 
10-32 
10-32 
1j4-20 

',4-20 
1j4 -20 
1j4-20 

1j4-20 
1j4- 20 
1j4-20 
1j4-20 

CERAMIC 
STANDOFFS 
COMMERCIAL 

Per C 
$22.00 

25.00 
30.00 
35.00 
40.00 
42.00 
47.00 
25.00 
30.00 
35.00 
40.00 
42.00 
47.00 
50.00 
55.00 
30.00 
35.00 
40.00 
47.00 
55.00 
65.00 
72.00 
55.00 
65.00 
72.00 
80.00 
90.00 

110.00 
130.00 
150.00 

Grade L5 Ceramic with out­
side glazed. 

Std. Pkg. 50 

Thd. Per C 
6-32 $17.00 
6-32 17.00 
6-32 17.00 
6-32 18.00 
6-32 20.00 
6-32 20.00 
6-32 20.00 
6-32 23.00 
6-32 23.00 

1j4 -20 33.00 
1j4-20 50.00 

TELEPHONE CORD SLEEVE 

'h--:RJ" .!."Lr '-----1 
4~/.L"~ 

4 

MATERIAL: Neoprene in accordance with Grade 
RC415AFF Per Mil-R-3065. 

o ESCR.: Used on Government cord assemblies for 
Strain Relief. Dust and Moisture Seal. 

Std. Pkg 100 
k ~C 
748 SII.OO 

CORD CLAMP STRAIN RELIEF 

;t1h6
\J" ; LJ ~I. 

I-Jh6~ 

MATERIAL: Cold Holled SteeL Dull finish per 
Spec. QQ-S-636 and M228 per Spec. Mil-F-14072. 
o ESCR.: Used on Government Cord Assemblies. 

~lade in accordance with SC-A-7674. 
Std. Pkg. 100 

No. Per C 
m ~OO 
S~c Full Li4111g of Telepllone Plugs on Page 747 

© U.C.P., Inc. All Prices Subject To Trade Discount 

~HREADED SWAGE STANDOFFS 
Brass Nickel Plated 

Std. Pkg. 100 

ROUND 
.187 +.000 

-.003 
CSK 1200 

x.010 deep 

I 

~+" 
CT. BORE 
.156 ±.002 

ROUND 
No. Per C A 

.. 

4100 7.50 '4 
4101 7.50 '4 
4102 7.50 '4 
4103 8.50 % 
4104 8.50 % 
4105 8.50 % 

4106 9.50 'h 
4107 9.50 'h 
4108 9.50 'h 
4109 11.50 % 
4110 11.50 % 
4111 11.50 % 

4112 1S.50 ~ 
4113 13.50 ~ 
4114 13.50 * 
4115 17.50 
4116 17.50 
4117 17.50 

4118 
4119 
4120 

4121 
4122 
4123 

4124 
4125 
4126 

4127 
4128 
4129 

4130 
4131 
4132 

4133 
4134 
4135 

4136 
4137 
4138 

4139 
4140 
4141 

4142 
4143 
4144 

4145 
4146 
4147 

4148 
4149 
4150 

4151 
4152 
4153 

7.50 
7.50 
7.50 

8.50 
8.50 
8.50 

9.50 
9.50 
9.50 

11.50 
11.50 
11.50 

13.50 
13.50 
13.50 

17.50 
17.50 
17.50 

7.50 
7.50 
7.50 

8.50 
6.50 
8.50 

9.50 
9.50 
9.50 

11.50 
11.50 
11.50 

13.50 
13_50 
13.50 

17.50 
17.50 
17.50 

'4 
'4 
'4 
% 
% 
% 

'h 
'h 
'h 
% 
% 
% 

~ 

* * 1 
1 
1 

'4 
'4 
'4 
% 
% 
% 

'h 
'h 
'h 
% 
% 
% 

* * * 1 
I 
1 

HEX 

B 

4/40 
4/40 
4/40 

4/40 
4/40 
4/40 

4/40 
4/40 
4/40 

4/40 
4/40 
4/40 

4/10 
4/40 
4/40 

4/40 
4/40 
4/40 

6/32 
6/:12 
6/32 

6/32 
6/32 
6/32 

6/32 
6/32 
6/32 

6/32 
6/32 
6/32 

6/32 
6/32 
6/32 

6/32 
6/32 
6/32 

8/32 
8/32 
8/32 

8/32 
8/32 
8/32 

8/32 
8/32 
8/32 

8/32 
8/32 
8/32 

8/32 
8/32 
8/32 

8/32 
8/32 
8/32 

.187 +.000 
-.003 

CSK 1200 

x.010 deep 
I 

-~-
)II 

CT. BORE 
.156±.002 

HEX 
X No. Per C 

.105 4200 6.50 

.135 4201 8.50 

.165 4202 8.50 

.105 4203 9.50 

.1M 4204 9.50 

.165 4205 9.50 

.105 4206 10.75 

.135 4207 10.75 

.16r. 4208 10.75 

.105 4209 12.25 

.135 4210 12.25 

.165 4211 12.25 

.105 4212 14.00 

.13r. 4213 14.00 

.165 4214 14.00 

.105 4215 18.50 

.135 4216 18.50 

.165 4217 18.50 

.100 

.13" 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105 

.135 

.165 

.105. 
.135 
.165 

.105 

.135 

.165 

4218 
4219 
4220 

4221 
4222 
4223 

4224 
4225 
4226 

4227 
4228 
4229 

4230 
4231 
4232 

4233 
4234 
4235 

4236 
4237 
4238 

4239 
4240 
4241 

4242 
4243 
4244 

4245 
4246 
4247 

4248 
4249 
4250 

4251 
4252 
4253 

8.50 
8.50 
6.50 

9.50 
9.50 
9.50 

10.75 
10.75 
10.75 

12.25 
12.25 
12.25 

14.00 
14.00 
14.00 

18.50 
18.50 
18.50 

8.50 
8.50 
8.50 

9.50 
9.50 
9.50 

10.75 
10.75 
10.75 

12.25 
12.25 
12.25 

14.00 
14.00 
14.00 

18.50 
18.50 
18.50 
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SECTION 2100 

HERMAN H • SMITH , INC. 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

INSTRUMENT KNOBS 

• c 
p'lain With Pointer With Skirt 

Molded black bakelite instrument knobs with molded 
in brass inser1lJor %" shafts. Style B pointer knobs 
have white vi 'I pointer. Style C skirt type have 
white Indic.tor Hne. Style 0 same as 'style A except 
with protruding brass insert for mounting special 
dials and pointers. Std. Pkg. 10 

Pointer 
No. Style 0.0. Si~e Height Per C 

2200 A 1;{''' %" $ 47.00 
2201 A 1%" lJ{" 49.00 
2202 A 1%" ~" 56.00 
2203 A 2%" %" 80.00 
2204 R 1%" %," pointer lX'," 74.00 
2205 n 1%" 1 J{ 6" pointer *"" 75.00 
2206 R 1%" 13i'.' pOinter 1~6" 80.00 
2207 B 2%" IX,'" pointer 1~6" 107.00 
2208 C 1%" 1%" Skirt 1~611 89.00 
2209 C 1%" 1%" Skirt '¥s" 92.00 
2210 C 1%" 2M6" Skirt 2%2" 109.00 
2211 C 2%" 3" Skirt IJS.' 143.00 
2212 D 1%" 2~2" 58.00 
2213 D 1%" 2%'2" 59.00 
2214 D 1%" %" 67.00 
2215 D 2%" 3Ml' 92.00 

SKIRT ONLY 
2216 1%" Skirt only, 18.00 
2217 1%" ~kirt onb' 21.00 
2218 2X.' Rkirt only 24.00 
2219 S" Rkirt only 35.00 

CONTROL KNOBS 

ti8ii~ ABC g~D 

iJ~~. 
E F G H 

".4P, 
llolded hakelite control knobs. Supplied with 1,4" 
molded hole; complete with set screw. 'Recessed 
for lo('knut. Std. Pku. 25 
No. Style D.O. Height Color Per C 
2240 A %" '%" Black $20.00 
2241 A %" '%2" Walnut 20.00 
2242 B 'X.' '%2" Black 16.00 
2243 II 'X," '%2" Walnut 16.00 
2244* II I" 112" Black 22.00 
2245* B 1" ¥2" Walnut 23.00 
2275t B 'X.' '%z" Black 36.00 
2276t n 'X," '%2" Red 39.00 
2246 C 'X," '%2" Black 16.00 
2247 C 'X.' '%2" Walnut 16.00 
2273t C 'X," '%2" Black 36.00 
2274t C 'X.' '%2" Red 37.00 
2248* D 1" 112" Black 28.00 
2249* D 1" Y:," Walnut 29.00 
2250* E lila" U." Black 24.00 
2251* ElVa" U.' Walnut 25.00 
2252* F IV2" 'X," Black 29.00 
2253* Fly:''' 'X," Walnut 30.00 
2254* Fly:''' 'X," Ivory 32.00 
2258 G ~a" %" Black 25.00 
2259 G ~a" %" Walnut 26.00 
2265 H 2%2" '%2' Black 23.00 
2266 H 2%," '%2" Red 24.00 
2267 J 13i'," %" Black 21.00 
2268 JIM," %" Red 23.00 
2269 K 7/s" %" Black 29.00 
2270 K ~" %" Red 31.00 
2283 L 7/a" y:," Black 32.00 
2284 L 7/a" V2" Red 33.00 

t Supplied with brass insert. 

No. 
2271 
2272 
2285 
2286 
2287 
2288 

threaded 8-32 brass 
Style O. D. Height 

A 3/4" 112" 
A %" V2" 
B 112'" U," 
B y:," ?1," 
C 1/2" Yz" 
C y," !h" 

BINDING 
POST 
KNOBS 

inserts 
Color 
Black 
Red 
Red 
Black 
Red 
Black 

Per C 
$14.00 

16.00 
IS.OO 

'·15.00 
15;00 
15.00 
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POINTER KNOBS. _ ... 
A 8 c 

Length IV4" Length 2" Length IV4" 
Hgt. %" Hgt. %" Hgt. A" 

Molded bakelite pointer knobs, supplied with %" 
plain hole or brass inset. Complete with set screw. 

Style 
A 
A 
A 
A 
A 
A 
B 
B 
B 
B 

Type Hole 
%"Plaln 
%"Plain 
%"Plaln 
'%" Brass Insert 
%" Brass Insert 
%" Brass Insert 
%"Plain 
%"Plain 

Std. Pka. 25 
Color Per C 
Black $18.01} 
Walnut 19.00 
Ivory 20.00 
Black 28.00 
Walnut 29.00 
Red 30.00 
Black 36.00 
Wainut 37.00 
Black 56.00 
Walnut 45.00 

Clock- Counter-
wise Clockwise 

Calib. Callb. 
I}.IOO 100-0 

No. No. 
2900 2906 
2901 2907 
29q2 2908 
2903 2909 
2904 2910 
2905 2911 

No. 
2220 
2221 
2222 
2223 
2224 
2225 
2226 
2227 
2228 
2229 
2230 
2231 

C 
C 

14." Brass Insert 
%" Brass Insert 
%"Plain 
%"Plain 

Black 23.00 
Walnut 24.00 /"''''; 

CONTROL PLATES 
MATERIAL: Brass Black 

Satin Finish. Etched silver 
numerals. 

DIMENSION: 13/32" I.D. x 
O.D. as specified. 

Std. Pkg. 5 

Degrees 0.0. Each 
180 2" $ .75 
270 2" .75 
325 2" .75 
180 3%" 1.50 
270 3%" 1.50 
325 3%'" 1.50 

DIAL PLATES 

LEVER KNOBS. (,.' £Bo " 
" ~~ I··~ ~ ~ ~ c', D~' Clock- ~~ter~ 

MATERIAL: Brass Chrome 
Silver Finish. 

o ESC R.: Mounting Holes 
9/64". 

Std. Pkg. 5 

Molded bakelite lever knobs with '4" brass insert. wise Clookwise 
complete with set screw. Std. Pka. 25 Calib. Calib. 
No. Style Length Height Color Per C 0·100 100.0 
2232 A 1%" '%," Black $37.00 No. No. 
2233 A 1%" '%2" Walnut ·38.0n 2912 2928 
2234 B I'M.' '%2" Black 64.00 2913 2929 
2235 B I'M." '%," Walnut 64.00 2914 2930 
2236 C 2112" o/a" Black 40.00 2915 2931 
2237 C 2112" %" Walnut 40.00 2916 2932 
2238 D 2'3i'," %" Black 72.00 2917 2933 
2239 D 2'3i'.' %" Walnut 73.00 2918 2934 

I I· PUSH BUTTON 
KNOBS 

A B 
Std. Pkg. 25 

No. Style D.O. Height 
2277 . A 112" '%." 
2278 A 112" '%." 
2279 B 3J£." U," 
2280 B 3X.' U," 

Color 
Black 
ned 
Black 
Red 

DIAL PLATES 

Per C 
$12.00 

14.00 
8.00 

10.00 

2919 2935 
2920 2936 
2921 2937 
2922 2938 
2923 2939 
2924 2940 
2925 2941 
2926 2942 
2927 2943 

Clock· Counter· 

Degrees 
180 
270 
325 
360 
180 
270 
325 
360 
180 
270 
325 
360 
180 
270 
325 
360 

A 

IVa" 
IVa" 
IVs" 
IVa" 
1%" 
13/4" 
1%" 
1%" 
23/4" 
23/4" 
23/4" 
2%" 
4" 
4" 
4" 
4" 

B Each 

%" $ .75 
%" .75 
%" .75 
%" .75 

33£." 1.00 
33£." 1.00 
3J£." 1.00 
33£." 1.00 
%" 1.25 
%" 1.25 
:IA" 1.25 
%" 1.25 
,~." 2.00 

'~.' 
2.00 

'M," 2.00 
1~6" 2.00 

DIAL AND KNOB ASSEMBLY 
DIAL: Brass Chrome Silver 

Finish. 
KNOB: Molded Bakelite with 

%" Brass insert. 
Std. Pkg. 5 

wise ClockWise 

2261 2262 . 2290 
DIAL: BRASS. chrome silver, 1%" O.D. 
KNOB: Molded bakelite black (our 2250). 
DESCR.: For matching dials on instruments, re­
ceivers. amplifiers. Dial has clear black etched 
numbers. Knob tits l' 4" shaft. . . Std. Pkg. 10 
No. Type Each 

2261 10 to 0 180 Degrees $1.25 
2262 10 to 0 270 Degrees 1.25 

2263 
2264 

DIAL PLATES ONLY !l2" 1.0. 
10 to 0 180 Degrees 
10 to 0 270 Degrees 

KNOB DIAL PLATE 

.75 
.75 

DIAL: Nickel silver. 1 %" O.D. 
KNOB: Molded bakelite. 
o ESC R.: Engraved numerals, varnish coated. 10 to 
0, in 360 degrees. Knob IIts %" shaft. Std. Pkg. 10 
No. 2290 $1.25 Ea. 

No. 
2255 
2257 
2289 

2256 
2260 

METER CASES 

Molded Black. with four 
corner brass inserts for 
corner mounting 

Std. Pkg. 5 
Case Size Insert Each 

3%" x 61A," x 2" 6-32 $1.71 
5-9/32" x 6-13/16" x 2-5/16" 4-36 2.13 
7" x 8" X 2%" 6-32 4.00 
----------------------

Cover for 2255 .98 
Cover for 2257 1.70 

All Prices Subject To Trade Discount 

Callb. Calib. 
0-100 100-0 

No. No. Degrees 0.0. Ea.~ 
2960 2976 180 1%" $2.25 
2961 2977 270 1%" 2.25 
2962 2978 325 1%" 2.25 
2963 2979 360 1;&" 2.25 
2964 2980 180 1%" 2.85 
2965 2981 270 l~r 2.35 
2966 2982 325 1 " 2.85 
2967 2983 360 I%," 2.35 
2968 2984 180 2%" 5.00 
2969 2985 270 2%" 5.00 
2970 2986 325 2%," 5.00 
2971 2987 360 2%" 5.00 
2972 2988 180 4" 5.75 
2973 2989 270 4" 5.75 
2974 2990 325 4" 5.75 
2975 2991 360 4" 5.75 

~ 
VERNIER DIAL MARKERS 

MATERIAL: Brass Chrome Sil-
ver Finish. Supplied with 
hardware. Std. Pkg. 5 

No. For oDlals Dial 0.0. Each 
2944 180 1~" $.50 
2945 270 I1h" .50 
2946 325 1%" .50 
2947 360 I%," .50 
2948 180 1~" .50 
2949 270 1 " .50 
2950 325 l' .50 
2951 360 1 " .50 
2952 180 2 " .SO 
2953 270 2~" .50 
2954 325 2%" .50 
2955 360 2~" .50 
2956 180 4" .50 
2957 270 4" .50 
2958 325 4" .50 
2959 360 4" .50 

© U.C.P., Inc. 



SECTION 2100 I 
HERMAN H • SMITH INC • 

"It's Sound Planning fo Specify SMITH for ELECTRONIC COMPONENTS" 

INTERNATIONAL 
MORSE 
CODE 

COURSES 
5 RECORDS 
IN ALBUM-
78 R.P.M. 

Ten Lessons 
Up to 15 Words 

Per Minute 
The complete 
ablum includes 
5 records and 
20-page SMITH 
Instruction Book 

The very latest in scientific code-teaching techniques! 
The SMITH system uses the proven EAR & EYE 
method, with carefully graduated lessons based on 
military teach ing procedures. 
No. Description 

2400 Complete Album with Instruction Book 
2415 20-l'age Instruction Book Only 

Each 
$10.00 
. .80 

SINGLE RECORD 
33-1/3 R.P.M. 

TEN LESSONS 
UP TO 15 WORDS 

PER MINUTE 
Complete on Two Sides 

This twelve inch long play record contains all ten 
of the Code Course I,essons listed above, ftve on each 
side. 20-Page SMITH Instruction Book is Included, 
and the record is housed in attractive, sturdY jacket 
with International Morse Code table on reverse side. 
No. 2420 Each $8.00 

ADVANCED 
CODE 

COURSE 
Single Record-

131/3 R.P.M. 
TWELVE LESSONS 

16 to 25 Words 
Per Minute 

Specially prepared to 
increase skills in 
copying code at high 
speeds. 12 step-by­
step lessons are pro­
vided plus 'VecUlc 
directions with each. 

20 page Advanced Code Instruction Book Included. 
Record comes in sturdy jacket With International 
Morse Code table on reverse side. 
No. 2435 Advanced Code Course complete with 20 

page instruction Book ... _ ...... _ ........... $8.00 

BEGINNERS AND ADVANCED CODE COURSES 
IN COMBINATION PACKAGE 

Advanced Code Course l!2435 PLUS Beginners' Code 
Course l!2420 (see above) both complete with 20-
page instruction books. attractively packaged in com­
bination carton. 
No. 2436 $15.00 

CODE PRACTICE 
OSCILLATOR & 

MONITOR 
Ideal ror the beginner 
as well as the exper­
ienced overator. this 
versatile instrument can 
be used as a code prac­
tice oscillator, as a 
keying monitor to check 
ICW Signals, or as a 
monitor for phone sig­
nals. 

. Two tubes are used" in an up to date circuit that 
provides continuously variable tone and volume. 
Self-contained PM speaker affords ample volume 
for group use. with phone jack avaUable for In­
dividual headphone listening. 
The handsome Hammertone finish cabinet has ad­
ditional provision for wall mounting, an exclusive 
SMITH feature that eliminates need for valuable 
desk space. The unit is designed for use on 110 
Volts AC or DC, and is supplied complete with 
two tubes. 
No. Description Each 
2425 Kit $22.50' 
2426 Wired $30.00' 

• These Items Subject to Special Jobber Discount 

t' ~ J. i If:"; 

.f 1* .t~$!!r 
~ .;!:...-x.J?t. ~ ~~~"'" ;,0 _~y~~ 

CODE 

•
. PRACTIC 

." KEY AND 
BUZZER 
SET 

COMPACT - INGENIOUS - HANDSOME! 
Perfect for tlie beginner! High frequency buzzer has 
variable pitch adjustment. Sturdy fully adjustable 
key and terminal binding posts. all plated. Uses 
one standard fiashlight cell. All elements mounted on 
heavy molded bakelite base 6 %." x 2 %.". Supplied 
less battery. 
No. 2443 $5.50 Ea. 

BUZZER ONLY 
Complete with black bakelite cover. 

No. 2444 Each $2.00 

TELEGR~PH 

KEY 

A well-built, smooth operating key, low priced, 
Ideal for the beginner. Molded bakelite base and 
knob. Simple adjustments. All metal parts plated, 
%" silver contacts. Base size 3 'A. x 1'~." 
No. 2442 Each $2.25 

HIGH SENSITIVITY HEADPHONES 

COMPLETE 
MULTI· 

VIBRATOR 
COURSE 

"AutoTutor" Modern 
Teaching Technique, 
using new "re-in­
forced learning" prin­
ciples. Designed as 
a retresher course for 
the practicing tech­
nician or engineer: as 

a detailed exploration of Multi-vibrators. for stu­
dent electronic technician. Complete course consists 
of 4 hi-!! unbreakable 33% RPM recordings, a 56-
page Instruction book, illustrations and checksheets. 
in attractive album vackage. 
No. 2450 __ ._. __ . ___________________ . __ Suggested Resale. __ .$12.60 

Semi-Automatic 
TELEGRAPH KEY 

A well-constructed easy-operating 
automatic key at a very low price! 
Provides numerous adjustments to 
suit any operator. Well balanced, 
has large control lever, tension ad­
justments on both dot and dash 
sides, scale type weight on pendu­
lum arm. Molded bakelite weighted 
base is equipped with suction cup 
feet. A really substantial, good 
looking Key that the Hams will 

The latest in deluxe Love at First Sight I Complete with 
?:::~~es :rit~orem~~: Cord and Wedge. Dustproof cover. 
~:~~1~1ttY~;~stru~~~~~ r-_______ N_O_._2_4~4:"5--_--.:E.:a.:ch::..:$:2.:0.:;;0:.:.0 
assures fatigue-free .~. 
use. Alnico V mag-
nets, dual coU con-
struction provide ex- ~ 
cellent tonal fidelity. . 
Adjustable vinyl cov- ~ 1208 

:~e~l~:~~b:~s~s.m~~~d 0 3 

INTERLOCK 

PLUGS 

equipped with phone 1228 

No. 
2441 
2440 
2446 
2447 
2448 
2449 

Oescription 
Single 
Douhle 
Ringle 
Double 
Ringle 
Douhle 

tips. 
Ohms 
1000 
2000 
2-4 
4-8 
2000 
4000 

FOR STEREO USE 

Each 
$2.75 
4.50 
2.75 
4.50 
3.00 
5.00 

Hame as ahove, except each Phone has leads brought 
out separately. 
2477 
2478 
2479 

Double 
Double 
Double 

2000 
4-8 
4000 

5.00 
5.00 
5.50 

o RUBBER EAR CUSHIONS 
Finest Quality soft rubber ear 
cushions, fit .11 standard ear­
phones. For comfort.ble listening 
over long periods of time. 
No. 2410 Per Pair $1.50 

PLUG-IN COILS 
For Short Wave and Broadcast T Molded bakelite. black. Precision 

wound low loss forms. Four prongs. 
Equipped with special rim making 

1/ it easy t6 Insert and pull out. 1 Grooved for color coding. 
No. Description Each 

2408 No Winding $0.60 
2413 Set of 4-

9% to 217 Meters 5.00 
2414 Set of 2-

190 to 500 Meters 4.00 
2412 No Winding -

llibbed, 6·Prong 1.00 

JUNIOR CODE 
OSCILLATOR 

For Headset 0 n Iy 
A neat, compact little 
unit that provides a 
cl~an audio tone, 
Ideal for code praG­
tice. It Is equipped 
with two standard 
telephone jacks, to 
take phone Vlugs of 

both key and headset. A single 12AX7 tube is 
used in an improved circuit, designed for opera~ 
tion on 110 volts AC or DC. Available in wired 
or kit form, either type supplied with tube. 

No. 
2430 
2431 

D escri pti on 
Kit 

Wired 

Each 
$11.00' 
$14.50' 

No. 
1208 
1228 

852 

No. 
852 
856 
851 

Std. Pka. 100 
Type 

Recessed 
Flush 

Per C 
$13.00 

9.00 

~~A~:~ft:-
.i PLUG 
'i . ADAPTERS 

Streamlined bake­
lite plug adapters. 

856 851 ~dapts from Amer­
Ican to Foreign 
type. 

Female End Male End 
American Continental 
American British 

Continental Plug 

SCRATCH AWL 

GlJ 

Per C 
$40.00 

40.00 
30.00 

Rcratch awl with unbreakable amber handle. Overall 
length 5", A HmustH in a serviceman'R too] kit. 

Std. Pkg. 10 
No. 814 $0.60 Each 

MULTIPLE PHONO JACKS 

Individual vhono jacks (no interconnected grounds) 
kmounted on narrow width bakelite strip. 

No. 
1261 
1262 
1263 
1264 
1265 
1266 
1267 
1268 

No. of 
Jacks 

1 
2 
3 
4 
5 
6 
7 
8 

Dimensions 
"AU uB" 
1%" 
2" 
2%" 
3'4" 
3%" 
4%" 
5'Ao" 
5~" 

1.000 
1.625 
2.250 
2.875 
3.500 
U25 
4.750 
5.375 

Std. Pka. 50 

Per C 
$ 8.00 

14.50 
23.50 
28.50 
36.00 
42.00 
49.00 
56.00 
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I SECTION 2100 I 
HERMAN H. SMITH, INC. 

"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

t 
PHONO PLUGS 

RCA Type .Phone Plug. For use 
with record players, recording 
and reproducing equipment. etc. 
}Jxtra large hole il) cap (.175") 
for coaxial cable.. Std. Pkg. 100 
No. Type Per C 
120 I Long. Pin (1" overall) $6.00 
1202 Short Pin 

(13/16" overalll 6.00 

• 

PHONO JACKS 
Fema.le for No. 1201 plug. Single 

e " ~~oni/fg~it\;':kSt~ j~~~h m~m~~ 
'" ~ mounting centers. Std. Pkg. 100 
... ,. No. PerC 

1203 1203 $7.00 t::i'.:". ~ 1203-1 Insulating Washer 3.00 

-fJ::' Small. compact ... where space is 
~ c:> at a premium. 7/16" Mtg. Ctrs. o Std. Pka. 100 

1223 a ~~3 ~~~O~ 

I 

No. 
1215 
1216 

, 

No. 

'

Space Saver . . . Rivets and 
grounds to chassis. Mounts in 
19/64" hole. 

Std. Pkg. 50 
No. Per C 
1233 $11.00 

. PANEL MOUNT PHONO 
JACK 

Mounts in 29/64" hole (.453) with nut 
8,l1d washer. Easy installation for the 
borne Hi-Fi enthusiast. Std. Pkg. 50 
No. Per C 

1247 $35.00 

Circuit 

STEREO 
PHONO 
JACKS 

Gsed for stereo 
input, phono­
graph Input and 
amplifier con­
nections. Swit­
ches out single 
track audio for 
double track 
stereo when 
phono plug is 
inserted. 

Std. Pkg. 50 

2 ·Cond. Closed 
3-Cond. Closed 

Per C 
$35.00 

35.00 

HANDY GRIP PHONO PLUG 

Quick COllllcct: strip wire, solder Inner 
conductor to piu and either solder braid 
to lug or crimp to lug. Fits all standard 
phono jacks. Std. Pkg. 100 

No. 
1246 

Per C 
$15.00 

PHONO JACKS 
Used on recording units, phono 
plays. etc. Std. pkg. 50 

Per C 
1211-Sill!!"le Jack . ...... ......... ..... . .. $12.00 
1214-lJonLle Jack ...... . .. 16.00 
1212-Triple .Jack .. . 20.00 
1214-1-Insulating Washer for No. 1214 •• 4.00 

-'.i._;; , SHIELDED 
EXTENSION 

JACK 
Brass shell, cadmium plated, liw" long, with 
black bakelite insert. Provides insulation for solder­
coated positive grip contact. Uses No. 1201 phono 
plug. Std. Pkg. 50 
No. 1237 .......................... $40.00 Per C 

Page 756 • The MASTER - 26th Edition 

DI==~~I' 
1%00 12CO 1207 1204 1235 

Std. l'kg. 50 
No. Type 

Motorola Type PIng 
~Iotorolll Type Plug 
Antenna Connector, 

1200 
1240 
1207 

1204 

1235 

Takes 1200 PhI!!" 
Lead-in Adapter, converts 

Motorola pin pIng to Delco 
Female for #1200 plug, 

without flange 

Auto Radio 
IGNITION SUPPRESSORS 

Type 
Std. Pkg. 50 
Cat. No. 

805 "lIap-On Type SUI'I'''''""''' 
Univ. Type with Double Thrd. 
.-\lIg'le 'l'ype Huppressol' 
Distributor Screw Type 
Distributor Plug-in Type 
Douh le Screw Type 

806 
807 
808 
809 
810 

AUTO RADIO CONDENSERS 

PerC 
$17.00 

17.00 

22.00 

15.00 

12.00 

Per C 
$45.00 
45.00 
45.00 
45.00 
45.00 
45.00 

Eliminates· radio interference caused by auto elec­
trical system. Fits all cars - Proven Quality -
Guaranteed long lite. 
No. Cap. Type Each 
811 .5 MFD General,l:nlv. $1.00 
812 .25 MFD Universal .90 

~\ IHRII c WIRED FUSE 
4' "'1- RETAINER 

U:;~~ Simply cut wire, strip and 
put in line. Will accommo· 
date pither :l A.G. 20 amp. 

~ . .f or SFE 14 amp. fuse. 
i'/(", ,,,,.0" No. Each 

1304 Std. PI<g. 25 $ 0.50 
1304-0-Display of 24.... 12.00 

ANTENNA 
CONNECTOR 

For use as connection of Ullto radio s.ntpnna 
lead·in to anto radio receiver. ~I<l. Pk.". 50 
No. 1300.. . ...... $17.00 Per C 

'::: ;;::;: DRE~~~~ER 
Recommended for use in auto radio power 
supply cables. Std. Pkg. 50 . 
No. 1301 ......................... $22.00 Per C 

PARTS FOR CONNECTOR & RETAINER 
Std. Pkg. 100 

No. Type 
1305 Male Cap for #1300 & #13\)1 
1306 Female Shell for #1800 
1307 Contact for #1300 & #13(1l 
1308 Spring for #1300 & #1301 
1309 Washer for #1300 & #1301 
1310 Insulating Tuhe for #1301 
1311 Female Shell for #1301 

BATTERY PLUGS 

Per C 
$3.30 

3.85 
5.50 
1.10 

.55 
1.00 
5.50 

11'915 "'918 .917 .918 

Std. Pkg. 50 

No. Voltage 
915 Ill" "AU 

~16 7'h "AU 
917 6 "AU, 90 "B" 
918 6 "AU. 90 "B" 

--For Batteries­
Eve-

ready RCA 
No. No. 
741, VS004, 

Philco 
No. 

742 VS005 P94, P96 
743, VS007, P8Fl 

Per C 

1052P VS008 $10.00 
687 VS003 11.00 

VS044 P60A8F4 10.00 
VS046 P41AFL II.OJ 

All Prices Subject To Trade Discount 

BATTERY CONNECTORS 

W ~~~~ 
1205 1296 12·97 123.4 

No. Volts 
1205 67'h 
1206 no 
1210 671h 
1217 7'h 
1218 !) 

1219 4'h 
1234 45 
1296 
1297 

Eveready No. Std. Pkg. 
467. 455. 457 ~5 
4!)O 25 
477. 437, 479, 495 ~5 
707 2.5 
276 ~5 
243 25 
210, 246, 415. 416 25 
Female 
Male 

100 
100 

MINIATURE 
HUM BALANCING 

CONTROLS 

Per C 
$30.00 

40.00 
30.00 
30.00 
30.00 
40.00 
40.00 
7.50 
7.00 

Rheostat rated at 2 watts, grounded rotor, toler­
ance ± 20%. Screwdriver slot adjustment from 
tront or rear. Usetul tor hum balancing, centering. 
hold and locking, linearity, AGC sensitivity, etc. 

No. 
2291 
2292 
2293 
2294 
2295 
2296 
2297 
2298 
2299 

No. 
370 
371 
372 
373 
374 
375 
376 

Total 
Res. Ohms 

50 
100 
300· 
500 
700 

1000 
2000 
3000 
4000 

Std. Pkg. 25 

Per C 
S65.00 

65.00 
65.00 
65.00 
65.00 
65.00 
65.00 
65.00 
65.00 

HEX AND SPLINE KEYS 
Made at special alloy steel, tempered 
to avoid brittleness and impose maxi-" 
mum resistance to torsional strain; Ends 
ground for easy insertion. 

HEX KEYS 
No. Sere. Size 
940 No.2 
341 No.3, 4 
342 No.5, 6 
343 No.8 
344 No. 10 
345 1/4" 
346 5/16" 

SPLINE KEYS 
Screw Size 

No.4 
No.5 
No.6 
No.8 
No. 10 

""%," 
~6" 

Std. Pkg. 50 

Per C 
$13.00 

13 •. 00 
18.00 
18.00 
15.00 
15.00 
15.00 

Per C 
$ls.oO 

13.00 
13.00 
13.00 
15.00 
15.00 
15.00 

HEX AND SPLINE KEY KITS 
Attractive tearproof llnyl plas­
tic kit with Individual pockets 
tor each ot six keys in kit. 
Std. Pkg. 25. 
Kit ot 6 hex keys for screws 
from No.3 to 5/16". 
No. 855 $100.00 per C 
Kit ot 6 spline keys tor screws 
from No.5 to 5/16". 
No. 385 $100.0 per C 
Combination Kit of 3 hex and 
3 spline keys tor No. 6-8-10 
screws. 
No. 390 $100.00 per C 
Kit ot 1 hex keys for screws 
tram No. 2 to 5/16" and 4 
spline key, Nos. 4, 6, 8;· and 
10. 
No. 395 $200.00 per.C 

DISPLAY CARDS 
No. Each 
355D Display at 24 Hex Kits No. 355 $24.00 
3850 Display ot 24 Spline Kits No. 385 24.00 
390D Display of 24 Comb. Kits No. 390 24.00 
995D Display ot 20 Comb. Kits No. 395 40.00 

NYLON STRAIN RELIEF BUSHINGS 

No. Wire Size 
937 1f8-~'" 
938 SP-1 & SPT-l 
939 .235-.265 

No. 940 

One piece construction. "Eli­
minates grommets. wire knots 
and costly labor, Completely 
insulates wire from chassis 
and prevents cord pull push 

.. and twist. No. 937 ideal tor 
small mike cables: No. 938 
for line cords: No. 939 for Co­
Ax Wire. 

Std. Pkg.50 
A: Chassis Hole 
B: Diameter of head 
C: Length 
0: Chassis Thickness 
ABC D Per C 

.375 .440 .415 to $6.00 

.437 .468 .406 to 6.00 
.. 500 .560 .438 to 7.00 

© U.c.P., Inc. 
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H.ERMAN H. S.MITH~ 

"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

STEEL MACHINE SCREWS 

Round Head Cadmium Plated 
No, Per M Size No. Gross 

1000M $6.25 6.32 x l,i". 1000G $1.05 
1001M 6_75 6.32 x %" 1001G 1.15 
1002M 7.25 6.32 x %" 1002G 1.20 
1006M S.OO 8.32 x 'Ao" 1006G 1.35 
1007M S.65 8.32 x %" 1007G 1.50 
100SM 9.30 8.32 x %" 100SG 1.55 

BRASS MACHINE SCREWS 
Round Head Nickel Plated 

No. Per M Size No. Gross 
1044M $9.00 4.36 x l,i" 1044G $1.50 
1045M 10.00 4·36 x %" 1045G 1.60 
1046M 11.00 4.36 x %" 1046G 1.70 
1047M 9.00 4.40 x 'Ao" 1047G 1.50 
104SM 10.00 4·40 x %" 104SG 1.60 
1049M 11.00 4·40 x %" 1049G 1.70 
1050M 12.00 6·32 x l,i" 1050G 2.00 
1051M 13.00 6·32x%" 1051G 2.10 
1052M 13.75 6·32 x %" 1052G 2.30 
1056M 16.00 8·32 x l,i" 1056G 2.65 
1057M lS.00 8·32 x %" 1057G 3.25 
105BM 22.00 8·32 x 'h" 105BG 370 

BINDING HEAD SCREWS 
Steel Nickel Plated 

No. Per M Size No. Gross 
1425M $6.25 6-32 x 'Ao" 1425G $1.05 
1426M 6.75 6·32 x %" 1426G 1.15 
1427M 7.25 (j~32 x lh" 1427G 1.20 
142BM B.OO 8-32 x 1,4" 142SG 1.35 
1429M B.65 8·32 x %" 1429G 1.50 
1430M 9.30 8·32 x %" 1430G 1.55 

t- RACK SCREWS 
Oval Head, Steel, 

Nickel Plated 

Rpecially recomm("yule(l for mounting- panels in 
racks ano cabinf'ts. Available in gross packages 
or packed 1000 to the box. 

No. Per M Size No. Gross 
I111M $10.25 10·32 x %" I111G $1.75 
1112M 12.00 lO·32x%" 1112G 2.00 

o COUNTERSUNK 
WASHERS 

Brass, Nickel Plated 

Recommt'lldeu for lise with Rack Rcrews desig' 
nated a!lo\·e. 

No. Per M Size No. Gross 
$0.75 

.S5 
1.BO 

1115M . $4.50 6 1115G 
1116M 5.00 8 1116G 
1117M 9.00 10 1117G 

No. 
!149M 
1150M 
1151M 
1152M 

FLAT WASHERS 

Brass Nickel Plated 
Por M Size Material No. Gross 
$11.00 4x%x.037" Brass 1149G $1.75 

8.00 6x%x.012" I'hos. Br. 1150G 1.30 
8.00 8x%x.012" Phos. Br. 1151 G 1.30 

11.00 lOx%x.037" Brass 1152G 1.75 

STEEL SPADE BOLTS 

Steel, cadmium plated finish, threaded 
6·32, thread len!rth 1"/'. length overall 
%". Std. Pkg. 500 

No. 1500 $17.00 Per M 

DRILL & TAP KIT . 
for : ,: J ;1 . Ir ,. 'J' 

\ J 1 I ~ .• Hams 
( .' 

• Laboratories 

I I I • Servicemen 

Specially designed for electronic bench duty. this 
kit contains the most popular sizes of taps and 
corresponding tap and body drills for precise and 
speedy work. Drill and tap. size identifications are 
engraved on the steel cadmium plated drill stand. 
to facilitate correct replacement as needed. Con· 
tains: 4-40, 6·32, B·32, 10·32 Taps with eight 
corresponding tap and body drills. 
No. 750 Kit Each $9.00 
No. 749 Stand Only Each $1.10 

Iteplacement Drills Available. 

VOLUME CONTROL AND © TOGGLE SWITCH NUTS 
Nickel Plated 

Std. Pkg. 500 Mf&i4%iJ 
No. Type Oi mensions Per M 

1195 Vol. Cont. Brass 0/8 ~32x 1/; x;g.£ $25.00 
1199 Vol. Cont. Steel %-32x~~x:f1 20.00 
1196 Toggle Sw. Hex 15-32x ·'~l Xf\~ 30.00 
1197 Toggle Sw. Ring 15-32x 5!sx,\f 50.00 

LOCK WASHERS 

Steel, Cadmium Plated 
Internal Teeth 

No. Per M Type No. Gross 
1127M $5.00 No. 4 1127G $0.85 
112BM 5.00 No. 6 112SG .S5 
1129M 5.75 No. 8 1129G .95 
1130M 6.10 No. 10 1130G 1.00 
1132M 7.75 1", " 1132G 1.30 
1131M 13.00 %" 1131G 2.00 

Narrow Rim Control Shaft I,ockwasher 
Internal Teeth 

1145M $13.00 %" 1145G $2.00 
Narrow Rim Toggle Switch Lockwasher 

Internal Teeth 
1146M $13.00 il" 

32 1146G $2.00 

External Teeth 
No. Per M Type No. Gross 

1139M $5.00 No. 4 1139G $0.S5 
1140M 5.00 No. 6 1140G .85 
1141M 5.75 No. S 1141G .95 
1141M 6.10 No. 10 1142G 1.00 
1144M 7.75 14" 1144G 1.30 
1143M 13.00 "," ,s 1143G 2.00 

HEXAGON NUTS 

Brass Nickel Plated 
No. Per M Size No. Gross 

llBBM $10.00 4·36 x 'Ao " llBBG $1.65 
116BM 10.00 4·40x%" 1168G 1.65 
llB9M 12.90 6·32 x l,i" llB9G 2.10 
1190M 12.90 6·32 x ,50'" 1190G 2.10 
1192M 14.10 8-32 x ,5,/' 1192G 2.30 
1193M 15.00 10·32 x %.' 1193G 2.65 
1187M 30.00 Xi ·32 1187G 4.45 

Steel, Cadmium Plated 
No. Per M Size No. Gross 

. 1179M $B.75 6·3'2 x 'Ao" 1179G $1.45 
I1S0M 9.25 6-32 x 16ff" llBOG 1.55 
llBlM 9.50 8-32 x lPili" I1S1G 1.60 

Steel, Nickel Plated 
1186M 22.00 Xi ·32 1186G 3.30 

SELF TAPPING SCREWS 
CADMIUM PLATED 

Round Head-Type A-Sharp Point 
No. Per M Size No. Gross 

IBOIM $10.00 4 x % IBOIG $1.65 
IB02 M 10.00 6 x 'Ao lS02G 1.65 
IB03M 10.00 6 x % lS03G 1.65 
IB04M 13.50 6 x ';i. IB04G 2.25 
IB05M 12.50 8 x % IB05G 2.10 
IB06M 15.75 8 x l)" IB06G 2.65 

Round Head-Type Z-Blunt Point 
No. Per M Size No. Gross 

IB07M $10.00 4 x % IB07G $1.65 
IBOBM 10.00 6 x '4 IBOBG 1.65 
IB09M 10.00 6 x % IB09G 1.65 
lS10M 13.50 G x % IBI0G 2.25 
IBllM 12.50 R x % lS11G 2.10 
lS12M 15.75 R x % IB12G 2.65 
Slotted Hex Head-Type B-Blunt Point 
No. Per M Size No. Gross 

IB30 M $10.00 6 x 'Ao IB30G $1.65 
IB31M 10.00 6 x % lS31G 1.65 
lS32M 13.50 6 x % 
IB33M 12.50 8 x % 

IB32G 2.25 
IB33G 2.10 

IB34M 15.75 8 x % IB34G 2.65 

SPRING GRID CLIP 
Small and large type grid clip 
used to replace clips that have 
lost their tension due to heat caus· 
Ing poor contact. A vail.ble in bulk 
or 24. $.45. List envelopes on at· 
tractive display 4!ard. 

Std. Pkg. 100 
No. Type Type Per C 0 isplay Each 
1288 lX2-6BQ6 $8.00 12880 $10.80 
1289lB3·BBG6 8.00 12890 10.80 

© U.c.P., Inc. All Prices Subject To Trade Discount 

ANGLES 
Steel, Cadmium Plated 

JI'w-! J-rT LI-Lgth. of Leg HI-Hole Location 
i!II' Ll L2·Lgth. of Leg H2-Hole Location 
II ~2 71 T -Thickness W -Width 

Std. Pkg. 100 
J-L'2-t 'H I' 'H2' 

No. "LI" "L2" "T" HHI" 'H2' 'W' Hole Hole PerC 
1444 7,1.' 7,1.'. 032" 1~4' 1/4" 3Al" #8 ~4' $1.20 
1445 1/2" 1/2" .050" 1~2' 2%." 1/2" #4 ~ .. ' 1.50 
1446 4%,,' '~,' .030" 3%'l' 1%." ~." #6 %'.' 1.50 
1447 1%,,' 1/2" .050" 'X" '%." ~." #4 ~ .. ' 1.70 

No. 
1474 
1475 
1476 
1477 

No. 
1471 
1470 
1472 

Material 
Brass N.P. 
Brass N.P. 
Steel H.T. 
Steel H.T. 

@S1cP 
Length 

"Is" 
%" 
1" 

1C72 

BRASS AND 

STEEL ANGLES 

Std. Pkg. 100 
Size Per C 

%" x %" $3.00 
%" x "Is" 6.00 
%" x %" 2.50 
%" x Ilk" 2.50 

CABLE 
CLAMPS 

Std. Pkg. 100 
Steel Cadmium Plated 
with No. 8 Mtg. Hole. 

Width Cable Per C 
%" 'k" $1.30 
%" l,i" 1.40 
%" %" 1.50 

'--. FAHNESTOCK 

~ SPRING BATTERY 

m-~ Clips are m~d~I=~rass. nickel 
plated and are available in 
the single and double clip 
types. 

No. Type 
Sq!. Pka. 100 

Length Per C 
539 SIngle %N $ 2.00 
533 SIngle %" 2.4C 
534 Single IN 3.50 
535 Double l%N 14.00 
!:i36 Double 2,\N 16.00 

FUSE MOUNTING BASES 

~ a Black bakelite. panel 
mount type. Will accom-

00 • ~~ modate the 3 A G Auto 
",=-!!!!!!!!=!!!:-=.rr~ type cartridge fuse. 
• Std. Pkg. 25 

No. Type Per C 
530 Single $20.00 
MI D~~ ROO 
532 Clip Only 2.50 

TV SNAP.ON 

FUSE 

HOLDER 

Snap fuse clip over burned out fuse. Insert new fuse 
Std. Pkg. 50 

Each 
$0~27 

6.48 

witho'it soldering. 
No. 
529 
529D Display of 24 No. 529 

GRID CAPS 

11~~~~ 
1450 1451 1452 1453 1454 

Std. Pkg. 100 
No. Tube Type Per C 
1450 %" Glass Tubes $2.00 
1451 %" Glass Tubes 4.50 
1452 %" Glass Tubes 2.00 
1453 %" Glass Tubes 2.00 
1454 '4" Mini Tubes 2.00 L TV ANTENNA LUG 

, 0 Solderle.s Type 
A secure. swift. positive and 

\i" permanent method of connect~ 
ing TV wire to antenna. Sim M 

. e ply strip wire. ('oil around 
groove and fold over. Insures 

• . positive contact. Std. Pkg. 100 
No. Type Length Hole Per C 
1460 Double Cup 13/16" No. 10 $3.30 
1461 Double Cup 15/16" 1/4" 3.50 
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TIE DOWN TERMINAL STRIPS 

a.qtDt~. 
A C D I 

"~~*P 
F • " I 

~ ~eMe,. td~Ob 
JilL 

~ qOHqA . I.. ." 
STANDARD TYPE 

LUG: BRASS. cadmium plated, spaced %" centers. 
STRIP: XP Bakellte%" wide x .062 thick. 
MOUNT.: .140 I.D. for No.6 screw. 

MINIATURE TYPE 
LUG: BRASS, cadmium plated, spaced '4" centers. 
STRIP: XP Bakelite, 5/16" wide x .016 thick. 
MOUNT.: .096 I.D. for No.3 screw or 3/32 rivet. 

Standard Type Miniature Type 
No. Per.C Illustration No. Per C 
861 $3.50 A 1061 $ 4.00 
862 3.50 B 1062 4.50 
849 4.00 C 
863 4.00 D 1063 
864 4.00 ); 1064 
867 6.00 F 1067 
865 7.00 G 1065 
863 8.00 II 1073 
868 7.00 J 1068 
866 6.00 .T 1066 
860 8.25 K 1060 
869 8.50 J, 1069 
848 9.75 M 1078 
870 9.75 N ID70 

Standard Package 100 

5.50 
6.00 
6.50 
8.75 
8.75 
9.50 
9.00 

11.00 
10.00 
13.60 
13.50 

"QUICK-CONNECT" TERMINAL STRIPS 

!'I ~ ~ !II 
..A&.,."'~~ 
r:-t' 'e' ~ ~ 
• J 

No. Per C No. Per C No. Pei' C 
1085 5.20 1090 9.50 1095 16.50 
1086 5.50 1091 12.00 1097 15.50 
1087 5.20 1092 12.00 1098 19.50 
1088 8.00 1094 12.50 1099 19.50 
1089 8.50 1094 13.50 
No. 1576 Terminal Strip Connectors $5.50 Per C 

BRACKET TYPE TERMINAL STRIPS 

~@oo~©~ 
~ B ~ 

LUGS: BRASS. cadmium plated. spaced %" centers. 
B RAC K ETS: Brass. cadmium plated. 
STRIPS: X.P. Bakelite %" wide x .062 thick. 
MOUNT.: .140 1.0 .. for No.6 screw. Std. Pkg. 100 
No. Fig. lugs Per C 

1077 A 2 $10.60 
1079 C 3 11.00 
1080 B 3 11.00 
1081 B 4 12.00 
1082 B 5 13.00 
1083 B 6 14.00 

SCREW TYPE 
TERMINAL 

BOARD 
LUGS: • hot tinned. spaced 7116" centers, 
SCREW: Steel. cadmium plated 6·32x%. 
STRIP: X.P. Bakelite %" wide x ,062 thick. 

No. 
872 
873 
874 
875 
876 
877 
878 

Terminals 

3 
4 

6 
1 

Mounting 
Center 

1~" 13/4" 
2~6" 
25fe" 
3X." 
3)/," 

Shorting Link 

Std. Pkg. 
50 
50 
25 
25 
25 
25 
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Per C 
$10.00 

15,00 
19.00 
22,00 
28.00 
35.00 
3.00 

SOLDER TYPE LUGS-Hot Tinned 

~~r~i 
1484 1485 1486 1488 1'489 

vIZ~v~ 
1490 1491 1493 1494 "Q~ 1496 

No. 
1484 
1485·4 
1485·6 
1485·8 
1485·10 
1486·4 
1486·6 
1486·8 
1486.10 
1488·4 
1488·6 
1488·8 
1489 
1490 
1491 
1493 
1494·6 
1494·8 
1495 
1496 
1497 

Std. Pkg. 1000 
Material L. Thick. 
Ph. Br. %" .020" 
Ph, Br. 'X." .012" 
Ph. Br. 'X." .012" 
Ph. Br. 'X." .012" 
Ph. Br, U." .012" 
Ph. Br. '~." .012" 
Ph. Br. '~." .012" 
Ph. Br. '~." .012" 
Ph. Br. '~." .012" 
Ph, Br. 'X." .012" 
Ph. Br. 'X'" .012" 
Ph. Br, 'X." .012" 
Brass 9'8" .015" 
Brass %" .020" 
Copper ,~t .020" 
Brass IVa" .027" 
Brass %" .020" 
Brass 5/e" .020" 
Brass 5/s". 020" 
Brass %." ,020" 
Brass 7/8" ,017" 

Hole 
No.6 
No.4 
No.6 
No.8 
No. 10 
No.4 
No.6 
No.8 
No. 10 
No.4 
No.6 
No.8 
No.8 
No. 10 
No. 10 
V4" 

No.6 
No.8 
No.8 
V4" 
%" 

"T" TYPE TERMINAL STRIPS 

Per M 
$8.50 

9.00 
9.00 
9.00 
9.00 
9.00 
9.00 
9.00 
9.00 
7.25 
7.25 
7.25 

10.00 
11.00 
16.50 
28.00 
9.00 
9.00 

11.00. 
17.00 
40.00 

LUGS: BRASS, cadmium plated, spaced %" 
centers. 

STRIP: XP Bakelite %" wi<le x ,062 thick. 
MOUNT: .140 I,D. for No.6 screw. 

No. 
815 
816 
817 
818 
819 

TERMINAL STRIP 
ASSEMBLY 

Lugs 
I 
2 
3 
4 
5 

JJ. fi.j'jVJ\JJUJi. 
19hWo&CL1 J - - ._-=-,--.\0 

Std. Pkg. 100 
Per C 
$4.00 
5.00 
7.00 
9.00 

12.00 

I..---A DIM -I 

LUG: Brass, cadmium plated. 
BASE: Brass, cadmium plated. Mounting holes for 

No.6 screw. 
STRIP: X,P, Bakelite Std. Pkg. 100 

Dimensions 
No. Terminals "An 

3002 1.000 
3003 3 1.312 
3004 4 1.625 
3005 5 1.937 
3006 6 2,250 
3007 7 2.562 
3008 8 2,875 
3009 9 3.187 
3010 10 3,500 
3011 11 3.812 
3012 12 4.125 

t~ 
1478 1479 

TERMINAL LUGS 
& SCREWS 

Per C 
$10.00 

11.50 
13.00 
14.50 
16.00 
17.50 
19.00 
20.50 
22.00 
23.50 
25.00. 

Itecommenned for heavy duty terminal strip!L Lug~ 
are tapped with screw inserted. llrasR hot tinned. 

Std. Pkg. 100 
No. Per C 

1478 $6.60 
1~9 ~OO 

All Prices Subject To Trade Discount . 

LOCKING TYPE TERMINAL LUGS 

Y ~ ~,), 
•• " '<1'3 '4'111 ' •• e 

BRASS HOT TINNED STD. PKG. 1000 
No. L Thick Hole Per M 

1410·4 ~a" .018 No.4 15.00 
1410·6 7/8" .018 No.6 15.00 
1410·8 71s" .018 No.8 15.00 
1410·10 sUo" .018 No. 10 15.00 
1411·4 4U" .020 No.4 15.00 
1411·6 4Uo" .020 No.6 15.00 
1411·8 4Uo" .020 No.8 15.00 
1412·4 %" .018 No. 4 14.00 
1412·6 %" .018 No.6 14.00 
1412·8 %" .018 No.8 14.00 
1413·4 %" .018 No.4 15.00 
1413·6 ~{' .018 No.6 15.00 
1413·8 %" .018 NO.8 15.00 
1414·4 '~." .018 No.4 15.00 
1414·6 '~." .018 No.6 15.00 
1414·8 '~." .018 No.8 15.00 
1414·10 S~ .. ' .018 No. 10 15.00 
1415·4 4h'.c" ,018 No.4 15.00 
1415·6 4h'.c" .018 No.6 15.00 
1415·8 4'Ul' .018 No.8 15.00 
1416·4 'u." .020 No.4 15.00 
1416·6 'U." .020 No.6 15.00 
1416·8 'U." ,020 NO.8 15.00 

LOCKING TYPE TERMINAL LUGS 
Brass Electro Plated 

No. 
1465 
1466 
1467 
1468 

Hole Size Thi.k Length 
No.4 .020 47/64" 
No.6 .020 47/64" 
No.8 .020 7/8" 
'4" .020 13/16" 

CONTACT STRIPS 

Per M 
$17.00 

17,00 
17.00 
20.00 

CONTACTS: STEEl •• cadmium pIal· 
ed, spring tension spaced %" 
(·enters. 

.062 thick . 
STRIP: X,P. Bakelite %" wide x 

BRACKET: Steel cadmium plated .140 I,D. for 
No.6 screw. 

D ESCR.: Quick connect and di!ol('onnert. Rpring ten­
sion contacts for .12;) dia. ('ontart pins. Ringle hole 
mounting. Even numher ('ontaets ha\"e mtg. brarket 

,in center; odd numher ('ontacts ha\'e extra contact 
on right. Special contacts on request. 

No. Conta.ts Std. Pkg. Per C 
SII.OO 

14.00 
17.00 
20.00 
25.00 

822 2 100 
823 3 50 
824 4 2" 
~5 & • 
826 6 25 
827 Pin Only 100 

LU:,;~c.,~=-w,~c,c-.-

HEAVY DUTY 
TERMINAL· 

BOARDS 

2.00 

STRIP: X.P, Bakelite thick, num· 
bered. 

SCREW: Brass. nickel plated 8·32 x 5/16. 
Std. Pkg. 25 

No. Terminals Mtg. Center Per C 
902 2 1%" $ 84.00. 
903 3 2" 47.00. 
904 4 2%" 57.0Oc 
905 5 3" 68.00. 
906 6 3%" 77.0Oc 
907 7 4" 87.00. 
908 8 4 tAo" 98.00c 
909 fl 5" I 08~00. 
910 10 5%" 118.00. 
911 11 6" 128.00. 
912 12 6%" 138.00. 

EYELET TYPE 
SOLDER LUGS 

1480 1481 1482: 1483 

No. 
1480 
1481 
1482 
1483 

Std. Pkg. 1000 
Length Hole 
%" U. Slot 
S/s" #8 
S/s" #8 
'Mt 

Per M 
$ 5.50 

12.00 
9.00 
9.00 

© U.c.P., Inc. 
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H"'iij·iii,i.I4i. i,i,iI,i.ilii.I§§iMiMiil'i.iijiGliJ·I:'"i·'*'4·n'jn'_c,;~,,~"'~ 

~, ill iY~1 ~ [] 
Pre-Insulated 
Diamond Grip A B c o E F 

Color-coded for wlr. size. Std. n •. 100 

Wire 
Size 
22 

to 

16 

14 

to 

16 

22-16 

14-16 

22-16 

14·16 

22-16 

14-16 

18-14 

22-16 
16-14 

RING TONGU! ~A)i= ... 

AMP Stud;~ S: ~ ~ ~ 
No. No. Size .: ~ cS'=; In E L 

1550 320882 4 ~. 'M, %, 
1551 818111 6 %. 'M. %. 
1552 81886 8 %. '%. 1/4 
1553 31887 10 %. '%. 114 
1554 31894 114 '%. 1M. 'u,. 
1555 82441 4 114 'M. 'Uo 
1556 32442 6 114 'M. 'Uo 
1557 81902 8 'u, '%, %. 
1558 322288 I 0 ~6 114 
1559 31906 114 '%. M. ~. 

$15.00 
15.00 
15.00 
15.00 
11.00 
15.00 
15.00 
15.00 
15.00 
16.00 

FLANGED SPADE1tB) 
1560 32562 6 '%. ,~. '%. $15.00 
1561 32498 8 % ,~. 1/4 16.00 

1562 320861 6'%. '%. ,~ 
1563 320862 8 '%. ,~. '%, 
1564 820863 10 '%. % '%. 

SPADE TONGUEI(C) 
1565 34541 6 1/4 '1k '%. 
1566 82053 8 % 'u, '%. 
1567 32054 10 % 'u, '%. 

1568 35559 '%. 'Uo '%. 
1569 821283 '%. 'Uo '%. 
1570 32060 10 % su. M. 

HOOK TONGUE (D) 

15.00 
15.00 
15.00 

$15.00 
15.00 
15.00 

15.00 
15.00 
15.00 

1571 34318 6 %, 4Uo '%, $15.00 
1572 32456 8 'M. ,,,, '-I. 15.00 

1578 320381 6 'M. '%. %. $15.00 
1574 820306 8 ,~ '%. %. 17.00 
1575 85481 10 'M. '%. '-I. 17.00 
1576 47100 .250 Faston Receptacle{Ej 

w/lnsulatlon support S 5.50 

BUTT CONNECTOR (F) 
1548 320559 .125 I.D. __________________ . 60.00 
1549 320562 .150 I.D. ________________ .60.00 

.55 ~~N~ll 
"PLASTI-GRIP" (P.GJ ~ B ~ 0 

Insulated, strong, special plastic has high dielectric 
strength. Applied with single operation of press dies 
or hand tooII'I. High tensile strength. High conduc~ 
tlvity copper, electro~Unlled. Color coded for wire 
size. Std. Pkg. 100 

Wire 
Size 

22 

to 

16 

16 

to 

14 

22 
to 
16 
16 
to 
14 

20-16 

16-14 

RING TONGUE (A) 
AMP Stud Tong. 0'.11 Stud 

No. No. Size W. L. Cle.r_ Per C 
2750 34141 4 %. 21A. %. $11.00 
2751 
2752 

34142 6 %. 'M. %, 11.00 
34145 8 '-I. '%2 1/4 11.00 

2753 
2754 

34146 10 '-I. '%. 1/4 11.00 
34150 '14 '%, IX. 'Uo 13.00 

2755 34151 M. '%. IM.'Uo 13.00 
2756 34152 % '%. I'%. '%, 13.00 
2757 34157 4 1/4 'M. %, $11.00 
2758 
2759 
2760 
2761 
2762 

34158 6 1/4 'M. %, 11.00 
34160 8 'U, 27A. 'Uo 11.00 
34161 10 'U, '%, 'Uo 11.00 
34162 1/4 '%. 1M.'Uo 13.00 
34163 ~. '%, IX. 'U. 13.00 

2763 34164 % '%. I'%. '%. 13.00 

SPADE TONGUE (B)I 
2764 
2765 

34r53 6 'U. '%" '%. $11.00 
34155 8 % 'U. '%'. 11.00 

2766 34156 10 % 'U. '%'. 11.00 
2767 34165 6 % 'U. '%'. $ 9.50 
2768 34166 8 3/8 'U. '%'. 11.00 
2769 34167 10 % 'U. '%" 11.00 

HOOK TONGUE (C) 
2770 
2771 

34501 6 '-I. 'U. ~. $11.00 
321699 8 'u, '%. '-I. 11.00 

2772 320263 8 'U. ''', 'u,. $16.00 

BUTT CONNECTOR (D) 
2773 .34070 22-16 .140 J.D. 1 $13.50 

13.50 2774 34071 16-14.70 I.D. lUo 

HAND CRIMPING TOOL 

Ma.kes strong, solderlesB connections; cuts and strips 
wire, and has threaded bolt cutter. 
No. 1579 $12.00 Each 

The 

"SOLISTRAND" 
Non-Insulate~ 
only terminal deHigned 

A 
for 

B c 
use with solid, 

stranded or irregularly shaped wires. or combina-
tiOIlS of wires. Corrosion resistant. high strength, 
electro-tinned; versatile - widely adaptable. 

Std_ Pkg. 100 

RING TONGUE (A) 
Wire AMP Stud Tong. O'all Stud 
Size No. No. Size W. L. Clear. Per C 

2850 32989 4 %. '%. %. $ 7.00 
22 2851 34194 6 %. '%. %. 7.00 

2852 32990 8 '-I, 'M. '%. 8.00 
to 2853 33214 10 M. 'M. '-I. 8.00 

2854 33215 1/4 '%. '~. 'U. 11.00 
16 2855 33452 M. '%, ,~. 'Uo 11.00 

2856 33453 % '%. 1M. '%, 11.00 
2857 32991 4 114 ~. 'U, S 8.00 

16 2858 34197 6 114 ~. ')u 8.00 
2859 32992 8 M. '~2 114 8.00 

to 2860 320093 10 ~. 'U. 1/4 8.00 
2861 33218 1/4 '%. ,~. U. 11.00 

14 2862 33454 ~. '%, 'M. ~. 11.00 
2863 33455 % '%, 1'1. '%. II.OQ 

SPADE TONGUE<B) 
R2 2864 32897 6 ,~, % '%. $ 7.00 
to 2865 32898 8 'U. % '%. 7.00 
16 2866 32899 10 ,~. % '%. 7.00 • 

16 2867 32903 6 ~U. % '%. $ 7.00 
to 2868 32904 8 ,~. % '%. 7.00 
14 2869 32905 10 ,~ % ,~. 7.00 

BUTT CONNECTOR (C) 
2870 31818 22-16 .140I.D. 'u,. $ 8.50 
2871 31819 16-14 .170I.D. 'u,. 8.50 

ERMINAL ASSORTMENTS 
A basic· assortment ot 
the most commonlY 
used Ring Tongue and 
Spade Terminals for 
wire sizes 22 10 14. 

No. Type Quan. Each 
1577 Pre-Insulated Diamond Grip 200 $30.00 
1578 Pre-Insulated Diamond Grip 300 45.00 
1526 "PLASTI-GRIP" (P.G.) 200 26.00 
1527 "PLASTI-GRIP" (P.G.) 300 39.00 
1528 "SOLISTRAND" Non-insui 200 19.00 
1529 "SOLISTRAND" Non-lnaul 300 28.50 

C-H MINIATURE MILITARY SWITCHES CONTINENTAL-WIRT 

SLIDE SWITCHES SLIDE SWITCHES 

Extremely compact, highly reliable power or dry 
circuit switches. Usable as a pre-set switch in 
aircraft recognition systems: for walkie-talkies; 
for electronic instruments and communication 
systems. 
RATINGS:' 2 Amps. @ 28 V.D.C. 1 Amp @ 50 

V.D.C. 2 Amps @ 115 V.A.C. 
MINIMUM RATING: 30 Mlcroamps. @ 50 Milli­

volts. 
SINGLE POLE 

WEIGHT: 5.0 Grams. 
CUBIC CONTENT: .147 cubic 

panel" volume. 
HHS C-H Cireult 

inches "behind 
Std. Pk •• 10 

Eaeh 
1841 8866KI SPDT On-Off-On 
1842 8866K2 SPDT Mom_ On-Off-MoIn_ On 
1843 8866K3 SPDT On-Off-Mom. On 
1844 8866K4 SPDT On-None-On 
1845 8866K5 SPST On-Off-None 
1846 8866K6 SPST None-Off-Mom. On 
1847 8866K7 SPST On-None-Off 

DOUBLE POLE 
WEIGHT: 6.5 grams. 

$10.00 
10.15 
10.15 
10.00 
10.00 
10.15 
10.00 

CUBIC CONTENT: _230 ~ubic 
panel" volume. 

HHS C-H Clreuit 
On-Off-On 

inches «behind 
Std. Pk •• 10 

Eaeh 
1851 8867KI DPDT 
1852 8867K2 DPDT 
1853 8867K3 DPDT 
1854 8867K4 DPDT 
/855 8867K5 DPST 
1856 8867K6 DPST 
1857 8867K7 DPST 

Mom. On-Oft-Mom. On 
On-Off-Mom. On 
On-None-On 
On-Oir-None 
None-Off-Mom. On 
On-None-Off 

$12.55 
14.60 
14.60 
12.55 
12.55 
14.60 
12.55 

With Detent 
UL APPROVED 

General purpose switches, used on hi-fi equipment, 
test instruments. etc, Steel cadmium plated hous­
Ings. Black· phenolic button,. Std. Pkg. 25 

No. 
515 
516 
517 
518 
1105 
1106 
1107 
1108 

No. 
568 
569 

No. 
lOSS 
1054 

Circuit 
SPST 
SPDT 
DPST 
DPDT 
SPST 
SPDT 
DPST 
DPDT 

Ratin, @ 125 Volts 
AC Amps DC Amps 

.75 .75 

.75 .75 

.5 .5 

.5 .5 
6_0 1.0 
6.0 1.0 
6.0 1.0 
6.00 1.0 

With Spring Reiiirn 
Cireult Rating 125V ACDC 
SPST .5 Amp 
SPDT .5 A~.p 

TRIPLE THROW 
With Detent 

Circuit Rating 125V ACDC 
SI~dT .5 Amp 
DP3T .5 Amp 

Eaeh 
$.19 

.20 
• 25 
_30' 
.24 
.25 
_40 
.45 

Eaeh 
$.40 

.48 

Eaeh 
$.48 

.50 

© U.c.P., Inc. All Prices Subject To Trade Discount 

No. Cireult 

SLIDE SWITCHES 
With Detent 

CENTER OFF 

577 SI) 3-I)osition 
578 DP 3-Posltlon 

Rating 125V ACDC 
.5 Amp 
.5 Amp 

MULTI-POLE SWITCHES 
With Detent 

Eaeh 
$.48 

.50 

Unique construction, all poles are in the same plane • 
morc compact, easier wiring. Std. PkD. 25 

Rating @ 125 Volts 
No. Cireuit AC Amps DC Amps 
1109 3PDT 3,0 1.0 
1110 3PDT .5 .5 

Same as above but 1.005" wide 
Same as above but 1.005" wide 

1104 4PDT .5 .5 

Eaeh 
$.80 

.75 

1.00 

SLIDE SWITCH 
SHIELD 

For terminal protection 
or electrestatic shielding. 
Shield is made of steel. 
cadmium plated. with fibre 
insulation. 

Std. Pkg. 25 
No. 519 Eaeh $.10 
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SECTION 21PO 

~HERMAN H • SMITH , INC. 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

TOGGLE SWITCHES 
STANDARD DUTY 

AC. 'ttml~p~::.ro~~/s-;;' !ga~:,rSI:~J:~: and 
break; bakelite case. AC rated only for longer 
life and greater capacity. Std. Pka. 10 

No. 
950 
951 
952 
953 
954 
955 
956 
957 

BACK CONNECTED 
LUG TERMINALS 

No. C·H No. Typo Eaeh 
986 7501K13 SPST. $1.15 
967 7505K4 SPDT I.S5 
968 756lK4 DPST 1.80 
969 7565K5 DPDT 2.10 
970 7611K2 TPST S.65 
971 7615K2 TPDT 4.50 

BACK CONNECTED 
SCREW TERMINALS 

No. C·H No. Type E.oh 
972 7500K14 SPST $1.S5 
973 7504K4 SPDT 1.60 
974 7560K5 DPST 2.10 
975 7564K6 DPDT 2.60 
976 7610K2 . TPST 4.25 
977 7614K2 TPDT 5.40 

CENTER OFF STANDARD 
DUTY TOGGLE SWITCHES 

No. 
978 
979 
980 

No. 
981 
982 
988 

BACK CONNECTED 
LUG TERMINALS 

C·H No. Typo Each 
7503K13 SPDT ".S5 
7563K4 DPDT 2.10 
7613K2 TPDT 4.50 

8ACK CONNECTED 
SCREW TERMINALS 

C·H No. Type Eaoh 
7502K13 SPDT $1.60 
7562K4 DPDT 2.60 
7612K2 TPDT 5.40 

TOGGLE SWITCHES 
LIGHT DUTY 

AC-DC. UL Approvod; 15/32" 
shank; Quick make - Quick 

'break; 'bakellto ca... Unu.uallY 
small size for electrical ca~ 
paclty. Std. Pkg. 10 

BACK CONNECTEO LUG TERMINALS 
SMALL 8AT HANDLE %" LONG 

C·H No. 
Current Rating 
Type 125 V. 250 V Each 

8280K16 SPST 3 Amps. $1.15 
8381K8 SPST 6 Amp •. 3 Amps. 1.85 
8282K14 SPDT 3 Amps. 1 Amp. 1.45 
8284KI4 2 eire. 3 Amps. I AmP. 1.55 
8360K7 DPST 3 AmP'. 2.10 
8370K7 DPST 6 Amp •. 3 Amp •. 2.80 
8363K7 DPDT 3 Amps. 2.40 
8373K7 DPDT 6 Amps. 3 Amps. 2.60 

STANDARD BAT. HANDLE lJ16;' LONG' 

1160 
1161 
1162 
1163 
1164 
1165 
1166 
1167 

110. 
958 
959 
960 
961 
962 
963 

~nOJolK44li 
RDORK447 
RnO~K44~ 
R!JO~K44n 
fWOSK4;iO 
RDORK4:n 
S!tOST{4:'l2 
8n08K4il3 

C-H No. 
8285K8 
8396K8 
8297K8 
8372K7 
8365K7 
8375K7 

RI'RT 3 Ampfi. 
RPRT 6 AmOf!. 3 Amps. 
~1)DT :lAmp:;;. 1 Amp. 
~ ('irC', 3 Amp~. I Amp. 
llPwr 3 Amp!!. 
DPR'1' 6 Amps. 3 Amps. 
DPDT 3 Amps. 
DPIlT 6 Amps. S Amps. 

SIDE CONNECTED 

SCREW TERMINALS 

Current Rating 
Type 
SPST 
SPST 
SPDT 
DPST 
DPDT 
DPDT 

125 V. 250 V. 
3 Amps. 

6 Amps. 3 Amps. 
3 Amps. lAmp. 
6 Amps. 3 Amps. 

3 Amps. 
6 Amps. 3 Amps. 

WIRE LEADS­
SIX INCHES LONG 
Current Rating 

C-H No. Type 
8290KI6 SPST 

$1.15 
1.85 
1.45 
1.55 
2.10 
2.30 
2.40 
2.60 

Each 
$1.40 

1.60 
1.85 
2.75 
3.15 
8.85 

125 V. 

8391K8 SPST 6 Amps. 

C·H No. 250V. 
Each3 Amps. 

125 V.3 Amps. 

PUSH BUnON 
MOMENTARY SWITCHES 

Eaoh 
$1.40 

1.60 

AC-DC. UL Approved. 15/32" shank; rated 
at .,. Amp. 125 volts - '4 Amp.250 volts. 

Term. Ea. 
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CUTLER·HAMMER SWITCHES 
. TOGGLE SWITCHES 

HEAVY DUTY 

AC - DC. UL Approved; 
15/32" shank; Quick make­
Quick break: bakelite case. 
Screw Terminals. 

Std. Pka. 10 

Current Rating 
No. C- H No. Type 125 V 250· V Eaoh 

984* 7321KS SPST 12 A 6 A $2.20 
985* 7320KS DPST 12 A 6 A 2.20 
986+ 736lK5 SPST 15 A 10 A 3.85 
987+ 7360K8 DPST 15 A 10 A 8.85 
988± 7402K4 DPST 20 A 5.40 

*1 Hp - 125/250V. +1~ Hp - 125/250V. 
±1'h Hp - 125V. 2 Hp - 250V. 

FOUR POLE 
SWITCHES 

AC-DC GOVERNMENT AP­
PROVED PEB MIL-S-674S. 
15/32" shank. Rated 10 amps. 
115 volt AC-20 amps. 28 volts 
DC (Nominal rating per pole) 
SEALED LEVER Std. Pkg. 10 

No. C-H No. Type Terminals Eaoh 

t: m~~~ t:~t ~~l~:~ t~:: $7.60 
946 76BOK8 4 PST Screw Term. ::~~ 
947 7664K3 4 PDT Screw Term. 10.25 

CENTER OFF 
948 7663K5 4 PDT Solder Lugs $ 9.85 
~94",9,---,7c:6",6;::2K=5 __ --=4.:P:.:D::.T=-_",S::::cr:.:e",w-=T::::er:.:m;::.,----,-,IO.25 

PUSH BUTTON 
SWITCHES 

Push to mak_Push to break 
AC-DC. UL ApPrl>ved; 11/16" 
shank; bakelite ca.e. Pushing tho 
button once closes the contacts. 
Pushing it again opens the con­
tacts. Rated at 6 Amps. 125 Volts; 
3 Amps. 250 Volts. Std. Pkg. 10 
No. C- H No. Type Term. Eaeh 
989 7206K4 SPST Lug $1.60 
990 7208K4 SPST Screw 1.80 
991 7207K4 SPST Wire 1.80 

MIDGET 

TOGGLE 

SWITCH 

Bat lever. Molded phenolic base. '%.-32 x '%,' 
long. Slotted sleeve. nickel finish. Supplied with 
hex nut and knurled nut. Back connected silver 
plated solder contacts. Rated 1 amp. -250 volts; 
3 anips. -125 volts. Std. Pkg. 10 
No. Clrouit Eaoh 
920 SPST $1.55 
921 SPDT 1.85 
922 2 Clrc. 1.90 
923 DPST 2.25 
924 DPDT 2.60 

MIDGET 
MOMENTARY 

SWITCH 
SLOW MAKE 
AND BREAK 

Molded Phenolic Base 1~2-B2 x X6" slotted ,sleeve. 
Nickel Finish. Supplied with hex nut and knurled 
nut. Side connected sUver plated solder contacts. 
Rated at 3 amps.-120 volts A.C. Supplied less 
button; order button separately. Std. Pkg. 10 

, Normally Closod (ON) 
No. 
925 
926 

No. 
927 

Circuit 
SPST 
2 Clre. 

Normally Open (OFF) 
Circuit 

Eaoh 
$1.25 

1.35 

Eaoh 
$1.25 

All Prices Subject To Trade Discount 

"ST" SWITCHES 

16 . . II 

t 114 11 Nominal Rating 
Per. Pole: 

u~ 
4' 8 10 Amps. 115 V. AC 

5T-40 5T-50 20 Amps. 28V. DC 
Std. Pkg. 10 

ST·40 SERIES - Single Pole 
With Screw Terminals 

HHS C·H JAN Type Circuit 
1720 8801KI3 ST40A SPST On~None-Off 
1721 8813KI2 ST40B SPST On-None-Mom-Off 
1722 8811K12 ST40C SPST On-None-Mom-On 
1723 8810KI2 ST40D SPDT On-None-On 
1724 8800KI3 ST40E SPDT On-Off-On 
1725 8804K12 ST40F SPDT On-None-Mom-On 
1726 8812KI3 ST40G SPDT Mom-On-OffcMom-On 
1727 8809KI3 ST40H SPDT Off-On-Mom·On 
All ST-40 Switches have Sealed I .. ever. 

ST·42 SERIES - Single Pole 
With Solder Lugs 

HHS C-H JAN Type Circuit 
1730 8803K6 ST42A SPST On-None-Off 
1731 881!JK5 ST42B SPST On-None-Mom-Off 
1732 8817KS ST42C SPST On-None-Mom-On 
1733 8816KS ST42D SPilT On-None-On 
1734 8802K6 ST42E SPDT On·Off-On 

.1735 880SK5 ST42F 8IJDT On-None-Mom-On 
1736 8818K5 ST42G SPDT Mom-On-Off-Mom-On 
1737 8815K6 ST42H SPDT Off-On-Morn-On 

ST·50 SERIES - Double Pole 
With Screw Terminals 

HHS C·H JAN Type Circuit 
1740 8822K8 ST50K DPST* On-None-Oft' 
1741 8828K5 ST50L DPST On-None-Mom-Off 
1742 8826K5 ST50M DPST Oft'-None-Mom-On 
1743 8824K8 ST50N DPDT* On-None-On 
1744 8820KI0 ST50P DPDT* On-Off-On 
1745 8830K5 ST50R DPDT On-None-Mom-On 
1746 88341{4 ST50S DPDT* Mom-On-Oft'-Mom-On 
1747 8832K4 ST50T DPDT* On-Off-Mom-On 

• These swi tches are equipped wi th Sealed Lever. 

HHS 
1760 
1761 
1762 
1763 
1764 
1765 
1766 
1767 

HHS 
1770 
1771 
1772 
1773 
1774 
1775 
1776 
1777 

ST-52 SERIES - Double Pole 
With Solder Lugs 

C-H JAN Type Circuit 
8823K5 STS2K DPST On-None-Off 
SR29K5 ST52L DPST On-None-Mom-Off 
8827KS ST52M DPST O:IT-None-Mom-On 
8825K5 ST52N DPDT On-None-On 
8821K5 ST52P DPDT On-Off-On 
8831KS ST52R DPDT On-None-Mom-On 
8835K3 ST52S DPDT . Mom-On-Off-Mom-On 
8833K3 STS2T DPDT On-Off-Mom·On 

a 1M 4 

" fi [tIl 

"f.-ll 
lOCK NUT 

ST-45 SERIES 
Nominal Rating Per Pole: 15 Amps. 115 V. AC. 

2S Amps. 28 V. DC. 
Std. Pka. 10 

C-H JAN Type Circuit 
820lK6 ST45A SPST On-None-Orr 
82l3K6 ST45B SPST On-None-Mom-Oft' 
8211K7 ST4SC SPST Mom-On-None-Off 
8210K7 ST4SD SPDT On-None-On 
8200K7 ST4SE SPDT On-Off-On 
8215K4 ST45F SPDT On-None-Mom-On 
8212K6 ST45G SPDT Mom-On-Oft'-Mom-On 
8209K6 ST45H SPDT On-Off-Mom-On 

ST·55 SERIES 
Nominal Ratina Per Pole: 20 Amps. 115 V. AC. 

30 Amps. 28 V. D.C. 
Std. Pkg. 10 

Each 
$2.80 
3.10 
3.10 
3.40 
3.40 
3.65 
3.65 
3.65 

Each 
2.10 
2.30 
2.30 
2.45 
2.45 
2.70 
2.70 
2.70 

Each 
3.75 
4.50, 
4.50 
4.50 
4.50 
4.90 
4.90 
4.90 

Each 
2.50 
2.80 
2.80 
2.80 
2.80 
3.25 
3.25 
3.25 

Each 
3.25 
3.60 
3.60 
8.95 
8.95 
4.25 
4.25 
4.25 

All ST-55 Series Switches are equipped with Sealed Lever. 
H HS C-H JAN Typo Circuit Each 
1780 8701K14 ST5SK DPST On-None-Off 6.85 
1781 8713K14 ST55L DPST On-None-Mom-Off 7.50 
1782 871IK14 ST55M DPST Off-None-Mom'On 7.50 
1783 8710K14 ST55N DPDT On-None-On 8.20 
1784 8700KI4 ST55P DPDT On-Off-On 8.20 
1785 8715K14 ST55R DPDT On-None-Mom-On 8.90 
1786 8712K14 ST55S DPDT Mom-On-Off-Mom-On 8.90 
1787 8709K14 ST55T DPDT On-Off-Mom-On 8.90 
1788 8708K14 ST55U DPDT' On-Off-Mom-On 9.05 

* Same as ST55T except with jumper across outside term-
inals to control one circuit. 
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SECTION 2100 I 
HERMAN H. SMITH 

ARROW HART & HEGEMAN -------------------------------------------
SMALL CANOPY TYPE SWITCHES STANDARD DUTY 

MOMENTARY PUSH SWITCHES 

SWITCHES 
INTERMEDIATE SIZE 
TOGGLE SWITCHES 

Laminated type 15/32·32 slotted sleeve, nickel 
finish. Supplied with hex nut and knurled nut. 
Solder terminals. SPST rated at 3 aritlls·250 volts 
AC·DC; all other rated at 1 amll·250 volts, 3 
amps·125 volts AC·DC. Std. pkg. 10 

BAT LEVER POSITIVE ACTION 
15/92" long shaft 
No. Each 

510 SI.15 
511 1.45 
542 1.55 
512 2.10 
SIS 2.40 

CIRCUIT 
SPST 
SPDT 
2·Clrc. 
DPST 
DPDT 

18/32" long shaft 
No. Each 

584 $1.15 
585 1.45 
586 1.55 
587 2.10 
588 2.40 

BAT LEVER MOMENTARY ACTION 

15/32" long shaft 
Normally Closed (ON) Normally Open (OFF) 

1020 
1021 
1022 
1023 

SI.85 
2.15 
2.80 
S.IO 

CIRCUIT 
SPST 
SPDT 
DPST 
DPDT 

1024 $1.85 

1025 2.80 

BALL LEVER POSITIVE ACTION 
15/"32 long shaft 
500 SI.15 
502 1.45 
540 1.45 
504 2.10 
506 2.40 

CIRCUIT 
SPST 
SPDT 
2 Cire. 
DPST 
DPDT 

3/4" long shaft 
501 $1.40 
503 1.80 
541 1.80 
505 2.40 
507 2.65 

6" WIRE LEADS POSITIVE ACTION 
15/32" long shaft 

BALL LEVER 
1010 $1.40 
1011 1.95 
1012 2.15 
1013 2.75 
1014 3.95 . 

CIRCUIT 
SPST 
SPDT 
2 Circ. 
DPST 
DPDT 

BAT LEVER 
1015 $1.40 
1016 1.95 
1017 2.15 
1018 2.75 
1019 S.35 

MOMENTARY PUSH SWITCHES 

, 
'~ ~-~Ii 

;,-" 579 
Laminated type 15/32·32 x 9/16" slotted sleeve, 
nickel finish. Supplied with hex nut and knurled 
I1ut. All switches accept snap on button. SPST 
rated at 3 amps·250 volts AC,DC. All other. rated 
at 1 amp·250 volts. 3 amps·125 volts AC·DC. 
SUPPLIED LESS BUTTON: ORDER BUTTON 
SEPARATELY. 

QUICK MAKE AND BREAK' 
Normally Closed (ON) Normally Open 
No. 
552 
556 
557 
564 
559 

Each CIRCUIT No. 
$2.25 SPST 555 

2.60 SPDT 
2.55 2 Cire. 
3.10 DPST 558 
3.45 DPDT 

SLDW MAKE AND BREAK 
Rated at I amp.·125 volts AC 

(OFF) 
Each 
$2.25 

3.10 

Normally Closed (ON) Normally Open (OFF) 
CIRCUIT 

582 $1.25 SPST· 579 $1.25 
5BO 1.60 2 Cire. 

Molded phenolic base. 
15/32·32 x 1/16" long 
slotted sleeve, nickel 
1Inish. Screw term· 
Inals. Supplied with 
hex nuts. 
Two elrc. rated at 3 
amps.·250 volts, 6 
amps·125 volts. AC· 
DC. All others rated 
at 6 amps·250 volts, 
12 amps·125 volts 
AC·DC. DPST also 
rated at 1 HP at 250 
volts AC-DC. 

Normally Closed (ON) Normally Open (OFF) 
Each 

S8.30 
No. Each CIRCUIT No. 
1026 $8.80 SPST 544 
1027 8.50 SPDT 
1028 8.50 2 CIre. 
1029 8.S0 D PST 595 

STANDARD DUTY 
TOGGLE SWITCHES 
QUICK MAKE AND BREAK 

~.} I" 
1033 ~ •..• 2 -" BOG.SCREW V 4 

3.S0 

BALL LEVER CIRCUIT BAT LEVER 
1030 $2.20 SPST 597 $2.20 
1031 2.20 SPDT 598 2.20 
1032 2.20 2 Clre. 599 2.20 
1038 2.20 D PST 596 2.20 

MIDGET SIZE TOGGLE SWITCHES 

Molded phenolic base. 15/32-32 x 15/32" long slot· 
ted sleeve, nickel finish. Side connected sUver 
pJated solder contacts. Supplied with hex: nut .and 
knurled nut. SPST rated at 3 amps-250 volts; 6 
amps.-125 volts; all others rated at 1 amp-250 volts, 
6 amps.· 125 volts. 

BALL LEVER CIRCUIT 
SPST 
SPDT 

BAT LEVER 
No. 
590 
589 
594 

BALL 
526 
538 
543 

Each 
$1.30 

1.65 
1.70 

6" 
LEVER 

$1.60 
2.10 
2.35 

2 Clre. 

No. 
591 
592 
593 

Each 
$1.80 

1.65 
1.70 

WIRE LEADS 
CIRCUIT 

SPST 
SPDT 
2 Cire. 

BAT l.EVER 
527 $1.60 
528 2.10 
514 2.35 

EXTRA HEAVY DUTY 
POWER SWITCHES 

3 POSITION-POSITIVE CENTER OFF 

Slotted sleeve 3/4·32, nickel finish. Screw ter­
minals. Supplied with 2 hex nuts. Rated at 5 amps-
250 volts. 10 amp.-125 volts plus HP rating 
sbown below. Std. pkg. 5 
No. Circuit Description Each 

575 TPDT 1/2 HP 115/230 volts AC, 3 phase 12.55 
5764PDT 1/2 HP 115/230 volts AC, 2 phase 16.75 

574 DPDT 3/4 HP 250 volts AC·DS $ B.15 [ 

© U.c.P., Inc. All Prices Subject To Trade Discount 

Molded phenolic base. 
15/32-32 x 15/32" long 
.slot1ed sleevl>, nickel 
finish. Supplied with bex 
nut and knurled nut. 
Back connected sUver 
plated solder contacts. 
SPDT rated at 1 amp-
250 volts, 6 amps·125 
volts AC·DC; all others 

523 ~a~~p~:M~~:i;~c':"J~: 
BAT LEVER 

POSITIVE ACTION MOMENTARY ACTION 
No. Each CIRCUIT No. Each 
520 SI.55 SPST 524 OFF $2.20 
521 I.B5 SPDT 549 2.50 
588 1.90 2 CIre. -- - __ _ 
522 2.25 DPST 537 OFF 8.15 
523 2.60 DPDT 525 - 8.45 

ST TYPE TOGGLE SWITCHES 
---r-m- t 1-

:::-.art 
'~':'>-T'j48 

MEETS 
AN SPEC. JAN-28 

Rated at 3 amps-250 
volts, 6 amps· 125 
volts AC·DC. 

No. AWS No. CIRCUIT Position Each 
545 ST 12A SPST OFF·ON $2.05 
546 ST 12D SPDT ON-ON 2.34 
1040 ST 12V 2-Clrc. ON·OFF 2.40 
547 ST 22K DPST OFF·ON 2.95 
548 ST 22N DPDT ON·ON 3.20 

MOMENTARY NORMALLY OPEN (OFF) 
1041 ST 12C SPST OFF·ON $2.70 
1042 ST 22M DPST OFF·ON 3.55 

Rated at 3 amps·250 volts. 
6 amps-125 volts AC-DC. 
No. CIRCUIT Each 
566 SPDT $2.BO 
565 2 Clrc. 8.15 
567 DPDT 3.45 

CANOPY TYPE 
ROTARY SWITCHES 

~ JIh 
~O:--~70 

Laminated type. 11/32-32 x 15/32" sleeve, nickel 
finish. Solder lugs. Supplied with hex nut and 
dress nut. SPST rated at 3 amps-250 volts AC-DC. 
all others rated at 1 amp-250 volts. 3 amps·125 
volts. AC-DC. Key removable in OFF pOsition only 
on SPST and DPST-key removable in both posi­
tions on all others. l'A1" shaft. 

KEY TYPE 
1034 $2.20 
1085 2.50 
1036 2.55 
1037 S.15 
1088 3.45 

CIRCUIT 
SPST 
SPDT 
2 Cire. 
DPST 
DPDT 

ROTARY TYPE 
570 $1.45 
571 1.75 

572 2.40 
579 2.70 

SWITCH ACCESSORIES 

OOfiott 000 
508 509 581 1146 1170 1171 1172119611971198 

Per C 
9.00 

No. 
SOB 
509 
581 
1146 
1170 
1171 
1172 
1196 
1197 
1198 

Description 
ON-OFF name plate 
HI·LO name plate 
Snap·On Button (Red or Black) 
Narrow Rim Lockwa.her 
Key-Remove otT pOsition 
Key-Remove both pOsitions 

. Locking Ring 
Hex Nut-Brass N.P. 
Ring NOt-Brass N.P. 
Dress Nut-Brass N.P. 

9.00 
40.00 

1.80 
35.00 
35.00 
4.00 
3.00 
5.00 

30.00 
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SECTION 2100 

HERMAN H. SMITH I INC. 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS" 

"UL" LISTED 3·HOLE MOUNTED 
"TS" TOGGLE SWITCHES "TS" TOGGLE SWITCHES 

"UL" listed "Commercial" type are identical to military type except ;:N;~N~~~3~e~~~e~ndL:~f:.oved under MIL specs. "JAN" lY~:,,,~~?~ 
for bat handle finish. aright chrome ~Iated to enhance panel appear· 
ance. Also certified by the Canadian tandards AsSOCiation ~SA~ 

S • P .10 RATING: CURRENl CAPACITY (AMPS) 
LAMP INDUCllVE 

RATING uAn RATING liB" RATING lie" CON- RESISTIVE LOAD LOAD LOAD 
15Amps •• 125-250VAC 10Amps" 125-250VAC 15Amps .• 125-2SOVAC TINU- 30 125 250 115 230 30 125 30 125 

'h HP. 125 VAC '14 HP. 125 VAC '13 HP. 125 VAC OUS yde vde Yde vee vae Yde vac Ydo VIC 

1 HP. 250 VAC 'h HP 250 VAC :v. HP. 250 VAC A 55 40 .75 .5 20 7.5 7 7 20 15 -- "---- --.- -7.5 4 18 11 8 55 30 .75 .5 20 5 
HHS MICRO CIRCUIT Ratlnl Each -C--55--40--.75 -.5-25--810--7--20--[5-

1 POLE D 55 30 .75 .5 20 7 7 4 18 11 
SCREW TERMINALS 

3331 111S15-1 ON-OFF-ON A $3.35 
3332 111S15-2 ON-NONE-OFF A 2 •. 80 POLE (MIL.S.67451 
3333 111515-3 ON-NONE-ON A 3.35 

HHS MICRO uAN" No. uJAN" No. CIRCUIT Ratlnl Each 3334 111S15-6 OFF-NONE-ON(MOM) 8 3.10 
3335 11TS15-61 S~~Jo~~o~~~~~t~'OM) 8 3.10 3301 311S1-1 3022-1 5145E ON-OFF-ON A $3.1. 
3338 111515-7 8 3.85 3302 311S1-2 3022-2 S145A ON-NONE-OFF A 3.25 

QUICK CONNECT TERMINALS 3303 3lT51-3 3022-3 5T45D ON-NONE·ON A 3.85 
3304 3lT51-21 ON-OFF-NONE A 3,25 

3337 11T595-1 ON-OFF-ON A $3.25 3305 3lT51-4 3022-9 51458 ON-NONE·OFF(MOM) B 3.80 
3338 111595-2 ON-NONE·OFF A 2.70 3305 3lTSl-5· 5T45H g~F~~b~n~?~M) 8 4.25 
3339 11T595-21 ON-OFF-NONE A 2.70 3307 3lT51-6 3022-8 S145C B 3.&0 
3340 111S95-3 ON-NONE-ON A 3.25 3308 3lT51-7 3022-7 5T45G g~~~8~E%J(3~~OM) 8 4.2. 
3341 11TS95-4 g~:S?n*lJb~~M) 8 3.00 3309 3lTSl-8 3022-11 S145F B 4.2. 
3342 11TS95-5 8 3.55 3310 311S2-5 3022-6 ~SN°l-~~F~b~?~JM) B 4." 
3343 111S95·6 OFF-NONE-ON(MOM) a 3.00 3311 311S1-61 B 3.80 
3344 11TS95-61 NONE-OFF-ON(MOM) B 3.00 ·Has a jumper across the stationary contact terminals. 
3345 11T595·7 ON(MOM)-OFF-ON(MOM) B 3.55 
3348 111595-8 ON-NONE-DN(MOM) a 3.55 2 POLE IMIL.S.3950AI 

SOLDER TERMINALS HHS MICRO "MS" No. CIRCUIT Rltlnl Ead 
3347 111S115-1 ON-OFF·ON A $:i.15 3312 532T51-1 M52510J.21 ON-OFF-ON C $8.20 3348 llT5115-2 ON-NONE-OFF A 2.85 3313 5321S1-3 MS25103-23 ON-NONE-ON C 8.20 334. llTS115-3 ON-NONE-ON A 3.15 
3350 11T5115-4 ON-NONE-OFF(MOM) B 2.95 3314 532T51-21 M52510J.24 ON-OFF-NONE C ..85 

3315 532T51-5 MS25103-31 ON-OFF-ON(MOM) 0 8.'0 3351 11TS115·7 ON(MOM)-OFF·ON(MOM) B 3.45 3316 532151-7 M525103·27 ON(MOM-OFF-ON(MOM) D 8.50 

2 POLE 3317 532TSl-8 MS25103·26 ON-NONE-ON(MOM) D •• 90 
3318 532TSl-41 M525103-25 ON-OFF(MOM)-NONE D 7.50 

SCREW TERMINALS 3319 532TSl-61 M525103-28 NONE-OFF-ON(MOM) D 8.05 
3352 12T515-1 ON-OFF-ON A $4.50 
3353 121S15-2 ON-NONE-OFF A 3.75 
3354 12T515-21 ON-OFF-NONE A 3.75 
3355 12TS15-3 ON-NONE-ON A 4.50 
3358 12T515-4 ON-NONE-OFFIMOM) C 4.50 IATING: CURRRENT CAPACITY (AMPS) 
3357 12TS15-5 g~F~~b~r.b~?~6M) C 4.85 LAMP INDUCTIVE 
·3358 121515-6 C 4.50 CON- RESISTIVE LOAD LOAD LOAD 
3359 12TS15-61 NONE-OFF-ON(MOM) C 4.50 TINU- 3D 115 30 115 30 115 
3380 12T515-7 ON(MOM1-OFF-ON(MOM) C 4.85 OUS vde vae Yde vee Yde yd. 
3381 12T515-8 ON-NONE·ON(MOM) C 4.85 E 30 25 22 5 3 15 15 

QUICK CONNECT TERMINALS F 20 20---20--5---4--12--15-
3362 121595·1 ON-OFF-ON A $4.25 6 20 18 11 4 2 10 8 3363 121S95-2 ON-NONE-OFF A 3.55 
3364 12T595-21 ON-OFF·NONE A 3.55 
3385 121S95-3 ON-NONE-ON A 4.25 

3 POLE IMIL·S,3950AI 3368 12T595-4 ON·NONE-OFF(MOM) C 4.35 
3367 12TS95-5 g~F~Jb~E~&~?~6M) C 4.85 HHS MICRO tlMS" No. CIRCUIT Ratlnl Elob 3388 12T595-6 C 4.35 
3369 121S95-61 NONE-OFF·ON(MOMl C 4.35 3320 533151-1 M52510S·21 ON-OFF·ON E '$7.65 
3370 12T595-7 ON(MOM1-OFF-ON(MOM) C 4.65 3221 533T51-3 MS25105-23 ON-NONE-ON E 7.85 
3371 12TS95-8 ON-NONE-ON(MOM) C 4.85 3322 533T51-21 MS2S105-24 ON'OFF-NONE E 8.40 

SOLDER TERMINALS 4 POLE (MIL.S.67451 
1372 1215115-1 ON-OFF-ON A $4.05 

HHS MICRO uAN No. CIRCUIT Ratlnl Eleh 3373 121S115-2 ON-NONE-OFF A 3.45 
3374 12T5ll5·21 ON-OFF-NONE A 3.45 3323 34T51-1 3227-1 ON-OFF-ON F $10.25 
3375 121S115-3 ON-NONE-ON A 4.05 3324 34TSl-2 3227-2 ON-NONE-OFF F 8.20 
3378 12T5115·4 ON· MOM) C 4.20 3325 34T51-3 3227·3 ON-NONE-ON F 10.25 
3377 12TS115-5 ON M) C 4.45 3326 34151-21 3227-9 ON-OFF·NONE F 12.01 
3378 121S115-6 OM) C 4.20 3327 341S1-5 3227-5 ON-OFF·ON(MOM) G 12.35 
3379 12T5115-61 NONE·OFF-ON(MOM) C 4.20 3328 34T51-6 3227-8 OFF-NONE-ON(MOM) G 11.10 
3380 12T5115-7 ON(MOM)-OFF-ON(MOM) C 4.45 3329 34TSl-7 3227-7 ON(MOM)-OFF-ON(MOM) G 12.3S 
3381 12T5115-8 ON-NONE-ON(MOM) C 4.45 3330 34TSl-61 3227-10 NONE-OFF·ON(MOM) G 11.10 

SEALED "TS" TOGGLE SWITCHES 
RATING. CURRENT CAPACITY (AMPS) 

LAMP INDUCTiVE 
CON- RESISTIVE LOAD LOAD LOAD 
TINU- 30 125 250 125 250 30 125 30 125 
OUS . vde vde vde vae vae vde vae Yd. ne 

• 40 20 .75"---'i.5r--7.15r---F6 _.:;5_-:3r----T.15r---=;10i-
• 40 15 .75 .5 lS 6 4 2 10 7 
-C --3-0 -30--.75--.5 2~5.~~~~9':.-_--;';-7~~':;4~~~7.1"'5[;~~-,:1;i;5[;"_ 
0---30--20--.75--.S--1S- 6 5 2 10 8 

HHS MICRO CIRCUIT Ratinl Eleh 
POLE 

SCREW TYPE TERMINALS 
3201 211TS1-1 ON-OFF-ON A $5.30 
3202 2111S1-2 ON-NONE-OFF A 4.70 
3203 211151-3 ON-NONE-ON A 5.30 
3204 211TSl-21 ON-OFF-NONE A 4.30 
3208 2111S1-5 g~F~~b~~~?~6M) B US 
9207 2llTSl-6 B 5.00 
2201 211T51-7 ON(MOM)-OFF-ON(MOM) B 5.55 
320. 211T51-8 ON-NONE-ON(MOM) 8 1.55 

SOLDER TYPE TERMINALS 
3211 2111S11-1 ON-OFF·ON A $5.01 
3212 2111S11-2 ON-NONE-OFF A 4.55 
3213 211T511-3 ON-NONE-ON A 5.05 
3215 211TSl1-4 ON-NONE-OFFbMOM) B 4.85 
321. 2111S11-5 g~F~JbNOE~&~(:6M) G 5.35 
3217 211T511-6 4.85 
3218 211TSl1-7 g~~~g~l:glft~C~~OM) G 5.35 
321. 2111511-8 5.35 
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lhese switches have a panei seal in addition to all other "TS" 
features. When mounted. the seal provides a dust. liquid and moisture 
seal at the panel. 5111. PII&. 10 

HHS MICRO CIRCUIT Ratln. Elch 

2 POLE 
iCREW TYPE TERMINALS 

3221 2121S1-1 ON-OFF-ON C ,1.35 
3222 212T51-2 ON-NONE-OFF C 5.80 
3223 212TSl-3 ON-NONE-ON C 8.35 
3224 2121S1-21 ON-OFF-N C 1.80 
3225 212T51-4 ON-NONE- M) D 8.35 
3228 212T51-5 ON-OFF-O D •• 71 
3227· 212151-6 OFF-NONE ) D 8.35 
3228 212T51-7 ON(MOMtOFF-ON(MOM) D 8.75 
3229 2121S1-8 ON-NON -ON,MOM) D 1.71 

SOLDER TYPE TERMINALS 
1231 212TS11-1 ON-OFF-ON C $1.90 
1222 212T511-2 ON-NONE-DFF C 5.30 
3233 2121S11-3 ON·NONE-ON C 5.90 
3235 2121S11-4 ON·NONE-DFF(MOM) D •• 05 
3238 212T511-S g~i~~UE~~?~6M g I.H 
3237 212TSl1-6 '.05 
32as 2121S11-7 ON(MOMt.0FF-ON(~OM) D 8.25 
3239 2121S11-8 ON-NON -DN(MOM) D 8.2S 

To Trade Discount @ U.c.P .• Inc. 
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HERMAN H SMITH 

© U.C.P., Inc. 

ROCKER·ACTUA TED 
TOGGLE SWITCHES 

II!!IIII!~ 

Combines advantages of Toggle Switch circuitry and current capacity 
with pushbutton control. Snag-proof keYs prevent false actuation. 
Translucent plastic keys feature edge light indication. Lower half of 
key emits soft glow from light source in panel. Enables easy identifi-

~I~~~~ AO~ i~~~~~to~it~O~ii~~~: ~;~~~:~e~: ~:t~~; ck:ls b:'~~~~:~ :~~:~ 
the key. 

~:~~~r~~~~t~~~~~d -::t::ee~O ctv~~O:~d ~::~~d between b~:d~i~~~;g 
RATING: CURRENT CAPACITY (AMPS) 

CON- RESISTIVE LOAD 
TlNU- 30 115 250 115 
OUS yd. vde vdc vac 

A 45 20 .75 .5 15 
8 45 15 .75 .5 15 

40 20 .75 .5 15 
40 18 .75 .5 11 

.75 .5 15 

.75 .5 11 

LAMP 
LOAD 

23D 30 115 
VIC vde vac 
6 5 3 
6 4 2 
6 4 
6 5 2 
654 
642 

INDUCTIVE 
LOAD 

30 115 
vde VIC 

15 10 
10. 7 
15 15 
10 8 
12 IS 
10 8 

HHS MICRO CIRCUIT Ralln. Ea.h 

3401 
3402 
3403 
3404 
3405 
3406 
3407 
3408 
3409 
3410 
3411 
3412 
3413 

3414 
3415 
3418 
3417 
3418 
3419 
3420 
3421 
3422 
3423 
3424 
3425 
3428 

3427 
3428 
3429 
3430 
3431 
3432 
3433 
3434 
3435 
3438 
3437 
3438 
3439 

3440 
3441 
3442 
3443 
3444 
3445 
3448 
3447 
3448 
3449 
3450 
3451 
3412 

3453 
3454 
3455 
3458 
3457 
3458 
3459 
3460 
3461 
3462 
3463 
3484 
346i 

3488 
3487 
3488 
3489 
3470 
3471 
3472 
3473 
3474 
3475 
3476 
3477 
347. 

lTPI-I 
lTPI-2 
lTPI-3 
lTPI·21 
lTPI·31 
lTPI-4 
lTPI-5 
lTPI-6 
lTPI·7 
lTPl-B 
lTPI-41 
lTP1·51 
lTPJ.6I 

I POLE 
TRANSLUCENT KEY 

ON-OFF-ON 
ON·NONE·OFF 
ON·NONE·ON 
ON·OFF·NONE 
ON·ON-NONE 
ON·NONE-OFF(MOM) 

g~F?J~~E~&~?~6M 
ON(MOM.OFF-ON(M6M) 
ON·NONE·ON(MOM) 
ON·OFF(MOM)-NONE 
ON(MOM)-ON-NONE 
NONE-OFF-ON(MOM) 

TRANSPARENT KEY 
lTP4-1 ON-Off-ON 
lTP4-2 ON-NONE-OFF 
lTP4-3 ON-NONE-ON 
lTP4-21 ON-OFF·NONE 
lTP4·31 ON-ON-NONE 
lTP4·4 ON·NONE-OFF(MOM) 

m::~ g~F?JbNOE~b~?~6M) 
lTP4·7 ON(MOM)-OFF·ON(MOM) 

H~:-!I g~:~~~~g~\~N'lWE 
lTP4-51 ON(MOM)·ON·NONE 
lTP4-61 NONE-OFF-ON(MOM) --.................................... -
2TP1-l 
2TP1·2 
2TPI-3 
2TPI-21 
2TPI-31 
2TPI-4 
2TPI-5 
2TPI-6 
2TPI-7 
2TP1-S 
2TPI-41 
2TPI-51 
2TPI-61 

2 POLE 
TRANSLUCENT KEY 

ON-OFF-ON 
ON-NONE-OFF 
ON-NONE-ON 
ON-OFF-NONE 
ON-ON-NONE 
ON-NONE-OFF(MOM) 

g~?Jb~E~b~?~6M) 
ON(MOM)-OFF-ON(MOM) 
ON-N(}NE-ON(MOM) 
ON-OFF(MOM)-N(}NE 
ON(MOM)-ON-NONE 
NONE-OFF-ON(MOM) 

TRANSPARENT KEY 
2TP4·1 ON-OFF·ON 
2TP4-2 ON-NONE-OFF 
2TP4-3 ON·NONE-ON 
2TP4-21 ON·OFF·NONE 
2TP4-31 ON-ON-NONE 
2TP4-4 ON-NONE-OFF(MOM) 

n~t~ g~F?JbNOE~&~?~6M) 
2TP4-7 ON(MOM)-OFF·ON(MOM) 
2TP4-B ON-NONE-ON(MOM) 
2TP4-41 (}N-OFF(MOM)·NONE 
2TP4-51, ON(MOM)-ON-NONE 
2TP4 •• 61 __ N_0_NE_-_Of_F_-D_N..;,(M_0_M..;,) ____ _ 

4TPJ.1 
4TP1·2 
4TPI-3 
4TP1·21 
4TPI·31 
4TPI-4 
4TPI-5 
4TPJ.6 
4TP1-7 
4TPl-B 
4TPI-41 
4TPI·51 
4TPI-61 

4TP4-1 
4TP4-2 
4TP4-3 
4TP4-21 
4TP4'31 
4TP4·4 
4TP4-5 
4TP4-6 
4TP4-7 
4TP4-S 
4TP4-41 
4T~4-51 
4TP4-61 

4 POLE 
TRANSLUCENT KEY 

ON·OFF·ON 
ON·NONE-OFF 
ON-NONE-ON 
ON-OFf·NONE 
ON-ON·NONE 
ON-NONE-OFF(MOM) 

g~F?Jb~E~&~?~6M) 
ON(MOM)-OFF-ON(MOM) 
ON-NONE-ON(MOM) 
ON-OFF(MOM)-NONE 
ON(MOM)-ON-NONE 
NONE-OFF-ON(MOM) 

TRANSPARENT KEY 
ON-OFF-ON 
ON-NONE-OFF 
ON-NONE-ON 
ON·OFF-NONE 
ON-ON-NONE 
ON·NONE-OFF(MOM) 
ON-OFF-ON(MOM) 
OFF-NONE-ON(MOM) 

g~~~8~J:g~FM~~~DM) 
ON-OFF(MOM~NONE 
ON(MOM)-ON-NONE 
NONE·OFF-ON(MOM) 

A 
A 
A 
A 
A 
B 
B 
B 
B 
B 
B 
B 
B 

A 
A 
A 
A 
A 
B 
B 
B 
B 
B 
B 
B 
B 

C 
C 
C 
C 
C 
D 
D 
D 
D 
o 
D 
D 
D 

C 
C 
C 
C 
C 
o 
o 
o 
D 
D 
D 
D 
D 

E 
E 
E 
E 
E 
F 
F 
F 
F 
F 
F 
F 
F 

E 
E 
E 
E 
E 
F 
F 
F 
F 
F 
F 
F 
F 

$13.20 
13.20 
13.20 
13.65 
13.65 
13.20 
13.20 
13.20 
13.20 
13.20 
13.65 
13.65 
13.65 

$15.85 
15.85 
15.85 
16.30 

l~:~B 
15.85 
15.85 
15.85 
15.85 
18.30 
16.30 
16.30 

$15.35 
15.35 
15.35 
15.70 
15.70 
15.35 
15.35 
15.35 
15.35 
15.35 
15.70 
15.90 
15.70 

$18.00 
18.00 
18.00 
18.35 
18.35 
18.00 
18.00 
18.00 
18.00 
18.00 
18.35 
18.55 
18.35 

$18.90 
18.80 
18.90 
19.20 
20.40 
18.90 
18.90 
18.90 
18.90 
18.90 
19.20 
20.75 
18.20 

$21.55 
21.55 
21.55 
21.85 
23.05 
21.55 
21.55 
21.55 
21.55 
21.55 
21.85 
23.45 
21.'5 

BUSHING-MOUNTED 
TOGGLE SWITCHES 

Tested and apprDved under MIL-S-3950A. SilicDne sealed between 
cover and case, and between bushing and toggle lever. Integral ter· 
~in~~5Pfor~d+:J~~~~er wiring connections. Wide temper;:~~ep_~f: 

RATINC: CURRENT CAPACITY (AMPS) 
LAMP INDUCTIVE 

CON- RESISTIVE LOAD LOAD LOAD 
TlNU- 30 115 250 115 230 30 115 30 115 
OUS yde yde yde vae yae Yd. ya. yde YIC 

A ___ 45 __ 20 __ .75 __ .5 __ 15 6 5 3 15 10 
8 45 15 .75 .5 15 6 4 2 10 7 
-C--40--20--.75--.5--15--6--7--4--1~ 

ji--40--IS--.75--.5--li--6-5--2--10--S-

HHS MICRO "MS" No. CIRCUIT 

I POLE IMS 24523) 
3101 lTL1-1 MS24523-21 ON·OFF-ON 
3102 lTLl·2 MS24523-22 ON-NONE-OFF 
3103 lTLI-3 MS24523-23 ON-NONE-ON 
3104 lTLl-21 MS24523·24 ON-OFF-NONE 
3105 lTLl-31 MS24523-33 ON-ON-NONE 
3106 lTLJ.4 MS24523-29 ON-NONE-OFF(MOM) 
3107 lTLl·5 MS24523-31 ON-OFF-ON(MOM) 

~lg: ml:~ ~mm:~~ g~~~g~)~~~~~t~OM) 
3110 lTLl·8 MS24523-26 ON-NONE-ON(MOM) 
3111 lTLl·41 MS24523-25 ON-OFF(MOM)-NONE 
3112 lTL1·51 MS24523-32 ON(MOM)·ON·NONE 
3113 lTLl-61_M_S_24_5_2_3._28_N_0_N_E_-0_F_F-_ON_(;..M_0_M;..) __ 

2 POLE IMS 24524) 
3114 
3115 
3116 
3117 
3118 
3119 
3120 
3121 
3122 
3123 
3124 
3125 
3126 

2TLl-! MS24524-21 ON-OFF-ON 
2TLl-2 MS24524-22 ON-NONE-OFF 
2TLI-3 MS24524·23 ON·NONE-ON 
2TLl-21 MS24524-24 ON-OFF-NONE 
2TLI-31 MS24524-33 ON-ON-NONE 
2TLl-4 MS24524-29 ON·NONE-OFF(MOM) 

ml:~ ~~m~t~~ . g~F?J~~E~&~?~6M) 
2TLI-7 MS24524-27 ON(MOM)-OFF-ON(MOM) 
2TLl-8 MS24524-26 ON-NONE-ON(MOM) 
2TLI-41 MS24524-25 ON·OFF(MOM)-NONE 
2TLI-51 MS24524·32 ON(MOM)·ON-NONE 
2TLl-61_M_S2_4_52_4_-2_B_N_0_N_E-_0_FF_-0_N""(M_0_M,,,,) __ 

3127 4TL1-1 
3128 4TLl-2 
3129 4TLl-3 
3130 4TLI-21 
3131 4TLI-31 
3132 4TLl-4 
3133 4TLl-5 
3134 4TLJ.6 
3135 4TLl-7 
3136 4TLl-B 
3137 4TLl-41 
3138 4TLl-51 
3139 4TLI-61 

4 POLE IMS 245251 
MS24525-21 
MS24525-22 
MS24525-23 
MS24525-24 
MS24524-33 
MS24525·29 
MS24525-31 
MS24525-30 
MS24525-27 
MS24525-26 
MS24525-25 
MS24525-32 
MS24525-2S 

ON·OFF-ON 
ON-NONE·OFF 
ON-NONE-ON 
ON-OFF-NONE 
ON-ON-NONE 
ON-NONE·OFF(MOM) 
ON-OFF-ON(MOM) 

g~~~g~-~~~~~~M) 
ON-NONE-ON(MOM) 
ON-DFF(MOM)-NONE 
ON(MOM·ON-NONE 
NONE-OFF-ON(MOM) 

BUSHING.MOUNTED 
"TS" TOGGLE SWITCHES 

Rallnl Eaeh 

A $6.40 
A 8_40 
A 6.40 
A 6.80 
A '_80 
B 6.40 
B 6.40 
B 8.40 
B 8.40 
B '.40 
B 6.'0 
B '.80 
B 8.80 

C $8.50 
C •• 50 
C 8.50 
C 8.'5 
C 8.85 
o '.50 
o 8.50 
D '.50 
o '.50 
D '.50 o 8.85 
D 8.05 
D •••• 

C $11.85 
C 11.95 
C 12.05 
C 12.35 
C 13.55 
o 11.15 
o 12.05 
o 11.85 
D 12.05 
D 12.05 
D 12.35 
o 13.'5 
D 12035 

Tested and approved under MIL-S-395OA. Terminals plated to enable 
conversion for solder use by removing ~crews. Sealed toggle lever 

Sid. Pili. 10 

RATINS: CURRENT CAPACITY (AMPS) 

A 
B 
C 
D 

CON­
TINU­
OUS 
40 
40 
30 
30 

HHS MICRO 

30 
yde 
20 
15 
30 
20 

RESISTIVE LOAD 
125 250 125 250 
yde Yde vae vae 
.75 .5 15 6 
.75 .5 15 6 
.75 .5 25· 9 
.75 .5 15 6 

"MS" No. CIRCUIT 

LAMP 
LOAD 

30 125 
vdc VIC 

5 3 
4 2 
7 4. 
5 2 

I POLE IMS 35058) 
3141 511TSI-I MS35058-21 ON-OFF-ON 
3142 511TSI-2 MS3505S-22 ON-NONE-OFF 
3143 5111S1-3 MS3505S-23 ON-NONE-ON 
3144 511TS1-21 MS35058-24 ON-OFF-NONE 

~l:: mm:~ ~mg~::n g~:S~~~~M&~JM) 
~lg mm:~ ~~~~~:~~ g~~~g~M~~~N(~OM) 
3149 511 TS1-S MS3505S-26 ON-NONE-ON(MOM) 
3150 511 TSI-61 MS3505S-2S NONE-OFF-ON(MOM) 
3151 51ITS1-4~I;",.,;M;;;S,;;,35~0,;;,5S;;.-;;;;25;",.,;0,;;,N,;;,-0,;;,F;.:F(,;;,M;;;;OM;;:)..;.-N;,;.0;,;.NE;;...._ 

3152 512T51-1 
3153 512TSI-2 
3154 512TSI-3 
3155 ·512TSI-21 
3158 512TSI-4 
3157 512TSI-5 
3158 512TSI-6 
3159 512TSI-7 
3180 512TSI-S 
3161 512TSI-61 
3162 512TSI-41 

2 POLE IMS 35059) 
MS35059-21 
MS35059-22 
MS35059·23 
MS35059-24 
MS35059-29 
MS35059-31 
MS35059-30 
MS35059-27 
MS35059-26 
MS35059-2B 
MS35059-25 

ON·OFF-ON 
ON·NONE-OFF 
ON-NONE-DN 
ON-OFF·NONE 

g~~~n~rJ&~OMJ 
OFF-NONE-ON(M&M) 
ON(MOM-OFF-ON(MOM) 
ON-NONE-ON(MOM) 

S~~~~tJo'l:~~8~t 

INDUCTIVE 
LOAD 

30 125 
yde VIC 

15 10 
10 7 
15 15 
10 S 

Ratinl ElOb 

A $3.a 
A 2.80 
A 3031 
A 2.80 
B 3.10 
B 3." 
B 3.10 
B 3 •• 5 
B 3.85 
B 3.10 
B 3.10 

C $4.50 
C 3.75 
C 4.50 
C 3.75 
o 4.50 
D 4.85 
o 4.50 
o 4.85 
o 4.'5 
o 4_50 
o 4.50 
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SECTION 2100 I 
H. SMITH~ INC. 

~ Exclusive Distributors of KULKA BARRIER TERMINAL BLOCKS To Radio Parts Jobbers Only 

With Screw With With With 
With Bottom Terminal. One·Sided Two·Sided Bottom With Side And 

Solder Solder Solder Bottom Terminals Terminals 
Terminal. Terminals Terminal. 

~ ~ .... .. .. .. 
To 

To I 600.~ST.2 To I 600·XY·2 600·Z·2 Sarles 600·2 Series ' Series 
Number 

General I IMMEl 
Number 

General I Number Gonerall 
CFG I MFE I ,:=~, IMAI.SO Add Purpose CF'G I MFE 'GMF'MAI·60 Add Purpose CFG I MFE Ad.d Purpo.e 

Suffix Bakelite 'C' 'M' MOG '0" Suffix Bakelite Ie' 1M' Suffix . Bakelite 'e' 'M' MDG to' 
'B' I 'B' 

600-
Height 13s2", Width ¥a", Thickness ~ ", Terminals %" Centers, ~6r Mtg., 5·40 x ~ Screws. 

SERIES 600· Suffix I 600·%ST· 600·ST· 60D-Y· ~I 600·XY· 60D-Z· 
·1 $ .15 $ .16 

$ .80 I $. 421 
$ .50 .1 $ .19 $ .20 $ .88 . $ .45 $ .58 ·1 $ .23 $ .24 $ .46

1 

$ .53 $ .61 
·2 .24 .25 .48 .68 .82 ,2 .82 .38 .64 .76 .89 ·2 .40 .41 .80 .92 1.05 
• S .83 .36 .66 .91 1.09 .8 .44 .47 .88 1.00 1.18 ·8 .60 .68 1.20 1.82 1.50 
.4 .42 .46 .84 1.15 1.88 ·4 .57 .61 1.14 1.80 1.58 ·4 .78 .81 1.46 ' 1.62 1.85 
·5 .51 .56 1.02 1.40 1.68 • 5 .69 .74 1.88 1.58 1.86. ·5 . .93 .98 

l:ft I 
2.08 2.84 

: 8 .59 .65 

1.
18

1 
l:3~ i 1.94 ·6 .88 .89 1.66 1.86 2.18 .6 1.07 1.17 2.84 2.66 

.7 .68 .75 1.36 2.27 .7 .95 1.02 1.90 2.14 2.51 .7 1.28 1.84 2.46 2.70 1.07 
·8 .77 .85 1.54 2.11 2.58 ·8 1.08 1.16 2.16 2.42 2.84 ·8 1.40 1.52 2.80 8.16 3.58 
·9 .86 .95 1.72 2.36 2.88 ·9 1.21 1.80 2.42 2.72 3.24 ·9 1.57 1.70 3.14 3.44 3.91 
·10 .95 1.05 UI

I 
2.61 8.13 • 10 1.33 1.43 2.66 2.99 3.55 • 10 1.73 1.87 3.46 8.76 4.28 

• II 1.03 1.13 2.83 3.40 • II 1.45 1.55 2.90 3.25 3.86 · II 1.89 2.08 3.78 4.13 4.69 
• 12 1.12 1.23 2.24· 8.08 8.70 • 12 1.58 1.69 3.16 3.54 4.20 ·12 2.06 2.21 4.12 4.50 6.11 
• 18 1.21 1.33 2.42 8.82 3.98 • 13 1.71 1.83 3.42 3.82 4.54 ·18 2.23 2.39 4.46 4.86 5.52 
·14 1.81 1.44 2.62 3.60 4.32 .14 1.84 1.97 3.68 4.IS 4.90 ·14 2.40 2.57 4.80 5.05 5.77 
·15 1.40 1.54 2.80 3.85 4.62 ·15 !.96 2.10 3.92 4.41 5.18 • ~5 2.56 2.74 5.12 5.61 6.38 
·16 1.49 1.64 2.98 4.10 4.92 ·16 2.09 2.24 4.18 4.70 5.52 ·16 2.73 2.92 5.46 5.88 6.70 
·17 1.57 1.70 3.14 4.31 5.17 • 17 2.21 2.87 4.42 4.96 5.82 ·17 2.89 3.09 5.78 6.82 7.18 
·18 1.66 1.83 3.32 4.56 5.47 .18 2.34 2.51 4.68 5.25 6.16 • 18 3.06 8.27 6.12 6.69 7.60 ·19 1.75 1.93 8.50 4.81 5.77 • 19 2.46 2.64 4.92 5.52 6.48 • 19 8.22 8.44 6.44 7.04 8.00 ·20 1.84 2.08 3.68 5.06 6.07 ·20 2.60 2.78 5.20 5.82 6.88 • ~O 3.40 3.70 6.80 7.42 8.43 ·21 1.93 2.18 8.86 5.80 6.36 ·21 2.72 2.90 5.44 6.10 7.IB ·21 8.56 8.90 rl~ i 7.78 8. ·22 2.02 2.28 4.04 5.55 B.66 .22 2.86 3.07 6.14 6.40 7.51 ·22 ~.74 8.98 R.04 9.15 

84 

600A 
Height 1~2"; Width ¥a", Thickness W', Terminals %" Centers, ~," Mtg., 6·32 x ~ Screws. - 600A· 16OOA·%ST. 600A·ST· 600A·Y· I 600A-XY· 60D-A·Z· SERIES Suffix Suffix 

·1 $ .16 $ .18 $ .32 S .47 $ .56 .1 $ .20 $ .22 $ .40 I $ .50 $ .59 ·1 $ .24 $ .26 S .48 $ .54 S .68 
.25 .28 .50 .70 .91 .83 .87 .66 .83 .97 ·2 .41 .45 .82 .91 1.0 ·2 .86 .40 .72 1.00 1.20 ·2 .47 .51 .94 1.10 1.80 ·8 .68 .68 1.26 1.89 1.59 ·8 .46 .51 .92 1.26 1.51 ·3 .61 .66 1.22 1.48 1.68 .4 .81 .82 1.62 I.BO 2.05 ·4 .56 .62 1.12 1.54 1.85 .4 .74 .80 1.48 1.74 2.04 .5 .98 1.00 1.96 2.16 2.46 ·5 .65 .72 1.30 1.79 2.15 .5 .89 .96 1.78 2.05 2.40 .6 1.17 1.20 2.34 2.57 2.92 ·6 .75 .88 1.50 2.06 2.47 ·6 1.02 1.10 2.04 2.36 2.77 .7 1.34 1.38 2.68 2.94 8.15 ·7 .85 .94 1.70 2.88 2.80 .7 1.16 1.25 2.32 2.67 3.18 ·8 1.52 1.57 3.04 8.84 8.80 ·8 .95 1.05 1.80 2.60 11.12 ·8 1.30 1.40 2.60 3.00 8.52 ·9 1.70 1.76 3.40 3.67 4.19 ·9 1.05 1.16 2.10 2.88 8.46 ·9 1.48 1.54 2.86 8.30 8.87 ·10 1.87 1.94 3.74 4.11 4.68 ·10 1.13 1.25 2.26 3.12 8.74 • 10 1.55 1.67 8.10 3.58 4.20 • II 2.08 2.11 4.06 4.46 5.08 • II 1.28 1.36 2.46 8.88 4.06 • II 1.69 1.82 3.88 3.90 4.57 • 12 2.21 2.80 4.42 4.86 5.58 • 12 • 12 

• IS 1.83 1.47 2.66 3.65 4.88 .13 1.83 1.97 3.66 4.21 4.94 • 13 2.39 2.49 4.78 5.25 5.98 
·14 1.44 1.60 2.B8 3.96 4.75 .14 1.97 2.13 8.94 4.54 5:38 ·14 2.57 2.69 5.14 5.65 8.44 
·15 1.54 1.71 3.08 4.28 5.08 .15 2.10 2.27 4.20 4.85 5.69 .15 2.74 2.87 5.48 6.02 6.86 

"·16 1.64 1.82 3.28 4.51 5.41 • 16 2.24 2.42 4.48 5.17 6.07 - 16 2.92 8.08 5.84 6.42 7.82 
·17 1.73 1.91 3.46 4.74 5.69 ·17 2.87 2.55 4.74 5.46 6.40 ·17 8.09 8.23 6.18 6.79 7.73 
·18 1.88 2.02 

3.661 
5.02 6.02 ·18 2.51 2.70 5.02 5.78 6.7B • 18 3.27 3.42 6.54 7.15 8.15 

·19 1.93 2.13 3.B6 5.29 6.35 ·19 2.64 2.84 5.28 6.18 7.23 • 19 8.44 3.60 6.88 7.56 8.61 
·20 2.03 2.24 4.06 5.57 6.68 .20 2.7B 8.00 5.56 6.40 7.51 ' ·20 3.62 3.80 7.24 7.96 9.07 
·21 2.13 2.35 4.26 5.B3 7.00 ·21 2.90 8.14 5.80 6.71 7.88 ·21 3.78 3.98 7.56 8.81 9.47 
·22 2;23 2.46 4.46 6.10 7.82 .22 8.07 3.29 6.14 7.24 8.46 ·22 3.99 4.17 7.98 8.77 9.89 

5 

601· 
Height !h", Width lYa", Thickness ~,", Termmals ~," Centers, %" Mtg., 6·32 x ~ Screws. 

SERIES 601· Suffix I 60 HUT· 601-8T· 601·Y· ~I 601·XY· 601·Z· 
·1 $ .20 $ .22 $ .40 $ .55 $ .66 

·1 
$ .24 $ .26 S .48 $ .59 $ .70 ·1 $ .28. $ .80 $ .56 $ .63 $ .74 

.31 .34 .62 .85 1.02 .41 .44 .82 .95 1.12 .49 .52 .98 1.03 1.19 ·2 .42 .46 .84 1.15 1.88 ·2 .57 .61 1.14 1.30 1.53 ·2 .69 .73 1.88 1.51 1.74 ·8 .54 .59 1.08 1.48 1.78 ·8 .74 .79 1.48 1.68 1.97 ·3 .90 .95 1.80 1.98 2.27 ·4 .64 .72 1.28 1.76 2.11 ·4 .90 .98 1.80 2.02 2.87 ·4 1.10 1.18 2.20 2.42 2.77 ·5 .75 .8S 1.50 2.06 2.47 ·5 1.07 1;15 2.14 2.88 2.79 
• II 

1.81 1.39 2.62 2.84 3.25 ·6 .88 .97 1.76 2.42 2.90 ·6 1.23 1.82 2.46 2.77 8.25 ·6 1.51 1.60 8.02 3.32 8.80 ·7. ·7 ·7 
·8 .99 1.09 1.98 2.72 1.26 ·8 1.40 1.50 2.80 3.13 3.67 ·8 1.72 1.82 8.44 8.74 4.28 
·9 1.10 1.21 2.20 8.02 8.62 ·9 1.56 1.67 3.12 3.48 4.08 ·9 1.92 2.03 3.84 4.22 4.82 
·10 1.22 1.34· 2.44 3.35 4.02 ·10 1.78 1.85 3.46 3.86 4.52 ·10 2.13 2,25 4.26 4.66 5.B8 
• II 

1.88 1.46 2.66 8.65 4.38 
• II 

1.89 2.02 8.78 4.21 4.94 • II 2.38 2.46 4.66 5.06 5.79 
·12 1.44 1.58 2.88 8.96 4.75 • 12 2.06 2.20 4"12 4.58 5.37 ·12 2.54 2.68 5.08 5.50 6.29 
·18 1.56 1.72 3.12 4.29 5.15 ·13 2.22 2.88 4.44 4.95 5.80 :1:"' 2.74 2.90 5.48 6.00 6.85 
·14 1.67 1.84 3.84 4.59 5.51 ·14 2.39 2.56 4.78 5.81 6.22 2.95 3.12 5.90 6.40 7.81 
• 15 1.78 1.96 8.56 4.90 5.88 ·15 2.55 2.73 5:10 5.72 6.70 ·15 3.15 3.83 6.80 6.70 7.68 
• 16 1.90 2.09 3.80 5.22 6.26 • 16 2.72 2.91 5.42 6.09 7.18 .16 3.36 3.55 6.72 7.89 8.43 
• 17 2.01 2.21 4.02 5.52 6.62 • 17 2.88 3.08 5.76 6.45 7.55 ·17 3.56 3.76 7.12 7.84 8.94 
• 18 2.12 U3 4.24 5.88 7.00 ·18 3.15 3.26 6.10 6.80 7.96 : i: 3.77 S.98 7.54 8.25 9.41 
·19 2.24 2.46 4.48 6.16 7.89 • 19 3.21 8.43 6.42 7.19 8.41 3.97 4.19 7.94 8.73 9.99 
·20 2.85 2.59 4.70 6.46 7.75 ·20 3.38 3.62 6.76 7.54 8.82 ·20 4.18 4.42 8.36 9.19 10.48 
·21 2.47 2.72 4.94 6.79 8.15 ·21 3.55 3.80 7.10 7.92 9.28 ·21 4.88 4.64 8.76 9.68 10.98 
·22 2.59 2.85 5.18 7.12 8.54 ·22 3.72 S.98 7.44 8.30 9.72 ·22 4.58 4.86 9.16 10.07 11.49 
·28 2.71 2.98 5.42 7.45 8.94 ·23 8.89 4.16 7.78 8.88 10.17 ·23 4.78 5.08 9.56 10.51 12.00 

602· I 
Height %", Width l~,", Thickness %", Termmals ,<," Centers, W' Mtg., 8·32 x~, Screws, 

SERIES 602· Suffix I 602·%ST· 602·ST· 60H· Sufftx I 602·XY· 602·Z· 
• I 

$ .28 S .25 $ .46 $ .63 $ .76 .1 $ .80 $ .32 $ .60 $ .70 $ .82 ., $ .34 $ .36 $ .60 $ .74 $ .88 .36 .40 .72 .99 1.19 .50 .54 1.00 1.13 I.SS ·2 .58 .62 1.00 1.21 1.89 ·2 .51 .56 1.02 1.40 1.68 
.2 

.70 .75 1.40 1.59 1.87 ·3 .82 .87 1.40 1.71 1.99 • S ·8 
·4 .65 .72 I.SO 1.78 2.14 .4 .90 .97 1.80 2.03 2.88 -4 1.06 1.13 1.80 2.19 2.54 
·5 .78 .116 1.56 2.15 2.58 • II 1.11. 1.19 2.22 2.48 2.91 ·5 1.81 1.39 2.22 2.68 8.11 
·6 .92 1.01 1.84 2.58 3.04 ·6 1.81 1.40 2.62 2.92 1.42 ·6 1.55 1.64 2.62 S.14 S.64 
·7 1.07 1.18 2.14 2.94 3.53 ·7 1.52 1.6S 3.14 3.89 8.97 ·7 1.80 1.91 8.14 8.67 4.25 
·8 1.20 1.82 2.40 8.80 8.96 .8 1.72 1.84 3.44 3.82 4.48 ·8 2.04 2.16 3.44 4.14 4.80 
·9 1.84 1.47 2.68 &:68 4.42 ·9 1.93 2.06 S.86 4.27 , 6.00 ·9 2.29 2.42 3.86 4.88 5.86 
.10 1.49 1.64 2.98 4.10 4.92 • 10 2.12 2.27 4.24 4.68 5.45 ·10 2.52 2.67 4.24 5.08 5.85 
• II 

1.62 1.78 8.24 4.45 5.84 • II U8 2.49 4.66 5.16 6.05 ·11 2.77 2.93 4.66 5.60 6.49 
• 12 1.76 1.94 3.52 4.84 5.81 .12 2.53 2.71 5.06 5.61 6.57 ·12 3.01 3.19 5.06 6.09 7.05 
• 18 1.90 2.09 1.80 5.22 6.26 .13 2.74 2.93 5.48 6.06 7.10 ·13 3.26 3.45 5.48 6.52 7.56 
.14 2.04 2.24 .08 5.61 6.73 .14 2.94 8.14 .5.88 6.81 7.43 ·14 3.50 8.70 5.88 6.87 7.99 
• 15 2.18 2.40 4.86 6.00 7.20 ·15 8.15 8.47 6.80 6.97 8.17 ·15 8.75 4.07 6.S0 7.57 8.77 
• 16 2.82 2.55 4.64 6.38 7.66 ·16 3.34 3.67 6.68 7.40 8.67 ·16 3.98 4.31 6.88 8.04 9.11 
• 17 2.45 2.70 4.90 6.73 8.08 .17 3.54 3.79 7.08 7.82 9.16 ·17 4.32 4.47 7.08 8.50 9.84 
• 18 2.58 2.85 5.16 7.10 8.52 ·18 3.74 4.01 7.48 8.26 9.68 ·18 4.48 4.73 7.48" 8.98 10.40 
·19 2.76 8.00 5.52 7.59 9.11 ·19 1.99 4.23 7.98 8.82 1u.s8 ·19 4.75 4.99 7.98 9.58 11.09 
·20 2.90 S.15 5.80 7.97 9.56 ·20 4.20 4.45 8.40 9.27 10.86 ·20 5.00 5.25 8.40 10.07 11.66 
·21 8.04 S.80 6.08 8.36 10.08 ·21 4.41 4.67 8.82 9.7S 11.40 ·21 5.25 5.51 8.82 '10.57 12.24 
·22 8.19 8.45 6.88 8.77 10.52 ·22 4.62 4.88 9.24 10.20 11.95 ·22 5.50 5.76 9.24 11.08 12.83 
·2S U3 8.60 6.66 9.15 10.98 ·23 4.83 5.10 9.66 10.65 12.48 ·23 5.75 6.02 9.86 11.57 18.39 
·24 1.48 . 8.75 6.86 9.57 11.48 ·24 5.04 5.SI 10.08 II.IS 13.04 ·24 6.00 6.27 0.08 12.09 14.00 
·25 8.62 S.90 7.24 9.95 11.94 ·25 5.25 5.53 10.50 II.i8 13.57 ·25 6.25 6.54 0.50 12.60 14.59 
·26 3.76 4.05 7.52 10.34 12.41 ·26 5.46 5.75 10.92 12.04 14.10 ·26 6.50 6.77 0.92 18.10 15.16 
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SECTION 2100 I 
HERMAN H. SMITH~ 
Exclusive Distributors of KULKA BARRIER TERMINAL BLOCKS To Radio Parts Jobbers Only 

WITH SCREW 
TERMINALS 

WITH ONE·SIDED 
SOLDER TERMINALS 

To 
Series 

Number 

Add I I Suffix ~~~~~:! CFG MFE I AI·60 
Bakelite 'C' 'M' 'D' 

Height 3/4", Width 1'~,", Thickness "11,', Terminals 'y.,' Centers,%" Mtg., 10·32 x %" Screws. 

603· 603· 603·%ST· 603·ST· SERIES 
• I $ .55 $ .61 $1.10 $1.51 $1.81 $ .66 $ .72 $1.32 $1.62 $1.92 
• 2 .94 1.03 1.88 2.58 3.10 1.13 1.22 2.26 2.77 3.28 
• 8 1.32 1.45 2.64 3.63 4.36 1.60 1.73 3.20 3.91 4.63 
·4 1.71 1.88 3.42 4.70 5.64 2.07 2.24 4.14 5.06 6.00 
• 5 2.09 2.30 4.18 5.75 6.90 2.53 2.73 5.06 6.18 7.23 
• 6 2.48 2.73 4.96 6.82 8.18 3.00 3.25 6.00 7.34 8.70 
·7 2.86 3.15 5.72 7.86 9.43 3.46 3.75 6.92 8.46 10.02 
·8 3.25 8.58 6.50 .8.93 10.72 3.92 4.25 7.48 9.60 11.38 
• 9 3.63 3.99 7.26 9.99 11.99 4.40 4.77 8.80 10.75 12.74 
• 10 4.02 4.45 8.04 11.05 13.26 4.80 5.23 9.60 11:83 14.03 

Height '~6" Width 2", Thickness 112", Terminals "¥a" Centers, 3/4'" Mtg., 12·32 x 3/a" Screws. 

604· 
604· 604·%·ST· 604·ST· SERIES 

• I $ .90 $ .99 $1.80 $2.47 $2.96 $1.10 $1.19 $2.20 $2.67 $3.15 
• 2 1.65 1.82 3.30 4.53 5.44 2.00 2.17 4.00 4.92 5.82 
• S 2.40 2.64 4.80 6.60 7.92 2.90 3.14 5.80 7.10 8.42 
·4 3.15 3.46 6.30 8.66 10.39 3.80 4.11 7.60 9.31 11.03 
• 5 3.90 4.29 7.80 10.72 12.86 4.70 5.09 9.40 11.52 13.66 
• 6 4.65 5.11 9.30 12.78 15.34 5.60 6.06 11.20 13.73 16.27 
• 7 5.40 5.94 10.80 14.85 17.82 6.50 7.04 13.00 15.95 18.91 
• 8 6.15 6.76 ,12.30 16.91 20.29 7.40 8.01 14.80 18.16 21.54 

Height 1Va", Width 2112", Thickness %", Terminals 1Va" Centers, 7/a" Mtg. V4·28 x V2" Screws 
605 . 

605· 605·%·ST· 605·ST· SERIES 
• I $1.25 $1.38 $2.50 $3.43 $4.12 $1.45 $1.58 $2.90 $3.63 $4.3' 
·2 2.40 2.64 4.80 6.60 7.92 2.80 3.04 5.60 7.00 • 8.3 
• 3 3.50 3.85 7.00 9.62 11.54 4.20 4.55 8.40 10.32 12.2 
·4 4.70 5.17 9.40 12.92 15.50 5.60 6.07 11.20 13.82 16.4 
• 5 5.80 6.38 11.60 15.95 19.14 7.00 7.50 14.00 17.15 20.3 
• 6 7.00 7.70 14.00 19.25 23.10 8.30 9.00 16.60 20.55 24.3 

599 SERIES NARROW WIDTH TERMINAL BLOCK I I I 
Single Screw Terminal. Height '%2", Width y,,", Thickness 1/4", Terminals 3/a" Centers .156 

dia mtg. holes: 5·40 x %" brass nickel plated screws. ~ 599 % ST 'z . . . 
To 599.~ ! . . -

Series - MME 
Number 'GMF' 

411 SERIES 
MINIATURE 
TERMINAL BLOCK --Singl. Screw Terminal. 
Height 5/16" Width 13/32". 
Thickness 7 /32", Terminals . 
. 250 Centers. .125 mtg. 
holes; 2·56 x 3/16" binding 
head brass nickel plated 
screws. 

Cat. 
No. 

411·1 
411·2 
411·3 
411·4 
411·5 
411·6 
411·7 
411·8 
411·9 
411·10 
411·11 
411·12 
411·13 
411·14 
411·15 
411·16 
411·17 
411·18 
411·19 
411·20 
411·21 
411·22 

Gen. ~ 
Pur. MME 
~~ 
CFG'C' MDG'B' 

.23 . 46 

.32 .69 

. 41 .93 

.50 1.17 

.59 1.31 

.68 1.65 

.77 1.85 

.87 2.10 

.97 2.25 
1.07 2.40 
1.17 2.55 
1.27 2.60 
1.37 2.75 
1.47 2.90 
1.57 3.05 
1.67 3.20 
1.77 3.35 
1.87 3.50 
1.97 3.65 
2.07 3.80 
2.17 3.95 
2.27 4.10 

609 SERIES 
NARROW WIDTH 
TERMINAL BLOCK 
Single Screw Terminal. 
Height lIz"-, Width %", 
Thickness 9/32", Terminals 
%" Centers •. 156 dia. mtg. 
holes; 4·40 x 5/16" Pan· 
head. phillips type sems 
brass nickel plated screws. 

Gen. MFE'M' 
Pur. """"iiiME 

Cat. 
No . 

Bake . "G"M"F 
~MDG'B' 

609·1 .20 .50 

609·2 .30 .75 
609·3 .42 1.02 
609·4 .54 1.29 
609·5 .66 1.56 
609·6 .78 1.8S 
609·7 .90 2.00 
609·8 1.02 2.30 
609·9 1.14 2.60 
609·10 1.26 2.90 
609·11 1.38 3.20 
609·12 1.50 3.50 
609·13 1.62 3.80 

409 SERIES SUBMINIATURE TERMINAL BLOCK 
Single Screw Terminal. Height .260. Width .312. Thickness 
"11," Terminals .187 Centers . . Oa3 dia. mtg. holes; 0.80 x 1/a" 
brass silver plated or gold flash screws. 

~I~~ _~ __ ..... _I_I __ 3;"~ ST~ 
To MME IMFE 

Series General ~ General 'M' 
Numher Purpose M F E Purpose T"MiiIE" 

Add Bakelite 'GMF' Bakelit.I,GM·F' 
o Suffix ~I\IDG --cFG1 MDG MAI·60 

~C' 'B' MAI.60 Ie' . '8' '0' 

I MM~ I General I ~I General I Add Purpose I CFG MFE I MOG MAI·GO Purpose CFG I M F E '""M"i)G"" MAI-fi 
Suffix Bakelite 'C' 'M' 'B' '0' Bakelite 'C' 1M' '8' tD' 

• I $ .15 $ .16 $ .30 $ .42 $ .50 $ .• 19 $ .20 $ .38 $ .45 $ .53 
·2 .24 .25 .50 .69 .82 .32 .33 .64 .76 .89 
·3 .33 .36 .66 .91 1.09 .44 .47 .88 1.00 1.18 
·4 .42 .46 .84 1.15 1.38 .57 .61 1.14 1.30 1.53 
·5 .51 .56 1.02 1.40 1.68 .69 .74 1.38 1.58 1.85 
·6 .59 .65 1.18 1.62 1.94 .83 .89 1.66 1.86 2.18 
• 7 .68 .75 1.36 1.89 2.27 .95 1.02 1.90 2.14 2.51 
·8 .77 .85 1.54 2. " 2.53 1.08 1.16 2.16 2.42 2.84 
·9 .86 .95 1.72 2.36 2.83 1.21 1.30 2.42 2.72 3.19 

• 10 .95 1.05 1.90 2.61 3.13 1.33 1.43 2.66 2.99 3.51 

· " 1.03 1.13 2.06 2.83 3.40 1.45 1.55 2.90 3.25 3.81 
• 12 1.12 1.23 2.24 3.08 3.70 1.58 1.69 3.16 3.54 4.15 
• 13 1.21 1.33 2.42 3.32 3.98 1.71 1.83 3.42 3.82 4.48 
• 14 1.31 1.44 2.62 3.60 4.32 1.84 1.97 3.68 4.13 4.85 
• 15 1.40 1.54 2.80 3.85 4.62 1.96 2.10 3.92 4.41 5.18 
• 16 1.49 1.64 2.98 4.10 4.92 2.09 2.24 4.18 4.70 5.52 
• 17 1.57 1.73 3.14 4.31 5.17 2.21 2.37 4.42 4:96 5.82 
• 18 1.66 1.83 3.32 4.56 5.47 2.34 2.51 4.68 5.25 6.16 
• 19 1.75 1.93 3.50 4.81 5.77 2.46 2.64 4.92 5.52 6.48 
• 20 1.84 2.03 3.68 5.06 6.07 2.60 2.78 5.20 5.82 6.83 
• 21 1.93 2.13 3.86 5.30 6.36 2.72 2.90 5.44 6.10 7.16 
• 22 2.02 2.23 4.04 5.55 6.66 2.86 3.07 6.14 6.40 7.51 

699 SERIES NARROW WIDTH TERMINAL BLOCK I I 
Si~gle Screw Terminal. Height 112", Width %", Thickness ~.", Terminals "11,' Centers •. 175 
Dla. Mtg. Holes 6·32 x V4" Brass Nickel Plated Screws. ~ 699 31. ST.Z 

se~fes 699· ~ ~ ,.14., 

NA~:er ~~~~ I CFG I MFE I ii MAI-60 ~~~~~ I CFG I MFE ,~, MAI-fiC 
Suffix Bakelite 'C' 'M' 'B' '0' Bakelite 'C' 'M' 'B' 'D' 

• I $ .20 $ .22 $ .40 $ .55 $ .66 
• 2 .31 .34 .62 .85 1.02 
.3 .42 .46 .84 1.15 1.38 
• 4 .54 .59 1.08 1.48 1.78 
·5 .64.72 1.28 1.76 2.11 
• 6 .75 .83 1.50 2.06. 2.47 
• 7 .88 .97 1.76 2.42 2.90 
• 8 .99 1.09 1.98 2.72 3.26 
·9 1.10 1.21 2.20 3.02 3.62 

• 10 1.22 1.34 2.44 3.35 4.02 
• II 1.33 1.46 2.66 3.65 4.38 
• 12 1.44 1.58 2.88 3.96 4.75 
• IS 1.56 1.72 8.12 4.29 5.15 
• 14 1.67 1.84 3.34 4.59 5.51 
• 15 1.78 1.96 3.56 4.90 5.88 
• 16 1.90 2.09 3.80 5.22 6.26 
• 17 2.01 2.21 4.02 5.52 6.62 
• 18 2.12 2.33 4.24 5.83 7.00 
• 19 2.24 2.46 4.48 6.16 7.39 
• 20 2.35 2.59 4.70 6.46 7.75 
·"21 2.47 2.72 4.94 6.79 8.15 
·22 2.59 2.85 5.18 7.12 8.54 
• 23 2.71 2.98 5.42 7.45 8.94 

$ .24 $ .26 $ .48 $ .59 $ .69 
.41 .44 .82 .95 I. " .57 .61 1.14 1.30 1.52 
.74 .79 1.48 1.68 1.96 
.90 .98 1.80 2.02 2.36 

1.07 1.15 2.14 2.38 2.78 
1.23 1.32 2.46 2.77 3.25 
1.40 1.50 2.80 3.13 3.67 
1.56 1.67 3.12 3.48 4.08 
1.73 1.85 3.46 3.86 4.53 
1.89 2.02 3.78 4.21 4.93 
2.06 2.20 4.12 4.58 5.36 
2.22 2.38 4.44 4.95 5.79 
2.39 2.56 4.78 5.81 6.22 
2.55 2.73 5.10 5.72 6.70 
2 . .72 2.91 5.42 6.09 7.13 
2.88 3.08 5.76 6.45 7.55 
3.05 3.26 6.10 6.80 7.96 
3.21 3.43 6.42 7.19 8.41 
3.38 3.62 6.76 7.54 8.82 
3.55 3.80 7.10 7.92 9.27 
3.72 3.98 7.44 8.30 193~ 3.89 4.16 7.18 8.68 

© U.c.P., Inc. All Prices Subject To Trade Discount 

409· 409·%ST· 409·ST· 
• I $ .40 $ .80 $ .90 $ .47 $ .87 $.97 
·2 .60 1.10 1.20 .74 1.24 1.34 
• S .80 1.40 1.50 .99 1.59 1.69 
·4 1.00 1.70 1.80 1.25 1.95 2.05 
·5 1.20 2.00 2.10 1.53 2.33 2.43 
·6 1.40 2.30 2.40 1.79 2.69 2.79 
·7 1.60 2.60 2.70 2.05 3.05 3.15 
·8 1.80 2.90 3.00 2.32 3.42 3.52 
·9 2.00 3.20 3.30 2.59 3.79 3.89 
• 10 2.20 3.50 3.70 2.83 4.13 4:33 

· " 2.40 3.80 4.00 3. " 4.51 4.71 
• 12 2.60 4.10 4.30 3.33 4.88 5.08 
• IS 2.80 4.40 4.60 3.64 5.24 5.44 
• 14 3.00 4.70 4.90 3.90 5.60 5.80 
• 15 3.20 5.00 5.20 4.17 5.97 6.17 
• 16 3.40 5.30 5.50 4.42 6.32 6.52 
• 17 3.60 5.60 5.80 4.69 6.69 6.89 
• 18 3.80 5.90 6.10 4.96 7.06 7.26 
• 19 4.00 6.20 6.40 5.23 7.53 7.73 
·20 4.20 6.50 6.70 6.50 7.80 8.00 
·21 4.40 6.80 7.00 5.77 8.17 8.37 

410 SIRlES MINIATURE TERMINAL BLOCK 
Double Screw Terminals. Height ~.". Width 51 a". Thickness 
J{J2n, Terminals 1/411 Centers, .125 dia. mtg. holes; 2-56 x'M6" 
binding head brass nickel plated screws. 

To 
Series _ 

Number 
Add 

Suffix 

410· 
• I $ .40 $ .80 
.2 .56 1.08 
·8 .72 1.34 
.4 .88 1.60 
• 5 1.04 1.86 
• 6 1.20 2.12 
.7 1.36 2.38 
• 8 1.52 2.64 
• 9 1.68 2.90 

• 10 1.84 3.16 
• II 2.00 3.42 
• 12 2.16 8.68 
• 13 2.32 3.94 
• 14 2.48 4.20 
• 15 2.64 4.46 
• 16 2.80 4.72 
• 17 2.96 4.98 
• 18 3.12 5.24 
• 19 3.28 5.50 
• 20 3.44 5.76 
• 21 3.60 6.02 
• 22 3.76 6.28 

• 410·%ST 410·ST·Y 
$ .96 $ .44 $ .84 $1.00 

1.30 .63 I. 15 1.37 
1.61 .83 1.45 1.72 
1.92 1.03 1.75 2.07 
2.23 1.22 2.04 2.41 
2.54 1.44 2.36 2.78 
2.86 1.63 2.65 3.43 
3.17 1.83 2.95 3.48 
3.48 2.03 S.25 3.83 
3.79 2.22 3.54 4.17 
4.10 2.42 3.84 4.52 
4.42 2.62 4.14 4.88 
4.73 2.82 4.44 5.23 
5.04 3.01 4.73 5.57 
5.35 3.20 5.02 5.91 
5.66 3.40 5.82 6.26 
5.98 3.60 5.62 6.62 
6.29 3.80 5.92 6.97 
6.60 4.00 6.22 7.32 
6.91 4.20 6.52 7.67 
7.22 4.40 6.82 8.02 
7.54 4.60 7.12 8.38 
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FLAT STYLE 

For faster, better wiring 
of multiple connections to 
terminal blocks. Lugs are 
double eyeleUed to pre· 
vent shift. Upturned ends 
of lugs acts as extra lock. 
Made lif laminated black 
XP Phenolic (also supplied 
in XXXP natural Phenolic 
and GMG Glass Cloth Mel· 
amine resin per MIL·P· 
150378). 

Supplied In two styles, 
flat or angle-each style 
either right hand or left 
hand mounting. 

ANGLE STYLE 

650 
SERIES 
Left Clamp 
Catalog No. 
650·L·2 
650·L·3 
650·L·4 
650·L·5 
650·L·6 
650·L·7 
650·L·8 
650·L·9 
650·L·10 
650·L·11 
650·L·12 
650·L·IS 
650·L·14 
650·L·15 
650·L·16 
650·L·17 
650·L·IS 
650·L·19 
650·L·20 
650·L·21 
650·L·22 

650·AL·2 
650·AL·3 
650·Al·4 
650·AL·5 
650·AL·6 
650·AL·7 
650·AL·8 
650·AL·9 
650·AL·I0 
650·AL·11 
650·AL·12 
65g.AL.13 
65 ·AL·14 
650·AL·15 
650·AL·16 
65g.AL.17 
65 .AL·18 
650·AL·19 
650·Al·20 
650·AL·21 
650·AL·22 

SECTION 2100 

~.::.~~:Cti~~r':;l~~ fO~IO~~~· 651 Connecting strip for 601 652 Connecting strip for 602 

Strips are 3/32" thick. SERIES ~~~\~Ss a~';,'m~/:~" ~~~~t SERIES ~~~~~s a~rm:mi" ~~~t 
'lh" wide, %" centers. %" wide, 7/16" centers. %" wide, 9/16" centers. 

Right Clamp Number oflirice Left Clamp Right Clamp· Number of Price Left Clamp Right Clamp Numbero'-Pri.e 
Catalog No. Terminals Each ~C:;:a'Fta:;.lo",g~N",o.c...!C",a;;;ta;oIO",g~Ni"0.,---,-T::.:er..::m",i.:::na:::l::..s-..:;E",aC;-:;h Catalog No. Catalog No. Terminals Each 

650·R·2 2 S.IS 651·L·2 651·R·2 2. $.14 652·L·2 652·R·2 2 $.17 
650·R·3 3 .20 651·L·S S51·R·3 3 .21 652·L·3 652·R·3 3 .23 
650·R·4 4 .25 651·L·4 651·l{·4 4 .26 652·L·4 652·R·4 4 .29 
650·R·5 5 .32 651·L·5 651·R·5 5 .33 652·L·5 652·R·5 5 .85 
650·R·6 6 .S9 651·L·6 651·R·6 6 .40 652.L·6 652·R·6 6 .43 
650·R·7 7 .45 651·L·7 651·R·7 7 .46 652·L·7 652·R·7 7 .4S 
650·R·8 8 .51 651·L·S 651~l{·8 8 .52 652·L·S 652·R·8 8 .55 
650·R·9 9 .57 651·L.9 651·R·9 9 .58 652·L·9 652·R·9 9 .61 
650·l{·10 10 .64 651·L'10 651·R·10 10 .65 652-L·10 652·l{·10 10 .68 
650·R·ll 11 ·.70 651·L·II 65t·l{·1l 11 .72 652·L·II 652·l{·1l 11 .74 
650·l{·12 12 .76 651·L·12 651·l{·12 12 77 652·L·12 652·l{·12 12 .80 
650·l{·13 13 .83 651-L·13 651·l{·13 13 .84 652·L·13 652·R·13 13 .86 
650·R·14 14 .89 651·L.·14 651·R·14 14 .91 652·L·14 652·R·14 14 .94 
650·R·15 15 .96 651-L·15 651·R·15 15 .97 652·L·15 652·R·15 15 .99 
650·R·16 16 1.01 651·L·16 651·R·16 16 I.OS 652·L·16 652·R-16 16 1.06 
650·R·17 17 1.08 651·L·17 651·R·17 17 1.09 652·L·17 652·R·17 17 1.11 
650·R·18 18 1.16 651·L·18 651·R·18 18 1.17 652·L·18 652·R·18 18 1.16 
650·R·19 19 1.21 651·L·19 651·R·19 19 1.22 652·L·19 652·R·19 19 1.21 
650·R·20 20 1.28 651·L·20 651·R·20 20 1.29 652·L·20 652·R·20 20 1.26 
650·R·21 21 I.S3 651·L·21 651·R·21 21 1.36 652·L·21 652·R·21 21 I.SI 
650·R·22 22 I.S8 651·L·22 651·R·22 22 1.43 652·L·22 652-R·22 22 I.S6 

650·AR·2 2 .19 
650·AR·3 3 .29 
650·AR·4 4 .37 
650·AR·5 5 .47 
650·AR·6 6 .57 
650·AR·7 7 .66 
650·AR·8 8 .75 
650·AR·9 9 .84 
650·AR·I0 10 .94 
650·AR·11 11 1.03 
650·AR·12 12 1.12 
650·AR·13 13 1.22 
650·AR·14 14 1.31 
650·AR·15 15 1.41 
650·AR·16 16 1.49 
650·AR·17 17 1.59 
650·AR·18 18 1.70 
650·AR·19 19 1.78 
650·AR·20 22 1.88 
650·AR·21 21 1.96 
650·AR·22 22 2.08 

651·L·23 651·R·23 23 1.50 652·L·23 652·R·23 23 1.41 

651·AL·2 651·AR·2 
651·AL·3 651·AR·3 
651·AL·4 651·AR·4 
651·AL·5 651·AR·5 
651.AL·6 651·AR·6 
65}.AL.7 651·AR·7 
65 .AL·8 651·AR·8 
651.AL·9 651·AR·9 
651.Al·I0 651·AR·I0 
651·AL·11 651·AR·ll 
651·AL·12 651·AR-12 
651.AL·13 651·AR·13 
651·AL·14· 651·AR·14 
651.AL·15 651·AR·15 
651.AL·16 651·AR·16 
651·AL·17 651·AR·17 
651·AL·18 651·AR·18 
651·AL'19 651·AR·19 
651·AL·20 651·AR·20 
651·AL·21 651·AR·21 
651·AL·22 651·AR·22 
651·AL·23 651·AR·23 

2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 

.20 

.30 
.38 
.48 
.58 
.67 
.76 
.85 
.95 

1.05 
1.13 
1.23 
1.33 
1.42 
1.51 
1.60 
1.71 
1.79 
1.89 
1.99 
2.09 
2.19 

652·L·24 652·R·24 24 1.46 
652·L·25 652·R·25 25 1.51 
652·L·26 652·R·26 26 1.56 

652.AL·2· 652·AR·2 2 .23 
652·AL·3 652·AR·3 3 .32 
652·AL·4 652·AR·4 4 .41 
652·AL·5 652·AR·5 5 .50 
652·AL·6 652·AR·6 6 .61 
652·AL·7 652·AR·7 7 .69 
652·AL·8 652·AR·8 8 .79 
652·AL·9 652·AR·9 9 .89 
652·Al·I0 652·AR·I0 10 .98 
652.AL·ll 652·AR·11 11 1.07 
652·AL·12 652·AR·12 12 1.16 
652·AL·13 652·AR·13 13 1.25 
652.Al·14 652·AR·14 14 1.36 
652·AL·15 6"2 JAR·15 15 1.44 
652·Al·16 6"2·AR·16 16 1.54 
652·AL·17 652·AR·17 17 1.62 
652·AL.18 652·AR·18 18 1.72 
652·AL.19 652-AR·19 19 1.82 
652·AL·20 652·AR·20 20 1.92 
652.Al·21 6"2·AR·21 21 2.02 
652.AL·22 652-AR·22 22 2.12 
652·AL.23 652·AR·23 23 2.22 
652.AL·24 652·AR·24 24 2.32 

ELECTRICAL RATING CHART 
652·Al·25 ll1i2·AR·2" 25 2.42 
652.AL·26 652·AR·26 26 2.52 

Series 
No. 

409 
410 
411 
599 
600 
601 
602 
603 
604 
609 
605 
699 

Series 
409 
410 
599 
600 
601 
802 
60S 
604 
605 
R99 

Rated Voltog_ Talce" ot '/3 Voltage SreaL'down NAVY TERMINAL BOARDS 

Type Rated Voltage Rated Voltage 

Number 
Without With 

Mar"., Strip Marlcer Strip 

~09 750V. RMS 1500V. RMS 
~10 1000V. RMS 2000V. RMS 
411 1000V. RMS 2000V. RMS 
599 1100V. RMS 2S00V. RMS 
600 1100V. RMS 2500V. RMS 
601 1100V. RMS 3000V. RMS 
602 1600V. RMS 3300V. RMS 
603 1700V. RMS 3000V. RMS 
6O~ IBOOV. RMS 3400V. RMS 
605 2100V. RMS 3800V. RMS 
609 1000V. RMS 2000V. RMS 
699 1100V. RMS 3000V. RMS 

Current Maximum Wire Sizes 

Rating With Solder or 
Solderless Lugs 

2 Amp. Lug for .!:'26 to 22 Ga. 
5 Amp. Lug for =20 .0 ..... 18 Ga. 
S Amp. Lug for =20 to 18 Go. 

IS Amp. lug for =27 to 16 Go. 
IS Amp. lug for =22 ~~ 16 Ga. 
:!o Amp. lug for '::16 to 14 Ga. 
JO Amp. Lug for =14 to 12 Go. 
50 Amp. lug for =6 Ga. 
70 Amp. lug for =4 Go. F K 
90 Amp. lug for ='2 Ga. 

I (bol ....... 

10 Amp. luq for =20 to 18 Ga. 1 : ~ holea) 

20 Amp. lug for =16 to 14 Ga. 

~ 
Made According to BUREAU 
of SHIPS Drawings No. 9000 
-S6505F·73214 Rev. 5 and 
Spec. MIL·T·167S4 (Ships). 

Cat. No. Piece No. Material Studs Ea. 
31BI0 5 MAI·60 
4TBS 28 MAI·60 
4TB20 26 MAI·60 
5TBS 35 MAI-60 

10 $10.00 
16 4.10 
20 7.50 
8 7.50 

5TB I 0 1 MAI-60 
5TB 12 37 MAI·60 

10 S.50 
24 9.00 

6TB6 24 MAI·60 6 S.4O 
6TBI0 22 MAI·60 10 3.75 
6TB24 18 MAI·60 24 7.05 
7TBS 30 MAI-60 8 5.00 
7TB 12 33 MAI·GO 
ST82 68 MAl· 60 

12 6.25 
4 1.20 

BTB2C 68 CFI·5 4 .80 
STB2M 68 MFG 4 1.00 . Hal.rlldl~]~ 

DIMENSIONAL DRAWING OF TERMINAL BLOCKS i 
STB6 16 MAI·60 
8TB6C 16 CFI·5 
STB6M 16 MFG 

12 2.30 
12 1.80 
12 2.00 

A B C D E 

~. V4 ~. %. 
% % V4 V4 ~. 

'X. 'X. V4 ~. 
U. % % '%'4 
~a 'U. ~. % '%'4 

lila "¥II ~ H. 'u.. 
1~. 1U. V. U. 'U4 
1I~. 1~. % 'U. ,,,. 
2 IV. ~ ¥II U. 

% % lila 2~ 

2V. l'H. ¥II % 1/4 

'U. V. H. 'u.. 

~I~ ~ 
O •• ·SI_.tI Tw.-Slded lent 
·~'4STL ·STL ·n 

44.00 M 
44.00· M 
44.00 M 
59.00 M 
72.00 M 

100.00 M 
180.00 M 
260.00 M 

59.00 M 

4400 . M 
44.00 M 

44.00 M 44.00 M 
59.00 M 59.00 M 
72.00 M 72.00 M 

100.00 l\{ 
180.00 M 
260.00 M 

F G H K L 

~. . %. 'U4 0-80 .093 IIa 
% ~. ~. 2·56 .125 ~. 

'%. u.. ~. 2·56 .125 ~. 
%2 1/4 '%2 5·40 .156 1/4 
%2 1/4 '%. 5·40 .156 1/4 
~ ~. V. 6·32 .175 1/4 
~8 % 5fs 8·32 .209 ~. 

1U. H. 0/4 10·32 .165 % 
11/4 Y. '~6 12·32 .195 % 
1V. % l1/a 1/4'29 .209 112 
% %2 112 4·40 .156 ~. 
'%. ~. 1/2 6-32 .156 1/4 

TERMINAL LUGS Std. Pkg. 100 

~ ~ ~ ~de FIIJ Spld. Hole alnt 
·SL ·SLS ·5LH ·ZL 

30.00 l\{ 30.00 M 
30.00 l\{ 30.00 M 
30.00 M 30.00 M 
35.00 M 35.00 M 
40.00 M 40.00 M 
50.00 M 50.00 M 

85.00]lf 35.00 M 

30.00 M 
30.00 M 44.00 M 
30.00]lf 44.00 M 
35.00 M 60.00 M 
40.00 M 72.00 M 
50.00 M 

~fi.on ]If 

Max. 
M Tms. 

1/4 21 

IIa 22 

IIa 22 

%. 22 

%. 22 

". 23 

'%4 26 

%. 10 

'U4 8 

~. 6 

'u.. 13 

". 23 

~ Clmb. 
YL·0/4STL 

·XYL 

STBS 14 MAI·60 
STBSC 14 CFI·5 
STBSM 14 MFG 
STBIO 9 MAI·60 
STBIOC 9 CFI·5 
STBIOM 9 MFG 
9TB2 73 MAI·60 

. 9TB4 75 MAI·60 
10TBS 51 MAI-60 
IOTBI2 52 MAI·60 
10TBIS 53 MAI·60 
IOTB2S 54 MAI·60 
IITB4 55 MAI·60 
IITB6 56 MAI·60 
IITB9 57 MAl· 60 
IITBI4 58 MAI·60 
15TBI0 79 MAI·60 
15TB24 80 MAl· 60 
16TB4 83 MAI·60 
16TBI0 85 MAI·60 
I7TB4 87 MAI·60 
17TBI0 86 MAI·60 
Stud Connector $40.00 M List 

f:. 
lent 

.YSYL 

~ IOq ... ol 
Strlddle 

Jumpu Plate 
.J ·SP 

35.00 M 35.00 M 
35.00 M 

44.00 M 44.00 M 
60.00.M 

72.00 M 72.00 M 

35.00]lf 35.00]lf 
40.00 M 40.00 M 
45.00 M 45.00 M 
55.00]lf 75.00 M 
75.00 M150.00 M 

100.OOM200.00M 

16 2.S6 
16 2.S0 
16 2.60 
20 3.50 
20 2.S0 
20 3.20 
2 2.00 
4 2.25 
8 4.25 

12 4.75 
18 5.25 
28 6.66 
4 3.86 
6 4.20 
9 5.20 

14 6.60 
10 4.00 
24 6.50 
8 3.60 

20 6.50 
8 5.00 

20 9.00 

mA 
~ 

CABLE CLAMPS 
For Terminal 

ConnectinA ·Strlps 
Made of nickel plated 
brass with 6·32 plated 
brass screws. 
No. Size 

1435 %" 
1436 'I." 
1437 %" 
143S %" 
1439 7/." 

Per C 
$14.00 

14.00 
14.00 
14.00 
14.00 
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SECTION 2100 I 
HERMAN 

I 
H. SMITH# INC. 

Exclusive Distributors of KULKA BARRIER TERMINAL BLOCKS To Radio Parts Jobbers Only ~ 

FIBRE AND XP BAKELITE MARKER STRIPS Exclusive Distributors of 

:\Iarker strips are supplied to fit each size terminal block - either plain or imprinted - in vulcanizec. KULKA AIRCRAFT TYPE SWITCHES 
libre or Bakelite (1/32" thick). TO HADIO PARTS JOBBERS ONLY 

Imp. Imp. Imp. Per C Made to Joint Army and Navy Specifications 
Fibre F.ibre Bake. Bake. Fibre Fibre Bake. Imp. No. Jan-S-23 superseded by Mil S-3950 

Cat. No. Per C Per C Per C Per C Cat. No. Per C Per C Per C Bake. 

601-Y-601-XY 
For Electronic & Communications Use 

41 0-41 0-%ST-41OST 
411-599-599-%ST MS601-Y-1 $ 7.00 $12.00 $ 7.60 $12.60 

Bakelite housing for DC. or AC circuits UP to 1600 
cycles, one hole mounting. Two styles available-bind~ 

MS601,-Y-2 B.20 13.20 9.10 14.10 ing screw terminals (ST-40 Series and ST-50 Series). 
600-600-%ST-600ST MS601-Y-3 9.50 14.50 10.60 15.60 Solder lugs (ST-42 Series and ST-52 Serie,)-ter-

MS601-Y-4 10.BO 15.BO 12.10 17.10 minals and screws silver-plated to prevent corrosion; 
600A-600A-%ST -600ST MS601-Y-5 12.00 17.00 13.70 IB.70 Solder lugs hot-tinned to facilitate soldering. Sup-MS601-Y-6 13.30 IB.30 15.20 20.20 plied with 2 mounting nuts. 1 sleeve lock-washer and" 

MS601-Y-7 14.50 19.50 16.70 21.70 if needed. locking ringsf Terminal. screws are Serns 
MS601-Y-B 15.BO 20.BO IB.20 23.20 type. with external teeth. Std. Pkg.IO 

MS600-1 $ 2.90 $ 7.90 $ 3.40 $ B.40 MSXOI.Y-9 17.10 22.10 19.70 24.70 
MS600-2 3.BO B.BO 4.60 9.60 MS Ol-Y-IO IB.30 2B.30 21.30 31.30 . 
MS600-3 4.70 9.70 5.70 10.70 MS601-Y-1i 19.60 . 29.60 22.BO 32.BO SINGLE POLE Style 4O-With Screw Term. 
MS600-4 5.70 10.70 6.BO 11.80 MS601·Y·12 20.90 30.90 24.30 34.30 
MS600-5 6.60 11.60 B.OO 13.00 MS601-Y-13 22.10 32.10 25.BO 35.BO 

~'~'t~ 
MS600-6 7.60 12.60 9.10 14.10 MS601-Y-14 23.40 33.40 27.30 37.30 
MS600-7 B.50 13.50 10.20 15.20 MS601-Y-15 24.70 39.70 2B.BO 43.BO o . . 

MS600-B 9.50 14.50 11.40 16.40 MS601-Y-16 25.90 40.90 30.40 45.40 unj,! ~ .. '; _ f >~__ i,:,' .21 "~lrtJ 
MS600-9 10.40 15.40 12.50 17.50 MS601-Y-17 27.20 42.20 31.90 46.90 

0 .... '-;~j' l 1 .~~~ .L . MS600-10 11.40 21.40 13.70 23.70 MS601-Y-IB 2B.50 43.50 33.40 48.40 
MS600-J.I 12.30 22.30 14.BO 24.80 MS601-Y-19 29.70 44.70 34.90 49.90 I • 11 '·'+''-::!.'~'·.-I''l'C-2 BC"",," MS600-12 13.30 23.30 15.90 25.90 MS601-Y-20 31.00 51.00 36.40 56.40 -jf If ~2 ~C4 AS MQUIRED) 
MS600-13 14.20 24.20 17.10 27.10 MS601-Y-21 32.30 52.30 37.90 57.90 
MS600-14 15.20 25.20 IB.20 28.20 MS601-Y-22 33.60 53.60 39.40 59.40 

UP' Center Down MS600·15 16.10 31.10 19.40 34.40 MS601-Y-23 34.90 54.90 40.90 60.90 
MS600-16 17.10 32.10 20.50 35.50 Cat. No. Type Position Position Position Each 
MS600-17 IB.OO 33.00 21.60 36.60 ST-40A 8PAT ON NON~; OFF $1.75 
MS600-IB 19.00 34.00 22.BO 37.BO 602-602%S1-602ST ST-40B SPST ON NONE MOM. OFF 1.95 
MS600-19 19.90 34.90 23.90 3B.90 ST-40C SPST OFF NONt; MOM. ON 1.95 
MS600-20 20.90 40.90 25.00 45.00 ST·40D SPDT ON NONE ON 2.15 
MS600-21 21.BO 41.BO 26.20 46.20 MS602-1 $ 3.50 $ B.50 $ 4.20 $ 9.20 ST·40E SPDT ON OFF ON 2.15 
MS600-22 22.70 42.70 27.40 47.40 MS602-2 5.10 10.10 6.10 1l.l0 ST-40F SPDT ON NONE MOM. ON 2.35 

MS602-3 6.60 11.60 B.OO 13.00 ST·40G SPDTMOM. ON OFF MOM. ON 2.35 
MS602-4 B.20 13.20 9.90 14.90 ST-40H FlPDT ON OFF MOM. ON 2.35 
MS602-5 9.BO 14.80 II.BO 16.BO 

600-Y -600-XY 600A-Y -600A-XY MS602-6 11.40 16.40 IS.70 IB.70 
MS602-7 13.00 IB.OO 15.60 20.60 

MS600·Y-1 $ 6.60 $11.60 $ 7.20 $12.20 MS602-B 14.50 19.50 17.50 22.50 SINGLE POLE Style 42-With Solder Lugs MS600-Y-2 7.60 12.60 B.30 13.30 MS602-9 16.10 2l.l0 19.40 24.40 
MS600-Y-S B.50 13.50 9.50 14.50 MS602-10 17.70 27.70 21.30 31.30 
MS600-Y-4 9.50 14.50 10.60 15.60 MS602-11 19.30 29.S0 23.10 3S.10 

-•• 11-''''-' !:r til MS600-Y-5 10.40 15.40 II.BO 16.BO MS602-12 20.90 30.90 25.00 35.00 
MS600-Y-6 11.40 16.40 12.90 17.90 MS602-13 22.50 S2.50 26.90 36.90 -'b'd~ .~., MS600-Y-7 12.30 17.30 14.00 19.00 MS602-14 24.00 34.00 28.BO 3B.BO 
MS600-Y-B 13.30 IB.80 15.20 20.20 MS602-15 25.60 40.60 30.70 45.70 

l:. f ~ ....... MS600-Y-9 14.20 19.20 16.30 21.30 MS602-16 27.20 42.20 32.60 47.60 
0.0 •• Cr- it' ~+-lJ~ r.DRILL .MS600-Y-10 15.20 25.20 17.50 27.50 MS602-17 2B.80 43.BO 34.50 49.50 

MS600-Y-1I 16.10 26.10 IB.60 2B.60 MS602-IB 30.40 45.40 36.50 51.50 
MS600·Y-12 17.10 27.10 19.70 29.70 MS602-19 . 32.00 47.00 3B.50 53.50 
MS600-Y-13 IB.OO 2B.00 20.90 30.90 MS602-20 33.60 53.60 40.40 60.40 
MS600-Y-14 19.00 29.00 22.00 32.00 MS602-21 35.20 55.20 42.30 62.30 Up Cwter Down 
MS600-Y-15 19.90 34.90 23.10 3B.IO .MS602-22 36.BO 56.BO 44.30 64.30 Cat. No. Type Position Position Position Each 
MS600-Y-16 20.90 35.90 24.30 S9.30 MS602-23 3B.40 58.40 46.30 66.30 ST-42A FlPFIT ON NONE OFF $1.65 
MS600-Y·17 21.BO 36.BO 25.40 40.40 MS602-24 40.00 60.00 48.20 68.20 ST-42B SPAT ON NONE MOM. OFF I.BO 
MS600-Y·IB 22.BO S7.80 26.60 41.60 MS602-25 41.60 66.60 50.20 75.20 ST-42C FlPAT OFF NONE MOM. ON I.SO 
MS600-Y·19 23.70 3S.70 27.70 42.70 MS602-26 43.20 68.20 52.20 77.20 ST-42D SPDT ON NONE ON 1.95 
MS600-Y·20 24.70 44.70 2B.BO 4B.BO ST-42E SPDT ON OFF ON 1.95 
MS600-Y-21 25.60 45.60 30.00 50.00 ST-42F SPDT ON NONE MOM. ON 2.15 
MS600-Y-22 26.50 46.50 31.20 51.20 602-Y-602-XY ST-42G SPDT MOM. OX OFF MOM. ON 2.15 

ST-42H Sl'DT ON OFF MOM. ON 2.15 
MS602-Y·1 $ 7.S0 $12.30 $ S.OO $13.00 

601-601-%ST-601ST MS602-Y-2 B.90 13.90 9.90 14.90 
MS602-Y-3 10.40 15.40 II.BO 16.BO 

\\\S601-1 $ 3.20 $ B.20 $ 3.80 $ B.BO MS602-Y-4 12.00 17.00 13.70 18.70 DOUBLE POLE Style 50-With Screw Term. 
MS601-2 4.40 9.40 5.30 10.30 MS602-Y-5 13.60 18.60 15.60 20.60 
MS601·3 5.70 10.70 6.BO II.BO MS602-Y-6 15.20 20.20 17.50 22.50 
MS601-4 7.00 12.00 8.30 13.30 MS602-Y-7 16.BO 21.BO 19.40 24.50 
MS601-5 B.20 13.20 9.90 14.90 MS602·Y-B IB.30 28.80 21.30 26.80 K!mIA. 
MS601-6 9.50 14.50 11.40 16.40 MS602-Y-9 19.90 24.90 23.10 2B.IO 
MS601-7 10.BO 15.BO 12.90 17.90 MS602-Y-10 21.50 8l.50 25.00 35.00 
MS601-S 12.00 17.00 14.40 19.40 MS602-Y-1I 23.10 33.10 26.90 36.90 0.068 
MS601·9 13.30 IB.30 15.90 20.90 MS602·Y-12 24.70 34.70 2B.BO 3B.BO 0.0'75 

MS601-10 14.50 24.50 17.50 27.50 MS602·Y-13 26.30 36.30 30.70 40.70 
MS601·11 15.BO 25.BO 19.00 29.00 MS602·Y-14 27.BO 37.BO 32.60 42.60 
MS601-12 17.10 27.10 20.50 30.50 MS602·Y-15 29.40 44.40 34.50 49.50 
MS601-13 IB.30 2B.30 22.00 32.00 MS602-Y-16 31.00 46.00 36.40 51.40 
MS601-14 19.60 29.60 23.50 33.50 MS602-Y-17 32.60 47.60 38.30 53.30 Up Center Down 
MS601-15 20.90 35.90 25.00 40.00 MS602-Y-IB 34.20 49.20 40.20 55.20 Cat. No. Type Position Position Position Each 
MS601-16 22.10 37.10 26.60 41.60 MS602-Y-19 35.BO 50.BO 42.10 57.10 ST-50K DPST ON NONE OFF $2.60 MS601-17 23.40 3B.4O 2B.10 43.10 MS602-Y-20 37.40 57.40 44.00 64.00 ST-50L DPST ON NONE MOM, OFF 2.60 MS601·IB 24.70 39.70 29.60 44.60 MS602-Y-21 39.00 59.00 45.90 65.91} ST-50M DPFlT OFF NONE MO~1. 0::-1 2.60 MS601-19 25.90 40.90 31.10 46.10 MS602-Y-22 40.60 60.60 47.80 67.BO ST-50N DPDT ON NONE ON 2.60 MS601-20 27.20 47.20 32.60 52.60 MS602-Y-23 42.20 62.20 49.70 69.70 ST-50P DPDT ON NONE ON 2.60 MS601-21 28.50 4B.50 34.10 54.·10 MS602-Y-24 43.80 63.BO 51.60 71.60 ST-50R DPDT ON OFF MOM. ON 2.95 MS601-22 29.BO 49.BO 35.50 55.50 MS602-Y-25 45.40 70.40 53.50 78.50 ST-50S DPDT MOM. ON NONE MOM. ON 2.95 MS601-28 31.10 51.10 37.00 57.00 MS602-Y-26 47.00 72.00 55.40 BO.40 ST-50T DPDT ON OF MOM. ON 2.95 

603-603-%ST -603-ST 605-605-%ST -605-ST 
DOUBLE PDLE Style 52-With Solder Lugs 

MS603-1 $ 7.60 $12.60 $ 9.10 $14.10 MS605-1 $ B.20 $13.20 $ 9.90 $14.90 
MS603-2 9.40 14.40 11.20 16.20 MS605-2 14.50 19.50 17.50 22.50 
MS603-3 1l.l0 16.10 13.40 IB.40 MS605-S 20.90 25.90 25.00 30.00 

[I MS603-4 12.90 17.90 15.50 20.50 MS605-4 27.20 32.20 32.60 37.60 " .. uYlfAY C:C! MS603-5 14.70 19.70 17.60 22.60 MS605-5 33.50 38.50 40.20 45.20 00 

MS603-6 16.40 21.40 19.70 24.70 MS605-6 39.BO 44.BO 47.80 52.BO 
MS603-7 1B.20 23.20 21.90 26.90 0.')68 
MS603-B 20.00 25.00 24.00 29.00 0.075 
MS603-9 21.BO 26.BO 26.10 SI.IO t-l MS603-10 23.50 S3.50 2B.20 38.20 EXTRA SERVICES 

604-604-%ST -604-ST 
600-1-2 603 604 605 Up Center Down Phillips Screws .01 ,02 .05 .05 Cat. No. Type Position Position Position Each Sems Screws .02 ;03 .04 .05 MS604-1 $ 7.70 $12.70 $ 9.20 $14.20 Phillips Sems Screws .03 .03 .06 .06 ST-52K DPST ON NONE OFF $2.00 

MS604-2 11.70 16.70 14.10 19.10 K Monel Sems Screws .04 .06 .08 .09 ST-52L DPST ON NONE MOM. OFF 2.25 
MS604-3 15.50 20.50 IB.60 23.60 Fungus Varnish .05 .05 .05 .05 ST-52M DPST OFF NONE MOM. ON 2.25 
MS604-4 19.30 24.30 23.20 2B.20 Staked Screws .05 .05 .05 .05 ST-52N Dl'DT ON NONE ON 2.25 
MS604-5 23.10 2B.10 27.70 32.70 Stamped End .10 .10 .10 .10 ST-52P DPDT ON OFF ON 2.25 
MS604-6 26.90 31.90 32.30 37.30 ST-52R DPDT ON NONE MOM. ON 2.60 
MS604-7 30.70 35.70 36.BO 41.BO List Prires shown are per screw or per end. ST-52S DPDTMOM. ON OFF MOM. ON 2.60 
MS604-B 34.50 39.50 41.40 46.40 All other series prices in first column. ST-52T DPDT ON OFF MOM. ON 2.60 
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SECTION 2100 

HERMAN H • SMITH INC 
"It's Sound Planning to Specify SMITH for ELECTRONIC COMPONENTS' 

. JUMPER CORDS 

~lalf" PhOllO Plug' (OU,l' Xo. 1201) 
handle on each end. Std. pkg. 6 

No. 631 lR inches 
No. 632 24 inches 
No. 633 36 inches 
No. 634 4H inches 
No. 635 72 inches 
No. 636 120 Inches 

with finger-grip 

$0.85 Ea. 
.90 Ea. 
.95 Ea. 

1.05 Ea. 
1.15 Ea. 
1.45 Ea. 

STER~O JUMPER CORD 
745 15 reet $2.00 

EXTENSION CORDS 

Q &iF 
Male Phono Plug (our No. 1201) 
handle on end. Female in-Line 
1237) other end. Std. pkg. 6 
No. 641 18 Inches 
No. 642 24 inches 
No. 643 36 Inches 
No. 644 48 inciles 
No. 645 72 inches 
No. 646 120 Inches 

with finger-grip 
Jack (our No. 

$1.25 Ea. 
1.30 Ea. 
1.35 Ea. 
1.40 Ea. 
1.50 Ea. 
1.80 Ea. 

PHONO PLUG CONNECTOR CORDS 

~::>. -- ... ----~. 
~. 

'Male Vhono 'Plug' (our Xo. 1201) with finger-grip 
handle. one end. Spade lugs other end. Std. pkg. 6 
No. 668 72 inches $1.00 Ea. 

;:;:::;:0 
Male Phono 
halHl1e, one 
Std. pkg. 6 
No. 637 

Plug (our No. 1201) with finger-~rill 
('nd. Other end stripped and tinned. 

No. 638 
36 inches 
72 inches 

$0.75 Ea. 
. 90 Ea. 

~~---======~~ 
Male Phono Plug 
han(l1e, nnr end. 
end. Std. pkg. 6 
No.6n 

(ollr So, 1201) with finger-grip 
InsuJatecl alligator clips otlw!' 

No. 674 
36 inchrs 
72 incl\('s 

$1.20 Ea. 
1.50 Ea. 

PHONE PLUG CONNECTOR CORDS 

>=-
Male Phone Plug (our No. 225) one end. Spaile 
Lugs other end. Std. pkg. 6 
No. 665 72 Inches $1.65 Ea. 

~falc Phone Plug (our No. 225) one end. Other end 
stripped and tinned. Std. pkg. 6 
No. 667 72 Inches $1.45 Ea. 

Ma1e Phone Plug: (our No. 225) one end. Insu1ated 
alligator clips other end. Std. pkg. 6 
No. 664 72 inche., $1.90 Ea. 

l[ale Phone Plugs (our No. ~25) on each end. 
Std. Pkg. 6 

No. 677 72 inches $2.25 Ea. 

FEED THRU 

Accepts phono plug on Each End 
No. 661 

Std. Pkg. 10 
SI.OO Ea. 
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CONNECTOR CORDS 
For Imported Hi-Fi Equipment 

~ ..... -~ cr<:f;V:JlClllllll--== 
Std. pkg. 6 

Two banana plugs one end, stripped and tinnC'd 
other end. 
No. 709 72 Inches $1.45 Ea. 

~ 
.. t··· 

I ,- . Std. pkg. 6 

l'wo hanana plugs i ~ end. phone plug other end. 
No. 710 72 Inches $2.00 Ea. 

~". 
_c=~.>=;:rn . 

Std. pkg. 6 
Two banana plugs one ,end, phono plug other end. 
No. 711 72 Inches $1.65 Ea. 

Two hannnn plugs one end. phono jack other end. 
No.712 72 Inches $1.90 Ea. 

Std. pkg. 6 
1.'\\'0 hanana plugs one end. in-line han an a jacks 
other end. 
No. 713 72 Inches $2.25 Ea . 

Two hanana plugs one end. im. alligator cUps 
other end. 
No. 714 72 Inches $1.90 Ea. 

.... 
INPUT.OUTPUT CORDS 

-s III' ,. 
lIale Phono Plug (OUI No. 1201) with finger-grip 
handle, one f'nt!. l\lalt, 1>llOne Plug (our No. 225) 
other end. Std. pkg 6 
No. 662 72 inches $1.50 Ea. 

one end. Female 
other end. Std. pkg. 6 

72 Inch~s $2.20 Ea. 

Male Phono Plug' (our No. 1201) one end, In-Linn 
Jack (our No. 274) other end. Std. pkg. 6 
No. 639 72 inches $2.05 Ea. 

;iiiiii= 
; 

Male Phon. PlUg (our No. 225) one end. In-Line 
Jack (our No. 274) other end. Std. pkg. 6 
No. 669 72 inches $2.70 Ea. 

PHONO PLUG TO P'HONE PLUG 
ADAPTER 

Adapts standard phono plug to phone plug with 
built in resistor to adapt either crystal or magnetic 
pickups. Std. pkg. 10. 
No. 707 With Resistor $1.75 Ea. 
No. 708 Without Re.slstor SI.OO Ea. 

All Prices Subject To Trade Discount 

HI-FI CORDS FOR REVERE EQUIPMENT 

'rhe:-:e cords are designed for use exclusively with 
Revere Tape Recorders and Hi-Fi equipment all 
using the special type phone plug 3/16" O.D. 
necessary for use with this type equipment. 

CONNECTOR CORDS 

c9r;i\ -
3/16" O.D. phone plug one end. other end stripped 
and tinned. Std. pkg. 6 
No. 700 120 inches $2.90 Ea. 

A': 

~Jl;iiiil- .... -, ~<~ ~; 
3/1W' O.D. phone plug one end. other end spade 
lugs. Std. pkg. 6 
No. 701 120 inches $3.10 Ea. 

:;/lIin o.n. 11110np pIng one end, insulated alligator 
clips other end. Std. pkg. 6 
No. 702 120 Inches $3.35 Ea. 

EXTENSION CORDS 

~==f!I 
3/16" Jlhone plug one end, Revel'p. type in-line jack 
othed end. Std. pkg. 6. 
No. 703 120 inches ~5.25 Ea. 

w 
:l/Hi" O.D. 11honf' plug one end, Stan<htrd in-line 
jack other end. Std. pkg. 6 
No. 704 120 inches $4.00 Ea. 

~/lnn o.n. phone plug one end. Phono in-line jack 
other end. Std. pkg. 6 
No. 705 120 inches 53.65 Ea. 

INPUT-OUTPUT 

·~=.t.'.'-I':I;··t 3/16" O.D. phone plug one end. Standard phono 
plug other end. Std. pkg. 6 
No. 706 120 inches $3.65 Ea. 

CONNECTOR C.ORD FOR 
WEBCOR TAPE RECORDER 

~......,. 

"""-".~ 

Three way phone plug with built in resistor to cut 
down on aud.io one emI, insulated alligator clips 
other end. Std. pkg. 6 
No. 676 120 inches $3.25 Ea. 

COAXIAL EXTENSION CABLE 

No. 687 
No. '688 
No. 689 

No. 694 
No. 696 
No. 697 

Std. pkg. 6 
36 Inches 
72 inches 

144 Inches 

COAXIAL JUMPER CABLE 
Std. pkg. 6 

36 Inches 
72 inches 

144 Inches 

$2.00 Ea. 
2.50 Ea. 
3.60 Ea. 

$2.25 Ea. 
2.75 Ea. 
3.85 Ea. O HI.FI WIRE· 

Condo Strand: Wall 
22 7/30 .062 

Cap. Shield 0.0. 
37 Mm!. Spiral .140 

No. 765 100-ft. $5.50 Ea. 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown. 

-

ORDERING 
Since previous editions of The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 2100 

SU .... CO.® Electrical Connectors 

Current carrying parts gold-plated. Simplified, quick assembly 
Socket and pin types of single conductor plugs and re- plug grips are of a simple, two-piece threaded construc-
ceptacles are offered. Plugs have a functionally designed tion for quick assembly. The 50 and 100 ampere pin 
grip for handling ease and convenience. Wiring connec- plugs are assembled by a single nut after cable connec-
tion to the same plug can be either soldered or solder- tion. All plastic parts of a receptacle are molded of the 
less. Two cable-fastening screws are provided which per- same color nylon to permit more rapid and accurate 
mit a range of cable sizes to be accommodated by the circuit identification on bo.th the front and back of 
plug. All socket plug grips and 25 and 250 ampere pin the panel when installed. Six colors are available. 

PIN PLUGS SOCKET PLUGS 

25 50 100 250 25 50 1011 250 
AMPERE AMPERE AMPERE AMPERE AMPERE AMPERE AMPERE AMPERE 

COLOR TYPES TYPES TYPES TYPES TYPES TYPES TYPES TYPES 

BLACK PP25GB PP50GB PPIOQGB PP250GB PS25GB PS50GB PSIOOGB PS2.50GB 

YELLOW PP25GY PP50GY PPlOOGY PP250GY PS25GY PS50GY PSlOOGY PS250GY 

REO PP25GR PPSOGR PPIOOGR PP250GR PS25GR PS50GR PSIOOGR PS25l)GR 

BLUE PP25GBL PP50GBL PPlOOGBL PP250GBL PS25GBL PS50GBL PSIOOGBL PS250GBL 

GREEN PP25GGN PP50GGN PPIOOGGN PP250GGN PS25GGN PS50GGN PSIOOGGN PS250GGN 

WHITE PP25GWT PP50GWT PPlOOGWT PP250GWT PS25GWT PS50GWT PSIOOGWT PS250GWT 

,~ 'J t1 r If 32 32 

~ ~ 
--I k-5132 -11-114 --1 ~5116 

,~ 
" 

32 

~6 
13 13 

-.1 -..1 
PANEL: 3116. MAX. 1/4 MAX. 1/4 MAX. 1/4 MAX. 3/16 MAX. 114 MAX. 1/4 MAX. 1/4 MAX. 

HOLE: 11/16 I I 3/16 I 9116 11116 1 I 3/16 I 9/16 

BLACK RS25GB RS50GB RSIOOGB RS250GB RP25GB RP50GB RPIOOGB RP250GB 

YELLOW RS25GY RS50GY RSIOOGY RS250GV RP25GY RP5l)GY RPIOOGY RP250GV 

REO RS25GR RS50GR RSIOOGR .RS250GR RP25GR RP50GR RPIOOGR RP250GR 

BLUE RS25GBL RS50GBL RSIOOGBL RS250GBL RP25GBL RP50GBL RPIOOGBL RP250GBL 

GREEN RS25GGN RS50GGN RSlOOGGN RS250GGN RP25GGN RP50GGN RPIOOGGN RP250GGN 

WHITE RS25GWT RS50GWT RSlOOGWT RS250GWT RP25GWT RP50GWT RPIOOGWT RP250GWT 

SOCKET RECEPTACLES PIN RECEPTACLES 

Page 770 • The MASTER - 26th Edition © U.C.P., Inc. 



• 5 WAYS TO CONNECT 

Plug-in for standard 
banana plug. 

Clip-lead to shaft. 

Wire looped around' 
shaft and clamped. 

Wire (up to No. 12) per­
manently clamped 
through center hole. 

Clamped spade lug~on­
nection. 

HEX NUT 

TYPE DF30BC 

COLOR RED BLUE GREEN WHITE 

HEX TYP£ Df30RC Df30BLC Df30GNC Df30WTC 

BLACK 

Df30BC 

YELLOW 

Df30YC 

SECTION 2100 

• GOLD·PLATED BRASS PARTS • RANGE OF COLORS 

Fluted Nut With LEXAN* Polycarbonate Resin 
These are the orlgznal SUPERIOR 5-WA Y Binding Posts in a new functionally styled design_ They 
combine the long life, stable electrical contact, corrosion resistant, fast soldering characteristics of 
gold-plated brass' with those of Lexan.polycarbonate resin: low IQSs and power factor, high voltage 
insulation, superior heat resistance, non-sink dimensional stability, non-corrosiveness_ The selection 
of six attractive colors and five ways to connect - plus the solder tip - provides wider use flexibility. 
Rated for a current capacity of 30 amperes and a working voltage of 1000 volts. Can be mounted in 
a single keyed or nonkeyed '12" hole in panels from 1)16" to 'A" thick. Fluted types with nickel-plated 
brass parts are available on special order. 

*Lexan is the General Electric Company trademark for its polycarbonate resin. 

TYPE DF31BC 

DOUBLE ASSEMBLY 

I TYPE n""B,,",C 

I COLOR or NUTS I WHITE & BLACK I BLACK & BLACK I RED & BLACK I 
I DOUBLE ASSEMBLY TYPE I DF31J.2·BWTC I Of3IJ.2·BBC I Of30·2-BRC I 
INSULATORS A~AILABLE IN BLACK ONLY 

FLUTED 
NUT 

COLOR TYPE 
RED DF31RC 

BLUE DF31BlC 

GREEN DF31GNC 

WHITE DF31WTC 

BLACK DF31BC 
YEllOW DF31YC 

ALL METAL GROUNDING 

I 
111/64 
MAX. 

~ [Jill. 7/8 

9/16 

ished_ Panel grounding collar has "D" type 
shoulder for locking in keyed panel hole if 
desired_ Design complements other hex 
shaped SUPERIOR 5-WAY Binding Posts. 

I~~:'~;::=~" 1< ..... nicl<el-plalod arul pol 

_U"~ &~ .. &UG Dual Electrical Connectors 
DUB-L-PLUG Dual Electrical Connectors are de­
signed for making safe, rapid connections to 
binding posts mounted on %" centers_ All conduct­
ingmetal parts are gold-plated_ Completely re­
cessed integral banana plugs prevent accidental 
shorting; captive black and white thumbnuts 
facilitate circuit ~nd polarity identification. 

NYLON SHIELDED, 
BODY INSULATED INSULATED 

COLOR TYPE TYPE 

BLACK IPG2BC 'SPGK2BC 
.RED IPG2RC -
WHITE IPG2WTC -
BLUE IPG2BLC -
YELLOW IPG2YC -
GREEN IPG2GNC -

© U_c.P., Inc. 

SHIELDED/INSULATED 
Has sturdy, die-cast 
chrome-plated case, re­
movable grounding ba­
nana plug, black nylon 
body. 

INSULATED TYPES 
Have wire slots to per­
mit stacking if desired_ 
Available with bodies in 
choice of six colors. 

TYPE SPGK2BC 

TYPE IPG2BC 
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I SECTION 2100 

TRI 
AUDIO JACK PANELS 

",- - ~ 

I ~~==-=--=---I \\ ((~-('~---(' c;-r,~("'O 
(~( ( «( « (r r ~(' C 

Extensively used in the broadcast 
field, on instrumentation systems, 
communication networks, etc. listed 
below are the most common of a 
large variety of standard types. 
Jacks as ordinarily supplied (mounted on panels) have offset ground lugs, which 
considerably reduces wiring cost of Installation. Straight ground lugs (dupllcat· 
ing W.E. jacks) available. Types 96·71 and 96-72 used with tip, ring, and sleeve 
plugs (No. 516 and No. 517); others usually used with twin plugs (No. 506) but 
will fit standard two-circuit plugs. 

Code No. 
96-01 
96·02 
96-03 
96·06 
96·07 
96·71 
96-72 

Mtg. Strip 
Type 
96·21 
96·22 
96·23 
96·26 
96-27 
96·21 
96·27 

Uses 
Qty. Jacks 

24 
48 

\ 48 
26 
52 
24 
48 

Jack 
Type 

90L-02 
90L-02 
90L·02 
90L·02 
90L·02 
90L-26 
90L-26 

JACK MOUNTING STRIPS - LESS JACKS 

List 
$47.50 

77.25 
84.50 
50.75 
82.75 
58.80 
99.00 

Used where non·standard jacks, lamp sockets, turn keys, push keys, video 
jacks, etc., are desired to be mounted onto a jack strip. Listed below are the 
most common types normally used on standard jack panel assemblies. Strips 
have steel reinfon:ing rib on both sides, end mounting brackets, and one desig· 
nation strip "(type JP-30 except where noted) including cards and windows. All 
fit standard -19" racks. Numerous other types available. 

Code No. Rows Jack Holes Width 
96·21 1 24 13/4" 
96-22 2 48 2Vs" 
96-23 2 48 3V2" 

*96·26 1 26 1314" 
*96-27 2 52 13/4" 

List 
$21.00 

24.00 
31.25 
22.00 
25.00 

* No. 96·26 normally has 1 (JP-34) designation strip. 
* No. 96·27 has 2 (JP·34) designation strips; types JP-31 and JP·32 can also be 

used on these. 

DESIGNATION STRIPS 

listed below are the most common designation strips. Others differing In 
length and accepting up to 5 rows of typing can be produced. 

Code No. Size 
JP·3~lndividual windows for each of 15/32" wide x 163/4" Ig. 

12 pairs of jacks 
JP·34-0ne long window 
JP-35--0ne long window 

"90" SERIES JACKS 

v." wide x 17" Ig. 
15/32" wide x 163/." Ig. 

List 
$1.60 

2.75 
1.60 

Commonly known as the telephone jack. Exten- I;;~~!!iil~ 
sively used on jack panels. Bushing fits 29/64" 
dia. hole. Available in two modifications, gen· 
erally referred to as the "A" and "C" frame. 
These differ only in the orientation of the springs with respect to the plane 
of the jack mounting. Frame of steel, cadmium plated with dichromate treat­
ment. Bushing of brass, natural finish standard (nickel plated to order). Springs 
of nickel silver, terminals hot tinned. Standard contacts. are silver with 
diffused gold coating. Numerous special contacts available. Straight ground 
lug illustrated, offset lug available by changing of "s" in code number to "L". 
Dash numbers up to "-24" fit two-circuit plugs; "-25" to "-49" three­
circuit 0.250" dia. plugs; and "-50" to "-74" three·circuit 0.206" dia. plugs. 
Code No. List Code No. List 
No. 90S·01 .......................... $1.05 No. 905-12 .......................... $1.60 
No. 905-02 ..............••.......... 1.20 No. 905·14 .......................... 2.50 
No. 905·06 .........................• 1.40 No. 905-25 •...•••...••.••••••.•....• 1.20 
No. 905·08 .......................... 1.40 No. 905·26 .......................... 1.60 
No. 905·09 .........................• 1.50 No. 905·27 .......................... 1.80 
No. 90S·09A ..•....•...•...........•.. 1.50 No. 905·50 .••...........•........... 1.40 
No. 905-10 .......................... 1.80 No. 905·51 ......................•... 1.80 
See Bulletin R-35/5 for more information. Refer to facing page .tor circuit 
Identification. 

TELEPHONE TYPE PLUGS 

High temperature (over 500°) and high Impact injection molded Insulation used 
on all these plugs, interlocking all parts of plug into a single unit. Precision 
machined to minimize' jack bushing wear. All are 0.250" dia. except plug No. 
508, which is 0.206" dia: 

Code NO. W.E. Equivalent 
No. 500 347A 
No. 502 
No. 504 
No. 505 
No. 506 
No. 508 
NO. 516 
No. 517 

327 
289B 
241A 
309 
310 
291 

Description 
Single, two-circuit 
Single, two·circult 
Twin, four·circuit 
Twin, four·circuit 
Twin, three·circuit 
Single, three-circuit 
Single, "three'circuit 
Single, three·circuit 

List 
$2.00 
1.85 
4.50 
4.50 
4.50 
2.50 
2.50 
2.70 

M 
VIDEO JACK PANELS 

A variety of standard as well as special panels are regularly produced. The jacks 
used in these mount in the same hole size as standard telephone types and 
can be assembled on any of our regular mounting strips described elsewhere. 
Listed below are several standard types of panels as usually used in broadcast 
stations. All use the No. 89-02 jack except panel No. 99-80 which uses No. 
89-32 type jacks. The "99" series use an aluminum, sandwich-like panel con­
struction. The "96" series use standard %" thick bakelite panels. Of these, 
those with "-80" numbers are intended for direct attachment of the cable. 
Those with "-90" numbers have, behind the main panel, a sub-panel on 
which are mounted Amphenol No. 83-1R connectors from which wiring may be 
run to the coaxial jacks. Wiring not installed by TRIMM unless specified by 
purchaser. 
Code No. 
No. 99-80 
No. 96-82 
No. 96-85 
No. 96-89 
No. 96-92-2 

Jacks 
12 Jacks, 1 row 
48 Jacks, 2 rows 
24 Jacks, 2 rows 

Jack Mounting Strip 
99-20 

12 Groups of 3 jacks (36 total) 
48 Jacks, 2 rows, plus 24 
connectors In sub-chassis 

96-22 
96-25 
96-29 
96-22 

List 
$169.00 

554.00 
303.00 
421.00 
660.00 

Other types with sub-chassis regularly available to fit Individual requirements. 

AUDIO PATCH CORDS 

braided nylon outer covering Insuring long 
A superior line of patch cords featuring a ~ 
cord life and neat appearance. Cords nor- r .... __ ...... 
mally shielded with shield connected to 
plug at one end only. Also available less shielding or with shield connected 
at both ends of cord. Black cords are standard but blue, green, grey (slate), 
red, brown, and white can be supplied at extra cost. Lengths of 4, 5, 6, and 
10 ft. also supplied. Plugs used are described under "Telephone Plug" section. 
No. 840 Series-The accepted standard in the broadcast field. Used 
also in instrumentation and communication systems. TRIMM No. 506 
"Twin" plugs used. 
Code No. List 
No. 840-1·PP .................................................................................................... $11.70 
No. 840·2-PP .................................................................................................... 12.00 
No. 840-3-PP .................................................................................................... 12.30 
No. 841 Series-Uses TRIMM No. 517 plugs which have a special con­
tour allowing the ring spring to make contact before the normally closed 
tip contact spring is opened. 
No. 841·1-PP .................................................................................................... 9.00 
No. 841-2-PP •..............................................................•......................•....•........ 9.30 
No. 841·3·PP .................................................................................................... 9.60 
No. 851 Series-Uses standard telephone switchboard type plugs, 
TRIMM No. 516 (W.E. 310). Tip spring of jack seats In grooved ball­
shaped tip of plug. 
No. 851-1-PP .................................................................................................... 9.00 
No. 851-2·PP .................................................................................................... 9.30 
No. 851-3-PP ................................•................................................................•.. 9.60 
Replacement cords for above available. See TRIMM Bulletin R-36/7 for listing. 

VIDEO PATCH CORDS 

Single cords (849 series) use No. 530-2 plugs and 
RG-59A/U cable. Color cords (859 series) use special 
molded three pronged plugs. Note use of 531 series 
plug in place of patch cords. length In feet between 
plugs shown by 1.5 (18" cord); 2; etc. 

Code No. list 

=~: m:~x~~::G :::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::: $~::~g 
No. 849-3X-PPG ........•......................••.•........•.........•••..............................•..•.... 18.80 
No. 859-1.5X·PPG ........••................................................•...•............................. 48.00 
No. 859·2X-PPG .....................•.......•..••..........•.•.........•.................•••................... 50.00 
No. 859·3X-PPG ..........••••••.•....•..........•...........................••••••.....................•.....•. 52.00 

COAXIAL JACKS AND PLUGS 

Used for video pulse and special RF applications, serving the analogous 
function as telephone jacks serve for audi~ p~tc~in~ sys~em~. Quick. disconnect 
and patching with only extremely slight discontinuity. CircUits carned through 
concentrically arranged inner and outer conduct~rs. All contacts and .condu~t­
ing surfaces gold plated. Where applicable are simultaneously compatible With 
both W.E. and RCA types. Available to fit a wide assortment of RG cable types, 
only the most common being listed below. See Bulletin R-40 for details of 
construction. 
Code No. 
No. 89·01 
No. 89-02 
No. 89-04 
No. 89-05 
No. 89-06 
No. 89-32 
No. 530-1 
No. 530-2 
No. 530-4 
No. 530-5 
No. 531-2 

RG Cable 
58 
59 
62 
11 
8 

58 
59 
62 
11 

Notes 
Jack 
Jack; fits W.E. & RCA 
Jack 
Jack 
Jack 
Jack; BNC UG-88/l,l on rear end. 
Plug 
Plug 
Plug 
Plug 
Plug; bridging, 70 ohm. 

List 
$10.75 

10.75 
10.75 
11.00 
11.00 
11.00 

7.00 
7.00 
7.00 
8.25 

15.06 
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I SECTION 2100 

TRI 
PLUGS • JACKS 

STANDARD PHONE PLUGS 

The standard radio phone plug, widely used on P.A. equipment, tape recorders, 
radios, etc. Designed to fit all standard jacks and available in two-circuit and 
three·circuit types. The two·circuit "511" series is supplied with binding head 
screws for termination and has a molded bakelite shell or metal shell when 
shielded plugs are required. The "513" series are three·circuit types. The 
"515" adapter couples Amphenol type mike plug to standard phone jack. 

List 

=~: ~ll_l=~~~ckpl~~~nic s~~~II .. :::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::: $::: 
No. 511-2-Shielded, single piece shell .......................................................... 1.17 
No. 511-3-Shielded, two piece shell ............................................................ 1.77 
No. 511·4-Shielded, stubby shell.................................................................. '.97 
No. 511·5-Two-circuit, shielded, stubby shell. Has long tip to sleeve 

i~sulator which leaves "ring" spring open when inserted in three-
circuit Jack ................................................................................................ 1.119 

No. 513 -Three-circuit, black plastic shell .............................................. 1.09 
No. 513-1-Three-circuit, red plastic shell .................................................... 1.09 
No. 513-2-Three-circuit, shielded, single piece shell ................................ 1.59 
No. 513-3-Three-circuit, shielded, two piece shell ...................................... 2.19 
No. 513·4-Three-circuit, shielded, stubby shell .......................................... 1.40 
No. 515 -Adapter ............................................................................................ .47 

TELEPHONE TYPE PLUGS 
For detailed description, see facing page, under Audio Section. 

"514" MIN-A-PLUG 
Developed especially for shielded microphone cable. 
Wing type terminal clamps directly onto cord shield. 

Center conductor solders to lug. Also widely used for ordinary cords. 

No. 514 -Black plastic shell ....................................................................... . 
List 
$.67 

.67 
1.07 

.97 

No. 514-1-Red plastic shell ........................................................................ .. 
No. 514-2-Shielded, single piece shell ..................................................... . 
No. 514-4-Shielded, stubby shell ................................................................ .. 

"512" FLAT TYPE PLUG 
Compact, non-protruding design. Ideal for group hearing aid 
systems, centralized radio systems, etc. Body molded of 
phenolic plastic. All exposed edges rounded. Provision for 
stay cord anchorage. Fits standard jacks. 

List List 
No. 512 -Black .................... $.87 No. 512-1-Red ...................... $.87 

"518" PLUG - "562" JACK 
Two-circuit miniature disconnect plug and jack '. 
series. Ideal for small size cordage. Plugs have 
two grooved, parallel pins which engage with 
multi-leafed contract springs in jack. No. 518 ·and 
562 have acetate ·half shells cemented together. 

No. 518-7 and 562-7 have molded bakelite shells held together with screws. 

No. 518 -Plug 
No. 518·7-Plug 
No. 562 -Jack 
No. 562·7-Jack 

List 
................................................................................................ $.60 

.80 
................................................................................................ 1.00 
................................................................................................ 1.10 

"525" CONNECTORS 
The ."525" series pr!lvides means of attaching head~et cords, or any two wires, 
to smgle contact mike plugs (Amphenol 75-MC series of plugs). Main body of 
connector is similar to handle of "511" series plug. Connector held to recep­
tacle by threaded retaining ring. 
No. 525-Connector ...................................................................................... List $.87 

"501" PLUG 
Widely used for high quality communication equip­
ment. Commonly known as P J-055. Features a one­

piece tip-rod construction preventing loosening or separating of parts while 
In service. Nylon insulation Interlocks all parts of plug. List 
No. 501 -Black plastic shell .................................................................... $1.40 
No. 501.1 -Red plastic shell .................................................................... 1.40 
No. 501-2 -Shielded shell............................................................................ 1.90 
No. 501·10--Black plastic shell embossed with PJ-055B ........................ 1.40 

"509/1 PLUG 
For use on microphone circuits and usually Identified as PJ-068. Tip, ring, and 
sleeve circuits are insulated and interlocked by injected nylon. Sleeve diameter 
Is 0.206". List 
No. 509 -Black plastic shell .................................................................... $2.95 
No. 509·10--Black plastic shell embossed with PJ-068 ........................ 3.00 

TERMINAL BLOCKS 
Referred to as telephone "Christmas Tree" type. 
Terminals are notched top and bottom, electro-tin 
plated and individually removable. New "wire­
wrap" type terminals available. All types available 
from one to ten rows high. Special terminal ar­
rangements upon request. No. 421 series has 
twenty terminals per row; No. 425 series, twenty· 
four terminals per row; No. 427 series, twenty­

six terminals per row. Hard maple base. Numerous variations available. 

• 

M 
TERMINAL BLOCKS 

/195" SERIES JACKS 

Widely used on P.A. amplifiers, tape recorders, short 
wave radiOS, servicemen test instruments, etc. Used 
where space behind panel is limited. Jack IS 
mounted by a threaded bushing which fits a %" 
dia. hole. Springs are nickel silver and are held in 
place by interlocking insulators. Circuit ty~es can 
be identified by referring to "Jack CirCUits"· as 
shown below. 

List 
No. 95·01-0pen circuit, two conductor ........................................................ $.45 
No. 95·02-Closed circuit, two conductor .................................................. .54 
No. 95·25-0pen circuit, three conductor (for 0.250/1 d!a. plugs) .60 
No. 95·50--Dpen circuit, three conductor (for 0.206/1 dla. plugs) ........ .65 

"90" SERIES JACKS 
See facing page, under Audio section, for detailed description. 

"91" SERIES JACKS 

A long frame jack having a threaded bushing which can 
be used for mounting as well as by a mounting screw. 
Can be mounted in panels up to 1/4" thick. The most 
common circuits are shown below, but most other cir­
cuits can be supplied. 

List 
No. 91·01 ............................................................................................................ $.75 
No. 91·02 ............................................................................................................ .95 
No. 91·25 ............................................................................................................ .95 
No. 91·26 ............................................................................................................ 1.20 

"92" SERIES JACKS 
Twin jacks, used in microwave systems and certain 
carrier frequency applications requiring activation 
of crossover contact springs by insertion of single 
plug in either jack bushing. Uses 100% palladium 
cross-bar contacts. Two-circuit plugs used on types 
92-1009 and 92-1029 (equivalent to W.E. 410A and 
4100 respectively). Three-circuit plugs (0.250" dia.) 
used on 92-1030 (eq.uivalent to W.E. 482A). 

List 
No. 92·1009 $3.50 
No. 92·1029 ·G~iii .. piiiteii .. cont·act·~:::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::: 4.35 
No. 92·1030 ...................................................................................................... 4.80 

"93" SERIES JACKS 
A short frame jack with springs mounted parallel to 
panel. Used particularly where depth behind panel Is 
limited, on such applications as intercom systems, 
P.A. amplifiers, etc. Mounting is by means of 
threaded bushing %/1 diameter, rigidly attached to 
a steel frame. May be mounted on panels up to 
3/16" thick. Contact springs of nickel silver, termi­
nals hot tinned. See diagrams below for circuits. 

List LiSt' 
No. 93·01 ................................ $.70 No. 93·25 ................................ $.85 
No. 93·02 ................................ .85 No. 93·26 ................................ 1.10 

JACK CIRCUITS 
All TR IMM jacks have a standardized coding consisting of the Jack 
series number plus a d.ash number indicating spring arrangement, 
a few of which are shown below. 

-01 F 
O,--V -----' -02 ~ :06 ~ 

Ov:S=O ~ 
-08 --?=8 -09A ~ -10 rn:::E 

~,,~::p o:m~'4V:=P ~ 
- 25 r---f-G .' O~ r 
'-----' 

~26 .~. 27 . -50 Same as -25 but for 0.206 dla. plug. 

- 51 Same as - 26 but 
for 0.206 dia. plug. 
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SECTION 2100 

I 

Single Row Printed Card Receptacle 
Number ofcDntacts-(Beryllium Copper) 

6. 10. 15. 18. 22 
Solder wire hole size ........................ 1/16"x3/32" 
Voltage breakdown between contacts-sea level 

• 2500 V A.C. RMS. 
Current, rating •... _ .. ___ ... _ ... _ ..•....•. 5 amps. 
Polarizing pins and contacts-snap·in or out 
design permitting easy interchangeability. 
Pat. #2.853.689. 

UPCR.DT. Double Row Printed Card 
Receptacle. Taper Tab Terminals 

UPCR·DT ... _ ........... _ ........... uses #78 taper tab 
Card range thickness accommodation 
UPCR·DT •.......................• 052-.072 (nom. 1/16") 
UPCR-93DT ................... 080-.104 (nom. 3/32") 
Number of contacts (Beryllium Copper) 

6. 10. 15. 18.22 per row. (2) rows 
Voltage breakdown between contacts-sea level 

• 2500 V A.C. RMS. 
Current rating _______ ._....: ... 5 amps. 
Polarizing pins and contacts-snap·in or out 
design permitting easy Interchangeability. 
Pat. #2.909.755 

UPCR·RD. Double Row Printed Card 
Receptacle. Dip Solder. Right Angle 

Terminals 
Card range thickness accommodation 
UPCR·RD ....................... 052-.072 (nom. 1/16") 
UPCR-93 RD .. .080-.104 (nom. 3/32") 
Number of contacts (Beryllium Copper) 

6. 10. 15. 18. 22 per row. (2) rows 
Voltage breakdown between contacts-sea level 

2500 V A.C. RMS. 
5 

Receptacle. Scatter Solder Dip Terminals 
Card range thickness accommodation 
UPCR·SD ........................ '.052-.072 (nom. IllS") 
UPCR-93 SO.. .080-.104 (nom. 3/32") 
Number of contacts (Beryllium Copper) 

6; 10. 15. 18. 22 per row. (2) rows 
Voltage breakdown between contacts-sea level 

2500 V . RMS. 
!~.~I'!IL-.-.---------.-.... -.o amps. 

UPCC SERI ES. Printed Circuit Connector 
Card range thickness accommodation-
Male Dip Solder 
UPCC·M ( J A ___ ~ ___ ._ .. 1/16" 
UPCC·M ( J B .. . .... 1/8" 
UPCC·M ( J C _ .... _. ___ .. _ ...... ,. 1/4" 
UPCC·F ( J female .... , ...... #20 AWG wire 
UPCC-·FDN ( J _ ... _ ...... Solder dip terminals 
Maximum wire size-female .......... #20 AWG wire 
Number of contacts ......... .7. 11. 15. 19. 23. 32 
Voltage Breakdown between contacts-sea level 

2500 V. A.C. RMS. 
Current rating .......................................... 7.5 amps. 

990.Sl SERIES. Power Screw lock 
Number of contacts ...•....•.••••..•......... 7. 10. 15. 18 
Maximum wire size ........................ #16 AWG. wire 
Voltage breakdown between contacts~sea level 

5300 V. A.C. RMS. 
Current rating •......... _ •.. __ .. ___ ........... 13 amps. 
990-SL-SDL (solderless .. _ ... uses #53 taper pin 
Patent #2.761.108. Double lead threads. "Twice 
the speed with double lead." 

SMI SERIES. Subminiature 
Number of contacts 

5. 7. 11. 14. 20. 26. 29. 34. 42. 50. 75 
Maximum wire size ................................ #20 AWG wire 
Voltage Breakdown between contacts-sea level 

1950 V. A.C. RMS. 
Current rating .................................................... 7.5 amps. 
SMI·SDL (solderless) 

uses #37 taper receptacle 
Other configurations upon request. 

GENERAL NOTE 
All Sub·miniature (SMIl. Miniature (Mil. 980. 990 series 
Connectors. available with Solder Type. Solderless 
Type (SOU and Turret Type rrU) Terminals 

UPCR·D. Double Row Printed Card 
Receptacle. Solder Type Terminals 

Card range thickness accommodation 
UPCR·D ......................... 052-.072 (nom. 1/16"l 
UPCR·93D ..................... 080-.104 (nom. 3/32" 
Number of contacts (Beryllium Copper) 

6. 10. 15. 18. 22 per row. (2) rows 
Solder wire hole size ........................ 3/64"x3/32" 
Voltage breakdown between contacts-sea level 

2500 V A.C. RMS. 
Current rating ._ ..... _._~ ___ ... __ .... _.5 amps. 

UPCR.DW. Double Row Printed Card 
Receptacle. "Wire.Wrap"· Terminals 
Card range thickness accommodation 

UPCR·DW .052-.072 (nom. 1116") 
UPCR-93 OW ................. 080-.104 (nom. 3/32") 
Number of contacts (Beryllium Copper) 

6. 10. 15. 18. 22 per row. (2) rows 
Voltage breakdown between contacts-sea level 

2500 V A.C. RMS. 
Current rating ._ .. __ .. _ .• _ •... _ •....... 5 amps. 
Polarizing pins and contacts-snap·in or out 
design permitting easy interchangeability. 
Pat. #2.909.755 
• T.M. of Gardner·Denver Co. 

UPCR.D. Double Row Special Design 
Printed Card Receptacle 

UPCR·93D22EAB Illustrated 

Special designs custom built to 
requirements. Above unit is typical of 
many types engineered to suit various 

applications. 
Pat. #2.909.755 

UPCC·SlH SERIES. Hooded Screw lock 
UPCC·M2SL .......................... Male Chassis Screw Lock 
UPCC·F2HSL ...................... Female Hooded Mating Unit 
Available ....................... .? 11. 15. 19. 23. 32 contacts 
Voltage Breakdown between contacts-sea level 

2500 V. A.C. RMS. 
Male - available solder diP. wire solder turret. 
taper tab terminals 
Female - avai lable wtre solder. turret tab ter· 
minals Pat. ,#2.953.767 

UPCC·SL SERIES. Printed Circuit Screw Lock 
Card range thickness accommodation-
Male Dip Solder 
UPCC MSL ( ) A .................................... 1/16" 
UPCC MSL ! ) B ..................................... 1/8" 
UPCC MSL J C ........••..••....•.•............... 1/4" 
UPCC·FSL ( ) female .............. #20 AWG wire 
UPCC·FD·SL ( ................ Solder dip terminals 
Number of contacts ........ _ .. 7. 11. 15. 19. 23. 32 
Voltage Breakdown between contacts-sea level 

2500 V. A.C. RMS. 
Current rating .......................................... 7.5 amps. 

MH SERIES. Miniature Hex 
Number of contacts ___ • __ ._.--4. 5. 7. 9 
Maximum wire size .......................... #20 AWG wire 
Voltage breakdown between contacts-sea level 

1215 V A.C. RMS. 
Current rating .......................................... 7.5 amps. 
MH·SDL (solderless) uses #37 taper receptacle 
Also available HMH Hermetic Seal. Plug Series. 

SMI·SL SERIES. Subminiature Screw lock 
Number of contacts _ 

5. 7. 11. 14. 20. 26. 29. 34. 42. 50. 75 
Maximum wire size ............................... .#20 AWG wire 
Voltage Bre.akdown between contacts-sea level 

. 1950 V. A.C. RMS. 
Current rating .................................................... 7.5 amps. 
SMI·SL-SDL (solderless) uses #37 taper receptacle 

. Other configurations upon request. 
Pat. #2.761.108 

Pat. #2.953.767 

Pat. #2.848.702 

I 
Connectors are available with molded bodies made of asbestos·filled melamine. 
glass·filled alkyd. asbestos or glass·filled diallyl phthalate. or mica·filled bake­
lite. All connectors meet or surpass all applicable sections of MIL·Q-9858. 
MIL·C-8384B. MS. MIL·C-21097A. Mll·C-25955 and NAS specifications. Rigid 
quality control is applied on a 100% basis for Inspection and testing. All solder 
cups can be provided with SO-40 solder or projecting terminals can be solder 
dipped. 

u. S. COMPONENTS, INC. 
NEW YORK, N. Y. • Cable Address: COMPONENTS, N. Y. 
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Subminiature Hoadless Knob Type Screw Lock 
Number of contacts 

5. 7. 11. 14. 20. 26. 29. 34. 42. 50. 75 
Maximum wire size ................................ #2O AWG wire 
Voltage Breakdown between contacts-sea level 

1950 V. A.C. RMS. 
Current rating......... .. .......... .7.5 amps. 
SMI-K-SOL (solderless) 

uses #37 taper receptacle 
Other configurations on request. 

MI-SERIES. 
Number of contacts 

7, 12 (8-4), 14, 18.20.21.26.34,41, 50, 75 
Maximum wire size __ .. ______ .. _____ .. ___ .#20 AWG wire 
Voltage breakdown between contacts-sea level 

2800 V A.C. RMS. 
Current rating .......................................... 7.5 amps. 
Mil-SOL (solderless) uses #37 taper receptacle 
MIP Series #18 wire - MIW Series #16 wire 

MI-SL SERIES. Miniature Screw Lock 
Number of contacts 

7.12 (8-4).14.18.20.21.26.34,41.50,75 
Maximum wire size ____ .. _________ . ______ .#20 AWG wire 
Voltage breakdown between contacts-sea level 

2800 V A.C. RMS. 
Current rating ........................................ .7.5 amps. 
MI-SL·SOL (SOlderless) 

uses #37 taper receptacle 
Pat. #2,761.108 

ALSO AVAILABLE FOR #18 AWG WIRE 
6-32-Double or single lead threads can be 
furnished. 

MI-KSL SERIES 
Miniature Hoodless Knob Type Screw lock 

Number of contacts 
7. 12 (8-4). 14. 18. 20. 21. 26. 34. 41. 50. 75 

Maximum wire size .......................... #20 AWG wire 
Voltage breakdown between contacts-sea level 

2800 V A.C. RMS . 
.... .7.5 amps. 

Minia·ture Bracket Modular Screw Lock 
~um~er of ~onta~ts ................................. .123. 150. 225 

aXlmum wIFe slze ............................... #2O AWG wIre 
Voltage Breakdown between co.tacts-sea level 

2800 V. A.C. RMS. 
Current rating..................... .. ................ 7.5 amps. 
Hoods .............................................. aluminum anodized 
Brackets ..................................... die-cast aluminum 
MI-BMSL-SLO (solderless) 

uses #37 taper receptacle 
ALSO AVAILABLE FOR #18 AWG WIRE 

Pat. #2.761.108; #2.845.ro3; #2.933,713; 
#2.845.604; Additional Patents Pending; 

Other configurations upon request. 

MRO-MRA. Miniature Round 
Number of contacts ........................................ ,7. 9 
Maximum wire size .......................... #20 AWG wire 
Voltage breakdown betWeen contacts-sea level 

1215 V A.C. RMS. 
. ~W~~~~L~'r:."IA~sjjL" ............................. 7.5 amps. 

MR-HMR Miniature Relay 
Number of contacts ............................................ 14 
Maximum wire size .......................... #20 AWG wire 
Voltage breakdown between contacts-sea level 

700 V A.C. RMS. 
Current rating .......................................... 7.5 amps. 
MR-SOL (solderless) uses #37 taper receptacle 

ALSO AVAILABLE FOR #18 AWG WIRE 
Other versions custom built upon request 

Number Of contacts .......................... 12. 18. 24. 34 
Maximum wire size .......................... #16 AWG wire 
Voltage breakdown between contacts-sea level 

4000 V A.C. RMS. 
Current rating _____________________________ • 13 amps. 
9BO-SOL (solderless) ___________ uses #53 taper pin 
Patents #2.658.182; #2,761.108 

SMI-KC SERIES 
Subminiature Hoodless Knob Type Screw Lock 
Reentrancy female contact .... Anti-Rotation Brackets 
Number of contacts 

. 5 .. 7 • .11. 14. 20. 26. 29. 34, 42. 50 • .75 
MaXImum WIre slze ................................. #20 AWG wIre 
Voltage Breakdown between contacts-sea level 

1950 V. A.C. RMS. 
.. ............ .7.5 amps. 

HMI SERIES. Hermetic Seal Miniature 
Number of contacts 

7.12 (8-4).14.18.20.21.26.34.41.50,75 
Maximum wire size _ ... ____ ... _ .... _._ ... _.#20 AWG wire 
Voltage breakdown between contacts-sea level 

2200 V A.C. RMS. 
Current rating ......................................... 7.5 amps. 
Mates with correspOliding MI-F (female) series 
connectors. 

HMI-SL SERIES 
Hermetic Seal Miniature Screw lock 

Number· of contacts 
7. 12 (8-4). 14. 18.20. 21. 26, 34. 41. 50 

Maximum wire size _. ______ ... __________ . __ #20 AWG wire 
Voltage breakdown between contacts-sea level 

2200 V A.C. RMS. 
Current rating ......................................... .7.5 amps. 
Mates with corresponding M I-FSL (female screw 
lock) series connectors. . 
&-32-Double or single lead threads can be 
furnished. 

"FBI" SERI ES 
Miniature Bracket Screw Lock 

Number of contacts . _____________ : __ .34. 41. 50. 75 
Maximum wire size .......................... #20 AWG wire 
Voltage breakdown between contacts-sea level 

2800 V A.C. RMS. 
Current rating , ......................................... 7.5 amps. 
Hoods ........................................ aluminum anodized 
Brackets ...................... ..die-cast aluminum 
MI·BSL-SOL (solderless) 

uses 

REMI SERIES-Standard and Screwlock 
Number of contacts ___ . _______________ .7, 12 (8-4), 14 •. 18. 20. 2.1. 26. 34. 41, 50, 75 
Type of contact ___ . ______ .. crlmp style, removable WIth "snap-IR. snap-out" feature 
Wire sizes accommodated _________ .#20. #22 A.W.G. (#1811 required) 
Pats. applied for 

REM I counterparts of our MI. MI-SL. MI-KSL, 
MI-BSL and MI·BMSL SERIES can be provided. 

Power-Guide Pin Spring 
Number of contacts .......................... 12, 18. 24, 34 
Maximum wire size .......................... #16 AWG wire 
Voltage breakdown between contacts-sea level 
. 4000 V A.C. RMS. 
Current rating ________ .. ______________________ . ___ 13 amps. 
980-SL-SOL (solderless) ____ uses #53 taper pin 
Patent #2.658.182 

and 990S (Short Contacts) SERI ES. 
Power 

Number of contacts ............................ 7. 10. 15, 18 
Maximum wire size .......................... #16 AWG wire 
Voltage breakdown between contacts-sea level 

5300 V A.C. RMS. 
Current rating _____________________ .. 13 amps. 
990-S0L (solderless) ________ uses #53 taper pin 

U. S. COMPONENTS, INC. 
NEW YO'RK, N. Y. • Cab,le Address: COMPONENTS, N. Y. 
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J/ee/ii't &~£'Leompafllj 
GLENDALE, CALIFORNIA 

POST SOCKET TURRETS 

6-12 

TERMINAL 
10-0-12T 

OCTAL 

VECTOR SOCKET TURRETS AND TERMINAL TURRETS simplify elec­
tronic canstruction. Faster wiring, greater component density and 
high" reliability are assured by their use. Military types (premium 
grade- have MIL sockets with beryllium copper silver plated socket 
contacts, brass nickel plated hot tin dipped saddles and glass sili­
cone turret post with fused tin brass terminals. Commercial types 
have micC1 filled sockets, hot tin dipped steel saddle, XXXP Phenolic 
turret past with brass fused tin terminals. 

ORDERING INFORMATION 

CATALOG NUMBERS 
Commercial Military 

Types Types 

OCTAL 

6-0- 6T 680 • 8-0- 9T 681 
B-O-I2T 682 

.10-0- 9T 6B3 
10-0-12T 684 

7-PIN 

• 6-M - 6T 687 • 8-M - 9T 688 
80M -12T 689 

10-MB-I2T 690 

9-PIN 

• 6-N - 6T 693 • 8-N - 9T 694 
8-N -12T 695 

10-NB-12T 696 

TURRET DETAilS Space 
No. of No. Of Between 

Height Term Rings Rings 

SOCKET-TURRETS 

11f.z" 6 I 
2" 9 2 I" 
2" 12 2 I" 
21f.z" 9 2 1%" 
2'h" 12 2 1%" 

SOCKET TURRETS 

1V:z" 6 1 
2" 9 2 I" 
2" 12 2 I" 
2'h" 12 2 1%" 

SOCKET TURRETS 
11f.z" 6 I 
2" 9 2 I" 
2" 12 2 I" 
2V:z" 12 2 1%" 

TERMINAL-TURRETS 

6-12 676 1 111.12'" 12 2 %" • 8-12 677 12%2"- 12 2 I" 

• 10-12 678 21'13l' 12 2 1%" 

NOTE: Tolerance on dimensions ±'A." 

• Indicates preferred types 

NET PRICE 
Comm. 
Type 
1-19 

.54 
. 60 
.63 
.63 
.66 

.63 
.69 
.72 
.81 

.63 
.69 
.72 
.81 

.45 

.48 

.51 

Longer or shorter types and other terminal configurations can be 
readily made to order. 
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TRANSISTOR TURRETS 

8-A-I2T 
Supplied 
without 

7 -A-12T -440 #654 wiring 

VECTOR TRANSISTOR TURRETS enable the user to mount transis­
tors and ather necessary circuit components on one structure. 

TRANSISTOR SOCKET TURRET: Dual Purpose Socket accommodat­
ing 3~inwline or IItop-hat" type transistors. 

TRANSISTOR WAFER TURRET: Holds four transistors on Wofer 
punched to take JETEC or in-line leads. 

Space Space 
Between Between Knurl Net Price 

Catalog No. Height Rings Wafers Saddle Nut 1-19 

6-A-12T l'h" 7/a" YES NO 1.06 
7-A-12T-440 13A" 7/aJI ' NO YES 1.04 
B-A-12T 2" 1%" YES NO 1.08 
652 2" I" 11){6" NO NO .81 
654 2'h" 1%" 2~'" NO NO, .B7 

- - - -
SOCKET SADDLE NUTS 

U nut designed especially to slip over and clamp on socket saddles 
provide convenient means for quickly screwing sockets to chassis . 
Two types are available, No. 4-40 U which fits No. 4-40 screws and 
No. 4Z U which fits a No.4 sheet metal screw. The latter is stranger 
since it is of thicker metal than the former. Screws should be harC!­
ened steel for both nuts to avoid stripping and are also listed below: 
Material is cad. plated steel. Bags of 50 each. 

Cat. No. Thread Screw length 

• 4·40 U Nut 4·40 
4·Z U Nut 4Z 
4·40 x 114" Screw 4-40 114" 
4Z x 114" Screw 4Z V4" 

- - -

TUBE BASE SHIELDS 

TUBE BASE SHIELDS are intended to be 
mounted above the socket as a base for 
conventional bayonet type tube shields. 

CATALOG NO. 

Commercial 

• 57 , 57.17 

• 59 59.17 

Military 
7 Pin Steel Cad. Plated 
7 Pin Steel Cad. Iridited 

57.22 7 Pin Brass Nickel Plated 
9 Pin Steel Cad. Plated 
9 Pi n Steel Cad. I rid ited 

59.22 9 Pin Brass Nickel Plated 

Net Prise 
1·19 Bags 

1.00 
1.25 

.60 

.40 

.09 

.09 

.12 
.09 
.09 
.12 

© U.c.P., Inc. 
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INCORPORATED 

SMALL ROUND OR SQUARE PLUG INS 

~ 
G2·10·T·l 8.10·M C·l0 02.1·8·4 

SMALL ROUND & SQUARE PLUG-INS for amplifiers, counters, oscillators, flip 
flops, and other circuits can be easily assembled and packaged from the wide 
variety of readily available Vector Plug-in Units and Cases. Cases are deep-
drawn aluminum with caustic etch finish. Plugs are tube base type; Octol 8 
pins for 8, C, and G2 types, 9 pin Noval for G2.1 size, and 7 pin miniature 
for G2.2. Sockets are mica filled phenolic, with brass cad. plated contacts. 
Military types (premium grade) have Mil sockets with beryllium copper silver 
plated contacts. (Add J to catalog number for this). 

Catalog Type of Type of Type of Dimensions Net Price 
Number Plug Socket Turret Height Size 1-19 

8-8 Octal 8 None None 2" lJ:\," Sq. .99 
8-10 Octal 8 None None 2112" lJ:\,' Sq. 1.03 
8-10-M .Octal8 7 P. Min. Post 2112'" 1~6" Sq. 1.91 
8-10-N Octal 8 9 P. Nov. Post 2112" 1',t,,' Sq. 1.95 
B-l0-T Octal 8 None Post 2V2" 1',t,,' Sq. 1.65 
8-10-4 Octal 8 None Strip HA" 2112" 1~," Sq. 1.82 
C-l0 Octal 8 None None 21/2" 2" Sq. 1.16 
C-12 Octal 8 None None 3" 2" Sq. 1.20 
C-12-M Octal 8 7 P. Min. Post 3" 2" Sq. 2.24 
C-12-N Octal 8 9 P. Nay. Post 3" 2" Sq. 2.27 
C-12-T Octal 8 None Post 3" 2" Sq. 1.88 
C-12-4 Octal 8 None Strip "A" 3" 2" Sq. 2.85 
C-l0-NN Octal 8 9 p. Nov. (2) Post 2112" 2" Sq. 3.01 
C-12-NN Octal 8 9 p. Nay. (2) Post 3" 2" Sq. 3.04 
G2-10 Octal 8 None None 2112" 11/4" Dia. .97 
G2-10-M Octal 8 7 P. Min. None 21/2" 1114" Dia. 1.66 
G2-10-N Octal 8 9 P. Nov. None 2112" 1114" Dia. 1.69 
G2-10-4 Octal 8 None Strip "0" 21/2" 1114" Dia. 1.85 
G2-10-T-l Octal 8 None Wafer 2112" 1114" Sq. 1.68 
G2.1-8 9 P. Nov. None None 2" 314" Oia. 1.35 
G2.1-8-N 9 P. Nov. 9 P. Nov. None 2" 314" Oia. 2.04 
G2.1-8-4 9 P. Nov_ None Strip "G" 2" '1'4" Dia. 1.90 
G2.2-8 7 P. Min_ None None 2" 5Jg" Oia. 1.21 G2.2-8-M 7 P. Min. 7 P. Min. None 2" %"Oia. 1.93 G2.2-8-4 7 P. Min. None Strip "G" 2" %"Dia. 1.88 

NOTE: Strip "A" ~as .093" holes sp. 0.265". Strip "0" has .093" holes space a 
0.2" x 0.25". StriP "G" has )1,' holes spaced 0.141" to fit JETEC transistor 
leads. "Wafer" is 1" diameter as used on transistor turret #654. --------------

MULTI-USE PLUG-IN-KIT: 

TU8E SOCKET TYPE TRANSISTOR TYPE 
MULTI USE PLUG-IN KITS enable the user to readily wire and package a wide 
variety of circuits. Kits consist of an aluminum case with plug and accessories 
for mounting (a) Tube Sockets, or (b) Transistor type assemblies. For the tube 
circuits the Lip-loc Case units (see left fig.) are used. These include the follow­
ing parts: Mounted noval sockets, shield bases, 2 Zip wiring decks, and 11 ~pin 
Octal plug plus extra components as follows: equal number of 7-pin minid­
ture sockets, shield bases and adapter mounting rings; plug buttons to close 
~nused socket holes; one extra un punched base with spacers and screws for 
mounting larger plugs such as the Amphenol Blue line (not supplied in kit); 
on"e extra zip wiring deck. The extra components may be readily installed as 
required in place of the furnished items. 
For transistor and printed circuit as~emblies the Frame-Loc type case shown at 
the right above is used with Elco Varicon 16 pin plug and optional perforated 
epoxy-paper center wall with X6" holes on alternate centers of a 0.111 grid. 
T28 Push-In T~rminals supplied (no! installed). 
Material specifications are as follows: case, caustic etch on aluminum; sockets, 
mica-filled phenolic, commercial grade; terminal strips and spacers are 
phenolic for tube units and epoxy-paper for transistor units. Overall height 
of all units is 3", 

Deck Number 8ase 
Spacing Terminals '.' Price 

Cat. No. Sockets Base Dlmen. (2 Decks) per Deck 1-19 

4·EK3 3N & 3M 1%" 13~8" lJ:\, 22 5.97 
5-E2K3 4N &4M 1.68" 1 4.82" 1~, 30 6.57 
6-E1K3 5N &5M 1%"15~8" lJ:\, 38 7.17 
4-HK3 None 1" x4" 1 Wall 5.60 
5-HK3 None 1" X '511 1 Wall 5.74 
6-HK3 None 1" x 6" 1 Wall 6.19 

Many other case siz"s and structures are obtainable at the factory. 
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838A 

4uamlLJ~" 
R622 

P 
L 
U 
G 
B 
o 
R 
D 
S 

812 

R616 

Use Plugbords for test circuits, P.C. prototypes, modular Plug-Ins. Plugbords 
made from 31'611 epoxy paper or glass with J.i'6" ~ 'Ies on alternate 0.1" centers. 
Use Vector T-28 Push-In, eyelets or turned terminals. Elco Varicon or P.C. 
plug contacts attached to board. Copper da~ boards also listed can be 
etched by user. 

Catalog 
Number 

812 
812WE 
R616 
837 
837WE 
R612 
838A 
R622 
838 
R644 
838C 
838D 

Description 

4112" 1 6112" Epoxy-Paper, ,.6 Varicon Contacts 
4112" 16112" Epoxy-Glass, 16 Vari.con Contacts 
Receptacle for Above, 16 Contacts 
3" x 41/2" Epoxy-Paper, 12 Varicon Contacts 
3" x 411:t'Epoxy-Glass, 12 Varicon Contacts 
Receptacle for Above, 12 Contacts 
4112" x 6112'" Epoxy-Paper, 22 E.tched Contacts 
Receptacle for Above, 22 Contacts 
4112" x 6112" Epoxy-Paper, 43 Contacts, 2 Sides 
Recepta~le for Above, 43 Contacts 
Copper Clad, 1 Side, Epoxy-Paper, Sim. to 838A, No Etch. 
Copper Clad, 2 Side, Epoxy-Paper, Sim. to 838, No Etch. 

TUBE BASE ~LUGS 

P7A 

Net Price 
1-19 

$2.73 
3.23 
2.22 
2.13 
2.36 
1.75 
2.57 
3.15 
3.34 
3.15 
1.50 
1.75 

KF1.335 

VECTOR TUBE BASE PLUGS have mica-filled castings and phosphor-bronze 
pins. The wide variety of pin configurations on the top side of the plugs make 
possible design features not possible with other plugs. Plugs may be< mounted 
as follows: 
I. With a 4-40 or 5-40 screw through the center of the plug .. The 7-pin min!a­
ture and 9-pin nova I plugs have a recessed hexagonal hole In the base which 
fits a 4-40 or 5-40 small pattern nut. 
2. With a retainer ring in _a plate or. chassis. Retainer rings are indicated by 
adding IIRII after K or P in the catalog number. 
3. Where round shells are to be attached, th!, 7-pi~ and 9-J;'in plu!ls without 
a keyway can be furnished with a threaded Insert In each Side which accom­
modate a 1-72 thread screw. Threaded inserts are indicated by "F,II in catalog 
number. 

Net 
Cat. DIJ.lENSIONS Price 
No. Type A 8 C 0 E F G 1-19 

P7 7·pin min. 17f.12" .300" .265" lA," .621 .568 .125 .47 

P9 9-pin naval '%2" .300" .265" Vi6" .748 .700 .125 .52 

P7A 7-pin min. :vi6" .300" .265" lA,'" .621 .568 .125 .47 

P9A 9-pin naval o/i6" .300" .265" Vi6" .748 .700 .125 .52 

Kl.302 (Same as P7 exc. no centerpost) .47 

Kl.402 (Same as P9 exc. no centerpost) .52 

Min. hooked 
K1.334 Pin .150 .300" .265" lA," .621 .568 .125 .59 

Naval 
K1.434 hooked pin .162 .300" .265" Vi6" .748 .700 .125 .64 
P8l loctal 'o/i/' 'M," '%,"100 1.17 1.00 .110 1.23 
K1.14 14 pin 1~{' .300" .265"J{l' .750 .700 None .63 
KF1.301 (Same as P7 + knurl nuts exc. no keyway) .76 
KF1.311 (Same as P7A + knurl nuts exc. short pins, no keyway) .76 
KF1.401 (Same as P9 + knurl nuts exc. no keyway) .79 
KF1.411 (Same as P9A + knurl nuts exc. short pins, no keyway) .79 

KF1.335 (Same as K1.334 + knurl nuts exe. no keyway) .88 

Add Rafter "P" or uK" for retainer ring. .45 
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PATCH BOARDS 

PATCH CORD 

PB 1010 

K2.06 

VECTOR PATCH-BOARDS provide simple, but reliable low-cost units 
for multiple connecti~n, single conductor patching on computers and 
test fixtures. Standard units are made up in blocks of 100 receptacles 
on .265" centers, ten rows of ten receptacles each. Horizontal rows 
lettered alphabetically starting at top. Vertical columns numbered 
startin!! "1" at left. Furnished with four brackets and drilled mount­
ing holes. Special size patchboards available to order. 

Speci~cations: Panels epoxy paper" ivory color, ,093/ thick. Terminals 
beryllium copper, silver plated with gold flash. Dimensions 31/4" x 31,4" 
x 7/8". Hole diameter 0.094 ±.002. Recommended plug. 0.087" -
.091" diameter by .468" long. Contact tabs provided with 2 holes 
for soldering on wires. 

Cat_ No. 

PB1010 
K2.08 
K2.09 
K2.15 

Description 

Patch Board (Standard) 1 DO Contacts 
Patch cord Single Conductor 6" (25 per bundle) 
Patch cord Single Conductor 9" (25 per bundle) 
Patchcord Single Conductor 15" (25 per bundle) 

EXPERIMENTER'S TEST ADAPTERS 

EXPERIMENTER'S TEST ADAPTERS. These 
are similar to the Socket Test Adapter 
but are less the shells and tabs so that 
connections can be cross-connected in any 
desired way. User must solder connections 
(Outer shells available at factory - add 
"S" to number to obtain). 

Cat. No. 

TX-8-0 
TX-7-M 
TX-9-N 
TX-78B 

Socket Type 

Octal 
Miniature 
Noval 
Set of above three in kit 

Net Price 
1-19 

1.30 
.80 
.85 

3.25 

Net Price 
1-19 

10.75 
2.00 
2.29 
2.50 

TX-S-O 

- -"- - --
SOCKET EXTENDERS 

SOCKET EXTENDERS provide a replace­
able unit for use in tube testers. Wear 
is shifted from the socket in the tester 
to the one in the Extender so that when 
it is worn out a new one can be easily 
inserted. Sockets have highest grade 
beryllium copper contacts. A screw pro­
jects thru the plug and may be used to 
hold the unit firmly in place if desired. 
Socket to plug leads are soldered and 
an outer shell is used. 

Net Price 
Cat. No. Socket Type 1'19 

#1262. Octal 8 1.90 
#1263 9 P. Noval 1.90 
#1264 7 P. Miniature 1.90 
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Versatile VECTOR CURRENT TEST ADAPTERS make possible tulle 
circuit current or votage measurements without CL .ling leads or 
making computations. All measurements may be made from the tube 
side of the electronic equipment without disturbing the chassis. 

Cat. No. 

T-7-M-C 
T-8-0-C 
T-9-N-C 
P-2 

T-789-C 

Type 

7 Pin Min. 
8 Pin Octal 
9 Pin Noval 
Dual Sided Plug-in Probe, 
Required for above 
Set of Above 3 Adapters 
with P-2 Probe in Case 

SOCKET CHANGE ADAPTERS 

Net Price 
1-19 

2.20 
2.45 
2_45 

.75 

8.40 

SOCKET CHANGI: ADAPTERS facilitate use 

of unlike tube bases in existing sockets 

where a change of tube types is required. 

To be wired by user. Add "S" to number 

for an outer shell which may be cemented 

in place. T97 

Cat. No. 

T 780 
T 79 
T 807 
T 809 
T 97 
T 980 

Socket 

7 P. Min. 
7 P. Min. 
Octal 8 
Octal 8 
9 P. Noy. 
9 P. Nov. 

Plug 

Octal 8 
9 P. Nov. 
7 P. Min. 
9 P. Nov. 
7 P. Min. 
Octal 8 

THE ROTOPROBE 

THE ROTOPROBE is a new type of test 
adapter to which a rotating test lead is 
permanently attached. Rotation of the shell 
causes a contact arm to move across the 
pins connecting the socket elements so 
that any position may be quickly con­
tacted. This serves the same purpose as the 
usual Test Adapters but is more convenient 
and faster. 

Cat. No. 

T-8-B 
T-7-B 
T-9-B 
T-789-B 

Socket Type 

Octal 
Miniature 
Noval 
Set of above three in kit 

Net Price 
1-19 

3.45 
3.30 
3.60 

11.18 

CABLE CONNECTOR PLUGS 

CABLE CONNECTOR PLUGS permit connecting 
cables to miniature and naval tube sockets. 
Aluminum shells are fitted to 7-pin and 9-pin 
plugs. In type "C" a rubber grommet (with \4" 
hole) is mounted in the side wall and a center 
screw holds the assembly together. In type "D" 
a Heyco strain relief grommet is mounted in the 
end \>f the shell and the base screws hold the 
shell on the plug. Approx. length (exc. pins) 
2.125". 

End Outlet Side Outlet No. of Outside 

Net Price 
1-19 

TSB 

1.05 
1.02 
1.23 
1.23 
1.02 
1.05 

P9D 

Net Price 1-19 
Cat. No. Cat. No. pins Diam. End Outlet Side Outlet 

P7D P7C %" 1.50 1.08 
P9D P9C 314" 1.59 1.20 

(Similar connectors for other tube type supplied to order). 
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7:imcrs NEW ARK, N . .J., U. s. A. 

RECYCLING : TIME DELAY : INTERVAL : RUNNING TIME 
: ~ : METERS 

Recycling Cam Timer., 1 to 
20 lood switches. 2/3 sec. to 
72 hours in 600 steps. Detoils 
in Bulletin #200. 201. 202. & 
203. 

Tandem Recycling Timer. in· 
terchongeable elements. time 
cycles from 1/60 sec. to 3 
hours. Details in Bulletin #500. 

Percentage Timer. dial ad· 
justable for ON-OFF percent­
age of given time cycle. Detail! 
in Bulletin #500. 

Explosion Proof Cam Timer., 
1 to 20 load switches. 2/3 sec. 
to 72 hours. Details in Bullelin 
,#800. 

© U.C.P .• Inc. 

Serle. S'C. 1 /10 sec. to 5 
minutes. Auto-Reset. 10 amp. 
contact rating. Back mounted. 
Detailsin Bulletin #300. 

5"'le.H~ 1/10 sec, to 5 min •• 
Auto.Reset. 10 amp. conloct 
rating. flush mounted. Bulletin 
#300. ' ,. 

SerlesTD. t 11 0 $IIC>tO:' min:: 
Auto.Reset,. 10 . amp •. CORtQ.ct 
rating.:mounts through a hole. 
Bulllllln ,#300. . 

Serle. TDA', l/6(j ~~c. taJ 
hours~ .. insto.n!· re5el.;10·, amp •. 
eanlael .. raling;. flush .mounting. 
Bullelin #300. '. 

Serl,!,sTDAI, i /60 see./lo 
hours, .instont res II', .. 10 amp' 
cantad·. rCltlng, , !;lack' rilauntlld 
at ovailableincQsl" .,Bu'lielln' 
#300. . 

Series PAl, 1/60 SIlC. to 3 
hours. auto-resel. 15 amp. can· 
lact rating, available in hous· 
ing. or back mount. exlremllly 
accurate. Bulletin #400. 

Series P. 1/10 sec. to 5 mil ..• 
self powered. auto-reset. 10 
amp. contact roling. Bullelin 
#400. 

Serle. M, 1 minute only. 10 
amp. contacl rating. auto-reset. 
Bulletin #400. 

Series R5. 15 minutes to 60 
hours. 20 amp. contact rating. 
manual set. Request Bulletin 
#400. 

Series PAF, 1/60 sec. to 3 
hours. instant reset. 15 amp. 
contact rating. panel mounting. 
extremely accurate. Bulletin 
#401. 

5erles 5AR. Auto-reset Signal­
ling Timer. time cycles from 1.5 
min. to 3 hours. Bulletin #402. 

5.ert •• C:~5. Timl! totalizer •. reo 
sel; 10 zero. type;tounls avail­
able from 1 Sec to j hour. 
Bu.lh~'in· #700. 

Serle. nxp, Explolion Proal. " 
extetnol. \"ttlel, . :Bulletin#800; .'J 

, .. { . ;;:4 
; :, , 
i 

".">:i' 

'H ........ t ...... 1I .. soj(lIed:'~ 
allel 'ruggedized, .·samt ...•• 'olln;$>l 
asSiJrles C-~~tomple1ltdeitolts:. j 
hi. 8ulletIir#60Q;: :,/!: ..• ' "'jql 

. ..... ." : ': " .... <":"::- '.:;~ y :) >"':"':".' ..... ";. : ". . . .'.,"j 
.. ;....-- --.,;. ~<~ ........ :'~;:~:.'7'!; 

~. r~~af~:~~~~i~ 
;/. ".: ~,~~~ .:ypO~. ·req*!es'· ~~: ~.". ~. ~ ,::~~,~~ 

"'] 
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CODE 
E27 

. CASE LENGTH. 21/32 " 
DIAMETER. 1%2" 
PIN SIZE •. 093" 
PIN SPACE. OCTAL 

CODE 
E22A 

CASE LENGTH. 51/64 
WIDTH. %" 

" 

THICKNESS. 11132 " 
PIN SIZE •. 093" 
PIN SPACE •. 486" 

AX2 

SECTION 2300 

AMATEUR CRYSTALS 

3500-4000 kc_ (Novice frequencies for 80 ___ 
3700.0 kc. to 3750.0 kc.; Multiplies to 40 ... 
3587.5 to 3600.0 kc.; Multiplies to 15 .•• 
3516.66 to 3541.66 kc.) 

7000-7425 kc.; 8000-8222 kc. (Novice fre-
AX2 for 40 ... 7175.0 to 7200.0 kc.; 

E22A SR10 

to 15 .. .7033.33 to 7083.33 kc. 

12 mc-27.5 mc experimental frequencies 
(Novice freq uencies for 15 ... 21, 1 00 to 
21,250.0 kc.; Multiplies to 2 ... 24,166.66 
to 24,500.0 kc. 

* 

±.03% 8.50 

*Note. We will supply to integral spot frequencies (no fractions) as ordered; 
calibration ±500 cycles in factory test oscillator. 

GENERAL COMMUNICATIONS CRYSTALS 

CRYSTALS FOR STANDARD FREQUENCIES 

TYPE APPLICA TlON TOL. 

MC9 TV Service-4.5 mc intercarrier ±.02% 

MC9 TV Service-5.0 mc signal generator ±.02% 3.95 

E9 MC9 TV Service-l OJ mc FM-i-f alignment ±.OS%· 3.95 

El0 KV3 Reference frequency 100 kc. ±.005% 8.50 
EllA MC9 Marker frequency 1000 kc. ±.OS% 8.00 

455 kc.-456 kc.-465 kc. Single E15 CF6 ±5 kc- 4.50 Signal Filters 

E27 MS433A Reference frequency 1000 kc. ±.005% 17.00 

FOR 100 kc. OR 1000 kc. 
For precision calibration of signal generators or otner test instrumentation. 

TYPE DESCRIPTION STABILITY PRICE 

E24 BH6A 1000 kc. Crystal ±.0002% $14J5 

E25 BH9A 100 kc. Crystal ±.0005% 11.25 

E26 TCO-14L5 Oven 7S°c. ±2°C. 12.95 

Crystal units described are calibrated in recommended oscillator circuit­
adjustable to zero beat (at 7S°C.) in this circuit. O~en rating. 6.3V; 10watts. 

SPECIFY CODE E26 FOR TCO-14LS OVEN ONLY 
SPECIFY CODE E24 FOR BH6A 1000 KC. CRYSTAL ONLY 
SPECIFY CODE E25 FOR BH9A 100 KC. CRYSTAL ONLY 
SPECIFY CODE E28 FOR OVEN WITH BH6A AND BH9A CRYSTALS 

CODE 
ES 

CASE LENGTH. 139/64" 
WIDTH. 1 'Ia" 
THICKNESS. 21/32" 
PIN SIZE •• 125" 
PIN SPACE •• 750" 

CODE 
E24 

CASE LENGTH. 11/32 " 
WIDTH. %" 
THICKNESS. 11/32 " 
PIN SIZE •. OSO" 
PIN SPACE. .486" 

BLIlEY ELECTRIC COMPANY, UNION STATION BUILDING, ERIE, PENNSYLVANIA" 

THE COMPANY RESERVES THE RIGHT TO CHANGE 
PRIcEs AND SPECIFICATIONS WITHOUT NOTICE. 
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SECTION 2300 

PRICE LIST • Effective June 1, 1961 

Subject to Change Without Notice • 

Z-2 Crystals are supplied only in the following bands and 
calibrated integral kilocycles only, no fractions. 

-
Type Frequency Range For Price 

3500 to 4000 Kc. } 80M. Z-2 7000 to 7425 Kc. ±500 40M. 

Fundamental 8000 to 8222 Kc. Cycles 2M. $2.95 
8334 to 9000 Kc. 6M. 

(All Z-2 Crystals calibrated with a load of 32 mmfd.) 

Type Z-SA, Frequency Standard 

100 Kc ........................................... $6.95 

Type Z-l, MARS and CAP 
Calibrated to .005% 

Official assigned transmitter frequencies 
in the range. 

Type Frequency Range 

Z-9A 24000 to 24666 Kc. 1 
3d Overtone 25000 to 27000 Kc. ±3 Kc. 

Z-9A 
5th Overtone 

50000 to 54000 Kc. ± 15 15c. 

CITIZENS BAND CLASS "0" 
Type Z-9R, Transmitter 

FCC Assigned Frequencies in Megacycles. 
26.965 27.025 27.085 27.155 27.215 
26.975 27.035 27.105 27.165 27.225 
26.985 27.055 27.115 27.175 27.255 
27.005 27.065 27.125 27.185 
27.015 27.075 27.135 27.205 

Price 

$3.95 

$4.95 

Be sure to specify manufacturer and model number of 
equipment. Calibrated .005%. Each. . ........ $2.95 

1600 to 10000 Kc ................................. $3.45 1-------------------
Citizens Band Class "0" Type Z-9R, Receiver 

Type Z-l, TV Marker Crystals . 
Channels 2 through 13 ............. . . .................... $6.45 
4.5 Mc. Intercarrier, •. Ol % ............................................ $2.95 
5.0 Mc. Signal Generator, .01 % .................................... $2.95 
10.7 Mc. FM, IF, .01 % ................................................ $2.95 

Type 2XP 
Suitable for converters, experimental, etc. Same 

holder dimensions as Type Z-2. 

1600 to 12000 Kc. ±5Kc. (Fund.) .......... $3.45 

12001 to 25000 Kc. ±10 Kc. (3d Overtone) $4.45 

Broadcast Crystals Regrinding Service 
Any Frequency, 550 to 1600 Kc ................................ $20.00 

COMMERCIAL TYPES 
Available from 100 Kc. to 70 Mc. Prices on request. 

In ordering Receiver Crystals, specify I. F. Freque~cy, also 
whether receiver oscillator is above or below Transmitter Fre­
quency. Be sure to specify manufacturer and model number of 
equipment. Calibrated .005%. Each ........................... $2.95 

Type Z-9R, RADIO CONTROL 
FCC Assigned Frequencies in Megacycles. 

26.995 27.095 27.195 
27.045 27.145 27.255 

Be sure to specify manufacturer and model 
number of equipment. Calibrated .005%. Each.. $2.95 

VHF Type Z-9R, AIRCRAFT 
For LEAR, NARCO and similar equipment 
operating in the 121 Mc. region, requiring 
crystals in 30 Mc. range. Each. $4.95 

ACCESSORIES 
Single Sockets for Z-9, Z-9A, Z-9R... .......... '" ................. 25c 
Single Sockets for Z-l, Z-2, and 2XP......... ....................... 30c 
Dual Sockets for Z-l, Z-2 and 2XP ................... , ................ 35c 
Adapters, to adapt Z-l, Z-2 and 2XP to JAn SockeL ......... 40c 

ALL PR CRYSTALS ARE UNCONDITIONALLY GUARANTEED. 

PETERSEN RADIO Company, Inc., Council Bluffs, Iowa 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITED ;PRICIN(i SERVICE 
The Perpetual Pricing System for 

Rad~o-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you plClce your order. 



I SECTION 2300 

TEXAS CRYSTALS ... FOR EVERY PURPOSE 

Made to order crystals in pressure type holders can be supplied in 
five types as shown. All TEXAS CRYSTALS are cut, lapped, and etched 
to exact frequencies. They are supplied for oscillator circuits having 
32 MMFD capacity, unless otherwise ordered, as the crystal frequen­
cy will vary with capacity of the circuit. 

--------

CRYSTALS MADE TO ORDER 
M 1,001 to 1,600 KC .005% TOL.......... $4.50 

l,601 to 2,600 KC .005% TOl.................. .. $2.75 
2,600 to 9,000 KC .005% TOl.. ...................................... $2.50 
9,000 to 10,000 KC .005% TOl.. ....................................... $3.00 

Low frequency crystals from 1001 KC to 2100 KC are space mounted 
-all others are pressure mounted. The advantage of the pressure 
mount crystal is its ability to handle more current (up to 50 Milliwatts) 
without fracture. Order by frequency, type holder, tolerance, and 
circuit capacity (if known) or type of equipment in which it is to 
be used. 

HERMETICALLY SEALED CRYSTALS MADE' TO ORDER 

O.3433''''1; ... ~ .... ~..L 
·--'.II"f~";;,r;II'h~ 

0'050"~Ir- I 
i'- ~ 
0.486" 

I 0.750" 

HC 6/U .050 PINS 

In recent years, manufacturers have en­
gineered new equipment utilizing the her­
metically sealed plated crystal (HC6/U). This 
crystal is either gold or silver plated, the 
plating acting as electrodes. These crystals 
should be used in circuits designed for 
them as the maximum current capacity is 
10 milliwatts (5 milliwatts for overtone 
type). High stability of frequency is a 
characteristic of this crystal. All TEXAS 
CRYSTALS are made to conform with mili· 
tary specifications. When ordering for G. E., 

1,400 KC to 2,500 KC (Fundamental Frequency) .................... $6.oo ea. 
2,501 KC to 5,000 KC (Fundamental Frequency) .................... 3.50 ea. 
5,001 KC to 10,000 KC (Fundamental Frequency) 3.25 ea. 

10,001 KC to 15,000 KC (Fundamental Frequency) 3.75 ea. 
15 MC to 20 MC (Fundamental Frequency).. 5.00 ea. 

Motorola, Link, etc., for split channel opera­
tion, a sample of both transmitting and 
receiving crystals known to be correct, be 
sent us with order specifying exact crystal 
frequency desired. We will correlate crys­
tals and return your samples. Type HC6/U 
has .050 pins and fits CE·l socket. Type 
HCI7/U is the same physical size except the 
pins are .093 diameter. Specify type circuit, 
if known. Order by fundamental frequency I 
type circuit, type holder. All plated crystals 
are .005% tolerance. 

OVERTONE CRYSTALS 
15 MC 10 30 MC Third Overtone 
30 MC to 40 MC Third Overtone 
45 MC to 65 MC Third or Fifth Overtone 
65 MC to 100 MC Fifth Overtone. . ............... .. 

0.750" 

He 17!U .093 PINS 

.................. $3.85 ea. 
4.10 ea, 
4.50 ea, 
6.00 ea. 

CLASS IIDII CITIZEN BAND CRYSTALS 
22 Frequencies - 3rd Overtone - .005% TOL. 

HC.6/U 

All "Citizen Band" crystals supplied in HC-6/U halders. Pin spacing .493-Pin dia . 
Frequencies listed in megacycles, Use circuit recommended on P5 for best results. 

. 050-
Order 

by frequency. 
CHANNEL CHANNEL CHANNEL CHANNEL CHANNEL 

18 CE·l ... 20c 
Ceramic Low Loss 
Socket for HC·6/U 
Holder - 1/2" Pin 

Spacing .050" 
Holes. 

26.965 1 
26.975 2 
26.985 3 

27.005 4 27.065 9 
27.015 5 27.075 10 
27.025 6 27.085 11 
27.035 7 
27.055 8 

27.105 12 
27.115 13 
27.125 14 
27.135 15 
27.155 16 
27.165 17 

27.175 
27.185 
27.205 
27.215 
27.225 

19 
20 
21 
22 

Can be supplied with .093 pins-15c extra. Available in counter display unit 

We can supply crystals for the following manufacturers of Citizen Band Transceivers. Please specify manufacture 
and model number. All crystals .005% Tol. in HC6/U holders at $2.95 ea. Action Laboratorie" Apelco, Arkay, 
Chickasha Electronics, Citizens Electronicsc, Dixon Electronics, Dunlap Electronics, Eico, Electronic Design, Essco C8, 
Globe, Gonset, Grove Electronics, Hallicrafters, Heath Co., Hershel Radio, International Crystal, Johnson Vikin, 
Kaar Engineering, Kay Townes, LaFayette Radio, Lakeland Electronics, Maxwell Electronics, Morrow Radio, 
Multi Products, Citi-Fone, Numaker Electronics, Pearce Simpson, Phil more, Polytronics, RCA, Radio Mfg. Eng., 
Radio Shack Corp., Radsen Eng., Ray Jefferson, Raytheon Mfg., Regency, Shell Electronics, Springfield Enterprises, 
Tecraft Sales, Transpace Inc., U.S. Electronics, Utica Communication, Vanguard Electronics, Vocaline, Western 
Radio, Wrightman Eng., and World Radio. 

TEXAS AMATEUR CRYSTALS 
Order by Fundamental Frequency - $1.50 each. Available in self· 
selling counter display. 

Band Freq. Range Multiplier Crystal Freq. 

80-Meter General 3,500 to 4,000 KC Fundamental 3501·3999 
80-Meter Novice 3701 to 3,749 Fundamental 3701·3749 
40-Meter General 7,000 to 7,300 Double 3500·3650 
40-Meter General 7,000 to 7,300 Fundamental 7000·7300 
4O-Meter Novice 7,l51to 7,199 Double 3576·3599 
4O-Meter Novice 7,151 to 7,199 Fundamental 7151·7199 
20-Meter General 14,000 to 14,350 Double 7000·7175 
20-Meter General 14,000 to 14,350 Triple 4667·4780 
15-Meter General 21,000 to 21,450 Triple 7000·7150 
15-Meter Novice 21,100 to 21,250 Triple 7034·7082 
10-Meter General 28,000 to 29,700 X4 7000·7425 
6-Meter Gen. & Tech. 50 MC to 54 MC X6 8334·8900 
2-Meter General 144 MC to 148 MC X18 8001·8221 
2-Meter Novice 145 MC to 149 MC X18 8056·8277 

AIRCRA.FT CRYSTALS 
All crystals are supplied at ',4 operating frequency unless otherwise 
specified. Tolerance .005%. Order by final frequency and type equip. 
ment. Be sure to designate 'HC6/U' holder, or 'miniature' type. 

Frequencies in stock from 118 MC to 130 MC 
Type HC6/U-all frequencies .................................... $3.85 each 
Miniature type-all frequencies .................... " ..... " ... 4.75 each 

Note: Above crystals can be supplied with wire leads for soldering 
directly to equipment at 25c per crystal extra. 

AIRPORT OWNERS AND SERVICE DEPARTMENTS WRITE FOR 
QUANTITY PRICES -----------MARIN'E CRYSTALS 

Supplied in 4 types of holders-FT243, MC7, CRI/AR, HC6/U .. 005% 
tolerance. Order by frequency for transmitter for transmitter types 
and actual crystal frequency for receiver (including 455 KC I F). 
ANY MARINE FREQUENCY FROM 2000 KC to 3200 KC 

IN FT243, FT171, MC7 or CRIAR ............................................ $2.50 
HERMETICALLY SEALED CRYSTALS FOR MARINE IN ANY 

FREQUENCY (Specify either .050 or .093 pins) ...................... 3.50 ------------CIVIL AIR PATROL CRYSTALS 
Supplied in OC34, FT243, FT171 or CRI/AR holders 

PROMPT DE~IVERY ON ALL ORDERS. ALL CAP frequencies supplied 
at above prices. . 
2374 KC, 2394 KC, 4325 KC, 4507.5 KC, 4585 KC, 5500 KC 
8230 KC & 8008.24 KC. - .005% TOLERANCE. $2.50 each. ' 

------- ------------------ ..... -
TEXAS CRYSTALS FORT MYERS, FLORIDA 
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SECTION 2400 

Harry Davies Molding Co. 
- Molders of Plastics 

POINTER AND BAR KNOBS 

1500 

2100 
2110 

No. 1500. Dla. I,",", hgt. 9/16", '4" molded 
hole, set screw or knurled hole mounting, locknut 
receS-B, indicator Hne filled or unfilled. 

No. 1550. Dis. I-lk", hgt. %", '%," molded 
hole or metal insert, set screw, spring or knurled 
hole mounting, locknut recess. 

No. 2100. Length 2'A1", bgt. %", width 'l4", '4" 
n~olded hole or metal insert. set screw mounting, 
locknut recess. 

No. 2110. Length, 1%", bgt. 19/32", width 'l4", 
%" molded hole or metal lnsert, set screw or 
knurled hole mounting, locknut recess. 

No. 2100-P. Length 2%", hgt. %", width 'l4", *" metal insert and 5/16" pointer, set screw 
mounting. 

No. 2110-P. 'Length 1%", hgt. 19/32", width 
%", ~" metal insert and 5/16" pointer, set screw 
mounting. 

No. 2150. Length IlM.", hgt. 9/16", %" molded 
hole, set screw mounting, locknut recess. 

No. 2800. Length 1*,", hgt. %", JA." molded 
hole, also :tA," metal insert, set screw or knurj~d 
hole mounting, locknut recess. 

No. 2350. Length 2", hgt. %", '4" mold.rt hole 
or metal insert, set screw mounting; locknut 
recess. 

CONTROL KNOBS 

1600 

1475 1450 

PUSH BUTTONS 

1800 
5149·A 

1750 
1770 

No .. 1800. DI •. 7/16", hgt. 1'" to 1%", touch 
tuning, plain or recessed top, push on, to fit fiatted 
shaft .050" x .187 patented friction fit. Also with 
studs of various lengths. 
No. 5149·A. Hgt. 51/64", oval touch tuning. 
Push·on to fit flatted ·sbaft .. 050" x .187". 
No. 1750. DI •. 31/64", hgt. 9/16" to 15/16", 
touch tuning, push on, to fit fiatted sbaft .050'" x 
.187". 
No. 1770. DI •. 31/64", hot. 'AI" to %", 6-32 or 
8·32 female metal insert. 8-32 male stud. 
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1610 1470 

1700 

2500 - 2600 

TERMINAL NUTS 

2960 

No. 2710 
Dia. %,", hgt. 
%", 8 - 3 2, 
10-32,10-24 
metal insert. 

2710 

No. 140(,. D1a. 11/16", hgt. 13/82", % lIar 14" 
molded hole or brass insert, set screw, spring or 
knurled hole mounting. 

No. 1450. Dia. 11/16"", bgt. 18/82", lk" or *" 
molded hole or brailil iniert, set screw, spring or 
knurled hole mounting .. 

No. 1470. Dia. 1", hgt. lh"", 1,4" molded hole or 
brass insert, set screw, spring or knurled hole 
mounting, indicator Une tilled or unfiUed, lOckliut 
recess. 

No. 1475. Dia. 1", hgt. lh", %" molded hole OT 
brass insert, set screw, spring or knurled hole 
mounting, locknut recess. 

No. 1600. Dia. 11,~n, hgt. 11/16", 14" molded 
hole or metal insert, set screw mounting, locknut 
recess, indicator line filled or unfilled. 

No. 1610. Dia. 15/16", hgt. %", %" or 14" 
molded hole or metal insert, set screw mounting, 
locknut recess, indicator line filled or unfilled. 

No. 1700. Dia. %/', hgt. 19/32", :14" molded hole 
or brass insert, set screw, spring or knurled hole 
mounting. 

No. 2500. D1a. %,", hgt. %.", "1,4" molded hole, 
set screw, spring or knurled hole mounting. 

No. 2600. Dia. '¥a", hgt. %", 14" molded hole, 
Het screw, spring or knurled hole mounting. 

SPINNER KNOBS 

No. 99. Dia. 3%", hgt. 1%", %0" or %" molded hole or 
metal insert. Set screw mounting, with or without spinner. 

© U.c.P., Inc. 



SECTION 2400 

Harry Davies Molding Co. 
- Molders of Plastics 

INSTRUMENT KNOBS 

4100 
4101 
4102 
4103 

4104 
4107 
4108 
4109 

This series can be furnished in compliance with MS 91531. 

Part No. Knob Ola. Knob Hot. Part No. Knob Ola. Skirt Ola. 
4100 11k" %" 
4101 1%" lY1u" 
4102 1%" %,n 
4103 2%" %" 

4104 1%" 1'h" 
4107 1%" 1%" 
4108 1%" 2lhe" 
4109 2%" 3" Entire series available .with 1"/' 

molded h,gle or metal insert, set screw 
mounting. Vfhite vinylit~ P9inter 
available. Pointer lengths, %", %0", 
7/q". lYle", %15", 1"%";. 1%15", 

Skirt available with or without in~ 
dieator line filled. Branding stamps 
constructed to your specUlcatiolIs. 

NEW FLUTED INSTRUMENT KNOBS 

1910 

No. 1910. Dia. %,", hgt. 1J2". lAJn or 
l,4", molded hole or brass insert, set 
screw. spring or knurled hole mount­
ing. 

No. 1915. Dia. n~JI, hgt. %i". '4" 
molded hole or brass insert. Set screw 
mounting. 

1913 

1920 

1919 

No. 1915. Dia. 1*", hgt. lo/J.a". Dual 
concentric control. 14," molded hole 
or brass insert. 

No. 1919. Length 1';4", hgt. %". ';4" 
molded hole or brass insert. Set screw 
screw mounting. 

1930 

1925 

No. 1920. Dia. It4", hgt. %". %," 
molded hole or brass insert. set screw. 
spring or knurled hole mounting. 

No. 1925. Dia. I1..4,:", hgt. %". 34" 
molded hole or brass insert. Set screw 
mounting with or without decorative 
inlay. 

1915 

Please specify if paint 
filled indicator line 1s de­
sired on top of knob 
andlor on skirt of knob. 

No. 1930. Dia. n~", hgt. %". *" 
molded hole or brass insert, llet Bcrew, 
spring or knurled hole mounting. 

No. 1940. Dia. 2", hgt. 1%6". *" 
molded hole or bras&: iniert. Set screw 

"mounting. 

METER CASE AND COVERS 

No. 240. 2" hgt. x 3%," wide 
x 6"%," long. (Out81de Di­
mensions)-%" (Wall Thick­
ness). 

Knobs shown are only part of our stock on hand. Our stock 
molds are i'nterchangeable and meet most requirements 
with only minor tooling variations. Let us quote on your 
specifications. 

240 241 

© U.c.P., Inc. 

No. 241. Mating cover with 
interlocking lip for No. 240 
series cases. 

No. 260. 2%6" height x 5%2" 
wide x 61~6" long. (Outside 
Dimensions) - ~1d' (Wall 
Thi ckness) . 

No. 261. Mating cover with 
interlocking lip for No. 260 
case. 

1---------
I 
I 
I 
I 
I 
I 
I 

Write 

for 

Free 

Catalog 

L _____ _ 

Harry Davies 
Molding Co. 
CHI C AGO, ILL I N 0 I S 
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SECTION 2400 

;IGC I REPLACEMENT KNOBS -.-® ® © ~ 

@ ® f~\~' 
POINTER KNOBS 

(A) TENITE . POINTER KNOB-1" Di­
ameter,' ¥:!" Height, Fits 114" shafts. 

Knurl 
Cat. No. 24-464 Walnut Net $ .08 

24-466 Ivory .08 
Set Screw 

Brass Insert-Set Screw 
Cat. N.o. 24-498 Walnut Net $ .33 

24-500 Black .33 
24-502 Ivory .33 

(F) BAKELITE POINTER KNOB-line 
filled, 1Va" Diameter, ~." Height, 
Fits V4" shafts. 

Set Screw 
Cat. No. 24-538 Black 

24-540 Walnut 
24-542 Red 
24-544 Ivory .17 

(M) BAKELITE BRASS INSERT - 2" 
Length, SAl" Height, Fits V4" shafts. 

No Insert-Set Screw Cat. No. 24-468 Walnut Net $ .17 
24-470 Ivory .17 

(B) TENITE POINTER KNOB - ,,%,' 
Diameter, %" Height, Fits V4" 
shafts. 

Set Screw 
Cat. No. 24-504 Walnut 

24-506 Black 
24-508 Red 
24-510 Ivory 

Net $ .22 Cat. 
.22 

No.24-546 Black Net $ .30 
24-548 Walnut .30 
24-550 Red .30 

Knurl 
Cat. No. 24-472 Walnut 

24-474 Ivory 
Set Screw 

Cat. No. 24-476 Walnut 
24-478 Ivory 

Net $ .07 
.07 

Net $ .13 
.13 

(C) TENITE POINTER KNOB - '~6" 
Diameter, ~,' Height, Fits V4" 
shafts. 

.22 

.22 

(G) BAKELITE POINTER KNOB-'M," 
Length, 314" Height, Fits V4" shafts. 

Set Screw 
Cat. No. 24-512 Walnut Net $ .15 

24-514 Black .15 

(H) TENITE POINTER KNOB. - 11J4" 
Diameter, ~6" Height, Fits V4" 
shafts. 

Knurl Cat. 
Cat. No. 24-480 Walnut Net $ .07 

Set Screw 
No. 24-516 Walnut 

24-518 Black 
Net $ .23 

.23 

.23 

.23 
24-482 Ivory .07 

(0) BAKELITE POINTER KNOB - 1" 
. 24-520 Red 
24-522 White 

Diameter, V2" Height, Fits V4" (J) BAKELITE POINTER KNOB-1Vo" 
shafts. Length, 'X,' Height, Fits 1/4" shafts. 

No Insert-8et Screw Set Screw ' 
Cat. No. 24-484 Walnut Net $ .13 Cat. No. 24-524 Black Net $ .22 

24-486 Black .13 24-526 Red .22 

24-552 Ivory .30 
Brass Insert-8et Screw 

Cat. No. 24-554 Black Net $ .38 
24-556 Walnut .38 
24-558 Red .38 
24-560 Ivory .38 

(N) BAKELITE BRASS INSERT-1V4" 
Length, SAl" Height, Fits V4" shafts. 

Set Screw 
Cat. No. 24-562 Black Net $ .23 

24-564 Walnut .23 
24-566 Red .23 
24-568 Ivory .23 

(D) BAKELITE POINTER KNOB-11J4" 
Length, %" Height, Fits V4" shafts. 

No Insert-Set Screw 
Cat. No. 24-570 Walnut Net $ .13 

24-572 Black .13 
24-574 Red .13 
24-576 Ivory .13 

With Insert-8et Screw 24-528 Ivory .22. Cat. 
Cat. No. 24-488 Walnut Net $ .30 (K) BAKELITE POINTER KNOB-1Vo" 

Brass Insert-Set Screw 
No. 24-578 Walnut Net $ .22 

24-490 Black .30 Length, ~,' Height, Fits V4" shafts. 
(E) BAKELITE POINTER KNOB-lI/4" Set Screw 
~~~n:~er, SAl" Height, Fits 1J4" Cat. No. ~::~~~ W:I~~t Net $ :~: 

No Insert-Set Screw 
Cat. No. 24-492 Walnut Net $ .22 

24-494 Black .22 
24-496 Ivory .22 

(A) TENITE KNOB-2%,' Diameter, 
'%,' Height, Fits V4" shaft. 

Knurl 

24-534 Red .18 
24-536 Ivory .18 

(L) BAKELITE POINTER KNOB-11J4" 
Length, SAl" Height, Fits V4" shafts. 

(E) TENITE KNOB-1Va" Diameter, 
X." He ight, Fits V4" shafts. 

Knurl 
Cat. No. 24-666 Walnut 

24-668 Ivory 
Set Screw 

Cat. No. 24-670 Walnut 
24-672 Ivory 

Net $ .08 Cat. No. 24-700 Walnut List $ .08 
.08 24-702 Ivory .08 

Spring Type 
Net $ :~~ Cat. No. 24-704 Walnut Net $ .08 

24-706 Ivory .08 
(B) TENITE KNOB-'~,' Diameter, 
~." Height, Fits 1/4" shaft. 

Knurl 
Cat. No. 24-674 Walnut Net $ .08 

24-676 Ivory .08 
Spring Type 

Cat. No. 24-678 Walnut Net $ .08 
24-680 Ivory .08 

(C) TENITE KNO~I4" Diameter, 
. 1/2" Height, Fits 1J4" shaft. 

Knurl 
Cat. No. 24-682 Walnut Net $ .08 

Set Screw 
Cat. No. 24-708 Walnut Net $ .15 

24-710 Ivory .15 

(F) BAKELItE KNOB-'X,' Diameter, 
'%,' Height, Fits V4" shafts. 

Set Screw 
Cat. No. 24-712 Walnut 

24-714 Black 
24-716 Red 
24-718 Ivory 

Net $ .13 
.13 
.13 
.13 

24-684 Ivory .08 Cat. 
Set Screw 

Set Screw with Arrow 
No. 24-720 Walnut Net $ .20 

Cat. No. 24-686 Walnut Net $ .12 
24-688 Ivory .12 

(0) TENITE. KNOB-'~'" Diameter, 
~." Height, Fits V4" shaft. 

Knurl 
Cat. No. 24,690 Walnut Net $ .08 

24-722 Black .20 
24-724 Red .20 
24-726 Ivory .20 

(G) BAKELITE KNOB-I" Diameter, 
V2" Height, Fits V4" shafts. 

Set Screw 

24-580· B I ac k .22 
24-582 Red .22 
24-584 Ivory .22 

(P) PLASTIC POINTER KNOB - %" 
Diameter, V2" shank extension for 
V4" knurled shaft. 

Knurl 
Cat. No. 24-586 Walnut Net $ .08 

24-588 Ivory .08 

(H) BAKELITE KNOB-3f4" Diameter, 
'%2' Height, Fits V4" shaft. 

Set Screw 
Cat. No. 24-734 Walnut Net $ .18 

24-736 Black .18 
24-738 Ivory .18 

(J) TENITE KNOB-1M." Diameter, 
V2" Height, Fits V4" shaft. 

Knurl 
Cat. No. 24-740 Walnut Net $ .1'0 

24-742 Ivory .10 

(K) TENITE KNOB-1X." Diameter, 
¥:!" Height, Fits V4" shaft. 

Knurl 
Cat. No. 24-744 Walnut Net $ .08 

24-746 Ivory .08 
Set Screw with Arrow 

Cat. No. 24-748 Walnut Net $ .118 
24-750 Ivory .08 

(L) BAKELITE KNOB-7/a" Diameter, 
V:>" Height, Fits V4" shaft . 

Set Screw 
Cat: No. 24-752 Walnut Net $ .20 

24-754 Black .20 
24-756 Ivory .22 

Set Screw with Arrow 
Cat. No. 24-758 Walnut Net $ .27 

24-760 Black .27 
24-762 Ivory .27 

(M) BAKELITE KNOB-1" Diameter, 
X,' Height, F.its V4" shaft. 

@ 

® 

(Q) BAKELITE KNOB-1X." Diame­
ter, ~ .. ' Height, Fits 1/4" shafts. 

Set Screw 
Cat. No. 24-772 Walnut Net $ .. 22 

24-.774 Ivory .22 

(R) BAKELITE KNOB-1" Diameter, 
~ .. ' Height, Fits V4" shaft. 

Set Screw 
Cat. No. 24-776 Walnut Net $ .20 

24-778 Ivory .20 

(S) TENITE KNOB - I" Diameter, 
'X,' He ight, Fits V4" shaft. 

Knurl 
Cat. No. 24-780 Walnut Net $ .10 

24-782 Ivory .10 
Spring Type 

Cat. No. 24-784 Walnut Net $ .10 
24-786 Ivory .10 

(T) BAKELITE KNOB-7/a" Diameter, 
%" Height, Fits V4" shaft. 

Set Screw 
Cat. No. 24-788 Walnut Net $ .27 

24-790 Ivory' .27 

(U) BAKELITE KNOB-Ya" Diameter, 
SAl" Height, Fits V4" shaft. 

Set Screw 
Cat. No. 24-792 Walnut Net $ .12 

(V) BAKELITE KNOB-lI/4" Diame­
ter, SAl" Height, Fits V4" shaft. 

Set Screw-No Insert 
Cat. No. 24-796 Walnut Net $ .23 

24-798 Black .23 
Brass Insert-Set Screw 

Cat. No. 24-800 . Walnut Net $ .27 
24-802 Black .27 

(W) BAKELITE KNOB-1" Diameter, 
¥:!" Height, Fits V4" shaft. 

Set Screw-No Insert 
Cat. No. 24-804 Blacll Net $ .20 

24-806 Red .20 
Brass Insert-8et Screw 

Cat. No. 24-808 Black Net $ .22 
24-810 Red .22 

(X) BAKELITE KNOB-SAl" Diameter, 
'%2" He ight, Fits 1/4" shaft. 

'Set Screw-No Insert 
Cat. No. 24-812 Walnut Net $ .12 

24-814 Black .12 
24-816 Red .13 
24-818 Ivory .13 

Set Screw-Brass Insert 
Cat. No. 24-820 Walnut Net $ .18 

24-822 Black.18 
24-824 Red .18 
24-826 Ivory .18 

24-692 Ivory .DB 
Spring Type 

Cat. No. 24-694 Walnut Net $ .08 

Cat. No. 24-728 Black Net $ .22 
24-730 Red .22 Cat. 
24-732 Ivory .22 

Set Screw 
No. 24-764 Walnut 

24-766 I vary 

WRITE FOR FREE 400-PAGE GC KNOB 
Net $ _17 CATALOG ••• send us details of your 

.17 requirements. NO obligation. 
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I SECTION 2400 I 

I cae: I GEE·LAR REPLACEMENT KNOBS 
®'-® © 9® 

ELECTRONICS 
SET SCREW 

Cat. No. 24·650 Walnut Net $ .15 
24·652 Ivory .15 

®,@ 9® 0.®'© (N) TENITE KNOB-I" Diameter, 
!1,' Height, Fits V." shafts. 

KNURL 

® Cat. No. 24·654 Walnut: Net $ .08 
24·656 Ivory .08 

SPRING TYPE 

(A) BAKELITE KNOB-21f2" Length, 
5,." H.eight, Fits V," shafts. 

NO INSERT-SET SCREW 
Cat. No. 24·590 Black Net $ .27 

24·592 Walnut .27 
BRAS~ INSERT-SET SCREW 

Cat. No. 24·594 Black Net $ .33 
24·596 Walnut .33 

(B) BAKELITE KNOB-1 5,." Length, 
'%," Height, Fits V," shafts. 

SET SCREW 
Cat. No. 24·598 Black Net $ .22 

24·600 Walnut .22 

(C) BAKELITE BRASS INSERT-l%" 
Length, '%,' Height, Fits 1f4" s~afts. 

SET SCREW 
Cat. No. 24·602 Black Net $ .33 

24·604 Walnut .33 

(D) TENITE KNOB-l~,' Shank, IV." 
Diameter, !1,' Height, Fits V," 
shafts. 

KNURL 
Cat. No. 24·606 Walnut Net $ .12 

24·608 Ivory .12 

® 

(A) POINTER KNOB BRASS INSERT­
I1f4" Length, %" Height, MIL Spec. 
AN3219·1. 
Cat. No. 25·088 Black Net $ .28 
(B) POINTER KNOB BRASS INSERT-
1)12" Length, 7/." Height. 
Cat. No. 25·092 Black Net $ .37 
(C) BAR KNOB BRASS INSERT-IV." 
Length, 'X," Height, Black only. 
Cat. No. 25·098 Black Net $ .80 
(D) BAR KNOB BRASS INSERT-lifo" 
Length, 'X," Height, Black only. 
Cat. No. 25·100 Black Net $ .75 
(E) BRASS INSERT NO ARROW-3f4" 
Diameter, 'If,' Height, Black only. 
Cat. No. 25·102 Black Net $ .42 
(F) BRASS INSERT WITH ARROW­
IVa" Diameter, 'If,' Height. 
Cat. No. 25·104 Net $ .38 
IV2" Diameter, 314" Height, Black 
only. 
Cat. No. 25·106 Black Net $ .43 
(G) POINTER KNOB BRASS INSERT­
IV," Length, %" Height. 
Cat. No. 25·108 Black Net $ .38 
(H) POINTER KNOB Va" BRASS IN· 
SERT-"Io" Diameter, !1,' Height. 
Cat. No. 25·116 Black Net $ .47 
(J) BAKELITE POINTER KNOB-'31,' 
Diameter, I%," Height, Fine serra· 
tions, Fits V." shaft. 

SET SCREW 
Cat. No. 24·430 Walnut Net $ .13 

24·432 Black .13 
24·434 Red .15 
24·436 Ivory .15 

(K) BAKELITE POINTER KNOB-'31,' 
Diameter, '%," Height, Fits Vo" 
shaft. 

NO INSERT-SET SCREW 
Cat. No. 24-440 Walnut Net $ .12 

24·442 Black .12 
24-444 Red .12 
24·446 Ivory .12 

WITH BRASS INSERT 
Cat. No. 24·448 Walnut Net $ .18 

24·450 Black .18 

© U.c.P., Inc. 

---- ---------

Cat. No. 24·658 Walnut' Net $ .12 
(E) TENITE KNOB-'~,' Diameter, V2" Shank Extension for V," Knurled 24·660 Ivory .12 
!1,' Height, 1f2" Shank Extension, Shaft. SET SCREW 
Fits 1/4" shafts. 

KNURL 
Cat. No. 24·610 Walnut Net $ .08 

24·612 Ivory .08 

(F) TENITE KNOB-IV." Diameter, 
'If,' Height, V2" Shank Extension, 
Fits Vo" shafts. 

KNURL 
Cat. No. 24·614 Walnut Net $ .12 

24·616 Ivory .12 

(G) TENITE KNOB-W' Diameter, 
!1,' Height, V2" Shank Extension, 
Fits Vo" shafts. 

KNURL 
Cat. No. 24·618 Walnut Net $ .08 

24·620 Ivory .08 

(H) TENITE KNOB-'~,' Diameter, 
5/a" Height, '12" Shank Extension, 
Fits '/0" shafts. 

KNURL 
Cat. No. 24·622 Walnut Net $ .10 

Cat. No. 24·662 Walnut Net $ .15 
24·664 Ivory .15 

KNURL 
Cat. No. 24·626 Walnut Net $ .08 

24·628 Ivory .08 

(K) PLASTIC KNOB MIDGET TYPE- ,-------------
3/." Diameter, %" Shank Extension, ••• 
Fits Vo" shafts. 

KNURL 
Cat. No. 24·634 Walnut Net $ .08 ® ® © 

24·636 Ivory .08 

(L) PLASTIC KNOB MIDGET TYPE- a • 
'%," Diameter; V2" Shank Extension, 
Fits '/0" shafts. 

~un ® ® 
24·640 Ivory .08 .ed Cat. No. 24·638 Walnut Net $ .08 • 

(M) TENITE KNOB-IVa" Diameter, .,...@ @ 
V2" Height, Fits V." shafts. 

KNURL 
Cat. No. 24·642 Walnut Net $ .08 

24·644 Ivory .08 GEE·LAR KURZ·KASCH KNOBS 
24·624 Ivory .10 Cat No. SPRING TYPE 

24·646 Walnut' Net $ .15 
24·648 Ivory .15 

(A) POINTER KNOBS-Indicator line. 
"10" Diameter, !1,' Height. (J) PLASTIC KNOB-'~'" Diameter, 

® 

® 

GEE·LAR 
KURZ·KASCH 

® 

24·452 Red .18 
24·454 Ivory .25 

(L) POINTER BAR KNOB BRASS BUSH· 
ING-23f4" Length, Fits '10" shaft, 
Metal pointer can be removed. 

SET SCREW 
Cat. No. 24·456 Black Net $ .50 

24·458 Walnut .55 
(M) POINTER BAR KNOB BRASS 
BUSHING ISfa" Length, Fits Vo" 
shaft, Metal pOinter can be removed. 

SET SCREW 
Cat. No. 24·460 Black Net $ .50 

24·462 Walnut .50 
(N) BAKELITE POINTER KNOB-l"14" 
Diameter, 7/0" Height, with molded 
white arrow, brass bushing, Black 
only. 
Cat. No. 25·000 Set Screw Type 

Net $ .43 
(D) BAKELITE WITH BRASS. INSERT­
I1f2" Diameter, 3A" Height, Indi· 
cator line, Black only. 
Cat. No. 25·002 Set Screw Type 

Net..$ .30 
(P) BAKELITE SKIRT KNOBS--l1f2" 
Skirt Diameter, ')1.' Height. 
Cat. No. 25·004 Set Screw Type 

Net $ .23 
(Q) POINTER KNOBS-I1Ja" Dia· 

® 

@ ® 

1%" Diameter, 7/a" Height, 1'12" 
Skirt. 
Cat. No. 25·018 : Net $ .77 
13,." Diameter, 7/a" Height, 1"10" 
Skirt. 
Cat. No. 25·020 Net $ .77 
1%" Diameter, '%," Height, 2)1,' 
Skirt. 
Cat. No. 25·022 Net $ .90 
2%" Diameter, IX," Height, 3" 
Skirt. 
Cat. No. 25·024 Net $1.25 

(S) BAKELITE KNOB-IVa" Diameter, 
Sf." He ight. 
Cat. No. 25·026 Net $ .37 
1%" Diameter, 'X,' Height. 
Cat. No. 25·028 Net $ .42 
2%" Diameter, q'a" Height. 
Cat. No. 25·032 Net $ .48 
1%" Diameter, "10" Height. 
Cat. No. 25·030 Net $ .67 

GEE·LAR KURZ·KASC.H 
PUSH BUTTON KNOBS 

PUSH BUTTON KNOB­
X'" Diameter, l%r 
Height, %" Hole Depth, 
Black only. Tapered 
sides. 

Cat. No. 25·118 Black Net $ .12 

PUSH BUTTON RECESSED TOP-V2" 
Diameter, '%," Height, "Ia" Hole 
Depth, Top recessed for selector 
tab, Black only. 
Cat. No. 25·120 Black Net $ .12 

meter, %" Height, 314" Pointer. 
Cat. No. 25·006 Net $ .60 
1%" Diameter, 'X,' Height, IX,' 
POinter. 
Cat. No. 25·008 
ISfa" Diameter, 
Pointer. 

PUSH BUTTON KNOB-!1,' Diameter 
Net $ .62 '%," Height, "Is" Hole Depth, Black 

"I4"Height, 1~,' only. 
Cat. No. 25·122 Black Net $ .12 

Cat. No. 25·010 
2%" Diameter, 
Pointer. 

. Net $ .68 PUSH BUTTON KNOB'-!1,' Diameter, 
q'o" Height, 1'1f,' Sfa" Height, %" Hole Depth, Black 

Cat. No. 25·012 Net $ .78 
(R) SKIRT KNOBS--11!a" Diameter, 
'~,' Height, 1'12" Skirt. 
Cat. No. 25·014 Net $ .75 
IVa" Diameter, '~,' Height, 1"14" 
Skirt. 
Cat. No. 25·016 Net $ .75 

only. 
Cat. No. 25·124 Black Net $ .1.3 

PUSH BUTTON RECESSED TOP-!1t' 
Diameter, %" Height, %" Hole 
Depth, Top recessed for selector 
tab, Black only. 
Cat. No. 25·126 Black Net $ .13 

Net 

Cat. No. 25·034 Net $ .45 
1" Diameter, '%," Height. 
Cat. No. 25·036 Net $ .52 
IVo" Diameter, 'X," Height. 
Cat. No. 25·038 Net $ .52 
1'12" Diameter, "10" Height. 
Cat. No. 25·040 Net $ .52 
2" Diameter, 7/a" Height. 
Cat. No. 25·042 Net $ .97 
No Indicator Line. 
IV2" Diameter, "10" Height. 
Cat. No. 25·044 Net $ .48 
2" Diameter, 7/a" Height. 
Cat. No. 25·046 Net $ .93 

(B) POINTER KNOBS-I" Diameter 
5,.'" Height, 314" Pointer. 
Cat. No. 25·048 Net $ .67 
IVa" Diameter, %" Height, "10" 
Pointer. 
Cat. No. 25·050 Net $ .67 
1%" Diameter, '31,' Height, 131,' 
Pointer. 
Cat. No. 25·052 Net $ .90 
ISfa" Diameter, "I." Height, 1~,' 
Pointer. 
Cat. No. 25·054 Net $ .90 
2%" Diameter, 7/a" Height, 1'1f,' 
Pointer. 
Cat. No. 25·056 Net $1.22 

(C) NO POINTER-I" Diameter, Sfa" 
Height. 
Cat. No. 25·058 Net $ .57 
IVa" Diameter, %" Height. 
Cat. No. 25·060 Net $ .68 
1%" Diameter, '31,' Height. 
Cat. No. 25·062 Net $ .90 
15/a" Diameter, "10" Height. 
Cat. No. 25·064 Net $ .75 
2%" Diameter, 7/a" Height. 
Cat. No. 25·066 Net $1.08 

(D) SKIRT' KNOBS-Iifa" Diameter, 
'~,' Height, IV2" Skirt. 
Cat. No. 25·068 Net $1.33. 
1%" Diameter, '%," Height, 1"1." 
Skirt. 
Cat. No. 25·070 Net $1.28 
ISfa" Diameter, q'a" Height, 2X,' 
Skirt. 
Cat. No. 25·072 Net $1.45 
23tE" Diameter, 1;(6" Height! 311 

Skirt. 
Cat. No. 25·074 Net $2.25 

(E) POINTER KNOB BRASS INSERT-
1'10" Diameter, %" Height. 
Cat. No. 25·076 Net $ .60 

(F) POINTER KNOB NO BRASS IN· 
SERT-IVa" Diameter, '31,' Height, 
1 Set Screw. 
Cat. No. 25·078 Net $ .15 
(G) BAR KNOB NO BRASS INSERT-. 
1'12" Length, %" Height, 1 Set 
Screw. 
Cat. No. 25·080 Net $ .30 
(H) DUAL CONTROL-I" Diameter, 
1%,.' He ight. 
Cat. No. 25·086 Net $ .98 
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I cae: I HI·FI AND STEREO KNOBS 
ELECTRONICS 

@ 

® 

HHI STEREO KNOB SERIES-For Hi·Fi Stereo 
Cabinets and Custom Installations. 

Cat. No. 24·008 Black Net $ .40 
24·010 Ivory .40 

HIGH·FIDELITY KNOB SERIES TENITE-with 
handsome, individually marked brass inserts for 

Precision made of TENITE with sparkling brass 
top ring inserts and indicator lines. Set screw 
type. 

AUDIO·pIIILE KNOB SERIES-For Hi·Fi Custom 
Installations. TENITE with brass inserts. Indi· 
cated for Volume, Treble, Bass or Plain. 

Volume, Bass, Treble and Plain. . 
Cat. No. 24·034 Set of 4, Maroon Net $1.35 
"H" Loudness 

Cat. No. 24·012 Set of 3, Black 

24·014 Set of 3, Ivory 

INDIVIDUAL KNOBS 
"A" Small 

Net $ .97 

Net $ .97 

Cat. No. 24·024 Set of 4, Maroon Net $1.42 
"0" Volume 
llh" Diameter, ~6' Height, Fits Knurl shaft. 
Cat. No. 24·016 Maroon Net $ .40 

lYe" Diameter, lh" Height, For .250 Diameter 
and .156 Flat Spring Type Shaft. 
Cat. No. 24·026 Maroon Net $ .35 
"I" Bass . 

1" Di·ameter '3f" Height, 
Cat. No; 24·000 Black 

Fits %" shaft. 
"E" Treble 
1Jh" Diameter, 11,' Height, Fits Knurl shaft. 

1X;" Diameter, '12" Height, For .250 Diameter 
and .156 Flat Spring Type Shaft. 
Cat. No. 24·02B Maroon Net $ .35 

24·002 Ivory 
"B" Medium 

Net $ .30 
.30 

Cat. No. 24·01B Maroon Net $ .40 
uF" Bass 

"J" Treble 
lYe" Diameter, '12" Height, For .250 Diameter 
and .156 Flat Spring Type Shaft. 

111.' Diameter, '3f" Height, 
Cat. No. 24·004 Black 

Fits 1/4" shaft. 1'12"· Diameter, 11,'· Height, Fits Knurl shaft. 
Cat. No. 24·020 Maroon Net $ .40 

Cat. No. 24·030 Maroon Net $ .35 
Net $ .33 

.33 "G" Plain 
"K" Plain 

24·006 Ivory 
"C" Large 1'12" Diameter, ~,' Height, Fits Knurlshaft. 

lYe" Diameter, lh" Height, For .250 Diameter 
and .156 Flat Spring Type Shaft. 

llh" Diameter, ~8" Height, Fits 1/4" shaft. Cat. No. 24·022 Maroon Net $ .30 Cat. No. 24·032 Maroon Net $ .33 

® © 

(A) TENITE PLATED GOLD INLAY- KNURL TYPE 
1'14" Diameter, 1/2" Height, Fits %" Cat. No. 24·07B Walnut Net $ .20 
shaft. 24·0BO Ivory .20 

SPRING TYPE 
Cat. No. 24·070 Walnut Net $ .30 

24·072 Ivory .30 
(B) TENITE PLATED GOLD INLAY-
1" Diameter, 0/8" Height, Fits %" 
shaft. 

KNURL TYPE 
Cat. No. 24·074 Walnut Net $ .22 

24·076 Ivory .22 
(C) TENITE PLATED GOLD INLAY-
1" Diameter, 'It" Height, Fits '14" 
shaft. 

(D) TENITE PLATED GOLD INLAY-
1" Diameter, 'lis" Height, Fits 1/4" 
shaft. 

KNURL TYPE 
Cat. No. 24·082 Walnut Net $ .22 

24·0B4 Ivory .22 
SPRING TYPE 

Cat: No. 24·086 Walnut Net $ .23 
24·0BB Ivory .23 

SET SCREW 
Cat. No. 24·090 Walnut Net $ .30 

24·092 Ivory .30 
(E) TENITE PLATED GOLD INLAY-

® ® 

3,4" Diameter, 'lis" Height, Fits '14" 
shaft. 

KNURL TYPE 
Cat. No. 24·094 Walnut Net $ .18 

24·096 Ivory .18 
SPRING TYPE 

Cat. No. 24·09B Walnut Net $ .23 
24·100 Ivory .23 

(F) TENITE PLATED GOLD INLAY-
13f.' Diameter, '12" Height, Fits '14" 
shaft. 

KNURL TYPE 
Cat. No. 24·102 Walnut Net $ .23 

24·104 Ivory .23 
SET SCREW 

Cat. No. 24·106 Walnut Net $ .37 

® 

24·10B Ivory Net $ .37 
(G) TENITE PLATED GOLD INLAY-
1" .Diameter, '){,' Heig.ht, Fits '14" 
shaft. 

. SET SCREW 
Cat. No. 24·110 Walnut Net $ .33 

24·112 Ivory .33 
(H) TENITE PLATED GOLD INLAY-
13f.' Diameter, '12" Height, Fits 1/4" 
shaft. 

KNURL TYPE 
Cat. No. 24·114 Walnut Net $ .25 

24·116 Ivory .25 
SET SCREW 

Cat. No. 24·118 Walnut Net $ .32 
24·120 Ivory' .32 

GENERAL ELECTRIC KNOB REPLACEMENTS .® 
® © 

(A) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. G 1001, 
Color Black & Gold. 
Cat. No. 27·064 Channel Knob 

Net $ .92 
CHANNEL SELECTOR KNOB 

Original Mfg. 's Part No. G 1002, 
Color Black & Silver. 
Cat. No. 27·066 Channel Knob 

Net $ .92 
(B) FINE TUNING KNOB-Original 
Mfg.'s Part No. G 1003, Color Silver. 
Cat. No. 27·06B Fine Tuning 

Net $ .92 
(C) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. GWT43x246, 
Color Green & Gold. . 
Cat. No. 27·070. Channel Knob 

Net $1.25 
(D) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. GWT43x269, 
Color Clear & Gold. 
Cat. No. 27·072 Channel Knob 

Net $2.10 
(E) FINE TUNING KNOB-Original 
Mfg.'s Part No. WT43x40 (RDK222), 
Color Fawn. 
Cat. No. 27·074 Fine Tuning 

Net $ .57 
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(F) OFF·ON VOLUME KNOB-Original 
Mfg.'s Part No. WT43x41 (RDK223), 
Color Fawn. 
Cat. No. 27·076 Off·On Volume 

Net $ .75 
(G) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x42 
(RDK224), Color Fawn. 
Cat. No. 27·078 Channel Knob 

Net $ .87 
(H) PICTURE VOLUME KNOB -Or· 
iginal Mfg.'s Part No. WT43x43 
(RDK225), Color Fawn. 

·Cat. No. 27·080 Picture Volume 
Net $ .57 

(J) OFF·ON VOLUME KNOB-Original 
Mfg.'s Part No. WT43x53 (RDK263), 
Color. Brown & Fawn. 
Cat. No. 27·082 Off·On Volume 

Net $1.00 
. CHANNEL SELECTOR KNOB 

Original Mfg.'s Part No. WT43x54 
(RDK264), Color Brown & Fawn. 
Cat. No. 27·084 Channel Knob 

Net $1.50 
(K) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x76 
(RDK331), Color Brown & Gold. 
Cat. No. 27·086 Channel Knob 

Net $1.92 

® @ 0 

@ .@ ® 

CHANNEL SELECTOR KNOB 
Original Mfg.'s Part No. WT43x152 
(RDK455), Color Brown. 
Cat. No. 27·090 Channel Knob 

Net $2.85 
(L) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x139 
(RDK434), Color Brown & Gold. 
Cat. No. 27·092 Channel Knob 

Net $2.10 
CHANNEL SELECTOR KNOB 

Original Mfg.'s Part No. WT43x141 
(RDK43B), Color Fawn & Gold. 
Cat. No. 27·094 Channel Knob 

Net $2.28 
(M) CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x159 
(RDK469), Color Brown. 
Cat. No. 27·096 Channel Knob 

Net $1.77 
(N) ON·OFF VOLUME OR BRIGHT· 
NESS-Original Mfg.'s Part No. WT43 
x158 (RDK467), Color Mahogany & 
Gold .. 
Cat. No. 27·462 On·Off Volume. 

Net $1.27 
ON· OFF VOLUME OR BRIGHT· 

NESS-Original Mfg.'s Part No. WT· 
43x163 (RDK473), Color Brown. 
Cat. No .. 27·464 On·Off Volume 

Net $1.00 

CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. WT43x164 
(RDK474), Color Mahogany. 
Cat. No. 27·466 Channel Knob 

Net $1.50 
ON·OFF VOLUME KNOB-Original 

Mfg. 's Part No. WT43x165 (RDK475), 
Color Mahogany & Gold. 
Cat. No. 27·46B On·Off Volume 

Net $1.27 
UHF CHANNEL SELECTOR KNOB- . 

Original Mfg.'s Part No. WT43x169 
(RDK479), Color Mahogany & Gold. 
Cat. No. 27·470 UHF Channel 

Net $1.77 
(0) PICTURE TUNING KNOB - ·Or· 
iginal Mfg.'s Part No. WT43xl71 
(RDK490), Color Clear. 
Cat. No. 27·472 Picture Knob 

Net $ .90 
UHF CHANNEL SELECTOR KNOB­

Original Mfg.'s Part No. WT43x176 
(RDK521), Color Mahogany & Gold. 
Cat. No. 27·474 UHF Channel 

Net $1.77 

Continued next page 
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CHANNEL SELECTOR KNOB-Or· 
iginal Mfg. 's Part No. WT43x179 
(RDK524), Color Mahogany. 
Cat. No. 27·476 Channel Knob 

Net $1.50 

UHF CHANNEL SELECTOR KNOB­
Original Mlg.'s Part No. WT43x182 
(RDK527), Color Gold. 
Cat. No. 27·478 UHF Channel 

Net $1.77 

© 

(A) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 76770, Color 
Dark Maroon & Gold. 
Cat. No. 27·200 Channel Knob 

Net $ .76 
(B) FINE TUNING KNOB - Original 
Mfg.'s Part No. 77707, Color Brown 
with Polished Brass Shell. 
Cat. No. 27·202 Fine Tuning 

Net $1.57 
(C) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 77708, Color 
Red with Polished Brass Shell. 
Cat. No. 27·204 Channel Knob 

Net $1.50 
(D) ON·OFF VOLUME KNOB-Original 
Mlg.'s Part No. 77710, Color BlacK 
with Polished Brass Shell. 
Cat. No. 27·206 On·Off Volume 

Net $1.57 
(E) FINE TUNING KNOB - Original 
Mfg.'s Part No. 79464, Color Gold 
& Maroon. 
Cat. No. 27·208 Fine Tuning 

Net $1.26 
(F) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 79466, Colors 
Amber, Gray, Maroon & Gold. 
Cat. No. 27·210 Channel Knob 

Net $1.77 
(G) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 100627, Color 
Maroon & Pol ished Brass. 
Cat. No. 27·212 Channel Knob 

Net $2.70 
(H) FINE TUNING KNOB - Original 
Mfg.'s Part No. 100629, Color Cleat 
with Gold Edge. 
Cat. No. 27·214 Fine Tuning 

Net $1.27 
(J) CHANoNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 100637, Color 
Brown. 
Cat. No. 27·216 Channel Knob 

Net $1.77 
(K) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 100944, Color 
Dark Wine. 
Cat. No. 27·218 Channel Knob 

Net $1.35 
(L) FINE TUNING KNOB - Original 
Mfg.'s Part No. 101015, Color Gold 
& Maroon. 
Cat. No. 27·220 Fine Tuning 

Net $1.26 
(M) CHANNEl. SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 101150, Color 
Dark Wine. 

© U.c.P., Inc. 
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(P) CONTRAST TUNING KNOB-Or· 
iginal Mfg.'s Part No. WT43x184 
(RDK530), Color Clear. 
Cat. No. 27·480 Contrast Tuning 

Net $ .90 

UHF CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x187 
(RDK540), Color Navy Blue. 
Cat. No. 27·482 UHF Channel 

Net $1.17 
UHF CHANNEL SELECTOR KNOB­

Original Mfg.'s Part No. WT43x192 
(RDK550), Color Bronze & Gold. 
Cat. No. 27·484 UHF Channel 

Net $1.77 

UHF CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x194 
(RDK552), Color Peacock Blue & 
Gold. 
Cat. No. 27·486 UHF Channel 

Net $1.77 
(Q) BRIGHTNESS KNOB - Original 
Mfg.'s Part No. WT43x209 (RDK569), 
Color Navy Blue. 
Cat. No. 27·488 Brightness Knob 

Net $1.00 
UHF CHANNEL SELECTOR KNOB­

Original Mfg.'s Part No. WT43x207 
(RDK568), Color Cream & Gold. 
Cat. No. 27·490 UHF Channel 

Net $1.77 

RCA EXACT TV REPLACEMENT KNOBS 

@ ® 

® @ 

® 
.® •• 

® ® 

Cat. No. 27·222 Channel Knob 
Net $ .90 

(N) FINE TUNING KNOB - Original 
Mfg.'s Part No. 101154, Color Gold 
& Maroon. 
Cat. No. 27·224 Fine Tuning 

Net $1.00 
(0) FINE TUNING KNOB'-:" Original 
Mlg.'s Part No. 101276, Color Gold 
& Maroon. 
Cat. No. 27·226 Fine Tuning 

Net $1.26 
(P) BRIGHTNESS KNOB - Original 
Mfg.'s Part No. 77709, Color Brown 
& Gold. 
Cat. No. 27·700 Brightness 

. Net $1.35 
(Q) FINE TUNING KNOB - Original 
M1g.'s Part No. 77717, Color Beige 
& Gold. 
Cat. No. 27·702 Fine Tuning 

Net $1.35 
BRIGHTNESS KNOB - Original 

Mfg's. Part No. '77718, Color Beige 
& Gold. 
Cat. No. 27·704 Brightness 

. Net $1.35 
(R) ON·OFF VOLUME KNOB-Original 
Mfg.'s Part No. 100621, Color Gray. 
Cat. No. 27·706 On·Off Volume 

Net $ .67 
ON·OFF VOLUME KNOB-Original 

Mlg.'s Part No. 101138, Color Brown. 
Cat. No. 27·708 On·Off Volume 

Net $ .67 
(S) BRIGHTNESS KNOB -' Original 
Mfg.'s Part No. 101124, Color Clear 
& GOld. 
Cat. No. 27·710 Brightness 

Net $1.17 
(T) FINE TUNING KNOB - Original 
Mfg.'s Part No. 100639, Color Brown. 
Cat. No. 27·712 Fine Tuning 

Net $1.26 
(U) CONTRAST·BRI~HTNESS--Original 
Mfg.'s Part No. 79470, Color Ma· 
hogany. 
Cat. No. 27·714 Contrast·Bright· 

. Net $1.50 
(V) HORIZON;TAL CONTROL KNOB­
Original Mfg.'s Part No. 101010, 
Color Maroon. 
Cat. No. 27·716 Horizontal 

Net $ .82 
(W) FINE TUNING KNOB - Original 
Mfg.'s Part No. 79864, Color Brown. 
Cat. No. 27·718 Fine Tuning 

Net $1.26 

(X) CONTRAST KNOB-Original Mfg.'s 
Part No. 100622, Color Mahogany. 
Cat. No. 27·720 Contrast 

Net $ .82 
CONTRAST KNO'B - Original 

Mfg.'s Part No. 100623, Color Gray. 
Cat: No. 27·722 Contrast 

Net $ .82 
(V) CHANNEL SELECTOR KNOB-Or· 
iginal Mlg.'s Part No. 104304, Color 
Mahogany .. 
Cat. No. 27·724 Channel Knob 

Net $1.35 
(I) UHF CHANNEL SELECTORt.- Or· 
iginal Mfg.'s Part No. 104305, Color 
Mahogany. 
Cat. No. 27·726 Channel Knob 

Net $1.35 
UHF CHANNEL SELECTOR.- Or· 

iginal Mlg:'s Part No. 104306, Color 
Gray. 
Cat. No. 27·728 Channel Knob 

Net $1.35 
(AA) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 102503, Color 
Gray. 
Cat. No. 27·730 Channel Knob 

. Net $3.00 
CHANNEL SELECTOR KNOB-Or· 

iginal Mfg.'s Part No. 102502, Color 
Mahogany. 
Cat. No. 27·732 Channel Knob 

Net $3.00 
(BB) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 104303, Color 
Gray. 
Cat. No. 27·734 Channel Knob 

Net $1.35 
(CC) CONTRAST KNOB - Original 
Mfg.'s Part No. 104386, Color Ma· 
roan. 
Cat. No. 27·736 Contrast Knob 

Net $ .86 
(DD) BRIGHTNESS KNOB -. Original 
Mfg.'s Part No. 79080, Color Beige. 

Cat. No. 27·738 Brightness Knob 
Net $1.35 

(EE) ON·OFF VOLUME KNOB-Original 
Mfg.'s Part No. 777lOM, Color Ma· 
hagony & Gold. 
Cat. No. 27·740 On·Off Volume 

Net $1.35 
VOLUME KNOB-Original Mlg.'s 

Part No. 79445, Color Beige & Gold. 
Cat. No. 27·742 Volume Knob 

Net $1.35 

Net 

VHF CHANNEL SELECTOR KNOB­
Original Mfg.'s Part No. WT43x217 
(RDK587), Color Cream & Gold. 
Cat. No. 27·492 VHF Channel 

Net $1.77 
UHF CHANNEL SELECTOR KNOB­

Original Mfg.'s Part No. WT43x219 
(RDK599), Color Green & Gold. 
Cat. No. 27·494 UHF Channel 

Net $1.77 

(R) BRIGHTNESS KNOB - Original 
Mfg.'s Part No. WT43x226 (RDK609), 
Color Clear. 
Cat. No. 27·496 Brightness Knob 

Net $ .42 

VOLUME KNOB - Original Mfg.'s 
Part No. 79471, Color Mahogany & 
Gold. 
Cat. No. 27·744 Volume Knob 

Net $1.35 
(FF) FINE TUNING. KNOB - Original 
Mlg.'s Part No. 79077, Color Beige. 
Cat. No. 27·746 Fine Tuning 

Net $1.35 
(GG) BRIGHTNESS KNOB - Original 
Mfg.'s Part No. 77718M, Color Ma· 
hogany & Gold. 
Cat. No. 27·748. Brightness Knob 

Net $1.35 
FINE TUNING KNOB - Original 

Mfg.'s- Part ·No. 77717M, Color Ma· 
hogany & Gold. 
Cat. No. 27·750 Fine Tuning 

Net $1.35 
(HH) CHANNEL SELECTOR KNOB -
Original Mfg.'s Part No. 79222BL, 
Color Black. 
Cat. No. 27·752 Channel Knob 

Net $1.17 
CHANNEL SELECTOR KNOB-Or· 

iginal Mfg.'s Part No. 79222, Color 
Mahogany. 
Cat. No. 27·754 Channel Knob 

Net $1.17 
(HI ON·OFF VOLUME KNOB-Original 
Mfg.'s Part No. 77710B, Color' Beige 
& Gold. 
Cat. No. 27·756 On·Off Volume 

Net $1.35 
(KK) CHANNEL SELECTOR KNOB-Or· 
iginal Mfg.'s Part No. 77708B, Color 
Beige & Gold. 
Cat. No. 27·758 Channel Knob 

Net $1.35 
CHANNEL SELECTOR KNOB-Or· 

iginal Mfg.'s Part No. 77708M, Color 
Brown & Gold. 
Cat. No. 27·760 Channel Knob 

ALSO AVAILABLE 
Replacement Knobs for 

Admiral 
Crosley 
Emerson 
Hotpoint 
Motorola 
Muntz 
Olympic 
Philco 
Westinghouse 
Zenith 

Net $1.35 
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GC TV-RADIO DIAL CABLES 

74-1000 1000 ft. spool 
19.77 

G-C No. 70 BRAIDED BRONZE CABLE 
• 040" Diameter-Braided phosphor 
bronze cable made over a Fiberglas 
core for greater strength and flexi­
bility. Will not unravel. 

·Cat. No. 70-25 25 ft. spool 

G-C No. 73 HEAVY NYLON CORD 
.062" Diameter-This is a heavier 
cord such as used on models 01 
Philco, Silver Marshall, Majestic, . 
BrunSWick, etc. 

Cat. No. 73-25 25 It. spool 
Net $1.02 

73-50 50 ft. spool 1.73 
73·100 100 It. spool 2.97 
73-1000 1000 ft. spool 

Nylon cord with a fibreglass core. 
'AII especially treated to prevent 
stretching and. slipping. G-C Cords 
No. 75, 7S-A and 74 will handle 90% 
of replacements. 25-Ft., 50-Ft., 100-
Ft. Spools are supplied in perma­
nent, clear plastic containers. 

G-C No. 75 STANDARD THIN NYLON 
CORD .028" Diameter - Used on 
95 % of the latest sets manufac­
tured. Made of finest. braided Nylon 
over a Fiberglas Core. It is pre­
stretched and chemically treated. 

75A-100 100 tt. s~ool 
2.37 

Net $ .97 
70-50 50 ft. spool 1.43 
70-100 100 It. spool 2;70 
70-1000 1000 It. spool 

22.20 
24.90 

G-C No. 76 SPECIAL THIN BRONZE 
CABLE .025". Diameter-Extra thin 
braided bronze cable such as is Llsed 
on GE and RCA sets. Also used for 
speaker cones, pigtails, etc. 

75A·1000 100 ft. spool G-C No. 71 42.sTRAND BRONZE 
CABLE .040" Diameter - 42-strand 
twisted phosphor bronze cable used 
on Majestic, Bosch, Philco, etc. 42 
fine strands braided over a cotton 
core. 

14.25 

Cat. No. 75-25 25 ft. spool 
Net $ .75 

75-50 50 It. spool 1.43 
75·100 100 ft. spool 2.37 
75-1000 1000 ft. spool 

G-C No. 74 MEDIUM NYLON CORD 
.040" Diameter-Used on models of 
RCA, Philco, Majestic, Wells Gardner, 
etc. Made of finest braided Nylon 
over a Spun Fiberglas Core. 

Cat. No. 7i-25 25 ft. spool 
Net $1.23 

71·50 50 It. spool 1.88 
71-100 100 ft. spool 3.52 
71-1000 1000 ft. spool 

Cat. No. 76-25 25 ft. spool 
Net $ .97 

76·50 50 ft. spool 1.43 
76-100 100 ft. spool 2.70 
76-1000 1000 ft. spool 

Cat. No. 74-25 25 It. spool 
• Net $ .75 

74-50 50 ft. spool 1.43 

15.57 74-100 100 It. spool 2.37 25.80 20.47 

G-C COLOR TV NO-STRETCH DIAL CORD 
G-C No. 75'A EXTRA THIN NYLON 
CORD .025" Diameter-Used on Mo-' 
torola, RCA, GE, Sentinel, Stromberg 
Carlson and others. Extra thin, made 
of linest braided Nylon, chemically 
treated. 
Cat. No. 75A-25 

75A-50 

25 ft. spooJ 
Net $ .75 

50 ft. spool 1.43 

EXTRA FINE .025" Diameter-,SUP-I STANDARD .028" Dia. meter - SUP-I MEDIUM .040" Diameter-Supplied 
plied on metal spools. plied on metal spools. on metal spools. 
Cat. No. 87·25 25 ft. spool Cat. No. 88-25 25 ft. spool Cat. No. 89·25 25 ft. spool 

Net $ .90. . Net $ .90 Net $ .90 
87-100 100 ft. spool 2.70 88-100 100 It. spool 2.70 89·100 100 ft. spool 2.70 

(A) G-C DIAL CABLE TOOL-A handy 
tool to aid in replacing worn out I cables or cables slipped off 01 
drums, to replace dial cord springs 
also. 
Cat. No. 5096 Net $ .53 

(B) G·C DIAL CORD NON-SLIP DRESS­
ING STICK-Simply rub the stick on 
cord and job is done. Prevents and 
stops slipping. 

® Cat. No. 1212 . Net $ .25 

G-C SWED. STEEL 
SPEAKER SHIMS-Four 
sizes are furnished in 
a handy gold·lettered 
partitioned snap case. 
.004, .006, .008 and 
. 0lD in. Instructions 
included with kit. 
Cat. No. 701 

Net $ .53 

G·C ORNAMENTAL METAL 
GRILLE SCREEN - Made of 
heavy metal, finished in 
beautiful "Brushed Brass· 
Rich Gold Color" and lac· 
quered for durability. 
Cat. No. 9252 12"x18" 

Net $2.40 
9253 18"x24" 

9254 24"x36" 
9255 24"x48" 
9256 36"x48" 

3.67 
6.27 
8.67 

11.70 

(B) G-C RADIO DIAL BELTS-G·C Belt are ap· 
proved replacements for all sets. They are 
made of the very best quality belting mao 
terial and will not stretch. Especially treated 
to prevent slipping. 
Cat. No. 101 thru 195 Net $ .30 

G·C SERViCEMEN'S KIT-Kits contain mare 
popular belts, belt scale and complete listing of 
over 1100 models. Cat. No. G·25 Net $8.37 
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G-C PLASTIC SARAN WOVEN GRILLE CLOTH-A 

beautiful "Iumite" plastic woven cloth in at· 

tractive patterns. Easily cleaned with a damp 

cloth. Won't stain, rot or mildew . 

Cat. No. 8736 12"x18" Bronze & Gold INet $ .98 

8739 36"x36" Bronze & Gold Net $5.55 

8737 12"x18" Ecru So Ivory' 

8740 36~'x36" Ecru & Ivory 

Net $ .98 

Net $5.55 

G·C GRILLE CLOTH ASSORTMENT-All patterns 

are modern and the assortment will provide for 

nearly all of the smaller and moderate size 

speaker grille openings. 

Cat. No. 9114 Net $1.08 

G-C TV GRILLE CLOTH-New, modern patterns 
specially selected to blend in with the best 
of television cabinets. Gold metallic braid 
makes this an outstanding TV grille cloth. 
Colors: Walnut, Mahogany and Blonde. (Spe­
clly color when ordering). 
Cat. No. 8656-E Envelope 18"x24" Net $1.92 

8657·E Envelope 24"x36" 3.50 

8658·E Envelope 36"x36" 5.13 

8659 36"Wide, per yard, 
bulk 4.97 

G·C RADIO CABINET SPEAKER GRILLE CLOTH-
. The cloth is supplied in light and dark shades 

in patterns for both small and large cabinets. 
It is also available in the light and ivory 
shades for light wood and plastic cabinets. 
Colors: Walnut, Mahogany, Ivory, (Specily 
Color Wanted). 

Cat. No. 949·1 l·Yard Packages Net $3.78 
949·1R 40" Wide Cont. Length, Yd. 3.60 
949·2R 50" Wide Cont. Length, Yd. .3.90 
940 18"x20" .90 
941 9"x18" .45 
942 12"x12" .48 
943 14"'x18" .60 
944 24"x13" .82 
945. 18"x13" .53 
955 18"x25" 1.35 

C/O ® ® 

(D) G·C WIRE MARKERS-Handy wire markers 
needed lor tracing cirCUits, marking wires in 
replacing parts, etc. Nos. 1 to 33-3 full 
strips included to kit. Cat. No. 9229 Net $1.00 

(E) G-C MOTOROLA TV DIAL BELT-Replacement 
belt as used on Motorola TV Tuners. Original 
replacement part. Cat. No. 196 Net $ :30 

Net 

(F) G-C RCA TUNER BELT-Belt used on RCA 
Tuners such as 8T, 8TC, 8TK, 9TC, etc. 

Cat. No. 195 Net $ .30 

(G) G-C RCA-TV CHANNEL INDICATOR DRIVE 
BELT-Exact replacement for 1956 model 
RCA TV sets. Cat. No. 197 Net $1.10 

© U.C.P., Inc. 
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MIL·SPEC CONTROL KNOBS 

Select from six types in six sizes as listed 
below - rounds. skirted rounds. dial skirted 
rounds. plain and skirted pointers. and 
crank-type knobs. A quality line to use 
where quality counts! 

MIRROR OR MATTE FINISH available on 'all 
knobs ... black only 

TWO HARDENED SET SCREWS furnished 
with each knob 

RIBBED CONSTRUCTION for added strength 
in large diameter knobs 

MEETS 'MS-91528 SPECIFICATIONS for 
use in military applications 

SHAFT SIZES Series 505 furnished with Va" 
shaft hole. All others furnished with % If 
hole (Series 507 available with !fa /. hole 
on special order) 

Write for complete catalog or quotation 
on special orders 

505 

507 

Round Skirted Round 

SIX STYLES' ij II 
MIRROR 505-1-1 .... :50 505-2-1 ..... 56 

MATTE 50S-I-1M. · .• 55 505-2-1M. · .• 61 

MIRROR 507-1-2 ... .• 62 507-2-2 .. · .• 70 

• MATTE 507-1-2M .. .• 67 507-2-2M. .• 75 
MS91528-IN2D MS91528-I02D 

MIRROR 509-1-2 . · .• 66 509·2·2 ..... 74 

MATTE SOH-2M .. .. 71 509-2-2M ...• 79 
M591528-2N2D MS91528-2D2D 

MIRROR 512-1-2 . .... 70 512-2-2 ... .. 78 

MATTE 512-1-2M .. .• 75 512-2-2M. · .• 83 
M591528-3N2D MS9t528-3D2D 

MIRROR 517-1-2. .. .• 82 517-2-2 ... .• 90 

MATTE 517-1-2M. · .. 87 517-2-2M. · .• 95 
MS9t52B-4N2D MS91528-4D2D 

MIRROR 522-1-2 ....• 94 522-2-2. . . 1.02 

MATTE 522-1-2M .. 1.00 522-2-2M .. 1.08 
MS91528-SN2D MS91528-5D2D 

I 

SIX SIZES, 
actua I size shown 

509 

512 

Round Dial Skirt Pointer 

~ if) 
505-3-1 ..... 64 505-4-1 ....• 50 

505-3-1M ...• 69 50S-OM. . .• 55 

507-3-2 ....• 78 507-4-2 ... .• 62 

507 -3-2M ... _83 507-4-2M . . .• 67 
MS91528-1 F2D MS91528- t P2D 

509-3·2 ....• 82 509-4·2 ....• 70 

509-3-2M ...• 87 SOH-2M ...• 75 
MS91528-2F2P MS91528-2P2D 

SI2-3-2 ....• 86 -
SI2-3-2M . . .• 91 -
MS91528-3F2D 

S17 -3-2 ... 1.00 -

517-3-2M .. 1.05 -
MS91528-4F2D 

522-3-2 ... 1.14 -
S22-3-2M .. 1.20 -
MS91528-SF2D 

517 

522 

Skirted Pointer Crank 

ijj ii 
505-5-1 ... .• 56 -

505-5-1M . · .• 61 -
507-5-2 . ...• 70 -

507-5-2M . · .• 75 -
MS9t528-tK2D 

S09·5·2 .. · .• 78 -
509-5-2M. · .• 83 -
MS91528-2K2D 

- SI2:S-2 . . .1.80 

- 512-S-2M. .l.S5 
MS91528-3S2D 

- 517-S-2 ... 2.00 

- SI7-S-2M .. 205 
MS91528-452D 

- 522-6-2 . . .2.08 

- 622-S-2M. .2.14 
MS91528-5S2D 

DIVISION OF 1VII(':;R()D()T INC. 
BURBANK. CALIFORNIA 
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SECTION 2400 

MIL·Spec AND 
COMMERCIAL KN'OBS 

NATIONAL RADIO COMPANY, INC. 
MELROSE 76, MASS. ~ 
A WHOLLY OWNED SUBSIDIARY OF NATIONAL COMPANY, INC. 

KMS KNOBS SIZES STYLES 

There are an unlimited number of different con­
trol knobs in the National Radio Company KMS 
series, consisting of five sizes, six styles, three 
shaft diameters, and three finishes. KMS knobs are 
made in conformance to MS-91528,and MIL-K-3926. 

Size No. 

KMS - 7 
9 

12 
17 
22 

Diameter 

0.703 in. 
0.906 in. 
1.250 in. 
1.750 in. 
2.250 in. 

Designation Description Sizes AvaHable 

N" Round All 
D" Round, plain skirted All 
F Round, dial skirted All 
S Crank 12,17,22 
P Pointer, plain 7, 9 

Example 
9 F 2 

Shaft 
Size 

Size Style 
Designation 

9=0.906 in. diameter 

F=RDund, dial skirted 

2= y,; in. shaft size 

D=semi gloss 

D 
Finish 

K Pointer, skirted 7,9 
"Available on special order with optional white dot. 

------S-H-AFT-S-IZ-ES------ FINISHES·· 

Designation Size 
Types 

Available Sizes Available 

Designation Description 

N, D, F, P, K 7 

D (per Mil-SPEC) Semi gloss - No. 27038 
per Fed Std No. 595 

L (per MIL-SPEC) lusterless - No. 37038 
per Fed. Std No. 595 
Glossy black All All 

N, D, F, P, K This shaft size provided 
only on special order ""Other colors and color· combinations 

available on special order. Quotations 
on request. . 

CUSTOM DIAL MARKINGS FOR ALL NATIONAL KNOBS 
National Radio Company can supply any type of custom marking 
on its Mil-Spec and commercial Imobs. Any special combination 
of numbers or letters can be supplied according to specific cus­
tomer designation. National will also provide dials in contrasting 
colors for all its Mil-Spec knobs. 

NATIONAL MIL·Spec KNOBS AVAILABLE IN ALL THESE SHAPES AND SIZES 
N 

Type Mil Type 
No. NO. No. 
7N1D 1N1D 7D1O 
7N2D 1N2D 7D2D 
7N1S 7D1S 
7N2S 702S 
7N1L 701L 
7N2L 7D2L 
9N2D 2N2D 9D2D 
9N2S 9D2S 
~N2L 902L 
12N2D 3N2D 12D2D 
12N2S 12D2S 
12N2L 1202l 
17N2D 4N2D 17D20 
17N2S 17D2S 
17N2L 17D2l 
22N2D 5N2D 22D2D 
22N2S 22D2S 
22N2l 22D2l 

HR KNOBS 

Type HRT 
The HRT knob is the largest in the 

HR series, molded of tenite with 
coarse knurling for positive turning 
control. A chrome plated ring is 
inlaid in knob cap, markings can be 
supplied on this ring for special 
orders. The HRT knob is designed to 
fit )1,1 inch shaft and can be supplied 
with one or two No. 8-32 set screws 
90 degrees apart. Stock colors grey 
and black, other tenite colors avail­
able in quantity on special orders. 

Type HRT·M 
The HRT·M knob is a small version 

of the HRT. All details (colors, stYl­
ings, markings, etc.) of the HRT 
knob apply to the HRT-M, except the 
outside diameter. Height is the 
same. 

© U.c.P., Inc. 

o F S P K 

Mil Type Mil Type Mil Type Mil Type Mil 
No. No. No. No. No. No_ Na. No. No. 

1DlD 7F1D 1F1D 7PlD 1P1O 7KlD 1K1O 
1D2D 7F2D 1F2D 7P2D 1P20 7K2D 1K2D 

7F1S 7P1S 7K1S 
7F2S 7P2S 7K2S 
7F1L 7P1l 7K1l 
7F2L 7P2l 7K2l 

2D2D 9F2D 2F2D 9P2D 2P2D 9K2D 2K2D 
9F2S 9P2S 9K2S 
9F2l 9P2l 9K2L 

3D2D 12F2D 3F20 12S2D 3S2D 
12F2S 12S2S 
12F2l 12S2l 

4D2D 17F20 4F2D 17S2D 4S2D Note: Styles N, D, F, P, K available with-
17F2S 17S2S out caps on special order. All styles 
17F2l 17S2L may be procured with colored caps, 

5D2D 22F2D 5F2D 22S2D 5S2D bodies or dials on special order. 

22F2S 22S2S 
22F2l 22S2l 

Series HR knobs are a matched line for industrial and consumer use. This series, designed and manufactured by 
National Radio Company, Inc., offers a wide variety of styles and sizes. All HR knobs are quality constructed and 
through their various shapes and sizes allow the designer to completely 'human engineer' all control functions. All 
knobs in this series share a family resemblance giving the finished job a more unitized appearance. 

Type HR 
The HR knob, molded of tenite, 

has a long body and coarse knurling 
for positive turning control. This 
knob is designed to fit a )1,1 inch 
shaft and can be supplied with one 
or two No. 8-32 set screws 90 de­
grees apart. The HR knob is supplied 
either with or without a white dot. 
Stock colors are grey and black, 
other tenite colors available in 
quantity on special orders. 

Type HRP 
The HRP is a bar knob of molded black 

bakelite, is IX" long, %" wide, 1]16" 
from front to back, fits a )1,1" shaft, 
stock version supplied with one No. 8·32 
set screw. Supplied in quantity on 
special orders with the following varia­
tions: 

1. With two set screws either Allen or 
slotted type, with No. 6-32 or No. 
8-32 thread. 

2. With white dot on face of knob. 
3. With projecting index pin for use 

with dial plate. 
Type HRP-P 

The HRP-P is to HRP knob in all de­
tails with the addition of a nickel-plated 
brass pointer staked on the bottom face. 

WRITE FOR COMPLETE CATALOG 

Type HRS 
The HRS knob, molded of tenite, has 

the same body as the HR knob, plus a 
chrome plated bevel dial. The HRS knob 
is designed to fit )1,1" shaft and is 
available with one or two No. 8-32 sel 
screws 90 degrees apart. Markings on 
the dial are depressed and black enam· 
eled for high visibility. Other dia' 
markings available on special orders 
Stock colors are grey and black, othel 
tenite colors available in quantity or 
special orders. 
HRS-3 is numbered 0-10 through an an 
of 300 degrees clockwise. 
HRS-4 has a single etched line for USE 
as a center line index. 
HRS·5 is numbered 0-10, like HRS-3, ex 
cept that the arc is only 180 degree, 
clockwise. This knob isthe one illustrated 
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SECTION 2400 

[ll-al~1 DECALS TEKNI·LABELS • TEK·TITLES 
ELECTRONICS 

WALSCO TEKNI·LABELS provide thousands of handy titles and 
designs for fast-easy labeling of electronic equipment. Each package 
contains hundreds of electronic terms, symbols, designs,· abbreviations 
and letters for almost every conceivable use. Tekni-labels are used by 
engineers, designers, manufacturers, technicians, hi-fi enthusiasts, 
amateurs, custom builders and particularly the "do-it-yourself" group 

~ -' ::;:. ~~:: :'::~-: 
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RECEIVER LABELS 
For the engineer, designer or builder of 
receiver type equipment. Over 1300 
titles, miscellaneous letters, alphabets 
and marks. 
Cat. No. 2102 White 
Cat. No. 2112 Black 

Net $1.50 
Net $1.50 

TRANSMITTER LABELS 

For transmitting equipment. Set contains 
over 1200 titles, including large, '14" 
high labels for titling stages or separate 
major components of transmitter equip­
ment. 
Cat. No. 2100 White Net $1.50 
Cat. No. 2108 Black Net $1.50 

TELEVISION LABELS 

For the Television experimenter, engi­
neer or designer of Television equipment 
and custom installer. Includes special 
color experimental Television titles of 
great usefulness in Television work. 
Cat. No. 2103 White Net $1.50 
Cat. No. 2113 Black Net $1.50 

INSTRUMENTS 

Set includes all labels necessary for an 
Oscilloscope, Variable Frequency Oscil· 
lator, Grid Dip Meter, Standing Wave 
Meter, Null Detector,. AC-DC Voltmeter, 
Audio Signal Generator, Modulation Mon­
itor, Distortion Meter and Tube Tester 
and others. 
Cat. No. 2101 White 
Cat. No. 2109 Black 

DIAL LABELS 

Net $1.50 
Net $1.50 

For general use to match titles in other 
decal sets of our manufacture. Dials im­
part a wholly professional look to front 
panels and add greatly to the usefulness 
and ease of operation of any equipment. 
Cat. No. 2104 White Net $1.50 
Cat. No. 2110 Black Net $1.50 

WALSCO TEK·TITLES are handsome gold and silver foil 
labels designed to identify controls, knobs, switches and other 
electronic components. No water or adhesive is required; you 
merely snip out the exact title desired from the sheet of hun~ 
dreds of labels, peel off the backing and press label into position. 

Cat. No. 

42-220 
42-222 
42·224 
42·226 
42-228 
42·230 
42-232 
42·234 
42-236 
42-238 
42-240 
42·242 
42-244 
42-246 
42-248 
42·250 
42-252 
42-254 
42·256 
42-258 
42-260 
42-262 
42·264 
42-266 

Dealer Net, each $1.35 
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Stereo & High Fidelity Systems' 
Stereo & High Fidel ity Systems 
Transistor Titles 
I ntercom Systems 
Intercom Systems 
lubrication Titles 
Maintenance & Calibration 
Repairman's Titles 
Sound Systems 
Amateur Equipment 
Alphabets, large 
Alphabets, large 
Alphabets & Numerals, Medium 
Alphabets & Numerals, Medium 
Numerals, large 
NlJmerals, large 
Alphabets & Numerals, Small 
Alphabets & Numerals, Small 
Electrical Distribution 
Schooi Electrical Systems 
U.s. Government Property 
U.S. Army Property 
U.S. Navy Property 
U.S. Air Force Property 

Net 

For use in the Audio and Sound field by 
engineers, designers, Custom Builders 
and installers of sound system. Set con­
tains all necessary titles as well as re­
cent new Hi-Fi titles. 
Cat. No. 2105 White 
Cat. No. 2107 Black 

RECEIVING TUBES 

Net $1.50 
Net $1.50 

For identification of all tube sockets. 
More than 320 different tubes listed in­
cluding most commonly used types. Tubes 
not listed can be made up by combining 
portions of titles. 
Cat. No. 2106 White . Net $1.50 

PANEL TITLES 
For Custom Builders and service men in 
titling front panels of finished wood cabi­
nets, especially broadcast receivers. Tele­
vision sets, Hi-Fi amplifiers, tape record­
ers and similar equipment. 
Cat. No. 2111 Gold 

ALPHABETS 
Net $1.50 

Seven complete alphabets in each package 
ranging from %" high letters down to 
1/10" high. Set includes large block let­
ters as well as Greek and Old English. This 
assortment is ideal to make individualized 
titles and designs on all equipment. Ar­
resting results are easily obtainable by 
combining these letters with markings in 
the "Trademarks" set, especially if two 
or more colors are combined. 
Cat. No. 2115 White 
Cat. No. 2125 Black 
Cat. No. 2135 Gold 
Cat. No. 2145 Rod 

TRADEMARKS 

Net $1.50 
Net $1.50 
Net $1.50 
Net $1.50 

Hundreds of electrical and electronic mark­
ings are included in this assortment, 
among them are circles, ovals, triangles, 
squares, arrows, dots, music notes, light 
ing flash, multi-orbit "Atomic" deSigns, 
name plates,. corner designs, borders and 
many others which are extremely useful in 
decorating all electronic equipment. 
Cat. No. 2116 White Net $1.50 
Cat. No. 2126 Black Net $1.50 
Cat. No. 2136 Gold Net $1.50 
Cat. No. 2146 Red .Net $1.50 

Foil Compo 

(Gold on White) 
(SHver on Black) 
(Silvei on Black) 
(Gold on White) 

(Silver on Black) 
(Silver on Black) 
(Gold on White) 
(Gold on White) 
(Gold on White) 

(Silver on Black) 
(Gold on White) 

(Silver on Black) 
(Gold on White) 

(Silver on Black) 
(Gold on White) 

(Silver on Black) 
(Gold on White) 

(Silver on Black) 
(Gold on White) 

(Silver on Black) 
(Silver on Black) 
(Silver on Black) 
(Silver on Black) 
(Silver on Black) 

SEND FOR COMPLETE WALS· 

CO CATALOG .•• or ask your 

jobber. 

© U.c.P., Inc. 



I SECTION 2400 I 

[~~I DIAL CORDS-CABLES-BELTS 
ELECTRONICS 

~ 

Same quality as used on 
original equipment, in 
variety of sizes and 
types and conveniently 
packaged. 

"SPECIAL THIN" 
Diameter .025", Breaking Strength 15 Ibs. 
Cat. No. 656-02 25 feet Net $ .75 
Cat. No. 656-10 100 feet Net 2.37 
Cat. No. 656-50 500 feet Net 8.58 

MEDIUM 
Diameter .040", Breaking Strength 35 Ibs. 
Cat. No. 652-02 25 feet Net $ .75 
Cat. No. 652-10 100 feet Net 2.37 
Cat. No. 652-50 500 feet Net 10.57 

PHOSPHOR BRONZE CABLE 

42-strand, .032" diameter, 
strength. Numerous strands 
ordinary flexibility. 
Cat. No. 662-02 25 feet 
Cat. No. 662-10, 100 feet 
Cat. No. 662-50 500 feet 

40 lb. breaking 
give cable extra-

Net $ 1.23 
Net 3.52 
Net 16.20 

WALSCO SAFETY GLASS 
REMOVER 
Chrome plated, steel hp~dle is com· 
bined with two powerful, long last· 
ing suction c-ups to insure trouble 
free removal of safety glass on TV 
sets. 
Cat. No. 2575 Net $ .90 

PRINTED CIRCUIT ACCESSORIES 

STANDARD PRINTED CIRCUIT REPAIR KIT 

Contains one box each of foil, solder washers, 
solder wire, 1 solder-ease tool, fiber glass brush, 
printed circuit insulating varnish and solvent, 
tweezers and complete ,nstructions. 
Cat. No. 13-K Net $4.95 

MASTER PRINTED CIRCUIT REPAIR KIT 

Contains all items above plus 1 Ungar soldering 
iron with 1 special tip and a 6 oz. spray can of 
printed circuit insulating varnish. Also includes 
practice wiring board. 
Cat. No. 12-K Net $9.50 

© U.c.P., Inc. 
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BRAIDED BRONZE CABLE 
16-strand, .039" 0.0., 50 lb. breaking strength. 
Good flexibility, excellent abrasion resistance. 

Cat. No. 660-02 25 feet 
Cat. No. 660-50 500 feet 
Cat. No. 654-02 25 feet 

STANDARD 

Net $ .97 
Net 2.70 
Net 12.00 

Diameter .032", Breaking Strength 20 Ibs. 

Cat. No. 660-lQ 100 feet 
Cat. No. 654-10 100 feet 
Cat. No. 654-50 50 feet 

HEAVY 

Net $ .75 
Net 2.37 
Net 8.58 

(Used on many Philco and Majestic sets.) Di­
ameter .060"'. 

Cat. No. 650-02 25 feet 
Cat. No. 650-10 100 feet 

THIN BRONZE CABLE 

Net $1.02 
Net 2.97 

An extra-thin cable with diameter of only .022". 
Surprisingly strong and flexible. Non-raveling. 

Cat. No. 664-02 25 feet 
Cat. No. 664-10 100 feet 
Cat. No. 664-50 500 feet 

Net $ .97 
Net 2.70 
Net 12.00 

DIAL CORD CLIPS 
., \J 

" n-
This assortment of 24 Walsco Dial 
Cord Clips contains the proper 
sizes for all standard thicknesses 
of cords. 

'\ Cat. No. 7745-F Net $ .36 

FLAT NYLON LACING CORD 

•

': The new, waxed and fungus resistant 
flat cord for tying harnesses, wrapping 
coils, etc. Will not cut wire insulation. 
Breaking strength 50 Ibs., approx. width, 
.085", approx. thickness, .0125". 

Cat. No. 666-15 150 ft. spool 
Cat. No. 666-75 750 ft. spool 

STANDARD LACING CORD 

Net $2.97 
Net 9.00 

Meets specifications JAN l-713-type N 
-Class 3. In natural gray color. Ap­
proximately .040". Min. tensile strength 
32 Ibs., low stretch. 

Cat. No. 665-10 100 ft. spool 
·Cat. No. 665-45 450 ft. spool 
Cat. No. 665-80 1800 ft. spool 

Net $1.05 
Net 2.00 
Net 6.60 

PRINTED CIRCUIT ACCESSORIES 

o 
(A) PRINTED CIRCUIT REPAIR SOLDER - Espe­
cially compounded 11' solder wire with flux core 
to give a perfect solder joint and flow quickly 
and easily at lower temperatures required for 
printed circuit work. 
Cat. No. 649 Net $ .52 

(8) PRINTED CIRCUIT REPAIR FOIL - Copper 
foil with thermo-plastic backing 24 sq. in. For 
use in repair of damaged or burned out sections 
of a printed circuit. Bonds permanently to panel 
with heat of soldering iron. 
Cat. No. 647 Net $ .48 

(C) PRINTED CIRCUIT SOLDER WASHERS - Sup­
pi ies. the exact amount solder and flux when re­
placing components on printed circuit board. 
Center hole permits passage of most standard 
wire leads. Box of 60 washers. f. 
Cat. No. 648 Net $ .60 

(D) PRINTED CIRCUIT INSULATING VARNISH -
A special formula insulating varnish designed 
for the protection of printed circuits after they 
have been worked upon in repair or replacement 
of parts. 

• 
® 

Cat. No. 120-02 2 oz. bottle with brush 
Net $1.30 

Cat. No. 120-06 6 oz. spray can $2.42 each 

INSULATING VARNISH SOLVENT - Excellent for 
dissolving and removing insulating varnish from 
printed circuits, etc. Also thinner for the Walsco 

, Printed Circuit Insulating Varnish. 
Cat. No. 205-02 2 oz. Net $ .37 each 

(E) WALSCO SILVER AND COPPER PRINT - "No 
more wires" when you use Silver or Copper 
Print. The same "Pure Silver" or Copper com­
pound as used in Printed Circuit design. 
Cat. No. 36 '12 Troy oz. Silver Print Net $2.47 
Cat. No. 36-1 1 Troy oz. Silver Print Net $4.75 
Cat. No. 37-02 2 oz. bottle Copper Print 

Net $1.43 

(F) PRINTED CIRCUIT SOLDER-AID TOOL - Has 
probe on one end for tightening contacts, etc., 
and a fork on opposite end for handling wires 
or wire leads while soldering and unsoldering. 
8" long plastiC handle. 
Cat. No. 2530 Net $1.00 

SEND FOR COMPLETE CATALOG ... 

shows hundreds of Walsco Electronic Products. 
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SECTION 2600 

L.R BLOWERS _II Mighty.Mitesll 

No.1 
High impact Phenolic Housing. Weight 1 
ounce, Wheel is I" in dia. Standard 
shaft bores. 1/8" or 3/16". Overall height 
2-5/16". Overall width 2-1/8". Depth 
63/64". Blower outlet 63/64" wide by 
11/16" high. 

L1.st Price $3.64 ea. 

No. 1 V2 
High impact Phenolic Rousing. Weight 
2-1/2 Qunees. Wheel is 1-1/2" dia. 
Sta.ndard shaft bores, B/16" or 1/4". 
OVerall height 3". Overall width 2-1/8". 
Depth 1". Blower outlet· I" wide by 
1-3/16" high. 

List Price $4.44 ea. 

No.2 
IDgh impact Phenolic Housing. \Yeight 
5 ounces. Wheel Is 2" dia. Standard 
shaft bores, 3/16" or 1/4". Overall 
height 3-8/4". OveraJl width 3-1/2". 
Depth 1-8/8". Blower outlet 1-1/8" 
diameter. . 

List Price $4.53 ea. 

No. 2Y2 
High impact Phenolic Housing, Weight 
5-1/2 ounces. Wheel is 2" in dia. 
Standard shaft bores. 3/16" or 1/4". 
OVerall height 4-3/8". OveraJl width 
3-7/8". Depth 1-7/16". Blower outlet 
1-7/16" wide by 1-19/32" high. 

List Price $4.65 ea. 

No. 2.7 
Rigid Steel Housing. Weight 8-1/2 
ounces. Wheel is 2~1/2" in dia. Standard 
shaft bores. 1/4" or 5/16/ • Overall height 
4-5/8". Overall width 4-18/32". Depth 
1-33/64". Blower outlet 1-33/64" wide 
by 1-3/4" high. 

Ljgt Price $4.90 ea. 

No. 2% 
BIgid Steel Housing. Weight 10 ounce •. 
Wheel is 2-1/2" in dis. Standard shaft 
bores, 1/4" or 5/16". Overall height 
4-5/8". Overall width 4-13/32". Depth 
2-5/64". Blower oUtlet 2-5/64" wide by 
1-3/4" high. 

List Price $4.90 ea. 

No.3 
High impact Phenolic Housing. Weight 
12-1/2 ounces. Wheel Is 3" in dia. 
Standard shaft bOres. 1/4" or '6/16". 
Overall height 6-7/16", Overall width 
5-1/2". Depth 2-3/8". Blower outlet 
2-3/8" wide by 2-1/2" high. 

List Price $5.36 ea. 

L·R 1JJ~i"'lfJih4 BLOWER WHEELS 
A key factor in the superior efficiency of any blower is the wheel 
utilized in the housing. The Ripley Company provides the utmost 
in equipment and engineering "know-how" to produce small 
blower wheels of the highest standard and quality. Manufactured 
from the finest material available, precision engineered and rigidly 
inspected to meet your most exacting requirements. Standard 
wheels are cadmium plated steel. Other material and finishes 
available. Available for CW or CCW Rotation. 

DIMENSIONS AND SPECIFICA nONS 

ROTATION 
Used In A B C D E* F H 

'Wheel Size Blower Width Dla. Dia. Dla. (+.001 Set G Number Dis." 
Oi&. Width No. (±%.) (±%,) (±%.) (± .005) - .000) Se!e", (± .010) of Blades(± %,) 

is determined 
x '%, 1 % 1 '1>~ .SU5 .125 •. 1875 5-40 .3125 10 IUIAJ,· 

viewing closed 11%2 x '%, 1% % 1% 1~, .5625 .1875. .250 8-32 .5156 16 11%, 
end of wheel x '%. ,2. 2% ''h. 180/" . 5625 .1815 • .250 8-32 . 5156 24 1'% • .. 2HYs2 x '%, 2.7 '%. 2% ~% .750 .250 •. 3125 8-32 . 6562 31 2'% • 21%2 x 11%2 2* 1' %, 28 

x 1'%, 1'10 ~IJ%, .750 .250 •. 3125 10-82 .6562 24 2' %, 

32%2 x 12%2 1'10 31%8 3% .9375 .250 •. 8125 ~-28 .750 30 3* 

* Standard Bore--Other Sizes Available 
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SECTION 2600 

L-R MOTOR & BLOWER ASSEMBLIES 

NO. 1 

". 
/0 RPM 

• 2 

8 
.7 

u,. 
~ 5 ~ 
V4 

3 
2 , 
o 

O.Z .4 .6.(J JQI.ZI.4/.6/~,pO 

STATIC PRESSURE 
(INCHES OF WATER) 

NO. 1112 

~§ftgI8f RLI 
~ 0 If. ~ Ml f.#> 2.0 2Aze.s.zoU,", 

~ STATIC PRESSURE 
(InChes ofVrbkr) 

rl"'Q I I II I I I 

Mod.1 
No. Type 

8474 

8437 11/2 

844IJ.E 11/, 

8446·0 IV, 

8446·& IV, 

8438 2 

8444-E 

8444-0 

8444-C 

8433 

8445-E 

8445-0 

8445·C 

Input 
Voltage Watts 

27.5V. DC. 

115V. AC-60 Cycle 15 

115V. AC/DC 25 

mv. AC/DC 45 

1l5V. AC/DC 70 

115V. AC-60 Cycle 16 

115V. AC/DC 27 

115V. AC/DC 53 

115V. AC/DC 90 

115V. AC-60 Cycle 17 

1l5V. AC/DC 30 

115V. AC/DC 55 

115V. AC/DC 105 

Duty 
Cycle 

Output Dimensions 
Free 
Air Length Motor List 

R.P.M. C.F.M. O.A. Dla. Pric. 

18,000 2'%4 7/8 $49_00 

3,150 4'1'16 21/4 13.29 

8,000 12 41/2 '271.'2 17.96 

11,000 

15,000 

3,100 

6,500 

10,000 

13,000 

2,800 

4V, 2%2 

41/2 2%2 

41/2 21/. 

41!jllO 2%2 

17.96 

17.96 

13.48 

18.14 

410/16 2%2 18.14 

410/10 271.'2 18.14 

4V, 21/4 13.60 

o ..of. ..(l5 .12. 16 ..?r) oR .J6 40 94 

2V, 

2V, 

2V, 

2V, 

2'¥. 

2'¥4 

3 

115V. AC-60 Cycle 26 

115V. AC-60 Cycle 40 

115V. AC-60 Cycle 35 

115V. AC-60 Cycle 40 

115V. AC / DC 120 

Continuous 

Conti nuous 

Intermittent 

Intermittent 

Intermittent 

Conti nuous 

Intermittent 

Intermittent 

Intermittent 

Continuous 

Intermittent 

Intermittent 

Intermittent 

Continuous 

Continuous 

Continuous 

Continuous 

Intermittent 

6,000 

9,000 

12,000 

1,600 

17 

23 

10 

20 

30 

40 

17 

35 

53 

70 

28 

4'%2 271.~2 18.26 

4'%2 27/32 18.26 

4'%2 2'I.J2 18.26 

511/&1 3V. 16.50 

5GV,l4 21:}\6 16.50 

5uPd2 3V4 16.95 

60/&1 21:Y16 16.05 

63/. 23/. 22.40 

NO.2· 

~FM$fbt t III 
~ .IJ U. 2.4.J.Z 4.0 4iJ 4.6 ....,. 7.2 U 

~ STATIC PRESSURE 

~-..""",.01 

:I-R I I I I I I I 
O(),J().2~QlffJ4tU.().7~ 1.0 

NO. 21J2 

STATIC PRESSURE 
Vnclmso{Woht} 

;.1 1;£ I I \ I I I I I 
0.1 o.z OJ OA o.s IU ().7 fUJ ().~ .10 

NO. 2% 

~bf{ § 11 IIII 
~ 0 J 2 ~ A 4 ~ .3 ~ ~ w 

~ STATIC PRESSURE 

=.11041 I--W:;I I I II 
,02 M .GI .. .I A J4, ..... 8 .zo 

NO.3 

~mltfb¥tl 
~ 0 0 * 4 U ,u M M U U ~ ~ 
~ STATIC PRESSURE 

Vnche5 ofl4bkt) 

~l"Hll I I I I I 
04 0.5 Q.f> 0.1 ().6 o.q U) 

81 

8453 

8412 

8452 

3,100 58 

1,600 40 

3 3,100 77 

6,000 150 

L-R BLOWERS DUAL ASSEMBLY 

NO.2 Dual NO. 2112 Dual 

s~1 tfllRlIll1 s~fFH4tllll 
°0 ./)# All .1Z J6 Jf) .M a R oS -!9 0 .(H .all ./2 .Ie i!O .24 .i!tIJ .42 .!6 Ao 

Modol 
No. 

8442 
8434 

STATIC PRESSURE 
(lnch .. of"'~ 

Input 
Type Voltage 

2 Dual 115V. AC-60 Cycle 
2V, Dual 115V. AC-60 Cycle 

STATIC PRESSURE 
(m<h •• 'f""iw1 

Output Dimensions 
f!"'~"i,r"; Free --"'C':--

Duty Air Dength Motor List 
Watt. Cycle R.P.M. C.F.M. O.A. Dia. Price 

18 Continuous 3,000 10-10 51Vt6 2V4 $19.52 
20 Continuous 2,800 17-17 51VtB 21/. 20.59 
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VARIATIONS OF STANDARD PLUGS AV·AILABLE TO ORDER. PLATED TO GOV'T. SPECS. 

~ } GIANT PLUG ~I@\. * f GIANT PLUG 
Body is hexed brass, ~ No. 392A ~ T No. 398 

.'ok.. "..... F'.~' t=r ... '01, ... - b_ .•.•. 1. 

GIANT PLUG 
No. 396 

l<"iant banana jacks. Com· -- . Body is hexed brass • • T nut and tinned copp.er 
plete with nickel plated . k 1 ltd R t d t 
R:{~ :~d2:o~~rpi~1l' lull'. ,~l' ~~c ean!'p:. e Hasa ~ar:e 'L..,. l-t'li wlUegl'l H]'nasthlarregaededSOlsdle,arninl,g . 

... - -t soldering well in ~T"~'Af) .L.. 
Cat. Used in high amperage 
No. Spring Std. Pkg. '.::' r threaded shank. Fits i circuits rated at 25 amps. 

396 Ph os. Brz ..... 25 ••. -'... all Giant Banana Jacks. t Fits all giant banana 
396B Beryl. Cop. 25 ___ ....;;..._...;. _____ ~~~~-_ jacks. 

GIANT PLUG ~ r: Cat. Std. 
No. 397 No. Spring Pkg. 1 Cat. Std. 

No. Spring Pkg. 
Body is hexed brass, 392A Phas. Brr.. 25 lID 3_11/ .398 Phos. Brz. . ..... 2 (; 
nickel plated. Fits all .398B Beryl. Cop ..... 25 
giant banana jacks. Com· j.,IIr.l 

plete with nickel plated GIANT JACK ~~~Do i" screw and soldering In!!. No. 394 
Heavy duty, 25 amp. 
rating. Hexed brass nickel plated. 
Cat. Fits all Giant Banana 
No. Spring Std. Pkg. Plugs. Mounts in %" hole 

397 Phos. Brz ..... 25 in panels up to %" thiclL 

GIANT JACK 
No. 399 

Hexed brass nickel 
plated. Complete with 
hex brass n. pI. nut 
and tinned 'copper 
lug. Fits all giant 
banana plugs. Mount.s 
in 'h" hole in panels 
up to lH" thick. 

~ 
.397B Beryl. Cop. 25 Complete with n.pl. nut 

BANANA PLUG 
No. 404S 

Hexed brass nickel pI. 
Complete with hex brass 
n.pl. nut. Has solderless 
Scrulok connection. Fits 
all standard banana plugs. 
Spring is four· leaved 
phosphor bronze nickel 
plated. Rated at 5 amps. 
Cat. No. Std. Pkg. 
404S ................. 100 
Scrulok Banana Plug 

BANANA PLUG 
No. 400 

Hexed brass nickel plated. 
Fits all standard banana 
plugs. Complete with hex 
brass n. pI. nut and tinned 
copper lug. Spring is four· 
leaved nickel plated. Rated 
at 5 amps. Stand. pkg. 100 

Cat. No. Spring DIm. "An 
400 Phos.Bronze ~" 

NO 4044 

400A Pho!. Bronze ~ .. 
4008 Beryl. Copper ~" _00 

SOLDERLESS PHONE TIPS 
No. 23 and No. 24 

O~*:f ;1 
~i 

Brass. nickel plated. Wire fits thru body of 
tip, tightened around screw with nickel plated 
knurled nut. Fits all standard phone tip jacks. 
Cat. No. Std. Pkg. 
23-Junior Solderless Phone Tip .............. 10() 

~r';: 1. ; i 1. f"'~ "1 
..1 • !hI.t ......... . 
~ '~~ ~ 

~:1 1- ... .3i ~ 
@ J ~."~ ",' 

590 591 592 593 
SUB MINIATURE BANANA PLUGS & JACKS 

One piece beryllium copper springs insure 
positive and lasting contact. Silver plated 
overall. 
Cat. No. DescriptIon Std. Pkg. 

590 Rivet Type Plug ....................... 100 
591 'Screw Type Plug ..................... 100 
592 Force F'it Jack ......................... 100 
593 Rivet Type Jack ..................... 100 

and tinned copper lug. 

Cat. No. Std. Pkg. 
394 Giant Jack 25 

GIANT JACK 
No. 395 

Fits all giant banana 
plugs. Hexed brass .head 
nickel plated overall. 
Mounts in o/s" hole. Com· 
plete with nut and tinned 
copper lug. 

Cat. No. Std. Pkg. 
.395 Giant Jack 25 

BANANA PLUG 
No. 414 

Hexed brass, nickel plated. 
One·piece construction. Four· 
leaved phosphor bronze spring. 
Complete with brass hexed 
nut n.pl. Rated at 5 amps. 
Fits all standard banana 
jacks. 

Cat. No: Spring Std. Pkg. 
414 PlIos. Drz. . ... 100 

BANANA PLUG 
No. 404A 

Hexed brass and fou],· 
leaved phosphor bronze 
spring all nickel plated. 
Rated at 5 amps. Fits all 
standard banana jacks. 

Cat. No. Std. Pkg. 

404A Banana Plug 100 

BANANA JACK 
No. 403 

Hexed brass n. pI., with brass 
n.pl. hex nut and tinned cop· 
per lug. Mounts in 14" hole 
in panels up to %" thicl<. 
Fits standard plug~. 

Cat. No. Std. Pkg. 
403 Banana Jack 100 

PHONE TIP JACK 
No. 26 

Brass nickel pI. body. 
Double phosphor bronze 
springs, hot tinned. 
Fits standard phone tip 
plugs. Mounts in "A. " 
hole in panels up to o/s" 
thick. Complete with 
hex n.pl. brass nut. 

.. ,. 

Cat. No. Std. Pkg. 
26 .............. Phone Tip Jack .............. 100 

1 
Cat. No. Std. Pkg. 

399 Qt. Jack 25 

GIANT JACK 
No. 399A 

Hexed brass nickel 
plated. Mounts in 'h" 
hole. Fits panels up to 
%," thick. Tapped at 
end with screw and lug 
connection. Complete 
with hex brass n.pl. 
nut, screw and hot 
tinned copper lug. 

~ 

Cat. No. Std. Pkg. 
399A Gt .. Jack 25 

BANANA PLUG 
No. 416 

Hexed brass· nickel plated. 
Cross slotted for positive can· 
tact. One· piece construction. 
Fits all standard banana jacks. 
Complete with hexed brass 
n.pl. nut. 

Cat. No. Std. Pkg. 
416 Banana Plug .... 100 

BANANA PLUG 
No. 401 

Hexed brass nickel plated. 
One-piece four·leaved spring. 
Complete with hrass n.pl. 
screw and tinned copper lug. 
Rated at 5 amps. Fits all 
standard banana jacks. 

Cat. No. Spring Std. Pkg. 

401 Phos. Brz ....... 100 

401B Beryl. Cop. .. 100 

MIDGET BANANA PLUG 
RIVET TYPE-No. 426 

Brass silver plated body. One­
piece four-leaved phosphor 
bronze spring silver plated. 
Also made to Rigid Jan specs. 
Cat. No. "A" St. Pkg. 
426 *" 100 
426A ill" 100 

Midget Banana Plug 
Rivet Type 

J 
If 

i 

.. 401 

Additional Midget Plugs & Jacks Availsble. 
Also Sub-Miniature Plugs & JackS. 
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INSULATED BANANA - GIANT _. PLUGS and JACKS 

,- ~----.j·1 
I---',--.j 1-'0I1!e-j 

,- "'!!." ------10 , 

I--'!!ll!e--j I-'o.i!e-t 

G!i······················:1J~Fs= 

INSULATED BANANA 
PLUG 

Hexed brass N. Pl. spring 
type. Fits standard banana 
jacks. Scrulok solderless 
connection. Molded handle. 
Colors: Red, Blacl" Yellow, 
Blue, Green, White, 

Cat. No. Spring Std. Pkg. 
404 Phos. Brz. 50 
404·CB Beryl. Call. 50 

INSULATED BANANA 
PLUG 

Split type plug brass n. pI. 
fits._ standard banana jacks, 
Set ·screw. Solderless connec­
tion. Molded handle. 
Colors: Red. Black, Yellow, 
Blue, Green, \Vhite. 

Cat. No. Std. Pkg. 
604 Banana Plug 50 

INSULATED BANANA 
PLUG 

Brass n.pI. plug', Fits stand­
ard banana jacks. Spring 
type. Scrulok solderless con­
nection, 1I-folded handle. 
Colors: Red, Black, Yellow, 
Blue, Green, \Vhite, 
Cat. No. Spring Std. Pkg. 
465 Phos. Brz. 50 
465· B Beryl. CoP. 50 

SPRING BANANA 
PLUG 

Hexed brass n.pl. plug. Set 
screw solderless connection. 
404-BC Beryllium springs, 
highly resilient. Molded 
tlandle. 
Colors: Red, Blacle, YeI1ow, 
Blue, Green, \Vhite, 

Cat. No. Sp";ng Std. Pkg. 
404·B Phos. Bl·z. 50 
404·BC Beryl. CoP. 50 

INSULATED BANANA 
PLUG 

Plug brass n.pI. set screw 
solderless connection. Spring 
type. Fits standard banana 
iacks. lIIolded handle. 
Colors: Reel. Black, Yellmv 
Blue, Green, "'''hite. ' 
Cat. Std. 
No. Hdl. Spring Pku. 

:'~~A r~" ~:~: ~~~: g~ 

INSULATED BANANA 
PLUG 

Split tYfle. brass n.nl. Sel'tl-
10k solderless cnnllcction. 
Fits standard jacl~s, )Iolded 
handle. 
Colors: Red, Blael;;, Yellow 
Blue. Green, White. ' 

Cat. No, Std. Pkg. 
606 Banana Plug 50 

.TIP PLUG TO BANANA 
PLUG ADAPTER 

F'its standard banana jacks. 
Adapter for phone tip to 
banana plug. Molded handle 
Colors: Red, IlIack, Yellow: 
Blue, Green. \Vhite. 

Cat.No. Spring Std. Pkg. 
467 Phos. Brz. 50 
467 B Beryl. Cop. 50 

~I" ,3'" INSULATED MIDGET BANANA PLUG U'" Ff-' II~ ] Spring Type. Fits all standard Banana 
~ ·1 Jacks. Beryllium spring retains reo 

siliency. after thollsands of insertions. 
WIre soldered directly into Plug. 

o t -- -:m:f::~ ~ Available in Red or Black only. Spe· 
_ ----'!!. • .:.,~ ~ clfy color. Std. pkg. 50. 

No. Spring Material Plating 
455 Phosphor Bronze Nickel 

'I.I~~~== ':i~..., .... -' 4558C Beryllium Copper Silver 

INSUL. BANANA PLUG 1-'-1--1 j.I·---~-I.J.··~-~---oj 
Plug brass n.p\. Scrulok -I "'10 Jo- 1----''t'--~--oj·1 
solderless connection. Spring 
type. Fits standard jacl\:s. 
Plastic handle. 

Colors: Red, IlIack. 

C.t. No. Spring Std. Pkg 
341 Phos. Brz. GO 
341 B Bery\' Cop. 50 

. 
INSUL. GIANT PLUG 

Plug brass n.pI. ,"Vire can 
be soldered to plug. Spring 
type. Fits giant banana 
jacks. Plastic handle. 

I' • ~---.... - .. 
I---~~ 

Colors: Red, Blacle 
Cat. No. Spring Std. Pkg. 
392 Phos. Brz. 50 
3928 Beryl. COP. 50 

1-____ :., ____ --11 t-;;i!~ 

~i:) 

INSULATED BANANA JACK 
Takes all standard banana plugs. Body is brass 
n, pI. Mounts in :i5~" hole in panels up to %" 
thicle Molded head. 
Colors: Red, Black, Yellow, Blue, Green, White. 

Cat. No. Std. Pkg. 
406 ......... Insulated Jack ......... GO 

INSULATED 
BANANA JACK 

Accommodates all standard 
banana plugs. Body is 
brass n.pI. Mounts in 11;" 
hole in panels up to % /I 
thiclc Complete with all 
hardware. Molded head. 

Colors: 
Red, Black, Yellow. 

Blue, Green, \Vhite. 
Cat. No. Std. Pkg. 
391 .. Insulated Jack .. 50 

INSULATED 
GIANT 
JACK 

Accommodates all 
giant plugs. 
Body is brass 
n. pI. Mounts in 
%"holein 
panels up to % /I 
thiclt. Molded 
plastic head. 

rE3l Jl ~J. 
~lrH'EAD •• 

Colors: 
Red, Black. 

~~~ 'iii 
~ CD" 

@..l 1: & ."9 fl 
Tl. 
..I. 

·:1:.1' I 
-'4--J21 

NO. 4()6 THREAD 

Cat. No. Std. Pkg. 
393. . •. . ..•.....••.... Insulated Giant Jacl<- .........•...•... 50 
393A .................. Insulated Giant Jack ........•.....•... 50 

INSULATED HANDLE JACK 

Jack brass, n.!>I. Fits all standard banana plugs. 
Plastic handle. 

Colors: Red, Black, Yellow, Blue, Green. 

Cat. No. Std. Pkg. 
605 ...... Insulated Handle Jack .•.... 50 

INSULATED COMBINATION JACK 

Takes standard senior phone tip or banana plugs. 
Body is brass n,p!. Double Phosphor Bronze 
spring, Mounts in :fo:" hole in panels up to %" 
thick. Molded head. 

Colors: Red, Black. Yellow. BIue, Green, White. 

Cat. No. Std, Pkg. 
333 ..•. Insulated Combination Jael' .... 50 

$l 

.... n 

1 
1 
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., SENIOR 
SOLDERLESS PHOtoiE TIP 

Bra" nickel plated. Fit' stan­
dard phone tiP jacks. Wire 
fastens under knurled nut. 
Molded handle. 

Colors: 
1!!!!!t:==,E~ed, Black, Yellow, Blue, Green, White. 

Cat. No; 40'9 Sr •.. Std. Pkg. tiO 

lOR SOLDERLESS PHONE TIP 
Same as above except 2" overall length. Specify colors. 
Cat No. 415 Jr ............................................................................. Std. Pkg. 50 

,. lot- ., 
'I-\>I!e-l 1--'..---1 
...,~ "~-II-'.."'~ .. 

@ t~:====J~: 

Jo-~ooj J. ~ ., 
-I~I-I--I,j.,-+-'-~...:..., 
-I~I- a @ , 

SCRULOK PHONE TIP 
Brass nicl,el plated. Fit' standard 
phone tiP jacks. Scrulolt solderless con~ 
nection. Molded handle. 

Colors: 
Red, Black. Yellow, Blue, Green, White. 
Cat. No. 412 .......... Std. Pkg. 50 

NEEDLE POINT PLUG 
Brass nickel plated body. Needle pOint 
tiP. Accommodates standard banana 
plug In molded pla.stic handle. 

Colors: Red, Blacl,. 

Cat. No. 330 .•........ Std. Pkg. tiO 

SCRULOK PHONE TIP 
Fits standard phone tip jack,. 

I §~~~I~sk b~g!~eN~~:1 C~~~~~t1~~ 
[~~~~~~?=}~ t Molded handl~olors: 

Red, Black, Yellow, Blue, Green, White. 

[!!!!I~=~ Cat. No. 419 ....... Std. Pkg. 50 

-:FT 
~5~ t 29" 

fl~:!-lYl 12I TBRE&D 
NO. 'lOT 

NO.402 NO. 402& 

., 
PHONE TIP 

Plugs Into standard phone tip jacl,s. 
Brass nickel plated plug. Accom­
modates standard banana plug In 
molded plastic handle. 

Red, Black, Yellow, Blue, Green, White. 
Cat. No. 331 ........ Std. Pku. 50 

PHONE TIP JACK 

Fits all standard phone tips. Body is 
brass, n.pi. Double Phosphor Bronze 
springs. Mounts in A" hole in panels 
up to %" thick. Molded head. 

Colors: . 
Red, :alack, Yellow, Blue, Green, White. 

Cat. No. 407 .......... Std. Pku. tiO 

BRASS NICKEL PLATED 
TIPS 

Fits all standard phone tip jack~. 

Cat. No. Std. Pkg. 
402 -'-Standard Phone Tip 100 
402A - Phone Tip Larger 

Diam 100 
402B - Heavy Duty Phone 

No.402B Tip 100 

NYLON TIP JACK WITH METAL SHE'LL 
Made to Meet MS·16108 Spec. 

t~::IT 
IH ... tJa-L. I 

. "": r 'j 
HEItMIT J..l 

No. 1190 No. 1192 No. 1194 
Molded Nylon Tip Jack. Metal shell eliminates possibility of stripping threads 
dnring assembly. Meets following requirements: 1. Salt Spray Test-Withstands 
100 hours. 2. Rated yoltage & Current-lOOO volt peak @ 5 amps. maximum. 
B. Test Voltage-2500 peak. 4. Insulation Resistance--5000 megohms. 
5. Operating Conditions-A. Continuous; 23 hours on, 1 hour olf; B. Eleva­
tion: Up to 15,000 feet; C. Temperature: -55 to +85 C; D. Humidity: 
Up to 950/0. 
6. Material Specifications-A. Insulator: Nylon, Grade FM 10001; B. Shell 
& Nut: Brass Nickel Plated Per Spec 12-53;. C. Lockwasher: Phosphor Bronze 
Nickel Plated Per Spec 12-53; D. Center Contact. Numbers 1190 and 1192 
Heat Treated Bery. Copper Silver Plated per Spec 12-53. Number 1194 Brass, 
Tin Plated. . 
1. Non-Operating Conditions-A. Elevation: Up to 50,000 feet; B, Temper.­
ture: Continuous exposure for 72 hours @ + 160 F and 240 hours @ -80 
F; C. Humidity: Up to 100 0/0. 
8. Colors-Red, Black, Orange, Green, Blue, White, Brown, Yellow, Grey. & 
Purple. Specify Color. 
No. Type Std. Pkg. 

m~ ri:!e ;£~1~al ::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::~~ 
BAKELITE PENCIL TEST PROD 

~t~ ,----.,.-::::-----,-:-:~-jl~~1 
~ ~ ~ 

"0.411 

Body is brass 
nickel plated with 
steel n. pl. needle. 
Has Scrulok sold­
~rless connection. 
Bakelite handle. 
Colors: 
Red, Rlack. 

Cat. No. Std. Pku. 
41 I ••• _ •••••••••••. Bakelite Pencl! Test Prod •............... 12 

SCRULOK NEEDLEPOINT TEST PRODS 
~ Phenolic insulated 

~ t -----1- 'l=--.:.::~::J:::===- prod, .has Scrulok 

~ q ------ ~ I ~~~~~rlessBO~~nne~~ 
"' ... y \.. 8 "I b~ass nickel plated 

! WIth steel n. pl. 
• I.. A • needle. Colors: 

Red, Black. 
Cat. No. (Al Overall (8) Handle Length Std. Pkg. 

m::::::::::::: :~:3m::::::::::::::: J::::::::::::::: :~g 
HEAVY DUTY HI-VOLTAGE TEST PROD HANDLE 

t~j ~'W'I ;.---1' 

@D 1-01---' 

I~· ___ "" 

NO. en 
Tip is heavy brass nickel plated. Bakelite linger guard. AccommodatesIN-34 
diode and condenser for use as RF Probe. Colors, Red, BI.ck. 
Cat. No. Std. Pka. 

559 .............................. 6" H.V. Test Prod. H.ndles .............................. 20 

SOLDERLESS TEST PRODS 

r(5\ [----il----·_I~ 
~ ---- __ u - l 
q~}1 I. 8 ~ 
i-!.'..\ I. A • 

Body is brass 
nickel plated with 
solderless knurled 
nut connection. 
He.vy duty 
needlepoint, nickel 
plated. Colors: 
Red, Black. 

Cat. No. (A.) Overall . (8) Handle Length std. Pkg. 

:l~: : : : : : : : : : : : : : : ~ U:: : : : : : : : : : : : : : : : g::: : : : : : : : : : : : : : : : gg 
NEEDLEPOINT TEST PRODS 

~ 
f-..---..:------)r---~-~ o ~------\t-----~ 

q~ I. .~ I 
~8 I. A a· 

Brass nickel plat­
ed body with steel 
nickel plated 
needle. Chuck 
threaded In end 
of handle is re­
movable for re­
placing needles. 
Polished east phe­
nolic handlc. 

Cat. No. (A) Overall (8) Handle Length Std. Pkg. 
344 .•......•..•. 4-15/16" ............... 4" ...•..•........ 50 
345 .......•...... n-In/IS" ............•. fi"..... .50 
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liolded of tough low-loss Nylon-provides higt. 
voltage insulation. \Vithstands extreme tempera­
ture changes without' chipping or cracking. 
'.rhis series fits all standard Banana Jacks and 
standard Phone Tip Jacks. 

Nylon Solder less Short Tip Plug. Molded 
nylon handle, recessed metal head provides flush 
contact without metal exposure in any standard 
tiP jack brass nickel' plated plug. Solder less 
wire tits thru handle. 
Cat. Nit. Std. Pka. 
1169 100 

Specify color as indicated above. 

NYLON BANANA PLUG-MIDGET 
Molded Nylon Hal\dle Brass N.Pl. 'Vire can be soldered 
directly into stud. FIts all Standard Banana Jacks, 

Cat. Sprina Std. 
No. Material PlatIna Pka. 

Color Code For 
NYLON HANDLE 'LUGS 

1172 Phospor Nickel 100 
Bronze 

1173 Phospor Sllver 100 
Bronze 

1174 Ileryllum Nickel 100 
Copper 

1175 Derl'~ium Sl1ver 100 
Specify <:olar fiN indicated in 
Color Code at right. 

Same as above with Solderless 
Scrulock Connection. 

II 64 Phosphor Bronze Nickel 100 

II 85 Phosphor Bronze Sliver 100 

1166 Beryllum Cooper Nickel 100 

1167 Berylium Cop~er Sliver 100 

Add to CatalDI Numbers 
-01 White -08 Brown 
-02 Red -09 Lt. Green 
-03 Black -10 Dk. Blue 
-04 Dk. Green -11 Ivory 
-05 Lt. Blue -12 Violet 
-06 Orange (Purplei 
--'07 Yellow -13 Grey 

Cat. No. Sprina 

1160 Phos. Brz. 
1161 Phos. Brz. 
1162 Beryl. Cop. 
1163 Beryl. CoP. 

Molded Nylon handle. 
Brass N.I'l. Solder­
less plug. \Vire fits 
thru body or tiP and 
is wrapped around 
screw portion and 
then tightened. Fits 
all standard tiP jacks. 
Cat. No. Std. Pka. 
1170 100 
Specify color 85 lndi­
uted above. 

'PHONE NEEDLE TIP PLUG 
Molded Nylon Handle. Brass N. PI. Plug. Has 

removable chuck· for easy replacement DC needles. 
Needle makes positive contact thru insulation or 
corrosion. 
Cat. No. Std. Pka· 
1171 100 
Specify color as indicated above. 

NYLON BANANA 
PLUG 

Molded Nylon handle, Brass 
N. PI. plug. Springs Phosphor 
Bronze or Berylium Copper. 
Nickel or Silver plated, Wire 
can be soldered 1nto plug or 
bras;; stud. 

Platina Std. Pka. 

Nickel 100 

Sliver 100 

Nickel 100 

Sliver 100 

Speciry color as Indicated ahove. 
Spec[(y color as indicated In color code above. 

NYLON BANANA 
PLUG 

..,~r--

JI ;, ll-.l!e 

Designed for .permanent, soldered assembly to 
printed circuit boards. Nylon bodies. lias gold 
over silver plated BerYlium copper contacts 
which provide low resistance contact. Takes 
standard .080" dl· 
ameter test probes. 
Colors, Red, Black, 
Green, Brown. Yel­
low. Blue, Purple, 
Grey. Orange, "\\Yhite .. 

11 Cat. 
N.D. 

Std. 
Pka. 

HEAVY DUTY 

~~ 
Molded Nylon handle. 
brass N.P. plug. split 
type with solderless 
scrulock connection. 
Cat. No. Std. Pka. 

1168 100 

1177 Printed 
Circuit 
Jack 

25 

NEW TYPE 

ADAPTER PLUGS 

3 PRONG PLUG FEMALE CONNECTOR 

NO. 
814T 

LIST 
PRICE 
.90 

STD. 
PKGE. 
100 

NO. 
811 

LIST 
EA. 
2.25 

STD. 
PKGE. 

25 

• 614T Two parallel blades plus ground 
pin for safe grounding of ap­
pliance. 

For new type prong plug, 
Female mate to No. SUT. 

BIRNBACH TRANSMITTING SOCKETS 
Medium 4 Pin Bayonet and lumbo 4 Pin Bayonet 

No. 434-"50 watt" socket for medium power bayonet based tubes such as 575.\, 805, 810. 838, 
845, S72A, SOOO and others with Retma Base No. A4·29. Has heavy phospher bronze cadmium 
plate'd double wiping filament contacts will handle heavy enrrents. Terminals designed .for solder or 
screw connections. Two mounting holes. Has polished nickel plated brass shell; white glazed porcelain 
base. 
No. 435-"10 watt" socket for economy. has heavy phospher bl'onze, cadmium plated side wiping 
contacts; white glazed porcelain base; heavy plated bra~s shell. Two mounting holes, for medium 
4 pin bayonet based tubes sueh as 3B25, 3B2S, lOY, BOlA. S08, S09, SllA, Sl2A, 834, 836, 
S60, 865, 866A, 1616, 8005 with Retma Base No. M·10. 
Cat. Watt' 
No. Socket A B D 

Mtg. 
Holes Pin 

Tube 
Base 

NYLON HANDLE JACK 

Made with our Nylon Tip Jack #1180 
without mounting nut inside of threaded 
molded nylon lnsulated sleeve. 

Cat. No. Std. Pka. 

1179 'Nylon nandle Jack 100 

Specify color as indicated above. 

HIGH VOLTAGE TEST PROD 
HANDLES No. 558 
These bakelite prods are the same as used 
on the meter end. of high voltage test leads 
Cat. No. 562. Tips are heavy brass with 
nickel plating. 

Colors: Red, Black. 
Cat. No. Std. Pkge. 
558-11f4" H.V. Test Prod Handles.. 20 

ADAPTER FOR 
USING NEW TYPE 

3 PRONG PLUG IN 
STANDARD OUTLET 

NO. 
812 

LIST 
EA. 

.75 

f---l----l 

STD. 
PKGE • 
100 

g :T 
434 50 2·9/32" 3%" 2·13/16" 
435 10 1 %" 2%" 2·1/16" 

1.S86" 
1.386/1 

4 
4 

Std. Jumbo 
Med. Bay 

Std. 
Pkg. 

25 
25 

Nos. 434-435 

.: . :" 1 
~.-
~.---.j 
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SECTION 2800 

(<lIJJllD ALLIGATOR CLIPS - TEST CLIPS - SPADE LUGS -
z:::z:::::::::: "B IN DI NG POSTS 

#278 

BINDING POST NEW! 
BIRNBACH 

"Multi·Use" 
Binding Posts 
Safe·Positive· 
Heavy DutJ 

Rugged, versa­
tile "Multi­
Use" binding 

It" t~:1 post made of 

.... +!!~=-... -=".,-:-~ 1m."" ,"00", -. -. with molded-in 
brass inserts in 
head and wash­
er for complete 
insulation from 

:.... panel. For use 
't'---------i. on panels 

J 1/16" to 'A," 
thick. Mounting hole %". Current Capacity: 
30 Amps. Voltage: 2000 V.A.C. RMS Test. 
No. 276 Can be soldered directly to stud_ 
Will permit six dllferent methods of con. 
nectlon aboye panel and three below panel. 
Cat. No. Std. Pkg. 
276 Nickel.Plated Red or Black 100 

Red, Black, Yellow, Green. White, Blue, r !!!!...... 

~~1i! it 
~::t:]}@ll 
... ~ ___ ~",--..l~f=:i M,IIO 

INSULATED ALLIGATOR CLIP 

BINDING POST 
p,;;ti'" ®-:it 

#274 

WRAP AROUND TYPE 
No. Std. Pkg •. 
274 Standard Brass 100 
275 Stand. Nickel Plated 

spedfy Red or Black 100 

NOTES: 
A Banana Plug 

Receptacle, 
.161 I. D.; B 
Head non-remov­

able from Stud; 
C Molded in 

Brass Bushing in 
Head; D Molded 
in Brass Bushing 

in Washers; E 
For Panels 

1/16" to 'A," 
thick; F Drill 
%" hole for 

mounting wash-
ers; G Wire 

Hole is at right 
angle to Flat on 
insulated Wash­
ers; H Produc­
tion Punch for 
keyed Slot for 

mounting 
Washers. 

No.IlOa 

INSULATED ALLIGATOR CLIP 
(Screw Type) 

Made of steel, cadmium plated. Insulated 
handle allows use of all banana plugs, Has 
small soldering lip. Colors: Red, Black, 
Cat. No. Std. Pkg. 

Made of steel, cadmium plated. Accurately 
matching jaws for tight grip. Has screw for 
solder less connection. Banana plug fits into 
rear of clip, Insulated handle. 

310 ........ Insulated Alligator Clip ........ 50 
310B .. l %" Insulated Alligator Clip .... 50 

Cat. No. Colors: Red, Black. Std. Pkg. 
310S ....... .Insulated Alligator Clip ....... 50 

MICRO.GATOR CLIPS . - n ulated COPPer Alligator Clip 50 
The Alligator Clip With the Microscopic Tip. Use it where no oither clip can go- or tig t spots, 
printed circuits. etc. Length 1~2" Jaw spread. ~2'" Tiny tiP. ~2' across. New extra strong "keyed 

In" type hinge, Solder connection with clinching ears to relieve strain on wire. 
~ CAT. NO. TYPE. STD. PKGE. 

31 MG/S .................................... Steel. Cad, Plated .................................... 50 
Specify color' 31 MG/C .......................................... Solid Copper ........................................... 50 
Red. black. b·lue. ye~I~~~ wiiite;ireeii .... · .. · ...... ··ln~ia~~/:~~t~1 t~c!/~ ................................. 50 -zr:!-.. MI:;;; ALLIGATOR CLIPS 

-\ 'r-' ~ iJ ~ ~ ".IIS ./. 

~ -----. I To . Very small and compact • Useful where 
~~t." ! space 1a impOrtant. AccuraMl!)' matching jaws 

•• -3 .. .,.. .... 1.- ~ for finger· tight grip. Len,tbl-3/32" Jaws open 
I- ,. I ~ ~". Has Up for soldering. 

ALLIGATOR CLIP (Screw Type) 
Made of cadmium plated steel. The jaws match 
accurately, permitting them to grip all kinds of 
wire securely. Has screw for solder less wire connec­
tion. Banana plug fits into rear of clip. 
Cat. No. Std. Pkg. 
Il-Alllgator Clip (110 screw) .......................... 50 
SIS-Alligator Clip with screw ........................ 50 
SIC-Alligator Clip (Copper) w/scr ............... 50 

ALLIGATOR CLIP VINYL 
, INSULATOR 

Extremel.v flexible. Made to fit 
Nos. 31. 31S, 31C. Colors: White, 
Red. Black. Yellow. Blue Green, 

Cat. No. 
31R-Vinyl Insulator '50 

CAT. NO. TYPE 8TD. PKG. 

81 MS ___ 8TEEL (Cad Plate) __ 50 

81 MC .. __ ._._ BoUd Copper __ . ___ . 50 

SI MB INSULATOR BOOT to fit 31 MS or 31 
MC. Specify Black. Red. Blue. Yellow, Wlllte. 
Green. 

INSULATED 
SPADE LUG 

Accommodates all 
3tandard banana 
plugs into the 
rear of lug en­
ahling saine to oe 
adapted to a 
splade lug. Lug 
is Steel Hot 
Tinned. 
Colors: 
Red or Black 

Cat. No. 332 
Std. Pkg. 50 

STANDARD DUTY 
S·W.AY BINDING POST 

l\lolded-in brass bushings 
for complete insulation. 
rselul for standard duty 
work. Available in Red or 
Black. Specify color. Body 
Is brass nickel plated . 

#278 #279 
Cat. No. De.criptio. Std. Pkg. 

227789* ......... Red or Black ..... , ..... 100 
• .. ....... Red or Blacl<- ........... 100 
~~r:~m a~n:~Ia.it~ngb~~c~"c:"n~~llY grounded. (Without 

;:;:el 
--'-';or;lilhl!1:1 1"1' t::\ 

F='-----JOo+---~-1;!_l iliiiWi .ili!. 0 
I-----.If 1-1" --I-f~ ~{.r 

ALLIGATOR CLIP WITH PHONE TIP JACK 
~an~le h!ls our No. 31 clip and our No. 407 
tiP Jack m rear for all standard phone tip 
plugs. Colors. Red, Black. 
Cat. No. Std. PkU. 
334-Alligator Clip with Phone Tip Jack .• 60 
336-Same as above except with our #31C 

screw type Copper Alligator Clip ..... 5 0 

-("i:'''''· !'li! I~ .. ; ; @ F=-----"+----l3. II':,,, , 

I------r-'lt---""£i r.:.j· 
ALLIGATOR CLIP COMBINATION JACK 

Insulated alligator clip is composed of our 
#.31, steel, cadmium .pla~ed Alligator Clip 
With our #333 CombmatlOn Jack in rear 
allowing the adaption of both standard senior 
phone tip plugs and banana plugs to Alligator 
Clips. Colors: d, Black. 
Cat. No. Std. Pkg. 
335-Alligator Clip Combination Jack ... 50 
337-Same as above except with Our #31C 

screw type Copper AlJilrator Clip· 50 

''i!~~5~1:1~Yi==t.i~:u ~b:: " .. " 
ALL INSULATED ALLIGATOR 'CLlP 

Steel Cadmium plated alligator clip. All metal parts 
rovered with vinyl plastic insuring against shock 
Solder Type connection. Red or Black. Specify color: 
Cat. No. 123 Std. pkg. 50 

PHONE TIP TO CLIP ADAPTER 
Same as above with spring In rear of handle enab­
ling the adapting of standard phone tip plugs to 
alligator clips. Red or Black. Specify color. 
Cat. No. 124 Std. pkg. 50 

SPAD'! LUG 

Barrel accommodates 
all standard lianana 
type plugs. Lug is 
Steel Hot Tinned. 

Cat. No. Std. Pkg. 
332A .......... 50 

Spade Lug 

BIRNBACH TEST CLIPS Cat. No. Length Jaw Spread Capacity Std. Pkg. 

The teeth mesh correctly permit­
ting good contact to be made. The 
No. 27 -C is a solicj copper clip 
with a brass screw designed for 
high frequency work. 

Page 802 • The MASTER - 26th Edition 

27-Pee Wee .................. 1 1h" ................. %", ......... : ..... 5 Amp ................. 50 
28-Midget .................... 2" ............... fg" ................ 10 Amp ................. 50 

~~ ~:~:m.::::::::::::::::::::!,;S":::::::::::::,:::~~ ,,:::::::::::::::::~ !:~::::::::::::::::::~ 
27C-Pee Wee Copper .... 1%" ................ %" ................ 10 Amp ................. 50 
27R-Rubber Sleeve-Red or Black ........................................................... 50. 

See Pages 1553 - 1558 for Birnbach Prices for Above Items © U.c.P., Inc. 



Nd52 

~ 
C 

© U.C.P., Inc. 

SECTION 2800 

TELEPHONE TYPE PLUGS 
This standard two conductor plug fits all standard jacks. All metal parts 
brass with nickel plating except for contact screw. Barrel is molded 
bakelite. Red or Black. 

\' .. 

A - BAKELITE DOUBLE PHONE PLUG 
Cat. No. 251 ................................................ Std. Pkg. 25 

B - SHIELDED PHONE PLUG 
Cat. No. 252 ................................................ Std. Pkg. 25 

SHAFT 
C - WRENCH TYPE 

Brass, nickel plated. ~" length overall. 
Rear: 'h" hex brass with %-32 thread. 
Front: n" hex brass. 

Cat. No. Std. Pkg. 
546 - For""" Shaft .... , ..................... 25 

LOCKS 
D - THUMB TYPE 

Brass, nickel plated. ~" length overall. 
Rear: 'h" hex brass with % ·32 thread. 
Front: 1" diam. knurled nut. 

Cat. No. Std. Pkg. 
547 - For""" Shaft .......................... 25 

M'INIATURE SHAFT ACCESSORIES 
Bras. Nickel plated for II." shafts. 

Cl - MINIATURE LOCK-WRENCH TYPE I C2 - MINIATURE BRASS COUPLER 
with allen head set serews 

Cat. No. 546A Std. Pkg. 25 Cat. No. 531A Std. Pkg. 25 

C3 - MINIATURE SHAFT EXTENDER 
with allen head set screws 

Cat No. 538A Std. Pkg. 25 

TEL E P H 0 N E TY P E J A C K S 
The body is brass nickel plated. Small, rugged and they are designed 
for long life, with low contact resistance snap springs made specially 
from nickel silver alloy which is corrosion resistant. Mounts in %" hole. 

E - Cat. No. 257 - Open Circuit Two Conductor .................... Std. Pkg. 25 
F - Cat. No. 258 - Single Closed Circuit Two Conductor ...... Std. Pkg. 25 
G - Cat. No. 259 - Open Circuit Three Conductor .................. Std. Pkg. 25 
H - Cat. No. 260 - Single Closed Circuit Three Conductor: ... Std. Pkg. 25 

TEST 

J - BIRNBACH HEAVY DUTY 

HIGH VOLTAGE TEST LEADS 
Overall length 60". Tips are heavy solid 
brass nickel plated. Rugged, dependable 
heavy duty bakelite prods. Color coded Red 
and Black. Uses our Hi Volt kinkless test 
lear! wire. 

Cat. No. Std. Pkg. 
562 - Heavy Duty High Voltage Test 

Leads ...................................... 10 

L - DELUXE AND BAKELITE 
PENCIL TYPE TEST LEADS 

No. 408 Bakelite pencil test leads, color 
coded, Red, Black, all with kinkless test 
lead wire. Overall length 60". #560 and 
#561 polished cast phenolic resin handles, 
'solderless type tips. 50" long. Color coded 
Red, Black. 

Cat. No. Std. Pkg. 
408 - Bakelite Pencil Type 

Test Leads, 6" handles ............ 10 
560 - DeLuxe Solderless Prod 

Test Leads, 5" handles ............ 25 
561 - DeLuxe Needlepoint Prod 

Test Leads, 5" handles ............ 25 

N - CRYSTAL SOCKET 

Glazed ceramic base. Phosphor bronze 
silver plated contacts spaced .486". Pin 
diameter .051, mtg. hole .125. Sid. Pkg.· 
25. 

Cat No. 595 C~ystal Socket 

See Pages 1553·1558 for Birnbach Prices for Above Items 

LEADS 

K - ALLIGATOR CLIP TEST LEADS 
Black and Red kinkless test lead wire with 
Alligator Clips at each end. 
Cat. No. Wire Length Std. Pkg. 

675 ........................ 12" ........................ 25 
676 ........................ 24" ............ , ........... 25 
677 ........................ 36" ........................ 25 
678 ....................... .48" ........................ 25 

SPECIAL ASSEMBLIES AVAILABLE 
TO ORDER 

Kl - STRETCH LEADS 
Klnk·Proof Retracted 9" Coli 

No tangling or knotting of wires. Lead 
coil only 9", extends to 6 feet. 
Cat. No. 564 Solderless phone tip, retractile wire, 

solderless prod. Std. Pkg. 10. 

L - PUSH BUTTON KINKLESS TEST LEADS 
556 Solderless phone tip one end, push button 

tip other end. Std. Pkg. 12 
55' Solderless phone tip one end, push button 

banana plug other end. Std. Pilg. 12 

M - BIRNBACH NEEDLEPOINT 
TEST LEADS 

Have Red and Black 4" fibre handles. Use 
kinkless lead wire. Overall length 50". Good, 
dependablO' low priced leads, 
Cat. No. Std. Pkg. 

420 - Needlepoint Phone Tip 
Test Leads .............................. 25 

421- Needlepoint Spade Lug 
Test Leads .............................. 2 5 

422 - Solderlss Phone Tip 
Test Leads .............................. 25 

423 - Solderless Spade Lug 
-- Test Leads .............................. 25 
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SECTION 2800 

UNEWII COMPLETE WIRE MEASURING OUTFIT 
CERTIFICATE OF APPROVAi. 

NO. 498-61 
DEPARTMENT OF STATE OF ACCURATE • COMPACT • NOISELESS AGRICULTURE CALIFORNIA 

MEASURING MA8HINE 
PRICES Sturdy aud compact construction. Has 

a precision quality built counter with 
large numbers for easy reading and 
will register wire up to .9.999 feet 
for direct accurate reading. Can be 
easily reset to zero position. 

MEASURES IN INCHES AND FEET MODEL LIST NET 

Wire passes through two rollers. the 
upper roller being self-adjusting and 
tbe tension of tbe upper roller can be 
set by a thumb screw to provide tbe 
proper grip for very line as well as 
for beavy wire. 

COMPLETE 
WIRE 
MEASURING 
OUTFIT 7389A 

Separately: 
HOLDING 
REEL 7398-1M 

MEASURING 

$252.50 $126.25 

35.00 17.50 

MACHINE 7398-2MA 175.00 87.50 

WIRE 
59.00 29.50 

Two hardened lead bushings with an 
opening of %" diameter will guide 
the wire properly through the rollers. 
Bushings' are removable to allow 
cables up to 1" dia. to pass through. 
Will measure accurately all electric 
wires. cables, coaxial cables, rope, 
tape, etc. 

Sold without baseboard. 
WINDER 7398·3M· 

WIRE WINDER 
Has adjustable arms to be set to the desired coli size and the arms will open 
to a lIat position for easy removal of the coil. Simply open thumb screw which 
holds the front collar tight on the shaft. push the collar in any direction to 

MINIATURE PLUGS. & JACKS 

Insulated type, Solder MINIATURE PHONE PLUG 
terminals, two con-
ductor mini. phone 
plug. Ideal for hear-
ing aids. portable re-
ceivers. small instru-
ments. etc. Rated 500 .17jj'" .s:==~ 
• olts. ... 

~:o Red or 1\:~kPklo N •• 130 

SHIELDED MINIATURE PHONE PLUG 

Same as No. ISO ex­
cept with brass. bright 
nickel plated barrel 
with insulating tube 
InSide. 

~:i Stdi;oPkl. 

MINIATURE 
TELEPHONE 
TYPE JACK 

Rugged construction. 
smaller than standard 
type Jacks. Mount in 
%. dia. hole in panels 
UP to %. thick. 

Std. pkg. 
No. 132 Open circuit 

type 50 

No. 13S Single closed 
circuit type 50 

No. 131 

".~ ~,~ THD~ 

• tlO"~ 
HANDLES 

MATERIAL: BRASS 
FfNISH: NICKEL PLATED 

the desired position and tighten the thumb screw again. 
HOLDING REEL 

Compact, adjustable to size of coil and folding. Will hold spools or coils of 
wire. 

N •• lSt 

N ••• 8I 

INSULATED 
BINDING POST 

M!1ded bakelite head wiUl 
brass insert molded· in. Sup· 
plied complete with 8/32 x 
%" screw, lock washer. Has 
brass insert molded-in. SuP­
plied with washer. Avallable 
In black . 
Cat. No. S,td. pkl. 

184 .• Binding Post 50 

Molded bakelite head with 
brass insert molded·in. Sup­
pHed complete with 8/32 x 
%" screw and lock washer. 
Bas brass nickel-plated re· 
taining washer. 
Cohrs: Red. Black. 

Cat. No. Std. pkg. 
185 .. Binding Post 50 

Brass. hea.lly nlckel·plated 
• overall. Complete with screw 

_~_..;:;,;..:: and lock washer. Designed for 
high amperage. low resistance 
connections. 

Cat. No. Std. pkg. 
Post 50 

BIRNI!ACH FLEXIBLE SHAFTS 
~ ..... -.. " ~ ......, Modern construction calls for more compact ar· 

rangement of parts. At times there is dimculty 
getting t~e controls to the proper position on the panel. With couplings and 
these flexlble shafts~ locations can be made with ease on an offset and angles 
l'~toto,i,9 d~:~r~~~s. The flexible sharts are made of phosphor bronze and fitted 

Cat. No. Std. Pkg. 
553-Flex!ble Shatt 3" long ...•..•..................••.•..•. 25 
554-Flexlble Shaft 6" long, .......................•..••.... 25 

FERRULE 
BRASS-NICKEL PLATED 
Used for mounting handle •• 

Cat. No. 

1068 Ferrule 
Has 10-32 thread individually packaged for a perfect finish. 

Std. Pk •• 
100 
100 Cat. No. A B 

1085·8 3" l'~l' 
1065·4 4~6" 11,02" 
1065·6 6~6" 1~" 
1065·9 9" 1¥4" 

CABINET HANDLE 
MATERIAL: BRASS 
FINISH: NICKEL PLATED 
Mounts in ~6" Hole. 

Std. Pkg. 
10' 
10 
10 
10 

Supplied with Hex Nut and Washer. Individually packaged 
for perfect finish. 

Cat. No. 
1066 Handle 

Std. Pk,. 
10 

1069 Fenule 

~'l=.~ + 4 16 
. ~ L-t-
~,~~. ~; 

196.!~Jj6" ;;~ -I-~ .. 250" 

1116' 
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SECTION 2800 I 

MOLDED "STACKING TYPE" PATCH CORDS 

," I· ._-.....,1---'i'-I---A 
1. Never ending banana plug receptacle. 
2. Interconnects unlimited amount of multiple circuits. 
3 .. Positive and lasting contact for all standard banana plugs. 
4. Four leaved heat treated beryllium copper spring. 

a. 360 degrces spring contact 
b. maintains resiliency after thousands of insertions. 

5. Supplied in Red, Black, Yellow or Green. (Specify Color) 
(Spedal colors on request) 

6. Handle molded to body and to wire. 
7. 10,000 volt rubber covered flexible wire. 

a. 65 strands #36 insulated to an 0.0. of .140. 

~~c~. o - i \ ' No. 
=:::l 655.8 

""""4---J . 655·12 
655·24 
655·36 

PHONO-JACKS 

("A") Wire 
8 inches 

12 inches 
24 inches 
36 inches 

Small, eompact . . . where space is at a premium. 

Std. 
Pkg. 
12 
12 
12 
12 

Cat. No. Std. Pkg. 
597 ..................................................................... 50 

Space Saver . . . Rivets and grounds to chassis. 
Cat. No. Std. Pkg. 
598 .......................................................................... 50 

BIRNBACHPATCH CORDS 

~"'''''H''''H''>= =;I.H .............. '1 = 
Birnbach No. 465 Banana Plugs connected to our kinkless test lead wire. Used 
to interconnect circuits. Fits all standard banana jacks. Specify red or black. 
Cat. No. . Wire Length Std. Pkg. 

607 ............................................ 12/1 ...................................... 25 
608 24/1 ............................................ 25 

~~~....................................... ~~7, ........ :::::::::::::::::::::::::: ~~ 

Provides a never·ending banana plug receptacle to interconnect an unlimited amount 
of multiple circuits. The cross hole is deSigned for positive contact of all 
standard banana plugs. Fits all standard banana jacks. Four·leaved phosphor bronze 
nickel plated spring. Red or Black assemblies. Specify color. Std. pkg. 10. 

Cat. No. 653·8 
Cat. No. 653·12 
Cat. No. 653·24 
Cat. No. 653·36 

8" Wire Length 
12" Wire Lengtb 
24" Wire Lengtb 
36" Wire Length 

Pkg. 
.............................................................. 12 
.............................................................. 12 
.............................................................. 12 
.............................................................. 12 

PHONE TIP PLUG SPLICE 

Takes all standard phone tip plugs excellent tor quicl' connections or test, 
lead extensions. 

Colors: Red, Black, Yellow, Green. 

Cat. No. 619 - Insulated Banana Plug Splice ...•..••...... Std. pkg. 25 

IN-LINE PHONE TIP JACK 

or~-4;;;;;;.II!. uu"m""I!II,b7ll':~~II!I/:t:II!f!fll!11!i~ 
. .. 

Takes all standard phone tip plugs. Can be used as lesd extension. 
Colors: Red, Black, Yellow, Green. 

Cat. No. 621 - Insulated·In-Line Tip Jack ••..•......... , .Std. pkg. 25 

SHIELDED EXTENSION JACK 

Cadmium plated hrass shell with black bakelite insert. Length is 2-7/16/1. 
Insulates for solder grip contact. Mates with No. 248 Phono Plug. 

Cat. No. Std. Pkg. 
246--Inline Extension Jack ............................................................ 100 

PUSH BUTTON PHONE TIP PLUGS AND BANANA PLUGS 

#122 

MINIATURE 
MICROPHONE 
CONNECTOR· 

Single contact female. 

# 121 

Std. pkg. 
No. 134 Miniature Female 

Conn. 5Q 

Single Contact Male 
No. 135 Miniature Male Conn. 

50 

MINIATURE 
CHASSIS CONNECTOR 

Single Contact Male 

Description: Wire is fastened Cat. Std. 

easily, speedily, and securely No. Pkg. 

without soldering. Simply by 121 Push Button Phone Tip Plug, Red and Black ................................................ 100 

pressing the push buttons the 122 Push Button Banana Plug, Red, Black, Yellow, Green, White ...................... 100 
bare wire can be inserted 
into the opening of the plug. No. 121 Phone Tip Plug will fit all Standard Phone Tip Jacks. No. 122 Banana 

Plug will fit all Standard Banana Jacks. 

BIRNBACH THREADED RODS 

These brass nickel plated threaded rods are standard parts of 
of our insulator assemblies. 

Cat. No. Length Thread Std. Pka. 
16 ............................ 4" ............................ '%,·20 .......................... 1000 
17...... ...................... 5 'AI" ............................ '%, ·20 ........................... 1000 
18 ............................ 10" ............................ '%,·20 .......................... 1000 

113 ............................ 15" ............................ '%,.20 ...... ; ................... 1000 
1l4............................ 1 %" ............................ 10·32 .......................... 1000 
115 ............................ 1 %" ............................ 10·32 .......................... 1000 
116.................. .......... 2 '%," .................... , ....... 10·32 .......................... 1000 
117 ............................ 8" ............................ 10-32 .......................... 1000 

Complete with insulating washer and lug. 
Mounts in ~" hole. Mates with No. 134. 

118 ............................ 8" ............................ 8·32 .......................... 1000 
119 ............................ 8" ........................ " .. 6·32 .......................... 1000 

No. 136 Miniature Chassis Conn. Std·58kg. 15 ............................ 2" ............................ 6·32 .......................... 1000 
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SECTION 2800 

BIRNBACH FEEDTHRU INSULATORS 
Made oC highly vitrUled. low absorption. 

, , ~ 
porcelain amoothl,. glaaed to prevent ae-

i' A ~~r~~i~tlofa ~hl~~~ g~ t~!\r::~I~~ 
. • J. r:::~\~Jn~n~I~~~sm~~ntm: ~~::e~~onJ 

. . I' 8 -{ tho Insulator cpnlrlbule much 10 Iheh 
10- performance oil bigb voltago.. Brs •• 

nickel .plaled hardware. 
Cat. Height Std. Dimensions Mounting 
No. A Pkg. B C Hole Hardware 

458 : ••• %" ...•.• 50 •••.• 11/16" ..•.. %" .••. 5/16".... 6-32 
478 •••• 1" •••.• 25 ••..• 13/16" .•••• 5/16" •.•.. 1/16".... 10-32 
478J •••• 1" ••••• 25 .••.• 13/16" •.•.• 5/16" •.•• 7/16" ..•• No. 403 Jack' 
4125 .•• 1%" ••..• 25..... %" ••••• % ••..•• 7/16· ..• , 10-32 
4125J ••• l%" ....• 25..... % •••. ". %" ..•• 7110· •.•. No. 403 Jack 
4234 ••• 2%· .•... 1. 0 .•.•• 2" .•..• 1" •..• 1~" . .•• %-20 
4175 2%; .•... 10 ....• 1%" ....• %" .... ~".... %-20 
4175J. .. 2% •.•.. 10 ..•.• 1%" ....• %" •... %" .•.• No. 394 Jack 

CORRI,IGATED FEEDTHRU INSULATORS 

Increased surCace of the corrugations and t The six new corrugated type .Ceedthru , Ql Insulators have more than twice the leak-
:, - C 8~Ac age path of the straight type because of 

recommends Itself where a straight Bide 
Insulator of equal height Is not satisfac­
tory because ·oC Its shbrter leakage path. 
Brass nlcltel plated hardware and cork 
mounting washers supplied. 

Cat. Height Std. DimenSions Mounting 
No. A Pkg. B C Hole Hardware 

479 ••.• 1%; ..•.• 25 .•. .•• 1%" •.••. 11/16" ••.. 9/16".... 10.32 1W8" .. 12~"···· .25 ..•.•• 1%: ..••• 11/!0" ..• • 9/16"; •. . No. 403 Jack 
... ,.. ..... 10 ...... 1% ...... 1 .. %" %-20 

1mJ .. ·~~: .... ·lg ...... 1~:: ..... I" " .. :: %"::::No.394Jack 
4452J. .. 4'>iJ"::::: 5::::: J%<::: ~~,,::::~: ::: :No.'19~OJack 

HIGH VOLTAGE FEEDTHRU INSULATOR 
This Insulator has been designed to meet the demand for' an 
Insulator having high dielectric and inechanlcal strength. The 
extra long leakage path Is made possible by the corrugations 
on the .tol), Insulator. The bottom slee,e taper ftom a base dla 
of 1-3/16 where the electric stress Is greatest. . 
Cat. Std. Base Mounting 
No. Height Pkg. Dla. Hole Hardware 

4233 ...... 1%" ...... 10 ...... 2" ...... 1 %" ...... %'20 

STEATITE PILLARS 
Ha,e great tensile strength with ex­
tremely low l .. ses at very hlgb fre­
Quencies. Tapped on both ends; sup­
plied with nickel plated mounting base 
and top hardware. Jli Cat. Height Std. Dlmen. Base Dla. 
No. A Pka. BCD Hardware 

450 .. 1" ... 10 ... '>iJ".. 1%.... %.... 6.82 
450J..l" •.. 10 •.. '>iJ.... 1%".. %" .. No.403Jacl< 
451 .. 1'>iJ" ... 10 ... '>iJ.... 1%".. %".. 6-32 
451J..l'h" ••• 10 ••• '>iJ.... 1%".. %" .. No.403Jack 
452 •. 2%: ... 10 •.. %".. 1%",. %".. 6.32 
452J .. 2'>iJ ••.. 10 •.. '>iJ".: 1%".. . %" .. No. 403 Jack 
453 .. 2 '>iJ" .•• 5 ••. %" . . 1·9/16" . . 1-3/16". • % -20 
453J .. 2'>iJ ..... 5 •.. %" . . 1-9/16" .. 1-3/16" . . No. 395 Jaclt 
454 .. 4" '" 5 ... %" .. 1-9/16" .. 1-3/16".. %-20 
454J .. 4" ... 5 .•. %" .. 1-9/16" . . 1-3/16" . ;No. 395 .Tack 

BIRNBACH METAL lASE INSULATORS 
Corrunted surface provides 
long leal,age path. Made oC 
high tensile strength low 
absorption porcelain fully 
glazed. Supplied with nickel 
plated brass screws and nutF', 
cadmium plated drawn steel 
basea. iA 
Cat. Haight Std. Base DimenSion Mtg. Screw 
No. A Pka. BCD Hardware 

867 ... 1%" .. 25 .. 1%" x lij," .. I'>iJ" .. 2 No 8 10-32 
867J ... l%" •. 25 .. 1%"xli!." .. I'>iJ .... 2No 8 "403Jaclt 
4176 .. 2%" ... 10 .. 1%"" 1~" .. 1%" .. 4 No' 10" %-20 
4176J .. 2% .... 10 .. 1%" x 1 " .• I%" .. 4No: 10::395 Jacl< 
4451 .. 4'>iJ" .. 5 .. 2%""2 " .. 1%" .. 4 No 10 %-20 
4451J .. 4'>iJ" .• 5 .. 2%" x 2%" •. 1%" .. 4 No: 10:: 395 Jack 

BIRNBACH STANDOFF INSULATORS ill 
Made oC hlgnly vltrilled low 4 a A 
~~~'1i~~IO~e:~::"r~ ~ce::~~ntl~~ .,.1 
lurface Is liround flat Cor No. . OJ 
404. No. 966 It Is advisable to '" .. 
use cork washers which are avail· l"t C!>: ~ 
~~~~wa:'ll SU:~r:d. nickel plated i-II.....J 

Cat. Height Std. Base Dimension Mounting 
No. A Ptg. BCD Hole. Hard ..... 

405 '" ~" ..... 100 .... 1" ... H" .... H ...... 6":... 6-32 
985 .... 1' .... 50 .... 1~" ••• %" ..• ,ta" .... 6".... 8-82 
888 .... 1" .... 50 .... 1 " .... %" ... 1 .... !". '" 8-32 
186J. ... l" .... 50 .... 1 " ... %" ... 1" .... " .... No. 403 Jack 
888 .... I'>iJ" .... 25 .... 1%" ... 1%" ... li" •.• ' ".... 10-32 
888J .... l'h" .... 25 .... 1%" ... 1%" ... 1 " .... ,/1," .... No. 403 Jaclt 
888SJ ... l'h ...... 10 .... 1%" ... 1~" ... 1 • .... 6" .... No. 395 Jaclt 
4275 ... 2~" .... 10 .... 2%: ..... 2' ... 2 ...... %".... %.20 
44275J ... 2 " .... 10 .... 2%" ... 2" ... 2%" .... %" .... No. 399 Jack 

450 ... 4 " .... 5 .... 3%" ... 2'>iJ" ... 2%" ...... ". %-20 
445GJ ... 4 " .... 5 .... 8%" ... 2'h" ... 2%" ...... ".:::No. 399 Jaclt 

[:Jf..-. BIRNBACH STEATITE PILLARS JAN· I., ad 

. tl" In many constructions. these unmounted tb"laded SteaUte 
~. pillars will CacllItate assembly because of the one hole 

i-I ~ (Less Hardware) JAN·I·10 SPECS. 

mounting afld parallel mounting surfaces. They are made t-D -; _ of L5 glazed Steatite witb threaded boles on botb aides • 

Clt.Na. Ha'ght Dilm. Thraldad Ha'a Std. Pkg. 
Cat. Conforms to Length of Std. 

4~~' .......... ~~~~ ................. ~" ............ ~" ........ ~.~':I~~ ...... T~~~~ ......... ~~o 
4418 .................................. %"~ ........... V4 .............. UO"........ 1-32 ............ 100 
441A .................................. VZ .............. V4 .............. UO .......... &·32 ........... 100 
444A .................................. o/4" ....... : .... V4": ........... 1l4"........ &-32 ............ 100 
445A .................................. 1 .............. V4 .............. 1/4" ........ &·32 ............ 100 
442 .................................. % .............. ~" ............ UO"........ &.·32 ............ 100 
442A ........ NS5W0104 ........ VZ" ............ ~" ............ "2.,........ &·32 ............ 100 
443A ........ NSIIW0105 ........ 1MI .............. ~ .............. I/4'·........ &·32 ............ 100 
4448 ........ NS5W0101 ........ o/4 .............. ~" ............ 1/4"........ 1·32 ............ 100 
4458 ........ NS5W01Q.8........ 1 .............. % .............. W'........ 1·32 ........... 100 
4488 ........ NS5W0110 ........ 1V4 .............. %" ............ %" ........ &·32 ............ 100 
44111 ........ RS5W0112 ........ 1VZ .. · ............ %" ... ; ........ %" ........ 1-32 ........... 100 
441C ....... .NS5W0111........ 2" ............ % .............. W· ........ 1-32 ............ 100 

::: :::::::::::::::::::::::::::::::::: ~:::::::::::::~:::::::::::::~::::::::: ::~L:::::::::tgg 

:~ ::::::::::::::::::::::::::::::::::~~:::::::::::::~::::::::::::~::::::::: i:!~::::::::::Jgg 
440 ........ NS5W0205 ........ IMI" ............ }S" ............ ~."........ 8·32 ........... 100 
440A ........ NS5W0201 ........ o/4" ............ 1f2" ............ 1/4" ....... 8·32 ........ 100 
440B ........ NS5W0208 ... ,.... 1" ........... W ........... %"........ 8·32 ........... 100 
440 ........ NS5W0210 ........ 1V4" ............ VZ" ............ %" ........ 8·32 ........... 100 
4§OO ........ NS5W0212 ........ 1J1" ............ W ............ %" ........ 8·32 ........... 100 
440E ........ NS5W0218........ 2" ............ W ............ 2j" ........ 8·32 ........... 100 
440F ........ NS5W0220 ........ 2W ............ ~" ............ %" ........ 8·32 ........... 100 
444C .................................. o/4" ............ ~" ............ 1/4" ....... : 10·32 .......... 100 
445C ........ NS5W0301........ 1" ............ ~" ............ %" ........ 10·32 ........... 100 
445D ........ NS5W0310 ........ 1V4" ............ ,," ............ % .......... 10.32 ............ 100 
445E ........ NS5W0312 ........ 1VZ .............. 0/4" ............ % .......... 10·32 ........... 100 
445F ........ NS5W0311........ 2 .............. ~" ............ % .......... 10·32 ........... 100 
445G ........ NS5W0320 ........ 2W' ............ ~" ............ %" ........ 10·32 .......... 100 

::: ::::::::::::::::::::::::::::::::::2Y~;:::::::::::.~:;:::::::::::.t::::::::. ~::~g.::::::::::: ~ 
4478 ........ NS5W0412 ........ 1VZ" ............ 1" ............ }S" ........ V4·20 ........... 50 
447D ........ NS5W0420 ........ 211" ............ 1 ............ :.=MI" ........ V4·20 .......... ; 50 
441£' ........ NS5W0424........ ;, .............. 1" ............ 1MI .......... V4-20 ........ 50 

. STEATITE BUTTONS 

• i-~1 This specially designed Steatite button \a intended for 
f"/ ~;. atobMm~~f~:rl~~u'l:t.r~ lrte';."t1~na~.a c~W:Jnfo 1f~! 
., !..l. uniqueness of the design which .prevents either section 
~c oC the Insulator from tumlng In respect to the apeclal 

C t N screw. The specially designed acrew locI,s both Bectlon •. 
I ~ . ~~. 

457. Bu~ton •••••••.•••••.....•.•..••.•......•••••....... 25 
DimenSions ABC D' E 

5/10" 1%" %" '>iJ" 8-82 

"LUCITE" FEEDTHRU INSULATORS 
These Ceedthru Insulators are Ideal Cor bringing hlgb 

~:._._ .. ~ .•. ,... .. ~_. frequency lead. thru a panel. They are made of genuine. 
... Dupont Luelte. BecauBe of It. low lo.s at high fre!iueney •. 

It Is well adapted to Insulated. elements of high fre- . 
queney clrcuUs. The %" dia. Insulators have br.ss nlcl,el 
plated 6-32 hardware and the %" dla. InBulators. 10-32 
hardware. . 

Cat. Height Above Insulator Mounting Bottom Std. 
No Panel Dla. Hole Height Pkg. 

377. . • • • • • •• % .......... '>iJ" ...••.•. 5/16" •••••••. %" ••.•..•.. 25 
378 •••••••.• %" .•.••..• '>iJ" •••••••• 5/16" .•.•••.. %" •.....••. 25 
379 ......... 1" ••••.••. '>iJ" ........ 5/16· •. ; •..•• %"· ......... 25 
475 ........ 1'>iJ" ........ %" ••••• , . . 7/16" .••••••. 'AI" •..•..••. 25 
476 .•.•..••• 2" ...•.•.. %" ...•... . 7/16" ......... '>iJ" ......•.. 25 

-- BIRNBACH LEADIN INSULATORS 

1& 
~ 

Each cone Is 2 %" high and made of low ~bsorpUon, 
highly . vltrllled glazed porcelain. Tbe Nos. 4237 and 
4238 Leadln Insulators have sumclent Insulating bush­
Ings to InRulate tbe rod that goea tbro!l,h tbe wall. 
In addition. 2 bushings are Included. '4 " and ~" 
long. allowing complete Insulation of the tbreaded rod 
of any length In multiples of %.". They come com­
plete with. brass nickel plated bardware and lead and 
cork washers to permit a water-tight seal. 

Cat. No. Description' Std. Pk, 
4235 ..••••.•••••..••• 10" Rod • ; ••••••.••••••••• 10. 
4236 .................. 15" Rod " ................ 10 
4237 ..••••••••••••••• 10" Rod with bUlblngs ...•..••.••.•...••. 10 
4238 •.•.•••.•.••••... 15" Rod with bushings .......•.••.....•. 10. 

8a~
c E 

"I . ,. 
" . J 
.. ' J! I--B D 

BIRNBACH CONE STANDO.FF 
INSULATORS 

1Steatlto) 
Made of low absorption high tensile strengtb Steatite 
with a smooth glaze. All helgbts except tbe No. 
430 are available with a Jack or a threaded bole 

. top. Avallable In a white glaze and are complete 
with srrews. metal and cork washers. 

Cat. Height ltd. Baae Dimensions Threaded Hole. Mtg. 
N. A Pk.. BCD E Hole 

430. .... %" •••• 100.. . . • t" ....... " . . .. 6-32... 6-32 ••. i" 431 .... 1 ...... 50.... " .... '>iJ" .... 8-3.2... 8-32 ... .. 
431J .... 1" .... 50.... " .... 'h" .... 8-32 ... No. 4113 Jack ... " 
432 1'h ...... 50..... " .... 1" .... 10.-32... 16-32 .... .. 
432J .... l'>iJ" .... 50.... " .... " .... 10-32 ... No. 403 Jack ... " 
433 .... 2%" .... 25 .... 1%" .... " .... %-20... %-26 ... .. 
433J .... 2% ...... 25 .... .1%" .... " .... %-20 ... No. 395 Jack ... " 
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SECTION 2800 

STEATITE FEEDTHRU INSULATOR 
Useful in many constructions. Has high dielectric and mechanical strength. 
They are made of L-5 Glazed Steatite. No hardware is included. 

(jA OB ~c 
Max. 

Cat. No. Figure Height Base Diam_ Screw Size Std_ Pkg. 

4200 A Vs" 114" 10-32 25 
4201 A 11/S" 134" . 14-20 25 
4202 B 10/&" 21/2'; %-16 25 
4203 C 1" 31fs" 8-32 12 

STEATITE FEEDTHRU PANEL BUSHING 
INSULATORS 

C©:(]) C©C() 

Made of L-5 Glazed Steatite. These Feedthrus have male and female (tops 
and bottoms) for feeding thru chassis, panels, shields, racks or panels. 
No hardware included. (100" to Std. Package) 

Panel Max. 
Cat. No_ 

4204 
4205 
4206 
4207 
4208 
4209 

Top Height Max. Dia. Hole 
Panel 

Thickness Screw Sz_ 

Cat. No. 

1fs" 
~t 
%" 
%" 
34" 

10/&" 

1/2" 
o/s" 
1/2" 
0/&" 

11/8" 
114" 

To l/S" 
To 1fs" 
To ~6" 
To %" 
To %" 
To 2" 

FISH SPINE BEADS 

6-32 
8-32 
6-32 
8-32 

10-32 
10-32 

Made of L-5 Glazed Steatite. Useful for insulating Buss 
or Heavy Lines. Ball and Socket style interlocks per· 
mitting beads to follow bends and curves. Four Beads 
cover approx. l"-Package of 100 covers 25" of wire. 
Dimensions: ~6" 0.0. 1fs" 1.0. Beads are I treated with 
special Dow Corning treatment to prevent accumulation 
of surface moisture. 

4215 FISH SPINE BEADS 
Std. Pkg. 

100 

BIRNBACH FEEDER SPREADERS 
>r. ~ • ~ They ha \'e a cross section of %" x *". 

~Iade of highly vitrified. low absorption. 
S • lilidili!i • ( ~~o~thte~,~l~e ~\~~~g~~.efa~~~elain with 8 

Cat. No. Std. Pkg. 
462-Spreader. 2" long ............•........................ 25 

m=~f,~~~~~~: ~ ~ l~g~::::::::::::::::::: : : : : : : : : : : : : : : : : : : i ~ 

BIRNBACH STEATITE AIRPLANE 

~c..·:.··'~·~::,:'.",·,::',,:::::,:,:~O" A 'ery small co~p~e~~~}~!~ Steatite Insulator 
with small wind resistance: Fully glazed. It is 1 %" 
in length; 17/32" in diameter; '* 11 line spacing. 

Cat. No. Sid. Pkg. 
46B-Steatite AirPlane Inslllators ................•.....•..... 25 ., 
• 

BIRNBACH AIRPLANE INSULATORS 
They are used on mobile and aircratt and al,o with guy wire 
on TY installations. They are shaped for the least air re­
sistanre and have very high tensile strength, and low loss. 
Xos. 473 and 474 are made of white glazed low absorption 
porcelain. Xo. 472 Is made of wet process glazed brown . 

Cal. No. Sid. Pkg. 
472-2 1-4, " (brown) •......... . •..•..•...•.. 25 
473-2" (white) ...•.................... " •.. 100 
474-1 %" (white) •..•...........•......•.. 100 

NEW FROM BIRNBACH 
INSULATED GLAS-LINE CABLE 

Provides complete isolation of any antenna system 
where support must be obtained from metallic objects 
such as towers, windmills, etc. 

NON-INDUCTIVE • NON-CONDUCTING • NON-ABSORBING 
• NO SAG • NO ROT • NO SHRINK • FLEXIBLE • 
USE FOR DIRECTIONAL ARRAYS, BEAMS, RHOMBIC SYS. 
TEMS, ETC. 

This Birnbach non-metallic guy wire is not to be handled as regular 
wire. Do not twist around itself for solid joint; it must be knotted firmly 
in place (use bow line knot) - use coupling devices such as our Nos. 
472, 473 or 474 insulators. Must not be abraided by constant friction -
will wear and break line; avoid tight turns. An open thimble should be 
used to couple" the Birnbach "Glas-Line" cable to an eye-bolt at mast or 
tree. Glass fibers conform to Mil 1140 Spec. and plastic jacket conforms 
to Mil-I-631C Spec. 

"The breaking strength indicated is applicable when "Glas-Line" cable is 
properly used. 

DESCRIPTION: Fiberglass insulation with PVC insulation overall. Color coded 
. per indicated tensile strength. 

"Tensile Nom. 
Cat. No_ Put-Up Strength Color 0.0_ 

GL 1 100', 500', 1000' 5001bs. Green .125" 
2500' 

GL 2 100', 500', 1000' 1000 Ibs. Gray .2187" 
2500' 

GL 3 100', 500', 1000' 2500 Ibs. White .3125" 
2500'. 

For greater strength - doubling or tripling the cable will double 
or triple the tensile strength. 

LUCITE SPREADERS 
'.'u> They are made of Dupont Lucite rod which 

11)' ;rv has a very low loss at radio frequencies. 
It is water clear and has very low water 

absorption. The holes are drilled to take a Ne. 12 wire. A screw at the 
end of the spreader locks the wire in position. 

Cat. No. Wire-Spacing Std. Pkg. 
436 ________________________________________________ 2" ________________________________________________ 25 
437 ________________________________________________ 4" ________________________________________________ 25 
438 ________________________________________________ 6"________________________________________________ 25 

i" .... .... IIMiVMM it BIRNBACH ANTENNA 
INSULATORS 

These antenna Insulators have exceptionally 
low moisture absorption. 'The lealtage path is 
long and the cross section is small and is 
consistent with the strength required. Smooth 
white glaze overall prevents the accumulation 
of dirt or Ice. 

Cat. No. Sid. Pkg. 
468-4%" long Center Insulator .................................. 10 
668-4'4" long .................................................. 25 . 
470-7" long .................................................... 10 
471-12" long ................................................... 5 

BEEHIVE STANDOFF 
Base measures 2-3/16" diam:" with 3 holes on 
1-15/16" circle for No. 6 screws. Height of base 
1 %". Complete with 10-32 brass screw and nuts . 
No. 766J has a No. 403 Jack. Available In white 
glaze. 

Cat. No. Sid. Pkg. 
766 -Standoff Insulator, 10-32 Screws ............................ 10 
766J-Jack Type with No. 403 Jack ................................ 10 
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NEW SUa·MINIATURE TELFLON' terminals provide 
instant mounting without any extra hardware of any 
kind becallse of the exceptional properties of Virgin 
Tefton·. 
Low dielectric constant, low power factor (60 cps to 
30,000 mc), low capacitance, high volume, high 
surface resistivity, high dielectric strength (1500-
2000 v/mil, s.t.), continuous service-450°F to 
plus 500°F, unaffected by soldering, chemically in· 
ert, damage resistant, water repellant, voltage rat­
Ing, sea level 750v r.m.s., ftash-over, sea level 
3000v r.m.s .. , ftash-over, 50,000 ft. 1300 v r.m,S. 
Installed permanently in seconds, in metallic or 
non-metallic chassis in one, simple, corking motion 
into punched or drilled holes. Mounting Hole Data: 
1. Punch or drill the hole to a diameter that is 
.012" less than the diameter of the Tefton insulator 
which passes thru the chassis. 2. Where the thick­
ness of the chassis permits, the entrance edge of 
the mounting hole should be countersunk 30°, to 
the diameter of the insulator. Where chassis thick­
ness will not permit (.040" or smaller), counter­
sink 45 ° to the diameter of the insulator. 
Speeds up assembly---eut production costs, no nuts, 
washers, staking or soldering necessary especially 
adapted in crowded assemblies, 
As for HF, VHF, UHF, microwave, radar, tele­
metering, guided missile instrumentation and circuitry, 
circuitry. 
Variations of specifications listed below are available. 
Your inquiries invited. 

* DuPont TM 

" SECTION 2800 

SUB·MINIATURE STAND·OFFS 

Cat No. 

506 
507 
508 

Cat No. 

510 
511 
512 

FIG. 

FIG. 

2 
2 

2 

CAPACI· 
TANCE 

mmf + 
0.5 
0.5 
0.5 

CAPACI· 
TANCE 

mmf + 
0.55 
0.55 
0.40 

A 

.350 

.406 

.500 

A 

.350 

.375 

.350 

a 

.040 

.040 

.040 

a 

.040 

.040 

.040 

C 

.100 

.156 

.250 

C 

.100 

.125 

.100 

+.002 
-.000 
o DIA. 

.148 

.148 

.148 

+.002 
-.000 
o DIA. 

.148 

.148 

.179 

E 
DIA, 

.172 

.172 

.172 

E 
DIA. 

.172 

.172 

.200 

SUB·MINIATURE FEED·THRUS 

Cat. No. 

514 
515 
516 

Cat No. 

518 
519 

FIG. 

FIG. 

4 
4 

3 
3 
3 

CAPACI· 
TANCE 
mmf + 

CAPACI· 
TANCE 

mmf + 

0.60 
0.55 
0.75 

A 

0.65 
0.65 

.500 

.500 

VOLTAGE, CAPACI· 

A 

.515 

.443 

.725 

a 

.040 

.040 

CAT. 
NO. 

FIG. Nominal TANCE 
RMS, 60 CPS 

Flashoyer Flashoyer 
Rating mmf + Sea Leyel' 50,000 Ft. A 

a 

.040 

.040 

.040 

C 

.100 

.165 

a 

C 

.100 

.100 

.100 

+.002 
-.000 
o DIA. 

.148 

.148 

C 

+.022 
-.000 
o DIA. 

E 
DIA. 

.172 

.172 

+.002 
-.000 
o DIA. 

.148 

.148 

.148 

E 
DIA. 

F 

.210 

.210 

.210 

F 

.210 

.210 

.210 

F 

.210 

.210 

F 

520 
521 

7 
8 

2000 
2000 

1.00 
1.00 

6000 
6000 

1400 .540 
2500 .836 

.063 

.187 
.171 
.165 

.171 

.148 
.187 
.172 

.133 

.125 

CAT. 
NO. 

522 

CAT. 
NO. 

VOLTAGE, CAPACI· 
FIG. Nominal lANCE 

Rating mmf + 
9 2000 1.10 

VOLTAGE, CAPACI· 
FIG. Nominal TANCE 

Rating mmf + 

RMS, 60 CPS 
Flashover Flashoyer 
Sea Leyel 50,000 Ft. A 

6000 1400 .821 

a 
.187 

C 

.212 

+.022 
-.000 E 
o DIA DIA. 

F 

.171 .187 . .203 

CONNECTORS & TEST JACKS 
RMS, 60 CPS 

Flashoyer Flashoyer A a 
Sea Level 50;000 Ft. 

C o 
DIA. 

E 
DIA. 

F 

.020 

.020 

.020 

E 
DIA. 

.172 

.172 

.172 

.020 

.020 

.020 

.020 

.156 

Std. Pkg. 100, 1000 

F. 

.100 

.100 

.100 

G 
DIA. 

.040 

.040 

.040 

G 
DIA. 

.040 

.040 

.040 

Std. Pkg. 100, 1000 

.100 

.100 

F. 

.093 

.093 

G 
DIA. 

.148 

. 
F 

.210 

.210 

.210 

G 
DIA. 

.040 

.040 

G 
DIA. 

.046 

.040 

G, 
DIA. 

.ors 

Std. Pkg. 100, 1000 

G 
DIA 

G, 
DIA. 

G, 
DIA. 

G, 
DIA. 

.080 

.080 

.080 

G 
DIA. 

.040 

.040 

.040 

G, 
DIA. 

.080 

.080 

G, 
DIA. 

.093 

.093 

523 12 1250 0.40 4500 1500 .687 .046 .287 .185 .218 .354 .140 .070 .115 .060 
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SECTION 2800 

Non·Corroslve, Non·Cond.ctlna ALL· NYLON FASTENINGS BIRNBACH NYLON BUSHINGS 
AND SPACERS 

DesIgned 'wlth wide ftanges to completelY 
isolate screw from mounting surface, useful 
where hi tensile and torque requirements 
require high strength non-insulating screws. 
Natural color. "2 

Zytel 101 per Mil P 20693 Spec, Mil S 7742 Spec 
Birnbach All-Nylon Fastenings are made of Zytel 
101', a Polymide plastic of the Nylon 6.6 Type. 
They offer outstanding insulating properties plus 
resistance to heat, shock, vibration and chemical 
solvents plus lightness elasticity and superior torque 
strength. In most cases, because of their high di­
electric strength, they eUminate the need of buah­

.-0 UsedU wIth 

Used in variety of appUcations, such as; ings, washers or other inSUlation. They are corrosion 
appUances, computers and business rna· resistant, non-magnetic and good torque strength thm 
chines, chemical and food· processing a wide temperature range. Continuous service tempera­
equipment, electronic equipment and in- ture to 300·F (I50·C). Stock color: Natural .. 

~ ~ . Screw SIze DImensIons 
\kll",Cat.No. I W T H D 
i 6549 #4(.115") .235" 3/64" l4" .146" 

6549A #6(.140") .290" 3/64" *" .170" 
6549B #8(.173") .344" 1/16" %" .205" 
6549C #10(.200") :399" 1/16" %" .260" struments, airborn equipment, etc. Additional colors available to order. lIytel 101 per 

·Reg. T.M. of DuPont MIL-P-17019B. 
ALL NYLON MACHINE SCREWS Cat. No. SIze TYPI 

STANDARD PKG.: 100, 1000 6552 4.40:a: 'h" Round Head 
Cat. No. Slzl TYPI 6552A 4-40 x 'h" Fillister Head 
6640 2-56 x 'A" Round Head 6552B 4-40 x 'h" Binding Head 
~~~g: ~-:66 x ~:: Eillister Head ~6~6~46T-----;6'-;_3;;2;-x:.:-f*Tl""----;R;;:o=u::nd:i'i;H~ea:=;d~ 

- :a: indlngoHead 6646A 6-32 x 'A" Fillister Head 
6641 2-56 x %" Round Head 6646B 6-32 x 'A,f Binding Head 
6641A 2-56 x %" Fillister Head 6 ~5';;5';';3;-=----~~-=-;T;;---""":;;::::::-:;-;:':::;--
6641B 2-56 l[ %" Binding Head 6554 6-32 x %" Round Head 
6550 2-56 x 'h" Round Head 6555 6-32 x %" ~irr~~r;r ~Ie"a~ 
6551 2-56 x 'h" Fillister Head '65-.,5 .. 6;------;,.6-,.;3;:;;2..:X:.;:%,,',' ---.;~~.:;:.:;:.:. 
6551A 2-56 x 'h" Binding Head 6557 66-3322 x ~~ RFlo~tnHd ~:"d 
6643 4-40 x tl" Round Head 6558 - x 7lI 

6643A 4-40 x *" FilUster Head ~---~6;--~3~2-:X;_,'hfh";-_-_~B;;;iniiid~in::;g::Hiie:::a~d 
:::!B :::~ ~ ~: BR'o':dnidngHHeaedad ~6~6~4980 ::~~ ~ ~:: ~i~fW:a~ead 
6644A 4-40 l[ %" Fllllster Head ~T.;.--___ ~6-;-3;;;2;:X::-;i'%;;' ... ' ___ -;R;;o;-;un;':d;':H:::e"a;::d::':;'. 
6644B 4-40 l[ %" Binding Head. 6648A 6-32 x %" Fillister Head 
_ ROUNO HEAO MACHINE' - 66564861B 6-32 x %" Binding Head 
__ SCREWS ~~:--___ -=6,.;-3;:;;2..:X~:;,1',' ___ -;R:;o~un::;d;;.H:::-:;ea:;:d:... 

Standard Packa"e I 000 ~~~~c ~-~~ x 'AI:: ~~~~:~:ad 
~!:'E~o~ICKEL :I~:TED ~!:S~o~ICKEL :I~:TED 6650A 8:32 ~ >1" Fillister Head 

6300 2-56 x.... 6402 4-36:r % 6650B 8-32 x 'A" Binding Head 
630 I 2-56 x % 6403 4-36:r % 6562 8-32 x %" Round Head 
6302 2-56" % 6404 4-36 lr 1 6563 8-32 x %" Binding Head 
6303 3-4S x % 6312 4-40:r 'A 6564 8-32 x %" Flat Head :m ::g: ~ %:~ ml t:~! tt 6565 8-32 x %" Flllister Head :m ::~g ! 66315 4-40:r % ;6,::566;. ____ ;,.8,.;-3;:;;2..:X:-;.;'h,,',' ___ -;R~ound Head 

8308 4-40 " 6m t~~! 4t ~~fs ~:g~ ~ ~:: ~l~t~!.!:ead 
6309 4-40 x 6407 6-32 x % 6569 8-32 x 'hIt Fillister Head 
8420 6-32 x It 6408 6-32" % 
6421 6-32 x % 6409 6-32:r % 6570 8-32 x %" :m ::~~ ~ % ::{OO A • • 6-32 x 1 6571 8-32 x %:: 

Round Head 
Fillister dead 
Round Head 6424 6-32:r % .. 6-82:a: 1% 6572 8-32 x % 

8425 6-32 :r 1 8411 6-32 :r 1 % 6572A 8-32 x %" 
6426 8·32 x '4 6412 6-32:r 1 % 6572B 8-32 x %" 
6427 8-32 x % 8413 8-32 lr '4 6573 8-32 x I" 

Fillister Head 
Binding Head 
Flat Head 8428 S-32 x % 8414 8·32 x % 

8429 8-32 x % 6415 8-32 x ~ 
8430 'S-32 x % 6416 8-32 x % 
6431 S-32 x 1 6417 8-32 x % 
8432 S-32 x 1 % 6418 8-32 l[ 1 
8433 10-32" ',0. 6316 10-32 x % 
8434 10-32 x % 6317 10-32 x % 
6435 10-32 x % 6318.. 10-32 x ~ 
8436 10-32 x % 6318A .. 10-32 x % 
8437 10-32 x % 6319 •• 10-32 x % 
8438 10-32 " 1 6319A " 12-24 x 1 
6439 ~~ -20" % 6320.. 10-32 x 1 
6310 '4-20x1% 6320A .. 'A-20x % 
8311 %-20x2% 6320B " *-20xl* 
6400 4-36 x '4 6320C.. *-20 x 1'h 
640 I 4-36 l[ % 

BINDING HEAD MACHINE 
SCREWS 

Steel Niekel Plated 
. Cat. No. Size Std. Pk •• 

.321 ••••••••••• 6-32" '4 ............ 1000 
8322 ........... 6-32 x % •........•• 1000 
8323 ........... 6-32" %" •..•••.... 1000 
6324 •••••.••••• 8-32" '4 ............ 1000 
6325 ........... S-32 x % ............ 1000 
8328 ••••.••••.• 8-32" % ............ 1000 

OVAL HEAD RACK SCREWS 
Steel NIckel Plated 

~ \Videly used (or mounting vanels on 
~ racks and cabinets. Screws are nlckel­

plated brass. 
Cat. No. SIz8 Std. Pk •• 
8600 ....•••••• 6-32 x '4" .••...... 1000 
660 I. ....•.... 6·32 x %" ......... 1000 
6602 ......•. " 6-32 x ~" ......... 1000 
66.03 •••.•••••• 6·32 x 1" •..•..•.. 1000 

. 6604 •.•.•••••• S-32 x '4" .•....•.. 1000 
6805 ...••••.•• S-32 x ~ ........... 1000 
8608. • • • • • • • •• 8-32 X %" ......... 1000 
6607 ...••..••. 8-32 ,. 1" •...•.... 1000 
66G8 .... '" .•• 10-32:a: '4 ........... 1000 
6609 ....•..• , .10-32 x 'At" .•.•..... 1000 
6610 ......•... 10-32 x 'i4." ••••••.•. 1000 
6611 .......•.. 10-32 x ~ ........... 1000 
6611·A ....•... 10-32''( 1" •.•...•.. 1000 

FINISHING RACK WASHERS 
Brass Nlcke' Plated 

Cat. No. Size Std. Pka. 
1812 •••••••• 8-82 Cup Washer ..•.•..• 1000 
8813 •••••••. 8-32 Cup Washer ••....•. 1000 
8614 •••••••. 10-32 Cup Washer ........ 1000 

6573A 8-32" I" Fillister Head 
6574 10-32:a: %" Round Head 
6575 10-32 x 'h" Round Head 
6576 10-32 l[ 'h" Flat Head 
6577 10-32 x %" Round Head 
6578 10-32 Yo I" Round Head 
6579' 10-32 x 1" Flat Head 

THREADED NYLON ROD in 6-32, 8-32, 10-32 and 
* - 20 thread sizes available. , SHEET METAL 

SELF TAPPING SCREWS 
Steel Cadmium Plated 

TYPE A -- SHARP POINT 
Cat. No. Size Std. Pk •. 
6500 .••.....•... #4" ~ •.•........ 144 
6501. ........•.. #6x % ..........• 144 
6502 ....•••....• #6 x % ........... 144 
6503 .•....••.• ,. #6 x % ..•........ H4 
6504 .........•.. #6" % ........... 144 
6540 ............ #8 x % •.•........ 144 
6541 ............ #S x % ........... 144 
6505 ............ #Sx1 ........... 144 
6542 .....•..... #10" % ........... 144 
6543 .....•..•... #10 x % ........... 144 
6506 ............ #10 x ~ .....•..... 144 
6507 ............ #IOx1 ........... 144 

HEX HEAD 
SELF TAPPING SCREWS 

TYPE B.- BLUNT POINT SLOTTEO 
Steel Cadmium Plated 

Cat. Std. Cat. Std. 
No. SIze Pka. No. Size Pkg . 

8510 ..• #6 x % .. 144 6515 .• #8 x 'h .. 144 
6511 .•. #6" % .. 144 6516 .• #8,. % .• 144 
6512 ..• #6 x %, •• 144 6517 •• #8 xl .. 141 
6513 ..• #8 x '4 .. 144 6518 .. #10 x % .. 144 
8514 ..• #8 x % .. 144 6519 .. #10 x 1 .. 144 

~ VOLUME CONTROL AND 
~ TOGGLE NUTS 

_ STEEL· BRASS· NICKEL PLATED 

No. Type SIZ8 Std. Pkg 
8337-Vol. Control Bra.. %-32x~"" 1000 
6337A-Vol. Control Steel %-32x%x" 1000 
6338--Toggle Switch Brass 15-32xU,~ 1000 
6339-Toggle Ring Nut 15-32x%x1l16 loon 
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6549D *"(.260") .513" il16" %" .312" 
All parts are manufactured to American Thread Stan· 
dards to a class 2A or 2B lit. B 18.2 (hex nuta). 
B lS.6 (machine screws), B 1.1 (thread spees.) 
BIRNBACH ALL NYLON HEX NUTS 

STANDARD PKG.: 100, 1000 
Cat. No. Slzl Cat. No. Slzl 
6585 ................... 2-56 6588 ....... ........... 8-32 
6586 .................. 4-40 6589 ................... 10-32 

65:IRNBAC·H··A~i..N~rON··WASHE'iiO 
Cat. 
No. 

6592 
6593 
6594 
6595 
6596 
6597 

STANDARD PKG.: 100, 1000 
FIts lbl,t. 

Screw No. O.D. I.D. Dill 
2 *" 3/32" .018" 
4 *''' %" .018" 
6 5/16" 5/32" .031" 
8 %" .170" .031" 

10 %" .195" .031" 
'A" %" 9/32" .063" 

BIRNBACH HEXAGON STEEL 
MACHINE SORN NUTS 

N leke. Plated 
Thread Width aerols 

Cat. No. Size Flats Thickness Std. Pk. 
6330 .. " 2-56 ..•. 3116" .•.. 1/16" .•.. 1000 
8331. ... 3-48 ..•• 3/16 ...... 1/16" .•.. 1000 
6332 •••• 4-36 .••• 1/4 ...... 3/32 ...... 1000 
6333 .... 4-40 ..•• 1/4 ...... 3/32 ...... 1000 
8448 ••.• 6-82 .••• 1/4" •... 3/82 ...... 100G 
8449 .•.. 6-82 .... 5/16 ...... 7/64 ...... 1000 
8334 .•.• 8-32 ..•. 1/4 ...... 3/32 ...... 1000 
6450 ..•• S-82 .... 5/18" ••.. 7 /64" ••.• 1000 
6335 .... 10-82 ..•. 8/S ...... 1/8 ...... 1000 
6336 .... '4 -20 .... 7/16" ..•• 8/16" ..•. 100n 

BIRNBACH HEXAGON MACHINE 
SCREW NUTS 

BRASS-NICKEL PLATED 
Thread Width aerols . 

Cat. No. Size Flats Thleknes. Std. Pk •• 
8440. . .. 4-36.... 1/4" ...• 8/32 ...... 1000 
8442 .•.. 4-40 .... 1/4 ...... 3/32 ...... 1000 
6441 ... , 6-82 .•..• 1/4" •... 5/64" •... 1000 
6443. • .• 6-82 .... 5/16" ..• ,7/64 ...... 1000 
8444 .•.• 8-82 ..• 11/32" .... 1/8 ...... 1000 
6445 ..•• 10-82 ..•• 5/16" •.•• 7/64" .. , .1000 
6446 .... 10-82 .... 8/S ...... l/S ...... 1000 
6447 .... '4 -20 ..•. 7 /IS" . . .. l/S ...... 1000 

~ BIRNBACH BRASS NICKEL 
• Q,. PLATED FLAT WASHERS 

Fits 
Cat. Screw Hole Std. 
No. No. Size O.D. Thleknell Pk •• 

6479. •• 4 •..• I1S" ., .9/32" .... 025" .•• 1000 
6480A.. 6 .... 145" ••• 5/16" .... 025" •.. 1000 
6480 •••• 6 •••• 145" ..• 3/S ...... 025 ..... 1000 
6481.. • 8 •.•. 172" .•• 3/S ...... 032" " .1000 
8482 •.. 10 " •• 208" ... 7/16 ...... 036 ..... 1000 
6483 ..• '4-20 .... 265" ... 9/16 .... •• 040" .. ; 1.0.00 
~ BIRNBACH STEEL ' .. 
~ KANKLINK LOCKWASHERS 

Serew 
Cat. No. Size 0.0. Thlekne.. Std. Pk. 
8484 •••• 4 ..•• 8/16 ....... 1/32" •••.. 1000 
6485 .... 6 .... 15/84· ..•.• 1/32 ....... 1000 
6486 .... 8 ••• • 15/64· ..•.• . 025" •.••• 1000 
.487 .••. 10 .••• 5/16· .••..• 050· .•..• 1000 
8488 ••.. '4 ..•. 7/16 ....... 5/64 ....... 1000 

O BIRNBACH SHAKEPROOF 
LOCKWASHERS 

EXTERNAL TEETH' 
Cat. No. Screw Size Std. Pke 

6358. . • . . • • • • • . • • • 4 .......... , •• 100P 
6359.............. 6 •.•.••.•.•.•• 1000 
6360. . • . • . • • • • . • • • 8 •••••...••••• 1000 
6361. ..•••••.••••• 10 •.••••.•••••• 1000 
6362. . • • . . • . • • • • •• '4 •.•..•••••••• 1000 
6363. . . . . . . . . . • . .. % •...••......• 1000 

O BIRNBACH SHAKEPROOF 
LOCKWASHERS 

INTERNAL TEETH 
Cat. Nit. Screw Size Std. P.k •• 
6355 .•..•••••••.•• 2 ••••••••••••• 1000· 
6356. . • . . • . • . • • • • . 3 ..•...••••••• 1000 
6357. • • . . •• .. • • • •• 4 ..••...•••••• 1000 
6490.............. 6.; ........... 100d 
6491.............. 8 ............. 1000 
6492 ..••...••••••. 10 •••..•.•••••• 1000 
6493 .............. '4 ••.•••••.•••• 1000 
64Q' ..........••.. % ............. 1000 

8:~:J: I ~~~';. ~~~ .~~~~~~. ~~~~~ ~~~~~~~OO'O 
84195~322.N~,~.~ • ~.~ • 7?~~~~ . ~~.l~~ • ~~~.a.·~loo 
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TIE DOWN LUG TERMINAL STRIPS 

~~ eT¥~ 
All c I) E F 

~~~~ 
G H I' t 

~*~~ ... .. Nt 

~~iifJ~~ 
N 0 P 

~~~~ 
Q~R 

S • 
STANDARD TYPE 

These lugs made of 1/16" (.062" thick) XP bake­
lite x %" wide with cadmium plated brass lugs. 
Lugs are %" centers with .140 diam. mounting holes .. 
Strips illustrated are standard; special combinations 
on request. 
Cat. lIIus- Std. Cat. III U5- Std. 
No. tratlon Pka. No. tratlon Pkg. 

1382 ...... A ............ 100 1385B ...... L ............ I00 
1382A ...... B ............ I00 1386 ...... M ............ 100 
1382B ...... C ............ 100 1386A ...... N ............ 100 
1382C ...... D ............ 100 1386B ...... 0 ............ 100 
1383 ...... E ............ 100 1387 ...... P ............ 100 
1383A ...... F ............ 100 1388 ...... Q ............ 100 
1384 ...... G ............ I00 5 Ter.. 2 grds. 
1384A ...... H ............ I00 1389 ...... R ............ I00 
13848 ...... 1.. ......... ,100 6 Ter .• 2 grds. 
1385 ...... J ............ 100 1390 ...... S ............ 100 
1385A ...... K ............ 100 

MINIATURE TYPE 
These lugs made of 1/16" (.062" thick) XP bake­
lite x 5/16" wide. Brass. cadmium plated lugs are 
'%," centers; .096 dlam. mounting hole. Clearance 
for 3/32" rivet or No. 3 screw. Strips illustrated 
are standard; special combinations on request. 
Cat. lIIas- Std. Cat. lIIus- Std. 
No. tratlon Pka. No. tration Pkg. 

1352 ...... A ............ 100 1355A ...... K ............ 100 
1352A ...... B ............ 100 13558 ..... L ............ 100 
13528 ...... C ............ I00 1356 ...... M ............ 100 
1352C ...... D ............ 100 1356A ...... N ............ 100 
1353 ...... E ............ I00 13568 ...... 0 ............ 100 
1353A ...... F ............ I00 1357 ...... P ............ I00 
1354 ...... G ............ 100 1358 ...... Q ............ 100 
1354A ...... H ............ I00 1359 ...... R ............ I00 
13548 ...... 1 ............ 100 1360 ...... s ............ 100 
1355 ...... J ............ 100 

~
. BIRNBACH BRASS 

_ ;"~.; BUSHINGS" SPACERS 
I ;,-.;,.: An Ideal brass bushing for 

_ i ',:': raising sub panels. chassis. iii f1 fI 'f • ; conderisers, transformers, etc. II U II '.:i ~g~e 6 ~~llNo~C~O";~~~~te a 
For No.6 14" 0.0. For No. g 

Cat. No. std. Pka. Lenath Cat. No. Std. Pka. 
1125 .... 100 ••....• '4" .••••. 1130 .... 100 
1126 .••. 100 ......• %" ...... 1131. ... 100 
1127 ..•. 100 ....... %" ...... 1132 .... 100 
1128 .... 100 ....... *" ...•.. 1133 .... 100 
1129 .... 100 ........ 1" ...... 1134 .... 100 

%"0.0. 
1185 •••. 100 ••••.•• '4" ...... 1140 .... 100 
1138 .... 100 ....... %" ...... 1141 .... 100 
1137 .... 100 .••••.• %" ....... 1142 .... 100 
1138 .... 100 •.....• *" ..••.. 1143 .... 100 
1139 •••• 100 •••..•• 1" ••.•.. 1144 .••. 100 

THREADED BRASS SPACERS 
'14"0.0. 

.. For No. 6·32 For No. 8·32 
Cat. No. Std. Pkg. Length Cat. No.' Std. Pkg. 
1125T.· ... 100 ....... '4 ....... 1130T .... 100 
1126T .••. 100 ....... % ....... 113IT .... 100 
1127T ..•. 100 ....... % ....... 1132T .... 100 
1128T •.•• 100 ..•.... * ....... 1133T .... 100 
1129T .... 100 ....... 1 ....... 1134T .... 100 

BIRNBACH INSULATED BUSHINGS 
AND SPACERS 

. For No.6 14" 0.0. For No. g 
Cat. No. Std. Pka. Lenath Cat. No. Std. Pka. 

1145 .•.. 100 ••....• '4" ••. , •• 1149 ..•• 100 
1146 •.•• 100 ..••..• %" ...... 1150 .... 100 
1147 .••. 100 .••.•.. %" ...... 1151. .•. 100 
1148 •.•• 100 ....... *" ...... 1152 .... 100 

BIRNBACH CABLE CLAMPS 
To Fit 

~ 
Cat. cable Mta. Std. 

() ~ No. Up to Lth. Wth. Hole Pkg. o ~ 1153 .. 1. .... .;(, .... % .... 4 .. 100 
1154 .. ,j!," .. % .... % .... ·6 .. 100 
1155 .. '4" .• H .... %" .. 6 .• 100 

'1156 .. %" .. Hi" .. %" .. 8 .. 100 
1157 .. ~" 1 1k" 3!q". 10 10 .... 
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SECTION 2800 

SHAFT COUPLING REDUCERS 
AND EXTENDERS 

By the use of these units all lA," and %" dia. 
shafts and Imob. can be assembled together. Thc 
insulated units are for use where electrical isolation 
is desired. Furnished~ complete with set screws 
shown. Be sllre to specify whether Brass or Insulated 
Is desired. 

1A, SHAFT COUPLINGS 
Cat. Cat. 

0.0. std. , No. No. Shaft Hole 
Br. Igsul. A B C Pkg. 

534 634 1,4 " 1,4" %" 50 
535 635 1.4" %" i°t'! " 50 
536 636 %" 1,4 I' %" 50 
537 Reducer' for O/S" Dia. Hole 

to 1Ar" Dia. Hole .. % " 50 

COUPLINGS 

~ 
531 631 lA," %" %" 50 
532 632 '% " %" ,/1," 50 
533 633 %" 1A," 0&" 50 

IAI EXTENDERS 

tIlT Dver-
i ! i' Cat. all Shaft Hole Shaft Std. 

'! .. ) ..L No. Lgth. Lgth. 1.0. 0.0. Pkg. 
538 8rass 

.~ 1*"'1'4" '4" '4" 50 
539 Insulated 

~ 
1*" 1'4" '4" '4" 50 

BRASS SHAFTING 
Cat. std. 

n 
No. Pka. 

540 '4" Dla. 6" Long 12 
541 ~"Dla. 12" Long 12 
54:l "Dia. 8" Long 12 

FIBRE SHAFTING 
543 ~"Dia. 6" Long 12 
544 rd,"Dia. l2" J..ong 12 
545 %"Dla. 8" Long 12 

BAKELITE TERMINAL STRIPS 

,IGlP 
() 

SWT 

T.rmlnal. are made of brass 
and cadmium plated. Termin­
als are mounted on 1/16" 
bal<ellte. 7. 8. 9 and 10 ter· 
minals are mounted on 3/32" 
bal<.Iite. All terminals are 
space 7/16" center to center. 

PLAIN 
Cat. Mig. 
No. Terminals Center 
1372 .... 2 .... 1-f.," 
1373 .... 3 .... 1-*" 
1374 ..•• 4 .... 2-0&" 
1375 .... 5 .... 2-%" 
1376 .••. 6 ... . 3-1'." 
1377 .... 7 .... 3-% .. 
1378 .••• 8. " .3-ii" 
1379 .... 9 .... 4-%" 
1380 .... 10 .... 4-~~" 

MARKED 
Cat. T.rmlnals 
No. Marked 
1260 •.• 2; A-G 
1261 ••. 2; Output 
1262 ••. 2 ; Input 
1263 •.• 3; 1-2-3 
1264 ..• 4; 1-2-3-4 
12.65 ... 5; 1-2-3-4-5 
1266 ... 6; 1-2·3-4-5-6 

SPRING WIRE CLIPS 
They will hold a wire UP 
to No. 10 B&S Gaug. In a 
secure contact. All cllps 
are brass nicker plated. 

Mta. 
Cat. No. Length Width Hole Std. Pka. 
32A-Spring Cllp .• *" •••• f.," ..• 6 ...• 100 
32 -Spring Cllp •• 1" .... %" •.. 10 •••. 100 
33 -Twin Clip ... 1* ...... % ..... 10 .... 100 

Jl 6J ::2] BRASS AND 

o~~' EO' ~~E!L,,~"~GLES 
ON! 'LAIN .Utl HOU 

o ~ 0 A~:"r.;'E,.:(~~ 
... . e. Mla. 8td. 

Cat. No. Material' 81ze Hole. Pka. 
1'120. Cadmium Pltd .... 'h"x %" .... ' 165 ... 100 
1121 •.. Bras. N.P .... % .. x %'; .... 169 ..• 100 
1122 .•. Brass N.P .... % .. x % ...... 169 •.. 100 
1123 •.. Steel H. T. .,. *"x * ...... 144 ... 100 
1124 ... Steel H.T .. " %"xl ',l." .... 169 .. ~100 

~ BIRNBACH TUBE CLAMPS 
.... E':~~ '!:f~~i~~~m~~dar:remt~:n.rr t~ab~ 

extremely desirable when mounting 
resonant lines, or elements of directive beam an­
tennas. The %" thru %" clamps have a clearance 
for No. 10 Screw. The· *" to the 1%," clamps 
have a clearance for *-" bolts. 
Cat. To FIt . Thick· Std. 
No. Tube Wdth. Lath. ness Pka. 
5JA ... lh;; .... lh;; ..... H;' ... 
51 •• 0 %" .... %" ... :. %" ••• 
52 .. 0 A" .... lh" .... jt '" 
53 •• , % .... % .... 1 ... 

.050" .... 100 

. 050" .... 100 

.050" .... 100 
,050" .... 100 

54 ..• %" .... %" .... 1 1,4" ••• .050" .... 100 

~:A : :: ~:::::: ~::: : : : } ~ :; : : : 
57 ... ~" .... *" .... 1%" ..• 

.050" .... 50 

. 090" .... 50 

.090" .... 50 
56 ••. 1" ...• %" .... 1%," .. . 
56A .•. l!h" .... %" .... I'¥s" .. . 
568 ..• 1%," .... %." .... 2" 

.090" .... 50 

.090" .... 50 

.090" .... 50 

BIRNBACH TINNED TERMINAL LUGS 

Cat. Hole for Thick· 
No. Screw MaterIal ness Lath. 

1 6 .... Tinned Copper ..... 015" .... U" 
2 10 .... Tinned Copper ..... 016" .... %" 
3 .252 .... Tinned Copper ..... 015" .... !i" 
3A...... l/L .. Tlnned Copper ..... 015" .... ti" 
4...... 3/S .... Tinned Copper ..... 016" .... ill" 
5 ...... 1/2 .... Hot Tin. Cop ...... 024" .... 1,..." 

21 ...... 10 .... Hot Tin. Cop. . .... 020" .... ,..." 
22 ...... 1/4 .... Hot Tin. Cop ...... 025" .... 1""'" 

200 ...... S .... Brass Hot Tin ...... 015" .... ill" 
201 ..... S .... Brass Hot Tin ...... 020" ..... ti" 
202 ...... 8 .... Brass Hot Tin ...... 020" .... %" 
96 ...... 6-S-10 .... Brass Hot Tin ...... 020" .... ill" 
97 S .... Tinned.· Copper ..... 016" .... %" 
98 ...... 6·R-I0 .... Brass Hot Tin ...... 020" .... it" 
99 4-6-S .... Bras. Hot Tin ...... 020" .... t " 

100 10 .... Brass Hot Tin ...... 020" .... ill" 
11117 10 .... N. PI. Cop .......... 023" .... it" 

Standard Package - 1000 

BIRNBACH 
LOCKING TYPE 

TERMINAL LUGS 
Brass 

Electro Plated 
~,~ ~ ~ ~ 
193 194 195 197 196 

Hole for Length 
Cat. No. Screw Thiekness In. Std. Pk" 

193 .......... 4 ............. 020" .......... %" .......... 1000 
194 .......... 6 ............. 020" .......... *" .......... 1000 
195 .......... S ............. 020" .......... %" .......... 1000 
197 .......... 10 ............. 020" .......... %" .......... 1000 
196 .......... '\4" ............. 020" .......... ti"· ...... · .. 1000 

TERMINAL STRIPS 
2 POST 

Excellent mounting for twin lead transmigslon lin ••. 
Brass hot tinned lugs spaced f,," center to center. 
n" tial{elite. liR" mounting center. 

Cat. No. Tl6 .................... St. PI,ge. 50 

BIRNBACH 3 POST 
A .ynchronizing lock strip for 
RCA type television receivers. 

Brass hot tinn.d lugs. Spaced 7/16" center to center. 
"Mounting center 1 *,". 1/16" bal{elite. 
Ca. No. TI6A .................... Std. Pkg. :;0 

BIRNBACH FRONT PANEL BEARINGS 
Cadmium plated brass for panels up to %" In thlck­
n.,s and for '4" dla. sbafts. The No. 551 and 
No. 552 are complete as,embli.s of the No. 550 
and '4" dis. brass shalt cadmium plated. 

11 A ~ 

fS-r- B~ 
Cat. No. A 8 C Std. Pkg. 
551 ............ 3" ............ 1*" ............ 'AI" .......... 50 
552 ............ 6" ............ 4*" ............ 'AI" .......... 26 

(Same as used on No. 551 and No. 552) 
Cat. No. Std. Pkg. 

550 -Fr~~:e~:~elle~::~i~7l6" ........•.. 50 

550A-Fr~~;e~:ae\.~::hrt~~·/32" ..... , .... 50 

550.B-Fr%~~iat'l,~e.~:~rire~gth ,\".ft" O.L • 

550.C-Fro~\~:f~~.,n~a_1~~hd length 5/16. 3/S" 
O.L .. 1~5 opening 11/32 hex. 

See Pages 1553 - 1558 for Birnbach Prices for Above Items © U.C.P., Inc. 



SECTION 2800 

NEW Quo/it' BIRNBACH "BEAUPlUGS" PLUGS and SOCKETS 
Our 1300 Series, now available in 15, 18, 21, 24, 27, 30 and 33 contact 
configurations have cadmium plated brass knife contacts; socket has 
double spring design phosphor bronze contacts; male contact is 'KJ' 
thick by %2" wide brass. Bodies compression molded bakelite; back 
plates, XXXP laminated phenolic to NEMA standards; and are adhered 
to the body by epoxy resin which eliminates vertical drive pins (they are 
dimensionally interchangeable with the C-J 300 Series.) For greater 
economy, protection and utility the new molded high density polyethylene 
backshell is outstanding; this "Beauplug" series is attractive in appear­
ance; highly impact resistant; non rusting, highly resistant to most acids 
and alkalis and is of one-piece molded construction thereby eliminating 
the use of additional insulating materials since it has excellent dielectric 
properties. 

Connectors are rated at 750 V RMS and 10 amperes contact resistance 
is .003 ohms maximum. (Note - the third and fourth digit in the Part 
Number indicates the number· of contacts.) 

All Plugs are polarized to assist in' correct insertion and removal. Plug 
numbering is opposite. Heavy duty locating or ground pin replaces 
contacts in position 14 on 1324, 1327, 1330; it is ih position 17 on 1333. 
The ground pin and its socket are machined brass, heavily plated, with 
a 20 Amps current capacity. 

Cat. No. 
P-1315·AB 
P-1318-AB 
P-1321·AB 
P·1324-AB 
P-1327-AB 
P-1330-AB 
P-1333-AB 

PLUG WITH ANGLE BRACKETS 

.. 
list 

Contacts Price Each 
15 ....................................... .. 
18 ...................................... .. 

.................................... 21 .............................................. .. 

.................................... 24 .............................................. .. 
27 ................ A ................. _ .. 

................... 30 .............................................. .. 
33 .......................................... : ... .. 

Standard pkge. 5 

1.35 
1.69 
2.10 
2.60 
3.06 
3.50 
3.96 

Cat. No. 
S·1315-AB 
S'1318-AB 
S·1321-AB 
8·1324-AB 
8·1327-AB 
S-1330-AB 
8-1333-AB 

SOCKET WITH ANGLE BRACKETS 

list 
Contacts Price Each 

.................... 15 .............. ,.................... 1.56 
18 ................................................ 1.88 

.................... 21 .............................. 2.34 
~ ................................................ ~n 

.................................... 27 ................................................ 3.25 
..................... 30 ................................................ 3.77 

33 ................................................ 4.16 
Standard pkge. 5 

PLUG WITH SHALLOW O.R SURFACE BRACKETS SOCKETS WITH SHALLOW OR SURFACE BRACKETS 

Cat. No. 
P·1315-S8 
P-1318-SB 
P·1321-S8 
P·1324-88 
P-1327-S8 
P-1330-S8 
P-1333-SB 

© U.C.P., Inc. 

Contacts 
List 

Price Each 
15 ... ........................ .......... 2.01 
18 ............................... 2.61 
21 ......................................... 2.95 
24 ........................................ 3.51 
27 ..................................... .......... 3.90 
30 ................................. 4.50 
33 ........................................ 4.94 

Standard pkge. 5 

Cat. No. 
S·1315·S8 
S-1318·S8 
S·1321·S8 
S-1324·S8 
S-1327·S8 
S·1330·S8 
8·1333·8B 

List 
Contacts Price Each 

....... 15 ....................... ..................... 2.28 
.................... 18 ................................................ 2.73 

........................... 21 ............................................... 3.18 
................... 24 ................................................ 3.73 

................................ 27 ................................................ 4.18 
....................... 30 ................................................ 4.75 

33 ......................... .................... 5.20 
Standard pkge. 5 

Trade Discount Applies To List Prices Only The MASTER - 26th Edition • Page 811 



Cat. No. 
P·1315·FHT 
P·l118·FHT 
P·1321·FHT 
P·1324·FHT 
P·1327-FHT 

. P-1330-FHT 
P-1333-FHT 

Cat. No. 
P-1315-FHE 
P-1318-FHE 
P-1321-FHE 
P-1324-FHE 
P-1327-FHE 
P-1330-FHE 
P-1333-FHE 

Cat. No. 
P-1315-CCT 
P-1318-CCT 
P-1321-CCT 
P-1324-CCT 
P-1327-CCT 
P-1330-CCT 
P-1333-CCT 

Cat. No. 

P-1315-CCE 
P-1318-CCE 
P-1321-CCE 
P-1324-CCE 
P-1327-CCE 
P-1330-CCE 
P-1333-CCE 

SECTION 2800 

PLUG WITH FLARED HOLE IN TOP OF CAP 

Contacts 
.. ................................. 15 

.................... 18 
21 

......................... 24 
27 

................................. 30 
.................... 33 

Standard pkge. 5 

List . 
Price Each 

1.69 
2.05 
2.44 
2.96 
3.40 
4.03 
4.55 

PLUG WITH FLARED HOLE IN END OF C:AP 

Contacts 
15 

... . .... 18 
21 

........... 24 
27 
30 

................... 33 ............ . 
Standard pkge. 5 

List 
Price Each 

1.69 
2.04 
2.44 
2.96 
3.40 
4.03 
4.55 

PLUG, CABLE CLAMP m TOP OF CAP 

Contacts 
15 
18 
21 
24 
27 
30 

. ...... .. .... 33 .............. . 
Standard pkge. 5 

List 
Price Each 

2.02 
2.38 
2.86 
3.33 
3.80 
4.37 
4.76 

PLUG, CABLE CLAMP IN END OF CAP 

Contacts 

15 ..... 
18 
21 
24 
27 ..................................... . 
30 .................. .. 

.................................. 33 ................ .. 
Stendard pkge. 5 

List 
Price Each 

2.02 
2.38 
2.86 
3.33 
3.80 
4.37 
4.76 

Cat •. No. 
S-1315-FHT 
S-1318-FHT 
S-1321-FHT 
S-1324-FHT 
S-1327-FHT 
S-1330-FHT 
S-1333-FHT 

Cat. No. 
S-1315-FHE 
S-1318-FHE 
S-1321-FHE 
S-1324-FHE 
S-1327-FHE 
S-1330-FHE 
S-1333-FHE 

Cat. No. 
S-1315-CCT 
S-1318-CCT 
S-1321-CCT . 
S-1324-CCT 
S-1327-CCT 
S-1330-CCT 
S-1333-CCT 

Cat. Ko. 

S-1315-CCE 
S-1318-CCE 
S-1321-CCE 
S-1324-CCE 
S-1327-CCE 
S-1330·CCE 
S-1333-CCE 

SOCKET, FLARED HOLE IN TOP OF CAP 

Contacts 
15 
18 
21 
24 
27 
30 

.................................. 33 
Standard pkge. 5 

List 
Price Each 

1.90 
2.25 
2.63 
3.17 
3.72 
4.29 
4.68 

SOCKET, FLARED HOLE IN END OF CAP 

Contacts 
15 
18 
21 
24 
27 
30 

... .. ...... 33 ............ . 
Standard pkge. 5 

List 
Price Each 

1.90 
2.25 
2.63 
3.17 
3.72 
4.29 
4.68 

SOCKET, CABLE CLAMP IN TOP OF CAP 

S-1315-CCT 

Contacts 
15 
18 
21 
24 
27 

List 

30 ........................ . 

Price Each 
2.24 
2.60 
2.99 
3.54 
3.98 
4.63 
4.98 .. .................................. 33 ........... .. 

Standard pkge. 5 

SOCKET, CABLE CLAMP IN END OF CAP 

Contacts 

15 
18 
21 
24 
27 

... ........ ............... 30 
....................... 33 

Standard pkge. 5 

List 
Price Each 

2.24 
2.60 
2.99 
3.54 
3.98 

......................... 4.63 
4.98 

ACCESSORIES FOR THE BIRNBACH 

LATCH (-L) and KEEPER (-K) 
LATCHES (-U are installed on Shallow Brackets 
where a constant engagement of Plug and 
Socket must be insured, such as in Mobile 
Radio equipment. Usual installations call for 

"BEAU PLUG" 1300 SERIES 

a latch on each end of the Shallow Bracket 
as shown. Example: this is an S-1321-SB-L (21 
contact Socket, Surface Bracket & Latch) 
KEEPERS (-KJ are the studs on the Backshells 
which engage latches. Mating part here is 
S-1321-FHT-K 

HANDLE 
HANDLE (H) is generally used with the larger 
plugs or sockets using backshells. It is a 
simple device, made of woven Nylon cord, and 
can be almost entirely retracted inside the 
backshell. No metal parts are used, prevent­
ing any chance of shorts. Example: adding the 
handle to the Socket above, would be 
S-1321-FHT-H 

HANDLES FOR BACKSHElL, designated -H (Example: P-1324-CCT-H) -H Handle only add $.65 List Each 
LATCHES FOR SURFACE BRACKET,- -L (Example: S-1315-SB-U -L Latches only add $.65 List Each 
KEEPER STUDS FOR BACKSHELL, (Mates with Latches on Surface Brackets) Designated -K (Example: 
P-1315-CCT-KJ . -K Keeper Studs add $.26 list Each 

Page 812 • The MASTER - 26th Edition Trade Discount Applies To List Prices Only ('. U.C.P., Inc. 



SECTION 2800 

NEW OUTSTANDING BIRNBACH . "BEAUCAP" SERIES OCTAL PLUG­
Molded of Rugged Linear Polyethylene, this Single Piece C-lOOl Series "BEAUCAP" replaces the 
usual metal cap with rubber grommet and fishpaper insulation. 

Has excellent impact and dielectric strength, time saving - eliminates shorts - savn money 
superiQr to anything else available. 

Cat. No. 
C·lOOl-l 
C-IOOI-2 
C-I001-3 
C-I001-4 

List 
Price Std. 

Figure No. Each Pkge. 
1 No Cable Opening .195 50 
2 Specify Hole, Top .21 50 
3 Specify Hole, Side .21 50 
4 Cable Clamp .35 50 

'U6" Hole Only 
Stock Colors: B-Black, R-Red, G-Green, BI-Blue specify hole size by adding suffix - 5 ~t diam. hole, 7 "K6" diam. hole. 

"BEAUPLUG" DESIGN INFORMATION 
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Backplate Numbering and Contact 
Information 
The drawing illustrates the polarizing arrange· 
ment of Sockets: Plug numbering is opposite. 
Unless otherwise specified, a heavy duty locating 
or ground pin replaces the contacts in Position 
14 on the 1324, 1327, 1330. However, it is in 
Position 17 on 1333. The ground pin and its 
socket are machined brass, heavily plated, and 
have a current capacity of 20 amps. 

Other contacts have a Rated Voltage of 730 RMS 
and a current capacity of 10 Amperes. Contact 
resistance is .003 Ohms maximum. All contacts, 
which normally are .0002" cadmium plated, may 
be silver plated at slight extra cost. 

Backplates, on which the numbers appear, are 
XXXP laminated phenolic NEMA Standard, and are 
adhered to the body by Epo.xy resin, which elim­
inates vertical drive pins. Alignment of contacts 
is maintained by an ingenious locating system. 

"AB" (Angle Bracket) Type Plugs 
and Sockets, 15 to 33 Contact 

Part No. A L 
P/S-1315-AB 1%" 
P/S-i318-AB 1'~,' 11/4" 
P/S-1321-AB 21/4" ,~~" 
P/S-1324-AB 2U,' 11/4" 
P/S-1327-AB 2~B" 1'<6" 
PfS-1330-AB 3~,,' 1~." 
P/S-1333-AB 3%" 2~", 

1315 to 1333 Backshell (or Cap) Dimensions and Details 
Made of High Density Polyethylene, 
the new "BEAUPLUG" Backshell is 
highly impact resistant, non-rusting, 
highly resistant to most acids and 
alkalis, and is of one-piece molded 
construction. Has excellent dielectric 
properties. The basic dimensions reo 
main constant, and configurations 
are as follows: 

-FHE (Flared Hole, End) 
-FHT (Flared Hole, Top) 
-CCE (Cable Clamp, End) 
-CCT (Cable Clamp, Top) 

Note: We strongly recommend using 
the Braided Nylon Handle, (·H), when 
using 1324 to 1333 Plug and Socket 
combinations, because of the tight 
fit of the ground pins and their 
sockets, requiring greater force for 
disengagement. 

1315 to 1333-SB and -SB-L Mounting Dimensions 

~ ]t~ --\tA---_;,IJ. ~!t 

1315 to 1333-AB (Angle Bracket) Panel Mounting Dimensions 

Use Panel Cutout dimen­
sions in the drawin} below 
for both the Shallow 
Bracket (-SB) and the Shal· 
low Bra~ket with latch 
(-SB-L), for either Plug or 
Socket mounting. All 
mounting holes are .187" 
diameter, and are located 
at the end of the opening 
rather than the sides (as 
with the Angle Bracket ·AB 
Series,) Note: Outside di­
mensions of the Shallow 
Brackets are shown in 
parenthesis below each 
drawing. 

Panel cutout dimensions 
)(/' clearance for Plug or 
Socket block. All Angle 
Bracket holes .152" diam­
eter, for 6-32 screws. 

co U.c.P., Inc. See Pages 1553 -1558 for. Birnbach Prices for Above Items The MASTER - 26th Edition. Page 813 



I SECTION 2800 

f"rJ CAMBRID. GE THERMIONIC CORPORA. TlON {";,;yI. -. ,'""1 TERMINALS ~!JJ~IX3[]@[J!]@. ".: 
_____ The guaranteed electronic components-J "_III _________________ ~~---------------

SOLDER TERMINAc:u::~;:~;f~::~:~~:t~ .". '"'.~ , •• ~;~ .. "' "." •• "; ~ g i' lli t ~ ~ ~ ~ tl H ~ ~ 
Cam- Shank x Turret Hole Dia. Height, Net 
bion x Shoulder (All HoUow Above Board x Board Pkg. of 
No.' Fig. In Dla., In.) Type Below Board Thickness 100 " 
1011 VIII .090 x %2 xYe '%4" x- Chart I 'J.76 
1013 VIII .090 x %4 x %, '~"X_ Chart I 2.15 
1014 VIII .090 x %4 x %, '%2" x- Chart I 2.38 
1030 IX .072 x %'4 n~, ~"x Ys" Chart I 3.14 
1031 X .072 x %'4 X %, %'.0" x );.i" Chart I 2.32 
1032 X .062 X %'4 X%4 %4" X %4" Chart I; a 1.43 
1081 VII .201 x .144 x );.i 'J1'2" X ~6" b 4.07 
1143 V .181 x %2 x);.i ~"X%2" Chart II 2.95 
1245 I .112 x .145 x~. '%4"X - Chart II; c 1.50 
1457 I .078 x .075 x Ye ~6"X- Chart II; d .96 
1463 V .116 x .070. x %, %," x Ye" Chart II; e 1.39 
1548 II .112 x .149 x~. %4" ;f,' x- Chart II 1.29 
1558 II .090 x %, .x Ye %2"X- Chart II .83 
1579 Vii .202 x %. x);.i 'M2" XU4" Chart II; f 2.96 
1604 I .062 x )1. X%2 ..... %2"X- Chart II; g 1.19 
1724 II .112 x .145 x~. 2%4" x- Chart II; c 1.49 
1797 I .110 x%. x ~. .067" iI{."l(- Chart II It. . , 1.54 
1798 II .135 x .110 x ~. .043" ;f." x- i ' ,2.22 
1979 XI .112 x .130 x~. .060" ~."x- Chart II 2.35 
2000 VI .090 x )1. xYe %2'1" x '%4" Chart II; h 1.53 
2004 VII .090 x)1. xYe %,"x·~." Chart; h 1.53 
2027 I .071 x .096 x Ye .043" ~."x- Chart II; h 1.39 
2034 II .090 x U. X%2 %2" x- Chart II 1.67 
2040 VII .072 x .050 x %2 M6" X TJ.Gt" Chart II 1.70 
2041 I .072 x .050 x %, ~4" x- Chart II .99 
2042 IV .072 x .050 x %, u.." X %4" Chart II 1.08 
2043 II .072 x ,050 x %, ....... ". iI{,'x- Chart II 1.03 
2044 VI .072 x .050 x %, ~ .. ' x%.' Chart II 1.16 
2080 III .090 x %, x Ye ......... '%4" x- Chart II; f 1.42 
2084 III .112 x .145 x iI{. ........ 'Ji." x- Chart II;c 2.89 
2085 I . 047 x .040 x )1. 

',023''- %"x- Chart II; g .89 
2100 I . 062 x )1. x%, %2" x- Chart II; j 1.33 
2114 II .145 x .149 x~. 

} 
.062" ~tx- Chart II; k 3.62 

2115 IV .145 x .118 x~, max. ~"x ~" Chart II; I 4.72 
2132 II .145 x .149 x~, .054" 3~"X- Chart II; I 5.54 
2186 I .112 x .118 x %, min. '%"x- Chart II; m 3.68 

Tooling: Special tooling is required for all Cambion terminals. This tooling, 
necessary for proper swaging of terminals, is available at $6.00 per set, in· 
eluding a punch and anvil. 

INSULATED TERMINALS AND FEED-THRUS 

Cambion Turret No. of Rivet Stud L., 
Number and Height Dia. or Turrets Base Dia. or Rivet L., 

Material Above Spade or Slot Oia. Thread or Tap 

* 
Fig. Board Width Width In. Size Depth 

1580' I·b '!{" 16 %," 2 U, hex .187 chart I 
1581' I·a ~{6" %t 2 ~. hex 6·32 ~II • 

1581·3" I·a ,!{,' %," 2 ~, hex 6·32 %" 
1719' I·a Ill',' Yo" 32 2 ;f. hex 6·32 ~" 
1719·3' I·a 1!1," %2" 2 ~,hex 6·32 Ys" 
1795·A" III %" .052" 2 ea. end 3 8 hex Ye·28 )i", a 
1795·B" III U,," .052" 2 ea. end 'Va hex );.i·28 );.i", b 
1942·F4t I·e 1%2" %," 2 ~, hex 4·40 !!a" 
1942·F6'- I·e 1%2" %," 2 U, hex 6·32 Yo" 
1942·Xt I·a 1%2" %," 2 ~.hex 6·32 );.i" 
1942·X3t I·a I 1~2" %," 2 ~,hex 6,32 %" 
1942·Vt I·b 1%," %," 2 ~, hex .187 Chart I 
1945:~ I·a 3%4" %," 2 ~. hex 6·32 Chart IV; c 
1946::: I·b lU4" %2" 

It 
~, hex .187 Chart V; c 

198o·XAt I·a 'Va" %," iI{, hex 3·48 Chart II 
198o·XBt I·a ~t Yo" v., hex 3·48 Chart II' 32 
1980·XCt I·a !1" %," }I'. hex 3·48 Chart I I 
1980·VAt I·b 'Va" %," 1 v., hex .141 Chart I 
198o'VBf I·b )1,' %," 1 iI{. hex .141 Chart I 
198o·VCt I·b I y," %," 1 :K, hex .141 Chart I 
1990t III I 'Va" J1," 2 ea. end 'Va hex );.i·28 W';d 
1995·At I·a l%i' .145" 1 ~. hex 6·32 ~~'; e 
1995·Bt I·a 3%4" .145;' 1 U. hex 6·32 Ya" 
1995·Ct I·a 4%'4" .145" 2 ~. hex 6·32 %." 
1995·0t I·a 4"4" .145" 2 ~. hex 6·32 'Va" 
2045-F4t I·c 3%i' %," 2 !"- hex 4·40 Ye" 
2045·F6t I·e 3%i' %2' 2 );.i hex 6·32 Ye" 
2045·Xt I·a '%2" %," 2 );.i hex 4·40 '4" 
2045·X3t I·a 1%2" %," 2 );.i hex 4·40 'Va" 
2045·yt I·b 1%2" %'t 2 );.i he. .141 Chart I 
2128·F3+ lI·c '%'.0" %," 1 :K, hex 3·48 Ye"; f 
2128·Xt l1·a 2%4" %z" 1 v.. hex 3·48 )i"; f 
2128·yt II·b 2%[ ;v, " 1 .211 .141 Chart I; g 32 
222o·F4t I I·e 1)1," %," 2 U, hex 4·40 Ye" 
222o·F6t II·c 1}1{' %," 2 U. hex 6·32 11"". 

/8 
222o·Xt II·a 3~2" %," 2 ~. hex 6·32 %," 
222o·X3t l1·a 3J1'2" %," 2 ~. hex 6·32 'Va" 
2220·Yt II·b 3YJa" %," 2 .355 .187 Chart I 
2255t II·a l%t U" 1 Ye hex 2·56 Chart III; g .4 
4115·1·O519:~ IV '%4" %t 2 );.i .205 %:(; c 
4114·2·o519t IV 1%4" .096" 2 );.i .205 %,'; h 
41'3·'·05'9:~ IV 1%4" .096" 1 );.i .205 %,'; h 
4263·1·0519t IV 1%4" ;v, " 2 ea. end );.i .205 ~2";i 32 
4025·1·0519:~ IV );.i" U" 2 lU4 .136 7/" .4 "'4 
4026·1-0519:~ IV 1%4" U" .4 2 l~ .136 'U4" 
4025·2·0519t IV );.i" %4" 2 lU4 .136 Ye" 
4026·2-o519:r. IV 1%4" U" 2 lJi4 .136 ' Ye" '4 
4025·3·0519t IV W U" 2 lU4 .136 lY64" 64 
4026-3·0519t IV 1%4" Y64" 2 lU4 .136 lU4" 
4025·4·0519:; IV Xi" U" 2 lU4 .136 W .4 
4026·4·0519 + I IV 1%4" Ui' 2. lU4 .136 );.i" 
4027·2·0519t IV 1%.{' U" 2 lU4 .136 Ye" '4 
4028·2·0519:t IV 1)1/' %4" 2 lJi4 .136 YeN 

Copyright 1961,Cambridge Thermionic Corporation 
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I II III IV V Vi VII VIII IX X XI XII XIII XIV xv 

SPADE TYPE TERMINALS 
Hole Net 

Cam· Shank 011. x Oia. Height Board Pkg. 
bion Spade W. x HoU.w Above Thick· of 
No. Fig. Slot W., In. Type Board ness 100 

1010 XIII .112 x .146 x .040 .. 078" U,' Chart I; n $4.82 
1025 XIV .112 x .145 x )1. 2%4" Chart I; c 5.16 
1089 XIV .047 x .072 x .025 .026" %," 0 1.46 
1578 XIV .150 x .142 x)1, .081" ¥a" Chart II .p 2.78 
1782 XIV .185x !4 x ,090 .120 lX,1/ Chart II q 6.51 
1783 XIV .135 x U, x )1. .102" Y,i" Chart II t 4.17 
1784 XIV .112x%, x 11, .070 'J1.," Chart II r 2.50 
1785 XII .062 x %, x 11, .043" ~," Chart II s 1.39 
1969 XII .112 x~, x .053 .079" 'Ji." Chart II t 1.87 
2086 XV .122 x Ye x 112 .047" ~,.. Chart II u 2.54 

Notes: a, Except ·5, ·6, b. ·AA, )1,; ·B, %2; ·C, ~.; ·0, 
);.i, c. Chamfer on upper edge of shoulder. d, Except 
·E, ·F. Chamfer on upper edge of turret and shoulder. 
e. Except ·E, ·F, Like V except no turret bases. f. Ex· 
cept ·F. g. Except ·E, ·F, plus ·AA, h'4. h. ·Except ·E, -F. i. 
·A, )1,; .e, %,; ·C, Ye; ·0, ~,. j. Except ·0, ·E, ·F, plus 
·AA, h'4. k. For use with .061/in taper pins. Takes pin 
from top of board. Finish copper plate and electro· 
tin. I. For use with .061/in taper pins. Takes pin from 
top or bottom of board, or both. Finish copper plate.' 
and electro·tin. m. For use with .061/in taper pins. 
Takes pin from top of board; taper, not a through 
hole. Finish copper plate and electro·tin. n. Two slots 
at right angles,o. ·1, h'4; ·2, 11,; ·3, )1.; ·4, %,; ·5, 
Ye; ·6, ~,; ·7, );.i. p. Except ·A, ·F. Straight knurl on 
shank. q. Except -A, -B. Straight knurl on shank. Cham· 
fer on lower edge of spade and upper edge of shaul· 
der. r. Except ·A, ·E, -F. Straight knurl on shank. 
Chamfer on lower edge of spade and upper edge of 
shoulder, s. Plus ·AA, Ji., t. Radial knurl on lower 
edge of shoulder. u. Except ·F. Diameter turret below 
board %,. 

CHART I 
Dash Board 
No. Thckns. 

·1 11," 
·2 )1,' 
·3 ~2" 
·4 Va" 
-5 ~6" 
·6 ~" 

CHART II 
Dash Board 
No. Thckns . 

·A J..S'a" 
·B X," 
·C Y.Ja" 
·0 Va" 
·E iI{,' 
·F ~" 

Voltage Net 
Breakdown Ea. 
at 60 cy. 1-9 

AC " 
4,000 rms 20c 
4,000 rms 18c 
4,000 rms 18c 

.11,000 rms 26c 
11,000 rms 26c 
2,800 rms 32c 
2,800 rm! 32e 
4,000 rms 20c 
4,000 rms 20c 
4,000 rms 20c 
4,000 rms 20c 
4,000 rms 20c 

....... 29c 
29c 

2,500 rms 20c 
4,000 rms 20c 
5,000 rms 20c 
2,500 rms 20c 
4,000 rms 20c 
5,000 rms 20c 
2,500 rms 43c 
4,000 rms. 20c 
4,000 rms 20c 
4,000 rms ! 20c 
4,000 rms 20c 
2,500 rms 20c 
2,500 rms 20c 
2,500 rms 20c 
2,500 rms 20c 
2,500 rms 20c 
3,300 rms 20c 
3,300 rms 20c 
3,300 rms 20c 

11,000 rms 26c 
11,000 rms 26c 
11,000 {ms 26c 
11,000 rms 26c 
11:000 rms 26c 
2,000 rms 20c 

... ................ 17c 
... ............. 17c 

....... ........... 17c 
21c 
12c 
13c 
12c 

....... 13c 
12c 

.......... t3c 
12c 

................. 13c 

................. 13c 
......... 13c 

+ I·. §\ I·b , I·e 
STU a ~. RIVET THREADED 
TYPE TYPE TYPE , .. 

III t" AIID 

t1" 
PRESS, 

availabl. THRU T MOUNT 
inllandc TYPE 

I'~r:. (~ •• B " ! ..t. 

*Material: Mounting stud, brass with cadmium 
plate unless otherwise noted, Terminal, brass with 
silver plate unless otherwise noted. Insulator (see 
Number column): 'Phenolic; tCeramic; tTeflon. 

Notes: a. Mounting hardware supplied, B height, Ya". 
Stud nickel·plated, b. Mounting hardware sup· 
plied, B height, ~". Stud nickel·plated, c.Termi· 
nal tin·lead solder plate. d. Mounting hardware 
supplied. B height, W'. Stud nickel·plated. e. Stud 
nickel·plated. f. Terminal silver plate and gold 
flash; Stud' niekel·plate. g. Terminal silver plate 
and gold flash. Stud nickel·plate. h. Term.inal tin· 
lead solder plate; .043" through·hole. i. Terminal tin· 
lead solder plate; ,070" turret dia, below. B 
height, '%,". 

CHART I 
Rivet Length 
and Part No. 

Suffix 
.062 
.094 
.105 
.125 
.156 

CHART II 
Stud Length 
and Part No. 

Suffix 
.094 
.125 
.156 
.250 

CHART III CHART V 

Dash Stud Dash Rivet 
No. Lgth. No. I.gth. 
·1 :125" ·1 .062" 
-2 .188" ·2 .094" 
·3 .250" ·3 .105" 

........ .... ·4 .125" 
........ ·5 .156" 

CHART IV CHART VI 

Dash Stud Dash Thrd. 
No. Lgth. No. Size 
·1 );.i" ·1 4·40 
·2 'Va" ·2 6·32 

........ ........ 

*WRITE FOR DISCOUNTS 
ON LARGER QUANTI.TIES 

(0 U.c.P., Inc. 



SECTION 2800 

fr:J CAMBRIDGE THERMIONIC CORPORATION ~~ 
HARDWARE ~!]J[J:;]!X3D®QJ® )1' 

_____ The guaranteed electronic components_J ), _________________________________ _ 

D 
CD 

cO'r'"]]'I''' lID .................. 

ARBOR SWAGERS (FIG. A) 
Specially designed by Cambion for mounting Cambion terminals on terminal 
boards. These Arbor Swagers are sturdy, precision·built, hand operated, cam 
action rolling tools; designed for quick, solid uniform swaging of solder ter· 
minals. Adjustable to a wide range of terminal board thicknesses by setting the 
anvil at the proper height. Terminals may be swaged, in place, as far as 1Ys" 
from the board edge. Pressure is adjustable and uniform, assuring good, even 
peening. Furnished complete with one set of tooling. When ordering. specify 
ter~inal to be staked. PSA (anvil) and PSP (punch) toolings are used $4600 
Wit the Arbor Swager. Net Each ........................................................... . 

ALL·PURPOSE HANDLES 
BRASS TYPE 

Available in polished nickel plate or black oxide finish. 

Cambion Mtd. Mtg. Tap or Stud 
Number Fig. Ht. Ctrs. Lgth. x Size Oia. 
1075 C lY," 4U6" '!{.' x 10·32 ~6" 
1220 C 1" l~" Yo" x 4·40 %2" 
1221 C 1" 2" Yo" )( 4·40 %2" 
1222 C 1" 3" Yo" x 4·40 %2" 
1250 C 1~,' 2" 11,' x 8·32 ~6" 
1252 C 1~,' 3" 11,' x 8·32 X," 
1260 F 1~,' 2" '%/' x 12·28 M611 

1261 F {X,' 3" ':Y •• ' x 12·28 X/' 
1262 F 1}2" 4" '%/' x 12·28 ~6" 
1263 F 1%" 6" '%/' x 12·28 ~,' 
1280 C lY," 2" '!{,' x 8·32 ~" 
1281 C 1Y," 3" '!{/' x 8·32 X" 
1282 C 1:!t2" 4" '!{.' x 8·32 X" 
1283 C lY," 6" ,!{,' x 8·32 XII 
1900t E 12~2" 4" 0/8" x %·24 Ya" 
1965 C 1%" SUI"~ '!{.' x 10·32 X/' 
2062t E 1'~6" 4" o/a" x %·24 Ye" 
~066 0 11~1" § 'X.' x 10·32 X6" 
211lA C 1Y," 4'X" Y," x 10·32 # 
2111B C ,1%" SUI"~ Y," x 10·32 # 
2111C C 1%" 9" Y," x 10·32 # 
21110 C 1%," 3" %," x 10·32 # 
2721· E 1%" 4" 0/8" X %·24 # 
2722& E 1%" 4" 518" x %·24 # 

Net Each, 1·9' 
Nickel Black 

Plate ·1' Oxide ·2' 
$1.10 $0.92 

1.04 .91 
1.10 .97 
1.15 1.02 

.94 .81 

.97 .87 
1.10 .97 
1.18 1.05 
1.30 1.15 
1.44 1.31 
1.02 .89 
1.07 .94 
1.15 1.02 
1.25 1.10 
2.69 2.49 
1.13 1.07 
2.59 2.40 
2.95 2.51 
1.73 1.62 
1.96 1.83 
2.17 2.06 
1.54 1.43 
3.48 2.72 
3.56 2.82 

-Add suffix to Cambion number when ordering (example, 1075·1). t900 folding; 
Yo" dia. base. t1800 folding; Yo" dia. base. ~Adjustable 4Y." to 6%". #Oval: 
%," x 518". '1800 folding. &900 folding. 

ALUMINUM TYPE 

Specify black or semi·frost finish when ordering 

Cambian Mtd. Mtg. Tap or Stud 
Number Fig. Ht. Ctrs. Lgth. x Size 
1230 C 1" 1!4" Yo" x 4·40 
1231 C 1" 2" Yo" x 4·40 
1232 C 1" 3" Yo" x 4·40 
1290 C 1y," 2" 'Xo" x 8·32 
1291 C 1Y," 3" 'X.' x 8·32 
1292 C lY;u 4" 'X.' x 8·32 
1293 C 1!4" 6" 'Xo" x 8·32 
1884·1 C 1Ys" 4" 'X,' x 10·32 
1884·2 C 1Ys" 4" 'X.' x 12·24 
2385·1 C 1%:z" 3" %," x 10·24 
2385·2 C IX" 4'Xo" %,' x 10·24 
2385·3 C 1%" 6110' %,' x 10·24 
2385·4 C 1%" 9" %," x 10·24 

#Oval. %,' x %". 

MERCURY BATTERY HOLDERS 

Net Ea., 
Ola. 1·9' 
%," $0.66 
%2" .73 
%i' .78 
%." .68 
~" .73 
X" .84 
X" .96 
Ye" 1.13 
%" 1.13 
# 1.17 
# 1.25 
# 1.36 
# 1.49 

Phosphor·bronze body with nylon insulator. Rivets (No. 2099) available for 
assembly of holders. Specify Finish: Add suffix to number to indicate finish 
desired (example 2233·1); ·1, silver plate; ·2, nickel plate; ·3, gold flash over 
nickel plate 

Cambian 
Battery Net Each, 1,9-

Max. Size, Inches Size, Inches Suffix ·1 
Number Fig. H. x W. xL. Oia. x Lgth. or ·2 Suffix ·3 

2233 K 4'£4 X Y, X 1%, 518 x ,~, $0.35 $0.43 
2234 L '%4 x % x 1% ,~, x IX. .44 .52 
2324 M 'hi. x '%, x 4%, ,~, x 3Y. .92 1.05 
2475 M 'hi. x ,%, x 2'~, ,~, x 2 .74 .85 
2477 M 'hi. x '%, x 3Y, 'X, x2% .83 .93 
2570 , 1Y, xl x3Y. 1M. x 2% 1.01 1.28 

-Mercury "0" cell. not illustrated. 

Copyright 1961, Cambridge Thermionic Corporation 

© U.c.P., Inc. Net 

ALL-SET TERMINAL BOARDS (FIG. B) 
Board is scored into 25/8" sections to facilitate wiring divisions; 5·section 
length, 13Ys". Terminal spaCing, %" Standard boards, below, have 5 sections 
per board. For use with 1724 terminal unless otherwise noted. 

PHENOLIC TYPE 

Terminal Recom· Cotton Fabric Nylon Fabric 
Board Rows mended Cambian Net Ea. Cambion Net Ea. 
Width Spaced Bracket No. 1401· 1·9' No. 1401· 1·9-

Y." ~ 
1998:il 

A·5·- $0.86 NA·5·- $0.99 
2" lY." B·S·' 1.95 NB·5·' 2.45 
2Y." 2" 1998·C C·5·- 2.04 NC·5·' 2.63 
3" 2Y." 1998·0 0·5·- 2.11 NO·5·' 2.82 
1)1,' Yo" 1998·E E·5·tt 1.79 NE·5·tt 1.95 
1y," 1~0' 1998·F F·5·- 1.91 NF·5·- 2.25 

Specify Board thickness, '%,' or Ys". t)1" or %,". tused with 1558 terminal. 
~Single row of terminals. 

GLASS EPOXY TYPE 

Terminal Recom· Thin Board Heavy Board 
Board ROWS mended Cambion Net Ea. Cambian Net Ea. 
Width Spaced Bracket No. 1401· 1·9- No. 1401· 1,9-

X" ~ 
1998:il 

GA.·5·%, $1.47 GA·5·Ys $1.67 
2" 1Y." GB·5·%, 3.30 GB·5·Ys 4.03 
2Y," 2" 1998·C GC·5·%, 3.60 GC·5·Ys 4.32 
3" 2Y." 1998·0 GO·5·%, 4.05 GO·5·Ys 5.05 
IX6" Yo" 1998·E GE·5·)1.t 2.38 GE·5·%,1: 2.90 
lY," 1M.' 1998·F GF·5·%, 3.07 GF·5·Ys 3.51 

Wsed with 1558 terminal. ~Single row of terminals. 

MOUNTING BRACKETS (FIG. G) 
Cadmium plated cold rolled steel construction 

Long Leg Size, In. Short Leg, In. Net 
Cambian Width Hole Hole Hole Hole Each 
Number In. Lgth. Dis.' Ctrs. Oia. Lgth. Oia. 1·9' 
1301# ~. 11. %, .144 11. .144 l1c 
1302t ~, '%, 'X, .144 Y, .144 10c 
130U ~, '~, 1}1'6 .144 Y, .155 10c 
1963# % '%. %, 1%' %, ~, %, l1c 
1981 11. 2Y, 'X. %, Y, %,~ 10c 
1998·B % 2Ys % 1Y, %, Y, %,§ 10c 
1998·C % 2% % 2 %, Y, %,§ 10c 
1998·0 % 3Ys % 2Y, %, Y, %,§ 10C 
1998·E % 1M, %, % %, Y, %,§ 10c 
1998·F % 1% %, 1M. %, Y, %,§ 10C 

-Distance from surface to center of hole. t)1" sq. tab on center of longer leg, 
'%4' from end . t)1" sq. tab on center of longer leg, '%,,' from end. ~Slot. 
#Cu"ede~oo~o"I~. 

STANDOFFS 
Cadmium plated brass construction 

Shank Above Use Net 
Cambion 0.0., Oia. or panel With Each 
Number Fig. In. 1.0. Stud Ht., In. Taolt 1·9' 
1246 H Y. 6·32 .187" - PSA·10 l1c 

PSP·lO 
1300 H Y. 4·40 .138" - PSA·I0 l1c 

PSP·7 
2188 H % 2·56 .125" * PSA·39 llc 

PSP·38 
1801·A I M. 4·40 Y. 12c 
1801·B 
thru ·F I Y. 6·32 t 12c 
1801·G 
thru .J I % 8·32 t 12c 
1915 I Y. .129" t 5c 
1916 I ~. .154" t 7c 
1917 I % .180" 

6:32~ 
t 8e 

1299·1 J Y. 6·32 Yo" 9c 
1299·2 J Y. 6·32 6·32~ Y," 9c 

~Y." stud length. 

'CHART I 
Specify above·panel height desired and board thickness by adding suffix to 
number (example 1246 1 1300 11 etc) : , .. 

Suffix for Panel Thickness of Above·Panel 
~:z" X'6" %:z" Ye" 
·1 ·9 ·17 ·25 
·2 ·10 ·18 ·26 
·3 ·11 ·19 ·27 
·4 ·12 ·20 ·28 
·5 ·13 ·21 ·29 
·6 ·14 ·22 ·30 
·7 ·15 ·23 ·31 
·8 ·16 ·24 ·32 

tCHART II 
Specify above·panel height desired 
by adding suffix to number. 

Suffix for 
Standoff Nos. 

1801 19/5·1917 
·A,·B ·1 
·C,·G ·2 
.O,·H ·3 
·E,·l ·4 
.F,·J ·5 

Above· 
Panel 
He'ight 
~" 
%" 
Yi"" 
%" 
%" 

Mo' Y." Height 
·33 ·41 ;t:, ·34 ·42 
·35 ·43 !4" 
·36 ·44 Ye" 
·37 ·45 !t2" 
·38 ·46 Yo" 
·39 ·47 %" 
·40 ·48 1" 

iCHART III 
Specify tpoling by proper suffix onto 
tool type listed for specific stand·off 
(examples, PSA·10·1 and PSP·10f or 
W' or I" h 1246 standoff). 

Above·Panel 
Suffix Height 

*WRITE FOR DISCOUNTS ON LARGER QUANTITIES. 
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.t.: CINCH-JONES SALES· DIVISION OF CINCH MANUFACTURING COMPANY 

STAND-OFF TERMINALS 

No. liL 

Insulated terminals for tele­
vision and other high voltage 
electronic equipment. Pro­
vides excellent insulation for 
passing high voltage wires 
through chassis. Molded from 
mica-filled low loss bakelite. 
Available in two lengths: 
%2" or '%2". Diameter of cylin­
der is .110. Mounts in %{' dia. 
hole. 

No. Length Net Price Ea. 
16S %{' $ .39 
16L '%"{' .39 

SCREW TYPE TERMINAL STRIPS 

II .... '$!;;' ,;!-:~, ... 
- - - - -, 

~ ~. ~",' ~~A' ~ 
- ~-- --Pli 

Ideal for chassis or breadboard layouts. Solder ·coated brass ter­
minals .. 136 diameter mounting holes. Strips with 1 to 6 lugs are of 
ro" bakelite· 7 t6 10 terminals mounted on 10" bakelite. Ends of 
screws are d(U)tivated to prevent removal. Terminals are sDaced on 
h" centers, . 

No. 
17- 1 
17· 2 
17· 3 
17· 4 
17- S 
17· 6 
17- 7 
17- S 
17- 9 
17-10 

Lugs 
1 
2 
3 
'4 
S 
6 
7 
S 
9 

10 

Mounting Cent~rs 
o/s" 

Ui." 
100l' 
2.'1." 
25/8" 
3le" 

Net Price 
Each $ .04 
Each .06 
Each .09 
Each .12 
Each • 14 
Each .17 
Each .21 
Each .23 
Each .27 
Each .29 

SCREEN TYPE 
PLUG BUTT 011 

For portable 
radios, trans­
mitters, ampli­
fiers, etc. Pro­
vides ventila­
tion wherever 
required in ra­
dio, television and electronic 
equipment. Bright zinc plated 
steel button snaps in 1" diam. 
hole. Half size illustration . 

No. 
4lV 

Description 
lor I" Hole 

Net Price 
Ea. $ .11 

LUG TYPE TERMINAL STRIPS 
These bakelite strips are handy for neatly supporting resistors, con­
densers, etc., in circuit wiring. Solder coated steel lugs are 
spaced on %" centers with .140 diameter mounting holes. Choco­
late bakelite strips are ro" thick and %" wide. 

52 

53£ 

5111 

~ 
~ 

55 

~ 
51 

52A 

53F 

51L 52R 

54A 

55A 

&fA 

CABLE CLAMPS 

SIB SIC 

51B 

53B 

SIT 52T 

~rol" 
~ 

54B 

55B 

51F 

" 52C 

53C 

53T 

54C 

55C 

~~ 
5111 56C 

"7 
...'" ~~~~-T~~-L 

No. 
SI 
SIA 
5IB 
SIC 
SIR 
5IL 
SIF 
SIT 
52 
S2A 
S2B 
S2C 
S2R 
S2T 
S3B 
S3C 
S3E 
53F 
S3T 
54 
54A 
S4B 
S4C 
SS 
SSA 
SSB 
SSC 
S6 
S6A 
56B 
S6C 

MIg. 
Centers 

1%" 
1%" 

PLUG BUTTONS 

Net 
Price 
Each 
$ .02 

.02 

.02 

.02 

.02 

.02 

.02 

.03 

.02 

.02 

.02 

.02 

.04 

.04 

.04 

.04 

.02 

.02 

.06 

.04 

.04 

.04 

.04 

.05 

.OS 

.OS 

.OS 

.10 

.11 
• .10 
.11 

It._tt_ • Cadmium plated sturdy steel cable clamps designed for securing 
cables ranging from 1/16" diameter to SIs" diameter. Illustrations 
are half size. 

A B·C. 11 E F G H 

U sed to cover punched or drilled holes in metal, wood, fibre, 
tubes, plastic, cardboard, etc. Nickel plated steel plug buttons for 
eight popular size holes. Other sizes available, let us know your 
requirements. Spring tension prongs hold plug bottom firmly in 

Dia. Hole Over-all 
No. of arc Dia. Width Length 

SSA 1/8" .149 ~!111 AB" 
SSB 1'i." .i40 3" 

16 iii" 
8SC .fe" .144 %" iti" 
SSD IS" 

16 .136 1'i." ~ii" 
SSE VZ" .147 Vz" :1.5" 

16 

85F 5/8" .171 O/S" I" 

Hole cent. 
to arc 
cent. 

1;4" 
O/S" 
O/S" 
V2" 
7 " 16 

V2" 

position. Illustrations are 1/3 actual size. 
Net Price Ea. No. For hole Diameter Cap Diameter 

$ .02 
.02 
.02 
.02 
.02 

4IA 1;4" l~" 
4IB O/S" V2" 
4IC 1/2" iI~" 
4ID 5/S" H" 
4IE 3/4" U" 
4IF 7/S" lle " 
41G 1" 1&'2" 

.02 4IH 11;4" 1,\" 

MINIMUM BILLING $25.00 

Net Price Ea. 
$ .02 

.02 

.02 

.02 

.02 

.03 

.OS 

.05 
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.t.: CINCH-JONES SALES· DIVISION OF CINCH MANUFACTURING .CDMPANY 

BARRIER TYPE TERMINAL STRIPS 
Increased insulation is provided by having Barriers placed between each Terminal. These barriers follow around the edge 

of the Strips and terminate at the zase. They not only make a long leakage path but prevent direct shorts from frayed wires 

at the terminals. Mounting holes are at the ends as illustrated. The base is molded Bakelite. The Eyelets and Binder Screws 

are of brass, nickel plated. The %W or Y terminals are of brass, hot tin finish. 

No. 140 TERMINAL STRIPS 
5-40 x 3/16 Binder Head Screws, Metal to Metal Spacing over, 

BakeUte lf4" 

No. 2-140 

No. 

Code 
1-14a 
2-140 
3-140 
4-140 
5-140 
6-140 
7-140 
8-140 
9-140 

10-140 
11-140 
12-140 
13-140 
14-140 
15-140 
16-140 
17-140 
18-140 
19-140 
20-140 
21-140 

140 
Net 

Price 
Each 
SO.09 

.14 

.20 

.25 

.31 

.35 

.41 

.46 

.52 

.57 

.62 

.67 

.73 

.79 

.84 

.89 

.94 
1.00 
1.05 
1.10 
1.16 

No. 2-140-% W 

No. 140-% W 
Net 

Price 
Each Code 

1-140-% W 
2-140-% W 
3-140-% W 
4-140-% W 
5-140-% W 
6-140-% W 
7-140-% W 
8-140-% W 
9-140-% W 

10-140-% W 
11-140-% W 
12-140-% W 

,13-140-% W 
14-140-% W 
15-140-% W 
16-140-% W 
17-140-% W 
18-140-% W 
19-140-% W 
20-140-% W 
21-140-% W 

$0.11 
.19 
.26 
.34 
.41 
.50 
.57 
.65 
_73 
.80 
.87 
.95 

1.03 
1.10 
1.18 
1.25 
1.33 
1.40 
1.48 
1.56 
1_63 

No. 2-140-Y 

No. 140-Y 
Net 

Price 
Code Each 
1-140-Y $0.11 
2-140-Y .19 
3-140-Y .26 
4-140-Y .34 
5-140-Y .41 
6-140-Y .50 
'1-140-Y .57 
8-140-Y .65 
9-140-Y .73 

10-140-Y .80 
11-140-Y .87 
12-140-Y _95 
13-140-Y 1.03 
14-140-Y 1.10 
15-140-Y 1.18 
16-140-Y 1.25 
17-140-Y 1.33 
18-140-Y 1.40 
19-140-Y 1.48 
20-140-Y 1.56 
21-140-Y 1.63 

No. 141 TERMINAL STRIPS 

No. 164 TERMINAL STRIPS 
6-32 x 1,4 Binder Head Screws.M elal 10 Metal Spacing over 

No. 2-164 

No. 164 
Net 

Price 
Code Each 

1-164 $0.10 
2-164 .16 
3-164 .22 
4-164 .28 
5-164 .34 
6-164 .39 
7-164 .45 
8-164 .51 
9-164 .57 

10-164 .63 
11-164 .68 
12-164 .74 
13-164 .80 
14-164 .87 
15-164 .93 
16-164 .99 
17-164 1.04 
18-164 1.10 
19-164 1'.16 
20-164 1.22 
21-164 1.28 

Bakelite lf4" ~ 

No. 2-164-%-W 

No. 164-% W 
Net 

Price 
Code Each 

1-164.% W $0.12 
2.164.3,4 W .20 
3-164.3,4 W .28 
4·164·% W .37 
5.11>4.3,4 W .44 
6.164-3,4 W .53 
7.164-3,4 W .61 
8-164.% W .70 
9.164.3,4 W .78 

10.164.3,4 W .86 
11.164.3,4 W .94 
12-164-3,4 W 1.02 
13-164.3,4 W 1.10 
14-164.3,4 W 1.19 
15-164.3,4 W 1.27 
16-164.3,4 W 1.35 
17-164.3,4 W 1.43 
18-164.3,4 W 1.51 
19-164.3,4 W 1.59 
20.164-3,4 W 1.68 
21.164-3,4 W 1.76 

No. 2-164·Y 

No. 164-Y 

Code 
1-164-Y 
2-1 64-Y 
3·164·Y 
4-IS4·Y 
5-164·Y 
6·IS4-Y 
7-164-Y 
8-IS4-Y 
9·164-Y 

10-164-Y 
11·164·Y 
12-164-Y 
13-IS4-Y 
14-164-Y 
15-164-Y 
16·164-Y 
17·164·Y 
18·164-Y 
19-164-Y 
20·164-Y 
21-164-Y 

Net 
Price 
Each 
$0.12 

.20 

.28 
.37 
.44 
.53 
.61 
.70' 
.78 
.86 
.94 

1.02 
1.10 
1.19 
1.27 
1.35 
1.43 
1.51 
1.59 
1.68 
1.76 

No. 142 TERMINAL STRIPS 
6-32 x V4 Binder Head Screws. Metal to Metal Spacing over 8-32 x 5/16" Binder Head Screws. Metal to Metal Spacing 

Bakelite %" Bakelite 9/16" , 
over 

.". ...... 
No. 2-141 No. 2-141-%-W No. 2-141-Y , No. 2.142 
No. 141 No. 141-% W No. 141-Y 

No. 142 

Code 
1-141 
2-141 
3-141 
4-141 
5-141 
6-141 
7-141 
8·141 
9-141 

10-141 
11-141 
12-141 
13-141 
14-141 
15-141 
IS-141 
17-141 
18·141 
19·141 
20-141 

© U.c.P., Inc. 

Net 
Price 
Each 
$0.12 

.19 

.25 
.32 
.39 
.45 
.53 
.59 
.66 
.73 
.80 
.86 
.94 

1.00 
1.07 
1.14 
1.21 
1.27 
1.34 
1.41 

Code 
1-141-% W 
2-141-% W 
3-141-%W 
4-141-% W 
5-141-% W 
6-141-% W 
7-141-% W 
8-141-% W 
9-141-% W 

10-141-% W 
11-141-% W 
12-141-% W 
13-141-%W 
14-141-% W 
15-141-%W 
16-141-%W 
17-141·% W 
18-141·% W 
19-141·% W 

20-141-% W 

Net 
Price 
Each 
$0.14 

.25 

.34 

.44 

.54 

.64 

.74 

.84 

.94 
1.04 
1.13 
1.24 
1.33 
1.43 
1.53 
1.63 
1.73 
1.83 
1.93 
2.03 

Code 
1·141-Y 
2-141-Y 
3-141-Y 
4-141-Y 
5-141·Y 
6·141-Y 
7-141·Y 
8-141-Y 
9-141·Y 

10-141·Y 
11-141-Y 
12-141-Y 
13-141-Y 
14-141-Y 
15-141-Y 
16-141·Y 
17·141·Y 
18·141-Y 
19-141-Y 
20-141·Y 

Net 
Price 
Each 
$0.14 

.25 

.34 

.44 

.54 

.64 
.74 
.84 
.94 

1.04 
1.13 
1.24 
1.33 
1.43 
1.53 
1.63 
1.73 
1.83 
1.93 
2.03 

Code 
1-142 
2-142 
3-142 
4-142 
5-142 
6-142 
7-142 
8·142 
9-142 

10-142 
11-142 
12-142 
13-142 
14·142 
15-142 
16-142 
17-142 

MINIMUM BILLING $25.00 

Net 

Net 
Price 
Each 
$0.14 

.22 

.31 

.39 

.47 

.55 

.64 

.72 

.80 

.89 

.97 
1.06 
1.14 
1.22 
1.31 
1.39 
1.47 

--No. 2-142-% W 

No. 142.3/4 W 
Net 

Price 
Each Code 

1-142-0/4 W 
2-142-0/4 W 
3-142.3/4 W 
4-142.3/4 W 
5-142-% W 
6-142.3,4 W 
7-142-% W 
8-142.3,4 W 
9-142-% W 

10-142-% W 
11·142-% W 
12-142.3/4 W 
13-142-% W 
14-142-% W 
15·142-% W 
16·142-% W 
17.142-0/4 W 

$0.18 
.30 
.42 
.54 
.67 
.79 
.91 

1.03 
1.16 
1.27 
1.40 
1.52 
1.64 
1.76 
1.89 
2.00 
2.12 

No. 2-142·Y 

No. 142-Y 

Code 
1-142-Y 
2-142-Y 
3-142-Y 
4-142-Y 
5-142-Y 
6-142-Y 
7·142·Y 
8·142-Y 
9-142-Y 

10·142·Y 
11·142-Y 
12·142-Y 
13-142-Y 
14-142-Y 
15-142-Y 

16·142-Y 
17·142-Y 

Net 
Price 
Each 
$0.18 

.30 
.42 
.54 
.67 
.79 
.91 

1.03 
1.16 
1.27 
1.40 
1.52 
1.64 
1.76 
1.89 
2.00 
2.12 
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I. SECTION 2800 

.1.: CINCH·JONES SALES· DIVISION OF CINCH MANUFACTURUIG COMPANY 

BARRIER TYPE TERMINAL STRIPS 
No. 150 TERMINAL STRIPS No. 151 TERMINAL STBIPS No. 152 TEBMINAL STRIPS 

1-13/IS" wide by 25/32" high. Ter­
minals are mounted on II/IS" cen­
ters. Screws: 10-32 x 5/IS" brass, 
burnished nickel plate_ Fits standard 
50 Amp. solder lug for S Ga. stranded 
wire. Metal to metal spacing over 
bakelite SJa"-

Net Price Net Price 

2" wide by. 15/16" high. Terminals are 
mounted on 7,Is" centers. Screws: 12-32 x 
o/a" brass, burnished nickel plate. Fits 
standard 70 Amp. solder lug for 4 Ga 
stranded wire. Metal to metal spacing over 
bakelite %". 

2V2" wide by I Vs" high. Terminals are mounted 
on IVa ll centers. Screws: V4~1-28 x 1f2/1 brass, 
burnished nickel plate. Fits standard 90 Amp. 
solder lug for 2 Ga. stranded wire. Metal to 
metal spacing over bakelite 1/1. Code Each Code Each Net Price Net Price 

I-ISO $0.33 6-150 $1.49 Code Each Code· Each Net Price 
Each 
$0.76 

1.45 

Net Price 
Each 

2.84 

·2-150 .56 7-150 1.72 I-lSI $0.56 5-151 
3-150 .79 8-150 1.95 2-151 1.03 6-151 
4-150 1.03 9-150 2:18 3-151 1.49 7-.151 
5-150 1.25 10-150 2.41 4-151 1.95 8-151 

%W 
Solder Terminal r~ "Y" 

For Net 
Barrier Price 

Code 
Solder %W-140 

Terminal %W-141 
%W-142 

Code Strip Each 
Y-140 140 $.03 
Y-141 
Y-142 

No. 170 TERMINAL STRIPS 
Terminal .032" Brass, Tin Plated 

A heavy solder Terminal. 

141 
142 

No. 2-170 

Insulation: Black molded Bakelite, 5/16" wide, 
\4" thick. Terminals mounted on 3fe" centers. 
Mounting holes are o/a" from center of ends 
Terminals. 

Code 
No. 1-170 
No. 2-170 
No. 3-170 
No. 4-170 
No. 5-170 

Net Price 
Each 
$0.16 

.20 

.23 

.27 

.32 

Code 
No. 6-170 
No. 7-170 
No. 8-170 
No. 9-170 
No. 10-170 

No. 171 TERMINAL STRIPS 

Net Price 
Each 
$0.35 

.38 

.42 

.47 
• 50 

~ A Miniature Barrier Terminal Strip with 
Single Screw Terminals. H" wide by 

. fo" overall height. Terminals are mount-
. ed on \4" centers_ 2-56 x \4" Binder 
No. 6-171 Head Screws_ Va" Dia. Mtg. Holes. 

Net Net 
Price Price 

Code Contacts Each Code Contacts Each 
2-171 2 $0.14 S-I71 5 $0.31 
3-171 3 .20 6-171 6 .36 
4-171 4 .25 7-171 7 .41 

8-171 8 .47 

No. 172 TERMINAL STRIPS 

'

Double Screw Terminals. SJa" wide by 

fo" overall height. Terminals mounted 

on \4" centers. 2-56 x fr,". Binder Head 

:172 . Screws. 1/8" Dia. Mtg. Holes. 

Net Net 
Price Price 

Code Contact. Each Code Contacts Each 
1-172 I $0.25 8-172 8 $0.91 
2-172 2 .34 9-172 9 1.01 
3-172 3 .44 10-172 10 1.10 
4-172 4 .53 11-172 11 1.21 
5-172 5 .63 12-172 12 1.30 
6-172 6 .72 13-172 13 1.39 
7-172 7 .82 14-172 14 1.49 

.04 

.04 

2.41 
2.87 
3.34 
3.80 

For 

Code 
1-152 
2-152 
3-152 

Net 

2.15 

Jumpers 

Code 
4-152 
5-152 
6-152 

For Net 
Barrier Price ©f@. Barrier Price 

Code Strip Each Code Strip Each 
%W-150 ISO $.06 141-J 140 $.03 
%W-ISl lSI .11 141-J 141-J 141 .03 
%W-152 152 .16 95-B 142 .08 

No. 172-W and 172-%W TERMINAL STRIPS Net 
Price 
Each 
$0.27 

-
1-172-W 
2-172-W 
3-172-W 
4-172-W 
5-172-W 
6-172-W 
7-172-W 
8-172-W 
9-172-W 

10-172-W 
11-172-W 
12-172-W 
13-172-W 
14-1 72-W 

1-172-%W 
2-172-%W 
3-172-%W 
4-172-%W 
5-172-%W 
6-172-%W 
7-172-%W 
8-172-%W 
9-172-%W 

10-172-%W 
11-172-%W 
12-172-%W 
13-172-%W 
14-172-%W 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
11 
12 
13 
14 

.38 

.50 

.62 

.74 

.86 

.98 No.3-172%W 
LID 
1.22 
1.34 
1.46 
1.58 
1.70 
1.82 

l72-Y also 
available 

same price 
as I 72-W . 

No. 173 and 174 TERMINAL STRIPS 
Single Screw Terminals, Ye" wide by ~" overall 
height. Terminals mounted on %" centers. 4-40 x ~6" 
Sems Type Binder Head Screws. %," Dia. Mtg. Holts. 
No .. 174 series is identicaL with No. 173 series except 
they are equipped with plain 4-40 x ~ .. ' binder head 
screws. 

Net Net 
Price Price 

Code Each Code Each 
2.173 $0.18 2-174 $0.14 
3-173 .25 3-174 .20 
4-173 .32 4-174 .25 
5-173 .40 S-174 .31 
6-173 .47 6-174 .36 
7-173 .54 7-174 .41 
8-173 .61 8-174 .47 
9-173 .68 9-174 .52 

10-473 .16 10-174 .58 

No. 2000 TERMINAL STRIPS 

~ Terminal .019" Brass, Tin Plated 
• • Compact and sturdy junction terminal strip. 

Useful in assembling radio chassis, wiring I 
No. 2005 . etc. 

Mounting Insulation: Bakelite, Brackets: Steel, cadmium 
hole-9/S4" plated. Terminals spaced on 5/1S" centers. 

Code 
No. 2002 
No. 2003 
No. 2004 
No. 2005 
No. 2006 
No. 2007 

Mounting Net Mounting Net 
Hole Price Hole Price 

Centers Each Code Centers Each 
I" $0.07 No. 2008 2%" $0.12 
I~'" .07 No. 2009 3~'" .13 
10/8" .08 No. 2010' 3V2" .14 
l'~'" .09 No. 2011 3'~'" .IS 
2\4" .10 No. 2012 41/e" .16 
2".' .11 No. 2013 4U .. ' .17 

MINIMUM BILLING $25.00 
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FANNING STRIPS FOR CONNECTING TO BARRIER TERMINAL STRIPS 
Jones Fanning Strip Terminals are of .032" BfIlss, Cadmium Plated. The Bakelite strips are furnished with a hole in either 
the right or left end for fastening the cable with a cable clamp or lacing twine. Simplifies cable or harness wiring, assuring 
positive connections. Makes replacement of units an easy matter and assures cmrect connections after servicing. 

S-ISO·L 
THE 160 SERIES 

The following Fanning Strips fit 
the 140 Series Barrier Strips. Ter­
minals are mounted on 3/32" 
Bakelite/ V21! wide and on 3/8" 
centers. 
The B type fits the 140 and 164 
series. If desired add suffix B 
to Code No. 

2-ISO-L 
3-ISO-L 
4-ISO-L 
S·ISO-L 
S-ISO-L 
7·ISO-L 
8-ISO-L 
9-lIiO-L 

10-ISO-L 
II-ISO-L 
12-ISO-L 
13-ISO-L 
14-ISO-L 
15-ISO-L 
IS-ISO-L 
17-ISO-L 
18-ISO-L 
19-ISO-L 
20-ISO-L 
21-160-L 

2-ISO-R 
3-ISO-R 
4-1S0-R 
S-ISO-R 
S-ISO-R 
7-1S0-R 
8-ISO-R 
9-ISO-R 

10-ISO-R 
II-ISO-R 
12-160-R 
13-ISO-R 
14-ISO-R 
IS-ISO-R 
lS-ISO-R 
17-1S0-R 
18-ISO-R 
19-ISO-R 
20-ISO-R 
21-160-R 

.. 
~ 

5ABI 

GK4 

Net 
Price 
Each 
$0.08 

.13 

.17 

.21 

.2S 

.30 

.34 

.38 

.42 

.4S 

.50 

.55 

.59 

.S4 

.S7 

.71 

.77 

.80 

.85 

.88 

S-161-L (Cable Clamp on Left) 

THE 161 SERIES 
The following Fanning Strips fit 
the 141 Series Barrier Strips. Ter­
minals are mounted on 3/32" 
Bakelite, %" wide and on 7/16" 
centers. 

2-ISI-L 
3-ISI-L 
4-lS1-L 
5-ISI-L 
S-ISI-L 
'-ISI-L 
8-lS1-L 
9-lS1-L 

10-ISI-L 
II-ISI-L 
12-lS1-L 
13-lS1-L 
14-lSI-L 
IS-ISI-L 
IS-ISI-L 
17-lS1-L 
18-lS1-L 
19-1S1-L 
20-ISI-L 

2-1S1-R 
3-lS1-R 
4-1S1-R 
S-lSI-R 
S-ISI-R 
7-lS1-R 
8-lS1-R 
9-1S1-R 

10-lS1-R 
II-ISI-R 
12-lSI-R 
13-lS1-R 
14-lS1-R 
15-1S1-R 
IS-1S1-R 
17-lS1-R 
18-lS1-R 
19-1S1-R 
20-1SI-R 

Net 
Price 
Each 
$0.09 

.14 

.17 

.22 

.2S 

.31 

.34 

.38 

.43 

.47 

.51 

.55 

.SO 

.S4 
.S8 
.72 
.77 
.80 
.85 

S-162-R (Cable Clamp on Riqhl) 

THE 162 SERIES 

The following Fanning Strips fit 
the 142 Series Barrier Strips. Ter­
minals are mounted on 3/32" 
Bakelite, %" wide and on 9/16" 
centers, 

"-
2-lS2-L 
3-1S2-L 
4-1S2-L 
5-lS2-L 
S-IS2-L 
7-lS2-L 
8-lS2-L 
9-IS2-L 

10-lS2-L 
11-IS2-L 
12-lS2-L 
13-lS2-L 
14-1S2-L 
IS-IS2-L 
16-lS2-L 
17-IS2-L 

2-lS2-R 
3-lS2-R 
4-lS2-R 
5-lS2-R 
S-lS2-R 
7-lS2-R 
8-lS2-R 
9-lS2-R 

10-IS2-R 
11-IS2-R 
12-IS2-R 
13-IS2-R 
14-162-R 
15-lS2-R 
IS-IS2-R 
17-1S2-R 

Net 
Price 
Each 
$O.II 

.15 

.19 

.23 
.28 
.32 
.37 
• 40 
.45 
.49 
.53 
.57 
.S2 
.S5 
.70 
.73 

CABLE CLAMPS 
Cable Clamps are avail­
able for the Fanning 
Strips listed at the left 
and are furnished in 6 
different sizes as listed 
below. Cable Clamp is of 
Brass Nickel Plated, with 
6-32 round head Nickel 
Plated Brass Screws. For 
convenience the Cable 
Clamps are furnished un­
assembled. 

CABLE CLAMP SIZES 
AVAILABLE 

No . 
CC-1Sl- 4 
CC-lSI- S 
CC-1Sl- 8 
CC-lSI-IO 
CC-1S1-12 
CC-1Sl-14 

Net 
J.D. Price Ea. 

'/4" $0.12 
%" .13 
1/2" .13 
0/8" .14 
34" .14 
%" .15 

Be sure to give code 
number when ordering. 

CINCH BATTERY PLUGS 

5AI 5A2-1 SA3 SA4 SA5 5BIA 5B2 

5Dl 

~ 5M SF SD 5MFA 

For For For Net 
==c....�.--=="----+~~~~~"--FE:..:v;.:er:_:e=ad~Y~N::.:O.+""F~o"'r ~R:.:.C~.A;: . .;.N;;O;.. _I-,=Philco No. Ray-O-Vac No. Price 

741.742 VS004. VS005. P94-;-P9S-;-- P94A. P94L-;PX;~-------
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SAB4 

SABS ,. 
W 

SABr 

SAB7 

SABS 

~~-I-----'c~~---I---=..:.~~.:..::..-+-7:-4-'-'3:!, • .:.1;.:05:.:2:.:.P-I--'-V=SO=0""7!.". V.;:S;.:0=0=8...j_~P8Fl P96A. P98A. P98l Ea. $ .03 

1--;;-;-;;--iI-____,;-;-;-"7,";-;-;-----I--____,~'-----I-----'X'=717i6;.:5--I---c~~~~==~"'~c--I--:P:l0::-::::::::::::::::::::~::::~:~: ~:: :~: 
A509. 718. VS009. VS010 P694A. P69Sl • 

. 744.747 VSOll P4F4R PS98A, P~~ ~~ 
687 VS003 P85A Ea. .OS 

-----'-~~~---I-----,o=~~---I-~4=82;.:.::c:7~ VS012. VS013 PR10 43ifp,-P7830 

-=--..:..:..:.._I------o~=.c---I-___O~~~--I-=;.:7:62~~ VS014. VS01~ ___ P3_'!.5 ____ P5303 ___ ~~ 
482. 738. VS012. VS013 P210. 430P. P7830. Ea. _05 

7S2 VS014. VS015 P305 P.::.53:.:0:::3:....._ ___ I----
455. 467 VS016. VS056 ji43S7 Ea. .113 

=-~-I--~,.;.=..~~--f--~~.>.;;;"'_'.:--I--'-45::.:5:.>. • .:.4=S7:,._+...::VcS_;::O-1::S"-• .,-V,S-;.0 __ 5S P4:iii7 Ea_ .04 
455. 4S7 VSOIS. VS05S P4367 Ea. .23 

__ .. ~__ii.""---I--____:~:.....--+-..:;4~15~-li-___;VS086 Ea_ .38 
477 VS:FI8 P149 946 Ea. _17 - -- :...--I---_~_.:::_--I-=-=--

___ I-----_----~~~~~~-f---4:.:9~0--I----V~SO:.:9~0--I-----'P.:.l~32~-~--.:.4=39=0'----I-~E=a.'---'-.2:.:3~1 

758 
752 

VS022. VS043 P60011L 
VS047 

VS037 
P60A-4l 
P41A4G 

AB82,10793 Ea. .07 
Ea. .OS 

AB419 Ea_ .05 

1~~~,__.~~~~~--I-~~~~~--I--------II----~VS04S P41A;Fl~I-~1=0:.:89~6~.;A;B6:.:4:::8:.....--I~E:.:a.:.....-.:..0~7~1 
VS038--- -,,8'C"841 AB794 Ea. _05 

753.754 VS018, VS019 P841A AB878. AG994 Ea_ _06 
Ea_ .05 

MINIMUM BilLING $25.00 
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SECTION 2800 

NEW concept for electrical connections 

CAMP LOCK has solved the problem of ob­
taining a better and more positive electrical 
connection through use of a basic new 
principle - Cam Action! Wedging action 
of a reverse rotary tapered V-cam assures 
positive locking, eliminates the use of 
screws, lugs, solder and . special tools. 

With either CAMBLOCK Terminal Block 
or CAMBLOCK Pull Through Connectors, 
(for thru-chassis applications) average wir­
ing time is cut 75% ... a turn with a 
screwdriver connects or disconnects. Field 
service and maintenance are simplified be­
cause there are no special tools or parts to 
handle. Terminal Block Connectors take 
wires from #12 to #30 gauge, and will 
accept multiple wires in each socket with­
out any special preparation. CAMBLOCK's 
Pull-Thru Connectors all thru-chassis appli­
cations of from 2 to 20 wires. Identification 
points permit easy marking of connector 
terminals. By. making every strand a con­
ductor, both block and pull-thru types 
assure better connections, electrically and 
mechanically. 

Versatile CAMBLOCKS find application in 
virtually all types of electronic and elec­
trical equipment, including aircraft, auto­
motive, marine, and military products, 
appliances and lighting equipment. 

CAMBLOCK 
I TERMINAL BLOCK CONNECTORS 

PULL·THRU CONNECTORS 

SUPERIOR BINDING CAM POSTS 

WIREGUARDS 

CAM POSTS are superior binding posts. They 
are' screwless, solderless and positive lock­
ing. 'CAMPOSTS eliminate cold solder 
joints and lugs, no need for soldering irons 
and crimping tools! Like all CAM BLOCK 
products, CAMPOSTS make every strand 
a conductor. 

WIREGUARDS by CAMBLOCK feature self­
crimping copper sleeves ... CAMBLOCK's 
cam action ,simply crimps wire guards with 
a turn of a screwdriver. WIREGUARDS' 
one step operation protects the wire in­
definitely, reduces costs by eliminating 
special tools. 

Want to make a better connection .•• ? 
Take action - "cam" action. Write for 
details and price lists on all CAMBLOCK 
products. 

Available with any number of stations from 2 thru 20, 
in 15, 20, and 80 amp capacities in both straight and 
feed-thru designs. 

Dielectric strength up to 4000 V between terminals, 
5000 V between' terminals and base • • • withstand at 
least 11 G's vibration (SO cps double amplitude) imd 
up to 450 Ibs. of high impact shock. 

CAM BLOCK CORPORATION' Natick, Mass. 
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SECTION 2800 

COMPANY 

Philadelphia, Pa. 

All stock Barriers are suppl'ied in black bakelite for 
commercial use. Other materials such as Black "CF", 
Mica "MF", Melamine "CM", Mineral Melamine "MM" 
and Acme Resin "MD" are also available upon request. 
The latter materials will meet the latest military speci· 
fications Mil :P'·14C.'· . 

ELCO-EXCELLEX BARRIER STRIPS 
PART DESIGNATION-The Elco·Excellex part number is a complete description of Barrier Strip 

Material and Hardware. 

MATERIAL SPECIFICATIONS 
Code 
Suffix MIL·P·14C JAN P·14 Description 

GP CELLULOSE·FILLm phenolic. Excellent 
Following is a sample of part No. 9GPl4-LSB 

CF CFG MTSE·1 
mechanical and electrical properties. 
CELLULOSE·FILLED phenolic. Excellent 

Phenolic mechanical and electrical properties, 
suitable for teneral military requirements. 

MF MFE MTSE·4 MINERAL·FILLED phenolic. Outstanding 
Mica for low loss and high dielectric strength. 

Used when best electrical properties 

CM 
are sought. 

CMG MTSG·2 CELLULOSE·FI LLED melamine. Partie· 
Melamine ularl, specified for high arc resistance. 

MM MME Melamine MINERAL·FILLED melamine. Used where 
electrical properties combined with high 

MD MDG 
arc and flame resistance are required. 

Acme MINERAL·FILLED diall,1 phthalate·good 
Resin electrical properties. 

9 GP 14 width L 5·Thread B 

No. cellulose· 14/16" dash L type of std. brass 
of filled wide separates lug size nickel·plated 

terminals phenolic (width of strip (see dwgs. of screw (S·if 
(see table strip in material of lugs. screw steel 
of mat'l 16th. of de.ignation OMIT THIS cad.plated 
specs) an inch) from LmER WHERE is desired) 

hdwe LUG IS NOT 
designation REQUIRED) 

SERIES 14 SERIES 21 
Height 13/32" - Width 14/16" - Height 5/S" -Width 1·15/16" -
Thickness %" - Terminals 3/S" - Thickness 3/S" - Terminals 9/16"-
Centers 5/16" -Binding Head Center '/,.' - Binding Head Screws 
Screws 5/40 x 'A" Long. S/32" x 5/16" Long. 

L= L Type Lugs. U and UU Type Lugs Also Available at Same Prices as Below 

1·24 25·49 50·99 1·24 25·49 50·99 
Ea. Ea. Ea. Ea. Ea. Ea. L= L Type Lugs. U and UU Type Lugs Also Available at Same Prices as Below 

IGPI4·5B .11 .09 .07 1GPI4·L5B .14 .11 .10 
2GP14·5B .19 .15 .12 2GPI4·L5B .24 .19 .16 1·24 25·49 50·99 1·24 25·49 50·99 
3GP14·5B .25 .20 .16 3GPI4·L511 .33 .26 .22 Ea. Ea. Ea. Ea. Ea. Ea . 
4GP14·5B .32 .25 .21 4GPI4·L5B .43 • 34 .29 IGP21·8B .17 .14 .12 IGP21·L8B .23 .18 .15 
5GP14·5B .38 .31 .25 5GPI4·L5B .52 .41 .35 2GP21·8B .27 .22 .18 2GP21·L8B .38 .30 .25 
6GP14·5B .44 .35 .30 6GPI4·L5B .63 .50 .42 3GP21·8B .38 .31 .26 3GP21·L8B .53 .42 .35 
7GP14·5B .51 .41 .34 7GPI4·L5B .71 .57 .48 4GP21·8B .49 .39 .33 4GP21·L8B .68 .54 .45 
8GP14·5B .58 .46 .39 8GPI4·L5B .81 .65 .54 5GP21·8B .59 .47 .39 5GP21·L8B .83 .66 .55 
9GP14·5B .65 .52 .43 9GPI4·L5B .91 .73 .61 6GP21·8B .69 .55 .46 6GP21·L8B .98 .79 .66 

10GP14·5B .71 .57 .48 10GPI4·L5B 1.00 .80 .67 7GP21·8B .80 .64 .54 7GP21·L8B 1.14 .91 .76 
11GPI4·5B .77 .62 .52 11GPI4·L5B 1.09 .87 .73 8GP21·8B .90 .72 .60 8GP21·L8B 1.29 1.03 .86 
12GP14·5B .84 .67 .56 12GPI4·L5B 1.19 .95 .79 9GP21·8B 1.00 .80 .67 9GP21·L8B 1.45 1.16 .97 
13GP14·5B .91 .73 .61 13GP14·L5B 1.28 1.03 .86 10GP21·8B 1.12 .89 .75 10GP21·L8B 1.59 1.27 1.06 
14GP14·5B .98 .79 .66 14GP14·L5B 1.38 1.10 .92 11GP21·8B 1.22 .97 .81 llGP21·L8B 1.75 1.40 1.17 
15GP14·5B 1.05 .84 .70 15GP14·L5B 1.47 1.18 .98 12GP21·8B 1.32 1.06 .88 12GP21·L8B 1.90 1.52 1.27 
16GP14·5B 1.12 .89 .75 16GP14·L5B 1.57 1.25 1.05 13GP21·8B 1.43 1.14 .95 13GP21·L8B 2.06 1.64 1.37 
17GP14·5B 1.18 .94 .79 17GP14·L5B 1.66 1.33 1.11 14GP21·8B 1.53 1.22 1.02 14GP21·L8B 2.21 1.76 1.47 
18GP14·5B 1.25 1.00 .83 18GP14·L5B 1.76 1.40 1.17 15GP21·8B 1.64 1.31 1.09 15GP21·L8B 2.36 1.89 1.58 
19GP14·5B 1.31 1.05 .88 19GP14·L5B 1.85 1.48 1.23 16GP21·8B 1.74 1.39 1.16 16GP21·L8B 2.51 2.00 1.67 
20GP14·5B 1.38 1.10 .92 20GP14·L5B 1.95 1.56 1.30 17GP21·8B 1.84 1.47 1.23 17GP21·L8B 2.66 2.12 1.77 

18GP21·8B 1.94 1.55 1.29 18GP21·L8B 2.81 2.24 1.87 
19GP21·8B 2.07 1.66 1.38 19GP21·L8B 2.99 2.39 2.00 
2OGP21·8B 2.18 1.74 1.45 20GP21·L8B 3.15 2.52 2.10 
21GP21·8B 2.28 1.82 1.52 21GP21·L8B 3.31 2.65 2.21 
22GP21·8B 2.39 1.91 1.60 22GP21·L8B 3.47 2.77 2.31 
23GP21·8B 2.50 2.00 1.67 23GP21·L8B 3.62 2.90 2.42 

SERIES 18 24GP21·8B 2.61 2.09 1.74 24GP21·L8B 3.75 3.02 2.52 

Height '/,.. - Width 1·1/S" - 25GP21·8B 2.72 2.17 1.81 25GP21·L8B 3.94 3.15 2.63 

Thickness 5/1S" - Terminals 7 /lS" 
Centers 27/S4" - Binding Head 
Screws S/32 x %" Long. 

SERIES 10 
L= L Type Lugs. U and UU Type Lugs Also AVailable at Same Prices as Below 

Height 5/ IS" - Width 5/S" -
Binding Head Screws 2/56 x 

1·24 25·49 50·99 1·24 25·49 50·99 3/16" Long. 
Ea. Ea. Ea. Ea. Ea. Ea. 

IGPI8·6B .15 .12 .10 1GPI8·L6B .18 .14 .12 
2GP18·6B .23 .19 .16 2GP18·L6B .31 .25 .21 1·24 25·49 50·99 1·24 25·49 50·99 

3GPlS·6B .32 .25 .21 3GP18·L6B .43 .34 • 29 Ea . Ea. Ea: Ea. Ea. Ea. 

4GP18·6B .41 .32 .27 4GPlS·L6B .56 .44 .37 lCFlO·L2B .33 .26 .22 12CFlO·L2B 1.97 1.57 1.31 
5GP18·6B .48 .38 .32 5GPI8·L6B .68 .54 .45 2CFlO·L2B .47 .38 .32 13CFlO·L2B 2.12 1.69 1.41 

6GPlS·6B .56 .45 .38 6GPlS·L6B .80 .64 .54 3CFlO·L2B .63 .50 .42 14CFlO·L2B 2.26 1.81 1.52 

7GP18·6B .66 .53 .44 7GP18·16B .92 .74 .62 4CFlO·L2B .77 .62 .52 15CFlO·L2B 2.40 1.92 1.60 

8GP18·6B .74 .60 .50 8GP18·16B 1.05 .84 .70 5CFlO·L2B .92 .73 .61 16CFlO·L2B 2.55 2.04 1.70 

9GPlS·6B .83 .66 .55 9GPI8·L6B 1.17 .94 .73 6CFlO·L2B 1.08 .86 .72 17CFlO·12B 2.70 2.16 1.80 

10GP18·6B .92 .73 .61 10GPlS·L6B 1.30 1.04 .87 7CFlO·L2B 1.22 .98 .82 18CFlO·L2B 2.85 2.28 1.90 

11GPlS·6B 1.00 .80 .67 llGPI8·L6B 1.41 1.13 .95 8CFlO·L2B 1.37 1.10 .92 19CFlO·L2B 3.00 2.40 2.00 

12GP18·6B 1.08 .86 .72 12GP18·L6B 1.55 1.24 1.03 9CFI0·L2B 1.52 1.22 1.02 20CFlO·L2B 3.15 2.52 2.10 
13GP18·6B 1.17 .94 .78 13GPI8·L6B 1.67 1.33 1.11 10CFlO·L2B 1.67 1.33 1.11 21CFlO·L2B 3.30 2.64 2.20 

14GP18·6B 1.25 1.00 .84 14GP18·L6B 1.79 1.43 1.20 11CFlO.L2, 1.82 1.45 1.21 22CFlO·L2B 3.45 2.76 2.30 

15GPlS·6B 1.34 1.07 .S9 15GP18·L6B 1.91 1.54 1.28 
16GP18·6B 1.43 1.14 .95 16GP18·L6B 2.04 1.63 1.36 
17GPI8·6B 1.51 1.21 1.01 17GPlS·L6B 2.16 1.73 1.44 
18GP18·6B 1.59 1.27 1.06 18GP18·L6B 2.29 1.83 1.53 
19GP18·6B 1.6S 1.34 1.12 19GP18·L6B 2.41 1.93 1.61 TYPE 
20GPlS·6B 1.76 1.41 1.18 20GPlS·L6B 2.54 2.03 1.69 OF L 21GP18·6B 1.85 1.48 1.24 21GP18·L6B 2.66 2.13 ' 1.78 
22GPl8-6B 1.94 1.55 1.30 22GP18·L6B 2.79 2.23 1.86 LUGS 
23GP18·6B 2.03 1.63 1.34 23GP18·L6B 2.92 2.33 1.95 
24GP18·6B 2.12 1.70 1.42 24GP18·L6B 3.05 2.44 2.03 
25GP18·6B 2.25 1.80 1.50 25GP18·L6B 3.17 2.54 2.11 

IF IT'S NEW ... IF IT'S NEWS ... IT'S FROM ELCO 
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I SECTION 2800 I 

IGc:1 RADIO AND TV HARDWARE 
~ .

. : ~~~~TEfc ~~~i~ I fJ ~:;~:,~o"~,~~: 
- 50 LINE - -.- 10 Boxes of 100 

Dir. Net Price. 36c -_ 
Per Box 

ELECTRONICS 

~ 

(A) G·C ROUND HEAD MACHINE SCREWS (C) G-C PHILLIPS TYPE ROUND HEAD MACHINE SCREWS 
STEEL - NICKEL PLATED STEEL - NICKEL PLATED 

50-Line 50-Line Part Quan. Part Dlr. Net Part Dlr. Net Part Quan. Part Dlr. Net Part Dlr. Net Description & Specs. No. In Box No. Per 100 No. Per M Description & Specs. No. In Box No. Per 100 No; Per M 

Assorted Screws HIOOO·F 35 Assorted H1180·F 25 
Assorted Screws & Nuts HI001·F 40 6·32 x '14" 8511·e 1.18 8511·M $ 9.47 
Assorted No.2 & 4 6·32 X '12" 8512·e 1.07 8512·M 8.53 

Screws & Nuts HI002·F 35 6·32 x SAl" 5689·e 1.15 5689·M 9.18 
Assorted 4·36 Screws HI010·F 40 6·32 x 314" 8513·e 1.22 8513·M 9.75 
Assorted 6·32 Screws HI012·F 40 6·32 x 1" 8514·e 1.37 8514·M 10.87 
Assorted 8·32 Screws HI016·F 40 8·32 x M." 8515·e 1.03 8515·M 8.32 
Assorted 10·32 Screws HIOI8·F 25 8·32 x '12" 8516·e 1.15 8516·JiiI 9.18 

2·56 x '14" HI022·F 40 7130·e$ .45 7130·M $3.53 8·32 x SAl" 5690·e 1.23 5690·M 9.90 
2·56 x '12" HI024·F 40 7131·e .48 7131·M 3.85 8·32 x 314" 8517·e 1.33 8517·M 10.65 
2·56 x 314" HI026·F 40 7132·e .55 7132·M 4.43 8·32 x I" 8518·e 1.53 8518·M 12.23 
3·48 x 314" H1028·F 40 7124·e .58 7124·M 4.65 
4·36 x '14" HI032·F 40 6005·le .48 6005·M 3.87 
4·36 x%" HI033-F 35 7138·e .50 7138·M 3.97 (0) G·C BINDING HEAD MACHINE SCREWS 4·36 x '12" HI034·F 35 6006·e .52 6006·M 4.18 
4·36 x SAl" 5651·e .57 5651·M 4.53 STEEL - NICKEL PLATED 
4·36 x 3/4" HI036·F 35 6007·e .60 6007·M 4.87 
4·40 x '14" HI042·F 40 6005·Ae .48 6005·AM 3.87 Assorted H1168-F 35 
4·40 x '12" HI044·F 35 6005·Be .53 6005-BM 4.22 5·36 x 1/4" H1170·F 35 7154·e .53 7l54·M $4.20 4·40 x SAl" 5652·e .57 5652·M 4.53 6·32 x ~,' 7151·e .53 7151·M 4.20 
4·40 x 3/4" HI046·F 35 6005.ee .60 6005·eM 4.87 6·32 x '14" Hl172·F 35 7152·e .53 7152·M 4.23 
6·32 x '14" HI062·F 40 6008·e .53 6008·M 4.25 6·32 x %" 7153·e .53 7153·M 4.50 
6·32 x '12" HI064·F 30 6009·e .62 6009·M 4.93 7·32 x %" H1174·F 30 7155·e .57 7155·M 4.50 
6·32 x SAl" 5653·e .68 5653·M 5.40 8·32 lfM." 7158·C .72 7158·M 5.73 
6·32 x 314" HI066·F 30 6010·e .73 6010·M 5.80 
6·32 x I" HI068·F 30 60n·e .83 6011·M 6.67 
6·32 x 11/4N HI070·F 30 7141·e 1.00 7141·M 8.00 

(E) G·C OVAL HEAD RACK AND CABINET. SCREWS 6·32 x 2" HI076·F 20 7148·e 1.50 7148·M 12.07 
8·32 x '14" HI082·F 30 6013·e .10 6013·M 5.55 STEEL - NICKEL PLATED 8·32 x%" HI083·F 25 60l4·e .75 6014·M 5.98 
8·32 x '12N HI084·F 25 6015,e .82 6015·M 6.48 Assorted Screws and 8·32.x SAl" 5654·e .87 5654·M 6.95 
8·32 x 314" HI086·' 25 6016·e .93 6016·M 7.42 Washers HI005·F 15 
8·32 x I" HI088·F 20 6017·e 1.07 6017·M 8.50 6·32 x '12" 6540·e .. 62 6540·M $4.93 
8·32 x 11/4" HI090·F 20 7142·e 1.25 7142·M 9.87 6·32 x SAl" 5691·e .68 5691·M 5040 
10·32 x '12" H1104·F 20 6020·e .95 6020·M 7.63 6·32 x 314" 6541·e .73 6541·M 5..80 

8·32 x 0/." 5692·e .87 5692·M 6.95 10·32 x SAl" 5655·e 1.03 5655·M 8.32 8·32 x 314" 6542·e .95 6542·M 7.42 10·32 x 314" H1106·F 20 6021·e 1.12 6021·M 8.93 1(}'32 x '12" 8848·e .95 8848·M 7.60 10·32 x 1" H1108-F 17 6022·e 1.25 6022·M 10.05 10·32 x SAl" 5693·e 1.03 5693·M 8.32 10·32 x 1'12" H1112·F 15 7143·e 1.,65 7143·M 13.22 1(}'32 x 314" 6543·e 1.12 6543~M 8.·93 

(B) G·C ROUND HEAD MACHINE SCREWS (F) G·C ORNAMENTAL HEAD SCREWS 
BRASS - NOT PLATED STEEL - BRONZE PLATED 

Assorted H1210·F 30 Assorted H1250·F 20 
6·32 x 314" H1252·F 25 1097·e 1.28 1097·M $10.27 

2·56 x '14" 5657·e .67 5657·M $ 5.32 6·32 x 1" H1253·F 20. 1098·e ·1.40 1098·M 11.28 
2·56 x '12" 5658·C .80 5658·M 6.42 8·32 x 1'14" H1255·F 12 1099·e 1.92 1099·M 15.30 
2·56 x SAl" 5659·e .87 5659·M 6.97 
2·56 x 3/4" 5660·e .93 566(}'M 7.50 
3·48 x 3/4" 5661·e 1.05 5661·M 8.33 

(G) G·C WOOD SCREWS 4·36 x '14" 5662~e .80 5662·M 6.45 
4·36 x '12" 5663·e 1.02 5663·M . 8.10 ROUND HE~D - STEEL - NICKEL PLATED 4·36 x SAl" 5664·e 1.10 5664·M 8.82 
4·36 x 314" 5665·e 1.20 5665·M 9.53 Assorted H1502·F 25 4·40 x '14" 5666·e .80 5666·M 6.45 No.4 x '12" 6114·C .70 6114·M $ 6.23 4·40 x '12" 5667·e 1.02 5667·M 8.10 No. 4x SAl" 5694·e .85 5694·M 6.75 4·40 x SAl" 5668·e 1.10 5668·M 8.82 No.4 x 3/4" 6115·e .90 6115·M .. 7.20 4·40 x 314" 5669·C 1.20 5669·M 9.53 No.6 x 314" 6116·C .97 6116·M 7.73 6·32 x '14" 8501·C 1.08 8501·M 8.63 No.6 x I" 6117·e 1.20 6117·M 9.57 6·32 x %" 5670·C 1.15 5670·M 9.22 No.8 x 314" 6118·e 1.15 6118·M .9.15 6·32 x '12" 8502·e 1.30 8502·M 10.38 NO.8 x 1'14" 8071·e 1.58 8071·M 12.68 6·32 x SAl" 5671·e 1.43 5671·M 11.47 No. 10 x 1'12" 80ne 2.12 8073·M 16:95 6·32 x 314" 8503·C 1.58 8503·M 12.67 No. 12 x 1'12" 8075·e 2.70 8075·M 21.60 6·32 x 1" 8504·C 1.88 8504·M 15.00 No. 111 x 1314" 8076·C 3.80 8076·M 30.45 6·32 x 1'14" 5672·e 2.18 5672·M 17.82 
6·32 x 2" 5673·e 3.68 5673·M 29.40 
8·32 x 114" 8505·e 1.60 8505·M 12.78 
8·32 x %" 5674·C 1.68 5674·M 13.43 (H) G-C SPADE BOLTS OR MOUNTING SCREWS 8·32 x '12" 8506·e 1.92 8506·M 15.37 
8·32 x SAl" 5675·e 2.12 5675·M 16.92 STEEL - NICKEL PLATED 
8·32 x 3/4" 8507·C 2.35 8507·M 18.75 
8·32 x 1" 8508·e 2.80. 8508·M 22.35 Assorted H1570·F 15 
8·32 x 1'14" 5676·C 3.28 5676·M 26.25 A B C D E 10·32 X '12" 5677·e 2.43 5677·M 19.50 
10·32 x SAl" 5678·e 2.70 5678·M 21.67 No. 
10·32 x 3/4" 5679·C 2.95 5679·M 23.55 6·32 6 %2" lJi'6" 7((/' 6081,C 1.15 6081·M $ 9.15 
10·32 xl" 5680·e 3.52 5680·M 28.08 6·32 6 1%{' 7/." '}(6" 6082·C 1.55 6082·M 12.45 
10·32 x 1'12" 5681·e 4.80 5681·M 38.40 8·32 8 Ml' 1%,' 'M,' 6084·e 2.93 60M·M 23.40 
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SECTION 2800 

ELECTRONICS 

~ 

(A) G·C SHEET METAL SCREWS (H) G·C HEXAGON NUTS 
HEX HEAD - SLOTTED - SELF·TAPPING - NICKEL PLATED STEEL - NICKEL PLATED 
POINTED TYPE "An 50· Line 

50·Line 
Part Quan. Part Dlr. Net Part Dlr. Net 

Part Quan. Part Dlr. Net Part Dlr. Net 
Description & Specs. No. In Box No. Per 100 No. Per M 

Description & Specs. No. In Box No. Per 100 No. Per M Assorted H1800·F 30 

Asstd. H1300·F 25 
Thick· 

Asstd. No.4 & 6 
Thread Width ness 

Asstd. NO.8 & 10 2·56 M/' J1'6" H1802·F 30 7225·C $ .68 7225·M $ 5.52 
No.4 x '/2" H1350·F 35 6090·C $ .75 6090·M $ 6.00 3·48 ~6" Ji'." H1803·F 30 7226·C .68 7226·M 5.52 

NO.6 x '14" H1362·F 30 6091·C .85 6091·M 6.83 4·36 1J4" %2 11 H1805·F 30 6041·C .67 6041·M 5.28 

No.6 x 3k" H1363·F 25 6092·C .87 6092·M 6.97 4·40 1/4 " %2" H1804·F 30 6041·AC .67 6041·AM 5.28 
No.6 x '12" H1364·F 25 6093·C .92 6093·M 7.3? 5·40 ~,' U4" 6045·BC .73 6045·BM 5.82 
NO.6 x %" 5695·C .95 5695·M 7.57 6·32 1J4" %2" H1806·F 30 6042·C .68 6042·M 5.52 
NO.6 x 34" H1366·F 20 6094·C 1.00 6094·M 7.95 6·32 'if,' "U4" H1807·F 30 7230·C .73 7230·M 5.82 
No.8 x )/0" H1382·F 20 8102·C 1.00 8102·M 8.03 8·32 '14" %" H1808·F 30 6043·C .73 6043·M 5.85 32 

NO.8 x 3k" H1383·F 20 6095·C 1.05 6095·M 8.33 8·32 1~2" Va" H1809·F 30 7233·C .73 7233·M 5.85 
NO.8 x '12" H1384·F 20 6096·C 1.08 6096·M 8.63 10·32 3k" 7/;" H1810·F 30 6044·C .97 6044·M 7.68 •• 
No.8 x %" 5696·C 1.10 5696·M 8.78 10·32 3k" Va" 6049·C .87 6049·M 6.98 
No.8 x 1" H1388·F 15 6097·C 1.38 6097·M 11.03 '14·20 J16" :J'16 11 H1820·F 25 7235·C 1.33 7235·M 10.62 
No. 10 x 3k" H1403·F 15 6098·C 1.18 6098·M 9.52 '~,·32 716" J{6" 7236·C 1.95 7236·M 15.60 
No. 10 x J/," H1404·F 15 6099·C 1.27 6099·M 10.13 3Al·32 Xo" %," H1923·F 15 6050·AC 1.47 6050·AM 11.70 
No. lOx %" H1406·F 12 6100·C 1.40 6100·M 11.17 U.·27 Xo" 1/8" H1924·F 10 7238·C 3.30 .7?l>·M 26.40 

'%2·32 'X6" 7/;.' 6050·BC 1.80 605(}'BM 14.40 

(B) G·C ESCUTCHEON PLATE SCREWS (J) G·C BRASS HEXAGON NUTS 
ROUND HEAD - SLOTTED - BRONZE PLATED NOT PLATED 

Asstd. H1500·F 25 Thick· 
No.2 x 1/4" 1091·C $ .72 1091·M $5.70 Thread Width ness 
No.2 x 3k" 1093·C .72 1093·M 5.70 2·56 ~t Ji'o" 7241·C $ .98 7241·M $ 7.83 

3·48 3{6" 316" 7242·C .90 7242·M 7.13 
4·36 1/4" %2" H1842·F 35 7243·C 1.18 7243·M 9.42 

(C) G·C RADIO KNOB SET SCREWS 
4·40 1/4" %,' H1844-F 25 7244·C 1.17 7244·M 9.33 

6·32 1/4" %2" H1846-F 25 7245·C 1.17 7245·M 9.30 
SLOTTED - HEADLESS - CUP POINT Standard 6-32 ~l' %.' 5697-C 1.40 5697·M 11.18 

8·32 1/4" %,' 5698·C 1.17 5698·M 9.30 
8-32 'if6' ~" H1848-F 15 7248·C 1.40 7248-M 11.18 

Asst. 6-32, 8·32, 10·32 H1605-F 15 10-32 3k" '18" H1850·F 15 7249·C 1.53 7249-M 12.27 
6·32 x ~ .. ' H1623-F 15 60nc $1.80 6072·M $14.40 '14·20 'K6" ~6" 5699-C 3.13 5699·M 25.02 
8·32 x ~ .. ' H1633·F 15 6075·C 1.80 6075-M 14.40 
8·32 x '14" H1634·F 15 6076·C 1.80 6076-M . 14.40 
10·32 x '14" 6079·C 1.80 6079-M 14.40 no G·C MOUNTING NUTS 

STEEL - NICKEL PLATED 
Assorted H1920·F 12 

(0) G·C ALLEN HEX SET SCREWS Thick· 

STEEL - HEADLESS Thread Width ness 
'~,·32 Uo" J{/' 7236-C $1.95 7236·M $15.60 

Asstd. lengths, 4·36 H1674-F 5 (Rotary Switch Size) 

Asstd. lengths, 6-32 H1676-F 5 3k·32 X6" %i' H1923·F 15 6050-AC 1.47 6050-AM 11. 70 

Asstd. lengths, 8·32 H1678·F 5 (Volume Control Size) 

8-32 x '18" 7201·C $4.93 7201-M $39.45 U.-27 Xo" Va" 7238-C 3.30 7238·M 26.40 

8·32 x ~ .. ' 7202·C 4.93 7202·M 39.45 (Pilot light Size) 
'%,·32 Xo" 7i." H1924·F 10 6050·BC UIO 6050·BM 14.40 

(Toggle Switch Size) 
'%,·32 Round 71'6" H1926·F 8 6050-CC 3.47 6050-CM 27.78 

(E) G·C PHONOGRAPH NEEDLE AND STYLUS SET SCREWS Ring Nut 

STEEL - BRONZE PLATED 
(Toggle Switch Size) 

No. 1052 Ass't., 15 (Ll G·C ACORN NUTS in Box ..... Dlr. Net $ .36 
Assorted H155(}'F 12 SOLID BRASS - NICKEL PLATED 
No. 1053 Asst., 100 in Assorted H1950·F 10 
Box .......... Dlr. Net $7.35 H1551-F 12 6·32 6031-C $2.82 6031·M $22.50 

2-56 x Xo" H1553·F 12 $ .67 P1-M $ 5.28 8·32 6032·C 3.00 6032·M 24.00 
1·72 x '%,' H1555-F 5 1.67 P6·M 13.32 10-32 6033·C 3.63 6033·M 29.10 

(F) PHONO CARTRIDGE MOUNTING SCREWS (M) G·C KNURLED THUMB NUTS 
STEEL - NICKEL PLATED BRASS - NICKEL PLATED 

Assorted H1941·F 10 
Assorted· H1560·F 60 6·32 Hl943·F 8 6655-C $2.27 6655·M $18.15 

4-36 x '14" H1562-F 40 6005-1C .48 6005-M $3.87 8·32 H1944·F 8 6656-C 2.27 6656-M 18.15 
4-40 x '14" H1564-F 40 6005·AC .48 S005·AM 3.87 1(}'32 H1945-F 5 6657·C 4.98 6657-M 39.90 

(G) G·C TINNERMAN SPEED NUTS (N) G·C WING NUTS 
NICKEL PLATED 

Assorted H1960·F 30 Assorted H1931-F 10 
No.4 6051-C $ .93 6051·M $ 5.70 6·32 H1933·F 10 6658·C $3.32 6658·M $26.52 
No.6 6052·C .78 6052-M 6.23 8·32 H1934·F 10 6659·C 2.45 6659·M 19.65 
No.8 6053'C .78 6053·M 6.23 10·32 H1935·F 8 6660-C 2.73 6660·M 21.90 
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I SECTION 2800 I 

Icac:1 RADIO AND; TV HARDWARE 
ELECTRONICS ~. _ HINGED COVER I (J BOXES OF 100 

~ .' PLASTIC BOXES ~,,' Standard Carton 
DI;'0N~~N~~ ~:..~ 10 Boxes of 100 

Per Box 

~O@~<G~cIJllO~._· ~® ® © @ ® ®@ ~®~ @ ® CD ® 

(A) G·C METAL WASHERS 
NICKEL PLATED 

Desc. and Spec. 
Asstd. 

Screw 
Size Hole Thick· 
No. Size 0.0. ness 

4 'Is" ~2" }~i' 
6 %,' %" ~2" 
8 'X,' ~.' X2" 
10 ';1M" %" Xl' 
10 '%" J16" ~,' 
10 ';1M" 1/2" .049 
12 .228 ~ .. ' '.021 
1/4" %,' %" 316" 
1/4" 1~" 1/2" X," 
~,' ~.' 

TXill X611 

(B) G·C LOCK WASHERS 

50·Line 
Part 

No. 
H870·F 

H874·F 
H876·F 
H878·F 
H880·F 

H882·F 

INTERNAL LOCK WASHERS 
CADMIUM PLATED 

Asstd. All Types H91N 
Asstd. Internal Screw H920·F 
Screw Size O.D. 

2 H922·F 
3 
4 H924·F 
6 %2" H926·F 
8 2Ui' H928·F 
10 %" H930·F 
1/4" 'Xi" 
~6" 1%,," 
%" lX," 
%" ~6" H938-F 
1%2" 1%2" 

(C) EXTERNAL LOCK WASHERS 
CAD PLATED 

Asstd. H950·F 
No.4 
No.6 
No.8 
No. 10 
No. 1/4" 1/2" 
No. %" 131'6" 

(D) SPLIT TYPE LOCK WASHERS 
CAD PLATED 

Quan. 
In BOx 
80 

80 
80 
80 
70 

50 

45 
50 

35 

50 
50 
50 
45 

25 

60 

Asstd. H960·F 60 
Screw 

Size 0.0. Thick. 
No.4' 3(6" U/' 
No. 6 '%4" Ji2~' 
No. 8 ,~,.' .025 
No. 10 ~,' .050 
No. V4" 'M6" %4" 

(E) G·C SPRING FRICTION WASHERS 
Asstd. H750-F 12 
A B C Thlcl!. 

"i' !J{6" J~i' .012 
'M6" %" Ji2" .008 
3{6" M6" X,' .008 
X" X.' ]16" .012 

(F) G-C CUP FINISHING WASHERS 
NICKEL PLATED 

Asstd. Screws & Washers. 
Asst(i; Wasllers 
I'iQ.Ji. 
No; 8 
"No. io 

HI005·F 15 
H805-F 40 
H8~;F .45 

" H$08"1".45 
H810·F 35 
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Part Dlr. Net Part Dlr. Net 
No. i'er 100 No. Per M 

6154-C $ .30 6154·M $ 2.25 
6155·C .28 6155·M 2.25 
6156·C .30 6156·M 2.37 
7306·C .32 7306·M 2.55 
7307·C .30 7307·M 2.37 
6157·C .40 6157·M 3.18 
7308·C .35 7308·M 2.78 
6158·C .47 6158·M 3.6Q 
73l1·C .63 7311·M 5.07 
7312·C .58 7312·M 4.68 

7322·C $ .72 7322·M $ 5.78 
7323·C .63 7323'M 5.03 
7324·C ..45 7324·M 3.63 
7326·C .45 7326'M 3,63 
7328·C .50 7328·M 3.98 
7330·C .50 7330·M 3.98 
7332·C .65 7332·M 5.25 
7333·C .82 7333·M 6.53 
7334·C 1.10 7334·M 8.78 
7335·C 1.25 7335-M 9.98 
7338·C 1.58 7338·M 12.63 

7354-C $ .45 7354·M $ 3.63 
7356·C .45 7356·M 3.63 
7358-C .50 7358·M 3.98 
7360-C .48 7360·M 3.87 
7361'C .65 7361·M 5.22 
7363·C .97 7363·M 7.68 

6503-C $ .57 6503·M $ 4.50 
6504·C .48 6504-M 3.90 
6505·C .47 6505·M 3.70 
6506-C .. 53 6506·M 4.32 
6507·C .80 6507·M 6.38 

1385·C $1.95 7385·M $15.60 
7386·C 1.65 7386·M 13.27 
7387-C 1.62 7387·M 12.93 
7389·C 1.87 7389-M 14.77 

6161·C. $.40 S161.M$ 3,ia 
6162-C '",42 61ll2·M 3.38 
616J;C.55 . 6i.sll·M4.47 

Net 

(G) G·C C·WASHERS AND RETAINING RINGS 
STEEL·CAD PLATED 

50'Line 
Part Quan. Part Dlr. Net 

Desc. and Spec. No. In Box No. Per 100 

Asst'd. C·Washers H770·F 25 
Shaft 
Diam. A B C D 
'X.' .171 .125 .062 .031 H772·F 15 
1/4" .234 .156 .046 .031 H774·F 15 
1/4" .260 .187 .062 .031 
1/4" %," 0.0. Wire Ring .029 H778·F 50 

(H) S·C HAIR PIN COTTERS 
Asstd. H380·F 50 
A B C 

%2" X6" .026 
%" X6" .026 
'%,' %2" .026 
1/2" %,' .026 
2~i" "'6" .032 

(J) G·C FLAT FIBRE WASHERS 
Asstd. H820·F 35 
Screw 

Size 1.0. 0.0. Thick. 

6 .140 1/4" ~" H824·F 30 
8 'Jil' %" U2" H825·F 30 
10 .196 %" ~" H826·F 30 2 • 
1/4" 1/4'" 1/2" ;1M" H827·F 24 
%" .390 2%4/1 ~" H828·F 20 
1~2" 1Mi' 114'" U211 

(10 G-C EXTRUDED FIBRE WASHERS 

Asstd. Extruded & Flat H854·F 30 
Asstd.· Extruded H855·F 30 
Screw 
Size A B C D 

6 ~.' .187 .140 .039 
8 %" .250 .169 .031 
10 ~ .. ' .255 .196 .032 
1/4" 1/2" .375 .250 .032 
%" %" .437 .380 .031 H864-F 20 

(Ll G-C SNAP BUTTON HOLE PLUGS 
NICKEL PLATED 

Asstd. fl300·F ' 8 

6182·C $ .95 
6183·C 1.07 
6184·C 1.10 
6185·C .42 

7375·C $ .48 
7376·C .42 
7377·C .47 
7378·C .42 
7379·C .50 

6513·C $ .42 
6514·C .42 
6515·C .42 
6516·C .47 
6517·C .77 
6518-C .77 

6525·C $ .87 
6526·C .87 
6527·C .95 
6528·C .95 
6529·C .98 

No. 1710 Asst. 50 Plugs in Box Olr. ttet $3.05 

V4" 1%2" V4" 1~" %/' H306·F 8 1711·AC$ 2.25 
~ .. ' u(t 1/4" 'u.." Ji'6" 1711·BC 2.40 
%" '~2" %" 2%4" %." H308·F 8 1711·C 3.08 
1/2" 2~" l~" 1%2" %4'" H310·F 6 1712·C 3.08 
%" su,." %." 4Jk" %/' H312·F 6 1713·C 3.30 
'¥4" ';(6" 1%4" 4%4" %2" H314·F 5 1714·C 3.60 
~8" Fits Switch Box Knockout Hole 1714·AC 4.62 
1 " 1%2" 1%,." lJit %4" H316·F 5 
11/0" 1~" 1~2" 1~" %2" 
11/4" IK,' ~6" 11U4" '%2" 
1%" IX,' 1%J" 11%2" %2" 
lU6" 13%4" 2~" 1'%2" }t4" 
11{2" 14Ji.c" 1~" 11~2" %2" 

(M) G-C SNAP-IN VENTILATING PLUGS 
ftltKELPLATED 

1715-AC 4.95 
1715·BC 5.93 
1715·C 6.45 
5700·C 7.13 
5701·C 7.28 
5702·C 9.38 

Part Dir. Net 
No. Per M 

6182·M $ 7.53 
6183·M 8.58 
6184·M 8.73 
6185·M 3.30 

7375·M $ 3.90 
7376·M 3.30 
7377·M 3.78 
7378·M 3.30 
7379·M 3.93 

6513·M $ 3.30 
6514·M 3.30 
6515·M 3.30 
6516·M 3.68 
6517·M 6.12 
6518·M 6.12 

6525·M $ 6.90 
6526·M 6.90 
6527·M 7.53 
6528·M 7.53 
6529·M 7.92 

1711·AM 18.00 
1711·BM 19.20 
1711·M 24.60 
1712·M 24.60 
1713·M 26.40 
1714·M 28.00 
1714-AM 36.90 
1715·AM 39.60 
1715·BM 59.40 
1715·M 51.60 
5700·M 57.00 
5701·M 58.20 
5702·M 75.00 

}:'! PunChed .leiles 
1" Screen Vent 

H334-F41709-C $ 8.10 1709·M$65.16 
1708·C 21.38 1708·M 170.99 
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I SECTION 2800 I 

Icac:1 RADIO AND TV HARDWARE 
ELECTRONICS 

~ ~ 
HINGED COVER 

PLAST I C BOXES 
-50LlNE­
Olr. Net 36c 

Per Box 

E~" Standard Carton I (J BOXES OF 100 

.=~- 10 Boxes of 100 

G·C SNAp·IN TRIMOUNTS 

Description & Specs_ 
No. 1720 Asst. 
100 Trimounts 
Net Price $ .82 
Assorted 
To Fit 
Hole A B 
'18" X2" ~6" 
'18" %2" 1"4" 
.136 lJ.i'2f1 lUl' 
.136 2%4'" %2" 
%2" ~6Xl~2" 2~4'" 
%2" ~6xlJ1'2" 2Xi" 

50·Line 
Part Quan. 

No. In Box 

H370·F 20 

H373·F 25 

H375·F 20 
H378·F 17 
H379·F 15 

G·C SOLDERING LUGS TINNED 

No. 1020, 100 Ass!. 
Olr. Net ........ $ .67 
Assorted 
No.6, %" Length (A) H100·F 30 
No.6, 2%2" Length (B) 
No.8, '%2" Length (B) 
No.6, 2%2" Length (C) H104·F 25 
No.8, 2%2" Length (C) H106·F 25 
No. 10, '%2" Length (C) 
No.6, '12" Length (D) 
No.8, '"".' Length (D) 
No. 10, '"".' Length (D) 
No.6, '){.' Length (D) HI08·F 30 
No.6, U," Length (E) H1l2·F 30 
NO.8, U.' Length (E) H1l3·F 30 

Part Dlr. Net 
No. Per 100 

172I·C $1.13 
1722·C 1.20 
1723·C 1.38 
1724·C 1.45 
1726·C 1.77 
1727·C 1.77 

8466·C $1.58 
8467·C 2.82 
8468·C 2.65 
1021·BC 1.05 
7445·C 1.20 
8473·C 1.17 
5708·C .90 
5704·C 1.68 
5705·C 1.68 
l-021·CC .93 
1021·FC .92 
7451·C .87 

G-C FAHNESTOCK CLIPS NICKEL PLATED 

Assorted 
L 

(A) '12" 
(B) 3"," 
(C) 1){.' 
(D) 1'12" 
(E) %" 

W Hole Wire 
'%2" 4 16 
;r.' 6 14 
%" 8 10 
;r," 6 10 
;r.' 6 14 

H590·F 12 

H592·F 15 
H594-F 14 

6391·C 1.50 
6302·C 1.73 
6303·C 2.97 
6304·C 11.02 
6306-C 4.03 

Part Dlr. Net 
No. Per M 

1721·M $ 9.60 
1722·M 9.90 
1723·M 11.10 
1724·M 11.63 
1726·M 14.10 
1727·M 14.10 

8466·M $12.63 
8467·M 22.50 
8468·M 21.15 
1021·BM 8.40 
7445·M 9.57 
8473·M 9.30 
2708·M 7.50 
5704·M 13.50 
5705·M 13.50 
1021·CM 8.08 
1021·FM 7.38 
7451·M 6.98 

6301·M $13.05 
6302·M 13.98 
6303·M 23.85 
6304·M 77 .33 
6306·M 32.28 

G-C CABLE HOLDER CLAMPS NICKEL PLATED 

Assorted H500-F 20 

To fit Cable 
Mounting 

Hole 

'18" to ~.' NO.6 H502-F 25 6251·C $ .98 
"" .. ' to '14" NO.6 H503·F 20 6252·C 1.12 
'I," to ;r.' No.6 7503-C 1.73 
;r.' to '12" NO.6 H506-F 15 6253-C 1.27 
Baseboard Clips Blk. H509-F 20 8345·C 2.07 

G-C TERMINAL STRIP ASSORTMENT 
1/16" INSULATION - 3/8" SPACING 

Assorted 
1 Lug 
2 Lugs 
3 Lugs 
4 Lugs 
5 Lugs 
6 Lugs 
7 Lugs 
8 Lugs 

H250-F 4 
1781-C 
1782-C 
1783·C 
1784-C 
1785·C 
1786-C 
1787·C 
1788-C 

,.. G-C COMPRESSION SPRINGS 
Ass!. Sma II H440-F 20 
Asst. Large H441·F 15 

© U.C.P., Inc. 
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$ 2.70 
2.70 
2.82 
3.90 
4.50 
4.80 
8.70 
9.60 

6251·M $ 7.83 
6252·M 8.88 
7503-M 13.80 
6253·M 10.13 
8345·M 16.17 

Net 

G-C DIAL CORD CLIPS NICKEL PLATED 

50·Line 
Part Quan. Part Dlr. Nel Part Dlr. Net 

Description & Specs. No. In Box No. Per 100 No. Per M 
Used on 
Cord No. A B C H745·F 30 
75·75A '/8" 'U4" %2" H746·F 40 6221·C $ .68 6221·M $ 5.43 
74·74L '14'" %r %{' 6222·C .77 6222·M 6.08 
73·73X ~," %l' ~," 6223·C .78 6223·M 6.30 

lG., G·C FUSE CLIPS 
For '14" Fuses, No. 6 
Mounting Hole TV Fuse H600·F 12 6311·C $1.85 6311·M $14.82 
Clip, No. 8618 

($ .25) Net) 

No.6, 1" Length (F) H114·F 25 7454·C $ .67 7454·M $ 5.33 
No.8, 1" Length (F) H117·F 25 7455·C 1.85 7455·M 14.85 
No. 10, 1" Length (F) H1l8·F 25 7456·C 1.85 7456·M 14.85 

No. 4, '~.' Length (G) 7458·C 1.85 7458·M 14.85 
No. 8, '~," Length (G) 7460·C 1.87 7460·M 14.88 
No. 10, '~.' Length (G) 7461·C 1.87 7461·M 14.88 
No.6, %" Length (H) H122·F 20 7462·C 1.07 7462·M 8.52 
No.8, %" Length (H) 7463·C 1.07 7463·M 8.52 
No.4, 7/8" Length (E) 5706-C 1.68 5706·M 13.50 
No.8, 7/8" Length (E) 5707·C 1.68 5707·M 13.50 
No.6, 7/8" Length (E) 5708·C 1.68 5708·M 13.50 
No.6, '){.' Length (J) H124·F 25 7441·C 1.18 7441·M 9.45 
No.8, '){.' Length (J) HI34-F 25 7442·C 1.13 7442·M 9.12 
No. 10, '){.' Length (J) HI02·F 25 1021·AC 1.13 1021·AM 9.12 
Solderless TV Line Lug (K) H225·F 10 8633·C 1.65 8633·M 13.13 

& 
® 

G=:i~i;:;:;;;;ii;~,J G-C DIAL DRIVE TENSION PHONO SPRINGS 
STEEL CAD. PLATED 

Ass!. Reg. Dial Drive 
Ass!. Small Dial Drive 
No. 1055 Kit of 25 Ass!, 

Net ............ $1.23 
Net ............ $3.57 

No. 1056 Kit of 100 Ass!, 

Ass!. Lge. Tension Spgs. 
Ass!, Sm. Tension Spgs. 

Wire Old 
ABC Size No 

'18" y," '14" .019 Tl 
l}jj" 1" %" .019 T2 
~.' 1" 0/8" .020 T3 
"".' 13.1!" 1" .020 T4 
'14" lY:!" 1" .026 T5 
'14" 2:' lY," .026 T6 

H401·F 

H400-F 10 

H421-F 10 
H420·F 10 

Part Dir. Net 
No. Per 100 

6450-C $ 5.03 
6451-C 3.78 

Part Quan 
No. In Bx 

H403·F 10 
H406·F 8 
H408·F 8 
H41O·F 8 
H412·F 6 

. 6452·C 4.23 
6453·C 4.33 
6454-C 5.60 
6455·C 6.92 

Part Dir. Net 
No. Per M 

6450·M $40.33 
6451·M 30.30 
6452·M 33.82 
6453·M 34.72 
6454·M 44.85 
6455-M 55.35 

G-C PHONO TURNTABLE MOUNTING SPRINGS 

Wire NO. of 
O.D. Lgth. Size Coils 

l"x'){.' '~.' .079 4 7497·C $ 3.17 7497-M $25.35 

G·C DIAL PULLEYS BRASS 

Assorted H1966·F 
(Groove 

A B C DWd.) 
%" .120 1/6" %2" 6057-AC 4.62 6057-AM 36.97 
~ .. ' .067 l%i" Va" 6057·BC 6.85 6057·BM 54.88 
112'" Vs" "" .. ' ~2" 6057·GC 8.48 6057·GM 67.93 

.620 .128 .165 U6" 6057·CC 9.35 6057-CM 74.76 

.860 .128 %2" .050 6057·FC 16.05 6057·FM 128.34 
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ELECTRONICS 

ijl 

G·C RADIO KNOB SPRINGS 
50'Line 
Part Quan. Part Olr. Net Part Olr. Net 

Description & Specs. No. In Box No. Per 100 No. Per M 
Asst. H480·F 18 
TV Spring Asst. H460·F 12 
No. 1050 Kit of 35 Springs 
No. 1051 Kit of 100 Springs 

Width Length 
For Knob Shaft Oia. 

(A) %," Light ](6" 1f4" H482·F 20 6460·C 1.05 6460·M $ 8.38 
(B) %,' Heavy u.' 1/4" H484·F 20 6461·C 1.10 6461·M 8.78 
(C) %," ~6" 1/4" H487·F 20 6462·C .88 6462·M 7.10 

(AI G·C BRASS EYELETS 
50·Line 
Part Quan. Part Olr. Net Part Olr. Net 

Description & Specs. No. In Box No. Per 100 No. Per M 
Asst. Rivets and Eyelets H526·F 55 
Asst. Eyelets and Clamps H744·F 60 
Eyelet Asst. H51O·F 50 

Length 
Shank Under Head 
Oia. Heail Oia. 

.087 Va" .145 7251·C $ .28 7251·M $ 2.27 

.087 %2' .145 7252·C .35 7252·M 2.85 

.087 %2' .145 7253·C .47 7253·M 3.20 

.087 lJiz" .180 7254·C 1.08 7254·M 8.70 

.123. %,' .197 H515·F 50 7257·C .50 7257·M 3.98 

.123 %2' .195 7259·C . 40 7259·M 3.20 

.123 1J4" .195 7260·C .52 . 7260·M 4.15 

.123 %,' .195 7261·C .53 7261·M 4.25 

.125 !k'/' .289 7264·C .92 7264·M 7.30 

.127 '%2' .222 7265·C 1.12 }265·M 8.93 

.182 ~6" .315 7269·C .32 7269·M 2.53 

(BI G·C RIVETS NICKEL PLATED 
Asst. Rivets and Eyelets H526·F 55 
Rivet Assortment H525·F 50 
TV Interlock Receptacle 

Rivets H527·F Asst. 

Shank Oia. 
Length 

Under Head 
.059 %." 7276·C $ .88 7276·M $6.98 
.059 . ~6" 7277·C .88 7277·M 6.98 
. 059 V4". 7278·C .58 7278·M 4.72 
.088 ~6" 7280·C .95 7280·M 7.53 
.098 ~6" 7283·C .98 7283·M 7.92 
.121 lfs" 7286·C .77 7286·M 6.20 
.121 ~.' 7288·C .60 7288·M 4.75 
.121 V4" 7290·C .62 7290·M 4.95 
.121 1/2" 7293·C .65 7293·M 5.15 
.146 M/' 7296·C .73 7296·M 5.82 

(CI G·C GRID CAPS NICKEL PLATED 
Asstd. H609·F 8 
Glass 6291·C $1.33 6291·M $10.73 
Metal' 6292·C 1.35 6292·M 10.77 
TV Spring Type, Asstd. H610·F 
V4" High·Voltage 8838· 8838· 

IRC 3.80 IRM 30.35 
%" High·Voltage 8838· 8838· 

2RC 3.97 2RM 31.75 
V4" Insulated High·Voltage H612·F 8834·C 25.13 8834·M 228.96 
%" Insulated High·Voltage H614·F 8835·C 25.13 8835·M 228.96 

(0) G·C RUBBER GROMMETS 
Asstd. Soft Grommets H025·F 15 
No. 1040 Kit of 50 

Asstd. Grommets Net $.75 

A B C 0 E 
H030·F 16 1041·2C $1.12 1041·2M $8.93, 
H032·F 14 1041·C 1.27 1041·M 10.08 
H034·F 12 1042·C 1.68 1042·M 13.50 
H036·F 10 1043·C 1.90 1043·M 15.15 
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Description & Specs. 
(D) %" ~2" :114" 
(E) ~l' '%2' 1/4" 
(F) %,' %" 114" 
(G) %2" 1J4" 1/4" 
(H) %2" l/2" 1/4" 
(1) %!" %" 1/4" 
(K) 'u.," V4" 1/4" 
(L) %" %" 1/4" 
(M) %" ]1," . , 1/4" 
(N) %" M6" ~6" 

~ ~© 

50·Line 
Part Quan. 

No. In Box 
H489-F 10 

H492·F 8 

H494·F 10 

H497·F 10 
H498·F 10 
H499·F 10 

Part,. D Ir. Net Part Olr. Net 
No. Per 100 No. Per M 

6463·C $1.18 6463·M $ 9.40 
6464·C 1.85 6464·M 14.78 
6465·C 2.35 6465·M 18.83 
6466·C 2.80 6466·M 22.43 
6467·C 1.27 6467·M 10.10 
6468·C 1.50 6468·M 11.23 
6469·C 2.35 6469·M 18.83 
6470·C 1.50 6470·M 12.02 
6471·C 2.55 6471·M 20.40 
6472·C 2.33 6472·M 18.68 

TV Knob Spring .202" Shaft H462·F 10 8541·C 1.27 8451·M 10.10 
TV Knob Spring 

%" Flat Shaft H464·F Hj 8542·C 1.52 8542·M 12.08 

50-Line 
Part Quan. Part Olr. Net Part Olr. Net 

No. In Box No. Per 100 No. Per M 

5710·C $3.80 5710·M $30.42 
7566·C 2.45 7566·M 19.53 
5711·C 3.53 5711·M 28.27 
5712·C 5.15 5712·M 41.22 

H038·F 8 1043·IC 2.88 1043·IM 26.40 

7569·C 5.75 7569·M 45.93 
5715·C 6.80 5715·M 54.36 
5716·C 5.73 5716·M 45.90 
5717·C 11.55 5717·M 92.33 

(EI G·C PURE GUM GROMMETS 
SOFT RUBBER GROMMETS FOR SHOCK DAMPENING . 
FOR MOUNTING TUNING CONDENSERS, SOCKETS, PHONO 
MOTORS, ETC. 

Asst. H040·F 12 
No. 7581 Kit of 100 
Asst. Grommets. List $2.45 
ABC 0 E 
~6" ~6" MI" )1," ~6" H042-F 12 7S82-C 1.62 7582-M 12.90 
,../' 1/4" 114" Xl' %" H043-F 10 7S84-C 2.30 7584-M 18.38 

(FI G·C RADIO KNOB FELTS 
%" 0.0. x V4" Hole, Brown H76D-F 40 1065·C .38 1065·M 3.22 

(GI G·C RUBBER FEET - Screw Type 

H05H 8 
0.0 . 
%" 
V2" 
%" 

H052·F 
H054·F 
H056·F 

8 1075·BC .92 1075·BM 7.30 
8 1075·CC 1.47 1075·CM 11.70 
8 1075·FC 2.22 1075·FM 17.75 

(HI G·C RUBBER BUTTON BUMPERS 
A B c E 

0.0. Height Hole Height 
%" %" ~6" %6" 7596·C 1.43 7596·M 11.50 
1/211 ~6" V4" l/4" H058·F 8 7597·C 2.10 7597·M 16.85. 
%" U," %" ~6" 7598·C 3.38 7598·M 27.10 

(J) G·C RUBBER TACK BUMPERS 
%" 0.0. H071-F Hi 1075·C 1.85 1075·M 14.78 

(KI G·C FELT PADS 
Asstd. Felt Pads 
V2-" 0.0. x 1/4" 

Thick Felt Pads 

H07H 40 

(Ll G·C CORD STRAIN RELIEFS 

1071·C .30 1071·M 2.38 

Will Fit P.O.S.J. Cord H048·F 5 6675'C 5.27 6675·M 42.11 

(MI G·C ANGLES AND BRACKETS 
Asstd. 

A 
V4" 
'%" 
l12" 

H570·F 12 
C Hole Size 
%2" 6 
%2" 6 
%" 6 

6261·C 1.12 6261·!VI 8.97 
6262·C '.1.40 6262·M 11.12 
6263·C 1.58 6263·M 12.68 
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SECTION 2800 

RATIO DRIVES 
for FINE INSTRUMENT AND MACHINE CONTROLS 

RDlC(-) 

OUTPUT INPUT 

OUTPUT INPUT INPUT 

RATIO DRIVES-Ball Bearing Type 
Compact, durable, exceptionally smooth action 

These unique ratio drives employ precision ball bearings. Used for rotary control 
of components in instruments, they provide unexcelled smooth motion. Rugged­
ly built, permanently sealed and lubricated, JAN Ratio Drives accommodate ap­
plications where miniaturization is essential. 
Input and output shafts of these units operate in the SAME DIRECTION. 
Types "RDL" and "RDS" provide "in-line" input-output shafts. Type "ROLC" 
is supplied with concentric shafts whereby the output envelopes the input 
shaft. An added feature of type ROLCC is the output shaft in the rear. The front 
concentric can be used as a coarse tuning (1:1 ratio to the output in the rear) 
and the small diameter shaft in the front can be used for fine tuning. 

B 
Input Bolt-

CAT. Shaft Mtg. 
No. RATIO A 0.0. 1.0. C D E F Dia. 

RDS-l 2.70-1 ~ % H{6 Ye 3~2 

RDS-2 7.28-1 3~2 % 1~6 Ye 3~2 

RDS-3 19.65-1 1~2 % 1~6 Ye 3~2 
RDL-l 2.66-1 1 Ya );.\ lYe ll~6 );.\ % 11%2 
RDL-2 7.08-1 11%2 Ya );.\ lYe 1% );.\ 2%2 11%2 
RDL-3 18.80-1 1% Ya );.\ lYe 1% ~ 2%2 1% 
RDLC-1 2.66-1 1 Ya );.\ lYe 1% ~ lY2 11%2 
RDLC-2 7.08-1 1% Ya );.\ lYe lW6 ~ I%'4 1% 
RDLC-3 18.80-1 lW6 Ya );.\ lYe ll~6 ~ 2%2 1% 
RDLCC-1 7.08-1 1% Ya );.\ IVa ll~6 ~ Ui4 11%2 
RDLCC-2 18.80-1 ll~6 Ya li IVa ll~6 ~ 2%2 1% 

----,--------------------------------------
RIGHT ANGLE RATIO DRIVES 
Versatile, miniaturized, right ang!!! rotary controls. 
Featuring dual output stainless steel shafts at right angles to .input, these 
engineered drives provide an ideal type of instrument control. Available with 
matched bevel 'or worm gears covering a wide range of ratios. 
JAN'S WORM GEAR RIGHT ANGLE DRIVES are especiaily useful for handling 
spring or gravity-loaded components since the output shaft automatically locks 
in any desired position yet remains free for smooth adjustment by the input 
shaft. Assembled in dust-proof housings, the gears are permanently pinned in 
place on stainless-steel shafts mounted in oi lite bearings and held under con­
stant pressure. 

BEVEL GEAR RIGHf ANGLE DRIVES WORM GEAR RIGHT ANGLE DRIVES 
CAT. No. RATIO "An 

~ 
CAT. No. RATIO "An 

~ RABG-l 1:1 Va RAWG·l 5:1 ~ 
RABG·2 2:1 Va RAWG-2 10:1 ~ 
RABG·3 3:1 Va RAWG-22 12:1 ~ 

RAWG-3 20:1 ~ 

INPUT----

RAWS (-) 
RABS (-) 

OUTPUT --~~ 

, IL 
~

I- 1 
17 16! ---
32 ~ (4)v32 I, 16 

I lTAP ..Let 
-.' I •• I I" $- 1- 2 
T •• L~ 2. 

I',' 14 ~JI 
2J-, --4 8 f.L11 
JLJ. 1m t32 
RABG 2 RAWG 

OUTPUT 

rr~~ 
d, LFAu 

lDIAJT 4 

41~UT JL 
iSDIA, \ 

IDLER 

WHERE 

INTEGRITY 

COSTS 

JAN HARDWARE 
MANUFACTURING co., INC. 

NO MORE LONG ISLAND CITY, NEW YORK 
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SECTION 2800 

WHERE 

INTEGRITY 

COSTS 

.JAN HARDWARE 
MANUFACTU RING CO., INC. 

NO MORE 

JACK COVERS 

(TRIMMER COVERS) 

These sturdy Jack Covers fit jack or panel bushings and are 
used to keep out dust and moisture as well as to prevent inad, 
vertent disturbance of control settings. Outer surfaces are 
finished in standard colors of baked enamel. 

NOTE: No. J-1300 (SNAP-JACK) is made with toggle action. It 
snaps to open or shut position and will remain open until 
snapped shut; No. J-1304 is a miniaturized Jack Cover similar 
to a No. J-1301 but without thumb lift. 

.. J-1300 ( ) 
SNAP-JACK 

COVER 
(toggle type) 

J-1301 ( ) 
STANDARD 

··JACK COVER 

J-1304 ( ) 
MINI·JACK 

COVER To Order Colors: Specify: 
(·1) Black Wrinkle; (-2) Smooth Gray; (-3) Smooth Olive; 
(·4) Smooth Black. other colors.on request. 
Example: Jack cover, color black wrinkle, order as J-1300(·I). 

SHAFT LOCKS Cat. No. AK·51 00 thru No. AK·51 07 
Split·bushing, collet type locks. 

Used to securely hold the shaft of volume controls, capacitors, 
switches, etc. in position. Body and lock nut are brass-nickel 
plated. Supplied with nickel plated internal tooth lock washers, 
upon request. 

SPLIT BUSHING TYPE 

AK·5100 Standard Lock Nut 
AK·5101 Panel Mount Type 
AK·5102 Knurled Lock Nut 

(%" 0.0. Knurl) 

-00--
ri1 

AK5101 

For lf4" shafts, except AK 5103 

AK·5103 Miniature for VB" shafts 
(Not shown). 

AK·51OS Knurled Shaft Lock 
(1" 0.0. Knurl) 

AK·5107 Lock Nut (Round Head) 

BUSHING EXTENDERS 
Cat. No. AK·5075-1 thru No. AK·5075·11 

NYLON SHAFT LOCK 

One·piece, black nylon; 
fits standard %"·32 
thread of shaft bushing. 
Friction grip holds W' 
shaft to prevent acci· 
dental or vibrational dis· 
turbance of control 
settings. Adjustment for 
semi·permanent locking, 
provided. 

AK5102 
AK5106 

AK-5107 

I?ermit staggered mounting of components having W' shafts, 
behind·a panel. Useful in meeting problems of space economy. 
Supplied in nickel plated brass. 

Note: Extender No. AK-5075-9 is a locking (collet) type and is 
supplied by JAN with lock nut. 

t - 32 NEF 

Cat. No. "B"· "A" Cat. No. uB" "A" 
AK5075·1 5/" 

/8 %" AK5075·6 1%" ~/I 

Ai<5075·2 %" li" AK5075·i Hi.' j(,' 
AK5075·3 %" j(,' AK5075·8 Hi,' ~" 
AK5075·4 %" %1" AK5075·9 'J(,' Yi" 
AK5075·5 2W li" AK5075·10 12}(4" K6' 

AK5075·11 'lI." K,' 
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BAR·KNOB 
Cat. No. AK·1325 

KNOB LOCK 

Cat. No. AK·1326 

Precision cast aluminum 
for Y." shafts. Furnished 
with twi n set screws for 
shaft attachment. 
Provides a 1.P" integrally 
ca·st lever arm for heavy-load 
switching. Finished to speci· 

Black anodized aluminum 
with serrated edges for easy 
locking. Has twin set screws 
for firm attachment to li" 
shafts . 
Height j(,' x jf,' diameter. 

....L 

T 
Cat. No. K·1326 

CHASSIS & CABINET BUMPER Cat. No. AK574 ( ) 

Durable, low-friction polyethylene 
Guards against scuffing. Supplied 
in either black or russet brown, with 
recessed hole for screw or bolt usage. 

1'0 Order Colors: 
Black, specify (4); Brown, specify (7) 
Other colors on request 

TUBE BAIL ASSEMBLIES 
Positive protection against vibration and shock. 

Cat. No. 
AK574 

Spring-loaded tube holders give positive protection that is 
free of strain on tube. Available as single and twin tube hold­
downs. 

PANEL BEARING .& SHAFT ASSEMBLIES 
Cat. No. Ap·15350 series 
Used for rotary control of components. Passivated stainless steel 
shaft is W' dia. with one end flattened for attaching to knob 
control by set screws. Supplied completely assembled with two 
retaining rings, jam nut with lock washer and nickel plated, brass 
panel bearing. Fits all panels up to j(,' thick; mounts in '1St dia. 
hole. -J 

1.430 

Cat. No. 

AP 15350 

AP 15350·1 . 
AP 15350·2 
APi535il.3 

AP 15350· ( ) 

AP 15350 

Item 
Panel Bearing 

Panel Bearing & 
Shaft Assembly 

"L" Shaft Length 

Ill',' 
3" 
6" 
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I SECTION 2800 

HI-VOLTAGE INSULATED COUPLINGS 
U.S. PATENT NO. 2,681,378 

MEETS MIL SPECS : TEMPERATURE - HUMIDITV - SHOCK - VIBRATION - FUNGUS 

HI-VOLTAGE INSULATED COUPLINGS 

15 KV Breakdown 10 inch pounds torque 

Series No. AK·5079 & No. AK·5164 

CAT No. 

AK-S144-X-1 
AK-S 1-44-B-1 
AK-S144-X-2 
AK-Sl44-B-2 
AK-S164-X-1 

"A" 

Yo" 
Yo" 
Yo" 
:Va" 
Ye" 

"B" SHAFT "e" 
Ko" Slotted ~l' 
){.' Slotted ~6" 
~6" Slotted '%2" 
){6" Slotted lX2" 
~6" Slotted ~6" 

Engineered with stainless steel shaft and precision, screw­
driver tip molded· integrally with Mineral-Filled-Melamine in 
accordance with. Military Specifications. Completely shock, 
vibration and fungus proof, they operate with ease over an 
ambient temperature range of -75 to + 175" C. Supplied 
complete with nickel plated mounting hardware. 

STANDARD 
AK-S164-B-1 Yo" 
AK-S164-X-2 Ye" 

){6" Slotted ~l' 
~6" Slotted lX2" 

Stainless steel screw driver tip fits all standard slotted shafts 
(potentiometer, etc.) without need for further machining. 
Ideally suited to adjust high voltage controls thus protecting 
operating personnel against danger. They are also used to re­
duce ground capacitance on other types of sensitive instru­
ment controls. 

Cat. No. 5144 
10 KV Breakdown 
15 inch pounds torque 

TYPE 

WITH 

LOCKING 
TYPE 

AK-S164-B-2 Yo" 
AK-S164-X-3 %" 
AK-S164-B-3 Yo" 
AK-S164-X-4 Ye" 
AK-S164-B-4 Ye" 
AK-S169-X-S %" 
AK-S164-B-S %" 

AK-S079-X-1 ~6" 
AK-S079-B-1 ~t 
AK-S079-X-2 ~6" 

J.i'6" Slotted 1%2" 
Kl' No Slot '~6' 
J.i'6" No Slot 1~6" 

~6" No Slo~ 1~6" 
){6" No Slot l~l' 
K6" Slotted Minus ){6" 
7(6" Slotted Minus ){6" 

K6" Slotted Yo" 
J{6" Slotted Ye" 
~o" Slotted %2" 

This coupling is the same dimensionally as AK-5079, AK-5164 
except that the body and insulated portion of shaft is molded 
in reinforced fiberglass (CYMEL) per MIL Spec_ MIL-M-14E 
to withstand a minimum of 15 inch pounds torque. Can be 
used for switches, where greater torque is needed. 

BUSHING 
{ 

AK-S079-B-2 ~6" J{6" Slotted %2" 

COMMERCIAL INSULATED COUPLINGS 
30 KV Breakdown 
10 inch pounds torque 
Series No. AK-4160 
For TV and Industrial Applications 
These handy couplings, capable of withstanding 30 KV, are 
made of high grade Bakelite throughout except for the stain­
less steel screwdriver tip molded within the drive shaft. 
Mounting hardware suppiled. 

CAT No. "An "B" 
AK-4160-X-1 %" ~l' 

STANOARO{ AK-4160-B-1 Ye" ){t 
TYPE AK-4160-X-2 Ye" ~l' 

AK-416D-B-2 Ye" ){6" 

AUTOLINEAR (INSULATED) SHAFT COUPLINGS 
2.5 - 5KV BREAKDOWN 
Universal; miniature, self-aligning 
Cat. No. AP-1530 & AP-1538 

A unique series of shaft coupl,ers that 
accommodate either similar or dis­
similar Yo", ~.' or ]4" shafts. Permits 
offset misalignment to )1.' and 5° 
angle_ Operates free of backlash. 
Plastic insu lator between precision 
cast aluminum hubs. Each hub has 2 
set screws for firm attachment. Alo­
dine finish. 

DIA. 

SHAFT 

Slotted 
Slotted 
Slotted 
Slotted 

PART NO. HOLE "A" "B" "en 

t :Va" X" ~%4" ~2" 
AP-1530 -3 ~6" 

-4 ~" 

t Ye" :V!" 27M" lUo" 
AP-1538 -3 ~6" 

-4 ~" 

1---

"e" 
~6" 
~l' 
~6" 
~6" 

I 
I 
I 
I 
I 
1 __ - TYPICAL PART NUMBERS: AP-1530-34 

AP-1538-22 

© U,C.P., Inc. 

VOLTAGE RATING: AP-1530 - 2500 VOLTS 
AP-1538 - 5000 VOLTS 

NOTE: Specify uX" type for use with Hpots" having Va" long shafts 
and type "B" where "pot" shaft is V." long. 

AK-5164- ( ) 
AK-5079- ( ) 

~t~ 'Oi r-..... 
O~ . 

...ir8 

OFFSET-SHAFT (INSULATED) COUPLINGS 
10 KV Breakdown-±3000ffset 
Cat. No. AP-15299 

~ 

POT • 

Highly versatile, durable insulated couplings made with single-unit, 
molded Nylon-to-metal insert construction. Application requires two 
couplings-permits smooth control for two parallel shafts offset from 
each other up to 30 degrees at separations greater than 3 inches. 
Secured to component and control shafts by 2 set screws. 
Note: Coupling is accomplished with a V4" shaft of any length (not 

furnished). Coupling shaft keyed to coupler by steel drive pins 
supplied. I 

AP-15299~ _~ 0 J l 
: 2.J 

.095 L.--I 
0.0,4 DIA.: :gg~ 

PERPENDICUL"R~, 

--- - --- .. --
f-- t DIA, I j.-. 

SHAFT COUPLING Cat. No. AP-15150 
A rugged, nickel plated brass coupling for joining two ]4" shafts. 

Supplied with 4 set screws for firm attachment to shafts. 

Cat. No. AP-15151 Same as above, except with 2 set screws. 

AP-15150 AP-15151 
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I SECTION 2800 

"'AN HARDWARE 
MANUFACTURING CO., INC. 

Escutcheon 
. Cat. No. 

ET-120 
ET-125 
ET-135 
ET-150 
ET-16S 

LONG ISLAND CITY, NEW YORK Die cast aluminum and zinc alloy knobs 
manufactured in accordance with 
applicable military specifications. 

DELUXE CONTROL KNOBS 

GUARANTEED TO MEET ALL 
PERFORMANCE CHARACTERISTICS 

OF MIL STANDARD 91528 

A popular series of high-styled ·non-combustible 
knobs, molded from our specially formulated 
plastic (KR-23). 'Withstands thermal shocks 
from _75 0 to +850 C. Anodized aluminum in­
sert with 2 set screws at 90 0 illSlllres firm at­
tachment to control shaft. Available with dial 
skirt, with plain skirt or without skirt. FiniShes: 
Dull matte or glossy. Special colors on request. 

Cat. No. K·1375 

SLlP·CLUTCH, SAFETY KNOBS 
With Fixed or Retractable Spinners 

(For W' shafts) 

Designed· for driving devices such as variable capaCitors, inductors, potenti­
ometers, etc., these knobs <Ire based upon the principle of the "slip-clutch", 
automatically disengaging and slipping when a pre-determined torque has been 
exceeded. JAN'S SLIP-CLUTCH SAFETY KNOBS are fluted to aid in sensitive 
adjustments and are equipped with either a fixed or retractable spinner for 
fast turning. Insert-molded-to-Bakelite construction provide durable, backlash­
free units to safeguard delicate and costly instruments against careless or in­
advertent cranking beyond their normal stops. 

Cat. No. K-1376 is identical with No. K-1375 but has the additional feature 
or a retractable spinner. Spring loading provides positive, toggle-type 
action to lock spinner in either open or closed position. Model No. K-1376 
is designed for use where economy of space is essential. 

Cat. No. K-1475 Slip-Clutch knobs are designed similar to No. K-1375 except 
for larger dimensions and utilize cast aluminum in place of Bakelite. 

K1376 

1475 

SPINNER KNOBS 
With Fixed or Retractable Spinners 

Cat. Nos. K-1275 & K-1276 (For W' shafts) 

In appearance, these knobs are identical with No. K-1375 and No. K-1376 but 
without JAN'S Slip-Clutch mechanism. Made with sfngle-unit, molded Bakelite-to­
metal-insert construction, with two set screws for firm attachment to shafts. 

ALL KNOBS CAN BE FURNISHED TO FIT )Is" • ~t or X" SHAFTS 

ET-120 

ET-135 

A B C 
O.erall Overall Window 
Width Height Width 

2% lYe 1% 
3% 2'){, 2% 
2% lYe IJ1 
3% 2){, 2% 
2% 1% 14~ 

~: 
.--~~ ~ --~~~~ ~ 

ET-150 

ET-165 

ET-130 

SPECIFICATIONS - JAN ESCUTCHEONS 

0 Eft!.tive Thickness panel O·pening Mounting Holes Window Outer Dial F=Fa.e G=ln.1. 
Height Radius Only Flange Width Height Width Height 

I" PUt X, X, 21J1'2 nil 
21{, top 
2){, bottom H(~ 

1" 3),;1 X, ){, 31~~ 1!1 3}-2 117f~ 

Yo IVa X, ),;I IJ}{, l?{l 2!;,t 1% 
Y. 3Yo X, ){, 3~, H~2 3}1 11K, 
% 21i, Yo 3~2 11%2 2){, 131, 

Type of 
Dial 

Circular 

EM-325 

'~ ~'l 
G1 ~ \,/ 

Material 

Injection 
Molded 
Tenite II, 
Black Matte 
Finish 

ESCUTCHEON PLATES 
For Elegant Framing 

of Panel Openings 

NON INFLAMMABLE 

JAN'S molded, black, shock-resistant 
plastic escutcheons are available in 
an exceptionally wide variety of dif­
ferent types and sizes. They provide 
a pleasing window to frame dial 
plates mounted behind the panel. ---------------------------------------

ET-130 4 1% 2l{ % - X, X 21%2 1'}.{2 3Y2 1)(, Flexible Tape. 
ET-140 2!1 1!t2 l!;.l % - Yo )(, l 1Ul lJS, 2 1 Digital 
ET-145 3!1.4 2){, 1% Y. - 1i, )(, 2'~2 1)(, 2% 1?1, Counter, 
ET-155 2!1 IX, 1% Y, - )(, 273'2 2~, ' 2~ % Cylinder 
ET-160 3% 2Y2 2% lYe - Yo Yo 22).(4 2J1'z 3% 2Y.t or Drum 

EM-310 3 3 2J1, 1')(, 2jf, )5, X 31)12 2Y2 2h 2" " 
Helical 

EM-31S 3}4 3 2XS % 2){, )5, Yo 21~2 Ht, 2% 2% Circular 
EM-320 ;3Y4 2% 2X % 2){, )5, Yo 22%'4 I%'4 2% 2X Circular 
EM·32S 3· 3 2){, IYl 2){, )5, X 2'Yf2 1'J.(4 2!-2 2Y2 Helical 

* TD 9rder specIfy: (1) frame only; (2) frame with clear. wmdow; (3) frame With clear window scribed with a center line. 
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Injection 
Molded 
Tenite II. 
Black Matte 
Finish 

Soft Aluminum 
with Black 
Matte Enamel 
Finish 

Plastic escutcheons are available in 
the following ways: frame only; frame 
with clear window; frame with clear 
window scribed with a center line. 

For especially large working' areas, 
stamped aluminum escutcheons, fin­
ished in dull black are available 
to meet the needs for space economy. 

Withstands temperature shock 
-65° to +85°C. 

© U.C.P., Inc. 



SECTION 2800 

WHERE 

INTEGRITY 

COSTS 

JAN HARDWARE 
MANUFACTURING CO., INC. 

NO MORE 

JOLTA SHOCK TEST MACHINES 
For reproducible impact-shock test pulses 

Four models engineered to reproduce the entire spectrum of all 
significant impact shock waves_ 

Designed for laboratory and production testing of light to medium 
weight components as well as complete instrumentation. Produced 
to meet practically all requirements of common Mil. Spec. qualifi­
cation tests. Each JOl TA is electronically calibrated to certify 
compliance with test specifications. 

JOLTA - Bench Model No. 1001- Produced to meet JAN-S-44 & Mil-Std. 202 
(202A). Standard model range-30-120G. Accessory plate springs available for 
test pulses to SOO G, 

JOLTA":Bench Model No. M-500-Produced to meet Mil-T·12679A (Sig_ C) and 
Mil. T-19500A. Standard model range -200 to 1000 Gat 1.0 millisecs. Alternate 
anvil and pad kits available to order. 

JOLTA-Floor Model Nos. F-3003-Cl, C2, C-3-Designed for high impact shock 
testing for small and moderate-sized components, Precision-machined magne­
sium casting utilized for higher shock amplitudes. Typical tests with these units 
50 to 5000 G at ,2 to 11.0 millisecs, For high impact testing, accessory springs 
and twin anvil combinations yield impulses of 0,2 millisecs to SOOO G, 

Note: New design allows for quick changeovers of accessories. 

SPECIFICATIONS - JOLTA SHOCK TESTERS 

F-3003-C 

Carriage Test 
Model No. Volume Weight HG" Ranges 

1001 S" x S" x 7" 0-12 Ibs_ 2S-S00 

M-SOO 3" cube 0-2,0 Ibs, 100-1000 

F-3003-C-1 S" cube 0-12 Ibs, SO-lS00 

F-3003-C-2 5" cube 0-4,0 Ibs_ 3S0-S000 

S-200-V 2 Foot cube 0-200Ibs_ 20-2S0 

Free engineering services available to customers 
where adaptation or conversion of standard machines 

LONG ISLAND CITY, NEW YORK 

FEATURES 

• Economical 

• Simple to ~perate 

• Rugged 

• Uniformly accurate 

JOLTA UNIVERSAL SHOCK TESTERS 
No: S-200-V 

A functionally engineered test machine for large 
components and complete instrumentation. 
Accepts specimens up ,to 200 Ibs_ and volume 
of 2 cubic feet, Standard model provides pulses 
of from 20 to 250 G at 3_0 to over 30.0 millisecs. 

12' 

are needed to meet Mil. Spec, changes or other special needs. 
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SECTION 2800 

WHERE 

INTEGRITY 

COSTS 

.JAN HARDWARE 
MANUFACTURING CO., INC. 

NO MORE 

JAN'S MAGNETIC SHIELDS are made of Mu-Metal and are hydrogen 
annealed by a special process to assure optimum orientation of the 
molecular structure of the alloy for best magnetic shielding. JAN'S 
MAGNETIC SHIELDS prevent distortion and intensity modulation of the 

·electron beam due to stray magnetic fields. 

5HIELD FOR U5E WITH MATCHING 
CAT. NO. C.R.T. NO. lAN BEZEL 

52001 902 
2AP CPIllO P2 

52001-1 2BP 

CP1~28-P-l 
53001 CPI 27-1 
adaptable for edge-lighting 3RP CP1429-I 
graticule using S3010 3RPA CP1328-P2 
with Bezel CPI42S* CP1427-2 

CP1429-2 

53002 3MP Same as S3003 

3KP CP1328-Pl 
53003 908A CP1427-1 
S3003 ·1 3AP 

CP1429-1 

53004 3BP Same as S3003 
adaptable for edge-lighting 3JP 
graticule using S3012 Same as S3005 
with Bezel CP142S * 3ACP 

53005 CP1328-P2 adaptable for edge-lighting 3WP CP1427·2 graticule using S3008 CP1429-2 
with Bezel CP1428* 

CP1465 
CP13584-1 

55001 5UP CP13549-1 
CP13595-1 
CP19495·1 

5BP 

55002 
5CP Same as S5001 

adaptable for edge-lighting 5ABP 
5ADP Same as S5006 

CP1465 
CP13584-1 

55003 5UP 
CP13549-1 
CP13595-1 
CP19495·1 

CP1465-2 

5AQP 
CP13549·2 
CP13584-2 55005 5ABP CP13595·2 adaptable for edge-lighting 5ADP CP19495·2 

LONG ISLAND CITY • NEW YORK 

In addition, the use of these shields protect personnel against the 
dangers of accidental tube breakage. Mounting holes are tapped for No. 
6-32 screws as shown. These shields are designed to fit JAN'S standard 
bezels as listed below. See following pages for specifications on JAN 
BEZEL ASSEMBLIES. 

H~ 
L1-6d ;=j 9 

p-Ij610 
2&10 

T 
'!-5.L!.:...I 

4 

t;::::;';-;i 

~tf 
LI:-- A ~ *w' 3~10~ 42f .. "9 3.L 3 A'S' 

~-, ~!l! 

4 -I2t=-! 
B'l 

__ .1.. 
1~7~~ r-- 2 m.., 

Same as S-3001 except A'7~6 
Er-1% 

Same as S-3001 except A-10V. 
B'2 

Same as S-3001 except AOS% 
B'2% 

Same as S·300 1 except A'10% 
B'l% 

r-4~!. r-14m~ 
flY ~ ft:J - 81S::L1 

4i§ )4~ silo \-4i-16 "S 

L~ ~....l Lb -£J 
1-4*-l 7 8 

r----/3j6 

[) tl~1 SLD 3l!~ ~ 
L . .1 8 ~:'-IS 

.L~ ~ 
",-4~ :......:j ~.~1415/16 

.[]~ 
~14~--1 

'DJ sllO 
I. 8 

L I------- 13T1; I ~ID' I 
L .l. 

1-4~--I 

l4~ r 
f~ Lg 4!.!! . 4.! silO 16 8 

t ''1 L 
.1. --1 15 8 14~ 4-16 I.~ 

----------------------------------------

I 
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WHERE 

INTEGRITY 

COSTS 

NO MORE 

55006 

5HIELD 
CAT. NO. 

SECTION 28.00 

~AN HARDWARE 
MANUFACTU RING CO., INC. 

FOR U5E WITH 
C.R.T. NO. 

MATCHING 
JAN BEZEL 

LONG ISLAND CITY, NEW YORK 

adaptable for edge·lighting 
5RPA 
5AWP 

CP1465·2 
CP13549·2 
CP13584·2 
CP13595·2 
CP19495·2 
CP19636·2 

55021 

57001 

57002 

© U.C.P., Inc. 

5AQP' 
5ABP 
5ADP 

7GP 
7JP 
7VP 

CP1465·2 
CP13549·2 
CP13584·2 
CP13595·2 
CP19495·2 

CP7330 
CP7375 
CP7331 
CP7550 
CP7420 

7CP 
7BP Same as S7001 Same as S 7001, except anode opening provided 

AilS" Shields have mounting provisions for edge lighting, except #502J 

The service of JAN's design engineers is available to assist yo!' with your 
Shield & Bezel requi~ements. fAN will design and manufacture special Shields 
& Bezels to customers' specifications. Complete facilities for prototype wor.k. 
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WHERE 

INTEGRITY 

COSTS 
NO MORE 

57003 

SHIELD 
CAT. NO. 

(Shield supplied as 
two separate sections) 

S7006 

S10001 

. SECTION 2800 

~AN HARDWARE 

MANUFACTURING CO., INC. 

FOR USE WITH 
C.R.T. NO. 

7YP3 

7AEP 

10WP 

MATCHING 
JAN BEZEL 

CP·7550 

CP7330 
CP7375 
CP7331 
CP7550 
CP7420 

CPI0860 

LONG ISLAND CITY, NEW YORK 

L r··i 
;:-0 

.199 DIA. 
8 HOLES 

EQUALLY 
SPACEO 

45° APART 

[.A"=:/ . 

11!80LTCIRCLE 

When ordering, be sure to specify CRT type number. Anode openings provided, where required. 

MAGNETIC SHIELDS FOR PHOTO-MULTIPLIER & SPECIAL PURPOSE TUBES 

SHIELD TUBE SHIELD TUBE 

5·2003 6903 
S·1091 ICP1 

929 
5819 930 
6217 S·1181 5581 
6292 5653 

S·2004 6342 IP39 
6571 IP40 

S-2004 

6655 
S·1500 6291 

S·2005 6372 

5·1561 6199 

1197 
7102 

S·3015 6363 931 
6323 

S·1562 6328 
IP21 0/"" S-5013 1112 IP22 

1198 
IP28 

S-5018 
6364 5·1563 1EP1 

S-1562 

S-7009 1238 S-2002 6810 
1287 7264 

S-2002 
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WHERE 

INTEGRITY 

COSTS 

~AN HARDWARE 

MANUFACTU RING CO., INC. 
------------' ----------------' --' 

NO MORE 

JAN's Bezels enhance the appearance of the instruments on which they are used., These units 
are functionally designed to provide OPTIMUM UTILIZATION OF THE CRT SCREEN, as well 
as safety against tube breakage and danger to operating personnel. 

JAN Bezel Assemblies are supplied with a bezel, calibrated graticule, (where applicable) 
light filter and CRT cushion. Bezels are finished in a smooth dull black non-reflecting 
surface. These units fit JAN Mu-Metal Shields. 

Edge-lit Bezels" These Bezels are designed to provide edge lighting of the engraved scale-
(E_L.B.A.) calibrated graticule by means of pilot lights. 

Camera Mount These units provide an integral cast mounting flange that fits all standard 
Bezel 3", 5" and 7" CRT cameras. 

• A B C 0 
Catala, No. CRT Face Material Type Visible Area 

Panel Overall Overall (Bezel) 
Openinl Width Height Widthj HeJght 

BEZELS FOR 3" CRT .. 
CP-1220-Pt Curved Plastic' Camera Mount - 4Y," 3y''' 2%" 2W or Flat 

CP-1328-P-l Curved Plastic' Standard 3')(.," 3%:' 3'\4" 2%" 23(," 
CP-132B-P-2 Flat 

CP-1427-1 Curved Aluminum Camera Mount 3'!t,' 4" 4" 2WOia. 
CP-1427-2 Flat 

CP-1428-1" Curved Aluminum Camera Mount 3'!t,' 4" 4" 2WOia. 
CP-1428-2" Flat E.L.B.A." 

CP-1429-1 Curv\!d Aluminum Camera Mount 3'!t,' 4" 4" 2WOia. 
CP-1429-2 Flat 

BEZELS FOR 5" CRT .. 
CP-13549-1 Curved Aluminum Standard 6.0" 6Y." 6Y." 4W 3'\4" 
CP-13549-2 Flat 

CP-13584-1 Curved Aluminum Camera Mount 6.0" 6y''' 6y''' 4Y," 3'14" 
CP-13584-2 Flat 

CP-13595-1 " Curved Aluminum Standard 5?j," 6W 6W 4W 3'\4" 
CP-13595-2" Flat E.L.BA ** 

CP-1465 
Curved 

5?j," or Flat Steel Camera Mount 6%" Oia. 5')("" Oia. 
CP-f465-2 Flat 5'V,,' 

CP-19495-1 " Curved Aluminum Camera Mount 53{,' 6Y." 6Y." 5Y." Oia. 
CP-19495-2" Flat E.L.B.A." 

CP-19636-2" Flat Aluminum Camera Mount 5K,' 5W 5W 4W 3" E.L.B.A.'" Oia. 

;. All Plastic Bezels ore furnished in shock resistant plastic, per Mil P-3414 ** Edge lit Bezel Assemblies 

CP-lllO-P-2 

CP·1220-P 

CP-1465-( ) 

LONG ISLAND CITY, NEW YORK 

E F G- H- Visible Area 
Mounting Holes Thickness (Cushion) 

Width 1 HeiRht 
(FaeTh (Incl. 

Height I Width Only) Flange) 

4" 2Y," ii,' lJ{,' -

3" 3" %" 4%,,' 2W12J{O" 

3" 3" ".1,' - 2%" Oia. 

3" 3" 2%2" - 2'jj,' Oia. 

3" 3" 2~2" - 2'jj," Oia. 

4'iI," 4'~/' '?1'2" l~," 4~" 3J{,' 

4'iI," 4'iI," ljj," 1'~'" 4~'1 3J{," 

4'li .. , 4'iI," 1~2" - 4'\4" Oia. 

6" 6" ¥a" Ya'i No Cushion 

4WOia. 

4'K,' 4'K," ljj," - 4'14" Oia. 

4W 4Ya" 1~" - 4WOia. 

::: Rectangular C.R.T. 

CP-13595-( ) 

g~~t~~~} Same as 1428, exce~t for mounting holes 
CP-19495-( ) CP-19636-(2) 
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COSTS 

.JAN HARDWARE 

MANUFACTURING CO., INC. 
---------- --" ------------------

NO MORE 

A B 

Catalog No. CHT Face Material Type 
Panel Overall Overall 

" Opening Width Height 

BEZELS FOR 7" C.R.T. 

CP-7330,·1 Curved 
Aluminum Standard 

CP-7331·2** Flat E.L.B.A." 71~2" 7'K,' 7'J<,' 

.. 1 ** Curved 
Aluminum CP-7375_2** E.L.B.A.'* 7'V,,' 8" 8" Flat 

-1 ** Curved 
Aluminum Camera Mount 7"- " 7'k'6" 7'l(,' CP-7 420.2 .* Flat " 

CP-7550 Curved Aluminum Camera Mount 42;--32" 7' " G);,;" 
or Flat ·-s 

BEZEL FOR 10" C.R.T. 

"* Edge Lit Bezel Assemblies 

Cp·7420 

• ,Engineered for 2", 3", 4", 5", 7", 8" and 10" CRT 

DISTINCTIVE ~ 
FEATURES' 

• Maximum display area 
• Precision engraved, scale-calibrated graticules; 

standard or to customer's specifications 
• Materials and finish to "Mil Spec" 

LONG ISLAND CITY , N~W YORK 

C D [ F G· H· Visible Area 

I 

Visible Area Mounting Holes Thickness (Cushion) 
(Bezel) 

Width I Height 
(Fae~ -j; IInel. 

Width Height Only) Flange) Height Width 

G'"o" Dia. GK,' GK,' 3;"" 3;"" G%" Dia. 

4' " I 4'-" 2.'; 2 GKo" 63/ " 16 
117/" /32 2'%," 4~~" 14W' 

6"{0" Dia. 6~'{6" 6J{,' %" 1%" 6%" Dia. 

4%" I 43'4" 6',' 5'/8" IK,' IJ{O' No Cushion 

CP·7550 

• Heavy buna·S shock cushion 
• Models for edge·lighting 
• Phosphor· matched light filters 
• Non-reflecting matte surfaces 
• Rugged camera mounts 
• Models for curved and flat·faced CRT 

......................... ~ ............................ ....•...... 

PACKAGED 
SHIELD-BEZEL ASSEMBLIES 

\TIME 
SAVES /MONEY ELIMINATES \MULTIPLE PURCHASING 

I COMPLEX ENGINEERING 

All necessary' items for CRT Magnetic Shield and 
Bezel applications are packaged in one unit. 

EACH} Shield, JAN Bezel, CRT Rubber Cushion, 
ASSEMBLY Graticule, Filter, Light Sockets, Pilot Lamps 
CONTAINS (for'edge·lit bezel·shield assemblies) plus Hardware. 

When ordering specify: 

"JAN PACKAGED UNIT" giving JAN shield No" JAN bezel No. 

and CRT tube type with which it is to be used. 
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SECTION 2800 

@5 LEJROO DIVISION OF ~IICRODOT INC. 

© U.C.P., Inc. 

INSULATED TERMINALS 

TEFLON 

INSULATED 

SNAP-LOCK 

TERMINALS 

MOLDED 

STAND-OFF 

TERMINALS 

MOLDED 

FEED-THRU 

TERMINALS 

1 
'SNAP 

2 
LOCK 

Jt\ ~LLlJ 6~~:sls 
'Place over 

:! Insulator 1 ; Insulator 
1: in Holding :: and press 
L..J Fixture L •• J down 

I ! 
! I 
l.J 

Insulator 
snaps 
into hole 

~ ~ ~
' 

. . 
• 0." Set •. :_ Place -
:: Terminal ,t Insulator ': Swage 
,. in Holding i \. over I 1 Terminal J U ' Fixture ! U Terminal .J into Place 

4071 
.095 

~ ~ ~ ~ ~ ~ ~ c ~ ~ 
6015 
Phenolic 
.12 

e , , 

' ' 

6049 

i 
6050 

6020 
Phenolic 
.12 

f 
6051 

6040 
Melamine 
.19 

i 
6052 

6041 
Melamine 
.19 

! 
6054 

6042 
Melamine 
.19 

~ 
6055 

4073 
.09 

~ 
6057 

4075 
.16 

4076 
.14 

e , , 

6062 

4077 
.11 

, 
' , 

6063 
Melamine Melamine Melamine Melamine Melamine Alkyd Melamine Melamine Melamine 
.22 .22 .20 .22 .19 .18 .17 ,19 .21 

, t t 
6122 6123 6124 6129 6131 6150 
Melamine Melamine Melamine Melamine Melamine Melamine 
.18 .18 .18 .17 .17 .17 

i~ t i+ + 
Uc,.il.,+ 9~ . T 

A 
. T 1 
6065" 6066" 6077" 6078·79'*" 6080 6081 
Melamine Melamine Melamine Melamine Melamine • Phenolic 
.22 ,22 .22 .22 .35 .28 

4078 
'.105 

, 
6064 
Melamine 
.12 

t 
6162 
Melamine 
.16 

, 
6090 
Teflon 
.40 

*Alternate sizes for 
items asterisked 

**6078·79 Available in sizes 
Board 
Thick· 
ness 

ALL ITEMS SHOWN FULL SIZE 

Part No. Dim. X 
·A .075 
·AB .095 
·B .105 
·C .135 
·0 .165 

Thick· 
ness 
1/32 
,050 
1/16 
3/32 
1/8 

Part 
No. Dim. A 
·A 0420 
·AB 0420 
·B 0405 

Dim. B 
6078 
,173 
.173 
.173 

Dim. B 
6079 Dim. X 
,195 ,075 
,195 .095 
.195 ,105 

·C .375 .173 .195 ,135 
·0 .345 .173 .195 ,165 

1/32 
.050 
1/16 
3/32 
1/8 

Net price shown under part number. Specify shaft length and 
board thickness (see next page for ordering information, 

SPECIFICATIONS 
Terminal material Is half·hard brass with' .0003" minimum 
silver plating unless otherwise specified, Other platings 
available on special order. Bases are cadmium plated brass. 
Tolerances: ±,605" unless otherwise specified. 

LERCO DIVISION OF 1\1IC:;ROI)()r:I.~ IN(~. 
BURBANK, CALIFORNIA 
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SECTION 2800 

STANDARD TERMINALS 

SINGLE I I END 
TERMINALS i # ~ ~ . , I' ' I 

, , 

PLUG AND JACK 3005 3010 3015 3020 3025 ~30 3035 
14.20M 1l.SOM 12.10M 9.20M 8.50M .50M 1l.SOM 

D i ! HOLLOW , I I " I I II I' 

AND THREADED I I ;.~ II 
I I , , 

" 

TERMINALS 3505 3510 3515 3520 
11.S0M 17.60M 20.00M 24:50M 

f~ t DOUBLE END ~, '* 
TERMINALS .ljJ 

4010 4015 4020 
31.00M 26.00M 22,00M 

~ 
, , 

MILLED M . , 
I I I I 

TERMINALS 
I I 
I I 

4505 450S 4510 
18.00M 36.00M 21.00M 

SUBMINIATURE 

~ ~ ~ ~ TERMINALS 
4560 5000 5005 5010 
36.00M 16.40M 13.60M 13.80M 

TAPER PINS 
(mate with 
AMP pins) 
DIODE CLIPS 

I:; . ~~ 
L.J. It r- 1\ 

MOUNTING 
STANDOFFS 

9030 
22.00M 

8000·A 
55.00M 

ORDERING INFORMATION 
Specify shaft length and desired board thickness 
by adding code letter to item number. For' 
example, item No. 300S-B bas shaft length of 
.105" and accommodates board thickness of 
1/16"; No. 300S-C dimensions are .135" and 
3/32", etc. 

A 

B 

C 

¢ 
4025 
12.60M 

3 
4515 
19.60M 

~ 
5015 
16.4OM 

-y I I I fi I I .. , I I I I 
, I I I " 

3525 3530 3535 
21.00M 14.00M 15.50M 

¢ Jb , 
4030 4035 4040 
2S.60M 22.50M 28.60M 

~ ~ , , 

4520 4525 
28.00M 28.00M 

8 ~. " 8 
5020 5025 5030 
11.40M 14.00M 14.00M 

i B I I 

: I 

~ I I . , 
3050 3055 7005 
12.75M 13.50M 5S.00M 

I , I 
I I 

3540 4530 4531 
21.80M 23.00M 21.0aM 

9 t ~ ~ 
4045 4050 4055 4060 
31.00M 38.00M 24.00M 34.00M 

~ ti ~ 
4535 4540 4545 
26.80M 19.00M 18.80M 

8 ~ * ~ " 

5040 5075 5080 50S5 
1l.4OM 19.00M 28.00M 31.50M 

All items shown full size. 
Net price Is Indicated under model number 

~--------+-------1---------+--------i 
D 

LERCO DIVISION OF ~l I( ~I-:'()])()T IN( \ 
BURBANK. CALIFORNIA 

~ 
7010 
130.00M 

i 
4532 
lS.00M 

fi 
5090 
1l.50M 

Pag~838 • The MASTER - 26th Edition Net © U.C.P., Int. 



SECTION 2800 

@' LERCO DIVISION OF:'\I I( ~I-:'()])( yr IN( '. 

9 U.c.P., Inc. 

TERMINAL BOARDS, HARDWARE, HANDLES 

TERMINAL BOARD SPECIFICATIONS 
PART NO. 2500-B 2500·C 2500·0 2600 2700·A 2700·B 2800·A 2800·B 2800·C 2900 2910 2920 
LENGTH 131/e" 131/e" 131/e" 131/e" 131/e" 13'1e" 7'';(,' 71Y.6" 7'';(,' .875" 1.22" 1,112" 
WIDTH 2" 2112" 3" '/2" lXi' 11/2" .312" 3,4" 1" .719" 1.03" 1.16" 
BOARD paper base paper base paper base paper base paper base paper base paper base paper base paper base glass glass glass 
MATERIAL phenolic phenolic phenolic phenolic phenolic phenolic phenolic phenolic phenolic melamine melamine melamine 
NO. OF 
SECTIONS 5 5 5 5 5 5 5 5 5 
NO. OF 
TERMINALS 50 50 50 25 50 50 25 50 50 8 8 8 
TERMINAL 3010 3010 3010 3010 3025 3025 5025 5025 5025 5025 3530 3530 
ALTERNATE 3015- 3015- 3015- 3015-
TERMINAL 3505 3505 3505 3505 5090 5090 5090 
PRICE EA. 2.20 2.30 2.40 1.10 1.72 1.78 1.05 2.10 2.10 .60 .65 .70 

ORDERING INFORMATION-All terminal boards supplied with %," material unless otherwise specified. Lerco will supply boards of any type made 
to customer's designs. Send blueprints for immediate quotation. 

@ 
rQI 
~ 

1207 .75 

1210 .75 

1215 .61 

1205 .75 

1220 .90 

HANDLES 

Shown reduced size. Material Is nlckel·plated 
half·hard brass, .312" dla. Tapped· ends are 
10-32 NF-2. No. 1220 handle has ~"-18 thread. 
Handle dimensions: 1205-6.437"; 1207--6" 
1210-4.25"; 1215-3"; 1220-4.25". 

~R 
t1JIJtj 

,C>, 1710 Shaft Lock .17 
1"'1 

iiii ~~ 
1721-1722 Shaft Lock Nut Ass'y. .17 

c:g 
~ 

1720 Hand·Type Shaft Lock .39 

1712 Miniature Shaft Lock .17 

SHAFT LOCKS 
Nickel·plated half·hard brass, shown actual size. 
Threads: 1710 and 1720 are 3%"-32; 1712 'and 
1721 are 1,4"-32; 1722 is 1/.4"-28. 

LERCO DIVISION OF 1'1 I( ~]~()])( )'1~ IN( \ 
BURBANK, CALIFORNIA 

~Write for coinplete ~catalog or quotation on s:pecJal orders 

Net The MASTER - 26th. EditioJl • Pose 8.39 



SECTIQ,N 2800 

~ ELECTRONIC COMPONENTS 
o TERMINAl BOARDS o IAmlT HOLDERS o ILECTRONIC HARDWARE • SHAFTLOCKS • TEST LEADS 

KEYSTONE BATTERY HOLDERS 
These holders are desllrned for use In transistor assemblies. radios. Getaer eountera. meters. 
model airplanes; etc. They leature engineered snar. clips. moisture-prOOf ftbre washers. 
:g[j~~i~~nL1~,.:tJ'':::'~~~s ~~O~i :~r::~~lated eye eta. Terminals are coated lor _ 

Koy-
lIono 
No • ....... 
137 I min. eell 
·131 2 min. cell. 
lit 3 min. cells 
170 4 min. cell. 
It I pen cell 

14. 2 pen cella 
171 3 pen cell. 
112 , pen cells 
11. 2 pen cells. 

end to end 
173 I "e" celt 
17' 2 "C" cella 

STANDARD BATTERY HOLDERS 
'ory • 
912 
912 
912 
912 
E9 
EI2 
EI33 
E502 
915. 
1015E 
E233 
636 

Koy­
.ton. 
No. Hold • 
liS 2 "C" cells. 

end to end 
175 I"n" cell 
176 2 "n" cells 
118 2 "n" cella. 

end to end 

154 I I~-V. cell 
155 2 I -v. cell. 
156 3 I -v. cells 
160· I I -v. cell 

1ii"' I 15-v. cell 
166 I 15-v. cell 

-- oy- --'.ry tt_o .ory 

93*6 -=-- Hold. UltO ~., 2 15-v. cells 
225 I 15-v. cell YIO 

n-99 226 2 15-v. cellB YIO 
A-lOO 1ST i 22ij-v. cell KI5 
975034. 13. I 22li-v. cell YI5 

141 2 22li-v. cellB YI5 

W468 m ~ m~::: ://. mg 
W468 "US' 13(jO.v. ceil ~ 
W468 113 I 3D-v. cell U20 
~ 114 2 3D-v. celiB U20 
417 157 I 3D-v cell Y20 
411 134 I 3D-v. cell Y20S 

-Eveready type that IIta (wW take Burae .. equal) tBurgess type that IIta (will take 
Everell<ly equal). , 

STANDARDIZED TURRET TERMINAL BOARDS 
Cui ,~, produdiolt cost by eUminatinl .h. tooling and ,,'up charg.­
v'UGII, applied to nonltando,diud board .. Terminal. are securely rivet.d 
and hot tin_ 'or .., IOldering. Mate,ial 3/32" thick natural bale.Ute 
to Gov'. Spec MU.p-3115a.TYPf 'IE. Five 2·5/1" Metionl ICOr.d '0' .00yo 
iopOroIloo. Spodfy # 1503 .1507 0' 1509 '."";001 wh.. orderl.,. 

TERMINALS !- 13j' I 
A~~~EAL 1-~+zt+2i+2~+2i-l~ 

Eoo_+oo_+_oo+ooooooJOooooool ... I ~ 2N031(120DIAlMTG ::::Yj' 1 
1 } 3 HOLES EACH SECTION ,~ 
i& ill 81 r 

_0 _00 0_ 000000 ,] 

1~ W 

~~~~~~,;~ 
.;~CUR~:;;n~;:;HO~~~; ~ :;: ~ ~ 
,1:i RM~IR 1:2. TR-:63R m, ~7a I~ ar CHOICE OF TERMINALS 

m R~t:~ m ~R:l~1~ I" ttl 
139 ZM-9 173 TR-2a:m 1507 
139' RM-12R 111 TR-400R ~ 
175 RM-42R 154 RM-IOIR 
113 TR-II:llt 112 RM-I50R I, • 
114 TH-IHR 139 RM-502R' -
132 TR-115H 116 RM-60IR I,. ~ m :~!Hmtm :~~ltttR ,,:~~ ::~ __, 
ISS Tlt-I:\5R no :\0247KM 
1., T1l-I:\6R 121 :102642M u: :m:/~~u m ~g~m~ SPECIAL IATTERY HOLDERS CAN I 
In TR-162H 173 :\02599M IE IUILT TO YOUR SPECIFlCA- 1509 

TIONS. WRITE FOR INFORMATION. , • f\\ III nt ullll'r lIlanutawtur('r~' equivalent 
models 

CHOICE OF TtlMlNALS READI-MADE TERMINAL BOARDS 

,-~ J..I 
Aft ineJlJMn,iY9 lin_ of '.'Mino' board, '.r ,ene,ol 
11M; te,lIIinol. ar. hot tinned for HIl' .old.rin, and 
provide a rigid mounting for ,.lIston_ COMeftM'" .Ic 
Mate,lol ,1'6'· thick bak.li .. 

Mountlna Holo,' Provldod on all Ioards 

CAT NO CAT NO W L A B lerminal 
Width len th m' ctr d,m eo $Ide 

1204-12 1268-12 I 2 'I. I"" "/., 6 

1204-28 1268-28 '5 1/. 
4 "" 

II;., 14 

1204-20 1268-20 1'/. 3". 3 s/, I",. 10 

1503 1507 1509 ... .. ... 
CAT NO CAT NO CAt NO w 5 Toiol No, 

Width Ins,dlm. ermlnols 
15031 15071 l5091 'Iz Sln91e 25 
15032 15072 15092 I'la 1 50 
15033 15073 15093 2. Pia 50 
15034 15074 15094 21/1 2 50 
15035 15075 15095 3 2 11a 50 
15036 15076 15096 11/1 I'll' 50 

MOUNTING BRACKETS 

~ 
,5/U' 

iF --4t- 2HO~ti r-,~ 
~CWS =; Ii rI~ 

~ I I ~ r-~ L ---W Ii ~ta 
FEED THRU TERMINAL BOARD ~ CAT. W L Y 

r ... I .... -.I. 01_. ~~ r~l 1567 3/. 2'1. 11/2 
hot •••• d •• d , .... _ .. ~~ <--________ w_re":'.-:-c_._T...;y::-,._-t C 1568 3/. 251. 2 NO. 15034 
I ... 3132" ... 1eI. ......... _IN ~ .... 0-
H.I ••• ' • ....,'.r .... ' .. '.. _ __ _ THREADED BUSHINGS Rivet Type e!' 1569 3/. 31f. 21,12 NO.I5035 
... h •• d' ...... "' •• "'<4y II--- ---l I /I. ~ 
_ ......... , •• 1. .I,,'IA ~:----l"'rr - ~= 16 GA STEEL 1570 9/32 13M. 31 ... NO.IS022 

1204-22 1268-22 I 'I. 4 II, 3 ,,_ 1'/" II 
1204- 38 1268-38 1'/. 7 '-It 6 '/4 1'/1, 19 

tMOln NICKEL PLATED 1171 '/32 I~ I¥I. MO..SOH 
BRASS NICKEL PLATED CAr No A 1 

No lUGS MTG CENTE 

&I' 
1220·1 I % 
1220·2 2 I 'AI' 
1220·3 3 1'1> 
1220·. 11'0 
1220·' 2'1" 
1220·6 • 21'0 
1220·7 7 3 
1220-8 31'0 
,UO·. • 3110 
1220·10 "0 '\10 

lENGTH 
I 'AI 
1'1> 
11'0 
2Y. 
21'0 
3 
3l1o 
3", 
-\10 
"h 

{H)=!" ABOVE PANEL 

C 

1546 11,6 (1,;.6-.2 
154&. '" 6-'2 
154&0 I!/.. 6-32 

(H)=f ABOVE PANEL 

CAtoo TH~S 
1561-. ~ .. 
1561-C 
1561-D II 

TERMINAL ILLUSTRATIONS FULL SIZE. MADE OF BRASS. AVAILABLE IN HOT TIN OR SILVER PLATE 
1$7. 1506 153. 155. 1557 1504 1554 1501 

I I "-I ! # t fi I :: 
" ' . .. .:.~ " . . 

OVER 100 TYPES AVAILABLE FROM STOCK 

1534 

~ 
t QRDIR fROM YOUR 

HlCTRONIC PARTS JOBBERS 

OR WlliTl us "'OR SOURCl 

r. ,.~ FOR OUR 
~eI"'" CATALOG 

COMPLETE LINE 
OF STOCK ITEMS! 

KEYSTONE ELECTRONICS CORP NEWN~~~K 12, 
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SECTION 2800 

~ ELECTRONIC COMPONENTS 
• TERMINAL BOARDS • BAnERY HOLDERS • ELECTRONIC HARDWARE • SHAFf LOCKS • TEST LEADS 

STANDARDIZED 
PERFORATED BAKELITE BOARDS 

TI'j'e saving, economical, and permlls 
flexibility of circuit design. Available 
in six popular patterns to sull most 
needs. Other grades of material sup­
plied upon request. Prompt quotations 
assured. 

lOA" PATTERN lOB" PATTERN 

"F" PATTERN "G" PATTERN 

lOA" PATTERN .093 0100 holes spaced • 

IOE" PATTERN 

IOH" PATTERN 

• 265 x .265 
center to center in length and width. These Items available 
from stock in the grade xxxp Natural e"lor Bakelite 
(Mil Spec 31158) 1/16" and 3/32" thick also in paper 
base epoxy 3/32" thick. 

1116 Thick NET COST 
xxxp Bakellt. No. Of 

·Hole. IACH 
Catalog No. Width Length WxL 1-19 20-99 

1731 13/16 8~ ~ x 32 .30 .27 
1737 17/8 8'~ 7 x 32 .46 .41 
1738 2 7/16 8~ 9 x 32 .48 ~46 
1739 47/8 17 18 x 64 1.25 1.13 
1732 8 1/2 8'4 32 x 32 1.30 1.17 
1733 8 1/2 17 32 x 64 2.13 1.92 

3/32" Thick XXXP Bakelite 

1749 I 3/8 8~ 4 x 32 .48 .43 
1740 17/8 8'4 7 x 32 .54 .49 
1741 2 7/16 8i~ 9 x 32 .61 .55 
1756 4 13/16 8~ 18 x 32 .84 .76 
1742 47/8 17 18 x 64 1.60 t.44 
17S7 8 112 17 32 x 64 2.70 2.43 

3/32" Thick P.B. Epoxy 
1758EP 13/8 I 29/32 4x7 .18 .16 
1760EP 13/8 4 4 x IS .30 .27 
1759EP 1 29/32 1 15/16 7x7 .33 .30 
1740EP I 29/32 8 1/2 7 x 32 .75 .61l 
1756EP 47/8 8 1/2 18 x 32 1.40 1.26 
1742EP 47/8 17 18 x 64 2.73 2.46 
17S7EP 8 1/2 17 32 x 64 4.90 4.50 

"B" PATTERN: .0620100 Holes spaced .187 x .187 
center to center In length and width. Available from stock' 
in 1/16 thick Natural bakelite (Mil. Spec. 3115B) 

1/16 Thick No. Of NET COST 
xxxp Bakelite Hole. IACH 

Cotalog No. Width Length W&L 1-19 20-99 

1761 13/8 8~ 6 x 45 .39 .35 
1734 I 7/8 8~ 8 x 45 .46 .41 
1735 2 27/32 8'~ 15 x 45 .53 .48 
1762 511/16 8~ 30 x 45 .84 .. 16 
1736 5 11/16 17 30 x 90 1.62 1.46 
1763 8 1/2 17 45 x 90 2.13 1.92 

"E" PATTERN: .1000100 Holes spaced .250 x .250 
center to center In length and width. Available from stock 
in 1/16" and 3/32" thick xxxp grade natural bakelite 
(Mil. Spec. 3115B) 

1116" Thick INo. Of NET COST 
xxxp Bahll te Holes IACH 

Catalog No. Width Length W&L 1-19 20-99 

1765 2 1/8 8'~ 8 x 34 .46 .41 
1766 35/8 8~ 14 x 34 .62 .56 
1767 8 1/2 8'1 34 x 34 1.30 1.17 
1768 8 112 17 34 x 69 2.13 1.92 

3/32" Thick XXXP 
1770 2 1/8 8'1 8 x 34 .57 .51 
1771 8 112 8~ 34 x 34 1.75 1.57 
1772 8 1/2 17 34 x 69 2.70 2.43 

"F" PATTERN: .0620100 Holes spaced .200 x .200 
center to center In length and width. Avcnlable from stock 
In 1116" thick xxxp natural bakelite (Mil.' Spec. 3115B) or 
1/16" thick paper base Epoxy. 

1/16 thick No. Of NET COST 
xxx p Bakelite Holes IACH 

Catalog No. Width Length W&L 1-19 20-99 

1773 35/8 8~ 18 x 42 .62 .56 
1775 3 5i'8 17 18 x 85 .72 .65 
1774 47/8 8'~ 24 x 42 1.05 .94 
1776 47/8 17 24 x 85 1.25 1.13 
1777 8 1/2 8~ 42 x 42 1.15 1.03 
1778 8 1/2 17 42 x 85 2.18 1.96 

1116" Thick PB Epoxy 
1776EP 47/8 17 24 x 85 2.06 1.85 
1778EP 8 1/2 17 42 x 85 3.54 3.20 

"G" PATTERN: .0620100 Holes staggered at alternate 
spacings of a standard .100 grid. Mounting of "top hat" 
type transistors to this bC)ard Is possible because trans Is-
tor leads are in alighmenf .,nth these holes. Available 
from stock in 1/16'; thick xxxp natural bakelite (Mil. Spec. 
3115B) or 1/16" thick paper base Epoxy. 

1/16" Thick No. Of NET COST 
xxxp Bakelite Hole. IACH 

Catalog No. Width Length W&L 1-19 20-99 

1779 47/8 17 2.3 x 85 1.25 1.13 
1780 8 112 8~ 42 x 42 1.25 1.13 
1781 8112 17 42 x 85 2.13 1.92 

1/16 Thick PB Epoxy 

1779EP 4 7/8 17 23 x 85 2.06 1.85 
1781EP 8 1/2 17 42 x 85 3.54 ~2O 

"H" PATTERN: .120 010. Holes Spaced 3/8" x 3/8" 
center to center in length and width. Available from stock 
either 1/16" or 3/32" thick xxxp'natural bakelite. 
(Mil. Spec. 3115B) 

1116" Thick No. Of NET COST 
xxxp Bakelite Hole. IAClf 

Catalog No. Width Length W&L 1-19' 2~-99 

1743 17/8 8\4 5 x.22 • .0 ;39 
1744 2114 8\4 6 x 22 .47 .42 
1782 4 1/8 8\4 II x 22 .68 .62 
1745 4 1/8 16~ 11 x 44 1.20 1;08 

3/32" thick XXXP 
1746 17/8 8\4 5 x 22 .55 .50 
1747 2 114 8\4 6 x 22 .59 .53 
1783 4 118 8\4 II x 22 .82 .74 
174 4 1/8 16'~ II x 44 1.50 1.35 

KEYSTONE ELECTRONICS CORP. NEWN~~RK, 
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SECTION 2800 

CAPTIVE NUTS 
AND STUDS 

NATIONAL RADIO COMPANY, INC. 
MELROSE 76, MASS. ~ 

A WHOllY OWNED SUBSIDIARY OF NATIONAL COMPANY, INC. 

CAPTIVE HARDWARE. 
This captive hardware is designed by National Radio Com­

pany to provide wear-resistant steel threaded inserts for use 
in aluminum or brass. The ease with which these inserts are 
applied and their reliable grip in the parent metal make them 
ideal for the variety of purposes which they are designed to 
serve. The complete line includes six basic types of captive 
nuts and a variety of studs, all made to conform with the 
following specifications: 

Material - Stainless steel type 303 per MIL-S-853A 
(except as otherwise noted) 

Finish - Passivated per MIL-P-12011 (except as otherwise 
noted) 

Threads - 2, 4, 6, 8, la, X, ~6 
Captive hardware is also available for a wide variety of 

metal thicknesses and an almost infinite number of extension 
lengths. 

NCS 

NATIONAL 
CAPTIVE 
STUDS 

4 

SCREW SIZE 
440 

NATIONAL 
CAPTIVE STUDS 

Provide a permanent stainless steel 
stud with a flush head when inserted 
into aluminum or brass sheet. These 
captive studs may be specified accord­
ing to the following part numbers. 

2 

METAL 
THICKNESS 

J{6 

6 

LENGTH OF 
EXTENDED 

THREADS ;l{6 

Captive studs are available in screw sizes 2, 4, 6, 8, 10, Xi/20; metal 
thicknesses ranging in size from .040 to X" with extended thread 
lengths of ;l{6" to over 1". 

CAPTIVE NUTS-SELF-LOCKING 

Code 

4 
6 
8 

10 

Thread Size 

4-40 NC-2B 
6·32 NC-2B 
8·32 NC·2B 

10·32 NF-2B 

Captive hardware is designed by National Radio 
Company to provide self·locking, threaded inserts 
for use in aluminum or brass. The complete line 
includes one basic type in four sizes. Each of the 
four sizes may be obtained for insertion into any 
of five metal thicknesses. All National Radio self­
locking captive nuts are made to conform with 
the following specifications. 

Material-Stainless steel Class 303 per FED 
QQ-S-763b (except as otherwise noted). 

Finish-Passivated per M IL-P-12011 (except as 
otherwise noted). 

Threads-Size 4, 6, and 8-NC-2B 
Size 10-NF-2B 

W 
MATERIAL 
THICKNESS 

Dash Material L, 
No_ Thickness Ref. 

2 )1. 0.183 
3 %. 0.210 
4 Yo 0.242 
6 ~. 0.302 
8 Xi 0.361 

THREAD SIZE 

. 'Hex uH" 
Mtg. Hole 

±.002 
D +.000 

' -.004 D.±.001 

Xi 0.203 0.201 '0.142 
Xi 0.203 0.201 0.171 
~. 0.265 0.263 0.199 
~ .. 0.265 0.263 0.228 

WRITE FOR COMPLETE CATALOG 
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TYPE 1 

-L 
'"""~""""I"IT"'1r """" 

T METAL THICKNESS 

~TENSION 

r~-1 
MetAl. ·THICKNESS.:=r 

For #440 Screws (X" hex) 
Mounting hole: .203" ±.002 Dia. 

Part Number 
Metal 

Thickness 

NCN-4-1-2 J{6 
NCN-4-1-3 %2 
NCN-4-14 Yo 
NCN4-1-6 ;l{6 
NCN-4-1-8 X 

This type of captive nut fits flush on both sides 
of aluminum or brass sheet to provide strong per­
manent tapped holes. 

TYPE 2 

The following standard Type 2 nuts have 
found wide use where additional threads are 
desired in J{6 inch metal thickness to meet: 
MIL-E-5400, MIL-E-164000, and MIL-P-11268. 

Metal Extension Mounting Part 
Number Screw Size Thickness Length Hole 

NCN-4-2-2-1 
NCN-6-2-2-l 
NCN-8·?"2-1 
NCN·1O-2-2-1 

4-40 
6-32 
8-32 

10-32 

J{6 
J{6 
J{6 
J{6 

~2 .203 ±.002 
~2 .203 ±.002 
~2 .265 ±.002 
~2 .265 +.002 

In addition, the National Radio Company supplies a wide variety of Type 
2 nuts in various lengths which provide additional thread length or a 
hexagonal stand·off for compressive loads. These nuts may be specified 
according to the following part numbers. 

NCN 4 2 - 2 - 1 
Metal ThicknessExtension 

NATCO Screw Size For Insertion Length 
Mtg. Type 

No. Screw Hex Hole No. Dim. No. Dim. 

CAPTIVE 
(±.002) 

4S 4-40 ~. .161 2 )1. 1 U, 
4 4-40 Xi .203 3 %. 2 )1. 
6 6-32 Xi .203 2 4 Yo 3 %. 

NUT 8 8-32 ~. .265 6 ~. 4 Yo 
10 10-32 ~. .265 8 Xi 5 

6 

These nuts may also be provided with counterbore, to customer specification. 

TYPE 3 This captive nut has extra thread length 
for use in thin aluminum or brass panels. 
It may also be used as an orientation or 
guide device, or to provide a round stand­
off pillar for tensile loads. Note that Type 
3 captive nuts may also be used in metal 
thicknesses greater than those speCified. 
The extended length then will be reduced 
by the thickness of the additional metal. 
For strongest insert always use the proper 
size. 

This captive nut is primarily 
intended for applications 
where extra thread length 
Is desi red, or for use as a 
round shank stand·off for 
compressive loads. 
These nuts may also be pro· 
vided with counterbore to. 
customer specifications. 

~ 
-L TYPES 

..... ..' fO\. H;.' This captive nut provides a waterproof, blind hole 
~ for applications where through tap Is not required. 

This ·type of captive nut is generally made to cus­
tomer specification. Customer specification shOUld 
Include the following information, 

1. Screw size 
2. Hex size 
3. Extension length 
4. Depth and type of tap 
5. Metal thickness 
6. Counterbore if required 

~...c.:X1I!NSlON -L 
=r~ 
r~,' 
OEPTH METAL 

OF TAP THICICMES!I 

© U.C.P., Inc. 



SECTION 2800 

DRIVES MECHANISMS 
PLUGS· GRID CAPS 

NATIONAL RADIO COMPANY, INC. 
MELROSE 76, MASS. <@:::> 
A WHOllY OWNED SUBSIDIARY OF NATIONAL COMPANY, INC. 

The National Radio Company offers a broad and time-proved assortment 
of planetary drives and vernier mechanisms, all available in regular stock. 
In addition, National will supply variations of these items made to cus­
tomers' specifications. 

The Model RAD (Right Angle Drivel is a 
direct-ratio unit designed for inter­
mittent light duty. Its gears are of 
die-cast zinc. The housing is die-cast 
aluminum. Over-all length is 4);2 inches. 
The housing is 2~2 x lYe x Ye inches. 

PRAD The Model PRAD (Precision Right Angle 
Drivel has brass gears, stainless steel shafts 
and bushings, bronze bearings and a die­
cast zinc housing. The gears are protected 
by an easily removed housing cover. 
PRAD capacity: Up to 50 inch-ounces at 
continuous low speeds, up to 100 inch· 
ounces at intermittent high speeds (up to 
500 rpml. Backlash: less than 1);2 degrees. 
Unloaded running torque: less than 2);2 inch· 
ounces. 
Dimensions: Over-all length: 4J(6 inches. 
Housing is lYe x 1);2 x 6){4 inches. 

NATIONAL RADIO 

COMPANY MECHANISMS 

Nati~nal Radio Company's vernier mechanisms operate on a 5-to-l ratio and 
provld~ an output torque of one to th~ee inch-pounds. Those listed below are 
stoc~ Items. Others may be supplied to meet special torque or shaft 
requirements. 

AN and AVD 

The Model AN and AVD planetary mechanisms 
are similar in design and construction, except 
that the output hub of Model AN is insulated 
and that of the AVD is not. 

SNMK 

The Model SNMK is designed for rear-panel 
mounting. It has a brass body and steel shaft. 

PLUGS AND TERMINALS 
TYPE FWH 
Terminal Assembly 

TYPE 
FWT PLUG 

SPP-3 
SPP-9 

FWT plug is designed for stacking. It has a molded 
mica-filled case and two banana plugs on %-inch 
centers. Banana plugs are floating type for easy 
insertion into the FWH and FWJ terminals described 
below. The banana plugs are of nickel~plated spring 
brass and the locking screw is of nickel-plated 
brass. The screw may be removed to disassemble 
the unit. A Y.\ -inch hole for cable entrance is cen­
tered in the case between the wire holes at the 
base of the banana plugs. The wire holes accom­
modate up to No. 10 gage. The FWT case is 11~2 
inches wide and % 'inch thick. Over-all length is 
P%'4 inches; that of the banana plugs alone is 
4%'4 inches. 

PLATE AND GRID CAPS 
Types SPP-3 and Spp-g 

PP plate caps are of grade L-4 steatite (spec. 
JAN-1-10l, are available with grips of silver or tin­
plated beryllium copper. Dimensions in inches. 

Length Width Height Grip 

0.355 
0.559 

Fits Wire 

0.079 
0.100 

Tube Cap 

0.360 ± 0.005 
0.566 ± 0.007 

Grip 

GG-8-1 
GG-8-2 
GG-8-3 

GG-8-4 

GG-12-1 
GG-12-2 
GG-12-3 

GG-12-4 

GG-24-1 
GG-24-2 
GG-24-3 
GG-24-4 
GG-24-5 

GG-24-6 

WRITE FOR COMPLETE CATALOG 

© U.C.P., Inc. 

FWH terminal assembly is composed of 
the FWC' insulator and a pair of FWA 
binding posts. The posts will accept the 
FWT plug at the top and grip wires at 
the bottom. Shipped unassembled. 

TYPES GG-8, GG-12 and GG-24 
Grid grips are manufactured in two types, three 
sizes and a variety of materials. GG-8 has a clip 
grip; GG-12 and GG-24 have a loop grip providing 
secure contact and easy release. Other specifica­
tions are as follows: 

Cap Size Material Length Height 

0.250±0.005 Cadmium-plated brass 'X. X 
0.250±0.OO5 Cadmium-plated berylco 'X. X 
O.250±O.OO5 Cadmium-plated brass 'X. Yo 

(solder-dipped tips) 
O.250±0.005 Cadmium-plated berylco 'X. Yo 

(solder-dipped lips) 
0.566±0.007 0.025 unplated brass 1% Y2 
O.566±O.007 0.025 cadmium-plated brass 1% Y2 
O.S66±O.007 0.025 cadmium-plated brass 1% Y2 

(tin-dipped) 
0.566±0.007 0.025 beryllium-copper 1% Y2 

(cadmium-plated) 
0.360±0.005 0.018 unplated brass 2%2 % 
0.360±0.00S 0.018 cadmium-plated brass 2%2 % 
0.360±0.005 0.020 unplaled berylco ~2 7'8 
0.360±0.O05 0,020 cadmium-plated berylco 2X, % 
0.360±0.005 0.020 silver-plated berylco % % 

(water-dipped lacquered) 
0.360±0.005 0.020 cadmium-plated beryl co 2%2 % 

(solder-dipped) 
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INSURED PERFORMANCE - OUTSTANDING LABORATORY SERVICE - PRECISION PARTS 
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PRINTED WIRING JACKS 
Miniature jacks. Mount flat on printed-wfring board. 
Double-prong steel strap in front, connection lug at 
rearL fit into three holes of grid coordinate layout. ' 

rart No. SKT-l02 PC (.50D" overall centers) 
Part No •. SKT-l03 PC (.400" overall centers) 

SUBMINIATURE STAND·OFFS 
The ultimate in space·saving terminals for sullmmlilLurization 
programs. Teflon bushing diameters of the order of .148" to .218". 
Choice of lugs, including turrets. 

PART NO. : FIG. A B C D F G 

ST·SM·1 ,I .~50 .210 .040 .100 .172 .148 
ST·SM·1l2 1 .265 .125 .040 .100 .172' .148 
ST·SM·1L4 1 .250 .110 .040 .100 .172 .148 
ST·SM·1L6 1 .285 .145 .040 .100 .172 .148 
ST-SM-1LlO 1 .594 .450 .040 .100 .172 .148 
ST·SM·2C4 1 .375 .210 .050 .110 .172 .148 
ST·SM·19 1 .365 .193 .040 .132 .172 .148 
ST-SM·1 TUR 4 .350 .210 .040 .100 .172 .148 
ST·SM-4 TUR 4 .350 .210 .040 .100 .200 .179 
ST-SM·20 TUR . 4 .350 .210 .040 .100 .218 .185 
ST·SM·22 TUR 4 .428 .210 .093 .125 .172 .148 
ST·SM·23 TUR 4 .350 .210 .040 .100 .l!50 .204 
ST-SM·29 TUR·C2 4 .540 . .250 .040 .250 .172 .148 

SUBMINIATURE FEED-THRUS 
For facilitating connections through chassis or casing, in submini· 
aturized components and assemblies. Choice of lug designs and 
finishes, including hollow·tube lugs. Generous safety factor at 
rated voltages • 

PART NO . FIG. A B C D F G 

FT·SM·1 8 .515 .210 .040 .100 .172 .148 
fT-SM-2C4 8 .535 .210 .050 .110 .172 .148 
FT·SM·2C6 8 .410 .147 .050. .110 .172 .148 
FT·SM·912 8 .407 .125 .040 .132 .172 .148 
FT·SM-52 9 .225 .125 .040 .060 .150 '.125 
FT·SM-55 9 .296 .136 .060 .100 .172 .148 
FT-SM-60 9 .367 .207 .050 .110 .218 .171 
FT·SM·1 TUR 12 .500 .210 .040 .100 .172 .148 
FT·SM·16 TUR 12 .500 .210 .040 .100 .125 .093 
FT·SM·21 TUR 13 .531 .210 .040 .125 .218 .185 

JACKS AND PLUGS 
Breakaway connectors (male and female) miniature test point jacks 
(female) that will accept test instrument probes or companion 
plugs and patch cord jumpers 

PART NO. FIG. A B C D 

SKT 1 52 1111. .354 .046 .287 .050 
SKT-4 52 1111. .354 .046 .287 .041 
SKT-8 52 11/16 .330 .046 .287 .080 
SKT·2BC 53 VI6 .120 .046 .281 .090 
SKT·5BC 53 VI6 .120 .046 .281 .080 
SKT·I0 53 .637 .187 .050 .400 .080 
SKT·12 53 .375 .000 .046 .269 .090 
SKT·13 53 .203 .060 .143 .040 
SKT·14 53 .345 .120 .046 .179 .040 
SKT·15 53 .732 .188 .157 .387 .050 

Specifically designed as companion units (male) for connectors and 
test jacks. Used as test instrument probes, jumper plugs and mul· 
tiple pin plugs. 

PART NO. FIG. A B C D F G 

FT·M·2 46 2.083 114 .046 .281 .218 .185 
FT·M-4 46 .139 %2 .046 .287 .218 .185 
PR·300 51 .645 .270 .375 .218 

AVAILABLE IN COLORS - DESIGNED FOR COLOR CODING. 

SEALECTRO CORPORATION MAMARONECK, N. Y. 
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SECTION 2800 

SIMPLE INSTALLATION - WIDEST STOCK SELECTION - ASSORTED LUGS AND PLATING 

MINIATURE STAND-OFFS 

Wide selection of types in voltage ratings to 4000. Choice of lugs 

@ and finishes, as well as bushings. For components and assemblies 

@ 
stressing higher operating voltages rather than space-saving. 

PART NO. FIG. A B C D F G 

@ 5T-210 26 .346 .156 .103 .087 .125 .104 
ST-250 26 .431 %2 .125 .150 0/16 .165 

rh ST-lOOO 26 .493 %2 .187 .150 0/16 .165 

[Q 
ST-1500 26 .556 0/32 .250 .150 0/16 .165 J- 5T-2000 26 .831 0/32 .400 .150 0/16 _165 

c 5T-25oo 26 .968 %2 .500 .187 1/4 .215 

~ ST-4oo0 26 1.268 0/32 .800 .187 1/4 .215 

D OST-1000 27 .819 .2.10 .187 .212 0/16 .171 
05T-1550 27 1.187 %2 .250 .375 1/4 .218 
OST-2550 27 1.687 9/32 .500 .625 1/4 .218 
ST-250 SL 31 .478 1%4 .125 .150 0/16 .171 

f"~ fi,. XI F;" 31 ST-1000 SL 31 .540 1%4 .187 .150 %6 .171 
ST-1500 SL . 31 .603 1%4 .250 .150 0/16 .171 
ST-2500 SL 31 .890 1%4 .500 .187 1/4 .217 
5T-4000 SL 31 1.190 1%4 .800 .187 1/4 .217 

MINIATURE FEED-THRUS 

Handy Feed-thru terminals with choice of lugs. Handling voltage 
ratings up to 4000. Wide selection of busllIng diameters and 
lengths. Ideal for making connections through chassis or casings, 
with generous safety factor at rated voltages. 

PART NO. FIG. ABC D F G 

FT-310 
FT-1006 
FT-15oo 
Fr:2500 
FT-4000 
FT-1000 DTUR 

,. ... u Flo. 3$ .... n FT-loo0 SL 
FT-1500 5L 
FT-2000 SL 

Sealectro Con heX connectors are specified and 
used by more and more users everyday. Their 
superior design and quality add up to greater de­
pendability and performance. 

Featuring ...• 
• Extra-high pull-out strength. Stronger than the 

cable itself! 
• Captivated contacts insure proper engagement of 

mating parts. Particularly important with short 
lengths of cable. 

• Available in Cable Clamp or Cable Crimp designs. 
Choose the one best suited to your specific 
needs. 

• Contacts soldered to center conductor of cable 
to insure proper electrical connection. 

• Design prevents any distortion of cable insula­
tion· which might affect electrical characteristics. 

• SO-ohm and 7S-ohm types available in Screw-on 
or Snap-on series, as either Cable Clamp or 
Cable Crimp types_ 1S-ohm ConheX connectors 
may be used with 90-ohm or 9S-ohm cable with 
no serious impedance mismatch. 

SEALECTRO CORPORATION 

© U.C.P .• Inc. 

33 .540 .133 
33 .740 lAJ . 
33 .865 1fs 
33 1.365 1fs 
33 1.965 1fs 
35 .836 1/4 

.821 
.947 

1.197 

Cable Crimp type with 
Screw-on Connection 

.063 
.187 
.250 
.500 
.800 
.187 
.187 
.250 
.375 

.187 

Cable Crimp type with 
Snap-on Connection 

ConheX also offers a complete line of adaptors, 
printed-wiring fittings, bulkhead adaptors, and 
virtually all other type connectors required. Be 
sure to get your free copy of the ConheX cata­
Jog-write today. Con heX connectors are avail­
able from local stocks carried by Sea/ectro dis­
tributors from coast-to-coast. 

MAMARONECK, N. Y. 
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j/eetiJl &teiflWnie{/oJnpanlj 

Pattern A 

INCORPORATED 

GLENDAl,.;E, CALIFORNIA 

VECTORBORD 

Pattern F Pattern G 
Pattern H - .10 x .10 Spacing 

VECTORBORD (Pre· Punched Terminal Boord) provides .093" or .062" holes at 
spacings on ton XXXP Phenolic (MI L·P.3IlSB), ivory E:poxy-Paper (MI L-P-
22324), or G-l0 Epoxy-Glass (Mll-p-181n). Ideal for breadboards, proto· 
types and some production uses. Copper-clod (2 oz.) punched boards also 
listed, facilitate making of etched cora prototypes. ·May be sawed, drilled 
or punched. 

VECTORB01lD TABLE OF SIZES 

Cat. No. 

XXXP Phenolic 
32A9 
32AA9 

.32AA18 
42F22Cl 
42F22C2 
64A18 

.64AA18 
64AA32 

Epoxy·Paper 
32AAI8EP 

.64AA18EP 
64AA32EP 
85F24EP 

.85G24EP 
850EP-l 
850EP-2 

Epoxy-GlasS 
32A18-WE 
42G22WECI 
42G22WEC2 

.64A18WE 

.85G24WE 
85F42WECI 
85F42WEC2 
170H48WE 
849-1 
849·2 
850·1 
850·2 

Copper 
Clad Pattern 

No A 
No A 
No A 
1 Side F 
2 Side F 
No A 
No A 
No A 

No A 
No A 
No A 
No F 

'NO G 
1 Side F 
2 Side F 

No 
1 Side 
2 Side 
No 
No 
1 Side 
2 Side 
No 
1 Side 
2 Side 
1 Side 
2 Side 

A 
G 
G 
A 
G 
F 
F 
H 

F 
F 
F 

• Indicates most popular sizes. 

Dimensions 

8.51 x 2.41 ~ X. 
8.51 x 2.41 x X. 
8.51 x 4.80 x %2 
8.5 x 4.5 x X. 
8.5 x 4.5 x X. 
4.8 x 16.99 x X. 
4.8 x 16.99 x %.. 
16.99 x 8.51 x %.. 

8.51 x 4.80 ]I %2 
16.99 x 4.80 x %2 
16.99 x 8.51 x %.. 
16.99 x 4.80 x X. 
16.99 x 4.80 x X. 
6.5 x 4.5 x ){. 
6.5 x 4.5 x X. 

8.51 x 4.80 x ){. 
8.5 x 4.5 x X. 
8.5 x 4.5 x ){. 
16.99 x 4.80 x X. 
16.99 x 4.80 x X. 
16.99 x 8.51 x X. 
16.99 x 8.51 x X. 
17 .00 x 4.80 X ){. 

4.5 x 3 x X. 
4.5 x 3 xX. 
6.5 x 4.5 x X. 
6.5 x 4.5 x X. 

No. of 
Holes 

32 x 9 
32 x 9 
32 x 18 
42 x 22 
42 x 22 
64 x 18 
64 x 18 
64 x 32 

32 x 18 
64·x 18 
64 x 32 
85 x 23 
2(85 x 23) 
32 x 22 
32 x 22 

32 x 18 
2(42 x 22) 
2(42 x 22) 
64 x 18 
2(85 x 23) 
2(85 x 42) 
2(85 x 42) 
170 x 47 
22 x 15 
22 x 15 
32 x 22 
32 x 22 

Price. 
1-19 

$ .45 
.60 
.84 

1.05 
1.32 
1.25 
1.60 
2.45 

1.40 
2.73 
4.39 
2.06 
2.06 
1.25 
1.50 

1.89 
2.55 
2.60 
3.72 
3.81 
9.33 

10.25 
4.07 
1.01 
1.10 
2.03 
2.21 

TUBE SOCKET TEST ADAPTERS are inserted between the socket 
and the tube and provide test tab elements for checking. Can· 
nections are wired straight thru from plug to socket. Beryllium 
copper socket contacts for long-life - molded tan phenolic bodies. 

Catalog Number 

T-8·0 
H·M 
T-9·N 
T-789 
P-l 

Socket Type 

Octal 
Miniature 
Naval 
Set of above three in kit 
Probe for aboye 
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Net Price 
1·19 

1.60 
1.65 
1.85 
5.90 

.39 

Net 

EXPERIMENTER'S CHASSIS KITS 

SOLDERLESS SOCKET 

All kits provide epoxy-paper Vector bard having %{' holes on 0.265 centers 
with T30 SOLDERLESS and T9.4 serrated Push-In Terminals. 

Solderless Kit 25X has 81/2" x 17" Vectorbord on wood frame with 100 of 
each type terminal, solderless tube and transistor sockets and accessories. 

KIT 21X has 43,4" x 17" Vectorbord on aluminum chassis, fifty T-30 and one­
hundred T9.4 Terminals, solder lug tube and transistor sockets and accessories. 
Kits 20X and 22X have 43,4" x 8V2" board on aluminum chassis. Twenty T-30 
and seventy-five T9.4 Terminals and accessories. #20X has tube sockets and 
#22X has transistor solder lug sockets. 

Cat. No. 

20X 
21X 
22X 
25X 
567-1C 
568-1C 
569·1C 
570·B 

TABLE FOR EXPERIMENTER KITS 

Description 

4%" x 8)/," Deck, Tube Skts. 
4%" x 17" Deck, Tube & Trans. Skts. 
4%" x 8)/," Deck, Trans. Skts. 
8)/," x 17" Deck, Solderless Tube & Trans. 
Solderless Octal Sockets 
Solderless Noval (9 P.) Sockets 
Solderless Min. (7 P.) Sockets 
Solderless Transistor (Uniy.) Socket 

Net Price 
1-19 

$ 6.25 
15.25 
10.50 
19.50 
1.50 
1.65 
1.35 
1.20 

VECTOR PUSH-IN TERMINALS 

~. 
~ 

Tandem 

T28 

VECTOR PUSH-IN TERMINALS simplify "breadboarding" and pr<;>duction. 
Push them into .062 or .093 holes in X{' or %," Vectorbord panels and they 
hold without staking. (May be staked if desired for maximum holding.) Each 
terminal has serrated slots to grip inserted wires. Large slot accommodates 
most resistor and capacitor wires, small slot holds transistor leads. The 19.6 
also has special slot to accommodate diodes. All types have thru-hole con­
struction enabling riser wires to be inesrted down through center of terminal, 
and slot or hole in shank end for additional connections. 

SOLDERlESS SPRINGCLIP TERMINALS-Reliable, truly solderless terminal for 
experimental circuitry. Holds up to six leads without soldering. May be used 
over and over-permits reusing expensive components~ Packaged in bags of 
10 and 100. 

Fits Quantity Net Price 
cat. No. Holes Description Per Bag 1·19 Bags 

T9.4 • 093" Brass, Fused Tin Pltg • 100 $1.25 
T9.6 .093" Beryllium Copper, Fused Tin Pltg. 100 2.10 
T28 • 062" Beryllium Copper, Fused Tin Pltg • 100 1.55 
P91 Inserting Tool for 128 Terminal 1 .50 
TaO .093" Solderless Springclip, Silver Pltg. 10 1.20 
T30N .093" Solderless Sprlnliclip, Nickel Pltg. 10 1.15 
P92A Inserting Tool for T30 & T30N 1 .50 
P92B Spring Depressing Tool for T30 & nON 1 .25 
T9.62 .093" Two T9.6 in Tandem 25 1.22 
T9.63 .093" Three T9.6 In Tandem 25 1.75 
T9.64 .093" Four T9.6 In Tandem 25 2.27 

© U.c.P., Inc: 



SECTION 2800 

INSULATED TERMINALS 

STANDARDIZED 
ELECTRONIC HARDWARE 1400 

1418 
1401 
1417 

1409 1410 
1419 

1411 1413 1421 1422 

1423 1424 1425 1426 1427 

, t 
~ 

, t t 
1432 1433, 1483 1484 

34,35 
36 

1428 1429 1450, 1451, 1452. 1455 1456, 
60,70, 61,71 62,72, 65,75, 66,76, 
SO,90 81,91 82,92 85,95 86,96 

LOC-FIT TEFLON INSULATED TERMINALS 

Jr ~ k ~ 
4430 

1. Push Teflon 2. Insert LOCo 3. Snap lOC·FIT 

1457, 
67,77, 
87,97 

~ 
4435 

Feed-Thru Grommet into FIT terminal. into place. Insulated Terminals 
hole. 

6 ~ & t t ~. , , , 
4440 4446 

4448 4449 

Taper Pin Receptacle 
Feed-Thru 

© U.C.P., Inc. 

4460 4441 4442 4443 4444 4445 4447 

Insulated Bifurcated Insulated Bifurcated I Taper Pin 
Feed-Thru Terminals Feed-Thru Receptacle 

STANDARD TERMINALS 

4450 

Insulated 
Test Point 

1210 1280 1299 1300 1300T 1340 1340T' 1350 1370 2030 2060 
2035 

ENGINEERING DESIGN KIT 

Complete engineering design kits for Loc·Fit. plastic 

and Hi·Alumina insulated series K·44 and K·14. Also 
kits for printed circuit terminals, series K·lO, and 

standard terminals, series K·12. 

Turret 

K-44 
K-14-1 
K-14-2 
K-14-3 
K-70 
K-12 

LOC FIT 
HI ALUMINA 
TEFLON 
PLASTIC 
PRINTED CIRCUIT 
SOLDER TERMINALS 
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I [8 ~AN~AR~ TERMINALS 

STANDA~DIZED i 11 
ELECTRONIC HARDWARE 25202540 

1200 1260 1330 1380 1390 1392 2010 2010T 

Turret Hollow Lug 

1250 1255 1305 1308 1309 1310 1391 2000 2020 2021 1220 1221 1230 1290 1301 1311 1315 1316 
1240 1306 2001 2022 

1307 Bifurcated 2005 Feed-Thru 

~ i~ Q t i i 
2530 I 1203 I 704 705 

I 

tt: 
1320 1360 2040 2040T 2050 2500 2510 2511 

ICombination I 
Terminal 

FLOATING PRINTED CIRCUIT 

~' ... """ 
~ "" SOLOER FillET ~ I 

LOOSELY SWAGEO 

"FLOATING" 7000 7001 

TAPERED RECEPTACLE 

2710 2720 2740 2760 2761 2762 
2730 

How To Order 

Tool number is the same as the number of the 
terminal of "loc·Fit" assembly number. Check catalog 
for proper number. 
Example: 

. 1. Terminal 1300 A·2, Order 1300 tool 
2. "loc·Fit" 4440 B·2, Order 4440 tool 
Always list tool after basic part number. 
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TERMINALS 

.~ 
7010 

2763 

i ~ ~ 
7011 7020 7030 

BINDING POST 

3500 

TOLERANCES 

TOLERANCES UNLESS 

OTHERWISE SPECIFIED. 

DECIMALS ±.005 

FRACTIONS ± 1/64 

~ 
7040 

706 707 708 709 

NAS Terminals 

TAPER PINS 

~ ~ 
2770 2775 

SHAFT LOCKS 

1510 
1511 
1512 

1513 
1520 

g 
2776 

1515 
1514 

(CAP ONLy) 

USECO Model A SWAGING MACHINE Ind TOOLS 
In ordering USECO tools, please 

t~~~in~r f~~e :~i~h ~h~bf;Olo~S t~~ 
be used; I.e., one ,set of #1300 
tools will swage all of the letter 
deviation such as A·B·C, etc., of 
the #1300 terminal lug. Shipping 
weight of the swaging machine-
18 Ibs. tools-4 QZ. For your con· 
venlence, a large stock of mao 
chines and tools are in stock for 
immediate delivery. 

© U.C.P., Inc. 



STANDARDIZED 
ELECTRONIC HARDWARE 

SECTION 2800 

STAND-OFFS 

ilJ ~ I -I 
-! 

1530 1531 
1540 1541 

~I I J 
1550 

lD! 
1551 

~~ 
1590 

-Chassis 
Fastener 

PLUGS & SOCKETS ACCESSORY HARDWARE 

1571 1700 
1785 

1705 
1782 

1710 
1786 

HANDLES & FERRULE 

1715 1780 
1716 

1781 
1561 series 
Chassis 
Bushing 

FINISH, NICKEL PLATE 

, 
1800 
Dial 
Lock 

~ i .(j 
1815 3100·6 3200.6 3316A,B 
Dial 8,10 8,10,25 Shaft 
Indicator Thumb Captive Coupling 

Screw Panel Screw 

900' thru 
1019 ' 

1020 1025 1030 1032 1053' 1050' 

300 series 
305 series 
310 series' 

400 series 
410 series 

'Available in Aluminum, Plain or Anodized 

(B(J) 
450 series 500 series 550 series 

501 series 555 series 
502 series 560 series 

" 625 series 
626 series 
627 series 

TERMINAL BOARDS & BRACKETS 

1102 series 
2200 series 
2202 series 

8001 series 
8003 series 

1110 series 
1112 series 
2210 series 
2212 series 

8002 series 
.8004 series 

1180 
1181 
1182 

1186 
1187 
1188 

To Order 

STANDARD CATALOG ITEMS - Stand· 
ard USECO Electronic Hardware is 
stocked at your nearby AUTHORIZED 
USECO DISTRIBUTOR, who offers 
prompt delivery F.O.B. his ware· 
house. As a further convenience 
these items are stocked at: 

Van Nuys USECO factory 

SPECIAL ITEMS - For special USECO items 
manufactured to your requirements, write or call 
factory, 
Shipments F.O.B. Van Nuys 
TERMS: Unless otherwise 
arranged, net 30 days. 

LITTON INDUSTRIES 

FOR ANODIZED COLORS 
ORDER BY DASH NO. 0- -20 PLAIN ·26 BLUE 
'21 BROWN 
·22 REO 

·27 VIOLET 

·23 ORANGE ·28 GREY 

·24 YELLOW ·30 BLACK 

1000 series ·25 GREEN 

1038 series 
1040 series 

MI. A • C • 
11·2 1.50 ·1/' .35 
11-3 1.50 2.00 2·5/1 .35 

11-4 2.00 2.50 HIli .56 

II-:S- 1.50 2.00 N3/11 .56 

Refer to Next Page For 
SPECIFICATIONS 

for complete information 
write for Engineering 

Standards Manual 

T 
11_ 
11_ 
1l00c 

u= n=: 

U. S. ENGINEERING CO, DIV. 
Van Nuys, California 
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I.rn 
UNLESS OTHERWISE INDICATED, 

X - Shank Length: T .. Thread or Shank Dia. 
BD. THICK - Thickness of Board, 

A,I,C,D dimensions on drawings: 

INSULATED STANO·OFF 
TERMINALS 

Bd. Price 
No. X Thick Each 

1400A .187 6·32 .21-
1400B .250 6·32 .21 
1400C .312 6·32 .21 
14000 .375 6·32 .21 
1400E .187 4·40 .21 
1400F .250 4·40 .21 
1400G .312 4·40 .21 
1400H .375 4-40 .21 

1401 
140lA 

1410A 
1410B 
l4l0e 
14100 

1411 
1417A 

1418A 
1418B' 

·1418C 
14180 
1418E 
1418F 
1418G 
1418H 

1419A 
1419B 
1419C 
14190 

1421 
1422 
1423 

1450A 
1450B 
1450C 
14500 
1450E 
1450F 
1450G 
1450H 

1451 
1451A 

1452A 
1452B 
1452C 
14520 

1455A 
1455B 
1455C 
14550 
1455E 
1455F 
1455G 
1455H 

1456 
1456A 

1457A 
14578 
1457C 
14570 

1460A 
1460B 
1460C 
14600 
1460E 
1460F 
1460G 
1460H 

1461 
1461A 

146ZA 
1462B 
1462C 
12620 

1465A 
1465B 
1465C 
14650 

6-32 
4-40 

.054 .188 .031 

.094 .188 .062 

.125 .188 .094 

.156 .188 .125 

6-32 
4-40 

.187 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.187 4-40 

.250 4-40 

.312 4-40 

.375 4-40 

.054 .188 .031 

.094 .188 .062 

.125 .188 .094 

.156 .188 .125 

.250 6-32 
6-32 
6-32 

.187 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.187 4-40 

.250 4-40 

.312 4-40 

.375 4-40 

6-32 
4-40 

.054 .188 .031 

.094 .188 .062 

.125 .188 .094 

.156 .188 .125 

.187 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.187 4-40 

.250 4-40 

.312 4-40 

.375 4·40 

6-32 
4·40 

.050 .031 

.094 .062 

.125 .094 

.156 .125 

.187 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.187 4-40 

.250 4-40 

.312 4-40 

.375 4-40 

6-32 
4-40 

.054 .188 .031 

.094 .188 .094 

.125 .IS8 .125 

.156 .188 .156 

.187 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.21 

.21 

.21 

.21 

.21 

.21 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.30 

.30 

.30 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.29 

.291 

.29 

.29 

.29 

.29 

.29 

.29 

.29 

.29 

.29 

.29 

. 29 

.29 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.28 

.29 

.29 

.29 

.29 

Bd. Price 
No. X Thick Each 

1465E ;187 4-40 .29 
1465F .250· 4-40 .29 
1465G .312 4-40 .29 
1465H .375 4-40 .29 
1466 6-32 .29 
1466A 4-40 .29 
1467A .054 .188 .031 .29 
1467B .094 .188 .062 .29 
1467C .125 .188 .094 .29 
14670 .156 .188 .125 .29 

MINIATURE INSULATED 
STAND-OFF TERMINALS 

1409 
1m 
1413A 
1413B 
1413C 
14130 

1424B 
1424C 
14240 

1425 

1427 

1470A 
1470B 
1470C 
14700 
1470E 
1470F 
1470G 
1470H 

1471 A 
1471B 

1472A 
1472B 
1472C 
14720 

1475A 
14758 
1475C 
14750 
1475E 
1475F 
1475G 
1475H 

1476A 
14768 

.250 6-32 
6-32 

.075 .113 

.105 .113 

.135 .1.13 

.165 .113 

.105 .115 .062 

.135 .ll5 .125 

.165 .115 .094 

.218 2-56 

2-56 

.188 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.188 4-40 

.250 4-40 

.312 4-40 

.375 4-40 

2-56 
4-40 

.075 .115 .031 

.105 .115 .062 

.135 .115 .094 

.165 .115 .125 

.188 6-32 

.250 6-32 

.312 6-32 

.375 6-32 

.188 4-40 

.250 4-40 

.312 4-40 

.375 4·40 

2·56 
4·40 

.25 

.25 

.25 

.25 

.25 

.25 

.30 

.30 

.30 

.30 

.30 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.305 

.32 

.32 

.32 

.32 

.32 

.32 

.32 

.32 

.32 

.32 

1477A .075 
1417B .105 
1477C .135 
14170 .165 

.031 .32 

.062 .32 

.094 .32 

.125 .32 

SUBMINIATURE INSULATED 
STAND-OFF TERMINALS 

1426 

1428 

1429B 
1429C 
14290 

1480A 
1480B 
1480C 
14800 

1481A 
1481B 

1482A 
1482B 
1482C 
14820 

1485A 
1485B 
1485C 
14850 

1486A 
1486B 

1487A 

.218 .256 

.256 

.105 .ll3 .062 

.135 .113 .093 

.165 .113 .125 

.125 .256 

.218 .256 

.125 4-40 

.218 4-40 

4-40 
2-56 

.054 .115 .031 

.094 .115 .062 

.125 .115 .094 

.156 .115 .125 

.125 2-56 

.218 2-56 

.125 4-40 

.218 4-40 

4-40 
2-56 

.054 .031 

.28 

.28 

.28 

.28 

.28 . 

.315 

.315 

.315 

.315 

.315 

.315 

.315 

.315 

.315 

.315 

.33 

.33 

.33 

.33 

.33 

.33 

.33 
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No. 

1487B 
1487C 
14870 

1490A 
1490B 
1490C 
14900 

1491A 

14~2A 
1492B 
1492C 
14920 

1495A 
1495B 
1495C 
14950 

1496A 
1497A 
1497B 
1497C 
14970 

Bd. Price 
X T Thick Each 

.094 .062 .33 

.125 .094 .33 

.156 .125 .33 

.125 2-56 .315 

.218 2-56 .315 

.125 440 .315 

.218 4-40 .315 

2.56 .315 

.054 .ll5 .031 .315 

.094 .115 .062 .315 

.125 .115 .094 .315 

.156 .115 .125 .315 

.125 2-56 .33 

.218 2-56 .33 

.125 4-40 .33 

.218 4-40 .33 

2-56 
.054 .031 
.094 .062 
.125 .094 
.156 .125 

.33 

.33 

.33 

.33 

.33 

INSULATED FEEO-THRU 
TERMINALS 

O •• rall 
No. Length 

1430 .687 
1431 
1432 .796 
1433 .875 
1434 
1435 1.312 
1436 
1483 
1484B .105 

Bd. 
T Thick 

10-32 
10-32 
5-40 

14-28 
14-28 
%-32 
%-32 
14-28 
.188 

Price 
Each 

.40 

.47 

.385 

.385 

.49 

.455 

.52 

.70 

.59 

------------------
INSULATION: 

1400, 1401, 1410 - phenolic 
1450, 1451, 1452 - teflon 
1460, 1461, 1462 - alumina 
ALL OTHERS - alkyd 

LOC-FIT TEFLON INSULATED 
TERMINALS 

4430A 
4430B 
4430C 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.105 

.105 

.105 

4435A .031 ;062 .094 .. 095 
4435B .031 .062 .094 .095 
4435C .031 .062 .094 .095 

4440A 
44408 
4440C 

4443A 
4443B 
4443C 

4446A 
4446B 
4446C 

4460A 
4460B 
4460C 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.105 

.105 

.105 

.12 

.12 

.12 

.10 

.10 

.10 

.105 

.105 

.105 

LOC-FIT TEFLON INSULATED 
FEEO-THRUS 

4441A 
4441B 
,4441C 

4442A 
44428 

4444A 
4444B 
4444C 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

Net 

.125 

.125 

.125 

.125 

.125 

.13 

.13 

.13 

Overall 
No. Length T 

Bd. Price 
Thick Each 

4445A .031 .062 .094 .13 
4445B .031 .062 .094 .13 
4445C .031 .062 .094 .13 

LOC-FIT TAPER PI N RECEPTACLE 

4447A 
4447B 
4447C 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.145 

.145 

.145 

LOC-FIT TAPER PIN RECEPTACLE 
FEEO-THRU 

4448A 
4448B 
4448C 
4449A 
4449B 
4449C 

.031 .062 .094 

.031 .062 .094 

.031 .062 :094 

.031 .062 .094 

.031 .062 .094 

.031 .062 .094 

.185 

.185 

.185 
.17 
.17 
.17 

LOC-FIT INSULATED TEST POINTS 

4450A 
4450B 
4450C 
44500 

.031 

.062 

.094 

.125 

.21 

.21 

.21 

.21 

TURRET TERMINALS 

No. 

1210A 
mOB 
1210C 
12100 

1280A 
1280B 
1280C 
12800 

1299A 
1299B 
1299C 
12990 
1299E 
1299F 

1300A 
1300B 

·1300C 
13000 
1300E 
1300F 
1300G 
1300T . 

1340A 
1340B 
1340C 
13400 
1340T 

1350B 
moc 
13500 
1350E 
1350F 

T or Bd. Price 
Oia. Thick Per M X 

.075 

.105 

.135 

.165 

.114 15.41 

.114 15.41 

.114 15.41 

.114 15.41 

.075 .091 

.105 .091 

.135 .091 

.165 .091 

.075 .114 

.105 .ll4 

.135 .114 

.165 .114 

.195 .114 

.230 .ll4 

.075 .114 

.105 .114 

.135 .114 

.165 .114 

.195 .114 

.230 .ll4 

.293 .114 

.188 4-40 

.075 .079 

.105 .. 079 

.135 .079 

.165 .079 

.125 2-56 

.105 .114 

.135 .114 

.165 .ll4 

.195 .114 

.230 .114 

.031 

.062 

.094 

.125 

.156 

.188 

.031 

.062 

.094 

.125 

.156 

.188 

.250 

.031 

.062 

.094 

.125 

.062 

.094 

.125 

.156 

.188 

10.08 
10.08 
10.08 
10.08 

32.93 
32.93 
32.93 
32.93 
32.93 
32.93 

15.41 
15.41 
15.41 
15.41 
15.41 
15.41 
15.41 
32.7.5 

14.11 
14.11 
14.11 
14.11 
20.01 

21.96 
21.96 
21.96 
21.96 
21.96 

1370B .105 .ll4 .062 20.70 
1370C .135 .114 .094 20.70 
13700 .165 .114 .125 20.70 
1370G .293 .114 .250 20.70 

2030 .037 .062 .016 16.22 
2030A .053 .062 .031 16.22 
2030B .084 .062 .062 16.22 
2030C .115 .062 .094 16.22 
20300 .147 .062 .125 16.22 

2035A .075 .089 .031 17.07 
2035B .105 .089 ,062 17.07 
2035C .135 .089 .094 17.07 
20350 .165 .089 .125 17.07 

2060 
206M' 
2060B 
2060C 
20600 

.037 .063 

.054 .063 

.084 .063 

.ll5 .063 

.147 .063 

.016 14.56 

.031 14.56 

.062 14.56 

.094 14.56 

.125 14.56 

2520A .054 .073 .031 17.84 
2520B .084 .073 .062 17.84 
2520C .lIS .073 .094 17.84 
25200 .147 .073 .125 17.84 

2540A .054 .073 .031 15.77 
2540B .084 .073 .062 15.77 
2540C .115 .073 .094 15.77 
25400 .147 .073 .125 15.77 

HOLLOW TERMINALS 

1200A .075 .114 .031 14.08 
1200B .115 .114 .062 14.08 
l200C .135 .114 .093 14.08 

T or Bd. Price 
NO. X Oia. Thick Per M 

12000 .165 .114 .125 14.08 
1200E .195 .114 .156 14.08 
1200F .230 .114 .187 14.08 

1260B .105 .114 .062 23.04 
!260C .135 .114 .093 23.04 
12600 .165 .114 .125 23.04 

1330B .105 .135 .062 24.13 
1330C .135 .135 .093 24.13 
13300 .165 .135 .125 24.13 

1380B .105 .114 .062 23.56 
1380C .135 .114 .093 23.56 
13800 .165 .114 .125 23.56 
1380E .195 .114 .156 23.56 

1390A .075 .079 .031 23.45 
1390B .105 :079 .062 23.45 
l390C .135 .079 .093 23.45 
13900 .165 .079 .125 23.45 
1390E .195 .114 .156 23.45 
1390F .230 .114 .187 23.45 

1392A .075 .lll .031 17.37 
13928 .105 .111 .062 17.37 
1392C .135 .111 .093 17.37 
13920 .165 .111 .125 17.37 

2010 .037 .063 .015 14.91 
2010A .053 .063 .031 14.91 
2010B .084 .063 .062 14.91 
2010C .115 .063 .093 14.91 
20100 .147 .063 .125 14.91 
2010T .125 .063 17.32 

BIFURCATED TERMINALS 

1240B .105 .183 .062 31.20 
1240C .135 .183 .094 31.20 
12400 .165 .183 .125 31.20 
1240E .195 .183 .156 31.20 
1240F .230 .183 .188 31.20 

1250A .075 .114 .031 25.88 
1250B .105 .114 .062 25.88 
l250C .135 .114 .094 25.88 
12500 .165 .114 ,125 25.88 

1255A .075 .114 .031 21.22 
1255B .105 .114 .062 21.22 
1255C .135 .114 .094 21.22 
12550 .165 .114 .125 21.22 

1305B .105 .114 .062 27.14 
1305C .135 .ll4 .094 27.14 
13050 .165 .114 .125 27.14 

1306B .105 .135 .062 45.28 
1306C .135 .135 .094 45.28 
13060 .165 .135 .125 45.28 

1307C .135 .186 .094 54.33 
13070 .165 .186 .125 54.33 
1307E .195 .186 .156 54.33 
1307F .230 .186 .188 54.33 

1308A .054 .114 .031 20.42 
1308B .084 .114 .062 20.42 
1308C .115 .114 .094 20.42 
13080 .147 .114 .125 2Q.42 

1309A .075 .091 .031 21.18 
1309B .105 .091 .062 21.78 
1309C .135 .091 .094 21.18 
13090 .165 .091 .125 21.18 

1310A .075 .114 .031 18.03 
mOB .105 .114 .062 18.03 
moc .135 .114 .094 18.03 
moo .165 .114 .125 18.03 

1391A .075 .151 .031 29.47 
13918 .105 .151 .062 29.47 
1391C .135 .151 .094 29.47 
13910 .165 .lSI .125 29.47 
1391E .195 .lSI .156 29.47 
1391F .230 .151 .188 29.47 

2000 .037 .063 .016 15.67 
2000A .053 .063 .031 15.67 
2000B .084 .062 .062 15.67 
2000C .115 .062 .094 15.67 
20000 .147 .062 .125 15.67 
2000E .179 .062 .156 15.67 

2001 .037 .062 .016 22.36 
200lA .053 .062 .031 22.36 
200iB .084 .062 .062 22.36 
200lC .115 .062 .094 22.36 
200ID .147 .062 .125 22.36 
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No. 

2005 
2005A 
2005B 
2005C 
2005D 

.037 

.053 

.084 

.115 

.14i 

T or Bd. Price 
Oia. Thick Per M 

.062 .016 20.80 

.062 .031 20.80 

.062 .062 20.80 

.062 .094 20.80 

.062 .125 20.80 

2020 .037 .063 .016 19.19 
2020A .053 .063 .031 19.19 
2020B .084 .063 .062 19.19 
2020C .l!5 .063 .094 19.19 
2020D .147 .063 .125 19.19 

2021 .037 .063 .016 22.53 
2021A .053 .063 .031 22.53 
2021 B .084 .063 .062 22.53 
2021C .115 .063 .094 22.53 
2021D .147 .063 .125 22.53 

2022 .037 .063 .016 23.40 
2022A .053 .063 .031 23.40 
2022B .084 .063 .062 23.40 
2022C .115 .063 .094 23.40 
2022D .147 .063 .125 23.40 

FEED·THRU TERMiNALS 

1220B .105 .183 .062 32.02 
1220C .135 .183 .094 32.02 
1220D .165 .183 .125 32.02 
1220E .195 .183 .156 32.02 
l220F .230 .183 .188 32.02 

lrn~ .105 .183 .062 38.83 
12211} .135 .183 .094 38.83 
12210 .165 .183 .125 38.83 
1221E .195 .183 .156 38.83 
1221F .230 .183 .188 38.83 

1230B :105 .183 .062 49.65 
1230C .135 .183 .094 49.65 
1230D .165 .183 .125 49.65 
1230E .195 .183 .156 49.65 
1230F .230 .183· .188 49.65 

129DA .075 .114 .031 15.08 
1280B .105 .1r4 .062 15.08 
1290C .135, .114 ,094 15,08 
12900 .165 .114 .125 15.08 

1301C .135 .114 .094 37.40 
13010 .165 .114 .125 37.40 
130lE .195 .114 .156 37.40 
130lF .230 .114 .188 37.40 

131lA .105 .114 .062 44.20 
1311B .135 .114 .094 44.20 
1311C .165 .114 .125 44.20 

1315B .094 .094 .062 38.13 
1315C .125 .094 .094 38.13 
1315D .156 .094 .125 38.13 

13168 .094 .094 .062 56.33 
1316C .125 .094 .094 56.33 
13160 .156 .094 .125 56.33 

1320B .105 .204 .062 32.15 
1320C .135 .204 .094 32.15 
13200 .165 .204 .125 32.15 
1320E .195 .204 .156 32.15 
1320F .230 .204 .188 32.15 

1360C .135 .204 .094 39.82 
13600 .165 .204 .125 39.82 
1360E .195 .204 .156 39.82 
1360F .230 .204 .188 39.82 

2040A .075 .126 .031 18.98 
2040B .105 .126 .062 18.98 
2040C .135 .126 .094 18.98 
'20400 .165 .126 .125 18,98 
2040T .125 5·40 2U9 

2050A .075 .126 .031 20.97 
20508 .105 .126 .062 20.97 
2050C .135 .126 .094 20.97 
20500 .165 .126 .125 20.97 

2500A .053 .091 .031 18.11 
25008 .084 .091 .062 18.11 
2500C .115 .091 .094 18.11 
2500D .147 .091 .125 18.11 

2510A .053 .073 .031 18.03 
2510B .084 .073 .062 18.03 
25l0C .115 .073 .094 18.03 
25l0D .147 .073 .125 18.03 

2511A .053 .073 .031 20.22 
25118 .084 ,073 .062 20.22 
2511C .115 .073 .094 20.22 
2511D .147 .073 .125 20.22 
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I ~rn 
T or Bd. Price 

No. X Oia. Thick Per M 

2530A .053 .073 .031 15.77 
2530B .084 .073 .031 15.77 
2530C .115 .073 .094 15.77 
25300 .147 .073 .125 15.77 

COM81NATiON TERMINALS 

1203C .141 .221 .094 78.78 
1203D .172 .251 .125 78.78 
1203E .234 .258 .188 78.78 

NAS TERMINALS 

Shank Bd. Price 
No. . Length Thick Oia. Per M 

704·1 .078 .031 .110 20.80 
704·2 .109 .062 .110 20.80 
704·3 .141 .093 .110 20.80 
704·4 .172 .125 .110 20.80 

705·1 .075 .031 .092 11.80 
705·2 .105 .062 .092 11.80 
705·3 .135 .093 .092 11.80 
705·4 .165 .125 .092 11.80 

706·2 .094 .062 .201 43.25 
706·3 .125 .093 .201 43.25 
706·4 .156 .125 .201 43.25 

,707·2 .109 .062 .112 17.85 
707·3 .141 ,093 .112 17,85 

.707·4 .172 .125 ,112· 17,85 

708·2 .109 .062 ,112 15.81 
708·3 .141 ,093 .112 15.81 
708·4 .172 .125 .112 15.81 

709·1 .062 .031 .116 16.81 
709·2 .094 .062 .116 16.81 
709·3 .125 .093 .116 16.81 
709 4 .156 .125 .116 16.81 

FLOATiNG PRINTED CIRCUIT 
TERMINALS 

T or Bd. Price 
No. X Oia. Thick Per M 

7000A 
70008 
7000C 
70000 

700lA 
700lB 
700lC 
70010 

7010A, B, 
C, D 

7020A, 8, 
C, 0 

7030A, B, 
C, D 

7040A, B, 
C. D 

.062 .062 ,031 20.19 
,094 ,062 .062 20.19 
.125 .062 .094 20.19 
.156 .062 .125 20.19 

.062 .062 .031 20.19 

.094 .062 .062 20.19 

.125 .062 .094 20.19 

.156 .062 .125 20.19 

(same as 18.20 
7001 series) 

(same as 
7001 series) 

(same as 
7001 series) 

(same as 
7001 series) 

TAPER PiNS 

18.20 

19.07 

23.57 

2770 .205 Taper .061 
in. per in. 

on dia. 14.73 

2775 .281 Taper .061 
in. per in. 

on dia. 24.74 

2776 .281 Taper .061 
in. per in. 

on dia. 15.90 

ENGINEERING DESIGN KIT 

No. 

K·14 
K·44 
K·12 
K·l0 

Price 
Each 

28.50 
28.50 
28.50 
28.50 

SECTION 2800 

TAPERED RECEPTACLE 
TERMINALS 

No. 

2710 

2720A 
2720B 
2720C 
2720D 
2720E 
2720F 

2730A 
2730B 
2730C 
27300 
2130E 
2730F 

T or Bd. Price 
X Oia. Thick Per M 

.531 .094 .500 69.94 

.015 .114 .031 21.81 

.105 .114 .062 21.81 

.135 .114 .094 21.81 

.165 .114 .125 21.81 

.195 .114 .156 21.81 

.230 .114 .188 27.81 

.015 .114 .031 36.40 

.105 .114 .062 36.40 

.135 .114 .094 36.40 

.165 .114 .125 36.40 

.195 .114 .156 36.40 

.230 .114 .188 36.40 

2140A .015 .019 .031 39.40 
2740B .105 .079 .062 39.40 
2740C .135 .019 .094 39.40 
27400 .165 .019 .125 39.40 
2140E .195 .079 .156 39.40 
2140F .230 ,079 .188 39.40 

2150A .015 .019 ,031 32.60 
2750B .105 .019 .062 32.60 
2150C .135 .019 .094 32.60 
27500 .165 .019 .125 32.60 
2750E .195 .019 .156 32.60 
2150F .230 .019 .188 32.60 

2160B .105 .204 .062 69.93 
2760C .135 .204 .094 69.93 
27600 .165 .204 .125 69.93 

2161 B .105 .204 .062 43.33 
2161C .135 .204 .094 43.33 
27610 .165 .204 .125 43.33 

2162A .062 .145 .031 51.31 
2162B .094 .145 .062 51.31 
2162C .124 .145 .094 51.31 
2162D .156 .145 .125 51.31 
2762E .188 .145 .156 51.31 
2162F .219 .145 .188 51.31 
2762G .281 .145 .250 51.31 

2163A .062 .145 .031 88.35 
2163B .094 .145 .062 88.35 
2163C .124 .145 .094 88.35 
27630 .156 .145 .125 88.35 
2163E .188 .145 .156 88.35 
2763F .219 .145 .188 88.35 
2763G .281 .145 .250 88.35 

NO. 

3500 

No. 

1700C 
17000 

BINDiNG POST 

MIg. 
Hole Bd. 
Di •• Thick 

.500 .431 

PLUGS AND SOCKETS 

Bd. 
X Thick 

.135 .135 .094 

.165 .135 .125 

Price 
Each 

1.21 

Price 
Each 

.21 

.21 

1705B .105 
1105C .135 
17050 .165 

.062 .30 

.094 .30 

.125 .30 

1710C .135 
17100 .13 

.094 .10 

1115 

1716 

1180E 
1780F 
1180G 

178rB 
1181C 
17810 
1182E 
1782F 
1782G 

1785E 
1185F 
1785G 
1186E 
1786F 
1186G 

.165 .10 

2·56 

4·40 

.195 .190 .156 

.230 .190 .188 

.255 .190 .218 

.094 .094 .062 

.125 .094 .094 

.156 .094 .125 

.195 .190 .156 

.230 .190 .188 

.255 .190 .218 

.195 .203 .156 

.230 .203 .188 

.255 .203 .218 

.195 .205 .156 

.230 .205 .188 

.25* .205 .218 

.28 

.28 

.30 

.30 

.30 

.345 

.345 

.345 

.345 

.345 

.345 

.345 

.345 

.345 

.345 

.345 

.25 

AJ;CESSORY HAROWARE 

No. B 

1560 .562 
1560·1 .438 
1560·2 .315 

o or Price 
Thd. Oia. Each 

.250 .16 

.250 .16 

.250 .16 

Net 

o or Price 
No. B Thd. Oia. Each 

1561 .562 .125 .16 
1561·1 .438 
1561·2 .315 

.125 .16 

.125 .16 

1800 10·32 . 1.16 

1815 4·40 .365 

3100·6 
3100·8 
3100·10 

6·32 .25 
8·32 .25 

10·32 .25 

3200·6 
3200·8 
3200·10 
3200·25 

6·32 .094 .28 
8·32 .120 .28 

10-32 .140 .28 
*·20 .200 .28 

3316A 6·32 .251 .435 
3316B 6·32 .126 .435 

SHAFT lOCKS 

Shaft Int. 
No. Oia. Thd. 

1510 .250 %·32 
1511 .250 %·32 
1512 .125 \it ·32 
1513 .125 *·32 
1514 Cap Only 
1515 .250 %-32 

No. 

153DA 
1530B 
1530C 
1530D 
1531 A, 
1531B 
1531C 
15310 

1540A 
1540B 
1540C 
15400 

1541A 
1541B 

,1541C 
1541D 

STAND·OFFS 

Lglh. 
B X 

.250 ,075 

.250 .105 

.250 .135 

.250 .165 

.315 .015 

.315 .105 

.315 .135 

.315 .165 

.031 

.062 

.093 

.125 

.031 

.062 

.093 

.125 

.315 .015 .031 

.315 .105 .062 

.375 .135 .093 

.375 .165 .125 

.315 .015 .031 

.315 .105 .062 

.315 .135 .093 

.315 .165 .125 

1550A .250 .181 4·40 
mOB .315 .187 4·40 
1550C .250 .250 6·32 
1550D .315 .250 6·32 
1550E .500 .250 6·32 
1550F .625 .250 6·32 
1550G .750 .250 6·32 
1550H .250 .315 8·32 
1550i .315 .315 8·32 
1550) .500 .315 8·32 
1550K .625 .375 8·32 
1550M .750 .315 8·32 

1551A .250 .181 4·40 
1551 B ,315 .181 4·40 
1551C .250 .250 6·32 
15510 .315 .250 6·32 
1551E .500 .250 6·32 
1551 F .625 .250 6·32 
155IG .150 .250 6·32 
1551H .250 .315 6·32 
15511 .315 .315 8·32 
1551J .500 .315 8·32 
1551K .625 .315 8·32 
1551M .150 .315 8·32 

Shank Di •. , .188 

CHASSIS FASTENER 

No. X T 

1590B .105 .062 
1590C .135 .093 
1590D .165 .125 
1591B .105 .062 
1591C .135 .094 
1591D .165 .125 

Shank Oia" .181 

HANDLES - FERRULE 

900 (Fits 1005 
through 
1017) 

No. 

1004 
1005 
1007 
1010 
1012 
1013 
1015 
1017 

A 

6.44 
6.44 
6.00 
4.25 
4.00 
4.56 
3.00 
2.00 

B 

1.50 
1.75 
1.50 
1.50 
1.50 
1.50 
1.50 
1.50 

Price 
Each 

.23 

.385 

.21 

.23 

.335 

.47 

Price 
Each 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.07 

.085 

.085 

.105 

.105 

.105 

.105 

.105 

.125 

.125 

.125 

.125 

.125 

.125 

.125 

.13 

.13 

.13 

.13 

.13 

.15 

.15 

.15 

.15 

.15 

.175 

.175 

.175 

.175 

.175 

.175 

Price 
Each 

1.08 
1.08 
1.06 

99 
.99 

1.01 
.915 
.955 

No. A B 

1018 8.00 1.50 
1019 10.00 1.50 
1020 4.25 1.50 
1025A 4·5 1.50 
1025B 5·6 1.50 

1030 3·6 1.50 
1032 4.00 2.435 
1050 3.00 1.28 
1053 9.00 .1.75 

A-Bolt Centers 

B-Hgt. Off Panel 

ROUND KNURLED 
ALUMINUM KNOBS 

Max. 
Hole Shaft 

No. Oia. 0.0. 

300 .250 .250 
301 .188 .188 
302 .125 .125 

305 .250 .250 
306 .188 .188 
301 .125 .125 

310 .250 .250 
3ll .188 .188 
312 .125 .125 

400 .250 .250 
401 .188 .188 
402 .125 .125 
410 .250 .250 
411 .188 .188 
412 .125 .125 
450 .250 .250 

500 .250 .250 
501 .188 .188 
502 .125 .125 

550 .250 .250 
551 .188 .188 
552 .125 .125 

555 .250 .250 
556 .188 .188 
557 .125 .125 

560 .250 .250 
561 .188 .188 
562 .125 .125 

625 .250 .250 
626 .188 .188 
621 .125 .125 

1000 .250 .250 
1001 .188 .188 
1002 .125 .125 

1038 .250 .250 
1039 .188 .188 
1040 .125 .125 

STANDARD TERMINAL 
BOARDS & BRACKETS 

No. ABC 

110DA 1.000 1.50 13.12 
11008 1.500 2.00 13.12 
1100C 2.000 2.50 13.12 
11000 2.500 3.00 13.12 
1102A 1.000 1.50 13.12 
11028 1.500 2.00 13.12 
1102C 2.000 2.50 13.12 
11020 2.500 3.00 13.12 
1110 .500 13.12 
1112 .500 13.12 
1180 .500 .719 .875 
!l81 .750 1.031 1.218 
1182 .875 1.156 1.500 
1186 .500 .718 .875 
1187 .750 1.031 1.218 
1188 .875 1.156 1.500 

2200B .500 .75 7.812 
2200C .750 1.00 7.812 
22028 .500 .75 7.812 
2202C .750 1.00 7.8t2 
2210 .312 7.812 
2212 .312 7.812 

800lA 1.00 1.50 13.12 
8001 B 1.50 2.00 13.12 
8001C 2.00 2.50 13.12 
80010 2.50 3.00 13.12 
8002 .500 13.12 
8003B .500 .750 7.812 
8003C .750 1.00 7.812 
8004 .937 7.812 

1100, 2200 series-5 sect. 
1180 series-l sect. 
11·2 (See 
11·3 Bracket 
11·4 Chart) 
11·5 

Price 
Each 

1.395 
1.735 
1.185 
1.98 
1.98 

2.81 
3.07 
1.375 
1.755 

Price 
Each 

.955 

.955 

.955 

.99 

.99 

.99 

1.03 
1.03 
1.03 

1.655 

5.20 

3.475 

.715 

.715 

.715 

1.01 
1.01 
1.01 

1.04 
1.04 
1.04 

1.08 
1.08 
1.08 

.73 

.73 

.13 

.885 

.885 

.885 

1.01 
1.01 
1.01 

Price 
Each 

2.57 
2.655 
2.16 
2.86 
4.78 
4.94 
5.585 
6.21 
1.165 
2.015 
.78 
.78 
.855 
.95 
.95 

1.03 

2.62 
2.965 
3.265 
4.215 
1.415 
2.34 

.105 

.105 

.125 

.125 
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I SECTION 2800 I 
SOLDERLESS TERMINALS AND CONNECTORS 

COMPLETE liNE ••• 21 TYPES,S CONSTRUCTION STYLES 

KRIMPTITE ® INSULKRIMP ® VERSAKRIMP ® 
Basic non-insulated electro- All advanced features of Advantageous featu res of 
tin plated copper terminal. KRIMPTITE, plus pennantly KRIMPTITE plus the higher 
One-piece construction for attached rigid vinyl plastic tensile strength afforded by 
maximum strength and con- insulating sleeve for increas- BRAZED BARREL construe-
ductivity. ed vibration resistance. tion. 
Insulated terminals color coded: 22-18 Red, 16-14 Blue, 12-10 Yellow 

VIBRAKRIMP ® 
Particularly suitable where 
high vibration is a factor. 
K RIM P TI TE construction 
plus seamless annealed elec­
tro-tin plated brass sleeve. 

E 
u 

iii 

:5 
o 
1 
.5 
c 

-t ___ ~z 

. AVIKRIMP ® 
All VIBRAKRIMP features, 
tin-plated brass sleeve plus 
permanently attached over­
lapping nylon insulating 
sleeve. 

BASIC TERMINAL ~ 
CONSTRUCTION 

DETAILS 

Mc:iterial: Annealed electrolytic copper, electro-tin finish. Modern one-piece design for 
maximum strength and conductivity. With strength gusset, open end rapid inspection, bev­
eled edge to facilitate wire insertion. Circumferential serrations for maximum contact area 

Basic Dimensions 
Wire Stud Width Clear-

Rarige 5ize ance 
5 W C 

3-4 114 7/32 
3-4 19164 7132 

00 5-6 1/4 7/32 

I" 5-6 19164 7132 
5-6 5/16 5/16 

N 8 114 7/32 N 
8 19164 7132 
8 5116 5/16 

10 19164 7132 
10 5116 5/16 

3-4 1/.11 7/32 
3-4 19/64 7132 

~ 5-6 1/4 7/32 

I" 5-6 19164 7132 
5-6 23/64 9132 

-0 8 114 7/32 .... 
8 19164 7132 
8 23/64 9132 

10 19164 7132 
10 23/64 9132 

0 
5-6 3/8 5/16 I" 

N 8 3/8 5/16 .... 10 3/8 5/16 

00 .... 
5-6 5/16 5/16 I 

N 8 5116 5/16 
N 10 5116 5/16 

~ .... 
I 5-6 11/32 9/32 

-0 8 11132 9/32 .... 
10 11/32 9/32 

0 

I" 5-6 3/8 5/16 
~ 8 3/8 5/16 

10 3/8 5/16 

and grip. Full 1/4 inch barrel, length, wide crimping area; easy location. 
Wire Ranges 22-18, .032 stock. Wire Ranges 12-10, .040 stock. 
Listed by Underwriter Laboratories, Inc. 

SPADE TONGUE TERMINALS 

KRIMPTITE INSULKRIMP VERSAKRIMP VIBRAKRIMP 
Length .125 Max. • 145 Max. Length Length .145 Max. Length 

Insulation Insulation Insulation 
L Diameter Diameter L L Diameter L 

Cat. No. Cat. No. Cat. No. Cat. No. Cat. No. Cat. No. 

5-1116 5/8 T-2116 T-2116X 13/16 8-3116 5/8 0-4116 25/32 
5-1117 5/8 T-2117 T-2117X 13/16 8-3117 5/8 0-4117 25/32 
5-1118 5/8 T-2118 T-2118X 13/16 8-3118 5/8 0-4118 25/32 
5-1014 5/8 T-2014 T-2014X 13/16 8-3014 5/8 0-4014 25/32 
5-1029 3/4 T-2029 T-2029X 15/16 8-3029 3/4 0-4029 29/32 
5-1119 5/8 T-2119 T-2119X 13/16 8-3119 5/8 0-4119 25/32 
5-1030 5/8 T-2030 T-2030X 13/16 8-3030 5/8 0-4030 25/32 
5-Hi31 3/4 T-2031 T-2031X 15/16 8-3031 3/4 0-403'1 29/32 
5-1120 5/8 T-2120 T-2120X 13/16 B-3120 5/8 0~4120 25/32 
5-1032 3/4 T-2032 T-2032X 15/16 B-3032 314 0-4032 29/32 

.155 Max. .175 Max. .175 Max. 

5-1121 5/8 T.2121 T-2121X 13/16 B-312l 5/8 0-4121 25/32 
5-1122 5/8 T-2122 T-2122X 13/16 B-3122 5/8 0-4122 25/32 
5-1123 5/8 T-2123 T-2123X 13/16 B-3123 5/8 0-01123 25/32 
5-1015 5/8 T-2015 T-2015X 13/16 B-3015 518 0-4015 25/32 
5-1051 3/4 T-2051 T-2051X 15/16 B-3051 314 0-4051 29/32 
5-1124 5/8 T-2124 T-2124X 13/16 8-3124 5/8 0-4124 25/32 
5-1033 5/8 T-2033 T-2033X 13/16 B-3033 518 0-4033 25/32 
5-1052 3/4 T-2052 T-2052X 15/16 B-30S2 3/4 0-4052 

. _. 29/32 
5-1104 5/8 T-2104 ... T-2104X 13/16 B-3104 518 0-4104 25/32 
5-1016 3/4 T.2016 T-2016X 15/16 B-3016 314 0-4016 29/32 

• 215 Max. • 255 Max. .235 Max. .255 Max 

5-1053 25/32 T-20~3 T-2053X 1-3/32 B-3053 25132 0-4053 0-4053X 1-1/32 
5-1054 25/32 T-2054 T -2054X 1-3/32 B-3054 25/32 0-4054 0-4054X 1-1/32 
5-1017 25/32 T-2017 T-2017X 1-3/32 B-3017 25132 0-4017 0-4017X 1-1/32 

HOOK TONGUE TERMINALS 

• 125 Max. • 145 Max. .145 Max • 

5-1018 23/32 T-2018 T-2018X 29/32 B-3018 23/32 0-4018 7/8 
5.1036 23/32 T-2036 T~2036X 29/32 B-3036 23/32 0-4036 7/8 
5-1037 23/32 T -2037 T-2037X 29/32 B-3037 23/32 0-4036 7/8 

.155 Max. • 175 Max. • 175 Max • 

5-1038 23/32 T-2038 T-2038X 29/32 B-3038 23/32 D-4038 718 
5-1039 23/32 T-2039 T-2039X 29/32 B-3039 23/32 0-4039 7/8 
5-1040 23/32 T-2040 T-2040X 29/32 B~3040 23/32 0-4040 7/8 

• 215 Max. • 255 Max • .235 Max • 255 Max'; 

5-1057 3/4 T-2051' T-2057X 1-1/16 B-3057 3/4 0-4057 D-4057X 1 
5-1058 3/4 T-2058 T-2058X 1-1/16 B-3058 3/4 0-4058 0-4058X 1 
5-1045 3/4 T-2045 T-2045X 1-1/16 B-3045 3/4 0-4045 0-4045X 1 

WALDOMEL.ECTRONICS INC., CHICAGO 32; ILLINOIS. 
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AVIKRIMP 
.14S Max • 
Insulation 

Length 

Diameter L 

Cat. No. Cat. No. 

N-5116 13/16 
N-5117 13/16 
N-5118 13/16 
N-5014 13/16 
N-5029 15/16 
N-5119 13/16 
N-5030 13/16 
N-5031 15/16 
N-5120 13/16 
N-5032 15/16 

.175 Max 

N-S121 13/16 
N-S122 13/16 
N-S123 13/16 
N-5015 13/16 
N-5051 I5/16 
N-5124 13/16 
N-5033 13/16 
N-5052 15/16 
N-5104 13/16 
N-5016 15/16 

.235 Max • .255 Max • 

N-5053 N-5053~ 1-5/64 
N-5054 N-5054X 1-5164 
N-5017 N-5017X 1-5164 

.145 Max • 

N-5018 29/32 
N-5036 29/32 
N-5037 29/32 

.175 Max • 

N-5038 29/32 
N-5039 2~j~2 N-5040 29 32 

• 235 Max. .255 Max • 

N-5057 N-5057X 1-3/64 
N-5058 N-5058X 1-3/64 
N-5045 N-504SX 1-3/64 

© U,C.P" Inc. 



I SECTION 2800 I 
SOLDERLESS TERMINALS AND CONNECTORS 

•••••• ,.1., T •••• " ~ ~ 
RECTANGULAR TONGUE TERMINALS Ring Tongue 

Basic Dimensions KRIMPTITE INSULKRIMP VERSAKRIMP VIBRAKRIMP AVIKRIMP 
Wi,e St"d Width Cleo,' Length . 125 Max. . 145 Max. Length Length . 145 Max. Length .145 Max . Length 

Range Size once Insulation Insulation Insulation Insulation 
S W C Cat. No. L Diameter Diometer L Cat. No. L Diameter Cat. No. L Diameter Cat. No. L 

3·4 114 7/32 5·1127 518 T·2127 T·2127X 13/16 6·3127 5/8 0·4127 25132 N·5127 13/16 i 
3·4 19/64 7/32 5·1128 518 T·2128 T·2128X 13/16 6·3128 5/8 0·4128 25/32 N·5128 13"/16 ; 
5·6 114 7/32 5·1129 518 T·2129 T·2129X 13/16 6·3129 5/8 0-4129 25/32 N·5129 13/16 i 

CO 5-6 19/64 7/32 5·1071 5/8 T·2071 T·2071 X 13/16 6·3071 5/8 0·4071 25132 N·5071 13/16 i .-
5·6 5/16 5116 5·1130 3/4 T·2130 T·2130X 15/16 6-3130 3/4 0·4130 29/32 N·5130 15116 N 8 114 7/32 5·1131 5/8 T·2131 T·2131X 13/16 6·3131 518 0·4131 25/32 N·5131 13/16, 

N 8 19/64 7/32 5·1072 5/8 T·2072 T·2072X 13/16 6·3072 5/8 0·4072 25/32 N·5072 13/16 ' 
8 5116 5/16 5·1132 3/4 T·2132 T·2132X 15/16 6·3132 3/4 0·4132 29/32 N·5132 15116 ; 
10 19/64 7/32 5-1073 5/8 T·2073 T·2073X 13/16 6·3073 5/8 D·4073 25132 N·5073 13/16 
10 5/16 5/16 5·1133 3/4 T·2133 T·2133X 15/16 6·3133 3/4 0·4133 29/32 N·S133 15/16 

• 155 Max. • 175 Max • • 175 Max . .115 Max • 
3·4 1/4 7/32 5·1134 518 T·2134 T·2134X 13/16 6·3134 5/8 0·4134 25132 N.5134 13/16 
3·4 19/64 7/32 5-1135 5/8 T·2135 T·2135X 13/16 6-3135 5/8 0·4135 25/32 N·5135 13/16 

"<I' 5-6 114 7/32 5·1136 518 T·2136 T·2136X 13/16 6·3136 , 5/8 0·4136 25132 N·5136 13/16 
.- 5·6 19/64 1/32 5·1074 5/8 T·2074 T·2074X 13/16 6-3074 5/8 0·4074 25132 N·5074 13/16 
-b 5·6 23/64 9/32 5·1137 3/4 T·2137 T·2137X 15/16 6·3137 3/4 0·4137 29/32 N·5137 15/16 
.- 8 1/4 7/32 5·1138 518 T·2138 T·2138X 13/16 6·3138 5/8 0·4138 25/32 N·5138 13/16 

8 19/64 7/32 5-1075 518 T·2075 T·2075X 13/16 6-3075 5/8 0·4075 25/32 N·5075 13/16 
8 23/64 9132 5·1139' 3/4 T-2139 T·2139X 15/16 6·3139 3/4 ' 0·4~39 29/32 N·5139 15116 
10 19164 7/32 5·1076 5/8 T· 2076 T·2076X 13/16 6·3076 5/8 0.4076 25/32 N·5076 13/16 
10 23/64 9132 5-1140 3/4 T·2140 T·2140X· 15/16 6·3140 3/4 0·4140 29/32 N·5140 15/16 

0 • 215 Max. .255 Max. .235 Max • .255 Max. .235 Max. .2SSMax. 
.-

58'6 1 
3/8 5116 5·1071 25/32 T·2077 T·2071X 1·3/32 6·3071 25/32 0·4077 0·4077 X 1·1/32 N·5077 N·5077X 1·5/64 

N 3/8 5/16 5·1078 25/32 T·2078 T·2078X 1·3/32 6·3078 25/32 0·4078 0-4078X 1·1132 N·5078 N·507~X 1·5/64 .- 10 3/8 5/16 5·1079 25/32 T·2079 T·2079X 1·3/32 6·3079 25/32 0.4079 0·4079X 1·1/32 N·5079 N·5079X 1·5/64 

RING TONGUE TERMINALS 
• 125 Max. • 145 Max. , .145 Max • .145 Max • 

2 7132 5/32 5·1099 33/64 T·2099 T·2099 X 45/64 3·3099 33/64 0·4099 43/64 N·5099 45/64 
3·4 7/32 5/32 5· )047 33/64 T·2047 T·20.I7X 45/64 63047 33/64 0·4047 43/64 N·5047 45/64 
3·4 9/32 114 5·1096 41/64 T·2096 T·2096X 53/64 3·3096 41164 0·4096 51/64 . N·5096 53/64 
5·6 7/32 5/32 5·1001 33/64 T·2001 T·2001X 45/64 6·3001 33/64 0·4001 43/64 N.5001 45/64 
5-6 9132 1/4 5·1002 41/64 T·2002 T·2002X 53/64 6·3002 41/64 0·4002 51/64 N·5002 53/64 

CO 
5·6 5/16 5/16 5·1103 23/32 T·2103 T·2103X 29/32 6·3103 23/32 0·4103 7/8 N·5103 29/32 

.- 8 9132 1/4 5·1097 41/64 T·2097 T·2097X 53/64 6·3097 41164 0·4097 51/64 N·5097 53/64 . 8 5116 5/16 5·1021 23/32 T·2021 T·2021 X 29/32 6·3021 23/32 0·4021 7/8 N·5021 29/32 
N 10 9132 114 5·1098 41164 T·2098 T·2098X 53/64 6·3098 41164 0·4098 51/64 N·5098 53/64 N 10 5116 5/16 5·1003 23/32 T .2003 T·2003X 29/32 6·3003 23/32 0·4003 7/8 N·5003 29/32 

10 15/32 .400 5·1111 57/64 T·2111 T·2111X 1·5/64 6·3111 57/64 0·4111 1·3/64 N·5111 1·5/64 
10 9/16 9/16 5·1141 1·7/64 T·2141 T·2141X 1.19/64 6·3141 1.7/64 0·4141 1·17/64 N·5141 .19/64 
1/4 15132 .400 5·1004 57/64 T·2004 T·2004X 1·5/64 6·3004 57/64 0·4004 1·3/64 N·5004 1·5/64 
1/4 9/16 9/16 5·1179 1·7/64 T·2179 T·2179X 1.19/64 6·3179 1·7/64 0·4179 1·17/64 N·5179 1.19/64 
5/16 15/32 .400 5·1005 57/64 T·2005 T.2005X 1·5/64 6·3005 57/64 0·4005 1.3164 N·5005 1·5/64 
5/16 9/16 9/16 5·1142 1·7/64 T·2142 T·2142X 1·19164 6·3142 1·7/64 0·4142 1.17/64 N·5142 1·19/64 
3/8 9/16 9/16 5·1143 1·7/64 T·2143 T·2143X 1·19/64 6·3143 1·7/64 0·4143 1.17/64 N·5143 1·19/64 

.155 Max. • 175 Max. .175 Max. .175 Max • 
1/4 7/32 

',-
19/32 1-:[:2102 T·2102X 3/4 N·5102 25/32 2 5·1102 25/32 6·3102 19/32 0·4102 

3·4 114 7/32 5·1048 19/32 T·2048 T·2048X 25132 6·3048 19/32 0·4048 3/4 N·504~ 25/32 
3·4 5/16 9/32 5·1112 45/64 T·2112 T·2112X 57/64 6·3112, 45/64 0·4112 55/64 N·5112 57/64 
3·4 11132 5/16 5·1095 47/64 T·2095 T·2095X 59164 6·3095 47/64 0·4095 57/64 N.5095 59164 
5·6 1/4 7/32 5·1006 19/32 T .2006 T·2006X 25/32 6·3006 19/32 0·4006 3/4 N·5006 25/32 
5·6 5/16 9/32 5·1007 45/64 T·2007 T·2007X 57/64 6·3007 45164 0·4007 55/64 N.5007 57/64 

"<I' 5·6 11/32 5/16 5·1092 47/64 T·2092 T ·2092X 59164 6·3092 47164 0·4092 57/64 N.5092 59164 ..... 8 1/4 7132 5.1113 19/32 T·2113 T·2113X 25/32 6·3113 19/32 0·4113 3/4 N·5113 25/32 
-b 8 5116 9/32 5·1024 45/64 T·2024 T·2024X 57/64 6·3024 45/64 0·4024 55/64 N·5024 57/64 .... 8 11132 5/16 5·1093 47/64 T·2093 T ·2093X 59164 6·3093 47/64 0·4093 57164 N·5093 59/64, 

10 5116 9/32 S·100a 45/64 T·2008 T·2008X 57/64 6·3008 45164 0·4008 55/64 N·5008 57/64 
10 11/32 5116 5.1094 47164 T·2094 T·2094X 59/64 6·3094 47/6'4 0·4094 51164 N·5094 59/64 
10 15/32 .400 5·1106 57/64 T·2106 T·2106X 1·5/64 6·3106 57164 0·4106 1·3/64 N·5106 1·5/64 
10 9/16 9/16 5·1144 1·7/64 T·2144 T·2144X 1·19/64 6·3144 1·7/64 0·4144 1.17/64 N·5144 1·19/64 
1/4 15/32 .400 5·1009 57/64 T·2009 T·2009X 1·5/64 6·3009 57/64 0·4009 1·3/64 N·5009 1·5/64 
114 9/16 9/16 5·1145 1·7/64 T·2145 T·2145X 1·19154 6·3145 1.7/64 0·4145 1·17/64 N·5145 1.19/64 
5/16 15/32 .400 5·1041 57/64 T·2041 T·2041 X 1·5/64 6·3041 57/64 0·4041 1·3/64 N·5041 1·5164 
5/16 9/16 9/16 5·1146 1·7/64 T·2146 T·2146X 1·19/64 6·3146 1.7164 0·4146 1.17/64 N·5146 1·19/64 
3/8 9/16 9/16 5·1147 1·7/64 T·2147 T·2147X 1.19/64 6·3147 1.7/64 0·4147 1.17/64 N·5147 1·19164 

;21.5 Max. • 255 Max. • 235 Max • .255Max. .235 Max • • 255 Max . 
3/4 9/32 5/16 5·1148 45164 T·2148 T·2148X 1·1164 6·3148 45/64 0·4148 0·4148X 61164 N·5148 N·5148X 1 
3/4 3/8 5/16 5·1114 3/4 T·2114 T·2114X 1·1116 6·3114 3/4 0·4114 0·4114X 1 N·5114 N·5114X 1.3/64 
5-6 9/32 5/16 5·1149 45/64 T·2149 T·2149X 1·1/64 6·3149 45164 0·4149 0·4149X 61164 N·5149 N·5149X 1 
5-6 3/8 5/16 5·1049 3/4 T·2049 T·2049X 1·1/16 6·3049 3/4 0·4049 0·4049 X 1 N·5049 N·5049X 1·3/64 
8 9/32 5/16 5·1150 45/64 T·2150 T·21SOX 1·1/64 6·3150 45/64 0·4150 0·415OX 61164 N·5150 N·5150X 1 
8 3/8 5/16 5.1050 3/4 T ·2050 T·2050X 1·1116 6·3050 3/4 0·4050 0·4050X 1 N·5050 N·5050X 1.3/64 

10 3/8 5/16 5·1011 3/4 T·2011 T·2011X 1·1116 6·3011 3/4 0·4011 0-4011 X 1 N·50 11 . N·5011X 1·3/64 
0 10 17132 13/32 5.1115 59/64 T·2115 T·2115X 1·15164 8·3115 59/64 0·4115 0·4115X 1·7/64 N·5115 N·5115X 1.7/32 ' ..... 10 19132 31164 5.1107 1·1/32 T .2107 T·2107X 1·11132 6·3107 1.11321 0·4101.' 0·4107X 1.9/32 N·5107 N·5107X 1·21/64' . 
N 114 17/32 13/32 5·1100 59/64 T·2100 T·2100X 1·15164 6·3100 59/64 0-4100 0·4100X 1·7/64 N·5100 N·5100X 1·7/32 .... 114 19132 31164 5·1012 1·1132 T·2012 T·2012X 1·11/32 6·3012 1·1/32 0·4012 0·4012X 1·9/32 N·5012 N·5012X 1·21164 

114 3/4 5/8 5·1151 1·17/64 T·2151 T·2151X 1·37/64 6·3.151 1·17164 0·4151 0·4151X 1·33/64 N·5151 N·5151X 1·9/16 : 
5/16 17/32 13132 5·1101 59/64 T·2101 T·210 IX 1·15164 6·3101 59/64 0·4101 0·4101X 1.7/64 N·5101 N.5101X 1·7/32 . 
5/16 19/32 31164 5·1042 1·1/32 T·2042 T·2042X 1·11132 6·3042 ,1.1/32 0·4042 0·4042 X 1·9/32 N.5042 N·5042X 1.21154 
5/16 3/4 5/8 5·1152 1·17154 T·2152 T·2152X 1·31/64 6·3152 1.17/64 0·4152 04152X 1·33/64 N·5152 N·5152X 1.9/16 
3/8 19132 31164 5·1013 1·1/32 T·2013 T·2013X 1·11132 6·3013 1·1132 0·4013 0·4013X 1.9/32 N·5013 N·5013X 1.·21164 
3/8 3/4 5/8 5·1153 1·11164 T·2153 T·2153X 1·37164 8·3153 1.17/64 0·4153 'O·4153X 1·33/64 N·5153 N·5153X 1·9/16 
7/16 3/4 5/8 5·1154 ,1·17/64 T·2154 T·2154X 1·31/64 6·3154 1.17~4 0.4154 O·4154X 1.33~4 N·5154 N·5154X 1·9/16 
112 3/4 5/8 5·1155 1·17/6~ T·2155 T.2155X 1·37/64 6·3155 1.17154 0,'4155 0·4155X 1·33/64 N·5155 N·5155X 1·9/16 

WALDOM ELECTRONICS INC., CHICAGO 32, ILLINOIS 
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SECTION 2800 

SOLDERLESS TERMINALS AND CONNECTORS 

FLANGED SPADE TERMINALS 

Basic Dimensions KRIMPTITE " .. INSUlKRIMP VERSAKRIMP VIBRAKRIMP. AVIKRIMP 
Wire ,I St..,d Width Clear· Length .liW"'ax. .145 Max. Length Length .145 Max. Length .145 Max. Length 

Range Size once 'Insulation Insulation Insulation Insulation 
S W C Cat. No. L Diameter Diameter L Cat. No. L Di~meter Cat. No. L Diameter Cat.No. L 

CO 3-4 19/64 7/32 5.1125 5/8 T·2125 T·2125X 13116 8.3125 5/8 0-4125 2!i/32 N-5125 13116 .... 5-6 19/64 7/32 5-1080 5/8 T·2080 T.2080X 13116 B·3080 5/8 [)'4080 25/32 N·5080 13/16 
N 8 19/64 7/32 5-1081 5/8 T·2081 T·2081X 13/16 B·3081 5/8 [).4081 25/32 N·508 I 13/16 
N 10 19/64 7/32 5.1082 5/8 T·2082 T·2082X 13/16 B.3082 5/8 [).4082 25/32 N.5082 13116 

• 155 Max. .175 Max. .175 Max. .175 Max • 
~ 3-4 19/64 7/32 S.1126 5/8 T·2126 T·2126X 13/16 8·3126 5/8 0-4126 25/32 N·5126 13/16 .... 

5-6 .19/64 7/32 5·1083 5/8 T·20113 T.2083X 13116 B.3083 5/8 0-4083 25/32 N·5083 13/16 ..0 .... 8 19/64 7/32 5-1084 5/8 ,·2084 T·2084X 13116 8·3084 ~/8 [)'4084 25/32 N·S084 13/16 
10 19/64 7/32 5·1085 '5/8 T·2085 T·2085X 13/16 B·3085 5/8 0-4085 25/32 N-5085 13/16 

0 
.215 Max. .255 Max; .235 Max. .255 Max; . 235 Max. .255 Max • .... 5-6 3/8 5/16 5-1086 3/4 T·2086 T·2086X l.i/16 B·3086 3/4 0-4086 D-4086X 1 N·S086 N.5086X 1·3/64 N 8 318 5/16 5-1087 3/4 T·2087 T.2087X 1·1/16 8.3087 3/4 [).4087 o.:'I087X 1 N·5087 N.5087X 1·3/64 .... 

10 3/8 5116 5-1088 314 T·2088 T·2088X 1·1/16 8.3088 3/4 0·4088 0-4088)( 1 N·5088 N.5088X 1·3/64 

FLAG TYPE TERMINALS-CLOSED AND OPEN 

Wire 
Range 

22·18 

16.14 

12.10 

I-L-I 
o f-B-I 

t¢5 ~ 
.032 Stock 

Stud 
Size 

S 

5·6 
8 

10 

5·6 
8 

10 

5·6 
8 

10 

Basic Dimensions 
Maximum 

Width Clearance 
W C Stock 

3/8 5/16 .032 
3/8 5/16 .032 
3/8 5/16 .032 

3/8 5/16 .032 
3/8 5/16 .032 
3/8 5/16 .032 

3/8 5/16 .040 
3/8 5/16 .040 
3/8 5/16 .040 

Basic Dimensions 
Barrel 

Wire Length Length Oiameter 
Range L B 0 

16·14 35/64 3/16 , .,176 
16·]4 19/.32 3/16 .157 

Ti f-C-jr_ 0 w@t ~ ~ ___ I 

r--:;-L-

KRIMPTITE VERSAKRIMP 

Catalog Length Catalog Length 
Number L Number L 

5·1059 5/8 B·3059 5/8 
5·1060 5/8 B·3060 5/8 
5·1043 5/8 ' 8·3043 5/8 
5·1061 21/32 B·3061 21/32 
5·1062 21/32 B·3062 21/32 
5·1044 21/32 B·3044 21/32 

5·1108 23/32 B·3108 23/32 
5.1109 23/32 8·3109 23/32 
5.1110 23/32 B-3110 23/32 

SNAP PLUGS 
KRIMPTITE .lNSUlKRIMP 

• 155 Max. • 175 Max • 
Catalog Length Insulation Insulation 
Number L Diameter Diameter 

5·1056 35/64 T·2056 T·2056X 
5.1055 19/32 T·2055 T·2055X 

f-C-j 

l~ w s : : J ,---
r----L---1 

KRIMPTITE VERSAKRIMP 

Catalog length Catalog Length 
Number L Number L 

S·1156 5/8 8.3156 5/8 
5-11 57 5/8 8.3157 518 
5·1158 5/8 8·3158 5/8 
5-1159 21/32 8-3159 21/32 
5,1160 21/32 B·3160 21/32 
5·1161 21/32 B·3161 21/32 
S·1162 23/32 B·3162 23/32 
5·116,3 23/32 8·3163 23/32 
5·1164 23/32 B·3164 23/32 

VIBRAKRIMP AVIKRIMP 
.175 Max • .175 Max. 

Length Insulation Length Insul,atio" Length 
L Diameter L Diameter L 

51164 0·4056 49/64 N·5056 51/64 
27/32 0-4055 13/16 N·5055, 27132 

BUTT CONNECTORS PARALLEL CONNECTORS 

o~ 
-'--------,1 

,',".\ , 
',II , 

\" -------
1---'-J~ 

Straight Flared (X) 

KRIMPTITE INSUlKRIMP VERSAKRIMP 
Overall Overall Overall 

Wire Catalog Length Catalog Catalog Length Catalog Length 
Range No. L No. No. L No. 

S.1019 9/16 T·2019 T.2019X 15/16 B·301? 9116 
22-18 (.1251.0) (.145 I.D~ 

S.1020 9/16 T.2020 T,2020X 15/16 8·3020 9/16 
16-14 (.1551.0.) (.175 I.D~ 

5-1046 9/16 T·2046 T.2046X 1·1116 8·3046 9/16 
12·10 (.2151.0.) (.2551.0) 

Wire 
Range 

22-18 

16-14 

12·10 

I- L., 
--.. , --'--------­·_---- __ 1 

o , 
I 0 
I I 

_.' '-.- -_. _ .. -.:J, . 

Flared (x) Straight 

Wire range. represent cumulative total. of wires used. 

KRIMPTITE. INSULKRIMP VERSAKRIMP 
Overall Overall Overall 

Catalog Length Catalog Catalog Length Catalog Length 
No. L No. No. L No. L 

5·1105 5/16 T·2105 .T.2.105X 11/16 8·3105 5/16. 
(.1251.0.) (.145 I.D~ 

5·1063 5/16 T·2063 T·2063X 11116 8·3063 5/16 
(.1551.0.) (.175 I. D~ 

5.1064 5/16 T·2064 T·2064X 25/32 8·3064 5/16 
(.215t.D.) (.2551.0) 

WALDOM EI-ECTRONICS INC., CHICAGO 32, II-I-INOI,S 
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SECTION 2800 

SOLDERLESS TERMINALS AND CONNECTORS 

HEAVY DUTY TERMINALS 
(USE 12-10 TOOLING) 

RING TONGUE .050 STOCK 
These terminals are farmed from heovier stock (full .050") to resist heavy vibration that 
fractures standard terminals. 

"Basic Dimensions KRIMPTITE INSULKRIMP VIBRAKRIMP AVIKRIMP 
Wire Stud Clear· 

Range Size Width once Catalog 
S W C Number 

3·4 9/32 5/16 S·1401H 
3/8 5/16 S.1402H 

5-6 9/32 5/16 S-1403H 
3/8 5/16 S-1404H 

8 9/32 5/16 5-1405H 

~ 
3/8 5/16 5-1406H 

..... 10 3/8 5/16 S·1407H 
I 17/32 13/32 S-1408H -0 ..... 19/32 31/64 S-1409H 

1/4 17/32 13/32 5-1410H 
19/32 31/64 S-1411H 
3/4 5/8 S.1412H 

5/16 17/32 13/32 S-1413H 
19/32 31/64 5-1414H 
3/4 5/8 5-1415H 

3/8 19/32 31/64 S-1416H 
3/4 5/8 S-1417H 

7/16 3/4 5/8 5-1418H 
1/2 3/4 5/8 5·1419H 

SPADE TONGUE 

FLANGED SPADE 

TYPE II 

© U.C,P., Inc, 

• 215 Max. .255 Max • .235 Max. • 255 Max. .235 Max. .255 Max • 
Length Insulation Insulation Length Insulation Insulation Length Insulation Insulation Length 

L Diameter Diameter L Diameter Diameter L Diameter Diameter L 

45/64 T·2401H T·2401HX 1-1/64 D·4401H D-4401HX 61/64 N-5401 H N·5401HX 1 
3/4 T-2402H T·2402HX 1·1/16 D-4402H D-4402HX 1 N.5402H N-5402HX 1-3/64 

45/64 T-2403H T·2403HX 1-1/64 D-4403H D-4403HX 61/64 N·5403H N-5403HX 1 
3/4 T-2404H T-2404HX 1.1/16 D-4404H D·4404HX 1 N-5404H N-5404HX 1·3/64 

45/64 T-2405H T -2405HX 1-1/64 D-4405H D-4405HX 61/64 N-5405H N-5405HX 1 
3/4 T-2406H T-2406HX 1-1/16 D-4406H D-4406HX 1 N-5406H N-5406HX 1-3/64 

3/4 T-2407H T-2407HX 1·1/16 D·4407H D-4407HX 1 N-5407H N-5407HX 1-3/64 
59/64 T-2408H T.2408HX 1-15/64 D-4408H D-4408HX 1-11/64 N-5408H N-5408HX 1-7/32 
1-1/32 T-2409H T-2409HX 1-11/32 D·4409H D-4409HX 1-9/32 N·5409H N-5409HX 1-21/64 

59/64 T-2410H T-2410HX 1-15/64 D-4410H D-4410HX 1-11/64 N-5410H N-5410HX 1-7/32 
1-1/32 T-2411H T-2411HX 1-11/32 D-4411H D-4411HX 1-9/32 N·5411H N-5411HX 1·21/64 
1-17/64 T -2412H T·2412HX 1-37/64 D-4412H D-4412HX 1-33/64 N-5412H N-5412HX 1-9/16 

59/64 T-2413H T-2413HX 1-15/64 D·4413H D-4413HX 1-11/64 N·5413H N-5413HX 1-7/32 
1-1/32 T-2414H T-2414HX 1-11/32 D-4414H D-4414HX 1-9/32 N-5414H N-5414HX 1-21/64 
1-17/64 T-2415H T-2415HX 1-37/64 D-4415H D-4415HX 1-33/64 N-5415H N-5415HX 1-9/16 

1-1/32 T-2416H T-2416HX 1-11/32 D-4416H D-4416HX 1-9/32 N-5416H N-5416HX 1-21/64 
1-17/64 T ·2417H T-2417HX 1-37/64 D-4417H D-4417HX 1-33/64 N-5417H N-5417HX 1-9/16 
1-17/64 T ·2418H T-2418HX 1-37/64 D-4418H D-4418HX 1·33/64 N-5418H N-5418HX 1.9/16 
1-17/64 T-2419H T-2419HX 1-37/64 D·4419H D-4419HX 1-33/64 N-5419H N-5419HX 1-9/16 

.050 STOCK ~ i ?;3~~1 1 ----, 
~ '" ' J -- --' 

.050 STOCK 
1 ___ ~ 

::1 ?;:rj ~ '" ' J ----'. 

HIGH TEMPERATURE TERMINALS 
Engineered specifically for high temperature applications, rugged TEMP­
TERMS are conservatively rated for continuous duty at 650°F. Terminals 
and connectors in this series are fobricoted from 0 heat-resisting alloy 
and are specially nickle-plated for corrosion-resistance at elevated 
temperatures. 

Stud Maximum Overall Stud 
Wire Catalog Type Size Width Length Clearance 

Range Number 5 W L C 

22·18 S.1165 5-6 7/32 33/64 5/32 
5-1166 5·6 9/32 41/64 1/4 
S-1167 8 9/32 41/64 1/4 
5·1168 10 9/32 41/64 1/4 
5-1169 - - 9/16 -

16·14 S·1170 5·6 1/4 19/32 7/32 
S-1171 5·6 5/16 45/64 9/32 
S-l172 8 5/16 45/64 9/32 
S-1173 10 5/16 45/64 9/32 
5-1174 - - 9/16 -

12-10 S-1175 5-6 3/8 3/4 5/16 
S-1176 8 3/8 3/4 5/16 
S-l177 10 3/8 3/4 5/16 
5-1178 I - - 9/16 -

WALDOM ELECTRONICS INC., CHICAGO 32, ILLINOIS 
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I SECTION 2800 I 
sOLDERLEss TERMINALS AND CONNECTORS 

WAlDom LARGE WIRE RANGES 

, ' , , 
I I 
L __ ' 

A. 

B. 

o 

RING TONGUE TERMINALS 

NO.8 WIRE RANGE .050 Stock A. B. NO.6 WIRE RANGE .057 Stock A. B. 
BASIC DIMENSIONS VERSAKRIMP BASIC DIMENSIONS VERSAKRIMP 

STUD WIDTH CLEAR· LENGTH CATALOG CATALOG 
SIZE ANCE NUMBER NUMBER 

STUD WIDTH CL.EAR LENGTH CATAL0.!i CATALOG 
SIZE ANCE NUMBER NUMBER' 

S W C L S W C L 

6 15/32 11132 61164 B·3200 
3/8 11/32 29/32 6·3224 

8 15/32 11/32 61164 6·3201 
3/8 11132 29/32 6·3225 

8 5/8 1/2 1·114 6·3227 
15/32 112 1·11/64 ' 8·3247 

10 5/8 112 1·1/4 8·3228 
10 15/32 11/32 61164 6·3202 

19/32 13/32 1·5/6.4 6·3205 
13/16 19/32 1.7/16 8·3233 
15/32 112 1.11/64 B·3248 

13116 19/32 1.3/8 6·3210 
6.3226 3/8 11/32 29/32 1/4 5/8 1/2 1·114 8·3229 

13/16 19/32 1·7/16 8·3234 
1/4 15132 11132 61164 6·3203 1·1/8 31132 1·31132 8·32.40 

19/32 13/32 1·5/64 6·3206 15/32 112 1·11/64 8·3249 
13/16 19/32 1.3/8 8·3211 
1·118 31132 1·29/32 6·3217 
3/8 11132 29/32 6·3279 

5/16 15/32 11132 61164 6·3204 
19/32 13/32 1·5/64 B·3207 

5/16 5/8 1/2 1·114 8·3230 
13/16 19/32 1·7/16 B·3235 
1·118 31/32 1·31132 8·3241 
15/32 1/2 1·11/64 8·3250 

13/16 19/32 1·3/8 6·3212 
1·118 31132 1·29/32 6·3218 

3/8 19/32 13132 1·5/64 6·3208 

3/8 5/8 ' 112 1·114 8·3231 
13/16 19/32 1·7/16 6·3236 
1.1/8 31132 ' 1·31132 8·3242 

13/16 19/32 1·3/8 6·3213 
1·118 31132 1·29/32 6·3219 

7/16 19/32 13/32 1·5/64 8·3209 
13/16 19/32 1·3/6 8·3214 

7/16 5/8 112 1·1/4 8·3232 
13116 19/32 1·7/16 8·3237 
1·118 31132 1·31132 8·3243 

1·118 11132 1·29/32 6·3220 112 13/16 19/32 1·7/16 8·3238 
112 13116 19/32 1·3/8 6·3215 1·1/8 31132 1.31132 8·3244 

1·118 31/32 1·29/32 6·3221 
5/8 13/16 19/32 1·3/8 6·3216 

1~1I8 31132 1·29/32 6·3222 
5/8 13116 19/32 1·7/16 8·3239 

1·118 31/32 1·31132 8·3245 

3/4 1·118 31/32 1·29/32 6·3223 3/4 1·1/8 31132 1·31132 6·3246 

NO ... WIRE RANGE .075 Stock A. B. NO.2 WIRE RANGE .075 Stock A. B. 
BASIC DIMENSIONS VERSAKRIMP BASIC DIMENSIONS VERSAKRIMP 

STUD WIDTH 
SIZE 

S W 
10 21132 

15/32 
114 21132 

15132 
7/8 

1.114 

5/16 21/32 
15132 
7/8 

1·1/4 
3/8 21132 

7/8 
1·1/4 

7/16 21132 
7/8 

1·114 
112 21/32 

7/8 
1·1/4 

5/8 7/8 
1·114 

3/4 1·114 

CLEAR· LENGTH CATALOG CATALOG STUD WIDTH CLEAR· 
ANCE NUM8ER NUMBER SIZE ANCE 

C L S W C 
112 1·5/16 6·3251 10 5/8 43/64 
112 1.7/32 6·3257 114 7/8 43/64 
1/2 1·5/16 8·3252 
112 1·7/32 6·3258 

5/8 43/64 
7/8 31132 

31/32 1·29/32 8·3266 1·114 31132 
31/32 2·3/32 6·3272 5/16 7/8 43164 

112 1·5/16 ' 6·3253 
1/2 1·7/32 6·3259 

31132 1,,29/32 6·3267 

5/8 43/64 
7/8 31132 

1·114 31132 
31/32 2·3/32 6·3273 3/8 7/8 43/64' 
112 1·5/16 6·3254 

31132 1·29/32 6·3268 
31132 2·3132 6·3274 

518 43/64 
7/8 31132 

1·114 31/32 

1/2 1·5/16 6·3255 
31/32 1·29/32 6·3269 . 
31132 2·3132 6·3275 

112 1·5/16 6·3256 
31132 1·29/32 6·3270 
31132 2·3/32 6·3276 ' 
31132 1·29/32 6·3'l71 
31132 2·3/32 8·3277 

7/16 7/8 43/64 
7/8 31132 
1·1/4 31132 

1/2 7/8 43/64 
7/8 31132 

1·114 31132 
5/8 7/8 4!l/64 

718 31/32 
1·1/4 31/32 

31132 2·3/32 6·3278 3/4 1.114 31132 

PARALLEL AND BUTT CONNECTORS 
VERSAKRIMP ONLY 

LENGTH CATALOG 
NUMBER 

L 
1.17132 

1·21132 6·3284 
1·17/32 
1·31132 8·3290 
2·5/32 6·3296 
1·21132 8·3285 
1·17/32 
1·31/32 8·3291 
2·5/32 8·3297 
1·21132 8·3286 
1·17/32 
1·31132 8·3292 
2·5/32 6·3298 
1·21/32 8·3287 
1·31132 8·3293 
2·5/32 8·3299 
1·21/32 6·3288 
1·31/32 8·3294 
2·5/32 6·3300 
1.21132 6·3289 
1.31132 8·3295 
2·5/32 8·3301 
2'5/32 8·3302 

PARALLEL CONNECTORS 
I--L---l 

BUTT CONNECTORS 

WIRE CATALOG LENGTH 
RANGE STOCK NO. L 

tt--uu.:] - -- --~ 
WIRE CATALOG 

RANGE STOCK NO. 

118 .050 8·3260 3/8 118 .050 6·3263 

116 .057 6·3261 7/16 116 .057 6·3264 

114 .075 6·3262 17/32 114 .075 6·3265 

112 .075 6·3303 41/6,4 112 .075 6·3304 

WALDOM ELECTRONICS INC., CHICAGO 32, ILLINOrS 

CATALOG 
NUMBER 

B·3280 

6·3281 

6·3282 

8·3283 

LENGTH 
L 

53/64 

1·1/64 

1·1/8 

1·1/4 
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Catalog 
Number 

CE-2214 
CE-1610 

I SECTION 2800 I 
SOLDERLESS TERMINALS AND CONNECTORS 

Outside 
Diameter 

0.0. 
5/16 
7/16 

Overall Barrel. 
Length Length 

L B 
39/64 11132 
23/32 3/8 

NYLON INSULATED 
CLOSED-END CONNECTORS 
Inside 

Diameter 
1.0. 

114 
3/8 

Circular 
Mil 

Area 
600- 5,180 

2,400-13,100 

Connectors are annealed, tin.plated seamless brass. 
Insulation is natural- color translucent Du.Pon1 Nylon 
Molded of the finest c::ompound obtainable. A variety of 
colors is available on quantity orders. Temperature rat· 
ing of 105"C maximum. 600 Volts maximum in building 
wire and 1,000 Volts inside a sign or fixture. 

CONNECTOR INSERTS 
Outs·ide Overall Inside Circular 

T c--- --------T If' _____________ , 10' 
Wire Catalog Diameter 

Range Number 0.0. 

22-14 IC·2214 1/8 

Ler.gth Diameter 
1.0 •. 

11164 5/64 

Mil 
Area 

600- 5,180 

Inserts are the same annealed, tln.plated seamless 
. brass pieces as used in the Nylon-insulated Closed. 

End Connectors described above. Inserts are used in 
applications where insulation is not essential. 

I---L------I 16-10 IC·1610 13/64 11/32 5/32 2,400-13.100 

.020 Stock 

MALE 

FEMALE 

.'). 
R 

Wire 
Range 

22-18 
16-14 
12-10 

Wire 
Range 

22-18 
16-14 
12-10 

© U,C.P., Inc. 

QUICK-DISCONNECT PUSH-ON TYPE TERMINALS 
1-111-1 

"~"'---~i r-L-1 KRIMPTITE 

~Ea JI:F:.J! 
Length L 15132 

~ •.• ~-~ __ I 
Barrel Length B 5/32 1 . ..-- Width W 1/4 

i.== .J-----I _..J----! Catalog No. 5·1091 

Male Female Female Flag 
Wire range .18·14 . 

Basic Dimensions KRIMPTITE INSULKRIMP VIBRAKRIMP AVIKRIMP 
Berrel • 155 Max. .175 Max. • 175 Max • .175 Max • 

Wire Length Length o Width Catalog Length Insulation Insulation Length Insulation Length Insulation Length 
Ronge L B W Number L Diameter Diameter L Diameter L Diameter L 

21132 114 114 5-1089 21/32 T-2089 T-2089X 27132 0-4089 13/16 N-5089 27/32 

18-14 
43/64 7/32 1/4 5-1090 43/64 T-2090 T-2090X 55/64 0-4090 53/64 N-5090 55/64 

These terminals are designed to give high pressure spring-loaded connections. They incorporate a locking action caused 
by mating a depression on the male tongue with a raised pip in the female slot when the parts are engaged. Insulation is 
not available on the flag design. 

3 WAY "Y" CONNECTORS 

KRIMPTITE INSULKRIMP VERSAKRIMP VIBRAKRIMP AVIKRIMP 
Rei. Max. Max. Ref. Ref. Max. Ref. Max. Ref. 

Catalog Length Catalog Ins. Catalog Ins. Length Catalog Length Catalog Ins. Length Catalog Ins. Length 
Stock Number R Number Oia. Number Dia. R Number R Number Dia. R Number Dia. R 

.032 5-1065 33/64 T-2065 .125 T-2065X .145 45/64 B·3065 33/64 0-4065 .145 43/64 N-5065 .145 45164 

.032 5-1066 35/64 T -2066 .155 T·2066X .175 47164 B-3066 35164 0-4066 .175 45/64 N-5066 .175 47164 

.040 5-1067 37/64 T-2067 .215 T-2067X .255 57/64 B-3067 37164 0-4067 .235 53/64 N·5067 .235 7/8 

4 WAY "X" CONNECTORS 

KRIMPTITE INSULKRIMP VERSAKRIMP VIBRAKRIMP AVIKRIMP 
Ref. Max. Max. Ref. Ref. Max. Ref. Max. Ref. 

Catalog Length Catalog Ins. Catalog Ins. Leth Catalog Length Catalog Ins. Length Catalog Ins. Length 
Stock Number R Number Dia. Number Dia. Number R Number Oia. R Number Dia. R 

.032 5-1068 33/64 T-:,068 .125 T-2068X .145 45/64 B-3068 33/64 0-4068 .145 43/64 N-5068 .145 45/64 

.032 5-1069 35164 T-2069 .155 T-2069X .175 47/64 B-3069 35/64 0-4069 .175 45/64 N-5069 .175 47164 

.040 5-1070 37164 T-2070 .215 T-2070X .255 57164 B-3070 37/64 0-4070 .235 53/64 N-5070 .235 718 

Both the "Y" and the "X" Connectors are made up of ring tongue terminals which have been joined to fotm a 
3-way or 4-way splice. The wire ranges apply to each terminal. The material is tin.plated copper with a 
plated steel rivet. Other-combinations of standard terminals can usually be supplied on special order. 

UNIVERSAL CRIMPING TOOL 
CT·4050. Crimps both insulated and non.insulated termi· 
nals. Wire ranges 22 through 12. Also cuts wire and 
strips wire. 

$3.95 

WALDOM ELECTRONICS INC., CHICAGO 32, ILLINOIS 
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.ILIO. 
SOLDERLESS TERMINALS 

PRICE LIST 
SPADE; FLANGED SPADE, RECTANGULAR, 
HOOK TONGUE TERMINALS, HIGH TEMP. 
ERATURE TERMINALS 

SECTION 2800 

KRIMPTITE VERSAKRIMP VIBRAKRIMP AVIKRIMP 

100- 1000- SOOO· 100- 1000- 5000- 100- 1000· 5000- 100. 1000- SOOO· 100- 1000- 5000. 
999 4999 Over 999 4999 Over 999 4999 Over 999 4999 Over 999 4999 Over 

Per C Per 101 Per 101 Per C Per 101 Per 101 Per C Per 101 Per 101 Per C Per 101 ·Per 101 Per C Per 101 Per III 

W·r. Ranae. 22-18 + 16-14 1.80 JA,99 11.39 3.94 33.03 24.94 2.76 23.03 17.39 4.56 38.04 28.91 6.40 53.30 40.40 
I-,.:W~ir",.~R~a~n~!I •• =1~2:::,-1~0--:-_____ ---,_+~2.:.::5~2 21.!lO 15.96 5. 4 43.02 32.49 4.29 35.77 27.0 5.8 48.41 ~_ 7.90 65.82 SO.03 

HEAVY DUTY TYPE 
I-;;:;;W~i~r.~R~a2.ngel!.7..;;16:..:'~14~=;-;;-;-____ -t-=3.~0.::.2+.::.25.::...:.16=+..:.19.:..: . ..:::0:..7 ~5:.:. 7..:9-+..::4.:.8.:.:5:.:.1+3::6.:..:. 6:.:3+_---:i1-_+ __ ~7:..:.. 8~3~6~5:::..~56~.::4:..:9 .:=,51 10.57 88.49 66.82 

RING TONGUE TERMINALs 

~~: ~':~2.23~18S:61!.J4 
Seri •• tlg;~ S-l00;s :>-1008 

S.ri •• S-1111 S·1004 S·1005 
S· 1106 S·1009 S·1041 

~ri.s tm~ ~m~ ~:H:~ 
S· 1146 5-1147 

Series S· 5 S· I lUll ~. 1 
Serie. ~: M~~ 5- IU Ll :.. IU~ 

Serie. ~: ml s. h ~~ S'I 153 

Wire Ranges 8,6,4 + 2 
HEAVY DUTY TYPE 

Seri •• S·1401H thru S-1407H 
~.ries ~:m~~' S·141OH, 

Series S·!~9H, S·1411H, 
S·1414H S·1416H 

"-ries s.1417H, S·14HH, -_. S.i4i7ti: S.14isti: 
S-1419H 

FLAG TYPE TERMINALS 
Wire Ranaes 22·18 + 16-14 
Wire Range • IU 

SNAP PLUGS 
All 

QUICK DI.SCONNECTS 
Femal. '" Mal. 
Fema e Fag 

BUTT CONNECTORS, REGULAR & 
HIGH TEMPERATURE 

Wire Ranges 22-18 + 16·14 
Wire Ranae 12-10 
Wire Ranges 8,6,4 + 

PARALLEL CONNECTORS 
Wire R;'naes 22-18 + 16·14 
Wire Ranae 2-
Wire Ran"". 6.6.4 + 2 

ALL TERMINALS & CONNECTORS 
LARGE WIRE RANGES 

V.r.akrimp Style Only 

3-Way Connectors 
Wire Ranges 22-18 + 16-14 
Wire Rang!, 12-10 

4-Way Connecto .. 
Wire Ranges 22·18 + 16-14 
Wire Ranges 12-10 

1.80 14.99 11.39 3.94 33.03 24.94 2.76 23.03 17.39 4.56 38.04 28.91 6.40 53.:Jl 40.40 

1.80 14.99 11.39 3.94 33.03 24.94 2.76 23.03 17.39 4.56 38.04 28.91 6.4053.30 40.40 

2.52 21.00 15.96 5.14 43.02 32.49 4.29 35.n 27.01 5.81 48.41 36.79 7.90 65.82 SO.03 

3.34 27.82 21.09 6.18 51.74 39.07 5.09 42.43 32.04 6.66 55.76 42.11 8.67 72.62 54.83 

2.52 21.00 15.96 5.14 43.02 32.49 4.29 35.77 27.01 5.81 A8.41 36.79 7.90 65.82 SO.03 
;So 2 .24 2t.7~ 5.44 45.57 34.41 5.23 43.6 32.93 6.44 53.90 40.70 8.04 67.33 SO.84 

3.60 29.97 22.77 6.04 SO. 57 38.18 5.76 48.02 36.26 6.84 57.33 43.29 8.72 73.01 55.13 
:,./U 4/.48 36.0U 8.~8 69.38 52.39 7.33 61.15 46.18 9.11 76.34 57.65 10.99 92.02. 69.49 

SEI Bt:LuW 

3.02 25.16 19.07 5. 79 48.51 36.63 7.83 65.56 49.51 10.57 88.49 66.82 

3.91 32.57 24.70 6.39 53.51 40.40 8.25 69.09 52.17 11.52 96.53 72.89 

4.:Jl 35.87 27.20 7.94 66.54 SO.25 9.06 75.85 57.28 12.20 102.21 77.18 

6.84 57.00 43.22 9.98 83. 59 63.12 11.08 92.81 70.08 13.12 109.86 82.95 

2.52 21.00 15.96 4.29 35.77 27.01 
3.64 29.97 22.77 5.73 48.02 36.26 

1.80 14.99 11.39 3.94 33.03 24.94 4.56 38.04 28.91 6.40 53.30 40.40 

1.96 16.34 12.42 4.34 36.46 27.53 4.56 138.04 28.91 6.40 53.30 40.40 
2.09 7.43 13.25 

2.00 16.68 12.67 4.72 39.49 29.82 3,78 31.44 26.14 
3.4 28.6 2.74 6.39 53.5 40.40 5.26 43.84 36.44 

eu be Ow 

1.62 13.47 10.23 3.63 30.38 22.94 2.99 24.91 20.71 
2.19 8.24 13.86 4.72 39.49 29.82 3.49 29.06 24.15 

"'." below 
WIRE RANGE NO.8 WIRE RANGE NO.6 

Pkg. 100- 1000- SOOO· 

;! p:~9 C ~ge~9 M P~rv:: 
1000· SOOO-
4999 Over 

Per III Per 101 

Pkg. 100-
of 999 

25 Per C 
B-3200 thru B-3204. B-3227 Ihru B-3232, 
~~~2~~3;~r9 B-3226 2.43 8.09 60.68 AR 7? B-3247 thru B-325O 3.87 12.90 

.R-32Q5_thru R-3209 3.39 11.3111.'1.87 6B.l B-3233 thru B-3239 4.64 15.45 
B-3210 thru B-3216 4.25 4.15 6.04 85.14 B-324O thru B-3246 5.40 17.99 
B· thru B·3223 4.Y7 16.58 114.29 YY.79 B· 1~6 .8U 9. 13 

H~r':~~2;f.2t:~0----b~.,..:~65r-t-.I-i<U5'-i:. ~;;;-+--1i 84T:'7~7~+-T6U :r.:.yO 53;;-;, 6-3264 5. 66 18.88 

B·3251 thru B·3256 4.51 18.79 
B·3257 thru B-3259 4.4 .45 

- 266 t ru B-3 
. 6· thru 6-3; 18 5.91 
B-3262 3. 6 

4.61 
2.77 

140.70 

4.28 

112.90 
IU. 
IY • 

5.6 6. 

WIRE RANGE NO.2 
Pko of 20 

B·3280 thru B·3283 6.51 27.14 
B·3284 thru B-3289 6.04 25.1 
B·J2YU thru B·3295 8.33 34.70 
B- J296 thru B- 9. 6 37.77 
B-330 .74 5.58 

96.75 77.69 

115.92 93.0 
13 .B4 10B.26 
69.89 56. 8 

141.37 113.43 

188.46 151.22 
03.24 16 .OB 

259.85 208.50 
~82.81 ri6.Y.3 
116.65 9: .60 

B·3265 4.66 9.42 145.46 1 6. B·3304 6.54 27.24 20 3. 99 163.68 

Pkg. of 
25 

2.03 
2.60 

2.60 
3.35 

KRIMPTITE 
100·499 SOO-999 1000-Over 
Per C Per 101 Per 101 

6.78 56.48 42 92 
8.67 72.26 54.92 

8.67 72.26 54.93 
1. 18 93 .. 15 70.80 

INSULKRIMP 
100·499 SOO·999 
Per C PeT 101 P~~ of 

3.90 13.00 108.88 
4.97 16.58 

5.08 16.94 141.90 
6.52 2 .72 8 .89 

l000-0ver 
Per M 

82.21 
14.80 

107.15 
137. 4 

~Wjly ConnectoT. VERSAKRIMP VIBRAKRIMP 
Wire Ran"es 22·18 + 16-14 3.18 10.59 88.69 66.97 4.45 14.82 124.17 

_WJre8ange 'IU 4.5 5. 5 I~O.Y 95.8 5.56 18.54 55. 3 

AVIKRIMP 
~Way C"nnector. 

Wire Ranaes 22-18 + 16·14 6.09 20.30 170.03 128.39 
Wire \(~e 1:l'IU 7.44 4./Y 2U .• 60 J.56.8J. __ 

"w.~! :;::::.c';;~lB + 16-14 B.OO 21>.68 223.44 16B.72 
Wire Rang_ 12-10 9.80 32.67 273.62 206.61 

*EXTRA CHARGE FOR FLARING INSULKRIMP TERMINALS("X" SuffiX) 

NYLON INSULATED CLOSED 
END CONNECTORS 

CE-2214 
1.t:-16Iu 

CONNECTOR INSERTS 
IC-2214 
1l.-161U 

100-
999 

Per C 
3.11 
4.25 

1.35 
1.80 

1000· 
4999 
Per 101 
15.88 
35.78 

11.25 
14.99 

All Standard T.rmlnal. . 2.50/101 Parallel Connector. 4.00/M 
All Heavy DutyTerminal. No EXtra Charge 3-Way Connectors 7. SO/M 
Butt Connectars 4.00/M 4-Way Connectors 10.00/M 

Stand"arld Package inc:ludes 100 terminals 
unless smaller package -is shown -

WALDOM ELECTRONICSINC_, CHICAGO 32, ILL.lNOIS 

19.67 
27.19 

8.55 
11.39 
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SECTION 2800 

WA lD 0 m Electronic Hardware 
Note: Brass hardware is nickel-plated: 
steel hardware is cadmium plated unless 
otherwise noted. Rpeciry suffix C for 100 
quanttty: BUmX M tor 1,000 and up quan­
tIty (F-46IM). 

ROUND HEAD MACHINE SCREWS 
STEEL TYPE 

Pkg. 1000- SOOO 
Wald. of 4999 .. Up 

No. Size 100 PerM Per M 
F-"l 2-56 x )4" SO.4l S 3.38 i'"2.26 
F-462 2-56 x ~" ,46 3.69 2." 
F-463 2-56 x ~" .53 4.25 2.B! 
F-464 :1-48 x ;14" .54 4.45 2.91 
F-465 4-:\6 x )4" .46 3.69 2.47 
F-466 4-:\6 x :h~" .46 3.77 2.54 
F-467 4-:16 x H" .49 4.00 2.68 
F-468 4-:16 x ~", .58 4.68 3.11 
F-469 4-40 x )4" .46 3.69 2.47 
F-470 4-40 x ~" .49 4.05 2.69 
F-471 4-40 x U" .51 4.61 3.11 ~. 

F-472 6-:!2 x )4' .49 4.06 2.71 
F-4n 6-:12 x .\4' .51 4.13 3.16 
F-474 6-:12 x %'''' .68 5.58 3.71 
F-475 6-aZ x 1" .78 6.39 4.26 
F-476 g:!g ~ ~i''' .94 7.68 5.12 
F-477 1.41 11.58 7.72 
F-471 8-:12 x )4' .65 5.32 3.55 
F-479 8-:12 x ~·K'" .70 5.13 3.B! 
F-480 8-:12 x ~' .77 6.22 4.15 
F-4B1 8-:12 x .,.' .87 7.12 4.74 
F-482 8-:\2 x I" 1.00 8.16 5.44 
F-483 H-:!2 x 1!4" 1.16 9.47 6.31 
F-414 lO-:l2 x %Ir .90 7.33 4.88 
F-485 10-:i2 x ~" 1.05 8.57 5.71 
F-486 10-:12 x I' 1.17 9.64 6.43 
F-487 10-:~2 x 1!1'" 1.55 12.68 8.46 
F-488 )4-20x ~" 1.51 12.39 8.27 
F-489 ~-20x 3.(" 1.72 14.04 9.36 
F-490 ~-20x I'" 1.96 15.98 10.64 
F-491 ~-20x 1!4'" 2.24 18.31 12.20 
F-492 .!4-20 x 1%'''' 2.70 22.17 14.78 
F-493 ~-20 x 2!1'" 3.40 27<83 18.55 

BRASS TYPE 
F-461B 2-56 x )4' 50.74 5 5.90 5 4.03 
F-462B 2-56 x ~' .86 6,91 4.n 
F-463B 2-56 x ;kl'" 1.06 8.46 5.80 
F-464B :1-48 x ~" 1.19 9.54 6.52 
F-465B 4-:16 x )4" .89 7.16 4.91 
F-466B 4-:16 x :1/1" 1.07 8.64 5.90 
F-467B ·1-:16 x ~' 1.11 8.89 6.08 
F-468B 4·:16 x ~.., 1.38 11.05 7.56 
F-469B 4-40 x )4' .89 7.16 4.91 
F-470B 4-40 x !1" 1.11 8.89 6.08 
F-U1B 4-40 x ~" 1.38 11.05 7.56 
F-472B 6-:i2 x )4' 1.16 9.32 6.37 
F-473B 6-:i2 x ~' 1.52 12.13 8.30 
F-474B 6-:12 x =J4" 1.83 14.62 10.00 
F-475B 6·:i2 x l' 2.18 17.46 11.95 
F-476B 6-:i2 xl,,'" 2.64 21.10 14.44 
F-477B 6-:12 x 2" 4.01 32.08 21.95 
F-478B S-:12 x )4' 1.67 13.36 9.13 
F-479B 8-:12 x :\ ~" 1.90 15.19 10.39 
F-480B 8-:12 x !.-'2" 2.13 17.03 11.65 
F-481B 8-:12 x ~' 2.64 21.10 14.44 
F-482B H-:i2 x I" 3.14 25.09 17.17 
F-U3B H-:l2 x 1)4" 3,70 29.59 20.24 
F-484B 1O-:i2 x %" 2.77 22.10 15.12 
F-485B 10-:12 x "'" 3.39 27.11 18.54 
F-486B 1O-:i2 x 1'" 4.07 32.58 22.28 
F-487B 10-:12 x I~" 5.57 44.53 30.46 

BINDER HEAD STEEL MACHINE SCREWS 
F-020 4-40 x )4" 50.46 5 3.72 5 2.48 
F-021 4-40 x ~~" .49 4.05 2.69 
F-022 4-40 x ~4" .51 4.68 3.11 
F-502 6-a2 x 3.'10" .49 4.03 2.69 
F-5D3 6-:iZ x 7.1" .49 4.06 2.70 
F-504 6-:i2 x :i,," .53 4.32 2.88 
F-014 6-:12 x ~' .58 4.73 3.1& 
F-015 6-:i2 x :\i" .68 5.58 3.71 
F-023 S-:i2 x 7.1" .65 5.32 3.55 
F-505 S-a2 x ~,i6" .66 5.49 3.66 
F-024 R-:tl x a,," .70 5.75 3.83 
F-025 S-;-t2 X !1J" .87 7.14 4_76 
F-026 X-:i2 X ~" .87 7.12 1 

4.74 
F-577 10-:12 x ~' .90 7.14 4.64 
F-578 10-:12 x ~' 1.05 8.57 5.42 

SLonED INDENT'D HEX WASHER 
HEAD SHEET METAL SCREWS-TYPE A 

Pkg. 1000- 5000 
Wald. of 4999 .. Up 

No; Size 100 Por M Per M 
F-056 6 x~" SO.87 mT $4.iO 
F-057 6 x :1:>/. .88 7.26 4.68 
F-050 6 x .\4' .94 7.68 4.94 
F-054 6 x ~4''' 1.14 9.32 6.06 
F-OSl 8 x~" 1.02 8.35 5.39 
F-052 8 x %" 1.07 8.78 5.66 
F-053 8 x ~' 1.09 8.92 5.75 
F-055 8 x;'" 1.09 8.'2 5.75 

SLonED HEX HEAD SHEET 
METAL SCREWS-TYPE A 

Pkg. 1000- 5DOO 
Wald. of 4999 .. Up 
No. Size 100 Per M PerM 

F-016 4x %'" SO.70 i"T.iS i"'3.i3 
F-523 4x ~' .78 6.39 4.26 
F-524 6x )4' .80 6.56 4.38 
F-525 6x % ... .82 6.68 4.45 
F-526 6x ~' .87 7.07 4.72 
F-527 6 x ~ ... 1.05 8.62 5.75 
F-528 8x )4" .94 7.68 5.12 
F-529 8x %. .99 8.04 5.35 
F-530 8x ~' 1.00 8.21 5.50 
F-017 8x %" 1.00 8.21 5.47 
F-531 8 x I" 1.29 10.51 7.01 
F-532 10 x %* 1.16 9.44 6.29 
F-533 lOx ~' 1.41 11.53 7.68 
F-534 lOx ~' 1.82 14.94 9.96 

PHILLIPS HEAD ROUND STEEL 
MACHINE SCREWS 

F-'494T6-:l2 x )4' Si:U'$9.03 S 6.02 
F-OlS 6-:12 x'"," 1.12 9.11 6.12 
F-495 6-:12 x ~' 1.00 8.19 5.46 
F-496 6-:12 x ~" 1.14 9.35 6.23 
F-497 6-:12 x I' 1.28 10.42 6.95 
F-019 8-:12 x)4' .97 7.89 5.26 
F-498 8-32 x'",' .97 7.97 5.32 
F-499 8-:12 x ~' 1.07 8.81 1.88 
F-500 8-:12 x ~" 1.24 10.22 6.82 
F-501 8-:12 x I' 1.43 11.73 7.82 

PAN HEAD SHEET METAL SCREWS 
TYPE A T F-033 16 x )4". $O;:;.8"'0.,.IS...,6 .... 56~1$ .. 4 •• 3--8 

F-034 6 x~' .87 7.07 4.72 
F-OlS .6 x~' 1.05 8.62 5.75 
F-036 8 x)4' .94 7.68 5.12 
F-037 8 x~' 1.00 8.25 5.50 
F-038 8 x I' 1.29 10.511 7.01 

, 
1 
1 
Q 

ROUND HEAD STEEL WOOD SCREWS 
F-514 4 x ~" 51.12 5 9.25 5 6.16 
F-515 4 x ~.., 1.16 9.44 6.29 
F-516 6x ~4'" 1.19 9.79 6.53 
F-517 6 x.'" 1.41 11.54 7.69 
F-518 8x :Ji" 1.36 11.15 7.44 
F-047 8 xl- 1.55 12.63 8.41 
F-519 g x lU" 1.72 14.08 9.38 
F-520 10 x l!4N 2.23 18.28 12.18 
F-521 12 x I~" 2.67 21.88 14.59 
F-522 14 x Hi" 3.81 31.16 20.77 

FLAT HEAD WOOD SCREWS 
F-027 4 x ~' 51.12 $ 8.91 5 6.16 
F-028 4 x ~4" 1.16 9.44 6.29 
F-029 6x 3.i- 1.19 9.79 6.53 
F-030 6 x I" 1.41 11.54 7.69 
F-031 Rx ~. 1.16 11.15 7.44 
F-048 8 xl" 1.55 12.63 8.41 
F-032 R x 1}(" 1.72 14.08 9.38 
F-044 10 x 1}111' 2.23 18.28 12.18 
F-04S' 12 x I~' 2.67 21.88 14.59 
F-046 14 x 1~· 3.81 31.16 20.77 

F-507 6-:12 x ~' .68 5.58 3.71 

OVAL HEAD STEEL MACHINE SCREWS 

F-506 \ 6-32 x ~'ISO.581$4'73 \ 53.16 
F-508 8-:12 x ~' .87 7.12 4.74 
F-509 10-:12 x ~' .88 7.29 4.86 
F-510 10-:12 x ~'. 1.05 8.57 5.71 

F-574 
F-S75 
F-576 

F-571 
F-572 
F-573 

F-554 
F-555 
F-556 
F-557 
F-559 
F-560 
F-S61 
F-S62 
F-S63 
F-564 
F-565 

F-554B 
F-555B 
F-556B 
F-557B 
F-559B 
F-S60B 
F-561B 
F-S62B 
F-563B 

STEEL ACORN NUTS' 
6-:12 IS2.4o 519.62 S12.42 
8-:12 2.40 19.62 12.42 

10-32 3.15 25.74 16.30 

STEEL WING NUTS* 
6-32 IS3.15525.74IS16.30 
8-32 2.72 22.19 14.05 

10-32 2.72 22.19 14.05 

HEX STEEL NUTS 
2-56x''-ux l;fs" $0.63 $ 5.105 3.40 
3-48x J""X I.,{aN .63 5.10 3.40 
4-36x~xSA:J" .61 4.98 3.31 
4-40x)4x'''' .61 4.98 3.31 
6-32xjtx s"," .61 4.98 3.31 
6-:~2x~,<ex7,i.l' .65 5.34 3.56 
8-:l2x)4x"'" .61 4.98 3.31 
8-32x~;{ax~" .66 5.36 3.58 

IQ-32x:1ixY!j" .80 6.51 4.33 
U-20x7,{eXs,1611' 1.14 9.27 6.17 
:Yi'/-32x ll,!ix S,j," 1.80 14.69 9.79 

BRASS HEX NUTS 
2-56x i,.""x l"u' S0.98 $ 7.84 S 5.38 
3-48x~18"x I.is" .89 7.13 4.88 
4-::mx~"xa" .. 1.18 9.41 6.44 
4-40x~"xs". 1.17 9.34 6.36 
6-:i2x?ill'xS-," 1.16 9.30 6.36 
6-32x~-1'''X744'' 1.40 11.18 7.64 
8-32x~"xsA." 1.16 9.30 6.36 
8-32x6"''''X~'' 1.40 11.18 7.64 
1O-32x~'x~' 1.54 12.26 8.39 

• NiCKel-plated. 

<:) 

VINYL GROMMETS 
Tested by U/L In circulating aIr oven at 
212' F tor 7 daYB with no vlBlble change. 

-9r-~ 
..,jaio- m 

DIMENSIONS 

W,:!~. p:m:e 10::::199 50~:r":P 
--cr-m- $T.IB "'TT.§I "TT.Jr 

G-4D2 .99 8.89 5.96 
G-403 1.16 10.56 7.01 
G-4D4 1.24 11.32 7.58 
G-405 1.24 11.32 7.58 
G-406 2.16 19.64 13.16 
G-4D7 3.71 33.66 22.57 

INSULATING FIBER WASHERS 
FLAT TYPE DIMENSIONS 

Wald. Screw Thlck-
No. Sin 1.0. O.D. n ... 

rw:m- """"'i4 -:lrnlr -W- ---w-
FW-375 16 .145' )4' .,,' 
FW-376 18 I,,{," ,,~" I.,." 
FW-377 no .192" %'" '.-is'' 
FW-378 )4' .255'" ~" I-t&" 

FW-379 :~~ ... %" %" ',,"oil' 
FW-38D 7a," .440" ~" Iii," 

EXTRUDED TYPE 01 MENSIONS 
Wald. Screw Size 

No. Size 0.0. , CD.--'-Yhk. 
F"W-"ffi1T V --n;;;' ~ ~¥ FW-!85 16 '",' '''' ~t4" 
FW-386 18 ¥K" )4' 11,,'" I..-t." SAl" 
FW-387 no 7,{ .... .,,' n"," lAs" 3As" 
FW-388 )4' ~' . 375' .256' I",,". ,,, .. 
FW-38S 34" %'" .437' .375' 1",,"1 SAl 

'InBet Dla. tInset height. 
NET PRICES· 

~!~. p:m,e 10::;4:.'9 50~:r":P 
nv:m- --rr.zr ---n:n- '"""lD6 
FW-375 .40 2.97 2.26 
FW-376 .40 2.97 2.26 
FW-377 .40 2.97 2.26 
FW-378 .46 3.68 2.52 
FW-379 .71 5.78 3.18 
FW-380 .71 5.78 3.88 
FW-384 .82 6.66 4.21 
FW-385 .82 6.66 4.21 
FW-386 .82 6.66 4.21 
FW-387 .88 7.28 4.60 
FW-388 .81 7.28 4.60 
FW-389 .94 7.63 4.84 

FLAT METAL WASHERS 
DIMENSIONS 

Wald. Scre. 
No. Size 1.0. O.D. 

MW-40i t4 ""1T" -r;;r-
MW-4D2 ,6 .,,' Ys" 
MW-403 /8 

"'" "'" MW-404 no 11,.(/ ~. 

MW-405 110 II,,'" ,~. 

MW-406 'W u"'W ~' 
MW-408 )4' .,,' %-

Thlck-
nes. ---w-.,,' .,,' .,,' .,,' 
049' 
I,..{e" 

MW-409 )4' ;~II' ~' '",' 
MW-410 '",' 11",'" '",' ~ NET PRICES 

~ w,:!~. p:m,e 10::;4:.'9 50~:r"~P 
'MW-41r """'lDr --n:n- $Dr 

o 
M W-402 .28 2.25 1.54 
MW-403 .29 2.36 1.62 
MW-404 .32 2.55 1.74 
M W-405 .29 2.36 1.62 
MW-406 .40 3.19 2.17 
M W-408 .46 3.68 2.52 
MW-409 .64 5.06 3.47 
M W-410 .59 4.69 3.20 

CADMIUM PLATED LOCK WASHERS 
INTERNAL TYPE 

Wald. Screw I":" 1~·9~o,- ~ .. ~. 
... Up 

No. Size 100 Per M Per M 
Mw-416 --;:r- w.n ~ ""lD1" 
MW-4l7 *6 .44 3.67 2.34 
MW-418 '8 .48 3.14 2.42 
MW-419 110 .48 3.84 2.42 
MW-420 )4' .61 5.07 3.20 
MW-421 %' 1.04 8.47 5.~5 

THE COMPLETE WALDOM CATALOG, AVAILABLE FROM US, LISTS MANY OTHER HARD­
WARE ITEMS, ALONG WITH A GREAT NUMBER OF HIGH QUALITY ELECTRONIC COMPONENTS. 

WI LD 0 m ELECTRONICS INC. Chicago 32, illinois 
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I SECTION 2800 !I 

[L~~I ELECTRONIC HARDWARE 
ELECTRONICS 

~ 
WALSCO CABLE CLAMPS 
For all cable or wire groups from 1,-8" to 'X,' in diameter. 

Description Mfg. Hale Size 

50 LINE 
Dlr. Net .33/Pkg. 

Cat. Qt,. Cat. 
No. Pkg. No. 

100 Pack 
Qty. Dealer 
Pkg. Net 

BULK PACK 
Cat. Std. 
NO. Pack 

Vs" to ~,' cable diameter #6 
~,' to V4" cable diameter #8 
V4" to 'X,' cable diameter #8 

Assorted 

750H 25 7502.-C 
7503-F 20 7503-C 
7505-F 16 7505-C 
750Q.F 20 

100 $ ~.98 
100 1.12 
100 2.08 

7502-M 1000 
7503·M 1000 
7505-M 1000 

VINYL GROMMETS 
Protects insulated wires from sharp edges of chassis • 0 
holes. Easily installed. Extremely useful for damping 
vibration in mounting parts. Cat. Qty. Cat. Qty. Dealer Cat. Std. 

DIMENSIONS No. Pkg. No. Pkg. Net No. Pack 
A B C 0 E 

$1.00 7030-M -. 'Ji. 1,-8 ~, )(, V4 703D-F 14 7030·C 100 1000 
~, ~, %. )(, 'X. 703H 12 7032-C 100 1.25 7032·M 1000 
~. V4 V4 )(, % 7034-F 12 7034-C 100· 1.37 7034-M 1000 
% % 1/4 )(. 1/2 7036-F 10 7036-C 100 1.47 7036-M 1000 
,~. 1/2 %, )(. % 7038-F 8 7038-C 100 2.27 7038-M 1000 

Assorted 7025-F 12 

CABINET FEET - SCREW TYPE 
Made of synthetic rubber. Easily installed with wood screws, 50.LINE 
metal screws or tacks. Screw type Is supplied with wood Dlr. Net .33/Pkg. 100 Pack BULK PACK 
screws on "50" and "99" line packages. Cat. Qty. Cat. Qty. Dealer Cat. Std. 

f Diameter Height No. Pkg. No. Pkg. Net No. Pack 
% ~, 7052-F 8** 7052-C 100** $ .92 7052-M* 1000 
1/2 V4 7054-F 8** 7054-C 100** 1.47 7054-M* 1000 
% 'X, 7056-F 8** 7056-C 100** 2.22 7056-M* 1000 
0/4 % 7058-C 100** 2.82 7058-M* 1000 , TACK TYPE Assorted 705D-F 8** 

Same as above, but with handy tacks molded in feet. 
Diameter 

% 7071-C 100 $1.25 7071-M 1000 
1/2 7072-C 100 1.95 7072-M 1000 

Assorted 7070-F 8 
* No screws included ** Wood screws included 

WALSCO INSULATING WASHERS 
(Flat and Extruded) 
PreCision made from vulcanized phenolic fiber. Assures the 
proper and safe insulation between components and controls 
from each other or the chassis and other metal parts. 
Fits Screw DIMENSIONS 

Size ABC 
#6 'X, ~. .140 

'X, .140 

#8 

#10 

%" 

% 
% 

% 
% 

1/2 
1/2 

% 
% 

.308 

.169 

.166 

.195 

.195 

.250 

.250 

.380 

.380 

o 
.039 

Ji'. 

E.xtruded 
Flat 
FI & Ex. 
Extruded 
Flat 
Fl. & Ex. 
Extruded 
Fllit 
FI. & Ex. 
Extruded 
Flat 
FI. & Ex. 
Extruded 
Flat 

FI. & Ex. 
-,~ 

WALSCO SPADE BOLTS 
Ideal for fastening condsensers, coils, shields; etc. The type 
8572 is straight and has %," long thread.' Thread on type' 8573 
. is 'X,' long. Both types are 3f4" long ·overall, have 6-32 thread 
and hole for 6-32 screw or Vs" rivet. 
Hole Dia., .141. Assorted 

Size ABC 0 
6-32 Straight 0/4" ~ .. ' %," V4" 
6-32 Offset 0/4" .~'" 'X,' '%." 

• • 
WALSCO SNAP-HOLE PLUGS 
The quickest. simplest way ever de­
vised to cover a hole in chassis or 
panel. Spring flanges hold pOlished 
nickel-plated flat-head 'button firmly 
in place. Use Walsco Snap-Hole Plugs 
to seal adjustments, cover unused 
holes, etc. ••• 

Fits Hole 
Diameter 

1,-8" 
'~6" 
V4" 
%" 
1/2" 
%" 
3;'4" 

.¥s" 
l'" 
11,-8" 
1V4" 

Assorted 

VENTILATING HOLE PLUGS Assorted 
Snap these protective screen coverings into ventilating holes 
on chaSSis. portable equipment' cases, amplifiers; amateur 
rigs, etc. Spring flange holds plug in place. 

Fig. No. Type Hole Size Finish 
1 Screened 1" Steel 
2 Eyelet ,%," Brass-,-Not Plated 
2 Eyelet %" Brass 
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50 LINE 
Dlr. Net.33/Pkg. 

Cat. Qt,. Cat. 
100 Pack 

Qty. Dealer 
BULK PACK 
Cat. Std. 

No. .Pkg. Ho. Pkg. Net No. Paell 

7856-C 100 $ .87 7856-M 1000 
7836-C 100 .42 7836-M 1000 

7824-1' 30 
.7858-C 100 .87 7858-M 1000 
7838·C 100 .42 7838-M 1000 

7825-F 30 
7860-C .100 .95 7860-M 1000 
784O-C 100 .42 7840-M 1000 

7826-F 30 
7862-C100 .95 7862-M 1000 
7842-C ·100 .47 7842-M 1000 

7.827-F 24 
7864-C 100 .98 7864-M 1000 
7844-C 100 _77 7844-M 1000 

7828-F 20 

50 LINE . 
BULK PACK 
Cat. Std. 
No. p~ek 

Dlr. ·Net .33/Pkg • 
Cat. Qtr. Cat. 
No. Pkg. No. 

100 Pack 
Qty •. Dealer 
Pkg. Net 

8570-F '15 
8572-M 1000 
8573-M 1000 

8572·C 100 $1.22 
8573-C 100 2.55 

50 LINE BULK PACK 

Cat. Std. 
No. Pack 

Dlr. Net ·.33/Pkg. 100.Pack 
Cat. Qty. Cat. Qty. Dealer 
No. Pkg. No. Pkg. Net 

7306-F 8 7306-C 100 $2.25 7302-M 1000 
7308-F 8 7308-C 100 2.85 7304-M 1000 
731D-F 6 7310-C 100 3.48 7306-M 1000 
7312-F 6 7312-C 100 3.30 73Q8-M 1000 
7314-F5 7314-C 100 3.60 7310-M 1000 

7315-C 100 4.62 7312-M 1000 
7316-F 4 7316-C 100 4.95 7314-M 1000 

7315-M 1000 
730D-F 6 

7316-M 1000 
7318-M 1000 
732O-M 1000 

50 LINE 
BULK PACK 
Cat. Std. 

Dlr. Net .33/Pkg. 
Cat. Qty. Cat. 

100 Pack 
Qty. Dealer 

No. Pkg. No. Pkg. Net No. Pack 

7331-C 100 
7332-C 100 
7333-C 100 

Net 

Dealer 
Net 
Per 

.1000 

$ 7.83 
8.88 

16.65 

Dealer 
Net 
Per 

1000 

$ 8.16 
10.00 
10.88 
11.73 
18.22 

Dealer 
Net 
Per 

1000 
$ 7;30 

11.70 
17.70 
22.50 

$14.70 
15.57 

Dealer 
Net 
Per 

1000 

$6.90 
3.30 

6.90 
3.30 

7.53 
3.30 

7.53 
3.68 

7.92 
6.12 

Dealer 
Net 
Per 

1000 

$12.23 
20.33 

Dealer 
Net 
Per 

1000 

$25.65 
24.38 
18.00 
22.87 
24.60 
26.40 
28.80 
36.90 

39.60 
59.40 
51.60 

Dealer 
Net 
Per 
100 

$21.38 
4.50 
6.37 
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SECTION 2900 
, 

THE FIRST TWO MODELS IN THE 
NEW ')1 ((URA TE" LINE - MORE TO (OME! 

..... Tests over 1,000 Tube Types_ 

Model 151 a Modern, Streamlined 

TUBE TESTER 
only COMPLETE I 

Not a kit ... The 151 IS a 
completely Wired and Calibrated 
Tester ... Ready to use! 

Model 151 Features and Specifications: 
..... 7 and 9 pin tube straighteners permanently mounted on front 

..... Makes all necessary tests_ Checks for shorts and leakages 
between all elements; tests for filament continuity; indicates 
the quality (emission) of all tubes_ 

panel. 

..... Employs a rugged, accurate, highly damped meter movement 
with sealed air-damping chamber. 

..... Checks all modern tubes including 7-pin miniatures, octals; 
lock-in's; 9-pin noval miniatures and new T-9 types_ 

..... Comes housed in a beautiful portable carrying case with 
slip-on cover_ 

..... Five (5) Year Free Tube Data_ 

..... Speedy Operation assured by use of a new improved circuit 
which enables us to use a single rotary switch in place of 
the one-at-a-time slide switches previously used_ 

Model 151 comes comp/ete-

absolutely no extras. Only .................. . 

PICTURE TUBE ADAPJEiR DESIGNED ESPECIALLY FOR MO·DEL 151. ONLY $3.85 

Model 152 comes com. 
plete wit" D.C. V.T.V.M. 
Probe and cable, pair of 
standard test leads for 
all ot"er services, de. 
tailed instructions. Only ... 

Model 152 a Modern, Strel1mlined 

SENIOR V.T.V.M. 
FEATURES GIANT 6112" METER 

only 52995 COMPLETE I 
Not a kit ... The 152 IS a 
completely Wired and Calibrated 
Tester ... Ready to use! 

Model 752 Features and Specifications: 
..... D_C_ VOLTMETER 

Ranges: 0 to 3, 3D, 150, 300, 1500 volts. 
Accuracy: ±3% of full scale. 
Input resistance: 11 megohms. 

..... ZERO CENTER VOLTMETER (for dis-
criminator alignment): 

Ranges: 0 to 1.5, 15, 75, 150, 750 volts. 
Accuracy: ±3% of full scale. 
Input resistance: 11 megohms. 

..... A_C. VOLTMETER 
R.M.S. Ranges: 0 to 3, 3D, 150, 300, 1500 

volts. 
Peak to Peak Ranges: 0 to 8, 80, 400, 

800 volts. 
Accuracy: ±3% of full. scale. 

..... OHMMETER: 
Ranges: 0 to 1000 megohms (5 over· 

lapping ranges). 
Center scale values: 10, 100, 1000, 

100,000 ohms, 10 megohms . 
..... DECIBEL METER (for all audio meas­

urements): 
Ranges: -10 to +5, +6 to +25, +26 

to +45 decibels. All bases on zero 
Db_ at 1.73 volts on 500 ohm line. 

..... Pilot light indicates when unit is "on." 

..... Housed in beautiful grey high-impact 
case, with color matched etched alumi-
num panel and, portable handle. 

ACCURATE INSTRUMENT CO., INC., NEW YORK, N. Y. 
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"I SECTION 2900 

AERO Instrument Company 
NO RTH HOLLYWOOD, CALIFORNIA 

VIBRATING REED FREQUENCY & TIMING INSTRUMENTS 

GENERAL DESCRIPTION 
Vipratinu Reed Instruments are direct reading frequency indicators for 
use where the efficient operation of A.C. equipment depends upon the 
maintenance of known or constant frequency. They are self contained, their 
accuracy is not affected by wide voltage variations or wave form distortions 
and require nO auxiliary apparatus. They consist of a number of steel reeds, 
of high Q, each of which is tuned to a single frequency within the band 
covered by the instrument. Indication is by visual pattern formed by the 
vibration of the reed in resonance with the line frequency. Excitation Is 
electromagnetic, and the reeds are the only moving elements. Running Time 
Meters are synchronous motor operated instruments to automatically measure 
service periods or service requirements. 

SERIES 7002 

Range: 48-52 and 58-62 eycles for read­
ing in either 50 or 60 eycles. Voltage: 
125 volts ±20 volts. Accuracy: ±0.3% 
of designated frequency. Power Consump­
tion: 1 watt. Resistance: Approximately 
100 ohms per volt. Flush panel mounting. 

2810-134--48-52 and 58-62 cy. in 3*" lIange MIL-M-6A 
molded bakelite case .............................. $25.00 

2810-133-48-52 and 58-62 cy. in 3*" lIange metal case .•...... 25.00 
2810-153-48-52 and 58-62 cy. in 3%" lIange metal case ....•... 25.00 
2810-123-48-52 and 58·62 cy. in 2*" lIange metal case ......•• 25.00 

SERIES 7004 

Range: 59-63 cycles. Used extensively 
on standby power supplies for measuring 
generator frequency and engine speeds. 
Electrical characteristics: Same as tbe 
Series 7002. 

6915-134--59-63 cy. in 3 %" flange 
MIL-M-6A molded bakelite case. 

$21.50 
6915-133-59-63 cy. in 3*" lIange 

met.l ease ................. $21.50 
6915-153-59-63 cy. in 3%" lIange 

metal case ......... , ....... $21.50 
6915-123-59-63 cy. in 2*" flange 

metal ease ................. $21.50 

SEIlIES 4009 

Range: . 380-420 cycles. For use on 400 
cycle commereial power supplies and air­
raft inverters. ACCuracy: ±0.2% 8:t 70 0 F. 
Power consumption: Approximately 1.25 
watts. Resistance: Approximately 70 ohms 
per volt. Flush panel mouriting. 

4059-134--380-420 cy. in 3%" lIange 
MIL-M-6A. molded bakelite case. 

$31.00 
4059-133-380-420 cy. in 3W' flange 

metal ease ................. $31.00 
4059-153-380-420 cy. in 3 %" flange 

metal case ................. $31.00 
4059-123-380-420 cy. in 2*" .flange 

metal case •.•• , ..•..••••... $31.00 

VOLTAGES-AlI frequency meters can be supplied for voltages from 
10 to 440 volts. 

DISCOUNTS-Quantity prices quoted upon request. 

SPECIAL INSTRUMENTS-Prices on special ranges will he furnished upon 
request. 

RUNNING TIME METERS-Special ranges, frequencies and voltages avail­
able. 

Write for catalog describing complete line of Aero stock instruments. 
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APPLICATIONS 

A large demand exists for VIBRATING REED FREQUENCY METERS 
for use with engine driven A.C. generator units as this Is the most 
simple speed and frequency indicator yet devised for A.C. generator sets. 
These meters are also generally used in laboratory and portable test equip­
ment, electronics, telephony, aircraft, industrial plants and numerous appli­
cations where electrical frequency indication Is desired. Engineering services 
are available for those desiring assistance on their application problems. 
Running Time Meters are often used in conjunction with reed type frequency 
meters. 

SERIES 1001 

Direct reading indicators to automatle­
ally and cumulatively register total oper­
ating or idle. ttme of any equipment, 
machine, circuit or system to which 
they are connected. Range: 0 to 10,000 
bours in hours· and tenths of hours­
automatically resets. Voltage: 125 ±20 
volts. Power consumption: 2.5 watts. Fre· 
quency: 50, 60 and 400 cycles. 
61134--60 cy. in 3W' flange MIL-M-

6A molded· bakelite case ...... $19.00 
41134--400 cy ...... Price upon request 

3%" SEALED METER 

Meets all applicable requirements of MIL­
M-6A Specification. All 3%" meters can 
be supplied in hermetically sealed cases. 
Electrical characteristics: Same as un­
sealed instruments. 

Prices on all models available upOn request. 

1 %" SEALED METER 

Range: 380-420 cycles. For use in air 
borne or ground equipment where size· 
and weight are tmportant factors. Volt­
age: 125 ±20 volts. Resistance: Approx­
imately 70 ohms per volt. Accu .. cy: 
±0.2% at 70 0 F. or 1.5% over range 
of -65 0 to + 1650 F. Breakdown volt­
age: 1500 volts. Power consumption: Ap, 
proximately .1.25 watts. . 
4005·115-380-420 cy. in 1*" her-

meticaly sealed case •.••. : .•.• $23.85 

Series 4005 

..., ... 
.871 -81:1 

Range .380 to 420 C. Ii .S. Hermetically Sealed, 

@ U.C.P., Inc. 



SECTION 2900 

3" RECTANGULAR 
ALCO PANEL METERS 
D'Arsonval type; 2.5% ACCURACY. 90" scale arc, 
fits 1%" mounting hole. Black bakelite CQse. 

MODEL 5-35 I specify range! 
Net 

0-50 /lA DC.$8.95 
0-100 /lA DC. 7.95 
0-200 /lA DC. 7.75 
0-500 /lA DC 6.95 

50-0-50 /lA DC 7.95 
100-0-100 /lA DC 7.75 
500·0·500 /lA DC 6.95 

0·1 MA DC 5.95 
0-5 MA DC 5.95 

Net 
0-10 MA DC. 5.95 
0·50 MA DC. 5.95 
0-100 MA DC ......... 5.95 
0-300 MA DC 5.95 
0·30 VDe 1000 Il . 5.95 
0·300 VDe per vol1..5.95 
0·150 VAe . 6.45 

·20 +3 VU. . .......... 6.95 

~!-
~I 
l---3 ... _.J 

20,000 OHMS PER VOLT 
TS-60H MULTITESTER 

New design; w.ide scale orc. Compares with 4112" 
meters; has 4" meter face. Measures 3 1/.4" W X 

41/," H. Includes leather (ose and test leads. 

DC Volt Ran9o_5.25-250·500·2500 @ 20,0001l per volt 
AC Volt Ran900-10-50.IOO·500·1000 @ 10,0001l per volt 
Capacity-.OOI mld·.l mid (wliO VAC supply) 

.00001 mld·.OOl mid (wll00 VAC supply) 
DC Current-50 /la, 2.5 ma, 250 mao 
Resillance-O·60,000 ohms, 0·6 meg.. $1 5.95 
Decibel--2Odb 10 +22db. 

Net 

VOLT -OHM-MILLIAMETER 
TS-55A MULTITESTER 

D.C. VOLTAGE RANGES: 
0·10, 50. 250, 500 & 1000 
A.C. VOLTAGE RANGES: 
0·10, 50, 250, 500 & 1000 ~7"":'-:-:-::-_..J 
D.C. CURRENT RANGES: 0·1 & 0·500ma 
DECIBEL: 20 0 +36db (2 ranges) 

RESISTANCE: 0 -100KIl $8.95 Net 

BATTERY -OPERATED 
PORTABLE VTVM 

DC valtaqe: 
AC voltaqe: 

(P-P): 
Resistance: 

Input. imp: 
Sensitivity: 
Dimensions: 
Weiqht: 

0-3, 6, 30, 120, 600V $49 9 
0·3, 6, 30, 120, 600V • 
0·9, 18,90, 360, 1.8KV 
Rxl, Rxl00, RxlK, 
Rxl0K, Rxl Meg. 
11 Meg (DeV range) 
20 UA 
8'14 x 5'1> x 4%" 
.. PI. Ibs. 

MULTI-RANGE SINGLE FUNCTION 
PRECISION LABORATORY INSTRUMENTS 
ALCO introduces a brand new series 01 MULTI·RANGE meters 
of particular interest to schools and labsl The instruments in the 
AleO line are standard meters but ingeniously built for rugged 
use and as a standard of reliability. The adaptation of ONE 
KNOB CONTROL, wide mirrored scales, and the 5 to 10 dil· 
ferent mult,i-ranges provide further versatility, simplicity, and 

• ZERO CENTER 
TYPES 

• ALL MIRROR 
SCALES 

MINIATURE 
PANEL 

METERS 
B-l00 

and effectiveness in their applications. loo;~:s.-5.R;;;;~iiCMi~;;;';;--lED~'C-!i;C:e.iie."~~=JiG;;g.j 

LAWRENCE, MASS. 

5-10 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire .about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown. 

-

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 

'\ -, 



SECTION 2900 

AMPROBE CABLE TRACER 
LOCATE UP TO 10 CABLES SIMULTANEOUSLY 

Now you can trace conductors in cables and conduit 
10 times faster than ever before - and leave your 
helper free to finish other jobs quickly and profit­
ably_ A tracing system in itself, revolutionary new 
CABLE TRACER lets you search - and unmistakably 
identify-up to 10 separate circuits simultaneously. 
What's more, with CABLE TRACER there's no need­
less handling of wires to locate a conductor. Every 
time the Indicator Button is pressed., you identify 
a circuit. And you do it without extra trips between 
conductor ends. PRICE $39.50" 

AMPROBE JUNIOR 
The only voltage testers in their price class that 
also measures amperage. They are precision instru­
ments that measure instantly and accurately on a 
calibrated scale ±3% full scale (not just an in­
dication). 

MODEL RANGES 

Y10 0-10 Amps A.C. 0-125/250 Volts A.C. 
Y25 0-25 Amps A.C. 0-125/250 Volts A.C. 
Y50 0-50 Amps A.C. 0-125/250 Volts A.C. 
Y100 0-100 Amps A.C. 0-125/250 Volts A.C. 
Y525 0-25 Amps A.C. 0-150/600 Volts A.C. 
Y550 0-50 Amps A.Co 0-150/600 Volts A.C. 
Y500 0-100 Amps A.C. 0-150/600 Volts A.C. 

Price includes Model VL-55. Safety Type Voltage Leads. 
P-1 Leather Punch Optional at $2.85. Order Separately. 

ROTARY SCALE MODELS 
Offer you thes!! outstanding features. • Only the 
Ohms scale plus one voltage scale or current scale 
is visible at anyone time, providing greater read­
ing speed and accuracy; on models other than RS-3 
only scale selected appears. • Magnified unbreak­
able window. • Pointer-lock "freezes" pointer at 
reading •• Accurate within ±3% full scale read­
ing. • One hand operation. 

MODEL RANGES 

RS-1 0-5/15/40/100 Amps A.C. 0-150/600 Volts A.C. 
RS-2 0-5/15/40/100 Amps A.C. 0-150/300 Volts A.C. 
RS-3 0-5/15/40/300 Amps A.C. 

0-150/300/600 Volts A.C. 25Q Mid-8cale 
R5-300 0-5/15/40/300 Amps A.C. 

0-150/300/600 Volts A.C. 

Factory Packed with Model 'E' Top-Grain Cowhide. 
Leather Carrying Case and Model VL-22 Voltage Test Leads. 

"Prices slightly higher outside the United States. 

PRICE" 

$19.85 
19.85 
19.85 
19.85 
19.85 
19.85 
19.85 

( 
PRICE* 

$39.85 
39.85 

52.50 

47 .• 50 

AMP ROBE JR. TEST MASTER KITS 
The AMPROBE JR. TEST-MASTER KIT consists of 
specially designed leather case that contains one 
of the all new YO AMPROBE JR. voltage testers, 
and an AMPROBE jI-4O ENERGIZER. 

The new YO models are the only voltage test­
ers in their price class that measure voltage, 
amperage and resistance. They are precision in­
struments that measure ipstantly and accurately 
on a calibrated scale (not just an indication). 

The AMPROBE ENERGIZER increases the versa­
tility of the instrument by increasing the instru­
ments sensitivity for precise readings on frac­
tional horse-power motors and appliances. 

MODEL 
2 AMMETER RANGES (full scale) 

A-4O BASIC INST. 

TM-YO "525" 0-2.5 0-25 
TM-YO "550" 0-5 0-50' 
TM-YO "500" 0-10 0-100 
TM-YO "25" 0-2.5 0-25 
TM-YO "50" 0-5 0-50 
TM-YO "100" 0-10 0-100 

2 VOLTAGE 
RANGES 

0-150/600 
0-150/600 
0-150/600 
0-125/250 
0-125/250 
0-125/250 

OHMMETER RANGE (All mDdels): 25 ohms Mid Scale. PRICE: $29.85 * 

AMPROBE TEST MASTER KITS 
The TEST-MASTER KIT designed to hold anyone 
of the famous AMPROBE RS madels, the AM­
PROBE DECA-TRAN, the AMPROBE ENERGIZER. 
The TEST-MASTER has a separate covered sec­
tion to hold your small hand tools easily, within 
reach. 
MODEL TM-33 contains the world-famous AM­
PROBE RS-3 snap-around volt-ammeter-ohmmeter: 
5 current ranges, 3 voltage ranges; AMPROBE 
DECA-TRAN: Extends amperage reading lOx. as 
high as 1200 amps; AMPROBE ENERGIZER: Mul-
tiplies sensitivity of any AMPROBE lOx for read-
ings on small appliances and fractional h. p. motors. PRfCE: $84.50 * 

MODEL TM-11 contains the AMPROBE RS-l, economy snap-around volt­
ammeter; AMPROBE DECA-TRAN and AMPROBE ENERGIZER. PRICE: $71.75* 

MODEL HK contains AMPROBE DECA-TRAN and AMPROBE ENERGIZER 
(to be used with instrument already in possession). PRICE: $39.75 " 

HIGH CURRENT 
AMPROBES 
Designed to fill the need of the individual con­
Sistently working in current and voltage ranges 
higher than scale reading available on the rotary 
'scale models. 

MODEL RANGE 

600 0-15/30/60/150/300/600 Amps A.C. 
0-150/300/600 Volts A.C. 

1200 0-15/30/60/150/300/1200 Amps A.C. 
0-150/300/600 Volts A.C. 

Factory Packed with Model "E" Top-Grain Cowhide. 
Leather Carrying Case and Model VL-22 Voltage Test Leads. 

PRICE" 

$59.50 

67.50 

PYRAMID INSTRUMENT CORPORATION, LYNBROOK, N. Y. 

© U.C.P., Inc. 

EXPORT CAPLE ADDRESS - AMP-ROBE LYNBROOK 
CANADIAN SALES DIVISION: ATLAS RADIO CORP. LTD., TORONTO 
BRITISH SALES DIVISION: H. J. BALWIN CO. LTD., LONDON 
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I SECTION 2900 I 

BEEDE ME'IEBS 
r:r!r 
ilJ!I 

MODEL 16 MODEL 15 MODELS 310 501 MODELS 23 - 14 - 2 - 5 

Model Case Mat. Barrel 
D.C. & Mounting Case Size Diameter & Depth Scale Length 

5 Styrene - Flush 1 '%{' x 1 '%{' 1 '~~/' Dia. xl" 1~," 

411 Metal - Flush 2%{' Dia. 2J{{' Dia. x 1~{' 12~1' 

412 Metal - Flush 2~l' Dia. 2J{l' Dia. x l~l' 1~1' 

501 Bakelite - Flus.h 2%" Dia. 2~{' Dia. x 1 ~'" 1~1' 

733 Metal - Surface 3J{," Dia. I 2" 
2 Styrene - Flush 2%" x 2%" 2~{' Dia. x 1 !1"z" 23{l' 

701 Metal - Flush 3~{' Dia. 2'~1' Dia. x l~l' 2'J(.{' 
15 Bakelite - Flush 3 "x 3" 2%"Dia. x 1 ~l' 2%" 

310 Bakelite - Flush 3W'Dia. 2%" Dia. x 1 '!1"{' 2%" 
140 Styrene - Flush 3%" x 2%" 2~'" Dia. x 1 %l' 2Wl' 
811 Metal - Flush 3%" Dia. 3" Dia. x 1 %(' 211(' 
815 Metal - Surface 3W'Dia. 211(' 

14 ·Styrene - Flush I 3'3){' x 3" 2%" Dia. x 1 !1"{' 3%'4" 
1 Bakelite - Flush 4%" x 4" 2%" Dia.x 1J{," 3'3)2" 

16 Bakelite - Flush 42!1"{' x 4~{' 2%" Dia. xl" 4W' 
23 Styrene - Flush 42!1"2" x 4~{' 2%" Dia. x 1 !1"2" 4!-i" 
45 Bakelite - Flush 4%" x 4" 2%" Dia. x 1 J{6" 3'3){' 

425 Metal - Surface 4~" Dia. 3'3){' 
450 Metal - Flush 4116" Dia. 3%" Dia. x 1 '!1"{' 3'3){' 
458 Bakelite - Flush 42!1"2" x 4~{' 2%" Dia. xl" 4W' 
541 Bakelite - Flush 4X" x 3%" 2%" Dia. x 1J{l' 3'3){' 
230 Styrene - Flush 4%"x3%" 2%" Dia. x 1 %4" 35%,4" 

6 Metal - Flush 6J{l'Dia. 3" Dia. x 1 Ye" 42%1' 
70 Styrene - Flush 7" x 5~" 2%" Dia. x 1%/' 6~1' 

7 Bakelite - Flush 7~" x 7~" 3" Dia. x 1 Ye" 52%1' 

D.C. MICROAMMETERS 

Approx. Models Models Models 
Model Range 411 - 412 - 501 310-15-14 1 - 45 - 16 Res. 

2 - 701 - 733 140 - 811 - 815 458 - 23 - 230 70 

0-20 3000 ohms $24.90 $25.55 $28.75 $34.87 
0-50 2000 ohms 14.23 14.60 16.43 19.94 
0-100 1000 ohms 13.50 14.15 14.75 18.38 
0-200 500 ohms 13.18 13.48 14.00 17.50 
0-500 150 ohms 10.73 10.98 12.55 16.05 

D.C. MILLIAMMETERS 
r---.------.------~----~--~ Models Models Models Model Range 411-412-501 310-15-14 1-45-16 

2-701-733 140-811-815 458-23-230 70 
Models Models Models Model Range 411-412-501 310-15-14 1-45-16 70 2-701 -733 140-811-815 458-23-230 

0-1 $10.10 $10.38 $10.73 $15.63 0-150 $9.38 $9.63 $10.10 $13.60 
0-5 9.38 9.63 10.10 13.60 0-200 9.38 9.63 10.10 13.60 
0-10 9.38 9.63 10.10 13.60 0-250 9.38 9.63 10.10 13.60 
0-15 9.38 9.63 10.10 13.60 0-300 9.38 9.63 10.10 13.60 
0-25 9.38 9.63 10.10 13.60 0-400 9.38 9.63 10.10 13.60 
0-50 9.38 9.63 10.10 13.60 0-500 9.38 9.63 10.10 13.60 
0-100 9.38 9.63 10.10 13.60 0-1000 9.38 9.63 10.10 13.60 

Page 866 • The MASTER - 26th Edition ® U.c.P., Inc. 



I SECTION 2900 I 

BEEDE ME'rEBS 
/f)iJ 

MODEL 458 MODEL 411 MODELS 701 - 412 - 811 MODELS 70 - 140 - 230 
Models Models Models Model Range 411 -412-501 310-15-14 1 -45-16 

Model. Models· Model. Model Range 411-412·501 310-15-14 1-45-16 . 
2-701-733 140-811-815 458- 23 -230 70 

D.C. 2-701 -733 140-811-815 458-23-230 70 

0-1 $9.38 $9.63 $10.10 $13.60 
0-5 9.38 9.63 10.10 13.60 

AMMETERS 
0-15 $9.38 $9.63 $10.10 $13.60 
0-25 9.38 9.63 10.10 13.60 

0-10 9.38 9.63 10.10 13.60 0-50 9.38 9.63 10.10 13.60 

D.C. VOLTMETERS 

Intermediate 
Range 

sensitivities 0-1 

available 0-5 

in all models 0-10 
0-15 
0-25 

Magcentric® 0-50 

self shielding 0-100 

movements 0-150 

available 0;200 

in all models 0-250 
0-300 
0-500 

MODEL 5 
1 V2 inch Panel 

Instrument 

Clear 
Plastic 

Flush Type 
Accuracy within 3% 

Pointer Style Optional 
Alnico Magnet 

Models 
411-412-501 
2-701-733 

200 ohms per volt $ 9.38 
II 9.38 
IJ 9.38 
IJ 9.38 
1/ 9.38 
II 9.38 

" 9.38 

" 9.38 
1000 ohms per volt 11.60 

" 11.60 

" 11.60 
'/ 11.60 

CONSTRUCTION D'Arsonval moving coil· design, precision polished 
jewels and pivots, fatigueCtested springs, and stress-rele.ased assembled 
units. Superior workmanship and individual operation inspected pro­
duction provides accurate, on the dot instruments. the Magcentric mech­
anism provides an inherent magnetic ·shield with no loss in sensitivity. 

D.C. MILLIAMPERES D.C. MICROAMPERES 

Range Range 

0-1 $10.10 0-50 $14.23 
0-5 9.38 0-100 13.50 

D.C. AMPERES. 0-200 13.18 
Range 0-500 10.73 

0-1 $9 .. 38 D.C. VOLTS 

0-5 9.38 
0.50 9.38 

200 ohms per volt 
'--~-'-:~-=-i 

1000 ohms per volt 

© U.C.P., Inc. 

Models Models Model 310-15-14 1-45·16 70 140-811-815 458-23-230 

$ 9.63 $10.10 $13.60 
9.63 10.10 13.60 
9.63 10.10 13.60 
9.63 10.10 13.60 Repulsion 
9.63 10.10 13.60 Type AC 
9.63 10.10 13.60 available 
9.63 10.10 13.60 in all models 
9.63 10.10 13.60 

11.88 13.45 17.05 
11.88 13.45 17.05 
11.88 13.45 17.05 
11.88 13.45 17.05 

MO·DEL E-25 EDGEWISE' 

ACTUAL SIZE 

Clear Plastic Horizontal or Vertical 
CONSTRUCTION D'Arsonval moving coil design, precision polished 
jewels and pivots, fatigue tested springs, and stress-released assembled 
units. Superior workmanship and individual operation inspected pro· 
duction provides accurate, on the dot instruments. The Magcentric me·ch­
anism provides an inherent magnetic shield with no loss in sensitivity. 

~10-32 «ERMINALS 

3/" SIDE 
3716 "I 

o 0 

• may be paired 
for comparative 

reading. 

D.C. MICROAMPERES D.C. MILLIAMPERES 

Range 

0-50 
0-100 
0-200 
0-500 

$16.43 
14.75 
14.00 
12.55 

Range 

0-1 $11.95 
0-5 10.10 

Accuracy w,th," 2% 
Pointer Style Optional 

Alnico Magnet 
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lIo,r 
SINCE 1904 

MODEL Nos. 641, 645, 653 
and 649, D.C. 

MODEL Nos. 642, 646, 654 
and 650, A.C. 

CleaF Plastic Styrene Cases 

MODEL Nos. 582 & 17/3, D.C. 
MODEL Nos. 584 and 552, A.C. 

Model No. 1025 

NOTE: If "in-between" ranges 
are required, add $2.00 to price 
of next higher range listed. If 
"zero-center" ranges are re· 
quired, add $2.00 to price of 
that range. For in-between rang­
es on moving-coil type Volt­
meter 150 volts and up, add 
$3.00 to next higher range. 

NOTE: Please specify type of 
case on order from chart above. 
Unless specified, all meters are 
calibrated on non-magnetic pan­
els. If steel panels are used, give 
thickness of .steel and size of 
panel hole (No .extra charge). 
All prices are net - subject to 
change or withdrawal without 
notice. 

*These ranges carried IN STOCK 
... Models #582. 597. and 647 
only. (Calibrated for non-magnetic 
panels) .No. 661 not available in 
these ranges. 

SECTION 2900 

NO YT ELECTRICAL INSTRUMENTS 
For Origin;" Equipment and Replacement Applications 

HOYT moving-coil Meters are built on the D'Arson­
val principle using carefully selected jewel bearings 
and polished steel. pivots. Accuracy within 2%. 
Alnico Magnets with soft-iron pole-pieces of uni­
form flux density used in all movements. Perma­
nently correct balance assured by HOYT "cross 
arm" spiral wire balance. Hig-h torque to weight 
ratio. Quick response and good damping under all 
conditions. Choice of "knife-edge" or "lance" type 
pointers. Full 100 0 movements standard on most 
models. 

MODEL 647, D.C., and 648, A.C. 

METER MODEL CASE TYPE SCALE LENGTH BODY DIAM. BODY DEPTH 
SIZE DC AC PANEL MTG. DC FLANGE AC· DC AC • DC 

1JA!" 661 Styrene Sq. 1.800" 1.740" 1.500" 1.000" 
2JA!" 17/3 552 Bakelite Rd. 2.015" 2.690" 2.200" 1.375" 
2JA!" 17/3 552 Metal Rd. 2.015" 2.547" 2.063" 1.297" 
2JA!" 1025 1026 Styrene 2.500" 2.87" x 2.59" 2.16" 1.12" 
2JA!" 635 636 Bakelite Sq. 2.015" 2.375" 2.200" 1.400" 
2JA!" 649 650 Styrene Sq. 2.480" 2.625" x 2.375" 2.200" 1.125" 
3JA!" 17/L 560 Metal Rd. 2.480" 3.219" 2.500" 1.500" 
3JA!" 17/L 560 Metal Sud. 2.480" 3.063" 2.500" 
3JA!" 582 584 Bakelite Rd. 2.720" 3.500" 2.750" 1.375" 
3JA!" 1037 1038 Styrene 3.812" 3.500" 2.750" 1.125" 
3112" 597 598 Bakelite Sq. 2.720" 3.000" 2.750" 1.375" 
3JA!" 653 654 Styrene Sq. 3.435" 3.375" x 3.125" 2.750" 1.125" 
3%:' 570 580 Metal Rd. 2.850" 3.750" 3.000" 1.688" 
3%" 570 580 Metal Surf. 2.850" 3.625" 3.000" 
3~" 607 610 Bakelite Sq. 2.850" 3.625" x 3.313" 2.250" 1.063" 
4%" 641 642 Styrene 4.250" 4.500" x 3.844" 2.750" 1.125" 
4JA!" 574 617 Metal Rd. 3.875" 4.500" 3.750" 1.594" 
4JA!" 574 617 Metal Surf. 3.875" 4.500" 3.750" 
4JA!" 600 601 Bakelite Sq. 4.034" 4.500" x 4.000" 2.750" 1.063" 
4JA!" 645 646 Styrene Sq. 4.470" 4.625" x 4.188" 2.750" 1.125" 
4JA!" 647 648 Bakelite Sq. 4.470" 4.500" x 4.188" 2.750" 1.125" 
6" 1060 1061 Styrene 5.375" 6.000" x 4.500" 2.750" 1.100" 

. Size: llfa" 2112" 3112" 3¥4", 4112" 6" 6¥4"-8lfa" 3" x 4" 5" x 4" 

#1037 #574 PORTABLE 
#1025 #17L #641 
# 17/3 #653 #645 ----------Approx. #635 #582 #570 #600 #583 

Range Resist. #661 #649 #597 #607 #647 #1060 #602 # 578 

D.C. MILLIAMMETERS 
0/1 * 60 $10.35 $ 9.75 $10.35 $10.85 $11.45 $13.70 $12.55 

Above prices also apply to 0/3,' 0/5, 0/10, 0/15 MA Standard ranges. 
0/25 1.7 10.60 10.0010.6011.10 11.7014.10 12.80 

Above prices also apply to 0/25, 0/30, 0/50, 0/100, 0/150,0/200,0/300,0/500 MA Standard ranges. 

D.C. MICROAMMETERS 'ii.a-
0/20 3000 18.05- $17.45 $18.05* $18.55 $19.15 g. 0 

0150 2000 15.25- 14.75 15.25* 15.75 16.35 ~.~ 
0/100 2000 13.35 12.85 13.35 13.85 14.45* 16.70 ~ 1il 15.65 
0/200 1000 11.55 10.95 11.55 12.05 12.65 14.90 8 ::Sf 13.75 
0/500 200 10.95 10.45 10.95 11.45 12.05 14.30 ;E 13.20 

. 'Zero center mlcroammetera available lor most models in 25/0/25. 50/0/50. 100/0/100. 500/0/500 VA. Price. on request. 

D.C. MILLIVOL TMETERS 
0/50 3 10.35 9.75 10.35 10.85 11.45 13.70 12.55 

D.C. AMMETERS 
011 0.005 10.35 9.75 10.35 10.85 11.45 13.70 12.55 
015 0.004 10.65 10.15 10.65 11.20 11.80 14.40 12.75 

Above prices for 0/5 amp. range also apply to standard ranges of 0/10, O/lS, 0/25, 0/30', 0/50' amps. on an 
models. No. 661 uses external shunt over 5 amps. See Shunt Table below for High Current Ammeter Ranges, 

D.C. VOLTMETERS 

#515 

$14.80 

14.95 

17.90 
16.05 
15.45 

14.80 

14.80 
15.10 

Oil 1000&LIV. 11.05 10.55 11.05 11.55 12.15 14.40 13.30 15.60 
Above prices also apply to standard ranges of 0/3, 0/5, 0110, 0/15, 

0/25, 0/30' ,0/50', 0/100, .0/150*, 0/300' volts on all models. 
0/500' 2000 &LIV. 11.65 11.05 11.65 12.15 12.75 15.00 

Above prices also apply to standard ranges at 0/600., 0/750· volts on all models . 
13.90 16.10 

.--------STANDARD SWITCHBOARD SHUNTS AND AMMETER RANGES--------. 
On High Current Ammeters, add' 0/50 millivoltmeter price to external shunt price below. Shunts include 
3 ft. leads. "Stock shunts on types 17/3, 582, 647 only. Others listed are special ranges at slight extra cost. 

0/25-$8.20 0/30-$8.20 0/50-$7,20' 0/75-$7.20' 0/100-$7.20' 0/150-$7.20* 
0/20Q-$7.20· 0/300-$8.40* 0/500-$12.60* 0/600-$15.15* 0/800-$19.20* 0/1000-$27.85* 
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I SECTION 2900 I 

1lo~r 
SINCE 1904 

HOYT ELECTRICAL INSTRUMENTS 
For Original Equipment and Replacement Applications 

shields can be supplied at additional cost. HOYT A.C. Meters for indicating 60 cycle Voltage and Cur­
rent are of the repulsion type with pneumatic damping. 
Furnished in the same case styles and sizes as HOYT D.C. 
Meters, they match the D.O. meter whe~e bo~h types are 
used on the same panel. See DC-AC SpecIficatIOn Chart on 
opposite page. 

VU METERS, with "A" scale, available in #"649,#653;#645, , 
and #647 case styles. 
Prices on request. 

NOTE: A.C. Meters calibrated at any special, frequency. 
Accuracy is 2%. A choice of pointers is available, and special 

PRICE LIST: 
Size: 

Approx. 
Range Resist. 

0/6 
OlIO 

6000 
2700 

PANEL MOUNTING 
A 

2W' 3112'" 33/4" _ 4¥2" 6" 
#560 #617 

#1026 =tl038 #601 
#552 #654 #648 
#636 #584 #580 #642 
#650 #598 #610 #646 #1061 

A.C. MILLIAMMETERS 
$10.45 $11.20 $11.70 $12.45 

9.45 10.20 10.70 11.45 $13.70 
Prices for ranges: 0/30, 0/50, 0/100, 0/150, 0/200, 0/300, 
0/500 MA. for all models-same as 0/10 MA. range above. 

Prices on request. 

PORTABLE 
~ 

3" x 4" 5" X 4" 

#562 #517 

$12.55 $14.80 

A.C. AMMETERS 
Oil 0.271 9.45 10.20 10.70 11.45 13.70 12.55 14.80 

MODEL Nos. 635 and 597, D.C. 
MODEL Nos. 636 and 598, A.C. 

Above prices also apply to all models of standard single ammeter ranges-O/3, 
0/5*, 0110, 0115, 0/25, 0/30', 0/50' amps. A.C. Ammeters are self-contained 
to 50 amps. 

For High Current Ranges-See Transformer Section below. 

A.C. VOLTMETERS (Repulsion Type) 5% RECTIFIER TYPE 
015 77 9.45 10.20 10.70 11.45 13.70 12.55 

Above prices also apply to all models in standard ranges of 0/10 and 0/15 volts. 
0125 1476 9.75 10.20 10.85 11.45 13.70 12.55 

Above prices also apply to all models in standard ranges of 0/30, 0/50. 0/100 volts. 
0/150* 25,000 10.65 11.25 11.75 12.45 14.60 13.60 
0/300* 50,000 10.65 11.25 11.75 12.45 15.70 13.60 
0/500 83,300 16.20 16.65 17.25 19.50 18.55 
0/600* 99,960 16,20 16.65 17.25 19.50 18.55 

'These ranges carried IN STOCK on Models #584. #598 and #648 only (calibrated for non-magnetic panels). 

14.80 

14.80 

16.85 
16.85 
21.90 
21.90 

NOTE: If "In-between" ranges are required. add $2.00 to next higher price as shown above (add $3.00. If above 150 
volts). Standard calibration is for non-magnetic panels. Steel panel calibration at no extra charge if order specifies 
thickness of steel and size of panel hole. Please specify type of meter case. ' 
DIAL COSTS: Standard range dials only--$1.00 each; special hand drawn single range dials only $3.00 each; other 
custom dials on special order. 

HIGH CURRENT DONUT TYPE TRANSFORMERS (In Stock) 
For prices on HIGH CURRENT AC AMMETERS. add price of ammeter model above to transformer price be!ow. plu, 
an additional $3.00 except on models #552. #584. arid #648. Transformers have 2-ft. leads and 2 VA burden. Oth.er 
ranges available on request. 

50/5 $8.70 
75/5 8.70 

100/5 
150/5 

$8.70 
8.70 

200/5 
300/5 

$8.70 
8.70 

500/5 
600/5 

$15.70 
15.70 

M 0 V 1 N G MAG NET 1 N D.I CAT 0 R S 
HOYT Moving Magnet Indi- bined with a sturdy movement. 
cators have been used for many Furnished in round or square 
years by the leading manufac- cases at low cost. Standard fin­
turers of electrical devices. ish on metal cases is black. 
Feature long scales and accu- Chrome Plate is available at 
racy within 5%. slight additional cost. Many 

. types of mounting arrange-
Attractive appearance is com- ments available. 

. #584-R #642·R 

Range 
#598·R. #646-R 
#654·R #648·R 

0/5 $15.45 $17.10 
0/10 15.45 17.10 
0/15 15.45 17.10 

0/25 15.45 17.10 
0/30 15.45 17.10 
0/50 15.45 17.10 

0/100 15.45 17.10 
0/150 15.45 17.10 
0/300 15.45 17.10 

NOTE: A.C. Vane Meters are furnished In quantity only. Prices on request. 

NOTE: ~~~~-~~~":~:~o:~~~f:r.~r:';:~~I~~~ $l.O~d~o !~~~ :~n~:x~rl~~her range MODEL Ne. 640, D.C. 
NOTE: DC Ammeters up to 100 amps. have internal shunts. 2114" Metal Can 

MODEL No. 793, D.C. 
21,2" Plastic Case 

--'MuO~D~EL'-------------C~A~S~E~T~Y=PE~----~S~CA~L~E~L~EN~G~TrnH~----------~B~O~D~Y~D~IA~.~BO~D~Y~D~E~P~TH 
DC AC PANEL MTG. DC FLANGE DC DC 

640 531AC Nar. Metal Rd. 1.400" 2.281" 2.000" 1.078" 
640 531AO Metal Surface 1.400" 2.375" 2.000" 
693 594 Metal Sq. 1.400" 2.625" 2.000" 0.563" 
793 794AC Plastic Sq. 1.715" 2.375" 2.000" 0;500" 

D.C. MILLIAMMETERS D.C. AMMETERS D.C. VOLTMETERS 
Range 

Approx. 
Resist. #640 #693 #793 

Oil 1000 $3.85 $3.90 $4.20 
0/3 700 2.85' 2.95 3.20 
0/5 480 2.60 2.65 ·2.95 
0/10 180 2.45 2.50 2.75 
OilS 130 2.10 2.15 2.45 
Prices for 0/25, 0/30, 0/50, 0/100, 0/150 
0/200, 0/300, 0/500 MA. ranges: ' 

2.05 2.10 2.40 

© U.C.P .• Inc. 

Range # 640 '" 693 # 793 
0/1 $2.05 $2.10 $2.40 
Above prices also apply to I/O/I, 3/0/3. 
0/5, 5/0/5, 0/10, 10/0/10, 0/15 amp. 
ranges. 
20/0/20 2.55 2.60 2.85 
Above prices also apply to 0/25, 0/30, 
30/0/30 amp. ranges. 
0150 2.75 
50/0/50 2.75 
0/75 3.20 
0/100 3.70 

Net 

2.80 
2.80 
3.30 
3.80 

3.10 
3.10 
3.60 
4.10 

Approx.. . 
Range Resist. # 640' #'693 # 793 
0/1 $M5 $2.l(l $2.40 
Above prices also apply to 0i3,.0/S, 
0/10, 0/15 volt ranges. 
0/25 1375 2.40 
0/30 1650 2.40 
0150 2200 2.55 
0/100 20,000 2.55 
0/150 30,000 2.(i0 
0/300 60,000 3 • ..!!0 

.2.45 
2.45 
2.60 
2.60 
2.65 
3.60 

2.70 
2;70 
2.85 
2.85 
2.95 
3 .. 90 
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SECTION 2900 

-------Ic:ORNELL-DUBILIER---

DECADE CAPACITORS 
Provide an accurate source of meas­
ured capacitances for electronic and 
electrical substitution purposes. Units 
of capacitance selected from direct 

reading switch scales. Models CDA, 
CDB, and CDC can be grouped in 

parallel to provide capacitances from 

o to 11.111 Mfd. in steps of .0001 Mfd. 

Model 

CDA-2 
CDA-5 
CDB-5 
CDB-3 
CDC-5 
CDC-3 

RATED VOLTAGE - 600 D.C.-220 A.C. 

+or - Net 
Capacity iol. Dielectric Price 

.011 Jilfd. in .0001 mId. steps 2% Mica $17.50 

.011 mfd. in .0001 mfd. steps 5% Mica 14.20 
1.1 
1.1 

10.0 
10.0 

mfd. in .01 mid. sleps 5% Oil·Paper 14.20 
mid. in .01 16.35 mid. steps 3% Oil·Paper 
mid. in 1.'0 mfd. steps 5% Oil.Paper 24.65 
mid. in 1.0 mid. steps 3% Oil.Paper 27.25 

ELECTROLYTIC CAPACITOR 

SUBSTITUTION BOX 

Provides 15 combinations of capacitance, 
from 10 Mfd. to 150 Mfd. in steps of 10 Mfd. 
Units can be connecled in parallel to pro· 
vide unlimited capacitance range. Rated at 
450 WVDC. User's Net $14.20 

DECADE RESISTORS 
Provide a reliable source of resist­
ance for substitution pllrposes in a 
wide variety of electronic and elec­

trical applications. Each instrument 
permits a possible seleclion of 110 

resistance values, and the use of all 
three decades provides resistances 

from 1 Ohm to 1,111,110 Ohms in steps of 1 Ohm. 

USER NET PRICES: 

Model RDA - 1 to 11 0 Ohms .............................................. $15.35 

.Model RDB-l00 to 11,000 Ohms ...................................... $15.65 

Model RDC-l0,00D to 1,100,000 Ohms ............................ $15.65 

RACK-PANEL MOUNTED 

CAPACITOR AND RESISTOR DECADES 

Three CAPACITOR or RESISTOR DECADES 
mounted on a standard 19·inch rock panel. 

Model CDRM-3 consists of Capacilor Dec.­
odes CDA·2, CDB-3 and CDC-3. 

User's Net $58.85 C.D CAPACITANCE-RESISTANCE 
ANALYZER Model B'.70 
For the technician who demands the best in 
service laboratory equipmenf. Besides meas· 
uring capacity and resistance, the BF-70 per­
forms many other important analyzing services. 
Measures any type capacitor 1ncluding motor 

C.D "HANDICHECK" FOR CAPACITORS 

User's Net 

CoD CAPACITOR-RESISTOR BRIDGE 
Model BF-60 

Developed to measure rapidly and accurately, 
the important characteristics of substantially 
all ,types of Capacitors and Resistors. Range to 
1000 Mfd. and 5 User's Net $51.85, 
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Model BF-90 
Determines the condition of open, shorted or 
intermittent capacitors WITHOUT REMOVING 
THEM FROM THE CIRCUIT. A ha 

CoD CAPACITOR BRIDGE 
ModelBN 

This midget Capacitor [Wien) Bridge quickly 
and accurately measures Ihe capacity of all 
capacitors from .00001 to 50 Mfd. A handy re­
liable unit. Net $30.20 

Net 

Model RDRM consists of Resistor Decades 
RDA, RDB and RDC. User's Net $55.00 

CoD FL YIACK TRANSFORMER & 
YOKE CHECKER Model IF-80 
Sensitive to even a single shorted Winding 
turn. Reveals opens and shorts and checks 
continuity. A rapid and dependable instru· 
ment for locating defects in TV /lybacks and 
yokes. Detecb opens in coils generally and in 
switches, etc. User's $56.20 

© U.C.P., Inc. 
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SECTION 2900 

ONLY THE VERSATILE 

I 
I 
I 
I 
I 
I 
I 
I 

(jIVES YOU A 3·IN·1 I 
ELECTRICAL TEST LABORATORY I 

Pocket Size! I 

Satislaction 
Unconditionally Guaranteed 

DON'T 

SEND A MAN. 

TO DO 

A BOY'S JOB! 

Are the technicians in your laboratories and shops 
using expensive meters and instruments for sample 
continuity and voltage checks? Speed up production 
through the use of the tool specifically designed for 
this application. A meter should be used only when 
the value of voltage, resistance or current must be 
known. Under any other conditions a Circuitracer 
will provide the required information faster and 
easier than expensive, bulky meters. 

CIRCUIT TESTING WITH A CIRCUITRACER IS FASTER 
because the signal light is in the tip at the point of 
contact. This makes it possible to determine the 
existence of a circuit or yoltage without removing 
the eyes from the ttst point to read a meter. 

r---------------· 
I I 
I The ClRCUITRACER is the only electrical I 
: tester (other than expensive meters) that I 
I can test dead circuits, low voltage live I 
I Circuits AND high voltage live circuits. It I 
I is made of the finest materials available 
I and is designed for long life. 
I 
I L. __________ _ 

LIST PRICE 
$4.95 

@ U.C.P., Inc. 

SAVE METER REPAIR MONEY BY USING OESCO 
CIRCUITRACERS. An o,'ervoltage across a meter usu­
ally results in extensive damage which takes the 
meter out of service until repaired or replaced. The 
worst that can happen to your Circuitracer is a 
burned out lamp that can be replaced by the oper­
ator in less than a minute. Total cost, ten Or fifteen 
cents for the lamp! 

Weighs only 2 % on. 

Trade Discount Applies ta List Prices Only 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

RELIABILITY 
PROBLEMS? 

MAINTAIN CONNECTOR RELIABILITY 
WITH TEST LEAD ADAPTERS FOR 

.N CONNECTORS 

Military requirements for reliability of electrical 
components in missiles and aircraft are becoming 
more stringent each year. The quality built into 
these components can be rendered useless through 
improper probing of the connectors while circuit 
testing. ' 

The Desco test lead adapters are made to MIL 
Specifications to fit both pins and sockets of 
connectors using #20, #16 and #12 wires. 
The sockets are gold plated copper with a brass 
sheath which retains a beryllium copper spring. 
The pins are polished stainless steel to assure 
long life. 

When ,testing indiyidual circuits in electrical con­
nectors use of the proper Desco test lead adapter 
will assure correct mechanical and electrical con­
tact without possibility of damage to. the pin or' 
socket under test. 

WS12 WS16 WS20 WP12 WP16 WP20 
ADAPTERS TO FIT TEST LEADS. AS SHOWN 

ABOVE 

PS12 PS16 PS20 PP12 PP16 PP20 
ADAPTERS TO FIT CIRCUITRACER 

WRIrE FOR CATALOG 

, 
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PRECISION.PLUS 

APPLICATIONS - Emico 
panel and test meters' ideal 

for radio rigs, battery testers, 

line indicators, and other am· 

perage and voltage applica· 

tions. Both AC and DC meters 

combine accuracy with rug­

gedness. 

CHARACTERISTICS 

ELECTRICAL - A complete 

selection of ranges with 5% 

accuracy. DC meters have the 

new HI-lORK magnetic move­

ment. AC meters of the moving 

iron type. Exact calibration 

performed at factory. 

MECHANICAL - Rugged­

ized construction made to with­

stand severe conditions. Plastic 

or metal faces both available. 

Steel cases protect accuracy 

of meter from being affected 

by magnetic properties of 

mounting panels. 

These characteristics GUAR­
ANTEED by the Electro­

Mechanical.lnstrument Co,: In­

struments guaranteed against 

defective material and work­

manship for one year after 

date of purchase. Instruments 

will be repaired or replaced if 

sent to the ,factory with a $1.00 
handling charge. 
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.SECTION 2900 

PRECISION 
tlte Recc9hiJe4 tellt/e,. ... 

PRICE LIST 
DC AMMETERS 

MODEL NF·2C MODEL RF-2C MODEL RF-2~e 
Approxinlate Calalog Dealers' Catalog Dealers' Cataloo Dealers' 

Range Resist. Ohmi Number Nel Price Nunlber Net Pric. Number Net Price 
0-1 .15 2101 $1.90 2201 $2.00 2301 $2.30 
0-3 .032 2101-A 1.90 2201-A 2.00 2301-A 2.30 
0-5 .016 2102 1.90 2202 2.00 2302 2.30 
0-10 .00115 2103 1.90 2203 2.00 2303 2.30 
0-15 .00115 2103-A 1.90 2203-A 2.00 2303-A 2.30 
0-20 .00115 2104 1.90 2204 2.00 2304 2.30 
0-25 .00115 2104-A 1.90 2204-A 2.00 2104-A 2.30 
0-30 .00115 2105 1.90 2205 2.00 2305 2.30 
0-60 .000116 2106-A 2.60 2206-A 2.70 2306-A 3.00 
1-0-1 .08 2109 1.90 2209 2.00 2309 2.30 
3-0-3 _00115 2110 1.90 2210 2.00 2310 2.30 
6-0-6 ,00115 2111 1.90 2211 2.00 2311 2.30 
10-0-10 .00115 2112 1.90 2212 2.00 2312 2.30 
15-0-15 .00115 2113 1.90 2213 2.00 2313 2.30 
20-0-20 .00115 2114 1.90 2214 2.00 2314 2.30 
30eO-30 .00115 2115 1.90 2215 2.00 2315 2.30 
75-0-75 .000116' 2116- A 2.95 2216-A 3.05 2316-A 3.35 

DC MILLIAMMETERS 

0-1 850 2120 $3.70 2220 $3.75 2320 $4.05 
0-3 425 2121 2;60 2221 2.65' 2321 2.95 
0-5 925 2125 2.35 2225 2.40 
0-5 1300 2325 2.70 
0-10 300 2126 2.20 2226 2.25 
0-10 350 2326 2.55 
0-20 95 2127 1.90 2227 2.00 
0-20. 105 2327 2.30 
0-25 65 2127-A 1.90 2227-A 2.00 2327·A 2.30 
o-ao 37 2128 1.90 2228 2.00 
0-30 45 2328 2.30 
0-50 14.5 2129 1.90 2229 2.00 
0-50 n 2329 2.30 
0-100 7.0 2130 1.90 2230 2.00 
0-100 8.3 2330 2.30 
0-150 1.8 2130-A 1.90 2230.A 2.00 
0-150 2.15 2330·A 2.30 
0-2110 1.5 2130·8 1.90 2230·8 2.00 
0-20n 1.7 2330·8 2.30 
0-300 .61 2131 1.90 2231 2.00 
0-300 .8 2331 2.30 
0-500 .21 2132 1.90 2232 2.00 
0-500 .27 2332 2.30 

DC VOLTMETERS (HIGH RESISTANCE) 
(100 ohms/volt except 150 and 300 volt ranges are 200 ohms per volt) 

0·10 1050 2140 $2.75 2240 $2.85 2340 $3.15 
0-30 2800 2141 2.75 2241 2.85 2341 3.15 
0-50 4000 2142 2.95 2242 3.05 2342 3.35 
0-150 28000 2143 3.10 2243 3.20 2343 3.50 
0-300 55000 2144 3.20 2244 3.30 2344 3.60 

DC VOLTMETERS (LOW RESISTANCE) 
MODEL NF-2C MODEL RF·2C MODEL RF·2~C 

Approximate Calalog Dealers' Catalog Dealers' Catalog Dealers' 
Range Resi,t. Ohms Number Nel Price Nunlher Net Price Number Net Price 

0-1 33 2134 $1.90 2234 $2.00 2334 $2.30 
0-3 100 2135 1.90 2235 2.00 2335 2.30 
3-0-3 30 2136 1.90 2236 2.00 2336 2.30 
0-5 140 2136-A 1.90 2236-A 2.00 2336-A 2.30 
0-8 225 2136·8 1.90 2236·8 2.00 2336-8 2.30 
0-10 280 2137 1.90 2237 2.00 2337 2.30 
0-15 450 .2137·A 1.90 2237-A 2.00 2337. A 2.30 
0-20 600 2137-B 1.90 2237· B 2.00 2337.8 2.30 
0-30 1000 2137·C 1.90 2237·C 2.00' 2337·C 2.30 
0-50 1400 2138 1.90 2238 2.00 2338 2.30 

AC AMMETERS 
0-1 .365 6101 $3.05 6201 $3.15 6301 $3.45 
0-3 .078 6102 3.05 6202 3.15 6302 3.45 
0-5 .023 6103 3.05 6203 3.15 6303 3.45 
0-10 .013 6104 3.05 6204 3.15 6304 3.45 

AC MILLIAMMETERS 
0-25 750 6125 $3.05 6225 $3.15 6325 $3.45 
0-50 175 6126 3.05 6226 3.15 6326 3.45 
0-100 58 6127 3.05 6227 3.15 6327 3.45 
0-250 12 6128' 3.05 6228 3.15 6328 3.45 
0-500 1.75 6129 3.05 6229 3.15 6329 3.45 

AC VOLTMETERS 
0-5 50 6135 $3.05 6235 $3.15 6335 $3.45 
0-10 175 6136 3.05 6236 3.15 6336 3.45 
0·15 300 6137 3.05 6237 3.15 G337 3.45 
0-25 920 '6137-A 3.05 6237·A 3.15 6337· A 3.45 
0-50 1800 6138 3.05 6238 3.15 6338 3.45 
O-HiO 9530 6139 3.60 6239 3.70 6339 4.00 

'." 0-300 32000 6140 4.20 6240 4.25 6340 4.55 

PRICES-Prices listed are net and include ali hardware and individual boxing. 
Resistance approximate. If important request factory engineering confirmation. 

Net .© U.C.P., Inc. 



SECTION 2900 

INSTRUMENTS 
in p,.eciJion PHt/uctJ 

PR ECISION.PLUS 

MODEL RF2C 

Precision instruments engineered for 

© U.c.P., Inc. 

• accuracy • long life • economy 
Also, a neW series of 2°1c oc t d d Detailed specs available~ curacy me ers an mo ern edge reading meters. 

• EMICO Sensitive 
Sub-Miniature 
Plug-in Relay 
Singl~ pole, double throw, 
rotabng magnet instru­
ment type Relay. Hermeti­
cally sealed unit. 1400 
Ohm coil operates at 1 
MW. Plugs in a standard 
9-pin miniature tube base. 

Dealers' Net $18.75 

• EMICO Circuit Indicato 
Sub-miniature power indi~ator* 
with sensitivity to 1 MW. Maxi· 
mum resistance to 1400 Ohms. 
Voltage to 25 volts D.C. Front 
panel mounting. 

. ~ealers'. Net F _50 
*VarJabon AvaIlable In Quantity 
EMICO A_C. Voltage Tester 

Accurate, precision mechanism 
plug-in type with damped meter 
movement. Convenient 90' swivel 
prongs for ease of reading from 
any position. 

Dealers' Net $3.45 
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SECTION 2900 

€I Average Reading R. F. POWER METERS 
EMPHASIZING MAINTAINABILITY 

1. Calibrate these Power Meters in your plant or laboratory against low frequency power stand­
ards at power line frequencies. No need to ship to manufacturer for repair and recalibration. 

2. No -correction curves necessary. 
3. Simple operation. 

200 KC TO 500 MC - GREATLY IMPROVED 
• Portable, Continu~us Duty. 

• Can be recalibrated anywhere with DC or Alternating Current Power 
against a low frequency standard. 

These broad band R.F. Power Meters are of the absorption-type consist­
ing of ,an oil filled, air cooled, coaxial load resistor and a voltmeter 
calibrated to read watts. The power meter is suitable for use as a field 
or laboratory test instrument, is completely shielded and non-radiating, 
permitting transmitter testing and adjustment without interference. The 
meter box is easily detached, permitting location of the load resistor at 
a remote point. In cases where power measurements are not required 
the load resistor may be used as a dummy load. No correction curve is 
necessary to cover the frequency range. The spurious response usually 
associated with directional couplers ,and capacitative, voltage dividers is 

Model PM-l0 absent in this purely resistive voltage divider. Since this is a resistive 
voltage divider which has the same voltage division at DC, 60 cycle AC, 
and at high radio frequencies, this instrument can be calibrated and its 
calibration can be checked frequently on 60 cycle supply voltages. 

Models PM-7, 14 

Model 

PM-3 
PM-4 
PM-5 
PM-6 
PM-7 
PMoS 
PM-9 
PM-l0 
PM-14 
PM-16 
PM-18 
PM-19 

Power Ranges 
In Watts 

60,150 
.15, .6 
.6,1.5 
1.5,6 
150,600 
1.5,6,15,60 
2.5, 10 
15,60 
25, 100, 500 
150, 600, 1500 
1.5, 6, 15, 60, 150, 600 
1.5, 6, 15, 60, 120 

Dielectric 

Oil 
Air 
Air 
Air 
Oil 
Oil 
Air 
Oil 
Oil 
Oil 
Oil 
Oil 

100 KC TO 200 MC 
• Intermittent Duty. 

• Portable. 
• Can be recalibrated anywhere with DC or Alternating 

Current Power against a low frequency standard. 

These broad band R.F. Power Meters are of the absorp­
tion-type consisting of an oil or air filled, air cooled, 
coaxial load resistor and a voltmeter calibrated to read 
watts. The power meter is suitable for use as a field or 
laboratory test instrument, is completely shielded and 

non-radiating, permltt.mg transmitter testing and adjustment without interf~rence. 
It is designed to operate in the frequency range of 100 KC to 200 MC with an 
accuracy of plus or minus 5%. In this Power Meter ,a resistive voltage divider is used. 
This voltage divider has the same voltage divisions at DC, 60 cycle AC and through­
out the frequency range up to 200 Me. Because of this feature it is possible to 
calibrate this Power Meter and its calibration can be checked frequently with DC 
power or with 60 cycle power. Since this is a resistive voltage divider, the spurious 
response usually associated with directional couplers in capacitative voltage dividers 
is eliminated. 

Max. Power 

Max. Power 
DiSSipation 

150 watts 
1 watt 

1.5 watts 
10 watts 

600 watts 
100 watts 
10 watts 
90 watts 

500 watts 
1500 watts 
600 watts 
100 watts 

MODEL 
PM-6K 

POWER 

MEASURING RANGE: 

6000 watts Max. 

100 watts Min. 

MAXIMUM 

CONTINUOUS 

POWER 

DISSIPATION: 

6000 watts 

Price 

$220.00 
95.00 
95.00 
95.00 

285.00 
225.00 
105.00 
145.00 
325.00 
375.00 
485.00 
250.00 

Power Ranges Dissipation Frequency Range ______________________ 100 KC - 30 MC Model In Watts Dielectric (Intermittent Duty) Price 

AM-3 60,150 011 150 watts $95.00 Impedance --------------~--------------------------------5 0 ohms 
, AM·6 1.5,6 Air 10 watts 60.00 ./ 

AM-7 150,6 011 600 watts 150.00 V.S.W.R. _________________________________________ 1.2 Maximum 
AM-8 1.5, 6, 16, 60 011 100 watts 95.00 
AM-9 2.5,10 Air 10 watts 60.00 Power Requirements ____________ 115 V 60 cps, 1 amp. AM-l0 15,60 011 90 watts 75.00 
AM-14 25, 100, 500 011 500 watts 175.00 Accuracy ____________________________________ ± 5 % of full scale AM-16 150, 600, 1500 011 1500 watts 200.00 
AM·18 1.5, 6, 15, 60, 150, 600 011 600 walts 250.00 
AM-19 1.5;6,15,60, 120 011 100 watts 125.00 Electron Tube complement ____ 1 ea IN21 + 1 spare 

~/ect,.c IMPULSE Labo,ratory' 
• RED BANK, N. J. • 
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~® KITS and WIRED ... TEST INSTRUMENTS·HI-FI·HAM GEAR 

250,260 

AC VTVM & AMPLIFIER #250 
Kit $49.95 Wired $79.95 
A valuable addition to any service shop or labora· 
tory, the 250 combines a high sensitivity, com· 
pletely accurate and reliable AC VTVM and a wide· 
band amplifier, in a compact new case. 
As a VTVM it measures 100 micro-volts to 300 volts 
in twelve ranges. The amplifier has a gain of 60 
db on the 1mv range, and a maximum output of 5 
V RMS. 
Outstanding design features include: Frame-grid trio 
ode cathode follower input circuit; frequency com· 
pensated input attenuator, and cathode circuit 
attenuator; two-stage R-C coupled amplifier, and 
full-bridge meter circuit in one overall feedback 
loop; single sensitivity adjust; no response adjust· 
ment required in amplifier circuit; stabilized power 
supply incorporating voltage regulator. VOLTMETER: 
Ranges: 1, 3, 10, 30, 100, 300 RMS millivolts. 1, 3, 
10, 30, 100, 300 RMS volts. Decibel Range: - 80 to 
+ 52db, in 12 ranges. Frequency Response: ±Odb 
10c to 600kc. Input Impedance: 10 megohms 
shunted by 15mmf. Accuracy: ±3% of full scale. 
Maximum Hum & Noise: 30 microvolts (on any 
range). AMPLIFIER: Max. Amplifier Output Voltage: 
5 RMS volts Max. Gain (Imv Range): 60db. Fre· 
quency Response: +0, -3db 8c to 800kc. Maximum 
Hum & NOise: 30 microvolts at output. Input 
Impedance: 10 megohms shunted by 15mmf. Output 
Impedance: 5K ohms. TUBE COMPLEMENT: 2-6E!7/ 
EF184 frame-grid pentodes, 1-6FY5/EC97 frame-grid 
triode. 1-6X4 fUll-wave rectifier. 1-0A2 voltage regu· 
lator. Power Requirements: 105·125 VAC, 60/50c; 15 
watts drain. Size (HWD): 8V2" x 5"1." x 7". 
Weight: 7 Ibs. 

AC VTVM #255 
Kit $44.95 Wired $72.95 

Identical to #250 above, but less the amplifier. 

AC VOLT-WATT METER #260 
Kit $49.95 Wired $79.95 
AC voltmeter and load-compensated audio-watt­
meter of unique quality and accuracy. Measures AC 
voltage from 1 millivolt to 1000 volts in 11 ranges, • 
and power from .015 milliwatt to 150 watts, in 7 
ranges, across standard loads from 4 to 600 ohms. 
The instrument incorporates a tapped power reo 
sistor load (4, 8, 16, and 600 ohms) to handle up 
to 80 watts of power on 8 ohms, and 40 watts on 
other taps. It may be switched to external load up 
to 150 watts. The meter is automatically compen­
sated for any load selected, internal or external, to 
provide a single watt scale for all loads and ranges. 
The instrument is an average reading device cali­
brated in RMS voltage or power of a pure sine 
wave. The 0·1, 0-3 voltage scales are linear and 
the single 0-1.5 power scale is quadratic. In watt­
meter use, the decibel scale reads directly in dbm 
with any of the four standard loads. In voltmeter 
use, the decibel scale reads directly in dbm with a 
600 ohm load; corrections must be applied for any 
other load. (0 dbm = 0.775 V across 600 ohms). 
The interval between succeuive wattmeter or volt­
meter ranges is 10 dbm. VOLTMETER Ranges: .01, 
.03, .1, .3, 1, 3, 10, 30, 100, 300, 1000 RMS volts. 
Frequency Response: ±Odb lOc to 150kc, -3db at 
500kc. Input Impedance: 2 megohm shunted by 
15mmf. Accuracy: ±4%. WATTMETER Ranges: 
.15mw, 1.5mw, 15mw, 150mw, 1.5W, 15W, 150W. 
Frequency Response: ±Odb 10c to 100kc. Accuracy: 
±5%. Internal Loads: 40 (40W), 80 (80W), 160 
(40W), 600n (40W). External Loads: 40, 80, 160, 
6000 (all to 150W). Tube Complement: 6-BL8/ECF80 
pentode-triode, 12AT7 dual triode, 082 voltage 
regulator. Power Requirements: 105-125 VAC, 60/ 
SOc; 15 watts drain. Weight: 6 Ibs. Size (HWD): 
8112" x 5"1." x 7". 

© V.c.P., Inc. 

255 
1073-8,1064 

NEW METERED VARIABLE 
AUTOTRANSFORMER AC BENCH 

SUPPLIES 
No. 1073-3-amp current rating 

Kit $35.95 Wired $47.95 
No_ 1078-71!2-amp current rating 

Kit $42_95 Wired $54.95 
Invaluable for quality control service work,. and 
production line testing, these new bench supplies 
are further examples of EICO's uncompromising 
quality engineering. The two models differ only in 
current rating and ammeter range. 
Features include: 0-140 VAC adjustable output volt­
age from 120 VAC power line output; highly efficient 
variable auto-transformer of toroidal core design; 
smooth rotary brush-tap controlled by dial on panel; 
I inear variation of output voltage, 0-140V separate 
output ammeter and output voltmeter; dual range 
ammeter. Frequency: Model 1073-60.cycles; Model 
1078-50/60 cycles. Input Voltage: 120 VAC. Out­
put Voltage: 0-140 VAC (30-140 VAC voltmeter). 
Output Current: 1073 - Two ranges: 0-1, 0-3 am­
peres; 1078"-Two ranges: 0-2V2, 0-7V2 amperes. 
Switching: POWER switch, 2 pole type, disconnects 
unit from both sides of power line at OFF position. 
RANGE switch selects lower or higher current range 
for ammeter. Range may be switched under load. 
Meter accuracies: ±3% of full scale. Line Connec· 
tion: 2-wire cord and plug. Load Connection: 2-wire 
output receptacle. Fusing: Auto-transformer-Model 
1073: 3 ampere slo-blo; Model 1078: 7V2 ampere 
slo-blo. Ammeter-I-ampere fuse protects ammeter 
on both current ranges for Model 1073. 2V2-ampere 
fuse protects ammeter on both current ranges for 
Model 1078 .. Size (HWD): 8'h" x 5"1." x 7". 

NEW EXTRA-LOW-RIPPLE 6- & 12-VOLT 
BATTERY ELIMINATOR & CHARGER 

#1064 
Kit $43.95 Wired $52.95 
A powerful, heavy duty 2-range battery eliminator 
for operating any auto radio, mobile and marine 
radio and transceiver, including transistor or "hy­
brid" types. A variable transformer provides con­
tinuous output voltage adjustment on both ranges, 
and two meters permit simUltaneous observation of 
output voltage and current. A pi-type L-C filter in 
the output includes a heavy-duty choke designed 
to handle the full rated continuous and higher in­
termittent current output on either range. The 1064 
may also be used as a charger for either 6 or 12 
volt storage batteries. Full instructions for this 
use are provided. 
The circuit includes heavy-duty selenium rectifiers, 
a primary fuse in an extractor post mounting, and 
an automatic reset overload relay in the secondary. 
The housing is outstandingly compact, and finish 
and construction are on a par with laboratory 
equipment. Current ratings: 0-BVrange-10 amps 
continuous, 20 amps intermittent; 0-lBV range-6 
amps continuous, 10 amps intermittent. AC Ripple: 
0-16V range-0.3% @ 2 amps, 1 % @ 6 amps, 
1.5% @ 10 amps. Size (HWD): 8V2" x 5"1." X 7V2". 

DECADE RESISTANCE BOX #1171 
Kit $19.95 Wired $24_95 
Exceptionally accurate, wide-range, versatile instru­
ment. 0-99,999 ohms in I-ohm steps with 5 decades 
and V2% precision. 

DECADE CONDENSER BOX #1180 
Kit $14.95 Wired $19.95 
Precision silver-mica capacitors (±1 % accuracy, 
500 VDC rated) arranged in 3 decades for ex­
tremely wide range of 100 mmf to 0.111 mf in 
steps of 100 mmf. Positive detent ceramic wafer 
switches, silverplated contacts. 

Net 

536 
526 

565,555 
566,556 460,425 

MODEi.. 232 PEAK-TO-PEAK VTVM with 
DUAL-PURPOSE AC/DC UNI-PROBE* 

Kit $29_95 Wired $49.95 
Measure directly Pop voltage of complex and sine 
waves: 0-4, 14, 42, 140, 420, 1400, 4200. D.C/RMS 
sine volts: 0-1.5, 5, 15, 50, 150, 500, 1500 (up to 
30,000 v. with HVP probe, and 250 mc with PRF 
probe). Ohms: 0.2 ohms to 1000 megs. 7 non-skip 
ranges on every function. Calibration without remov­
ing from cabinet. 4V2" meter, can't-burnout circuit. 
Zero center, 1 % multipliers. Exceptional stability 
and accuracy. 
'US Pat. No. 2,790,051. 

DELUXE PEAK-TO-PEAK VTVM #249 
with 7%" METER 

and EXCLUSIVE UNI-PROBE 
All the outstanding and exclusive features of Model 
232 - PLUS the convenience and readability of its 
big 7V2" meter. An ideal bench instrument. 
Kit $39.95 Wired $59.95 

VACUUM TUBE VOLTMETER #221 
Kit $25.95 Wired $39.95 
The popular, reliable, performance-proven VTVM­
over 100,000 in use! Large 4V2" meter in can't­
burnout circuit. Zero center for TV/FM discrimina­
or alignment. AC/DC Volts: 0-5, 10, 100, 500, 1000 
(up to 30,000 v. with HVP probe, up to 250 mc 
with PRF probe, and peak-to-peak with PTP probe). 
Ohms: 0.2 ohms to 1000 megs. DB: -20 to +55. 
Input R: 25 megs. 1 % precision multipliers. Stable, 
accurate double-triode bridge circuit. Satin alumi­
num etched panel; steel case. 

Kit $34_95 

Leatherette Carrying Case 
For No. 221 - $3_95 

DELUXE VTVM #214 
Wired $54.95 

All the versatility and performance-proven features 
of Model 221-PLUS the extra convenience and 
legibility of its big 7V2" meter. 

6 EICO VOLT-OHM MILLIAMMETERS 
#565 - 20,000 OHMS/VOLT V-O-M 

Kit $24.95 Wired $29_95 
31 Full Scale Ranges - DC/AC/Output Volts: 0-2.5, 
la, 50, 250, 1000, 5,000 - DC Current: 0-100 ua; 
10, 100, 500 ma; 1 Amp. - Ohms: 0-2000, 200K, 20 
meg. - 5 DB Ranges: -12 to + 55. - Large 41,12" 
50 ua Meter Movement. - High-Impact Bakelite 
case. 63/." x 51f." x 3". Ship. wt. 2'l'1 Ibs. 

#555 - 20,000 OHMS/VOLTS V-O-M 
Kit $29.95 Wired $34.95 
As above, with. 1 % precision resistors. 

#566 - 1000 OHMS/VOLT V-O-M 
Kit $14.95 Wired $20_95 
Ranges: Same as Model 536 (see below), plus 7 
output voltage ranges. Large 4V2" 400 ua meter 
movement. 6"1." X· 51f4" x 3". Ship. wt. 3 Ibs. 

#556 - 1000 OHMS/VOLT V-O-M 
Kit $16.90 Wired $23.50 
Same as Model 566, with 1 % precision resistors. 

#536 - 1000 OHMS/VOLT V-O-M 
Kit $12_90 Wired $16.90 
31 1000 Full-Scale Ranges Ohms/Volt. - DC/AC 
Volts: Zero to 1, 5, 10, 50, 100, 500, 5000. - DC/AC 
Current: 0-1, 10 ma.; 0.1, 1 Amp. - Ohms: 0-5000, 
lOOK, 1 meg. - 6 DB Ranges: - 20 to + 69 - Large 
3" 400 UA Meter Movement - High-Impact Bakelite 
case. 6V." x 3"1." x 2". Ship wt. 2 Ibs. 

#526 - 1000 OHMS/VOLT V-O-M 
Kit $13.90 Wired $18.90 
As above, with 1 % precision resistors. 
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VTVM PROBES 
DUAL-PURPOSE AC/DC UNI-PROBE* 

Performs all functions - half·turn of probe·tip 
selects DC or AC·OHMS! 
Kit $4.95 Wired $6.95 

PEAK-TO-PEAK VTVM PROBES 
PTP 11 & 25 

Kit $4.95 Wired $i;.95 
Read p.p voltages directly on DC scales of your 
VTVM. Use with any 11 or 25 megohm VTVM. 

RF VTVM PROBES PRF-11 & 25 
Kit $3.75 Wired $4.95 
For RF voltage measurements up to 250 mc. Accu· 
racy ±10%. Use with any 11 or 25 megohm VTVtIJ. 
* US Pat. No.2, 790,051. 

HIGH VOLTAGE PROBES 
HVP·1 Wired $6.95 HVP·2 Wired $4.95 
For safe measurement up to 30,000 volts dc with 
any VTVM or 20,000 ohms/volt YOM. HVP·1 sup· 
plied with matching resistor for your instrument; 
HVP·2 supplied with choice of high quality multi· 
plier resistors to match most popular Instruments. 

DC WIDE BAND 
5" OSCILLOSCOPE #460 

Kit $79.95 Wired $129.50 
Flat from DC to 4.5 mc. usable to 10 mc., featuring 
DC amplifiers. Vert. Sens.: 25 mv/ln., push·pull 
thruout. Sweep freqs.: 10 cps to 100 kc, low sweep 
with ext. condenser. Automatic sync limiter and 
amplifier eliminates sync voltage adjustment. On 
front panel: int. mod., saw·tooth output, 60 cps, 
ext. sync, ext. capacitor jacks! 60 cps variable 
phase sine sweep. Pre·set TV V&H sweep positions. 
Edge·lit plexiglass filter screen with variable illu· 
mination. 4 freq. compensated attenuator positions 
up to 1000:1 on either direct or, capacitive cou­
pled input. 

5" PUSH-PULL OSCILLOSCOPE #425 
Kit $44.95 Wired $79.95 
Push· pull Vert. and Hor. amplifiers. High V&H sens.: 
0.05-0.1 rms v/in. V&H resp., 5 cps-500 kc. Useful 
to 2.5 mc. Sweep: 15 cps-75 kc. Z-axis intensity 
mod. Direct connections to CRT plates. 2·6J5, 
3·6SN7, 2·5Y3, 5" CRT. 

SCOPE PROBES 
MODEL PSD DEMODULATOR PROBE 

Kit $3.75 Wired $5.75 
Demodulates amplitude-modulated carriers between 
150 kc and 250 mc. 

MODEL PO DIRECT PROBE 
Kit $2.75 Wired $3.95 
Eliminates stray pickup and signal re·radiatlon. 

MODEL PLC LOW CAPACITY PROBE 
Kit $3.75 Wired $5.75 

OSCILLOSCOPE VOLTAGE CALIBRATOR 
#495 

Kit $12.95 Wired $17.95 
Enables p.p voltage measurement of complex TV 
sweep waveforms displayed on scope, calibration of 
vert. and hor. scope amplifiers, etc. Output'variable 
from zero on every range with full·scale readings 
of 0.1, I, 10, and 100 volts pop. Accuracy ±5% 
of full scale on each range. VR tube regulated 
power supply: 

ELECTRONIC SWITCH #488 
Kit $23.95 Wired $39.95 
Simultaneously observe 2 patterns on 1 scope: com­
pare voltage and current amplitudes, waveforms, 
freqs. and phase relationships. Continuously varl· 
able switching rates from less than 10 cps to over 
2000 cps. Very useful as square wave generator 
over same range. 

SECTION 2900 

630 

612 

666 

TUBE TESTER #625 
Kit $34.95 Wired $49.95 
Tests new 600 ma filament series string tubes and 
ALL conventional and TV tubes. 10 individual lever· 
type element switches. 4112" meter, 3·color scale. 
illuminated anti·backlash "SPEEDROLL" roll·chart. 
Protective overload bulb. Line-adjust control. 2 
grid caps. Blank socket for future tube types. Pilot 
light test socket. 

Tube Tester· Kit with Counter Display Case 
Model 625-CK, Kit ...... : ........ : ............................. $44.95 
Model 625,C, factory Wired .............................. $59.95 
Lid for your EICO Tube Tester ........................ $3.98 

PICTURE TUBE TEST ADAPTER CRA 
(For EICO Models 625, 625·K, 666 and 666-K) 

Check all sizes TV Picture Tubes as fast and easily 
as ordinary tubes. 

Wired $4.50 

PICTURE TUBE TEST ADAPTER 
CRA-110 

For 1100 ,deflection tubes. 
Wired $3.95 

FAST TUBE & CRT FILAMENT TESTER 
#612 

Kit $3.95 Wired $5.95 
Includes batteries 

Fast filament check of series string & all other TV 
& radio tubes (9-pin, octal, loctal, 7-pin); 14·pin, 
12-pin, 8·pin CRT's; bayonet & screw-type pilot 
lamps; cartridge fuses. Just plug tube into tester 
socket, observe indicator lamp - no fiddling with 
controls or switches. Self-powered for convenience 
& safety. 7·pin & 9-pin miniature tube pin straight· 
eners provided. Compact: 61/4" h, 3'¥4" W, 2" d. 

CATHODE RAY TUBE CHECKER #630 
Kit $13.95 Factory Wired $18.95 
Tests all TV picture and oscilloscope type CoR tubes 
- in set or carton. Measures peak beam current 
(proportional to screen brightness). Balance control 
calibrated directly in terms of tube condition. De­
tects open and shorted elements. Size:, 91/2" x 6112" 
x 3". Ship. wt. 5 Ibs. 

DYNAMIC CONDUCTANCE TUBE 
AND TRANSISTOR TESTER #666 

comr,ete with rugged steel carrying case, matching 
stee cover, and carrying handle for eas1 portability. 
Kit $69.95 Wired $109.95 
Checks transistor collector current and Beta using 
internal dc power supply. Tests all receiving tubes 
including subminiatures (and tv pic tubes with ac­
cessory adapter). Composite indication of mutual 
conductance, plate conductance, and peak emission. 
Simultaneous sel. of any 1 of 4 combinations of 
3 plate, 3 screen, and 3 ranges of control grid 
voltage. Grid voltage variable over 3 ranges with 
5% accuracy pot. New series·string voltages for 
600, 450 and 300 ma types. 5 ranges meter sens. 
with 1 % precision shunts and 5% accurate pot. 
10 six-position lever switches for free-point con· 
nection of every tube pin or cap. 10 push-buttons 
for rapid insert of any tube element in leakage 
circuit and speedy sel. of individual tube sections. 
Direct reading of inter-element leakage in ohms. 
New gear·driven roll chart. 200 ,.a meter. 

BATTERY TESTER #584 
Kit $9.95 Wired $12.95 
For accurate, true DYNAMIC test of all A and B 
portable radio batteries, lantern batteries, and 
other types - in or out of equipment. Test Posi· 
tions (Volts): 1.5, 4.5, 6.0, 7.5, 9.0, 22.5, 45, 67.5, 
75, 90 plus Spare Position. Test leads provided. 
High-impact Bakelite case and satin aluminum 
panel. 61/4" h x 3'¥4" W x 2" d. 

249 

540 

625 

584 

READ I-TESTER #540 
Kit $12.95 Wired $15.95 
For electrical and electronic servicing; for home 
and automotive repairs; an all-in-one multi-range 
ac/dc voltmeter, ammeter, ohmmeter, wattmeter 
and leakage checker. Instruction book, contains an 
introduction to electricity, complete operating 
method, and procedures for common repai r jobs. 

FLYBACK XFMR & YOKE TESTER 
#944 

Kit $23.95 Wired $34.95 
Positive check of all f1ybacks and yokes, in or out 
of set, in just seconds! Uses sensitive grid-dip prin­
ciple - shows up even 1 shorted turn! Exclusive 
separate ,calibration for air· and iron·core flybacks. 
Checks any inductance of not too low impedance; 
also usable for general continuity testing. Large 
4112" 50 p,a meter, 3 separate colored scales. 

R-C BRIDGE & R-C-L COMPARATOR 
#950B 

Kit $19.95 Wired $29.95 
A versatile and truly usefUl service instrument for 
direct measurement of capacity or resistance over 
a wide range of values. For leakage testin~ of 
electrolytics, a continuously variable polarizing 
test voltage from 0 to 500 VDC (±lO%) is provided. 
Bridge balance and leakage are both indicated by. 
a sensitive electron·ray tube indicator. The bridge 
provides 4 capacitance ranges from 10 mmf to 
5000 mf and 4 resistance ranges from 0.5 ohms to 
500 megohms. A comparator range permits com­
parison measurement of capacitance, resistance, 
or induction against a standard. Transformer-oper­
ated power supply. Size (HWD): 8" x 10" X 4'¥4". 

RESISTANCE SUBST. BOX #1100 
Kit $5.95 Wired $9.95 
Enables rapid substitution of wide range of EIA 
resistance values from 15 ohms to 10 megohms in 
decade multiples of 15, 22, 33, 47, 68, 100 ohms. 
Uses standard 1 watt, ±10% EIA resistors. 

CAPACITANCE SUBST. BOX #1120 
Kit $5.95 Wired $9.95 
Enables rapid substitution of a wide range of EIA 
capacitance values from 0.0001 to 0.22 mfd in an 
operating circuit. Minimum accuracy, ±1O%. Uses 
silver mica and molded plastic capacitors, most 
conservatively rated at 600 volts. Convenient 5-way 
jack-top binding posts. 

SERIES/PARAllEL R-C COMBINATION 
BOX #1140 

Kit $13.95 Wired $19.95 
Only EICO has it! , 

A combination of Models 1100 and 1120 (above), 
with switching facilities permitting selection of 
any R alone" any C alone, or 1350 combinations of 
same In series or parallel. Open and short circuit 
positions provided. Standard E.I.A. values, 10% 
accuracy. Convenient jack·top binding posts. 

EICO ELECT.IONIC INSTRUMENT CO., Inc. • Long Island City, N.Y. 
ALL PRICES 5% HIGHER IN THE WEST 
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950-8 1140 377 324 

1120 352 320,322 315 368 

RF SIGNAL GENERATOR #324 
Kit $26.95 Wired $39.95 
Extended frequency range: 150 kc to 145, mc on 
fundamentals in 6 bands; 111-435 mc on calibrated 
harmonics. ±1.5% frequency accuracy; 6:1 vernier 
tuning knob and excellent spread at most impor­
tant alignment frequencies. Etched tuning dial, 
plexiglass windows, edgelit hairlines. Colpitts RF os­
cillator, directly plate-modulated by cathode follower 
for improved modulation. Variable depth of internal 
modulation 0-50% by 400 cps Colpitts oscillator. 
Variable gain external modulation amplifier: only 
3.0 volts needed for 30% modulation. Turret­
mounted slug-tuned coils. Fine and Coarse (3-step) 
attenuators, 50-ohm output Z. RF and AF outputs 
respectively 100,000 uv and up to 10 v. Tubes: 
12AU7, 12AV7, selenium rectifier, xfmr-operated. 5-
way jack-top binding posts for AF in/out; coaxial 
connector and· shielded cable for RF out. Satin 
aluminum panel and grey wrinkle steel case. 8" H 
x 10" W X 4'14" D. Ship. wt. 10 Ibs. 

TV-FM SWEEP GENERATOR 
AND MARKER #368 

Kit $69.95 Wired $119.95 
Entirely electronic sweep circuit with accurately 
biased increductor: superb linearity on both sides 
of selected center freq. Newly-designed AGC circuit 
automatically adjusts osc. for max. output on each 
band with min. amplitude variations. Sweep gen. 
range 3·216 mc in 5 OVERLAPPING FUND. BANDS. 
Sweep width continuously variable from 0-3 mc 
lowest max. deviation to 0-30 mc highest max. de­
viation. Variable marker gen. range from 2-75 mc 
in 3 FUND. BANDS plus a calibrated harmonic band 
60-225 mc. Variable marker calibrated with into 
crystal marker gen. 4.5 mc crystal included. Ext. 
marker provision. Double pi line filter. Edge-lit 
hair-lines eliminate parallax. 

RF SIGNAL GENERATOR #320 
Kit $19.95 Wired $29.95 
Low-cost, high quality signal generator providing 
modulated or unmodulated RF. Separate 400 cps 
output with level control. For AM/FM alignment, 
and TV marker frequencies. Stable Hartley RF oscil­
lator, vernier tuning capacitor, Colpitts audio 
oscillator. Five fundamental RF ranges from 150 
cps to 34 mc. Two ranges of calibrated harmonics 
to 102 mc. Size (HWD): 8" x 10" X 4'14". 

RF SIGNAL GENERATOR #322 
Kit $23.95 Wired $34.95 
Identical to Model 320 but provided with 5 trim­
mers, one for each fundamental band, for Increased 
frequency accuracy. 

DELUXE RF SIGNAL GENERATOR 
#315 

Kit $39.95 Wired $59.95 
Laboratory-precision generator EICO Service-Engi­
neered with 1% accuracy. Frequency range: 75 kc-
150 mc in 7 calibrated ranges. Extremely stable. 
illuminated hairline VERNIER TUNING. VR stabilized 
line supply. 400-cycle pure sine wave with less 
than 5% distortion. Tube complement: 6X5, 6SL7, 
6C4, VR-.150. Satin aluminum etched panel; rugged 
steel case. 115 v., 60 cycles AC. Size: 12" x 13" 
x 7". Ship wt. 21 Ibs. 

TV-FM SWEEP GENERATOR #360 
Kit $34.95 Wired $49.95 
Covers all TV-FM alignment frequencies, 500 kc 
228 mc. Vernier-driven dial. Center of each of 13 
TV channels marked on front panel. Sweepwidth 
variable 0-30 mc with mechanical inductive sweep 
- permits gain comparison of adjacent TV chan­
nels. Crystal marker oscillator, variable amplitude. 
Provides for injection of external marker. Phasing 
control. Complete with HF tubes. Less Crystal. Size: 
10" x 8" X 6'14". Ship wt. 12 Ibs. 

EICO 5 MC and 4.5 MC Crystals - $3.95 ea. 

SINE & SQUARE WAVE AUOIO 
OSCILLATOR #377 

Kit $31.95 Wired $49.95 
RC (Wein Bridge) oscillator incorporating 1 % re­
sistors and a 2-gang tuning capacitor providing 
sine wave frequencies from 20 cps to 200 kc in 
4 bands. Sine wave distortion is less than 1%. 
Output amplitude is flat ±1.5 db from 60 cps to 
150 kc. Square wave output is obtained from an 
overdriven clipper and the waveform is free of ex­
cessive tilt or rounding between 200 cps and 20 
kc. A high degree of frequency stability is obtained 
after a very short warm-up, and calibration accu­
racy is the greater of ±3% or 1 cps. The output 
stage is a split-load cathode follower providing 
10 V rms into a 1000-ohm load. The power supply 
employs full-wave rectifiers and a pi-type LC filter. 
Hum is less than 0.4% of rated output. Size (HWD): 
8'%" x 13V2" x 7V4". 

BAR GENERATOR #352 
Kit $14.95 Wired $19.95 
Produces 16 to 23 V bars and 13 to 22 H bars, ad­
justable in number to accommodate all s,creen 
sizes. Incorporates VHF osc., RF osc., and LF multi­
vibrator. Adjustable from Channel 2 to 6. Deluxe 
3-way antenna terminal clip fits any type antenna 
terminal including plug-in type. Output voltage: 
100,000 microvolts. Tubes: 1-12AU7, 1-6C4; selen­
ium rectifier. Size 5" x 7'12" x 4'12". Ship. wt. 6 
Ibs. 

DELUXE MULTI-SIGNAL TRACER 
#147· 

Kit $24.95 Wired $39.95 
Entirely new 5-tube instrument provides. high gain 
RF and low gain audio channels with both visual 
and aural· monitors (electron-ray tube and 5". 
speaker). Permits RF, IF and audio signal tracing 
in TV, FM and AM sets. Highly useful noise local­
izer circuit that applies DC test voltage thru probe 
to suspected component and simultaneously picks 
up and amplifies effect. Wattmeter circuit detects 
abnormal power consumption in TV and radio reo 
ceivers. May be connected as test speaker, ampli­
fier or output transformer, and has output for 
VTVM or scope. Excellent for gain-per-stage estima­
tion, null detector, scope preamplifier, utility ampli­
fier, small P.A., system. New satin finish etched 
panel: grey wrinkle steel case. 105-125 VAC, 50/60 
cps. Size: 8/1 x 10/1 X 4'14". Ship. wt. 10 Ibs. 

147 1020 
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LOW-COST MULTI SIGNAL TRACER 
#l45A 

Kit $19.95 Wired $28.95 
More than enough RF gain to ·trace up to receiver· 
input; signal heard through built-in 5/1 PM speaker. 
Shielded RF crystal demodulator and direct probes 
supplied. Noise localizer circuit applies DC test 
voltage through probe to suspected component and 
simultaneously pi.cks up and amplifies effect. Size 
(HWO): 7-13/16/1 x 5-9/16/1 X 5-1/16/1. Ship. wt. 
7 Ibs. 

POWER & BIAS SUPPLY FOR 
TRANSISTORIZED EQUIPMENT 

#1020 
Kit $19.95 Wired $27.95 
Extremely low ripple DC power supply for hum-free 
operation of transistor radios, hearing aids, 
"walkie-talkie" transistor transceivers, transistor 
preamps and tuners, language lab transistor ampli­
fiers, transistor test equipment, etc. May also be 
used in TV and radio service work. as a bias supply 
to offset AVC and AGC voltages during alignment, 
and to cut off the color burst amplifier in color 
TV adjustmellts. May also be used as a variable 
bias supply in the development of transistor and 
tube circuits, including the supply of the DC bias 
for filaments or as a filament DC power supply 
within the current ratings. Output Voltage Range: 
0-30 V DC, continuously variable. Mal. Output Cur· 
rent Capacity (continuous): 150 rna from 0-12 V, 200 
rna from 12-24 V, 300 rna from 24·30 V. 
Ripple: (120 cps); 0.005% at full load. Pawer Re· 
qUirements: 117 V, 60 cps. Size (HWD): 5/1 x 4/1 X 
5V2/1. Weight: 4'12 Ibs. 

6- & 12V BATTERY ELIMINATOR 
AND CHARGER #1050 

Kit $29.95 Wired $38.95 
All the power you need for 6-volt and 12-volt bat­
tery charging and auto radio servicing. Two, DC 
ranges: 0·8 v (10 amps continuous, 20 amps inter­
mittent), 0-16- volts (6 amps continuous, -12 amps 
intermittent). Continuous voltage adjustment with 
variable-type transformer. Separate voltmeter and 
ammeter. Heavy duty selenium rectifiers_. Fused 
primary; automatic reset circuit-breaker opens 
secondary circuit upon overload. Rugged, well-ven· 
tilated steel cabinet Size: 8'l14/1· x 10'12/1 x 7'l14". 
Wt. 15 Ibs. . 

B.E. ACCESSORY FILTER #1055 
Kit $11.95 Wired $15.95 
L-C (ilter provides additional filtering of output of 
EICO #1050 or similar unit, for powering transi·s­
tor and "hybrid" car radios. Functions on either 
6V or 12V ranges. 10 amps max current; can reo 
main in use for ALL functions of tile Battery Elimi­
nator. Weight: 7 Ibs. 

EXTRA-FILTERED 6· & 12V BATTERY 
ELIMINATOR AND CHARGER #1060 

Kit $38.98 ' Wired $47.95 
Combines Model 1050K Battery Eliminator and 
Model 1055 Filter in a single unit. Powers both 
transistor and conventional equipment. Size OtWO): 
8,%/1 X> 10V2" x 7'l14". Weight: 19 Ibs. 

EICO ELECTRONIC INSTRUMENT CO., Inc. • Long Island City,N. Y. 
ALL PRICES 5% HIGHER IN THE WEST 

© U.c.P., Inc, Net The MASTER- 26th Edition • Page 877 



SECTION 2900 

EMe lor BEST VALUES 
INSTRUMENTS or KITS! • In 

MODEL 102 VOM ••• 

Resistance to 1 meg. 
AC and DC Volts to 3000V. 

3 AC and DC Current Ranges. 

Wired ................ $14.90 
Kit ................ 12.50 

MODEL 102F • •• 
(With Fused Meter) 

Wired ................ $15.55 
Kit ................ 13.10 

MODEL 109 VOM ••• 

20.000 ohms per Volt DC. 
10,000 ohms per Volt AC. ' 

4'h" 40 Microampere Meter 
5 AC and DC Volt Ranges 

to 3000V. 3 Resistance 
Ranges to 20 megs. 

3 AC & DC Current Ranges. 

Wired .............. $26.95 
Kit .............. 19.25 

MODEL 700 
AUDIO AND RF 
GENfRATOR ••• 

Complete coverage 
from 18 cycles to 

108 MC on 
fundamentals. 
Bar Generator. 

Square Wave 
Generator. 

Wired •...... $55.90 

MODEL 206P 
DYNAMIC MUTUAL 

CONDUCT AN'CE 
TUBf TfSTfR • • • 

Checks micromho 
value. Gas Content 
Flexible switching. 

Lowest Priced 
Mutual Conductance 

Tester on Market. 
Wired ........ $83.50 
(Oak Portable Case) 

MODEL 204P 
TUBE.BATTfRY 
OHM. CAPACITY 
TfSTfR ••• 
Checks Tubes. Bat· 
teries. Condensers 
and Resistors. 
Flexible Switching. 
Wired ....... $55.90 
(Oak Carrying Case) 

MODn 802 
SIGNAL TRACER 
AND 
GENERATOR ••• 

Generates its own Audio 
and RF signals for 
tracing. Complete with 
RF and 2 Audio leads. 
Uses Magic Eye and 
Speaker. Checks noisy 
components. 
Wired ...... $38.95 
Kit ........ 24.95 

MODEL 2J4 
STERfO 
AMPLI· 
FIER ••• 

56 Watts Peak 
Power. Has 
contour 
switch and 
rumble filter. 
Etched 2 
color panel. 
Wired $106.90 
Kit.. 68.90 

MODEL I07A 
PfAK·TO·PEAK 
VACUUM TUBf 
VOLT· OHM· 
CAPACITY 
TfSTER ••• 

Uses 6" meter. Bakelite 
Case. 6 AC & DC volt 
ranges to 2800 V. 
6 capacity ranges from 
50 MMFD to 5000 MFD. 
6 resistance ranges from 
.2 ohm to 1000 megs. 
Wired ...... $51.40 
Kit ........ 36.50 

MODEL 801 
RC BRIDGf AND 
IN· CIRCUIT 
CHECKER ••• 

Checks condensers 
completely in and out 
at circuit. Checks 
resistance. Checks con­
densers for value, 
leakage and power factor. 
Wired ... $38.95 
Kit ...... 24.95 

ELECTRONIC MEASUREMENTS CORPORATION 

New York, New York 
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Type 1185 

INCREMENTAL INDUCTANCE BRIDGE 
TYPE 1110-C 

MAXIMUM SUPERIMPOSED DC UP TO 2 AMPEI,tES 
The Freed Type 1110-C Incremental Inductance Bridge is designed to replace the Type 
1110-AB I nductance Bridge and has additional features not available in the older modeL 
Direct in-line readings of inductance and conductance of iron core component at audio 
frequencies with or without superimposed direct current. The bridge uses the Owens circuit 
with provisions for measuring the series or parol.lel inductance and conductance of the 
unknown inductor; five precision resistance and capacitance decades are provided to 
indicate these values. "Q" or storage factor can be measured as the product of the induc­
tive reactance and the conductance. 

SPECIFICATIONS 

Inductance Range: Five decade resistors are used for the inductance balance with a 
maximum resistance of 111,110 ohms in steps of 1 ohm. 

Range: 5 decades 1111.1 H mox. - 1 Mh min. 
3 decades 11.1 H max. - 100 Microhenry min. 
2 decades 1.1 H max. - 1 Microhenry min. 

Frequency Range: 20 cycles to lOkc. 

Accuracy: ± 1 % up to 5kc, ± 2% to 10kc. 

Conductance Balance: Five decade capacitors and ane air variable, maximum 
capacitance 11.111 MF. 

Conductance Range: 0.015 micromho to 1000 mho. 

"9" Range: Series operation, 600 max.@ 100 cycles. 
Parallel operation, 80 five dials @ 100 cycles. 

Superimposed DC: 2 amperes 1 Mh - 100 Mh. 
1 ampere 0.1 H 10 H. 

0.32 ampere 10 H - 100 H. 
0.1 ampere 100 H - 1000 H. 

Dimensions: 21',4 x 17V2 x 15V4 inches. Weight: 50 Ibs. 

INCREMENTAL INDUCTANCE BRIDGE 
TYPE 1185 TYPE 1115 

MAXIMUM DC TO 30 AMPERES MAXIMUM DC TO 15 AMPERES 

Designed for 30 Ampere incrementol inductance measurements, same opera­
tional controls as supplied on type 1110-C and 1115 bridges. 

Offers all features of the Type 1110-C Inductance Bridge with increased 
superimposed DC rating. 

S P E C I F I CAT IONS SPECIFICATIONS 

Inductance Balance: Five decade resistors are used for inductance 
balance with a maximum resistance of 111,110 ohms in steps of 1 .ohm. 

Inductance 'Range: 5 decodes 111.1 H max. - 100 /lh min. 

Inductance Balance: Five decade resistors are used for inductance 
balance with a maximum resistance of 111,110 ohms in steps of 1 ohm. 

Inductance Range: 5 decades 111.1 H max. - 100 /lh min. 
3 decades 1.1 H max. - 1 /lh min. 3 decades 1.1 H max. - 1 /lh min. 
2 decodes 0.11 H max. - 0.1 /lh min. 2 decades 0.11 H max. - 0.1 /lh min. 

Frequency Range: 20 cycles to lOke. 

Accuracy: ± 1 % up to 5kc - ± 3% to 10kc. 

Frequency Range: 20 cycles to 10kc. 

Accuracy: ±1% up to 5kc ±3% to 10kc. 

Conductance Balance: Five decade capacitors and one air variable, 
maximum capacitance 11.111 MF. 

Conductance Balance: Five decade capacitors and one air variable, 
maximum capacitance 11.111 MF. 

Conductance Range: 0.15 micromha -'1000 Mho. 

"9" Range: Series operation, 600 max. @ 100 cycles. 

Conductance Range: 0.15 micromho - 1000 Mho. 

"9" Range: Series operation, 600 max.@ 100 cycles. 
Parallel operS'tion, 80 five dials.@ 100 cycles. Parallel operation, 80 five dials.@ 100 cycles. 

Superimposed DC Range: 30 amperes 0.1 Mh -100 Mh. 
8 amperes 0.1 H 1 H. 
4 amperes 1 H - 10 H. 

Superimposed DC Range: 15 amperes 0.1 Mh -100 Mh. 
4 amperes 0.1 H 1 H. 

1 ampere 10 H - 100 H. 
1 ampere 1 H - 10 H. 

0.4 ampere 10 H - 100 H. 

Dimensions: 213,4 x 33'.4 x 15'.4 inches. Weight: 100 Ibs. Dimensions: 21 % x 28 x 15',4 inches. Weight: 80 lb •. 

NULL DETECTOR AMPLIFIER TYPE 1140-A 
USES 

A sensitive null indicator for bridge measurements, providing visual null indications or aural 
when used in conjunction with headphones. The unit may also be used as a high gain amplifier for 
general laboratory work. 

DESCRIPTION 

Functianally the instrument consists of a high gain linear amplifier with a 30 db. input attenuator 
in addition to the variable gain contro'- A faur-inch panel meter pravides visual null indications, the 
respanse of the meter circuit is approximately logarithmic aver a 40 db. voltage range. Resonant 
circuits tunel! to 60, 400 and 1000 cycles limit the amplifier transmission characteristics to .he three 
oudio frequencies commanly used for bridge measurements or it may be used as a non-selective 
amplifier with filter "off." Other selective frequency can be obtained by use of a Type 1940 
Filter Unit. 

SPECIFICATIONS 

Input Impedance: 1 megohm in parallel with 25 mmf. GAIN. 98 db. with 1 megohm load 
(6 mmf. shunt capacity). 

Null Detector Sensitivity: AI 1 kc. 100 micravalts will give a 15% meter deflection. 

Selective Amplifier: 26 db. second harmonic attenuation ot 60, 400 and 1000 cycles. 
Power Supply: 105-125 voll., 50-60 cycles, 35 watts consumption. 
Dimensions: 12" x 8Y," x 10". Weight: 24 Ibs. 
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NULL DEnCTOR AND 
VACUUM TUBE VOLT,.ETE. TYPE 1210-A 

USES 
The Type 1210·A Null Detector and Vacuum Tube Voltmeter is primarily designed for bridge 
measurements. The Null Detector indicates the balance 'of the bridge, and 'the Vacuum Tube 
Voltmeter indicQt~s the voltage across the unknown two terminal or four termi.rlol network. 

SPECIFICATIONS 
NULL DETECTOR 
h'putlmpedance: 1 megohm in parallel with 25 mmf. 
Freq\lency Responsl!: 2 db from 20 to' 20,000 cycles. 
N .. II Dl!tecter Sensitivity: At 1000 cycles, 100 microvolts will give a 15% meter deflection. 
Selective Amplifier: 26 db' second harmonic attenuation at 60,400 and 1000 cycles. 
Selectivity at any oth'er frequency between 20 cycles and 20 kc. may be obtained by 
connecting Freed Modei' 1940 to the external,fllter jack. 
VACUUM TUBE VOLTMETER' 
VolNge Range: .01 volts to 150 volts ,n four ranges - (.15 - 1.5 - 15 - 150 vallo at full scale.) 

'Accuracy: 2% of full scale on all four ranges. 
Waveform Error: The in.trument is a full wave average meter and is free of turnover effects. For small amounts of distortion the accuracy of the 
instrument is independent of the waveform. 

Frequency Iteinta: 20 cycles to 20,000 cycles (1 db.) 
Input IlIIpedailC:e: Equivalent to 50 megohms resistance in parallel with a 25 mmf condenser. 
Power Supply: 105·125 volts AC. 50·60 cycles. Dimensions: 21" x 15" x 13". Weight: 37 Ibs. 

D. C. SUPPLY TYPE 1170 
USE S 

Intende" as a dependable source of dir~ct curre-nt for the Incremental Inductance Bridge 
Type No. 1110·AB. Can also be used as a general laboratory supply. 

DESCRIP:rION 
Consists of an electronically regulated high voltage supply. Four independent 'control 
circuits provide four current rang'es, namely'S milliamperes, 25 milliamperes, 100 
milliamperes and 500 milliampere$.' The output current is indicated by a multirange 
4" meter. 

SPECIFICATIONS 
Current Ranges: Four currerit ranges, 5, ,25, 100 and 500 milliamperes. 
Voltage Ranges: The maximum 'no load voltages corresponding to the four current 
ranges are the following: 500 MA - 270 volts, 100 MA - ,270 volts, 25 MA - 55 volts, 
5 MA - 25 volts. On both 500 MA and 100 MA range with the control set to zero, 
the output voltage is independent of th'-'Iaad. 
Voltage Regulation: The unit operates from a 115 volts, 50·60 cycle line. FOI" a line 
variation of plus or minus 10%, the output voltage shall not vary more than ± 1 Y2 %. 
Dimensions: 21" x 15" x 14". Weight: 89 ibs. 

,D.C.:SUPPLYTYPE 2010 
The Type 2070 DC Supply is a £ompact and dependable source of metered current for 
'use with the Freed Type l1:lO·AB Incremental Inductance Bridge. This unit is not elec· 
tronicolly regulated and is the~efore nat intended for measurements requiring th,! close 
regulation supplied by the Freed Type 1170, however, this supply will be found suitable 
'fot all but the 'most ."tical production testing. 

DESCRIPTION 
The instrument consists of a variable voltage primary, a full wove silicon diode bridge 
and Q multi section 'filter. Outpu!' current is indicated on a 4" multi-scale meter. 

SPECIFICATIONS 
Current Range:' ()"SOO Milliampere in 4 ranges: 5-25·100·500 Milliamperes. 
YolNge Output: 200 volts @ 500 Mo., 170 volts @ 100 Mo., 

110 valis @ 25 Ma" 70 volts @ 5 Mo. 
FlII1l.oad Ripple: Ave!age ripple and noise less than 20 miilivolts. 
Input Power: -115 volts AC. ' Sbe: 19 x 7 x 12 inches. Weight: 30 Ibs. 

INTIRSTAGE FILTER TYPE 1940 
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USE S 
This filter may be used with the Freed Type 1140·A Null Detector and Type 1210-A Null Deteclor V.T.V.M. or similar 
amplifiers. It can be set to Qny on~ of 7 fixed frequencies to reduce, noise and harmonics when making 
bridge measurements. - ' 

DESCRIPTION 
The filters ore parallel resonant circuits, and are designed to be used in the plate circuit of the amplifier. D.C. current 
through the inductor is limited to 3 mo. Terminals are provided for connecting an external capacitor to tune to 
any frequency between 50 cps and 20- kc. 

FEATURES 

• fach of 7 tuned frequencies is q\!ickly available. 
• Any resonant frequency between 50 cps and 20 kc can be obtained with 

external capacitors. 

SPECIFICATIONS 

e Sharp anti-resonant tuning • 
e Can be used directly in plate circuit. 

Frequencies: 100 cps, 200 cps, 500 cps, 800 cps, 1200 cps, 2000 cps a~d 10 kc. adjusted to any accuracy of ± 2%. 
Discrimination vs 2nd harmonic approximat"ly 23 db. 
Terminals: Shielded cord and plug for connection to null detector. Binding posts for connecting external capacitors_ 
Di1llenslons: 6" x 6" x 6". Weights: ? Ibs. 
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UNIVERSAL 

A. C. SUPPLY TYPE 1180 
USES 

The type 11 SO A.C. Supply is designed for both laboratory and production applicatiom where a 
power line isolated sourCe of A.C. test voltage is required. It will have particular application to 
bridge measurements where a source of voltage in small increments is needed. 

SPECIFICATIONS 
Voltage Rall'lle: .01 - 130 volts AC' - 50·60 cycles. 
Dimensions: Width 19"; Depth 5"; Height 7". 
Weight: 13Y. Ibs. 

BRIDGE TYPE 1150 
FEATURES 

The Universal Bridge offers a variety of five possible bridge circuits. A wide range of 
capacitance, inductance, impedance, and phase angle measurement can be made throughout 
the frequency spectrum from 20 cycles to 20,000 cycles. 
Decade resistors in the variqble arms allow the unknown to be measured to four significant 
figures. Operation is simple and both h~rminals and controls are arranged for convenience 
and ease of measurements. 

SPECIFICATIONS 
Frequenc:y Range: The bridge con be used at frequencies from 20 cycles to 20,000 cycles. 
Ac:c:urac:y: All resistors of the bridge arms are adjusted to O.I%.·The absolute accuracy of 
measurement will depend upon the accuracy of standards used. 
Induc:tanc:e Range: The bridge will measure inductance of coils from 0.1 mh to 1000 
henries with an accuracy of 0.5%. at 1000 cycles. 
Capac:itanc:e Range: Condensers from .001 mf to 1 mf can be measured to within 0.5% 
at 1000 cycles. Condensers below .001 mf should be measured by the substitution method. 
MO"unting: The bridge supplied in walnut cabinet or on special order for standard rack 
mounting. 
Dimensions: Rack 19"xS"xI4" Weight: 32 lb.; Cabinet 21"xS"xI6%" Weight: 43 Ibs. 

INCREMENTAL INDUCTANCE 
COMPARISON BRIDGE TYPE 1870 

DESCRIPTION 

The unit is completely self-contained, consisting of a metered 500 ma D.C. supply, a me'tered 
135 volt, 60 cycle supply and a direct reading % deviation indicator. An external oscillator jack 
is provided so that test frequencies from 60 cycles to 10 kc may be used. 

SPECIFICATIONS 
Induc:tanc:e Range: 25 mh to 100 h. 
Deviation Range: ±20% with an accuracy of 1%. ±30% with an accuracy of 5%. 
Frequency: 60 cycles to 10,000 cycles. 
Voltage Applied to Unknown: Variable from 0 to 135 volts. 
D.C. Current Range: 0 to 500 ma in four overlapping ranges, 0·5 ma, 0·25 ma, 0·100 rna, 
0·500 mao 
Vac:uum Tube Voltmeter: .01, .1, 10, and 100 volts full scale. 
Power Supply: Instrument is entirely self.contained, operates on 100·125 volts, 50·60 cycles. 
Dimensions: 19Y'" high x 22" wide x 15" deep. Weight: 150 Ibs. 

NULL DETECTOR TYPE 2050 (ALL TRANSISTOR) 
The Freed Type 2050 Null Detector, when used in conjunction with other battery operated equipment, allows 
complete isolation from the power lines. This feature, plus battery operation, provide a lower noise level which 
makes it useful in all types of AC Bridge measurements. Readily portable and independent of power lines 
this instrument is particularly suited for bridge measurements. in any location. 

FEATURES 

• Complete isolation from power lines. • Maintenance - free service. 
• Portable - lightweight. • Simplifled operations - no warm-up, no zero setting. 
• Economical operation. • Built-in harmonic filters. 
• High sensitivity throughout battery life. 

Sensitivity: (with 400 cycle or 
A - 2OOP.V for full-scale 

80p.V lor 30% deflection 
B - 2000p.V for full-scale 

100p.V for 30% deflection 
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SPECIFICATIONS 
cycle IUter) 

!lUnear" position 

"Null" position 

Input Impedanc:e: Approximately 1 Megohm (resistive) at 1000 cycles. 
Frequenc:y Range: 40 cycles to 20 kc ± I db. 
In "Direc:t" position: 20 cycles to 50kc ±5 db. 
Filters: 400 cycles and 1000 cycles, greater than 22 db rejection of 2nd Harmonics. 
Power Supply: 5.2 volts (4 mercury cells). 
Battery Life: AI least 1800 hours. 
Size: 6 x 8 x 3% inches. Weight: 3% Ibs. with batteries. 

COMPARISON LIMIT BRIDGE TYPE 1010-A 
USES 

For laboratory and production testing of resistor., condensers and inductors. Instrument is completely self 
contained and A.C. operated. 

DESCRIPTION 
The instrument is composed of an oscillator, a bridge and a selective amplifier. 

SPECIFICATIONS 
Frequency: 50 or 60 cycles, 1000·cycles ond 10,000 cycle •• 
Ac:c:uracy: ±O.I% in the 5% position. 

Range: Two comparison ranges, 5% and 20%. 
Resistor Measurements.: I ohm to 20 Megohms. 

Condenser Measurements: 10Mmfd. to 100 Mfd. 
Induc:tor Measurements: 10 Microhenries to 1000 Henries. 
Voltage applied to the Unknown: Two conlrols are provided to vary the voltage across the unknown. A 
special low impedance winding is used when measuring small impedances and the voltage across these may 
be varied from .1. to I volts. For higher values of impedance the voltage may be varied from .5 to 15 volts. 
Power Su.pply: 105-125 volts; 50·60 cycles. Dimensions: lOY," x 12" x 12". Net Weight: 17 Ibs. 
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"Q" 
LOW FREQUENCY 
INDICATOR TYPE 1030-A 

USES 
Measures the "Q" factor of coils directly and the inductance of coils. distributed capacity. 
impedance and dielectric losses. The "Q" Indicator con be used to study the magnetic properties 
of Iron. such as stability of iron cores in function of applied voltages, and. iron losses as a 
functio.n of the frequency. 

FEATURES 
• Direct reading • Unaffe~ted by line voltage variations. • Self contoined - A.C. operated. 

SPECIFICATIONS 
Range of "9" Measurements: The range of "Q" factors is from 0 .. 1 to 1000 over the freque'ncy 
ronge from 20 to 50.000 cycles with an accuracy 01 5%; from 50.000 to 200,000 cycles the 
accuracy 01 "Q" measurements is limited by' the residual capacity of the measuring circuit (for iron, 
core components, measurements in this frequency range will approach 5%1. 
Oscillator Frequenc:y Range: Continuou.sly variable Irom 20 to 200.000 cycles in lour ranges. 
Power Supply: The instrument is entirely self-contained and operates on 105-125 volts. 50-60 
cycles. Total power consumption 200 watts. Dimensions: 19%" x 14Y" x 23". Weight: 120 lb •. 

MEGOHMMETER 
USE S 

TYPE 1020-B 

A self-contained and A.C. operated instrument lor laboratory or production testing of leakage resistance of 
insulation materials, cond.ensers, cables, motors and transform~r windings. 

FEATURES 
Resistance values indicated directly on a four-inch meter protected against over-load. Rapid and safe to use. 
test voltage removed from terminals. and capacitive component discharged to ground in all positions 
of multiplier switch. Maximum short circuit-current limited to 6 milliamperes for optimum salety of operating 
personnel. low resistance in series with. component under test provides very short charging time for even the 
very. largest capacitors. Caribration position provided to check accuracy of 500 volts D.C. potential. 

SPECIFICATIONS 
Range: '1 megohm to 2.000,000 megohms in six overlapping ranges selected by a multiplier switch. 
Ac:c:urac:y: Plus or minus 3% on resistance values up to 100.000 megohms: plus or minus 5% from 100.000 to 
2.000.000 megohms. 
Voltages on Unknown: The voltage applied to the unknown terminals is 500 volts D.C. and is independent 
(less than I %) of the valu!, of the unknown. 
Power Supply: 105-125 volts A.C. 50-60 cycles 30 watts. 
Dimensions: 9%" x lOY,,' x 8". Weight: 18 Ibs .. 

VARIABLE TEST 
MEGOHMMETER 

VOLTAGE 
TYPE 1620 

The Freed Type 1620 Megohmmeter is a versatile insulation resistance measurement instrument 
with a continuously variable DC test potential from 50 to 1000 volts. 
Components such as transformers, condensers, motors, printed circuits; cables and insulation material 
can be lested at their rated voltage and above. for safety factor. 

• Resistanc:e - 0.1 megohms to 4.000.000 megohms. • SJmple - for use by unskilled 
• Voltage - variable. 50 -1000 volts. operators. 
• Ac:curate - plus or minus 5% on all ranges. 
Power Supply: 105-125 volts AC - 50-60 cycles. 
Dimensions: 15" x 9" x 7Y .. •. Weight: 24 Ibs. 

TYPE 1620-C MEGOHMMETER 
All features same ·as type 1620 with additional circuitry for measuring capacitor leakage with test 
voltages from 50-1 000 volts D.C. 

BATTERY OPERATED 
PORTABLE MEGOHMMETER TYPE 2030 

USE S 
The Freed Type 2030 Megohmmeter is a battery operated instr"ment especially suited for measuring 
leakage of transformers, motors, cables, condensers and insulating materials wherever the power line is 
inaccessible or where battery operation is more desirable. 

FEATURES 
Resistance values are indicated on a 3" expanded scale meter protected against overload. Low resist·ance ·in 
series with component und'er test provides very short charging time for even the 'largest condensers, Calibration 
position provided to check accuracy of 500 volt test potential. The 500 volt D.C. test potential is obtained Irom a 
regulated transistor power supply. 

SPECIFICATIONS 
Range: 5 megohms to 5 milli'on megohms indications to 10 million megohms in 5 overlapping ranges. 
Ac:c:urac:y: Plus orminus 3% an resistance values up to 100.000 megohms: plus or minus 5% from 100.000 megohms 
to 5.000.000 megohms. 
Voltages on Unknown: The voltage applied to the Unknown terminals is 500 volts D.C. and is independent (Ie .. 
than 1 %1 of the value of the Unknown. 
Terminals: Four terminals are provided. two for connecting the Unknown. one guard and one ground. 
Dimensions: 6" x 8" x 4". Weight: 8 Ibs. 
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A. C. DIFFERENTIAL VOLTMETER TYPE 1560 
USES 

Measures differences in voltage levels as low as 0.01 % regardless' of their phase relation. It 
is extremely useful when checking response and attenuation of filters, transformers, amplifiers 
and other applications where a small difference in twa voltages is to be measured. Because 
01 its excellent stability and high sensitivity the differential voltmeter may also be used to 
observe drift in amplifiers, meters and filters. 

DESCRIPTION 
This instrument consists of a balanced dual-channel AC Amplifier with separate rectifiers; 
a D.C. comparison circuit which indicates percent difference .on a calibrated multiturn 
potentiometer, a chopper modulated D.C. Amplifier operating at 60 cps, a synchronous 
detector which i. polarity.sensitive; and a 4" center·zero null meter. 

SPECIFICATIONS 
Percent Difference: -10% to +5% in .01 % increments an multiturn potentiometer dial. 
Input Yoltage (each channell: .3 volt to 100 volts rms in 5 ranges. 
Input Impedance: 470 K ohms shunted by approximately 20 mml capacitance on 1 volt 
ran"e, 400 K ohms shunted by 40 mmf. 
Frequency Range: 20 to 20,000 cps (MODEL 1560); 20 to 200,000 cps (MODEL 1560E). 
Calibration Linearity: ± .25% difference, 20 to 20kc, ± .5% difference, 20 to 2ookc. 

Power Supply: Electronically regulated, 115 volts, 60 cps input. 
Dimensions: 21" x 15" x lOY.'. Weight: 37 Ibs. 

WIDE BAND AND 
FREQUENCY DISTORTION 

USE S 

CARRIER 
METER TYPE 1410 

The Type 1410 Dislortion Meier may be used in the laboratory or for production testing of Wide 
Band Amplifiers, Carrier Frequency, Telemetering and Ultra·Sonic equipment. 

DESCRIPTION 
The high sensitivity of the instrument permits measurements to be made on signals as low as 0.2 
volts to an accuracy of 0.1 %. Signals as high as 1000 volts may be applied to the input terminals 
directly. The frequency range of the instrument is 20 kc to 1 mc. in 10 overlapping ranges. 
Frequencies up to 3 mc. are passed without attenuation by the amplifier circuits, so that distortion 
measurements can be made on fundamental frequencies up to 1 me. 
An isolation transformer and line filter provided with the instrument prevent any feedback through 
the power line. 

SPECIFICATIONS 
Frequency Range: 20 kc to 1 mc. 
Input Impedanc:e: 500,000 ohms shunted by 70 mmfd. (plus capacity of input cable) in all ranges 
but the 0.1 volt range. The shunt capacity on this range is 800 mmfd. 
Accuracy: Harmonic Distortion can be measured accurately to 0.1 %. 

Sensitivity: Distortion levels of 0.1 % can be read accurately for a signal input as low as 0.2 
volts. Maximum input signal is 1000 volts rms. 

Elimination Characteristics: Eliminates fundamental completely while attenuating second harmonic approximately 3%. Power Supply: 105-125 volts. 
50·60 cycles. Dimensions: 193,4" x 163,4" x 153,4". Net Weight: 60 pounds. 

DECADE CAPACITORS 
The Freed series of Decade Capacitors covers a wide range of values and can be 
supplied as individual decades from 0.0001 mfd. per step to 1 mfd. per step or in various 
combinations of assembled decade boxes. 
Single decade units can be assembled in different capacitor values for use in experi­
mental and permanent equipment. The decade boxes are useful lor laboratory work in 
bridge measurements and as components of filters and tuned circuits. 
Polystyrene dielectric is used in the manufacture of the capacitor assemblies with the 
exception of the 1 mfd. per step unit which uses Mylar as a dielectric. All capacitors 
are non-inductively wound and heat treated for stability, low dielectric absorption and 
low losses. 
Each decade is variable from 0 to 10 by use 01 11 position selector switch. The losses 
in the switches and mountings are kept low by the use of special low loss, impregnated 
switch wafers. A positive detent mechanism allows the switch to be set accurately. 

SPECIFICATIONS 

Accuracy: Individual capacitors are adjusted to an accuracy of ± 1 % when measured 
at 1 kc. The capacitance at the terminals, less the zero capacitance, is within ± 1 % of 
indicated dial setting. The zero capacitance of the decade boxes is 'supplied with each 
unit. Single decade units have a zero terminal capacity of approximately 8 mmfd. 
except Type 1419, which is compensated lor true terminal capacity. 
Dissipation Factor: The dissipation faclor 01 the polystyrene units when measured at 
1 kc is less than 0.0002, the 1 mid. per step decade (Mylar) is less than 0.005. 
Maximum Yoltage: The maximum voltage that may be applied to these decades is 
500 DC working volts. 
Note: Individual capacitors can be supplied to better than ± 1 % Tolerance. 

Type 

1415 
1416 
1417 
1418 
1419 
1250' 
1350t 
1351* 

'3 decade unit 
t4 decade unit 
*5 decade unit 

© U.C.P., Inc. 

Write lor com plete information. 

Total 
Step Capacity Size 

1. mfd. 10. mfd. 3" x 3" x 7" 
0.1 mid. 1. mfd. 3" x 3" x7" 
0.01 mfd. 0.1 mfd. 3" x 3" 7" x • 
0.001 mId. 0.01 mfd. 3" x 3" x7" 
0.0001 mid. 0.001 mfd. 3" x 3" x 7" 
0.001 mfd. 1.110 mfd. 133,4" x 6" x4%" 
0.001 mId. 1 J;J 11 mId. 19" x 73,4" x 8" 
0.0001 mId. 11.1111 mfd. 19" x 103,4" x 8" 

plus 1000 mfd. air variable 
plus 100 mfd. air variable 

Wgt. 

2lbs. 
2lbs. 
2lbs. 
2lbs. 
2lbs. 
8lbs. 

201bs. 
251bs. 

1350 Decada Capacitor 

1250 

The MASTER - 26th Edition .' Page 883 



SECTION 2900 

FREED TRANSFORMER COMPANY, INC. 

DECADE INDUCTORS 
DESCRIPTION 

Each unit is an assembly of four Toroids wound on a stabilized Molybdenum permallay 

dust core protected against moisture. Four coils (nominal inductance valves 1, 2, 3, 4) 
are connected in series, the inductance is varied from O~10 by use of an 11 position 

low loss switch. A positive detent mechanism allaws the switch to be set accurately. 

USES 

The Freed Toraidal Decade Induelors are avaiiable<Jin single units from 1 Millihenry per 

step to 10 henries per step or in various combinations of assembled decade. They are 
especially useful in the design of filters and equalizers at audio and supersonic fre­

quencies where the variable featur~ allows adjustments for optimum circuit performance. 

S P E CI A L FEAT U RES 

• High stability of inductance valve. 

• Small variation af inductance with frequency (high self resonant frequency). 

• Small variation of inductance with AC and DC currents. 

• High Q in the ·operating frequency range. 

• Low temperature coefficient. 

• True astatic construction. 

MAXIMUM 9 VALUES ABOVE 200 

Frequency Maximum Induelance Tolal Wgi. 
Type Range cps. Q* Per Slep Inductance Size Lb,. 

1164t 30- 2,000 60 @ 300 .1 Hy 111. Hy 15" x7" x5~" 28 

1220 500-20,000 230 @ 4kc 0.001 Hy 0.01 Hy 3" x 3" X 9" 4~ 

1230 500-20,000 280 @ 3kc 0.01 Hy 0.1 Hy 3" x 3" X 9" 4~ 

1240 500-20,000 260 @ 3kc 0.1 Hy 1. Hy 3" x3" x9" 4~ 

1270 500-20,000 190 @ 2kc 1. Hy 10. Hy 3" x 3" x 9" 4~ 

1280 500-20,000 280 @ 3kc 0.001 Hy 1.11 Hy 13%" x6Ys" x5Y.' 16 

1290 500-20,000 280 @ 3kc 0.001 Hy 11.11 Hy 15" x7" x5~" 20 

1310 500-20,000 280 @ 3kc 0.01 Hy 11.1 Hy 13%" x 6Y'" x 5Y.· 16 

1341 100- 2,000 100@ lkc 10. Hy 100. Hy 3" x 3" x9" 4~ 

ACCURACY OF TOROIDAL INDUCTANCE 

Inductance per Step: 1 mh 10 mh 100·mh 1 h 

Nominal Accuracy: ±2% ±1% ±0.5% ±0.25% 

'Maximum Q depending on inductance value and AC voltage across the coil. 

tType 1164 Decade Inductance is wound on a special nickel. alloy laminated care, 

nominal inductance ± 1 0/0. 

ELECTRONIC COUNTING AND 
CONTROL EQUIPMENT 

Freed offers a wide range of Industrial counters including TOTALIZING 

COUNTERS, PRESET COUNTERS, PRESET INTERVAL GENERATORS 

AND MODULAR COUNTERS. Special counters custom designed to 

your requirements are a Freed specialty - we invite your inquiries. 

SERIES 2022 

SERIES 3000 
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1164 1280 
1290 1310 

SERIES 2020 
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SECTION 2900 

FREED TRANSFORMER COMPANY, INC. 

CONSTANT VOLTAGE REGULATED POWER SUPPLY' 
TYPE NO. 3125 

Input Voltage Frequency Output Size 

155voltsOb@.150Ma I 2 
95·130 volts 60 cycles 6.3 volts 60- 3. 17x5x7"H 

Output No. I is regulated so that change in load from. one-third 
to full, with full line voltage variation (95-130 volts) will hold the output 
voltage fixed at 155 volts + 2"10. 'The ripple content is less than 10 Mv. 

Featured in Output No. I is a Time Delay Relay, adjustable from 
30 seconds to 3 minutes to allow for warm up. 

TRANSISTOR REGULATED POWER SUPPLIES 
FIXEDO,UTPUT TYPE 

This unit has a nominal output voltage adjustable over a +1 volt 
range. It is unmetered and is supplied in an open type chassis for bench 
use or mounting on other equipment. Two types, as shown below, are 
available from stock for immediate delivery - units for other nominal 
voltages can be made to your requirements in comparable size chassis. 

Type No. 

PRC 2S-2 

PRC 5-2. 

© U.C.P .• Inc. 

.Input V Out lOut Line Reg. Load Reg. Size 

105-125 2S ± IV 0-2A .1% .15% 5" x7W'x5" H 

105-125 5 ± IV 0-2.5A .1% .15% 4" x 6112" x 4ih" H 

Ripple less than 5 MV 

TRANSISTOR REGULATED POWE'R SUPPLIES 
VARIABLE OUTPUT TYPE 

Cabinet models with metered output voltage and current are also 
available. These units ar.e variable over a wider voltage range with 
105V-125V, 55-65 cycles input. 

Type No. V Out lOut Line Reg. Load Reg. Ripple Size 

PRV-S-2S-2 S-2SV 0-2A .1% .15%' < IMV 10" xS" x6" H 

PRV-S-32-S S-32V O-SA .1% .15% < IMV 19" x I 3 112 "x 7" H 
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SECTION 2900 

PANEL METERS 
THE BIG LOOK IN SMALL PANEL METERS 

21!.-inch design 
Type DW-91 Voltmeter 

31f.z-inch design 
Type AO-91 Ammeter 

4 '!:z-inch design 
Type DO-92 Ammeter 

General Electric's BIG LOOK panel meters offer such 
added values as distinctive appearance, excellent reada­
bility, completely sealed cases and self-shielded doc core­
magnet mechanisms. 

Snap-on, Snap-off Covers on 4Vrinch Designs 
Snap-on, snap-off covers are supplied on all 4lh-in. BIG 

LOOK panel meters. The covers can be easily removed and 
replaced while the meter remains in its normal mounted 
position. 

Distinctive Appearance 
BIG LOOK panel meters are designed specifically to meet 

industry's increasing demands for panel components that 
contribute to end-product eye appeal. BIG LOOK panel 
meters-with their distinctive and modern, but not. radical 
design-offer an important added value by complementing 
the appearance of the finest equipment. 

Excellent Readability 
Big, clear, easy-to~read numerals are positioned above 

the scale divisions so that they cannot be obscured by the 
pointer. The absence of arc-lines and use of a slim, tapered 
pointer facilitat'es quick accurate readings. Functional cover 
design eliminates confusing shadows by admitting natural 
light from all sides. 

Completely Sealed Cases on 2V2- and 3V2-inch Designs 
General Electric quality is built in to stay. Gasketed con­

iltruc1:ion on 21h- and 3lh-in. models protect internal parts 
from dirt, dust, and water and helps assure extra-long, 
reliable life. 

As this size comparison shows, the new design appears to look much 
bigger, but will actually fit in,to the same usable panel space as older 
style meter. 

GENERAL S,PECIFICATION'S 

D-C TYPES A-C Types 

DW-91 DO-91 DO-92 AW-91 AO-91 AO-92 

Accuracy (percent of full scale) 2% 2,% Z% 20/0 2l% 2% 
ScaJe length 2.1" 2.9" 3.93" 2.0" 2.9" : 3.93" 

Damping. (nominal overshoot) 
(a) All ratings except those listed below: 3% 3% 10% 40% 40% 45% 
(b) 20 microamps 25% 25% - - - -
( c) 30 microamps 25% 25% - - - -
(d) 50 microamps 25% 25% 33% - - -

Maximum weight - Net 70z 70z 9 oz 70z 702 90z 
Shipping 120z 120z 130z 120z 1202 130z 

Insulation level-All types meet requirements of ASA specifications C39.1 (5000 volts rms live parts to panel) 
A-C Burden: AO-91, AW-91 and AO-92 rated 5A; 0.5 VA at 0.5 pf lag. 

AO-91, A W -91 and AO-92 voltmeters have approximately unity power factor at 60 cycles. 

Overload 'Capacity: All Big Look panel meters meet requirements of ASA specifiations C39.1. 
Volt':meters (a-c and doc types) 

Momentary and sustained: 20% greater than rated capacity. 
Ammeters (a-c and doc types) 

Momentary: 10 times rated current applied for 10 consecutive intervals of lh second witn a one-minute interval 
successive applications. 

Sustained: 20% greater than rated capacity for 8 hours. 
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SECTION 2900 

D-C PANEL METERS 
Shelf-shielded D-C Mechanism 

Core-magnet mechanisms with inherent 
self-shielding are used for all doc ratings. 

This permits mounting on magnetic or 
non-magnetic panels without special cali­

bration and cluster - mounting bezel - to -
bezel without interaction. 

Self-shielding also minimizes effects of 
stray magnetic fields. Weight is reduced, 

too. Because of these important added 
values, the core-magnetic mechanism has 
gained industry-wide acceptance. (Gen­

eral Electric pioneered in the develop­
ment of the core-magnet mechanism.) 

The superior operating characteristics of 
BIG LOOK meters-excellent damping, a 
high torque-to-weight ratio and minimum 
burden-are the result of continuous prog­

ress in development and use of high­
quality, modern materials. 

Approx. 
Scale Terminal DW-91 2Jh-inch DO-91 3Jh-inch 

and Rating Resistance 
(Ohms) Cat. No. 

D-C VOLTMETERS (Self-contained) 
0-1.5V 517X84 
0-3V 517X88 
0-5V 517X90 
0-8V 517X92 
0-10V 517X94 
0-15V 517X96 
0-30V 1000 ohms 519X4 
0-50V 519X6 
0-80V per volt 519X8 
0-10llV 519X10 
0-150V 519X12 
0-200V 519X14 
0-250V 519X16 
0-300V 519X18 
0-500V -------
0-6OOV -------

Net 
Price* 

$12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
13.60 
13.60 
13.60 
13.60 
14.40 
-----
-----

Cat. No. 

516X84 
516X88 
516X90 
516X92 
516X94 
516X96 
518X4 
518XS 
518X8 
518XlO 
518X12 
518X14 
518X16 
518X18 
518X20 
518X22 

Net 
Price* 

$13.60 
13.60 
13.60 
13.60 
13.60 
1.~.60 
13.60 
13.60 
13.60 
14.40 
14.40 
14.40 
14.40 
IS.20 
16.00 
16.00 

D-C VOLTMETERS (For use WIth external reslstors-pnces do not mclude resIstors) 

g:~08~ I R~!fd I o~~s m~~g I sg:&& I I $-----
0-750V MA 519X24 12.00 518X24 12.80 

D-C AMMETERS (Self-contained) 
0-IA 0.0500 513X58 $12.00 512X58 SI~.GO 
0-1.5A 0.0333 513X60 12.00 512X60 12.80 
0-2A 0.0250 513X62 12.00 512X62 12.80 
0-3A 0.0167 513X64 12.00 512X64 12.80 
0-5A 0.0100 513X66 12.00 512X66 12.80 
0-10A 0.0050 513X70 12.00 512X70 12.80 
0-15A 0.0033 513X72 12.00 512X72 12.80 
0-20A 0.0025 513X74 12.00 512X74 12.80 
0-30A 0.00167 513X76 12.00 512X76 12.80 
0-5OA 0.00100 ---- - - --- 512X80 12.80 

GENERAL. ELECTRIC 

D-C Mechanism 

DO-92 4Jh-lnch 

Net 
Cat. No. Price* 

50-171011 LCLC $16.00 
50-171011 LJLJ 16.00 
50-171011 LSLS 16.00 
50-171011 MJMJ 16.00 
50-171011 MTMT 16.00 
50-171001 NDND 16.00 
50-171011 NLNL IS.00 
50-171011 NTNT 16.00 
50-171011 PDPD 16.00 
50-171011 PKPK 16.80 
50-171011 PZPZ 16.80 
50-171011 RLRL 16.80 
50-171011 RSRS 16.80 
50-171011 iRXRX 17.60 
50-171011 SFSF 18.40 
50-171011 SJSJ 18.40 

50-171111 FASM $16.80 

50-171111 LALA SIS.20 
50-171111 LCLC IS.20 
50-171111 LELE IS.20 
50-171111 LJLJ IS.20 
50-171111 LSLS IS.20 
50-171111 MTMT IS.20 
50-171111 NDND IS.20 
50-171111 NGNG IS.20 
50.171111 NLNL IS.20 
50-171111 NTNT IS.20 

D-C AMMETERS (For use WIth 50 mIlhvolt external shunts-pnces do not mclude shunt or shunt leads) 

0-50A l 0-75A 
0-100A 
0-I50A 
0-2COA 
0-250A r 0-300A 

g:~og! 

~~r~LJ 
0-1.5KA 
0-2KA 

Rated 
0-50 
MV 

125 ohms 
(Calibrated for 
use with 2-way 

lead 
resistance 

of 0.063 ohms) 

515X6 
515X10 
515X14 
515X16 
515X18 
51fX20 
515X22 
515X24 
515X26 
515X28 
515X30 
515X32 
515X34 
515X36 
515X38 

$12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 
12.00 

514X6 
514XI0 
514X14 
514X16 
514X18 
514X20 
514X22 
514X24 
514X26 
514X28 
514X30 
514X32 
514X34 
514X~6 
514X38 

$12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 
12.80 

50-171121 ECNT 
50-171121 -';:CPB 
50-171121 ECPK 
50-171121 ECPZ 
50-171121 ECRL 
50-171121 ECRS 
50-171121 ECRX 
50-171121 ECSC 
50-171121 ECSF 
50-171121 ECSJ 
50-171121 ECSN 
50-171121 ECV A 

$15.20 
IS.20 
IS.20 
IS.20 
IS.20 
IS.20 
IS.20 
15.20 
IS.20 
IS.20 
IS.20 
15.20 

D-C AMMETERS (For use WIth 100-mv external shunts-prICes do not mclude shunt or shunt leads) 

0-20A 515X68 $12.00 514X68 $12.80 ---------------- $----
0-40A 515X72 12.00 514X72 12.80 ---------------- ----
0-50A 515X74 12.00 514X74 12.80 50-171121 GBNT 15.20 
0-75A 515X78 12.00 514X78 12.80 50-171121 GBPP lS.20 
0-100A 515X82 12.00 514X82 12.80 50-171121 GBPK 15.20 
0-1l:0A 25 ohms. 515X84 12.00 514X84 12.80 50-171121 GBPZ IS.20 
0-200A Rated (Calibrated 515X86 12.00 514X86 12.80 50-171121 GBRL IS.20 
0-250A 0-100 for use with 515X88 12.00 514X8~ 12.80 50-171121 GBRS IS.20 
0-300A MV 2-way lead 515X90 12.00 514X90 12.80 50-171121 G BRX IS.20 
0-400A resistance of 515X92 12.00 514X92 12.80 50-171121 GBSC IS.20 
0-50OA 0.063 ohms) 515X94 12.00 514X94 12.80 50-171121 GBSF 15.20 
0-600A 515X96 12.00 514X96 12.80 50-171121 GBSJ 15.20 
0-800A 515X98 12.00 514X98 12.80 50-171121 GBSM 15.20 
0-lKA 517X2 12.00 516X2 12.80 50-171121 GBVA IS.20 
0-2KA 517X8 12.0Q 516X8 12.80 50-171121 GBVB 15.20 

D-C MICROAMMETERS 
0-20UA 

I 

3400 513X2 $24.00 512X2 $24.80 ---------------- $----
0-50UA 1600 513X6 18.40 512X6 19.20 50-171111 CYCY 21.60 
0-100UA 1525 513X10 IS.20 512X10 16.00 5Ocl71111 DRDR 18.40 
0-2000UA 690 513X14 13.60 512X14 14.40 50-171111 EAEA 16.80 
0-500UA 220 513X18 12.00 512X18 12.80 50-171111 EMEM 15.20 

D-'C MILLIAMMETERS 
O-IMA 64 513X22 $12.00 512X22 $12.80 50-171111 FAFA $1S.20 
0-1.5MA 64 513X24 12.00 512X24 ' 12.80 50-171111 FDFD IS.20 
0-3MA 2.5 513X28 12.00 512X28 12.80 50-171111 FNiFN IS.20 
0-5MA 2.5 513X30 12.00 512X30 12.80 50-171111 FXFX 15.20 
0-10MA 1.8 513X32 12.00 512X32 12.80 50-171111 GZGZ IS.20 

.0-20MA 1.5 513X34 12.00 512X34 12.80 50-171111 HFHF IS.20 
0-25MA 2.0 513X36 12.00 512X36 12.80 50-171111 HJHJ 15.20 
0-30MA 1.67 513X38 12.00 512X38 12.80 50-171111 HMHM IS.20 
0-50MA 1.00 513X40 12.00 512X40 12.80 50-171111 HYHY IS.20 
0-80MA 0.62 513X42 12.00 512X42 12.80 50-171111 JJJJ , IS.20 
0-100MA 0.50 513X44 12.00 512X44 12.80 50-171111 JRJR 15.20 
0-150MA 0.33 513X46 noo 512X46 12.80 50-171111 JXJX 15 20 
0-200MA 0.25 513X48 12.00 512X48 12.80 50-171111 KAJ<:A IS 20 
0-250MA 0.20 513X50 12.00 512X50 12.80 50-171111 KDKD IS.20 
0-300MA 0.167 513X52 12.00 512X52 12.80 50-171111 KGKG IS.20 
0-500MA 0.100 513X54 12.00 512X54 12.80 50-171111 KMKM' 15.20 
0-800MA 0.062 513X56 12.00 512X56 12.80 50-171111 KWKW ,IS.20 

.. Manufacturer's suggested resale prices. 

Mirror-backed, rectifier-type, and zero-center panel meters are available also. Refer to your General Electric Supplier. 
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SECTION ~900 

.G£lERAL eEUCTRIC 

A-C PANEL METERS 
A"CMeehanism 

Uniform Scale obtained from use of an 
iron-vane ~pulsion-type mechanism. 

Mag{letic Damping is utilized to bring 
the pointer quicklY to rest. The damping 
factor. meets or exceeds ASk Spec.C39.1. 

Shielding-No iron-vane a-c mechantsm 
is inherently s~lf-shielded. Although no 
problem fQr:most applications, the fol­
lowing is offered as a guide. . 

.Steel Panel EDect-A magnetic panel has 
only a· slight effect on the particular. de­
sign of a~c mechanisms used. A nominal 
change in indication of only 1fiI of 1 % is 
caused by alh6-inch steel. panel. For such 
applications, no special calibration is required 
and we recommend these use of standard 
stock a~c meters. . 

External Magnetic Field - Consideration 
sl).ould be given to effects of ext'ernal mag-

netic fields. The degree of effect varies 
both with the strength of the field and the 
rating of the meter. Voltmet'ers are least 
affected, followed by milljammeters, and 
low-rated ammeters in that order. For 
most applicati(:ms of those ratings, an ex­
ternal !jhield is not required. However, 
high-rated self-contained ammeters are 

.particularly affected, and meters in self­
contained ratings of 0-20' a-c amp and 
above, are furnished with external shields as 
standard equipment. 

Freqqency-60 cycles, unless otherwise 
noted. 

Ammeters-Frequency variations have a 
negligible effect. The 5-amp rating has an 
additional error in the order of % of 1% 
at 400 cycles. We recommend the use of 
standard stock ammeters for 400-cycle serv­
ice. 

A-C Mechanism 

Scale " 
and Rating 

Approx. 
Terminal 

Resistance 
(Ohms) 

·1 _______ A_W~-9_1~,~2~~-I-n-ch~~--- _______ A_O_-_9~1.~3~~~-_in_c_h~~-------------A-O---9-2.-4~~~--In~c~h ____ ~~ ___ 
Net Net Net 

Cat. No. Price* Cat. No. Priee* Cat. No. Price* 

'A-C VOLTMETERS (Self-contained) 
0-3V 11.1 613X68 $12.00 612X68 $12.80 
'O-5V , 29 613X69 12.00 612X69 12.80 
0-10V 110 613X72 12.00 612X72 12.80 
0-15V 251 613X73 12.00 612X73 12.80 
0-30V 779 613X76 U.OO 612X76 12.80 
0-50V' 2500 613X77 12.80 612X77 13.60 
0-150V 15000 613X81 13.60 612X81 14.40 
0-300V 54000 613X85 14.40 ~~~~~~ 16.00 
O-OOOV llBOOO ------ ---- 20.80 
0·600V 141000 ------ ---- 612X88 20.80 

:AcC VOLTMETERS (Transformer rated-prices do not include transformers) 
0-600V 

I 
!Rated ., 15000 613X90 $13.60 612X90 $14.40 

0-1OOV 0-loo 15000 613X91 13.60 612X91 14.40 
0-3KV .' VoltB 10000 613X92 13.60 612X92 14.40 

400-CYCLE' A-C :VOLTl\IETERS (Self -contained-for use at 400 cycles) 
0-150V I 10000 817Xl $13.60 816X1 $14.40 
0-300V 54000 817X2 14.40 816X2 16.00 

A-C AMMETERS (Self-contained) 
0-lA 0.16 613X20 $12.80 612X20 $13.60 
0-3A O.oI5 613X24 12.80 612X24 13,60 
0-5A 0.007 613X25 12.80 612X25 13.60 
0-8A 0.003 613~28 12.80 612X28 13.60 
0-10A 0.0024 613X29 12.80 612X29 13.60 
0-ISA 0.0016 613X31 12.80 612X31 13.60 
0-20A 0.001 613X32** 13.60 612X32** 14.40 
0-30A 0.0006 6lBX34'* 13.60 612X34'* 14.40 
0-50A 0.0004 ------ ---- 612X35" 16.00 

A-C AMMETERS (Transformer rated-prices do not include transformers) 
0-10A 613X36 $12.80 812X36 .$13.60 

'. 0-15A 613X37 12.80 612X37 13.60 
b-20A 613X38 12.80 612X38 13.60 
0-30A 613X40 12.80 612X40 13.60 
0-40A 613X41 12.80 612X41 13.60 
0-50A 613X42 12.80 612X42 13.60 
0-75A 613X44 12.80 612X44 13.60 
O-BOA 613X45 12.80 612X45 13.60 
0-I00A 613X46 12.80 612X46 13.60 
0-150A Rated 613X49 12.80 612X49 13.60 
0-200A 0-5. 0.007 613X50 12.80 612X50 13.60 
0-300A Amperes 613X52 12.80 612X52 13.60 
0-400A 613X53 12.80 612X53 13.60 
O-SOOA 613X54 12.80 612X54 13.60 
0-600A m~: 12.80 612X55 13.60 
0-800A 12.80 612X56 13.60 
O-lKA 613X57 12.80 612X57 13.60 
0-1.2KA 613X58 12.80 612X58 13.60 
O-l.SKA 613X59 12.80 612X59 13.60 
0-2KA 613X60 12.80 612X60 13.60 
0-3KA 613X62 12.80 612X62 13.60 

A-C LOAD INDICATORS"":'Rated 0-5A. Can be applied to any 60-cycle a-c motor 
when used with' the variable-ratio Type JCB-O current transformer 

PERCENT MOTOR 

I 
Scale legend: LOAD CURRENT 
Scale markings: 0-150; (red band 100-150i 612X98 $15.20 

0-loo; \~';,'\r~Wl!t~~tl~O}I25) 
(red band 125-150) 612X99 17.60 

A-C MILLIAMMETERS 
0-10MA 2158 

I 

613X4 $12.80 6I2;K4 $13.60 
0-25MA 341 613X7 12.80 612X7 13.60 
0-50MA 84 613X9 12.80 612X9 13.68 
0-100MA 21 613X12 12.80 612X12 13.60 
0-200MA 4.1 613X14 12.80 612X14 13.60 

.- P-500MA 0.7 a13X17 12.80 612X17 13.60 

'ManUf~~~ilfer's Sugg~sted resale PrlceB. 
"Furnished with external magnetic shield assembled to meter base. 
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50-171031 LJLJ $15.20 
oo-171031 LSLS 15.20 
50-171031 MTMT 15.20 
50-171031 NDND 15.20 
50-171031 NLNL 15.20 
50-171031 NTNT 16.00 
50-171031 PZPZ 16.80 
50-171031 RXRX 18.40 
50-171031 SFSF 23.20 
50-171031 SJSJ 23.20 

50-171031 PZRX $16.80 
50-171031 PZSJ 16.80 
50-171031 PZSM 16.80 

50-171061 PZPZ $16.80 
50-171061 RXRX 18.40 

50-171141 LALA $16.00 
50-171141 WLJ 16.00 
121)-171141 LSLS 16.00 
50-171141 MJMJ 16.00 
50-171141 MTMT 16.00 
50-171141 NDND 16.00 
oo-172141 NGNG** 16.80 
50-172141 NLNL** 18.80 
50-172141 NTNT'* 18.40 

50-171141 LSMT $16.00 
50-171141 LSND 16.00 
oo-171141 LSNG 16.00 
50-171141 LSNL 16.00 
50-171141 LSNP 16.00 
50-171141 LSNT 16.00 
50-171141 LSPB 16.00 
50-171141 LSPD 16.00 
50-171141 LSPK 16.00 
50-171141 LSPZ 16.00 
oo-171141 LSRL 16~00 
50-171141 LSRX 16.00 
50-171141 LSSC 16.110 
50-171141 LSSF 16.00 
50-171141 LSSJ 16.00 
50-171141 LSSN 16.00 
50-171141 LSVA 16.00 
oo"171141 LSVB 16.00 
50-171141 LSVC 16.00 
50-171141 LSVE 16.00 
50-171141 LSVJ 16.00 

50-171141 LSPZI-AAA $17.60 

50-171141 LSPZ1-AAB 20.00 

50-171141 GZGZ $16.00 
50-171141 flJflJ 16.00 
50-171141flYHY 16.00 
50-171141 JnUR 16.00 
50-171141 KAKA 16:00 
50-171141 KMKM 16.00 
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SECTION 2900 

TIME METERS 
Time meters provide for proper servicing and preventive 

maintenance, or to indicate component life. General Electric 
time meters are the ideal indicators for these purposes: 

Electronic Component Testing and Operation Life 
Radio Transmitters 
Power Supplies and Converters 
Radar, Sonar, Doppler and other Military Equipment 
Engine-Generator Test Stands 
Data Handling Systems 

Electrical Machinery Operating Time 
Conveyors 
Molding and Extrusion Machines 
Drill and Punch Presses 
Machine Tools 
Welding Machines 
Industrial Ovens 

Preventive Maintenance 
Operating Time 
Shut-down Time 
Total Operating Life Industrial and Nuclear Control Systems 

Test Equipment Correct Intervals for Inspecting and Servicing Machines 

TYPE KT TIME METERS 

The Type KT time meter, with 6-digit counter as 
standard and the last digit in contrasting color to 
indicate tenths, can be supplied for minutes or 
hours in ratings of 120, 208, 240, and 480 volts; 
60 or 50 cycles. 
Complete line for every time-measuring applica­
tion. Includes 2%- and 3%-inch sizes in either 
round or square case for panel mounting, and 
3%-inch size for conduit-type case or portable 
stand. 
Reset device available for front-of-meter mounting 
on all but the sealed model. 
Mechanism is completely enclosed in die-cast zinc 
bezel and plastic case, providing a dust-resistant 
enclosure. 
Increased operating temperature range from 67°F 
to 1500 F means more Heldble application, longer 
meter life, and less maintenance. 
A special model is available for military applica­
tions. 

STANDARD RATINGS-60 Cycles 

I 
Non-Reset Type 

Register 
Volts ----;cM""in=u=t"'e=s ="il="-"'HC:-ou=r=s'---

Model No. 

Net 
Price* 

TYPE KT-1l-2%-INCH ROUND ,CASE 
120 
240 
480 

I 
8KTllAAAl I 8KTllAAA2 I 
8KTllABAl 8KT11ABA2 
8KT11ALAI 8KT11ALA2 

$11.00 
11.50 
la.OO 

TYPE KT-1l-2%-INCH SQUARE CASE 
120 I 8KTllBAAl I 8KTllBAA2 I $11.00 
240 8KT11BBAI 8KTllBBA2 11.50 
480 8KTllBLAl 8KTllBLA2 12.00 

TYPE KT-1l-3%-INCH ROUND CASE 
120 
240 
480 

I 8KTllCAAl I 8KT11CAA2 I 
8KTllCBAl 8KTllCBA2 
8KTllCLAl 8KTllCLA2 

$11.00 
11.50 
12.00 

TYPE KT-1l-3%-INCH SQUARE CASE 
120 
240 
480 

I 
8KTllDAAl I 8KT11DAA2 I 
8KTllDBA2 8KTllDBA2 
8KT12DLAI 8KT11DLA2 

$11.00 
11.50 
12.00 

TYPE KT-12-3%-INCH SQUARE CASE 
120 
240 
480 

I 
8KT12DAAI I 8KT12DAA2 I 
8KT12DBAl 8KT12DBA2 
8KT12DLA2 ,8KT12DLA2 

$13.00 
13.50 
14.00 

TYPE KT-13-3%-INCH SQUARE CASE 
120 
240 
480 

I 
8KT13DAA3 I 8KT13DAA4 I 
8KT13DBA3 8KT13DBA4 
8KT13DLA3 8KT13DLA4 

$14.00 
14.50 
15.00 

With Reset Knob, 
Register 

Minutes \ Hours 
Model No. 

8KTllAABl 
8KT11ABBI 
8KTllALBl 

8KTllBABl 
8KTllBBBl 
8KTllBLBl 

8KTllCABl 
8KTllCBBl 
8KTllCLCl 

8KTllDABl 
SKTIIDBBI 
8KT11DLBI 

8KT12DABI 
8KT12DBBl 
8KT12DLBI 

8KT13DAB3 
8KT13DBB3 
8KT13DLB3 

8KTllAAB2 
8KTllABB2 
8KTllALB2 

8KT11BAB2 
8KTllBBB2 
8KT11BLB2 

8KTllCAB2 
8KTllCBB2 
8KTlICLB2 

8KTllDAB2 
8KT11DBB2 
8KTIIDLB2 

8KT12DAB2 
8KT12PBB2 
8KT12DLB2 

8KT13DAB4 
SKT13DBB4 
8KT13DLB4 

NEW TYPE 236 TIME METERS 

New Type 236 elapsed-time indicators, latest addi­
tion to G-E's BIG LOOK line of panel components, 
meet industry's need for instruments that enhance 
end-product eye appeal through compatible design. 
They now offer the same distinctive appearance 
and excellent readability found in G-E's BIG 
LOOK ammeters and voltmeters, plus outstanding 
operating accuracy and reliability. 

FEATURES 

Reset device available. 
Military sealed model available. 
Extra-large counter numbers. 
Water and dust-resistant case. 
ASA panel-mounting dimensions. 

STANDARD'RATINGS-60 Cycles 

I 

Non-reset Type 
Register 

Volts Minutes I Hours 
Cat. No. 

2%-INCH COMMERCIAL CASE 
120 ISO-2364G1AAAAl I SO-2e6402AAAAl I 
240 50-236401ABAAI 50-236402ABAAI 
480 50-236401ACAAI 50-236402ACAAI 

3%-INCH COMMERCIAL CASE 
120 I SO-2363QIAAAAI I 50-236302AAAAl 
240 SO-236301ABAAI 50-236302ABAAI 
4S0 50-236301ACAAI 50-236302ACAAI 

2%-INCH SEALED CASE 
120 150-236421AAAAl ISO-236422AAAAl 
240 50-236421ABAAI 50-236422ABAAI 
480 50-236421ACAAI 50-236422ACAAI 

3%-INCH SEALED CASE 
120 I 50-2e6321AAAAl 150-236322AAAAI 
240 50-2e6321ABAAl SO-236322ABAAI 
480 50-236321ACAAI 50-236322ACAAI 

2%-INCH CONDUIT CASE 
120 150-236431AAADl 150-236432AAADl 
240 50-2e6431ABADl 50-236432ABADI 
480 50-23643IACADI 50-236432ACADI 

2%-INCH PORTABLE CASE 
120 I SO-236461AAAEI 150-238452AAAEI II 
240 50-236462ABAEI 50-236452ABAEI 
480 SO-236461ABAEl 50-236462AAAEI 

*Manufacturer's suggested resale prices. 

Reset Type 
Register 

Net Minutes I Hours Price* 
Cat. No. 

$11.00 1150-236411AAAAI I SO-236412AAAAI 
11.50 50-200411ABAAl 50-236412ABAAI 
12.00 50-236411ACAAI 50-236412ACAAI 

$11.00 1150-236311AAAAl I 50-236312AAAAI 
11.50 50-236311ABAAI 50-236312ABAAI 
12.00 50-236311ACAAl SO-236312ACAAI 

$12.50 
13.00 
13.50 

$12.50 
13.00 
13.:;0 

$13.00 1150-236441AAADI 150-236442AAADl I 
13,50 SO-236441ABADI SO-236442ABADI 
14.00 5O-236441ACADI SO~236442ACADI 

$14.00 I 50-236461ACAEI 150-236452ACAEI I 
14.50 50-236451AAAEI 50-236451ACAEI 
15.00 50-236462ACAEl 50-236451ABAEI 

Net 
Price* 

$15.00 
15.50 
16.00 

$15.00 
15.50 
16.00 

$15.00 
15.50 
16.00 

$15.00 
15.50 
16.00 

$17.00 
17.50 
IS.00 

$18.00 
18.50 
19.00 

Net 
Price* 

$15.00 
15.50 
16.00 

$15.00 
15.50 
16.00 

$17.00 
17.50 
IS.00 

$18.00 
18.50 
19.00 
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MODEL 123A 
Cardmatic Automatic Tube Tester 

Ideal for industrial and laboratory applications. A genuinely complete 
tube tester-cardwprograms complete "fringe" tests, saturation and cut­
off tests, in addition to basic Gm measurement. Gm Ranges: 500-26,000 
I'mhos; Current Ranges: 100l'a to 510MA. Will test Nuvistors using 
SA-3 Nuvistor Adapter. Complete with pin straighteners, socket savers 
and 500 selected cards. In black leatherette portable case, 19Vo" x 16Vo" x 
9~". 105-125v, 50-60 cycles, 55 watts. Shipping weight, 57100. 

Model 123A Cardmatic Automatic Tube Tester-Net Each.' .. $569.00 

MODEL 121 
Cardmatic Automatic Tube Tester 

A low priced version 61 the Model 123A. Will test Nuvistors using SA-3 
Nuvistor Adapter. Complete with 342 selected cards covering diodes, 
transistor. and popular entertainment tube types. 105-125v-60 cycles, 
50 watts. In red leatherette portable case 19%;" x 13~" x 8". Shipph.~ 
weight, 39 Ibs. 

Model 121 Cardmatic Automatic Tube Tester-Net Each ....... $329.50 

MODEL 752 
Industrial and Communications Portable Tube Tester 

Designed for use in maintaining communications equipment and industrial 
electronic apparatus. New voltage regulator test circuit tests VR tubes 
to handbook specifications, including firing point, regulating voltage and 
current range. Tests N "vistors using SA-3 adapter. Push button test for 
dual-section tube. spesd. selection of tubes for balanced or matched 
characteristics. Covers 1500 to 30,000 I'mhos in five ranges. Interelement 
leakage read directly on the meter (Sensitivity to 10 megohms). Illumi­
nated meter and roll chart. Complete with socket savers and pin-straight­
eners. In black leatherette portable case, 18%" x 16%;" x 7)/0". 105-
125v 50-60 cycles, 40-70 watts. Shipping weight, 27100. 

Model 752 Industrial and Communications Portable Tube Tester-
Net Each .................... '.' . . .. . .. .. . . . . .. . . . . . . . .. $298.00 

Model 752 with CRT Adapter ........................... $313.75 

MODEL 5398 
Industrial and Laboratory Portable Tube Tester 

Tests VR tubes, low power thyratrons, "4-digit" types. VR test evaluates 
voltage regulator tubes under actual operating conditions. Test. Nuvistors 
using SA-3 Adapter. Provision for separate monitoring of plate current. 
Panel terminals provide access to grid, plate, cathode and heater circuits, 
permitting direct measurement of voltages and current for "non.stand· 
ard" or "tailored" tests. Covers 600 to 60,000 umhos in six ranges. Me· 
tered line voltage, metered grid voltage. Dual leakage readings: directly 
on meter or by neon short indicators (Sensitivity to 50 megohms). Com­
plete with socket savers. In black leatherette portable case, 16%:" x 
18%" x 7Vo". 105-125v, 5(}'400 cycles, 40 watts. Shipping weight, 35 Ibo. 

Model 5398 Industrial and Laboratory Portable Tube Tester-
Net Each........ . . . . . . . . . . . . . . .. . .. . . . . . $439.00 

Model 5398 Tube Tester Complete with CRT Adapter-
Net Each......... . .... " ..... ..$454.75 

MODEL 6000 
Service Technician's Deluxe Portable Tube and Transistor Tester 

Has replaceable socket plate for obsolescence protection. Sensitive, in­
stantaneous inter-element leakage and shorts test (Sensitivity-in excess 
of 3 megohms) filament continuity test. Covers 3,000 to 15,000 /'IDhos 
in 3 ranges. Tests Compactrons, l()..pin "headers", Nuvistors, 9~pin 
jumbo tubes with Model CA-4 adapter listed below. Uses SA-3 adapter 
for testing Nuviotors, only. Also tests transistors and diodes. In red 
leatherette portable case, 16%;" x 1l~" x 7)/0". 105-125v, 50-70 cycles, 
40 watts. Shipping weight, 21 100. 

Model 6000 Deluxe Portable Tube and Transistor Tester-
Net Each........ . . . . . .. . . . . . . . . . ................ $197.50 

Hickok Electrical Instrument Co. Cleveland Ohio 
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MODEL 800 
Service Technician's Portable Tube and Transistor Tester 

Lowest priced tester with the Hickok Gm circuit. Provides direct meter 
reading of inter-element leakage and shorts. Tests transistors and diodes. 
New filament continuity test speeds test of serie .... tring tubes. Tests Com­

:pactrons, 100pin headers, Nuvistors, g-pin jumbo tubes with Model CA-4 
adapter listed below. Uses SA-3 adapter for testing Nuvistors only. 105-
125v, 500 cycles-40 watts. In red leatherette portable case, 16~" x 
11~" x 7 ).02". Shipping weight, 211bs. 

Model 800 Service Technician's Portable Tube and Transistor 
Tester-Net Each..... .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . $169.50 

Model 800 Tube Tester with CRT Adapter, Replaceable Socket 
Savers and SA-2 Subminiature Socket Adapter-Net Each ... $203.70 

SA-3 Nuvistor Adapter (For Models 123A, 121, 539B, 752, 800, 8000 and 
older manual testers) Order by code number 105o-127-Net Each $8.95 

CA-4 Universal Adapter for testing Compactrons, 10-pin "headers" 
9-pin jumbo tube. and Nuvistora. For uae with aU current Hickok 
manual tube testers-Net Each..... .... ...... .. .. .. .. ... $49.60 

MODEL 870 
DYNAMIC BETA Transistor Taster 

Measures AC and DC Beta. Collector test current variable up to 2 am­
peres, permitting Beta measurement on power transistors rate-d 5 ~am .. 
peres or more. Variable collector voltage and current permit tests accord­
ing to manufacturer's specifications-Te.ts switching transistors. Mea­
sures large signal DC Beta on power transistors-smaU signal A C Beta 
on low and medium power transistors. Icbo Ranges: 100 p.a, 1 ma, 10 mao 
Beta Ranges: 0-100, 0-300. Complete with replaceable roU chart and test 
leads in black leatherette portable case 14j1O" x 11~" x 7%". 115v-60 
cycles, 40 watts. Shipping weight, 22 Ibs. 

Model 870 Dynamic Beta Transistor Tester-Net Each .......... $355.00 

MODEL 890 
DYNAMIC BETA In-Circuit Transistor Taster 

Utilizes unique new test circuit to measure AC Beta in OR OUT of curcuit 
with 5% accuracy. Measures these in-cirruit parameters: AC Beta, Ie, Rin 
(transistor input impedance), Z Ohms (base-emitter circuit impedance). 
Measures AC Beta, Ie, Rin and lebo out of circuit. Portable, completely 
self-contained, fuUy transistorized-battery operated. 1O~" x 9" x 6).02". 
Shipping weight, 8 Ibs. 

Model 890 Dynamic Beta In-Circuit Transistor Tester-Net Each $129.50 

MODEL 850P 
Engineer's Portable Transistor Analyzer 

Ideal for use as a "breadboard" in transi.tor circuit design and develop­
ment. Checks basic transistor parameters in any of three configurations; 
common base, common emitter and common collector. Identical input 
and output meters cover lOOJL3 to 1 ampere in 5 ranges. Battery operated. 
Furnished complete with leads in black leatherette portable case, 16~"x 
8" x 13).02". Shipping weight, 20lbs. 

Model 850P Engineer's Portable Transistor Analyzer-Net Each $189.60 

MODEL 810 
Transistor Radio Analyzer 

Uses signal tracing method to quickly check stage gain and circuit per­
formance, swiftly locates trouble. mtra-sensitive tuned signal tracer with 
cathode follower probe covers RF, IF and Audio. Signal Generator with 
cathode foUower output covers RF, IF and Audio.105-125v, 50-70 cycles, 
20 watts. Furnished in attractive steel case, complete with probe and 
leads. 11~" x 9" x 7". Shipping weight, 161bs. 

Model 810 Transistor Radio Analyzer-Net Each ............. $138.00 

Hickok Electrical Instrument Co. Cleveland Ohio 
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'MODEL 209A 
True Vacuum Tube Volt-Ohm-Milliammeter and Capacitance Meter 

Has large 9-inch meter. Low capacity probe measures peak-ta-peak or 
RMS AC Voltage to 200MC. Special Lo-ohms range. Ranges: AC/DC 
Volts; 0 to 3, 12,30,120,300, 1200; MA DC; 0 to 3, 12,39,120, 300, 
1200. Measures capacitanCe as low as I p.p.f and up to 1,000 p.f. Induct­
ance: 50 mh to 100 henries (with conversion chart). Furnished in port­
able steel case 16~"x7"x 13~" complete with AC and DC probe assem­
blies, test leads, low capacity-high frequency probe. 105-125v, 50-70 
cycles, ·20 watts at liS volts. Shipping weight, 26 Ibs. 

Model 209A True Vacuum Tube Volt-Ohm-M illiammeter and Capacl. 
tance Meter-Net Each .................................... $157.00 

MODEL 470 
Electronic Volt-Ohmmeter 

Lightweight portable VOM with high impact, phenolic case-Large, easy 
to read, 7" meter. Unique, high sensitivity range (0.5 volt DC) is specially 
suited for measuring transistor bias and similar potentials in the millivolt 
range. Ranges: AC RMS 1.5 to 1500 volts in seven ranges. New AC-DC­
Ohms single unit probe eliminates need for multiple leads. Ohmmeter: 
Center Scale, 10 ohms; Ohms xl, xl00, xlOOK, xl megohm. Readabil­
ity: 0.2 ohms to 100 megohms. 105-125v, 50-400 cycles, 10 watts, 7"x 
6~" x 4". Complete with single-unit probe, and test ieads. Shipping 
weight, 10 Ibs. 

Model 470 Electronic Volt-Ohmmeter-Net Each ............... $94.75 

MODEL 820 CADDY PAL VTVM-OHMMETER, GRID LEAKAGE 
AND TRANSISTOR CHECKER 

A true bridge type VTVM-Ohmmeter with high (10 megohm) resietance. 
VTVM and Ohmmeter ranges chosen to fit voltages most often encountered 
in radio and TV service. Makes quick grid leakage tests of those tubes 
used in circuits where gas, grid emission and leakage are most critical. 
Reads grid current In two ranges: 0-1 and 0-5/-'11. 115v, 50-60 cycles,16 
watts, 8%" x 6" x a%". 
Model 820 Caddy Pal, VTVM-Ohmmeler, Grid Leakage and Transistor 

Checker-Net Each ...................................... $99.66 

MODEL 456A 
Burn-Out Proof Volt - Ohm - Milliammeter 

Has Hickok's exclusive overload cut-out and protection system providing 
complete safety against burn-outs for the meter and all multipliers, shunts 
and other components. 20,000 ohms/volt AC and DC. AC/DC Volts: 
3, 15, 60, ISO, 600, 12OOv; Resistance, 0-100 megohms in 4 ranges: Center 
Scale Ranges: 5, 500, 5000, 500,000 ohms. Current Ranges: 501-£3, I, 10, 
100, 1000 MA, 10 amperes. Attractive, streamlined case, large, easy to 
read meter. Battery operated. 8~"L x 5~"W x 3"H tapering to 1~"H. 
Complete with leads. Shipping weight (two per carton), 12 Ibs. 

Model456A Burn-Out Proof Volt·Ohm-Mllliammeter- Net Each $79.60 

MODEL 295X 
Microvolt and Crystal Controlled Generator 

Provides continuous frequency coverage in 8 bands from 125KC to 
175MC. Calibrated, metered output from 0.1 to 100,000 microvolts. 
1% Dial calibration accuracy. Built-in IMC crystal standard. Precision 
step attenuator, direct reading, vernier tuning. 105-125v, 50-400 cycles, 
90 watts in steel case 19" x 12~" x 9". Complete with 1MC crystal, 48-
inch output cable with 2 connectors. Shipping weight, 47 lbs. 

Model 295X Microvolt and Crystal Controlled Generator-
Net Each ................................................ $636.00 

MODEL 288X 
Crystal Controlled AM-FM Sweep and Marker Generator 

A complete alignment instrument with built-in decibel meter, crystal 
cOntrolled frequency standard, 7 bands from 100KC to 160 Me, FM, 
110 KC to 110 MC, AM. Provides for intornal or external amplitude or 
frequency modulation of RF output. 11Ov-50-70 cycles. Furnished in 
.teel carrying case, 16" x 7" x 13", complete with l00KC/l000KC cryo­
tals, cable assembly and. meter leads. Shipping weight, 33 Ibs. 

Model 288X Crystal Controlled AM-FM Sweep and Marker Generator-
Net Each ................................................ $307.00 

Hickok Electrical Instrument Co. Cleveland Ohio 
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MODEL 616 
Sweep and Marker Alignment Generator 

For compleje TV, IF and RF alignment, including color TV alignment. 
Also provides harmonic output on UHF. All electronic sweep with no 
moving parts. Amplitude modulation less than O.ldb/MC. 1l0-120v, 
60 cycles, 40 watts. Furnished in steel carrying case, 16X" x 8" x 13~" 
complete with leads. Shipping weight, 39 lbs. 

Model 615 Sweep and Marker Alignment Generator-Net Each $349.95 

MODEL 666 
Color Bar-White Dot-Bar TV Generator 

Produces 100% fully-saturated NTSC standard pattern. Provides com­
plete range of signals for chroma alignment, including I, Q, R-Y, G-Y, 
-G-Y demodulation systems. 105-125v, 60 cycles, 40 watts. Furnished 
in black leatherette portable case, 16~" x 18%" x 7X", complete with 
cable. Shipping weight, 481bs. 

Model 666 Colpr Bar-White Dot-Bar TV Generator-Net Each .. $525.00 

MODEL 660 
Crystal Controlled White Dot-Bar Color Display TV Generator 

All frequencies crystal controlled and locked together providing stable 
dots of correct size. Provides rainbow color display. Circuitry complotely 
compatible with new design receivers. Lightweight portable for instal­
lation, convergence and in-the-home servicing, 105-125v, 50-60 cycles, 
40 watts. Furnished in black leatherette portable carrying case, 10~" 
x 1OJ-2" x 5X" complete with two crystals and output rable. Shipping 
weight, 21 lbs . .' 

Model 660 Crystal Controlled White Dot-Bar. Color Display 
TV Generator-Net Each. .. ............. . ..... $243.00 

MODEL 691 
Heterodyne Marker-Adder 
Provides a continuously visible marker, (including trap points) that will 
not alter or distort the receiver's response curve. Functions with any 
associated marker and sweep equipment that has an output capability of 
0.05 volts, or more. 105-125v, 50-60 cycles, 25 watts. Furnished in steel 
case, llX" x 7" x 8X", complete with leads. Shipping weight, 16 lbs. 

Model 691 Heterodyne Marker Adder-Net Each. .. .. . .$109.00 

Model 760 Video Scanner. Generates and ocans at the 525 line, 60 field, 
30 frame system. Produces slide pictures for closed circuit television 
systems. Uses high definition, flying spot scanning method, providing 
450 line resolution (5 MC bandwidth). 106-125v 60 cycles, 40 waHs. 
In black leatherette case, 16~" x 18%" x 7J-2", Shipping weight 51 Iba. 

Net Each ........... '. . . ...... $445,00 

MODEL 675A 
Wide Band, High Sensitivity OSCilloscope 

5" scope with an illuminated, calibrated screen. Vertical amplifier response 
within 3 db, DC through 4.5MC, flat through 3.58MC color hurst 
frequency. Astigmatic control provides a new standard of undistorted 
trace detail. 105-125v, 50-400 cycles, 125 watts. In steel case, 10" x 16"x 
13", complete with low capacity probe and ground lead. Shipping weight, 
451bs. 

Model 675A, Wide Band, High Sensitivity Oscilloscope-
Net Each......... ... . ..................... . .$299,90 

Model 770 Industrial and Laboratory 5" OscilloScope: Response, DC to 
5MC, within 3 db (Rise time 0.07 j.lSec)-Net Each ........ $470,00 

Hickok Electrical Instrument Co. Cleveland Ohio 
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ELECTRICAL 

RESISTANCE DECADES 
• Available in a wide variety of standard models. 
Accuracy at 1.0 and 0.1 ohm steps is ±0.25%. Ac­
curacy of all other resistors is ±0.1% of indicated 
value. Self-cleaning, molded nylon and silver plated 
brass switch mounted below panel. Zero resistance 
is less than .003 ohms per dial. Hardwood case. 
Models DR-1D to DR-4D, 8" x 5~" x 4*,'. 
Weight 4lbs. net, 6 lbs. shipping. Models DR-50D 
to DR-52D, 9" x 6" x 4~" h. Weight 5 lbs. net, 7 
lbs. shipping. Models DR-70D and DR-71D, 17%." 
x 5" x 4~" h. Weight 6 lbs. net, 8 lbs. shipping. 

ELECTRICAL SPECIFICATIONS AND PRICES 

Total 
Model Resistance 

N,O. Ohms Decade Steps Accuracy Price 

DR-l 0 1,110,000 lOx(l,OOO + 10,000 
+ 100,000) ±0,1% $ 92.50 

DR-2D 111,000 10x(100+ 1 ,000 
+10,000) ±0.1% 75.00 

OR-3D 11,100 10x(1O+ 100+1,000) ±0.1% 71.50 

OR-4D 1,110 lOx(1. + 10 + 100) ±0.25&±0.1% 66.25 

I DR-SOD 11,111 10x(.1+ 1+10+ 100 
+ 1,000) ±0.25 & ±0.1 % 108_25 

DR-5tD 111,110 lOx(l + 10+100 
+1,000+ 10,000) ±0.25 & ±0.1% 115_50 

DR-52D 1,111,100 10x(10+ 100+ 1,000 
+10,000+ 100,000) ±0.1% 137.50 

DR·70D 1,111,111 10X(.1+1+1O+100 
, +1,000+10,000 

+ 100,000) ±0.25 & ±0.1 % 165.50 

DR-71 0 11,111,110 10x(1+10+ 100 
+ 1,000 + 10,000 
+ 100,000 
+ 1,000,000 ±0.25 & ±0.1 % 215.25 
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CAPACITANCE DECADES 

• These are 3-dial units with the sum of the dial 

settings indicating total capacity in, microfarads. 

Mylar and silver-mica capacitors are used for high 

stability, low-loss characteristics. Polished hard­

wood case, engraved dial graduations. 

ELECTRICAL SPECIFICATIONS AND PRICES 

Decade, Steps Peak 
Model MF Accuracy Dielectric P.F. Volts Price 

DK·2A lOx(.OOl + .01 700 
+0.1) 

±1% Silver Mica 0.2 % 
(.001) 
(.01) $218.50 
500 
(.1) 

DK-4 lOx(.001+.01 ±1% Silver Mica 0,2% 700 
+0.1) (.001) 

(.01) 97.50 
±3% Mylar 1% 400 
(0.1) 

DK-5A lOx(.Ol + 0.1 ±1% Silver Mica 0.2% 700 
+1.0) (.01) 

±3% Mylar 1% 400 115.50 
(0.1) 
(1.0) 

OK-ttA lOX(.01+0.1 ±0.5% Silver Mica 0.2% 700 
+1.0) (.01) (.01) 

(0.1) 500 
(0.1) 225_75 

±2% Mylar 1% 400 
(1.0) (1.0) 

OK·tO lOx(.OOOl ±0,.5% Silver Mica 02% 700 
+0.001 or 10 mmf 2% 131.00 
+.01) (.0001) 

PHYSICAL SPECIFICATIONS 

Weight (Lbs.) 
Overall Dimensions Net Shipping 

DK-2A, DK-4, DK-l 0 8 x 5112 X 7112 8 10 

DK-5A, DK·l1 A 10'¥'4 x 7'% X 7112 10 12 
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TEST EQUIPMENT 
TYPE L 

MEGOHMMETERS 

Type L Megohmmeters are used 
for both laboratory and high 
speed production testing of mo­
tor and transformer winding in­
sulation, cable insulation, high 
value resistors, capacitor insula­
tion, and for the measurement 
of surface and volume leakage 
of insulating materials. These 
instruments meet the require­
ments for testing insulation re­
sistance in accordance with 
ASTM 0-257, and Federal 
Specification LP-406B, Method 
4041. 

ELECTRICAL SPECIFICA liONS AND PRICES 

Model 
TEST RANGE POWER WEIGHT 

Voltage Low High Consump- Size Price 
in meg. in meg. tion Net Ship. 

L-2A 200 fixed 

L-4A 200 and 

500 fixed 

L-68 100 to 600' 

L-7 100 to 600' 

100,000 40 Watts 12 15 15"x8"x10" $175. 

100,000 52 Watts 14 17 15"x8"xlO" 240. 

2.5 250,000 

100,000 82 Watts 15 18 15"x8"xlO" 310. 

5x10" 75 Watts 20 24 8"x10'l2" 
xU '12" 383. 

*Continuously variable, built-in voltmeter for accurate setting. 

Model 

RN-1 

RN-2 

RN-3 
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WHEATSTO·NE 

BRID,GES 

TYPE RN 

Universally used for 
the measurement of 
all types of resist­
ance devices and 
circuits where high 
accuracy is required. 
Models available for 
performing Murray­
VarIey Loop tests. 

Total Resistance Ratio Dial 
of Decade Settings Circuits Dimensions Price 

9x(1 + 10 .001, .01, .1, 9"x8"x6112" $176.50 
+100 1, la, 100, 
+1000) 1000 

9x(1+ 10 .001, .01, .1, Murray & 9"x8"x6112" 193.25 
+100 1, 10, 1000, Varley 
+1000) Mia, M100, 

M1000 

lOx(1+10 1/1000, 1/100, Murray & 9112"x8"x6lf2" 226.00 
+100) 1/10, 1/9, 1/4, Varley' 

+9(1000) 1/1, 10/1, 
100!1, MIa, 
M100, M1000 

Net 

TYPE P-VOLTAGE 

BREA.KDOWN 

TESTERS 

The Type P Series Voltage 
Breakdown Testers are designed 
for safe, accurate and fast test­
ing of materials, components 
and circuits both in the labora­
tory and on the production line. 
All types have self-contained 
metered high-voltage power 
supply with safety features including interlock 
switches and pilot warning lights. Load current 
is limited to values shown in table below. Output 
-voltage continuously variable over range listed 
for each model. 

ELECTRICAL SPECIFICA liONS AND PRICES 

VOLTAGE RANGE CURRENT RANGE 

AC yolts 
Model RMS DC Yolts AC DC Price 

P1 0-4000 5 ma (max)' $208.00 

P2 0-3000 0-4000 7 ma (max) 5 ma (max)' 252.00 

P3A 0-8000 0-10,000 60 ma (max) 50 ma (max)* 488.00 

*Models PI, P2, and P3A incorporate a variable series resistance which 
limits short circuit current independently of voltage. 

Other power supplies up to 100 KV can be supplied to your specifica· 
tions. Send complete details for quotation. 

TYPE LRO-l 
LOW 

RESISTANCE 
OHMMETER 

The Type LRO-l Low 
Resistance Ohmmeter is 
useful for the measure­
ment of resistance of 
sitive relay contacts, fuses, 
bus-bars and connections, 
rail joints, pipe or conduit, 
switch contacts, transfonn­
er windings, motor wind­
ings, bonding, grounding 
and similar applications. 
The current through the 
unknown resistance never 
exceeds 110 rna. 

Price $148.85 

·FEATURES: Extreme accuracy for the most critical measurements. • 
Entirely self-contained, including 1'12 volt flashlight battery. Ranges: 
.1 ohm, 1 ohm and 10 ohms. 100 meter scale divisions .• Accuracy of 
plus/minus 1'12% on lRO-1 based on full scale values .• Full Scale 
Readings .• Maximum current through piece under test = 0.11 amp. 

• Other electrical test equipment manufactured by In­
dustrial Instruments can be found in current editions of 
ELECTRONIC ENGINEERS MASTER. For complete 
technical details and specifications on test equipments 
listed here and many others request a copy of Catalog 21. 

J Hdllstrial 
JHstrllllfcHts JHe. 
CEDAR GROVE, N. J. 
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SPECIALISTS in Sub·Miniature ranel Meters 
FIRST in U.S. to manufacture 1"-diameter meter 
FIRST to produce 1" and 1¥2" illuminated meters 

FIRST to produce 1¥2" self-contained DB and VU meters 
FIRST to produce miniature side indicators 

RUGGEDIZED 
METERS 

1 %" Square 

Meets MIL-M-I0304 
(SIG.C.) Accurate 
within ±3% of full 
scale deflection. 
Basic d-c ranges 
0-100 doC ua, 0-1 doC 
rna, and 0-10 doc mv. 

VU meters and other 

ranges abo available. 

Model 150 

Model 2547 
Horizontal Scale 

V.ertieal Scale 

NEW I CONTACTLESS 

ELECTRONIC CONTROL METERS 
Provide continuous output signal post selected control 
setting, with uninterrupted, accurate, full-scale indi­
cation at all times. No electrical contacts at control 
point, so no control-point problems. Models with 
single or double independent control-arm circuits, 
and with scales for horizontal or vertical mounting, 
with zero at center, left or right. Accuracy held to 
±2% of full scale for dc, ±5% for ac. 

Patent Nos. 2, 871, 450 and 2, 967, 278 

1'/2 II ROUND and 
SQUARE 

I Y2" barrel diameter. Full 90' 
scale are, scale lengfh 1.322". 
Model 153 meets MIL-M-3823 re­
quirements. Also available: self­
contained VU and DB meters­
illuminated meters with lamp 
housing attached. 

Model ;53 

Model 1120 

Vertical 
Mounting 

Model 
1135* 
Horizontal 
Mounting 

Model 
1145* 
Horizontal 
Mounting 

* Patented 

SIDE INDICATORS 
• GREATER READABILITY 

• REDUCES PANEL AREA TO Ya OF CON: 
VENTJONAL METER INSTALLATIONS OF 
SAME SCALE LENGTH 

• HORIZONTAL OR VERTICAL MOUNTING 

THREE SIZES AVAILABLE: 
MODEL 1120-Scale length 1.2". 

MODEL 1135-Scale length 2.1". 
Front external zero adjuster. 

MODEL 1145-Scale length 2.75". 
Front external zero adjuster. 

!nternational Instruments' components lead 
the way for miniaturization through practi­
cal engineering design. 

VOM-20 Multi-Tester 111 ROUND 
ENGINEERING DATA SHEETS 
COMPLETELY DESCRIBING 
THESE INSTRUMENTS 

Sensitivity: 20,000 
ohms per volt for dc, 
15,500 ohms per volt 
for ae. Three big 
scales with ranges: (I) 
to 1500 aev, dev (2) to 
500 dema (3) .to 2 
megohms. Moderately 
priced. 

I" barrel dia­
meter. Full 90' 
scale arc, scale 
length .770". 
VU, DB and 
illuminated 
meters also 
available with 
external aeces­

Model 100 sory attached. 

ARE AVAILABLE. WRITE FOR 
YOUR COPIES TODAY. 

internationa' instruD.ents 
INCORPORATED 

ORANGE, CONNECTICUT, CABLE "INTERINST" 
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j~fcs~n 
nSERVICE ENGINEERED'" 

Dynamic® Tube Testers 

New Models Test ALL New Tube Types 
• Nuvistors-5 and 7 pin versions • Compactrons • Novars • New 10 pin • Sub-miniature 
• New, Small Diamet~r 12 pin • New, Large Diameter 12 pin • Low Power Special Purpose Tubes 

Plus all TV and Radio Tubes • 12 volt Hybrid Tubes • Eye Tubes • Rectifier Tubes • VR Tubes 

Compact, Double-Face Socket Assembly - 7 
sockets for popular and newer tubes on Side 1 
and 7 sockets for regular old tubes on Side 2. 
Fits into receptacle with interlocked safety 
switch. Simply lift out and reverse socket assem­
bly to accommodate type of tube being checked. 

648S Dynamic® Tube Tester 
• Best for servicemen ... faster, more 

accurate and completely versatile for 
all new tubes. 

• Double face Socket assembly with 14 
sockets 

• Push-button sequence switching 
makes set-up time less than tube 
warm-up time 

• Angled view zig-zag roll chart 
• Semi-conductor rectifier for instant 

warm-up 
• 23 Separate Heater Voltages from .75 

to line voltage 
• Variable Sensitivity Shorts Test - up 

to 2 Megohms 
• Automatic Line voltage indicator 

$154.95 net SHIPPING WEIGHT 22 LBS. 

$214.95 net 
SHIPPING WEIGHT 26 LBS. 

New 658A Dynamic® Output Tube Tester 
Faster, more versatile, designed for 
industrial, laboratory, engineering 
and service applications, the new 
Jackson 658A makes all these tests 
on new and old tube types. 

Heater Continuity-Heater Current 
Rectifier Tests-Dynamic "Eye" 

Tube Tests-Grid Leakage 
Features: 
• Double Face Socket Assembly with 

14 Sockets 

• Push-Button Sequence Switching 
• Silicon Rectifier Balanced Double 

Bridge Circuit 
• 231 Heater Voltage Combinations 

from 0.6 to 120 volts 
• Panel Mounted Fused Line for 

Overload Protection 
• Compact, Portable Case, 21" x 

13~" x 7" 

FASTER, IfIIORE ACCURATE, IfIIORE VERSATILE, MORE PROFITABLE I 

JACKSON ELECTRICAL INSTRUMENT CO., Dayton, Ohio 
IN CANADA: TRI-TEL ASSOCIATES, LTD., WILLOWDALE, ONTARIO 

NEW DATA FOR JACKSON TUBE TESTERS APPEARS MONTHLY IN "PF REPORTER" and PHOTO-FACT FOLDER 
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"SERVICE ENG I NEE RED" TEST EQUIPME NT 
THE JACKSON ELECTRICAL INSTRUMENT COMPANY, DAYTON, OHIO 

MODEL 600 LABOIATORY OSCILLOSOOPE 
A new, compact, laboratory OSCilloscope, equally 
suited to service, industrial and scientific applica· 
tions.· Features choice of wide·band or high sensitiv· 
Ity operation, originated by Jackson. Power supply 
regulated for stable operation. . 
• Wide band vertical amplifierl.flat within 1db from 

less than 20 cycles to 4.9 MC, usable to 10 MC. 
• Two·range vertical sensitivity from 20 mv/inch. 
• Horizontal amplifier response uniform within 2 db 

from 20 cycles to 200 KC. 
• Linear Sawtooth Sweep, 10 cycles to 100 KC. 
• Sync Sources: Internal Signal, Internal 60 .or 120 

cycle, External SourCe. 
• Input Calibration Voltage, 10 V, p·P. 
• Provision for direct connection to CRT deflection 

plates. 
• Lighted gratlcule with variable illumination. 
• Camera studs for any standard scope camera. 
• Variable sweep expansion. 
• Return Trace Blanking. 
• Intensity modulation, external, or internal 60' 

cycles. 
• Flat face CRT for Improved linearity. 
• Sweep frequency pulse on panel terminal for 

transformer ringing test. 
Size: 15" H x 9lJs" W x 13" D, overall. 
Power Requirements: 105·125 VAC, 50·60 cycle, 75 
watts. 
Accessory Probes: Uses same probes as Model CRO·2. 

$335.00 net SHIPPING WEIGHT 29 LBS. 

MODEL 605 AUDIO SINE-SQUARE WAVE OSOILLATOR 
A new, precision audio generator with a choice of 
either sine wave or true square wave output. Square 
wave is NOT a clipped sine wave but is generated by 
a special Schmitt Trigger circuit. Features push· 
button range selection and variable output. 
Range: 20 cycles to 200,000 cycles, sine or square 
wave in 4 ranges. 
Accuracy: 3% or 1 CYcle, whichever Is greater. 
Output: High Impedance, continuously variable. Sine 
wave 0 to 5.0 RMS Volts, Square Wave 20 mv to 
7.0 P·P. 

Sine Waveform: Less than 1 % distortion. 
Output Level Characteristic: ±1 db over full range. 
Hum Level: Down more than 50 db at all output 
levels. 
Square Wave Rise Time: Less than 0.2 usec. 
Square Wave Tilt: 5% at 60 cycles. Less than 1% 
above 200 cycles. 
Dimensions: 11" H x 7%" W x 13" D. 
Power Requirements: 110·120 VAC, 50·60 cycles, 50 
watts. 

$129.95 net SHIPPING WEIGHT 21 LBS. 

MODEL 601 VARIABLE REGULATED POWER SUPPLY 
A complete laboratory power supply which provides 
heater, bias and regulated variable B+ voltages in 
one compact package. 

• AC Heater Output: 6.3 VAC at 3 A max. 

• DC Bias Output: 30 to 275 VDC, no load. 15 to 
150 VDC at 20 ma. 

$19.95 net 
SHIPPING WEIGHT 12 LBS. 

• DC Regulated Output: Low Position 150 to 225 
VDC, 0 to 100 mao max. High Position 225 to 300 
VDC, 0 to 100 mao Regulation: Within 1.5%. no 
load to 100 mao at 300 volts. 

• Ripple Content: Bias Supply: Less than 0.003% 
at 20 mao Regulated Supply: Less than 0.005 % 
at 100 mao 

• Metered Output: For Bias arid Regulated B + 
Supply, 

• Dimensions: 8lJ4" H x 5%" W x 10lJ4" D. 

MODEL 598 LOW-OOST DYNAMIC® TUBE TESTER 
An economical, tube tester featuring the famous 
Jackson Dynamic prinCiple, already proved by service 
men everywhere. Checks practically all receiving, 
tubes under load conditions. Completely flexible for 
future tubes, without having to buy extra cards or 
sockets. 

$89.95 nel 
SHIPPING WEIGHT 21 LBS. 
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• 23 Separate Heater Voltages for any receiving 
tube. ' 

• Variable Plate, Voltage and Load. 
• Grouped Tube Socket Sub·Assembly. 
• Good/Bad, plus "percentage" meter Indications. 
• Zig·Zag Roll Chart in QUick·Change Housing. 
• Variable Shorts Sensitivity Test. 
• Line Voltage Indicating Control. 
• Convenient Lever Switching. 
• Portable case for shop or on·the·job use. 
Dimensions: 16lJ2" L x 14lh" W x 63A" D. 

POWER CHART AVAILABLE 
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Jaclrson 
"SERVICE ENGINEERED" 

Test Equipment 
THE JACKSON ELECTRICAL INSTRUMENT CO., DAYTON, OHIO 

MODEL ORO·2 5·INOH WIDE·BAND, HIGH SENSITIVITY OSOILLOSOOPE 
Laboratory quality scope with highly stable cir­
cuitry and every feature for accurate TV work, 
color and black & white .. Widely used, too, in 
many laboratory and industrial applications. 
• Wide Band Amplifier, flat within 1 db 20 cycles 

to 4.5 mc. 
• Two·range vertical deflection sensitivity from 

0.018 rms volts-per·inch 
• Highly stable amplifier circuits. No balancing 

required. 
• Positive or negative internal horizontal sync. 
• Linear sawtooth oscillator, 20 cycles through 

50 kc. 
• Input calibrating voltage, 10 volts peak-to-peak 
• Vertical polarity reversal 

• Variable sweep expansion 
• Return trace blanking 
• Z-axis modulation - internal, external or 60-cycle 
• Direct connection to deflection plates when re­

quired 

ACCESSORY PROBES 
lC2-1P low Capacity Probe. Cathode follower type. 
2:1 attenuation. Not more than 8 uuf effective im­
pedance .....•...••.••....••....•••. $19.95 net. 
lClO-P High Voltage low Capacity Probe. 10:1 atten­
uation ratio. For circuits where up to 1.000-volts is 
present .....•.•••..••......••.••••.•. $7.95 net 
DEM-P Demodulation Probe. For RF or IF signal trac-
ing ......••••....••.•.••.•••.••.•••. $9.95 net 

$225.00 net SHIPPING WEIGHT 32IBS.-------_ .... 

MODEL TVG·2 SWEEP MARKER GENERATOR AND ORYSTALOALIBRATOR 
The TVG-2 is a complete alignment gen­
erator for any TV set or FM broadcast 
receiver-in fact, any receiver within its 
tuning range. Has ample output for even 
the most badly de-tuned receiver. Valu­
able for working with FM broadcast re­
ceivers, low band police FM receivers 
and others in the VHF ranges covered. 
• Wide range sweep oscillator covers three 

bands all on fundamentals: 2 to 38 mc, 
38 to 108 mc, and 174 to 216 mc. 

• Variable sweep width 0 to 18 mc in 8 
steps 

• Video Sweep (30 kc) for color circuit ad­
justments 

• Accurate Marker Generator (V4 %) from 4 
to 216 mc. 

• Crystal oscillator for any crystal 3 mc to 
20 mc with beat detector 

• 400 cycle modulation for marker or crys-
tal oscillators 

• Provisio" for video signal modulation 
• Variable output impedance on 10K range 
• Provides oscilloscope timing axis with 

phase and blanking controls 

$259.95 net. SHIPPING WEIGHT 35 LBS. 

• Output impedances of 10,250, 
500, or 5,000 ohms plus resis­
tive output 

• Frequency characteristic within 
1 db 30 to 15,000 cycles on 
transformer output 

• Accuracy, 3% or 1 cycle which­
ever is greater 

• Sinusoidal Waveform 
• Hum level down 60 db at maxi-

MODEL 655 WIDE RANGE 
AUDIO OSCILLATOR 

mum output 
• logarithmic Calibration Curve 
• Continuously variable output 
• Factory-calibrated for guaran­

teed accuracy 
• Exceptionally stable RC tuned 

sine wave generator 
• Frequency range 20 cycles to 

200,000 cycles in 4 steps $135.00 NET • Up to 500 milliwatt output 

$34.95 NET 
SHIPPING WT. 

5 LBS. 

III U.C.P., Inc. 

SHIPPING WEIGHT 32 LBS. 

MODEL 606 SQUARE WAVER 
Now you can get true square waves from 
your present sine wave generator. The Model 
606 square wave characteristics are the 
same as Model 605 Generator. Provides true 
square waves over the frequency range pro­
vided by the driving source generator. Input 
and output continuously variable. Negligible 
rise time and tilt. Square wave shape is in­
dependent of the driving source wave shape. 
Ideal for producing a square wave output 
from the Model 655, 

Net 

MODEL 590 ALL·NEW 7" VTVM 
• Large 7" meter and hairline pointer for 

greatest accuracy 
• Fast warm-up time-complete accuracy 

in less than 5 minutes 
• Single Probe for all measurements 
• Accurate a-c voltage readings from 20 

cycl es to 2 mc. 
• All-new silicon diode circuitry 
• Factory calibrated for guaranteed accu-

racy 

$69.95 NET. SHIPPING WEIGHT 8 LBS. 
RANGES: DC volts, plus or minus, and AC volts: 1, 5, 10, 50, 100, 
500, 1000 volts full scale. Separate 1 volt rms scale, separate peak­
to-peak and Zero-center doc scales. Ohms Rxl, 10, 100, lk, 10k, 
lOOk and 1 meg. Center of Rxl scale, 10 ohms. Accuracy doc and 
ohms, 3% of full scale; a-c volts 5% full scale. 
MODel 59 H.P. HIGH VOLTAGE PROBE FOR 590 ....•••••. $9.95 NET 

$64.95 NET 
SHIPPING WEIGHT 

11 LBS. 

MODEL 591 WIDE·RANGE 
CAPACITANCE CHECKER 

• Tests capacity from 10 uuf to 1000 uf in 
4 ranges 

• Color-coded range push-buttons match 
scale' colors for easy selection 

• Graduated leakage tests for both polar­
ized and unpolarized capacitors 

• low-voltage leakage tests for transistor­
circuit capacitors 

• Graduated power factor test for electro- • 
Iytics, 0 to 60% . 

• Electron-ray indicator tube for all tests 
• Complete with test leads 
• Factory-wired and calibrated for guaran­

teed accuracy 
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Insll'Umenls \~l~ Testers 
J·B·T INSTRUMENTS. INC 

VIBRATING REED FREQUENCY MET E R 5 (PATENTED) 

J-B-T Vibratlnq Reed Frequency Meters are used extensively in 
ro:dio, telephone. and television service, on enqine generator sets, 
in laboratories, in many types of electronic equipment, on panel 
and.. control boards, in inspection set-ups '- wherever constant 
or known frequency is important to eHicient operation of equip­
ment~ More than 20 years of continuous experience coverinq 
many thousJlnda .of these instruments are your assurance 01 
quality for both commercial and defense applications. 

The patented, simplified design used in the· J-B-T meter operates 
on AC or interrupted DC. Each reed is adjusted to respond by 
resonance to but one frequency. As the current excites the driv­
ing . coil, the reed "in tune" with the frequency in the coil will 
respond by vibrating rapidly because of permanent magnet 
polarization and induced magnetism tram the coil. The instrument 
is adapted to specified operating voltage by a series resistor. 
To determine frequency, simply read the reed. 

The response patterns differ with the increments of frequency 
between r~eds. For example, at 60 cycles,. half-cycle steps give 
the broad response shown below at left, whereas full cycle step. 
bring the sharp response at right. 

rgU 
60 60 

CAUTION: If a meter plugged in on a 60-cycle AC power line 
does not indicate exactly 60 cycles, trust the meter! Power supply 
may momentarily be off-frequency due to changing load condi­
tions. All J-B-T Frequency Meters are accurately calibrated at 
the factory, entirely independent of frequency of power supply. 
Production and inspection equipment are checked regularly 
against National Bureau of Standards frequency signal •. 

(Meter operatinq at 60 cycles) 

5 REEDS 

Used on standby power equip­
ment. Handy for accurately 
measuring frequency of power 
source. Five reeds, 58-62 cycles, 
100-130 volts. Other character­
istics same as Model 3D-F. See 
Table of Dimensions, lines 4 
and 5. (This meter also is made 
with 7 reeds). 

31.F, (!1Iustrated). 58·62 cy., 
31;4" Metal Case .......... $26.65 

31·FX, 58-62 cy., 3V2" Molded 
Case, MIL-M-6B mtg ..... $23.65 

10 REEDS 

Ranqe: 48·52 and 58·62 cycles. 
Double window for ease of 
reading either range. Often 
specified for export. 100-130 
volts; 130 ohms per volt; I walt 
power consumption. Accuracy 
±0.3% at reference tempera· 
ture. Flush panel mounting. 
Sef" Table of Dimensions, lines 
4 and 5. 
30.F. (illustrated). 48-52 and 58· 

62 cy., 3%" Metal Case . 
.......................................... $30.50 

30·FX, 48-52 and 58-62 cy., 3V2" 
Molded Case, MIL-M·6B mtg. 
.......................................... $27.50 

ADVANTAGES: Guaranteed accuracy at reference temperaiure 
of nOF is :::0.3% or better of the AC frf'quency being measured, 
unless otherwise stated. Accuracy on interrupted DC may be 
somewhat less. High fatigue safety factor for continuous opera· 
tion. Temperature compensations are not required as temperature 
coefficient of reeds is only approximately 75 parts per million 
per degree F., negative. 

All meters are permanently calibrated at the faCtory and do not 
require subsequent adjustment. J·B.T reeds have relatively high 
Q characteristics, an especially desirable factor in electronic 
circuits. Wave form or external magnetic fields do not ordinarily 
have an adverse effect. Built with no pivoted parts and with lock 
washers at every critical pOint, these rugged meters can take 
rougher treatment than many instruments. 

9 REEDS - 400 CY. 
Used for measuring frequency 
of high.cycle power sources, 
particularly aircraft. Accuracy 
±0.3% at reference tempera­
ture. Nine reeds, 380-420 cycle 
range. 100-130 volts; 90 ohms 
per volt; 1.5 watts power 
consumption. Flush panel 
mounting. See Table of Dimen­
sions, lines 4 ane! 5. 
33·F, (illustrated). 380-420 cy., 

31/4" Metal Case .......... $37.10 
33·FX. 380·420 c:·., 3Y2" Molded 

Case, MIL-M-6B mtg ..... $34.10 

9 REEDS - 60 CY. 
Covers a broad frequency 
band. Nine reeds, 56·64 cycles, 
or in half-cycle steps (accuracy 
±0.2%). 58-62 cycles. 100-130 
volts; 110 ohms per volt; I watt 
power consumption. Flush 
panel mounting. See Table of 
Dimensions, ~ines 4 and 5. 
34·F, ·56-64 cy.. 31/4" Metal 

Case, I-cycle steps ...... $30.25 
34·FX, (illustrated). 56-64 cy .• 

3W' Molded Case, MIL-M-6A 
mtg. _. ___ ..... _ ... _ ............. $27.25 

34·F·'!:. 58-62 cy .• 31/4" Metal 
Case, V2-cycle steps .... $31.90 

34>FX·Z. 58-62 cy., 3V2" Molded 
Case, MIL-M-6B mtg ..... $28.90 

18 OR 21 REEDS 
Advanced design offers 21 
reeds as an interchangeable 
3V2" panel meter with 2·cycle 
intervals for close reading over 
the band of 380 to 420 cycl .. s 
per second. Accuracy ±0.3% 
at reference temperature. The 
reed flag size is necessarily 
smaller than the g·reed 400· 
cycle meter, such as the model 
33·FX, but the 21 reeds are 
located in an enlarged window 
2" wide with flags 3/32" high 

x 1/16" wlde io give maximum readability. A revised internal 
construction for mounting the reeds in one clamp assures rugged­
ness. This instrument and its variations are particularly useful 
where unusually close indication of frequency throughout the 
band has not been available heretofore. These meters are nol 
regularly stocked. See Table of Dimensions, line 5. 

. 36.FX·21, (as illustrated). 380-420 cycles. 21 reeds, 28 volts opera· 
tion, 3)/0" Molded Case; 18 ohms per volt; 1.6 watts power 
consumption ................................................................................. $43.75 

36.FX·21·115, 380-420 cycles, 21 reeds, 100-130 volts; 90 ohms 
per volt; 1.5 watts power consumption........... .. .. $45.00 

30·FX·18. (not illustrated). 46·54 and 56·64 cycles. 18 reeds in one 
window with two groupings, 100-130 volts; 210 ohms per volt; 
0.7 watts power consumption. .................. .. ... $36.30 

Net Effective Aug. 28. 1961 
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Instruments \J-~1 rresters 
,-,,",,~ 

J·B·T INSTRUMENTS INC 

21/2" METERS - 5 REED~ 
MODEL 21-FX, 23·FX. Matches other 2)1," panel instruments. 
Meets ASA C39.1-1951 and MIL-M-6B (Type MR 24 or ·MR 25) in 

depth of case and mounting 
dimensions. Weighs only 4~ 
ozs.; 5 reeds; 500 ohms per volt; 
0.25 walt power consumption. 
Also ll6 to 124 cy.; 250 ohms 
per volt; 0.5 watt power con­
sumption. 380 to 420 cy.; 170 
ohms per volt; 0.7 watts power 
(:onsumption. Flush panel mount­
;ng, see Pnnt MD-20, also Table 

Dimensions, Line 2. 
21-FX, 58·62 cy., 2-11/16" 
Molded Cuss, Icy. steps ... _.$22.SS 
21-FX, 116-124 cy., 2-11/16" 
,Molded Case, 2 cy. steps ...... $2S.30 
23·FX-S4, 390-410 cy., 2-11/16" 
Molded Case, 5 cy. steps ...... $27.S0 
23-FX, 380-420 cy., 2-11/16" 

(Operalinq at 60 cycles) Molded Case, 10 cy. steps .. $27.S0 

ELAPSED TIME - FREQUE'NCY METERS 
31-FE SERIES. To conserve panel 
space and centralize information, 
this panel instrument combines the 
elapsed time or running time meter 
with frequency reeds. It is used on 
motor generator sets and on elec­
trical equipment where maintenance 
routino calls for periodic servicing. 
The J-B-T design, proved by years of 
field experience, uses a separate 
exciting coil for the reeds to achieve 
close control of reed amplitude and 
frequency. Reads 0-9,999.9 hours, 
and 58-62 cycles with 5 reeds, for . 
100-130 volt operation; self starting. Tenths shown In red on 
white, all other numerals in white on black. Black metal case 
with mounting per Table of Dimensions, line 6. Power consump­
tion is 4.7 watts. For variations having 7, 9, or 11 reeds, not 
regularly stocked, such as Model 34-FE, see revised print SK-45. 
31-FE, 3%" metal case ____ .. _._. __ ..... __ .. _________ ·..$33.00 

31-FEX-I, (per print SK-44-·not regularly stocked) like Model 
31-FE, except with 31/2" metal flange permane.ntly ,:,ttached for 
MIL-M-6A front mounting per line 7, Table of DlmenslOns._ .. .$34.10 

. RUGGEDIZED METERS 
Models with "RUG"-Sealed vibrating reed frequency meters 
and sealed elapsed time meters can be supplied, on ~pedal 
order to the intent of MIL-M-I0304B whIch covers rugged,zahon 
of other kinds of meters. This feature usually is spedfied only 
for extra severe shock and vibration. 

400 CYCLES, IN 1 CYCLE STEPS; 800 CYCLES 
Among the non-catalog variations which J-B-T man1)factures 
on special order, are 21-reed, 390-410 cycles in 3)1," case; and 
II-reed 780-820 cycles. Quotations on request. 

A 

__ NOTE ON METER YOLTAGE ___ , 
J·B·T Vibrating Reed Frequency Meters of all sizes normally 
are made wilh two studs and are designed to be connected 
across one phase of a multi-phase line. The single phase 
voltage where the meter will be used thus becomes the 
voltage to be specified for the meter. Special meters with 
extra studs are made only for the purpose of reading two 
or more voltages, not additional phases. 

31/2" SEALED METERS 
FHXX TYPE sealed meters, 
glass-te-metal construction, 
with solder 'terminals and 
detachable flange, supersede 
the former FHX sealed meters 
(Print SK-24). While JAN-I-6 
and MIL-M-6B (Type MR36) 
do not refer to frequency in­
dicators, the FHXX series 
uses the front mounting di­
mensions, and meets or ex­
ceeds the sealing and elec­
trical requirements including 
the 3000 volt breakdown. 
Mounting dimensions are 
shown below. Standard volt­
age is 100-130. Electrical 
characteristics and accuracy 
are the same as for corresponding models ·Wltn.OUl th~ HXX desig­
nation. Every meter tested in water where the absolute pressure 
of the air above the water is reduced to 2.5 inches of mercury 
(approx. 57,000 ft. altitude) and is maintained for one' minute. 
While not regularly stocked, these meters ax:e in production. For 
dimensions, see Table, line 8. 
30·FHXX. 10 reeds, 48-52 cy. and 58·62 cy ... _._. __ . __ .. _._ ... _ .. _ ... _ ... .$34.30 
31-FHXX, 5 reeds, 58-62 cy ..... _ .... _ .. _. __ .. _ .......... _ .. _ ... _ .. __ .... _ .. _._ .. _ 30.4S 
33-FHXX, 9 reeds, 380-420 cy ..... _ ..... _ .•.. _ .. _._ ... _._ .. __ .... __ .. __ .... _.,._ .... 40.90 
34-FHXX, 9 reeds, 56-64 cy ........ __ ._ ... ___ ._ ... _ .•. _ ... _ .... _ .. _ ......... _._ ......... 34.0S 
34-FHXX.ll, II reeds, 55-65 cy ... _._ ....... _. ___ ......... _ .. _ ............. _ ................... 36.25 
34·FHXX-Z-ll, illustrated, II reeds, 57.5-62.5 cy._. __ ._. __ ......... 37.90 

21/2" SEALED METERS 
On special order, J-B-T supplies 2Y," sealed frequency meters. 
MIL-M-6B:' mounting. See Table of Dimension, line 3. 
21-FHXX. 5 reeds, 58-62 cy. 100-130 volts ............................ $34.8S 
23-FHXX, 5 reeds, 380-420 cy. 100-130 volts .. 39.80 

11/2" SEALED METERS 
MODEL IS-FHAC. Widely used as the 
frequency standard on audio--oscil~ 
lators, the model illustrated operates 
2 reeds, 60 and 400 cycles, at ap· 
proximately 8-10 volts on 0.04 walts 
for a cathode follower circuit. Accu­
racy ±0.5% at 77'F. Steel case has 
telephone black finish, solder ter­
minals. Barrel is 1l/2" diameter; 
2-3/32" detachable flange FL-4 cov­
ers glass-to-metal seal. See Table of 
Dimensions, line 1. 
IS·FHAC _ .. _ ........ __ •. _____ . __ S20.30 

IS-FH-S METERS (lower photo) also 
use the JI/2" black metal case with 
2-3/32" detachable flange and glass­
to-metal seal. The 15-FH-5 series 
features 5 reeds in a row for 100-130 
volt operation. Specified where size 
and weight are important. Same 
100% inspection for approx. 57,000 
ft. altitude as FHXX types. Standard 

. meter, but not regularly stocked. 
See Table of Dimensions, line 1. 
15-FH-S4, 5 reeds, 390-410 cycles, 1.25 
walts power consumption ..... _ ..... $2S.8S 
IS-FH·S6, 5 reeds. 58-62 cycles, 0.25 
watts power. con.umption .......... .$21.45 
15-FH-400, 5 reeds, 380·420 cy., 1.25 
watts power consumption ........ S2S.85 

FREQUENCY METERS, TABLE OF DIMENSIONS, INCHES 
MIL·M·6A* TERMINAL 

MODEL MOUNTING ABC D E F G H J K DESCRIPTION 
Line 1 15·FH Series 1/8 1·9/16 3/8 2·3/32 1·1/2 3/8 3/8 0.875 0.125 Solder, 1/16" dia. hole 
Ltne 2 21·FX and 23·FX Series MR 24, MR 25 13/64 1·3/8 23132 2·11/16 2·5/32 7/16 9/16 1.220 0.116 10·32 NF-2 studs 
Line 3 21·FHXX,23·FHXX MR 26 3/32 1·27/32 11/16 2·11116 2·1/8 1/2 1/2 1.220 0.125 Solder, 3/32 hole 

I-7L~in~e~4 __ ~30~.~F~t~O~3~4~.F~S~er~ie~s ____ ~~~~~~7~/6;4~2;-~3~/3~2~~23~/~3~2~3~.1~/~4~-;2.~9~/1~6~~7~/;16;-~7/~8~~1~.453 0~.~~~0~~1~0~.3~2~N~F~.~2~s=tu~ds~ __ 1 
Line 5 30·FX to 36·FX Series MR 34, MR 35 19/64 2 23/32 3·1/2 2·11/16 7/16 7/8 1.5800.150 10·32 NF·2 studs 
Line 6 31·FE Series 7/64 3·7/8 23/32 3·1/4 2.9/1:::6;.-"'7c!-./1='6:;......=7 /-=8,.--..::1:.:::.4:::5"-3-"0=.1"'5.o:.0_=10~ • .::32~-~N~F~.2:....::.:st=ud~s __ 1 
Une 7 31·FEX-1 Series MR 34, MR 35 5/32 3·7/8 23/32 3-1/2 2·9/16 7/16 7/8 1.453 0.150 10·32 NF·2 studs 
Une S 30·FHXX to 34·FHXX MR 36 3/32 2·1/4 5/8 3·1/2 2·11/16 1/2 3/4 1.580 0.150 SOlder, 3/32 hote 

Series 

* Als'!, JAN·l·6 andASA C39.1·1951 Mounting 

Net Effective Aug. 28, 1961 
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SECTION 2900 

.. 

ELAPSED TIME METERS; 411 AND PORTABLE FREqUENCY METERS 
ELAPSED (OR RUNNING) TIME METERS- 60 Cyc:les 

MODEL 31-EX. To record operating 
time of AC electrical and electronic 
equipment, this self·starting syn­
chronous instrument registers in 
1/IOth hour steps to 9,999.9 hours, 
then automatically re-sets, Shows 
tenths in red numerals on white, 
all others ::.n while on black. 
Black molded case matches 
FX, 3%:" frequency meters, and 
fully encloses all parts. This case, 
with centered terminals, meets type 
MR34 or MR35 mounting dimensions 
of MIL-M-6A, also JAN-l-S. Referring 
to line 5 of the Table of Dimensions 

on the preceding page, barrel depth (B) is 2)1,", stud height 
above center (G) is zero, and all other measurements are as 
shown. J-B-T engineers recommend AC elapsed tiine meters for 
superior accuracy, especially where voltage or ambient tem­
peratures vary widely. Popular for tube life, TV equipment, 
punch presses, conveyors, oil burners, maintenance schedules, 
etc. Types for 99,999 hours, or 50 cycles, or spe:cial voltages 
are available on special order. 

:t:~:2~g, clo' c~~-1f350 v~~l~s . i;;oi'~;;g~i~~iy' ~tocked) .$15.95 
17.05 

MODEL 31-ES. A square black 
molded case, matching other 3" x 
3" meters, differentiates this model 
from the round 31-EX. Ask for Print 
SK-IIO, Rev. D showing standard 
rear mounting 21/4" bet centers of 
molded-in studs, new rugged case 
with overall depth 3-11/32" behind 
flange, and electrical studs on cen­
ter line. Variations can be made for 
99,999 hours (suffix U), 230 volts, 
minutes, matte finish, or 50 cycles. 
31-ES, 60 cy., 110-125 volts. 

0-9,999.9 hours ........................ $17.05 

ELAPSED TIME METERS - Tenths of Minutes 
MODEL 31-EXM. 60 cycles, 110-125 volts, reading 0-9,999.9 min· 
utes: for short-run applications or readings at closer intervals 
than 31-EX. Tenths of minutes in red on white, minutes in 
white numerals on black, otherwise identical with 31-EX .... $16.25 

3'h" SEALED ELAPSED METERS - 60 Cyc:les 
MODEL 31-EHXX. Where rugged 
requirements make a completely 
sealed elapsed time meter desir­
able, this glass-to-metal construc­
tion, with flat glass front and '3\12" 
diameter separable flange, often 
is specified. Heavy-auty solder 
terminals are supplied. Every in­
strument is checked in a vacuum 
chamber. Overall dimensions and 
appearance match the FHXX 
series sealed frequency melers. 
Maximum voltage between ter­
minals and case, 1000 volts, 
R.M.S. The meter registers in 
1/10 hour steps to 9,999.9 hours, 

then automatically re-sets. Tenths indicator is in red on white, 
all others in white on black. Mount according to Print SK-85. 
31-EHXX, 60 cy., 110-125 volts ...................................... . .......... $19.75 

2'/2" SEALED ELAPSED Tl'ME MnERS 
MODEL 21-EHXX. This new 2)1," sealed meter, with front mount­
ing dimensions the same as Type MR-26 electrical indicating in· 
struments in MIL-M-6A, nevertheless offers a full-size counter 
reading 0-9,999.9 hours in l/lOth hour steps and a rugged self­
starting synchronous motor. Glass-to-metal seal makes the instru· 
ment completely tamper-proof.' Ask for Print SK-68. A 2\12" 400 
cycle-meter, Model 23-EHXX, also is made on special order. 
21-EHXX, 60 cy., 110-125 volts .................................................... $24.75 

~ SEALED ELAPSED TIME METER - 400 Cyc:les ~ 
MODEL' 33-EHXX. Meeting a long-felt need for a stable 400-cycle 
elapsed time meter compact enough to fit in a 3)1," flanged case, 
with all parts enclosed, is this new 400-cycle elapsed. time 
meter. The instrument now is being produced only in sealed 
construction, glass-to-metal, with separable flange, heavy-duty 
solder terminals and fldt glass front. External appearance 
matches FHXX series and Model 31-EHXX sealed, 60-cycle, 
elapsed time meter. A slightly larger case is used per SK-61. 
33-EHXX, 400 cy .. 0-9,999.9 hours, 1/10 hours steps, 110-125 volts 

........................................................................................ $58.00 
Net Effective Aug. 
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11,,,, WIDE-NUMERAL ELAPSED TIME METER 

MODEL ,31-EXW. The latest J-B-T 
elapsed time meter is Mode131-EXW, 
illustrated. Easily-read, wide 6-digit 
numerals reigster to 99,999.9 hours 
then automatically reset. Distin.::live 
contemporary dial shows tenths in 
black on white, and units in white 
on black. The 3\12" black molded 
case is interchangeable with Model 
31-EX and FX types of frequency 
meters. Print SK-125 gives mounting 
information. 
31-EXW, 6-digits, 0-99,999.9 hours. 

60 cy., 110-125 volts ............ $16.95 

CLEAR-PLASTIC ELAPSED TIME METERS 

EPL TYPE. The modern dear-plastic iront 
gathers light from every side and is 
compatible with all modern instruments. 
A sturdy metal case with solder teTmi­
nals is used behind the panel. The 2\12" 
size is 2-19/32" wide x 23/8" high with 
2\18" diam. meter barrel, per print SK-I02, 
Rev. A. The 3\12" is per print SK-I08, 
Rev. A. 
21-EPL, 2\12" size (illus.), 60 cy., 110-125 

v., 0-999.9 hrs ................................... $25.75 
31-EPL, 31/2" size (not illus.), 60 cy., 110-

125 v., 0·9,999.9 hrs ......................... $23.75 

400 CYCLE BROAD AND VERNIER INDICATORS 

MODEL 41-FX-42 (supersedes Model 
41-FX). Widely used in commercial 
and military testing, this model 
provides two windows: for 300-
500 cycles, 21 reeds in IO-cycle 
steps, and, for. a vernier effect, 
380·420 cycles with 21 reeds in 
2-cycle steps. Black molded case, 
flush front is 4-~/16" wide x 
4-3/16" high x 2-29/32" deep 
behind panel over studs. 100-130 
volts is standard; also made with 
4 studs ·for 200-240, 115, and 30 
volts, 4.5 watts at 115 volts, 7.7 
watts at 200 volts. 
41-FX-42, 100-130 volts ........ $125.00 
41-FX-42, 3 voltages, without 

switch .................................. $140.00 

PORTABLE FRECj)UENCY TESTERS 

FP SERIES, METAL OR MOLDED 
CASE. Accuracy of ±0.3% meets 
the exacting test requirements of 
aviation, signal, and communi­
cation equipment. M-Types use 
anodized gray aluminum case, 
6%" 'Iong x 4" wide x 3-9/32" 
deep. Leads permanently at­
tached. See Print SK-63-10. With 
pertinent name plate, 33-FP-9M 
is known as TS-328 A/V. 
L-Types, sturdy molded case 
within top grain leather carry· 
ing case 6-3/32" x 41/4" x 2%"; 
4' leads with 5" test picks and 
banana plugs. 
33-FP-9M, 380-420 cy., 9 reeds 
100-130 volts, 70 ohms per volt, 
1.50 watts power consumption; com. quality and packmg .. $49.25 
34-FP-9M, 56-64 cy., 9 reeds, 100-130 volts, 130 'ohms per volt, 
I watt power consumption, com. quality and packing .......... $42.35 
33-FP-9L, 380-420 cy., 9 reeds, 100-130 volts ................................ $47.60 
34-FP-9L, 56-64 cy., 9 reeds, 100-130 volts .................................... $40.70 

OTHER REED PRODUCTS 

Inquiries are invited on these new J-B-T products: 

1. Reed Tachometers-Read rpm by resonance alone-no elec­
tricolor mechanical connections. Indicator is mou~ted, or held 
against housing of turbines, electric shavers, vacuum cleaners, 
sewing machines,. etc. Ask for ·Bulletin MT-458. 

2. Reed Relays-Made in plug-in cans for selective frequency 
calling, or single-reed types for response to a transmittal signal, 
.such as 100 to 500 cycles. One patented J-B-T type has no 
vibrdting contacts and makes. an indicating reed meter into a 
frequency limit control. Request Bulletins 260-L and 160-R. 

3. Oscillator Controls-Plug-in reed-type match transmitted fre­
quencies to vibrating reed relays for mobile or other communi-
cations equipment. Ask for· Bulletin ISO,R. . 

28. 1961 
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Instruments ~ Testers 
J·B·T INSTRUMENTS. INC. 

APPLIANCE TEMPERATURE TESTERS 

OVEN TESTERS 
MODEL 23·JP.I. This popular model indicat· 
ing portable pyrometer saves time and fur~ 
nishes reliable information in testing and 
setting thermostats on electric or gas ranges 
,:md other appliances by showing oven tern­
oeratures as they change. Standard size 
dial 0·6S00F., with 2%" scale arc reading, 
is u~ed but covered by clear-plastic jnstru­
ment front. The indicator is mounted on a 
black metal panel affixed inside a pocket· 
sized, black 
top·grainleath· 
er case 4 1/2" 

x 2%" x 4%" over hardware. Char· 
acteristic of more expensive pyro­
meters, the 23·JP·l is automatically 
compensated for ambient tempera­
ture. Thus the tester eliminates calcu­
lations, avoids likelihood of serious 
error as temperature change inside 
the instrument itself, and gives fool­
proof :lirect readings. Supplied with 
attached SA·116 SVi calibrated 
thermocouple clip, and convection 
shield ........... $26.00 

MODEL 32·1p·3. This time· tested 
model uses a ngid outer carrying 
case 5" x 37,18" x 3%", covered in 
black leatherette. The glass·covered 
indicator shows 0-650 0 P. range in 10° divisions readable to 21/2° 
on a 23/8 11 scale arc. Exceptionally fast, continuous response. 
Automatic compensation for ambient temperature is a valuable 
feature whether the tester is used for service work, sales dem­
onstrations, or inspection. Attached SA·1I6 SVi thermocouple, 
clip for attaching to grill and convection shield included .. $28.00 

MODEL 32·IP·7. Most versatile and easiest to 
read of the oven temperature testers, Model 
32·)P·7 offers a 0·6S0oF scale more than 4" 
long. Automatic compensation for ambient 

temperature change is included, so 
that temperatures are read directly 
and without calculations. The 32· 
JP·7 also provides color·coded ex· 
ternal binding posts. These permit 
quick attachment or interchanging 
of various J-B-T thermocouples 
placed in one or more of the heat 
~ones to be checked. An SA·Jl6 SV2' 
thermocouple with attachment clip 
(lnd convection shield is supplied 
and is left attached when the tesler 

is carried. For maximum usefulness in checking irons, washers, 
toasters, clothes dryers, etc., appropriate extra thermocouples 
are suggested. Tester price includes stitched Eve~-rea': y case, 
S" wide x SI/2" high x 2%" deep, of sturdy, 8c'~ff-rcs:s'.an: black 
vinyl .................................................................................................... ~29.50 

IRON TESTER 
MODEL 32·JIT. Self contained bench· 
type tester; checks all makes of 
irons' measures thermostat tempera­
tures; shows open or short circuits. 
Automatically compensated for room 
temperature. Also indicates operat­
ing temperature of the sole plate 
(working surface) on non-electric or 
cordless irons. Black metal basei 
overall size 10" x 12" X 5lj2", scale 
0·6S0°F IS amp fuse, 6' cord, JlO· 
volt, SO.60 cycles ...................... $34.50 

ALL-PURPOSE TESTER 
MODEL 61·IRT. A 9·in·1 tester to 
speed accurate temperature aci­
justment and electrical analysis 
of ranges, refrigerators, etc. Rap­
idly reads four cold zones 
-100°F + 80°F. up to 14' dis· 
tant; tw~ heat zones 0·600°F. up 
to 51/2' distant; one voltage range 
0·300 AC; and, with transforme!" 
two current ranges, 0·30 and 0·00 
amps, AC. Sturdy, polished wal· 
nut case, ISV2" x 10·3/16" x 
4%". Two·color etched metal 

'fill panel. Separate switches protect 
bulb and ammeter circuits. Requires one standard flash· light cell, 
replaceable in the field. Temperature accuracy ±2% of full scale; 
rectified AC readings ±5%. Accessories as listed may be added 
for testing appliances. Includes two SA·162 resistance bulbs, two 
SA·1I6 thermocouples, electrical leads, and AS·TR·2 built·in trans· 
former ................................................................................................ $124.00 
MODEL 61·1RT (LESS TRANSFORMER) 
Same unit, same scales except no reading in amperes; AS-TR-2 
transformer omitted ........................................................................ $110.00 

HEAT INDICATORS 
MODEL 32·1 PYROMETER IN 
SN·7 STAND. Mounted in slop· 
ing front black metal stand, 
41/4" high x 43Ja" deep x 4vs" 
WIde. Compensated for am· 
bient temperature. Medium re­
sista:1ce system, damped for 
quick readi.ng on 2318" scale, 
assures ruggedness and point­
er stability. For ±2% accuracy, 
use only the type and resist­
ar..ce of thermocouple and lead 
provided; if extra length, - coil It - to maintain calibration. A 
protection tube usually is not required. For convenience keep an 
extra thermocouple and lead on hand. 

MODEL 32·1 IN SN·7 STAND (Supersedes SN·3 Stand) 
0° - 650°F - 3S0°C, includes SA9I thermocouple, SA·84 

lead, and CB·I connector block __ ......... ____ ... __ ................ __________ .$33.50 
0° - 1200°F - 6S0°C, includes SA·87, SA·82, and CB·!.. 3J.J 
0° - 2000°F - 1l00°C, includes SA·87, SA·82, and CB·!.. 33.50 
MODEL 32·1 IN SN·8 STAND (not illustrated). With 3 binding pOSts 
to accommodate flexible extra lead and thermocouple for hard· 
to·reach locations. (Stand Supersedes SN·5). 
0° - 650°F with SA·91 thermocouple, SA·84 lead, CB·I connector 
block, and SA·86 flexible leads and thermocouple __ .$37.50 

TEMPERATURE AND TESTER ACCESSOtllES 

Condensed listing; full line in Catalog 558·G. 
THERMOCOUPLES. For J·B·T pyrometers and leads, thermocbuples 
are carefully selected, standardized, and tested. 
SA·87. 12" #14 Ga. chromed·alumel, 2·hole ceramic beads, fits 
5/16" hole; welded lip ________ . ______ . ____________________ $3.40 

SA·91. 12" #14 Ga. iron·constantan, 1938 calibration; 2·hole 
ceramic beads, fits S/16" hole; welded tip ________________________ $2.90 
Flexible Thermocouple, 7' length, see SA·86 lead wire. 

. SA·1I6 with SHIELD and CLIP. Flex· 
ible No. 22 gauge iron constantan, 
asbestos insulated, 5V2', with attach· 
ment clip and convection shield for 
use with 23·JP·I, 32·JP·l, 32·JP·2, 
32·jp·3, 32·jP·4, 32·jp·7, 60·jRT and 
61·JRT Testers. (See SA·199 for extra 
quality, glass insulated type). 
SA·116 ................................................ $2.00 

SA·I75 (PLAIN TIP). For roasters, waffle irons, etc., SV2' #22 Ga. 
with small ball tip; use where clip and shield unsuitable ______ $1.60 
SA·176 (for TOASTERS, elc.). Same as SA·17S except tip has special 
disc to collect heat. __ . __ . __ .......... __ . __ ... __ . __ .. __ ... __ .. __ ... __ . __ .. __ ...... ______ . ______ $3.00 
SA·188 (for AUTOMATIC WASHER TEMPERATURES, elc.). 3/16" 
dia. copper tube, 4/1 long, encloses couple; for use in pipe or 
sample of water. ________________ .... __ .. __ ...... ________________ $4.50 
SA·199 (wilh SHIELD and CLIP). Same as SA·116 except duplex, 
non-fraying glass braid construction; dia .. 115"; for frequent use 
above 400°F. ____________ ..... __ ..... . __________ $2.65 
SA·300 (for SURFACE READINGS). Spring·type I·C in Transite tip 
with handle and 5' #22 Ga. lead for rapid reading; 'lOt rec;ulaciY 
stocked __ . ________ $8.00 

ACCESSORY IRON TESTER, MODEL 
IT·1. This attachment is identical with 
32·JlT except there is no meter.. __ $18.00 
LEAD WIRES SA·82. 6' compensating 
lead for chromel·alumel couples; du· 
plex stranded; asbestos· insulated, Qut· 
side, moisture-proof and flame-proof, 
used on 650°F scales (not interchange· 
able with SA·84) ........................ $1.70 
TRANSFORMERS. AS·TR·2. Attachment for 61·jRT, reads 30 and 50 
AC amp scales on tester; includes jumper lead and panel $18.00 
AS·TR·3. For 60·JRT tester. Reads 30 and 60 AC amp by dividing 
volt scale by 10 or 5. Complete with attachments ____ . __ ...... ______ .$20.00 
RESISTANCE BULBS (for cold lesling). SA·142. Bulb with 14' poly· 
ethylene ribbon lead, for 60·JRT only __ . ____ ... __ __ ______________ $6.50 
SA·162. Bulb, with 14' polyethylene ribbon lead, for SO·SO and 
51·JRT testers __________ . ____ $6.50 
CONNECTOR BLOCK MODEL CB·1. 
Lava connector block, withstands @ 
high temperatures, accommodates + .. 
all thermocouples. Heavy brass con· @ h'. 
nectars keep contact resistance low. ~ 
Usable with or without connector 
head ________ . __ ... ______ ......... __ ..... ________ .... $1.85 

LEAD WIRES 

~t~~', g', l~~ f-t c~~~~;s .. :::::::::::::::::::::::::::::::::::::::: .. :::::::: .. :::::: .... : .... :: ...... ~~:~~ 
SA·86, 7' I·C thermocouple and lead combined; #20 Ga., twisted 
pair asbestos insulated __ . ______ $2.05 

Net Effective Aug. 28, 1961 
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SECTION 2900 I 

KALPA SCIENTIFIC LASORATORIES 
Manufacturers of High Voltage Components 

HIGH RANGE KILOVOLTMETER 

RANGES 
o to 5,000/10,000/50,000/ 

100,000 
Volts DC. or 60 cycles AC. 

Model 50-AC or DC $400.00 
Model 60-DC only $300.00 

Measures. extra high voltages as 
easy as standard low voltage tests. 
Special highly insulated probes are 
used for both AC and DC readings. 
Panel mounted trimpots allow for 
instant recalibration, should this 
ever be required. Large 6 inch 
mirror scale meter for maximum 
accuracy. 

HIGH VOLTAGE CONNECTOR 
Sturdily constructed of plastic high voltage· barrier material. 
Designed for service up to 25,000 Volts DC. Use standard ba­
nana jack for connection. Mounts on either front panels, or H. V. 
tanks. Model C-l $10.00 each 

HIGH VOLTAGE RELAYS 
For polarity change-over and other H. V. circuit applications. 
Will carry up to 5,000 Volts DC or AC (RMS). 50 Milliamperes, 
resistive load switching. 5 amperes steady state current rating, 
(when crcuit is not being switched). Standard coil rated for 115 
volts 60 cycles AC. Models available for 10,000 volt applications. 

5 KV RATING 10 KV RATING 
Model RHV-DPDT-A $60.00 Model TEN-DPDT-A $80.00 

RHV-SPDT-B $40.00 TEN-SPDT-B $60.00 

HIGH VOLTAGE SWITCH 
For use in High Voltage low current circuits. DPDT types 
and Single Pole six position types available. Nominal rating 
5,000 Volts DC or AC (RMS at 60 cycles). May be used in 
lower duty circuits at up to 10,000 Volts. 

Model SW-l DPDT $20.00 
SW -2 SP6T $20.00 

See Your Local Distributor or Contact Us For His Address 

KALPA SCIENTIFIC LABORATORIES, .• Flemington, New Jersey 
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SECTION 2900 

PANEL INSTRUMENTS FOR EOUIPMENT MANUFACTURERS 

Model 55 .... 51f4" 
Rectangular 

Phenolic 

Model 15-LP ... 11f2" 
Model 25-LP .. 21/2" 
Model 35-LP. 3" 
Model 45-LP .. 47/8" 

Rectangular 
Acrylic 

Model 42-W ..• 41f4" 
Rectangular 

Phenolic 

Model 45-L ... 4%" 
Rectangular 

Phenolic 

Model 25-R •.. 21/2" 
Model 35-R ... 31f2" 

Round 
Phenolic 

Model 25-L .... 2'%" 
Model 35-L ........ 3" 

Rectangular 
Phenolic 

VU Meters 
Available with 

Standard A 
or B Scales 

D.C. 
M ICROAM METERS 

D.C. 
MILLIAMMETERS 

D.C. 
AMMETERS 

D.C. 
VOLTMETERS 

A.C. 
VOLTMETERS 

VU METERS 
A or B scales 

Model 75 ...... 7" 
Rectangular 

Phenolic 

Net 

PACE Electrical Instruments Co., Inc. is the meter manu­
facturing affiliate of PRECISION Apparatus Co., Inc. 

Behind the carefully integrated design and high quality per­
formance of Pace Meters is over a quarter-of-a-century of ex­
perience in the manufacturing of fine electronic instruments_ 

SPECIAL FEATURES 
Apply to both standard external magnet and core-magnet meters. 

! 
1 

• Full Double-Bridge D'Arsonval Movement 
• Precision Die-Cast Movement Frame 
• High Density Sintered Iron Pole Pieces 
• Coined, Soft-Iron Pole Faces 
• High-Flux Alnico Magnets 
• Optimum Torque To Mass Ratio 

These features, coupled with strict quality control, result in 
a line of consistently dependable meters with superior shock 
and vibration characteristics, high accuracy and long, trouble­
free life. 

PACE meters are supplied in production quantities to meet 
the custom requirements of Original Equipment Manufac­
turers. (Specify External or Core Magnet). 

PACE stock meters are also available at leading electronic 
parts distributors. 

Approx. Models Models Models 
Resistance 25-L,25-R, 35-L, 42-W, Model Model 

(ohms) 25-LP' 35-R, 45-L, 55 75 
Ranges 15-LP' 35-LP* 45-LP* 

0-50 2000 $15.85 $16.40 $17.60 $19.35 -
0-100 1000 13.75 14.30 15.50 17.05 -
0-200 500 12.20 12.90 14.10 15.50 22.55 
0-500 200 11.30 11.85 13.20 14.50 20.35 

0-1 100 $10.35 $11.00 $12.20 $13.40 $18.70 
0-2.5 40 10.35 11.00 12.20 13.40 18.70 
0-5 20 10.35 11.00 12.20 13.40 18.70 
0-10 10 10.35 11.00 . 12.20 13.40 18.70 
0-50 2.0 10.80 11.45 12.65 14.00 19.55 
0-100 1.0 10.80 11.45 12.65 14.00 19.55 
0-250 .4 10.80 11.45 12.65- 14.00 19.55 
0-500 .2 10.80 11.45 12.65 14.00 19.55 

0-1 .100 $10.80 $11.45 $12.65 $14.00 $19.55 
0-2.5 .040 10.80 11.45 12.65 14.00 19.55 
0-5 .020 11.35 12.00 13.20 14.50 20.10 
0-10 .010 11.35 12.00 13.20 14.50 20.10 

0-3 $11.20 $11.80 $13.00 $14.30 $19.80 
0-10 

1000 
11.20 11.80 13.00 14.30 19.80 

0-15 11.20 11.80 13.00 14.30 19.80 
0-50 ohms 11.20 11.80 13.00 14.30 19.80 
0-150 per 11.20 11.80 13.00 14.30 19.80 
0-250 volt 11.20 11.80 13.00 14.30 19.80 
0-500 11.80 12.45 13.65 14.95 20.65 

0-3 $14.65 $16.25 $18.15 $20.00 $25.85 
0-10 1000 14.65 16.25 18.15 20.00 25.85 
0-15 ohms 14.65 16.25 18.15 20.00 25.85 
0-50 14.65 16.25 18.15 20.00 25.85 
0-150 

per 
14.65 16.25 18.15 20.00 25.85 

0-250 
volt 

14.65 16.25 18.15 20.00 25.85 
0-500 15.20 16.80 18.70 20.70 26.70 

-20 to +3 3900 $19.05 $20.65 $22.55 - -
All prices a"l'e subject to change without notice. 

*Add 50 cents to prices indicated for "BLACK" acrylic cases Model 
25-LPB, 35-LPB and 45-LPB. PACE external magnet meters are cal 
brated for use on non·magnetic panels. For use on magnetic panel! 
state panel material and thickness and add $1.50 to prices indicatec 
Core magnet meters are not affected by panel. 

Write for complete descriptive catalog to: 

PACE Electrical Instruments Co., Inc. Glendale, L. I., N. Y 
(A subsidiary of Pacotronics, Inc.) 
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SECTION 2900 

FIRST 
ELECTRONIC 

COUNTER 
IN KIT 
FORM 

NEW! MODEL 801 DIGITAL READOUT ELECTRONIC COUNTER . 
A precision laboratory instrument in kit form, offering 
features heretofore found in wired' instruments costing at 
least $450 more. The 801 will count any phenomenon occur­
ring periodically or at random intervals. The 801 reads di­
rectly in cps, rps and cycles per tenth of a second. The 
display time is variable and the instrument has a frequency 
response from 1 cycle to 1.2 megacycles with an accuracy 
of + 1 count + 0.1 %. (Accuracy of + 1 count + .01 % 
with optional crystal.) Input minimum is :2 volts rms and 
the input attenator may be adjusted to inputs up to 100 
volts rms. Input impedance is 1 megohm shunted by 50 
uufd. The 801 is ruggedly built and beautifully styled. It 
is easily operated with carefully engineered controls and 

MODEL 111 DELUXE MUTUAL CON· 
DUCTANCE & EMISSION TUBE TESTER 
Advanced design tube tester kit. 
Checks both emission and mutual 
conductance separately' - direct 
scale reading in micromhos-roll 
chart indicates the most important 
single test for normal applications. 
Tests all receiving tubes; also tests 
QRT's with PTA·K adapter. 
Features rotary type switches; gas 
check; single'switch short check; 
anti-backlash roll chart. Tests for 
inter-element shorts. Allows fila­
ment current and tube bias to be 
measured on meter. Sweeps from 
zero voltage through normal test­
ing range when making measure~ 
ments. Has spare switch for fu­
ture tube types. Sizes, 14xI6x6". 
For 110-120 v" 60 cycle AC. Ship­
ping Weight, 25 lbs. 

MODEL l11K, Kit, NET "" .................................................. $99.95 
MODEL l11W. Factory-wired. NET .................................. 179.95 

circuitry which employs only 
brand - name components operated 
at their design center. The 801 
counter measures frequency, or ran­
dom events per unit of time. With 
suitable transducers and calibration 
the 801 also measures rps, speed, 
rpm, weight, pressure, temperature, 
etc. 
It is portable for on-the-spot-meas­
urements. 

Model 801K (kit) .... Net $259.95 

Model801W (wired) .. Net $725.00 

MODEL 116 EM & GM TUBE & 
TRANSISTOR CHECKER Accurate mu­
tual conductance type tube tester 
kit for rapid testing of all receiv­
ing-type tubes and transistors. 
Makes emission, Gm, gas, life, and 
short tests. Checks individual sec­
tions of multisection tubes. Cover 
chart lists all popular tubes -
\rives switch settings. Moleskin cov­
ered wood carrying case. 7 % x16 % 
xI4'h". For 110-120 v" 60 cycle 
AC. Shpg. weight, 16 lbs. 

MODEL 116K; Kit. NET .... $79.95 

MODEL 116W. Factory-wired. NET 
$159.95 

Model PTA Picture Tube Adapter 
Adapts models 111 and 116. to 
check CRT's. 
MODEL PTA-K (kit). NET ................................................ : ... $2.95 
MODEL PTA-W. (wired). NET ............................................ $4.25 

All prices sl1ghtly higher in west 
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ft PRE::!~~EF~~T;R~~~:~ENT 
- ~ PRECISE ELECTRONICS & DEVELOPMENT GORP. Subsidiary ot Designatronics, Inc., Pt. Washington, N. Y . 

.."""., New Deluxe Line With The 'Professional Look' that spells professional performance 

MODEL 911 

MODEL 302 

PRECISE MODEL 911 VTVM No surplus components--only brand 
name precision ceramic and wirewound resistors, transformers 
which feel cool to the touch, permanently etched panels, rugged 
steel cabinets. In addition to offering overlapping +DC and -DC 
voltage ranges. from 5 volts full scale to 1000 volts full scale, 
the 911 will accurately measure the .2 ohm resistance of a dead 
short as well as cable insulation resistance of one billion ohms 
or more. AC voltages from 5 volts full scale to 1000 volts full 
scale can be measured and a db scale from -20 to 55 is pro­
vided. 
The 011 does not load the circuit; its DC input resistance is 
25 megohms, while its AC impedance is approximately 3.5 
megohms. The 911 comes with a zero alignment scale for FM 
and TV discriminators. a 4 % /I meter in a burn-out proof circuit, 
test leads and internal battery. With the Precise 912 probe. the 
frequency response of the 911 may be extended to 250 mega­
cycles. The Precise 999 high-voltage probe allows the 911 to be 
used up to 30.000 volts. 
Model 911K (kit) net $03.90; Model 911W (wired) net $79.90 

NEW! MODEL 3153 - 5" COLOR OSCILLOSCOPE The only rea­
sonably priced wide band oscilloscope which offers flat response 
up to 5 megacycles. Useful response to beyond 9 megacycles. It 
is the only professional oscilloscope in the $100 range which 
offers these precision laboratory features: 
Push -pull horizon tal and vertical amplifiers-5CP1 cathode ray 
tube with post acceleration-frequency-compensated stepping at­
tenuators in both vertical and horizontal circuits protect the in­
put signal frOln wave distortion. Vertical sensitivity is 10 milli­
volts per cm. Horizontal amplifiers are within ± 6 db through 
500 KC. and have a sensitivity of approximately 50 millivolts per 
cm. Cathode follower assures linear horizontal trace. A full 
complement of all standard oscilloscope controls, plus an astig­
matism control, an intensity on-off switch, and a focus stand-by 
switch are included. 
Model 3103K (kit) net $104.90; Model 3103W (wired) net 
$149.90 

MODEL 3153 

MODEL 632 

NEW! MODEL 302 7" WIDE BAND COLOR OSCILLOSCOPE It 
features direct-coupled push-pull horizontal and vertical ampli­
fiers from input through output. Frequency response flat from 
DC to 5 megacycles with a vertical sensitivity of 3.94 millivolts 
per cm. Frequency-compensated stepping attenuators in both 
vertical and horizontal circuits protect the input signal from 
wave distortion. Constant impedance push-pull input which is 
easily converted to single-ended or reverse phase input. Elec­
tronic internal input nlixing. Bridge-type beam positioning does 
not vary the characteristics of the medium persistence 7VFl ca­
thode ray tube which is supplied. The internal return trace is 
blanked. the external return trace is not blanked and 60-cycle 
or 120-cycle blanking is supplied by the blanking amplifier. 
Driven or non-driven linear sweeping rates are offered from 1 
cycle to 30 KC in five ranges. Electronic magnification allows 
any portion of the signal to be enlarged UP to 10 times-equiv­
alent to 70 inches of horizontal deflection. An internal square 
wave calibrating potentiometer lllakes the 302 oscilloscope a 
precision VTVM for peak-to-peak measurements. Deflection plates 
are brought out at the rear of the cabinet and intensity modu­
lation is offered through a Z-modulation amplifier. 
The low-loss components, especially the transformers, are all 
operated well below their ratings. The oscilloscope has an edge 
illuminated scale with filtered screen and comes in a rugged 
steel cabinet with deeply etched aluminum panel. A demodulator 
probe (Precise Model 9127 (MM) and a capacity attenuator 
probe (Precise Model 960) are available as accessories. 
Model 302K (kit) net $109.90; Model 302W (wired) net $229.90 

NEW! MODEL 632 RF·AF· TV MARKER GENERATOR Offers frequen­
cies up to 110 megacycles on fundamentals (to 330 megacycles 
on harmonics). The generator's audio range covers 20 to 20.000 
cycles with variable modulation level and low impedance cathode 
follower output. The audio oscillator utilizes a Wien bridge 
circuit while the RF oscillator employs a Colpitts circuit. Th(' 
Model 632 Marker Generator has many additional unique fea­
tures specifically engineered for the serviceman's requirements. 
These include precision individually tuned coils, accurate 11011-
slipping vernier tuning on the RF and AF range, complete shield­
ing, drum dials and coaxial fittings. The economically priced 
Model 632 uses no surplus parts and all components are operated 
within wide safety margins. 
Note: Factory preassembled and calibrated RF head available at 
slight additional cost. 
Model 632K (kit) net $63.90; Model 632W (wired) net $89.90 

All prices slightly higher in west 
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PRECISE TEST EC3UIPMENT 
KITS AND FACTORY WIRED 

PRECISE ELECTRONICS & DEVELOPMENT CORP. Subsidiary of Designatronics, Inc., pt. Washington, N. Y. 

MODEL 300 7" COLOR OSCILLOSCOPE 
Vertcial response ± 3 db UP to 5 megacycles with sensitivity of 10 millivolts. Frequency­
compensated vertical and horizontal stepping a.ttenuators. Push-pull DC amplifiers' push­
pull horizontal. Astigmatic focus control. Linear sweep from 1 cycle to 80 kc. I;'ternaJ 
square wave caJibra.tor with pot. Special circuit magnifies any portion of signal up to 
10 times. 5-way binding posts, plus gate and sawtooth outputs on front panel. 111x4x17". 
For 110-120 v .. 60 cycle AC. Wt. 35 lbs_ 
MODEL 300K. Kit. NET .......... $129.95; MODEL 3OOW. Factory wired. NET ........ $199.95 
MODEL 3151K 5" COLOR OSCILLOSCOPE 
Usable beyond 9 megacycles and fiat through 5 megacycles. VerticaJ sensitivity 10 milli­
volts/cm. Push-Pull vertical and horizontal amplifiers-High. sensitivity-5CPl tube with 
post acceleration-Frequency Compensated Stepping Attenuators for both Vertical and 
Horizontal-Focus. Inteusity and Astigmatism conrtols-Calibration output voltage. 
MODEL 3151K. Kit. NET ........ $69.911; MODEL 31111W. Factory wired. NET ........ $119.95 
MODEL 315-Like the famous 3151, except a low frequency version. Easy to use, general 
purpose oscilloscope with baJanced push-pull verticaJ and horizontal-thru 500 kc. 
MODEL 3111K. Kit. NET .............. $59.911; MODEL 3111. Factory wired. NET .............. $94.95 
MODEL 308 DELUXE 8'h" COLOR OSCILLOSCOPE 
Features magnifier positioner; bridge-type centering; outstanding traCe sharpness and 
speed; push-pull inputs for internally mixing 2 signaJs or observing push-pull waveforms_ 
Vertical resllonse, ± 1.5 db to 5 mc. Return trace eliminator. Linear sweep, 1 cycle to 
80 kc_ Square-wave calibrator. llxI4xI9". For'110-120 v., 50-60 cycle AC. Wt .. 36 lbs. 
MODEL 3OSK. Kit. NET .......... $139.911; MODEL 30SW. Factory wired. NET .......... $229.1I0 

MODEL 999 HIGH VOLTAGE PROBE Designed for high voltage measurements with special em­
phasis on safety, operational simplicity and rugged construction. Exclusive Features: 
multiple .Insulation, mechanicaJly Shockproof; Changeable tips; Swivel connection. Inter-­
changeable resistors. Wired Only. 

MODEL 912 RF PROBE Lowest priced. factory-wired probe in the industry. Frequency range 
-rms readings from AF thru 250 mc. Built-in 600V blocking capacitor. Individually 
calibrated at 75 MC for accuracy. impedance and shunt capacity. Wired Only. 

MODEL 960 CAPACITY ATYENUATOR PROBE (For 300 & 308 Scopes) 
Reduces input C. and loading effects of an oscilloscope by 10 to 1. Adjustable for any 
scope. Frequency range thru' 100 mc fiat. input capacity less than 7 umfd, Wired Only. 

MODEL 904 VACUUM TUBE VOLTMETER You c.an tilt the meter left. or right. or UP, or down 
--01' even straight ahead--so that it follpws the user correcting for parallax all the way. 
Another Precise first is the "Lead. Magician Switch"-which allows your leads to remain 
in any circuit while you short the VTVM for proper 'Zero Adjust' and open the leads for 
'Infinite ohms Adjust'-all this without changing leads, Since three leads are provided, 
you can leave the 90'4 connected to both an AC and a DC voltage and take both measure­
ments by rotating the FUNCTION switch and the Lead Magician Switch. 
The 904 is fully B+ and B-- regulated to maintain readings. 
RANGES: AC-VOLTS: RMS 1.5,5. 15, 50, 150. 500, 1.500 Peak to Peak 4, 14, 140,40'0, 
1,400, 4,000. 
-DC VOLTS: 1.5. 5, 15, 50, 150, 500'. 1500 +DC VuLTS: 1.5. 5. 15. 50. 150. 500, 1500 
OHMS; Rx1; RxlO'; Rx100; Rx1000; Rxl0,00O'; RxlO'O,OOO; Rxl.0O'O,000_ 
MODEL 904K. Kit, NET .......... $39.95; MODEL 904W. Factory Wired. NET .......... $49.95 
MODEL 909 VACUUM TUBE VOLTMETER 1 % Ceramic precision Resistors; Coax DC connector; 
FM zero alignment scale; burn-out proof circuit; 25 megohm input impedance on DC 
complete with test leads and internaJ battery, Ru!'"ged oversize 4'A1" meter. Wt. 10' lbs. 
10" x 7" x 5", 
RANGES: +DC: 0'-5-25-250-500-10'00 Volts; -DC: 0-5-25-250-500-1000' Volts; AC: 0-
5-25-250-500-1000 Volts; Ohms: Rx1-Rx10'-Rx1000-RxlO.OO'O-RxI.00O',O'OO ohms; from 
.2 Ohms to 1 Billion Ohms: DB: From -20 to +55 DB. 
MODEL 909K. Kit. NET .......... $29.95; MODEL 909W. Factory wired. NET .......... $39.95 

MODEL 9071 ••• VACUUM TUBE VOLTMETER WITH VR. 
VR TUBE assures true. accurate and stable readings . , , no drift . , , 110 shift . . . 
large. rugged 7'A1" meter; 1% ceramic precision capacitors; separate 5V AC scale; 25 
MEG input on DC; true zero center; deeply etched aluminum panel; sturdy steel case; 
step-by-step 3 color construction book. Wt.: 11 lbs. Size: 11" x 8" x 5", 
( M d 1909) MODEL 9071K. Kit. NET............................................ $39.95 
same ranges as 0 e MODEL 907lW. Factory wired. NET .......................... _ ... $1I9.95 

MODEL 630-K. RF·AF AND TV MARKER GENERATOR 
Reaches 110' mc on fundamentals; 330 mc on harmonics. Pre-assembled calibrated heads; 
audio, 20-20,000 cps; cathode follower output; variable percent modulation; speech amp.; 
crystal marker; RF. AF stand-by; Wien Bridge AF oscillator; Colpitts RF oscillator; coax 
fittings. Also has constant output impedance; Vernier tuning; separate RF section; .indi­
vidually tuned coils; full shielding; filtered line, Size 8xl1xI5". Has aluminum panel, 
leather carrying handle_ For 110-120' v" 50-60' cycle AC. 
MODEL 630K. Kit. NET ..................................... , ...... _ ..................................................... $44.95 
MODEL 630-KA preassembled RF head. NET .................................. , ......................... ·.·.$47.50 
MODEL 63O-W wired NET .............................................................................................. $69.95 

MODEL 635 UNIVERSAL AF SINE, SQUARE AND PULSE GENERATOR 
For accurate testing of audio and video. circuits. 1 % Ceramic precision resistors; Wien 
Bridge; variable Z and cathode-follower output; minimum overshoot and roundoff through 
100,000 cycles; sine waves through 200 KC. . 
MODEL 635W. wired ............................ $54,95; MODEL 635K Kit ............................ '39.95 

MODEL 610 RF SIGNAL GENERATOR 
The lowest priced signal generator in the field offering:-Same RF head as Model 630; 
110 MC on fundamentaJs; 330 MC on harmonics; 60 and 400 cycle AF; Cathode-follower 
output; Ext. Mod,; Speech Amp,; Individually tuned coils. 
MODEl, 6l0KA (pre-assembled head) NET .... $34.911; MODEL 6l0K (Kit) NET .... $27.50 
MODEL 6l0W (wired) NET ...................................................... · ...................................... $39.95 

All prices slightly higher in west 

Page 908 • The MASTER - 26th Edition Net © U,C.P., Inc, 



SECTION 2900 

o 
PRECISE TEST EBUIPMENT 

KITS AND FACTORY WIRED 

PRECISE ELECTRONICS & DEVELOPMENT CORP. Subsidiary of Designatronics, Inc., Pt. Washington, N. Y. 

MODEL 760 •.. VOLTAGE REGULATED POWER SUPPLY 
Compact versatility: a must for every serviceman, ham, and lab man. 140 volts to over 
450 volts with 1 % accuracy. Measures current, high voltage, high and low AC voltage. 
Rugg-ed 4%" meter; heavy duty steel case. Wt.: 10 lbs. Size: 11" x 8" x 5". Model 760K. 
Kit. NET $49.90; MOllel 760W. wired. NET $6!).95 

MODEL 713 POWER LAB Most versatile bench-type power supply kit on the market. Combines 
variable low and high-voltage AC and DC supplies, wattmeter, voltmeter, AC and DC am­
meter, and isolation transformer in one compact unit. DC power available is (}·ao Y. at 10 
amps and 110-180 v. at .075 amps. (1 amp intermittent) AC power: ·0-24 v at 20 amps; 
90-140 v. at 10 amps continuous (1000 watts) and 20 amps intermittent (2000 watts) 
without isolation; 90-140 v. at 3 amps (aOO watts) with isolation. Meter reads AC, DC cur­
rent to :~o amps, AC, DC voltage to ItlO Y.; power to 2 KW. 12x8%x5'4". For 110-120 v., 
GO cy<'ie AC. 

MODEL 713-K. (kit) (300 watts of isolation) NET .... 1()9.95 

MODEL 713·W (wired) NET ........ . .. ..............• .... $8!).1)5 

MODEL 711-K. (kit) (100 watt. of isolation) NET ..... $59.95 

MODEL 7I1-W. (wired) NET .. .. ........ $74.90 

MODEL 478 ..• CAPACITY Df,CADE BOX Reaches over 1 MFD at 1 % accuracy. FOUR DECADES. 
All capacitors a·re within 1 %: Silver Mica and low-drift, molded, oil-impregnated. Deeply 
etched alUnlinuIrl panel; rugged constrnction: complete with Simplified Construction Manual. 
Size 3%" x 6'4" x 2". 478K. (kit) NET $18.90; 478W. (wired) NET $24.1)5. 

MODEL 468-RESISTANCE DECAOE BOX 5 Separate Switches. 11 Positions on Each; better than 
± 1% for Extreme Accuracy; Readings from 10 OHM to i,I11,110 OHM in 5 Decades. 
Deeply etched Aluminum Panel; Rugged Construction: Complete with famous Precise Simp1i~ 
fied Construction Manual. High· impact Bakelite case 3%" x 6'4," x 2". Model 468K (kit) 
NET .... . .......... $18.90; Model 468W (wired) NET ........... $24.!)5 

used and approved zn the missile program • • • PRECISE POC METERS 

Can be adapted to cover anyone of 100 
,,~oltage and current AC and DC ranges­
no need to invest in many separate meters. 
Ideal for pilot runeo. spot applications, in­
the-field measurements-design, assembling, 
repair. 

EACH METER FEATURES 
• D' Arsonval Moving Coil Design 
• Polished Jewels and Pivots 
• Fatigue Tested Springs 
• Stress-released units 
• 2 % Accuracy 
• Knife-Edged Pointer 
• Mirror Scale 
• Lithographed Scale Faces 
• High Quality Shunts and Multipliers 
• Optional Illumination Packet 
.• Optional Shadow Mask 
• Plastic Case 
• Sizes: 2%",3%",4%" 

PRECISE BRINGS UNLIMITED FLEXIBILITY 
TO METERS 

Special interchangeable sUp-on scaies, and 
companion snap-in shunts and multipliers, 
add to the ranges that may be covered with 
six basic meters. 
HERE'S HOW IT WORKS. Let's say you 
have a 15-volt. 20,000 ohms-per-volt meter, 
and you need a 2.5 volt. 20.000 ohms-per­
volt meter for another application. All you 
do is to take the same 15-volt, 20,000 
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ohms/volt meter, open the case, slip out 
the interchangeable scale face, pull out the 
resistor in the rear , , . and then slip on a 
2.5 scale face, snap in its companion mul­
tiplier into the lock-type jaws in the rear 
. . . and snap the cover back in place . . . 
and IN LESS TIlAN A MINUTE YOU 
HA VE A NEW CUSTOM METER-pro­
fessionally accurate, perfectly calibrated 
custom meter with a special Ii thographed 
scale face, and scale identification. ----. 

SPECIAL PRECISE 
PDC METER PACKAGE 

Here's a special introductory package 
from PRECISE. one which will provide 
yoU with complete coverage of all the 
ranges indicated above, ' 
YOU GET: • Six Meter Movements 
• Interchangeable Scale Faces • Shunts 
and Multipliers • Illumination Packet 
• Beautiful Attache-type Case • Me-

,ter Ma.ster Chart 

ALL PRICES SLIGHTLY HIGHER IN WEST 

Net 

SPECS & RANGES 
DC DC DC AC 

1000 2000 20,000 1000 DC i ,.AC 
ohms/v ohms/v ohms/v ohms/v Current Curren. 
VOLTS VOLTS VOLTS VOLTS AMP. ~ 

.05 .05 .1 50 ua 

.5 .25 .5 100 ua 

1.0 .5 1.0 1 200 ua 

1.5 .75 1.5 1.5 400 ua 

2.5 1.25 2.5 2.5 500 ua 1 rna 

3 1.5 3 3 1 ma 3 ma 

5 2.5 5 5 3 ma 10 ma 

10 5 10 10 10 rna 25 ma 

15 7.5 15 15 25 rna 50 rna 

25 12.5 25 25 50 ma .1 

30 15 30 30 .1 .25 , 
50 25 50 50 .25 .3 

100 50 100 100 .3 .5 

150 75 150 150 .5 1.0 

250 125 250 250 1.0 

300 150 300 300 

500 250 500 500 

1000 500 1000 1000 

1500 750 1500 1500 

ANY ONE OR MORE OF THE ABOVE METERS SET 
UP WITHIN ONE MINUTE. OTHER SPECIAL SCALES, 
SUCH AS VU-OB, AVAILABLE, AS WEll AS ZERO 
CENTER GALVANOMETER. 
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SECTION 2900 

PRECISION APPARATUS COMPANY, INC. 

MODEL 120 
LABORATORY-TYPE 

MIRRORED-SCALE V-D-M 

The most comprehensive V-D-M 
ever offered within its price 
range_ It features 61 ranges and 
functions specifically designed 
for industry. lab •• maintenance 
shop and technical school_ 

20'- OHMS-PIR-VOLT DC S.- OHMS-pn-VOLT At 
61 RANGES 
IX'IA .. LOW IE'ISTANCE lANGE 2 ohms at center scale 
EXTRA-LOW VOLTAGE RANGES 0.3 V full scale DC, 
1.2 V full scale AC 
EXTENDED LOW-CURRENT .A!'IGE 60 pA first DC range 
EXTRA"LARGE ,I,," mirrored-scale PACE MnEI 
DC POLARITY REVERSING SWITCH 
WIDE fREQUENCY RESPONSE AC AND DI RANGES 
"TrANSI"" POSITION ON lANGE SILECTOR 
'DC VOLT.·.GE RANGES 20.000 ohms-per-volt (neg. and 
pos. reading) 0-0.3-1.2-3-12-60-300-600-1200-6000 V. 
• AC AND OUTPUT VO",iGE RANGES SOOO ohms-per­
volt (wide frequency response); built-in 600 V block~ 
ing capaci':or; 0-1.2-3-12-60-300-600-1200-6000 volts 
7 DC CURRENT RANGES (neg. and pos. reading) 
0-60-300 ,.amps; 0-1.2-12-120-600Ma; 0-12 amps 
S RESISUNCE RANGES (self-contained batteries) 
0-200-2000-200.000 ohms; 0-2-20 megohms 
• WIDE-fRrQUENCYDECI.E' RANGES_20 to +77 Db 
1,. MULTIUIERS AND SHUNTS 
DIMENSIONS 5-%" x 7" x 3!.11 H 

NET PRICE ................................................ $44.95 

MODEL 120M HIGH·ACCURACY 
LABORATORY-TYPE MIRRORED·SCALE V-O-M 

Designed for Industrial and lab. arPlicatlons. It in­
corporates every feature and all 0 the wide-spread 
ranges of Model 120 PLUS the features listed below. 
20,000 OHMS-'EI-VOLT DC 5,000 OHMS·,EI .. VOLT AC 
'1.-;' ACCURACY MULTIPLIERS AND SHUNTS 
I·;' ACCURACY MIRRORED-SCALI PACI MITER 
HIGH-ACCURACY MULTIPLIERS AND SHUNTS AND METER 
±I!h% accuracyDC.±3% AC 
ALL OTHER PHYSICA, AND ELICTRICAL SPECIFICATIONS 
are identical with Model 120described above 
DIMENSIONS SYo" x 7" x 31-0" 
NET PRiCE .................................................. $55.95 

MODEL 110 

corporating an unmatched com­
bination of ranges and func­
tions for use In Industrial 
and service applications. 

20.- OHMS-PER_VOLT DC S.- OHMS-PER-VOLT AC 
7 DC VOLTAGE RANGES (20.000 ohms-per-volt) 
O-O.3-I.S-6-30-) SO-600-3OO0 volts' 
6 AC VOLTAGE RANGES (S.OOO ohms-per-volt) 
0-I.S-6-30-IS0-6oo-3ooo vollS 
5 DC CURRENT RANGES 0..60-600 ~A; 0-6-60-600 Ma 
3 RESISTANCE RANGES ( .. If-contained batteries) 
0-2000-200.000 ohms; 0-20 megohms 
6 DECIIEL IANGES from -20 to +71 Db 
RUGGED 3'/0 INCH WIDE-VISION PACE METEI 
I % MULTIPLIERS AND SHUNTS 
DtMENSIONS, 1-11/16" x 3!h" x S%" 
NET PRICE .................................................. $35.95 

11 ME~Pc~;~ V~~-M 
· .. -; . ". WITH PEAK-TO-PEAK 
:> ' -:::':''2~ VOLTAGE RANGES 
-- .. - . A wide·range AC'operated gen-

.. ___ .... _ eral·purpose electronic multi .. 
• _~. _. • . rangetesterespeciallydeveloped 

• ~:~. ~~e'l::!i:::.eV~~~~~:~r ':'::i 
---- price. Designed for industrial 

applications, maintenance, general electronic service 
and technical .chool •. Complete with 3-way Coaxial 
DC-AC Probe and internal ohmmeter battery_ 
5 PLUS (+) AND 5 MIliUS (.:..) DC VOLTAGES 
(left-hand zero) 1311" megohms input resistance, 
0-3-12-60-300-1200 volts DC 
S WIDI-SPREAD RESISTANCI RANGES 
0-1000-100.000 ohms; 0-1-100-1000 megohms 
5 HIGH-IMPEDANCI R.M.s_ AC VOLTAGE RANGIS 
0-3-12-60-300-1200 volts R.M.S. 
S PEAK-TO-PEAK VOLTAGE RANGIS 
direct reading 0-8-32-160-800-3200 vollS poP 
5 STABiliZED ZERO-CENTER RlnRINCI RANGIS 
specifically provided for simplified FM discriminator 
balancing, voltage polarity determination, etc. 
• HIGH-FRIQUENCV RF PROII RANGES 
(available through use of accessory Crystal Probe. 
Model RF-12) 0-3-12-30-120 RF volts (R.M.S.) 
ONE COAXIAL I-WAY VlVM PROII 
1'110 MULTIPLIERS AND SHUNTS 
WoolD Sv." WIDI-VISION PACI METER 
DIMINSIONS SYo" x 7""" x 3!h" 
NET PRICE . $71.95 
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MODEL 88 
HIGH-IMPEDANCE 

LABORATORY-TYPE 
VACUUM TUBE VOLTMETER 
with PEAK-TO-PEAK VOLTAGE 

RANGES TO 3200 VOLTS . 
Specially-engineered peak-to­
peak voltage ranges afford a 
new high in peek-ta-peak read­==;;;;;{i .... ..:..'" Ing accuracy of pulsed wave­

forms as ano encountered in industrial control equip­
ment, TV and similar applications. 
MODEL . B8 •. complete with 3·way Coaxial VTVM 
Probe, detachable AC line cord 
7 FUNCTIONS 40 RANGES 
6 TRUE ZEIO-CINTER DC VOLTAGI RANGIS 

62~~ ;;~!.o~~: ~f~~) ±6O. ±3oo. ±1200 volts DC 
5 OHMMITER RANGES 
0-1000-10.000 ohms, 0-1-100-1000 megohms 
6 MINUS H AND 6 PLUS (+) DC VOLTAGI UNGES 
(left-hand zero) 13 II" megohms input resistance 
0-1.2-6-12-60-300-1200 volts 
6 HIGH-IMPEDANCE I.M.S_ AC VOLTAGI RANGIS 
0-1.2-6-12-60-300-1200 volts R.M.S. 
6 HIGH-IMPEDANCE POP AC VOLTAGE RAHGES 
0-3.2-16-32-160-800-3200 volts poP 
5 HIGH-FREQUENCY PROlE RANGES- Input approxi­
mately' 5 mmf, 0-1.2-6-12-60-300 volts R.M.S. (Re­
quires accessory High Frequency Vacuum Tube 
Probe. Model RF-IOA) 
I UNIVERSAL COAXIAL DC-AC Y,TYM PROBE 
1'1." WIDE-VISION PACI METER 
1'11> MULTIPLIERS AND SHUNTS 
DIMENSIONS S%" x 7" x 31-0" 
NET PRICE ................................................. $89.95 

DECADE RESISTORS 
Designed fo, use as lab. standards, and general in-

dustriall;oratory use. ~! ; 
~!~ ~ 

1203W 1204 'J~ 1205'::O~~ 
MODEL 1203 999 ohms in steps of 1 ohm 
(5 dials), size 11~" x 4" x 5"'"_ 

NET PRiCE .................... $74195 

MODEL 1204 9.999 ohms, in steps of 1 
ohm (4 dials), size 14W·. 4".5"'''. 

NET PRiCE .................... $89.95 

MODEL 1205 99.999 ohms In steps of 1 ohm 
(5 dials). size 11'4" x 7 ... • x 5',4". 

NET PRICE .................. $I09.95 
ACCURACY WITHIN ±O.l % except I-ohm units which 
are· adjusted to ±D.iS% 
IXCILLENT STAIIUTY achieved through use of se­
lected alloys, ceramic forms and careful high·tem­
perature aging 
TlMPEIlATUIE COIFFICIINT OF RESISTANCE less than 
±O.OO2% per degree Ce;ntiarade; minimum residual 
reactances 
TlRMINALS Insulated Jack-top Posts 

~;~ DECADE CAPACITOR MODEL 1303 
.~ ~~b:h~c:..inad'li1~ald!~:u~; 
.' '. stability and wide range ano 

Important. 
CAPACITANCI RANGI .001 mf to 1.110 mf 
THREE DECADI UNITS in steps of .001 •. 01 and 0.1 m( 
ALL UNITS ACCUIATI WITHIN ±1'11o 
MAXIMUM VOLTAGI 400 V peak or DC 
TlRMINALS Jack-top Binding Posts 
METAL CASE AND PANEL for maximum shielding 
POLYSTYRINE AND IILVIRID MICA CAPACITORS 
DIMINSIONS 11 ~" x 4" .. S\4" 
NET PRICE ............................................... $89.95 

MODEL E·310 
WIDE RANGE SINE AND 

SQUARE WAVE GENERATOR 
The only generator on the mar­
ket today to offer both line and 
squa..... wave coverage from 5 
cps to &00 Kc at a moderate 
pric •• 

EXTRA-WIDE FREQUINCY RANGI A.ne and square 
waves from S cycles ~r second to roo Kc in S 
decimal bands; ±2 % reading accuracy (or I cycle) 
OUTPUT CNARACT .. ISTICS within ±I Db o ... r each 
band and within ± I Db band-ta-band 
DISTORTION less than I % from S cps to roo Kc 
LEVEL, Sine wave. 10 volts R.M.S. into roo ohms; 
Square wave, 10 volts p .. p, 0.2 psee; rise time; 
4-position step attenuator and continuous amplitude 
control 
MITERING TlRMINALS at fron. of ,Panel for cooven­
ient monitoring of, output level VJa use of external 
VTVM. YOM or VU meter. 
." DI"METII TUNING DIAL with 12-1 drive ratio; 
provides scale lengths of 8S" over the S bands 
O:MENSICNI 9" • 11!h" • 11 \4 .. 
NIT P~ICE ................................................. $199.95 

Net 

MODEL '10·60 Elertrorzamic 
TUBE AND TRANSISTOR 

., .. ~... TESTER with ULTRA-5ENSlnVE 
". ...... • DIRECT-READING GAS TEST 
'. •••••• An advanced, industrial-type In-! QlilIIlill!l~ strument engineered to meet 
•• ~... •• the needs of modem electronic 

"~;7'~~ J =~~i~i:nrnst';;,".::':ra~~ 
__ find an important place In the 

::-=~r:: .:':,~ri::'::::,:~,,:~r.:.:.. ~~: 
bination of functions at a remarkably low price. 

~!:.?:~n~'!i:-II=~.:r .. r':.nT.':.~Slstor Adapter 
TlsTS 
1. VACUUM TUIIS 
2_ LOW AND HIGH POWIR 'TRANSISTORS 
I. CRYSTAL DIODIS 
4. VOLTAGE REGULATOR TUIES 
I. TV PICTURE TUIES 
TUIE TESTING: 
POSITIVE, ALL-INCLUSIVE fiST OF TUIE PERFORMANCI 
not limited to mutual conductance alone; effectively 
tests tubes over complete path of operation, not at 
just one arbitrary point . 
ULTRA-SENSITIVE GAS TEST CIRCUIT detects 
gas content on PACE SO.A S!h" meter 
fREE-POINT LEVER ILEMENT SELECTOR SYSTEM 
affords utmost protection against obsolescence 
DUAL SHORT -CHECK SENSITIVITV special low-voltage 
short<heck circuit 
BUILT-IN PIN STRAIGNTENERS for 7-' and 9-pin types 
'ISTS 'UIIS for regulation, at manufacturers' 
specified current limits 
PROVIDES FOR TESTING FOREIGN-TYPE TUIIS 
S-WINDOW GEARED ROLL CHAIT provides the ultimate 
in space for data listing for all tube and transistor 
test settings 
TV PICTURE TUI. TESTINGI 
SPECIALLY-ENGINEERED CIRCUIT provides picture­
producing beam current test (requires optional ac .. 
cessory Model PTA Picture Tube Cable Adapter and 
Model PAA 110' Socket Adapter) 
TRANSISTOR AND CRYSTAL DIODE TlSTlNG 
WIDESPREAD Icbo RANGES COVER ALL TYPES O' 
TRANSlnORS low, medium and high power 
WIDE· RANGE OF COLLICTOR POTENTIALI 
05 volts DC to 160 volts Q.C in 22 steps 
DIRECT READING IIETA RANGES circuit provides for 
separate injection currents for low and high-power 
types 
CRYSTAL DIODE TEnS ·22 DC voltages for 
forward and reverse current tests 
LEVER SELECTOR PLUS UNIVERSAL SEMI-CONDUCTOI 
ADAPTIR provides accommodations for all present 
and future semi<onductor releases 
GENERAL INFORMATION: 
TUIE AND TRANSISTOR TEST DATA SUBSCRIptiON 
SERVICE FREE to registered owners for first year i 
thereafler at a nominal cost 
DIMENSIONS 20' x I S" x 7" 
NET PRICE ........................ .. ... $236.95 

MODEL 10-40 
Electl'orzamic TUBE TESTER 

with DIRECT-READING GAS TEST 
A superbly-designed Industrial-type Instrument en-

r~~~e;:'.~:;,:!:~d~ ~~tlr~i:.~-i:'~~:.r:~5u':. 
tancealone. 
TESTS 

1_ VACUUM TUIIS 
2. VOLTAGE REGULATOR TUIIS 
3. TV PICTUIE TUIIS 
YUlE TESTING: 
POSITIVE, ALL-INCLUSIVI TEST OF TUII PEIFORMANCE 
not limited to mutual conductance aJone; effectively 
tests tubes over complete path of operation 
ULTRA-5INSITIVI GAS TlST CIICUIT direclly delec18 
troublesome gas content via built-in V·T.v-M 
TESYS ALL MODliN YUlE TYPII INCLUDING 
SU_,N,ATURES 
'R .. -POINT LEVI. RIMINT SELECTOR' SYSTEM 
afford. utmost protection against obsolescence 
DUAL SHOIT-CHICIC SINSITIVITY speciallow-vollaae 
short--check· circuit 
IUILT-IN PIN STRAIGHTINIIS for 7- and 9-pln types 
TESTS YUlIS for nesulation, al manufacturers' 
specified current Ihnits 
PROVIDIS '01 TIlTING _IION-TYPI 'UIIS 
a-WINDOW GlARED IOU CHAIIT provides the ultimate 
in space for dat~.,listillll for aD lUbe and te.t settinp 

.t. TV' PICTURI TUli 'IITING 
SiIi!cIALLV-INGINIlIID Cliam provides for picture­
producing beam current lest (requires optional IOC­
cessory Model PTA Picture Tube Cable Adapter and 
Model PAA 110' S\lCket Adapter) 
GENIRAL INPOlMATION 
YUlE TIlT DATA IUIICRIJITION IIIVICI FI .. 
to relistered owners f« first year; thereafter at a . 
nominal cOlI 
DIMINSIONS 20" x'IS" x 7· 
NET PRICE ................................................ $175.95 

.Res. u.s. Patent Of/i" 
ALL PRECISION TEST EQtJlPMENT IS 
GUARANTEED fOR ONE FULL VEAR 
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SECTION 2900 

ELE('TRONIC TEST EQUIPMENT 

MODEL 960 TRANSISTOR AND 
CRYSTAL DIODE TESTER 

.I~_.-._ •. 
t ...... ffi":~ •. : 

.~t-

A comprehensive semi~ conduc­
tor test set for reli.ble testing 
of transistors and crystal di­
odes_ Operating par. meters 
have been engiheered in co­
operation with leading semi-

....,. conductor manufacturers. Line 
operated, complete with Transistor Test C.ble. 

"un 
I. LOW .. OWIR fRANSISTOIS 
2. MIDIUM-POWII TRANSISTORS 
J. POWII TIANSISTOIS 
4. CIYSTAL DIODIS 
DIIICT lebo IIADINGS 
FIYI kbo IANGES cover all types of transistors -
low, medium and high power; n-p-n and p-n-p types 
WIDI IANGI OF COLLECTOR 'POTENTIALS . 
O.S volts DC to 100 volts DC in 17 steps 
DIRICT-RIADING IITA RANGIS. Circuit provides for 
S injection currents for Jow,medium and power types 
CRYSTAL DIODI TESTS. 17 DC voltages for reverse 
current tests; also provjdes for forward tests­
WID I-ANGLE SY." 100 MICROAM'· PACE· METER 
TRANSISTOR TEST SITTINGS listed on roller chart 
PATCHCORD ELEMENT SELECTOR SYSTEM AND UNIYER. 
SAL SEMI-CONDUCTOR ADAPTER provide for accom­
modation of future semi.conductor releases 
HIGH-SPIED GEARED ROLL CHART 
TRANSISTOR AND CRYSTAL DIODI TEST DATA SUI. 
SCRIPTION SERVICE 'REE to registered owners for 
first year. thereafter at a nominal cost 
DIMENSIONS [8" x [O~" x 614" 
NET PRICE ................................................. $109.95 

••••.....•.•......................... 

~."'. MODEL E-200C 
• ~ __ MULTI·BAND 
.; '(ff,~'l'.. SIGNAL-MARKING GENERATOR 
' .• ~ :'!!':-".- The f.mous general purpose RF 

~~ '." _ .!.! signal generator whose excep-
.•. :;.;..:~ tional stability and acc~r.cy 
_~ .• :'.. h.ve m.de It the #1 chOice of 
•. _!:":~' - . - technicians and schoo's every· 

where. Also serves as an accu­
rate vari.ble-frequency M.rker Generator. 
MODEL E-ZOOC, complete with output cable. 

FRIQUINCY COYIRAGI 88 Kc to 440 Me 
(to 110 Me on fundamental) 
'Yo" IRUSHID ALUMINUM DIAL direct reading in 10 
bands up to 440 Mc; I % accuracy on all bands 
0·1000 POINT YIRNIIR SCALI 
THE CIRCUIT 6AU6 in stable E.C.O. circuit; 6U8 
audio osoillator-modulator; SY3 full wave rectifier 

4oo-CYCLE SINE WAYI AUDIO OSCILLATOR with 
over SO volts oulput, fully adjustable at front panel 
DUAL-INIILDID RF ATTENUATORS 

COMPARTMINT SHIELDING of vital components; 
AC line is RF filtered 

m\~D~gN~~~rJ:~ OUTPUT CAlLI AND (LO-HI) 

FOUR TYPES OF SIGNALS. Unmodulated RF, 400 cps 
Modulated RF, Externally-modulated RF, 400 cps 
Audio Output 
DIRICT.READING YARIAIU MODULATION CONTROL 
0-[00%; triples signal ulility as againsl obsolete 
fixed or stepped modulation of only 30% or 40% 
'UILT-IN AYC.AGC liAS SUBSTITUTION 

EACH INSTRUMINT INDIYIDUALLY HAND CALIHATED 
DIMINSIONS II~" x 13" x 6%" 

NET PR[CE .............................................. $109.95 

.•................................... 
MODEL E·4QO 

SWEEP S[GNAL GENERATOR 
Application-engineered for FM 
and TV visual .lignment pra­
cedures. Unp.ralleled st.nd.rd 
of performance and value for 
the efficient TV and FM service 
I.b and test bench. Complete 

'II.:tl=--=="" ~~e2 ~:;""r.~le :.,n:'e!;5 1:3:: 
DIRECT FI.QUINCY READING 3 to 900 Me in 8 bands; 
harmonically calibrated from 390 to 990 Me 
ALL YHF CHANNILS DIIECTLY CALllRATED on tuning 
dial (channels 2 thru (3) 
'112" SATIN .RUSHID·ALUMINUM TUNING DIAL 
INTERNAL RnRACE NANKING CIRCUIT 
elimin.les. dual traces 

NAIIOW AND WIDI.IAND ZIRO.CINTII SWIEP 
clRcun 0-[ Mc and O-IS Me 
DUAL CONTINUOUS IF ATTINUATORS lrip[e shielded 
WIDI-RA_ PHASING CONTROL 
MULTIPLE CRYSTAL MARKII-cAUIlllATOI built-in; 
0.02% accuracy; 4.S Mc and 2 Mc crystals supplied 
TDMINATED IG/U TYPI COAXIAL OUTPUT CAlLI 

DIMSNSIONS II v.." x 13" x 6%" 
NET PRICE ......................................... $194.95 

© U.C.P., Inc. 

MODEL ES·550B 

. :~_m_',.:_:._:_·:,': The c~:§~!~~~.bo~-
"'!.. tory, industrial and electronic 

• -:.... • technicians' requirements for 
.• _ ••.• I a rugged, dependable instru-
• • ... • I ment for broadest coverage of i :"\~,., oscilloscope applications in .. 

.- . eluding color TV. Provides .n 
unp.ralleled stand.rd of .. tra-high sensitivity with 
full 5-megecycle wide-frequency response. 
RESPONSE, 10 CYCLES 10 5 MEGACYCLES 
PUSH.PULL WID I-lAND YERTICAL AM,LIFIER 
10 MV (,01 volts) per inch sensitivily 
Cathode-follower Input: 2 megohms and 22 mmf 
Response I Db from [0 cps to 3.5 Mc; 3 Db at S Me 
3-POSIIION YERTICAL STEP ATTENUATOR 
frequency-compensated; XIOO, XIO, Xl 
DIRICI-RIADING PEAK.TO_PIAK YOLTAGE 
CALIIRATOR permits use of oscilloscope as depend­
able high-impedance Vacuum Tube Voltmeter 
YERTICAL 'ATTERN REYIRSING 'SWITCH 
PUSH-PULL WIDI.RANGE HORIZONTAL AMPLIFIER 
100. MV (0.1 vaIlS) per inch sensitivity 
Cathode-follower Input: 2 megohms and 22 mmf 
Response I Db from 10 cps 10 1.0 Mc; 3 Db at 2 Me 
3-POSIIION HORIZONTAL SIEP ATIENUATOR 
rrequency compensated; XlOO, XlO, Xl 
LINEAR MULT' .. Y'IRATOR SWEEP CIRCUtr 
10 cycles 10 100 Kc; aulomatically synchronized 30 
cycles and 7875 cycles sweep for TV sync-puis. 
analysis; amplified sweep retrace blanking 
AMPLIFIED AUIO·SYNC CIRCUIT 
FOUR.WAY SYNC SELECTION 
Internal negative, Internal Positive, External & Line 
3000·YOLT INTINSIFIER ANODE 'OIENTIAL 
assures utmost visibility of oscilloscope traces for 
pulsed wlveforms and high frequencies 
"z" AXIS INPUT TERMINAL 
for blanking, timing and marking 
IUILT·IN 60 CPS PHASING AND BLANKING CONTROLS 
ALL 4 DEFLICTION PLATES READILY AYAILABLE 
HIGH.CONTRA5I FILTlI.TYPE ILLUMINAIED 
GRATICULI 
CAMERA MOUNT BEZEL 
DIMENSIONS 814" x 14~" x [8~" 
NET PRICE ................................................ $274.95 

.....................•......... _ .... 
MODEL ES·525 

GENERAL PURPOSE 
5" OSCILLOSCOPE 

This highly",table general-pur­
pose oscilloscope affords the 
maximum in performance and 
operation flexibility at mod­
erate cost. 

'USH-PULL YE,TlCAL AMPLIFIER 
Response: 3 Db from [0 cps to 500 Kc; 
6 Db 10 700 Kc 
20 MV (.020 V) R.M.S. per inch sensitivily 
Input: 3.3 Megohms and 40 mmf 
I-POSITION YERIICAL SIEP ATTENUATOR 
frequency compensated XIOO, XIO. Xl 
DIRECT-READING BUILI·IN p., YOLTAGE CALIBRATOR 
EXCELLENr SQUARE WAYE RE5PONSE20 cps to SOKc 
PUSH-PULL HORIZONTAL AMPLIFIER 
Response: 3 Db from 10 cps 10 150 Kc (at full gain) 
60 MV (.060 V) R.M.S. per inch sensitivily 
Input: 2.2 Megohms, 30 mmf . 
INTERNAL LINEAR SWEEP 10 cps to 100 Kc 
as low as 2 cps with external capacitor 
SYNCHRONIZAIION Neg, Pas, External and Line 
IUILI·IN SINE SWEEP PHASING CONTIOL 
"z" AXIS MODULATION INPUT TERMINAL 
DEFLECTION PLATES AT RIAR 
AUDllLE MONnORING FACILITIES via tip jacks 
ILLUMINATED GRATICULI (YARIAlLE INTENSITY) 
CAMIRA MOUNT BEZIL 
DIMENSIONS 814" x 14~" x 18~" 
NET PRICE .................................................. $197.95 

...•............••..••......•..•.••. 
MODEL SP-5 

OSCILLOSCOPE TEST PROBE SET 
·[mport.nt accessorIes for application of an oscil­
loscope to sensitive electronic circuits and to anal­
ysis of complex waveforms. For use with all previous 
and current PRECISION Oscilloscopes_ 
SET INCLUDES, 
NIGH·IM'EDANCE/LOW-CAPACITY PROBI 
-10 to I'divider type . 
CRYSTAL DIMODULATING 'ROBE 
RISISTIYI ISOLATING paOIE 
DIRECT PROBE (shielded)-plus M~ter Cable 
NET PR[CE .................................................... $29.9!S 

ALL PRECISION TEST EQUIPMENT IS 
GUARANTEED FOR ONE FULL YEAR 

Net 

IPRECISIONI 
TEST INSTRUMENTS BY 

PACOTAONICS 

NOW INTRODUCES 

AN ALL NEW LINE 

OF BUDGET PRICED 

TEST INSTRUMENTS 

FOR INDUSTRIAL 

MAINTENANCE AND 

COMMUNICATIONS. 

• MODEL RS·24, Regulated power 
supply _ ... _ ... _ ... _,_ ... ____ ...... nel price $ 99.95 

• MOOEL 650, Grid circuit analyzer 
lube tester .... __ .. _ ... _. __ ... _net price 69.95 

• MODEL ES·150, Wide band 
oscilloscope net price 149.95 

• MODEL 48, VTVM . _ .. net price 55.95 

• MODEL IC·60, In-circuit capacitor 
tester _ .. _ .. _____ . __ ._._ ... _ ....... net price 32.95 

• MODEL P·28, Battery eliminator 
and charger __ ... _ ... _. __ ..... net price 64.95 

• MODEL CB·26, Resistance-
capacity-ratio bridge .... net price 79.95 

• MODEL ST·22, RF-AF signal 
tracer ._ .. _ ..... _._ .......... __ ..... net price 59.95 

• MODEL 1904, Decade 
condenser ...... ,_ .......... _ .. net price 29.95 

• MODEL 1601, Decade 
resistor / divider _ .......... net price 29.95 

• MODEL 1803, Condenser 
substitution box _ ....... _ ... net price 12.95 

• MODEL 1702, Resistance 
substitution box _ ....... ___ net price 15.95 

• MODEL E·75, RF signal 
generator ....... _,_ ... _ ........ net price 49.95 

It's the 1961 
PRECISION/PACE Catalog 
oj Electronic Test Equipment 
lor INDUSTRY. 

COMMUNICATIONS· 
SERVICE· 

providing detailed specification. 01 the 
PRECISION instruments on the.e pages 

Plus 
MOOI;L 660. Tube and Tra",istor 

Checker -
MODEL 640, Tube Checker 
MODEL E-420, Dot and Bar Generator 
MODEL E-440, Color Bar Generalor 
MODEL 100, Y-O-M 
MODEL 98, YTYM 
MODEL SS·10, Series String Filament 

Checker 

Write jor your copy to: 
Precision Apparatus Company, Inc_ 
(a subsidiary of Pacetronics, Inc_) 

Glendale 27, New York 
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SECTION 2900 

WV-38A Y-O-M (KIT or WIRED) 
Ohms-divider network fuse-protected. Easier-to-read scales on extra­
large 514 inch meter. Polarity reversal switch. Full-wave bridge rectifier. 
Less circuit loading. Standard dbm ranges. 

Extra I-volt and 0.25-volt (250 mv) ranges. 

Handle clips accommodate probes and test le~ds for extra carrying con­
venience. 

The WV-38A VOM has an input resistance of 20,000 ohms-per-volt on 
dc and 5,000 ohms-per-volt on ac and an accuracy of ±3% of full scale 
on dc, ±5% of full scale on ac. Regular scales: 2.5, 10, 50, 250, 1000, 
5000 volts, ac and dc; 50 /Lamp, 1, 10, 100, 500 rna, 10 amps (dc); plus 
extra scales of 250 mv and I-volt (dc)! Frequency response (ac), flat 
from 10 cps to 50 Kc with usable response at 500 Kc. Ohms-3 ranges­
R x 1 (0-2,000 ohms), R x 100 (0-200,000 ohms), R x 10,000 (0-20,-
000,000 ohms). Dimensions: W 514" x H 61'" x D 3~". 

WG-270A Accessory Carrying Case for 

WV-38A YOM $4.95* 
"User Price (Optional) 

$29.95* WV-38A(K) YOM Kit 
$43.95* WV-38A YOM (factory wired and calibrated) 

WA-44C AUDIO SIGNAL GENERATOR 

SINE/SQUARE WAVE OUTPUT 

$98.50* Complete with 20 page instruction booklet. 
"User Price (Optional) 

WR-64A COLOR-BAR/DOT / CROSSHATCH 

GENERATOR 

$189.50* 
Complete with RF output cable, cable-carrying bracket at­
tachment and instruction booklet. 

"User Price (Optional) 
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The Compact WA-44C is ac operated from a 50-to-60 cycle, 105-125 
volt source, and covers in four bands a range from 20 cps to 200,000 cps. 
Can be used for a wide variety of applications, including the measure­
ment of frequency response characteristics of audio amplifiers, and the 
testing of loudspeakers and enclosures or finding the impedance of LC 
combinations. Width 101¥!\i", Height 7", Depth 6¥S". 

The circuit of the sine-wave function consists of a "Bridged-T" oscilla­
tor with a cathode follower output stage. The square-wave output is de­
veloped by using the sine-wave oscillator output to drive a clipping and 
shaping circuit. Produces a stable signal with an amplitude variation of 
not more than ±1.5 db. Total harmonic distortion is limited to 0.25% 
over the range of 30 cps to 15 kc. 

• Switch selection for sinewave or squareware output 

• Simple one-scale dial 

• Separate 60 cps output for intermodulation distortion measurements 

• Wide frequency range, 20 cps to 200,000 cps. 

• Less than 14 of 1% distortion over the audio-frequency range 

For checking over-all operation of Color-TV receivers. A "must" for ad­
justing and trouble-shooting color phasing and matrixing circuits. Gen­
erates signals for producing ten bars of different colors simultaneously. 
Also provides extremely stable fine-line crosshatch and dot patterns free 
from "jitter" and "crawl". Fixed number of bars and dots facilitate ad­
justment of over-scan (height and width) and linearity in both color 
and black-and-white sets. 

The Color-Bar and Dot/Crosshatch generating functions require no 
external sync connections. All three patterns are RF outputs, factory set 
to channel 3 (can be set to channel 4). A sound carrier is provided to 
permit accurate adjustment of the fine-tuning control on the receiver. 

The WR-64A features a chroma control helpful in checking color sync 
lock and color AFC alignment. The color sub-carrier frequency, the 
horizontal sync-pulse frequency, and the "bar" frequency are all crystal 
controlled. A shielded output cable is provided with the instrument. 
Width 13~", Height 10", Depth 7%". Weight only 13 pounds. 

Net © U.c.P:, Inc. 



SECTION 2900 

ReA TEST EQUIPMENT 
FOR SERVICE, INDUSTRY, SCHOOLS, LABORATORIES 

Application: provides direct reading of peak-to-peak voltages of complex 
waveforms f(lUnd in video, sync and deHection circuits. Includes an improved 
circuit provlamg 3% accuracy full scale on both ac and dc measurements with 
better than 1% tracking error. Separate color-coded, peak-to-peak and rrns­
voltage scales in two distinctive colors simplify rea.dings. Features die-cast 
aluminum case; high input resistance; electronic protection against burnout; 
rugged 200-microampere meter movement; and precision multiplier resistors 
with accuracy of ±1%. 

• Large 6'/2" easy-to-read, full vision 
meter (26 sq. in.). 

• Measures complex waveforms direct­
ly from 0.2 volt to 4200 volts peak-to­
peak in 7 overlapping ranges. 

• Measures rms values of sine waves' 
from 0.1 volt to 1500 volts in 7 over­
lapping ranges. 

• Measures from 0.02 volt to 1500 volts 
de on two scales in 7 overlapping 
"3_to_l" ranges. 

• INPUT RI:SISTANCE - II megohms on 
all de ranges. 

• Measures resistance from 0.2 ohms 
to 1000 megohms on single scale, 
with 7 overlapping ranges. 

• FREQUENCY RESPONSE - 30 cps to 
250 Me with WG-301A Crystal-Diode 
Accessory Probe. 

• Compact design: 7" wide, 334" deep, 
61f2" high. 

Kit features pre-assembled etched-circuit board and pre-assembled DC/ AC-OHMS Pro·be. 

WV-77E VoltOhmyst® (Kit or Wired) 

WV-98B Senior VoltOhmysf® 

(Kit or Wired) 

$62.50* WV-98B(k) Senior Volt Ohm­
yst Kit. 

$79.50* WV-98B Senior Volt Ohmyst 
(Factory Wired). 

"User Price (Optional) 

The WV -77E features Hat frequency response ±5% from 40 cps to 5 
Mc on the 1.5, S, and IS-volt rrns ranges and the 4, 14, and 40-volt 
peak-to-peak ranges. The WV-77E measures dc from 0.02 volt to IS00 
volts, rrns ac from 0.1 volt to ISoo volts, peak-to-peakac from 0.2 volt 
to 4000 volts, and resistance from 0.2 ohm to 1000 megohms-all in 
seven overlapping ranges! Full-scale accuracy is ±3% on dc and ±S% 
on ac. Meter is electronically protected against burnout. Separate scales 
are provided for low ac measurements. Input resistance is standard 11 
megohms. Width S%", Height 7~1I, Depth 4~1I, Weight SIbs. 

• Sleeve on handle stores prpbes and cables 

• Fuse in ohms circuit prevents accidental burnout 

• Circuit minimizes effect of residual gas in bridge tube 

• Color-coded scales for easier, faster readings 

• Ultra-slim probes and extra..f'lexible cables 

$29.95* WV·77E(K) VoltOhmyst Kit 
$43.95 * WV-77E VoltOhmyst (Factory­
Wired) 

(Prices for WV-77E(K) and WV-77E include dc 
probe and cable, ac/ohms probe and cable, ground 
lead and clip, and instruction booklet. Assembly 
instruction sheet is provided with the WV-
77E(K) VoltOhroyst Kit.) o Use. Price (Optional) 

Application: measures dc voltages accurately in high-impedance cir- WV-87B Master VoltOhmyst® 
cuits even with ac present; reads rrns values of sine waves and the 
peak-to-peak value of complex waves or recurrent pulses even in 
presence of dc. Invaluable for television, radar and other types of pulse 
work. Has the accuracy and stability necessary for many laboratory 
applications including a mirror scale. 

• ±2% accuracy on ac and de volts. 

• Measures resistance from 0.2 ohm to 1000 megohms, current from 10 
microamperes to IS amperes. 

• Features ± 1 % multiplier and shunt resistors. 

• Zero-center scale adjustment for d:scr1minator alignment. 

• Sensitivity on 1.5 v range - 7.3 megohm/volt. 

• DC polarity reversing switch. 

• Measures de Voltage from 0-1500 volts; ac from 0-1500 volts rms; 4200 volts 
peak-to-peak. 

• Frequency Response-30 cps to 250 Me using auxiliary WG-301A Crystal­
Diode Probe. 

© U.c.P., Inc. Net 

$137.50* complete with probes and cables; 
including WG-299D DC/ AC-Ohms Probe and 

Cable, current cable, ground cable Insulator, 
instruction booklet. 

*User Price (Optional) 
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RCA TEST EQUIPMENT 
FOR SERVICE, INDUSTRY, SCHOOLS, LABORATORIES 

WO-33A OSCILLOSCOPE (Kit or Wired) 
The WO-33A 3-inch Oscilloscope is the "all purpose" scope! All the 
bandwidth you" need for servicing color ·-rV, video broadcast monitors 
and cameras; and for square-wave testing ot audio and ultrasonic equip­
ment! All the gain you need for low-level audio work - servicing 
pickups, microphones, preamps; plus signal-tracing radios, amplifiers­
trouble shooting communications signaling systems, ham radio and hi-fi 
equipment, industrial electronics machinery and other applications. 
With vertical amplifier in narrow-band position, sensitivity is 3 rms 
millivolts/inch; bandwidth within -3 db, 20 cps to 150 Kc. Wide band 
position: sensitivity 100 rms millivolts/inch; bandwidth within -3 db, 
5.5 cps to 5.5 Mc. Sweep circuit: Sawtooth range from 15 cps to 75 
Kc; sync - external, ± internal; line sweep - 160 0 adjustable phase; 
sync range-to 4.5 Mc. 

• for accuracy-voltbge-calibrated frequency-compensated, 3-to-l step atten­
uator 

• for measurements-scaled graph screen and calibrating voltage source al-
lows direct reading of peak-to-peak voltages 

• for stability-"plus-minus" internal sync ... holds .ync to 4.5 Me 
• for completeness-shielded input cable with low-capacitance probe included 
• for portability-compact size-W 61f.z" x H .834" x D 10'4"-weight only 14 

Ibs. Plus built-in brackets to hold power cord and cables 

$79.95*-WO.33A(K) Oscilloscope Kil· 

$129.95 * -W0-33A Oscilloscope 

(Prices for the WO-33A(K) and WO-33A in­
clude Direct Low-Cap probe and cable, and in· 
struction booklet. 

o Use, Price (Optional) 

WO-91 A 5" OSCILLOSCOPE Application: for production and servicing both black-and-white and color TV 
receivers. Used to measure color burst signals and for trouble-shooting wide­
band color circuits, signal tracing and aligning wide-band video amplifiers, and 
chrominance circuits. A multi-scale graph screen makes peak-to-peak voltage 
measurements as simple as with a VTVM. Response:" Wide-band within 3 db 
from 10 cps to 4.5 Mc; High sensitivity within -1 db from 3 cps to 0.5 Mc: 
within -6 db to 1.5 Mc. Sensitivity: .05 volt peak-to-peak per inch (0.018 

. volts rms) in high-sensitivity position; 0.15 volt peak-to-peak per inch (0.053 
volts rms in wide-band position). 

• Voltage - calibrated, frequency - com­
pensated, 3-to-l step a·ttenuator for 
"V" amplifier. 

• Shielded vertical-input connector and 
shielded cable minimize hum, stray 
field pickup. 

• Input Resistance-l megohm shunted 
by 40/L /Lf. Lo capacitance position -
10 megohm shunted by 12.5 /L/Lf. 

• Z-Axis input 12 volts for blan.king. 

• Preset "Y" and "HII sweep positions. 
• "Plusll or "Minus" internal-sync 

selector. 
• Positive-lock internal sync. 
• Sweep Frequency: 10 cps to 100 Kc. 
• Maximum ac input: 600 volts peak­

to-peak. 
• Weight: 30 Ibs. Size 131f.z" x 16'h" 

x 9". 

$239.50* complete with WG-300B two­
way Direct/Low.Capacitance Probe and Cable, 
alligator clip and insulator, ground cable; green 
graph screen. Instruction booklet. 

/WR-49B RF SIGNAL GENERATOR 

·User Price (Optional) 

Application: for alignment and signal tracing of AM and FM radio re­
ceivers, alignment of low-frequency if amplifiers in TV receivers, and 
signal" tra~ing and trouble-shooting in TV receivers. Continuously 
tunable from 85 Kc to 30 Mc. With the WR-49A you can inject rf 
signals into plate circuits and other points where dc is present without 
placing a dc load on circuit under test ... with protection from burn­
out in both equipment and signal generator. 

• Cathode-foUower output stage isolates oscillator from 
effects of load reactance and resistance, thereby ma·in­
tainin.g good o·utput waveform, voltage regulation and 
frequency stability of the oscillator. 

• Functional-design dial facilitates accurate, easy 
readings. 

• Full-length shielding of output cable minimizes radia-
tion and hum pickup. 

• Built-in de blocking capa.ito.,.. 
• Built-in 400 cycle oscillator for internal or external use. 
• Range: 85 Kc to 30 Me in 6 ranges. 
• Maximum output at "hi" connector - .05 volts; a,t "10" 

connector - .01 volts rms. 

Page 914 • The MASTER - 26th Edition Net, 

$79.50* complete with shielded cable for 
rf or of output, instruction booklet. 

*User Price (Optional) 

• Calibration accuracy of Dial - ±1 %. 
• Attentuation range - 65 db. 
• Percentage of modulation - adjustable to 70%. 
• External modulation input available. 
• Weight: 8 Ibs. Size: 71f.z" x 101f.z" x 6". 

© U.c.P., Inc. 
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RCA TEST EQUIPMENT 
FOR SERVICE, INDUSTRY, SCHOOLS, LABORATORIES 

WR-99A CRYSTAL-CALIBRATED 

MARKER GENERATOR 

Application: supplies a fundamental frequency rf carrier of crystal accuracy 
for use in aligning and trouble-shooting TV (color and black-and-white) 
and FM receivers, and other electronic equipment operating in the range of 
19 to 260 Mc. Built-in crystal calibrator, heterodyne detector, amplifier and 
speaker provides calibrating beats at 1 Mc or 10 Mc intervals throughout 
entire tuning range which is covered by 8 bands. A built-in 4.5 Mc crystal 
provides necessary accuracy for alignment of intercarrier-if amplifiers and 
discriminators. 

• At least 0.1 volt output, into 95 ohms terminated. 

• Provides signals for adjusting vertical or horizontal linearity. 

• Precision matched impedance/resistance pad attenuator, 0-60 
db in 5 db steps. 

• Special modulation input available for re-transmission. 

• Provision for use as Heterodyne Frequency Meter. 

• Provides dual markers for band-width checks and rf alignment. 

'. Triple markers for sound-if alignment and band-width checks. 

$242.50* complete with rf output cable, 
instruction booklet. 

• User Price (Optional) 
• Adjustable dial pointer for accurate registration with crystal­

calibration check points. 

WR-70A RF /IF /VF MARKER ADDER 

$74.50 * complete with f~ur coa~ial cables 

and instruction booklet. 

'User Price (Optional) 

Application: for rf, if and video sweep alignment of both color 
and black-and-white TV receivers. Provides sharp, easy-to-read 
markers for alignment. A choice of four different marker shapes 
is available, permitting use of marker type best suited to the 
response curve. Designed for use with conventional marker and 
sweep generators, such as the RCA WR-39 and WR-89 series 
marker generators and the WR-59 and WR-69 series TV sweep 
generators. With the WR-70A, the marker signal is added to the 
sweep-response curve after the sweep signal is taken out of the 
receiver under test. 

• Eliminates or reduces disto,rtion of sweep curve by the marker. 

• Permits trap alignment without marker "suckout." 

• Hi-Q markers - high in amplitude, narrow in width. 

• Four marker choices - positive peak, negative peak, positive and 
negative peaks (wide band), positive and negative peaks (narrow 
band). 

• Voltage stabilized for rock-steady trace display. 

WV-84C ULTRA-SENSITIVE 

DC MICROAMMETER 

SPECIFICATIONS 

IF /VF sweep input - 50 Ke 
to 50 Me. RF input - 50 
Me to 250 Me. 

MINIMUM INPUT VOLT­
AGES - IF /VF - 0.1 volts 
nns. RF Sweep sample in­
put-0.005 volts nns. Marker 
input-O.l volts nns. Maxi­
mum demodulator signal in­
put-8 volts peak-to-peak. 

MAXIMUM SIGNAL OUT­
PUT - Marker sigO'lI - 2.5 
volts rms. Demodulator sig­
nal - 10 volts peak-to-peak. 
Input and output imped­
ances all 100 ohms exeeot 
demodulator signal input of 
0.5 megohm. 
Weight: 8 lb •. Size: 7%h x 
10%" x 6'1.". 

Application: a battery-operated vacuum tube microarnmeter designed for' 
measuring minute direct currents, for making current and, voltage measure­
ments in electrolysis and corrosion investigations, and for checking currents 
in light meters, ultra-violet and infrared detectors, and spectrophotometric 
devices. Self-contained batteries permit use almost anywhere. Low-drain tubes 
extend battery life and protect the delicate meter against burnout due to acci­
dental overloads. When used as a voltmeter, it is especially suited to measure­
ments in circuits where loading is a critical factor. Can also be used as an 
ohmmeter to measure extremely high resistances, such as leakage and in­
sulation resistance. 

• Six direct-current ranges for measuring currents from 
0.0002 to 1000 microamperes. 

$110.00* Includes 50- and 950-megahm 
muitiplier resistors, Instruction booklet. 

© U.c.P., Inc. 

• Can be used as ohmmeter to measure resistance in the 
order of billions of ohms. 

• Voltage drop for full-scale deflection only 0.5 volts. 

• Input resistance of 100 megohms for measurement of 
voltages from 0.1 to 1 volt; 1000 megohms input resist­
ance for voltages from 1 to 10 volts, 1005 megohms for 
voltages from 1 to 100 volts. 

Net 

(less batteries) 

*User Price (Optional) 

• Over-a'll microammeter accuracy on .01 range ±5% 
or better; accuracy on all other ranges ±4% or better. 

• Size 7'12" x 10'12" x 6'14". Weight: 10 Ibs. including 
batteries. 
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RCA TEST EQUIPMENT 
FOR SERVICE, INDUSTRY, SCHOOLS, LABORATORIES 

WT-ll0A 

Automatic ELECTRON-TUBE TESTER 

A new approach in fast, accurate tube testing, the WT-ll0 Automatic 
Electron-Tube Tester utilizes punched cards of heavy-duty plastic for 
automatic internal set-up of pin connections and test voltages. Complete 
transconductance test-set-up takes only seconds; cards are pennanently 
hinged in case for convenient insertion into test slot. The WT-ll0A tests 
for gas, shorts, interelectrode leakage and over-all tube quality. Quality 
of tube indicated on "Renew-?-Good" meter scale. Tests 7~pin, 9-pin, 
octal, and loctal types. 

Simplified, automatic design speeds testing of diodes, triodes, and 
other multielement tubes, as well as double-and-triple section tubes 
having similar or dissimilar sections. Designed especially for TV and 
general electron-hlbe service testing, the WT-ll0A punch-card system 
provides for flexibility and easy addition of cards for new tube types. 
Width 17*", Height 6~''', Depth 13*". 

$199.50* complete with 1 set of 239 
punched cords, 1 master punch-card, test cord, 
plus 24 additional punched cords, 24 unpunched 
cords, a cord punch and instruction booklets 
covering cord-punching and operation of the 
tester. 

* User Price (Optional) 

WG-324A Gas Tube Adopter permits testing of gas tubes 
such as OA2, OA3, OB2, OC2, 003, 004. $2.95 * 

WT -1 OOA Electron-Tube MicroMhoMeter 

A precision laboratory measuring instrument which tests tubes under 
typical operating conditions as specified in the tube manufacturers' tech­
nical data manuals. It is particularly useful in production line testing, 
design and development work, pre-selecting for critical applications, 
quality control programs, and preventive maintenance. MEASURE­
MENTS PERFORMED: ac heater current from 0.02 ampere to 5 
amperes • de filament current up to 250 rna • voltage drop across 
rectifier tubes and semiconductor diodes • transconductance from 10 
micromhos to 100,000' micromhos. Within the range of its facilities it 
will test: vacuum tubes-diodes, triodes, tetrodes, pentodes, heptodes, 
spetodes,octodes, and multi-unit types; gas tubes-thyratrons, voltage 
regulators, cold-cathode and hot cathode rectifiers; in these bases and 
envelopes-bases with 4, 5, and 6 pins, lock-in, miniature, sub-miniature, 
pencil and lighthouse; and semi-conductor diodes-small dry-disc recti­
fiers, gennanium and silicon diode types. Size: W 23*" x H 8" x D 
18*". Weight: 501bs. 

$1,075.00* Electron-Tube MicroMhoMeter 

(complete with 4 multiple-socket plug-in units, instruc­
tion booklet.), 

• measures transconductance to an accuracy of betler than ± 3% 

• accurate measurement of "hybrid" auto receiver tube types under 
actual operating conditions 

• built-in shorts test for any combination of tube elements 

WP-25A 
TV ISOTAP 

Speeds up servicing, prevents dam­
age. to test equipment, minimizes 
shock hazard, cuts down costly re­
turns. The WP-25A may be used 
as a high-medium-Iow voltage isola­
tion transformer or as an auto­
transformer for testing radio and 
TV receivers at various settings of 
line voltage. Supplies outputs of 
130, 115, and 105 volts at maximum 
load, and is tapped to match line 
voltages from 105 to 130 volts in 

• measures transconductance up to 100,000 micromhos in six ranges 

• measures both control-grid-tOoplate and suppressor-grid-to-plate 
transconductance 

• built-in calibrating circuit-no null meters or extra devices required 

• meter completely burnout-proof 

• regulated power supplies for de plate and screen test voltages 

WG·304B 
RF MODULATOR 

An accessory used to' check the 
over-all frequency response of 
TV receivers from antenna, to 
picture tube grid. The unit per­
mits modulation of an rf marker 
signal from a' marker generator 
(such as WR-89A or WR-99A) 
,by a signal from a video sweep 
generator (such as WR-59C or 
WR-69A). 

$12.SP· 

six steps ,,,.,,"''''''''''',,.""",, $22.00* "User Price (Optional) 
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WG-295C VIDEO MULlIMARKER 
Provides seven simultaneous absorption-type markers at accu­
rately preset frequencies for marking video response curves in 
color receivers. Markers are at 0.5 Mc (For (Q. R-Y, B-Y, G-Y fil­
ters), 1.5 Mc (for J filter), 2.5 Mc (for bandpass filter), 3.58 Mc 
( color subcarrier frequency), 3 and 4.1 Mc (video and bandpass 
amplifiers), and 4.5 Mc (sound-trap frequency). Each marker is 
identified simply by touching a corresponding contact on the 
WG-295G case. This reduces the amplitude of the particular 
marker. The WG-295C connects between the IF fVF output on 
the sweep generator and the video output cable. Equipped with 
shorting switch. With instruction booklet ...................... $32.50* 

<. 

WG-307A TV BIAS SUPPLY 
Three fully adjustable 0 to ISV negative, plus a negative 
100V nominal for biasing the burst keyer. Size: 2~// x 
3// X SJA//; weight: 22 ounces ............................... $22.50* 

WG-301A CRYSTAL-DIODE PROBE 
"Slip-on" type for use with the 
WG-299A, B or C DC/AC 
Ohms Probe and Cable ex­
tending the frequency range of 
VoltOhmysts® to 250 Mc. 

$7.75* 

WG-299D ~C/AC OHMS PROBE AND CABLE 

o The WG-299D is a single­
unit probe for use with Volt 
Ohmysts® except WV -77E. 
Switch provides instant se-
lection of dc or' ac/ohms 

operation. The WG-299D replaces the WG-299A, 
WG-299B and WG-299C ................................. $4.95* 

WG-300B DlltCT/LOW CAPACITANCE PROBE AND CAlLE' 

:::::< 0 .. Designed for use with the RCA 
'J WO-91A, WO-88A and WO-

78B 'Scopes. Cable is 48" long. 
completely shielded from 
.microphone connector to probe 

tip to minimize hum and stray field pick-up. BUilt-in 
Bwitch provides instant selection of direct or low· 
capacitance operation. Input characteristics: 10 meg­
ohms resistance, less than 12.5 p,J,<f capacitance in low' 
capacitance position. Includes ground lead and clip. 

$9.95* 

© U,c.P., Inc. 

WG-289, WG.297 HIGH.VOLTAGE PROBES 

The WG-289 extends the dc-voltage range of the WV -77 A, WV -77B, WV-
77C, WV-87A, WV-87B, WV-97A, WV-98A and WV-98B VoltOhmysts 
to 50,000 volts. The WG-297 extends the range of the WV-77E Volt­
Ohmyst@ and WV-38A volt-ohms-milliammeter to 50,000 volts dc. 
The WG-289 is provided with a microphone-type connector, and the WG-
297 is provided with banana-plugs for use with appropriate VoltOhmysts 
and other VTVM's, YOM's. 
A choice of three multiplier resistors is available, lItlabling these probes 
to be used with many popular electronic and non-electronic volt-ohm-metersl 
WG-206-1090-megohm multiplier resistor for VTVM's having ll-megohm 

Net 

input (multiplying factor 100). 
WG-210-900-megohm resistor multiplies 5000-volt de range of 20,000-

ohms-per-volt YOM's by a factor of 10. 
WG-211-495-megohm resistor multiplies 250-volt dc range of 20,000-

ohms-per-volt YOM's by a factor of 100. 
WG-289 or WG-297, Probe Only ......... . .................................... $7.15 * 

WG-206, WG-21O, or WG-2U, Multiplier Resistor Only (each) ... $2.80* 
o User Price (Optional) 

WG-349A DIRECT/LOW-CAPACITANCE PROBE 

~ 
The WG-349A is a 48-inch, small 

~. diameter, extremely flexible shielded 
cable designed for use with the WO-
33A and WO-33A(K) Oscilloscopes. 
The probe consists of three short leads 
with alligator clips for ground, direct, 

and low-capacitance connections. For convenient use, the WG-
349A eliminates the need for switching. It connects to the 
oscilloscope by means of a miniature-type microphone connector. 
Input characteristics: 10 megohms, 12 uuf capacitance, when 
used with the WO-33A and WO-33A(K). 

$4.95' 

WG~302A RF/IF/YF SIGNAL TRACING PROBE 
"Slip-on" type high-frequency 

~ probe designed for USe with 
.~ the WG-300A and B probe 

and cable to permit visual sig­
nal tracing for rapid isolation 

of trouble in radio receivers and in television if and 
video stages ..... : .......................... $8.50* 

WG-350A DEMODULATOR PROBE 

For use with the WO-33A 
Super-Portable Oscilloscope 
for demodulation arid signal 
tracing of radio/TV rf and 
if signals. 

$4.95* 

WG·35IA CRYSTAL DIODE PROBE 

For extending the rf meas­
uring capability of the WV-
77E VoltOhmyst, and WV-
77E(K) VoltOhmyst Kit, 
to over 100 Mc. 

$4.95' 

"User Price (Optional) 
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Three complete tests in one compact, 
portable instrument! Ideo I tester for 
Radio-TV, Industrial and Foreign types 
-including sub"'-minioture. Dynamic 
Mutual Conductance Test on pre-wired 
chassis-Cathode Emission Test for all 
tubes by free point selector system­
"Good-Bad" metel' indicates merit. 

Nationally accepted Grid Circuit Test, developed and patented by 
Seco. 12AU7 Cascode Amplifler, 6AF6G Electron Eye Indicator, 3' 
meter. Size, 13Y2'Iong x 9' high x 6' wide. Shipping weight, 14Y2 Ibs. 
In portable carrying case with handy flip-chart for f05ff easy tube set-up 
data. For 105·125 V, 60 cycle AC. 
MODEL 107 ..• Wirad and Factory Tesled. ' ..•.•.... $139.50 NET 

GRID CIRCUIT TUBE TESTER 
Only Grid Circuit tester with full TV tube coverage-including voltage 
amplifiers; power output and heater-type diodes; types with Grid, Plate 

or Cathode caps; and h'undreds of 
Foreign and Industrial tube types. Tests 
for Grid Emission, leakage, ~orts and 
gas in one operation! Two new exclusive 
tests-Cathode Continuity Check and In­
ter-element Short Test with short identi­
fled to pin number. Easy to operate­
available in metal case with exposed 
panel (Model GCT-9S, Size, 6Y2' wide 

x 6Y2' high X 2Y2' deep. Shipping Weight: 4 
Ibs.) or mounted in carrying .cas. (Model GeT-
9W, Size, 6Y2' wide x 6Y2' high x 2Yz' deep. 
Shipping weight: 4Y2 Ibs.) For 105-125 V, 60 
cycle AC. 
MODEL GeT -9-5 ... Wirad and Factory Tastad 
........ $32.95 NET (GCT-9-W $34.95 NET) 

MODEL 100 ..• Wired and Factory Tested ... 
..... , .......•.•....••...•..... $19.95NET 

Compact, portable, low-cost tester. Fast, 
easy to use! 5 sockets offer complete TV 
tube type coverage-all modern heater 
type radio tubes including hybrid types. 
Incorporates patented Seco Grid Circuit 
Test plus reliable Cathode Emission Test­
also checks filament continuity and provides 
open element test. One easy-to-read meter indicates results for both 
Grid Circuit and Tube Merit Tests. Two-stage DC amplifier isolates and 
protects meter-achieves wide range of load currents and test condi­
tions. Size, 9' wide x 10Y2' high x 5Y2' deep. Shipping weight, 6 Ibs. 
For 110-125 V, 60 cycle A<:'. With portable carrying case and flip­
chart for quick set-up data. 
MODEL 78 ... Wirad and Factory Ta.led ............. $69.50 NET 

VACUUM TUBE VOLTMETER 
Practically "fool-proof" VTVM with features, never 
before available on similar type equipment. large, 
easy-to-read 4Yz", 200 microamp meter on sloping 
panel provides 7 AC, 7 DC, and 7 ordinary Ohms 
ranges-plus a special RETMA (EIA) Ohms scale to 
check coded resistors and tolerance limits. Accuracy 
is within 3% on all scales. Meter has burn-out pro­
tective circuit, and is damped by ON-Off switch 
whicPt ,hunts meter in OFf position when unit is 
carried. Unit incorporates specially designed "shift~lever" type function 
switch with'most commonly used functions at "can't miss" positions. Color 
coding on switch identifies proper probe-switch automatically connects 
proper probe. Line voltage check is independent of VTVM bridge cir­
cuit. Additional HV -RF jack eliminates probe jockeying. Unit is mounted 
in all metal shielded case suitable for use in strong RF flelds. Complete 
with shelf mounting stand, leads with slim probes, and common lead clip. 
MO,!>EL 208 ..•... , .................•................ $74.50 

2-WAY RADIO TEST SET 
Combination Crystal Checker, RF Signal and Field Strength Meter! Cuts 
service and installation time on all types of crystal controlled transmitters 
and receivers! Checks crystal activity on third overtone transmitter 
crystals-checks fundamental types and third overtone receiver crystals 
at fundamental frequency. Plug into jacks and 
use 0-50 mo. meter for flnal amplifier tuning. 
Use as ,output indicator. Insert crystal for quick 
check of "on channel" operation. Supplies low 
power, unmodulated RF signal for adiusting 
squelch, etc.-or tone modulated RF signat for 
peaking. Unit may be modulated by external 
signal generator or voice modulator. Lets you 
check modulation visually or with headphones. 
With 15 ft. remote cable. Size, 2\4' deep '" 
3\4' wide x 6\4' high. Shipping weight, 1 Y2 
Ibs. Powered by two 1.5 V "c" cells. 

MODEL 500 ... Wired and Factory Tesled Modal 500 
................. $29.95 NET 

TRANSMITTER TESTER ATTENU-LOAD ANTENNA TESTER 
For Citizens Band and low power trans~itters !JP to 
160 MC. Large 3" meter is calibrated for direct read­
ing amplitude modulation percentage; 0~5 watts Rf 
output; 0-400 mo. RF output. High impedance input 
provided for Handy Talkies. Percentage of modula­
tion scale provides check of po~itive and negative 
modulation peaks. Model 510 is equipped for head­
phone modulation monitoring or the connection of a 
scope to the unit. Measures losses in trtmsmission lines 

••• ideal for testing coaxial 
insertion devices such os con­
nectors, switches, relays, filters, 
tuning stubs and patch cords. An 
Attenuator coble is ovaila blefor 
RF metering up to 15 feet. Op-

I tiona I "T" pad attenuator 
'~_P" ~~ adapts the Model 510 for use 

... ;..-,,~ .. ~ ... , .. ~. ~ with transmitters rated up to 50 

~~~ watts. Size 6*" wide x 2~" 
deep x 5\4' high-shipping 
weight 2 lb •• 

Model 510 MODEL 510 •• $46.95 NET 

BATTERY ELIMINATOR FOR 
TRANSISTOR EQUIPMENT 
Substitutes for battery used to normally operate 
and service portable radios and other low-power 
transistorized equipment. Supplies clean, flltered 
DC-can't .be damaged by short circuit. Voltage 

variable from 0 tl> 15V -suf­
ficient output for checking tran­
sistor receivers up to 22Y2 V. 
Voltage scale calibra.ted at 15 
mo. Max. output: 100 ma. Size: 
.tY2' wide x 5'Iong x 1 Y2' high. 
Shp. Wt., 1 Y2 Ibs. For 105-125 
V, 60 cycle AC. 
MODEL P5-2 ... Wired .• " ... , .• 
, ................ $13.95NET 
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Dual purpose 50 Ohm-50 
Watts attenuator and load 
termination. Ten db "T" pad 
attenuator reduces power 
levels by ratio of 10 to 1. 
The fully shielded 50 ohm 
termination is designed for 
coaxial cable applications. 
MODEL5I1A ......... . 
........... $21.50NET 

Model511A 

FL YBACK CIRCUIT AND 
INDUCTANCE ANALYZER 

In-line antenna efficiency tester and in~line R. f. Power 
Meter. Dual cylinder air coupler rated at 1000 watts 
maximum-does not insert error into coaxial line up to 
160 Me. Direct reading scales show clear numerical 
values. An English reading "Antenna System Efficiency" 
scale marked off in red and green, GOOD-POOR. 
Scale is graduated in percent. A direct reading of FOR~ 
WA~D POWER AND REFLECT­
ED POWER. A standing Wave 
Ratio scale from 1:1 to 8: 1 for 
those who prefer this accepted 
scale. Three "Watts" ranges are 
provided with switching, 0·10 
walls, 0-1 00 watts and 0- 1000 
watts. Size 6*" wide x 2%" 
deep x 5\4' high .•• shipping 
weight 2V2 pounds • 
MODEL 520., •.. $42.95 NET 

Model 520 

Troubleshoots TV deflection circuits fast-l 00% 
accuracy! Quick "yes" or "no" answer. Checks 
complete hOrlzontal circuit,not just individual com· 
ponents. No disconnecting or charting required. 

IN-CIRCUIT CURRENT CHECKER 
Provides positive on-the-spot check of output 
tube cathode current-indicates whether or 
not TV horizontal circuitry is over-loading out­
put tube and associated components. Place 
in a circuit in seconds-no need to unsolder 
or disturb circuit wiring. 
Front panel lists tube types 
checked and typical cath­
ode current specified by 
tube manufacturer. Size: 
5Y2' wide x 2' deep. Shp. 
Wt., lib. 

Uses resonant frequency and 
"QII meter principle-will not 
be obsoleted due to variables 
in engineering design of. cir­
cuits to be checked. Size: 7" 
wide x 5Y2' deep x 5\4' 
high. Shp. Wt., Sibs. For 
110-125 V, 60 cycle AC. 
MODEL FB-4 ••• Wired 
. ............ $38.95 NET 

Net © U.c.P., Inc. 
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MODEL 

-M 
16 lb. Portable 
for lab and 
field work 

. 'on Strobostope d PreCiSI 
Meu re . da light lamp 

'th high intensIty y stable WI •• , 

.. • accurate 

1% accuracy 
portable 

. S TO 100,000 RPM 

OR SPEED MEASUREMENT CAN BE SYNCHRO· 
f N STUDIES... CAN BE 
fOR MOllO SIGNALS ••• 
NIZED WITH EXTERNA~ERNAL CONTACTS ••• 

TRIGGERED WITH ~~ COUNTER, SCOPE, OR 
CAN BE COUPLED 

OTHER EQUIPMENT. 

SLAUGH1ER CO. 

SECTION 2900 

High-Voltage Insulation Tester 
with buzzer signal on breakdowns 

•.. grounds 
... shorts 

MODEL 

Watch what you 
are doing ... 
not the tester 

Adiustable High-Voltage Tester 
. I breakdowns ·th buzzer sIgna on 

WI. • .. grounds 

... shorts 

ADJUSTABLE VOLTAGES TO 2500 V.A.C. REC· 

OMMENDED FOR ·BREAKDOWN TESTING AT 

FINAL ASSEMBLY AND INSPECTION • 

High-Voltage leakage Tester 
audibly signals excess leakage 

••. grounds 

'" arcing 

MODEL .e.,. 
Measures Leakage 
... not capacity 
current 

TEST VOLTAGE ADJUSTABLE TO 2100 V.A.C. 

LEAKAGE LIMIT ADJUSTABLE ••• 0 TO 5 MAo 

DETECTS 20 MICROAMPERE ARCS ... CAN. 

CELS CHARGING CURRENT CAUSED BY IN. 

HERENT CAPACITY. USED AT FINAL INSPEC. 

TlON FOR BREAKDOWN AND LEAKAGE TESTS. 

SLAUGHTER CO •• PIQUA , OHIO 
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MODEL 850 SERIES (SHOWN ACTUAL SIZE) 

ZERO ADJUSTER OPTIONAL 

CLEAR PLASTIC INSTRUMENTS 
Now number one in popularity, the 850 Series dresses up panels and 
retains the characteristically sturdy construction of the Shurite metal­
cased 550 and 950 Series. The 850 snap-on front of crystal. polystyrene 
2'%,' wide x 2~6' high, admits light from all sides and accentuates the 
appearance of the scale arc which is the longest in its field. The case 
back, with interior frosted finish, is molded of the same material to 
provide weight reduction and superior insulation. 

NEW VU METER. To measure volume levels in audio transmission 
circuits; 850 Series case; range -20 to +3 VU, red and black scale; 
AC rectifier type; pointer normally at -20 VU; standard ±5% a~cu­
racy; 'zero adjuster included; see Bulletin VUS-61 for application 
circuitrYi meter illustrated above. 
Stock No. 880lZ ..................... : .................................................................... $5.85 

DC MILLIAMMETERS 

RANGE RESIST. MODEL 550' MODEL 950' MODEL 850' 
Approx. Stock Stock Net Stock Net 

Ma. Ohm. No. No. Each No. Each 
0-1 **' 1000 5300Z 93002 $3.75 83002 $3.95 
0-3V' 500 53322 93322 3.45 83322 3.65 
0-3 4800 5301 9301 2.85 8301 3.05 
0-5 3475 5302. 9302 2.60 8302 2.80 
0-10 870 5303 9303 2.35 8303 2.55 
0-15 485 5304 9304 2.15 8304 2.35 
0-25 172 5305 9305 2.15 8305 2.35 
0-50 46 5306 9306 2.15 8306 2.35 
0-100 10.4 5307 9307 2.15 8307 2.35 
0-150 4.7 5308 9308 2.15 8308 2.35 
0-200 2.8 5309 9309 2.15 8309 2.35 
0-300 1.5 5310 9310 2.15 8310 2.35 
0-400 .46 5311 9311 2.15 8311 2.35 
0-500 .30 5312 9312 2.15 8312 2.35 

*' For zero adjuster, add 35c to price and Z to stock number. 
*'*' Sensitive type, note internal resistance. Moving-magnet 

patent pending. Price includes zero adjuster built-in. 
construction, 

AC MlLlIAMMETERS 

RANGE RESIST. MODEL 550 MODEL 950 MODEL 850' 
Approx. Stock Stock Net Stock Net 

Ma. Ohms No. No. Each No. Each 
0-10 4800 5607 9607 $3.50 8607 $3.70 
0-25 750 5601 9601 3.35 8601 3.55 
0-50 150 5602 9602 3.35 8602 3.55 
1-100 37 5603 9603 3.35 8603 3.55 
0-250 5.4 5604 9604 3.35 8604 3.55 
0-500 1.34 5605 9605 3.35 8605 3.55 
NO 2ERO ADJUSTER ON AC METERS, EXCEPT ON MODEL 850; 
• For zero adjuster add 35c to price and 2 to stock number. 

SHURITE Meters are attractive, rugged, dependable instruments with 
accuracy well within ±5%, and ,have the ability to duplicate readings. 
DC meters are polarized-vane solenoid type, or moving-magnet construc-t tion when indicated; AC meters are double vane repulsion type with 
jeweled bearing. The jewel construction costs more to build, but ,it pays 
off by providing continuing accuracy during a longer useful life. All 
models fit 2%,' hole, and Model 850 also fits any smaller size down to 
2){6'~ All are guaranteed .... 0-1 D.C. MILLIAMPERES. Sensitive-type 
meters such as stock Nos. 93002 or 83002, 0-1 D.C. Ma. with approxi-
mately 1000 ohms internal resistance, and stock Nos. 93322 and 83322, 
0-3 D.C. Ma., 500 ohms internal resistance, are specified in many circuits. 
Volume production makes moderate prices possible. 

MODEL 950 SERIES 
WITH ZERO ADJUSTER 

(metal-case) 

MODEL 550 SERIES 
(Rimless Round) 

(metal-case) 

TYPICAL USES 
Amateur radio rigs ... battery eliminators ... battery chargers , . , volt­
ohm milliammeters and kits . , , model train equipment . , , ultrasonic 
equipment .. , battery condition testers ... tuning circuits for stereo and 
tape recorders, .. burglar or fire alarm systems. , . transistor testers , , . 
emergency lighting equipment ... voltage regulators ... plating equip­
ment , , . electric-welding equipment ... soil moisture testers. , . school 
and demonstration panels ... detergent strength analyzers ... line 
voltage test for appliance servicing . . . rectifiers . , . metal locators 
... many other applications. 

FEATURES 
GUARANTEE: Warranted to users against defective workmanship and 
material, and will be repaired or replaced if sent to the factory postpaid 
with 40c handling charge within one year after purchase. 

ALL METAL DIALS-age and moisture resistant, lithographed in black 
on white for high visibility. 

STURDY DESIGN-with husky coil frames designed to prevent breakage, 
rigidly mounted in cases with anti-turning square head studs. 

MODERN APPEARANCE-with concealed coils and raised dial design, 
enhancing appearance and greatly increasing readability, 

WIDE SELECTION-Shurite offers the broadest line of standard meters in 
the economy-priced field. Distributor stocks are backed by an extensive 
factory inventory. 

DC AMMETERS 
RANGE RESIST. MODEL 550' MODEL 950' MODEL 850' 

Approx. Stock Stock Net Stock Net 
. Amps. Ohms No. No. Each No. Each 
0-1 .105 5201 9201 $2.15 8201 $2.35 
0-3 .02 Max. 5202 9202 2.15 8202 2.35 
0-5 .02 Max. 5203 9203 2.15 8203 2.35 
0-8 .02 Max. 5204 9204 2.15 
0-10 . 02 Max . 5205 9205 2.15 8205 2.35 
0-15 .02 Max. 5206 9206 2.15 8206 2.35 
0-25 .02 Max. 5207 9207 2.60 8207 2.80 
0-50 . 02 Max . 5208 9208 2.60 8208 2.80 
3-0-3 . .02 Max . 5210 9210 2;25 
5-0-5 .022 Max. 5211 9211 2.25 
6-0-6 .02 Max. 5212 9212 2.25 
10-0-10 .02 Max. 5213 9213 2.60 8213 2.80 
20-0-20 . 02 Max . 5214 9214 2.60 8214 2.80 
30-0-30 . 02 Max . 5215 9215 2.60 8215 2.80 
50-0-50 . 02 Max . 5216 9216 2.75 8216 2.95 
' For zero adjuster, add 35c to price and 2 to stock number. 

AC AMMETERS 
RANGE RESIST. MODEL 550 MODEL 950 MODEL 850' 

Approx. Stock Stock Net Stock Net 
Amps Ohms No. No. Each No. Each 
0-1 .42 Max. 5501 9501 $3.25 8501 $3.45 
0-3 .072 Max. 5502 9502 3.25 8502 3.45 
0-5 .041 Max. 5503 9503 3.25 8503 3.45 
0-10 .02 Max. 5504 9504 3.25 8504 3.45 
0-15 .02 Max. 5508 9508 3.25 8508 3.45 
0-30 .02 Max. 5505 9505 3.35 8505 3.55 
0-50 .02 Max. 5506 9506 3.55 8506 3.75 
NO 2ERO ADJUSTER ON AC METERS, EXCEPT ON MODEL 850 . 
• For zero adjuster add 35c to price and 2 to stock number. 

PRICES NET, F.O.B., New Haven, Conn. Individually Boxed, Domestic Packed, Effective September 1, 1961 
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DC VOLTMETERS 
RANGE RESIST. MODEL 550' MODEL 950' MODEL 850' 

Approx. Stock Stock Net Stock Net 
Volts Ohms No. No. Each No.· Each 
0-1 10 5101 9101 $2.15 
0-3 93 5102 9102 2.15 8102 $2.35 
3-0-3 250 5103 9103 2.15 
0-5 300 5104 9104 2.15 8104 2.35 
0-6 390 5105 9105 2.15 
0-8 600 5106 9106 2.15 8106 2.35 
0-10 880 5107 9107 2.15 8107 2.35 
0-15 2370 5108 9108 2.15 8108 2.35 
0-20 3500 5121 9121 2.15 8121 2.35 ! 
0-25 1240 5109 9109 2.45 8109 2.65 
0-25H" 5800 5110 9110 2.85 8110 3.05 
0-50 2540 5122 9122 2.40 8122 2.60 i 
0-50H" 11800 5111 9111 3.10 8111 3.30 
0-75 3740 5112 9112 2.45 
0-100 5140 5113 9113 2.45 
0-100H" 23800 5114 9114 3.00 
0-150 7540 5115 9115 2.60 8115 2.80 
0-150H" 34800 5116 9116 3.25 8116 3.45 
0-300H"t 74800 5117 9117 3.35 8117 3.55 
0-500H"t 124800 5118 9118 3.60 8118 3.80 
0-750H .. t 184800 5119 9119 4.10 

, For zero adjuster add 35c to price and Z to stock number. 
** H denotes high resistance. 
t Supplied with external resistors. 

AC VOLTMETERS 
RANGE RESIST. MODEL 550 MODEL 950 MODEL 850' 

Approx. Stock Stock Net Stock Net 
Volts Ohms No. No. Each No. Each 
0-4 11 5401 9401 $3.40 
0-6 15.8 5402 9402 3.40 
0-10 27 5403 9403 3.40 8403 $3.60 
0-15 32.3 5404 9404 3.40 8404 3.60 
0-25 53 5412 9412 3.40 8412 3.60 
0-50 96 5405 9405 3.75 8405 3.95 
0-150 100 5406 9406 3.85 8406 4.00 
0-300" 100 5407 9407 4.35 8407 4.55 
0-600" 100 5408 9408 4.90 
0-750" 100 5409 9409 5.50 
NO ZERO ADJUSTER ON AC METERS, EXCEPT ON MODEL 850 

'For zero adjuster add 35c to price and Z to stock number. 
HSupplied with external resistors. 

RESISTANCE METERS 
RANGE MODEL 550' MODEL 950' MODEL 850' 

Stock Stock Net Stock Net 
Ohms Volts No. No. Each No. Each 
10,000 4.5" 5701 9701 $2.75 8701 $2.95 

'For zero adjuster add 35c to price and Z to stock number. 
·*Requires 3 flashlight cells for resistance readings but does not re­

quire resistor for voltaqe readinqa. 

POCKET TYPE METERS 
Please ask tor Catalog 94·C which describes II types of battery testers 
(Pocket Meters). These have stock numbers beginning with the digit 4. 
Typical is Stock No. 4151, 0-7 DC volts, approx. resistance 670 
ohms .................................................................................................................... $2.50 

3-HOLE MOUNTING ADAPTER 
To adapt any Model 550 (round) meter for 3-hole flange mounting 
(former Model 650) attach this 2%" flange from front of panel 
Model 5,A, standard black with hardware, each ................ $0.18 

Model 
550 

Model 
950 

Model 
850 

EDGEWISE 

MODEL 350 SERIES 

Including NEW S METER 

The crystal polystyrene front of this latest series adds beauty to 
panel designs and the 1.2" scale length offers easy reading. Less 
than half the panel space of other Shurite meters is required. 
Horizontal mounting: black and white dials, accuracy well within 
±5%i weight under 2 ozs.; black escutcheon plate supplied. 
Ranges normally available through distributors are: 

Resistance Stock Net 
RANGE Approx. Ohms. No. Each 

0-10 DC Milliamperes 800 3303 $3.45 
0-50 DC Milliamperes 25 3306 3.35 
0-100 DC Milliamperes 8 3307 3.35 

0-5 DC Amperes .02 Max. 3203 3.35 
0-10 DC Amperes .02 Max. 3205 3.45 
10-0-10 DC Amperes .02 Max. 3213 3.55 

0-10 DC Volts 850 3107 3.35 
0-15 DC Volts 1400 3108 3.35 

0-15 AC Volts 728 3404 3.45 
0-150 AC Volts 14000 3406 4.10 
0-1000 AC Miliamperes 32 3603 3.45 
0-5 AC Amperes .04 Max. 3503 3.45 

S METER. To measure relative signal strength: edgewise 350 case 
as illustrated; range 0-40 db; black and red scale: standard ac­
curacy ±5%: pointer normally at 40; basic movement is 0-5 Ma. 
DC with 1000 ohms internal resistance: see Bulletin VUS-61 for 
application notes and typical circuits. 
Stock No. 3333 ............................................................................................ $3.45 

MODEL 
350 

HANDY AC-DC LINE VOLTAGE TESTER 
Stock 5406-LT-To use this highly popu­
lar line tester, push in the plug and read 
line voltage, then plug in the TV set, 
iron, toaster I washer I air-conditioner, or 
other appliance, and note the new 
reading. Find (and demonstrate) volt­
age drop or inadequate wiring. Cord 
is permanently attached to metal-cased 
meter which tests single outlets with­
out accessories. Range 0-150 Volts. 
Standard package of 6 individually 
boxed meters includes attractive count­
er display at no extra charge. Per 
meter ...................................................... $4.1 0 

IMPORTANT - HOW TO ORDER 
For all standard models, give (1) Model Number, (2) Range, (3) 
Stock Number. If Model number and stock number are not. 
stated, Model 550 will be supplied. 

ZERO ADJUSTERS (Z) For DC meters, zero-adjusters are available 
only on Models 550, 950 and 850. For AC meters, zero adjusters 
are available on Model 850. When ordering, add Z to stock: 
number. Example: Model 550-DC voltmeter, 0-1 volt range wIth­
out zero adjuster is 5101. With zero adjuster, it is 5101Z. Add 
35c to price. 

PANEL CALIBRATION (S) Meters are calibrated for non-magnetic 
panels. If for magnetic (steel) panel mounting, specify thickness 
and overall size of panel, and add -S to stock number when 
ordering, as 5101-S. 

VISCOSITY DAMPING Careful application of new silicone com­
pound on bearing surfaces damps pointer overtravel. 

SEE YOUR DISTRIBUTOR Besides carrying most types, and being 
able to obtain your other needs promptly, your authorized 
Shurite distributor of electronic parts is qualified to suggest 
the right meter for your need. 

SHURITE METERS NEW HAVEN, CONNECTICUT 
PRICES NET, f.O.B., New Haven, Conn. Individually Boxed, Domestic Packed, Effective Sept. I, 1961 
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D.C. AMMETERS 
Approximate Model 80 Model 75 Model 55 NET 

Range Resist. Ohms Part No. NET EACH Part No. Part No, EACH 

0-1 .02 Max. 80-855 $1.80 75-855 55-855 $2.05 
0-3 .02 Max. 80-856 1.80 75-856 55-856 2.05 
0-6 .02 Max. 80-857 1.80 75-857 55-857 2.05 
0-8 .02 Max. 80-928 1.80 75-928 55-928 2.05 
0-10 .02 Max. 80-858 1.80 75-858 55-858 2.05 
0-15 .02 Max. 80-864 1.80 75-864 55-864 2.05 
0-25 .02 Max. 80-865 1.80 75c865 55-865 2.05 
0-50 .02 Max. 80-866 2.40 75-866 55-866 2.65 
30-0-30 .02 Max. 80-867 1.80 75-867 55-867 2:05 

D.C. MILLIAMMETERS 

MODEL 80 
0-1 1000 80-834 $3.60 75-834 55~834 $3.85 

2-5/32" dla. flange, flush case. 0-2 4350 80-835 2.70 75-835 55-835 2.95 
Fits mounting hole 2·1(32" dia. 0-5 2175 80-836 2.25 75-836 55-836 2.55 
Black clamp mounting, Black 0-10 750 80-837 2.10 75-837 55-837 2.40 enamel finish. 

0-15 319 80-838 I.S0 75-838 55-838 2.05 
0-25 130 80-839 1.80 75-839 55-839 2.05 
0-50 33 80-840 1.S0 75-840 55-840 2.05 
0-100 8 80-841 1.80 75-841 55-841 2.05 
0-150 3 80-842 1.80 75-842 55-842 2.05 . 
0-200 2.4 80-843 1.80 75-843 55-843 2.05 
0-300 1.3 80-844 1.80. 75-844 55-844 2.05 
0-500 .23 80-848 1.80 75-848 55-848 2.05 

D.C. VOLTMETERS 
0-1 15 80-801 $1.80 75-801 55-801 $2.05 
0-3 130 80-802 1.80 75-802 55-802 ' 2.05 
0-5 210 80-804 1.80 75-804 55-804 2.05 
0-10 1000 80-807 1.80 75-807 55-807 2.05 
0-15 1580 80-808 1.S0 75-808 55-S08 2.05 
0-25 1700 80-809 1.80 75-809 55-809 2.05 

MODEL 75 0-50 3340 80-811 1.80 75-811 55-811 2.05 
2~1!4" square flange, fits mount· 0-150 10000 80-815 . 2.25 75-815 55-815 2.55 ing hole 2-1/32" dla., Back clamp 

0-300 100000 80-817 3.00 75-817 55-817 3.30 mounting. Black enamel finish. 

A.C. AMMETERS 
0-1 .7 80-886 $2.S5 75-886 55-886 $3.15 
0-3 .09 80-887 2.S5 75-887 55-887 3.15 
0-5 .04 80-888 2.85 75-888 55-888 3.15 
0-10 .02 80-889 2.85 75-889 55-889 3.15 
0-15 .02 80-917 2.85 75-917 55-917 3.15 
0-30 .02 80-892 3.00 75-892 55-892 3.30 

A.C. MILLIAMMETERS 
0-100 104 80-882 $2.85 75-882 55-882 $3.15 
0-250 16 80-883 2.85 75-883 55-883 3.15 
0-500 3 80-884 2.85 75-884 55-884 3.15 

A.C. VOLTMETERS 
0-10 104 80-872 $2.85 75-872 55-872 $3.15 
0-15 210 80-873 2.85 75-873 55-873 .3.15 

MODEL 55 0-25 1750 80-910 2.85 75-910 55-910 3.15 
2-1/4" clear plastic face, Fits 0-50 2750 80-879 2.85 75-879 55-879 3.15 mounting hole 2-1/32" dia. Back 

0-150 11500 80-874 3.60 75-874 55-874 3.90 clamp mounting. 
0-300 19400 80-875 4.05 75-875 55-875 4.35 

All Sterling meters have rugged, 
For meters with special scales, ranges or construction, contact the factory or time-proven linear-power move-

ment. Calibration accuracy is 
within 5%. local Sterling representative. 

No. 10 Dual A and B for Hearing Aids. Has 2-0-2 
and 50-0-50 scales Net Price $3.15 

No. 13 Transistor Hearing Aid tester. Has 0-7 volt 
scale. Net Price $2.79 

No. 24 Ammeter 0-35 amp. for NO.6 dry cells. Scale 
has 1 amp. divisions Net Price $2.10 

No. 34 Voltmeter for "hot-shot" batteries. 0-10 volt 
scale with 115 volt divisions. Net Price $2.25 

No.42A General voltmeter. Has red-green color 
zones for all standard batteries plus 0-100 
scale. Three ranges - 0(1.5, 0(7.5 and 0(100. 

Net Price $3.90 

No. 44 Voltammeter. 0-35 amp. scale, 1 amp. divi­
sions, 0-10 volt scale. 115 volt divisions. 

Net Price $2.55 

Send for complete pocket meter and battery tester catalog. 

The STERLING Manufacturing Company 
Cleveland, Ohio 
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• 
• VOLT - OHM - MILLIAMMETERS' • 
• 

FAMOUS 260® VOM - NOW BETTER THAN EVER! 
............................. 4 

CONVERTS TO 

10 DIFFERENT TESTERS 

WITH PLUG-IN ADAPTERS 

(See next page) 

............................ ~ 
Outsells 

All Others 
Combined 

For years, the rugged dependability 
of the Simpson 260 has made it the 
world's most popular volt-ohm-mil­
liammeter. Now ... Simpson offers 

"a new and improved 260 ... easier 
to operate, more sensitive, more ac­
curate . . . a better buy than ever 
before. Over a million Simpson 260's 
have been purchased by technicians, service organiza­
tions, laboratories, factories, and the armed forces. Such 
overwhelming preference is proof that the 260 best 
meets the needs of VOM users. When you're in the 
market for a VOM, you can feel sure that the 260 is 
your best buy. 

FEATURES 
1. POLARITY REVERSING SWITCH: Speeds up serv­
icing when making direct current measurements. 
2. 50 MICROAMPERE-250 MILLIVOLT RANGE: 
Gives more sensitive measurements . . . reads lower 
values of current and voltage. 
3. EASIER-TO-READ SCALES: Black and red scales 
have been spread out for faster reading, less chance of 
error. 
4. LESS CIRCUIT LOADING: Sensitivity of AC volt­
age ranges has been increased to 5000 ohms per volt. 
5. POPULAR DBM RANGES: -20 DBM to +50 
DBM, one milliwatt in 600 ohms. 
6. IMPROVED FREQUENCY RESPONSE IN AC 
MEASUREMENTS: Five to 500,000 cycles per second. 
7. FULL-WAVE BRIDGE RECTIFIER SYSTEM: Pro­
vides more accurate AC voltage measurements. 

................................ 

~h~v!~O iJ .. ·.; r::II~T~~RT 1>< 
Redy Carry- Safety 
ing Case . Case Unit) 

•••••••••••••••••••••••••••••••• 
RANGES 

DC VOLTAGE (20,000 ohms-per­
volt): 0-250 my; 0-2.5 v; 0-10 v; 
0-50 v; 0-250 v; 0-1000 v; 0-5000 v. 
Accuracy, ±3% of full scale .. 

AC VOLTAGE (5000 ohms-per-volt): 
0-2.5 v; 0-10 v; 0-50 v; 0-250 v; 
0-1000 v; 0-5000 v. Accuracy, ±5% 
of full scale. 

AF OUTPUT VOLTAGE (With .1 microfarad internal 
series capacitor): 0-2.5 v; 0-10 v; 0-50 v; 0-250 v. 

VOLUME LEVEL IN DECIBELS (Zero DB equal to 1 
milliwatt across a 600 ohm line): -20 to + 10 DB; 
-8 to +22 DB; +6 to +36 DB; +20 to +50 DB. 

DC RESISTANCE: 0-2000 ohms (12 ohms center); 
0-200,000 ohms (1200 ohms center); 0-20 megohms 
(120,000 ohms center). Accuracy, ±3% of arc length. 

DIRECT CURRENT: 0-50 u a; 0-1 rna; 0-10 rna; 
0-100 rna; 0-500 rna; 0-10 amp. 

DEALER'S NET PRICES 
260 YOM, complete with test leads and Operator's 

Manual . ..... . . .... . . .. ..... .. . .. . .. ... . .. ..... . $43.95 
(Size: 5~" x 7" X 3Ys". Wt: 3Y2 lbs. Ship Wt: Sibs.) 

1818 LEATHER CARRYING CASE ..... 7.75 
4236 EVER-REDY VINYL CARRYING CASE 9.75 
260RT YOM, in Roll-Top Safety Case, complete with 

test leads and Operator's Manual................... 49.95 
(Size: 6%" x 9" x 4%". Wt: 6lh lbs. Ship. Wt: 9 lbs.) 

HIGH VOLTAGE PROBE for 260 (25,000 v) 9.95 
HIGH VOLTAGE PROBE for 260 (50,000 v) .. 12.50 

Adjust-A-Vue Handle - holds Ihe 260 at convenient 
viewing angle. Eliminates separale gadgets and make­
shift props. 

1 V2% ACCURACY VOM-MODEL 270 

ADJUST -A-VUE 
HANDLE 

© U.C.P., Inc. 

(Converts to Different Testers with Plug-in Adapters- See next page) 

Excellent Repeatability 
Greater Accuracy Predictable Over a 
Wide Temperature Range 
DC Accuracy, llh % * Full Scale 
AC Accuracy, 2%* Full Scale 
Resistance Accuracy, ± llh ° of Arc 
* At an Ambient Temperature of 77°F 

RANGES 
DC VOLTAGE (20,000 ohms-per-volt): 
0-250 my; 0-2.5 v; 0-10 v; 0-50 v; 0-250 v; 
0-1000 v; 0-5000 v. 
AC VOLTAGE (5000 ohms-per-volt): 
Oe2.5 v; 0-10 v; 0-50 v; 0-250 v; 0-1000 v; 
0-5000 v. 
AF OUTPUT VOLTAGE (With.1 micro­
farad internal series capacitor): 0-2.5 v; 
0-10 v; 0-50 v; 0-250 v. 

Net 

VOLUME LEVEL IN DECIBELS (Zero 
DB equal to 1 milliwatt across a 600 ohm 
line): -20 to +10 DB; -8 to +22 DB; 
+6 to +36 DB; +20 to +50 DB. 
DC RESISTANCE: 0-2000 ohms (12 
ohms center); 0-200,000 ohms (1200 ohms 
center); 0-20 megohms (120,000 ohms 
center). 
DIRECT CURRENT: 0-50 mu a; 0-1 
rna; 0-10 rna; 0-100 rna; 0-500 rna; 0-10 
amp. 
MODEL 270, complete with test leads and 
Operator's Manual ...................... _ ................ $59.95 

MODEL 270 RT, in Roll-Top Case ..... __ .$65.95 

25,000 V High Voltage Probe, No. 0247 $11.50 

50,000 V High Voltage Probe, No. 0248 $12.50 

Leather Carrying Case No. 1818 _____ . _________ $ 8.50 

Vinyl Carrying Case, No. 4236 ___________ .. __ .$ 9.75 
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ADAPTERS FOR SIMPSON 
VOLT - OHM -.MILLIAMMETERS • 

CONVERT YOUR SIMPSON 260® AND 270 VOMs 
INTO TEN DIFFERENT TESTERS 

ADD-A-TESTER 

ADAPTERS 

Think of it! A small investment turns your 260® and 
270 VOMS into a whole array of testers - equip­
ment with a quality that is found only in individual 
pieces of test equipment at much higher prices. The 
secret lies in combining an adapter with the top­
notch meter and circuitry of your 260 and 270. 
Each combination of ADD-A-Tester unit and 260 
or 270 is self-contained, self-powered. Each adapter 
ADD-A-TESTER ADAPTERS (All measure 5-5/16" x 
4-3/8" x 3-7116") 

TRANSISTOR TESTER, Model 650 ______________________ $26.95 
Beta Ranges: 0-10,0-50,0-250, (F.S.) 
Beta Accuracy: ± 3 %, with 260, ± 5 % nominal 
leo Range: 0-100 ua 
leo Accuracy: ±1 %, with 260, ±3% (F.S.) 

DC VTVM, Model 651 _______________________________________ $32.95 
Voltage Ranges: 0-.5/1.0/2.5/5.0/10/25/50/100/250/500 

Accuracy: ±1 %, with 260 ±3% (F.S.) 
Input Impedance: greater than 10 megohms for all 
ranges 

TEMPERATURE TESTER, Model 652 ______________ $38.95 
Temperature Ranges: -50°F to +100°F, +100°F to 
+250°F Accuracy: with 260 ±2° (nominal) 

Three lead positions provided 
Sensing Element: Thermistor 

AC AMMETER, Model 653 _______________________________ : ____ $18.95 
Ranges: 0-0.25/1/2.5/12.5/25 amps 
Accuracy: ± 1 % , with 260 ± 3 % nominal 
Frequency Range: 50 cycles to 3000 cycles. 

AUDIO WATTMETER, Model 654 ____________________ $18.95 
Load Ranges: 4, 8, 16,600 ohms 
Wattage: Continuous 25 watts (8,600 ohms) 

50 watts (4, 16 ohms) 
Intermittent 50 watts (8,600 ohms) 

100 watts (4, 16 ohms) 
Accuracy: ±5%, with 260 ±10% nominal 
Direct reading scale from 17 microvolts to 100 watts 

MICROVOLT ATTENUATOR, Model 655 __________ $18.95 
Ranges: 2.5 -microvolts to 250,000 microvolts continu­
ously variable in decade steps 
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goes on and off in a jiffy. No gadgets, no compli­
cated connections. Furthermore, Add-A-Tester 
units require only 112 to 1/3 the storage space of 
individual testers. By reduCing bench clutter, this 
compactness makes jobs go faster, raises shop effici­
ency. Make your 260 and 270 VOMS do double 
duty. See your Electronic Parts Distributor and get 
all the facts soon. 

Frequency: DC to 20 KC 
BATTERY TESTER, Model 656 -______ .. ___________________ $19.95 

Checks all radio and hearing aid batteries up to 90 volts 
at the manufacturer's recommended load, or any exter­
nalload. 

NEW! MILLIOHMMETER, Model 657 ________________ $44.95 
Resistance Ranges: 0-.1/.25/.5/1 ohm 
Accuracy: Adapter only ± lh % 

Adapter with 260± Ilh % F.S. (nominal) 
Adapter with 270 ± 1 % F.S. 

Scale - Linear 

TV PICTURE TUBE TESTER, Model 658 ____________ $34.95 
Tests Performed: . 

Provides for checking shorts, emission, grid control, 
gas, and rejuvenation. 

Heater Voltages: 
1.5,2.35,2.5,2.68,4.7,6.3,8.4,12.6,16 volts 

Type of Bases Accepted: 
Duo-decal plus 3 adapters for 7 and 8 pin bases 

Type Tubes: 
All general type TV picture tubes including color 
(with adapter). 

NEW! D.C. AMMETER, Model 661 ______________________ $17.95 
Current Ranges: 0-1/2.5/5/10/25 amperes 
Accuracy: 

Adapter only ± lh % 
Adapter with 260 ± 2% F.S. (nominal) 
Adapter with 270 ± Ilh % F.S. 

Note: All Simpson 260 Adapters provide for normal 260 
usage without disconnecting the adapter. 
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MODEL 267 

Complete with Operator's 
Manual and 
Test Leads ______________________ $49.95 

• 
TWO NEW VOMs! 

Big 7" Meter ... Single Range Selector Switch 
LOW MICROAMP RANGES: 0-50 (Model 267), 0-60 (Model 268). 
EASIER TO READ SCALES: Black and Red scales have been spread out 
for faster reading, less chance for error. 
LESS CIRCUIT LOADING: Sensitivity of AC Voltage ranges to 5000 
ohms per volt. 
POPULAR DBM RANGES: -20 DBM to +50 DBM one milliwatt in 
600 ohms for "0" DB. 
IMPROVED FREQUENCY RESPONSE IN AC MEASUREMENTS: 5 to 500,000 
cycles per second ±2 DB. 
FULL WAVE BRIDGE RECTIFIER SYSTEM: Provides more accurate AC 
voltage measurements. 
RUGGED PRINTED CIRCUIT. ALL COMPONENTS EASILY ACCESSIBLE. 

MODEL 268 
Complete with Operator's -

Manual and Test Leads $49.95 
Carrying Case, No. 5262 $9.95 

Carrying Case, No. 5262 $9.95 RANGES Model 267 Model 268 
DC VOLTS 0-.25,2.5/10/50/250/500/1000 0-3/12/60/300/600/1200 
AC VOLTS 0-2.5/10/50/250/500/1000 0-3/12/60/300/600/1200 
DC MICROAMPERES 0-50 0-60 
DC MILLIAMPERES 0-1/10/100/500 0-1.2/12/120 
DCAMPE-R-=ES=------------'------=-0---=-1-0::--'-------------O:-O---=-1--='-2------

DB SCALE -20 + 10, 1 mw 600 ohms -12 + 11, 1 mw 600 ohms 
OUTPUT-R~A~N~G==ES~--------A~C~V~_~0~lt~r-a-ng-e-s-t-o~2~5~0~V~--------~A~C~V~07lt~r-a-n-ge-s-t~0~3~0~0~V~---

ADJU5T-A-VUE handle holds 

Models 267 and 268 at con-

with .1/mfd condenser in series with .1 mfd condenser in series 
OHMS RXI RXI00 

venient viewing angles 
12 1200 

100,000 OHMS PER VOLT 
MODEL 269*, AC-DC Volt-Ohm-Microammeter 

Self Shielded . . . 33 ranges . . . 7" scale . . . rugged Core Magnet 
Meter Movement with spring backed jewels. Can replace VTVM's for 
many voltage and resistance checks. Carrying case and accessory probes 
available. 
VOLTS DC: 1.6, 8, 40, 160, 400, 1600, 4000 ... 100,000 ohms 

per volt. Accuracy, ±3% of full scale. 
VOLTS AC: 3, 8, 40, 160, 800 ... 5,000 ohms per volt. Accuracy, 

±5% of full scale. 
OUTPUT: 3, 8, 40, 160 volts AC. 
DECIBELS: -12 to +45.5 DB in 4 ranges. ODB = .001 watt in 

600 ohms. 
RESISTANCE DC: 0-2K ohms (18 ohms center); 0-20K ohms (180 

ohms center); 0-200K ohms (1.8K ohms center); 0-2 megohms 
(18K ohms center); 0-20 megohms (l80K ohms center); 0-200 
megohms (1.8 megohms center). Accuracy, ±3% of arc length. 

CURRENT DC: 0-16, 0-160 ua; 0-1.6, 0-16, 0-160 rna; 0-1.6, 0-16 a. 
SIZE: 7-15/16" x 6" x 2-15/16". WEIGHT: 4 Ibs. 
MODEL 269 with leads and Operator's Manual ................ $89.95 

DELUXE VOM 
MODEL 262*, AC-DC Volt-Ohm-Milliammeter 

This compact instrument is made possible by the. Simpson Self Shielded 
Core Magnet Meter Movement with spring backed jewels. . .. 20,000 
ohms per volt ... 33 ranges ... 7" scale. Carrying case and accessory 
probes available. 
VOLTS DC: 1.6, 8, 40, 160, 400, 1600, 4000 ... 20,000 ohms per 

volt. Accuracy, ±3% of full scale. 
VOLTS AC: 3, 8, 40, 160, 800 ... 5,000 ohms per volt. Accuracy, 

±5% of full scale. 
OUTPUT: 3, 8, 40, 160 volts AC. 
DECIBELS: -12 to +45.5 DB in 4 ranges. ODB = .001 watt in 

600 ohms. 
RESISTANCE DC: 0-500 ohms (4.5 center); 0-5K ohms (45 ohms 

center); 0-50K ohms (450 ohms center); 0-500K ohms (4.5K ohms 
center); 5 megohms (45K ohms center); 0-50 megohms (450K ohms 
center). Accuracy, ±3% of arc length. 

CURRENT DC: 80, 160 ua; 1.6, 16, 160 rna; 1.6, 16 a. 
SIZE: 7-15/16" x 6" x 2-15/16". WEIGHT: 4 lbs. 
MODEL 262 with leads and Operator's Manual ............... $CS9.95 
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HIGH SENSITIVITY 

VTVM 
Model 311 

Compare these features: 22 
MEGOHM Input Impedance • 
Peak-to-Peak Readings of Com­
plex AC Voltages • Accessory 
RF Probe with High Frequency 

Response and Accuracy • New "TIMESA VER" Probe 
Tip Hangs on Wire for Continuous Readings, Gives 
Quick Pressure Contact also for Point-to-Point Readings 
• Unbreakable Metal Case • Sensibly Priced. 

SPECIFICATIONS 
DC VOLTS: 0-1.5, 5, 15, 50, 150, 500, 1500 (±3% 
accuracy). AC VOLTS: 0-1.5, 5, 15, 50, 150, 500, 1500 
(±3% accuracy, of full scale). 

AC PEAK-TO-PEAK: 0-4, 14, 40, 140, 400, 1400, 4000 
volts (±5% accuracy, of full scale). 

INPUT IMPEDANCE: 22 Megohms. 

OHMS: Xl; X10; X100; X1000; XlO,OOO; X100,000; 
Xl megohm (meter can be set for center zero for FM 
alignment). 

AC FREQUENCY RANGE: 30 to 100,000 cycles per 
second. . 

MODEL 311, complete with slimUneprooe, lead, ground 
cable, clips, and Operator's ManuaL ....... · .. ·$69.95 

RF PROBE: 50 cycles to 100 megacycles, ±5%; 0-150 
volts RMS. maximum. Input capacity. 10 mmf$11.50 

AC VTVM, Model 715 

High input impedance, multi-voltage ranges and 
wide frequency response are incorporated in Model 
715 to offer a greater versatility for general purpose 
applications. Ideal for hi-fi and general low level 
audio work such as hum and ripple measurements, 
IF gain and vibration analyzing. Model 715 fea­
tures a specially designed meter scale that provides 
DB markings on both the voltage range positions 
and the meter scale. 

Examine this high sensitivity AC VTVM, com­
pare its features! It has the rugged dependability 
that has made Simpson the World's Largest Manu­
facturer of Electronic Test Equipment. 

VACUUM TUBE 
VOLT -OHMMETERS 

VTVM, Model 303 * 
AC VOLTS: 1.2, 12, 60, 300, 1200. 

Accuracy, ±5% of full scale. 
DC VOLTS: 1.2, 12, 60, 300, 1200. 

Accuracy, ± 3% of full scale. 
OUTPUT: 1.2, 12, 60 volts AC. 
RESISTANCE DC: 1K ohms (10 

ohms center); lOOK ohms (1000 
ohms center); 1 megohm (10K ohms 
center); 10 megohms (100K ohms 

*ADJUST-A-VUE center); 1000 megohms (10 meg-
HANDLE ohms center). 

DECIBELS: -20 to +63 DB in 5 ranges. ODB = .001 
watt in 600 ohms. 

R.F. VOLTS: (with R.F. probe) 20 volts maximum. Fre-
quency - Flat 20 Kc to 100 Mc. . 

LINE VOLTAGE: 105-125V, 50/60 Cycles. 
Accessory Probes and Carrying Case available. 
MODEL 303 with DCV Probe, ACV-Ohms Probe, 

Ground Lead, Operator's Manual ...$73.95 

LOW-OHM-METER, MODEL 362 
Greater Accuracy from 

0.1 to 25 ohms 

RANGES: 0-5 ohms and 0.25 ohms. 

Low Circuit Current 
The two ranges of the Low-Ohm Meter 
permit highly accurate readings between 
0.1 and 25 ohms. This is ideal for check­
ing motor armatures and fields; switch 
and relay contact resistances; shorts be-
tween generator windings and grounds; shorts in TV 
and radio chassis wiring; electrical equipment in indus­
trial plants; plus many other uses. Accuracy is within 
3 % of full scale value. 
Model 362 with calibrated test leads $24.95 

RANGES: 
Volts: 0 to .01/.03/.1 

/.3/1/3/10/30/100 
/300 rms 

Decibels: Total Range 
-52 to +52 DBM 

Zero DBM: 1 millivolt 
in 600 ohms 

Scale Markings: 
-12 to +2DB 

ACCURACY: 
±5% of full scale 
TESTER: 10 millivolts full scale on lowest range 
INPUT IMPEDANCE: Minimum 1 meg @ 1 KC 
INTERNAL MULTIPLIERS: ± 1 % precision resistors 
FREQUENCY RESPONSE: 10 cps to 400 KC ± I D8 
INPUT POWER REQUIREMENTS: 110 to 125 VRMS. 

50/60 cps @ 10 watts 
SIZE: 7Yz" wide x 5Yz" high x 3" deep 

Complete with operatorls manual and test leads ... $69.95 

MIDGETESTER, Model 355, AC-DC Volt-Ohmmeter 
SELf SHIELDED, 10,000 Ohms Per Volt AC and DC 

World's smallest! Ideal for appli- SIZE: 2%" wide, 4Yz" high, and 
ance repair, radio-TV service, etc. 1" thick. 
Utilizes the rugged Core Magnet WEIGHT: 7 oz. 
Meter Movement. 
VOLTS, DC: 3, 12, 60, 300, 1200. 
VOLTS, AC: 3, 12, 60, 300, 1200. 
RESISTANCE, DC: 0-10K ohms 

(120 ohms center); 0-100K 
. ohms (I.2K ohms center); 0-1 
megohm (I2K ohms center); 
0-10 megohms (120K ohms 
center). . 
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MODEL 355 with Leads, Opera-
tor's Manual .............................. . 

$34.95 

ZIPPER CASE, Leather with Belt 
Loop #6355 .............................. . 

$3.95 

Net 

Fits in 
Your 
Shirt 
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SECTION 2900 

• "CARRY-AROUND" SIZE TESTERS • 
• AND TEMPERATURE TESTERS • 

SMALL, HANDY MICROTESTERS (Size: 311 x 5%11 X 2Y211) 
AC-DC VOLT-OHM-MILLIAMMETER, Model 240 
Designed for radio testing . . . 1000 ohms 
per volt, AC and DC. 

AC VOLTS: 15, 150, 750, 3000. 
DC VOLTS: 15, 75, 300, 750, 3000. 
DC MILLIAMPERES: 15, 150, 750. 
OHMS: 0-3000 (center scale 30); 0-300,000 
(center scale 3000). Model 240 with I.eads. 

$31.95 
AC-DC VOLT-OHM-MILLIAMMETER, Model 230 -

AC Volts: 10, 250, 1000 (400 ohms per volt) - DC 
Volts: 10, 50, 250, 1000 (1000 ohms per volt) - DC 
Milliamperes: 10, 50, 250 - Ohms: 0-1000, 0-100,000 
- with Leads .........,............ $30.95 

DC AMMETER, Model 375 - 0-1, 2.5, 5, 10, 25 
amps ..... ................ . ............................ $21.95 

DC MILLIAMMETER, Model 373 - 0-1, 5, 10, 25, 50, 
100, 250, 1000 ma ....................................... $21 .95 

DC MICROAMMETER, Model 374 - 0-50, 100, 250, 
500, 1000 ua ............ ........... ..................... $24.95 

AC AMMETER, Model 370 - 0-1, 0-2.5, 0-5, 0-10, 
0-25 amps ............. .............. .... .......... $22.95 

AC MILLIAMMETER (Self-contained transformer), 
Model 378 - 0-5, 25, 100, 250, 1000 ma .... $24.95 

DC VOLTMETER (Res. 1000 ohms per volt), Model 
377 - 0-1, 2.5, 5, 10, 25, 50, 100, 250, 500, 1000 
DC volts. . ................................... $22.95 

AC VOLTMETER (Rec. Type - 1000 ohms per volt), 
Model 376 - 0-5, 10, 25, 50, 100, 250, 500, 1000 
AC volts . .. $21.95 

AC VOLTMETER, Model 371 - 0-150, 0-300, 0-600 
volts ............................... 22.95 

OHMMETER, Model 372-0-500 ohms (5 ohms center); 
0-5000 ohms (50 ohms center); 0-50,000 ohms (500 
ohms center); 0-500,000 ohms (5,000 ohms center); 
0-5 meg. (50,000 ohms center); 0-50 meg. (500,000 
ohms center) - with Leads ............................ $29.95 

AC VOLT-AMP-WATTMETER, Model 390 - Volts: 
0-150, 300 - Amps: 0-0.3, 15 - Watts: 0-300, 600. 
1500, 3000-with break-in plug and 'Leads $48.95 

AC-DC VOLT-WATTMETER, Model 391 - AC or DC 
- Volts: 0-130, 0-260 - Watts: 0-1500, 0-3000 -
with Cord and Plug ........ $43.95 

AC-DC VOLT-WATTMETER, Model 392 - AC or 
DC - Volts: 0-130, 0-260 - Watts: 0-1000, 0-5000 

- with Cord and Plug ............. $43.95 
BATTERY TESTER, Model 379 - (Separate arcs for 

Radio A Batteries, Hearing Aid A Batteries, and for 
all B Batteries) - with Leads .... $29.95 

TEMPERATURE TESTERS - Check 3 Temperatures at 1 Time 

THERM-O-METER* TEMPERATURE METER 
Model 388-3L 

Scale: Fahren./ cent. 
_50°F to +1000°F 
_46°C to + S3SoC 

The Therm-O-Meter measures 
the temperature of air, gases, 
liquids, or solids by means of thermocouple type leads. 
Readings can be made in 15 to 30 seconds, and up to 
a distance of 71,6'. Model 388-3L, the three-lead model, 
is particularly useful where two or three temperatures 
must be measured at the same time. 
LEADS - Two types available: General Purpose and 
Surface Temperature probe. Length is 71,6'. 
SIZE AND WEIGHT-7-15/16" x 6" x 2-15/16", 4 lbs. 
MODEL 388-3L* (for three leads' with one No. 0190 

general purpose lead, battery, and Operator's Manual. 
$67.95 

MODEL 388* (for one lead) with one No. 0190 general 
purpose lead, battery, and Operator's Manual.$62.95 

Ever-Redy Carrying Case, Vinyl, No. 5262.. $9.95 
General Purpose Lead, No. 0190 ........... $4.95 
Surface Temperature Probe Lead, No. 0187 ....... $8.95 
* Adjust-A-Vue Handle supports instrument at convenient 
angles. 

Model 385-3L 
Measures Temperatures 

from _500 to +70 0 'F 

The Temperature Meter was developeu 
primarily for servicing refrigeration 
equipment such as deep-freeze units, 
home refrigerators, and walk-in coolers. It can also be 
used to service air-conditioning units when the test· re­
quirements fall within its temperature range. 
MODEL 385-3L; for three 15-foot leads, is especially 
useful where two or three temperatures must be checked 
at the same time, such as in setting up a refrigerator 
thermostat or in checking ambient temperature rises 
and control apparatus. 

LEADS - General purpose type, 15' long. Thermistor 
tip. 

SIZE AND WEIGHT - 3" x 5% 11 x 21,6 ", 11,6 lbs. 

MODEL 385-3L (for three leads) with one test lead and 

Operator's Manual .. .............$33.95 
Additional Thermistor Lead, No. 0010 ...... $4.75 

Ever-Redy Carrying Case, Leather, No. 4299 $8.75 

DUAL RANGE THERM-O-METER 
Low Range, -50° to 100°F; High Range, 100° to 250°F 

APPLICATIONS - Frozen Food Packag­
ing, Ice Manufacturing, Freezer Storage, 
Refrigeration, Photo Processing, Air Con­
ditioning, Heating Systems, Pasteurization, 
Distillation, and numerous others. Readings 
are made in 15 to 30 seconds. 
ACCURACY - Over-all accuracy is ±3°F, 
in any position. However, near center scale, 
accuracy is within ±ZOF or better. Com­
pensated for room temperature effects from 
60°F to 100° F. 
PROBE - Thermistor tip with a 15' lead. 

© U.c.P., Inc. 

The lead cord is only .144" in diameter to 
permit closing doors of equipment being 
checked. Model 389-3L is designed to ac­
commodate 3 leads simultaneously with 
separate readings through one selector 
switch. 

MODEL 389-3L, Complete with single 
Thermistor, Lead, and Operator's Manual 

$62.50 
Additional Thermistor Lead, No. 0010 4.75 
Carrying Case, No. 5262 __________________ . 9.95 

Model 389-3L 
Measures Tempera· 
tures In Up to Three 
Locations at One 
Time on a combina­
tion Fahrenheit and 
Centigrade scale. 
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DC VOLTMETER 

SECTION 2900 

PORTABLE 

STANDARDS 

NEW 
MULTIRANCiE 
STANDARDS 
(0.5% FULL SCALE) DC MILLIAMMETER 

Model 1700 ________________ $160 MADE TO CONFORM TO ASA C-39.1-1959 Model 1702 ______ ~ _________ $135 
Simpson introduces a new line of laboratory standards for 

general industrial laboratory testing, plant incoming inspec­
tion, production line applications and for high school and 
college laboratories. 

These standards feature Simpson's self shielding deep core 
construction with spring mounted sapphire jewels and hardened 
steel pivots. This feature ensures the high degree of accuracy 
built into each standard. The combination of the self shielded 
core magnet meter movement and the steel case make these 

PORTABLE 
LABORATORY 
EQUIPMENT 

Model 
9 & 10 

Model 
880 

RANGES 
ACCURACY 
LOSS (Max.) 
EXTERNAL TEMPERATURE 
INFLUENCE . 
DIELECTRIC TEST 
MIRROR SCALE LENGTH 
DAMPING 
METER MOVEMENT 
SENSITIVITY 
RANGE SWITCH 
POINTER 
PANEL 
ZERO ADJUSTER 
CASE 
SIZE 

instruments impervious to the effects of external fields. 
The meter is temperature compensated from 15° C. to 35° 

C. Hand stepped, hand drawn, white enameled dial with 
mirror segment assures greater accuracy over the entire scale 
arc. Tubular aluminum knife-edge pointer (painted black on 
top side only) improves readability, eliminates parallax. 

These portable, multi-range standards are available from 
your industrial electronic distributor. Request him to arrange 

. a demonstration today. 

MODEL 1700, DC V MODEL 1702, DC MA 

0-1.5, 3, 7.5, 15, 30, 75, 150, 300, 750, 1500 
I/z of 1 % of full scale in horizontal position @ 25°C. 

1 milliampere 50 to 150 mv 

1,4 of 1 % 1,4 of 1 % 
3000 rms 3000 rms 

5.5 inches 
Magnetic 

Deep Core Magnet Meter Movement (1~6) 
1000 ohms per volt 

Rotary, Ceramic, solid silver alloy contacts 
Knife-Edge Tubular Aluminum 

Etched Aluminum 
External 

Steel (Gray Paint) 
11%" x 7%" x 31,4" 

MODELS 9 AND 10 

For inspection, lab and research work; feature 4l/2" hand drawn mirrored scales with knife edge pOinter. Model 9 DC 
meter with D'Arsonval movement; ±0.5% accuracy of full scale at 77° F. Model 10 AC meter with iron vane movement; 
accuracy ±1 %. 

RANGE Model 9 Net Ea. Modell 0 
Volts Sensitivity 9 (DC) Sensitivity 

50 1000 opv $49.50 66.6 opv 
100 1000" 49.50 166.0 " 
150 1000" 49.50 166.0 .. 
300 1000" 55.00 166.0 .. 

IS-ISO" 1000" 55.00 _________ _ 
150-300* 1000" 60;45 166.0 opv 
300-750" 1000" 66.00 166.0 .. 

Models 
10 (AC) 
$43.95 
43.95 
43.95 
49.50 

55.00 
60.45 

Range 
Amperes 

5 
15 
30 
50 

100 
2.5-5" 
5 -10" 
2.S-10-25t 15-150:300t 1000" 63.75 

lS0-300-600t 1000" 66.00 166.0 opv 60.45 10 -25-50t 
"Double range. tTriple range. #Also available for 200 /La range. 

Model 9 Net Ea. Model 10 
MV Drop 9 (DC) Resist_ 
50 $49.50 .010 ohms 
50 49.50 .0022 " 
50 49.50 .0022 " 
50 49.50 .0005 " 
50 (ex. sh.) 49.50 ___ _ 
50 55.00 _____ . 
50 55.00 _____ _ 
50 60.45 _____ _ 
50 60.45 _________ _ 

Models 
10 (AC) 
$43.95 
43.95 
43.95 
43.95 

Net Each _____ . ________________________ $64.95 

Range 
1 rna 

50 rna 
100 rna 
500 rna 

10-100 rna" 
25-250 mao 

100-500 rna' 
50/La# 

100/La# 

Model 9 
Approx. Res. 

90 ohms 
3 .. 
1.5 II 

0.3 " 
8/1 
4.5/0.5 
1/0.2 

1900 ohms 
1900 " 

MODEL 880 AC-DC DYNAMOMETER TYPES 
Accuracy ±1 % of full scale at 77° F. Mirrored 4%" hand drawn scale with 
knife edge painters. 

VOLTMETERS--Sensitivity Approx. 45 O.P.V. 

Maximum Volts 
0-150 
0-150-300" 

Net Each 
$60.45 
71.55 

"Double range. tTriple range. 

Maximum Volts 
0-75·1S0--300t 
0·lS0-300·600t 

In Roll-Top Safety Case-For Models 9, 10 and 880. 

Net Each 
$76.95 
76.95 

Add to Net __________ . ____________________________________________________________ . _________________ . $8.00 
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Amperes 
Normal Maximum 

1 1.5 
2 3.0 
5 7.5 

10 15. 
20 30. 
50 75. 

2.5- 5" 3.75- 7.5 
5·10* 7.5 -15.0 

"Double current range. 

WATTMETERS 

Watts Range 
Low High 
100 200 
200 400 
500 1000 

1000 2000 
2000 4000 
5000 10000 

250- 500·1000 
500-1000-2000 

Net Ea. Modell0 Models 
9 (DC) Approx. Res. 10 (AC) 
$57.15 
49.50 80 ohms $43.95 
49.50 20" 43.95 
49.50 0.9" 43.95 
55.00 
55.00 
55.00 
71.55 
67.QO 

Maximum 
Volts 

150-300 
150-300 
150·300 
150-300 
150-300 
150-300 
150-300 
150·300 

Net 
Each 

$60.45 
60.45 
60.45 
60.45 
66.00 
66.00 
76.95 
76.95 
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SECTION 2900 

• LAB AND PRODUCTION • 
• LINE TEST EQUIPMENT • 

MODEL 2610 WIDE BAND OSCILLOSCOPE 

High gain and stability for production line or lab use. Accuracy, ±3 % of vertical calibration. 
Graticule calibrated in centimeters; controlled edge illumination. Removable bezel has mount­
ing studs for standard camera mount. BNC connectors. VERTICAL AMPLIFIER: Response: 
Linear Position, DC to S.O mc/sec, ±O.S db or DC to 8.0 mc/sec, ±1.S db; Transient Posi­
tion, DC to 3.S mc/sec, -3 db and - 6 db at S.O mc/sec; Differential Input, 2 cps to 3.0 
IT)c/sec., ± 1.S db. Sensitivity: 2.S mv rms/cm without delay line; S.O mv rms/cm with .delay 
line; 2.S mv rms/cm differential. Rise Time: 0.1 p,sec. in Transient Position. Delay: 0.2S p,sec. 
delay line. Attentuation: Multipliers of Xl, X3, X10, X30, X 100, X300, X 1000, plus 12 db 
attenuator; Differential Input variable 0-12 db through vertical gain control. Input Impedance: 
1.0 megohm shunted by 30 p,p,f (AC or DC coupled); Differential Input, 1.0 megohm shunted 
by IS p,p.f (AC coupled only). Probe: 10: 1 probe with 10 megohm input resistance shunted 
with IS p.p.f. HORIZONTAL AMPLIFIER: Response: 2 cps to 1.0 mc/sec, ±1.S db. Sensitivity: 
12 mv rms/cm (min.). Attenuation: Three 20 db steps, plus 21-22 db variable attenuator. 
Input Impedance: 1.0 megohm shunted by 45 p.p.f (AC only). Sawtooth voltage output of hori­
zontal sweep signal provided. Switching: May be connected (by BNC) to external source; may 
be connected internally to time base. TIME BASE RECURRENT SWEEPS: Recurrent Sweep 
Frequency: 3 cps to SOO kc (3-10, 10-30, 30-100, 100-300, 300-1000, cps; 1-3, 3-10, 10-30, 
30-100, 100-S00 kc); plus "Fine Frequency" control. Triggered Sweeps: Four precaJibrated 
sweeps (S, 50, SOO, SOOO p.sec), ±S% accuracy; fifth triggered sweep has approximately 1.0 
p'sec duration. Synchronization: Internal or external; plus or minus. GENERAL: Power: 200 
watts, 117.5., SO/60 cps. Size: IS" X 11Y2" x 20Y2". Weight, 53 Ibs. 
Simpson Model 2610 Oscilloscope-With probe, green filter, graticule, detachable line $ 00 
cord, manual. Net Each ______________________________________________________ -------------------------------------------- 575 

MODEL 2620 PULSE GENERATOR 

Offers wide range of continuously variable, metered pulse repetition rates and pulse durations; 
provision for external gating, triggering, and "single shot" uses. Pulse Repetition Rate (PRR): Con­
tinuously variable, 10-100,000 PPS (l0-100, 100-1000, 1000-10,000, 10,000-100,000; indicated 
on 4Y2" "Wide-Vue" meter. Accuracy: ±4% of PRR setting. Pulse Duration: Continuously vari­
able, 0.1-1000 usec (0.1-1, 1-10, 10-100, 100-1000); ±S%, ±0.1 p.sec. Rise Time: 0.02 usec. 
Decay Time: 0.03 usec. Droop: Less than S%. Pulse Polarity: Positive or negative. Pulse Amplitude: 
0-80 v. open; 0-40 v. across 93 ohms. Jitter: Under S millisec. Output Impedance: 93 ohms 
nominal. Output Attenuator: Six fixed sections, with attenuation of 1, 2, 3, S, 10 and 20 db 
(provides any fixed value from 1-41 db in 1 db steps); plus continuously variable attenuator 
with 10 db range; ± 1 % accuracy. Termination: Matched termination may be selected by switch 
on front panel. Duty Cycle: 2S% max. Pulse Position: Fixed delay of 1.0 p'sec between "+sync 
output" pulse and "main pulse." +Sync Output: Positive 0.2S p'sec pulse with a PRR deter­
mined by setting of PRR control;' amplitude variable, 0-40 v. Trigger Input: May be triggered 
by external sine wave or trigger with amplitude of 12-600 v: pop, whose PRR or frequency 
does not exceed the generator PRR limits. Gated Operation: May be "gated" from external 
negative gate with amplitude of -10 to -100 v. Connectors: BNC except ground (binding 
posts) and power line (detachable type line cord). Power: 2S0 watts, 117.S v., SO/60 cps. 
Size: ISY2" x 13Y<!" x 21". Weight, 66 lbs. 
Simpson Model 2620 Pulse Generator-With detachable. line cord and manual. Net $ 00 
Each ---_______________________________ ... _________________________________________ . ______________ .__________________________________ 625 

© U.C.P., Inc. 

MODEL 2600 SELF-POWERED CALIBRATOR 

Multi-range, self-powered unit calibrates and tests electrical instruments. Labora­
tory standard, semi-portable design can set-up and indicate certain parameters; 
produces and meters accurate values of DC voltage and current. AC voltage over 
a wide range. Used on Simpson production lines to check and calibrate. Uses 
spring back jewels in core meter movement to eliminate damage to meter pivots 
due to shock. Separate AC and DC panel instruments are 7" core type with 
mirrored scales with 5.9" arc length. Two terminal connections handle all 49 
ranges for quick operation; 30° sloped front panel for added convenience. Accuracy: 
± 0.5% of full scale on DC within 4so-105°F. ± 0.7S% of full scale on AC 
within 4S0-10S0F and 50-2,000 cps. ± 1 % to 10 megs, . ± 2% 100 megs, for 
resistance values. DC Volts: 0-1.6/4/8/16/40/80/160/400/800/1600. DC Micro­
amperes: 0-1.6/4/8/16/40/80/160/400/800/1600. DC Milliamperes; 0-1.6/4/8/16/ 
40/80/160/400/800/1600. DC Amperes: 0-16. AC Volts: 0-1.6/4/8/16/40/80/160/ 
400/800/1600. Resistance: 1, 10, 100, 1,000, 10,000 and 100,000 ohms; 1, 10 and 
100 megs.; all fixed values. Power Required: SO watts, 117.S v. AC, 60 cps; ISO 
~atts on the 16 amp ~C range. Size: IS" X 31" x IS". Weight, 132 Ibs. $ 00 
SImpson Model 2600 Calibrator-Net Each ___________________ . _________ . _________ .. ______ ._ 1620 
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COLOR BAR GENERATOR 

Model 430 
• Service Any Color 

TV Receiver - Past, 
Present, and Future 

• True, 100% 
Saturated NTSC Signols 

• Exceptionally Wide 
Range of Outputs 

• Outputs Pictured in Color 
on Single Master Control 

IMPORTANT SPECIFICATIONS 

• 
• 
• 
• 

OUTPUTS - Y; chroma; color bar (8 bars simul­
taneously); R-Y; B-Y; R-Y and B-Y simultaneously; 
I; Q; I and Q simultaneously; G-Y at 90°; sync and 
burst; horizontal sync; high level 3.58 megacycle output; 
high level modulated rf output; positive or negative video 
output. 4.5 Megacycle (crystal controlled) marker for 
proper tuning. 

CHROMA LEVEL SWITCH - 0 db for checking older 
style receivers and some current models; 6 db for video 
checks of newer receivers using vestigial color sideband 
alignment; 15 db for checking color sync lock under 
weak signal conditions. Variable chroma control position 
for other chroma levels. 

COLOR BAR DISPLAY PATTERN - Left to right: 
red, yellow, green, cyan, white, magenta, blue, black. 
Model 430, complete with Operator's $ 

Manual, and Leads ................... ....... 395.00 

In-Circuit 

HORIZONTAL SYSTEM 

ANALYZER, Model 382 

Model 382 is the world's most complete "testing pack­
age" for analyzing TV horizontal deflection systems. 
With this one instrument, you can: 

(1) Check any winding in the horizontal system (trans­
former or yoke) for shorts and opens. Even one shorted 
turn is clearly indicated on a large 4lh" meter. Uses 
reliable, time-proven Q-type test. 

(2) Check flyback and yoke system IN-CIRCUIT (dis­
connect only plate cap of output tube). High-Q systems 
are checked on a quick-reading, Good-Bad scale (most 
present day sets use the High-Q system); Low-Q systems 
on comparative logging scale. 

(3) Measure capacitance value (and check for open ca­
pacitors) - direct-reading scales indicate from 10 mmf 
to 0.1 mfd - no bridge to balance. Measures capacitance 
to better than 10%. 

(4) Make continuity checks of any wire-wound com­
ponent, such as width coils, linearity coils, oscillator 
transformers; check capacitors for direct shorts. Can 
check many other components for Q, also. 
Model 382, test cable, Operator's Manual ........ $69.95 

Page 930 • The MASTER - 26th Edition 

SECTION 2900 

TV-RADIO, INDUSTRIAL 

Net 

TEST EQUIPMENT 

COLORSCOPE 
Model 458 

• 100% RESPONSE AT 3.58 MC 
COLOR BURST 

• DUAL BANDWIDTH - NARROW OR 
WIDE 

• BIG 7-INCH SCREEN 

$249.95 
Frequency Response of Vertical Amplifier 
Wide Band Position 

From 20 cycles/sec. to 4.5 mc/sec.-flat within ±1 db. 
From 10 cycles/sec. to 5.0 mc/sec.-within ±2 db. 
Rise Time - less than 0.05 microseconds. 

Narrow Band Position 
From 20 cycles/sec. to 200 kc/sec.-flat within ±1 db. 
From 10 cycles/sec. to 300 kc/sec.-within ±2 db. 

Maximum Vertical Deflection Sensitivity 
WB:50 Mv RMS/inch; N~: 20 Mv RMS/inch 

Frequency Response of Horizontal Amplifier 
Same as Vertical Amplifier - Narrow Band Position 

Maximum Horizontal Deflection Sensitivity 
"Hi" - 150 Mv RMS/inch; "Low" - lAV RMS/inch 

Z-axis sensitivity 4.0 volts RMS to extinguish beam 
Calibrating Voltage (@ 117.5 VAC Input to Colorscope) 

1.0 P-P volts ± 10% 
Maximum Input Voltage-600 volts peak 
Input Resistance (Minimum)-3.3 Megohms ±10% 
Input Capacitance @ 5.0 mc/sec.-20 uuf ±10% 
Sawtooth Sweep Range-14 cycles/sec. to 250 kc/sec.' 

HANDISCOPEi Model 466 
5" SCREEN 

Measures only 8" x 1214" X 161/4" 

FREQUENCY RESPONSE OF VERTI­
CAL AMPLIFIER: From 15 cycles/sec 
to 100 Kc/sec, flat within ±1 db; 6 db 
down at 250 Kc/sec; usable to 1 Mc/sec. 
MAXIMUM VERTICAL DEFLECTION SENSITIV­
ITY: 30 Millivolts R.M.S./inch. 
FREQUENCY RESPONSE OF HORIZONTAL AM­
PLIFIER: From 15 cycles/sec to 20 Kc, flat within ±1 
db; 6 db down at 100 Kc/sec. 
MAXIMUM HORIZONTAL DEFLECTION SENSI­
TIVITY: 0.7 volt RMS/inch. 
Z-AXIS SENSITIVITY (VOLTAGE REQUIRED TO 
EXTINGUISH BEAM): 20 volts RMS. 
CALIBRATING VOLTAGE (at 117.5 VAC power 
source): 1 volt P-P ±10%. 
MAXIMUM INPUT VOLTAGE: 400 volts peak. 
INPUT RESISTANCE: 0.1 Meg (at atten. xl); 0.5 Meg 
(at atten. x 100). 
INPUT CAPACITANCE: 40 uuf (at atten. xl); 35 uuf 
(at atten. x 100). 
SAWTOOTH SWEEP RANGE: 15 cycles/sec to 80 
Kc/sec. 
MODEL 466 with lead, Operator's Manual $149.95 

PROBE KIT FOR 458 and 466 SCOPES 
Adaptable to other Scopes Also 

Contains: Low Capacity, Voltage 
Double-Detector, 100: 1 Voltage Di­
vider, and Dual-Direct Probes; Plas-

. tic Roll Case; 466 Adapter Socket; 
and Operator's Manual $45. 1 5 Model 739 
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SECTION 2900 

• 
• 
• 
• 

PORTABLE 
Field Strength Meter 

Model 
• Multi-Power 

• Calibrated 

• Operates 
Anywhere 

• Covers All 
Channels 

This newest Simpson calibrated field strength meter pro­
vides means for measurement of television signals in any 
locality. It answers the need of service technicians for a 
combination power line or battery operated field strength 
meter that is self-charging. 
MODEL 498A covers all channels. UHF and VHF. 
Measures relative field strength from approximately 20 
microvolts to .05 volts. Excellent for fringe areas. Also 
useful as a tuner substitute when servicing TV. Continu­
ously variable sensitivity. Operates from anyone of 
four sources: (1) 117 V AC line; (2) Self-contained 
storage battery*; (3) Your automobile battery; and (4) 
Your external battery. 
ACCURACY: VHF (±6 db); UHF (±8 db). 
SIZE: 8" x 11" x 8lh.". WEIGHT: 11lh. lbs. Shipping 
Wt: 15 lbs. 
MODEL 498A, 117 VAC and 6.3 VDC, less battery. 

$199.95 
No. 5721 Storage battery, 12 ampere hour capacity .. 

$14.00 
*Internal storage battery can be recharged by self-con­
tained charger or from your automobile battery while 
traveling between jobs. 

PLATE CONDUCTANCE 

TUBE 
TESTER 

Model 1000 

Extra lo-Volt leakage Test 

Will Not Damage Any Tube 

MODEL 1000 is ideal for radio-TV and industrial con­
trol servicing. Tests any receiving tube, including 9 pin 
miniatures and sub-miniatures with base arrangements 
in a line or circle. The Simpson plate conductance 
method makes testing simpler . . . more positive . . . 
more accurate. Multi-position toggle switches provide 
quick adjustment. 
Snap-Out-Snap-In transparent plastic windows are pro­
vided over the roll chart ... add new tube data at any 
time. 
LINE VOLTAGE: 105-125 Volts, 50-60 cycle. 
SIZE: 15%" x 11%" x 6". 
WEIGHT: 15 lbs. Shipping Wt: 19 lbs. 
MODEL 1000 complete 

with Operator's Manual ...... ........ $189.95 

© U.C.P., Inc. 

TV-RADIO, INDUSTRIAL 

Net 

TEST EQUIPMENT 

VARIDOT 
WHITE DOT GENERATOR 

MODEL 434A 

VARIABLE DOT SIZE ••• VARIABLE DOT NUMBER 

The NEW Simpson Model 434A provides white dot pat­
terns with variable dot size (from 1 to 8 scanning lines, 
with corresponding dot widths), and variable dot number. 
from 6 to 11 horizontal dots, and 6 to 12 vertical dots. 

Very high modulation provides bright, clear dots. 

With the Mudel 434A White Dot Generator, you make 
linearity adjustment of black and white TV and linearity 
and convergence adjustments on color TV receivers with 
confidence. Adjustable dot size provides a check of re­
ceiver transient response. 

Horizontal and vertical sync pulses are provided, with 
adjustable vertical sync which can be operated at line 
frequency or off line frequency. This also operates as 
a hum-check control for both color and black and white 
receivers. This feature is rarely found in test equipment 
offered at this price. Vertical and horizontal synchroniza­
tion assures you of correct aspect ratio ... ample attenu­
ation ... 300 ohm RF output. 

Positive or negative video output ... excellent for accu­
rate and fast checking transient response of video am­
plifiers is available. 

Modulated RF output is available, operating on funda­
mentals from Channel 2 to Channel 6. Line Voltage: 117 
Volts, 50-60 cycles, 45 watts. 

DEALER'S NET PRICE, Complete with operating in-
structions and output cables ........ . .... $149.95 

CAPACOHMETER 
World's First 

IN-CIRCUIT 
Capacitor Leakage Tester 

The "Capacohmeter" combines 
in "one package" the flexibility 
to: (a) Measure leakage of de­
fective paper, mica, or ceramic 

Model 383A 

capacitors in ohms; (b) indicate directly the capacitance 
of good paper, mica, or ceramic 'capacitors over a range 
of 10.0 micromicrofarads to 10.0 microfarads; (c) detects 
many marginal capacitors by means of a pulse technique. 
All tests are read directly on a 4lh." instrument. No 
adjusting of a bridge circuit and balancing controls. All 
measurements made under load conditions. Borderline 
capa,:itors which cause costly "call backs" are immedi­
ately :;nocked out" with the "pulse test." Many tests 
are made right "in circuit" 

Model 383A, complete with test leads and Operator's 
Manual ...... $89.95 
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SECTION 2900 

• TEST EQUIPMENT ACCESSORIES • 
• AND PANEL METERS • 

ACCESSORIES FOR SIMPSON TEST EQUIPMENT 
CARRYI NG CASES ••• Save you time and protect your instruments. I nstru-

Ever-Ready Leather 
Carrying Case 

No. 4236 ________ $9.75 

ments are always ready for instant testing. 

For Models 
260. 270-Leather ._ .... _ .... _ .. _ ... _ .. __ .. _ .. _ .. _._ .... _ ..... _._._ ... _________ _ 
260. 270. 303-Ever-Redy Leather .. _._ ...... _ ... _ ... _. _____ ._ .... _ .... _ .. _ .... _ .. _ .. 
262. 269. 388-3L. 389-3L-Ever-Redy Vinyl _ .. _ .. _._ .... __ ._ ... __ .... _ .. _ .. __ ._ .. 
385-3L. New 267. New 268-Ever-Redy Vinyl __ .. __ ._ ... ____ ._ .. _._ .. __ .. 
391. 392-Leatherette-Covered .... _ ... _ .. _._._ ... _._ .. _ ... __ ... _ .. _ .. _ ... __ ._. __ 
355-Ever-Redy Leather .... _ .... ___ .... _ .... ___ . __ ._ ... _ .. _ .... _ .. __ .. _ .. __ .. __ ... _._ 
All Microtesters-Ever-Redy Leather _ ..... _ ... _. __ ... _ .... ___ .. _ .... _ ... _ .. _._. 
All Microtesters-Leatherette-Covered _ .... _ ... ____ ... _._ ........ _ ... _ ..... _. __ .. 

Part No. 
1818 
4236 
5262 
8073 
3413 
6355 
4299 
3011 

Price 
$8.50 
9.75 
9.95 
8.75 
5.95 
3.95 
7.50 
5.95 

LEADS For Models Part No. Price 
For Models Part No. 
260 Series 3. Banana plugs and alligator clip .... _.. 7500 
260 Series 3. New 267. New 268. 

Banana plugs and test prods ........ _ ...... _ ....... _.. 7538 
355 Test prods ................................................ _ .. _ ... _... 8600 
385.-3L. 389-3L. 15 ft. Thermistor lead ...... _._.... 0010 
385.-3L. 389-3L. 30 ft. Thermistor lead ...... _........ 0216 
385.-3L. 389-3L. 50 ft. Thermistor lead .......... _.... 0415 
385.-3L. 389-3L. 100 ft. Thermistor lead ..... _....... 0416 
385.-3L. 389-3L. 150 ft. Thermistor lead.............. 0417 

Price 
$ 2.10 

2.50 
1.85 
4.75 
5.55 
6.50 
8.70 

$10.95 

Test prods and elbow terminals 230/240/260-2/ 
372 .. _ ..... _ ... _ .... _ .... .' ............ _ ............ _ .... _.............. 8381 

Test prods and spade terminals-all microtesters.. 8379 
Alligator clips and elbow terminals-230/240/ 

260-2/372 ...... _ ......... _ .......... _ ......... _ ... _ ......... _.__ 8375 
Alligator clips and spade terminals-

all microtesters .. _ ........ _ .. _ .. _._ .. _ ........ _ ...... _........ 8376 
Combination test prods with removable alligator 

clips and elbow terminals 262/269 ........ ,............. 8463 

PROBE5--High Voltage Types 
For Models Probe No. Price For Models Part No. Price 

11.95 
13.50 
11.50 
12.50 
11.95 

Miscellaneous Type Probes 

221 (30.000v) ..... _............ 0009 $12.55 
260 Series 2 (25.000v).... 0007 10.75 
260 Series 2 (50.000v) ..... 0179 12.50 
260 Series 3 (25.000v).... 0247 11.50 
260 Series 3 (50.000c) .... 0248 12.50 
262.(16.000v) .............. _.. 0172 11.95 
262 (40.000v) __ .. " ... _. ___ .. 0180 12.50 
267 (2500 VDC) 8568 3.60 

269 (16,OOOv) ... _ .... _______ . 0173 
269 (40.000v) ____ ...... _...... 0181 
270 (25.000v) ________ .. _______ 0247 
270 (50.000v) _______ .. _______ 0248 
303 (30.000v) _____ ... ___ .. __ 0074 
Miscellaneous Type Probes 

· 303 High frequency ._____ 0073 
303 AC Probe ______ ... _____ 0068 

267 (5000 VDC) 8569 3.60 
267 (2500 VAC) 8570 3.60 

303 DC Probe ......... ______ . 0067 
303 Ground lead __ ... ______ . 0069 

267 (5000 VAC) 8571 3.60 
268 (3000 VDC) 8572 3.60 
268 (6000 VDC) 8573 3.60 

311 High frequency _______ 0731 
311 High voltage ___________ 0732 
311 DC-AC/OHMS ______ 0734 
311 Ground lead .________ 0733 

$ 8.75 
3.55 
3.55 
1.00 

11.50 
11.75 
8.50 
1.25 

For Models Part No. 
388-3L General purpose 

thermocouple .. __ .. ___ .... 0190 
388.-3L Surface tempera­

ture thermocouple .. __ 0187 
479. 480 High frequency 

crystal probe and 
cable. . ... 0185 

479. 480 Output cable 
45mc _ __. ______ ... __ .. __ ... _____ 0046 

Voltage Doubler ________ .... 0740 
Low Capacitance ________ .... 0741 
100:1 Voltage Divider .. 0742 
Direct-Resistive Dual 

$2.50 
2.50 

1.75 

1.75 

2.30 

Price 

4.95 

$ 8.90 

,. 
7.65 

4.25 
14.65 
14.00 
15.20 

268 (3000 VAC) 8574 3.60 
268 (6000 VAC) 0004 3.60 Purpose __________ . ______ ....... 0743 11.55 

ELAPSED TIME METERS Checks Safety The,rmocouples on GAS-FIRED Equipment 

M·ILLIVOLTMETER MODEL 387 
These meters use self­
starting synchronous 
clock motors. 

For Servicing Gas-Fired - Furnaces· Boilers 
They indicate up to 
9999.9. then recycle 
and begin again at 
0000.0. Molded bake­
lite case. Case depth-

• tleaters • Hot Water Heaters • Dryers • Refrigerators 

The new Simpson· Millivoltmeter makes gas 
unit servicing faster, more accurate. Simply 
place the probe leads across the thermocouple 
terminals and test for correct value. Ranges are 2%6". 

MODEL 55ET MODEL 57ET 10. 30, 100, 300, and 1000 millivolts. Accuracy 
is 3% of full scale from 50° to l20oP. Handy 

~R~A~N~G~E ________ ....::M~0:,;D7.EL;..;;55:=_::_ET:..-----...:M:::0::.:D:.:Ei.Li5;:.7~ET pocket size-only 3"x5¥s "x2""". 
120V-60 cps $17 .95 $17 .95 
240V-60 cps 18.25 18.25 MODEL 387, with leads and Operator's Manual 

Space-Saving EDGEWISE 
PANEL METERS 

Unusual design permits mounting wherever space is 
a problem; makes every square inch count on a 
crowded panel; will solve many of your design prob­
lems. Supplied complete with mounting hardware. 
including bezel with two speed nuts for quick. simple 
mounting. 
Types: Direct Current and AC Rectifier. Accuracy: 
DC 2% of full scale; AC Rectifier. 5%. Pointers: 
Knife-edge. lance; spade types. Standard Scale: Black 
numbers on white background; 1"," long. Terminals: 
Solder or stud type. Case: Dustproof. molded lucite. 
Weight, about 5 ozs. 
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DC MILLIAMMETERS 

RANGE APPROX. MODEl 
MILLIAMPERES RESISTANCE 1502C 

0·1 20 ohms $14.40 
0-5 2.5 ohms 14.40 
0·10 13.5 ohms 14.40 
0·15 14.40 
0·25 5.4 ohms 15.00 
0·50 2.7 ohms 15.00 
0·100 1.35 ohms 15.00 
0·150 .9 ohms 15.00 
0-200 .675 ohms 15.00 
0-250 .54 ohms 15.00 
0·300 .45 ohms 15.00 
0·500 .27 ohms 15.00 

VOLUME LEVEL IN'DICATORS-VU Meters 

MODEL 
RANGE 1507E 

"A" SCALE $24.30 
"8" SCALE 24;30 

AC VOLTMETERS-Rectifier Type 

RANGE 

0·150 
0-300 

APPROX. 
RESISTANCE 

1000 ohms 
per volt 

Net 

MODEl 
1507C 

$18.75 
18.75 

DC VOLTMETERS 
RANGE APPROX. 
VOLTS RESISTANCE 
0-10 1000 ohms per volt 
0·15 1000 ohms per volt 
0-25 1000 ohms per volt 
0-50 1000 ohms pervolt 
0-100 1000 ohms per volt 
0·150 1000 ohms per volt 
0-300 1000 ohms per volt 
0·500 2000 ohms per volt 

DC AMMETERS 
RANGE APPROX. 

AMPERES RESISTANCE 
0-1 .050 ohms 
0-5 .010 ohms 
0-10 .005 ohms 
0-15 .0033 ohms 
0-25 .002 ohms 
0-50 .001 ohms 

DC MICROAMMO:;TERS 
RANGE 

MICROAMPERES 
0-25 
0-50 
0-100 
0-200 
0·500 

APPROX. 
RESISTANCE 
3150 ohms 
1800 ohms 
1100 ohms 

290 ohms 
90 ohms 

MODEL 
1502C 
$14.55 

14.55 
14_55 
14.55 
14.55 
14.55 
14.55 
14.70 

MODEL 
1502C 
$15.30 

15.30 
15.30 
15.30 
15.30 
15.30 

MODEL 
1502C 
$21.75 

19.05 
16.95 
15.30 
14.85 
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SECTION 2900 

• 
• WIDE-VUE PANEL METERSi 
• 
• 

"'"!'!!!t\!!'!_!II!\!I!!II!\!I!I!!\I~.=;. Modern styling with durable, 
:- open face plastic cover for wide­

angle readability and protection 
of meter face; permits longer 
scales. Black, one-piece wrap­
around cover is made of methyl 
methacrylate. Black bakelite case 
on 2Y2" and 3Y2" models; lucite 
case on 4Y2" units. DC meters 
have self-shielded core magnet 
movements except 0-25 and 0-50 
microammeters and VU meters, 
which are external magnet type. 
AC meters have moving vane 
type movement. Accuracy is 2 % 

except Models 1347C and 1349C, 5%. All are calibrated for 
nonmagnetic panels; for steel panels, state panel thickness and 
add $1.65 to prices shown. 
Models 1227C and 1257 - 2Y2" meters require 2.17" dia. hole; 
four mounting studs on 1.88" centers. Scale length 2.36". 

Models 1327C, 1347C and 1357 - 3Y2" meters require 2.73" dia. 
hole; four mounting studs on 2.24" centers. ScaJe 3.14" long. 
Models 1329C, 1349C and 1359 - 4Y2" meters secure 2.75" dia. 
hole; four mounting studs on 4" x 3.56" centers. Scale length, 
3.93". 
CALIBRATION AND DIALS - All DC Wide-Vue meters 
listed below have the Simpson self-shielded core-type move­
ment (Calibration not affected by stray magnetic fields), ex­
cept 0-15, 0-25, 0-50, 25-0-25 DC Microammeters and VU 
Meters which have the Simpson external magnet type move­
ment. All AC Wide-Vue meters have the Simpson Iron-vane 
type movement. When ordering external magnet meters to be 
used on steel panels, state the panel thickness and add $1.65 to 
list price shown below for recalibration. AC Milliammeters 
and Ammeters are calibrated for use on 25 through 800 cps; 
AC Voltmeters for use on 25 through 125 cps. For other 
specified frequencies add $1.65 to the list price. 

DC VOLTMETERS-Core Magnet Type Movement AC VOLTMETERS-Iron Vane Type Movement DC MILLIVOLTMETER-Core Magnet 
Type Movement 

21/2'" 3'/2" 4112" 0.5 33 $12.15 $13.95 O-SO 10 $12.60 $13.20 $14.55 

Range Resistance Model Model Model 0-10 133 $11.85 12.15 13.95 AC VOLTMETERS-RECTIFIER TYPE-
1227C 1327C 1329C 0-15 300 11.85 12.15 13.95 

0-25 833 12.00 12.60 13.95 Core Magnet Type Movement 

0·5 $13.35 $13.80 $15.30 
0-50 3,333 12.00 12.60 13.95 

1247 3'12" 0-100 16,666 12.30 13.20 13.95 41/2" 
0·8 

13:35 
13.80 15.30 0-150 25,000 12.60 13.50 14.55 Range Resistance '2112'" Model Model 

0·10 13.80 15.30 0-250 41,166 12.60 13.50 14.55 Model 1347C 1349C 
0·15 1000 13.35 13.80 15.30 0-300 50,000 12.60 13.50 14.55 
0·25 ohms 13.35 13.80 15.30 0-500 83,333 16.20 17.40 18.60 0·5 $16.05 $17.85 $19.65 
0·30 per volt 13.35 13.80 15.30 0-10 1000 1.6.05 17.85 19.65 
0·50 13.35 13.80 15.30 0·15 ohms 17.85 19.65 
0-100 13.35 13.80 15.30 AC AMMETERS-Iron Vane Type Movement 0·50 per 

l'6:ii5 
17.85 19.65 

0·150 13.35 13.80 15.30 0·150 vol! 17.85 19.65 
0·200 13.35 13.80 15.30 0·300 16.05 17.85 19.65 
0·250 13.35 13.80 15.30 (ohms) 3'/2" 4112" 0-150 2000 ohms per vol! 18.60 20.40 
0·300 13.35 13.80 15.30 Range Approx. Model Model Mode'l 
0-500 2000 13.80 14.55 15.75 Resistance 1257 1357 1359 VOLUME LEVEL INDICATORS-DECIBEL METERS 

0·750 ohms 17.10 14.55 15.75 ZERO POWER LEVEL-6MW. 500 OHM LlNE-
1-1000 per vol! 17.40 18.15 19.35 0-1 .287 $11.25 $12.00 $14.00 Core Magnet Type Movement 

0·1.5 .185 11.25 12.00 14.10 
0·2 .U5 

11':25 
12.00 14.10 21/2" 3'12" 4)1" 

DC AMMETERS-Core Magnet Type Movement 
0-3 .027 12.00 14.10 Range Model 1247C Model 1347C Model 1349C 
0·5 .012 11.25 12.00 14.10 
0·10 .0031 11.25 12.00 14.10 General· 

.050 $12.60 $14.55 
0-15 .0022 11.25 12.00 14.10 Purpose $17.90 $18.15 $19.80 

0·1 $13.20 0·25 .0003 11.85 12.45 14.55 5000 ohms 
0·1.5 .033 12.60 13.20 14.55 0-30 11.85 12.45 14.55 
0·2 .025 12.60 13.20 14.55 0·50 .0006 11.85 12.45 14.55 VOLUME LEVEL INDICATORS-V. U. METERS 0·3 .0166 12.60 13.20 14.55 0·100 .012 11.25 12.00 14.10 REFERENCE LEVEL-l MW. 600 OHM LINE-0·5 .010 12.60 13.20 14.55 0·150 .012 11.25 12.00 14.10 External Magnet Type Movement 0·10 .005 12.60 13.20 14.55 1)·200 .012 11.25 12.00 14.10 
0·15 .0033 12.60 13.20 14.55 0·250 .012 2'12" 3W" 4)1" 0-25 .0020 12.60 13.20 14.55 0-300 .012 11.25 liiio l'ij:1'O 
0·30 .0017 12.60 13.20 14.55 0·500 . .012 

Range Model 1247 Model 1347 Model 1349 

0·50 .001 12.60 13.20 14.55 ttA-Scale $21.45 $22.05 $23.25 
0-100 10.0 12.60 13.20 14.55 ttB-Scale 22.05 23.25 
0·150 10.0 12.60 13.20 14.55 AC MILLIAMMETERS-iron Vane Type Movement 
0·200 10.0 12.60 13.20 14.55 DC GALVANOMETERS-Core Magnet 0·300 10.0 12.60 13.20 14.55 
0-500 10.0 13.20 14.55 0-10 2,000 $11.25 $12.00 $14.10 Type Movement 
15·0·15 .0033 14.10 0-15 875 
30·0-30 .0017 14.10 0·25 390 

l'iiiii 
Sensi-

50·0-50 .001 14.10 0-50 80 11.25 14.10 Scale tivi!y Resist· 2112" 3'12" 4112" 
0·100 20 11.25 12.00 14.10 Micro· ance Model Mo~el Model 
0-250 5 11.25 12.00 14.10 Amps 1227C 1327C 1329C 

DC MILLIAMMETERS-Core Magnet 0-500 .9 11.25 12.00 14.10 
50·0-50 SOO-O·500 46 ohms $12.45 $13.20 $13.95 

Type Movement 50·0-50 75-0·75 2000 ohms 13.50 14.70 16.20 

DC MICROAMMETERS-Core Magnet RF AMMETERS-Core Magnet Type Movement 
0-1 46 $12.45 $13.05 $13.80 Type Movement 
0-3 46 12.45 13.05 13.80 (ohms) Approx. 3112" 41/2'" 
0-5 23 12.45 13.05 13.80 (ohms) 2'12" 3'12" 41/2" Range Resistance Model 1337C Model 1339C 
0-10 2.2 12.45 13.05 13.80 
0·15 2.2 12.45 13.05 13.80 

Range Approx. Model Model Model 0·1 .343 $15.45 $17.70 
0·20 2.2 12.45 13.05 13:80 Resistance 1227C 1327C 1329C 0·1.5 .200 15.45 17.70 
0-25 6.0 12.75 13.35 14.55 0·15tt 4500 $22.05 $24.15 

0-2 .120 15.45 17.70 
0·50 $18j5 0·2.5 .10 15.45 17.70 3.0 12.75 13.35 14.55 0·25tt 2200 19.65 21.75 0·3 .08 15.45 17.70 0-100 1.5 12.75 13.35 14.55 0·50tt 2000 16.20 16.65 18.00 0·5 .045 15.45 17.70 0-150 1.0 12.75 13.35 14.55 0-100 2000 14.55 15.15 16.95 0·8 .031 15.45 17.70 0·200 .75 12.75 13.35 14.55 0-200 1000 13.20 13.80 15.30 0·10 .023 15.45 17.70 0·250 .60 12.75 13.35 14.55 0-500 200 13.05 13.50 14.70 ttHas external magnet type movement 0-300 .50 12.75 13.35 14.55 25-0-25tt 2000 16.80 18.15 
0-500 .30 12.75 13.35 14.55 50-0-SO 2000 14.70 15.30 17.10 RF MILLIAMMETER-Core Magnet Movement 0-750 .20 

12:75 
13.35. 14.55 100·0·100 1000 13.35 13.95 15.45 

0-1000 .05 13.35 14.55 500-0·500 46 12.60 13.20 13.95 0-500 0.63 $18.30 $20.70 
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SECTION 2900 

NEW STOCK 
PANEL METER TYPES 

NEW 1Y2" WIDE-VUE PAN'EL METERS 

DC VOLTMETERS, Model 1212C 
RANGE Approx. Ohms/Volt PRICE 
0-5 $12_30 
0-10 12_30 
0-15 1000 12.30 
0-25 SELF- 12.30 
0-30 CONTAINED 12.30 
0-50 12.30 
0-100 12.30 
0-150 12.30 
0-300 2000 $12.30 
0-500 EXT. 15.60 

MULT. 

DC MILLIVOLTMETERS, Model 1212C 
RANGE Approx. ReSist. (Ohms) PRICE 
0-50 10 $12.30 

SPECIFICATIONS MODEL 1212C MODEL 1214C 
ACCURACY 2% of full scale 3% of full scale at 25° C and 

60 cps sine wave' 
-'!OVEMENT_ TYPE Core magnet meter movement (Self-Shielded) 
SCALE LENGTH 1.5" at 90° Arc (38.1 mm) 

DC AMMETERS, Model 1212C DC MILLlAMMBTERS, Model 1212C DC MICROAMMETERS, Model 1212C 
RANGE Approx. ReSist. (Ohms) PRICE RANGE Approx_ Resist. (Ohms) PRICE RANGE Approx. Resist. (Ohms) PRICE 
0-1 .050 $12.30 0-1 46 . $11.85 0-50 5300 $15.75 
0-2 .025 12.30 0-5 23 11_85 Q-l00 2000 $13.95 
0-3 .0166 12.30 0-10 2.2 11.85 0-200 1000 12.60 
0-5 .010 12_30 0-15 2.2 11.85 0-500 200 12.45 
0-10 .005 12.30 0-25 6.0 12_30 25-0-25 2000 15.90 
O 15 10 $1230 0-50 3.0 12.30 50-0-50 2000 14.10 
- . 0-100 1.5 12.30 100-0-100 1000 12.75 

0-25 10 12.30 0-150 1.0 12.30 500-0-500 46 1200 
0-50 10 12.30 0-200 0.75 12.30 . 

EXT. SHUNT VOLTAGE DROP 50 MV 0-250 0.60 12.30 

\ 

SCALE 

50-0-50 
50-0-50 

0-300 0.50 12_30 VU METER, Model 1214C 
0-500 0.30 12_45 "A" SCALE $19.35 

·Self-contained. Voltage drop 150 MVor less. 
AC VOLTMETER, Model 1214C 

DC GALVONOMETERS RANGES Approx. Ohms/Volt PRICE 
SENSITIVITY 0-5 1000 $17.25 

MICROAMPERES RESISTANCE PRICE 0-10 SELF-CONTAIN'ED 17.25 
- (Ohms) 0-150 17.25 

0-300 2000 17_85 
SELF-CONTAINED 

75-0-75 2000 $12_75 
500-0-500 46 12_00 

NEW 4~" METER RELAY-FRONT ADJUSTABLE-MODEL 29XA 

GENERAL: Model 29XA Relays are of the 
D'Arsonval Type. Externally adjuste<i 
limit setting contacts are non-locking 
and intended for circuits with external 

locking provisions or for light duty non­
locking applications. 
CALIBRATION: Accuracies ± 2% of full 
scale. 
CONTACTS:' Platinum Alloy. For use ~ 
15 volts DC @ 10 milliamperes maxi­
mum on resistive or diode protected in­
ductive loads. 
CONTACT ADJUSTMENT: Contacts are ex­
ternally adjustable over 95° of 100° 
scale arc, and within 5° of each other. 
The pointer will indicate the contact 
make position within 2° of actual con­
tact intercept. 
CONTACT DIFFERENTIAL: Normally, con­
tacts will close within 2 % of full scale 

NEW 1% AND 2% PANEL METERS-6" SIZE 

value and break within 10% of full 
scale value. 
INSULATION: Breakdown 300 volts AC 
from Relay contacts to meter circuit. 3 
KV AC from Relay terminals to mount­
ing panel. (All Tests at 60 cycles.) 

Approx. 
Resistance 

Price Range Description (ohms) 
0-50 DC Microammeter 5200 $44.10 
0-100 DC Microammeter 1800 42.15· 
0-200 DC Mlcroammeter 1000 39.60 
0-500 DC Microammeter 280 39.00 
0-1 DC Milliammeter 140 38.10 
0-50 DC Millivoltmeter 10 38.25 

DC VOLTMETERS-
Red knife-edge pointers; \14 -28 studs; front surface glass lDirrors on 
1 % meters; molded black phenolic case; scale length, 4.6" (114.8 mm). DC MILLIAMMETER-

Core Meter Movement 
Approx. 2% 

DC MICROAMMETERS- Core Meter Movement Ranges Ohms/Volt Model 1150E 
High-Flux Meter Movement 

2% 1% 
Ranges Model1150H Model1150H 
"'0-":-1=-5 ':"::"'--"-'-~$28.35 
0-25 25.95 
0-50 23.55 
0-100 22_50 
0-200' 19.50" 
0-500" 18_90" 

$28_50 
27.45 
24.45" 
23.85* 

" Core movement-Models 1150'E 

DC MILLIVOLTMETER-
Core Meter Movement 

2% 
Ranges Model 1150E 
0-50 $18.75 

Ranges 
0-1 
0-10 
0-50 
0-100 
0-500 

Ranges 
0-1 
0-5 
0-10 

2% I 
Model 1150E 

$18.00 
18.00 
18.00 
18.00 
18.00 

NEW SEGMENT ~L VOLTMETER--l00 to 130 VOL TS-4 ~" 

MODEL 1349C $40.50 
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SCALE LENGTH: 3.93" (100 mm). 
RANGE: 100-130 AC Volts. 
OPERATING FREQUENCY' RANGE: 20-2,000 
cps. 
ACCURACY: ±0.5% of center scale value 
at 25°C and 60 cps sine wave. 
FREQUENCY INFLUENCE: Less than 0.5% of 
center scale value over the range of 
20-2,000 cps. , 
TEMPERATURE INFLUENCE: Less than .25% 
of center scale value for temperature 
range of +20° from 25°C. 

Net 

1% 0-10 $18.00 
Model1150E 0-25 1000 18.00 

$22.95 0-50 Self- 18.00 
0-100 Contained 18.00 
0-150 18.00 

22.95 0-300 18_00 
22.95 0-500 2000 Self-Cont. $18.60 

DC AMMETER-
Core Meter Movement 

2% 
Model 1150E 

$18.75 
18.75 
18.75 

Ranges 
0-15 
0-25 
0-30 
0-50 

(Expanded Scale) 

2% 
Modal 1150E 

$18.75 
_18.75 
18.75 
18.75 

SENSITIVITY: 160 to 100 ohms/volt (end 
scale values). Sensitivity decreases as in­
put voltage increases. 
RESPONSE TIME:' 2 seconds. 
INTERMlnENT INPUT VOLTAGE (Maximum): 
150 volt RMS for 10 seconds. 
STORAGE TEMPERATURE RANGE: -30°C to 
65°C. 
MOVEMENT TYPE: Shielded Core Magnet 
Meter Movement. 
CALIBRATION: Shielded Core type cali­
brated for either magnetic or non-
magnetic panel. . 

© U.C.P., Inc. 



SECTION 2900 

• 
• 
• PANEL METERS 
• 

FIGURE A-Models 127, 137, 147, 157. 21/2" rectangular case. Width 
2%"; neight, 2%". Mounts in round hole. Body diameter, 2",'. Scale 
length, F/s". Bakelite case. 
FIGURE B-Models 125, 135, 145, 155. 21/2" round case, open face 
style. Flange diameter, 23/4"; depth overall, 2%,'; body diameter, 
2'7(,'; scale length, F/s". Bakelite case. 
FIGURE C-Models 27, 37, 47, 57. 31/2" rectangular case. Width, 3"; 
height, 31/s". Mounts in round hole. Body diameter, 23/4". Scale length, 
2Ji .. '. Bakelite case. 
FIGURE D-Models 25, 35, 45, 55. 31/2" round case. Open face style. 
Flange diameter, 3)/,"; depth overall, 2'/4"; body diameter, 23/4"; scale 
length, 2Ji .. •. Bakelite case. 
FIGURE E-Models 29, 39, 49, 59. 4)/," rectangular case. Width, 4')'l,"; 
height, 4'%'.'. Mounts in round hole. Body diameter, 23/4". Scale 
length, 3'%,". Bakelite case. 

"ILLUMINATED DIALS 
The 21/2" and 3)/," rectangular instruments indicated (*) in tables 
below are also carried in stock with lucite illuminated dials. Supplied 
complete with socket and 6 volt bulb for additional Dealer Net of 
$3.45. 21/2" R.F. ammeters lucite ilium. must be supplied with 
external thermocouple. Add $5.55 to Net for couple. All Instruments 
calibrated for use on non-magnetic panels. 

VOLTMETERS 
External resistors are furnished on AC meters having a range of 500 
volts or higher, 2)/," DC meters 750 volts or higher, 3)/," and 
4)/," DC meters, 1000 volts or higher. 
Model 125-127 25-27 29 
Range DC 
0-1.5 $12.15 $12.60 $13.95 
0-3 12.15 12.60 13.95 
0-5 12.15 12.60 13.95 
O-S 12.15 12.60 13.95 

155-157 

$10.80 
10.80 
10.80 

0-10 12.15* 12.60" 13.95 10.80" 
0-15 12.15 12.60 13.95' 10.80" 
0-25 12.15 12.60 13.95 11.25 
0-30 12.15 12.60 13.95 
0-50 12.15" 12.60* 13.95 
0-100 12.15 12.60 13.95 
0-150 12.15" 12.60" 13.95 
0-200 12.15 12.60 13.95 
0-250 12.15 12.60 13.95 
0-300 12.15" 12.60* 13.95 
0-500 12.90* 13.20" 14.40 
0-750 15.75 13.20 14.40 
0-1000 16.05 16.65" 18.30 
0-1500 16.95 18.60 
0-2000 17 .25" 18.90 
0-2500 17 .55 19.20 
0-3000 17.85* 19.50 
0-4000 18.15* 19.80 
0-5000 18.45* 20.10 

AMMETERS 
0-1 $12.00 $12.45 $13.80 
0-1.5 12.00 12.45 13.80 
0-2 12.00 12.45 13.80 
0-3 12.00 12.45 13.80 
0-5 12.00 12.45 13.80 
0-10 12.00 12.45 13.80 
0-15 12.00 12.45 13.80 
0-25 12.00 12.45 13.80 
0-30 12.00 12.45 13.80 
0-50 12.00 12.45 13.80 
0-75 11.55 12.00 13.50 
0-100 11.55 12.00 13.50 
0-150 11.55 12.00 13.50 
0-200 11.55 12.00 13.50 
0-250 11.55 12.00 13.50 
0-300 11.55 12.00 13.50 
0-500 11.55 12.00 13.50 
0-750 11.55 12.00 13.50 
0-1000 11.55 12.00 13.50 
15-0-15 12.30 12.75 14.25 
30-0-30 12.30 12.75 14.25 
50-0-50 12.30 12.75 14.25 

11.25 
12.30 
12.00" 

12.00 
12.00" 
16.50 
18.30 
19.80 

$10.65 
10.65 
10.65 
10.65 
10.65 
10.65 
10.65 
10.95 
10.95 
10.95 
10.65 
10.65 
10.65 
10.65 
10.65 
10.65 
10.65 

55-57 
AC 

$11.55 
11.55 
11.55 

11.55* 
11.55" 
11.85 

11.85 
12.90 
12.75* 

12.75 
12.75" 
16.80 
18.45 
19.95 

$11.25 
11.25 
11.25 
11.25 
11.25 
11.25 
11.25 
11.55 
11.55 
11.55 
11.25 
11.25 
11.25 
11.25 
11.25 
11.25 
11.25 

WATTMETERS-DYNAMOMETER TYPE 
Watts Volts Amps 175-177 75-77 
0-75 150 1.0 $25.35 $26.70 
0-150 150 2.0 25.35 26.70 
0-300 150 4.0 25.35 26.70 
0-750 150 10.0 25.35 26.70 
0-600 300 4.0 27.75 29.10 
0-1500 300 10.0 27.75 29.10 
0-3000 ~"O 20.0 27.75 29.10 

DC GALVANOMETERS 
Sensitivity 

Micro- Model Model 
Scale Amp. Resistance 125-127 25-27 

50-0-50 500-0-500 46 ohms $11.85 $12.30 
50-0-50 75-0-75 2000 ohms 12.75 14.10 

MILLIAMMETERS 
Model 125-127 25-27 29 155-157 55-57 
Range DC AC 
0-1 $11.25" $11.85" $13.05 
0-1.5 11.25 11.85 13.05 
0-3 11.25 11.85 13.05 
0-5 11.25 11.85 13.05 

© U.C.P., Inc. 

59 

$13.20 
13.20 
13.20 

13.20 
13.20 
13.20 

13.20 
13.80 
13.95 

13.95 
13.95 
17.40 
19.20 
20.85 

$13.50 
13.50 
13.50 
13.50 
13.50 
13.50 
13.50 
14.10 
14.10 
14.10 
13.50 
13.50 
13.50 
13.50 
13.50 
13.50 
13.50 

79 
$33.00 

33.00 
33.00 
33.00 
35.55 
35.55 
35.55 

Model 
29 

$13.20 
15.45 

59 

Net 

0-10 
0-15 
0-20 
0-25 
0-50 
0-75 
0-100 
0-150 

·0-200 
0-250 
0-300 
0-500 
0-750 
0-1000 

Range 
0-15 p.a 
0-25 p.a 
0-50 p'a 
0-100 p'a 
0-200 p'a 
0-500 p.a 
25-0-25 p'a 
50-0-50 p'a 
100-0-100 p.a 
500-0-500 p'a 

11.25" 
11.25" 
11.25 
12.00" 
12.00" 
12.00 
12.00" 
12.00 
12.00" 
12.00 
12.00" 
12.00* 
12.00 
12.00 

A 

C E 

MILLIAMMETERS (Cont.) 

11.85" $13.05 $10.65 
11.85* 13.05 10.65 
11.85 13.05 
12.45" 13.95 10.65 
12.45" 13.95 10.65 
12.45 13.95 
12.45" 13.95 10.65 
12.45 13.95 
12.45" . 13.95 
12.45 13.95 10.65 
12.45" 13.95 
12.45" 13.95 10.65 
12.45 13.95 
12.45 13.95 

DC MICROAMMETERS 
Approximate Model 
ReSist., Ohms 126-127 

4500 
2200 $18.75 
2000 16.20 
2000 13.95 
1000 12.30 

200 11.85 
2000 16.35 
2000 14.10 
1000 12.45 

46 11.85 

DC MILLIVOLTMETERS 

$11.25 
11.25 

11.25 
11.25 

11.25 

11.25 

11.25 

Model 
25-27 
$22.05 

19.65 
16.65 
14.55 
13.05 
12.45 
16.80 
14.70 
13.20 
12.00 

$13.50 
13.50 

13.50 
13.50 

13.50 

13.50 

13.50 

Model 
29 

$24.15 
21.75 
18.00 
16.35 
14.55 
13.95 
18.15 
16.50 
14.85 
13.20 

Range 0-50 mv: Model 125-127, $11.55; Model 25-27, $12.00; Model 29, 
$13.50. Range 0-100 mv: Model 125-127, $11.55; Model 25-27, $12.00; 
Model 29, $13.50. . 

Range 
0-1 
0-3 
0-5 
0-10 
0-15 
0-50 
0-100 
0-150 
0-300, 

Range 
0-1 
0-2 
0-5 

AC VOLTMETERS-RECTIFIER TYPE 
1000 Ohms/Volt 2000 Ohms/Volt 

Model 45-47 Model 49 Model 45-47 Model 49 
$17 .25 $19.05 

17.25 19.05 
$17 .85 $19.65 

17.85 19.65 
17.25 19.05 17.85 19.65 
17.25 19.05 17.85 19.65 
17.25 19.05 17.85 19.65 
17.25 19.05 17.85 19.65 
17.25 19.05 17.85 19.65 
17.25 19.05 17.85 19.65 
17.25 19.05 17.85 19.65 

AC MILLIAMMETERS AND MICROAMMETERS 
Milliammeters 
Mode145-47 Model 49 

$17.10 $18.60 
17.10 18.60 
17.10 18.60 

Microammeters 
Range Model 45-47 
0-100 $19.65 
0-200 17.25 
0-300 17.10 
0-500 16.80 

Model 49 
$21.15 
·18.90 

18'.60 
18.30 

RF AMMETERS-INTERNAL THERMOCOUPLE TYPE 

Range 
0-1 
0-1.5 
0-2 
0-2.5 
0-3 
0-5 
O-S 
0-10 

0-115t 
0-150 
0-250 
0-500 

Approximate 
ReSist., Ohms 

.343 

.200 

.120 

.10 

.OS 

.045 

.031 

.023 

Model 
135-137 

Model 
35-37 

$13.20* $14.10" 
13.20 14.10 
13.20* 14.10" 
13.20 14.10 
13.20" 14.10" 
13.20* 14.10* 
13.20 14.10 
13.20 14.10 

RF MILLIAMMETERS 

4.5 
3.0 

.6 

$27.45 
17.10 
17.10 
17.10 

t0-100 linear scale 50 divisions. 

VOLUME LEVEL INDICATORS-DB METERS 
Zero Power Level-6 milliwatts. 500 ohm line. 

Model 
39 

$16.35 
16.35 
16.35 
16.35 
16.35 
16.35 
16.35 
16.35 

$28.95 
19.50 
19.50 
19.50 

Description Models 
-10 to +6 db, 5000 ohms ---;1"4,..5 .• -1,.4'7----.:::,;4~5-;4 .... 7=-----·4'ft9-

General Purpose type $17.40 $17.55 $19.20 
High Speed type 19.50 20.85 
Low Speed type 19.35 20.25 

VU METERS Reference Level, 1 milliwatt. 
Not ilium. A or B Scale. 3900 ohms .......... .. 
Illuminated A or B Scale. 3900 ohms .......... .. 

t Model 142-4" Rectangular; Fig. E. 
65X-60B 

600 ohm line. 
$21.45 $23.25t 

25.80t 
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SUPERIOR TEST EQUIPMENT 
New Model 85 - a DYNAMIC type 

TRANS-CONDUCTANCE 

• Employs latest improved TRANS· 
CONDUCTANCE circuit. Tests tubes 
under "dynamic" (simulated) operat· 
ing conditions. An in·phase signal 
Is impressed on the input section 
of a tube and the resultant plate 
current change is measured as a 
function of tube quality. This pro· 
vides the most suitable method of 
simulating the manner in which 
tubes actually operate in radio, TV 
receivers, amplifiers and other cir· 
cuits. Amplification factor, Rlate reo 
sistance and cathode emission are 
all correlated in one meter read· 
ing. 
• SYMBOL REFERENCES: for the first 

,time ever in a trans·conductance 
tube tester, Model 85 employs tim~· 
saving symbols (*, +, e, .0\, .,) in 
place of difficult· to· remember let· 
ters previously used. Repeated time 
studies proved to us that use of 
these scientifically selected symbols 
speeded up the element switching 
step. As the tube manufacturers in· 
crease the release of new tube 

New Model TV-50A 

TUBE 
TESTER 

types, this time·saving feature be· 
comes more necessary and adva'n· 
tageous. 
• THE ·"FREE·POINT" LEVER TYPE 
ELEMENT SWITCH ASSEMBLY marked 
according to RETMA basing, permits 
application of test, voltages to any 
of the elements of the tube . 
• NEW IMPROVED TYPE METER with 
sealed air·damping chamber pro· 

• vides accurate, vibrationless read· 
ings. , 
• FREE FIVE (5) YEAR CHART DATA 
SERVICE. The chart provided with 
Model 85 includes easy·to·read list· 
ings for over 1,000 modern tube 
types. Revised up·to·date subsequent 
charts will be mailed to all Model 
85 purchasers at no charge for a 
period of five years after date of 
purchase. 
• SPRING RETURN SAFETY SWITCH 
guards Model 85 against burn·out 
if tube under test is "shorted." 
• AN ULTRA·SENSITIVE CIRCUIT is 
used to test for shorts and leakages 
up to 5 megohms between all tube 
elements. 

MOdel, 85 comes .com. $ 5 250 p/ete,. housed '" a . 
handsome portabl. 
cabinet with slip. on 
cover. Only . . , . . 

GENOMETER 
7 SIGNAL GENERATORS IN ONE I' 

VARIABLE AUDIO FREGUENCY GENER· 
ATOR: Provides a variable 300 cycle 
to 20,000 cycle peaked wave audio 
signal. 

MARKER GENERATOR: The following 
markers are provided: 189 Kc; 262.5 
Kc.; 456 Kc.; 600 Kc.; 1000 Kc.; 
1400 Kc.; 1600 Kc.; 2000 Kc.; 2500 
Kc,; 3579 Kc.; 4.5 Mc.; 5 Mc.; 10.7 
Mc.; (3579 is the color burst fre· 
quency.) 

BAR GENERATOR: Pattern consists of 
4 to 16 horizontal bars or 7 to 20 
vertical bars. 

DOT PATTERN GENERATOR (FOR 
COLOR TV): The Dot Pattern pro· 

... R.F. Signal Generator for A.M. 

... R.F. Signal Generator for F.M. 

... AudiO Frequency Generator 

... Marker Generator 

... Bar Generator 

... Color Dot Pattern Generator 

... Cross Hatch Generator. 

This Versatile AII·lnclusive GENERATOR 
Provides ALL the Outputs for Servicing: 
• A.M. RADIO. F.M. RADIO. AMPLIFIERS 
• BLACK AND WH ITE TV • COLOR TV 

R.F. SIGNAL GENERATOR: 100 Kilocycles to 
60 Megacycles on fundamentals and from 60 
Megacycles to 180 Megacycles on powerful 
harmonics. 

jected on any color TV Receiver 
tube by the Model TV·50A will en· 
able you to adjust for proper color 
convergence. 

CROSS HATCH GENERATOR: The pat· 
tern consists of non·shifting hori· 
zontal and vertical lines interlaced 
to provide a stable cross·hatch 
effect. 

The Model TV·50A 
comes complete with 
shielded leads and op· 
erating instructions. 
Only . .. : ...... . 

New Model 83A 

c. R. T. TESTER 
Tests and Rejuvenates 
ALL PICTURE TUBES -M!. BLACK AND 

WHITE TUBES 
From 50 degree to 110 degree 
types-from 8" to 30" types. 

ALL COLOR TUBES 
Test ALL picture tubes-in the carton 
out of the carton-in the set! 

• M~del 83A Is not simply a rehashed black and white C.R.T, Tester with a color 
adapter added. Model 83A employs a new improved circuit designed spe~ifica.'ly 
to test the older type black and white tubes, the newer type black ana white 
tubes and all color picture tubes. 

e Model 83A provides separate filament operating voltages for the older 6.3 
types and the newer 8.4 types. 

• Model 83A employs a 4" air·damped meter with quaHty and calibrated scales. 
• Model 83A properly tests the red, green and blue .sec~ions of ,:olor tubes in· 

dividually-for each section of a color tube contains Its own filament, plate, 
grid and cathode. , , 

• Model 83A will detect tubes which are apparently good but require .reJuvena· 
tion Such tubes will provide a picture seemingly good but lacking In proper 
definition contrast and focus. To test for such malfunction, you simply pr~ss 
the rej. switch of Model 83A, If the tube is weakening, the meter reading 
will indicate the condition. , 

• Rejuvenation of picture tubes is not simply a matter of applying a high voltage 
to the filament. Such voltages improperl¥ applied can strip the ca:thode of 
the oxide coating essential for proper eml~slon. The ~odel .83A applies a se· 
lective low voltage uniformly to assure Increased life With no danger of 
cathode damage. 

Model 83A comes housed in handsome portable Saddle 
Stitched Texon case - complete with sockets for all 
black and while and all color lubes. Only . . . . • • 

New Model 80 

20 000 OHMS PEl{ 
, VOLT ALLMETER 

THE ONLY 20,000 OHMS PER VOLT V.O.M. SELLING 
FOR"'iESs THAN $50 WHICH PROVIDES ALL THE 

FOLLOWING FEATURES 

SPECIFICATIONS: 
7 D.C. VOLTAGE RANGES: (At a sen· 
sitivity of 20,000 Ohms per Volt) 0 
to 15/75/150/300/750/150017500 
Volts. 
6 A.C. VOLTAGE RANGES: (At a sen· 
sitivity of 5,000 Ohms per Volt) 0 
to 15/751150/300/750/1500 Volts. 
3 RESISTANCE RANGES: 0 to 2,000/ 
200,000 Ohms. 0·20 Megohms. 
2 CAPACITY RANGES: .00025 Mfd. to 
. 3 Mfd., .05 Mfd. to 30 Mfd. 
5 D.C. CURRENT RANGES: 0-75 Mi· 
croamperes, 0 to 7.5/75/750 Milli· 
amperes, 0 to 15 Amperes. 
3 DECIBEL RANGES: -6 db to +18 
db, +14 db to +38 db, +34 db to 
+58 db. 

6 INCH FULL·VIEW METER provides large 
easy.to·read calibrations. No sqUinting or 
guessing when you use Model 80 . 

MIRRORED SCALE permits fine accurate 
measurements where fractional readings are 
important . 

CAPACITY RANGES permit you to accurately 
measure all condensers from .00025 MFD to 
30 MFD in addition to the standard, volt, 
current, resistance and decibel ranges . 

HANDSOME SADDLE·STITCHED CARRYING 
CASE included with Model 80 Allmeter at 
no extra charge enables you to use this fine 
instrument on outside calls as well as on 
the bench in your shop. 

FEATURES: 
• A bullt·in Isolation Transformer 

automatically isolates the Model 
80 from the power line when 
capaCity service is in use. 

• Selected, 1% zero temperature 
coefficient metalized resist1rs ~i'e 
used as multipliers to assure un· 
changing accurate readings on all 
ranges • 

Madel 80 Allmeter comes 50 
complete with operating in-$42 
sfructions, test leads and 
portable carrying case. NET 
Only ........... . 

Manufactured by 

SUPERIOR INSTRUMENTS 
NEW YORK, N. Y. 

Poge 936 • The MASTER - 26th Edition Trade Discount Applies to List Prices Only 

CO. 

© UCP., Inc. 



SECTION 2900 

SPRIIGUE EQU~~~ENT 

The Sprague TCA-1 is specifically designed to safely test 
capacitors such as tantalum capacitors, low-leakage 
aluminum electrolytic miniatures, low voltage ceramics 
and low voltage paper and film capacitors used in tran­
sistor and other low voltage circuits. No industrial labora­
tory or modern e!ectronic service shop can afford to be 
without one! 

MODEL TCA-l TRANSFARAD 115 VAC/60 cy .......... $197.50 net 

MODEL TCA-l RM FOR RACK MOUNTING 
Electrically identical with the standard instrument, Madel TCA·l RM 
has a standard 19/1 w. x 10V2/1 h. panel sa that it can be maunted 
in the conventional relay rack. 

MODEL TCA-l RM ................................•....................... $207.50 net 
*Trademark 

TCA-l TRANSFARAD* 
THE FIRST ANAL YlER SPECIFICALLY DESIGNED TO 
SAFELY TEST TRANSISTOR CIRCUIT CAPACITORS 

• CAPACITANCE BRIDGE measures l,lt/.F to 2000MF in five overlap­
ping ranges. Only 0.5 volt is applied to the bridge from a continu­
ously adjustable power supply. The voltage across the capacitor is 
less than this applied voltage, the amplitude depending on the 
capacitance being measured. No possibility of overheating or de­
forming any low voltage capacitor during measurements. 

• INSULATION RESISTANCE directly read from 50 megohms to 20,000 
megohms. Only 25v d·c is applied, permitting measurements on 
low voltage ceramic, mica, and film capacitors. IR of ceramics rated 
below 25v may be calculated from leakage current measurements 
at exact rated voltage. 

• LEAKAGE CURRENT measured directly on meter at exact rated doc 
voltage of capacitor. Sensitive circuit makes full scale measure­
ments from 0.6 Ma to 600Ma in seven ranges. 

• POWER FACTOR measured by Wien bridge from 0 to 50 per cent. 

• MAGIC EYE null detector in high·gain amplifier has sensitivity con­
trol permitting accurate measurement of small capacitors. 

• SHORT-TIME STABILITY is assured by dual regulation of the power 
supply. Specially processed etched circuits and complete encapsula­
tion of the critical bridge-null amplifier insure long·time stability. 

• BINDING POSTS are shielded against strays, assuring greater ac­
curacy during low capacitance measurements. 

• FOR SAFETY the capacitor under test is automatically discharged 
after testing. Three·wire line cord grounds instrument case. 

• OPERATING PROCEDURES are clearly shown on convenient pull·out 
slide. 

TO-5 TEL-OHMIKE~ CAPACITOR ANALYZER 

The TO-5 TEL-OHMIKE capacitor analyzer is a must for 
checking all capacitors except special low voltage tran­
sistor types. The TO-5 is a moderately priced instrument 
with laboratory quality and accuracy-the highest ac­
curacy of any instrument of its type available to the 
service trade! 

MODEL TO-SRM FOR RACK MOUNTING 
Electrically identical to the 

standard instrument, Model 

TO·5RM has a standard 19/1 

wide x 10V2/1 high panel so 

that it can be mounted in 

standard relay racks. 

Model TO·5RM ...... $102.50 net 

Copyright 1961, Sprague Products Company 

© U.c.P., Inc. Net 

• CAPACITANCE BRIDGE measures up to 2000 mf 
in five overlapping ranges. The special 1 mmf to 100 
mmf range is exclusive with the Tel-Ohmike. 

• INSULATION RESISTANCE directly read on large 
meter up to 20,000 megohms for papers, ceramics, 
and micas. No guessing with neon lamps. 

• LEAKAGE CURRENT of electrolytics measured di­
rectly on meter, with exact rated voltage up to 600v. 
applied from continuously adjustable power supply. 
Two ranges: 0-6-60 mao No guessing on eye-width or 
counting lamp blinks! 

• POWER FA~TOR of electrolytics measured by Wien 
Bridge up to 55 % in three ranges. 

• TURNS RATIO SCALE to measure turns ratio of 
power and audio transformers. 

• MAGIC-EYE TUBE simplifies bridge balancing for 
capacitance and power factor measurements. 

• PUSH-BUTTONS for instant range selection, also 
discharge capacitors for safety upon release. 

• MODERN CASE finished in two-tone gray; measures 
8 %" high, 14 %" wide, 6 Vs" deep. Weight only 
12 Vz pounds. 

MODEL TO-L __________ .. 115 VAC/50-50 cy ______ . _____ ._$92.50 net 

Model TO·5X ...................... 115·230· V /25·60 cy ...................... 98.75 net 

All prices and sizes subiect to change without notice. 
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MODEL 630-PL VOLT-OHM-MILLIAMETER 

• Instant-vision, wider spread scales; streamlined case, handsome modern design. 
• Outstanding linear ohm scale; low reading .1 ohm; high to 100 megs. 
• One switch selects any range; minimizes chance of incorrect settings and burnouts. 5 to 500,000 cycles per sec-

ond frequency response in AC measurements. 
• OC Polarity reversing switch. 
• High Sensitivity: 5,000 ohms per volt AC; 20,000 ohms per volt D.C. 

RANGES 
DC Volts: 0-2..5-10-50-250-1,OOO-5,OOO-at 20,000 ohms/ 

volt. 
AC Volts: 0-3-10-50-250-1,000-5,000 - at 5,000 ohms/ 

volt. 
Decibels: -20 to +11, +21, +35, +49, +61, +75; 

"0" DB at 1 MW on 600 ohm line. 
DC' ft'Iicroamperes: 0-100-at 250 millivolts. 
DC Milliamperes: 0-10-100-l,OOO-at 250 millivolts. 
DC Amperes: O-lO-at 250 millivolts . 

Ohms: 0-1,000-10,000-(4.4-44 at center scale). 
Megohms: 0-1-100-(4,400-440,000 at center scale). 
Output V (AC): 0-3-10-50-250-1,OOO-at 5,000 ohms/volt, 

jack with condenser in series with AC ranges. 
Case: Molded, fully insulated; 3'~{' x 5]12" X 7'12". 
MODEL 630-PL-U.S.A. Dealer Net... ........................ $49.50 
Complete with leads, alligator clips, rubber feet, bat­
teries and instruction manual. 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

MODEL 630-APL. VOLT-OHM-MILLIAMMETER 

• Laboratory type V-O-M featuring '12% resistors and more accurate movement for greater accuracy. 
• Long MIRRORED scales to eliminate parallax in reading. 
• One switch selects any range; minimizes chance of Incorrect settings and burnouts. 5 to 500,000 cycles per sec­

ond frequency response in AC measurements. 
• DC Polarity reversing switch. 
• High Sensitivity: 5,000 ohms per volt AC; 20,000 ohms per volt DC. 

DC Volts: 0-2.5-10-50-250-1,OOO-5,OOO-at 20,000 ohms/ 
volt. 

AC Volts: 0-3-10-50-250-1,000-5,000 - at 5,000 ohms/ 
volt. 

Decibels: -20 to +11, +21, +35, +49, +61, +75; 
"0" DB at 1 MW on 600 ohm line. 

DC Microamperes: O-lOO-at 250 millivolts. 
DC Milliamperes: 0-10-100-1,000-at 250 millivolts. 
DC Amperes: O-lO-at 250 millivolts. 

RANGES 
Ohms: 0-1,000-10,000-(4.4-44 at center scale). 
Megohms: 0-1-100-(4,400-440,000 at center scale). 
Output V (AC): 0-3-10-50-250-1,000-at 5,000 ohms/volt, 

jack with condenser in series with AC ranges. 
Case: Molded, fully insulated; 31~{' x 5'12" X 7'12". 

MODEL 630 APL-U.S.A. Dealer Net... ..................... $59.50 
Complete with leads, alligator clips, rubber feet, bat­
teries and instruction manual . 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 631 - COMBINATION VOLT-OHM-MILLIAMMETER AND VACUUM TUBE VOLTMETER 

• Two fundamental units at the price of a single tester; the number one instrument for all electronic men. 
• VTVM stability assured ~y battery operation. 
• Sensitivity plus-sensitivity of the 1.2 volt (VTVM) range Is equal to over nine million ohms per volt. 
• Long battery life on VTVM action. 
• A V-O-M for general use and a VTVM when needed; ranges entirely adequate for servicing needs. 
• Large meter easy to read; 'unbreakable meter face. 

t • Single switch selects all ranges; minimizes chance of incorrect settings and burnouts. 
• Accuracy 3% DC to 1200 V. 
V-O-M RANGES 
DC Valts: 0-3-12-60-300-1,200 (20,000 ohms per volt). 
AC Volts: 0-3-12-60-300-1,200 (5,000 ohms per volt). 
Ohms: 0-1,500-15,000. 
Megohms: 0-1.5-150. 
DC Microamperes: 0-60 at 250MV. Output Volts: 0-3-12-60-300-1,200; jack with condenser In series with AC ranges. 
DC Milliamperes: 0-1.2-12-120-1,200 at 250 MV. 
DC Amperes: 0-12 at 250 MV. 
DB: -20, +11, +23, +37, +51, +63. (600 ohm line at 1 MW). 
VTVM RANGES 
DC Volts: 0-1.2-6-30-120. 
CASE-Molded, fully insulated, 3'~{' x 5'12" X 7'12". 
MODEL G31-U.S.A. Dealer Net ............................................................................................................................................. $69.50 
Complete with leads, alligator clips, rubber feet, batteries and instruction manual . 

.................. ~ ............................................ . 

• The super deluxe of VOMs. 
• Seventy ranges; nearly double those 

of conventional testers. 
• Frequency compensated from 35 cps 

to 20 kc. 
• Temperature compensated. 
• Accurate within 1'12% of full scale 

reading on DC. 
• Large open front meter easy to 

read. 
• Mirrored scale. 
• Meter protection against. overloads .. 
RANGES 
ilC Volts: 0-.240-.6-3-12"60-300-1,200-

6,000 at 10,000 ohms per volt. 
0-.120-.3-1.5-6-30-150-600-3,000 at 20,-

000 ohms per volt. 

MODEL 630-NA - VOLT-OHM-MILLIAMMETER 

AC Volts: 0-3-12-60-300-1,200-6,000 at 5,000 ohms per volt. 
0-1.5-6-30-150-600-3,000 at 10,000 ohms per volt. 
Ohms: 0-lK-10K-100K. 
Megohms: 0-1-10-100. 
DC Microamperes: 0-120 at 240 millivolts. 0-60-600 at 120 millivolts. 
DC Milliamperes: 0-1.2-12-120-1,200 at 240 millivolts. 0-6-60-600 at 120 

millivolts. 
DC Amperes: 0-12 at 240 millivolts. 0-6 at 120 millivolts. 
DB: -20 to +77 .(600 ohm line at 1 MW). 
Output Volts: 0-3-12-60-300-1,200; jack with condenser In series with AC 

ranges. 
CASE-Molded, fully insulated, 31~{' x 5)12" x 7)12". 
MODEL S30-NA-U.S.A. Dealer Net. ........................................................... $79.50 
Complete with leads, alligator clips, rubber feet, batteries and instruction 
manual. .... ~ .......................................................... . 
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MODEL 630 - VOLT-OHM-MILLIAMMETER 

• Popular streamlined tester with long meter scales arranged for easy reading. 
• Outstanding linear ohm scale; low reading .1 ohm, high 100 megs. 
• One switch will select any range; minimizes chance of incorrect settings and burnouts. 
• Accuracy 30/0 DC to 1200 V. 

RANGES 
DC Volts: 0-3-12-60-300-1,200-6,000 at 20,000 ohms per volt. 
AC Volts: 0-3-12-60-300-1,200-6,000 at 5,000 ohms per volt. 
Ohms: 0-1,000-10,000. 
Megohms: 0-1-100. 
DC Microamperes: 0-60 at 250 millivolts. 
DC Milliamperes: 0-1.2-12-120 at 250 millivolts. 
DC Amperes: 0-12. 
DB: -20 to +77 (600 ohm line at 1 MW). 
Output Volts: 0-3-12-60-300-1,200; jack with condenser in series with AC ranges. 
CASE-Molded, fully insulated. 3%2' x 5]12" x 7'12". 
MODEL 630-U.S.A. Dealer Net ...................................................... .. 
Complete with leads, alligator clips, rubber feet, batteries and Instruction manual. 

.. .............................................. $49-50 

••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 630-A - VOLT-OHM-MILLIAMMETER 

• A laboratory type YOM with '12% resistors for greater accuracy. 
• Long 'mirrored scale to eliminate parallax. 
• Banana jacks, low resistance connections. 
• High flux magnet for increased ruggedness. 
• One switch selects any range; minimizes chance of incorrect settings and burnouts. 
• Accuracy 1'12% on DC to 1200 V. 

RANGES 
DC Volts: 0-3-12-60-300-1,200-6,000 at 20,000 ohms per volt. 
AC Volts: 0-3-12-60-300-1,200-6,000 at 5,000 ohms per volt. 
Ohms: 0-1,000-10,000. 
Megohms: 0-1-100.' 
DC Microamperes: 0-60 at 250 millivolts. 
DC Milliamperes: 0-1.2-12-120 at 250 millivolts. 
DC Amperes: 0-12 at 250 milli'!olts. 
DB: -20 to +77 (600 ohin line at 1 MW). 
Output Volts: 0-3-12-60,300-1,200; jack with condenser in series with AC ranges. 
CASE-MOlded, fully insulated. 3%2' x 5'12" x 7'12". 
MODEL 630-A-U.S.A. Dealer Net .................................................. .. 
Complete with leads, alligator clips, rubber feet, batteries and instruction manual. 

.. ...................... $59.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 630-NA-RM - RACK MOUNTED V-O-M 

Rack mounted V-O-M with ranges same as Model 630-NA 
above, except for 6000 AC and DC Volts. The heavy etched 
aluminum panel, 19" x 51/4" has two chrome plated handles 
for easy removal of the tester from the rack. The 4" meter 
has mi rror scale and knife-edge pointer. Standard test leads 
come out the front. Also provision in the back for a three­
lead connector. There is a DC reversing switch on "the panel. 
Large, easy to turn single selector switch. Te'ster components 
and wiring enclosed in aluminum housing. 

MODEL 630-NA-RM-U.S.A. Dealer Net ......... $89_50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 800 - VOLT-OHM-MILLIAMMETER 
• New design with open front for readibility. 
• Seventy ranges, nearly double those of conventional testers. 
• Greater scale length (7"), knife edge pointer, mirror scale. 
• Frequency compensated from 40 cps to 20 kc to 300 V. 
• Temperature compensated. 
• Accurate within 1112 % of full scale reading on DC. 

RANGES 
DC Volts: 0-.240-0.6-3-12-60-300-1200-6000 at 10,000 Ohms per Volt. 

0-.120-0.3-1.5-6-30-150-600-3000 at 20,000 Ohms per Volt. 
AC Volts: 0-3-12-60-300-1200-6000 at 5,000 Ohms per Volt. 

0-1,5-6-30-150-600-3000 at 10,000 Ohms per Volt. 
DB: -30 to +70 in 12 ranges. 
DC Microamperes: 0-60-600 at 120 MV. 0-120 at 240 MV. 
DC Milliamperes: 0-6-60-600 at 120 MV. 0-1.2-12-120-1200 at 240 MV. 
DC Amperes: 0-6 at 120 MV.0-12 at 240 MV. 
Ohms: 0-lK-10K-100K (4.4-44-440 at center scale). 
Megohms: 0-1-10-100 (4400-44,000-440,000 Ohms center scale). 
Output: Condenser in series with AC volt ranges. 
MODEL 800-U.S.A. Dealer NeL ................................................. $89.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
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MODEL 310 VOLT-OHM-MILLIAMMETER 

• The only complete miniature· Y-O-M with 20,000 ohms per volt and selector range switch. 
• Self-shielded for checking in stro~g magnetic field. 
• Rugged, high torque, bar-ring instrument. 
• Unbreakable plastic meter window. Fitting interchangeable test prod Into top of tester makes It the common 

probe, freeing one hand. 
• Standard sensitivity, 20,000 ohms per volt DC, and 5,000 ohms per volt AC. 
• Accuracy 3% DC. 

RANGES 
DC Yolts: 0-3-12-60-300-1,200 (at 20,000 ohms per volt). 
AC Volts: 0-3-12-60-300-1,200 (at 5,000 ohms per volt). 
Ohms: 0-20,000-200,000. 
Megohms: 0-2-20. 
DC Microamperes: 0-600 at 250 millivolts. 
DC Milliamperes: 0-6-60-600 at 250 millivolts. 
WEIGHT: Approx. 14 oz. complete with batteries. 
CASE-Molded, fully insulated, 2'¥4" x 4%" x IX,'. 
MODEL 310-U.S.A. Dealer Net.. ......................................................................................................................................... $37.50 
Complete with leads, batteries and instruction manual. 

................................. ~ .............................. ' 
TRIPLETT MODEL 10 CLAMP-ON ADAPTER 

Just plug Into any Triplett Model 310 Miniature Y-O-M it becomes an AC clamp-on ammeter 
to measure AC amperes without cutting or opening current carrying wires. The split trans-

RANGES former yoke opens at the touch of a lever to fit around a single conductor or bus-bar for 
AC Amperes: 0-6-12- direct readings of AC amperes from 6 to 300 in 6 steps. 

30-60-120-300. MODEL 10 .................................................................................................................................... ,$15.50 
The Model 10 can be used at a distance from the Model 310 In addition, to use with the Model 310, the Model 10 Adapter also 
by using No. 311 lead attachment. This permits readings In can be used as a Clamp-On Ammeter with any Yolt-Ohm-Milliammeter 
difficult locations. having a 3 AC Yolt scale at 5,000 ohms per volt such as Triplett 
No. 311 Leads ................................................................... $2.10 net Models 630, 630-A, 630-NA, 630-PL, 631, etc., by employing Triplett 

No. 611 Leads .................................................................................. $2.1 0 net ................................................................ : ...................... . 
RANGE Max. CapaCity Amps. 
Direct .......................................... , ... 30 
Divide by 10 .................................... 12 
Divide by 20 .................................... 6 

TRIPLETT MODEL 101 LINE SEPARATOR 

Serves to plug in at outlet to divide 2 conductor cords for clamp-on measuring. Makes accurate, 
rapid testing of radio and TY sets, appliances, motors, etc., possible without opening or 
splitting double conductors. Also serves to increase ammeter sensitivity lOX and 20X, if 
desirable, for easier reading. 
MODEL 101 .................................................................................................................................. $6.00 net 

................................... ~~~~ .... ~ ................. ~. 
MODEL 100 V-O-M AND CLAMP-ON AMMETER SET 

Consists of Model 310 YOM, Model 10 Clamp-On Adapter, Model 101 line Separator, No. 311 leads - all conveniently 
packaged in one handy, durable, high-quality Model 379 leather carrying case which has provision for all parts. 
MODEL 100 ................................................................................................................................................ : ......... " ............ ,$64.50 net 

•••••••••••••••••••••••••••••••••••••••••••••••••• i.ii ~~ ••••••• 

Specially designed for telephone 
maintenance. Accurary 2% on DC. 

Fused protected circuit protects reSistors 
and meter in ohms ranges. 
Special neck strap supplied to hold instrument, leaving both 
hands free. 
Banana jack connectors to eliminate all shock hazard. 
Completely insulated case to protect instrument from ground. 

RANGES 
DC Volts: 0-.3-3-12-60-300-600 at 20,000 ohms per volt. 

MODEL 630-T - VOLT-OHM-MILLIAMMETER 

AC Volts: 0-3-12-60-300-600 at 3,000 ohms per volt. 
Ohms: 0-lK-10K-100K. 
Megohms: 0-1-10. 
DC Microamperes: 0-60 at 150 millivolts. 
DC Milliamperes: 0-1.2, 12-120 at 150 millivolts. 
DB: -20 to +57. 
CASE-Molded, completely insulated to protect instrument from 
ground, 3~2" x 5]4" X 7XJ'. 

WEIGHT-4,lbs. 
MODEL 630-T -U.S.A. Dealer Net ........................................ $59.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
LEATHER CARRYING CASES 

Case 639 ........................................... ' ............................................................ Net $9.90 
Case 639-N (Center open flap snaps back, use tester In case) ................ Net $9.90 
Case 639-P (Sponge rubber lined) ............................................................ Net $14.90 
Case 669 ........................................................................................................ Net $6.90 
Case 369 (For testers 310, 305, 308, 309) ................................................ Net $3.20 
Case 369-T (Neckstrap carrying case for Model 310) ................................ Net $7.70 
Case 379 (For 310-10-101) .......................................................................... Net $6.00 
Case 659 (For Teste.r 650) .......................................................................... Net $11.90 
Case 659·P (For Tester 650) ...................................................................... Net $17.60 
Case 629 (For 625·NA, 660, 661, 690-A) .................................................... Net $7.20 

TESTER STAND 

Metal stand holds Model 630, 630-A, 630·PL, 630-APL, 630-NA, 630·T, 631 or 650 
tester in approximately a 45' angle; will enable you to make easier readings. 

STAND ONLY-Pt. T·255·A·33-U.S.A. Dealer .................. .. ........... Net $1.00 

EXTERNAL SHUNTS 

Pt. T·91·247- 30 Amperes (Plug·ln) .............................. .. .. ................. $ 9.90 
Pt. T·91·248- 60 Amperes (Portable) .............................. .. . ...... , ........ $13.20 
Pt. T·91·255-120 Amperes (Portable) ............................ .. .. ................ $13.20 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
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MODEL 850 ELECTRONIC VOLT-OHMMETER 

• Extremely versatile with superior voltage measuring capabilities. 
• .5 volt full scale range on DC-useful in low voltage transistor circuits. 
• Better stability-meter connected in cathode circuit of 12AU7. 
• Full view scales-7" long at top arc for easy reading. 
• Electrical protection of meter against burnout. 

RANGES 
Eight DC Volts Ranges: 0·.5·1.5·5·15·50·150·500·1500. 
Seven AC RMS Volts Ranges: 0·1.5-5·15·50-150-500-1500. 
Seven Peak·to·Peak Volts Ranges: 0-4-14-40-140-400-1400-4000. 
Seven ReSistance Ranges: 0-1000-10,000-100,000-1 Meg·10 Meg-100 Megohms· 
1000 Megohms. 
Frequency Range: 15 CPS to 3 MC; (Up to 250 MC with accessory diode probe available extra.) 
Input Impedance: DC Volts 11 Megohms; AC Volts minimum of .83 Megohms. 
CASE-Molded black case completely insulated. 7%" x 6){,' x 3%". Carrying handle also can be used to place 
the tester at 25° angle for ease In reading. 
PANEL-Etched aluminum. 
MODEL 850-U.S.A. Dealer Net .................. . . ................................ $79.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 650 - VACUUM TUBE VOLTMETER 

Complete frequency coverage from 15 cps to over 150 MC, 
with one probe supplied with instrument. 
One volt full scale reading on both DC·AC. 
Reads peak to peak AC volts and RMS. 
Separate 1 volt AC and 5 volt scales for greater accuracy. 
Single selector switch for all ranges. 
Accuracy 3% DC. 

RANGES 
DC Volts: 0-1-5-10-50-100-500-1,000. 
AC·RF Volts: 0-1·5-10-50-100-500 (15 cps to over 150 MC). 
peak to Peak Volts: 0-2.8-14-28-140-280-700. 
Ohms: 0·lK-10K-100K-1 Meg.-100 Meg .. -1,000 Meg. 
CASE-Insulated molded case and panel, 3%" x 5Y:i" x 7Y:i". Removable 
strap handle. 
MODEL 650-U.S.A. Dealer Net ......... $99.50 
Complete with leads, alligator clips, rubber feet, battery and instruc· 
tion manual. 
DC High Voltage Probe: 50 KV-500 DC volt; 10KV-100 DC volt; 5 KV-50 
DC Volt. ......................................................................... net each $15.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 666-HH POCKET VOLT-OHM-MILLIAMMETER 

Compact, hand·size V·O·M. 
Three·inch meter integral with panel, adjusted to 400 microamperes at 
250 millivolts. 
Only three jacks necessary for all ranges. 
Accuracy 3% DC to 1000 V. 

RANGES 
DC Volts: 0·10-50-250-1,000-5,000 at 1,000 ohms per volt. 

AC Volts: 0-10-50-250-1,000-5,000 at 1,000 ohms per volt. 
Ohms: 0-2,000-400,000. 
DC Milliamperes: 0-10-100-500 at 250 millivolts. 
Output Volts: 0-10·50-250-1,000; jack with condenser in series with AC 
ranges. 
CASE-Black molded, insulated 3)0(,' x 5%" x 2",,,,. 
MODEL 666-HH-U.S.A. Dealer Net. . . .. $29.50 
Complete with leads, alligator clips, battery and instruction manual. 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

Hand·size-the ideal tester for electrical maintenance. 
Recessed range knob enables tester to fit in tool kit. 
AC rectifier pre·calibrated unit for easy replacement. 
Banana jacks at top of the panel lessen possibility of leads falling 
over the meter dial. 
Single switch selects all ranges; minimizes chance of Incorrect 
setti ngs and burnouts. 
Accuracy 3% DC to 1000 V. 

RANGES 
DC Volt~: 0-10-50-250-1,000-5,000 at 1,000 ohms per volt. 
AC Volts: 0-10-50-250-1,000·5,000 at 1,000 ohms per volt. 
Ohms: 0-3,000-300,000 . 

MODEL 666-R - POCKET VOLT-OHM-MILLIAMMETER 

Megohms: 0-3. 

DC Milliamperes: 0-10-100 at 250 MV. 

DC Amperes: 0-1 at 250 MV. 

Output Volts: 0-10-250-1,000; jack with condenser In series with 
AC ranges. 

CASE-Black molded, streamlined, completely inSUlated. Handy 
pocket size, 3)0(0" x 5%" x 2'J1i0". 
MODEL 666R-U.S.A. Dealer Net. $32.50 
Complete with leads, alligator clips, batteries and instruction 
manual. 

Special field case designed for the 666-R. Camera·type leather case, 
No. 669-RL ................. $6.60 

......................................................................... ~ 
THE LITTLE TRIPLETTS ... MATCHED HAND SIZE INSTRUMENTS 

MODEL 305 DC MILLIVOLTMETER. For gas·fired equipment, appliances, 
furnaces, etc. Place probe lead across thermocouple terminals for 
measurements. DC Millivolt ranges: 0-10, 0-30, 0-100, 0-300, 0-1000. 
With 42-inch leads. 

MODEL 305. Net .... $32.50 

MODEL 307 AC AMMETER. Ranges: 0-1, 0·2.5, 0-5, 0-10, 0-25. Can be 
used with Model 10 Clamp·on Ammeter to extend ranges. 

MODEL 307. Net . . ... $32.50 

MODEL 308 LOW OHMMETER. For testing motors, armatures and fields, 
shorts, grounds, etc. Ranges:. 0·50, 0-500, 0-5,000. I Ohm center scale 
on 0-50 range; lowest reading .1. (Scale length to .1 marking is ~"'.) 
Includes batteries. Has ohms adjust knob. 
MODEL 308. Net . . ....... $32.50 
MODEL 309 OHMMETER. Ranges: 0-2,000, 0-20,000, 0-200,000 Ohms; 
0-2, 0-20 Megohms. ~O Ohm center scale on 0-2,000 range. 
Includes batteries. Has ohms adjust knob on side of case. 
MODEL 309. Net . .. .......... $32.50 

Matched hand·size units, all 4)4" x 2%" x 1~6" in size. Fully insulated black posts at the bottom of the case. All have "BAR·RING magnet, self·shielded, 
molded plastic cases. Selector switch speeds range selection. The Model 369 rugged, high·torque meters. 
carrying case accommodates all but Model 307 Ammeter, which has binding 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
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MODEL 3444 - NEW PORTABLE TRUE DYNAMIC 
MUTUAL <:ONDUCT ANCE TUBE ANAL YIER 

Rapid, positive,' completely analyzes, solves the most perplexing tube analysis problems-Laboratory, 
Research, Industrial Production, Radio, TV, Theatre, PA Equipment, Communications, etc. 

Measures true Gm-no extra compensating factors-using proper value DC electrode potentials, 5 KC-AC 
signal source and vacuum tube micro-ammeter at very low 33 ohm plate impedance. 

Offers unique test advantages never before available in portable models: CHECKS PLATE current cut-off. 
PLOTS tube characteristic curves. CHECKS GAS under actual operating condition. CHECKS RECTIFIERS 
under load. CHECKS THYRATRON firing voltage, grid current. CHECKS DUAL section tubes wiih only 1 
lever movement. CHECKS ACCURACY Gm circuits by self-checking Gm circuit. PROVIDES SHORTS, 
LEAKAGE measurements from 0-10 megohms using filtered DC supply 85V. New easy tube chart data. 
PROVIDES cut-off measurements voltage, amplifiers. RECESSED SOCKET SAVERS (under-panel mounted) 
easily removable for replacement. 

CASE: Wood, gray leatherette covered, 15~." x 18'~." x 7%". 
MODEL 3444-U.S.A. Dealer Net ......................................................................................................... :.$279.50 

..... ~ ..........................•............•..........................•........... 

MODEL 3414 - TUBE TESTER - MORE FLEXIBLE 

All. switch settings made before tube warms up; ready for testing before filaments reach proper temperature. 
Rejects burned out tubes instantly without filament heatup. Complete flexibility for new tube setups· piUS non­
obsolescence f.act~r. Few simple switch settings give complete accurate story tube capabilities. Modified plate 
conductance circuit for closer correlation to tube characteristics. Neon indicator shorts test. Slightest inter­
element shorts show while cathodes are hot. New variable leakage test from 0.3 Meg. to over 3 Meg. Checks all 
~oday's an.d tomorrow's tubes (including new series filament tubes). With BV adapter ($5.40) tests TV picture tubes 
10 set. Wide angle neon Indicator for greater visibility glow test. Checks appliances for shorts, open circuits. 
CASE: Counter-portable, wood, dark gray leatherette covered, 15q's" x lllA!" x 6lf2". 
PANEL: Etched, heavy gauge aluminum,' black and red markings, 12 Ibs. 
MODEL.3414-U.S.A. Dealer Net ...................................................................................................................................... $89.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

MODEL 2590 - NEW TRANSISTOR TESTER 

Tests Power Type TranSistors and Signal Type Transistors under SIMULATED OPERATING CONDITIONS. Tests for shorts 
and leakage •.. Provides for testing ICEO (at 9.5 volts); ICBO (at 9.5 volts), and BETA (at 3 volts) on both NPN and PNP 
transistors ' .•. Checks leakage and forward currents of Diodes ... SIMPLE AND STRAIGHTFORWARD IN OPERATION ... No 
roll chart or special technical data is required. The only information needed to make a test is the transistor type ..• FOR 
ANY BASING ARRANGEMENT. A transistor socket and a set of external leads permit use with any basing arrangement ... 
Power-U5 volts, 50-60 cycle AC. No batteries are required ..• CASE-Handsome gray leatherette covered case, 11%" x 
8%" x 5Ya". Case has rubber feet. Luggage style handle for ease in carrying ... RECESSED PANEL-Panel of etched 
heavy gauge aluminum has natural finish with black and red markings and trim· •.• WEIGHT -Approximately 5y'lbs.; 
Shipping weight, 9 Ibs. 
MODEL 2590-Suggested U.S.A. Dealer Net Price ................................................................................................................ $54.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

MODEL 690-A - TRANSISTOR TESTER 

Leakage and gain tests for all low ·and medium power PNP and NPN type transistors ... Measures DC Beta (current gain from base to • 
collector with grounded emitter) from 5 to Infinity. The long, GOOD scale provides a better indication of the degree of quality ... Affords 
an exact test for shorts and leakage ... Checks forward and reverse leakage of diodes. Prevents drain on batteries in case of accidental 
shorting of leads. Battery operation eliminates need for external power supply ... Error-proof controls •.• Easily portable. Transistor socket 
and external leads for any basing layout. CASE-Black molded 2)-'." x 5)-'." x 6" with removable black leather strap handle. Overall thick-
ness of tester 3". . 

PANEL-Black and red markings etched on aluminum. 
MODEL 690-A-U.S.A. Dealer Net ............................................................................................................................................................................. $32.50 
Carrying case 629 • 

.......................................................... ~ ........................ . 
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MODEL ,3490 - TRANSISTOR ANAL YIER 

RANGES 
Input Current (Emitter or Base) ............ 0-1 Amp, 0-300 Ma, 0-100 Ma, 0-100 Ma, 0-30 Ma, 0-10 Ma, 

0-3 Ma, 0-1 Ma, 0-300 Ua. 
Collector Current ...................................... 0-10 Amp, 0-3 Amp, 0-1 Amp, 0-300 Ma, 0-100 Ma, 0-30 Ma, 

0-10 Ma, 0-3 Ma, 0-1 Ma, 0-300 Ua. 
ICED, ICO (IC80) ........................................ 0-60 Ma, 0-6 Ma, 0-600 Ua, 0-60 Ua. 
Collector Voltage ...................................... 0-120V, 0-60V, 0-30V, 0-12V, 0-3V 
Emitter or Base Voltage ............................ 0-12V, 0-1.2V 
retrode ............................................ , ........ 0-10V Calibrated Control 

For the ultimate in Transistor Analysis, Model 3490 offers among other features: 
THREE INDEPENDENT Power Supplies-COLLECTOR currents to 10 Amperes-INPUT currents to 
1 Ampere-SEPARATE Input aod Collector meters (4112") monitor emitter or base-CONTINUOUSLY 
VARIABLE Emitter or Base Voltage or Current-CONTINUOUSLY VARIABLE Tetrode Voltage-MEASURE· 
MENT AT ANY POTENTIAL of ICO and ICEO-DC ALPHA or BETA measurement on Signal and Power 
Types-MEASUREMENT OF AC BETA on Signal Types at 1000 cycles-CONTINUOUS INSTRUMENT 
COVERAGE, no skips-ALSO HANDLES Punch Through; Saturation and Floating Potential Measure· 
ments-ANALYZES transistors in either the Common Base or Common Emitter configuration. 
CASE-Wood, gray leatherette covered, 18'~" x 15Jf.' x 8" with removable cover and sloping 
etched aluminum panel. 
MODEL 3490-Suggested U.S.A. Dealer Net .................................................................................. $399.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MODEL 2002 - APPLIANCE TESTER 

For installations and servicing. 
Shows power consumption of industrial eqUipment, radios, electric ranges, refrigerators, washers and other 
household appliances under actual operating conditions, on either DC or AC between 25 and 133 cycles. 
A Wattmeter on the left and a Voltmeter on the right permit Watts and Volts to be read simultaneously or 
Independently. 
Shows If voltage remains within limits under operating loads. 
Current coils assure ample capacity for momentary tests on motor starting overloads. 
Heavy inner construction assures ample current capacity for momentary tests on motor starting overloads. 
Shows faulty power lines. 

RANGES 
Watts: DC-AC: 0-1,500-3,000. 
Valts: DC-AC: 0-130-260. 
CASE-Heavy leather and snap button cover and leather handle, 6)1" x 4)1" x 3Y.". Storage space for leads 
furnished which include one cord to plug into wall socket, another with a socket to receive connections from 
appliances under test. 
MODEL 2002-U.S.A. Dealer Net ............................................................................................................. $49.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

MODEL 660, 661 - LOAD CHECK 

A time-saver, designed for TV servicing. Helps prevent repair come·backs. 
No time lost in connecting this unit. Just plug in the power cord of the radio and all meters are connected. 
Quick way to locate hidden shorts and overloaded circuits. 
Double meter indication provides simultaneous check of line voltage and power. 
Shows faulty power line wiring as well as proper functioning of the appliance under test. 
Simple operation by means of only one toggle switch to change watts range. 
Double range on Watts meter permits one unit to serve from a 5-tube radio to the largest TV set. 
RANGES Watts: DC·AC: 0-500-1,000 Volts: DC-AC: 0-150 

CASE-Black molded, 2)1" x 5y." x 6", insulated to protect instrument from ground. Removable black leather 
strap handle. 
MODEL 660-U.S.A. Dealer Net ............................................................................................................................... $39.50 

MODEL 661 
RANGES Watts: DC·AC: 0-150-300 Valts: DC·AC: 0-150 
Designed for Radio and Low Wattage Appliances. Appearance and con~truction same as 660 with watt range 150-300. 
MODEL 661-U.S.A. Dealer Net ............................................................................................... : .................................. $39.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

MODEL 3432-A - SIGNAL GENERATOR 

The generator Is provided with a 400 cycle audio frequency with variable control for 0-100 per cent modulation. 
Band A .......................................................... 160-370 KC Band E ........................................................ 4.85-13 MC 

B ......................................................... 360-735 KC F .......................................................... 12.5-35 Mc 
C ........................................................ 715-1875 KC G .......................................................... 34-110 MC 
D ...................................................... 1825-4950 KC G (Harmonics) ..................................... 68-220 MC 

CASE-Metal with black baked suede finish, 15'}S{' x 11~" x 6Y.". Black leather strap handle, rubber 
feet. 
MODEL 3432-A-U.S.A. Dealer Net ...................................................................................................................... $109.50 
Designed for new servicemen 'coming into the service field. One generator to align radio, television (monochrome 
and color). 
Complete frequency coverage 160 KC to 110 MC fundamental with seven bands (220 MC harmonics). 
R.F. circuits are double shielded with copper steel shields. 
Large easily read etched aluminum dial. 
Cathode follower output provides good stability by acting as a buffer to the oscillator • 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
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MODEL 3441-A - NEW 5 INCH OSCILLOSCOPE 

• Maximum sensitivity (10 millivolts per Inch). Wide band width 4.5 MC (usable to 9 MC). 
• Wide band amplifiers for color TV servicing. 
• Calibration voltage metered so line voltage is not a factor. 
• Horizontal amplifier frequency range flat to + or - 1 DB from 20 cycles to 60 KC. 
• Deflection sensitivity .15 volts RMS per inch. 
• Saw tooth output supplies a saw tooth wave form from 10 to 60,000 cycles. Output variable 0-70 volts peak to peak. Polarity-

reversing switch keeps wave form showing in conventional manner. 
PANEl-Black and red on white. Characters etched on aluminum. 
CASE-Metal with black suede enamel finish, 15'~{' x 11~{' x 16". Leather handle. 
MODEl 3441-A-U.S.A. Dealer Net .......................................... . ....................................................................... $249.50 
Crystal (Demodulating or Signal Tracing) Probe. Part No. 9989 $11.50 
Low capacity (10-1). Part No. 10379-A $13.10 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

NEW TRIPLETT UNIMETERS 

An innovation in self-service meters these Select-Your-Range Unimeters consist of two basic meter movements, which 
can be combined with anyone of a number of separate dial-component units for a wide variety of meter ranges. The 
basic meter movements and the Dial·Component units lock together simply; no soldering, no wiring, no opening of the 
dust-proof movement is required. 
In two sizes, 327-U 3)/," rectangular and 420-U 4)/," rectangular with mirror scale for greater accuracy in reading. 
Also in handy kits, both sizes, as below. The triple-purpose kit case with handle provides handy portability; easy 
protective storage and attractive display. 

U.S.A. 
Dealer Net UNIMETER PRICE LIST - BASIC MOVEMENTS 

Model 327-U 0-1 DC Milliammeter (50 MV) .................................................................................... .. ..................... $12.10 
Model 327-U 0-50 DC Microammeter (250 MV) .................................................................................................................. 17.50 
Model 420-U 0-1 DC Milliammeter (50 MV) ........................................................................................................................ 13.20 
Model 420-U 0-50 DC Microammeter (250 MV) ................................................................................................................. 18.70 

DIAL-COMPONENT UNITS 
U.S.A. Dealer Net Price Each Unit (Specify for use with 327-U or 420-U) ........................................................................ $2.75 

DC-VM AC-VM DC-VM 
tODD a/v Rectifier tODD a/v 

DC-MA Film Type DC-AM Type" DC-UA DC-MA Film Type 

0-1 0-100 0-10 0-1 0-10 0-50 0-15 0-250 0-150 

0-5 0-150 0-25 0-5 0-150 0-100 0-25 0-300 0-300 

0-10 0-200 0-50 0-10 0-300 0-200 0-50 0-500 0-500 

AC-VM 
Rectifier 

DC-AM Type" DC-UA 

0-15 0:500 

0-25 

0-50 *5000/v 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

RUGGEDIZED INSTRUMENTS 

A complete line of 2)/," and 3)/," ruggedized. and sealed Instruments designed to meet government specification 
MIL-M-10304A. 
Triplett ruggedized instruments employ the unique and exclusive bar-ring construction so well adapted to ruggedization, 
that the addition of spring loaded jewels and an internal rubber mount (both designed for jewel protection) constitute 
the essential difference between the commercial and ruggedized mov~ents. 
The bar-ring construction is inherently self-shielding so that the heavy steel case does not affect instrument calibration 
nor does mounting in a steel panel of any thickness. . 
The unusually strong housing consists of a drawn steel case with heavy die cast window bezel. The bezel seals the 
window to the case with a simple gasket and screws. A tough plastic window is used instead of glass. 
Husky gasket-sealed studs are used for electrical connections to provide additional protection over del'icate glass sealed 
types. 
Most catalog ranges of DC, MV, Volts, Mic. Ma, Amp and AC rectifier type can be supplied. Regular dials in accordance 
with MIL-M-10304A are supplied although special dials of all descriptions can be made up for special applications . 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

MINIATURE EDGEWISE PANEL INSTRUMENTS 

If space on your panel is at a premium here is a miniature 
meter that will fit into even the most restricted area-yet 
give you the readability, performance and reliability you 
expect from the conventional 2)/," sizes. ' 
Weighing only four ounces this meter also is of value to the 
user who has a weight limitation factor on his hands. 
Accuracy-DC 2% of full scale; AC Rectifier type 5% of full 
scale. 
Self-Shielded Bar-Ring Magnet-Not affected by magnetic 
panels. High torque, exceedingly rugged and accurate. 
Mounting-Horizontal, zero at' left and barrel down Is 
standard. 
Vertical mounting or other special adaptations in quantity 
orders. 
Panel Hole Required-Only U,' x 1'){" . 

DC-MA 
0-1 
0-10 
0-25 
0-50 
0-100 
0-150 
0-200 
0-300 
0-500 

DC-VM 
0-10 
0-50 
0-150 

Dealer Net 
$10.90 

10.90 
11.30 
11.30 
11.30 
11.30 
11.30 
11.30 
11.30 

$11.80 
11.80 
11.80 

DC-UA Dealer Net 
0-50 $16.40 
0-100 14.30 
0-200 12.20 

DC-AM 
0-10 $11.80 

AC-VM (Rect. Type) 
0-150 $19.70 
0-300 20.70 

VU Meters 
A or B Scales $21.90 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
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DC 221·T, 321·T 

AC 231·S, 331·S 

DC 220·M, 320·M, 
- 420·M 

DC 227·PL, 327·PL 

AC 237·PL, 337·PL 

DC 221·PL, 321·PL 

AC 231·PL, 331·PL 

© U.c.P., Inc. 

DC MILLIVOLTMETERS 

Range 
0·50 
0·100 
0·150 

Approx. 
Res. 
6.3 

12.5 
20 

SECTION 2900 

Scale 
Diy. 

50 
50 
75(30)** 

2y," Models 
221·T 
227·T 
$10.90 

10.90 
10.90 

2y," Models 
220·M 
221·PL 
227·PL 

$10.90 
10.90 

3Y:;" Models 
320·M 
321·T 
327·T 

$11.60 
11.60 
11.60 

3Y:;" Models 

321·PL 
327·PL 

$11.60 
11.60 

4y,"Models 
4 Y:;" Model 420·M 

420 420·PL 
$12.80 $12.80 

12.80 12.80 
12.80 

DC VOLTMETERS (1000 Ohms per Volt) - FILM TYPE RESISTORS 

2Y:;" Models 3Y:;" Models 4Y:;" Models 
Scale 2Y:;" Models 220-M, 221·PL, 3Y:;" Models 320·M, 321·PL, 420-M, 420, 

Range Diy. 221·T, 227-1 227·PL 321·T, 327·T 327-PL 420-PL 
0-10 50 $11.80 $11.80 $12.30 $12.30 $13.50 
0-15 75(30)** 11.80 11.80 12.30 12.30 13.50 
0-25 50 11.80 11.80 12.30 12.30 13.50 
0-50 50 11.80 11.80 12.30 12.30 13.50 
0-100 50 11.80 11.80 12.30 12.30 13.50 
0-150 75(30)** 11.80 11.80 12.30 12.30 13.50 
0-200 40 11.80 11.80 12.30 12.30 13.50 
0-250 50 11.80 11.80 12.30 12.30 13.50 
0-300 60(30) 11.80 11.80 12.30 12.30 13.50 
0-500 50 14.10*** 14.10*** 13.00 13.00 14.20 
0-750 75(30)** 17.20*** 17.20*** 13.00 13.00 14.20 
0-1000 50 14.90 14.90 15.50 15.50 16.70 
0-2000 40 15.50 15.50 16.20 16.20 17.40 
0-3000 60(30)** 16.20 16.20 16.80 16.80 18.00 
0-4000 40 16.50 16.50 17.20 17.20 18.40 
0-5000 50 16.80 16.80 17.50 17.50 18.70 

DC VOLTMETERS (1000 Ohms per Voltl - WIREWOUND RESISTORS 

2Y:;" Models 3Y:;" Models 4Y:;" Models 
Scale 2y," Models 220-M, 221·PL, 3y," Models 320·M, 321-PL, 420·M, 420, 

Range Diy. 221-T, 227-T 227-PL 321-T, 327-1 327-PL 420·PL 
0-1 50 $11.80 $11.80 $12.30 $12.30 $13.50 
0-3 60(30)** 11.80 11.80 12.30 12.30 13.50 
0-5 50 11.80 11.80 12.30 12.30 13.50 
0-10 50 11.80 11.80 12.30 12.30 13.50 
0-25 50 14.40 14.40 15.00 15.00 16.20 
0-50 50 14.40 14.40 15.00 15.00 16.20 
0-100 50 15.00 15.00 15.60 15.60 16.80 
0-150 75(30)** 15.00 15.00 15.60 15.60 16.80 
0-300 60(30)** 18.30 18.30 18.90 18 .. 90 20.10 
0-500 50 20.50*** 20.50*** 21.00 21.00 22.20 
0-750 75(30)** 23.40*** 23.40*** 24.10 24.10 25.30 
The following supplied with external resistor boxes at prices shown: 
0-1000 50 41.30 41.30 42.00 42.00 43.10 
0-2000 40 67.70 67.70 68.20 68.20 69.40 
***Supplied with external resistors. 

DC MICROAMMETERS 

2}2" 3Y2/f 
2~" Models 3Y:;" Models 4Y:;" 

Models 220-M, Models 320-M, 4Y:;" Models 
Approx. 221·T, 221·PL, 321-T, 321-PL, Model 420·M, 

Range Res. Scale Diy. 227-T 227-PL 327·T 327·PL 420 420-PL 
0-20 4750 40 $19.40 $19.40 $20.00 $20.00 $21.20 $21.20 
0-50 2000 50 16.40 16.40 16.90 16.90 18.20 18.20 
0-100 825 50 14.30 14.30 14.90 14.90 16.10 16.10 
0-200 360 40 12.20 12.20 12.90 12.90 14.10 14.10 
0-500 156 50 11. 70 11.70 12.20 12.20 13.40 13.40 
50-0-50 825 50 14.30 14.30 14.90 14.90 16.10 16.10 
100-0-100 50 12.20 12.20 12.90 12.90 13.40 13.40 
500-0-500 55 50 10.90 10.90 11.60 11.60 12.80 12.80 

DC MILLIAMMETERS 

2Y:;" 
2Y:;" Models 3Y2" 3Y2" 4Y:;" 

Models 220-M, Models Models 4Y:;" Models 
Approx. 221-T, 221·PL, 321-T, 321-PL, Model 420-M, 

Range Res. Scale Diy. 227-T 227·PL 327·T 327·PL 420 420·PL 
0-1 55 50 $10.90 $10.90 $11.60 $11.60 $12.80 $12.80 
0-1.5 30 75(30)* * 10.90 10.90 11.60 11.60 12.80 12.80 
0-3 14 60(30)** 10.90 10.90 11.60 11.60 12.80 12.80 
0-5 8.5 50 10.90 10.90 11.60 11.60 12.80 12.80 
0-10 3.1 50 10.90 10.90 11.60 11.60 12.80 12.80 
0-15 6.6 75(30)** 10.90 10.90 11.60 11.60 12.80 12.80 
0-25 4 50 11.30 11.30 12.00 12.00 13.20 13.20 
0-50 2 50 11.30 11.30 12.00 12.00 13.20 13.20 
0-75 1.3 75(30)** 11.30 11.30 12.00 12.00 13.20 13.20 
0-100 1 50 11.30 11.30 12.00 _ 12.00 13.20 13.20 
0-150 0.6 75(30)** 11.30 11.30 12.00 12.00 13.20 13.20 
0-200 0.5 40 11.30 11.30 12.00 12.00 13.20 13.20 
0-250 0.4 50 11.30 11.30 12.00 12.00 13.20 13.20 
0-300 0.33 60(30)** 11.30 11.30 12.00 12.00 13.20 13.20 
0-400 0.25 40 11.30 11.30 12.00 12.00 13.20 13.20 
0-500 0.2 50 11.30 11.30 12.00 12.00 13.20 13.20 
0-750 0.13 75(30)** 11.30 11.30 12.00 12.00 13.20 13.20 
0-1000 0.1 50 11.30 11.30 12.00 12.00 13.20 13.20 
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DC AMMETERS 

Range 

0-1 
0-3 
0-5 
0-10 
0-15 
0-25 
0-30 
0-50 

Scale Diy_ 

50 
60(30)** 
50 
50 
75(30)** 
50 
60(30)** 
50 

SECTION 2900 

2y," Models 
221-T, 227-T 

2)/," Models 
220-M, 221-PL, 

227-PL 

$10.90 
10.90 
11.80 
11.80 
11.80 
11.80 

3y," Models 
321-T, 327-T 

$11.60 
11.60 
12.30 
12.30 
12.30' 

$10_90 
10_90 
11.80 
11.80 
11.80 
11.80 
11.80 
11.80 

11.80 } 221-PL 
11.80 only 

12.30 
12.30 
12.30 

3y," Models 
320-M, 321-PL, 

327-PL 

$11.60 
11.60 
12.30-
12.30 
12.30 
12.30 
12.30 } 321-PL 
12.30 only 

4)/," Models 
4)/," Model 420·M, 420·PL 

420 

$12.80 
12.80 
13.50 
13.50 
13.50 
13.50 
13.50 
13.50 

$12.80 
12.80 
13.50 
13.50 
13.50 
13.50 

D.C. Ammeters are self-contained up to and Including 50 Amperes. Shunts 75 Amperes (50 M.V.) and higher are switch-
board type with 5 ft. leads. . 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
AC VOLTMETERS 

Approx. 2y," Models 2y," Models 3)/," Models 3)/," Models 4)/," Model 4)/," Model 
Range Ohms/Volt Scale Diy. 231-S, 237-S 231-PL, 237·PL 331-S, 337·S 331·PL,337·PL 430 430·PL 

0-1.5 1.33 75(30)** $11.40 $11.40 $12.10 $12.10 $12.80 $12.80 
0-3 3.33 60(30)** 11.40 11.40 12.10 12.10 12.80 12.80 
0-5 4 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-10 10 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-15 16 75(30)** 11.40 11.40 12.10 12.10 12.80 12.80 
0-25 20 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-50 50 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-100 91 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-150 125 75(30)** 12.50 12.50 13.10 13.10 13.80 13.80 
0-250 144 50 ·13.10 13.10 13:80 13.80 14.40 14.40 
0-300 144 60(30)** 13.80 13.80 14.30 14.30 15.00 15.00 
0-500* 125 50 17.80 17.80 18.50 18.50 19.10 19.10 
0-750* 125 75(30)** 20.60 20.60 21.20 21.20 21.90 21.90 
0-1000* 125 50 22.20 22.20 22.90 22.90 23.50 23.50 

These A.C. Voltmeters are for use on frequencies from 25 to 133 cycles. ~Supplied with external resistor boxes 
other instruments are self-contained. Double-range Voltmeters are available on special order. Prices on request . 

at prices shown above. All 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
AC AMMETERS 

Approx. 2)/," Models 2)/," Models 3y," Models 3y," Models 4y," Model 4)/," Model 
Range Res. Scale Diy. 231·5, 237-5 231·PL,237-PL 331-S, 337-S 331-PL, 337·PL 430 430-PL 

0-1 .21 50 $11.40 $11.40 $12.10 $12.10 $12.80 $12.80 
0-2 .11 40 11.40 11.40 12.10 12.10 12.80 12.80 
0·3 .02 60(30)** 11.40 11.40 12.10 12.10 12.80 12.80 
0-5 .01 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-10 .005 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-15 .002 75(30)** 11.40 11.40 12.10 12.10 12.80 12.80 
0-25 .001 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-30 .011 60(30)** 11.40 11.40 12.10 12.10 12.80 12.80 
0-50 .0005 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-75 .0003 75 13.30 14.50 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
AC MILLIAMMETERS 

Approx. 2y," Models 2)/," Models 3y," Models 3y," Models 4)/," Model 4y," Model 
Range Res. Scale DiY, 231-S, 237-S 231-PL,237-PL 331-5, 337-S 331-PL,337·PL 430 . 430-PL 

0-10 0-10 50 $11.40 $11.40 $12.10 $12.10 $12.80 $12.80 
0-15 1150 75(30)** 11.40 11.40 12.10 12.10 12.80 12.80 
0-25 344 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-50 82 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-100 21 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-200 6.7 40 11.40 11.40 12.10 12.10 12.80 12.80 
0-250 3.4 50 11.40 11.40 12.10 12.10 12.80 12.80 
0-500 0.8 50 11.40 11.40 12.10 12.10 12.80 12.80 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

Range 

0-.5 Amps 
0-1 Amps 
0-1.5 Amps 
0-2.5 Amps 
0-5 Amps 
0-10 Amps 

THERMO AMMETERS (R.F.l 

Approx. 2)/," Models 3)/," Models 3)/," Models 4'12" Model 4'12" Model 
Res. Scale Diy. 241·T,247·T 341-T,347-T 341-T,347-T 440 440·PL 

.93 50 $12.10 $12.80 $12.80 $14.00 $14.00 

.35 50 12.10 12.80 12.80 14.00 14.00 
.21 75(30) 12.10 12.80 12.80 14.00 14.00 
.13 50 12.10 12.80 12.80 14.00 14.00 
.06 50 12.10 12.80 12.80 14.00 14.00 
.03 50 12.10 12.80 12.80 14.00 14.00 

Internal .couples are normally furnished at prices shown. If external couples are required, please specify' on order, adding $6.10 net to price 
of instrument shown above. External couples only less meter, with leads, $7.30 net each. 

**Scale divisions for 2-inch Models in parentheses. 

***Supplies with external resistors . 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
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SECTION 2900 

LIGHT. ACCURATE. PORTABLE. DC COUPLED 

lliWiHiQiiM"N'!f.i,iijihiji,l:iil$1iij!M'iMW 

PRIMER PRIMER 
SCOPE SCOPE 

MARK I MARK" 

CR Tube Size Inches 3 3 
Accelerating Voltage 850 850 
V Sen, .. (M V rms) 6/div 36/div ...... 
V Sens. (MV del 250/div 100/di" .... 
V Response DC·75 KC DC·IOO KC 
V Pulsl!.rise-.u sec. 2.6 2.5 

H Sen I. (MV rms) 150/div ISO/div 
H Sens. (M V del - -
H Response 20e·75 KC 20e·75 KC 
Sweep REP REP 
Range 20e·20 KC 20e·20 KC 
Case Depth In. 10 10 
Case Width-in. 3'/, 3'/, 
Case Height-in. 7 7 
Weighf-Ibs. 5'1, 7 3/ 4 

Shipping Weight-fbs. 7 9 

AC Voltage Input 105·125 105·125 
Frequency in cps 60 60 
Watts 40 60 
PRICE $69.95 $149.50 

? M V rms with AmpliAer Probe A·l1·0 
··Each Channel 

'ndustrial Hi Gain Wide land 
POCKfTSeDPE" POCKErSeDPE' ~OCKfTSeDPE ., 
--s:ii-A s:Ji.A 5-'4-B 

3 3 3 
560 850 850 

100/in 'Olin SO/in 
280/in 28/in 140/in 

OC·200 KC DC·155 KC OC·700 KC 
2 2.2 0.35 

'OO/in IS/in ISO/in 
280/in 42/in 420/in 

OC·200 KC DC· 155 KC OC·200 KC 
REP REP· TRIG REP·TRIG 

3e·50 KC 0.5e·50 KC 0.5e·50 KC 
11 12 12 
5 6 6 
7 7 7 
8Y. 12Y. 14 

10 16 17 
105.125 105.125 105·125 
50·400 50·400 50·400 

43 50 65 
$149.50 $249.00 $239.00 

tHi.Senlilivit), V ,Respon.e 5c-500 KC • 
ttCoupling is direct to deftection plates moklng upper 1imit dependent on driving iOurc:. 

© U.C.P., Inc. Net 

Computer Twin rube TV&Hifi 
DiredReading 

'osic Indic.t.r 
POCKErSeDP!' POCKErSeDP!' CRAmCDPE " 

POCKElSeDPE' PAMElSCDPE ., PAtiELIeDPE' 
5·'4-C ---s:i5.A ~A ~ain p., ---p:j'"DD 

5·17.A 
3 1 'hx3·· 5 1 'hx3 l~x3 '~x3 

1000 850·· 800/1600 850 900 900 
70/in' - 2.5/em 3.6/div - 20 V/in 

200/in 28/i"*· 100/em 10/div 56 V/in -
OC·700 KC DC·155 KC" OC·5.0 MC OC·230 KC From octt From 3ett 

0.35 2.2·· 0.07 2 tt tt 

- - 10/em 140/div - 28 Vlin 

- 2.8 V/in" - 80 V/in -
OC·140 KC" 3e·180 KC 3e·170 KC From octt From 3ett 

TRIG REP·TRIG REP TRIG -
20~S·2S 0.5e·50 KC 5e·50 KC 100~S·IOS - -

12 12 12~ 10 10 10 
6 6 7 5~ Sy.. 511.. 
7 7 lOY. 4Y.· 5'11, 5~. 

16 1611.. 18~ 8 5 5 
'9 19 21 10 7 7 

105.125 105.125 105.125 105·125 105·125 105·125 
50·400 50·400 50·400 51).400 50·400 50·400 

85 75 65 48 10 10 
$289.00 $399.00 $245.00 $295.00 $109.50 S 129.50 

PRICES & SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE 
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SECTION 2900 

WESTON INSTRUMENTS 
The CROWN SERIES 

distinguished by handsome, functional design 

Weston's (rown Line represents the ultimate in meter design, per­
formance and readability. Their striking cases will enhance the most 
modern panels or electronic equipment. 

Scoles a're exceptionally long for the case diameters: up to 2.5 
inches for the 2.5-inch models. Ballistic characteristics are greatly 
improved. 

SPECIFICATIONS 

(lear plastic covers and exceptionally long scoles afford un­
matched .readability, with excellent natural illumination from top, 
front and sides. (onfusing shadows are eliminated. In poorly 
lighted areas, one bulb mounted above the instrument furnishes 
adequate illumination. The neutral tone of the multi-prism front 
is designed to complement test equipment or panels of any color. 
CORMAG® mechanisms eliminate the need for external shielding; 
they can be closely grouped on magnetic or nonmagnetic panels 
without special adjustments or danger of intereffects. 

MECHANISM.-Models 1721/1722 core, magnet moving coil type. 
Model 1724-Movable iron vane. 

ACCURACY-D.C. instruments are within ±2% of full scale value. 
Madel 1722 rectifier type a-c instrument is within ±3% of full 
scale whe~ used on sine wave 60 cycle source at normal room 
temperature of 25°C .. 
Model 1724 a-c instrument is within ±2% of full scale value. 

CASE-Crown shape with molded Bakelite base and clear plastic 
cover. 

MOUNTING-Models 1721/1722/1724·-lnterchangeable with any 
2.5" MIL Spec instrument, including the flush round Bakelite case 
Weston 506 Series. 

TERMINALS-S-32 BC rods with nuts and washers. 

POINTERS-Lance type, black finish. 

SCALES-Models 1721/1722-Full 2.5" long-(Ionger than most 3¥2" 
panel instruments) 1 00° arc. 
Model 1724-2.25" long, 90° arc. 

Z.ERO CORRECTOR-Screwdriver type, 360° rotation. 

SHIELDING-Models 1721/1722-CORMAG® mechanism. 
Model 1724 is unshielded. 

TYPICAL RANGES 

D-C MODEL 1721 MICROAMMETERS 
VOLTMETERS-1,000 Ohms Per Volt 

Approx. Res. Scale Div. 
Scale Div. Price 

Price 
Range 1721 1721 1721 Range 1721 1721 

5 50 $13.50 20 5500 40 $23.00 
15 75 13.50 50 4800 50 19.00 
50 50 13.50 100 1230 50 16.00 

150 75 13.50 200 600 40 13.50 
300 60 14.00 500 230 50 13.50 
500 50 50·0-50 1230 50 16.00 

AMMETERS 
Range Scale Div. Price 

(Self-Contained) 1721 1721 RECTIFIER TYPE A-C MODEL 1722 
1 50 $13.00 VOLTMETERS-1,000 Ohms Per Volt 
3 60 13.00 

Range Scale Diy. Price 5 50 13.00 
10 50 13.00 5 50 $20.00 

External Scale Scale Div. Price' 15 75 20.00 
Shunt Type 1721 1721 1721 50 50 20.00 

50 MV 100 amps 50 $13.25 150 75 20.00 
50 MV 150 amps 75 13.25 300 60 20.00 
50 MV 200 amps 40 13.25 

MILLIAMMETERS 
Approx. Res. Scale Div. Price MILLIAMMETERS 

Range 1721 1721 1721 Range Approx. Res. _Scale Diy. Price: 
1 80 50 $13.00 1 470 50 $20.00 5 8 50 13.00 5 150 50 20.00 10 1.1 50 13.00 

20 1.1 40 13.00 
50 2 50 13.00 

100 1 50 13.00 MICROAMMETERS 
200 0.5 40 " 13.00 
300 0.33 60 13.00 Range Approx. Res. Scale Diy. Price 
500 0.2 50 13.00 200 2,000 40 $22.50 
1-0-1 45 50 13.00 500 750 50 20.00 

RESALE DISCOUNT-1S% 1.9,20% 10.24 PRICES 
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MODEL 1724 A-C VOLTMETER 
25-125 CYCLES 

Scale Approx. 
Range Div. Ohms/Volt Price 

5 50 10 $1'7.00 
10 50 10 17.00 
15 30 14 17.00 
30 30 27 17.00 
50 50 45 17.00 

150 30 130 17.50 
300 30 260 19.00 
500 50 260 21.50 

A-C AMMETER 
25-500 CYCLiS 

Scale Approx. 
Range Div. Resis .. Ohms Price 

1 50 0.125 $17.00 
2 40 0.035 17.00 
3 30 0.0165 17.00 
5 50 0.002 17.00 

10 50 0.001 17.00 

A-C MILLIAMMETER 
25-500 CYCLES 

Scale Approx. 
Range Diy. ,Resis. Ohms Price 

15 60 600 $17.00 
50 50 82 17.00 

100 50 21 17.00 
500 50 0.65 17.00 

SUBJECT TO CHANGE WITHOUT NOTICE 
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Range 
1 
1.5 
3 
5 
8 

10 
15 
30 
50 
80 

100 
150 
200 
300 
500 
lKV 

Range 
1 
1.5 
2 
3 
5 

10 
15 
20 
30 
50 

100 
'150 
200 
300 
500 
800 

1000 
1·0·1 

50·0-50 
100·0·100 

Range 
1 
2 
3 
5 

10 
15 
30 
50 

10·0·10 
30·0·30 
50·0-50 

Range 
10 
20 
30 
50 

100 
200 
500 

50·0-50 
100·0·100 
500·0-500 

SECTION 2900 

WESTON INSTRUMENTS 

MODELS 

201/301 
PANEL INSTRUMENT SERIES 

The Weston J01 Line-famous and trusted throughout industry 
for many years-has undergone important changes. The 3%­
inch instruments look different, are more versati Ie, work bet­
ter and longer. And now a sister line of 2 1h-inch instruments 
has been introduced-the 201 Group-matching the 301 instru­
ments in appearance and incorporating the same new features. 

The renowned Weston CORMAG(@ mechanism is now s'and­
ard equipment •.. permits mounting on magnetic or nonmag­
netic panels, close to other instruments, without special ad. 
justments. It makes the H301" and H201" immune to the 
effects of stray magnetic fields. Ballistic characteristics are 
improved; even critical damping can be obtained. New, mod­
ernlstlcally styled Bakelite cases-round or rectangular-are 
standard. These cases are interchangeable for A.C. and D.C. 
models. 

201/301-D.C. VOLTMETERS MODEL 204/304 SERI ES-A.C. 
Approx. 

VOLTMETERS 

1000 Ohms/Vol' 
Scale Div. Ohms/Volt Price 

Scale Div. Price 
201 301 201 301 

75 $15.25 
30 60 $14.25 
25 50 14.25 
40 40 14.25 
20 50 14.25 
30 75 14.25 
30 60 14.25 
25 50 14.25 
40 40 14.25 
20 50 14.25 
30 75 14.25 
40 40 14.75 
30 60 14.75 
25 50 15.25 

50 

MODELS 201/301-D.C. MILLIAMMETERS 

App. App. Resis. 
Scale Diy. Resis. Ohms Price 

201 301 201 301 201 
20 50 100 88 $13.75 

75 88 
40 45 
60 

6 
45 

25 50 8 13.75 
20 50 2.5 2.5 13.75 
30 75 2.5 2.5 13.75 
40 40 2.5 2.5 13.75 
30 60 2.5 2.5 13.75 
25 50 2 2 13.75 
20 50 I 1 13.75 
30 75 0.66 0.66 13.75 

40 0.5 
60 0.33 

25 50 0.2 0.2 13.75 
40 40 0.12 0.12 
20 50 0.05 0.05 13.75 
40 40 40 45 13.75 
50 50 2 2 
40 40 1 1 13.75 

MODELS 201/301-D.C. AMMETERS 

Scale Div Price 
201 301 201 
20 50 $13.75 
40 40 13.75 
30 60 13.75 
25 50 13.75 
20 50 13.75 
30 75 14.75 

60 
25 50 14.75 

40 
60 
50 

MODELS 201/301-D.C. MICROAMMETERS 

Scale Div. 
201/ 301/ 
206 306 
20 .50 
40 40 
30 60 
25 50 
20 50 
40 40 

Approx. Res. 
201 206 301 306 

- 4500 
1520 5500 1520 
1520 5500 1520 

4150 1140 4800 1140 
870 . 660 1230 600 

. 600 600 

201 
Price 

206 301 
$31.00-

2&.00- $24.75 
25.00- 23.00 
24.00- 20.75 
22.00- 17.15 

15.25 
15.25 
15.25 
15.25 
15.25 
15.25 
15.25 
15.25 
15.25 
15.25 
15.75 
15.75 
16.25 
20.25 

301 
$14.75 

14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75 
14.75' 
14.75 
14.75 
14.75 
14.75 
14.75 

301 
$14.75 

14.75 
14.75 
14.75 
14.75 
15.75 
15.75 
15.75 
14.75 
15.75 
15.75 

306 
$32.00' 

27.00 
2&:00' 
24.00' 
22.00' 
22.00 

Range 
1.5 
3 
5 

10 
15 
30 
50 
80 

130 
150 
250 
300 
500 

Range 
1 
2 
3 
5 

10 
20 
30 
50 

Range 
15 
50 

100 
500 

Range 
1 
1.5 
2 
3 
5 

Range 
100 

"liS 
120 
300 
500 

·Current 

Range 
1 
1.5 
2 
2.5 
3 
4 

Range 
t 10 
t 20 
t 50 

100 
"115 

120 
150 
200 
300 
500 

204/304 204/304 204 
30 3 $17.50-
30 6 17.50« 
50 10 17.50 
50 10 17.50 
30 14 17.50« 
30 27 17.50-
50 45 17.50« 
40 70 17.50 -
26 115 18.00-
30 130 18.00 
25 220 19.00« 
30 260 19.50 
50 260 22.00« 

A.C. AMMETERS-2S·Soo CYCLES 
Approx. Resis. 

Scale Diy. Ohms Price 
204/304 204/304 204 

50 0.125 $17.00 
40 0.035 17.00 
30 0.0165 17.00 
50 0.002 17.00 
50 0.001 17.00 
40 0.001 17.00· 
30 0.00085 17.00 
50 0.00072 17.00 

A.C. MILLIAMMETERS 
Approx. Resis. 

Scale Diy. Ohms Price 
204/304 204/304 204 

30 600 $17.00« 
50 82 17.00« 
50 21 17.00' 
50 0.65 17.00 

20S THERMO SERI ES-THERMO-AMMETER 
Scale Diy. Price Range Scale Div. 

20 $29.00', 8 40 
30 29.00« 10 20 
40 29.00« 15 30 
30 29.00' 20 40 
25 29.00 

THERMO-MILLIAMMETER 
Scale App. Resis. 
Div. Ohms 

20 5.2 
20 5.2 
30 5.2 
30 1.8 
25 1.3 

Squared Galvanometer with uniform 100 division scale. 

MODEL 30S SERiES-THERMO-AMMETER 
Scale Div. Price Range Scale Div. 

50 $30.00 5 50 
60 30.00 8 40 
40 30.00 10 50 
50 30.00 15 60 
60 30.00 20 40 
40 30.00 

THERMO·MILLIAMMETER 
Scale Div. App. Resis. 

50 85 
40 22 
50 5 
50 8 
50 5.2 
60 5.2 
75 5.2 
40 2.7 
60 2.4 
50 J:3 

304 
$18.50 
18.50 
18.50 
18.50 
18.50 
18.50 
18.50 
18.50 
19.00 

~~:gg-
20.50 
22.00 

304 
$18.00 

18.00 
18.00 
18.00 
18.00 
18.00 
18.00 
18.00 

304 
$10.00' 

18.00 
IS.00 
18.00 

Price 
$29.00' 
29.00' 
29.00-
29.00« 

Price 
$33.00« 
33.00' 
33.CO-
33.00-
33.00' 

Price 
$30.00 

30.00 
30.00 
30.00 
30.00' 

Price 
$~6.oo 
66.00 
66.00 
34.00 
34.00 
34.00 
34.00 
34.00 
34.00 
34.00 

25 50 160 230 
20 50 
. 40 . 40 

870 1230 • 
600 600. 

$19.75 
1&.15 
14.25 
14.25 
1&.25 
14.25 
13.15 

15.25 
15.25 
11.15 
15.25 
14.15 

For ranges of 100 MA or higher, expanded scale can be furnished at an 
additional $8.00 . 

20 50 100 88 
tVacuum Thermocouple type 
*Current Squared Galvanometer with uniform 100 division scale 

. RESALE DISCOUNT-15% 1,-9,20% 10-24, except those marked * PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
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SECTION 2900 

WESTON INSTRUMENTS 
PANEL INSTRUMENT SERIES, CONT. 

202/302 RECTIFIER TYPE A.C. SERIES A.C. VOLTMETER A.C. MILLIAMMETERS 
1000 Ohms/Yolt 

Range 
3 
S 

10 
IS 
30 
SO 

100 
150 
300 

Range 
1 
5 

Scale 
Div. Price 

302 202 302 
60 $20.25' $21.25 
SO 20.25 ' 21.25 
SO 20.25' 21.25 
7S 20.25 ' 21.25 
60 20.25' 21.25 
SO 20.2S> 21.25 
50 20.25 ' 21.25 
75 20.25' 21.25 
60 20.75' 21.75 

A·C MILLIAMMETERS 
Scale Approx. 
Div. Res. 
50 470 
SO ISO 

Range 
1 
I.S 
3 
S 

10 
15 
30 
SO 

100 
150 

Price 
$25.25 

2S.25 

2000 Ohms/Yolt Approx. Resis. 
Scale Range Scale Div. Ohms 202 
Div: Price 0.5 50 1030 $20.25 ' 

302 202 302 1 SO 470 20.25 ' 
SO $20.75' $21.75 2 40 270 20.25 ' 
7S 20.75' 21.75 5 SO ISO 20.25 ' 
60 20.75' 21.75' 
SO 20:75' 21.75' A.C. MICROAMMETERS 
50 20.75' 21.75' Approx. Resis. 
7S 20.75' 21.75 Range Scale Div. Ohms 202 
60 20.75' 21.75' 100 50 3400 $24.00 
SO 20.7S> 21.75 200 40 2400 22.75 
SO 20.75 ' 21.75' 300 60 2000 22.75 
7S 20.75 ' 21.75 500 SO 1030 20.25 

NEW 1951 SERIES 
An important new addition to the Weston panel instrument line. Noteworthy features 
plastic or Bakelite cases which are readily interchangeable ... 4.7" long scale 
... spring back jewels ... minimum power consumption and response time. 

TYPICAL RANGES 
D-C MODEl 1951 

Price 
302 

$21.25 ' 
21.25 
21.25 
21.25 

Price 
302 

$25.00 
23.75' 
23.75' 
21.25 

includlJ clear 
2% accuracy 

D-C AMMETERS D-C MILLIAMMETERS 
Range 

(Self·contained) 
1 
2 
S 

10 

Scale 
Div. 
SO 
40 
50 
SO 

Scale 

Price 
$21.25 
21.25 
21.25 
21.2S 

External 
Shunt Type 

SO MY 
50 MY 
50 MY 

Scale Div. Price 
$20.50 
20.50 
20.50 

Range 
50 

100 
200 
500 

100 50 
ISO 75 
200 40 

D-C MICROAMMETERS 
Scale Approx. 
Div. Res. 
50 4700 
50 1230 
40 600 
50 230 

Price 
$22.25 

19.25 
16.75 
16.75 

RECTIFIER TYPE. A-C-MODEL 1952 

Range 
200 
sao 

A-C MICROAMMETERS 
Scale Approx. 
Div. Res. 
40 2400 
50 750 

Price 
$28.7S 

28.75 

Scale Approx. 
Range Div. Res. Price 

1 SO 1>15 $20.50 
5 50 11 20.50 

10 50 2.7 20.50 
20 40 2.7 20.50 
50 SO 2.0 20.50 

100 SO 1 20.50 
200 40 0.5 20.50 
sao 50 0.2 20.50 

D-C VOLTMETERS (J 000 
·Scale 

Div. 
SO 
75 
SO 
75 
60 

Ohms per VolI) 

Range 
5 

15 
-50 
ISO 
300 

A-C VOLTMETERS 11 000 Ohms 

Range 
3 

IS 
50 

ISO 
300 

Scale 
Div. 
60 
75 
50 
7S 
60 

Price 
$21.25 
21.25 
21.25 
21.25 
21.25 

per Volt) 

Price 
$26.25 
26.25 
26.25 
26.25 
26.25 

RESALE DISCOUNT-15% 1.9,20% 10.24, except those marked • 

Model 980 Mark II 

Price. .................. $49.50 

Combination protective front cover and 
tilt stand .............. ; .................................... $5.50 
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MARK II ANAL VZER 
The new thin-line Mark II is a highly sensitive and 
extremely rugged volt-ohm-milliammeter designed 
for a wide range of accurate test measurements in 
the electronic field. 

Famous CORMAG® mechanism protects the in­
strument against false readings due to magnetic 
disturbances. Electrostatic shielding assures accu-

FEATURES 

rate measurements at high d-c voltages. Fuses in 
the low ohmmeter circuits prevent burnout if volt­
ages are mistakenly applied. Interchangeable 
parts eliminate all need for parts selection in the 
event replacements are ever necessary. The break­
proof case will withstand dropping and thus elim­
inate the major source of repair and maintenance 
costs. 

• Modern Thin-Line Design • Fully Insula'ed Crackproof Case • Single Board Etched Wiring 
Circuit for Easy Maintenance • Spring Back Jewels for Maxi­

mum Shock Resistance 
• Fused Resistance Ranges 
• Transit Switch Position to 

Dampen Movement During 
Transportation 

SPECIFICATIONS 
Accuracy: 20/0, d-c; 30/01 a-c. 
Scale Length: 4.63" 
Ranges: 

• Single Selector Knob for all 
Functions and Ranges 

• Wide Angle Scale for Maximum 
Visibil"ity , 

• Precision Components-No Parts 
Selection Required 

• Static Shielded for Accurate 
High Voltage Measurement 

• 4-Way Combination Tilt Stand 
and Protective Cover Available 

Case: Black impact resistant plastic, with carry­
ing strap. 

D-C Yolt" 1.6, 8, 40, 160, 400, 800, 4000 
... at 20,000 ohms/volt. 

Panel: Black impact resistant plastic with engraved 
white markings, 

A-C Yolt" 1.6, 8,40, 160,400, 1600 .•. at 
1,000 ohms/voll. 

DB Range, -15 db to +54 db (in six ranges). 
D-C Amperes: 8 • 
D-C Milliampere" 1.6, 8, 80, 800. 
O-C Microamperes: 80. 

Ohms Range 
R x 1 
R x 10 
R x 100 
R x 1,000 
R x 10,000 

Center Scale 
25 

250 
2,500 

25,000 
2S0,OOO 

Full Scale 
1,000 

10,000 
100,000 

1 megohms 
10 megohms 

Size: 6.25" x 7.50" x 2.25". 

Approx. Weight, 2.S Ibs. 

Ohms: Four decade ranges: 1 K to 10 meg full 
scale; 25 ohms to 250K center scale. 

High Voltage Probes: High voltage probes are 
available for measuring high voltaoe. up to 
20 kv at 50 microamperes or less .. Probes have 
multiplier resistors encased in insulated handles. 
Multipliers are rated with a flash voltage of 
30 kv. 

PRICES SUBJECT .TO CHANGE WITHOUT NOTICE 
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SECTION 2900 

WESTON INSTRUMENTS 

741/744 PANEL INSTRUMENTS 

These instruments are regularly supplied in 
flush, black bakelite cases which can be 
mounted on panels up to ¥a" thick. The 
adjustable mounting arrangement is invisi· 
ble from the front of the panel. 

Illumination feature available if required. 

Rated Accuracy: 1 % of full scale value. 

Overall Dimensions: 4" x 4.25" (101.6 x 
107.9 mm) 

Scale: 3.52" (90 mm) 

Model 741: Permanent Magnet Moving Coil 
Type 

Model 744: Movable Iron Type 

MATCHED A-C AND D-C 
PORTABLE INSTRUMENTS 

MODEL 433-A-Cl INSTRUMENTS 
Sc:ale Length 4.04"-Ac:c:urac:y within 3/. 
of 1 % - Movable Iron Type - Shielded 
Case Size 5-1/16" X 5'1," x 3'1."-Welght 
2'/2 Ibs.-Hand Calibrated Mirror Sc:ales 

Bakelite Case with Carrying Strap. 
Note: These instruments are calibrated for 
use in a horizontal position. 

A-C VOLTMETERS 
Made with single, double and triple ranges. 
For use on frequencies from 25 to 125 cycles. 

Range Price 
10, 30, 50, 75 $ 94.25 
10/5, 20/10, 30/15 95.75 
450/300/150 112.25 
600/300/150 112.25 
750/300/150 112.25 

A-C MILLIAMMETERS 
, Made in single and double ranges only, for 
: use on frequencies from 25 to 500 cycles. 

Range . Price 
15, 30, 75, 500 $ 85.75 
300/150 100.25 

A-C. AMMETERS 
Made in single, double and triple ranges 
lor use on frequencies from 25 to 500 cycles. 
All instruments have two binding posts· 
double and triple range instruments are· pro: 
vided with a range selector switch. 

Range 
I, \.5, 2, 3 
IS, 25, 30 
2/1, 5/2.5, 1015 
3/1.5/0.75. 5/2.5/1. 10/511 
20/5/2, 3017.5/3, 50/2015 

Price 
$ 89.25 

89.25 
102.25 
140.25 
140.25 

MODEL 741 D-C VOLTMETERS 
(1000 ohms/volt) 

Range Scale Div. Price 

10 50 $45.25 
30 60 45.25 
50 50 45.25 

150 75 46.75 
300 60 49.75 

MODEL 741 D-C AMMETERS 
Range Scale Div .. Price 

1 50 $45.25 
5 50 45.25 

10 50 45.25 
25 50 45.25 
50 50 45.25 

MODEL 741 D-C MILLIAMMETERS 
Approx. 

Range Scale Div. Resistance Ohms Price 

1 60 39 $45.25 
10 50 2.8 45.25 
25 50 1.06 45.25 
50 "50 2 45.25 

100 50 45.25 
200 40 0.5 45.25 
300 60 0.33 45.25 

500 50 0.2 45.25 

t,\ODE~ 741 D-C MICROAMMETERS 

Range Scale Div. 
Approx. 

Resistance Oh{1'ls Price 

30 60 1800 $63.25 

50 50 720 61.50 

MODEL 432-D-C AND 
SINGLE PHASE A-C WATTMETERS 

Double voltage and single or double cur· 
rent ranges, self·contained up to 300 volts 
and 50 amperes, frequencies from 25 to 125 
cycles. 

Electrodynamometer Type 
Accuracy liz of 1% _oo_oo_oo __ Sc.le Length 4.04" 
Case Size 5T'<" x 51/4" • 31/"'_00._00.Wt. 31/4 Ibs. 

Normal Volts Normal Amps Price 
150/75 .1 $192.25 

Double Current Ranges 
300/150 5/2.5 $192.25 

100 

200 

500 

50 

40 

50 

290 

475 

98 

60.25 

48.00 

48.00 

MODEL 744 A-C V.OLTMETERS 
(25-125 Cycles) 

Approx. 
Range Scale Div. Resistance Ohms Price 

10 50 33 $49.50 

15 75 98 49.50 

30 60 362 49.50 

130 65 7880 51.00 

150 75 9100 51.00 

*300 60 18200 59.25 

*500 71.00 

*Furnished with External Resistor Type 51 

MODEL 744 A-C AMMETERS 
(25-500 Cycles) 

Approx. 
Range Scale Div. Resistance Ohms· Price 

1 50 1.12 $'49.50 

3 60 0.112 49.50 

5 50 0.0275 49.50 

10 50 0.0135 49.50 

15 75 0.0068 49.50 

20 40 0.0026 49.50 

30 60 0.0020 49.50 

50 50 0.00070 49.50 

MODEL 744 A-C MILLIAMMETERS 
(25-500 Cycles) 

Range 
250 

Approx. 
Scale Div. 'Resistance Ohms:' Price 

50 10.2 $49.50 

MODEL 931-D-C INSTRUMENTS 
Sc:ale Length 4.04"-Ac:c:urac:y within '/2 of 

1 % Core Magnet Moving Coil Type. 
Case Size 5-1/16" x 5'1." x 3'1."-Weight.2 
lb.. - Hand Calibrated Mirror Sc:ales -

Note~~~::~in~::':e~!t:r:~~lit~~~e~tf:r~se in 

Range 
3, 15, 50 

300/150/3 
7501300/150 

a horizont.1 position. 

DoC VOLTMETERS 
Net Price 

1,000 Ohms 
Per Volt 

$ 87.25 
101.25 
101.25 

D-C AMMETERS 

Price 
5,000 Ohms 

Per Volt 
$ 98.75 

112.75 
112.75 

I, 1.5, 3, 5 
30/15/3 
'50/20/5 
Self·contained up to 
can be supplied with 
5 It. leads. 

Price 
$ 89.00 
101.50 
101.50 

50 amperes inclusive. but 
external 50 mv shunts and 

D-C MILLIAMMETERS 
Range Price 

15. 150 $ 85.50 
1500/150/15 98.75 

15/1.5/ .15 110.50 
Single range Milliammeters with ranges above 
can be supplied with external 50 mv shunts and 
30 rna are shunted and h.ve a drop of 50 mv 
±5%. 

D-C MICROAMMETERS 
,...Hlgh Resistance.., ,......Low Resistance----

Range Appro.. Appro •. 

30 
100 
200 

Res. Ohms Price' Res. Ohms 
2300 $110.50 490 
2000 98.75 60 
600 94.00 15 

Price 
$112.75 

110.50 
. 98.75 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
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SECTION 2900 

WESTON INSTRUMENTS 
911/912 PORTABLE/PANEL INSTRUMENTS 

Newly designed Weston Portable/Panel instruments now provide a combination of features never 
before offered in portable test equipment.' Equally valuable in shop or field, these units feature high 
accuracy, long.scale length and modern styling. And, these instruments are designed for ... 
Panel or switchboard mounting without special adaptors or attachments! Simply 'remove meter from 
case and mount on panel ... all hardware is supplied. The compact steel case may be attached behind 
panel when mechanical protection is required. 

Model 779 Type 1 
Price .......... $194.25 

SPECIFICATIONS 
ACCURACY-±l% of full scale value on d·c voltmeters and milliammeters (±2% 

of full scale value on 300 and 1000 volts doC). 
±2% of full scale value on rectifier type a·c voltmeters 10 through 300 volts. 
±3% of full scale value on rectifier type a·c voltmeters for 1000 volt range 
and 3 volt range above mid-scale. 

COMPACT CASE-Madern designed instrument front of clear durable plastic pro­
vides unlimited natural ,illuminatio,n which, coupled with knife-edge pointers 
and mirror scale, provide unexcelled readability. The instrument is cased in 
heavy duty, grey finished steel. Handle can be swung under instrument so 
that it may be tilted for easy reading. Size: 71h" x 61h" x 2%". 

COMPONENTS-Weston VAMISTOR® precision metal film resistors and other 
long-life components are used. 
Adjustable resistors provide for easy recalibration, if required. 

BINDING POSTS-Screw type with captive heads can use all types of leads. Tri· 
angular base allows greater torque when securing leads. Wide 'A" spacing 
permits use of plug type leads. Cross hole located so fine wire is not cut, 

SCAlE-Large 7.2" mirror back with knife-edge pointer. 
MECHANISM-CORMAG@ self-shielding, with sp'ring-backed jewels. 
RANGE SWITCH-Large, sure-grip knob. 
SIZE-7Y." x 61h'" x 2%". 

RANGES AND PRICES 
Model 911 D-C VOLTMETER (20,000 ohms per volt) 

1000/300/100/30/10/3/1 Volts ........ ' ............ , .. Price $68.50 
Model 911 D-C AMMETER 

10/3/1 amps., 300/100/30/10 ma ...................... Price $68.50 
Model 911 D-C MILLIAMMETER 

100/30/10/3/1/.3/.1 milliamperes ...................... Price $68.50 
Model 912 A-C VOLTMETER (5,000 ohms per volt) 

1000/300/100/30/10/3 Volts .......................... Price $78.50 

SUPER-SENSITIVE ANALYZER MODEL 779 

ACCURACY: A-C within 3%;' ,D-C within 2% to 250 volts; 3% on 1,000 volt 
range. 

Size: 6%" x 9'18" x 47/s" (162 x ~32 x 124 mm} Approx. Wt.: 6 lb. (2.72 kg,.) 

A compact 26· range ultra-sensitive analyzer with five doc voltage ranges at a 
sensitivity of either 1,000 or 20,000 ohms per volt. A·C temperature compensated; 
precision resistors througho'lt. Supplied in a rugged solid oak case with a 
removable cover and convenient carrying handle. Test leads are provided. 

D-C 
2.5 

10 
50 

250 
1000 

Volts 
A-C 
2.5 

10 
50 

250 
1000 

RANGES 
Current 

D-C Only Decibels 
.IMa -14to+ 2" 

1 Ma - 2 to + 14" 
10 Ma + 12 to + 28" 
50 Ma + 26 to + 42t 

250 Ma + 38 to + 54tt 
1 Amp (6 milliwatts, 

10 Amp 500 ohms, zero level) 

" Substantially flat to 10,000 cycles. 
t Substantially flat to 3,000 cycles. tt Substantially flat to 1,000 cycles. 

Ohms 
0-3000 
0-30,000 
0-300,000 
0-30 Meg 

.............. ~ ........•......•...........•.•.....•... ........ 
MODEL 799 INSULATION TESTER 

ACCURACY: Within '18" of scale length. 

Size: 3K/' x 5'4" x 5" (86 x 133 x i27 mm) 

SCALE: 2.375" (60.3 mm) 

Approx. Wt.: 3.8 Ibs. (1.7 kgs.) 

For leakage measurements up to 10,000 megohms at low voltage at a maximum 
test, potential 50 volts. Test leads, tubes, batteries and oak case are supplied. 

RANGES: 0-10,000 megohms (Logarithmic scale) 
Price .......... $99.50 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
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SECTION 2900 

WESTON INSTRUMENTS 
WESTON MODEL 981 

PROPORTIONAL MUTUAL 
CONDUCTANCE TUBECHECKER 

FEATURES 

METER MEASUREMENT OF HIGH LEAKAGE RESISTANCE: Provides 
an accurate meter measurement of leakage resistance as high as 
5 megohms between tube elements, thus being particularly useful 
for TV servicing and TV. line production assembly. 

MULTIPLE SWITCHING FACILITIES: Protection against obsolescence 
is assured through the use of nine single circuit, twelve position. 
selector switches. 

TWIN SECTION TUBES: Three toggle switches make it possible to 
rapidly check and compare the respective sections of twin section 
tubes at only one setting of the selector switches. 

SINGLE SOCKET FOR EACH TUBE BASE REGARDLESS OF TUBE 
CONNECTION: Eliminates the possibility of plugging a tube into 
the wrong socket. 

Gm MEASUREMENTS: Gm measurements are made mOre accurately 
by using filtered d·c plate. screen grid and control grid poten­
tials. A precision voltage divider network and selector switch 
allows a proportionate value of· signal voltage to be chosen for 
testing tubes having transconductances up to 30,000 micromhos. 
Signal Yoltages of 5.2, 2.6, 1.3, and 0.65 yolts peak-to-peak having 
a frequency of 5000 cycles are provided. 

ROLL INDEX CHART-A complele listing of tube lesl dolo is available 01 
the flick of a finger by means of an easy-to-read, built-in roll chart. 

LEAKAGE TEST: The leakage tests are performed at a doc potential 
of 125 volts. For each numbered position of the LEAKAGE TEST 
switch, a specific tube element is isolated and connected into a 
series ohmmeter circuit consislinll of the isolated element, the 
125 volt doc potential, a current hmiting resistor, a milliammeter, 
and all other elements of the tube. 

VOLTAGE REGULATOR TUBES: A selenium rectifier supply furnishes 
200 volts doc for testing of yoltage regulator tubes. 

SUBMINIATURE TYPE TUBES: A 45 yolt potential SOurce facilitates 
testing of subminiature tubes. 

Model 749 Miniature Clamp Volt-Ammeter 

Light weight and rugged pocket-size instrument for quick easy servICing. 
Has ~self-shielded core magnet mechanism with spring backed jewels, and 
shatter-proof Plexiglas window. Only one scale for all ranges and functions. 
Jaws take up to 1" round, or 13/4" x 3/8 " rectangular conductors_ Furnished 
with test leads in scuff-proof case. 

Plug-In Adapter avail~ble for making both current and voltage measure­
ments ... has female receptacles on both sides for plugging in load with­
out disturbing circuit being tested ••• convenient for lead insrtion for 
voltage checks .•• serves as 10 to 1 divider for low current mesaure­
ments. 

RATED ACCURACY, (Model 749) ±3% full scale deflection. 

RANGES, Current 300/150/60/30/15/6 amperes a-c. 
Voltage 600/300/150 volts a·c. 

Model 749 - $51.50 complete Plug·ln Adapter - $5.25 

© UCP., Inc. Net 

SPECIFICATIONS 
FILAMENT VOLTAGES: .65, 1.1, 1.5, 2, 2.5, 0.6., 3.3, 5, 6.3, 7.5, 10, 

13, 20, 27.5, 35, 47, 70, 115. 

PLATE VOLTAGES: 90, 130, 220 volts doc; 22, 44, 160 volts a-c. 

SIGNAL VOLTAGES: 5.2, 2.6, 1.3, 0.65 volts peak-to-peak, 

Gm RANGE: Up to 30,000 micromhos. 

POWER REQUIREMENTS: 100 to 125 Yolts, 60 cycles single phase a·c, 
30 watts. 

CASE: Grey hammertone finished st~·el, 
SIZE: 17.50" x 13.25" x 6.00". 

WEIGHT: 231;' Ibs. (10.7 Kgs.). 

Model 981 Type 3A .. ........................................... Price $311_75 

Model 633 
Clamp 

Volt-Ammeter 
and 

Clamp­
Ammeter 

MODEL 633 Type VA.l 

Model 633 Type VA·l (Incl. Pot""lial Leads) - 1000/2501 
Price 

100/25/10 amperes a-c 700/350/175 volts a-c __ .. ___ . ____ .. $128.75 

Model 633 Type A.3 - 2000/1000/500/250/100/50 amperes 
g-C ..•••••..••.••••••••••••••••..••.•••.••••..•••••••.•••.•• ~ ••••••••..•• - ••••••• - •••••• - ••• ' 121.50 

Model 9958, 50 Foot Extension Cable, Plug & Receptacle for 
Model 633 Type A-3 ........................ .................................. 79.25 

Leather Carrying Case (Model 633 Types VA-I, A-3)................. 13,50 

Leather Carrying Case (Model 9958 - Cable, Plug and Re-
ceptacle) ............ _ ........... _ .... _ ............ _.................................... 22.50 

NOTE-Model 633 instruments may be used for continuous 
duty up to 500 amperes. 

Approximate Dimensions and Weights 
Model 633 Types VA-I, A-3 ............................ 13o/s"x4%"x21/2" 31/4 Ibs. 
Leather Carrying Case (Types VA-I, A-3) ...... 141/2"x51/2"x35fs" 21,l4 Ibs. 
Model 995B, 50 Fool Exlension Cable, Plug & Receplacle ............ 41,4 lb •. 
Leather Carrying Cas. (Model 995B-Cable, Plug & Receptacle) 

14"x81/2"x33,4" 41/4 Ibs. 

Prices Subiect To Change Without Notice. 
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SECTION 3100 

POLYSTYRENE ROD - TUBING - SHEET 
For radio and electronic applications, because of its very low loss factor at ultra 
high frequencies, Polystyrene is the ideal. material for insulators, coil forms, shields, 
etc. It has excellent arc resistance, is non-tracking and has splendid insulating prop­
erties. Because its water absorption is practically zero it has excellent dimensional 
stability. 

POLYSTYRENE ROD - Transparent 
Available in 12" or 48" lengths 

Catalog Net Price 
Number Diameter 12" Igth. 4S" Igth. 

JB-I00 Va" $ .03 $ .12 
JB-I0l %6" I .07 .28 
JB-I02 lJ4" 

i 
.12 .48 

JB-I03 %6" .18 .72 
JB-104 3/S " .26 1.04 
JB-105 %6" .36 1.44 
JB-I06 V2" .48 1.92 
JB-I07 s/s" .72 2.88 
JB-I08 3/4" 1.00 4.00 
JB-I09 'l"s" 1.42 5.68 
JB-ll0 I" 1.90 7.60 
JB-l11 IVa" 2.50 10.00 
JB-112 1lJ4" 3.00 12.00 
JB-113 13/s" 3.60 14.40 
JB-114 Ph" 4.30 17.20 
JB-116 1%" 6.00 24.00 
JB-118 2" 7.50 30.00 

POLYSTYRENE TUBING - Satin Finish 
Available in 12" or 48" lengths. 

Catalog Net Price 
Number 0.0. 1.0. 12" Igth. 4S" 19th. 

JB-201 V4" VS" $ .10 $ .40 
JB-202 %6" %6" .14 .56 
JB-203 31s" V4" .18 .72 
JB-205 V2" 3/S " .26 1.04 
JB-206 %" 1,12" .32 1.28 
JB-207 3/4" Sis" .40 1.60 
JB-208 I" %" .56 2.24 
JB-220 11,12" 1lJ4" 1.50 6.00 
JB-222 2" 13/4" 2.20 8.80 

POLYSTYRENE SHEET 
The following sheets are all crystal clear with 
smooth surfaces fully protected .against abrasion 
by masking paper on both sides. 

Catalog Sheet Net 
Number Thickness Size Price 

JB-125 Y16" 12" x 12" $4.15 
JB-126 %2" 12" x 12" 4.80 
JB-127 Ys" 12" x 12" 5.50 

JB-128 %6" 12" X 12" 7.15 
JB-129 14" 12" X 12" 8.15 

JB-245 Y16" 12" X 24" 7.80 
. JB-246 %2" 12" X 24" 9.15 

JB-247 Ys" 12" X 24" 10.50 

JB-248 %6" 12" X 24" 13.15 
JB-249 *" 12" X 24" 15.65 

JB-315 'ib" 24" X 24" 9.65 
JB-301 Y16" 24" X 24" 11.15 
JB-302 %2" 24" X 24" 13.00 
JB-303 Ys" 24" X 24" 14.80 

JB-304 %6" 24" X 24" 18.75 
JB-305 *" 24" X 24" 23.00 

JB-316 %6" 24" X 24" 27.65 
JB-309 %" 24" X 24" 31.25 
JB-311 Yz" 24" X 24" 38.65 

JB-317 %" 24" X 24" 50.00 
JB-318 %0" 24" X 24" 69.25 

JB-319 I" 24" X 24" 
I 

94.15 

JULIUS BLUM & CO., INC. Serving Industry 

Since 1910 CARLSTADT, N. J. 
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SECTION 3100 

CHEMELEC@ STAND-OFF AND FEED-THRU INSULATORS are applied as insulated tie­
points in circuit wiring, offering low-loss, high-frequency service in radar, television, missile 
guidance, fire control and tracking systems. Extremely reliable, they are unaffected by humidity, 
mechanical shock and vibration, and will withstand ambient temperatures from -110°F to 
+500°F, pressure altitudes from 0 to 80,000 feet. Garlock Catalog Ad-169. 

STAND-OFF SERIES 69002 
(Parts 0001-0015) 
Insulation Teflon * TFE. Tur­
rets machined from brass rod, 
hot-tin dipped for easy solder­
ing; other finishes to order. 
Bases hex brass, cadmium 
plated per QQP-416 Type 2, 
Class C and iridite (olive drab) 
dipped in compliance with military specs. Flashover Point 
(Short time test at sea level)-7000 VRMS; Capacitance 
(Frequency 1000 KC)-.12 MMFD. Standard R.M.A. colors, 
all sizes and terminal designs. Priced from 18¢. 

STAND-OFF SERIES 69002 
(Parts 0101-0115) 
Insulation Teflon TFE. Tur­
rets machined from brass rod, 
hot-tin dipped for easy solder­
ing; other finishes to order. 
Bases are hex brass, cadmium 
plated per QQP-416 Type 2, 
Class C and iridite (olive drab) 
dipped in compliance with military specs. Flashover Point 
(Short time test at sea level)-6300 VRMS; Capacitance 
(Frequency 1000 KC)-.24 MMFD. Standard R.M.A. colors, 
all sizes and terminal designs. Priced from 19¢. . 

STAND-OFF SERIES 69002 
(Parts 0201-0215) 
Insulation Teflon TFE. Tur­
rets machined from brass rod, 
hot-tin dipped for easy solder­
ing; other finishes to order. 
Bases are hex brass, cadmium 
plated per QQP-416 Type 2, 
Class C and iridite (olive drab) 
dipped in compliance with military specs. Flashover Point 
(Short time test at sea level)-15,500 VRMS; Capacitance 
(Frequency 1000 KC)-.14 MMFC. Standard R.M.A. colors, 

. all sizes and terminal designs. Priced from 25¢. 

STAND-OFF SERIES 69002 
(Compression-Mounted) 
For compression mounting, 
are self-fastening, need no 
additional hardware.· Insu­
lator body is Teflon TFE, 
permitting press-fit without 
breakage, soldering without 
damage. Solder terminal is 
brass, finish is hot-tin dip (other finishes to order). Flashover 
Point (Short time test at sea level)-3500 to 10000 VRMS 
(depending on size); Capacitance (Frequency 1000 KC)­
.10 to .45 (depending on size). All sizes and terminal designs. 
Priced from 7 ¢. . 
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FEED-THRU SERIES 69001 
(Compression-Mounted) 
For compression mounting, 
are self-fastening, need no 
additional hardware. Insu­
lator body is Teflon TFE, 
permitting press-fit without 
breakage, soldering without 
damage. Solder terminal is 
brass; finish is hot-tin dipped (other finishes to order). Flash­
over Point (Short time test at sea level)-1500 to 15,500 
VRMS (depending on size); Capacitance (Frequency 1000 
KC)-.45 to 1.02 (depending on size). All sizes and terminal 
designs. Priced from 7 ¢. 

FEED-THRU SERIES 69001 
(Multi-Bond 
Hermetic Solder Seal) 
Fluorocarbon-metal, hermet­
ically-fused seal permits in­
sulators to be soldered directly 
to deck. Seal holds a vacuum 
and sealing-in oil for sus­
tained periods; withstands 
shock, vibration, extreme temperatures and climatic condi­
tions. Insulator Teflon TFE, with metalized area contacting 
bed plate and upper washer for soldering to accomplish her­
metic seal. Hardware is nickel-plated brass. Flashover Point 
(Short time test at sea level)-5000 to 15,000 VRMS (de­
pending on size); Capacitance (Frequency 1000 KC)-2.30 
to 2.65 (depending on size): Priced from $5.00. 

FEED-THRU SERIES 69001 
(Parts 0500-0700) 
Hollow-threaded metal body 
fits through bed plate, is 
secured by hex nut. Terminal 
passing through hollow body 
is spaced by force-fitted Teflon 
TFE plug. Insulation Teflon 
TFE. Body cadmium plated 
per QQP-416 Type 2, Class C and iridite (olive drab) dipped in 
compliance with military specs. Brass terminal hot-tin dipped 
(other finishes to order). Flashover Point (Short time test at 
sea level)-3500 to 6300 VRMS (depending on size); Capaci­
tance (Frequency 1000 KC)-2.00 to 1.95 (depending on size). 
Several sizes, colors. Priced from 35¢. 

GARLOCK ELECTRONIC PRODUCTS 

GARLOCK: INC. 
CAMDEN NEW JERSEY 

*DuPont Trademark 
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SECTION 3100 

MACH· 
POLY· PHENOLIC POLY· MACH· INABlE 

MATEIIIAL -.- STY· Paper Canvas ETHY· INABlE CER· 
RENE···· ACRyLiC.... Base Base lENE NYLON ••• ·TEFlON •••• LAVA AMIC 

Length~ l' l' l' l' l' l' l' l' l' 6" 3" l' 8" 
CAT. NO. -.- R10A RllA !RllA BllA R12A R13A R14A R15A R16A R16P R16l B17A BlaR 

Oia. 
K, .06 
Va .03 .06 .69 1.02 .18 
~, .06 .09 .71 1.04 .27 .98 .63 .37 

X .09 .15 .27 .72 1.05 .10 .45 1.18 .77 .47 
,<, .14 .21 .80 1.16 .63 1.52 .97 .58 
% .18 .29 .53 .92 1.36 .39 .87 1.94 1.34 .81 

X .36 .48 .35 .84 1.38 2.03 .53 1.49 3.10 2.25 1.34 1.95 .90 
Ya .60 .75 .60 1.50 2.12 2.85 .72 1.94 4.55 3.32. 2.00 
% .81 1.08 .86 2.76 3.72 1.05 2.64 6.38 4.64 2.78 2.70 1.80 

% 1.20 1.43 3.44 4.67 1.43 3.48 8.47 6.30 3.78 
I" 1.70 1.88 4.16 5.70 2.03 4.38 10.95 7.32 4.79 4.05 2.70 

IVa" 2.11 2.33 4.56 6.91 5.43 13.76 9.58 6.14 

IX" 2.54 2.78 5.37 8.13 2.93 6.39 16.87 11.08 7.45 
1%" 3.38 3.83 6.43 9.74 7.28 20.12 13.60 8.96 
IX" 3.58 4.13 7.55 11.43 4.20 8.40 23.88 16.29 10.57 9.45 

1%" 4.23 8.64 13.08 10.25 27.95 19.60 12.56 
1%" 4.91 5.47 10.79 16.34 11.97 32.35 22.92 13.88 
1%" 5.54 12.75 19.32 13.29 40.70 26.48 16.03 
2" 6.24 6.98 15.05 22.77 7.05 15.42 41.48 29.86 17.38 14.63 

RIO, 11, 14, 15 and 16 also available in 4' and 6' lengths. R12 and 13 also available in 3' random lengths. 
Smaller sizes in the R15 are available in 100' and 500' continuous lengths. 

The lIIumitronic Jobber Line of PLASTICS is the most complete line 
available in small standard sizes and short lengths. All sizes are 
available from stock. For quantity requirements request quotation. 

MACH· 
POLY· I'HENOLIC POLY· INABLE 

MATERIAL-'- STY· AeRY· Paper Canvas· ETHY· CER· 
RENE L1C Base Base LENE NYLON TEFLON AMIC 

Lengt~ l' l' l' l' I' l' l' 6" 8" 
CAT. NO.-.- TlOA TllA Tl2A Tl3A Tl4A Tl5A Tl6A Tl6P Tl8R 

0.0. 1.0. 

Vax ~z .06 
Xx Va .09 .15 .60 .83 .09" 
Xx 3(, .14 1.53 1.01 

%x X .15 .21 .64 .88 .18" 1.79 1.17 
%x 11k .27 
Xx % .21 .37 .74 .97 .24" .72 
Yzx X 2.99 1.96 
Yax X .24 .41 .81 1.05 .36 
%x % .30 .51 .88 1.20 .42 

%x X 5.08 3.30 
%x % .39 .63 .94 1.30 
%x % 5.98 3.88 

1 x % .42 1.04 1.47 .54 
1 x % .81 1.13 1.42 2.22 7.69 5.00 
lXxl 1.12 1.35 1.58 2.55 .81 

lYzxlX 1.20 1.65 1.73 3.00 1.05 3.30 
l%xlX 1.58 1.80 2.02 3.30 1.27 
2 xl% 1.65 2.25 5.40 

2Xx2 3.00 
2Yzxl% 5.85 
3 x2% 3.60 

3 x2Yz 6.15 
no, T11 and Tl4 also available in 4' and 6' lengths. T12 and Tl3 also available in 3' random lengths. 
"Tl4 also available in 100' and 500' continuous lengths. 
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SECTION 3100 

PHENOLIC PHENOLIC 
MATERIAL ~ •• POLYSTYRENE··· ,····ACRyLiC •••• • ••• Paper Base· •• ••• Canvas Base- ••• 
SIZE ~ 6"xI2" 12"sq. 24"sq. 6"xI2" 12"sq. 24"sq. 6"xI2" 12"sq. 24"sq 6"xI2" 12"sq. 24"sq. 
CAT. NO. ~ S10A SlOC SlOE Sl1A Sl1C sm S12A S12C S12E S13A S13C S13E 
Thickness 

J1', 1.77 2.82 9.18 .39 .60 1.86 .57 .96 3.02 
K, 1.84 3.08 10.77 1.59 2.66 8.41 .61 1.02 3.23 1.05 1.76 5.56 

Yo 2.46 4.11 14.50 1.68 2.79 . 8.84 1.23 2.04 6.48 2.10 3.51 11.13 
11, 3.20 5.32 18.35 1.99 3.34 10.53 1.83 3.06 9.68 3.16 5.27 16.69 

Yo 3.64 6.07 21.55 2.35 3.93 12.45 2.44 4.08 12.93 4.21 7.02 22.25 
% 5.08 8.47 29.93 3.78 6.30 19.96 3.67 6.14 19.44 6.33 10.55 33.38 
Y, 6.27 10.46 36.71 5.03 8.39 26.57 4.90 8.18 25.87 8.43 14.06 44.52 
% 8.55 14.25 47.35 6.22 10.83 32.85 6.13 10.23 32.37 10.54 17.57 55.63 

% 11.79 19.65 65.44 7.42 12.38 39.21 . 7.35 12.26 38.80 12.66 21.09 66.77 
Va 12.65 21.07 70.09 8.65 14.42 45.66 8.58 14.31 45.31 14.76 24.60. 77.88 
1" 16.02 26.70 89.24 9.84 16.40 51.92 9.82 16.37 51.82 16.8S 28.11 89.02 

S11 also available in sizes 36"x60", 36"x36". S12 and S13 also available in sizes 36"x48". 36"x36". 

MATERIAL DESIGNATION 
10 = Polystyrene 1S = Nylon 
11 = Acrylic* 16 = Teflon 
12 = Paper Base Phenolic 17 = Machinable Lava** 
13 = Canvas Base Phenolic 18 = Machinable Ceramic** 
14 = Polyethylene 

*(Acrylic is also called Plexiglas or Lucile) 
**May be drilled or machined. 

SHEET 
MATERIAl~ • ••• POLYETHYLENE ••• • •••••••• NYLON ••••••••• ••.•••• TEFLON I ••••• 

SIZE ~ 6"xI2" 12"sq. 24"sq. 3"x6" 4"xI2" 6"xI2" 12"sq. 3"x6" 6"xI2" 12"sq. 
CAT. NO. ~ S14A S14C S14E S15L S15M S15A S15C S16L S16A S16C 
Thickness 

.005 .14 .27 .93 · .32 .93 1.48 

.0lD .24 .36 1.26 .48 · .53 1.73 2.66 

.015 .33 .48 1.65 .68 · .80 2.55 4.00 

.020 .39 .60 2.00 .83 • 1.09 3.46 5.33 

.025 1.05 • 1.30 4.34 6.68 

.030 .54 .90 3.06 1.20 • 1.57 5.11 8.00 

.040 .68 1.17 4.06 1.50 • 2.10 6.81 10.66 

.050 .75 1.35 4.66 1.83 • 2.63 8.51 13.33 

.060 .97 1.65 5.65 2.25 • 3.14 10.21 15.99 
J1', .54 .90 3.06 1.20 • 1.57 5.11 8.00 
){, .97 1.65 5.65 2.25 6.38 9.38 • 3.14 10.21 15.99 
Yo 1.62 2.70 9.31 5.03 10.64 15.00 4.81 16.01 25.38 

11. 2.01 3.36 11.77 3.99 13.30 18.75 7.08 23.67 37.00 
Yo 3.00 4.95 17.36 5.19 17.29 24.38 8.92 29.79 46.50 
% 4.65 7.74 26.73 7.18 23.94 33.75 13.77 45.75 71.63 
Y, 6.30 10.50 36.77 7.a8 26.60 37.50 17.82 59.32 92.75 
% 7.95 13.26 46.42 9.98 33.25 46.88 22.34 
% 11.55 19.20 11.97 39.90 56.25 26.40 

Va 30.46 
1" 15.60 25.95 35.38 

S14 ~Iso available in sizes 60"x36" and 36"x36". S16 also available in size 24"x24". 
'V16 and smaller are skived sheets, larger are cast sheets. 
"Larger sizes available on request. 
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SECTION 3100 

PERMACEl: PLASTIC ~ TAPE 
FOR ELECTRICAL REPAIRS 

High Dielectric Strength-Flexible-Good 
Stretch and Conformability-Snug Wrap­
Waterproof-Resists Oil, Gasoline, Water, Salt 
Water, Alkalis and Sunlight. Hundreds of uses! 

PERMACEL 29 
PLASTIC ELECTRICAL TAPE 

TECHNICAL DATA 

Dielectric Strength . . . . 
Thickness ....... . 
Adhesion (oz./inch) . . . . 
Tensile strength (lbs./inch) .. 
Elongation . . . . . . . 

10,000 volts 
7 mils 

25 
20 

175% 

PERMACEL 29D DISPL.AY 
12.0115- %" X 66' 

PERMACEL 29C DISPLAY 
12.0115- %" X 20' 

FREE CUTTER BAR WITH EVERY 66' ROLL! 
Eliminates need for scissors, razor blades or penkniveb Made of durable plastic 
-good for thousands of cuts. A non-conductor-safe for all electrical uses. 
Saves money-prevents tape"waste. 

PERMACEL 648 DISPLAY 
24 .olls- %" X 60' 

l ® CLOTH TAPE ... an improved Friction Tape 

No gummy edges or backing-better adhesion to its 
own backing and other surfaces-easier unwind­
thinner, builds up less bulk-excellent insulation­
long-aging. 

4, 
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SECTION 3400 

.~w:m:~~),. MICROWAVE COMPONENTS Inc. 
'.'.::",::.::::::::' , 
:~1~l~mmm~~:; 0 0 Y L EST 0 W N, PEN N S Y L V A N I A 

All merchandise of current manufacture, suitable for laboratory 
experiments and training aids. Complete transmitter and receiver 
parts. All units are constructed of standard RG-52/U brass wave­
guide and employ UG/39 type flanges unless otherwise stated. 
All units are nickel plated. 

#501 Wave Guide type RG52 equipped with 
2 type UG 39 flanges, 501 C has two chokes 
type UG 40, and 501 CF has one flange and 
one choke. Standard length 4'; can also be 
furnished in full inches from 2" to 20" 
or longer 2"to 4" ................................... $5.40 
#502 Wave Guide to Coax Adaptor has UG39 
type flange, two inches of RG 52 type guide 
and a UG 23 connector which will mate with 
UG 21 cable connector as used with RG 8, 9 
or 10 type coax ....................................... $5.40 
#503 Klystton Tube Mount for 723A!B or 
2K25 Klystrons. Equipped with 3DB pad, 
IN23 crystal, UG 88 connector for crystal 
current, RG 52 Wave Guide and UG 39 type 
flange. Power cable eauipped with MIP8 
connector to connect with 510 power supply. 
This Klystron tube mount may be used as 
local oscillator for micro wave receiver, 
transmitter, signal generator, sPectrum ana­
lyzer and test oscillator. Klystron not sup­
plied. Klystron shell is at ground potential 
using 510 power supply ....................... $24.00 
#503A Klystron Tube Muunt same as 503 less 
pad and crystal mount ...................... $15.00 
#504 Frequency Meter consists of 4" length 
of RG 52 type wave guide with UG 39 input 
and output flanges. The 1" micrometer head 
tunes a cylindrical cavity from approximate­
ly 8.2 KMC to 10 KMC. The coupling and Q 
permit satisfactory absorption Indications of 
resonance in the tuning band ........... $30.00 
#505 Slotted Line consists of a 4" length 
of slotted RG 52 equipped with UG 39 input 
and output flanges. The sliding probe, ad­
justable for depth and 5 CM travel, Is 
equipped with a IN 23 crystal terminated in 
to a UG 88 connector and 200 ohm shunt 
resistance. With a suitable amplifier as sup­
plied in the 510 power supplY,wave length 
and VSWR can be indicated .............. $30.00 
#506 Flap Attenuator adiustable from 0 to 
over 20 DB at power levels under 1 watt. 
Consists of 4" length of RG 52 equipped 
with 2 type UG 39 flanges ................ $1 B.OO 
#507 Wave Guide Termination consists of 
2.5 inches of RG 52 guide and a UG 39 input 
flange. Will absorb power at levels less than 
1 watt. The strip of absorbing material is 
easily removed ....................................... $5.40 
#50B Thermister Mount consists of 1.75ith 
length of RG 52 guide with a UG 39 Input 
flange. Thermister balances, with no 
power input, at 600 to 1000 ohms and 

... ,,-. 
e .-. 

indicate down to 1 MW RF with a 100 
micro ampere bridge balance meter. High 
power levels may be indicated using fixed 
standard attenuators ahead of the thermls­
ter. D. C. bridge output is through a UG 88 
connector to DC power and bridge balance 
meter in type 510 Power Supply ....... $IB.OO 
#509 Horn Antenna consists of 3" length 
of RG 58 guide flared at one end for low 
gain transmission or reception. Output Is 
through coax connector type UG 23 $9.00 
#509-F Horn Antenna with flange input $9.00 
#510 Power Supply fUrnishes fixed regu­
tated cavity potential for 723A!B or 2K25 
Klystrons (cavity grounded) adjustable and 
regulated repeller voltage, unregulated fila­
ment and means to insert signal for repeller 
modulation. Sensitive meter may be 
switched from tube mount crystal cur­
rent to Thermistor bridge output and to 
VSWR amplifier output. Regulated power for 
thermister bridge and VSWR amplifier also 
provided for. Operates from 110 to 130 volt 
AC 1¢ 60 CIS power, using less than 50 
watts. . ............................................... $120.00 
#511 Shunt Tee consists of 3" length of 
RG 52 guide equipped with three UG 39 
flanges ................................................. $12.00 
#512 Directional Coupler consists of 4" 
length of RG52 guide eauipped with UG 39 
flanges. Attenuation approximately 20 DB. 
Directional output is terminated in UG 23 
connector. . ....................................... $15.00 
#513 Fixed Attenuator is the same as 506 
except fixed pad is used .................... $13.50 
#514 R.F. Cable consists of 2 feet of RG 8 
type coax equipped with two UG 21 cable 
connectors ............................................... S&.OO 
#515 Video Cable consists of 2 feet of RG 
58 cable equipped with two UG 89 cable 
connectors ............................................... S4.50 
#516 Series Tee consists of 3" lengths of 
RG 52 guide terminated with 3 type UG 39 
flanges. ...................... . ............... $12.00 
#517 Tuning Probe is the same as 505 ex­
cept that probe is grounded and crystal Is 
not required. .. .. $24.00 
#51B Crystal Mount consists of 2 inch length 
of RG 52 equipped with 2 UG 39 Flanges 
and IN23 crystal terminated with UG 88 
connector. Suitable for R.F. 
mixer applications as requi 
dyne reception and spectrum 

[:1J 

"X" BAND MICROWAVE 
COMPONENTS 8.7 to 9.3 KMC 

' .. ~'®' 
~~ . (ffi 
. ~i;, "-m" .... :J~~ .~ ~ .. ~tjj ; ~ : •. ?- ~ .!-... ~ ••• ~: 

"A • "8" 

PRICES SUBJECT TO CHANGE 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNIT E D ;P RIC IN (i S E R V ICE 
The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DE LIV E RY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



SECTION 3500 

ur 
SYNCHRON·OUS MOTORS 

FOR HEAVY DUTY CONTINUOUS TIMING , 
• 

POSITIVE CLUTCH & INSTANTANEOUS BRAKE 

.... ~.~/ 

* STARTS & STOPS IN 10 MILLISECONDS 

* PC-SM 
UNIDIRECTION 

40 in.-oz. 

PC-RSM 
REVERSIBLE 
. 80in.-oz. 

For extremely fast starts and stops, motor runs con­
tinuously with clutch and brake controlled by switching 
actuator only. 
Available on both SM and RSM. This new positive clutch 
will start the output shaft within 10 milliseconds and the 
brake will stop output shaft within 11100 at 1 RPM or 
within 60 on 60 RPM. Other speeds proportional. 

MOUNTING DIMENSIONS for PC-SM and PC-ISM 

© U.c.P., Inc. Net 

This compact motor is engineered for tough jobs de­
manding accurate timing. It has excellent shock and 
vibration resistance and will start instantly at full torque. 
It will not overheat during continuous duty nor in a stall 
position . 

Gear-trains are constructed to withstand loads more than 
three times the motor's rated capacity .. 

SERIES SM & RSM SPECIFICATIONS 

TYPE (SM) ___________________ Hysteresis/Synchronous 
TYPE (RSM) _________________ Capacitor/Synchronous 
TORQUE (SM) ______________ 40 inch ounces at 1 RPM 
TORQUE (RSM) ____________ 80 inch ounces at 1. RPM 
DUTY (SM & RSM) ______________________ Contmuous 
WEIGHT (SM) _______________________________ 12 oz. 
WEIGHT (RSM) _______________________________ 14 oz. 
SHAFT SIZE (In stock) (SM & RSM) __ 3/16"x1" flatted 
MOUNTING (SM & RSM) ____ 3 No.6 holes spaced 120· 
POWER (In stock) (SM&RSM)_95/130 V. 60 cycle 7 watts 
ROTATION (In stock)(SM)_CW(Right hand facing shaft) 
ROTATION (RSM) _______________________ Reversible 
TEMPERATURE RISE (SM&RSM)-40·C. above ambient 
OPERATING TEMPERATURE (SM & RSM) _________ _ 

. __________________ -40·C. (-40·F.) to 105°C. (221°F.) 

-tur8t MFG. CORP. Princeton, Indiana 
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SECTION 3500 

.&0 -.VItI®Synchronous Motors 

• INSTANT STARTlNG~ 
STOPPING, REVERSING 

• 72 RPM SHAFT 
SPEED WITHOUT GEARS 

A SLO-SYN Synchronous 'Motor is a permanent magnet type 
a-c motor having instant start, stop and reverse characteris­
tics and a basic shaft speed of 72 RPM with 60 cycles applied. 
Adaptable for use as a doc stepping motor or incremental 
positioning device that can be stepped 200 times per revolu­
tion of the motor shaft. Compact and economical, has almost 
negligible overshoot, no ratchets or detents. A single-pole, 

500Z·IN 

2500Z-IN 

TORQUE 
(Oz-In) VOLTS 

TYPES SS50 ANDSS50M 
Well-suited for limited space 
applications, actuating selector 
switches, tape handling, pro­
cess timing. Militarized type 
SS50M meets or exceeds ap­
plicable military specifications. 
Planeta)."y gear types available. 

TYPE X250 
Explosion-proof. Underwriters' 
Laboratories Approved for­
Class 1, Group D service. Pro­
vides safe operation in areas 
where a small arc or spark 
could cause an explosion". 

MAX. 
AMPS. RESISTOR 

50/60 CYCLES. 1 PHASE, 72 RPM @ 60 CYCLES 

• CAN BE USED AS 
D-C STEPPING MOTORS 

• START AT FULL 
RATED TORQUE 

three-position switch can give complete forward, reverse and 
"off" control because the motor has three leads only. Starts 
or stops in less than 0.025 second or approximately 1.5 cycles. 
No need for mechanical or electrical braking; stops in less 
than 5° of motor shaft rotation. Starting and operating cur­
rents are nearly identical; no excessive inrush current when 
motor is turned on. All types have lubricated-for-life bearings. 

150 AND 250 OZ-I N 

1000 OZ-IN 

CAPACITOR 

TYPES SS150, SS152, 
SS150M, SS250 AND SS252 
Types SS150 and 88152 can 
be ordered with resistor and 
capacitor integrally mounted 
in an enclosure on the end of 
the motor (suffix RC when 
ordering). Militarized type 
SS150M meets or exceeds ap­
plicable military specifications. 
Planetary gear types available. 

TYPE XIOOO 
Explosion-proof. Built to con­
form with Class 1, Group D 
specifications. Ideally suited 
for "on-off" a-c servo duty 
and heavy duty applications. 

TYPE 

AP RO IMATE 
WEIGHT (Pounds) 
NET SHIPPING 

SO 120 0.3 2S0 ohms = S%. 25W 2.6 mId =6%. 330 VAC 1 SS50 
\ 3 3.S SSSoM 

ISO 120 0.4 250 ohms =5%. 25W 3.75 mId =6%. 330 VAC 1 
150 240 0.2 1200 ohms =5%. 25 W 1.0 mId =6%. 660 VAC 

2S0 120 0.6 ISO ohms =5%. SOW 6.5 mId -=6%. 330 VAC 1 
250 240 0.3 750 ohms = 5%. 50 W 1.75 mId =6%. 660 VAC 

1000 120 3.0 65 ohms = 5%. 200 W 30.0 mId "'6%. 330 VAC 

PLANETARY GEAR TYPES 

PLANETARY APPROX. BASIC TYPES 
ASSEMBLY GEAR SPEED' SS511 

SUFFIX RATtO (RPM) SS5IIM 

PI 4·1/3 16.6 120az-in 

P2 21-2/3 3.32 6OOoz-in 

P3 108-1/3 0"665 2000 oz.-ifl 

P4 541-2/3 0.133 2000oz-in 

P5 2708-1/3 0.027 2000ol·in 

Standard types having specially-designed 
planetary gear assemblies are available. The 
speed reduction assembly is completely en­
closed in a dust proof housing mounted on 
the shaft end of the motor. The load is 
evenly distributed over three nylon gears 
thereby reducing the possibility of tooth 
damage. The self-lubricated nylon gears pro­
vide quiet operation and long life. The 
planetary gear shaft is ball bearing mounted. 
When ordering, the basic type number must 
be suffixed with the desired planetary gear 
assembly number. For example, type SS50-Pl. 

·Exlct speed may be calCl.l1ated from baSil: motor speed (72 RPM) and given ratio. 
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SSl50 
\ 6.S 8 SSl50M 

SSl52 6.5 8 
SS2SO 6.5 8 

X250 7.75 9 
SS252 6.S 8 
XlOoo 22 25 

OUTPUT TORQUE 

BASIC TYPES 
smB BASIC TYPES 
SSI5IIM SS250 BASIC TYPE 
SSI52 SS252 X250 

400oz-in 650 ol-in 650ol-in 

2000oz-in - 2000ol-in 

2000 oz.-in - 2000 ol-in 

2oo0oz-in - 2000 ol-in 

2000oz-in - 2000oz-in 
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I SECTION 3500 

S&O-S".@ Translator 

SLO-SYN Translator type ST-150 is a pulse-to-step 
converter designed for use with bifilar SLO-SYN Syn­
chronous Motor types 8850-1009 and 88150-1010. It 
converts low-level signal pulses or square waves into 
the correct switching sequence needed to drive the 
SLO-SYN motor at 200 discrete steps per revolution. 
Internal power supply allows alternate operation from 
an external shorting switch if desired. Power input is 
120 volts a-c, 0.5 ampere. SLO-SYN Translators are 
used in programmed positioning, remote positioning, 
indexing and indicating applications. 

200 ,..-_.--_-"TO;.:.":.::O.:::u E=---;V-=S.--,S"-P,,,EE:;.:O,--~_--, 
SLO-SYN TRANSLATOR TYPE ST-150 

WITH SLO-SYN 
TYPE 55150-1010 MOTOR 

FIGURE 1 

~ 

50 ,-_-,-_-"TO;.:.":.::O.:::UE=---;V",S.--,S"-P,,,E E"'O'----,_--, 
SLO-SYN TRANSLATOR TYPE 5T -150 

WITH 5550-1009 MOTOR USING 
2 OHM DROPPJNG RESISTOR 

~ 30 

z 
" ~20~-~~-r--1--+--~--i 
:i1 
o 
~ 10~-~--r-~--+--~--1 

°0~-~-~16~0~~2~4~0-~3~20~-4~O~O-~480 
SPEED (STEPS PER SECOND) 

FIGURE 2 

Figure 1 shows the torque vs. speed characteristics of 
a SLO-SYN Synchronous Motor type SS150-101O 
operating with a SLO-SYN translator type ST-150. 
Figure 2 shows the characteristics when used with 
a type SS50-1009 motor (a 2 ohm ±5%, 25 watt 
minimum dropping resistor is required). 

BIFILAR SLO·SYN SYNCHRONOUS MOTORS·RATINGS FOR STEPPING APPLICATIONS 

Bifilar 
and 

Four-Lead 

© U.C.P., Inc. 

BIFILAR SLO-SYN Syn­
chronous Motors are used 
for doc stepping applica­
tions where the use of push­
pull circuitry and a center­
tapped power supply is not 
possible or where increased 
torque at high stepping 
speeds is required. 

TYPE 

SS5D·101O 
SS5D·IOD9 
SS5D·IOD8 
SS50·IODI 
SS5D·IOD7 
SS150·1D13 
SSI5D·IOD9 
SSI5D·1D1D 
SSI5D·I017 
SS15D·IOD6 
SS15D·1DDl 
SS15D·IOD4 

D·C VOLTS 

1 . .0 
5.5 
8 . .0 

14 . .0 
35 . .0 

1.4 
1.5 

10 . .0 
25 . .0 

2.5 
9 . .0 

11.5 

AMPERES 
PER WINDING 

3.3 
L3 
.0.85 
.0.53 
.0.11 

8.5 
4 . .0 
1.15 
.0.5 

5 . .0 
1.55 
.0.61 

APPROXIMATE WEIGHT (Pounds) 

NET SHIPPING 

I 3 3.5 

( 
I 

6.5 8 

( 6.5 8 
J 

S &0-S". ®Synchronous Motors 

FOUR-LEAD SLO-SYN 
Synchronous Motors are 
designed to provide the 
flexibility needed for use 
with equipment requiring 
isolated windings with no 
common connection. 

°Bifilar types have five leads. 

FOUR·LEAD SLO·SYN SYNCHRONOUS MOTORS·RATINGS FOR STEPPING APPLICATIONS 

AMPERES APPROXIMATE WEIGHT (Pounds) 
TYPE D·C VOLTS PER WINDING NET SHIPPING 

SS5D·1011 1.5 3.1 ( SS5D·I011 10 . .0 D}5 

SS5D·IODl 15 . .0 .0.3.0 f 
3 3.5 

SS5D·1014 5.0 . .0 .0.15 

SSI5D·1DD7 1 . .0 6.3 ( SS15D·1018 7.0 1.75 
SS15D·1D15 17.5 D}D f 

6.5 8 

SS15D·1015 35 . .0 .0.35 

SS15D·1DIO 3 . .0 5.3 ( SS15D·1009 8 . .0 1 . .0 
SS15D·IOD8 16 . .0 1..0 ) 

6.5 8 

SSl50·IOD7 31 . .0 .0.50 
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I SECTION 3700 I 

AUTOTION Photoelectric Controls 
AUTOTRON, INC .• Danville. Illinois 

S SERIES PHOTOELECTRIC 
OLS 
controls 

F SERIES PHOTOELECTRIC CONTROLS 
"Fall Safe", sensitive. high speed. 
Widely used where "safe" relay action 
Is requIred In case of tube failure, where 
light change Is limited, and where photo­
tube dark time or light time Is short. 
SpeCial, quick response DC circuit per­
mits speeds' to 1200 operations (cycles) 
per minute. Sensitivity adjustment In­
side case Inhibits tampering. Shaftlock 
secures setting. 
Minimum light, 5 foot-candles. Min­
Imum phototube dark time •. 025 second; 
minimum phototube light time, .025 
second. 

Plate Relay: Contacts DPDT, rated 8 a~ps at ) 15 v. AC. non­
Inductive load. Splashproof cast aluminum case tapped for ~. 
conduit. Rigid mounting feet. Lens dla. I~". 115/230 v., 50-60 
cycles. Power consumption, 20 watts. 

Energized I For 115/230 v •• 50-60 Cycles \ Net 
tDark I tLlght Description Each 
*F2B *F1B Photoelectric Control 567.50 
*F2BR *F1BR Above with R feature 79.50 

TUBELESS PHOTOELECTRIC CONTROLS 
Reliable photoelectric control without vacuum tubes has been 
made possible by development of tranSistors, magnetic amplltlers 
and lI~ht-sensltive elements such as cadmium cells. The following 
AUTOTRON c.;mtrols represent months of development utilizing 
the best of the latest developments. 

BCl PHOTOELECTRIC CONTROL 
tLight-Energlzed-Cad Cell Sensing Element 
10 foot-candles minimum light. 
.07 second tmlnlmum dark time . 
. 07 second tmlnlmum light time. 
Plate Relay: Energizes when light Is on the 
Cad Cell Sensing Element; Contacts SPOT. 
sliver cadmium oxide, rated 4 amps at 115 v. 
AC, non-Inductive load. 
Splash proof cast aluminum case tapped for 
~. conduit. Adjustable mounting bracket. 
Lens dla. :l4". 115/230 v., 50-60 cycles. Power 
consumption. 2 watts. 54250 
BCl Photoelectric Control-Net '" 

TRANSISTORIZED PHOTOELECTRIC CONTROLS 
BTl tLiGHT ENERGIZED, 8T2 tDARK ENERGIZED 

10 foot-candles minimum light. 
.04 second tmlnlmum dark time. 
.04 second tmlnlmum light time. 
Plate Relay: Contacts SPOT, sliver cadmium 
oxide. rated 8 amps at 115 v. AC, non-Inductive 
load. 
Splash proof cast alumlnum'case tapped for ~. 
conduit. Adjustable moUnting bracket. Lens 
dla. :l4". 11'5/230 v .• 50-60 cycles. Power con­
sumption, 2 watts. 

~!a~~~~. ~~~~~~~~~i.C. ~.nt~~~5 4950 

IMl PHOTOELECTRIC CONTROL 
tLiGHT ENERGIZED­

MAGNETIC AMPLIFIER 
10 foot-candles·mlnlmum light. 
. 04 second tmlnlmum dark time. 
. 04 second :mlnlmum light time. 
Plate Relay: Energizes when light Is on 
the Sensing Element. 
Contacts SPOT. sliver cadmIum oxIde, 
rated 10 amps at 115 v. AC. non-Induc­
tive load. 

Splashproof oast aluminum case tapped tor ~. conduit. Rigid 
mounting feet. Lens dla. Hi'. 115/230 v .• 50-60 cycles. Power 
consumption. 2 watts. 56950 
BMl Photoelectric Co~trol-Net Each ............... . 
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PHOTOELECTRIC TIMING CONTROLS 
For applications requiring delayed plate relay response to light 
change. such as conveyor jam-up. spraying. proCesslllg, etc. 
T1A Photoelectric Timing Control 
Plate relay energizes when phototube Is 
dark and timing period has expired; de­
energizes when light Is on the tube. Time 
delay with shaft lock adju~tment from 1 to 
10 seconds. Repeat ac('uracy 4%. Mini­
mum light, 40 toot-candles. Plate relay: 
Cont.acts SPDT, rated 8 amps at 115 V. 
AC, nonlnductlve load. Splashproot alu­
minum case, lapped for ~. conduit. Ad­
justable mounting bracket. Lens dla. 1~·. 
Power consumption, 10 .watts. 115/2:l0 v .• 
50-60 cycles. 55750 
T1A Timing Control-Net Ea .. 

T2B and T3A Photoelectric TIming Controll 
Plate Relay: Contacts DPDT. rated 
8 amps at 115 v. AC, non-IndUctive load. 
Time delay adjustment has shatt lock. 
Splashproot cast aluminum case tapped 
for ~. conduit. Lens diameter Bi·. 
115/230 v., 50-60 cycles. Power con­
sumption 20 watts. 

T2B Photoelectric Timing Control: 
Plate relay energizes when light Is on the 
phototube, de-energlzes when the light 
heam Is Interrupted and the timing pe­
riod exnlres. Repeat accuracy 3%. Mini­
mum lIr:ht 20 foot-candles. 

Adjustable Timing Ranges (specUy) Minimum Light Time 
,No.1. .25 to 3 seconds .25 second 
No.2. 1.25 to'lO seconds .5 second 
NO.3. 3.0 to 20 seconds 1.0 second 

*T2B Photoelectric Timing Control-Net Each .. ' .. 572.50 
*T2BR-Above with Safety Relay. Net Each ...... 84.50 
T3A Photoelectric Timing Control: Plate relay energizes when 
light Is on the phototube and timing period expires. De-energizes 
when the light beam Is Interrupted. Timing accuracy, 2%, Min­
Imum light, 10 foot candles. 

Adjustable Timing Ranges (specify) 
No. 0.1 .O:l to 0.1 second No. 1. .5 to 15 seconds 
No. 0.5 .25 to 8.0 seconds No.2. 1 to 30 seconds 

No.3. 20 seconds to 5 minutes 
0T3A Photoelectric Timing Control-Net Each ...... 572.50 
*T3AR-T3A-Above With Safety Relay-Net E,ach .... 84.50 

L 1A LIGHT SOURCE 
Has :l4. 00 straight. fixed beam conser­
vatively rated as tollows-
Foot-Candles ..... 20 10 5 2 
Distance in teet ... 8 12 15 18 
Dustproof. cast aluminum case. Adjustable 
bracket. Tapped tor ~. conduit. 115/230 
v., 50-60 cycles. 
Model LlA LlAY LlAR LlARY 
Net Each $11.50 $23.50 530.50 535.50 

L2A LIGHT SOURCE 
Has 1 ~. OD straight, fixed beam con­
servatively rated as follows-
Foot-Candles ..... 20 10 5 2 
Distance In teet ... 13 20 30 45 
Splashproof, cast aluminum case. Adjust­
able bracket. Tapped tor ~. conduit. 
115/230 v., 50-60 cycles. 
Model L2A I L2AY L2AR L2ARY 
Net Each $21.80 $26.80 $33.80 538.80 

L3A LIGHT SOURCE 
Light beam adjustable from a minimum 
focal length of 4:l4' and corresponding 
focal size of '-lo" x ~. to a straight light 
beam of 1~' 00. Light Input at twice the 
focal distance exceeds 30 toot-candles. 
Splashproof, cast alum. case; adjustable 
bracket, tapped for ~. conduit. 115/230 
v., 50-60 cycles. 
Model L3A L3AY L3AR L3ARY 
Net Each 529.30 $34.30 $41.30 $46.30 

FEATURES AI\ID NOYES 
R-Bullt-In SAFETY Relay-In control: EnE'rglzes when power 
comes on; de-energlzes when tube ftlament burns out or power goes 
ofT. In light source: Energizes when light comes on: de-energizes 

. when lamp falls or goes ofT. (Contacts SPOT. rated 5 amps at 
115 v. AC.) 
Y-Bullt-In Light Beam Intensity Adjustment . 
*Avallable with built-In heating element at 57.50 extra . 
tDark Energized-Plate relay energizes when light beam Is Inter­
rupted; de-energlzes when the light beam Is restored, when a tube 
filament falls. or any tube loses emission. ' 
Light Energized-Plate relay energizes when light beam Is re­
stored; de-energizes when light beam Is Interrupted, when a tube 
filament tails or any tube loses emission. 

'tSpecUled minimum dark and light time are based on tho 
Ipeclfled minimum foot-candles. 

Net © U.c.P., Inc. 



CDS-7 PHOTOCELL ... 

Cadmium Sulfide; 0.0. X" 
List $1.95 

CDS-9 PHOTOCELL ..• 

Cadmium Sulfide; 0.0. 1%" 

List $3.50 

Physical, Sensitive 
Resistance 

at 

SECTION 3700 

GLASS TO METAL 
HERMETICALLY SEALED CELLS 

Powermaster }>hotocells are useful in any appli­

cation where an operation must be controlled by 

variations of illumination. They are highly stable 

light-controlled variable resistors; the slightest 

variation in light intensity reaching the sensitive, 

layer causes the resistance to change, thereby 

altering current flow and permitting the cell to 

act as a light activated switch. The types shown 

here are typical of the many photocells now 

offered in production quantities. 

TYPICAL CHARACTERISTICS 

Resistance 
at Dark Voltage DC 

Dimension Area 50 FC Incandescent 1 FC Daylight Resistance Dissipation or Peak AC 

CDS·7 

CDS·9 

. 500 x .280 .370diam . 100 ohm-loo0 ohm 2.5 K-IOO K 1 M-IOOO M 250 mw 300 and 500 

1.25 x .250 .950 diam. 100 ohm-IOOO ohm 2.5 K-IOO K 1 M-IOOO M Y2 W continuous 500 and 700 
2W-lMin . 

• SPECIALIZED SOLID STATE RESEARCH AND DEVELOPMENT is 
available to you at Pioneer Electric & Research Corp. Complete facilities and an 
experienced research team are ready to serve you. 

and 1000 

IIII THE Pioneer ELECTRIC & RESEARCH CORPORATION 
Subsidiary of Penn Controls, Inc. 

Forest Park, Illinois 

Trade Discount Applies To List Prices Only .The - 26th Edition • 



I SECTION· 3700 I 
FOTOLECTR'C~CONTROLS BY ·1tt8*.·.-.." .. RANKIN, 

ILLINOIS. NET PRICES 

INDUSTRIAL FOTOLECTRIC CONTROLS 
W fite for Engineering Bulletins on these items or on any requirements not shown here. 

EXCITER LAMP & PHOTO-CELL RECEIVER 
The Exciter Lamp unit is designed to project the light beam and the Photo­
Cell Receiver is designed to pick up the beam and convert its light into 
electrical energy through the Amplifier unit. 

Model 33 Model 23 

For Use With Amplifiers 

Nos. 63, 63-A, 63-B, 63-C 

and No. 64 Listed Below 

Model 33 Exciter Lamp and Model 23 Photo-cell Receiver units operate 
as a Set most generally installed for industrial applications. The light beam 
from the Model 33 series Exciter Lamps covers a distance of from a few 
inches up to 2S ft. from unit to unit. (See Price List for distances of various 
models). The Set is heavy cast iron with % in. conduit fittings. Gray finish. 
For use in damp areas, the Set can be made moisture-proof at slight 
additional cost. 

Model No. 

33 
23 

Description Size, Inches 

Exciter Lamp Unit .4% x 2%. x 2%. 

Price, Each 

$19.50 
22.50 Photo-Cell Receiver ........ ..4% x 2%. x 2%. 

MODEL 63 SER'IES 
AMPliFIERS 
(Electronically 

'Operated Relays) 

Size; 914:" x 11*" x 5" 

Insure Positive and 
Accurate Performance 

Especially designed for use with the above combination of standardized 
Womer Photo-Cell and Exciter Lamp units shown. The relay under normal 
conditions will operate up to 650 times a minute. Will operate also from 
light sources such as daylight, artificial lights, radiant energy, etc. 
MODEL 63 Series Amplifiers are specially engineered, highest quality 
units. They enjoy wide preference as they efficiently meet exacting require­
ments and replace the need of costly individually engineered equipment. For 
technical details, pll)ase address the factory. 

Price, Each 
Model 63, Described Above ...................................................... $117.00 

Model 63-A, combines Model 63 and Time Delay 
Circuit giving delay from zero to 45 seconds 

Model 63-B, same as Model 63.with additional 
amplification to operate on less active change 
of light ............................................................................ . 

Model 63-C, same as Model 63 but operates 
with "on" light ................................................................. . 

MOD'EL 64 AMPLlF'IE:R 

134.10 

141.30 

117.00 

An efficient unit for practically any industrial applications that do not 

require fine detection and where 

the Relay is not required to operate 

in excess of 450 times a minute. 

(For fine detection. at greater 

speeds, we recommend a choice of 

Model 63 series.) 

"MINIATURE" FOTOLE;CTRIC HEADS 

Exciter Lamp l"hoto-Cell Receiver 

Model M-36 Model M-26 

For horizontal installation, order Models M-37 and M-27 

Size 1 'A" x %," x 2%" for space limitations. One-piece solid alumin~, 
machined for components. Pin-point detection on cross-over beam at dis­
tances from 3" to 12". Diverging beam supervises objects 1" or l~trger at a 
distance up to 8 ft. Operates up to 10,000 counts I?er minute wIth M?~el 
66-A below. Units equipped with 6 ft. of cable WIth ·prong-type posItive 
connectors. For gnaranteed efficiency, Miniature Heads should be used 
only with Amplifiers described below. 
Model M-36 Vertical Exciter Lamp .................................................. $21.06 
Model M-26 Vertical Photo-cell Receiver ...................... ................... 25.56 
Model M-37 Horizontal Exciter Lamp ............................................. 21.06 
Model M-27 Horizontal Photo-cell Receiver ... .......... .... ........ .... 25.56 

MODEL 66 SERIES 
AMPLIFIERS 

Use With Miniature Heads 
Speeds shown below are based upon 
u on" and "oH" periods being equal. 
Model 66, double-pole, double-throw 
relay with contact rating of 110 v. 60 
cy. a.c., 10 amps. non-inductive, 5 
amps. inductive. Light beam intensity 
control_. 

Model 66-A Amplifier, for use with ultra high speed electronic decade 
counters. Accurate counts of light beam interruption or variation of 
intensity up to 10,000 counts per minute ........................ Each $138.60 

Model 66 Amplifier, same as Model 66-A except that it operates up to 
900 counts per minute .................................................. Each $131.10 

Model 67 Amplifier; for applications where fine detection at hif'h speeds is 
n"t a factor or Relay is not required to operate in excess of 450 times 
per minute ......................................................................... Each $69.90 

TWO-UNIT S,ET for INDOOR USE 
Model 62 R & L 

Model 62-L 
Exciter Lamp 

Model 62-R 
Amplifier 

This Amplifier unit includes Photo-Cell, Relay and Components. Efficient 
for distances from a few inches to 75 ft., where Relay is not required to 
operate in excess of 400 times a minute, such as: Counting, sorting ·large 
objects; limit switches; start, stop operations; opening doors, etc. 
Model 62 R & L "Two-Unit Set" .......................................... Per Set $82.50 

THE ELE'CTRONIC R'ECEP'nONIST 
Three-piece set. Projects light be~ across any 
entrance. Breaking light beam activates chime, 
located where signal is desired. Has efficient grid 
controlled rectifier circuit for maximum stability. 
Projects beam to mirror which reflects it to Photo­
cell in the unit. Hammerloid case 8%" x. 6%" x 
3%." . Lamp-life rating 1000 hours. 
Plugs into 11 0 v .a.c. outlet. 

Model 64 Amplifier ................................................... · .. ·· ............ ea. $67.35 Model 61 Fotolectric Announcer, .............................. Per Set $40.50 
Prices slightly higher West of Rockies 
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I SECTION 3700 

FOTOLECTRIC®CONTROLS BY ~~~!PIP- RANKIN, 
ILLINOIS. NET PRICES 

WORNER BURGLAR ALARM SYSTEMS 
Write for Engineering Bulletins on these items or on any requirements not shown here. 

MODEL 9000 SERIES This is the Worner Master Control System. It con­
sists of the Model 9000-S Master Control Panel which supervises 1, 2, 3 or 4 Foto­
lectric Sets of Model No. 9000 series shown. Each Fotolectric Set consists of Exciter 
Lamp and Photo-cell Receiver chosen in pairs for distance to be covered. Fotolectric 
Sets are located for detection. Control Panel remotely installed, contains Relays which 
energiz(> a]ann circuits. 

Illustration shows four Relay units plugged in 
to show plug-in location for 1, 2, 3 or 4 Relays 
as needed. Model 9000-5 Master Control Panel 
is priced "less Relays". One Relay unit is auto­
matically supplied with each Model No. 9000 
series Fotoelectric Set ordered. 

SIZE; 7" wide, 10'4" hi., 4%" dp. 

MOD·EL 9000-S MASTER CONTROL PANEL supervises up to 
four Fotolectric Sets. On a separate circuit, it will also supervise foil tape, 
door traps and window switch systems. Both circuits operate independently and 
simultaneously. Sounds continuous alarm (until reset) when either of these 
detection circuits is opened or wiring of Fotolectric system is tampered with. 
Model 9000-S Master Control Panel prevents false 
alarms should power fail or drop momentarily and 
resets automatically when power is restored. Also 
operates with any type electrical devices employed by 
professional burglar alarm companies. For 1l0-120 v. 
50/60 cy. ac. 

Model 9000-5 Master Control Panel ...... each, $61.05 

FOTOLECTRIC SETSModels for 100 and 150 
ft. ranges are not weatherproof, for indoor use only. 
Models for 75, 250 and 500 ft. ranges are weather­
proof, for both indoor and outdoor use. Exciter Lamps 
for all ranges project infra-red (invisible) light beams. 
Sets for 75, 150, 250 and 500 ft. ranges have un­
wanted light rejector which improves day-light range. 

Model No. ;Range Fotolectric Set Per Set 

9100 100 ft. Master Tresp. Trap $ 88.50 
9150 150 ft. Master Tresp. Trap 103.50 
9075 75 ft. Master Tresp. Trap 117.85 
9250 250 ft. Master Tresp. Trap 130.80 
9500 500 ft. Master Tresp. Trap 146.25 

MODEt 7000 SERIES operates with burg-
lar alarm company's central office control, police sig­
nal or local alarm. The Relay may be connected either 
in series or parallel to meet circuit requirements. One 
or more Fotolectric Sets of No. 7000 series can be 
used and can be operated by an existing control panel. 
Can be used with foil systems, etc., if Control Panel 
is so equipped. For 1l0-120V or 24V. 

Model No. Range· Fotolectric Set Per Set 
7100 100 ft. Central Cont. Tresp. Trap $ 88.50 
7150 150 ft. Central Cont. Tresp. Trap 103.50 
7075 75 ft. Central Cont. Tresp. Trap 117.85 
7250 250 ft. Central Cont. Tresp. Trap 130.80 
7500 500 ft. Central Cont. Tresp. Trap 146.25 

MODEL 5000 SERIES is a TWO-PIECE 
set comprising No. 5000 series Fotolectric sets. For 
100 ft. and 150 ft. ranges for interior use only where 
a single beam is ample protection. Not intended for 
use with foil systems, etc. Equipped with lock and key. 
llOV. 

Fotolectric Set Model No. Range' 

5100 100 ft. Single Beam Tresp. Trap 
Single Beam Tresp. Trap 5150 150 ft. 

Per Set 

$ 88.50 
103.50 

FOTOLECTRIC 

SETS 
Same cases house diHerent 
components. Order by Mod­
el Numher of Series desired. 

For 100 Ft. Ranges 
Exciter Lamps and Photo­
cell Receivers have match­
ing cases. 

For I.SO-Ft. Range 
Exciter Lamp 

For ISO-Ft. Range 
Photo-cell Receiver 

For 75, 2.50 and 500-Ft. 
Ranges, all units are Weath­
erproof. Exciter Lamps and 
Photo-cell Receivers are ex­
ternally the same. 

"MINIATURE" 

FOTOtECTRIC BURGLAR ALA.RM 

"In-Wall" Concealment 
Light Source and Photo-cell Receiver 
units concealed in light-switch type 
face plates. Projects invisible light 
beam ranging up to 35 feet (indoors). 
Standard size wall plates concealing Fotolectric detection units 
are high finish stainless steel. Light bulb rated 2000 hours. For 
guaranteed efficiency Fotolectric sets must be used only with 
specially engineered amplifiers listed below. 

. Model 81 
Model 82 

"In-Wall" Light Source, each 
"In-Wall" Photo Cell Receiver, each ... 

......... $21.18 
22.92 

MODEL 80 SERIES AM.PL.IFIERS 

Use With Above Foto/ectric Units 
Two specially engineered units. Circuits with no-voltage control 
relay prevent false alarms due to line voltage irregularities and 
will sound alarm if tampered with. Standard alarm continuous, 
regulated warning signal "special" upon order. For 1l0, 120 
volts, 60 cycle, a.c. 

Model 86-1 is a single chan-
nel Amplifier Panel that 
will amplify current flow of 
one Fotolectric Set. 

each $1l5.50 

Model 86-2 is a dual chan­
nel Amplifier Panel that will 
amplify current flow of two 
Fotolectric Sets, each in­
,tailed to guard a separate 
area. Will also supervise one 
Fotolectric Set where ampli­
fication is provided for fu­
ture addition of a second 
Fotolectric Set, 

each $178.50 

THE TWO-UNIT WORNER WATCHMAN 

Exciter Lamp is equipped with removable infra-red filter. Pro­
vides invisible light beam ranging up to 50 ft. The Electron­
ically Operated Relay combines Photo-cell and electrical com­
ponents. Equipped with toggle switch for either continuous 
alarm or to sound only while light beam is ·broken. Extraneous 
light rejector maintains daylight raI?-ge. Two-piece, case c0l!­
struction enables removal of cover WIthout unmountIng. IdentI­
cal cases 5" x 5" X 51/2" welded steel, mahogany halnmerloid 
finish. For indoor use; 110-120V. 60 cycle A.C. 
Model 4000 Two Unit Watchman ... . . .. .. per set $63.00 

MORE THAN FIFTY STOCK UNITS 

comprise the Worner line. For more information on In­
dustrial Control, Burglary, Automatic Lighting, Fire Pro­
tection, etc., please write or phone your wholesaler. 
Catalogs and Engineering Bulletins available on request. 

FOTOLECTRIC FIRE PROTECTION 

SMOKE DETECTION For institutions, schools, hospitals. 
hotels, etc., where fire originating in or drawn into ventilating 
or air conditioning ducts are fan driven to a succession of un­
controllable outbreaks throughout building. The Worner Far 
Motor Stop installed on air duct minimizes this hazard by earl) 
detection, automatic stopping of fan and signaling of alarm 
Meets requirements of National Board of Fire Underwriters ane 
listed by Underwriters Laboratories. Write for Bulletin 650. 
Also request data on "Fotolectric Fire Protection in Spact: 
Areas". 

Prices slightly higher West of Rockies 

© U.c.P., Inc. 
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SECTION 3900 "'1I",.. ...... il-;:Thh.e;Uli~st~b~e~lo:w~merely represents a few of our most popular 
CHI C AGO 'YII 1"11 I.M I U K I: 

LAMPS 
lamps. Specifications and engineering data covering all 
standard lamps available on request. 

-backed by over 50 years experience In 
standard and special lamp design. 

For proved dependability always ask us for Chicago Minia­
ture lamps. 

P~L !'~~!D:~ ~~ ~~~a~~HK~ :1~;~~i~oOO a I~ 
A mps or U U 1'1 20 

lamp Candia· Hrs. List Box 01 
No. Bulb Base FiE. Volt Power Life Each Ten 
12 G·3~ 2·Pin 12 6.3 .15 l $ .25 $1.53 

. 40 T·3\4 Min. Scr. 4 6.3 .15 3000 .15 .92 
41 T ·3\4 Min. Scr. 4 2.5 .50 3000 .15 .92 

- 43 T ·3\4 Min. Bay 3 2.5 .50 3000 .15 .92 
44 T ·3\4 Min. Bay 3 6.3 .25 3000 .15 .92 
46 T·3\4 Min. Scr. 4 6.3 .25 3000 .15 .92 
41 T·3\4 Min. Bay 3 6.3 .15 3000 .15 .92 
48 T·3\4 Min. Scr. 4 2.0 .06 1000 .15 .92 
49 T ·3\4 Min. Bay 3 2.0 .06 1000 .15 .92 
50 G·3~ Min. Scr. 2 7.5 .25 500 .15 .92 
51 G·3l1 Min. Bay 1 7.5 .22 1000 .15 .92 
52 G·3~ Min. Scr. 2 7.5 .22 1000 .20 1.22 

. 53 G·3~ Min. Bay 1 14.4 .12 1000 .15 .92 
55 G·4~ Min. Bay 1 7.0 .41 500 .15 .92 
51 G·4~ Min. Bay 1 14.0 .24 1000 .15 .92 
51 X G·4l1 Min. Bay 1 14.0 .24 1000 .20 1.22 
63. G·6 S.C. Bay 17 7.0 .63 1000 .20 1.22 
63l G·6 S.C. Bay 17 7.0 .79 l .40 2.44 
81 G·6 S.C. Bay 17 6.5 1.02 SOO .25 1.53 

1458 G·5 Min. Bay 17 20.0 .25 250 .20 1.22 
1489 T·5 S.C. Bay 18 6.5 2.75 125 2.20 13.40 
1490 T·3\4 Min. Bay 3 3.2 .16 3000 .17 1.04 
1618 S·8 D.C. Bay 1~ 6.4 21 C.P. 200 .SO 3.67 
1648 S·8 D.C. Bay 16 8.0 21 C.P. 200 .60 3.67 
1815 T·3\4 Min. Bay 3 14.0 .20 3000 . .20 1.22 
1822 . T·3\4 Min. Bay 3 36.0 .10 1000 .50 3.06 
1847 T·3\4 Min. Bay 3 6.3. .15 l .20 1.22 
1866 T ·3\4 Min. Bay 3 6.3 .24 l .20 1.22 
1891 T ·3\4 Min. Bay 3 14.0 .24 500 .17 1.04 
1892 T·3\4 Min. Bay 3 14.0 .12 l .20 1.22 

2~ .i .e ,ij '7~ 
FLASHLIGHT AND LANTERN LAMPS 

PR·2 B·3~ Min. Flgd. 6 2.4 .50 15 .20 1.22 
PR·3 B·3~ Min. Flgd. 6 3.6 .50 15 .20 1.22 
PR·4 B-3~ Min. Flgd. 6 2.3 .27 10 .20 1.22 
PR·6 B·3~ Min. Flgd. 6 2.5 .30 30 .20 1.22 
PR·7 B·3~ Min. Flgd. 6 3.8 .30 30 .20 1.22 
PR·8 B·3~ Min. Flgd. 6 1.9 .60 10 .25 1.53 
PR·9 B·3l1 Min. Flgd. 6 2.7 .15 45 .25 1.53 
PR·12 B-3~ Min. Flgd. 6 6.0 .50 15 .20 1.22 
PR-13 B·3~ Min. Flgd. 6 4.75 .50 15 .20 1.22 

13 G-3~ Min. Scr. 2 3.8 .30 15 .17 1.04 
14 G-3~ Min. Scr. 2 2.5 .30 15 .17 1.04 
27 G·4~ Min. Scr. 2 5.0 .30 30 .17 1.04 
31 G·4~ Min. Scr. 2 6.15 .30 15 .20 1.22 

112 Tl·3 Min. Scr. 5 1.1 .22 5 .17 1.04 
123 G·3~ Min. Scr. 2 1.2 .30 10 .17 1.04 

·222 Tl·3 Min. Scr~ 5 2.2 .25 5 .17 1.04 
263 G·3~ Min. Scr. 2 2.40 .35 45 .20 1.22 
425 G·4~ Min. Scr. 2 5.0 .50 15 .17 1.04 
502 G·4~ Min. Scr. 2 5.1 .15 100 .17 1.04 
605 G·4~ Min. Scr. 2 6.15 .50 15 .17 1.04 
865 T·4~ Min. Scr. 4 9.84 .50 15 .25 1.53 

'41' • ~ D,:~ ':. i ·~5 i 75 2~~ 2." 

tamp 
No. 

6T4~/1 
656 
6SS/D.C. 
7C7 
IOC7 
lOC7/D.C. 
1056/10 
tOSS/D.C. 

SMALL STANDARD VOLTAGE LAMPS 

Walts 
6 
6 
6 
7 

10 
10 
10 
10 

Bulb 
T·4~ 
S·6 
S·6 
C·7 
C·7 
C·7 
S·6 
5·6 

Fig. 
4 

15 
13 
22 
22 
14 
15 
13 

Base 
Canda. 
Canda. 
D.C. Bay 
Canda. 
Canda. 
D.C. Bay 
Canda. 
D.C. Bay 

Voltage 
110·125 
110·125 
110·125 
110-125 
110-125 
110·125 
230·250 
230·250 

List 
Each 
$ .55 

.22 

.30 

.22 

.25 

.29 

.52 

.67 

7 10 '16 19 

AIRCRAFT AND SPECIAL LAMPS 

lamp 
No. 

301 
302 
303 
304 
305 
306 
307 
307F 
308 
309 
310 
311 
312 
313 
313R 
323 
323R 
325 
327 
328 
328t 

mNR 
330 
331 
332 
334 
335 
336 
337 
337L 
338 
342 
344 
345 

1251 
1767 
1768 
1768l 
1769 
1775 
1816 
1819 
1820 
1829 
C M8-680 
C M8·682 
CM8·715 
C M8·718 

BUlb 
G·5 
G·5 
G·6 
G·6 
S·8 
S·8 
S·8 
S·8 
S·8 
S·11 
S·11 
S·11 
S-11 
T·3\4 
T·3\4 
T·n~ 
T·l\4 
T-1\4 
T·l% 
T·1\4 
T·l% 
T·I% 
T·I\4 
T·m 
T·I% 
T-l% 
T·l% 
T·l% 
T·m 
T·m 
T-m 
T·m 
T·m 
T·m 
T·m 
G·6 
T·m 
T·l% 
T·l% 
T-m 
T·I% 
T-3\4 
T-3\4 
T-3\4 
T·3\4 
T·l 
T·I 
T·l 
T·l 

Base 
S.C. Bay 
D.C. Bay 
S.C. Bay 
D.C. Bay 
S.C. Bay 
D.C. Bay 
S.C. Bay 
S.C. Bay 
D.C .. Bay 
S.C. Bay 
D.C. Bay 
S.C. Bay 
D.C. Bay 
Min. Bay 
Min. Bay 
Special 
Special 
Special 
Mid. Flgd. 
Mid. Flgd. 
Mid. Flgd. 
Mid. Flgd. 
Special 
Mid. Flgd. 
Mid. Flgd. 
Mid. Flgd. 
Mid. Grvd. 
Mid. Scr. 
Mid. Grvd. 
Mid. Grvd. 
Mid. Grvd. 
Mid. Flgd. 
Mid. Scr. 
Mid. Flgd. 
Mid. Flgd. 
S.C. Bay 
Mid. Scr. 
Mid. Scr. 
Mid. Scr. 
Mid. Scr. 
Mid. Scr. 
Min. Bay 
Min. Bay 
Min. Bay 
Min. Bay 
Unbased 
Special 
Unbased 
Special 

Fig. Volts 
17 28 
17 28 
17 28 
17 28 
16 28 
16 28 
16 28 
16 28 
16 28 
16 28 
16 28 
16 28 
16 28 
3 28 
3 28 

11 3 
11 3 
21 .3 
7 28 
7 6 
7 6 
7 6 

21 2.5 
7 14 
7 1.35 
7 6 

10 28 
8 28 

10 14 
10 6 
10 6 
7 2.7 
8 6 
7 10 
7 6 

17 28 
8 2.5 
8 6.0 
8 6.0 
8 2.5 
8 6.3 
3 13 
3 28 
3 28 
3 28 

19 5 
20 5 
19 5 
20 5 

Am,s or 
Candle· 
Power 
3 C.P. 
3 C.P. 

·6 C.P. 
6 C.P. 

15 C.P. 
15 C.P. 
21 C.P. 
21 C.P. 
21 C.P. 
32 C.P. 
32 C.P. 
50 C.P. 
50 C.P. 

.17 

.17 

.19 

.19 

.19 

.04 

.20 

.20 

.20 

.40 

.08 

.06 

.20 

.04 

.04 

.08 

.20 

.20 

.06 

.04 
.015 
.04 

3 C.P. 
.20 
.20 
.20 
.20 
.075 
.33 
.035 
.10 
.07 
.060 
.060 
.115 
.115 

Hrs. 
Life 
500 
500 
500 
500 
300 
300 
300 
300 
300 
300 
300 
300 
300 
500 
500 
350 
350 
350 

1000 
500 

3000 
500 
30 

750 
500 
500 

1000 
1000 

750 
500 

3000 
500 

1000 
l 

1000 
1000 
500 
500 

3000 
500 
500 

1000 
1000 
1000 

·1000 
L 
l 
L 
L 

POPULAR NEON 
Watts 

GLOW LAMPS 
Series 

lamp or Bulb 
No. MA No. Base Fig. 

NE·2 1/25 T·2 Unbsd. 9 
NE-ZA 1/25 T·2 Unbsd. 9 
NE·2D 1/10 T·2 Mid. Fig. 7 
NE·2E 1/10 T·2 Unbsd. 9 
NE-2H 1/4 T·2 Unbsd. 9 

. NE·2J 1/4 T·2 ···Mid. fig. 7 
NE·2X 1/10 T·2 Unbsd. 9 
NE-45 1/4 T-4~ Canda. 4 
NE·48 1/4 T-4~ D.C. Bay 3 
N E-SI 1/25 T -3\4 Min. Bay 3 
NE·51 H 1/4 T·3\4 Min. Bay 3 
NE·51 1/4 T·4~ Canda. 4 

Resistor 
Ohms 
200K 
200K 

62K 
62K 
25K 
25K 
62K 
30K 
30K 

200K 
25K 
30K 

Prices shown include Federal Excise Tax. 
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List 
Each 
$ .40 

.40 

.40 

.40 

.60 

.70 

.60 

.70 

.10 

.70 

.75 

.90 

.95 

.35 

.55 

9 

1.00 
1.05 
1.25 
.90 
.70 

2.10 
3.85 
1.50 
1.00 
.80 

1.20 
.90 

1.20 
1.25 
1.20 
2.10 
.80 

1.15 
1.50 
1.40 
.40 
.60 
.15 

2.25 
.80 
.80 
.30 
.45 
.40 
.35 

3.20 
4.20 
3.20 
4.20 

life 
25000 
25000 
5000 
5000 
5000 
5000 
5000 
7500 
7500 

15000 
5000 
5000 

21 

Box 
of 

Ten 
$2.44 

2.44 
2.44 
2.44 
3.67 
4.28 
3.67 
4.28 
4.28 
4.28 
4.58 
5.50 
5.80 
2.14 
3.36 
6.11 
6.42 
7.64 
5.50 
4.28 

12.80 
23.50 
9.17 
6.11 
4.89 
7.33 
5.50 
7.33 
7.64 
1.33 

12.80 
4.89 
7.03 
9.17 
8.55 
2.44 
3.67 
4.58 

13.10 
4.89 
4.89 
1.83 
2.73 
2.44 
2.14 

19.&0 
25.66 
19.&0 
25.&& 

List 
Each 
$.10 
.10 
.82 
.10 
.12 
.82 
.09 
.85 
.70 
.21 
.23 
.99 
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SECTION 3900 

INDICATOR LIGHTS 

for every panel design by 

r;"3l 

CONTROLS COMPANY ~ OF AMERICA 
CONTROL SWITCH DIVISION 

Folcroft, Pa .• Chicago, III. • EI Segundo, Calif. 

Shown below are only a few of the more than 50 basic standard 
types of indicator lights available from Control Switch Division. 
Actually, there are dozens of variations in color, mounting, appear­
ance and circuitry possible for almost every basic style. For example, 
indicator lights are available for 6, 14, or 28 volt, D.C. and 110 V. 
A.C. circuits. So whatever your needs. there are ready-made, in-stock 
indicator lights to fit your panel. 

SERIES L14005B 

Conforms to MS·25256. long plastic lens for 180· 
visibility. Front panel mounting (Ll4000) shown; 
also available for back mounting (1l4200). Uses 
MS-25237 lamps. LIST $1.12 

15-32 NS TINNED 
!2-2BNUT TERMINALS INTERNOA; ... '-i1~";WASHER 

~
'1 '~~I~N~93 1-"' <>V-~OQ050::t003 
'4 TERMINAL: 

~ HOLE (2) _ L .. ~~~ 

~ :I lzMIN"_"l'lUlI!J--<t-'l'-'6 ~ 
32 il-l lz PLASTIC LENS 

SERIES L15015B 

Neon indicator with "built·in 62,000 ohm resistor 
for 1l5V circuits_ Conforms to MS-25257. Avail­
able for front or back panel mounting. 

SERIES L5915 

Miniature "bill· 
board" placard contains 
two MS-25237 lamps. 2·color 
model shown (l5915), also available: 

LIST $3_78 

I-color (l5900) and Press·to·Test (l5200). 
All legends engraved (not hot-stamped), Self-in· 
dexing unit. Captive lens. L5915: LIST $6.73 

BLACK NYLON J' I LENS HOUSING I 
CAPTrY'TO • , 
INDICATOR LIGHT _. 13Z' 1'8 

ASSEMBLY --1 ~ 

~~~'K~~Lf Js~~-1taJ I~~~ 
i4APPROX. ~' .!. 

l-l'ii)! PLASTlb6LENS 
~ "2!1/32 

© U.C.P., Inc:. 

(LIST PRICES BELOW ARE FOR UNITS WITHOUT LAMPS) 

SERIES L5105 

Watertigllt. front-of-panel mounting. Wide-angle 
visibility. 2-terminal circuit. Mounts in 1/2 -inch 
hole. Uses MS-25237 lamps. Press-to-Test Model 
L16200 available. LIST $1.62 

ANODIZED ALUMINUM CAllE ~ INTERNAL T~~!H LOCKWASHER 
!.§-32N5-2B NUT • RUBBER O-RINGeZ! 

32 .8:(~N~~3 PLASTIC LENS 
TERM. 

,HOLE (2) T 

A. ~ t~.\-"~~' ~l!:j 32 ~~3 32 1--'6 

i4- ~ , .746 
I~ 32 +.000 

. 64:!:i2 -.00& 

SERIES L14215 

Special model for back-of· panel mounting on very 
compact panels. Mounting nut is tightened from 
front. lens has knurled' nut for easy removal of 
lens·lamp module. Uses MS-25237 lamps. 

LIST $1.62 

ANODIZED AL.UMINUM 

CASE +.=-;i;;=== 

SERIES C6 

TWINLITE modular indio 
cator /ight assembly wilh 
identical panel appear· 
ance and mounting con· 
figuration to Series C6 
lighted push·buttons. 
Mounts with barriers in 
rows, in matrix, or indi· 
vidually. Conta ins two 
lamps on individual or 
common circuits. Split or 
solid color buttons avail­
able. With 6 V. or 28 V, 
lamps. LIST $5.25 

~~':~11I'O"e.ooo11 ,025 II L B~ANEL 

u u Ii D I;'.". 
1 

t..AMP TERMINALS 

Trade Discount Applies to list Prices Only 

SERIES L1 0000 

Supplied with 5V. Lamp 
Sub·miniature, moisture-proof. Rated life of 
60,000 continuous hours at 5 volts. Models avail­
able to mount flush with panel surface. 

SERIES L3005 

LIST $5.45 

Pl.AST/Cl.ENS 

1DIA. 

a=;= 

Moisture-proof push-to· test indicator light. Test 
lamp circuit by pushing plastic lens. Suppli"d 
with or without silicon rubber boot to seal panel. 
Lens has "O"'ring seal. Flange·type mounting in 
'j,·inch hole. Uses MS-25237 lamps. 

LIST $3.75 

r;:Ji 

CONTROLS COM.PANY t:;:j OF AMERICA 
CONTROL SWITCH DIVISION 

Folcroft, Pa .• Chicago, Ill. • ,EI Segundo, Calif. 
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[ SECTION 3900 

INDUSTRIAL DEVICES , Inc. 

OMNI-GLOW PILOT LIGHT 
For use on instrument panels, appliances, 

switchboarrl". all electrical and electronic ap­
paratus, OMNI-GLOW will last in excess of 
10,000 to 25,000 hours of operating life. 

With built-in glow lamo and current limit­
Ing resistor, all mechanical spring contacts 
are eliminated, providing a cost-saving, rugged 
unit relatively free from failure due to vibra­
tion or shock. 

Easy mounting - only a 1/2" hole required 
for any panel thickness. Instant fastening - speed nut assures permanent 
shock and vibration-proof attachment. 

Drawing less than 1/10 watt at 115 volts, long life, high feliability operation 
is provided over the 75-150 volt range; can also be used at higher voltage 
with decreased life. 

Nylon body and acrylic lens assembly is 1'~'" long overall. Lens extends 
'%," in front of panel. Black plastic (105'C) leads are 4Y," long, stripped and 
tinned y,". 

Four standard models have red (Model #IOIOAI), clear (Model #1010A2), 
amher (Model #1010A3), or white translucent (Model #101OA4) lenses. 

Furnished complete with lamp and speed nut, OMNI-GLOW is UL approved­
CSA Approval No. 13346. 

10 lOA 1 OMNI-GLOW Pilot Light (red lens) 

101OA2 OMNI-GLOW Pilot Light (clear lens) 

101OA3 OMNI-GLOW Pilot Light (amber lens) 

1010M OMNI-GLOW Pilot Light (white lens) 

SAFE-T-KLIP 
(U. S. Patent 2,754,490) 

New convenience and safety are realized 
through the use of 100% insulation on these 
test clips. Tough nylon insulation covers the 
entire clip, including the nose, without the 
bulkiness of rubber boots or insulating tape. 
Danger of short circuit due to clips touching 
each other or other components is eliminated, 

$ .90, 

$ .90-

$ .90 

$ .90 

and test leads may be changed from one connection to another without cutting 
the power in the equipment. 

Available in pairs (one red, one black) SAFE-T-KLIP incorporates a cadmium 
plated steel alligator clip and provides shock-proof, short-circuit proof opera­
tion in excess of 600 volts. Width of the clips is Ys"; maximum height is %". 

Four models are available. The #1410A is for use with a wire lead and pro­
vides either a soldered or screw terminal connection. The nylon sleeve is 
threaded to the clip for easy connection: Overall assembled length is 2'''f.''. The 
#14108, with overall length of 2'X,", provides positive clip connection to all 
standard (.081 dia.) phone-tip test prods. The #1410C has a jack for standard 
banana plugs and an overall length of 2)1.". 

The 14100 is similar to 1410B except that the entrance hole is modified for 
Signal Corps. application. 

1410A 

14108 

1410C 

14100 

SAFE-T-KLIP for use with le~d wire provides 
screw terminal or solder 

Color - black (Model No. 141O-All 
Color - red (Model No. 1410-A2) 

SAFE-T-CLIP for use with standard .080" 
test prod 

Color - black (Model No. 1410-8ll 
Color - red (Model No. 1410-82) 

SAFE-T-KLIP for use with banana plug 
Color - black (Model No. 1410-Cll 
Color - red (Model No. 1410-C2) 

SAFE-T-KLIP for Signal Corps use 
Color - black (Model No. 141O-0ll 
Color - red (Model No. 1410-02) 

$1.80 pro 
.90 ea. 
.90 ea. 

1.50 pro 
.75 ea. 
.75 ea. 

1.20 pr. 
.60 ea. 
.60 ea. 

1.40 pr. 
.70 ea. 
.70 ea, 

INDUSTRIAL DEVICES, INC. 

EDGEWATER, N!:W JERSEY 

TINY-GLOW PILOT LIGHT 
Midget Size. For use on instrument panels, 

switchboards, electrical and electronic apar­
atus. Neon lamp draws less than 1 milliampere 
at 110 volts. Over 25,000 hours of actual 
service, operates over a wide range, 75 to 
250 volts. A.C. or D.C. TINY-GLOW outlasts the 
equipment that it serves. 

Shock and vibration proof, no spring con­
tacts, soldered connections. Requires less 
back-of-panel space than any other pilot light. 
Polished chrome plated housing, Ys" brass 
mounting studs. Mounts simply and easily with speed nuts on two ,~ .. ' holes, 
IYs" apart. Furnished complete with lamp and speed nuts. Dimensions: 1')1.' x 
'?16" x %". 

(U.S. Pat. 2,644,134) 
MINI-VOLT is an "abuse-proof" voltmeter, 

sufficiently accurate to indicate a 2 or 3 volt 
drop on 110 volt line. Virtually burn-out proof, 
this rugged unit is used by electricians, radio 
and TV repairmen, refrigeratior and air con· 
ditioning servicemen, experimentors, lab tech· 
nicians, handymen. 

MINI-VOLT has wide application for all equipment whose proper operation 
requires correct voltage. 

In addition to measuring the exact voltage over the range from 65 to 660 
volts, Model #400B is used to identify AC or DC lines, check rectifiers, filter 
capaCitors, chokes; test for blown fuses, grounded components, DC polarity, 
measure voltage drops with load, and 1001 other uses. 

For use on' AC (any frequency) or DC, MINI-VOLT, with an impedance of ap· 
proximately y, megohm, draws negligible current and can therefore provide 
dependahle voltage readings even on circuits used in electronic apparatus. 

Will provide a lifetime of service - glow lamp is guaranteed for 25,000 hours 
of actual operation. Furnished complete with extra-heavy Insulated 12-inch 
flexible test leads and test prods. 

Lightweight impact resistant case and dial panel, thoroughly insulated. So 
rugged that instrument can be thrown into tool box or dropped to floor without 
damage. C.S A. approval #8910. 

LINE-VOLT Model No. 1310 Is a rugged, 
compact test light covering the wide range 
of 55-550 VAC or 90-600 VDC. 

LINE-VOLT tells immediately whether there 
is power in the line; checks fuses, can identify 
AC or DC lines, grounded components, conti­
nuity of line circuits. 

Leads are 12" long overall and are heavy-duty flexible wire terminating in 
3Y," insulated prods with really sharp points-able to pierce insulation, paint, 
or oxidation. Bright lamp provides immediate positive indication. 

14" long overall, diameter %". 

Loose knob problems are gone forever with 
molded nylon pOinter knobs! Nylon toughness 
eliminates metal bushings; nylon. resilience 
provides a positive, Vibration-proof, high­
torque lock against the shaft. 

Nylon knobs are practically unbreakable, 
can't fade or chip, have high insulation re­
sistance, are virtually immune to acid and 
solvents. 

set-screw, these' knobs fit a Yo" shaft and are 

Nylon pointer knob, 1 Yo" x '%," x li", black 
Same in red 

EDGEWATER, NEW JERSEY 
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SECTION 3900 

DATALITES® 
For the Computer.Automation Industries 

DATALITES by DIALCD are ultra-miniature Indicator Lights 
specially designed to meet the critical requirements of the com­
puter-automation fields. Made in 2 basic styles: Lamp Holders 
with DIALCD'S own replaceable Lamp Cartridges, or inte­
grated DATALITES with Built-in Neon Lamps which are not 
replaceable (see below). Ultra-compact, single units mount in 
¥S" clearance hole. 

DATALITES have fully insulated terminals and conform to all 
applicable military specifications. Integrated units are available 
with or without built-in resistors (see below). 

Also available-twin-lamp assemblies which mount in %" 
clearance hole. 

DATALITES with bIALCD'S Replaceable Lamp Cartridges 

~!:~ 
No. 39-6-1471' 

(Short cylind .. incand.) 
No. 38-1531 

(long cylind .. neon) 

~; 1h 
No. 7538 lampholder ~ 

Replaceable 
lamp Cartridges 

Mounts in 3/8" clearance hole NO. 38-931 
'--________ (Stovepipe, neon) 

NEON or INCANDESCENT LAMP CARTRIDGES 

~~~~~ '1~::~ll;t~r ~il.~2'~a1HI~~a~~f:~t~nels;r~~rcri ·r; ::eoc~fi~~mg: 
adding H 10 the Cat. No .... Example, 38H-931. 

Neon Cartridge Cat Nos Incandescent Cartridge Cat. Nos. 

LENS COLOR STOVEPIPE LONG CYL. 
LENS COLOR SHORT CYL. 

(Translucent) (Translucent) (Transparent) 

Red 38-931 38 1531 

Yellow (Amber) 38-933 38-1533 

White 38-935 38-1535 

Ughf Yellow 38-936 38 1536 

Clear (Colorless) 38-937 38 1537 

Green or blue lenses are not listed. 
They are not recommended 
for use wUh Neon lamps. 

Red ". 39-6 1.471 

Green 39 6 1472 

Yellow (Amber) 39-6-1473 

Blue 39-6-1474 

White 39-6 1475 

Light Yellow 39-6-1476 

*NOTE: The -6- in the Cat. Nos. lndicate 
• 6V lamp. For 14V or 28V. change the -6-

to-14- or -28-. Example, 39-14-1471. 

DATA LITES with Built·in NE·2E or NE·2H Neon Lamps 
(lamps are not replaceable.) 

No. 249-7841-931 
with built-in resistor 

Available-shorter unit. 
without resistor. No. 249-7840-1431 

(NOTE: To specify a unit for the High Brightness Neon 
lamp. add H to the Cat. No •... Example: 249-7841H-931.) 

HOT-STAMPED LEGENDS (Digits, Letters or Symbols) 
on Dialco Lamp Cartridge Lenses 

SHORT and LONG CYLINDRICAL lenses can be hot-stamped with one 
to three digits of standard size, as follows: 1 DIGIT, 11/64" high (14 pt. 
type) ... 2 DIGITS, 9/64" high (10 pt. type) ... 3 DIGITS, 5/64" 
high (8 pI. type) . . . These standard sizes of Legends will be provided 
in a uniform manner per order-i.e., the size of type will be determined 
by the largest legend indicated in each individual order. 
Standard....,.BLACK letters; but white, red, green, or blue letters c",n be 

, supplied to order. 

Colored Legends on black or gray lenses: Legends C(ln also be furnished in 
"negativeH

, or "reverse" style. That is, the legend is illuminated in white 
or other color while the background remains opaque black or gray. To 
order, insert -XP20B- for black lens and -XP20G- for gray lens. 

Ex.: 39-6-XP20B-:1471; 39-6-XP20G-1471. 

MULTIPLE INDICATORS· 
in a compact "package"-

Ready to install in a minimum of space 
For Data-Processing Equipment, Computers, 

and Automation Applications 

Approx. lh actual size 

"DATA MATRIX" No. DM-7538-40; 
panel size, 5V2" x 21/2"; accommo­
dates 40 Lamp Holders with Incan­
descent Lamp Cartridges capped with 
short cylindrical lenses. 

"DATA STRIP" No. DSV-7538-10. 
Vertical, complete with 10 No. 
39-28-1475 Dialco Lamp Car­
tridges . . . No. DSH-7538-10, 
same as above, but for hori­
zontal reading. 

A Complete "Data Matrix" and "Data Strip" 
Manufacturing Service 

To expedite installation of multiple-indicators, let DIALCO 
perform the following manufacturing services for you: 
• Fabricate a "Data Matrix" or "Data Strip" panel to your 

specifications. 
• Punch the necessary holes therein for DIALCD Lamp Hold­

ers and your fuses, switches, screws, etc. 
• Mount the required number of Lamp Holders on the panel 

for vertical or horizontal reading. Lamp Holders can be 
spaced on ~" centers or in any specified way. There is no 
basic (or stock) item; we can supply from 2 to 40 Lamp Hold· 
ers on a panel or strip. 

• Insert required Lamp Cartridge into Lamp Holders. 
• Hot Stamp or engrave legends on lenses (see column at left). 

Lamp Holders accommodate DIALCO's Neon or Incandescent Lamp 
Cartridges (see column at left). 

Each Lamp Holder has 2 terminals and is completely insulated (with. 
out the use of insulating shoulder washers). 

MATERIALS AND FINISHES: Lamp Holder housing, panel or strip 
and cartridge sleeve are aluminum with clear anodize finish 
Dption: black anodize finish. 

For complete data, see brochure FORM L·1608. 
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SECTION 3900 

(Illustrations are approx. actual size) 

Sub-Miniature Indicator Lights for NEON Lamps NE-2D (regular) 

NE-2J (high brightness) 
(See below) 

TWO TERMINALS - FULLY INSULATED - Conform to all applicable military specifications 
For FRONT of Panel Insertion in 15/32" Clearance Hole 

With Built-in Resistor 
(A patented DIALCO feature­

U.S. Pat No. 2,421,321) 

Conform to MS25251 
Accommodates a l-2 Neon Glow Lamp: NE-2D (MS25252) for 105·125 Volts 
A.C. or D.C.; for Catalog Numbers see below . .. NE-2J (High Brightness) 
for 110-125 Volts A.C. only; for Catalog Numbers, see Brochure L-159C. 

DIALCO Cat. No. MSNo. MS No. WITH LAMP* 
WITHOUT LAMP WITHOUT LAMp· MS25252-NE-2D LENS COLOR 

137-8836-933· MS25257-2 MS25257-1 Aviation Yellow 

137-8836-931· MS25257-4 MS25257-3 Identification Red 

137-8836-937· MS25257-6 MS25257-5 Clear (Colorleoo) 

• WIth patented bUIIt·ln 
reois~or: 62K ± 10%. -

*MARKING. The Part No. marked on the assembly IS 
the Part No. for th, complete assembly less lamp. -

Also: Similar Series not covered by MS25257: For NE-2D lamp, with stan­
dard 62K built-in resistor ... For NE-2J (high brightness) lamp, with stan­
dard 18K built-in resistor. See Brochure L-I59C. 

The LIGHT SOURCE: Tiny Neon Glow Lamps NE-2D or NE-2J 

These lamps have formed bulbs and midget flanged bases; designated as 
NE-2D for the regular lamp, and as NE-2J for the high brightness type 
which has higher voltage characteristic requiring 110 volts A.C. 
or 140 volts D.C. for reliable performance. A resistor (or other 
ballast) must be used. Since the current is never more than 3 
m.a., the resistor may be the 1/3 watt type. Recommended values 
are as follows: 

For NE-2D at 105-125 volts A.C. or D.C. 
Bright light Medium intensity Long life 

62,000 ohms 100,000 ohms 220,000 ohms 

For NE-2J (High Brightness) at 110-125 V. (A.C. only) 
Bright light Medium intensity Long life 
18,000 ohms 33,000 ohms 100,000 ohms 

For FRONT of Panel Insertion in 15/32" Clearance Hole 

Without Built-in Resistor 
This Series is similar in size, general 
appearance, and construction to the 
Series shown at the left, except for the 
following: Has no built-in resistor or 
anti-rotation tab. Catalogue Numbers, 
with soldering terminals, are as follows: 

Red __________________________ 137-8536-931 
Yellow (Amber) __ 137-8536'933 
White ______________________ 137-8536-935 
Light Yellow ________ 137-8536-936 
Clear (Colorless) __ 137-8536-937 

Sub-Miniature . Indicator Lights for T -1314 Bulbs MIDGET FLANGE BASE 
INCANDESCENT 

TWO TERMINALS - FULLY INSULATED - Conform to all applicable military specifications 

CATALOGUE NUMBERS 

Transparent colors 
(Back (Front 

Color insertion) 
Red ________________________ 1 0 1-3 830-931 

Back of Panel Insertion: Green ____________________ 101-3830-932 

insertion) 
101-5030-931 
101-5030-932 
101-5030-933 
101-5030-934 
101-5030-935 
101-5030-936 
10 1-5030-93 7 

Requires a single 15/32" 
Clearance Hole 

Yellow (Amber) 101-3830-933 
Blue ______________________ 101-3830-934 
White (Opal) ______ 101-3830-935 
Light Yellow ______ 101-3830-936 
Clear (Colorl's) 101-3830-937 

Translucent colors 
Red ________________________ 101-3830-971 101-5030-971 
Green ___________________ 101-3830-972 101-5030-972 
Yellow (Amber) 101-3830-973 101-5030-973 
Blue _____________________ 101-3830-974 101-5030-974 
White (Opal) ______ 101-3830-975 101-5030-975 
Light Yellow ______ 101-3830-976 101-5030-976 

Front of Panel Insertion: These pilot lights are also available with 
Taper-Tab Terminals. Specify by changing 
the middle ·part of the catalog number 
u-3830-" to "-6330-", & "-5030-" to "-6530-". 

Requires a single 17/32" 
Clearance Hole 

Front of Panel Insertion: 
Requires a single 15/32" 

Clearance Hole 
Anti-rotation Tab on face of flange prevents 
rotation of unit while nut is being tightened. 

DIALCO MSNo. MS No. WITH LAMP' 
Catalog No. WITHOUT LAMP' MS25237-327 CAP COLOR 

162-843(}--933 MS25256-2 MS25256-1 Aviation Yellow 

162-843(}--932 MS25256-4 MS25256-3 Aviation Green 

162-84~(}--931 MS25256-6 MS25256-5 Identification Red 

162-843(}--937 MS25256-8 MS25256-7 Aviation White 

162-8430-975 MS25256-10 MS25256-9 Translucent White 

162-843(}--934 MS25256-12 MS25256-11 Aviation Blue 

"MARKING: The Part No. marked on the assembly 
Is the Part No. for the campi ete assembly less lamp. 
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RUGGED CONSTRUCTION, 
PHENOLIc INSULATION - MANUFACTURER'S RATINGS 
Lamp, socket, and all connections lAMP MILITARY LIFE 
are completely insulated from the NO. NO. VOLTS AMPS HOURS 

bushing and panel to which it is 3314c 1.3 .06 SOO 
attached. The use of phenolic ma- 338.0 2.7 .06 500 
terial for military specification 328 MS25237 6.0 .20 1000 
grade assures permanent isolation 345 6.0 .04 1000 
from ground. 344 ~ 10.0 .015 
These assemblies are solidly made 349 6.3 0.20 3000 
to withstand usual vibration and 330 14.0 .08 750 
corrosion resistance tests. 327 MS25237 28.0 .04 1000 

L = indefinite, over 6000 hours Order Complete with Lamp. 
Specify Lamp Number. • aecommended for u'" with trlnSparem leo ... OnI,. 

New WATER-TIGHT Series 
Series No. 177-8430-971 is designed to be 
water-tight, oil-tight, and dust-tight on face 
of panel. Mounts from front of panel in 
15/32" clearance hole. Two 1/16" thick neo­
prene retained "0" rings assure absolute seal. 
Stovepipe lens; choice of 7 colors. 

DIMMERS­
MECHANICAL or POLAROID 
Illustrated: Units for Front of Panel In­
sertion; require a 17/32" clearance hole. 
Units for Back of Panel Insertion require 
a 15/32" clearance hole. 

CATALOGUE NUMBERS 
(Back insert.) (Front insert.) 

Lens, Lens, 
DIMMING unfrosted unfrosted 
Semi-blackout _____ 109-3830-131 109-5030-131 
Blackout ______________ 108-3830-131 108-5030-131 
Polaroid _______________ 112-3830-131 112-5030-131 
NON-DIMMING 111-3830-131 111-5030-131 

For HLens, back/rosted," change series 
numbers ending in -131 to -IIl. For 
"Lens, frosted all over'" change series 
numbers ending in -131 to -121. NON-DIMMING 

LENS COLOR: The final figure in Catalogue Number indicates that the lens 
has RED color_When color other than red is desired, change this digit to 
a figure from the listing below. Note that white lenses are translucent and­
are always furnished unfrosted (For example: 111-3830-135). 
Red - 1 ... Green - 2 ... Yellow (Amber) - 3 ... Blue - 4 ... 
White Trans. - 5 ... Light Yellow - 6 ... Clear (Colorless) - 7 
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SECTION 3900 

(Illustrations are approx. actual size) 

ASSEMBLIES with BUILT·IN RESISTORS (U_ S. Patent 
No_ 2,421,321) 

. nate a unit lor 
MOTE: 10 d~S~gBrightneSs ME-51 II 

use with th~ ~~gthe Catalog Number. 
For the T .31/4 NEON GLOW LAMP FOR VOLTAGES 

UP TO 250 

lamp, add I 5240811-991 
Examp e: 

For operation on 105.125V. or 210.250V •.•. The required resistor is an integral part 

of the unit - BUILT IN. Also, simple external resistors for all higher voltages. 

75W_,125V. 
PROPER CHOICE OF LAMP AND BUILT·IN 
RESISTOR VALUES: The NE-5l glow lamp types 
are shown with resistor tables. Lamps are the 
standard NE-5I and the new NE-51H. The high 
brightness lamp may be operated at about three 
times the level of current that may be applied to 
the standard lamp and it will produce more than 
eight times as much light. 
• The NE-51 H Neon Glow Lamp is not recommended 

for use on DC circuits up to 140 V. 

Assemblies Conform to All Applicable Military Specifications. 

BUILT·IN RESISTOR VALUES for the NE.51 TYPE GLOW LAMPS (Values in ohms) 

NE-51 New NE-51 H (high brightness) 

VOLTS Applied to terminals VOLTS* Applied to terminals 
105-125 210-250 105-125 210-250 

BRIGHT 56,000 180,000 BRIGHT 18,000 56,000 
LIGHT (1/3 watt) (1/3 watt) LIGHT 0/3 watt) 0/3 waUl 
MEDIUM 100,000 270,000 MEDIUM 33,000 100,000 
LAMP LIFE (1/3 watt) (1/3 watt) LAMP LIFE 0/3 watt) 0/3 watt) 
VERY LONG 220,000 680,000 VERY LONG 100,000 220,000 
LAMP LIFE (1/3 watt) (1/3 watt) LAMP LIFE 0/3 watt) 0/3 watt) 

For Moun.ting in 11/16" Clearance Hole (For Front of 
Pane/Insertion) 

, 

NE-5l 
or NE-51H 

(High 
Brightness) 

External resistors 
will be furnished 
which will permit 
use of these pilot 
lights on voltages 
higher than 250 
volts . 

With SCREW TERMINALS With SOLDERING TERMINALS With QUICK·CONNECT TERMINALS 

37408·XP15.331 
(Screw-on Cap) 

LENS COLOR: The final figure in the Catalog 
Number indicates that the lens has RED color. 
When color other than red is desired, change 
this digit to a figure from the listing below. 
Note: White lenses are translucent and are 
always furnished unfrosted. (For example: 
37408-335) . 

Red-1; Yellow (Amber)-3; 
White Translucent-5; 

Light Yellow-6; Clear (Colorless)-7. 

9/16" Assemblies mount from BACK of panel only 

With optional 
hardware 

Assemblies which mount in a 9/16" 
clearance hole are useful where close 
center-to~center spacing is required. 

Standard Hardware consists of 3 
knurled rings ... Optional Hardware 
consists of 1 ring, 1 lockwasher, and 
1 mounting nut . . . Specify hardware 
desired. With standard 

hardware 
171308.931 

(Screw-on Cap) 

ORDER COMPLETE WITH LAMPS so that you will be assured of receiving the pilot lights and correct lamps at one time, ready for immediate use. 
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CSECTION . 3900 

(Illustrations are approx. actual size) 

ASSEMBLIES for T -31/4 INCANDESCENT LAMP 
With Miniature Bayonet Base 

Conform to All Applicable Military Specifications 

For Mounting in 11/16" Clearance Hole For Front 01 
Pane/Insertion 

with MECHANICAL dimmer 

Mechanical and 
Polaroid Dimmers 
Mount in 11/16" clearance hole 

Any of the Dialco mechanical dimmers can be supplied 
either for "Complete Blackout" or for "Semi-Black­
out". Typical Catalogue Numbers are as follows: 

B38410·111 ("Complete Blackout") 
83$8410-111 ("Semi-Blackout") 

Assemblies with 
Light Shield Caps 

2 to 55V. 
(No Higher) 

75W.,125V. 

PUSH·IN CAP with opening lh" x 1/2" 
Typical Assembly. Other Catalog Nos. are 
assigned to cover other optional features. 

Mount in 11/16" clearance hole 

Complete Series available with the follow­
ing Push-in Caps: With ONE opening 3/32" 
x 1/2",3/16" x 1/2",3/16" x 9/16", 1/2" 
x 1/2" ... With TWO openings 1/2" x 1/2" 
... Also Screw-in Cap with opening 3/16" 
x 1/2", and Friction-Fit Cap with opening 
1/8" x 1/2". 

PUSH.PULL CAP 

with standard hardware: 
171310.931 

51410·111 
(With Convex Lens) 

with optional hardware: 
171310.XP1S.931 

For Mounting in 
9/16" Clearance Hole 

(from BACK of panel) 

Standard Hardware consists of 3 knurled 
rings . . . Optional Hardware consists of 
1 ring, 1 lockwasher, and 1 mounting nut 
... Specify hardware desired. 

For Mounting in 
1" Clearance Hole 

Complete Series available with Screw-on Caps 
(as illustrated), Friction-Fit Caps, or Bayonet 
Caps. Choice of 9 Lens Types: Flat, Dome, 
Stovepipe, Faceted, Torpedo Faceted, Torpedo, 
Large Torpedo, Small Convex, Large Convex. 7 
Lens Colors (see below). 

GLASS LENSES: Plastic lenses are not recom­
mended for use with lamps rated over 2 watts. 

Variable Opening-from 0" to V4" x.%" 

(With Dome Lens) 

LENS COLOR:. The final figure in the above numbers indicates that the lens has RED color. When color other than red is 
desired, change this digit to a figure from the listing below. Note that white lenses are translucent and are always furnished 
unfrosted. (For example: 80410-1235.) 
Red-I; Green-2; Yellow (Amber)-3; Blue-4; White Translucent-5; Light Yellow-6; Clear (Colorless)-7. 

ORDER COMPLETE WITH LAMPS so that you will be assured of receiving the pilot lights and correct lamps at one time, ready for Immediate use. 
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SECTION 3900 

ASSEMBLIES for INCANDESCENT LAMPS 
(with double contact bayonet base or candelabra screw base) 

For Mounting in 1" Clearance Hole 

FEATURES: DIALCO makes the most extensive line of 1" 
enclosed assemblies for large incandescent lamps. 3 such 
styles of lamps are shown here together with 6 typical units. 
These units are available with Screw Terminals, Soldering 

75W.,125V. Terminals, or Quick Connect Terminals (will mate with 
standard solderless female connectors) ... 8 glass lens types 

are available, in 7 colors (see below). Plastic lenses are not recommended 
because of the high degree of heat that incandescent lamps generate. 

514001-111 

Typical 
assemblies 

for use with 
S-6 bulb with 
candelabra 
screw base 

G-6 
D.C. Bay. 

(32V. max,) 

S-6 
D.C. Bay. 

S-6 
Cando Screw 

VOLTAGES (at 6 watts): 6, 12, 24, 
32, 48, 70-80, 125, 130, 135, 145. 

Assembly with Screw-on Cap, Convex Lens, and 
Soldering Terminals. Similar units available with 
Quick Connect Terminals. 

Assembly with Screw-on Cap Torpedo Lens, and Screw 
Terminals in side position. Similar units available with 
screw terminals in protruding position. 

803502-1211 
Assembly with Screw-on Cap, Dome Lens, and 
Screw Terminals. Terminals may be specified as 
fixed type or movable type. 

Typical 
assemblies 

for use with 
double contact 
bayonet base 
incandescent 

lamps 

For G-6 lamp 

31204-111 
Assembly with Cap, Convex Lens, and Solder­
ing Terminals. 2 other types of soldering terminals are 
fixed or movable. 

DIMMERS and LIGHT SHIELDS 

78400 1-111 ~~~~!~ 

Typical 
assemblies 
for use with 
S·6 bulb with 
candelabra 
screw base 

Shown are typical assem­
blies in a most extensive 
Series available only 
from DIALCO. 

LIGHT SHIELD 
with %" x ,,,, opening 

47901 

LENS COLOR: The final figure in the above numbers indicates that the lens has RED color. When color other than red is 
desired, change this digit to a figure from the listing below. Note that white lenses are translucent and are always furnished 
unfrosted. (For example: 80901-535). , 
Red-I; Green-2; Yellow (Amber)-3; Blue-4; White Translucent-5; Light Yellow-6; Clear (ColorJess)-7. 

ORDER COMPLETE WITH LAMPS so that you will be assured of receiving the pilot lights and correct lamps at one time, ready for immediate use. 
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SECTION 3900 

A SELECTION OF OPEN TYPES 
For T-314 Low Voltage Incandescent Lamps 

Typical assemblies for bayonet base lamp. 
Available also for screw base type. So. :isting below. 

Min. Screw 
Bal'e 

(2-4SV.l 

FIG. 32 

Octagon 
lock nut 
and bracket 
on these 
two units 
welded into 
one - piece 
construction 

CATALOGUE NUMBERS 

Min. Bayonet 
Base 

(2-55V.l 

Assemblies for T-31/4 miniature bayonet base lamps 
No. 810B-431 Faceted %" lens. For 11/16" mounting hole. Fig, 29 
No. 710U -431 Faceted lh" lens. For 7/16" mounting hole. Fig. 31 
No. 755U-431 Faceted 1~2" lens. For 9/32" mounting hole. Fig. 30 
No. 857B-431 Faceted 'h" lens. For 11/16" mounting hole. Fig. 32 
No. 67B-lI1 Convex %" lens. For 13/16" mounting hole. Fig. 33 

Assemblies for T-31/4 miniature screw base lomos 
Similar to 

No. 810M-431 Faceted %" lens. For l1/16" mounting hole. Fig. 29 
No. 510-431 Faceted lh" lens. For 7/16" mounting hole. Fig. 31 
No. 555-431 Faceted 1~2" lens. For 9/32" mounting hole. Fig. 30 
No. 855· 431 Faceted :!4" lens. For 11/16" mounting hole. Fig. 32 
No. 66M-Ill Convex %" lens. For 13/16" mounting hole. Fig. 33 

LENS COLOR: The final figure in the catalogue number indicates that 
lens has RED color. When color other than red is deSired, change this 
digit to a figure from the listing below. Note that white lenses are trans­
lucent and are always furnished unfrosted. 

Red-I Green-2 Yellow {Amber)-3 Blue-4 
White Translucent-5 Light YeIlow-6 Clear (Colorless)-7 
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For Candelabra Screw Base Lamps 

25-18-15-431 
Tamper-proof lens holder. 
5/8". Faceted Lens. Requires 
11/16" mounting clearance 
hole. 

NE-45 

67BN-831 

For NE-45 Neon Glow 
Lamps (105-125 V.) 

75W., 125V. 

1 0-1 8-14-431 
With elongated slot. 1/2" 
Faceted Lens. Requires 7/16" 
mounting clearance hole. 

S-6 
(6 to 

145 V.) 

610-121 
For G-6 Low Voltage Lamps 

(up to 32 V., no higher) 
Friction-fit lens holder. 3/4" Plastic Tamper-proof lens holder. 1/2" Convex 
Dome Lens. Requires 13/16" mounting k~r:: Requires 7/16" mounting clearance 

clearance hole ... Octagon lock nut and 
OROER COMPLETE WITH LAMPS so that 

bracket on this unit welded into one-piece YOU will be assured of receiving the pilot lights 
and correct lamps at ·one time, ready for imme­
diate use. construction. 
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SECTION 3900 

Lens Holders with Lenses for Panel Mounting 
FRICTION FIT PUSH IN TYPES 

4004-431 
9/32" hole 
1/4" shank 

6004-631 
9/32" hole 
1/4" shank 

5006-431 
9/32"-32 thread 

3/8" shank 
(optio.n 1/4") 

7005-631 
3/8" -24 thread 

5/16" shank 

25006·111 
11/16" -27 thread 

3/8" shank 
(option 1/4") 

No_ 101 

© U.C.P., Inc. 

These 
Holders 

snap 
into a 
1%" 
hole 38003-631 

3/8" mtg. hole 
3/16" shank 

Options: 1/8", 3/32" 34-431 GLASS LENS 34-841 PLASTIC LENS 

FLAT 
(frosted back) 

FACETED 
(unfrosted) 

TORPEDO 
(frosted back) 

CONVEX (frosted back) 76006-111 

1" -27 thread 3/8" shank-tamper proof 

Mount in 1/1 clearance hole 

FACETED TORPEDO 

Specify L-45 LAMP INSTALLER to accommOdate a T-3V4 
bulb on one I!fId and a T-41/2 bulb on the other. 

CONVEX 

CONNECTORS FOR SINGLE CONDUCTOR CABLE 
For Microphones, Speakers, Pick-ups, Jacks (using cable shield for second conductor). 
Female Cable Connector, Catalog No. 104. This unit has a spring protector to prevent 
sharp bending of cable. It solders to cable sheath, and is secured by a set screw. 
Catalog No. 101 has the same general characteristics, but is a male connector. 

No. 50 No. 51 

Male Chassis Connectors . . . No. 50. 
Shell grounds to panel, or may be insu­
lated by washers. Fits a %"-24 thread· 
ed hole, or may be secured by nut. No. 
50P is similar to No. 50, but is designed 
to force fit in hole in panel. Does not 
require a nut to fit in place. No. 51 Con­
nector has a sprung center contact 
which grounds before cable connection 
is broken, preventing open circuit hOWls. 
Cap and Chain, Catalog No. 103. To pro· 
tect unused male connectors. Chain 
secured by screw prevents loss when 
removed to make connection. No. 103 
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SECTION 3900 

(illustrations ate Qpprox. actual size) 

Bracket Mounted SOCKETS For Incandescent 
or Neon Lamps 

75W., 125V. 

Accommodates Lamps With Double Accommodates Lamps With 
'Candelabra Screw Base Contact Candelabra Bayonet Base 

12-200 Series 

Cat. No. 12-258 

12·200 Series Sockets are 
furnished with bakelite 
discs, including separately 
sprung contacts, and have 
6" wire leads. Also avail· 
able with ceramic discs 
(called 1200 Series) for 
heat·resistant applications. 

5700 Series Sockets use tab 
terminals. These assemblies 
are ruggedly constructed 
with moulded bakelite 
housings and specially de· 
signed contacts. 

WIRE 
TERMINATIONS 

All wire assemblies are furn· 
ished with 6" long standard 
leads, ends stripped ";6". 
Standard insulation is vinyl 
plastic with copper conduc· 
tors. Special insulations such 
as Asbestos, 105°C Plastic, 

600 Series 

Cat. No. 6-06 

Accommodates Lamps 
With Candelabra 

Screw Base 

600 Series Sockets 
have soldering term· 
inals, and can be 
furnished with the 
same basic brackets 
as shown in grouped 
illustration below. 

Accommodates Lamps With 
Miniature Screw Base 

500 Series 

Cat. No. 5-03 

use 

500 Series Sockets 
are supplied with 
soldering terminals. 
This group, as well 
as those sockets in 
the 600 and 700 
Series, are also fur· 
nished for Grounded 

with only one terminal. 

ORDER COMPLETE with LAMP 
so that you will be assured of re­
ceiving the proper socket and correct 
lamp at one time, ready for im­
mediate use. 

CHOICE OF BRACKETS ~ 
The series of brackets shown at 
the right can be used with any 
of our 200, 500, 600, and 700 
Series Sockets. All the sockets 
have -2 terminals. 
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5700 Series 400 Series 

Cat. No. 57-07 Cat. No.4-45 

400 Series Sockets are 
housed in heavy mould· 
ed bakelite. They are 
equipped with built·in 
wire leads, 6" long. 
1800 Series Sockets are 
intended for use with 
lamps on commercial 
voltages. Terminals are 
locked in place and 
thoroughly insulated 
from the bracket and 
each other. 

1800 Series 

Cat. No. '18-79 

Rubber, SRIR, etc., may be 
furnished. 
A large variety of solderless 
terminals can be furnished 
with most wire lead assemb· 
lies. Some standard popular 
types are shown here. To as· 
sure your receiving the correct 
terminal, please specify our 
assembly part number as well 
as the terminal required. 

Accommodates Lamps With Miniature Bayonet Base 
300 Series Sockets have 
moulded bakelite housing. 
UL and CSA listed for 
75W., 125 V. 
700 Series Sockets havp 
soldering terminals. Some 
popular basic types are 
shown in illustration below. 

200 Series Sockets are sup­
plied with insulating slee\ 
es, eliminating any acci­
dental grounding. ' 

300 Series 

Cat. No.3-OS 

700 Series 

Cat. No. 7·02 Cat. No. 2-15 

© U.c.P., Inc. 
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SECTION 3900 

WASECA, M NNESOTA 

(){Jlt!K 1I11t! EII!,/ . .. 

Pllol !t~hl 9t/et!lloII/ 
Now you can save valuable replacement or 

specification time with Johnson Panel Indicators. 

Available in a wide variety of types, Johnson 

"preferred" units are immediately available at 

parts distributors throughout the country. Careful 

standardization, with an eye to replacement as 

well as interchangeability, makes Johnson Pilot 

Lights the first choice of leading manufacturers. 

Available types include: continuous indication 

neon types; models for high and low voltage in­

candescent bulbs; standard or wide angle glass 

and lucite jewels in clear, red, green, amber, blue 

or opal. Specials, including those meeting military 

specifications are also available in production 

quantities. For full information, write today! 

: NEW PILOT LIGHT CATALOG! . 

I Write for your copy today. Complete specifica­

I tions, prices and technical data ••. everything you 

I need to pick a unit for original equipment manu­

I facture or "in the field" replacement. 

I 
(See pages 648·669 for complete listing) 

© U.C.P" Inc. Net 
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SECTION 3900 

MINIATURE LIGHTING 

INDICATOR LIGHT ASSEMBLIES 

m 11 /32" JEWEL ••• VERTICAL MOUNTING 
. Smallest Miniature Lampholder 

.. Assemblies Made 
MOUNTING: in 15/16" diameter hole. on panels up 

0... to I/S" thick. Minimum center·to·center spacing. 9/16". 
.. FEATURES:. E-Z-Tite bezel-for fast assembly. fast 

UNI'!' 'replacement ... vibration and. shock resistance (to 
NO. 5B prevent loosening) ... tested at 125 volts ... faceted 

plastic lenses . . . bright nickel panel hqrdware-other parts 
cadmium .. _ lamps. G3V2. G41/2 ... Economy Style units. 
NO_ 5 ............................ Miniature Screw ............... $.36 
NO_ 5B ___ ....................... ,Miniature Bayonet ............. $_39 

UNIT 
NO.l0C 

Yz" JEWEL _ . • VERTICAL MOUNTING 

MOUNTING: in 7/16" hole on panels up to W' 
thick_ 
FEATURES: Faceted plastic lenses in standarp. 
colors .. _ panel hardware. bri.,ht nickel-other 
parts cadmium ... tested at 125 volts ... 
Economy Style units. 
NO. 10 ... _ .......... Miniature Screw ...... $.41 
NO. lOG ............. Miniature Bayonet ..... $.42 

Yz" JEWEL ••. VERTICAL MOUNTING 
UNDERWRITERS APPROVED. 75 W. - 125 W. 

MOUNTING: in 7/16" hole. on, panels up to 1/4" 
thick. 
FEATURES: takes minimum depth behind panel 
· • • slotted bracket hole permits adjustment of 
lamp filament behind lens for maximum illumination 
· . . faceted plastic lenses (F AC). in standard colors 
· . . panel hardware. bright nickel . . . other parts 
cadmium . . . Economy Style units. 

NO. 10C ................. Candelabra Screw ........................ $.48 

UNIT NO. 20$ 

lINIT 
LAMP­

HOLDER 

W' JEWEL ••• HORIZ. MOUNTING. 
MOUNTING: in 11/16" diameter hole •.. 
Min. center-to-center spacing. 5/16". 
FEATURES: Lamp removable from front of 
panel . . . lAo! " faceted glass lens . . 
bezel. bright nickel plated . . . tested at 
125 V. 

DEPTH BEHIND PANEL 
PANEL THICKNESS LIST 

NO. 20 ... Min. Bayone" .......... 1-13/32" .... 0 to 7 /64" ......... $.63 
NO. 30 ... Min. Bayonet ........... 1-7/32" ...... %" ............. $.65 
NO. 40 ... Min. Bayonet ........... I-ll/32"· ... V2toI5/64" ........ $.65 
NO. 20S ... Min. Screw ............. 1-1/16" ... 0 to 15/64" ......... S.65 
NO. 30S ... Min. Screw ............. 15/16" ...... %" ............. $.65 

W' JEWEL ••• HORIZ. MOUNTING 
MOUNTING: in 13/16" diameter hole.' On 
panels up to 1/4" thick . 

UNIT NO. 60 

. FEATURES: Polished chrome slip·fit bezel 
for fast assembly and printed disc align­
ment . . . supplied with 3 fibre washers to 

compensate for panel thicknesses . . . miniature types tested at 
125 Volts. candelabra types stand 1250 Volt breakdown. Regular 
hardware . . . lenses. convex-smooth; frosted on back (SFB) 
standard colors . . . Nos. A460N-IL and A460T-IL are Under­
writers Listed for 75 W.-125 V; service. 

NO. 60 .............. , . Miniature. Bayonet ..................... $1.45 
NO. 60S ................ Miniature Screw ....................... $1.43 
NO. A460N-IL .......... Cand. Screw (for NE45Iamp) ........... $1.51 
NO. A460T:IL .......... Cand. Screw (for 115V. 6W. T4V2 lamp):$1.52 

%" JEWEL ••• HORIZ. MOUNTING 0 
MOUNTING: in 13/16" dia. hole. on' . :. 
panels up to 5/16" thick. . 

FEATURES: supplied with 3 fibre washers 
to compensate for panel thicknesses . . . 
regular hardware . . . lenses. domed 

UNIT NO. 61N 

plastic. providing 180 0 visibility . . . colors--colorless. red . . . 
takes NE45 neon glowlamp ... for UL unit. order No. A6IN~IL. 

NO .. 6IN ......................... Candelabra Screw ........... $1.50 

W' JEWEL • • • HORIZ. MOUNTING 

MOUNTING: in 11/16 diameter hole. spe­
cially desiqned for use on more than one 
thickness of panel. 
Supplied with 3 fibre washers which com­
pensate for panel thicknesses. UNIT NO. 50 

FEATURES: Lamp removable from front of panel 
glass lens. standard colors . . . panel hardware. 
-other parts cadmium ' ... tested at 125 volts. 

... faceted 
bright nickel 

UNIT LAMPHOLDER DEPTH BEHIND PANEL FACE LIST 

NO. 50 ... Min. Bayonet. ..... 1·17 /64" ............................ $.86 
NO. 50S ... Min. Screw ........ 1-13/64" ............................ $.86 

%" PLASTIC CAP 
HORIZONTAL MOUNTING 

MOUNTING: in 11/16" diameter hole. on 
panels up to 1,4" thick. 
FEATURES: Trcmslucent plastic macrodome 
gives wide angle vision. easily seen from 

UNIT NO. 51 

sides . . . lamp removable from front of panel . . . supplied with 
three 1/16" thick fibre washers for adjustment to varying panel 
thicknesses . . . regular hardware . . . standard colors . . . tested 
at ·125 V. 

UNIT LAMPHOLDER DEPTH BEHIND PANEL FACE . LIST 

NO. 51 ... Min. Bayonet ..... 1-13/64" ............................ $.76 
NO. 5IS ... Min.Screw ....... 1-9/64" ............................ $.74 

W' GLASS LENS, %" PLASTIC LENS 
OR 11/16" FLAT PLASTIC LENS 

MOUNTING: in 9/16" dia. hole on panels 
up to 5/16" thick (depending on lens style). 
Lamps replaceable from rear of panel only. 
FEATURES: Three choices of lens (jewel) 
style . . . exclusive formed nut secures UNIT NO. 52 

unit to panel . . . snap-in bracket makes lamp replacement easy 
... choice of grounded lampholders for automotive use. etc .• or 
UL Listed lainpholders for neon lamps at 125 and 250 volts. 

NO. 52 .......... Min. Bayonet ..... Solder Term .... Flat Cap ..... $.48 
NO. 53 .......... Min. Bayonet ..... Solder Term .... Macrodome. '.' $.48 
NO. 54 .......... Min. Bayonet ..... Solder Term .... Glass Lens ... $.67 
NO. ULR554-IL ... Min. Bayonet ..... Wire Leads .... Glass Lells ... $.91 

W' JEWEL . • • HORIZ. MOUNTING 
POLARIZED VARIABLE INTENSITY 

MOUNTING: in 11/16" diameter hole. on 
panels up to 1,4" thick. 
FEATURES: Polaroid discs permit regulation UNIT NO. 80 
of light intensity-a partial turn of lens dims 
light . . . supplied with 3 fibre washers to compensate for panel 
thicknesses . . . lens. smooth frosted on back. standard colors . • . 
bright nickel plated bezel. other parts cadmium. 

NO. 80 ............... Miniature Bayonet .................. : ...... $I.7a 

ALL PRICES LIST 
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SECTION 3900 

MINIATURE LIGHTING 

INDICATOR LIGHT ASSEMBLIES 

UNIT NO. 75 

1" JEWEL ••• HORIZ. MOUNTING 
MOUNTING: in 1" diameter hole on panels 
up to V:z" thick. 
FEATURES: Slip-fit be/el for easy instal· 
latio.n . . . withstands voltage breakdown 

of 1000 volts ... takes 6S6 and 7C7 lamps ... Nos. 175 and 275 
take any standard miniature lamp . . . highly polished chrome 
finish be/el, other parts burnished cadium plated ... convex lenses 
in standard colors; lenses also available faceted (F AC) and 
smooth plain (SP}--use SP with neon qlow lamps . . . pr.nted 
discs available for readout applications. 

NO. 75 ...... UL listed .......•.... Candelabr.a Screw .......... $1.49 
NO. 175 .......................... Miniature Screw ............. $1.39 
NO. 275 .......................... Miniature Bayonet ........... $1.42 

UNIT NO. 75AP 

1" JEWEL ••• HORIZ. MOUNTING 
UNDERWRITERS LISTED 

MOUNTING: in 1" diameter hole on panels 
up to lh" thick. 

UNIT NO. BS75Ap·BH 

writers Approved for 

FEATURES: Heavy-duty candelabra screw 
base assembly designed for use on rugged 
equipment ... socket assembly and mount­
ing tube are one piece . . . lenses. faceted 
or smooth convex or beehive glass •. stan­
dard colors . . . bright polished chrome 
bezel. other parts cadmium . . . Under· 
125 volt, 75 W. service .•• depth behind 

panel 2'/4". 

NO. 75AP .......... Solder Terminals ....... Cand. Screw ...... $1.72 
NO. BS75AP ........ Screw Terminals ........ Cand. Screw ...... $1.91 

'ii_~n.~. 
~=IlrUJ' 

UNIT NO. 
B979C.IBE-431 

UNIT NO. 
B979C.IBE-550 

"TITELlTE" OIL - WATER - DUST 
PROOF UNJTS 

1" AND %" LENSES 
HORIZONTAL MOUNTING 

MOUNTING: Type No. 79 (Heavy Duty. 1" 
lens), in 1" diameter hole. from front or rear 
of panel . . . max. panel thickness, 7/16"; 
Type No. 205 (Miniature. 5/S" lens), in 
11/16" diameter hole. from front of panel 
only . • . max. panel thickness, 5/16". 
FEATURES: Two sealing gaskets effectively 
resist oil, water. dust penetration ... HEAVY 
DUTY TYPE. 

NO. 79 UNITS-Candelebra Screw or D.C. 
Cando Bayonet bases . . . for use with neon 
or incandescent lamps . . . three lens styles 

UNIT NO. -Faceted. Beehive or Plain Beehive for 
5243-205·320 maximum side visibility, Flat Cap generally 

used with printed heat resistant discs . . . 
pop-out lamps with screw base units, lamp ejector spnng in 
bayonet base units, for easy lamp replacement . . • wide choice 
of leI!-s colors . ... available to meet Mil. Specs • . . UL listed. 

MINIATURE TYPE NO. 205 UNITS-for use with neon or incandes­
cent lamps . . . slacked with built·in resistor for neon glow lamps 
. . . with neOn lamps, takes less space than other standard 
voltage units . . . threaded lens shank for easy lamp replace­
ment from front . . . lens style gives wide angle visiblity . . . 
attractive chrome plated lensholder . . . wide choice of colors in 
glass lenses, fluted or diffusing . . . UL Listed. 

NO. B979C-IBE-431 ............... Beehive Lens ................ $3.12 
NO. B979C-IBE-550 ................ Flat Lens ................... $3.54 
NO. 5223-205-301 ................. No resistor .................. $2.08 
NO. 5243-205-320 .................. Built-in 100,000 ohm resistor .. $2.33 

TOTALLY ENCLOSED MINIATURE 
BAYONET ASSEMBLIES 

UNDERWRITERS LISTED 

MOUNTING: in 11/16" diameter hole on 
panels up to %" thick. 

FEATURES: Available with 1/2" faceted 

UNIT NO. 100 

glass lenses, or transparent plastic macro- UNIT NO. lOIN 
dome fluted on inside . . . latter style gives three times the visi­
bility of the plain cap . . . units with built-in current-limiting 
resistors can be operated on any voltage over 65 V. AC and 
90 V. DC and under 125 V. AC or DC ... lenses available in 
standard colors . . . bright chrome plated bezel and flange. 

NO. 100 ............ convex qlass lens ............•.. Min. Bay ... $1.19 
NO. lOON ••........ built-in resistor ..............•.. Min. Bay ... $1.37 
NO. 101 ............ plastic macrodome ............. Min. Bay ... $1.03 
NO. lOIN .......... lOOK built-in resistor .NE511amp.Min. Bay ... $I.Z9 
NO. 101N-022 ....... 22K built-in resistor .NESIH lamp. Min. Bay ... $1.29 

TOTALLY ENCLOSED MINIATURE 
BAYONET ASSEMBLIES 

MOUNTING: in 11/16" diameter hole on 
panels up to :va" thick. 
FEATURES: 5/S" glass macrodome lens UNIT NO. 102 
provides 1S0° visibility for lamps of over 
I watt power consumption . . . gives a more De Luxe appearance 
than plastic . . . units with built-in current-limiting resistors can be 
operated on any voltage over 65 V. AC and 90 V. DC, and 
under 125 V. AC or DC ... lenses available in standard colors 
. . . bright chrome plated bezel and flange. 

NO. 102 ............ no resistor ................................ $1.69 
NO. l02N .......... lOOK built-in resistor .. NE51 Lamp .......... $1.95 
NO. lO2N-022 ....... 22K built-in resistor .. NE5IH Lamp .......... $1.95 

TOTALLY ENCLOSED MINIATURE 
BAYONET ASSEMBLIES ~ __ ; 

MOUNTIN«;;: in 11/16" diameter hole on ~bI.ll=-
panels up to :va" thick. 
FEATURES: Slip-fit bezel for easy align· 
ment of readout lenses ... E·Z·Tile flange 

UNIT NO. 103 

for fast, secure mounting . . • units with built-in current-limiting 
resistors for High Brightness neon lamps . . . can be operated on 
voltages from 65 V. to 125 V. AC ... lenses available in standard 
colors . . '. printed discs or lens faces available for readout 
applications . . • bright chrome plated bezel and flange. 

NO. 103 ............ no resistor .................. , ............. $1.53 
NO. l03N-022 ....... 22K built-in resistor .. NE51H lamp .......... $1.78 

PRINT.ED DISCS 
For all kinds of indicating and 
warning purposes, printed 
plastic discs may be obtained 
for use with most DRAKE as­
semblies. Materials are non· 
oxydizing. heat-resistant Any 
lettering or numerals may be 
used which fit within limits 
of disc. Prices are low. 

ALL PRICES LIST 
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SECTION 3900 

MINIATURE LIGHTING 

INDICATOR LIGHT ASSEMBLIES 
GLOW TYPE NEON INDICATOR LIGHTS 

for maximum visibility and appearance 

* POSTLITE * 
MOUNTING: in ~" diameter hole. on panels up 
to 9/16" thick. 
FEATURES: supplied complete with non·replace· 
able standard or High-Brightness neon glow lamp 
. . . special design one-piece body-and-lens con­
struction of clear. colorless plastic ... equipped 
with lOOK built-in resistor for 125 volt circuits 

UNIT NO. 105 '" head 0/8" square ... overall length 20/8". 
NO. 105 .................. Postlite ............................... $1.08 

6f~ 
~3 

* FLUSH LITE * 
MOUNTING: with two I/S" rivets or 
No.6 screws-mounts on front or rear 
of panel. 
FEATURES: supplied with non-replace-

UNIT NO. 110 able standard or High Brightness neon 
glow lamp •.. special design one-piec.e body-o:nd-Iens cons~ru.c­
tion of milky white plastic . • . eqUlpped wIth lOOK bulit-in 
resistor for 125 volt circuits ••. solder terminals mounted on 
laminated phenolic base ..• overall height 9/16" .•. overall 
length 1%" ... base width 9/16". 
NO. 110 ............................... Flushlite ................. $.75 

"ECONOGLO" NEON GLOW INDICATOR ASSEMBLIES 

UNIT NO. R116-323 

UNIT NO. 116-604 

UNIT NO. RI17-323 

UNIT NO. 117-604 

MOUNTING: Nos. 116 and R1l6. in a 5/16" 
diameter hole. from front. secured from 
behind with Tinnerman nut . . . Nos. 117 
and R1l7. in 1/2 " diameter ·hole. from front. 
secured by snap-in plug. 
FEATURES: Designed to give maximum 
performance at minimum cost. with neon 
glow lamps . . . supplied with ·built-in 
lOOK reSistors . . . lenses. plain or fluted 
plastic. colorless or red . . . length in front 
of panel: 116. R1I6. 3/8 "-117. R1I7. 7/16". 

with 1'innerman Nut 
NO. 116 ............ no resistor ......... $.37 
NO. R1l6 .......... lOOK built·in resistor. $.53 

with snap-in plug 
NO. 117 ............ no resistor ......... $.46 
NO. R1l7 .......... lOOK built-in resistor.$.61 

"MINEON" NEON GLOW INDICATOR ASSEMBLIES 

UNIT NO. R118 DOME 

UNIT NO. R118 FLAT 

MOUNTING: from rear o~ panel. in '¥s" 
dia. hole ... max. panel ·thickness. '¥s". 
FEATURES: Extra·small .•. fast. secure 
installation with E-Z-Tite nut . 
rugged construction with attractive 
black anodized' aluminum body . . . 
cadmium plated steel hex. nut . . . 
built-in lOOK current-linliting resistor' 
. . . solder lugs. with ceramic base . . . 
plain or inside fluted domed plClstic 
lenses; or flat cylindrical plastic lens. 
which can be imprinted with hot­
stamped legend for readout--any copy 
which fits within lens diameter . . . 4 
lens color choices . . . operate on 
standard line voltage . • . with either 
NE2H (High Brightness) or NE2E (Stan-
dardl lamps. 

NO. RH8 .............. Plain or Fluted macrodome .............. $1.17 
NO. RH8 .............. Plain Flat cylindrical lens ................ $1.17 

ITiNYLlTE" MIDGET ASSEMBLY 
HORIZONTAL MOUNTED 

MOUNTING: in 7/16" or 15/32" hole on 
panels up to 9/32" thick. 
FEATURES: smallest available indicator 
lights with replaceable midget screw lamp 
and completely insulated from housing­
occupies only about 113 cubic inch of 

UNIT NO. 121 
(shown full size) 

space . . . lamp replaceable from front of panel . . . friction 
device prevents screw base from loosening because of vibration. 
etc .... E-Z-Tite flange for quiCk assembly ... lenses: chOice at 
smooth domed plastic. or flat plastic cap whiCh can be hot­
stamped with figures or letters; both styles give 180 0 visibility 
. . . standard colors . . . overall length (including terminals) 
1-1/16" ... supplied complete with midget screw lamp installed. 
NO. 121-7 ................. with 7 Volt lamp .................... $1.16 
NO. 121-14 ................ withI4Voltlamp .................... $1_21 
NO. 121-18 ................ with 18 Volt lamp .................... $1.38 

ITELESLlDE" INDICATOR LIGHT ASSEMBLIES 

M0UNTING: in. 15/32" diameter _ 
holes. on 23/32" centers. 4 e 
FEATURES: designed especially for ~~~~~ 
data processing equipment and other UNIT NO. 135 
electronic instrumentation in less than 
standard voltage range--functions 
with T2 lamps. 24·55 volts . . . rela­
tively low cost . . . small diameter 
permits close grouping . . . lenses: 
convex glass--available with molded­
in letter or numerals. fired black 
enamel filled. in standard colors; 
or nylon cap. in several colors. which 

"~g: 
UNIT NO. 136 

.~F: 
UNIT NO. 137 

protrudes 13/16" from panel for 180 0 visibility " . length 
overall approx. 2~" ... E-Z-Tite knurl on ring nuts for Nos. 136 
and 137. for fast mounting ... solder terminals. 

NO. 135 ...... 11/32" D. convex qlass lens ..................... · .. $1.90 
NO. 136 ...... plastic nylon cap. fluted ........................... $1.41 
NO. 137 .... .. V2" D. convex qlass lens .......................... $1.84 

Small additional charqe for numbers or letters on 
Nos. 135 and 137 

MIL-STANDARD INDICATOR LIGHT ASSEMBLIES 
MOUNTING: in 15/32" dia. hole;· center­
to-center spacing %". on panels. up to 
9/32" thick for Type 131-up to 15/32" 
thick for type 133. 
FEATURES: Two types-No. 131 for use 
with incandescent lamps from I to 28 V. 
design voltage ... No. 133. with built-in' 
62.000 ohm resistor. for use with NE2D 
neon glow lamps . . . electrical connec­
tions insulated from ground . . . insulation 
exceeds environmental test requirements 
of MIL-L-366IA per MIL-STD-202B for mois­
ture. temperature and dielectric factors 
. • . lamps easily replaced from front of 
panel . . . wide choice of lens colors . . • 
compact. for min. space requirements ... 
flat lens may be hot stamped with any 
legend which fils within lens diameter. 

. OPTIONAL: less expensive models 
for commercial applications. 

Mil. Units 

UNIT NO. MS25256 

UNIT NO. MS25257 

UNIT NO. 5042-133 

NO.- MS25256 ... Short Plastic Macrodome, ....................... $1.86 
NO. MS25257 ... Lonq Plastic Macrodome ... with resistor .......... $3.24 

Commercial Units 
NO. 5032-131. .. Short Plastic Macrodome ......................... $1.40 
NO. 5042-133 ... Lonq PI~stic Macrodome ... with resistor. ......... $1.95 

ALL PRICES LIST 
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SEcnON 3900 

MINIATURE LIGHTING 

LENSES (JEWELS) and LAMPHOLDERS 

4 

" 
W' LENS (JEWEL) - SLOTTED SHANK 

colors ... bright nickel plated bezel. 
Slip·fit type .... faceted plastic lens. standard 

,NO. 23 .... Shank 3/16" 10nq. o/sH O.D .................. $.18 

11/32" LENS (JEWEL) - SLOTTED SHANK 
Slip·fit type . • . faceted plastic lens. standard colors 
• . . statuary bronze plated bezel. 
NO. 24 ........ Shank l/.!H 10nq. 9/3zn O.D .....•..... $.14 

_~ W' LENS (JEWEL) - THREADED, WITH NUT 
. , Screw·in type . . . faceted plastic lens. in standard 

colors . . . bright nickel plated. 
- NO. 16·17 ...... Shank alaH lonq. 7/ISH O.D .......... $.24 o ~u LENS (JEWELI- THREADED 
~ Screw'in type . . . faceted glass lens. standard 
~ I _ colors... bright nickel plated. 

NO. 25 ........ Shank 3/1S" lonq. 15/32" O.D ......... S.29 

%" PLASTIC MACRO DOME LENSES 
Screw·in types. designed to give wid· 
est possible (180 0

) visibility ... trans· • 
parent. fluted inside suggested for 

UNIT NO. 25P neon lamps - translucent plain for 
incandescent lamps. 

NO. 2SP .... Plain .. Shank 3/1S" lonq. Sfa" 0.D ... $.16 ' 
NO. 2SPF .... Fluted .Shank 3/IS" lonq. Sfa" O.D ... $.16 UNIT NO. 25PF 

t' -" 

::'i! 
:. t\ 

W' LENS (JEWEL) - THREADED, WITH NUT 

Faceted glass lens. standard colors . . . chrome 
plated bezel . . . hex. nut. cadmium. 

NO. 60A3-27 ...... Shank O/S" lonq. 11 /ISH O.D ..... S.86 

11 /16" LENS 
SLOTTED SHANK 

Slip.fit types . . . with convex 
SFB glass or plastic domed lenses. 
standard colors • • • chrome 

. plaled bezel. 
UNIT NO •. 60A UNIT NO. 60A·D 

·NO. 60A ....•••.•. Shank l!4H lonq. %H O.D ...................... $.62 
NO. 60A·D .......... Shank lf4" lonq. %" O.D ...................... $.62 

. 1W' LENS g) SLOTTED SHANK 

Slip·fit types • • . with fa· 
ceted plastic convex or bee· 
hive lenses. standard colors 
. • • chrome plated bezels. 

UNIT NO. 75A UNIT NO. 75A·BH 
'NO. 7SA .. (FAC or SP) .. Shank 5/1S" lonq. 1·3/32" O.D ............ S.63 
NO. 7SA·BH .. ;(FAC) ... Shank 5/1S" lonq. 1·3/3zn O.D ............ $.72 

1" LENS (JEWEL) - THREADED INSIDE 
Screw-on type . . . with flat glass lens • • • stand. 
ard colors • . . chrome-plated bezels . . . fre. 
quently used with heat·resistant plastic discs. 
printed with any legend which fits within disc 
diameter. 
NO. 7SA·FLAT .. Gla;...· lens.overall lenqth. 0/8" •. ,$1.16 

small added charqe for printed discs 

STOCK LAMPHOLDERS 

117H 
MINIATURE SCREW 

217H 
MINIATURE 
BAYONET 

417H 
CANDELABRA SCREW 

Code numbers for Types: 
MIN. SCREW-I 00 SERIES: MIN. BA YONET-200 SERIES 

CAND. SCREW-400 SERIES 

FLANGED CLIP BRACKET TYPES 

I03AE .203AE 
403AE 

103AH .203AH 
403AH 

I03CE 
203CE • 403CE 

FLAT CLIP BRACKET TYPES 

I04CE 
204CE - 401 CE 

104AE 
204AE • 404AE 

104AH • 204AH 
404AH 

MISCELLANEOUS TYPES 

1000E 
206AE 
406AE 

I08AH 
20BAH 
408AH 

I09CH 
209CH 
409CH 

o PART NO. 27 - STEEL HEX NUT 

Cadmium plate .•. 11/16"-27 thread ... 13/16" 
across flat ... 3/32" thick ................ $.035 

PART NO. 28 - BRASS MOUNTING BUSHING 

'f) 9/16"·27 fem. thread .•. shank O/S" long ••• 
11/16"·27 ... male thread ... %" flange diameter 
... bright nickel plated .................... $1.45' 

PART NO. 36L-INTERNAL TOOTHED LOCK WASHER 

0> ~~~:~u~. P.I~~~ ... :.:. :~:~::' .. I:~: ... 5.1!.~~':. ~.~.: .~~~ 
1" LENS (JEWEL) - THREADED INSIDE 
Screw·on type ... with faceted or concentric· 
cut beehive glass lenses • • • standard colors 
... chrome plated bezels ••• full 180 0 visi· 
bility. 
NO. 78A·BH (FAC or SFB) ..•• 

, overall lenqth. 31/32" .. ............ SI.ll 

ALL PRICES LIST 
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SECTION 4000 

A TR Replacement Vibrator Specifications 
FOR COMPLETE INFORMATION ON AUTO RADIO VIBRATORS 
FOR AUTOMOBILES MANUFACTURED PRIOR TO AND IN 1954 
SEE ATR VIBRATOR MANUAL NO. 554. THIS MANUAL ALSO 
CONTAINS INFORMATION ON HOUSEHOLD, 2-WAY COMMUN­
ICATION SETS AND: 

• VIBRATOR LISTINGS BY RECEIVER • VIBRATOR EQUIVALENT CHARTS. 
NAME AND MODEL NUMBER. 

~. CROSS REFERENCE LISTINGS. 

• BUFFER REFERENCE CIRCUITS. :. AUTO BATTERY GROUND CHARTS. 

• SUBSTITUTION CHART ON • INSTALLATION NOTES. 
DISCONTINUED VI,BRATORS. 

SERVICING PROCEDURE FOR AUTO • • VIBRATOR SPECIFICATIONS. RADIO V'IBRA TORS. 

FOR ALL AUTO RADIO SETS SINCE 1954 USE ONE OF'THE ATR 
VIBRATORS LISTED BELOW 

No. 340 
No. 1400 

(Boxed) 
(Bulk) 

No. 1343 (Boxed) 
No. 1843 (Bulk) 

No. 1340 (Boxed) 
No. 1840 (Bulk) 

4-Prong 
6-Volt 

For all 
6-Volt 

3-Prong 
12-Volt 

FOR ALL 
12-VOLT 
GENERAL 
MOTORS 

SINCE 1954 

4-Prong 
12-Volt 

For 12 Volt 
Cars other 
Than GM 

Since 1954 Sets Since 
1954 Plus autclmol)iles shown in box below. Except automobiles shown in box below. 

ATR Type 1343 and lB43 also used In following automobile .. 
1956 Ford (Philcol. Lincoln IBendixl. and Mercury (Bendix), 1956 Chrysler (Philco), 1955·57 
Packard, 1956·57 Plymouth (Philca)' 1956 Studebaker (Philcol and 1957 Mercury (Philcol. 

EVERYBODY 
AGREES 

ATR 
AUTO-RADIO 
VIBRATORS 

I 
I 
I 
I 
I ATR Vibrators. the heart of vibrator.operated 

power supplies. are proven units of the highest 
I quality engineered to perfection. They are 
I backed by more than twenty·six years of 

1I11fb, vibrator design and research. development and 
fAA V I manufacturing - ATR pioneered in the vibratar 

~ 
I field. 

~rJp. I All ATR Products incorparate only the best 
materials and workmanship and are carefully ..!. manufactured under rigid engineering inspec· 

"':';"' __ IIIIj~lltions and tests making them the finest that can 
- be built. 

- I 
• 

••• ATR Vibrators Feature 
.; Ceramic Stack Spacers with 

Two-Bolt Stack Construction­
for adjustment permanency un­
der any operating condition. 

V Instant Starting - as a result 
of highly efficient magnetic cir­
cuit with formed base fa" more 
uniform operation on both high 
and low yoltages. 

V Large Oversize Tungsten 
. Contact. having' Full Wiping 

Action - for greater reliability 
and longer life. 

V Perforated Reed of Highest 
Quality Swedish Spring Steel­
for uniform flexibility and pre­
vention of reed breakage. 

V Highest Precision Construc­
tion and Workmanship­
Practically all parts used ore 
held to within a tolerance of 
0.0005 of inch. 

V Value Plus - as readily ey'~­
denced by the Larger Contacts, 
Ceramic ,~pacers and Precision 
Construction and Workmanship. 

JOBBERS ATTENTION: See Page 990 in this ATR Section and Page 630 in Section 1900 for your Catalog Needsl 
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Communication 
Vibrators for 

SUPER SERVICE 

As introduced in the 1954 May­
June issues of many leading radio 
magazines, ATR COMMUNICA­
TION VIBRATORS are truly THE 
WORLD'S FINEST. See reprint of 
ad on this page for feature speci­
fications. 

ATR COMMUNICATION VIBRA­

TORS eliminate the problem of 
short-life 'call-backs on those tough 
two-way communication rigs. Yes, 

Sir! these ATR COMMUNICA­
TION VIBRATORS deliver SUPER 
SERVICE; 

ATR VIBRATORS FEATURE: 

CERAMIC STACK SPACERS with 
Two-Bolt Stack Construction - for 
adjustment permanency under any 
operating condition. 

INSTANT STARTING-as a result 
of highly efficient magnetic circuit 
with formed base for more uniform 
operation on both high and low 
voltages. 

LARGE OVERSIZED TUNGSTEN 
CONTACTS having Full Wiping 
Action-for greater reliability and 
longer life. 

PERFORATED REED of Highest 
Quality Swedish Spring Steel-for 
uniform flexibility and prevention 
of reed breakage. 

HIGHEST PRECISION CON­

STRUCTION AND WORKMAN­
SHIP - Practically all parts used 
are held to within a tolerance of 
0.0005 of an inch. , 

VALUE PLUS-as readily evi-. 
denced by the Larger Contacts, : 
Ceramic Spacers and Precision 
Construction and, Workmanship. 

SECTION 4000 

INTRODUCES , , . 

featuring: 

• CERAMIC STACK SPACERS 
• %" DIAMETER POWER CONTACTS 
• DRIVER-TYPE COIL CONSTRUCTION 
• SPECIAL REED HINGE and WIRING 
• POWER CAPABILITY UP TO 15 AMPERES 

A COMPLETE LINE OF REPLACEMENT' 

• VIBRATORS 
FOR AUTOMOTIVE, HOUSEHOLD and 
TWO-WAY COMMUNICATION SETS 

ATR VIBRATORS are proven units of the 
highest quality, engineered to perfection. 
They are backed by more than 30 years of 
vibrator design and research, development 
and manufacturing. 
ATR pioneered in the vibrator field. 

JOBBERS ATTENTION: See Page 990 in this ATR Section and Page 630 in Section 1900 for yo~r Catalog Needs! 
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SECTION 4000 

"A" BATTERY 

ELIMINATORS 
.. . FOR DEMONSTRATINC 

AND TESTINe AUTO RADIOS 
6 YOLT OR 12 YOLT! 

TRANSISTOR or VIBRATOR OPERATED! 
LOW RIPPLE!! 

Specially Designed for Testing and Operating Auto Radios 
ami D.C. Electrical Apparatus on Regular A.C. Lines, 105· 
125 Volts, 50-60 Cycles. 
SUGGESTED USES: 
As a power supply for radio sets, aircraft instru­
ments, relays, motors and other electrical and elec­
tronic equipments. In the laboratory, for supplying 
various low D.C. voltages. 

Battery· Eliminators may be treated as batteries in 
the sense that they can be connected in series for 
higher voltages at the same current output per unit 
or in parallel for the same output voltage per unit 
at higher currents. 

/,;' Delivers Filtered Direct 
/,;' Eliminates Storage Current at the Correct 

~~tteries and Battery Voltage for Proper 
argers. Operation. 

/,;' Operates the Equipment /,;' Minimum Ripple 
at Maximum Efficiency /,;' Fully Automatic 
at All Times. and Fool-Proof 

/,;' Adjustable 
Voltage Control 

Featured cut illustrates Heavy Duty 
"A" Battery Eliminator, Model 620C­
ELlT; equipped with Voltmeter, Am­
meter a·nd Voltage Control. 

Equipped with Full·Wave Dry Disc Selenium Rectifier, Assuring Noiseless, Inter· 
ference-Free Operation and Extreme Long Life and Reliability. 

Illustrates Standard "A" Battery Elim­
inator, Model 610C-ELlF; equipped 
with Voltmeter, Ammeter and Voltage 
Control_ 

TYPE bIOC-ELIF-Rated output b volts at 10 amperes continuous or 12 volts at 
b amperes continuous. Size 6112" x 91/8" x SY2". Shipping weight, 22 Ibs. Code 
word "SELlT." USER NET PRICE $49.95 

TYPE b20C-ELIT-Rated output b volts at 20 amperes continuous or 12 volts at 
10 amperes continuous. Uses dual rectifiers. Sizes bY2" x 12%" x SY2". Shipping 
weight, 33 Ibs. Code word "HELlT." USER NET PRICE $66.95 

Either b or 12 v?lt outP.ut obta!nable by means of simple c:utP.ut toggle switching 
arrangement having locking device to prevent accidental SWitching. 

All ATR Eliminators have as standard equipment: On-Off Switch, S-Position Voltage 
Control, Meteds), Fuse Protection, Rubber Mounting Feet, b-ft. All-Rubber Cord Sel 
and Cabinet of heavy gauge metal having attractive grey-hammerloid finish. 

JOBBERS ATTENTION: See Page 990 in this ATR Section and Page 630 in Section 1900 for your Catalog Needs! 
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SECTION 4000 

EMERCiENCY LIGHTINCi 
AND POWER UNITS 

Completely Automatic Standby-Power Units Specially Designed to Permit 
the Instantaneous Continued Operation of Critical Lighting Equipment, PA Systems, 

Amplifiers, Intercom Systems, Burglar Alarms, Fire Alarms, Synchronous Electric Clocks, Electric 
Time and Recording Clocks, Incubators, Gas Valves, Telephone and Test Equipment, and Similar 
Critical Devices in the Event of 115 Volt AC Commercial Power Line Failure. For Use: In Hospitals, 
Banks, Hotels, Theatres, Factories, Office Buildings, Schools, Homes, and Many Other Areas of 
Operation. 

ATR Emergency Lighting and Power Units are actually 
a combination. of an ATR Inverter, automatic Battery 
Charger, and transfer panel. These Emergency. Standby· 
Power Units are especially recommended for applica­
tions as mentioned above and feature RF frequency 
interference suppression, instant starting, frequency 
stability, and built-in power factor corrector_ ATR 
Emergency Lighting and Power Units provide instan­
taneous operation of the equipment being protected, 
within approximately 1/20th of a second. They are 
designed for quiet long life operation at high effi­
ciency and maximum reliability. All models indicated 
are equipped with ATR heavy duty plug-in type Inverter 
Vibrators. These Inverters also come equipped with 
four-point voltage regulators which make possible the 
correct output voltage for the power load being pro­
tected. These Inverters are recommended for use only 
with loads having power factors in excess of 70%. 
Additional external power factor correction is required· 
in order to operate lower power factor loads as low 
as SO%. 

The ATR Charger portion, is completely automatic and 
will maintain the storage battery at full charge, with 
minimum gassing, from regular lIS-volt AC 60 cycle 
power line. In the event of power line failure, the 
storage battery, which has been kept fully charged 
for this purpose from the regular power line, is con­
nected automatically to the lamps, or to the Inverter, 
or both. The Inverter then supplies power automatically 
to the load being protected. When the commercial 
power is restored, the transfer unit, automatically 
switches the "protected load" to commercial power 
and turns the Inverter and lights off. At this point, 
depending on the' state of charge of the battery, 
the battery charger will deliver approximately 6-3 
amperes to a 6-volt battery (or less to a 12-volt 
battery) for fast recharging .. As soon as battery 
reaches full charge, the charger will automatically 
switch to a trickle charge of 100-150 milliamperes 
(adjustable) to maintain this full charge. 

TYPE 

661-ETM 
662.ETS 
663·ETH 

1232·ETS 
1233·ETH 
1234·ETJ 

'STORAGE 
BATTERY 

INPUT 
6-volts 
6 
6 

12 
12 
12 

SERIES ETA 

Illustrates ATR Emergency Lighting 
and Power Unit, Model ETS complete 
with lamps. 

DEALER 
A.C. NET PRICE 

OUTPUT OUTPUT WATTAGE COMPLETE 
60 CYCLES INT. CONT. WITH LAMPS 
110-volts 80 60 $102.67 
110 100 80 119.67 
110 150 125 136.00 
110 125 100 119.67 
110 175 150 136.00 
110 250 200 153.00 

Above models come equipped with lamps, as illustrated. These lamps operate directly from storage battery. Each ATR 
model above permits maximum flexibility in its utilization: that is, lamps and power unit may be operated all at the 
same time or individually as the user may select. Models as above are available without lamps and, if so desired, please 
specify "less lamps." 

All models designated above are housed in attractively finished grey-hammerloid metal cabinets. Dimensions of ETM Model 
complete with lamps, 11%" x 16" x 15": shipping weight, 291f2 Ibs. Dimensions of ETS Model complete with lamps. 
11%" x 16" x 161f4"; shipping weight, 361f2 Ibs. Dimensions of ETH Model complete with lamps, 11%" x 16" x 18"; shipping 
weight, 42lJ2 Ibs. Dimensions of ETJ Model complete with lamps, 127/8" x 16" x 19'¥4": shipping weight; 501f2 Ibs. All of the 
above models "less lamps" have similar dimensions except the 16" dimension is changed toll" and the shipping 
weight is 41f2 Ibs. less. 

* Recommend 100 ampere-hour lead-acid type automobile storage battery for general use; however, for minimum mainte­
nance, we recommend 50-100 ampere-hour nickel-cadmium type battery. Both types are avai lable direct from storage battery 
supplier. 

JOBBERS ATTENTION: See Page 990 in this ATR Section and Page 630 in Section 1900 for your Catalog Needsl 

© V.c.P., Inc. Net The MASTER - 26th Edition • Page 987 



SECTION 4000 ,I 

UNIVERSAL 

INVERTERS 
Specially Designed for 

Operating Standard A.C. 
Tape Recorder, Television Set, 

Dictating Machine, Radio Set, Ham Gear, Public Address 
System, Amplifier, Record Player, Electric Razor, Food Mixer, 
Vacuum Cleaner, Sewing Machine, Business Machine, Electric 
Drill, Fluorescent and Incandescent Lamp, and Electronic 
Test Equipment from D.C. Voltages in Automobiles, Buses, 
Trucks, Boats, Trains, Planes, and D.C. Districts. Ideal 
for Emergency Lighting Applications for Civil Defense, 
Red Cross, Rescue Work, etc., Simply Using Extension 
Cords. 
ATR Universal Inve,rters are actually a cambinatian of 4 Inverter 
designs in one unit! These Inverters are especially recommended 
for applications as mentioned above and feature complete RF 
frequency interference suppression, instant starting, frequency 
stability, and built-in power factor corrector utilizing a simple 
toggle switch. With ATR Inverters, the need for special equip­
ment is eliminated. They are designed for quiet, long-lifi! oper­
ation at high efficiency and maximum reliability. All models 
indicated are equipped with ATR heavy duty plug-in Inverter 
Vibrators. These Inverters also come equipped with four-point 
voltage regulator which make possible the correct output voltage 
for minimum to maximum loads and also help compensate for 
input voltages which are lower or higher than normal. The oper­
ating efficiency is in excess of 75%. To figure approximate 
current consumption from storage battery, divide the rated input 
wattage of the' recorder (or load) being operated by the storage 
battery voltage and further divide this answer by .75 which will 
give the actual current consumption based on the actual load 
and efficiency. The battery current consumption required for a 
tape recorder is normally less than that dra'wn by ordinary auto­
mobile headlight(s). These Universal Inverters are recommended 
only for use with loads having power factors in excess of 70%. 

Type 
6U-RSF 
6U·RSF·P 
6U'RHG 
6U·HSJ 

12U·RSF 
12U·RSF-P 
12U·RHG 
12U·HSJ 

*28U·RSF 
*28U·RHG 
*28U·HSJ 

32U·RSF 
32U·RHG 
32U·HSJ 
50U·RSF 
50U·RHG 

110U·RSF 
110AU·RHG 
110BU-RHG 
110U·HSJ 

,220U-RSF 
220U·RHG 
220U·HSJ 

Input A.C. 
D.C. Output 
V"lts 60 Cycles 

6 110 Volts 
6 110 
6 110 
6 110 

12 110 
12 110 
12 110 
12 110 
28 110 
28 110 
28 110 
32 110 
32' 110 
32 110 
50 110 
50 110 

110 110 
110 110 
110 110 
110 110 
220 110 
220 110 
220 110 

* Recommended for 24 volt battery systems. 

Featured cut above illustrates 
Model 12U-RHG. 

ATR Inverters should be used only for the applications as out­
lined. 

"_P" models equipped with cigarette lighter cord set to plug 
into dash receptacle. 
All ATR Universal Inverters are housed in attractively finished. 
grey-hammerloid metal cabinets. 
Dimensions of Standard (RSF) Model Universal Inverters, 8W' x 
9¥s" x 5'4"; shipping weight 22 Ibs. ' 
Dimensions of Heavy Duty (RHG) Model Universal Inverters, 
6¥s" x 1114" x 8W'; shipping weight 27 Ibs. 
Dimensions of Super Heavy Duty (HSJ) Model Universal Inverters 
6W' x 12%" x aw'; shipping weight 37 Ibs. ' 
For correct replacement Vibrator, consult Inverter Vibrator Guide. 

Output Watt. 
Int. Cont. 
100 80 
100 80 
150 125 
175 150 
125 100 
125 100 
175 150 
250 200 
125 100 
175 150 
250 200 
150 100 
200 180 
325 225 
150 100 
225 200 
250 150 
325 250 
450 350 
600 400 
250 150 
325 250 
500 300 

Shipping 
Weight 

22 Ibs. 
22 
27 
37 
22 
22 
27 
37 
22 
27 
37 
22 
30 
37 
22 
27 
22 
27 
30 
37 
22 
27 
37 

Dealer 
Price 

$ 50.00 
50.00 
66.34 
83.34 
50.00 
50.00 
66.34 
83.34 
5997 
79.67 
96.67 
59.97 
70,50 
96.67 
59.97 
79.67 
5000 
59.97 
70.50 
96,67 
53,00 
66.34 

103.34 

for 6, 12, and 28 Volt D.C. Input Inverters. 

REMOTE CONTROL UNIT - for under-dash 
mounting permitting installation of Inverter, in 
auto·trunk compartment. Dealer Price $5.97 

~ "'f!lI/~ (c) 

dJ~w".""r--
~ 11 

'- ,-
MOUNTING BRACKETS - to securely mount 
Inverter in trunk compartment of car or 
under-dash, as illustrated,Oealer Price $3.30 pro 

EXTENSION CABLES - to provide additional 
cable lengths for installation of Inverter in 
trunk compartment. Dealer Price $6.63 pro 

JOBBERS ATTENTION: See Page 990 in this ATR Section and Page 630 in Section 1900 for your Catalog Needs! 
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SECTION 4000 

PORTABLE - Plug-in Type 

INVERTERS 
Specially Designed for Operating Standard A.C. Dictating 
Machines, Record Players, Incandescent Lamps, Electric Razors, 
Electronic Test Equipment, and Other Small Electrical and 
Electronic Devices from D.C. Voltages in Automobiles, Buses, 
Trucks, Boats, Planes, Trains, and D.C. Districts. 

ATR Portable Inverters are light-weight plug-in units for 
applications as recommended abave_ These Inverters feature 
instant starting, frequency stability, and high efficiency and 
reliability. Inverters have partial RF filtering which is only 
suitable for small insensitive type radios. For sensitive radic 
sets, ATR Universal Inverters, catalog sheet 657U, must be 
used. The 6 and 12-volt units are equipped with cigarette 
lighter cord set to plug into dash receptacle; whereas, the 
other higher input voltage units are e.quipped with standard 
twa-blade plug-in cord sets. With ATR Inverters the need for 
special equipment i. eliminated. They are designed for quiet, 
lang-life operation. All ATR Models indicated are equipped 
with ATR plug-in Inverter Vibrators. Models RME 
and RMF COme equipped with a four-point voltage 
regulator which makes possible .the correct output. 
voltage for minimum to maximum loads. The 
battery current consumption required is normally 
less than that drawn by one ordinary automobile 
headlight. The operating efficiency is approxi­
mately 75%. To figure battery current 
consumption see catalog sheet 657U. 
These Inverters are recommended only 
for use with loads having power factors 
in excess of 80% and should be used 
only for the applications as outlined 
above and on the reverse side of this 
sheet. These Portable Inverters are not 
recommended for. tape recorder opera­
tion, except as specified in (2) below. 

III-;;;;-rates ATR Mighty Midget (DME) 
Model Inverter having Cigarette Lighter 
Plug Attachment. 

Illustrates ATR Medium (RME 
and RMF) Model Inverter having Four-Point 
Voltage Regulator and Cigarette Lighter 
Plug Attachmenl. 

Ideal for Emergency Lighting Applications for Civil Defense, Red Cross, Rescue Wqrk, 
etc., Simply Using Extension Cords. 

Illustrates Under-Dash Mounting 
for ATR Models RME and RMF. 
See Page 942 for available ac­
cessories. 

INPUT A.C. 
SHIPPING DEALER D.C. OUTPUT OUTPUT WATTAGE 

TYPE VOLTS 60 CYCLES Inl. Coni. WEIGHT PRICE 

6-DME (1) 6 110 Volt. 40 30 Sib •. $16.63 
6C-DME (1) 6/12 110 40 30 5 19.30 
6-RMF (2) 6 110 80 60 12 33.00 
6C-RMF (2) 6/12 110 80 60 12 36.64 

12-DME (l) 12 110 50 40 5 16.63 
12T-RME (2) (3) 12 110 125 90 12 33.00 

*28-RME (2) 28 110 100 80 12 46.34 
32-RME (2) 32 110 100 80 12 46.34 

110-RME (2) 110 110 150 100 12 39.67 

* Recommended for 24· Volt Batlery Systems. 
For Inverters having larger or smaller output capacities, or for operation on other D.C. input voltages, 
please consult available ATR Inverter catalog sheets. 
All . models designated above are housed in attractively finished grey-hammerloid metal cabinets. 
Dimensions of Medium (RME and RMF) Model Inverters, 8%" x 8" x 33,4"; shipping weight, 12 Ibs. 
Dimensions of Mighty Midget (DME) Model Inverters, 51,4" x 43,4" x 23,4"; shipping weight, 5 Ibs. For 
correct replacement vibrator, consult Inverter Vibr:ator Guide. 
(1) These Inverters primarily recommended for Edison VP dictating machines. May also be used with 

, Model 200 Soundscriber (with engine of car nol running). 
(2) Primarily recommended for Dictaphone's Time Master, Gray Audograph and DeJur Stenorette dictating 

machines, or other similar types. Also, highly recommended for Norelco Tape Recorder Model EL·3516 
and Geloso Model G255-S. 

(3) THIS INVERTER SPECIALLY DESIGNED AND RECOMMENDED ALSO FOR USE WITH RCA alh" 
PORTABLE TV SET OR G.E. 9" PORTABLE TV SET IN AN AUTOMOBILE. 

JOBBERS ATTENTION: See Page 990 in this AT~ Section and Page 630 in Section 1900 for your Catalog Needs! 
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SECTION 4000 

'n"erfers, Vibrators, uA" Eliminators, etc. 

DC TO AC UNIVERSAL INVERTERS 
New, universal Inverters ''Ir operating no-v" 60 cycle AC equipment 
from DC voltages In autos, buses, trucks, boats, trains, planes and 
DC districts. Designed especlalll( lor standard nO-volt AC tape 
recorders, TV sets, radios, PA systems. electric razors, test equip­
ment, ete. Units are carelully engineered and ruggedly constructed 
to provide long Ufe opera.tion. All feature complete" RF interference 
suppression and exceptional Irequency stability. Have operating 
emclency In excess 01 75%. Four-pOint voltage regulator corrects 
output voltage for minimum and maximum loads, and also helps 
compensate lor Input voltages lower or higher than normal. Inverters 
are recommended for use with loads having power factors in excess 
01 70%. Built-In toggle switch selects most emclent operation lor 
use with TV sets or tape recorders. Inverters are not recommended 
for use with large motor driven appliances such as refrirgerators. 
washing machines, etc. AU have ON-Oft switches. Housed In attrac­

tive gray hammeriold metal cabinet with convenient leather carrying strap. Sizes: Standard Model RSF, 
8~x9J1ix5!4'; Heavy-Duty Model RHG 6J1ixll!4x8M-, Extra-Heavy-Duty Model HSJ, 6MxI2J1ix8~". 

:~~,~:~rn c~m~ ~~~.!:':t~nlk"ri'::,~e:;,~~gt~I~";~'::;:eri'J~g1~r2"it~0;t~~:~~; o~~~irl~~~ B~;:re~~~;~ 
In •• check wattage of equipment with which Inverter will be u •• d. 

Stock 
No_ 

Mfr's 
Type 

6U-RSF 
6U-RSF-P. 
6U-RHG 
6U-HSJ 

12U-RSF 
12U-RSF-P 
12U-RHG 
12U-HSJ 

• 28U-RSF 
• 28U-RHG 
• 28U-HSJ 

32U-RSF 
32U-RHG 
32U-HSJ 
50U-RSF 
50U-RHG 

1I0U-RSF 
1I0AU-RHG 
1I0BU-RHG 
1I0U-HSJ 
220U-RSF 
220U-RHG 
220U-HSJ 

Input A.C. 
D.C. Output 
Volts 60 Cycles 

6 110 Volts 
6 110 
6 110 
6 110 

12 110 
12 110 
12 110 
12 110 
28 110 
28 110 
28 110 
32 110 
32 110 
32 110 
50 110 
50 110 

110 IW 
110 110 
110 110 
110 110 
220 110 
220 110 
220 110 

Output Watt. 
Int. Cont. 

100 
100 
150 
175 
125 
125 
175 
250 
125 
175 
250 
150 
200 
325 
150 
225 
250 
325 
450 
600 
250 
325 
500 

80 
80 

125 
150 
100 
100 
150 
200 
100 
150 
200 
100 
180 
225 
100 
200 
150 
250 
350 
400 
150 
250 
300 

Shipping 
Weight 

221bs. 
22 
27 
37 
22 
22 
27 
37 
22 
27 
37 
22 
30 
37 
22 
27 
22 
27 
30 
37 
22 
27 
37 

List 
Price 

875.00 
75.00 
99.50 

125.00 
75.00 
75.00 
99.50 

125.00 
89.95 

119.50 
145.00 
89.95 

105.75 
145.00 
89.95 

119.50 
75.00 
89.95 

105.75 
145.00 
79.50 
99.50 

155.00 

Net 
Price 

$50.00 
50.00 
66.34 
83.34 
50.00 
50.00 
66,34 
83.34 
59.97 
79.67 
96.67 
59.97 
70.50 
96.67 
59.97 
79.67 
50.00 
59.97 
70.50 
96.67 
53.00 
66.34 

103.34 

PORTABLE PLUG-IN TYPE INVERTERS 
SPECIALLY DESIGNED FOR OPERATING STANDARD A. C, DIC­
TATING MACHINES, RECORD PLAYERS, INCANDESCENT LAMPS, 
ELECTRIC RAZORS. ELECTRONIC TEST EQUIPMENT, AND OTHER 
SMALL ELECTRICAL AND ELEC·TRONIC DEVICES FROM D. C. 
~g~r:::E:rJ: ~~I~:li~~~'i:l!;s~USES, TRUCKS, BOATS, P~ANES, 

~
---= !;!~~:'~~If,~!t~~'i,"i:rle~[ I~C~~:~~: .:iglltiy ~~d e~~\l'~Ji~fe~~~~ 6 ~d 'l~:~J\~ 

units plug Into cigarette lighter receptacle 01 any vehicle: others are equipped 

~ . 

~'.;-- . ,"" 
:~hr~:~~~~~lrgra,;g~~g~i:'~~~r:~~~~~et~s'i"p:~~'P~fu:~i,u:c~Wo~I~~~~::,~ 
mended tor tape recorders and large motor drl ven appliances such as refrig­
erators, washing machines, etc. Gray Hammerlold case with leather carrying 
strap. Sizes: DME, 5!4x4"x2,,"; RME and RMF, 8~x8x3"". °Recom-

::,.".tn,.d.~~~?lil~-n~~r~~':.':;1 ~~::~t:~t::~~::!~n!i~t eY'l.~:::·::'~u~:~'!."r~ 
Stock 

No, 
. Mfr's 
Type 

6-DME (I) 
6C-DME (I) 
6-RMF (2) 
6C-RMF (2) 

12-DME (I) 
12T-RME (2) (3) 

• 28-RME (2) 
32-RME (2) 

1I0-RME (2) 

Input A.C. 
D.C, Output 
Volts 60 Cycles 

6 110 Volts 
6/12 no 

6 110 
6/12 110 

12 110 
12 110 
28 110 
32 110 

110 110 

Output Watt • 
Int. Cont. 

40 
40 
80 
80 
50 

125 
100 
100 
ISO 

30 
30 
60 
60 
40 
90 
80 
80 

100 

Shipping 
Weight 

5lbs. 
5 

12 
12 

5 
12 
12 
12 
12 

List 
Price 

$24.95 
28.95 
49.50 
54.95 
24.95 
49.50 
69.50 
69.50 
59.50 

Net 
Price 

$16.63 
19.30 
33.00 
36.64 
16.63 
33.00 
46.34 
46.34 
39.67 

(I) These Inverters primarily recommended lor Edison VP dictating machines. May also be used with 
Model 200 Sound-scrlber (with engine 01 car not running). 

f~~ ~~~r~~: ~:~~-:=~y!~ci,J°[yg:~~~~g~~:o~::n~~S~~~' ~~~ft~t~~~1~~e't:~: r<:C~ld~Uff:J:r~t~~al6 
and Geloso Model G 255-S tape Recorder. 
(3) This Inyertar 'peclally designed and recommended also for use with RCA aJiN portable TV set 
or G.E. 9· portable TV set in an autoll1oblle. . 

G 
VIBRATORS 

FOR ALL AUTO 
RADIO SETS SINCE 

1954 USE ONE OF THE 
ATR VIBRATORS 

LISTED BELOW 
... ATR VIBRATORS 

FEATURE 

Ceramic Stack Spacers with TwcrBolt Stack con­
struction. 
Instant Starting-as a result 01 highly emclent mag­
netic c\reult with lormed base lor more uniform 
operation on both high and low voltages. 
Large Oversize Tungsten Contacts having Full Wip­
Ing ACtion-lor greater reliability and longer IIle. 
Perforated Reed 01 Highest Quality Swedish Spring 
Steel. 
Hilihest Precision Construction and Workmanshlp­
Practically all parts used are held to within a tolerance 
of 0.0005 of Inch. 
Value Plus-as readily evidenced by the Larger Con­
tacts, Ceramic Spacers and Precision Construction 
and Workmanship. Available In TEN-PAK. 
ATR No. 1400 (Bulk), 4·Prong, 6·Volt For All 6·Volt 
Sets Since 1954. . . . . . . . . . . . . . Net $1.19 
ATR No. 1843 (Bulk), 3·Prong, 12·Volt For All 12· 
Volt General Motors Since 1954 ..... ; Net $1.25 
ATR No. 1843 also used In lollowing automobiles: 

~~:.fi~~ 1\fo~I6"Jr !t,~c~~hl\B:~dlV55~~1 ra~r:;.';."cf: 
1956-57 Plymoutl} (~\lCO); 19E6 Studebaker Whllco) 
l'nd 1957 Mercl\ty (Phllco) 
ATR No. 1840 (Bulk), 4-Prong, 12·Volt For 12 Volt 
Cars other Than GM Sonce 1954. , .... Net '1.25 
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~ELECTRONIC 
TUBE PROTECTOR 

A "MUST" FOR EVERY TV HOME! WILL DOU­
BLE OR TRIPLE THE LIFE OF ALL TYPES OF 
ELECTRONIC TUBES, INCLUDING TV PIC-

i~Re~e;::;~~~' tq~\~~~~~ hu.~rn~al~~':;t l~a~::g':I~~ 
tPo~;t~n~O~n:~~~'1:l:t~rY~~heii;tO:t~~;~~1d~~n~~~~~ 
hammerlold-finlsh metal case. Available In two mod­
els. Our Floor Model 300 is 4"x2 %""x2~" snd weighs 
2 Ibs. Has 6 It. cord set to plug Into wall socket. 
Wall Model 250 Is 1- 15/16" OD x 3 JiN In length 
and plugs directly into wall socket. Shipping weight 
Is I lb. 

-Wall Model 250 
(l15 volt A.C.). . . . . . . Net $2.63 

-Floor Model 300 
(l15 volts A~.C_ . ..;.) __________ ' N_e~t_$;..3_._30_ 

G. 
SHAV- PAKS i: ""( ~./r 

'-·'/7 
Every man should have this lightweight ATR In­
verter In his car lor that "Keep Clean-Shaved LoOk." 

~~~ ~irt~r sr.,':.~~'b:m~ie~le;l[~C 3S~tv~~~lr:'f. 
Plugs into cigarette lighter receptacle. Fuse pro­
tected, rugged construction, and attractively housed 
in grey hammerloid-finish steel case. Size 4"x2Ys"x 
2~". Shipping weight 2~ Ibs. 
Model 6·SPB (6 volt) . . ..• . . . • . . . Net $7.97 
Model 12·SPB (12 volt) . . . , . ., . '. • . Net $7.97 

Net 

IDEAL AS A POWER SUPPLY FOR MODEL 
RAILROAD TRAINS, RADIO SETS, ELECTRO 
PLATING OUTFITS, AND OTHER 6 OR 12 
VOLT, D.C. EQUIPMENT. MAY ALSO BE 
T,JSED AS A BATTERY CHARGER. 

-Model 61OC·ELlF (6 volt at 10 amps. 
or 12 volt at 6 amps.) ......... Net $49.95 

-Model 620c:.ELlT (6 volt at 20 amps. 
or 12 volt at 10 amps.) ........ Net $66.95 

G·2 ~ 
~ ~3 

~AUTO PLUG-IN, HOME-TYPE 
PORTABLE BATTERY CHARGERS 
No Installation •.. Just plug into cigarette lighter 
receptacle! Makes motor starting easy! Keeps your 
car battery fully charged in your own garage. 
Operates directly [rom standard 110 volt A.C. 
Household Current. Available In three portable 
sizes lor both 6 or 12 volt cars. Light In weight, 
rugged in construction, economical. and bunt to 
last. Each battery charger is housed in grey bam­
merloid-flnish metal omplete with cord sets. 
Size of GI Is 5 ~Nx4 x2~'-shlpplng weight Is 
6 Ibs.; G2 Is 8M"x5 x3 )1i'-shlpplng weight Is 
8 Ibs.; and 03 Is 8M Ji Nx5)i"-shlpplng weight 
Is 10 Ibs. 
(G· 1) -Model 612CA4 (4 amp.) 

6 or 12 volt .... . . .. . Net $19.46 
(G·2) -Model 612CA6 (6 amp.) 

6 or 12 volt .... . . . . . . Net $22.46 

(G·3) 6 or 12 volt -:-~~el.612CA~0. (~o..:~jj~71 

~ EMERGENCY LIGHTING 
~ and POWER UNIT 

Completely Automatic Standby-Power Units Spe­
cIally DeSigned to Permit the InstantaneoUB Con­
tinued Operation 01 Critical Lighting Equipment, 
PA Systems, Amplifiers, Intercom Systems, Burglar 
Alarms, Fire Alarms, Synchronous Electric Clocks. 
ElectriC TIme and Recording Clocks, Incubators, 
Gas Valves, Telephone and Test Equipment, and 
Similar Critical Devices In the Event of 115 Volt 
AC Commercial Power LIne Failure. For Use: In 
Hospitals, Banks, Hotels, Theatres, Factories, Of­
fice Buildings, SChools, Homes, and Many Other 
Areas of Operation. 

*Storage A.C. Output Net 
Type Battery Output Wattage With 

Input 60 Cycles Int. Cont. Lamps 

661-ETM 6-voW' no-volts 80 60 $102.67 
662-ETS 6 110 100 80 119.67 
663-ETH 6 110 150 125 136.00 

1232-ETS 12 110 125 100 119.67 
1233-ETH 12 110 175 150 136.00 
1234-ETJ 12 110 250 200 153.00 

For Units Without Lamps Deduct 313.33 Net 
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SECTION 4000 

Electronic Tube 

PROTECTOR 
Specially Designed To Protect ALL Electronic Tubes in TV 
or Hi-Fi Sets, Amplifiers, and Similar Electronic Equipment. 
Will Double or Triple Tube Life Including Picture Tubes. 

ATR Electronic Tube Protectors should 
double or triple the life of all elec­
tronic tubes including picture_ tube in 
TV or Hi-Fi Sets, Amplifiers, Electronic 
Organs, and other similar electronic 
equipment. The ATR Electronic Tube 
Protector utilizes a thermal cushion­
action principle which also protects 
all other components by eliminating 
initial damaging surge currents. The 
ATR Electronic Tube Protector can be 
used with any electronic equipment 
having input wattage of 100 to 300 
watts. The Electronic Tube Protector 
plugs into the AC wall socket; where­
as, the TV or Hi-Fi Set then plugs into 
the tube protector receptacle. ~here 
will usually be a few seconds thermal 
cushion-action delay from the instant 
TV set is turned on to time of normal 
tube brilliancy due to action of Tube 
Protector. 

Two (2) models are 

available as illustrated 

Features-

• Small Size 

• Fuse Protection 

• Metal Case 

• Long life 

TYPE 

250 

300 

EASY TO OPERATE 

INPUT 
A.C. 
Volts 

115 

1'5 

Illustrates ATR Electronic Tube Protector 
Model 300 

Illustrates ATR Electronic Tube Protector 
Model 250 

A.C. OUTPUT 
Yolts Amperes 

SHIPPING 
WEIGHT 

11,5 

115 

'·3 
,·3 2 

Dealer 
Price 

$2.63 

3.30 

• Rugged Construction 
ATR Type 250 Electronic Tube Protector has dimensions 1'~,' 00 x 3Va" in length. Housed in 
attractively finished golden brown hammerloid metal container. Plugs directly into wall socket 
as iIIlustrated on reverse side. 

• Automatic Operation ATR Type 300 Electronic Tube Protector has dimensions 4" x 25/a" x 2%". Housed in attractively 
finished golden brown hommerloid steel Case having rubber mounting feet. Has cord set to plug 
into wall socket providing flexibility in positioning. 

JOBBERS ATTENTION: See Page 990 in this ATR Section and Page 630 in Section 1900 for your Catalog Needs! 
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SECTION. 4000 

DEPENDABLE PERFORMANCE 
WITH ACME ELECTRIC 

AUTOMATIC VOLTAGE STABILIZERS 
This automatic voltage stabilizer has been specifically engineered to provide 
the necessary stabilization for television receivers up to 24". /·'t is provided 
with a primary cord and plug for connection to any convenient 115/120 volt, 
60 cycle circuit. A built~in receptacle accommodates. connection for the TV set. 
This unit functions only when TV set is turned on. When set is not in use, a 
built-in relay disconnects primary circuit thus stopping coil magnetism. Oper­
ation is noiseless and completely automatic. Voltage fluctuation from 95 to 
130 volts is automatically adjusted to stabilized 118 volts ±2% within 
1/30th second. 

Output capacity 200 VA 
length llV2"; width 5%"; height 51/4" 
Weight 22 Ibs 

The type 8394 M voltage adjustor is ideal 
for applications where a below normal or 

above normal voltage exists for relatively 
long periods of time each day Essentially 
this is a tapped winding transformer with 
four below normal voltage contacts and 
two above normal voltage contacts, to 
provide voltage correction over a range 

from 95 to 125 volts. Unit is furnished 
complete with cord and plug for connec­
t'ion to available circuit, built-in second­
ary receptacle and includes voltmeter and 
regulating switch. 
Capacity 300 VA 
Height 434"; width 4"; depth 5" 
Weight 5 Ibs. 

D. C. POWER SUPPLY 
The type PS 6757 is a compact poriable instrument that suppiies a stabilized 
direct current, adiustable from 0/45 volts. It is ideal for use in transistor 
testing, circuit testing, to provide r~gulated voltage for light testing. Used in 
place of battery stacks, it provides a dependable direct current source of 
supply. 
Supplied with grounded cord and plug set to connect to any convenient 60 
cycle, 95/130 volt circuit. Filtered direct current output rcmge from 0 to 45 
volts, 0/2.5 amperes is continuously adjustable and stabilized ±1 % at any 
setting regardless of alternating current fluctuation. Voltage regulation 5% 
between full load and no·load at full voltage seiting. 
Portable Model ·PS 6757 
11 1/2" x 734" x 4". Weight 23 Ibs. 
Rack Model PS 1-6757 
19" x 51/4" x 71/2". Weight 21 Ibs. 

SCOPE·O·TROL 
This is a DC voltage reference supply 
particularly useful in oscilloscope anal­
ysis. It provides an opposing potential 
which cancels out the direct current in­
crement of a circuit being checked, so 
that both DC and AC steady ·state 
voltages may be observed on the scope 
in their true form. 
This instrument completely eliminates 
the common method of stacking bat­
teries in various combinations thus 
completely avoiding the spurious re­
sponse and great variations frequently 
resulting from instability of battery 
output. 

Supplied with primary grounded cord 
and plug for connection to any 115 
volt 60 cycle AC circuit. Regulated out­
put range from 0 to 300 volts DC 
is stabilized at any desired setting. 
Coarse adju.stment is in 75 volt steps. 
Fine adjustment potentiometer .25/ 
degree. Ripple is less than 1 millivolt 
RMS. Current limiting and short circuit 
protection are inherent features. 

Scope-O·Trol type PS-31510 

Input 11-5 volts, 60 cycle. Output 0·300 
volts DC 

Size: 6" x 61,4" X 9"; weight 7 Ibs. 

ACME ELECTRIC CORPORATION 
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MAIN OFFI.CE and PLANTS: CUBA, N.Y. 
In Canada: Acme Electric Corp. Ltd., 50 Northline Rd., 

Toronto, Ontario 
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SECTION 4000 

CiAIJOciahul Sp1lliallitM. CIJ. 
OREFIELD, PA. 

Input: 105-125 volts AC. 50-60 cycles. 

DC Output Voltage: Continuously variable from 200 to 325 
volts DC for load currents 0 to 100 rna. 

Regulation of DC Voltage: Better than 1% for loads of 0 
to 100 rna. and line voltage variations from 105 to 125 volts. 

Ripple Output: Less than 10 millivolts rms. 

Isolated Output: Both positive and negative sides of the 
output are isolated from ground. Either side may be grounded 
or the output may be left floating. 

AC Output for Filaments: An isolated AC voltage of 6.3 volts 
AC at 3 amperes is available at the output terminal connections. 

Overload Protection: A fuse mounted on the front panel 
protects supply against external overloads or internal failure. 

MODEL 2 SUB.CHASSIS MOUNTING $49.50 
Sub-chassis mounting type regulated power supplies are de­
signed to save space and 1110ney. They can be mounted on a 
chassis along with other components and thereby save space 
which would be used by a relay rack mounting supply. Savings 
are made in the size and cost of the cabinet required for a 
job along with the lower cost of the sub-chassis mounting 
supplies. 

SAME AS MODEL 1 EXCEPT 

Dimensions: 9" wide, 8'%," long, 4'%," high above chassis, 
1 %" clearance required below chassis. Size of cut-out required, 
814" wide x 8" high. Location of four mounting holes: 8%" wide 
x 8H" high. 

Chassis Finish: Aluminum. 

Controls: DC output voltage control adjustable from the top 
side of the chassis. 

© U.c.P., Inc. Net 

ELECTRONICALLY 
REGULATED 

D.C. 

CONSTANT VOLTAGE 
POWER SUPPLIES 

RELAY RACK MOUNTING TYPES $52.50 
MODEL l-BK (BLACK RIPPLE FRONT PANEL) 

MODEL l-GR (GRAY RIPPLE FRONT PANEL) 

Input and Output Connections: All input and output con­
nections are made to a single terminal strip conveniently located 
on the Tear of the chassis. 

Dimensions: Standard 19" relay rack mounting. Panel Width: 
19 inches; Panel Height: 5'4 inches; Depth Behind Panel: 7'4 
inches. 

Cabinet Finish: Standard Black ripple enamel. 

Controls: Rear Chassis-DC output voltage control. Front Panel 
-Pilot light, input power switch, and fuse. 

Weight: Net weight is approximately 20 pounds. 

High Quality Components: Only components of the highest 
quality are used in this equipment insuring you years of trouble­
free dependable operation. 

Accessibility: By removing two small screws, the front panel 
may be removed while the supply stays mounted on a relay 
rack or cabinet. This allows quick and easy inspection. 

MODEL 3 CABINET MOUNTING $69.50 
An ideal unit for bench work or assembly into equipment. 

SAME AS MODEL 1 EXCEPT 

Input Connections: A line cord at rear of cabinet. 

Output Connections: 5 way binding posts. 

Dimensions: 5" wide, 7" high, 16" deep. 

Panel Finish: Aluminum. 

Cabinet Finish: Gray enamel. 
Controls: D.C. output voltage on front panel. 
Meters: Output voltage. 

Weight: Net weight is approximately 20 pounds. 

Weight: Net weight is approximately 14% lbs. 

MODEL P2 PANEL $9.00 
Mounts twO Model 2 power supplies side by side in a 19 inch 
relay rack space 8%" high. 
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SECTION 4000 

BURGESS BATTERIES 

I 
P6 

2U6 

Hg-9 

laUR6ESS 

........ roo ...... :' 

< , 

2R 

C5 

P45M 

I 
XX45 

BURGESS 
Number 

NE 
XX9 
D6 

,2N6 
4D4 
2U6 
A4 
D6PI 
C6X 
P6 
D5 
130 
230 
930 
M6 
D6S 
2Z3 
Y16 
L6 

Hg-IR 
Hg-3R 
Hg-4R 
Hg-9 
Hg-12R 
Hg-42R 
HI33 
HI46 
HI63 
HI64 
HI65 
HI77 
H233 
Hg-312 
Hg-400R 
Hg-401 
Hg-450R 
Hg-502R 
Hg-520 
Hg-601R 
Hg-625R 
Hg-630 
Hg-640 
Hg-675 
302157 
302250 
302478-M 
302642-M 
303145 

Z4 
F3 
B5 
C5 
T5 
2R 
I 
Z 
2D 
D3 
21R 

P45 
XX45 
P45M 
K45 
N60 
XX50 
U30 
P60 
UI5 
UX45 
N60X 
UB45 
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NEDA 
Numbers 

1900 
1603 
1602 
1400 
1604 

1601 

1600 
26 
14 
13 
15 

1605 
1608 
1610 
1606 
1611 

2 
3 
8 
9 

10 
13 
14 
15 
18 
19 
20 

211P 
200 
211M 
203 
204 
212 
213 
214 
215 
217 
216 

Overall Dimensions 
Other Volts Terminal Type 

W H 

Unit I Pack· 
age 

Quan· 
tities 

BURGESS ACTIVATORS FOR TRANSISTOR CIRCUITS 

239 
276 
246 
274 
216 

2506 
2356 

226 
707 
635 

Al00 
1015 
266 

2761 
243 

EI77 
206 

I ~ Flashlight Ji'6 (diam.) 1'Ji4 
9, 13~ Socket 1%2 2%2 2'~2 

9 Snap Type 2~6 2 3%2 
9 Snap Type 1% 1% 2% 
6 Snap Type 2'~2 2 7~6 
9 Snap Type 1 3%4 19'11 
6 Flat Contacts 1%2 1%2 2').3'2 

3,6,9 Socket 2'%2 lJi'6 72~2 
9 Snap Type 2~6 1).3'2 6){6 
9 Snap Type 1 (diam.) 1'~6 
7~ Snap Type 2~6 2 2~2 
1 ~ Flashlight 6~ (diam.) 1'~6 
1 ~ Flashlight 12Ji4 (diam.) 22544 
1 ~ Flashlight 3%4 (diam.) 13).3'2 
9 Snap Type I W6 I'K6 2Ji'6 
9 Socket 21f4 1\4 72%2 
4~ Snap Type 1% 1% 2% 
9 Snap Type % % 19/'0 
9 Flat Contacts 4~4 (d'iam.) 13).3'2 

BURGESS MERCURY ACTIVATORS 

6 
1 
1 
1 
1 

12 
1 
1 
1 

12 
1 

12 
24 
12, 

1 
1 
1 

12 
12 

Information on additional Mercury Balleries not listed below is available. 
El 1.35 Flat % (diam.) 21-1'2 4 
E3 1.35 Flat 1 (diam.) 2).3'2 4 
E4 1.35 Flat 1'~4 (diam.) 21-1'2 4 
E9 1.4 Flat '%2 (diam.) 13).)'2 12 

E12 1.35 Flat % (diam.) 2 2 
E42 1.35 Flat 1'~ (diam.) 2% 1 

E133 4.2 Flat 2).)'2 (diam.) 2 12 
E146 8.4 Snap 1 '%2 1'~6 6 
E163 4.2 Flat 2).3'2 (diam.) 1~6 2 
ElM 5.6 Flat 2).3'2 (diam.) 1~ 12 
E165 7.0 Flat 2).3'2 (diam.) 2'~4 2 
EI77 9.8 Snap 3%'4 (diam.) 12%2 12 
E233 4.2 Flat 1)£4 (diam.) 13).)'2 

E400 
E401 

E502 

E625 
E630 
E640 
E675 

1.4 Flat ~6 (diam.) %'4 
1.35 Flat 2%'4 (diam.) %'4 
1.4 Flat 2%'4 (diam.) 1 Yo 
1.35 Flat 2%'4 (diam.) ~6 
1.35 Flat '%2 (diam.) 13).3'2 
1.40 Flat X (diam.) %2 
1.35 Flat % (diam.) I%'4 
1.35 Flat % (diam.) Y.I 
1.4 Flat % (diam.) Y.I 
1.4 Flat % (diam.) Ji'6 
1.4 Flat 2%'4 (diam.) '~4 
'/'35 Socket 2Ji'6 1~6 4K6 
9.45 Tabs 2).)'2 (diam.) 1 Ya 
9.8 Flat 1 Y.I (diam.) 3~6 
6.75 Flat 1 Y.I (diam.) 2~6 
8.4 Snaps 2Yo 'K6 4% 
BURGESS PORTABLE RADIO "A" 

724 6 Flat Contacts lK6 lK6 2~2 
736 4~ Socket 4 H{6 414 
713 7~ Socket 32%2 % 22%2 
717 7~ Socket 2%2 1'~6 3).3'2 

W360 7~ Socket 2'~2 2'%2 329-1'2 
950 1 ~ Flashlight 12)(4 (diam.) 22%'4 
935 1~ Flashlight 6~4 (diem.) 1'~6 
915 1~ Flashlight 3%'4 (diam.) 13).3'2 
720 1 ~ Socket 2~6 1 %2 23).3'2 
726 4Y. Socket 3% 1~6 2'~6 
964 1 ~ Flashlight 12Ji4 (diam.) 4Ya 

BURGESS PORTABLE RADIO "B" BATTERIES 
477 
467 

457 
490 
437 
415 
479 
412 
416 
495 

67~ 
67~ 
67~ 
67Y. 
90 
75 
45 
90 
22~ 
67Y. 
90 
67~ 

Snap Type 
Snap Type 
Snap Type 
Snap Type 
Snap Type 
Snap Type 
Snap Type 
Snap Type 
Flat Contact 
Snap Type 
Snap Type 
Snap Type 

Trade Discount Applies To list Prices Only 

6 
6 
3 
4 
2 
6 
2 
4 
4 
4 
6 
1 

1 
6 
1 
6 
3 

48 
24 
12 

1 
6 
1 

6 
6 
6 
6 
6 
6 
1 
6 
1 
1 
1 
1 

Weight 
of Unit 
Package 

in 
Pounds 

Yo 
2 oz. 
1 
3/'0 
2~ 
1 

1f4 
1% 
% 

1% 
% 

1% 
5\4 
~ 
Ys 

114 
% 
X 

1 

.13 

.30 

.45 

.90 
.25 
.50 
.20 
.50 
.15 
.20 
.80 
.50 
.20 
.024 
.024 
.09 
.01 
.16 
.22 
.16 
.05 
.05 
.15 
.22 
.844 
.062 
.556 
.394 
.551 

Ys 
6~ 

X 
3% 
4 
11 
2% 
~ 

Ys 
4X 

Ys 

3% 
4~ 

4 
2~ 

6 
5'4 

14 
5 
1 oz. 

1f4 
1 

K6 

list Price 
Each 

$ .125 
1.50 
1.80 
I.B5 
4.75 
1.35 
1.00 
2.50 
1;60 
1.35 
1.50 

.25 

.25 
.25 

1.50 
1.95 
1.59 
1.20 

.75 

.59 
.80 

1.05 
.75 

1.25 
3.15 
1.50 
1.95 
1.60 
2.00 
2.45 
1.95 
2.(,5 

.33 

.36 

.50 

.50 

.96 
.25 

1.00 
.45 
.45 
.45 
.38 

15.75 
3.75 
6.60 
5.25 
9.10 

1.00 
1.35 
2.25 
1.50 
1.90 

.20 

.20 
.15 

1.20 
1.35 

.45 

3.10 
3.50 
4.00 
3.45 
4.50 
4.50 
2.50 
3.95 
1.50 
2.95 
4.95 
2.75 
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SECTION 4000 

BURGESS BATTERIES 

I I I I 
Terminal Type I 

I 

Unit 

I 

Weight 
Overall Dimensions Pack- of Unit 

BURGESS NEDA Other Volts age Package 
Number Numbers L W H Quon- in I List Price 

tities Pounds Each 

BURGESS PORTABLE RADIO "A & B" BATTERIES 
G6B60 400 752 9A, 90B Recessed Plug 13'~, 21K6 4'73', 1 7 $8.25 
F6A60 401 753 7%, 9A, 90B Socket 9~6 2'73', 4~6 1 6 7.75 
T5Z50 403 755 6, 7%A, 75B Socket 8% 3173', 2% 1 3\" 7.25 
T5Z50P 431 785 7V,A,75B Recessed Plug 8V, 3173', 2% 1 3\" 6.90 
F6A60P 406 757 9A,90B Recessed Plug 9?j6 2% 4173', 1 6 7.95 
T6Z60 405 756 7V" 9A, 90B Socket B1~6 2K6 31K6 1 4% 6.95 
T6Z60P 42B 727 9A,90B Recessed Plug 81~6 2K6 31K6 1 4\" 7.45 
4TZ60 425 729 lV,A,90B Socket 7% 2% 3% 1 3% 6.25 

BURGESS SEALED RECHARGEABLE NICKEL CADMIUM CELLS AND BATTERIES 
*(L after cell number indicates types with solder lugs on terminals). 

Information on addition·al Nickel Cadmium Batteries not listed below is available. 

CDI 1.25 .460 (diam.) .225 1 1.66 
CD2 1.25 .610 (diam.) .236 1 1.16 
CD8 1.25 .984 (diam.) .232 1 1.29 
CDSL 1.25 .984 (diam.) .257 1 1.41 
CD3 1.25 .984 (diam.) .275 1 1.31 

'CD3L 1.25 .984 (diam.) .300 1 1.44 
CD4 1.25 .984 (diam.) .350 1 1.36 

'CD4L 1.25 .984 (diom.) .375 1 1.73· 

CDS 1.25 1.700. (diam.) .300 1 2.10 
'CD5L 1.25 1.700 (diom.) .325 1 2.29 

CD6(AA) 1.25 .560 (diam.) 1.950 1 2.75 
CD6L(AA) 1.25 .560 (diam.) 2.275 1 3.14 
CD9 1.25 .550 (diam.) 3.680 1 4.30 

CD7(D) 1.25 1.300 (diam.) 2.425 1 5.00 

CD7L(D) 1.25 1.300 (diom.) 2.775 1 5.35 

CD21 6 1.065 (diom.) 1.525 1 8.20 

CD22 6 1.065 (diom,). 1.975 1 S.43 
CD23 6 1.800 (diam.) 1.725 1 14.50 
CD24 9.6 1.065 (diam.) 2.650 1 13.41 

CD25 9.6 1.065 (diam.) 3.110 1 , 13.6S 
CD25L 9.6 1.065 (diam.) 3.200 1 

I 13.54 

CD26 9.6 1.800 (diam.) 2.575 1 22.50 

CD27 12 1.065 (diam.) 2.925 1 16.50 

CD28 12 1.065 (diom.) 3.600 1 17.08 
CD29 12 1.800 (diom.) 3.100 1 27.95 
CD30 6 1% IV, 31K6 1 28.53 
CD31 6 31K6 11?{, 3% 1 34.00 
CD100 1.25 1.36 .75 3.36 1 11.72 
CD101 1.25 1.36 1.36 2.40 1 10.90 
CD102 1.25 1.36 1.36 3.36 1 12.22 
CD1035 1.25 1.57 .92 4.01 1 15.85 
CD104 1.25 1.67 1.93 3.13 1 17.32 
CD105 1.25 1.67 1.93 3.65 1 19.39 
CD1065 1.25 1.57 1.48 4.01 1 24.S4 
CD107 1.25 1.67 1.93 4.25 1 21.05 
CD108 1.25 1.05 3.56 4.90 1 20.30 
CD109 1.25 1.34 3.56 4.90 1 25.75 
CD110 1.25 

I 
1.66 3.56 4.90 1 30.22 

CD111 1.25 1.97 3.56 4.90 1 I 34.70 

BURGESS INDUSTRIAL - ELECTRONIC - TRANSISTOR BATTERIES (" A" TYPES) 
Z 15 915 

I 
IV, Floshlight 3%'4 (diam.) 1373', 12 V2 .15 

7 24 912 1% Flashlight 1%, (diam.) 1% 12 '4 .15 
1 14 935 1% Flashlight 6;1{4 (diam.) 11~6 12 1'4 .20 
2R 13 950 1% Flashlight 1'J{4 (diam.) 2'%'4 48 10 '.20 
5R ... ... 1% Flashlight 4%'4 (diam.) 21%'4 12 % .20 
8R 23 960P 1% Socket 1%, (diam.) 31K6 1 '4 .85 
9R ... lO15E 1% Flashlight 3%'4 (diom.) 16;1{4 12 V, .17 
37 ... ... lY2 Flashlight lK6 (diam.) 6Va 1 Ys .98 
2F 11 W353 lY2 Socket 21%, 1% 4'4 1 % 1.10 
2Z ... 1016E 1% Flashlight IV. % 16;1{4 10 % .45 
2FSP 700 W354 1% Binding Post 2'73', 1% 473', 5 4Ys 1.15 
F2BP 701 W352 3 Bi nd i ng Post 2'73', 1% 473', 5 4 1.15 
F4BP 915 510S 6 Bi nd i n9 Post 2% 2% 4 1 1% 1.19 
2F2H 703 W356 3 Bi nd i ng Post 2% 2% 4J{6 5 7 1.55 
422 704 750 3 Bross Straps 1173', '%, 2K6 10 lYs .85 
432 705 751 4V2 Brass Straps 13)-3', ')-3', 2'4 10 2 1.00 
532 706 703 4% Bross Straps 21%, 1K6 2'%, 1 3/10 1.02 
2F4FL ... . .. 6 Flexible Leads 4% 21J{6 5V, 1 24/5 2.35 
44 ... .. , 1% Binding Post 1'~, (diam.) 4%, 1 ¥. 1.43 
4 ... . .. 1% Flashlight 4J{4 (diom.) 2 50 3 .31 
2BBP ... . .. 1% Binding Post 11~, '?{, 21J{6 6 1% 1.65 
B2BP ... . .. 3 Binding Post 1% 1K6 21J{6 6 1% 1.40 
2F2BP ... .. , 3 Binding Post 5K6 lK6 4%, 1 14/5 3.20 

(Continued on next page) 

F6A60 

~ 
CD3 

CD7 

IIII III 
CD25 

F2BP 

F4BP 

530S 
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SECTION 4000 

BURCiESS BATTERIES 
Unit Weight 

Overall Dimensions Pack- of Unit 
BURGESS NEDA Other Volt. Terminal Type age Package List Price 
Number Numbers W H Quan- in Each 

i 
tities Pounds 

BURGESS INDUSTRIAL - ELECTRONIC - TRANSISTOR BATTERIES (" A" TYPES) (Cont.) 
4F 4 742 Ph Socket 2% 2% 4%2 6 B~ $ 1.65 
F4PI 6 744 6 Socket 22~Z 22~2 4Ya 6 9 1.65 
G3 7 746 41-2 Socket 4J{6 H'a 41J{6 6 71-2 1.50 

Y15 F4X 6 Binding Post 5~6 11%2 4Ya 1 13,4 3.79 
2F4 1 71B 6 Socket 4 2W6 5K6 1 2~ 3.90 
6F 5 743 11-2 Socket 4%2 2% 4J{6 1 2% 2.75 
4FL 12 11-2 Socket 4r. 1% 5~6 1 1~ 2.20 
BF 17 741 11-2 Socket 32~2 2~2 51-2 1 3 3.45 
2F4L 16 747 6 Socket 4 11-2 103,4 2 61-2 3.95 

BURGESS INDUSTRIAL - ELECTRONIC - TRANSISTOR BATTERIES ("B" TYPES) 
Ul0 20B 411 15 Flat Contact 1 3%4 lK6 1 1 oz. 1.15 
U15 215 412 22Y2 Flat Contact 1 3%4 13~2 1 1 oz. 1.50 

Ul0 U20 210 413 30 Flat Contact 1 3%4 21~2 1 2 ozs. 1.75 
W30 45 Binding Post 3 11/4 32%2 1 % 3.15 
XX15 425P 22Y2 Socket 11~2 1~6 31's 1 v.. 1.95 
XX22 433P 33 Socket 21~2 3~2 3% 1 YJ 2.45 
XX30PI 455P 45 Socket 21~2 3~2 4~z 1 1-2 3.00 
Yl0 220 504 15 Flat Contact 1~2 1~2 123(4 1 1 oz. 1.15 
Y15 221 505 221-2 Flat Contact 1~2 1~2 13~2 1 1 oz. 1.50 
Y20 223 506 30 Flat Contact lK6 I~Z 11%2 1 1 oz. 1.85 
Y20S 222 507 30 Flat Contact 1~2 1~2 2~6 1 1 oz. 1.85 
Z30NX 711 W350 45 Binding Post 3~2 lr. 41~2 5 7% 3.B5 
U200 722 493 300 Pin Jacks 2% 2~2 31's 1 1 11.95 
D30 4B7 45 Socket 5J{6 2~z 7~6 1 4V2 4.95 
Z30T 45 Socket 3 2~6 4% 1 11-2 3.75 

XX30PI W30BPX W358 45 Binding Post 3 Iv.. 32%2 1 % 3.55 
X30FL 45 Flexible Leads 21~6 1~6 4W6 1 4/5 5.B2 
Z30BP W351 45 Binding Post 31J{6 21~2 3K6 1 1% 7.55 
Z60BP 90 Binding Post 33,4 21~2 51~6 1 2% 13.30 
Z96P(996B) 144 Binding Post 2% 2% 13~6 1 33,4 26.00 
5156PI 721 768 221-2 Socket 4%'4 2% 25%'4 1 1% 4.45 
XX30 201 455 45 Snap Type 21~2 3J.s'2 32~2 6 33iJo 2.75 
M30 202 482 45 Socket 3~6 13,4 5Y2 1 2 3.B5 
A60 90 Socket 4K6 3% 41-2 1 3YJ 7.95 
W30PI 733 45 Socket 23~2 1~2 3~2 1 % 3.33 
W20PI 30 Socket 1~6 lW6 3~2 1 1-2 2.41 
XX69 227 W361 1031-2 Flashlight 11~2. l1J.s'2 11~2 -I 1 6.57 

5540 
Z30 205 738 45 Socket 3 2~6 4J{6 2 2% 3.95 
A30 206 W359 45 SoCket 3~6 21;4 4~6 2 3~ 3.55 
B30 207 484 45 Socket 4J{6 21~2 5~6 2 4Y2 4.70 
4156 710 763 221-2 Bi nding Post 31~2 2% 22~2 1 1 2.35 
5156SC 708 77B 22Y2 Spring Clip 4% 2~ 23,4 5 8 4.45 
530B 709 W376 45 Binding Post 4),(6' 2~6 5% 1 3 4.35 
Kl0 224 417 15 Flat Contact Iv.. 1's 11~2 1 2 ozs. 1.65 
K15 225 420 221-2 Flat Contact 1'4 1's 2~2 1 2 ozs. 1.75 
K20 226 410 30 Flot Co "tact Iv.. 1~6 22~2 1 3 ozs. 2.15 

BURGESS INDUSTRIAL AND ELECTRONIC "C" BATTERIES 
2370PI 718 771 41-2 Binding Post 4),(4 12%'4 26~ 5 31-2 2.25 
2370 712 761T 41-2 Binding Post 31~6 1% 21's 5 33,4 1.90 

2 5540 - 713 773 7~ Bndg Post Neg 4 ra 23,4 5 2% 2.35 
5360 714 781 41-2 Binding Post 21%2 2~2 22J.s'2 10 2Ys 1.25 
W5BP 7~ Binding Post 23J.s'2 2%2 13,4 6 4/5 2.10 
A3BPX 41-2 Binding Post 13~2 % 21f4 1 v.. 2.50 

~ 
ABBP 12 Binding Post 2% 12%4 21%2 1 1-2 3.BO 
A9BP 131-2 Binding Post 2%2 2%2 21%2 1 Y2 4.20 
B5P 7~ Socket 4%2 11%2 22~2 1 % 3.75 
D6BP 909 9 Binding Post 4%2 23,4 3 1 1% 3.10 
2156 702 766 ' 221-2 Serinll Clies 62!i2 4!{6 23J.s'~ 6 17V2 6.25 

BURGESS FARM RADIO "A", liB", AND "A" & "B" BATTERIES 
20F2 720 X-125 3 Socket 111-2 4 6Ya 14 9.30 

TWI 20F 719 740 11-2 Socket 7% 2~6 61~6 64/5 9.S5 
2130SPI 727 W364P 45 Socket 8% 41%2 7~2 124/5 7.65 
21308SC 715 W364~ 45 Spring Clip 8Y. 41%2 7~2 124/5 7.65 
10308PI 726 W363P 45 Socket 8J.s'z 4J.s'2 7K6 111-2 6.90 
1030SSC 716 W363F 45 Spring Clip B~2 4J.s'2' 7K6 12 6.90 
230BPI 717 W365P 45 Socket B%2 23J.s'2 7'4 74/5 5.50 
230BSC 723 W365F 45 Spring Clip B%2 23J.s'2 71f4 74/ 5 5.50 
17GD60 413 759 I~A,90B Socket 15W6 4% 7J{6 1 20 10.65 

BURGESS FLASHLIGHT AND LANTERN BATTERIES (Continued on next page) 

2 (24V) 13 950 11-2 Flashlight 12),(4 (diam.) 2% 4B 11 .20 
2 (50 Bulk) 13 950 11-2 Flashlight 12),(4 (diam.) 2% 50 11 .20 
210 (24V) 1050 lY2 Flashlight 12),(4 (diam.) 2% 48 11 .25 
210 (Bulk) 1050 lV2 Flashlight 12),(4 (diam.) 2% 50 10% .25 

4FH 1 14 935 11-2 Flashlight 63(4 (diam.) 11~6 24 2% .20 
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SECTION 4000 

BURGESS BATTERIES 

I 
Unit Weight 

Overall Dimensions Pack- of Unit 
BURGESS NEDA Other Volts Terminal Type age Package List Price 
Number Numbers W H Quan- in Each 

tities Pound. 

BURGESS FLASHLIGHT AND LANTERN BAHERIES (Cont.) 
Z 15 915 1'12 Flashlight 3%'4 (diam.) 13J.i'2 12 V2 $ .15 
7 24 912 1'h Flashlight 1%2 (diam.) 1% 12 1f4 .15 
N (Bare) 910 W468 1'12 Flashlight K6 (diam.) 11)14 12 Ys .125 
F4H 908 509 6 Spring 2% 2% 4% 12 18 1.19 
F4SC 917 510F 6 Spring Clip 2% 2% 4'12 1 lV2 1.19 
4F2H 901 W357 3 Spring Clip 32%2 21K6 51%2 1 2% 2.05 
530 45 Socket 4K6 21?s'2 5K6' 2 6 3.85 
TWI 918 731 6 Binding Post 5% 2% 41~6 1 3Ys 2.75 
TW2 6 Binding Post 5% 29'. 41~6 1 3Ys 2.75 

BURGESS IGNITION - TELEPHONE AND PROTECTIVE SYSTEM BAHERIES 
* Battery also available with spring clip terminals ** Battery also available with screw terminals 

4FH 900 735 1'12 Screw Terminal I 2% 2% 4 12 16 1.25 
4F2H 901 W357 3 Spring Clip 32%2 21){6 51%2 1 2% 2_05 
4F4H 902 706 6 Binding Post 8K6 2W6 51:j(6 1 6Ys 4.98 
4F5H 903 715 7)1 Binding Post 7:j(6 33J{2 51:j(6 1 7% 7_25 
4F6H 904 716 9 Binding Post 8V2 33J.i'2 51:j(6 1 9 8_25 

*6Ign. 905 6lgn. 1'12 Screw Terminal 2'12 (diam.) 6% 12 22 1.25 
**6 Tel. 906 6GL 1'12 Spring Clip 2'12 (diam.) 6% 12 24% 1.25 

6 Ind. 911 6 Ind. lV2 Screw Terminal 2V. (diam.) 6% 12 22 1.35 
5461 907 1461 6 Binding Post 10)1 2% 71%2 6 51 4.98 
2Z2PI W371 3 Socket 1%2 1%2 21%2 12 2V. 1.02 

BURGESS PHOTO-FLASH BAHERIES 
120 835 1'12 Flashlight 1 (diam.) l 1K6 48 5)/,1 .25 
220 850 1'12 Flashlight l1J{2 (diam.) 22%4 48 11 .25 
920 815 1'12 Flashlight 3%'4 (diam.) 13J.i'2 24 1 .20 
UI5 215 412 22'12 Flat Contact 3J{2 ~6 13J.i'2 1 1 oz. 1.50 
YIO 220 504 15 Flat Contact 1%2 1%2 12~ 1 1 oz. 1.15 
Y15 221 505 22V. Flat Contact 1%2 1%2 13J.i'2 1 I oz. 1.50 
Ul0 208 411 15 Flat Contact 1 3%4 . lK6 1 10z. Ll5 
U20 210 413 30 Flat Contact 1 3%4 21?s'2 1 2 ozs. 1.75 
XX150 489 225 Pin Jacks 4'4 2% 414 1 ·2'12 9.95 
U160 491 240 Flat Contact 2~6 lK6 41%2 1 % 7.95 
N150 492 225 Pin Jacks 3~6 2% 4% 1 2'12 8.75 
U320 497 510 Flat Contact 21K6 11?s'2 5K6 1 IV. 15.95 
K30P-K 45 Battery & Bulb 6 2)1 2.50 

BURGESS RADAR LIGHTS 
NOTICE: All Radar Lights are packed in individual cartons complete with battery. 

Unit Wt. of 
LIST PRICE EACH 

BURGESS 
Number 

TW3 
TW4 
TW7 
TW8 
TW9 
TWll 
TW12 
TW4E 
TW6E 
TW34 

BURGESS 
Number 

JRl 

618 Assart. 
259 
159 
258 Assort. 
359 
57 Assart. 
257 
357 
459 
457 
152 
350 
450 
453 
P92 
LD34 

Description Pkg. Un. Pkg. Head Quon. in Lbs. Only 

Radar-Lite Spot.Flasher 1 51/10 $10.20 
Radar·Lite Spot-Without Flasher 1 4% 7.75 
Radar-Lamp Chrome-Finish 1 4Ys 6.50 
Radar-Lamp Copper-Finish 1 4Ys 6.50 
Radar Bearcat Focusing lantern 1 4V. 4.50 
Radar-Lite (Bulb Reflector Model) 1 4% 6.20 
12 Volt Radar-Lite (Uses TW2 Battery) 1 5 8.20 
Power Failure Operated Lantern (Spot Beam) 1 6 17.50 
Power Failure Operated Lantern (Flood Beam) 1 6 17.50 
Radar-Flash ! 4Ys 3.95 

BURGESS RADAR-MATE (less batteries) 
Unit 

Description (Batteries not included) Pkg. 
Quan. 

4V. Volt Lantern. Uses 3 No.2 (Size D) batteries. 6 

BURGESS FLASHLIGHT CASES (less batteries) 
3-159,3-258,3-259,3·359 1 
Aurora Flashlight-2 Cell Prefocused 6 
Magnet Flashlight-2 Cell Prefocused 6 
7 Vanguard Flashlights (Includes 1 FREE) 1 
Family Special Flashlight-2 Cell Prefocused 8 
1·257,4-357, 1·457 1 
Satellite Torch-2 Cell Junior Prefocused 3 
Satellite Torch-2 Cell Prefocused 6 
Satellite Torch-3 Cell Prefocused I 
Satellite Torch-4 Cell Prefocused 1 
Penlight-Tu-Tone Colors 12 
2 Cell Tough Industrial Flashlight 6 
3 Cell Tough Industrial Flashlight 1 
2 Cell Industrial-Safety Light 1 
Penlight (Heavy Duty) Assorted Colors 6 
Lens Display Kit-32 Popular Lenses 1 

Battery Complete 

$2.75 $12.95 
2.75 10.50 
2.75 9.25 
2.75 9.25 
2.75 7.25 
2.75 8.95 
2.75 10.95 
2.75 20.25 
2.75 20.25 
2.75 6.70 

Wt. of List Price 
Un. Pkg. 

Each in Lb •. 

7 $4.9-" 

4Ys 17.25 
2% 1.69 
2V. 1.79 
2Y2 9.03 
2'12 .98 
3% 12.84 

% 1.75 
2% 1.95 

% 2.95 
% 3.29 
% .88 

3 1.90 
'12 2.15 
'12 5.00 
'12 .88 

lV2 3.20 

No.6 
Ignition 

220 

U15 

TW3 

TW7 

357 
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CARTER • CARTER • CARTER • CAR TE R • CARTER 

• 

• 

• 

• 

• 

• 

• 

GENEMOTORS, DC-AC CONVERTERS 
FREQUENCY CHANGERS 

CARTER CUSTOM 
DYNAMOTORS 

For railroad and marine radio-tele­
phone, Industrial communications 
systems. locomotives, telephone 
emergency standby power, etc. 
Heavy duty construction. Low rpm 
speed. small tem.iJerature rise assure 
~~:-:tr!~~\l~!.~·12~~r x 'l!'\\1i'!°i'¥~~ 
Weight, 47 Ibs. 

Carter Input 
O:!I::t Output Amps Net 

Number Racv. Trans. Each ~ 611220P --rn- --r- --nr- iHHx HS1220P 67-74 12.8 5 18 
CS1220P 33-37 12.8 5 18 172.50 
WS1220P 45-50 12.8 1\ 18 172.50 
DS640P 118-13Z 6.3 15 40 172.50 
HS640P 67-74 6.3 15 40 172.50 
Cl'!t$'OP 33-37 6.3 15 40 172.50 

MARINE REFRIGERATOR-APPLIANCE 
CONVERTERS 

Operates standard refrigerators, compressors, vacuum cleaners 
and other appliances from DC: for use aboard commercial and 
gleasure-boats. Converter operate8 only when power 18 called 
~~t ~~l'iJi.t~r~W-I~t to 230 v. DC. Size: 14' x 6W x 11' high. 

Carter DC Net 
Number Input ..",.~E::;ac;h;"".,... 
~ --:i4'V,"" $j36.75 

RF28 28 v. 3G.75 
RF32 32 v. 31.75 
RF48 48 v. 33 75 
RF64 64 v. 33 :75 
RFl15 115 v. 33 .75 
RF230 230 v. 336.75 

DUOVOLT 6/12 VOLT GENEMOTORS 
Will operate 30- to 100-watt mobile 
transmitters. Incorporates· two Bepa .. 
rate six-volt windings, each having Its 
own field. Six or twelve volt operation. 
Is obtained simply by connecting the 
lour Input loads In parallel or In series. 
May be transferred from one car to 
another regar1.1ess of battery voltage, 

:th~~~e,r::;~~lc".:ty~~to~l"t.~'r~~: 
Size: 3~' hlo;h, 4,,· wide, 8" long. 
Welgbt. 11 ~ Ibs. 

_~ m_ Input Output \ Net 
No. Volts Ai:" Volts Ai'l%S Volt. An%" Duty Each mrnmro- 15:" 20' 1&f :300 1[" 5iJ:U 4030VBNS 5.2 40 

4228VBNS 5.8 33 11.6 16.5 420 .280 Int. 74.25 
4432VBNS 5.8 42 11.6 21 4JO .325 Int.\74.63 
520ABNS 6 28 12 14 500 .200 Int. 75.75 
624VBNS 5.7 46 11.4 23 600 .240 Int. 75.75 
6427VBNS 5.7 51 11.4 25.5 640 .270 Int. 77.25 
7212ABN 6.1 28 12.2 14 720 .125 Int. 77.25 

CHANGE-A-VOLT DYNAMOTORS 
Operate 6 volt 2-way radio 
equipment trom 12 volt sys­
tems without rewiring. Sup­
plied complete with starting 
relay and switch, 12 volt tuse 
block and wiring to directly 
convert a 12 volt battery to a 
6 volt radio supply. B615V 
delivel"ll 15 amps continuously 
and 45 amps Intermittent. 
65 % eMclency. can also serve 
as battery equalizer when 
operatlDI10W voltage eQuip .. 

!Jl~'!t~h~e~~I~l;\: 2~ lt~· x 

Carter InpUt- Net Carter InpUt! 
No. V~t. AliI" Each No. Volts Au5S 

iimV 12 . $a8.50 "EiiiV 24 . 
E61SV 24 5.7 88.50 JU8V 28 5.3 
Je15V 28 5.0 88.50 C128V 32 4.6 
C6l5V 32 4.3 88.50 HS128V 70 2.2 
HS615V 70 2.1 88.50 D128V 115 1.3 
DS11V 115 1.2 88.50 ............. ..... .. 
-Output 6 volts, 16 amps. tOutput 12 volts, 8 amps. 

Net 
Each 

$iiTo" 
88.50 
88.50 
88.50 
88.50 

. ...... 

CUSTOM CONVERTERS 
u.!!pell.dao.lerotary 

MONARCH CONVERTERS 
The Monarch series Is Ideal lor heavy­
duty .. industrial service, marine, mine, 
crane and railroad communications. 
Slow speed (1800 rpm.), long lIle, 4-
GOle design; ball bearing equipped. No 

t'~~;. ~iz~iWl1~rrl "f~r12~~r:h~~~:: 
phase output available at no extra 
charge. 24 and 28 v. Input available. 

~----------~~~--

MARK tl SUPER CONVERTERS 
New. lon~ Ufe design increases brush 
Ute and assures dependable service. 

~lZ'.~~~d <tW*. ~alJ. =~\:l~ c'iP'::~~'6 
to AC lor operating amplifiers, oMca 
equipment, teRt instruments, radios 

~~t.ol~;g a~:'1~ill~ri6w.tw.F e:h~li­
r:~~o ~ge~~t;uf.°~}i;y t~f~e~e~~~~r~: 
models available promptly lrom factory 
stock. A converter can be furnished to 
operate any tape recorder. Continuous 
duty. Size: 8,." x 4~' x 5" high. 
Weight, 13 lb •. 

• 

• 

n 
~ 
;Ill 

-I 
1ft 

;Ill 

• 

n 
~ 
;Ill 

-I 
1ft 

;Ill 

• 

n 
~ 
;Ill 

-I 
1ft 

;Ill 

• 

n 
~ 
;Ill 

-I 
1ft 

;Ill 

• 

n 
~ 
;Ill 

-I 
1ft 

;Ill 

• 
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CORNELL-OUBILIER 

RADIART 
POWERCON LINE 

INVERTERS 
DC·AC 

BATTERY ELIMINATORS 
AC·DC 

• COMPLETE COVERAGE - Each inverter applicable to widest variety of 
uses. Good inventory turnover. 

• SIMPLIFIED SERVICING - All components individually and readily 
accessible. No potted assemblies. 

• SINE-WAVE-REGULATED - Models hold output steady as input or 
load varies and provide commercial wave form for best operation of 
sensitive equipment. 

• POWER FACTOR CORRECTION - Auxiliary PF Correctors available 
to permit standard inverters to handle low PF loads. Special Inverters 
are not required. 

MOBLPAKS 
DC-DC 

SPORTSMAN, SR. 
PORTABLE 

• SPORTSMAN, SR. POWERCON - Combines a vibrator inverter, bat· 
tery charger and a compartment for standard 12 volt auto battery, 
so that 11 0 volt AC power is available for operation of TV, radio, 
record players, etc. 

• MOBLPAK POWERCONS - Supply up to 500 V. DC - 225 MA from 
6 or 12 volt sources for mobile radio service. 

• BATTERY ELIMINATORS - Compact, well filtered, conveniently stylec! 
-power package for test bench. 

REGULAR- POWERCONS SINE.WAVE.REGULATED POWERCONS POWERCON ACCESSORIES 
(DC to 110 V.AC) (DC to AC) 

I I 
*List 

Input Output *List Input Output *Ust Model No. Explanation 'Price 
Model Volts Watts Class Price Model Volts Wafts Class Price 

---~-- ----- LEAD KITS 
12SP2 12 20 SP $13.40 12SW10 12 100 H $122.35-

Dual #6 12LB 12 80 L 39.50 12SW25 12 250 SH 135.50 LK·60S - 5 feet $8.95 

12S10 12 100 S 63.60 110SW15 110 150 H 122.35 LK·612 Dual #6 -12 feet 16.50 

12H15 12 150 H 87.30 LK.616 Dual #6 - 16 feet 20.50 

12SH22 12 225 SH 113.65 LK·805 Dual #8 - 5 feet 6.25 

--- LK.812 Dual #8 -12 feet 10.75 

28H15 28 150 H 99.00 LK·8 1 6 Dual #8 - 16 feet 13.00 

------ ---- "SPORTSMAN, SR." POWERCON LK.1005 Dual #10----' 5 feet 5.25 

32H18 32 ISO H 103.50 LK.1012 Dual # 1 0 - 12 feet 8.50 
(110 V.AC from self-contained battery) LK.1016 Dual # I 0 - 16 feet 10.25 -----------

110515 110 150 S 63.15 
110H25 110 250 H 78.60 Model 12S514 Input Volts 12 MOUNTING KITS 
110SH40 110 400 SH 149.15 MK.3544.1 

I 
For Land 5 cases 1$5.50 

Output Watts 140 Class SS User Net $65,00 MK·3544·2 For H case only 6.00 
MK·3544·3 For SH case only 7.50 

IATTERY ELIMINATOR POWERCONS REMOTE CONTROL KITS 
Note: Unit includes 140 Watt Inverter, built-in (For 6 and 12 volt models in L, S, Hand SH cases) Input Output *List 

Model Volts Watts Class Price Battery Charger and compartment for stand- RK·105 

I 
5' extension cable 1$9.00 

11016 110 6A-12 V.DC H $87.30 ard 12 V. auto battery (not provided) RK.112 12' extension cable 11.00 
10A- 6 V.DC RK.116 16' extension cable 12.00 

110B12 110 10A-12 V.DC H 111.90 
20A- 6 V.DC MASTER FUSE KITS (2" cartridge) 

FK·220 20 ampere $3.50 
DICTATOR POWERCON (6/12 V.DC to 110 V.AC) FK·230 30 ampere 3.50 

TRANSIPOWER TRANSISTORIZED 
16/121 1 1 

FK·240 40 ampere 4.50 
MOBILE SUPPLIES 6/12D6 60 L $43.90 FK·250 50 ampere 4.50 

FK.260 60 ampere 4.50 
Input Output 

Model Volts Watts Price POWER FACTOR CORRECTORS 
-------- MOBLPAK POWERCONS (Low DC to High DC) PF.1 -60% PF loads 10-100 watts; 12TP3 12 300 V.DC* $45.00 30% PF loads 10- 25 watts $17.10 100 MA User Net 6/12DC6 6/12 300 V.DC S $65.70 PF·2 60% PF loads 150-300 watts, 12TP12 12 500 V.DC* 60.00 

240 MA User Net 
200 MA 30% PF loads 50- 75 watt. 34.20 

6/12DC12 6/12 500 V.DC S 105.00 PF·3 60% PF loads 35-0-500 watts, * Have taps at one-half rated yolta~e. 225 MA 30% PF loads 100-150 watts 42.70 

• List prices are subiect to Dealer Discount. L - Lightweight-5'h x 6V. x 8 _________________________________ • __________ 12 lb •• 

1. Standard models deliver 110 volts, 60 cycle, AC power. Output watt 
ratings are based on continuous operation on high power factor loads. 
TheY'should be reduced by the percent of power factor where inductive 
loads are involved. 

S - Stondord-5'h x 6V. x 9 ________________________________________________ 1.4 lb •• 
H - Heavy-6'h x 7'12 x 11.. _______________________________________________ 20 lb •• 
SH - Super Heavy-8 x 9'12 x 13 __________________________________________ 35 lb •• 
SS - Sportsman, Sr.-9V2 x 9V2 x 14 _____________ 20 lb •. (less bat.) 

2. All models are housed in cases of similar design and appearance. The 
class designations signify approximate size and weight as follows: 

SP - Shover Pack-2% x 2'12 x 3V,12----------_________________________ • 2 Ibs. 
LM - Light Midget-3 x 3'12 x 4 , 0/,6, __________________________________ " lb •• 
M - Midget-3 ' ¥,6 x 4% x 51%6 _______________________________ . ____ 6lbs. 

3. For complete information, refer to Cornell-Dubilier Bulletins EB·3006 
for 6, 12 volts, EB-3007 for Power Factor Correctors, EB-3008 for 28, 
32 volts, EB-3009 for Moblpak series; ES-3010 for 11 0, 220 volt., 
EB-3011 for Dictator Model only, EB-3012 for Battery Eliminators, 
EB-3013 for Accessories and installation procedure., EB-3015 for 
SDortsmanJr Sr. 
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SECTION 4000 

CORNELL-DUBILIER' 

RADIART 

VIBRATORS 
• STANDARD REPLACEMENT 

• COMMUNICATIONS 

• SPECIAL PURPOSE 

• HEAVY DUTY, 

STANDARD AND SPECIAL PURPOSE VIBRATORS 

INTERRUPTER SYNCHRONOUS 

6 Volt 6 Volt 12 Volt 6 Volt 6 Volt 12 Volt 

List List List List lisl Lisl 
Typo No. Price Type No. Price Type No. Price Type No. Price Type No. Price Type No. Price 

5300 $4.95 5342 $3.80 6301 $5.15 5400 $8.10 5607 $9.05 6607 $10.45 
5301 4.95 5363 6.70 6326 4.80 5404 8.10 5610 8.10 6609 10.45 
1303 5.U 5366 6.70 6330 5.15 5406 8.10 5616 9.05 ::~~ 9.05 
5304 6.70 5370 5.15 6370 4.95 5407 8.10 5620 8.10 9.05 
5307 5.15 5506 7.55 6511 8.10 5408 8.10 6615 9.05 
1314 5.15 5510 7.55 6513 8.10 5409 8.10 6616 10.45 
5320 5.15 5513 8.10 6514 10.45 5410 8.10 
1321 5.15 5516 7.25 6517 8.10 5411 8.10 Other Voltages 
1323 4.40 5560 9.05 5425 9.65 
1326 4.40 Other Voltage. 5426 8.10 5468·2 11.30 
1331 5.15 5429 9.65 5469·2 10.30 
5333 5.15 5300-32 7.55 5437 8.10 5615·24 9.05 
5311 5.15 5314·4 5.15 5438 8.10 

5513·4 8.10 5454 8.10 
5514·4 8.10 

COMMUNICATIONS VIBRATORS 

INTERRUPTER SYNCHRONOUS 

6 Volt 12 Vall for 6/12 12 Volt Only 6 Volt 12 Volt for 6/12 12 Volt Only 

List list List list List List 
Type No. Price Type No. Price Type No. Price Type No. Price Type No. Price Type No. Price 

0 

5715 $7.25 6715 $7.25 67155 $7.25 5805 $8.10 6805 $8.10 68205 $8.10 
5718 7.25 6718 7.25 5820 8.10 6820 8.10 
5721 7.25 6721 7.25 5822 9.05 6821 7.25 
5722 9.05 6722 9.05 5824 10.45 6822 9.05 
5725 7.25 6725 7.25 6824 10.45 

HEAVY-DUTY VIBRATOR SPECIFICATIONS 

Type list Type List Type I Voltage I I 
List 

No. Voltage Frequency Price No. Voltage Frequency Price No. Frequency Price --------------------------
6YI6 6 60 ± 2 Note 1 32VI6 32 60 ± 2 Note 1 Popular Old Types in Stock 6YI6H 6 60 ± V2 $14.20 32YI6H 32 60 ± V2 $14.20 
6YD6 6 
6YD6H 6 
6YL6H 6 
6YL10 6 

12VI6 12 
12YI6H 12 
12YD6 12 
12YD6H 12 
12YL6 12 
12YL6H 12 
12YL 10 12 

21YI6 28 
28YI6H 28 
28VD6H 28 
28YL6 28 
28YLIO 28 

60 ± 2 Note 1 32YD6H 32 60 ± V2 24.70 427 6 60 ± 2 $12.90 
60 ± 'h 24.70 32YL6H 32 60 ± 2 14.20 490 6 60 ± 3 '24.70 
60 ± 2 14.20 32YL10 32 100 ± 3 12.90 491 6 60 ± 2 24.70 100 ± 3 12.90 

64YLI0 64 100 ± 3 12.90 1315 110 60 ± 2 14.20 
60 ±2 Note 1 1315H 110 60 ± 'h 15.25 
60 ± 'h 14.20 110YI6 110 60 ± 2 Note 1 3077 110 60 Adj. 15.25 
60 ± 2 Nota 1 110YI6H 110 60 ± 'h 14.20 11028 110 60 ± 2 15.25 
60 ± V2 24.70 110YC6H 110 60 ± V2 24.70 
60 ± 2 12.90 110YL6" 110 60 ± 'h 14.20 Auto Radio Types-Small Powercons 
60 ± Y2 14.20 110YL10 100 ± 3 12.90 110 

2522 110 100 ± 3 12.90 
2529 6 

60 ± 2 Note 1 Old Type. Replaced by Above 2530 12 
60 ± V2 14.20 2531 6 
60 ± V2 24.70 2989 Replaced by 32YB6H 2532 12 
60 ± 2 12.90 3047 Replaced by 12YD6H 2533 110 100 ± 3 12.90 3079 Replaced by 110YC6H 

3087 Replaced by 12YI6H 2563 6 
3103 Replaced by 6YI6H 2564 24 
4123 Replaced by 6YD6H 2565 110 

NOTE 1. This vibrator, which had Q broad frequency tolerance, is no longer manufactured. Use similar type 
(such as 6V86H) listed above. which has close frequency tolerance. 

60 ± 3 9.10 
60 ± 5 4.40 
60 ± 5 4.40 
60 ± 3 8.10 
60 ± 3 8.10 
60 ± 3 4.40 
60 ± 3 10.90 
60 ± 3 10.90 
60 ± 3 10.90 
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All Models Operate From 
117 VAC 50/60 CPS 

Model "PS-3" 

Model D612T 

Models "PS-2" 
IIKPS_2 1J 

Model "PS-30" 

Models "EFB" 
liES" 

Models "NFB" 
IINB" 

Model "GFA" 

SECTION 4000 

DC POWER SUPPLIES ... ------" ..... 
" I YI~l.\U ... , 

COMPARE QUALITY, PERFORMANCE and PRICE ' ... WARRANTY,' ..... .-' -------
REGULATED TRANSISTORIZED POWER SUPPLY at half the cost of comparable units 

0·25 VDC ... 200MA from 0 to 15 VDC, 100MA from 15 to 25 VDC "PS-3"-Net. $79.50 
Low Cost Universal Power Supply .. , Ideal as power source for transistor circuit design, development i;nd experimenta­
tion; as bias supply for vacuum tube circuitry. DC voltages remain constant regardless of load at any output setting 
and of AC supply fluctUations between 110-130 VAC, 60 CPS. 
Special Features ...• Internal Zener Diode reference. LOAD REGULATION ... 100 MV max. within ratings. 
• "Floating" output terminals with DC IMPEDANCE ... 0.5 ohms. 

separate chassis ground terminal. OVERLOAD PROTECTION . . . Primary fuse. Short cir-
• 2% accuracy meter for voltage and current. cuit current limited to safe value by internal circuitry. 
RIPPLE ... Less than 1 MV RMS for all rated conditions. CABINET ... 6% x 5 x 6". Gray wrinkle finish. Net 
Less than % MV for AC input from 115 to 120V. weight. 3112 lbs. 

TWO CONTINUOUSLY VARIABLE RANGES ... 0·8 VDC, 0·16 VDC "D-612T"-Net .... $59.95 
1 0 A Continuous Duty up to 12 VDC, Up to 20 VDC for Transistor Portable Radio Loads 
Service Transistor/Tube-Vibrator l\uto and Portable Radios ... Special choke input filter circuit holds AC ripple 
below minimum requirements critical to the testing of transistor auto radios and transistor personal radios. Ideal for 
testing citizens band transceivers, auto accessories, small DC motors, relays, solenoids, etc. 
Special Features. .• Insulated binding post terminals. amp. from 3 A to 10 A. On 8 V range .3 volts per amp. 
• Patented EPL Conduction Cooling. from 3 A to 10 A. 
• Larger. longer~scale clear plastic meters. OVERLOAD PROTECTION .. Primary fuse. 
RIPPLE ... Less than 0.5% RMS to 5 A. 2% at 10 A. CABINET ... 7" x 12" X 8%" IS-gauge steel; blue ham-
LOAD REGULATION ... on 16 V range, .44 volts per merloid finish. Net weight, 20 lbs. 

HEAVY DUTY, DUAL RANGE 
6 VDC up to 20 ADC Con'tinuous Duty, 12 VDC up to 10 ADC Continuous Duty "H"-Net ....... $86.00 
Service Mobile Equipment ... Ample power for LPI 10-watt mobile transmitters and receivers. Regulation adequate 
for switching from standby to transmit on mobile equipment. Connect in parallel or series for higher currents or voltages. 
Special Features, ..• Patented EPL Conduction Cooling, amp. from 3A to 10 A. On 6 V range, .15 volts per amp. 
• a-position voltaae adjustment for each range. o~~:L6At t~igT"iCTION ... Primary fuse. 
RIPPLE.. Less than 50/0 RMS at max. rated current. CABINET .. , 7" x 12" x 8%", IS-gauge steel; blue ham-
LOAD REGULATION ... On 12 V range, .23 volts per merloid finish. Net weight, 29 lbs. 

TWO CONTINUOUSLY VARIABLE RANGES 
0·20 VDC at 75MA, 0.16 VDC at 5 A "PS-2"-Net ........ $56,00 

Also available as Model "KPS-2" in kit form, "KPS·2"-Net ...... $44.95 
Service Transistor Portable Radios and Today's Transistor/Tube 12-Vol_t Auto Radios ... Use 0-20 VDC range for 
transistor portables and 0-16 VDC range for 12/6 volt auto radios. Also operates citizens band transceivers. relays and 
other low voltage devices. 

maximum for 5 A output. Special Features . . . 2 output ranges, each with own 
meter and termipals. 

• Special Pi-type filter holds ripple well below minimum 
LOAD REGULATION . . . 1.6 volts per ampere from no­

load to full load. 
I;!ritical requirements. 

• Separate milliameter for transistor circuits. 
• Separate fuse in 75 MA circuit to protect transistors. 
It EPL Patented Conduction Cooling. 

DC IMPEDANCE ... 1.6 ohms, no-load to full load. 
OVERLOAD PROTECTION . . . Primary fuse and 75 Mil 

output fuse. 
CABINET ... 6/1 x 8%" X 811 • 18-gauge steel; blue wrinklE 

RIPPLE . . . 0.15% maximum for 75 MA output. 0.5% finish. Net weight, 12 lbs. . 

RUGGED, HEAVY CURRENT-12 VDC., . Low Ripple • 
30 ADC Continuous Duty, Up to 50 ADC for Short Periods "PS·30"-Net.. .. $195.00 
Service Auto, Taxi, Truck, Aircraft and Marine Communications Equipment .. Ideal power supply for base statier 
operation. Connect in series or parallel for higher voltages or currents. 
Special Features High, continuous current output. LOAD REGULATION .11 volts per amp. from 6 A 
• Heavy overload capacity. to 30 A. 
• 8-position voltage adju.stment tap. g~Ekll[~~A~li.~TECTr~~ Oh~~r~~~~a~u~~. full load. 
• Patented EPL ConductlOn CoolIng. CABINET ... 9%" X 16%" x 13". IS-gauge steel; blue 
RIPPLE .. Less than 1% RMS at max. rated current. hammerloid finish. Net weight, 56 lbs. 

TWO CONTINUOUSLY VARIABLE RANGES, . , 0·32 VDC up to 4 ADC, 0·16 VDC up to 8 ADC 
Model "EFB" (less than 0.1 % ripple at top load) Net. ..$130,00 
Model "EB" (less than 5% ripple at top load) Net .......... $105.00 
Model "EFBR" Same specification as Model "EFB" Net.... ..... $150,00 

l\;l0dels "EFB" and "EFBR" Designed for Transistor and Critical Electronic Work .. , Deliver up to 128 watts of highly 
fIltered DC power to all types of low voltage electronic equipment where ripple voltage is a critical factor, such as 
military, aircraft and ground support equipment. Model "EB", with 5% maximum ripple serves broad field of applica­
tions in laboratory work; operates relays, SOlenoids, etc. where ripple voltage isn't a critical requirement. 
Special Features ...• Special choke and Pi-type filter tween 0 and 8 amps. 

circuits. DC IMPEDANCE . . . 1.25 ohms for 32 VDC range. 1.0 
• 2% accuracy D'Arsonval movement meters. ohms for 16 VDC range (no-load to full load) 
• EPL Patented Conduction Cooling. OVERLOAD PROTECTION. . Primary fuse. 
RIPPLE , , . Less than 0.1% RMS for "EFB" and CABINET ... "EFB" and "EB": 7" x 12/1 x 8-%". "EFBR" 

"EFBR". Less than 5% RMS for "EB". has rack panel to fit western Electric and EIA racks. 
LOAD REGULATION ... 32 V range: 1.25 volts per amp. 18-gauge steel; blue hammerloid finish. Net weight: 

between 0 and 4 amps. 16 V range: 1 volt per amp. be- "EFB" 31 lbs .. "EB" 23 lbs., "EFBR" 34 lbs. 
Model "EF" ... Lower price. Same as "EFB" except: output ranges 0-28 VDC at 5 ADC and 0-14 VDC at 5 ADC: 1(", 
maximum ripple; and more coarse output voltage adjustment; slightly better load regulation; net weight. 21 lbs. 

0-32 VDC UP TO 15 ADC ... Continuously Variable 
Model "NFB" (Less than 0.75% ripple at top load) 
Model "NB" (Less than 5% ripple at top load) 
Model "NFBR" (Same specifications as "NFB") 

Net.. .. 
Net .. 
Net .. 

$250.00 
$225.00 
$275,00 

Low Cost Heavy Current Power Supplies ... delivering up to 480 watts of well filtered DC power for ground support 
equipment; low voltage electronic equipment for industrial, military, commerCial and aircraft applications; operation 
of DC motors, relays, phone cirCUIts, transistor circuits, valves, solenoids. 
Special Features ...• Silicon rectifiers for higher effi- DC IMPEDANCE ... 0.3 ohms (No load to full load). 

cleney. DVERLOAD PROTECTION ... Primary circuit fuse. 
• Special chokes, condensers and Pi-type filters. Output circuit instantaneous trip circuit breaker. 
• 2% accuracy D'Arsonval movement meters. CABINET ... Models "NFB" and "NB": 9%" x 14%" x 
RIPPLE ... Less than 0.75% at top load for "NFB" and 14%/1 ("NFBR" has rack panel to fit western Electric 

"N'FBR". 5% RMS at 15 A for "NB". and EIA racks 10%" x 19"). 18-gauge steel. blUe ham-
LOAD REGULATION ... 0.3 volts per amp. between 0 merloid finish. Net weight: "NFB" 71 lbs., "NB" 61 

and 15 amps. lbs., "NFBR" 82 lbs. 

SEMI-REGULATED POWER SUPPLY. , , 0-125 VDC up to 10 ADC 
(less than 1 % ripple at top load) Model "GFA" Net ......... $575.00 
Full 10 Amperes of Low~Ripple DC Current at Voltages from 0 to 125 VDC ... Applications are unlimited and include 
design and testing of DC appliances, phone circuits, small DC motors, relays, solenoids and shielded room lighting 
· .. for electromagnet power source, ·general laboratory work. and many other uses. 
Special Features ...• Efficient germanium rectifiers. of no-load voltage, at maximum output conditions.) 
• Special combination regulating and filtering circuit. DC IMPEDANCE ... 1.6 ohms (no-load to full-load). 
• Both primary and secondary overload protection. OVERLOAD PROTECTION . . . Primary circuit fuse. 
• Large, easy-to-read 2% D' Arsonval movement meters. Output circuit fast-acting circuit breaker. 
RIPPLE ... 1% RMS with 10 A. 125 V load. CABINET ... 14%" x 22" x 15%". Heavy gauge steel. Gray 
LOAD REGULATION ... 1.6 volts per amp. to 10 A. {12% wrinkle. Recessed front panel. Net weight, 150 Ibs. 

ELECTRO PRODUCTS LABORATORIES Chicago, III. Since 1936-Pioneers in Low Voltage DC Power Supplies 
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SECTION 4000 

D D 

D-!19 950 
Heavy duty General-Purpose 

No. 1251 - 2-Cell Heavy 
Duty Spotlight. Rugged 
insulated case. Will not 
8hat~er. crack or dent. 

93S 91S 912 904 

Unbreakable ,afety,glow lens-guard. Ring-hanger. List price (without 
batteries) $2.89. No. 1259--2-("ell Safety Flashlight. Approved by United 
States Bureau of Mines ana listed wIth Vnderwriters Laboratories Inc. 
List price ea.h (without batteries) $4.15. Both types available in S-Cell 
sizes. (No. 1351. $3.29; No. 1359. $4.35.) 

No. 330 rtility Lite. 
shO(~k - resistant. nesists 
arids, alkalies, oils, 
greaSE-R, temperature ex­ • tremes. Immlated against electric shoek. List $0.99 (without batteries). 
Also 8nilahle- No. 3:H rtilit;r Lite with magnet switch. List price SI.99 
(without hatterle~). 

Pouch 
No. 1348 

Display 
No. 15 

Pouch for #3452 

~ 
Head Lite: rain. 
Droof - fits on belt 
or Fitran. List 69c 
each. 

Head Lite with long· 
range beam frees bot h ~ 
handH for work at home 
or on the joh. Li~t 
$3.29 each (without 
batte-rieR) • 

Display Paek.ge No. 15 - "Little 
.lim," replica or the famous 
"EvereadY" Masterlite Square FJash-

~ 
light. l)ocket-size. with unbreakable 
de('orator colored safety-glow lens­

·guard. List 69. each (without bllt­
-teries). 

Display Pa.kage ~ 
~::;e~I~~~"-a;~!~l: 1ItJ..u ..... ~w 
ment of 14 flash­
I1ghts In 5 decora­
tor ("oIol'S: tur­
quoise. coral. red. 
~fhite or hlark -
~afety - Jdow head 
and easy - to - work 
jumho switch. LiRt 
$1.19 each (with­
out batteries). 

Display 
No. 130B 

No. 25 contains 6 No. 
2~iH RpotlightR. List 
$1.95 each. 

N'o. 2251-2 
cells. List 
$1.95. 

No. 2351-3 
cens. List 
$2.35. 

FLASHLICHTS 
and 

BATTERIES 
No. 5M F Magnet Lite with 
powerful "Alnico" magnet. 
nes 2 "EvereadY" No. 950 ~ 
or D-99 batteries and PR2 
lamp. List price $1_99 (with-

~ .... ------------, ,--

~~:Pl::t~!!~~~e ~;~~ai~ig~~ Ui~~~!!::,y __ 
Magnet Lights. List $11.94 
per display package. 

~ No. 100 "Big Jim" If Lantern with red bea-
~ con ft.asher. weather-
~ proof .wl tches and 
( > wiring. Healy-gauge. 

, chrome-plated steel. 
- ~ Sealed beam visihle 

up to 1 mile. List 
• $10.75 (without bat-

• tery.) No. 150 NEW~ 
" statnlesl'! steel. 

. weatherproof "rap­
tain" with auto­
matic red lIasher. No. 200 LANTEIIN 

""" _J_ ~ No. 27 Hi,hlander Highl8noo;. contains 7 "Eveready" 
..-~~ . flashlights. Chrome­

colored with 3 red. 2 
yellow. 2 turQuobe 
heads. List $1.19 ea. 

eses NE'," 6 volt "Eveready" "F 1 r e­
alkaline battery No.· Ball" with powerful 
520. Gh'es twice spotlight. 4-way han­
the light of other dIe, red signal. List 
lanterns. A pree1- $7.95 (without bat­
sion - engineered. teries). 

;i~Ct~r LI~to$U.~g ~ 
(without battery) . 

No. 101 "Big Jim" (without red beacon 
flasher) has the same flne features as #100. 
J,I't $8.00 (without battery). 
No. 151 "Captain" (without red flasher) but 
with all the other fine features of No. 150. 
Lhlt $t2.45 (without battery). Above lanterns 
not shown. 

No. 20 

Contains 7 
"Beacon 
Lites." ('hrome 
colored case 
with red or cop~ 
per-colored case 
with green. 
List price 

$1.29 

No. 
230 

I 
No. 21 C col\tains 12 No. 212 sinaU 
Perllites~ No, 212 Penlite also 
avallable in individual boxes. List 
$0.98. ~ 

... " 'R .... " No. n.1 
~.~~ 

No. 7352P-Three-cell "Big Jim" 
Searchlight. Uses 3' No. 950 or 
D-U9 BaUeries and Lamp No. PR'~. 
List pdce .............. $3.95 

~ • -ifJ No. 7552P-Flve-cell "Big Jim" 
Sea,·chlight. Uses 5 No. 950 or 
0-99 Ba.tteries and Lamp No. PR12. 
List pm" ...•....•..... $4.95 

HeavY-duty Penlites. No. 230 
Penlite also available in individ­
ual boxes. List Price $0.98 each. 

( 1,'i4CtD 
No. 7231 P-SmaU Square Spotl1ght. 
p"ses 2 No. 935 Batteries and Lamp 
No. PR4. List price ___ .. _______ ._._ $1.85 

No. 7251 P - Deluxe "Masterlite" 
heavy-gauge square Hashlight with 
lens guard. Uses 2 No. No. 950 or 
D-99 Batteries and Lamp No. PR2. 
List price $1.99 (without batterlesl. 

::ial2~ithDe;~~:re' '~aa:i~~~\~' '~a:~~ 
Chrome with black. List $1.99 (with-
out batterle,). . 

SM FS 52_29 With 5" si,nal wand and 
Magnetic switch that holda lIashl1,bt 
10 any .teel object. Alao avaUable 
witb S" signal wand No. 5MF8 (Liat 
price $2.19 without batteries). 
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SECTION 4000 

BATTERIES FOR RADIO 
ELECTRONIC AND 

OTHER APPLICATIONS 

ENERGIZERS FOR TRANSISTOR RADIOS AND OTHER ELECTRONIC APPLICATIONS 

No. 1015 No. 635 
lV2 VOLTS lV2 VOLTS 

No. Al 00 
11f2 VOLTS 

No. 216 
9 VOLTS 

No. 226 
9 VOLTS 

No. 266 
9 VOLTS 

No: 276 
9 VOLTS 

No. E9" No. 333 No. 206 
1.4 VOLTS 4Y2 VOLTS 9 VOLTS 

CAHlODIC ENVELOPE BATTERIES 

Tor Transistor Radios 

No. 2709 
9 VOLTS 

No. 2356 
9 VOLTS 

ALKALINE ENERGIZER BATTERIES 
Tor portableTV, Transistor Radio, 
and Mechanical powey Applications 

I 
I • aI. 

No. E91 No. E95 
1.5 VOLTS 1.5 VOLTS 

No. 560 
7.5 VOLTS 

SEALED RECHARGEABLE 
NICKEL CADMIUM BATTERIES 

No. N24 
1.25 VOLTS 

Mo. N73 
1.25 VOLTS 

I ., ..... .... 
~:';.§I 
~_I 

No.N46 
1.25 VOLTS 

PORTABLE "B" TYPES PORTABLE "A" TYPES 

No. 479 
90 VOLTS 

No. 477 
67112 VOLTS 

LANTERN BATTERIES 

No. 520 
New 

6-Volt 
alkaline 

lIlIiII'-;"lIIiIII~ battery. 

No. 731 
6 VOLTS 

No. 509 
6 VOLTS 
No. 510S 

Screw Terminals 
No. 510F 

Fahnestock 

No. 467 
67'12 VOLTS 

No.6 IGNITOR 
1112 VOLTS 

No. 717 
7V2 VOLTS 

No. 964 
"12 VOLTS 

HOT-SHOT BATTERY EMERGENCY LIGHTING 

Fo. EO."", ~."<O Coo"Q"'" 
'0""'00 . A,,,,,,, ·~'O"""O ••.......... ;§i •. _ .. 

No. 1461 6 VOLTS 
NO.1462 6 VOLTS 

No. 1562 7Y2 VOLTS 
No. 1662 9 VOLTS 

No.715 7'12 VOLTS 
No. 706 6 VOLTS 
No.716 9 VOLTS 
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SECTION 4000 

6 tU 3 I!1 ItI ___ C_O_M_P_L_E_T_E_L_I_N_E_S~P_E_C_I_F_I_C_A_T_I_O_N_s ___ ln .. ' .. J"~6d[IIIIIJiII!1.I .. tI. 
"Eveready" 

Battery - NEDA 
Number Number 

Overall Dimensions 
in Inches 

W H 

EI _________ 1100 0.625 Dlam .• 0.650 

E3 __________________________ 0.985 Diam .• 0.660 
E4 _________________ , ______ 1.195 D iam .• 0.660 
No.6 

"Ignitor" J 905 2% Di.m. x 6% 
Gen. Purpose' 1 914 

No.6 
"Gray Label" 906 2% Diam. x 6% 
Telephone 

No.6 
Railroad & 911 2% Diam .• 6% 
Industrial 

E9 ___________ 1103 0.550 Diam .• 1.968 
E9N __________ 0.550 D iam. x 1.968-
EI2 ______ 1101 0.640 Diam. x 1.968 
N24 _____________________ 0.61 Diam .• 0.285 
N26 _______________________ 0.988 D iam. x 0.280 
N26T ___________________ 0.988 Diam. x 0.230 (plus tabs) 
N28 _______________________ 0.988 Diam. x 0.252 
N28T ___________________ 0.988 Diam. x 0.252 (plus tabs) 
N82 _______________________ 0.988 Dlam .• 0.348 
N32T __________________ 0.988 Diam .• 0.343 (plus tabs) 
N36 ___________________ 1.697 Dlam .• 0.286 
N36T _______________ 1.697 Diam •• 0.286 (plus tabs) 
N38 ______________________ 1.855 Diam. x 0.380 
N38T ___________________ 1.855 Diam. x 0.380 (plus tabs) 
E42 _____________________ 1-9/32 Diam. x 2.390 
N45 ____________________ 17/32 Diam. x 1-31/32 
N46 _______________ 17/32 Diam. x 1-31/32 
N52 ________________________ 17/32 Diam. x 3-35/64 
N56 _________________ 1-11/82 Diam. '2-13/32 

N67 ___________________ 1-15/82' 1-15/32, 3-25/32 
N70 ______________________ 3-53/64 x 1-35/64. 3% 
N73 _________________ 1-23/64. 1-28/64.2-13/32 
N74 _______________________ 1-28/64' 1-23/64 , 3-25/64 
N75 __________________ 1-28/32 x 2.3-5/82 
N76 ____________________ 1-23/32 x 2 , 3-45/64 
N77 ________________ 1-23/82.2' 4-V, 
N79 ___________________ 1-1/16 > 3-37/64.4-15/16 
N81 ______________ 1-25/64. 3-37/64 ,4-15/16 
N83 __________________ 1-45/64.3-37/64'4-15/16 
N85 ______________________ 2-1/64' 3-37/64, 4-15/16 
E91 _________ 1107 9/16 Diam .• 1-31/32 
E94 ________ 927 1-11/32 Diam., 1-7/32 
E95 ____________________ 1-11/32 Diam .• 2-18/32 
E97S ___________________ 1-11 /32 Diam .• 5-7/32 

t~rgo --~~::::~------i-ii- ::::m gi::: ~ t:~;~~ 
EI32 ________________ 0.662 Diam .• 1.315 
EI33 ____ 1304 0.662 Diam .• 1.965 -
EI34 ___________________ 0.662 Diam. '2.620 
EI46 1604 1-1/32x%x2 
EI63 1805 0.662 Diam., 1.327 
EI64 1404 0.662 Diam.' 1.767 
EI65 1500 0.662 Diam .• 2.217 
EI77 _______ 1606 35/64 Diam .• 1-29/32 
206 __________ 1611 3/4 Diam. ,2 

216 _________ 1604 1-1/32.11/16 x 1-29/82 
226 __________ 1600 I Diam .• 1-15/16 
E233 _______ 1300 1-1/64 Diam., 1-31/82 
239 1900 1-21/64 x 1-1/32' 2-11/16 
243 1610 1-13/82 x 1-11/32 x 2% 
246 1602 1-18/32.1-11/32.2% 

~~: :~gg t~X~6, \~ij~~I~ ~_~9~~6 
276 1603 2-9/16> 2-1/82.3-5/32 
338 __________ 1306 0.662 Diam_ > 1.965 
W-850 711 3-1/32 x 1%.4-31/32 
W-351 _______________ 3%. 2V,. 3-11/16 
W-352 701 2-21/32> 1-11132 x 4-9/16 
W-353 II 2-19/32. 1% x 4V4 
W-354 700 2-21/32. I-II /32.4% 
W-306 • 2%.20/ •• 4-9/16 
W-357 _____ 901 3%>2-11//6.5-13/16 
W-358 _____________________ 2-15/16.1-3/.6.4% 
W -359 206 3-9/16.2'/, > 4V2 
W-360 10 2-9/16.2-9/16.4-1/32 
W-361 2271-11/32xl-II/32.11-23/32 
W-362 ____________________ 2-15/16> 11/16.1% 

'" W-363F ____ • 8-1/32.4-1/16,7% 
",W-364F ____ 8V. >4-7/16.7-11/16 
",W-365F _ 723 8-1/16.2-15/16.7% 

W-366 407 9-1/32.2-1/32.4-23/32 

W-367 _____ 408 W •• 2% .4-7/16 

W-368 ____ 9-1/32> 2-23/32 • 3-9/16 

W-369 _ 410 9-15/16.2-,/ •• 4-23/32 

W-370 ___ 2-13/32.1-11/32.7-5/82 

W-811 ________________ 1-5/32.1-5/32.2-9/1'6 
E400 _____ 1106 0.455 Diam .• 0.135 
£401 ______ 1102 0.470 Diam. > 1.130 
409 916 2-5/8> 2-5/8 > 4- '3/32 
411 2081-1/32>%.1-29/64 
412 215 1-1/32.%,2 
413 210 1-'/32.%>2-9/16 
415 213 1-3/64.%.8-11/16 
416 217 1-2!/64.63/64.3'1. 
417 224 1-5116 x 31132 x 1-9/16 
420 ___________ 225 1-5/16.31/82> 2-8/16 
425P ______________________ 1-23/64> 1-1/32> 3-15116 
430 ___________ • 1-5/'6. I > 2-.3/16 
430P ________________________ 1-23/64 x 1-1/82 .3-11/82 
433P ________________________ 2_2'/32> 1-1/64.3-1/16 
437 __________ 212 1·15/'6 x 1-15/32.6-15/32 
455 _____ • 2-21/32. I ,8-11/'6 
455P , ___________________ 2-21/32 • 1-1/64 • 3-29/82 
457 ____________ 203 2-13/16, 1% x 2'12 
467 _______ _ 200 2-13/16,1%,3-45/64 
468 __________________ 2-13/16, 1-8/8 x 8-45/64 
477 211 1-29/32 x 68/64.5-7/16 
479 214 -1-31/32. 1-' /32.7-15/82 
482 202 3-19/32, 1-27/32 x 5'12 
484 ___________ 207 3-31/32.2-17/32,5-5/16 
487 __________________________ 5'/. x 2-1/16. 7V, 
489 _______________________ 4-11/32 • 2-1 !/16. 4-3/16 
490 ____________ 204 3-23/32 x 1% x 3-45/64 
491 __ 2-19/32.1-5/16 .4V2 
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Battery 
Weight 

Terminals & Voltages Ibs. OZS. 

Flat Contact-, +1.85 0_43 

Flat Contact-, +1.85 0.93 
Flat Contact-, +1.85 1.6 

**Screw-. +, V2 

***Fahnestock-. +IY2 2 

**Screw-. + I V2 

Flat Contact-, +1.40 1.05 
Flat Contact-, +1.40 1.05 
Flat Cont ... t-, +1.85 1.4 
Flat Contaet-, +1.25 0.12 
Flat Contact-, +1.25 0.32 
Solder Tabs-, +1.25 0.82 
Flat Contact-, + I. 25 0.4 
Solder Tabs-, +1.25 0.4 
Flat Contact-, + 1.25 0.44 
Solder Tabs-, +1.25 0.44 
Flat Contact-, + 1.25 1.16 
Soldor Tabs-, +1.25 1.16 
Flat Contaet-, + 1.25 4.5 
Solder Tabs-, +1.25 4.5 
Flat Contact-, +1.35 5.85 
Solder Tabs-, +1.25 0.8 
Flat Contact-, + 1.25 0.8 
Soldor Tabs-, +1.25 1.4 
Flat Contact-, +1.25 4.5 

Wire Leads-, +6 8.3 

:~~e&L~~~t"+~, +1.25 
12 
5.9 

Nut & Stud; Tab-, +1.25 9.2 
Nut & Stud-, +1.25 12.3 
Nut & Stud-, +1.25 15.2 
Nut & Stud-, +1.25 1.6 
Nut & Stud-, +1.25 12 
Nut & Stud-, +1.25 2.9 
Nut & Stud-, +1.25 9.6 
Nut & Stud-. +1.25 1.6 
Flat Contacts-, +1.5 0_75 
Flat Contact-, + I V. 1.8 
Flat Contaet-, + I V2 4.3 
Ins. Screw-, +IV2 8 
Flat Contact-, + l\-ir B.8 
Flat Contact-, +1'12 3.3 
Flat Contact-, +2.70 0.9 
Flat Contact-, +4.2 1-.4 
Flat Contact-, +5.40 1.9 
Mln.Snap-, +8.40 1.6 
Flat Contact-, +4.20 0.87 
Flat Contact-, +5.60 1.16 
Flat Contaoi-, +7.00 1.45 
Min. Snap-, +9.8 0.67 
Flat Contacts, 

Neg. Recessed-, + 9 1.2 
Min. Snap-, +9 1.3 
Snap Type-, +9 2.0 
Flat Contact-, +4.20 B 
Socket-, +9, +I3-V2 3 
Min. Snap-, +4'12 4.5 
Min. Snap-, +9 4.5 
Snap Type-, +9 7 
Snap Type-, +6 7 
Snap Type-, +9 15 
Flat Contacts-. -"- 4.5 0.9 
Ins. Serew-, +22V2, +45 14.5 
Serew-, +22'12, +45 5.5 
Ins. Serew-, +8 12.5 
Socket-. + I V2 12.5 
Serew-, + I V2 12.2 
Ins. Serew-, +3 6 
Fa~.estook-. +B 12 
Ins. Screw-, +45 8.75 
Sneket-, +45 11.8 
Soeket-. +7V2 3 
Flat CORlacts-, +IOBV2 4 
Serow+. -V2' -7V2 1.5 
Fah.estoek-, +22V2, +45 10 5 
Fallnesto.k-, +22'12, +45 II 14 
Fabnestock-, +22'12, +45 7 7.5 
Socket-"A". +1Y2 "A", 

-"B", +63 "B" 4 4 
Socket_HA". +71/2 "A". 

-"B". +63 "B" 4 
Recessetl PIIII_HA n , +6 "A". 

-"B", +75 "B" 
Socket-UA". +"12 "A", 

-"B", +90 "B" 4 
Socket-HA", +IV2 IIA". 

S.;;:'tB;;.j;.6d~~~B~;Ug)-, +8 1.5 
2.2 

Flat Contact-, + 1.35 0.04 
Flat Contact-, +1.40 0.4 
CoU Spring-. + 6 6.5 
Flat Contact-, + 15 0.8 
F I.t Cont.ct-. +22 ';' 1.2 
Flat Conta.t-, +30 1.4 
Min. Snap-, +45 2.5 
Min. Snap-. +67V2 4 
Flat Contact-, +15 1.8 
Flat Contact~, +22'/2 2.5 
Socket-. +22V2 4.1 
Flat Contacts-. +80 8.2 
Sockot-, +30 3.2 
Sockot-, +33 6 
Snap Type-, +75 14.8 
Snap Typo-, +45 7.8 
Sockot-. +45 8.6 
Snap Tvpe-, +67V2 7.4 
Snap Typo-, +67';' 12 
Snap Type-, + ~7 - I /2 12 
Snap Type-, +67'12 8.6 
Snap Type-, +90 12 
So.kot-. +45 I 15 
Sockot-, +45 3 2 
Socket-, --1-22112 • +45 4 2 
Socket-, +225 2 12 
Snap Typo-, +90 15 
Flat Recossed & Sockot-, +240 13 

Trade Discount Applies To List Prices Only 

Unit 
Pkg_ 

Quan. 

4 

4 
4 

12 

12 

12 

4 
2 
2 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

24 
24 
12 
12 
48 
48 

2 
2 
2 
1 
2 
2 
2 
I 

I 
6 
6 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

I 
I 
6 
3 

List 
Price 
Each Major Use 

Meters. Instruments, Signal $ 0.5S} 

0.80 Lights, Minlaturo Radios 
1.05 

1.25 Ignition, Lighting 

1.25 Telephone 

1.85 Ignition, Telephone 

0.75 Transistor Applications 
0.80 Transistor Radio 
1.25 Instruments, Miscellaneous 
1.00 
1.10 
1.20 
1.15 
1.25 Instruments, Hobby. Transistor 
1.20 Applications, Miscellaneous 
1.30 
2.10 
2.20 
2.50 Instruments 
2.60 Instruments 
2.75 Instruments 
3.00 
2.75 
4.55 
5.00 Instruments. Hobby, Transistor 

Applications, Miscellaneous 
26.40 
42.30 

8.65 

:~:~~ Instroments, Hobby, Transistor 
14.60 Applications, M Iseellaneous 
15.95 
19.7r 
23.95 
28.45 
32.75 

O.!'iO Portable Radio 
0.50 l Electronic Photoflash 
0.75 Communication Equipment 
1;10 Hobby 
0.25 Flashlight, Toys 
0.25 Portable Radio "An, TranSistor 
1.25 Transistor Applieations 
1.50 Transistor Ap.pJications 
2.25 Transistor Applications 
1.!J1l Transistor Radio 
1.60 Transistor Applications 
2.00 Transistor Applications 
2.45 Transistor Applications 
1.95 Transistor Radio 

0.75 
I.S5 
1.85 
2.65 
1.50 
1.70 
1.85 
1.50 
4.75 
1.80 
0.7S 
3.85 
7.5-5 
1.25 
1.10 
1.25 
1.55 
2.05 
3.55 
3.55 
/.90 
6.57 
2.10 
6.90 
7.65 
5.50 

8.80 

9.20 

9.50 

7.85 

5.85 
0.95 
0.36 
0.52 

1.15 
1.50 
1.75 
2.50 
2.95 
1.65 
1.75 
1.95 
2.15 
2_15 
2.45 
4.50 
2.95 
3.00 
3.45 
3.50 
5.95 
3.25 
3.95 
8.85 
4.70 
4.95 
9.95 
4_50 
7.95 

Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Transistor Radio 
Trausistor Rad10 
Radio, Transeeivers, Instruments 
Radio, Transceivers, Instruments 
Electronic Devices, Instruments 
Portable Radio 
Instruments 
Radio and Electric Devices 
Model Ignition, Telephone 
Industrial 
portable "8" 
Portable "A" 
Portable "B" 
Radio "c" 
Heavy Duty Radio "B" 
Heavy Duty Radio "B" 
Industrial "B" 

Portable Radio "A·B" 

Portable Radio "A·B" 

Portable Radio "A·B" 

Portable Radio "A·B" 

Portable Radio "A·B" 
Model Ignition 
Transistor Applications 
Transistor Applications 
Industrial 
Poeket Radio "8", Instruments 
Pocket Radio "B", Instruments 

~::~:~ :a'!t'l~o Ul~~," , Instruments 

portable Radio "B" 
Pocket Radio uB", Instruments 
Pocket Radio uB". Instruments 
Instruments 
Pocket Radio "B", Instruments 
InstrUments 
I nstru ments 
Portable Radio "B" 
portable Radio UB" 
Instruments 
Portable Radio uB" 
Portable Radio "B" 
Radio Electronic 
Portable Radio uB" 
Portable Radio HB" 
Portable Radio "B" 
Fluorescent Lantern 
Farm Radio uB" 
Electronic Photoflash 
Portable Radio "B" 
Electronic Photoflash 
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"Eveready" 
Battery NEDA 

Overall Dimensions 
in Inches 

Number Number· .w H 

492 _________ 3-9/16 x 2-29/32 x 4-29/32 
493 722 2-11/:6 x 2-7/32 x 3-29/32 
495 • 1-15/16xl-15/32x7~B 
497 ____________________ 3 x 1-19/32 x 5% 
E502 ____ _ ___ 0.550 Ojam. x 1.968 
504 220 % x :9/32 x 1% 
505 ___ .________ 221 % x 19/32 x :-63/64 
506 ____________ 223 1-13/64 x % x 1-27/64 
507 222 % x 19/32 x 2.605 
509 __ 908 2% x 2% x 4-13/32 
510F 917 2% x 2% x 4-13/32 
510S * 2% x 2% x 4% 
515 _________ 35/64 Ojam. x 1-31/32 
520 930 5-17/32 x 4-21/32 x 2-21/32 
560 ______________________ .2-21/32 x 1-17/32 x 7-5/32 
621 ____________________ _2-9/16 Ojam. x :3 
E625 ________________ .0.615 Diam. x 0.238 
E630 _ _0.615 Ojam. x 0.238 
635 ___________ 14 1-1/32 Ojam. x 1-:5/16 
E640 _____________ __0.625 Ojam. x 0.440 

~g~ ________ *t~~\~2:2ri;2 3';3_1/18 
704 ____________________________ 2-11/16 x 1-11/32 x 4% 
706 902 8-5/16x2-13/16x6-7/16 
707 ____________ 26 2-9/16 x 2-1/32 x 2-13/16 
708 ___________________________ .2% x 2% x 4-f3/16 
713 8 3-29/32 x 53/64 x 2-27/32 
714 3-31/32 x 1-11132 x 3\", 
715 903 7\"4 x 4-1/16 x 6-7/16 
716 8-37/64 x 4-1/16 x 6-7/16 
717 9 2-5/32 x 1-15!16.3-1/32 

tt718. 13-29/32x2%x5-7/16 
720 182-25/32.1-13/32x3-1/32 
724 2 1-7/32 x 1-7/32 x 2-11/32 
726 19 4-3/32 x 1-7/16 x 2-15/16 
727 428 8% x 21". x 3-25/32 

tt729 

731 
735 
736 
738 

tt740 
tt741 

742 
tt743 

744 
746 
750 
751 
752 

752W _____ __ 

753 

754 

755 

756 

757 

759 

761T _______ _ 
762S ________ _ 
763 __________ __ 
766T ______ _ 

771 
773 

776 

778 

3-27/32 x 2-7/32 x 7-13/16 

918 5-11/32 x 2-27/32 x 4-15/16 
900 2% x 2% x 4% 

3 3-15/16x 1-5/16x4-3/32 
205 3 x 2-5/16 X 41". 
719 4- !9/32 x 3% x 7% 
173%x2-III"6.5% 
4 2% x 2% x 3-27/32 

.5 ~;/!3f~~/: x2r~M3~/32 
/ f::r;~~~ Ili)';k6:2~2~11s~2 

705 2x 11/16x2-21/32 
400 14-1/16 x 2-11/16 x 4-1116 

14-1/16 x 2-11/16 x 4-1116 

401 9-7/32 x 2-23/32 x 4-5/16 

402 10-15/32x3'/4x4 

403 8-9/16 x 3% x 2-7/16 

8% x 2\". x 3-25/32 

406 9-7/32 x 2-23/32 x 4-7/32 

15- 11/16 x 4-1132 x 6-15/16 

712 4-1/16x 1-15/32x3V, 
709 4-3/32 x 2-9/16 x 5-7/16 

710 m ~ ~;/:/~2/I~ill~/16 

3-29/32 x 1% x 3-1/16 
3-29/32 x % x 3'/. 

7-27/32 x 4'/. x 9% 

• 4V.x2-17/32x3-7/16 

781 2-15/32 x 55/64 x 3\"4 
785 431 8% x 3% x 2'/4 

789 _______________________ 5-9/32 x 1-7/1S x 3'/4 
799 _ 8-5/32 x 41"4 x 8-19/32 

t904 _________ 910 0.445 Ojam. x 1.180 
t912 ____________ 24 13/32 Ojam. x 1% 
t915 _____________ , __________ 9/i6 Ojam. x 1-31/32 
t935 _________________________ 1-1/32 Ojam. x 1-15/16 
t950 ______________________ 1-11/32 Ojam. x 2-13/32 
960P _______ 23 1-11/32 Oiam. x 4-1/16 
964 ___________ 20 1-11/32 Ojam. x 4-3/16 
1015 ________ 15 9/16 Oiam. x 1-31/32 
1016 _____________________ 1-9/64 x 19/32 x 2-1/64 
1050 ________________________ 1-11/32 Ojam. x 2-13/32 
1052P ______________________ 1-1/8 Ojam. 3-29/32 
1461 907 10-13/32 x 2-25/32 x 7-9/32 

:~~~-------------.- ~:15i~ci'i x5 'i'7\", 
1662 913 7-27/32 x 5-9/32 x 7-9/32 
2314 2400 1-2'/64x 1-1/32 x2% 
2356 1612 2-3/16 x 1-5/32 x 61"4 
2506 1601 8x2-'3/16x 1-9/16 
2709 16'3 1-13/32 x 47/64 x 4-1.1/16 
2713 14n3 1-13/32 x 47/64 x 4-11/16 
2731 1303 2-'3/16 x 1% x 8-11/32 
2744 920 2-21/32 x 2-2' /32 x 3% 
2745 924 2-21/32 x 2-21/32 x 4-7/16 
2746 . 925 2-21/32 x 2-21/32 x 4% 
2761 1608 2-9/32 x 11"4 x 7-31/32 
2762 1609 2-13/16 x 1% x 8-11/32 
2760 _________ 923 5-' 1/32 x 2-27/32 x 4-5/32 

E302157 _____________________ 21", x 1% x 4V4 
E302158 __________________ 31"4 x 1% X 41"4 

E302351 ______________ 1-1/16 Oiam. x 2% 
E302478 _______________ 1-9/32 Ojam. x 3% 
E302642 ____________________ 1-9/32 Ojam. x 2% 

SECTION 4000 

Term inals & VOltages 

Socket-, + 180, +225 
Pinjacks-, +300 
Snap Type-, +90 
Flat Recessed-, +180, +510 
Flat Conta,t-, +1.35 
Flat Contact-, -1-15 
Flat Recessed-. +22Y2 
Flat Contact-, +30 
Flat Contact-, +30 
Coi I Spri nas-. +6 
Fahnestock-, +6 
Screw-, +6 
Flat Contact-, + 1.5 
Ins. Screw-, +6 
So,ket-, +71", 
Screw-, -+-3 
Flat Contact-, -1-1.35 
Flat Contact-, + 1.40 
Flat Contact-, +1 V, 
Flat Contact-, +1.40 
Socket-, +41", 
Spring-, -+-4112 
Socket-, +5 
Ins. Screw-. +6 
Snap Type-, +71,12 
Socket-, +221", 
Socket-, +71,12 
Screw-, +4'12 
Ins. Screw-. +7Y2 
Ins. Scrflw-, +9 
Soeket-, +71", 
Socket-, +6 
So~ket-. + I ~h 
Flat Contact-, +6 
Socket-, +4Y2 
Rece .... !;ed Plug_HA". +9 ·'A". 

-"8", +90 "8" 
Socket-HA", +1'12 "A". 

-"8", +90 "8" 
Ins. Screw-. +6 
Screw-, +IV2 
Socket-, +41,12 
Soeket-, +221"" +45 
Socket-, + I \", 
Socket-, + I 1,12 
Soeket-, + I V, 
Soeket-, +11", 
Soeket-, +6 
Soeket-, +41", 
Sprin.g-, +3 
Sprino-. +4'/2 
Recessed Plug_HA". +9 "A", 

-"8", +90 "8" 
Recessed Plug-"A", +9 "A". 

-"8", +90 "8", -, +11". 
Socket-"A". +7 1/2 "A", +9 

"A", -"B", +90 "B" 
Soeket-"A", +71/ 2 "A", +9 

"A", -"8", +90 "8" 
Socket-"A", +6 "A", +7,V2 

"A", -"8", +75 "8" 
Socket-itA", +7'12 "A", +9 

"A", -"8", +90 "8" 
Recessed Pluq_HA". +9 "A", 

-"8", +90 "8" 
Socket-lOA". +"/2 "A". 

-"8", +90 "8" 
Screw-, +11"., +3, +41", 
Ins. Screw-, +221"" +45 
Serew-, +22'/2 
Fahnestock-. +16V2. +18. 

+19';', +21, +221". 
Socket+, -3, -41/2 
5 Screw; I wire+. -1'/2. 

-3, -4'12, -6, -7'12 
Socket & Recessed Plug-"A". 

+7'/, "A", +9 "A", 
-"8", +90 "8" 

Fahnestock+, -3, -4'12 
-6, -9, -101"" 
-16'/" -22'/, 

Screw+. -4'/2 
Socket-lOA", +7'12 "A", 

-"8", +75 "8" 
Flat-, +3 
Fahnestock-. +221,12. 

+45, +49'/, 
Flat Contact-, + 1'/, 
Flat Contact-, +I'/, 
Flat Contact-, +1 1/2 
Flat Contact-, + 1'1. 
Flat Contact-, +11/2 
So~ket-, + 1112 
Flat Contact-, + 1'1, 
Flat Contact-, + I V, 
Flat Cont.ct-, + flh 
Fla' Contacts-. + 1- 1/2 
~(\eket-, --I- 1.5 
los, Screw-, +6 
Ins. Screw-, +6 
Ins. Screw-, +71/2 
Ins. Screw-. +9 
Soeket-+-, -12, -21 
Soap Type-, +9 
So.~et-, +3, +6, +9 
Snap TYQe-, +9 
Min_ Snap-, +6 
Socket-, +4 V. 
Socket-, +6 
Coil Spri nus-, +6 
Screw-, +6 
Socket-, +9 
Socket-, +9 
Socket-, -!,-12 
Socket-, + 1.35 
Socket-, +47_25, +22.95, 

+2.70, +5.40 
Flat Conta.t-, +5.40 
Flat Contact-, +9.80 
Flat Contact-, +7_00 

Battery 
Weight 

Ibs. ozs. 

2 
I 
4 

2 
3 
I 
I 
I 
6 
2 
I 
I 
I 
I 

4 

4 

16 

4 

14 

13 

9 
9 

II 
14 

2 
I 
I 
I 
I 
2 
3 

8 
14.5 

10 
1.05 
0.6 
0.8 
0.9 
0.9 
5 
4 
4 

0_5 
8 

10 
10 
0.14 
0.17 
1.4 
0.38 
5 
5 
11.8 

14 
12 
II 
6.3 
14.5 

10 
8 
8 
4 
6_5 
2.5 

10.5 

14 

7 
4 
7 

10 
6 

15 
6 
3 
2 
3 

12 

14 

12 

4 
14 
12 
14 

10 
13 

12 

8 
5 

12 
1.5 

5 
0.22 
0.3 
0.6 
1.4 
S 
5 
5.9 
0.6 
I-I 

3.3 
3.6 

9 
7 

10 
I 
3 
I 
8 
4 
4 

II 
14 
14 
14 
9 

II 
8 
13.5 

3 
4.5 
9 
5 

Unit 
Pkg. 

Quan_ 

I 
I 
I 
I 
2 
I 
I 
I 
I 
I 
I 
I 

24 
I 
I 

12 
4 
4 

12 
4 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
6 

I 
6 

12 
24 
24 
48 

I 
12 
24 

I 
48 

I 
4 
4 
4 
4 

'*N EDA number same as an "Eveready" battery number on a .fIitferelilt battery. Om'itted to prevent errors in shipping. 

'*'*Equipped with screw terminals unless Fahnestock spring terminals are specified. 

... HEquipped with Fahnestock spring terminals unless ~crew terminals are specified. 

,&Furnished with Fahnestock spring terminals. If socket terminals required. specify W-868P, W.364P, W-365P. 

List 
Price 
Each 

$ 8.75 
11.95 
4_95 

15.95 
0.95 
1.15 
1.50 
1.85 
1.85 
1.19 
1.19 
1.19 
0.15 
4.50 
5.25 
3.90 
0.45 
0.42 
0.25 
0.47 
1.40 
1.02 
1.70 
5.98 
1.50 
3.80 
2.25 
1.55 
7.25 
8.25 
1.65 
3.90 
1.20 
1.00 
1.35 

7.45 

6.25 
2.75 
1.25 
1.35 
3.95 
9.85 
3.45 
1.65 
2.75 
1".65 
1.50 
0.85 
1.00 

8.2~ 

9.25 

7.75 

9.45 

7.25 

6.95 

7.95 

Major Use 

Electronic: Photoflash 
Geiger Counter 
Portable Radio "8" 
Elec:tronic Photoflash 
Transistor Applications 
Pocket Radio "B", Instruments 
Pocket Rallio "B", Instruments 
Pocket Radio "B", Instruments 
Pocket Radio "B", Instruments 
LaAterns 
M isceJlaneous 
MiscellaReous 
Flashlights, Toys 
Lantern 
Portable Television 
Fisl'lill, Buoy 
TraMsistor Applications 
TraDsistor Radio 
Portable Radio "A" Transistor 
Traasistor Applications 
S~ot Firing 
I nstru meRts 
Shot Firiqg 
Ignition, Emergency Lighting 
Portable Radio "A" 
Shot FiriAg 
Portable Radio "A" 
T~lephone Test Sets 
Ignition, Emergency Lighting 
Ignition, Emergency lighting 
Portable Radio "A" 
Portable Radio "A" 
Portable Radio "A" 
Portable Rallio "A" 
Portable Ratlio "AU 

Portable Radio "A-B" 

Portable Radio "A-B" 
Lantern 
1I0tiei Ignition "Glo-Plug" 
Portable Radio "A" 
Portable Radio "B" 
Farm Radio "A" 
Portable Radio "A" 
Portable Radio "A" 
Portable Radio "A" 
Portable Radio HA" 
Portable Radio "A" 
Instruments 
Instruments 

Portable Rallio "A-B" 

Portable Radio "A-B" 

Portable Radio UA_B" 

portable Radio "A-S" 

Portable Radio "A-S" 

Portable Radio "A-B" 

Portable Ratfio "A_Sir 

10.65 Farm Ratfio iiA_S" 
1.90 Telepho"" Test Sets 
4.35 Instruments 
2.35 Instruments 

6_25 
2.25 

2.35 

4.45 
1.25 

6.90 
2.55 

11.95 
0.125 
0.15 
0.20 
0.20 
0.20 
0.85 
0.45 
0.25 
0.45 

0.70 
4_98 
5.98 
7.25. 
8.2'5 
2.25 
1.60 . 
2.50 
1.50 
1.00 
2.75 
1.60. 
1.60 
1.60 
2.25 
2.75 
3.40 

15.50 

37.00 
4.10 
6.60 
5.25 

Switchboard Testing 
Radio "C" 

Radio HC" 

Home- Recei'Ar "A-B" 

Instruments 
Instruments 

Portable Radio "A-B" 
Finger Print Camera 

Camera Cranking 
Flashlight, Novelties 
FI.,hlight, Toys 
Flashlight, Toys 
Flashlig'ht, Toys 
Flashlight, Toys 
Portable Radio "A" 
Portable Radio iiA" 
Transistor Portable 
Pocket Radio "AJJ 
Influstrial 
Ilstrument 
Ignition, Fence Controllers 
Ignition, Fence Controllers 
Ilnition, Searchlights 
Ignitio-n. Searchlights 
Transistor Portable 
TI"8Rsistor Radio 
Trallisistor Portable 
Transistor Portable 
Transistor Portable 
Tral1s1stor Radio 
Barricade Flasher, Miscellaneous 
Barricade Flasher, Lantern 
Lithtina, Miscellaneous 
Transistor Portable 
Transistor Radio 
Barricade Fla!liher, Miscellaneous 
Radio Activity Detection Device 

Radio Activity Detection Device 
Indicator 
Wire Recorder 
Fire Alarm 

tFlashlight types. 

ttShipped from factory only . 
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I SECTION 4000 I 
DC POWER SUPPLIES 

SILICON·& SELENIUM RECTIFIERS 

SILICON POWER 
RECTIFIER 

For transistor circuits & 
elBctr,nic equipment 

MINlEL Gt2F 
INPUT: 115 voltsAC 60 cycles, 

1 phase 
OUTPUT: 0-30_ Volts DC, 0-10 

Amperes D.C. continuous duty 
REGULATION: No load to full load 

15% 
RIPPLE: Less than 0.5% RMS 
METERS: 2% Accuracy 

PRICE: $145.00 NET 
'oAlso available in 5 Amperes 

PRICE: $95.00 NET 

INDUSTRIAL 
POWER UNITS 

MODEL Al0 
INPUT 115 or 230 AC Volts, 60 

cycles-Single Phase. 
DC OUTPUJ 115 Volts DC 125 

Watts 
APPLICATION: Power sources for 

operating DC Motors, Relays, 
Solenoids, Magnetic Chucks. 

DIMENSIONS: 11" H x 9" W x 
6'12" D 

PRICE $63.00 NET 

SILICON RACK MOUNT SUPPLY 
INPUT: 115 Volts AC 60 Cycles, Single 

Phase 

. MODEL #GX30-10 

AIRCRAFT BATTERY 
ELIMINATOR 

MODEL #Gl01F 

OUTPUT: 30 Volts DC 0-10 Amperes Con-
tinuous Duty 

REGULATION: 10% No Load to Full Load 
RIPPLE: Below 0.5% .RMS 
DIMENSIONS: 8314" H x 19" W x 10" D 

PRICE: $137.50 NET 

INPUT: 115 Volts AC 60 cycles, single 
phase 

OUTPUT: 0-30 Volts DC, 0-20 Amperes, 
continuous duty 

RIPPLE: 0.5% RMS 
Unique overload device prevents nee­
dle slam and shows overload condition 

REGULATION: D.C.V. at full load: 30 
D.C.V. at 1/10 load: 35 

METERS: 2% Accuracy 
PRICE: $200.00 NET 

PRICE: $185.00 LESS DUST COVER 
May be used for Rack or Bench 

SElENIUM POWER SUPPLY SILICON GENERAL 
PURPOSE RECTIFIER 

MODEL GX 30-5 
INPUT: 115 Volts AC 60 cycles, 

single phase 
OUTPUT: 30 Volts DC, 0-5 Am­

peres, DC Continuous Duty 
REGULATION: 12% No Load to 

Full Load 
RIPPLE: Below 1 % RMS 
DIMENSIONS: 5" W x 13112" L x 

Overall Height 10" 
PRICE: $75.00 NET 

MODEL G-115 

INPUT: 115 or 220 Volts AC 60 
cycles, 1 Phase 

OUTPUT: 0-32 Volts DC, 0-50 
Amperes DC, Continuous duty 
variable over entire range 

RIPPLE: 1% RMS 
DIMENSIONS: 22"H x 19"W x 15"D 

PRICE: $475.00 NET 

SlLicON INDUSTRIAL 
POWER UNIT 

MODEL 
#G30-40F 

INPUT: 115 or 230 Volts AC, 60 
cycles, single phase 

OUTPUT: 0-32 Volts DC, 0-40 
Amperes DC, continuous duty 

RIPPLE: 1 % RMS 
DIMENSIONS: 12114"Hx19"Wx13"D 
REGULATION: D.C.V. at full load: 

32 minimum D.C.V. at 'A. load: 
35 maximum 

.PRICE: $385.00 

SILICON POWER RECTIFIER 

MODEL G30.10FR 

INPUT: 115-· Volts AC, 60 Cycles, 
Single Phase 

OUTPUT: a-3~ Volts DC, 0-10 Am­
peres, continuous duty 

CONTROL: Continuously variable 
over entire range 

REGULATION: 7% No Load to 
Full Load 

RIPPLE: 0.2% RMS 
METERS: 2% Accuracy 
DIMENSIONS: 19''Wx13''Dx10112''H 

PRICE: $185.00 NET 

SELENIUM POWER SUPPLY 
INPUT: 115 Volts AC 60 Cycles-Single 

Phase 

MODEL G4S-&FM 

MODEL 
#GS 14-15F 

DC POWER SUPPLY 

MODEL G94F 

OUTPUT: 0-48 Volts DC, 0-6 Amperes 
CONTROL: Continuously variable over en­

tire range 
RIPPLE: 1% RMS 
DIMENSIONS: 19" W x 13" D x 101f2" H, 

Fits RETMA, Western Electric racks 
PRICE: $190.00 NET 

SILICQN POWER SUPPLY 
INPUT: 115 Volts AC, 1 Phase, 60 cycles 
OUTPUT: 0-14 Volts DC, 0-15 Amperes, 

continuous duty 
RIPPLE: Less than 1 % RMS 
METER ACCURACY: 2% 
DIMENSIONS: 9" H x 171f2" W x 9" D 

PRICE: $125.00 NET 

SIUCON POWER SUPPLY 

MODEL GX30-20 

INPUT: 'lIS Volts AC 60 cycles, 
1 Phase 

INPUT: 115 Volts, 1 Phase, 60 
cycles 

OUTPUT: 0-34, Volts, DC 
0-20 Amperes, continuous DC 

OUTPUT: 0-300 Volts DC Contin­
uous Variable 0-1 Ar:lperes, 

RIPPLE: 100 MV RMS 
DIMENSIONS: Rack 8314" H x 19" L 

x 9112" D 
CABINET: 101f2"Hx22"Lx12"D 

PRICE: $240.00 

duty . 
REGULATION: No load to full load: 

18% 
RIPPLE: Below 1 % 

Si Ilcon Rectifiers, High Efficiency 
DIMENSIONS: 10" x 17" x 3" 

PRICE: $185.00 NET 

GATES ELECTRONIC C~. 
NEW YORK, N. Y. 

Also See Our Ad on Power Supplies Page 1156 in the 4th Edition of the Electronic Engineers Master 
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I SECTION 4000 I 
DC POWER SUPPLIES 

SILICON &. SELENIUM RECTIFIERS 

INPUT: 220 Volts AC, 60 
cycles, 3 phase 

OUTPUT: 0-50 volts DC, 
0-50 amperes con­
tinuous duty 

RIPPLE: 0.5% RMS 

REGULATION: No- Load to Full Load 8% 

METERS: 2% Accuracy 

INPUT: 220 Volts AC, 60 
cycles, 3 phase 

OUTPUT: 0-30 Volts DC, 
0-100 amperes con· 
ti nuous duty 

RIPPLE: 4% RMS 

REGULATION: 5-8% 1/10th load to 
full load with constant input and 
at maximum output voltage setting 

METERS: 2% Accuracy 

SILICON POWER SUPPLY 
Model GX24·1 

INPUT: 115 Volts AC, 60 cycles, 1 phase 
OUTPUT: 24 Volts DC, 0-1 ampere DC, 

continuous duty 
RIPPLE: 0.4% RMS 
REGULATION: 10% no load to full load 

PRICE: $50.00 

BENCH PLATING RECTIFIER 
Model Gl0·B . 

INPUT: 115 Volts, 50-60 cycles, 1 phase 
OUTPUT: 10 amperes, 0-8 Volts DC 
RECTIFIER: Full wave selenium rectifier 
VOLTAGE CONTROL: Powerstat 
METERS: 2% Accuracy volt meter, amp. meter 

PR ICE: $75.00 

BENCH PLATING RECTIFIER 
Model G50-B 

INPUT: 115 volts, 50-60 cycles, 
1 phase 

OUTPUT: 50 amperes, 0-8 Volts 
DC 

RECTIFIER: Full wave selenium 
rectifier 

VOLTAGE CONTROL: Powerstat 
METER: 2% Accuracy, volt meter, 

amp. meter 

PRICE: $175.00 

BENCH PLATING RECTIFIER 
Model Gl00-8 

INPUT: 115 Volts, 50-60 cycles, 
1 phase 

OUTPUT: 100 amperes, 0-8 Volts 
DC 

RECTIFIER: Full wave selenium 
rectifier 

VOLTAGE CONTROL: Powerstat 

METERS: 2% Accuracy, volt meter, 
amp. meter 

PRICE: $275.00 

INPUT: 220 Volts AC, 
60 cycles, 3 phase 

OUTPUT: 0-30 Volts 
DC, 0-200 amperes 
continuous duty 

INPUT: 115 Volts AC, 60 cycles, 
1 phase 

RIPPLE: 4% RMS 

REGULATION: 5-8% 1/10th load to full load 
with constant input and maximum output 
voltage setting , 

OUTPUT: 5-30 Volts DC, 0-40 
amperes 

RIPPLE: 1 % RMS 

REGULATION: ±1 % from no load 
to full load 

METERS: 2% Accuracy METERS: 2% Accuracy 

PORTABLE SILICON 
BATTERY CHARGER 

Model G612·20 
INPUT: 115 volts AC, 60 cycles, 1 phase 
OUTPUT: 6/12 Volts DC, 20 amperes 

continuous duty 
METER: Amp. meter 2% Accuracy 
OIMENSIONS: 11"H x 9"W x 6lh"O 

PRICE: $45.00 

BENCH PLATING RECTIFIER 
Model G30-B 

INPUT: 115 Volts, 50-60 cycles, 1 phase 
OUTPUT:,30 amperes, 0-8 Volts DC 
RECTIFIER: Full wave selenium rectifier 
VOLTAGE CONTROL: Powerstat 
METERS: 2% Accuracy, volt meter, amp. meter 

BENCH PLATING RECTIFIER 
Model G200-6 

INPUT: 115 Volts, 50-60 cycles, 
1 phase 

OUTPUT: 200 amperes, 0-6 Volts 
DC 

RECTIFIER: Full wave selenium 
rectifHer 

COOLING: Fan 
VOLTAGE CONTROL: Powerstat 
METERS: 2% Accuracy, volt meter, 

amp. meter 
PRICE: $3!J5.00 

PRICE: $115.00 

BENCH PLATING RECTIFIER 
Model G50·l5 

INPUT: 115 Volts, 50-60 cycles, 
1 phase 

OUTPUT: 50 amperes, 0-15 Volts 
DC 

RECTIFIER: Full wave selenium 
rectifier 

VOLTAGE CONTROL: Powers!at 
METERS: 2% Accuracy, volt meter, 

amp. meter 

PRICE: $210.00 

GATES ELECTRONIC CO. 
, NEW YO'RK, N. Y. 
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SECTION· 4000 

DRY BATTERIES 
P.R.MALLORY&CO.INC. Mercury,Manganese and. Zinc-Carbon 

INDIANAPOLIS IND. 

MANGANESE ALKALINE BATTERIES 

:':~tr. VOltsl Use . I ::: E':.~~ 'JWiil1'R"" "'4.1r TranSistor radio "lJT "'i1rc 
MnUOO 1. 5 Transistor radio and lIashllght 2 % 51 c 
Mn1500 1.5 Transistor radio. camera. lIashllght .916 33c 
M .. 9100 1.5 Transistor radio. camera. lIashlight .444 20c 

MERCURY BATTERiES 
Flat terminals unless otherwise noted 

Mallory 
Num ..... Volts ':lii U .. 

Size, Inches 
L. x W. x H. 

Wt., Net 
Oz. Each 

RM-l '"iT 1000 . Electronic % dla. x"", ""0:75 iDi 
RM-IR 1.35 1000 Electronic % dla. x"", 0.75 .38 
RM-1RTl 1.35 1000 Electronic % dla. x"", 0.75 .41 
RM-IRT ; 1.35 1000 Electronic % dla. x"", 0.75 .48 
RM-3R 1.35 2200 Electronic 1 dla. x "", 0.93 .54 
RM-4R 1.35 3400 Electronic 1.2 dla. x "", 1.6 .69 
RM-4RTt 1.35 3400 Electronic 1.2 dla. x "", 1.6 .74 
RM-4Z 1.4 2400 Electronic 1.2 dla. x ~ 1.2 .58 
RM-12 1.4 3600 Electronic %dla.x2 2.0 .82 
RM-UR 1.35 3600 Electronic %dla.x2 2.0 .82 
RM-12RT~ 1.35 3600 Electronic %dla.x2 2.0 .87 
RM-URT t 1.35 3600 Electronic %dla.x2 2.0 .92 
RM-U 1.4 14000 Electronic 1.2 dla. x 2% 5.9 1.85 
RM-42R 1.35 14000 Electronic 1.2 dla. x 2% 5.9 2.25 
RM-42RT~ 1.35 14000 Electronic 1.2 dla. x 2% 5.9 2.30 
RM-42RT ; 1.35 14000 Electronic 1.2 dla. x 2% 5.9 2.35 
RM-312 1.4 36 Electronic ',{,dla. x '", 0.01 .21 
RM-'toR 1.35 75 Electronic "", dla. x'", 0.04 .25 
RM-"'l 1.35 800 Electronic "", dla. x 1~ 0.4 .34 
RM-411 14 120 Electronic 1 x "", xl'", 1 2.50 
RM-412 ~2.4 120 Electronic 1 x "",X 1''{' L 3.50 
RM-413 28 120 Electronic 1 x "",.X 211 1.5 4.58 
RM-415~ 42 120 Electronic 1 x "", x 3~ 2.5 6.50 
RM-U' 1.35 350 Electronic "", dla. x 'M 0.18 .34 
RM-1I2R 1.35 2400 Electronic ~ dla. xl"", 1.05 .62 
RM-S20 1.4 130 Electronic l1 dla. x % 0.07 .15 
RM-60IR 1.35 1800 Elect~nlc % dla. x I'", 1.2 .65 
RM-12SR 1.35 350 Electronic %dla.xU 0.15 .30 
RM-12SRT~ 1.35 350 Electronic %dla.xU 0.15 .35 
RM-625RT ; 1.35 350 Electronic %dla.xU 0.15 .40 
RM-630 1.4 350 Electronic ~ ~l:: ~ li 0.17 .30 
RM-640' 1'( 500 Electronic 0.38 .30 
RM-640RT2; 1.35 500 Electronic r.~ dAra.xx '11", 0.38 .40 
RM-675 1.4 175 Electronic 0.07 .26 
TR-l13R. 4.05 250 Electronic "", dla. x"", 0.45 1.29 
rR_114R 5.4 250 Electronic "", dla. x 1',{, 0,59 1.50 
rR-114RT2; 5.4 250 Electronic u", dla. x 1',{, 0.59 1.60 
TR-U5R 6.75 250 Electronic "", dla. x 1''{' 0.73 1.14 
TR-132R 2.7 1000 Electronic "", dla. x I',{, 1 .84 
TR-133' 4.2 1000 Radio. "",·dla. x 2 1.4 1.00 

TR-134R '5.4 1000 ~r:.)t%~r.,s. "",dla.x2"'" 1.9 1.53 
TR-135R 6.75 1000 Electronic ::;: 3f:.· xX 3~~ 2.4 1.85 
TR-136R 8.1 1000 Electronic 2.9 2.30 
TR-l45 ~.4 . 

250 Electronic "", dla. x 1% 0.58 1.58 
TR-146t; 350 Radio 1 x "",x 1"'{' 1.6. 1.37 
TR-152 2.7 350 Electronic "", dla. x 1~ 0.42 .72 
TR-1S3R 4.05 350 Electronic "",dla.x 1",{, 0.6 .92 
TR-162R 2.7 500 Electronic "",dla. x J1i 0.58 .87 
TR-UI 4.2 500 TV tuner u", dla. x 1',{, 0.87 1.10 
TR-U4' 5.6 500 Radio u'" dla. x 1% 1.16 1.35 
TR-115 7 500 TV tuner "", dla. x 2% 1.45 1.64 
TR-1C9 12.6 . '350 Electronic . i,;'; ilia: x' ii,(, 2.88 3.20 
TR-U5 7 Radio 1 1.02 
TR-l77§' 9.8 250 Radio "", dla. x I"", 1 1.37 
TR-233 4.2 2200 Radio l'",dla.x1"", 3 1.80 
TR-234 5.6 2200 Electronic 1 dla. x 2"", 3.88 2.44 
DM-9N 1.4 2400 Radio ~ dla. x I"", 1 .54 
ZM-9' 1.4 2400 Radio l1 ella. x I"", 1 .51 
'Available In plastic jewel box. add sulllx P, e.g .. TR-146P. t1 tab. 
1 lIat terminal. t2 tab terminals. § Snap terminals. 

MERCURY POWER·PAK IATTERIES 
MailOry ~"lH f .. - Net 
Number Volts U .. mlnal. Each 

302t25-M ---ro- 240il Fire alarm Flat $ 4.25 
102157 1.35 .28000 Radiation eqpt. Sckt 10.35 
302158 22.95. 2.7 500 Radiation eqpt .. Sckt 24.38 

302227 
47.25. 5.4 

1.65 4.05 250 P.R. meter Tabs 
302229 5.4 250 P.H. meter Tabs 1.75 
302240 24.3 2400 Instruments Leads 22.50 
302249 6.7.5 250 Radiation eqpt. Tabs 2.28 
102250 9.45· 250 Radiation eqpt. Tabs 2.45 
302257 1.35 14400 Test equipment Leads 7.40 
302271-M 1.35-13.5 36001<250 Electronic Leads 5.18 
3023Sl-M 5.4 200 Fire alarm Flat 2.67 
302354 5.4 250 Radiation eqpt. Lead. 1.10 
302358 10.8 250 Radiation eqpt. Leads 2.83 
302360 8.1 250 Radiation eqpt. Leads 3.60 
302362 16.2 250 Radiation eqpt. Leads 3.87 
302424 6.75 1000 Instruments Tabs 2.57 
302425 48.6 250 "B" Snaps 16.51 
302435 6.75 250 Radiation eqpt. Flat 2.28 
312437 9.45 250 Radiation eqpt. Flat 2.30 
302462 97.2 1000 Transmitter "B" Leads 32.34 
312464 6.75 3600 Geophysical Leads 7.35 
382465 47.25 1000 Geophysical Leads 15.40 
3024&7 5.4 1000 Test equipment Tabs 1.85 
102478-M 9.8 2400 Recorder Flat 4.29 
312487 6.75 2200 Test equipment Posts 4.16 
38249. ~.8 500 Missile LeadS 28.50 
302502 4.5 250 Geophysical Leads 26.50 
302506 16.2i.3~05 250 Telemetry Leads 9.17 
302510 43200 Computer Posts 15.44 

I 
M-200 M-1603 M-20 M-211 M-208 ZM-9 

MERCURY POWER-PAKS (CONnNUED) 
Mallory C;P., fer- Net 
Number Volts MAH U .. mlnals Each mm- --rr- --.,mr . Test equipment ""Leii.'Os .m:n 

302527 97.2 250 "B" Leads 26.50 
102530 10.8 14000 Missile Posts 38.48 
302539 21.5 250 Electronic Sckt 9.78 
302540 1.35 14000 Test equipment Tabs 2.86 
102554 97.2 250 "B" Snaps 26.50 
30255S 64.8. 34.1 500 Missile LeMS 25.50 
302579 29.7 250 Test equipment LeMs 10.S5 
302580 27 3400 Electronic Sckt 21.40 
302589 21.5 250 Electronic Sckt 12.20 
302604 5.4 250 Electronic Flat 1.37 
302609 12.15 250 Electronic l'lat 2.70 
302642 7.0 2400 Fire alarm ]<'Iat, 3.40 
102651 1.35 14000 Electronic Leadst 3.62 
302667 6.7 14000 Electronic Leads 22.37 
302702 2.7 2200 Geophysical Leads 2.67 
102795 10.75 3600 Electronic Sckt 15.37 
302800 75.6 1000 Electronic Snaps 27.50 
302830 12.06-6.7 1000/7200 Electronic Sckts 19.25 
302896 9.4. 1.35 3600 Recorder Snapst 15.S0 
302904 5.4 3400 Meter Leads 4.32 
302905 6.75 3400 Test equipment Leads 5.65 
302907 9.45 3400 Electronic Leads 6.70 
30290S 10.8 3400 Radiation eqpt. Leads 7.48 
303145 8.4 3600 Depth finder Snap 6.33 
303203 4,05 2200 Electronic Flat 1.811 
303219 9.8 175 Electronic Flat 1.80 
tSpeclalleaos, ,Three negative leaos. 

MERCURY VOLTAGE REFERENCE BATTERY 
Mallory No. 303113-Elght outputs. 0-10.80 v. In 1.35 v. steps. 
Size. 6l1' x 2%' x I'. In lined leatherette case with S3950 
complete technical Information. Net Each ........... . 

ZINC.CARBON BATTERIES 
Mallory Nom. Size, Inches Wt., Net 

No. Volts Use T* L. x W. x H. Oz. Each 
~ -rr Radio "A' a 2 1 lAeX2ii.1Gx41,,16 ~ fi:'R'" 
M-6 6 ~:~lg ::t:: a 2 ',{,x2',{,x331", 9 1.16 
M-9 7.5 a 2'",Xl15,{,x3'", 31 1.15 
M-13F 1.5 Flashlight "D" b 1"", dla. x 2"", 3.3 .13 
M-13R 1.5 Radio "D" b 1"", dla. x 2"", 3.3 .155 
M-13X 1.5 IndustriQ.l"D" b 1"", dla. x 2"", 3.3 # 
M-14F 1.5 Flashlight "C" b 1'", dla. x 115,{, 1.5 .13 
M-UR 1.5 Radio "C" b 1'", dla. x 115,{, 1.5 .155 
M-15F 1.5 "AA" penlight b % dla. x I"", 0.5 .13 
M-15R 1.5 Radio penlight b ,,{, dla. xl"", 0.5 .155 
M-20 1.5 Radio "A" b 1% dla. x 4"", 6 .32 
M-24F 1.5 Junior penlight b "", dla. x 1% 0.3 .095 
M-26 7.5 Radio "A" c 2%x2'",x2"'{, 12 1.05 
M-200 67.5 Radio "B" c 2",{,x1~X3"'" 12 2.45 
M-201 45 Radio "B" c 2"",x1x ",{, 9 2.0S 
M-202 45 Radio "B" a 3 "",xl ~ 31 2.70 
M-2D8 15 Electronic "B" b l'",x% 0.8 .81 
M-210 30 Electronic "B" b 1'",x% 1.4 1.23 
M-211P 67.5 Radio "B"· e 1 211"uxes 8.5 2.27 
M-212 75 Radio "B" c 115,{,x1' Oiix6 '", 14 1.15 
M-213 45 Radio "B" c l'",x%x3 11,{, 3 1.75 
M-214 90 Radio "B" c 1',,,,X1'~X715,,, 12 2.77 
M-215 22.5 Radio "B" b 1'",x% 1.5 1.05 
M-217 67.5 Radio "B" c 1,."'x .... x3l1 4.6 2.07 
M-401 7~.9.90 Radio "A-B" a 9 '",x2"",x4',{, 76.0 5.43 
M-405 7~. 9. 90 Radio "A-B" a 8~x2~x3"", 46.0 4.87 
M-413 1l1.90 Farm radio a 15",{,x4'",x6'% 260.0 7.95 
M-504 15 Electronic "B" b %x'%x1% 0.6 .81 
M-S05 22.5 Electronic "B" b ii~~~i~'.v", 0.6 1.05 
M-506 30 ~iectronlc "B" b 0.9 1.30 
M-507 30 Electronic "B" b %x'%x2"", 0.9 1.30 
M-900 1.5 Ignition c 2%x2%x4% 20 .84 
M-902 6 Lighting e 8',{,x2'%x6''{' 94.0 4.01 
M-903 7.5 Lighting c ~~lil~:~~ 122.0 4.S6 
M-904 9 Lighting e 136.0 5.53 
M-90S 1.5 Ignition e 2% dla. x 6% 34 .S4 
M-906 1.5 Telephone 1 2% dla. x 6% 34 .S4 
M-907 6 Industrial e 1O"",x2 "",x7 '", 153 3.34 
M-908 6 Metal lantern g 2 ",{,x2l1,{,x4% 21 .79 
M-910F 1.5 Flashlight "N" b "", dla. x 1% 0.22 .08 
M-911 1.5 R.R.. Indust. e 2% dla. x 6% 34 .90 
M-914 1.5 i~~~t[l'n~ 1 2% dla. x 6% 34 .84 
M-915 6 e 2 ",{,x21l,{,x4'", 21 .79 
M-916 6 R.R. lantern g 2",{,x2",{,x4"'{' 21 .79 
M-918 6 Lighting e 5"",x2'%x415", 52 1.81 
M-920 6 Flasher a 2 1l,{,x2l\i'x4% 21 # 
M-1600 9 Radio c 1 dla. x ,',{, 1.8 .62 
M-1602 9 Radio c 1"",xl"",x2~ 4.5 1.30 
M-1603 9 Radio c 2',{,x2'",x3 '", 15 1.26 
M-1604 9 Radio c 1 '",x",{,x1"", 1.3 .48 
M-1605 9 Radio c 1 ",{,x1'%x2% 7 1.05 
M-1611 9 Radio b %dla.x2 7 .53 
M-1900 13.5 Radio a 1 "",xl '",x2 ll", 3 1.05 
*Termlnals. a Socket. b Flat. c--Snap. d-Recessed plug. 
.-Screw. '-Fahnestock Clip. g-Coil spring. IWrlte lor price. 

@1961 P. R. Mallory & Co .• Inc. 
ALL RIGHTS RESERVED Mallory Page B-1 
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SECTION 4000 

VIBRATORS 
P.R.MALLORY&CO.INC. BUFFER CAPACITORS 

IND1ANAPOLIS ,IND. 

R(g) ~ ~ 
PR IR 

~ ~~R IR~R Pi~1I "$J." PI II ,,1: It PI ~II 
It II PI II 

I II 14 21 It 30 3& 31 

N~11t '1t~IR 
C 

@ m '~R PI~* 
IR~PIt '9' UIII'EIt 

,It ~II C It PI 
II 0 PI It C PI II PI " II PI It It .lUIII'ER It 

•• '44· 110 til tit til tl4 

'@ 
c 

~'U 
It 

C~ ~~'U ~C ~~I'lt C~ PI~ I'S2 ()o • 151 1'52 ~ 151 IR Pit 
'LoS 

PSI Itl PSI " It C 

" "I II 
55 51 57 58 &g 81 12 6' 

BASE DIAGRAMS, C=Coll; FR = Frame; 11= Inertia Interrupter; IR = Inertia Rectifier, IS-Inertia Spring, PI-Pull Interrupter, 
PR=Pull Rectifier: PS = Pull Spring; R=Reed. 

MaUory VibratorS are 
assembled from care­
fully matched materi­
als built to extremely 
close tolerances, assur­
Ing perfect balance and 
precise opera,tlon. 
Crude rubber Insulation 
and heavy cans effec­
tively deaden sound 
and vibration. Every 
Mallory vibrator Is 
tested for output, start­
Ing voltage and wave 
form. If Mallory type 
number Is not known 
refer to diagram above 
or write for 
VIBRATOR GUIDE, 15c 
FREE when request 
Is Included with order 
for Mallory Vibrators. 

COMMUNICATION TYPE 
Designed for mobile communications ·and other heavy duty uses. 
Engineered to the finest sta,ndards and will give long, trouble-free 
service when used as recommended 

Mallory sa.e Net 
No. Volts -Pnr- Dn'· Sliu ~n:i't •• Each 

Hisol --rr- nt. S4.'l'4 G15D2 12 Int. 54 lJi x 2~ 2.94 
G1801 12 Syn. 32 1Ji x 2% 5.13 
G1807 12 Syn. 44 lJi x 2% 5.13 1501 6 Int. 53 lJi x 2% 3.81 
1512 6 Int. 54 1Ji x 2% 4.14 
1513 6/12 Int. 56 1~ x2% 4.14 
1514 6 Int. 53 1 x 2% 4.14 
1701 6 Int. 57 1Ji x 3 5.78 
1751 6 Int. 58 lJi x 3 5.88 
1752 6/12 Int. 62 1~ x 3 5.12 1807 6 Syn. 44 1 x 2% 4.2 
1808 6 Syn. 38 1Ji x 2% 4.82 
1813 6 ~~~: 32 }~~m ~:I~ 1852 6 59 

BUFFER CAPACITORS 
Tubular paper capacitors have case molded from high grade mln­
eral-fiUed ba,kellte; sealed against moisture and mechanlc~ 'Shock 
by epoxy resin. Double tinned copperweld wire leads. Tolerance, 
'*' 10%. Working voltage, 1600 v. DC: test 3200 v. DC. 

Mallory Capacity Slze,lnche. Net 
No. e' Dla. x Length .Each 

GEM-1621 .001 % x lU 39c 
GEM-16215 . 0015 % XI~ 39c 
GEM-1622 .002 % xl 39c 
GEM-16225 .0025 'MX lU 45c 
GEM-1623 .003 ,,{, x lU 

31c GEM-16233 .0033 %xlU 3 c 
GEM~1624 .004 %x1U 31c GEM-16247 .0047 Ji x lJi 
GEM-1625 .005 Ji x 1Ji ~I: GEM-16256 .0056 Ji x 1Ji 
GEM-1626 .006 ~ x lJi ~9: 
GEM-l6268 .0068 x lJi 39c 
GEM-1627 .007 Ji x l)i 39c 
GEM-16275 .0075 Ji x 1~ ~9c GEM-1628 .008 Ji x I. 
GEM-16282 .0082 )i x 1~ d: GEM-U11 .01 Ji x I 
GEM-161125 .0125 % x 1% 42c 
GEM-U12 .02 ~ ~ l~ 38c 
GEM-16122 .022 45c 
GEM-1613 .03 % x 1% 42c 
GEM-1614 .04 ~ x2U 42c 
GEM-U15 .05 x2U 42c 

COMMON AUTO REPLACEMENT TYPIS .. Famous "Gold Label" models Indlca,ted by . 
Mi!!!Ory 

No. Volts Type 
!!'s. 
Dlag. ~:e .iil:1i ~nC ::.~~ 

G1601* 
Gl602* 

""12 Tnt.'" 8 1 lJi x 2% 52.82 
12 Int. 55 9 lJi x 2% 2.82 

W1601 4 Int. 8 I lJi x 2% 2.94 
509P 6 Int. 8 1 H~M~~~ 2.49 
716 6 Syn. 30 7 4.82 
9D3M 6 Int. 8 I lJi x 2% 2-18 
1501 6 Int. 53 1 H~ ~~~ i:ll 1601* 6 Int. 8 I 

COMPLETE VIBRATOR SPECIFICATIONS 
M:l!,!rr t Volts Type ~ .. :. ':::p'! 5:~~n:hcr· ::.~~ 

F294 T 32 Trit."'" -8--r m~~~ m; 
F826S 1,2 32 Int. 8 1 4.62 
G294 12 Int. 8 1 lJix2% 5.13 
G15Dl T 12 Int. 53 -1- lJix2% 4.14 
G1502 ... 12 Int. 54 "i" Hm~ 2.94 
Gl601 ... 12 Int. 8 2.12 
G1602 i; 2 12 Int. 55 9 lJix2% 2.82 
Gl603S 12 Int. 8 1 lJix21% 4.62 
G16D4 ... 12 Int. 8 I IUx2% 4.62 
G18Dl 

U 
12 Syn. 32 I lJix2% 5.13 

GliD1S 12 Syn. 32 I lJix21% 5.97 
Gl1D2S 1,2 12 Syn. 21 I lJix21% 5.97 
Gl103S ... 12 Int. 38 1 lJix3 5.97 
G18D7 ... 12 Syn. 44 I B~~m 5.13 
G18D8 - 12 Syn. 38 I 5.13 
M15Dl ... 24 Int. 53 -1- lJix2% C.14 
T4D02 ... -2- Syn. 52 8 lJix2~xlJi 6.42 
T4D03 2 Syn. 50 1 l%x2~ 5.88 
W1601 3 -4- Int. -8- -1- lJix2% 2.94 
W18D2 a 4 Syn. 21 1 lJix2% 4.95 
273C ... -6- Syn. 29 -1- 2x4Ji 5.49 
294 ... 6 Int. 8 I lJix2% 2.94 
298 ... 6 Int. 51 1 lJix2% 3.81 
509P ... 6 Int. 8 1 lJix2% 2.49 
716 ... 6 Syn. 30 7 II%X3j1 4.62. 
743 

U 
6 Syn. 38 1 IUx21 4.62 

8255 6 Int. 8 1 Hm~ 4.14 
854 ... 6 Int. 11 1 2.94 
870 ... 6 Int. 14 I lJix2% 2.94 
9D3M ... 6 Int. 8 I Hm~ 2.16 
954 6 Syn. 39 1 4.62 
15011 T -6- Int. 53 -1- lJix2% 3.81 
1512 ... 6 Int. 54 1 l~x2% 4.14 
1513 ... 6/12 Int. 56 I Bm~ 4.14 
1514 ... 6 Int. 53 I 4.14 
1601 T -6- Int. -8- -1- lJix2% 2.82 
16035 1,2 6 Int. 8 I Ht~~:~ 3.81 
1604 ... 6 Int. 8 I 2.94 
1609 6 Int. 63 1 lJix2% 3.30 -
17011 

6/12 Int. 57 1 lJix3 5.76 
1751 ... 6 Int. 58 I lJix3 5.88 
1752 6/12 Int. 62 1 lJix3 5.82 
'18015 i;2 -6- Syn. 32 -1- lJix2"M 5.13 
1802 I 6 Syn. 21 I lJix2% 4.62 
1806 ... 6 Syn. 61 1 I~X2~ 4.62 
180n ... 6 Syn. 44 I I x2 4.62 
1808! ... 6 Syn. 38 1 lJix2% 4.62 
1813 ... 6 Syn. 32 1 lJix2% 4.62 
1852: 6 Syn. 59 1 lJix2% 5.82 
GC7 T Ground Cup -- ~ ..... ............ 
AR-l 5 Adapter ............ .90 
VP-l ... . Vibrator Puller ..... ............ 1.65 

~;;1' -:e~r o~r:. ~ull:::.~\I~:~lrsg~~d.o:~«fi:;p~:Jolo~g~~= 
app\fcatlons. CI A grounding cup tor I Jiw dra. vibrators which 
makes low RF ground between vlbra,tor can and power supply . 
51 Five special sockets for Practical Vibrator tester. Supplledfas 
complete kit only. Int.-Interrupter. Syn.-Synchronous. tFor 
Motille communications and heavy duty uses. 

Mallory Page V-l 
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·1 SECTION 4000 

OHMITE IIV.T.II VARIABLE TRANSFORMERS 

VT4. VT4N VTZ-Z 

VTZ,VT2N 

Toroidal core type autotransformers providing 
distortion-free continuously adjustable voltage from 
fixed AC input. Highly advanced Ohmlte design. 
Sizeable bonus in current ava1'lable in all units where 
~~&~~lr~!,,~~, t~~~~f;e X~~,.<'~,J:-xvol~~;~{e~ ~o; 

ot VT4, VT8, VT20 unite slide to brush or base side. 
Units not ca.sed except where indicated. Frequency 
60 to 400 cps except *50 to 400. Over-all dimensions 
Include shalt. Sumxes "-2" and "-3" Indicate number 
of units in tandem assembly (shipped with connection 

Input (36V max.) and very high current output; 
positive current' transfer achieved with direct brush 

~t~~~t~!f"lE~~f~~rxe1r%0:'[:t~~) I":-:g~~~~~ 
line; VT2F, VT4F, VT8F-portable with switch, 
outlet, fuse; VT8G-portable with overvoltage-no­
overvoltage switch, outlet. circuit breaker, adjustable 
handle (not included in dimension); VT20B-basic 
protective enclosure which exposes transformer 
terminal panel. 

t; sjt~~ri,'t~g~~~\~~~::J~: ,ynT~ ~";n~ ~Zug;lrs~ 
all VT4 and VT8 types panel or table mounting by 
,,-20 bolts; VT20, VT20B, panel or table mounting 
by four %" dla. bolte or three % -24 bolts. Shatte 

Ohmite 
No. 

VT2 
VT2N 
VT2LN* 
VT4* 
VT4N* 
VT4LN* 
VTS* 
VTSN* 
VTSH* 
VTSHN* 
VTSLN* 
VT20* 

VT2E 
VTZF 
VT4E* 
VT4F* 
VTSE' 
VT8F* 
VT8G' 
VT20B* 

VTZ-Z 
VT2N-Z 
VT4-2* 
VT4N-2* 
VT8-Z* 
VT8N-2* 
VT8H-2* 
VT8HN-Z* 

VT2-Z 
VT2N-2 
VT4-2* 
VT4N-2* 
VT8-2* 
VT8N-2* 
VT8H-2" 
VT8HN-Z* 

SINGLE PHASE 
SINGLE TRANSFORMERS-UNCASED 

Max. Output 
Ampa Volts 

1.5 0-120/132 
1.8 0-120 
5.0 0-36 
3.5 0-120/140 
4.75 0-120 

12.0 0-36 
7.5 0-120/140 

10.0 0-120 
3.0 0-240/280 
4.0 0-240 

12.0 0-36 
20.0 0-120/140 

1.2 0-132i 1.5 0-132 
2.8 0-14Oi 3.5 0-140 
6.0 0-140t 
7.5 0-1401 
6.0 0-120/1401 

20.0 0-120/140 

1.5 0-240/264 
1.8 0-240 
3.5 0-240/280 
4.75 0-240 
7.5 0-240/280 

10.0 0-240 
3.0 0-480/560 
4.0 0-480 

1.5 0-120/132 
1.8 0-120 
3.5 0-120/140 
4.75 0-120 
7.5 0-120/140 

10.0 0-120 
3.0 0-240/280 
4.0 0-240 

Feature or 
Connection Size, Inches 

Basic 1.5 amp model 21S.-f6 dia. x 215.-f6 
No overvoltage 2 19.-f6 dia. x 2 15Aft 
36 v max in. Hi Amps. 2 18.-f6 dis.. x 2 15.-f6 
Basic 3.5 amp model 3 9.{, x 47,4 X 4%' 
No overvoltage 3',£0 x 4'", x 4% 
36 v. max In. Hi Amps. 3~ x 4'", x 4% 
Basic 7.5 amp model 4' x511~x5~ 
No overvoltage 4% x 511~X 5~ 
240 v. input*' . 4% x 511~X 5~ 
240 v. input. No overvoltage** !~ ~ ~::~~ ~~ 36 v. max in. HI Amps. 
Basl<> 20 amp model 7~ x8'~ x5% 

SINGLE TRANSFORMERS-CASEO 

Fixed mounting -3>i x 2~§1 x 4>i 
Portable 3>i x2~§ x4)i 
Fixed mounting 4~ x4~§ x6 
Portable 4% x4~§ x6 
Fixed mounting i:~ Xx 5~ttl/x7;1'. Portable 
De luxe portable 5% x 5%## x 7',{~ 
Basic encl. 20 amp 772; x 8 1.16 x SlIAft 

TWO-IN-TANDEM ASSEMBLIEStt 

Series connectlonU 3 \8.16 dia. x 6 3-1'6 
Series connectlonU 3"~ dla. x 6',{, 
Series connectlonr 4542 x 4 1S,16 X 8Y8 
Series connection I r~ ~ ~!~~ ~ ~61~ Series connection 
Series connection 4Y8 x 51~ x 10s.{, 
Series connection 4.% x 5 11 6 X 1051"i6 
Series connectiont. 4% x 571~ x 10% 

THREE PHASE 
TWO-IN-TANDEM ASSEMBLIEStt 

Open delta connection 3 u.{G dia. x 6'.{, 
Open delta connection 3"~ dla. x 6',{, 
Open delta connection 4 6", x 41.s.-i6 x 8Ji 
Open delta connection 4'", x 4"~ x 8% 
Open delta connection !~ ~ ~::~ ~ {g:i Open delta connection 
Open delta connection 4% x 511~ x 1O'~ 
Open delta connection 4% x 5",{, x 10% 

THREE-IN-TANOEM ASSEMBLIEStt 

Wt.ttt Netttt 
Lbo. Ea., 1-5" 

2.4 $"ii:'5o 
2.4 9.00 
2.4 9.75 
5.25 12.50 
5.25 13.00 
5.25 17.00 

10.25 18.00 
10.25 18.50 
10.25 20.00 
10.25 21.00 
10.25 22.50 
22.0 45.00 

2.8 512.50 
3.2 14.50 
7.4 17.50 
7.8 18.50 

13.5 23.00 
13.8 24.00 
14.2 28.50 
22.0 50.00 

5.25 525.00 
5.25 28.00 

11.3 37.00 
11.3 38.00 
20.6 44.50 
20.6 45.50 
20.6 48.50 
20.6 50.50 

5.25 525.00 
5.25 26.00 

11.3 37.00 
11.3 38.00 
20.6 44.50 
20.6 45.50 
20.6 48.50 
20.6 50.50 

VT4-3t 3.5 0-240/280 "y" connection 4% x 4'',{, x 1216~ 17.0 59.50 
VT2-3 ,1.5, 0-240# ,,,y,, connection 13"~ dla. x 8'',{, ,8.0 1540.00 

VTS-3t 7.5 0.240/280 "y" connection 4% x 5"~ x 15Ji 31.0 64.00 
VT8H-3t. 3.0 0-480/560 "yo: connection 4% x 511~ x 15Ji 31.0 70.00 

"Frequency 50 to 400 cps: all others 60 to 400. tMay be used at 50 cps It connected for no-overvoltage 
output. tUser wires for desired output. Dial normally caUbrated for overvoltage. §Factory connected 
overvoltage output, may be also easily reconnected for no-overvoltage output. VT8G has overvoltage/ 
no-overvoltage switch. IOvervoltage connection must not be used. **Also have taps for 120 v. input with 

~~~Ir ... og~Pf; 1"l0 Vv:8~t~~~ ~t~ ~eJ:c~utofo:p~~~~~~~r ;:a~.o~~~gur ~gft~eth~t!¥:~d:.rr::'~~~l~ 
normally furnished without interconnection between units. UWhen series connected, load cannot be 
grounded. §§Add %" for knob thicknesses. HAdd IN for knob thickness .• Case height only. tttInoludes knob 
and dial. "Write for prices on Larger quantities, 

ACCESSORIES 
No. 6512 Adaptor Plate-For lour-hole mtg. of 
VT4. Matches other popular four-hole mtgs. Two 
sete of four panel mtg. holes (,,'-20 tap): 2%' 
centers and 3M" centers. Net Ea., 1-5 ........... 87c 

BRUSH-CONTACT ASSEMBLIES 
No. 6514 (VT2 types expt. LN); No. 6515 (VT4 
types expt. LN)-Net Ea., 1-5' ........... 51.00 
No. 6516 (VT8 types expt .. H, HN, LN); No. 6516H 
(VT8H, HN only). Net Ea., 1-5' .......... 51.25 
No. 6517 (tor VT2LN), No. 6518 (tor VT4LN) 
Net Ea., 1-5' ........................... 52.00 
No. 6519 (tor VT8LN), Net Ea., 1-5' ...... 52.50 
No. 6590 (for VT20), Net Ea., 1-5' ........ 51.75 
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EXTRA DIALS 

Ohmite For VT Dial Net Ea., 
No. 'Types Calibration 1-5" 

5005 VT2 0-120, 0-132 CW 5 .25 
5011 VT2 0-100, 100-0 CW .25 
5006 VT4, VT8 0-120, 0.140 CW .50 
5008 VT4, VT8 0-120, 0-140 ccw .50 
5009 VT4, VT8 0-240, 0-280 cw .50 
5010 VT4, VT8 0-240, 0-280 ccw '30 5012 VT4, VT8 0-100, 100-0 CW • 0 
5013 VT20 0-120, 0-140 CW 1.20 

EXTRA KNOBS' 
5116 tor VT2 Types Net. ea ............ , •. 5 .50 
5155 tor VT4, VT8 Types Net. 00....... .•. 1.00 
5157 for VT20 Types Net. ea. 1-5. . • ... ... 1.75 

VT4E 

VT20 

VT20B 

VTZF 

© U.c.P., Inc. 



I SECTION 4000 I 

1'~tk TV Accessories 

C-202, 
C-212, C-222 C-401, C-402, C-403 C-411, C-412 C-301, C-lll C-201 

TV TUBE BRITENERS, SERVICE AIDS 
2.BRITE UNIVERSAL TV BRITENER BRITENER MODELS C·301 AND C·311 

Model C-202 
Dbodecal Base 

Model C-212 
110° Button Base 

Model C-222 
110° Shell Base 

.IF THE BASE IS RIGHT-THE BOOST IS RIGHT 

.THE MOST UNIVERSAL BRITENER EVER MADE 

.WORKS ON ANY SET-SERIES OR PARALLEL-REGARD­
LESS OF HEATER RATING 

• FITS ALL BASE STYLES 

Truly universal Britener t.hat can he used on any hlack and white 
set without endangering the delicate filaments through too much 
boost. Designed to give a full 50% heater power boost for all 
heater voltage and current ratings: 2.34 v., 600 ma; 2.68 v. 450 ma; 
4.7 v., aoo ma; 6.a v., ;{OO llla; 6.a v., 450 ma; 6.a v., 600 ma; and, 
S.4 v., 450 ma. Convenient, top-located slide switch selects for 
Hcries or parallel wiring. Will not harm picture tube if used with 
wrong s('tJ.ing. Hilllply choose correct hase st.yle from chart, ahove, 
and install with ('onfhlenee. '. 5225 
Perma-Power Model C-202-Duodecal hase. Net Each ... 
r:~~)a:~tI~~e1~ode,l. ~-.212~But ton. hase. 110~. (~cJ\ 5225 
Perm a-Power Model C-222-Hhcll base 110° (Hylvanla- 5225 
DuMont type). Net Ea('h ........................... . 

VU BRITENERS MODELS C.401, C·402, C·411 
Hingle-llUrpose autoformer Briteners. Provides 50% power hoost 
for heaters rated 6.a volt.s, o.aoo, 0.450 or 0.600 ampere. Operates 
on ('Ieet rost atic or magnetic focus TV picture tuhes. Shipping 
Weight., S oz. 
Perma-Power Model C-401-For sets with parallel wired S9C 
filaments only; (luodeca1 base. Net Eaell. ............... . 
Perma-Power Model C-402-For sets with series wired fila- S9C 
ments only; duodecal base. Net Eaeh .................. . 
Perma:Power Model C-411-For sets with parallel wired 5149 
filamcnts only; 110° button base. Net Each ............ . 

VU BRITENERS MODELS C-403, C·412 
Hinglc purposc autorormcr Britcncrs. For heaters rated at 
2.a4 volts, 0.6 ampcre; 2.6S volt.s, 0.450 ampere; 4.7 volts, o.aoo 
ampere; 6.a volts, 0.300, 0.450, or 0.600 ampere; and 8.4 volts, 
0.450 ampere. Ollerate on electrostatic or magnetic focus television 
picture tuhes. Hhipping Weight, 8 ouncl's. 
Perma-Power Model C-403-For sets with scrles wired fiI- 51' Z 
aments only; duodpcal base. Net Each ................ . 
Perma-Power Model C-412-For sels wlt.h series wired fil- 5175 
aments only; 110° button basI'. Net Each ............. . 

PERMA-POWER MAGNEFORMER 
MODEL FlOO 

~_., Hpccial device for quick, easy economical magIle­
.. tlzing or demagnet.izing 01 small tools, instru­

ments, etc. Fully portable. Hlmple lIlRtructlOnH 
supplied. Fully guaranteed. $449 
Perma-Power Model F-l00-Net Eaeh .. 

BRITENS AND ISOLATES PARALLEL OR SERIES 
TV PICTURE TUBES 

Multi-purpose Isolation transformer Brlteners. For all 6.3 volt 
heater ratings on electrostatic or magnetic focus TV picture tubes. 
Provides 6.a volt.s to filament to relieve cathode-filament short. 
problems or 8.0 VOlts to Incrcase cathode emission. Hlmple switch 
permits quick, easy selection. Operates on either series or parallel 
wired filaments. Hhpg. Wt., 10 oz. 
Perma-Power Model C-301-For plcturc tubes with con- 5267 
vcntlonal duodecal hase. Net Each ................... . 
~~~~~-~:~~rN~to~~ct~~l-:-:-~'~~.I~lct~~~ .t.~~~s. ~.i~~ .1.1.~0. 5298 

GOLDEN C.BRITE MODEL C·201 
BRITENS PARALLEL OR SERIES TV PICTURE TUBES 

A (iU~1 purpose autoiormer Brltener. Ft'atures a gold-anodized 
aluminum housing. Exclusive, reversible plug adapts to either 
parallel or series wired filaments. For all 6.3 volt heater ratings on 
electrostatic or magnetic focus TV picture tubes. Provides an 
output of 8.0 volts. Hhpg. Wt., 8 oz. 
Perma-Power Model C-201-For picture tubcs with 5149 
conventional duodecal base. Net Each ................ . 

TV TUBE RESTORER MODEL K·l01 
Unique design, locates and corrects for dozens of picture tube 
faults: Open cathode; heater to cathode short; open control grid; 
control grid to cathode short.; low emission; or any comhinatlon 
of these detects. For all 6.3 volt heater ratings on electrostatic or 
magnetic focus TV picture tubes. Use as an Isolation Brltener or 
for extra high power boost. Hhpg. Wt., 1 Ih. 
Perma-Power Model K-l01-For picture tubes with 5398 
conventional duodecal base. Net Each ................ . 

COLOR BRITE MODEL C·501 
TO BRITEN COLOR TV PICTURE TUBES 

Single-purpose autoformer .Brltener that extends the useful ute of 
all three-gun color television picture tubes. Provides iilcreased 
Illament voltage to boost electron emission and return full contrast 
and color quality. Shipping Weight, 1 pound. 5585 
Perma-Power Model C-501-Net Each ............... . 

COLOR GUN KILLER MODEL T·l0l 
TO MAKE PURITY ADJUSTMENTS 

Enables each gun of three-gun color television picture tubes to be 
operated either singly or in combinations so as to make purity 
adjustments. Avoids disconnecting or cutting of leads. Shipping 
Weight, 8 ounces. 5325 
Perma-Power Model T-101-Net Each ............... . 

COLOR KINE ADAPTER MODEL T·201 
TO TEST COLOR TV PICTURE TUBES 

Enahles each gun of a three-gun color television picture tube to be 
Individually tested on tube testers that were designed to test hlack 
and white picture tuhes. Shipping Weight, 8 ounces. $289 
Perma-Power Model T-201-Net Each ................ . 

AUTOMATIC TV VOLTAGE REGULATOR 
MODELS D-200, D-l0l 

Corrccts low line voltage t.o restore full height and ~~~~~ 
width of TV picture. Rated 300 wat.t.s, 90-135 .. 
volts. Boosts 10 volts automatically when line Is 
below 110 volts. Easy plug-In Installat.lon. Turns on 
and off with TV set. Shllg. Wt.., 2M! Ibs. 5597 
Perma-Power Model D-200-Net Each .... 
Perma-Power Model D-101-Manual version, 
~~t~:~~~ f~~ h~~I.l\I~e. ~~I.t~g~ .a.d.j~.S~~~~~t.s: 54 ' 7 

PERMA-POWER BATTERY ELIMINATOR 
MODEL "An lY2.VOLT SUPPLY 

CONVERTS BAnERY RADIOS TO ALL-ELECTRIC OPERATION 
For 1 M! volt radios with 4, 5 or 6. tubes. Designed to give nearly constant power from 
varying line voltages. Maintains rated output under varying tuhe loads. Universal sockets 
tor all battery plugs. Fits in back of battery radios as well as battery compartments of 
most portables. "A" Voltage: 1.45 volts DC at 200 to 350 ma. "B" Voltage: 90 volts DC 
at 13 mao Size: 2~' x 4~' x 6%'. Weight: 4lbs. 51265 
Perma-Power Model A-101-Net Each .......................... ,., ..... . 

Perma-Power CO. CHICAGO, ILLINOIS 
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SECTION 4000 

PRECISE MEASUREMENTS COMPANY BUILDS 

HIGH VOLTAGE POWER SUPPLIES 
These well designed and constructed power packs are proven by many years of service 
in industry, laboratories, universities and by the United States Government. Only the 
best available selected material goes into these units. Listed below are some of our 
standard design models. Other voltages and currents available as we stock large 
quantities of specialized transformers and components to give you faster more 
efficient service. Since 50 per cent of our orders are for special supplies, we will 
cheerfully give you quotations 011 your specific requirements. 

HANDY PORTABLE MODELS 

Model 

05·KY·5MA 
1·KY·5MA 
2·KY·5MA 
5KV.IMA 
5·KY·5MA 

lO·KY·IMA 
10·I<Y·5MA 
15·KY·IMA 
15·KY·5MA 

New Mirror Seal. Instrument Illustrated 

PACKAGED POWER SUPPLIES 

These conveniently packaged power units 
will be found ideal for applications requir­
ing minimum size and weight. Features iso­
lated high voltage terminals permitting either 
the positive or negative side to be grounded. 
Rectifier tubes are operated from separate 
filament transformers so that DC output 
voltage can be varied from zero to full rated 
value. Selenium rectifier types have extra 
cells to assure operation under high line 
voltage or light loading. All standard units 
have well filtered DC output. Power packs 
with AC output available on order. 

Output Output 
Voltage Current Model Voltage Current 

500 Volts DC 5 Ma. 20·KY·IMA 20-KV·DC 1 Ma. 
1-KV-DC 5 Ma. 20·KY·5MA 20·KV·DC 5 Ma. 
2-KV·DC 5 Ma. 30·KY·IMA 30·KV·DC 1 Ma. 
5·KV-DC 1 Ma. 30·KY·5MA 30·KV·DC 5 Ma. 
5-KV-DC 5Ma. 50·KY·IMA 50-KV-DC 1 Ma. 

10-KV-DC 1 Ma. 50· KY·5MA 50-KV-DC 5 Ma. 
lO-KV-DC 5 Ma. 7S·KY-IMA 75-KV-DC 1 Ma. 
15-KV-DC 1 Ma. lOO·KY·IMA 100-KV-DC 1 Ma. 
15·KV-DC 5Ma. 

One of the most popular power supplies on the 
market. Completely redesigned for greater rugged­
ness and convenience of operation. Widely used for 
powering electronic equipment and for routine 
breakdown and insulation testing. Output voltage 
is well filtered D.C. which is adjustable with con­
venient front panel control. Input is 115 Volt, 60 
cycle A.C. Larger 6" precision 1 % mirror scale 
movemE:nt available on order. Regulated models of­
fer closely stabilized output voltage regardless of 
line or load changes. 

Max. Regulated Unregulated 
Model Voltage 100 Microamps 1MA. SMA. 

6000-1 1,000 $150.00 $200.00 
6000 2,500 120.00 175.00 225.00 
600;) 5,000 135.00 200.00 250.00 

6010 10,000 145.00 225.00 275.00 

6015 15,000 155.00 250.00 300.00 

3025 25,000 205.00 275.00 350.00 

Note. Reg.ulated power supplies are of the radio frequency type 
and adjust from approximately 20 % to full rated voltage. The 
1 and 5 milliampere types are transformer operated and have 
a range of zero to full voltage output. These are recommended 
for industrial service applications. 

Mirror Seale Higher Accuracy Meter. Recommended for more 
exact calibration or test purposes. Add $50.00 to any meter 
equipped power supply. 

For additional built-in current meter (both meters are 3 inch 
size), including automatic meter protector circuit, add $50.00 
to any power supply. 

TRANSFORMERS, HIGH VOLTAGE 

For experimental, industrial, or production use. 
These units are small and compact and rated for 
constant service. Primary designed for 115 Volts, 
60 Cycle. Secondary is isolated. Only standard models 
are listed. We can wind specials for any frequency 
or voltage. Metering windings available. 

Modol 
I KVT* 
2 KVT* 
3 KVT* 
5 KVl* 

10 KVT 
15 KVT 
25 KVT 
50 KVT 

Volt ••• 
1 KV 
2 KV 
3 KV 
5KV 

10 KV 
15 KV 
25 KV 
50 KV 

Carr.nt 
5 MA 
5 MA 
5 MA 
5 MA 
5 MA 
5 MA 
5 MA 
5 MA 

'Primary tapped at 105/115/125V, secondary isolated with tapal 
half voltage point. 

Also available with MYLAR imulation and dry EPOXY MOWED. 

ANTI·STATIC TRANSFORMERS 
For elimination of static charges on' plastics and paper. EPOXY 
MOLDED Shock·Proof construction. 115 Volt 60 cycle input. 

Model Voltago Maximum Curront 
10 KVT ·EXP 10 KV 5 MA 
15 KVT·EXP 15 KV 5 MA 

PRECISE MEASUREMENTS COMPANY 
FLEMINGTON, NEW JERSEY 
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SECTION 4000 

PRECISE MEASUREMENTS COMPANY BUILDS 

HIGH VOLTAGE POWER SUPPLIES 
FOR INDUSTRIAL APPLICATIONS 

INDUSTRIAL POWER SUPPLIES 

Regulated Types Available 

Standard hum level 5 % or less. 
.01 % to 1 % ripple available. 
All power snpplies have auto-
matic O\'el'}oud cutout control 
eircuits. Regulated models avail-
able. 

'rhese industrial type power supplies are bum 
for service and efficiency. All are of the trans· 
fOl'llIel' type allll enmloy husk,\' components that 
have been selected for their power handling 
capacity. COlltrols are arranged so that opera­
tion is grently simplified and a number of 
safety features are built in for maximum pro­
tection of persolluci tllid equipment. Output 
is continuously variable from zero to full 
rated valu.. Polarity reversing models <as 
illustrated) can he had at additional cost. 

Model Voltage Current Prl •• 
F-500V 0-500 3 Amp $800.00 
F-6001 0-1000 2 Amp 97S.00 
F-6002 0-2000 1 Amp 98S.00 
F-6003-A1 0-3000 100 MA 375.00 
F-6003-AV 0-3000 500 MA 550.00 
F-6003-AI( 0-3000 1 Amp 1100.00 
F-6005-A1-H 0-5000 100 MA 550.00 
F-6005-AV 0-5000 500 MA 750.00 
F -6005-All( 0-5000 I Amp 1200.00 
F-6010-Al 0-10,000 100 MA 800.00 
F-6020-A05 0-20,000 50 MA 97S.00 
F-60S0-T 0-50,000 .,. MA 600.00 
F-6l00-T 0-100,000 .,. MA 1100.00 

HEAVY DUTY POWER SUPPLIES 
For use in applications where high 
voltages at extra high currents are re­
quired. Illustrated is our 100 K W Model, 
rated for 0 to 7,000 Volts at 14 Am­
peres DC. This unit is housed in a single 
convenient cabinet. Output voltage is 
regulated against line and load changes. 
Voltage 1s smoothly adjnstable from 
zero to fnll output. Automatic circnits 
I}roteet against overvoltage or over cnr­
rent conditions, ·turning oft' main power 
in a split second. Use of special trans­
former construction allows constant load 
drain at full rated output. All power 
supplies in this series is available with 
ftxed or adjustable output and with or 
without regulation. 

Model Voltage Carrent 

A-lei 0-1000 5 amperes 
A-30 0-3000 5 amperes 
A-:n 0-3000 10 amperes 
A-32 0-3000 20 amperes 
A-50 0-5000 5 amperes 
A-51 0-5000 10 amperes 
A-72 0-7000 15 amperes 

A-lOO 0-10,000 5 amperes 
A-110 0-10,000 10 amperes 
A-300 0-30,000 5 amperes 

CONSTANT CURRENT 
POWER SUPPLIES 

Designed for application where output current must 
remain constant regardless of loading resistance 
changes. Used for magnet fields, plating applica­
tions, gaseous lamps. Dependable magnetic current 
stabilizer has no moving parts, no tubes, no tranSIS­
tors to replace. Simply set cnrrent to desired level, 
no balancing or other adjnstments needed. Ideal for 
lamp operation since, operating state ionizing voltage 
in no way affects lamp current. Standard hum level 
50/0. Lower hum levels available on order. 

Model 
C-25-700 
C-70-70 
C-500-l0 
C-DueI500-l0 
C-800-2 
C-lOOO-lOO 

Maximum Voltage 
25 Volts 
70 Volts 

500 Volts 
500 or 1.000 Volts 

800 Volts 
1000 Volts 

Maximum Current 
700 Amperes 

70 Amperes 
10 Amperes 

10 or 20 Amperes 
2 Amperes 

100 Amperes 

Duel 500 V - 500 V, 
10 Ampere power 
Supply. Isolated out­
puts may be seried or 
paralleled. 

AC INSULATION AND BREAKDOWN TESTERS 

Model 

3000 
3010 

3050 
3100 
5000 

1000 
1500 

2500-AC 

2500-DC 

Used in testing insulation where AC 

voltages are desired. Dual instruments 

are also available which provide choice 

of AC or DC output with simple toggle 

switch selection. Units include kilovolt-

meter, current meter and automatic over-

load cutout circuits. 

Price 
Voltage VA AC AC and DC 

a to 3,000 75 $150.00 $ 250.00 

o to 3,000 300 250_00 400_00 

o to 3,000 1,500 500.00 650_00 

o to 6,000 3,000 700_00 1,100_00 

o to 5,000 75 175.00 300_00 

o to 10,000 75 200_00 350_00 

o to 15,000 75 250.00 AC only 

o to 25,000 75 400.00 AC only 

o to 25,000 75 DC only 400_00 

INDUSTRIAL SERVICE 

PACKAGED POWER SUPPLIES 

For use In applications where large amolluts of DC output power is requjred. 
Input is lIsually 220 Volt or 460 Volt, three phase (single phase types also 
available). Output is rectined DC which is completely isolated so that either 
side can be grounded. All units use new type WIDE AREA silicon rectifiers. No 
tubes or other delicate parts to replace or wear Ollt. Low forward conducting 
resistance results in excellent voltage regulation. Special cell balance precau­
tions guard against surge damage. Simply connect one of these units to the 
power lines and obtain direct current output. Variable voltage output is 
obtainable by adjusting input voltage. Standard models are listed below. 
Good delivery on other voltages and currents. 

Output Current 
Model Voltage Amps. 

100-100 100 100 
100-1000 100 1000 
500-50 500 50 
500-500 500 500 
1000-50 1000 50 
1000-100 1000 100 
3000-10 3000 10 
3000-50 3000 50 
5000-10 5000 10 
5000-25 5000 25 
10,000-2 10,000 2 
10,OOO-S 10,000 5 
20,000-2 20,000 2 
20,000-5 20,000 
30,000-2 30,000 
30.000-5 30,000 

PRECISE MEASUREMENTS COMPANY 
FLEMINGTON, NEW JERSEY 
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SECTION ··4000 

RADIO • flASHLIGHT • FARM. TRANSISTOR. INDUSTRIAL. SPECIAL 

STANDARD 
RCA DEALER LIST I NTERCHANGEABILITY GUIDE PKG. MAX. DIMENSIONS On.) 

TYPE PRICE PRICE WT. W.OI 
NO. EA.· EA.· VOLTAGI EVEREADY NEDA BURGESS OTY. Obs.) L. DIAM. HT. 

PORT ABLE "A" TYPES VSOO2 (Substitute Type VS067) 
VSOO4 1.15 1.65 IX 742 4 4F 12 16 2% 2% 4J{6 
VSOO9 1.16 1.65 6 744 6 4FPl 12 17 22%2 22%2 4~6 
VS010 2.73 3.90 6 718 1 2F4 6 17 3Ys 2W6 5X 
VS065 ·1.15 1.65 7)1 717 9 C5 12 6X 2~2 l 1K6 3Ji2 
VS067 .95 1.35 4X 736 3 F3 12 13 4 U{6 4K6 
VS068 .70 1.00 6 724 2 Z4 12 2 IX; IX; 2K6 
VS069 .84 1.20 1)1 720 18 20 12 . 5X 2% 1% 2% 
VS070 .60 .85 IV, 960P 23 8R 12 4V, 1'~2 431. 
VS072 .95 1.35 4)1 726 19 03 12 9 33Ji2 lK6 3 
VS129 1.58 2.25 7X 713 8 B5 6 2X 4J{6 lK6 3 
VS141 .77 1.10 11/2 W353 11 2F 6 5 2'%2 1% 4Y<i 
VS236 .32 .45 IX 964 20 21R 48 19 - 1%(dia.l41)(4 
VS315 1.05 1.50 7)1 70T 26 D5 6 6 2J{6 2Ji2 2% 

PORTABLE "B" TYPES 
VS012 3.29 4.70 45 484 207 B30 6 19% 33352 2% 5K6 
VS013 2.70 3.85 45 482 202 M30 6 12% 31%2 12~2 5)1 
VS014 2.49 3.55 45 W359 206 A30 5 lOYa 3K6 2X; 4J{6 
VS015 2.76 3.95 22X·45 738 205 Z30 5 7 3 2K6 4Ya 
VS016 2.45 3.50 67X 467 200 XX45 12 10 21K6 1% 34%'4 
VS055 2.08 2.95 45 455 201 XX30 12 6% 22352 1 3% 
VS082 2.42 3.45 67X 457 203 K45 12 6)1 2% 1% 2X 
VS084 1.05 1.50 22X 412 215 U15 12 1 1352 % 2 
VS086 1.75 2.50 45 415 213 U30 12 2 1~ % 3% 
VS090 3.15 4.50 90 490 204 N60 12 13 32%2 1% 34%4 
VS217 3.15 4.15 75 437 212 XX50 12 12X l 1K6 11%2 6% 
YS218 2.27 3.25 67)1 477 2l1P P45 12 6% 12%2 6~ 5K6 
VS219 2.77 3.95 90 479 214 P60 12 9 PJi2 lJi2 7% 
VS316 3.47 4.95 90 495 216 N60X 6 7 l 1K6 1% 7Ya 
VS318 2.07 2.95 67)1 416 217 UX45 6 1% 12)(4 6;l(4 3)1 

PORTABLE "A-B" TYPES VS019 5.43 7.75 7)1-9-90 753 401 F6A60 6 32 9X; 2% 4K6 
VS047 5.78 8.25 9-90 752 400 G6B60 6 41% 13K6 2% 4K6 
VS050 5.08 7.25 6-7X-75 755 403 T5Z50 6 23 8% 2X 3% 
VS057W 4.87 6.95 7X-9-90 756 405 T6Z60 6 19 8Ys 2X; 3% 
VS058 5.57 7.95 9-90 757 406 F6A60P 6 31 9% 2% 4K6 
VS059 5.22 7.45 9-90 727 428 T6Z60P 6 20 9K6 2X; 31K6 
VS060 4.83 6.90 7X-75 785 431 T5Z50P 6 18 8J{6 2K6 ·3% 
VS064 4.38 6.25 1)1-90 729 425 4TZ60 6 16)1 71K6 2X; 31K6 

VS150** .30 .45 1.4 E640 RM640 20 X 0.625 0.440 
VS163** 1.10 1.60 4.2 E163 TR163 10 % 0.662 1.327 
VS164** 1.35 2.00 5.6 E164 TR164 10 1 0.662 1.767 
VS165** 1.64 2.45 7 TR165 10 1 0.662 2.217 
VS300A .95 1.35 9 226 1600 PSM 36 4% 3Ji2 13352 TRANSISTOR BATTERIES 
VS301 1.76 2.50 3,6,9 2506 1601 06P1 12 18 8 IJ{6 21K6 
VS304 1.05 1.50 13X 239 1900 XX9 . 12 2% P)(4 1Ji2 2% 
VS305 1.30 1.85 9 246 1602 2N6 12 3X 1% 1% 3K6 
VS306 1.26 1.80 9 276 1603 D6 6 5% 2J{6 2Ji2 3%2 
VS309A**1.37 1.95 9.8 E177 1606 TR177 12 X l%4 12%2 
VS312** 1.15 1.75 8.4 E146 1604 TR146 12 IX; 1%2 1% 
VS313** .51 .75 1.4 E9 15 ZM9 96 7 J{6 PJi2 
VS321 1.93 2.75 4)1 2731 - 12 36% 2% 1% 8% 
VS322 1.05 1.50 9 266 1605 M6 12 5% 11K6 1% 2K6 I 
VS323 .95 1.35 9 216 1604 2U6 36 2.7 lJi2 lJ{6 12%2 
VS324 1.19 1.70 4.50 243 1610 2Z3 12 3)1 1% 11Ji2 2% 
VS325 .71 1.00 6 2713 1403 6 1.8 1% 4~4 4% 
VS326 1.05 1.50 9 2709 1613 6 2 1'%2 % 4'31. 
VS327 .53 .75 9 206 1611 12 1 % 2 
VS334 .155 .25 1.5 1015 15 930 144 5X; J{6 2 
VS335 .155 .25 1.5 635 14 130 72 8X; 1 1~6 
VS336 .155 .25 1)1 A-100 13 230 192 40)1 11Ji2 2% 
VS400** 1.80 2.65 4 E233 1300 TR233R 10 2X 1352 P352 
VS1073t .20 .30 1.5 

, 
910 Mn9100 72 2 0.470 1.130 

VSl149:t: .65 .95 4.5 1306 Mn1306 24 2 0.662 1.965 
VS1334t .33 .50 1.5 E91 15 Mn1500 48 3 0.550 1.968 
VS1335t .51 .75 1.5 E93 14 Mn1400 24 4 1~2 2 

* Optional. **Mercury Types t New Alkaline Multi-Purpoes Type * New Alkalin", Radio Type 
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SECTfON 4000 

RADIO • FLASHLIGHT • FARM • TRANSISTOR • INDUSTRIAL 

LIGHTING TYPES 

FARM TYPES 

(~3' 

~"'~~.~ 

INDUSTRIAL a.nd 
SPECIAL-PURPOSE 

TYPES 

TYPES MADE TO 
ORDER 

STANDARD 
RCA DEALER LIST INTERCHANGEABILITY GUIDE PKG. 

TYPE PRICE PRICE WT. 
NO. EA.* EA.* VOLTAGE EVEREADY NEDA BURGESS QTY. (/bs.) 

VS034A .125 .20 U'2 915 15 Z 144 6 
VS035A .125 .20 1),'2 935 14 1 240 26 
VS0361 .125 .20 1),'2 950 13 2R 192 38 
VS040C .79 1.19 6 509 908 F4H 12 16V2 
VS040S .79 1.19 6 510S 915 F4BP 12 16~ 
VS073 .08 .125 1),'2 904 910 N 96 1% 
VS074 .095 .15 1112 912 24 7 120 2),'2 
VS138 1.45 2.05 3 W357 901 4F2H 5 14),'2 
VS317 1.83 2.75 6 731' 918 TWI 4 13 

VS022 7.95 10.65 1),'2-90 759 413 17GD60 3 52 
VS119 10.47 14.95 7),'2-9-90 776 415 S6060 3 47 

VSOO6C .84 1.25 1),'2 6Gl 914 12 27 
VSOO6S .84 1.25 1),'2 61GN 905 61GN 12 27 
VS028 .88 1.25 4),'2 781 714 5360 5 1% 
VS029 1.65 2.35 1),'2-3-4),'2-6-7% 773 713 5540 10 5 
VS039 3.34 4.98 6 1461 907 S461 4 38 
VS070 .60 .85 1),'2 960P 23 8R 12 4% 
VS083 .81 1.15 15 411 208 UI0 12 % 
VS085 1.23 1.75 30 413 210 U20 12 1),{ 
VS093 8.37 11.95 300 493 722 U200 3 3),'2 
VS100 .87 1.25 3 W352 701 F2BP 5 4~ 
VS10l .87 1.25 1),'2 W354 700 2FBP 5 4~ 
VS102 1.61 2.35 -22),'2 763 710 4156 5 5 
VS103 4.01 5.98 6 706 902 4F4H 4 23V2 
VS106 .84 1.25 1),'2 735 900 4FH 12 15),'2 
VS112 3.05 4.35 22),'2-45 W376 709 5308 5 15~ 
VSl14 2.69 3.85 22),'2-45 W350 711 Z30NX 5 6% 
VS127W 5.02 7.20 22),'2-45 W363F 724 1030BSC 4 44% 
VS130 1.33 1.90 -1),'2-3-4),'2 761T 712 2370ST 5 5 
VS131 3.12 4.45 -22),'2+ 778 708 5156SC 4 6V2 
VS133 .68 1.02 4),'2 703 706 532 10 3 
VS134 .57 .85 3 750 704 422 10 1~ 
VS136 1.08 1.55 3 W356 703 2F2H 5 8 
VS139 4.86 7.25 7),'2 715 903 4F5H 4 31% 
VS140 5.53 8.25 9 716 904 4F6H 4 38 
VS141 .77 1.10 1),'2 W353 11 2F 6 5 
VS142 .66 1.00 4112 751 705 432 10 2 
VS143** .38 .59 1.34 El RM1R 40 2 
VS144** .82 1.25 1.35 E12 RM12R 10 1),{ 
VS145*' .25 .36 1.35 E400 RM400R 60 y. 

VS147*' .30 .45 1.4 E630 RM630R 40 ),'2 
VS148** .84 1.25 2.7 E132 TR132R 10 % 
VS149*' 1.00 1.50 4.2 El33 1306 TR133R 10 1 
VS157W 5.53 7.90 22%-45 W364F 715 21308SC 4 51 
VS317 1.83 2.75 6 731 918 TW1 4 13 

VS136 1.08 1.55 3 W356 703 2F2H 5 8 
VS140 5.53 8.25 9 716 904 4F6H 4 38 
VS142 .66 1.00 4),'2 751 705 432 10 2 

• Wax coated. • Other vo~age taps: 3, 4'.12, 6, 9, 10'.12,16'.12 . * OptionaL 

• SPECIAL 

MAX. DIMENSIONS (in.) 

W.1f 
L. D/AM. HT. 

?{6 2 
1 l'K6 
lK6 2% 

2% 2% 4% 
2% 2% 4),{ 

K6 1K6 
K6 1% 

3'K& 2% 6),{ 
5K& 2Ys 4K6 

16J{6 4),{ 6'J{6 
8),{ 4),'2 13Ys 

2% 6% 
2% 6% 

2'%2 'K6 3J{6 
4Ys 'K6 3 

10% 2Ys 7% 
1K6 3% 

1)1'2 % 12%4 
1)1'2 % 2?{& 
2% 2%2 329,1'2 
2% 1K& 4?{6 
2% 1K6 4?{& 
3),{ 2Ys 2W6 
8K6 2'K& 6K6 
2% 2% 4K6 
4K6 2% 6 
3 1Ys 4'K6 
8K6 4K6 8 
4 iK6 3J{6 
4Ys 2),'2 3K6 
2% W6 3J{6 
1K6 % 2?{6 
2% 2% 4),{ 
7),{ 4 6K6 
8X 4J{6 6K6 
22)1'2 lK6 4),{ 
2 % 2K6 

0.1125 0.650 
0.640 1.968 
0.455 0.135 
0.615 0.238 
0.662 1.315 
0.662 1.965 

8Ys 4% 7% 
5K6 2Ys 4K6 . 

2% 2% 4% 
8),'2 4J{6 6K6 
2 % 2% 

• SealeQ.-in-$leeL 

RCA COMPONENTS DIVISION, Camden, N.J. 
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SECTION 4000 

in performance~ in reliabi~ity' 
in dollar-for-dollar value' 

SCHAUER BATTERY ELIMINATORS FOR 
SERVICING BOIH 6 and 12 VOLT AUTO RADIOS 

Again Schauer leads the field! Here are streamli~ed, new Battery 
Eliminators specifically engineered to meet the growmg needs of auto 
radio service men. In one compact unit, quality-built D.C. Power 
Supplies which more than meet manufacturers' specifications for the 
operation and servicing of any 6- or 12-volt auto radio equipped with 
signal-seeking, push-button or manual tuners. 

SCHAUER MODEL AR 5612 - Output adjustable by means of a rugged, 
silver contact tap switch. Toggle switch changes unit from 6-volt to 
12-volt operation. Low range output: 71/2 volts at 12 amps., con­
tinuous; 20 amps., intermittent. High range: 15 volts at 6 amps., 
continuous; 11 amps., intermittent. Components include Selenium 
rectifiers, transformer, condenser-type ,filters, accurate 0-20 V. and 
0-20 A. meters, heavy wing-nut binding posts and carrying handle. 
Housed in sturdy steel case 71/2" wide x 91/i" deep x 9" high. 

SCHAUER MODEL AR 4612 - Non-adjustable 6-volt and 12-volt Battery 
Elimimitor. Built to same high-quality standards as Model AR 5612, 
above. Equipped with high-low switch to change from nominal 6-volt 
to nominal 12-volt operation. 

Own SCHAUER Battery Eliminators-they're the choice of 'leading 
service men. Specifications and illustrations of these units are found 
in Bulletin No. 1469. Write for your free copy. 

MODEL AR 5612 

MODEL 
AR 4612 

SCHAUER MODEL SA-48006 ADJUSTABLE 6-VOLT 
AND 12-VOLT BATTERY ELIMINATOR FOR AM 
AND FM 2-WAY AND MARINE RADIOS 

MODEL SA-4B006 

A.C. Input: ,115 volts, 60 cycle, single phase. D.C. Output: Unit delivers 
either 6 volts D.C. up to a maximum of 48 amperes; or 12 volts D.C. up to a 
maximum of 24 amperes. To maintain required voltage output under vari­
ous load conditions, a ruggedly built, dial-type tap switch provides adjust­
ment from less than 1 ampere up to the maximum rated output. A con­
veniently located switch is provided for changing to the voltage desired. 

Equipment: Rectification is obtained through the use of Selenium dry plate 
rectifiers; ample filtering of the output is provided by an efficient choke and 
condenser combination; heavy-duty output terminals with wing nuts for 
connecting D.C. leads; ,precision D.C. voltmeter; cartridge type fuse; 6 feet 
of A.C. cord and plug. Case is 10" wide x 9 " deep x 15 ' high, finished in 
durable grey wrinkle, arranged for either bench or wall mounting. 

SCHAUER BATTERY CHARGERS 
A complete line of battery chargers for safe recharging of storage batteries. Available ;n 
models for charging 6-volt batteries. for 12·volt batteries. and other models for charging 
both 6·volt and 12·volt batteries. Four to 20 ampere capacities. Equipped with exclusive 
Schauer "Charger Guard" -an automatic corrector which acts instantly in case of an over .. 
load or short circuit. No manual resetting of the circuit breaker. and fuses are eliminated. 
Approved by Underwriters' Laboratories. Inc. Write for new Bulletin No. 2488. 

RECTIFIER DIVISION 
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SECTION 4000 

[RAY-§.YAC J ® 

BATTERIES FOR ALL RADIO, ELECTRONIC, LIGHTING & HOBBY NEEDS 

A COMPLETE LINE OF POWERFUL BATTERIES 

B BATTERIES 
-

MAX. DIMENSIONS COMPARATIVE GUIDE LIST 
STOCK I VOLT· TERMINALS 

NO. AGE L W t O.A.H. EVEREADY BURGESS RCA PRICE 
200--- --67Y. 2')1, 1% 3% RMA 119 467 ---xx45 ----vsoi"6 3.50 
201 45 2'~, 1 3')1, RMA 119 455 XX30 VS055 2.95 
202 45 3~, 1';1\, 5'1, RMA 110 482 M30 VS013 3.85 
203 67Y. 2% 1% 21/, RMA 119 457 K45 VS082 3.45 
204 90 3')1, 1% 3% RMA 119 490 N60 VS090 4.50 
205 22Y., 45 3)1, 2~, 4)1, RMA 111 738 Z30 VS015 3.95 
206 45 3U, 2% 4~, RMA 111 W359 A30 VS014 3.55 
207 45 4'1. 2% 5~, RMA 111 484 830 VS012 4.70 
208 15 OS, ,%., lU, RMA 120 411 Ul0 VS083 1.15 
A210' 30 lU. 3%4 2'%, RMA 120 413 U20 VS085 l.75 
211M 67Y. 1'%, ,%,. 5'%. 2 Snap - P45M VS216/ 3.95 

200 
Fasteners 215 

211P 67Y. Fl. 1 5'%, 2 Snap 477 P45 VS218 3.25 
Fasten"'HS 

212 75 1';1\, PI. 6'1. 2 Sna~ 437 XX50 VS217 4.50 
Fas'ieners 

213 45 1~, "%'. 3~, 2 ~nap 415 U30 VS086 2.50 
Fasteners 

214 90 Fl. I 7'%, 2 Snap 479 P60 VS219 3.95 211M 
FQst~ners 

215 22Y. lU. % 2 RMA 120 412 UI5 VS084 1.50 
217 67Y. Ph'. '%. 3Y. Snap 416 UX45 VS31B 2.95 

fasteners 

A B BATTERIES 
STOCK DIMENSIONS 

TERMINALS 
COMPARATIVE GUIDE LIST 

NO. VOLTAGE 
L W t O.A.H. EVEREADY BURGESS RCA PRICE 

4~, 4 Prong 
--- 8.25 A400' 9,90 13% 2% 752 G6860 VS047 

Recessed 

204 401 7'/', 9, 90 9;1\, 2'%, 4% 
Plug 

7.75 RMA 116 753 F6A60 VS019 

403 6, 7'/', 75 8~, 3')1, 2U, RMA 116 755 T5Z50 VS050 7.25 

405 7';',9, 90 8')1, 2;1\, 3% RMA 116 756 T6Z60 VS057W 6.95 
213 

406 9,90 9';' 2,%, 4% 4 Prong 757 F6A60P VS058 7.95 
Recessed 

Plug 
407 I';', 63 9'/. 2 4% 4 Hole W366 4GA42 VS053 8.80 

Socket 
408 71;', 63 8% 2 3/. 4)1, RMA 116 W367 G5A42 VS038 9.20 
409 1'1,,90 5'12 2')1, 7'1. RMA 115 - 50A60 VS043 6.13 
410 I';', 90 10 2~, 4';1\, RMA 115 W369 6TA60 VS054 7.85 

A400* 
413 I'/', 90 15% 4 1/. 6';1\, RMA 115 759 17G060 VS02:; IU.b5 
415 7';',9,90 8)1, 4~, 13% RMA 776 56060 VS119 14.95 

116 & 4 
Prong Plug 

422 6,75 12% 2% 41/. .4 Prong - G4B50 VS046 5.95 
Recessed 

P~ug 
425 I';', 90 31)1, 2)4 7';1\, RMA 115 729 4TZ60 VS064 6.25 
426 1';',90 12~, 5% 6% RMA - 18G060 VS045 9.65 403 

115&8 
Hole Socket 

428 9,90 8'Jj, 2'!i'. 3% 4 Prong 756P T6Z60P VS059 7.45 

401 

Recessed 

I 
Plug 

431 7'/', 75 8U, 3')1, 2% 5 Prong VS060 6.90 
Recessed 

Plug 

INDUSTRIAL AND SPECIAL-PURPOSE BATTERIES 
STOCK 

VOLTAGE 
DIMENSIONS 

TERMINALS 
COMPARATIVE GUIDE LIST 

NO. L W t O.A.H. EVEREADY BURGESS RCA PRICE ----
2% 4~, 2 Screw 

------VSi01 --
700 1'12 1 'Is W354 2FBP 1.25 
701 3 2% 1% 4~, 2 Screw W352 F2BP VSIOO 1.25 413 
703 3 2'),(, 2')1, 4% 2 Screw W356 2F2H VS136 l.55 
704 3 1% % 2'l, 2 Flat Spring 750 422 VS134 .85 
70S 4';' 2 % 2% 2 Flat Spring 751 432 VS142 1.00 
706 4';' 2'%, '~, 3)1, 2 Flat Spring 703 532 VS133 1.02 
708 3,4';',6,9, 4 1/. 21/, 3~, 8 Spring Clip 778 51 56SC VSI31 4.45 

10'/,,16';', 

709 

22'/, 
4.35 709 22'/,,45 4'1. 2% 5y!, 3 Screw W376 5308 VS112 

A710 22Y. 3U, 2Y. 2% Screw 4156 763 VS102 2.35 
711 22Y.-45 2'~, 1'%, 5 3 Screw W350 Z30NX VS114 3.85 
712 I'/', 3, 4';' 3'~. 1% 3 4 Screw 76lT 2370ST VS130 1.90 
713 I';', 3, 4'/', 3'~, Ya 3 5 Screw 773 5540 VS029 2.35 

6,7'/' 1 Pigtail 
l.25 714 4Y. I 21P" ';1\, 2Ya 2 Screw 7BI 5360 VS02B 

TIS 

I 

22Y,,45 8'. 4% 7'Jj, 3 Spring W364F 2130BSC VSI57 7.65 
Clip 

A7l6 22Y., 45 B 4 7% 3 Spring W363F 1030BSC VS127 6.90 
Clip 

717 22Y., 45 B)1. 3~, 7'!i', RMA 107 W365P 230BPI VS026 5.00 
718 3,4Y. 3'~, I~. 2Ya RMA 112 771 2370PI VS030 2.25 
721 3, 4Y., 16Y., 4 2Y. 3 -RMA 113 76B 5156Pl VS031 4.45 

22Y. 
722 300 2% 2%, 3';1\, 2 Flush Pin 493 U200 VS093 11.95 

Jack 
713 723 22Y., 45 

I 

BY. 3)4 7'l, 3 Spring W365F 230BSC VSI26 5.50 
Clip 

724 22Y., 45 B 4 7% 3 Spring - 1030BSC VSI27W 5.75 
Clip 

726 22Y., 45 BJj, 4~, 7~, RMA 107 W363P 1030BPl - 5.75 

711 
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2LP 

lLP 

7R 

1603 

20 

I SECTION 4000 I 

Rely on [RAY-2oVACf Batteries 

SUPPORTED BY A COMPLETE MERCHANDISING PROGRAM 
TRANSISTOR BATTERIES 

STOCK VOLT· MAX. DIMENSIONS 
TERMINALS 

COMPARATIVE GUIDE LIST 
NO. AGE L W , t O.A.H. EVEREADY BURGESS RCA PRICE 

1600 9 '~2 1'~2 2 Snap 226 --- VS300 ----:98 P6 
diam. Fasteners 

1601 9,6,3 8 2% IJj, 4-riole 2506 D6PI VS301 2.50 
Socket 

1602 9 1% 1% ?% 2 Snap 246 2N6 VS305 1.85 
Fasteners 

1603 9 2Jj, 2~2 3%, 2 Snap 276 D6 VS306 1.80 
Fasteners 

1604 9 1 'x, 13~2 2 Snap 216 2U6 VS312 .75 
Fastener's 

1605 9 I'~, 1% 2~, Snap M6 266 - 1.50 
Fasteners 

1606 9 '%. I_2%, 2 Snap El77 - VS309A 1.61 
Fasteners 

1900 9, 13'12 1% % 2~, 3 Hole Socket 239 XX9 VS304 1.50 

Note: 2LP or 5LP size D, I LP size C and 7R or 7LP size AA I V, Volt batteries are also used in transis­
tor applications. These batteries are listed under ~he lighting and ignition battery section. 

MERCURY TRANSISTOR BATTERIES 
STOCK VOLT- MAX. DIMENSIONS COMPARATIVE GUIDE LIST 

NO. AGE L W O.A.H. E B RCA PRICE 
15M 1lf2 ~, - 1-')12 E9 H69" VS3I3 .75 
160DM 9 'X2 - 1_3X2 226 P6M VS300A 1.50 
I604M 9 I '%2 1-'~2 EI46 2'U6 VS323 1.50 
I611M 9 '){, - 2 206, -- VS32 1 .98 
I810M 12 3~2 - 2_2%'4 - - 2.45 

LIGHTING AND IGNITION BATTERIES 
STOCK VOLT- MAX. D I MENS IONS 'COMPARATIVE GUIDE LIST 

NO. AGE L W t O.A.H. 
TERMINALS 

EVEREADY BURGESS RCA PRICE 
---------

lLP 
(NEDA 141 IV, 1~2 Diem. - 1'J12 flashlight 935 1 VS035 .20 

2LP IV, P~2 Diam. - 2'%2 Flashlight 950 2R VS036 .20 
3LP IX I'X2 Diam - 2'%2 Flashlight 1050 210 - .25 
5LP 

INEDA 131 Ph 11X'2 Diam. - 2'%2 Flashlight 099 - - .25 
7LP IX X6 Diam. - 1'J12 flashlight 915 Z VS034 .20 
7R 

INEDA 151 IX '16 Diam. - 1'~2 flashlight 915 Z VS034 .15 
400 

INEDA 241 IX ~6 Diem. - 14%4 Flashlight 912 7 VS074 .15 
716 

(NEDA 9101 1112 2%4 Diam. - 1'%'4 Flashlight W468 N VS073 .125 
941 SP 

(NEDA 9081 6 2'){, 2'){, 4% 2 Coil Spring 509 F4H VS040C 1.19 
941 SCREW 

INEDA 9151 6 2'){, 2'){, 4% Screw 5105 F4BP - 1.19 
941 CLIP 

(NEDA 9171 6 2')1, 2')1, 4% Clip 510F F4SC - 1.19 
941 RR 

INEDA 9161 6 2'){, 2'){, 4% Spring 409 - - 1.19 
918 6 5% 2'~, 4% 2 Screw 731 TWI - 2.75 
900 Ph 2'){, 2' K, 4~, 2 Screw 735 4FH VS106 1.25 
6 Ign. SC. 

INEDA 9051 Ph 2% Diam. - 6Jj, 2 Screw 6 Ign. 6 Ign. VSOO6S 1.25 
6 Ign. Clip 

INEDA 9141 Ph 2 5/ 8 Diam. - 6% 2 Spring Clip 6lgn.Clip 6 Ign. CI. VS006C 1.25 
6 Tel CLIP 

INEDA 9061 ]lh 2% Diam. - 6% 2 Spring Clip 6GL 6 Tel. VS042C 1.25 
641 ' 

INEDA 907) 6 10% 2'~, 7% 2 Screw 1461 S461 VS039 
' 1 4•98 

903 7'12 7'/4 4 6~, 2 Screw 715 4F5H VS139 7.25 
904 9 8~, 4 6'%2 2 Screw 716 4f6H VS140 8.25 

A BAnERIES 
STOCK VOLT- MAX. DIMENSIONS COMPARATIVE GUIDE LIST 

NO. AGE L W O.A.H. 
TERMINALS 

EVEREADY BURGESS RCA PRICE 

AI· 6 3% 2% 5,/, RMA 104 718 ~ ----v5OiO 3.90 
A2· 6 • 1%2 1%2 2'Xz flashlight 724 Z4 VS068 1.00 
A3· 4X 4 13/. 4,/. RMA 103 736 F3 VS067 1.35 
A4· IX 2% 2% 4 RMA 101 742 4F VS004 1.65 
A6· 6 2% 2% 4 RMA 104 744 F4PI VS009 1.65 
A7* 4V, 4 13/. 4'){, RMA 103 746 G3 VS002 I.SIl 
8 7X 4K, ,~, 3 RMA 105 713 65 VS129 2.25 
9 7V, 2~, 2 3){, RMA 105 717 C5 VS065 1.65 
11 IX 2Jj, " 1~, 4Y. RMA 101 W353 2F VS141 1.10 
12 IX 3% 13/. 5'){, RMA 101 ,- 4FL VS005 1.86 
13 IV, J'X2 DiClm. - 2'%, Flashlight AIOO 230/2R - .25 
14 IX 1~2 Diam. - 2'%2 Flashlight 635 130 - .25 
15 IX ~, Diam. - 2'~, Flashlight lOIS 930 - .25 
16 6 3% lU, 10% RMA 104 747 2f4L VS011 3.95 
18 IX 2~, 1~. 1'J1, RMA 101 720 2D VS069 1.20 
19 4V, 3% 1% 3 RMA 103 726 D3 VS072 1.35 
20 IV, 1'/. Diam. - 4'»'_ Flashlight 964 21 R VS236 .45 
23 IX 1~, Diam. - 4K, RMA 101 960P 8R VS070 .85 
400 

(NEDA 241 IX 716 Diam. - 14%4 Flashlight 912 7 VS074 .15 
'6 7V, 2'%2 2){, 2% 2 Snap 707 05 VS315 1.50 

Fasteners 
27 ·6 3% 2% 5X RMA 105 - 2F4S - 2.90 

t Over-all height. ... Prefix A added to NEDA number to eliminate duplication of existing Ray-O-Vae number. 

RAY . 0 . V A C FIR S T WIT H NED A N. U M B E R I N G 

6 Ign. SC. 

941 

-,~!!!.-. ........ 

1600 

A3* 
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522F 

303 

ML22 

N22T 

AN22 

BM32 

L298 a.nd L 19 

L202 
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STOCK 
No. 

SECTION 4000 

WORLD-FAMOUS FLASHLIGHTS 

LANTERNS HEADLIGHTS 

DESCRIPTION 

SPORTSMAN® LINE 

S21F 2-cell chrome knurled baby spotlight, ring hanger 

S22F 2-cell chrome knurled regular spotlight, ring hanger 
S32F 3-cell chrome knurled spotlight, ring hanger 
S33F 3-cell chrome searchlight with ring hanger 
S367F 7 cell searchlight - converts to 3, 4, 6 cell. 

S53F 5-cell chrome searchlight with ring hanger 
S62F 6-cell chrome spotlight - converts to 3-cell 

301 Sealed beam SPORTSMAN® lantern, knurled barrel grip -

price includes battery 

303 Sealed beam SPORTSMAN® lantern has shock absorber and 

red signal flasher - price includes battery 
304 SPORTSMAN® lantern with swivel head - allows diffused 

glow or piercing beam - price includes ballery 

RAY-O-VAC MAGNET LIGHTS 

ML12 

ML22 

2-cell baby, magnet independent of switch 

2-cell regular, magnet independent of switch 

RAY-O-VAC PENLIGHTS 

P20 

Z21P 

2-cell pen size 
2-cell size "AA" 

HEAVY-DUTY FLASHLIGHTS Rubber End Caps 

8R22 

G22 

G32 

2-cell pre focused spotlight with 3-position switch 

2-cell prefocused spotlight with replaceable switch 

3-cell pre focused spotlight with replaceable switch 

HEAVY-DUTY WORKMAN® FLASHLIGHTS 

N22 2-cell prefocused spotlight, replaceable lock switch 

N22T 2-cell prefocused spotlight, continuity tester built into re-

movable end cap 

N32 3-cell prefocused spotlight, replaceable lock switch 

UNDERWRITER-APPROVED SAFETY LIGHTS 

AN22 

AN32 
8M22 

8M32 

2-cell prefocused spotlight with safety head 
3-cell prefocused spotlight with safety head 

2-cell prefocused spotlight with safety head 

3-cell prefocused spotlight with safety head 

HUNTER® LANTERN 

398 Versatile HUNTER® lantern with 3" reflector for piercing 

beam. Signal button on switch. 

NITE HAWK® LINE 

L298 
L19 

L202 

Headlight 
Battery pouch for headlight 
Prefocused lantern with red signal flasher handle 

RAY-O-VAC COMPANY, MADISON, WISCONSIN 

A DIVISION OF THE ELECTRIC STORAGE BATTERY COMPANY 

$ 

LIST 
PRICE 

1.85 

1.95 

2.35 

2.95 

7.95 

3.95 

4.95 

10.50 

12.95 

9.95 

1.89 

1.99 

.98 

.98 

1.85 

2.60 

2.67 

3.25 

6.75 

3.65 

3.98 

4.40 

3.45 

4.20 

4.95 

3.29 

.69 
8.98 
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SECTION 4000 

PO Variable Transformers 

POWEASTAT variable transformers feature excellent regulation, high efficiency, 
conservative ratings, zero waveform distortion and rugged construction. 

POWERSTATS of the 21, 116-216, 117-217, 126-226, 
136-236, LW136 and 1156C-1256C Series are also avail­
able with motor-drives if desired. Motor-driven speeds 
are 5, 15, 30 or 60 seconds for full range travel except 
on 4P, 4PS, 4D, 6P, 6PS,6D and 6Y models which do 
not have the 5 second speed. 117-217, 126-226 and 
136-236 Series units are also available with 2- or 3-wire 
cord-plug sets. 1156C-1256C Series types are available 
for requirements up to 217 KVA. 

TYPE 10B 

TYPE 21 

0·120 3.75 0.45 5.5 0.66 
ZI 

0·140 3.75 0.53 3.75 0.53 

0·Z4O 3.75 0.90 5.5 1.3 
IZI.Z 0·Z80 3.75 1.0 3.75 1.0 

IJ.IZO 3.75 0.78 5.5 l.l 
IZI.Z ().140 3.75 0.91 3.75 0.91 

IJ.Z40 3.75 1.6 5.5 Z~ I ZI~ 1J.280 3.75 1.8 3.75 1.8 

116·216 and 117-217 SERIESt 

IZ 

IZ 

17 

TYPE .116 

TYPE 2PF10 

FOOTNOTES I *Rating is 2.0 amperes when mounted on a metal panel. 
tAlso available with open constructign for back-of·panel mounting (suffix U when ordering}. Prefix a If square frame is desired instead of round frame all open construction (U) types. 
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SECTION 4000 

PO Variable Transformers 

TYPE 1256C 
TYPE 3PN126 

TYPE 15MB136·2 

TYPE 13& 

126·226 SERIES" lW136 SERIEStt 

INPUT OUTPUT INPUT OUTPUT 

Canst. Current Load Coast Impedaa" Load Ship. Ship. 
Max. Max. WI. 

Mil. I Max. Max. I Max. WI. Valls Cycles Volts Amps. KVA TYPE Lbs. 
VailS Cycle. VailS Amps. KVA Amps. KYA TYPE Lbs. 

SlngltPhase Single Phase 
120/240 50/60 15·0·15 35.0 .52 lWI36 25 

120 50/60 0·120 12,5 1.5 18.0 2,2 I 126 17 120/240/480 50/60 30.(J~0 35,0 1.0 lW136·2 52 
120 50/60 ().14O 12,5 1.8 12.5 1.8 

120/240 50/60 45.().45 35.0 1.6 lW136-3 76 
240 50/60 ().24O 6,0 1.4 9,0 2,2 I 226 17 120/240 50/60 ~30 25,0 .75 lWI36 25 
240 50/60 ~260 6,0 1,7 6,0 1.7 120/240/480 50/60 ()'60 25,0 1.5 . lW136·2 52 
240 50/60 ~40 12,5 3,0 18.0 4,3 I 125-2 32 120/240 50/60 ()'90 25,0 2,2 lW136.J 76 
240 50/60 0-280 12.5 3,5 12.5 3,5 Three Phase 
480 50/60 ()'480 6,0 2,9 9,0 4,3 I 226-2 32 120/240 50/60 O~O 25,0 13 lW136·2 52 
480 50/60 0·560 6,0 3,4 6,0 3,4 120/240 50/60 0·30 433 2,2 lW136·3 76 

Three Ph.se 120/240 50/60 0·52 25,0 2,2 lW136-3 76 
120 50/60 ()'12O 12.5 2,6 18,0 3,7 I 240/480 60 0·35 43,3 2,6 lW136~ 76 
120 5O/S0 ()'140 12,5 3,0 12,5 3,0 

126-2 32 
240/480 SO O·SO 25,0 2,6 lW136·3 76 

240 SO/SO ().240 S,O 2,5 9,0 3,7 I 22S·2 32 
140 SO/SO ().280 6,0 2,9 S,O 2,9 1156C-1256C SERIES §§ 
240 5O/S0 0·240 12.5 51 18.0 7.5 I 126-3 49 240 SO ()'280 12,5 6.1 12,5 6.1 Single Phase 
480 SO/SO 1>480 6,0 5,0 9.0 7.5 I 120 50/60 ()'14O 45.0 63 1156C 79 
480 60 D-560 S.O 5.8 S.O 5.8 

226~ 49 
120 50/60 0·140 90.0 12.S 1I56C·2P 160 

120 50/60 ().140 135.0 18.9 1156C·3P 280 

136·236 SERIES" 120 SO/SO ()'140 180.0 25.2 1156C-4P 410 

120 SO/SO 0·140 270.0 37.8 1I5SC-6P SIS 

240 SO/SO ()'280 28.0 7.8 125SC 79 
SIngle Ph ••• 240 SO/SO 0-280 45.0 12,S 1I5SC·2S 152 

120 SO/SO 0·120 20,0 2,4 25.0 3.0 I 13S 240 50;60 (}280 56.0 15.7 125SC-2P ISO' 25 120 50/60 D-140 20,0 2.8 20,0 2,8 240 50/60 D-280 84,0 23,5 1256C·3P 280 
,120 50/60 0,120 40,0 4,8 50,0 S,O I 240 SO/SO 0·280 90,0 25,2 1156C-4PS 390 
120 SO/SO 0·140 40.0 5,S 40.0 5,S 

13S·2§ 52 
112.0 31.4 125SC-4P 410 240 50/60 0·280 

240 SO/SO 0-240 9,0 2,2 12,5 3,0 I 240 50/60 0·280 135.0 37,8 1I56C·6PS 595 
240 50/60 0.280c_ -~- 2,5 9.0 2,5 

236 25 
240 50/60 0,280 168,0 47,0 1256C·6P 600 

240 50/60 4,8 25.0 
.- .. __ ._--

480 SO/SO 0,560 28,0 15.7 1256C,2S 152 0240 20.0 5.0 I 240 50/60 0-280 20.0 5,6 20.0 5.6 
136,2 52 480 50/60 0,560 56,0 31.4 1256C-4PS 390 

480 50/60 0-180 9,0 4.3 12.5 6,0 I 
480 50/60 0·560 84.0 47,0 1256C·6PS 595 

480 50/60 0·560 9,0 5,0 9,0 5,0 
236·2 52 Three Phase 

Three Phase 120 50/60 0·140 45,0 10,9 1156C,20 152 

120 50/60 0-120 20,0 4,2 25,0 5,2 I 
120 50/60 0,140 90,0 21.8 1156C-40 390 

136·2 52 120 50/60 0·140 135,0 32,7 1156C-60 595 
120 50/60 0-140 20,0 4,8 20,0 4B 

240 50/60 0-280 28,0 13,6 1256C·20 152 
240 50/60 ().240 9,0 3,7 12,5 5,2 I 236-2 52 240 60 0-280 45,0 21.8 1156C·3Y 225 
240 50/60 0-280 9,0 4,4 9,0 4,4 240 50/60 0-280 56,0 27,2 1256C-40 390 
240 50/60 0-240 20,0 8,3 25,0 10,4 I 136-3 76 240 50/60 ()'28O 84,0 40,7 1256C-60 595 
240 60 0,280 20,0 9,7 20.0 9.7 240 60 D-28O 90,0 43,S 1156C-SV 575 
480 50/60 0480 9,0 7,5 12,5 10,4 I 480 SO ()'560 28,0 27,2 1256C·3Y 225 
480 SO Q.560 9,0 8,7 9,0 8.7 

236-3 76 
480 SO 0·560 56,0 64,3 1256C-6Y 575 

I §Requires also one paralleling choke t1.pe 75000. 
··126~26 and 136·236 Series also available with open construction for back-of.panel mounting (suffix U when ordering). 

FOOTNOTES ttlW136 Series ratingll; are for use as low voltage isolated output transformer. Also permits connection for use as limited range transformpr or as a line corrector. Full connections and ratingS" in Catalog P258G. 
§§ US6C and 1256C Series also available with maxImum output voltage equal to line ¥nltage Isuffix l when ordering}. 
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SECTION 4000 

PO 
40-VOLT SERIES 
Designed to meet the high 
current, low voltage re­
quirements of low voltage 
power supplies and a' wide 
range of transistor circuit 
applications. For single 
phase operation. 

H-C SERIES 
High current, high effi­
ciency types featuring a 
new variable transformer 
design concept with helical 
coils and patented re-entry 
rings. Extremely fine volt­
age division. 3 phase only. 

LINE CORRECTORS, 
OIL-COOLED, 
EXPLOSION-PROOF 

TYPE 21·40 

LINE CORRECTOR 
TYPE LC2106C 

TYPE 116U·40 

OIL·COOLED 
TYPE 0·116 

Special use types to meet 
the requirements of a wide 
range of applications. EXPLOSION·PROOF 

TYPE X·U6 

OIL-COOLED 
INPUT OUTPUT 

SHIP. 
MAX. MA~ M. 

VOLTS CYClES VOLTS AMPS_ KVA TYPE LBS. 

120 50 /60 0-120 15.0 1.8 } 0-116 32 
120 50/60 0-140 15.0 2.1 
120 SO/60 0-140 30.0 4.2 0-ll26 100 
240 50/60 0·240 6.0 1.4 } 0·216 32 
240 5Q!60 0·280 6.0 L7 
240 50/60 0·280 18.0 5.0 0-1226 105 

OTHER TYPES AVAILABLE ON SPECIAL OROER 

other variable voltage controls 
STATROL 
Magnetic Amplifiers 
Essentially a two-stage 
magnetic amplifier remotely 
controlled by a small in­
dicating potentiometer. 
Completely static device 
containing no moving 
parts, relays or tubes. 

VOLTBOX® 
A-C Power Supplies 
Compact, versatile instru­
ments containing all the 
necessary components nec­
essary for tests involving 
a-c voltage. 

TYPE 106PM 
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H·C SERIES 
INPUT OUTPUT 

MAX. MIIX. 
VOLTS CYCLES VOLTS AMPS. !!VA 

240 60 0-270 200 93.5 
240 50/60 0·240 200 83 
240 60 0·270 360 168 
240 50/60 0-240 360 149 
480 60 0-540 100 93.5 
480 50/60 0-480 100 83 
480 60 0-540 200 187 
480 50/60 0-480 200 166 

*Convectlon cooled tForced-alrcooled 

-
95-135 50/60 ll' 17.5 
95·135 50/60 115 52.0 
95·135 50/60 115 130.0 

195-255 50/60 230 32.5 
205·250 50/60 230 120.0 
400-520 50/60 4&0 15.0 
4Q(J..520 50/60 4&0 40.0 

Used as Lme Correctors THREE PHASE -
195-255 50/60 230 25.0 
195-255 50/60 230 38.0 
195-255 50/60 230 50.0 
195-255 50/60 230 ll3.0 
195-255 SO/SO 230 175.0 
400·520 50/60 460 16.0 
400-520 SO/SO 460 22.0 
400-520 SO/SO 460 33.0 
40()'S20 50/60 460 6S.0 
400·520 50/60 4&0 l(lllO 

420·500 50/60 460 131.0 

TYPE 
2HC200T-3Y* 
2HC200LT-3Y' 
2HCB200T-3Yt 
2HCB200L T -3yt 
4HClOOT-3Y' 
4HCI00LT-3Y' 
4HCBlOOT-3Yt 
4HCBlOOLT-3Yt 

2.0 lG2102C 
6.0 LC2106C 

15,0 lC2115C 
7.' lC2207C 

27.5 lC2228C 
6.6 LC2407G 

17.6 lC2418C 

10.0 LC3210VC 
15.0 lC3215VC 
20.0 lC3220YC 
45.0 lC3245YC 
70.0 lCJ2700C 
12.5 lCJ412YC 
17.5 LC3417YC 
25.0 LC3425YC 
50.0 lC3450YC 
75.0 LC347SYC 

100.0 LC34100YC 

SHIP. 
WT_ 
LDS. 

3.3 

II 

SHIP. 
WT. 
LBS_ 

1800 

SHIP_ 
WT_ 
LBS. 

" 80 
200 
85 

20' 
85 

20' 

211 
226 
241 
61' 
795 
200 
21' 
230 
580 
630 
630 

When Units of the lC series are used as limited range adjustable transformers, the Input voltage IS the output voltage shown In 
the Blmve chart and the output voltage is the input voltage shown in the abo~'! chart. 

EXPLOSION· PROOF 
INPUT OUTPUT 

SHIP. 
MAX. MAX. WI. 

VOLTS CYCLES VOLts AMPS. KVA TYPE LBS. 
120 50/60 0·120 7.5 0.90 } X·lIS 47 
120 50/60 0-140 7.5 1.0 
120 5lI/60 0-140 12.0 1.7 X-1I26 142 
240 50/60 0·240 3.0 0./2 } X-216 47 
240 50/60 0·280 3.0 0.84 
240 50/60- 0·280 6.0 1.7 X-1226 142 

STATROL MAGNETIC AMPLIFIERS 
INPUT OUTPUT 

I I I 
SHIP_ 

MIIX. MAX. M. 
VOLTS CYCLES VOLTS AMPS. !!VA TYPE LBS. 

Single Phase 

I I { 
25 3.0 103PM 92 
50 6.0 IOGPM 142 

120 60 0'-120 
83 10.0 llOPM 202 

125' 15.0 1I5PM 260 

*Nomillal zero (12 volts maximum) 

VOLTBOX' A·C POWER SUPPLIES 
INPUT OUTPUT 

SHIP. 
M~ MAX. WT. 

VOLTS CYCLES VOLTS AMPS. KVA TYPE LBS. 

120 50/60 0-140 7.5 1.0 UCIM 17 

240 50/60 0-280 3.0 0.84 UC2M 17 

OTHER TYPES AVAILABLE ON SPECIAL OROER 
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SECTION 4000 I 

FLEX/FOR_ERe 

~-z-~efq 
TRANSFORMER 

• A SOURCE OF A-C VOLTAGE 
• A CURRENT TRANSFORMER 
• 150 VA AND 1000 VA TYPES 

TYPE TP150 

Packaged Transformer Primary 

A FLEXIFORMER Packaged Trans­
former Primary is a self-contained toroidal 
primary coil encased in durable high im­
pact plastic. Colored SUPERIOR 5-WA Y 
Binding Posts for connections are inte­
grally mounted. When used as a source of 
a-c voltage, the center opening permits 
hand-threading the correct number of sec­
ondary winding turns to obtain the desired 
output voltage. When used as a current 
transformer, the FLEXIFORMER wind­
ing is shunted by an ammeter which 
indicates the current flow in a conductor 
hand-threaded through the center opening. 
Can be portable or fastened permanently 

AS A SOURCE OF A-C VOLTAGE AS A CURRENT TRANSFORMER 
NOMINAL VOLTS PER REG. AT INPUT! MAX. 
PRIMARY MAlt SECONDARY MAlt OUTPUT PRIMARY 
VOLTS· CYCLES VA TURN OUTPUT RATIO AMPS.t 

120 50/60 ISO 0.3 25% 400/1 400 

120 50/60 1000 0.75 10% 160/1 800 

'Maximum 175 volts at 60 cycles, 145 volts at 50 cycles. 
tRatings for continuous duty. Double for intermittent duty but with reduced accuracy. 

pow .......... s 

Decade Line Corrector 

Type DLC1005 

INPUT: 120 V., 50/60 cycles, single phase 
OUTPUT: 5.0 amperes maximum 

OUTPUT RANGE 

DIAL #1 DIAL #2 DIAL #3 

LINE 
90%·110% 99%·101% 99.9%·1orl.1% CORRECTOr 

VARIABLE 
LDW VOLTAGE 10%·0·10% 1.0%·0·1.0% 0.1%·0·0.1% 

SUPPLY· 

·Percent of Ime voltage. 

Can be used as either a variable 
low voltage supply or as a line 
corrector. Essentially consists of three 
POWERSTAT variable transformers 
individually connected to three buck­
boost fixed-ratio transformers. 
SUPERIOR 5-WAY binding posts 
with jumpers are provided and ar­
ranged so that outputs can be inserted 
in the line or removed as desired. The 
output voltage adjustments can be 
made in any combination or individ­
ually as desired. . 

© U.C.P., Inc. 

••• &. 
. Loading Reactor 

Type LR2 

120 volts, 60 cycles 
2.0 amperes at 120 volts 

Inductive reactance 60 ohms 
D-C resistance 4.0 ohms 
Inductance 0.16 henrys 

Designed to provide a convenient 
inductive load which can be made 
adjustable when used in conjunction 
with a POWERSTAT variable trans­
former. Used primarily for testing 
apparatus at various lagging power 
factors, i.e., to simulate an inductive 
load. Essentially consists of a gapped, 
strip-wound silicon steel toroid ·core, 
wire-wound and imbedded in epoxy 
compound. Entire assembly enclosed 
in a self-contained, durable, high 
grade ·phenolic case having two 
SUPERIOR 5-WAY binding posts 
for connections: At 60 cycles, the 
EXEL has essentially a linear current 
curve from 0 to nominal 2.0 amperes 
for continp.ous duty and up to 3.0 am­
peres for intermittent duty. 

MAlt ACCURACY SHIP. 
SECONDARY AT 60 WT. 

AMPS.t CYCLES TYPE LBS. 

1.0 

5.0 

1% TPI50 6 

1% TPIOOO 24 

" ••• c.&&S 
adjustable 

A-C/D-C Power Supply 

A-C 
INPUT: 

A-C 
OUTPUT: 

Type V4050-3 

{ 
240 v., 50/60 CYcles, 3·phase 
(Primary delta connected) 
480 v., 50/60 cycles, 3-phase 
(Primary wye connected) 

{ 
0·25 v., 40 amps., 3·phase 
(Secondary delta connected) 
0·50 v., 25 amps., 3·phase 
(Secondary wye connected) 

D C {
0'35 v., 50 amps. 

- (Secondary delta connected) 
OUTPUT- 0-60 v., 30 amps. 

- (Secondary wye connected) 

Provides a source of adjustable low 
a-c or doc voltage from a-c power lines. 
Essentially consists of a 3-phase, low 
voltage POWERSTAT variable trans­
former combined with a static doc 
power supply. Power supply uses 
highly efficient silicon rectifier cells 
connected for full-wave 3-phase oper­
ation. The a-c and doc outputs cannot 
be simultaneously loaded or exter­
nally interconnected. The a-c output 
can be used either single or three­
phase. 
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I SECTION 4000 

SrIlB_& __ r automatic VOLTAGE REGULATORS 

TYPEEMHC64480YU 

EMHC series 
For heavy duty applications up to 480 KV A. Maintain a constant 
output voltage regardless of line or load changes. Feature zero wave­
form distortion, efficiency as high as 99%, rapid correction of output 
voltage variations, wide input range of 380-520 volts, insensitivity to 
magnitude and power factor of load, no effect on system power factor, 
full control circuit protection. Patented re-entry rings and helical 
coils on H-C Series POWERSTAT Variable Transformer component 
permit extremely fine, stepless' voltage adjustment with very low 
voltage drop. 

NODAL 
OUTPUT 
VOLTAGE TYPE 

1/ 
300 240 I ,28 EMHC64240YU 

460 381J.52O 4~ 
480 ,28 EMHC64480YU 600 

EMT series 
Electro Mechanical Transistorized 
types in ratings from 2 to 100 KV A. 
Control circuit is completely transis­
torized. Speed of response suffi­
ciently fast for most applications. 

TYPE EMT4115 

EMS series 
Electro Mechanical Transistorized 
types for single or three phase duty 
with ratings from 25 to 275 KV A, 
Several types available with individ­
ual line cOJ;ltrol for greater applica­
tion flexibility. 

EMK series 
Electro Mechanical high speed, high 
accuracy assemblies in ratings of 
2.5/5.0 KVA. Accuracy ±1.0% of 
nominal output voltage. 

TYPE EMK4105R 

RATINGS AND SPECIFICATIONS 
• 

EMT SERIES EMS SERIES 
NOMINAL INPUT OUTPUT MAXIMUM RATm CORRECTION NOMINAL INPUT OUTPUT MAXIMUM RATED CORRECTION 
OUTPUT VOLTAGE VOLTAGE OUTPUT OUTPUT RATE OUTPUT VOLTAGE VOLTAGE OUTPUT OUTPUT RATE 

VOLTAGE RANGE (adjustable) AMPERES KYA (sec./voll) TTPE VOLTAGE RANGE (adjustable) AMPERES KYA (sec./voll) TYPE 
Far 60 Cycl •• SiDgI. PIa,~ 2 Wlra. Slng~ Co"""l op.ra" .. 

Far l1li/80 Cycle. Slall. Pia •• 0 ......... 
I 115 103,5·126,5 110·120 833 100 ,65 EMS41100 

95-135 110·120 17,5 2,0 .075 OO4102t 

! 95-135 110-120 52.0 6.0 ,075 OO4106B§ 230" 218,5-241.5 221J.240 435 100 ,22 EMS42I00" 
115 

FDr 50/&0 CJcIe, Slnl" Pbase. 3 Wire, Indlvhlual Line Control Operation 105-125 110-120 104.0 12.0 .15 EMT4112B'§ 
95-135 110-120 130.0 15,0 .125 EMT4115 204-276/102·138 230·250/115·125 104 25 EMS14225, ,06/,03 I 004104 

120 108-137 .110-120 35.0 {2 0.1 EMT4104U 240/120 204-2761102·138 230250!1l5-125 250 60 ,06/.03 EMSI4260 

EMT4104UT 228-252!1l4-126 220-240!1l1).J20 417 100 ,21/.10 EMS14211101! 

230* II 195·255 221J.24O 32.5 7,5 .083 004207 For SO/80 CJCf', TIIna PIIase, Single ContrDI Operltion . 
205-250 221J.24O 120.0 27,5 ,111 OO4228B I EMT4104 

230" 203·257 220-240 339 135 .28 EMS62I35Y" 

24M 228-256 22().24O 35,0 SA 0.1 OO4104U 

( 230 180 ,30 EMS64IBOY 
EMT4104UT 460 445-495. 440-480 

I 4OIJ.52O 440-480 15.0 6.6 .841 004407 
347 275 ,30 EMS6427SY 

460 
400-520 ~ 40.0 17,6 .841 EMT4418 For SOIlOCycIa, Three Plille, radMdul1 Line Control Operation 

Far SOlID CJ<II. _ PhsellpeJatl .. (177.239/102.138 191·217 !lI5·125 250 90 I ,08/.14 EMSI6290Y 
2081120 

25.0 10,0 .D83 EMT6210Y 165-233/95-'t35 I 191·217 !lI5·125 I 525 I 190 I ,22/,37 I EMS162190Ytf 
38.D 15,0 .083 £MT62ISY 

2lIn( 195-255 221J.24O 50,0 20,0 .083 EMT6220Y 
113,0 4S,0 .25 EMT624SY 
175,0 78.0 .25 EMT62700 EMK SERIES 

1 
16,0 12.5 .041 EMT64I2Y 
22,0 17,5 ,041 EMT6417Y 

460 40().520 ~ 33.0 25,0 . ,041 EMT6425Y Far 60/80 Cy,~. SIngle "" ... Op.ratlon 
66.0 50.0 .125 £MT64SOY 

l 95-135 110-120 . 21.5 I 2.5 I .D2 ) 100.0 75.0 .125 £MT6475Y 115 EMK4105! 
460 42IJ.5OO ~ 131.0 100.0 .188 EMT64100Y 105·125 I 110-120 . 43.0 I 5.0 I ,04 

See Footnotes on Facing Page 
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I SECTION 4000 .F •• ~&~ •• ® automatic VOLTAGE REGULATORS 

I E series TM series 
Instantaneous Electronic types 
have no moving parts. Hold out­
put voltage to within ±O.l% for 
wide line variations, within 
±0.15% for any load current 
change or power factor change 
from .5 lagging to unity. 

TYPE IE5101 

lET series 
Instantaneous Electronic Tran­
sistorized types in ratings from 
0.25 to 1.0 KVA. Output voltage 
remains within a 0.5 volt band­
width for any and all variations 
in line voltage, load current and 

Tubeless Magnetic types have no 
tubes, transistors or moving 
parts. Response time for ordinary 
line and/or load changes is 
within 1h second; accuracy is 
within a 1.0 volt bandwidth. 
Waveform distortion is 4% or 
less. TYPE TM7101R 

MILITARIZED 
1.0 KVA Instantaneous Elec­
tronic and 8.0 KVA Electro 
Mechanical types meet require­
ments of specification MIL-E-
4158B. All fit standard 19" relay 
rack. 

TYPE IET51002 load power factor. TYPE EM4108MCR 

MR series 
Provide the constant RMS volt­
age required to maintain proper 
tube filament temperature. Re­
sponse time will not exceed 0.6 
second under most adverse line 
or load changes. 

IE SERIES 
NOMINAL INPUT OUTPUT MAX. 
OUTIUI VOLTAGE VOLTAGE OUTPUT 

VOLTAGE RANGE (ad~stabl'l AMPS. 
FarBlf-+-IO%Cyclto,llttitd 

I 
2.2 
<5 

". 9S-I3S 1U).J20 
8.' 

22,1} 

43.5 

87.0 

I 
l.l 

2.2 .. 
230 195-255 220-240 

H.C 
no 
43.5 

400 CYCLE 
Instantaneous Electronic types 
in ratings of 1.0 and 5.0 KVA. 
Maximum waveform distortion 
is 3.5% under all input line and 
most load conditions. Other 400 
cycle types listed under MR 
Series and Militarized types. 

TYPE IEH51 01 R 

RATINGS AND SPECIFICATIONS 

MR SERIES 
RATED NOMINAL 

I 
INPUT 

I 
OUTPUT 

I I I OUTPUT" OUTPUT VOLTAGE VOLTAGE FIIEQUENCY LOAO RAIIGE RATED 
IVA TYPE VOlTAGE RANGE (adjustable) (cycles) IN AMPERES OUTPUT 

6.3 12OV. RMS"" 10% 6.0-6.5 60 ..... 10% aG-25.O lSIJVA 
0.25 1E51002t 6.3 120\'. RMS -+- 10% 6.1Hi.5 400 ..... 5% 2.5-8.2 50 VA 
0.' lE51005t 

1.0 1E5101t 

IEH 400 CYCLE TYPES 2.' IE5102t 

'.0 II510St 
10.0 IESliO NOMINAL 

I 
INPUT 

I 
OUTPUT 

I 
MAX. 

I 
RATED 

0.25 IE52002t OUTl'llT VOLTAGE VOLTAGE OUTPUT OUTPUT 

0.' IE5200st 
VOLTAGE RANGE (adjustable) 'MPS. IVA 

1.0 IES2ll1t Far400±5%CrclaOp.ratlon 

" IE5202t I I I { .. 1.0 U. 95-130 .0 1E5205t lIO-I2\) 
43.' •• 10.0 1E5210 

I TYPE 
MR6f015 
MRIW'OO5 

I TYPE 

IEtI5lCIR 

IEII5105t 

FIT50 .... 10%Cycl.Opention MILITARIZED TYPES IE5101MR AND IEH5101MR 
i 

4.' 0.' IEL51005t 

lI' 95-135 

230 195-255 

FII"8D±5%c,m0puatlu 

U. I 9&135 I 
For8D±5%c,cIlDpen1lun 

U. I 95·135 I 

© U.C.P., Inc. 

UO-I20 8.' 1.0 IE15lOlt 
NOMINAL 

I 
INPUT 

I 1 I 
43.' '.0 IE15I05t OUTPUT MAX. RATm 

I 
2.2 o.s IEL52005t 

OUTPUT VOLTAGE VOLTAGE OUTPUT OUTPUT 
VOLTASE RANGE {adjustable} AMPS. IVA 

220-240 4.' 10 IEL520lt 
11.0 " IE15202t For80±5%C!'cle,SIIIiIIPllasIOperatlln 

22.0 '.0 IE15205t 
120 1(15.135 115-125 ., I. I I, I I lET SERIES For4OD ± 5% Cyele,Silllle'bl5a Opal"llllllJl 

I 120 105-135 I 115-125 I 8.3 I I. 

Ii 
22 0" 1£T510ozt 

MILITARIZED TYPE EM4108MCR 1I0-120 ... O. 1£T51005t .. 1.0 1£T5101t 

TM SERIES NOMINAl 

I 
INIUI 

I 
OUTPUT 

I 
MAXIMUM 

I 
RATED 

I 
CORRECnON 

OUTPUT. VOLTAGE VOLTAGE OUTPUT OUTPUT RATE 

110-120 Ii 

FOOTNOTES 
(all charts) 

VOLTAGE RANGE (adjustahle) AMPERES IVA (sIC./VOIt) 

Fer 45-BICytll,SibllaPIII51Operltloa •• .. TM7101t 
43.5 '.0 TM7105Bt 120 I I05-13m I 115·125 I .... I 8.0 I 0.1 

tAlso available as rack models (suffix R when ordering). ttfor 60 cycle operation only. 
'Can also be operated on an input range of 95 to 135 volts with a rating of 52.0 amperes, 6.0 KVA and a correction rate of .075 seconds per volt. 

··Can also be operated at nominal 208 volts output with proportional changes in input and output voltage ranges, 
~Units can be converted for 208 volt operation by simple tap changes. Input and output voltage ranges change in propoTtion. 

#At 120 volt input. Shifts proportionally with output voltage setting. 
§Also available as rack (suffix R when ordering) or wall mounted (suffix W when ordering) models. 

I TYPE 

I IE510lMR 

I IEH510lMR 

I TYPE 

I EM4108M<:R 
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MODEL RG-30 
CONTINUOUSLY VARIABLE 15-30 KV 

REGULATED DC POWER SUPPLY WITH 
REGULATED FOCUS VOLTAGE TAP 

SECTION 4000 

A continuous duty DC supply with highly filtered outputs 
and regulations better than 0.5% at 1 mao - no load to 
full load. A variable focus tap 4-6 KV for use with 5WPll, 
5TP4 and flying spot tubes. Dimensions: 19" wide x 
lOW' high x 13" deep. 
With HV meter $375 Net Less meter $325 Net 

MODEL RG-40 is a 20-40 KV unit with focus tap de­
signed for use with 5AZP4 projection tube. In wide use 
in projection television systems. Same specifications as 
RG-30 except .7 mao at 40 KV. 
With meter $375 Net Less meter $325 Net 

MODEL LAB-30PN 

MODEL 
4575 

S KV -1 mao DC POWER SUPPLY 
For an output voltage of 5 KV DC at 1 
milliampere, the low voltage input require· 
ment is 250 V at 50 milliamperes. By vary­
ing the DC input the output voltage can be 
varied from approx. 1 KV to 7Y. KV. Dimen­
sions: 5%" high x 5" deep x 4Y." wide. In 
completely enclosed metal housing. 

$32.50 net 
MODEL 4575·2 - same as above with 2 mao 
output at 5 KV .............................. $42.50 net 
MODEL 4575PN - Reversible polarity. High 
voltage secondary floating or can be 
grounded. 1 mao at 5 KV .............. $42.50 net 
MODEL 4575-2PN - Reversible polarity. 
2 mao at 5 KV .................................. $52.50 net 

DC POWER SUPPLY REVERSIBLE POLARITY 
CONTINUOUSLY V,ARIABLE 1 TO 30 KV 

Regulated DC Power Supply with regulations of 0.5% at 2 
milliamperes. Polarity reversible from front panel. 

Standard Rack Model -19" wide x 12" high x 13" deep. 
Standard Bench Model - 21" wide x 14" high x 15" deep. 
With HV meter $645 Net Less Meter $595 Net 

MODEL LAB-30 is a positive polarity output regulated High 
Voltage DC Power Supply with same electrical characteristics 
and dimensions as the LAB-30PN. Available in either positive 
or negative polarity. 
With meter $545 Net Less meter $495 Net 

MODEL 7512 

12KV - 1 mao DC Power Supply - Voltage 
output of approx. 7.5 to 12 KV. 1 mao of 
current may be drawn throughout the volt­
age range. To obtain an output voltage of 
7.5 KV at 1 ma., low voltage input require­
ment is 300 V DC at 50 mao By varying the 
DC input, the output voltage can be in­
creased. Maximum input voltage of 425 V at 
100 mao will give an output of 12 KV at' 
1 mao 5%" W., BY." H., 6%" D ..... $42.50 net 

MODEL 7516 - Same as above with output 
of 16 KV at .5 mao .......................... $48.50 net 

MODEL 7516 

20 KV -.5 mao DC POWER SUPPLY 

Voltage output of approx. 10 to 20 KV. To 
obtain output voltage of 10 KV at 1 ma., 
low voltage input requirement is 300 V 
DC at 50 mao Maximum input voltage of 
425 V at 100 mao will give an output of 
20 KV at .5 mao 5%" W., x BY." H., x 6%" D. 

$48.50 net 

7JLL4IJ1N HIGH VOLTAGE CO., INC. I BRONX 69, N. Y. 
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MODEL 2040 
40 KV DC POWER SUPPLY 

A ruggedly built RF type power supply which IS on constant 
use in laboratories and industrial plants throughout the world 
for condenser charging, electrostatic paint spraying and insu­
lation testing, electrostatic flocking, etc. I n wide use for spot 
knocking by TV tube manufacturers. Designed for constant use 
and will stand severe abuse. Available with either positive or 
negative 40 KV output. Voltage range is approx. 12 to 40 KV 
continuously variable. The 12 to 40 KV variance in voltage is 
controlled through a knob on the front panel. Voltage supplied 
through a 6 ft. HV Safety Cable. Specify desired polarity when 
ordering. Specifications: Continuously variable 12 to 40 KV. 
1 mao at 30 KV Input: ll7V - 60 cycles. 19" wide x 12%" high 
x 13" deep. 

With meter on front panel .................................. . 
Less meter 

. .... $215 net 

. .... $165 net 

MODEL 2040C - Same as above except automatic overload 
cutout and reset button provided. Adjustable sensitivity 0.5 
mao to 2 mao 

With meter ... 
Less meter 

.......... $265 net 
. ... $215 net 

MODEL PN-15 

MODEL PN-30 
REVERSIBLE POLARITY 

Continuously Variable 1-30 KV 
Unregulated DC Power Supply 

A light, compact unit in wide use for insulation testing, 
condenser charging, precipitators and laboratory re­
search. Polarity reversible from front panel. Current 
output - 2 milliamperes at 20 KV: 1 mao at 30 KV. 
Input - 117V AC 60 cycles. Dimensions: 19" x 10)/," 
x 13" ....................................................................... $275 net 
Less meter .......................................................... $225 Net 

MODEL PN-30C - Same as above except automatic 
overload and reset button provided. Adjustable sensi­
tivity 0.5 mao to 2.5 mao 

With meter .......................... . ................. $325 net 
Less meter .......................................... ................. $275 net 

MODEL LAB-l0 

FLOATING REVERSIBLE 

POLARITY 

CONTINUOUSLY VARIABLE 

1 TO 15 KV 

UNREGULATED 

DC POWER SUPPLY 

The high voltage output available through Alden HV connectors on front 
panel. Reversible and floating secondary - either positive or negative can 
be grounded or left floating. Current output 2 mao at 15 KV. Voltage contin­
uously variable through knob on front panel. Dimensions 8%" high x 19" 
wide x 11" deep. 

Complete with meter ................................................................ $250 net 

CONTINUOUSLY VARIABLE 

REGULATED DC SUPPLY 

0-10 KV 

Output current 2 mao Regulations better 
than 1%. Complete with HV and current 
meters 19" W x 8%" H x 13" D .... $275 net 

7[1.11,11111 HIGH VOLTAGE CO., INC. I BRONX 69, N. Y. 
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MODEL LAB-90 
0-90 KV REGULATED DC POWER SUPPLY 

Continuously variable 0 to 90 KV DC Power Supply. Ideal for kinematic electron 
diffraction equipment and high voltage condenser charging. Output current .7 
mao CIt 90 KV. 1 mao at SO KV. 2 ma; from 40 KV down. Voltage regulations better 
than 1% throughout entire range. Dimensions in cabinet: 28" high x 21~" 
wide x 18" deep. 

LAB-~O Complete with HV meter ............................................................ $900 Net 
Specify polarity output - positive or negative. 

MODEL LAB-90C-'Same as above except automatic overload cutout and reset 
button provided. Adjustable sensitivity .. 5 mao to 2.5 mao ...................... $950 Net 

MODEL LAB·60PN 
REVERSIBLE POLARITY CONTINUOUSLY 

VARIABLE 0-60 KV DC REGULATED 

POWER SUPPLY 

Current output 1 mao at 60 KV 2 mao may be drawn from 50 KV 
"down. Regulations - no load to full load 1% at 1 mao 21~~' wide x . 
22~" high x IS" deep. Dimensions in cabinet: 22~" high x 21" 
wide x IS" deep. 

LAB-60PN - Reversible polarity - either positive or negative output 
controlled through switch on front panel. ........................ $820 Net 

LAB-60 - Same as above not reversible. Specify polarity when 
ordering ................................................................................ $765 Net 

MODEL RG-5, 5 KV 
RE.GULATED DC POWER SUPPLY 

Output current 2 mao Regulated against line and load 
1 %. Variable 4 to 6 KV. 

MODEL RG-10, 10 KV 

REGULATED DC POWER SUPPLY 

Output current 2 mao Regulated against line and load 
1 %. Variable 8 to 12 KV. 

, Complete with Current and Volt Meters .......... $260 Net 

Complete with Current and Volt Meters ............ $250 Net 

MODEL RG-15, 15 KV 
REGULATED DC POWER SUPPLY 

Output current 2 mao Regulated against line and load 
1 %. Variable 13 to 17 KV. 

Complete with Current and Volt Meters ............ $275 Net 

DIMENSIONS: Panel Height S~", Width 19", Depth 11". 

7flLMAN HIGH VOLTAGE CO., INc.i BRONX 69, N. Y. 
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FOR RF POWER SUPPLIES 
COIL MODEL 5 KV 

Secondary Height ........................ . 

Secondary Windings ............. 1%" 
Consisting of 4 Pie Windintgs 

Primary Diameter .... . .... ; ...... 2%" 

Secondary Voltage Output ............. 5 KV 

Secondary Current ........ 2 Milliamperes 

Approx. Frequency .................... 300 KC 

5KV Coil .................................. $7.00 Net 

2mh 

B+ 

r , 
SEe ::r= Cz 

I IX'2 

~ .. 
" .. 

'----1>'iN1't-Os 
o 

COIL MODEL 
10-15 KV 

COIL MODEL 
10-15 KV-1 

COIL MODEL 
10-15 KV-2 

10-15 KV 
$12.00 Net 

© U.c.P., Inc. 

Secondary Height ...... ............. 5%" 

Secondary Windings ................ 1%" 
Consisting of 7 Pie Windings 

Diameter .................................. 2V2" 

10-15 KV-l with filament winding for Secondary Voltage Output.... 10-15 KV 

"'0 
50o"'1MFD 

'lOKY 

'ii •. 
+iOKV 

single L83 rectifier .......... $12.50 Net 
10-15 KV-2 with 2 filament windings for 
two 183 rectifiers .................. $13.00 Net 

Secondary Current .... 2 Milliamperes 

Approx. Frequency ................ 175 KC 

L4, L5, L6 are 
Spellman RF 

Filament Transformers 

COIL MODEL 35 KV 
Secondary Height ............................ 7" 
Secondary Windings .................... 3" dia. 

Consisting of 10 Pie Windings 
Primary (separate from secondary) 
Height .............................................. 4" 
Diameter ........................................ 4%" 
Secondary Voltage Output ............ 35 KV 
Secondary Current ........ 5 Milliamperes 
Approx. Frequency ...................... 70 KC 
35KV Coil ............................ $42.00 Net 
25KV-Same as 35 KV except 
Secondary Height ............................ 6" 
25KV Coil ............................ $36.00 Net 

TECHNICAL INFORMATION AND CIRCUIT 
DIAGRAMS FURNISHED WITH EACH COIL 

RF FILAMENT 
TRANSFORMERS 

A self-resonant auto transformer for 
use with type 183 Rectifier tube. 
Complete with instructions. 

DI, 02 and 
03 are RCA 
type 5825 
tubes. 

L4, L5, L6 are Spellman RF Filament Transformers 

Will operate with Spellman HV coils ...... $1.50 

Tuning Padder for Filament Transformer.. .58 

7flLIIJlN HIGH VOLTAGE CO., INc.i BRONX 69, N. Y. 
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~nLMAN TRANSFORMERS 
1,1 

HIGH VOLTAGE TRANSFORMER 
FOR TRANSISTORIZED 
7KV DC POWER SUPPLY 
For a tran:;istorized full wave DC to DC Con­
verter. For 25 Volt DC input. Output voltage 
7KV DC at .5 rna. may be obtained. Supplied 
with operating circuit diagram. Completely 
encapsulated. 2" H x 2%" w x 1%" D. 

MODEL T·7A ...................... $24.00 Net 

HYPERSIL CORE 
OIL INSULATED 
HIGH VOLTAGE 
TRANSFORMER 

Voltage input 110 Volts 
AC. Output 20 KV Rms. 
Suitable for use in 50 KV 
DC 10 rna. Power Supply. 

OIL FILLED 

TANK FOR 

100 KV 

HIGH VOLTAGE 

UNIT 

AT LOW 

CURRENT 
Designed for use with 
electrostatic paint 
spray systems. Dimen­
sions: 18)1z" high x 
15J1,i" wide x 15J1,i" 
deep. 

TRANSISTORIZED 
HIGH VOLTAGE 
TRANSFORMER 

Designed for input voltage from 11 
to 15 Volts DC. Input current from 
2 to 10 amps. Output voltage from 
single rectifier stage 10 KV at 2 mao 
Supplied with operating circuit dia­
gram showing transistors and recti­
fier for an operational power sup­
ply. Completely encapsulated. 
4"H x 3J1,i" W x 4" D. 

MODEL T·l0 .......... $28.00 Net 

MODEL HV·20 ............ $51.00 Net 

SEND FOR COMPLETE INFORMATION 

INPUT 

10/( 

T-7A 

OUTPUT 

02 
SKV 

INPIIT- Z8 VDC 
01l1PVT-7/(vfl!i.SIIIII. 

T-/O 
INPfJT-12 f!J 411_ 

OVTPVr-;ZOICV ~ /lfIIlf 

HIGH VOLTAGE TRANSFORMER 

Voltage input 110 volts 60 cycles. 

Output 8 KV Rms. 10 rna. 

Dimensions: 5" wide x 5" high X 4lJ4" deep. 

Suitable for use in 20 KV doubler circuit. 

MODEL Hp·8 ...... : ....................... $30.00 Net 

7JlL/rfIlN HIGH VOLTAGE CO., INC. I BRONX 69, N. Y. 
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SOLA 
Circular CV170MA 

Prices and specifications subject to change without notice. 

June, 1961 

Constant Voltage Transforlllers 
autolll.atic, instantaneous voltage regulators 

Manufactured by: 

Sola Constant Voltage Transformers are static-magnetic 
voltage regulators. They are designed to provide a stabilized 
output voltage even though the input voltage varies over a 
considerable range. They have nine distinct advantages over 
electronic-type regulators or regulators which depend solely 
upon saturation of core materials for their regulating action: 
1. Completely automatic, continuous regulation. 
2. Virtually instantaneous response time of 11;2 cycles or 

25 milliseconds at 60 cycles. 
3. Mechanically rugged - as resistant to mechanical shock 

as a conventional power transformer. 
4. No moving or renewable parts - no manual adjustment 

or maintenance is necessary. 
5. Type CVS units have the ability to improve a poor 

voltage wave-form applied to input terminals. 
6. Self-protecting against short circuits on output or load 

circuit. 
7. Inherently incapable of producing an output over-voltage. 
S. Current-limiting characteristic protects load equipment 

from excessive fault currents. Inrush current is held 
within manufacturers' tolerance, eliminating the need 
for starting relays. 

9. Available in step-up or step-down ratios, permitting sub­
stitution in place of conventional, non-regulating trans­
formers. 

10. Capable of serving a wide range of electrical devices. 
Standard catalog items available in 29 different primary­
secondary voltage combinations from 60 to 7500 volt­
amperes. 

11. High degree of isolation between input and output cir­
cuit usually eliminates the need· for electrostatic shield­
ing. Input" and output are isolated both physically and 
electrically. 

12. Relatively compact compared to other equipment for 
a-c voltage regulation. 

Sola static-magnetic transformers are supplied for a num­
ber of voltage-regulating requirements. They supply constant 
voltage in nominal line values, in filament and combination 
plate-and-filament values, and in variable voltage outputs. 

The following pages list the widest range of stock ratings 
and types offered by any manufacturer of static-magnetic 
voltage regulators. 

SOLA ELECTRIC CO. A Division of Basic Products Corporation 

Elk Grove Village, Illinois 

BP 

C~ 
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Standard Sinusoidal Type (eVS) 
± 1% regula.tion of AC line input for electrical and electronic equipDlent 

Sola Standard Sinusoidal Constant Voltage Transform- content in their output voltage wave, they are particu-
ers regulate volhlge within ±1 % regardless of input larly suitable for use with rectifiers or other equipment 
voltage variations as great as ±15%. Displaying fast which is sensitive to, or is affected by, harmonics in the 
regulating action, their response time is usually 1.5 supply voltage. Nine stock ratings are listed. Special 
cycles or less. With less than 3% total rms harmonic designs are available in production quantities. 

118 

118" 236 

# 1 115 (fixed) 
#20-130 (adjustable) 

190-260X 
380-520 

100-130 

*portable, fully adjustable unit. 

Dett'er in parentheses after catalog number designates unit sizes 
which may be converted for cord input. and receptacle or jack 
output. See adapter kit tabulation at bottom of next page. 

Outline .dimensions are the outside cubic dimension .. of the unit, 
not including capacitor where furnished separate Iv. Figures are 
nominal, subject to manufactllring tolerance of ::':1/32 to ::':118 inch. 

Nor:rnal-Har:rnonic Type (eVN) - for built-in cODlponent use 

These units provide the same ±l % regulation as the 
standard sinusoidal models on Page 2~ They have an 
average of 14% total rms harmonic content in their 
output voltage. Alon~ with the sinusoidal type, they 
offer. simplicity, reliability and freedom from main­
tenance. They are reliable sources of voltage for most 

Regulated 
.Output 

118 

118" 
236 

Input 
Range 

95-130 

Output 
Capacity 

in VA 

15 

30 

60 

Detter in parentheses· after calalog number designates unit sizes 
which may be converted for cord input, and receptacle or jack 
output, See adapter kit lalm/ation at bottom of ·this page. 

Page 1032 • The MASTE.R - 26th Edition Net 

electrical loads such as filaments, relays, solenoids, 
other transformers serving ac loads - in fact, all loads 
not affected by harmonics in the supply voltage. This 
series includes those mechanical designs specially engi­
neered for use as built-in 'components; Special designs 
are available in production quantities. 

w 

w 

Outline dimensions are the outside cubic dimensians of the unit, 
not including capacitor where furnished separately, Figures are 

,nominal, subject to manufacturing tolerance of ::':1/32 to ::':1/8 inch, 
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Electronic Power Type 
±1% regulation for filam.ent voltage; ±3% regulation of plate-filam.ent supply 

Sola Electronic Power Type Conshmt Voltage Trans­
formers are designed as components for simple assembly 
into electroniC manufacturers' own product. The fila­
ment type provides 6.0 or 6.3 volts output, regulated 
within ±1 % over line voltage variations as great as 
±15%. The combination plate-and-filament type pro-

For FilalIlent Service (Type eVF) 

6.0 

6.3 

6.3 

95-130 2.50 

95-130 2.38 

95-130X 
190-260 

95·130 

vi des voltage regulated within ±3% for line voltages 
varying up to ±15%. Both types provide filaments with 
stabilized voltage supply, and thus contribute to reliable 
operation, long life, and reduced service expense for 
load equipment. Thirteen stock units are listed. Special 
designs available in production quantities. 

For Plate-FilalIlent Service (Type eVE) 

Typical 
Rectifier 
.Tube 

5Y3 

5Y3 

5U4 

*Voltage values are taken at output of SY3GT rectifier lor No. 7104 and No, 
7106 transformers and at output of 5U4GA-GB for No. 7107. Guaranteed 

Nominal Dimensions (Inches) 

Outline· Mounting 

4'11, x 3Y. x 311, 2Yz x 2Y. 

4'11, x 3Y. x 3'0/" 2Yz x 2% 

7 x4Yzx4V. 3o/s x 3% 

* Structure 
Code 

regulation 0/ ±3% on plate voltage output is contingent on the use. of Sola­
regulated 5.0v filament supply winding for the rectifier tube. * Mechanical structures "Structure code" letter refers to one of these general types of mechanical assemblies: 

© U.C.P., Inc. 

D-Drawn casei 
integral capacitor unit; 

flex leads. 

S-Hermetically-sealed case; 
separate capacitor; 

solder lugs. 

E-Exposed core; end bells; 
separate capacitor; 

flex leads. 

Cord /receptacle 
adapter kits 

Adapter kits may 
be used when the 
convenience of jn 
put plug and out­
put receptacle is 
preferred to the 
standard arrange­
ment of terminals 
in the transformer 

F-Portable filament housing. See foot-
Iransformer. note 1 and accom­

panying chart. 

W-Exposed core; 
end housings; 

screw-type terminals 
in outlet box. 

V-Same as W, 
but duplex 
assembly. 

Z-Same as W, 
but triplex 
assembly. 

The transformers described in this folder are manufactured under one or more 
of the following Uniled Slates Patent" Nos. 2,694,177; 2,753,513; 2,806,199, 
and patents penC:lj~g. 

Net The MASTER - 26th Edition. Page 103~ 
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Sola "CVQ": transistorized d-c power supply 
CVQ' offers fast, reliable voltage regulation with this relatively 
simple, low-cost d-c source, suitable for computers and other 
voltage-sensitive equipment. Rated for the 120-watt range, 
this transistorized power supply retains all fundamental ad­
vantages of existing SOLA static-magnetic d-c supplies, and 
adds shunt-type transistor control for closer regulation of 
output voltage. New, unique shunt-circuit design -- fully fail­
safe and short-circuit proof. Use of Sola static magnetic regu­
lation allows much better efficiency than would be possible 
with conventional shunt regulated design. 

ELECTRICAL AND MECHANICAL SPECIFICATIONS, STOCK UNITS 

Static Maximum Maximum Net 
Catalog Output Output Line Static Ripple Price 
Number Volts Amperes Regulation Load (Peak Each 

Regulation To Peakl 

281401 5.0 22 ±0.04% 0.4% 0.04% $350 

281402 6.0 20 ±0.04% 0.4% 0.04% 350 

281403 10.0 12 -+-0.02% 0.2% 0.02% 335 

281404 12.0 10 ±0.02% 0.2% 0.02% 335 

281512 18:0 6 -+-0.02% 0.2% 0.02% 335 

DIMENSIONS (nominal), Width 19", height 5'1.", depth 12'14". INPUT VOLTAGE, 
100·1301180·235/200·260 v, 60 cy. MAXIMUM ALLOWABLE AMBIENT TEMPERA· 
TURE, 400 C. WEIGHT, 53 lb •. 

u~~ A:=J 

o 
SolQ Comlonl. 

Voltage Transformer 

Regulated 
D-C Output 

Simplicity of eVQ shunt-circuit regulation cuts down on bulk, weight and cost. 

Sola DC power supplies: compact, regulated, for high-amp loads 

This combination of a special Sola Constant Voltage 
Transformer, semi-conductor rectifier, and high-capacitance 
filter yields a dc power supply compact in size, low in 
weight, and with other important advantages. 
1. Output regulation of ± 1 % or less with ± 10% line 

voltage variations. 
2. Minimum output voltage change with wide, rapid 

load changes. 
3. Low input power, with resultant good efficiency. 
4. Ability to withstand high, short-time overloads without 

damage to components. 
5. Ripple voltage of approximately 1% (rms) or less. 
6. High overall economy by eliminating overload capacity 

needed in other types of power supplies for certain 
applications. 

Fixed Designs 
For intermittent, 
variable, or pulse loads 

24 
48 

125 
150 
200 
250 

6.0 72 
4.0 77 
2.0 82 
2.0 
1.0 
1.0 81 

DIMENSIONS - Above six stock units have identical dimensions. 
overall length, 19"; overall width, .5%."; overall height, 9%". All 
supplies furnished with drilling for standard relay rack mounting. 

SOLA 

7. Low ratio of size and weight to power output. 

8. Freedom from routine adjustment and maintenance. 

9. Exceedingly low output impedance. 

In addition to its important function of correcting line volt­
age variations, the Sola CV's inherent current-limiting 
action permits safe, economical use of the efficient semi­
conductor rectifier with its low forward voltage drop and 
other advantages. This same current-limiting action also 
permits use of high-capacitance filter sections by controlling 
excessive charging currents which might damage rectifier 
junctions. The high-capacitance filter yields very low ripple 
voltage without need for heavy, bulky choke components, 
with their substantial and often-varying load voltage drops. 

Adjustable Designs 
Give all the advantages of fixed de­

signs plus an. output adjustable over 

a considerable range of voltages. 

4.0 0.04 
2.0 0.03 
1.5 0.02 
0.75 0.02 

*Figures in this column ore ripp~e voltages measured at 
input of 115 volts. 

DIMENSIONS - Above six stock units ore for relay rack mounting on standard, 
191' frame. Front panel is 7" high and chassis is 121/4 '1 deep. Removable handles, 
for portability, are available as on accessory. 

Elk Grove Village, Illinois 
In Canada, Sola Electric (Canada) Ltd. 371 Evans Avenue, Toronto 18, Ontario 

SOLA ELECTRIC CO. A Division of Basic Products Corporation 

Page 1034 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 4000 

~_AC_c_o_n_ve_r_t_er_s_, _C_ha_r..-g .... e_rs_,_R_e_la ..... y_s 
CHANGES BAnERY CURRENT TO 110 VOLT AC, 60 CYCLE 

CONVERTERS 
TRANSISTORIZED CONTINENTAL 

Converts 12 v. DC to AC; power output, 275-300 
watts. Complete with wire for installation and 
remote control. Remote control has variable AC 
output switch and signal light indicating proper 
AC output voltage. FIltered for use with tape re­
corders, Steel case. Size: 10%/' w. x 6" d. x 6" h. 
Shpg. wt .. 30 Ibs. 
Terado No. 51)J91-Net Each .. ".""."" .. _ .... $116.84 

SUPREME 
<,onverts 12 v. DC to AC; power output, 115-200 
watts, Complete with wire for installation and 
remote control. Remote control bas variable AC 
outvut switch and signal light indicating proper 
AC output voltage. Filtered for use with tape re­
<,orderH. Steel case, Size: 10%," w. x 6" d. x 6" h. 

~~~:do\l~;,·. 25~1~9~Net Each ."""."."",,""". $73.S4 
RECORDER 

Rame {'8Se as "Suprome" less remote control. In~ 
put, 12 v. DC; output, 150-175 w. Plugs into cig­
arette lighter. Hi-lOW voltage selector switch to 
maintain proper output voltage. Filtered for use 
with tape recorders and portable TV. Size: 10%" 
w. x 6" d. X 6" h. Shpg. 'Yt., 21 lbs. 
Torado No. 50175-Net Each __ . _______________ ... __ .. $66.37 

CHIEF 
Operates tape recorders, power tools, dictation 
machines, mixers, blenders, etc. Two models avail­
able. Direct connection to battery. Front AC 
receptacle. Toggle switch output control. Venti­
lated steel case. Easy to mount. Size: 3%" w. x 
6,%" d. x 4" h. Shipping Weight, 8 lbs. 
Terado No. 50137-Voltage input. 6 v. 
AC Power Output, 75·100 watts. Net ." ........ $46.66 
Terado No. 50138-Voltage input. 12 v. 
AC Power Output. 100-125 watts. Net ... ____ $46.66 

AUTOMATIC 
Operates automatically from 6 or 12 v. DC without 
vibrator change or switching (6 V., 55-75 watts; 
12 V., 85-110 watts). Easy installation into cig­
arette lighter. For dictation machines, radios, tape 
recorders, phonographs, heating pads, etc. Steel 
case. Seal brown baked enamel. Size: 3%" w. x 

~~;d~' ':0.4ior3~f,~·t 'i¥~;;h 8".:~.~_" ____ "._,, $88.65 

SUPER 
Operates dictation machine, radios, phonograph, 
tape recorders, massaging equipment, etc. Two 
compact, lightweight models available. Simple 
installation into cigarette lighter. Steel case. Seal 
brown baked enamel. Size: 3¥.l' w. x 6%" d. x 
4" h. Shipping ""eight, 8 lbs. 
Terado No. 5Ctl26-Yoltage input, 6 v. 
AC Power Output. 60-75 watts. Net _______ . __ $83.32 
Terado No. 50127-Voltage Input. 12 v. 
AC Power Output. 75-100 watts. Net ___ . ____ .. $38.82 

MAST(R 
Operates some dictation machines and tape re­
corders, radios and phonographs, emergency light­
ing, etc. Easy to install into cigarette lighter. 
Steel case. Seal brown baked enamel. Size: 3%" 
w. x 6"h'" d. x 4" h. Shipping 'Yeight, 6 lbs. 
Terado No. 50121-Voltage Input. 6 v. 
AC Power Output. 50·60 watts. Net ________ ." $27.68 
Terado No. 50122-Voltage input. 12 v. 
AC Power Output,. 60-75 watt~. Net __ .,, ____ ... $27.68 

ELECTRAL 
Glove compartment size converters, available in 
6 v. or 12 v. input. Easy installation into cigarette 
lighter. Operates De Jur Stenorette, Geloso, 
G.B.C.,· Stenocord, Norelco dictation machines, 
radios, etc. Vinyl coated steel case with leather­
ette appearance. Size: 3" w. x 2%," d. x 5%" h. 
Shipping'Veight, BIbs. 
Terada No. 50174-Voltage input, 6 Y. 
AC Power Output, 32-42 watts. Xet ... __ ..... $17.98 
Terada No. 50167-Yoltage input, 1:2 Y. 
AC Power Output, 4i-52 watts. ~et __ . $17.98 

SENIOR 
Operates radios, lights. p~lOnOgrallh:-; and small 
tape recorders. Available in 6 Y. or 12 Y. input. 
Simple to install into cigarette lighter. Aluminum 
case. ~eal brown baked enamel. Size: :P/:/' w. x 
4%"· d. x 2t,4" h. Shipping ""eight. 3 Ihs. 
Terado No. 50115-Voltage InDut. 6 v. 
AC I'ower Output, 35·40 watts. Net "" ____ . ____ $15.98 
.Terado No. 50116-Voltage Input. 12 Y. 
AC Power Output. 40-50 watts. Net ."."."". $15.98 

DYNAMO 
Converts any small table radio to a car radio. 
Changes your car DC current to 110 ,'olts AC, 60 
cycles. Pocket-sized. Operates from any 12 volt 
car. No installation-just plug into Cigar lighter. 
Needs n,o outside aerial (Radio built-in only). 
Also operates all electric shavers. Complete with 
generator condenser and ignition noise suppressor. 
Size: 2" x 2" x 3~". Shpg. \Vt.; 1% lbs. 
Terado No. 50196-Net Each " __ "., __ ",,. _____ ... $8.62 

AUTO SHAVER 
Operates all electric shavers by plugging into AC 
receptacle provided. Available in 6 v. or 12 v. 
input. Easy installation into cigarette lighter. 
Polyethylene non~breakable case. Size: 3%" w. x 
2%," d. x 4\4" h. Shipping Weight, 2 Ibs. 
Terado No. 50102-Voltage input. 6. v. 
-I.C Power Output. 10-15 watts. Net Ea. ___ .... $9.31 
Terado No. 50 I OS-Voltage input. 12 v'. . 
AC Power Output. 15-20 watts, Net Each. _$9.31 

Expor, Sa'es Division 
MORHAN EXPORTING CORP, 

4S8 Broadway 
New York 13, N. Y. 

© U.C.P., Inc. 

QUIK SHAVE 
Rpeeds up electric shaver; cuts shaving time in 
half. Changes AC to DC. 
Terado No. 50184-Net Each __ "" .. __ ... __ ." ........... $8.93 

BAnERY CHARGERS 
Electronically engineered full wave sllicon rec­
tifler chargers. Miniaturization with full power 
c)1arge rate, 

DYN·A·MITE 
Baked seal brown paint over aluminum case. 
Charge rate 1 amp, hoth 6 and 12 volts. Size: 
l%." x 1*" x 314."'. \Vt., 1 lb. 
Torado No. 50186-Net Each ... " ....... __ ." .... ____ " $5.90 

TINY. GIANT_ 
Copper clad steel case. Charge rate Ilh: amps. both 
6 and 12 volts. Warning buzzer for improper con­
nection. Size: 2-1/16" x 3" x 51h". Weight, llh 
Ihs. 
Terado No. 50 I 85-Net Each ________ . __ .. ,, __ . __ . $7.66 

LEADER 
Copper clad steel case. Charge rate 3 amps, 12 
volts only. 'Varning buzzer for improper connec­
tion. Size: 21'-" :r: 3" x 5%"'. 'Veight, 21bs. 
Terado No. 50187-Net Each ....... " .............. ".$10.47 

HI.WAY CHARGER 
Charge your boat battery while travelling! For 
any American 12 volt caf. Charges 6 or 12 volt 
batteries without removing battery from boat. 
Charges up to 10 amps. No installation-just plug 
into cigar lighter. Large dial indicator shows 
state of charge. 30 ft. extension cord with battery 
clamps. 
Torado No. 5019S-Net Each .... " .......... _ ..... $12.57 

CHAMPION 
Copper clad steel case. Charge rate 4 amps, both 
6 and 12 volts. Automatic circuit breaker pro­
tection. Size: 2*" x 3" :r: 5*". Weight, 2lbs. 
Terado No. 50188-Net Each ." __ .",, .. " ..... _ .... $19.27 

HI·POWER 
Copper clad steel case. Charge rate 5 amps, 12 
volts only. Cigarette tighter plug-in. Charge indi­
cator light shows condition of battery. Size: 214" 
x 3" x 5%". 'Veight, 3 lbs. 
Torado No. 501SO-Net Each "." .... _ ...... _ .... _.$18.97 

CHALLENGER 
Brown baked enamel, ventilated steel case. Charge 
rate 6 amps, both 6 and 12 volts. Charge rate 
meter. Brackets for coiling wire provided. Size: 4" 
x 5" x 6". \Veight. 5 lbs. 
Torado No. 50189-Net Each ... _" ... " .... " ......... $20.27 

SUPER CHARGER 
Brown baked enamel, ventilated steel case. Charge 
rate 10 amps, both 6 and 12 volts. Color ('oded 
meter shows condition of battery and charge rate 
Size: 4" x 5" x 6". ',"eight. 7% lhs. . 
Terado No. 50181-~et Eat'h .. "."." .. " """. $25.87 

POWERHOUSE 
Heavy duty. he-avy rOp)H'r rla(1. ventilated stet'l 
case with. haIHlle-. Full fast 20 alllp C'lUlrJH' ratl' on 
either 6 or ]:! rolt haHerit's, plus tri{'klt' ('/Ulr~t'. 
F!111 ware type with 4 silieon rertifil'rs. ('Ollljlh'Il' 
With charg(> rat(' Ill('tt'r and (l ft. ('abh' with bHt\t'rY 
clamps. Size: 11" x 6" x 6". Hhi}). Wt" :.!U Ihs .. 
Terado No. 5018S-X"t Each """""""""" """. $48.97 

SERIES 6000 MICRO·RELAYS 

60 MILLlW'ATT OPERATING POWER 
Hcrmetieally sealed, single pole double 
throw (Form C) silver contacts, rated at 
1 amp at 24 v. non-inductive load. Oper­
ating temperature range -55°C to +850 
C. Insulation: 500 v. at any terminal to 
ground. Excellent vibration character­
istics due to short armature. Base tlts 
7 -pin miniature tube socket. Size: %." :r: 
1-11/16" long. 

STOCK RELAYS 

Terado Coil Operating Net 
No. Resistance Volts DC Each* 

BIS80 24 ohms 1.5 $8.42 
BI331 300 ohms 6 8.55 
BI832 2.000 ohms 12 8.94 
BI838 5,000 ohms 24 9.71 
B 1249t 8.000 ohms 20 10.55 
BI334 8.000 ohms 24.28 10.55 
BI835 10,OOOobms 32 10.91 

·'Write for Quantity prices. tUsed in most TV 
cameras. 

SPECIAL RELAYS AVAILABLE 
WRITE. FOR QUOTATIONS 
292X·60B 

SUPREME AND CONTINENTAL 

RECORDER 

CHIEF 

AUTOMATIC. SUPER. 
AND MASTER 

BAnERY CHARGERS 

TINY 
GIANT 

~ 
DYN-A-MITE 

HI·WAY 
CHARGER 

LEADER 

CHAMP,ION 

ELECTRAL 

AUTO-SHAVER 

SENIOR AND DYNAMO 

QUIK 
SHAVE 

HI·POWER 

POWERHOUSE 

CHALLENG'ER 

TERADO COMPANY 'n Canada, Write 
ATLAS RADIO CORP., LTD. 

50 Wingold Ave. 
St. Paul, Minnesota Toronto 19, Ontario 
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I SECTION 4000 I 
STACO® ~-.R-lDltf!) Variable Auto-Transformers 

Bench and Panel Mounted Units for Control of AC lines, 
Power, Heat, Speed and Light. Adjust-A-Volts feature 
smooth, continuous control, zero waveform distortion, ex. 
cellent regulation and high efficiency. 

100BU 250BU 

300BU 

500BU 1500B 

3000BU 

Uncased Units or Cased with Bare Conduit or Terminal Box 
Type Input Output Cycles Rated KYa Shipping Net 

Voltage Voltage Amps Max Wgt. Lbs. Price 

100BU 120 0-132 60 1.25 .165 2.2 $ 8.50 

250BU 120 0·132 60 2.5 .33 2.5 $ 9.50 

T21U 120 0-140 50/60 2.4 .33 4 $ 13.50 

300BU 120 0·140 60 3.0 .42 5 $ 12.50 

T51U 120 0-140 50/60 6.0 .84 8 $ 17.00 

500BU 120 0·140 50/60 7.5 1.05 10 $ 18.00 

1500B 1"20 0·140 50/60 15 2.1 20 $ 46.00 

3000BU 120 0·140 50/60 '30 *4.2 22 $ 49.00 

3000B 120 0·140 50/60 '30 '4.2 23 $ 55.00 

T502U 240 0-280 50/60 25 7 60 $120.00 

All of the above units may be easIly connected by user to attam 0·120 volt 
line voltage output for either 50 or 60 cycle current. 

'These ratings are permitted only if the brush position is changed fre· 
quently. If ample cooling is provided and the atmosphere is relatively dust 
free. Otherwise the unit should be derated to approx. 25 amps. 

PA·1 120 
PA·1L 

PA·3 120 
PA·3L 

500B 120 

Cased Units with Line Cord, Receptacle, 
Fuse, Switch and Pilot Light 

0·132 60 1.25 .165 3 
0·120 50/60 3 

0·140 60 3.0 .42 7 
0·120 50/60 7 

0-140 50/60 7.5 1.05 11 
0·120 

$ 

$ 

$ 

'Note: 0·120 line voltage IS attamed by connections made by user. 

13.50 

18.75 

23.00 

Ganged assemblies and motorized units available. 
Write for General Catalog 61. 

PA·1 

PA·3 500B 

NDARD electrical products company, Dayton, Ohio 
A Subsidiary of 6eneral Electronic Control, Inc., Minneapolis, Minnesota 
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I SECTION 4000 I 
STACO® c/ldjud-R-l'OU@ ISOLATED TRANSFORMERS 

Uncased IV Series for Panel Mounting 

Type Input Output Cycles Rated KVA Connection Shipping 
Voltage Voltage Amps Max Wgt. Ibs. 

IV·1·2U 120 0·140 50/60 2 .28 Isolated 8 
120 0·120N 50/60 5 .60 Non·lsolated 8 
120 120·260N 50/60 4.5·2 .52VD Voltage 

Doubler 
8 

240 110·240N 50/60 4.5 1.08 Series 8 

IV·1·9U 120 0·140 50/60 9 1.26 Isolated 28 
120 0·120N 50/60 25 3 Non·lsolated 28 
120 120·260N 50/60 20·9 2.34VD Voltage 28 

Doubler 
240 110·240N 50/60 20 4.8 Series 28 

Cased IV Series for Bench Use 

Type Input Output Cycles Rated KVA Connection Shipping 
~Dltage Voltage Amps Max Wgt. Ibs. 

IV·1·2M 120 Q.l40 50/60 2 .28 13 
IV·1·4M 120 0·140 50/60 4 .56 20 
IV·1·9M 120 0·140 50/60 9 1.26 32 

Deluxe Cased Units with Panel Switches & Dual Range Voltmeter 

IV·1·20 120 0·140 50/60 2 .28 14 
NON 

120 0·120N 50/60 4 .48 ISOLATED 14 
VOLTAGE 

120 120·160N 50/60 4-2 .52VD DOUBLER 14 

IV·1·4D 120 ·0·140 50/60 4 .56 21 
NON 

120 0·120N 50/60 8 .96 ISOLATED 21 
VOLTAGE 

120 120·260N 50/60 8·4 1.04VD DOUBLER 21 

N on Voltage means Non·lsolated 

ADJUST-A-VOLT 
AC AUTOMATIC VOLTAGE REGULATORS 

IVR Series VR Series 
Instantaneous Electro·Mechanical 

Reg. Accuracy :!:: 0.10% ± 0.5% 
Time Constant 100 Milliseconds 
Speed of Correction .05 sec/volt 
Output Voltage 110·120 110·120 
Input Voltage 95·130 1 Ph. 95·135 1 Ph. 
Frequency 60 cycle 60 cycle 
Load Range 0- Full Load 0- Full Load 
EFF @ Full Load 90% @ Unity P.F. 97% 97.5% 

VR+50 VR+75 
Power Factor Range 1.0 to 0.7% Any 
Wave Form Distortion 3% Max. None 
Amb. Temp. Oper. Range -DoC - +40°C -20°C- +40°C 

0-150 Volts AC Output Meter on all Models 

Type KVA Rated Amps. Shipping Wgt.lbs. Net Price 

Rack Cabinet Rack Cabinet 

IVR·HO 1 8.7 95 115 $405 $435 
IVR·1·25 2.5 22.0 195 220 $610 $665 
VR·1·50 5 44 90 110 $495 $525 
VR·1·75 7.5 66 100 122 $545 $575 

" 

R = Rack Type C = Cabmet Type-add letter to 
Type No. when ordering i.e. IVR·10R 

STANDARD electrical products company 
Dayton, Ohio 

© U.C.P., Inc. 

These units provide a means for smooth control of an elec­
trically isolated AC voltage output. Uncased models give 
the design engineer a wide variety of circuit arrangements 
for both original equipment and custom-built lab applica­
tions. Cased units have line cord, input switch, pilot light, 
output receptacle, output voltmeter and thermal circuit 
breaker. 

IV+2U IV-1-9U 

IV-1·9M IV-1-2M 

IV-1-2D 
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SECTION 4000 

TECHNICAL APPARATUS BUILDERS 
FOR ALL YOUR DC POWER REQUIREMENTS SILTAB 

"TABTRON" "SILTAB"® RECTIFIERS 

for 

"SILTAB"® SILICON JUNCTION FINNED STACKS _65°C TO + 150°C CONVECTION COOLED" 
Sing'e phase Dated and Guaranteed Sing'e Phase 

Max. Full Wave Bridge I Max. Fg~t~:ve IcenWvJ;p 
DC 36VAC I 70VAC 140VAC 280VAC I 840VAC I 1120VAC 1400VAC 2800VAC DC 18·0·18 36·0·36 

Amps 32VDC 62VDC 125VDC 250VDC 750VDC 1000VDC 1250VDC 2500VDC Amps 16VDC 32VDC 
1 JA35 $3.45 JA70 $4.20 JAI40 $4.90 JA280 $5.75 JA840 $16.30rAI120 $24.151 JAI400 $30,00rA28OO $59.75 I 15A36 $2.9OrA72 $3.45 
2 JE35 5.30 JE70 6.75 JEI40 7.60 JE280 9.90 JE840 36.70 JE1120 42.85 JEI400 48.75 JE2800 97.00 2 5E36 3.60 SE72 4.30 
3 JF35 8.00 JF70 15.40 JFI40 17.10 JF280 20.80 JF840 74.30 JF1120 89.00 JFI400 99.45 JF2800 188.00 3 5F36 4.75 5F72 8.10 
6 JJ35 9.75 JJ70 27.00 JJI40 24.90 JJ280 35.00 JJ840 99.45 JJ1120 129.75 JJI400 161.90 JJ2800 336.00 6 5J36 6.00 5J72 15.00 

10 JK35 15.00 JK70 23.60 JKI40 28.45 JK280 40.75 
-3¢-THREE PHASE FULL WAVE BRIDGE-3¢-

24 JN35 22.00 JN70 27.75 JNI40 33.45 JN280 47.15 DC 38VAC 105VAC 185VAC 280VAC C.T.31> Star, H.W.3¢WYE 36 JR35 24.90 JR70 32.75 JR140 79.60 JR280 102.45 
50 JS35 32.00 JS70 54.75 JS140 111.60 JS280 162.90 Amps 48VDC 144VDC 248VDC 375VDC DC 18V '0 CT 36VAC/ 
75 JU35 59.90 JU70 87.30 JU140 121.00 2 YE36 $9.30 YE105 $11.45 YE185 $14.75 YE280 $16.90 Amps . 24VDC 42VDC 

6 YJ36 23.60 YJI05 28.45 YJ185 39.90 YJ280 49.75 
100 JT35 84.15 JT70 110.30 JTl40 130.60 JT280 174.75 60 YS36 57.45 Y5105 84.75 Y5185 108.60 YS280 144.90 6 FJ36 23.00 HJ36 11 .90 
150 J035 95.45 J070 136.75 JOl40 180.30 J0280 321.90 100 YT36 117.15 YTl05 153.75 YT18S 216.60 YT280 2Z0.9O 60 FS36 57.00 H536 28.60 

2 FE36 $9.00IHE36 $4.75 

200 JY35 149.00 JY70 170.00 JY140 306.00 JY280 350.00 200 YY36 189.45 YYI05 243·.75 YV185 299.15 YY280 522.60 100 FT36 117.00 HT36 58.15 
400 JV35241.00 JV70 261.00 JV140 495.00 JV280 561;00 400 YV36274.90 YVI05 479.45 YV185 585.75 YV280 990.30 200 FY36 189.00 HY36 94.60 

FV36274.00'HV36137.30 600 YX36522.90 YXI05 721.75 YXI85 849.60 YX280 Query 400 
'Forced Air Cooling 2000LFM I~crease Amp Rating Silicon 2X. Capacitive, battery & motor loads derate 20% Fuse Input AC & Output DC to pro­
tect Silicon Rectifiers - USE FAST ACTING "AMTRAP" FUSES AVAILABLE FROM US. 

Max. 
DC 

Amps 
0.5 

I 
2 
3 
4 
6 

10 
12 
15 
20 
24 
30 
36 
50 

Max. 
DC 

Amps 
1 
2 
4 
6 

10 
12 
20 
24 
30 
36 
SO 

100 

"TEKSEL" SELENIUM RECTIFIER STACKS 
Full Wave Bridge - Sing'e P·hase - Full Wave Bridge Dated and One Year Guaranteed 

18VAC 
14VDC 

8V18 $1.00 
8AI8 1.40 
8EI8 2.30 
BF18 2.90 
8GI8 3.65 
8J18 4.40 
8KI8 6.35 
BlI8 8.00 
BWI8 10.30 
8M18 12.90 
8NI8 16.bo 
8Q1S 19.45 
8RIS 24.75 
BSI8 33.45 

8V36 $1.90 dV!)4 
BA36 2.30 BA54 
BE36 3.00 8E54 
BF36 4.15 BF54 
8G36 7.35 BG54 
8J36 7.90 8J54 
BK36 12.60 8K54 
BL36 15.75 BL54 
8W36 20.90 8W54 
BM36 25.30 BM54 
8N36 32.00 BN54 
8Q36 37.30 BQ54 
8R36 42.90 8R54 
8536 63.7.'1 8S54 

$2.90 BV72 $3.85 8VI30 $5.00 
3.45 BA72 4.90 BAI30 5.45 
5.25 BE72 6.25 8EI30 7.60 
6.40 BF72 8.60 8FI30 9.00 

11.40 BG72 16.00 00130 19.90 
12.75 8J72 18.75 BJI30 32.60 
19.50 BK72 26.30 BKI30 35.60 
21.95 8L72 30.95 BlI30 45.00 
29.30 BW72 40.00 BWI30 48.15 
37.45 BM72 49.90' BM130 78.75 
44.60 8N72 57.50 BNI30 S5.00 
56.00 8Q72 74.75 BQI30 117.30 
69.30 '8R72 89.90 BRI-30 142.90 

121.50 8S72 135.75 85130 192.75 

Three Phase 311' - Full Wave Bridge - Dated & One Year Guaranteed 

J~~~g I ~~m I l~g~~g I ~g:~~g I ~~g~~g I 
PA 16 $3.75 PA30 $4.90 PAI20 $17.90 PA208 $33.75 PA240 $36.00 
PE16 5.95 PE30 7.45 PEI20 21.75 PE20S 39.90 PE240 42.00 
PGI6 8.60 PG30 9.90 PG120 33.15 PG208 62.15 PG240 65.00 
PJI6 9.90 PJ30 12.90 PJI20 46.90 PJ20S S1.75 PJ240 85.00 
PKI6 12.75 PK30 16.60 PKI20 62.45 PK208 116.00 PK240 122.00 
P1l6 15.90 PL30 18.45 P1l20 66.60 PL208 132.15 PL240 139.00 
PMI6 21.30 PM30 28.75 PMI20 120.75 PM20S 163.90 PM240 174.00 
PN16 24.90 PN30 29.75 PN120 139.30 PN20S 269.75 PN240 280.00 
PQ16 30.60 PQ30 41.45 PQI20 IS5.90 PQ208 348.30 PQ240 366.00 
PRI6 40.15 PR30 46.90 PRI20 216.45 PR208 379.60 PR240 Query 
PSI6 66.30 PS30 72.60 PSI20 268.15 PS20S 411.00 PS240 Query 
PT16133.60 PT30 99.00 PT120 374.00 PT20S Query PT240 Query 

#11:5 #R6 #R7 

8YI44 $6.75 
BA144 10.65 
8EI44 14.00 
8FI44 17.25 
BG144 28.50 
8JI44 36.00 
8KI44 48.75 
81144 52.50 
BWI44 64.45 
BM144 90.00 
BNI44 96.50 
8QI44 136.75 
BRI44 ISS.OO 
BSI44 227.00 

420VAC 
460VDC 

PA420 $63.20 
PE420 66.90 
PG420 99.75 
P J420 108.60 
PK420 197.45 
PL420 212.60 
PM420 239.15 
PN420 362.00 
PQ420 517.00 
PR420 Query 
PS420 Query 
PT420 Query 

"TABTRAN" RECTIFIER TRANSFORMERS AND CHOKES 

8Y266 $9.75 
BA266 16.00 
8E266 21.90 
8F266 39.75 
8G266 47.60 
8J266 63.45 
BK266 95.00 
BL266 103.60 
BW266 108.15 
BM266 169.00 
8N266 ISS.75 
8Q266 249.60 
SR266 299.45 
8S266 398.90 

Center Tap 
Full wave 
30VAC 
12VDC 

CA30 $2.40 
CE30 2.90 
CG30 3.60 
CJ30 4.70 
CK30 6.45 
CL30 7.60 
CM30 9.45 
CN30 12.75 
CQ30 14.90 
CR30 Query 
CS30 Query 
CT30 Query 

DC 
Amps 
Max 
0.5 

I 
2 
3 
4 
6 

10 
12 
15 
20 
24 
30 
36 
50 

Max. 
DC 

Amps 
I 
2 
4 
6 

10 
12 
20 
24 
30 
36 
50 

100 

Transformer Second Primary ui Wgt. 
Number 

TR4OO0R 
TR4001 
TR4002 
TR4003 

Secondaries AC Amps Volts Net Price !il --:~L;.:b~S'~-=--:--7.L;,.. __ ..::W~-;;-,;;-;;.;A;;--,;-'7iB~;-;;;;-..:E,--;;-;-;Y=-
Dual (2) Sec'd eachO·16V. I, ',',55 $ 34 .. 7755 :", 2',-,'/2" 3·1/8" 2·3/4" 2-5/16" 2" 3-1/6" 
Dual (2) Sec'd each 0·9-15-IS 2·1/2" 1-3/4" 3" 2·1/2" 2·5/16" 7/32" 

Volts at rated current per 2 115 6.60 co 3-1/4" 2-1/2" 2-9/16" 3" 2-1/2" 3-1/8" 7/32" 
each winding. 5 11 5 8.70:: 6-1/4" 3-1/2" 2-9/16" 4- I /8" 3·1/2" 3-1/2" 7/32" 

Secondary series connected. c,) 

T~R~4O~0~5~~T~a=p~s~g7iv~e~0?-3~.~6~.9~.~12~.~15~-;"S?-~21~_----7'2~----711~5~----:,78~.00~~1~2~_I~/M2""--3~.ft3/'4""'-~4m"~---'4'.I~/~2'~'--3·.~3/'4n"'-·5~-I~/~2",,--n9/~3~2""~' 
TR4006 24-27·30-33-36 Volts 24 115 33.75!ill 20-1/2" 4·3/S" 4-1/16" 5·1/4" 4·3/8" 6" 5/J6!' 
TR4OO7 Secondary parallel. 0·9·15-18 50 115 & 220 54.00::: 39-1/2 5·3/S" 5·7/16" 6·3/8" 5·3/8" 7" 5/16" 
T~R~40~0~8.-~~V~0~It~s=at~t~w~ic~e~(~2~X~)I~h~e~c~ur~re~n~t~. ~1~00;-__ I~I~5~&~22~0~~1~2~5.~00z~II~2~ ____ 77.~'~/8~'~'~9~"~~~8~-5~/~S"" __ i7·il~/4~'_'~'~2i-I~/~2'_'-i3/7.8~"~ 
TR4009 165V. Tap 160, 150, 125 5 115 & 220 49.005! 30 4·1/2" 4-1/2"6·3/4" 6" 6-1/2" 9/32" 
TR4010 165Y. Tap 160, 150, 125 10 115 & 220 84.75li 33.1/4 5·7/S"4-1/2" 7" 6" 6-3/4" 5/16" 
TR4011 330V. Tap 320,300,250 5 115&220 72.00!:! ... 33 5·7/8" 5" 7" 6·I/S" 6-1/4" 5/16" 
TR4012 330Y. Tap 320, 300, 250 10 115 & 220 120.00 c:; ..:4~9-=,.-~8:.::.3":!./.::S_" __ 3~.:::3/~4:.."_..:9..:.5:!../=-8'_' ..:. . ..:7_ . .:.!'/~S~"_6=-'_' _____ _ 
Choke Inductance AC Resistance IR Drop ... Wgt. 

Number Henries Amps Ohms Volts Net Price ~ _~L~bs~._-;:--;-;;L;..-__ .:W~--;;~~A;-;--;;-...-iB~;-;~~E~-;;-.".-:iV;;;-
CR6001 0.1 1 1.4 1.4 $ 3.75= 1-1/2 3-1/8" 2·3/4" 2-5/16" 2" 3/16" 
CR6002 0.1 2 0.67 1.34 5.60 cc 3-1/2 3-3/16" 2" 3·3/4'~ 3·1/8" 2_5/8" 7/32" 
CR6007 0.01 4 0.1 0.04 5.9.'1:l 3-1/2 2.3/4" 2·5/16" 3·3/8" 2·7/S" 3" 3/16" 
CR6003 0.07 5 0.6 3.00 9.99!:! 8-1/4 3-7/16" 3·1/16" 4·1/8" 3·1/2" 3-3/4" 7/32" 
CR6004 0.015 12 0.1 1.2 12.75 "'... 8-1/4' 3·1/2" 3-I/S" 4-1/8" 3·1/2" 3·7/8" 3/16" 
CR6005 0.005 24 0.D25 0.60 . 14.90 ... 12 3-3/4" 3·3/8" 4-1/2" 3·7/8" 4-3/4" 9/32" 
CR6006 0.001 50 0.001 0.05 4500'" 17 4·15/16" 3-3/S" 5-3/4" 4-3/S" 5_1/2" 9/32" 

ALL PRICES AND SPECIFICATIONS SUBJECT TO CHANGE . cc 
"TABTRAN" ISOLATION AND CONTROL TRANSFORMERS ENCLOSED POWER TYPE ELECTRO.STATIC·SHIELDED 

PRIMARY 115/230V & SECONDARY 115/230V I¢ 60 CYS. - ALSO 230/460V SPECIFY (ADD LETTER 0 = OTI'P) 
TPP050/50W .................................. $11.00 TPP150/150W ................................ $17.00 TPP750/750W ................................ $40.00 
TPP075/75W .................................. 13.00 TPP250/250W ................................ 22.00 TPPIOOO/lOOOW ............................ 49.00 
TPPIOO/lOOW ................................ 14.00 TPP500/500W ................................ 32.00 TPP2000/2KW ................................ 73.00 

WE CAN SUPPLY ALL VOLTAGES - FREQUENCIES AND CURRENTS! WRITE! 
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SECTION 4000 

TABTRON T~~~~I~~~ !!rP~q~!!~S BUILDERS 

:
' ~' Eng. Dept. Specialists in Design. Mfgrs. of D.C. PACKAGED DC POWER 

Power Supplies. "TABTRON"®, "TABPAK"®, 
"REG·O·TAB"®, "REG·O·VAC"®, "TABSTAT"® ENGINEERED FOR INDUSTRY 

TABTRON® - TABPAK'® - TABTRAN® - TABSTAT® - TABAMP® - VACDAC® - MAGREGPAK® - VOLTAB® 
DC POWER FOR INDUSTRY - AVIONICS - MISSILE - ELECTRONIC - CHEMICAL - AUTOMOTIVE - MARINE USE 

"TABTRON" VARIABLE DC POWER SUPPLIES, COMPLETELY BUILT, DESIGNED FOR CONTINUOUS SERVICE, READY 
TO USE. "VARIAC"® TYPE VARIABLE TRANSFORMER, ISOLATION RECTIFIER TRANSFORMER, FULL WAVE BRIDGE 
RECTIFIE.R. METERS, VOLT AND AMP., PILOT LIGHT, SWITCH, TERMINALS AND FUSE. CABINET OR RACK MT'D (HP). 
STD 115V/60Cy INPT. OTHER INPTS TO ORDER. 

Code 
WOrd 

Shipping 
Wt.·Lbs. Type 

Tl2V25AC 
Tl4V20ACC 
Tl4V30ACC 
Tl4V4OACT 
Tl6Vl0ACC 
LT32VSA 
T32V5A 
T32VSACC 
T28V5A2CC 
T32V12A 
T32V12ACC 
T28V12A2CC 
T32V24A 
T32V24ACC 
T28V24A2CC 
T32V50A 
T32V50ACC 
T48Vl0A 
Tl30V1A 
T130VSA 
Tl30VSACC 
Tl30Vl0A 
Tl20Vl0ACC 
T220Vl0A 

MRT32V12ACC 
MRT32V2SACC 

VT6·30DH 
VT612HS 
VT6.3H 
VT25A 
VT.5·30C 

Description-D.C. Volts & Amps 
0·12VDC @ 25amp/S% Ripple 
0·14V @ 20A/l% Ripple 
0·14VDC @ 36A/l% Ripple 
0·14VDC @ 4OA/0.l% Ripple 
0·16VDC @ lOA 0.5% Rip @ SAmp 
0·32VAC & DC @ 5A/0.5% Rip "VARITAB" 
0·32VDC @ 5 Amps 
0·32VDC @ 5 Amps/0.5% Ripple VDC 
0·28VDC @ 5 Amps/.Ol % Ripple 0.3MV 
0·32VDC @ 12 Amps 
0·32VDC @ 12 Amps/0.5% Ripple VDC 
0·28VDC @ 12 Amps/.Ol% Ripple/0.3MV 

AGAIN 
A8YSU 
AGENN 
AGINN 
AGTEA 
VARIT 
ABBRE 
A8DIC 
ABAME 
ABETS 
ABIDE 

0·32VDC @ 24 Amps ABLED 
0·32VDC @ 24 Amps/O.S% Ripple VDC ABUND 
0·28VDC @ 24 Amps/.Ol % Rip 0.3MV ABUTE 
0·32VDC @ 50 Amps ABYSM 
0·32VDC @ 50 Amps/l % Ripple VDC ACADE 
0·48VDC @ 10 Amps/O.S% Ripple VDC ATELE 
0·130VDC @ 1 Amp ADVAX 
0·130VDC @ S Amps/47% Ripple VDC ACRES 
0·130VDC @ 5 Amps/l% Ripple VDC ACEDA 
O·I30VDC @ 10 Amp ACMES 
0·120VDC @ 10 Amp/l% Ripple VDC ACORN 
0·220VDC @ 10 Amp ACROM 

"MAGREGPAI("® Magnetic Regulated & filtered 
o TO 32 WVDC REGULATION 1 % AT 24 TO 32VDC 

50 
50 
60 
70 
38 
40 
33 
72 

100 
SO 
81 
90 
9S 

140 
152 
120 
196 

40 
75 

150 
180 
230 
230 

0·32VDC @ 12A/l % Rip VDC/±5% Reg AFLUX 105 
0·32VDC @ 25A/l% Rip VDC/+5% Reg AFRAY 180 

"VOLTAB"® Transistorized Regulated Variable Power Supplies 
6 10 30VDC @ 0.5A/0.3% Reg @ 0.3MV Rip TRAIN 
6 or 12VDC ±10% @ 1 % Reg 40 Amp TRANE 
6.3V @ 5 Amps/l% Reg @ 0.3Mv Rip TRAYS 
o 10 25VDC @ 200Ma/2% Reg @ lMv Rip T~CK 
0.5 10 30VDC @ 4 Amp/l % Reg @ 50Mv TRADE 

New 24-2'VDC Relay Supplies - Cased filtered Ready to Work 
12·16VDC 2 Amps/Fillered & Cased AMANA 2.3 
12·16VDC 4 Amps/Filtered & Cased ALLEY 4 
24·28VDC 1 Amp/Fillered & Cased AMEND 2.3 

Price 
$136.00 

124.00 
189.00 
225.00 

57.00 
72.00 
59.00 
79.00 

124.00 
120.00 
169.00 
225.00 
174.00 
234.00 
320.00 
300.00 
372.00 
17S.00 
89.00 

234.00 
289.00 
275.00 
390.00 
39S.00 

261.00 
396.00 

115.00 
94S.00 
180.00 
72.00 

22S.00 

Fig. 
1 
2 
2 
2 
1 
1 
1 
1 
1 
1 
2 
2 
2A 
2A 
2A 
3 
3 

2 
2A 
2A 
3 
3 
3 

2A 
2A 

1 
3 

1 
2A 

B12VER 
812VGR 
B24VAR 
B24VER 
824VJR 

24·28VDC 2 Amps/Fi & Cased ALEAD 4 
Cased ALIMB 10:.;:.5::.... __ -==::.... __ -=--_ 

Fig. 3 •"."''"' . , 

. 

B12V8ACC 
B12V24A 
B12V24ACC 
828V5A 
B32VSACC 
B28V12A 
B32V12ACC 
B28V24A 
B32V24ACC 
BllSV1A 
B115VSA 
B115Vl0A 
B220V5A 
B220Vl0A 

BC612B 
BC6·12VT5A 
BCI2·28VTSA 

Built 
TR625B 
TR1225B 
TR1250B 
TR1251B 
TR2850B 
TR100W 

TERMINALS, SWITCH AND FUSE COMPLETELY BUILT - VENTILATED COVER OR CABINET. 
12V/8A/l% Ripple ADJAK 62 $ 61.00 
12YDC @ 24 Amps ADJON 74 97.00 
12VDC @ 24 Amps/l% Ripple ADJUR 78 145.00 
28VDC @ 5 Amps ACOUS 20 45.00 
32VDC @ 5 Amps/l % Ripple ACROB 65 66.00 
28VDC @ 12 Amps ACCEN 60 90.00 
32VDC @ 12 Amps/l% Ripple ADDER 68 135.00 
28VDC @ 24 Amps ADDLE 100 139.00 
32VDC @ 24 Amps/l% Ripple ADAGE 12S 187.00 
(SOLENOID) AHER 35 48.00 
115VDC @ 5 Amps ADEPT 90 120.00 
115VDC @ 10 Amps ADPER ISO 200.00 
220VDC @ 5 Amps ADIEU 120 207.00 
220VDC @ 10 Amps ADJEC 16S 310.00 

Battery Chargers - Auto - Aviation - Marine - farm 
6 & 12V @ 1 10 3A Full Charge & Trickle AGREG 
6 & 1·2V @ 5A Full Charge & Trickle AERYS 
12 & 28V @ 5A Full Charge & Trickle & Ampmlr AEPOR 

Input DC 
6V 

12V 
12'1 
12V 
28V 
12V 

"TABSTAT"® Transistorized Power Converters 
Output WVDc & Amps 

250 & 125VDC @ 100Ma/25 Walls 
250 & 125VDC @ 100Ma/25 Walls 
500 & 2S0VDC @ 200Ma/l00 Walls 
500 & 250VDC @ 400Ma/200 Walls 
500 & 250VDC @ 450Ma/225 Walls 
115VAC @ 100 Walls/60 Cys 

"VADAC''@ Silicon Tube Replacements (fig. 4) 
Wilh built in RF, Surge & Series Balancing Pr.oleclion. 

. $ 10.00 
27.45 
39.00 

5 
5 
5 
5 
5 
·5 
5 
5 
5 
S 
5 
3 
3 
3 

10 
7 

$36 
$36 
$38 
$70 
$77 
$35 

ST866 10400 PIV.-5OOOVRMS ", 300 MA ..................... $20.00 ST54R 2800 PIV.-1900VRMS al 500MA ..................... $15.00 
ST816 7000 PIV.-5000VRMS al 300MA 16.00 ST5U4 1600 PIV.-1l20VRMS al 600MA....................... 8.00 

Fig. 1 
(73,4H x 6'/2W x 12D) 

Fig. 2 9H x 15W x 7D 
Fig. 2A Rack Mid. & Cab. 

10'/2H x 21'/2 W x 150 

Fig. 9 

",,,G 

Fig. 11 

Fig. 12 

TABPD!5T!5 
... 1Jjo4--. Bp· 8 
.... -fi)IOIIlI-....... -10 

"TABPOST" Heavy Duty *five Way Binding Posts "TAB CAP" Electrolytic Hi-Amp filter Capacitors .. • 

~::* Am:s \~c: 1.0~: 50~~9~ N!~:er ca~~~ty DVt'~l:. P~~~ .~~ <+>'~ -30 
BP10" 10 .20@ .18@ .15@ CEI52M" 2000 15 $1.00 ••• ['l::l."tiJf}I. -60 
BP30* 30 .33@ .27@ .24@ CEI56M 6000 15 2.00 ~ 
BP60" 60 1.50@ 1.24@ 1.00@ C~50SC" 500 50 1 00 • . ,. 
BPIOO 100 2.10@ 1.80@ l.50@ CE502M 2000 50 3:30 ._~~.-IOO 

BRACKETS FOR CAPACITORS 25c EACH CE2005C 500 200 4.00 • ~~ AMPS 
"MIL.T SPECS PLUG.IN OCTAL BASED. CE4004C 400 300 5.00 l' I. 2. , ...... 

We build all power supplies to your specs & quantify. We reserve the right to change specifications and prices. without notice. 
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SECTION 4200 

QST. Ranks high among the leading technical publications of the 
world. The oldest continuously published radio magazine (it was 
founded in 1915), its technical articles are aimed at all classes 
of radio enthusiasts. Construction articles are clearly illustrated 
with pictures and diagrams. Typography and clarity are tops. 
General interest articles and special columns abound. Complete 
advertising coverage. Truly, the Hcomplete magazine on amateur 
radio." .. _ ............... _ .................. _ ....... _ ......... _ ........................... _ .... ____ .. _ .... _ ............ QST and 
ARRL membership, $5 in USA, $5.25 in Canada, $6 Elsewhere 

The RADIO AMATEUR'S HANDBOOK. Internationally recognized 
as one of the most valuable and widely used books in elec· 
tronics, the Radio Amateur's Handbook is universally consulted 
by both amateur and professional alike. Its more than 700 pages 
are annually revised and modified in the light of current appli· 
cation and technique. The Handbook is found on the desks of 
executives, engineers, technicians and purchasing agents of 
the radio industry as often as in the shacks of radio amateurs 
throughout the world. In its capacity as a text alone it is widely 
used in radio schools, colleges and the Armed Forces. Twenty· 
six chapters plus a catalog section including data on all types 
of vacuum tubes and semiconductors..... .. ......... $3.50 

HOW TO BECOME A RADIO AMATEUR. Pointing the way for the 
beginner, How to Become a Radio Amateur tells what amateur 
radio is and how to get started in this fascinating hobby. 
Special emphasis given to the needs of the Novice licensee with 
several complete simple stations featured ..... _ ... _ ...... _ ........................... _.50c 

The RADIO AMATEUR'S LICENSE MANUAL. Study cruide and 
reference book, the License Manual paints the way t~ward the 
coveted amateur license. Complete with typical questions and 
answers to all of the FCC amateur examinations - Novice, 
Technician, General qnd Extra-Class - it provides an ideal 
means of self-study and examination. Continually kepi up to 
date. Complete FCC regulations included ..................................... 50c 

The ARRL ANTENNA BOOK. A complete book on antennas and 
antenna systems representing an accumulation of years of 
practical experience and know-how. Its fifteen chapters are 
divided into two principal divisions.; (I) a basic text on antennas 
and tran5miss~on lines, wave propagation and its relationship 
to antenna design, and the performance characteristics of direc­
tiVG antenna systems, and (2) specific designs for a multitude of 
antennas for various amateur bands. 312 pages ..... $2.00 

The MOBnE MANUAL FOR RADIO AMATEURS. This manual is 
a useful and informative guide to mobile radio. It is a collection 
of articles on tried and tested equipment that have appeared ill 
QST. Contents include a section on receivers, transmitters, an­
tennas and power supplies. A "must" for the bookshelf of anyone 
interested in the installation, maintenance and operation of 
mobile stations ........................... _ ...... __ .. __ ._ ........... _._ ... _ ....... _ ....................... __ .. _.$2.50 

A COURSE IN RADIO FUNDAMENTALS. A complete course of 
study for use with the Radio Amateur's Handbook, It enables 
the student to learn thoroughly the principles of radio by 
the principle of "learning by doing." Study assignments, experi­
ments and examination questions make this book equally ap­
plicable to individual home study qr classroom use. Eight parts 
lead the student from basic Electricity and Magnetism to Wave 
Propagation and Antennas._ ............... _ .......... _._ .. _ .. _ .... _ ........ _ ...................... .$1.00 

SINGLE SIDEBAND FOR THE RADIO AMATEUR. This recent addi .. 
tion to the list of ARRL publications treats a subject relatively new 
in amateur radio. It is a digest of the best SSB articles that have 
appeared in QST. The newcomer to Single Sideband as well as 
the experienced SSB user will find it indispensable. Includes dis­
cussions of theory and practical how-to-build-it descriptions of 
equipment. Covers both reception and transmission ................... _ .. $1.50 

HINTS AND KINKS. If you build equipment and operate an 
amateur radio station you will find Hints and Kinks a mighty 
valuable book in your shack and workshop. More than 300 
practical ideas give you a helping hand at all times ......... $l.OO 

LEARNING THE RADIOTELEGRAPH CODE. Supplying the key 
toward mastery of the International Morse Code, this publication 
trains you to handle the code skillfully and easily. Based on 
the accepted method of IIsound conception," it is a boon to 
the beginner without access to the help of an experienced 
operator or code machine. Practical material for both home 
study and classroom use, as well as general operating informa·· 
tion, is included .... _ .. _ ...... _ .......... _ .. _ ......................................................... _ ................................ 50c 

ARRL WORLD MAP. Printed in eight colors on heavy map paper 
with 267 countries clearly outlined. Call letter prefixes printed 
on the countries and in the margin. Continental. boundaries and 
time zones plainly marked. Thirteen countries have call dis .. 
tricts indicated. An equi .. distant azimuthal projection centered 
on Wichita, Kansas. Prepared by ARRL and Rand-McNally. $2.00 

QST BINDERS. No need to let your copies of QST rest in a 
disordered pile. . . . A QST Binder will keep them neat and 
orderly. Sturdy binders hold a' one year Iile, protecting and 
preserving your copies. QSTs in the Binder open and lie flat at 
any page permitting quick and easy reference .................................... $3.00 

ARRL LIGHTNING CALCULATORS. Quick as a flash the answer 
is yours when you use an ARRL'Lightning Calculator to solve 
your radio problems. TYPE A provides rapid, accurate and 
simple solutions of problems involving frequencYI inductance 
and capacity. TYPE B provides direct reading answers to Ohm's 
Law problems involving resistance, voltage, current and power. 
An invaluable aid for the. amateur, technician or engineer. 
........................................................................................................ $1.25 each 

LOG BOOK. Record keeping made easy. Fully ruled 8V2 by II 
inch pages with legible headings permitting all necessary en-
tries. Spiral bOllnd to lie flat when open ................................... SOe 

MINILOG. Mobile and portable operational needs are met by 
this pocket size log. Spiral bound, 4 by 6 inch pages. Headings 
for all necessary information ......................................................... 30e 

RADIOGRAMS. First Impressions are important. Official ARRL 
Radiogram Forms printed on high grade paper add prestige; 
informs the addressee about amateur radio. . ........................... __ ... . 
..................................................... __ ._ .......... _ ...... Per pad of 70 blanks, 35e 

The AMERICAN RADIO RELAY LEAGUE, Inc. 
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SECTION 4200 

TECHNICAL BOOK DIVISION ... 
COYNE ELECTRICAL SCHOOL CH:~L~:;:s7, 

PIN POINT TRANSISTOR TROUBLES IN 12 MINUTES 
One of the most essential trouble shooting books for 
the modetn service shop. By Louis E. Garner 
(nationally known expert on transistor applications). 
Over 500 pages, 400 illustrations of to-the-point 
trouble shooting data on radios, TV sets, Hi-Fi, Tape 
Recorders, Public Address systems and other types 
of transistorized equipment. Only book of its kind 
-special lay-flat bench type binding. CTB-23M $5.95 

. PIN POINT TV TROUBLES IN TEN MINUTES 
Contains- practical procedures for isolating the 
trouble section. Over 50 timesaving check charts plus 
dozens of diagrams and tests, explanations of cir­
cuits and designs. Helps to overcome time-consum­
ing problems; 299 pages. $4.95 
Size 5%"x8". CTB-9M 

J' 

PIN POINT RECORD CHANGER TROUBLES 
IN 5 MINUTES ' 

Perry L. Shennman, 360 pages, 5%"x8" plastic 
lay-flat binding, covers trouble shooting on all 
types of record players and hi-fi sets. $3 95 
CTB-2IM • 

PIN POINT COLOR TV TROUBLE IN 15 MINUTES 
Coyne School Staff, 555 pages, 511'2 "x8" lay-flat 
plastic binding, covers 150 types of faulty pictures 
with over 1000 specific trouble causes. $5 95 
Field tested. CTB-22M ' , • 

TECHNICAL DICTIONARY 
Over 4000 definitions of Radio, Television, Elec­
tronic, Electrical and Radar terms. Includes re­
ference material with charts, graphs, diagrams 
and symbols. 160 pages, $2 00 
5% "x8%". CTI~-IOOM • 

TV AND RADIO HAN,DBOOK 
Practical service instructions for speedy trouble­
shooting and repair. Illustrated with diagrams, 
charts, tables, circuits and short- $2 75 
cuts. 375 pages. CTB-5M • 

_ TV SERVICING AND TROUBLE-SHOOTING MANUAL 
Shows how to align sets, service by patterns, install 
antennas, use deflection methods, install-adjust-tune 
every part of the Audio and Video sections. Shows 
how to repair power supply sections. $4".25 
400 pages, 5%"x8%". CTB-4M 

TRANSISTOR CIRCUIT HANDBOOK , 
Here is a reference book that covers in detail just 
about every type of application involving transistors. 
Covers control circuits, amplifiers, receivers, test 
i~struments, special purpose circuits, wiring tech-

/ mques and many others. Dozens of how-to-do-it 
illustrations with more than 200 circuit $4 95 
diagrams. 6"x9". 430 pages. CTB-6M • 

TRANSISTORS 
~xplains theorY and practical applications of tran­
sIstors. Clarifies transistor circuitry ,installation 
testing techniques and servicing. 100. $1 50' 
pages. 5%"x8%". CTB-7M • 

ELECTRICAL TROUBLE-SHOOTING MANUAL 
For the, "beginner" or "old timer" maintenance­
man. Contains a new step-by-step trouble-shooting 
course and over 600 cQmmercial diagrams. Has 
large section devoted to, servicing Industrial Elec-
tronic Equipment. $6 95 
628 pages. 8%"xll". CTB-IOIM Net'· 

ELECTRICIANS' HANDBOOK 
Includes building codes, rules, tables, charts, test­
ing guides, sizes of wire to use on certain jobs; full 
data on motors, currents and hundreds of other 
associated subjects. Contains 348 pages. Page size 
4%"x7%". CTI~-I02M $2.95 

INDUSTRIAL ELECTRONICS 
For busy electricians who want simple, practical 
"on-the-job" electronic information. Explains in 
simple language all basic electronic principles. Help-
ful photographs, diagrams and tables. $3 95 
468 pages. 5% "x8%:'. CTB-2M • 

LATEST TESTING INSTRUMENTS 
FOR SERVICING RADIO-TV 

Money-making short-cuts on trouble-shooting, ser­
vicing, construction and other subjects involving 
Multipliers, Resistors, Ohmmeters, Oscilloscopes, and 
other instruments. 350 pages. $3 50 
5%"x8%". CTB-3M • 

TV SERVICING CYCLOPEDIA 
The latest data on TV and UHF. Tells how TV 
sets work, how to repair and maintain them. Sec­
tion on picture pattern servicing (with photos). 
Methods of testing and measuring performance in 
each section of set. Packed with practical $5 95 
information. 860 pages. CTB-IM • 

APPLIED PRACTICAL RADIO-TV 
A set of 7 case bound, practical books covering over 
10000 facts of the latest Radio-TV "know-how". Over 
3000 pages - 1200 illustrations ~ a complete 
reference library. Written by Harold P. Manly and 
edited by the Coyne School staff. Purchase of com­
plete set includes free book of 150 Radio-TV Dia-
grams: Complete set of 7 volumes $24 95 
plus dIagrams book. CTS-50·7M • 

PRICES ON INDIVIDUAL VOLUMES 
Vol. 1 Radio-TV Principles CTB.IIM $2.95 
~ol. 2 Radio-TV FM Receivers CTB.12M 3.25 
Vol. 3 Radio-TV Circuits CTB.13M 3.25 
Vol. 4 Modern Testing Instruments 3.50 CTB.14M 

Vol. 5 TV Trouble Shooting & Service 
CTB.15M- 4.25 

Vol. 6 Cyclopedia of TV Ser:vicing CTB.1M 5.95 
Vol. 7 Transistor Circuit Handbook CTB-6M 4.95 
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SECTION 4200 

H. G. CISIN/S 1961-62 

TUBE REPLACEMENT GUIDE 
OVER 5000 DIRECT SUBSTITUTIONS 

NEEDED Wherever 
Vacuum Tubes are Used 

LISTING OF SUBSTITUTES 

Total: Over 5000 

2626 Receiving Tube Substitutes 
869 Foreign Tube Substitutes 

1568 TV Pix Tube Substitutes 
160 "VT" Tube Substitutes 
265 Transistor Substitutes 

REPLACE WITHOUT REWIRING 
OR SOCKET CHANGING 

Only $1 
Catalog No. P1 

SUBSTITUTES INCLUDE: 

Radio ... TV ... Hi-Fi 
Picture Tubes ... Foreign Tubes 

Newest TV Pix Tubes .... Foreign to USA - USA to Foreign 

Industrial ... Transistors ... Ruggedized 
"VT" Substitutes 

HARRY G. CISIN, Publisher 
Amagansett, N.Y. 
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I SECTION 4200 I 
CISIN'S BEST SELLER SERVICE BOOKS 

TV CONSULTANT $2.00 - TV SERVICEMAN'S SILENT PARTNER - New easy way 

Serviceman's Silent Partner LI to solve toughest TV troubles. New rapid methods for pin-pointing 
faults. New alignment methods. Tells exactly WHAT TO DO & 
HOW TO DO IT. 

TV DOCTOR D5 
$1.00 - BEGINNER'S BEST BUY - Written especially for the novice. 

Beginner's Best Buy 
Has information most needed to get started in TV servicing. Elim-
inates theory, formulas and mathematics. 

THE HOW & WHY $1.00 - Explains how HI-FI STEREO components work. Shows how 

OF HI·FI & STEREO H1 to convert to Stereo, how to select' amplifiers, pre-amps, record 
players, tuners, tape recorders, speakers & enclosures. BIGGEST 
HI-FI STEREO DOLLARS WORTH. 

ABC OF COLOR TV $1.00 - LEARN COLOR THIS EASY WAY - This book takes the 

Color TV Simplified R1 mystery out of color TV. Explains how color TV works in simple 
down-to-earth language. Just the information needed to cash in on 
this expanding new field. 

TV TUBE LOCATORS K1 $1.00 - Vol. 1 - Copyrighted TROUBLE INDICATING TUBE LOCA-

Volumes 1 & 2 
TION GUIDES covering 3000 models, 1947 to 1954. 

K2 $1.50 - Vol. 2 - Tube location guides covering over 5000 models, all 
leading makes, 1955, 1956 and 1957. 

SHOOT TV & RADIO T2 
$1.50 - QUICKEST RADIO & TV TROUBLE SHOOTER - Locates 

TROUBLE fASTI 
radio & TV faults quickly regardless of make or model. Symptoms, 
faults and remedies arranged in stream-lined order. 

TUBE REPLACEMENT GUIDE $1.00 - Over 5000 Direct sub's. NEW 1961 Edition. Substitutes for 

P1 Receiving & Picture tubes, Ruggedized & Industrial tubes, USA to 
Foreign, Foreign to USA, Transistors. No rewiring or socket 
changes. NEWEST & MOST COMPLETE sub. book available. 

RAPID TV TROUBLE 
Tl 

$1.00 - Novel TV servicing method enables beginner to diagnose TV 

SHOOTING METHOD 
troubles expertly. Helps locate faults in record-breaking time re-
gardless of make or model. 

ADMIRAL TV TUBE $1.00 - Includes over 1150 ADMIRAL TV models from earliest sets 

LOCATION GUIDES M1 to latest 1956 models. Each guide shows position and types of all 
tubes and also by a simple coding system, indicates the effect of 
each tube on the operation of TV set. 

RCA TV TUBE $1.00 - Contains hundreds of RCA models' from early 1947 sets to 

LOCATION GUIDES A1 newest 1955 models, including COLOR TV sets. Each guide shows 
position and types of all tubes and also by a copyrighted method, 
indicates effect of each tube on set. 

TV TROUBLE TRACERS TTl to TT8 - 50c ea. - Vol. 1 (TTl) Older models; Vol 2 (TT2) 

Volumes 1-8 Ttl 
'52-'53; Vol. 3 (TT3) '53-54; Vol. 4 (TT4) '54-'55; Vol. 5 (TT5) '55-
'56; Vol. 6 (TT6) '56-'57; Vol. 7 (TT7) '57-'58; Vol. 8 (TT8) Late 

Find It & Fix It '59 & 1960 models. Ea. vol. has different TROUBLE INDICATING 
GUIDES plus over 40 illus. Pix FAULTS. 

GUIDE TO· BASIC 
E1 

E1, E2 & E3 - 50c ea. Home study course in basic electricity, less 

ELECTRICITY 
time wasting correspondence. Needed information clearly explained 
and illustrated. 

TV & RADIO TUBE 
Sl 

50c - 1961 edition. Over 3370 DIRECT substitutions for radio, TV, 

SUBSTITUTION GUIDE 
Hi-Fi, Picture tubes. Includes ruggedized and industrials, Transistors, 
also Foreign to USA. No rewiring or socket changes required. 

TV PIX GUIDE 
G1 

$1.00 - Shows commonly recurrent faulty picture conditions, explains 

incl. TV TERMS Explained probable causes & suggests logical· cures. Second section clearly 
explains technical TV terms. 

TROUBLE CHASER CHART C1 35c - Combined "Picture Guide to TV Troubles" and "TV Tube 
Substitution Guide" in condensed chart form. 

STROBOSCOPE DISC B1 15c - Checks correct turntable speed; also 
avoiding wrong pitch, "wow" and distortion. 

speed variations, thus 

HARRY G. CISIN, Publisher 
Amagansett, N. Y_ 
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SERVICING 
New Shortcuts to TV Servicing-

2 Vols. 
By Leonard C. Lane 

Originally a practical servicing speed-up 
course, it cost much more than this paper­
bound edition. No theory or math, but 
heavy on test and repair techniques that 
save time, and make money. Symptom 
analysis method helps you find troubles 
fast. Handy check list aids in spatting 
elusive and uncommon faults. 
No. 95-160 pages in each 'volume 
$5.90 for both volumes ($3.20 each if 
bought separately.) 

Practical TV Troubleshooting­
The best from Radio-Electronics magazine 
on how to speed up your troubleshoot­
ing. The experts let you in on their se­
crets for handling intermittents, eliminot­
ing ghostS, troubleshooting the horizontal 
oscillator and many other common and 
uncommon troubles. 
No. 102 - 128 pages. $2.35. 

TV Trouble Analysis-
By Harry Mileaf 

Fix 'TV troubles in any set fast, by know­
ing what the symptoms look like and 
what causes ,them. Sets you straight on 
how and why comp,onents and circuits 
fail and the effects of the trouble on TV 
waveforms and how they cause the symp­
toms you see and hear. 
No. 101 ...,. 224 pages. $3.20. 

How to Fix 'Transistor Radios & 
Printed Circuits-2 Vols. 

By Leonard C. Lane 
Theory and p'ractical knowledge in a re­
markable easy-to-understand way. Tells 
how and why transistors work, why they 
amplify. Explains current and voltage 
gain, analyzes circuits. Reference section 
for "instant servicing". Hundreds of dia­
grams and schematics make learning 
easier. Originally prepared as a training 

. course costing many times this low price. 
No. 96 - 160 pages in each volume. 

$5.90 for both volumes. 
($3.20 each if bought separately) 

Practical Auto Radio Service 
& Installation- By Jack Greenfield 

How to handle bugs in these specialized 
sets. How to service power supplies, var­
ious tube types, hybrids. Time saving 
hints on installation and removal. 
No. 87 -160 pages. $2.95. 

Printed Circuits- By Morris Moses 
How to find and correct troubles in 
printed circuits in modern radio receivers 
lind test instruments. A must fllr techni­
cians who want to keep in step with new 
developmet1ts, 
No. 81 - 224 pages. $2.90. 

Rapid Radio Repair-
By G. Warren Heath 

Put your finger on tough troubles in FM 
sets, transistor sets, hybrid auto sets and 
other modern radio receivers easily and 
quickly. Lists symptoms and cures alpha-
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betically in four handy sections: Receivers, 
Techniques, Servicing, Charts. 
No. 78 - 224 pages. $2.90. 

Servicing Transistor Radios-
By Leonard O'Airo 

This how-to-do-it book covers theory, 
analysis of a typical set, techniques. Gives 
you inside tips and warns about pitfalls. 
to avoid. Useful charts speed servicing. 
No. 76 - 224 pages. $2.90. 

TV and Radio Tube Troubles-
By Sol Heller 

Trace any tube trouble to the source in 
minutes with this new sure-fire symptom 
analysis technique. Save servicing time. 
No. 68 - 224 pages. $2.90. 

Servicing Color TV-
By. Robert G. Middleton 

An applications book that tells how to 
service color TV sets profitably. Covers all 
phases. Numerous charts help you spot 
troubles quickly. 
No. 65 - 224 pages. $2.90. 
Rapid TV Repa,ir-By G. Warren Heath 

Lists over 500 troubles alphabetically. 
Helps you fix the toughest TV troubles 
fast. Cross-referenced. 
No. 60 - 224 pages. $2.90. 

Servicing Record Changers-
By Harry Mileaf 

Makes servicing changers easy. Complete 
text plus special line drawings explain in­
tricate mechanisms clearly. 
No. 59 - 224 pages. $2.90. 

TRANSISTORS 
Transistors-

How to test transistors and build the 
equipment you need to do it-plus some 
interesting all-transistor equipment. All 
bench-tested. 
No. 94 - 96 pages. $1.95. 

Fundamentals of Semiconductors-
By M. G, Scroggie 

Explores the entire field of semiconductor 
devices-transistors, rectifiers, photoelec­
tric devices, thermistors, varistors, etc. 
No. 92 - 160 pages. $2.95. 

Transistor Projects-
Build pocket radios, test equipment, all 
kinds of electronic gadgets. Each one 
pretested. No theory-only solid how-to­
do-it, construction details~ 
No. 89 - 160 pages. $2_90. 

Transistors-Theory and Practice 
Revised and enlarged edition-

By Rufus P. Turner 
One of our all-time best sellers now 
brought up to date. Covers theory, char­
acteristics, use in well known circuits. A 
guide for the student. A reference for 
the technician and engineer. 
No. 75 - 160 pages. $2.95. 

Transistor Circuits- By Rufus P. Turner 
How to work with hundreds of transistor· 
ized circuits. Invaluable for the experi­
menter, hobbyist and do-it-yourselfer. 
No. 63 - 160 pages. $2.75. 

Net 

Transistor Techniques-
Keeps theory and math to a minimum 
and gives scores of hints on how to use 
transistors to best advantage in modern 
equipment. Covers testing, performance, 
construction, and measurements. 
No. 61 - 96 pages. $1.50. 

TEST INSTRUMENTS 
How to Get the Most out of 

your VOM- By Tom Jaski 
How to get more mileage out of this ver­
satile instrument. A complete analysis 
including theory and practical usage­
along with chapters on construction. 
No. 85 - 224 pages. $2.90. 

Oscilloscope Techniques-
By Alfred Haas 

How to use the scope in scores of new 
applications. Explains how to make tests 
and measurements, how to interpret pat­
terns. Hundreds of photos of actual wave­
forms to help you in your work. 
No. 72 - 224 pages. $2.90. 

The VTVM- By Rhys Samuel 
Get the most out of this electronic work­
horse'. Explains VTVM, circuits and how 
and why they work. Gives many new time· 
saving uses. 
No. 57 - 224 pages. $2.50. 

Sweep and Marker Generators 
for Television and Radio-

By Robert G. Middleton 
Tips and hints on how to understand and 
use this helpful instrument. 
No. 55 - 224 pages. $2.50, 

Probes-
By Bruno Zucconi and Martin Clifford 

Use probes for quicker, more accurate 
servicing with today's complex instru­
ments. Build your own, including a tran­
sistorized model. 
No. 54 - 224 pages. $2.50. 

Radio and TV Test Instruments­
Construction details on 22 test instru­
ments including picture tube telter, 
VTVM, scope, signal generator, etc. 
No. 49 - 128 pages. $1.50. 

MISCELLANEOUS 
Industrial Electronics-By Tom Jaski 

Operation and maintenance of industrial 
equipment, dielectric induction and micro­
wave heating processes and applications 
in industry. A look at control systems 
acutated by photo-electric, infrared, pres­
sure, and other transducers, and an out­
line of their practical applications. 

Guide to Mobile Radio-
By Leo G. Sands 

What mobile radio is-what the circuits 
are like-how it's used in industry. An­
swers all the questions about applications 
of this fast-growing phase of electronics 
in industry, or defense. Covers systams, 
stations, receivers, antennas, selective call­
ing, much more. 
No. 77 - 160 pages. $2.85. 
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HIGH FIDELITY 
Audio A-Z-By Gilbert A. Briggs 

This internationally known British author­
ity commissioned us to publish this book in 
America for him. The pleasure is ours­
and yours. A complete, accurate, one-vol­
ume illustrated hi-fi encyclopedia of peo­
ple, places, components and terminology 
that's light-hearted - even humorous, 
yet eminently practical. Invaluable for 
the hi-fi fa .. , technician, or equipment 
salesman_ 
No_ 97-

The Story of Stereo: 1881-
By John Sunier 

Stereo from late last century to today. 
Stereo on tape, film, discs. Techniques in 
the home, business, medicine. 
No. 98 - 160 pages. $2.95. 

Hi-Fi Made Easy-
By Norman H. Crowhurst 

A new approach to high fidelity. Explains 
hi-fi in easy.to.understand nontechnical 
language for those who wish to learn 
more about their audio systems or those 
who want to set up a hi-fi system for the 
first time. Fully illustrated. 
No. 90 - 224 pages. $2.90. 

Introduction to Hi-Fi-
By Clement Brown 

Gernsback Library acquired the exclusive 
rights to publish this popular book in the 
U.S.A. It offers a refreshingly original 
British approach to hi-fi theory and prac· 
tical descriptions of pickups, preamps, 
amplifiers, speakers, acoustics, changers, 
and hi-fi in the future. 
No. 88 - 192 pages. $3.20. 

Gernsback Library edition available 
only in the U.S.A. 

Installing Hi-Fi Systems-
By Jeff Markell and L. Jerome Stanton 

How to avoid a lot of headaches by plan. 
ning the installation of your hi-fi system 
before you buy it. Considers electrical, 
structural, room layout problems, and the 
special requirements of stereo installa­
tions. A guide to getting more out of hi-fi 
performance-and appearance too. 
No. 86 - 224 pages. $3.20. 

Stereo - How It Works-
By Herman Burstein 

Theory and operating techniques includ· 
ing recording, playback, broadcasting, 
simulcasting, multiplexing. Analyzes am­
plifiers, speakers, systems. Qualifies the 
reader to make his own decisions. 
No. 80 - 224 pages. $2.90 

Designing and Building Hi-Fi 
Furniture- By Jeff Markell 

How to have a hi-fi system that looks as 
good as it sounds. Covers everything from 
types of woods and tools to furniture 
finishing and arrangement including de­
sign principles, furniture styles, repair 
and retouching techniques. 
No. 79 - 224 pages. $2.90. 

Audio Measurements-
By Norman H. Crowhurst 

Covers every aspect of audio measure­
ments from service shop to engineering 
lab requirements. Shows how to make 
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Library Books 

audio tests, which instruments to use, 
how to interpret resu Its. 
No. 73 - 224 pages. $2.90. 

H. A. Hartley's Audio Design 
Handbook-

How audio systems and components are 
designed, rated and used. A guide for 
those interested in learning audio de­
sign. No. 71 - 224 pages. $2.90. 
Elements of Tape Recorder Circuits 

By Herman Burstein and Henry C. Pollak 
Answers technicians' and audiophiles' 
questions on frequenc:y response, hum, 
what to look for when you buy - and 
hundreds of other problems which face 
the hi-fi fan interested in the electronics 
of a tape' recorder. 
No. 67 - 224 pages. $2.90. 

Basic Audio Course-
By Donald C. Hoefler 

Audio high fidelity systems from preamp 
to speaker! Coyers fundamentals, the na­
ture of sound, an analysis of every audio 
un.it, a discussion of sound recording 
techniques. 
No. 66 - 224 pages. $2.75. 

Understanding Hi-Fi Circuits-
By Norman H. Crowhurst 

Analyzes all the important circuits of a 
hi-fi system so you can decide for your­
self which is best for your taste and 
budget. Covers inverter, driver and out­
put stages, feedback, damping, matching, 
crossovers-and much more. 
No. 64 - 224 pages. $2.90. 

Maintaining Hi-Fi Equipment-
By Joseph Marshall 

Explains the specialized approach need. 
ed for servicing hi-fi equipment. Tells 
how to correct mechanical and acoustical 
troubles as well as electronic faults. 
No. 58 - 224 pages. $2.90. 

High-Fidelity Circuit Design­
By Norman H. Crowhurst and 

George Fletcher Cooper 
Plan and build amplifiers - on paper. 
Make all the changes you want before 
you build-then construct the amplifier 
best suited to your needs. Includes Coop­
er's memorable series on audio feedback 
design which appeared originally in 
Radio-Electronics Magazine. 
No. 56 - 304 pages. Deluxe hard eov· 
er ed. $5.95. . 

High Fidelity - Design, 
Construction, Measurements­

How to reach better performance from 
the viewpoints of design, construction and 
measurements. Features a complete sec­
tion on building amplifiers. 
No. 48 - 128 pages. $1.50. 

HOBBIES 
Radio-Control Handbook­

(Revised Edition) 
By H. G. McEntee 

This veteran Ric authority updates the 
handbook which has become the standard 
in the field. New ideas for remote control 
of model boats, planes and cars by radio. 
Information on servos and actuators as 
well as receivers and transmitters. 
No. 93 

Radio Control Manual....,. 
By E. l. Safford, Jr. 

Step-by-step guide to building the ulti· 
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mate in R/ C systems. Start with a basic 
system and by adding components ad­
vance to a multi-channel system. 
No. 91 -192 pages. $3.20. 
Marine Radio for Pleasure Craft-

By Harold McKay 
All about ma.rine electronics including ra· 
dar, depth and direction finding equip­
ment. Covers theory, operation, main­
tenance. Helpful appendices list marine 
radio stations, shore regulations, FCC 
regulations, etc. 
No. 84 - 160 pages. $2.95. 

Fun with Electricity-
By Thomas Kennedy, Jr. 

Advance from a spool-and-magnet motor 
to more complex voltmeters. A great 
way to start a youngster on a career in 
electronics. Helpful to beginners of any 
age. 
No. 83 - 128 pages. $2.65. 

Model Radio-Control-
By Edward L. Safford, Jr. 

A completely new and enlarged book 
replacing the author's popular Model 
Control by Radio. Explains RiC theory 
and gives construction details for remote 
controlled planes, autos, boats. 
No. 74 - 192 pages. $2.65. 

Electronic Puzzles and Games-
By Matthew Mandl 

How to build fascinating electronic 
games with the simplest tools. Photos and 
diagrams make the step-by-step instruc­
tions even easier to follow. 
No. 70 - 128 pages. $1.95. 

Electronic Hobbyists' Handbbok-
By Rufus P. Turner 

Scores of different tested and debugged 
circuits for building garage-door openers, 
amplifiers, oscillators, power supplies, 
control and photo devices, etc. 
No. 69 - 160 pages. $2.50. 

THEORY AND FUNDAMENTALS 
Tubes and Circuits-By George Christ 

A basic text which covers vacuum tube 
practice as well as theory. Outlines ap­
plications of modern electron tube types 
in today's complex TV and rodio circuits. 
No. 82 - 192 pages. $3.45 

TV - It's A Cinch I_By E. Aisberg 
All there is to know about TV theory in 
an easy conversational style. Amusing 
sketches help make learning rv a pleas­
ure. No. 62 - 224 pages. $2.90. 

Radio Tube Fundamentals-
By George Christ 

How and why tubes behave' as they do 
in modern radio circuits. Written for the 
technician. From basic theory to an 
analysis of different tube types. 
No. 45 - 96 pages. $1.00. 

Books Scheduled For 
Late 1961 Release 
RIc for Boys 
Basic Radio Course (revised edition) 
Subminiaturization 
Nomographs and Charts 
Basic TV Course 
Industrial Electronics Made Easy 

Paper-cover editions ... unless 
otherwise stated. 
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RADIO AND ELECTRONIC BOOKS FROM 
EDITORS and ENGINEERS Ltd. SUlDlDerland6,Calif. 

--comprehensive" up-to-the-min,ute data 
on designing and building equipment 
.. . on surplus radio ... preparation for 
operator's licenses ... world electronic 
tubes 

RADIO HANDBOOK-comprehensive theory, design, and construction data 
The most valuable reference work for practical radiomen, radio technicians, and ad­
vanced amateurs. How to design, build, and operate standard types of radio trans­
mitting and receiving equipment, from medium to ultra-high frequencies. Also 
hundreds of pages of basic theory and reference data; profusely indexed for easy 
finding, clearly illustrated, easy to read. 

New information on simplified TVI-proofing, bandswitching, fixed-station and 
mobile transmitters, single-sideband exciters, complete station installations, and 
many new ideas for improved operation. Frequently revised and brought up to date 
in accordance with technical progress. Current edition has 800 pages, all edit'orial. 
Clothbound and gold stamped-the LARGEST "RADIO HANDBOOK" EVER PUB-
LISHED ........................................................... . $8.50 

SURPLUS RADIO CONVERSION MANUALS-3 volumes 
VOLUME IfBG-221 Frequency Meter; BC-342 Receiver; BG-312 Receiver; BC-348 
Receiver; BC-412 Radar Oscilloscope; BG-645 Transmitter/Receiver; BC-946 Re­
ceiver; SCR-274 (BC-453A Series) Rcvr.; SCR-274 (BC-457A Series) Xmitters; 
SCR-522 (BC-625, 624) TransmitterjReceiver; TBY Tranceiver; PE-103A Dyna­
motor; BC-1068A/1161A Receiver; Electronics Surplus Index; Gross Index of A/N 
Vac. Tubes; Amateur Freq. Allocations; Television and FM Channels. 
VOLUME "/BC-454 or ARG-5 Receivers; AN/APS-13 Transmitter/Rcvr.; BC-457 or 
ARC-5 Transmitters; ARC-5 V.H.F. Transmitter/Rcvr.; GO-9/TBW Transmitters; 
BC-357 Marker Receiver; BC-946B Receiver as Tuner; BC-375 Transmitter; Model 
LM Frequency Meter; TA-12B Bendix Transmitter; AN/ART-13 (Collins) Trans­
mitter; Simplified Coil-Winding Charts; Selenium-Rectifier Power Units; AVT-112A 
Light Aircraft Xmtr.; AM-26/AIC to a Hi-Fi Amp!.; Surplus Beam Rotating Mechs.; 
Prim. Power Requirements Chart; ARB Rcvr. Diagram Only 
VOLUME 1II/701-A; APA-10; APN-1; APN-4; APT-2; APT-5; ARC-4; ARC-5; ARR-2; 
ART-13; ASB-5; ATA; BC.191, 312, 342, 348, 375, 442, 456-459, 609, 624, 659, 696, 
950, 1066, 1253, 1335A; COL-43065; CPR-46ACJ; CRC-7; DM-34; DY-2; DY-8, 
FT-241A; LM; MBF; MD-7/ARC-5; R-9/APN-4; R-28/ARC-5; RM-52; RM-53; 
RT-19/ARC-4; RT-159; SCR-274N, 508, 522, 528, 538; T-15 to T-23/ARC-5; URC-4. 

$3.00 per volume. 

THE SURPLUS HANDBOOK, Volume I (Receivers and Tranceivers) 
Schematic Diagrams and large photographs only on APN-1; APS-13; ARB; ARC-4; 
ARC-5 (L.F.); ARC-5 (V.H.F.); ARN-5; ARR-2; ASB-7; BC-222, 312, 314, 342, 344, 
348, 603, 611, 624, 652, 654, 659, 669, 683, 728, 745, 764, 779, 794, 923, 1000, 1004, 
1066,1206,1306,1335; BC-AR-231; CRC-7; DAK-3; GF-11; Mark II; MN-26; RAK-5;. 
RAL-5; RAX-1; SCR-522; Super Pro; TBY; TCS ....................... $3.00 

RADIOTELEPHONE LICENSE MANUAL 
One convenient volume helps you prepare for all USA commercial radiotelephone 
license exams. Gives the basis for a sound understanding of every pertinent subject. 

Complete study-guide questions with clear, concise answers. Contains four sec­
tions: (1) Questions on Basic Law; (2) Basic Operating Practice; (3) Basic Radio-
telephone; (4) Advanced Radiotelephone. Paperbound ................... $5075 

WORLD'S RADIO TUBES (Radio Tubes Vade Mecum) 
Characteristics of all existing radio tubes made in all countries. The world's most 
comprehensive and authoritative tube book. All types classified numerically and 
alphabetically. To find a given tube is only a matter of seconds! Also complete sec-
tion on base connections. . ............................................ $6.00 

WORLD'S EQUIVALENT TUBES (Equivalent Tubes Vade Mecum) 
All replacement tubes for a given type, both exact and near-equivalents (with points 
of difference detailed). From normal tubes to the most advanced comparisons. Also 
military tubes of 7 nations, with commercial equivalents. Over 43,900 comparisons! 

$6.00 
WORLD'S TELEVISION TUBES (Television Tubes Vade Mecum) 

Characteristics {Jf all TV picture, cathode ray, and many special' purpose tubes. 
Invaluable to technicians and 'all specialists in the electronic field .......... $6.00 
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- RCA TECHNICAL LITERATURE U THE MOST AUTHORITATIVE IN THE INDUSTRY 

• RCA RECEIVING TUBE MANUAL 

RC-21 (8V4" X 5%")-480 pages. Revised, ex­
panded, and brought up to date. Contains tech­
nical data on more than 900 receiving tubes, in­
cluding types for black-and-white and color 
teleVision and series-string applications. Features 
tube theory written for the layman, application 
data for radio and television circuits, Resistance­
Coupled Amplifier Section, and several circuits 
for high-fidelity audio amplifiers. Features lIe­
flat binding. Price $1.00. 

• RCA RECEIVING TUBES AND PICTURE 
TUBES FOR AM, FM, & TELEVISION 
BROADCASTS 

~g~\"if::s ~~~ct~~?J'8'~s ~f ~;~ than4~Oo"~~1 
entertaining receiving tubes and picture tubes. 
Socket connection diagrams arranged for quick 
and easy reference. Price 35 cents 

• RCA BATTERY CATALOGS 

BAT-134E (lO'!/s" x 8%")-16 pages. Technical 
data on 100 Leclanche-and-mercury-type dry bat­
teries for radios. industrial applications, flash­
lights, lanterns, and electronic toys. Includes in­
terchangeability list and replacement guide for 
1948 to June 1960 portable radiOS. Price 35 cents. '. 

TBA-107A (10%" x 16%") 12 pages. New booklet 
contains technical data on 25 Leclanche-type. 
and mercury-type batteries specifically designed 
for use in compact portable radio receivers, 
communications equipment, and other applica­
tions utilizing transistors. Price, 25 cents per 
copy. 

,. RADIOTRON DESIGNER'S HANDBOOK 

4th Edltion-1500 pages. Comprehensive referenee 
thoroughly covering the design of radio and audio 
eireuits and equipment. Written for the design 
engineer, student, and experimenter. Contains 1000 
illustrations, 2500 references, and cross-referenced 
index of 7000 entries. 
Price $7.00* 

• RCA ELEGTRON TUBE HANDBOOK 
HB-3 (7%" x 5%") . .Five deluxe 2'f.o,-lnch-capac­
Ity black binders Imprinted in gold. The "bible" 
of the industry-contalns over 5000 pages of 
loose!eaf data and curves on RCA receiving tubes, 
transmitting tubes, cathode-ray tubes, picture 
tubes, photocells, phototubes, camera tubes, igni­
trans, vacuum and gas rectifiers, magnetrons, 
traveling-wave tubes, premium tubes, pencil 
tubes. and other miscellaneous types for special 
applications. Available on subscription basis. 
Price $20.00 Including service for first year. 
Also available with RCA Semiconductor Products 
Handbook HB-10 at special combination price 
of $25.00.' Write to Commercial Engineering for 
descriptive flyer and order form. 

• TECHNICAL DATA BULLETINS 

Complete authorized information on RCA trans­
mitting tubes and other tubes for communica­
tions and industry. Be sure to mention tube-type 
booklet deSired. Single copy on any type free on 
request. 

• RCA PHOTOSENSITIVE DEVICES AND 
CATHODE·RAY TUBES 

CRPD-I05B (10%" x 8%")~36 pages. Technical 
Information on 151 RCA tubes Including single­
unit, tWin-unit, and multiplier phototubes; 
photocells; camera and image-converter tubes; 
flying-spot tubes; monitor, projection, tran­
scriber, and view-finder kinescopes; oscillograph 
and storage tubes. Price 50 cents. * 

• RCA POWER AND GAS TUBES 

PG-101D (10-7/8" x 8-3/8")-32 pages. Technical 
information on over 175 RCA vacuum power 
tubes, rectifier tubes, thyratrons, and ignitrons. 
Includes terminal connections. Price 30 cents. * 

• RCA INTERCHANGEABILITY DIRECTORY 
OF INDUSTRIAL·TYPE ELECTRON TUBES 

Booklet ID-1020B (10%" x 8%") - 24 pages. 
Lists more than 2700 type designations of 33 dif­
ferent manufacturers arranged in alphabetical­
numerical sequence; shows the RCA Direct Re­
Placement Type or the RCA Similar Type, when 
available. Price 25 cents. * 

• RCA RECEIVING-TYPE TUBES FOR 
INDUSTRY AND COMMUNIC4TIONS 

Booklet RIT-I04B (lOW' x 8%") - 32 pages. 
Technical Information on 190 RCA special red 
tubes, premium tubes, computer tubes, pencil 
tubes, glow-discharge tubes, small thryratrons, 
low-microphonic amplifier tubes, nuvistor tubes, 
traveling-wave tubes, and other special types. 
Includes socket connection diagrams. 

Price 30 cents.* 

• RCA TRANSMITTING TUBES 

TT-4 (8%" x 5%") 256 pages. Wr1tten for the engi­
neer, service techniCian. radio amateur. student, and 
experimenter. Contains basic information on generic 
tube types. on tube parts and materials. on tube 
installation a.nd application. and on interpretation 
of tube data. Includes maximum ratings. typical 
operating values, and characteristics curves for power 
tubes having plate-input ratings up to 4 kilowatts,' 
and maximum ratings and operating values for as­
sociated rectifier tubes. Contains sections on trans­
mitter-design considerations and on rectifier circuits 
and filters. Features classification charts for Quick. 
easy selection of tubes. and circuit diagrams for 
transmitting and industrial applications. Features 
lie-flat binding, Price $1.00*. 

RCA TEST EQUIPMENT 

Individual data bulletins containing complete specifications-electrical 
and mechanical data, uses, features. etc.--covering the complete line 
of precision RCA Test Equipment are available. 

Copies of the publications listed above may be obtained from your RCA Electron Tube Distributor or direct from 

CommerCial Engineering, Radio Corporation of America, Harrison, New Jersey • 

• Prices shown apply in U.S.A. and are subject to change without notice, 
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COMPUTERS 
DESIGN OF TRANSISTORIZED CIRCUITS FOR DIGITAL CDMPUTERS by Abraham I. 
Pressman, M.S., #215, cloth bound .................................................. $ 9.95 
-BASICS OF ANALOG COMPUTERS, 'Pictured-Text' Course by Thos. D. Truiu, 
Dir. of Advanced Study Group. Electronic Assoc., Inc. & A. E. Rogers, Sr. 
Consultant, Electronic Assoc., Inc. #256-H, 400 pages, more than 400 
illus. cloth ............................................................................................ $12.50 
-BASICS OF DIGITAL COMPUTERS, 'Pictured-Text' Course by John S. Murphy 
#196- 3 volume set ........... $8.40 #196-H, cloth bound ............... $ 9.50 

TRANSISTORS 
INTERNATIONAL TRANSiSTOR SUBSTITUTION GUIDEBOOK (Direct Substitions 
Only) by Keats A. Pullen, Jr., Eng., D. #276 .................................... $ 1.50 
PRINCIPLES OF TRANSISTOR CIRCUITS by S. W. Amos, B.Sc. (Hons.), Bir-
mingham, England, #241 .................................................................. $ 3.90 
FUNDAMENTALS OF TRANSISTORS (2nd Edition, Revised & Enlarged) by 
l,eonord M. Krugman, P. R., #160 $ 3.50 #160-H, hard cover $ 4.50 
TRANSISTOR ENGINEERING REFERENCE HANDBOOK by H. E. Marrows, #193, 
cloth bound .......................................................................................... $ 9.95 
-BASIC TRANSISTORS, 'Pictured-Text' Course by Alexander Schure, Ph.D., 
#262, soft cover, 152 pp., 6" x 9" $ 3.95 # 262-H, hard bound $ 5.50 
FUNDAMENTALS OF TRANSISTOR PHYSICS by Irving Gottlieb, B.S., #267 $ 3.90 

SPACE TECHNOLOGY 
-BASICS OF MISSILE GUIDANCE & SPACE TECHNIQUES, 'Pictured-Text' Course 
by Marvin Hobbs, P.E., #229, 2 vol. set.. .......................................... $ 7.80 
#229-H, cloth bound .......................................................................... $ 9.00 
MOON BASE by T. C. Helvey, Ph.D., #266 .......................................... $ 1.95 
"BASICS OF GYROSCOPES, 'Pictured-Text' Course by Carl Machover, E.E., 
#257 ......... $ 6.60 #257 -H, 2 vols. in single cloth binding ......... $ 7.75 
FUNDAMENTALS OF RADIO TELEMETRY by M. Tepper, #225 .................. $ 2.95 

ELECTRICAL ENGINEERING 
CONDUCTANCE DESIGN OF ACTIVE CIRCUITS by Keats A. Pullen, Jr., Eng. D., 
#207, cloth bound .............................................................................. $ 9.95 
CONDUCTANCE CURVE DESIGN MANUAL by Keats A. Pullen, Jr., Eng. D.,Com­
panion volume to Conductance Design of Active Circuits. #210, stiff 
cover .................................................................................................... $ 4.25 
AN INTRODUCTION TO ELECTROTECHNOLOGY by S. J. Kowalski, #277, hard 
bound .................................................................................................... $ 1.00 

ELECTRONIC TECHNOLOGY SERIES 
Edited by Alexander Schure, Ph.D. 
166 -R-C/R-L TIME CONSTANT ................................................ $ .90 
166-2 -F·M L1MInRS & DETECTORS ........................................ .90 
166-3 -FREQUENCY MODULATION ............................................ .90 
166-4 -CRYSTAL OSCILLATORS ............................................. " ... 1.25 
166-5 -A-M DETECTORS .............................................................. 1.25 
L66-6 -LIMITERS & CLIPPERS .................................................... 1.25 
166-7 -MULTIVIBRATORS ............................................................ .90 
[66-8 -R-F TRANSMISSION LINES """"'''''''' .............................. 1.25 
166-9 -AMPLITUDE MODULATION .............................................. 1.25 
L66-10-BLOCKING OSCILLATORS ................................................ 1.25 
166-U-WAVE PROPAGATION ...................................................... 1.25 
166-12-SUPERHETERODYNE CONVERTERS & I-F AMPLIFIERS.... .90 
166-13-L-C OSCILLATORS ............................................................ 1.25 

~~ti§=~~J~::EASFEEiiiiA'CK .. :: :::::::::::::::::::::::::::::::::::::::::: :::::::::::: 1 ::~ 
166-16-RESONANT CIRCUITS ...................................................... 1.25 
166-17-ELECTROSTATICS ............................................................ 1.35 
[66-18-D-C CIRCUIT ANALYSIS ..................................... , ............ 1.35 
166-19-A-C CIRCUIT ANALYSIS .................................................. 1.80 
166-20-MAGNETISM & ELECTROMAGNETISM ............................ 1.80 
166-21-VACUUM TUBE RECTIFIERS ............................................ 1.50 
166-22-VACUUM TUBE CHARACTERISTICS ................................ 1.80 
166-23-IMPEDANCE MATCHING .................................................. 2.90 
166-24-GAS TUBES ...................................................................... 1.50 
J.66-25-SEMICONDUCTORS & TRANSISTORS, 1961 .................... 2.90 
166-26-·ADVANCED MAGNETISM & ELECTROMAGNETISM ........ 2.50 
166-27-R-F AMPLIFIERS .............................................................. 2.40 
166-28-VIDEO AMPLIFIERS ........................................................ 1.80 
166-30--LOW-FREQUENCY AMPLIFIERS ...................................... 1.80 
166-31-LOW-FREQUENCY AMPLIFIER SYSTEMS ........................ 1.80 
166-33-PHOTOTUBES .................................................................... 1.80 
166-36-FILTERS & ATIENUATORS .............................................. 2.25 
166-37-TRANSFORMERS ....................................... """,,,,,,,,,,,,,,, 2.00 

INDUSTRIAL ELECTRONICS 
-BASIC ULTRASONICS, 'Pictured-Text' Course by Cyrus Glick-
stein, #259, soft cover $ 3.50 #259-H, cloth ............ $ 4.60 

INDUSTRIAL CONTROL CIRCUITS by Sidney Platt, B. S.; M. S., 
#202 .................................................................................. $ 3.90 
MAGNETIC AMPLIFIERS PRINCIPLES ANO APPLICATIONS by Paul 
Mali, #261 ......................................................................... $ 2.45 
-BASICS OF INDUCTION HEATING, 'Pictured-Text' Course by Ches-
ter A. Tudbury, M.S., #247, 2 volumes, soft cover ........ $ 7.80 
. #247 -H, 2 vols., cloth ................................................ : ..... $ 8.90 
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ELECTRONICS 
-BASIC ELECTRONICS (STANDARD COURSE), 'Picture Book' Course by Van 
Valkenburgh, Nooger & Neville, Inc. #170 5 volumes, 550 pp., soft 
cover .......................... $11.25 per set 
#170-H all 5 volumes in a single cloth binding .... , ........................... $12.75 
-BASIC ELECTRONICS (VOLUME 6), 'Picture Book' Course by Van Valken-
burgh, Nooger & Neville, Inc., #170-6, Soft cover ............................ $ 2.90 
#170-6H, Cloth bound ...................................................................... $ 3.95 
-BASIC ELECTRONICS (EXPANDED COURSE), 'Picture Book' Course by Van 
Valkenburgh, Nooger & Neville, Inc., #170-X set of six volumes in soft 
cover .................................................................................................... $13.85 
#170-XH, Set of six volumes in a single cloth binding ..................... $14.85 
-BASIC SYNCHROS'& SERVOMECHANISMS, 'Picture Book' Course by Van Valk-
enburgh, Nooger & Neville, Inc. Individual volumes ........................ $ 2.75 
#180, Soft cover: 2 volumes, 270 pp., 6" x 9" ........................ $ 5.50 per set 
#180-H, Cloth bound: both volumes ina single binding .................... $6.95 

;AAISJ~J,ug~~;~:.:~g .. ~~li~.b: .. : .. ~::.?i~~~~~:.e~t~ .. ~~~~ .... :: ........... \ Ug 
METALLIC RECTIFIERS & CRYSTAL 0 lODES by Theodore Conti, #213 .... $ 3.50 
HOW TO READ SCHEMATIC DIAGRAMS by David Mark, #208 ................. $ 3.50 
BASIC VACUUM TUBES & THEIR USES by Rider & Jacobowitz, #171, soft 
cover .................................... $ 3.75#171-H, Cloth bound ............ $ 4.95 
HOW TO SERVICE TAPE RECORDERS by C. A. Tuthill, #167 .................... $ 2.90 

TELEVISION (THEORY AND PRACTICE) 
VIDEO TAPE RECORDING by Julian Bernstein, #254, cloth bound ....... $ 8.95 
·BASIC TELEVISION, 'Pictured-Text' Course by Alex. Schure, Ph.D., Ed.D., 
#198, soft cover, 5 vols ........................................................... $11.25 per set 
#198-H, all 5 volumes in a single cloth binding ................................ $12.75 
CLOSED CIRCUIT TV SYSTEM PLANNINGby M. A. Mayers & R. D. Chipp, P.E., 
#203, cloth bound ............................................................................. $10.00 
TELEVISION-HOW IT WORKS (2nd Ed.) by J. Richard Johnson, #lOl, 
Marco cover ........................... $ 4.60 #101-H, cloth ........................ $ 5.50 

RADIO (THEORY AND PRACTICE) 
-BASIC RADIO, 'Pictured-Text' Course by M. Tepper, #197, 6 vol. set, soft 
cover ................................................................................................... $1385 
#197-H, all 6 vols. in single cloth binding ........................................ $14 .. 85 
UNDERSTANDING MICROWAVES, (Abridged Reprint) by Victor Young, Ph.D., 
Chief Design Engineer, Hazeltine Electronics Corp., #107 ................ $ 3.50 
RADIO RECEIVER LABORATORY MANUAL by Alex W. Levey, B.A., M.S., 
~~ ................................................................................. $~ 
PRINCIPLES OF 'FREQUENCY MODULATION by B. S. Camies, #223 ....... $ 3.50 
R-L-C COMPONENTS HANDBOOK by David Mark, #227 ............................ $ 3.50 
PICTORIAL MICROWAVE DICTIONARY by Viqor J. Young & Meredith W. Jones, 
#188 .................................................................................................... $ 2.95 
FM TRANSMISSION & RECEPTION (2nd ed.) by Rider & Uslan, #102; cloth 

....................................................................................................... $ 7.50 
REPAIRING PORTABLE & CLOCK RADIOS by Ben Crisses & David Gnessin, 
#224 .................................................................................................. $ 2.75 

COLOR TELEVISION 
COLOR TV DICTIONARY by J. Richard Johnson, #164 ............................ $ 1.25 
COLOR TELEVISION RECEIVER PRACTICES by Hazeltine Corp. Lab. StafJ, #162, 
soft cover ............................................................................................. $ 4.50 
#162-H, cloth bound ......................................................................... $ 6.00 
INTRODUCTION TO COLOR TV (2nd ed.) by Kaufman & Thomas, #156 .... $ 2.70 

TEST EQUIPMENT 
ENCYCLOPED IA ON CATHODE-RAY OSCILLOSCOPES & THEIR USES (2nd Edition) 
by John F. Rider & Seymour D. Uslan, cloth bound, 1360 pp., 8%" x 11%", 
#133 ................................................................................................. $27.00 
OBTAINING & INTERPRETING TEST SCOPE TRACES by John F. Rider, #146 

............................................................................................................ $ 3.00 
HOW TO USE TEST PROBES by A. Ghirardi & R. Middleton, #165 ... $ 2.90 
HOW TO USE GRID-DIP OSCILLATORS by Rufus P. Tumer, P.E., K6AI 
#245 ................................................................................................... $ 2.50 
HOW TO USE SIGNAL & SWEEP GENERATORS by J. Richard Johnson, #147 

............................................................................................................ $ 2.40 
HOW TO USE METERS (2nd Edition) by John F. Rider and S. Prensky, #144 

............................................................................................................ $ 3.50 

*"PICTURED-TEXT" COURSES 
and what they mean to you . .. 

Throughout the electronics industry, the name Rider 'Pictured-Text' Course 
has come to mean ... the easiest, fastest way of learning about a vital area 
of electronics. These courses combine carefully edited text in down-to-eartb 
English supported by specially conceived illustrations-at least one to a 
page-to make the reader thoroughly familiar with the subject. Even the 
most complex ideas become immediately clear through this technique. 
Proof of. the success of the 'Pictured-Text' Course is its use in training pro­
grams by the nation's leading industrial companies_ 
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MATHEMATICS 

"BASIC MATHEMATICS, 'Pictured-Text' Course by Norman H. Crowhurst 
VOLUME I, Arithmetic as an Outgrowth of Learning to count. #268-1 

.................................................................................................... " ... $ 3.90 
VOLUME II, Introducing Algebra, Geometry and Trigonometry as Ways 

of Thinking in Mathematics. #268-2 ......................................... $ 3.90 
VOLUME III, Developing Algebra, Geometry, Trigonometry, Calculus 

as Working Methods in Mathematics. #268-3 ........... , ................ $ 3.90 
VOLUME IV, Developing Algebra, Geometry, Trigonometry, Calculus 

as Analytical Methods in Mathematics. #268-4 ......................... $ 3.90 
MATHEMATICS FOR ENGINEERS by W. N. Rose, B.Sc. Eng. (Lond.) 

VOLUME I-Ninth Edition, hard bound, #246-1 ........................ $ 6.60 
VOLUME II-Fifth Edition, hard bound, #246-2 .......................... $ 6.60 

UNDERSTANDING VECTORS & PHASE b'y Rider & Uslan, #103 .............. $ 1.80 
PRACTICAL SHOP MATHEMATICS (formerly titled: Arithmetic for Engineers) 
by Charles B. Clapham, #183, cloth bound ........................................ $ 6.50 

1Rh'@(li 
PHYSICS & MATHEMATICS IN ELECTRICAL COMMUNICATION by lames Owen 

~TRhn:ulrio~·'Tf~~~M'fc"tMRGydbY··wiiik.;;.·Aiki;;;;;;;:#27i·:::::::::.~ ~:~g 
EFFECTS OF NUCLEAR RADIATION ON MEN AND MATERIALS by T. C. Helvey, 
Ph.D., #243, soft cover ....................................................................... $ 1.80 
FUNDAMENTALS OF NUCLEAR ENERGY & POWER REACTORS by Henry Jacobo-
witz, #218 .......................................................................................... $ 2.95 

RADIO OPERATION 

CITIZENS BAND RADIO by Allan Lytel, #273 ......................................... $ 3.90 
RADIO OPERATOR'S LICENSE Q & A MANUAL (6th Edition) by Milton Kaufman, 
#130 .................................................................................................... $ 7.10 
HOW TO LOCATE AND ELIMINATE RADIO AND TV INTERFERENCE, Second Edition 
by Fred D. Rowe, #158 ...................................................................... $ 2.90 
"BASIC CARRIER TELEPHONY, 'Pictured-Text' Course by David Talley, E.E., 

:~~hef~l;he~O~;;d··::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::~ g~ 
BUILDING THE AMATEUR RADIO STATION by Julius Berens, W2PIK, #221 

......................................................................................................... ~~ 
MARINE RADIOTELEPHONE PERMIT Q & A MANUAL - Third Class Operator 

~Mf~~oSTf.:r'fo'jN' A::~E~R' RAiiio" by' j;;ii~' 'B~;~;;';;' 'w2pii('#i99~ ~::: 
RIDER GLOBAL TIME CONVERSION SIMPLIFIER by I. G. Daiger, #238 .... $ 1.00 

AUDIO & HIGH FIDELITY 

STEREOPHONIC SOUND (2nd Edition), by Norman H. Crowhurst, #209 $ 2.90 
GETTING THE MOST OUT OF YOUR TAPE RECORDER by Herman Burstein, #251 

............................................................................................................ $ 4.25 
GUIDE TO AUDIO REPlloDUCTION by David Fidelman, #148 ................ $ 3.50 
HOW TO INSTALL & SERVICE INTERCOMMUNICATION SYSTEMS by Jack Da", 
#189 ................................................................................................... $ 3.60 
HI·FI LOUDSPEAKERS & ENCLOSURES by Abraham B. Cohen, #176, Marco 

............................................................................................................ $ 4.60 
#176-H, cloth bound .... ................ .......... ..... ............. ............ ............ $ 5.50 
·BASIC AUDIO, 'Pictured-Text' Course by Norman H. Crowhurst, #201, 3-

#Joi_H:e~I~U; .. ::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::~ ::~g 
REPAIRING HHI SYSTEMS by David Fidelman, #205 .......................... $ 3.90 
HIGH FIDELITY SIMPLIFIED (3rd Edition) by Harold D. Weiler, #142 .... $ 3.30 
FUNDAMENTALS OF HIGH FIDELITY by Herman Burstein, #226 ............ $ 2.95 
HOW TO SELECT AND USE YOUR TAPE RECORDER by David Mark, #179 $ 2.95 

ELECTRICITY 

·BASIC ELECTRICITY,'Pictured-Text' Course by Van Valkenburgh, 
Nooger & Neville, Inc., #169, 5 volumes, soft cover 

$11.25 per set 
#169-H All 5 volumes in a single cloth binding .............. $12.75 
INTRODUCTION TO PRINTED CIRCUITS by Robert L. Swiggert, 
#185 .................................................................................. $2.70 
·BASIC ELECTRICAL POWER DISTRIBUTION, 'Pictured-Text' Course 
by Anthony 1. Pansini, P.E., #187, 2-volume set, soft cover 

....................................................................................... ~~ 
BASICS OF PHOTOTUBES & PHOTOCELLS by David Mark, #184 

......................... : ................................................................ $ 2.90 

ELECTRICAL EQUIPMENT REPAIR 

BASICS OF FRACTIONAL HORSEPOWER MOTORS & REPAIR by Gerald 
Schweitzer, 'Pictured-Text', Trainin.g & Service Publications 
Supervi~or, Fedders Corp., #236, soft cover ..................... $ 3.90 
#2:36-H, cloth bound ........................................................ $ 4.90 
HOME AIR CONDITIONING-Installation & Repair by Joseph Der­
man, M.S., Floyd Makstein and Harold Seaman, #211 .... $ 3.50 
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TELEVISION SERVICING 
MASTER RECEIVING·PICTURE TUBE SUBSTITUTION GUIDEBOOK, #244 soft cover, 

...................................................................•.•...•........................ ~~ 
RECEIVING TUBE SUBSTITUTION GUIDEBOOK by H. A. Middleton, #135 soft 
cover, 8%" x 11" ................................... : .............................................. $ 3.00 

FIRST SUPPLEMENT #139 soft cover, 8%" x 11", mus ........... $ .99 
SECOND SUPPLEMENT, #139-2 soft cover; 8%" x 11", mus ..... $ .99 
THIRD SUPPLEMENT, #139-3 soft cover, 8%" x 11", mus ...... $ 1.35 

'FOURTH SUPPLEMENT, #139-4 soft cover, 8%" x 11", mus ..... $ 1.35 
TUBE CADDY~TUBE SUBSTITUTION GUIDEBOOK by H. A. Middleton, #272 

................................................... : ........................................................ $ .90 
TV REPAIR QUESTIONS & ANSWERS by Sidney Plau, B.S., M.S. 

VOL. I-FRONT ENDS, #173, 128 pp ......................................... $ 2.10 
VOL. 2-VIDEO CIRCUITS, #173-2, 128 pp ............................. $ 2.10 
VOL. 3-SYNC & SWEEP CIRCUITS, #173-3, 128 pp ............... $ 2.10 
VOL. 4-DEFLECTION & H-V CIRCUITS, #173-4, 128 pp ..... $ 2.10 
VOL. 5-S0UND & L-V CIRCUITS, #173-5, 120 pp ................. $ 2.10 

SERVICING TV AFC SYSTEMS by John Russell, Jr. #192 .......................... $ 2.70 
TECHNICIAN'S GUIDE TO TV PICTURE TUBES by Ira Remer, #163 ........ $ 2.40 
PICTURE BOOK OF TV TROUBLES by Rider Lab. Staff 

VOL. I-HORIZONTAL AFC-OSCILLATOR CIRCUITS, #168 $ 1.35 
VOL. 2-VERTICAL SWEEP-DEFLECTION CIRCUITS, #168-2 

.................................................. : ................................. $ 1.80 
VOL. 3-VIDEO I-F & VIDEO AMPLIFIER CIRCUITS, #168-3 $ 1.80 
VOL. 4-AUTOMATIC GAIN CONTRO~ CIRCUITS, #168-4 .... $ 2.25 
VOL. 5-HORIZONTAL OUTPUT & H-V CIRCUITS, #168-5 .. $ 2.40 
VOL. 6-HORIZONTAL & VERTICAL SYNC CIRCUITS, #168-6 

: ................................................................................. $ 2.50 
VOL. 7-S0UND CIRCUITS & L-V POWER SUPPLIES, #168-7 $ 1.50 

HOW TO INSTALL TV ANTENNAS by Samuel L. Marshall, #172 ............ $ 2.50 
RIDER'S TELEVISION MANUALS . 

TV 27 Combination Television· Transistor· Home Radio Manual"#2027 $27.00 
TV 26 Combination Television· Transistor· Home Radio Manual #2026 $27.00 
TV 25 Combination Television· Transistor· Home Radio Manual #2025 $27.00 

HOW TO TROUBLESHOOT TV SYNC CIRCUITS by Ira Remer, B.S., #249 $ 2.90 
REPAIRING TELEVISION RECEIVERS by Cyrus Glickstein, #191.. ............ $ 4.40 
HOW TO TROUBLESHOOT A TV RECEIVER (2nd Edition, Revised & Enlarged) 

~ ~wr~~hALfG'~'Et:nEt..1~iIiEi·by·Art·Li~b;~h~~;··#i45·::::::::::::::::~ ~:~g 
SERVICING TV VERTICAL AND HORIZONTAL OUTPUT SYSTEMS by Harry Thomas, 
~W ............................... c ......................................................... ~~ 
TV PICTURE TUBE-CHASSIS GUIDE by Rider Laboratory Staff, #204 .. $ 1.35 
TV TUBE LOCATlDN & TROUBLE GUIDE (RCA) by Rider Lab. Staff, #194 $ 1.25 
ADVANCED TELEVISION SERVICING TECHNIQUES by Zbar & S"hildkraut, Main 

rDytANfE~6T\ s'EiiiiiciN'ri'YEciitiiiiuEs'LABo'RATiiiiy'wORKsiioi('32"pp:'#lii~g 
............................................... $ .95 

HAN'O'B'o'oi('JJj:"630:iYPE"T\i"iiECEivERS'by Miller & Bierman, #174 ...... $ 3.50 
TV MANUFACTURERS' RECEIVER TROUBLE CURES edited by Milton Sni~zer . 

VOL I-Covers complete details on sets produced by mfrs. (hsted In 
. alpbabetical order) from Admiral to DuMont. #143 .... $ 1.80 

VOL. 2-Emerson to Jackson. #143-2 ............................................ $ ~.80 
VOL. 3-Kaye-Halbe!t to Pbilco, #143-3 ...................................... $ 1·8~ 
VOL. 4-PhIlharmomc to Shaw, #143-4 ........................................ $ 1,8 
VOL. 5-Sparton to Zenith, #143-5 ......................... ; ..... : ................ $ .80 
VOL. 6-All new coverage through 1945, no duphcations. Admlra~ to 

Firestone # 143-6 .......................................................... $ ,80 
VOL. 7-New cov~rage, from General Electric to Raytheon, #143-7 

................................................................ $ ~ 
VOL. 8-N~ .. ~~~~~~g~·, 'f~o~ RCA to Zenith; #143-8 .................. $ 1.80 

RADIO SERVICING 
FUNDAMENTALS OF UHF by A. Lytel, #217 .......................................... $ 3.90 

SHORTWAVE PROPAGATION by Stanley Leinwoll, #231 ......................... $ 3.90 
HOW TO INSTALL & SERVICE AUTO RADIOS (2nd Edition, Revised & Enlarged) 
by Jack Da", #159 .............................................................................. $ 3.25 
RADIO TROUBLESHOOTING GUIDEBOOK by Rider & Johnson, #149 ........ $ 2.40 
REPAIRING TRANSISTOR RADIOS by S. Libes, #270 .............................. $ 3.50 

FREE 
CATALOG 

AVAILABLE' 
Describes in detail more than 

250 Rider titles-books that will 
provide the know-how to speed 

your progress, help you do 
yom job better in electro~cs. 

Ask for your copy today. 
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I SECTION 4200 I 
AUTHORITATIVE HOWARD W. SAMS PUBLICATIONS 

on ELECTRONICS, COMMUNICATIONS, AUDIO, TEST EQUIPMENT, etc. 

This condensed. listing of the more than 175 Howard W. Sams 
technical publications on electronics and related areas, classi· 
fies those titles of particular interest to engineers, lab and 
instrumentation technicians, 1st· and 2nd·Class FCC license 
holders, and those in charge of industrial training programs. 

Published by the publishers of famed PHOTOFACT® Folders, 
Sams technical books are timely, up·to·date, comprehensive, 

and written in practical, easily·understandable language. They 
are characterized by extreme accuracy, and a profusion of 
photos, schematic diagrams, and line illustrations. 

Look through this list of the finest library of electronic books 
available; you're sure to find many books that anSWer the 
questions and help to solve the problems you are faced with 
daily. 

AUDIO 
ABC'S of Tape Recording 

96 pages, 5"2" ·x 8W'. Order TAP·l ............. Only $1.50 
All Aboul Crossover Networks 

80 pages, 5W' x BW'. Order CNT·I ............ Only $1.50 
Attenuators, Equalizers and Filters 

176 pages, 5'12" x 8lt,". Order AET·I ............ Only $2.75 
Audio Cyclopedia 

1,280 pages, (hardbound). Order ACT·j. Only $19.95 
From Tin Foil to Stereo 

576 pages. 6" x 9", (hardbound). Order EPR·I Only $9.95 
Hi·Fi-Stereo Handbook, Rev; sed 

288 pages, 5W' x B1I2". Order HFB·2 ........... Only $3.95 
Industrial Sound Systems 

276 pages, 51/2" x BW'. Order ISS·I ........... Only $3.95 
Tape Recorders-How They Work 

176 pages. 5W' x B1I2'·. Order TRW·I ...... Only $2.75 

CIRCUIT REFERENCE DATA 
Basic Electronics Series-Amplifiers 

128 pages, 5W' x BI(2". Order BEA·I .. , ...... Only $2.95 
Basic Electronics Series'-Oscillators 

12B pages, 5W' x 81(2". Order BEO·l ... , .. Only $2.95 
Hi·Fi Manuals, Volumes 1 through 5 

Each 160 pages, BW' x 11". Order HF·I through 5 
Each .............. " ....... , ..... , .... , ............ Only $2.95 

How to Save Time Analyzing and Tracing TV Circuits 
160 pages, BW' x 11". Order JA·2 ............... Only $3.50 

Record Changer Manuals, Volumes 10 through 12 
Each 160 pages, BW' x 11". Order RC·lO through 12 
Each .. On Iy $2.95 

Servicing AGC Systems, Revised 
128 pages, 5W' x BW'. Order AGC·2 ............ Only $2.00 

Servicing Transistor Radios, Volumes 1 through 9 
Each 160 pages, BW' x 11", Order TSM·l through 9 
Each ................................................................... Only $2.95 

Servicing Transistor TV Receivers 
2BB pages, 5W' x BW'. Order KST·l . ..Only $4.50 

Servicing TV Sweep SyStems 
212 pages, 5W' x BW'. Order SSO·1 ........... Only $2.75 

Servicing TV Sync Systems 
320 pages, 5W' x BW'. Order SYO·l ......... Only $3.95 

Servicing TV Tuners 
272 pages, 5W' x BW'. Order STD·l .. Only $4.95 

Servicing TV Video Systems 
224 pages, 5W' x B\I2:'. Order VIO·I ........... Only $3.95 

Tape Recorder Manuals, Volumes 1 through 5 
Each 160 pages, BW' x 11". Order TR·I through 5 
Each ..................................................... Only $2.95 

1960·61 TV Circuit Handbook 
136 pages, 5W' x BI/2". Order CHM·l ............ Only $3.95 

COMMUNICATIONS 
ABC's of Ham Radio 

112 pages, 5W' x BW'. Order HAp·l ........... Only $1.50 
Building Up Your Ham Shack 

12B pages, 5W' x BW'. Order NHp·l .......... Only $2.50 
Citizens Band Radio Handbook 

192 pages, 5W' x 8W'. Order CBH·1 ........... Only $2.95 
First·Class Radiotelephone License Handbook 

304 pages, 5W' x BW'. Order BON·1 .. Only $4.95 
low Power Telecasting 

106 pages, 6" x 9". Order OH·2 " ...... , ............ Only $2.95 
Scatter Propagation Theory and Practice 

202 pages, 5W' x BW'. Order SPK·l .... Only $3.00 
Second·Class Radiotelephone license Handbook 

240 pages, 51f2" x 8W'. Order QAN·l ............ Only $3.95 
So You Want to Be A Ham, Revised 

192 pages, 5W' x B1f2". Order HAM·2 ........... Only $2.95 
Principles and Practices of Telecasting Operations 

600 pages, 6" x 9", (hardbound). Order OH-l Only $7.95 
Troubleshooting Amateur Radio Equipment 

12B pages, 5\12" x BW'. Order AMp·l ............ Only $2.50 
Two·Way Mobile Radio Handbook 

20B pages, 5W' x 8W'. Order MRS-I.. . .... Only $3.95 
Two·Way Mobile Radio Maintenance 

224 pages, 51,2" x 8W' . . Order TWO·! .... Only $4.95 
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COMPUTERS 
ABC's of Computers 

12B pages, 5W' x BW'. Order ABC·l ....... Only $1.95 
Computer Basics: Vol. 1-lntroduction to Analog 
Computers 

256 pages, 5W' x BW' Order CSS·l. ., ." ... Only $4.95 
Computer Basics: Vol. II-Analog Computers­
Mathematics & Circuitry 

256 pages, 5W' x BW'. Order CSS·2 ....... , .... Only $4.95 
Computer Basics: Vol. III-Digital Computers...;. 
Mathematics & Circuitry 

256 pages, 5W' x BII2". Order CSS·3 ..... Only $4.95 
Computer Basics: Vol. IV-Digital Computers-
Storage & logic Circuitry 

256 pages, 5W' x Bl/2". Order CSS·4 ............. Only $4.95 
Computer Basics: Vol. V-Analog & Digital Computers­
Organization, Installation, and Maintenance 

256 pages, 5W' x 8W'. Order CSS·5 .............. Only $4.95 

ELECTRONICS 
ABC's of Model Radio Control 

96 pages, 51f2" x BW'. Order MOR·l .............. Only $1.95 
ABC's of Radar 

112 pages, 5W' x 8W'. Order ABR·l ............ Only $1.95 
Atomic Radiation Detection and Measurement 

200 pages, 5W' x BW'. Order ADR·l .............. Only $3,00 
Eliminating Man·Made Interference 

160 pages, 5\12" x BW'. Order MMD·l .......... Only $2.95 
Electronic Metal locators 

122 pages, 5W' x BW'. Order MLR·1 ........... Only $2,511 
Electronic Organ Handbook 

272 pages, 5W' x BW'. Order EOA·I ............ Only $4.95 
Electronic Reference Data Volume 2 

122 pages, BW' x 11". 6rder ERA·2 ............ Only $2.50 
Electronic Tips and Timesavers .. 

96 pages, 5W' x B1f2". Order TSC·l ................ Only $1,50 
Experiments in Industrial Electronics 

96 pages, 51f2" x BW'. Order IEW·l ............ Only $1,95 
Industrial Electronics Measurement & Control. 

224 pages, 5W' x BW', (hardbound). Order INO·I 

Marine Electronics Handbook 
Only $5.95 

264 pages, 5W' x 8W'. Order MES·l ............ Only $3.95 
Metallic Rectifiers, PrinCiples and ApPlications 

2B5 pages, 5\12" x 8W'. Order MRC·l ............ Only $3.00 
Servicing Unique Electronic Apparatus 

12B pages, 51f2" x BW'. Order SED·l ............ Only $2.50 
TV Signal Distribution and Antenna Techniques 

176 pages, 5\12" x 8W', Order OSB·l ............ Only $2.95 
Understanding Capacitors and Their Uses 

96 pages, 5W' x BW'. Order CAP-l .. " .......... Only $1.95 

PHOTOFACT® 
THE OUTSTANDING TV-RADIO· 
ELECTRONICS SERVICE DATA 

Covers over 55,000 post-war TV and radio 
models, as well as record changers, amplifiers, 
Citizens Band gear, etc. Completely 'verified 
data based on actual lab analysis of production­
run equipment. Accurate, complete, uniform. 
Features exclusive Standard Notation Sche­
matics, photos of all chassis views keyed to 
components, alignment data .. tube placement 
charts, replacement parts lists, troubleshooting 
hints, etc. Exclusive new CircuiTrace® feature 
speeds printed. circuit servicing. Available in 
Folder Sets at $1.95 per Set, or in Binders con· 
taining 10 consecutive Folder Sets at $23.00 
each. 

REFERENCE 
Dictionary of Electricity·Electronics 

320 pages, 5W' x BW', (hardbound). Order OIC·I 

Electronics Math Simplified 
Only $5.95 

224 pages, 5W' x 8W', (hardbound). Order MAT· I 
Only $4.95 

Howard W. Sams Handbook of Electronic Charts & 
Nomographs 

128 pages, BW' x 11". Order NOM·! ......... Only $4.95 
Howard W. Sams Handbook of Electronic Tables & 
Formulas 

134 pages, 5W' x BW', (hardbound). Order HTF·l 
Only $2.95 

TEST EQUIPMENT 
How to Understand and Use TV Test Instruments 

212 pages, 8W' x 11". Order TN· 1 . . Only $3.50 
Know Your Oscilloscope 

160 pages, 5W' x BW'. Order KOS·I ......... Only ·$2.00 
Servicing and Calibrating Test Equipment 

192 pages, 5W' x BW'. Otder TEK'1 ............ Only $2.75 
Using & Understanding Probes 

192 pages, 5W' x BW'. Order PRG·1 ............ Only $3.95 
Using the Oscilloscope in Industrial Electronics 

224 pages, 5W' x BI/2". Order OSM·l ..... Only $4.95 
101 Ways To Use Your Sweep Generator 

144 page.s, 5W' x BW'. Order TEM·l ..... Only $2.00 
101 Ways To Use Your Oscilloscope 

IBO pages, 5112" x BIf2". Order TEM·2 ............ Only $2.50 
101 Ways To Use Your VOM & VTVM 

116 pages, 5W' x BW'. Order TEM·3 ........ Only $2.00 
101 WayS To Use Your Signal Generator 

12B pages, 5W' x BW'. Order TEM·4 ... Only $2.00 
101 Ways To Use Your Audio Test Equipment 

136 pages, 5W' x BW'. Order TEM·5. . ...... Only $2.00 
101 Ways To Use Your Ham Test Equipment 

16B pages, 5W' x BW'. Order TEM·6 ........... Only $2.50 
101 More Ways To Use Your Scope in TV 

160 pages, 5W' x BW'. Order TEM·7 ......... Only $2.50 

TRAINING 
Basic Electricity and an Introduction to Electronics 

.172 pages, 8W' x 11". Order VEY·!T ......... Only $3.60 
Basic Television Manual 

312 pages, BW' x 11". Order EO·21 ........... :,Only $5.00 
Color TV Training Manual 

260 pages, Bl/2" x 11". Order TVC·l ........... Only $6.95 
Electronics for the Beginner 

192 pages, 5W' x BW', (hardbound). Order BHJ·! 

Handbook of Electronic Circuits 
Only $3.95 

72 pages, BW' x 11". Order HEC-1 ., .............. Only $1.00 
learning Electricity Fundamentals 

416 pages, 51/2" x 8W', (hardbound). Order EFC'1 

PHOTOFACT Television Course 
• Only $5.95 

192 pages, B\I2" x 11". Order TV-2 ................ Only $3.95 
Radio Receiver Servicing 

224 pages, 5\12" x B\I2". Order RS-2 ............... Only $2.95 
TV Servicing Guide 

132 pages, B\I2" x 11". Order SGS·l . . .. Only $2.00 
Video Handbook 

892 pages, 5" x 7", (hardbound). Order BB·2 Only $5.95 

TUBES & TRANSISTORS 
ABC's of Transistors 

96 pages, 5W' x BI(2". Order TRA·l ................ Only $1.25 
Getting the Most Out of Vacuum Tubes 

160 pages, 5W' x BW', (hardbound). Order VTT·l 
. Only $3.50 

Industrial Transistor & Semiconductor Handbook 
256 pages, 5\12" x BW'. Order TTT-l ........... Only $4.95 

Practical Transistor Servicing 
192 pages, 5W' x BW'. Order PTC-l ... , ........ Only $2.95 

Transistor Substitution Handbook 
96 pages, 5W' x B\I2". Order SSH·.1 ....... , ...... Only $1.50 

Tube Substitution Handbook 
96 pages, 5W' x 8\12". Order TUB·3 ............. Only $1.50 

FREE: Ask for Sams Booklist (over 175 titles) 

published by HOWARD W. SAMS & CO., INC. 
INDIANAPOLIS, INDIANA 

IN CANADA, A. C. Simmonds & Sons, ltd., 100 Merton Street, Toronto 7 (Prices 10% higher in Canada) 
; 
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SECTION 4500 

E LG IN advance has a complete 
line of Industrial and Military Relays ADVANCE 

~ 
EACH RELAY IS CAREFULLY ENGINEERED AND QUALITY CONTROLLED TO ASSURE A LONG DEPEND· 
ABLE OPERATING LIFE. BELOW ARE A FEW SAMPLES OF ELGIN ADVANCE'S BROAD RELAY LINE. 

INDUSTRIAL RELAYS 

ANTENNA TYPE 

AC or OC coi Is 

OPOT contacts plus SPOT'aux. 

10 amp res. contacts 

7·9 VA AC, 2 watts OC nominal power 

1.468" x 2.812" x 1.656", 5.7 oz. 

COAXIAL 

AC or OC colis 

SPOT contacts plus OPOT aux. 

5 amp res. contacts 

8-10 VA AC, 2 watts OC nominal power 

2.031" x 4.062" x 3.281", 11.1 oz. 

GENERAL PURPOSE . 
AC or OC coils 

SPOT, OPOT or 3POT contacts 

5 and 10 amp res. May be operated as 
voltage for current sensitive 

2-3 VA AC, 1-2 watts OC nominal power 

Open relays have solder lugs or printed circuit tabs 

Dustlte relays have 8-pin plug (SPOT, OPOT)' 
and ll-pin plug (3POT) 

5 and 10 amp SPOT and OPOT open are 
UL approved 

2.687" x 1.406" x 1.406", 3 oz. 

MINIATURE 

OC coils, SPOT or OPOT contacts 

1 amp res. contacts 

0.75-1 watt nominal power 

Open relays have solder. lugs 

Hermetically sealed relays hav~ 8-pin plug or hooks 

0.796" x 0.968" x 0.625", 11 grams 

POWER TYPE 

AC or OC coils 

SPST, SPOT, OPST, OPOT, 3PST, 3POT,4PST 
or 4POT contacts 

IS, 20 or 30 amp res. contacts 

9-12 VA AC, 2-3 watts OC nominal power 

Open relays have lugs and binding posts 

Hermetically sealed relays have 8-pin plugs, 
hooks, pins, and ~crew terminals 

1.906" x 3.500" x 2.593", 8 oz., open 

E LG IN advance RELAYS 
THE ELECTRONICS DIVISION OF ELGIN NATIONAL WATCH CO. 

© U.C.P., Inc. 

SENSITIVE 

OC coils, SPST contacts 

1 amp res. contacts 

5 MW pull-in power 

Exterior screw adjusts 5 MW sensitivity 

1.562" x 2.625" x 2.062", 6.5 oz. 

MILITARY RELAYS 

(HERMETICALLY SEALED) 

MINIATURE 

OC coils, OPOT contacts 

5 amp res. contacts 

'340 MW pull-in power 

0.875" x 0.875" x 1.125", 1.5 oz. 

MINIATURE SENSITIVE 

DC coils, OPOT contacts 

5 amp res. contacts 

100 MW pull-in power 

0.875" x 0.875" x 1.125", 1.5 oz. 

TRANSISTOR-CAN-SIZE SENSITIVE 

OC coils, SPOT contacts 

0.25 amp res. contacts 

100 MW pull-in power 

0.531" x 0.392" x 0.196", 0.09 oz. 

0.2" GRID SPACED CRYSTAL-CAN-SIZE SENSITIVE 

OC coils, OPOT contacts 

1 and 2 amp res. contacts 

SO, 100, 250 MW pull-in power 

3" leads, plug-in pins or hook connectors 

Top studs, side studs and bracket mounting 

0.875" x 0.800" x 0.396", 0.6 oz. 

CRYSTAL-CAN-SIZE 

OC coils, OPOT contacts 

2 amp res. contacts 

250 MW pull-in power 

3" leads, plug-in pins or hook connectors 

Top studs, side studs and bracket mounting 

0.875" x 0.797" x 0.359", 0.45 oz. 

WRITE FOR DATA OR THE LATEST 

EDITION OF THE ELGIN ADVANCE CATALOG 

BURBANK, CALIFORNIA 
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MINIATURE 

STANDARD 
RELAYS 

MINIATURE 
RELAYS 

FLASHERS 

SECTION 4500 

AMPERITE THERMOSTATIC DELAY RELAYS 
Amperite Thermostatic Delay Relays are actuated by a heater . . can therefore be used on A.C., D.C., 
or pulsating current. Being hermetically sealed, Amperite Relays are not affected by altitude, moisture, 

or other atmospheric conditions. REPLACED AS EASILY AS A RADIO TUBE.. 

CIRCUITS SPST: Available only - normally open or normally closed. 

HEATER VOLTAGES AVAILABLE: 2.5, 5.0, 6.3, 12.6, 26, 50, 115V. 
For 220V use a 6500 ohm·5 walt resistor in series with 115V heater. 

HEATER WAnAGE: Standard and Miniature Relays-all voltages-2w prox. All heaters may be operat .. .; 

continuously. Heaters will not be damaged by a 50% voltage overload ·for duration of 1 hour or less. 

FLASHERS: 1 walt prox. 

VARIATION OF DELAY WITH HEATER VOLTAGE 

FIGURE 1 - Effect of change in heater voltage on 
delay in seconds. Only low voltage heaters (2.5 to 
26 V.) incorporate heater voltage regulations as shown 
in this diagram. 

For 22 to 30 V. supply: We recommend Amperite Delay 

Relays with 26 V. heaters for airplanes and similar 
power supplies. These heaters are regulated for battery 
variation of 22 to 30 V. as shown in this diagram. 

.. .. 
HUTER VOLTAGE-- ltv. KIEAnAS 

"1--+-4-"""':-I--t--
TH!. PERCE"TAGE VA"lATION OF 
AMPE"ITE DELAY RELAYS 
'ROM 10 TO 120 SEC WILL 8l THE 
SANt AS THOSE SHOWN ON CURVES. 

/ .• f.=.--r-=':~---1r--+--+--+--1--+-~+--; 

... '.0 " '·0 

figure J 

CONTACT RATING 

Contact Rating DC Voltage Breakdown 
Delay Non·lnductive Contact·to·Contact Heater·to·Contact 

2 to 10 Sec. 115V - 3a AC 250V 500V 
15 to 180 Sec. 115V - 3a AC 800V 800V 

220V-la AC 800V 800V 
2 to 10 Sec. 115V - 2a AC 250V 500V 

15 to 180 Sec. 115V - 2a AC 800V 800V 
220V - la AC 800V 800V 

- '12'; AC 250V 500V 

CONTACT DROP: -O.IV - Prox. at lA. LIFE of any individual relay will depend on the service 
the cOntacts are subjected to. With a 115 V. - 2A A.C. 
non inductive load the contacts will withstand at least 
250,000 operations. 

AMBIENT TEMPERATURES: Relays are compensated for temperatures of 
- 55 0 to + SOoC. (Relays can be operated from - SOoC to + 125°C 
without damoge). Tolerances given are for 20°C. Ambient temperature 
tolerances depend on type. Low voltage heaters 26V or less have 
better ambient compensation than high voltage heat ..... 

SHELF LIFE of Amperite Delay Relays is over 10 years. 
The relay will keep within specification even after being 
held for 10 years or more. 

DELAYS AVAILABLE: From 2 to 180 seconds. Relays can be used in series 
to obtain longer delays. The delay of any individual relay can be 
increased up to 50% by using a resistor in series with the heater. Relays 
with short delays such as 2 to 5 seconds con be increased 100%. 

INDUCTIVE A.C. LOADS: When breaking an inductive 
A.C. load, use a condenser of .01 to .1 mfd. across 
contacts. 

Page 1052 • The MASTER - 26th Edition 

INSTANTANEOUS RECYCLE: This can be obtained by using a normally open 
Amperite Delay Relay in conjunction with a DPDT Magnetic Relay as shown 
at left. If normally closed is required - use a normally open Amperite Delay 
Relay - and use the NC contacts on the magnetic relay. Choose the Amperite 
Delay Relay for the voltage required and the delay required (e.g. - 115N030 
- would be used on 115 volt supply - for a 30 second, delay). 

LONG RECYCLE RELAYS: are also available. For example, Amperite Delay 
Relay 115N07T has a delay in closing of 3 to S seconds. After heater is dis­
connected, contacts will remain closed for 30 seconds minimum. Write us about 
your requirements. 

Net © U.C.P., Inc. 



SECTION 4500 

BREAKING D.C. CURRENT: When Relay cantacts open D.C. 
Current above 50 volts, a condenser with a resistor in series 
with the condenser must be connected across the contacts. 
The following condenser values are approximate. 

50 V. D.C. 
o to .5 Amps.. ............... None 
.5 to 1.5 Amps................. " . 

1.5 to 3 Amps......... ........ .25 MF 

BASE WIRING: 

115 V. D.C. 
.1 MF 

.25 " 
1 II 

230 V. D.C. 
.25 MF 
.25 " 

.5 II 

STANDARD 

'4 

Standard Radio Octal: MINIATURE 

Prongs 2-3-heater; 
Prongs 5-7-contacts. ~! 

Standard Octal Base 

Bottom View 
Schematic Diagram 

9·Pin Miniature: 
Prongs 1-6 heater; ~~b~' Prongs 3-4, 1 contact; (5) 
Prongs B-9, 2nd contact 

SCHEMATlt 

Bottom View 
Schematic Diagram 

T6iL 
9·Pin Miniature Base 

STANDARD AND MINIATURE TYPES OF AMPERITE DELAY RELAYS AND FLASHERS ••• Net $2.40 each 
MINIATURE TYPES: Designated by letter T. (e.g. 6N05T). Types shown in Bold Type are the more popular types, and are more 
readily available. Miniature type relays available in 2-120 Seconds Delay, EXCEPT those with a 6.3V Heater which are avail­
able in 2-1BO Seconds. All Standard Octal Base Types are available in 2-1BO Seconds Delay. 

NORMALLY OPEN CONTACTS NORMALLY CLOSED CONTACTS 
Toler-

Delay- ance HEATER VOLTAGES HEATER VOLTAGES 
Seconds Seconds 

at 20G C 
2.SV. 5.0V. 6.3 V. 

---------------
2 ± I 2N02 SN02 6N02 

l ± I 2N03 SN03 6NOl 

5 ± 2 2NOS SNOS 6N05 

8 ± 3 2NOB SNOB 6NOB 

10 ± 3 2NOI0 SNOIO 6N010 

15 ± 3 2NOIS SNOIS 6N015 

20 ± 4 2N020 SN020 6N020 

30 ± 8 2NOlO 5NOlO 6NOlO 

45 ± 10 2N04S SN04S 6N045 

60 ± 12 2N060 SN060 6N060 

75 ± 15 2N07S SN07S 6N075 

90 ± 15 2N090 5N090 6N090 

120 ± 30 2NOl20 SNOl20 6N0120 

150 ± 30 2NOISO SNOISO 6N0150 

180 ± 40 2NOl80 SNOl80 6NOIBO 

-FLASHER CIRCUITS-

RELAY CONTACTS NORMALLY CLSSEO, 

P:ONjH& 7 ~~ 
RELAY HEATER, INPUT PRON GS Z & ~ 

fLASHER CIRCUIT-NORMALLY CLOSED CONTACTS 
LOAD IS INDEPENDENT OF HEATER CURRENT. 

Flashers operate approximately X on, % off, The 
percentage time on can be increased by reducing 
the voltage of the heater, 

© U.c.P., Inc. 

12.6 V. 
---

12N02 

12N03 

12NOS 

12N08 

12NOI0 

12NOIS 

12N020 

12N030 

12N04S 

12N060 

12N07S 

12N090 

12NOl20 

12NOISO 

12NOl80 

26V. 26V. 
122-30) 115V. 2.SV. 5.0V. 6.3 V. 12.6 V. 122-30) 115V. 

-----------
26N02 IISN02 2C2 SC2 6C2 12C2 26C2 115C2 

26NOl 115NOl 2C3 SC3 6Cl 12C3 26Cl 115Cl 

26N05 115N05 2CS SCS 6C5 12CS 26C5 115CS 

26NOB 11 SNOB 2C8 SC8 6CB 12C8 26CB 115CB 

26N010 115N010 2CI0 SCIO 6Cl0 12CI0 26Cl0 115Cl0 

26NOl5 115NOI5 2CIS SCI5 6C15 12CIS 26C15 115C15 

26N020 115N020 2C20 SC20 6C20 12C20 26C20 115C20 

26N030 115N030 2C30 SC30 6ClO 12C30 26ClO 115ClO 

26N045 115N045 2C4S SC45 6C45 12C4S 26C45 115C45 

26N060 115N060 2C60 SC60 6C60 12C6O 26C60 115C60 

26N075 115N075 2C7S SC7S 6C75 12C75 26C75 115C75 

26N090 115N090 2C9() SC90 6C90 12C90 26C90 115C90 

26N0120 115NOl20 2CI20 SCI20 6C120 12CI20 26C120 n5C120 

26N0150 115N0150, 2CISO SCI50 6C150 12CISO 26C150 115C150 

26NOIBO 115NOIBO 2CI80 SCI80 6CIBO 12CI80 26CIBO 115C180 

Normally dosed flashers are standard, and are indicated by the leller "F.;; 
The number following leller "F" denotes flashes per minute. For example a 
6F30 flasher, has 6.3V heater, normally closed 30 FPM with a ± 10 
flashes per minute tolerance. A 6F30T, would be the same Iyp~ but in 9-pin 
miniature. Flashers are available from 30 to 90 Flashes per minute with toler­
ances as shown in the chart below: 

Net 

FLASHERS have contact rating of Iha AC, non.inductive. 

Tolerance 
FPM _20°C 

10± 5 
30 ± 10 
45 ± 12 
60 ± 15 
75 ± 15 
90± 20 

Standard Flashers Available 
6Fl0 26Fl0 115Fl0' 
6F30 26F30 115F30 
6F45 26F45 115F45 
6F60 26F60 115F60 
6F75 26F75 115F75 
6F90 26F90 115F90 
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SECTION 4500 

4 VERSATI LE MODELS, A.C. or D.C. 
(And Types C, TNC, BNC, N, UHF Connectors) 

• r. f. SPECIFICATIONS: 

Less than 9 Oll:. 

UNCONDITIONAL CUARANTEE 
(We will repair if faulty within I year> 

STANDARD RELAYS, WITH 
TYPE UHF CONNECTORS, INCLUD£: 

Low VSWR: less than 1.15: I from 0 to 500 me - Low Losses: Pure silver 
contacts. All other parts used in crucial positions are plated with fine silver. 
(Gold plating available at extra cost, special order.) - Low Cross-Talk: 
(greater than 80 db) in DK60-G and DK60-G2C through the use of a pat­
ented "isolated connector" arrangement which opens the disconnected con­
ductor and simultaneously provides an electrostatic shield between it and the 
rest of the circuit - High Power Rating: (a) one kilowatt through straight 
connectors (b) to I 0 watts through "isolated connector" - excellent for 
video switching - Single Pole Double Throw r.f. contacts: r.f. leakage - ex­
tremely low, below leakage of typical r.f. connectors. A wide variety of con­
nectors available. Example: UHF, N, C, and others in both straight and 
"isolated" models. . 

• DK60 - SPOT d. switch each $12.45 • MECHANICAL SPECIFICATIONS: 
• DK60-C - SPOT r.f. switch with special 

"isolated" connector in de energized 
position each $13.70 

• DK60-2C - SPOT r.f. switch with 
OPOT auxiliary contacts each $14.35 

High Contact Pressures: Long-Life Expectancy greater than one million opera­
ations - Continuous Duty. Teflon feed-through terminals used on coil to 
provide connection ease - Small, Compact: only 20/4"x30/4"xl Vs" - Light­
weight: less than 9 ounces - Dow designed UHF (standard) or type N 
(slight additional cost) d. connectors available. Specify if type N connector 

-required. 

• DK60-C2C - SPOT r.f. switch wit" 
OPOT auxiliary contacts and special 
"isolated" connector in de-energized 
position each $15.65 

• ELECTRICAL SPECIFICATIONS: 

Weather proof model 
available for exterior installation. 

Wide variety of coil voltages: 6, 12, 24, 28, 32, 48,. 110, 220 D.C. volts 
at 2.0 watts; 6, 12, 24, 110, 220 A.C. volts at 6 volt-amps 50-60 cps. (Spec­
ial voltage or resistances available on request.) - Less than .50·C temperature 
rise above ambient: maximum operating temperature is 100·C except on 
special order - Auxiliary contacts available for power control .,-- DPDT at 
Sa. 110 v a.c. on DK60-2C and DK60-G2C. 

COAXIAL ELECTRONIC 
TR SWITCH with 
Built-in Power Supply 

Designed to operate in 1.8 to 30 mc. 
range. NO EXTERNAL D.C. POWER SUP­
PLY NEEDED! Just plug into any regular 
120 v. A.C. outlet! About 15 watts of 
power required. 

A vacuum tube T-R switch utilizes grid­
blockillJ scheme when in transmit mode. 
In receive mode. circuit proVides a small 
amount of gain between the antenna 

DKC TRP $ and receiver. Employs circuitry with - 27 75 large signal hand.ijng capabilities to re-
each ........ _ duce locally-generated cross-modulation 

FACTORY WARRANTY types of interference. 
DKC-TRP features include: Rated maximum legal power. Low VSWR. 
Cast aluminum construction makes DKC-TRP TVI proof. Switch allows 
break-In operation with a single antenna system. Has standard UHF 
coaxial connectors; type "N" connectors available at small. additional 
cost. 

DOW-KEY DKC-TRP-C 
Electronic antenna switch with built-in power supply. 1 KW average, 
1.5 through 30 mc. UHF connectors with built-In direction coupler 
(patent applied for) to preclude possibility of loss in receiver signal 
strength through coupling to transmitter Complete 
with 115V A.C. cord. Each $37.95 
DKC-TRM-l C Same as DKC-TRP-C without built-in 

power supply. Each $22.70 
DKC-TRM-l Electronic antenna change-over switch. 

UHF connectors 6-volt fil8ment. 125 to 
150 VB+. 1 KW. Each $12.50 

DKC-TR-2A Same as DKC-TRM-1 but for operation 
144-148 me. Each $12.50 

DOW-KEY products available ar your local distributor or write: 

·Comp.ct 

1%"xl%"x2Y." 

Wt. 1001. 

Signals 'pop out' 
with DOW-KEYS DKC-RFB 

PREAMPLIFIER 
Amateurs will hear 
signals they didn't 
hear before! 

DKC-RFB 

$1075 only 

HELP YOUR RECEIVER! The DKC·RFB Boo.ter is a SO 
to 70 ohm Impedanc. m.tching "bro.db.nd pre.."pll.­
fi.r" guarant •• d to increase the ov ...... 11 gain by I to 6 
"S" units on .11 band. (1.5 to 30meJ. Worth dollars 
and dollars more to the amateur with low cost equip .. 
ment desiring to improve sensitivity. work with DX, and 
bring up weak unint.lligibl~ signals. Designed for ,e-­
cei.e .. up 10 the $300 cl .... 
Not • gimmick ••• but a highly .u« ... ful. test.d and 
proyen accessory, precision made, fully backed by Dow­
Key', traditional Factory Warranty. 

DK60·P-

DOW-KEY UHF CONNECTORS 

PANEL MOUNT 

Durable, silver 
plated, pre<;ision 
made. Only %" 
hole is needed, 
no screws. 

ea •••••• 70 

DOUBLE MALE 

Favorite every~ 
where. Precision 
made. rugged 
locking type. 
Silver. plated. 

ea .••• 1.25 
DKF-2 

Manufactured by DOW-KEY COMPANY, Thief 
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SECTION 4500 

z,tJ ~~~a 
Investigate ~ • . this Tested, Proven 

DOW-KEY DKC-61 
COAXIAL RELAY 

FOR 

INDUSTRIAL AND 
'MILITARY APPLICATION! 

A compact superb new DOW-KEY relay specifically designed, thoroughly 
tested and proven, for the rugged requirements of industrial and military 
application. Connectors supplied adaptable to most smaller coaxial cables. 
Now in production! 

1.0 CONTACT DATA: 
1.1 Contact Rating: 30 watts R.F., power 50 ohms. 
1.2 Contact Pressure: ;;; 35 grams over the ambient operating tempera_ 

ture range. 
1.3 Overtravel: .005" (min.) when steel shim is inserted between the 

armature and pole piece. 
2.0 COIL DATA: 

2.1 Nominal Coil Voltage: 28VDC. 
2.2 Pull-in Voltage: ~ 20 VDC over the temperature range. 
2.3 Maximum Voltage: 32 Volts D.C. 
2.4 Drop-out Voltage: ~ 6 Volts D.C. 
2.5 Coil Resistance: 275 ohms :!: 20 %. 
2.6 Coil Temp. Rise: ~ 40 C. 

(Other ST. D.C. voltages available). 
3.0 ELECTRICAL DATA: 

3.1 Frequency Range: 0 to 400 mc. 
3.2 Standing Wave Ralio: 1.1 to lover the frequency range. 
3.3 Insertion Loss: ~ .05 db. over the frequency range. 
3.4 Cross Talk-: G;40 db. over the frequency range. 
3.5 Voltage Breakdown: Withstands 500 Volts RMS, between open con­

tacts, contacts and case, contacts and coil, and coil and case. 
4.0 MATERIAL AND FINISHES (Mechanical): 

4.1 All material fungus resistant. 
4.2 Withstands salt spray test in accordance with the latest version of 

MIL-STD-202, Method 101. 
4.3 Humidity: Withstands humidity test conducted in accordance with 

the latest version of M I L-STD-202 B, Method 106A. 
4.4 Fixed contacts withstand a pull of 5 Ibs. 
4.5 Weight: Less than 3.0 ounces. 
4.6 Operating time: Less than 1 5 ms. 

5.0 ENVIRONMENTAL DATA: 
5.1 Ambient operating temperature range without impairment of the 

unit's performance:-55°C to +125°C. 
5.2 Duty Cycle: Continuous. 
5.3 Life Expectancy: ~ 100,000 operation at rated load throughout 

the temperature range. 
5.4 Vibration: Withstands a simple harmonic motion having an ampli­

tude of 0.03 inch _ (0.06 inch maximum total excursion), with the 
frequency varied uniformly between 10 and 55 cycles per second 
and 15 C's with the frequency varied uniformly between 55 and 
2000 cycles per second in each of the 3 mutually perpendicular direc~ 
tions without any sign of contact breakage, or mechanical fatigue. 

SERVICE 
AND 

DELIVERY 

Our engineering staff, completely equipped 
plant, and technicians invite the opportunity 
to serve you in developing, designing or 
building your specific relay requirements. 
Try Us! 

DOW-KEY products available at your local distributor or write: 

Manufactured by DOW-KEY COMPANY, 

© U.C.P., In<:. Net 

~I Bh 
I I~ 1ft L 

1 
-I' 

rJ-----t---0 
----+--l 

~.640-=:,j 
DOW-KEY DKC-61 

CONNECTOR FOR DKC-61 
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SECTION 4500 

GUABDIAN Highest Quality Industrial Controls .•••• 

Ty ... 
11-500 
-50S 

11-5CJO.SOS Compact, lightweight relay capable of unusually heavy power 
control for its SIze. Long life, high quality, available in a variety of AC 
and DC voltages with a selection of contact combinations. Contact rated 
IOamps.,60 cy., 115 V. non-inductive. Size, 1''tI6' x Ph' x I'. Shpg. wt. 
4 oz_ 11-120 An economical unit for requirements not exceeding 
S.P.D.T. combinations. Armature carries the contact blade and both are 
common to the field piece. Contacts rated 8 amps.,60 cy.,115 V. non-
inductive load. Size, 3' x I fa' x I y.'. Shpg. wt. 4.5 oz. 11-220 Rugged 
unit breaks up to 20 amperes. Armature is equiPBed with bakelite contact 
mounting block carrying l-I,' dual contacts. Bake ite is tested at 1500 volts 
breakdown to ground. Contacts are silver all':5' Available in S.P.S.T.N.O. 
contact combination only.· Contact rated 2 amp., 60 cy., 230 V. non-
. inductive load. Size, 3' x lfa' x I>;"'. Shpg. wt. 5.5 oz. 

Cont. Net Each 
Mfg. No. Volt. Comb. 1-24 25-49 50-99 100-Up 
11·500·A6 6·AC SPST* $2.50 $2.25 $2.13 $2.00 
lR·500·C6 6·AC SPOT 2.80 2.52 2.38 2.24 
IR·500-G6 6-AC DPOT 3.10 2.79 2.64 2.48 
11·500·GG6 6-AC 4POT 4.30 3.87 3.66 5.44 
IR-500-A24 24-AC SPST· 2.50 2.25 2.13 2.00 
11-500·C24 24-AC SPOT 2.80 2.52 2.38 2.24 
IR-500-G24 24-AC OPOT 3.10 2.79 2.64 2.48 
IR·500·GG24 24-AC 4POT 4.30 3.87 3.66 3.44 
IR·500-A lIS 115·AC SPST' 2.50 2.25 2.13 2.00 
IR-500-C 115 115·AC SPOT 2.80 2.52 2.38 2.24 
IR-500·GI15 115·AC DPOT 3.10 2.79 2.64 2.48 
IR·500-GG 11 5 115-AC 4 PDT 4.30 3.87 3.66 3.44 
IR-500-G230 230·AC DPOT 3.70 3.33 . 3.15 2.96 
tR·505-A6 6-0C SPST' 2.50 2.25 2.13 2.00 
IR·505·C6 6·0C SPOT 2.80 2.52 2.38 2.24 
IR-505·G6 6-DC DPDT 3.10 2.79 2.64 2.48 
IR·505·GG6 6-0C 4POT 4.30 3.87 3.66 3.44 
IR·505·A 12 12-0C SPST' 2.50 2.25 2.13 2.00 
IR·505-CI2 12-0C SPOT 2.80 2.52 2.38 2.24 
IR·50S·GI2 12-0C DPOT 3.10 2.79 2.64 2.48 
IR-S05-GG 12 12·0C 4PDT 4.30 3.87 3.66 3.44 
ni·505-A24 24-0C SPST' 2.50 2.25 2.13 2.00 
IR-505·C24 24-0C SPOT 2.80 2.52 2.38 2.24 
IR-505·G24 24·0C DPDT 3.10 2.79 2.64 2.48 
.,·505·GG24 24·0C 4PDT 4.30 3.87 3.66 3.44 
IR·505·A 110 IIO-OC SPST' 3.05 2.75 2.59 2.44 
tR-505·C 110 IIO-OC SPOT 3.15 2.84 2.68 2.52 
IR·505·G 110 IIO·OC DPOT 3.50 3. IS 2.98 2.80 
IR·505·GG 110 IIO·OC 4POT 4.70 4.23 4.00 3.76 
IR·120·C24 24·AC SPOT 3.05 2.75 2.59 2.44 
IR·120·C 115 115·AC SPOT 3.50 3.15 2.98 2.80 
IR· 120·C230 230·AC SPOT 5.30 4.77 4.51 4.24 
IR·220-A24 24·AC SPST* 3.95 3.56 3.36 3.16 
IR·220·A 115 115-AC SPST· 4.45 4.01 3.78 3.56 
11·220-A230 230·AC SPST· 4.95 4.46 4.21 3.96 

'Normally Open 

Typ. 11·1200/1200 Ty ... ·)(·300-ER 
Type 11~IOL 

IR-610l Single coil and 5 ampere contact rating for S.P.S.T., or S.P.D.T., 
contact combinations. Recommended for I?ositive ON/OFF control of 
positioning devices, remote controls, lighUng circuits, etc. Impulse as 
short as 20 M.S. energizes.coil to reverse position of snap·action switches. 
Holds last Fosition of switch with COIl de·energized. Size: 2't16' L. x 
I Yo' W. x %' H. Shpg. wt. 4 oz. IR·1200/1200 Two interlocking 
AC relays in sturdy metal frame bracket. Used to maintain circuits 
continuously without coil power consumption. Unit is electrically pulse 
operated with mechanical hold and electrical release. Contacts rated at 
8 amps., 60 cps,non·inductive.Size,I'~' x I>;..' x 2fa'. Shpg. wt. 5.5 oz. 
X·300-ER Applicable for use in industrial panel instidlation, provides 
precise protection from current sur!!es and continuous overloads. Remote 
panel installation of control potenttometer simplifies adjustment of relay 
to operate on any current value from 250 to 750 milliamperes. Auxiliary 
for pilot light indication of "overload" or "clear" posiUon. Reset relay 
can be operated from any point convenient to operator. Insulation 
between coil and ground rated 3,000v. Shpg.wt.13 oz. Size,4~'x2xI'~6' 

Mfg. No. 
Cont. Net Each 

Vol" Comb. 1·24 25·49 50·99 roo.up 

11·610L·AlIS 115 AC 5P5T $3.80 $3.42 $3.23 $3.04 
IR·610l·CI15 115 AC SPOT 3.95 3.56 3.36 3.16 
1R·1200/1200GG 115 AC 4POT 10.25 9.23 8.71 8.20 
X·3oo·ER 8.85 7.97 7.52 7.08 
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Ty ... 11-1410-A 
1200 Rated at 8 amps. 60 cycles, 115 V. non·inductive load. Heavy solder 
lug type terminals molded in phenolic block, with barriers for over-surface 
insulation, built to meet U/L specifications. Applicable to automation, 
communications, remote control, selectors, switching devices and experi .. 
mental uses. Size. I %' x I' x 1\4 '. Shpg. wt. 2.5 oz. IR-141D-A Rugged, 
totally enclosed control with contact rating, 3 H.P. U/L motor load at 
230 volts, or 8,000 watts resistive heater load. This unique unit is a 
solenoid operated heavy duty relay. A.M.P. terminals on cot!; screw· type 
terminals on contacts. Contacts, S.P.S.T.N.O.D.B., Size, 3%' x 2~' x 2'. 
Shpg. wt. 5.5 oz; 

Mfg. No. 

12oo·G6 
12oo·GC6 
1200·G24 
1200·GC24 
1200·G115 
1200·GC115 
1205·G6 
1205·GC6 
1205·G24 
1205·GC24 
1R·1410·A·115 

Vott. 

6AC 
6AC 

24AC 
24AC 

liS AC 
115AC 

6 DC 
6 DC 

24 DC 
24 DC 

115 AC 

Cont. 
Comb . 

OPDT 
3POT 
DPOT 
3 PDT 
OPDT 
3POT 
OPOT 
3PDT 
OPOT 
3POT 
SPST 08 

Net Each 
1·24 25·4950·99 100·Up 

$3.60 $3.24 $3.06 $2.88 
4.00 3.60 .3.40 3.20 
3.60 3.24 3.06 2.88 
4.00 3.60 3.40 3.20 
3.60 3.24 3.06 2.88 
4.00 3.60 3.40 3.20 
3.30 2.97 2.81 2.64 
3.70 3.33 3.15 2.96 
3.30 2,97 2.81 2.64 
3.70 3.33 3.15 2.96 
4.30 3.87 3.66 3.44 

ROTOMITE STEPPER-DC 
12 Positions 

Continuous Rotation 
Type lR-70S-12P 

An entirely new concept in stepper design. The Guardian Rotomite 
enables engineers to apply the stepping relay principle over a wide 
range of applications. Stepping mechanism, coils and contacts com. 
pletely (metal) enclosed. Continuous rotation on 12 positions up to 
20 steps per second. High contact rating 3 amps resistive, 1 amp 
inductive (50%P.F.). DC coils are continuous duty for 6, 12 or 
24 yDC. Tests. well over 1,000:000. operations. Appl,,;alions include 
~usl]~ess ma~hlnes, compu!er CIrCUlts, automat~ deVIces, counting, 
hg~tl,!g, sortmg, model Irams, among others. SIze: 2' L. x 1~&" Dia. 
Shlppmg WI. approx. 5 oz. Quantltie. 

Mfg. No. No. Pts Volts 1·24 25·49 50·99 1000Up 
IR·70S·12p·60 12 6 DC $5.40 $4.86 $4.59 $4.32 
IR-705·1 2p·1 20 12 4.86 4.59 4.32 

IR·59O Small size, lightweight communications relay. Armature is formed 
outward, away from coil permitting use of longer coil without increasing 
length of unit. Conlacts rated for I~ amperes. Armature releases 
when current is reduced approx. 50% of attract value. Size, 1l-\6' x I'~' x 
I'. Shpg. wt. 3.5 oz. IR-62S with extra long coil f(lr greater sensitivity. 
Adaptable to voltage operating as well as sensitive plate circuit control 
installations. Coil impregnated for reliability and longer life. Average 
power requirement, 0.2 watts. Contacts, 8 amps. Size, 2Y.' x 2' x I Y2'. 
Shpg. wt. 5.5 oz. IR-IOS-S Group selector relay can simultaneously 
make common up to 32 circuits. All circuits insulated from ground. 
Contact blades molded in thermoseting phenolic. All contact members 
completely enclosed. Phenolic plunger housing, 32 poles made common 
upon energization. Size, 2~' x .I'~' x 2YI'. Shpg. wt. 6 oz. 

Mfg. No. 

IR·590·CI15 
IR·590·G lIS 
IR·595·GG24 
IR·595·GG lIS 
tR·625·2.5 
IR·625·S 
IR·625·10 
IR·80S·5 

Vol" 

115AC 
liS AC 
24 DC 
lIS DC 

2,500 Ohms 
5,000 Ohm. 

10.000 Ohm. 
24 DC 

Cont. 
Comb. 

SPOT 
OPOT 
4POT 
4PDT 
OPOT 
OPOT 
OPDT 

32 P Shorting 

Net Each 
1·24 25·49 SO·99100·Up 

$4.25 $3.83 $3.61 $3.40· 
4.75 4.28 4.04 3.80 
5.65 5.09 4.80 4.S2 
6.35 5.n 5.40 5.08 
3.8S 3.47 3.27 3.08 
4.25 3.83 3.61 3.40 
5.25 4.73 4.46 4.20 
4.30 3.87 3.66 3.44 

ENGINEER~ CONTACT SWITCH KIT 

-, ...... " ... ri'::'!:::" 

Net 

Guardian Contact Switch Kit is indispensable 
to experimental engineers and those who design, 
plan, build,· repair or test electrically operated 
controls. All materials are standard hlgh·quality 
Guardian production items. 
Stock No. 79P610 Net Ea. $10.95 
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..... Available NOW from your STOCKING DISTRIBUTOR 
Typo-1210 

1210 Small sized relay in Lucite enclosure for efficient, dust-free, and 
trouble-free operation. This transparent, lightweight Lucite case has high 
impact strength, unaffected by weather, and is resistant to temperatures 
of 200' F. Relay is powerful and economical. Available with 8 pin octal 
plug for DPDT and 11 pin for 3 PDT. Contacts rated for 8 amperes, 
60 cycles, lIS V. AC non-inductive. 1210-N Plug-in relay utilizes a minia­
ture neon lamp connected across coil terminals. The lamp lights each 
time the coil is energized, or indicates a circuit fault when lamp is "dark." 
Ideal for detecting circuit faults in relay banks, mass relay arrangements, 
or where relays are visibly located at intermediate switching points of the 
circuitry. Precludes the use of circuit testers. Available with 8 pin octal 
plug for DPDT and 11 pin for 3 PDT. Contact rated 8 amperes at lIS 
VAC, 60 c., non-inductive load. Size 1210 and 121 O-N: 2'v..,' x I~' x 1 ~'. 
Shpg. wt. 3.5 oz. each. 

ENCLOSED PLUG·IN RELAY AC-DC 
Mfg. No. 

1210-N-GI15 
1210-N-GC115 
1210-G6 
1210-GC6 
1210-G24 
1210-GC24 
1210-G115 
1210-GC1I5 
1215-G6 
1215-GC6 
1215-G24 

.1215-GC24 

Valls 

115 AC 
lIS AC 

6·AC 
6-AC 

24·AC 
24·AC 

115-AC 
115·AC 

6-DC 
6-DC 

24-DC 
24-DC 

Coni. 
Comb. 
DPDT 
3PDT 
DPDT 
3PDT 
OPDT 
3POT 
DPDT 
3PDT 
DPDT 
3PDT 
DPDT 
3PDT 

Nel Each 
1-24 25-49 50-99 100·Up 

$6.30 $5.67 $5.36 $5.04 
7.70 6.93 6.55 6.16 
5.70 5.13 4.85 4.56 
7.10 6.39 6.04 5.68 
5.70 5.13 4.85 4.56 
7.10 6.39 6.04 5.68 
5.70 5.13 4.85 4.56 
7.10 6.39 6.04 5.68 
5.80 5.22 4.93 4.64 
7.25 6.53 6.16 5.80 
5.80 5.22 4.93 4.64 
7.25 6.S3 6.16 5.80 

ENCLOSED PLATE CIRCUIT PLUG·IN RELAY -D C 

1001-1-1 
Plug .. ln 

,~.~~g it 
PI.a-ln M5-24250-6 1001-2-3 

with Solder Hook 
Mtg •• racket with Mfg. Bracket.r 

1001.2·4 1001.2.' 
Solder Hook with 
4-40 Mf •• Studs 

1005 MICRO-M1N1ATURE DC RELAYS This leader in micro-miniature 
controls concentrates maximum power in minimum space. A few of the 
outstanding features are: 

• Standard contact rating 3 amperes @ 12S' C .• Applicable specifi­
cations MS-242S0-6 and MIL-R-57S7-D .• Switches currents as 
low as 10 microamps at 30 millivolts .• "Fluxless Solder" sealing 
eliminates possibilities of internal contamination .• With the excep­
tion of coil lead splices (which are soldered) all internal electrical 
connections are welded .• All production is 100% Mass Spectrometer 
leak tested .• Complete Certified Test Reports are available .• Unit 
is available in a variety of mounting arrangements and header 
terminations. 

SPECIFICATIONS: Contact Arrangement: DPDT. Contact Rating: 3 amps 
non-inductive load at 28 volts dc @ + 12So C. Operating Voltage: 26.S 
volts dcnominal, 32 volts de maximum. Pull·In: 18 volts de maximum. 
Release: 8 volts dc maximum, I volt dc minimum. Operate and Release 
Time: 6 milliseconds maximum. Rated Duty: continuous. Operating 
Temperature: - 6So C to + I2So C. Coil Resistance: 600 ohms ± 10%. 
Insulation Resistance: 10,000 megohms minimum at 100 volts de @ 2S' C. 
Dielectric Strength: 1000 volts RMS (7S0 volts RMS across contacts) at 
sea level. Seal: hermetic (dry nitrogen). Vibration Resistance: 20 G's 
minimum to 2000 CPS. Shock: SO G's minimum for II milliseconds. Life 
Test: 100,000 operations minimum at rated contact load at +125' e. 
Weight: 0.3S ounces (type 100S-I-I) 0.41 ounces (type 100S-2-2). Size: 
.800" max. w., x .87S" max. I., x .359" max. d. Applicable Specifications: 
MS-242S0-6-MIL-R-S7S7-D. 

Mfg. No. Valls Coni. Nel Each 
Comb. 1-24 25-49 50-99 100-Up 

IR-I005-I-l 26.5 DC DPDT $13.80 $12.42 $11.73 $11.04 
IR-l005-1-2 26.5 DC DPDT 13.80 12.42 11.73 11.04 
IR-IOOS-2-2 26.S DC DPDT 13.80 12.42 11.73 11.04 
IR-I005-2-3 26.5 DC DPDT 13.80 12.42 11.73 11.04 
IR- 1 005-2-4 26.5 DC DPDT 13.80 12.42 1I.n 11.04 
IR- I 005-2-5 26.5 DC OPOl 13.80 12.42 11.73 11.04 

RATCHET RELAYS -AC 

IR-M-120-115 Small but rugged 4 PDT stepper with 3-position switch 
operation. center position 4Ooff." Large cam assures precision "step" 
action. 24 pI. ratchet. Fine silver contacts rated for 10 amps .. liS volts, 
60 cps. Unit rated at intermittent duty. Size. 3" x 2\4' x 2 'A,". Shpg. wI. 
10 oz. 670 For on/off control of lighting. motors, appliances lind speaker 
applications, a mong others. Highly reliable operation over 1,000,000 steps. 
Each impulse (up to 10 steps per second) reverses contacts. Contact 
arrangements to DPDT and ratings to 12\12 amperes resistive load at 
lIS v., 60 c. Intermittent duty coil with v.oltages of lIS VAC. 60 cyeles. 
Size, 3' x I'A' x 21-\0'. Shpg. wI. 7.5 ounces. 

Coni. Nel Each 
Mfg. No. Valls Comb. 1-24 25-49 SO-99 100-Up 

IR·M-120-115 liS AC "POT $11.75 S10.58 $9.99 $9.40 
670-Cl1S I1S AC SPDT S.75 S.18 4.89 4.60 
670-G-115 1I5AC DPDT 5.85 5.27 4.97 4.68 

STEPPING RELAYS 

For accurate sequence 
selecting, pulse multi­
plying/divIding, circuit 
selectlOg, automaticl 
remote homing, count· 
ing and latching. 
CONTINUOUS ROTATION 
lR·P.C. Micro-finished 
shaft and Oilite shaft 
bearing. Beryllium cop­
per pawl control shut­
ter. Selection contacts 

IR-M.C. IR-M,A.S. terminated on phenolic 
board; solder beaded. Mechanical life expectancy estimated 4,000,000 
steps. Will operate satisfactorily at lS% below or 10% above ra~ed 
voltage. lR-M.C. is a smaller continuous rotauon operation stepper sImilar­
to the P.e. with life expectancy of 2,000,000 steps. 

ILiCTRICAL Run 
IR-P.E.R. Micro-finished shaft and Oilite shaft bearing. Positive mechanical 
stops limit total number of stees in any single unit. Returns automatically 
to start position when reset COIl is energized. M.E.R. Direct drive (steps on 
energization) with positive mechanical reset interlock actuated by the 
reset magnet and unlocked on the first energization of the step magnet. 
Positive reset on a pulse a.s short as 1/100 sec .. By interconnecting 2 or 
more units count can be mcreased to any deSired total. W,ll control a 
sequence of operation and then automatically reset to starting position. 

ADD ANO SUITRACT 
IR-R.A.S. Non-ferrous shutters control motion of the pawl to extend life 
of unit and prevent skipping of the ratchet. Steps one step at a time in 
either direction, depending upon which one of two coil. may be energIzed. 
IR-M.A.S. Midget Add and Subtract Stepper is similar to the R.A.S. in 
general operation. A zero position switch is opened at home position. 
Guardian Steppers are in/~rmittenl duly units rated at 10% duty cycle (out 
of each hour), maximum energization single period, S minutes. See Chart. 
Auxiliary switches connected in series with the commutator of the select­
ing finger may be added to the step and/or reset magnet to increase the 
normal contact rating. 

DATA CHART FOR STEPPING RElAYS No. of Max. 
Number Active Step, 

Coil· Volt of Contacts Pe, 
Mfg. No. Voltage Ampere, Wolb Poinls . .. Second 

IR·PC·115 -liS AC 70 45 40 40 20 
IR·MC·115 115 AC 30 18 24 24 20 
IR·PER·115 115 AC 70·25·· 45-15" 40 36 20 
MER· I 15 115 AC 30·9·· 18·7·· 24 22 20 
IR.HAS·115 liS AC 100 45 40 38 10 
IR·MAS·115 liS AC 15 10 30 10 

SIZE Shpg. Nel Each 
Mfg. No. Length Width Height WI. 1·24 25·49 50·99 100·u, 
IR·PC·115 3% 3 3~ 17 oz. $18.15 $16.34 $15.43 $14.52 
IR·MC·IIS 2l-l, 3 31A 9Vz oz. 13.00 11.70 11.05 10.40 
IR·PER.IIS 3 3% 3~ 22 oz. 24.20 21.78 20.57 19.36 
MER· 11 5 3\4 21-1. 3\4 l1Y1OZ. 14.00 12.60 11.90 11.20 
IR·HAS·115 31-1. ",Yo 3~ 29YJ oz, 25.30 22.77 21.51 20.24 
IR·MAS-115 1'1-1. 3Yo 3 11 oz. 15.95 14.36 13.56 12.76 
·Steppers will opera'. satisfactorily at 15% below or 10% above rated voltage. 

• *Listings are for stepping coil and reset coil, respectively. 
"~nclud., Z.ro (0) position. .. .. Z.ro (0) position switch only. 

GUARDIAN ~ E LE eTRIC 
MANUFACTURING COMPANY 
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GUARDIAN POWER RELAYS 
WitJz.. 

Contacts: double pole, 
double throw. Wt. 11 oz. 
51 •• : 3'\10" x 2¥2" x 2'A6". 

Series 2210 
D.P.S.T.N.O. Contacts: 

double pole, single throw, 
normally open. Wt. 10 oz. 
Size: 211A611 x 2Y2" X 23M". 

Interchan9~~ob~~r~!~D~)semblieStnf· . 
By removing two easily accessible screws, coil ~ - __ -.tP) 
assembly can be replaced by coil of another value. 
Complete instructions for this operation are 
included with each unit. Solder connections are 
not required when changing coils. 

Replacement Coils for Either Relay 
Quantities 

Mfg. No. VolhAC 1-24 25-49 50-99 100-Up 

2200-6A 6 $2.25 $2.03 $1.91 $1.80 
2200-24A 24 2.25 2.09 1.91 1.80 
2200-115A 115 2.25 2.03 1.91 1.80 
2200-230A 230 2.50 2.25 2.13 2.00 

POWER RELAY REPLACEMENT CONTACT SWITCH PARTS 
Available for Series 2200, only-Replacement Contact Switch Parts for 
easy right or left S.P.D.T. assembly. No solder needed. Package contains 
one normally open and one normally closed contact bracket, complete 
moving blade and one terminal. Left or Right Switch Assemblies deter­
mined by viewing relay from armature hinge end with contacts up. 

New Guardian Series 2400 POWER RELAY 

15 
Amperes 

Shipping Wt: 8 ounces_ 

Mounting: 
Two .196"Dia. holes 

ani ¥a"center •. 

GUARDIAN 
SERIES 200 RELAY with completely interchangeable 

COIL and CONTACT ASSEMBLIES 

MIDGET CONTACT' 
ASSEMBLY. Dolled line shows size 

of standard unit. 

Two basic parts-a coil assembly and a contact switch assembly­
comprise thIS simple, yet versatile Guardian relay. The coil assembly 
consists of the coil and field piece; the contact assembly consjsts of 
switch blades, armature, return spring and mountin~ bracket. The 
Guardian Midget Contact Assembly is interchangeable WIth the standard 
Series 200 coil assembly. Available with SPDT, DPDT or 4 PDT contact 
switch assemblies, each interchangeable with all A.C. or D.C. coils. 

CONTACT SWITCH PARTS Use contact switch parts 200·3£or 
adding poles to contact switch assemblies 200-1 and 200-2. Use midget 

Mfg No. 

200-3 
200-M3 

1·24 
$1.50 
$1.50 

Net Each 
25-49 50-99 100.Up 
$1.35 $1.28 $ 1.20 
$1.35 $1.28 1.20. 
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contact switch parts 
200-M3 to add poles 
to midget contact switch 
assemblies 200-Ml 
and 200-M2. 

Interchangeable Coil Assemblies 
The Guardian Series 2200, D.P.D.T., and the Series 2210, D.P.S.T.N.O .• 

power relays have 2S-ampere contacts and interchangeable coil assemblies 
for either relay. Replaceable contact switch parts available for Series 
2200, only. These power relays provide a much wider latitude of control 
for a variety of heavy duty industrial applications including motor 
starting and heater loads. Series 2200 and 2210 power relays are rated at 
25 amperes, continuous duty at 230 volts A.C., with 75% power factor. 
Operating power requirement for A.C. is 9.5 volt amperes, 60 cycles. Coil 
drain approximately .080 amperes at 115 volts, 60 cycles. Approximate 
weight of replacement coil assemblies is 6 ounces. 

MOUNTING: 2 holes .196"dia on 1 %" centers. 

2200 and 2210 Power Relays 

Mfg. No. 
Quantities 

Volh AC 1-24 25-49 50-99 

2200-DPDT-6 6 $6.10 $5.49 $5.19 
2200-DPDT -24 24 6.10 5.49 5.19 
2200-DPDT-115 115 6.10 5.49 5.19 
2200-DPDT-230 230 6.50 5.85 5.53 
2210-DPST-N.O.-6 6 5.25 4.73 4.46 
2210-DPST-N.Q.-24 24 5.25 4.73 4.46 
221 O-DPST-N.O.-ll 5 115 5.25 4.73 4.46 
2210-DPST-N.O.-230 230 5.60 5.04 4.76 

REPLACEMENT CONTACT SWITCH PARTS 

Mfg. No. 

CS-2200-LEFT 
CS·220e-RIGHT 

1-24 

$ 1.85 
1.85 

Quantities 
25-49 50-99 

$1.67 $1.57 
1.67 1.57 

100-Up 

$4.88 
4.88 
4.88 
5.20 
4.20 
4.20 
4.20 
4.48 

100-Up 

$1.48 
1.48 

The new Guardian Series 2400 Power Relay provides unique advantages. 
Has IS-ampere contacts preferred for innumerable applications where 
heavy duty 2S·ampere contacts are not required. Inverted coil construc­
tion protects armature and contacts to insure long life reliable operation. 
Contacts (D.P.D.T.) U/L rated for 15 amperes at 115 V.A.C. non­
inductive, or I H.P. at 115/230 volts, 60 cycles. Screw type terminals 
easily accessible for top or bottom connections. Armature extension 
permits manual circuit testing. Easy to mount S.P.D.T. Auxiliary Switch 
rated at 10 amperes. 115 V.A.C., 60 cycles, is available as a separate unit. 

Mfg. No. Volh Rating 
Quantities 

1·24 25·49 50-99 100.Up 

2400-DPDT -6 6 15 Amp •• 5.40 4.86 4.59 4.32 
2400-DPDT-24 24 15 Amp •• 5.40 4.86 4.59 4.32 
2400-DPDT-115 liS 15Amp •. 5.40 4.86 4.59 4.32 
2400-0PDT-230 230 15 Amp •. 5.70 5.13 4.85 4.56 

2400-SPOT-AUX 
Auxiliary Switch 10 Amps 1.35 1.21 1.15 1.08 

SERIES 200 RELAY 

Mfg. No. Volh Coils 
Net Each 

1-24 25-49 50-99 100-Up 

200-6A 6 A.C. $1.75 $1.58 $1.49 $1.40 
200-12A 12 A.C. 1.75 1.58 1.49 1.40 
200-24A 24 A.C. 1.75 1.58 1.49 1.40 
200-115A 115 A.C. 2.05 1.85 1.74 1.64 
200-230A 230 A.C. 2.70 2.43 2.30 2.16 
200-60 6 D.C. 1.90 1.71 1.62 1.52 
200-120 12 D.C. 1.90 1.71 1.62 1.52 
200-240 24 D.C. 1.90 1.71 1.62 1.52 
200-320 32 D.C. 1.90 1.71 1.62 1.52 
200-1100 110 D.C. 2.50 2.25 2.13 2.00 
200-5,0000 PLATE COIL 2.20 1.98 1.87 1.76 

CONTACT SWITCH ASSEMBLIES 
Contact Cont. Net Each 

Mfg. No. Type Amp •. Comb. 1-24 25-49 50-99 100-Up 

200-1 STANDARD 8 SPOT $1.50 $1.35 $1.28 $1.20 
200-2 STANDARD 8 DPDT 2.00 1.80 1.70 1.60 
200-4 STANDARD 12.5 DPDT 2.25 2.03 1.91 1.80 
200-5 STANDARD 8 4PDT 3.50 3.15 2.98 2.80 
200-MI MIDGET 10 SPOT 1.40 1.26 1.19 1.12 
200·M2 MIDGET 10 DPDT 1.75 1.58 1.49 1.40 
200-M5 MIDGET 8 4PDT 2.85 2.57 2.42 2.28 
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SECTION 4500 

G U A R D I A N 

• 
® 

A.C. INDUSTRIAL SOLENOIDS D.C. 
INTERMITTENT AND CONTINUOUS 

A Complete Line for Every Industrial Application 

~ 
lAl 24 

~ tt. - ~'-- ~- ! -.-

~--: 2&4 

Intermittent duty solenoids may be specified when the cycle of operations than 85° C (1850 F.) at'24° C ambient temperature. Continuous duty 
does not require energization of the solenoid coil for more than five solenoids are constructed that they will not exceed a maximum tempera· 
consecutive minutes with a sufficient time lapse between operations to ture rise of 85° C. above 24° C. ambient temperature under continuous 
permit cooling of the coil to approximately the 24° C (72° F.) ambient operation, at rated load. Ambient temperature for temperature rise tests 
temperature. If energized more frequently and for shorter periods, the on these solenoids has been fixed at 24° C. (72° F.). 
cycle should be such that the temperature rise of the coil is not greater 

Mfg. Power ~Uft' Adj. Slroke Size Net Each 

No. Duly Volts Ohm. Amp. Req. (Oz.) Inche. Shipping Weighl 1·24 25·49 50·99 100·Up 

lAl·lnl·llSA AC Inler. 11 SAC 300 • 17 20VA • 8.0 Ys "Y2' 11M' H. x 1%' L. x 14\6' W. $2.80 $2.52 $2.38 $2.24 
1 A I·Conl·11 SA Cont. 115AC 675 .076 9VA 3.0 Ys'.%' Shipping WI. 4;5 -ounce. 2.80 2.52 2.38 2.24 

lAl·lnt·24D Inter. 24DC 42.6 .S6 14.70W S.O Ys'.%' 2.50 2.25 2.13 2.00 
lAl·Cont·24D DC Cont. 24DC 74.4 .32 7.01W 2.0 Ys'·14' 11M" H. x 1 %' L. x l;i,' W. 2.50 2.25 2.13 2.00 
lAl·lnt·l1SD Inter. l1SDC 803 .14 14.70W S.O Ys'.%" Shipping WI. 4;S ounce. 3.00 2.70 2.55 2.40 
lA I·Cont·ll SD ConI. 11 SOC 2070 .05 7.01W 2.0 Ys'·14' 3.00 2.70 2.55 2.40 

2·lnt·llSA AC Inler. IISAC 60 .50 61VA 27.0 Ys'.%' 1%' H. x 1~' L. x 1~' W. 3.20 2.88 2.72 2.56 
2·Conl· 11 SA Coni. 11 SAC 166 .ISS 18VA 10.5 y.'.%' Shipping WI. 10 ounce. 3.20 2.88 2.72 2.56 

4·lnl·l1SA AC Inler. IISAC 37 .64 7SVA 24.0 YB··I· 1%' H. x 2' L. x.l~· W. 3.80 3.42 3.23 3.04 
4·Conl·l1 SA Conl~ IISAC 133 .14 16VA 6.0 Ys "Y2' Shipping WI. 14.5 ounces 3.80 3.42 3.23 3.04 

4·lnl·24D Inler. 24DC 15 1.6 37.4W 57.0 YB··I· 3.80 3.42 3.23 3.04 
4·Conl·240 DC Coni. 240C SO .48 10.8W 20.0 YB··%· 1%"H.x2·L.xl~·W. 3.80 3.42 3.23 3.04 
4·lnl·llSD Inter. IISDC 346 '.33 37.4W 57.0 YB··I· Shipping WI. 14.S ounCes 4.00 3.60 3.40 3.20 
4·Conl·l1 SO Coni. 11SDC 1210 .09 10.8W 20.0 y,'.%' 4.00 3.60 3.40 3.20 

11·lnl·24A Inler. 24AC S.1 1.10 26.4VA 20.0 YB'·1 ' 2.70 2.43 2.30 2.16 
II·Conl·24A AC ConI. 24AC 12 .33 7.9VA 8.0 Y,··I' '1~6' H. x l;i6' L. x 12%2' W. 2.70 2.43 2.30 2.16 
11 ·Inl· 11 SA Inler. IISAC 125 .225 26.0VA 20.0 YB··I' Shipping WI. 7.5 ounces 2.70 2.43 2.30 2.16 
11·Conl·llSA Coni. 11SAC 300 .072 8.0VA 8.0 Y.'·I' 2.70 2.43 2.30 2.16 

11·lnl·60 Inler. 60C 2 3.00 18.0W 39.0 y,'.%' 2)0 2.43 2.30 2.16 
11·Conl.60 

DC. ~~::: 60C S 1.2 7.2W 21.0 YB'·%· 1~6' H. x 14\6' L. x 12%2' W. 2.70 2.43 2.30' 2.16 
11·lnl·24D 240C 32 .7S0 18.0W 39.0 y,'.%' Shipping WI. 7.5 ounces 2.70 2.43 2.30 2:16 
11·Conl·240 ConI. 240C 72 .333 8.0W 21.0 YB··%· 2.70 2.43 2.30 2.16 

12·lnl·lISA AC Inler. 11SAC 100 .27 32VA 32.0 VB'·I' 1~6·H.x 1%·L.x 1~·W. 4.15 3.74 3.53 3.32 
12·Conl·l1 SA Coni. 11 SAC ISO ' .ISS 18VA 22.0 Ya'·%' Shipping WI. 6 ounces 4.1' 3.74 3.53 3·32 

·14·lnl·ll SA AC 
Inler. IISAC 11 1.4 164VA 110.0 Ya'·IY2' 2~' H. x 2~,'-L. x 1~6' W. 5.50 4.95 4.68 4.40 

14·Conl· 11 SA Coni. IISAC 18 .S2 61VA 6S.0 Ys··IY2' Shipping WI. 19 ounces 5.50 4.95 4.68 4.40 

16·lnl·llSA Inler. IISAC 41 .S4 62VA 96.0 Ya'·,%· 3.20 2.88 2.72 2.56. 
16·Conl· 11 SA AC ConI. IISAC 85 .19 23VA SS.O Y. '.0/,' 1~,' H. x 1%' L. x lYB' W. 3.20 2.88 2.72 2.56 
16·lnl·230A Inler. 230AC 224 .230 49VA 96.0 Y. '.,% , Shipping WI. 7.S ounces 3:40 3.06 2.89 2.72 
16·Conl·230A Coni. 230AC 3S0 .110 25VA SS.O Y.··%" 3.40 3.06 2.89 2.72 

18·lnl·llSA Inter. IISAC 8.8 I.4S 170V'A 304.0 YI'·1 " 4.50 4.05 3.83 3.60 
1 8·Conl· 11 SA AC Coni. IISAC 19.7 .39 4SVA 14S.0 V,"·I· 21M' H. x 2Y2' L. x JI~' W. 4.50 4.05 3.83 3.60 
18·lnl·230A Inler. 230AC 4S .59 136VA 304.0 Y,"·1 " Shipping WI. 16.5 ounces 4.70 4.23 4,00 3.76 
18·Conl·230A Coni. 230AC 78 .20 46VA 14S.0 Y,'·1 ' 4.70 4.23 4.00 3.76 

22·lnl·60 Inler. 6DC 4.7 1.27 24.0 'll6'·¥.' 
%' H. x 1 y.' L: x %' W. 

2.60 2.34 2.21 2.08 
22-Conl.6D DC Coni. 60C 9 .667 13.0 'll,'·14 ' 2.60 2.34 2.21 2.08 
22·lnl·24D Inter. 24DC 60 .4 24.0 'll6"·¥.' Shipping WI. 2.S ounces 2.60 2.34 2.21 2.08 
22·Conl·-24D Coni. 24DC 144 .167 13.0 ~'·14' 2.60 2.34 2.21 2.08 
24·lnl· 11 SA AC Inler. 115AC 310 .13 19.0 'll6"%' 5~' H. x 114'l. x 2%2' W. 2.95 2.66 2.51 2.36 
24·Conl·ll SA Coni. IISAC SOO .07 12.0 'll"'%' Shipping WI. 3 ounces 2.95 2.66 2.51 2.36 

28·lnl·24A Inler. 24AC 7.5 .900 3S.0 'll,"Y2' 2.70 2.43 2.30 2.16 
28 ·Conl·24A AC Coni. 24AC 17.4 .340 20.0 'll". Y2' 11\." H. 1 VB" L. X'",' W. 2.70 2.43 2.30 2.16 
28 ·Inl·ll SA Inler. 11SAC 220 .160 3S.0 'll,"Y2' Shipping WI. 3.5 ounces 2.90 2.61 2.46 2.32 
28 ·Cont·ll SA Coni. IISAC 400 .077 20.0 'll6"·Va· 2.90 2.61 2.46 2.32 

28·lnl·6D Inler. 6DC 3.3 1.80 41.0 'll' "'Y2' 2.60 2.34 2.21 2.08 
28·Conl·6D Coni. 60C 7.7 .78 3S.0 'll6··%' 

11\6" H. 1 Va" L. x l;i,' W. 
2.60 2.34 2.21 2.08 

28-lnl·120 DC Inler. 120C 13 .92 41.0 'll6'·\h " 2.60 2.34 2.21 2.08 
2 8-Conl·12 D Coni. 120C 27 .45 3S.0 ).\,'.%' Shipping WI. 3.S ounces 2.60 2.34' 2.21 2.08 -
28-lnl·24D Inler. 24DC 50 .48 41.0 'll".\h' 2.60 2.34 2.21 2.08, 
28 ·Conl·240 Coni. 24DC 104 .23 35.0 M6"%' 2.60 2.34 2.21 2.08 

• Pull Data Obtained During "Cold" Operation, when plunger ;s down. 

GUARDIAN 9 E LE CTRIC 
M A N U F ACT U R I N G CO M P AN Y 
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• The tested line ... 
• • 

SECTION 4500 

E LEe T RIC C o. 
• 

FOOTSWITCHES, BUZZERS, COILS 
~' 

is the shortest distance between you and RELIABILITY! 
• 
• 

GENERAL PURPOSE-OPEN 
MK - General purpose,' open type relay 
up to 3 PDT. 5 or 10 amp. contact rat­
ing. Voltages up to 230 volts, AC or DC. 
Details in Bulletin 10. 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

I 
I 
I 
I 
I 
I 

GENERAL PURPOSE-PLUG~IN I PRINTED CIRCUIT 
MKP - General purpose, plug·in relay. I MKT - Open type relay up to 3 PDT. 
Contact arrangements to 3 PDT. 5 or I 5 or 10 amp. contact rating. Voltages 
10 amp. contact rating. Voltages to 230. up to 230 volts, AC or DC. Details in 
AC or DC. Details in Bulletin 10. I Bulletin 11. 

-~---------~-~-----------I I 
I I 
I I . 
I I 
I I 
I I 

I I TELEPHONE' TYPE 
HEAVY DUTY I MECHANICAL LATCH I TW - Medium duty relay for fast action 

lG - Open and plug· in (lGP) types I Rl- Open type and plug·in (RlP) avail· I in compact space. Contact arrangements 
available, up to 3 PDT. 15 amp. contact • able. Up to 6 PDT, 5 or 10 amp. con· I up to 4 PDT, and 5 amp. load contacts. 
rating. Voltages up to 230 volts, AC or II tact rating. Voltages up to 230 volts, II For communications, computers, pro· 
DC. Details in Bulletin 30. III AC or DC. Details in Bulletin 40. III grammers, controls, etc. 

------------~-------------~-~----------
POWER 
RELAY 

ST-Power reo 
lay, heavy duty 
DPDT. 15 amp. 
1 HP contact 
rating. Volt· 
ages up· to 440 
VAC, 230 DC. 
Details in Bul· 
letin 90. 

• I . 
I I 
• I 
I I 
I I 
I I 

: FOOT SWITCHES : 
III Pedaline switch, with or without line II 
III cord. Several switching arrangements. III 
I 5 to 15 amp. contact rating. Voltages I 

6 to 230 AC, DC. Details in Bulletin 210. 

BUZZERS 
All types of AC and DC buzzers, OEM. 
and general purpose. Con~act and non· 
contact. Details in Bulletin 200, 201. 

LINE ELECTRIC COMPANY 
Orange, N. "'. 

division of 

Industrial Relays, Foot Switches,. Buzzers, Colis 
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SECTION 4500 

@ KURMAN RELAYS 
At KURMAN SALES AGENCIES, yesterday's SPECIALS are today's 
STANDARDS ••• stocked in your own backyard at Factory Prices! 

SERIES TO02 

SUB·MINIATURE - DC 

Highest quality sensitive relay meeting both mili· 
tary and commercial DC requirements. Sensitivity-
40 milliwatts-DPDT. Wide range of coil resistances 
lip to 20,000 ohms. Special versions as low as 10 
milliwatts. Mounting: 2 #4·40 screws on l/2" 
centers. 

(Ohms) Contact Net 
Relay Coil Operating Cont. Rating Ea. 

No. Resistance Current /!-rr. (Amps) 1·10 

T002·2000 12000 \ 4.5 MA I OPOT \ 2 I $15.10 
T002·5000 5000 2.8 MA OPOT 2 16.25 
T002·8000 8000 2.2 MA OPOT 2 16.7.5 

5 E N 5 I , I VE R E LAY 5 

SERIES 
52C·54C 

SENSITIVE 
DC 

The 52C, OPOT and 54C, 4POT are the smallest, light· 
est plate circuit relays offering self-wiping contacts. 
Either of three adjustments can be specified-25 
milliwatts per pole (2 amp contacts); 50 milliwatts 
per pole (5 amp contacts) and "OFf THE SHELF" 
100 mi Iliwatts per pole (5 amp contacts). Coi I re­
sistances ar e available up to 20,000 ohms. Varia­
tions can be supplied up to 4POT including hermetic 
sealing. Mounting: two No. 6/32 tapped holes on 
0.437" centers. 

100 ,MILLIWATTS PER POLE 

Relay 
No 

52C-500 
52C-2500 
52C-5000 
52C-8000 
52C-l0000 
54C-5OD 
54C-2500 
54C-5000 
54C-80D0 
54C-l0000 

(Ohms) 
Coil Cant. 

Resistance Arr 
500 OPOT 

2500 OPOT 
5000 OPOT 
8000 OPOT 

10000 OPOT 
5DO 4POT 

2500 4POT 
5000 4POT 
BOOO 4POT 

10000 4POT 

Contact 1-10 
Rating Net 

(Amps) Ea 
5 $5.30 
5 5.30 
5 5.70 
5 5.90 
5 6.00 
5 6.70 
5 &.70 
5 &.90 
5 7.20 
5 7.40 

SERIES 
502C·503C 
SENSITIVE 

DC 
All standard operating characteristics of Series 52C 
are avai lable in this new polystyrene high heat 
cover. Three adjustment ranges are provided-25 
milliwatts per pole; 50 milliwatts per pole and "OFF 
THE SHELF" 100 milliwatts per pole. Variations can 
be supplied with contact arrangements up to 3PDT 
only. Mounting 8 pin octal plug for 5D2C; 11 pin 
for 5D3C. 

100 MILLIWATTS PER POLE 
(Ohms) Contact 1·10 

Relay Call Cont. Rating Net 
No Resistance Arr (Amps) Ea 

502C-500 500 OPOT 5 $&.30 
502C-2500 2500 OPOT 5 &.30 
502C-5000 5000 OPOT 5 &.&0 
502C-8000 8000 OPOT 5 &.80 
502C·l0000 1.0000 OPOT 5 7.00 
503C-500 500 3POT 5 7.50 
503C-2500 2500 3POT 5 7.50 
503C-5ODO 5000 3POT 5 7.80 
503C-8000 8000 3POT 5 8.10 
503C-l0000 10000 3POT 5 8.20 

SEE COMPLETE ENGINEERING SPECIFICATIONS ON PAGES 1065-1067 

SERIES 310 
MICROAMP 

DC 
SERIES 321 
MICROAMP 

AC 

High sensitivity relay-2 milliwatts. Ideal for all 
law power in-put.circuits where available current is 
at a premium. Typical applications include high 
speed keying, remote control, or battery' operated 
devices. May be field adjusted to handle currents up 
to 3 amps at reduced sensitivity. Transparent plastic 
dust cover. Mounting: Two .196" clearance holes on 
21/8" x 2""" centers. 

Relay 
No 

3100C35 
3100C37 
3100C40 
3100C42 
3100C44 

.Relay 
No. 

3210C78 
3210CBl 
3210CB4 
3210C91 

© U.C.P., Inc. 

DC IRELAYS 
(Ohms) 

Coi I Operating 
Resistance Current 

Contact 1-10 
Cont. Rating Net 
Arr (Amps) Ea 

470 2.1 MA SPOT 1 
120D 1.3 MA SPOT 1 
4&80 0.7 MA SPOT 1 

11700 0.4 MA SPOT 1 
29250 0.25 MA SPOT 1 

AC RELAYS 
Contact 

Operating Contact Rating 
Voltage Arrangement (Amps) 

I & V I SPOT I 2 I 12 V SPOT 2 
24 V SPOT 2 

110 V SPOT 2. 

$8.85 
B.B5 
8.85 

10.75 
12.40 

1-10 
Net 
Ea. 

$9.25 
9.25 
9.25 
9.50 

1'1. .. " 

1 
I- -<.. 

~ ... ' '-0/ 
SERIES 51C - MIDGET - AC or DC 

"7-
1%" 

Smallest, lightest plate circuit relay offering self­
wiping contacts. Standard adjustment-IO milliwatts' 
DC operation; 0.3 VA AC operation. Adjustable 2 
amp. SPOT screw contacts. New rigid front pi Ie-up. 
Variations:-including 5 amp contacts, H. S. military 
relays, COils to 20,000 ohms avai lable. Mounting: 2 
#6-32 tapped holes on 0.437" centers. 
'SICB44D factory adjusted for 5 milliwatt operation 
- others can be field adjusted - I amp contact 
ratlOg. 

Relay 
No 

51CA370 
51CA400 
51CA420 
51CA430 
51CB440 

Relay 
No. 

51C83A 
51CB6A 
51C89A 

DC RELAYS 
(Ohms) Contact 

Coil Operating Cont. Rating 
Resistance Current Arr 'Amps) 

500 4.5 MA SPOT 2 
2000 2.3 MA SPOT 2 
5000 1.4 MA SPOT 2 
BOOO 1.2 MA SPOT 2 

13000 0.& MA SPOT 1 

AC IRElAYS 
Contact 

Operating Contact Rating 
Voltage Arrangement (Amps.) 

1~ : I ~~~~ I ~ I 
24 V SPOT 2 

Net 

1-10 
Net 
Ea 

$4.95 
4.95 
5.50 
5.50 
5,95 

1-10 
Net 
Ea. 

$5.35 
5.35 
5.35 

SERIES 5D1C 
DUST COVER 
AC AND DC 
OPERATION 

All standard operating characteristics of series 51C 
available in this new polystyrene enclosed plug in 
unit. Easily removable case permits field adjustment 
without special equipment. Mounting: 8 pin octal 
plug in. 

DC RELAYS 
(Ohms) 

Relay Coi I Operating Cont. 
No. Resistance Current Arr. 

501CA370 500 4.5 MA SPOT 
501 CA400 2000 2.3 MA SPOT 
501 CA420 5000 1.4 MA SPOT 
501 CA430 BOOO 1.2 MA SPOT 
501CB44D 13000 0.6 MA SPOT 

AC 'RELAYS 

Contact 1·10 
Rating Net 
(Amps) Ea. 

2 $5.95 
2 5.9S 
2 &.50 
2 &.50 
1 6.95 

Relay 
No. 

contact 
Operating Contact Rating 
Vortage Arrangement (Amps) 

1·10 
Net 
Ea. 

501CB3A 
501C86A 
501CB9A I.. 1~ ~ 1 ~~~~ 1 ~ 1 

24 V SPOT 2 

$6.35 
6.35 
&.35 
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SECTION 4500 

IMMEDIATE DELIVERY 
of stock relays at factory prices will save you engineering and purchasing time 

POWER AND ANTENNA 

1·3/16" 

t 

SERiES 261C-ECONOMY POWER 
Both space and cost economy have been carefully 
balanced in the design of this heavy duty power 
relay. SPDT contacts rated at carrying continuous 
loads of 20 amps are standard. AC or DC operation. 
Mounting: 2 #6-32 tapped holes on 1-3/16" centers. 

Type 
261C 

Type 
261C 

DC RELAYS 
Contact 6, 12 

Contact Rating 24 V 
Arr. (Amps) Net 

SPOT I 28 i $5.45 

AC RELAYS 

Contact 
Arr. 
SPOT 

Contact 6, 12 
Rating 24, 115 V 
(Amps) Net 

I 20 $5.45 

!lOV 
Net 

" $6.00 

230 V 
Net 
$&.00 

SERIES 262C-263C"';MEDWM POWER 
The DPDT and 3PDT relays feature self-wiping con­
tacts, which will continuously handle 20 amp loads. 
AC or DC coils. This high speed relay will handle the 
majority of all power applications. Standard opera­
ting power; 1 watt-DPDT; 1112 watts-3PDT. Mount­
ing: 4 #6-32 tapped holes Oft 13/16" x 1-3/16" 
centers. 

Type 
262C 
263C 

Type 
2&2C 
2&3C 

DC RELAYS. 
Contact ~41v2 

Contact Rating z' 
Arr. (Amps) Net 
OPOT I 20 $6.45 
3POT I 20 &.95 

AC IR.ELAYS 

Contact 
Arr. 
OPOT 
3POT 

Contact 6, 12 
Rating 24, 115 V 
(Amps) Net 

I ,20 $6.45 
. 20' 1.95 

nov 
Net 
$7.00 
7.50 

230 V 
Net 
$7.00 

7.50 

RELAYS 

SERIES 264C-MEDIUM POWER'-DC 
Special version of Series 26 for DC application only. 
Available as 4PDT. With a minimum of operating 
power, it is now possible to handle up to 4 power 
'control'tircuits at one time~ Mounting: 4 #6-32 
tapped holes on'13/16" x 1-3/16" centers. 

Type 
2&4C 

Contact 
Arr. 

4POT ! 

Contact. 
Rating 
(Amps) 

10 

6,12 
24V 
Net 

$8.55 

nov 
Net 
$9.15 

SEE COMPLETE ENGINEERING SPECIFICATIONS ON PAGES 1065·1067 

I 
1%" 

J. 
SERIES 26L-SCREW TERMINALS 

Heavy duty industrial control relay for all applica­
tions requiring high speed operation, long life and 
reUable high current contacts. All contacts rated at 
30 amp. Heavy duty screw terminals. Mounting: two 
3/16" diameter holes on 1W' centers. 

DC RELAYS 
Contact 6,12 

Contact Rating 24 V nov 
Type Arr. (Amps) Net Net 
26l2C OPOT , 30 , $6.95 $7.50 

AC RELAYS 
contact 6, 12 

Contact Ratin~ 24, 115 V 230 V 
Type Arr. (Amps Net Net 
26l2C OPDT , 30 , $6.95 , $7.50 

~ 1C 
(j)@ 

2C~ r 
3C" 

I--
SERIES 26D-DUST COVER 

Midget version of standard Series 26 in clear poly· 
styrene enclosure. Avai lable up to 3POT with stand­
ard contacts rated at 10 amps. Mounting: 8 pin octal 
plug in for standard DPDT; 11 pin octal type plug in 
for 3PDT. 

Type 
2601C 
2602C 
2603C 

Type 
2601C 
2602C 
2&03C 

DC RELAYS 

Contact 
Arr. 
SPOT 
OPOT 
3POT 

AC 

Contact 
Arr. 
SPOT 
OPOT 
3POT 

Contact 
,Rating 
(Amps) 

I ii I 

6,12 
24 V 
Net 

$5.45 
6.45 
7.95 

RELAYS 
Contact 6 12 
Rating 24, il5 V 
(Amps) Net 

110 V 
Net 
$5.95 

7.00 
8.50 

230 V 
Net 
$&.15 
8.00 
8.50 

SERIES 252C·253C-ANTENNA 
Powerful. antenna change-over relay, capable of 
transfernngup to 1500 watts IlF load. High speed 
DPDT self-wIping contacts. AC or DC operation. Low 
loss handling of RF energy is insured by the use of 
G-J insulating bridges. Present use includes the 450 
megacycle range. Standard operating power-l watt. 
~~~ret:~.g: 4 #6-32 tapped holes on 13/16" x 1-3/16" 

Type 
~52C 
253C 

Type 
252C 
253C 

DC RELAYS 

Contact 
Arr. 

OPOT I 
3POT 

Contact 6, 12 
Rating 24 V 110 V 
(Amps) Net Net 

1.5 KW RF I $7.50 I $8.10 
S 1.5 KW RF (2C) 850 860 l 20 amp (lC) • • 

AC RELAYS 

Contact 
Arr, 

I OPOT I 
3PDT 

Contact 
Rating 
(Amps) 

1.5 KW RF 
{ 1.5 KW RF (2C) 

20 amp (1e) 

6,12 
24 V 

115 V 
Net 

$7.50 
8.00 

All prices are for orders from 1·10 relays. Write for quantity discounts. 
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SECTION 4500 

@KURMAN RELAYS 
MICRO·MINIATURE AND TELEPHONE TYPE RELAYS 

SERIES A - LONG FORM - DC 

1-7116" 
WIDTH 

Designed for applications requiring rapid opening 
and closing of up to 15 individual circuits (forms 
A-E). Single or double wound coils with resistances 
,up to 75,000 ohms. The heavy duty armature hinge 
with a non-loosening knurled armature pin provides 
an extra long operational life. Tinned solder termi­
nals for rear of panel wiring. For sensitivity, rug­
gedness, reliability, multiple switching and economy, 
the Series A has no equal. Mounting: 2 #8-32 tapped 
holes on :Vo" centers. 

Contact 
Relay Contact Coil Coil Rati ng Net 
No. Arr. Volt (Ohms) (Amps) 1-10 

A004-6 4PDT I & \ 40 i 3 

I 
$8.&5 

A004·12 4PDT I 12 140 
i. 

3 9.10 
A004-24 4PDT 24 600 3 9.20 
A004-110 4PDT I 110 10,000 3 I 10.30 

SERIES E - SHORT FORM - DC 
Featuring all the benefits of the long form relay, 
and incorporating a shortened coi I and heel piece, 
this relay is desired where space economy is a 
factor. Extremely fast contact switching - ideal 
for computer applications. High reliability-designed 
for hundreds of mi Ilions of operations. Sensitive 
versions as low as 100 milliwatt per pole. Mounting: 
4.#8-32 tapped mounting holes on Sis" x :V4" centers. 

Contact 
Relay Contact Coil Coil Rating Net 

No. Arr. Volt (Ohms) (Amps) 1-10 

E004-6 4PDT 6 40 I 3 

I 
$1.65 

E004·12 4PDT 12 145 I 3 8.10 
E004·24 4PDT 24 590 3 8.20 
E004-110 4PDT 110 10,000 3 9.30 

SERIES M - MINIATURE - DC 
Ideal for all applications where space, weight and 
economy are factors. Short springs and light-weight 
armature provide fast action, reliability and long 
life. Up to 18 contact arms, forms (A-D). Good shock 
and vibration characteristics. DC operation only. 
Mounting: 2 #4-40 tapped holes on :V4" centers. 

Relay 
No. 

M004·6 
M004·12 
M004·24 
M004·110 

Contact 
Arr. 

1

4PDT 
4PDT 
4PDT 
4PDT 

Contact 
Coil Coil Rating 
Volt (Ohms) (Amps) 

6 I 3D I 3 
12 120: 3 
24', 480 1 3 

110 I 12,000. 3 

Net 
1-10 

$6.30 
6.30 
6.30 
1.25 

SEE COMPLETE ENGINEERING SPECIFICATIONS ON PAGES 1065-1067 

SERIES AS - SNAP ACTION - DC 
Special version of Series A shown above, offered 
with either' one or two snap action switches. ,For 
sensitive switching of powe.r control circuits, carry­
ing currents of up to 15 amps per ,pole. Mounting: 
2 #8-32 tapped holes on :V4" centers. 

Relay 
No. 

ASH 
AS2·12 
AS2·24 
AS2·110 

Contact 
Contact Coil Coil Rating 

Arr. Volt (Ohms) (Amps) 

I ~~~~ \1; I 1:: I ~: I DPDT 24 600 15 
DPDT 110 10,000 15 

Net 
1-10 

$12.00 
12.45 
12.55 
13.70 

">-
FIs" WIDTH 

2%" 

Eith~r one or two snap action switches mounted on stand­
ard Series E '.rame, offering sensitive operation, handling 
high currents In % of the volume of the Series AS. Mount­
Ing: 4 #8-32 tapped holes on %" x :V4" centers. 

Relay 
No. 

ES2·6 
ES2-12 
E52-24 
E52-110 

Contact 
Arr. 

DPDT 
DPDT 
DPDT 
DPDT 

Coil 
Volt 

Contact 
Coi I Rating Net 

(Ohms) (Amps) 1-10 

3~! ! ~1'~55 ! $lHi 
8,250 13.20 

MICRO-MINIATURE RELAYS-DC 

Relay 
No. 

KX1P20 
KX1H2D 
KX1H2C 
KX1H2E 

© U.C.P., Inc. 

Case 
Style 

\ i I 
Header 

Plug-in 
Sol_er 
Solder 
Solder 

Cant. 
Arr. 

DPDT 
DPDT 
DPDT 
DPDT 

Contact 
Rating 
(Amps) 

2 amp 
2 amp 
2 amp 
2 amp 

6,12, 
24 VDC 

Net 
1-10 

$15.95 
16.20 
16.20 
16.20 

Case D Case C 

Net 

.40 

SERIES KXl -
MICRO·MINIATURE - DC 
Equipped with special OPDT 2 amp con­
tacts rated to carry any load from dry 
circuit to full rating. Features at 1/10" 
gnd spaced header. Nominal operating 
power-250 milliwatts. 

New torsional rotation balanced arma­
ture offers 2OG, 2,000 cycle vibration 
a.nd. ~OG shock immunity. Proven re­
liability under all enVironmental condi­
tions. A frictionless bearing assures 
repeatability and long life: 

Case E 
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SECTION 4500 

At KURMAN SALES AGENCIES, yesterday's SPECIALS are today's 
STANDARDS ••• stocked in your own backyard at Factory Prices! 

HERMETICALLY SEALED 

SM004E - MINIATURE TELEPHONE 

Hermetically sealed version of Series M. This relay equipped with 4POT 
contacts rated at 3 amp. Operating from a 26.5 V Dt nominal input source. 
Solder. lug terminals. Hermetic enclosure makes the relay impervious to all 
detrimental atmospheriC condiSions, including contaminating gases, dust 
salt, etc. Mounting: 3 #6-32 studs on 15/16" x 1-3/16" centers. 

Relay 
Type 

SMOO4E 

Contact 
Contact Rating 

Arrangement (Amps) 

4PDT I 3 

Coil 
Voltage 

26.5 V DC 
1-10 

$11.&0 Net 

:f 26S20 - HEAVY DUTY 

Hermetically sealed version of Series 26, equipped with heavy duty con­
struction, offering contacts rated at 25 amps. Relay operates at 115 V AC 
nominal, and offers a standard OPOT construction. Can be externally wired 
for double-make or break arrangements .• Excellent for all industrial and 
other remote power controls. Mounting: 4 #6-32 studs on 1¥4" x 11fa" 
centers. 

Relay 
. Type 
2&520 

Contact 
Arrangement 

DPDT 

Contact 
Rating 
(Amps) 

25 

Coil 
Voltage 

115 V AC 
1-10 

$14,10 Net 

SEE COMPLETE ENGINEERING SPECIFICATIONS ON PAGES 1065-1067 

T 
1%" 

1 

#26S01 - MEDIUM POWER 
Hermetically sealed Series 26 relay. OPOT contacts-rated at 10 amps. 115 
V AC nominal coil operation. Equipped with octal plug-in. Small en.closures. 
Mounting: 8 pin octal plug-in. 

Relay 
Type 

26501 

Contact 
Arrangement 

DPDT 

Contact 
Rating 
(Amps) 

10 

Coil 
Voltage 

115 Y AC 
1-10 

$12.85 Net 

1-7/16"· 

J. 

SM004F - 400' CYCLE 
Special version of Series M relay equipped with internal rectifiers. Nominal 
operation-110 V AC, 400 cycle (this relay can be used on frequencies as low 
as 60 cps). 4POT contacts rated at 3 amp. Excellent Vibration and shOCk 
characteristics. Solder lug terminals. Mounting: 3 #6-32 studs on 15/16" 
x 1-3/16" centers. 

Relay Contact 
Type Arrangement 

SM004F I 4PDT I 

Contact 
Rating 
(Amps) 

Coil 
Voltage 

115 Y Ac-400 cps 
1-10 

$13.60 Net 

All prices and specifications are subject to change without notice. Prices shown are for 
quantities of 1-10. Consult a Kurman Sales Agency for discounts on larger quantities. 
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SECTION 4500 

relays-engineering specifications 
Complete electrical operating characteristics of all standard stock r"elays available off-the-shelf at factory prices. 

SENSITIVE DC RELAYS 
(s .... "'ustrations ancl Dimensions on Pr .. c .... cllng Pag .. s} 

Relay Resistance Contact Call 
lmpreg. No. 0%11, Arr'anglem •• nts 11--:::--c:-r--:""''-::,--4~~~ 

T002.2000 2000 DPDT 
DPDT 
DPDT 

TOO2-5000 
T002.8000 

3100C3S 
310DC37 
310DC40 
310DC42 
310DC44 

S1CA37D 
51CA40D 
S1CA42D 
51CA43D 
51CB44D 

S2C.SOO 
S2C·2500 
52C·5000 
S2C·8000 
52C· 10000 

54C·500 
54C·2S00 
54C·5000 
54C.8000 
54C·l0000 

5D1CA37D 
5D1CA40D 
SD1CA42D 
SD1CA43D 
SD1CB44D 

5D2C.500 
5D2C.2500 
SD2<:-5000 
5D2C·8000 
5D2<:-10000 

5D3C·500 
5D3C.2S00 
5p3C.5000 
5D3C·8000 
5D3C·l0000 

5000 
8000 

470 
1200 
4680 
11700 
29250 

SOO 
2000 
SOOO 
8000 
13000 

SOO 
2500 
5000 
8000 
10000 

500 
2500 
SOOO 
8000 
10000 

SOO 
2000 
5000 
8000 
13000 

500 
2500 
5000 
8000 
10000 

500 
2500 
5000 
8000 
10000 

SPDT 
SPDT 
SPDT 
SPDT 
SPDT 

SPDT 
SPDT 
SPDT 
SPOT 
SPDT 

DPDT 
DPDT 
DPDT 
DPDT 
DPDT 

4PDT 
4PDT 
4PDT 
4PDT 
4PDT 

SPDT 
SPDT 
SPDT 
SPOT 
SPDT 

DP'DT 
DPDT 
DPDT 
DPDT 
DPDT 

3PDT 
3PDT 
3PDT 
3PDT 
3PDT 

2.3 

2.1 
1.3 
0.65 
0.41 
0.26 

4.5 
2.3 
1.4 
1.2 
0.6 

20 
8.8 

6.3 
5.0 
4.4 

28.2 
12.6 
8.9 
7.0 
6.3 

4.5 
2.3 
1.4 
1.2 
0.6 

20 
8.8 

6.3 
5.0 
4.4 

24.4 
10.9 
7.7 
6.0 
5.4 

22 
18 

65 
41 
20 
13 
8 

63 
32 
20 
16 
12 

63 
28 
20 
16 
14 

63 
28 
20 
16 
14 

63 
32 
20 
16 
12 

63 
2B 
20 
16 
14 

63 
28 
20 
16 
14 

0.8 

1.2 
0.5 
0.3 

0.2 

2.8 
1.3 
0.9 
0.7 
0.6 

1.2 
0.5 

0.2 

25 
1.1 
0.7 
0.6 
0.5 

5 

5 

2.3 
2.3 
2-3 
2-3 
2-3 

2.3 
2-3 
2.3 
2-3 
2-3 

S. 16 3-8 
S. 16 3-8 
S. 16 3-8 
S. 16 3-8 
S. 16 3-8 

S. 16 3-8 
S. 16 3-8 
S. 16 3-8 
S. 16 3-8 
S. 16 3-8 

2·3 
2-3 
2-3 
2-3 
2-3 

8-16 3-8 
8-16 3-8 
8-16 3-8 
8-16 3-8 
8-16 3-8 

8-16 3-8 
8-16 3-8 
8-16 3-8 
8-16 3-8 
8-16 3-8 

2 

2 

0.5 
0.5 
0.5 
0.5 
0.5 

2 
2 
2 
2 

5 
S 
5 
S 
S 

5 

5 

5 

5 

5 

2 
2 
2 
2 
1 

5 
5 

5 
5 

5 

5 
5 

S 
5 
5 

2 
2 

2 
2 
2 
2 

5 
5 
5 
5 

5 

5 
5 
S 
S 
5 

2 
2 
2 
2 

5 
S 
S 
5 
5 

5 
5 
5 
5 
5 

no 

no 

no 

yes 

yes 
yes 

no 

yes 
yes 
yes 
yes 

no 

yes 
yes 
yes 
yes 

no 

yes 
yes 
yes 
yes 

no 

yes 
yes 
yes 
yes 

no 

yes 
yes 
yes 
yes 

no 

yes 
yes 
yes 
yes 

NOTES: • Voltage rating of cllrrent operated relays is specified at nominal resistance and may vary directly with actllOl resi.tance 
* * Cunent rating of voltage operated r.lay. i. specified at nominal re.is~nc. and may vary inver •• ly with actual r •• i.tance 

t When energized from a high Impedance p_er sowce. 

© U.C.P., Inc. 

t t For timing pwp""e., nominal cwrentls considered 5% above pIIII.in current 
+ All ratings are for 100,000 operations minimum, with r .. istive load. 

++ Not specified uses two internal rectifiers. Varies with sowce frequency ranging 47-440 CPS 
All figures are based on "2QoC. ambient temperature operation. 

ALL SHADED AREAS ARE APPROXIMATE VALUES 

See preceding pages for syabo descriptions 
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SECTION 4500 

relays-engineering specifications (continued) 

Complete electrical operating characteristics of all standard stock relays available off-the-shelf at factory prices. 

DC RELAYS 

Reloy Resistance 
No. (ohms) ±10" 

5 9 10 10 
9 18 10 10 
18 36 10 10 
75 140 10 10 
5 9 10·15 5-10 10 10 
9.5 18 H)· 15 5-10 10 10 
20 36 H)·IS 5-10 10 10 
80 140 1<J.1S 5-10 10 10 

17 3POT 5 7 1<J.15 5-10 10 10 
68 3POT 10 14 1<J.15 5-10 10 10 
270 3POT 20 28 1<J.15 5·10 10 10 
6800 3POT 90 140 1<J.15 5-10 10 10 

261C60C 43 SPOT 5 6 13 0.5 1<J.15 5-10 20 "20 
261C120C 170 SPDT 9.5 12 26 1.0 1<J.15 5-10 20 20 
261C240C 680 SPOT 18 24 52 2.0 1<J.15 5·10 20 20 
261Cl10DC 6800 SPOT 70 110 165 10 1<J.15 ~·IO 20 20 
262C60C 27 OPDT 5 6 10 0.5 1<J.15 5-10 20 20 
262C12DC 108 OPOT 9.5 12 21 1.0 1<J.15 5-10 20 20 
262C240C 428 OPOT 18 24 41 2.0 1<J.15 5·10 20 20 
262Cl10DC 6800 DPDT 80 110 165 10 1<J.15 5-10 20 20 
263C6DC 17 3PDT 4.5 6 8 0.5 1()'15 5-10 20 20 
.263C12DC 68 3PDT 9.5 12 16 1.0 1()'15 5-10 20 20 
263C24DC 270 3PDT 20 24 33 2.0 1()'15 5-10 20 20 
263CllODC 6800 3PDT 85 110 165 10 1<J.15 5-10 20 20. 

L2C6DC o roT 5 6 10 0.5 1<J.15 5-10 20 30 
DPDT 9.5 12 21 1.0 1<J.15 5-10 20 30 
DPDT 20 24 41 2.0 1<J.15 5·10 20 30 
DPDT 80 110 165 10 1<J.15 5-10 20 30 
DPDT 10 0.5 1<J.15 
o PDT 21 1.0 1<J.15 
DPDT 41 2.0 1()'15 
DPDT 165 10 1<J.15 
'6PDT 8 0.5 1<J.15 
3PDT 16 1.0 1<J.15 
3PDT 33. 2.0 1<J.15 
3PDT 165 10 1<J.15 

A 004· 12 4POT 15-20 
A0Q4.24 4PDT 15-20 
AOO4-11 0 4PDT 15·20 
EOO4·6 4PDT 15 15·20 
E004-12 4PDT 30 15·20 
E004·24 4PDT 60 15-20 
E004·110 4PDT 240 15·20 
M0Q4.6 4PDT 11 15-20 
MOO4·12 4PDT 22 15·20 
MOO4·24 4PDT 44 15-20 
M004·11 0 4PDT 220 15·20 
AS2·6 DPDT 20 rs·20 
AS2·12 DPDT 37 15-20 
AS2·24 DPDT 77 15·20 
AS2· 11 0 DPDT 300 15·20 

DPDT 15-20 
DPDT 15-20 

6 7.2 0.3 5 3·5 2 2 

6.7 12 14.5 0.7 5 3-5 2 2 

24 30 1.3 5 3-5 2 2 

current relays Is at nominal ,e.i.tance and .may V9ry directly with actual resistance 
voltage operated relays Is .p.c~fied at nomInal resistance and may vary Inversely with actual resistance 

from a high. Impedance power source. . , 
tt purposes, nominal current i. considered 5% above pun .. ln current 
+ rotlngs are for 100,000 operations minimum, with resistive load 

++ Not specified uses two internal rectifiers. Varies with source frequency ranging 47·440CPS 
All ligures ore basecl On 20" C. ambient temperature 

LL SHADED VALLES 
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no 
no 
yes 

no 
no 
no 
yes 

no 
no 
no 
yes 

no 
no 
no 
yes 

no 
no 
no 
yes 

no 
no 
no 
yes 

no 
no 
no 
yes 

QO 
no 
no 
yes 

no 
no 

no 
no 
no 

no 
no 
no 
no 

no 
no 
no 
yes 

no 
no 
no 
no 

no 

no 

no 

no 
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Relay 
No. 

3210C78 
321OC81 
3210C84 
321OC91 

51C83A 
51C86A 
51C89A 

501C83A 
501C86A 
501C89A 

26D1C6AC 
26D1C12AC 
26D1C24AC 
2601C115AC 
26D1C230AC 
2602C6AC 
2602C12AC 
2602C24AC 
2602Cl15AC 
2602C230AC 
2603C6AC 
2603C12AC 
2603C24AC 
.2603C115AC 
2603C230AC 

261C6AC 
261C12AC 
26lC24AC 
26lCl15AC 
261C230AC 

262C6AC 
262C12AC 
262C24AC 
262C115AC 
'262C2301\C 
263C6AC 
263C12AC 
263C24AC 
263C115AC 
263C230AC 

26L2C6AC 
26L2C12AC 
26L2C24AC 
26L2Cl15AC 
26L2C230AC 

252C6AC 
252C12AC 
252C24AC 
252C115AC 
253C6AC 
253C12AC 
253C24AC 
253C115AC 

26501 

26520 

SECTION 4500 

relays-engineering specifications (continued) 

Complete electrical operating characteristics of all standard stock relays available off-the-shelf at factory prices. 

19 
73 
292 
7300 

32 
125 
500 

32 
125 
500 

3 
12 
49 
1200 
4900 
3 
12 
49 
1200 
4900 
3 
12 
49 
1200 
4900 

2.7 
11 
43 
1080 
4280 

2.5 
10 
39 
980 
3900 
2.5 
10 
39 
980 
3900 

2.5 
10 
39 
980 
3900 

2.5 
10 
39 
980 
2.5 
10 
39 
980 

980 

980 

AC RELAYS 
see Preceeaing Pages) 

SPOT 59 5.2 6 17 16 16 
SPOT 29 10 12 33 16 16 
SPDT 15 20 24 66 16 16 
SPDT 3.2 95 115 300 16 16 

SPDT 64 4.7 6 9.1 16 16 
SPDT 32 9.3 12 18 16 16 
SPOT 16 18.5 24 36 16 16 

SPDT 64 4.7 6 9.1 16 16 
SPDT 32 9.3 12 18 16 16 
SPOT 16 18.5 24 36 16 16 

AC MEDIUM POWER RELAYS 
SPOT 675 5.5 6 6.8 16 16 
SPOT 335 9.5 12 13.5 16 16 
SPDT 170 21 24 27 16 16 
SPOT 35 90 115 130 16 16 
SPOT 17 190 230 260 16 16 
OPOT 675 5.5 6· 6.8 16 16 
OPOT 335 9.5 12 13.5 16 16 
OPOT 170 21 24 27 16 16 
DPDT 35 95 115 130 16 16 
DPDT 17 190 230 260 16 16 
3PDT 675 5.5 6 6.8 16 16 
3DPT 335 10.5 12 13.5 16 16 
3POT 170 22 24 27 16 16 
3POT 35 95 115 130 16 16 
3PDT 17 195 230 260 16 16 

SPOT 835 5.2 6 7 16 16 
SPOT 417 9.5 12 14 16 16 
SPOT 208 20 24 28 16 16 
SPOT 44 95 115 130 16 16 
SPDT 22 190 230 260 16 16 

OPOT 675 5.5 6 6.9 16 16 
OPDT 335 10 12 14 16 16 
OPDT 170 21 24 27 16 16 
OPDT 35 95 115 130 16 16 
DPDT 17 195 230 270 16 Hi 
3POT 675 5.5 6 6.9 16 16 
3PDT 335 10.5 12 14 16 16 
3PDT 170 21 24 27 16 16 
3PDT 35 95 115 130 16 16 
3PDT 17 190 230 270 16 16 

DPDT 675 5.5 6 6.9 16 16 
OPDT 335 10 12 14 16 16 
DPDT 170 21 24 27 16 16 
OPDT 35 95 115 130 16 16 
OPDT 17 190 230 270 16 16 

OPDT 675 5.5 6 6.9 16 16 
DPDT 335 10 12 14 16 16 
DPDT 170 21 24 27 16 16 
OPOT 35 95 115 130 16 16 
3POT 675 5.5 6 6.9 16 16 
3PDT 335 10.5 12 14 16 16 
3POT 170 21 24 27 16 16 
3POT 35 95 115 130 16 16 

AC HERMETICALLY SEALED RelAYS 
OPOT 

DPDT 

35 

35 

95 

95 

115 

115 

130 

130 

16 

16 

16 

16 

2 2 
2 2 
2 2 
2 2 

2 2 
2 2 
2 2 

2 2 
2 2 
2 2 

10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 10 
10 . 10 
10 10 

20 20 
20 20 
20 20 
20 20 
20 20 

20 20 
20 20 
20 20 
20 20 
20 20 
20 20 
20 20 
20 20 
20 20 
20 20 

30 30 
30 30 
30 30 
30 30 
30 30 

1.5 KW RF 

l 
{ lC-20 amp 

2C-1.5 KW, RF 

10 

25 

~ 

10 

25 

Coil 

no 
no 
no 
yes 

no 
no 
no 

no 
no 
no 

no 
no 
no 
no 
yes 
no 
no 
no 
no 
yes 
no 
no 
no 
no 
yes 

no 
no 
no 
no 
yes 

no 
no 
no 
no 
yes 
no 
no 
no 
no 
yes 

no 
no 
no 
no 
yes 

no 
no 
no 
no 
no 
no 
no 
no 

no 

no 

SM004F ++ 4POT ++ 115 130 20 20 3 3 no 

ORDERINr. INFORMATION: Relays P~EVIOUSLY ORDERED are readily identified by the Kurman type number, which Is· 
placed an the relay. Please include this number when re.ardering. 
Relays shown on these pages are STANDARD relays in stack for immediate shipment. From 
these pages a relay can be chosen meeting the needs of most electrical or electronic applications! 
VARIATIONS of these relays, are available, as shawn in our GS catalog, with slightly 
extended del ivery schedules. 
Please SPECIFY the Kurman relay type and coil voltage or resistance, AC or DC. 

CONTACT LEGEND; S-Single; D-Double; P-Pole; T-Throw; N-Normally; O-Open;C-Closed. 
All prices and specifications are subject to change without notice. 

See preceding pages for symbol descr.pt .• ons 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown . 

• 

ORDER:/NG 
Since previous editions of. The . MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition a!!d page number, alsqthe catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 4500 

CRAFT RELAYS 
Immediate Delivery from STOCKING DISTRIBUTORS 

All prices and specifications effective June 1, 1961 and subject to 
change without n.-otice. 

W88AXl 

10 ampS 
SPOT 

All contact ratings are based on 115 volts, 60 cycles, non-inductive load. 

ORDER BY CATALOG NUMBER. All Stock Relay Carton Labels 
carry Catalog Number; Contact Combination and Rating; Coil Voltage 
or Current. 

All enclosed relays are identified by catalog number and wiring diagram. 

NOTE: Order MAGNECRAFT STOCK RELAYS from STOCKING 
DISTRIBUTORS. Their supplies are supplemented by complete stocks 
maintained at the MAGNECRAFT plant in Chicago. 

All Purpose MAGNECRAFT RELAYS 

tWlrlng Diagrams for small AC"DC Plug·ln Relays 
with Ene. 40·279 "see·thru" plastic cover., 

tWO,1 SPOT. S·pin WO·2 OPOT, S'pin 

Small AC·DC 
General Purpose 'Relay 

Open Type Relay. Has 10 
ampere silver alloy contacts. 
Tinned solder terminals, spaced 
for easy wiring. One #6-32 
tapped mounting hole with lo­
cating boss. Weight, 2 ounces. 

1% I, 1'A6 w, I~ h. 

Class 88 is basically a clapper type relay that is similar to and 
interchangeable with many relays made by others. The BIG 
DIFFERENCE is the Class 88 has been developed to maintain 
the high .standards of reliability users have learned to expect from 
MAGNECRAFT Telephone Type Relays. The result is reliability, 
stability of adjustment and long life at reduced cost for a great 
Tange of application. 

For the first time in a relay of this type, the MAGNECRAFT 
Class 88 has a rugged, pin type armature hinge with centerless 
ground stainless steel pin and heavy duty yoke with precision 
reamed bearing surfaces; this is the hinge design used on the 
finest telephone type relays to stabilize adjustment through long 
wear life, reduce friction and improve contact effectiveness. Other 
features include fiber glass melamine insulation to provide high 
di·electric strength and greater resistance to humidity and tem· 
perature change; independently riveted; ruggedized coil terminals; 
riveted contacts with ,built·in contact wipe. 

The many refinements plus MAGNECRAFT quality control and 
inspection standards produce relays so outstanding you can see 
the difference. 

fWD is abbreviation for Wiring Oiagram 

MAGNECRAFT ELECTRIC CO., 

CD U,C.P., Inc. Net 

1% x 

Small AC·DC 
Plug·in Relay 

With "see·thru" 
plastic cover 

1% x 2~ h* 

Ene. 40.279 polystyrene dust cov .. r housing Class 88 all 
purpose relay with 8- or ll·pin standard octal plug. Silver 
alloy contacts, 10 ampere rating. Weight, 3 ounces. 

I 0 ampere silv'" alia, contact. 
contact COIL OPEN RELAY WITH ENCLOSURE 40-271 

arrange· 
ment vall. or res. nominal Cal. Cal. 

current ohms power No. NET No, Plug NET 

alternating current voltage actuated 
6VAC WSSAXI 3,35 WSSACPXI 5.50 

12VAC WSSAX2 3.35 WSSACPX2 5.50 
SPDT 24VAC 3 VA W8SAX3 3,40 WS8ACPX3 8·pin 5.55 
tWD·I 115VAC W8SAX4 3.55 WSSACPX4 5.70 

6VAC WSSAX5 3.S5 WSSACPX5 6.24 
12VAC WSSAX6 3.95 WSSACPX6 6.24 

DPDT 24VAl: 3 VA WSSAX7 4.00 WSSACPX7 S·pin 6.29 
WO-2 I15VAC WSSAXS 4.15 WSSACPXS 6.44 

6VAC WSSAX9 4.35 W8SACPXS 7.66 
12VAC WSSAXIO 4.35 WSSACPXIO 7.66 

3PDT 24VAC 3 VA WSSAXll 4.40 WSSACPXll ll'pin 7.S1 
WO·3 I15VAC WSSAXI2 4.55 WSSACPXI2 7.96 

direct current voltage actuated 
6VDC 25 WSSX2 3.20 WSSCPXI 5.35 

12VOC 100 WSSX3 3,20 WSSCPX2 5.35 
SPDT 24VOC 400 1.5W WSSX4 3.25 W88CPX3 8·pin 5.40 
tWO· I 1l0VOC SOOO WSSX5 3.S0 WSSCPX4 5,95 

6VDC 25 WS8X6 3.55 WSSCPX5 5.S4 
12VOC 100 WSSX7 .3.55 WSSCPX6 5,S4 

DPDT 24VDC 400 1.5W W8SXS 3,60 WSSCPX7 S·pin 5.89 
,WO·2 HOVOC SOOO , WS8X9 4.15 WSSCPX8 6.44 

6VOC 25 WSSXIO 3,95 WSSCPXS 7.21 
12VOC 100 WSSXll 3.95 WSSCPXIO 7.21 

3PDT 24VOC 400 1.5W WSSXI2 4.00 WSSCPXll ll'pin 7.26 
WO·3 1l0VOC SOOO WSSXI3 4.55 WSSCPXI2 7.81 

DC current actuated for plate circuit operation 
7,2 MA 2500 WSSXI4 3.75 WSSCPXI3 5.90 

SPDT 5,0 MA 5000 125MW WSSXI5 3.85 WSSCPXI4 S·pin 6.00 
tWD·I 3.6 MA 10000 WSSXI6 4.25 WSSCPXI5 6.40 

10 I'llA 2500 WS8XI7 4.01 WSSCPXI6 6,30' 
DPDT 7.2 MA 5000 250MW WSSXIS 4.11 WSSCPX17 S·pin 6,40 
WO-2 5 MA 10000 WSSXI9 4.51 WSSCPXIS 6.80 

12,3 MA 2500 WSSX20 4.44 WSSCPXI9 7.70 
3PDT S.7 MA 5000 375MW WSSX21 4.54 WSSCPX20 ll·pin 7.S0 
WO-3 6.1 MA 10000 WSSX22 4.94 W8SCPX21 8.20 

h* is overall dimension above socket 

Chicago 30, Illinois 
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Sub·miniature-OC-3 amps. 

l''m I. "MW. l~ h. max. 

Class 33 midget sub·miniature; the small· 
est telephone type MAGNECRAFT Relay 
and one of the smallest telephone type 
relays on the market. Class 33 is also the 
fastest . operating and. inherently more 
shock resistant and vibration resistant. 
Long life, reliability and accuracy fit 
Class 33 relays for a wide range of small 
space requirements. They are extensively 
used for aircraft, computer and mobile 
applications where small size, light weight 
and resistance to shock and vibration are 
essential. 
Palladium contacts; 3 ampere rating. 
Fom 4-40 tapped mounting holes on % x 
% centers. Weight, 1 OUnce. . 

contacts voltage res. nominal Cat. 
3 amps. DC ohms power No. NET 

6VDC. 17 W33X237 4.87 
12VDC 75 W33X238 4.87 

DPDT 24VDC 280 2.0W W33X239 4.92 
HOVDC 6500 W33X240 5.50 

6VDC 17 W33X241 6.58 . 
12VDC 75 W33X242 6.58 

4DPT 24VDC 280 2.0W W33X243 6.63 
HOVDC 6500 W33X244 7.23 

Miniature-OC-5 amps. 

Class 11 miniature telephone type 
MAGNECRAFT Relay is a small, fast act· 
ing space saving relay that has BIG relay 
reliability, accuracy and long life. The 
Class 11 is extensively used to replace 
larger relays with completely satisfactory 
results where space is limited or weiiht 
saving is needed. 
Silver alloy contacts; 5 ampere rating. 
Tinned solder terminals with easy-to-wire 
spacing. Four 4-40 tapped mounting holes 
on %.x ~6 centers. Weight, 3 ounceS. 

contacts volt. or res. nominal Cat. 
5 amps. current ohms power No. NET 

6VDC 25 WllX505 6.78 
12VDC 100 WllX506 6.83 

4PDT 24VDC 400 1.5W . WllX507 6.83 
HOVDC 9000 WllX508 8.07 

6VDC 13 W11X509 9.49 
8PDT 12VDC 56 2.5W W11X510 9.49 

24VDC 2SO WllX511 9.54 
1I0VDC 5000 W11X512 10.12 

DC current actuated for plate circuit operation 
DPDT 5 MA 10000 250MW WIlX513 6.16 
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. SECTION 4500 .1 

Telephone Type· Relays 
Small-AC·OC-Twin Contacts 

2'Ao I. 1% w, 1% h, max. 

Class 22T -miniature long form relay with 
accuraoy reliability and long life equal 
and sometimes superior to larger relays. 
A unhue, pin type armature hinge of 
heavy duty design and precision construc­
tion assures stabilized adjustment through 
millions of operations. Twin Palladium 
contacts with long, flexible bifurcated con· 
tact springs assure the ultimate in switch. 
ing reliability. 
Twin Palladium contacts, 4 ampere rat­
ing. All mounting and wiring at heel end. 

. Tinn'id solder terminals with easy-to-wire 
spacing. Two #6-32 tapped mounting 
holes on % centers. Weight, 5 ounces. 

contacts volt. or res~ nominal 
4 amps. current ohms power 

Cat. 
No. 

alternating current voltage actuated 

NET 

DPDT 115VAC 500 5VA W22ATXI2 5.94 

direct current voltage actuated 

6VDC 20 2.0W W22TX267 8.44 
4PDT 12VDC 80 2.0W W22TX268 8.44 

24VOC 375 l.5W W22TX269 8.49 
HOVDC 8000 1.5W W22TX270 9.97 

6VnC 12 W22TX271 11.87 
BPDT 12VDC 50 3.0W W22TX272 11.87 

24VDC 225 W22TX27i, 11.92 
1I0VDC SOOO W22TX274 .12.91 

DC current actuated for plate circuit operation 
4.5 MA 5000 W22TX276 5.91 

SPDT 6.0 MA 2700 100MW W22TX277 5.24 
3.2 MA 10000 W22TX278 6.18 

DPDT 4.5 MA 10000 200MW W22TX275 6.93 

contacts Voltage res. 
5 a~ps. ohms 

nominal 
power 

Cat. 
No. NET 

--~------------------
alternating current voltage actuated 

DPDT 115VAC 500 5VA W22CPX60 
WD·5 

direct current voltage actuated 
6VDC 20 2.0W W22CPX44 

SPDT 12VDC 80 2.0W W22CPX45 

fWD·4 1~~~gg 8g~~ l:~~ ~~~g~~!~ 
~ 6VDC -W .2.0W· W22CPX48 
DPDT 12VDC SO 2.0W W22CPX49 
WD·5 24VDC 375 l.5W W22CPX50 

110VDC 8000 1.5W W22CPX51 

Net 

10.23 

8.73 
8.13 
8.18 

10.02 

9.85 
9.85 
9.90 

11.14 

Medium-AC·OC-Twin Contacts 

2% I, 1% w, 2 liigh, max. 

Class 66T -similiar- to 22T except has 
larger coil for greater sensitivity and! or 
effective switching of more circuits. A 
unique, pin type armature hinge of heavy 
duty design and precision construction 
assures stabilized adjustment through mil· 
lions of operations. Twin Palladium cpn­
tacts with long flexible bifurcated contact 
springs assure the ultimate in switching 
reliability. 
Twin Palladium contacts, 4 ampere rat· 
ing. All mounting and wiring at h,eel end. 
Tinned solder terminals with easY-to.wire 
spacing. Two #6-32 tapped mounting 
holes on %. centers. Weight, 5 ounces. 

contacts volt. or res. nominal Cat. 
4 amps. current ohms power No. NET 

alternating current voltage actuated 
4PDT 115VAC 300 6VA W66ATX2 7.72 

direct current voltage actuated 
6VOC 30 . W66TX23 7.59 

4PDT 12VDC 135 1.0W W66TX24 7.59 
24VDC 540 W66TX25 7.64 

6VDC 20 W66TX29 13.21 
12VDC 85 W66TX30 13.21 

8PDT 24VDC 250 2.0W W66TX31 13.26 
HOVDC 5750 W66TX32 13.84 

DC current actuated for plate circuit operation 
4PDT 5.3 MA 11000 300MW W66TX26 8.96 

8PDT 6.75 MA 11000 SOOMW W66TX27 12.64 

8PDT 8.5 MA 11000 SOOMW W66T2X8 14.25 

Small-AC.DC-Plug·in with 
r,movabl, dust cover 

40·284 enclosure with reo 
movable dust cover housing· 
Class 22 relay with. 8· or 
11-pin standard octal plug. 
Internal bracket supports 
cover and protects relay. 
One· screw holds cover in 
place. Silver alloy contacts, 
5ampere rating. Weight, 6 
ounces. 

contacts vol!. or res. nominal Cat. 
5 amps. current ohms power No. NET 

direct current voltage actuated 

6VDC -zo 2.0W W22CPX52 11.87 
apPT 12VDC 80 2.0W W22CPX53 11.87 
WD·6 24VOC 375 1.5W W22CPX54 11.92 

1l0VDC 8000 l.5W W22CPX55 13.16 

DC current actuated for plate circuit operation 
4.5 MA 5000 W22CPX57 9.36 

SPDT 6.0 MA 2700 100MW W22CPX58 9.02 
fWD·4 3.2 MA 10000 W22CPX59 10.02 

DPDT 4.5 MA 10000 200MW W?2CPXSIi 11.14 
WD·5 
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Hermetically Sealed 
Sub-miniature 

DC 5 amps. 

''m x I''m x 141M h* 

40·157 enclosure, hermetically sealed, 
housing Class 33 miniature relay with 8· 
or 14-pin high compressibn, glass insu­
lated, solder terminal header. Silver alloy 
contacts, 5-ampere rating. Three 4-40 
tapped mounting holes on Ih x 1 centers. 
Weight, 3 ounces. 

contacts voltage res. nominal 
5 amps. DC ohms power 

6VDC 17 
12VDC 75 

DPDT 24VDC 280 2.0W 
tWD·8 1l0VDC 6500 

6VDC 17 
12VDC 75 

.PDT 24VDC 280 2.0W 
WD·9 1l0VDC 6500 

Hermeti,,_ ':y Sealed 
Miniature 

DC 4 amps. 

I''m diameter x 2''m 

Cat. 
No. NET 

W33HSX177 13.21 
W33HSX178 13.21 
W33HSXI79 13.26 
W33HSXI80 13.87 

W33HSXI81 16.65 
W33HSXI82 16.65 
W33HSXI83 16.70 
W33HSX184 17.36 

40·101 enclosure, hermetically sealed, 
housing Class 11 miniature relay with 
standard 8-pin octal plug. Silver alloy con­
tacts,4 ampere rating. Weight, 5 ounces. 

contacts volt. or res. nominal Cat. 
4 amps. current ohms power No. NET 

6VDC 25 WIlHPX81 9.86. 
12VDC 100 WIl HPX82 9 91 

DPDT 24VDC 400 1.5W Wll HPX83 9:91 
WD·S 1l0VDC 9000 Wll HPX84 11.15 

6f current actuated lor plate circuit operation 
~~~l 5 MA 10000 250MW WllHPX85 11.15 

45·176 removable dust cover with Class 
22 relay and 20-pin octal plug. Hold­
down bracket permits mohnting in any 

. position. Internal bracket supports cover. 
One screw holds cover. Rubber gasket 
seals out dust. Silver alloy contacts, 5 am­
pere rating. Hold down bracket has two 
mounting holes for 6-32 screws on 221k2 
centers. Weight, 8 ounces. 

SECTION 4500 

40·102 enclosure, hermetically sealed. 
housing Class 11 miniature relay with 
14-pin, high compression, glass insulated 
solder terminal header. Silver alloy con­
tacts, 5 ampere rating. Three #6-32 NC-2 
threaded mounting studs on 1%6 x 1%6 
centers. Weight, 6 ounces. 
contacts volt. or ~~~~~~~----res. nominal Cat. 
5 amps. current ohms power No. NET 

'. 

2'5 WIlHSX321 15.92 6VDC 

4PDT 
12VDC 100 WllHSX322 15.97 
24VDC 400 1.5W WllHSX323 15.97 

WD-9 1l0VDC 9000· WIIHSX324 17.06 
DC current actuated for plate circuil operation 

DPDT 5 MA 10000 250MW \Vll H)(S325 13.70 
WD-8 

Hermetically 
Sealed 

Miniatllre 
DC 

5 amps. 

I"MxI4~ 

x 2% h* 

sealed, 
housing Class 11 miniature relay with 
20-pin high compression glass insulated 
solder terminal header. Silver alloy con­
tacts, 5 ampere rating. Three #6-32 NC-2 
threaded mounting studs on lh x 11%2 
centers. Weight, 6 ounces. 
contacts res. nominal Cat. 
5 amps. voltage ohms power No. NET 

6VDC 13 WllHSX326 19.91 

BPDT 
12VDC 56 

2.5W 
WllHSX327 19.91 

24VDC 280 IYllHSX328 19.96 
WD-IO llOVDC 5000 Wll HSXa29 20.18 

Small-DC-Plug-In 
with 

removable dust cover 

1~. X 2' IA. x 3'% h* 

contacts res. 
5 amps. voltage ohms 

6VDC 12 
8PDT 12VDC 50 
WO·7 24VDC 225 

11 OVDC 5.OQO 

nominal Cat. 
power No. NET 

W22CPX61 16.72 
3.0W W22CPX62 16.72 

W22CPX63 16.77 
W22CPX64 t7.35 

Hermetically Sealed 
MAGNECRAFT RELAYS 

The purpose of hermetic sealing is to 
provide complete protection against 
moisture, fungus, corrosive elements, 
explosive fumes, dust, grit and tam­
pering. 

MAGNECRAFT Hermetically 
Sealed Relays are manufactured to 
most rigid processing standards, un· 
der conditions of cleanliness and 
sterility that approach the high 
standards of modern hospitals. 

The sealed assemblies are evacu­
ated, purged, evacuated again and 
then filled with a dry, inert gas to 
proper working pressures. 

When processing is complete each 
Hermetically Sealed Relay is checked 
for leaks with a mass spectrometer. 

MAGNECRAFT Sealed Relays are 
permanently labeled with proper 
identification and wiring diagrams. 

Hermetically 
Sealed 

small 
AC-DC 

amps. 

40·158 enclosure, hermetically sealed, 
housing Class 22 relay with 14-pin glass 
insulated solder terminal header. Silver 
alloy contacts, 5 ampere rating. Three 
#6-32 threaded mounting studs on 1%6 x 
Hi6 centers. Weight, 7 ounces. 

contacts res. nominal Cat. 
5 amps. voltage ohms power No. NET 

alternating current voltaRe actuated 

4PDT 115VAC W05VA W22AHSX32 17.30 
WO·9 

4PDT 
WO-9 

direct current voltage actuated 
6VDC 20 2.0W W22HSX144 17.00 

12VDC 80 2.0W W22HSX145 i 7.00 
24VDC 375 1.5W WZ2H;:;XI46 17.05 

1l0VDC 8000 l.5W W22HSX147 18.03 

Plug-in Header tWlring Diagrams Solder Torminal H .. der tWl~a 

~~~ Q~.~ ~ 
COIL COIL. COIL 

tWO-4 SPOT, 8-pin WO-5 DPOT, 8·pin WO-6 3POT, ll-pin 
COil 

WD-7 6POT, 20-pin tWO-8 OJ'OT, 8-hook WO·9 4POT, 14·hook WD-10 6PDT, 20-hook 
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SECTION 4500 

CRAFT Power, Latch-in and 
Special Purpose Rela s 

Small-Power-AC-DC-15 amps. 

IVa I, 115m w, 15m high 

Class IIR extra quality,. high reliability 
clapper type relay with 15 ampere heavy 
duty silver alloy contacts for industrial 
control applications. Has the exclusive 
quality features pf Class 88 relays de­
scribed on page one. Tinned solder termi­
nals. One #6-32 tapped mounting hole 
and locating boss. Weight 3 ounces. 

contacts res. nominal Cal. 
15amps. voltage ohms power No. NET 

6VAC W88ARXI 5.97 
DPDT 12VAC 3VA W88ARX2 5.97 

24VAC W88ARX3 6.02 
115VAC W88ARX4 6.17 

6VDC 25 W88RXI 5.90 
DPDT 12VDC 100 1.5W W88RX2 5.90 

24VDC .400 W88RX3 5.95 
1l0VDC 8000 W88RX4 ·6'.40 

Small-Power-AC-DC-l0 amps. 

2'Ao I, 1% w, 1% hillh, max. 

Class 22R small size, high reliability, long 
life relay with heavy duty 10 ampere sil-
ver alloy contacts and sa!lle pin type arma-
ture hinge as Class 66AR. 
All mounting and wiring at heel end. 
Tinned solder termi,c,als with easy-to-wire 
spacing. Two #6-32 tapped mounting 
holes on % ce~ters. Weight, 5 ounces. 
contacts res. nominal Cat. 
10 amps. voltage ohms power No. NET 

6VAC 2.0 W22ARX38 6.25 
OPDT 24VAC 20 5VA W22ARX39 6.25 

115VAC 500 W22ARX40 6.30 

6VDC 20 W22RX67 6.00 
OPDT 12VDC 88 2.5W W22RX68 6.00 

24VDC 225 W22RX69 6.05 
·llOVDC 5000 W22RX70 6.63 

6VDC 20 W22RX71 8.79 
.PDT 12VDC 80 2.5W W22RX72 8.79 

24VDC 225 W22RX73 8.84 
1l0VDC 5000 W22RX74 9.42 
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Miniature-Power-DC-50 amps. 

1% I, "A. w, I~. h. 

Class 11 D miniature telephone type relay 
with heavy brass contact arms and large 
50-ampere silver alloy, single pole, single 
throw, normally open, double break con­
tacts. The Class 11 is a small size relay 
with big relay reliability, accuracy and 
long life. 
Solder terminals, spaced for easy wiring. 
Four 4-40 tapped mounting holes on % x 
%6 centers. Weight, 3 ounces. 

contacts res. nominal Cat. 
50 amps. voltage ohms power No. NET 

SPST 6VDC 25 WllDX38 5.39 
NO 12VDC 100 1.5W WllDX39 5.45 

double 24VDC 400 WllDX40 5.45 
break 1l0VDC 9000 WllDX41 6.08 

Medium-Power-AC-10 amps. 

Class MAR higlt reliability, long life re­
lay with hellvy duty 10 ampere silver 
alloy contacts for industrial control ap­
plications. Resembles the Class 22R ex­
cept has larger coil. A unique pin type 
armature hinge of heavy duty design and 
precision construction assures st!lbilized 
adjustment through long life and the posi­
tive contact pressure needed for switch­
ing heavy loads. 

All mounting and wrrmg at heel end. 
Tinned solder terminals with easy-to-wire 
spacing. Two #6-32 tapped mounting 
holes on % centers. Weight, 5 ounces .. 

contacts res. nominal Cal. 
10 amps. voltage ohms. power No. NET 

.POT 24VAC 15 6VA W66ARXI0 8.79 
115VAC 300 W66ARXll 9.04 

Net 

Latch-in-Miniature-DC 

Two Class 11 Miniature Telephone Type 
Relays mounted on a common base with 
armatures mechanicaly interlocked. Each 
armature latches when pulled in. Ener­
gizing one armature resets (releases) the 
other. Each relay is complete with DPDT . 
5-ampere silver alloy contacts. The latch­
ing 'levers are alloy steel, heat treated 
and hard chrome plated for reliability and 
long wear. Tinned solder terminals. Two 
#6-32 tapped mounting holes. Weight, 6 
ounces. 

contacts res. nominal Cal. 
5 amps. voltage ohms power No. NET 

6VDC 13 2.7- Wll LX100 14.74 
two 12VDC 56 2.7 WllLXIOI 14.74 

OPDT 24VDC 280 2.0 WllLXI02 14.87 
1l0VDC 5000 2.0 WllLXI03 15.96 

RF Switching - Sub-miniature 

1"m I, ''A. w, l'A. h. 

Class 33F-Class 33 suh-miniature tele­
phone type relay designed especially to 
afford lowest possible capacitance be­
tween springs and to minimize losses at 
high frequencies. Suitable for antenna 
change-over switching. Contact springs 
have ceramic insulation. Contacts are 
Palladium, 2 ampere rating. 

Tinned solder terminals. Four #4-40 
tapped mounting holes on % x % centers. 
Wejght, 1 ounce. 

contacts res. nominal Cal. 
2 amps. voltage ohms power No. NET 

6VDC 28 W33FX20 4.06 
SPOT 12VDC 100 1.5W W33FX21 4.11 

24VDC SOO W33FX22 4.16 
.HOVDC 6500 W33FX23 4.69 

<b U.C.P.,.lnc. 
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AGNECRAFT 
Hermetically Sulld~Plul-ln Mounted Smill-AC Ind DC-
48·101 enclosure, hermetically sealed, 
housing Class 88 high reliability relay 
(see page 1) with standard 8-ptn octal 
plug. Silver alloy contacts, 4 ampere rat­
ing. Weight, 5 ounces. 

Clmtacts res. nominal catalol 
'I amps. voltage ohms power number NET 

alternating current voltale actuated 
DPDT 6VAC - W88AHPX-4 8.59 
WD-2 12VAC W88AHPX-5 8.59. 
In 24VAC 3VA W88AHPX-6 8.64 

.... 1 115VAC W88AHPX-7 8.79 

DPDT 
WD-2 ... 
, ... 1 

direct current voltage actuated 
6VOC 25 W88HPX-3 

12VDC 100 W88HPX-4 
24VOC 400 1.5W W88HPX-5 

HOVOC 8000 W88HPX-6 

8.19 
8.19 
8.24 
9.29 

CIISS 88-4 Imps. 

1-21/32 diameter x 2-11/32 h* 

Small AC 10 Imp. plul-in reilY with neon "ON" Hlht 
Ene. 40-219 polystyrene dust Cover with 8-
o~ l1-pin standard octal plug housing 
Class 88 high reliability relay (see page 
1 ) with bu.ilt-in neon circu.it indicator 
light. Indicator light comes on when coil 
is energized. 
• Eliminates need for expensive pilot 

lamp assemblies • Saves panel space 
• Circuit condition can be seen at a glance 
Silver alloy contacts, 10 ampere rating. 
Weight, 3 ounces. 

contacts wiring 
10 amps. diagrams 

IPDT WO-I" 
DPDT WO-2" 
SPDT WO-3" 

"See page I. 

volt. nominal catalog 
AC power number NET 
115 W88ANCPX-I 6.64 
115 3VA W88ANCPX-2 7.29 
115 W88ANCPX-3 8.81 

pllstle dust liver 

1% 1I1~ x 2% h" 

Micro-Miniature Rotary Relays 
MAGNECRAFT Class 44 Rotary Relays have been developed to pro­
vide increased reliability in the crystal can size. Here are a few of 
many areas in which improvement has been made: 
1. Frame and header assembly of rugged bridge·type construction­

assures greatly increased resistance to distortion from shock, vi­
bration and temperature-to military specification requirements 

2. Balanced armature-minimizes the effect of gravity, shock and vi· 
bration on operating reliability. 

3. Hinge design-oversize, instrument type bearings at BOTH ends. 
a. Minimizes friction for increased seD$itivity and greater contact 

pressure. 
b. Increases operating reliability and life. 

4. The latest and finest developments in high temperature insulation. 
5. Hermetically sealed in inert gas for maximum protection against 

severe ambient conditions. 
Contact combination: Double Pole, Double Throw 
Contact rating: 2 amperes at 28 VDC or 115 VAC, non·inductive. 
Operate·Time: 5 milliseconds maximum with nominal voltage 
Release Time: 3 milliseconds maximum. 

Standard wiring 
diagram for 

Class 44 Relays 

© U.C.P., Inc. 

6.5 
11 
26.5 
38.5 
76 

34 

5~~ i.2W 
1278 
500Q 

Net 

. Enclosed, Micro-.miniature 
Latch-in and Ma nereed Rela s 

Small AC and DC Latch-in Relays 

Two class 88 relays (see page 
1) with interlocking latch-in 
levers mounted on a common 
base. Each armature latches 
when pulled in. Energizing one 
armature releases (resets) the 
other. Each relay is complete 
with independent operating 
coil. Contacts are silver alloy, 
10 ampere rating. Relay coils 
are designed for continuous 
duty operation. Weight 61f2 
ounces. 

2-11/16 max. x 1% x 1-15/16 high max. 

Class 88L Latch-in Re· 
lays are used in circuits 
requiring sustained con· 
tact function, regardless 
of change in coil power. 
A momentary electric 
pulse pulls in and latches 
one relay which releases 
the other. These relays 
have wide application in 

• Memory Circuits 
• Protective Circuits 
• Overload Devices 
• Limit Controls 
• Automatic Controls 

contacts 
10 amps. 

4PDT 

IPDT 

4PDT 

IPDT 

res. nominal catalog 
voltage ohms power number 

alternating current voltage actuated 
6VAC W88AlX-2 

24VAC 6VA W88AlX-3 
115VAC prox. W88AlX-4 

6VAC W88AlX-5 
24VAC 6VA W88AlX-6 

115VAC prox. W88AlX-7 
direct current voltage actuated 
6VOC 12 W88lX-I 

12VOC 50 W88LX-2 
24VOC 200 3W W88LX-3 

110VOC 4000 W88LX-4 
6VOC 12 W88LX-5 

12VOC 50 W88LX-6 
24VOC 200 3W W88lX-7 

110VDe 4000 W88LX-8 

MAGNEREED RELAYS 

NET 

10.90 
11.00 
11.30 
12.55 
12.65 
12.95 

9.85 
9.85 
9.95 

11.05 
IUS 
11.75 
11.85 
12.90 

In this new approach to enduring relay reliability pre·adjustedgold 
contacts are hermetically sealed inside a glass capsule in an atmos· 
phere of inert gas. The contacts are actuated magnetically by a coil 
around ·the hermetically sealed capsule .. 
M ....... d Relays haft many valuable features:. 
• Contacts are permanently sealed from dust, contamination and 

tampering. . 
• Contact resistance is stabilized over long life. 
• Operation is sensitive • Switching is fast. 
• Construction is simple. Magnereed Relays .are easily adaptable to 

mounting configurations as well as grouping to meet multi-pole 
switching requirements. . 

Class 101-Miniature 
MAGNEREED Rllays 

Contact Combination: Single pole, single throw, normally open 
Contacts: Gold-rated 12VA at .250 amp. max. or 100 VAC max. 
Operate time: less than I millisecond. -====;========== 
Release time: less than J.i millisecond. - operate 
Nominal power, 200MW 
Life Expectancy: current volts 

At max. rating, 5 million cycles 
~ max. rating, 20 million cycles 

Weight: 2 ounces 
Overall lenllth, 1 ~, glass length, %, 

outside dlameter, 7/16. 

46MA 
30MA 
20MA 
9MA 

6V 
12V 
24V 

res. catalog NET 
ohms number each 

100 WI0IX-I 7.80 
250 WI0IX-2 8.14 
500 WIOIX-3 8.80 

2500 WI0IX-4 9.71 

Class 102-Standard 
MAGNEREED 

Rlilys 

Contact Combination: Single pole, Single throw, normally open. 
Contacts: Gold-rated 15VA at 1 amp. max. or 250 VAC max. 
Operate time: less than 1 millisecond. Release Time: less than ~ millisecond~ 
Nominal PW8f; lOOMW 
Life Expectaricy: 

At 1I\8X. rating, 20 million cycles . 
~ max. r~ing, 10lt million cycles 
Low load (1/10 amp. at 12V.) 200 
million cycles. 

Weight: 3 ounces 
Overalllenllth 3%, gl.ass length 1-15/16, 

outside dlameter ". 

operate 
current volts 

32MA 
23MA 
14.5MA 
IOMA 
4.6MA 

6V 
12V 
24V 

res. catalog 
ohms number 

100 
200 
500 

2000 
5000 

Wi02X-l 
WI02X-2 
WI02X-3 
WI02X-4 
WI02X-5 

NET 
each 

5.94 
·fl:.o()5 
6.39 
7.71 
7.96 
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SERIES GR GENERAL PURPOSE RELAYS 
Includes Plate and Latching Versions 

Simple, rllgged, low cost relays handling sub­
stantial power for small size. Uncomplicated 
design provides unusual flexibility for mak­
ing connections and mounting. Includes versa­
tile enclosures, also plate and latching versions. 
Wide commercial & industrial use. BASIC RE­
LAY ("GR") All connections terminate on 
barrier type terminal panel on combination 
solder-quick-connect (push-on) lugs which 
accept AMP 110 female connectors. Fixed con­
tacts are integral silver inlay on terminal itself. 
CONTACT RATING: 5 amps at 115 V","C or 
32VDC. Terminal panel design permits use ef 
relay in printed circuit assemblies. CONTACT 
COMBINATIONS: 1, 2 or 3 pole, single or 
double throw (see "Latching Relay" also) • 
Dimensions, 10/16 x 1'0/.32 X P/16" not including 
6-32 threaded mounting stud on relay under­
side for mtg. on up to %" panel. INSULATION 
tested at 1000 VAC. COIL DRAIN: DC Relays, 
1.4 watts; AC Relays, 2.0 volt-amperes. 
ENCLOSED RELAYS (GRTA..:.., GRTT_, GRTP_) 

Three types of clear plastic enclosures. Two 
types are chassis mtg.; one plug-in type. CHAS­
SIS MOUNTING TYPES: "GRTA"-("Terminals­
Above-Chassis" type) 221,44 x 2% X 1.1%," over­
all, has terminal panel opposite to mtg. flange; 
"GRTT"-'( "Terminals-Through-chassis" type) 
2% x Pis", extends 110/16" above chassis, has 
terminal panel o~ same end as mtg. flange, 
requires chassis cutout. PLUG MTG. TYPE: 

tion when, and after, this relay is energized. 
When 2nd relay is energized, first relay restor.es 
and latches 2nd, Permits switching of twice 
the number of circuits and holding without 
current, Unenclosed type "GRLE", 2% x 21112 
x 1%" overall, Enclosed type "GRLETP" in 
clear plastic case with Jones plug P-324-SB, 
3"/16 x 3 x 1¥2" not incl. plug. Plug fits Jones 
Ser. 324 socket. 

COIL DATA 

Contacts Volts Amps Ohms 

SPDT 6VAC .334 4.2 
DPDT 6VAC .334 4.2 
3PDT 6VAC _334 4.2 
-- I 12VAC DPDT .167 17 

3PDT 12VAC .167 17 -- I 24VAC DPDT .084 '65 
3PDT 24VAC .084 65 -----
SPDT 115VAC .0174 1,600 
DPDT 115VAC .0174 1,600 
3PDT 115VAC .0174 1,600 

SPOT I 230VAC 
--

.0087 7,000 
OPOT 230VAC .0087 1,000 
3POT 230VAC .0087 7,000 

f---
SPDT 6VDC .23 26 
DPDT tVDC .23 26 

, 3PDT VDC .23 26 
--~ DPDT .114 105 

3PDT 12VDC .!l4 IDS ---
SPOT 24VDC .060 400 
OPOT 24VOC .060 400 
3PDT 24VOC .060 400 
-----

SPOT 115VDC .0115 10,000 
OPOT 115VOC .0115 10,000 
3PDT I15VOC .0115 10,000 

COIL DATA 
Pull-in 

Contacts Ohms Max. rna. 

SPOT 2,500 7.2 
OPDT 2,500 10 
3POT 2,500 12_3 

SPDT 5,000 5 
OPDT 5,000 7.2 
3POT 5,000 8.7 

SPDT 10,000 3.6 
OPOT 10,000 5 
3POT 10,000 6.1 

Basic 
GR Relay 

GRX-3T 
GRX-tiT 
GRX-9T 

GRX-15T 
GRX-18T 

GRX-24T 
GRX-27T 

GRX-30T 
GRX-33T 
GRX-36T 

GRX-39T 
GRX-42T 
GRX-45T 

GRX-4ST 
GRX-51T 
GRX-S4T 

GRX-60T 
GRX-63T 

GRX-66T 
GRX-69T 
GRX-72T 

GRX-75T 
GRX-78T 
GRX-81T 

"GRTP"-employs octal plug for 1 and 2 pole 
relays; 11-pin plug for 3-pole. The special octal 
plug base is integral with relay for rigidity­
pins meet UL spacing requirements (150V). 
2 ~ x 1% x 1%" not incl. plug. 
PLATE RELAYS-Feature same physical con­
struction as standard general purpose relays 
but are adjusted for. greater sensitivity and 
can be used as electronic circuit controls, for 
example, in the plate circuits of vacuum tubes. 
LATCHING RELAY,....Consists of two GR relays 
with armatures linked so that the n.o. contacts 
of one are mechanically latched in closed posi-

STOCK "GR" RELAYS 

Enclosed Enclosed Enclosed 
Nel$ Above-Chassis Net $ Thru-Chassls Not $ Plug-Base Net $ 
1-24 "GRTA" 1-24 "GRTT" 1-24 "GRTP" 1-24 

3.19 GRTAX-3T 4.57 GRTTX-3T 4.57 GRTPX-3T 5.02 
3.71 GRTAX-6T 5.13 GRTTX-6T 5.13 GRTPX-6T 5.61 
4.20 GRTAX-9T 5.73 GRTTX-9T 5.73 GRTPX-9T 7.05 

3.71 GRTAX-15T 5.13 GRTTX-15T 5.13 GRTPX-15T 5.61 
4.20 GRTAX-18T 5.73 GRTTX-18T 5.73 GRTPX-18T 7.05 

3.71 GRTAX-24T 5.13 GRTTX-24T 5.13 GRTPX-24T 5.61 
4.20 GRTAX-27T 5.73 GRTTX-27T 5.73 GRTPX-27T 7.05 

3.19 GRTAX-30T 4.57 GRTTX-30T 4.57 GRTPX-~ftT 5.02 
3.71 GRTAX-33T 5.13 GRTTX-33T 5.13 GRTPX-33T 5.61 
4.20 GRTAX-36T 5.73 GRTTX-36T 5,73 GRTPX-36T 7.05 

f----
3.59 GRTAX-39T 4.97 GRTTX-39T 4,97 GRTPX-39T 5,42 
4.11 GRTAX-42T 5.53 GRTTX-42T 5,53 GRTPX-42T 6,01 
4.60 GRTAX-45T 6,13 GRTTX-45T 6.13 GRTPX-45T 7.45 

3.02 GRTAX-48T 4.40 GRTTX-48T 4.40 GRTPX-48T 4,85 
3.35 GRTAX-51T 4.77 GRTTX-51T 4.77 GRTPX-51T 5.25 
3.75. GRTAX-54T· 5.28 GRTTX-54T 5.28 GRTPX-54T 6,60 

3.35 GRTAX-60T 4.77 GRTTX-6OT 4.77 GRTPX-60T 5.25 
3.75 GRTAX-63T 5.28 GRTTX-63T 5.28 GRTPX-63T 6,60 

3.02 GRTAX-66T 4.40 GRTTX-66T 4.40 GRTPX-66T 4,85 
3,35 GRTAX-69T 4.77 GRTTX-69T 4.77 GRTPX-69T 5.25 
3.75 GRTAX-72T 5,28 GRTTX-72T 5.28 GRTPX-72T 6.60 

3.62 GRTAX-75T 5,00 GRTTX-75T 5.00 GRTPX-75T 5.45 
3.95 GRTAX-78T 5,37 GRTTX-78T 5.37 GRTPX-78T 5.l5 
4,35 GRTAX-8lT 5,88 GRTTX-8lT 5.88 GRTPX-81T 7.20 

STOCK "GR" PLATE' CIRCUIT RELAYS 
Basic Enclosed Enclosed ~ Enclosed 
Relay Net $ Above-Chassis Net $ Thru-Chassls Net $ Plug-Base Net $ 
"GR" 1-24 "GRTA" 1-24 "GRTT" 1-24 "GRTP" 1-24 

GRX-82T 3.62 GRTAX-82T 5.00 GRTTX-82T 5.00 GRTPX-82T 5.45 
GRX-83T 4.15 GRTAX-83T 5.57 GRTTX-83T 5.57 GRTPX-83T 6.05 
GRX-84T 4.75 GRTAX-84T 6.28 GRTTX-84T 6.28 GRTPX-84T 7.60 

GRX-85T 3.82 GRTAX-85T 5.20 GRTTX-85T 5.20 GRTPX-85T 5.65 
GRX-86T 4.35 GRTAX-86T 5.77 GRTTX-86T 5.77 GRTPX-86T 6.25 
GRX-87T 4.95 GRTAX-87T 6.48 GRTTX-87T 6,48 GRTPX-87T 7.80 

GRX-88T 4.02 GRTAX-88T 5.40 GRTTX-88T 5,40 GRTPX-88T 5.85 
GRX-89T 4.55 GRTAX-89T 5.97 GRTTX-89T 5,97 GRTPX-89T 6.45 
GRX-90T 5.15 GRTAX-90T. 6.68 GRTTX-90T 6,68 GRTPX-90T 8,00 

SPDT 

Through-Chassis 
Mtll. (GRTT) 

Plull-Base 
Mtll. (GRTP) 

DPDT 

3PDT 

Above-Cha •• i. 
Mtll. (GRTA) 

STOCK "GR" LATCHING RELAYS 
Plull Wirinll I :oJ Plull Wirinll ~fP Plu/l Wirinll ,.\ , 

Total COIL DATA (Each Coil) 
Con- Unenclosed 
tacts Volts Amps Ohms "GRLE" 

4PDT 6VAC .334 4.2 GRLEX-IT 
6POT 6VAC .334 4.2 GRLEX-2T ---~ ---
4PDT .167 17 GRLEX-3T 
6POT 12VAC .167 17 GRLEX-4T 

---
4POT 24VAC .084 65 GRLEX-5T 
6PDT 24VAC .084 65 GRLEX-6T 

4PDT 115VAC .0174 1,600 GRLEX-7T 
6POT I15VAC .0174 1,600 GRLEX-8T 

4PDT 230VAC .0087 7,000 GRLEX-9T 
6POT 230VAC .0087 7,000 GRLEX-l0T 

4PDT 6VDC .23 26 GRLEX-IIT 
6PDT 6VOC .23 26 GRLEX-l2T 

4POT i2VDC .114 105 GRLEX-13T 
6PDT 12VDC .114 105. GRLEX-14T 

4PiiT ---
24VDC .060 . 400 GRLEX-15T 

6POT 24VDC .060 400 GRLEX-16T 

4POT 115VDC .0115 10,000 GRLEX-17T 
6POT 115VDC .0115 10,009 GRLEX-18T 
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Enclosed 
Net $ Plug-Base 
1-24 "GRLETP" 

9.96 GRLETPX-lT 
12.04 GRLETPX-2T 

9.96 GRLETPX-3T 
12.04 GRLETPX-4T 

9.96 GRLETPX-5T 
12.04 GRLETPX-6T 

9.96 GRLETPX-7T 
12.04 GRLETPX-ST 

10.76 GRLETPX-9T 
12.84 GRLETPX-l0T 

8.96 GRLETPX-llT 
10.74 GRLETPX-12T 

8.96 GRLETPX-I3T 
10.74 GRLETPX-I4T 

8.96 GRLETPX-I5T 
10.74 GRLETPX-16T 

10.16 GRLETPX-17T 
11.94 GRLETPX-18T 

Net $ 
1-24 

15.84 
18.73 

15.84 
18.73 

15.84 
18.73 

15.84 
18.73 

16,64 
19.53 

14.84 
17.43 

14.84 
17.43 

14.84 
17.43 

16.04 
18.63 

. Relay :0: Relay' '0: Relay ,--",b.O-! SPDT t®'" DPDT La";,.J 3PDT ~,d 
, ~ . '" 

Latchinll (GRLE) 

Enclosed Latchinll 
(GRLETP) 

© U.C.P., Inc. 
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i 

OHMITE ALL-PURPOSE RELAYS 
Also see Model GR Relays 

MODEL DO RELAY 
AC or DC OPERATION 

Ideal for mobile equipment applications 
where severe shock and vibration are en­
countered. Coil drain: 3-watts DC, 6 watts 

60 cycle AC. Contact ratings: 10 amps. at 115 v. AC; 32 
volt DC non-inductive load. Insulation tested at 1500 v. 
AC. Size, (4 pole) 2'14 x 2n- x Hi"; (3 pole) 2'14 x 
1% x IH". 

Coil Data Net 
Siock No. I Coil Data Nel 

Sbick No. Type ITV.A.C. Amps. 1·24 Type V.D.C. Amps. 1·24 
r---------

DOX-SOT 3PDT 6 2.10 $1.81 gg~:m~ 3POT 6 .481 $6.80 
DOX-lIlT 4PDT 6 2.10 8.96 4PDT 6 .481 7.81 
DOX-49T 3PDT 12 1.J3 1.86 DOX-SlT 3PDT 12 .231 6.80 
DOX-lB4T 4PDT 12 1.J3 8.96 DOX-102T 4PDT 12 .231 1.81 
DOX-lIlT 3PDT 24 .51 1.86 DOX-U1T 3PDT 24 .105 6.80 
DOX-lIST 4PDT 24 .51 8.96 DOX-137T 4PDT 24 .105 1.81 
DOX-226T toPST' 115 .110 ·1.83 DOX-93T 3PDT 110 .022 6.80 
DOX-227T 13PST 115 .110 7.13 DOX-lI7T 4POT 110 . 022 1.81 
DOX-4ST 3PDT 115 .110 1.87 DOX-l82T 3POT 220 .014 7.42 
DOX-22IT 14PST 115 .110 8.Q1 DOX-lIIT 4PDT 220 .014 8.49 
DOX-SlT 4PDT 115 .UO 8.96 t Normally open 
DOX-6lT 3PDT 230 .060 1.81 t AC Voltage is 50 cycle 
DOX-l30T 4PDT 230 .060 8.96 " Double Break Contacts 

MODEL DOSY RELAY 
FOR PLATE CIRCUIT OPERATION 

The high operating sensitivity makes the 
DOSY relay adaptable to a wide range of 
electronic control circuits, such as plate 

circuit controls, etc. Other industrial applications may 
be as an overload or underload control where the relay 
would be used in a DC circuit in which it is desirable to 
obtain a signal indication when the control current in­
creases above a predetermined maximum or drops below 
a predetermined minimum. 

The insulation is of high grade, molded phenolic ma­
terial. At 115 v. AC or 32 v. DC, non-inductive load, 
Model DOSY relay has a contact rating of 15 amperes. 

There are two DPDT types, one having 10,000 ohms 
coil resistance (maximum pull-in current of 8 rna. DC); 
the other having 5,000 ohms coil resistance. 

Coil Data 
Stock No. Typo Max. Pull-in 

Net Each 
D.C. Ohms Current 

1·24 

DOSYX-67T DPOT 10,000 8 MA $5.54 
DOSYX-68T DPOT 5,000 U MA 5.54 
DOSYX-69T SPOT 10,000 5 MA 5.11 
DOSYX-70T SPOT 5,000 1 MA 5.11 

MODEL DOS RELAY 
AC or DC OPERATION 

Quality, general-purpose relays originally 
designed to meet rigorous aircraft specs. 
Extremely compact yet rugged. Coil drain: 
2.5 watts DC, 3 watts at 60 cycles AC. Con­

tact ratings: DP, 15 amps. at i15 v. AC or 32v. DC 
non-inductive load; SP, 25 amps. Molded phenolic insula­
tion; tested at 1500 v. AC. 1% x 1% x H~". 

Stock No. Type Coil Data Net I Stock No. Type Coil Data Net 
WAC. Amps . 1·24 V.D.C. mps . 1·24 

DOSX-229T 
I ig~~T' 6 .650 $4.40 DOSX-158T DPDT 6 .550 $4.51 

DOSX-230T 6 .650 4.50 DOSX-66T DPDT 12 .210 4.51 
DOSX-30T OPOT 6 .650 4.97 DOSX-9T DPDT 24 .105 4.51 
DOSX-l6T OPOT 12 .380 4.91 DOSX-237T ISPST' 110 .022 3.99 
DOSX-231T ISPST' 24 .166 4.40 DOSX-238T IDPST 110 .022 4.09 
DOSX-232T IOPST 24 .166 4.50 DOSX-S9T. DPDT 110 .022 4.51 
DOSX-l62T DPDT 24 .166 4.91 DOSX-l77T DPDT 220 .013 5.04 
DOSX-233T ISPST' 115· .043 4.40 --. 

DOSX-234T IDPST 115 .043 4.50 t Normally open 
DOSX-7T OPDT 115 .043 4.91 t AC Voltage is 50 cy.cle DOSX-235T ISPST' 230 .030 4.40 
DOSX-236T IDPST 230 .030 4.50 • Double Break Contacts 
.DOSX-l2T DPDT 230 .030 4.91 

<0 V.c.P., Inc. Net 

MODEL DOS PLUG-IN & ENCL. TYPES 
Model DOS, DPDT 
relay with standard 

DOSPX-IT DOSEPX-5T-

octal plug base, un­
enclosed or enclosed 
types. Enclosed dust­
proof type has drawn 
aluminum cover. 
Overall dimensions, 
exclusive of plug: 
DOSPX-1T-l% x 
2x11%6";DOSEPX-
5T- 21/8 x 2% x 
2 '18". Contacts - 15 
amps. Similar to 
DOSX-7T shown un-
der "DOS Relays" 
below, left . 

_St_o_c_k_N_o_. ________ T~y~p_e_\ vac~CI o~mps. I f-2l 
DOSPX-IT Unenclosed DPDT 115 .043 $6.61 
DOSEPX-5T Enclosed DPDT 115 .043 7.34 

MODEL CRU RELAY 
AC or DC OPERATION 

Precision-engineered, general-application re­
lays. Used in recorders, vending machines, 
etc. Features small size and extremely 

rugged construction. Designed for long life performance. 
Has nickel-silver springs and pure silver contacts. Coil 
drain: 2.75 watts DC, 5.6 watts 60 cycle AC. Contact 
ratings: 5 amps. at 115 v. AC; 32 v. DC non-inductive 
load. Insulation tested at 750 v. AC between all insulated 
metal parts and between insulated metal parts and 
ground. 2"<'. x 2 x 1 ,r~". 

Stock No. Type .~":::~,.~ _. ~ I'~ Coil Data Ne 
V.D.C. Amps . 1·24 

CRUX-l92T SPOT 6 1.20 $2.75 CRUX-l98T""'SPii'f' -6-AO' $2.57 
CRUX-l93T DPDT 6 1.20 3.23 CRUX-l99T DPDT 6 .40 3.03 
CRUX-l71T 4PDT 6 1.20 4.20 CRUX-l33 4POT 6 .40 3.95 
CRUX-l94T SPOT 24 .38 2.75 CRUX-200T SPOT 24 .10 2.51 
CRUX-19ST OPOT 24 .38 3.23 CRUX-20lT OPDT 24 .10 3.03 
CRUX-l96T 4POT 24 .38 4.20 CRUX-l65T 4POT 24 .10 3.95 
CRUX-l97T SPOT 115 .015 2.75 CRUX-202T SPOT 110 .022 3.33 
CRUX-175T OPOT 115 .075 3.23 CRUX-145T OPDT 110 .022 3.19 
CRUX-l63T 4POT 115 .075 4.20 CRUX-137T 4PDT 110 .022 4.11 

t AC Voltage IS 60 cycle 

OHMITE R.F. PLATE CHOKES 
This series of seven 
Ohmite single layer 
wound solenoid radio fre­
quency plate chokes 
covers the entire fre­
quency range of 3 to 520 
megacycles. The four 
highest frequency chokes 
are wound on low power 

. factor plastic cores while 
the other three units 

are wound on steatite tubes. The single layer winding is 
designed to avoid' adverse harmonic effects within the 
recommended operating range and also prevents break­
down 'from high r f potentials .. 

Stock Operating Range Micro- Core Net Each 
Number Megacycles henries Dimensions 1-9 

• Z-7 3 to 20 Me. 84.0 6" x 9-16" $1.37 
Z-14 7 to 35 M~. 44.0 2" x TM" .68 
Z-28 20 to 60 Me. 21.0 1%:" x %;" .57 
Z-50 35 to 110 Me. 7.0 ~"x %" .46 
Z-144 80 to 200 Me. 1.8 %:" x ',{,;" .43 
Z-235 160 to 350 Me. 0.84 ~HX 8,1s" .43 
Z-460 320 to 520 Me. 0.20 "x 5.-U" .43 

Non-magnetic Brackets Furnished with Z-7. The Z-14 
and Z-28 are rated at 600 rna. All others 1000 rna. 
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SECTION 4500 

& ELAV~ 
FILE-O-MATIC Sec. 23 

IN STOCK AT LEADING ELECTRONIC PARTS DISTRIBUTORS 

TELEPHONE 
Relay Page 
BS 1 
LS 1 
LT 1 
MB 2 
MC 2 
MG 2 
MH 2 
ML 2 

SUFFIX 
A 
D 
DD 
G 
L 
M 

INDEX BY TYPE 
PLATE CIR. & 

SENSITIVE 
Relay Page 
GB 2 
KCP 3 
LB 3 
LM 3 
PW 3 
RS 3 
SM 3 
SS 3 

POWER 
Relay Page 
AB 4 
ABC 4 
GF 4 
MR 4 
PM 4 
PR 4 

STANDS FOR 
Alternating Current 
Direct Current 

GEN. 
PURPOSE 

Relay Page 
GA 5 
GP 5 
GP Kit 5 
KA 5 
KHP 5 
KL 5 
KRP 6 
KRp·N 6 

DC in a sealed "0" can 
Silver Cad.·Oxide Contacts 
Plate Circuit 
Sealed in "M" can 

See ordering information on page 7. 

BS SERIES Long coil telephone type. 
Suited for computer and automatic test equip­
ment applications requiring large numbers of 
poles. Tinned. pierced solder type terminals 
for rear panel wiring. Mounting: Two No. 
8·32 NC 2B tapped holes on %." centers. Con­
tacts arms: ,Bifurcated with IAn" dia. twin pal­
ladium contacts. Weight: Approximately 
9 QZS. 

BS DUST COVER Built of sheet steel 
for protection against dust, dirt, mechanical 
damage. A~so provides magnetic and elec­
trostatic shielding, Cover can be, removed 
for n.·}ay inspection. For BS series only, Two 
sizes: Small. will accept up to 6 form C 
(6PDT. BS23); medium, will 'accept up to 
10 form C relay. Both' sizes come complete 
with cover, knob attached, relay bracket, 
two screws and lockwashers. Weight: Small 
6.5 OZS., medil.\m 7 ozs. 
35D188, Small NET $1.80 
35D189, Medium NET $1.80 

LS SERIES Short springs and light weight 
armature provide fast action without sacri­
ficing reliability and long life. Stainless steel 
hinge bearing designed to give 100 million 
operations. Tinned, pierced solder type ter­
minals, Mounting: Two No. 6-32 tapped 
holes on %," centers. Bifurcated contact arms 
with ]Ao" din. twin palladium contacts. 
'Weight: Approximately 4 ozs. 

L T SERI ES A fast acting. inherently reo 
liable telephone type relay with a long coil. 
Armature has a full width hinge hearing 
capable of 50 million mechanical operations. 
Has single contact arms with [Xli" din. pal­
ladium contacts rated at 3 amps. DC coils 
only. Mounting: Two 8·32 tapped holes on 
%," centers. Weight: 12 OZS., m"x. 

POTTER & BRUMFIELD 
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SPE. SPE. 
PURPOSE PURPOSE 

Relay Page Relay Page Relay Page 
AP 6 SC/SCG 8 AB 4 
BU 6 SL/SLG 8 ABC 4 
KB 6 BS Cover 1 AP 6 
KM 7 MS/MR BS 1 
KT 7 Cover 7 BS 
PC 7 "P" Case 6 Cover 1 
MS 7 Hold Down BU 6 
SA 7 Spring 6 FL 8 
FL 8 PR Cover 4 GA 5 

KEY TO SUFFIXES 
EXAMPLE 

BS17A 
BS17D 

MH23DD 
KRP5AG 

SM5L 
MH17DM 

SUFFIX 
N 
P 
R 
S 
T 
Y 

'ALPHABETICAL INDEX 

Relay Page Relay 
GB 2 KM 
GF 4 KRP 
GP 5 KRp·N 
GP Kit 5 KT 
KA 5 LB 
KB 6 LM 
KCP 3 LS 
KHP 5 LT 
KL 5 MB 

STANDS FOR 
Neon Light 

Page Relay Page 
7 MC 2 
6 MG 2 
6 MH 2 
7 ML 2 
3 MR 4 
3 MS 7 
1 MS/MR 
1 Cover 7 
2 PC 7 

Enclosed in Plastic Dust Cover 
With Built·in Rectifier 
Sealed in can 
Sealed in leT" can 
U/l Listed 

TYPE 

8S17A 
BSI7D 
BSI7D 
BSI7D 
BSI71 
BS23A 

. BS23D 
BS23D 
BS23D 
8S23L 

, LSI70 
LSI7D 
LSI7D 
LS23D 
LS23D 
LS23D 

LTl70 
L1I7D 
LTl7D 
LT23D 
LT23D 
LT23D 

115V 
24V 
4BV 

IIOV 
5,5MA 
115V 
24V 
48V 

IIOV 
7.6MA 

24V 
48V 

IIOV 
24V 
48V 

1I0V 

24V 
48V 

1I0V 
24V 
48V 

IIOV 

71 
1,000 
1,600 
6.500 

10,000 
71 

1.000 
1,600 
6,500 

10,000 

300 
1,300 
8,000 

300 
1,300 
8,000 

300 
1.300 

11,300 
300 

1,300 
6,500 

17.9VA 
576MW 
lAW 
L8W 

300MW 
17.9VA 
576MW 
lAW 
1,8W 
600MW 

1,8W 
L8W 
L8W 
L8W 
L8W 
I.aw 

1.92 
1.77 
1.07 
1.92 
1.77 
1.86 

Relay Page Relay Page 
PM 4 SM 3 
PR 4 SS 3 
PR 
Cover 4 "P" Case 6 
PW 3 Hold Down 
RS 3 Spring 6 
SA 7 
SC/SCG 8 
SL/SLG 

4POT 
4PDT 
4PDT 
4PDT 
4PDT 
6PDT 
6PDT 
6PDT 
6PDT 
6PDT 

4POT 
4PD1 
4PDT 
6PDT 
6PDT 
6PDT 

4POT 
4PDT 
4PDT 
6PDT 
6PDT 
6PDT 

8 

EXAMPLE 
KRPllAN 
MGllDP 

MH17AMR 
PW5DS, SMSDS 

MGllDT 
ABllAY 

4 
4 
4 
4 
4 
4 
4 
4 
4 
4 

4 
4 
4 
4 
4 
4 

3 
3 
3 
3 
3 
3 

$ 9.00 
7,40 
7.7S 
8,00 
8,00 

10,50 
8,95 
9,30 
9,SO 
9.50 

5.60 
5.75 
6.00 
6,80 
6.95 
7.20 

6.40 
6.75 
7,00 
7.75 
8.10 
8.35 

DIVISION OF AMERICAN MACHINE & FOUNDRY COMPANY 
PRINCETON, INDIANA 

Potter & Brumfield Page 1 

Net © U,c.P., Inc. 



,. SECTION 4500 I 
PoHer & Brumfield Relays 

-~-------,.-----.. TELEPHONE TYPE RELAYS 

M8 SERIES Miniature DC contactor. De­
signed for very high current applications. 
Extra rugged construction insures long life. 
Handles 150 ampere surges for 0.3 sec. Con­
tact arms: Stationary, heavy brass, %" dia, 
silver contacts pierced solde!' terminals. Mov­
able, %" x 1%~" silver bar contact. Mounting: 
Four No. 3-48 tapped holes on %" x '!8" 
centers. W ... ight: 2 OZS. 

Me SERIES Built with ceramic contact 
spaces for RF switching to minimize losses 
at high frectuenp!es. Intercontact cafdcitance 
1.5 mmfd. max. Tinned, pierced so er type 
terminals. Mounting: Four No. 3-48 tapped 
holes on .%" X %" centers. Contacts: %2" dia. 
palladium. Weight: 2 ozs. 

MG SERIES Sub-miniature telephone 
type relay for aircraft, computer and other 
applications requiring good shock and vibra-
tion characteristics. Furnished open, sealed 
or in nylon dust cover. Mounting: Open 
model has four No. 3-48 taoped holes on 
%" x %" centers. Sealed model has three No. 
4-40 threaded studs on 1" x ,,"" centers. Dust 
cover model has plug-in header that fits Am-
phenol receptacle No. 57-20140 or similar. 
Contacts: %." dia. silver. Weight: Open 1.2 
ozs.; Dust cover 2.0 ozs.; Sealed 2.75 ozs. 

MH SERIES MINIAtURE TYPE 
Ideal for miniature program applications 
where space and weight are factors. Sealed 
AC MH17AMR operates with a built-in rec-
tifier. Mounting: Open model, MHllL, one 
No. 6-32 threaded stud 11;39" long plus 10-
cating boss. All other open models have four 
No. 3-48 holes on %" x %" centers. Sealed 
models, M enclosures, three 6-32 NC 2. 
threaded' studs on 1 %" x· %" centers. D en-
closures, three 6-32 threaded studs on 1%6" 
x 1%6" eenters. All sealed models have hook 
end solder terminals. All models have 'AI" 
dia. gold-flashed silver contacts. Weight: 
Open models 2~ oz. max. Sealed models 5 
oz!. max. 

ML SERIES A small telephone type re-
lay having excellent sensitivity with out-
standing switching capabilities. Ideal for 
transistorized computor networks, telephone 
systems and battery powered communications 
equipment. Single contact arms have %" 
dia. gold-flashed silver contacts rated at 3 
amps for 100,000 operations. Pierced solder 
terminals. Mounting: Four ·3-48 holes on %" 
centers. Weight: 2.5 ozs. 

GB SERIES (See GA series for similar 
voltage actuated relays.) Sensitivity 115 milli­
watts for single pole and 275 milliwatts for 4 
pole, Medium cost, high quality relay. Pull-in 
is not adjustable. Mounting: No. 8-32 tapped 
core and locating boss. Contacts: %6" dia. 
silver. Weight: Approximately 5 ozs. 

© U.C.P., Inc. 
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Net 

TYPE 

MB30 
M830 
M830 
M830 

MeSA 
MeSA 
Meso 
Meso 
Meso 
MeliA 
MellA 
MellO 
MellO 
MellO 
MellO 

MGI10 
MGIlD 
MGllo 
MGIID 
MGIlDP§ 
MGIlDP§ 
MGIIDTt 
MGI7D 
MGI70 
MGI70 
MGI7D 
MGI7DP§ 
MGI7DP§ 
MGI7D~ 
MGI7D. 
MGI70Tt 
MGI7DTt 

MH 
MH 
MH 
MHI7D 
MHI7D 
MHI70 
MHI70Mt 
MHI7DMt 
MHI7DMj' 
MH23D 
MH230 
MH230 
MH230 
MH2300t 
MH230Dt 
MH230Dt 
MH2300t 

ML\ID 
MUlo 
MUlo 
MU70 
M1I7o 
MU70 
Ml230 
Ml23D 
Ml230 

6V 
12V 
24V 

1I0V 

6V 
115V 

bV 
12V 
24V 

6V 
1l5V 

6V 
121/ 
24V 

1l0V 

6V 
12V 
24V 

1l0V 
24V 

1I0V 
24V 
6V 

12V 
24V 

1l0V 
6V 

12V 
24V 

1I0V 
24V 

1l0V 

4.5MA 
4.5MA 
24V 

115V 
6V 

12V 
24V 
6V 

12V 
24V 

6V 
12V 
24V 

1I0V 
6V 

12V 
24V 

1l0V 

4.0MA 
2.83MA 
2.0MA 

5.65MA 
4.0MA 

2.83'AA 
6.93MA 

4.9MA 
3.46MA 

13.3 
62.3 
245 

5,000 

2.5 
800 

23 
96 

365 
2.5 
800 

23 
96 

365 
6,200 

23 
90 

365 
7,560 

365 
7,560 

365 
23 
90 

365 
7,560 

23 
90 

365 
7,560 

365 
7,560 

10,000 
10,000 

365 
6,200 

23 
96 

365 
23 
96 

365 
13.3 
62.3 
245 

5,000 
13.3 
6"2:3 
245 

5,000 

2,500 
5.000 

10,000 
2,500 
5,000 

10,000 
2,500 
5,000 

10,000 

2.7W 
2.7W 
2.7W 
2.7W 

4.6VA 
4.6VA 
I.bW 
1.6W 
1.6W 
4.6VA 
4.6VA 
1.6W 
1.6W 
1.6W 
L6W 

1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 

200MW 
200MW 

2VA 
2VA 
I.bW 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
2.5W 
2 .. 5W 
2.5W 
2.5W 
2.5W 
2.5W 
2.5W 
2.5W 

40MW 
40MW 
40MW 

I 
I 
120MW 

SPST ·No-OB 60 
SPST·NO·08 60 
SPST ·NO·OB 60 
SPST ·NO·OB 60 

SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
oPoT 
oPoT 
oPoT 
OPOT 
OPDT 
DPOT 

OPOT 2 
DPOT 2 
OPOT 2 
DPDT 2 
OPOT 2 
OPOT 2 
DPDT 2 
4POT 2 
4PDT 2 
4POT 2 
4PDT 2 
4PDT 2 
4PoT 2 
4PoT 2 
4PDT 2 
4PDT 2 
4POT 2 

DPOT 3 
OPDT 3 
4POT 5 
4PoT 5 
4POT 5 
4POT 5 
4PDT 5 
4POT 5 
4PDT 5 
4PoT 5 
6POT 5 
6PoT 5 
6PoT 5 
6PoT 5 
6PoT 5 
6PDT S 
6PDT 5 
6PoT 5 

OPOT 3 
oPoT 3 
oPoT 3 
4PDT 3 
4PoT 3 
4PoT 3 
6PoT 3 
6PoT 3 
6PDT 3 

NET 

$ 5.40 
5.50 
5.50 
5.90 

5.00 
5.00 
4.40 
4.40 
4.40 
6.90 
6.90 
6.35 
6.35 
6.35 
6.85 

5.20 
5.20 
5.20 
5.65 
9.45 

10.05 
10.50 
6.95 
6.95 
6.95 
7.40 

11.55 
11..55 
11.55 
12.15 
12.60 
13.20 

5.45 
9.20 

23.60 
17.95 
5.45 
5.45 
5,45 

11.00 
11.00 
11.00 
6.85 
6.85 
6.85 
7.30 

14.60 
14.60 
14.60 
15.15 

6.05 
6.20 
6.S0 
7.20 
7.35 
7.65 
B.15 
B.30 
8.60 

PLATE CIRCUIT and sENslTlYE RELAYS 

GBSO 6.8MA 
GBSo 4.BMA 
GB50 3.4MA. 
G81lo. 7MA 
G81lo SMA 
GBlIo 3.53MA 
G8170 10.5MA 
G8170 7.4MA 
GBI70 5.25MA 

tSealed Relay 
§Enclosed Relay 

2,500 
5.000 

10,000 
2,500 
5,000 

10,000 
2,500 
5.000 

10,000 

1I5MW SPDT 5 3.45 
1I5MW SPOT 5 3.60 
1I5MW SPOT 5 4.10 
12S.\\W oPoT 5 4.85 
I 25MW oPDT 5 4.95 
I 25\\W oPoT 5 5.50 
275MW 4PoT 5 5.80 
275MW 4PoT 5 5.95 
275MW 4PoT 5 6.40 

See ordering in/ormfltion on Potter '& B,ttmfieJd page 7 
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Potter & Brumfield 

KCP SERIES Low cost plate circuit "e, 
lay enclosed in clear cellulose acetate cover. 
Sensitivity 125 mw single pole; 250 mw 
double pole; 375 mw three pole. Mounting: 
Standard octal plug,in type. Eight pin for 
KCP5 and KCPl1. Eleven pin for KCPI4. 
Contacts: %" dia. gold,lIashed silver. Weight: 
Approximately 3' ozs. See KCP,KRP hold 
down spring when vibration, inverted or hori­
zontal mounting UTe factots. 

LB SERIES Designed for top performance, 
long life at an unusually low cost. Each coil 
is wound with a given coil resistance and fac­
tory adjusted to operate on minimum current 
rt~quirt>ments. Mounting: Two !}'tn" din. holes 
on 2',!t..!" cen'ters. Contacts: 1,4" din. silver. 
W"ight: Approximately 2 ozs. 

LM SERIES (See KL for similar voltage 
actuated relays.) SenSitivity 100 milliwatts 
for single pole and 200 milliwatts for douhle 
pole. Medium cost, high quality relay with 
~~2" din. silv('r contacts. Pull-in adjustable 
by tail spring adjusting screw. Mounting: 
Two No. 6,32 tapped holes on 1 "YIn" centers. 
Weight: Approximately 5 ozs. DC Coils only. 

PW SERIES (In hoth voltage and current 
actuated models.) Sensitivity 40 mw for cur, 
rent actuated models. 180 mw for voltage 
actuated models. Precision, light weight, hE"r­
mcticaly sealed relay for aircraft and missile 
apnlications. Will withstand 10Gvihration to 
.500 cps. Mounting: Standard 7,pin miniature 
tuhe hase. Wt>ight: Approx. 1 oz. 

RS SERIES (In hoth voltage and currerlt 
actuated models.) 60 mw. sensitivity. Low, 
cost, small, light weight, sensitive relay for 
radio,sonde, light dimmer and model appli, 
cations. Mounting: Two No. 4,40 tapped 
hol~s on diagonal %," x %" centers. Contacts: 
Bar palladium. Weight: Ph ozs. 

SM SERIES (In both volta~e and current 
actuated models.) Sensitivity 75 mw.for cur, 
rent actuated models. Medium cost, light 
weight, dust covered (right) or hermetically 
sealed ( left) relay for light contact loads 
found in computers, model airplanes and 
similar applications. Extremely long mechani­
cal life because of reed armature. Mounting: 
Sealed, standard 7 -pin miniature tube socket; 
dust cover, two %2" dia. holes on 1%2" cen­
ters. Contacts: Stationary silver; movable 
rhodium. Weight: 1 oz. max. 

SS SERIES Ultra sensitive preclSlon re, 
lay. 10 mw sensitivity. Dual series,connected 
coils with bala"ced armature on needle,point 
bearings for all low energy circuits such as 
instruments and bridge balancing. May also 
be used as a differential relay by connecting 
th,e two· coils in separate circuits. Mounting: 
Two No. 6,32 tapped holes on 2'\1!2" centers. 
Contacts: %" dia. silver. Weight: Approx. 
3% oz •. 
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PLATE CIRCUIT and· SENSITIYE RELAYS 

TYPE 

KCP5* 
KCP5* 
KCP5* 
KCPII§ 
KCPII. 
KCP11.§ 
KCP14§ 
KCPI4§ 
KCPI4§ 

L85 
l85 
lS5 

lM5 
lMS 
lM5 
lMIl 
lMII 
lMIl 

PW5DSj· 
PW50St 
PW50St 
PWSlSt 
PWSlS' 

RS5D 
RS50 
RS5D 
RS5D 
RS5D 

SM5D§ 
SM50§ 
SM50§ 
SM5DSt 
SM50St 
SM50St 
SM5l§ 
SM5l§ 
SM5lSt 
SM5lSt 

SS5D 

7.2MA 
SMA 

3.6MA 
10MA 

7.2MA 
5MA 

12.3MA 
8.7MA 
6.IMA 

9MA 
6.3MA 
4.5MA 

6.3MA 
4.5MA 
·3.2MA 

9MA 
6.3MA 
4.5MA 

6V 
12V 
24V 

2.8MA 
2.0MA 

6V 
12V 
SMA 

3.SMA 
2.SMA 

6V 
12V 
24V 

6V 
12V 
24V 

3.9MA 
2.7MA 
3.9MA 
2.7MA 

2,500 
5,000 

·10.000 
2,500 
5,000 

10,000 
2,500 
5,000 

10,000 

2.500 
5,000 

10,000 

2,500 
5.000 

10,000 
2,500 
S,OOO 

10,000 

202 
810 

3,240 
5,000 

10.000 

335 
1,350 
2.S00 
5,000 

10,000 

80 
360 
900 

80 
360 
900 

5,000 
10,000 
5,000 

10,000 

125MW 
125MW 
125MW 
250MW 
250MW 
250'.lW 
375MW 
375MW 
375MW 

200MW 
200MW 
200MW 

l00MW 
lOOMW 
lOOMW 
200MW 
200MW 
200MW 

180MW 
1 BOMW 
180MW 

40MW 
40MW 

110MW 
110MW 
60MW 
60MW 
60MW 

500MW 
500MW 
500MW 
500MW 
SOOMW 
500MW 

75MW 
75MW 
75MW 
75MW 

lMA 10,000 10~ N 

SPDT 
SPOT 
SPOT 
OPOT 
OPOT 
OPOT 
3POT 
3POT 
3POT 

5PDT 
SPOT 
SPOT 

SPDT 
SPOT 
SPOT 
OPOT 
OPOT 
OPOT 

SPDT 
SPOT 
SPOT 
SPOT 
SPOT 

SPDT 
SPOT 
SPOT 
SPOT 
SPDT 

SPDT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 

SPDT 

2 
2 
2 
2 
2 
2 
2 
2 
2 

5 
5 
5 
5 
5 
S 

2 
2 
2 
2 
2 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

.25 

2 

NET 

.$ 5.90 
6.00 
6.40 

·6.30 
6.40 
6.80 
7.75 
7.85 
8.25 

2.45 
2.65 
2.85 

3.90 
4.10 
4.40 
5.55 
5.75 
6.30 

10.25 
10.25 
10.25 
10.60 
11.00 

2.60 
2.75 
2.85 
3.15 
3.60 

5.10 
5.10 
S.10 
6.25 
6.25 
6.25 
5.40 
5.95 
6.55 
7.00 

12.60 

Potter & Brumfield Page 3 
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A.B SERIES For appliance and general 
purpose applications where rugged construc­
tion, long life and quiet operation are re­
quired. All equipped with terminals to fit 
snap-on connectors and may also be applied 
to printed circuits using dip soldering. Snap­
on screw adaptors packed with each relay. 
All AC models carry U/L and CSAo labels. 
Mounting: Two No. 8-32 tapped holes, on 
1%" centers. Weight: Approx. 5 ozs. Silver 
contacts. 

A.BC SERIES Medium duty power relay 
with dust cover. For small motors, industrial 
control and similar applications. All equipped 
with termin'als to fit snap-on connectors and 
may also be applied to printed circuits using 
dip soldering. Snap-on screw adaptors packed 
with each relay. All AC models carry U/L 
and CSAo labels. Mounting: One No. 8-32 
threaded stud %" long. and locating tab on 
0/16" centers. Contacts: %" dia. silver. Weight: 
Approx. 7 ozs. 

GF SERIES Medium duty power relay 
for industrial control applications. Long con­
tact arms have %,,,. dia. silver contacts rated 
at 15 amps at 115V AC or 28V DC resistive. 
Contacts have excellent wipe or self-cleaning 
action. Tinned, pierced solder terminals. 
Mounting: 8-32 tapped core with locating 
boss. Weight: 4.75 ozs. (See GA series for 
similar voltage actuated relays.) 

MR SERIES A medium duty power re­
lay that can handle small motors, transmit­
ters, and general purpose applications. 
Mounting: Two %2" dia. holes on 2%" cen­
ters for MR3 and 11, 2%" centers for MR2, 
5 and 14. Contacts: 7,32" dia. silver. Weight: 
4 ozs. Enclosure: See MS/MR dust cover. 

PM S E R I E S A compact, heavy-duty 
4POT power relay designed for long life 
and dependability in polyphase and heavy­
duty switching applications. Screw type ter-

%!:'Xfa.s~~t~r_~~l~f:~~xfd~n!"'"::~~·r~:J 
at 16 amps at 115V., 8 amj>s at 220 volts 
50/60 cycle resistive AC, 1 HP per movable 
arm at U5 or 220V AC single phase. Life at 
rated load: 100,000 cycles. Meets U/L creep­
age and spacing requuements for motor con­
trollers of 1 HP, or less. Mounts by one front 
key-hole and two rear channel slots for 8-32 
screws on 2" x 2%" triangular centers. Weight: 
140zs. . 

PR SERIES Heavy duty relay for in­
dustrial control applications requiring long 
life and fast action. Heavy duty screw type 
terminals. All AC models except PRllALS 
carry U/L and CSAo labels. Mounting: Two 
%0" dia. holes on 1%" centers. Weight: 11 
OZS. max. Contacts: ~6" dia. silver. Enclo­
sure: See "PR" cover. The PRllALS relay 
is equipped with %0" dia. silver SPOT aux­
iliary contacts rated at 5 amps. 

PR DUST COVER This dust cover 
has a sheet steel base with knockouts for Ih" 
dia. conduit and an aluminum cover Stted 
with two screws. The cover fits tightly in 
place to provide maximum protection against 
dust, dirt and other foreign matter. Cover can 
be ' easily removed for relay maintenance. 
Fits all PR relays. Finished in gray baked 
enam .. I. MGunting: Three No. 10 holes on 
'1%" x 4%" centers. Weight: 1 lb. 
350013 NET $3.00 
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J 
TYPE 

AIIIAY 
ABIIAY 
ABIIAY 
ABIIAY 
ABIIO 
ABIIO 
ABIIO 

AICIlAY§ 
ABCIIAY§ 
ABCIIAY§ 
ABCIIAY§ 
ABCIID§ 
ABCIIO§ 
ABCIIO§ 
ABCIID§ 

GF5A 
GF5A 
GF5A 
GF5A 
GFIIA 
GFIIA 
GFIIA 
GFIIA 
GFI7A 
GFI7A 
GFI7A 
GFI7A 
GFI7A 
GF50 
GF50 
GF50 
GF50 
GFIIO 
GFIIO 
GFIIO 
GFIIO 
GFI70 
GFI70 
GFI70 
GFI70 

MR2A 
MR3A 
MI3A 
MR3A 
MR30 
MR30 
MI30 
MR5A 
MR5A 
MR5A 
MR5A 
MRSA 
MR50 
MRSO 
MR50 
MR50 
MRIIA 
MRIIA 
MRIIA 
MRIIA 
MRIIA 
MRIIO 
MRIIO 
MRIIO 
MRIIO 
MRI~A 
MRI~A 
MRI4A 
MRI4A 
MRI4A 
MRI~O 
MRI40 
MRI40 
MRI40 

PM17A 
PM17A 
PMI7A 
PM17A 
PMI7A 

PR1AY 
PR3AY 
PR3AY 
PR3AY 
PR3AY 
PR3AY 
PR30 
PR30 
PR30 
PR30 
PI5AY 
PI5AY 
PR5AY 
PR5AY 
PR5AY 
PR50 
PR50 
PR50 
PR50 
PRlAY 
PRlAY 
PR7AY 
PI7AY 
'PI7AY 
PRlO 
PRlO 
PRlO 
PRlO 
PRIIAY 
PIIIAY 
PRIIAY 
PRIIAY 
PRIIAY 
PRllAl5 
PHIALS 
PIIIAl5 
PillAl5 
PRII Al5 
PIIIO 
PIIIO 
PRllD 
PRIIO 

POWER TYPE RELAYS 

6V 
24V 

115V 
230V 

12V 
24V 

1I0V 

6V 
24V 

115V 
230V 

6V 
12V 
24V 

110V 

6V 
12V 
24V 

115V 
6V 

12V 
2~V 

115\1 
611 

1211 
2411 

115V 
23011 

611 
1211 
24V 

11011 
611 

12V 
2411 

1I0V 
6V 

12V 
2411 

1I0V 

24V 
6V 

24V 
115V 

6V 
12V 
24V 
6V 

12V 
2411 

115V 
230V 

6V 
12V 
24V 

1I0V 
6V 

1211 
2411 

11511 
23011 

6V 
1211 
2411 

1I0V 
611 

1211 
24V 

11511 
23011 

611 
1211 
2~1I 

IIqv 
6V 

1211 
2411 

11511 
23011 

24V 
6V 

12V 
24V 

115V 
230V 

6V 
1211 
24V 

11011 
611 

1211 
2411 

11511 
23011 

6V 
1211 
2411 

1I0V 
6V 

12V 
24V 

115V 
23011 

6V 
12V 
2411 

110V 
"611 
12V 
2411 

11511 
230V 

611 
1211 
2411 

115V 
23011 

6V 
1211 
24V 

II0V 

1.3 
23 

510 
2,050 

72 
288 

6,050 

1.3 
23 

510 
2,050 

18 
72 

288 
6,050 

1.7 
6.8 
2~ 

725 
1.7 
6.8 
2~ 

725 
1.7 
6.8 
24 

725 
2,950 

18 
72 

288 
6,050 

18 
72 

288 
6.050 

18 
72 

288 
6,050 

50 
2.75 

50 
1,250 

24 
96 

J60 
2.75 

13.25 
50 

1,250 
4,600 

24 
96 

J60 
8,000 

2.75 
13.25 

50 
1,250 
4,600 

2~ 
96 

360 
8,000 

2.75 
13.25 

50 
1,250 
4,600 

24 
96 

360 
8,000 

423 
1.6 
6.3 
120 
587 

12 
0.86 

3.2 
12 

290 
1,200 

18 
71 

288 
6,050 

0.86 
3.2 
12 

290 
1,200 

18 
71 

288 
6,050 

0.86 
3.2 
12 

290 
1,200 

18 
71 

288 
6.050 

0.86 
3.2 
12 

290 
1,200 
0.86 

3.2 
12 

290 
1,200 

18 
71 

288 
6.050 

6.eVA 
6.4VA 
6.4VA 
6.4VA 
2.0W 
2.0W 
2.0W 

6.eVA 
6.4VA 
6.4VA 
6.4VA 
2.0W 
2.0W 
2.0W 
2.0W 

3.25VA 
3.25VA 
3.25VA 
3.25VA 
3.25VA 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 
1.6W 

3.25VA 
3.2511A 
3.25VA 
3.25VA 

1.6W 
1.6W 
1.6W 

3.25VA 
3.25VA 
3.25VA 
3.2511A 
3.25VA 

1.6W 
1.6W 
1.6W 
1.6W 

3.2511A 
3.25VA 
3.25VA 
3.25VA 
3.2511A 

1.6W 
1.6W 
1.6W 
1.6W 

3.25VA 
3.2511A 
3.25VA 
3.25VA 
3.2511A 

1.6W 
1.6W 
1.6W 
1.6W 

14 
14 
14 
14 
14 

2:0W 
2.0W 
9.8VA 
9.8VA 
9.8VA 
9.8VA 
9.8VA 
2.0W 
2.0W 
2.0W 
2.0W 
9.8VA 
9.8VA 
9.811A 
9.8VA 
9.8VA 
2.0W 
2.0W 
2.0W 
?.OW 
9.8VA 
9.8VA 
9.8VA 
9.8VA 
9.811A 
9.8VA 
9.8VA 
9.8VA 
9.SVA 
9.811A 
2.0W 
2.0W 
2.0W 
2.0W 

OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 

OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 
OPOT 10 

SPOT 15 
SPOT 15 
SPOT 15 
SPOT 15 
OPOT 15 
OPOT 15 
OPOT IS 
OPOT 15 
4POT 15 
4POT IS 
4POT IS 
4POT 15 
4POT 15 
SPOT 15 
SPOT 15 
5POT 15 
SPOT 15 
OPOT 15 
OPOT 15 
OPOT 15 
OPOT 15 
~POT 15 
~POT 15 
4POT 15 
4POT 15 

SPST.NC • 
SPST .NO·08 10 
SPST ·NO·OB 10 
SPST·NO·OS 10 
SPST·NO·OB 10 
SPST·NO·08 10 
SPST.NO·OB 10 
SPOT 8 
SPOT 8 
SPOT 8 
SPOT 8 
SPOT 8 
SPOT 8 
SPOT 8 
SPOT 8 
SPOT S 
OPOT 8 
OPOT 8 
OPOT 8 
OPOT 8 
OPOT B 
OPOT 8 
OPOT' 8 
OPOT 8 
OPOT 8 
3POT 8 
3POT 8 
3POT 8 
3POT 8 
3POT 8 
3POT 8 
3POT 8 
3POT 8 
3POT 8 

4PDT 16 
~POT 16 
4POT 16 
4POT 16 
4POT 16 

SPST·NO 25 
SPST·NO·OB 25 
SPST·NO-08 25 
SPST·NO·OB 25 
SPST·NO·OB 25 
SPST·NO·OB 25 
SPST·NO·OB 25 
SPST.NO·OB 25 
SPST·NO·OB 25 
SPST·NO-OB 25 
SPOT 25 
SPOT 25 
SPOT 25 
SPOT 25 
SPOT 25 
SPOT 25 
SPOT 25 
SPOT 25 
SPOT 25 
OPST 25 
OPST 25 
OPST 25. 
OPST 2. 
OPST 25 
OPST 25 
OPST 25 
OPST 25 
OPST 25 
OPOT 25 
OPOT 25 
OPOT 25 
OPOT 25 
OPOT 25 
OPOT 20 
OPOT 20 
OPOT 20 
OPOT 20 
OPOT 20 
OPOT 25 
OPOT 25 

25 
25 

NET 

$5.30 
5.30 
5.30 
5.70 
5.20 
5.20 
5.70 

6.40 
6.40 
6.~0 
6.80 
6.30 
6.30 
6.30 
6.80 

3.40 
3.40 
3.~0 
3.40 
~.25 
~.25 
4.25 
4.25 
6.65 
6.65 
6.65 
6.65 
7.05 
3.40 
3.40 
3.40 
3.85 
4.25 
~.25 
4.25 
~.70 
6.65 
6.65 
6.65 
7.10 

3.30 
3.85 
3.S5 
3.85 
3.50 
3.50 
3.50 
3.45 
3.45 
3.~5 
3.45 
3.85 
3.20 
3.20 
3.20 
3.70 
4.85 
4.85 
4.85 
~.85 
5.25 
4.60 
4.60 
4.60 
5.10 
5.80 
5.80 
5.80 
5.80 
6.20 
5.45, 
5.45 
5.45 
5.95 

12,35 
12.35 
12.35 
12.35 
12.75 

4.05 
~.15 
~.15 
~.15 
~.15 
4.50 
~.15 
4.15 
4.15 
4.75 
4.35 
4.35 
4.35 
4.35 
~.75 
4.35 
4.35 
4.35 
4.95 
4.90 
4.90 
4.90 
4.90 
5.35 
4.90 
4.90 
4.90 
5.50 
6.45 
6.45 
6.45 
6.~5 
6.95 
8.15 
8.15 
8.15 
8.15 
8.55 
6.45 
6.45 
6.45 
7.05 
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I SECTION 4500 

Potter & . Brumfield Relays 

GA SERIES Low cost, all p~rpose, mul­
tiple contact, voltage switching relay. Used 
for many industrial . control applications. 
Tinned, pierced solder type . terminals. Con­
tacts: ~6" din. silver ~ dfsigned for maximum 
self-cleaning action. Mounting: No. 8-32 
tllPP<'d cOre with locating boss~ Weight: 
3% ozs. 

See GF series for similar voltage actuated 
relays. 

GP SERIES Separate AC·' and DC coils 
to match with 2PDT or 4PDT switches. AC 
coils (GPA) available in 6, 12,24. ll5 and 
230 volts. DC coils (GPD) available in 6, 
12, 24 and llO volts; current coils: 2,500, 
5,000 and 10,000 ohms. Contacts: 0/16" dia. 
silver. 

GP-1 00 A complete kit of GP Series 
coils and switches consisting of the following: 
AC coils: Two 6 V., two,12 V., four 24 V., 
six ll5 V., two 230 V. DC coils: Two 6 V., 
two 12 V., two 24 V., four llO V. Also two 
2.500 and four 10.000 ohm coils; eighteen 
DPDT switch assemblies. Fourteen 4PDT 
switch assemblies. The complete kit is ideal 
for experimenters, school and industrial lab­
oratories. 

.NET $133.65 

KA SERIES A small, low cost, hi,.;hly 
efficient general purpose relay for handling 
light power loads such as small motors, sole .. 
noids and other relays. and general automa .. 
tion work. All AC models carry UIL labels., 
Mounting: One No. 6-32 threaded stud and 
locating tab. Contacts: Movable, 'AI" dia. 
gold-flashed silver; stationary, f¥.i2" dia. wide 
silver overlay. Weight 2 ozs. 

e'G" suffix indicates silver-cadrilium .. oxide 
contacts on movables rated 10 amps. 

KHP SERIES Small, rugged, 4PDT re­
lay designed to meet the exacting require­
ments of data processing, computer and proc­
ess control applications. All have a nylon 
dust cover. :Y.il' dia. silver contacts are rated 
at 3 amps at 30V DC or 115V AC resistive 
for 100,000 operations. Mounting: Solder 
terminals with a 3-48 stud 2%4" long. Can be 
adapted to sockets below for plug-in or 
printed circuit. applications. Weight: 214 ozs. 

9KHI Box of 10 solder terminal sockets and 
retainers. 
9KH2 Box of 10 printed circuit terminal 
sockets . 
Weight per box: 4 ozs. 

Net per box (either type) $6.00 

KL SERIES Multiple contact relay. 
Varied contact combinations and high dielec­
tric phenolic -insulation affords extreme ver­
satility and utility. Widely used in such ap­
plications as industrial controls, elevator con­
trols, communications equipment and elec­
tronic measuring devices. Mounting: All 
models-Two No. 6-32 tapped holes on 17/16" 
centers. COI'Itacts: 'AI" dia. gold-flashed silver. 
Weight: 5 ozs. 

'Canadian Standards Association 
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GENERAL PURPOSE RELAYS 

TYPE 

GAllA 
GAllA 
GAllA 
GAllA 
GAllO 
GAllO 
GAllO 
GAllO 
GAI4A 
GAI4A 
GAI4A 
GAI4A 
GAI40 
GAI40 
GAI7A 
GAI7A 
GAI7A 
GAI7A 
GAI7A 
GAI70 
GAI70 
GAI70 
GAI70 

GPA 
GPA 
GPA 
GPA 
GPA 

GPD 
GPO 
GPO 
GPO 
GPO 
GPO 
GPO 

GPlI 
GPI7 

'KASAY 
KA5AY 
KASAY 
KA5AY 
KA5AY 
KA5AG 
KA5AG 
KA5AG 
KA5AG 
KA5AG 
KA50 
KA50 
KA50 
KA50 
KAllAY 
KAllAY 
KAllAY 
KAllAY 
KAllAY 
KAIIAG 
KAIIAG 
KAIIAG 
KAIIAG 
KAIIAG 
KAIIO 
KAIJD 
KAIIO 
KAlIO 
KAI4AY 
KAI4AY 
KAI4AY 
KAI4AY 
KAI4AY 
KAI4AG 
KAI4AG 
KAI4AG 
KAI4AG 
KAI4AG 
KA140 
KAI40 
KA140. 
KAI40 

KHP17Dll 
KHPI7011 
KHPI7011 
KHPI7011 
KHPI7011 
KHPI7011 

K15A 
KL5A 
KL50 
KL50 
KL50 
KLiIA 
KLiIA 
KLiIA 
KLiIA 
KLiIO 
KLlIO 
KLl4A 
KLl4A 
KLl4A 
KLl4D 
KLl40 
KLl40 
KLl7A 
KLl7A 
KLl7A 
KLl70 
KLl70 
KLl70 
KL170 

6V 
12V 
24V 

ll5V 
6V 

12V 
24V 

1I0V 
6V 

12V 
24V 

115V 
12V 
24V 
6V 

12V 
24V 

115V 
230V 

6V 
l2V 
24V 

IIOV 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

IIOV 

6V 
12V 
24V 

ll5V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

llOV 
6V 

12V 
24V 

115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

1I0V 
6V 

12V 
24V 

115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

1I0V 

6V 
12V 
24V 
48V 
90V 

lIOV 

6V 
115V 

6V 
12V 
24V 
6V 

12V 
24V 

115V 
6V 

12V 
6V 

24V 
lI5V 

6V 
24V 

IIOV 
6V 

24V 
115V 

6V 
12V 
24V 

110V 

1.7 
6.8 
24 

725 
18 
72 

288 
6,050 

1.7 
6.8 
24 

725 
72 

288 
1.7 
6.8 
24 

725 
2,950 

18 
72 

288 
6.050 

1.7 
6.8 
24 

7~5 
2.950 

2,500 
5,000 

10,000 
18 
72 

288 
6,050 

6VA 
6VA 
6VA 
6VA 

2.0W 
2.0W 
2.0W 
2.0W 

6VA 
6VA 
6VA 
6VA 

2.0W 
2.0W 

6VA 
6VA 
6VA 
6VA 
6VA 

2.0W 
2.0W 
2.0W 
a.ow 

6VA 
6VA 
6VA 
6VA 
6VA 

2.0W 
2.0W 
2.0W 
2.0W 

Switch Assembly 
Switch Assembly 

5.1 
21 
75 

2.250 
9.110 

5.1 
21 
75 

2,250 
9,110 

32.1 
120 
472 

10,000 
5.1 
21 
75 

2,250 
9,110 

5.1 
21 
75 

2,250 
9,110 

32.1 
120 
472 

10,000 
5.1 
21 
75 

2,250 
9,110 

5.1 
21 
75 

2,250 
9,110 

32.1 
120 
472 

10,000 

40 
160 
650 

2,600 
9,000 

11,000 

2.25 
760 

36 
140 
600 

2.25 
7.8 
33 

760 
36 

140 
2.25 

33 
760 

36 
600 

10,000 
2.25 

33 
760 

36 
140 
600 

10,000 

2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 

1.2W 
1.2W 
1.2W 
1.2W 

2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 

1.2W 
1.2W 
1.2W 
1.2W 

2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 

1.2W 
1.2W 
1.2W 
1.2W 

900MW 
900MW 
900MW 
900MW 
900MW 
900MW 

2.9VA 
2.9VA 
1.IW 
l.lW 
1.IW 
2.9VA 
2.9VA 
2.9VA 
2.9VA 
1.IW 
l.lW 
2.9VA 
2.9VA 
2.9VA 
l.lW 
l.lW 
l.lW 
2.9VA 
2.9VA 
2.9VA 
1.IW 
l.lW 
1.IW 
l.lW 

DPDT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
:tPOT 

None 
None 
None 
None 
None 

None 
None 
None 
None 
None 
None 
None 

DPDT 
4POT 

5PDT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT • 
3POT 
3POT 
3POT 

4PDT 
4POT 
4PDT 
4POT 
4POT 
4PDT 

SPDT 
SPOT 
SPOT 
SPOT 
SPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
3POT' 
3POT 
3POT 
3POT 
3POT 
3POT 
4POT 
4PDT 
4POT 
4POT 
4POT 
4POT 
4POT 

5. 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 

5 
5 
5 
5 
5 

10. 
10 
10 
10 
10 
5 
5 
5 
5 
5 
5 
5 
5 
5 

10 
10 
10 
10 
10 
5 
5 
5 
5 
5 
5 
5 
5 
5 

10 
10 
10 
10 
10 
5 
5 
5 
5 

3 
3 
3 
3 
3 
3 

5 
5 
5 
5 
5 
5 
5 
5 
5 
5, 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 

NET 

$ 3.35 
3.35 
3.35 
3.35 
3.35 
3.35 
3.35 
3.80 
4.05 
4.05 
4.05 
4.05 
4.05 
4.05 
4.85 
4.85 
4.85 
4.85 
5.25 
4.85 
4.85 
4.85 
5.30' 

1.65 
1.65 
1.65 
1.65 
2.10 

1.50 
1.75 
2.10 
2.10 
2.10 
2.10 
3.15 

1.70 
2.95 

3.20 
3.20 
3.20 
3.20 
3.60 
3.25 
3.25 
3.25 
3.25 
3.65 
3.05 
3.05 
3.05 
3.65 
3.85 
3.85 
3.85 
3.85 
4.25 
3.95 
3.95 
3.95 
3.95 
4.35 
3.40 
3.40 
3.40 
4.00 
4.25 
4.25 
4.25 
4.25 
4.65 
4.40 
4.40 
4.40 
4.40 
4.80 
3.85 
3.85 
3.85 
4.45 

4.80 
4.80 
4.80 
5.00 
5.60 
5.60 

3.85 
3.85 
3.60 
3.60 
3.60 
4.80 
4.80 
4.80 
4.80 
4.60 
4.60 
5.35 
5.35 
5.35 
5.15 
5.15 
5.75 
6.30 
6.30 
6.30 
6.00 
6.00 
6.00 
6.60 

See orde,.hlg il1/orm,ltioll 011 Palter & Brumfield pdge 7 
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KRP SERIES Versatile, multi-contact ar­
rangement. Enclosed in a clear cellulose ace­
tate dust 'COver. Standard 8-pin octal-type 
plug for KRP5 and KRPll, ll-pin fer 
KRP14. Weight: Approx. 3 ozs. Contacts: 5 
amp, %6" dia. gold-flashed silver. 10 amp 
:Y16" di •. silver cadmium-oxide. See KCP-KRP 
hold down spring for special mounting appli­
cations. See KRP indicator lamp relay for 
current monitoring applications. 

KRP·N INDICATOR 
LAM PRE LAY A general purpose relay 
incorporating a lamp to indicate current or 
voltage availability in power circuit. Contacts: 
0/16" dia, silver cadmium-oxide. Enclosure: 
Clear cellulose acetate dust cover. Mounting: 
Standard octal plug. Weight: Approx. 3 ozs. 
See KCP-KRP Hold Down Spring for special 
mountinlCs. 

"P" - CASE A clear cellulose acetate 
case for mounting rectifiers, capacitors, re­
sistors or a comhination of these. Available 
with octal-type plug with 8 or ll-pins. Comes 
complete with four screws. Weight: .5 ozs. 
each. See KCP-KRP Hold Down Spring for 
special mounting applications. 

35D070 Case (8-pin plug) 
35D072 Case (ll-pin plug) 

NET $.55 
NET $.70 

KCP·KRP HOLD DOWN SPRING 
Designed to insure secure mounting of relay 
in ·any position. Fits all KCP or KRP plug-in 
relays. Durable stainless steel spring can be 
moved aside for relay removal or installation. 
Mounting: Two %2'" dia. holes on 1~6" 
centers; will accommodate machine screws or 
rivets. Available in quantities of 50 per box. 
Weight: 3 ozs. per box. 

9-KR-15 NET $5.00 

AP SERIES RATCHET, IMPULSE 
. A reliable compact unit for applications re­
quiring on-off or reversing action on alternate 
operations. Positive ratchet operation at all 
speeds on impulses as short as 60 ms. Inter­
mittent operation only. Mounting; Three %2" 
dia. holes on 3%/' x '¥sIt triangular centers. 
Contacts: %6'" dia. silver. Weight: 7 ozs. 

BU BUZZER AC operated coil with a 
spring steel armature which buzzes when 
coil is energized. Used extensively in test 
equipment, laboratories and a host of other 
applications where a small light weight, de­
pendable buzzer is required. Weight: 1% 020. 
Mounting: No. 6-32 tapped core. 

KB SERIES LATCHING RELAY 
Both release and trip coils must be for the 
same voltage. One coil operates relay to set 
latch and other CQilreleases it. Ideal for 
memory work and overload applications. Op­
erates on momentary impulse to either coil. 
Mounting: Two %2" dia. holes on 1%" cen­
ters. Weight: 6 ozs. Contacts: %" dia. silver 
rated. 5 amps; uGu suffix inaicates silver cad ... 
mium-oxide contacts on movables rated' 10 
amps. AC relays with 5 amp. contacts carry 
U/L and CSAo labels. 

·Canadian Standards Association 

© U.c.P., Inc. 

SECTION 4500 I 
Potter & Brumfield Relays 

GENERAL PURPOSE RELAYS 

TYPE 

KRP5A§ 
KRP5A§ 
KRP5A§ 
KRP5AG§ 
KRP5AG§ 
KRP5AG§ 
KRP50§ 
KRP50§ 
KRP50§ 
KRP50§ 
KRP5DG§ 
KRP50G§ 
KRP50G§ 
KRP50G§ 
KRPIIA§ 
KRPll A§ 
KRPll A§ 
KRPllA§ 
KRPllA§ 
KRPIIAG§ 
KRP.llAG§ 
KRPllAG§ 
KRPllAG§ 
KRPllAG§ 

KRPllAN 
KRPllAN 
KRPllAN 
KRPllAN 
KRPllAN 
KRPll ON 
KRPll ON 
KRPll0N 
KRPll0N 

KRPll0§ 
KRPll0§ 
KRPll0§ 
KRPll0§ 
KRPll0G§ 
KRPll0G§ 
KRPIIOG§ 
KRPll0G§ 
KRPI4A§ 
KRPI4A§ 
KRPI4A§ 
KRPI4A§ 
KRPI4A§ 
KRPI4AG§ 
KRPI4AG§ 
KRPI4AG§ 
KRPI4AG§ 
KRPI4AG§ 
KRPI40§ 
KRPI40§ 
KRPI40§ 
KRPI40§ 
KRPI40G§ 
KRP'140G§ 
KRPI4DG§ 
KRPI40G§ 

6V 
24V 

115V 
6V 

24V 
115V 

6V 
12V 
24V 

110V 
6V 

12V 
24V 

110V 
6V 

12V 
24V 

115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

110V 

6V 
12V 
24V 

110V 
6V 

12V 
24V 

110V 
6V 

12V 
24V 

115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

110V 
6V 

12V 
24V 

110V 

5.1 
75 

2,250 
5.1 
75 

2,250 
32.1 
120 
472 

10,000 
32.1 
120 
472 

10,000 
5.1 
21 
75 

2,250 
9,110 

5.1 
21 
75 

2,250 
9,100 

5.1 
21 
75 

2,250 
9,110 

32.1 
120 
472 

10,000 

32.1 
120 
472 

10,000 
32.1 
120 
472 

10,000 
5.1 
21 
75 

2,250 
9,110 

5.1 
21 
75 

2,250 
9,100 

32.1 
120 
472 

10,000 
32.1 
120 
472 

10,000 

2VA 
2VA 
2VA 
2VA 
2VA 
2VA 

1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 

2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 

2VA 
2VA 
2VA 
2VA 
2VA 

1.2W 
1.2W 
1.2W 
1.2W 

1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 

2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 
2VA 

1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 
1.2W 

SPDT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT' 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
SPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 

DPDT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 

OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 
3POT 

·3POT 
3POT 
3POT 

g~g~ 
3POT 
3POT 
3POT 
3POT 
3POT 

5 
5 
5 

10 
10 
10 
5 
5 
5 
5 

10 
10 
10 
10 
5 
5 
5 
5 
5 

10 
10 
10 
10 
10 

10 
10 
10 
10 
10 
10 
10 
10 
10 

5 
5 
5 
5 

10 
10 
10 
10 
5 
5 
5 
5 
5 

10 
10 
10 
10 
10 
5 
5 
5 
5 

10 
10 
10 
10 

SPECIAL PURPOSE RELAYS 

APllA 
APllA 
APllA 
APllA 
APllA 
APll0 
APll0 
APll0 
API7A 
API7A 

.AP17A 
API7A 
API70 
API70 
API70 
API70 

au 
BU 
BU 
SU 

KBI7AY 
KBI7AY 
KBI7AY 
KBI7AY 
KBI7AY 
KBI7AG 
KBI7AG 
KBI7AG 
KBI7AG 
KBI7AG 
KBI70 
KBI70 
KBI70 
KBI70 
KBI70G 
KBI70G 
KBI70G 
KBI70G 
KB23AY 
KB23AY 
KB23AY 
KB23AY 
KB23AG 
KB23AG 
KB23AG 
KB23AG 
KB23AG 
KB230 
KB230 
K8230 
KB230 
KB230G 
KB230G 
KB230G 
KB230G 

6V 
12V 
24V 

115V 
230V 

6V 
24V 

1I0V 
6V 

24V 
115V 
230V 

6V 
12V 
24V 

1I0V 

6V 
12V 
24V 

115V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

110V 
6V 

12V 
24V 

110V 
6V 

24V 
115V 
230V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

1I0V 
6V 

12V 
24V 

110V 

§Enclosed Relay 

0.6 IB.5VA 
2.28 18.5VA 

8.8 18.SVA 
240 18.5VA 
900 18.5VA 
4.0 'I.OW 
65 9.0W 

1,350 9.0W 
0.6 18.5VA 
8.S 18.SVA 
240 . 18.5VA 
900 18.5VA 
4.0 9.0W 

15.5 9.0W 
65 9.0W 

1,350 9.0W 

2.75 4.6VA 
13.25 4.6VA 

50 4.6VA 
1.250 4.6VA 

2.3 5VA 
10 5VA 
42 5VA 

1,030 5VA 
4,100 5VA 

2.3 5VA 
10 5VA 
42 5VA 

1,030 5VA 
4,100 5VA 

13.1 2.7W 
52.0 2.7W 
230 2.7W 

4,560 2.7W 
13.1 2.7W 
52.0 2.7W 
230 2.7W 

4,560 2.7W 
1.8 7.8VA 
27 7.8VA 

700 7.BVA 
2,750 7.8VA 

1.8 7.8VA 
7.2 7.SVA 
27 7:8VA 

700 7.SVA 
2.750 7.SVA 

13.1 2.7W 
2.7W 
2.7W 
2.7W 
2.7W 
2.7W 
2.7W 
2.7W 

DPDT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
OPOT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 

.. 4POT 
4POT 

4PDT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4PDT 
4PDT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
4POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 
6POT 

5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
-5 
5 

5 
5 
5 
5 
5 

10 
10 
10 
10 
10 
5 
5 
5 
5 

10 
10 
10 
10 
5 
5 
5 
5 

10 
10 
10 
10 
10 
5 
5 
5 
5 

10 
10 
10 
10 

NET 

$ 5.45 
5.45 
5.45 
5.55 
5.55 
5.55 
5.40 
5.40 
5.40 
6.00 
5.50 
5.50 
5.50 
6.10 
6.05 
6.05 
6.05 
6.05 
6.45 
6.25 
6.25 
6.25 
6.25 
6,65 

7.15 
7.15 
7.15 
7.15 
7.55 
7.10 
7.10 
7.10 
7.70 

6.00 
6.00 
6.00 
6.60 
6.20 
6.20 
6.20 
6.80 
7.50 
7.50 
7.50 
7.50 
7.90 
7.80 
7.S0 
7.S0 
7.S0 
S.20 
7.45 
7.45 
7.45 
8.05 
7.75 
7.75 
7.75 
8.35 

B.70 
8.70' 
8.70 
8.70 
9.15 
8.70 
8.70 
9.35 

10.50 
10.50 
10.50 
10.95 
10.50 
10.50 
10.50 
11.15 

1.70 
1.70 
1.70 
1.70 

10.50 
10.50 
10.50 
10.50 
11.30 
10.60 
10.60 
10.60 
10.60 
11.40 
9.45 
9.45 
9.45 

10.65 
9.65 
9.65 
9.65 

10.85 
12.60 
12.60 
12.60 
13.40 
12.80 
12.80 
12.80 
12.80 
13.60 
11.45 
11.45 
11.45 
12.65 
11.75 
11.75 
11.75 
12.95 

Potter & Brumfield Page 6 See m·d.ring illjor1//(I/;on on Potter & BmfltfieJd page 7 
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I SECTION 4500 

PoHer & Bru.field Relays 

KM SERIES Subminiature relay for ap­
plications requiring unusually small relays 
with up to 3-poles. %2" dia. silver contacts. 
Withstands 30g mechanical shock and .06" 
excursion 10 to 55 cps mechanical vibration. 
Used extensively in small business machines, 
alanJl systems, automatic toys and communi­
ca\ions systems. Mounting: One 2-56 tapped 
core and locating half-punch. Solder termi­
nals. Weight: .58 OZS. 

KT SERIES ANTENNA SWITCH­
ING RELAY Glass base insulation for 
minimum RF loss to switch 300 ohm line. 
Mounting: One No. 6-32 threaded stud. Con­
tacts: 'AI" dia. goid-llashed silver. 
Weight: 1%" OZS. 

PC SERIES Single coil impulse latching 
relay for on-off and current reversal switch ... 
ing on alternate pulses. Operates on 30 milli-
second pulses to the coil. Mounting: Two 
'%2" dia. holes on 2%" centers. Weight: 5 azs. 
Contacts: 'AI" dia. goid-llashed silver cadmium 
-oxide. 

MS SERIES ft.'OTOR STARTING 
RE LAYS For starting capacitor start, in­
duction-run motors. Operates on back EMF 
of start winding. Armature gap caR be 
altered to change pull-in. Meets all U /L 
spacing requirements. Mounting: Two %2'" 
dia. holes on I 'Y!n" centers. Contacts: % HP, 
~!{2" dia. fine silver. 3 HP, %2" dia. silver 
cadmium. Weight: 5 ozs. max. Enclosure: 
See "MS/MR" cover. 

"MS/MR" COVER Provides neater 
installation, easier maintenance; minimizes 
broken leads, protects against dust, dirt, sol­
der shorts and accidental jars. Sealed knock­
out holes for standard conduit-Iittings. Relay 
mounts on. pre-drilled base. Fits MS and 
MR relays. Weight: 7.5 ozs. 
35D130 NET $1.90 

SA SERIES STEPPING SWITCH 
A twelve position stepping relay with 
printed circuit strips to switch currents up 
to 2.50 milliamps. Armature-driven pawl op­
erates a ratchet wheel to drive the movable 

. contact in steps of 30 degrees over 12 posi­
tions. Used widely for audio-level switching 
in TV remote control units,' scoreboards and 
process controls. Mounting: Two 6-32 holes 
on lllYi6" centers. Weight: 4 ozs. 

ORDERING INSTRUCTIONS- File-O-Matic Sec. 23 
All relay contacts are rated at 115 volt-60 cycle, non inductive load. 
When ordering specify relay type and coil voltage or resistance. 
Example: PR5AY, 115 Volts AC, 60 cycles or LB5, 2500 ohms 
resistance. 
To operate 110V DC relays on 220V DC use c! 5 wall wire-wound 

SPECIAL PURPOSE RELAYS 

TYPE 

KMSD 
KM50 
KMSD 
KMIID 
KMIID 
KMIID 
KMI4D 
KMI4D 
KMI4D 

KT11A 
KTlIA 
KTlID 
KTlID 

PCllA 
PCllA 
PCIIA 
PCllA 
PCllA 
PCllD 
PCllD 
PCIID 
PCIID 
PCI7A 
pel7A 
PCI7A 
PCI7A 
PCI7D 

MS2AY 
MS2AY 
MS4AY 
MS4AY 

6V 
12V 
24V 
6V 

12V 
24V 

6V 
12V 
24V 

6V 
1I5V 

6V 
12V 

6V 
12V 
24V 

115V 
230V 

6V 
12V 
24V 

1l0V 
12V 
24V 

115V 
230V 
24V 

115V 
230V 
1I5V 
230V 

36 l.lW 
144 l.lW 
500 l.lW 

36 I.IW 
144 l.lW 
500 I.IW 

36 I.IW 
144 l.lW 
500 I.IW 

5.1 
2,250 

32.1 
120 

0.6 
2.2S 

S.S 
240 
900 
4.0 

15.5 
65.0 

1,350 
2.2S 

S.S 
240 
900 

65 

530 
2,100 

530 
2,100 

2VA 
2VA 

1.2W 
1.2W 

lB.5VA 
IS.5VA 
IS.5VA 
IS.5VA 
IS.5VA 
9.0W 
9.0W 
9.0W 
9.0W 

IS.5VA 
IB.5VA 
IS.5VA 
IS.5VA 
9.0W 

5.'VA 
5:9VA 
5.9VA 
5.9VA 

SPDT 
SPOT 
SPOT 
DPOT 
DPOT 
DPDT 
3PDT 
3PDT 
3PDT 

DPDT 
DPOT 
DPDT 
DPDT 

DPDT 
DPOT 
OPOT 
DPDT 
OPDT 
DPOT 
DPDT 
DPOT 
DPDT 
4PDT 
4PDT 
4PDT 
4PDT 
4PDT 

SP5T·NC 
SPST·NC 

SPST.NC·DB 
SPST·NC·OB 

7.5 
7.5 
7.5 
7.5 
7.5 
7.5 
7.5 
7.5 
7.5 
'7.5 
7.5 
7.5 
7.5 
7.5 

3f.HP 
'/4HP 

3HP 
3HP 

POTTER & BRUMFIELD 
IS A MEMBER OF THE 

NET 

$ 3.35 
3.35 
3.35 
3.70 
3.70 
3.70 
4.25 
4.25 
4.25 

3.70 
3.70 
3.70 
3.70 

5.50 
5.SO 
5.50 
5.SO 
5.90 
5.35 
5.35 
5.35 
5.S5 
7.60 
7.60 
7.60 
S.OO 
7.45 

3.55 
3.95 
4.15 
4.55 

NATIONAL ASSOCIATION OF RELAY MANUFACTURERS 

SA·IN·12A 115V 140 20VA 12~steps .25 6.60 

resistor of a value approximately Ihe relay coil resistance in series 
with the relay coil. 
CONTACT LEGEND: S-Single; D-Double; P-Pole; T-Throw; N-Normally; 
O-Open; C-Closed; B-Breok; M-Make. 
Prices and Specifications subject to change without notice. For latest 
prices refer to United Pricing Service. 

Patter & Brumfield Page 7 
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FL SERIES Dual coil, micro-miniature 
latching relay that lies flat on a printed cir­
cuit board. Withstands 100g shock, 400g 
linear accelerationt .195" excursion from 10 
to 55 cps and 30g from 55 to 2,000 cps 
with no contact openings. Ambient tempera­
ture range: -65· to +125·C. Operates by: 
Pulsing each coil alternately (observing coil 
polarity); or connecting the coils in series 
from a reversing (polarized) source. Re­
mains latched without coil power to reduce 
power drains. Hermetically sealed. DPDT 
bifurcated silver-magnesium-nickel contacts 
for IPO,OOO operations at 3 amps. Plug-in 
terminals on a .2" grid. Meets applicable 
sections of MlL-R-5757D, MIL-R-6106C 
and ABMA #PD-R-IS7. Weight: .75 ozs. 

SC SERIES Micro-miniature permanent 
magnet relay for low power, high shock/ 
vibration applications. 100g shock, 30g vi­
hration to 2000cps with no contact openings. 
Ambient temperature range: -65C1C. to 
+12S·C. Features single coil action and con­
forms to standard micro-miniature coil opera­
tion except polarized connections because of 
magnetic circuit. Positive terminal "marked 
with red dot. Mounting: SCllDoo, 
SCGllD -DA, -DB, DC and DD corre­
spond to similarly designed SL mountings. 
Weight: % 0.. . 
ooCinch No. 54A20730 and Armel .No. 
HRK-l, S-pin receptacles available from dis­
tributors for plug-in applications. 

SL SERIES Dual coil micro-miniature 
magnetic latching relay with same shock/ 
vibration, resistance and ambient tempera­
ture range. as SC. Coils may be connected in 
series for polar operation. Mounting: SLllDo 
for plug-in applications: -DA has shoulder 
flangers with two .104" x .136" holes on a 
1.062" center; -DB has a welded bracket 
with four .125" dia. holes on 1.062" x .2S1" 
centers; -DC has two No. 4-40 NC 2A 
threaded studs on .4SS" x .220" diagonal 
centers; -DD has plain case with hook end 
solder terminals. SCG-SLGllD have plug-in 
tenninals on .2" grid. 
·Viking No. PIN VBI0/3DV 1 lO-pin re­
ceptacles available from distributors for plug­
in applications. 

13C074 

© U.c.P., Inc. 
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SECTION 4500 I 
Potter & Brumflelel Relays 

SPECIAL PURPOSE RELAYS 

1-.795 -; 

TYPE 

FLlID 
FL11D 
FlllD 

5ClIDt 
sellDt 
sell Dt 
sellOAt 
SellOAt 
SC11DAt 
sellDBt 
SC1IOBi' 
SellDBj' 
SCllDCt 
SCllDDt 

5CGlID 

5111Dt 
SIll Ot 
SIll OJ' 
SIll OAt 
SlIlOAt 
SIll OAt 
SIll DBt 
SIll0Bt 
SlIlOBt 
SlI 10Ct 
SlIl DOt 

5LGlID 

Potter & Brumfield Page B 

Net 

6V 
12V 
24V 

6V 
12V 
24V 
6V 

12V 
24V 

6V 
12V 
24V 
24V 
24V 

24V 

6V 
12V 
24V 

6V 
12V 
24V 
6V 

12V 
24V 
24V 
24V 

24V 

67.5 
230 

1.000 

35 
135 
550 

35 
135 
550 

35 
135 
550 
550 
550 

550 

40 
160 
630 

40 
160 
630 

40 
160 
630 
630 
630 

630 

.5W 

.5W 

.5W 

Iv( 
IW 
IW 
IW 
IW 
IW 
IW 
IW 
IW 
IW 
IW 

IW 

IW 
IW 
IW 
IW 
IW 
IW 
IW 
lW 
IW 
IW 
IW 

IW 

DPDT 
OPOT 
OPOT 

DPDT 
OPOT 
OPOT 
OPOT 
OPOT 
DPOT 
OPOT 
OPDT 
OPDT 
DPOT 
DPDT 

DPDT 

DPDT 
OPOT 
OPOT 
DPOT 
DPDT 
OPOT 
OPOT 
OPOT 
OPDT 
OPDT 
OPOT 

DPDT 

3' 
3 
3 

2' 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 

2 

2' 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 

2 

NET 

$18.00 
18.00 
18.00 

1>.75 
15.75 
15.75 
15.75 
15.75 
15.75 
15.75 
15.75 
15.75 
15.75 
15.75 

15.75 

17.25 
17.25 
17.25 
17.25 
17.25 
17.25 
17.25 
17.25 
17.25 
17.25 
17.25 

17.25 
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SECTION 4700 

+1 % PRECISION ®CARBOFILM AND@CARBOMOLD RESISTORS 
CARBOFILM PRECISION RESISTORS CARBOMOLD PRECISION RESISTORS 

Precision deposited carbon resistors designed for circuits calling for the 
accuracy and stability of wire-wound resistors with the marked economy 
of carbon resistors. The exclusive Aeroglaze conformal coating offers 
mechanical protection superior to any other coating eliminating the need 
for special tubes, sleeves and jackets. Aeroglaze coating will meet all 
moisture requirements of MIL-R-l0509B. Carbofilm resistors offer out­
standing stability, low voltage coefficient, low capacitance and inductance 
in high frequency applications. 

CARBOFILM CHARACTERISTICS 

TESTING: All Tests conducted in accordance with MIL-R-l0509B require­
ments. 

TEMPERATURE COEFFICIENT: Approximately 200 ppm per degree C in the 
lower resistance ranges and not exceeding 500 ppm per degree C 
in the highest values specified by MIL-R-I0509B. 

MOISTURE RESISTANCE: Will meet or surpass the requirements of 
MIL-R-I0509B. ' 

LOAD LIFE: When tested for more than 1,000 hours at full load opera­
tion in 40°C ambient temperature, maximum changes are less than 
1% with an average change of less than 0.5%. 

TEMPERATURE CYCLING: After 5 complete temperature cycles there is an 
average change of 0.21 % with a maximum change of less than 0.5%. 

SHORT TIME OVERLOAD: When subjected to 2.5 times the rated working 
voltage, but not exceeding 2 times the maximum rated voltage for 5 
seconds, changes are less than 0.25% with an average change of 
0.13%. 

LOW TEMPERATURE OPERATION: Maximum changes are less than 1%. 

ACCURACY: Guaranteed tolerance of plus/minus 1% at 25°C. (77°FJ 

AGING: Due to manufacturing process and control, changes attributed to 
aging are negligible. The average change in resistance for self-aging 
is approximately 0.2% per year. 

NOISE: Noise level will not exceed .2 microvolts per volt. 

VOLTAGE COEFFICIENT: Does not exceed .002% per volt. 

A superior molded carbon-deposited resistor manufactured under the most 
exacting quality control standards and specifications assuring excellent 
performance under the most adverse operating conditions. Resistors are 
encapsulated in a strong reinforced moisture and heat resistant plastic 
for added stability, prllcision and reliability. Rated for full load operation 
at 70°C and linearly derated to zero load at 150°C. Will meet or exceed 
insulalion resistance requirements of MIL-R-I0509C. 

CARBOMOLD CHARACTERISTICS 

TESTING: All tests conducted in 'accordance with MIL-R-l0509C require­
ments. 

TEMPERATURE COEFFICIENT: Extends from approximately 200 ppm per de­
gree C in the lower resistance ranges to and not exceeding 500 
ppm per degree C at the highest values specified by MIL-R-l0509C. 

MOISTURE RESISTANCE: Will meet or surpass the requirements of MIL-R-
10509C. 

LOAD LIFE: When tested for more than 1000 hours at full load operation 
in 70°C ambient temperature, maximum changes less than 1% with 
an average change of less than 0.5%. 

TEMPERATURE CYCLING: After 5 complete temperature cycles there is an 
average change of 0.21% with a maximum change of less than 0.5%. 

SHORT TIME OVERLOAD: When subjected to 2.5 times the rated working 
voltage, but not exceeding 2 times the maximum rated voltage for 5 
seconds, changes are less than 0.25% with an average change of 
0.13%. 

LOW TEMPERATURE OPERATION: Maximum changes are less tha.n 1 %. 

ACCURACY: Guaranteed tolerance of plus/minus 1 % at 25°C. 

AGING: Average change in resistance for self-aging, approximately 0.2% 
in a year. 

NOISE: Noise level will not exceed .2 microvolts per volt. 

VOLTAGE COEFFICIENT: Diles not exceed .002% per volt. 

CARBOFILM 

Availability 
Equiv. to MIL-R-105091 STD. STD. 

MIN. MAX. Comm. MIL-IELL MIL-R-10509B 
ttTYPE SIZES OHMS MEGOHMS Value Value Max DC Voltage Type Char. Tal. MARKING 

CPSXY. .203 x'%. 10 2.0 >I >I 
;CPXy. .260x% 2,200,000·' 5.0 >I 
CPLXY. .260 xl 5,100,000 7.5 >I 
CPU .328 X'~. 10 15 >I >I 

CPX2 .328 x 2X. 50 loot >I 

t Only stock value above 50 megohms Is 100 megohms furnished in ±2% tolerance. 
1: To be supplied as CPy' until present stocks are depleted. 

•• For values from 3 to 10 ohms In CPXy. check fac~ory for price and availability. 

350 
350 
500 
500 

750 

RN20 X 1% RN20 Number 
....... -- ..... Type, Value, Tolerance 
...... -- --- Type. Value, Tolerance 
RN25 X 1% Type, Value, Tolerance 

and RN25 Number 
RN30 X 1% Type, Value, Tolerance 

and RN30 Number 

ttAs noted in bulletin NPJ116 dated 5/15/60 the Aeroglaze coating 
-designated by X in part number~is replacing W65 coating as 
inventories are depleted. ' 

CARBOMOLD 
Carbomold Stocked In Mil-Bell Values Only 

STD. STD. Equiv. to MIL-R-10509C 
MIN. MAX. MIL-R-10509 C 

TYPE SIZES OHMS MEGOHMS Max. DC Volt. Type Char. Tal. MARKING 

'CPM-Yo .135 x .400 10 1.0 250 RN60 B F RN60 Number 
CPM-!4 .220 x .590 10 2.0 300 RN65 B F RN65 Number 
CPMy' .250 x .745 10 2.49 350 RN70 B F Type, Value, Tolerance, RN70 Number 
CPM-1 .375 X 1~ 10 5.11 500 RN75 B F Type, Value, Tolerance, RN75 Number 
CPM-2 .375 x 2%. 30 10.0 750 RN80 I F Type, Value, Tolerance, RN80 Number 

• CPM Yo will be supplied In .150 dIameter until present stocks are depleted. 
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SECTION 4700 

f{!ud~ 
±1% PRECISION 4D CARBOFILM AND. CARBOMOLD RESISTORS 

COMMERCIAL STOCK VALUES + 1 % TOLERANCE 

MEG· MEG· MEG· 
OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS 

10.0 36 82 300 820 2950 7000 20,000 62,000 220,000 650,000 2.0 6.2 27.0 
11.0 39 85 330 850 3000 7450 22,000 65,000 225,000 680,000 2.2 6.5 30.0 
12.0 40 89.5 350 900 3300 7500 22,500 68,000 240,000 700,000 2.225 6.8 33.0 
12.5 43 90 360 910 3500 8000 '24,000 70,000 250,000 750,000 2.4 7.0 36.0 
13.0 44.5 91 390 1000 3600 8200 25,000 75,000 270,000 800,000 2.5 7.5 39.0 
14.5 45 99.5 400 1100 3900 8500 27,000 80,000 300,000 820,000 2.7 8.0 43.0 
15.0 47 100 430 1200 4000 8950 30,000 82,000 330,000 850,000 3.0 8.2 47.0 
16.0 50 110 450 1250 4300 9000 33,000 85,000 350,000 900,000 3.3 8.5 50.0 
17.5 51 120 470 1300 4450 9100 35,000 90,000 360,000 910,000 3.5 9.0 100.0t 
18.0 55 130 500 1450 4500 9950 36,000 91,000 390,000 3.6 9.1 
20.0 56 150 510 1500 4700 10,000 39,000 100,000 400,000 MEGOHMS 3.9 10.0 
22.0 59.5 160 550 1600 5000 11,000 40,000 110,000 430,000 4.0 12.0 
22.5 60 175 560 1750 5100 12,000 43,000 120,000 450,000 1.0 4.3 12.5 
24.0 62 180 600 1800 5500 12,500 45,000 125,000 470,000 1.1 4.5 13 .. 0 
25.0 65 200 620 2000 5600 13,000 47,000 130,000 500,000 1.2 4.7 15.0 
27.0 68 220 650 2200 5950 13,500 50,000 150,000 510,000 1.25 5.0 16.0 
29.5 70 225 680 2250 6000 15,000 51,000 160,000 550,000 1.3 5.1 18.0 
30.0 74.5 240 700 2400 6200 16,000 55,000 175,000 560,000 1.5 5.5 20.0 
33.0 75 250 750 2500 6500 17,500 56,000 180,000 600,000 1.6 5.6 22.0 
35 80 270 800 2700 6800 18,000 60,000 200,000 620,000 1.8 6.0 25.0 

tOnly stock value above 50 megohms Is 100 megohms furnished in ±2% tolerance. 
For values from 3 to 10 ohms in CPXV2 check factory for price and availability. 

MIL-BELL STOCK VALUES + 1 % TOLERANCE 

MEG· MEG· MEG· 
OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS OHMS 

10.0 23.2 53.6 124 287 665 1540 3570 8250 19100 44200 102000 237000 549000 1.13 2.61 6.04 
10.2 23.7 54.9 127 294 681 1580 3650 8450 19600 45300 105000 243000 562000 1.15 2.67 6.19 
10.5 24.3 56.2 130 301 698 1620 3740 8660 20000 46400 107000 249000 576000 1.18 2.74 6.34 
10.7 24.9 57.6 133 309 715 1650 3830 8870 20500 47500 110000 255000 590000 1.21 2.80 6.49 
11.0 25.5 59.0 137 316 732 1690 3920 9090 21000 48700 113000 261000 604000 1.24 2.87 6.65 
11.3 26.1 60.4 140 324 750 1740 4020 9310 21500 49900 115000 . 267000 619000 1.27 2.94 6.81 
11.5 26.7 61.9 143 332 768 1780 4120 9530 22100 51100 118000 274000 634000 1.30 3.01 6.98 
11.8 27.4 63.4 147 340 787 1820 4220 9760 22600 52300 121000 280000 649000 1.33 3.09 7.15 
12.1 28.0 64.9 150 348 806 1870 4320 10000 23200 53600 124000 287000 665000 1.37 3.16 7.32 
12.4 28.7 66.5 154 357 825 1910 4420 10200 23700 54900 127000 294000 681000 1.40 3.24 7.50 
12.7 29.4 68.1 158 365 845 1960 4530 10500 24300 56200 130000 301000 698000 1.43 3.32 7.68 
13.0 30.1 69.8 162 374 866 2000 4640 10700 24900 57600 133000 309000 715000 1.47 3.40 7.87 
13.3 30.9 71.5 165 383 887 2050 4750 11000 25500 59000 137000 316000 732000 1.50 3.48 8.06 
13.7 31.6 73.2 169 392 909 2100 4870 11300 26100 60400 140000 324000 750000 1.54 3.57 8.25 
14.0 32.4 75.0 174 402 931 2150 4990 11500 26700 61900 143000 332000 768000 1.58 3.65 8.45 
14.3 33.2 76.8 178 412 953 2210 5110 11800 27400 63400 147000 340000 787000 1.62 3.74 8.66 
14.7 34.0 78.7 182 422 976 2260 5230 12100 28000 64900 150000 348000 806000 1.65 3.83 8.87 
15.0 34.8 80.6. 187 432 1000 2320 5360 12400 28700 66500 154000 357000 625000 1.69 3.92 9.09 
15.4 35.7 82.5 191 442 1020 2370 5490 12700 29400 68100 158000 365000 845000 1.14 4.02 9.31 
15.8 36.5 84.5 196 453 1050 2430 5620 13000 30100 69800 162000 374000 866000 1.78 4.12 9.53 
16.2 37.4 86.6 200 464 1070 2490 5760 13300 30900 71500 165000 383000 887000 1.82 4.22 9.76 
16.5 38.3 88.7 205 475 1100 2550 5900 13700 31600 73200 169000 392000 909000 1.87 4.32 10.0 
16.9 39.2 90.9 210 487 1130 2610 6040 14000 32400 75000 174000 402000 931000 1.91 4.42 
17.4 40.2 93.1 215 499 1150 2670 6190 14300 33200 76800 178000 412000 953000 1.96 4.53 
17.8 41.2 95.3 221 511 1180 2740 6340 14700 34000 78700 182000 422000 976000 2.00 4.64 
18.2 42.2 97.6 226 523 1210 2800 6490 15000 34800 80600 187000 432000 2.05 4.75 
18.7 43.2 100 232 536 1240 2870 6650 15400 35700 82500 191000 442000 2.10 4.87 
19.1 44.2 102 

, 
237 549 1270 2940 6810 15800 36500 84500 196000 453000 MEGOHMS 2.15 4.99 

19.6 45.3 105 243 562 1300 3010 6980 16200 37400 86600 200000 464000 2.21 5.11 
20.0 46.4 107 249 576 1330 3090 7150 16500 38300 88700 205000 475000 2.26 5.23 
20.5 47.5 110 255 590 1370 3160 7320 16900 39200 90900 210000 487000 1.00 2.32 5.36 
21.0 48.7 113 261 604 1400 3240 7500 17400 40200 93100 215000 499000 1.02 2.37 5.49 
21.5 49.9 115 267 619 1430 3320 7680 17800 41200 95300 221000 511000 1.05 2.43 5.62 
22.1 51.1 118 274 634 1470 3400 7870 18200 42200 97600 226000 523000 1.07 2.49 5.76 
22.6 52.3 121 280 649 1500 3480 8060 18700 43200 100000 232000 536000 1.10 2.55 5.90 

PACKAGING: 
Commercial Stock Values-Small quantities packaged individually in sealed plastic tubes. Also available in larger quantities, protected by paper sleeves and packed In 

~~ . 

Mil Bell Stock Values-Small quantities packaged individually In sealed plastic tubes. Also available in larger quantities packed in bulk. 
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SECTION 47:00 

COMPOSITION-ELEMENT CONTROLS 
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G.aph Explanation: 
Taper S-Straight or uni­
form resistance change 
with rotation. 
Tape. T .- Right-hand 
30% resistance at 50% ot 
C.C.W. rotation. 
Tape. U - Left-hand 1% 
resistance at 33~% of 
C. W. rotation. 
Tape. V - Right-hand 
20% resistance at 50% of 

~a~.~:'\v'"~~t~ft~hand 20% 
resistance at 50% of C. W. 
rotation. 

0 to 20 lO 40 50 TO 80 80 100 

Tape. Z-Left-hand (Log. 
audio) 10% resistance at 
50% of C.W. rotation. 
Tape. Y -. Left-hand 5% 
resistance at 50% of C.W. 
rotation. 

"'EfFECTIVE e.w. ROTATIO" 

SERIES "A47" Yz-WATT CONtROLS 
Composition-element conuols in the 
popular 16/16" dia. size. Series "A47" 
conuols are field-assembled with the 
selected "Pick-A-Shaft" • and "Ad-A­
Switch'" . These controls are also 
available with factory-assembled shafts 
at no extra charge, by omitting prefix 
"A" from catalog number and desig­
nating the type shaft desired when 
ordering. Example: 47-100K-S with 
FKS-14 shaft. 

SERIES A47 
(INDUSTRIAL) 

SERIES 47 
CAT No. OHMS TAPER 

S 
CAT No. OHMS TAPE:r 

A47-S00-S 500 
A47-7S0-S 750 
A47-1000-S 1000 
A47-1S00-S 1500 
A47-2000-S 2000 
A47-2S00-S 2500 
A47-3000-S 3000 
A47-4000-S 4000' 
A47·S000-S 5000 
A47-7S00-S 7500 
A47-10K-S 10K 
A47-10K-V 10K 
A47-10K-W 10K 
A47-10K-Z 10K 
A47-1SK-S 15K 
A47-1SK-V 15K 
A47-1SK-W 15K 
A47-20K-S 20K 
A47-2SK-S 25K 
A47-2SK-W 25K 
A47-2SK-V 25K 
A47-30K-S 30K 
A47-40K-S 40K 
A47-S0K-S 50K 
A47-S0K-W 50K 
A47-S0K-Z 50K 
A47-7SK-S 75K 

S 
S 
S 
S 
S 
S 
S 
S 
S 
S 
V 
W 
Z 
S 
V 
W 
S 
S 
W 
V 
S 
S 
S 
W 
Z 
S 

A47-7SK-V 
A47-100K-S 
A47-100K-Z 
A47-1S0K-S 
A47-200K-S 
A47-2S0K-S 
A47-2S0K-Z 
A47-300K-S 
A47-S00K-S 
A47-500K-Z 
A47-7S0K-S 
A47-7S0K-Z 
A47-1 Meg-S 
A47-1 Meg-Z 
A47-l.S Meg-S 
A47-2 Meg-Z 
A47-2 Meg-S 
A47-2.S Meg-S 
A47-3 Meg-S 
A47-3-Meg.-Z 
A47-4 Meg-S 
A47-4 Meg-Z 
A47-5 Meg-Z 
A47-5 Meg-S 
A47-7.S Meg-S 
A47-10 Meg-S 

75K V 
lOOK S 
lOOK Z 
150K S 
200K S 
250K S 
250K Z 
SOOK S 
500K S 
500K Z 
700K S 
700K Z 
1 Meg. S 
1 Meg. Z 
1.5 Meg. S 
2 Meg. Z 
2 Meg. S 
2.5 Meg. S 
S Meg. S 
S Meg. Z 
4 Meg. S 
4 Meg. Z 
o Meg. Z 
5 Meg. S 

7.5 Meg. S 
10 Meg. S 

NET PRICE $.93 Standard Packing-10 per Carton. 

SERIES "AD47" Y2-WATT DUAL CONTROLS 
These are the same as "A47" except that they are dual controls. 

Cat_ No. Panel Taper Rear Taper 
AD47-50-S 50K S 50K S 
AD47·100K-S lOOK S lOOK S 
AD47·250K-5 250K S 250K S 
AD47-250K-Z 250K Z 250K Z 
AD47-500K·Z 500K Z 500K Z 
AD47-1 Meg.-S I Meg. S I Meg. S 
AD47-1 Meg.-Z I Meg. Z 1 Meg. Z 
AD47-2 Meg.-S 2 Meg. S 2 Meg. S 
AD47-2 Meg.-V 2 Meg. V 2 Meg. V 
AD47-5 Meg.-S 5 Meg. S 5 Meg. S 

NET PRICE $2.25 Standard Packing - Individual Carton. 

SERIES "C47S" Yz-WATT CONTROLS 
WITH PUSH-PULL SWITCH 

Cat. No. Cat. No. 
C47S-250K·S C47S·750K-Z 
C47S·250K-Z C47S·1 Meg.·S 
C47S·500K·S C47S·1 Meg.·Z 
C47S·500K·Z C47S-2 Meg.-S 
C47S·750K·S C47S-2 Meg.·Z 

Price $1.53 Standard Packing-IO per Carton. 

SERIES "C47SF" (TAPPED) 
Cat. No. 
C47SF·50OK Tap .. 25OK 
C47SF1·500K Tap 150K 
C47SF-1 Meg. Tap 500K 
C47SF1-1 Meg. Tap 250K 

Price $1.95 _____________ StandardPacking-IO per Carton. 
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SERIES "A47F" 

SERIES A47F 
( INDUSTRIAL) 

SERIES 47F 

These are the popular 16/16" dia. composip 

tion-element controls which are replacing 
the larger I-lis" dia. units, without sacrifice 
in rating or performance. Series "A47F" 
controls are field-assembled with the selected 
"Pick-A-Shaft"· and "Ad-A-Switch'" . 
"A47F" controls have taps I. 2, 3 located 
at 30 %, 50 % and 70 % of rotation, respec­
tively. These conuols are also available with 
factory-assembled shafts at no extra charge, 
by omitting prefix "A" from catalog number 
and designating the type of shaft desired 
when ordering. Example: 47F-200K with 
FS-3 shaft. 

Cat. No. Res. Ohms. 

A47F-SOK 50K 
A47F-200K 200K 
A47F-2S0K 250K 
A47Fl-2S0K 250K 
A47F-3S0K S50K 
A47Fl-3S0K S50K 
A47F-SOOK oOOK 
A47F1-SOOK 500K 
A47F2-S00K 500K 
A47F3-S00K 500K 
A47F4-500K 500K 
A47FS-SOOK 500K 
A47F-1 Meg. 1 Meg. 
A47Fl-1 Meg. I Meg. 
A47F2-1 Meg. 1 Meg. 
A47F3-1 Meg. I Meg. 
A47F4-1 Meg. 1 Meg. 

Tap 
No.1 
30% 

75K 

20K 

260K 

A47F5-1 Meg. . I Meg. 
A47F-2 Meg. 2 Meg. 20K 
A47Fl-2 Meg. 2 Meg. 5000 
A47F2-2 Meg. 2 Meg. 15K 

Tap 
No.2 
50% 

20K 

125K 

75K 

lOOK 
50K 

250K 

50K 
lOOK 
~25K 
500K 

A47F3-2 Meg. 2 Meg. 1 Meg. 
A47F4-2 Meg. 2 Meg. 200K 
A47F5-2 Meg. 2 Meg. 400K 
A47F6-2 Meg. 2 Meg. 500K 
A47F-3 Meg. 3 Meg. 250K 

Tap 
No.3 
70% 

lOOK 
50K 

lOOK 

200K 

200K 

NET PRICE $1.35. Standard Packing-l0 per Carton. 'Reg. U.S. Pat. OtT. 

SERIES 44 - 0.02 WATT CONTROLS 

Without Switch Cat No. 
44-oK-W 44-l00K-W 
44-10K-W 44-250K-W 
44-25K-W 44-500K-W 

NET PRICE $.93 

Composition Element Controls rated at 0.2 watt, 
designed specifically for miniaturized applica­
tions such as transistorized circuits, pocket 
radiOS, hearing aids, etc. Stocked controis have 
Clarostat "WOO tapel' (20% log audio). Other 
tapers available on special order. Series 44 1s 
without switch, while Series 448 bas factory­
attached 0.5 am. 25 v.d.c. DPST switch. Other 
ohmages available on special ()rde~. 200 ohms 
to 5 meg. linear; 1500 to 2.5 meg. tapered. Also 
available on special order, controls with 0.5 a. 
25 v.d.c. SPST switch. Items not listed are 
special. Prices and information on request. 

With DPST Switch Cat. No. 
44S-5K-W 44S-100K-W 
44S-10K-W 44S-250K-W 
44S-25K-W 44S-500K-W 

NET PRICE $1.B5 
Standard Packing - 10 Per Carton 

SERIES B47 11l-WATT TAB-MOUNT 
Composition element controls designed for radio and TV applications, where 
bushingless controls are required. Phe~olic shaft insures insul~tion if con,trol 
is used on a "hot" chassis. Items not lISted are special, for WhICh information 
and prices will be supplied on request. 

Cat. No. Cat. No. Cat. No. Cat. No. 
B47-500-S B47-IOK-S B47-250K-S B47-1.5 Meg-S 
B47-750-S B47-25K-S B47-B30K-Z B47-2 Meg-S 
B47-1500-S B47.50K-S· B47-500K-S B47-2.5 Meg-S 
B47-2500-S B47.100K-S B47-500K-Z B47-B Meg-S 
B47-8000-S B47-150K-S B47-1 Meg-S B47-5 Meg-S 
B47-5000·S B47·200K-S B47-1 Meg-Z ::~J~:~:-S 

NET PRICE $.60 
Standard Packing-lO per Carton. 

SERIES B47S Y2-WATT TAB MOUNT 
WITH SWITCH 

Cat. No. 
B47S·250K·S 
B47S-250K·Z 
B47S-500K-S 

Price $1.20 

Cat. No. 
B47S·500K-Z 
B47S·1 Meg-S 
B47S-1 Meg-Z 
B47S-2. Meg-S 
B47S-2 Meg-Z 

Standard Packing-IO per Carton. 
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SECTION 4700 

WIRE-WOUND CONTROLS 
These are "Pick-A-Shaft'" controls which take anyone of 12 shafts tolerance of plus/minus 10% for all values. All controls are linear. 
listed on page R-24 including High Voltage Coupler and insulated Available with factory-assembled shafts at no extra charge, by omit­
shaft. Your choice of anyone of the 12 sbafts listed (this does notting the prefix "A" from the catalog number and designating the 
include insulated shaft) with each control. Tolerances of these con-type of shaft desired when ordering. Example: 4S-500 with F:KS-l4 
trois are in accordance with RETMA standards. Overall resistanceshaft, or 4SS-10K with FS-S shaft and SPST switch. 

SERIES "A43" and "A43S" 2·WATT CONTROLS 

SERIES A43 
( INDUSTRIAL) 

SERIES 43 

SERIES A43S 
(I NDUSTRIAL) 

SERIES 43S 

Without 
Switch 

Cat. No. 
A43-5 
A43-lO 
A43-20 
A43-25 
A43-30 
A43-40 
A43-50 
A43-75 
A43-100 
A43-150 
A43-200 
A43-300 
A43-400 
A43-S00 
A43-750 

With SPST 
Switch 

Cat. No. 
A43S-5 
A43S-10 
A43S-20 
A43S-2S 
A43S-30 
A43S-40 
A43S-S0 
A43S-75 
A43S-100 
A43S-150 
A43S-200 
A43S-300 
A43S-400 
A43S-500 
A43S-7S0 

Res. 
Ohms 

5 
10 
20 
25 
SO 
40 
50 
75 

100 
150 
200 
300 
400 
500 
750 

Without 
Switch 
Cat. No 

A43-1,OOO 
A43-I,SOO 
A43-2,000 
A43-2,SOO 
A43-3,000 
A43-4,OOO 
A43-S,000 
A43-7,500 
A43-10'K 
A43-1SK 

With SPST 
Switch 

Cat. No. 
A43S-I,OOO 
A43S-I,500 
A43S-2,OOO 
A43S-2,SOO 
A43S-3,OOO 
A43S-4,OOO 
A43S-5,OOO 
A43S-7,SOO 

A43S-10K 

Res. 
Ohm1 
1,000 
1,500 
2,000 
2,500 
S,OOO 
4,000 
5,000 
7,500 

10K 

A43-20K NET PRICES: (Without Switch) 
~4~-~6~ 5 to 10KO ___________________ $ .93 
A4 - K 15K to 25KO __ -' ______________ 1.20 

43-s40K 30K to 50KO ____________________ 1.62 
A43- 0 (With Switch) 

"A43" is without switch, while "A43S" has factory­
attached SPST switch. When ordering "A48S" con· 
trois, specify type of switch. Controls with other tban 
SPST switch are special. Prices and information on 
request. Standard Packing: 10 per Carton. 5 to 10 KO ________________________ $1.47 

SERIES "ASS" and "ASSS" 3· WATt CONTROLS 
"A58" is without switch, while "A58S" has factory-attached SPST 
switch. Available with factory-assembled shafts, at no extra charge, 
by omitting prefix "A" from cata10g number, and designating type 
of shaft desired when ordering. Example: 58-50K with KSS-3 shaft, 
or 58S-25K with RS-S shaft and SPST switch. Controls with other 
than SPST switch are special. Prices and information on request. 

Without Switch 
Cat. No. 

A58-l 
As8-2 
As8-4 
As8-6 
AS8-lO 
A58-ls 
AS8-20 
As8-25 
AS8-30 
As8-40 
As8-s0 
A58-60 
As8-7s 
As8-100 
As8-200 
As8-300 
AS8-400 
As8-s00 
As8-750 
As8-I,OOO 
As8-1,500 
As8-2,OOO 
As8-2,500 
As8-3,OOO 
AS8-4000 
AS8-5,OOO 

Res. 
Ohms 

1 
2 
4 
6 

10 
15 
20 
25 
30 
40 
50 
60 
75 

100 
200 
300 
400 
500 
750 

1,000 
1,5'00 
2,000 
2,500 
3,000 
4,000 
5,000 

Standard Packing: 10 per Carton. 

Without Switch 
Cat. No. 

A58-7,sOO 
AS8-10K 
A58-lsK' 
AS8-20K 
A58-2SK 
AS8-30K 
AS8-40K 
AS8-S0K 

NET PRICES: 

Res. 
Ohms 
7,500 

10K 
15K 
20K 
25K 
SOK 
40K 
50K 

1 to lOKO _________ $ .93 
15K to 25KO _______ 1.20 
30K to 50KO_________ 1.62 

With SPST Switch Res. 
Cat. No. Ohms 

As8S-1 1 
A58S-2 2 
A58S-4 4 
A58S-6 6 
AS8S-10 10 
As8S-IS 16 
As8S-20 20 
AS8S-25 25 
A58S-30 30 
As8S-40 40 

With SPST Switch Res. 
Cat. No. Ohms 

AS8S-S0 50 
A58S-60 60 
AS8S-7S 75 
AS8S-100 100 
AS8S-200 200 
AS8S-300 300 
AS8S-400 400 
AS8S-S00 500 
AS8S-7S0 750 
AS8S-I,OOO 1,000 
AS8S-I,SOO 1,500 
AS8S-30K SOK 
AS8S-40K 40K 
AS8S-S0K 50K 

Standard Packing: 10 per Carton. 

SERIES "Al0" and "Al0S" 4·WATT CONTROLS 

SERIES AS8S 
(INDUSTRIAL) 
SERIES S8S 

AS8S-2,OOO 
As8S-2,SOO 
AS8S-3,OOO 
AS8S-4,OOO 
AS8S-S,OOO 
A58S-7,SOO 
A58S-10K 
AS8S-ISK' 
A58S-20K .. 
AS8S-2SK 

NET PRICES: 

2,000 
2,500 
3,000 
4.000 
5,000 
7,500 

10K 
15K 
20K 
25K 

1 to 10KO _________ $1.47 
15K to 25KO _________ 1.71 
30K to 50KO __________ 2.16 

"AI0" is without switch, while "AI OS" has factory-attached SPST switch. Also available wi.th factory-
assembled shaft at no extra charge, by omitting prefix "A" from catalog number. See above for examples. 
Controls with other than SPST switch are special. Price and information on request. 

With 
With Without SPST 

Without SPST Switch Switch Res. NET PRICES 
Switch Switch Res. Cat. No. Cat:No. Ohms 

Cat. No. Cat. No. Ohms AIO-7S0 AIOS-7S0 750 (Without SWitch) 
AIO-I AIOS-l 1 AIO-I,OOO AIOS-I,OOO 1,000 
AIO-2 AIOS-2 2 AIO-I,SOO AlOS-I,SOO 1,500 to 10KO _____ .. $1.35 
AIO-4 AIOS-4 4 AIO-2,OOO AIOS-2,OOO 2,000 
AIO-6 AIOS-6 6 A1O-2,2s0 2,250 15K to 25KO _______ 1.59 

AIO-IO AIOS-IO 10 AIO-2,500 AIOS-2,sOO 2,500 30K to 50KO _______ 2.01 
AlO-ls AIOS-IS 15 AIO-3,OOO AIOS-3,OOO 3,000 75K to 100KO ________ 2.46 
AlO-20 AIOS-20 20 AIO-4,OOO AIOS-4,OOO 4,000 
AIO-25 AIOS-2S 25 AIO-S,OOO AIOS-S,OOO 5,000 
AIO-30 AIOS-30 30 AlO-7,SOO AIOS-7,SOO 7,000 
AIO-40 AIOS-40 40 AIO-IOK AIOS-IOK 10K (With SPST Switch) 
AlO-SO AIOS-SO 50 AIO-15K AIOS-ISK 15K 
AIO-60 AIOS-60 60 AIO-20K AIOS-20K 20K 1 to lOKO ______ $1.89 

SERIES AIO AIO-7s AIOS-7S 75 AIO-2SK AIOS-25K 25K 15K to 25KO ______ 2.10' 
(INDUSTRIAL) AlO-IOO AIOS-IOO 100 AIO-30K AIOS-30K 30K 30K to 50KO ________ 2.55 

SERIES 10 AIO-200 AIOS-200 200 AIO-40K AIOS-40K 40K 
AIO-300 AIOS-300 300 AIO-50K AIOS-SOK 50K 75K to lOOK!} ________ 2.97 
AIO-400 AIOS-400 400 AIO-75K AIOS-7SK 75K 
AIO-sOO AIOS-SOO 500 AIO-IOOK AIOS-IOOK lOOK 

"Reg. U. S. Pat. Oll', Standard Packing: 10 per Carton. 
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SECTION 4700 

SHAFTS FOR "PICK·A·SHAFT"* CONTROLS 
For use with all Clarostat 

"Pick - A. - Shaft"· control~. 
either carbon or wire-wound. I 
Your choice of shalt furnished 
with each control. 
(1) SS- %" length-(Male) 

to take female lIttlnl/. ' 
(a) ~~~~"';"'Round sbaft. a" 13' ' 
(B) RS-ih-Round shart A" 

dla .• SIt long. 
(4) KSS-B-Knurled. spilt 

shaft. 3" long. 
(5) RS-5-Round ,hart. 5" 

long. 
(6) FS-5-Flatted shart. 5" 

long. 
(1) KSS-5-Knurled. ,pllt " 

shaft, 5" long. 
(S) ra~;~-Fl.tted shart. 8"" I • 

(9) ~~~~-Round shart. S" , f , 
(10) DFS- ~-Double flatted 

PhlIco Type, '%" long. 
(11) FKS- lO,-Flne knurled 

slotted .halt. "'.. long. @ 
(12) KFS-B-Knurled flatted CD@f3\'4''S'®f7'@@'iO'@112 

shart. S" long. I.::I~'-.:!) I..!J ~ 
(IB) FKS-~-Flne knurled 

slotted ahart. W' long. Net Price, Each Shaft $0.33 

SERIES "SWE" SWITCHES FOR 
"AD.A·SWITCH"*" CONTROLS 

U. S. Pat. 2.642.506 

For use with ".A47" and "A47F" controls. 
Underwriters' Laboratories Inc: approved. 
Cat. No. Wiring Net Price 
SWE-12 S.P.S.T. - Single Pole Single 

Throw, 5A.·125V. A.C. " ...... , .... , $0.45 
SWE·13 S.P.S.T. -' Single Pole Single 

Throw. 15A.-10V. D.C. .66 
SWE·20 D.P.S.T. - Double Pole Single 

Throw, 8A.-r25V. A.C ... ' .. ' .... ''' .51 
SWE·21 Mod. D.P.S.T. one pole on, one 

off or with Jumper S.P.D.T., 
SA.-125V. A.C.-D.C. , .... , ...... , .. , .51 

SWE-23 D.P.S.T .• 15A.-I0V. D.C. ....... .66 
(Mod. OPST has one pole "on", one pole "off" 
or with Jumper it is SPOT.) , 

Standard Packing: 1,0 per Carton. 

ii 
! 

HIGH VOLTAGE COUPLER 
High-voltage shaft unit for operation up to 
10K volta. Attaches to any Clarostat ''Pick­
A~Shaft" control, composition-element or 
wire-wound. Also available as a factory­
attached unit on order. For example: 
"47-500K-S" unit with factory-attached high 
voltage coupler. order as a "47-500K-S-HVC." 
Manufacturers Series 47 - JI, meg.-S-HVC. 

Cat. No. Net Price 
59-186 Spacer and Bushing Assembly ........ $ .84 
RN·3 Non-Metall ie Shaft, Round, 3" long ... 84 

BUSHINGS 
Two extension bushings for the make-up of 
automobile replacement controls. Series 
XB-l. JI," d. x 2)<1" 1.; Series XB-2. same 
length but 7/16" d. Threaded on outside full 
length with 28 thread; 1/32" flat milled full 
length. Threaded 'Ii" x 32 on inside. one end. 
to depth of JI,". Adaptable to any Clarostat 
control using 'Ii" x 32 bushing. 

Net Price $0.39 
I 

SERIES "BE" 15/16" ROTARY SWITCH 
Underwriters' Laboratories Inc. approved 

Cat. No. Wiring Net Price 
BE-12SPST - Single·Pole Single-Throw, 

5A·125 V. A.C. $0.75 
BE-20 DPST - Double-Pole Single-Throw, 

8A-125 V. A.C. .81 
BE-21 - Double·Pole Single.Throw 
(Mod.) DPST 3A·125 V. A.C. or D.C. .81 

Mod. DPsrr has one pole Hon," one pole Hoff"j o~. 
with Jumper it is SPDT). 
Standard Packing-Individual Carton. 

'Reg. U. S. Pat. OJ!, 

POWER RHEOSTATS 

Cat. No. 
25-1 
25-2 
25-3 
25-6 
25-S 
25-10 
25-15 
25-25 
25·35 
25·50 
25·75 
25-100 
25-125 
25-175 
25-250 
25-350 ' 
25-5do 
25-750 
25-1,000 
25-1,500 
25-2,500 
25-3,500 
25-5,00,0 

Clarostat Power Rheostats maintain their full power rating at settings as low as one· 
third rotation without excessive temperature rise. Standard overall resistance toler­
ance plus/minus 10%. Clo~er tolerances are available upon special order., 
The metal cored winding is embedded in Ii. cold-setting, inorganic cement and is 
thereby bonded to the ceramic body. Unit mounts through a single hole. A locking 
pin is provided for rear panel mounting. 

SERIES 25 - 25·WATT SERIES 50 - 50·WATT 
Max. Cur. Max. Cur. Max. Cur. Max. Cur. 

Total Res. at Totai Up to Y3 Net Total Res. at Total Up to Y3 Net 
Ohm. Res. Amps. Res. Amps. Price Cat. No. Ohms Res. Amps. Res. Amps. Price 

1 5.000 7.500 $3.87 50-0.5 0.5 10.000 15.000 $4.25 
2 3.536 5.304 3.42 50-1 1 7.071 10.607 4.25' 
3 2.887 4.330 3.42 

50-2 2 5.000 7.500 4.25 
50-4 4 3.586 5.304 3.87 

6 2.041 3.062 3.42 '50-6 6 2.887 4.330 3.87 
8 1.768 2.652 3.42 50-S 8 2.500 3.750 3.87 

10 1.581 2.872 3.42 50-12 12 2.041 3.062 3.87 
15 1.291 1.936 3.42 50-16 16 1.768 2.652 3.87 
25 1.000 1.500 3.42 50-22 22 1.508 2.261 3.87 

35 .845 3.42 
50-35 35 1.195 1. 798 3.87 1.268 50-50 50 1.000 1.500 3.87 

50 .707 1.061 3.42 50-SO 80 .791 1.186 3.87 
75 .577 .866 3.42 50-125 125 .632 .949 3.87 

100 .500 .750 3.42 50-150 150 .577 .866 3.87 
125 .447 .671 3.42 50-225 225 .471 .707 3.87 
175 .378 .567 3.42 50-300 300 , .408 .612 3.87 
250 .816 .474 3.42 50-500 500 .816 .474 3.87 
350 .267 .401 3.42 50-S00 800 .250 .375 4.08 
500 .224 .335 3.42 50-1,000 1,000 .224 .335 4.08 
750 .183 .274 3.42 50-1,600 1,600 .177 .265 4.08 

1,000 .158 .237 3.87 ; 50-2,500 2,500 .141 .212 4.08 
1,500 .129 .194 3.87 50-3,500 3.500 .120 .179 4.29 
2,500 .100 .150 3.87 50-5,000 5.000 .100 .150 4.29 
3,500 .085 .127 4.08 50-S,OOO 8,000 .079 .118 5.16 
5,000 .071 .107 4.29 50-10K 10K .071 ' .106 5.16 

Standard Packing: Individual Carton. Standard Packing: Individual Carton. 
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SECTION 4700 

SOUND-SYSTEM CONTROLS 
For proper control of volume and tone alike, Olarostat offers a choice 
of several controls, such as L~ and T-pads, output attenuatofs, and 
individual-speaker volume controls as used for drive-in theatre instal-

lations_ These are not ordinary radio controls but rather sound­
system controls designed and built for critical requirements. 

CONSTANT·IMPEDANCE CONTROLS 
Self-compensating volume controls known as L-pads and T-pads for use in 
sound systems_ Rated at 2 '1.. watts- DC, but will handle up to 10 watts 
audio. Oontinuous range from 0.5 to 30 decibels attenuation in 900/0 
rotation. Last 100/0 affords infinite attenuation. With Clarostat constant­
impedance L·pads and T·pads the input and output impedances of aBSO' 
ciated circuits can be kept within the limits of a constant required value. 
Knob and dial plate furnished with each control. 

CIT 
Cat. No. 
CIT-4 
CIT-6 
CIT-S 
CIT-IS 
CIT-50 
CIT-lOO 

CIL 
Cat_ No. 
CIL-4 
CIL-6 
CIL-S 
CIL-IS 
CIL-SO 
CIL-I00 

Res. Ohm. 
4. 
6 
8 

15 
50 

100 

CIT 
Cat .. No. 
CIT-200 
CIT-2S0 
CIT-500 
CIT-600 
CIT-l,OOO 
CIT-2,OOO 

CIL 
Cat. No. 
CIL-200 
CIL-2S0 
CIL-500 
CIL-600 
CIL-l,OOO 
CIL-2,OOO 

Res_ Ohm. 
200 
250 
500 
600 

1,000 
2,000 

U. S. Pat. 2,434,24S 

CIT-NET PRICE $3.13 Cil-NET PRICE $2.79 Standard Packing: Individual Carton. 

CONSTANT IMPEDANCE OUTPUT ATTENUATORS 
Series "OIB" rated at 10 watts, but will bandle up to 30 watts in 
audio circuit. Linear attenuation provided in B decibel steps up to 
24db, then 30db followed by infinity. Equipped with dial plate and 
bar knob. One-hole mounting, %" bushing diameter. 1" shaft. This 
control has been developed to meet the need for a constant-impedance 
attenuator capable of handling considerable power without measur­
able insertion 1088. Recommended as an output levf!l control for 
power amplifiers, or as an input attenuator for indiv'tdtta.l. or for a 
group of speakers in a public address system. 

Cat. No. 
CIB-6 
CIB-S 
CIB-15 
CIB-50 

Res. 
Ohms 

6 
8 

15 
50 

Cat. No. 
CIB-200 
CIB-250 
CIB-500 
CIB-600 

Res. 
Ohms 
200 
250 
500 
600 

NET PRICE $7.70 Standard Packing: Individual Carton. 

SPECIAL DRIVE.IN 
THEATRE L·PAD 

To meet the needs of theater sound 
systems, more especially those of 
drive-in theaters, a special 8 ohm 
L-Pad is now available, contain­
ing two separate windings of 5 
ohms and 40 ohms. Also 50 ohm 
linear rheostat and 35 ohm tapered 
rheostat, as listed. Units have ~-
82 bushing ~" long, and 1 %" 
round shaft. 
Cat. No. CM8727-1 8 obm L-Pad 

Prl •• $1.80 
Cat. No. CM17083 50 ohm linear 

rheostat Price $1.92 

ca:he~~~tCM17084 J!t 0l!:!l.~a~T~;~ 

SPACE-SAVER CONSTAN T-IMP EDA NC E ATTENUATORS 

Characterized by reduced depth and diameter, these attenuators are ideal 
for use in remote control of speakers since they are small enough to be 
installed in standard electrical boxes in the home, office, stockroom, etc. 

These controls are rated 2 watts D.C., but wiil handle up to 4 watts of audio. 
depending upon the type signal being handled. (As the frequency becomes 
constant, wattage reduces to 2 watts or the same as the D.C. rating). 

Cat. No. 
Cat. N •• Cat. No. CIBT43 

CIL43· 

CIL43 CIT43 (Bridged 
(L-Pad) (T-Pad) T-Pad) Impedance 
CIl43-4 CIT43-4 CIBT43-4 4 ohms 
CIL43-6 ClT43-6 CIBT43-6 6 ohms 
CIL43-S ClT43-8 CIBT43-8 8 ohms 
CIL43-15 ClT43-15 CIBT43-15 15 ohms 
CIL43-50 ClT43-50 CIBT43-50 50 ohms 

CIT43 CIL43-100 ClT43-100 CIBT43-100 100 ohms 
CIL43-200 CIT43-200 CIBT43-200 200 ohms 
CIL43-250 CIT43-250 CIBT43-250 250 ohms 
CIL43-500 CIT43-500 CIBT43-500 500 ohms 

NET PRICE CIL43 $2.79 NET PRICE CIT43 $3.13 

CIBT4~ NET PRICE CIBT43 $3.63 

Standard Packing - Individual Carton 

© U.C.P., Inc. Net 

• Attenuation range of 0 to 30 db over 
90% of rotation, 60 db in remaining 
10% of rotation. Attenuation will in­
crease approximately linearly to 30 
db with counter-clockwise rotation.-

• Insertion loss less than 0.5 db. 

• Input impedance within plus/ minus 
20%. 

• The CIT43 and CIBT43 (Bridged T 
Pad) have constant input and output 
Impedances, while the CIL43 has 
constant impedance in the input 
only_ 

• Shafts and bushings are insulated 
from the circuit elements. 

• Pads have %-32 x %" long bushing. 

• """ dia. round shafts 1'h" long be­
yond bushing. 

• All pads supplied with bar knob and 
dial plates, as shown above. 

• Dia. 1 % ". Depth of body from mount­
ing surface: CIL43 -1"'''; CIT4.3-
1'%."; CIBT43 -l'h". 
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SECTION 4700 

MOLDED COMPOSITION-ELEMENT POTENTIOMETERS 

A new 2-watt Molded Composition Element Potentio­
meter totally enclosed and sealed against moisture and 
other envlronmentals. MeGts the need for a high quality 
resistance device incorporating high-stability under ex­
treme climatic and operational conditions. For use in 
critical applications, such as, test equipment, military 
requirements, computers, servo systems and industrial 
metering devices. 

In.'' diameter and .,.." deep, wiper assembly ot one 
piece construction. Carbon to carbon contact insures 
exceptionally low noise level. Stainless steel shaft. Gold 

plated terminals. 

Electrical, tolerances are plus/minus 10% for all values 
up to 1 meg. 1 meg. and above plus/minus 20%. 

Cat. No. Cat. No. R ... Cat. Ne. Cat. N •• Re •• "Z" TAPER 
53CI 53C2 Ohms Taper 53CI 5802 Ohms Taper 53CI-IOOK-Z lOOK 

53CI-50-S 53C2-50-S 50 S 53CI·75K-S 53C2-75K-S 15K S 53CI-250K-Z 250K 
53CI-100-S 53C2-100-S 100 S 53CI-IOOK-S 53C2-IOOK-S lOOK S 53C 1-500K-Z 500K 
53CI·250-S 53C2-250·S 250 S 5301-loOK-S 53C2-ISDK-S 150K S 53CI-1 M01I-Z 1 Meg-Z 
53CI·500-S 53C2-500-S 500 S 53CI-2OOK-S 53C2-2OOK-S 200K S 53C 1-2.5 Meg-Z 2.5 Meg-Z 
53CI-750-S 53C2·750·S 150 S 53CI-250K·S 53C2·250K-S 250K S NET 'PRICE $2.25 
53CI-1000-S 53C2-1000-S 1000 S 53CI-500K-S 53C2-500K-S 500K S REVERSED "z" TAPER 
53C 1-1500-S 53C2-1500-S 1500 S 53CI.750K-S 5302-750 K -S 150K S 53CI-IOK-RZ 10K 
5SCI-2OO0-S 53C2· 2OO0-S 2000 S 53CI-1 Meg-S 53C2-1 Meg-S 1 Meg S 53C 1-25 K- RZ 25K 
53C2-2500-S 53C2-2500-S 2500 S 53CI-I.5 Meg·S 53C2·1.5 Mog-S 1.5 Mog S 53C 1-50K- RZ SOK 
53C 1-5OOO·S 53C2-5000·S 5000 S 53CI-2 Meg·S 53C2-2 Mog-S 2 Meg S NET PRICE $2.25 
53CI-7500-S 53C2-7500-S 1500 S 53CI·2.5 Meg·S 53C2-2.5 Mog-S 2.5 Meg S DUAL POTENTIOMETERS 
53CI-IOK-S 53CZ-IOK-S 10K S 53CI-3 Mog-S 53C2-3 Meg-S 3 Meg S 053CI 10K-S 053CI Z50K-S 
53CI-15K-S 53CZ-15K-S 15K S 53C 1·4 Meg·S 53C2-4 Mog-S 4 Meg S 053CI 25K-S 053CI 500K·S 
53CI-ZOK-S 53C2-20K-S 20K S 53CI-5 Meg·S 53C2-5 Mog-S 5 Meg S 053CI 501(-S 053CI I Meg·S 
53CI-25K-S 53C2-25K·S 25K S 53CI·10 Meg-S 5302-10 Meg·S 10 Meg S 053CI 100K·S 
53OI·SDK-S 53C2-50K-S SOK S Sta.ndard Packing - Individual Carton. NET PRICE $5.85 
53CI NET PRICE $2.01 5SC2 NET ,PRICE $2.55 Standard Pacldng-Ind. Carton. 

Items not listed are special. Prices and information supplied upon request. 

SERIES "43Cl" and "43C2" 2·WATT CONTROLS 
Electrical tolerance i. plu./minu. S % for all ohmage •. Independent linearity i. to plu./minu. 2 %. All control. rated 2 watt •. 

43CI 43C2 Res. 43CI 4SC2 Re •• 43CI 43C2 
cat. N •• Oat. NO. Ohms Cat. No. Cat. No. Ohms cat. N •. Oat. N •• 
43CI·5 43C2-5 5 43C'I'100 4302-100 100 43CI-1500 4302·1500 
43CI·10 43C2-IO 10 43CI-150 43C2-150 150 43CI-2000' 4302-2000 
4301·20 43C2-20 20 43C 1·200 43C2-200 200 4301-2500 4302-2500 
4301-25 43C2-25 25 43CI·300 43C2-300 300 4301-3000 43C2-3000 
43C 1·30 43C2-30 30 43CI-400 4302·400 (00 4301·4000 43C2-4000 
4301-40 43C2-40 40 4301·500 43C2-500 500 43C 1-5000 4302-5000 
43CI-50 4302·50 50 43C 1·750 43C2-750 150 43CI·7500 4302-7500 
43CI-75 43C2-75 15 4301·1000 43C2-1000 1000 4301-IOK 4302-IOK 

NET PRICES 

4301-5 to 43CI-IOK . """ .... ,,, .... ,, ...... ,, ....... $1.S5 43CI·30K t. 4301-501( ................................ $2.01 
43CI-15K t. 4301·25K ...... ' ......................... 1.80 43C2-5 to 4302-IOK .................................... 2.25 

SERIES 58Cl AND 58C2 3·WATT CONTROLS 
68CI 

Oat. No. 
58CI·1 
58CI-2 
5801-4 
58CI-6 
58CI-10 
58CI·15 
58C 1-20 
58CI-25 
58CI-30 
58CI·40 
58CI-50 
5801-60 
58CI-75 
58CI-100 
58CI-200· 
58CI-300' 
58C,I-4,OD 

58C2, 
Cat. No. 

58C2-1 
58C2-Z 
58C2·4 
58C2·6 
58C2·ID 
58C2·1 & 
58C2-20' 
5802·25 
58C2·30 
58C2-40 
5802·50 
5802-60 
58C2-75 
58C2·100· 
5802-200' 
5802·300 
5802·400 

Res. 
Ohms 

1 
2 
4 
6 

10 
15 
20 
25 
~O 
40 
50 
60 
15 

100 
200 
300 
400 

58CI 
Cat. No. 

58CI·500 
58CI·750 
5801·1000 
58C 1·1500 
58CI-2000 
5801-2500 
58C 1-3000 
58CI-5000 
58CI·7500 
5801-IOK 
5801-15K 
5801-20K 
58CI·25K 
58CI-30K 
58C 1-40K 
58CI-50K 

NET PRIOES 

58C2 
Oat. No, 

58CZ·500 
58C2-750 
58C2·1000 
58C2·1500 
58C2·2000 
5802·2500 
5802·3000 
58C2·5000 
58C2·7500 
58C2· 10 I( 
58C2·15K, 
58C2'20K 
58C2·251( 
58C2·30 I( 
5802·40K 
5802·501( 

Res. 
Ohm. 

500 
150 

1000 
1500 
2000 
2500 
3000 
5000 
1500 
10K 
15K 
20K 
25K 
aOK 
40K 
50K 

Electrical tolerance 
i. plu./minu. 5 % for 
all ohmage.. Inde· 
pendent linearity i. 
to plus/minus 1 %. 
All control. rated 3 
watt •. 

g:gl:l5~ t~8~Ji:II~~51{"::::::::::: $Ug ~:g:15ft t~8~~i:~~~5K ... :::::::: $t~g 
58CI-30K to 58CI-50K ............ 2.01 5802-30K to 58C2-50K ............. 3.00 

WIRE-WOUND PRECISION POTENTIOMETERS 
Series 42-900 is a superlative-grade precision poten.tio­
meter with such features as selection of either limited 
or continuous rotation by simple manipulation: gold­
plated bushings. terminals, seoreWB; front and rear 
plates of green anodized aluminum; rear shatt extension 
for coupling to other potentiometers, switch. servoes, 
etc. Wiring diagram on rear plate indicates terminal con~ 
nections. Especially intended to meet the needs of your 
prototypes. laboratory testing. instrument~grade as­
semblies. etc. 

Exceeds MIL-R-19 specifica.tions where applicable. 
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*Net Price 
42·900-100K ohms ....................... $19.00 
42-900- 50K ohm ........................ 19.00 
42-900- 20K ohm ........................ 16.00 
42-900- 10K ohm ....................... 16.00 
42-900-5000 ohm ........................ 14.00 
42-900-2500 ohms ....................... 14.00 
42-900-1000 ohms ....................... 14.00 
42-900- 500 ohms .... , ................. 14.00 
42-900- 100 ohms ...................... 14.00 
42-900- 50 ohm ............... " ...... 14.00 

Net 

Res~ 
Ohms 
1500 43C I-15K 43C2·15K 15K 
2000 43CI-20K 43C2-20K 20K 
2500 4301-25K 43C2-25K 25K 
3000 43CI-30K 43C2·30K 30K 
4000 43C 1·40K 4·3C2·4.0K 40K 
5000 43CI-501( 43C2-50K 50K 
1500 

10K 

4302-151< to 43C2-.25K ................................ $2.55· 
4302·30K to 43C2-50K ................................ 3.00 

SERIES "10C1" and "10C2" 
4·WATT CONTROLS 

Electrical tolerance i. plus/minus 6 % for 
all ohmage •. Independent linearity to plu./ 
minus 1 %. All control. rated 4 watt •. 
1 to 60K ohms available on .pecial order. 
Prices and information on request. , 

lOCI 
Cat. No. 

10Cl-75K 
lOCI-lOOK 

10C2 
Cat. No. 

10C2-75K 
10C2-100K 

Net Prices 

Res. 
Ohms 

76K 
lOOK 

10C1 ___________ 2.75 10C2 ___ , ___ . ____ 3.60 

SERIES 
42·900 

a-WATT 

© U.C.P., Inc. 



SECTION 4700 

"GREENOHM"* WIRE-WOUND RESISTORS 
FIXED TYPES Wire-wound resistors for most rugged applications. Will withstand tremendous 

overloads and temperature changes without alterating resistance values or 
appearance. Wire windings on high grade ceramic tubing and coated with special inorganic 
cement. In accordance with RETMA standards, overall tolerances are ± 5% for resistors of 50 
ohms and higher. For resistors of 49.9 ohms and lower, overall tolerances are ± 10%. 

ADJUSTABLE TYPES Same electrically and mechanically as Fixed types, but incorporating 
sliding band or bands for tapping any desired resistance values. Slider 

band tightened by means of screw. In accordance with RETMA standards, overall tolerances 
are ± 10%. 

SERIES WATTS 
PR-5-F 5 
PR-IOT .0 DIMENSIONS BY TYPES 

5-WATT 5ERIEs PR-s-F 
These resistors conform to ElA specification 

for type RRW-125 and 128. 

Ohms Ohms Ohms Ohms 
1 75 800 5,000 
2 100 900 6,000 
3 125 1,000 7,000 
4 150 1,100 7,500 
5 200 1,200 8,000 
7.5 225 1,250 8,500 

10 250 1,500 9,000 
12 300 1,750 10K 
15 350 2,000 
20 400 2,250 
25 450 2,500 
30 500 3.000 
35 600 3,500 
40 700 4,000 
50 750 4,500 

NET PRICE $0.33 
Standard Packing - 10 per Carton. 

Mounting brackets supplied at extra cost. 

2s-WATT SERIES P-2s-K 

Ohms Ohms Ohms Ohms 
1 750 10K 
2 800 12K 
3 1,000 15K 
5 1,250 20K 
7.5 1,500 25K 

10 2,000 30K 
15 2,250 35K 
20 2,500 40K 
25 3,000 45K 
50 3,500 50K 
75 4,000 60K 

100 4,500 70K 
150 5,000 75K 
200 6,000 80K 
250 7,000 85K 
300 1,500 90K 
400 8,000 lOOK 
500 9,000 

NET PRICES: 
'I ohm to 5,000 ........................... . .. $0.51 
6,000 to 15K ohms ....................... . 
20K to 50K ohms ....................... . 
60K ohms ................................................. . 
70K ohms ................................................ . 
75K ohms ............................ .. 
80K ohms ................................... . 
85K ohms ............................ .. 
90K ohms .................................... .. 

lOOK ohms ............................................... .. 
Mounting brackets at no extra cost. 

.57 

.66 
_75 
.84 
_87 
.90 
_99 

1.05 
1.17 

Standard Packin - Indivlduall Boxed. 

© U.c.P., Inc. 

PR-IQ-FA 10 
PR-20-K 20 
P-2S-1( 25 
P-25-KA 25 
K-40-N 40 
1(-50-N 50 
K-50-NA 50 
K-80-N 00 
K-80-NA 00 
K-l00-W 100 
K-IOO-WA 100 
K-160-W 160 
f(·160·WA 160 
K-200W 200 
f('ZOO-WA 200 

FIXE,D RESISTORS 
IO-WATT SERIES PR-IO-F 

These resistors conform to military specifications 
for type RW29, and ElA type RRW-126 and 129. 

Ohms Ohms Ohms Ohms 
1 200 2,000 14.5K 
2 225 2,250 15K 
3 250 2,500 16K 
4 300 3,000 17.5K 
5 350 3,500 18K 
7.5 400 4,000 20K 

10 450 4,500 22.5K 
12 500 5,000 25K 
15 60g 6,000 30K 
20 70 . 7,000 35K 
25 750 7,500 40K 
30 800 8,000 50K 
35 900 8,500 
40 1,000 9,000 
50 1,100 10K 
75 1,200 11K 

100 1,250 12K 
125 1,500 12.5K 
150 1,750 13.5K 

NET PH ICE $0.36 

MOUnting brackets supplied at extra cost. 
Standard Packing.- 10 per Carton. 

40-WATT SERIES K-40-N 
These resistors conform to EIA specification 

for type RRW-131. 

Res. Res. Res. Res. 
5 250 5,000 40K 

10 300 6,000 50K 
15 400 7,500 60K 
20 500 8,500 70K 
25 750 10K SOK 
50 1,000 12.5K 90K 
75 1,500 15K lOOK 

100 2,000 20K 125K 
125 2,500 25K 150K 
150 3,000 30K 175K 
200 4,000 35K 200K 

NET PRICES: 
5 ohms to 5,000 ohms ............................. $0.60 
6,000 to 25K ohms .............................. .66 
30K to lOOK ohms ................................ .78 
125K to 150K ohms .................................. .93 
175K ohms .................................................. .99 
200K ohms ...... ............ .................. ...... ........ 1.05 

Mounting brackets at no extra cost. 
Standard Packing - Individually Boxed. 

Net 

A 0 C 0 E 
I 1-7111;' 5/L6 3/16 1116 

1-3/4 2-3116 5/16 3/16 1116 
1-3/4 2-3116 5/16 3116 7/16 

2 2-1/2 9116 "0 "A' 2-1/2 , 9116 "0 9/16 
2-1/2 , 9/16 310 9/16 
3-112 4-118 3/4 112 71. 
4-1/2 ~-I/e 314 112 "718 
4-1/2 5-1/8 ,,. 112 7/Q 
6-1/2 7-1/8 ". 112 71. 
6-IIZ 7-118 31. 112 710 
6-1/2 7-118 HI 314 l-fl8 
6-1/2 7-IIS I-liS ". 1-118 
s-1/2 g-VS I-liS 314 1-1/8 
S-1/2 9-IIS I-lIS 314 1-118 
10'\/Z 11-1/6 l"'i/S 31' H/8 
10'lIZ II-lIZ 1-118 >14 1-1/8 

20-WATT SERIES PR-20-K 
These resistors conform to E1A specifications 

for type RRW-127. 

Ohms Ohms Ohms Ohms 
5 850 7,000 70K 

10 1,000 7,500 75K 
25 1,200 8,000 80K 
50 1,250 9,000 85K 
75 1,500 10K 90K 

100 1,750 12.SK 95K 
150 1,850 15K lOOK 
200 2,000 20K 
250 2,250 25K 
300 2.500 30K 
350 2,750 35K 
400 3,000 40K 
500 3,500 45K 
650 4,000 50K 
700 4,500 55K 
750 5,000 60K 
800 6,000 65K 

NET PRICES: 
5 ohms to 15K ohms ............ .. $0.42 
20K to 50K ohms ................... ................... .57 
55K to lOOK ohms ................... .72 

Mounting brackets supplied at extra cost. 
Standard Packing - 5 per Carton. 

SO-WATT SERIES K-sO-N 
These resistors conform to E1A 

for type RRW-132. 
specification 

Res. Res. Res. Res. 
1 500 5,000 35K 
5 750 6,000 40K 

10 1,000 7,500 50K 
25 1,250 8,000 60K 
50 1,500 9,000 70K 
75 2,000 10K 75K 

100 2,250 12K SOK 
150 2,500 12.5K lOOK 
200 3.000 15K 125K 
250 3,500 20K 150K 
300 4,000 25K 175K 
400 4,500 30K 200K 

NET PRICES: 
1 ohm to 5,000 ............................... .. .... $0.72 
6,000 to 25K ohms ....... .................. ........... .90 
30K to lOOK ohms .................................... 1.11 
125K ohms ...... ............................................ 1.3? 
150K to 175K ohms .................................. 1.50 
200K ohms ...... .................. ...... .................... 1.98 

Mounting brackets supplied at no extra cost. 
Standard Packing - Individually Boxed. 
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SO-WATT SERIES K-SO-N 
Res. Res. Res. Res. _. 

5 500 4,500 25K 
10 750 5,000 30K 
25 1,000 6,000 35K 
50 1,250 7,500 40K 
75 1,500 B,OOO 50K 

100 2,000 9,000 60K 
150 2,250 10K 70K 
200 2,500 12K 75K 
250 3,000 12.5K BOK 
300 3,500 15K lOOK 
400 4,000 20K 

NET PRICES: 
5 ohms to 5,000 ohms ............................. $0~84 
6,000 to 25K ohms .............................. ...... .99 
30K to 50K ohms ...................................... 1.17 
60K to 75K ohms ............ ............................ 1.32 

SECTION 4700 

ADJUSTABLE RESISTORS 
lO-WATT SERIES PR-10-FA 

These resistors conform to military specification' 
for type RW-29 and EIA specification for type 

RRW-226. 
Res. 

1 
2 
3 
5 
7.5 

10 
15 
20 
25 
flO 

Res. Res. 
75 750 

100 BOO 
150 1,000 
200 1,250 
250 1,500 
300 2,000 
350 2,250 
400 2,500 
500 3,000 
600 3,500 
NET PRICE $0.57 

Res. 
4,000 
4,500 
5,000 
6,000 
7,000 
7,500 
B,OOO 
B,500 
9,000 
10K 

lOO-WATT SERIES K-100-WA 
These resistors conform to ElA specification 

for type RRW-234. 

Res. Res, Res. Res. 
1 ~gg 5,000 35K 
5 6,000 40K 

10 500 7,000 45K 
15 750 7,500 50K 
20 1,000 B,OOO 60K 
25 1,250 9,000 75K 
50 1.500 10K BOK 
75 2,000 12K lOOK 

100 2,500 15K 125K 
150 3,500 20K 150K 
200 4,000 25K 
250 4,500 30K BOK ohms .................................................. 1.38 , _______________ _ 

lOOK ohm s ............. ..................................... 1 .50 

lOO-WATT SERIES K-1OO-W 
Res. Res. Res. Res. 

1 750 7,500 60K 
5 1,000 B,OOO 70K 

10 1,250 ib~O 75K 
25 1,500 BOK 
50 2,000 12K lOOK 
75 2,250 12.5K 125K 

100 2,500 15K 150K 
150 3,000 20K 175K 
200 3,500 25K 200K 
250 4,000 30K 
300 4,500 35K 
400 5,000 40K 
500 6,000 50K 

NET PRICES: 
1 ohm to 2,500 ohms .............................. $1.17 
3,000 to 4,000 ohms ................................ '1.23 
4,500 to 25K ohms ............. ................. ...... 1.29 
30K to 50K ohms ...................................... 1.65 
60K to 75K ohms ...... ...... ............ ...... ........ 1.83 
BOK ohms ............ .................. ...................... 1.89 
lOOK ohms ....... ........... ...... .......................... 1.98 
125K ohms .................................................. 2.04 
150K ohms .................................................. 2.16 
175K ohms .................................................. 2.22 
200K ohms .. ..... ......... ...... .......................... 2.49 

l60-WATT SERIES K-160-W 
Res. Res. Res. Res. 

5 500 4,500 25K 
10 750 5,000 30K 
25 1,000 6,000 35K 
50 1,250 7,500 40K 
75 1,500 B,OOO 50K 

100 2,000 9,000 60K 
150 2,250 10K 70K 
~OO 2,500 12K 75K 
250 3,000 12.5K BOK 
300 3,500 15K lOOK 
400 4,000 20K 125K 

150K 
NET PRICES: 

5 ohms to 10K ohms .................................. $1.50 
12K ohms ...... ...... ............ ............................ 1.53 
12.5K ohms ............................. ..................... 1.56 
15K to 50K ohms ........................................ 1.74 
60K to lOOK ohms ................. ..................... 1.98 
125K ohms ................................ .................. 2.10 
150K ohms .................................................. 2;31 

200-WATT SERIES K-200-W 
Res. Res. Res. Res. 

5 500 4,500 25K 
10 750 5,000 30K 
25 1,000 6,000 35K 
50 1,250 7,500 40K 
75 1,500 B,OOO 50K 

100 2,000 9,000 60K 
150 . 2,250 10K 70K 
200 2,500 12K 75K 
250 3,000 12.5K BOK 
300 3,500 15K lOOK 
400 4,000 20K 125K 

150K 
NET PRICES: 

5 ohms to 10K ohms ................................ $1.65 
12K ohms ...... ........................ ...................... 1.83 
12.5K ohms .... :.............................................. 1,89 
15K to lOOK ohms ...................................... 1.98 
125K to 150K ohms ...... .............................. 2.49 
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25-WATT SERIES P-2S-KA 
Res. 

.. ' 
Res: 

-. 
Res. Res. 

1 75 1,000 5,000 
2 100 1,250 6,000 
3 150 1,500 7,000 
5 200 2,000 7,501) 
7.5 250 2,250 8,000 

10 300 2,500 9,000 
15 400 3,000 10K 
20 500 3,500 12K 
25 750 4,000 15K 
50 800 4,500 20K 

25K 
50K 

NET PRICES: 

1 ohm to 5,000 ohms ................................ $0.63 
6liOOO to 15K ohms .................................... .72 
2 K to 25K ohms ...................................... .84 
50K ohms' .................................................... .99 

50-WATT SERIES K-50-NA 
These resistors conform to E1A specification 

Res. 
1 
5 

10 
15 
20 
25 
50 
75 

laD 
15D 
200 

for type RRW-232. 
Res. Res. 
250 4,000 
300 4,500 
400 5,000 
500 6,000 
750' 7,000 

1,000 7,500 
1,250 B,OOO 
1,500 9,000 
2,000 10K 
2,50D 12K 
3,50D 15K 

NET PRICES: 

Res. 
20K 
25K 
30K 
35K 
40K 
45K 
50K 
60K 
75K 
BOK 
lOOK 

1 ohm to 5,000 ohms .............................. $0.99 
6,000 to 25K ohms .................................... 1.17 
30K to 50K ohms ...................................... 1_32 
60K to lOOK ohms ...... ...... ........................ 1.65 

SO-WATT SERIES K.-SO-NA 
These resistors conform to E1A specification 

Res. 
5 

10 
15 
20 
25 
50 
75 

100 
150 
250 

for type RRW-233. 
Res. Res. 
300 4,500 
400 5,000 
500 6,000 
750 7,000 

1,000 7,500 
1,250 B,OOO 
1,500 9,000 
2,000 10K 
2.500 12K 
4,000 

NET PRICES: 

Res. 
20K 
25K 
30K 
35K 
40K 
45K 
50K 
60K 
75K 
lOOK 

5 ohms to 5,000 ohms .............................. $1.17 
6,000 to 25K ohms .................... ................ 1.32 
30K to 50K ohms ............ .......................... 1.50 
60K to lOOK ohms .................................... 1.83 

NET PRICES: 

1 ohm to 2,500 ohms .............................. $1,32 
3,500 to 25K ohms .................................... .50, 
30K to 50K ohms ............ ...... .................... 1.83 
60K to 75K ohms ...................................... 1.98 
BOK to 125K ohms .... ...... ..................... ..... 2,31 
150K ohms ............................... ................... 2,49 

l60-WATT SERIES K-16C!-WA 
These resistors conform to E1A specification 

for type RRW-235. 

Re~. Res. Res. Res. 
5 300 4,500 25K 

10 400 5,000 30K 
15 500 6,000 35K 
20 750 7,000 40K 
25 1,000 7,500 45K 
50 1,250 B,OOO 50K 
75 1,500 9,000 60K 

100 2,000 10K 75K 
150 2,500 12K BOK 
200 3,500 15K lOOK 
250 4,000 20K 125K 

150K 
NET PRICES: 

5 ohms to 4,500 ....................................... $1.65 
5,000 to 10K ohms .................................... 1.74 
12K ohms .................................................... 1.92 
15K to 60K ohms ...................................... 2.16 
75K to lOOK ohms ...................................... 2.49 
125K to 150K ohms .................................... 2.82 

200-WATT SERIES K-200-WA 
These resistors conform to military specification 
for type RW-47 and ElA specification for type 

RRW-236. 

Res. Res. Res. Res. 
5 300 4,500 20K 

10 400 5,000 25K 
15 500 6,000 30K 
20 750 7,000 35K 
25 1,000 7,500 40K 
50 1,250 B,OOO 45K 
75 1,500 9,000 50K 

100 2,000 10K 60K 
150 2,500 12K 75K 
200 3,500 15K BOK 
250 4,000 lOOK 

NET PRICES: 

5 ohms to 4,500 .................................. ...... $1 .98 
5,000 ohms to 10K .................................... 2.16 
12K ohms ....... ..... ........................................ 2,31 
15K ohms to 75K ...................................... 2.49 
BOK ohms to lOOK ...................................... 2.82 . 

Above adjustable resistors are supplied with mounting brackets 
at no extra cost. 

Extra Slider Bands - $0.30 each. 
Standard Packing - Individually Boxed, , 
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SECTION 4700 

"GREENOHM V"™ VITREOUS-ENAMEL RESISTORS 
Based on years of research and engineering development, these 
vitreous-enamel wire-wound power resistors offer superlative per­
formance and life as proved by countless tests. "Greenohm V" 
resistors provide all the outstanding quality which made Clarostat 
"Greenohm" cement-coated units famous, plus a glass-smooth vitre­
ous-enamel coating in a handsome bluish-green for maximum eye 
appeal. Made to MIL-R-26C specifications. 

• Fixed and adjustable 

"GREENOHM 

5-WATT SERIES VPR-S-F 
Core: 1" x 5/16" 

Terminals, wire lead and lug 

Resistance Ohms 

1 30 350 1250 
1.5 35 400 1500 
2 40 450 1750 
3 50 500 2000 
4 75 600 2250 
5 100 700 2500 
7.5 125 750 3000 

10 150 800 3500 
12 200 900 4000 
15 225 1000 4500 
20 250 1100 5000 
25 300 1200 6000 

NET PRICES: 

1 to 1K 
1100 to SK .................................................. . 
6K to 10K . 
12.SK to lSK 
17.SK to 20K 
22.SK to 2SK .. 

to-WATT SERIES VPR-tO-F 
Core: 1%" x 5/16" 

Terminals, wire lead and lug 

Resistance Ohms 

0.4 30 500 3000 
1 35 600 3500 
1.2 .40 700 4000 
1.3 50 750 4500 
1.5 75 BOO 5000 
2 100 900 6000 
~ 125 1000 7000 
4 150 1100 7500 
5 200 1200 BODO 
7.5 225 1250 B500 

10 250 1500 9000 
12 300 1750 10K 
15 350 200U 11K 
20 400 2250 12K 
25 450 2500 12.5K 

Stan~ard Packaging - 10 per Carton 

NET PRICES: 

7000 
7500 
BODO 
9000 
10K 
12.5K 
15K 
17.5K 
20K I 
22.5K 
25K 

$0.51 
.54 
.57 
.60 
.63 
.66 

13.5K 
14.3K 
15K 
16K 
17.5K 
IBK 
20K 
22.5K 
25K 
30K 
35K 
40K 
45K 
50K 

0.4 to 1K ....... ...................... ..$0.57 
1100 to 5K ...................................................... .60 
6K to 10K ..................................................... .69 
11K to 20K .................................................... .78 
22.SK to 2SK .................................................. .81 
30K to SOK .... ...................... ........ .................. .90 

tOO-WATT SERIES VK-l00-N 
Core: 61f2" x %" 

Lug terminals - Mtg. bracket furnished 

I 
2 
3 
4 
5 

10 
25 

50 
75 

100 
125 
150 
250 
500 

Resistance Ohms 

750 
1000 
1500 
2000 
2500 
3000 
5000 

NET PRICES: 

7500 
10K 
15K 
20K 
25K 
30K 
40K 

50K 
60K 
75K 

lOOK 

1 ~~ iK"::::::::::::::::::::::::::::::::::::::::::::::::::::::::::::$U~ 
1500 to 5K ...................................................... 1.68 
7500 to 10K .................................................... 1.80 
15K to 20K ...... ...................................... ........ 1.98 
2SK to 40K .................................................... 2.13 
SOK to 60K ........ ............................................ 2.22 
7SK ................................................................ 2.43 
lOOK .............................................................. 2.73 

© U.c.P., Inc. 

• 5-watt to 200 watt sizes 
• ± 5% tolerance, 50 ohms and over. ± 10% tolerance, 

49.9 ohms and under. ± 10% for adjustable. 

VII™ FIXED RESISTORS ( 
ENAMEL 
VITREOUS ) 

0.4 
0.6 
O.B 
5 

10 
25 
50 
75 

100 
'150 
200 
250 
300 

20-WATT SERIES VPR-20-H 
Core: 2" x 7/16" 

Terminals, wire lead and lug 

Resistance Ohms 
350 1850 7500 
400 2000 8000 
500 2250 9000 
650 2400 10K 
700 2500 12.5K 
750 2750 15K 
BOO 3000 20K 
B50 3500 25K 

1000 4000 30K 
1200 4500 35K 
1250 5000 40K 
1500 6000 45K 
1750 7000 50K 

Standard Packing - 5 per Carton 

NET PRIC~S: 

55K 
60K 
65K 
70K 
75K 
BOK 
85K 
90K 
9!)K 

lOOK 

0.4 to 1 K ........................................................ $0.&6 
1200 to 5K ...................................................... .69 
6K to 10K ...................................................... .81 
12.5K to 20K ......................... ........................ .84 
25K to 40K .............. .......... ............................ .99 
4SK to 60K ..................................................... 1.14 
65K to 80K .......... ............ ................ ...... ........ 1.35 
8SK to lOOK ................................................. 1.56 

10 
25 

t60-WATT SERIES VK-t60-W 
Cora: 8 '/." x 11/." 

Lug terminals - Mtg. bracket furnished 

50 
75 

100 
125 
150 
250 
500 

Resistance Ohms' 

750 7500 
1000 10K 
1500 15K 
2000 20K 
2500 25K 
3000 30K 
5000 40K 

NET PRICES: 

50K 
60K 
75K 

lOOK 

1 to 5 ............................................................. $3.18 
10 to 1K ........................................................ 2.28 
lS00 to SK .................................................... 2.31 
7500 to 10K .................................................. 2.52 
15K to 20K .................................................... 2.70 
25K to 40K .................................................... 2.79 
SOK to 60K .................................................... 2.88 
75K ............................................................... 3.06 
lOOK ............................................................... 3.24 

Net 

2S-WATT SERIES VP-25-K 
Core: 2" x 9/16" 

Lug terminals - Mtg. bracket furnished 

1 
2 
3 
4 
5 

10 
15 
25 

50 
75 

100 
150 
200 
250 
500 
750 

Resistance Ohms 

800 
1000 
1500 
2000 
2500 
3000 
3500 
4000 

5000 
6000 
7500 
10K 
12K 
l!)K 
20K 
25K 

Standard Packing - Individually Boxed 

NET PRICES: 

30K 
35K 
40K 
50K 
60K 
70K 
BOK 

lOOK 

1 to 1K ........................................................ $0.72 
1500 to 10K .................................................... .75 
6K to 10K ...................................................... .84 
12K to 20K .................................................... ;90 
2SK to 40K .............. .............. ........................ 1.02 
SOK to 60K ............ ................ .................. .... 1.20 
70K to 80K ...................................... 1.41 
lOOK .............................................................. 1.62 

50-WATT SERIES VP-50-K 
Core: 4" x 9/16" 

Lug terminals - Mtg. bracket furnished 

I 
2 
3 
4 
5 

10 
25 
50 

Resistance Ohms 
75 1000 8000 

100 1500 10K 
150 2000 12K 
200 2500 15K 
250 3000 20K 
500 4000 25K 
750 5000 35K 
BOO 7500 50K 

Standard Packing - IndividuallY Boxed 

NET PRICES: 

75K 
lOOK 
125K 
150K 
175K 
200K 
225K. 
250K 

1 .................................................................... $1.53 
2 to 1K ............................................................ 1.11 
1500 to 5K ............................................ 1.14 
7500 to 10K .................................................. 1.26 
12K to 20K .................................................... 1.38 
2SK to 35K ........ ............ ................................ 1.53 
50K ................................................................ 1.71 
75K ................................................................ 1.95 
lOOK .............................................................. 2.13 
12SK .............................................................. 2.55 
150K .............................................................. 2.70 
175K .............................................................. 2.79 
200K .............................................................. 2.88 
22SK ..................................................... 3.24 
2S0K ....................................................... 3.24 

I 
2 
3 
4 
5 

10 
25 

200-WATT SERIES VK-200-W 
Core: 10%" x 11/." 

Lug terminals - Mtg. bracket furnished 

Resistance Ohms 
50 1000 10K 60K 
75 1500 15K 75K 

100 2000 20K lOOK 
150 2500 25K 
250 3000 SOK 
500 5000 40K 
750 7500 50K 

NET PRICES: 
1 to S .............................................................. $3.42 
10 to lK ........................................................ 2.46 
1500 to 5K .................................... .................. 2.52 
7500 to 10K .................... ................................ 2.70 
15K to 20K .................................................... 2.88 
2SK to 40K .................................................... 2.97 
50K to 60K ...... .............................................. 3.06 
7SK ................................................................ 3.24 
lOOK .............................................................. 3.45 
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. SECTION 4700 

"GREENOHM V"™ ADJ USTABLE RESISTORS ( VITREOUS ) 
ENAMEL 

IO-WATT SERIE.S VP-IG-FA 

Core: 1 %" x 5/16" 

Lug terminals - Mtg. brackets furnished 

Resistance Ohms 

25 350 1500 5000 

50 400 2000 6000 

75 500 2250 7000 

100 600 2500 7500 

7.5 150 750 3000 8000 

10 200 800 3500 8500 

15 250 1000 4000 9000 

20 300 1250 4500 10K 

NET PRICES: 

1tolK .......................................................... $1:14 

1250 to 5K ...................................... .............. 1.17 

6000 to 10K .................................................. 1.26 

Standard Packing - 10 per Carton 

25-WATT SERIES VP-25-KA 

Core: 2" x 9/16" 

Lug terminals - Mtg. brackets furnished 

Resistance Ohms 

50 750 3500 9000 

75 800 4000 10K 

100 1000 4500 12K 

150 1250 5000 15K 

7.5 200 1500 6000 20K 

10 250 2000 7000 25K 

15 300 2250 7200 

20 400 2500 7500 

25 500 3000 8000 

NET PRICES: 

1 to lK .......................................................... $1.29 

1250 to 5K .................................................... 1.32 

6K to 10K ...................................................... 1.41 

12K to 20K ........ ............................................ 1.47 

25K 1.59 

Standard Packing - Individually Boxed 
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50-WATT SERIES VP-SO~KA 
Core: 4" x 9/16" 

Lug terminals - Mtg. brackets furnished 

10 
25 
50 
75 

100 

150 
200 
250 
300 
400 
500 
7.50 
800 

1000 
1250 

Resistance Ohms 

1500 7000 30K 
2000 7200 40K 
2250 7500 50K 
2500 8000 60K 
3000 9000 80K 
3500 10K lOOK 
4000 12K 
4500 15K 
5000 20K 
6000 25K 

NET PRICES: 

1 ohm ............................. , .............................. $2.10 
2 to 111 .......................................................... 1.68 
1250 to 5K ...................................................... 1.71 
6K to 10K...... ..................... ........... ................ 1.80 
12K to 20K.............. ............ ............ ...... .......... 1.92 
25K to 40K.......... .................. ................... ....... 2.10 
50K to 60K ..................... : ................................ 2.28 
80K ................................................................ 2.52 
lOOK .............................................................. 2.70 

Standard Packin.g - Individually Boxed 

7S-WATT SERIES VP:'75-KA 
Core: 6" x 9/16" 

Lug terminals - Mtg. brackets furnished 

Resistance Ohms 

200 2000 7200 S5K 
250 2250 7500 40K 
300 2500 SOOO 45K 
400 3000 9000 50K 

5 500 3500 10K 60K 
10 750 4000 12K SOK 
1'5 800 4500 15K lOOK 
25 1000 5000. 20K 
50 1250 6000 25K 

100 1500 7000 30K 

NET PRICES 

1 to 2 ............................................................ $2.37 
3 to 1K ............................................................ 1.86 
1250 to 5K...................................................... 1.92 
6000 to 10K .................................................... 2.01 
12K to 20K ...................................................... 2.13 
25K to 40K ...................................................... 2.31 
45K to 60K .................. : ................................... 2.52 
80K ................................................................ 2.76 
lOOK .............................................................. 2.91 

Standard Packaging - Individually Boxed 

Net 

lO~-WATT SERIES VK-IOO-NA 
Corel 6'10" x';"" 

Lug terminals -- Mtg. brackets furnished 

~ Resistance Ohms 
10 500 10K 40K 
25 1000 15K 50K 
50 1500 20K 75K 

100 2500 25K lOOK 
250 5000 SOK 

NET PRICES: 
1 to 3 ............................................................ $3.00 
4 to 1K ............................................................ 2.37 
1500 to 5K...... .......... ................ ...... ........... ..... 2.43 
10K ................................................................ 2.55 
15K to 20K. ..................................................... 2.70 
25K to 40K. .................................. .-............... : .. 2.88 
50K .................................................................. 3.00 
75K .................................................................. 3.12 
lOOK ................................................................ 3.27 

Standard Packing - Individually Boxed 

160-WATT SERIES VK-160-WA 
Core: 8112" x l1fs" 

Lug terminals - Mtg. brackets furnished 

Resistance Ohms 
10 500 10K 40K 
25 1000 15K 50K 
50 1500 20K 75K 

100 2500 25K lOOK 
250 5000 SOK 

NET PRICES: 
1 to 5 .............................................................. $4.05 
10 to 1K .......................................................... 3.15 
1500 to 5K ...................................................... 3.18 
10K ................................................................ 3.39 
15K to 20K...................... ................................. 3.57 
25K to 4OK ...................................................... 3.66 
60K ................................................................ 3.75 
75K .................................................................. 3.93 
lOOK ................................................................ 4.14 

Standard Packing - Individually Boxed 

200-WATT SERIES VK~200-WA 
Core: 10'10" x 11/." 

Lug terminals - Mtg. brackets furnished 

Resistance Ohms 
10 500 10K 40K 

2 25 1000 15K 50K 
3 50 1500 20K 75K 
4 100 2500 25K lOOK 
5 250 5000 SOK 

NET PRICES: 
1 to 5 ............................................................. $4.32 
10 to 1K .......................................................... 3.33 
1500 to 5K ...................................................... 3.42 
10K .................................................................. 3.57 
15K to 20K ................................................... :.. 3.75 
25K to -fOL ................. , ................................. 3.84 
50K .................................................................. 3.96 
75K .................................................................. 4.14 
lOOK ............................................................. 4.32 

Standard Packing - Individually Boxed 

© U.C.P., Inc. 



SECTION 4700 

"FIXTOHM*" PRECISION RESISTORS 

---iifi;;;;':: ""'" "''''!:::::r!:!Trrr,m. :':::::::::::::: ;::::::::11 

-+ 1 % TOLERANCE 
-======"Ii~1;~k ;;;;;';:&:11.' ====-

10.0 
10.2 
10.5 
10.7 
11.0 
11.3 
11.5 
11.8 
12.1 
12.4 
12.7 
13.0 

© U.C.P., Inc. 

SERIES CVF 
MIL Style RN20X 

V2 WATT 

SERIES CVC 
MIL Style RN25X 

1 WATT 

SERIES CVD 
MIL Style RN30X 

2 WATT 

SERIES CML 
MIL Style RN60B 

Vs WATT 
(MOLDED BODY) 

SERIES CMH 
MIL Style RN65B 

V4 WATT 
(MOLDED BODY) 

SERIES CMF 
MIL Style RN70B 

V2 WATT 
(MO'LDED BODY) 

SERIES CMD 
MIL Style RN80B 

2 WATT 
(MOLDED BODY) 

13.3 
13.7 
14.0 
14.3 
14.7 
15.0 
15.4 
15.8 
16.2 
16.5 
16.9 
17.4 

50 ohms to 2 megohms. Net Price: $.60 ea. * 
Values other than military decade values on page at right add 10% to List Price. 
*Values outside the above range price and delivery information on request. 

100 ohms to 4.99 megohms. Net Price: $.90 ea.' 

Values other than military decade values on page at right add 10% to List Price. 
*Values outside the above range price and delivery information on request. 

200 ohms to 10 megohms. Net Price: $1.08 ea. * 
Values other than military decade values on page at right add 10% to List Price. 
*Values outside the above range price and delivery information on request. 

50 ohms to 5 megohms. Net Price: $1.35 ea.' 
Values other than military decade values on page at right add 10% to list Price. 
*Values outside the above range price and delivery information on request. 

50 ohms to 5 megohms. Net Price: $1.35 ea.' 

Values ,other than military decade values on page at right add 10% to List Price. 
*Values outside the above range price and delivery information on request. 

50 ohms to 2.2 megohms. Net Price: $.90 ea. * 
Values other than military decade values on page at right add 10% to List Price. 
*Values outside the above range price and delivery information on request. 

200 ohms to 10 megohms. Net Price: $1.80 ea. * 
Values other t.han military decade values on page at right add 10% to List Price. 
*Values outside the above range price and delivery information on request. 

Resistance tolerances available from Y2 to 10%. 

Hermetically sealed resistors available on special order. 

Also available-Series CEl Va watt and Series CEH X watt. 
Prices and information on request. 

MILITARY DECADE VALUES 
17.8 23.7 31.6 42.2 56.2 75.0 
18.2 24.3 32.4 43.2 57.6 76.8 
18.7 24.9 33.2 44.2 59.0 78.7 
19.1 25.5 34.0 45.3 60.4 80.6 
19.6 26.1 34.8 46.4 61.9 82.5 
20.0 26.7 35.7 47.5 63.4 84.5 
20.5 27.4 36.5 48.7 64.9 86.6 
21.0 28.0 37.4 49.9 66.5 88.7 
21.5 28.7 38.3 51.1 68.1 90.9 
22.1 29.4 39.2 52.3 69.8 93.1 
22.6 30.1 40.2 53.6 71.5 95.3 
23.2 30.9 41.2 54.9 73.2 97.6 

Other values may be found by using proper decade multiplier. 

Net The MASTER - 26th Edition •. Page-
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SECTION 4700 

AXIAL LEAD VITREOUS RESISTORS 

Available in three sizes 3, 5 and 10 watts, Series VC3D, 
VC5E and VC10F. Axial lead resistors are particularly . 

. adapted to printed circuit, terminal board, and point-to-point 
wiring applications. These resistors save considerable space 
because of the elimination of mounting brackets and ter­
minallugs. Standard resistance tolerance is -t- 5% for 1 ohm 
and higher and tolerance below 1 ohm is ± 10 %. Attractively 
packaged in a newly designed carton particularly adapted 
to this new axial lead resistor, beautifully finished with 
Clarostat's new vitreous shade Qf .. teal green. 

Series VC 1 OF 

Series VC5E 

Series VC3D 

Lead Length: I Vo" Lead Diameter: .032 

'J 

SERIES VC3D 

RESISTANCE OHMS 

20 200 750 2.25K 8K I 
1.5 25 225 800 2.5K 9K 1.5 

2 30 250 900 3K 10K 2 

3 35 300 IK 3.5K K 3 
4 

4 40 350 I.IK 4K K 5 
5 50 400 1.2K 4.5K K 7.5 

7.5 75 450 1.25K 5K K 10 

10 100 500 1.5K 6K K 12 
15 

12 125 600 1.75K 7K K 

15 150 700 2K 7.5K K 

Net Prices 

to IK ............ $ .51 

I .1 K to 5K ............ . 54 

6K to 10K ............ . 95 

SERIES VC5E 

RESISTANCE OHMS 

20 200 750 2.25K 
25 225 800 2.5K 
30 250 900 3K 
35 300 IK 3.5K 
40 350 I.IK 4K 
50 400 1.2K 4.5K 
75 450 1,25K 5K 

100 500 1.5K 6K 
125 600 1.75K 7K 
150 700 2K 7.5K 

Net Prices 

I to I K .......... $ .54 
I. I K to 5K .......... .57 
6K .fa 10K.......... .60 
12.5K to 20K.......... .72 
22.5K to 25K.......... .75 

I 
8K 

1.5 
9.K 2 

10K 
3 

12.5K 
4 15K 
5 17.5K 
7.5 

18K 
10 

20K 
12 

22.5K 15 
25K 

SERIES VC10F 

RESISTANCE OHMS 

20 200 750 2.25K 8K 17.5K 
25 225 800 2.5K 8.SK 18K 
30 250 900 3K 9K 20K 
35 300 IK 3.5K 10K 22.5K 
40 350 1.1K 4K 11K 25K 
50 400 1.2K 4.SK 12K 30K 
75 450 1.25K 5K 12.5K 3SK 

100 500 1.3K 6K 13.5K 40K 
125 600 1.75K 7K 15K 45K 
ISO 700 2K 7.5K 16K 50K 

Net Prices 

I to I K .......... $ .60 
I. I K to 5K .......... .63 
6K to 10K.......... .72 
II K to 20K ......... _ .81 
22.5K to 40K_ ...... ___ .84 
45K to 50L ..... _._ .96 

Standard Packing-IO per Carton .. Standard Packing-IO per Carton . 
. ~, . 

Standard Packing-IO per Carton. 

POWER RESISTOR DECADE BOX • • The Resistantl'~ Decade Box Model No. 2400 . throughout. These are .inorganic-ceme,nt-coated 
allows changing resistance at a'!lip of the wire-wound power reSIstors. The reSIstors are 
switch in a working circuit. Any value ob- mounted on rigid metal supports. A baffle 
tainable from 1 ohm to 999,999 in steps of plate separating the resistor bank from .the 
one ohm and at a maximum power rating of switch assembly protects the latter agamst 
225 watts using a maximum of 1000 volts heat. 
D.O. or 660 volts A,O. The heavy-gauge metal case is finished in 
Resistance changing switches are of the type frosted gray wrinkle, with an etched black-
that prevents a resistance breakdown between and-aluminum front panel. 13 in. long; 8 % 
steps, thus protecting delicate meters and in. deep; 5 %, in. high. Weight, 11 lbs. 
measuring instruments in the circuit. Pointer SUGGESTED USES: Resistance determination. 
knobs indicate at a glance the resistance value Load Resistance. Meter Multiplier. Oalibrat-
being used. ing Meters. Providing any desired ohmage as 
Olarostat "Greenohm" resistors are used a universal power resistor. 

Maximum Current Resistance Maximum Current Resistance 
Ratings: Tolerance Ratings: Tolerance 

Decade No.1 
Decade No. 
Decade No. 

5 
1.5 

.5 

Oompact. Inexpensive. 2-watt rating. 
Screwdriver adjusted by slot in drive 
plate. Mounting ears. For hum bal-
anee, centering, hold and locking, 
linearity, AGO sensitivity, etc. 

NET PRICE $0.42 .. 
Standard Packing: 10 per Oarton. 
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amp. 
amp. 
amp. 

Cat. No. 
39-5 
39-8 
39·50 

·39-75 
'39-100 
39-125 
39-150 
.39-200 
.39·.300 

5% Decade No, .15 amp. 2% 
'2% Decade No. .05 amp. 2% 
2% Decade No 6 .005 amp. 2% 

NET PRICE .................................. $110.00 

SERIES 39 "HUMDINGER"* WIRE-WOUND CONTROLS 
Total Min. Total Min. Tolal Min 
Res. Res. Re •. Res. Res. l'Ies. 

Ohms Ohms Cat. No. 'i:bhms Ohms Cat. No. Ohms Ohms 

5 39-500 500 39-1000-100 1,000 100 
8;" 39-500-100 500 100 39-1500 1,500 

~g! 39-600 600 39-2000 2,000 
39-650 650 39-2000-100 2,000 100 

100 39-700 700 39-3000 8,000 
125 39-700-200 700 200 39-3000-700 8,000 700 
150 39-800 800 .39-4000 4,000 
200 .39-800-50 800 50 39-4000-.350 4,000 850 
800 -- .39-1000 1,000 39-4000-1000 4,000 1,000 

'Reg. U. S. Fat. OtT. .39·5000 6.000 

Net © U.C.P., Inc. 



SECTION 4700 

L--0_m ___ a1_ab_~ ---Ji Controls and Accessories 
UNIVERSAL SHAFT AND ADASHAFT® CONTROLS 

"B" CDntrol "AB" and Shaft "TT" "KR" 

MODELS "B" AND "AB" CONTROLS 
Model Band AB controls are rated at % watt. Size: ,,~" diameter. 
7~" deep. Breakdown: 900 v. AC rms to ground. Mounting: %" 
long %"-32 thread bushing; equipped with mounting nut. Any 
model converts easily to switch type by merely snapping on 
"KR" switch. Model B Shaft: ~" dlam. x 3%" wng fro\Il mtg. 
surface. Universal fluted knurled type; fits split knurl, shallow flat, 
deep flat, slotted, or round appllcatlons. Model AB Shaft: Pat­
ented stub, screwdriver slot shaft ~11' long from mtg. surface. Use 
as is, or extended; using AK shafts. 93C 
CRL Type "B" Plain Control-Any model. Net Each ..... 
CRL Type "AB" Plain Control-Any modeLNet Each .. '.' .84c 

PLAIN "B" AND "AB" CONTROLS 

Ohms 
Specify No. 

TaPir B- or AB- Ohms ~ 100 - i 100,000 -1 
200 C-l 2 100,000 C-2 
500 Cel 4 150,000 C-l 
750 C-5 415 150,000 C-2 

1,000 C-l 5 200,000 C-l 
1,000 C-5 505 250,000 C-l 
1,500 C-5 515 250,000 C-2 
2,000 C-l 6 250,000 C-5 
2,500 C-l 7 500,000 C-l 
2,500 C-2 702 500,000 C-2 
2,500 C-5 70$ 500,000 C-3 
3,000 C-l 8 500,000 C-4 
4,000 C-l 9 500,000 C-5 
5,000 C-l 10 500,000 C-6 
5,000 C-2 11 500,000 C-7 
5,000 C-5 12 750,000 C-l 
7,500 C-l 13 1 meg. C-l 

10,000 C-l 14 1 meg. C-2 
10,000 C-2 15 1 meg. C-4 
10,000 C-4 18 1 meg. C-5 
10,000 C-5 17 1 meg. C-7 
10,000 C-6 16 1.5 meg. C-l 
15,000 C-5 19 2 meg. C-l 
15,000 C-6 20 2 meg. C-2 
20,000 C-l 22 2 meg. C-5 
20,000 C-5 23 2.5 meg. C-l 
20,000 C-6 24 3 meg. C-l 
25,000 C-l 26 3 meg. C-2 
25,000 C-2 25 3 meg. C-5 
25,000 C-4 29 4 meg. C-l 
25,000 C-5 27 4 meg. C-2 
25,000 C-6 28 5 meg. C-l 
50,000 C-l 31 5 meg. C-2 
50,000 C-2 32 7 meg. C-7 
50,000 C-5 34 7.5 meg. C-l 
75,000 C-l 35 10 meg. C-l 
75,000 C-5 36 

MODEL "B" SWITCH.-TYPE CONTROLS 
Universal DPST switch type units. 

Specify No. 
B- or AB-

40 
41 
43 
44 
46 
50 
51 
52 
59 
60 

613 
58 
61 

616 
617 

66 
69 
70 

744 
68 

697 
742 

75 
76 
77 
83 
84 
85 

855 
86 

862 
87 
88 
89 
90 
98 

CRL N0.1 Max. ohmsl T6'r I Use For 
~ % Meg. SPST, bpST or 3-wlre 

B-70-S 1 Meg. C2 SPST, DPST or 3-wlre 
INet Ea. 
ST:35 

1.35 

SINGLE TAPPED "B" CONTROLS 

Ohms Ta~er T~ CRL No. Net Each 
50,000 c- i 25 BT-!! 51.35 

100,000 C-ll 50K BT-39 1.35 
200,000 'C-ll lOOK BT-47 1.35 
250,000 C-ll 125K BT-53 1.35 
250,000 C-12 50K BT-54 1.35 
250,000 C-13 75K BT-55 1.35 
250,000 C-16 125K* BT-56 1.35 
350,000 C-12 70K BT-57 1.35 
% meg. C-ll 250K BT-65 1.35 
% meg. C-12 lOOK BT-66 1.35 
% meg. C-13 150K BT-67 1.35 
% meg. C-15 50Kt BT-63 1.35 
% meg. C-16 250K* BT-64 1.35 3't meg. C-17 50Kt BT-62 1.35 

meg. C-ll 500K BT-71 1.35 
1 meg. C-12 200K BT-72 1.35 
1 meg. C-13 300K BT-73 1.35 
1 meg. C-16 500K* BT-74 1.35 
1 meg. C-17 lOOK BT-7417 1.35 
2 meg. C-ll 1 meg. BT-78 1.35 
2 meg. C-12 400K BT-79 1.35 
2 meg. C-13 600K BT-80 1.35 
2 meg. C-15 200K BT-81 1.35 
2 meg. C-16 1 meg.- BT-82 1.35 
3 meg. C-15 300Kt BT-8515 1.35 
3 meg. C-17 300K BT-8517 1.35 

-62% % rotation. t50% rotation. t37% % rotation. 

I):' U.c.P., Inc. Net 

SINGLE TAPPED "AB" CONTROLS 

Ohms Ta~.r I Tap CRL No. Net Each 
50,000 c- i 25K ABT-n 51.26 

100,000 C-ll 50K .ABT-39 1.26 
200,000 C-ll lOOK ABT-47 1.21 250,000 C-ll 125K ABT-53 1.2 
250,000 C-12 50K ABT-54 1.2 
250,000 C-13 75K ABT-55 1.26 
250,000 C-16 125K* ABT-56 1.26 
350,000 C-12 70K ABT-57 1.26 
% meg. C-ll 250K ABT-65 1.26 
% meg. C-12 lOOK ABT-66 1.26 
% meg. C-13 150K ABT-67 1.26 
% meg. C-15 50Kt ABT-63 1.26 
% meg. C-16 250K* AB.T-64 1.26 
% meg. C-17 50Kt ABT-S2 1.26 
1 meg. C-ll 500K ABT-71 1.26 
1 meg. C-12 200K ABT-72 1.26 
1 meg. C-13 300K ABT-73 1.26 
1 meg. C-16 500K* ABT-74 1.26 
1 meg. C-17 lOOK ABT-7417 1 ~~6 2 meg. C-ll 1 meg. ABT-78 1. 6 
2 meg. C-12 400K ABT-79 1.26 
2 meg. C-13 600K ABT-80 1.26 
2 meg. C-15 200K ABT-81 1.26 
2 meg. C-16 1 meg .• ABT-82 1.26 
3 meg. C-15 300Kt ABT-8515 1.26 
3 meg. C-17 300Kt ABT-8517 1.26 

*62% % rotation. t50% rotation. t37% % rotation. 

DUAL TAPPED "B" AND "AB" CONTROLS 

Type B Type AB 
Ohms Taps .CRLNO.m-.CRL No. NetEa. 

"'T5;iiOO Taps 5Kand 10K ""BT:m • xn:m S'i':D 
250,000 Taps 50Kand 125K BT-155 1.3 ABT-155 1.26 
250,000 Taps 41Kand 82K BT-15S 1.3 ABT-156 1.26 
% Meg. Taps 82K and 165K BT-159 1.3 ABT-159 1.26 
% Meg. Taps lOOK and 250K BT-160 1.3 ABT-160 1.26 
1 Meg. Taps 165K and 330K BT-164 1.3 ABT-164 1.26 
1 Meg. Taps 200K and 500K BT-165 1.3 ABT-165 1.26 
1.5 Meg. Taps 250K and 500K BT-167 1.3 ABT-167 1.26 
2 Meg. Taps 250K and 500K BT-174 1.3 ABT-174 1.26 
2 Meg. Taps 400K and 1 Meg. BT-175 1.3 ABT-175 1.26 
2.5 Meg. Taps 300K and 625K BT-176 1.3 :rT-17: 

1.26 
3.3 Meg. Taps 330K and 1650K BT-180 1.3 BT-18 1.26 

MODEL "TT" TWIST TAB CONTROLS 
Ideal for rear service adjust TV controls and other shock hazard 
uses. Features UIL Approved phenollc shaft, %" long from mtg. 
surface, knurled full length; screwdriver slotted end. Composition 
ele~ent rated % watt; '%" dla. x 7~" d. Breakdown, 900 v. AC rms 
to ground. Includes 2" polyethylene shaft extension. Shipping 
Weight, 2 oz. 

CRL Net CRL 
No. Ohms Teper Each No. Ohms Ta~ir ,-,:r- -zrnr -1 SOc '1"'r-'59 500K 

TT-4 500 C-l 60c TT-60 500K C-2 
TT-411 750 C-l 60c TT-66 750K C-l 
TT-511 1500 C-l SOc TT-69 1 meg. C-l 
TT-8 3000 C-l 60c TT-70 1 meg. C-2 
TT-l0 5000 C-l 60c TT-742 1.5 meg. C-l 
TT-14 10K C-l 60c TT-75 2 meg. C-l 
TT-26 25K C-l 60c TT-83 2.5 meg. C-l 
TT-31 50K C-l 60c TT-84 3 meg. C-l 
TT-35 75K C-l 60c TT-86 4 meg. C-l 
TT-40 lOOK C-l 60c TT-87 5 meg. C-l 
TT-46 200K C-l 60c TT-90 7.5 meg. C-l 
TT-50 250K C-l 60c 

TYPE "KR" FASTATCH® SWITCHES 
For use with Models A, AB and SR controls. 

Net 
Each 
1iOc 
60c 
60c 
60c 
60c 
60c 
60c 
60c 
60c 
60c 
60c 
60c 

125 v. AC Switches I 10 v. DC Switches 

-.nr.:r "SPST 42c --.m:r-"SPST 86c CRL .N0.l Use jAgPsl!!!!..!!: CRL NO;j Use IAirlNet Ea. 
KR-2 DPST 3 51 c KR-6t SPST 15 66c 
KR-3 DP- 3 51 c KR-7 DPST 15 66c 

-One pole "oil", onll "on"; jumper for SPDT. tWlth dummy lug. 

SWITCH SHIELDS 
For use with switch type units only where AC shielding Is needed 
or specified by Underwriter's Lab. 72C 
CRL No •. KR-5-Net Packal1:e of 5 ..................... . 
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Centralab ... Controls 
"SR" AND "STR" ADD.ON CONTROLS 

Snap-on rear units added to "B" or "AB" controls 
provide ganged twin controls for stereo applica­
tions. Convert to switch type by using snap-on 
"KR" Fastatch switches. 

MODEL SR PLAIN CONTROLS 

Net Net· 
CRL No. Ohms Each CRL No. Ohms Each 
s-w:r- --gmr Td~r $Dr SR-59 5llOI{ Td~ir n:n 
SR-6 2000 C-1 1.14 SR-60 500K C-2 1.14 
SR-13 7500 C-1 1.14 SR-613 500K C-3 1.14 
SR-26 25K C-1 1.14 &oR-58 500K C-4 1.14 
SR-25 25K C-2 1.14 SR-617 500K C-7 1.14 
SR-31 50K C-1 1.14 SR-69 1 meg. C-1 1.14 
SR-32 50K C-2 1.14 SR-70 1 meg. C-2 1.14 
SR-323 50K C-3 1.14 SR-68 1 meg. C-5 1.14 
SR-40 WOK C-1 1.14 SR-75 2 meg. C-1 1.14 
SR-41 WOK C-2 1.14 SR-76 2 meg. C-2 1.14 
SR-42 WOK C-3 1.14 SR-84 3 meg. C-1 1.14 
SR-50 250K C-1' 1.14 SR-85 , 3 meg. C-2 1.14 
SR-51 250K C-2 1.14 SR-87 5 meg. C-1 1.14 
SR-513 250K C-3 1.14 SR-88 5 meg. ,C-2 1.14 

MODEL STR TAPPED CONTROLS 

Taper Taa ~RL No. 
Net 

CRLNo. Ohms Ohms Ta,!erl Toe Each 
J'i"Ii":fi" mrK g:lA; !~~~ n'Ii:n- 2 meg. e-16, 1 meg. fi:n 
STR-56 250K STR-159 500K 82K& 165K 1.14 
STR-65 500K 0-11,250K STR-160 500K WOK & 250K 1.14 
STR-66 500K C-12, WOK STR-167 1.5 meg. 250K&500K 1.14 
STR-64 500K C-16,250K STR-174 2 meg. 250K&500K 1.14 
STR-71 1 meg. C-11,500K STR-175 2 meg. 400K& 1 meg. 1.14 
STR-74 1 meg. C-16,500K STR-180 3.3 meg. 330K& 1650K 1.14 

PUSH.PULL, PUSH.PUSH SWITCH CONTROLS 

APL, APS BPL, BPS RPL,RPS TPL 

Switch type controls for radio, TV and hi-fi applications. Rated 
% watt; breakdown 900 v. AC rms to ground. Switch rated 3 amps, 
125 v. AC; SPS' type. Size: ",{,' dla. x ....... deep, push-push type: 
I',{," deep. push-pull type. Mount using %' I. x %*-32 threaded 
bushing with mounting nut except Fastatch types RPL and RPS. 

ADASHAFT® "PE UNIVERSAL SHAn 
Any Model. .......... 51.44 Any Model-Net Each.51.53 

CRL Number CRL Number 
Resls •• Ta- Push- Push- Resis., Ta- Push- Push-
Ohms per Pull Push !!..!!.!!!.!..!!..!! Pull --!.!!!!!.... 
2500 C2 A1SL-m -. -, .-.-. -.. -. 2500 C2 -mrr::7n ....... . 
~gg~ g~ ·APi.~59· APS-51 ~gg~ g ·BPi.~59· BPS-51 
500K C2 APL-60 500K C2 BPI.-60 
500K * APL-91 500K * BPL-91 
500K t APL-64 ........ 500K t BPL-64 ....... . 
500K : APL-159. . . . . . .. 500K : BPL-159 ....... . 
1 meg. C2 APL-70 ........ 1 meg. C2 BPL-70 ....... . 
1 meg. C7 APL-697 APS-697 1 meg. C7 BPL-697 BP5-697 
1 meg. * APL-72 ........ 1 meg. * BPL-72 
1 meg. § APL-74 ........ 1 meg. § BPL-74 
2 meg. C2 APL-76 APS-76 2 meg. C2 BPL~76 'BPs~ii;' 
2 meg. # APL-82 ........ 2 meg. # BPL-B2 . 

*37% tap, 200K. t62% tap, 250K. t37% tap, 82K; 62% tap, 
165K. 162% tap, 500K. #62% tap, 1 meg. 

FASTATCH® TYPE TWIN "PE 
Any Model-Net Each.51.74 Any Model-Net Each.52.87 

CRL Number 
Resls., Ta- Push- Push-
Ohms per Pull Push 
500K C2 "'IIPL-tI" ~ 
500K t RPL-U 
500K t RPL-46 
1 meg. C2 RPL-52 
1 meg. § RPL-57 
2 meg. C1 RPL-67 
2 meg. C2 RPL-6B 
2 meg. # RPL-75 
3 meg. - RPL-B8 

·RPS.SZ· 
RPS-57 
RPS-67 
RPS-6B 
RPS-75 

Resls., 
Ohms 
250K 
500K 
500K 
l·meg. 
1 meg. 
5 meg. 
500K 

CRLNo. 
Ta- Push-
!!!!: Taps Pull 

'Ci 
88K,155K iPL-iiii 
. . . . . . . . . TPL-l02 

'Ci 
82K,165K TPL-103 
......... TPL-l04 

C2 ......... TPL-l05 
C2 ......... TPL-l06 
* ......... TPL-107 

*Front, C2; rear, C3. t37% tap, WOK. t62% tap, 250K. 137% tap, 
200K. #62% tap, 1 meg. -62% tap, 1.5 meg. 
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FASTATCH® DUAL CONTROLS 

No tools needed ... lust snap them together. Saves stocking and 
availability headaches for radio and TV controls. Ideal also for labs 
and manufacturers that need special dual concentric controls. 
Nothlng·to bend. Fastatcli Duals are completely assembled, tested 
and guaranteed front and rear units. Closely held tolerances Insure 
perfect tit and operation. Front and rear units are stocked sepa­
rately: lust 134 cover all current and FUTURE dual concentric 
specifications. 

FASTATCH® DUAL, FRONT UNIT 
Outer shaft Is 3'.{,· long from mounting surface, with double tlat 
mill ... brass for quick cutting to proper length. Use for single or 
double flat or round shaft. Scores make easy cutting for single or 
double slot. With mounting n).lt. 

FASTATCH® DUAL, REAR UNIT 
Distinctive blue aluminum Inner shaft Is 3%" long from mounting 
surface. Easily cut to proper length. Diameter .187" with .156* llat. 
Fits .187' to .202" flat shaft knob--sprlng adapter furnished tor 
other knob types convert to switch type with type KR switches. 
CRL Fastatch® Dual Controls-Front or Rear Unit 5114 
(Carbon). Net Each... ................ ' ... ... ..... 

CRL No. I Taper CRL No. I Taper 
Front Rear Max. or Front Rear Max. or 
Unit ..!!!!!!.. ~ 2!.e.... .~ Tap Unit Unit rr-r ..... 300 C1 n:42WT-n 500K C4 
Fl-l R2-1 500 Cl F3-4~ R4-42 500K Cll,250K 
Fl-2 · .... 750 Cl Fl-44 R2-U 500K C12, lOOK 
F3-2 · .... 750 C5 . .... R2-45 500K C14,150K 
Fl-3 R2:4' 750 500 ..... R2-46 500K Cl6.250K 
Fl-4 1000 Cl Fl-47 R2-47 500K C17,50K 
Fl-5 R2-5 1000 C5 ..... R2-48 500K 150K 
Fl-6 R2-6 1500 Cl Fl-49 ..... 750K C2 
Fl-7 R2-7 1500 C5 Fl-58 ..... 850K Cl 
Fl-B · .... 1500 b8l' 375 Fl-51 R2-51 1 Meg Cl 
Fl-9 R2-9 2000 Fl-52 R2-52 1 Meg C2 
Fl-lO R2-1O 2000 C5 Fl-53 R2-53 1 Meg C3 
Fl-11 · .... 2000 1500 Fl-54 R2-54 1 Meg C4 
F3-11 · .... 2000 250-500 Fl-55 

Rz~si; 
1 Meg C7 

Fl-12 R2-12 2500 Cl Fl-S6 1 Meg Cll,500K ..... R2-13 2500 C2 . .... R2-S7 1 Meg C12,200K ..... R2-14 2500 C3 Fi:S9 R2-SB 1 Meg Cl3,250K 
Fl-15 · .... 2500 C5 R2-59 1 Meg C14,300K 
Fl-16 · .... 2500 500 R2-60 1 Meg C16.500K 
Fl-17 · .... 2500 625 R2-61 1 Meg C17. lOOK 
..... R2-1B 3500 C5 . .... R2-62 1 Meg 300K 
Fl-19 R2-19 5000 Cl Fl-63 1 Meg * 
Fl-20 · .... 5000 C3 Fl-64 Rz~i;4 1~ Megs C1 
Fl-21 · .... 5000 C5 Fl-65 

'it2~i;i; 
1% Megs C7 ..... R2-22 7500 Cl 1~ Megs ** 

Fl-23 R2-23 10K C1 Fi:i;i R2-67 2 Megs C1 
Fl-24 · .... 10K C2 Fl-68 R2-6B 2 Megs C2 
Fl-25 R2-25 10K C5 Fl-69 2. Megs C4 
Fl-26 . 15K 5K-lOK 

Fi~7i 
R2-78 2 Megs C5 

Fl-27 R2:2i 25K C1 Rz:i2 
2 Megs C7 

Fl-2B · .... 35K Cl 
Fi~i3 

2 Megs C11, 1 Meg 
"1-29 R2-29 ·50K C1 R2-73 2 Megs C12,400K 
Fl-30 R2-30 75K C1 Fl-74 R2-74 2 Megs C13,200K 
Fl-31 R2-31 WOK C1 ..... R4-74 2 Megs C14,600K 
Fl-32 R2-32 125K CJ Fl-75 R2-75 2 Melrs C16. 1 Meg 
Fl-33 R2-33 200K Cl Fl-76 R2-76 2~ Megs C1 
Fl-34 R2-34 250K C1 Fl-77 R2-77 2~ Megs C7 
Fl-35 R2-3S 250K C2 Fl-78 R2-78 3 Megs C1 
..... R2-36 250K C4 Fl-79 R2-79 3 Megs C2 
Fl-37 R2-37 250K C5 .. : .. R2-BO 3 Megs C16, 
F3-37 R4-37 . 250K C14,75K 1~ Megs 
..... R2-38 330K C12,66K Fl-81 R2-Bl 3 Megs 90 K 
Fl-39 ..... 350K C2 Fl-82 

R2~i3 
4 Megs G7 

Fl-40 R2-40 500K C1 Fl-83 5 Megs C7 
Fl-41 R2-41 500K C2 ..... R2-84 5 Megs C3 
*200K and 500K. **250K and 500K. 

5-WAn WIRE.WOUND FRONT SECTION CONTROLS 

~i=::er~:et ~:~~~~~. ~~.~t .. ~~~~s.~.~~~~~, .. ~-?:. ~:~~ .5135 

~IMax'Ohmsl~IMax'Ohmsl~IMax'Ohms F7-50 250· F7-68 1000 F7-82 2500 
F7-53 300 F7-72. 1500 F7-B5 3000 
F7-59 500 F7-75 2000 F7-90 5000 
F7-65 750 F7-7B 2250 F7-96 10000 

MODEL SK.2 SHAFT·KUT TOOL 

Precision Instrument makes 
cutting shafts to exact size a 
simple lob. Cuts any stand­
ard solid or hollow shaft ac­
~urately to 1",_. Construct­
ed ot case hardened steel; 
designed to last a lifetime. 
Complete with mounting 
screws and operating In­
structions. 
CRL No. SK-2- 5495 
Net Each ........ . 
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SECTION 4700 

,---"_;eD_tla_a1_ab_ .. -..JI Controls and Accessories 

SNAP.TITE* COMPOSITION CONTROLS 
For hidden or rear TV controls, rated % watt. Installs simply: 
Push Into mounting hole, turn until locating lugs fit In holes pro­
vided; may be used where no locating lugs are needed. Size: '"," 
~~~msll~t~f~ de~Jfr~: ~a:k molded plastic shaft W long, knurled 

~~~ _~8X. 
Taper E~:t "N~'=' Ow:.~·s Taper . E,::t Ohms 

iiX-iii'" T.OOo '"Ci"""" "5TC ""iix:i9 1 meg. '"Ci"""" "SiC 
B.X-31 50K C1 SIc BX-742 1.5 meg. C1 SIc 
BX-40 WOK C1 SIc BX-75 2 meg. C1 SIc 
BX-46 200K C1 SIc BX-B3 2.5 meg. C1 SIc 
BX-59 500K C1 !iiI c BX-84 3 mel!. Cl SIc 

5·WATT WIRE·WOUND CONTROLS 
New design packs 5-watt capacity Into a 2-watt size unit: 1'"," 
dill.. x ",." deep. Model WW has tull round aluminum shaft U" 
dla. x 3" long. Model WN has fingertip knurled, slotted shaft U" 
dla. x '4" long. Speclly by using WN or WW as prefix. 

~~:-::c':. ~~ ~~ ."!.~~~.~~ ~~~~l. ~ .t~.r~~~~ ~~~ ~~.~~'. 5114 
CRL Type WWor WN-20K through 30K ohms. Net ... 51.50 
CRL Type WW or WN-40K or 50K ohms Net Each .. , 1.80 
CRL Type WW or WN-75K or lOOK ohms. Net Each .. 2.46 

tHe No. cRe No. cRe No. cRe No. 
ww- or ww- or ww- or ww- or 

Ohms WN- Ohms WN- Ohms WN- Ohms WN-
--1- Ciiii""" --u ""2sii"""" 400 4ii1 'Ts'ii1i --m-

2 020 30 300 500 501 10K 103 
3 030 40 400 750 751 15K 153 
4 040 50 500 1000 102 20K 203 
5 050 60 600 1500 152 25K 253 
6 060 75 750 2000 202 30K 303 
8 080 100 101 2500 252 40K 403 

10 100 200 201 3000 302 50K 503 
15 150 250 251 4000 402 75K 753 
20 200 300 301 5000 502 lOOK 104 

ADASHAFT® SHAFTS, COUPLERS, EXTENSIONS 

CRL Net 
No. Description Pkge. 5 

AR=r ¥iN L., screw slot 50.45 
AK-2 1",." L., slot .078" W. -45 
AK-7 3" L., fiat side .156' .45 
AK-8 2~" L. x '.{," round .45 
AK-9 3)4" L. x )4" round .45 
AK-l0 10" L., fiat mill .216" .45 

x 4''{'' long 
A K-11 Universal, 4'long; slot, .45 

knurl and fiat side 
AK-16 )4" to )4' or '.{," shaft 

coupler 
AK-19 Insu!. nylon 2 1.{," L. 
AK-21 4' x )4' Dla. Exten., 

Oat .218" wide 
A K-22 A~£'. U~~ ~rde Exten., 
AK-234" x'",' Dla. Exten., 

fiat .172" wide 
A K-24 %' L. x )4" full round 
AK-25 %" L. x U", fiat .218" 
AK-26 Auto adapt bush, %"-,.{,' 
AK-28 Auto bush., %'-%" 
A K-29 2 '.{,' L. x .235' fulf rd. 
A K-30 Ground Lug 
A K-31 %"-32 bush. adj. to I' 
A K-32 Adapter spring for F 

.45 

.45. 

.45 

.45 

.45 

.45 

.45 

.45* 

.45* 

.45 

.45t 

.45* 

.18 

AK-19 

AK-21 AK-22 AK'Z3 . 

and R dual controls 
AK-33 .187" dla. alum. dou­

ble-grooved shaft. 
.45 AJofZ4 Am5 J.IK-Ill 

AK-37 %"-32 phenolic bush­
Inl! adjusts to 1'. 

·Net Each. tNet per dozen. 

.45* nJ DI ~!!5111I1i 
I y~. AK-25 
~ .. IIIIIIIII~ 
AK-I6 AK-28 

DESCRIPTION OF TAPERS 
C-l-Linear; uniform resistance change from either end. C-2-
Semi-log, (audio) 10% center. C-l-Rlght hand semi-log. Re­
versed C-2. C-4-Modlfied log, 20% center .. C-S-Rlght hand 
mod. log, 20% center. C-6--Mod. log., 40% center. C-7-Symet. 
straight line; slow change. C-11-Tapped 50% rotation, 50% 
resls. C-12-Tapped 37% % rotation, 20% resls. Coil-Tapped 
50% rotation, 30% resistance. C-14-Tapped 62% rotation, 30% 
resistance. C-1S-Tapped 50% rotation, 10% resistance. C-16-
Tapped 62% rotation, 50% resistance. C-~7-Tapped 37% % 
rotation, 10% resistance. 

WALL PLATES 
Chrome plated; for mounting speaker controls. Complete with 
mounting screws. Size, 2'4' x 4%'. 

~~:-:a~it~~~.3. ~~~ ~~~~~~ ~.O.l~). ~~.~~~~~ .(~l~~~ ~~~~~):-:-. 63C 

".' U.c.P., Inc. 

L·PAD AND BRIDGED .T.PAD ATTENUATORS 

Bridged T -Pad L-Pad AK-36 KC-l0 

Constant impedance L-pads and bridged T-pads provide optimum 
sound reproduction quality without altering frequency ,response. 
Rated 20 watts, audio; 5 watts DC and sine-wave. Breakdown, 
900 volts AC rms to ground. Anti-backlash construction features 
force-Ot shaft Interlock; prevents relative motion between contact 
springs ot front 8tld rear units; assures smooth attenuation In 

~\~~e,:- r~«;,cfb~ fr~~~o~~~~~r:~~~~ce~¥I~~gth~ ~~arg~:~f~~; 
thread with nut and lockwasher; can be extended up to I" by 
adding AK-31 or AK-37 adapter bushing. Control'slze only 1'",' 
case dla. x 1'"," deep. Comes complete with AK-36 brushed gold­
anodized dial plate and KC-10 black pOinter knob with set screw. 

L·PAD AnENUATORS 
Controls audio level ot speakers in PA, Intercom and hi-fi sound 
systems. 

Impedance 
4 ohms 
8 ohms 

16 ohms 
500 ohms 
600 ohms 

Centralab Number 
WL-4 
WL-8 
WL-16 
WL-SOO 
WL-600 

BRIDGED T-PAD AnENUATORS 

Net Each 
52.87 

2.97 
2.97 
2.97 
2.97 

Speaker audio level control and sound mixer control for mikes 
and other circuits where constant impedance between input and 
output circuits must be maintained. 

Im!edance Centralab Number 
ohms WDT-4 

8 ohms WDT-8 
16 ohms WDT -16 

500 ohms WDT -500 
600 ohms WDT -600 

ACCESSORIES 

Net Each 
53.57 

3.57 
3.57 
3.57 
3.57 

CRL Net 
~~N~oi' __ 'I_~~~~~~D;e?"~ri!p~t~lo~n~~~~~ ___ 1 Each KC-IO pkge. 5 black set-screw pointer knobs So.8'O 
AK-34 4%' x 2'4" brushed gold wall-plate .90 
AK-3S 4%" x 2'4" brushed aluminum wall-plate .90 
AK-36 2" x 2" brushed gold dial plate; pkge. 5 1.44 

Net 

"KI 
Plain 

m:rII'I 
B16-109 
B16-111 
B16-112 
B16-113 
B16-114 
B16-11S 
B16-116 

1/10 WATT CONTROLS 

--knob, reduces to .502" 
~!~~I},~,~~'~:(l;:~I~~~::~~ thd. x .134' long 

..... ~~I.~ ........... 5150 
................. ·.52.40 

TYPE B 1 6 SERI ES 
NO. l.!Y'ax. "KL NO. !!!8X. 
~~ Taper Plain Switch Plain Taper 
....... 500 7Ci"'" 1I6-m~ 5oK"" -cr 
....... 1000 C1 B16-121 ., ..... WOK C1 ....... 2500 C1 B16-123 . . . . . . . 250K Cl 
B16-212 2500 C2 B16-118 B16-218 % Meg. C2 
....... 5000 C1 B16-120 B16-220 1 Meg. C2 
B16-214 5000 C2 B16-122 B16-222 2 Meg. C2 
. ...... 10000 Cl B16-;I.24 B16-224 3 Meg. C2 
B16-216 10000 C2 B16-128 B16-228 5 Meg. C2 

B16-117IB16-217 25000 C2 

TYPE SM SERIES 

CRL No. I O~~'sITaperl CRL No. I :.~s ITaperl ::.~~ 
SM2-2S2-S 2500"""C2 SM2-103-S '""iiiiiOo" 1"C2 i3.75 
SM2-S02-S 5000 C2 SM2-253-S 25000 C2 3.75 

FOR THE LATEST ADVANCES IN COMPONENT ENGl. 

NEERING-CONTROLS, CAPACITORS AND SWITCHES­

ALWAYS SPECIFY CENTRALAB •. 
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Special Contrgls, Kits 
CENTRALAB COMPENTROLS® 

Cl-70-S C2-100 

JUNIOR COMPINTROLS 
Volume control and special Packaged Electronic Circuit network 
Improves apparent bass and treble ot ampllllers, radios, etc., when 
volume Is at a low level. Does not Iptroduce notIceable sIgnal loss. 
Switched unIts have SPST switch WIth insUlated shIeld to prevent 
hum. UnIversal shatt 3" long. Control, """" dla. ShIppIng Weight, 
S oz. . 5240 
CRL No. Cl-60 (~ Meg.) or Cl-70 (1 Meg.)-Plaln. Net. 
CRL No. Cl-IO":' (~ Meg.) or Cl-70-S (1 Meg.)-Swltcbed. 
Net Each ....... , .. , , .. : .................•... , ..... 52.85 

SENIOR COMPENTROU 
Dual concentric; Incorporates level set to adjust amount ot com­
pensation. UnIversal replacement tor any value. Dual knobs sup­
plied. ShIppIng WeIght, 6 oz. 5330 
CRL No. C2-100-Net Each ...... , .................. . 
CRL No. 200-Same but FB8tatch design with separate tront and 
rear unIts. Includes specIal boost plates. Net Each ....... 53.30 

STEREO.TWIN COMPENTROLS 

TwIn compensated volume control provides synchronized co. m-

r:r~~~ ~oi~I'1.u~I~~J;~:fl 0~te~~7fWZ:eg~~Wlr:o:ts 6 a>~ 
swItch. Net Each.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 3 

COMPENSATED TONE CONTROL 

A compensated tone control as used In Baxandall clrcult--not to 00 
contused· wIth two other Senior Compentrols above, whIch are 

. compensated volume controls. ShippIng WeIght, S oz. 5330 
CRL No. C3-3.00-Net Each .... , ......... " .... ,."',.,. 

DUAL SPEAKER CONTROL KIT 
PrImarily designed tor rear seat radio 
speaker uses. Provides tor gradual reduc­
tion ot volume ot one speaker whUe Increas­
Ing volume of the other; or, balances both 
speakers. Includes 5-watt control, combi­
natIon mOUntIng bracket and dIal plate, 
black and chrome knob, mounting screws and Ins,tallatlon 

g~t'·N~~IWlf'!!3.11e:rI~~ t~:·Each .. , ... , .. , ... , , . , .... 

SERVICE TECHNICIAN CONTROL KITS 
'DK.l00 'ASTATCH® DUAL CONCENTRIC CONTROL KIT 

Quan. 
Each 

1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 
1 

ProvIdes a handy stock ot the 
12 most popular tront units 
and the 12 most popular rear 
unIts In the Fastatch control 
system; plus, a stock ot 
switches and adapters. Over 
720 different dual concentric 
control combInatIons, includ­
Ing swItched types, may be 
assembled ·trom this compaCt 
stock. Controls and switches 
can be snapped togetber In a 
jlfry. In sturdy steel shelt cab­
Inet, labeled and ready for use. 
CRL No. FDK-100 53270 
KIt-Net Each .... 

FRONT AND REAR UNITS 

CRL No. Ta- CRL No. 
Front Unit Ohms per Rear Unit Ohms Taper 

Fl-4 iiiOo'"""" Cl R2-31 'iii<iK"" Cl 
Fl-5 1000 CS R2-3S 2S0K C2 
Fl-6 IS00 Cl R2-36 2S0K C4 
Fl-7 IS00 CS R4-37 2S0K C14* 
Fl-lO 2000 CS R2-40 SOOK Cl 
Fl-1S 2S00 CS R2-41 SOOK C2 
Fl-21 5000 C5 R2-47 500K Cl7t 
Fl-2S 10K C5 R2-51 1 Meg. Cl 
Fl-29 50K Cl R2-52 1 Meg. C2 
Fl-40 500K Cl R2-58 1 Meg. Cllt 
Fl-S1 1 Meg. Cl R2-57 1. Meg. C121 
Fl-67 2 Meg. Cl R2-51 1 Meg. C13* 

Taps. *75K. t50K. t500K. §200K., #250K. 

TYPE KR FASTATCH® SWITCHES 

125 v. AC Swltche. 10 v. DC SwitciiH 

-;::·1 ::~ IAgesl-NlT- -¥:I ::~ IAirl~ 
2 KR-2 3 DPST 1 KR-7 15 DPST 
1 KR-3 3 DP* 

*One pole "on", one "off". 

ADAPTER BUSHINGS 

Quan·1 CRL N0.1 Description -r AK-26. Auto Radio; ,,,,,"-28 thread; nuts, lockwashers 
1 AK-21 Auto RadIo; ~"-28 thread; nuts, lockwashers 

WWK·l00 '.WAn WIRE·WOUND KIT 
ContaIns 24 controls In the 14 best selling 5-watt wire-wound line 
plus extra drawer space tor expansIon. Cabinet is sturdy, steel 
shelt type, labeled and set up, ready for use. 52738 
CRL No. WWK-100 Kit-Net Each ................ . 
Quan. CRL Quan. CRL 
Each Number Ohms Each Number Ohms 
-1- WW.100 10 ~ WW·1S2 l5lIO 

1 WW·500 50 1 WW-202 2000 
3 WW-101 100 2 WW-252 2500 
1 WW-201 200 1 .WW-302 3000 
1 WW-501 SOO 3 WW-502 SOOO 
1 WW-751 750 3 WW-l03 10K 
3 WW·l02 1000 1 WW-153 15K 
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BK.l00 UNIVERSAL SHAn CONTROL KIT 
ContaIns 24 type "B" controls In the 12 fastest moving values. 
Controls plus 10 "KR" Fastatch switches for all service needs. 
Sturdy steel cabinet, labeled, ready tor use. 52688 
CRL No. BK-100 Kit-Net Each., ................. . 

CONTENTS: CONTROLS 

Quan. CRL Quan. CRL I 
Each No. Ohms Taper Each No. Ohms Taper -,-a:r- 'l':iiOO or -6- B·IO liiiiiK"" """C2 

1 B-lO 5,000 Cl 2 B-89 1 Meg. Cl 
1 B-14 10,000 Cl 4 B-70 1 Meg. C2 
2 B-31 SO,OOO Cl 1 B-75 2 Meg. Cl 
2 B-40 lOOK Cl 1 B-76 2 Meg. C2 
2 B-59 500K Cl 1 B-87 5 Meg. Cl 

TYPE KR FASTATCH® SWITCHES 

Quan·1 CRL lAmps atl I Quan·1 CRL lAmps atl Each . No. ~ Type ...!!!!!.. ...!!!:.-~ ~ 
""'KR-i'" S SPST 1 KR-3 3 DP 

• KR-2 3 DPST 1 pole 'on", 1 "off" 

ABK·l00 ADASHAn® CONTROL KIT 
ContaIns 24 type "AB" Adashaft controls in 10 popular values. 
Combined with Fastatch switches and assorted shafts, kit provides 
~~p~~ ~~3~':{dre¥~~~~~nt controls. Sturdy, steel shelt cabinet, 

CRL No. ABK-foo Kit-Contents as listed, plus 21 52588 
assorted shafts and couplers .. Net Each ......... , . , . .' . 

CONTENTS: CONTROLS 

'!.uan. ,!"L Quan. c;",L 
Each No. Ohms Taper Each No. Ohms Taper 
-r "'AB-5 ~ or -,-- 'AII-ii' 500K C2 

2 AB-lD 5000 Cl 2 AB-69 1 Meg. C1 
2 AB-31 50K Cl 4 AB·70 1 Meg. C2 
2 AB-40 lOOK Cl 1 AB-75 2 Meg. Cl 
2 AB-59 500K Cl 2 AB-87 5 Meg. Cl 

TYPE KR FASTATCH® SWITCHES 

~ No. ~ Type .!!!!!......!!!:.- 125 v. AC '!!!!! Quan·1 CRL Amps atl I Quan·1 CRL lAmps atl 

5 ""1Ui:r" 5 SPST 1 KR-3 -a DP 
2 KR-2 3 DPST 1 pole "on", 1 "off" 

ACK.l00 AUTO RADIO CONTROL KIT 
Handy kit contains the 24 most popular auto radio control replace­
ments. Covers 90% of your replacement requirements tor standard 
U.S. automobiles and some foreign cars. Packed in heavy steel 
cabinet and clearly labeled tor easy selectIon. 54· 975 
CRL No. ACK-l00 Kit-Net Each ..... "., ........ . 

QUANTITY: 1 EACH 

A/U-l CD-58-B FB-56 FM-56 
A/U-2 CD-59/0-A FB-57 M/U-4 
CD-51-A FB-Sl FB-58 " M/U-8 
CD-53/4-A FB~1)2/3 FB-59 PP-S7 
CD-5S/6-B FB-54 FM-52/3 PP-58 
CD-S7-B FB-55 FM-54 PP-59 
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SECTION 4700 

Auto Radio Controls 
CONTROL REPLACEMENTS FOR BUICK AUTO RADIOS 

centralab Year Radio Radio Original Net 
Number Auto Mfr. Model No. Part No. Each 

M/D-i rr.--
46-53 

Motorola BK2A, BKaA6 18H512084 $2.13 

BD-50/3 50-53 Delco 980868, 980899, 
980847, 980979, 
980980, 981111, 
981320, 981321, 

7263119 2.52 

981322, 981323 
BD-54/S 54 Delco 981550,,981551 7264309 2.52 
BD-54/5 55 Delco 981651,981652 7265742 2.52 
BD-56 56 Delco 981707,981708 7266996 2.52 
BD-57 57 Delco 981813, 981814 7268944 2.52 
BD-58 58 Delco 981902, 98190a 7271329 2.52 
BD-59 59 Delco 981968 7273993 2.52 
BD-60 60 Delco 980051, 980052 7275219 2.52 

FOR CHEVROLET AUTO AND TRUCK RADIOS 
CD-49/0-A 49-50 Delco 986389, 986241 1218641 $2.52 
CD-51-A 51-52 Delco 986516 1219708 2.52 
M/U-3 51-52 Mot,orola CT2A, CT2M, 18B5120,i4 2.13 

CD-53/4-A 
CT2A6, CT52M6 

53-54 Delco 986669, 986771* Hrs211 2.52 
CD-55 55 Delco 987087 65265 2.52 
CD-55/6-B 55-56 Delco 987088, 987366 7265220 2.52 
CD-55/6-A 55-56 Delco 987086, 987364, 7265302 2.52 

3725156 (Corvette) 1220909 
CD-56 56 Delco 987368 7266842 2.52 
CD-57-A 57 Delco 987577 7269211 2.52 

1220961 
CD-57-C 57 Delco 987575, 987693 7269199 

1220963 
2.52 

CD-57-B 57 Delco 987573 7269186 2.52 
1220962 

M/U-6 57 Motorola CTA7X, CTM7X 18K541128 2.13 
CD-58-B 58 Delco 987724 7270450 2.52 
CD-58-A 58 Delco 987727 7270479 2.52 

1221118 
M/U-7 58 MotoroiaCTA8X, CTM8X 18B542657 2.13 
CD-59-B 59 Delco 1987891 7273367 2.52 
M/U-9 59 M""'TTAOX. CTM'X '"0""" 2.13 
CD-59/0-A 59-60 Delco 987888, 988275 7273302 2.52 

1221260 
CD-60-A 60 Delco 988276 7275710 2.52 
CD-60-B 60 Delco 988062 (Corvair) 7274920 2.52 
M/U-7 60 MotoroiaCRA60X, CRM60X 18K544235 2.13 

M/U-3 48-53 
i(Corvalr) 

2.13 MotorolaIGMT2A*,-2M*, -3A6* 18B512084 
CD-60-T 60 Delco 988080* 7275629 2.52 

FOR DESOTO AUTO RADIOS 
DEM-:-5778157::58-IMotorola'I~~~I~~~~6--;-9I9;--I'i8B539819'j$2.13 
DEM-59 59 Motorola,MOPAR 857 18K561733 2.13 

FOR DODGE AUTO AND TRUCK RADIOS 
DOM-57 157 IMotorola MOPAR 845,918 118K5398201$2.13 DO M-S8 58 Motorola MOPAR 852 18K560417 2.13 
DOM-59 59 Motorola MOPAR 856 ' 18B561732 2.13 
DOM-60 60 MotoroiaMOPAR 102 18C563115 2.13 
M/U-l 53 Motorola 61OT* 18K512740 2.13 

FOR EDSEL AUTO RADIOS 
FiI-:s-9--159----rBeIidlX[94BE 12090035-3 1$2.13 

FOR FORD AUTO AND TRUCK RADIOS 
FB-49/0 49-50 Bendix Ml, MIA, MlAI L2221l01l $2.13 
FM-50 50 MotorolaOMF 18B591266 2:13 
FB-51 51 Bendix M2 L219586-2 2.13 
FM-51 51 Motorola IMF 18B501153 2.13 
FB-52/3 52-53 Bendix M4, M4A L219586-3 2.13 
FM-52/3 52-53 Motorola 2MF, 3MF 18B511635 2.13 
FB-54 54 Bendix M4B, M4BA, M4BP L219586-7 2.13 
FM-54 54 Motorola 4MF 18B530018 2.13 
FB-55 55 Bendix 5BF L219656-1 1.41 
FM-55 55 Motorola5MF,5MF8 18B531299 1.41 
FB-56 56 Bendix 6BF L219681-1 2.13 
FM-56 56 Motorola 66MF, 66MFP, 69MF 18B534483 2.13 
A/U-3 57 Automat. FT-227, FTP-37 80A618C 2.52 
FB-57 57 Bendix 75BF 2090035-1 2.13 
FM-57 57 Motorola 75MF 18K539059 2.13 
FB-58 57;-58 Bendix 74BF,84BF 2090035-2 2.13 
FM-57/8 57-58 Motorola 74MF,84MF,84MFM 18B541819 2.13 
A/U-3 58 Automat. F-128, -C, FP-238, -C 80A618C 2.52 
FB-59 59 Bendix 94BF 2090035-3 2.13 
FM-59 59 Motorolal94MF, 94MFM 18B561597 2.13 
A/U-3 59 Automat. F-139, FP-249 80A618C 2.52 
FB-60 60 Bendix 04BF 2090405-1 2.13 
FM-60 60 Motorola04MF, 04MFM, 18C562768 2.13 

A/U-3 59 Automat. F-139*, FP-249* 80A618C 2.52 I 
04MD (Falcon) 

FB-S7/8-T 57-58 Bendix 74BT*,84BT* 2090253-1 1.41 
FB-59-T 59 Bendix 94BT* 2090253-2 1.41 
FB-60-T 60 Bendix 04BT* 2090253-3 1.41 

FOR GMC TRUCK RADIOS 
M/U-3 148-53jMotorolaGMT2A, -2M, -3A6118B5120841$2.13 
CD-53/4-A'54-59

I
Delco 12233396, 2233398 7264211 2.52 

CD-58-B 158 Delco 2233745 7270450 2.52 
1223113 

CD-60-T 60 Delco 2233850 7275629 2.52 
FOR HENRY J AUTO RADIOS 

M IU-l--151-537IMDtoroliifID2A,"HJ2M, HJ3:;A:;6:;ll~8=K~5~1=27~40'1$2.13 
CD-53/4-A 56 Delco 1694866 7264211 2.52 

FOR HUDSON AUTO RADIOS 
MTu':1'-,51-=53!MOtoroIltiHT3A6 118B5120841 $2.13 
*Trllck radio. 

«~ U.C,P., Inc. Net 

FOR KAISER AUTO RADIOS 
Centralab 1 Year 1 Radio I Radio I Original I Net Number Auto Mfr. Model No. Part No. Each 
M/U-3 51-53jMotorola KR2A, KR2M, 18B512084 n:n 

KR3A6 
FOR OLDSMOBILE AUTO RADIOS 

OD-51-A 51 Delco 982700 7260294 $2.52 
M/U-3 51-52 MotorolaOE2A.OE2M,OE2A618B512084 2.13 
OD-S3-A 53 Delco 983004, 7263540 2.52 
OD-54/6 54-56 Delco 983091, 983205, 

983336 
7264128 2.S2 

OD-S7-B 57 Delco 989002 7268847 2.52 
OD-57-A 57 Delco 989001 7269055 2.52 
OD-58 S8 Delco 989127, 989129 7270679 2.52 
OD-59 59 Delco 989170,989171 7272855 2.52 
OD-60 60 Delco 989276, 989277 7275269 2.52 

FOR PACKARD AUTO RADIOS 
M-/ .. U'"--..3,----1"'5·1-·S"'3~1 M:;Co-':;.to'rola iPD2A, PD2M, -3A6 ! 18B5120-841 $2-:13 

FOR PLYMOUTH AUTO RADIOS 
PM-56 56 Motorola MOPAR 916, 916HR 18B536704 $2.13 
PM-57 57 Motorola MOl'AR 849 18B540376 1.41 
PP-57 57 Phil eo 1'5701, MOPAR 848 33-5580-12 1.41 
PM-58 5S Motorola MOPAR 854 18B560415 1.41 
PP-58 58 Phil co P-5801, MOPAR 848 33-5580-21 1.41 
PP-59 59 Phileo P-5901, MOPAR 855 33-5580-27 2.13 

FOR PONTIAC AUTO RADIOS 
riif/U~1---46~52iMotoroIWpd2A--;--PC2A6;-PC2M 18K5i2740'$2.'U 
POD-56 56 Delco, 988623 7268308 2.52 
A/U-l 57 Automat. CTR-6A 80-69 2.52 
POD-57 57 Delco 988671 7270189 2.52 
POD-S8-A 58 Delco 988823 7270939 2.52 
POD-58-B 58 Delco 988822 7271446 2.52 
POD-59 59 Delco 988976, 988977 7273623 2.52 
POD-60 60 Delco 989614, 989615 7275708 2.52 

FOR RAMBLER AUTO RADIOS 
A/U-l 58-59 Automat. RAP-89, RP-519 80-69 $2.52 
R M-58 1,5' 58-59 Motorola 83MR (8990543), 18B560804 2.13 

93MR (8990582) 
RM-5' 59 Motorola 94MA (8990576) 18B561728 2.13 
RM-60-A 60 Motorola 8990811 18B564229 2.13 
RM-60-B 60 Motorola 04MA (8990706) 18K5631M 2.13 

FOR RIVERSIDE AUTO RADIOS 
A~'/~U~-3~-~15~8~-5=9;"'IA:;"::ut;"'0"m:"a:"t"';'IF iB-6679A, F J:S:--18liAlff8C-I$2.!i2 

6684, F JB-6687 
FOR STUDEBAKER AUTO RADIOS 

M/U-l-15O::5-2MotorOfBJSR2A;-SR2A6;-SR2Milf8K5f2140I'$;t'3i 
M/U-3 53 Motorola'SR3A6 18B512084 2.13 
M/U-7 59 Motorola!AC2971 (SM9T) 17B542657 2.13 

FOR WILLYS JEEP RADIOS 
CD-53/4-AI56-58IDelco 1694866, 815395--i72642-rr- 1$2.52 

FOR MOTOROLA UNIVERSAL RADIOS 
Used In many autos and trucks. 
~~ntralab year I "RliiJio -9riginal 
Number Auto Model Number Part No. 

MfD-z 55-571395, -12; 396, -12; 397; 404 18B531560 =m:: g~-581~tl~M-12,6M,6M-12,7M,8M 18K533457 
18B540768 

MlU-8· 58,60i8MX, 600X, 10M, IOMX 18K542446 

FOR AUTOMAnC UNIVERSAL AUTO RADIOS 
A MERICAN- MADE AUTO MOBILES 

.!'let 
Each 
n:n 

2.13 
2.13 
2.13 

cRt Radio Model Number. Year Net 
No, and Auto Model Each 

A7iT-1* MP-69. MP-126 42, 46-58 Buick; ,49-59 Cadillac; $2.fi 
53-54 Chevrolet & ehev. Truck; 49-54, 56 Chrys.; 
49-56 DeSoto; 42, 46-54 Ford; 42, 46-58 Ford Tr.; 
48-59 GMC Truck; 42, 46-58 Mercury; 49-58 Olds; 
51-54 Plymouth 

A/U-2t MU-34. R-54. RT-7 tor 42, 46-59 Buick; 49-59 1.41 
Cadillac; 51-59, Chevrolet; 48-59 Chev. Truck; 
49-59 Chrysler, DeSoto & Dodge; 58-59 Edsel; 42, 

i-~g:k rgJta~~~~9!t~b~d~; ~~K8WJri~~~~; <ti'!5~ 
Pontiac; 58-59 Rambler 

FOREIGN-MADE AUTOMOBILES 
A/U-lf -IVP-lrAlfa:itomeo; NIP-:)''26 Austln-Heaiy.-Austln $2-:52 

"A-40", Jaguar "XK-l20", MG "Magnette", Trl-

lumPh '''1'R-2'', Vauxhall; W-716 Opel, Porsche 
"1600", Taunus, Volkswagen, Volvo; MP-69 
Porsche; W-76 Volkswagen 

A/U-2t R-54 AHa-Romeo, Austin-Healy, Austin "A-40", 1.41 
English Ford, Flat, Hillman, Jaguar "XK-140", 
Mercedes-Benz, MG, MorriS, Renault, Riley "1.5", 
Saab, Simca, Triumph "TR-2", Vauxhall; MU-34 
Borgward, Citroen, DKW, Karmann Ghia, Lloyd, 
Opel, Porsche "Speedster", Renault "4CV" & 
,Dauphine Volkswa en; RT-7 Fiat 

Origlna art urn er: *80-6 , ; to-57 ; 0-6. 
AUTO RADIO ON/OFF SWITCH REPLACEMENTS 

CRL No. SP-l Switch-Replacement lor 1951-1954 Plymouth, 
Dodge, DeSoto and Chrysler. Net Each .. ' , . , , , ... , , , , , , . aoc 
CRL No. SP-4 SWitch-Replacement for 1946-1956 Ford, Lin­
coln, Mercury, Plymouth, Dodge, DeSoto and Chrysler auto 
radios. Net Each ... , , . ' . , , .. ' . ' . ' . ' , , , , , . , . , .. ' . , , , , , . aoc 
CRL No. SP-6 Switch-Replacement tor 1955-56 Lincoln & Mer­
cury, 1956-57 Ford Thunderbird, 1957-58 Ford and 1958 Mercury 
auto radios. Net Each, . ' . , , , , .. ' ... ' ... , , , ..... , , , . , . , . aoc 
CRL No. SP-8 Switch-Replacement tor 1956-57 Mercury and 
1957 Lincoln auto radios. Net Each. , .. , ....... , . , ... , ... aoc 
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SECTI9N 4700 

PYROL YTIC METAL FILM CONTINENTAL·WIRT ELECTRONICS CORP.,. Phila., Pa. 

t;wbVi?"±/~ 
C B 

A metallic resistance element is deposited on a low loss ceramic carrier using a 
pyrochemic process developed and patented by Continental Wirt. A layer of 
vitreous enamel protects metal film against unusual atmospheric conditions. They 
are calibrated to value by means of spiralled grooves cut into the film to increase 
the resistance, path. Leads are securely affixed to on . extremely low resistance 
metal contact film, assuring positive contact. . 

NOBLETTE TYPE NA WaH· Volt· Resistance Dimensions List Prices 

ciAi 
.lffi----- T 

. ' B 

T ;j--c--- ...L 

~J: 1 
NOBELOY TYPE NR 

Type age age Range A B C D ±1% 

NA15 '12 350 Y. ohm to 1 meg. 1~2" ± 31," %2" ± .010 .130" $.80 
NA25 1 500 Y. ohm to 5 meg, 1~6"± Ji'6" %,' ± .010 .250" $1.00 to $1.25 
NA30 2 750 2 ohms to 10 meg. 2){,' ± ){,' %,' ± .010 ;250" $1.25 to $1.70 
NR20 Yo 350 Y. ohm to 3 meg. %" ± ){,' 1~,' ± .010 .250" .156" $ .85 to $1.00 
NR25 1 500 Yo ohm to 5 meg. ,Va" ± J.i'6" lJ12" ± .010 .250" .156" $1.00 to $1.25 
NR30 2 750 1 ohm to 10 meg. 2:' ± ){,' '~2' ± .010 .250" .156" $1.25 to $1.65 
NR50 5 1000 2 ohms to 15 meg. 2" ± Ji'6'" 1%2" ± .010 .500'; .312:' 1'1.50 to $2.00 

STANDARD STOCK RESISTANCE VALUES FOR 1 TO 10 DECADE +1% 
Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms 
1.0 1.5 2.2 3.0 3.9 4.7 6.0 7.0 8.5 
1.1 1.6 2.4 3.3 4.0 5;0 6.2 7.5 9.0 
1.2 1.8 2.5 3.5 4.3 5.1 6.5 8.0 9.1 
1.3 2.0 2.7 3.6 4.5 5.6 6,8 8.2 9.5 

NOTE: In additi~n to above table, resistance values conforming to EIA Sh;:mdards for composition resistors are also available; 

DEPOSITED CARBON FILM 

~ .. ~ FI~ L~5S:l F=#=~ 
~1~±Ia'+- A -+I~±YS~ 

Hermetically Sealed-Conform to M.lL·R·l0509. Fully 
insulated 'for hi.frequency use.' Carbon deposited on 
ceramic and encased in non-hygroscopic ceramic tube. 
High temperature solder sealed ±Y2, 1, or 5%. '4, y" 
1 or 2 watts. Type CHF 

Molded-Conform to Mll-R'10509. Rugged 
construction for high production handling 
and excellent maisture protection. ±Y,%, 1 
or 5%. Ya, '4, Yo and 1 watt sizes. Type CFM 

Coated-Low cost precision. Highly recom­
mended for test equipment, meters or hi· 
frequency circuits. ± 1, 2, or 5%. '4, Yo, 1 
or 2 watt sizes. Type CF 

Type Watts Voltage 
CFlO X 300 
CFl5 Y. 350 
CF25 1 500 
CF30 2 1000 
CFM5 Yo 250 
CFMlO X 300 
CFM15 Yo 350 
CFM25 1 500 
CFH15 Y. 350 
CFH25 1 500 

CARBOMITE RESISTORS 

RESIST·O·FILE TYPE MR 
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Dimensions list Price 
Resistance Range A B C ±1% 

10 ohms to 1 mEg. :!.1:"±J.{6" ~t ± .010" .062" $1.13 
10 ohms to 10 meg. ~/'±J.{/' ~2" ± .010" .125" $ .60 to $1.20 
50 ohms to 50 meg. 1~6'±J.{/' ~2"± .010" .250" $ .90 to $1.66 
100 ohms to 100 meg. 2J16'~ ± }f,t %,'± .010" .250" $1.13 to $2.63 
10.0 ohms to 1.0 meg. .410" ± .010" .140" :1:: .010" $ .78 to $1.50 
10.0 ohms to 2.0 meg. .600" ± .010" .215" ± .010" $ .72 to $ .75 
10 ohms to 10 meg. Y. $ .97 to $1.51 
50 ohms to 50 meg. 1 t1.36 to $2.10 
10 ohms to 10 meg. .687" ±.062" .250" ± .031" 2.03 to $2.66 
50 ohms to 50 meg. 1.062~' + .062" .375" 4- .062:' $2.40 to $2.93 

Insulated fixed composition resistors for replacement and service applicatiQns. Available as 
Type "M" packaged in bulk. Also, Type "MR" consisting of five Type "M" resistors of one 
resistance value and tolerance mounted on one 3 x 5 index card, ten cards per package, 
are available. See illustration. Identified, ;taggered-tab card file system adds to storage 
and handling convenience. File drawers and storage cabinets ·for Type "MR" resistors can 
be obtained. ~ontact factory for complete details. 

T Y P E M 
Dimensions List Price 

Resistance Length & Dia. Each 
Type watts Range in inches +5% +10% 

M20 Yo 10 ohms to 22 meg. Ys x %. $.34 $.17 
M25 1 10 ohms to 22 meg U,x%, .50 ,25 
M30 2 10 ohms to 22 meg. 'X, x~, .68 .34 

Standard Packages:-5O and 250 per, b'ox. 

Type 

MR20 
MR25 
MR30 

TYPE MR 

Watts 

Yo 
1 
2 

List Price 
±5% ±10% 

$.34 $.17 
.50 .25 
.68 .34 

Standard Package:-50 resistors 

Trade Discount Applies to List Prices Only © U.C:P., Inc. 



SECTION 4700 

CONTINENTAL-WIRT ELECTRONICS CORP_, Phila., Pa. 

TABLE 
Fixed Adjustable 

Type No. Type No. Wattage 

VFR·1 Il 
VFR·3 VAR·3 10 
VFR·4 VAR-4 20 
VFR-7 VAR·7 25 
VFR-12 VAR-12 50 
VFR-15 VAR·15 75 
VFR·19 VAR·19 100 
VFR-22 VAR·22 160 
VFR·23 VAR·23 200 

OF SIZES AND RATINGS 
. Dimensions Resistance Range 

Length Dia. Min. Max. 
1" ~6" 1 ohm 10K 
13,411 ~." 1 ohm 25K 
2" ';''' 1 ohm lOOK 
2" 3,4" 1 ohm lOOK 
4" 3,4" 5 ohms lOOK 
6" 3,411 ..l ohms lOOK 
6'12" P/s" 5 ohms lOOK 
8'12" l1/s" 5 ohms lOOK 

10'12" P/s" ~ ohms lOOK 

Wt. (oz.) Wt. (oz.) 
Fixed Adjust. 
0.4 
0.44 0.88 
0.8 1.2 
1.2 1.5 
2.0 2.6 
3.0 4.0 
4.9 5.8 

11.6 12.5 
15.0 16.0 

WIRE WOUND RESISTORS 

WIRE WOUND FIXED and ADJUSTABLE 
(POWER TYPE) 

STANDARD TOLERANCE: Fixed Types (50 ohms and higher) ±5%; below 50 ohms ±100/0; 
Adiustable Types ±100/0. 

Ceramic core, vitreous enamel coated. All standard 
values 3 to 200 watts. ±50/0 standard. Special 
types also available. RESISTANCE VALUES: All resistors available in resistance values as listed in EIA Standards. 

METAL HOUSED MINIATURE CONTROLS 
STANDARD 11/.-WATT CONTINENTAL-WIRT CONTROLS 

These 1 h·watt metal housed, 
miniature controls fill the need 
for an economical, sturdy, 
compact and fully reliable 
control for balancing and 
trimming of circuits. 

Model 
No. 

WC-807A 

WC-808A 

WC-816B 

WC-816D 

WC-817A 

WC-818A 

Type Mounting 

Rheostat Rivet 

Rheostat Rivet 

Rheostat Print. Cir. 

Pot Print. Cir. 

Pot Rivet 

Pot Rivet 

Rotor 

Grounded 

Insulated 
WC 807A WC 816B 

Grounded Rheostat Rheosta.t 
Grounded Rotor Printed CircuH 

Grounded 

Grounded WC 808A 
Insulated. Rheostat 

Insulated Rotor 

SUPPRESSORS AND CONDENSERS 

Distributor and Spark Plug Suppressors .' .• Easy to Install ..• Fit All Cars, Including 12-volt. 
Continental Suppressors are exactingly engineered to effectively remove radio noise from ignition 
spark discharge at the plugs and high-tension distributor. 

Dimensions 
Type Application Length & Dia. Mounting List Price 

520A 5parkplug PI2 x V2 Angle $.61 
519 5parkplug 1'%, x V2 Vertical .50 
521 5parkplug 1'%, x V2 Vertical .59 
523 5parkplug 121h, x V2 Angle .53 
527 5parkplug l1/s x 1/2 Vertical-Screw .55 
Cll Distributor 1112 x 1/2 Coble .42 
T24 Distributor 1V2 x V2 Angle-Snap .67 
T20 Distributor 23/s x 112 Vertkal-Snap .70 

Net Unit Weight:-Approx .. 033 Oz. 

OIL BURNER SUPPRESSORS 
Eliminate uncomfortable radio-TV interference 
due to ignition discharge action of oil burner 
igniting coil. 

Type 
GB 025 
GB 05 

Type 
OB15 
OB15A 

GENERATOR CONDENSERS 
FIT ALL CARS ••• UN'IVERSAL TYPES 

Application 
Universal 
Universal 

CAP. 
MFD. 

.25 

.5 

Dimensions 
Length & Dia. 

in inches 
1% X 5fa 
1% X 5fa 

Net Unit Weight:-Approx. 1.0 Oz. 

OIL BURNER SUPPRESSORS 
Dimensions 

Length & Dia. 
in inches Terminals 

Rajah 
U-Bracket 

Net Unit Weight:-Approx. 1.8 Oz. 

List Price 
$.75 

.80 

List Price 
$3.10 

2.80 

OTHER CoW 
COMPONENTS POTENTIOMETERS and RHEOSTATS.- LOW POWER RESISTORS - SLIDE SWITCHES 

r---------------------
'I For complete technical literature, engineering assistance, or 

information about special adaptations write to the factory. 
I List your specifications and requirements in detaiL Your in· 
I quiry will receive prompt attention. 
I ______ ------------~--

© U.c.P., Inc. Trade Discount Applies to List Prices Only 

CONTINENTAL-WIRT 
ELECTRO'NICS CORP. 

PHILA., PA. 
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SECTION 4700 

from QrAL€) 
Better Things in 
Smaller Packages 

Carefully designed, precision made under strin­
gent quality controls for critical electronic cir­
cuits where space is at a premium. 

Types RS - HS - PRS· RLS· RSE 
(Available with Weldable Leads) 

Resistance range from .05 ohm to 175K 
ohms, depending on type; tolerance range 
from .05% to .3% 

, TYPE RS with axial leads in eight wattages­
lh, 1, 2, 2.5, 3, 5, 7, 10; ten sizes. 

TYPE HS with axial leads in eight wattages 
-1.25, 3.75,3,3.25,4.25,6.5,9, 13; nine flizes. 

TYPE PRS with parallel leads in four 
wattages-3, 5, 7, 10; five sizes. 

TYPE RLS with radial leads in six wattages 
-1, 2, 3, 5, 7, 10; eight sizes. 

TYPE RSE in metal housing for clip mount· 
ing; five wattages-2, 3, 5, 7, 10; seven sizes. 

Type RSE 

TypeRS 

Type PRS 

Type HS 

Ask for Bulletins 
R-23, R-56, R-49, R-30, R-25 

Type RLS 
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Types NS • NLS 
Non-mductive characteristics. Five wattages 
-2, 3, 5, 7, 10; six sizes. Resistance range 
from 1 ohm to 37K ohms, depending on size 
and type; tolerance range from .05% to 3%. 

TYPE NS with axial leads; TYPE NLS with 
radial leads. 
Ask for Bulletin R-34 

Types RH • RHM - PH 
Silicone sealed in aluminum metal housing. 
TYPE RH and RHM have tabs for mounting 
to heat sink; TYPE PH designed for mount. 
ing through hole in chassis or heat sink. 

TYPE RH six wattages-5, 10, 25, 50, 100, 
250; resistance range from 0.1 ohm to 175K 
ohms. 

TYPE RHM-25-25 watts for unprecedented 
reliability. 

TYPE PH three wattages-10, 25, 100; re­
sistance range from 0.1 ohm to 60K ohms. 
Tolerance r~nge from .05% to 3%. 

Type PH 

Type RHM 

Ask for Bulletins R-21, R-36 

Types WW -HW 
Precision, encapsulated, bobbin-type, non-in· 
ductive. HWprefix denotes high temperature 
characteristics. Rated at .1 watt to 2.5 watts, 
depending on size and type; resistance range 
from .1 ohm to 6 megohms; tolerance range 
from .02% to 3%. Available with axial leads, 
lugs, radial leads and parallel leads. 

Type WWP Type WWR 
HWP HWR 

Ask for Bulletin R-26 

DALE ELECTRONICS, INC. 
llWMfN7$ 

H<C. 

~ Columbus, Nebraska 

A subsidiary of Hathaway Instruments, Inc. 

© U.C.P., Inc. 
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SECTION 4700 

from GALV 
Better Things in 
Smaller Packages 

(Available 'with Weldable leads) 

'Carefully designed, precision made under strin­
gent quality controls to assure stability and accu­
rate, dependable performance in high frequency 
applications. 

Type DC 
Resistance range ,from 1 ohm to 200 megohms; 
tolerance 1 % or higher as specified. TYPE DC 
in seven wattages-1/lO, 1/8, 1/4, 1/2, 1, 2, 5; ten 
sizes. 

Type DC 
Ask for Bulletin R-24 

Types MC - DCF - DCH 
(I nsu lated) 

TYPE MC is a deposited carbon resistor com­
pletely insulated and protected from environmen­
tal and mechanical damage by molded housing; 
resistance range from 1 ohm to 50 megohms. 
Available in five wattages-1/8, 1/4, 1/2, 1, 2; 
five sizes in standard tolerance of 1 %. 
TYPE DCF has a new coating material which 
provides a completely insulated resistor, yet 
maintains sub-miniature size. Resistance range 
from 1 ohm to 50 megohms; six wattages-l/lO, 
1/8, 1/4, 1/2, 1, 2; nine sizes in standard toler­
ance of 1%. 
TYPE DCH hermetically sealed in non-hygro­
scopic ceramic envelopes; seven wattages-1I10, 
1/8, 1/4, 112, 1, 2, 5; ten sizes. 

Type MC 

Type DCH 

Ask for Bulletins R-3S. R-42. R-27 

Type MF 
Combines advantages of Dale's molding tech­
niques with advanced high vacuum metal film 
procedures. It has inherently good R.F. charac­
teristics, low noise levels, high stability, complete 
insulation. Resistance range from 100 ohms to 4 
megohms, depending on size; tolerance 1 %_ Five 
wattages-1/8, 1/4, 1/2, 1, 2; five sizes. Temper­
ature coefficient ± 50 and ± 100 P.P.M. 

Type MF 

Series 1200 - 1100 -900 - 600 - 1500 - 5000 
Produced under stringently controlled conditions 
to assure highest quality and reliability. Welded 
construction throughout; sealed to protect against 
moisture and potting compounds. 
SERIES 1200-A truly outstanding miniature 
T-Pot; three terminal configurations for standard 
or printed circuit mounting; 10 to 50K ohms; 5% 
tolerance; 1 watt. 
SERIES HOO-Miniature, high temperature; 
three terminal configurations for standard mount­
ing; 10 to lOOK ohms; 10% tolerance; 1 watt. 
SERIES 900-Sub-miniature, three terminal con­
figurations for standard or printed circuit mount­
ing; 10 to 30K ohms; 5% tolerance; 1 watt. 
SERIES 600-Sub-miniature; eight terminal con­
figurations for standard, panel or printed circuit 
mounting; 10 to 30K ohms; 5% tolerance; 1 watt. 
SERIES 1500-Miniature, nine terminal config­
urations for standard, panel or printed circuit 
mounting; 10 to 50K ohms; 5% tolerance, 1 watt. 
SERIES 5000-New sub-miniature space saving, 
square configuration; 100 to 50K ohms; 5% toler­
ance; 1 watt. 

Ask for Bulletins R-Sl, R-SO, R-S9, R-60, R-61 

Series 100 - 200 -300 
Designed to give excellent performance for nor­
mal circuit problems where economy is of prime 
importance, yet dependable performance is a 
necessity. 
SERIES l00-Five terminal configurations; 10 
to 50K ohms; 5% tolerance; rated at .8 watt. 
SERIES 200-Five terminal configurations; 10 
to 50K ohms; 10% tolerance; rated at .5 watt. 
,SERIES 300-Two terminal configurations; 100 
to 20 K ohms; 15% tolerance; rated at .25 watt. 

Ask for Bulletins 
R-S3, R-S4, R-SS 

DALE ELECTRONICS, INC. 
c:t!i!j.:I:jj;) Columbus, Nebraska 

'Ne 

A slJbsidiary of Hathaway Instruments, Inc. 
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SECTION' 4700 

FROMEN DAY 
Plug·ln IILollypop" Resistors 
Dav~n has kept pace with the increased use of 
printed circuit subassemblies by providing a variety 
of precision wire wound resistor types for use in this 
type of construction. The most popular sizes of Daven 

printed circuit "plug-in" resistors ar~ listed below. 
Special designs to satisfy individual customer speci­
fications can be furnished on special order. 

*formerly 1273 

Miniature Axial Lead - Typical Types 
Diameter Length Maximum Maximum Max. Non Lead Length 

Type Inches . Inches Watts* Volts Res. Inductive 2" + Va" 
1274 3/16 % .125 200 . 418 K No*** # 22AWG 
1283 ~ 5/16 0.25 200 71K No*** #20AWG 
1250 ~ ¥.z 0.33 400 1.4 Meg. Yes #20AWG 

Axial Lead Typical Types 
Lead Length: 2" ± lAs" #20AWG, Non-Inductive Winding 

Diameter Length Maximum Maximum 
Type Inches Inches Watts Volts Max. Res. 
1195 ~ * 0.50 400 2.2 Meg. 
1252 % 1 1.00 800 6.4 Meg. 
1172 ¥.z 1 1.25 800 10 Meg. 

Lug Tf!!rminal- Typical Types 
Non-Inductive Winding 

Diameter Length Maximum Maximum 
Type Inches Inches Watts Volts Max. Res. 
1173 lI2 ¥.z 0.50 400 4 Meg. 
1174 lI2 o/a 0.60 400 6 Meg. 
1269 o/a o/a 0.75 400 6.6 Meg. 
1270 o/a 1 1.25 800 13.2 Meg. 

Available from your 
local Daven distributor 

'iii' THE DAVE~ COMPANY 

~.. . . RESISTORS 
(, 

~C[CJ[RAL Livingston, New Jersey 
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SECTION 4700 

Now, one source -
offers you all these 
precision resistors 

ELECTRA 
...... ..-\ __ - C -_ ....... +\ ........... A--! 

All Electra resistors are designed to 
meet or exceed Mil-R-I0509C. For com­
plete details,.see your local representa­
tive, or write for catalog and price 
schedules. Your request will bring com­
plete specifications and charactertistics 
on any or ali types by return mail. 

DEPOSITED 
CARBON 

"R" COAT 

DEPOSITED 
CARBON 
MOLDED 
JACKET 

DEPOSITED 
CARBON 

HERMETICALLY 
SEALED 

PRECISION 
CARBON FILM 
(HIGH TEMPERATURE) 

"R-S" COAT 

PRECISION 
MOLDED 

AND 

"R-S" COAT 
METAL FILM 

CF 1/10 1/10 

CF 1/8 RN60B 1/8 10 ohms 
1 meg 

CF 1/4. RN65B 1/4 10 ohms 
2 meg 

CF 1/2 10 ohms 
2.5 meg 

MF 1/10 1/10 
MFS 1/10 

ELECTRA 

5 ohms 300 
12 meg 

5 ohms 350 
12 meg 

30 ohms 250 
200 K 

ELECTRA MANUFACTURING COMPANY - ELECTRONICS DIVISION 

Sales Office-Kansas City, Mo. FACTORY-Independence', Kansas 

.260±.015 .125 ±.010 . #22 

.26!>±.015 .085 ±;010 

c 

1·1/2 
±1/8 

© U.c.P., Inc. The MASTER - 26th Edition. Page 1107 



I SECTION 4700 I 

laclG-C STACKPOLE RESISTORS 

RED Y2 WATT 

BLUE 1 WATT 

GREEN 2 WATT 

Y2 WATT PLASTIC 
BOX OF 6 $.72 Dealer 

Net (BULK 10% TOl.) 

OHM 
Value 

10 
12 
15 
18 
22 
27 
33 
39 
47 
56 
68 
82 

100 
~20 
150 
180 
220 
270 
330 
390 
470 
560 
680 
820 

1000 
1200 
1500 
1800 
2200 
2700 
'3300 
3900 
4700 
5600 
6800 
8200 

10000 
12000 
15000 
18000 
22000 
27000 
33000 
39000 
47000 
56000 
68000 
82000 

100000 
120000 
150000 
180000 
220000 
270000 
330000 
390000 
470000 
560000 
680000 
820000 

1.0 Meg. 
1.2 Meg. 
1.5 Meg. 
1.8 Meg. 
2.2 Meg. 
2.7 Meg. 
3.3 Meg. 
3.9 Meg. 
4.7 Meg. 
5.6 Meg. 
6.8 Meg. 
8.2 Meg. 

10.0 Meg. 
12.0 Meg. 
15.0 Meg. 
18.0 Meg. 
22.0 Meg. 

Box of 6 
Part No. 

GSIO 
GS12 
GS15 
GS18 
GS22 
GS27 
GS33 
GS39 
GS47 
GS56 
GS68 
GS82 
GS100 
GS120 
GS150 
GS180 
GS220 
GS270 
GS330 
GS390 
GS470 
GS560 
GS680 
GS820 
GS1000 
GS1200 
GS1500 
GS1800 
GS2200 
GS2700 
GS3300 
GS3900 
GS4700 
GS5600 
GS6800 
GS8200 
GS10000 
GS12000 
GS15000 
GS18000 
GS22000 
GS27000 
GS33000 
GS39000 
GS47000 
GS56000 
GS68000 
GS82000 
GS100000 
GS120000 
GS150000 
GS180000 
GS220000 
GS270000 
GS330000 
GS390000 
GS470000 
GS560000 
GS680000 
GS820000 

GS 1.0 Meg. 
GS 1.2 Meg. 
GS 1.5 Meg. 
GS 1.8 Meg. 
GS 2.2 Meg. 
GS 2.7 Meg. 
GS 3.3 Meg. 
GS 3.9 Meg. 
GS 4.7 Meg. 
GS 5.6 Meg. 
GS 6.8 Meg. 
GS 8.2 Meg. 
GS 10.0 Meg. 
GS 12.0 Meg. 

. GS 15.0 Meg. 
GS 18.0 Meg. 
GS 22.0 Meg. 

ORDER NUMBERS 
Box of 6 Bulk 

IBM Code No. Part No. 

26·000 
26·002 
26·004 
26·006 
26·008 
26·010 
26·012 
26·014 
26·016 
26·018 
26·020 
26·022 
26·024 
26·026 
26·028 
26·030 
26·032 
26·034 
26·036 
26·038 
26·040 
26·042 
26·044 
26·046 
26·048 
26·050 
26·052 
26·054 
26·056 
26·058 
26·060 
26·062 
26·064 
26·066 
26·068 
26·070 
26·072 
26·074 
26·076 
26·078 
26·080 
26·082 
26·084 
26·086 
26·088 
26·090 
26·092 
26·094 
26:096 
·26-098 
26·100 
26·102 
26·104 
26·106 
26·108 
26·110 
26·112 
26·114 
26·116 
26·118 
26·120 
26·122 
26·124 
26·126 
26·128 
26·130 
26,132 
26·134 
26·136 
26·138 
26·140 
26·142 
26·144 
26·146 • 
26·148 
26·150 
26·152 

BSlO 
BS12 
BS15 
BS18 
BS22 
BS27 
BS33 
BS39 
BS47 
BS56 
BS68 
BS82 
BS100 
BS120 
BS150 
BS180 
BS220 
8S270 
BS330 
BS390 
BS470 
BS560 
BS680 
BS820 
BS1000 
BS1200 
BS1500 
BS1800 
BS2200 
BS2700 
BS3300 
BS3900 
BS4700 
BS5600 
BS6800 
BS8200 
BSI0000 
BS12000 
B815000 
BS18000 
B522000 
BS27000 
BS33000 
BS39000 
BS47000 
BS56000 
BS68000 
BS82000 
BS100000 
BS120000 
BS150000 
BS180000 
BS220000 
BS270000 
BS330000 
BS390000 
BS470000 
BS560000 
BS680000 
BS820000 

BS 1.0 Meg. 
BS 1.2 Meg. 
BS 1.5 Meg. 
BS 1.8 Meg. 
BS 2.2 Meg. 
BS 2.7 Meg. 
BS 3.3 Meg. 
BS 3.9 Meg. 
BS 4.7 Meg. 
BS 5,.6 Meg. 
BS 6.8 Meg. 
BS 8.2 Meg. 
BS 10.0 Meg. 
BS 12.0 Meg. 
BS 15.0 Meg. 
BS 18.0 Meg. 
BS 22.0 Meg. 
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Bulk IBM 
Code No. 

26·000BU 
26··002BU 
26·004BU 
26-006BU 
26·008BU 
26·01OBU 
26·012BU 
26-014BU 
26·016BU 
26-018BU 
26·020BU 
26·022BU 
26·024BU 
26·026BU 
26·028BU 
26·030BU 
26·032BU 
26·034BU 
26·036BU 
26-038BU 
26·040BU 
26·042BU 
26·044BU 
26·046BU 
26·048BU 
26·050BU 
26·052BU 
26·054BU 
26·056BU 
26·058BU 
26·060BU 
26·062BU 
26.064BU 
26·066BU 
26·0681lU 
26·070BU 
26-072BU 
26·074BU 
26·076BU 
26-078BU 
26·080BU 
26·082BU 
26·084BU 
26·086BU 
26·088BU 
26-090BU 
26-092BU 
26·094BU 
26·096BU 
26·098BU 
26·100BU 
26·102BU 
26·104BU 
26·106BU 
26·108BU 
26·110BU 
26·112BU 
26·114BU 
26·116BU 
26·118BU 
26·120BU 
26·122BU 
26-124BU 
26·126BU 
26·128BU 
26·130BU 
26-132BU 
26·134BU 
26-136BU 
26·138BU 
26·140BU 
26·142BU 
26·144BU 
26·146BU 
26·148BU 
26·150BU 
26·152BU 

Net 

1 WATT 

OHM 
Value 

10 
12 
15 
18 
22 
27 
33 
39 
47 
56 
68 
82 

100 
120 
150 
180 
220 
270 
330 
390 
470 
560 
680 
820 

1000 
1200 
1500 
1800 
2200 
2700 
3300 
3900 
4700 
5600 
6800 
8200 

10000 
12000 
15000 
18000 
22000 
27000 
33000 
39000 
47000 
56000 
68000 
82000 

100000 
120000 
150000 
180000 
220000 
270000 
330000 
390000 
470000 
560000 
680000 
820000 

1.0 Meg. 
1.2 Meg. 
1.5 Meg. 
1.8 Meg, 
2.2 Meg. 
2.7 Meg. 
3.3 Meg. 
3.9 Meg. 
4.7 Meg. 
5.6 Meg. 
6.8 Meg. 
8.2 Meg. 

ID.O Meg. 
12.0 Meg. 
15.0 Meg. 
18.0 Meg. 
22.0 Meg. 

Packed. in the exclusive self·service packs scien· 

tifically packaged to prevent bent leads. All 

popular sizes packed in handy storage re·usable 

clear plastic boxes. Boxes color coded for ease 

in selecting wattage. Also. available in bulk 

quantities. 

PLASTIC 
BOX OF 4 $.72 Dealer 

Net (BULK 10% TaL.) 

Box of 4 
Part No. 

GAID 
GA12 
GAlS 
GAl8 
GA22 
GA27 
GA33 
GA39 
GA47 
GA56 
GA68 
GA82 
GAIDa 
GA120 
GA150 
GA180 
GA220 
GA270 
GA330 
GA390 
GA470 
GA560 
GA680 
GA820 
GAIOOO 
GA1200 
GA1500 
GA1800 
GA2200 
GA2700 
GA3300 
GA3900 
GA4700 
GA5600 
GA6800 
GA8200 
GAlOOOO 
GA12000 
GA15000 
GA18000 
GA22000 
GA27000 
GA33000 
GA39000 
GA47000 
GA56000 
GA68000 
GA82000 
GAlOOOOO 
GA120000 
GA150000 
GA180000 
GA220000 
GA270000 
GA330000 
GA390000 
GA470000 
GlI560000 
GA680000 
GA820000 

GA 1.0 Meg. 
GA 1.2 Meg. 
GA 1.5 Meg. 
GA 1.8 Meg. 
GA 2.2 Meg. 
GA 2.7 Meg. 
GA 3.3 Meg. 
GA 3.9 Meg. 
GA 4.7 Meg. 
GA 5.6 Meg. 
GA 6.8 Meg. 
Gil 8.2 Meg. 
GA 10.0 Meg. 
GA 12.0 Meg. 
GA 15.0 Meg. 
GA 18.0 Meg. 
GA 22.0 Meg. 

ORDER NUMBERS 
Box of 4 Bulk 

IBM Code No. Part No. 

26·200 
26·202 
26·204 
26·206 
26·208 
26·210 
26·212 
26·214 
26·216 
26·218 
26·220 
26·222 
26·224 
26·226 
26·228 
26·230 
26·232 
26·234 
26·236 
26·238 
26·240 
26·242 
26·244 
26·246 
26·248 
26·250 
26·252 
26·254 
26·256 
26·258 
26·260 
26·262 
26·264 
26·266 
26·268 
26·270 
26·272 
26-274 
26·276 
26·278 
26·280 
26·282 
26·284 
26·286 
26·288 
26·290 
26·292 
26·294 
26·296 
26·298 
26·300 
26·302 
26·304 
26·306 
26-308 
26·3lD 
26·312 
26-314 
26·316 
26·318 
26·320 
26·322 
26·324 
26·326 
26·328 
26·330 
26·332 
26·334 
26·336 
26·338 
26·340 
26·342 
26·344 
26·346 
26·348 
26·350 
26·352 

BAlD 
BA12 
BA15 
BA18 
BA22 
BA27 
BA33 
BA39 
BA47 
BA56 
BAG8 
BA82 
BAlOO 
BA120 
BA150 
BA180 
BA220 
BA270 
BA330 
BA390 
BA470 
BA560 
BA680 
BA820 
BA1000 
BA1200 
BA1500 
BA1800 
BA2200 
BA2700 
BA3300 
BA3900 
BA4700 
BA5600 
BA6800 
BA8200 
BAlOOOO 
BA12000 
BA15000 
BA18000 
BA22000 
BA27000 
BA33000 
BA39000 
BA47000 
BA56000 
BA68000 
BA82QOO 
BA100000 
BA120000 
BA150000 
BA180000 
BA220000 
BA270000 
BA330000 
BA390000 
BA470000 
BA560000 
BA680000 
BA820000 

BA 1.0 Meg. 
BA 1.2 Meg. 
BA 1.5 Meg. 
BA 1.8 Meg. 
BA 2.2 Meg. 
BA 2.7 Meg. 
BA 3.3 Meg. 
BA 3.9 Meg. 
BA 4.7 Meg. 
BA 5.6 Meg. 
BA 6.8 Meg. 
BA 8.2 Meg. 
BA 10.0 Meg. 
BA 12.0 Meg. 
BA 15.0 Meg. 
BA 18.0 Meg. 
BA 22.0 Meg. 

Bulk IBM 
Code No. 

26·200BU 
26·202BU 
26·204BU 
26·206BU 
26·208BU 
26·21OBU 
26·212BU 
26·214BU 
26·216BU 
26-218BU 
26-220BU 
26-222BU 
26·224BU 
26·226BU 
26·228BU 
26·230BU 
26·232BU 
26·234BU 
26·236BU 
26·238BU 
26·240BU 
26·242BU 
26·244BU 
26·246BU 
26·248BU 
26·250BU 
26·252BU 
26·254BU 
26·256BU 
26·258BU 
26-260BU 
26-262BU 
26·264BU 
26·266BU 
26·268BU 
26·270BU 
26·272BU 
26·274BU 
26·276BU 
26·278BU 
26·280BU 
26·282BU 
26·284BU 
26·286BU 
26·288BU 
26·290BU 
26·292BU 
26·294BU 
26.296BU 
26-298BU 
26·300BU 
26-302BU 
26·304BU 
26·306BU 
26·308BU 
26·31OBU 
26·312BU 
26·314BU 
26·316BU 
26·3188U 
26·320BU 
26·322BU 
26·324BU 
26·326BU 
26·328BU 
26·330BU 
26·332BU 
26·334BU 
26·336BU 
26·338BU 
26·340BU 
26·342BU 
26·344BU 
26·346BU 
26·348BU 
26·350BU 
26·352BU 

©U.c.P., Inc. 



I SECTION 4700 I 

IcacIG-C STACKPOLE RESISTORS 
ELECTRONICS PLASTIC BOX OF 3 

2 Watt DEALER NET 
(BULK 10% TOL.) 

DRDER NUMBERS 

OHM Box of 3 Box of 3 Bulk 
Value Part No. IBM Code No. Part No. 

10 GB10 26·400 BB10 
12 GB12 26-402 BB12 
15 GB15 26-404 BB15 
18 GB18 26-406 BB18 
22 GB22 26-408 BB22 

27 GB27 26-410 BB27 
33 GB33 26-412 BB33 
39 GB39 26-414 BB39 
47 GB47 26-416 BB47 
56 GB56 26-418 BB56 

68 GB68 26-420 BB68 
82 GB82 26-422 BB82 

100 GB100 26-424 BB100 
120 GB120 26-426 BB120 
150 GB150 26-428 BB150 

180 GB180 26-430 BB180 
220 GB220 26-432 BB220 
270 GB270 26-434 BB270 
330 GB330 26-436 BB330 
390 GB390 26-438 BB390 

470 GB470 26-440 BB470 
560 GB560 26-442 BB560 
680 GB680 26-444 BB680 
820 GB820 26-446 BB820 

1000 GB1000 26-448 BB1000 

1200 GB1200 26-450 BB1200 
1500 GB1500 26-452 BB1500 
1800 GB1800 26-454 BB1800 
2200 GB2200 26-456 BB2200 
2700 GB2700 26-458 BB2700 

3300 GB3300 26-460 BB3300 
3900 GB3900 26-462 BB3900 
4700 GB4700 26-464 BB4700 
5600 GB5600 26-466 BB5600 
6800' GB6800 26-468 BB6800 

8200 GB8200 26-470 BB8200 
10000 GB10000 26-472 BB10000 
12000 GB12000 26-474 BB12000 
15000 GB15000 26-476 BB15000 
18000 GB18000 26-478 BB18000 

22000 GB22000 26-480 BB22000 
27000 GB27000 26-482 BB27000 
33000 GB33000 26-484 BB33000 
39000 GB39000 26-486 BB39000 
47000 GB47000 26-488 BB47000 

56000 GB56000 26-490 BB56000 
68000 GB68000 26-492 BB68000 
82000 GB82000 26-494 BB82000 

100000 GB100000 26-496 BB100000 
120000 GB120000 26-498 BB120000 

150000 GB150000 26-500 BB150000 
180000 GB180000 26-502 . BB180000 
2200bo GB220000 26-504 BB220000 
270000 GB270000 26-506 BB270000 
330000 GB330000 26-508 BB330000 

390000 GB390000 26-510 BB390000 
470000 GB470000 26-512 BB470000 
560000 GB560000 26-514 BB560000 
680000 GB680000 26-516 BB680000 
820000 GB820000 26-518 BB820000 

1.0 Meg. GB 1.0 Meg. 26-520 BB 1.0 Meg. 
1.2 Meg. GB 1.2 Meg. 26-522 BB 1.2 Meg. 
1.5 Meg. GB 1.5 Meg. 26-524 BB 1.5 Meg. 
1.8 Meg. GB 1.8 Meg. 26-526 BB 1.8 Meg. 
2.2 Meg. GB 2.2 Meg. 26-528 BB 2.2 Meg. 

2.7 Meg. GB 2.7 Meg. 26-530 BB 2.7 Meg. 
3.3 Meg. GB 3.3 Meg. 26-532 BB 3.3 Meg. 
3.9 Meg. GB 3.9 Meg. 26-534 BB 3.9 Meg. 
4.7 Meg. GB 4.7 Meg. 26-536 BB 4.7 Meg. 
5.6 Meg. GB 5.6 Meg. 26-538 BB 5.6 Meg. 

6.8 Meg. GB 6.8 Meg. 26-540 BB 6.8 Meg. 
8.2 Meg. GB 8.2 Meg. 26-542 BB 8.2 Meg. 

10.0 Meg. GB 10.0 Meg. 26·544 BB 10.0 Meg. 
12.0 Meg. GB 12.0 Meg. 26-546 BB 12.0 Meg. 
15.0 Meg. GB 15.0 Meg. 26-548 BB 15.0 Meg. 

18.0 Meg. GB 18.0 Meg. 26-550 BB 18.0 Meg. 
22.0 Meg. GB 22.0 Meg. 26-552 BB 22.0 Msg. 

SEND FOR FREE 

400-PACiE CATALOCi 

© U.C.P., Inc. 
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Bulk IBM 
Code No. 

26·400BU 
26-402BU 
26-404BU 
26-406BU 
26-40BBU 

26-410BU 
26-412BU 
26-414BU 
26-416BU 
26-418BU 

26-420BU 
26-422BU 
26-424BU 
26-426BU 
26-428BU 

26-430BU 
26-432BU 
26-434BU 
26-436BU 
26-438BU 

26-440BU 
26-442BU 
26-444BU 
26-446BU 
26-448BU 

26-450BU 
26-452BU 
26-454BU 
26-456BU 
26-458BU 

26-460BU 
26-462BU 
26-464BU 
26-466BU 
26-468BU 

26-470BU 
26-472BU 
26-474BU 
26-476BU 
26-478BU 

26-480BU 
26-482BU 
26-484BU 
26-486BU 
26-488BU 

26-490BU 
26-492BU 
26-494BU 
26-496BU 
26-498BU 

26-500BU 
26-502BU 
26-504BU 
26-506BU 
26-508BU 

26-510BU 
26-512BU 
26-514BU 
26-516BU 
26-518BU 

26-520BU 
26-522BU 
26-524BU 
26-526BU 
26-528BU 

26-530BU 
26-532BU 
26-534RU 
26-536BU 
26-538BU 

26-540BU 
26·542BU 
26·544BU 
26·546BU 
26-548BU 

26·550BU 
26-552BU 

Net 

GC 5 WATT FUSE RESISTORS 
INDIVIDUALLY PACKED OR HANDY KITS 

Replacement For Part Number DEALER NET 

RCA, Philco, Truetone, 
WestinghoOse, Western 
Auto, Gamble·Skogmo 

Magnavox, Muntz, 
Sears, Travler, 
Hallicrafters, Motorola 

Arvin, Western Auto, 
Bendix,Muntz, 
Montgomery Ward, 
Sylvania, Sonora, RCA, 
Philco, Raytheon 

Zenith 

Admiral, Crosley, Zenith, 
Sears, Westinghouse, 
Sylvania, Sentinel, 
Philco, Emerson, 
Olympic, Hallicrafters, 
Motorola, Hoffman, 
Magnavox, Majestic 
Firestone, Western 
Auto, Muntz, Gamble· 
Skogmo, Raytheon, 
Montgomery Ward 

Admiral 

Admiral, Motorola, 
Stromberg·Carlson 

25·980 
25·980·0 

25-996·1 

25-982 
25·982·0 

25·996·2 

25-984 
25·984-0 

25-996·3 

25·986 
25-986·0 

25-996·4 

25·988 
25-988-0 

25-996·5 

25·990 
25·990·0 

25·996·6 

25·992 
25·992-0 

25·996·7 

4.7 ohm fuse resistor Each $ .39 
Standard Pack Display 

of 20 
Kit of 10 each of 4.7 ohm 

fuse resistors in 
plastic box 1.99 

5 ohm fuse resistor ~ach $ .39 
Standard Pac!\ 

Display of 20 
Kit of 10 each of 5 ohm 

fuse resistors in 
plastic box 1.99 

5.6 ohm fuse resistor Each $ .39 
Standard Pack 

Display of 20 
Kit of 10 each of 5 ohm 

fuse resistors in 
plastic box 1.99 

6 ohm fuse resistor Each $ .39 
Standard Pack 

Display of 20 
Kit of 10 each of 
6 ohm fuse resistors 

in plastic box 1.99 
7.5 ohm fuse resistor Each $ .39 
Standard Pack Display 

·of 20 
Kit of 10 each of 7.5 ohm 

fuse resistors in plastic 
box 1.99 

9 ohm fuse resistor Each $ .39 
Standard Pack 

Display of 20 
Kit of 10 each of 9 ohm 

fuse resistors in· 
plastic box '1.99 

10 ohm fuse resistor Each $ .39 
Standard Pack 

Display of 20 
Kit of 10 each of 10 ohm 

fuse resistors in 
plastic box 1.99 

25-994 22 ohm fuse resistor Each $ .39 
25·994·0 Standard Pack 

Display of 20 
25·996-8 Kit of 10 each of 22 ohm 

fuse resistors in 
plastic box 1.99 

25-996 Kit of 10 assorted fuse 
resistors in plastic 
box contains: 1.99 
6 - 7.5 ohm 
1- 5.6 ohm 
1- 4.7 ohm 
1- 9 ohm 
1- 22 ohm 

GC GLO-BAR THERMISTORS 
Resistance-Hot-20 ohms at 600 M. A. 
Cold-250 ohms-No load. Used on G.E. 
No. RRW051. 
Cat. No. 25·912 9214 Net $ .85 \ 

25-912·0 9214·0 Disp. 20 
Std. Pack 20 

Resistance-50 ohms--Hot-150 M. A. 
Used on Philco Part No. 33·1343·3. Used 
in Over 40 models of Philco AC·De . 
Radios. . 
Cat. No. 25·922·9266 Net $ .96 . 

25·922-0 9266·0 Disp. 20 
Std. Pack 20 

6 ohms-Hot. Used on Motorola Part 6B 
744326. 
Cat. No. 25·932 None. Net $ .95 ~. . 

2S·932·D None. Disp. 20 
Std. Pack' 20 

19 ohms-Hot. Used on Motorola Part 6R 
720260. 
Cat. No. 25-934 None Net $ .85 

25-934-0 None. Disp. 20 
Std. Pack 20 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITED ;PRICIN(i SERVICE 
The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y.· 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



SECTION 4700 

5% and 10% TOLERANCE, V2, 1 and 2 WATT RATINGS 

G·H, fixed composition resis· 
tors of highest quality, fea· 
ture permanent electrical 
characteristics, small physical 
size for a given wattage 
rating, great mechanical 
strength. Leads are differen· 
tially tempered--prevent sharp 
bends near the resistor body 
while still permitting easy 
farming to fit a particular wir· 
ing arrangement. 

Resistor bodies are molded 
brown phenalic with coding in 
brilliant calors. 

2W lW l/2W (ACTUAL SIZE) 

G·H resistors are now supplied in attractive new 
containers. Three convenient sizes with pull·out sec· 
tions accommodate standard quantities of Y2, 1 and 
2 watt resistors. 

A G·H innovation, Gold and Silver container ends, 
permits instant identification of 5% or 10% taler· 
ance units. Quantity, wattage and resistance values 
are also clearly printed on these ends. These attrac· 
tive black and green containers with Gold and Silver 
ends provide a space'saving, functional shelf display. 

10 
11 
12 
13 
15 
16 
18 
20 
22 
24 
27 
30 
33 
36 
39 
43 
47 
51 
56 
62 
68 
75 

ONE.HALF, ONE AND TWO WATT RATINGS 

• 82 680 5600 47,000 390,000 3.3meg. 
91 750 6200 51,000 430,000 3.6 .. 
100 820 6800 56,000 470,000 3.9 .. 
110 910 7500 62,000 510,000 4.3 .. 
120 1000 8200 68,000 560,000 4.7 .. II 
130 1100 9100 75,000 620,000 5.1 .. Available 
150 1200 10,000 82,000 680,000 5.6 .. in 1 watt 
160 1300 11,000 91,000 750,000 6.2 .. only 

180 1500 12,000 100,000 820,000 6.8 .. 2.7 ohms 
200 1600 13,000 110,000 910,000 7.5 .. 3.0 ohms 
220 1800 15,000 120,000 1.0 meg. 8.2 .. 3.3 ohms 

240 2000 16,000 130,000 1.1 .. 9.1 .. 3.6 ohms 

270 2200 18,000 150,000 1.2 .. 10.0 .. 3.9 ohms 
4.3 ohms 

300 2400 20,000 160,000 1.3 .. 11.0 .. 4.7 ohms 
330 2700 22,000 180,000 1.5 .. 12.0 .. 5.1 ohms 
360 3000 24,000 200,000 1.6 .. 13.0 .. 5.6 ohms 

390 3300 27,000 220,000 1.8 .. 15.0 .. 6.2 ohms 

430 3600 30,000 240,000 2.0 .. 16.0 .. 6.8 ohms 
7.5 ohms 

470 3900 33,000 270,000 2.2 .. 18.0 .. 8.2 ohms 
510 4300 36,000 300,000 2.4 .. 20.0 .. 9.1 ohms 
560 4700 39,000 330,000 2.7 .. 22.0 .. LJ 
620 5100 43,000 360,000 3.0 .. 

Standard pa<:kages, 50 resistors. 

All Standard RTMA Values 

ONE·HALF, ONE AND TWO WATT RATINGS • 10 120 1500 18,000 220,000 2.7 meg. 
12 150 1800 22,000 270,000 3.3 .. 
15 180 2200 27,000 330,000 3.9 II r--, 
18 220 2700 33,000 390,000 4.7 .. Available 
22 270 3300 39,000 470,000 5.6 .. in 1 walt 
27 330 3900 47,000 560,000 6.8 .. only 
33 390 4700 56,000 680,000 8.2 .. 
39 470 5600 68,000 820,000 10.0 .. 2.7 ohms. 

CONVENIENT 

ATTRACTIVE 

PACKAGING 

47 
56 
68 
82 
100 

560 6800 82,000 1.0 meg. 12.0 .. 
680 8200 100,000 1.2 .. 15.0 .. 
820 10,000 120,000 1.5 .. 18.0 II 
1000 12,000 150,000 1.8 II 22.0 .. 
1200 15,000 180,000 2.2 .. 

Standard packages, 50 resistors 

3.3 ohms. 
3.9 ohms. 
4.7 ohms. 
5.6 ohms. 
6.8 ohms. 
8.2 ohms, 

L-J 

CUSTOM MANUFACTURED CAPACITORS 
PAPER DIELECTRIC 

Custom manufactured in any practical capacity, working volt· 
age and tolerance to customers specifications. Containers and 
terminal arrangements in accord with customers drawings. 
Capacitors can be manufactured for ACor DC operation­
impregnated with Wax, Tensoil, or the stable, highly superior 
oilimpregnant, G·H PERMANOl. 

MYLAR* DiElECTRIC 

G·H Mylar capacitors are widely used in filters, timing circuits, 
precision instruments and many other applications where 
stability and high insulation resistance are requirements. Units 
can be supplied in film·wrapped types with hi'gh grade plastic 
end·fill or in hermetically sealed tubes or in bathtubs. Stand· 
ard units are available in ~OO, 400 and 600 volt types. Inter· 
mediate and higher voltage ratings available on special order. 

"Reg. Dupont Trademark 

GIRARD - HOPKINS 
© U.C.P., Inc. The MASTER --:- 26th Edition • Page 1111 



SECTION 4700. 

~~ tOt HARDWICK, HINDLE · INC 
~~// '0' BLUE RIBBON RESISTORS 

A Complete Line of Flat and 
Stack Mounting Power Resistors 

Blue Ribbon wire-wound power resistors are made of quality mate­
rials with matched coefficients of expansion and are covered by H-H 
gray vitreous enamel for complete protection against environment 
and overload. The aluminum through bracket improves heat dissipa­
tion, minimizes hot spots, and allows a higher wattage rating per 
unit of space. Bracket construction facilitates stacking and adds addi­
tional space saving. 

When BR resistors are stack mounted they must be derated to keep 
within rated operating temperatures. Watt ratings shown are based 
on the use of a steel panel 10 inches square x .040 thick supported 
horizontally. For non-metallic panels reduce rating 15%. When 
mounted as described in an ambient temperature not exceeding 400 e 
the mltximum temperature rise of the resistor will not exceed BOOoe. 

10 WATT 15 WATT 20 WATT 20 WATT 30 WATT 
Type 3/4 BRS-53B Type 1 BRS-53B Type 2 BRS-53B Type BRM-37 Type I' 2 BRM 37 

Mounting Centers 1" Mounting Centers 114" Mounting Centers 25 ,<,' Mou ntl ng Center 1',," Mountl ng Centers 113,," 

STOCK MAX.. NET STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET 
NO OHMS AMPS PRICE NO OHMS AMPS PRICE NO OHMS AMPS PRICE NO OHMS AMPS PRICE NO OHMS AMPS. PRICE 

8350 5 1.41 $ .92 8401 
8351 10 1.00 .92 8402 
8352 15 .82 .92 8403 
8353 25 .63 .92 8404 
8354 50 .45 .92 8405 
8355 100 .32 .92 8406 
8356 150 .26 .92 8407 
8357 250 .20 .92 8408 
8358 500 .14 .92 8409 
8359 1000 .10 .92 8410 
8360 1500 .081 .92 8411 
8361 2500 .063 .92 8412 
8362 5000 .045 .98 8413 
8363 10000 .032 1.03 8414 
8364 15000 .026 1.05 8415 

8416 
8417 

5 1.73 $ .97 8450 5 2.00 $ .99 8501 5 2.00 $ .96 
10 1.22 .97 8451 10 1.41 .99 8502 10 1.41 .96 
15 1.00 .97 8452 15 1.16 .99 8503 15 1.16 .96 
25 .78 .97 8453 25 .89 .99 8504 25 .89 .96 
50 .55 .97 8454 50 .63 .99 8505 50 .63 .96 

100 .39 .97 8455 100 .45 .99 8506 100 .45 .96 
150 .32 .97 8456 150 .36 .99 8507 150 .36 .96 
250 .25 .97 8457 250 .28 .99 8508 250 .28 .96 
500 .17 .97 8458 500 .20 .99 8509 500 .20 .96 

1000 .12 .97 8459 1000 .14 .99 8510 1000 .l4 ,96 
1500 .10 .97 8460 1500 .12 .99 8511 1500 .12 .96 
2500 .078 .97 B461 2500 .089 .99 8512 2500 .089 .96 
5000 .055 1.00 8462 5000 .063 1.04 8513 5000 .063 ;98 

10000 .039 1.04 8463 10000 .045 1.16 8514 8000 .050 1.04 
15000 .032 1.11 8464 15000 .036 1.20 
20000 .027 1.15 8465 20000 .032 1.26 
25000 .025 1.20 8466 25000 .028 1.33 

8467_ 50000 .020 1.44 

When Resistors are mounted on a non-metallic base the nominal wall rating should be 
reduced by apprOXimately 15·%. 

30 WATT 40 WATT 55 WATT 75 WATT 
Type 114" BR-37 Type 2" BR-37 Type 3 1 '2" BR-37 Type 6" BR-37 

Mounting Centers 2" Mounting Centers 2 ' 4" Mounting Centers 4 1 ,," Mounting Centers 6 3 4" 

STOCK MAX. NET 
. NO. OHMS AMPS. PRICE 

STOCK MAX. NET I STOCK MAX. NET I ·STOCK MAX. NET 
NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE 

8101 5 2.46 $1.28 8201 5 2.83 $1.32 8301 5 3.32 $1.53 8601 5 3.87 $1.93 
.8102 10 1.73 1.28 8202 10 2.00 1.32 8302 10 2.34 1.53 8602 10 2.74 1.93 
8103 15 1.42 1.28 8203 15 1.63 1.32 8303 15 1.92 1.5.3 8603 15 2.24 1.93 
8104 25 1.10 1.28 8204 25 1.26 1.32 8304 25 1.48 1.53 8604 25 1.73 1.93 
8105 50 .77 1.28 8205 50 .89 1.32 8305 50 .1.05 1.53 8605 50 1.22 1.93 
8106 100 .55 1.28 B206 100 .63 1.32 8306 .100 .74 1.53 8606 100 .86 1.93 
8107 150 .45 1.28 8207 150 .52 1.32 8307 150 .61 1.53 8607 150 .71 1.93 
8108 250 .35 1:28 8208 250 .40 1.32 8308 250 .47 1.53 8608 250 .55 1.93 
B109 500 .25 1.28 B209 500 .28 1.32 8309 500 .33 1.53 8609 500 .39 1.93 
8110 1000 .17 1.28 8210 1000 .20 1.32 8310 1000 .23 1.53 8610 1000 .27 1.93 

. B111 1500 .14 1.28 B211 ISBa .16 1.32 8311 1500 .19 1.53 8611 1500 .22 1.93 
8112 2500 .11 1.28 .8212 2500 .13 1.32 8312 2500 .15 1.53 8612 2500 .17 1.93 
8113 5000 .076 1.37 8213 5000 .089 1.43 8313 5000 .10 1.63 8613 5000 .12 2.00 
8114 10000 .049 1.48 8214 10000 .063 1.60 8314 10000 .074 1.79 8614 10000 .086 2.16 

8215 15000 .045 1.67 8315 15000 .061 1.87 8615 15000 .070 2.24 
B316 25-000 .047 2.05 B616 25000 .054 2.43 

B6l7 50000 .033 2.60 

Pa!:!e 1112. The MASTER - 26th EdJtion Net 

8550 52.46 $ .98 
8551 10 1.73 .98 
8552 15 1.42 .98 
8553 25 1.10 .98 
8554 50 .77 .98 
8555 100 .55 .98 
8556 150 .45 .98 
8557 250 .35 .98 
8558 500 .25 .98 
8559 1000 .17 .98 
8560 1500 .14 .98 
8561 2500 .11 .98 
8562 5000 .076 1.04 
8563 10000 .049 US 
8564 15000 .045 1.19 

Adjustable resistors 
with a bare edg.e can 
be furnished for ob­
taining intermediate 
resistance values. 
Standard tolerance 
± 5 'i'o on all stock 
units. Tapped units 
and. closer tolerances 
to 1'10 available. 

Specify short stud 
on BRS for unit 
mounting if height is 
at a premium. 

Packaged one unit 
per box. Made in ac­
cordance with. MIL­
R-26C. 

© U.<;.P., Inc. 



SECTION 4700 

HARDWICK, HINDLE · INC IE.i\ :~~~~;~:~L liNE 
AXIAL-LEAD RESISTORS '0' slnceIQ,'1 

The "free air" wattage ratings of these 
axial lead resis~ors are· based on a hot spot 
temperature rise of 300oe. (540°F.) in an 
ambient temperature not exceeding 40 o e. 
(104°F.). These are the finest quality vit­
reous enameled wire-wound resistors made 
with application-tested parts and employ­
ing precision assembly. Since parts. have 
matched heat expansion, crazing and cracks 
are eliminated. All welded construction. 

Standard Sizes: 
Tube Recommended 

Dimensions Watt Resist. Ran~e 
Resistor 

A B 
Rating Min', Max. 

Type Npminal ohms ohms 

U.GA U6' )4" 3 Watts 10,000 

1 WA 1" ')1',' 5 Watts 25,000 

I%ZA I%" '%2" 10 Watts 50,000 

Standard tolerance is ±5% for all stock units. 

. STOCK 
NO. 

MAX. NET 

Made in accordance 
with MIL-R-26. 
Packaged 10 units 
per box, 

801 
802 
803 
804 
805 
806 
807 
808 
809 
810 
811 
812 
813 
814 
815 

OHMS AMPS. PRICE 

1.0 2.23 $ .62 
1.5 1.82 .62 
2.0 1.58 .62 
3.0 1.29 .62 
4.0 1.12 .62 
5.0 1.0 .62 
7.5 .818 .62 

10 .7 .62 
12 .645 .62 
15 .575 .62 
20 .500 .62 
25 .447 .62 
30 .408 .62 
35 .378 .62 
40 .353 .62 

3 WATT SIZE - Type Ji'. EA - Ji',' long x )4" a.d. 

STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET 
NO. OHMS AMPS. PRICE NO. OHMS .AMPS. PRICE NO. 'OHMS AMPS. PRICE 

701 1.0 1.73 $ .59 719 125 .155 $ .59 
702 1.5 1.41 .59 720 150 .141 .59 
703 2.0 1.22 .59 721 200 .122 .59 
704 3.0 1.00 .59 722 225 .115 .59 
705 4.0 .86 .59 723 250 .109 .59 
706 5.0 .78 .59 724 300 .1 .59 
707 7.5 .63 .59 725 350 .093 .59 
708 10 .55 .59 726 400 .087 .59 
709 12 .50 .59 727 450 .082 .59 
710 15 .45 .59 728 500 .078 .59 
711 20 .39 .59 729 600 .071 .59 
712 25 .35 .59 730 700 .065 .59 
713 30 .32 .59 731 750 .063 .59 
714 35 .285 .59 732 800 .061 .59 
715 40 .274 .59 733 900 .058 .59 
716 50 .245 .59 734 1000 .055 .59 
717 75 .200 .59 735 1100 .052 .62 
718 100 .173 .59 736 1200 .050 .62 

5 WATT SIZE - Type 1 WA - 1" long x ')1," a.d . 

STOCK MAX. NET 
NO. OHMS AMPS. PRICE 

816 50 .316 $ .62 
817 75 .258 .62 
818 100 .224 .62 
819 125 .200 .62 
820 150 .182 .62 
821 200 .158 .62 
822 225 .149 .62 
823 250 .141 .62 
824 300 .129 .62 
825 350 .120 .62 
826 400 .112 .62 
827 450 .105 .62 
828 500 .100 .62 
82·9 600 .091 .62 
830 700 .084 .62 

STOCK 
NO. 

831 
832 
833 
834 
835 
836 
837 
838 
839 
840 
841 
842 
843 
844 
845 

MAX. 
OHMS AMPS. 

750 .081 
800 .079 
900 .074 

1000 .070 
1100 .067 
1200 .064 
1250 .063 
1500 .057 
1750 .053 
2000 .050 
2250 .047 
2500 .045 
3000 .041 
:3500 . .037 
4000 .035 

NET I 
PRICE 

$ .62 
.62 
.62 
.62 
.66 
.66 
.66 
.66 
.66 
.66 
.66 
.66 
.66 
.66 
.66 

737 
738 
739 
740 
741 
742 
743 
744 
745 
746 
747 
748 
749 
750 
751 
752 
753 

STOCK 
NO. 

846 
847 
848 
849 
850 
851 
852 
853 
854 
855 
856 
857 
858 
859 
860 

1250 .049 $ .62 
1500 .045 .62 
1750 .041 .62 
2000 .039 .62 
2250 .036 .62 
2500 .035 .62 
3000 .032 .62 
3500 .029 .62 
4000 .027 .62 
4500 .026 .62 
5000 .025 .62 
6000 .022 .66 
7000 .020 .66 
7500 .020 .66 
8000 .019 .66 
9000 .018 .66 

10000 .017 .66 

MAX. NET 
OHMS AMPS. PRICE 

4500 .033 $ .66 
5000 .032 .66 
6000 .029 .70 
7000 .027 .70 
7500 .026 .70 
8000 .025 .70 
9000 .024 .70 

10000 .022 .70 
12500 .020 .78 
15000 .018 .78 
17500 .017 .78 
18000 .017 .78 
20000 .016 .78 
22500 .015 .82 
25000 .014 .82 

10 WATT SIZE - Type 1% ZA - 1%" long x 'Yo," a.d. 

STOCK MAX. NET I STOCK MAX. NET 
NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE 

901 1.0 3.16 $ .95 915 40 .5 $ .68 
902 1.5 2.58 .95 916 50 .447 .68 
903 2.0 2.235 .95 917 75 .365 .68 
904 3.0 1.825 .68 918 100 .316 .68 
905 4.0 1.58 .68 919 125 .283 .68 
906 5.0 1..414 .68 920 150 .258 .68 
907 7.5 1.155 .68 921 200 .223 .68 
908 10 1 .68 922 225 .217 .68 
909 12 .910 .68 . 923 250 .200 .68 
910 15 .816 .68 924 300 .182 .68 
911 20 .707 .68 925 350 .169 .68 
912 25 .632 .68 926 400 .158 .68 
913 30 .575 .68 927 450 .149 .68 
914 35 .535 .68 928 500 .141 .68 

(0 U.C.P., Inc. 

STOCK 
NO. 

929 
930 
931 
932 
933 
934 
935 
936 
937 
938 
939 
940 
941 
942 

MAX. NET I STOCK MAX. NET 
OHMS AMPS. PRICE NO. OHMS AMPS. PRICE 

STOCK MAX. NET 
NO. OHMS AMPS. PRICE 

600 .129 $ .68 943 3000 .057 $ .73 957 12500 .028 $ .95 
700 .119 .68 944 3500 .053 .73 958 13500 .027 .95 
750 .115 .68 945 4000 .050 .73 959 15000 .026 .95 
800 .111 .68 946 4500 .047 .73 960 16000 .025 .95 
900 .105 .68 947 5000 .045 .73 961 17500 .024 .95 

1000 .100 .68 948 6000 .041 .84 962 18000 .023 .95 
1100 .095 .73 949 7000 .038 .84 963 20000 .022 .95 
1200 .091 .73 950 7500 .036 .84 964 22500 .021 1.00 
1250 .089 .73 951 8000 .035 .84 965 25000 .020 1.00 
1500 .081 .73 952 8500 .034 .84 966 30000 .018 1.00 
1750 .075 .73 953 9000 .033 .84 967 35000 .017 . 1.00 
2000 .071 .73 954 10000 .032 .84 968 40000 .016 LOO 
2250 .066 .73 955 11000 .030 .95 969 45000 .015 1.12 
2500 .063 .73 956 12000 .029 .95 970 50000 .014 1.12 
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SECTION 4700 

~~ tE3\ HARDWICK, HINDLE · INC " 
~~ '0' FIXED RESISTORS 

5 WATT 10 WATT 20 WATT 25 WATT 
Type lZ 34 Type )3"Z 34 Type 2H 34 Type 2JX 35 

l'longx5/lb "od P;4" longx 5j16" ad 2'longx 7/16 ad 2' longxYl6"od 

STOCK MAlt NET STOCK MAX. NET STOCK MAlt NET STOCK' MAX. NET 
NO OHMS AMPS. PRICE NO. OHMS AMPS PRICE NO OHMS AMPS. PRICE NO OHMS AMPS PRICE 

Vitreous 
Enameled 

Construction 

Eight stock sizes of 
Hardwick, Hindle fixed 
resistors provide an ex­
ceptionally wide choice 
of resistance values to 
meet varied applica­
tions. Ratings are in ac­
cordance with NEMA 
standards, being based 
on a temperature rise 
of 300·C in free air. 
Data on types, sizes and 
values not included 
here, and on fixed resis­
tors with intermediate 
taps, special mountings, 
modified terminals, etc. 
will be furnished on re­
quest. All stock sizes 
are supplied complete 
with mounting brackets. 

Al 1 2.23 $ .57 A101 1 3.16 $ .57 
A2 3 1.29 .57 A102 3 1.83 .57 
A3 5 1.00 A103 5 1.41 .57 .57 
A4 7.5 .81 .57 A104 7.5 1.16 .57 
AS 10 .71 .57 A105 10 
A6 15 .58 .57 A106 15 
A7 25 .45 .57 A107 25 
A8 50 .32 .57 A108 50 
A9 75 .26 .57 A109 75 
AI0 100 .22 .57 AlIa 100 
All 150 .18 .57 A111 150 
A12 200 .16 .57 A1l2 200 
A13 250 .14 .57 A1l3 250 
A14 400 .11 .57 A1l4 400 
A15 500 .10 .57 A115 500 
A16 750 .082 .57 A116 7W 
A17 1000 .070 .57 A117 1000 
A18 1250 .063 .61 A118 1250 
A19 1500 .057 .61 A119 1500 
A20 2000 .050 .61 A120 2000 
A21 2500 .045 .61 A121 2500 
A22 3000 .041 .61 A122 3000 
A23 4000 .035 .61 A123 4000 
A24 5000 .032 .61 A124 5000 
A25 7500 .026 .58 A125 7500 
A26 10000 .022 .58 A126 10000 
A27 12500 .020 .65 A127 12500 
A28 15000 .018 .65 A128 15000 
A29 20000 .016 .65 A129 20000 
A30 25000 .013 .68 A130 25000 

Standard tolerance is ±5% for all stock units. 
5. 10 and 20 watts sizes packaged 10 units per box; 
25 through 200 watt sizes packaged one unit per box. 

1.00 .57 
.82 .57 
.63 .57 
.45 .57 
.37 .57 
.32 .57 
.26 .57 
.22 .57 
.20 .57 
.16 .57 
.14 .57 
.12 .57 
.10 .57 
.089 .61 
.081 .61 
.071 .61 
.063 .61 
.057 .61 
.050 .61 
.045 .61 
.036 .70 
.032 .70 
.028 .79 
.026 .79 
.022 .79 
.020 .83 

A201 5 2.00 $ .68 
A202 10 1.41 .68 
A203 25 .89 .68 
A204 50 .63 .68 
A205 75 .52 .68 
A206 100 .45 .68 
A207 150 .36 .68 
A208 200 .32 .68 
A209 250 .28 .68 
A210 400 .22 .68 
A2ll 500 .20 .68 
A212 750 .16 .68 
A213 1000 .14 .68 
A214 1250 .13 .70 
A215 1500 .12 .70 
A216 2000 .10 .70 
A217 2500 .089 .70 
A218 3000 .081 .70 
A219 4000 .070 .70 
A220 5000 .063 .70 
A221 6000 .057 .83 
A222 7500 .051 .83 
A223 10000 .043 .83 
A224 12500 .035 .85 
A225 15000 .032 .85 
A226 25000 .024 .99 
A227 35000 .021 .99 
A228 40000 .019 .99 
A229 50000 .017 1.15 

50 WATT 100 WATT 160 WATT 200 WATT 
Type 4JX 35 Type 6' ,L 35 Type 8',.FX 57 Type 10' .FX 57 

4" long x Yu," o.d 6 1// longx 3,' ad 8 1/2" long x 11/8" ad 10 1 2 ' long x 11/8 I ad 
Mounting Centers 4 3/4" Mountmg Centers 7 3/8 " MountIng Centers 9 3/6 Mounting Centers 113/8 /1 

STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET 
NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE 

2000 1 7.07 $1.55 3000 1 10.00 $2.16 4001 5 5.66 $3.19 5001 5 6.32 $3.44 
2001 5 3.16 1.11 3001 3 5.77 2.16 4002 10 4.00 2.28 5002 10 4.47 2.46 
2002 10 2.23 1.11 3002 5 4.47 1.54 4003 25 2.53 2.28 5003 25 2.83 2.46 
2003 25 1.41 1.11 3003 10 3.16 1.54 4004 50 1.79 2.28 5004 50 2.00 2.46 
2004 50 1.00 1.11 3004 25 2.00 1.54 4005 75 1.46 2.28 5005 75 1.64 2.46 
2005 . 75 .82 1.11 3005 50 1.41 1.54 4006 100 l.26 2.28 5006 100 1.41 2.46 
2006 100 .71 1.11 3006 75 1.15 1.54 4007 150 1.03 2.28 5007 150 1.15 2.46 
2007 150 .58 1.11 3007 100 1.00 1.54 4008 250 .80 2.28 5008 250 .89 2.46 
2008 200 .50 1.11 3008 250 .63 1.54 4009 500 .57 2.28 5009 500 .63 2.46 
2009 250 .45 1.11 3009 500 .45 1.54 4010 750 .46 2.28 5010 750 .52 2.46 
2010 500 .32 1.11 3010 1000 .32 1.54 4011 1000 .40 2.28 5011 1000 .45 2.46 
2011 750 .26 1.11 3011 1500 .26 1.60 4012 1500 .33 2.32 5012 1500 .37 2.53 
2012 1000 .22 1.11 3012 2000 .22 1.60 4013 2000 .28 2.32 5013 2000 .32 2.53 
2013 1500 .18 1.14 3013 2500 .20 1.60 4014 2500 .25 2.32 5014 2500 .28 2.53 
2014 2000 .16 1.14 ·3014 3000 .18 1.60 4015 3000 .23 2.32 5015 3000 .26 2.53 
2015 2500 .14 1.14 3015 4000 .16 1.60 4016 5000 .18 2.32 5016 5000 .20 2.53 
2016 3000 .13 1.14 3016 5000 .14 1.60 4017 7500 .15 2.53 5017 7500 .16 2.71 
2017 4000 .11 1.14 3017 7500 .12 1.73 4018 10000 .13 2.53 5018 10000 .14 2.71 
2018 5000 .10 1.14 3018 10000 .10 1.73 4019 15000 .10 2.71 5019 15000 .12 2.89 
2019 7500 .081 1.23 3019 15000 .081 1.87 4020 20000 .089 2.71 5020 20000 .10 2.89 
2020 10000 .071 1.23 3020 20000 .071 1.87 4021 25000 .080 2.80 5021 .25000 .089 2.98 
2021 12000 .064 1.35 3021 25000 .063 2.13 4022 30000 .073 2.80 5022 30000 .082 2.98 
2022 15000 .057 1.35 3022 30000 .058 2.13 4023 40000 .063 2.80 5023 40000 .071 2.98 
2023 20000 .050 1.35 3023 35000 .054 2.13 4024 50000 .057 2.89 5024 50000 .063 3.08 
2024 25000 .045 1.54 3024 40000 .050 2.13 4025 75000 .046 3.08 5025 75000 .052 3.26 
2025 35000 .032 . 1.54 3025 50000 .045 2.21 4026 100000 .040 3.26 5026 100000 .045 3.46 
2026 50000 .026 1.72 3026 60000 .041 2.21 

3027 75000 .032 2.45 
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1001 5 2.24 $ .72 
1002 10 1.58 .72 
1003 25 1.00 .72 
1004 50 .71 .72 
1005 75 .58 .72 
1006 100 .50 .72 
1007 150 .41 .72 
1008 . 200 .35 .72 
1009 250 .32 .72 
1010 500 .22 .72 
1011 750 .18 .72 
1012 1000 .16 .72 
1013 1500 .13 .75 
1014 2000 .12 .75 
1015 2500 .10 .75 
1016 3000 .091 .75 
1017 3500 .084 .75 
1018 4000 .079 .75 
1019 5000 .070 .75 
1020 6000 .064 .85 
1021 7500 .057 .85 
1022 10000 .050 .85 
1023 12000 .042 .90 
1024 15000 .036 .90 
1025 20000 .031 .90 
1026 25000 .028 1.04 

© U.C.P., Inc. 



·1 ~------------~ SECTION 4700 

HARDWICK, HINDLE · INC ® lIHl)""ldy 
INDI)SlRIAI llNl 

ADJUSTABLE RESISTORS ',,,cel'll 

This resistor, embodying features origi­
nated by Hardwick, Hindle possesses the 
many advantages of Vitreous Enamel 
Construction,. plus an adjustable feature. 
The winding is closely and evenly spaced, 

assuring ample insulation between turns. 
Where winding is exposed in the track, 
its underside is tightly embedded in the 
enamel, the upper surface only being ex­
posed for contact with adjustable band. 

10 WAIT - Type K 10 25 WAIT - Type K 25 50 WAIT - Type K 50 75 WAIT - Type K 75 
n~J) long x 5/16 0 d 2" long x 9/16 ' ad 4' long x ';t16 'ad 6" long x 0/16 I 0 d 

Mounting Centers 23/ 16 Mountmg Center 2 3/' Mounting Center 4 3/1 I Mounting Centers 6 3/4 " 

Terminal 37 Terminal 35 Terminal 35 Terminal 35 

STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET STOCK MAX. NET 
NO OHMS AMPS. PRICE NO OHMS AMPS. PRICE NO OHMS AMPS. PRICE NO. OHMS AMPS. PRICE 

ClO 1 3.16 $1.14 6001 1 5.00 $1.29 7001 5 3.16 $1.68 8001 5 3.87 $1.87 
C11 3 1.83 1.14 6002 2 3.54 1.29 7002 10 2.23 1.68 8002 10 2.74 1.81 
C12 5 1.41 1.14 6003 3 2.88 1.29 7003 25 1.41 1.68 8003 15 2.24 1.87 
C13 7.5 1.16 1.14 6004 5 2.24 1.29 7004 50 1.00 1.68 8004 25 1.73 1.87 
C14 10 1.00 1.14 6005 10 1.58 1.29 7005 75 .82 1.68 8005 50 1.22 1.87 
CIS 25 .82 1.14 6006 20 1.12 1.29 7006 100 .71 1.68 8006 100 .86 1.87 
C16 50 .63 1.14 6007 25 1.00 1.29 7007 200 .50 1.68 8007 200 .61 1.87 
Cll 75 .45 1.14 6008 50 .71 1.29 7008 250 .45 1.68 8008 300 .50 1.87 
C18 100 .32 1.14 6009 75 .58 1.29 7009 300 .41 1.68 8009 400 .43 1.87 
C19 150 .26 1.14 6010 100 .50 1.29 7010 400 .35 1.68 8010 500 .39 1.87 
C20 200 .22 1.14 6011 200 .35 1.29 7011 500 .32 1.68 8011 750 .32 1.87 
C21 250 .20 1.14 6012 300 .29 1.29 7012 750 .26 1.68 8012 \000 .27 1.87 
C22 400 .16 1.14 6013 400 .25 1.29 7013 800 .25 1.68 8013 1500 .22 1.92 
C23 500 .14 1.14 6014 500 .22 1.29 7014 1000 .22 1.68 8014 2000 .19 1.92 
C24 750 .12 1.14 6015 750 .18 1.29 7015 1500 .18 1.71 8015 2500 .17 1.92 
C25 1000 .10 1.14 6016 800 .17 1.29 7016 2000 .16 1.71 8016 3000 .16 1.92 
C26 1250 .089 1.18 6017 1000 .16 1.29 7017 2500 .14 1.71 8017 4000 .14 1.92 
C27 1500 .081 1.18 6018 1250. .14 1.32 7018 3000 .13 1.71 8018 5000 .12 1.92 
C28 2000 .071 1.18 6019 1500 .13 1.32 7019 4000 .11 1.71 8019 6000 .11 2.01 
C29 2500 .063 1.18 6020 2000 .12 1.32 7020 5000 .10 1.71 8020 7000 .10 2.01 
C30 3000 .057 1.18 6021 2500 .10 1.32 7021 6000 .091 1.80 8021 7500 .10 2.01 
C31 4000 .050 1.18 6022 3000 .091 1.32 7022 7000 .084 1.80 8022 10000 .086 2.01 
C32 5000 .045 1.18 6023 3500 .084 1.32 7023 7500 .081 1.80 8023 15000 .070 2.13 
C33 7500 .036 1.27 6024 4000 .079 1.32 7024 8000 .079 1.80 8024 20000 .061 2.13 
C34 10000 .032 1.27 6025 5000 .070 1.32 7025 9000 .074 1.80 8025 25000 .054 2.32 

6026 6000 .064 1.42 7Q26 10000 .071 1.80 8026 30000 .050 2.32 
6027 7000 .060 1.42 7027 12000 .064 1.92 8027 40000 .043 2.32 
6028 8000 .055 1.42 7028 15000 .057 1.92 8028 50000 .033 2.52 
6029 10000 .050 1.42 7029 20000 .050 1.92 8029 60000 .030 2.52 
6030 15000 .036 1.47 7030 25000 .045 2.11 8030 80000 .026 2.78 
6031 20000 .031 1.47 7031 30000 .036 2.11 8031 100000 .023 2.93 
6032 2500P .028 1.61 7032 40000 .029 2.11 

7033 50000 .026 2.29 

l00WAIT-TypeKJOO 160WAIT-TypeK160 200 WAIT-Type K 200 
61/} , long x 3,4" 0 d 8 th I long x I I/ g " 0 d 101/2 long x 1118" 0 d 

Mounting Centers 7J~ Mounting Centers 9%" Mounting Centers IP/e 
Terminal 35 Terminal 57 Terminal 57 

STOCK MAX. NET STOCK MAX. NET I STOCK MAX. NET 
NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE NO. OHMS AMPS. PRICE 

9001 5 4.47 $2.11 9030 5 5.66 $4.07 9060 5 6.32 $4.32 

All sizes of Adj ustable Resistors listed 
are furnished completl' with mounting 
brackets and one adjustable contact band. 

9002 10 3.16 2.11 9031 10 4.00 3.16 
9003 25 2.00 2.11 9032 25 ·2.53 3.16 
9004 50 1.41 2.11 9033 50 ·1.79 3.16 
9005 100 1.00 2.11 9034 100 1.26 3.16 
9006 250 .63 2.11 9035 250 .80 3.16 
9007 500 .45 2.11 9036 500 .57 3.16 
9008 1000 .32 2.11 9037 1000 .40 3.16 
9009 1500 .26 2.17 9038 1500 .33 3.20 
9010 2500 .20 2.17 9039 2500 .25 3.20 
9011 5000 .14 2.17 9040 5000 .18 3.20 
9012 10000 .10 2.30 9041 10000 .13 3.41 
9013 15000 .081 2.44 9042 15000 .10 3.59 
9014 20000 .071 2.44 9043 20000 .089 3.59 
9015 25000 .063 2.70 9044 25000 .080 3.68 
9016 30000 .058 2.70 9045 30000 .073 3.68 
9017 40000 .050 2.70 9046 40000 .063 3.68 
9018 50000 .045 2.78 9047 50000 .057 3.77 
9019 75000 .032 3.02 9048 75000 .046 3.96 
9020 100000 .028 3.32 9049 100000 .040 4.14 

<0 U.C.P., Inc. 

9061 10 4.47 3.34 
9062 25 2.83 3.34 
9063 50 2.00 3.34 
9064 100 1.41 3.34 
9065 250 .89 3.34 
9066 500 .63 3.34 
9067 1000 .45 3.34 
9068 2500 .28 3.41 
9069 5000 .20 3.41 
9070 10000 .14 3.59 
9071 15000 .12 3.77 
9072 20000 .10 3.77 
9073 25000 .089 3.77 
9074 30000 .082 3.77 
9075 40000 .071 3.77 
9076 50000 .063 3.96 
9077 75000 .052 4:14 
9078 100000 .045 4.34 

Net 

Tolerance of ± 10% measured with(Jut the 
adjustable band. 

Adjustable 
Contact Bands 

STOCK NO. 
RESISTOR TERMINAL 

0.0. TYPE BAKELITE-< 
SCREW DRIVER KNOB-

S/16" K 1791·2 1791·2·X 

9/16" K 1791·8 1791·8·X 

3/4" 341 1793·2 1793·2·X 

1-1/8" 341 1793·4 1793·4·X 

-Available on request at extra cost. 
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SECTION 4700 

~~ Ii3\ HARDWICK, HINDLE · INC 
L~ ~ RHEOSTATS-

Outstanding Features 

• Highly perfected "bus bar" brush construction­
affording minimum resistance to collector ring. 

• Contact arm tension automatically adjusting 
for continuous pressure over winding surface. 

• Greater safety factor due to high temperature enamel. 
• Higher terminal.strength with strong 

corrosion resistant alloy. 
• Minimum number of parts in new trouble free design. 
• Designed to comply with current standards of: 

(a) Military Specifications MIL-R-22 
(b) E.lA 
(c) N.E.M.A. 

(d) Listed by Underwriters Laboratories, 
Inc_ (Types H-SO through and includ­
ing H-1S0) 

Hardwick, Hindle rheostats are ·exceptionally rugged with­
out being over-designed or dependent on untried principles 
of construction. They exhibit "market quality" character­
istics to meet the most exacting specifications, and special 
design features assure long life and protection under ex­
tremes of humidity and abnormal atmospheric conditions. 
The ".buss bar" contact arm automatically adjusts for com­
plete, continuous contact, and smooth, flexible control. Our 
blue-gray, high temperature enamel-thermo shock proof­
gives increased service life with an extreme factor of safety. 

In addition to the complete standard line of rheostats listed 
at the right, Hardwick, Hindle, Inc. welcomes the oppor­
tunity to work with you in the development of rheostats or 
potentiometers to your specifications. Tapered windings, 
tandem assemblies, special resistances, and many other elec­
trical or mechanical modifications can be supplied. 

Hardwick, Hindle rheostats are packaged one unit per box. 

Sizes and Ratings' 

MAX AMPS. DIMENSIONS (INCHES) 

TYPE & OHM RANGE MIN. . MAX. 
WATTAGE MIN. MAX. OHMS OHMS (\ 8 C D ROTATION 

A-25 0.50 5000 7.06 .07 l'Y,. 1"/" 285 0 

H-50 0.50 10000 10.00 .07 2'1. 1 'Y,. F/,. 300 0 

H-75 0.50 10000 12.30 .09 2% 1% 1"/" 3000 

H-100 0.50 10000 14.20 0.10 3';' l''Y" 1''1" 3000 

H-1S0 0.50 10000 17.30 0.12 4 21',. 1"/" 7~ 3000 

H-225 1.0 2500 15.00 0.30 5 2''1,. 2'1" 7;' 310 ± 5° 
H-300 1.0 2500 17.25 0.35 6 3''1" 2',4 1'1,. 315±:;o 
H-500 1.0 2500 22.30 0.45 8 4'Y" 2'1" l'h 325 ± 3 0 

H-750 1.0 2500 27.4Q 0.55 10 5'h 2''1" 1% 330 ± 3° 
H-1000 1.0 2500 31.60 0.63 '12 6'1,. 2% ~ 335 + 3 0 

"Free air ratings thruali or any part of winding; reduce by 50% for enclos~d units . 

. Page 1116. The MASTER - 26th Edition Net 

1 

DRILL -/g" L" ~32 C1 
- HOLE. IN PANJiEL r~. l."El 

A 1..,.1" 8 32 I r-;:::1 ~ ,16, I. I 

~~I~II -'t~·,. -' -.. ~I:J~ I 
3" ar- 0 

HOLES FOR NO. 2 SCREWS BUSHING t" 32 THOS. 

WITH ~" THICK HEX NUT 

A-25 

H-50, 75. 100 

HOLES FOR NO.8 SCREWS BUSHING t" 32 THOS. 

TAPPED FOR NO. 10-32 WITH ii'THICK HEX NUT 
MOUNTING SCREWS 

H-150 

NO. 8·32 SCREWS H-225,300, 500. 750,1000 

~ U.C.P., Inc. 



SECTION 4700 

TYPE A 25 TYPE H 50 TYPE H 100 TYPE H 150 
25 \\'att Rheostat 50 Watt Rheostat 100 Watt Rheostat 150 Watt Rheostat 

A~PROX. 
STOCK MAle. NO. NET 

NO. OHMS AMPS. STEPS PRICE 

0201 
0202 
0203 
0204 
0205 
0206 
0207 
0208 
0209 
0210 
0211 
0212 
0213 
0214 
0215 
0216 
0217 
0218 
0219 
0220 
0221 
0222 

0.50 7.06 
0.75 5.77 

17 $4.63 
17 4.63 

1.0 5.00 17 4.63 
1.5 4.08 34 4.63 
2.5 3.16 34 4.11 
5.0 2.22 34 4.11 
7.5 

10 
15 
25 
50 
75 

100 
150 
250 
500 
750 

1000 
1500 
2500 
3500 
5000 

1.82 34 
1.58 90 
1.29 90 
1.00 100 
.706 100 
.577 135 
.500 112 
.4OS 146 
.316 146 
.222 180 
.182 214 
.158 248 
.129 292 
.100 303 
.084 336 
.070 387 

4.11 
4.11 
4.11 
4.11 
4.11 
4.11 
4.11 
4.11 
4.11 
4.11 
4.11 
4.63 
4.63 
4.99 
4.99 
4.99 

APPROX. 
STOCK MAX. NO. NET 

NO. OHMS AMPS. STEPS PRICE 

0301 
0302 
0303 
0304 
0305 
0306 

0.50 10.0 
0.75 8.16 

25 $5.15 
25 5.15 

1.0 7.06 52 5.15 
1.5 5.77 52 5.15 
2.5 4.48 52 5.15 
5.0 3.16 52 5.15 

0307 7.5 
0308 10 
0309 15 
0310 25 
0311 50 
0312 75 
0313 100 
0314 150 
0315 250 
0316 500 
0311 750 
0318 1000 
0319 1500 
0320 2500 
0321 5000 
0322 7500 
0323 10000 

2.58 52 
2.22 98 
1.82 98 
1.41 98 
1.00 129 
.816 153 
.706 157 
.577 187 
.448 258 
.316 308 
.258 294 
.222 390 
.182 364 
.141 485 
.100 590 
.082 714 
.070 750 

5.-15 
4.63 
4.63 
4.63 
4.63 
4.63 
4.63 
4.63 
4.63 
4.63 
4.90 
4.90 
4.90 
4.90 
5.15 
5.15 
5.15 

Note: Knobs supplied on stock units upon requestatextracharle. Tolerance ±lO% on all stock units. 

APPROX. 
STOCK MAX. NO. NET 

NO. OHMS AMPS. STEPS PRICE 

0401 
0402 
0403 
0404 
0405 
0406 

0.50 14.2 
0.75 11.6 
1.0 10.0 

30 17.72 
30 7.72 
30 7.72 

1.5 8.16 30 7.72 
2.5 6.34 54 7.72 
5.0 4.48 54 7.72 

0407 7.5 
0408 10 
0409 15 
0410 25 
0411 50 
0412 75 
0413 100 
0414 150' 
041, 250 
0416 500 
0417 750 
0418 1000 
0419 1500 
0420 2500 
0421 5000 
0422 7500 
0423 10000 

3.66 54 7.72 
3.16 54 7.72' 
2.58 112 7.72 
2.00 108 7.21 
1.42 127 7.21 
1.16 151 7.21 
1.00 160 7.21 

.816 190 7.21 

.634 250 7.21 

.448 302 7.21 

.366 303 '7.21 

.316 317 7.72 

.258 375 7.72 

.200 494 7.72 

.141 640 8.24 

.115 760 8.76 

.100 740 9.26 

H-H RESISTORS, RHEOSTATS 
and POTENTIOMETERS 

HARDWICK, HINDLE. INC 
NEWARK 6, NEW JERSEY 

APPROX. 
STOCK MAX. NO. NET 

NO. OHMS AMPS. STEPS PRICE 

0501 
0502 
0503 
0504 
0505 
0506 
0507 
0508 
0509 
0510 
0511 
0512 
0513 
0514 
0515 
0516 
0517 
0518 
0519 
0520 
0521 

0.50 17.30 
0.75 14.10 
1.00 12.25 
1.5 10.00 

26 $9.78 
30 9.78 
40 9.78 
37 9.78 

2.5 7.75 39 9.78 
5.0 5.48 79 9.78 
7.5 

1q 
15 
25 
50 
75 

100 
150 
250 
500 
750 

1000 
1500 
2500 
5000 
7500 

4.47 75 9.78 
3.88 77 9.78 
3.16 151 
2.45 151 
1.73 192 
1.41 224 
1.22 204 9.26 
1.00 280 9.26 
.775 252 9.26 
.548 362 9.26 
.447 378 9.78 
.388 398 9.78 
.316 483 10.30 
.245 635 
.173 790 10.81 

940 

H·I000 

TYPE H·225 TYPE H·300 TYPE H 500 TYPE H 750 TYPE H 1000 
225 Watt Rheostat 300 Watt Rheostat 500 Watt Rheostat 750 Watt Rheostat 1000 Watt Rheostat 

APPROX. APPROX. APPROX. APPROX. APPROX. 
STOCK MAX. NO. NET STOCK MAX. NO. NET STOCK MAX. NO. NET STOCK MAX. NO. NET STOCK MAX NO. NET 

NO. OHMS AMPS. STEPS PRICE NO. OHMS AMPS. STEPS PRICE NO. OHMS AMPS STEPS PRICE NO. OHMS AMPS. STEPS PRICE NO OHMS AMPS STEPS PRICE 

0530 1 15.00 55 $14.11 0601 1 17.25 49 $15.29 0701 1 22.3 70 $22.09 OS01 1 27.4 85 $31.20 0901 1 31.60 81 $36.45 
0531 1.5 12.30 55 14.11 0602 1.5 14.15 47 15.29 0702 1.5 18.2 64 22.09 0802 1.5 22.3 85 31.20 0902 1.5 25.80 84 36.45 
0532 2 10.60 55 14.11 0603 2 12.24 49 15.29 0703 2 15.8 68 22.09 OB03 2 19.4 81 31.20 0903 2 22.40 109 36.45 
0533 2.5 9.50 55 14.11 0604 2.5 10.95 70 15.29 0704 2.5 14.1 67 22.09 0804 2.5 17.3 87 31.20 0904 2.5 20,00 105 36.45 
0534 3 8.66 55 14.11 0605 3 10.00 73 ' 15.29 0705 3 12.9 65 22.09 OS05 3 15.8 83 31.20 0905 3 18.30 113 36.45 
0535 4 7.50 55 14.11 0606 4 8.66 70 15.29 0706 4 11.2 96 22.09 0806 4 13.6 87 31.20 0906 4 15.80 106 36.45 
0536 5 6.71 55 14.11 0607 5 7.75 66 15.29 0707 5 10.0 96 22.09 OS07 5 12.2 122 31.20 0907 5 1-4.10 105 36.45 
0537 7.5 5.49 115 14.11 060S 7.5 6.32 71 15.29 0708 7.5 8.17 98 22.09 0808 7.5 10.0 129 31.20 0908 7.5 11.50 158 36.45 
0538 10. 4.74 115 14.11 0609 10 5.48 136 15.29 0709 8 7.90 97 22.09 0809 8 9.65 122 31.20 0909 8 11.20 168 36.45 
0539 15 3.87 115 14.11 0610 15 4.47 144 15.29 0710 10 7.07 105 22.09 OSlO 10 8.65 121 31.20 0910 10 10.00 166 36.45 
0540 25 3.00 115 14.11 0611 25 3.46 145 15.29 0711 12.5 6.30 103 22.09 0811 12.5 7.75 120 31.20 0911 12.5 8.95 165 36.45 
0541 50 2.12 256 14.11 0612 50 2.45 245 15.29 0712 15 5.77 202 22.09 0812 15 7.07 127 31.20 , 0912 15 8.16 156 3~.45 
0542 75 1.73 306 14.11 0613 75 2.00 260 15.29 0713 16 5.60 192 22.09 0813 16 6.82 120 31.20 0913 16 7.90 166 36.45 
0543 100 1.50 315 14.11 0614 100 1.73 327 15.29 0714 25 4.47 195 22.09 0814 25 5.47 240 31.20 0914 25 6.33 160 36.45 
0544 150 1.22 385 14.11 0615 150 1.41 394 15.29 0715 40 3.54 205 22.09 0815 50 3.87 238 31.20 0915 50 4.47 331 36,45 
0545 200 1.06 357 14.11 0616 200 1.22 420 15.29 0716 50 3.16 200 22.09 0816 75 3.19 250 31.20 0916 75 3.65 303 36.45 
0546 250 .950 350 14.11 0617 250 1.09 525 15.29 0717 75 2.58 395 22.09 0817 80 3.06 266 31.20 0917 100 3.16 320 36.45 

0547 300 .866 335 14.11 0618 300 1.00 420 15.29 0718 80 2.52 382 22.09 OS18 100 2.74 265 31.20 0918 150 2.58 306 36.45 
0548 400 .750 448 14.11 0619 400 .866 440 15.29 0719 100 2.23 450 22.09 OB18 150 2.23 500 31.20 0919 175 2.3~ 645 36.45 

0549 500 .671 450 14.11 0620 500 .775 440 15.29 0720 125 2.00 505 22.09 0820 160 2.17 485 31.20 0920 225 2.11 585 36.45 

0550 700 .567 495 14.11 0621 700 .655 502 15.29 0721 150 1.82 544 22.09 0821 200 1.94 472 31.20 0921 250 2.00 640 36.45 

0551 750 .549 533 14.11 0622 750 .633 540 15.29 0722 175 1.69 500 22.09 0822 250 1.73 470 31.20 0922 300 1.83 605 36.45 

0552 900 .500 500 14.11 0623 900 .578 521 15.29 0723 250 1.41 570 22.09 0823 300 1.58 500 31.20 0923 400 1.58 640 36.45 

0553 1000 .474 555 14.11 0624 1000 .548 580 15.29 0724 325 1.24 515 22.09 0824 400 1.37 472 31.20 0924 500 1.41 635 36.45 

0554 1200 .433 526 14.11 0625 1200 .500 690 15.29 0725 500 1.00 620 22M 0825 500 1.22 565 31.20 0925 750 1.15 820 36.45 

0555 1500 .387 630 14.11 0626 1500 .449 680 15.29 0726 750 .817 740 22.09 0826 600 1.12 677 31.20 0926 1000 1.00 862 36.45 

0556 1750 .358 620 14.11 0627 1750 .414 790 15.29 0727 1000 .707 780 22.09 0827 750 1.00 670 31.20 0927 1500 .816 1030 36.45 

0557 2500 .300 670 14.11 0628 2500 .346 862 15:29 0728 1500 .577 940 22.09 0828 1000 .865 715 31.20 0928 2500 .633 1300 36.45 

0729 2000 .500 986 22.09 0829 1200 .791 860 31.20 
0730 2500 .447 940 22.09 0830 1500 .707 840 31.20 

0831 1800 .646 1020 31.20 
0832 2500 .547 1085 31.20 

Note: Knobssullplled on stod units upon requestat~xtra charle. 
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PRICES 
Prices in this MASTER should not be considered as. fined. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply inmost cases 

where list prices are shown • 

• 

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 4700 

INSULATED RESISTORS 

TYPE GBT ·SR FIXED COMPOSITION 
CARBON RESISTORS 

More IRe Type GBT-SR Resistors are used in the electronic in­
dustry than any other brand of fixed composition resistors. For 
original equipment, IRe GBT -SR's are by far the leading 
choice of Electronic Engineers-particularly since the new 
GBT-lh lh watt and GBT-l 1 watt give new appearance, new 
sizes ... IRe's unsurpassed solderability has been maintained 
and no wax coating to gum up end equipment. For replace­
ment, Service Technicians favor IRe GBT -SR's over all other 
brands combined. 
IRe's exclusive filament-type resistance element is combined 
with superior construction features to provide a stable resistor 
of extremely low operating temperature and excellent power 
dissipation in a compact, light weight, fully insulated unit. 

IRe TYPE NUMBER GBT-Y, GBT-l 

Carbon Carbon 
Element Style Filament Filament 

Equivalent 
MIL TYPE RC20 RC32 

MIL CHARACTERISTICS GF GF 

Rating in Watts 
70' Ambient-GBT-SR J1 1 
40' Ambient-BW 

" .. ..-,. 

Minimum Resistance 10 10 
Ohms Ohms 

Maximum Resistance 22 22 
Meg. Meg. 

Rated Voltage 350V 500V 

Dimensions (Fig. 1) 
A-Body Length 2~l' ?{{' 
B-Body Diameter 'J{,l' ~{' 
C-Lead Length 1J1±Ys" 1J1±Ys" 
D-Lead Diameter )'!l{' ~{' 

TYPE BW INSULATED WIRE WOUND RESISTORS 

Type BW's are exceptionally stable, inexpensive wire wound 
resistors for low range requirements. These small, completely 
insulated units are similar in appearance to insulated compG­
sition resistors but are readily identified by the double width 
of the first color code band. 

The wire element is uniformly and tightly wound on an insu­
lated core. Tinned, solid wire leads are keyed to the element 
by a specially designed tenninal. Leads are anchored inside 
the insulation and cannot tum or pull loose. 

SR-2 BW-Y, BW-l BW-2 

Carbon Wire Wire Wire 
Filament Wound Wound Wound 

RU3 RU4 RUG 
RC42 Max. Max. Max. 

470 ohms 2200 ohms 3300 ohms 

GF B B 

2 J1 1 2 

~ 

10 0.24 0.47 1.0 
Ohms Ohm Ohm Ohm 

22 820 5100 8200 
Meg. Ohms Ohms Ohms 

500V 

1){6" %" IX" 1%" 
~/' 1~" X" 2)(/' 

1J1±Ys" IJ1±Ys" 1J1±Ys" IJ1±Ys" 
3(," ~4 ~2" ~{' )'!l2" 

r- c -t- A 
---1B Figure 1 

___ .i. F~~ameter) 
-~ Dimensions --~ ----f-

STANDARD STOCK VALUES- ±5% and ± 10% toleranc.e (±10% tolerance in bold type. All values available in ±5%). 

OHM OHMS OHMS OHMS OHMS OHMS OHMS MEGS MEIlS 

1.0 10 100 1,000 10K lOOK 1.0 10 
1.1 11 110 1,100 11K 110K 1.1 11 
1.2 12 120 1,200 12K 120K 1.2 12 
1.3 13 130 1,300 13K 130K 1.3 13 
1.5 15 150 1,500 15K 150K 1.5 15 
1.6 16 160 1,600 16K 160K 1.6 16 
1.8 18 180 1,800 18K 180K 1.8 18 
Z.O 20 200 2,000 20K 200K 2.0 20 
2.2 22 220 2,200 22K 220K 2.2 22 

0.24 2.4 24 240 2,400 24K 240K 2.4 
0.27 2.7 27 270 2,700 27K 270K 2.7 
0.30 3.0 30 300 3,000 30K 300K 3.0 
0.33 3.3 ·33 330 3,300 33K 330K 3.3 
0.36 3.6 36 360 3,600 36K 360K 3.6 
0.39 3.9 39 390 3,900 39K 390K 3.9 
0.43 4.3 43 430 4,300 43K 430K 4.3 
0.47 4.7 47 470 4,700 47K 470K 4.7 
0.51 5.1 51 510 5,100 51K 510K 5.1 
0.56 5.6 56 560 5,600 56K 560K 5.6 
0.62 6.2 62 620 "6,200 62K 620K 6.2 
0.68 6.8 68 680 6,800 68K 680K 6.8 
0.75 7.5 75 750 7,500 75K 750K 7.5 
0.82 8.2 82 820 8,200 82K 820K 8.2 
0.91 9.1 91 910 9,100 91K 910K 9.1 
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I SECTION 4700 

RESIST -O-CABINETS 

RESIST·O·CABINETS % WATT ASSORTMENT #4A 

IRC RESIST -O-CABINETS are practical assort­
ments of most frequently used IRC Resistors con­
tained in sturdy all-metal cabinets. 4 non-spill 
drawers-28 compartments. Measure 5%" x 51%6" 
x 10%". 

RESIST ·O·CABINETS 

2 WATT ASSORTMENT #3A 
Contains 120 IRC 2 Watt Resistors as follows! 

7 ea. 8200, 10K, 22K, 47K; 5 ea. 1K, 6800, 15K, 0.1 
meg.; 4 ea. 100, 330, 470, 1500, 2200, 3300, 4700, 
27K, 1.0 meg.; 3 ea. 47, 82, 150, 220, 270, 3900, 
.22 meg., .47 meg.; 2 ea. 4.7, 10, 22, 68; 1 ea. 15, 
27,33,39. 

RESIST ·O·PEDIA 

Contains 150 IRC % Watt Resistors as follows: 8 
ea. 1K, 47K, 0.1 meg., 27 meg., 470K, 1.0 meg.; 
7 ea. 3700, 10K, .22 meg.,. 2.2 meg.; 5 ea. 3300, 
22K, 27K, 33K, .33 meg., 4.7 meg.; 4 ea. 100,470, 
1500, 2200, 2700, 56K, 68K, 3.3 meg.; 3 ea. 47, 
220,270, 10 meg. 

1 WATT ASSORTMENT #5A 
Contains 125 IRC 1 Watt Resistors as follows: 
7 ea. 1K, 10K, 27K, 47K, 0.1 meg., 0.27 meg., 0.47 
meg., 1.0 meg.; 5 ea. 2200, 4700, 22K; 4 ea. 33K, 
39K, 68K; 3 ea. 47, 100, 150,220, 270, 470, 1500, 
2700,3300, 15K, .15 meg., .22 meg., 2.2 meg., 4.7 
meg. 

COMBINATION ASSORTMENT #6A 
Contains 139 IRC Insulated Resistors and Type 
DCF as follows: 
% Watt. 4 ea. 1000, 47K, lOOK, 270K, 470K, 1.0 

meg.; 3 ea. 4700, 10K, 220K, 2.2 meg.; 2 ea. 
47, 100, 150, 220, 270, 470, 1500, 2200, 2700, 
3300, 15K, 22K, 27K, 33K, 39K, 68K, 150K, 
4.7 meg. 

1 Watt. 4 ea. 1000, 10K, 27K, lOOK, 1.0 meg.; 3 ea. 
47K, 470K, 2.2 meg.; 2 ea. 3300, 15K, 22K, 68K, 
150K, 270K; 1 ea. 47, 100, 150, 220, 270, 470, 
1500,2200,2700,4700, 33K, 39K, 220K, 4.7 meg. 

2 Watt. 1 ea. 47, 100, 470, 4700, 10K, 22K, 47K. 
DCR 1 ea. 1000, 10K, lOOK, 1.0 meg., 5 meg. 

For technicians, here's a unique convenience for stocking carbon 
composition resistors. Attractive blue and yellow hardback binder 
measures 9 x 814 x 2%". 3-ring "fingered" inserts hold resistor 
Handy-Paks. Indexed stock saves searching ... speeds servicing. 
Complete resistor identification always visible. Choose from 
these popular assortments (Resist-O-Pedia included in cost of 
assortments.) 

Assortment # 44 

6 each, Type GBT% 
(10% tolerance) 462 
resistors, 77 values 

ohms: 10 47 220 
. 12 56 270 

15 68 330 
18 82 890 
22 100 470 
27 120 560 
33 150 680 
39 180 820 

Assortment #48 

'f.!-watt 4 each, Type GBT1 1-watt 
'f.!-watt (10% tolerance) 308 1-watt 

resistors, 77 values 

1000 4700 22K lOOK 470K 2.2 meg 10 meg 
1200 5600 27K 120K 560K 2.7 meg 12 meg 
1500 6800 33K 150K 680K 3.3 meg 15 meg 
1800 8200 39K 180K 820K 3.9 meg 18 meg 
2200 10K 47K 220K 1.0 meg 4.7 meg 22 meg 
2700 12K 56K 270K 1.2 meg 5.6 meg 
3300 15K 68K 330K 1.5 meg 6.8 meg 
3900 18K 82K 390K 1.8 meg 8.2 meg 

RESIST ·O·PANEL 

Swing panel is all-metal 7" wide x 1214" high, slotted to accommodate Handy­
Paks. Wall brackets are supplied. Can be used singly or in sets to provide a 
visible resistor stock that saves bench space. IRC Resist-O-Panel included with 
any of 4 popular assortments (at regular price of Assortments) 

Assortment #64 

6 each, Type GBT% %-watt 
(10% tolerance) 60 %-watt 
resistQrs~ 10 values 

1000 1500 10K 22K 

Assortment #68 

4 eacll, Type. GBTI I-watt 
(10% tolerance) 40 I-watt 
resistors, 10 values 

47K lOOK 220K 

Assortment #80 

3 each, Type SR2 2-watt 
. (10% tolerance) 30 2-watt 

resistors, 10 values 

470K 1 meg 2.2 meg 
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SECTION 4700 

HANDY-PAKS 
and extra value premium kits 

Each IRe Handy-Pak* 
contains several carbon 
composition resistors of 
one type and resistance 
value ___ to save you 
unnecessary shopping. 

Three types include: 6 

lh-watt resistors; 4 1-
watt resistors; and 3 
2-watt resistors. 
'Patent Pending 

EASIER TO IDENTIFY I 
In clear, large letters the type, resistance value 
and power rating are printed on every Handy­
Pak. Correct identification is fast and certain 
with Handy-Paks. 

QUICKER TO FIND! 
In any stocking arrangement, Handy-Paks can 
be quickly indexed by power rating and resist­
ance. Your resistor stock remains orderly from 
the time you buy it until you use it. 

HANDIER TO USE! 

EASIER TO CHECK INVENTORY! 

IRC Handy-Paks open at both ends. The ·package 
slides out of the slimline plastic sleeve. Simply 
withdraw one or more resistors and slide the 
package back into the protective shield. Leads 
ar-e kept straight, and resistors are always 
factory-clean. 

The actual resistors are clearly visi.ble. You 
always know what you have. Identification tab 
tears off conveniently for reordering reminder. 

RESIST-a-CADDY 

Ideal for in-home servicing. Pliable plastic pouch folds to 6% x 
37s x .1:1;1" : •• fits easily in tube caddy or tool chest. Individual 
pockets hold resistor Handy-Paks secure and orderly_ Accurate 
inventory always visible. RESIST -O-CADDY included with 
these "best -seller" assortments (at regular price of assortments) 

A.sortment #45 6 each, Type GBT)i )i-watt (10% tolerance) 120 )i-watt resis tors, 20 values 

Assortment #41 4 each, Type GBTI 1 watt (10% tolerance) 80 I-watt resis tors, 20 values 
ohms: 47 470 2200 22K lOOK 470K 4_7 meg 

'100 1000 4700 27K 220K 1.0 meg 10 meg 
150 1500 10K 47K 270K 2.2 meg 

4 PREMIUM KITS TO KEEP THE HANDY-PAKS AT YOUR FINGERTIPS 

RESIST -a-CHEST 
End "cigar box confusion." Select from 10 popular carbon compo­
sition resistor stocks, all in sturdy metal chests. Hinged lid and 
metal separators keep resistor Handy-Paks in order ... right 
at your ·fingertips. Compact 5% x 3% x 6%," size takes little 
bench space. Identification data clearly visible. Included at regular 
price of these 10 fast-moving assortments-

Assortment No. 42 
6 each, Type GBTlh lh-watt (10% tolerance) 
204 'l2-watt reSistors, 34 values 

Assortment No. 49A 
3 each, Type SR-2 2-watt (10% tolerance) 
102 2·watt resistors, 34 values 

ohms: 47 1000 4700 22K 
100 1500 6800 27K 
150 2200 8200 33K 
220 2700 10K 39K 
470 3300 15K 47K 

Assortment No. 43 
6 each, Type GBTlI2 lI2-watt 
(10% tolerance) 462 lI2-watt 
resistors, 77 values 

ohms: 10 47 220 
12 56 270 
15 ,68 330 
18 82 390 
22 100 470 
27 120 560 
33 150 680 
39 180 820 

© UCP., Inc 

Assortment No. 46 
4 each, Type GBll I-watt (10% tolerance) 
136 I-watt resistors, 34 values 

56K 270K 2.2 meg 
68K 330K 3.3 meg 

lOOK. 470K 4.7 meg 
150K 1.0 meg 10 meg 
220K 1.5 meg 

Assortment No. 47 
4 each, Type GBll I-watt (10% 
tolerance) 308 I-watt resistors, 
77 values 

1000 4700 22K lOOK 
1200 5600 27K 120K 
1500 6800 33K 150K 
1800 8200 39K 180K 
2200 10K 47K 220K 
2700 12K 56K 270K 
3300 15K 68K 330K 
3900 18K 82K 390K 

Assortment No. 5UA 
3 each, Type SR-2 2-watt (10% tolerance) 
231 !I-watt reSistors, 77 values 

470K 2.2 meg 10 meg 
560K 2 .. 7 meg 12 meg 
680K 3.3 meg 15 meg 
820K 3.9 meg 18 meg 
1.0 meg 4.7 meg 22 meg 
1.2 meg 5.6 meg 
1.5 meg 6.8 meg 
1.8 meg 8.2 meg 
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f SECTION 4700 

MILITARY VARIABLE RESISTORS 

GENERAL SPECIFICATIONS 

M/L-R·19A MIL·R-9048 

RA20 I RA30 Char. RV2 RV4 RV5 RV6 

Resistance 3·15K I 3·2SK X&Y 100·2.5 megs ·1 100·5 megs 1 250·2.5 megs.1 1000.1.0 MEGS 
Range (ahms) 

249 variable resistors, in 6 

styles cover the latest MIL-R-

94B composition and MIL-R­

IgA wire wound specifications. 

Each control is available" in 

two shaft styles, plain and 

locking hushings. 

Rotational 
Life 
Laad Life 

Moisture 
Resistance 

Law Temp. 
SIorage 
Law Temp. 
Operation 
Thermal 
Cycling 
Acceleration 

Shack 
High fre~. VibraliOll 
Temp. Range 

5'1' max, 25,000 cycles 

3'1' max, 1,000 haurs, 
rated load, 40°C 
10'1' max, Method 106, 
MlL.STD.202, 3.5 megs 
min insulation resistance 

4'1' max 

4'1' max 

04'1' max 

3'1' max 
2'1' max 
2'1' max 

-63·C 10 + I OS·C 

X 1 0"" max, 1 5,000 cydes 
y 10;i; max. 25 000 cydes 

X 12'1' max, f ,000 hours, rated load, 70"<:_ 
Y 1 0", max 1 000 hou .... rated load 70"<: 
X 10'1' a.erage, 14" max, Method 106, 

MIL·STD·202, SO megs min Insulation .... 
sistance 

y 6'1' average, 10'1' max, Method 106, 
MIL.STD·202, 100 megs min InsulaHon 
resistance 

X 4'1' max 
Y 2i.max 
X ::max Y 3 max 

X I:~::= y 
X&Y 3", max 
X&Y 2'1' max 
X&Y 2'1'. max 
X&Y 63"<: ta ISO"C 

MILITARY COMPOSITION VARIABLE RESISTORS CERTIFIED TO MIL-R-94B 

STYLE RV5 'h WATT MINIATURE COMPOSITION 

Resistance 

250± 10% 
SOO± 10% 

1,000± 10% 
2,500 ± 10% 
5,000 ±:. 10% 

10,000 ± 10% 
25,000 ± 10% 
SO,DO(! ± 10% 

100,000± 10% 
250,000 ± 10% 
500,000 ± 10% 

1.0 Meg. ± 20% 
2.5 Meg. ± 20% 

Resistance 

100 ± 10% 
250± 10% 
500± 10% 

1,000 ± 10% 
2,500 ± 10% 
5,000 ± 10% 

10,000 ± 10% 
25,000± 10% 
50,000 ± 10% 

100,000:±: 10% 
250,000 == 10% 
500,000 ± 10% 

1.0 Meg. ± 20% 
2.5 Meg. ± 20% 

CTS TYPE 65 
7/8" Slotted Shaft 
1/4" Long Bushing 

Linear Resistance Taper 

RV5NAXS0251A 
RV5NAXS0501A 
RV5NAXSDI02A 
RV5NAXS0252A 
RV5NAXS0502A 
RV5NAXSOI03A 
RV5NAXS0253A 
RV5NAXSD503A 
RV5NAXSOI04A 
RV5NAXS0254A 
RV5NAXSD504A 
RV5NAXSDI05B 
RV5NAXSD255B 

RV5NAYSD251A 
. RV5NAYS05OJA 
RV5NAYSOlO2A 
RV5NAYS0252A 
RV5NAYS0502A 
RV5NAYSDI03A 
RV5NAYS0253A 
RV5NAYS0503A 
RV5NAYSDI04A 
RV5NAYSD254A 
RV5NAYSD504A 
RV5NAYSOI05B 
RV5NAYSD255B 

CTS TYPE 65L T 
1/2" Slotted Shaft 

%" Long Locking Bushing 
Linear Resistance Taper 

RV5lAXSB2S1A 
RV5LAXSB5OJA 
RV5LAXSBI02A 
RV5LAXSB252A 
RV5LAXSB502A 
RV5LAXSBI03A 
RV5LAXSB253A 
RV5LAXSB503A 
RV5LAXSB I04A 
RV5LAXSB254A 
RV5LAXSB504A 
RV5LAXSBI05B 
RV5LAXSB255B 

RVSLAYSB251A 
RV5LAYSB501A 
RV5LAYSBI02A 
RV5LAYSB252A 
RV5LAYSB502A 
RV5LAYSBJ03A 
RV5LAYSB253A 
RV5LAYSB503A 
RV5LAYSBI04A 
RV5LAYSB254A 
RV5LAYSB504A 
RV5LAYSBI05B 
RV5LAYSB255B 

STYLE RV2 1 WATT COMPOSITION 

CTS TYPE 90 
~" Slotted Shaft. 
=¥a" Long Bushing 

Linear Resistance Taper 

RV2NAXSDlOIA 
RV2NAXSD251A 
RV2NAXSD50IA 
RV2NAXSOI02A 
RV2NAXSD252A 
RV2NAXS0502A 
RV2NAXSOIOJA 
RV2NAXSD25JA 
RV2NAXS0503A 
RV2NAXSDI04A 
RV2NAXS0254A 
RV2NAXSD504A 
RV2NAXSDI05B 
RV2NAXSD255B 

RV2NAYSDlOIA 
RV2NAYSD251A 
RV2NAYSD501A 
RV2NAYSDI02A 
RV2NAYSD252A 
RV2NAYS0502A 
RV2NAYSDI03A 
RV2NAYS0253A 
RV2NAYS0503A 
RV2~A 
RV2NA 
RV2NA 
RV2NA 
RV2NA 

CTS TYPE 90L T 
%" Slotted Shaft 

V2" Long Locking Bushing 
Linear Resistance Taper 

RV2lAXSA101A 
RV2LAXSA251A 
RV2LAXSA50lA 
RV2LAXSAI02A 
RV2LAXSA252A 
RV2LAXSA502A 
RV2LAXSAI03A 
RV2LAXSA253A 
RV2LAXSA503A 
RV2LAXSAI04A 
RV2LAXSA254A 
RV2LAXSA504A 
RV2LAXSAI05B 
RV2LAXSA255B· 

RV2LAYSAI0lA 
RV2LAYSA25JA 
RV2LAYSA50IA 
RV2LAYSAI02A 
RV2LAYSA252A 
RV2LA 
RV2lA 
RV2LA 
RV2LA 
RV2lAY 
RV2LAYSA254A 
RV2LA YSA504A 
RV2LAYSAI05B 
RV2LAYSA255B 

STYLE RV6 Y2 WATT MINIATURE COMPOSITION 

Resistance 

1,000 ± 10% 
2,500 ± 10% 
5,000± 10% 

10,000 ± 10% 
25.000 ± 10% 
50,000± ]0% 

100,000 ± 10% 
250.000 ± 10% 
500,000 ± 10% 

1.0 Meg. ± 20% 
2.0 Meg. 
2.5 Meg. 

Resistance 

100 ± 10% 
250 ± 10% 
SOD:±: 10% 

1.000± 10% 
2,500:±: 10% 
5,O00± 10% 

10,000 ± 10% 
25.000 ± 10% 
50,000 ± 10% 

100,000 ± 10% 
250,000 ± 10% 
500,000 ± 10% 

1.0 Meg. ± 10% 
1.0 Meg.:±: 20% 
2.5 Meg. ±20% 
5.0 Meg. :±: 20% 

CTS TYPE 300 
~8" Slotted Shaft 
1;"" Long Bushing 

CTS TYPE 300L T 

LinBgr Resistance Taper 

SAl" Slotted Shaft 
Ih" Long Locking Bushing 

Linear Resistance Taper 

STYLE RV4 

RV6NAYSDI02A 
RV6NAYSD252A 
RV6NAYSD502A 
RV6NAYSOlO3A 
RV6NAYSD253A 
RV6NAYSD503A 
RV6NAYSDI04A 
RV6NAYSD254A 
RV6NAYS0504A 
RV6NAYSDI05B 
RV6NAYSD205B 
RV6NAYSD255B 

2 WATT 

CTS TYPE 96 

Ya" Slotted Shaft 
%" Long Bushing 

Linear Resistance Taper 

RV4NAYSDIOIA 
RV4NAYSD251A 
RV4NAYS050lA 
RV4NAYSOI02A 
RV4NAYSD252A 
RV4NAYSD502A 
RV4NAYSDJ03A 

RV4NAYSD255B 
RV4NAYSD505B 

RV6LAYSAI02A 
RV6LAYSA252A 
RV6LAYSA502A 
RV6LAYSAJOJA 
RV6LAYSA25JA 
RV6LAYSA503A 
RV6LAYSAI04A 
RV6LAYSA254A 
RV6LAYSA504A 
RV6LAYSAI05B 
RV6LAYSA205B 
RV6lAVSA255B 

COMPOSITION 

CTS TYPE 96LT 
%" Slotted Shaft Ya" Slotted Shaft 

Loc~~~ ~°:S~ing Loct~~ ~Ou~~ing 
Linear Resistgnce Linear Resistance 

Taper Taper 

RV4LAYSAIOIA RV4lAYSD10lA 
RV4LAYSA251A RV4LAYSD251A 
RV4LAYSA50lA RV4LAYSD5OJA 
RV4LAYSAI02A RV4LAYSDI02A 
RV4LAYSA252A RV4lAYSD252A 
RV4LAYSA502A RV4LA 
RV4lAYSAI03A RV4lA 
RV4LAYSA253A RV4LA 
RV4LAYSA503A RV4LA 
RV4LAYSAI04A RV4LAYSDI04A 
RV4LAYSA254A RV4lAYS0254A 
RV4LAYSA504A RV4LAYSD504A 
RV4lAYSAI05A RV4LAYSDI05A 
RV4LAYSAI05B 
RV4LAYSA255B 
RV4LAYSA505B 

MILITARY WIRE WOUND VARIABLE RESISTORS CERTIFIED TO MIL-R-19A 

STYLE RA20 2 WATT WIRE WOUND 

Resistance 

3±10% 
10 ± 10% 
25 ± 10% 
50:!: 10% 
75± 10% 

100 ± 10% 
200± 10% 
250 ± 10% 
500± 10% 

1,000 ± 10% 
2,500 ± 10% 
5,000 ± 10% 
7,SOO± 10% 

10,000 ± 10% 
15,000 ± 10% 

CTS TYPE 252 

¥s" Slotted Shaft 
%" Long Bust-.ing 

Linear Resistance Taper 

RA20NASD3ROA 
RA20NASOIOOA 
RA20NASD25DA 
RA20NASD500A 
RA20NAS0750A 

~~~~mgl~ 
RA20NASD251A 
RA20NASD50IA 
RA20NASDI02A 
RA20NAS0252A 
RA20NASD502A 
RA20NAS0752A 
RA20NASOI03A 
RA20NASDI53A 
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CTS TYPE 252L T 
%;" Slotted Shaft 

Loc~~~ ~Ou~~ing 
Linear Resistance 

Taper 

Ye" Slotted Shaft 

Loe~?~~ 'Bunsting 
Linear Resistance 

Taper 

RA20LASD3ROA 

RA20LASD250A 
RA20LASD5QOA 

RA20LASDIOIA 

RA20LASD251A 
RA20lASD501A 
RA20LASDI02A 
RA20LASD252A 
RA20lASD502A 
RA20LAS0752A 
RA20LASOI03A 
RA20LASOl53A 

R,esistance 

10±10% 
25 ± 10% 
50 ± 10% 

100 ± 10% 
200:!: 10% 
2SO:±: 10% 
SOD:!: 10% 
750±10% 

1,000± 10% 
2,500±10% 
5.000± 10% 
7,500± 10% 

10.000 ± 10% 
15,000 ± 10% 
25,000 ± 10% 

STYLE RA30 4 WATT WIRE WOUND 

CTS TYPE 25 
Ya" Slotted Shaft 
¥a" Long Bushing 

Linear Resistance Taper 

RA 
R 
RA3(JNA 
RA3lJNA IA 
RA30NASD20lA 
RA3(JNAS025IA 
RA30NASD50lA 
RA30NASD751A 
RA30NASOI02A 
RA 
RA 
QA 
RA 
RA 
RAlONA 

CTS TYPE 25L T 
%" Slotted Shaft 

V2" Long Locking Bushing 
Linear Resistance Taper 
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SECTION 4700 

~ ~*~&"~«~ 
%;l " 

C(S b,,~' INDUSTRIAL CONTROLS 
" " N~it"",~i 1111 

IRC Distributor Controls for Industry offer commercial users a wide 
selecUon of resistance values and two Industrial shaft types. Shafts 
are fixed. This combination of wide selection of values and speedy 
Distributor delivery holds many advantages for Industrial purebasers. 
These Industrial Controls are adaptations of the new, compact it" Q 
Control. Power rating is 'h watt, 500 volts maximum. Electrical 
rotation is the same with or without switch. %" bushing Is brass and 
held to close tolerance for snug shaft lit. . 

Terminals are heavily tinned for easy soldering, and may be bent 
without becoming noisy. Two locating lugs are provided, either or 
both of which may be bent <lown if not needed. Molded base. Both 
Types PQ and RQ are supplied In standard tapers. 

SINGLE CONTROLS 

TYPE PQ 

TYPE PQ. Full round %" 
shaft, approximately 3" from 
mounting face, with %" long 
bushing. Available in 33 stock 
values as shown. Regular 
IRe stock numbers are used 
with prefix PQ. 

TYPE RQ. Very short screw-driver slot shaft, %" 
diameter and approximately 1;2" long from 
mounting face with %" long bushing. Available 
in 33 values as shown. Regular IRe stock num­
bers are used with prefix RQ. 

TYPE RQL 

TYPE RQ 

TYPE RQL. IRC's new line of 10% tolerance Lock­
ing Type Bushing Controls. Screw-driver slot shaft 
%" diameter and approximately %" long from 
mounting face, with a O/S" split type bushing, and 
locking nut. 

2 WATT INDUSTRIA].. COMPOSITION 

MILITARY GRADE VARIABLE RESISTOR 

Resistance 
100 ± 10% 
250 ± 10% 
500 ± 10% 

1,000 ± 10% 
2,500 ± 10% 
5,000 ± 10% 

10,000 ± 10% 
25,000 ± 10% 

Resistance 
50,000 ± 10% 

100,000 ± 10% 
250,000 ± 10% 
500,000 ± 10% 
1.0 Meg ± 20% 
2.5 Meg ± 20% 
5.0 Meg ± 20% 

STOCK VALUES OF TYPES PQ, RQ, RQL 

CONTROLS AND MULTISECTIONS 

~ITAPER TYPE PQ TYPE RQ TYPE RQL M U L TISECTIO NS 
500 A PQll-103 RQll-103 RQLll-103 Mll-I03 

1,000 A PQll-108 RQll-108 RQLll-108 Mll-I08 
2,000 A PQll-110 RQll-110 RQLll-110 Mll-110 
3,000 A PQll-1l2 RQl1-112 RQLl1-112 Mll-1l2 
5,000 A PQll-114 RQ11-114 RQLll-114 Mll-1l4 
7.500 A PQll-115 RQl1-115 - -

10K A PQll-1l6 RQll-1l6 RQLll-1l6 Mll-1l6 
10K C PQ13-116 RQ13-116 - -
10K D PQ14-116 RQ14-116 - -
10K Q - - - M17-116 
20K A 
25K A 

PQll-119 RQll-1l9 RQUl-1l9 -PQll-120 RQl1-120 RQLll-120 Mll~120 
25K D PQ14-120 RQ14-120 - -
30K A PQll-121 RQll-121 RQLl1-121 Ml1-121 
50K A PQl1-123 RQl1-123 RQLl1-123 Mll-123 
50K C PQ13-123 RQ13-123 RQU3-123 -
50K D PQ14-123 RQ14-123 - -

lOOK A PQl1-128 RQll-128 RQLll-128 Ml1-128 
lOOK C PQ13-128 RQ13-128 - M13-128 
200K A PQll-129 RQl1-129 RQLl1-l29 -
250K A PQl1-130 RQl1-130 RQLll-130 Mll-130 
250K C PQ13-130 RQ13-130 RQLI3-130 M13-130 
500K A PQll-133 RQll-133 RQUl-133 Mll-133 
500K C PQ13-133 RQ13-133 RQU3-133 M13-133 
1.0 Meg. A PQll-137 RQl1-137 RQLll-137 M11-137 
1.0 Meg. C PQ13-137 RQ13-137 RQU3-137 M13-137 
1.5 Meg. A PQl1-138 RQll-138 RQUl-138 -
1.5 Meg. C - - - M13-138 
2.0 Meg. A PQll-139 RQll-139 RQUl-139 M11-139 
2.0 Meg. C PQI3-139 RQI3-139 RQU3-139 M13-139 
2.5 Meg. A PQll-239 RQll-239 RQLll-239 -
3.0 Meg. A PQll-l40 RQll-140 RQLll-140 -
3.0 Meg. C PQ13-140 RQ13-140 - M13-140 
3.0 Meg. Q - - - M17-140 
5.0 Meg. A PQll-141 RQl1-141 RQLll-141 Ml1-141 

10.0 Meg. A PQll-143 RQll-143 RQL11-143 Ml1-143 

© U.c.P., Inc. 

MUL TISECTIONS 
IRC MUL'l'ISECTIONS are complete control sections 
that can be added like a switch to any Q, PQ, RQ 
or RQL Control. With these units, the Radio Tech­
nician or Engineer Is provided with an endless 
variety of dual, triple or even quadruple controls. 

Duals assembled from IRC MULTISECTIONS will accommodate Type 76 
switehes. Available in a selection of 25 values, as shown in following 
table. Each MULTISECTION adds if" to basic control. 

DUALS AND TRIPLES 
LRC Type PQ, RQ and RQL Industrial Controls are supplied as single 
controls. Duel Control and Triple Control combinations are available 
by adding IRC MULTISECTIONS. 

Constructed with %-32 x %" bushing and %" diameter. full round 
shaft 3" long from mounting face. 

STOCK 

TYPE WPRL 

A new line of IRC distributor Indus­
trial controls with short screw-driver 
slot shaft 1,4" diameter and approxi­
mately .112" -long from mounting face. 
with %" locking type bushing and 
locking nut. 10% resistance tolerance. 
Linear taper. 

VALUES OF TYPE WP AND 
WPRL CONTROLS AND MULTISECTIONS 

*MAX. 
. Current Multl-

Ohms Taper in Amps Type WP Type WPRL sections 

2 U (Lin.) 1.414 WP2 WPRL2 
8 U 1.152 WP3 WPRL3 
5 U .895 WP5 WPRL5 
6 U .817 WP6 WPRL6 
8 U .70; WP8 WPRL8 

10 U .633 WPIO WPRLIO 
15 U .517 WP15 WPRL15 
20 U .447 WP20 WPRL20 
25 U .400 WP25 WPRL25 
30 U .365 WP30 WPRL30 
40 U .316 WP40 WPRL40 
50 U .283 WP50 WPRL50 WM50 
60 U .258 WP60 WPRL60 
75 U .231 WP75 WPRL75 

100 U .200 WP100 WPRL100 WM100 
200 U .141 WP200 WPRL200 WM200 
250 U .126 WP250 WPRJJ2fiO WM250 
300 U .ll5 WP300 WPRL300 
400 U .100 I WP400 WPRL400 
500 U .090 WP500 WPRL500 WM500 
750 U .073 WP750 WPRL750 

1.000 U .063 WP1000 WPRL1000 WMI000 
1.500 U 052 WP1500 WPRL1500 WM1500 
2.000 U .045 WP2000 WPRL2000 WM2000 
2.500 U .040 WP2500 WPRL2500 WM2500 
3.000 U .036 WP3000 WPRL3000 WM3000 
4.000 U .031 WP4000 WPRL4000 
5.000 U .02' WP5000 WPRL5000 WM5000 
1.500 U .02' WP7500 WPRL7500 
7.500 L .016 WM1500L 

(L.R.Log.) 
10.000 U .020 WPIOOOO WPRL10000 WM10000 
15.000 U .0163 WP15000 WPRL15000 
20.000 U .014 WP20000 WPRL20000 
25.000 U .0126 WP25000 WPRL25000 
30.000 U .Oll5 WP30000 WPRL30000 
40.000 U .010 WP40000 WPRL40000 
50.000 U .0089 WP50000 WPRL50000 

* Maximum current Is given for a single control operating a.t an ambien1 
temperature of 40°C apd mounted on a metal ChMSls. Multiple controls 
must be so d~rated that hot spot tempera.ture (ambient plus tempera-
tUre rise) will not exceed 110°C on any winding. 
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SECTION 4700 I 

RESISTEG COATED ADJUSTABLE 
POWER WIRE WOUND RESISTORS 

The adjustable feature of these IRC resistors provides 
an ideal solution to odd resistance values and to 
handling a variety of line voltages. For voltage di­
vider applications, one or more adjustable bands may 
be used. 

IRC adjustable power resistors are standard Resisteg 
coated tubular units with a track of exposed wire to 
allow for adjustment. Adjustable resistor wattage rat­
ings apply only when all the resistance is in the cir­
cuit. Resistor should' not be adjusted with voltage 
applied. 

TYPE 2DA 25 watts. Core si::e: 2" long x 9/16" dia. Termi­
nals: 12A. One adjustable band: type X-2.Resistance toler­
ance: ±10%. Mounting hardware' included: Z-1 brackets_ 
Standard package: 1. 

Ohms 
1 
2 
3 
5 
7.5 

10 
15 
20 
25 
50 
75 

100 
150 
200 
250 
300 
400 
500 
750 
800 

1000 

Maximum 
Mils Volts 
5000 5.00 
3450 7.07 
2880 8.66 
2236 11.1 
1825 13.7 
1580 15.8 
1290 19.4 
1118 22.3 
1000 25.0 

707 35.4 
577 43.3 
500 50.0 
408 61.2 
353 70.0 
316 79.0 
288 86.0 
250 100 
223 111 
185 137 
176 141 
158 158 

Ohms 
1250 
1500 
2000 
2250 
2500 
3000 
3500 
4000 
4500 
5000 
6000 
7000 
7500 
8000 
9000 

10K 
12K 
15K 
20K 
25K 

Maximum 
Mils Volts 
141 176 
129 193 
111 223 
105 237 
100 250 

91 274 
84 296 
79 316 
74 335 
70 353 
64 387 
59 418 
57 434 

'55 447 
52 474 
50 500 
45 548 
40 612 
35 707 
31 790 

TYPE SEA 75 watts. Core size: 5" long x 0/4" dia. Terminals: 
12A. One adjustable band. Resistance tolerance: ±10%. 
Mounting hardware included: Z-2 brackets. Standard pack­
age: ,. 

Maximum Maximum 
Ohms Mils Volts Ohms Mils Volts 1 8660 8.6 1500 223 335 2 6120 12.2 2500 173 432 

3 5000 15.0 5000 122 611 
4 4330 17.3 10K 86 866 5 3870 19.3 15K 70 1060 10 2740 27.4 20K 61 1224 25 1730 43.2 25K 54 1370 

50 1225 61.1 30K 50 1500 
100 866 86.6 40K 43 1732 250 548 137 50K 38 1936 
500 387 193 75K 31 2370 1000 274 274 lOOK 27 2740 

TYPE 8V.HA 160-175 watts. Core size: 8V." long x 1 Va" dia. 
Terminals: 4A. One adjustable band. Resistance tolerance: 
±10%. Mounting hardware included: Z-3 brackets. Standard 
package: 1. 

Maximum Maximum 
Ohms Mils Volts Ohms, Mils Volts 1 13228 13.2 1500 341 512 2 9350 18.7 2500 264 661 . 

3 7640 22.9 5000 187 935 4 6620 26.4 10K 132 1322 5 5920 29.7 15K 108 1620 10 4180 41.8 20K 93 1870 25 2640 66.1 25K 83 2090 50 1870 93.5 30K 76 2291 100 1322 132 40K 66 2645 250 837 209 50K 59 2960 500 592 296 75K 48 3620 1000 418 418 lOOK 41 4180 
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TYPE 10/4AA 10-12 watts. Core size: 10/4" long by'5/16" dia. 
Terminals: 12A. One adjustable band: type A. Resistance 
tolerance: ±10%. Standard package: 1. Mounting hardware 
included: ZoO brackets. 

Ohms 
1 
2 
3 
5 
7.5 

10 
15 
20 
25 
50 
75 

100 
150 
200 
250 
300 
350 
400 
500 
600 

Maximum 
Mils Volts 
3470 3.47 
2450 4.90 
2000 6.00 
1550 7.75 
1266 9.49 
1095 10.9 
895 13.4 

, 775 15.5 
693 17.3 
490 24.5 
400 30.0 
346 34.6 
283 42.4 
24549.0 
219 54.7 
200 60.0 
185 64.8 
173 69.2 
ISS' 77.5 
141 84.8 

Ohms 
750 
800 

1000 
1250 
1500 
2000 
2250 
2500 
3000 
3500 
4000 
4500 
5000 
6000 
7000 
7500 
8000 
8500 
9000 

10K 

Maximum 
Mils Volts 
126 99.8 
122 97.9 
109 109 

98 122 
89 134 
77 155 
73 164 
69 173 
63 189 
58 204 
54 219 
51 232 
49 245 
44 268 
41 290 
40 300 
38 310 
37 319 
36 328 
34 346 

TYPE 4DA 50 watts. Core size: 4" long x 9/16" dia. Ter­
minals: 12A. One adjustable band. ReSistance tolerance: 
±10%. Mounting hardware included: Z-2 brackets. Stand­
ard package: 1. 

Ohms 
1 
2 
3 
4 
5 

10 
25 
50 
75 

100 
150 
200 
250 
300 
400 
500 
750 
800 

1000 
1250 
1500 
2000 
2250 

Maximum 
Mils Volts 
7070 7.07 
5000 10.00 
4080 12.20 
3540 14.10 
3160 15.80 
2236 22.3 
1415 35.3 
1000 50.0 
816 61.2 
707 70.7 
578 86.6 
500 100 
448 111 
408 122 
353 141 
316 158 
258 193 
250 200 
224 223 
200 249 
182 273 
158 316 
149 334 

Ohms 
2500 
3000 
3500 
4000 
4500 
5000 
6000 
7000 
7500 
8000 
9000 

10K 
12K 
15K 
20K 
25K 
30K 
40K 
50K 
60K 
80K 

lOOK 

Maximum 
Mils Volts 
141 353 
129 387 
119 417 
112 447 
105 474 
100 500 

91 547 
84 59,1 
81 612 
79 632 
74 670 
70 707 
64 775 
57 866 
50 1000 
44 1118 
40 1224 
35 1414 
31 1580 
28 1732 
25' 2000 
22 2230 

TYPE 6V.EA 100 watts. Core size: 6V~ long x 0/4" dia. Ter­
minals: 12A. One adjustable band. ReSistance tolerance: 
±10%. Mounting hardware included: Z-2 brackets. Standard 
package: 1. 

Maximum Maximum 
Ohms Mils Volts Ohms Mils Volts 

1 10000 10.0 1500 258 387 
2 7070 14.1 2500 200 500 
3 5770 17.3 5000 141 707 
4 5000 20.0 10K 100 1000 
5 4470 22.4 15K 81 1224 

10 3160 31.6 20K 70 1414 
25 2000 50.0 25K 63 1581 
50 1414 70:7 30K 57 1732 

100 1000 100 40K 50 2000 
250 632 158 50K 44 2236 
500 447 224 75K 36 2738 

1000 316 316 lOOK 31 3160 

TYPE 101hHA 200-225 watts. Core size: 10V2" long x 1Va" 
dia. Terminals: 4A. One adjustable band. Resistance toler­
ance: ±10%. Mounting hardware included: Z-3 brackets. 
Standard package: 1. 

Maximum Maximum 
Ohms Mils VoltS Ohms Mils Volts 

1 15000 15.0 1500 387 580 
2 10600 21.2 2500 300 750 
3 8660 25.9 5000 212 1060 
4 7500 30.0 10K 150 1500 
5 6708 33.5 15K 122 1830 

10 4750 47.4 20K 106 2120 
25 3000 75.0 25K 95 2370 
50 2120 106 30K 86 2600 

100 1500 150 40K 75 3000 
250 950 237 50K '67 3350 
500 670 335 75K 54 4100 

1000 475 474 lOOK 47 4750 
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SECTION 4700 

RESISTEG COATED FIXED 
POWER WIRE WOUND RESISTORS 

TYPE 1 A-5-S watts. Resisteg coating. Core size: 1" long x 5/16" TYPE 1 :v.A 10-12 watts. Resisteg coating. Core size: 1 %" long 
dia. Terminals: 13A. Resistance tolerance: ±5%. Mounting hard- x 5/16" dia. Terminals: 13A. Resistance tolerance: ±5%. Mounting 
ware included: none. Standard package-5. hardware included: none. Standard package-5. 

Maximum Maximum Maximum Maximum Maximum Maximum Ohms Mils Volts Ohms Mils Volts Ohms Mils Volts Ohms Mils Volts Ohms Mils Volts Ohms Mils Volts 1 2830 2.83 200 200 40.0 2250 59 134 1 3470 3.47 350 185 64.7 7000 41 287 1.5 2310 3.47 225 188 42.4 2500 56 141 1.5 2830 4.24 400 173 69.2 7500 40 300 2 2000 4.00 250 179 44.7 3000 51 155 2 2450 4.90 450 163 73.3 8000 38 304 3 1632 4.90 300 163 49.0 3500 47 167 3 2000 6.00 500 155 77.5 8500 37 319 4 1414 5.66 350 151 52.9 4000 44 179 4 1732 6.93 600 141 84.6 9000 36 328 5 1265 6.32 400 141 56.6 4500 42 189 5 1550 7.75 700 131 91.7 10K 34 340 7.5 1032 7.75 450 133 60.0 5000 40 200 7.5 1266 9.49 750 126 94.5 11K 33 363 10 894 8.94 500 126 62.2 6000 36 219 10 1095 10.9 800 122 97.6 12K 31 372 12 817 9.80 600 115 69.3 7000 33 236 12 1000 12.0 900 115 103 12.5K 31 387 15 731 10.9 700 107 75.0 7500 32 245 15 895 13.4 1000 109 109 13.5K 29 391 20 633 12.6 750 103 77.5 8000 31 253 20 775 15.5 1100 104 114 15K 28 420 25 566 14.1 800 100 80.0 9000 29 268 25 693 17.3 1200 100 120 16K 27 432 30 517 15.5 900 94 85.0 10K 28 283 30 633 19.0 1250 98 122 17.5K 26 458 35 478 16.7 1000 89 89.5 12.5K 25 316 35 586 20.5 1500 89 133 18K 25 464 40 447 17.9 1100 85 94.0 15K 23 346 40 548 21.9 1750 83 145 20K 24 480 50 400 20.0 1200 81 98.0 17.5K· 21 374 50 490 24.5 2000 77 154 22.5K 23 517 75 327 24.5 1250 80 100 20K' 20 400 75 400 30.0 2250 73 164 25K 21 525 100 283 28.3 1500 73 109 22.5K· 18 424 100 346 34.6 2500 69 172 30K 20 600 125 253 31.6 1750 67 118 25K' 17 447 125 310 38.7 3000 63 189 35K 18 630 150 231 34.6 2000 63 126 150 283 42.4 3500 58 199 40K 17 680 ·No. 1 Terminal 200 245 49.0 4000 54 216 45K 16 720 
225 231 51.9 4500 51 229 50K 15 750 
250 219 54.7 5000 49 245 TYPE 2C 20 watts. Resisteg coating. Core size: 2" long x 7/16" 300 200 60.0 6000 44 264 dia. Terminals: 13A. Resistance tolerance: ±5%. Mounting hard-

ware included: none. Standard package-5. 

Maximum Maximum Maximum 
Ohms Mils Volts Ohms Mils VOlts Ohms Mils Volts 

1 4470 4.47 900 149 134 12.5K 40 500 TYPE 20 25 watts. Resisteg coating. Core size: 2" long x 9/16" 
2 3160 6.32 1000 141 141 15K 36 547 dia. Terminals: 12A. Resistance tolerance: ±5%. Mounting hard-
3 2580 7.74 1200 129 155 20K 31 632 ware included: I-I brackets. Standard package-1. 
4 2236 8.94 1250 126 158 25K 28 707 
5 2000 10.0 1500 115 173 30K 25 775 Maximum Maximum Maximum 10 1415 14.1 1750 107' 187 35K 23 836 Ohms Mils Volts Ohms Mils Volts Ohms Mils Volts 25 894 22.3 2000 100 200 40K 22 894 1 5000 5.00 500 223 111 12K 45 548 50 633 31.6 2250 94 211 45K 21 948 2 3540 7.07 750 185 137 15K 40 612 75 517 38.7 2500 89 222 50K 20 1000 3 2880 8.66 800 176 141 20K 35 707 100 447 44.7 2750 85 234 55K 19 1048 4 2500 10.0 1000 158 158 25K 31 790 150 365 54.8 3000 81 245 60K 18 1095 5 2236 11.1 1500 129 193 30K 28 866 200 316 63.2 3500 75 264 65K 17 1140 10 1580 15.8 2000 III 223 35K 26 935 250 282 70.7 4000 70 283 70K 16 1180 15 1290 19.4 2500 100 250 40K 25 1000 300 258 77.4 4500 66 300 75K 16 1224 25 1000 25.0 3000 91 274 50K 22 1118 350 238 83.7 5000 63 316 80K 15 1264 50 707 35.4 3500 84 296 60K 20 1224 400 223 89.5 6000 57 346 85K' 15 1303 75 577 43.3 4000 79 316 70K 18 1320 500 200 100 7000 53 374 90K' 14 1340 100 500 50.0 5000 70 353 80K 17 1414 650 175 114 7500 51 387 95K' 14 1378 150 408 61.2 6000 64 387 lOOK 15 1580 700 169 118 8000 50 400 lOOK' 14 1414 200 353 70.7 7500 57 434 750 163 122 9000 47 424 250 316 79.0 10K 50 500 800 158 126 10K 44 447 

·No. 1 Terminal 

TYPE 40 50 watts. Resisteg coating. Core size, 4" long x 9/16" dia. TYPE: 6'12E 100 watts. Resisteg coating. Core size: 6'12" long x Terminals: 12A. Resistance tOlerance: ±5%. Mounting hardware %" dia. Terminals: 12A. Re'sistance tolerance: ±5%. Mounting included: I-I brackets. Standard package-I. hardware included: Z-2 bra:kets. Standard package-I. 
Maximum Maximum Maximum 

Maximum Maximum Maximum Ohms Mils Volts Ohms Mils VOlts Ohms Mils Volts 
Ohms Mils Volts Ohms Mils VOlts Ohms Mils Volts 1 7070 7.07 750 258 193 20K 50 1000 

1 10000 10.0 150 818 122 10K 100 1000 2 5000 10.00 800 250 200 25K 44 1118 
3 4080 12.20 1000 224 223 35K 38 1322 2 7070 14.1 250 632 158 15K 81 1224 
4 3540 14.10 1500 182 273 50K 31 1580 3 5770 17.3 500 447 224 20K 70 1414 
5 3160 15.80 2000 158 316 75K 25 1936 4 5000 20.0 750 365 274 25K 63 1581 

10 2236 22.3 2500 141 353 lOOK 22 2230 5 4470 2'2.4 1000 316 316 30K 57 1732 
25 1415 35.3 3000 129 387 125K 20 2500 10 3160 31.6 1500 258 387 40K 50 2000 
50 1000 50.0 4000 112 447 150K 18 2738 25 2000 50.0 2000 223 447 50K 44 2236 
75 816 61.2 5000 100 500 175K 16 2958 50 1414 70.7 2500 200 500 60K 40 2449 

100 707 70.7 7500 81 612 200K 15 3160 75 1155 86.6 3000 182 547 75K 36 2738 
150 578 86.6 8000 79 632 250K 14 3530 100 1000 100 5000 141 707 lOOK 31 3160 
200 500 100 10K 70 707 125 895 111 7500 115 865 
250 448 111 12K 64 775 
500 316 158 15K 57 866 

TYPE 81/2H 160-175 watts. Resisteg coating. Core size: 81/2" long TYPE 101f2H 200-225 watts. Resisteg coating. Core size: 10'12" 
x 11/8" dia. Terminals: 4A. Resistance tOlerance: ±5%. Mounting long x 1'18" dia. Terminals: 4A Resistance tolerance: ±5%. Mount-
hardware included: 1-3 brackets. Standard package-I. ing hardware included: 1-3 brackets. Standard package-I. 

Maximum Maximum Maximum Maximum Maximum Maximum Ohms Mils Volts Ohms Mils VOlts Ohms Mils Volts Ohms Mils Volts Ohms Mils VOlts Ohms Mils Volts 
1 13228 13.2 150 1080 162 10K 132 1322 1 15000 15.0 250 950 237 15K 122 1830 2 9350 18.7 250 837 209 15K 108 1620 2 10600 21.2 500 670 335 20K 106 2120 3 7640 22.9 500 592 296 20K 93 1870 3 8660 25.9 750 548 410 25K 95 2370 4 6620 26.4 750 483 362 25K 83 2090 4 7500 30.0 1000 475 474 30K 86 2600 5 5920 29.7 1000 418 418 30K 76 2291 5 6708 33.5 1500 387 580 40K 75 3000 10 4180 41.8 1500 341 512 40K 66 2645 10 4750 47.4 2000 335 670 50K 67 3350 25 2640 66.1 2000 296 591 50K 59 2960 25 3000 75.0 2500 300 750 60K 61 3675 50 1870 93.5 2500 264 661 60K 54 3240 50 2120 106 3000 274 820 75K 54 4100 75 1525 114 3000 241 724 75K 48 3620 75 1730 129 5000 212 1060 lOOK 47 4750 100 1322 132 5000 187 935 lOOK 41 4180 100 1500 150 7500 173 1300 125 1180 148 7500 152 1145 150 1225 183 10K 150 1500 
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I· SECTION 4700 

RESISTEG COATED FIXED 
POWER WIRE WOUND RESISTORS 

RW31V 14 watts, military stamping, no 
hardware: Standard package: 1. 

Ohms Ohms Ohms Ohms Ohms Ohms 

1.0 4.5 20 90 400 1800 
1.1 5.0 22 100 450 2000 
1.2 5.6 25 110 500 2200 

MILITARY STYLE POWER RESISTORS 
1.4 6.3 28 120 560 2500 
1.6 7.1 31 140 630 2800 

IRC's exclusive Resisteg Coating accounts directly for 1.8 8.0 35 160 710 3100 
the superior stability of IRC power resistors. This 2.0 9.0 40 180 800 3500 
coating is cured at temperatures below 205°F.-lOOO° ' 2.2 10 45 200 900 4000 
less than required for other type coats. With low tem- 2.5 11 50 220 1000 4500 
perature curing, winding turns do not shift together. 2.8 12 56 250 1100 5000 
The wire is not "work-hardened" since excessive ten- 3.1 14 63 .280 1200 5600 
sion is not needed to prevent shifting. There are no 3.5 16 71 310 1400 6300 
failures from arc-over. And, RESISTEG COATED 4.0 18 80 350 1600 
POWER RESISTORS NEED NO DERATING-even 
at high resistance values they operate at FULL RAT-
ED POWERI Low-temperature cured. Resisteg is an RW32V 17 watts, military stamping, no 
exclusive IRC feature. hardware. Standard package: 1. 

Ohms Ohms Ohms Ohms Ohms Ohms 

RW29V 11 watts, military stamping, no 1.0 5.0 25 120 630 3100 
hardware. Standard package: 1. 1.1 5.6 28 140 710 3500 

1.2 6.3 31 160 800 4000 
Ohms Ohms Ohms Ohms Ohms Ohms 1.4 7.1 35 180 900 4500 

1.0 4.5 20 90 400 1800 1.6 8.0 40 200 1000 5000 

1.1 5.0 22 100 450 2000 1.8 9.0 45 220 1100 5600 

1.2 5.6 25 110 500 2200 2.0 10 50 250 1200 6300 

1.4 6.3 28 1·20 560 2500 2.2 11 56 280 1400 7100 

1.6 7.1 31 140 630 2800 2.5 12 63 310 1600 8000 

1.8 8.0 35 160 710 3100 2.8 14 71 350 1800 9000 

2.0 9.0 40 180 800 3500 3.1 16 80 400 2000 10K 

2.2 10 45 200 900 4000 3.5 18 90 450 2200 

2.5 11 50 220 1000 4500 4.0 20 100 500 2500 

2.8 12 56 250 1100 5000 4.5 22 110 560 2800 

3.1 14 63 280 1200 5600 
3.5 16 71 310 1400 
4.0 18 80 350 1600 RW33V 26 watts, military stamping, no 

hardware. Standard package: 1. 

,RW3DV 11 watts, military stamping, no Ohms Ohms Ohms Ohms Ohms Ohms 
hardware. Standard package: 1. 

1.0 5.6 31 180 1000 5600 

Ohms Ohms Ohms Ohms Ohms Ohms 1.1 6.3 35 200 1100 6300 
1.2 7.1 40 220 1200 7100 

1.0 4.0 16 63 250 1000 1.4 8.0 45 250 1400 8000 
1.1 4.5 18 .71 280 1100 1.6 9.0 50 280 1600 9000 
1.2 5.0 20 80 310 1200 1.8 10 56 310 1800 10K 
1.4 5.6 22 90 350 1400 2.0 11 63 350 2000 11K 
1.6 6.3 25 100 400 1600 2.2 12 71 400 2200 12K 
1.8 7.1 28 110 450 1800 2.5 14 80 450 2500 14K 
2.0 8.0 31 120 500 2000 2.8 16 90 500 2800 16K 
2.2 9.0 35 140 560 2200 3.1 18 100 560 3100 18K 
2.5 10 40 160 630 2500 3.5 20 110 630 3500 
2.8 11 45 180 710 4.0 22 120 710 4000 
3.1 12 50 20b 800 4.5 25 140 800 4500 
3.5 14 56 220 900 5.0 28 160 900 5000 
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SECTION 4700 

AXIAL LEAD 
POWER WIRE WOUND RESISTORS 

These popular axial lead power resistors are the industry 
favorites for 5 and 10 watt applications. The compact 
shape fits among other components more easily. The 
axial lead design speeds installation. And, the superior 
solderability of the terminals assures sound connections 
every time. 
A precisely wound element is sealed in a ceramic case­
fully protected and insulated. Conservative rating per­
mits continuous operation at full power. Resistance, watt­
age and tolerance are _ permanently marked on resistor 
body. Standard tolerance is 10%. 
Popular Assortment of 20 PW10 resistors is available for 
handy bench stock. The values are selected on the basis of 
10 watt usage. Resistors are mounted on plastic covered 
card with hole for hanging. Assortment 20A. 

IRC PW5 and PWIO 
Derating Curve For High Ambient Temperature 

100 

i'. 
STANDARD STOCK VALUES 

....... 
~ 10 

"" 1'0.. 

~ .... 
r"-

PW5 PW10 
Ohms: 1 50 600 2250 Ohms: 1 120 1000 6000 

2 75 700 2500 2 125 1200 7000 
3 100 750 3000 3 150 1250 7500 
4 120 800 3300 4 200 1500 8000 
5 125 820 3500 5 250 1750 8200 
7.5 150 900 3900 7.5 300 2000 8500 

10 200 1000 4000 10 350 2250 9000 
15 250 1200 4500 15 400 2500 10,000 
20 300 1250 5000 20 500 3000 12,000 
25 350 1500 6000 25 600 3300 12,500 
30 400 1750 30 700 3500 15,000 20 

40 500 2000 40 750 (3900 20,000 
50 800 4000 25,000 
75 820 4500 

100 900 5000 o 
20 40 60 80 100 120 

AMBIENT TEMPERATURE-DEGREES CENTIGRADE 

POWER WIRE WOUND RESISTOR HARDWARE, 

TERMINALS 
BRACKETS r:- ~ Type 1 Type 4A 

~ Available for some values For 8)12H, 8)12HA, lO)I2H h- -
in Type IA and 2C and IO)l2HA ~G,,-

q~ " '\ ~~F -- K 

~t D E c~. Hor. --
#19 1&$ Go. . ,.'%.' To CI,o' 

I~ D 1.036 Dia.1 
% .l:r'Screw 

1...: BRACKET USE WITH RESISTOR ~ ... j.. TYPE O.D. TYPE B C D E F G K 

Z·O ;(/' A '%2" ~" 7ft 'J(.{' '%4" 'Ul' Core Length + '%2" 

z.I '!1,,1' 0 I%." "," 7f6" 'J£t M6/~ '%i' Core L~ngth + %" 
Type 12A Type 13A 

Z-2 %" E l~" %" %" 1~" 'Jll' 2764" Core Length + '){o" For I%AA, 20, 20A, 40, For lA, I%A and 2C 
4DA, SEA, S)I2E and S)I2EA Z-3 lYa" H 2X6n 'J16" }-2" 3-1"6" '%2" !t.\" Core Length + '~o" 

~~, 
Z-4 ~I' C %" 2"'64" X" %4" %." %4" Core Length + )12" 

~~ 'At""" . .~ .. .' - T 
BANDS l~H$ld.lllh ' , .. "."Sld.lgth ADJUSTABLE -;'lJji-: lel'l,lhl , '»r leng,h, . 

H." ~". , .. ';."=' .... Hoi, ~ To 6" Special m ".'8 US 
To CI~ar Go ;~ ~~:.. J.. 1 C;;'i:"! Resistor Band Resistor Band =~ Sc..... , 1.03~ Dia 1 

l%AA A SEA, SY.EA E 
20A, 40A 0 8)12HA, IO)l2HA H 
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SECTION 4700 

MULTI-RANGE POWER RESISTORS 

5 TYPES COVER 
200 VALUES 

(Yz to 50,000 ohms) 

IRC TYPE MRl MULTI-RANGE RESISTOR 
Provides exceptionally broad coverage of ten-watt resistors be­
tween 0.5 ohm and 15 ohms. The MRI Multi-Range Resistor 
has elements of 1, 2, 4, and 8 ohms. 
ohms: 0.5 0.91 2.2 3.0 4.8 9.1 

0.56 1.0 2.4 3.3 5.0 10 
0.62 1.1 2.5 3.6 5.6 11 
0.68 1.2 2.6 3.9 6.0 12 
0.75 1.3 2.7 4.0 7.0 13 
0.8 1.5 2.75 4.5 8;0 14 
0.82 1.6 2.8 4.6 8.2 15 
0.9 2.0 2.9 4.7 9.0 

IRC TYPE MR3MULTI-RANGE RESISTOR 
Provides exceptionally broad coverage of ten-watt reSistors b~­
tween 50 ohms and 1500 ohms .. The MR3 Multi-Range Re­
sistor has elements of 100, 200, 400, and 800 ohms. 
ohms. 50 91 220 300 480 910 

66 100 240 330 500 1000 
62 110 250 860 560 1100 
68 120 260 890 600 1200 
76 130 270 400 700 1300 
80 150 276 450 800 1400 
82 160 280 460 820 1500 
90 200 290 470 900 

I RC TYPE MR5 MULTI-RANGE RESISTOR 
Provides exceptionally' broad coverage of ten-watt resistors be­
tween 3K and 50K. The MRS Multi-Range Resistor has ele­
ments of 10K, 10K, 15K, and 15K ohms. 
ohms: 3K 7.5K 15K 30K 

5K 10K 20K 40K 
6K 12.5K 25K 50K 

ANOTHER MULTI-RANGE FEATURE 
... EXCLUSIVE IRC HANDY -PAKS I 

For greater convenience and ease of 
stocking and handling, Multi-Range 
Resistors are supplied in Handy-Paks 
only ... 2 of a type to a Pak. Sliql­
line plastic sleeve protects modern, 
reusable package which opens at both 
ends. 

ular resistance 
aged. 

NEW 
FUSE RESISTOR 

IRe TYPE FR 
New IRC Fuse-Resis­
tor. Modern design in 
rectangular ceramic 
shell. Equipped with 
plug-in t'erminals. 
Available in three pop­

values. Attractively pack-

FRS -Fuse-Resistor 5.0 ohms 

FR5.6-Flise-Resistor 5.6 ohms 

FR7.5-Fuse-Resistor 7.5 ohms 

Page 1128 • The MASTER - 26th Edition 

COMPLETE 10-WATT COVERAGE 
This sensational resistor means that never again 
will technicians or serviceme~ need to be delayed 
to order an odd resistance 'lllue. 5 Multi-Range 
Resistors cover all 10-watt nj:leds ... 200 values, 
0..5 to 50,000 ohms! This unit consists .of four ten­
watt resistance elements sealed ina special stea­
tite housing. Various interconnections of the 
elements provide replacement for 47 different 
values, except for the MR5 Multi-Range Resistor. 
Axial leads speed serving . . . Conservatively 
rated-10 watts or more. 

IRC TYPE MR2 MULTI-RANGE RESISTOR 
Provides exceptionally broad coverage of .ten-watt 
resistors between 5 ohms and 150 ohms. The MR2 
Multi-Range Resistor has elements of 10, 20, 40 
and 80 ohms. 
ohms: 5.0 9.1 22 30 48 91 

5.6 10 24 38 50 100 
6.2 11 25 36 56 110 
6.8 12 26 39 60 120 
7.5 13 27 40 70 13n 
8.0 15 27.5 45 80 140 
8.2 16 28 46 82 150 
9.0 20 29 47 90 

IRC TYPE MR4 MULTI-RANGE RESISTOR 
Provides exceptionally broad coverage of ten-watt 
resistors between 500 ohms and 15K ohms. The 
MR4 Multi-Range Resistor has elements of 1K, 
2K, 4K, and 8K ohms. 
ohms: 500 910 

660 lK 
620 1.1K 
680 1.2K 
750 1.3K 
800 1.5K 
820 1.6K 
900 2K 

2.2K 
2.4K 
2.5K 
2.6K 
2.7K 
2.75K 
2.8K 
2.9K 

3K 
3.3K 
3.6K 
8.9K 
4K 
4.5K 
4.6K 
4.7K 

4.8K 
5K 
5.6K 
6K 
7K 
8K 
8.2K 
9K 

9.1K 
10K 
11K 
12K 
13K 
14K 
15K 

MULTI-RANGE KIT #55 ASSORTMENT 
Complete 10-watt power resistor coverage at your fingertips. 
Your stock is always visible. 
Identification of type, value, 
etc. shows through the plastic 
case. You always know what 
you have, and have what is 
needed with an IRC Multi­
Range Resistor Kit. 
Kit .gives complete 10-watt 
coverage of 200 values. Con­
tains 5 Handy-Paks - 2 of 
each Type MR resistor . . . 
10 Multi-Range units. Rig­
id, clear-plastic box with 
hinged lid. Measures only 
5'4" x 3%" x 1'4". 

IRe DUAL DIODES 

New IRC Universal SeleniUm Dual Diodes for horizon­
tal phase detectors and remote control in TV Recelv· 
ers. Also used in radio control devices for model 
planes. and other circuits. Two basic types: (1) com­
mon cathode; (2) series diodes. Sealed In plastic hous­
Ing. Attractively packaged. 

D4 (replaces former Dl and D2). Common cathode 
dual diode to replace the following Mfrs.· Parts: G.E. 
K1l5J51{l-1. '2; l!!alllcraffer 027·300·226. 27C226; Hoff­
man 10031, 744002; Motorola 4SK741255; Phllco 34·S037. 
·1. -2. -3; Muntz (2)SR-0004. SR·OO06. 

D5 (replaces former D3). Series connected dual diode 
to replace the following Mfrs.' Parts: Admiral 96A5·2. 
93BS-3. -4. ·5; Citizenship Radio 34-S037; Emerson 
S17062; Magnavox 530045-1. ·2; Motorola 4SK741752, 
48B742698; Slivertone B48-110; Webcor 65P124; Zenith 
63-3977. 

D6 Common anode dual diode. universal replacement for Mfrs. parts. 
G.E. 66X1-11SJ966-2; Motorola 4SK751724, Packard Bell 72036; 
R.C.A. 10762S. D7 Common anode six cell dual diode. replacement 
for Motorola Part No. 48C65831A02. 
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SECTION 4700 

PRECISION WIRE WOUND RESISTORS 

RADIAL LUG TYPE 
IRe Type No. 
Rating in Watts 

65° C. Ambient 
Former MIL Rating 

Maximum Volts 
Dimensions '(inches) 

A Dimension 
B Dimension 
C Dimension 
D Dimension 
E Dimension 
F Dimension 

IRe Precision Wire Wound Resistors are designed and manufactured 
to exacting standards necessary to insure consistent accuracy in criti­
cal applications. 
The ceramic winding fonns have high insulating qualities, high me­
chanical strength and low coefficient of expansion. Insulation pro­
vides greater humidity protection and also contributes to longer 
trouble-free service. 
Maximum temperature coefficient of .0027% per degree e is standard 
on all IRe Precision Wire Wound Resistors at no added cost. 
IRe Precision Wire Wound Resistors have either radial lug or radial 
lead tenninal, designed to eliminate any strain on the winding. These 
tenninals offer excellent solderability. 

WW2J WW3J WW4J WW5J 

2 .50 1 1 
1 .35 .50 .50 

2000 400 700 1000 

2Ye ~6 1 1X 
2%2 1%2 1%2 2%2 

12%2 :Va 25~2 3l1'2 
2%2 % % ~2 
~6 ~6 ~6 ~6 
~6 ~6 ~6 ~6 

STANDARD STOCK VALUES, 1 % Tolerance (Lugs Only) 

Type WW2J Type WW3J Type WW4J Type WW5J 
Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms 

600K 0.1 1,500 30K 0.1 2,000 40K 600K 
750K 0.2 2,000 35K 0.2 2,500 50K 7S0K 
900K O.S 2,500 40K O.S 3,000 60K 900K 
1.0 Meg. 1.0 3,000 SOK 1.0 3,SOO 7SK 1.0 Meg. 
1.S Meg. S 3,SOO 60K S 4,000 lOOK 
2.0 Meg. 10 4,000 75K 10 S,OOO 12SK 
2.5 Meg. 2S S,OOO lOOK 2S 7,560 lS0K 

SO 7,SOO 12SK 50 10K 17SK 
100 10K· lS0K 100 12.5K 200K 
200 12.SK 17SK 200 lSK 22SK 
2S0 lSK 200K 2S0 20K 250K 
300 20K 22SK 300 22.SK 300K 
SOO 22.SK SOO 2SK 400K 

1,000 2SK 1,000 30K SOOK 
1,500 35K 

B 

Precision 
Wire Wound 

Lc---l 

Clearance Hole for 
. #6-32 Screw 

~" Die. Hole 

RADIAL LEAD TYPE 
IRC TYPE No. 

Rating in Watts 
65'C. Ambient 
Former Mil Rating 

Maximum Volts 
Dimensions 

WW10J 

.25 

.1S 
lS0 ~ 

l1li ... Wo .. ~d 

~ 

~ Y-!I 
rr¥ Clearance 

Hole 
) .. X 

lead Diameter (AWG) 
W Dimension 
X Dimension 
Y Dimension 
Z Dimension 
Clearance hole to fit 

*lengtns shown are standard. 2", 3" and 4" also available 
upon request. 

STANDARD STOCK VALUES: 1 % Tolerance (Leads Only) 

Ohms 
10 
2S 
SO 

100 
200 
250 
300 
SOO 

1,000 
1,SOO 

Type WW10J 
Ohms 
2,000 
2,SOO 
3,000 
3,SOO 
4,000 
S,OOO 
7,SOO 

10K 
12.SK 

lSK 

Ohms 
20K 
25K 
30K 
40K 
SOK 
60K 
7SK 

lOOK 

Special non-stock types, tolerances and values available on request. 

© U.C.P., Inc. 
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~ ~ - 1-: 
WW22J WW22J 

~ 1 
-iL-y-IJ-y--IL-.l 

t 
X 
! 

I 
Clearance 

Hole 
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SECTION 4700 

CLOSE TOLERANCE PRES.STORS 

UNMOLDE'D DEPOSITED CARBON 
TYPE DC 1 % ACCURACY. 1.1, & 2 WATTS 

STYLE RN20X, RN25X, RN30X (MIL-R-10509B) 
IRC Deposited Carbon Precision Resistors offer a 
unique combination of close tolerance, stability and 
economy. Pure crystalline carbon is bonded to selected 
ceramic cores to produce a resistor ideally suited to the 
requirements of instrumentation, advanced electronics 
and critical television circuits. 
Deposited Carbon Presistors provide a combination of 
characteristics not found in any other resistor type. The 
wide range of values, accuracy, high stability, low volt­
age coefficient, excellent frequency characteristics, pre­
dictable temperature characteristics, high voltage rat­
ing, low noise level and small size of PRESISTORS 
make them superior to many popular applications. 
IRC Type DC Deposited Carbon Presistors are avail­
able in three sizes: * watt (body size %6" x %2") 
M-Coat 1 watt (body size 1%6" x %2"), and 2 watts 
(body size 2%6" x %12"). Accuracy ±I% (25°C). 

MOLDED DEPOSITED CARBON 
TYPE MDe 1% ACCURACY. Y2 WAn 

STYLE RN70B (MIL-R-10509C) 
IRC's Molded Deposited Carbon Presistor is a precision 
film type resistor that incorporates the added advan­
tages of a fully insulated unit. The molded insulation 
provides improved load life characteristics, better insu­
lation resistance and greater resistance to moisture ef­
fects. The Molded Deposited Carbon Presistor provides 
all the advantages of the ceramic solder sealed types 
without the hazards of seal leakage, breakage and low 
dielectric strength. 
Type MDC Molded Deposited Carbon Presistors are 
particularly suited for applications where an unmolded 
deposited carbon unit cannot be used due to the risk 
of mechanical damage to its coating, insulation break­
down and excessive moisture conditions. 
Wattage Rating: * watt at 70°C. ambient (per MIL-R-
10509B) derated to 0 at I65 a C. Dimensions: 20/.12" x ~" 
(body size). ' 

MILITARY VALUES 
TYPE DCC-all values from 10 ohms to 2.0 meg. 
TYPE DCF-all values from 27.4 ohms to 4,99 meg. 

TYPE DCH-all values from 46.4 ohms to 4.99 meg. 
Type MDC-all values from 10 ohms to 2.49 meg. 

STANDARD STOCK, VALUES 
TYPE DCC - DEPOSITED CARBON PRESISTORS- Y2 WATT-M COAT -1% TOLERANCE 
Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms 
51.1 100 196 383 750 1470 2870 5620 11K 21.5K 42.2K 82.5K 162K 316K 619K 1.21 meg. 
56.2 110 215 422 825 1620 3160 6190. 12.1K 23.7K 46.4K 90.9K 178K 348K 681K 1.33 meg. 
61.9 121 237 464 909 1780 3480 6810 13.3K 26.1K 51.1K lOOK 196K 383K 750K 1.47 meg. 
68.1 133 261 511 1000 1960 3830 7500 14.7K 28.7K 56.2K 110K 215K 422K 825K 1.62 meg. 
75.0 147 287 562 1100 2150 4220 8250 16.2K 31.6K 61.9K 121K 237K 464K 909K 1.78 meg. 
82.5 162 316 619 1210 2370 4640 9090 17.8K 34.8K 68.1 133K 261K 511K 1.0 meg. 1.96 meg. 
90.9 178 348 681 1330 2610 5110 10K 19.6K 38.3K 75.0K 147K 287K 562K 1.1 meg. 

TYPE DCF - DEPOSITED CARBON PRESISTORS - 1 WATT-1% TOLERANCE 
Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms 
100 215 464 1000 2150 4640 10K 21.5K 46.4K lOOK 215K 464K 1.0 meg. 2.15 meg. 4.64 meg. 
110 237 511 • 1100 2370 5110 11K 23.7K 51.1K 110K 237K 511K 1.1 meg. 2.37 meg. 5.11 meg. 
121 261 .562 1210 2610 5620 12.1K 26.1K 56.2K 121K 261K 562K 1.21 meg. 2.61 meg. 5.62 meg. 
133 287 619 1330 2870 6190 13.3K 28.7K 61.9K 133K 287K 619K 1.33 meg. 2.87 meg. 6.19 meg. 
147 3~6 681 1470 3160 6810 14.7K 31.6K 68.1K 147K 316K 681K 1.47 meg. 3.16 meg. 6.81 meg. 
162 348 750 1620 3480 7500 16.2K 34.8K 75.0K 162K 348K 750K 1.62 meg. 3.48 meg. 7.50 meg. 
178 383 825 1780 ' 3830 8250 17.8K 38.3K 82.5K 178K 383K 825K 1.78 meg. 3,83 meg. 8,25 meg. 
196 422 909 1960 4220 9090 19.6K 42.2K 90.9K 196K 422K 909K 1.96 meg. 4.22 meg. 9.09 meg. 

10.0 meg. 

TYPE DCH - DEPOSITED CARBON PRESISTORS - 2 WATTS - 1 % TOLERANCE 
Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms 
196 619 1960 6190 19.6K 61.9K 196K 619K 1.96 meg. 6.19 meg. 
215 681 2150 6810 ·21.5K 68.1K 215K 681K 2.15 meg. 6.81 meg. 
237 750 2370 7500 23.7K 75.0K 237K 750K 2.17 mel!. 7.50 meg, 
261 825 2610 8250 26:1K 82.5K 261K 825K 2.61 meg. 8.25 meg. 
287 909 2870 9090 28.7K 90.9K 287K 909K 2.87 meg. 9.09 meg. 
316 1000 3160 10K 31.6K lOOK 316K 1.0 meg. 3.16 meg. 10.0 meg. 
348 1100 3480 11K 34.8K 110K 348K 1.1 meg. 3,48 meg. 
383 1210 3830 12,lK 38.3K 121K 383K 1.21 meg. 3.83 meg. 
422 1330 4220 13.3K 42.2K 133K 422K 1.33 meg. 4.22 meg. 
464 1470 4640 14.7K 46.4K 147K 464K 1.47 meg 4.64 meg. 
511 1620 5110 16.2K . 51.lK 162K 511K 1.62 meg . 5.11 meg. 
562 1780 5620 17.8K 56,2K 178K 562K 1.78 meg. 5.62 meg. 

TYPE MDC MOLDED DEPOSITED CARBON PRESISTORS - 1/2 WATT - 1 % TOLERANCE 
100 191 365 698 1330 2550 4870 9090 17,4K 33.2K 63.4K 121K 232K 442K 845K 1.62 meg. 
102 196 374 715 1370 2610 4990 9310 17.8K 34.0K 64.9K 124K 237K 453K 866K 1.65 meg. 
105 200 383 732 1400 2670 5110 9530 18.2K 34.8K 66.5K 127K 243K 464K 887K 1.69 meg. 
107 205 392 750 1430 2740 5230 9760 18.7K 35.7K 68.1K 130K 249K 475K 909K 1.74 meg. 
110 210 402 768 1470 2800 5360 1O.0K 19.1K 36.5K 69.8K 133K 255K 487K 931K 1.78 meg. 
113 215 412 787 1500 2870 5490 1O.2K 19,6K 37.4K 71.5K 137K 261K 499K 953K 1.82 meg. 
115 221 422 806 1540 2940 5620 1O.5K 20,OK 38.3K 73,2K 140K 267K 511K 976K 1.87 meg. 
118 226' 432 825 1580 3010 5760 1O.7K 20.5K 39.2K 75,OK 143K 274K 523K 1.00 meg. 1.91 meg. 
121 232 442 845 1620 3090 5900 11 ,OK 21.0K 40.2K 76.8K 147K 280K 536K 1.02 meg. 1.96 meg. 
124 237 453 866 1650 3160 6040 11.3K 21.5K 41.2K 78.7K 150K 287K 549K 1.05 meg. 2.00 meg. 
127 243 464 887 1690 3240 6190 11.5K 22.1K 42.2K 80.6 154K 294K 562K 1.07 meg. 2.05 meg. 
130 249 475 909 1740 3320 6340 11.8K 22.6K 43.2K 82.5K 158K 301K 576K 1.10 meg. 2.10 meg. 
133 255 487 931 1780 3400 6490 12.1K 23.2K 44.2K 84.5K 162K 309K 590K 1.13 m~g. 2.15 meg. 
137 261 499 953 1820 3480 6650 12,4K 23.7K 45.3K 86.6K 165K 316K 604K 1.15 meg. 2.21 meg. 
140 267 511 976 1870 3570 6810 12.7K 24.3K 46.4K 88.7K 169K 324K 6i9K 1.18 meg. 2.26 meg. 
143 274 523 1000 1910 3650 6980 13.0K 24.9K 47.5K 90.9K 174K 332K 634K 1.21 meg. 2.32 meg. 
147 280 536 1020 1960 3740 7150 13.3K 25.5K 48.7K 93.1K 178K 340K 649K 1.24 meg. 2.37 meg. 
150 287 549 1050 2000 3830 7320 13.7K 26.1K 49.9K 95.3K 182K 348K 665K 1.27 meg. 2.43 meg. 
154 294 562 1070 2050 3920 7500 14.0K 26.7K 51.lK 97.6K 187K 357K 681K 1.30 meg. 2,49 meg. 
158 301 576 1100 2100 4020 7680 14.3K 27.4K 52.3K lOOK 191K 365K 698K 1.33 meg. 
162 309 590 1130 2150 4120 7870 14.7K 28.0K 53.6K 102K 196K 374K 715K 1.37 meg. 
165 316 604 1150 2210 4220 8060 15.0K 28.7K 54.9K 105K 200K 383K 732K 1.40 meg. 
169 324 619 1180 2260 4320 15.4K 29.4K 56.2K 107K 205K 392K 750K 1.43 meg. 
174 332 634 1210 2320 4420 8250 15.8K 30.1K 57.6K 110K 210K 402K 768K 1.47 meg. 
178 340 649 1240 2370 4530 8450 16.2K 30.9K 59.0K 113K 215K 412K 787K 1.50 meg. 
182 348 665 1270 2430 4640 8660 16.5K 31.6K 60.4K 115K 221K 422K 806K 1.54 meg. 
187 357 681 1300 2490 4750 8870 16.9K 32.4K 61.9K 118K 226K 432K 825K 1.58 meg. 
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KNOB MASTER STANDARD FIXED SHAFT 

Standard shaft is knurled, ftatted and slotted and fits most knobs without 
alteration. For knurled or spring type push-on knobs, cut to length. 
For over-size, worn or web type knobs, split shaft slot lengthwise and 
spread ends. For positioned knobs. bend down control locating pins 
and rotate control base tor correet knob position. 

IRC's Type Q Control is the basic control for servicing all sets, It is 
carefully engineered to meet most replacement requirements with a minimum 14" LONG BUSHING 
stock. The quality appearance and "cushioned turn" of the Q Control 
assure customer satisfaction. Easier installation and dependable performance Shorter bushing and compact 15/16" design suit Q Controls to all small 
provide more profitable servicing. sets, yet handle large set needs as well. 

Type Type Q Type 
Ohms Taps Q Control Base·Element Taper Ohms Taps Q Control Base·Element Taper 

250 Qll-201 B11-201 A 250K 60K & 12K Q18-130XX B18-130XX S 
500 Q11-103 B11-103 A 300K Ql1-131 Bl1-131 A 
750 Q11-105 B11-105 . A 350K Ql1-132 Bll-132 A 
750 Q17-105 B17-105 P 350K Q13-132 813-132 C 
750 250 Q17-105X 817-105X S 350K 35K Q17-132X 817-132X S 

1000 Q11-108 811-108 A 
350K 75K Q18-132X 818-132X H 
500K Q11-133 811-133 A 

1000 Q17-108 817-108 P 500K Q13-133 813-133 C 1500 Q11-109 811-109 A 500K Q14-133 814-133 D 
1500 Q17-109 B17-109. Q 500K Q17-133 817-133 Q 
2000 Q11-110 811-110 A 500K 25K O17-133X 817-133X S 
2000 Q17-ll0 817-110 Q 500K 50K Q18-133X 818-133X S 
2000 250& 500 Q17-11OXX B17-110XX S 500K 125K Q13-133X 813-133X H 
2500 Q13-ll1 813-111 C 500K 250K Q19-133X 819-133X S 
2500 Q17-111 817-111 Q 500K 100K& Q18-133XX 818-133XX S 
3000 Ql1-112 811-112 A 200K 

600K Ql1-134 811-134 A 
3000 Q17-112 B17-112 Q 750K Ql1-136 811-136 A 
5000 Ql1-114 811-114 A 1.0 Meg. Ql1-137 811-137 A 
5000 Q13-114 B13-114 C 1.0 Meg. Q13-137 813-137 C 
5000 Q17-114 817-114 Q 1.0 Meg. Q14-137 814-137 D 
7500 Ql1-115 811-115· A 1.0 Meg. Q17-137 817-137 Q 

Ql1-116 
1.0 Meg. 35K Q17-137X B17-137X S 

10K Bl1-116 A 1.0 Meg. lOOK Q18-137X 818-137X S 
10K Q13-116 813-116 C 1.0 Meg. 250K Q13-137X 813-137X H 
10K QI4-116 B14-116 D 1.0 Meg. 500K Q19-137X 819-137X S 
10K Q17·116 B17-116 Q 1.0 Meg. 500K QVC-539X 8VC-539X S 15K 10K QI3-118X 813-118X S 1.0 Meg. 50K & Q17-137XX 

15K 5000& 10K Q13-118XX 813-118XX S lOOK 817-137XX S 
15K 5000 Q17-118X 817-118X S 1.0 Meg. 250K & Q18-137XX 

15K 5000& 10K QI7-118XX 817-118XX S 500K 818-137XX S 
20K Ql1-119 811-119 A 1.5 Meg. - Q11-138 B11-138 A 

20K Q16-119 816-119 S 1.5 Meg. 250K QT3-138X 813-138X S 
2.0 Meg. Qll-139 811-139 A 

25K Ql1-120 811-120 A 2.0 Meg. Q13~139 813-139 C 
25K Q13-120 813-120 C 2.0 Meg. - Q17-139 817~139 Q 
25K Q14-120 B14-120 D 2.0 Meg. 50K Q19-139X 819-139X S 
30K Q11-121 811-121 A 2.0 Meg. 150K Q17-139X 817-139X S 
35K Qll-122 811-122 A 2.0 Meg. 500K Q13-139X 813-139X H 

2.0 Meg. 1.0 Meg. Q18-139X 818~139X S 
50K Qll-123 811-123 A 2.0 Meg. 250K & Q18-139XX 
5DK Q13-123 813-123 C 500K 818-139XX S 
50K Q14-123 814-123 D 2.0 Meg. 500K & O13-139XX 
75K Ql1-125 811-125 A 1 Meg. 813-139XX S 

lOOK Qll-128 811-128 A 2.5 Meg. Q11-239 811-239 A 

lOOK Q13-128 B13-128 C 
3.0 Meg. Q11-140 8ll-140 A 
3.0 Meg. Q13-140 813-140 C 

125K Q11-228 811-228 A 3.0 Meg. Q17-140 817-140 Q 
150K Ql1-328 Bl1-328 A 3.0 Meg. 900K Q13-140X 813-140X S 
150K Q13-328 813-328 C 3.0 Meg. 1.5 Meg. Q18-140X 818-140X S 
1'50K 19K & 38K Q17-328XX B17-328XX S 

5.0 Meg. Q11-141 811-141 A 
200K Ql1-129 811·129 A 5.0 Meg. 012-141 812-141 S 
250K Qll-130 811-130 A 5.0 Meg. Q13-141 813-141 C 
250K Q13-130 813-130 C 5.0 Meg. Q17-141 817-141 Q 
250K 60K Q18-130X B18-130X H 7.5 Meg. 011-142 811-142 A 
250K 125K Q13-130X 813-130X S 10.0 Meg. Ql1-143 811-143 A 
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C(S ~'I1iI; Q CONTROL ACCESSORIES 
O'tr~ 7"SJ*t 

ASSEMBLE YOUR OWN STANDARD OR SPECIAL IRC Q CONTROLS 
For those who would like to use their IRC Base-Element stock for as­
sembly. of standard control~, the component parts are available. 
Plain Q Control assemblies with 1-Base-Element, 1-Interchangeable 
Fixed Shaft, 1-QCB Bushing and 1-QCC Cover. Switch type Q con­
trol assembles with 1-Base-Element, 1-Interchangeable Fixed Shaft, 
l'QCB Bushing and 1 of either 76-1 or 76-2 Switch. 

QCC-COVEB-For plain or tapped controls. 
, Pkg. of 5. 

QCB-BUSHING -%-
32 thread, 'A" long. 
Pkg. of 5. 

Q CONTROL PARTS KIT 
Package of parts for assembly of specific Q Control types. 
Includes shaft, bushing and cover. Add desired Base-Element. 
SK1-Formerly QPK, Includes AQ shaft for Q Control 

assembly .. 
SK2-Includes RQ shaft for RQ Control assembly. 
SK3-Includes SQ shaft for SQ Control assembly. 
SK7-Knob Master Shaft Kit for Pull-Push Switch Assembly 

SK7 except shaft Is similar to NQ shaft with 3'h" A 

IRC TAB-MOUNT KITS 

Since assembly of Tab-Mount Controls is so simple, 
IRC supplies four 3-Part Tab-Mount Kits which 
will assemble with any standard plain or tapped 
IRC Base-Element to provide satisfactory Tab­
Mount Controls. Each TM Kit includes a Tab-type 
Ground Plate, a control cover and a finger-knurled 
and screw-driver slotted shaft of appropriate length 
for universal replacement. Packaged with instruc­
tion sheet but without necessary Base-Element .. 
TM-3-IRCTab-Mount Klt-8haft 1" long. 

TM-4-IRC Tab-Mount Klt-8haft 1'h" long. 

TM-1-IRC Tab-Mount Kit 'A" long. 

TM-2-IRC Tab-Mount Kit-Shaft %" long. 

IRC VOLUME CONTROL GROUNDING LUG­
Same as supplied with IRC Type Q Controls. Fits 
%" bushing. Lug length from hole ~nter-1-3/16". 
Type QCL Grounding Lugs. Pkg. of 5. 

STANDARD Q CONTROL LOCKNUT-Hex nut 
for %-32 thread, 9/16" across flats. Type QCN. 
Pkg. of 10. 

New SK1 (QPK) Kit assembles above standard Q control parts with 
1RC base elements. Contents: AQ Knob Master Shaft, QCB Ground 
Plate/Bushing, QCC Universal Cover, R-1 Resilient Retainer Ring, 
QCN Mounting Nut. 

SINGLE Q CONTROL 

Yo" diameter Knob-Master Shaft 

Ohms Stock No. 
500 PPQ 11-103-7 
200K PPQ 11-129-7 
1.0 Meg. PPQ 11-137-7 
250K PPQ 13-130-7 
500K PPQ 13-133-7 
1.0 Meg. PPQ 13-137-7 
1.0 Meg. PPQ 13-137X-7 
2.0 Meg. PPQ 1S-139X-7 

Can be also made up from Base 
Element and SK7 Parts Kit. 

~ .. ' diameter shaft flatted and 
slotted 

Ohms Stock No. 
1.0 Meg. PPQ 11-137-S 
1.0 Meg. PPQ 13-137-S 
2.0 Meg PPQ 13-139-S 
500K PPQ 19-133X-S 
1.0 Meg. PPQ 13-137X-S 
1.0 Meg. PPQ lS-137X-S 
1.0 Meg. PPQ 19-137X-S 
2.0 Meg. PPQ lS-139X-S 
3.0 Meg. PPQ IS-140X-S 
Can be also made up from Base 
Element and SKS Parts Kit, 

SWITCHES FOR TYPE Q CONTROLS 
Easily attached power switches for Type Q Controls. Attractively 
finished to match control. 
76-1-Slngle pole, single throw. 
76-ll-Double pole, single throw 
76-4-.."llngle pole, double throw or Make one - Break one Spot Killer 

Switch. 

SPECIAL PURPOSE CONTROLS 

Type 9J-l 
TV ATTENUATOR 

• Reduces overloading effects on TV sets in strong signal areas. 
• Diminishes Interstation interference caused by nearby or 

powerlu I stations. 
• Minimizes buzz due ·to high signal level·ln intercarrier systems. 
• Permits easy adjustment of signal RIGHT AT SET. 
• Frequently prevents mismatch 01 antenna load to set. 
IRC's QJ·3 TV Attenuator permits ready adjustment of signal 
input to TV sets. In most cases, it corrects or substantially reduce. 
such conditions as :-Adjacent channel interference, background 
picture on weaker stations, poor definition, picture and Bound 
breakover. Also useful in service work-duplicating fringe area 
signals when sbop is near strong local station. 

STANDARD TAPERS FOR Q CONTROLS 
~ /; F7 
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,\ 0 / / 
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Type LC-2 
LOUDNESS CONTROL 

A continuously compensated control that boosts lows and highs 
as volume is decreased-maintains depth and brilliance even at 
whisper level. Type LC-2 replaces makeshift compensating units­
tapped volume controls, stepped-type loudness controls, bass 
and treble boost circuits. Automatically maintains proper bal­
ance of all frequencies in the 'audio spectrum at any listening 
level. Simplicity itself-as easy to wire into an audio circuit 
as any standard three·terminal volume control. Oomplete instruc­
tions included, showing applications. Type 76-1, 76-2 or 76-4 
switch can be added to this control. 

A-For potentiometer or rheostat where uniform resistance change 
is required. 

B-Semi-logarithmic curve for tone control or audio circuit eontrol. 

C-Logarithmic curve for audio circuit control or antenna shunt 
control. 

D-Tapered at both ends to provide control of grid bias and an­
tenna circuit. Used where control of grid bias is important in 
controlling volume. 

H -Tapped logarithmic curve for audio level control for automatic 
bass compensation. 

P-Semi-logarithmic curve-reverse taper for use in contrast and 
picture control circuits in television • 

Q-Semi-logarithmic curve-reverse taper for use in contrast and 
picture control circuits in television. 

S~Special taper-based on specific specifications. 

. TV HEIGHT CONTROLS . 
Type HLC. Provided for reliable operation In TV-and other B + applications such as AGC, noise gate, focus, fringe lock and sync. Type HLC 
Is a premium quality television· height control with a 1 watt rating and small l1jol6" diameter size. Slotted and knurled shaft Is nylon, and can 
be easily shortened, If required. Control has tab mount design with rear adjustment. Supplied In six high range types with ±30% tolerance. 

HLC-1 2.0 megohms HLC-3 3.0 megohms HLC-5 5.0 megohms 
HLC-2 2.5 megohms HLC-4 4.0 megohms HLC-6 7.5 megohms 
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c s ,'~ UNIVERSAL 
~ •• ~.",'1 WIRE WOUND CONTROLS 

4 WATT WIRE WOUNDS 

International Resistance Company's new Universal Wire Wound Con­
Lro!, engineered to handle all 2-watt and 4-watt requirements, may be 
used as a replacement for former types W. WK. 4WK, and 4WS. 

TYPE WPS . 

Dlmens:lons: 1%" in diameter. 45/64" deeo behind mounting face with­
out switch; 1-7/32" with switch. 

%-32 x %" long bushing with com­
bination finger knurl and screw­
driver slot shaft 8;4" long from 
mounting face. Available in the following types: 

TYPE WPK 

Switches are available for use with types WPK and WPS. 
Windings are not compensated and the reSistance In approxtmately 
15 % rotation will be lost. 

Switch type 76-11 SPST 

Switch type 76-12 DPST 

PARTS KIT FOR WPK.WPS 

Package of parts which. with addition of desired WP Base-Ele­
ment. will assemble WPK or WPS Controls. Includes shaft. bush­
ing, cover and coupling plate. 

o/s -32 x %" long bushing with popular Q Type Knob Master Shaft 
3" tong from mounting face. 

SK4-Parts kit for WPK Control 
SK5-Parts kit for WPS Control 

Ohms Tap 

10 
10 5. 
15 7.5 
20 
20 10 

25 
25 12.5 
30 
30 15 
40 

40 20 
50 
50 25 
60 
80 40 

100 
100 50 
140 70 
150 75 
200 

200 100 
250 
300 
400 
500 

500 
600 
650 
750 
750 

150 
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STOCK VALUES OF TYPE WPK AND WPS CONTROLS 

l'ypeWPK Type WPS Type WPK TypeWPS 
Tave:r Control Control Base Elements Ohms Tap Taper Control Control Base Elements 

U WPK10 Wll-OlO 750 250 S W17-105X 
U WPS10X5 Wll-010X 1000 U WPK1000 WPSlOOO Wll-10B 
U 
U 
U 

U 
U 
U 
U 
U 

U 
U 
U 
U 
U 

U 
U 
U 
U 
U 

U 
U 
lJ 
U 
lJ 

L 
lJ 
U 
U 
L 

R 

WPS15X7.5 Wll-015X 1350 U WPK1350 
WPK20 Wll-020 1350 R WPK1350R 

WPS20X10 Wl1-020X 1500 U WPK1500 WPS1500 

WPS25 Wl1-025 1500 L WPK1500L 
WPS25X12.5 Wll-025X 1500 500 S 

WPK30 Wll-030 2000 lJ WPK2000 WPS2000 
WPS30X15 Wll-030X 2000 L WPK20001 
WPS40 Wll-040 2250 U WPS2250 

2250 L WPK2250L WPS2250L 
WPS40X20 Wll-040X 2500 U WPK2500 WPS2500 

WPK50 Wll-050 2500 R WPK2500R 
WPS50X25 Wll-050X 3000 U WPK3000 WPSSOOO 
WPR60 Wll-060 3000 R 
WPS80X40 Wll-OBOX 3300 L 

WPK100 Wll-084 4000 U WPS4000 
WPS100X50 Wll-084X 4000 L WPK4000L WPS4000L 
WPS140X70 Wll-092X 5000 U WPK5000 WPS5000 
WPS150X75 Wll-094X 5000 L WPK5000L 

WPK200 Wll-100 5000 R 
WPS200X100 Wll-100X 6000 U WPK6000 

WPK250 WPR250 Wll-201 6000 L WPK6000L 
WPK300 Wll-102 7500 lJ WPK7500 
WPK400 Wll-202 7500 L WPK7500L 
WPK500 WPS500 Wll-103 10000 U WPK10000 WPS10000L 

WPS500L 
12500 U WPK12500 

W13-103 15000 lJ WPK15000 
WPK600 Wll-104 20000 lJ WPK20000 
WPK650 Wll-204 25000 U WPK25000 
WPK150 Wll-105 
WPK150L W13-105 30000 U WPK30000 

40000 U WPK40000 
WPK750R W17-105 50000 U WPK50000 

STANDARD TAPERS 

R Taper-Right Hand Taper with 
approximately 50% rotation when 
measured from Right Terminal 
to Center Terminal facing shaft 
end of control with terminals 
down. 

U Taper-8tandard Linear Taper. 

L Taper-Left Hand Taper with 
approximately 15% of total resis­
tance at 50% rotation when 
measured from Left Terminal to 
Center Terminal faCing shaft end 
of control with terminals down. 

Wll-30B· 
W17-30B 
Wll-109 
W13-l(Je 
W17-109X 
Wll-110 
W13-110 
Wll-210 
W13-210 
Wll-ll1 
W17-111 
Wll-1l2 
W17-112 
W13-212 
Wll-1l3 
W13-113 
Wll-1l4 
W13-114 
W17-114 
Wll-214 
W13-214 
Wl3-115 
Wll-1l5 

Wll-1l6 
Wll-217 
Wll-llB 
Wll-1l9 
Wll-120 
Wll-121 
Wll-222 
Wll-123 

LAND T PAD CONSTANT IMPEDANCE CONTROLS 

For use in sound systems and for speaker 
control. Handle up to 10 watts of audio 
power (3 watts D.C.) L Pad provides. con­
stant input impedance; T Pad provides COD­
stant input and output impedance~. 
IRC L and T Pads provide unusual conven­
ience features small size: Diameter-l,%"; 
depth behind panel-l%2" (L Pad) and 
1 2%2" (T Pad). %" bushing mounts Pad on 
panels up to %." thick. Interchangeable 
bushing available for metal panels. Shaft 
length is correct for knob supplied-DO shaft 
cutting necessary. 

Each IRe Pad is individually boxed and in­
cludes knob and dial plate. 

L PADS T PADS 

Stock No. Impedance Stock No. Impedance 

LP4 4 ohms TP4 4 ohms 
LP8 8 ohms TP8 8 ohms 
LP15 15 ohms TP15 15 ohms 
LP500 500 ohms TP500 500 ohms 
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SECTION 4700 

SNAPTROL 
CONCENTRIC DUAL REPLACEMENT CONTROL 

SNAPTROL - provides individual panel and rear section which snap together 

quickly and easily and are held permanently by "louver-locks". Special new nylon 

rotors accept snap-in shafts with a' new level of shaft security. Snap-on switches pro­

vide 15-30 second assembly. Unique, inventory reducing features provide for greater 

versatility and coverage than any similar system. 
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SECTION 4700 

IRC offers parts for Volume Controls in a variety of 
standard assortments to cover a wide range of 
controls. 

#21 Assortment Coverage of 226 QJ Exact Dupli­
cate Controls and 243 different single carbon con­
trols-in 2 Master Stockers. 

#21S Assortment A Conversion Unit - changes 
#21 Parts Stock to #22 (below.) Covers 741 addi­
tional manufacturers' part numbers, 194 additional 
Exact Duplicate Controls, 13 additional values of 
Q Controls and 195 more variations of single car­
bon control values; plus 11 Wire-Wound Control 
values in 39 different items. In 2 Master St0ckers_ 

#22 Assortment Basic Stock Parts for assembling 
any of 325 Type QJ Exact Duplicate Controls, 445 
standard single carbon controls, and 30 standard 
Wire-Wound Controls. 4 Master Stockers hold parts 
for complete coverage of 809 different controls. 

#22S Assortment Pull-Push Parts Stock. Converts 
#22 to include pull-push control parts. Includes 17 
inner shafts, 10 base elements, 4 K-16 Concentrikits, 

2 K-17 Concentrikits, 2 K-18 Concentrikits and 1 
TM-4 Tab-Mount Control Kit. 

# 2A Assortment Contains the 19 best selling Q 
control elements and in addition gives coverage for 
94% of the single carbon push-pull controls. 

For those who prefer factory-assembled special 
controls, IRC provides an exceptionally broad line 
of over 1250 Exact Duplicate Controls. 

The IRC Exact Duplicate Line now includes over 
240 concentric dual controls for auto radios. Modern 
in design, these new controls bring many unique 
and desirable features to provide convenience, econ­
omy and lonli:' life. The new IRC Printed-Silver Tone 
Switch eliminates contact fatigue-assures positive, 
no bump contact. Simple detent assures positive 
positioning independent of switch action. Control 
position feature of ~6" and %" bushings permits 
exact duplication of original. Short control depth 
fits most crowded locations. Power switches amply 
rated for both TV and Auto Radios_. Consult Howard 
A. Sams Replacement Manual (RGC-2 or later) or 
S020F Numerical Listing for needed controls. 

IRC CONCENTRIKIT ASSEMBLES EXACT DUPLICATE CONTROLS 
features quick assembly-no modification of parts. 

17 Basic CONCENTRIKtTS 
IRC Concentrikits are the common parts to various types of 
Exact Duplicate Controls. When assembled with parts shown in 
Howard A. Sams Replacement Manual (RGC-2 or later), they 
will produce any IRC Exact Duplicate TV or Auto Radio Controls. 
No cutting or filing of shafts or bushings-one minute assembly. 

Control Panel Rear 
Concentrikit Depth Section Section Bushing Use 

K-2 
K-a 
K-4 

K-5 

K-6 
K-7 
K-S 
K-9 
K-10 
K-11 
K-12 
K-13 
K-14 
K-15 

K-IS 
K-17 
K-18 

• 
• 
• 

•• 
•• 
•• 
•• ... 
•• 
•• 
•• 
•• 
•• 

C 
W 
C 

C 

C 
C 
C 

TS 
W 
W 
C 
W 
W 
C 
c 
c 
c 

C 
C 
C 

C 

C 
C 
C 
C 
W 
C 
W 
W 
W 
C 
c 
c 
c 

%"x%" 
%"x%" 
%"x%" 

TV & Auto 
TV 
TV 

(Motorola) 
%"x';4" TV 

(Hallicrafters) 
%"x%" TV & Auto 
%"x%" TV 

none Auto 
none Auto 

%"x %" TV 
%" x ';4" TV 
%"x%" TV 
%"x'A," TV 
%"x%" TV 
%"x';4" TV 

0/8" X O/S" Pull-Push . 
%" x %" Pull-Push 
O/S" x l!4" Pull-Push 

"-Standard "-Short C-Carbon W-Wire TS-Tone Switch 

IRC Printed-Silver Tone Switch Elements 
Sensational new development in concentric tone switch permits 
assembly of special Exact Duplicate Auto Radio Controls in 
field. Assemblies like standard IRC Base Elements-no loose 
parts. Packed with detent-type panel cover. 

Stock 
No. 

BS1 
BS2 
BS3 
B84 
B85 

Description 
4 Position Tone Switch Element for Ford 
4 Position Tone Switch Element for Delco 
3 Position Tone Switch Element for Philco 
4 Position Tone Switch Element for Delco 
4 Position Tone Switch Element for Lincoln and Mercury 

IRC EXACT DUPLICATE BUSHINGS 
featuring Adiustable Positioning 

A wide assortment of Exact Duplicate Bushings provide easy, 
quick assembly of Auto Radio Controls without cutting, filing. 
or modication. New adjustable ground plate permits positioning 
of flats or notched mounting face to duplicate original control 
positioning. Individually packaged. 

© UCP., Inc 

Stock 
No. 

S6 
S7 
SS 
S9 
S10 
Sl1 
S12 
S13 
S14 
S15 
S16 
S17 
SIS 
819 
S20 
S21 
S22 
S23 
S24. 
825 
S26 
S27 

. S28 
829 
sao 
S31 
S32 
S33 
S34 
S35 
S36 
S37 
sas 
S39 
S40 
841 
S42 
S43 
S44 
S45 
S46 
S47 
S4S 
S49 
S50 
851 
S52 

Nl 
N2 
N3 

IRC EXACT DUPLICATE BUSHINGS 

Dimensions Type 

1/16" x 15/16" . Double-flat 
1/16" x 11/ 32" Double-flat 
1/16" X 1%" Douhle-f1at 
1/16" X 1%" Double-flat 
lh" x 0 .. 2" Single-flat 
lhl! x 9h6" . Single-flat 
lh" x 1.5/16" Single-flat 
lhl! x 1" Single-flat 
'h" x 1';4" Single-flat 
1,2" x 11/2" Single-flat 
'h" x 1%" Single-flat 
~"Xl%" Single-flat 

"x 2" Single-flat 
112" x 278" Single-flat 
1,2" x 2l,4" Single-llat 

~"x 1'h" Notched 
"x 18/ 16" Notched 

1;2" x 19/ 82 " Notched 
'h".x 1%" Notched 
1;2" x Flr6" Notched 
"lh" x 111/ 82" Notched 
1;2" x 121 / 82" Notched 
1;2" x 1%," Notched 
·lh" x 113/ 16" Notched 
'h"x1%" Notched 
%"x2" Notched 
Ih" x 2%" Notched 
%"x~" --
%"x%" --
'h" x 13/'2" Single-flat 
'h"x %" Single-flat 
'h" x '/'" Single-flat 
1;2" x 27/32" Single-flat 
"lh"x '}4" Single-flat 
"lh" x 11/16" Single-flat 
%" x 13/16" Notched 
112" x 19 /16" Single-flat 
"lh" x 1~" Single-flat 
%" x .590" --
%" x 18/16" --

'1h6"x %" Double-flat 
1116" x 18/82" Double-flat 
lh" x 6116" Singie-llat 
¥2" xl" Notched 
¥.!" x 111 / 16" Single-flat 

Y16I1x1%" Double-fiat 
%"x'Ys" -

Mounting Nut for 7 h." Bushings-Pkg. of 10 
Mounting Nut. for '02" Bushings-Pkg. of 10 
Mounting Nut' for 'h" ('/,.' across flats) 

Bushings-Pkg. of 10 

The MASTER - 26th Edition • Page. 1135 



SECTION 4700 

DEPENDABLE MECHANICAL FIT FOR YOUR TV REPLACEMENTS 

wider replacement coverage. Each shaft is a complete 
assembly, Including contactor. Factory-lubricated, 
packaged in cellophase and In individual carton. 

DOl---L'---1 
Exact Duplicate 
Shaft Stock Num- . I I I 
bers Indicate shaft • I 
length measured I' La 
from mountIng 

Save time-be assured of accurate fit! IRC now provides 
a complete line of Exact Duplicate Shafts for CONCEN­
TRIKIT-factory-tailored for dependable mechanical 
fit. No filing, slotting, soldering or cutting required! 
Many shafts are flatted as well as slotted to provide 

face when Installed in control (1), is Outer Shaft length; 
L" is Inner Shaft length). First digit is number of whole 
inches In shaft length; remaining two digits Indicate 
number of additional 32nds of an inch. Thus, Pl-210 
has shaft lengths of 2-10/32" or 2-5/16". Exception is 
Inner Shafts when used with K-3 CONCENTRIKIT 
where 3/32" should be subtracted to determine shaft 
length. 

EXACT DUPLICATE OUTER SHAFTS 

Shaft Slot Flat Round Type 
Type Width-Depth Length Knurled Sand Base Element Concentrikit 

P1 1/8" x 3/8" 17/32" - Q K-2, -4, -5 
P2, 1/16" x 1/2" 17/32" - Q K-2, -4, -5 
P3 1/8" x 3/8" 17/32" - W K-3, -10, -11, -13, -14 
P4 l/B" x 3/8'" 3/4" - W K-3, -10, -11, -13, -14 
P5 1/16" x 3/8" 17/32" - W K-3, -10, -11, -13, -14 

P6 l/B" x 3/8'" 11/16" - Q K-2, -4, -5 
P7 ,.120" x 3/8" 17/32" - Q K-2, -4, -5 
P8 - - 1/8" wide W K-S, -10, -11, -13, -14 
P9 - - 1/8" wide Q K-2, -4, -5 

, P10 1/8" x 7/16" 17/32" - Q K-2, -4, -5 

P11 3/64" x 1/16" - - Q K-2, -4, -5 
P12 1/8" x 3/16" - - Q K-2, -4, -5 
P13 l/B" x 1/4" - - Q K-6, -7, -B, -12, -15 
P14 1/8" x 3/16" - - Q K-6, -7, -8, -12, -15 
P15 1/8" x 1/4" - - ToneSW. K-9 

P16 .132" x 3/16" - - Q K-6, -7, -B, -12, -15 
P17 1/8" x 3/8'" 5/8" - Q K-6, -7, -8, -12, -15 
P18 3/64" x 1/16" - - W K-3, -10, -11, -13, -14 
P19 3/64" x 1/16" - - Q K-6, -7, -8, -12, -15 
P20 - - l/B" wide Q K-6, -7, -B, -12, -15 
P21 1/8" x 7/16" 5/8" - Q K-6, -7, -8, -12, -15 

EXACT DUPLICATE INNER SHAFTS 

Shaft Slot Flat Round Type 
Concentrikit Type Diam. Width - Depth Length Knurled Band Sase Element " ---R1 .lB'7" 1/16" x 1/2" 1/2" - Q All but K-lO, -12, -13, -14, -16, -17, -18 

R2 .202" 1/16" x 1/2" 1/2" - Q All but K-10, -12, -13, -14, -16, -17, -18, 
R3 .190" 20 Tooth .split Knurl (Zenith) Q All but K-10, -12, -13,,-14, -16, -17, -18 
R4 .1SO" Round and Slotted (Motorola) Q All but K-10, -12, -13, -14, -16, -17, -18 
R5 .187" Rear Extension Type (RCA) , Q All but K-lO, -12, -13, -14, -16, -17, -18-
---

R6 .202" Rear Extension Type (Dumont) Q All but K-10, -12, -13, -14, -16, -17, -18: 
R7 .189" 18 Tooth Split Knurl (Zenith) Q All but K-10, -12, -13, -14, -16, -17, -IS 
R8 .187" 1/16" x 1/2" 1/2" - W K-10, -12, -13, -14 only 
R9 .187" 1/167 x 1/2" 5/8" - Q All but K-10, -12, -13, -14, -16, -17, -18 
R10 .lB7" - - 1/8"wlde W K-lO, -12, -13, -14 only 

R11 .187" - - 1/8" wide Q All but K-10, -12, -13, -14, -16,'-17, -IS 
R12 .202"' - - 7/32" Q All but K-lO, -12, -13, -14, -16, -17, -18 
R13 .180" Round with 5/8" deep slot (Motorola) Q All but K-10, -12, -13, -14, -16, -17, -18 
R14 .202" 1/16" x 1/2" 5/8" - Q All but K-10, -12, -13, -14, -16, -17, -18 
R15 .202" 3/64" x 1/16" - - Q All but K-lO, -12, -13, -14, -16, -17, -18, 
---

R16 .187" 1/16" x 1/2" 25!Z~2" - Q All but K-10, -12, -13, -14, -16, -17, -18 
R17 ,202" 1/16" x 1/2" 11/16" - Q All but K-10, -12, -13, -14, -16, -17, -18 
R18 .202" 11l6" x 1/2" 1/2" - W K-10, -12, -13, -14 only 
R19 .202" 3/64" x 1/16" - - W K-10, -12, -13, -14 only 
R20 .IB7" 3/64" x 1/16" - - Q All but K-10, -12, -13, -14, -16, -17, -18 

R21 .180" 1/16" x 5/B" (Motorola) Q All but K-10, -12, -13, -14, -16, -17, -18 
R22 .202" Rear Extension Type (G.E., Hotpoint) 8 K13 
R23 .187" .156" x 'AI" (Pull-Push Type) K-16, -17, -18 
R24 .187" 'h6" x 'AI" (PuIl-Push Type) K-16 

Poge ,i36 • The MASTER - 26th Edition © UCP., Inc 



SEcnON 4700 

0/."> «~~:rt!~ . 

CJS~" AUTO RADIO CONTROLS 

CTS-IRC 
Part No. 

5308 
5309 
5310 
5311 
5312 
5313 
5314 
5315 
5316 
5317 
5318 
5319 
5320 
5321 
5322 
5323 
5324 
5325 
5342 
5343 
5344 
5345 
5346 

5347 
5348 

5349 
5350 

5351 
5352 
5353 
5354 

5355 
5356 
5357 
5358 
5359 

5360 
5361 

5362 
5373 
5374 
5375 
5376 
5377 
5378 

5379 
5380 
5381 
5382 
5383 

5384 
5385 
5386 
5398 

5399 
5400 

© UCP., Inc 

" 

8, 

Car Mfg. 

Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Ford 
Chevrolet 
Chevrolet 
Chevrolet 
Chevrolet 
Oldsmobile 
Buick 
Chevrolet 
GMC & Chevy Truck 
Kaiser 
Packard 
Chevrolet 
Chevrolet 
GMC Truck 
Willys 
Chevrolet 
Universal 
Chevrolet 
Pontiac 
Olds & Buick 
Volkswagen 
Studebaker 
Chevrolet 
Chevrolet 
Chevrolet 
Chevrolet 
GMC Truck 
Chevrolet 
Chevrolet 
Chevrolet 
Chevrolet 
Chevrolet 
Pontiac 
Buick 
Studebaker 
Chevrolet 
GMC Truck 
Chevy Truck 
Chevrolet 
Plymouth 
Plymouth 
Plymouth 
Plymouth 
Plymouth 
Plymouth 
Chrysler 
Plymouth 
Plymouth 
Plymouth 
Plymouth 
Plymouth 

Plymouth 
Plymouth 
Plymouth 
Mercury 
Lincoln 
Continental 
Mercury 
Mercury 

Year 

1948-50 
1950 
1951 
1951 

1952-53 
1952-53 

1954 
1954 
1955 
1955 
1956 
1956 
1957 
1957 
1957 

1957-58 
1957-58 
1957-58 
1949-50 

1950 
1951-52 
1951-52 
1951-52 
1946-53 
1951-52 
1948-53 
1951-53 
1951-53 
1953-54 
1953-54 
1954-58 

1956 
1953-54 
1954-56 
1953-56 
1955-56 
1954-56 
1953-56 
1953-56 

1955 
1955-56 
1955-57 
1955-58 
1955-56 

1956 
1957 
1957 
1957 
1957 
1957 
1957 
1957 
1957 

19"47-52 
1950-52 

1957 
1952 
1953 
1958 

1954-55 
1955 
1955 
1955 
1956 
1956 
1956 
1957 
1957 

1958 
1958 
1955 

1955-56 
1955-56 

1956 
1957 
1958 

113 CONTROLS FOR 248 DIFFERENT MAKES 
AND MODELS OF AUTOMOBILES 

The finest line of exact replacement auto radio 
controls ... 113 controls for 248 different makes and 
models of automobiles ... A greater, up-to-date se­
lection for a greater number of applications. All of 
these factors are yours with the IRC line of Auto 
Radio Controls. 

Radio Mfg. 

Bendix 
Motorola 
Bendix 
Motorola 
Bendix 
Motorola 
Bendix 
Motorola 
Benrlix 
Motorola 
Bendix 
Motorola 
Bendix 
Motorola 
Motorola 
Bendix 
Motorola 
Motorola 
Deleo 
Deleo 
Deleo 
Deleo 
Motorola 

Deleo 
Deleo 

Deleo 
Motorola 

Deleo 
Delco 
Deleo 
Delco 

Deleo 
Deleo 
Delco 
Delco 
Motorola 

Motorola 
Deleo 

Deleo 
Motorola 
Motorola 
Philco 
Motorola 
Motorola 
Philco 
Philco 
Motorola 
Motorola 
Philco 
Motorola 
Philco 

Motorola 
Philco 
Philco 
Bendix 

Philco 
Bendix 

Radio Model No. 

Ml, MIA, MIAI 
OMF 
M2 
1MF 
M4, M4A 
2MF,3MF 
M4B, M4BA, M4BP 
4MF 
5BF, R5BF 
5MF,5MF8 
R6BF 
66MF, 66MFP, 69MF 
R75BF 
75MF 
78MF 
R74BF, R84BF 
74MF,84MF 
76MF(SR),86MF 
986240, 986388 
986389 
986516 
986515 
OE2A,OE2M 
BK2A, BK3A6 
CT2A,CT2M 
GMT2A, GMT2M 
KR2A, KR2M 
PD2A, PD2M 
986669 
986669, 986771 
2233396, 2233398 
694866 
986668 
5M,5M-12 
6M 
6M-12 
6M-12 
6M 
6M,6M-12 
987087 
987088, 987366 
987086, 987364,.3725156 
987187 
2233478, 2233480 
987368 
987577 
987575, 987693 
987573 
7MX 
7MX 
7MX 
7MX 
CTA7X, CTM7X 
2233029, 2233297 
986067, 986443 

Mopar 606 
Mopar 608 
P-5206 Mopar 819 
Mopar 836 
Mopar 613 
P-5506 Mopar 832 
C-5509 Mopar 835, C-5609 
Mopar 841 
Mopar 916 
P-5606 Mopar 840 
Mopar 849 
P-5701 Mopar 848 
P-5702 Mopar 848 
Mopar 854 
P-5801 Mopar 848 
P-5506 
R6BM 
R6BM 
6BC 
14-5841, M-5741 
R84BM, R85BM-5 

Original Part No. 

L222808 
18B591266 
L219586-2 
18B501153 
L219586-3 
18K511635 
L219586-7 
18B530018 
L219656-1 
18B531299 
L219681-1 
18B534483 
2090035-1 
18K539059 
18B539379 
2090035-2 
18B541819 
18B542373 
7258084 
1218641 
1219708 
7261385 
18B512084 

7262941 
7264211 

7264210 
18K33457 

7265265 
7265220 
7265302 
7266193 

7266842 
7269211 
7269199 
7269186 
18B540768 

18K541128 
7256188 

7270202 
18A501616 
18B521635 
33-5557-11 
18A533014 
18K532909 
33-5557-15 

18K536152 
18B536704 
33-5580-4 
18B540876 
33-5580-12 

18B560415 
33-5580-21 
83-5557-14 
L219660-2 

83-5570-2 
N219689-4 
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OTS-IRO 
Part No. Oar Mfg. Year Radio Mfg. Radio Model No. Original Part No. 

, 
7268119 6411 Buick 1960-63 Delco 980868, 980899, 980979, 980980, 981111, 

981320, 981321, 981322, 981323 
6412 Buick 1964 Delco 981650, 981551 7264309 5413 Buick 1955 Delco 981651, 981652 7265742 
5414 Buick 1956 Delco 981707, 981708 7266996 6416 Buick 1967 Delco 981813. 981814 7268944 
6423 Oadillac 1960-52 Delco 7258865, 7260406, 7259825, 7260905, 7260705 7259240 
6424 Oadillac 1953 Delco 7262645, 7262696, 7263525, 7263546, 7263835 7263321 
5425 Oadillac 1954-66 Delco 7264165,7264185,7264195, 7264638 

Oadillac 
7266825, 7265845, 7265865 

7266982 5426 1956 Delco 7266505, 7266635, 7266665 
5427 Oadillac 1957 Delco 7268005, 7268085, 7268065 7269443 5435 Chrysler 1958 Philco 0-5109 Mopar 812, 0-5209 Mopar 817 83-5557-10 

0-5110 Mopar 813, 0-5211 
0-6111 Mopar 816, 0-5212 

5436 Ohrysler 1953-54 
0-5112 Mopar 816 

33-6557-18 Philco 0-5409 Mopar 824, 

5437 Ohrysler 1965 
C-5410 Mopar 830, 0-5411 

Philco 0-5595 Mopar 902, 0-5596 Mopar 903, 83-5557-16 Chrysler 1956 0-5696 Mopar 912 5438 Ohrysler 1967 Philco 0-5705 Mopar 847 33-5580-16 5439 Ohrysler 1957 Philco 0-5707 38-6580-13 5449 DeSoto 1954 Motorola Mopar 829 18A530623 5450 DeSoto 1955-56 Motorola Mopar 901, 911 18B532633 5451 DeSoto 1957 Motorola Mopar 846, 919, 919 HR 18B589819 DeSoto 1958 Mopar 923 5469 Dodge 1953 Motorola Mopar 609 18B621099 5460 Dodge 1954-66 Motorola Mopar 833 18K533013. 5461 Dodge 1955 Motorola Mopar 614, 621 18B582519 5462 Dodge 1955-56 Motorola Mopar 900, 901, 910 18K532955 5463 Dodge 1957 Motorola Mopar 845, 918 18K539820 5464 Dodge 1958 Motorola Mopar 502 18B561317 5478 Oldsmobile 1949 Delco 982420 1219582 5474 01dsmobile 1951 Delco 982700 7260294 5476 Oldsmobile 1958 Delco 983004 7268540 5476 OIdemobile 1954-55 Delco 983090, 983204 7264242 5477 Oldsmobile 1954-56 Deleo 983091, 983205, 983336 7264128 5478 OIdemobile 1956 Deleo 988334 7266887 5479 Oldsmobile 1957 Deleo 989002 7268847 5480 Oldsmobile 1957 Deleo 989001 7269055 5494 Packard 1956 Deleo 480487, 6480487 7267682 5501 Pontiac 1949-50 Deleo 984296, 984570 725770~ 5502 Pontiac 1951-52 Deleo 984592, 984688 7260043 5503 Pontiac 1953-54 Deleo' 984817 7262482 5604 Pontiac 1965-56 Deleo 984961, 988568 7265495 5605 Pontiac 1956 Deleo 988623 7268308 5506 P<Jntiac 1957 Deleo 988672 7269149 5607 Pontiac 1957 Deleo 7269638 5517 Studebaker 1953 Philco S-6327-AO-2300, S-5523 33-5570 
S-5323-AO-2301, S-5527 

1954 
S-6624, S-6528, S-5529 

5522 Universal Motorola 397,404 18B531560 Universal 1955 395,395-12 
Universal 1956 396,396-12 

5550 Chevrolet 1958 Delco 987724 7270450 5551 Chevrolet. 1958 Delco 987727 7270479 5552 Oldsmobile 1958 Delco 989127,989129 7270679 5553 Buick 1958 Delco 981902 7271329 5554 Pontiac 1958 Delco 988822 7271446 5555 Chevrolet 1959 Delco 987888 7273302 5556 Chevrolet 1959 Delco '987891 7273367 5557 Pontiac 1959 Delco 988976 7273623 5558 Buick 1959 Delco 981968 7273993 5559 Plymouth 1959 Motorola Mopar 860 
Chrysler 1959 Motorola Mopar861 18B561364 5560 Ford 1959 Motorola 94MF,94MFM 18B561597 5561 Ford 1959 Motorola 95MF 18B561599 5562 Ford 1959 Bendix 94BF 
Edsel. 1959 Bendix 94BE 2090035-3 5563 American Motors 1959 Motorola 94MA 18B561728 5564 Dodge 1959 Motorola Mopar856 18B561732 

CTS-IRC BUZZ & BIAS SENSITIVITY CON'rROLS 

;ttlll) 

Two new miniature controls for hum balance, 
centering, hold, locking, etc. Designed for screw 
driver adjustment. Type 110 available in 5 
values; Type 112 available in 21 values. 
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Type 110 
Stock No. 
110-60 
110-100 
110-600 
110-1000 
110-3000 

Type 112 

Value 
60 ohms 

100 ohms 
600 ohms 

1000 ohms 
8000 ohms 

112-50 50 ohms 
112-100 100 ohms 
112-150 150 ohms 
112-200 200 ohms 
112-300 800 ohms 
112-500 500 ohms 
112-500-100 500 ohms 

fixed min. 100 ohms 
112-600 600 ohms 
112-650 650 ohms 

Type 112 (cont'd) 
Stock No. Value. 
112-800 800 ohms 
112-800-50 800 ohms 

fixed min. 50 ohms 
112-1000 1000 ohms 
112-1000-100 1000 ohms 

fixed min. 100 ohms 
112-1500 1500 ohms, 
112-2000 2000 ohms 
112-2000-100 2000 ohms 

fixed min. 100 ohms 
112-3000 3000 ohms 
112-4000 4000 ohms 

112-4000-350 4000 ohms 
fixed min. 850 ohms 

112-4000-1000 4000 ohms 
fixed min. 1000 ohms 

112-5000 5000 ohms 

© UCP., Inc 



SECTION 4700 

VITREOUS ENAMELED RESISTORS 

C5 SERIES - 5 WATT 
DIMENSIONS. . ................ ~. x r.. x 1" 
TERMINALS ................. Pigtail type leads 11/2" 
MAXIMUM RESISTANCE 10,000 ohms 
Res. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
1 2240 $ .45 600 91 $ .45 
2 1580 .45 700 84 .45 
3 1290 .45 750 81 .45 
4 1110 .45 800 79 .45 
5 1000 .45 900 74 .45 

10 707 .45 1000 70 .48 
15 575 .45 1100 67 .48 
20 500 .45 1200 64 .48 
25 447 .45 1250 63 .48 
30 408 .45 1500 57 .48 
3!; 374 .45 1750 53 .48 
40 346 .45 2000 50 .48 
50 316 .45 2250 47 .48 
75 258 .45 2500 44 .48 

100 222 .45 3000 41 .48 
125 200 .45 4000 35 .48 
150 182 .45 4500 33 .48 
200 158 .45 5000 31 .48 
225 149 .45 6000 29 .51 
250 141 .45 7000 2T .51 
300 129 .45 7500 26 .51 
350 119 .45 8000 25 .51 
400 III .45 9000 23 .51 
500 100 .45 10000 22 .51 

E25 SERIES - 25 WATT 
DIMENSIONS ............................. .... X6 X ~6 X 2/1 
TERMINALS ................................ , Solder lug type 
MOUNTING BRACKET B·33; Centers 2"14" 
MAXIMUM RESISTANCE ....... 100,000 ohms 
Res. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
1 5000 $ .66 2500 100 $ .75 
3 2890 .66 3000 91 .75 
5 2240 .66 3500 84 .75 

10 1580 .66 4000 79 .75 
15 1290 .66 5000 71 .75 
25 1000 .66 6000 64 .75 
50 707 .66 7500 57 .75 
75 575 .66 10000 50 .75 

100 500 .66 12000 46 .75 
150 400 .66 15000 41 .78 
200 353 .66 20000 35 .78 
250 316 .66 25000 32 .90 
300 288 .66 30000 29 .90 
400 250 .66 35000 21 1.02 
500 224 .66 40000 25 1.02 
750 182 .66 50000 20 1.20 

1000 158 .66 60000 16 1.20 
1250 141 .69 70000 14 1.38 
1500 129 .69 80000 12 1.38 
2000 112 .69 100000 !O 1.38 

E100 SERIES - 100 WATT 
DIMENSIONS ......... " .... """",, ... "14 x 1/2 X 61/2" 
TERMINALS ..... " ...... " Solder lug type 
MOUNTING BRACKET ... "."" B-34; Centers 7%" 
MAXIMUM RESISTANCE "." .. "."" 1O~,000 ohms 
Res. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
1 10000 $1.59 2000 222 $1.68 
2 7070 1.59 2500 200 1.68 
3 5770 1.59 3000 181 1.68 
4 5000 1.59 5000 141 1.68 
5 4470 1.59 7500 114 1.80 

10 3160 1.59 10000 100 1.80 
25 2000 1, VI} 15000 81 1.98 
50 1414 1.59 20000 70 1.98 
75 1153 1.59 25000 63 2.10 

100 1000 1.59 30000 58 2.10 
150 816 1.59 40000 50 2.10 
250 632 1.59 50000 45 2.22 
500 447 1.59 60000 41 2.22 

/ 750 365 1.59 75000 36 2.37 
1000 316 1.59 100000 32 2.52 
1500 257 1.68 

Fixed Wire-Wound Types 

C10 SERIES - 10 WATT 
DIMENSIONS .. . ................... ~. x r.. x 1%" 
TERMINALS .................. Pigtail type leads 11/2" 
MAXIMUM RESISTANCE 50,000 ohms 
Res. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
1 3150 $ .48 1500 79 $ .54 
2 2230 .48 1750 74 .54 
3 1825 .48 2000 69 .54 
5 1415 .48 2250 64 .54 

7.5 1155 .48 2500 61 .54 
10 1000 .48 3000 ~8 .54 
15 815 .48 3500 53 .54 
20 707 .48 4000 50 .54 
25 630 .48 4500 47 .54 
50 447 .48 5000 44 .54 
75 365 .48 6000 41 .60 

100 315 .48 7000 38 .60 
150 258 .48 7500 36 .6~ 
200 223 .48 8000 35 .6e 
225 212 .48 8500 34 .60 
250 200 .48 9000 33 .60 
300 182 .48 10000 32 .60 
350 169 .48 12000 29 .66 
400 158 .48 12500 28 .66 
450 150 .48 13500 27 .66 
500 141 .48 15000 25 .66 
600 129 .48 16000 25 .66 
700 119 .48 17500 24 .66 
750 115 .48 18000 23 .66 
800 111 .48 20000 22 .66 
900 105 .48 22500 21 .72 

1000 100 .48 25000 20 .72 
1100 95 .54 30000 18 .81 
1200 91 .54 40000 15 .81 
1250 89 .54 45000 15 .81 

50000 14 .81 

E50 SERIES - 50 WATT 
JIMENSIONS .................................. X. x ~. x 4" 
TERMINALS ................................ Solder lug type 
MAXIMUM RESISTANCE 250,000 ohms 
MOUNTING BRACKET .......... B·33, Centers 4%" 
Rps. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
5 3165 $1.08 8000 79 $1.26 

10 2230 1.08 10000 71 1.26 
25 1414 1.08 12000 65 1.38 
50 1000 1.08 12500 63 1.38 

100 707 1.08 15000 57 1.38 
200 500 1.08 20000 50 1.38 
250 440 1.08 25000 45 1.53 
500 300 1.08 30000 41 1.53 
750 250 1.08 40000 35 1.53 

1000 215 1.08 50000 32 1.71 
1500 180 1.14 60000 29 1.71 
LOnO 155 1.14 75000 26 1.92 
2500 140 1.14 100000 19 2.10 
3000 125 1.14 125000 15 2.22 
4000 110 1.14 150000 13 2.31 
5000 100 1.14 175000 11 2.40 
6000 90 1.26 200000 9 2.49 
7000 85 1.26 225000 8 2.79 
7500 80 1.26 250000' 7 2.79 

E160 SERIES - 160 WAn 
DIMENSIONS .. """"",'",, .... ,," 11/8 x 3f4 X 81/2" 
TERMINALS ... Solder lug type 
MOUNTING BRACKET ... " ..... B-35; Centers 931s" 
~~~~MU~a:.ESISJ:tNCE .... ·Rei 1O~~~.0 O~~tS 
Ohms M.A. Price Ohms M.A. Price 

1 12650 $2.75 3500 215 $2.01 
2 8940 2.75 4000 200 2.01 
3 7300 2.75 4500 185 2.01 
4 6320 2.75 5000 180 2.01 
5 5660 2.75 7500 145 2.16 

10 4000 1.98 10000 125 2.16 
25 2530 1.98 !5000 105 2.34 
50 1788 1.98 20000 90 2.34 
75 1460 1.98 25000 80 2.40 

100 1260 1.98 30000 73 2.40 
200 900 1.98 35000 68 2.40 
500 570 1.98 40000 64 2.40 

1000 400 1.98 50000 57 2.49 
1500 330 2.01 60000 52 2.49 
2000 280 2.01 70000 48 2.64 
2500 250 2.01 80000 45 2.82 
3000 230 2.01 100000 40 2.82 

C20 or E20 SERIES - 20 WATT 
DIMENSIONS .................................. U. x ~. x 2" 
TERMINALS ... .............. Pigtail type leads 11/2" 

(C20) 
Solder lug type terminal; 

hole diameter .1718" 

MOUNTI NG BRACKET '" 
(E20) 

B·33; Centers 2"14" 
MAXIMUM RESISTANCE ···· .. Rei· 100,000 ohms 
Res. Max. Net Max. Net 

Ohms M.A. Price Ohms M.A. Price 
5 2000 $ .63 2500 89 $ .66 

10 1414 .63 3000 81 .66 
15 1153 .63 4000 70 .66 
20 1000 .63 5000 63 .66 
25 894 .83 6000 57 .72 
40 707 .63 7000 53 .72 
50 633 .63 7500 51 .72 
60 574 .63 8000 50 .72 
75 517 .63 10000 45 .72 

100 448 .63 12500 40 .78 
125 400 .63 15000 36 .78 
150 365 .63 20000 32 .78 
200 316 .63 25000 28 .90 
250 283 .63 30000 26 .90 
300 258 .63 35000 24 .90 
350 2,38 .63 40000 22 .90 
400 223 .63 45000 21 1.05 
500 200 .63 50000 20 1.05 
600 182 .63 55000 18 1.05 
700 169 .63 60000 16 1.05 
750 163 .63 65000 15 1.20 
800 158 .63 70000 14 1.20 

1000 141 .63 75000 13 1.20 
1100 134 .66 80000 12 1.20 
1250 126 66 90000 11 1.38 
1500 115 .66 95000 10.5 1.38 
2000 100 .66 100000 10 1.38 

E7S SERIES - 75 WATT 
DIMENSIONS ................................... X. x ~. x 6" 
TERMINALS ............................... , Solder lug type 
MAXIMUM RESISTANCE ....... 100,000 ohms 
MOUNTI NG BRACKET .... ... B·33; Centers 6"14" 
Res. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
1 8650 $1.32 2500 171 $1.38 
2 6120 1.32 3000 160 1.38 
3 5010 1.32 4000 135 1.38 
4 4340 1.32 5000 121 1.38 
5 3870 1.32 6000 111 1.50 

10 2740 1.32 7500 100 1.50 
25 1730 1.32 8000 96 1.50 
50 1220 1.32 10000 86 1.50 

100 865 1.32 12000 80 1.62 
150 705 1.32 12500 78 1.62 
200 610 1.32 15000 70 1.62 
250 550 1.32 20000 61 1.62 
300 500 1.32 25000 55 1.83 -
400 430 1.32 30000 50 1.83 
500 385 1.32 35000 46 1.83 
750 318 1.32 40000 43 1.83 
800 305 1.32 45000 41 1.95 

1000 270 1.32 50000 39 1.95 
1500 225 1.38 75000 31 2.13 
2000 192 1.38 100000 27 2.37 

E200 SERIES - 200 WATT 
DIMENSIONS .. ".,,'" 11/8 x 314 X 101/2" 
TERMINALS ..... ". Solder lug type 
MOUNTING BRACKET .,,' B·35; Centers 1131s" 
MAXI MUM RESISTANCE ............ " 1O~,000 ohms 
Res. Max. Net Res. Max. Net 

Ohms M.A. Price Ohms M.A. Price 
1 14140 $3.00 3500 240 $2.16 
2 10000 3.00 4000 225 2.16 
3 8160 3.00 4500 210 2.34 
4 7070 3.00 5000 200 2.34 
5 6310 3.00 

10 4470 2.13 
25 2830 2.13 

'50 2000 2.13 
75 1635 2.13 

100 1400 2.13 
250 900 2.13 
500 630 2.13 

1000 450 2.13 
1500 365 2.16 
2000 315 2.16 
2500 280 2.16 
3000 260 2.16 

7500 
10000 
)5000 
20000 
25000 
30000 
35000 
40000 
50000 
60000 
75000 

100000 

165 
140 
115 
100 

90 
82 
76 
71 
63 
58 
52 
45 

2.34 
2.34 
2.49 
2.49 
2.58 
2.58 
2.58 
2.58 
2.64 
2.64 
2.82 
3.00 

ORDER BY SERIES NUMBER AND RESISTANCE REQUIRED. 
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VITREOUS ENAMELED RESISTORS 
FIXED AND ADJUSTABLE WIRE-WOUN~ TYPES 
Years ahead in manufacturing techniques, LECTROHM Resistors 
offer absolutely top quality at consistently lower prices. New 
winding methods and improved enameling processes are the 
result of continuing research. 
Your wire-wound resistor requirements, whether in small or 
large quantities, are given immediate attention. Large factory 
stocks of standard types are maintained for your convenience. 
Special types to fit particular applications are provided quickly 
and at low cost. 

Adiustable Wire-Wound Types 
D10 SERIES - 10 WATT D50 SERIES - 50 WATT D160 SERIES - 160 WATT 

DIMENSIONS ... ~, X "", X Pl." DIMENSIONS ........................ X, x ii, x 4" 
DIMENSIONS .......................... llfe x 3A x 8lf." MOUNTI NG BRACKET . ........ B-32; Centers 2lf." MOUNTING BRACKET ...... B-33; Centers 43;'." 

TERMIN/ILS Solder lug type TERMINALS ................................ Solder lug type MOUNTING BRACKET .......... B-35; Centers 9%" ................... MAXIMUM RESISTANCE ................ 100,000 ohms 
MAXIMUM RESISTANCE 10,000 oh!,!s 

Res. Max. Net Res. Max. Net 
TERMINALS ................................ Solder lug type 

Res. Max. Net Res. Max. Net Ohms M.A. Price Ohms M.A. Price MAXIMUM RESISTANCE ................ 100,000 ohms 
Ohms M.A. Price Ohms M.A. Price 5 3160 $1.56 3000 129 $1.62 

3150 $ .96 750 115 $ .96 
10 2230 1.56 4000 112 1.62 Res. Max. Net Res. Max. Net 
25 1410 1.56 5000 100 1.62 Ohms M.A. Price Ohms M.A. Price 

2 2230 .96 800 111 .96 50 1000 1.56 7500 81 1.74 
3 1825 .96 1000 100 .96 75 816 1.56 10000 70 1.74 5660 $3.51 4500 185 $2.76 
5 1415 .96 1250 89 1.02 100 707 1.56 12000 64 1.86 io 4000 2.73 5000 180 2.76 

7.5 1155 
150 577 1.56 15000 57 1.86 25 2530 2.73 7500 145 2.94 .96 1500 79 1.02 200 500 1.56 20000 50 1.86 

10 1000 .96 2000 69 1.02 250 447 1.56 25000 44 2.04 50 1788 2.73 10000 125 2.94 
15 815 .96 2250 64 1.02 300 408 1.56 30000 41 2.04 75 1460 . 2.73 15000 105 3.09 

20 707 .96 2500 61 
400 354 1.56 40000 35 2.04 100 1260 2.73 20000 90 3.09 1.02 500 316 1.56 50000 32 2.16 

25 630 .96 3000 58 1.02 750 258 1.56 60000 29 2.16 200 900 2.7.3 25000 80 3.18 

50 447 .96 3500 53 1.02 1000 224 1.56 75000 26 2.43 500 570 2.73 30000 73 3.18 

75 365 .96 4000 50 1.02 
1500 182 1.62 80000 24 2.43 1000 400 2.73 35000 68 3.18 
2000 158 1.62 100000 19 2.58 

100 315 .96 4500 47 1.02 2500 141 1.62 1500 330 2.76 40000 64 3.18 

150 258 .96 5000 45 1.02 2000 280 2.76 50000 57 3.24 

200 223 .96 6000 41 1.08 2500 250 2.76 60000 52 3.24 

250 200 .96 7000 38 1.08 D75 SERIES - 75 WATT 3000 230 2.76 70000 48 3.42 

300 182 .96 7500 36 1.08 DIMENSIONS .................................. X, x ii, x 6" 3500 215 2.76 80000· 45 3.60 

350 169 .96 8000 35 1.08 MOUNTING BRACKET .......... B-33; Centers 63A" 4000 200 2.76 100000 40 3.60 
TERMINALS ................................ Solder lug type 

400 158 .96 8500 34 1.08 MAXI MUM RESISTANCE ................ 100,000 ohms 
500 141 .96 9000 33 1.08 

Res. Max. Net Res. Max. Net 
600 129 .96 10000 31 1.08 Ohms M.A. Price Ohms M.A. Price D200 SERIES - 200 WATT 

5 3870 $1.80 3500 146 $1.86 
10 2740 1.80 5000 121 1.86 DIMENSIONS ........................ llfe x 3;'. x 10'h" 

D2S SERIES - 2S WATT 15 2236 1.80 7500 100 1.98 
25 1730 1.80 10000 86 1.98 MOUNTING BRACKET ........ B-35; Centers 11%" 

DIMENSIONS ....................... ...... ..•. ){, X ii, x 2" 50 1220 1.80 15000 70 2.10 
TERMINALS ................................ Solder lug type 

MOUNTING BRACKET .......... B-33; Centers 23/4" 100 865 1.80 20000 61 2.34 
250 550 1.80 25000 55 2.34 MAXIMUM RESISTANCE ................ 100,000 ohms TERMINALS ... ............................ Solder lug type' 300 500 1.80 30000 50 2.34 

MAXIMUM RESISTANCE 25,000 ohms 400 430 1.80 40000 43 2.34 Res. Max. Net Res. Max. Net 
Res. Max. Net Res. Max. Net 

500 385 1.80 50000 39 2.40 Ohms M.A_ Price Ohms M.A_ Price 750 318 1.80 60000 35 2.40 
Ohms M.A. Price Ohms M.A. Price 1000 270 1.80 75000 31 2.64 6310 $3.75 4500 210 $2.94 1500 225 1.86 80000 30 2.64 

5000 $1.23 1250 141 $1.26 2000 192 1.86 100000 27 2.85 10 4470 2.88 5000 200 2.94 
2 3535 1.23 1500 129 1.26 2500 171 1.86 25 2830 2.88 7500 165 3.12 
3 2890 1.23 2000 112 1.26 50 2000 2.88 10000 l~O 3.12 
5 2240 1.23 2500 100 1.26 

D100 SERIES - 100 WATT 75 1635 2.88 15000 115 3.24 
7.5 1825 1.23 3000 91 1.26 100 1400 2.88 20000 100 3.24 
10 1580 1.23 3500 84 1.26 DIMENSIONS ............................ 3f4 X lf2 X 6'h" 250 900 2.88 25000 90 3.30 
15 1290 1.23 4000 79 1.26 MOUNTING BRACKET .......... B-34; Centers 73;8" 500 630 2.88 30000 82 3.30 TERMINALS ................................ Solder lug type 
20 1117 1.23 4500 74 1.26 MAXI MUM RESISTANCE ................ 100,000 ohms 1000_ 450 2.88 35000 76 3.30 
25 1000 1.23 5000 71 1.26 Res. Max. Net Res. Max. Net 1500 365 2.94 40000 71 3.30 
50 707 1.23 6000 64 1.32 Ohms M.A. Price Ohms M.A_ Price 2000 315 2.94 50000 63 3.42 
75 575 1.23 7000 60 1.32 5 4470 $2.37 2500 200 $2.43 2500 280 2.94 60000 58 3.57 

100 500 1.23 7500 57 1.32 10 3162 2.37 3000 180 2.43 3000 260 2.94 75000 52 3.57 
150 400 1.23 8000 55 1.32 25 2000 2.37 5000 140 2.43 3500 240 2.94 100000 45 3.75 

50 1414 2.37 7500 115 2.55 
200 353 1.23 8500 54 . 1.32 75 1155 2.37 10000 100 2.55 4000 225 2.94 
250 316 1.23 9000 52 1.32 100 1000 2.37 15000 80 2.70 
300 288 1.23 10000 50 1_32 150 815 2.37 20000 70 2.70 

250 632 2.37 25000 63 2.88 
400 250 1.23 12000 46 1.38 500 447 2.37 30000 58 2.88 
500 224 1.23 15000 41 1.38 750 365 -2.37 40000 50 2.88 Order by series number and resistance 
750 182 1.23 20000 35 1.38 1000 315 2.37 50000 45 3.00 

required. 1250 280 2.43 60000 41 3.00 
300 177 1.23 25000 32 1.50 1500 250 2.43 75000 36 3.12 

1000 158 1.23 ~OOO 220 2.43 100000 32 3.27 
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SECTION 4700 

LECTROHM IS CREATING NEW DESIGNS AND MATERIALS IN WIRE WOUND RESISTORS 
FOR NEW ASSEMBLY METHODS 

In addition to supplying the electronics industry with 
superior vitreous enameled wire-wound power re­
sistors in the familiar sizes and ratings, LECTROHM 
is producing whole new groups of types, each designed 
to solve a special problem. Miniaturization and 
printed circuit restrictions in space and ventilation 
no longer are complicated by conventional power re-

sistor size standards. New coating materials and 
winding methods developed by LECTROHM permit 
an infinite variety of configurations yet retain op­
erating and life characteristics expected of the finest 
grade vitreous enameled types. LECTROHM en­
gineers will fit the resistor size and shape to your 
design. 

LECTROHM LEADS IN "SPECIAL DESIGNS" 

Printed Circuit Upright - Printed Circuit Flexible 

LECTROHM AXIAL LEAD 
WIREWOUNDS 

For added convenience in mounting in many 
types of assembly. 

3 to 10 watts. 10 to 50,000 Ohms. 

LECTROHM ABOVE-CHASSIS TYPE 

More efficient use of space designed to elimi­
nate heat beneath the chassis. Lectrohm 
engineers will create resistors td fit your 
available space. 

5 to 25 watts. 10 to 15,000 Ohms. 

© U.C.P., Inc. 

Some of the 

many "Special". 

Lectrohm Resistors 

RIB-ON-EDGE LECTROHM (STANDARD SIZES AND VALUES) 
155 to 420 watts. .06 to 22 Ohm •• 

VITREOUS ENAMELED LECTROHM FERRULE TYPE 
(STANDARD SIZES AND VALUES) 

13 to 190 watts. To 100,000 Ohm •. 
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P·R IC E S 
Prices in this MASTER should not be considered as final. 

Inquire aboul latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown. 

-

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 
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SECTION 4700 

MAITORY 
P. R. MALLORY & CO. INC. 

INDIANAPOLIS I IND. 

WIRE-WOUND CONTROLS 
C Series, MSeries, K Series 

TWO-WATT WIRE-WOUND 
POTENTIOMETERS 

11"," diameter 
resistor that 
pate 2 watts over 
entire element (or con­
tinuous operation. For 
use In test and special 
Instruments, bias con­
trol and bridge circuits. 
LInear taper ouly. Con­
tact arm Is grounded. 
Total rotation 2800; e(­
(ectlve electrical rotation 
with short shaft, milled sCj,~~~{~r: 
Wlll take standard knobs: 
hex. nut. Shipping Weight, ozs. 

POTENTIOMETERS 
C.rrylng 

Mallory. Ohma ca ... clty Not 
No. R ..... Each In AmI!! 

tip tI .58 
~ ClOP 10 .45 

CUP 15 .37 
C20P 20 .32 

"81 C30P 30 .26 1. 
CUP 40 .22 

l:81 CSOP 50 .2 
C100P 100 .14 

t81 C200P 200 .1 
C400P 400 .07 1.08 
C1MP lK .045 1.20 
C3MP 3K .025 1.20 
CSMP 5K .02 1.4J 
C6MP 6K .018 1.4 
ClOMP 10K .014 1.4, 
C1SMP 15K .011 1.4 

RHEOSTATS* 
carrying 

Mallory Ohm. Ca ... clty Not 
No. Resla. E.ch 

C6R 6 
In AmI!! 

.liS --nc 
CUR 10 .45 13c C1SR 15 .37 
C20R 20 .32 8~: 
C30R 30 .26 83c 
ColOR 40 .22 83c 
CSOR 50 .2 8~c Cl0aR 100 .1J1 8 c .. .. .. .. • Open or off position counter-

clockwise. 

FOUR-WATT WIRE-WOUND 
POTENTIOMETERS, RHEOSTATS 
Used on bias control and 
voltage dividers; also (or' 
replacement of position­
Ing. hold. (ocus and other 
controls o( TV sets. Rug­
ged. Rheostats (eature 
"off" position (no connec­
tion) type o( construc­
tion. Insulated contact 
arm. Pots have three. 
rheostats have two ter­
minals. Total rotation 
.2940; effective electrical rotation 271),0 
"'5%. No. , linear tape •• Voltage break­
down 1000 v. DC. . 
One control (with hex nut) to carton. 

POTENTIOMETERS 
Mallory Ohm. ca ... clty 

Number .2!!!!!:- In Amp! 
M1PK 1 2.00 
M3PK 3 1.15 
M6PK 6 .82 
MlOPK 10 .63 
M1SPK 15 .52 
M20PK 20 .45 
M2SPK 25 .40 
M30PK 30 .37 
M'DPK 40 .32 
M50PK 50 .28 
M6DPK 60 .26 
M75PK 75 .23 
M1DOPK 100. .20 
M200PK 200 .14 
M3DOPK 300 .1l6 
M400PK 400 .10 
MSDOPK 500 .09 
M6DOPK 600 .082 
M1MPK ~~ 
Ml.5MPK 1.5K .052 
M2MPK 2K .045 
M2.5MPK 2.5K .04 
M3MPK ~ --:037 
M4MPK 4K .032 
MSMPK 5K .028 
MIOMPK ~ --:-or-
Ml5MPK 15K .016 
M2DMPK 20K .014 
M25MPK 25K .013 

©1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED 

Not 
Each 

Sl:~e 
1.35 
1.31 

"1 I: I 
til 1. I 1. 
1.31 
1.~ 1. 5 
1.35 

t~1 1.3 
1.~5 
1. 5 
1.~5 
1. 5 
1.35 

t~1 
1.35 
1.4, 
1.4 
1.47 

FOUR-WATT POTENTIOMETERS 
(CONTINUED) 

M.llory Ohma C .... clty Net 
Num"', Ral .. In Amp. Each 

M5DMPK 50K .009 51.,4 
M70MPK 70K .0075 1. 4 
M75MPK ~ .0073 2.41 M100MPK lOOK .0063 2.4 

CENTER-TAPPED POTENTIOMETERS 
MT10P KilO I .63 151 .32 MT20PK 20 .45 1.32 
MT30PK 30 .a7 1.32 

RHEOSTATS· 
MD5RK 0.5 2.80 13c M1RK 1 2.00 
M2RK 2 1.40 I~: M3RK 3 1.15 
M'RK 4 1.00 8~: 
MIRK 6 .82 8~c MURK 10 .63 I c M15RK 15 .52 
M20RK 20 .45 8~: 
M25RK 25 .40 13c M30RK 30 .37 
M4DRK 40 .32 I~: MSDRK 50 .28 
M6DRK 60 .26 8~: 
M75RK 75 .23 83c I M100RK 100 .20 3c 

Open or Olr position counter-cloMise 

SEVEN-WATT WIRE-WOUND 
*" Ii .. ; 

POTENTIOMETERS 
Suitable for precision In­
struments such as resist­
ance bridges and where a 
control ot medium cur­
rents or voltages Is reo 
qulred. Supplied with 
grounded contact arm. 
3070 total rotation; 2950 
effective electrical rota-

~~ris~~~lo~I~~lr~Tt~ 
short shaft. mllled screw-<irlver slot (or 
easy adjustment. Will take standard knobs. 
Hex. nut furulshed. No. 4 taper. 

ohms tarrying 
Mallo.y Rellst- capacity Net 

No. .nce In oAlil!! Each 
E5MP ----xK". 4 i2.'fi 
El0MP 10K .03 2.84 
E20MP 20K .021 3.00 
E25MP 25K .019 3.09 
E50MP 50K .0135 3.15 
E75MP 75K .011. 3.24 
EIDOMP lOOK .0095 3.30 
El25MP 125K .0085 3.30 
ElSOMP 150K .0078 3.38 

TYPE "K" VITREOUS WIRE-
WOUND POWER RHEOSTATS 

Outstanding (eatures are: Hinged-spring 
contact arm; low contact resistance; low 

:~~rj :~f-g!!'t:t~ ~~~":r~R~~W:~~ 
rheostat Is ot porcelaln vitreous enamel 
construction. designed to give adequate 
ventilation. Precise uniform winding Is 

r~~f{'~~~fit:e:~~~e,toctr~.SI~W' c~~~~ 
carrying parts electrically Insulated by 
dimenSIonally stable ceramic parts. Values 
shown below are (or continuous operation 

Wh=.~r aY~fla:I!51:n':a::0;:~'! .. " K" 
A knob and dial plate are stipplied with 
each Type K rheostat. 

TYPE 25K 25 WATTS 
~ 0 D 2950 angle o( rotation 

aii~ry Max. Net 
No. Ohm. Ampa St;F Each 

25kip --r nmr I4.ft 
25K2P 2 3.540 28 . 4.08 
25K3P 3 2.880 53 4.08 
2SK6P 6 2.040 51 4.08 
25K8P 8 1.770 56 4.01 25K1OP 10 1.580 54 4.0 
25KlSP 15 1.290 88 4'88 25K25P 25 1.000 117 4.8 
25K35P 35 .845 129 4.08 
25KSDP 50 .707 149 4.08 
25K75P 75 .575 174 4.08 
25KI00P 100 .500 184 4'88 25K125P 125 .447 187 4.8 
25 K175P 175 .378 1'78 4'88 25K2S0P 250 .316 200 4.8 
25K350P 350 .267 227 4.g8 25K500P 500 .222 256 4.8 
2SK75OP 1150 .182 303 tit 25Kll10DP 1000 .155 318 
25 KlSOOP 1500 .129 310 4.2 
2SK2500P 2500 .100 405 4'12 25K35DOP 3500 .084 432 ::iI 25 KSDDOP 5000 .070 471 
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TYPE SDK 50 WATTS 
2""" 0 D 3000 angle o( rotation 

m!,!,ory 
Ohm. 

.max. 
St2~a No. Amp. 

SOK.5P ---"3 -rn:mr 
SOK1P 1 7.07 37 
SOK2P 2 5.00 42 
5OK4P 4 3.54 66 
SOK6P 6 2.89 79 
50KIP 8 2.50 84 
50K12P 12 2.04 100 
50K16P 16 1.76 106 
5OK22P 22 1.50 145 
50KUP 35 1.19 145 
SOKSOP 50 1.00 163 
SOK80P 80 .79 210 
SOK12SP 125 .6..3 204 
SOK150P 150 .58 244 
50K225P 225 .47 298 
50K300P 300 .41 268 
50K500P 500 .32 205 
50KBOOP 800 .25 363 
50KID00P 1000 .22 354 
50K160OP 1600 .176 449 
5DK2S00P 2500 .14 455 
50K3500P 3500 .12 500 
50K5DOOP 5000 .10 550 
SOK8QOOP 8000 .08 690 

TYPE lOOK 100 WATTS 
3J.i· 0 D 3000 angle o( rotation 
100K.SP .5 14.20 30 
100 KIP 1 10.00 40 
100K2P 2 7.07 42 
100K3P 3 5.77 56 
lDDK5P 5 4.47 59 
100K7.SP 7.5 3.65 96 
1OIIK10P 10 3.16 101 
100K16P 16 2.50 128 
100K25P 25 2.00 160 
lDOK50P 50 1.41 200 
100K75P 75 1.15 240 
100 KlDOP 100 1.00 250 
100K20DP 200 .71 315 
100K300P 300 .58 302 
100K'00P 400 .50 316 
lDOK500P 500 .45 342 
100K75DP 750 .37 406 
100KI000P 1000 .32 435 
"100 K1SOOP 1500 .26 520 
10DK2000P 2000 .22 544 
100K2500P 2500 .20 535 
lDOK5DDOP 5000 .14 692 
IODK7500P 7500 .12 820 
100K1000llP 10000 .10 840 

TYPE 150K 150 WATTS 
4'''" 0 D 3050 angle of rotation 
150K.5P .5 17.30 31 
150 KIP 1 12.30 38 
150K2P 2 8.66 51 
lS.K3P 3 7.07 73 
150KSP 5 5.48 77 
150K7.5P 7.5 4.47 70 
15DK10P 10 3.87 145 
15DKI5P 15 3.16 138 
150K25P 25 2.45 142 
150K3SP 35 2.07. 198 
150KSOP 50 1.73 182 
150K75P 75 1.41 218 
150Kl0DP 100 1.22 229 
150 K150P 150 1.00 276 
150K20DP 200 .87 289 
150K250P 250 .77 360 
150K350P 350 .66 350 
150K500P 500 .55 400 
150K7SDP 750 .45 460 
150K125DP 1250 .35 490 
150 K1BOOP 1800 .290 555 
150K22S0P 2250 .26 547 
150K300DP 3000 .22 729 
ISOK4500P 4500 .18 689 
150K7500P 7500 .14 930 
150K10000P 10000 .12 980 

TYPE 3DOK 300 WATTS 
61",. O.D. 3150 angle of rotation. 
300 KIP 1 17.30 . 48 
300K2P 2 12.25 60 
300K3P. 3 10.00' 64 
30DK4P 4 8.66 80 
300K5P 5 7.75 80 
300K7.5P 7.5 6.32 100 
300K10P 10 5.48 139 
300K15P 15 4.47 128 
300K25P 25 3.46 182 
300KSOP 50 2.45 228 
300K75P 75 2.00 271 
30DK100P 100 1.73 287 
300 KlSOP 150 1.41 338 
300K200P 200 1.22 361 
3DDK30OP 300 1.00 427 
300K'OOP 400 .87 460 
30DK70OP 700 . 66 555 
300K90OP 900 .58 564 
300K1200P 1200 .50 605 
300K150OP 1500 . 45 755 
300K17S0P 1750 .41 691 
300K25DDP 2500 .35 785 

_Net 
E.ch 

R:n 1.,8 
.11 .8 

4'12 
4. 2 
4'12 
4. 2 
4.82 
4.82 
4'12 
4.2 
4.82 
4.82 
4.82 
4.82 
4.82 
4.81 
4.8 
4'18 
4. 8 

1:'8 :11 

57.71 
7.71 
J.71 

.71 
J.71 

J:I~ 
.23 

J.23 .23 
.23 

7.23 

J:I~ 

ru .23 

f • 1 
• 1 1.71 

1:22 :U 

5 r • 1 
• 1 
'1 ' • 1 .81 

'14 .4 
.24 
.24 
.24 
.24 
.24 
.24 
.24 1.24 
.24 1.24 
.81 

18:IA 

'8'10 1 • 0 
10. 0 

'1.31 1 .33 

13'18 
13. 1 

'i' 1 • 9 

1~'r 1 • 8 
,~. 8 

II: 1 

1 'r It I 1 .8 
1 9 

'i' 1 • I 

1i~ I 1 • 

1\ : il 
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SECTION 4100 

MAITORY SPECIAL CONTROLS 
P. R. MALLORY & CO. INC. 

INDIANAPOLIS ,IND. 

PTA 

PHINOLIC SHAFT CONTROLS 

~c:,rn~~t:~i:!d~~~ o:of~~ -F~n:~~~n,;t~:e o~ 
bushlngless control Is needed. Ideal for 
"hot" chassis where shaft must be Insu­
lated. Tab mounting; tabs Insert In slots 
provided In chassis; lock In place with 
twisting action. Phenolic hex shaft I' long 
with screwdriver slot; control ",&" dla. 
Ph_ollc Shaft Tab Control--Any 60C 
model. Net Each ................ . 

Madill')' 1 ResII'I.Ta Iu~allory I Resls. Ta­
No. PTA-,Ohms I!!!I::!" PTA- Ohms J!!! -nr-5Uu' T-um:-~4 

751L 750 4 26L 2 meg. 4 
152L 1500 4 J55L 3.5 meg. 4 
2S2L 2500 4 4SA 4 meg. 1 
S3L 5000 4 5SR Ii meg. 2 
352L 3500 4 755L 7.5 meg'14 
54L 50K 4 ISSL 8.5 meg. 4 
15L lOOK 4 754L 750K 4 
ISL 300K 4 55L 500K 4 
55R 500K 2 SSL 5 meg. 4 

METAL SHAFT CONTR01.S 
Same as phenolic shaft types except round 
tubular brass shaft (2' x U' dla.) that can 
be cut to size. For use as front panel, rear 
~anel or hidden controls. Tab mounting. 
o~~at~~~~t a~~d~n:uKJ'~~~'\in~~relnurled, 
Metal Shaft Tab Control-Any $117 
model. Net Each ............... . 

Mal....., I Resh'r!iI Mallory Resls. Ta-
NizlA- Ohml, Nt No. TA- -;mr;r 

751L lFo l U:,A 500K 2 
13L 1000 4 5SA 500K 1 
152L 1500 4 SSL 500K 4 
312L 3500 4 lSA 1 meg. 1 
5 L 5000 4 llL 1 meg. 4 
lolL 10K 4 15IL 1.5 meg. 4 
153L 15K 4 2SA 2 meg. 1 
253L 25K 4 26L 2 meg. 4 
SoiA 50K 1 26T1S 2 meg.* 4 
SoIL 50K 4 2S5L 2.5 meg. 4 
1SL lOOK 4 31L 3 meg. 4 
184L 180K 4 5SR 5 meg. 2 
254L '250K 4 5SL 5 meg. 4 

*Tap at 1 meg. 

TYPI 'L SENSITIVITY CONTROLS 

¥~l%~ s:~~~v~tza~~~~r~~~~~rft~~IOi~'b~ 
hold, etc. Screwdriver s.tot for adjustment 
-no shaft. Rated 2 watts, control Is Insu­
lated to withstand more than 500 .vo' AC 
from terminal to case. Mounting holes In 
ears take J.i" bolts or rivets. Single axIal 
ter",:" .• t can be bent to radial position If 
required. 

'LANGE MOUNT RHEOSTATS 
Mallory Resls. Net 1 Mallory Resls. Net 
No. FL- Ohms Ea. No. FL- Ohms Ea. -r- --r4Tc-mv 6lIO 4Tc 

15 15 421: 750 750 42c 
75 75 42c lK lK ~21: 100 100 421: 2K 2K 21: 
150 150 ~21: 2KS* 2K 42c 
200 200 IC 3K 3K 421: 
250 250 4 c 4K 4K 42c 
500 500 4 I: 5K 5K 42c 
600 600 42c 

"Stops at 100 ohms 

fLANGE MOUNT POTENTIOMETERS 
UP 1 40 1421:1 200P 1 200 1421: 
lOOP 100 42c 250P 250 421: 

PRINTED CIRCUIT RHEOSTATS 
New tab mount version of above rheostats 
Mallory Resls. Net Mallory Resls. Nd "::: .... ~ t: ~"li" i 15 150c 4K 4K I: 
100 100 c SK 5K 8c 
600 600 a8c 60A" 60 8c 
lK lK 8c 100A* 100 'c 
1.SK I.5K 8 c 

" Has polyethylene knob. 

©1961 P. R. Mallorv & Co. Inc. 
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MLC CARBON CONTROLS 
Only ~" diameter, these controls are Ideal 

~':'rs~o~.Pgr~~Wfa:I1"~~~~rrJ~~·.t~:~; 
~l~nl~~g::~ntrolS-Wlthout $ 35 
switch. Net Each. .. . .. .. . . . .. .. 1 
With Switch-Net Each ......... $'2.215 

Mallory No. O"m. Taper Switch 
MLCUL 1000 -4-

"SPST' MLC222L-S 2200 4 
MLC2S2A 2500 I "SPST' MLC252A-S 2500 I 
MLC53A 5000 1 "SPST' MLCS3A-S 5000 I 
MLC53L 5000 4 "SPST' MLC53L-S 5000 4 
MLC14A-S 10K 1 SPST 
MLC14L 10K 4 ........ 
MLCS4L 50K 4 ........ 
MLC1SA lOOK 1 ........ 
MLC25L 200K 4 ........ 
MLC254L 250K 4 "SPST' MLC55A-S 500K I 
MLC55L-S 500K 4 SPST 
MLCN55L 500K 4 . 'SPST' MLC16A-S 1 meg. I 
MLC16L-S 1 meg. 4 SPST 
MLCN16A 1 meg. 1 ........ 
MLCN16L 1 meg. 4 . . . . . . . . 

Mallory Re.ll. Tap, Ta- Net 
Number Ohm • ... ~.~~.· ... T Each 

PP13R --nr n:n 
PP15A lOOK ........... 1 1.35 
PP16A 1 meg. ........... 1 1.35 
PP16L 1 meg. iook ...... 4 1;35 
PPl6T15 1 meg. 1 1.35 
PP16T25 1 meg. 200K 1 1.77 
PPl6TS5 1 meg. ~~-oOOK 2 1.77 
PP16DT55 1 meg. 4 1.77 
PP2SL 200K ........... 4 1.35 
PP254A 250K 

iook~i56K' 
1 1.35 

PP254DTl54 250K 4 1.77 
PP2SA 2 meg. i·meg ... · .. · 1 1.35 
PP26T16 2 meg. 4 1.77 
PP2SDT16 2 meg. 5OOK-lmeg. 1 1.77 
PP36DT26 3 meg. 1 meg.- 4 1.77 

PP55T25 
2 meg. 

500K 200K 4 1.77 
PP46T26 4 meg. 2 meg. 4 1.77 
PP55A 500K ........... 1 1.35 
PP55DT1683 500K 48K-168K 4 1.77 
PPSSL 500K 250k" .... 4 1.35 
PP55T254 500K 1 1.77 
PP5SL 5meg. ........... 4 1.35 
PP155L 1.5 meg. o • • • • • • • • • • 4 1.35 

THEATER SPEAKER CONTROLS 
~~it~:1 ':~3 o~h~~~';JtDfo~r ~h~.r~::'ri~fl'ir~ 
picture equipment. PIgtail rotor connec­
tions. Corrosion-resistant finish tor long, 

~~!:i~tir~d~~~io~r~~ 1~~0~ ;1~5'l1~ ... ~.r. 
electrical. With mounting nut. 
Mallory Net 
Number Descrllauon Each 
ftA-Ir 400hm- eli ST:3:"'1 
TSA-35 35-ohm potentiometer -1; •• OQ8~ 
TSA-& 6-ohm Dotentlometer .uS 

SHAFT EXTENSIONS 
Mallory No. D 5-36--Extension shaft, U" x 
3", t<lr U, U'l" UDT, TA, Rand M con­
trols. Also couples tront to rear section for 

~~I:r~rt~~' ~~al{~~l~~ :~f~ ~n~n'i~gg 
~:f.!~~N~.e~f~f~I~" ilia: shaft' jo~~a: 
with U, UT, UDT, T A, Rand M controls. 
Net Each ........................ 33c 

. TV FOCUS CONTROLS 
Replacements for TV focus controls, units 
are 4-watt wire-wound with special tapp.r. 
Voltage breakdown, 1000 v. DC; mechan­
Ical rotation 294°, "'2°; electrical rotation 
275°, "'5°. Have 2" round shaft with screw­
drlver .Iot; 1 %. dla. • 
Mallory No. TVF14O-Max. 1500 $135 
ohms resistance. Net Each ...... . 
Mallory No. TVF143-Max. 2500 ohms 
resistance. Net Each ............ $ 1 .35 

TH IRE IS A MALLOn CON~ 
TROL FOR ALL REPLACEMENT 
OR O. E.M. REQUIREMENTS. 
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Net 

P2 PRINTED CIRCUIT CARBON 
CONTROLS 

Recommended as .orlglnal or replaeement 
control In printed circuit applications. '~-n; 
~It:.~t~ s~e~~~v:~~lls~~ft.tabs and wit 
Without ~wltch-Net Each ........ 88c 
With Switch-Net'Each ......... $1.41 

M=!~ry~~~ T:t T:t .T:; Sw. 
P2-14A-D rmr-:-:-:-:-:-:-:-:-:-:-.IT- mrs'f' 
~i:U~3S } ~~:: 3ooB: : : : : : 1 
P2-16A-D 1 meg. .. .. . ..... T 
P2-16A-S 1 meg..... . ..... 1 
P2-16L-D 1 meg..... . ..... 4 

jjPST 
SPST 
DPST 

~i:~:ts ~ ~:I::::: : ::::: } SPST 
P2-jSDT&52 meg. 300K 600K 1 

~~:s~t-s ~Kmeg.:::::::::: ~ SPS'T 
~~:uts ggg~ ::::: :,:::: I SPS'T 
~~:~~~2\4 ggg~ 250B:::::: t SPST 
P2-153A-D 15K ..... '" . . 1 jjPST 
P2-252A-S 2.5K . .. . . ... .. 1 SPST 

T AND LPAD ATTENUA1:0RS 
For controlling level of low Impedance 
audio circuits and for volume controls. 

:~~ ~~3I~e~aW:~f1Ig ~~~.ftH:~a~x:.~ 
tlnuous DC diSSipation rating of 4 watts. 

~r~~~8' a~~o%~'a;' l.;;t~t~~nfor Se~~;t, c~;': 
tlng. With bar knob, dial plate with 
matehed rotation, nut and washer. 
"T" Pad Attenuators- $308 
Net Each , ...................... 

Mallory Ohms Mallory . Ohms 
No. ,.!!!!.Iy!:- No. ~ 12 1206 

T4 4 T250 250 
T& 6 T500 500 
T8 8 TaOO 600 
T15 15 T10Ga 1000 
T50 50 T2000 2000 
Tl00 100 T30GO 3000 

u " L Pad Attenuators­
Net Each ...................... 

L2 2 L2S0 250 
L4 4 500 
L& 6 LSO 600 
L8 8 UO 0 "1 1000 
US 15 L20 0 2000 
LSO 50 L300 3000 
UOO 100 L40 0 4000 
L200 200 

" Iandem LL Patls or LA pii:ds tor HI-FI 
Mall. Resls. ~se Net 
No. .!fi:!- Ohm. Sze Each a:r- -,- r""x 21",'" Won 

LL16 LL 16 1%' x 2',&' 5.97 
LL50 LL 50 1%" x 2'-iO' 5.97 
L8A LA 8 1%"·x IJ.i" 2.15 
USA LA 16 1%' x IJ.i" 2.85 

TYPE R WIRE-WOUND POTS 
For replacement of TV 
controls requlrlng 2 watt 
unit. Also for V-divider 
and bias applicatIons. 
High qUality, dust-proof, 
l'AI' overal dla. 900 v. 
Insulation. No. 4 taper. 
Thumb knurled, screw­
driver slotted stub shatto 
Bushing, %'.One Pal-nut 
with each control. 

•. 

0 .... , 

.. 

Mallory Net Mallory Net 
No. Ohms Each No. Ohms Each 

ii2r- -,-w.n ;fftf[t --mr ft:n 
R3L 3 .93 100 .93 
RSL 5 .93 fl250L 250 .93 
R6L 6 .93 ~500L 500 .93 
R8L 8 .93 R750L 750 .93 
Rl0L 10 .93 Rl000L 1000 .93 
R10CTt 10 1.32 RUOOL 1500 .93 
R1SL 15 .93 R2500L 2500 .93 
R20L 20 .93 R3000L 3000 .93 
R20CTt 20 1.32 R5000L 5000 .93 
R25L 25 .93 R7S0OL 7500 1.08 
R30L 30 .93 Rl0ML 10000 1.0B 
R30CTt 30 1.32 R1SML 15000 1.08 
R50L 50 .93 R2GML 20000 1.08 
tCenter-tapped Controls 

SWITCHES FOR TYPE R POTS 
Mall. NO., Description I Net 
""ii'imr Single pole, Single Throw ~ 

US32 Double Pole, Single Throw 54c 

<0 U.c.P., Inc. 
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SECTION 4700 

MAiIORY CARBON CONTROLS STA-LOC® 
P.R. MALLORY & CO. INC. 

INDIANAPOLIS ,IND. 

Designed to serve as quick, easy replacement controls In radio, TV, hi-II, auto and home 
electronic equipment. Also serve many Industrial uses. Eliminates problems and cost ot 
maintaining large Inventories. Permit "on-the-spot" assembly or exact replacements. Two 
controls plus a switch may be joined when reqUired. Wide selection ot shafts are available 
~~';,i~~l:.ersatllity. Units listed permit more than 38,000 combinations ot exact replacement 

FRONT SECTION CONTROLS 
Bushing Size by Prefix' FA, %" dla. x 

tt;e~e~~r:~~e~:. r~hr~edd~ithX J1~I~: 
x %' I. smooth extension bushing. FD, 
~!'\~ .:rl ~rh:;'C~~e:I':.\:nslon bushing Is 
Front Section Without Taps-Any 84C 
model. Net Each ................ . 
Front Section Single or Double Tapped-
Any model. Net Each ........... $ 1.28 

.!~.r,;;.W,::~.?:.F:.':,~tE5a-:~O~. ~I~h~~.t. ~a:: 
Wi ..... Wound Front Section Single Tapped 
-Any model. Net Each ......... $1.14 

FRONT SECTIONS WITHOUT TAPS 
_~all,!ry I ~8SI... a-I Mallory ~,s., a­
i!N~u=-m;n:b.:::r~O~h;;m;;;..s-/.t:;e~r.;N:.=uu:,:m;;:b=.erl Ohms er 
~:~~t ~811 l ~:~:~ -,gr 4 
FC12L 100 4 FC54L 54K 4 
FA22L 200 4 FE54A 50K 1 
FA251L 250 4 FD54L 50K 4 
FB251L 250 4 FF54A 50K I 
FA32L 300 4 FF54L 50K 4 

~~::tL ~gg l ~~IUL Ib8~ t 
FC351L 350 4 f~15L lOOK 4 
FD351L 350 4 .-B15L lOOK 4 
FA52L 500 4 C15L lOOK 4 
FC52L 500 4 D15L lOOK 4 
FDS2L 500 4 115L lOOK 4 
FA62L 600 4 FB124L5 120K" 4 
FA62R 600 2 FA154L 150K 4 
FB62L 600 4 FB154L 150K 4 
FD62R 600 2 ,!:D154L 150K 4 
FA751L 750 4 1I'~'jA25L 200K 4 
FA751R 750 2 C25L 200K 4 
FB751R 750 2 D25L 200K 4 

~gm~ f~g ~ '~~~~3L ~gg~ l 
FD751R 750 2 FA254A 250K 1 
FA13L 1000 4 FA254L 250K 4 
FF13L 1000 4 FD254A 250K 1 
FA13R 1000 2 FE254L 250K 4 
FB13L 1000 4 FF254A 250K 1 
FC13R 1000 2 FG254A 250K 1 
FD13L 1000 4 FG254L 250K 4 
FD13R 1000 2 FH254A 2SOK 1 
FE13L 1000 4 FI254A 250K 1 
FF13R 1000 2 FB35L 300K 4 

~~m~ ~g88 ~ ~~~\t ~gg~ 1 
FB152A 1500 1 FA55A 500K 1 
FB152R 1500 2 FA55L 500K 4 
FC152R 1500 2 FA55R 500K 2 
FD152L 1500 4 FB55A 500K 1 
FD152R 1500 2 FB55L 500K 4 
FF152R 15002 FC55A 500K 1 
FA33L 2000 4 FC55R 500K 2 
FA23R 2000 2 FD55L 500K 4 
FB23L 2000 4 FD55R 500K 2 
FB23R 2000 2 FE55A 500K 1 
FD23R 2000 2 FG55A 500K 1 
FF23L 2000 4 FF55A 500K 1 
FA252L 2500 4 FF55L 500K 4 
FA252R 2500 2 FH55A 500K 1 
FB252L 2500 4 FK55A 500K 1 
FB252R 2500 2 FLS5A 500K 1 
FD252R 2500 2 FM55L 500K 4 
FF252R 2500 2 FN55A SOOK 1 
FA33L 3000 4 F055A 500K 1 
FA33R 3000 2 FQ55A 500K 1 
FB33R 3000 2 FQ55R 500K 2 
FC33L 3000 4 FR55A 500K 1 
FD33R 3000 2 F555A 500K 1 
FF33R 3000 2 FB65L 600K 4 
FA53L SOOO 4 FA754L 750K 4 
FA53R 5000 2 FA16A 1 meg 1 
FC53R 5000 2 FA16L 1 meg 4 
FDUL 5000 4 FA16R 1 meg 2 
FDUR 5000 2 FB16A 1 meg 1 
FF53A 5000 1 FB16L 1 meg 4 

~~~~t gggg l ~gt:~ ~ :::~i l 
FA14A . 10K 1 FD16L 1 meg 4 
FA14L 10K 4 FF16A 1 meg 1 
FA14R 10K 2 FF16L 1 meg 4 
FB14L 10K ~ FF16R 1 meg 2 
FC14R 10K 2 FG16L 1 meg 4 
FD14R 10K 2 FM16L 1 meg 4 
FA153L 15K 4 FN16L 1 meg 4 
FB153L 15K 4 F016L 1 me! 4 
FA24R 20K 2 FR16L 1 m~! 4 

~:~:~L ~g~ t ~:n~Lu5:~ ~ 
FA253R 25K 2 FA155R 1.5 meg 2 
FC253L 25K 4 FB155L 1.5 meg 4 
FD253L 25K 4 FC155L 1.5 meg 4 

~~~:~ ~g~ l ~~mt U :::~I l 
~~U~L ~8~ l '~m~ U :::~~ 1 

©1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED 

FRONT, WITHOUT TAPS (CONT'D) 
_~a_!lory !!8Sls., ITa-I Mallory I !!8Sls., ITa­
Number Ohms e lNumber Ohms I!!! 
nRA""T'iiiOg ~ E!m!- rriiiei""""4 
FA26L 2 meg 4 FB255L 2.5 meg 4 
FA26R 2 meg 2 FF255A 2.5 meg 1 
FB26A 2 meg 1 FG255A 2.5 meg 1 
FB26L 2 meg 4 FH255A 2.5 meg 1 
FC26L 2 meg 4 FA36A 3 meg 1 
FC26R 2 meg 2 FA36L 3 meg 4 
FD26L 2 meg 4 FA36R 3 meg 2 
FE26A 2 meg 1 FB36L 3 meg 4 
FF26A 2 meg 1 FB36R 3 meg 2 
FE26L 2 meg 4 FC36A 3 meg 1 
FF26L 2 meg 4 FA46L 4 meg 1 
FG26A 2 meg 1 FAUX 4 meg t 
FH26A 2 meg 1 FE46X 4 meg t 
·F126A 2 meg 1 FB46L 4 meg 4 
FJ26A 2 meg 1 FB46R 4 meg 2 
FK26A 2 meg 1 FF46X 4 meg t 
FL26A 2 meg I FG46L 4 meg 4 
FM26A 2 meg 1 FB455L 4.5 meg 4 
FN26A 2 meg 1 I!:A56A 5 meg 1 
F026A 2 meg 1 ~!\56L 5 meg 4 
FQ26A 2 meg 1 ~B56A 5 meg 1 
FQ26L 2 meg 4 FC56L 5 meg 4 
FR26A 2 meg 1 1!:!)56R 5 meg 2 
FR26L 2 meg 4 ~F56A 5 meg 1 

~~~:~ ~ :::~~ ~ f~~:~ ~ :::~~ ~ 
FU26A 2 meg 1 1:,.156X 5 meg t 
FV26A 2 meg 1 ~J56X 5 meg t 
FW26A 2 meg 1 K56L 5 meg 4 
FX26A 2 meg 1 ~B755L 7.5 meg 4 
FY26A 2 meg 1 ... B17L 10 meg 4 
"50K ohm stop. tSpJlt control elements. 

SINGLE TAPPED FRONT SECTIONS 
Mallory. Resls. tap 
Number Ohms Ohms Tarr 

FA12T51 ---rmr ~ 
FB52T75 500 75 1 
FD52T225' 1100 200 4 
FB52T351 500 350 2 
FB52T425 500 425 2 
FA751T52 750 500 2 
FD751T52 750 500 4 
FA13T751 1000 750 4 
FB152T22 1500 200 2 
FC152T142 1500 1400 2 
FD23T152 2000 1500 2 
FA252T52 2500 500 2 
FF252Tl42 2500 1400 2 
FA252T152 2500 1500 2 
FA252T23 2500 2000 2 
FD252T23 2500 2000 2 
FA331'252 3000 2500 2 
FA33T2851 3000 2800 2 
FA153T14 15K 10K 4 
FA254T1253 250K 125K 4 
FA55T54 SOOK 50K 1 
FA55T15 500K lOOK 1 
FA55T35 . 500K 300K 4 
FB55T35 500K 300K 4 
FBUT15 1 meg. lOOK 4 
FC16T254 1 meg. 250K 1 
FA16T35 1 meg. 300K 1 
FB1ST55 1 meg. SOOK 4 
FA2ST55 2 meg. 500K 2 
FR26T55 2 meg. 500K 1 
FB2ST75 2 meg. 700K 1 
FA36T9S 3 meg. 900K 4 
FA46T55 4 meg. 500K 1 
FF46T55 4 meg. 500K 4 
*Stop at 100 ohms. 

DOUBLE TAPPED FRONT SECTIONS 

: ... ~"..:. Ig~~s il.Tap , t2.Tap a-
Ohms Ohms T Fbi52bfi15 "TIl!li 'l'm'"' -mr 

FA23DT52 2000 250 500 4 
FA23DT1751 2000 1500 1750 2 
FA153DT93 15K 4K 9K 4 
FC153DT73 15K 4K 7K 4 
FB55DT25 500K lOOK 200K 4 
FA55DT334 500K 125K 330K 4 
FC26DT16 2 meg. 500K 1 meg. 4 
FA26DT155 2 meg. 750K 1.5 meg. 4 . 

WIRE-WOUND FRONT SECTIONS 
WITHOUT TAPS 

::'a.!!T.'l. I:;'::~'s a- 1-'!'IIJlory I~es s., a-

T Number Ohms T wwm.- --rmr wwnn -mil!"' 
WW22L 200 4 WW23L 2000 4 
WW251L 250 4 WW252L 2500 4 
WW32L 300 4 WW33L 3000 4 
WW72L 700 4 WW33R 3000 2 
WW751A 750 1 WW53L 5000 4 
WW751L 750 4 WW73L 7000 4 
WW751R 750 2 WW153L 15K 4 
WW13L 1000 4 

Mallory Page CC-2 

Net 

WIRE-WOUND SECTIONS 
SINGLE TAPPED 

Mallory Resls., Tap 
Number Ohms Ohms Tafer 

wW12t5i ---rmr --m-
WW751T251 750 250 4 
WW751T52 750 500 4 
WW152T52 . 1500 500 4 

4-POSITION TONE SWITCH 
FRONT SECTION 

Tone switch tront sections are used In 
many auto radios. Bushing configurations 
vary according to application. Mallory 
Form No. 9-162A cross reterence available 
on request. 5128 
13 Tone Switches T51-T513-Net. 

STA.LOC® SHAnS 
Control Shafts-Nos. IU6500 or QU6000, 
Net Each .. 80c All others Net 35c 
Mallory * Mallory '" Mall~;Y' * 

No. In. No. In. No. In. 
nmr -v. ~ rn;- tnmn"'nr 
IK750 ~ 153562 3% OK2437 2',{, 
IK875 % 153687 301M OK2937 2 05M 
IK937 I'M 153750 3~ OKUOO 3% 
IK1000 1 153875 3% 05437 ,,{, 
IK1187 I'M 153937 31',{o05437A ,,{, 
IK1250 1% 154000 4 05500 % 
IK1312 I'M 154062 41,{, 05562 0,{, 
IK1375 1% 154250 4% 05562A 0,{, 
IK1437 E{, 154437 41,{, 05625 % 

:~~m Hi :~:m t~M g~m ~M 
IK1750 1~ 154937 4",{, 05750A ~ 
IK1812 I"M 155625 5% 05812 IBM 
IK1875 1% 155750 5~ 05875 % 
IK2000 2 IU3500 3% 05875A % 
IK2062 21M IU6500 6% 05937 I'M 
I K2187 2'M OF812 "M 05937A 1% 
I K2250 2 % OF875 % 051000· 1 
IK2312 2'M OF937 "." 051000A 1 
I K2375 2 % OF1000 1 051062 1 'M 
I K2437 2',{, OF1062 11M 051125 1711 
I K2500 2% 0F1125 1711 051187 1',{, 
IK2625 2% OFli87 1'10 051250 1% 
IK2687 2"M OF1250 1% 051250A 1% 
IK2750 2,. OF1312 1'.10 051312 1% 
I K3000 3 OF1375 1 % 051375 1 % 
IK3125 3711 OFl437 I'M 051437 Flo 
I K3250 3% OF1500 1% 051437A l',{, 
IK3750 3%; OF1562 1',{, 051500 1% 
IK4062 4'M OF1625 1% 051500Al% 
I K5000 5 OF1687 1 ",{, 051562 10,{, 
15437 'M OF1750 1~ 051562A 1',{, 
15875 % 0F181t 11% 051625 1% 
15937 ISM OF1875 1% 051687 I"M 
151000 1 OF1937 1 '% 051750 1,. 
151062 11,{, OF2000 2 051812 1'% 
151125 1711 OF2062 2'M 051812A 11% 
15Al1871% OF2125 27ii 051875 1% 
151187 1 ,,{, OF2187 2% 05l875A 1 % 
151250 1% OF2250 2% 051937 1'% 
151312 1% OF2312 2'M 052000 2 
151375 H, OF2375A 2% 052062 21,{, 
151437 l',{, OF2375 2% 052125 2711 
151500 1% OF2437 2'M 052187 2% 
151562 10,{, OF2500 2% 052250 2% 
151625 1% OF2562 2'M 052250A2% 
151687 101M OF2625 2% 052312 2'M 
151750 1~ OF2687 201M 052375 2% 
151812 I"M OF2750 2~ 052437 21,{, 
151875 1% OF2812 2"-{,052500 2% 
151937 1'% OF2875 2% 052562 2% 
152000 2 OF2937 2"M 052625 2% 
152062 2'M gF3000 3 052687 201M 
152125 2711 F3062 3',{, 052687A 2",{, 
152187 23M OF3375 3% 052750 2~ 
152250 2% OF3500 3% 052812 2'% 
152312 2% OF5312' 5% 052812A2'% 

:~m~ ~~ g~~~~ ~ g:~m ~l;'M 
152500 2% OK625 % 053062 3',{, 
152562 2% OK812 ",{,053125 3711 
152625 2% OK1000 1 053250 3% 
152687 2 01M OK1062 I'" 053312 3sM 
152750 2,. OKl125 Hi 053375 3% 
152812 2"M OK1250 1% 053437 3',{, 
152875 2% OK1312 I'M 053562 3% 
152937 21% OK1375 1% 053625 3% 
153000 3 OK1500 1% 053750 3,. 
153062 31M OK1625 1% 054000 4 
153125 3711 OK1687 1 01M 054187 4',{o 
153187 3',10 OK1750 1% 055250 5% 
153250 3% OK2125 2711 OU3000 3 
m~n ~~ slmu ~~ OUGOOO 6 
"Shalt engt ,FMS. 

SEE NEXT PAGE FOR OTHER 
5TA-LOC® CONTROLS. 
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SECTION 4700 

CARBON CONTROLS 
ST.A-LOC® • MIDGETROLS® P.R. MALLORY & CO. INC. 

INDIANAPOLIS 6, IND. 

MALLORY STA-LOC® CONTROLS (CONTINUED) 
REAR SECTION CONTROLS SINGLE TAPPED REAR SECTIONS REAR SINGLE TAPPED (CONT'D) 

Rear Section Without Taps-Any 54C MIIliOry 
model.· Net Each ................. Number 
Rear Section Single or Double 96C Ru151142 
Tapped-Any model. Net Each .... RU152T181 

RU154T653 
REAR SECTIONS WITHOUT TAPS RU254T34 

'Mallory Res'" Ta- Mallory Re •••• Ta- RU254T64 
RU254T753 No. RU- Ohms!!!! No. RU- Ohms J!!!: RU254T15 'TzL -rmr 4 ~ 2lIiiK 4 RU254T1253 

22L 200 4 254A 250K 1 RU254T154 
S2L 500 4 254L 250K 4 RU254T164 
65lL 650 4 3SA 300K 1 RUlST54 
7S1L 750 4 35L 300K 4 RU35T553 
13L 1000 4 334A 330K 1 RU35TS83 
13R 1000 2 354A 350K 1 RU35T74 
122R 1200 2 45L 400K 4 RU35T94 
152L 1500 4 5SA 500K 1 RUll4T553 
152R 1500 2 55L 500K 4 RUll4T653 
23L 2000 4 754L 750K '4 RU334T663 
23R 2000 2 16A 1 meg. 1 RU334T753 
2S2A 2500 1 16L 1 meg. 4 RUU4T15 
252L 2S00 4 16R 1 meg. 2 RU354T64 
252R 2500 2 155A 1.5 meg. 1 RU364T683 
33R 3000 2 155L 1.5 meg. 4 RU55T44 
352R 3500 2 1754L 1.75 meg. 4 RU55T423 
53A 5000 1 26A 2 meg. 1 RU55T4S3 
S3L 5000 4 26L 2 meg. 4 RUSSTS4 
63L 6000 4 26R 2 meg. 2 RU5ST64 
73A 7000 1 225A 2.5 meg. 1 RUSST653 
752L 7500 4 2S5L 2.Smeg. 4 RU55T1S 
lolL 10K 4 36A 3 meg. 1 RU5ST124 
14R 10K 2 36L 3 meg. 4 RU5ST1353 
153L 15K 4 36R 3 meg. 2 RU55T1S4 
253L 2SK 4 46L 4 meg. 4 RUSST184 
34L 30K 4 4SSA 4.S meg. 1 RU55T224 
SoiA SOK 1 56A Smeg. 1 RU55T254 
SoiL SOK 4 5SL Smeg. 4 RU55T274 
753L 75K 4 SSR Smeg. 2 RU55135 
15A lOOK 1 7S5A 7.S meg. 1 RU754T154 
lSL lOOK 4 l1SLS 1.1 meg." 4 RU7S4T184 
lS4L 150K 4 155LS 1.5 mcg.t 4 RU7S4T25 
25A 200K 1 RU16T253 

"3S0K ohm stop. t40K ohm stop. RU1ST4S3 
RU1STS4 

DOUBLE TAPPED REAR SECTIONS RU1ST94 
RU16T1S 

Mallory Resl •• Hl Tap #2 Tap Ta- RU16T12S3 
RUlST164 Number Ohms Ohms Ohms Der RU1ST184 RU54Dn53 "'""!11K --:2ii'K" -mr- 4' RU1ST25 

RUl5DT54 lOOK 2SK 50K 4 RU1ST224 RU55DT25 SOOK lOOK 200K 4 RU16T2253 
RU55DT334 SOOK IS0K 330K 4 RU16T254 
RU55D1354 SOOK 200K 350K 4 RU16T274 
RUl6DT64 1 meg. 40K 60K 1 RU1ST35 
RUl6DT754 1 meg. 400K 750K 4 RU1ST334 
RU155DT55 1.5 meg: 250K 500K 1 RUlST354 
RU26D.T75 2mp.g. 400K 700K 1 RU1ST45 
RU26DT125 2 meg. 800K 1.2 meg. 4 RUI6T55 
RU36DT155 3 meg. 350K 1.5 meg. 1 RUl6T65 

185ls., Tap, 
Ohms ~!!p 756 
1500 180 1 
150K 65K 1 
2S0K 30K 1 
250K OOK 1 
250K 75K 1 
250K lOOK 1 
250K 12SK 4 
250K 150K 1 
250K 160K 4 
300K 50K 1 
300K 55K 1 
300K 58K 1 
300K 70K 1 
300K 90K 4 
330K 55K 1 
330K 65K 1 
330K 66K 1 
330K 75K 1 

. 330K lOOK 4 
350K 60K 1 
360K 68K 1 
500K 40K 1 
500K 42K 1 
500K 45K 1 
SOOK SOK 1 
SOOK 60K 1 
500K 05K 1 
SOOK lOOK 4 
500K 120K 1 
500K 135K 1 
SOOK 150K 1 
500K 180K 4 
SOOK 220K 1 
500K 250K 4' 
500K 270K 4 
500K 300K 4 
7S0K IS0K 4 
750K 180K 1 
750K 200K 1 
1 meg. 2SK 1 
1 meg. 45K 1 
1 meg. SOK 1 
1 meg. 90K 1 
1 meg. lOOK 1 
1 meg. 12SK 4 
1 meg. 160K 1 
1 meg. 180K 1 
1 meg. 200K 1 
1 meg. 220K 1 
1 meg. 225K 1 
1 meg. 2S0K 1 
1 meg. 270K 1 
1 meg. 300K 1 
1 meg. 330K 1 
1 meg. 350K 1 
1 meg. 400K 4 
1 meg. 500K 4 
1 meg. 600K 4 

_~a"ory I!~' •• , ap, 

¥ Number Ohm. Ohms 
HUI61654 t meg. """'i!lmr' 
RU16T85 1 meg. 800K 4 
RU125T254 1.2 meg. 250K 1 
RU1SST3S I.S meg. aOOK 1 
RU155T354 I.S meg. 3S0K 1 
RU155T55 I.S meg. 500K 1 
RU15ST754 I.S meg. 7S0K 4 
RU26T95 2 meg. 900K 1 
RU26T35 2 meg. 300K 1 
RU26T354 2 meg. 3S0K 1 
RU26T45 2 meg. 400K 1 
RU26T55 2 meg. SOOK 1 
RU26T65 2 meg. 600K 4 
RU26T7S 2 meg. 700K 1 
RU26T16 2 meg. 1 meg. 4 
RU26T125 2 meg. 1.2 meg. 4 
RU36T16 3 meg. 1 meg. 4 
RUS6T16 Smeg. 1 meg .. 1 
RU56T26 5 meg .. 2 mel!:. 4 

PUSH-PULL REAR SECTION'SWITCHES 
Combination rear section and push-pull 
switch. S135 
Rear Section Without Ta_Net 
Rear Section SingleTap~Net 51 65 
RU751R 750 ......... 2 
RUP154L IS0K ......... 4 
RUP55A SOOK ......... 1 
RUPI6A 1 meg. . . . . . . . . . 1 
RUP16L 1 meg. ......... 4 
RUP255L 2.S meg. .. ii;oK" 4 
RUPS5T154 500K 4 
RUPI6T54 1 meg. SOK 1 
RUPl6T254 1 meg. 250K 1 
RUP16TI253 1 meg. 12SK 4 
RUP16T35 1 meg. aOOK 4 
RUP26Tl6 2 meg. 1 meg. 4 
RUP26T12S4 2 meg~ 1.2S meg. 4 
RUP36T155 3 meg. 1.5 meg. 4 

STA-LOC® SWITCHES 
Mallory No. US41 (SPST) or US42 42C 
(DPST)-Net Each ............. . 
Mallory No. US43 (SPDT)-Net Ea. 54c 

ACCESSORIES AND TOOLS 
o. escr pt·.on a. mr Inner Shaft tine slug 6c 

SL38 Single rear adapter bushing 33c 
SL45 ',{,. x 3' tandem dual shaft 3Sc 
CS3500 U' x 3)1' nnlversal tandem 3Sc 

dual shaft 
SLlSOO U' x 3)1' universal shalt- 39c 

use with SL38 
SF-1000 U' x I" unlv. fiatted shaft 39c 
SKIDOO U' x l' unlv. knurled shaft 3ge 
SN1000 Universal nylon shaft 39c 
SLlOO Control separator tool 51 c 
SLIOl Inner shaft removal tool 51 c 
SLl02 Assembly JIg-front 86c 
SL103 Assembly jig-rear 8Sc 

TV AND SPECIAL MIDGETROL5® 
I<'or use as exact replacements. Except for 
the shaft, these Mldgetrols are of tbe same' 
basic construction as the standard. A fixed, 
knurled, and slotted bakelite shart pro-

~~~'i:!~;. ~~:~~~. ~~~ .~~S.~I~~: .... 93C 

Maii. R.sis. Ta- Mall. Resls. ta-
No. Ohms per . No. Ohms per 

u:r- ""iOo' 4' U-35 ~ 4' 
U-2 500 4 U-36 7SK 1 
U-52R SOO 2 U-39 lOOK 1 
U-751L 750 2 U-oID lOOK 2 
U-3 lK 2 U-41 lOOK 4 
U-4 lK 4 U-U5 125K 4 
U-S 1500 2 U-42 150K 1 
U-SL 1500 4 U-43 200K 4 
U-6 2K 4 U-44 250K 1 
U-7 2500 2 U-45 2S0K 2 
U-I 3K 4 U-46 2S0K 4 
U-9 3K 2 U-41 500K 1 
U-12 SK 1 U-50 500K 4 
U-14 5K 4 U-51 750K 1 
U-18 10K 1 U-52 1 meg. 2 
U-19 10K 2 U-S3 1 meg. 1 
U~20 10K 4 U-S4 1 meg. 4 
U-21 15K 1 U-lS5 1.5 meg. '4 
U-.22 ISK 2 U-5S 2 meg. 1 
U-24 20K 1 U-S6 2 meg. 4 
U-26 20K 4 U-2SS 2.5 meg. 4 
U-28 25K 2 U-S7 3 meg. 1 
U-28A 25K 1 U-59 3 meg. 4 
U-29 25K 4 U-63 5 meg. 2 
U-30 30K 4 U-65 S meg. 1 
U-U 50K 1 U-67 fom~~ir. 4 
U-34 SOK 2 'U-82 4 
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TYPE UT SINGLE TAPPED 
No. Resls. Tap No • • Resls. Tap 
UT- Ohm. At UT- Ohms At 
iS3 15K - «0 "'i'iiiei:" 200K 10K 
415 30K 25K 443 1 meg. 450K 
420 2S0K 50K 450 2 meg. 125K 
421 2S0K 150K 448 2 meg. 250K 
425 350K 70K 449 .2 meg. 600K 
427 500K lOOK 454 2 meg. 400K 
429 500K 50K 451 2 meg. 900K 
430 SOOK m~· 457 3 meg. 900K 
431 500K 461 3U meg. 300K 
438 1 meg. 300K 

TYPE UDT DOUBLE TAPPED 
Mallory Overall Tap Resistance 

No. Resistance 
~. ~ 'iiii'T-2i3 SOOK 

UDT-289 1 meg. 250K SOOK 
UDT-291 I.S meg. 22SK 500K 
UDT-295 2.2S meg. 2S0K SOOK 
UDT-296 2.2S meg. 500K 1 meg. 
UDT-303 3.3 meg. . 300K 1.5 meg . 

Mallory Page CC-3 

Net 

Mallory Ta- Mallory Ta-

.2!!:.... ..!!!!!!! !!!! 2!!:- Ohms r'!!!! SU-6 IS00 4 SU-50 SOOK 4 
SU-8 3K 4 SU-54 1 meg. 4 
SU-14 SK 4 SU-56 2 meg. 4 
SU-20 10K 4 SU-56S 2.S meg. 4 
SU-29 2SK 4 SU-59 a meg. 4 
SU-35 SOK 4 SU-67 S meg. 4 
SU-41 lOOK 4 SU-69 7.S meg. 4 
SU-'6 250K 4 

MIDGETROL® SWITCHES 
Use with U UT UDT or TA controls 
Mallory Net 

No. Description Each 
U5-26 SPST Switch 42c 
US-26T SPST Switch with 54c 

US-27 
Dummy Term. 

DPST Switch 42c 
US-28 SPDT Switch 54c 

EXPLANATION OF TAPERS 
Taper No. l--A modified logarithmic left 
hand taper. For use In audio or antenna 
shunt circuits or where only the center and 
left hand terminals are used. . 
Taper No. 2-A right hand logarithmic 
taper. Used In series circuits as In cathode 
voltage controls or where only the center 
and right hand terminals are used. 
Taper No. 4--A linear taper. 

© U.C.P., Inc. 
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SECTION 4700 

MAiIORY WIRE-WOUND RESISTORS, KITS 
P. R. MALLORY & CO. INC. 

INDIANAPOLIS ,IND. 
Type FAL. TAL-Axial lead wire-wound type with rigid 
~~~~~~~c~~O~r~~tl~rr ~Pd~~!!::rc r~~f~e~I!~~ta~o~;r~t~l~e:e!~:.\~ 
Type H (Fixed) lind lA (AdJushble)-Vltreous enamel coated. 
Adjustable units come with two mtg. feet and clip. To Order: 

=I'MA~LPRY'''''''' "':§iil~ ~ 
AXIAL LEAD FIXED TYPE ADJUSTABLE TYPE Use type No. from top at column followed by resistance value. 

Ax" ad ypes F xed_Vitreous ypes _Adjustable_Vitreous YP" 
S_"_S_"~H~"~~~~~U~n~"~m~~~ 

Ohms FAL TAL HHJ lHJ 2HJ SHJ 10HJ 20HJ lAV 2AV SAV 10AV 20AV 
--""'7-1 ~N::;e::::t",E::a:.:... !!!!..!!:... Net Ea. Net Ea. .!!!!:!!:....!!!!..!!:....!!!!..!!:...!!!!..!!:.. Net Ea. Net Ea. .!!!!...!!:....!!!!..!!:..!!!!..!!:. 

I ................ ~"§lr.!O* ................................ 'iCr.§T'sr:rr ....................... . 
1.5 .44* ...................................... , ........................................ . 
2 .44* .50* . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .97 ............................... . 
3 .44* .50* . . . . . . .. . . . . . . . . . . . . . . . . . . . . . . . . .97 1.21 .............. " ....... . 
4 .44* .• 50* ................................ · ... ·.·.·.·.·.·.·.· .. ·.··.·.·.· ........ . 

~.5 'S'0".30" 'S'0".3"8· :::: :~8:.~~.-~.~. :::::::: :::::::: :::.::::: :IJ .. ~.-2.~. ~1.-5? :::-::::: :::::::: 
10 3 8 .44* .50* .83 Sl.16 ................ ;97 1.21 1.57 .............. .. 
~~ :38 :~6 ::: :~g ..... 83· :::::::: :::::::: :::::::: "':97' "1:2'j' :::::::: :::::::: :::::::: 
20 .30 .38 .44 .50.. .. .. .. .. . .. . .. .. .. .. . . .. .. .. .. .97 ............................... . 

~g "':18' "':~l"-:::' . ..::~. ::::~:~: ::~:~:~: :~~:.~:~: :~~:.~:~: ::::~:~: ::~:~:~: ::~:.~~: :::::::: :::::::: 
!g :~8 :~I ::: :~8' ..................................................... " ............... . 
50 .30 .36 .44 .50" . :6'3' "1: 1'8' "1 :6'4' .. 2:1"j' ... '.97' "1 :2'j . "1 :57' '$2:3'5' '$2:89' 

,bg :~8 :11 ::: :~8 :I~ "1:1'8' "1:6'4' ~:g :IJ t~1 t~J "2·.3·5"·2:ii9· 

gg :~8 :~I ::: :~g ''':83' :::::::: "1:6'4' :::::::: "':ii7' "1:2'1' "1:57' :::::::: :::::::: 
200 .30 .36 .44 .50 .83........ ................ .97 1.21 1.57 .............. .. 
~~g :~8 :~I "':44' :~8":83' "1:1'8' "1:6'4' "2:1'7' ''':97' "L2'1' "1:57' :::::::: :::::::: 
300 .30 .38 .44 .50 .63· . . .. . . . . . . .. . . . . . . . . . . . .97 1.21 ...................... .. 
~88 :~I ::: :~8 ..... 83· :::::::: :::::::: :::::::: :IJ "1:2'j' "1:57' :::::::: :::::::: 
~8g .. ":18' :U ::: :~8'" :6'3' .. i:l'8' .. i:6'4' "2:1'7'" :97' .. L2'j' .. 1'.57' "2'.35' .. 2·.ii9· 
600 .30 .38 .44 .50. .. .. .. . .. .. .. .. .... .. .. .... .. .. .97· ............................. .. 
~gg :~8 :11 ::: :~8'" :83' :. i:l'8' .. i:6'4' '2:1'7' ... :ti7' .. dij' .. i:57' :::::::: :::::::: 
800 .30 .31 .44 .50. . . . . . . . . . . . . . . . . . . . . . . . .. . . . . . . .97· .............................. . 

1,888 :~8 :~6 ::: :~8'" '.83' "i:l'8' "i:84' "2:1'7' ... ·.97· "L2'j' "1:57' "2'.3'5' "2:89' 

Ugg ..... 30· "':3'8' :~8 :~~ :::i~: :::::::: :::::::: :::::::: ::~~;;j: ::~~~:~: :::::::: :::::::: :::::::: 
1:~8g ... :3'0' :11 :~8 :~~ .64 1.18 1.87 2.20 1.01 1.24 1.63 ........ 2.94 
ggg :~8 :11 :~8 :~~ :1: "i:1'6·"i:6·7·"2·.20·1:01·"i:2·4·"i:83·"2·.42·"2:,i4· 
2,250 .30 .38 .50 .53 .84........ ........ ........ 1.01 .............................. .. 
2,500 .30 .38 .50 .53 .64 1.16 1.87 2.20 1.01 1.24 1.83 2.42 2.94 

~:~~g . ..::.~. :<~:~: :<~ti: :::~~~: "':if :::::::: :::::::: ::~iti: ::~~;;j: ::~i~: ::~;~~: ::~~~~: ::::::::. 
3,300 .30 .38 ...................................................................................... .. 
3,500 .30 .36 .50 .53 .84. . . . . . . . . . . . . . .. . . . . . . . . 1.01 1.24 .............. ; ........ . 
!:ggg ''':3'0' :~I ''':50' "':53' ''':6'4' :::::::: :::::::: :::::::: "i:o'1' "i:2'4' "1:83' "2:42' :::::::: 
4,500 . . . .. . . . .38 .50 .53 .84 .. ; .................... , 1 .0 1 ............................... . 
~:bgg :~8 .. ".3'8' ... :50' ... :53' ... :6'4' .. i: 1'8' "1 :6'7' .. 2'.2'0' .. 1'.01 ... i :2'4' .. 1 :83' .. 2'.42' .. 2'.94' 
5,600 .38 ....................................................................................... . 

g:ggg :11 :::::::: ... .-8.1 .... .-!. ~ . ::: : : : : : : : : : : : :: : : : : : : :: .. ~ .-?? .. ~ .-~.~. :::: : : : : : : : : : : : : : : : : : : : : 
f:ggg ''':3'8' :::::::: :11 "':71' "i:27' "1:78' "2:3'3' 1:8J "i:3'4' "1'.73' "2:58' :::::::: 
~:ggg ''':36' :::::::: :11 ................................ 1.07 .............................. .. 
8,500 ........ ........ .61 :::::::: :::::::: :::::::: :::::::: ",:0'7' :::::::: :::::::: :::::::: :::::::: 

15:ggg :~I :::::::: :11 ''':"j' "i·.2·7· "1:7'8' "2'.33' 1:8J "1:34' "1:7'3' "2:56' "3:1'0' 

g:ggg :::::::: :::::::: :11 :::::::: :::::::: :::::::: :::::::: :::::::: "1:3'7' :::::::: :::::::: :::::::: 
12,500 . . . .. . . . . . . . . .. . .68 .79 1 .40 ....................................................... . 
13,500 ........ ........ .68 ....................................................................... . 
l~:~ :::::::: :::::::: :11 '''~7'9' "1:.io· ''1'.9'6' :::::::: :::::::: "i:37' "1:87' "2'.7'2' :::::::: 
16,000 ........ ........ .68 ....................................................................... . 
17,500 ................ .68 ................................................................ . 
M:ggg :::::::: :::::::: :11 "':7'9' "i:4;0' "1:9'6' "2:48' :::::::: "i:37' "i:87' "2:7'2' "3:2'5' 

~&:8gg : : : : :: : : : : : : : : : : : n .. ".91 ... i '.54' .. 2: 1'5' : : : : : : :: : : : : : : : : .. 1'.51 ... 2'.03' .. 2:89' .. 3:3'2 . 

ig:ggg :::::::: :::::::: :n~ :11 .. 1.-5.~ ... 2.-1.5 ... 2.-5? :::::::: :::::::: .. ~.-0.3. ~:II .. ~.-~.~. 
40,000 ................ .72t .91t 1.54 2.15 2.57 ................ 2.03 2.89 ...... .. 
45,000 ........ ........ .72t ....... ' ................................................................ . 
50,000 . .. .. .. . .. . .. .. . .72t .99t 1.70 2.23 2.66 ..... '" . .. .. .. . 2.18 3.02 3.41 

Ib8,ggg : : : : : : :: :::::::: : : : : : : : : : : : : : : : : Ult ~:n ~:~, ~:I~: : : : : : :: : : : : : : : : : : : : : : : : . 3.-~.~ ... ~.-~.~. 
*Tol., "" 10%; aU others"" 5%. tStocked only In low temperature enamel coating; operat­
ing voltage normally encountered rarely exceed values listed. 

TUBE SIZES FOR ABOYE RESISTORS' 
Axial Lead Ty.,es: 'FAL-',{o' xl'. TAL-'AI' x 1%,'. Fixed Types: HHJ-',{o' x I'. iHJ­'r x 1%". 2HJ-'AI' x 2'. SHJ-%' x 4'.10HJ-%,' x 6%'. 20HJ-1~' x 10%'. Adlust­
~~'! !Yfo"%,~AV~'AI' x 1%'". 2AV-'.,.., x 2". SAV-%' x 4'. 10AV-%,' x 6%'.20 V-

EXTRA MOUNTING FEET 
.!!.um~r For H~esistor Tllpe 
~ HHJ, IHJ. and IAV 

31V 2AV, 5AV and 5IJJ 
32V 20IJJ and 20A V 
33V 10IJJ and lOA V 

©1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED 

f 
Ea. 
Te 
7c 
7c 
7c 

EXTRA ADJUSTABLE CLIPS 
!!!iw'!.er iO:::~t V:;~~~:;'s!pe l§ 

3V 25 and 50-watt Varlohms* 25c 
4V lOA V 100-watt Varlohms* 25c 
IV 200-watt. 1~' Varlohms* 3te 

*Reglstered Trade Mark. 

Mallory Page R .. 1 

Net 

YARD.OHM RESISTANCE KITS 
All necessary materials for construction or 
t1exlble resistors of wide range. 1 yd. 
resistance wire, 1 yd. Insulated braid, 24 
spiral leads. 
Dissipation. all types, % watt/Inch. SIC 
Yard-0hm Kit, any varue. Net Ea. 

Mall. Ohms/ Mall. Ohm_/ 
No. Inch AW No. Inch Ammr 

vtr-r -r . 7 Yif.:n'" -,0 .1 
YO-5 5 .315 YO-IOO 100 .071 
YO-l0 10 .223 YO-2S0 250 .044 
YO-2S 25 .141 YO-SOO 500 .031 
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I SECTION 4700 I 

MILWAUKEE RESISTOR COMPANY 
MILWAUKEE 4, WISCONSIN 

300 WATT RIBWOUND 
vitreous enameled 
FIXED AND ADJUSTABLE 

Cue: 1%" x 81f2" -Mounting Centers 9%" 

Stock Values 

Ohms VOlts 
List Price 

Amps 
Fixed Adj. 

.10 5.47 54.7 6.48 7.88 

.15 6.71 44.7 6.48 7.88 

.20 7.78 38.7 6.48 7.88 

.25 8.66 34.6 5.42 6.82 

.375 10.6 28.3 5.42 6.82 

.50 12.2 24.5 5.42 6.82 

.6 13.4 22.3 5.42 . 6.82 

.75 15.0 ' 20,0 5.42 6.82 
1 17.3 17.3 5.42 6.82 
1.25 19.2 15.5 5.42 6.82 
1.5 21.2 14.1 5.42 6.82 
1.75 22.9 13.1 5.42 6.82 
2,0 24,5 12.2 5.42 6.82 
2.5 27.4 10.9 5.42 6.82 
3.0 30.0 10.0 5.42 6.82 
3.5 32.4 9.3 5.42 6.82 
4.0 34.6 8.6 5.42 6.82 
5,0 38.7 7.7 5.42 6.82 
6.0 42.4 7.1 5.42 6.82 
6.75 45.0 6.7 5.42 6.82 
8.0 49.0 6.1 5.42 6.82 
9 52.0 5.8 5.42 6.82 

10 54.8 5.5 5.42 6.82 
12 60.0 5.0 5.42 6.82 
15 67.0 4.5 5.42 6.82 
17 71.4 4.2 5.42 6.82 
20 77.4 3.8 5.42 6.82 
25 86.5 3.47 5.42 6.82 
33 99.5 3.03 5.42 6.82 

These Milwaukee Ribwound Resistors 
are edgewound with ribbon wire on 
high grade steatite cores. They are 
coated with top quality vitreous enam­
el insuring a positive locking of the 
resistance ribbon wire. They are for 
applications of low voltage at high 
current requirements. They can be 
furnished with steel L type brackets 
arid thrubolt mounting or with spring 
clips at extra charge. Ribwound re­
sistors are also available in other 
wattages. 
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FIXED RESISTORS 
vitreous enameled 

Wound on steatite form inductively or non­
inductively. Silver soldered between resist­
ance wire and lug, General use for voltage 
dropping, current limiting, etc. 5-10-20-25-
50-75-100-160-200 watts. 

5 WATT-FIXED Core: 5/16" x 1/1 -
Stocked Values 
Ohms Amps Ohms 

1 2.23 100 
2 1.58 125 
3 1.29 150 
4 1.12 200 
5 1.00 225 
7.5 .810 250 

10 .710 300 
12.5 .630 350 
15 .580 400 
20 .500 450 
25 .450 500 
30 .410 600 
35 .380 750 
40 .350 800 
50 .320 1000 
75 .260 1250 

1 thru 1,000 ohms 
1250 thru 5,000 ohms 
6000 thru 10,000 ohms 

Amps Ohms 

.220 1,500 

.220 1,750 

.180 2,000 

.160 2,250 

.150 2;500 

.140 3,000 

.130 3,500 
,120 4,000 
,110 4,500 
.105 5,000 
.100 6,000 
.091 7,000 
.082 7,500 
.079 8,000 
.070 9,000 
.063 10,000 

Vitreous 
Enameled 
List ea. 
$.81 

.87 

.92 

Amps 

,057 
.053 
.050 
.047 
.045 
.041 
.037 
.035 
.033 
.032 
.029 
.027 
.026 
.025 
.024 
,022 

B-13 
Silicone 
List ea. 
$.57 

.60 

.63 

ADJUSTABLE RESISTORS 
vitreous enameled 

For use where close or odd resistance 
values are required. Use of several bands 
provides for convenient multi-tap use. In­
valuable for making fine adjustments in 
circuits. 10-25-50-75-100-160-200 watts. 

Mounting Centers 2l.4" 
10 WATT-ADJUSTABLE Core: 5/16" x 
1-3/4"-Stocked Values 
Ohms Amps 

1 3.16 
2 2.24 
3 1.83 
5 1.41 
7.5 1.16 

10 1.00 
15 .82 
20 .71 
25 .63 
50 .45 

75 .37 
100 .32 
150 .26 

Ohms 
200 
250 
300 
350 
400 

500 
600 
750 
800 

1000 

1250 
1500 
2000 

Amps 
.22 
.20 
.18 
.17 
.16 

.14 

.13 

.12 

.11 
,10 

.089 
;081 
,071 

Vitreous 
Enameled 
List ea. 

1 thru 1,000 ohms $1.80 
1,001 thru 5,000 ohms 1.87 
5,001 thru 10,000 ohms 2.00 

Ohms Amps 
2,500 .063 
3,000 .057 
3,500 .053 
4,000 .050 
4,500 .047 

5,000 .045 
6,000 .041 
7,000 .038 
7,500 .036 
8,000 .035 

9,000 .033 
10,000 .032 

B-13 
Silicone 

Not Available 
Not Available 
Not Available 

10 WATT-FIXED Core: 5/16" x 1·3/4" 20 WATT-FIXED Core: 7/16/1 x 2/1 _ 
Stocked Values Stocked Values 
Ohms Amps Ohms Amps Ohms Amps 

1 3.16 225 .21 4,500 .047 
2 2.24 250 .20 5,000 .045 
3 1.83 300 .18 6,000 .041 
4 1.58 350 .17 7,000 ,038 
5 1.41 400 .16 7,500 .036 
7.5 1.16 450 ,15 8,000 .035 

10 1.00 500 ,14 9,000 .034 
12.5 .91 600 .13 10,000 _032 
15 .82 750 ,12 12,500 .028 
20 .71 800 .11 15,000 .026 
25 .63 1000 ,100 17,500 .024 
30 .58 1250 .089 20,000 .022 
35 .53 1500 .081 22,500 ,021 
40 ,50 1750 .075 25,000 .020 
50 .45 2000 .071 30,000 .018 
75 .37 2250 .066 35,000 .017 

100 .32 2500 .063 40,000 .016 
125 .28 3000 .057 45,000 .015 
150 .26 3500 .053 50,000 .014 
200 .22 4000 ,050 

Vitreous B-13 
Enameled Silicone 
List ea. list ea. 

1 thru 1,000 ohms $ .90 $ .63 
1,250 thru 5,000 ohms .97 .67 
6,000 thru 10,000 ohms 1.10 .77 

12,500 thru 20,000 ohms 1.25 ,87 
22,500 thru 40,000 ohms 1.32 .92 
45,000 thru 50,000 ohms 1.47 1.02 

Ohms Amps Ohms Amps Ohms Amps 
5 2.00 1,500 .12 15,000 .032 

10 1.41 2,000 .10 20,000 .027 
25 ,89 2,500 .089 25,000 .024 
50 ,63 3,000 .081 30,000 .022 
75 ,52 3,500 .075 35,000 .021 

100 .45 4,000 .070 40,000 .019 
150 .36 4,500 .066 50,000 ,017 
200 .32 5,000 .063 60,000 .016 
250 .28 6,000 .057 65,000 .015 
300 .26 7,000 .053 70,000 .014 

350 .24 7,500 .051 75,000 .013 
400 .22 8,000 .050 80,000 .012 
500 .20 9,000 .047 90,000 .011 
750 .16 10,000 ,043 95,000 .0lD 

1000 .14 12,500 ,035 100,000 .010 
1250 .12 

Vitreous 
Enameled 
List ea. 
$1.07 

•. 10 

B-13 
Silicone 
List ea_ 

1 thru 1,000 ohms 
1,001 thru 5,000 ohms 
5,001 thru 10,000 ohms 

10,001 thru 20,000 ohms 
20,001 thru 40,000 ohms 
40,001 thru 60,000 ohms 
60,001 thru 80,000 ohms 
80,001 thru 100,000 ohms 

1.32 
1.35 
1.57 
1.82 
2.17 
2.48 

$ .75 
.77 
.92 
.95 

1.10 
1.27 
1.52 
1.74 

B-13 SILICONE RESISTORS-These units are coated with a silicone bonded quartz. They are avail­
able only in fixed style in 5-10·20 watts. 

Trade Discount;4pplies to list Prices Only © U.c.P., Inc, 



SECTION 4700 

MILWAUKEE RESISTOR COMPANY 
MILWAUKEE 4, WISCONSIN 

25 WATT VITREOUS ENAMELED 50 WATT VITREOUS ENAMELED 75 WATT VITREOUS ENAMELED 
Core: 9/16"x2"-Mounting Centers 2·3/4" Core: 9/16"x4"-Mounting Centers 4·3/4" Core: 9/16" x 6"-Mounting Centers 6·3/4" 

Max. List Price Max. List Price Max. List Price 
Ohms Amps. Fixed Adj. Ohms Amps. Fixed Adj. Ohms Amps. Fixed Adj. 

--
I 5.00 $1.13 $2.03 
2 3.54 1.13 2.03 
3 2.88 1.13 2.03 
4 2.56 1.13 2.03 
5 2.24 1.13 2.03 

10 1.58 1.13 2.03 
15 1.29 1.13 2.03 
20 1.12 1.13 2.03 
25 1.00 1.13 2.03 
50 .71 1.13 2.03 
75 .58 1.13 2.03 

100 .50 1.13 2.03 
150 .41 1.13 2.03 
200 .35 1.13 2.03 
250 .32 1.13 2.03 
500 . 22 1.13 2.03 
750 .18 1.13 2.03 

1,000 .16 1.13 2.03 
1,250 .14 1.18 2.08 
1,500 .13 1.18 2.08 
2,llOO .12 1.18 2.08 
2,500 .10 1.18 2.08 
3,000 .091 1.18 2.08 
3,500 .084 1.18 2.08 
4,000 .079 1.18 2.08 

. 4,500 . 074 1.18 2.08 
5,000 .070 1.18 2.08 
6,000 .064 1.35 2.25 
7,000 .060 1.35 2.25 
7,500 .058 1.35 2.25 
8,000 .055 1.35 2.25 
9,000 .052 1.35 2.25 

10,OPO .050 1.35 2.25 
12,500 .040 1.42 2.32 
15,000 .036 1.42 2.32 
20,000 .031 1.42 2.32 
25,000 .028 1.65 2.55 
40,000 .022 1.65 
50,000 .020 1.92 
60,000 .018 1.92 
70,000 .016 2.25 
80,000 .014 2.25 

1 7.00 2.45 3.35 
2 5.00 1.75 3.35 
3 4.10 1.75 2.65 
4 3.45 1.75 2.65 
5 3.16 1.75 2.65 

10 2.23 1.75 2.65 
25 1.41 1.75 2.65 
50 1.00 1.75 2.65 
75 .82 1.75 2.65 

100 .71 1.75 2.65 
150 .58 1.75 2.65 
200 .50 1.75 2.65 
250 .45 1.75 2.65 
300 .41 1.75 2.65 

. 400 .35 ...... 2.65 
500 .32 1.75 2.65 
750 .26 1.7!j 2.65 

1,000 .22 1.75 2.65 
1,250 .20 ...... 2.70 
1,500 .18 1.80 2.70 
2,000 .16 1.80 2.70 
2,500 .14 1.80 2.70 
3,000 .13 1.80 2.70 
4,000 .11 1.80 2.70 
4,500 .10 ...... 2.70 
5,000 .10 1.80 2.70 
6,000 .091 ...... .2.85 
7,000 .084 " .... 2.85 
7,500 .081 1.82 2.85 
8,000 .079 1.82 2.85 
9,000 .074 ... , .. 2.85 

10,000 .071 1.82 2.85 ' 
12,500 .063 2.13 3.03 
15,000 .057 2.13 3.03 
20,000 .050 2.13 3.03 
25,000 .045 2.43 3.33 
30,000 .036 ...... 3.33 
35,000 . 032 2.43 ...... 
40,000 .029 2.43 3.33 
50,000 .026 2.72 3.62 
60,000 .024 ...... 3.62 
75,000 .021 3.12 4.02 

5 3.87 2.05 2.95 
10 2.74 2.05 2.95 
25 1.73 2.05 2.95 
50 1.22 2.05 2.95 
75 1.00 2.05 2.95 

100 .86 2.05 2.95 
150 .69 2.05 2.95 
200 .61 2.05 2.95 
250 .55 2.05 2.95 
300 .50 2.05 2.95 
400 .43 2.05 2.95 
500 .39 2.05 2.95 
750 .32 2.05 2.95 

1,000 .27 2.05 2.95 

1,250 .24 2.13 3.03 
1,500 .22 2.13 3.03 
2,000 .19 2.13 3.03 
2,500 .17 2.13 '3.03 
3,000 .16 2.13 3.03 
3,500 .15 2.13 3.03 
4,000 .14 2.13 3.03 
5,000 .12 2.13 3.03 

6,000 .11 2.28 3.18 
7,000 .10 2.28 3.18 
7.500 .10 2.28 3.18 
8,000 .096 2.28 3.18 
9,000 .091 2.28 3.18 

10,000 .086 2.28 3.18 

12,500 .077 2.47 3.37 
15,000 .070 2.47 3.37 
20,000 .061 2.47 3.37 

25,000 .054 2.77 3.67 
30,000 .050 2.77 3.67 
35,000 .046 2.77 3.67 
40,000 .043 2.77 3.67 

50,000 .033 3.08 3.98 
60,000 .030 3.08 3.98 

75,000 .027 3.50 4.40 

100,000 .010 2.60 100,000 .018 3.37 4.27 100,000 .023 3.73 4.63 

100 WATT VITREOUS ENAMELED 160 WATT VITREOUS ENAMELED 200 WATT VITREOUS ENAMELED 
Core. ~" x 6V2"-Mounting Centers 7%" Core: 1 Va" X 8V2"-Mounting Centers 9%" Core: 1 Va" x 101h"-Mounting Centers 11%" 

MaJ:. List Price Max. List Price Max. List PricI 

Ohms Amps. Fixed Adj. Ohms Amps. Fixed Adj. Ohms Amps. Fixed Adj. 

5 4.47 2.45 3.35 5 5.66 5.05 6.45 5 6.32 5.45 6.85 
10 3.16 2.45 3.35 10 4.00 3.62 5.02 10 4.47 3.90 5.30 
25 2.00 2.45 3.35 25 2.53 3.62 5.02 25 2.83 3.90 5.30 
50 1.41 2.45 3.35 50 1.79 3.62 5.02 50 2.00 3.90 5.30 
75 1.15 2.45 3.35 75 1.46 3.62 5.02 75 1.64 3.90 5.30 

100 1.00 2.45 3.35 100 1.26 3.62 5.02 100 1.41 3.90 5.30 
150 .816 2.45 3.35 150 1.03 3.62 5.02 150 1.15 3.90 5.30 
250 .63 2.45 3.35 250 .80 3.62 5.02 250 .89 3.90 .. 5.30 
500 .45 2.45 3.35 500 .57 3.62 5.02 500 .63 3.90 5.30 
750 .365 2.45 3.35 750 .46 3.62 5.02 750 .52 3.90 5.30 

1,000 .32 2.45 3.35 1,000 .40 3.62 5.02 1,000 .45 3.90 5.30 
1,500 .26 2.53 3.43 1,500 .33 3.67 5.07 1,500 .37 4.00 5.40 
2,000 ? .223 2.53 3.43 2,000 .28 3.67 5.07 2,000 .32 4.00 5.40 
2,500 .20 2.53 3.43 2,500 .25 3.67 5.07 2,500 .28 4.00 5.40 
3,000 .18 2.53 3.43 3,000 :23 3 .. 67 5.07 3,000 .258 4.00 5.40 
5,000 .14 2.53 3.43 5,000 .18 3.67 5.07 5,000 .20 4.00 5.40 
7,500 .115 2.73 3.63 7,500 .15 4.00 5.40 7,500 .16 4.30 5.70 

10,000 .10 2.73 3.63 10,000 .13 4.00 5.40 10,000 .14 4.30 5.70 
15,000 .081 2.95 3.85 15,000 .10 4.30 5.70 15,000 .12 4.47 5.83 
20,000 .071 2.95 3.85 20,000 .089 4.30 5.70 20,900 .10 4.47 5.83 
25,000 .063 3.35 4.25 25,000 .080 4.43 5.83 25,000 .089 4.73 5.03 
30,000 .058 3.35 4.25 30,000 .073 4.43 5.83 30,000 .082 4.73 6.03 
40,000 .050 3.35 4.25 40,900 .063 4.43 5.83 40,000 .071 4.73 6.03 
50,000 .045 3.50 4.40 50,000 .057 4.57 5.97 50,000 .063 4.48 6.28 
60,000 .041 3.50 4.40 60,000 .051 4.57 5.97 60,000 .058 4.88 6.28 
75,000 .032 3.88 4.78 75,000 .046 4.88 6.28 75,000 .052 5.17 6.57 
100,000 .028 4.37 5.27 100,000 .040 5.17 6.57 100,000 .045 5.48 6:88 
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I SECTION 4700 I 

MILWAUKEE RESISTOR COMPANY 
MILWAUKEE 4, WISCONSIN 

RADIO·TV REPLACEMENT SPECIALTIES 

Page 1150 • The MASTER - 26th Edition 

MILWAUKE,E COMBINATION FUSE RESISTORS 
The only patented fuse resistor - O.E.M. specified 

OHMIC VALUES: 4.7, 5, 5.6, 7.5, 9, 18, 22, 33, 47, 100, and 150.... ....... $.55 each list 
PLASTIC CADDY KITS, 10 EA. DF SINGLE VALUE DR ASSDRTED ........................ $5.50 list 

MILWAuKEE IIWII SERIES 
A 15 watt Siiicone Coated Resistor at a 5 watt Price. 

REDUCE INVENTORY! Stock ONE RESISTDR for Multi-purpose Applications INSTEAD 
DF THREE! 

BULK: 1 ohm -10,000 ohms .......................................................... $ .55 list 
12,500 - 35,000 ohms... .............. .......... ................... ............ .75 list 
40,000- 50,000 ohms.......................................................... .98 list 

MASTER DISPLAY CARD W·51 (red card). 51 Popullir Replacement Value Assortment. 
.5 ohms through 10,000 ohms .............................................................. $28.05 list 

MASTER DISPLAY CARD W-52 (green card). 52 Piece Standard Value Assortment. 
5 ohms through 50,000 ohms .............................................................. $28.60 list 

MILWAUKEE IIWII-75 DEALER CABINET 

75 RESISTORS - all popular values from 1 ohm through 50,000 ohms in a 6-drawer 
high-impact decorator beige styrene cabinet that will stack or stand. "Jam-Proof"­
all resistors are insert packed. Drawers can never jam shut. No huriting for hidden 
values - every resistor can be seen when drawers are open. 

"W"-75 DEALER CABINET: ................................................................................... $33.30 list 

MILWAUKEE HEATER-IN-SERIES DROPPING RESISTORS 

Original equipment replacement - 25 watt - for radio - TV - Phono circuits. 

DHMAGES: 6.7, 10, 12, 15, 17, 18, 20, 22, 25, 26, 27, 28, 30, 33, 34, 35, 38, 39, 40, 41, 
42,44,45,47,50,51,52,54,55, 57, 60,61, 74. 

MASTER DISPLAY CARD, DNE EACH ABOVE VALUES: ........................ $36.60 list 
DISPLAY CARD DF 6 SINGLE VALUE: ......................... $ 6.60 list 

BDX DF 5 SINGLE VALUE: .................. , ...... $ 5.50 list 
UNIT PRICE: ........................ $ 1.10 list ea. 

MILWAUKEE 6V-AUTO-12V CONVERSION RESISTORS 

Heavy-duty ribwound - highest quality - vitreous enameled. No burnouts - No 
variation in resistance - Compl~te with mounting brackets. 

AUTO No.1 FIXED-For equipment drawing 5-7 amps ........................... $ 2.50 list ea. 
6 piece display card ............................ $15.00 list 

AUTO. No. 2-ADJ. For perfect balance V-A... ....................................... $ 3.00 list ea. 
3 piece display card ........................... $ 9.00 list 

ALSO. 5 PIECE DISPLAY CARD-3 No. l's and 2 No. 2's ............................ $13.50 list 

Trade Discount Applies to List Prices Only © U.c.P., Inc. 



SECTION 4700 

RITEOHMIfj) PRECISION RESISTORS - ± 1 % TOLERANCE 
"Riteohm" precision resistors are offered from plastic case with 
stock in a variety of types. This di"tiIl'guished I f",.tures resistors feature 
line of precision resistors, finds re'listancel extremely low reactance at high frequencies, 
cation in laboratory and test e~~i~::~t and noise level comparable to wirewounds. 
vital military and commercial .e Us.eful in high frequency or pulse circuits 
every demanding e ~;::':~~~::!:;~Iwhere wirewounds are unsuitable and in high 
and assured of 150 volts per pie. For 11 gain circuits where the noise level of com~ 
SERIES 85, \~~.?t~ .. c~~~~:~~~~I~:~~~;Sf, closer tolerances or special construction, position types is excessive. Two temperature 
enveloped in a special, ( factory. coefficients of resistance available: O:t~25-
resin, the encapsulated resistor 77 METAL fILM: Consists of a thin ppm!'C and 0±50ppmjOC. Resistance values 
ultimate in stability, protection metal alloy permane",tly bonded shown are selected from MIL Standard MS-
midity and dama,e. The specially enan,e"'UI element is hennetically sealed 90169, MIL-R-I0509 and Bell Tel. Lahs. 
alloy resistance wU'e is pie-wound on 

SERIES 85 ENCAPSULATED WIREWOUND 
-TOL. ±1% 

I Max. I Net 
Ohms Volt- Each 

age 1-24 
Type 851-4J, 1 Pie, 

Yo Watt" 
10 1.12 $1.75 
25 1.77 1.75 
50 2.60 1.40 

100 3.54 1.40 
200 5.00 1.40 

250 5.60 1.40 
300 6.13 1.40 
500 7.91 1.40 

1,000 11.2 1.40 
1,500 13.7 1.40 

2,000 15.8 1.40 
2,500 17.7 1.40 
3,000 19.4 1.40 
3,500 21.0 1.40 
4,000 22.4 1.40 

5,000 25.0 1.40 
7,500 30.6 1.40 

10,000 35.4 1.40 
12,500 39.6 1.40 
15,000 43.3 1.40 

20,000 50.0 1.54 
"at 125°C ambient. 

1/4".851- 4J 
1/2"-852· 4 A 
314"852·4L 

I Max. I Net 
Ohms Volt- Each 

age 1-24 

Type 851-4J (Cont.) 

22,500 53.2 $1.54 
25,000 56.0 1.64 
30,000 61.3 1.54 
40,000 70.7 1.54 

50,000' 79.1 1.54 
60,000 86.8 1.77 
75,000 97.0 1.77 

100,000 112.0 1.89 
Type 852-4A, 2 Pie, 

!4 Watt" 
125,000 177 2.00 
150,000 195 2.00 
175,000 210 2.16 
200,000 225 2.16 
225,000 238 2.53 

250,000 250 2.53 
300,000 275 2.76 

Type 852-4L, 2 Pie, 
Yo Watt" 

400,000 I 300 
\ 

3.11 
500,000 300 3.61 

1IJ 
TYPE 8S-AXIAL LEAD ENCAPSULATED RITEOHMS. 

Furnished in power ratings of 3, 5 and 
10 watts depending upon resistance. 
Single layer wound on ceramic core, 
Series 88 units feature a pressure-molded 
jacket of tough, resilient, silicone-ce­
ramic material. Negligible inductance at 
audio frequencies. Temperature coeffi­
cient of resistance is 0 ± 20ppm/ ° C. 
Values shown are selected from MIL 
Standard MS90169, MIL-R-I0509 and 
Bell Tel. Labs. 

SERIES 88 MOLDEO WtREWOUNO 

© U.C.P., Inc. 

0.1 
0.2 
0.5 

1 
5 

10 
25 
50 

100 
200 
250 
300 
500 

1,000 
1,500 
2,000 
2,500 
3,000 
3,500 
4,000 
5,000 
7,500 

10,000 
12,500 
15,000 
20,000 
22,500 

.16 

.22 

.35 

.50 
1.15 
1.57 
2.50 
3.50 
5.00 
7.07 
7.90 
8.70 

11.2 
15.7 
19.5 
22.5 
25.0 
27.5 
29.5 
31.5 
35.0 
43.0 
50.0 
56.0 
60.1 
70.7 
75.0 

$2.72 
2.72 
2.15 
2.15 
2.15 
2.15 
2.15 
1.80 
1.80 
1.80 
1.80 
1.80 
1.80 
1.80 
1.80 
1.80 1e.:;~=::.J.,':::::;;:..J""::='--1 1.80 
1.80 
1.80 II-=c=c=~~'-c-~=-
1.80 
1.80 
1.80 
1.80 1I..:o';':::=~'::;:';:..J'"""-;=:'1 
1.80 
1.80 1I~~~c...:.:.;:::'--.-~~ I 1.94 
1.94 

~J .143D1A.HOLE 
g" TO Cl.EAR 
is N.t.6 SCREW 

TYPE 86 - LUG TYPE ENCAPSULATED RITEOHMS. 

SERIES 77 METAL FILM (112 Watt at 125°e) 

100 
121 
147 
178 
215 
261 
316 
383 
464 
562 
619 
681 
750 
825 
909 

1,000 
1,100 
1,210 
1,330 
1,470 
1,620 
1,780 
1,960 
2,150 
2,370 

. TOL. ±1% 

7.78 
8.57 
9.42 

10.4 
.11.4 
12.6 
13.8 
15.2 
16.8 
17.6 
18.5 
19.4 
20.6 
21.6 
22.4 
23.4 
24.6 
25.8 
27.1 
28.5 
29.8 
31.3 
32.8 
34.4 

~~= 
NI 20 A.W.G. 

SERIES 77 METAL FILM RESISTORS 

SERIES 88 MOLDED WIREWOUND RESISTORS - TOL. ± 1 % 

\ Max. \ Net I \ Max. \ Net \l\'1aX. \ r..et I Max. \ Net 
Ohms Volts 1-24 Ohms Volts 1-24 Ohms Volts 1-24 Ohms VoH. 1-24 

3 Watt" . 3 Watt' (Cont.) 3 Watt" (Cont.) 3 Watt" (Cont.) 
1 1.73 $ .94 38.3 10.7 $ .68 464 37.3 li .68 5,620 130 $ .78 
1.21 1.91 .94 42.2 11.3 .68 511 39.2 .68 6,190 136 .78 
1.47 2.10 .94 46.4 11.8 .68 562 41.0 .68 6,810 143 .78 
1.78 2.31 .94 51.1 12.4 .68 619 43.0 .68 7,500 150 .78 
2.15 2.54 .94 56.2 13.0 .68 681 45.2 .68 8,250 157 .78 
2.61 2.80 .94 61.9 13.6 .68 750 47.4 .68 9,090 1M .78 
3.16 3.16 .68 68.1 14.3 .68 825 49.7 .68 10,000 173 .78 
3.83 3.39 .68 75.0 15.0 .68 909 52.2 .68 5 Watt" 
4.64 3.73 .68 82.5 15.7 .68 1,000 54.8 .68 11,000 234 .80 5.62 4.10 ;68 90.9 16.5 .68 1,100 57.4 .75 
6.81 4.52 .68 100 17.3 .68 1,210 60.2 .75 12,100 246 .80 
8.25 4.97 .68 110 18.2 .68 1,330 63.2 .75 13,300 258 .80 

10.0 5.48 .68 121 19.1 .68 1,470 66.4 .75 14,700 271 .80 
11.0 5.74 .68 133 20.0 .68 1,620 69.7 .75 16,200 285 .84 
12.1 6.02 .68 147 21.0 .68 1,780 73.0 .75 17,800 298 .84 
13.3 6.32 .68 162 22.1 .68 1,960 76.6 .75 19,600 313 .84 
14.7 6.64 .68 178 23.1 .68 2,150 80.2 .75 21,500 328 .89 
16.2 6.97 .68 196 24.3 .68 2,370 84.3 .75 23,700 344 .89 
17.8 7.30 .68 215 25.4 .68 2,610 88.5 .75 10 Watt" 
19.6 7.66 .68 237 26.7 .68 2,870 92.8 .75 26,100 510 .89 
21.5 8.02 .68 261 28.0 .68 3,160 97.4 .75 28.700 536 .89 
23.7 8.43 .68 287 29.3 .68 3,480 102 .75 31,600 562 .89 
26.1 8.85 .68 316 31.6 .68 3,830 107 .75 34,800 590 .89 
28.7 9.28 .68 348 32.3 .68 4,220 113 .75 38,300 619 .89 
31.6 9.74 .68 383 33.9 .68 4,640 118 .75 42,200 649 .96 
34.8 10.2 .68 422 35.6 .68 5,110 124 .78 46,400 680 .96 

51,100 715 .96 
Oat 25°C ambient 
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SECTION 4700 

VITREOUS ENAMELED RHEOSTATS 
Eleven sizes in wirewound, vitreous enameled rheo­

stats are stocked by Ohmitedistributors all over the 
country and at the Ohmite factory. This selection, the 
most extensive available to industry, covers a range 
from 12'/2 to 1000 watts, in ratings that meet the major 
portion of design, productioD and emergency needs. Rat­
ings of 121f2, 25, 50,.75, 100, 150,225,300,500, 750 and 
1000 watts are standard. 

FEATURES OF CONSTRUCTION: Ohmite rheostats 
are designed to produce permanently smooth, close con­
trol. The construction is all ceramic and metal; there is 
nothing to smoke, char, shrink, or shift. All models have 
insulated shafts with provision to keep the rheostat from 
turning on the panel. The resistance wire is wound over 
a solid ceramic core. Each turn is a separate resistance 
step and is locked against shifting by vitreou$ enamel. 
The core and base are also bonded by vitreous enamel. 

MODEL "E" - 12.5 WATT 
Unenclosed and Enclosed 

Diameter %"-Depth behind panel H"-Shaft Va" Diameter. 
Rotation 300°-Mounting for panels up to '/s" by means of '/4"-
32 Bushing and Hex. Nut-Non-tum lug requires Va" hole '/4" 
below center of shaft-Stock No. 5151 Knob Recommended. 
Enclosure including terminals I';''' long by 1 h" diameter. 

Unenclosed Enclosed 

Total Max. Stock Net Stock Net 
Ohms Amps. . No. 1-4 No. 1-4 

1 3.53 0101 $4.63 W0101 $6.31 
2 2.50 0102 4.63 WOI02 6.31 
3 2.04 0103 4.63 WOI03 6.31 
6 1.44 0104 4.63 W0104 6.31 

8 1.25 0105 4.63 W0105 6.31 
10 Ll2 0106 4.63 W0106 6.31 
15 .91 0107 4.11 WOI07 5.79 
25 . 71 0108 4.11 W0108 5.79 

35 .60 0109 4.II W0109 5.79 
50 .50 0110 4.11 WOIIO 5.79 
75 .41 0111 4.11 WOl11 5.79 

100 .35 0112 4.11 W0112 5.79 

~fg .32 0113 4.11 W0113 5.79 
.27 0114 4.11 W0114 5.79 

250 .22 0115 4.11 WOU5 5.79 
350 .19 0116 4.11 W0116 5.79 

500 .16 0117 4.11 W0117 5.79 
750 .13 0118 4.11 W0118 5.79 

1,000 .11 0119 4.63 WOll9 6.31 
1,500 .091 0120 4.63 W0120 6.31 

2,500 .071 0121 4.63 W0121 6.31 
3,500 .060 0122 4.90 W0122 6.58 
5,000 .050 0123 4.90 W0123 6.58 

MODEL "H", Series A - 25 WATT 
Diameter 1,'h"-Depth behind panel 13fs"-Shaft '/4" diameter. 
Rotation. 295 Q -Mounting for panels up to 1/4" by means of 3/8"-32 
Bushing and Hex. Nut-Non-turn lug requires -.fu" hole V2" below 
center of shaft-Stock No. 5150 Knob Recommended. 

Stock Total Max. Net Stock Total Max. Net 
No. Ohms Amps. 1-4 No. Ohms Amps. . 1-4 

------ --- ---+--
0140 1 . 5.000 $4.63 0152 125 .445 $4.11 
0141 2 3.540 4.63 0153 175 .375 4.11 
0142 3 2.880 4.63 0154 ~gg .316 4.11 
0143 6 2.040 4.63 0155 .267 4.11 

0144 8 1.770 4.63 0156 500 .222 4.11 
0145 10 1.580 4.63 0157 750 .182 4.11 
0146 .15 1.290 4.11 0158 1,000 .155 4.63 
0147 25 1.000 4.11 0159 1,500 .129 4.63 

0148 35 .845 4.11 0160 2,500 .100 4.63 
0149 50 .707 4.11 0161 3,500 .084 4.90 
0150 75 .575 4.11 0162 5,000 .070 4.90 
0151 100 .500 4.11 
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The pivoted univ~rsal"action-mounted contact brush is 
. of copper-graphite or silver-graphite on the heavier cur­
rent rheostats. It rides upon a large flat surface and as­
sures p~rfect contact without wear on the wire. Pressure 
at the contact and at the center lead are independent. 
Ohmite Rheostat Models H, J, G, K, L, P, and N, all 
marked Series A, are listed under the Underwriters' 
Laboratories Reexamination Service. 

RATING: The current carrying capacities shown in the 
tables a'I'e for use in free air; when units are enclosed, 
these currents should be reduced possibly as much as 
30% to 50%, depending upon the degree of ventilation. 
The rated current will cause the rheostat to dissipate its 
rated wattage when the full resistance is in the circuit. 

Enclosed Model HE" 
Model"E" 

MODEL IIJII, Series A-50 WATT 
Diameter 2f,,-"-Depth behind panel 1%"-Shaft '/4" Diameter. 
Rotation 300°-Mounting for panels UP. to 1f4" by means of 3/s"-32 
Bushing and Hex Nut-Non-turn lug requires ik" hole V2" below 
center of shaft-Stock No. 5150 Knob Recommended . 

Stock Total Max. Net Stock Total Max. Net 
No. Ohms Amps. 1-.4 No. Ohms Amps. 1-4 

--- ---------------------
0308 0.5 10.000 $5.15 0321 150 .575 $4.63 
0309 1 7.070 5.15 0322 225 .470 4.63 
0310 2 5.000 5.15 0323 300 .408 4.63 
0311 4 3.530 5.15 0324 500 .316 4.63 

0312 6 2.880 5.15 0325 800 .250 4.90 
0313 8 2.500 4.63 0326 1,000 .224 4.90 
0314 12 2.040 4.63 0327 1,600 .176 4.90 
0315 16 1.760 4.63 0328 2,500 .141 4.90 

0316 22 1.500 4.63 0329 3,500 .119 5.15 
0317 35 1.190 4.63 0330 5,000 .100 5.15 
0318 50 1.000 4.63 0331 8,000 .079 5.15 
0319 80 .790 4.63 0332 10,000 .070 5.15 
0320 125 .630 4.63 

MODEL "Gil - 75 WATT 
Diameter 23~"-Depth behind panel· 1 % "-Shaft %" Diameter. 
Rotation 300 -Mounting for panels up to '/.' by means of' %"-32 
Bushing and Hex. Nut-Non-turn lug requires -A" hole 1f2" below 
center of shaft-Stock No. 5150 Knob Recommended. 

Stock Total Max. Net Stock Total Max. Net 
No. Ohms Amps 1-4 No. Ohms Amps. 1-4 

---------I-------
1100 0.5 12.300 $6.97 1112 200 .612 $6.41 . 
1101 1 8.660 6.97 1113 300 .500 6.41 
1102 2 6.120 6.97 1114 400 .433 6.41 
1103 3 5.000 6.97 1115 500 .388 6.41 

1104 5 . 3.880 6.97 1116 750 .316 6.97 
1105 7.5 3.160 6.97 1117 1,000 .274 6.97 
1106 10 2.740 6.97 1118 1,500 .224 6.97 
1107 16 2.170 6.41 1119 2,00a .194 6.97 

1108 25 1.730 6.41 1120 2,500 .173 6.97 
1109 50 1.230 6.41 1121 5,000 .123 7.45 
1110 75 1.000 6.41 1122 7,500 .100 8.00 
1111 100 .866 6.41 1123 10,000 .087 8.00 

© U.c.P., Inc. 



SECTION 4700 

VITREOUS ENAMELED RHEOSTATS 

MODEL "K", Series A - 100 WATT 
'~iameter 3Vs"-Depth behind panel 1%"-Shaft %" Diameter. 
Rotation 300°-Mounting for panels up to %" by means of %"-32 
Bushing and Hex. Nllt-Non~turn lug requires ..fi" hole 1/2" below 
center of shaft-Stock No 5150 Knob Recommended 

Stock Total Max. 

~ 
Stock Total Max. I Net 

No. Ohms Amps. 1-4 No. Ohms Amps. 1-4 
-------- r-- ------

0440 0.5 14.100 $7.72 0452 200 .707 $7.21 
0441 1 10.000 7.72 0453 3'00 .575 7.21 
0442 2 7.070 7.72 0454 400 .500 7.21 
0443 3 5.750 7.72 0455 500 .447 7.21 

0444 5 4.470 7.72 0456 750 .365 7.21 
0445 7.6 3.650 7.72 0457 1,000 .316 7.72 
0446 10 3.160 7.72 0458 1,500 .258 7.72 
0447 16 2.500 7.21 0459 2,000 .224 7.72 

0448 25 2.000 7.21 0460 2,500 .200 7.72 
0449 50 1.410 7.21 0461 6,000 .141 8.24 
0450 75 1.150 7.21 0462 7,500 .115 8.76 
0451 100 1.000 7.21 0463 10,000 .100 9.26 

MODEL "L", Series A - 150 WATT 
Diameter 4"-Depth behind panel 2"-Shaft 1/4 " Diameter. Rota­
tion 300°-Mounting for panels up to Y4", 3h"-32 Bushing and 
Hex. Nut or two 10-32 x 3;4" flat head screws, mounting centers 
0/8" each side of center of shaft on line perpendicular to center ter­
minal.-Stock No. 5150 Knob Recommended. 

Stock Total Max. Net Stock Total Max. Net 
No. Ohms Amps. 1-4 No. Ohms Amps. 1-4 

--------- -------
0524 0.5 17.300 $9.78 0537 150 1.000 $ 9.26 
0525 1 12.300 9.78 0538 200 .865 9.26 
0526 2 8.650 9.78 0539 250 .775 9.26 

'0627 3 7.070 9.78 0540 350 .655 9.26 

0528 6 5.480 9.78 0541 500 .548 9.26 
0529 7.5 4.470 9.78 0542 750 .447 9.78 
0630 10 3.880 9.78 0543 1,250 .346 9.78 
0531 15, 3.613 9.78 0544 1,800 .288 10.30 

0532 25 2.450 9.26 0545 2,250 .259 10.30 
0533 35 2.070 9.26 0546 3,000 .224 10.30 
0534 5,0 1.735 9;26 0547 4,500 .182 10.81 
0535 75 1.415 9.26 0548 7,500 .141 11.33 
0536 100 1.225 9.26 0549 10,000 .122 12.35, 

MODEL "P" - 225 WATT 
Diameter 5"-Depth behind panel 21js"-Shaft' %" Diameter. 
~otation 310°-Mounting for panels up to lV4 f', two 1/4 "-.20 X 
IV?" flat head screws, mounting centers 'l'a" each side of center of 
shaft on center line of cross-bar.-Stock No. 5105 Knob Recom'd. 
Three 8-32 Terminal Screws, Nuts and Washers are supplied. 

Stock Total Max. Net 
No. Ohms Amps. 1-2 

------
1250 1 15.000 $14.11 
1251 2 10.600 14.11 
1252 3 8.660 14.11 
1253 4 7.500 14.11 

1254 5 6.710 14.11 
1255 7.5 5.490 14.11 
1256 10 4.740 14.11 
1257 15 3.870 14.11 

1258 25 3.000 14.11 
1259 50 2.120 14.11 
1260 75 1.730 14.11 

Models "l", "G" and "K" 

© U.c.P., Inc. 

Stock Total Max. Net 
No. Ohms Amps. 1-2 

---------
1261 100 1.500 $14.11 
1262 150 1.220 14.11 
1263 200 1.060 14.11 
1264 300 .866 14.11 

1265 400 .750 14.11 
1266 700 .567 14.11 
1267 900 .500 14.11 
1268 1,200 .433 14.11 

1269 1,500 .387 14.11 
1270 1,750 .358 14.11 
1271 2,500 .300 14.11 

Models UN" and "R" 
("P", "T" and "u" Similar) 

Net 

MODEL "N", Series A - 300 WATT 
Diameter 6"-Depth behind panel 2¥s"-Shaft %" Diameter. 
Rotation 31S o-Mounting for panels up to 1'14", two 1f4"-20 x 
1 1/2" flat head screws, mounting centers 11~" each side of center of 
shaft on center line of cross-bar.-Stock No. 5105 Knob Recom'd. 
Three 8-32 Terminal Screws Nuts and Washers are supplied , 
Stock Total Max. Net Stock Total Max. Net 

No. Ohms Amps. 1-2 No. Ohms Amps. 1-2 
------------ - -------

0650 1 17.320 $15.29 0661 100 1.730 '$15.29 
0651 2 12.240 15.29 0662 150 1.410 15.29 
0652 3' 10.000 15.29 0663 200 1.220 15.29 
0653 4 8.660 15.29 0664 300 1.000 15.29 

0654 6 7.750 15.29 0665 400 .866 15.29 
0655 7.5 6.320 15.29 0666 700 .655 15.29 
0656 10 5.480 15.29 0667 900 .578 15.29 
0657 15 4.470 15.29 0668 1,200 .500 15.29 

0658 25 3.460 15.29 0669 1,500 .447 15.29 
0659 50 2.450 15.29 0670 1,750 .414 15.29 
0660 76 2.000 15.29 0671 2,500 .346 15.29 

MODEL "R" - 500 WATT 
Diameter 8"-Depth behind panel 2 1/s"-Shaft 3/8 " Diameter. 
Rotation 325°-Mounting for panels up to 11f4", tVl{o 1/4"-20xllj2" 
flat head screws, mounting centers 1 1/2" each side of center of 
shaft on center line of cross-bar.-8tock No. 5105 Knob Recom'd. 
Three 8-32 Terminal Screws Nuts and Washers are supplied , 
Stock Total Max. Net Stock Total Max. Net 

No. Ohms Amps. 1-2 No. Ohms 'Amps. 1-2 
0849 --ro 22.300 $22.09 --om- --5-0- 3.l6O $22.09 
0850 1.5 18.200 22.09 0861 80 2.520 22.09 
0851 2 15.800 22.09 0862 125 2.000 22.09 
0852 2.5 14.100 22.09 0863 175 1.690 22.09 
0853 3 12.900 22.09 0864 250 1.410 22.09 
0854 4 11.200 22.09 0865 325 1.240 22.09 
0855 5 10.000 22.09 0866 500 1.000 22.09 
0856 8 7.900 22.09 0867 750 .817 22.09 
0857 12.5 6.300 22.09 0868 1,000 .707 22.09 
0858 16 5.600 22.09 0869 1,500 .577 22.09 
0859 25 4.470 22.09 0870 2,000 .500 22.09 
0860 40 3.540 22.09 0871 2,500 .447 22.09 

MODEL "T" - 750 WATT 
Diameter 10"-Depth behind panel 3"-Shaft 3/S " Diameter. 
Rotation 3300 -Mounting for panels up to I1j4", two V4" -20 x 
11/2" flat head screws, mounting centers 1 'l's" each side of center of 
shaft on center line of cross-bar.-Stock No. 5105 Knob Recom'd. 
Three 8 32 Terminal Screws Nuts and Washers are supplied , 

Stock _I: Total Max. Net Stock Total Max. Net 
No. Ohms Amps. 1-2 No. Ohms Amps. 1-2 

1300 -1- 27.400 $31.20 13i2 --5-0-~ $31.20 
1301 ·1.5 22.300 31.20 1313 80 3.060 31.20 
1302 2 19.400 31.20 1314 100 2.740 31.20 
1303 2.5 17.300 31.20 1315 160 2.170 31.20 
1304 3 15.800 31.20 1316 200 1.940 31.20 
1305 4 13.600 31.20 1317 300 1.580 31.20 
1306 5 12.200 31.20 1318 400 1.370 31.20 
1307 8 9.650 31.20 1319 600 1.117 31.20 
1308 10 8.650 31.20 1320 750 1.000 31.20 
1309 12.5 7.750 31.20 1321 1,200 .791 31.20 
1310 16 6.820 31.20 1322 1,800 .646 31.20 
1311 25 5.470 31.20 1323 2,500 .547 31.20 

MODEL "u" - 1000 WATT 
Diameter 12" - Depth behind panel 3" - Shaft %" Diameter. 
Rotation 335°-Mounting for panels up to I1f4", two 1/4 .. "-20 x 
1 V2" flat head screws, mounting centers 3" each side of center of 
shaft on center line of cross-bar.-Stock No. 5105 Knob Recom'd. 
Three 8-32 Tenninal Screws, Nuts and Washers are supplied. 

Stock Total Max. Net Stock Total Max. Net 
No. Ohms Amps. 1-2 No. Ohms Amps. 1-2 
1450 --1- 31.600 $36.45 1462 --5-0- 4.47() $36.45 
1451 1.5 25.800 36.45 1463 75 3.650 36.45 
1452 2 22.400 36.45 1464 100 3.160 36.45 
1453 2.5 20.000 36.45 1465 175 2.390 36.45 
1454 3 18.300 36.45 1466 225 2.110 36.45 
1455 4 15.800 36.45 1467 306 1.830 36.45 
1456 5 14.100 36.45 1468 400 1.580 36.45 
1457 8 11.200 36.45 1469 500 1.410 36.45 
1458 10 10.000 36.45 1470 750 1.150 36.45 
1469 12.5 8.950 36.45 1471 1,000 1.000 36.45 
1460 16 7.900 36.45 1472 1,500 .816 36.45 
1461 25 6.330 36.45 1473 2,500 .633 36.45 
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SECTION 4700 

RHEOSTAT TANDEM COUPLING KITS BLACK BAKELITE KNOBS 

Inexpensive kits assemble standard Ohmite Model G, H, 
J,K, L or E (miniature) rheostats. Each kit consists of 
a steel "U" frame, a coupling with set screw, mica washer, 
Allen wrench and assembly instructions. Rheostat shafts 
are joined by the coupling which is fastened to the shaft 
of the rear unit. Projections on the coupling fit a recess 
in the rear hub of the front unit. Stock No. 6533 kit, 
mounts Model G, K or L units but accommodates Models 
H or J in the rear position. Stock No. 6532 unit mounts 
Models H or J but accommodates Models G, K or L in 
the rear position. Stock No. 6591 kit assembles only 
Model E (miniature) rheostats. 
Stock No. 6532 - Max Panel 1/8" ......... Net Each (1-4) $2.01 
Stock No. 6533 - Max Panel 5/32" ........ Net Each (1-4) 2.51 
Stock No. 6591 - Max Panel 1/16" ... " ... Net Each (1-4) 2.0.1 

Stock 
No. Description 

5102 Bar Knob, 2U' long 
5103 Bar Knob, lU' long 
5104 Handwheel with Pointer 
5105 Handwheel without Pointer 
5106 Handwheel with Pointer 
5107 Handwheel without Pointer 
5109 Finger-Grip with Pointer 
5110 Finger-Grip without Pointer 
5111 Finger-Grip with Pointer 
5112 Finger-Grip without Pointer 

*5115 Bar Knob, 4%;' long 
5116 Bar Knob, 1~' long 
5150 Skirted Finger-Grip 
5151 Finger-Grip 
5152A Like 5104 but shorter pointer 

*Requires pin and tapped hole in shaft. 

Knob Hole Net Ea. 
Dia. Dia. 1-2 

~: $""];0 
.21 

3U' %' 1.38 
3~' %' 1.16 
BU' 

~: 
1.38 

BU' 1.16 IS' .89 
1~' .82 
2 .. 1.32 
2%' 1.21 

%' 3.00 
U' .50 

1~' U' .29 
%;' ~. .29 

3U' U' 1.60 

MOLDED COMPOSITION POTENTIOMETERS, Y2and 2 WATTS 
Used in commercial and military electron- a .miniature unit 1h" dia. rated 1h watt, 
ic applications where high quality and is available only with locking type shaft. 
dependable performance are important. 
Type AB, 1%2" dia., is rated 2 watts at 
70 0 C ambient and is available with %" 
slotted shaft (CMU), 2" unslotte~sh!ift 
(CU, CA, CE, CCU dual unit) and lock­
ing type slotted shaft (CLU). Type AS, 

Because of their molded composition 
elements, these units outlast and out­
perform film type units. Noise level is 
exceedingly low. Single controt Type AB 
units extend %" behind panel; dual con-

trol 11~{14'" Type AS minJature unit ex­
tends 1~6" behind panel. An SPST switch 
for single Type AB units· is available. 
Units are dust and splash proof, fungus 
and corrosion resistant and meet the latest 
requirements of MIL-R-94. Styles CMU, 
CLU and Type AS conform respectively 
to MIL-R-94 Styles RV4N, RV4L, RV6L. 

STOCK uPOTS" - MIL Units are Stamped with MIL and Commercial Desjgnations Type AS 
MIL Style RV6L 

TYPE AB (I'",' Dia.) 

Resistance Single Unit Ys' Slotted Shaft Single Unit 2' Shaft 
Ohms 
Except 

As Noted Style Style 
Savle Style Style 

ToI.±10% CMU MIL CU CB CLU 
except 

"±20% 
Linear Designation Linear CWlog CCWlog Linear 

---50 CMU6001 RV4NAYSD500A CU5001 CLU5001 
100 CMU1011 RV4NAYSD101A CU1011 CLU1011 
150 CMU1511 RV4NAYSD151A CU1511 CLU1511 
250 CMU2511 RV4NAYSD251 A CU2511 CLU2511 
350 CMU3511 RV4NAYSD351 A CU3511 CLU3511 
500 CMU5011 RV4NAYSD501A CU5011 1- CLU5011 
750 CMU7511 RV4NAYSD751A CU7511 ·CLU7511 

1,000 CMU1021 RV4NAYSDI02A CU1021 CLU1021 
1,500 CMU1521 RV4NAYSD152A CU1521 CLU1521 
2,500 CMU2521 RV4NAYSD252A CU2521 

1-
CLU2521 

3,500 CMU3521 RV4NAYSD352A CU3521 CLU3521 
5,000 CMU5021 RV4NAYS0502A CU5021 CLU5021 
7,500 CMU7521 RV4NAYSD752A CU7521 CLU7521 

10,000 CMUI031 RV4NAYSDI03A CU1031 CB1031 CLUI031 
15,000 CMU1531 RV4NAYSD153A CU1531 CLUI531 ---25,000 CMU2531 RV4NAYSD253A CU2531 CB2531 CLU2531 
35.000 CMU3531 RV4NAYSD353A CU3531 CLU3531 
50,000 CMU5D31 RV4NAYSD503A t:U5031 CBBD31 CLU5031 
75,000 CMU7531 RV4NAYSD753A CU7531 CLU7531 

.1 meg. CMUI041 RV4NAYSDI04A CUI041 CAl 041 CLUI041 -.15 meg. CMU1541 RV4NAYSD154A CUl541 CLUl541 
.25 meg. CMU2541' RV4NAYSD254A CU2541 CA2541 CLU2541 
.35 meg. CMU3541 RV4NAYSD354A CU3541 CLU3541 

.5 meg. CMU5041 RV4NAYSD504A CU5041 CA5041 CLU5041 
.75 meg.' CMU7542 RV4NAYSD754B CU7542. CLU7542 -1.0 meg." CMUI052 RV4NAYSDI05B CU1D52 CAl 052 CLUI052 
1.5 meg." CMU1552 RV4NAYSD155B CUl652 CLU1552 
2.0 meg.' CMU2052 RV4NAYSD205B CU2052 CLU2052 
2.5 meg.' CMU2552 RV4NAYSD255B CU2552 CA2552 CLU2552 
3.5 meg.' CMU3652 RV4NAYSD355B CU3652 CLU3552 
5.0 meg." CMU5052 RV4NAYSD505B CU5052 CLU5052 

Weight . 064 lb. .084 lb. 
Net Price $1.95 $1.95 I $2.25 I $2.25 

SWItch CS-l (Unmounted) for CMU, CU, CA, CB, CLU ... 
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TYPE AS (W Dia.) 

Locking Dual Miniature Lecking 

Style 
MIL CCU Linear MIL' 

Designation Linear Designation 

RV4LAYSA500A 
RV4LAYSA101A 3601 RV6LAYSA101A 
RV4LAYSA151A .. 
RV4LAYSA251A ~ .E ~ 3602 RV6LAYSA251A 
RV4LAYSA351A ~ .!!l :3 
RV4LAYSA501A .il ~ "ll 3603 RV6LAYSA501A 
RV4LAYSA751A 
RV4LAYSAI02A ~~r:1 3604 RV6LAYSAI02A 
RV4LAYSA152A 
RV4LAYSA252A 3605 RV6LAYSA252A 
RV4LAYSA352A 
RV4LAYSA502A ~ 3606 RV6LAYSA502A 
RV4LAYSA752A 
RV4LAYSA103A CCU1031 3607 RV6LAYSAI03A 
RV4LAYSA153A 
RV4LAYSA253A CCU2531 3608 RV6LAYSA253A 
RV4LAYSA353A 
RV4LAYSA5D3A CCU5031 3609 RV6LAYSA503A· 
RV4LAYSA753A 
RV4LAYSA104A CCU1041 3610 RV6LAYSAI04A 
RV4LAYSA164A 
RV4LAYSA254A CCU2541 3611 RV6LAYSA254A 
RV4LAYSA354A 
RV4LAYSA504A CCU5041 3612 RV6LAYSA604A 
RV4LAYSA754B 
RV4LAYSAI05B CCUI052 3613 RV6LAYSA105B 
RV4LAYSA155B 
RV4LAYSA205B 3684 RV6LA YSA205B 
RV4LAYSA255B 3614 RV6LAYSA255B 
RV4LAYSA365B 
RV4LAYSA505B 3615 RV6LAYSA505B 

• 070 lb . .123 lb . .017 lb. 
$2.55 $5.65 $5.10 

................ Net $.66 

Net 

StyleCMU ~ 
MIL Style RV4N .-. 

Style CLU 
MIL Style RV4L 

Styles CU, CA CB 

Style CCU 
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SECTION 4700 

OHMITE VITREOUS ENAMELED FIXED AND DIVIDOHM® RESISTORS 

25 WATT FIXED RESISTOR 
Core: 2" x 19lJ" - Mounting Centers 2%." 50 WATT FIXED RESISTOR 

I Fixed Resist.! Adj. Resist. 
Res. Max. Stock Net Stock Net 

'Ohms Amps No 1-9 No 1-9 
1 5.00 0200J $0.72 0360 $1.29 
2 3.54 0200K .72 0360B 1.29 

Core: 4" x h" - Mounting Centers 4%," 

! 
Fixed ReSist.! Adj. Resist. 

Res. Max. Stock Net Stock Net 
Ohms Amps No 1-9 No 1-9 

3 2.88 0200L .72 0361 1.29 5 3.16 0400A $1.11 0560 $1.68 
5 2.24 0200A .72 0362 1.29 10 2.23 0400B 1.11 0561 1.68 

7.5 1.82 0362B 1.29 25 1.41 0400C 1.11 0562 1.68 
10 1.58 0200B .72 0363 1.29 50 1.00 0400D 1.11 0563 1.68 
15 1.29 0200R _72 0364 1.29 75 .82 0400E 1.11 0564 1.68 

~g 1.12 0364B 1.29 
1.00 0200C .72 0365 1.29 

100 .71 0400F 1.11 0565 1.68 
150 .58 0400G 1.11 0566 1.68 

50 .71 0200D .72 0366 1.29 200 .50 0400H 1.11 0567 1.68 

75 .58 0200E .72 0367 1.29 
100 .50 0200F .72 0868 1.29 

250 .45 0401 1.11 0568 1.68 
300 .41 0568B 1.68 

150 .41 0200G .72 0369 1.29 
200 .35 0200H .72 0370 1.29 
250 .32 0201 .72 0371 1.29 
300 .29 0371B 1.29 
400 .25 0371C 1.29 
500 .22 0202 .72 0372 1.29 
750 .18 0203 .72 0373 1.29 
800 .17 0204 .72 0374 1.29 

400 .35 0568C 1.68 
500 .32 0402 1.11 0569 1.68 
750 .26 0403 1.11 0570 1.68 

1,000 .22 0405 1.11 0572 1.68 
1,250 .20 0572B 1.71 
1,500 .18 0406 1.14 0573 1.71 
2,000 .16 0407 1.14 0574 1.71 
2,500 .14 0408 1.14 0575 1.71 

1,000 .16 0205 .72 0375 1.29 
1,250 .14 0375B 1.32 

8,000 .13 0409 1.14 0576 1.71 
3,500 .12 0576B 1.71 

1,500 .13 0206 .75 0376 1.32 
2,000 .12 0207 .75 0377 1.32 
2,250 .11 0377B 1.32 
2,500 .10 0208 .75 0378 1.32 
3,000 .091 0209 .75 0379 1.82 
3,500 .084 0210 .75 0380 1.32 
4,000 .079 0211 .75 0381 1.32 
4,500 .074 0381B 1.82 
5,000 .070 0212 .75 0382 1.32 
6,000 .064 0213 .85 0383 1.42 
7,000 .060 0383B 1.42 

4,000 .11 0410 1.14 0577 1.71 
4,500 .10 0577B 1.71 
5,000 .10 0411 1.14 0578 1.71 
6,000 .091 0578B 1.80 
7,000 .084 0578C 1.80 
7,500 .081 0412 1.23 0579 1.80 
8,000 .079 0413 1.23 0580 1.80 
9,000 .074 0580B 1.80 

10,000 .071 0414 1.23 0581 1.80 
12,000 .064 0415 1.35 0582 1.92 

7,500 .057 0214 .85 0384 1.42 
8,000 .055 0384B 1.42 
9,000 .052 0384C 1.42 

10,000 .050 0215 .85 0385 1.42 
12,000 .042 0216 .90 0386 1.47 
15,000 .036 0217 .90 0387 1.47 
20,000 .031 0218 .90 0388 1.47 
25,000 .028 0219 1.04 0389 1.61 
40,000 .022 0222 1.04 
50,000 .020 0224 1.21 

./00,000 .010 0229 1.64 

15,000 .057 0416 1.35 0583 1.92 
20,000 .050 0417 1.35 0584 1.92 
25,000 .045 0418 1.54 0585 2.11 
30,000 .036 0586 2.11 
35,000 .032 0419 1.54 
40,000 .029 0587 2.11 
50,000 .026 0420 1.72 0588 2.29 
60,000 .024 

0421 
0589 2.29 

75,000 .021 1.97 
80,000 .021 0590 2.54 

100,000 .018 0422 2.18 0591 2.70 

100' WATT FIXED RESISTOR 160 WATT FIXED RESISTOR 
Core: 6%" x %," - Mounting Cent.ers 7%" Core: 81h" x 1,%" - Mounting Centers 9%" 

I Fixed ReSist.! Adj. Resist. ! Fixed Resist. ! Adj. Resist. 
Res. Max. Stock Net Stock Net Res. Max. Stock Net Stock Net 

Ohms Amps. No. 1-9 No. 1-9 Ohms Amps. No. 1-9 No. 1-9 
5 4.47 ·0600A $1.541 0956 $2.11 5 5.66 0700A $8.19 1156 $4.07 

10 3.16 0600B 1.54 0957 2.11 10 4.00 0700B 2.28 1157 3.16 
25 2.00 0601 1.54 0958 ;1.11 25 2.53 0701 2.28 1158 3.16 
50 1.41 0602 1.54 0959 2.11 50 1.79 0702 2.28 1159 8.16 
75 1.15 0603 1.54. 75 1.46 0703 2.28 

100 1.00 0604 1.54 0960 2.11 100 1.26 0704 2.28 1160 3.16 
150 .816 0605 1.54 150 1.03 0705 2.28 
250 .63 0606 1.54 O~OB 2.11 250 .80 0706 2.28 1160B 3.16 
500 .45 0607 1.54 0961 2.11 500 .57 0707 2.28 1161 11.16 
750 .365 0608 1.54 750 .46 0708 2.28 

1,000 .32 0609 1.54 0962 2.11 1,000 .40 0709 2.28 1162 11.16 
1,500 .26 0610 1.60 0962B 2.17 1,500 .33 0710 2.32 1162B 3.20 
2,000 .223 0611 1.60 2,000 .28 0711 2.32 
2,500 .20 0612 1.60 0963 2.17 2,500 .25 0712 2.32 1163 3.20 
3,000 .18 0613 1.60 3,000 .23 0713 2.32 
5,000 .14 0614 1.60 0964 2.17 5,000 .18 0714 2.32 1164 3.20 
7,500 .115 0615 1.73 7,500 .15 0715 2.53 

10,000 .10 0616 1.73 0965 2.30 10,000 .13 0716 2.53 1165 3.41 
15,000 .081 0617 1.87 0966 2.44 15,000 .10 0717 2.71 1166 3.59 
20,000 .071 0618 1.87 0967 2.44 20,000 .089 0718 2.71 1167 3.59 
25,000 .063 0619 2.13 0968 2.70 25,000 .080 0719 2.80 1168 3.68 
30,000 .058 0620 2.13 0969 2.70 30,000 .073 0720 2.80 1169 3.68 
40,000 .050 0621 2.13 0970 2.70 40,000 .063 0721 2.110 1170 3.68 
50,000 .045 0622 /!.2ot 0971 2.78 50,000 .057 0722 2.89 1171 3.77 
60,000 .041 0623 2.21 60,000 .051 0723 2.89 
75,000 .032 0624 2.45 0972 3.02 75,000 .046 0724 3.08 1172 3.96 

10e,000 .0211 0625 2.75 0973 3.82 100,000 .040 0725 3.26 1173 4.14 

© U.C.P., Inc. Net 

These all-welded construction resistors 
have welded high-strength alloy termi­
nals. For perfect electrical connection, 
the resistance wire is welded to the 
terminal. Units are wire-wound on ce­
ramic cores and protected by Ohmite 
Vitreous Enamel. Furnished with 
mounting brackets and on DIVID­
OHM with one adjustable lug. 

75 WATT SIZE - Dividohm 
Core: 6" x h" - Mounting Centers 6%." 

Adjustable Res. Adjustable Res. 
Res. Max. Stock Res. Max. Stock 

Ohms Amps. No. Ohms Amps. No. 
5 3.87 0769 5,000 .12 0783 

10 2.74 0770 6,000 .11 0783B 
15 2.24 0771 7,000 .10 0783C 
25 1.73 0772 7,500 .10 0784 
50 1.22 0773 8,000 .096 0784B 

100 .86 0774 9,000 .091 0784C 
200 .61 0774B 10,000 .086 0785 
250 .55 0775 12,000 .079 0785B 
300 .50 0775B 15,000 .070 0786 
400 .43 0775C 20,000 .061 0787 
500 .39 0776 25,000 .054 0788 
750 .32 0777 30,000 .050 0789 

1,000 .27 0778 35,000 .046 0790 
1,250 .24 0778B 40,000 .043 0791 
1,500 .22 0779 45,000 .035 0792 
2,000 .19 0780 50,000 .033 0793 
2,500 .17 0781 60,000 .030 0794 
3,000 .16 0781B 80,000 .026 0795 
3,500 .15 0782 100,000 .023 0796 
4,000 .14 0782B 

Net (1-9), 5 thru 1,000 ohms ........... $1.87 
Net (I-9), 1,250 thru 5,000 ohms ........ 1.92 
Net (1-9),6,000 thru 10,000 ohms ....... 2.01 
Net (I-9), 12,000 thru 20,000 ohms ...... 2.13 
Net (1-9), 25,000 thru 40,000 ohms ...... 2.32 
Net (1-9), 45,000 thru 60,000 ohms ...... 2.52 
Net (I-9), 80,000 ohms ................ 2.78 
Net (1-9), 100,000 ohms ............... 2.93 

200 WATT FIXED RESISTOR 
Core: 10%" x 1%"-Mounting Centers 11%" 

Fixed ReSist.! Adj. Resist. 
Res. Max. I Stock Net Stock Net 

Ohms Amps. No. 1-9 No. 1-9 
5 6.32 0900A $3.44 1356 $4.32 

10 4.47 0900B 2.46 1357 3.34 
25 2.83 0901 2.46 1358 3.34 
50 2.00 0902 2.46 1359 3.34 
75 1.64 0903 2.46 

100 1.41 0904 2.46 1360 3.34 
150 1.15 0905 2.46 
250 .89 0906 2.46 1360B 3.34 
500 .63 0907 2.46 1361 3.34 
750 .52 0908 2.46 

1,000 .45 0909 2.46 1362 3.34 
1,500 .37 0910 2.58 1362B 3.41 
2,000 .32 0911 2.53 
2,500 .28 0912 2.53 1363 3.41 
3,000 .21>8 0913 2.53 
5,000 .20 0914 2.53 1364 3.41 
7,500 .16 0915 2.71 

10,000 .14 0916 2.71 1365 3.59 
15,000 .12 0917 2.89 1366 3.77 
20,000 .10 0918 2.89 1367 8.77 
25,000 .089 0919 2.98 1368 3.86 
30,000 .082 0920 2.98 1369 3.86 
40,000 .071 I 0921 

2.98 1370 3.86 
50,000 .063 0922 3.08 1371 3.96 
60,000 .058 0923 3.08 
75,000 .052 0924 3.26 1372 4.14 

100,000 .045 0925 3.46 1373 4.34 

ADJUSTABLE LUGS 
Bakelite Knob Screw Dri ver Type 

Res. Stock Net Res. Stock Net 
Dia. No. 1-9 Dia. No. 1-9 

',{on 0359 $0.31 
~n 1959 .31 

lygn 2159 .40 

',.{,n 1058 $0.14 
',{an 0358 .14 
~"1958 .14 

1 yo" 2158 .23 
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OHMITE® STOCK 
AXIAL-LEAD RESISTORS 

Ohmite axial-lead, vitreous-enameled 
resistors are compact, wire-wound 
units available in three stock sizes: 
3-Watt (10" x 114"), 5-Watt (In'' x 
H"), and 10-watt (lH" x H") ... 
The resistance wire and terminal lead 
are both welded to the end cap, utiliz­
ing the patented Ohmite welding tech­
nique. All have 11;2" tinned wire leads, 
are simple to mount, and occupy small 
space. 

Axial-lead resistors are especially 
suited for printed circuits, terminal· 
board, and point"to-point wiring ap­
plications. 

The standard resistance tolerance 
is ± 5%, 50 ohms and higher; toler­
ance below 50 ohms is ± 10%. 

Ohms Ohms 

1.0 125 
1.5 150 
2.0 260 
3.0 225 
4.0 250 

5.0 300 
7.5 350 

10 400 
12 450 
15 500 

20 600 
25 700 
30 750 
35 800 
40 900 

50 1,000 
75 1,100 

100 

*5 and 10-watt size only. 
tlO-watt size only. 

Ohms 

1,200 
1,250 
1,500 
1,750 
2,000 

2,250 
2,500 
3,000 
3,500 
4,000 

4,500 
5,000 
6,000 
7,000 
7,500 

8,000 
t8,500 

3-WATT SIZE 

Ohms 

9,000 
10,000 

tn,oOO 
t12,000 
*12,500 

t13,500 
*15,000 
t16,000 
*17,500 
*18,000 

*20,000 
*22,500 
*25,000 
+30,000 
35,000 

+40,000 
45,000 

t50,000 

Net (1-9), 1 thru 1,000 ohms ........... $0.59 
Net (1-9), .1,100 thru 5,000 ohms........ .62' 
Net (1-9), 6,000 thru 10,000 ohms ..... " .66 

5-WATT SIZE 

Net (1-9), 1 thru 1,000 ohms ........... $0.62 
Net (1-9), 1,100 thru 5,000 ohms........ .66 
Net (1-9), 6,000 thru 10,000 ohms.... . .. .70 
Net (1-9), 12,500 thru 20,000 ohms... . .. .78 
Net (1-9), 22,500 and 25,000 ohms. .. . .. .82 

10-WATT SIZE. 

Net (1-9), 1 thru 2 ohms ............... $0.95 
Net (1-9), 3 thru 1,000 ohms. . . . . . . . . .. .68 
Net (1-9), 1,100 thru 5,000 ohms... . . . .. .73 
Net (I-9), 6,OeO thru 10,000 ohms. . . . . .. .84 
Net (1-9), 11,000 thru 20,000 ohms... . .. .95 
Net (1-9), 22,500 thru 40,000 ohms. .. . .. 1.00 
Net (1-9), 45,000 and 50.000 ohms. . . 1.12 
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SECTION 4700 

Popular OHMITE IIBROWN DEVILII@ RESISTORS 

iIaIi 
5 Watt-I" x 5/16" Core Size 

Ohms Amps Ohms Amps Ohms Amps 

1 2.23 200 .160 2,250 .047 
1.5 1.82 225 .150 2,500 .045 
2 1.58 250 .140 3,000 .041 
3 1.29 300 .130 3,500 .037 
4 1.12 350 .120 4,000 .035 
5 1.00 400 .110 4,500 .033 
7.5 .810 450 .100 5,000 .032 

10 .710 500 .100 6,000 .029 
12 .640 600 .091 7,000 .027 
15 .580 700 .084 7,500' '.026 
20 .500 750 .082 8,000 .025 
25 .450 800 .079 9,000 .024 
30 .410 900 .074 10,000 .022 
35 .380 1,000 .070 12,500 .020 
40 .350 1,100 .067 15,000 .018 
50 .320 1,200 .064 17,500 .017 
75 .260 1,250 .063 20,000 .016 

100 .220 1,500 .057 22,500 .014 
125 .200 1,750 .053 25,000 .013 
150 .180 2,000 . 050 

Net ~1-9!' 1 thru 1,000 ohms ........... $0.52 
Net 1-9, 1,100 thru 5,00.0 ohms........ .55 
Net 1-9, 6,000 thru 10,000 ohms... . . .. .58 
Net (1-9 , 12,500 thru 20,000 ohms.:.... .65 
Net (1-9 , 22,500 and 25,000 ohms. . . . .. .68 

10 Watt-l%" x 5/16" Core Size 
Ohms Amps Ohms Amps Ohms Amps 

0.5 4.47 300 .18 5,OQO .045 
1 3:16 350 .17 6,000 .041 
2 2.24 400 .16 7,000 .038 
3 1.88 450 .15 7,500 .036 
4 1.58 500 .14 8,000 .035 
5 1.41 600 .13 8,500 .034 
7.5 1.16 700 .12 10,000 .032 

10 1.00 750 .12 11,000 .030 
12 .91 800 .11 12,000 .029 
15 .82 900 .11 12,500 .028 
20 .71 1,000 .10 13,500 .027 
25 .63 1,100 .095 15,000 .026 
30 ·.58 1,200 .091 16,000 .025 
35 .53 1,250 .089 17,500 .024 
40 .50 1,500 .081 18,000 .023 
50 .45 1,750 .075 20,000 ;022 
75 .37 2,000 .071 22,500 .021 

100 .32 2,250 .066 25,000 .020 
125 .28 2,500 .063 30,000 .018 
150 .26 3,000 .057 35,000 .017 
200 .22 3,500 .053 40,000 .016 
225 .21 4,000 .050 45,000 .015 
250 .20 4,500 .047 50,000 .014 

Net (I-9), 0.5 thru 1,000 ohms .......... $0.57 
Net (I-9), 1,100 thru 5,000 ohms..... . .61 
Net (I-9), 6,000 thru 10,000 ohms.... .. .70 
Net (I-9), 11,000 thru 20,000 ohms. . . . .. .79 
Net (1-9), 22,500 thru 40,000 ohms... . .. .83 
Net (1-9), 45,000 and 50,000 ohms. . . . .. .93 

WITH WELDED TERMINALS 

High quality, small size, wire-wound 
resistors ideal for voltage dropping, 
bias units, bleeders, etc. They're extra­
sturdy, all-ceramic, vitreous enameled. 
These all-welded construction units 
have welded high-strength alloy termi­
nals. For perfect electrical connection, 
the' resistance wire is welded to the 
terminal. They give time~proved pro­
tection against shock, vibration, heat 
and humidity. Their long record of 
continuous trouble-free service-their 
wide use in all climates of the world 
-prove their complete reliability and 
economy. All units can be convenient­
ly mounted by means of their 1'12" 
tinned wire leads. Standard resistance 
tolerance is ±5% . 

20 Watt-2" x 7/16" Core Size 

Ohms Amps Ohms Amps Ohms Amps 

0.5 6.32 800 .15 10,000 .043 
1.0 4.47 850 .15 12,500 .035 
2.0 3.16 1,gOO .14 15,000 .032 
3.0 2.58 1, 00 .13 20,000 .027 
4.0 2.24 1,250 .12 25,000 .024 

5 2.00 1,500 .12 30,000 .022 
10 1.41 1,750 .11 35,000 .021 
25 .89 2,000 .10 40,000 .019 
50 .63 2,250 .094 45,000 .018 
75 .52 2,500 .089 50,000 .017 

100 .45 2,750 .085 55,000 .016 
150 .36 3,000 .081 60,000 .016 
200 .32 3,500 .075 65,000 .015 
250 .28 4,000 .070 70,000 .014 
300 .26 4,500 .066 75,000 .013 

350 .24 5,000 .063 80,000 .012 
400 .22 6,000 .057 85,000 .012 
500 .20 7,000 .053 90,000 .011 
650 .18 ' 7,500 .051 9/j,000 .010 
700 .17 8,000 .050 100,000 .010 

750 .16 9,000 .047 

Net (1-9), 0.5 ohms ................... $0.95 
Net (1-9), 1.0 thru 1,000 ohms.......... .68 
Net (1-9), 1,200 thru 5,000 ohms ...... " .70 
Net (1-9), 6,000 thru 10,000 ohms.... ... .83 
Net (1-9), 12,500 thru 20,000 ohms. . . . . . .85 
Net (1-9), 25;000 thru 40,000 oh~. .. . .. .99 
Net (1-9), 45,000 thru 60,000 ohms ...... 1.15 
Net (1-9), 65,000 thru 80,000 ohms. . . . .. 1.37 
Net (l-9), 85,000 thru 100,000 ohms ..... 1.57 

10 WATT DIVIDOHM® ADJUSTABLE RESISTORS 
Core: I%," x h" - M.ounting Centers 2%" 

Adjustable Res. Adjustable Res. 
Res. Max. Stock Res. Max. Stoc.k Adjustable Res. Adjustable Res. 

Res. Max. Stock Res. Max. Stock Ohms Amps No. Ohms Amps No. 
750 .12 1021 4,000 .050 1031 
800 .11 1022 4,500 .047 1032 Ohms Amps No. Ohms Amps No. 

1,000 .10 1023 5,000 .045 1033 
1,250 .089 1024 6,000 .041 1034 
1,500 .081 1025 7,000 .. 688 1035 
2,000 .071 .J026 7,500 .036 1036 
2,250 .066 1027 8,000 .035 '1037 
2,500 .063 1028 8,500 .034 1038 
3,000 .057 1029 .9,000 .033 1039 
3,500 .053 1030 10,000 .032 1040 

1 3.16 1001 75 .37 1011 
2 2.24 1002 100 .32 1012 
3 1.83 1003 150 .26 1013 
5 1.41 1004 200 .22 1014 
7.5 1.16 1005 250 .20 1015 

10 1.00 1006 300 .18 1016 
15 .82 1007 350 .17 1017 
20 .71 1008 400 .16 1018 
25 .63 1009 500 .14 1019 
50 .45 1010 600 .13 1020 

Net (1-9), 1 thru 1,000 ohms ........... $1.14 
Net (1-9), 1,250 thru 5,000 ohms ........ 1.18 
Net (1-9), 6,000 thru 10.000 ohms ....... 1.27 

Net © U,c.P., Inc .. 



LITTLE DEVIL® RESISTOR ASSORTMENTS 
FOR SERVICE USE 

Serviceman's assortments 
of 150 Ohmite "Little 
Devil," %-watt or %-watt, 
or 125, I-watt or 2-watt in" 
sulated composition resist­
ors, in the 40 values (10 
ohms to 10 megohms) most 
frequently used by serv­
icemen. CAB-4 has 37 
resistance values. The as­

sortment is offered at the price of the resistors alone­
the cabinet is furnished without extra cost! Cabinet is 
only 9" long, 4 31<1" ]:ligh, and 5%" deep. 

Assortment 
SERVICE 

± 10% tolerance 
(40 resistance 

values) 

1_-iS<"IOC;:CkrNrO',--1 Q:!s'j~::r:f I Watta&es 
CAB-4 150 \'4 watt 
CAB-l0 150 l-\ watt 
CAB-2 125 1 watt 
CAB-3 125 2 wall 

Nel 
Price 

$19.50 
18.00 
22.50 
30.00 

NEW OHM'S LAW CALCUL'ATOR 
Redesigned! This new, improved version of the famous 
Ohmite Ohm's Law Calculator - popular the world 
over with servicemen, engineers and students - now has 
scales for solving parallel resistance 
problems, AND a standard slide 
rule. More useful than ever! With 
one setting of the slide the calcu­
lator gives the answer to any Ohm's Law problem-read­
ing ,directly in ohms, volts, amperes, and watts. Three of 
the new scales on the back provide a quick, one-setting 
means of solving parallel resistance problems. The slide 
rule scales will multiply, divide, find squares, and square 
roots. 
Ohm's Law Calculator (Cardboard) ______ . __ Net Price $0.25 
Ohm's Law Calculator (Plastic) . _______________ Net Price 1.50 

LITTLE DEVIL COLOR CODER 

~-~ '~i¥!:::: 
Here is a handy little device that 
makes it easy to determine the re­
sistance and tolerance values of 
EIA color coded composition re­

sistors. Just turn the color wheels until the color cor­
responds to the color band on the resistor and read the 
resistance value directly in ohms in the windows. 
Little Devil Color Coder. _ .. , ........ , , . Net Price $ .10 

FR-7.5 

Net Price $0.45 
Each 

OHMITE FUSE RESISTOR 
Designed for replacement in all tele­
vision receivers, the FR-7.5 Fuse Re­
sistor is provided with 1%" tinned 
lead wires for easy installation directly 
in the TV circuit. May also be soldered 
to the plug-in terminal strip which is 
provided. 7.5 ohms. 

"Tally Tape", Ohmite's wonderfully convenient 
packaging presently provided for 1 /2, 1 and 2-watt 
resistors. Each perforated segment holds 5 resistors 
-prevents spilling or tangling-simplifies counting 
-is printed for quick identification-guarantees 

Size 
~ 

original, factory-fresh stock. 
1/10 

-

1/4 

-

t/2 
-

I 
-

2 
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OHMITE LITTLE DEVIL RESIST9RS 
MOLDED COMPOSITION TYPE 

Now Includes MIL-R-ll Types 

on 

Tally 

Tape 

(see below) 

Ohmite's famous molded composition resistors. The %, %, 1 and 
2-watt sizes, conform respectively to Styles RC07, RC20, RC32 and 
RC42 of MIL-R-UC and meet all the requirements of this military 
specification. 
Little Devils have molded insulation except for the 1/10 watt size 
which is coated with insulating material. Features: Great stability, 
low noise level, low voltage coefficient, high insulation breakdown 
voltage and rapid heat dissipation. They may be used at full rated 
wattage at 70°C (158°F) ambient temperature. 
Available from stock in the standard EIA resistance values in the 
tolerances and resistance ranges shown in the price table below. 
Ratings for maximum continuous RMS voltage drop are high: 150 
volts for 1/10 watt units, 250 volts for 1/4 watt, 350 volts for 1f2 watt, 
500 volts for 1 watt and 750 volts for 2 watt units. 

STANDARD EIA VALUES 
Figures in large, bold type are ±10% EIA values. All values listed are ±5% 
values. Price table lists the various "Little Devil" sizes and indicates the toler­
ances and resistance ranges in which they are supplied. 

~ Ohms Ohms Ohms Ohms Me!':s. ~ ~ 
2.7 22 180 1500 12000 0.1 0.82 6.8 
3.0 24 200 1600 13000 0.11 0.91 7.5 
3.3 27 220 1800 .15000 0.12 1.0 8.2 
3.6 30 240 2000 16000 0.13 1.1 9.1 
3.9 33 270 2200 18000 0.15 1.2 10.0 
4.3 36 300 2400 20000 0.16 1.3 11.0 
4.7 39 330 2700 22000 0.18 1.5 12.0 
5.1 43 360 3000 24000 0.20 1.6 13.0 
5.6 47 390 3300 27000 0.22 1.8 15.0 
6.2 51 430 3600 30000 0.24 2.0 16.0 
6.8 56 470 3900 33000 0.27 2.2 18.0 
7.5 62 510 4300 36000 0.30 2.4 20_0 
8.2 68 560 4700 39000 0.33 2.7 22.0 
9,1 75 620 5100 43000 0.36 3,0 ., . 
10 82 680 5600 47000 0.39 3.3 ., . 
11 91 750 6200 51000 0.43 3,6 ... 
12 100 820 6800 56000 0.47 3.9 -' . 
13 110 910 7500 62000 0.51 4,3 ., . 
15 120 1000 8200 68000 0.56 4.7 .. , 

16 130 1100 9100 75000 0,62 5.1 ., . 
18 150 1200 10000 82000 0.68 5.6 ... 
20 160 1300 11000 91000 0.75 6.2 -' , 

PRICES, RESISTANCE RANGES, DIMENSIONS 
±5% ±IO% 

Size Resistance Range MIL Net Net Net Net 
~ Dia. From Thru Type 1-4 ,;-49 1-4 5-49 

24c 20c .140" .067" 10 ohms 1.0 meg - - - LlDVS LlDVS 
-'--

2.7 ohms 24 ohms RC 07* 40c 34c 20c 17c 
LlDED L1DED LlDSM L1DSM 

~" .090" 
26c 22c 13c llc 27 ohms 22 megs RC07 LlDED L1DED LlDSM LlDSM 
24c 20c 12c 10c %" %4" 2.7 ohms 22 megs RC20* LlDFA LlDFA LlDLO LlDLO 

--

U6" ~2" 2.7 ohms 22 megs RC32 36c 30c 18c 15c 
LlDBU LlDBU L1DME LlDME 

--
l;{l %'"6" 10 ohms 22 megs RC42 48c 40c 24c 20c 

LlDOC LlDOC LlDHI lIDHI 
*Minimum resistance under MIL-R-llC is 10 ohms. 

For more complete information on OHMITE PRODUCTS, ask for Ohmite Stock Catalog. 

© U,C.P., Inc. Net The MASTER - 26th Edition. Page 115' 
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* Pre(isionedWirewound Potentiometers 
.* Turns Counting Multidials* 

* Trimming Potentiometers 
IN STOCK . .. Available at factory prices from your local distributor. 
Fifty electronics parts houses throughout the U.S. and Canada can 
furnish off-the-shelf delivery of these popular models. In addition, 25 
Spectral sales engineering representatives located throughout the west­
ern world will assist you to determine your potentiometer requirements. 

PRECISION POTENTIOMETERS 

MODEL 1 30 1 -5/1 6/1 Diamete~ 

The Model 130 is a single-turn pre­
cision potentiometer, offering both 
economy and qual ity in Spectrol's 
characteristic clean and rugged de­
sign. The 130 performs dependably 
up to 105°C and functions reliably 
under normal humidity conditions. It 
is available in resistance ranges from 
Ion to 30K with a standard linearity 
tolerance of ±0.5%. 

MODEL 1 50 1/2/1 Diameter 

This Model 150 is similar to the 140 
in operating and environmental spec­
ifications. Its major differences are 
in resistance range, 20K to 70K, and 
depth behind panel, %" (bushing 
mount). Standard linearity, ± 1.0%. 

MODEL 830 1 -1 3/16/1 Diameter 

The Spectrol Model 830 is an econo­
mical 3-turn general purpose precis­
ion potentiometer featuring Spectrol 
quality and reliability at a competi­
tive price. The 830 is available in 
resistance ranges from lK to 50K 
with a standard linearity of ± 0.25%. 

MODEL 140 1/2/1 Diameter 

The Model 140 is a single turn unit 
providing rei iable operation in a 
small package at a reasonable price. 
Only V2 inch in diameter and requir­
ing less than 1(2 inch behind the panel 
for the bushing mount, this rugged 
unit is designed for applications 
where space and environmental re­
quirementsare critical. Meets: MIL-
E-5272C, Procedure I 00 days cy­

cling), humidity; MIL-STD-202A, Method lOlA, Condition A (96 
hours), salt spray. Available in ranges from 50n to 10K. Standard 
linearity, ± 1.0%. 

MODEL 230 1-3/4/1 Diameter 

Spectrol's Model 230 high resistance 
precision potentiometer is a reliable 
single turn unit with resistance 
values up to 200K in a compact pack­
age. The Model 230 is economically 
priced, yet built to the highest stand-

,ards of performance. For limited 
phasing, any cup of a multi-gang unit 

can be locked at any angle by simple adjustment of one clamp 
screw. Standard linearity, 0.3%. 

MODEL 500 7/8/1 Diameter 

The Spectrol Model 500 is a quality 
10-turn miniature precision potenti­
ometer with a Va" diameter shaft. It 
is available in resistance ranges from 
lK to lOOK with a standard linearity 
tolerance of ±0.25%. 

MODEL 510 7/8/1 Diameter 

Page 1158 • The MASTER -:- 26th Edition " 

The Spectrol Model 510 is a Quality 10-turn miniature 
precision potentiometer with 1/4" diameter shaft. It is 
available in standard resistances from lK to lOOK with 
a standard linearity tolerance of ± 0.25%. 

SEE NEXT PAGE FOR SPECIFICATIONS AND PRICES 

Trade Discount Applies to List Prices Only © U.C.P., Inc. 
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MODEL 81 0 1 -1 3/16" Diameter 

The Model 810 is the result of a de­
velopment program to produce a com­
petitively priced lO-turn precision 
potentiometer and maintain Spectrol 
quality and reliability. The 810 is 
available in resistance ranges from 
loon to lOOK with a standard linear­
ity tolerance of ± 0.25%. 

SPECIFICATIONS MODEL 130 I MODEL 140 
Resistance tolerance ±3% ±5% 

Linearity tolerance ±0.5% ±l % std., 

Mecha,nical rotation Continuous 
±0.5% special 
Continuous 

Electrical rotation 352° ±2° 325 0 ±3° 
Power rating at 40°C 2.75 watts 2 watts at 70°C 

Life expectancy (shaft rev's) 1,000,000 250,000 
Voltage breakdown 1,000V RMS 1,000V RMS 

I 

Temperature range -55°C to +105°C -55°e to + 150°C 
Weight (approx.) 1.5 oz. 0.15 oz. 

Torque (max.) Start 1.0 oz. in. Start and run 
Run 0.7 oz. in. 2.0 oz. in. max. 

Resistance values in stock 1K, 5K, 10K, 20K, ,50n, lOon, 2000, 
30K 5oon, lK, 2K, 5K 

10K 
Price (quantities 1-9) $9.00 each $10.00 each 

I 

MODEL 860 1 -13/16" Diameter 

MODEl 150 
±5% 
±l% std., 
± 0.5% special 
Continuous 
325° ±3° 
2 watts at 70 0 e 
250,000 
1,000V RMS 

The Spectrol Model 860 precision 10-
turn potentiometer is made espec­
ially for applications where low price 
plus steady, dependable operation is 
of prime importance. 
Available in a resistance range from 
lOon to lOOK, with standard linear­
ity of ± 0.25% and special linearity 
to ± 0.1 %, the tough 860 is the best 
buy for those "work horse" pot jobs. 

I MODEL 230 
±3% 
±0.3% 

Continuous 
354° ±lo 
2.5 watts 
1,000,000 
1,000Y RMS 

- 55°C to + 150°C -55°C to +105°C 
0.25 oz. 3 oz. 
Start and run Start 1.0 oz. in. 
2.0 oz. in. max. Run 0.7 oz. in. 
20K, 50K, & 70K 1K, 5K, 10K, 20K, 

30K, 50K, lOOK, 
200K 

$12.00 each $15.00 each 
SPECIFICATIONS I MODEL 500 I MODEL 510 I MODEL 810 I MODEL 830 I MODEL 860 

Resistance tolerance ±3% ±3% ±3% ±3% ±3% 
Linearity tolerance ±0.25% ±0.25% ±0.25% ±0.25% ±0.25% 

Mechanical rotation 3600° + 10" - 0° 3600° + 10° _0° 3600° +4° _0° 1080° +4° _0° 3600° +4° _0° 
Electrical rotation 3600° +10" _0° 3600° +10° _0° 3600° +4° _0° 1080° +4° _0° 3600° +4° _0° 

Power rating at 40°C 3 watts 3 watts 8 watts 4.75 watts 8 watts 
Life expectancy (shaft rev's) 1,000,000 1,000,000 1,000,000 1,000,000 1,000,000 

Voltage breakdown 1,000V RMS 
Temperature range -55°Cto + 105°C 

Weight (approx.) 10z. 
Torque (max.) Start 0.5 oz. in. 

Run 0.4 oz. in. 
Resistance values in stock 1K, 5K, 10K, 20K 

30K,50K, lOOK 

Price (quantities 1-9) $15.00 each 

TRIMMERS 

1/3" diameter Va" square %" square 
Model 50 transistor size Model 60 

Model 80 

1,000V RMS 1,000Y RMS 1,000Y RMS 1,000Y RMS 
-55°Cto +105° -55°Cto +105°C ~55°C to + 105°C - 55°C to + 105°C 
1.5 oz. 4.5 oz. 3 oz. 4.5 oz. 
Start 0.5 oz. in. Start 1.75 oz. in. Start 1. 75 oz. in. Start 1.75 oz. in. 
Run 0.4 oz. in. Run 1.25 oz. in. Run 1.25 oz. in. Run 1.25 oz. in. 
1K, 5K, 10K, 20K 1000,500n, lK, 5K, 10K, 20K, lOon, 500n, 
30K, 50K, lOOK lK, 2K, 5K, 10K 30K, 50K lK, 2K, 5K, 10K, 20K 

20K,30K,50K, lOOK 30K,50K, lOOK 
$12.00 each $12.00 each $10.00 each $10.00 each 

Spectrol trimmers are produced to the same exacting standards of quality and reliability engi­
neered into the entire Spectrol line. The standard Models 50 and 60 are equipped with Teflon 
insulated stranded leads and are humidity proof. Printed circuit pins on the side or on the 
bottom of the case and bushing panel mount are also available. They are 25-turn models having 
±5.0% resistance tolerance. Model 50 is available in ranges from 50ll to 50K and weighs 
only 1 gram. Model 60 is available in ranges from 50ll to lOOK and weighs 2 grams. 
Unit quantity prices, Model 5~$7.50; Model 6~$6.50, 
The unique Model 80 is truly an advance in the state of the art in trimmer design. Built into a 
standard TO-9 transistor size case with standard MIL grid spacing for leads, the single turn 
Model 80 is available in ranges from 50ll to 20K with a tolerance of ±5%. 
Designed specifically for transistor circuits, the top adjustment and sealed construction allows 
complete package encapsulation. Unit quantity prices ~6.00 each. 

MUL TlDIAL * Precision 10 Turn Indicating Dials 
Mounting directly on your pot shaft with no panel drilling, the MULTIDIAL indicates each shaft 
turn in precise divisions of 1/100, and totals each completed turn with a snap--just one number 
visible for instant reading. The convenient locking mechanism grips and releases at a finger touch 
without disturbing your setting. Available in 2 sizes, 1" diameter and 1·13/16" diameter. 
*Spectrol Trademark 

For complete' electrical and mechanical specifICations, contact your nearest 
Spectrol ilistributor or call or write direct. 

Model 10-
1 inch diameter 
black anodized 

aluminum 

PRICE: $8.75 

Model 20-
1-13/16 inch 

diameter black 
anodized 
aluminum 

PRICE: $7.50 

Model 30-
1·13/16 inch 

diameter 
satin finished 

chrome 
PRICE: $5.75 

ELECTRONICS CORPORATION 

© U.C.P., Inc. 

PLAINVIEW, L.I., NEW YO~K 
. TORONTO, ONTARIO, CANADA 

SAN GABRIEL, CALIFORNIA 

Trade Discount Applies to LJst Prices Only The MASTER - 26th Edition • Page 115~ 
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SPRAGUE RESISTORS 
KOOLOHM@ AXIAL-LEAD WIREWOUND RESISTORS 

• Types 450E, 452E, 454E,456E and 458E are 
Standard Resistors. Types 451 E, 453E, 
455E, 457E and 459E are Non-Inductive 
Resistors 

Type 450E Type 452E 
3 WATTS 5 WATTS 
fA" x 0/16" 14" X 1/1 

• New Smaller Size Koolohm Insulated-Shell Resistors 

• New Smaller Size Insulated-Shell Design for Severe Duty Cycles 
Encountered in Heavy-Duty Industrial Electronic Equipment 

• Feature Improved Internal Construction in Which Windings and 
Leads are Welded to End-Cap for Superior Mechanical Strength 

• Ceramic Insulated Wire is Space Wound and Cemented, to 
Prevent Turn-to-Turn Shorting. Permits Higher Resistance 
Values in a Given Size Than in Conventional Resistors 

• Non Porous Tubular Ceramic Shells Sealed With High Tem­
perature Silicone Cement 

• Unexcelled Insulation and Mechanical Protection. Can Be 
Mounted in Direct Contact With Chassis 

• For Prices on Quantities From 25 to 249, See Your Sprague 
Industrial Distributor 

• For Complete Technical Details Refer to Late~t Issue of Sprague 
Engineering Bulletin 7300 

Type 454E Type 456E Type 458E 
7 WATTS 10 WATTS 14 WATTS 

1¥.n"xl716" l¥.n" X 12o/.n" l¥.n" x 12o/.n" 

Ohms Cat. No. Net (1·24) Cat. No. Net (1.24) Cat. No. Net (1·24) Cat. No. Net (1·24) Cat. No. Ne! (1·24) 

1 450E1R05 $.354 452E1R05 $.366 454El R05 $.420 456E1R05 $.440 458E1R05 $.484 

1.5 450E1R55 .354 452E1R55 .366 454EiR55 .420 456E1R55 .440 458E1R55 .484 

2 450E2R05 .354 452E2R05 .366 454E2R05 .420 456E2R05 .440 458E2R05 .484 

3 450E3R05 .354 452E3R05 .366 454E3R05 .420 456E3R05 .440 458E3R05 .484 

4 450E4R05 .354 452E4R05 .366 454E4R05 .420 456E4R05 .440 458E4R05 .484 

5 450E5R05 .354 452E5R05 .366 454E5R05 .420 456E5R05 .440 458E5R05 .484 

7.5 450E7R55 .354 452E7R55 .36.6 454E7R55 .420 456E7R55 .440 458E7R55 .484 

10 450El005 .354 452El005 .366 454El005 .420 456El005 .440 458El005 .484 

12 450E1205 .354 452E1205 .366 454E1205 .420 456E1205 .440 458E1205 .484 

IS 450E1505 .354 452E1505 .366 454E1505 .420 456E1505 .440 458E1505 .484 

18 450E1805 .354 --- .366 --- .420 --- .440 --- .484 

20 450E2005 .354 452E2005 .366 454E2005 .420 456E2005 .440 458E2005 .484 

22 450E2205 .354 --- .366 --- .420 --- .440 --- .484 

25 450E2505 .354 452E2505 .366 454E2505 .420 456E2505 .440 458E2505 .484 

27 450E2705 .354 --- .366 --- .420 --- .440 --- .484 

30 450E3005 .354 452E3005 .366 454E3005 .420 456E3005 .440 458E3005 .484 

33 450E3305 .354 --- .366 --- .420 --- .440 --- .484 

35 --- .354 452E3505 .366 454E3505 .420 456E3505 .440 458E3505 .484 

39 450E3905 .354 --- .366 --- .420 --- .440 --- .484 

40 450E4005 .354 452E4005 .366 454E4005 .420 456E4005 .440 458E4005 .484 

47 450E4705 .354 --- .366 --- .420 --- .440 --- .484 

50 450E5005 .354 452E5005 .366 454E5005 .420 456E5005 .440 458E5005 .484 

56 450E5605 .354 --- .366 --- .420 --- .440 --- .484 

68 • 450E6805 .354 --- .366 --- .420 --- .440 --- .484 

75 450E7505 .354 452E7505 .366 454E7505 .420 456E7505 .440 458E7505 .484 

82 450E8205 .354 --- .366 --- .420 --- .440 --- .484 

100 450El015 .354 452El015 .366 454El015 .420 456El015 .440 458El015 .484 

120 450E1215 .354 452E1215 .366 454E1215 .420 456E1215 .440 458E1215 .484 

150 450E1515 .354 452E1515 .366 454E1515 .420 456E1515 .440 458E1515 .484 

180 450E1815 .354 --- .366 --- .420 --- .440 --- .484 
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SECTION 4700 

SPRAGUE RESISTORS 
KOOLOHM AXIAL-LEAD WIREWOUND RESISTORS, continued 

Type 450E Type 452E Type 454E Type 456E Type 458E 
3 WAITS 5 WAITS 7 WAITS 10 WATTS 14 WATTS 
'A"X~6" 'A"x1" 1%2" x 17i6" 1%2" X 1'%" 1%2" x Po/.u" 

Ohms Cat. Na. Net (1.24) Cat. Na. Net (1·24) Cat. No. Net (1.24) Cat. No. Net (1.24) Cat. No. Net (1.24) 

200 450E2015 $.354 452E2015 $.366 454E2015 $.420 456E2015 $.440 458E2015 $.484 
220 450E2215 .354 452E2215 .366 454E2215 .420 456E2215 .440 458E2215 .484 
250 450E2515 .354 452E2515 .366 454E2515 .420 456E2515 .440 458E2515 .484 
270 450E2715 .354 --- .366 --- .420 --- .440 --- .484 
300 450E3015 .354 452E3015 .366 454E3015 .420 456E3015 .440 458E3015 .484 

330 450E3315 .354 --- .366 --- .420 --- .440 --- .444 
350 --- .354 452E3515 .366 454E3515 .420 456E3515 .440 458E3515 .484 
390 450E3915 .354 --- .366 --- .420 --- .440 --- .484 
400 450E4015 .354 452E4015 .366 454E4015 .420 456E4015 .440 458E4015 .484 
450 --- .354 452E4515 .366 --- .420 --- .440 --- .484 

470 450E4715 .354 --- .366 --- .420 --- .440 --- .484 
500 450E5015 .354 452E5015 .366 454E5015 .420 456E5015 .440 458E5015 .484 
560 450E5615 .354 --- .366 --- .420 --- .440 --- .484 
600 450E6015 .354 452E6015 .366 454E6015 .420 456E6015 .440 458E6015 .484 
680 450E6815 .354 --- .366 --- .420 --- .440 --- .484 

700 450E7015 .354 452E7015 .366 454E7015 .420 456E7515 .440 458E7015 .484 
750 --- .354 452E7515 .366 454E7515 .420 --- .440 458E7515 .484 
800 450E8015 .354 452E8015 .366 454E8015 .420 456E8015 .440 458E8015 .484 
820 450E8215 .354 --- .366 --- .420 --- .440 --- .484 
900 450E9015 .354 452E9015 .366 454E9015 .420 456E9015 .440 458E9015 .484 

1000 450E1025 .354 452E1025 .366 454El025 .420 456E1025 .440 458El025 .484 
1100 --- .354 452E1125 .378 454E1125 .432 456El125 .458 458E1125 .504 
1200 450E1225 .380 452E1225 .378 454E1225 .432 456E1225 .458 458E1225 .504 
1400 450E1425 .380 452E1425 .378 454E1425 .432 456E1425 .458 458E1425 .504 
1500 450E1525 .380 452E1525 .378 454E1525 .432 456E1525 .458 458E1525 .504 

1800 450E1825 .380 452E1825 .378 454E1825 .432 456E1825 .458 458E1825 .504 
2000 450E2025 .380 452E2025 .378 454E2025 .432 456E2025 .458 458E2025 .504 
2200 450E2225 .394 452E2225 .388 454E2225 .432 465E2225 .470 458E2225 .518 
2500 450E2525 .394 452E2525 .388 454E2525 .432 456E2525 .470 458E2525 .518 
2700 450E2725 .394 --- --- --- ---
3000 450E3025 .394 452E3025 .388 454E3025 .432 456E3025 .470 458E3025 .518 
3300 450E3325 .410 --- 454E3325 .462 456E3325 .484 458E3325 .532 
3500 --- 452E3525 .396 454E3525 .462 456E3525 .484 458E3525 .532 
3900 450E3925 .410 --- 454E3925 .462 456E3925 .484 458E3925 .532 
4000 450E4025 .410 452E4025 .396 454E4025 .462 456E4025 .484 458E4025 .532 

4500 --- 452E4525 .408 454E4525 .478 456E4525 .498 458E4525 .548 
4700 450E4725 426 --- --- --- ---
5000 450E5025 .426 452E5025 .408 454E5025 .478 456E5025 .498 458E5025 .548 
5600 450E5625 .438 --- --- --- ---
6000 450E6025 .438 452E6025 .418 454E6025 .488 456E6025 .510 458E6025 .562 

6800 450E6825 .454 --- --- --- ---
7000 --- 452E7025 .432 454E7025 .504 456E7025 .510 458E7025 .576 
7500 450E7525 .466 452E7525 .442 454E7525 .518 456E7525 .534 458E7525 .588 
8000 450E8025 .466 452E8025 .442 454E8025 .518 456E8025 .534 458E8025 .588 
8200 450E8225 .482 --- --- --- ---
9000 450E9025 .482 452E9025 .458 454E9025 .532 456E9025 .552 458E9025 .608 

10000 450E1035 .489 452El035 .476 454E1025 .548 456El035 .562 458El035 .618 
11000 --- --- 454E1135 .548 456E1135 .582 458E1135 .640 
12000 --- 452E1235 .506 454E1235 .574 456E1235 .594 458El125 .654 
14000 --- 452E1435 .534 454E1435 .600 456E1435 .618 458E1435 .680 

15000 --- 452E1535 .552 454E1535 .620 456E1535 .632 458E1535 .696 
16000 --- --- 454E1635 .630 456E1635 .650 458E1635 .716 
18000 --- 452E1835 .614 454E1835 .654 456E1835 .676 458E1835 .744 
20000 --- 452E2035 .668 454E2035 .678 456E2035 .702 458E2035 .772 
220'00 --- --'"'-- 454E2235 .706 456E2235 .726 ---
25000 --- --- 454E2535 .754 456E2535 .727 ---
30000 --- --- 454E3035 .826 456E3035 .838 ---
35000 --- --- 454E3535 .896 456E3535 .904 ---
40000 --- --- 454E4035 .966 456E4035 .974 ---
45000 --- -- --- - ~6E4535 1.042 ---
50000 --- --- --- 456E5035 1.114 ---
60000 --- --- --- 4S6E6035 1.252 ---
70000 --- --- --- 456E7035 1~402 ---
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SECTION 4700 . I 
---------- --

SPRAGUE RESISTORS 
I 

KOOLOHM NON-INDUCTIVE AXIAL-LEAD WIREWOUND RESISTORS 
Type 451E Type 453E Type 455E Type 457E Type 459E 
3 WATTS 5 WATTS 7 WATTS 10 WATTS 14 WATTS 
14" x lti6" 14"xl" '%2" x 10/16" '%2" X P%:!/I '%2" x P%:!" 

Ohms Cat. No. Net (1-241 Cat. No. Net (1-241 Cat. No. Net (1-241 Cat. No. Net (1-241 Cat. No. Net (1-241 

1 451E1ROS $.468 453E1R05 $.542 455E1ROS $.574 457ElR05 $.630 459E1R05 $.694 
1.5 451E1R55 .468 453E1R55 .542 455E1R55 .574 457E1R55 .630 459E1R55 .694 
2 451E2R05 .468 453E2R05 .542 455E2R05 .574 457E2R05 .630 459E2R05 .694 
3 451E3R05 .468 453E3R05 .542 455E3R05 .574 457E3R05 .630 459E3R05 .694 
4 451E4R05 .468 453E4R05 .542 455E4R05 .574 457E4R05 .630 459E4R05 .694 
5 451E5R05 .468 453E5R05 .542 455E5R05 .574 4S7E5R05 .630 459E5R05 .694 
7.5 451E7R55 .468 453E7R55 .542 455E7R55 .574 457E7R55 .630 459E7R55 .694 

10 451E1005 .468 453E1005 .542 455E1005 .574 457E1005 .630 459E1005 .694 
12 451E1205 .468 453E1205 .542 455E1205 .574 457E1205 .630 459E1205 .694 
15 451E1505 .468 453EI505 .542 455E1505 .574 457E1505 .630 459E1505 .694 
18 451EIB05 --- --- --- ---
20 451E2005 .468 453E2005 .542 455E2005 .574 457E2005 .630 459E2005 .694 
22 451E2205 .468 --- --- --- ---
25 451E2505 .468 453E2505 .542 455E2505 .574 457E2505 .630 459E2S05 .694 
27 451E2705 .468 --- --- --- ---
30 451E3005 .468 453E300S .S42 455E3005 .574 457E3005 .630 459E3005 .694 
33 451E3305 .468 --- --- --- ---
35 451E3505 .468 453E3505 .542 455E3505 .S74 457E3505 .630 459E3505 .694 
39 451E3905 .468 --- --- --- ---
40 451E4005 .468 453E4005 .542 455E4005 .574 457E4005 .630 459E4005 .694 
47 451E4705 .46B --- --- --- ---
50 451E5005 .468 453E5005 .542 455E5005 .574 457E5005 .630 459E5005 .694 
56 451E5605 .468 --- --- --- ---
6B 451E6805 .468 --- --- --- ---
75 451E7505 .468 453E7505 .542 455E7505 .574 457E7505 .630 459E7505 .694 
82 451EB205 .468 --- --- --- ---

100 451E1015 .468 453E10l.5 .542 45SE1015 .574 457E1015 .630 459E1015 .694 
120 451E12l5 .468 453E1215 .542 455E1215 .574 457E12l5 .630 459E12l5 .694 
150 451E15l5 .468 453E1515 .542 455E15l5 .574 457E15l5 .630 459E15l5 .694 
lBO 451E1B15 .468 --- --- --- ---
200 451E20l5 .468 453E2015 .542 455E20l5 .574 457E20l5 .630 459E2015 .694 
220 451E22l5 .468 453E22l5 .542 455E22 1 5 .574 457E22l5 .630 459E22l5 .694 
250 451E25l5 .468 453E25l5 .542 455E25l5 .574 457E25l5 .630 459E2515 .694 
270 451E27l5 .468 --- --- --- ---
300 451E3015 .468 453E3015 .542 455E3015 .574 457E30l5 .630 459E3015 .694 
330 451E33l5 .468 --- --- --- ---
350 451E35l5 .468 453E35l5 .542 455E35l5 .547 457E35l5 .630 459E35l5 .694 
390 451E39l5 .468 --- --- --- ---
400 451E40l5 .468 453E40l5 .542 455E40l5 .574 457E40l5 .630 459E40l5 .696 
450 451E45l5 .468 453E45l5 .. 542 --- --- ---
470 451E4715 .468 --- --- --- ---
500 451E5015 .468 453E5015 .542 455E5015 .574 457E50l5 .630 459E50l5 .694 
560 451E56l5 .468 --- --- --- ---
600 451E60l5 .468 453E60l5 .542 455E6015 .574 457E60l5 .630 459E6Ol5 .694 
680 451E6815 .468 --- --- --- ---
700 451E70l5 .468 453E70l5 .542 455E70l5 .574 457E70l5 .630 459E70l5 .694 
750 451 E75l 5 .468 453E75l5 .542 455E75l5 .574 457E75 1 5 .630 459E75l5 .694 
BOO. 451E8015 .468 453EB015 .542 455E8015 .574 457EB015 .630 459E80l5 .694 
B2() 451E8215 .46B --- --- --- ---
900 451E90l5 .468 453E90l5 .542 455E90l5 .574 457E90l5 .630 459E90l5 .694 

1000 451El025 .468 453E1025 .542 455E1025 .574 457E1025 .630 459E1025 .694 
1100 --- 453El125 .576 455El125 .600 457El125 .666 459El125 .732 
1200 451E1225 .532 453E1225 .576 455E1225 .600 457E1225 .666 459E1225 .732 
1400 451E1425 .532 453E1425. .576 455E1425 .600 457E1425 .666 459E1425 .732 
1500 451E1525 .532 453E1525 .576 455E1525 .600 457E1525 .666 459E1525 .732 
1800 451E1825 .532 453E1825 .576 455E1825 .600 457E1825 .666 459E1825 .732 
2000 451E2025 .532 453E2025 .576 455E2025 .600 457E2025 .666 459E2025 .732 
2200 --- 453E2225 .612 455E2225 .620 457E2225 .700 459E2225 .770 
2500 --- 453E2525 .612 455E2525 .620 457E2525 .700 459E2525 .770 
3000 --- 453E3025 .612 455E3025 .620 457E3025 .700 459E3025 .770 
3300 --- --- 455E3325 - .658 457E3325 .728 459E3325 .800 

.3500 --- 453E3525 .684 455E3525 .658 457E3525· .728 459E3525 .800 
3900 --- --- 455E3925 .658 457E3925 .728 459E3925 .800 
4000 --- 453E4025 .684 455E4025 .658 457E4025 .728 459E4025 .800 
4500 --- --- 455E4525 .658 457E4525 .• 774 459E4525 .852 
5000 --- --- 455E5025 .774 457E5025 .774 459E5025 .852 
6000 --- --- --- 457E6025 .79B 459E6025 .878 
7000 --- --- --- 457E7025 .846 459E7025 .930 
7500 --- --- --'0- 457E7525 .896 459E7525 .986 
8000 --- --- --- 457EB025 .896 459EB025 .986 
9000 --- --- --- 457E9025 .96B 459E9025 1.064 

10000 --- --- --- 457E1035 1.074 459El035 1.182 
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SECTIQN 4700 I 

SPRAGUE RESISTORS 
TYPE RW55, RW56 KOOLOHM@ RESISTORS 

• Axial-Lead Koolohm Resistors to Military Specification 
MIL-R-26C, Characteristic V 

• For Prices on Quantities From 10 to 249, See Your Sprague 
Industrial Distributor 

Type RW55 Type RW56 Type RW55 Type RW56 Type RW55 Type RW56 
7 WATTS 14 WATTS 7 WATTS 14 WATTS 7 WATTS 14 WATTS 

'%," x I ¥a" 1%2" x 2" '%," x l¥a" '%2" x 2" '%,"xl¥a" '%2" x 2" 

Ohms Cat. No. Net(1-9) Cat. No. Net(I-9) Ohms Cat. No. Nel(1-9) Cal. No. Nel(I-9) Ohm. Cat. No. Nel(I·9) Col. No. Nel(I·9) 

1.0 RW55V1RO $1.682 RW56V1RO $1.812 31 RW55V310 $1.201 RW56V310 $1.289 710 RW55V711 $1.201 RW56V711 $1.289 
1.1 RW55VIRI 1.682 RW56V1Rl 1.812 35 RW55V350 1.201 RW56V350 1.289 800 RW55V801 1.201 RW56V801 1.289 
1.2 RW55V1R2 1.682 RW56V1R2 1.812 40 RW55V400 1.201 RW56V400 1.289 900 RW55V901 1.201 RW56V901 1.289 
1.4 RW55V1R4 1.682 RW56VIR4 1.812 45 RW55V450 1.201 RW56V450 1.289 
1.6 RW55V1R6 1.682 RW56V1R6 1.812 50 RW55V500 1.201 RW56V500 1.289 1000 RW55Vl02 1.201 RW56VI02 1.289 

1.8 RW55V1R8 1.682 RW56V1R8 1.812 
1100 RW55VI12 1.279 RW56V112 1.369 

2.0 RW55V2RO 1.682 RW56V2RO 1.812 56 RW55V560 1.201 RW56V560 1.289 1200 RW55V122 1.279 RW56V122 1.369 

2.2 RW55V2R2 1.682 RW56V2R2 1.812 63 RW55V630 1.201 RW56V630 1.289 1400 RW55VI42 1.279 RW56V142 1.369 

2.5 RW55V2R5 1.682 RW56V2R5 1.812 71 RW55V710 1.201 RW56V710 1.289 1600 RW55V162 1.279 RW56V162 1.369 

2.8 RW55V2R8 1.682 RW56V2R8 1.812 80 RW55V800 1.201 RW56V800 1.289 
90 RW55V900 1.201 RW56V900 1.289 1800 RW55V182 1.279 RW56V182 1.369 

3.1 RWS5V3Rl 1.201 RW56V3RI 1.289 2000 RW55V202 1.279 RW56V202 1.369 
3.5 RW55V3R5 1.201 RW56V3R5 1.289 100 RW55V101 1.201 RW56Vl0l 1.289 2200 RW55V222 1.279 RW56V222 1.369 
4.0 RW55V4RO 1.201 RW56V4RO 1.289 110 RW55Vl11 1.201 RW56Vlll 1.289 2500 RW55V252 1.279 RW56V252 1.369 
4.5 RW55V4R5 1.201 RW56V4R5 1.289 120 RW55V121 1.201 RW56V121 1.289 2800 RW55V282 1.279 RW56V282 1.369 
5.0 RW55V5RO 1.201 RW56V5RO 1.289 140 RW55V141 1.201 RW56V141 1.289 
5.6 RW55V5R6 1.201 RW56V5R6 1.289 160 RW55V161 1.201 RW56V161 1.289 3100 RW55V312 1.279 RW56V312 1.369 

3500 RW55V352 1.279 RW56V352 1.369 
6.3 RW55V6R3 1.201 RW56V6R3 1.289 4000 RW55V402 1.279 RW56V402 1.369 
7.1 RW55V7Rl 1.201 RW56V7Rl 1.289 180 RW55V181 1.201 RW56V181 '.289 4500 RW55V452 1.279 RW56V452 1.369 
8.0 RW55V8RO 1.201 RW56V8RO 1.289 200 RW55V201 1.201 RW56V201 1.289 5000 RW55V502 1.279 RW56V502 1.369 
9.0 RW55V9RO 1.201 RW56V9RO 1.289 220 RW55V221 1.201 RW56V221 1.289 

10 RW55Vl00 1.201 RW56Vl00 1.289 
250 RW55V251 1.201 RW56V251 1.289 5600 RW55V562 1.572 RW56V562 1.472 

11 RW55Vll0 1.201 RW56Vll0 1.289 
280 RW55V281 1.201 RW56V281 1.289 6300 RW55V632 1.572 RW56V632 1.472 

12 RW55V120 1.201 RW56V120 1.289 7100 RW55V712 1.572 RW56V712 1.472 
14 RW55V140 1.201 RW56V140 1.289 

310 RW55V311 1.201 RW56V311 1.289 8000 RW55V802 1.572 RW56V802 1.472 
16 RW55V160 1.201 RW56V160 1.289 350 RW55V351 1.201 RW56V351 1.289 9000 RW55V902 1.572 RW56V902 1.472 

400 RW55V401 1.201 RW56V401 1.289 
18 RW55V180 1.201 RW56V180 1.289 450 RW55V451 1.201 RW56V451 1.289 10000 --- 1.572 RW56VI03 1.472 
20 RW55V200 1.201 RW56V200 1.289 500 RW55V501 1.201 RW56V501 1.289 11000 --- 1.572 RW56V113 1.852 
22 I RW55V220 1.201 RW56V220 1.289 12000 --- 1.572 RW56V123 1.852 
25 RW55V250 1.201 RW56V250 1.289 560 RW55V561 1.201 RW56V561 1.289 14000 --- 1.572 RW56V143 1.852 
28 RW55V280 1.201 RW56V280 1.289 630 RW55V631 1.201 RW56V631 1.289 16000 -- 1.572 RW56V163 1.852 

Commercial Tab-Terminal KOOLOHM@ Wirewound Resistors 
• These Resistors Are 

Also Available in 
5 and 10 Watt Ohms 

Ratings,Axial-Lead 
Style. See Latest 
Issue of Sprague 
Catalog C-614 

25000 
40000 
50000 
75000 

100000 

Type 25KT Type 50KT Type 120KT 
25 Walt. 50 Watt. 120 Watts 

Ohm. Cal. No. I Nel Cal. No. I Nel Cal. No. I Nel 5 
10 

TYPE KT STANDARD RESISTORS 25 
50 

5 25KT5R05 $ .87 50KT5R05 $1.17 120KT5R05 $4.65 75 
10 25KTlO05 .78 50KTI005 1.17 120KTlO05 4.65 
25 25KT2505 .78 50KT2505 1.17 120KT2505 4.65 
50 25KT5005 .78 50KT5005 1.17 120KT5005 4.65 
75 25KT7505 .78 50KT7505 1.17 120KT7505 4.65 

100 25KTlO15 .78 50KT1015 1.17 120KTlO15 4.65 
150 25KTl515 . .78 50KTI515 1.17 120KTl515 4.65 

100 
ISO 
200 
250 
390 

200 25KT2015 .78 50KT2015 1.17 120KT2015 4.65 500 
250 25KT2515 .78 50KT2515 1.17 120KT2515 4.65 600 
390 120KT3915 4.65 
500 25KT5015 .78 50KT5015 1.17 120KT5015 4.65 
600 25KT6015 .81 50KT6015 1.17 120KT6015 4.65 

750 
1000 
1500 

750 25KT7515 .81 50KT75 I 5 1.17 120KT7515 4.65 
1000 25KT1025 .81 50KT1025 1.17 120KTl025 4.65 
1500 25KTl525 .81 50KTl525 1.26 120KTl525 4.65 

2000 
2500 
3000 

2000 25KT2025 .81 50KT2025 1.26 120KT2025 4.65 4000 
2500 25KT252S .81 50KT252~ 1.26 120KT2525 4.6S 5000 
3000 25KT3025 .87 SOKT302S 1.38 120KT3025 4.65 
4000 25KT4025 .87 50KT4025 1.38 
5000 25KT5025 .87 50KT5025 1.38 120KT5025 4.65 
7500 25KT7525 .87 50KT7525 1.44 120KT7S25 4.80 

10000 25KTl035 .90 . 50KTl035 1.71 120KT1035 4.80 
12000 25KTI235 .93 50KTl23S 1.71 120KTl23S 4.80 

7500 
10000 
12000 
15000 
20000 

15000 25KTlS35 .93 50KTlS35 1.71 120KTlS3S 4.80 25000 
20000 25KT2035 .99 50KT203S 1.74 120KT2035 4.80 50000 
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Type 25NIT 
25NIT Walts 

Cal. No. I Net 

Type 50NIT 
50NIT Walls 

Cat. No. I Net 

Type 120NIT 
120NIT Walls 

Cat. No. I Net 

TYPE KT STANDARD RESISTORS, continued 

25KT2535 1.08 SOKT2S35 1.74 120KT2535 4.80 
2SKT4035 1.20 -- -- -- --
25KT5035 1.32 SOKT5035 1.80 120KT5035 4.80 
25KT7535 1.71 50KT753S 1.86 120KT7535 4.80 
25KTl045 2.13 50KTl04S 2.10 120KTl045 4.80 

TYPE NIT NON-INDUCTIVE RESISTORS 

25NIT5R05 $1.11 50NIT5R05 $1.26 120NIT5R05 $5.64 
25NITl005 1.11 50NITl005 1.86 120NITl005 5.64 
25NIT2505 1.11 50NIT2505 1.86 120NIT2505 5.64 
25NIT5005 1.11 50NIT5005 1.86 120NIT5005 5.64 
25NIT7505 1.11 50NIT7505 1.86 120NIT7505 5.64 

25NIT1015 1.11 50NIT1015 1.86 120NITI015 5.64 
25NIT1515 1.11 50NIT1515 1.86 120NITl51S S.64 
25NIT2015 1.11 SONIT20lS 1.86 120NIT201S 5.64 
25NIT2515 1.11 SONIT251S 1.86 120NIT2515 5.64 

120NIT3915 5.64 

25NIT5015 1.11 50NIT5015 1.86 120NIT5015 5.64 
25NIT6015 1.11 50NIT6015 1.86 120NIT6015 5.64 
2SNIT7515 1.11 50NIT7515 1.86 120NIT7515 5.64 
25NITl025 1.11 50NITl025 1.86 120NITl025 5.64 
2SNIT1525 1.20 50NITlS2S 1.86 120NITl525 5.64 

25NIT2025 1.20 50NIT202S 1.86 120NIT202S S.64 
25NIT2525 1.20 50NIT2525 1.86 120NIT2525 5.64 
25NIT302S 1.44 50NIT3025 1.86 120NIT3025 5.64 
25NIT4025 1.44 50NIT4025 1.86 
25NITS025 1.44 50NIT5025 1.86 120NIT5025 5.64 

25~IIT7525 1.44 50NIT7525 1.86 120NIT7525 6.00 
25NITl035 1.65 50NITl035 1.86 120NITl035 6.00 
25NIT1235 1.65 50NITI235 1.86 
25NITl535 1.65 50NITl535 1.86 120NITI53S 6.00 
25NIT2035 1.65 50NIT2035 1.98 120NIT2035 6.00 

25NIT2535 1.86 50NIT2535 1.98 120NIT2535 6.00 
50NIT5035 3.45 120NIT5045 6.00 

All p.rices and sizes subject to change without noticl 
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SECTION 4700 

BLUE JACKET® INDUSTRIAL WIREWOUND RESISTORS 

Ohms 

1 
1.5 
2 
3 
4 

5 
7.5 

10 
12 
15 

18 
20 
22 
25 
27 

30 
33 
35 
39 
40 

. 47 
50 
56 
68 
75' 

82 
100 
120 
150 
180 

200 
220 
250 
270 
300 

330 
350 
390 
400 
450 

470 
500 
560 
600 
680 

700 
750 
800 
820 
900 

1000 
1100 
1200 
1400 
1500 

1800 
2000 
2200 
2500 
2700 

3000 
3300 
3500 
3900 
4000 

4500 
4700 
5000 
5600 
6000 

6800 
7000 
7500 
8000 
8200 

Cat. No. 
240El R05 
240El R55 
240E2R05 
240E3R05 
240E4R05 

240E5R05 
240E7R55 
240El005 
240E1205 
240E1505 

240E1805 
240E2005 
240E2205 
240E2505 
240E2705 

240E3005 
240E3305 

240E3905 
240E4005 

240E4705 
240E5005 
240E5605 
240E6805 
240E7505 

240E8205 
240El015 
240E1215 
240E1515 
240E1815 

240E2015 
240E2215 
240E2515 
240E2715 
240E3015 

240E3315 

240E3915 
240E40'5 

240E4715 
240E5015 
240E5615 
240E6015 
240E6815 

240E7015 

240E8015 
240E8215 
240E9015 

240El025 

240E1225 
240E1425 
240E1525 

240E1825 
240E2025 
240E2225 
240E2525 
240E2725 

240E3025 
240E3325 
240E3525 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

Copyright 1961, Sprague Products Company 
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• Improved Minified Resistors Designed for Thor­

ough Reliability and Stability Under Extreme 

Operating Conditions 

• Matched Coefficient of Expansion Allows Uniform 

Expansion of Vitreous Enamel Coating, Ceramic 

Bose, and End Caps, Eliminating Crazing, Cracks, 

and Proteels From Fumes and Humidity 

Type 242E, 3 WATTS 
1%4" x lijl32" 

Ca\ No. 
242El R05 
242El R55 
242E2R05 
242E3R05 
242E4R05 

242E5R05 
242E7R55 
242El005 
242E1205 
242EI505 

242EI805 
242E2005 
242E2205 
242E2505 
243E2705 

242E3005 
242E3305 

242E3905 
242E4005 

242E4705 
242E5005 
242E5605 
242E6805 
242E7505 

242E8205 
242EI015 
242EI215 
242EI515 
242EIBI5 

242E2015 
242E2215 
242E2515 
242E2715 
242E3015 

242E3315 

242E3915 
242E4015 

242E4715 
242E5015 
242E5615 
242E6015 
242E6815 

242E7015 

242E8015 
242E8215 
242E9015 

242El025 

242E1225 
242EI425 
242E1525 

242EI825 
242E2025 
242E2225 
242E2525 
242E2725 

242E3025 
242E3325 

242E3925 
242E4025 

242E4725 
242E5025 
242E5625 
242E6025 

242E6825 

242E7525 
242E8025 
242E8225 

Net Ea. 
(1-9) 

$.591 
.591 
.591 
.591 
.591 

.591 

.591 
• 591 
.591 
.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.591 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.659 

.659 

.659 

, .659 
.659 
.659 

Type 243E, 5 WATTS 
1%/' x 1116" 

Cat. No. 
243El R05 
243El R55 
243E2R05 
243E3R05 
243E4R05 

243E5R05 
243E7R55 
243E1005 . 
243E1205 
243E1505 

243E2005 

243E2505 

243E3005 

243E3505 

243E4005 

243E5005 

243E7505 

243El015 
243E1215 
243E1515 

243E2015 
243E2215 
243E2515 

243E3015 

243E3515 

243E4015 
243E4515 

243E5015 

243E6015 

243E7015 
243E7515 
243E8015 

243E9015 

243El025 
243E1125 
243E1225 
243E1425 
243E1525 

243E1825 
243E2025 
243E2225 
243E2525 

243E3025 

243E3525 

243E4025 

243E4525 

243E5025 

243E6025 

243E7025 
243E7525 
243E8025 

Net 

Net Ea. 
(1-9) 

$.622 
.622 
.622 
.622 
.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

_622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.622 

.659 

.659 

.659 
,659 

.659 

.659 

.659 

.659 

.659 

.659 

.659 

.659 

.659 

.701 

.701 

.701 

.701 

• Windings and Leads Welded to End-Caps for 
Superior Mechanical Strength 

• For 2BJ, 3BJ, 5BJ and 10BJ Commercial or Service 
Equivalents to These Resistors, Refer to the Latest 
Issue of Sprague Catalog C-614 

• For Prices on Quontities of IOta 249 See Your 
Sprague Industrial Distributor 

Type 244E, 7 WATTS Type 247E, 10 WATTS 
~"xl~" ~"xl~" 

Cot. No. 
244El R05 
244El R55 
244E2R05 
244E3R05 
244E4R05 

244E5R05 
244E7R55 
244El005 
244E1205 
244E1505 

244E2005 

244E2505 

244E3005 

244E3505 

244E4005 

244E5005 

244E7505 

244El015 
244E1215 
244E1515 

244E2015 
244E2215 
244E2515 

244E3015 

244E3515 

244E4015 

244E5015 

244E6015 

244E7015 
244E7515 
244E8015 

244E9015 

244EI025 
244E1125 
244E1225 
244E1425 
244E1525 

244E1825 
244E2025 
244E2225 
244E2525 

244E3025 
244E3325 
244E3525 
244E3925 
244E4025 

244E4525 

244E5025 

244E6025 

244E7025 
244E7525 
244E8025 

Net Ea. Net Ea. 
(1-9) Cat. No. (1-9) 

$.641 247El R05 $.681 
.641 247E1R55 .681 
.641 247E2R05 .681 
.641 247E3R05 .681 
.641 247E4R05 .681 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.641 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.702 

.782 

.782 

.782 

.782 

.782 

247E5R05 
247E7R55 
247El005 
247E1205 
247E1505 

247E2005 

247E2505 

247E3005 

247E3505 

247E4005 

247E5005 

247E7505 

247El015 
247E1215 
247E1515 

247E2015 
247E2215 
247E2515 

247E3015 

247E3515 

247E4015 

247E5015 

247E6015 

247E7015 
247E7515 
247E8015 

247E9015 

247El025 
247E1125 
247E1225 
247E1425 
247E1525 

247E1825 
247E2025 
247E2225 
247E2525 

247E3025 
247E3325 
247E3525 
247E3925 
247E4025 

247E4525 

247E5025 

247E6025 

247E7025 
247E7525 
247E8025 

.681 

.681 

.681 

.681 

.681 

.681 

.681 

.681. 

.681 

.681-

.681 

.681 

.681 

.681 

.681 

.681 

.681 ' 

.681 

.681 

.681 

.681 

.681 

.681 

,681 

.681 

.681 

.681 

.681 

.681 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.732 

.839 

.839 

.839 

.839 

All prices and sizes subject to- change without notice. 

© U.C.P., Inc. 



SECTION 4700 

SPRAGUE RESISTORS 
BLUE JACKET INDUSTRIAL WIREWOUND RESISTORS, continued 

Type 240E, 2W ATTS 
;i," x *0" 

Type 242E, 3 WATTS 
,It." x '¥.a" 

Type 243E, 5 WATTS 
,It." x ,~" 

Type 244E, 7 WATTS 
~. x lYI" 

Type 247E, 10 WATTS 
~. x 1'\4" 

Net Eg. Net Eg. Net Eg. Net Eg. Net Eg. 
Ohm. Cgt.No. (1·9) Cgt. No. (1-9) Cgt. No. (1·9) Cgt. No. (1.9) Cgt.No. (1·9) 

9000 242E9025 .659 243E9025 .701 244E9025 .782 247E9025 .839 
10000 -- -- 242El035 .659 243El035 701 244El035 .782 247El035 .839 
11000 --- -- --- -- -- -- 244E1135 782 247E1135 .949 
12000 --- -- -- -- 243E1235 .782 244E1235 782 247E1235 .949 
14000 --- -- -- -- 243E1435 .782 244E1435 .782 247E1435 .949 

15000 -- -- -- -- 243E1535 .782 244E1535 .782 247E1535 .949 
16000 -- -- -- -- -- -- 244E1635 .782 247E1635 .949 
17000 -- -- -- -- -- -- 244E1735 .782 --- --
18000 --- -- -- -- 243E1835 .782 244E1835 .782 247E1835 .949 
20000 --- -- -- -- 243E2035 .782 244E2035 .782 247E2035 .949 

22000 --- -- --- -- 243E2235 .821 244E2235 .913 247E2235 1.001 
25000 -- -- -- -- 243E2535 .821 244E2535 .913 247E2535 1.001 
30000 -- -- -- -- 243E3035 .821 244E3035 .913 247E3035 1.001 
35000 --- -- -- -- -- -- -- -- 247E3535 1.001 
40000 -- -- -- -- -- -- -- -- 247E4035 1.001 

45000 -- -- -- -- --- -- --- -- 247E4535 1.122 
50000 --- -- -- -- -- -_. -- -- 247E5035 1.122 

TYPE RW57, RW58, RW59 BLUE JACKET@ WIREWOUND RESISTORS 

• This Series of Blue. Jacket Wirewound Resistors Meet All Performance 
Characteristics of Military Specification MIL R·26C, Characteristic V 

Type RW59 Type RW57 Type RW58 
3 WATTS 6.5 WATTS 11 WATTS 
!4 n x y." *0" xl" ~'xl*," 

Net Ea. Net Eg. Net Eo. 
Ohms Cat. No. (1·9) Cat. Na. (1·9) Cat. No. (1·9) 

1.0 RW59V1RO $1.281 RW57V1RO $1.302 RW58V1RO $1.462 
1.1 RW59V1Rl 1.281 RW57V1Rl 1.302 RW58V1Rl 1.462 
1.2 RW59V1R2 1.281 RW57V1R2 1.302 RW58V1R2 1.462 

1.4 RW59V1R4 1.281 RW57V1R4 1.302 RW58V1R4 1.462 
1.6 RW59V1R6 1.281 RW57V1R6 1.302 RW58V1R6 1.462 
1.8 RWS9V1R8 1.281 RW57V1R8 1.302 RW58V1R8 1.462 

2.0 RW59V2RO 1.281 RW57V2RO 1.302 RW58V2RO 1.462 
2.2 RW59V2R2 1.281 RW57V2R2 1.302 RW58V2R2 1.462 
2.5 RW59V2RS 1.281 RW57V2RS 1.302 RW58V2R5 1.462 
2.8 RW59V2R8 1.281 RW57V2R8 1.302 RW58V2R8 1.462 

3.1 RW59V3Rl .891 RW57V3Rl .919 RW58V3Rl 1.028 
3.5 RW59V3R5 .891 RW57V3R5 .919 RW58V3R5 1.028 

4.0 RW59V4RO .891 RW57V4RO .919 RW58V4RO 1.028 
4.5 RW59V4R5 .891 RW57V4R5 .919 RW58V4R5 1.028 

5.0 RW59V5RO .891 RW57V5RO .919 RWS8VSRO 1.028 
5.6 RWS9VSR6 .891 RWS7VSR6 .919 RWS8VSR6 1.028 

6.3 RWS9V6R3 .891 RWS7V6R3 .919 RWS8V6R3 1.028 
7.1 RWS9V7Rl .891 RWS7V7Rl .919 RWS8V7Rl 1.028 
8.0 RWS9V8RO .891 RW57V8RO .919 RW58V8RO 1.028 
9.0 RW59V9RO .891 RW57V9RO .919 RW58V9RO 1.028 

10 RW59Vl00 .891 RW57Vl00 .919 RW58Vl00 1.028 
11 RW59Vll0 .891 RW57Vll0 .919 RW58Vll0 1.028 
12 RW59V120 .891 RW57V120 .919 RW58V120 1.028 

14 RW59V140 .891 RW57V140 .919 RW58V140 1.028 
16 RWS9V160 .891 RW57V160 .919 RW58V160 1.028 
18 RW59V180 .891 RW57V180 .919 RW58V180 1.028 

20 RWS9V200 .891 RW57V200 .919 RW58V200 1.028 
22 RW59V220 .891 RW57V220 .919 RW58V220 1.028 
25 RW59V250 .891 RW57V250 .919 RWS8V250 1.028 
28 RWS9V280 .891 RW57V280 .919 RW58V280 1.028 

31 RW59V310 .891 RW57V310 .919 RW58V310 1.028 
35 RW59V350 .891 RW57V350 .919 RW58V3S0 1.028 

40 RW59V400 .891 RWS7V400 .919 RW58V400 1.028 
45 RW59V450 .891 RW57V450 .919 RW58V450 1.028 

50 RW59V500 .891 RW57V500 .919 RW58V500 1.028 
56 RW59VS60 .891 RW57V560 .919 RW58V560 1.028 

63 RW59V630 .891 RW57V630 .919 RW58V630 1.028 
71 RW59V710 .891 RW57V710 .919 RW58V710 1.028 
80 RW59V800 .891 RW57V800 .919 RW58V800 1.028 
90 RW59V900 .891 RW57V900 .919 RW58V900 1.028 

100 RW59Vl0l .891 RW57Vl01 .919 RW58Vl0l 1.028 
110 RW59Vll1 .891 RW57Vl11 .919 RW58Vl11 1.028 
120 RW59V121 .891 RW57V121 .919 RW58V121 1.028 
140 RW59V141 .891 . RW57V141 .919 RW58VI41 1.028 

• For Prices on Quantities of 10 to 249 Contact Your Sprague Industrial 
Distributor 

Type RW59 Type RW57 Type RW58 
3 WATTS 6.5 WATTS 11 WATTS 
!4"xY." *0" xl" ~."xl*,H 

Net Ea. Net Ea. Net Ea. 
Ohms Cat. No. (1·9) Cat. No. (1·9) Cat. No; (1·9) 

160 RW59V161 $ .891 RW57V161 $ .919 RW58V161 $1.028 
180 RW59V181 .891 RW57V181 .919 RW58V181 1.028 
200 RW59V201 .891 RW57V201 .919 RW58V201 1.028 

220 RW59V221 .891 RW57V221 .919 RW58V221 1.028 
250 RW59V251 .891 RW57V251 .919 RW58V251 1.028 
280 RW59V281 .891 RW57V281 .919 RW58V281 1.028 

310 RW59V311 .891 RW57V311 .919 RW58V311 1.028 
350 RW59V351 .891 RW57V351 .919 RW58V351 1.028 
400 RW59V401 .891 RW57V401 .919 RW58V401 1.028 

450 RW59V451 .891 RW57V451 .919 . RW58V451 1.028 
500 RW59V501 .891 RW57V501 .919 RWS8V501 1.028 
560 RWS9VS61 .891 RW57V561 .919 RW58V561 1.028 

630 RW59V631 .891 RW57V631 .919 RW58V631 1.028 
710 RWS9V711 .891 RW57V711 .919 RW58V711 1.028 
800 RWS9V801 .891 RW57V801 .919 RW58V801 1.028 

900 RW59V901 .891 RWS7V901 .919 RWS8V901 1.028 
1000 RW59Vl02 .891 RWS7Vl02 .919 RWS8Vl02 1.028 
1100 RW59V112 1.101 RW57V112 1.011 RW58V112 1.111 

1200 RW59V122 1.101 RW57V122 1.011 RW58V122 1.111 
1400 RW59V142 1.101 RW57V142 1.011 RW58V142 1.111 
1600 RW59V162 1.101 RW57V162 1.011 RW58V162 1.111 

1800 RW59V182 1.101 RW57V182 1.011 RW58V182 1.111 
2000 RW59V202 1.101 RW57V202 1.011 RW58V202 1.111 
2200 -- -- RW57V222 1.011 RW58V222 1.111 

2500 --- -- RW57V252 1.011 RW58V252 1.111 
2800 --- -- RW57V282 1.011 RW58V282 1.111 
3100 --- -- RW57V312 1.011 RW58V312 ).111 

3500 -- -- RW57V352 1.011 RW58V352 1.111 
4000 -- -- -- -- RW58V402 1.111 
4500 -- -- --- -- RW58V452 1.111 

--
5000 -- -- -- -- RW58V502 1.111 
5600 -- -- -- -- RW58V562 1.259 
6300 -- -- -- RW58V632 1.259 --
7100 --- -- -- -- RW58V712 1.259 
8000 -- -- -- -- RW58V802 1.259 
9000 -- -- -- RW58V902 1.259 

--
10000 -- --- RW58Vl03 1.259 -- --
11000 -- ---- -- RW58V113 1749 
12000 -- -- -- RW58V123 1749 

--14000 -- -- -- RW58V143 1749 --16000 -- -- -- RW58V163 1.749 
18000 -- -- -- -- RW58V183 1.749 
20000 -- -- -- -- RW58V203 1749 

Copyright 1961, Sprggue Products Company REM·61·6128 All prices and sizes subiect to change without notice, 
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SECTION 4700 

--~----- -- - - -------~----~----------- ----------------------------~-------

SPRAGUE RESISTORS 
FILMISTOR@ 'B' MOLDED-CASE DEPOSITED-CARBON RESISTORS 

10.0 
10.2 
10.5 
10.7 
11.0 
11.3 
11.5 
11.8 
12.1 
12.4 
12.7 
13.0 
13.3 
13.7 
14.0 
14.3 
14.7 
15.0 
15.4 
15.8 
16.2 
16.5 
16.9 
17.4 
17.8 
18.2 
18.7 
19.1 
19.6 
20.0 
20.5 
21.0 
21.5 
22.1 
22.6 
23.2 
23.7 
24.3 
24.9 
25.5 
26.1 

26.7 
27.4 
28.0 
28.7 
29.4 
30.1 
30.9 
31.6 
32.4 
33.2 
34.0 
34.8 
35.7 
36.5 
37.4 
38.3 
39.2 
40.2 
41.2 
42.2 
43.2 
44.2 
45.3 
46.4 
47.5 
48.7 
49.9 
51.1 
52.3 
53.6 
54.9 
56.2 
57.6 
59.0 
60.4 
61.9 
63.4 
64.9 
66.5 
68.1 
69.8 

71.5 
73.2 
75.0 
76.8 
78.7 
80.6 
82.5 
84.5 
86.6 
88.7 
90.9 
93.1 
95.3 
97.6 
100 
102 
105 
107 
110 
113 
115 
118 
121 
124 
127 
130 
133 
137 
140 
143 
147 
150 
154 
158 
162 
165 
169 
174 
178 
182 
187 

191 
196 
200 
205 
210 
215 
221 
226 
232 
237 
243 
249 
255 
261 
267 
274 
280 
287 
294 
301 
309 
316 
324 
332 
340 
348 
357 
365 
374 
383 
392 
402 
412 
422 
432 
442 
453 
464 
475 
487 
499 

Va WATT 
TYPE 40SE/RN60B 
.135" Dia. x .400" Long 

• Ideal for Circuits Requiring High Accuracy, Relia· 
bility, and Stability with Low Temperature 
Coeffici ent 

Mechanical Damage as Well as Catastrophic 
Failures from Electrolysis Caused" by Moisture 
Penetration. 

• Low Self·inductance, Low Distributed Capacitance • StandC!rd Resistance Tolerance, ='= 1 % 

• Designed to Meet the Stringent Performance 
Requirements of Spec. Mll.R.l0509C, Charac· 

• For Complete Technical Data, Refer to latest Issue 
of Engineering Bulletin 7000 

teristic B. 
• For Prices on Quantities from 25 to 999 Pieces, 

• Tough Molded Shell Provides Protection Against See Your Sprague Industrial Distributor 

ST ANDARD RESISTANCE VALUES (Ohms) 

511 
523 
536 
549 
562 
576 
590 
604 
619 
634 
649 
665 
681 
698 
715 
732 
750 
768 
787 
806 
825 
845 
866 
887 
909 
931 
953 
976 
1.0 K 
1.02 K 
1.05 K 
1.07 K 

1.10 K 
1.13 K 
1.15 K 
1.18 K 
1.21 K 
1.24 K 
1.27 K 
1.30 K 
1.33 K 

1.37 K 
1.40 K 
1.43 K 
1.47 K 
1.50 K 
1.54 K 
1.58 K 
1.62 K 
1.65 K 
1.69 K 
1.74 K 
1.78 K 
1.82 K 
1.87 K 
1.91 K 
1.96 K 
2.00 K 
2.05 K 
2.10 K 
2.15 K 
2.21 K 
2.26 K 
2.32 K 
2.37 K 
2.43 K 
2.49 K 
2.55 K 
2.61 K 
2.67 K 
2.74 K 
2.80 K 
2.87 K 
2.94 K 
3.01 K 
3.09 K 
3.16 K 
3.24 K 
3.32 K 
3.40 K 
3.48 K 
3.57 K 

3.65 K 
3.74 K 
3.83 K 
3.92 K 
4.02 K 
4.12 K 
4.22 K 
4.32 K 
4.42 K 
4.53 K 
4.64 K 
4.75 K 
4.87 K 
4.99 K 
5.11 K 
5.23 K 
5.36 K 
5.49 K 
5.62 K 
5.76. K 
5.90 K 
6.04 K 
6.19 K 
6.34 K 
6.49 K 
6.65 K 
6.81 K 
6.98 K 
7.15 K 
7.32 K 
7.50 K 
7.68 K 
7.87 K 
8.06 K 
8.25 K 
8.45 K 
8.66 K 
8.87 K 
9.09 K 
9.31 K 
9.53 K 

9.76 K 
10.00 K 
10.2 K 
10.5 K 
10.7 K 
11.0 K 
11.3 K . 
11.5 K 
11.8 K 
12.1 K 
12.4 K 
12.7 K 
13.0 K 
13.3 K 
13.7 K 
14.0 K 
14.3 K 
14.7 K 
15.0 K 
15.4 K 
15.8 K 
16.2 K 
16.5 K 
16.9 K 
17.4 K. 
17.8 K 
18.2 K 
18.7 K 
19.1 K 
19.6 K 
20.0 K 
20.5 K 
21.0 K 
21.5 K 
22.1 K 
22.6 K 
23.2 K 
23.7 K 
24.3 K 
24.9 K 
25.5 K 

26.1 K 
26.7 K 
27.4 K 
28.0 K 
28.7 K 
29.4 K 
30.1 K 
30,9 K 
31.6 K 
32.4 K 
33.2 K 
34.0 K 
34.8 K 
35.7 K 
36.5 K 
37.4 K 
38.3 K 
39.2 K 
40.2 K 
41.2 K 
42.2 K 
43.2 K 
44.2 K 
45.3 K 
46.4 K 
47.5 K 
48.7 K 
49.9 K 
51.1 K 
52.3 K 
53.6 K 
54.9 K 
56.2 K 
57.6 K 
59.0 K 
60.4 K 
61.9 K 
63.4 K 
64.9 K 
66.5· K 
68.1 K 

~ WATT 
TYPE 406E/RN6SB 
.200H Dia. x .600" long 

69.8 K 
71.5 K 
73.2 K 
75.0 K 
76.8 K 
78.7 K 
80.6 K 
82.5 K 
84.5 K 
86.6 K 
88.7 K 
90.9 K 
93.1 K 
95.3 K 
97.6 K 
100 K 

-102 K 
105 K 
107 K 
110K 
113K 
115K 
118K 
121 K " 
124 K 
127 K 
130 K 
133 K 
137 K 
140 K 
143K 
147 K 

150 K 
154 K 
158 K 
162 K 
165 K 
169 K 
174 K 
178 K 
182 K 

187 K 
191 K 
196 K 
200 K 
205 K 
210 K 
215 K 
221 K 
226 K 
232 K 
237 K 
243 K 
249 K 
255 K 
261 K 
267 K 
274 K 
280 K 
287 K 
294 K 
301 K 
309 K 
316 K 
324 K 
332 K 
340 K 
348 K 
357 K 
365 K 
374 K 
383 K 
392 K 
402 K 
412 K 
422 K 
432 K 
442 K 
453 K 
464 K 
475 K 
487 K 

499 K 
511 K 
523 K 
536 K 
549 K 
562 K 
576 K 
590 K 
604 K 
619 K 
634 K 
649 K 
665 K 
681 K 
698 K 
715 K 
732 K 
750 K 
768 K 
787 K 
806 K 
825 K 
845 K 
866 K 
887 K 
909 K 
931 K 
953 K 
976 K 
1.00 meg. 
1.02 rileg. 
1.05 meg. 
1.07 meg. 
1.10 meg. 
1.13 meg. 
1.15 meg. 
1.18 meg. 
1.21 meg. 
1.24 meg. 
1.27 meg. 
1.30 meg. 
1.33 meg. 

1.37 meg. 
1.40 meg. 
1.43 meg. 
1.47 meg. 
1.50 meg. 
1.54 meg. 
1.58 meg. 
1.62 meg. 
1.65 meg. 
1.69 meg. 
1.74 meg. 
1.78 meg. 
1.82 meg. 
1.87 meg. 
1.91 meg. 
1.96 meg. 
2.00 meg. 
2.05 meg. 
2.10 meg. 
2.15 meg. 
2.21 meg. 
2.26 meg. 
2.32 meg. 
2.37 meg. 
2.43 meg. 
2.49 meg. 
2.55 meg. 
2.61 meg. 
2.67 meg. 
2.74 meg. 
2.80 meg. 
2.87 meg. 
2.94 meg. 
3.01 meg. 
3.09 meg. 
3.16 meg. 
3.24 meg. 
3.32 meg. 
3.40 meg. 
3.48 meg. 
3.57 meg. 
3.65 meg. 

'h WATT 
TYPE 407E/RN70B 
.250" 010. x .750" long 

3.74 meg. 
3.83 meg. 
3.92 meg. 
4.02 meg. 
4.12 meg. 
4.22 meg. 
4.32 meg. 
4.42 meg. 
4.53 meg. 
4.64 meg. 
4.75 meg. 
4.87 meg. 
4.99 meg. 
5.11 meg. 
5.23 meg. 
5.36 meg. 
5.49 meg. 
5.62 meg. 
5.76 meg. 
5.90 meg. 
6.04 meg. 
6.19 meg. 
6.34 meg. 
6.49 meg. 
6.65 meg. 
6.81 meg. 
6.98 meg. 
7.15 meg. 
7.32 meg. 
7.50 meg. 
7.68 meg. 
7.87 meg. 
8.06 meg. 
8.25 meg. 
8.45 meg. 
8.66 meg. 
8.87 meg. 
9.09 meg. 
9.31 meg. 
9.53 meg. 
9.76 meg. 

10 meg. 

Ohms Net, each (1.24) Ohms Net, each (1.24) Ohms Net, each (1.24) 

10 thru 24.9 
25.5 thru 49.9 
51.1 thru 499 
511 thru 499 K 
511 K thru 1.00 meg. 

Ohms 

10 thru 97.6 
100 thru 4.99 meg. 
5.11 meg. 

$1.79 
1.19 
1.03 
• 97 

1.03 

1 WATT 
TYPE 408E/RN7SB 
.375" 010. x 1.062" long 
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10 thru 49.9 
51.1 thru 499 K 

10 thru 49.9 

511 K thru 1.00 meg • 

1.02 meg. thru 2.00 meg. 

$1.00 

.94 
1.00 
1.08 

51.1 thru 2.15 meg. 

2.21 thru 3.16 meg. 

$ .91 

.86 

1.03 

2 WATT 
TYPE 409E/RN80B 
.375" 010. x 2.220" Long 

Net, each (1.24) Ohms Net, each (1.24) 
-------------------------------------------

$1.37 30.1 thru 196 $2.00 
1.28 
1.43 200 thru 10 meg. 1.57 

REM·62·61 28 All prices and sizes subject to change without notice. 
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SECTION 4700 

SPRAGUE RESISTORS 
FILMISTOR@ 'C' MOLDED-CASE METAL-FILM RESISTORS 

• Key Performance Characteristics Include High • Tough Molded Shell Provides Protection Against 
Accuracy, Reliability, Stability, Combined with Mechanical Damage,as Well as Catastrophic 
Low Temperature Coefficients Failures From Electrolysis Caused by Moisture 

Equal or Surpass the Characteristics of Precision 
Penetration 

• Wirewound Resistors, Yet Are Smaller in Size • Metallic Resistive Film is Firmly Bonded to 

• Low Inherent Noise Level, Negligible Voltage 
Special Ceramic Core, Automatically Spiralled 

Coefficient of Resistance 
to Desired Resistance Values 

Excellent Stability Under Rated Load and Under • Standard Resistance Tolerance, ± 1 % 
• 

Severe Conditions of Humidity • For Complete Technical Data, Refer to Latest 

• Designed to Meet Stringent Performance 
Issue of Engineering Bulletin 7025 

Characteristics of Spec. MIL-R-l0509C, Charac- • For Prices on Quantities from 25 to 999 Pieces, 
teristic C See Your Sprague Industrial Distributor 

STANDARD RESISTANCE VALUES (Ohms) 

100 210 
102 215 
105 221 
107 226 

110 232 
113 . 237 
115 243 
118 249 

121 255 
124 261 
127 267 
130 274 

133 280 
137 287 
140 294 
143 301 

147 309 
150 316 
154 324 
158 332 

162 340 
165 348 
169 357 
174 365 

178 374 
182 383 
187 392 
191 402 

196 412 
200 422 
205 432 

Ohms 

100 thru 200 K 

201 K thru 500 K 

Ohms 

100 thru 500 K 

501 K thru 2 meg. 

442 
453 
464 
475 

487 
499 

,511 
523 

536 
549 
562 
576 

590 
604 
619 
634 

649 
665 
681 
698 

715 
732 
750 
768 

787 
806 
825 
845 

866 
887 
909 

931 1.96 K 
953 2.00 K 
976 2.05 K 
1.0 K 2.10 K 

1,02 K 2.15 K 
1.05 K 2.21 K 
1.07 K 2.26 K 
1.10 K 2.32 K 

1.13 K 2.37 K 
1.1 5 K' 2.43 K 
1'.18 K 2.49 K 
1.21 K 2.55 K 

1.24 K 2.61 K 
1.27 K 2.67 K 
1.30 K 2.74 K 
1.33 K 2.80 K 

1.37 K 2.87 K 
1.40 K 2.94 K 
1.43 K 3.01 K 
1.47 K 3.09 K 

1.50 K 3.16 K 
1.54 K 3.24 K 
1.58 K 3.32 K 
1.62 K 3.40 K 

1.65 K 3.48 K 
1.69 K 3.57 K 
1.74 K 3.65 K 
1.7B K 3.74 K 

1.82 K 3.83 K 
1.87 K 3.92 K 
1.91 K 4.02 K 

Va WATT 
TYPE 418E/RN60C 

.135" Dia. X .400" Long 

Y2 WATT 
TYPE 420E/RN70C 

.250" Dia. x .750" Long 

Copyright, 1961, Sprague Products Company 
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4.12 K 8.87 K 19.1 K 41.2 K 
4.22 K 9.09 K 19.6 K 42.2 K 
4.32 K 9.31 K 20.0 K 43.2 K 
4.42 K 9.53 K 20.5 K 44.2 K 

4.53 K 9.76 K 21.0 K 45.3 K 
4.64 K 10.00 K 21.5 K 46.4 K 
4.75 K 10.2 K 22.1 K 47.5 K 
4.87 K 10.5 K 22.6 K 48.7 K 

4.99 K 10.7 K 23.2 K 49.9 K 
5.11 K 11.0 K 23.7 K 51.1 K 
5.23 K 11.3 K 24.3 K 52.3 K 
5.36 K 11.5 K 24.9 K 53.6 K 

5.49 K 11.8 K 25.5 K 54.9 K 
5.62 K 12.1 K 26.1 K 56.2 K 
5.76 K 12.4 K 26.7 K 57.6 K 
5.90 K 12.7 K 27.4 K 59.0 K 

6.04 K 13.0 K 28.0 K 60.4 K 
6.19 K 13.3 K 28.7 K 61.9 K 
6.34 K 13.7 K 29.4 K 63.4 K 
6.49 K 14.0 K 30.1 K 64.9 K 

6.65 K 14.3 K 30.9 K 66.5 K 
6.81 K 14.7 K 31.6 K 68.1 K 
6.98 K 15.0 K 32.4 K 69.8 K 
7.15 K 15.4 K 33.2 K 71.5 K 

7.32 K 15.8 K 34.0 K 73.2 K 
7.50 K 16.2 K 34.8 K 75.0 K 
7.68 K 16.5 K 35.7 K 76.B K 
7.87 K 16.9 K 36.5 K 78.7 K 

8.06 K 17.4 K 37.4 K 80.6 K 
8.25 K 17.8 K 38.3 K 82.5 K 
8.45 K 18.2 K 39.2 K 84.5 K 
8.66 K 18.7 K 40.2 K 86.6 K 

Net, each (1-24) Ohms 

$2.06 100 thru 200 K 

2.24 201 K thru 1 meg. 

Net, each (1-24) Ohms 

88.7 K 
90.9 K 
93.1 K 
95.3 K 

97.6 K 
100 K 
102 K 
105 K 

107 K 
110 K 
113K 
115 K 

118 K 
121 K 
124 K 
127 K 

130 K 
133 K 
137 K 
140 K 

143 K 
147 K 
150 K 
154 K 

158 K 
162 K 
165 K 
169 K 

174 K 
178 K 
182 K 
187 K 

191 K 412 K 
196 K 422 K 
200 K 432 K 
205 K 442 K 

210 K 453 K 
215 K 464 K 
221 K 475 K 
226 K 487 K 

232 K 499 K 
237 K 511 K 
243 K 523 K 
249 K 536 K 

255 K 549 K 
261 K 562 K 
267 K 576 K 
274 K 590 K 

280 K 604 K 
287 K 619 K 
294 K 634 K 
301 K 649 K 

309 K 665 K 
316 K 681 K 
324 K 698 K 
332 K 715 K 

340 K 732 K 
348 K 750 K 
357 K 768 K 
365 K 787 K 

374 K 806 K 
383 K 825 K 
392 K 845 K 
402 K 866 K 

1A WATT 
TYPE 419E/RN65C 

.200" Dia. x .600" Long 

1 WATT 
TYPE 421E/RN75C 

.375" Dia. x 1.062' Long 

887 K 1.91 meg. 
909 K 1.96 meg. 
931 K 2.00 meg. 
953 K 2.05 meg. 

976 K 2.10 meg. 
1.00 meg. 2.15 onego 
1.02 meg. 2.21 meg. 
1.05 meg. 2.26 meg. 

1.07 meg. 2.32 meg. 
1.10 meg. 2.37 meg. 
1.13 meg. 2.43 meg. 
1.15 meg. 2.49 meg. 

1.18 meg. 2.55 meg. 
1.21 meg. 2.61 meg. 
1.24 meg. 2.67 meg. 
1.27 meg. 2.74 meg. 

1.30 meg. 2;80 meg. 
1.33 meg. 2.87 meg: 
1.37 meg. 2.94 meg. 
1.40 meg. 3.01 meg. 

1.43 meg. 3.09 meg. 
1.47 meg. 3.16 meg. 
1.50 meg. 3.24 meg. 
1.54 meg. 3.32 meg 

1.58 meg. 3.40 meg. 
1.62 meg. 3.48 meg. 
1.65 meg. 3.57 meg. 
1.69 meg. 3.65 meg. 

1.74 meg. 3.74 meg. 
1.78 meg. 3.83 meg. 
1.82 meg. 3.92 meg. 
1.87 meg. 4.00 meg. 

Net, each (1-24) 

$1.97 

2.14 

Net, each (1-24) 
-------------------------------------------

$1.79 100 thru 500 K 

1.97 501 K thru 4 meg. 

REM·63·6128 

Net 

$2.01 

2.24 

All prices and sizes subject to change without n~tice. 
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SECTION 4700 

------ ---

SPRAGUE RESISTORS 
------

FILMISTOR@ 'X-70' ENCAPSULATED Deposited-Carbon Resistors 

• Ideal for Use in Industrial Electronic Equipment, for low Contact Resi&tance and Low Inherent 
Commercial Computer Circuitry, Packaged Noise Level-
Circuit Modules, etc., Wherever Small Size, 

• Special Encapsulating Material Will Withstand 
Clase Tolerance Resistors are Required 

10 Cycles of Standard Military Humidity Cycling 

• Standard Resistance Tolerance, ='= 1 % Test 

• For Complete Technical Data, Refer to Latest 

• Will Operate at Full Rated Wattage at Issue of Engineering Bulletin 7005 
Temperatures to 70C - No Derating Required 

• For Prices on Quantities from 25 to 999 Pieces, 

• Have Special End Terminations and End Caps See Your Sprague Industrial Distributor 

STANDARD RESISTANCE VALUES (Ohms) 

10.0 24.3 59.0 143 357 
10.2 24.9 60.4 147 365 
10.5 25.5 61.9 150 374 
10.7 26.1 63.4 154 383 

11.0 26.7 64.9 158 392 
11.3 27.4 66.5 162 402 
11.5 28.0 68.1 165 412 
11.8 28.7 69.8 169 422 

12.1 2-9.4 71.5 174 432 
12.4 30.1 73.2 178 442 
12.7 30.9 75.0 182 453 
13.0 31.6 76.8 187 464 

13.3 32.4 78.7 191 475 
13.7 33.2 80.6 196 487 
14.0 34.0 82.5 200 499 
14.3 34.8 84.5 205 511 

14.7 35.7 86.6 210 523 
15.0 36.5 88.7 215 536 
15.4 37.4 90.9 221 549 
15.8 38.3 93.1 226 562 

16.2 39.2 95.3 232 576 
16.5 40.2 97.6 237 590 
16.9 41.2 100 243 604 
17.4 42.2 102 249 619 

17.8 43.2 105 255 634 
18.2 44.2 107 261 649 
18.7 45.3 110 267 665 
19.1 46.4 113 274 681 

19.6 47.5 115 280 698 
20.0 48.7 118 287 715 
20.5 49.9 121 294 732 
21.0 51.1 124 301 750 
21.5 52.3 127 309 768 

22.1 53.6 130 316 787 
22.6 54.9 133 324 806 
23.2 56.2 137 332 825 
23.7 57.6 140 340 845 

348 866 

Va WATT 
TYPE 42SE 

%2" Dia. X 7\6" Long 

Ohms 

10 thru 49.9 

51.1 thru 1 meg. 

Ohms 

10 thru 49.9 

51.1 thru 2 meg. 

Net, each (I.24) 

$1.25 

Y2 WATT 
TYPE 428E 

• 94 

1~" Dia. x Y2" Long 

Copyright 1961, Sprague Products Company 
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887 2.21 K 5.49 K 13.7 K 34.0 K 
909 2.26 K 5.62 K 14.0 K 34.8 K 
931 2.32 K 5.76 K 14.3 K 35.7 K 
953 2.37 K 5.90 K, 14.7 K 36.5 K 

976 2.43 K 6.04 K 15.0 K 37.4 K 
1.0 K 2.49 K 6.19 K _ 15.4 K 38.3 K 
1.02 K 2.55 K 6.34 K 15.8 K 39.2 K 
1.05 K 2.61 K 6.49 K 16.2 K 40.2 K 

1.07 K 2.67 K 6.65 K 16.5 K 41.2 K 
1.10 K 2.74 K 6.81 K 16.9 K 42.2 K 
1.13 K 2.80 K 6.98 K 17.4 K 43.2 K 
1.15 K 2.87 K 7.15 K 17.8 K 44.2 K 

1.18 K 2.94 K 7.32 K 18.2 K 45.3 K 
1.21 K 3.01 K 7.50 K 18.7 K 46.4 K 
1.24 K 3.09 K 7.68 K 19.1 K 47.5 K 
1.27 K 3.16 K 7.87 K 19.6 K 48.7 K 

1.30 K 3.24 K 8.06 K 20.0 K 49.9 K 
1.33 K 3.32 K 8.25 K 20.5 K 51.1 K 
1.37 K 3.40 K 8.45 K 21.0 K 52,3 K 
1.40 K 3.48 K 8.66 K 21.5 K 53.6 K 

1.43 K 3.57 K 8.87 K 22.1 K 54.9 K 
1.47 K 3.65 K 9.09 K 22.6 K 56.2 K 
1.50 K 3.74 K 9.31 K 23.2 K 57.6 K 
1.54 K 3.83 K 9.53 K 23.7 K 59.0 K 

1.58 K 3.92 K 9.76 K 24.3 K 60.4 K 
1.62 K 4.02 K 10.00 K 24.9 K 61.9 K 
1.65 K 4.12 K 10.2 K 25.5 K 63.4 K 
1.69 K 4.22 K 10.5 K 26.1 K 64.9 K 

1.74 K 4.32 K 10.7 K 26.7 K 66.5 K 
1.78 K 4.42 K 11.0 K 27.4 K 68.1 K 
1.82 K 4.53 K 11.3 K 28.0 K 69.8 K 
1.87 K 4.64 K 11.5 K 28.7 K 71.5 K 
1.91 K 4.75 K 11.8 K 29.4 K 73.2 K 

1.96 K 4.87 K 12.1 K 30.1 K 75.0 K 
2.00 K 4.99 K 12.4 K 30.9 K 76.8 K 
2.05 K 5.11 K 12.7 K 31.6 K 78.7 K 
2.10 K 5.23 K 13.0 K 32.4 K 80.6 K 
2.15 K 5.36 K 13.3 K 33.2 K 82.5 K 

1,4 WATT 
TYPE 426E 

Va" Dia. x ~"Long 

Ohms Net, each (1.24) 

10 thru 49.9 $.80 

51.1 thru 2 meg. .61 

- Net, each (1.24) Ohms 

10 thru 49.9 
51.1 thru 2 meg • 
2.05 meg. thru 3.16 meg. 

$.65 

. 54 

REM·64·6128 

Net 

84.5 K 210 K 523 K 1.30 meg. 
86.6 K 215 K 536 K 1.33 meg. 
88.7 K 221 K 549 K 1.37 meg. 
90.9 K 226 K 562 K 1.40 meg. 

93.1 K 232 K 576 K 1.43 meg. 
95.3 K 237 K 590 K 1.47 meg. 
97.6 K 243 K 604 K 1.50 meg. 
100 K 249 K 619 K 1.54 meg. 

102 K 255 K 634 K 1.58 meg. 
105 K 261 K 649 K 1.62 meg. 
107 K 267 K 665 K 1.65 meg. 
110K 274 K 681 K 1.69 meg. 

113K 280 K 698 K 1.74 meg. 
115K 287 K 715K 1.78 meg. 
118 K 294 K 732 K 1.82 meg. 
121 K 301 K 750 K 1.87 meg. 

124 K 309 K 768 K 1.91 meg. 
127 K 316 K 787 K 1.96 meg. 
130 K 324 K 806 K 2.00 meg. 
133 K 332 K 825 K 2.05 meg. 

137 K 340 K 845K 2.10 meg.-
140 K 348 K 866 K 2.15 meg. 
143 K 357 K 887 K 2.21 meg. 
147 K 365 K 909 K 2.26 meg. 

150 K 374 K 931 K 2.32 meg. 
154 K 383 K 953 K 2.37 meg. 
158 K 392 K 976 K 2.43 meg. 
162 K 402 K 1.00 meg. 2.49 meg. 

165 K 412 K 1.02 meg. 2.55 meg. 
169 K 422 K 1.05 meg. 2.61 meg. 
174 K 432 K 1.07 meg. 2.67 meg. 
178 K 442K 1.10 meg. 2.74 meg. 
182 K 453 K 1.13 meg. 2.80 meg. 

187 K 464 K 1.15 meg. 2.a;>' meg. 
191 K 475 K 1.18 meg. 2.94 meg. 
196 K 487 K 1.21 meg. 3.01 meg. 
200 K 499 K 1.24 meg. 3.09 meg. 
205 K 511 K 1.27 meg. 3.16 meg. 

1,4 WATT 
TYPE 427E 

%2" Dia. x 1%z" Long 

Ohms 

10 thru 49.9 

51.1 thru 2 meg • 

Y2 WATT 
TYPE 429E 

1~" Dia. x %" long 

Net, each (1.24) 

$.80 

.61 

Net, each (1.24) 

$.65 

.54 

.75 

All prices and sizes subiect to chan,ge' without notice. 
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" I 
• FIXED 

• ADJUSTABLE 
• TRU-RIB 

VITREOUS 
ENAMELED 

SECTION 4700 

POWER 
RESISTORS 

• AXIAL LEAD 

Our new, modern plant occupies 80,000 square feet devoted to producing the 
nnest power rheostats and wire wound resistors available. If you need a rheostat 
or resistor, whether it be right from stock or to your specifications, we assure 
you of courteous service, prompt delivery and quality merchandise . 

FIXED 
VITREOUS ENAMELED 

RE S I-S TORS 
5 WATT FRL.5 

All Welded Construction 

Core: X611 x K6" xl" 

FIXED 
VITREOUS ENAMELED 

RESISTORS 
10 WATT FRL-IO 

All Welded Construction 

Core: Xl' x :k'l' x 1 % u 

FIXED 
VITREOUS ENAMELED 

RESISTORS 
20 WATT FRL-20 

All Welded Construction 

Core: Kl' x X"II X 2" 

OHMS 

1 
1.5 
2 
3 
4-
5 
7_5 

10 
12 
15 
20 
25 
30 
35 
40 
50 
75 

100 

OHMS 

1 
1.5 
2 
3 
4 
5 
7.5 

10 
12 
15 
20 
25 
30' 
35 
40 
50 
75 

100 
125 
150 
200 
225 
250 
300 

OHMS 

MILLIAMPS 

2230 
1820 
1580 
1290 
ll20 
1000 

1116 
707 
646 
576 
500 
447 
409 
378 
353 
316 
258 
223 

MILLIAMPS 

3160 
2,,80 
2230 
1820 
1580 
1410 
1150 
1000 

914 
816 
707 
631 
577 
535 
500 
447 
365 
316 
283 
254 
223 
211 
200 
182 

MILLIAMPS 

VOLTS 

2.2 
2.7 
3.2 
3.9 
4.5 
5.0 
6.1 
7.1 
7.8 
8.6 

10 
11 
12 
13 
14 
16 
19 
22 

VOLTS 

3.1 
3.8 
4.4 
5.4 
6.3 
7.0 
8.6 

10 
II 
12 
14 
16 
17 
19 
20 
22 
27 
31 
35 
38 
44 
47 
50 
54 

VOLTS 

OHMS 

125 
150 
200 
225 
250 
300 
350 
400 
450 
500 
600 
700 
750 
800 
900 

1000 
1100 
1200 

OHMS 

350 
400 
450 
500 
600 
700 
750 
800 
900 

1000 
1100 
1200 
1250 
1500 
1750 
2000 
2250 
2500 
3000 
3500 
4000 
4500 
5000 
6000 

,OHMS 

MILLIAMPS' 

200 
182 
158 
149 
'141 
129 
119 
112 
105 
100 

91 
84 
81 
79 
74 
7i 
67 
64 

MILLIAMPS 

169 
158 
149 
141 -
129 
120 
115 
112 
105 
100 
95 
91 
89 
82 
76 
71 
67 
63 
57 
53 
50 
47 
45 
41 

MILLIAMPS 

VOLTS 

25 
27 
32 
'33 
35 
39 
42 
4.5 
'47 
50 
55 
59 
61 
63 
67 
71 
74 
77 

VOLTS 

59 
63 

, 67 
70 
77 
84 
86 
BY 
94 

100 
104 
109 
III 
123 
133 
142 
151 
158 
171 
185 
200 
212 
225 
246 

VOLTS 

1 4480 4.4 850 154 131 
3 2580 7.7 1000 141 141, 
5 2000 10 1200 129 155 

10 1410 14 1250 126 157 
15 U50 17 1500 115 172 
25 895 22 1750 107 187 
50 633 31 1850 104 192 
75 516 39 2000 100 200 

100 447 44 2250 94' 2ll 
ISO 365 54 2400 91 218 
175 338 59 2500 89 222 
200 316 63 2750 85 234 
250 283 71 3000 81 243 
300 258 77 3500 75 262 
350 239 84 4,000 70 280 
400 223 89 4500 67 301 
500 200 100 5000 63 315 
650 175 ll4 6000 57 342 
700 169 118 7000 53 371 
750 164 123 7500 51 382 
800 158 126 8000 50 400 

OHMS 

1250 
1500 
1750 
2000 
2250 
2500 
3000 
3500 
4000 
4500 
5000 
6000 
7000 
7500 
8000 
9000 

10,000 

OHMS 

7000 
7500 
8000 
8500 
9000 

10,000 
11,000 
12,000 
12,500 
13,500 
14,300 
15,000 
16.000 
17,500 
18,000 
20,000 
22,500 
25,000 
30,000 
35,000 
40,000 
45,000 
50,000 

OHMS 

10,000 
12,500 
15,000 
20,000 
25,000 
30,000 
35,000 
40,000 
45,000 
50,000 
55,000 
60,000 
65,000 
70,000 
75,000 
80,000 
85,000 
90,000 
95,000 

100,000 

MILLIAMPS 

-63 
58 
53 
50 
47 
45 
41 
38 
35 
33 
32 
29 
27 
26 
25 
23 
22 

MILLIAMPS 

38 
36 
35 
34 
33 
30 
27 
25 
24-
22 
21 
20 
19 
17 
16 
16 
IS 
IS 
14-
13 
12 
11 
10 

MIlliAMPS 

44 
36 
31 
24 
20 
17 
15 
14 
13 
12 
11 
10.8 
10.5 
10 
9.5 
9.3 
9.1 
8.8 
8.6 
8.4 

VOLTS 

79 
87 
93 

100 
106 
112 
123 
133 
140 
149 
160 
174 
189 
195 
200 
207 
220 

VOLTS 

266 
270 
280 
289 
297 
300 
300 
300 
300 
300 
300 
300 
300 
300 
300 
320 
337 
375 
420 
455 
480 
495 
500 

VOLTS 

440 
450 
465 
480 
500 
510 
525 
560 
585 
600 
605 
648 
684 
700 
712 
744 
773 
792 
816 
840 

You are guaranteed to receive 24 hour delivery as we maintain iobber stock items! 

~ T:~d~b::::::O;::!C~~;:V;~:;.~:::;;;I::.~:L-:~:~N~.dfl<G';on,l 
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SECTION 4700 

VITREOUS ENAMELED RESISTORS~ 
OHMS l 100% -RATING 

OHMS I 
VOLTS I AMPS 

1 5.0 5.000 400 
2 7.0 3.535 500 
3 8.6 2.885 750 
4 10 2.500 -SOO 
5 11 2.236 850 

10 15 - 1.580 1000 
15 19 1.291 1250 
25 25 1.000 1500 
50 35 .707 2000 
75 43 .577 2500 

100 50 .500 3000 
150 61 .408 3500 
200 70 .353 4000 
250 79 ,316 5000 
300 86 .289 6000 

I 7 7.070 500 
2 10 5.000 750 
3 12 4.070 800 
4 14 3.535 1000 
5 IS 3.160 1500 

10 22 2.236 2000 
25 35 1.414 2500 
50 50 1.000 3000 
75 61 .816 4000 

100 70 .707 5000 
ISO 86 .577 6000 
200 100 .500 7500 
250 III .447 8000 
300 122 .408 10,000 
400 141 .353 12,000 

1 8 8.660 400 
2 12 6.120 500 
3 15 5.000 750 
4 17' 4.330 800 
5 19 3.875 1000 

10 27 2.740 1500 
25 43 1.732 2000 
50 61 1.225 2500 

100 86 .866 3000 
150 106 .707 4000 
200 122 .612 5000 
250 137 .548 6000 
300 150 .500 7500 

I 10 10.000 500 
2 14 7.070 750 
3 17 5.770 1000 
4 20 5.000 1250 
5 22 4.470 1500 

10 31 3.160 2000 
25 50 2.000 2500 
50 70 1.414 3000 
75 86 1.150 3500 

100 100 1.000 4000 
125 112 .895 4500 
150 122 .816 5000 
250 157 .630 7500 

1 12 12.650 ' 250 
2 18 8.940 500 
3 21 7.300 750 
4 25 6.320 1000 
5 28 5.650 1500 

10 40 4.000 2000 
15 49 3.265 2500 
25 63 2.525 3000 
50 89 1.786 3500 
75 109 1.460 4000 

100 126 1.265 4500 
150 155 1.033 5000 
200 178 .894 7500 

1 14 14.140 750 
2 20 10.000 1000 
3 24 8.162 1500 
4 28 7.070 2000 
5 31 6.325 2500 

10 44 4.470 3000 
25 70 2.828 '3500 
50 100 2.000 4000 
75 122 1.635 4500 

100 141 1.414 5000 
150 173 1.152 7500 
250 224 .895 10,000 
$00 316 .632 

100% RATING 
OHMS 

VOLTS I AMPS 

iOO .250 7500 
III .223 10,000 
136 .182 12,000 
141 .177 15,000 
145 .171 20,000 
158 .158 25,000 
176 .141 30,000 
1-93 .129 35,000 
222 .111 40,000 
250 .100 50,000 
273 .091 60,000 
294 .084 70,000 
316 .079 75,000 
350 .070 80,000 
384 .064 100,000 

158 .316 12,500 
193 .258 15,000 

'200 .250 20,000 
223 .223 25,000 
273 .182 30,000 
316 .158 35,000 
350 .141 40,000 
384 .129 50,000 
444 .III 75,000 
500 .!CO 100,000 
545 .091 125,000 
608 .081 150,000 
632 .079 175,000 
700 .070 200,000 
768 .064 225,000 

250,000 

173 .433 8000 
193 .387 I 0,000 
237 .316 12,000 
242 .306 12,501J 
274 :274 15,OOO 
334 .223 20,000 
386 .I93 25,000 
432 ~173 30,000 
474 .158 35,000 
548 .137 40,000 
610 .122 45,000 
666 .II1 50,000 
750 .100 .75,000 

100,000 

223 .447 10,000 
274 .365 15,000 
316 .316 20,000 
356 .285 25,000 
388 .259 30,000 
448 .224 35,000 
500 .200 40,000 
543 .181 50,000 
595 .170 60,000 
640 ,.I60 70,000 
675 .150 75,000 
705 .141 100,000 
864 .I15 

200 .800 10,000 
282 .565 15,000 
346 .461 20,000 
400 .400 25,000 
489 .326 30,000 
564 .282 35,000 
630 .252 40,000 
693 .231 50,000 
753 .215 60.000 
800 .200 75,000 
832 .185 80,000 
895 .179 100,000 

1096 .146 

. 387 .516 15,000 
447 .447 20,000 
547 .365 25,000 
632 .316 30,000 
707 .283 35,000 
776 .259 40,001) 
840 .240 50,000 
900 .225 60,000 
945 .2IO 75,000 

1000 .200 100,000 
1222 .163 125,OOO 
1410 .141 150,000 

l 100% RATING 

1 VOLTS I AMPS 

427 .057 
500 .050 
505 .042 
510 .034 
520 .026 
530 .022 
540 .018 
550 .016 
560 .014 
585 .012 
610 .010 
630 .009 
635 .008 
640 .008 
700 .007 

787 .063 
855 .057 
960 .048 

1024 .041 
1080 .036 
1120 .032 
1140 .029 
1150 .023 
1200 .016 
1250 .012 
1300 .010 
1350 .009 
1375 .008 
1400 .007 
1450 .006 
1500 .006 

769 .096 
860 .086 
948 .079 
962 .077 

1050 .070 
1220 .061 
1225 .049 
1260 .042 
1270 .006 
1280 '.032 
1310 .029 
1320 .026 
1340 .018 
1360 .013 

1000 .100 
1217 .081 
1400 .070 
1415 .053 
1425 .047 
1430 .04,2 
1440 .036 
1450 .029 
1460 .024 
1470 .021 
1474 .019 
1500 .015 

1260 .126 
1560 .104 
1780 .089 
2000 .080 
2010 .067 
2015 .057 
2020 .050 
2030 .040 
2040 .034 
2065 .027 
2080 .025 
2100 .021 

1725 .I15 
2000 .100 
2225 .089 
2460 .082 
2470 .071 
2480 .062 
2500 .050 
2500 .042 
2500 .033 
2500 .025 
2500 .020 
2500 .OI6 

J 
I • I 

F I XED 
VITREOUS ENAMELED 

RESISTORS 
25 WATT TYPE FR-25 

Core: 9116" x 5/\6" x 2" 
Mounling Cenler. 2-3/4" 
Wilh Brackel #P-3747 
Siandard Lug # 12 

F I XED 
VITREOUS ENAMELED 

RESISTORS 
50 WATT TYPE FR-50 

Core: 9116" x.S/16" x 4" 
Mounting Centers 4-3/4" 

'Wilh Brackel #P-3747 
Siandard Lug # 12 

F I XED 
VITREOUS ENAMELED 

RESISTORS 
75 WATT TYPE FR-75 

Core; 9/16" x 5/16" x 611 

Mounting Centers 6-3/4" 
With Bracket #P-3747 
Siandard Lug # 12 

F I XED 
VITREOUS ENAMELED 

RESISTORS 
100 WATT TYPE FR-l00 

Core: 3/4" x 1/2" x 6-1/2" 
Mounling Cenlers 7-114" 
With Brackel #P-3689 
Siandard Lug #12 

F I XED 
VITREOUS ENAMELED 

RESISTORS 
160 WATT TYPE FR-160 

(ii" in 
Core: 1-1/8" x 3/4" x 8 .. 1/2" 
Mounting Centers 9 .. 1/4" 
With Brackel #P-4898 
Standard Lug # 14 

F I XED 
VITREOUS ENAMELED 

RESISTORS 
200 WATT TYPE FR-200 

Core: 1-118" x 3/4" x 10-112" 
Mo~nting Centers 11 .. 1/4" 
With Brackel #P.4898 
Standard LU9 # 14 

Mfd. by TRU-OHM PRODUCTS, DIVISION OF MODEL ENG. & MFG. INC. • General Sales Office: Chicago, III. 
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SECTION 4700 

-
V ITR EOU S ENAMELED RESISTORS 

OHMS OHMS OHMS 
AMPS AMPS AMPS • I 

.1 3.1 3.160 200 44 .223 
2 4.4 2.230 250 50 .200 2500 J58 .063 

ADJUSTABLE 
3 5.4 1.820 300 54 .182 3000 171 .057 

Vitreous Enameled 
5 7.0 1.410 350 59 .169 3500 185 :053 RESISTORS 

10 WATT TYPE AR·tO 7.5 8.6 1.150 400 63 .. 158 4000 200 .050 
10 10 1.000 500 10 .141 4500 212 .047 
15 12 .816 600 77 .129 5000 225 .045 
20 14 .707 750 H6 .ll5 6000 246 .041 
25 16 .631 800 89 .1l2 7000 226 .038 
50 22 .447 1000 JOO .100 7500 270 .036 

Core: ~6" x ~6" x 13.4" 75 27 .365 1250 III .089 8000 280 .035 
Mounting Centers-21M" 100 31 .316 1500 123 .082 8500 289 .034 
With Bracket #P4989 ISO 38 .254 '2000 142 .071 9000 297 .033 
Standard Lug #10 . ,2250 151 .067 10,000 300 .030 

ADJUSTABLE 1 5.0 5.000 250 79 .316 3500 294 .084 
Vitreous Enameled 2 7.0 3.535 300 86 .289 4000 316 ' .079 
RESISTORS 3 8.6 2.885 400 100 .250 4500 332 .074 
25 WATT TYPE AR·25 5 Il 2.236 500 III .223 5000 350 .070 

7.5 13 1.825 7SO· 136- .182 6000 384 .064 
JO 15 1.580 800 141 .177 7000 420 .060 
15 19 1.291 850 145 .171 7200 425 .OS9 
20' 22 1.117 1000 158 .158 7500 427 .OS7 
25 25 1.000 1250 176 .141 8000 440 .055 
50 35 .701 i500 193 .129 9000 468 .OS2 
·75 43 .511 2000 222 .'111 10,000 500 .050 

Core: U," x X, X 2'1 100 SO .500 2250 236 .105 12,000 50s .042 
150 61 .408 2500 250 .100 15,000 510 .034 Mounting Centers-2¥1'1 
200 70 .353 3000 273 .091 20,000 520 .026 With Brackel ,,=,P3747 

SIan9ard Lug #12 25,000 530 .022 

A D'J U S TAB L E 1 7 7.070 750 193 .258 7S00 608 .081 
Vitreous Enameled 2 10 5.000 800 200 .250 8000 632 .079 
RESISTORS 3 12 '4.070 1000 223 .223 9000 665 .074 
50 WATT TYPE AR·SO 4 14 3.535 1250 250 .200 10,000 700 .070 

5 15 3.160 1500 273 .182 12,000 768 .064 
10 22 2.236 2000 316 .158 15,000 855 .057 

vJ~ 
25 35 1.414 2250 335 .149 20,000 960 .048 
50 50 1.000 2500 350 .141 25,000 1024 .041 
75 61 .816 3000 384 .129 30,000 1080 .036 

100 70 .707 3S00 416 .119 40.000 1140 .029 
150 86 .577 4000 444 .11l 50,000 1150 .023 
200 100 .SOO 4500 472 .105 60,000 1110 .019 

Core: ,<," x X6" X 4" 250 III .447 5000 500 .100 75,000 1200 .016 
Mounting Centers-43/.4" 300 122 .408 6000 545 .091 80,000 1225 .015 
With Bracket P3747 400 141 .353 7000 588 .084 100,000 1250 .012 
Standard Lug #12 500 158 .316 7200 598 .083 

ADJUSTABLE 1 8 8.660 750 237 .316 8000 769 .096 
Vitreous Enameled 2 12 6.120 800 242 .306 9000 819 .091 RESISTORS 3 15 5.000 1000 274 .214' 10,000 860 .086 75 WATT TYPE AR.75 4 17 4.330 1250 280 .244 12,000 948 .079 

5 19 3.875 1500 334 .223 15,000 lOS0 .070 
10 27 2.740 2000 386 .193 20,000 1220 .061 
15 33 2.236 2250 409 .182 25,000 1225 .049 
25 43 1.732 2500 432 .173 30,000 1260 .042 
50 61 1.225 3000 474 .158 35,000 1270 .036 
75 75 1.000 3500 511 .146 40,000 1280 .032 

100 86 .866 4000 548 .137 45,000 1310 .029 
200 122 .612 4500 581 .129 50.000 1320 .026 

Core: 116" x X,/I X 6/1 250 137 .548 5000 610 .122 60,000 1330 .022 
Mounting Centers-63,4'1 300 150 .500 6000 666 .1l1 70,000 1340 .019 
With Brackets P·3747 400 173 .433 7000 721 .103 80,000 1350 .017 
Standard Lug #12' 500 193 .387 7200 735 .102 100,000 1360 .013 

ADJUSTABLE 1 10 10.000 400 200 .500 7500 864 .1l5 
Vitreous Enameled 2 14 7.070 500 223 .447 10,000 1000 .100 
RESISTORS 3 17 5.770 750 274 ,365 15,000 1217 .081 
lao WATT TYPE AR.IOO· 4 20 5.000 1000 316 .316 20,000 1400 .070 

5 22 4.470 1500 388 .259 25,000 1415 .053 
10 31 3.160 2000 448 .224 30,000 1425 .047 
25 50 2.000 2500 500 .200 40,000 1440 .d36 

Core: 34" x Va" x 611211 50 70 1.414 3000 543 .181 50,000 1450 .029 
100 100 1.000 4000 640 .160 60,000 1460 .024 Mounting Centers-7'4't 
200 141 .707 5000 70s .141 75,000 1474 .019 With Brackets P-3689 

Standard Lug #12 250 157 .630 6000 774 .129 100,000 lS00 .015 

ADJUSTABLE 1 12 12.650 250 200 .800 7,500 1096 .146 
Vitreous Enameled 2 18 8.940 500 282 .565 10,000 1260 .• 126 
RESISTORS 3 21 7.300 1,000 400 .400 15,000 1560 .104 160 WATT TYPE AR.160 4 .25 6.320 1,500 489 .326 20,000 .1780 .089 

5 28 5.650 2,000 564 .282 25,000 2000 .080 
10 40 4.000 2,500 630 .252 30,000 2010 .067 
15 49 3.265 3,000 6911 .231 40,000 2020 .OSO 
25 63 2.525 3,500 753 .215 50,000 2030 .040 
50 89 '1.786 4,000 800 .200 60,000 2040 ,034 Core; 11/0" x 3,4" X 81/a11 100 126 1.265 4,500 832 .185 75,000 2065 .027 Mounting Centers-91,4" 

With Brackets P·4898 200 178 .894 5,000 895 .179 80,000 2080 .025 
. Standard Lug # 14 100,000 2100 .021 

ADJUSTABLE 1 14 14.140 1,000 447 .447 15,000 1725 .115 
Vitreous -Enameled 2 20 10.000 1,500 547 ,365 20.000 2000 .100 
RESISTORS 3 24 8.162 2,000 632 ,316 25,000 2225 .089 
200 WATT TYPE AR·200 II!i 4 28 7.070 2.500 707' .283 30,000 2460 .082 

~-:. 5 31 6.325 3,000 776 .259 40,000 2480 .062 
10 44 4.470 3.500 840 .240 50.000 2500 .050 
25 70 2.828 4,000 900 .225 60.000 2500 .042 
50 lOO 2.000 4,500 945' ,210 75.000 2500 .033 . Core: 1118" x 3.4" X 101/all 

100 141 1.414 5,000 1000 .200 100.000 2500 .025 Mounting Centers-l1',4" 
250 224 .895 7,500 1222 .163 With Brackets P·4898 

Standard lug #14 500 316 .632 10,000 1410 .141 

Mfd. by TRU·OHM PROOUCTS, DIVISION OF MODEL ENG. & MFG. INC. • General Sales Office: Chicago, lit 
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SECTION 4700 

~ 
AXIAL LEAD 

RESISTOR • 
Vitreous Enamel 

D I TYPE VAL 
TRU-OHM Vitreous enameled wire wound 
resistors with axial leads are available in 
a wide range of resistance values and 
wattage ratings. 

'" t /leqd O.b. 
"'Tin~d L(ad~/ ~Watt&.O~z. 

5Wait=.O~Z 
IOWatf·.040 

WATTAGE 

3 

5 

10 

20 

RES.ISTANC~ 
RANGES 

1-10000 

1-25000 

1-50000 

1-100000 

CORE 
DIA. 

CORE 
LENGTH 

Y,6/1 

1J{6/1 

11~[ 

2lti1/1 

STANDARD RESISTANCE TOtERANCE +5% 

LEAD 
DIA. 

.032 

.032 

.040 

.040 

LEAD 
LENGTH 

1 %/1 

1 %" 

1 %/1 

1 %/1 

All welded construction, resistant to thermal shock and humidity are assured by thermally matching the expan­
sion rates of core, enamel and end cad. Continuous operating temperature 340°C. Max. 40°C. ambient. These 
commen:ial units are engineered to meet and exceed the rigid requirements of the MIL-R-26-C specifications. 

AXIAL LEAD PRE'CISION WIRE WOUND RESISTORS 
With Exclusive Silicone Coating 

TYPE S·AL Series 
Miniature size - all welded construction - precision toler­
ances ±5% is standard for all types. +-2%, ± 1 % and 
+-%% tolerances are available at additional cost. Maxi­
mum power in minimum space. 

STANDARD TYPES 

LEAD SIZE DIMENSIONS CORE SIZE 
TYPE WATTAGE Lgth. Dia. Lgth. Dia. Lgth. Dia. 

S. AL·1 1 1~ .032 %2 % Ya K6 
S. AL-3 3 1~ .032 %2 ~ %2 J{6 
S. Al-5 5 1~ .032 ;(6 2%2 Ji Ys 
S. AL-7 7 1~ .032 % 1~2 ;(6 1 
S. AL·10 10 1~ .032 % 12%2 ;(6 1% 
S. AL-15 15 1~ .040 X 11}{6 J{6 1~ 
S. AL.20 20 IX .040 X 23{6 J{6 2 

SPECIAL TYPES 

S. AL-I A 1 1~ .025 %2 1%2 }{6 % 
S. AL-IB 1 1~ .025 %2 1%2 X6 ~ 
s. AL.2 2 1~ .032 3{6 W6 Ya % 
S. AL.3A 3 1~ .032 3{6 ~6 Ya ~6 
S. AL-3B 3 IX .032 Ji % 3{6 % 
s. AL-7A 7 IX .032 ;(6 1%2 Ji 13{6 

RESISTANCE 
Min. Max. 

1!2 300012 
In 550012 
In 1400012 
In 2000012 
In 5000012 
In 5500012 
In 9000012 

In 150012 
In 350012 
In 1200012 
In 600012 
In 800012 
In 3900012 

Mfd. by TRU-OHM PRODUCTS DIVISION ,OF MODEL ENG. & MFG. INC. 
General Sales Office: Chicago, III. 
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NOTE I: 

All S • At Resistors 
are made to. order. 
Materials for 
Standard Types are 
Stock items. 
Materials for 
Special Type' must 
be purchased 
to order. 

NOTE 2: 
Overall Dimension 
Tolerances are 
±1/32 on Diameter 
and ±1/16 on 
Length. (Tolerance 
on Length of 1 Waft 
Size is ±1/32.) 

© U.C.P., Inc. 



~ 
R-25 

25 Watts-

Dia. - lKl' 
Back of panel dim. 

l~l' 
Shaft Dia. Y.I" 

Approx. 295 0 Rotat'n 
Panel mtg. to Y.I" 

by %"-32 bushing 

R-50 

50 Watts 

Dia. - 2~6 
Back of panel dim. 

1?{6" 
Shaft-Dia. Y.I" 

Approx. rotat'n 300 0 

Panel mtg. to Y.I" 
by %"-32 bushing 

R-75 
75 Watts 

Dia.-2%" 
Back of panel dim. 

1%" 
Shoft-Dia. Y.I" 

Approx. rotat'n 300 0 

Panel mtg. to Y.I" 
by %-32 bushing 

R-I00 
100 Watts 

Dia. lYe" 
Back of panel dim. 

1%" 
Shaft-Dia. Y.I" 

Approx. rotat'n 300 0 

Panel mig. to Y.I" 
by %-32 bushing 

R-150 
150 Watts 
Dia.-411 

Back of panerDim. 2" 
Shaft Dia. Y.I" 

Approx. rotat'n 300 0 

Panel mtg. 10 Y.I" 
by %-32 bushing or 
two 10-32 Flat Head 
Screws - mtg. cenlers 
%" each side from 
shafl center. 

R-lOO 

300 Watts 

Dia.6" 
Back of panel dim. 

2Y.1" 
ShaflDia. %" 

Approx. rotat'n 315 0 

Panel intg. to 1 Y.I" 
by Iwo Y.I - 20 by 
I ~ Flal Head mig. 
Screws 

SECTION 47001 

POWER RHEOSTATS 
VITREOUS ENAMELED 

Manufactured to meet and exceed MIL-R-22 Specifications 
----------------c-A-T-.N-O--.--.~E~SI~ST~A~N~C~E~M--A-X-.A-M~PS~.--~-----C-A-T-.-N-O-.--.-I-SI-U-A-N-C-I---M-A-X-.-A-M--PS-. 

100 1 5.000 112 125 .445 
101 2 3.540 75 375 
102 3 2.880 113 1 . 
103 6 2.040 114 2SO .316 

115' 350 267 
104 8 1.770 116 500 . 
lOS 10 1.580 117 7SO :~=~ 
106 15 1.290 118 1000 .155 
107 .25 1.000 119 1500 .129 
108 35 .845 120 2500 .100 
109 so .707 121 3500 .084 
110 75 .575 122 5000 .070 
111 100 .500 

CAT. NO. aESISTANCI 

200 0.5 
201 1 
202 2 
203 4 
204 6 
205 8 
206 12 
207 16 
20B 22 
209 35 
210 50 
211 BO 

CAT. NO. 
300 
301 
302 
303 
304 
305 
306 
307 
308 
309 
310 
311 

CAT. NO. 

400 
401 
402-
403 
404 
405 
4()6 
407 
408 
409 
410 
411 

CAT. NO. 

500 
SOl 
S02 
S03 
S04 
S05 
506 
S07 
508 
509 
510 
511 
512 

RESISTANCE 
0.5 
I 
2 
3 
5 
7.5 

10 
16 
25 
SO 
75 

IOQ 

RESISTANCE 

0.5 
1 
2 
3 
5 
7.5 

10 
16 
25 
SO 
75 

]00 

IIESISTANCE 

0.5 
I 
2 
3 
5 
7.5 

10 
15 
25 
35 
SO 
75 

100 

MAX. AMPS. CAT. NO. JlESISTANCE MAX. AMPS. 
212 _125 .630 

10.000 213 150 .574 
7.070 214 225 .470 
5.000 215 300 .408 
3.540 216 500 .316 
2.B80 217 BOO .250 
2.500 218 1000 .223 
2.040 219 1600 .176 
1.160 220 2500 .141 
1.500 221 3500 .119 
1.190 222 5000 .100, 
1.000 223 8000 .079 
.790 224 

MAX AMPS. CAT. NO. 
12.300 312 
8.660 '313 
6.120 314 
5.000 315 
3.880 316 
3.160 317 
2.740 318 
2.170 319 
1.730 320 
1.230 321 
1.000 322 

MAX. AMPS. 

14.100 
10.000 

7.070 
5.7SO 
4.470 
3.650 
3.160 
2.500 
2.000 
1.410 
1.150 
1.000 

MAX. AMPS. 

17.300 
12.300 

B.650 
7.070 
5.480 
4.470 
3.880 
3.163 . 
2.450 
2.070 
1.735 
1.415 
1.225 

323 

CAT. NO. 
412 
413 
414 
415 
416 
417 
418 
419 
420 
421 
422 
423 

CAT. NO. 

513 
514 
515 
516 
517 
518 

·519 
520 
521 
522 
523 
524' 
525 

RESISTANCE 
200 
300 
400 
500 
7SO 

1,000 
1,500 
2,000 
2,500 
5,000 
7,500 

10,000 
RESISTANCE 

ISO 
200 
250 
350 
500 
750 

I,2SO 
1,800 
2,250 
3,000 
4.500' 
7,500 

10,000 

MAX. AMPS 
.707 
.575 
.500 
.447 
.365 
.316 
.258 
.224 
.200 
.141 
.115 

MAX. AMPS. 

1.000 
.865 
.775 
.655 
.548 
.447 
.346 
.288 
.259 
.224 
.182 
.141 
.12.2 

CAT. NO. 

700 
701 
702 
703 
704 
705 
706 
707 
708 
709 
710 

RESISTANCE MAX. AMPS. CAT. NO. 

711 
712 
713 
714 
715 
716 
717 
718 
719 
720 
721 

RESISTANCE MAX. AMPS. 

1 
2 
3 
4 
5 
7.5 

10 
15 
25 
50 
75 

17.32 
12.24 
10.00 
8.66 
775 

6.32 
5.48 
4.47 
3.46 
2.45 
2.00 

100 
150 
200 
300 
400 
700 
900 

1,200 
1,500 
1,750 
2,500 

1.73 
1.41 
1.22 
1.00 

.87 

.66 

.58 

.50 
.45 
.41 
.35 

You are guaranteed to receive 24 hour delivery as we maintain jobber stock items! 
Mfd. by TRU-OHM PRODUCTS DIVISION OF MODEL ENG. & MFG. INC. General .Sales Office: Chicago, III. 
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SECTION 4700 

Each kit includes units covering a wide resistance range 
and physical size. VECO Designers' Kits are furnished with 
technical characteristics, curves and schematics to assist 
in the solution of circuitry designs and problems concern­
ing the use and application of VECO thermistors and 
varistors. 

Description 

Designers' Disc Kit 
Contains one each: 11E2, 12E2, 15D1, 
21E21, 22ES, 23034, 2504, 31E2, 32012, 
3506, 4102 

Designers' Probe Kit 
Contains one each: 21A3, 31All, 41A11, SiAl 
61All, 7lA11 

Designers' Rod Kit 
Contains one each: 33S1, 
43R1, 45R1, 5lR1, 51R2 

Resistance 
@ 25°C (ohms) 

SMALL BEAD THERMISTORS 
.014" Dla. 

2000 ±25% $4.00 
2,000 ±25% 3.00 
3,500 ±15% 5.00 
8,000 ±25% 3.80 

30,000 ±25% 4.20 
30,000 ±25% 4.00 

100,000 ±25% 4.00 
MED IUM & LARGE BEADS 

.043" to .0811" Dla. 
100 ±20% $3.80 
500 ±20% 4.00 

1,000 ±20% 2.90 
2,000 ±20% 2.90 
2,000 ±20% 2.70 
5,000 ±20% 2.90 

10,000 ±20% 2.90 
30,000 ±20% 2.90 
50,000 ±20% 2.90 

100,000 ±15% 2.70 
500,000 ±20% 3.20 

61A2 1 meg ±20% 3.40 
GLASS THERM ISTOR PROBES 

112" Long 
100 ±20% 

1,000 ±20% 
2,000 ±20% 
5,000 ±20% 

10,000 ±20% 
30,000 ±20% 

100,000 ±15% 
500,000 ±20% 

1 meg ±20% 
10 meg ±20% 

$3.80 
2.70 
2.40 
2.70 
2.70 
2.70 
2.60 
3.20 
3.30 
4.00 

GLASS THERMISTOR PROBES 
2" Long 

32A1 2,000 ±20% $2.80 
34A3 3,500 ±30% 2.811 
41A1 10,000 t20% 3.70 
45A1 50,000 ±20% 3.70 
51Al 100,000 ±15% 3.0C 
SIAl 1 meg ±20% 4.30 

GLASS THERMISTOR RODS 
& BULliS 

32A3 2,000 ±25 % $S .40 
37A1 7.000 ±20% 4.20 
44A1 35,000 ±25% 2.20 
45B2 50,000 ±40% .3.00 
46A2 60,500 ±29% 3.00 
49A1 85,000 ±25% 2.20 
65Al 5.4 meg ±32% 7.00 
71A2 12 meg ±20% 5.80 
MATCHED PAIR OF THERMISTOR 

BEADS ON HERMETIC SEALS 
A33 2,000 ±25% $15.00 

11E2 
12E2 
1501 
18E2 
2102 
21E2. 
21E21 
22E6 
2307 
23034 
23E3 
2504 
25E2 

DISC THERMISTORS 
.1" to 1.0" Dla. 

10 ±10% 
20 ±10% 
50 ±10% 
75 ±10% 

100±10% 
100±10% 
100 ±10% 
200 ±10% 
295 ±10% 
300 ±10% 
310 ±10% 
500 ±1O% 
500 ±10% 

$1.00 
1.00 
1.50 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.20 
1.00 
1.00 

Number Description 

KTBl Designers' Bead Kit 
Contains one each: 21A2, 31A2, 
43A2, 51A2, 51A30, 61A2. Complete 

KW 125 Designers' Washer Kit 
Contains 2 each: 11X1, 12X15, 14X4, 
22WS, 24W6. A828 (1 only) 

KV 100 Designers' Varistor Kit ". 
Contains one each: 023l4, 023W1, 
11411, l24W1, 143Wl, 155l2, l65W2, A8l8 

KV 1001 Designers' Varistor Kit 
Contains one each: 023l9, OS3l9, ll4l2, 
124l2, 134ll, 155l3, 17511, 19511 

2701 725 ± 5% 
2801 760 ± 5% 
3104 1,0'00 ±10% 
3107 1,200 ±10% 
31E2 1,000 ±10% 
32012 2,000 ±10% 
3302 3,000 ±10% 
33010 3,000 ±10% 
35D2 5,000 ±10% 
3506 5,000 ±10% 
4102 10,000 ±10% 

$3.40 
3.40 
1.00 
1.20 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 
1.00 

WASHER THERMISTORS 

llX1 
12X15 
14X2 
14X4 
21W1 
21W4 
22X1 
22W2 
22W6 
23Wl 
24W6 
24Wl 

33S1 
36S1 
38S1 
41R1 
41S1 
41S2 
43R1 
45Rl 

.2" to .770" Dla. 
10 ±10% 
20 ±10% 
38 ±10% 
40 ±lO% 

100 ±10% 
130 ±10% 
150 ±10% 
180 ±10% 
200±10% 
315 ±10% 
400±10% 
415 ±10% 

ROD THERMISTORS 
.5" to 1.6" Long 

3,150 ±10% 
6,300 ±10% 
8,000 ±10% 

10,000 ±10% 
10,000 ±10% 
10,000 ±10% 
31,500 ±10% 
50,000 ±10% 

$1.30 
1.30 
1.50 
1.30 
1.30 
1.50 
1.30 
1.50 
1.30 
1.50 
1.30 
1.50 

$1.30 
1.30 
1.30 
1.30 
1.30 
1.60 

. 1.30 
1.30 

51Rl 
51R2 

100,000 ±10% 
100,000 ±10% 

VARISTORS 

$1.30 
1.60 

023L4 1.5V min. @ 1 ma. $ .80 
C23L9 6V @ 5 ma. DC 1.00 
023W1 9.09V to 12.3V 

@ 25 rna. LBO 
063L4 4.6V min @ 1 ma. .55 
063L9 10V @ 5 ma. DC 1.00 
114L1 16V to 24V @ 15 ma. 1.40 
114L2 15V @ 5 mao DC 1.00 
12411 25V (iii 5 ma. DC 1.00 
124L2 35V @ 5 rna. DC 1.00 
124W1 26.8V to 32.2 V 

@15 ma. 3.00 
134L1 50V @ 5 ma. DC 1.00 
143Wl 13.2V to 20.3V 

@ 50/La 2.00 
15512 40.8V to 55.2V 

@ 1 ma. 4.20 
155L3 75V @ 5 rna. DC 1.00 
165W2 95V to 120V 

Iii! 10 ma. 5.00 
17511 100V @ 5 ma. DC 1.00 
19511 120V @ 5 ma. DC 1.00 

MOUNTING ACCESSORIES 
AS15 Mounting Kit 

for 1 washer $1.00 
A816 Mounting Kit 

for 3 washers 1.25 
AS18 Mounting Kit w/Bracket 

for 1 washer 1.50 
A828 Mounting Kit w/Bracket 

for 3 washers 1. 75 
A819 Packing Gland-Probe 4.00 

TECHNICAL LITERATURE 
VECO THERMISTOR AND VARISTOR DATA BOOK 

containing historical background, technical data, 
typical circuitry, curves and other valuable informa-
t~~ ............ . ........................... $l~O 

Literature covering technical data pertaining to VECO prod­
ucts available F.REE. The new Technical Catalog of VECO 
products appears in section 4700 of Electronic Engineers 
Master or may be obtained through your local jobber. 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE 
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SECTION 4700 

ViJAoJun® WARD LEONARD 
RING RHEOSTATS 

o 
TYPE 25R 

TYPE 
50R 

2S-Watt - 50-Watt 
The Ward Leonard 2S-walt (Type 2SR) and SO-watt (Type SOR) Ring Rheostats are especially 

suited for use in electronic and electrical circuits where gradual and positive resistance change is 
essentiat Balanced contact arms, self-lubricating metal graphite contact shoes, and no backlash in 

the drive shaft combine to assure uniform contact pressure and smooth operation. 

Standard shaft length for back-of-board mounting on \4" panet 

DIMENSION 
SKETCH 

SEE DIMENSIONS 

HEADING EACH 

TABLE 

2S WATTS TYPE 25R 

Dimensions: A-I"" B-1'18" 
C-1" 0-11/2" 

Approx. 
Current No. of Price 

M.A. Steps Less Knobt 
5000 32 $4.63 
3540 32 4.63 
2880 51 4.63 . . . 
2040 85 4.63 
1770. 95 4.63 
1580 95 4.63 
1280 102 4.11 
1000 102 4.11 840 102 4.11 707 97 4.11 574 129 4.11 500 162 

407 190 4.11 
316 200 4.11 
267 220 4.11 
223 245 4.11 
181 292 4.11 
158 315, 4.63 
128 369 4.63 
100 388 4.63 
84 388 4.90 
70 595 4.90 . . . 
* * * 

tPrice with Knob add $.29. 

50 WATTS TYPE 50R 

Dimensions: A-2~o" B-11/8" 
C-1" 0-11/2" 

Approx. 
Current No. of Price 

Ohms M.A. Steps Less Knobt 

1 7070 45 $5.15 
2 5020 56 5.15 
3 * . 
4 3540 56 5.15 
6 2880 94 5.15 
8 2500 94 4.63 

10 2230 94 4.63 
15 1810 113 4.63 
25 1415 144 4.63 
35 1190 144 4.63 
50 1000 180 4.63 
75 812 , 144 4.63 

100 707 216 
150 574 252 4.63 
250 447 245 4.63 
350 374 288 4.63 
500 316 324 4.63 
750 256 373 4.90 

1000 223 390 4.90 
1500 181 396 4.90 
2500 141 547 4.110 
3500 119 547 5.15 
5000 100 786 5.15 
7500 81 905 5_15 

10000 70 947 5.15 

STANDARD RESISTANCE TOLERANCE ±10% The Ring Rheostats shown on this page are standard values and sizes 

carried in stock at our factory and by our Distributors. Information con_ 

cerning Rheostats of special construction available on request. 

100-Watt - lS0-Watt 
The Ward Leonard 100-watt (Type IOORI and l50-watt (Type l50Rl Ring Type Rheostats are of 

sturdy construction for electrical applications, such as control of fractional h.p. motors, rectifiers, 

voltage regulators, and some electronic circuits, such as filament and battery control. 
TYPE lOOR 

100 WATTS TYPE 100R 

Dimensions: A-3%2' B-11f.z" 
C-1" 0-11/2" 

Approx 
Current No. of Price 

M.A. Steps Less Knobt Ohms 
10000 30 $7.72 1 
7070 56 7.72 2 
5740 66 7.72 3 
4470 56 7.72 5 
3640 66 7.72 7.5 
3160 104 7.72 10 
2560 113 7.72 15 
2000 144 7.21 25 
1415 180 7.21 50 
1150 180 7.21 75 
1000 216 7.21 100 
707 252 7.21 200 
574 252 7.21 300 
500 252 7.21 400 
447 324 7.21 500 
364 396 7.21 750 
316 410 7.72 1000 
223' 410 7.72 2000 
200 410 7.72 2500 
141 685 8.24 5000 
115 820 8.76 7500 
100 820 9.26 10000 

tPrlce with Knob add $.29. 

© U.c.P., Inc. 

ISO WATTS TYPE 150R 

Dimensions: A-4" B-1'¥4" 
C-1" 0-11/2" 

Current 
Approx. 
No. of Price 

M.A. Steps Less Knobt 
12240 39 $9.78 
8660 39 9.78 
7070 70 9.78 
5470 73 9.78 
4470 70 9-.78 
3870 70 9.78 
3160 120 9.78 
2440 152 9.26 
1730 190 9.26 
1415 228 9.26 
1224 228 9.26 
866 265 9.26 
707 303 9.26 
612 342 9.26 
547 342 9.26 
447 418 9.78 
387 432 9.78 
273 575 10.30 
244 456 10.30 
173 865 11.33 
141 1000 11.33 
122 1000 12.35 

TYPE 
l50R 

300 WATT TYPE 300 R 
Dimensions: A-6" B-2~/' Shaft-%" x 2" 

Resislance Values I to 2500 ohms 
Price less Knob $15.29 
Price with Knob $1 6.45 
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Vi:buJuH ® 
RESISTORS 

Wire-wound, power type, vitreous enamel_ reo 

sistors designed for high reliability. Coated with 

famous crazeless VITROHM enamel. 

S WATTS Size-til x ~611 TYPE SF 

Ohms m.a. Price Ohms m.a. Price Ohms m.a. Price 
1 2230 $0.52 100 223 $0.52 1200 64 $0.56 
1.5' 1820 .52 125 200 .52 1250 63 .56 
2 1580 .52 150 182 .52 1500 57 .56 
3 1290 .52 200 158 .52 1750 53 .56 
4 1117 .52 225 148 .52 2000 50 .56 
5 1000 .52 250 141 .52 2250 47 .56 
7.5 811 .52 300 129 .52 2500 45 .56 

10 707 .52 mm' .52 3000 40 .56 
12 644 .52 .52 3500 37 .56 
15 577 .52· 450 105 .52 4000 35 .56 
20 500 .52 500 100 .52 4500 33 .56 
25 450 .52 600 91 .52 5000 31 .56 
30 408 .52 700 84 .52 6000 28 .58 
35 378 .52 750 81 .52 7000 26 .58 
40 353 .52 800 79 .52 7!100 25 .58 
50 316 .52 900 74 .52 8000 25 .58 
75 257 .52 1000 70 .52 9000 23 .58 

1100 67 .56 10000 22 .58 

10 WATTS Type 10F-Fixed Type IDA-Adj. 

Size-13/4" x ~.' Mtg. Centers-2V8" 

Price Price 
Ohms m.a. Fixed Adj. Ohms m.a. Fixed Adj. 

1 3160 $0.57 $1.14 1200 91 $0.61 
1.5 2580 .57 · 1'-50 89 .61 $1.18 
2 2235 .57 1.14 1500 81 .61 1.18 
3 1825 .57 1.14 1750 75 .61 • 
4 1580 .57 · 2000 70 .61 1.18 
5 1415 .57 1.14 2250 66 .61 . 
7.5 1155 .57 1.14 2500 63 .61 h18 

10 1000 .57 1.14 3000 58 .61 1.18 
12 913 .57 · 3500 53 .61 1.18 
15 815 .57 1.14 4000 50 .61 1.18 
20 707 .57 1.14 4500 47 .61 1.18 
25 630 .57 1.14 5000 45 .61 1.18 
30 577 .57 · 6000 41 .70 1.27 
35 534 .57 7000 38 .70 1.27 
40 500 .57 7500 36 .70 1.27 
50 450 .57 1.14 8000 35 .70 1.27 
75 365 .57 1.14 8500 34 .70 1.27 

100 316 .57 1.14 9000 33 .70 1.27 
125 283 .57 • 10000 32 .70 1.27 
150 258 .57 1.14 11000 30 .77 
200 224 .57 1.14 12000 29 .77 
225 211 .57 * 12500 28 .77 
250 200 .57 1.14 13500 27 .77 
300 182 .57 1.14 15000 25.5 .77 
350 169 .57 1.14 '16000 25 .77 
400 158 .57 1.14 17500 24 .77 
450 149 .57 .. 18000 23 .77 
500 142 .57 1.14 20000 22 .77 
600 

l~ 
.57 1.14 22500 21 .83 

700 .57 · 25000 20 .83 
750 11 .57 1.14 30000 18 .83 
800 112 .57 1.14 35000 17 .83 
900 105 .57 · 40000 16 .83 

1000 100 .57 1.14 45000 15 .92 
1100 95 .61 · 50000 14 .92 

20 WATTS TYPE 20F 

Size-2" xU,' Mtg. Centers-25Al" 

Current Current Current 
Ohms m.a. Price Ohms m.a. Price Ohms m.a. Price 

1 4480 $0.68 850 153 $0.68 10000 45 $0.83 
3 2580 .68 1000 141 .68 12500 40 .85 
5 2000 .68 1200 130 .70 15000 36 .85 

10 1410 .68 1250 125 .70 20000 32 .85 
15 1150 .68 1500 115 .70 25000 28 .99 
25 900 .68 1750 107 .70 30000 26 .99 
50 630 .68 1850 104 .70 35000 24 .99 
75 517 .68 2000 100 .70 40000 22 .99 

100 450 .68 2250 94 .70 45000 21 1.15 
150 365 .68 2400 91 .70 50000 20 1.15 
175 340 .68 2500 90 .70 55000 18 1.15 
200 320 .68 2750 85 .70 60000 16 1.15 
250 285 .68 3000 81 .70 65000 15 1.37 
300 258 .68 3500 76 .70 70000 14 1.37 
350 240 .68 4000 70 .70 75000 13 1.37 
400 224 .68 4500 67 .70 80000 12 1.37 
500 200 .68 5000 63 .70 85000 11.5 1.57 
650 175 .68 6000 57 .83 90000 11 1.57 
700 169 .68 7000 53 .83 95000 10.5 1.57 
750 163 .68 7500 51 .83 100000 10 1.57 
800 155 .68 8000 50 .83 

SECTION 4700 

WARD LEONARD 
HEAVY DUTY RESISTORS 

Types 25F, 50F t 100F, 160F, 
lOOF Furnished with lug term­
inals and mounting brackets. 

Types SF, 10F, and 20F. 
Furnished with wire ter· 
minal leads. Brackets sup· 
plied on request~ 

Type lOA, 25A,50A, aOA,-
100A, 1 60A, 200A. Furnished 
with mounting brackets and 
one adjustable band. 

Order by Type Number and 
Resistance Value. 

Asterisks ("') in Tables Indicate that 
Resistors are not Stock Items . 

' ... \ 

ADJUSTABLE BANDS 
Screw Driver· Type 

Size of 
Resistor Cat. No. Price 

10 Watts 6091 $0.26 
25 Watts 612A .26 
50 Watts 612B .26 
80 Watts 612B .26 

100 Watts 6150 .26 
160 Watts 6150 .26 
200 watts 6150 .26 

Bakelite Knob Type 

25 Watts 
50 watts 
80 Watts 

100 Walts 
160 Watts 
200 Watts 

610A 
610B 
610B 
6190 
6190 
6190 

$0.40 
.40 
.40 
.40 
.40 
.40 

80 WATTS • TYPE 80A 

Size-6V2" x '¥4" 
Mtg. Centers-7V4" 

Current 
Ohms m.a. Price 

'1 8940 $1.87 
2 6320 1.87 
3 5160 1.87 
4 4470 1.87 
5 4000 1.87 

10 2830 1.87 
15 2310 1.87 
25 1790 1.87 
50 1260 1.87 
75 1030 1.87 

. 100 894 1.87 
200 632 1.87 
250 565 1.87 
300 515 1.87 
400 447 1.87 
500 400 1.87 
750 325 1.87 
800 316 1.87 

1000 282 1.87 
1250 253 1.92 
1500 231 1.92 
2000 200 1.92 
2250 188 1.92 
2500 178 1.92 

Current 
Ohms m.a. Price 

3000 161 $1.92 
3500 151 1.92 
4000 141 1.92 
4500 133 1.92 
5000 126 1.92 
6000 ll5 2.01 
7000 107 2.01 
7500 103 2.01 
8000 100 2.01 
9000 94 2.01 

10000 89 2.01 
15000 73 2.13 
20000 63 2.13 
25000 57 2.32 
30000 51 2.32 
35000 48 2.32 
40000 45 2.32 
45000 41 2.52 
50000 40 2.52 
60000 36 2.52 
70000 33 2.78 
80000 31 2.78 

100000 28 2.93 

25 WATTS Type 2SF-Fixed Type 2SA-Adj. 
Size-2" x Sfa" Mtg. Centers-2%" 

Price Price 
Qhms m .•• Fixed Adj. Ohms m.a. FIxed Adj. 

1 5000 $0.72 $1.29 2500 100 $0.75 $1.32 
2 3535 .72 1.29 3000 90 .75 1.32 
3 2890 .72 1.29 3500 85 .75 1.32 
4 2500 .72 · 4000 80 .75 1.32 
5 2230 .72 1.29 4500 74 · 1.32 
7.5 1825 · 1.29 5000 70 .75 1.32 

10 1580 .72 1.29 6000 65 .85 1.42 
15 1290 .72 1.29 7000 60 · 1.42 
20 1115 · 1.29 7500 58 .85 1.42 
25 1000 .72 1.29 8000 56 · 1.42 
50 710 .72 1.29 . 8500 54 .85 1.42 
75 580 .72 1.29 9000 52 · 1.42 

100 500 .72 1.29 10000 50 .85 1.42 
150 410 .72 1.29 12000 46 .90 1.41 
200 354 .72 1.29 15000 41 .90 1.41 
250 315 .72 1.29 20000 34 .90 1.47 
300 289 .72 1.29 25000 32 1.04 1.61 
400 250 .72 1.29 30000 29 1.04 
500 224 .72 1.29 35000 27 1.04 
750 182 .72 1.29 40000 25 1.04 
800 177 .72 1.29 50000 20 1.21 
850 170 .72 1.29 60000 17 1.21 

1000 158 .72 1.29 70000 14 1.42 
1250 140 .75 1.32 75000 13 1.42 
1500 129 .75 1.32 80000 12 1.42 
2000 112 .75 1.32 100000 10 1.64 
2250 105 • 1.32 

50 WAnS Type SOF-Fixed Type SOA-Adj . 

Size-4'h" X '¥4" Mtg. Centers-5V4" 

Price Price 
Ohms m .•. FIxed Adj. Ohms m.a. Fixed Adj. 

1 7070 $1.11 $1.68 5000 100 $1.14 $1.71 
2 5000 1.11 . 1.68 6000 91 1.23 1.80 
3 4080 1.11 1.68 7000 85 1.80 
4 3535 1.11 1.68 7500 82 1.23 1.80 
5 3160 1.11 1.68 8000 79 1.23 1.80 

10 2235 1.11 1.68 9000 75 * 1.80 
25 1415 1.11 1.68 10000 71 1.23 1.80 
50 1000 1.11 1.68 12000 65 1.35 1.92 
75 815 1.11 1.68 12500 63 1.35 · 100 707 1.11 1.68 15000 58 1.35 1.92 

150 575 1.11 1.68 20000 50 1.35 1.92 
200 500 1.11 1.68 25000 45 1.54 2.11 
250 445 1.11 1.68 30000 41 1.54 2.11 
300 408 1.11 1.68 35000 38 1.54 • 
400 353 1.11 1.68 40000 35 1.54 2.11 
500 316 1.11 1.68 45000 33 1.72 * 
750 258 1.11 1.68 50000 32 1.72 2.29 
800 250 1.11 1.68 60000 29 . 2.29 

1000 224 1.11 1.68 75000 23 1.97 2.54 
1250 200 • 1.71 80000 21 . 2.54 
1500 180 1.14 1.71 100000 17 2.13 2.70 
2000 160 1.14 1.71 125000 14 2.57 
2250 150 1.71 150000 12 2.70 
2500 141 1.14 1.71 175000 10 2.79 
3000 130 1.14 1.71 200000 9 2.89 
3500 120 · 1.71 225000 8 3.24 
4000 110 1:14 1.71 250000 7 3.24 
4500 105 · 1.71 

100 WATTS Type 100F-Fixed Type 100A-Adj. 
Size-6V2" X l'/a" Mtg. Centers-7V4" 

Ohrns m .•• 
1 10000 
2 7070 
3 5770 
4 5000 
5 4470 

.10 3160 
25 2000 
50 1410 
75 1150 

100 1000 
125 895 
150 815 
200 707 
250 630 
400 500 
500 447 
750 365 

1000 316 
1250 285 
1500 260 
2000 225 

Price 
FIxed Adj. 
$1.54$2.11 

1.54 2.11 
1.54 2.11 
1.54 2.11 
1.54 2.11 
1.54 2.1:1 
1.54 2.11 
1.54 2.11 
1.54 · 1.54 2.11 
1.54 · 1.54 · 2.11 
1.54 2.11 
• 2.11 

1.54 2.11 
1.54 2.11 
1.54 2.11 
1.60 · 1.60 2.17 
1.60 2.17 

Ohms m .•• 
2500 200 
3000 180 
3500 170 
4000 158 
4500 150 
5000 141 
6000 130 
7500 115 

10000 100 
15000 80 
20000 70 
25000 63 
30000 58 
35000 54 
40000 50 
50000 45 
60000 41 
70000 38 
75000 36 

100000 32 

Price 
FIxed Adj. 
$1.60 $2.17 

1.60 2.17 
1.60 * 
1.60 2.17 
1.60 2.17 
1.60 2.17 
* 2.30 

1.73 2.30 
1.73 2.30 
1.87 2.44 
1.81 2.44 
2.13 2.70 
2.13 2.70 
2.13 
2.13 
2.21 
2.21 
2.45 

2.70 
2.18 
2.78 · 2.45 3.02 

2.75 3.32 
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I SECTION 4700 

Vd~ RESISTORS 
Order by Type Number and Resist­
ance Value. Asterisks (*) in Table 
indicate that Resistors are not Stock 
items. 

i WARD LEONARD 
160 WATTS Type 160F-Fixed Type 160A-Adj. 200 WATTS Type 200F-Fixed Type 200A-Adj. 

Size-8V2" x 11/8" Mtg. Centers-9V," Size-101;''' x 1V8" Mtg. Centers-11V," 
Ohms m.a. Fixed Adj. Ohms m.a. Fixed Adj. Ohms m.a. Fixed Adj. Ohms m.a. Fixed Adj. 

1 12650 $2.28 $3.16 2500 252 $2.32 $3.20 1 14140 $2.46 $3.34 _. 3500 240 $2.53 $3.41 
2 8940 2.28 3.16 3000 230 2.32 3.20 2 10000 2.46 3.34 4000 225 2.53 3.41 
3 7300 2.28 3.16 3500 215 2.32 3.20 3 8162 2.46 3.34 4500 210 2.53 3.41 
4 6320 2.28 3.16 4000 200 2.32 3.20 4 7070 2.46 3.34 5000 200 2.53 3.41 
5 5650 2.28 3.16 I 4500 185 2.32 3.20 5 6320 2.46 3.34 7500 163 2.71 3.59 

10 4000 2.28 ~:1~ I 5000 178 2.32 3.20 10 4470 2.46 3.34 10000 141 2.71 3.59 
15 3265 2.28 7500 146 2.53 3.41 25 2825 2.46 3.34 150CO 115 2.89 3.77 
25 2525 2.28 3.16 i 10000 126 2.53 3.41 50 2000 2.46 3.34 20000 100 2.89 3.77 
50 1785 2.28 3.16. 15000 105 2.71 3.59 75 1630 2.46 * 25000 90 2.98 3.86 
75 1460 2.28 20000 90 2.71 3.59 100 1414 2.46 3.34 30000 82 2.98 3.86 

100 1265 2.28 3.16 25000 80 2.80 3.68 150 1150 2.46 35000 76 2.98 * 
150 1035 2.28 * 30000 73 2.80 3.68 250 900 2.46 3.34 40000 71 2.98 3.86 
200 894 2.28 3.16 35000 68 2.80 * 500 632 2.46 3.34 50000 63 3.08 3.96 
250 800 2.28 3.16 40000 64 2.80 3.68 750 515 2.46 60000 58 3.08 3.96 
500 565 2.28 3.16 50000 57 2.89 3.77 1000 447 2.46 3.34 75000 52 3.26 4.14 
750 460 2.28 . 60000 52 2.89 3.77 1500 365 2.53 

3.41 I 
100000 45 3.46 4.34 

1000 400 2.28 3.16 I 75000 46 3.08 3.96 2000 315 2.53 3.41 125000 40 4.57 
1500 326 2.32 3.20 80000 45 3.08 3.96 2500 282 2.53 3.41 150000 35 4.83 
2000 280 2.32 3.20 100000 40 3.26 4.14 3000 260 2.53 3.41 

STRIPOHMS 
Order by Type Number and Resistance Value 3 WATTS 

Current 
Ohms m.a. Price 

MINISTRIP 

20 WATTS TYPE 20S 

2" Long-Mtg. Centers 2~o" 

Width Uo" 

Current i Current 
Ohms m.a. Price Ohms m.a. Price 

1 4480 $0.99 1500 115 $0.99 
3 2580 .99 2000 100 .99 
5 2000 .99 2500 90 .99 

10 1410 .99 3000 81 1.04 
15 1150 .99 3500 76 1.04 
25 900 .99 4000 70 1.04 
50 630 .99 5000 63 1.04 

Vitreous enameled wire-wound resistors built on a 
strong refractory core, and provided with low mount­
ing brackets. Particularly suited for applications where 
space is limited. Specially adapted to stacking for 
networks, 

The "Ministrip" is smaller in size than the stand­
ard Stripohm. May be stacked by using 1/32" 
washers. Rated at 20 watts, 

55 WATTS TYPE 555 75 WATTS 

-1--1732-$0.59 
1.5 1414 .59 
2 1225 .59 
3 1000 .59 
4 866 .59 
5 775 .59 
7.5 632 .59 

10 548 .59 
12 500 .59 
15 447 .59 
20 387 .59 
25 346 .59 

'30 316 .59 
35 293 .59 
40 274 .59 
50 245 .59 
75 200 .59 
100 173 .59 

100 450 .99 7500 51 1.10 
150 365 .99 10000 45 1.16 3V2" long-Mtg, Centers 4V4" TYPE 755 5 WATTS 

m m ::: mgg ~~ U~ -,.-------,------
400 224 .99 25000 28 1.33 
500 200 .99 30000 26 1.38 
750 163 .99 35000 24 1.38 

1000 141 .99 40000 22 1.44 
1250 125 .99 50000 20 1.44 

30 WATTS TYPE 30S 

1V4" Long-Mtg. Centers 2" 

Current 
Ohms m.a. Price 

1 5480 $1.42 
3 3160 1.42 
5 2450 1.42 

Current 
Ohms m.a. Price 
500 244 $1.42 
750 200 1.42 

1000 173 1.42 
1250 154 1.42 

Current 
Ohms m.a. Price 

1 7420 $1.70 
3 4280 1.70 
5 3320 1.70 

10 2350 1.70 
15 1910 1.70 
25 1480 1.70 
50 1050 1.70 

100 741 1.70 
150 604 1.70 
200 522 1.70 
250 469 1.70 
400 370 1.70 
500 331 1.70 
750 270 1.70 

1000 234 1.70 

Current 
Ohms m.a. Price 

1250 209 $1.70 
1500 191 1.70 
2000 165 1.70 
2500 148 1.70 
3000 135 1.81 
3500 129 1.81 
4000 117 1.81 
5000 104 1.81 
7500 84 1.87 

10000 74 1.99 
15000 60 2.08 
20000 52 2.15 
25000 47 2.28 
30000 42 2.39 

10 1730 1.42 
15 1420 1.42 
25 1095 1.42 
50 774 1.42 

~~gg m l::~ -------'------
100 547 1.42 
150 447 1.42 
200 387 1.42 
250 346 1.42 
400 273 1.42 

2500 100 1.42 
3000 100 1.52 
3500 92 1.52 
4000 86 1.52 
500077 1.52 

40 WATTS • TYPE 40S 

2" Long-Mtg. Centers 2314" 

Current 
Ohms m.a. Price 

1 6320 $1.47 
3 3650 1.47 
5 2830 1.47 

10 2000 1.47 
15 1630 1.47 
25 1270 1.47 
50 894 1.47 

100 632 1.47 
150 510 1.47 
200 447 1.47 
250 400 1.47 
400 315 1.47 
5C'; 283 1.47 

Current 
Ohms m.a. Price 

750 230 $1.47 
1000 200 1.47 
1250 180 1.47 
1500 163 1.47 
2000 141 1.47 
2500 126 1.47 
3000 114 1.59 
3500 106 1.59 
4000 100 1.59 
5000 88 1.59 
7500 73 1.65 

10000 63 1.77 
15000 51 1.86 

65 WATTS TYPE 65S 

43/4" Long-Mtg. Centers 51f2" 

Current Current 
Ohms m.a. Price Ohms m.a. Price 

1 8060 $1.95 
3 4650 1.95 
5 3610 1.95 

10 2550 1.95 
15 2080 1.95 
25 1610 1.95 
50 1140 1.95 

100 806 1.95 
150 658 1.95 
200 570 1.95 
250 509 1.95 
400 403. 1.95 
500 360 1.95 
750 294 1.95 

1000 254 1.95 
1250 228 1.95 

1500 208 $1.95 
2000 180 1.95 
2500 161 1.95 
3000 146 2.04 
3500 136 2.04 
4000 127 2.04 
5000 114 2.04 
7500 92 2.12 

10000 80 2.23 
15000 65 2.31 
20000 57 2.40 
25000 51 2.53 
30000 46 2.62 
35000 43 2.62 
40000 40 2.73 
50000 36 2.73 

6" Long 
Mtg, Centers 631," 

Current 
Ohms m.a. Price 

18660 $2.12 
35000 2.12 
53870 2.12 

102740 2.12 
152235 2.12 
251730 2.12 
501220 2.12 

100 866 2.12 
150 707 2.12 
200 612 2.12 
250 550 2.12 
400 433 2.12 
500 387 2.12 
750 315 2.12 

1 2230 $0.61 
1.5 1820 .61 
2 1580 .61 
3 1290 .61 
4 1117 .61 
5 1000 .61 
7.5 811 .61 

10 707 .61 
12 644 .61 
15 577 .61 
20 500 .61 
25 450 .61 
3D 408 .61 
35 378 .61 
40 353 .61 
50 316 '.61 
75 257 .61 

100 223 .61 
125 200 .61 
150 182 .61 
200 158 .61 

1000 274 2.12 10 WATTS 
1250 245 2.12 1 3160 $0.68 
1500 224 2.12 1.5 2580 .68 
2000 193 2.12 2 2235 .68 
2500 173 2.12 3 1825 .68 

4 1580 .68 
3000 158 2.22 5 1415 .68 
3500 146 2.22 7.5 1155 .68 
4000 137 2.22 10 1000 .68 

12 913 .68 
5000 122 2.22 15 815 .68 
7500 100 2.28 20 707 .68 

10000 87 2.40 25 630 .68 

15000 71 2.48 
3D 577 .68 
35 534 .68 

20000 61 2.57 40 500 .68 
25000 55 2.70 50 450 .68 

30000 50 2.80 75 365 .68 
100 316 .68 

35000 46 2.80 125 283 .68 
40000 43 2.89 150 258 .68 
50000 37 2.89' 200 224 .68 

225 211 .68 
60000 35 3.03 250 200 .68 
65000 33 3.03 

AXIOHMS 

Vitreous enameled wire-wound 

resistors with 1,/," tinned cap-

per leads for self-mounting. 

The same fine materials used in 

the manufacture of Ward Leon-

ard Vitrohm Resistors are used in, 

making Axiohms. 

Order by Type Number and 

Resistance Value. 

~ ) 
Size-V2" x ~6" TYPE 3X 

Current Current--
Ohms m.a. Price Ohms m.a. Price 
125155 

-

.59 125-0 -49--.&2 
150 141 .59 1500 45 .62 
200 122 .59 1750 41 .62 
225 115 .59 2000 39 .62 
250 110 .59 2250 37 .62 
300 100 .59 2500 35 .62 
350 93 .59 3000 32 .62 
400 87 .59 3500 29 .62 
450 82 .59 4000 27 .62 
500 77 .59 4500 26 .62 
600 71 _59 5000 25 .62 
700 66 .59 6000 22 .66 
750 63 .59 S500 21 .66 
800 61 .59 7000 21 .66 
900 58 .59 7500 20 .66 

1000 55 .59 8000 20 .66 
1100 52 .62 9000 18 .66 
1200 50 .62 10000 17 .66 

TYPE 5XM 

225 148 .61 3000 40 .67 
250 141 .61 3500 37 .67 
300 129 .61 4000 35 .67 
350 119 .61 4500 33 .67 
400 112 .61 5000 31 .67 
450 105 .61 6000 28 .70 
500 100 .61 7000 26 .70 
600 91 .61 7500 25 .70 
700 84 .61 8000 25 .70 
750 81 .61 9000 23 .70 
800 79 .61 10000 22 .70 
900 74 .61 11000 21 .79 

1000 70 .61 12000 20 .79 
1100 67 .67 12500 20 .79 
1200 64 .67 13500 19 .79 
1250 63 .67 15000 18 .79 
1500 57 .67 16000 18 .79 
1750 53 .67 17500 17 .79 
2000 50 .67 18000 17 .79 
2250 47 .67 20000 16 .79 
7500 45 .67 

Size-13fi1." x M/' TYPE 10XM 

300 182 $0.68 6000 41 $0.84 
350 169 .68 7000 38 .84 
400 158 .68 7500 36 .84 
450 149 .68 8000 35 .84 
500 142 .68 8500 34 .84 
600 129 .68 9000 33 .84 
700 120 .68 10000 32 .84 
750 115 .68 11000 30 .94 
800 112 .68 12000 29 .94 
900 105 .68 12500 28 .94 

1000 100 .68 13500 27 .94 
1100 95 .74 15000 25,5 .94 
1200 91 .74 16000 25 .94 
1250 89 .74 17500 24 .94 
1500 81 .74 18000 23 .94 
1750 75 .74 I 20000 22 .94 
2000 70 .74 22500 21 .99 
2250 66 .74 25000 20 .99 
2500 63 .74 30000 18 .99 
3000 58 .74 35000 17 .99 
3500 53 .74 40000 16 .99 
4000 50 .74 45000 15 1.11 
4500 47 .74 50000 14 1.11 
5000 45 .74 
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FR6 
FR9 
FRll 
FRI9 
051 
FR31 
054 
FR35 
FR43 
FR50 
FRloo 
T I 
FRA9 
FR2 
052 
088 
041 
FRI9A 
FRIIP 
FR5-8 
FR5K 
191 
GM 
291 

GLOBAR RESISTORS 

DESCRIPTION 
6!1 Hot-600ma. 
9!1 Hot-600ma. 

llIl Hot-600ma. 
191) Hot-600ma. 
201) Hot-600ma. 
311) Hot-300ma. 
351) Hot-600ma. 
351) Hot-600ma. 
431) Hot-600ma. 
SOl! Hot-150ma. 
5011 Hot-HOma. 
201) . 100U Hot 
.4911 at 3 amps. 
Replaces filament resistors 
10.5K!1 at 125 volts 
14KIl at 140 volts 
751l Hot-300ma. 
1911 Hot-600ma. 
9.21l . II 0 Hot 
5·81) at 450ma. 

500K!l at 25 dog. C 
1201) cold 
1/5 Watt ±20% 40 values 
79U cold .47!l hot 

SECTION 4700 

• SARASOTA, FLORIDA • 
AUTO RADIO RESISTORS CARBON BAR RESISTORS 

4W"4-~ dE £L;; 

@' '$ '$ 

LIST --(j==-;;;;;a=;- ~It331f' CAT. NO. DESCRIPTION LIST 
1.65 1M I Meg - 4 Watts .95 
1.65 CAT NO DESCRIPTION LIST 1.5M 1.5 Meg - 4 Watts .95 
2.50 '.:.' =-=C--,7c::..==:.:....:.:.=-'----~ 2M 2 Meg - 4 Watts .95 
1.50 no- Ion cold .65 2.5M 2.5 Meg - 4 Watts _95 
1.50 T22 0.22n - 5 Watt .48 lL, I Meg - 4 Watts 1.25 
1.90 T27 0.27U - 5 Watt .48 1.5L 1.5 Meg - 4 Watts 1.25 
3.20 T33 0.33U - 5 Watt .48 2L 2 Meg - 4 Watts 1.25 
1.90 T47 0.47!1 5 Watt .48 2.5L 2.5 Meg - 4 Watt~ 1.25 
2.50 T56 5.6n - 5 Watt .48 IW2 I Watt - 2.2n 1.10 
1.60 T68 0.68n - 5 Walt .48 IW3 I Watt· 3.3n 1.10 
1.60 7W 1800U - 7 Watts .35 IW41 Watt - 4.40 1.10 
1.85 GDI For 6 volt in 12 volt systems 4.50 IW5 I Watt - 5.50 1.10 
1.60 GD2 2, 4 or 6 amp. loads 3.30 4W5 4 Watts - 56000 .95 

3.00 I ;G:.!:D~3~_5~to:!.6~a:::m~p::..~I=:coa~d~s _____ ~2.:5~0.t-4-W-6--4:-:w~a~t~ts~.~6~8~00~0~=:_:~---.;;.9 .. 5 3.20 ... GD4 7 to 8 amp. loads 2.50 

gg WIREWOUND RESISTORS CARBON RESISTORS 
2.20 

Ui l:?i. 
.65 ~; 

1.60 

NON INDUCTIVE DUMMY LOAD 

~ 
DESCRIPTION LIST 

CAT. NO. DESCRIPTION ------
DL lOW 
DL 25W 
DL 75W 
DL100W 
DL500W 

10 Watt 
25 Walt 
75 Watt 

100 Watt 
500 Watt 

LIST 
2.70 
4.35 
8.85 

12.45 
42.00 

CAT. NO. 
5W-SQ 
7W-SQ 
10W-SQ 
15W-SQ 
20W-SQ 
25W-SQ 
lOW 
148 
151 
MOl 
EIO 
30W 

----------------------------~ ~:~ 

CAT. NO. 
F4.7 
F5 
F5.6 
F6 
R7 
F80 
F9 
FlO 
FI8 
F22 
F47 
FIOO 
FI50 
FI2A 
FZ4.7 
FZ5.6 
FZ7.5 
FZ9 
FBI 
F28 
15F7.5 
7F5 
200-10 
KF-200 
LC-200 
500-1 
400-1 
3-1 

FUSED RESISTORS 

DESCRIPTION 
4.7n - 5 Walts 
51/- 5 Walts 
5.60 - 5 Watts 
611- 5 Watts 
7.511 - 3 Amperes 
7.5n - 3 Amperes 
9n- 5 Walts 
Ion - 5 Watts 
1811 - 5 Walls 
22n - 5 Watts 
47U - 5 Watts 
10011 - 5 Watts 
1500- 5 Watts , 
150!l - 0.12 Amperes 
4.7!l- 3 Amp. 
5.611 - 3 Amp. 
7.511- 3 Amp. 
91l-3 Amp. 
Universal replacement 
No. AWG 28 Wire 
7.5!l.- 15 Watts 
51!- 7 Walts 
Chemical Fuse 
Chemical Fuse 
Chemical Fuse 
Chemical Fuse 
Chemical Fuse 
Chemical Fuse 

LIST 
.65 
.65 
.65 
.65 
.72 
.6.5 
.65 
.6.5 
.65 
.6.5 
.65 
.65 
.65 
.65 
.36 
.36 
.36 
.36 

2.00 
.25 
.96 
.72 
.82 

1.00 
1.00 
.75 
.80 
.58 

VR3 
VR4 
VR5 
CI 
C2 
C3 
C4 
C5 
C6 
C7 
C8 
C9 
CIO 
Cll 
CI2 
CI3 
CI4 
C15 
CI6 
CI7 
CI8 
CI9 
C20 
C21 
C22 
C23 
C24 
C25 
C26 
C27 
C28 
C29 
C30 
C31 
C32 
C33 
C34 
C35 
C36 
C37 
C38 
C39 
C40 
C41 

5W 69 Values 1-6KO 
7W 77 Values 1-IOK!l 
lOW 85 Values 1-25KO 
15W 87 Values 1-35KO 
20W 87 Values .1-35KO 
25W 121 Values 1-50KO 
lOW 48 Values 
411l - 25 Watts 
511l - 30 Walts 
5911 - 25 Watts 
lOW - 8 Values 
30W 18 Values 
lOW 48 Values - .5-1511 
lOW 48 Values - 5-1501l 
.IOW 48 Values - 50-1500!l 

19~'1~ ~~l~:! : g~~5b~~0 
280 Tap 240 
1711 Tap 1311 
27600 Tap 138011 
537511 Tap 265011 
5411 
500 
4411 
30000 
22500 Tap 7500 
22000 Tap 11000 
40000 
23000 
611 
130011 
260011 Tap 130011 
85011 Open 
265011 
932511 Tap 82000 
13011 
217511 Tap 7511 
197511 Tap 7511 
200011 
13511 
470 Tap 140 Tap 320 
155011 
3311 
18000 
20000 
18011 
11800 Tap 1800 
282011 Tap .200011 
200011 
200011 Tap 100011 
611l 
1152011 Tap 120, 1120, 232011 
560 
2070n Tap 72011 
190011 Tap 95011 
45011 Tap'200n 
956211 Tap 2500n 
1280n 

.36 

.38 CAT. NO. DESCRIPTION 
:~g CA lhW ± 10% 77 Values 
.65 CB IW ± 10% 77 Values 
.75 CC 2W ± 10% 77 Values 
:~~ CE lhW +5% 153 Values 
.95 CA (6 Pk.) lhW ± 10% 77 Values 
I:~ CB(4Pk.) IW ±10% 77 Values 
1.60 CC (3 Pk.) 2W± 10% 77 Values 
1.1 0 CD Rack of 624 Resistors 
1.10 COl Cabinet 438 Resistors 

LIST 
.20 
.30 
.40 
.40 

1.20 
1.20 
1.20 

172.80 
129.60 

1.101---------------------------
1.10 
1.10 
1.60 
1.20 
2.00 
2.00 
2.00 
2.00 
2.00 
2.00 
1.60 
2.00 
1.60 
1.60 
1.60 
1.60 
2.00 
4.00 
2.00 
4.80 
1.40 
1.60 
1.60 
1.40 
1.20 
2.40 
2.00 
1.60 
1.60 
1.60 
1.22 
1.59 
2.40 
lAO 

'1.59 
2.00 
3.00 
1.60 
1.60 
1.59 
2.80 
3.40 
3.90 

CAT. NO. 
3G470 
3G560 
3GIOOO 
3G2700 
3(33300 
3G4700 
3G50oo 
3G5600 
3G6800 
3G8200 
3GIOK 
3GI2K 
3Gl5K 
3G22K 
4G3600 
4G41 00 
4G4700 
4G5600 
4G7500 
4GI2K 
4G27K 
5GIOOO 
5G5600 
506800 
5G7500 
5G8200 
5G33K 
7G33oo 
7G47oo 
7G5100 
7G5600 
7G70oo 
7G16K 

GLASS RESISTORS 

DESCRIPTION 
3 Walt 47011 
3 Watt 56011 
3 Watt 100011 
3 Watt 270011 
3 Watt 330011 
3 Watt 470011 
3 Watt 50000 
3 Watt 56000 
3 Watt 680011 
3 Watt"-820011 
3 Watt 1000011 
3 Watt 1200011 
3 Watt 1500011 
3 Watt 2200011 
4 Watt 3600n 
4 Watt 410011 
4 Watt 47000 
4 Watt S60011 
4 Watt 750011 
4 Watt 1200011 

~ ~~:: ~~gggu 
5 Watt 5600n 
5 Watt 68000 
5 Watt 7.50011 
5 Watt 82000 
5 Watt 330000 
7 Watt 33000 
7 Watt 47000 
7 Watt 51000 
7 Watt .560011 
7 Watt 70000 
7 Watt 160000 

LIST 
.6.5 
.65 
.6.5 
.65 
.65 
.6.5 
.65 
.65 
.6.5 
.6.5 
.65 
.65 
.65 
.6.5 
.70 
.70 
.70 
.70 
.70 
.70 
.70 
.75 
.75 
.75 
.75 
.75 
.75 
.80 
.80 
_80 
.80 
.80 
.80 
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SECTION 4800 

Now 
CL C.II # 

CL402 CdS .265xl 5150 1M 75 

CL402S' CdS .265xl 5150 1M 300 75 

CL403 CdS. .265xl 7350 133K 300 75 

CL4035:' CdS. .26Sxl 7350 .33K 300 75 

CL403A CdS. '.265xl 7350 75K 300 75 

CL403AS:· CdS. .265xl 7350 75K 300 75 

CL403ASL" CdS. .265xl 7350 3.5K 60 75 

CL404 CdS. .265xl 6900 30K 300 75 

CL404S" CdS. .26Sxl 6900 30K 300 75 

CL404SLfo CdS. .265xl 6900 UK 60 75 

CL407 CdS .26Sxl 6150 133K 300 75 

CL407S' CdS .265xl 6150 133K 300 75 

CL504 CdS. .5x.S 6900 1.5K 250 500.250" 

CLS04L CdS. .5x.S 6900 0.2SK 60 500·2502 

CL5,05 CdS .5x.5 .5500 9K 250 500·2502 

CLS05L CdS .5x.5 5500 UK 60 500·2502 

Operating temperature, all types, -50 to +75 0 C. 
lAverage DC resistance measured at 2 foot-candles, 28700 K. and 25C> C ambient. 
:!With and without heat sink. 
:iDesigned to replace previous plastic types. 4At 25° C ambient. 55 denotes side view cell. 

Are you on 
the mailing 
list for 'Clair· 
ex Technical 
Information? 
If nol, con­
tact our rep­
resentative or 
writ. dired 
ta D.pt. AR. 

Clairex Photoconductive Cells ... variable resistors 
controlled by light . . . unique design components 
for automation and control. 

Your local distributor may be able to supply Clairex 
Photoconductors from stock. If not call or write our 
New York office for direct and immediate service, or 
contact our' technical representative in your area 
listed below. 

Priced from $1.15 to $4.00 depending upon qoantity 
for all types listed. 

Salient Charadertisties: 

• Hermetically Sealed 
Glass Enclosures. 

• A Variety of Spectral 
Response and Resist­
ance. 

• The High Sensitivity and 
Fast Response of Cad­
mium Selenide. 

• Power Dissipation to % 
watt, continuous. 

• High Ratio of Light to 
Dark Current at low 
light levels. 

• Stable and closely con-
trolled Parameters. 

• NEW! 
Low Resistance ilL" types 
for Transistor and other 
low voltage applications! 

IF YOU DESIGN 
IN THE FIELDS OF 

• photography 

• ,omputers, data processing 

• medical el&dronlc.s 

• industrial contro' 

• electronic instruments 

• missiles and ~jrcraft 
• television 

• DvromobiJes 

CLAIREX CAN OPEN 
NEW HORIZONS ••• 

THE light TOUCH IN AUTOMATION AND CONTROL 

CLAIREX CORPORATION • NEW YORK, N. Y. 
Your Local Distributor May Be Able To Supply Clairex Photoconductors, From Stock! 
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SECTION 4800 

THE SEMICONDUCTORS 
• Amperex Post Alloy Diffused VHF com­
munication Transistors for RF, IF, con­
verter, mixer and oscillator applications­
PADT- produced to provide UHF perform­
ance at VHF prices, with maximum uni­
formity, interchangeability, high beta and 
greater design freedom for the engineer. 
• Amperex PADT Transistors for high 
speed switching applications, featuring 
high dissipation, uniformity, and deep­
diffused, extremely thin active base region, 

,resulting in increased beta and higher cut-off 
frequency. 
• Amperex PNP and NPN Transistors for audio 
and computer applications, featuring high 
power handling capacity, low leakage and un­
paralleled ruggedness. 
• Amperex Germanium and Silicon Diodes, in­
cluding a complete subminiature line, as well 
as silicon reference and power rectifier types, 
designed for the manufacturer who demands 
optimum stability. 

THE P·A·D·T PROCESS 
The Post Alloy Diffusion Technique­
P·A·D· T - is the world's only process that 
combines the best qualities of both the 
alloy and the diffusion approaches to 
transistor manufacturing. This unique 

process, implemented and fully proven by 
Amperex, provides the quality manufacturer 
with immediately available production transis­
tors of laboratory calibre ... and at the lowest 
possible cost. 

THE PLANT 
Amperex, Slatersville, Rhode Island-one 
of the world's most modern plants devoted 
exclusively to the manufacture of semi­
conductors for industrial,. communications 
and entertainment applications. The ex-

clusive "self-jigging" techniques employed by 
Amperex, as well as specially developed tooling 
methods and fully automatic high-volume 
equipment, are the user's guarantee of com­
plete satisfaction. 

APPLICATIONS ASSISTANCE FOR CUSTOM AND STANDARD TYPES 
The facilities of the modern Amperex appli­
licationslaboratory and the Amperex R&D 
laboratory-both located at the Hicksville, 

Page 1180 • The MASTER - 26th Edition 

Long Island, plant-are always available to 
Amperex customers for consultation on any 
applications problem. 
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SECTION 4800 

transistors representative of the Arnperex line 

MAXIMUM RATINGS TYPICAL CHARACTERISTICS AT 25° C AMBIENT 
VeE Ie Pc Tj f. hfe leBo Gain at Freq. 

VOLTS ma mw °C mc 1 kc ua db mc Case 
AM/FM RECEIVERS 

PADT-20 (rt) 20 10 83 75 70 150 1.5 12.5 100 TO-7 
PADT·21 (conv) 20 10 83 75 70 150 1.5 12 (G,) 10.7 TO-7 
PADT·22 (if) 20 10 83 75 70 150 1.5 23 10.7 T0-7 

MOBILE COMMUNICATIONS 
PADT·25 (hf·lf) 35 10 100 85 70 150 1.5 22 10.7 TO-7 
PADT-26 (rf-if·conv) 35 10 100 85 70 150 1.5 16 50 TO-7 
PADT-28 (rf) 35 10 100 85 220 120 10 (max.) 14 200 TO-7 
PADT-31 (mix·mult) 35 10 100 85 70 150 1.5 18 (Go) 26 TO-7 

AUTOMOBILE SETS 
PADT·23 (rt) 35 10 100 85 70 150 1.5 45.9 1.5 TO-7 
PADT-24 (if) 35 10 100 85 70 150 1.5 37 262.5 kc TO-7 
PADT -27 (osc-conv) 35 10 100 70 150 TO-7 

GENERAL PURPOSE 
2N1515 (if) 20 10 83 75 70 100 1.5 61 455 kc TO-7 
2N1516 (conv) 20 10 83 75 70 100 1.5 18 (Go) 26mc TO-7 
2N1517 (rt) 20 10 83 75 70 100 1.5 10 100 TO-7 
2N1517A (rf) 40 10 100 85 70 100 1.5 14 100 TO-7 
PADT-30 (hf-rt) 25 10 '83 75 200 10 (max.) 14 200 TO-7 
PADT-35 (video/sw.) 50 30 120 75 ~=2uf (5 mc) 5 (max.) tr=60ns. max. TO-7 
OC'44 (mix-osc) 15 10 83 75 15 0.5 (TO-II 
OC·45 (if) 15 10 83 75 6 0.5 (TO-l 

HIGH SPEEO SWITCHING 
PADT -40 (saturated) 20 30 275 75 300 30 IEIIO 4 max. t.ot = 135 ns TO-18 
PADT-51 (avalanche) Vco<2v. 75 83 75 Veil at leo tr":= 1 MS. T0-7 

=1 ma:25v. lIe=12 mal TO·3 
OC-22 24 1000 K=3°C/mw 75 2.5 180 30 TO-3 
OC-23 24 1000 K=3°C/mw 75 2.5 180 30 TO-3 
OC-24 24 1000 K=3°C/mw 75 2.5 180 30 (TO-I) 
OC-46 20 125 83 75 3.0 80 3 (TO-I) 
OC-47 20 125 83 75 5.5 200 3 

AF POWER & SWITCHING 
2N1666 60 6A 12W 90 200 kc 32 100 (TO-3) 
2N1667 60 6A 12W 90 200 kc 90 100 (TO-3) 
2N1668 32 6A 30W 90 200 kc 50 100 (T0-3! 
2Nl669 32 6A 30W 90 200 kc 70 100 IT0-3 OC-80 '32 300 550 75 2 mc 85 10 TO-I! 
2N284 32 125 75 75 .9 45 4.5 (TO-l 
2N284A 60 125 75 75 .9 52 4.5 (TO-I) 

LARGE SIGNAL AMPLIFIER 
2N131A 16 3A 12.5 90 150 kc 33 100 (TO-3) 
OC-30 16 1.4A 900 75 300 kc 35 12 (TO-3) 
2N281 16 125 125 75 .9 70 4:5 (TO-l) 

AUOIO AMPLIFIER (Si) 
OC200 25 50 250 150 1 20 .01 (TO-I) 
OC201 25 50 250 150 4 30 .01 (TO-l) 

SPECIAL PURPOSE 
PADT-50 (core driverl 75 . 750 16W 75 60 ICEO == 1 ma ttot = 1.6 us TO-3 

Pfs~t~~lrfgNr.~s.) ) '{ VCB~12v.{VcE s!r.-:::.6V. 
50 75 10 TO-7 

diodes representative of the Arnperex line 
Max Ratings (25° C) TYPICAL CHARACTERISTICS 

Forward at Forward Reverse at Reverse 
Vo 10 Current Volts Current Volts 
V ma ma V ua V Case 

COMPUTER TYPES 
1N119 60 35 5 1.0 125 50 clip"in 
IN120 60 35 5 1.0 25 10 clip-in 
IN191 90 35 5 1.0 25 10 submln. 
1N192 70 35 5 1.0 20 10 submin. 
1N480 60 35 5 1.0 125 50 solder-In 
1N490 60 35 5 1.0 25 ·10 solder-in 
1N698 15 50 0.1 0.23 4.5 10 5ubmin. 
1N3122 20 180 10 0.34 3.0 10 submin. 
5262 15 30 3 1.0 150 15 submin. 
OA5 100 115 200 1.0 6 10 single end. 

DETECTOR 
1 N60 (video) 30 50 67 10 solder-In 
1N87 (video) 25 45 0.1 0.25 30 1.5 solder-in 
1N87A (video) 25 45 0.1 0.25 30 1.5 submin. 
1N295 '40 200 10 
1N541 (AM) 30 10 1.5 1.0 18 10 solder-in 
1N542 (FM) Matched 

pair of 1N541 
GENERAL PURPOSE 

1N34 60 40 5 1.0 30 10 solder-in 
1N34A 60 50 5 1.0 30 10 clip-in 
1N38 100 50 4 1.0 5 3 solder-in 
1N38A 100 50 4 1.0 5 3 clip-in 
1N58 100 50 4 1.0 50 10 solder-In 
1N58A 100 50 4 1.0 50 10 clip-in 
1N67A 80 30 4 1.0 50 50 submin. 
1N90 60 30 5 1.0 500 50 submin. 
1N126 60 30 5 1.0 50 10 submin. 
IN128 40 30 3 1.0 10 10 submln. 
1N198 80 30 5 1.0 75 10 submln. 
1N476 90 50 3 1.0 11 10 solder-in 
1N478 90 50 5 1.0 30 3 solder-In 
1N617 90 50 3 1.0 11 10 submin. 
1N618 90 50 5 1.0 7 10 submin. 

VOLTAGE VARIABLE CAPACITANCE DIODE 
IN3182 20 Ce=33 ~~f at -4V .• f=500 kc 100 20 submin. 

SILICON DIODES 
IN456 25 90 40 1.0 .025 25 submin. 
1N457 60 75 20 1.0 .025 60 submin. 
1N458 125 55 7 1.0 .025 125 submin. 
1N459 175 40 3 1.0 .025 175 submln. 
1N461 25 60 15 1 .. 0 0.5 25 submin. 
1N462 60 50 5 1.0 0.5 60 submin. 
1N463 175 30 1.0 1:0 0.5 175 submln. 
1N464 125 40 3 1.0 0.5 125 submin. 

SILICON' REFERENCE DIODES 
OAZ200 to OAZ207 40 ma diodes 4.7 v to 9.1 v. V, at Ie = 10 ma: 0.72 v. (single end.) 

RECTIFIERS 
OA31 (Ge) 85 12 amps (00-5) 
OA210 (Si) 400 500 00-3 
OA211 (Si) 800 400 00-3 
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All Conant rectifiers are manufactured to the highest quality standards from individually tested and graded 
cells. Copper oxide cells are produced by the exclusive Conant Process and have 24K gold contacts applied 
in high vacuum. 
The Conant Complete Color Code permits identification of rectifier type by color and physical form. 
Only basic standard rectifier types are listed below. Many other standard catalog items are available and 
we are prepared to produce special items to meet customers' special requirements • 

... 

structure (U. S. Pat No. 2,656,493) maintains optimum stack pressure independent 
as well as providing the lowest price and smalled sile. 

Net © U.C.P., Inc. 
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ITT Silicon Devices We reserve the right to change specifications without notice. 10 Watt Power Dissipation: 
Jedec types IN1351R lhru 
IN1375R • IN1599 thru 
IN1609 • IN1803R thru 
IN1808R • IN1816R thru 
IN1836R • IN2041 thru 
IN2049 

ZENER VOLTAGE REGULATOR DIODES 
3_5 Watt Power Dissipation: 

% Watt Power Dissipation: 
Jedec Types IN1507 thru 
IN1517 inclusive·l0% tolerance 
• IN1507A thru IN1517A in· 
clusive·5% tolerance 

In addition ITT offers 33 volt· 
age ranges in their series "B" 
Zener Diodes. ITT part numb'ers 
ZB3.9 thlu ZBIOO in tolerances 
5%, 10%, and 20%. 

1 Watt Power Dissipation: 
Jedec Types IN1518 thru 
IN1528 inclusive • IN1765 
thru IN1795 Inclusive 

Standard tolerance 10%-Add 
"A" suffix to Jedec No. for 
5% tolerance. ITT part nos. 
ZT3.9 to ZTlOO complements 
the Jedec series with 33 volt­
age ranges and three toler­
ances: 

Jedec Types IN1588 thru 
IN1598 incluslve-l0% toler­
ance • IN1588A thru IN1598A 
inclusive-5% tolerance 

ITT series "G" part nos_ 
ZG3.9 thru ZGlDO makes avail­
able 33 voltage ranges in 
tolerances of 5%, 10%, and 
20%. 

All available in standard 
tolerance of 10% or in 
5% . tolerances - Add suf­
fix "A" to part number to 
signify 5%_ 
Series "K" completes ITT 
10 watt zener line-part 
nos_ ZK3_9 to ZKlOO in­
cludes 33 voltage ranges 
and three tolerances: 

Ratings and characteristics are @ 25'C. For complete zener diode information request catalog 900025-361. Also available on request is ITT Zener Regulator 
Cross Reference Guide listing current zeners by Jedec and non-Jedec designations. 

LOW POWER SILICON RECTIFIERS 
~~ 
~~ 

STUD MOUNTED SERIES (FIG. A) 

Superior design meets exacling systems and lesting con-
Irols. Ratings are conservative. Siud 10-32 Ihreaded. 

Max_ DC I·Cycle Fwd. Drop 
JEDEC Amps AI Surge At 25' C 

No. PIV 150' C Amps Volls @ Ma 

lN254 200 .4t 10 2.0 800 
IN255 400 .4t 10 2.0 400 
IN256 SOO .2t 5 , 2.0 400 
lN332 400 .4 10 2.0 800 
lN333 400 .2 5 2.0 400 
lN334 300 .4 10 2.0 ~~~ lN335 300 .2 5 2.0 
lN336 200 .4 10 2.0 800 
lN337 200 .2 5 2.0 400 
lN339 100 .4 10 2.0 800 
lN340 100 .2 5 2.0 400 
lN341 400 .4 10 2.0 SOO 
1N342 400 .2 5 2.0 400 
lN343 300 .4 10 2.0 800 
lN344 300 .2 5 2.0 400 
lN345 200 .4 10 2.0 800 
lN346 200 .2 5 2.0 400 
lN34B 100 .4 10 2.0 800 
lN349 100 .2 5 2.0 400 
lN550 100 .S: 4 1.5 500 
lN551 200 .5t 4 1.5 500 
lN552 300 .5t 4 1.5 500 
IN553 400 .5t 4 1.5 500 
IN554 500 .5t 4 1.5 500 
lN555 600 .5t 4 1.5 600 
lN562 800 .4t IS 1.75 400 
lN563 1000 .4t 15 1.75 400 

AXIAL LEAD "TOP HAT" SERIES (FIG B) 

Max. DC Fwd. Drop 
JEDEC Amps AI AI 25' C 

No. PIV 25' C 150' C VOlls @ Ma 

lN440 100 .3 .3t 1.5 300 
lN4408 100 .75' .25 1.5 750 
lN441 200 .3 .3t 1.5 300 
lN4418 200 .75' .25 1.5 750 
lN442 300 .3 .3~ 1.5 300 
lN4428 300 .75' .2 1.5 750 
IN443 400 .3 .3t 1.5 300 
lN443B 400 .75* .25 1.5 750 
lN444 500 .3 .3t 1.5 300 
lN444B 500 .75' .25 1.5 750 
lN445 600 .3 .3t 1.5 300 
lN445B 600 ,75' .25 1.5 750 
IN530 100 .3 " .. " 2.0 300 
lN531 200 ,3 

" .. 2.0 300 
IN532 300 .3 """ 2.0 300 
IN533 400 .3 ... 2.0 .300 
lN534 500 .3 2.0 300 
IN535 SOO .3 

. :25 
.. 2.0 300 

IN537 100 .75' 1.1 500 
lN538 200 .75' .25 1.1 500 
lN539 300 .75' .25 1.1 500 
lN540 400 .75' .25 1.1 500 
IN547 SOO .75' .25 1.2 500 
lH560 800 .5' .25t 1.3 250 
IH561 1000 .5' .25t 1.3 250 
lN599 50 .4 .3t 1.5 200 
IN600 100 .4 .3t 1.5 200 
lN600A 100 .4 .3t 1.5 400 
lN601 ISO .4 .3t 1.5 200 
lN602 200 .4 .3t 1.5 200 
lN602A 200 .4 .3t 1.5 400 
IN&03 300 .4 .3t 1.5 200 
IN604 400 .4 .31 1.5 200 
lN604A 400 .4 .3t 1.5 400 
lN605 500 .4 .3t 1.5 200 
lN605A 500 .4 .3t 1.5 400 
IN606 600 .4 .3t 1.5 200 
lNl095 500 .05' .25t 1.1 500 
lNl096 600 .6' .... ,' 1.1 . 500 

MEDIUM POWER SILICON RECTIFIERS 
10-32 STUD-MOUNTED SERIES (FIG. C) 

Fealure low forward voltage drop, high surge currenl 
and low reverse currenl capabililies. Rugged, hermeli· 
cally sealed package 

Max. DC t.Cycle Fwd. Drop 
JEDEC Amps Surge AI 25' C 

No. PIV 25' CAmps. Volls @ Amps 
1 N253 100 1.0' 20 1.5 1.0 
lN338 100 1.0t 20 2.0 2.0 
lN347 100 1.0t 20 2.0 2.0 
lN607 50 1.0t 10 1.5 0.2 
1 N607A 50 LOt 10 1.5 0.2 
lN608 100 LOt 10 1.5 0.2 
1 N608A 100 LOt 10 1.5 0.2 
lN609 150 1.0t 10 1.5 0_2 
,IN"66,090A 150 1.0t 10 1.5 0.2 

200 LOt 10 1.5 0.2 
lN610A 200 LOt 10 1.5 0.2 
lN611 300 1.0t 10 1.5 0.2 
lN611A 300 LOt 10 1.5 0:2 
lN612 400 1.0t 10 1.5 0.2 

. lN612A 400 LOt 10 1.5 0.2 
lN613 500 LOt 10 1.5 0.2 
lN613A 500 LOt 10 1.5 0.2 
lN614 600 1.0t 10 1.5 0.2 
1 N614A SOO 1.0t 10 1.5 0.2 
lN1124 200 3 10 1.1 1 
lN1125 300 3 10 1.1 1 
lN1126 400 3 10 1.1 1 
lN2226 1200 1.0 20 1.2 1.0 
lN2226A 1200 1.0 20 1.2 1.0 
lN2228 50 5.0 100 1.2 5.0 
lN2228A 50 5.0 100 1.2 5.0 
lN2230 200 5.0 100 1.2 5.0 
lN2230A 200 5.0 100 1.2 5.0 
lN2232 300 5.0 100 1.2 5.0 
1 N2232A 300 5.0 100 1.2 5.0 
lN2234 400 5.0 100 1.2 5.0 
lN2234A 400 5.0 100 1.2 5.0 
lN2236 SOD 5.0 100 1.2 5.0 

l~~mA ~~~ ~:~ l~~ H ~:~ 
lN2238A 600 5.0 100 1.2 5.0 
lN2240 800 5.0 100 1.2 5.0 
lN2240A 800 5,0 100 1.2 5.0 
lN2242 1000 5.0 100 1.2 5.0 
lN2242A 1000 5.0 100 1.2 5.0 
1 N2244 1200 5.0 lao 1.2 5_0 
lN2244A 1200 5.0 100 1.2 5.0 
lN2246 50 10.0 200 1.2 10.0 
lN2246A 50 10.0 200 1.2 10.0 
lN2248 IDa 10.0 200 1.2 10.0 

4" , , 
I: B 

SERIES "U" STUD-MOUNTED TYPE (FIG C) 
Rated 12 amps DC max. at 150' C. Max. I-cycle su rge. 
200 amps IN1199 Ihru IN1205; 240 amps, IN1199A 
thru IN1204A. Stud, 10-32 threaded. 

JEDEC 
No. 

INI199 
IN1199A 
lNI200 
IN1200A 
INI201 
INI201A 
lNI201 

ITT 
No. 

US123AA 

. "iJSt'23iif" 
... '.N'~~~ ... "iJSt'23EA'" 

1 NI203 US123FA 
lNI20lA ............. .. 

........ ".. US123GA 
lN1204 US123HA 
lN1204A .......... " ... 
lNI205 US123KA 

PlY 
50 
50 

100 
100 
150 
ISO 
200 
200 
250 
300 
300 
350 
400 
400 
500 

Fwd. Drop 
A125' C 

Volls @ Amps 
1.2 12 

_55 12' 
!.2 12 

.55 12' 
1.2 12 

.55 12' 
1.2 12 

.55 12' 
1.2 12 
1.2 12 

.55 12' 
1.2 12 
1.2 12 
.55 12' 

1.2 12 
'Full cycle average, ISO' C, stud at full load. 

\4·28 STUD MOUNT SERIES (FIG. A) 

Types IN248, IN249, and IN250 rated 10 amps 
~ 150'C: All others rated 20 amps 150'C: 

ax Inv. current-FCA @ 150'C, 5 ma.: Polarity, 
cathode to stud -For reverse polarity add suf-
fix "R" to Jedec No. (IN248R). 

I-Cycle Fwd. Drop 
JEDEC ITT Suree AI 250 C 

No. Ho. PIV Amps Volls@ Amps 
lN248 · , . . , . . . . . . . 50 80 1.5 25 
lN248A · . . . . . . . . , , . . 50 180 1.5 50 
lN249 ............. 100 80 1.5 25 
IN249A · . . . . . , . . . . . . 100 180 1.5 50 
lN249B ........ " ... 110 180 I.~ 50 
lN250 · . . . . . . . . . . , . 200 80 1.5 25 
IN250A .", ......... 200 180 1.5 50 
lN250B · . . . . . . . , . . . 220 180 1.5 50 

lN2248A 100 10.0 200 1.2 10.0 INSULATED STUD MOUNTED TYPES (FI~,:-B) 

l=m~A ~~~ 19:~ ~~~ U I~:~ Max. DC 1-Cycie ~ 
lN2252 300 10.0 200 1.2 10.0 JEDEC Amps al Surge Cur., 
IN2252A 300 10.0 200 1.2 10.0 No. PIV 25' C 150' C Amps "a' 
IN2254 400 10.0 200 1.2 10.0 lN2247A 50 .10.0 3.0 200 3:0-
IN2254A 400 10.0 200 1.2 10.0 lN2249 100 10.0 3.0 200 5.0 
IN2256 500 10.0 200 1.2 10.0 lN2249A 100 10.0 3.0 200 3.0 
lN2256A 500 10.0 200 1.2 10.0 lN2251 200 10.0 3.0 200 5.0 
IN2258 600 10.0 200 1.2 10.0 lN2251A 200 10.0 3.0 200 3.0 
IN2258A 600 10.0 200 !.2 10.0 lN2253 300 10.0 3.0 200 5.0 
IN2260 800 10.0 200 1.2 10.0 lN2253A 300 10.0 3.0 200 3.0 

f-;pf'i35' C. tAt 150' C, tAl 100' C. §AI 140' C. tN2259 600 10.0 3.0 200 5.0 
~x inv. cur, Ma (FCA) at 125'. l=~~A ~~~ 1~:~ ~:~ ~~~ 18:~ 

"SERiES UK" STuii~-ojHfTEii TYPES (FIG. C) lN2261A 800 10.0 3.0 200 5.0 
~ied 6 amps 1ft max. at 150' C. Max. single-cy_cle lN2263 1000 10.0 3.0 200 10.0 

surge, 75 amps KS602AA through KS602RA; INI341 lN2263A 1000 10.0 3.0 200 5.0 
Ihru INI342A, ISO amps; 10-32 slud threaded. lN2265 1200 10.0 3.0 200 10.0 

Fwd. Drop l=m~A ~~~ U I:~ I~~ ~:~ 
JEDEC 

No. 
lN2491 
lN2492 

.. ',N2494' 

. 'IN2495 
lN2496 
IN2497 

ITT AI 25' C 1 N2233A 400 1.5 .4 20 3.0 
No. PIV Voll5 @ Amps lN2363 1400 1.0.".. .. 15 1.0 

KS602AA 50 1.1 6 IN2363A 1400 5.0 .. .. 20 1.0 
KS6028A 100 1.1 6 .1N23638 1400 10.0".. .. . 25 1.0 
KS602CA 150 1.1 6 I N2365 1500 1.0" . .. .. 15 1.0 
KS602DA 200 1.1 6 lN2365A 1500 5.0"..... 20 1.0 
KS602EA 250 1.1 S IN2365B 1500 10.0".. .. . 25 1.0 
KS602FA 300' 1.1 S lN2367 1600 1.0 "..... 15 1.0 
KS602GA 350 1.1 6 IN2367A 1600 5.0 20 1.0 
KS602HA 400 1.1 S lN23678 ISOO 10.0 . . . . 25 1.0 
KS602KA 500 1.1 6 IN2369 1800 1.0 . . . 15 1.0 
KS602MA 600 1.1 S IN2369A 1800 5.0 ".. . 20 1.0 
KS602PA 700 1.1 6 1 N23698 1800 10.0 . . . 25 1.0 

l!i ;~~'t t~~\~~' t tAl 135' C. §Max. Inv. Current ,INN'II~I,'A" ... KS.602.RA 8~50~ 1.:614 SS6, 'At 25' C. 
(FCA) a1125' C ... Items listed represent a sampling of silicon 

. INI342 .. ::.':" 100 1.1 S devices available. For complete information on Iff lNI342A 100 .64 6* low medium or high power silicon devices, re-

O I S T R.I B U T 0 R P R 0 0 U' FcUIiTcYsCle aOverlayge'lls50'1 CO' sNIUd al full. quest individual specification sheets Nos. 
900022-361, 900023-361, or 900024-361 respec-
tively. 

INTERNATIONAL TELEPHONE & TELEGRAPH CORPORATION In inventory at your local ITT Distributor at OEM prices. 

j 
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All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

,Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITED ;PRICING SERVICE 
The Perpetual Pricing System for· 

Radio-Television-Electronic Parts and, Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discar.d old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



[ SECTION 4800 

SEMICONDUCTORS 

INTERNATIONAL RECTIFIER 
EXECUTIVE OFFICES, EL SEGUNDO, CALIFORNIA :::c~iR 

l-WATT SILICON ZENER DIODES (FIG. A) 
Size: 0.375" O.D. with 1'%," leads. Ratings and charactC'ristics at 2::,)°C. 

G 

==~------~~~========= 

SILICON ZENER VOLTAGE REFERENCE ELEMENTS 
(FIGS. C & GI 

!I!aximum Power Dissipation 1N429: 200mw; all other types: 250mw at 
25°C 

IEDEC 
Part No. 
IN429§ 
IN430 

VOLTAGE REFERENCE 
Mint Avt Maxt 
5.9 6.2 6.5 
8.0 8.4 8.8 

DYNAMIC RESISTANCE" 
Av:j: Max:j: 

-Net 
1·99 

JEDEC 
Part 
No. 

lN1518 
IN1518A 
INI519 
lN1519A 
INI520 
IN1520A 
IN1521 
IN1521A 
IN1522 
lNI522A 
lN1523 
lN1523A 
IN1524 
INI524A 
lN1525 
IN1525A 
lN1526 
IN1526A 
INI527 
IN1527A 
IN1528 
lNI528A 

@lzMA- Test 
Voltage Tolerance' Current 

10% 5% 1.zMA 
3.9 50 

4.7 

5.6 

6.8 

8.2 

10 

12 

15 

18 

22 

27 

3.9 

4.7 

5.6 

6.8 

8.2 

10 

12 

15 

18 

22 

27 

50 
40 
40 
35 
35 
30 
30 
25 
25 
20 
20 
15 
15 
13 
13 
10 
10 

9 
9 
7 
7 

Test 
Imped· 
ance 

Z z Ohms 
9 
9 

8.5 
8.5 
5.5 
5.5 
1.6 
1.6 
1.1 
1.1 
1.5 
1.5 
2.4 
2.4 
5.4 
5.4 
11 
11 
18 
18 
28 
28 

Max DC 
Zener 

Current 
(ii) 25°C 

250 
250 
200 
200 
175 
175 
150 
150 
120 
120 
100 
100 
80 
80 
65 
65 
55 
55 
45 
45 
35 
35 

Typical 
Zener 

Voltage 
Temp. 
Coeff. 
%/oC 

.04 
-.04 

o 
o 

+.03 
+.03 
+.05 
+.05 
+.06 
+.06 
+.07 
+.07 
+.075 
+.075 
+.08 
+.08 
+.085 
+.085 
+.09 
+.09 
+.095 
+.095 

3.5 WATT SILICON ZENER DIODES (FIG. BI 

Net 
1·99 

$6.20 
7.44 
6.20 
7.44 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 
3.50 
4.20 

USN IN430 
IN430A 
IN430B 

8.0 8.4 8.8 
8.0 8.4 8.8 

11.0 
11.0 
11.0 
11.0 

20.0 
15.0 
15.0 
15.0 
15.0 

$ 7.20 
18.00 
27.00 
27.00 
36.00 

Size.;, 1.222" overall L. x 'Vt6" across the aats. 10-32 stud mounting with 
washer and nut. 

8.0 8.4 8.8 
'At 10ma bias current. tVolts. :j:Ohms. §See Fig. C. 

25G-MW SILICON GLASS 400MW SILICON GLASS 
ZENER DIODES (FIG. 1 I ZENER DIODES (FIG. 1 I 

Subminiature glass zener diod~s 
provide high reliahility and stability 
over -50°C to +150oC range. Body 
size: 0.265 x 0.110" diameter. 

IEDEC V @ IT @ IT I T 
Part No." Nom Max 

IN702 
IN703 
lN704 
IN705 
IN706 
IN707 
lN708 
lN709 
IN710 
IN711 
lN712 
lN713 
lN714 
lN715 
lN716 

Volts 
2.6 
3.4 
4.1 
4.8 
5.8 
7.1 
5.6 
6.2 
6.8 
7.5 
8.2 
9.1 

10.0 
11.0 
12.0 

Ohms 
60 
55 
45 
35 
20 
10 

3.6 
4.1 
4.7 
5.3 
6.0 
7.0 
8 .. 0 
9.0 

10.0 

Ma 

10 
10 
10 
10 
10 
25 
25 
25 
25 
25 " 12 
12 
12 
12 

Net 

$2.50 
2.50 
2.50 
2.50 
2.50 
2.50 
2.50 
2.50 
2.50 
~50 
2.50 
2.50 
2.50 
2.50 
2.50 

Subminiature glass zener diodes give 
you zener voltages to 3.3 volts~llow 
dynamic impedance, low tempera­
ture coefficients. Body size: 0.265 
x 0.110" diameter. 

lEbEC V@IT @IT 
Part No." Max 

Volts Ohms 

lN746 3.3 28 
lN747 3.6 24 
lN748 J.9 23 
IN749 4.3 22 
1 N750 4.7 19 
I N751 5.1 17 
lN752 5.6 11 
lN753 6.2 7 
IN754 6.8 5 
lN755 7.5 6 
lN756 8.2 8 
IN757 9.1 10 
lN758 10.0 17 
I N759 12.0 30 

I T 

Ma 

20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 
20 

Net 
1·99 

$2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 
2.60 

JEDEC 
Type 

IN1588 
INI588A 
INI589 
INI589A 
INI590 
INI590A 
IN1591 
lN1591A 
INI592 
IN1592A 
INIS93 
IN1593A 
lNI594 
IN1594A 
IN1595 
IN1595A 
IN1596 
lN1596A 
lN1597 
lN1597A 
lN1598 
lN1598A 

@lzMA-, 
Voltage Tolerance 

10% 5% 
3.9 

4.7 

5.6 

6.8 

8.2 

10 

12 

15 

18 

22 

27 

3.9 

4.7 

5.6 

6.8 

8.2 

10 

12 

15 

18 

22 

27 

Test 
Current 
1 z'MA 

150 
150 
125 
125 
110 
110 
100 
100 
80 
80 
70 
70 
50 
50 
40 
40 
35 
35 
30 
30 
25 
25 

Test Max DC 
Imped· Zener 
ance Current 

Z z Ohms ,@ 25°C 
2.6 850 
2.6 850 
2.3 700 
2.3 700 
1.4 625 
1.4 625 

.58 525 

.58 525 

.5 4~5 

.5 425 
.. 7 350 

.7 350 
1.4 275 
1.4 275 
3.4 225 
3.4 225 
6 200 
6 200 
9 160 
9 160 

13 125 
13 125 

Typical 
Zener 

Voltage 
Temp. 
Coeff. 
%/oC 

.04 
-.04 

o 
o 

+.03 
+.03 
+.05 
+.05 
+.06 
+.06 
+.07 
+.07 
+.075 
+.075 
+.08 
+.08 
+.085 
+.085 
+.09 
+.09 
+.095 
+.095 

lO-WATT SILICON ZENER DIODES (FIG. BI 

Net 
1·99 

$7.50 
9.00 
7.50 
9.00 
6.00 
7.20 
6.00 
7.20 
6.0.0 
7.20 
6.00 
7.20 
6.00 
7.20 
6.00 
7.20 
6.00 
7.20 
6.00 
7.20 
6.00 
7.20 

"Add suffix "A" to JEDEC part no .for 'Add suffix "A" to JEDEC part no .for 
5% tolerance. 5% tolerance. Size: 1.323" overall L. x V,6" across hex lIats. 10-32 stud mounting with 

washer and nut. 
750MW SILICON, ZENER DIODES (FIG. Al 

Size: .185" diam. x .220" hody length with 1'4" leads. Ratings and char-
acteristics at 25°C. . Test 

JEDEC 
Part 
No. 

INI507 
lN1507A 
IN1508 
INI508A 
INI509 
INI509A 
INI510 
INI5fOA 
lNI511 
IN1511A 
INI512 
INI512A 
INI513 
INI513A 
INI514 
INI514A 
INI515 
INI515A 
IN151 6 
INI516A 
INI517 
INI517A 

@lzMA-
Voltage Tolerance 

10% 5% 
3.9 

4.7 

5.6 

6.8 

8.2 

10 
12 

15 

18 

22 

27 

3.9 

4.7 

5.6 

6.8 

8.2 

10 

12 

15 

18 

22 

27 

Test Max DC Typical Zenet' @ I 2: MA- , Test Imp ed-
Test Imped· Zener Voltage IEDEC Volta!!e Tolerance Current ance 

Current ance Current Temp.ICoe". Net . Type 10% 5% I z MA Z z' Ohms 
I z MA Z z Ohms @ 25°C %/oC 1·99 IN1599 3.9 500 .84 

35 14 180 -.04 j4.35 IN1599A 3.9 500 .84 
35 14 180 -.04 5.22 I NI600 4.7 400 .68 
30 12 150 0 4.35 I N1600A 4.7 400 .68 
30 12 150 0 5.22 1 N1601 5.6 350.3 
26 5.2 130 +.03 3.30 I NI601 A 5.6 350 .3 
26 5.2 130 +.03 3.96 I NI602 6.8 300.2 
22 1.5 110 +.05 3.30 I NI602A 6.8 300 .2 

~~ U 1~8 +:8~ u: ~:l:g~A 8.2 8.2 ~~8 :~~ 
~~ U j~. +:8~ ~:= . ::::g:A 10 10 ~88 :~~ 
15 1.8 75 +.07 3.96 INI605 12 170 .95 
12 2.8 60 +.075 3.30 IN1605A 12 170 .95 
12 2.8 60 +.075 3.96 INI606 15 140 1.5 
10 5 50 +.08 3.30 I N1606A 15 140 1.5 
10 5 50 +.08 3.!6 I NI607 18 110 2 
8 9 40 +.085 3.30 I N1607 A 18 110 2 
8 9 40 +.085 3.96 I N160S 22 90 3 
6 19 33 +.09 3.30 IN160SA 22 90 3 
6 19 33 +.oa 3.96 lN1609 27 70 4.5 
5 50 26 +.095 3.30 I NI609A 27 70 4.5 
5 50 26 +.095 3.96 Notei: Z is measured at standard test current of I 

Max DC 
Zener 

Current 
!iil25°C 

2500 
2500 
2000 
2000 
1750 
1750 
1500 
1500 
1200 
1200 
1000 
1000 
850 
850 
650 
650 
550 
550 
450 
450 
350 
350 

ITEMS ON THIS PAGE CARRIED BY INDUSTRIAL AND COMMERCIAL PRODUCTS DISTRIBUTORS 

Typical 
Zener 

Voltage 
Temp. 
Coefl. 
%/oC 
-.04 
-.04 

o 
o 

+.03 
+.03 
+.05 
+.05 
+.06 
+.06 
+.07 
+.07 
+.075 
+.075 
+.08 
+;08 
+.085 
+.085 
+.09 
+.09 
+.095 
+.095 

Net 
1·99 

$S.50 
10.20 

8.50 
10.20 
6.75 
S.IO 
6.75 
8.10 
6.75 
S.10 
6.75 
8 .. 10 
6.75 
8.10 
6.75 
S.10 
6.75 
8.10 
6.75 
8.10 
6.75 
8.10 
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SECTION 4800 

SEMICONDUCTORS 

INTERNATIONAL RECTIFIER ::cOR EXECUTIVE OFFICES, ELSEGUNDO, CALIFORNIA 

~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~:t:O:M:M:E:R:C:I:A7L:TYPESILKONDIOD~(~~~ 
.. ~",:"_=~~,,.~ "~ , ..... _ .... _.. Specifically dl"'sign(-'d for low cost, miniaturi7:f'd llS(' such ,as 
A~~""'~ 1- auelio, and oth('r commPfcini applications. 

radio, TV, 

==~------~~~========== 

R 
w 

SUBMINIATURE SILICON GLASS 'DIODES (FIG~ I) 
Silicon difflist'd-junction glass diod('s assure high condnctanc(> with 
tiemal ft)]"warcl and r<'\'{'rs(' charactc'1'istics. 

GENERAL PURPOSE TYPES 
Max. Reet. Max. Reet. 

JEDEC Current Ma JEDEC Current Ma 
Part PRV, (" (r, Net Part PRV, (,,- (d 
No.' Volts 250C 150°C 1·99 No.' Volts 25°C 150°C 

lN456 25 90 25 $ .62 lN461 25 60 25 
lN457 60 75 25 .74 lN462 60 50 25 
lN458 125 55 25 .86 lN463 175 30 15 
lN459 175 40 25 1.12 • lN464 125 40 20 

*Add suffix "A" to JEDEC part No. for 5% tolerance un!\§, 

MINIATURE SILICON POWER RECTIFIERS (FIG. A) 

excep-

Net 
1·99 

$ .62 
.70 
.79 

1.00 

Highly ]'('liahlC' silicon POW<-'l" diod('s provide optimum pow-('r dissipation 
with miniatllriZt,d hC'rnH'tically s<'ftled packaging. This dh'Jde is smaller 
than cOllv(,lltiollal top-hat diod<,s. Case size' is .02,5" cliam, x 0.27,5" length. 
Ratings for 60 cps T<'sistiv(' or inductiv(' loads. 

JEDEC 
Part 
No. 

lN1701 
lN1702 
lN1703 

PRV, 
Volts 

50 
100 
200 

Max. Reet. 
Current Ma 
If!) rn: 

50°C 100°C 
300 150 
300 150 
300 150 

Net 
1-99 
$ .75 

.87 
1.01 

JEDEC 
Part PRV, 
No. Volts 
lN1704 300 
lN1705 400 
lN17ns 500 

Max. Ree!. 
Current Ma 
!iil If!) 

50°C 100°C 
300 150 
300 150 
300 150 

Net 
1-99 

1.23 
1.57 
2.59 

High Temperature Diodes (Fig. A) 
Optimum rf'liahiJity, high efficiency and r('~lnc('d space l'C'qnirC'ments. Pro­
vidE' maximum forward condnctancp under elevatC'd temperatnre \ without 
additional h<'at sink; saving spac(' and assC'mbly time and cost. Max. voltage 
drop: 0 .. 5 v; max. icakag" current: 0.4 rna (IN.536 and 1N.537), 0.3 rna 
all othc}' typcs; all at 1.50oC. Ratings are ahsolute max1nlllm, 60 cps res18-
tiv€' or inductive loads. 

JEDEC Max Rectified 
Part PRV DC Output, Ma Max Input' Net 
No. Volts rn: 50°C I'i/ 150°C RMS Volts' 1-99 

1 N536 50 750 250 35 $ .66 
1 N537 100 750 25U 70 .74 
lN538 200 750 250 140 .76 
1 N539 300 750 250 210 .91 
1 N540 400 750 250 280 107 
lN547 600 750 250 420 1.65 
1 Nl 095 500 750 250 350 1.07 
_1~N~1~09~6~~~6~0~0~~~~75~0~~~~2~50~~~~4=2~0~~ ___ 1.65 

SILICON GENERAL PURPOSE RECTIFIERS (FIG. A) 
Hernwticnlly sC'aled to assure long, trollhl<,-fn'f' life. ~1anl1factnrC'd to th<" 
same rigid H'quirements specified for critical military and industrial appli­
cations. 

Int'l 
No. 

5D-91 
SD-92 
SD-93 
5D-94 
5D-95 
SD-91A 
SD-92A 
SD-93A 
SD-94A 
SD-95A 

Peak Inv. Max Reet Current Ma Max RMS 
Volts Iii: 50°C Iii: 100°C Volts 
100 550 300 70 
200 550 300 140 
300 550 300 210 
400 550 300 280 
~O 5~ ~O 3~ 
100 750 500 70 
200 750 500 140 
300 750 500 210 
400 750 500 280 
500 750 500 350 

1.B AMP SILICON RECTIFIER CELLS (FIG. At 

Net 
1-99 

$ .59 
.68 
.86 
.96 

1.06 
.62 
.72 
.90 

1.01 
1.12 

Int'l 
Part No. 

2E4 
5E4 
5E5 
5E6 

Cap. 
Load 
Volts 
400 
400 
500 
600 

PRV Max Reet Current Iii: 70°C 
Res. Cap. Res. 
Load Load Load 
Volts Ma Ma 
400 200 300 
400 350 500 
500 350 500 
600 350 500 

Net 
1-99 

$ .70 
.90 

1.15 
1.20 

MINIATURE 1.AMP SILICON RECTIFIER CELLS (FIG. L) 
~Iinjatur€' diffused-junction fully insulated silicon rectifier cells in 
capsulated package provide high current handling capacitiC's with 
forw~'\.rd volb.~"g(· dnp OV<~l' ('ntirp -6,I)°C to +130oC. 

pn­
low 

Int'l 
Part 
No. 
dA2 
5A4 
5A5 
5A6 

PRV Max Reet Current 
Cap. Res. CaD. lOad Res. Load 
Load Load @ 25°C Iff 100°C Iii: 25°C ({i' 100°C 
Volts Volts Amp Amp Amp Amp 

200 200 .75 .5 1 .625 
400 400 .75 .5 1 .625 
500 500 .75 .5 1 .625 
600 600 .75 .5 1 .625 

SILICON PLUG·IN RECTIFIER CELLS (FIG. M) 

Net 
1-99 

$1.10 
1.35 
1.50 
1.65 

Silicon diffusc>d-junction plug-in rectifier cells can be snapped into clip· 
type holders. for TV. audio, industrial power snpply, etc. 

Int'l 
Part 
No. 
5M2 
5M4 
5M5 
5M6 

Int'l 
No. 

43-1803 
43-1804 
43-1805 

PRV Max Reet Current 
Cap. Res. Cap. Load Res. Load 
Load Load lfi 50°C Ifi 100°C (rI 50°C I'i/ 100°C 
Volts Volts Ma Ma Ma Ma 
200 200 750 500 850 625 
400 400 750 500 850 625 
500 500 750 500 850 625 
600 600 750 500 850 625 

HOLDERS FOR SNAP.IN RECTIFIERS 

Description 

S>JI\P-IIII holoer onlv (,ingle) 
SNAp·IN holder only (dual) 
SNAp·IN holder only (quadruple) 

Net 
1-99 

$ .85 
1.40 
1.25 
1.70 

Net 
Each 

.12 

.25 

.90 

SILICON POWER RECTI FURS CELLS (FIG. B) 
Stud-mounted silicon power diode'S are designed sp('cifical1y for high tC'm­
perature, high reliahility applications; provide 800 rna (" lOooC over 50 
to 600 PRV range. ~fax operating temperature: l500C; derate output 
cn1Tpnt· 2%/oC ahovp 100°. 

JEDEC Max Contino Max Ree!. Max RMS 
Type PRV DC Current' Current* Input Net 
No. Volts Ma Ma Volts 1-99 

lN607 50 1,000 800 35 $1.32 
lN608 100 1,000 800 70 1.38 
lN609 150 1,000 800 105 1.43 
lN610 200 1,000 800 140 1.53 
lN611 300 1,000 800 210 1.95 
lN612 400 1,000 800 280 2.67 
lN613 500 1,000 800 350 3.17 
lN614 600 1,000 800 420 4.55 

*On 2" x 2" x 0.025 heat sink operating into resistive or Inductive load at 
100°C. 

SELENIUM HIGH VOLTAGE CARTRIDGE RECTIFIERS (FIG_ W) 
Thes(' cartridge r('ctifiC']'s. deliver high efficiency rectification over' -6,5°C 
to lOOoC tC'mperature range. 

Int'l 

V50HF 
V75HF 
Vl00HF 
V125HF 
V150HF 
V175HF 

PRV' 
Volts 
2400 
3600 
4800 
6000 
7200 
8400 

Max AC Input 
Volts RMS 
Res. Cap. 
1650 1000 
2475 150n 
3300 2000 
4125 2500 
4950 3000 
5775 3500 

Norm. DC Output 
, Volts 

Res. Cap. 
650 1000 
975 1500 

,1300 2000 
1675 2500 
1950 3000 
2275 3500 

'Also available in other values to 14,400 PRV. 

O.D. 
In. 

Lth. 
In. 

2~, 
3 
4 
4% 
5)1, 
6 

Net 
'·3 

$3.43 
4.60 
5.50 
6.85 
7.75 
9.10 Silicon diffuoS('(l-jll11ction T('ctifi<'r c('lls provide' forward currents up to l.R 

amps (wht'n 11101111t('d Dn 1% x Ph'" h<'at sink), 1.3 amps in frf<' air; well 
suited fol' 1.111 applicatio~,s where a very small, high power rectifier is de­
sired, including rna~ndic "amplifiers and othrr devices where low leakage 
is also important. Ratings at 40°(,; into resistive or inductive load. HIGH VOLTAGE SILICON RECTIFIERS (FIG. R) 

Int'l PRV Max Reet Current Max RMS ))('sigm'cl ('specially for high voltage/high lPmperatnr" applications 
Part No. Volts Amps Input Volts Net 1-99 stahility nnd0r environmental extremes is nec,'ssary. 

whf'1"(, 

1081 100 ,1.8 70 $ .86 Max Reet Current' 
1082 200 1.8 140 1.24 pJ:~E~o. VP:IVts@,250Cl'i/l000C 
1083 300 1.8 210 1. 75 Ma Ma 
1084 400 1.8 280 2.46 1 Nl130 1500 300 230 
1085 500 1.8 350 3.46 1 Nl131 1500 300 230 
1086 600 1.8 420 4.89 -Rectifier mtd. on 2x 2 x y,," heat sink. 
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Stud 
Polarity 
Cathode 
Anode 

Net 
1-99 

$11.20 
11.20 
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SECTION 4800 

SEMICONDUCTORS 

INTERNATIDNAL RECTIFIER ::c~3R EXECUTIVE OFFICES, EL SEGUNDO, CALIFORNIA 

SILICON BRIDGE RECTIFIER ASSEMBLIES 
Pre-engineered and completely assembled single phase bridge rectifier 
stacks. The % and 1.2 amp series are sub-miniature assemblies of diodes on 
glass melalnine hoard. All others are fin mounted assemblies. All diodes and 
rectifiers used are hermetically sealed and withstand extremes of temperat.ure 
and humidity. Dual amp. ratings on BI2 and B25 types are without and 
with fan cooling. 

Input OUTPUT (DC) Approx. 
Part RMS Amps Dim. - Net 
No. Fig Volt Volt· @50oC (inch) 1·99 

5SMB5L A 35 30 1/2 Yax'%.x% $3.50 
5SMB10L A 70 62 1/2 Yax'%.x% 3.98 
5SMB20L A 140 125 1/2 Yax'%.x% 4.54 
12MB10L A 70 62 1.2 IX x 1 X 1~. 3.18 
12MB20L A 140 125 1.2 IX x 1 X 1~. 3.94 
1N2725 B 70 62 2.5 2Y. x 1'f. x 3y' 6.01 
1N2728 B 140 125 2:5 2Y. x 1'f. x 3y' 6.01 
1N2731 B 210 188 2.5 2Y. x 1'f. x 3y' 7.31 
812F5 C 14 9.5 14/30 3x3% x2% 12.52 
812F10 C 25 _20 14/30 3 x3% x2% 13.40 
812F20 C 60 43 14/30 3 x3% x 2% 18.56 
812F40 C 120 87 14/30 3 x 3%-x2% 23.20 
825H5 C 14 ~5 18/42 3 x3% x2% 15.00 
825H10 C 25 20 18/42 3x3% x2% 16.60 
825H20 C 60 43 18/42 3 x 3% x2% 22.60 
825H40 C 120 87 .18/42 3 x 3~ x 2iJ 39.§O 
"Into resistive or inductive load. Add 10·30% for capacitive load. 

SILICON CONTROLLED RECTIFIERS (FIG. Xl 
Designed specifically for low power switching applications; comparable to 
gas thyratrons, but give you faster -triggering and recovery times. 

PRV 5 AMP 10 AMP 16 AMP 
(Repetitive) Part Net Part Net Part Net 

Volts No. 1·99 No. 1·99 No. 1·99 

25 5RC2 $ 6.65 10RC2 $11.88 16RC2 $15.44 
50 5RC5 8.69 lORC5 12.59 16RC5 1&.&3 

100 5RClO 11.88 lORClO 15.44 16RClO .20.43 
200 5RC20 15.87 10RC20 23.75 16RC20 31.35 
300 5f!C30 41.33 10RC30 39.43 16RC30 52.25 
400 5RC40 63.46 lORC40 59.14 16RC40 78.85 

INTERNATIONAL RECTIFIER ENGINEERING HANDBOOK 
A manual combining theoretical articles along with the practical on the 
~~k~c~~och ~fx~ctifier_sto today's electronic equipment. $2.00 

51L1C;ON AND SELENIUM 
PHOTOCELL HANDBOOK 

Contains theory, application -data and actual circuitry 
involving the use of both silicon solar cells and sele­
nium photocells in radios, relay circuits, cont~ol, pho­
tometer and many other light-powered devices. 
Price $2.00 

ZENER DIOD~ HANDBOOK 
Covers diode usage in AC, DC, audio, RF, computer 
and numerous other applications, including use a~ 
vo!tage regulators. . $2- 00 
PrIce Each __ . ____ ......... ____ ... 

____________ ~~~=-N~====_ 

===-1(J;;) O· ,~ •. p 

HIGH VOLTAGE SILICON RECTIFIERS 
Hermetically sealed for optimum reliability at elevated and sub·zero. tern. 
peratures. Ideally suited for radar. power supplies, high voltage bias supplies, 
and airborne or guided missile instrumentation. 

JEDEC PRV Max. Input Max. Rect. Net 
Type Fig Volts Volts RMS DC .OutDut, Ma" 1·99 
IN596 N 600 420 125 $ 5.00 
IN597 N 800 560 125 6.00 
IN598 N 1000 700 125 8.50 
IN1406 0 600 420 100 5.00 
IN1407 0 BOO 560 100 5.50 
IN1408 0 1000 700 100 8.00 
IN1409 P 1200 840 100 8.00 
IN1410 P 1500 1050 100 9.00 
IN1411 P 1800 1260 100 11.00 
IN1412 P 2000 1400 100 13.50 
IN1413 P 2400 1680 100 15.50 

"Ratings at 75°C into .lnductive or resistive load. Derate 25% for capacitive load. 

© U.c.P., Inc. Net 

HIGH VOLTAGE CARTRIDGE TYPE SILICON RECTIFIERS (FIG. Q) 
Provide high temperature, high efficiency operation to a wide range of high 
voltage applications; optimum reliability over -55°C to + I500 C tempera· 
ture range. Standard types listed are normal convection cooling. Ratings 
are absolute maximum at 75°C ambient. Horizontal mounting, Half wave 
resistive load 60 cps. Hermetically sealed ceramic housing fits 30-amp 
fuse clips. Fernlle diameter sr}{)4". 

JEDEC PRV Max. Rect. OC Fwd. DC Lgth., Net 
Type Volts Output Ma Volt Orop' In. 1·99 

IN1133 1500 75 15.0 2Y. $ 7.40 
IN1134 1500 100 7.5 1'~. 8.10 
IN1l35 1800 65 18.0 2Y. 9.45 
IN1l36 1800 85 9.0 1'~. 9.90 
IN1137 2400 50 24.0 2Y. 12.85 
IN1l38 2400 60 12.0 1'~. 13.95 
IN1l39 3600 65 27.0 4~. 20.65 
IN1l40 3600 65 18.0 2Y. 23.55 
IN1l41 4800 60 36.0 4~. 28.50 
1N1142 4800 50 24.0 2Y. 30.75 
IN1-143 6000 50 45.0 4~. 34.30 
IN1l43A 6000 65 30.0 4~. 39.20 
IN1l44 7200 50 54.0 6}{. 40.80 
IN1145 7200 60 36.0 4~. 43.10 
IN1l46 8000 45 60.0 6}{. 45.40 
IN1l47 12000 45 60.0 6}{. 64.40 
IN1148 14000 50 52.0 6}{. 74.75 
IN1149 16000 45 60.0 6}{. 78.20 

"At rated DC current. 
6 and 12 AMP SILICON RECTIFIERS (FIG. D) 

High Reliability Series Commercial Types 
Oper. Range _65 0 to +80<C Temp. Range _200 to +150°C 

6-AMP SERIES 

JEDEC' 
Part PRY Net INT'Lt PRV Net 

Number Volts 1·99 Part No. Volts 1-99 
IN1341 50 $2.75 6F5 50 $2.23 
IN1342 100 3.25 6F10 100 2.60 
INl343 150 3.90 6F15 150 3.05 
IN1344 200 4.50 6F20 200 3.60 
IN1345 300 6.25 6F30 300 4.29 
IN1346 400 8.25 6F40 400 6.06 
IN1347 500 9.75 6F50 500 8.67 

12-AMP SERIES 

JEDEC' 
Part PRV Net INT'Lt PRV Nat 

Number Volts 1·99 Part No. Volts 1·99 
IN1199 50 $3.00 12F5 50 $ 2.47 
IN1200 100 3.60 12F10 100 2.74 
IN1201 150 4.35 12F15 150 3.62 
IN1202 200 5.1~ 12F20 200 4.32 
IN1203 300 7.30 12F30 300 6.35 
IN1204 400 10.35 12F40 400 8.34 
IN1205 500 14.00 12FSO 500 12.75 

25 TO 45 AMp· SILICON POWER RECTIFIERS (FIG. U) 

JEDEC RMS Recommended 
Part PRV Max RMS Net 

Number Volts Volts Volts 1·99 
IN2128A 50 35 12 $ 4.25 
IN2129A 100 70 24 5.05 
IN2130A 150 105 36 6.05 
IN2131A 200 140 48 7.10 
IN2132A 250 175 60 8.50 
IN2133A 300 210 72 9.90 
IN2134A 350 245 84 11.80 
IN2135A 400 280 96 13.95 
IN2136A 450 310 108 15.00 
IN2137A 500 350 120 19.25 

To order reverse polarity types, add the letter "R" to the basic part number 
(lN2128RA, etc.). 

45 TO 150 AMp· SILlC()N POWER RECTIFIERS (FIG. T) 

JEDEC Int'l RATEO VOLTAGE 
Part Part PRV Max RMS Recommended Net 

Number Number Volts Volts .RMS Volts 1·99 
45L5 50 35 12 $ 7.75 

I N3085 45L10 100 70 24 9.55 
45L15 150 105 36 11.70 

I N3086 45L20 200 140 48 14.20 
45L25 250 175 60 16.50 

IN3087 45L30 300 210 72 20.80 
45L35 350 245 84 24.00 

IN3088 45L40 400 280 96 29.80 
45L45 45tl 310 108 33.50 

I N3089 45L50 500 350 120 37.80 
IN3090 45L60 600 420 144 47.75 

TO ORDER REVERSE POLARITY TYPES add the letter "R" to the basic part num· 
ber. For example: 45LR5, 45PR5, etc. 

'Current rating depends on circuit, heat sink and whether or pot fan cooled. 
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~ TV·500/502 

===IDl=== 

.,~. E type 

A type 

SILICON REPLACEMENT RECTIFIERS FOR 
TV, RADIO AUDIO AND SIMILAR APPLICATIONS 

The most comp}<.'t(· lint~ of industrial and replacE'ment silicon rectifiers. Type 
E an~ smull. economy diodes. Type A is the I1PW, all insulated miniature 
Mark VII, very high rated for its size. Type SD .500 is the most popular, 
h,'rnH'tically s{'"i"d "Top-Hat." TV .500 and TV .502 are top-hats, mounted 
on heat-sinks as direct replacelnent for seI€'nium stacks. Type Mare 
"plug-ins." 

RATINGS (Into Capacitive Load) 
Peak RMS DC Max. 

Type Rev. Volt Input Output (Ma) Surge, Amp. 
5A4 
2E4 
5E4 
lM4 
5M4 
SD 500 
TV·500 
TV 502 

Int'l No. 
5A4 
5A4·BU 
5A4·95" 
2E4 
2E4·BU 
5E4 
5E4·BU 
5E4·95* 
lM4 
lM4·BU 
lM4·K 
5M4 
5M4·95" 
5M4·BU 
5M4·K 
43·1803 
43·1804 
43·1805 
SD 500 
SD 500·BU 
SD 500·92" 

SD 500·95" 
TV 500 
TV 502 

*In lots of 10 

400 140 750 
400 140 250 
400 140 450 
400 140 250 
400 140 750 
400 140 650 
400 140 750 
800 280 750 

PACKAGING ON ABOVE RECTIFIERS 
Packaging 

I ndiv. Packaged 
Bulk - 10 to pkg. 
Plastic box of 5 
Indiv. Boxes 
Bulk - 10 to a pkg. 
Indiv. Boxes 
Bulk - 10 to a pkg. 
Plastic Box of 5 
Indiv. Boxed 
Bulk - 10 to a pkg. 
Kit, includ. rectif. holder, hdwe and resistor 
Indiv. Boxed 
Plastic box of 5 
Bulk - 10 to a pkg. 
Kit of 2 rect. with holder 
SNAp·IN Holder only (single 
SNAp·IN Holder only (dual) 
SNAP'IN Holder only (quadruple) 
Indiv. boxes, no hardware 
Bulk, no hardware, 10 to pkg. 
Popular Kit of 2 rectifiers 
incl. conversion hardware and 
campI. Instructions 
Same as above but kit of 5 
Universal, 750 mil rectifier 
Dual rectifier for voltage doubler circuits 
and color TV 

*'order per kit 

SELENIUM BATTERY CHARGER REPLACEMENTS 

50 
2 
5 
2 

50 
5 
5 
5 

Net 

$1.35 
1.07' 
5.60 

. 70 

.68' 

. 90 

.72* 
3.95 

.95 

.85* 
1.00 
1.40 
6.75 
1.30* 
2.80 

.12 

.25 

.90 
1.05 

.92 
2.30 

5.50 
1.86 
3.30 

Type .TD-434GB: Universal unit for commercial "fast" chargers; fits many 
hrands without Circuit or n1(;·chanical~m()difications. Single-Plate Rectifiers: 

R('plac(' low currpnt types in "trickle" type battery chargers. Can be 
ass{'mhled for any function (center tap, h~idge, etc.). 

Output Max. Clr· 
Int'l DC DC AC cuit Dimensions, Inches Net 
No. Volts Amps Volts Diag. H. W. D. Stud Each 

JD·4346B 6·12 30·100' 16.5·0·16.5 1A 6 5 4Ya %·16 $16.75 
JD·4346D 6·12 30·100* 16.5·0·16.5 1 6 5 4Ya %-16 16.75 
JD·116K 6·12 2t 16.5·0·16.5 3 3 Y, 1.20 
JD·117K 6·12 3t 16.5·0·16.5 4 4 Y, 1.80 
JD·241K 6·12 6t 16.5·0·16.5 6 5 Y, 2.46 
JD·240K 6·12 9t 16.5·0·16.5 71/2 6Y, ).-2 3.40 
*30 amps without fan; 100, 'with fan rated 800 LFM. tRatings shown are for 
half wave; two plates in c.enter·tap circuit have twice this rating. 

SELENIUM RECTIFIERS 
RADIO-TV REPLACEMENT TYPES 

Compact, high <1<'l1sity types for "c(momy with ]"('liahility; for radio, TV and 
audio rc>plac(,Ill(·nt. F('ahu(' nt'gligih1e ]('aka,lW and aging; stahle character­
istics. SuppJil'd with lll0l11ltin,g hrackt't and hardware. Type Q~f50 is en­
capslllated. 

Int'l 
No. 

T065/07' 
T075/150 
T200/300 
T350/400 
T450/500 
T550/650 
QM50 

Int'l 
"No. 
Q1H 
A1H 
B1H 
C1H 
MIH 

Output 
DC MA 

To 75 
75·150 

150·300 
300·400 
400·500 
500·650 

To 50 

Max. RMS 
Volts 

130 
130 
130 
130 
130 
130 
130 

Plate 
Size, lin. 

.067 sq. 
1 sq. 
lY. sq. 
lY, sq. 
1Y, sq. 
2 sq. 
Ya sq. 

Mtg. Size 
Max., In. 

FULL WAVE BRIDGE RECTIFIERS 
Max. Max. Dimensions 

Int'l DC RMS Inches 
No. Ma Volts H. W. D. 

Q1B 100 25 .67 .67 Y. 
Q4B 100 130 .67 .67 1~, 
AlB 180 25 1.0 1.0 Y. 
BIB 300 25 1.2 1.2 Y. 
C18 600 25 15 1.5 % 
MIB 1200 25 2.0 2.0 Y. 

SINGLE PLATE HALF WAVE RECTIFIERS 
Min. 

Max. Max. Series Dimensions, 
DC RMS Rstr. Inches 
Ma Volts Ohms H. W. D. 
65 25 47 .67 .67 ~, 

100 25 22 1.0 1.0 ~6 
150 25 15 1.2 1.2 ~, 
250 25 5 1.5 1.5 ~6 
500 25 5 2.0 2.0 ~, 

MINIATURE BRIDGE RECTIFIERS 

Net 
Each 

$0.48 
.69 

1.08 
1.25 
1.32 
1.74 

.64 

Net 
Each 
$0.84 

1.56 
1.22 
1.28 
1.46 
1.72 

Net 
Each 

$(1.36 
.38 
.40 
.42 
.56 

D3575F 100 130 ')1, ')1, lY. $-r.56 
60·9150' 100 260 'X, ')1, 1 Y. 1.56 
61·4037 100 260 ')1, ')1, 1 Ya 3.10 

'Doubler stack; ratings for two stacks connected as full wave bridge; half·wave 
and doubler ratings are half of those shown. 

INDUSTRIAL SELENIUM RECTIFIERS 
NEW HIGH DENSITY TYPES 

Ideal for limited space and welght application's; delivers approximately 
twice the rectified DC C'utput of standard units. Save .50% ·in volume for a 
given ratIng. Low fwd v. drop; high inverse voltage. Circuit diagram 1, all 
units rated 0-14 v. DC; circuit diagram 2, all oth,'rs (sec helow) . 

Int'l DC Output Input Size, Inches 
No. Volts Amps AC Volts H. x W. x D . 

J14C04 0·14 d.4 36 1 x 1 x 1Ya 
J14Cl 0·14 1.5 36 1).-2 x 1Y, x 1Ya 
J14C5 0·14 4.8 36 3 x 3 x 1Va 
J14C8 0·14 8.4 36 4 x 4 x JYa 
J14C17 0·14 17.4 36 6 x 5 x 2Ya 
J29B04 0·29 0.4 36 1 x 1 x 1Y, 
J29Bl 0·29 1.5 "36 1).-2 x 1Y, x 11/2 
J29B5 0·29 4.8 36 3 x 3 x 2% 
J29B8 0·29 8.4 36 4 x 4 x 2% 
J29B17 0·29 17.0' 36 6 x 5 x 3Y. 
J58804 0·58 0.4 72 1 x 1 x 2Y. 
J5881 0·58 1.5 72 1Y, x 1).-2 x 2Y. 
J5885 0·58 4.8 72 3 x 3 x 43{, 
i5888 0·58 8.4 72 4 x 4 x 43{, 
J58817 0·58 17.0 72 6 x 5 x 5% . 
J116B04 0·116 0.4 144 1 x 1 x 3'3{, 
J116Bl 0·116 1.5 144 1Y, x 1Y, X 3'3{, 
J11685 0·116 4.8 144 3 x 3 x 73{, 
J11588 0·116 8.4 144 4 x 4 x 73{, 
J116B17 0·116 17.0 144 6 x 5 x lOY. 
J135B04 0·135 0.4 180 1 x 1 x 4U, 
J135Bl0·135 1.5 180 1).-2 x 1Y, x 4U, 
J135B5 0·135 4.8 180 3 x 3 x 8')1, 
J135B8 0·135 8.4 180 4 x 4 x 8')1, 
J135B17 0·135 17.0 180 6 x 5 x 12U, 

Stud 
. 8·32 

8·32 
Yo·i6 
Yo·16 
%·16 
8·32 
8·32 

Yo·16 
%·16 
Yo·16 
8·32 
8·32 
~16 
%·16 
Yo·16 
8·32 
8·32 

Yo·16 
Yo·16 
3{,·16 
8·32 
8·32 

%·16 
Yo·16 

3/10·16 

Net 
Each 
$ 0.9a 

1.39 
3.48 
4.89 
7.55 
1.5J 
2.28 
6.43 
8.93 

13.27 
3.11 
4.49 

12.08 
16.75 
26.52 

5.56 
8.15 

22.91 
32.09 
50.45 

6.77 
9.93 

28.29 
39.71 
62.43 

I3fJ ]~3 
CENTER TAP AC SINGLE PHA~E BRIDGE 

Fig.l Flg.2 

CIRCUIT DIAGRAMS 
FIG lA 

Same as Fig. 1 Except 
Center Terminal (Red) 

Is Negative 

r .1 
1+ 

TL. ____ ---'j-
AC Fig.3 

ITEMS ON THIS PAGE CARRIED BY INDUSTRIAL AND COMMERCIAL PRODUCTS DISTRIBUTORS 
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GERMANIUM DIODES ("G. A) 

in~'1 Min. Fwd. Max. Inv. Current Mav. DC 
No. Cur., Ma' Ma At V. Inv. V. 

IN34A 5.0 0.500 -50 60 
lN48 4.0 0.833 -50 70 
lN60 6.0 0.800 -30 40 
lN64 5.0 0.200 -10 25 
lN87G 4.0 0.100 -25 30 
lN294 5.0 0.800 -50 70 
lN295 0.200 -10 50 
lN541 0.350 -45 45 
lN542 Matched pair 1N541's 
lN636 2.5 0.010 -10 60 

'At inverse voltage. SELENIUM DIODES (FIG. B) 

Int'l 
No. 
lTl 
2Tl 
lUl 
2Ul 
3Ul 
4Ul 
6Ul 
tvl 
2Vl 
5Vl 
3Yl 

JEOEC 
No. 

lN1625A 
lN1626A 
lN1627 
lN1628 
lN1629 
lN1630 
lN1632 
lN1635 
lN1636 
lN1639 
lN1642 

Input VOlts, RMS Out., 
Resis. Capac. DC Ma 

33 20 0.5 
66 40 0.5 
33 20 3.75 
66 40 3.75 
99 60 3.75 

132 80 3.75 
198 120 3.75 
33 20 12.5 
66 40 12.5 

165 100 12.5 
99 60 28 

SELENIUM DUAL DIODES (FIG. C) 

PRY 
Volts 

48 
96 
48 
96 

144 
192 
288 
48 
96 

240 
144 

@ 

Nat 
Each 

$0.40 
.34 
.29 
.38 
.35 
.52 
.35 
.40 
.90 
.38 

Net 
Each 

$0.37 
.41 
.37 
.41 
.45 
.48 
.56 
.37 
.41 
.52 
.45 

Qnality replacements for TV phase detector circuits. Superior quality design. 
Come complete with connecting diagram and interchangeability table. 

Int'l Equivalent to Each 
No. Description G.E. IRC ITT Net 

0004 Common cathode 6GC1 04 K1615 $0.54 
0005 Series connected 6G01 05 K1616 .54 
0006 Common anode 6GX1 K1617 .54 

SELENIUM CONTACT PROtECTORS (FIG. Dj 
~lake circuits safe against arcihg. flashover" and erosion acress relay, switch 
or other contacts. Low cost, high efficiency. Miniature design with pigtail 
leads for fast installation. When ordering, make sure that maximum voltage 
rating of the protector exceeds the maximum value of the supply voltage. 
Size: Indicated by cmll'r letter of number (Sl VIP, Sl YIP, etc.) V-.3S0" 
dia. Y -.500" dia. All units .620" long except S6V6P and S6Y6P which are 
.990" long. 

DC TYPES 
Int'l WVDC Max. Net 
No. Min. Max. Amps Each 

51 VI P 15 22 .25 $0.89 
S2Vl P 23 44 .25 .90 
S3V2P 45 66 .25 1.07 
S4V2P 67 88 .25 1.08 
55V2P 89 110 .25 1.24 
56V2P 111 132 .25 1.25 
57V2P 133 154 .25 1.26 
Sl Vl P 15 22 .60 .94 
S2Yl P 23 44 .60 .94 
S3Y2P 45 66 .60 1.14 
54Y2P 67 88 .60 1.14 
S5Y2P 89 110 .60 1.36 
S6Y2P 111 132 .60 1'.37 
S7Y2P 133 154 .60 1.38 

Int'l 
No. 

SlV1P 
S2V2P 
S3V3P 
S4V4P 
S5V5P 
S6V6P 
S1Y1P 
S2Y2P 
S3Y3P 
S4V4P 
S5V5P 
S6Y6P 

AC TYPES 
Max. 
WVAC 

26 
52 
78 

104 
130 
156 

26 
52 
78 

104 
130 
156 

Max. 
Amps 

.20 

.20 

.20 

.20 

.20 

.20 

.40 

.40 

.40 

.40 

.40 

.40 

Net 
Each 

$ .89 
1.07 
1.08 
1.26 
1.40 
1.42 

.94 
1.13 
1.14 
1.38 
1.56 
1.58 

SILICON HIGH VOLTAGE TUBE REPLACEMENT RECTIFIERS (FIG. J) 
Df'signed to replace vacuum tube and mercury vapor tube rectifiers; long 
life, high temp. operation,- no wann up time. Equipped with tube bases to 
allow direct replacement. 

Int'l JEDEC PRY 
No .. No. Volts 

ST·l lN2630 1S00 
ST·1A lN570 1500 
ST·2 lN2631 1600 

Max. 
Inp. 

Volts 
1050 
1050 
1130 

Max. 
MaDC 
75° C 

85 
75 

600 

Replaces Tube 
Type 

6X4, 12X4 
MIL 6X4 and 12X4 
5AW4, 5AX4, 5AZ4, 

5AU4, 5W4, 5Y3, 5U4, 
5T<\'.5Z4, 6004 

Net 
Each 

$13.00 
30.00 
13.00 

ST·2A lN2632 2800 1950 
1130 

250 
600 

5R4, 5R4W 20.45 
6AX5, 6W5, 6XS, 6ZVS, 13.00 

OZ4, 5839, 5852, SX4 
1130 600 5Z3, 80, 82, 83, 83V 13.00 
10S0 85 Hi. alt. 6X4, 12X4 14.40 
1050 85 84/6Z4 14.40 

ST·3 lN2633 1600 

ST·4 lN2634 1600 
ST·5 lN2635 1500 
ST·6 lN2636 1500 
ST·7A 10500 7S00 250 866A 28.25 

PHOTOCELLS, SUN BATTERIES AND 
PHOTO.CONDUCTIVE CELLS 

EXPERIMENTER'S TYPES 
Specially selected, low priced, efficient units for the experimenter and, hob­
by.ist. Many applications in transistorized radios, light metel's, powering 
small motors, etc. Rugged selenhlm types have spectral response similar to 
the human eye; often used in light meters. Silicon cells have higher light 
conversion efficiency. Types ·~S" are the same as used for battery charging 
in space vehicles. All units supplied with pigtail leads. Outputs, shown, is 
in full ·sunlight, using conventional~ volt and rna meters. 

Int'l 
No. 
82M 
83M 
SlM 
S3M 
S5M 

Fig. 
F 
E 
E 
E 
[ 

Description 
Selenium' 
Selenium 
Silicon 
Silicon 
Silicon 

Volts 
0.3·.4 
0.3·.4 
0.3·.5 
0.6·.9 
0.6·.9 

Output 
Ma 
2 

1Y,·2Y, 
10·16 
10·16 
18·25 

'With mounting bracket; all others have plastic case. 

INDUSTRIAL SELENIUM TYPES 

Case 
Size, In. 

1Y, x %t 
lYe sq. x~, 
lYe sq. x~. 

'lYe SQ. x~. 
lYe SQ. x ~, 

Net 
Each 

$1.50 
1.75 
2.25 
3.95 
4.95 

Widely used in photography and other optical applications. Spectral response 
similar to human eye. Output:. Rated at 100 foot·candles into IOO-ohm load. 
Suffix PL: (Example, A5PL) Indicates 6" flexihle leads. Suffix M: Stnd ter­
minal types. Type DP3: Plug·in pin type. Type Dr5: Solder tenninal type. 

Int'l Output Net 
No. Fig. Description I'a Each 

A5PL G Unmounted, lYe" ·round 250 $ 2.50 
Al0PL G Unmounted, 1%" round 600 5.00 
A15PL G Unmounted, 2" round 770 6.50 
A5M Molded case, 1W' dia. x 0.3" thick 220 7.00 
A15M Molded case, 2Ye" dia. x 0.3" thick 700 11.00 
82PL Unmounted, .72" x .44" 77 1.50 
S10PL UnmoUnted, 1.69" x 0.88" 380 3.00 
810M Molded case, 2.2" x 1.1" x 0.4" 320 7.00 
815PL Unmounted, 1.69" souare 640 6.50 
OP3 H Herm. sealed case, %" x .35" x .36" 66 10.00 
OP5 H Herm. sealed case, 2" sq. x '%" thick 600 14.00 

INDUSTRIAL SILICON SOLAR CELLS (FIG. I) 
Higher effiCIency than selenium cells; principally used to convert solar 
energy directly into electricity. Operate portable radios, charge batteries, 
etc. Output: Rated in full sunlight using conventional meters. Type S: Sup­
plied with flexible pigtail leads. Type SM: Five S1020E6 cells in series. 
Turret terminals on back. 

Int'l 
No. 

S1020E4·PL 
S1020E6·PL 
S1020E8·PL 
5SM1020E6 

Description 
Unmounted 
Unmounted 
Unmounted 
Mounted 

Output 
Volts Ma 
0.40 18 
0.40 27 
0.40 36 
1.85 29 

Size. In. 
0.4 x 0.8 
0.4 x 0.8 
0.4 x 0.8 
2Y, x % 

IR LIGHT SENSITIVE PHOTO CELL 
(CADMIUM SULPHIDE CELL) Fig. E 

Net 
Each 

$ 1.95 
2.50 
3.85 

13.2!) 

Extremely sensitive device. Activates relays for. us£'" in door-openers, burglar 
alarms, tnlffic and industrial counters, turning lights on in evening for store 
windows, signs, parking lots, etc. These cells are "light sensitive resistorsU 

with resistance varying from a few hundred Ohms or less to hright light, to 
Megohms in darkness. A 24 page Experimenter's Handbook supplied free 
with each cell. Max. voltage 120 AC or DC, 0.2 Watt Max. Power dissipa' 
tion. 

880 80 OZ4, 6X5 9.00 A 0 Re' Oh 5 
7000 1250 8008 137.50 Int'l Max. Max. Pwr. ppr x. SIS., m Mat 

ST·8 1250 
5T·9 10000 

7000 1250 872A 137.50 No. Volts Dissip. Dark 10FC 100FC Each 
900 130 6BW4, 12BW4 13.00 C""S":.1;'::2===O"".M':':6:---:':1::-20::'---.""2:":;w::a';tt;':---"'1"';.5:;::':'m::"e-g --"'1;':0:;'K:=--':";2:::00:::0~-":2:i'.:::35 

ST·l0 10000 
ST·13 1275 

ITENIS ON THIS PAGE CARRIED BY INDUSTRIAL AND COMMERCIAL PRODUCTS DISTRIBUTORS , 
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SECTION·4800 

FULL WAVE BRIDGE RECTIFIERS, 
SINGLE PHASE,' RESISTIVE-INDUCTIVE LOADS 
ALL PRICES SHOWN ARE USER NET PRICES 

Max. 18v. in- 36v. in- 54v. in- 130v. in-
Amps. 14v. out 28v. out 42v.liut 100y. out 

V2, $1.05 ,. $1.50 ... , $2.50 $5.00 
1 1.20 2.20 . no 8.00 
2 . 2.10 3.004.50 10.00 
3 2.70 4.006.00 14.00 
4 3.60 7.50 10.00 ...... 24.00 
6 '4.50 lOO . 12.00 ....... 32.00 

10 6.60... 12.00. 18.00 39.00 
12 . 8.20, ... 16.00 ........ 22.00 .. ,. 44.00 
15 10.50 ... , 20.00 . 27.00..54.00 
20 12.50 ......... 25.00 .,. 36.00 ... 77.00 
24 15.00 30.00 .,. 42.00 82.00 
30. 19.10 ..... 37.00 '" 55.00 .. , 
36 .. ,. 24.00 '" 48.00 

SELENIUM RECTIFIER TRANSFORMERS 
Transformers are with 2 -18 volt center·tapped windings. Connected in 
series delivers 36 volts as rated. Connected in parallel - delivers 18 volts at 
twice rated current. lTaps 9, 18,27,36 V.J 

User's Net Price User's Net Price 
1 Amp ___ . ___________________ $ 5.25 
2 Amps ______________________ 7.20 

12 Amps ______________________ .$16.75 
24 Amps _______________________ 35.75 
30 Amps ______________________ 45.00 4 Amps ___________________ 8.75 

8 Amps _______________________ 15.00 50 Amps _______________________ 59.75 

Primary taps at 100, 105, 110 and 115 volts now 
available on 12 amp, 24 amp, 30 amp and 50 
amp transformers, No extra charge. Custom 
built transfarmers - 48 hour service. 

With Two 28V Center Tapped Windings-56 Volt: 
2 Amps •.••. v., .............. : •......••... $ 8.50 
4 Amps .•••.• :........................ 12.50 
6 Amps •••.• , ••••••••••••••. 22.50 

12 Amps................................ 30.00 

HIGH CURRENT CHOKES 
User's 

Net Price 
1 Amp ,1 hy 1.5 ohm $ U5 
2 Amps ,04 hy .9 ohm 6.00 
4 Amps .G7 hy .6 ohm 7.95 
8 Amps .03 hy .3 ohm 12.00 

12 Amps .01 hy .1 ohm 14.95 
20 Amps .004 hy .05 ohm 15.00 

'24 Amps .004 hy .0125 ohm 27.00 
30 Amps ,003 hy ,01 ohm 36.00 
50 Amps .001 hy .001 ohm 45.00 

100 Amps ,0005 hy .005 ohm 54.00 

4 amp. 
Transformer 

User's Net Price 

4 amp. Choke 

HT-'A -S'i'L 
High - Ampere - Silicon 

SILICON POWER 
RECTIFIERS Jill 

FEATURES 
• High operating temperature, 190'C (Up to 120'C ambient) 
• High operating voltage (Up to 600 p.i.v.) 
• High efficiency (99% compared to about 75% lor selenium) 
• Excellent regulation (4% compared to about 15% lor selenium) 

Max. Max. 
AC Input DC Output Amps Amps Size User 

Stock Volts Volts Self fan and Net 
No. Type, up to up to Cooled Cooled Weight Price 

SL-CT·A Center-Tap 18-0-18 16 50 100 B $17.50 
SL-CT-B Center-Tap 3/t0'36 32 50 100 B 22.50 
SL-CT-D Center-Tap 72-0-72 64 50 100 B 36.00 
SL-CT-F Center-Tap 140-0-140 125 50 100 B 44.00 
SK-CT-A Center-Tap 18-0-18 16 100 200 C 30.00 
SK-CT-B Center-Tap 36-0-36 32 100 200 C 34.00 
SK-CT-D Center-Tap 72-0-72 64 100 200 C 37.00 
SK:CT-F Center-Tap 14!l-O-140 125 100 200 C 48.00 
SM-CT-A Center-Tap 18-0-18 16 200 400 D 45.00 
SM-CT-B Center-Tap 36-0-36 32 200 400 D 60.00 
SM-CT-D Genter-Tap 72-0-72 64 200 400 D 62.00 
SM-CH Center-Tap 140-0-140 125 200 400 D 76.00 
SO-CT-B Center-Tap 36-0-36 , 32 400 800 E 100.00 
SA-BR-D 1<1> Bridge 140 125 1 

, 
9.00 

SA-BR-F 1<1> Bridge 280 250 1 10.50 
SC-BR-D 1<1> Bridge 140 125 2 10.50 
SC-BR-F 1<1> Bridge 280 250 2 12.00 
SD-BR-A 1<1> Bridge 36 32 6 12 F 18.00 
SD-BR-D 1<1> Bridge 140 125 6 12 F 30.00 
SD-BR-F 1<1> Bridge 280 250 6. 12 F 39.00 
SE-BR-A 1<1> Bridge 36 32 10 20 G 21.00 
SE-BR-D 1<1> Bridge 140 125 10 20 G 36.00 
SE-BR-F 1<1> Bridge 280 250 10 20 G 44.00 
SF-BII-A 1<1> Bridge 36 32 20 40 H 24.00 
SF-BR-D 1<1> Bridge 140 125 20 40 H 40.00 
SF-BR-F 1<1> Bridge 280 250 20 40 H 48.00 
SL-IJR-A 1<1> Bridge 32 32 50 100 J 33.00 
SL-BR-B 1<1> Bridge 72 64 50 100 J 39.00 
SL-BR'D 1<1> Bridge 140 125 50 100 J 70.00 
SL-BR-F 1<1> Bridge 280 250 50 100 J 110.00 
SG-BR-A 1<1> Bridge 36 32 70· 140 J 40.00 
SG-BR-B 1<1> Bridge 72 64 70 140 J SO.OO 
SG-BR-D 1<1> Bridge 140 125 70 140 J 80.00 
SG-BR-F 1<1> Bridge 280 250 70 140 J 130.00 
SK-BR-A 1<1> Bridge 36 32 100 200' K 60.00 
SK-BR-B 1<1> Bridge 72 64 100 200 K 68.00 
SK-IJR-D 1<1> Bridge 140 125 100 200 K 90.00 
SK-BR-F 1<1> Bridge 280 250 100 200 K 150.00 
SM-BR-A 1<1> Bridge 36 32 200 400 L 100.00 
SM-BR-S 1<1> Bridge 72 64 200 400 L 1211.00 
SM-BR-D 1<1> Bridge 140 125 200 400 L 180.00 
SM-BR-F 1<1> Bridge 280 250 200 400 L 260.00 
SO-BR-B 1<1> Bridge 72 64 400 800 M 270.00 
SO-BR-F 1<1> Bridge 280 250 400 800 ,M 570.00 
SL-PH-A 3<1> Bridge 36 48 75 150 N 60.00 
SL-PH-B 3<1> Bridge 72 96 75 150 N 85.00 
SL-PH-C 3<1> Bridge 105 144 75 150 N 120.00 
SL-PH-D 3<1> Bridge 140 188 75 150 N 180.00 

All above ratings based on 30'C ambient. Fan-cooled ratings based on air 
velocity of 1000 linear It/minute, For resistive or inductive loads, as rated. For 
capacitive or battery loads, derate amperage 20%, Doublers, triplers, 3 phase hall 
wave and 3 phase center-tap also available, Custom-built stacks, 24 hour service, 

DIMENSIONS WITH BRACKETS 

Size Length Height Width Weight 

B 3" 6" 5" 120z, 

C 3" 6" 6" lib, 

D 4" 8" 7" 2lbs. 

E 4" 9" 8" 6 Ibs. 

F 6" 5" 5" 1'14 Ibs, 

G 6" 6" 5" 1'12 Ibs, 

H 6" !t' 6" 2lbs. 

6" 6" 5" Ill, Ibs. 

K r- 8" 7" 4lbs, 

L 8''' 9" 8" 6 Ibs. 

M 8" 11" 10" 6 Ibs. 

N 8" 6" 5" 4 Ibs, 

'Not suitable for fan-cooling 

r!1i.l~ Mfd. by SANFORD MILLER COMPANY 
t1JII1lIlll1!h B ROO K L Y N 11, N. Y. 
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SCHAUER 

TYPE A4A 

TYPE 
BP2B 

TYPE C4A 

Max. Cont. Rating 

D.C. D.C. Max. RMS 
M.A. Volts Volts 
---

3 6.0 
---

5 3.0 5.0 
---

13 3.0 
---

13 6.0 
---

26 1.5 2.5 
---

26 3.0 5.0 
---

32 3.0 
---

32 6.0 
------

32 9.0 
---

64 3.0 5.0 

Circuit 
Diagram 

Fig. 

2 

3 

1 

2 

4 

3 

1 

2 

1 

3 

SECTION 4800 

INSTRUMENT 

Schauer copper oxide rectifiers for 
instrument and other uses are proc­
essed and individually tested to meet 
the requirements of the user. Versa­
tile processing techniques make pos­
sible variations in characteristics for 
special or unusual applications. Each 
rectifier is rated conservatively for 
long life and dependable operation. 

Size "8" Rectifiers are encapsulated 
-fully sealed in special formula 
polyester plastic in attractive red 
color. Cells are specially processed 
with vacuum evaporated gold con­
tact areas to give maximum effici­
ency, stable operation and low aging 
characteristics. All rectifiers are sup­
plied with 3° leads, color-coded. 
(Red, positive; black, negative; yel­
low, A.C.) PlaRtic encapsulated 
ectifiers have lead insulation im-

bedded in the plastic for better 
sealing, eliminating short circuits at 
the rectifier. Lead lengths of other 

Cell Dia. No. of Mounting 
Inches Cells Leads Screw 

Size 

%sq. 2 3 Hole for 2-56 
-

'.1. sq. 4 4 Hole for 2-56 

Uo 1 2 6-32 

U. 2 3 6-32 

Uo 2 3 6-32 

,,{, 4 6 6-32 

~ i 0 10-32 

~ 2 0 10-32 

~ 3 0 10-32 

~ 4 5 10-32 

RECTIFIERS 

than 3° can be supplied on special 
order. 

"A" SIZE CELLS have good fre­
quency response above the audio 
range and can be used at higher fre­
quencies. Recommended for meter 
applications needing IMA or less 
for operation. Can be used for other 
applications requiring up to 5 MA. 

"8" SIZE CELLS are for meter, re­
lay and other applications requiring 
IMA up to their maximum rating. 
Recommended for commercial and 
low audio frequency operation. 

"C" SIZE CELLS-are for general 
applications requiring larger output 
currents and operation of meters, 
relays and other apparatus. Special 
process cells for varistor applications. 

Write, wire or telephone for com­
plete information. We welcome your 
inquiries concerning any special 
rectification problem. 

DIM ENS ION S* 

(Dia.) 
Type 

A B C D E 
------

% ~ % A2C 
------

% ~ % A4A 
------

% U. ~ BPIC 
------

% 72 % BP2B 
------

% 72 % BP2C 
------

% 23,{, % BP4A ------
~ 'Uo % CIC 
------

~ ~ % C2C 
------------

~ U y,; C3C 
------

~ s~ % c4A 

Note: The Schauer Mfg. Corp. is the exclusive manufacturer of replacement 
Westinghouse,copper oxide rectiflers. 

SCHAUER MANUFACTURING CORP. • 

*Dimensions 

D--~ ----
10-- 0 --io-E ~ 

Cincinnati, Ohio 

Manufadurers of high-qualify, dry-disc rediRers since 1930. 
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SECTION 4800 

• TRANSISTORS AND SILICON RECTIFIERS 

August IS, 1961 

RCA TRANSISTORS 

TRANSISTORS • THYRISTORS • GERMANIUM DIODES • TUNNEL DIODES 

Optional Optional Optional 
Distributor Distributor Distributor 

(RCA) Resale Price (RCA) Resale Price (RCA) Resale Price 
Type No. 1-99 Type No. 1-99 Type No. 1-99 

TRANSISTORS 2N398 $ 1.86 2N697 $17.55 

2N104 $1.82 
2N404 .91 2N705 7.66 

2N105* 2.97 
2N404(USAF) .91 2N706 7.65 

2N109 1.24 
3907/2N404 1.82 USA 2N706 7.65 

2N139 1.49 
2N404A 1.65 2N706A 7.65 

2N140 1.53 
2N405; 2N406 ea .. 61 2N708 7.65 

2N173 6.01 
2N407 .66 2N710 6.75 

2N174 7.13 
2N408 .66 2N711 2~92 

2N175 1.63 
2N409 .86 2N794 2.64 

2N176 1.88 
2N410 .86 2N795 4.54 

2N215 1.73 
2N411 .89 2N796 6.19 

2N217 1.16 
2N412 .89 2N934 6.60 

2N218 1.40 
2N414 .97 2N1010 2.89 

2N219 1.45 
2N441 3.07 2NlO14* 12.40 

2N220 1.55 
2N442 4.42 2N1023 3.88 
2N443 5.48 2N1047A 26.05 

2N220(JAN) 4.54 2N456* 3.63 2N1048A 38.45 
2N247* 3.14 2N457* 5.78 2N1049A ~4.55 

(For New Eqpt. Design, 2N497 15.70 2N1050A 48.20 
Use 2N274) 2N544 1.47 2N1066 4.13 

2N269 1.98 2N561 6.60 2N1067 20.95 
2N270 1.32 2N578 2.48 2N1068 21.95 
2N274 1.65 2N579 3.30 2N1069 49.90 
2N274(USA) 3.30 2N580 4.50 2N1070 64.95 

2N277 3.45 2N581 .91 2N1090 1.40 

2N278 487 2N582 2.23 2N1091 2.23 

2N301 1.98 2N583 1.82 2N1092 10.75 

2N301A 4.50 2N584 3.22 2N1099 9.83 

2N307 1.49 2N585 1.07 2NllOO 18.00 

2N331 * 2.06 2N586 1.73 2N1l69 3.71 

2N351 2.03 2N591 .74 2N1l70 5.20 

2N356* 5.20 2N640* 1.44 2Nll77 1.65 

2N357* 6.53 (For New E"pt. Design, 2N1178 1.49 

2N358 (3/61) 8.91 Use 2N1637) 2N1l79 1.49 

2N370 1.49 2N641 * 1.37 2N1l80 1.12 

2N371 1.40 (For New Eqpt. Design, 2N1l83 2.06 

2N372 1.40 Use 2N1638) 2N1l83A 2.72 

2N373* 1.24 2N642* 1.40 2N1l83B 3.30 

(For New Eqpt. Design, (For New Eqpt. Design, 2N1l84 4.13 

Use 2N1633 or 2N1634) Use 2N1639) 2N1l84A 4.95 

2N643 2.92 2N1l84B 7.43 
2N374* 1.32 2N644 4.42 2N1213 7.84 

(For New Eqpt. Design, 2N645 5.78 2N1214 7.84 
Use 2N1635 or 2N1636) 2N647 1.16 2N1215 7.84 

2N376 2.10 2N649 .86 2N1216 4.95 

2N384 2.48 2N656 21.55 2N1224 2.06 

2N384(USA) 4.54 2N696 15.60 2N1225 2.89 

*Limited to ext€1nt of inventory. 
(Prices include Federal Excise Tax, whenever applicable.) 
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SECTION 4800 

• TRANSISTORS AND SILICON RECTIFIERS 

RCA TRANSISTORS 

TRANSISTORS - THYRISTORS - GERMAN1UM DIODES _ TUNNEL DIODES 

Optional Optional Optional 
Distributor Distributor Distributor 

(RCA) ·Resale Price (RCA) Resale Price (RCA) Resale Price 
Type No. 1-99 Type No. 1-99 Type No. 1-99 

TRANSISTORS 2N1700 $5.35 1N1202A $5.86 
2N1701 7.85 1N1202RA 5.86 

2N1226 $3.30 2N1702; 2N1703 ea. 12.40 1N1203A 8.55 
2N1300 2.06 2N1708 11.55 1N1203RA 8.55 
2N1301 2.72 2N1768 24.75 1N1204A 10.20 
2N1319 5.20 2N1769 42.50 1N1204RA 10.20 
2N1358 16.50 2N1905 4.13 1N1205A 14.55 
2N1384 4.87 2N1906 6.60 1N1205RA 14.55 
2N1395 2.81 2N2015 75.00 IN1206A 17.24 
2N1396 3.71 2N2016 90.00 1N1206RA 17.24 
2N1397 5.45 1N1763 .89 
2N1412 14.26 DIODES AND 1N1764 1.12 
2N1425 .86 RECTIFIERS lN2326 .50 
2N1426 .89 IN248C $4.87 1N2858 £3 
2N1450 5.94 1N248RC 4.87 1N2859 .66 
2N1479 6.60 1N249C 6.07 IN2860 .74 
2:'>11480 8.25 1N249RC 6.07 IN2861 .83 
2N1481 11.55 IN250C 8.25 1N2862 .99 
2N1482 13.20 1N250RC 8.25 1N2863 1.16 
2N1483 11.55 1N440B .83 1N2864 1.57 
2N1484 14.85 1N441B .86 1N3128 14.26 
2N1485 24.75 IN442B .99 IN3129 13.79 
2N1486 42.50 IN443B 1.24 1N3130 13.37 
2N1487 19.80 IN444B 1.40 1N3138 36.30 
2N1488 23.10 IN445B 1.82 IN3193 .76 
2N1489 33.00 IN536 .73 1N3194 .96 
2N1490 64.75 1N537 .74 1N3195 1.49 
2N1491 13.55 IN538 .76 IN3196 1.82 
2N1492 16.50 1N538(JAN) .78 IN3253 .79 
2N1493 20.95 1N539 .91 IN3254 .99 
2N1511 19.80 1N540 1.07 IN3255 1.52 
2N1512 23.10 IN540(JAN) 1.24 1N3256 1.85 
2N1513 33.00 IN547 1.65 2DGOOI 2.15 
2N1514 64.75 1N547(JAN) 1.82 3DG001 3.22 
2N1524 .86 1N1095 1.24 
2N1525 .86 1N1195A 10.05 SILICON RECTIFIER 

2N1526 .89 1N1195RA 10.05 ASSEMBLIES 
2N1527 .89 IN1l96A 14.26 Optional 

Distributor 
2N1631 .97 1N1196RA 14.26 (RCA) Resale Price 

2N1632 .97 1N1197A 19.50 
Type No. 1-99 

CRI01 11.20 
2Nl633 1.24 IN1l97RA 19.50 CRI02 14.00 
2N1634 1.24 IN1198A 26.99 

CRI03 19.60 
2N1635;2N1636 ea. 1.32 IN1l98RA 26.99 

CRI04 23.80 2N1637 1.20 IN1l99A 2.85 
CR105 28.00 2N1638 1.11 IN1l99RA 2.85 

2NI639 1.16 IN1200A 3.30, CR106 32.20 

2Nl683 4.29 1Nl200RA 3.30 
CRI07 37.10 
CR108 42.00 
CRI09 49.00 
CR110 56.00 
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For All Radio & T. V. Repair. 
Complete with Replacement 
Charts. Packed in Reuseable 
Plastic Container. 

NO.5 P T POWER TRANSISTOR KIT 
With replacement & Interchangeability Chart 

5 Pak Popular Power Transistors for Complete 
Auto Radio Service. 
I-PT40 I-PT25 I-PTl2 I-PT176 I-PT155 

NET PRICE $5.95 

NO.8 J P JAPANESE & FOREIGN 
SEMICONDUCTOR KIT 

With Replacement & Interchangeability Chart 

A complete kit for replacement and quick service 
of Japanese and foreign transistors and diodes. 
I each JR30X, JR30, JRIO, JR5, JRI5, JDI, 102, 

JP40. NET PRICE $9.95 

NO.9 T K TRANSISTOR & DIODE KIT 
With Replacement & Interchangeability Chart 

A complete kit for replacement and quick service 
of most types of PNP transistors and diodes. 

I eac~ HFl2, HF6, HF3, ATlO, AT20, AT30, 
IN34k, IN60, IN64. NET PRICE $4.95 

NO. 10 S P SILICON RECTIFIER KIT 
Silicon Rectifiers for T.V. and Radio Circuits,for 
half wave and voltage doubler circuits. 
Maximum Ratings 10 type SP500 500 MA, 

400 PIV, 140 RMS NET PRICE $5.95 

NO.5 G P GERMANIUM DIODE KIT 
With Replacement Chart 

5 Pak Germanium Glass Diode Replacement Kit 
I each IN34, IN34A, IN60, IN64, IN5!. 

NET PRICE $ .99 

SILICON 
POWER RECTIFIERS 

TOP HAT 
AXIAL LEADS 

SELENIUM 
RECTIFIERS 

AUDIO 
TRANSISTORS 

SR50 
SR40 
SR30 
SR20 
SRIO 
SR5 

SR605 
SR405 
SR205 
SRI05 

600 
400 
200 
100 

AT GP General 
Purpose 
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SECTION 4800 

High Wattage. 2N173, 2N174, 
PT501 2N277, 2N278, 2N441, 2N442, $3.57 

2N443, DS50I, DS503, DS504. 

High Current Transistor for 
PT515 Replacement in Auto Radios, $5.37 

Amplifiers, and Electronic 
Conver.ters. 

*Equivolent units shown have similar electrical characteris .. 
tics. However they may vary in lome specifications. 

420 
280 
140 

70 

IN34 
IN34A 

IN60 

IN64 

IN51 

IN34A, IN43, IN46, IN49, IN60, 
IN66, IN69, IN90, IN294, IN295, 
IN126, CK705, INI09, IN125, IN267, 
IN268, GlCA, NU34, TP34, TP34A, 
400A, 400C, M34, M34A, M95, 
MN34A, DA7l, DA7lC, XI6 

IN64, IN69, IN295, IN132, IN87, 
IN87G, IN296, INI05, IN125, 
CK706, C60, G7F, G7G, CV442, 
GINA, M60, MN60, OA73, OA73C 

IN69, INI09, IN125, 1N132, 
INI48, IN64A, IN135. 

M51, MN51. 

500 
500 
500 
500 

U5 
.U 
.51 
.42 

High quality 
sign or replacement of Driver or Detector 
Transistors having similar or lower 

General Purpose Transistors suitable .47 
for Audio Amplifiers, Code Osci lIators 
& numerous other experimental circuits. 

$.33 

$.33 

$.33 

$.33 

HF 6M 
HF 3H 

HF 3M 

PT285A 2N285A 
PT301 2N301 
PT30lA 2N301A 
PT307 2N307 

1.77 PT307A 2N307A 
1.17 PT554 2N554 
1 . .co PT555 2N555 

High qual ity I. F. unit or re-
.placement of Intermediate Frequency 

Medium Gain transistors having similar or lower rating. 

NET 
PRICE 

$2.37 
1.77 
2.37 
1.17 
1.40 
1.17 
1.40 

1.35 

1.17 

1.47 

.30 

.30 

1.77 

1.65 

1.47 

1.17 

1.05 

SEMITRONICS CORPORATION • New York, N. Y. 

Net © U.c.P., Inc. 



SECTION 4800 

SRC Rectifiers set the Standard for Quality 
STANDARD RECTIFIER CORP. 

Write or phone for the new SRC Rectifier Handbook and Catalog 

Santa Ana, California 

Model Jedec PlY Amp Model Jedec PlY Amp 

1014 IN600 100 .4 12CIO IN1200 100 12 
2014 IN602 200 .4 12C20 IN1202 200 12 
3014 IN603 300 .4 12C30 IN1203 300 12 
4014 IN604 400 .4 12C40 IN1204 400 12 
5014 IN605 500 .4 12C50 IN1205 500 12 
6014 IN606 600 .4 12C60 IN1206 600 12 

1015 1 N 1218 100 .5 25CI0 IN2155 100 25 
2015 IN1220 200 .5 25C20 IN2156 200 25 
4015 IN1222 400 .5 25C30 'lN2157 300 25 
6015 IN1224 600 .5 25C40 IN2158 400 25 
7015 IN1225 700 .5 25C50 IN2159 500 25 
8015 IN1226 800 .5 25C60 IN2160 600 25 

1017 IN537 100 .75 35CIO IN 1184 100 35 
2017 IN538 200 .75 35C20 IN 1186 200 35 
3017 IN539 300 .75 35C30 IN1l87 300 35 
4017 IN540 400 .75 35C40 IN1l88 400 35 
5017 INll04 500 .75 35C50 IN1l89 500 35 
6017 IN547 600 .75 35C60 IN1l90 600 35 

10S5 IN1446 100 .5 75EIO 100 75 
20S5 IN1447 200 .5 75E20 200 75 
30S5 IN1448 300 .5 75E30 300 75 
40S5 IN 1449 400 .5 75E40 400 75 
50S5 500 .5 75E50 500 75 
40S2 400 .2 75E60 600 75 

5Fl 50 . 1.5 100EI0 100 100 
1GB IN1450 100 1.5 100E20 200 100 
20Fl IN1451 200 1.5 100E30 300 100 
30Fl IN1452 300 1.5 100E40 400 100 
40Fl IN1453 400 1.5 100E50 400 100 
50Fl 500 1.5 100E60 600 100 

5F5 50 5 160ElO IN1272 100 160 
IOF5 100 5 160E20 IN1274 200 160 
20F5 200 5 160E30 IN1275 300 160 
30F5 300 5 160E40 IN1276 400 160 
40F5 400 5 160E50 IN1277 500 160 
50F5 500 5 160E60 600 160 

3CI0 IN1582 100 3 240EI0 IN1671 100 240 
3C20 IN1583 200 3 240E20 IN1673 200 240 
3C30 IN1584 300 3 240E30 IN1674 300 240 
3C40 IN1585 400 3 240E40 400 240 
3C50 IN1586 500 3 240E50 500 240 
3C60 IN1587 600 3 240E60 600 240 

6CIO IN1342 100 6 400ElO 100 400 
6C20 IN1344 200 6 400E20 200 400 
6C30 IN1345 300 6 400E30 300 400 
6C40 IN1346 400 6 400E40 400 400 
6C50 lN1347 500 6 400E50 500 400 
6C60 IN1348 600 6 400E60 600 400 

b U.c.P., Inc. The MASTER - 26th Edition • Page 1195 
----- -----------



SECTION 5100 

:.nicro-:.niniature toggle s'W'itches 

MINIATURIZATION has taken a major step forward with the development and perfection of this new 
miniature toggle switch. It is specifically designed to fill an urgent need for micro·miniature appli· 
cations and it carries an unusually high 5 AMP rating at 115 VAC. 

5 AMPS @ 115 VAC - and 
capable of carrying a 100% 
overload! 

MICRO-MINIATURE - (see 
right) S.P.D.T. is sub-miniatur­
ized to only 1/2 " x %" X 1/4"! Ex­
tremely compact! 

SOLID SILVER - contacts, ter· 
minals and moving parts! Not 
just plated! 

LONG LIFE RATINGS'- over 
80,000 operations for this tiny 
switch! 

8imultaneou.Q action on D.P.D.T. 

shown at actual size 

S.P;D.T. 

'-0.4920" ~ 
0.2440" 

PHYSICAL SPECIFICATIONS 

QUANTITY PRICES 
AVAILABLE ON REQUEST 

Insulating Resistance: Over 1000 megohms @ 500 VDC. 
Voltage Breakdown: Over 1000 volts @ 60 cycles. Quantity S.P.D.T. D.P.D.T. 

$1.65 $2.15 
1.12 1.43 
.99 1.29 
.83 1.08 

Moisture Resistance: Over 8 megohms after 48 hours 1·24 
25·90 

100·499 
500 over Heat Resistance: 

Life Cycle: 
Case Material: 

at temperatures of 40°C and 
humidity of 95%.' 
One hour @ 140oC. 
Well over 80,000 on-off actions. 
Black phenol resin. 

ALCO MINIATURE Toggle Switch PLATES 

I ~1~~~I~~Mab~~~Lsw~t:j,~~ o~w~~~ A~o't~o:~Rw~~~N~~ar IIIIIIII miniature toggle switches having SWITCHES a 1f,," bushing. Card of 12 plates. 

~ric~: P:;.~~~~: ........ , .. " .............. 25¢ ~ric~: P:~.~~~~: .......... ,,, .............. 25¢ 
50 to 99 .................................... 20¢ 50 to 99 .................................... 20¢ 
100 over .................................... 18¢ 100 over .................................... 18¢ 

SP-I .......... Card of 12 plates SP-2 .......... Card of 12 plates 

. LAWRENCE, MASS. 

Page 1196- The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 5100 

New spring action design of 
. the male blades assures 100% 
positive contact regardless of 
worn condition of wall outlet. 

LIST 
PRICE 75¢ LESS 

FUSES 

OF THE 

ELMENCO 
Fused Plug 

For 
POSITIVE CONTACT 

plus 
Impact Resistant Cover 

OFFERS COMPLETE PROTECTION· 
AGAINST CURRENT SURGES & SHORT CIRCUITS 

PROTECTS ELECTRICAL APPLIANCES! 

The Elmenco Fused Plug is like any standard plug, 
is light in weight, but easier to handle because 
of finger grips. However, it contains 2 small 
(uses which provide complete protection against 
damage to the appliance and to the main line. 
The blown fuse is easy to remove and simple to 
replace. Fits any standard wall outlet. 

Page 1197 

INSIDE 
VIEW 

Fuses are replaced instantly without need 
of opening plug. Can be used with stand­
ard lAG and lAB glass tubular fuses up 
to 20 amps. 



SECTION 5100 

AIRCRAFT SWITCHES 
Made to Joint Army .nd Navy specifications. SP.c. Jan·S·23 Superseded by MII·S·39IiD. Binding Scr.w Terminals (ST·40 
Series and ST·50 s.rl •• ) P.r Spec. AN·3021 and AN 3027. The ST·42 and ST·52 S.ries have .older lugs. Th.se swltcbes are 
heavy duty; rugg.d design; bak.lit. housing; rat.d 10 amps·250V AC. 15 amps·125V AC. % H,P 115·230VAC. 

1 SINGLE POLE STYLE ST-42-WITH SOLDER LUGS , l Circuit, " 
Cat. Jan·S·23 Up Center Down' J Current Rating 
No. C·'H No. No. Type Position Position Position 125V 250V 
5370 ...... 8803K6 ...... ST·42A ....... SPST ....... " On ........ None......... Olf "'," 15 amps .. 6 amps .. 2.10e. 
5371 ...... 8819K5 ...... ST·42B ....... SPST ......... On ........ None ......... Mom. Olf ..... 15 amps .. 6 amps .. 2.30 ea 
5372 ...... 8817K5 ...... ST·42C ....... SPST ......... Olf ........ None ......... Mom. On .... " 15 amps .. 6 amps .. 2.30 e. 
'5373 ...... 8816K5 ...... ST-42D ....... SPDT ....... " On ......... None ......... On 15 amps .. 6 amps .• 2.45eo. 
5374 ...... 8802K6 ...... ST-42E ....... SPDT ....... " On ..... " .. Olf ......... On ..... 15 amps .. 6 amps .. 2.45 ea 
5375 ...... 8805K5 ...... ST-42F ....... SPDT ......... On ........ None ......... Mom. On .... " 15 amps .. 6 amps .. 2.70e. 
5376 ...... 8818KS ...... ST-42G ....... SPDT ......... Mom. On ........ Olf ......... Mom. On .... " 15 amps .. 6 amps .. 2.70 ea 
5377 ...... 8815K6 ...... ST-42H ....... SPDT ......... On ......... Olf ......... Mom. On ...... 15 amps .. 6 amps .. 2.70 ea 

STANDARD PKG. 25 

2' SINGLE POLE STYLE 40-WITH SCREW TERMINALS 
M I L·S-6745 Circuit 

Cat. Jan· tAN·S·20A) Type 'L Up Center Down J' Current Rating 
No. C·H No. S·23 No. No. Position Position Position 125V 250V 
5360 .... 8801KI3 .... ST-40A ... ,AN 3021-2 .... SPST...... On ...... None....... Olf ...... 15 amps .. 6 amps .. 2.80 ea 
5361 .... 8813KI2 .... ST-40B .... AN 3021-9 .... SPST ..... On ...... None ....... Mom. Olf ..... 15 amps .. 6 amps .. 3.10 e. 
5362 .... 8811KI2 .... ST-40C ...• AN 3021-8 .... SPST ...... Olf ...... None ....... Mom. On ..... 15 amp,s .. 6 amps .. 3.10 ea 
5363 .... 8810KI2 .... ST-40D .... AN3021-3 .... SPDT, ...... On .... ;.None ....... On IS amps .. 6 amps .. 3.40ea 
5364 .... 8800K13 .... ST-40E .... AN 3021-1. ... SPDT ..... On ...... Olf ......•. On IS amps .. 6 amps .. 3.40 ea 
5365 .... 8804KI2 .... ST-40F .... AN 3021-6 .... SPDT ...... On ...... None ....... Mom. On..... 15 amps .. 6 amps .. 3.6S ea 
5366 ... ,8812KI3 .... ST-40G .... AN 3021-7 .... SPDT ....... Mom. On ...... Off ........ Mom. On..... 15 amps .. 6 amps .. 3.65 eft 
5367 .... 8809KI3 .... ST-40H .... AN3021-5 .... SPDT ... ; .. On ...... Olf ........ Mom. On ..... 15 ftmps .. 6 amps .. 3.65 ea 

Cat. 
No. 

5380 
5381 
5382 
5383 
5384 
5385 
5386 
5387 

STANDARD PKG. 25 

3 DOUBLE POLE STYLE ST-SO-WITH SCREW TERMINALS 
, M II-S·6745 Circuit 

Jan· (AN·S·20A) Typ. l Up C.nter Down J' 
C·H No. S·23 No. No. Position Position Position 

.... 8822K8 .... ST-SOK ... AN-3027-2 .... DPST...... On ......... Non....... Olf ... .. 
.... 8828KS ., •. ST-SOL ... AN-3027-4 .... DPST...... On ......... Non ••..... Mom. Olf .... . 
.... 8826KS .... ST-50M ... AN-3027-S .... DPST...... Olf ......... None ...... Mom. On ... .. 
.... 8824K8 .... ST-SON ... AN-3027-3 .... DPDT...... On ......... Non....... On 
.... 8820KI0 .... ST-SOP ... AN-3027-1 .... DPDT...... On ......... ,Olf ...... On 
.... 8830K5 ..•. ST-50R •• AN-3027-6 .... DPDT...... On ..... " .. Non ••..... Mom. On .... . 
.. ,,8834K4 .... ST-SOS .. AN-3027-7 .... DPDT ...... Mom. On ......... Olf ...... Mom. On .... . 
.... 8832K4 .... ST-50T ... AN-3027-8 .... DPDT...... On ......... Olf ...... Mom. On .... . 

STANDARD PKG. 25 

Current Rating 
125V 250V 

25 amps .. 9 amps .. 3.75'ea 
15 amps .. 6 amps .. 4.50 eft 
15 ftmps .. 6 amps .. 4.50 eo 
25 amps .. 9 amps .. 4.50 ea 
25 amps .. 9 amps .. 4.50 ea 
15 amps .. 6 amps .. 4.90 eft 
15 amps .. 6 amps .. 4.90 e .. 
15 amps .. 6 amps .. 4.90 e .. 

4 DOUBLE .POLE STYLE ST-S2-WITH SOLDER LUGS 
,------- Circuit • 

Cat. Jan·S·23 l Up Centar Down I 

Type PosltiO<l Position Position j 
Current Rating 

No. C·H No. No. 125 V 250 V 
5390 ....... ' ,8823K5 ......... ST-S2K DPST ........ On ." ..... None ..... , .•• Olf 25 amps .. 9 .. mps •• 2.50 eft 

15 amps .. 6 amps .. 2.80 ea 
15 amps .. 6 amps .. 2.80 eft 
25 amps .. 9 amps .. 2.80 e .. 
25 amps .. 9 amps .. 2.80 eft 
IS amps .. 6 amps .. 3.25 ea 
15 amps .. 6 amps .. 3.25 eft 
IS amps .. 6 amps .. 3.25 ea 

5391 ......... 8829K5 ......... ST-S2L DPST........ On .......... None ....... Mom. Olf 
5391A .•..... 8827K5 ...•..... ST-52M 
5392 ......•.. 8825K5 ...•..... ST-S2N 

DPST ........ Olf ........ None ....... Mom. On 
DPDT.. . .. . .. On ........ Non... . .. . .... On 

5393 ......... 8821KS ......... ST-S2P DPDT ........ On ......... Olf ........... On 
5394 .•....•.. 8831K5 ...•... , . ST-52R DPDT.. .. .... On .. " .... None ....... Mom. On 
5395 ......• , ,88'3SKS ......... ST-S2S DPDT ...... Mom. On ....... Olf ........ Mom. On 
5396 ......... 8833K3 ......... ST-S2T DPDT........ On ......... Olf ........ Mom. On 

Cat. 
No. 

5400 
5401 
5402 

STANDARD PKG. 25 

S' THREE POLE-WITH SCREW TERMINALS FLUSH MOUNTING 
~------- Circuit 
L' Up C.nt.r Down J' 

C.H No. Spe.. Type Position Position Position 
....... . 8740K9 ........ MIL·S-6745 ........ SPST ........... On ........... None .............. Olf ............ . 
........ 8744K9 ........ MIL-S-6745 ........ 3PDT ....... ' .... On ........ ". NODS .............. On ........... .. 
........ 8742K9 ........ MIL-S-6145 ........ 3PDT ........... On , ..... ; .... Olf ........... · ... On ........... .. 

CURRENT R.ATlNG: 125 VAC 20 AMPS. 30 VDC 25 AMPS. STANDARD PKG. 12 

6 FOUR POLE-ONE HOLE MOUNTING 

6.45 e • 
7.70 ea 
7.70 eo. 

'the four pole switches are designed to m.et the rigid specifications and requirements of JAN·S·23 and MIL·S·6745 Specs. 

Cat. 
No • 
5420 
5421 
5422 
5423 
5424 
5425 
5426 
5427 
5428 
5429 
5430 
5431 
5432 
5433 
5434 
543~ 

Clrcuit-----~ 
'L Up Center Down J 

C·H. No. Typ. Position PHltion Position Terminals 
................ 7660K8 .......... 4PST ......... On ........... None ........... Olf ....... , ... Scr.w ........ 8.25eo 
................ 7661K6 .......... 4PST......... On ........... None.. ......... Olf ........... Lug ' ........ 7.60 e .. 
............ .... 7662K5 .......... 4PDT......... On ........... Olf .... ...... On ........... Screw ........ 10.30 eft 
................ 7663KS .......... 4PDT......... On .......... Olf .......... On ........... Lug ....... ' 9.35 ea 
................ 7664K3 .......... 4PDT ......... On .......... Non ........... On ........... Scr.w ........ 10.30ea 
................ 7665K4 .......... 4PDT.... ..... On ........... None........... On .......... Lug .. ·· .... 9.35 ea 
................ 7666K6 .......... 4PST......... Olf .......... Non ............ Mom. on' ........... Screw ........ 11.15 ea 
.. ; ............. 1667K6 .......... 4PST......... Off ........... None ........... Mom. on .......... , Lug ...... ··10.55 ea 
................ 7668K4 .......... 4PST......... On ... , ....... Non .......... , .. Mom. 01f ....... , ... Screw ........ 11.15 ea 
.. : ............. 7669K4 .......... 4PST ......... On ........... None ........... Mom.olf .......... Lug ' ........ 10.55e .. 

:::::::::::::::Jmn:::::::::~~~~::::::::: g~ .... : ............... 8~ :::::::::::~~::::~~::::::: :::S£~~r::::::::BJg:: 
................ 7672K4 .......... 4PDT ......... Mom. on .......... Olf ............ Mom.on ........... Screw ........ 12.40e .. 
................ 7673K4 .......... 4PDT ......... Mom. on ........... Olf .......... Mom. on .......... Lug ........ 11.50e .. 
................ 7674K4 .......... 4PDT ......... , On' .......... None .......... Mom. on .......... Screw ........ 12.40 eft 
................ 7675K4 ....... " .4PDT.......... On """'''' .None .......... Mom. on .......... Lug ........ 11.50 ea 

CURRENT RATING: 125 VAC 10 AMPS. 30 VDC 20 AMPS. STD. PKG. 12 . 

7 FOUR POLE-FLUSH MOUNTING 
Circuit , 

Cat. ' l U p Center Down J 
No. C·H No. Spec. Type Position Position Position Terminals 
5410 .... 8882K5 .... ·MIL·S-6745. .. ...... 4PST......... On ......... Non... ....... 0If ......... Screw ........ 8.30 ea 
5411 ' .... 8883K5 .... MIL-S-6745. ., ....... 4PIiT......... On .......... None.. ....... On .... ,0 .... Lug ........ 7.40 ea 
5412 .... 8886KS .... MIL-S-674S. .. ...... 4PST......... On ......... Olf ......... On ......... Screw ........ 11.15 ea 
5413 .... 8884K5 .... MIL-S-674S. .. ...... 4PDT......... On ......... Non.......... On ......... Screw ........ 10.40 e .. 

~m :::J~m~g .... MIL-S-6745: ::::::::!~~L::::::: g~ :::::::::No"N·::::::::: 8:: :::::::::s~~e~::::::::lg::g:: 
5416 .... S881K5 .... • ........ 4PDT......... On ......... Olf .... ..... On ......... Lug ......... 9.45 ea 
5417 .... 8888K5 .... MIL-S-6745. .. ...... 4PDT ......... Mom. on ......... Olf ......... Mom. on ......... Screw ......... 12.45 e8 
5418 .... 8887K5 .... MILCSjjW~hT .. RATiNif,n?iz5· VAC '1'0 A~PS: 3ii voici ~: AMPS: ST~~mp~nG."ii" .. Scr.w ........ 12.45 ea 

Paa .. 119L .• ifte MASTER - 26th' Edition Trade DiscP!lnt Applies To 'List Prices Only' @) U.c.P., Inc. 



SECTION 5100 " 

Complete line of Cutler-Hammer quality switches available from our v'arehou.e stocks. Includes commercial, Industrial, aircraft 
and Gov't spec. 

LIGHT DUTY TOGGLE SWITCHES 

BACK CONNECTED LUG TERMINALS 
Quick make-break; bakelite; sman, compact size AC-DC UL 
approved 

Cat. Current Rating List 
No. C-H No. Des.rip. Shank 125V 250V Pri •• 

5300. ' .. S2S0K16 ... SPST .. 15/32"... ...3 amps .. 1.15.a 
5301 ... S381KS ... SPST .. 15/32" ... 6 amps ... 311ll1Jl8.. 1.35 ea 
5302 ... 8282K14 ... ,SPDT .. 15/32" ... 3 amps ... 1 amp .. 1.45 ea 
5303 ... 8284K14 2 eire . ,15/32" ... 3 amps ... 1 amp .• 1.55 ea 
53(14 ... 8360K7 , .. DPST .. 15/32"... ...3 amps .. 2.10 ea 
5305 ... S370K7 •.. DPST .. 15/32" ... 6 amps ... 3 amps .. 2.30 ea 
5306 ... 8363K7 ... DPDT .. 15/32..... ...3 amps .. 2.40 ea 
5307 ... 8373K7 ... DPDT .. 15/32" ... 6 amps ... 3 amps .. 2.60 ea 

STD. PKG_ 25 

2 SIDE CONNECTED SCREW TERMINALS 

~a:: C-H No. Deserip. Shank 
Current Rating 

125V 250V 
List 

Price 

5308 ... 8295K8 ... SPST .. 15/32" .. . . .. 3 amps .. 1.40 ea 
5309 ... 8396KS ... SPST .. 15/32" ... 6 amps ... 3 amps .. 1.60 ea 
5310 ... 8297K8 .. SPDT .. 15/32" ... 3 amps ... 1 amp .. 1.85 ea 
5311 ... 8372K7 ... DPST .. 15/32" ... 6amps ... 3amps .. 2.75ea 
5312 ... S365K7 ... DPDT .. 15/32"... ...3 amps .. 3.15 ea 
5313 ... 8375K7 ... DPDT .. 15/32" ... 6 amps ... 3 amps .. 3.35 ea 

STD. PKG. 25 

3 SIX INCH LONG WIRE LEADS 

~ .. : C-H No. Descrip. Shank Clw~nt R~J~'!"g p~i~~ 
'335 ... 8290K16 ... SPST .. 15/32"... ...3 amps .. 1.40 ea 
i336 ..• S39lKS ... SPST .. 15/32" ... 6 amps ... 3 amps .. 1.60 ea 

STD. PKG. 25 

PUSH BUTTON MOMENTARY SWITCHES 
)oor operated switches. used wherever it is desired to control 
.:!urrent by opening or closing of refrigerated doors, telephone 
booths, closets, vaults, etc. AC-DC. UL approved; 15/32" shank; 
rated at .75 AMF., 125 volts-.75 AMPS, 250 volts. 

Cat. 
No. 

5337 
5338 
5339 
5340 

8. 9 

C·H No. Description Terminals 

S41lK4 ..... SP norm. open ..... lug .... 
8411K3 .... SP norm. open ..... screw, '" 
8411K8 ..... SP norm. closed .... , lug .. .. 
8411K7 ..... BP norm. closed ..... screw ... . 

STD. PKG. 25 

HEAVY DUTY 
TOGGLE SWITCHES 

List 
Price 

.80 ea 
.90 ea 
.60 ea 
• 65 e. 

Quick make-quick break; 15/32" shank (No. 8680 11/32" shank); 
AC-DC, UL approved; bakelite case; screw terminals. 

Cat. Current Rating List 
No. C-H No. Descrlp. 125V 250V Pri.e 

5341 ... @7321K3 .... SPST .... 12.mps .... 6 amps ... 2.20 ea 
5342 ... @7320K3, .... DPBT .... 12 amps .... 6 amps ... 2.20 ea 
5343 ... 'n61K5 .... BPST .... 15 amps .... 10 amps ... 3.85 ea 
5344 ... 'n60K8 .... DPST .... 15 .mps .... 10 amps ... 3.85 ea 

g~:~ .-.- .-"m~~t.-.-.- .-gf;'~¥::: :10 amps::: :2g ::::~:::: ~:ig:: 
5347 ... 8690K2 .... DPDT .... 15 amps .... 10 .mps ... 8.60 ea 
@ 1 HP-125/250V '1~ HP-125/250V 
'*1~ HP-125V, 2 HP-250V 

STD. PKG. 12 

A MULTI·POLE. MULTI·POSITION. ROTARY 
SWITCHES 

Nos. 7260 thru 7266 and Nos. 7271 thru 7276 

B PUSHBUTTON OPERATED AIRCRAFT 
SWITCHES 

Nos. 891lK525, 8874, 8875 

STANDARD DUTY TOGGLE SWITCHES 

5 BACK CONNECTED LUG TERMINALS 
Slow make and break; bakelite; AC rated for longer life. greater 
capacity. 15 amps. 125 volts-10 amps. 250 volts. 
Cat. List 
No. C·H No. Description Shank Price 

5314 7501K13 ....... BPST ....... 15/32" ...... 1.15 ea 
5315 7505K4 ....... SPDT ....... 15/32" ...... 1.35 ea 
5316 7561K4 ....... DPST ....... 15/32" ...... 1.75 ea 
5317 7565K5 ....... DPDT ....... 15/32" ...... 2.05 ea 
5318 761lK2 ....... 3PST ....... 15/32" ...... 3.65 ea 
5319 7615K2 ....... 3PDT ....... 15/32" ...... 4.50 ea 

STD, PKG. 25 

6 BACK CONNECTED SCREW TERMINALS 
Cat. 
No. C·H No. • Description Shank 

List 
Price 

5320 7500K14 ....... SPST ....... 15/32" ...... 1.35 e. 
5321 7504K4 ....... SPDT ....... 15/32" ...... 1.60 e. 
5322 7560K5 ....... DPST ....... 15/32" ...... 2.10 ea 
5323 7564K6 ....... DPDT ....... 15/32" ...... 2.60 ea 
5324 7610K2 ....... 3PST ....... 15/32" ...... 4.25 ea 
5325 7614K2 ....... 3PDT ....... 15/32" ...... 5.40ea 

STD. PKG, 25 

4 PUSH BUTTON SWITCHES 
PUSH TO MAKE-PUSH TO BREAK 

Push·push switches; AC·De. UL approved, bakellte case; rated 
6 amps. 125V-3 amps. 250V. Pushing the button once closes 
the contacts; pushing it again opens the contacts. 11/16" shank. 
Cat. List 
No. C·H No. Description Terminals Price 

5326 
5327 
5328 

5 

Cat. 
No. 

5329 
5330 
5331 

7 
Cat . 
No. 

7206K4 ....... SPST ....... lug ...... 1.60 ea 
720SK4 ....... SPST ....... screw ...... 1.80 ea 
7207K4 ....... SPST ....... wire ...... 1.80 ea 

STD. PKG. 25 

CENTER OFF STANDARD 
DUTY TOGGLE SWITCHES 

BACK CONNECTED LUG TERMINALS 

C·H No. Description Shank 
List 
Price 

7503K13 ....... SPDT ....... 15/32" ..... , 1.35 ea 
7563K4 ....... DPDT ....... 15/32" .....• 2.10 ea 
7613K2 ....... 3PDT ....... 15/32" ...... 4.50 ea 

STD. PKG. 25 

BACK CONNECTED SCREW TERMINALS 

C-H No. Description Shank 
List 
Price 

5332 7502K13 ....... SPDT ....... 15/32" ...... 1.60 ea 
5333 7562K4 ....... DPDT ....... 15/32" ...... 2.60 ea 
5334 7612K2 ....... 3PDT ....... 15/32" ...... 5.40e. 

STD. PKG. l2 

C MISCELLANEOUS AIRCRAFT SWITCHES 
Pistol grip trigger movement switches Nos. 8895, 8896, 8897 

D LEUR EXTENSIONS and ATTACHABLE TIPS 
To meet requirements for luminous identification on switches 
and circuit breakers these tips snap over the standard levers and 
are held in place by a cup shaped spring member. 
~~~I~t~~39. 24·1939·2, 24·1997, 24·1997·2, 24·1164, 24·1164·2, 

E AIRCRAFT SWITCH GUARDS 
IT IS USED TO PREVENT IIliADVERTENT 

OPERATION OF THE LEVER 

BOOTS FOR WATER and DUST RESISTANT 
APPLICATIONS 

Gray ,Hastie flexible designed to obstruct water and dust from 
entering switch interior. Remains flexible at minus 67°F. with 
stand exposure to sunllght without deteriol'l1t1on. For all appll· 
cations. Advise which Specific Switch guard Is to be used. 

F BUSHING SEAL No. 32·341 
ADDITION.AL CUTLER·HAMMER EQUIPMENT AVAILABLE 

All Prices S~biect to Chongeor Withdrawal without Notice. 

(i;) U.C.P" Inc. Trade Discount Applies To list Prices Only The MASTER - 26th Edition. Page 1199 



SECTION 5100 

MANUAL TYPE CIRCUIT BREAKERS 
Both types combine, In one unit, a standard aircraft type SPST slviteh 
and a positive protection device. Molded case, metal strap with locking 
type mounting nuts. 

NON·TRIP FREE 
CAT. RATING LIST 
NO. C·R NO. SPEC. TYPE 24 VOLTS PRICE 

5460 ........ 8750 Kl1.. ...... AN·3160· 5 ........ SPST ........ 5 AMPS ... 15.75 ea. 
5461 ........ 8751 K 8 ........ AN-3160·10 ........ SPST ........ I0 AMPS .... 15.75 ea. 
5462 ........ 8752 K 8 ........ AN-3160-15 ........ SPST ........ 15 AMPS .... 15.75 ea. 
5463 ........ 8753 K 8 ........ AN-3160-20 ........ SPST ........ 20 AMPS .... 15.75 ea. 
5464 ........ 8754 K 8 ........ AN-3160-25 ....... .sPST ........ 25 AMPS .... 15.75 ea. 
5465 ........ 8755 K 8 ........ AN-3160-35 ........ SPST ........ 35 AMPS .... 15.75 ea. 
5466 ........ 8756 K 8 ....... AN-3160-50 ........ SPST ........ 50 AMPS .... 15.75 ea. 

t RIP FREE 
5470 ........ 8730 K3 ........ E-1441- 5 ........ SPST ........ 5 AMPS ..... 21.50 ea. 
5471 ........ 8731 K3 ........ E-1441-10 ..... _ .. SPST ........ I0 AMPS ..... 21.50 ea. 
,5472 ........ 8732 K3 ........ E-1441-15 ........ SPST ........ 15 'AMPS ..... 21.50 ea. 
5473 ........ 8733 K3 ........ E-1441-20 ....... .sPST ........ 20 AMPS ..... 21.50 ea. 
5474 ........ 8734 Kl.. ...... E-1441-25 ........ SPST ........ 25 AMPS ..... 21.50 ea. 

OVERRIDE TYPE 
NON·TRIP FREE 

5475 ........ 8735 K3 ........ E-1441-35 ........ SPST ........ 35 AMPS ..... 21.50 ea. 
5476 ........ 8736 Kl... ..... E·1441-50 ...... $PST ........ 50 AMPS ..... 21.50 ea. 

Std. Pkg. 5 

NON-OVERRIDE TYPE 
TRIP FREE 

In addition to our large inven­
tory listed abciY8 we have in stock 
the special switches manufactured 
.pecifically for aircraft-such as: 

DOUGLAS DC-8 
BOEING 707 
CONVAI~ 888 
LOCKHEED ELECTRA 

POSITIVE ACTION MINIATURE MILITARY SWITCHES 
"AS SMALL AS A DIME" 

Also we have the regular aircraft 
relay. which InCludes the hermet~ 
Ically sealed type. 

Especially deslgeed for aircraft, missile and electronic applications. 

EXTREMELY COMPACT - highly reliable power or 
dry circuit 'switch, usable as a pre-set switch' In 
aircraft recognition systeins, for walkie-talkies, 
electronic Instruments and communication systems. 

NEW DESIGN - Toggle Is linked directly with 
movable contact member, insuring positive make and 
break. 

NEW TOGGLE LEVER SEAL - Protects switch 
enclosure under adverse environmental conditions; 
includes panel bushing seal. 

NEW GOLD PLATED CONTACTS - Open and 
close with Wiping action, for good contact even on 
low enerlO' circuits. Contact bounce Is extremely low. 

·NEW SUPERIOR MATERIAL - In molded parts, 
provides higher arc-tracking resistance and excellent 
recovery voltage. 

NEW POSITIVE DETENT ACTION - For Improved 
operator ufeel'!' DOUBLE POLE 

SINGLE POLE - -'v' - .- CIRCUIT ~ CURRENT RATING -'v' 

CAT. UP CENTER DOWN 25 VOLTS 50 VOLTS 115 VOLTS 
NO. C·R NO • TYPE POSITION POSITION POSITION DC DC AC LIST 

5480 
5480 
5480 
5480 
5480 
5480 
5480 
5481 
5481 
5481 
5481 
5481 
5481 
5481 

Kl ... 8866 Kl ...... SPOT. ON OFF ...... ON ..... ............ 2 AMPS .......... 1 AMP ......... ... 2 AMPS ...... . .. 10.10 ea . 
1\2 ..... 11866 K2 ................. SPOT ............ MOM-ON .. OFF .. MOM-ON .............. 2 AMPS ... ....... 1 AMP ..2 AMPS ... 11.40 ea . 
K3 .. . .... 8866 KL .. .... SPOT... ....... ON . . . . . . . . . . . . . . . . . . . . OFF MOM·ON .............. 2 AMPS. ................. 1 AMP. .. 2 AMPS .. .......... 11.40 ea . 
K4 .. ...... S66 K4 ..... .... SPOT. . ON .................... NONE ..... ........... ON 2 AMPS. ....... I·AMP. .2 AMPS .. .. 10.10 ea . 
K5 ... ..... 8868 KL ..... ....... SPST ................ ON ... OFF . ........... NONE .::: .. .......... 2 AMPS .... 1 AMP .2 AMPS .10.10 ea. 
K6 .... 8866 K6. ....... SPST ................ NONE ...... OFF ....... MOM·ON ... ....... 2 AMPS .. ... ... 1 AMP . . .............. 2 AMPS .. .11.40 ea . 
K7.. ..... ...... 8866 K7 ... ...... SPST .................. ON . NONE ............ OFF ....... .. ..... 2 AMPS .. ................ 1 AMP . ................ 2 AMPS .. .. 10.10 ea. 
1\1 .............. ... 8867 Kl .. .............. OPOT .... ....... ON ......... OFF ................. ON ..... 2 AMPS ... ...... ......... 1 AMP. .. 2 AMPS .. .. 12.60 ea . 
K2.. .... .. . .8867 K2. ................ OPDT .. ...... MOM·ON ... OFF ................ MOM-ON ...:.J~~~~: . ...... 1 AMP ... 2 AMPS .. . ....... :.14.70 ea. 
1\3... .... .......... 8867 K3. .. ....... OPOT .......... ON . .................. OFF ................ MOM-ON. ...... 1 AMP .. 2 AMPS . . .. 14.70 ea. 
K4 ....... 8867 K4 ................. OPOT .... ON. ...... NONE ON ......... 2 AMPS. . ...... 1 AMP .. ....... 2 AMPS. ... 12.60 ea . 
K5 ....... .......... 8867 1(5 .. .. .... OPST... .... .......... ON .... OFF ......... NONE . 2 AMPS ................... 1 AMP . 2 AMPS .. .. 12.60 ea. 
K6 .......... 8867 K6 .... OPST ..... ...... NONE .... OFF MOM-ON ............... 2 AMPS .1 AMP. ......... ,.2 AMPS ...... 14.70 ea. 
1\7 ................. 8867 K7 .. OPST ...... ON .... NON(:" ... OFF .. ................. 2 AMPS .. 1 AMP .. 2 AMPS .. ......... 12.60 ea . 

Std. Pkg. 5 

SLIDE LEVER SWITCHES 
UL APPROVED 

Ideal for phonographs, test instruments, electrical equipment, 
appliances, etc. 
I'll." x %" with 1>,8" mounting centers; mounting holes .140". 

STD. 
CAT. NO. DESCRIPTION CURRENT RATING PKGE. 
6215 ................. SPST ................ 4 Amps-125 V AC .................. 25 
6246 ................. .8PDT ................ .4 Amps-125 V AC .................. 25 
6247 .................. DPST ................... 50 Amp-125 V AC-DC ........ 25 
6248 .................. DPDT ................ 50 Amp-125 V' AC-DC ........ 25 

SPRING RETURN 
6245S ................ SPST ................... 75 Amp-125 V AC-DC .......... 25 
6246S ................ SPPT ................... 75 Amp-125 V AC-DC .......... 25 
6239.............................................. Slide Switch Shield .......... 25 

BIRNBACH KNIFE SWITCHES 

Made of special nickel plated spring brass on a rugged base. 
Screw terminals located conveniently tor easy connections in 
circuit. Two mounting holes. 

Cat. No. Deserlp. BaSI 

6100 ........................... .sPST ............................ Por. 
6102 ............................ SPOT ............................ Bake. 
6103 ............................ DPST ............................ Por. 
6104 ............................ DPDT ............................ Bake. 
6105 ............................ TPDT ............................ Por. 

Std. Pk •• 

................. , .......... 25 

............................ 20 

............................ 10 

............................ 10 

................... : ........ 10 
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·1 SECTION 5100 

3 

1 MOMENTARY CONTACT PUSH BUTTON 
Solder' lugs : laminated type. Has 9/16" slotted sleeve. 
15/32-32 TPI Complete with hex and knurled nut: 
nickel plated; all accept snap on button. Supplied 
less insulating button. 

QUICK MAKE AND BREAK 
Current 

Cat. Rating 
No. Descrip. Type 250 V 

6184 .SPST .Normally Closed (On).3 amp. 
6184A SPST.Normally Open (Off) .3 amps 
6185A SPDT .Normally Closed (On).1 amp 
6185 .SPDT .Normally Open (OtT) .1 amp 
6186 .2 Clrc .Normally Closed (On).1 amp 
6231A DPST .Normally Closed (On).1 amp 
6231 .DPST .Normally Open (Off) .1 amp 
6231B DPDT.Normally Closed (On).1 amp 
6232 .. Button only, red or black .......•. 

Std. Pkg. 25 
SLOW MAKE AND BREAK 

Current 
Cat. Rating 
N.. Descrlp. Type 125 V 

6180 .. SPST .. Normally Closed (On).1 amp 
6230 .. SPST .. Normally Open (OtT) .. 1 amp 
6224 .. 2Clrc .. NormallyClo,ed (On).1 amp 

Std. Pkg. 25 

List 
PrIce 

2.25 ea 
2.25 ea 
2.60 ea 
2.60 ea 
3.10 ea 
3.10 e. 
3.10 ea 
3.45 ea 

.40 ea 

List 
PrIce 

2.55 ell 
2.55 ea 
1.60 ea 

3 INTERMEDIATE SIZE TOGGLE.BAT 
Molded phenolic base: back connected ,ilver plated 
solder lug contacts: ,upplled with hex. nut and 
knurled nut. SPDT rated at 1 amp.-250V, 6 amp'.-
125 volt, AC-DC: other, rated at 3 amps-250V, 
6 amps.- 125V AC-DC. 

Std. Pkg. 25 
Cat. Typ. List 
No. Des,riptlon Action Prl'e 

6280 ... SPST .. , POSITIVE .. 1.55 ea 
6280A ... SPST ... MOM.-NORM. OFF .. 2.20 ea 

~m A· ... : ~~g~ ...... Mb~~~~~~y :: U8 :: 
6284 ... 2 CIRC... POSITIVE .. 1.90 ea 
6282 '" DPST .. . POSITIVE .. 2.25 ea 
6282A ... DPST ... MOM.-NORM. OFF .. 3.15 ea 
6283 ... DPDT... POSITIVE .. 2.60 ea 
6283A " . DPDT... MOMENTARY .. 3.45 ea 
2 THREE POSITION-CENTER OFF ~ 

Mt
~ 

=------

• 0 Ii 

Rated 3 amps·250 V. 6 amps·125 V AC.DCList 
Cat. No. Prlc. 
6261 .............. SPDT ............. 2.80 ea 

m~ :: :::::::: ::::bW~: :::::::::::: Ug:: 
Std. Pka. 25 

2 BAKELITE MOLDED 
MOMENTARY CONTACT SWITCHES 

Same .as above except momentary. SPST NormaIly 
OtT. 3 A .. 250 V. UL approved. Rated 6 A., 125 V. 

Shank List 
Cat. No. DescrIption Lengtb Price 

6241 ......• SPST ....... H" ....... 2.20 ea 
624·0 ....... SPDT ....... iI ......... 2.50 ea 
6242 ....... DPDT ....... H ....... :. 3.45ea 

Std. Pkg. 25 

4 MOMENTARY PUSH BUTTON 
Molded momentary, .,older lugs. Rated 1 A .• 125 V. 
With 9/16" shank, normally OFF-push to make. 
Nickel plated. UL approved. 
Cat. Std. List 
No. Descrip. Pkg. , Price 

~~~~:::::::::: ~~~~ :::::::::~~:::::::::U~:: 
6235 .......... DPST ......... 25 ......... 1.78 ea 
6236 .......... DPDT ......... 25 ......... 2.39 ea 

6 MIDGET SIZE TOGGLE POS. ACTION 
SPST Rated 3 Amp,-250 Volts, 6 amp,-125 Volt,. 
Others Rated 1 Aml>-250 Volts, 6 amp,-125 
Volts. Moldcd Phenolic base. 15/32-32 x 15/32' 
.Iong .Iotted sleeve, Nickel finish: .0Ider lugs. 
Cat. No. Description Typ. List Price 

6244 .... SPST ...... Ball Handle ... 1.30 ea 
6244A .... SPST ...... Bat Handle .... 1.30 ea 
6244B .... SPDT ...... BaIl Handle ... 1.65 eo 
6244C .... SPDT ...... Bat Handle .... 1.65 ea 
6244D .. l .. 2 clrc ....... Ball Handle ... 1.70 ea 
6244E .... 2 clrc ....... Bat Handle ...... 1.70 ea 

Std. Pkg. 25 

16 ROTARY SWITCHES 
CANOPY TYPE-ROTO LOCK 

Laminated phenolle seetlons-:solder lugs: slee.e 
11/32' dlam. 32 threads per· Inch: nickel finish: 
Rotary switches supplied with two hex nuts; roto 
lock key types have 15/32' dlam. 32 threads per 
inch: key removable in off position only on SPST 
and DPST-key removable ·in both positions on alI 
others. 
SPST rated at 3 amps-250 V AC'DC; others t"IItM 
at 1 amp-250 V. 3 amps-125 volts .AC-DC. 
Cat. Roto Lock (Key Tlfd~) LIst 
No. Description Pkg. Price 4 6110 ........• SPST ......... 12 ........ 2.20ea 

611 I ......... SPDT ...••.•.. 12 ........ 2.50 ea 
6112 ......... DPST ......... 12 ........ 3.15 e. 
6113 ......... DPDT ... : ..... 12 ........ 3.45 e. 

. 6114 .. , .Key-Rem. Off Pos ...... 100 ..... 35 e. 
'!':.. 6115 .... Key-Rem. Both Po, ...... 100 .... · .35 e. 

Canopy type rotary 
, 6210 ...... SPS'!' ...... % ....... 1%· ..... 1.45 e. 

6211 ...... SPST ...... 1· ...... 2%· ..... 1.95 e. 
6212 ...•.. SPDT ...... % ....... 1%' ..... 1.75 ea 
6213 ...... SPDT ...... 1· ...... 2%· ..... 2.30 eo 
6214 ..... '.DPST ...... %· ...... I%· ..... 2.40e. 
6215 ..... , DPST ...... 1· ...... 2%· ..... 2.90 ea 
6216 ...... DPDT ...... %· ...... 1%· ..... 2.70 ea 
6217 ...... DPDT ...... 1" ...... 2%· ..... 3.30 ea 

BALL HANDLE TOGGLE SWITCHES 10 
POSITIVE ACTION 

UL approved. Ball lever 'witches nickel plated: 
laminated type; ring and mounting nuts. 

Cat. S~~~'kPk¥iu~ent Rating List 
No. Descrlp. Length 125 V. 250 V Price 

6200 .... SPST .. 15/32".. .. 3 amp' 1.15 ea 
6201 .... SPST .. 3/4'.. .. ..3 amp' 1.40 ea 
6202 .... SPDT .. 15/32" .. 3 amps .. lamp 1.45 ea 
6202A .. 2 ctr ... 15/32" .. 3 amp' .. 1 amp 1.55 ea 
6203 .... SPDT .. 3/4" .... 3 amp •.. l amp 1.80 ea 
6204 .... DPST .. 15/32" .. 3 amp, .. } amp i:lg:: 
:~~: ::::g:~i::~";2~::~:~~:::1 :~~ 2.40 ea 
6207 .... DPDT .. 3/4" .... 3 amp •.. l amp 2.65 ea 

6208 -~:~~.!:.~~t!~5'j3·2;" S~!~v:'k.g:. ~~~ .. 09 ea 
6208A-HI-Low-FIt. 15/32" Sleeve •........ 09 ea 

BAT HANDLE TOGGLE SWITCHES 
POSITIVE ACTION 

11 

UL approved. Laminated type. Nickel plated finish; 
supplied with ring and mounting nuts. 15/32" shank. 

Std. Pkg. 25 
Cat. Current Rating List 
No. Descrip. 125 V 250 V Pri,e 

6220 ..... SPST..... .. .. 3 amps ... 1.15 ea 
6221 ..... SPDT ..... 3 amps .... 1 amp ... 1.45 ea 
622'1A ... 2 Cir ...... 3 amp' .... 1 amp ... 1.55 ea 
6222 ..... DPST ..... 3 amps .... l amp •.. 2.10 eo 
6223 ..... DPDT ..... 3 amps .... l amp ... 2.40 ea 

BAT HANDLE MOMENTARY ACTION 11 
UL approved. Laminated type. Nickel plated finish: 
,upplled with ring and mounting nuts: 15/32" 
shank: ,older terminal,: SPST rated at 3 amps 
250V ~C-DC, others rated at 1 amp 250V., 3 amp, 
125V AC-DC. Std. Pkg. 25. List 

C:!: Des,ri p. Type Pri,e 
6190 ... SPST ... NormaIly Clo,ed (On) ...• 1.85 ea 
6191 ... SPST ... Normally Open(Off) .... 1.85 ea 
6192 ... SPDT ... Normally Closed (On) ........ 22 .. 1850 ee". 
6193 ... DPST ... Normally Closed (On) 
6194 ... DPST ... Normally Open (Off) .... 2.80 ea 
6195 ... DPDT ... Normally Closed (On) .... 3.10 ea 

ST TYPE PER SPEC. JAN·S·23 12 
Std. Pkg. 25 

Bat handle, back connected. slIver plated .older 

~~1S~oMt:I~:J ~~:~~~iCs~:::; ~'i~~~13~ XWt~'3~'!OlO~~~ 
nickel finish. They meet. where 8vplicable. All JaD-
8-23 and Mil·S-6745 Specs.·· 

De. 
Cat. Aws scrip· List 
No. No. tlon Price 

6250 ....... ST-12A ....... SPST ...... 2.05 ea 
6251 ....... ST-12D ....... SPDT ...... 2.34 ea 
6251'C ....... ST-12C ....... SPST ...... 2.70 ea 
6251V ....... ST-12V ....... 2 Cire ....... 2.40 eo 
6252 ....... ST-22K ....... DPST ...... 2.95 ea 
6252M ....... ST-22M .. : .... DPST ...... 3.55 ea 
6253 ....... ST-22N ....... DPDT ...... 3.20 ea 
Cur. rate 125V 6A, 250V 3A, Std. Pkg. 25. 

6270* ....... ST-42A ...... , SPST ...... 2.10 ea 
6271* ....... ST-42D ....... SPDT ...... 2.45 ea 
6249* ....... ST-42E ....... SPDT ...... 2.45 ea 
6272" ....... ST-52K ....... DPST ...... 2.50 ea 
6273*' ....... ST·52N ....... DPDT .....• 2.80 ea 
6274" ....... ST-52P ....... DPDT .. ; ... 2.80 ea 

·Cur. rate 125V 15A, 250V 6A. 
""Cur. rate 125V 25A, 250V 9A. 
Std. Pkg. 25. 

STANDARD DUTY MOM. PUSH BUTTON 13 
Molded phenolic base: 15/32-32x7/16" long slotted 
sleeve; nickel finish; screw tenninals; complete with 
two hex nuts. All accept snap on button; supplied 
Ies, Insulating button. Cur. rate 125V 12A. 250V 
6A, 

Std. Pkg. 10 
Cat. 
No. Description Type 

6238 '" SPST ... NormalIy Clo,ed 
6238B ... SPDT ... Normally Closed (on) 
6238'C ... 2 Circ.'· . NormalIy Closed (on) 
6226 ... DPST" .. Normally Open (off) 
6238D ... Dl'ST· .. Normally Closed (on) 

• 1 H.P. 250 V.A.C.-D.C. 
**Cur. rating *. 

List 
Price 

.• 3.30 ea 
•. 3.50 ea 
•. 3.50 es 
.. S.30 ea 
.. 3.30 ea 

STANDARD DUTY TOGGLE SWITCHES 14 
Molded phenolic base: 15/32-32 x 7/16" long .lotted 
sleeve; nickel finish; screw terminals; complete 
with one hex nut. one knurled nut. 

QUI'CK MAKE AND BREAK BAT 
Cat. Current Rating AC·DC LIst 
No. Descrip. 125 V 250 V PrIce 

6225,A .... SPST .... 12 amps .... 6 amps .. 2.20 ea 
6225B .... SPDT .... 12 amp' .... 6 amps.. 2.20 ea 
6225C .... 2 elrc.. ... 6 amps .... 3 amps.. 2.20 ea 
6225 .... DPST* ... 12 amp' .... 6 amps .. 2.20 ea 
• 1 HP 250 V. Std. Pkg. 10. 

EXTRA HEAVY DUTY POWER SWITCHES 15 
3 POSITION-POSITIVE CENTER OFF 

Molded phenolic base: ,crew terminals: slotted 
sleeve %. -32; nickel finish: with two hex nuts. 
Rated at ~ Amps-250 V, 10 Amps-125 V. LIst 

'C:!. D~:~IP' CIrcuit Price 
6227 DPDT %. H.P. 250 V.A.C.-D.C. . .... 8.15 ea 

·62283PDT % H.P. 115/230 V.A.C. 3 phase12.55 es 
62294PDT 'h H.P. 115/230 V.A.C. 2 phase16.75 es 

Std. Pkg. 10. 

11 

13 

II 
14 

15 

16 
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P R,I C E S 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITEDPRICI,NCi SERVICE 
The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



SECTION 5100 

BUSS Fuses 
FUSETRON E~::~NT Fuses and Fuse Holders 

lor Protection 01 TV, Radios, Ins'rumen's and Elec'ronic Equipmen, 

FAST ACTING FUSES for FUSETRON FUSES, ~ x 1 Y4 inch 
PROTECTION OF INSTRUMENTS, Etc. ( \ ~ ) DUAL.ELEM.NT 

( \ 5 '. j ) Formerly called 8AG. . . • ~ , SLOW _LOWING TYPE 
,!. ,Dimension ~ x 1 inch, Glass tube. Stop needless blows from starting currents or surges. Fuse 

Provide high speed action necessary to protect sensitive link operates only on very high overloads or short-circuits. 
instn,lments. Thermal cutout functions on low overloads - cannot 
Listed by Underwriters' Laboratories Inc. operate quickly at any load, so long time-lag is obtained. 
Test specification-carry 100%. open at 200% in 5 second. Yet protection is afforded against short-circuits or con-

Voltage Symbol Amperes List Price tinued overloads. 
250 or less AGX Uoo $1.39 Test specification-carry 110%. open at 135% within 1 hour. 

" AGX ~oo .58 Approximate blowinK time: at 200% load MDL 25 sec. MOX 12 sec. 
" AGX 7100 .52 at300%" .. B" .. 3" 

at 500% U U 3" " ~ u 

~~~ ~6 :i~ i~~. and 250 volt sizes listed by Underwriters' Laboratories 

AGX 7l0, ~~, H6, 310 .21 Voltage Symbol Amperes Lilt Price 
250 or less .. 

AGX 7::1:, %, ~o, 72 or % .14 250 or less MDL 7100 or ~2 $0.39 
AGX 1 .084 250 or less MDL lL lL lL 15L 175,L MKB 1L VB 45 716, 710, 78, 7l00i. 71000, 

716 or 8· ~6, 310, X, Ho. %, ~O. 
125 or less AGX 1~2 or 2 .084 72, !Vro, }-lo, %;, ~o or 1 .28 

.32 

.26 

.21 

.21 

.24 

( 'J II :1 Formerly called 8AG 1 X, 172, l!Vro or 2 
I Dimension ~ x 1 inch, Glass tuhe. 1710. 1 7::1:, 172. 1!Vr0 or 2 

T~e~st!!!s!!!pe!!lc7::ifi'-ca-t':-'o-n--"cl!!ar!!!ry~llO%. open at 135% within 1 hour. 272 or 2 ~j 0 

MDX 
125 or less MDL .. MDL 

125 volt sizes are listed by Underwriters' Laboratories Inc. 3, 3310.4 or 5 
Voltage Symbol Amperes List Price 67::1: or 7 

MDX . " MOX 
125 or less AGX 3. or 4 $0.084 3.3310. 4, 5.67::1:.8. 

" AGX 5 .053 10. 15, 20, 25 or 30 
32 or less MOL 

.21 
32 or less AGX 8, 10. 15 or 20 .053 

" AGX 25 or 30 .063 
MJB & MJW FUSES NOW CALLED AGX 

BUSS GLASS TUBE FUSES, Y4 x 1 Y4 inch 

(UI)!!!!!!L) ___ --11'!!!!!.,l Formerly called 3AG 

Test specification-carry 110%. open at 135% within 1 hour. 
Listed by Underwriters' Laboratories Inc. 
Voltage -Symbol Amperes List Price Voltage Symbol Amperes List Price 
2500rless AGC UOO $1.39 250 or lessAGC 17 ~000 $0.21 

" AGC 7200 .58 " AGC H6, 710 .21 
AGC 7100 .52 AGC X, ~o, % .14 
AGC 732 .45 AGC 4~00,72,%.14 
AGC 716 .21 AGC 1,17::1:,172,2.084 
AGC 7B' .21 MOB X6 or VB .45 
AGC 1~00 .21 AGC 3 .074 

MTH 4,5 or 6 .105 
~--=====-~---'-'-{! FF?1 Formerly called 3AG 

Test specification-carry 110%. open at 135% within 1 hour. 
Voltage Symbol Amperes 

125 or less GLH 8 or 10 
32 or less AGC 4 

.. AGC 5, 6, 772, 8, 10 or 15 
AGC 20 
AGC 25 or 30 

List Price 
$0.16 

.074 

.053 

.047 

.063 
20 ampere size is an SFE 20 fus •. 
Sizes larg~r than 30 ampere are not recommended as clips or fuse 
holders would not permit fuse to carry such high currents. If surges 
or starting currents make heivier fuse necessary, use MDL Fuse­
tron dual-element fuses. 

MBW & MBB FUSES NOW CALLlD,'AGC 

BUSS PIG-TAIL FUSES 

U x 1 U inch Glass tube fuse with 172 inch leads 
of No. 20 tinned copper wire. 
Test specifications-carry 110%. open at 135% within 1 hour 

Listed by Underwriters' Laboratories Inc. 
Voltage Symbol Amperes List Price 
250 or less GJV M 6 $0.35 

" GJV 3-S .26 
.. GJV ~, ;{o, %, ~ or % .21 
.. GJV I, 1~, 2 or 3 .16 

GJV 4, 5 or 6 .17 

FUSETRON PIG-TAIL FUSES 
Leads are No. 20 tinned wire 172 inch long. Listed 
by Underwriters' Laboratories Inc. Test specifica 
tions and performance, MDV 7100 to 2~o amps. 
same as MOL fuses. 3 to 7 amps. same as MDX 
fuses. 

Voltage 
250 or less 

" 

Symbol 
MOV 
MOY 

125 or less MDY 
MDV 

Amperes List Price 
71 00 or 732 $0.47 
716, ~10, %, l~OO, 
17~OOO, ~6, 310, 7::1:. 
~o, %, ~o, 72, !VrO, 
%, ~o or 1 .35 
17::1:.172, 1!Vr0 or 2 .33 
272, 2~o, 3, 3310, 
4, 5, 6~~ or 7 .28 

BUSS INDICATING FUSES, 
Y4 X 1~ inch 

,~Fibre Tube. Silverplated in-
(J: dicating pin extends from end 

. of fuse when fuse is blown. 
This pin can also be used to actuate a signal by using fuses 
in BUSS HKA Fuseholders or BUSS Signal Fuse Blocks. 

. GLD fuses in sizes larger than 5 amperes have dual tube 
construction. They can be used in BUSS Signal Fuse Blocks 
but not in HKA Fuseholders. 
125 volt sizes listed by Underwriters' Laboratories Inc. 
Test specifications-carry 110%, open at 135%" in one hour or less. 

Voltage Symbol Amperes List Price 
125 or less GLD % $0.66 

" GLD I, 2, 3, or 5 .50 
32 or less GLD 8, 10, 12 or 15 .70 

13/32 X 1 Y2 inch INDICATING FUSES 
250 or less MlC 1,2,3, 5, 10 or 15 .58 
32 or less MIC 20, 25 or 30 .58 
25" volt sizes listed by Underwriters' Laboratories Inc. 

Fuses made in accordance with Military Specifications. 

250 or less 
125 or less 

MIN 
MIN 

I, 2, 3, 5, 10 or 15 
20,25 or 30 

List Price 
$0.51 

.51 

BUSSMANN MFG. DIVISION McGraw-Edison Co. St. Louis. Mo. 

(U U.C,P., Inc. Trade Discount Applies To list Prices Only The MASTER - 26th Edition • Page 1203 



SECTION 5100 

BUSS Fuses 
FUSETRON E~::E""T Fuses and Fuse Holders 

for Protedion of TV, Rac/ios, Instruments anc/ Electronic Equipment 

FUSETRON FIBRE TUBE FUSES 
13/32 X lY2 inch 

("';--iagliiiiiiillllll Dual-Element - Slow 
Blowing Type. Avoid 
needless blows from 
starting currents or 

operates only on very high over­
loads or short-circuits, and thermal cutout on low over­
loads. Thermal cutout cannot operate quickly at any 
load, hence long time-lag is obtained. Yet protection is 
provided against short-circuits or continued overloads. 
Test specification-carry 110%. open at 135% within.! hour. 
Approximate blowing time: at ZOO % load Z5 seconds. 
. at 300 % load 8 seconds. 

at 500% load 5 seconds. 
125 and 250 volt sizes listed by Underwriters' Labs., Inc. 

Voltage Symbol Amperes List Price 
250 or less FNM 710, 1;100, ~o, 7i'o, ~o, %, 

~o, ~o, I, 178, l}i, 1~0, 
1~0, I~o, 2, 2}i, 2%, 2~0, 
3~0, 3~, 4, 4~, 5, 5~0, 
6}i, 7, 8, 9 or 10 

125 or less FNM 12 or 15 
32 or less FNM 20, 25 or 30 

SIGt~AL OR VISUAL. INDICATING TYP. 

$0.35 
.35 
.. 35 

FNA are FNM Fusetron fuses with silverplated indicating 
pin that extends from fuse when fuse blows. Pin can also 
be used to actuate a signal by using fuse in BUSS Signal 
Fuse Block. Fuses in sizes larger than 10 ampere have a 
dual tube construction. They can be used in BUSS Signal 
fuse blocks but not in the HPCC fuseholder. 

Voltage Symbol Amperes List Price 
250 or less FNA 710, 1;100, ~o, ~o, ~o, ~, 

125 or less 

32 or less 

~o, ~o $0.656 
FNA 1, 178, 1}1" 1~0, 1~0, 1~0, 

2,27(,272,2~0,3,3~0,3}2, 
4, 4}2, 5, 5~0, 6, 6%,7,8,10 .656 

FNA 12 or 15 .722 
FNA 20.25 or 30 .722 

BUSS LlMITRONFUSES 
600 Volt. 1 % 2 X I % inch. Fibre tube. For protection of 
control circuits or wherever a fuse with "quick-blowing" 
characteristics is desirable. Listed by Underwriters' Labora-
tories Inc. . 

Voltage Symbol Amperes List Price 
600 or less BBS ~o, % or ~o $0.23 
600 or less BBS 1.2,3,4 or 5 0.21 
Fuseholder for BBS fuses. Use HPC-L fuseholder or No. 
3845 single pole, side barrier porcelain fuse block. Only BBS 
fuses (or others with exact same dimensions) will fit these 
holders. This assures replacement of proper size fuse. 

Buss LlMITRON Fuses 
For Protection' of Semi-Conductor Rectifiers 

These fuses furnished with type of terminals needed to 
meet requirements for easy mounting. 

Available in three voltage ranges. Type KAA and type 
KAH for 130 volts or less. Type KAB for 250 volts or less. 
Type KAC and type KAJ for 600 volts or less. 

Tell us your requirements. 

HIGH INTERRUPTING CAPACITY FUSES 
. 13/32xlY2inch 

Glass fibre melamine 
tube with sand filler 
surrounding a silver 

fuse element. For use on circuits capable of delivering cur­
rents as high as 68,000 amperes at voltages of 500 or less 
AC or DC. 
Test specification-carry 110 %. open at 135 % in 1 hour or less. 

Voltage Symbol Amperes List Price 
500 or less KTK 710, 78, ~o, %, !Ho, 

}2, %, 1, 1}2. 2, 3, 4. 
5, 6, 8, 10. 15, 20, 25 
or 30 $1.33 

(r~~~::::I~=jl Formerly. called 4 AG. 

Test specifications - carry 110%, open at 135% within 
1 hour except 35 and 40 ampere which open !it 300% in 
2 to 4 seconds when tested in a standard 30 ampere test 
circuit. 

Voltage Symbol Amperes List Price 
250 or less AGS 716 $0.44 

AGS 78 .30 
AGS 7(, or}2 .15 
AGS 1,2, 2}2 or 3 .14 

32 or less AGS 5,10,15,20,25,30 .12 
AGS 35,40 or 50 .14 

BUSS HIGH VOLTAGE FUSES 
c:uw.. r j 

HVA and HVB HVJ and HVL 

Designed for protection of circuits up to 20 KW on DC 
and 30 KV A on AC. 

Test specilication-carry 110%. 
open at 135% within! hour. 

Diam-
eter . ~~~~~~ List 

Voltage Symbol Amperes of caps . Price 

1000 or less HYA %, }2.%, I, 1}2 
or 2 1%2 3 $0.29 

2500 or less HYB H, %, 1, 1}2 or2 1%2 4H 0.38 
5000 or iess HYJ 716, 78, 7(. %. 

}2, %, 1, 17'2 or 2 1~6 5 0.70 
10000 or less HYL 716.78, X, %, 

}2, %, 1,IH or2 1~6 10 1.40 

BUSS TWIN-CLIPS for Y4" FUSES 
Make it easy to replace blown pigtail fuses with-68 out cutting or unsoldering pigtails. 

, Just snap Twin-Clips on blown fuse and insert 
. / ordinary or Fusetron fuse of same amperage as 

blown fuse. 
Strong spring clip pressure assures good contact. 

List Price 
No. 4121 BUSS Twin Clips One pair $0.20 

BUSS FUSE TV Service 
Kit Assortment 

Contains 101 of the most pop­
ular fuses - 20 slide-cover metal 
boxes - and five pair of BUSS 
No. 4121 Twin Clips for use in 
replacing blown pigtail fuses. All 
packed in a clear plastic box. 
Symbol, TY·STD 

BUSS Fuse STAK-PAK 

List Price $19.25 

An On-th.-Job TV Servlc. Kit 'UI. AI.ortment 

Ten individual 5-in. metal boxes - 50 
popular fuses -"- assembled into 1 unbreak· 
able metal container. 

Two BUSS Fuse STAK-PAK assortments 
available to supply a TV serviceman with all 
the fuses necessary. 

SP-1 Standard Stak-Pak Assortment - List trice $8.22 
(Supplies popular ampere sizes of AGe. AC3X. MOL. MTH). 

SP·2 C & N Stak-Pak Assortment - List Price $11.88 
(Supplies popular ampere sizes of these fuses) 
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SECTION 5100 j' 

BUSS Fuses 
FUSETRON E~E'::E~T Fuses and Fuse Holders 

for Protection of TV, Radios, Instruments and Electronic Equipment 

BUSS ELECTRONIC FUSE ASSORTMENTS 
••• with hand inventory feature 

Helps serviceman have fuse he needs 
right in front of him ... no delay in 
work td find a fuse. Keeps all the fuse 
stock normally needed for complete 
servicing of TV sets in smallest possible 
space. 

Each 5-in metal box has its own shelf 
... Size and type of fuse shown on label 
at back of shelf ... when shelf is empty 
label shows what fuses need to be imme­
diately reordered. 

List Price 

No. 255 Full-Service Electronic Fuse Assortment 
(255 fuses - 30 different sizes) $38.74 

No. 180 Special Electronic Fuse AssQrtment 
(130 fuses - 26 different sizes) $19.67 

BUSS GRASSHOPPER FUSES 
Give a visible signal or activate 

an alarm circuit when blown. 
Color coded to indicate type and 
amperage. 

Symbol 
35A 
358 
358 
35C 
350 
35E 
35F 
35G 
35H 
35R 
351 
35J 
35K 
35L 
35M 
35H 
35P 
35S 

Amps 
173 
173 
2 
2 
1H 
3 
H 

3 
5 

1Hoo 
'6Hoo 

H 
1;'3 
2 
3 
5 

Volts 
90 or less 
90 or less 
90 or less 
90 or less 
90 or les~ 
90 or less 
90 or less 
90 or less 
90 or less 
90 or less 
90 or less 

160 or less 
160 or less 
160 or less 
160 or less 
160 or less 
160 or less 
160 or less 

Color 
Code 

White 
White 
Orange 
Orange 
White 
White 
Red 
Blue 
Green 
Yellow 
Tan 
Red 
White 
Orange 
Blue 
Green 
Tan 
Pink 

BUSS FUSES ~ SFE STANDARD 
All cuts actual size. Fuses of different 
amperages are of different lengths -to 
make it impossible to insert 
too lar~e a size - thereby 

K;:Bg~ 

Prices 

on 

Request 

SFE 7~ 
SFE 4 SFE 6 & SFE 9 SFE 14 SFE ZO SFE 30 

Glass tube - diameter ~:4 inch. Length as per table below •. 
Test specification-carry 100%, open at 125% within 1/1 hour. 
Listed by Underwriters' Laboratories Inc. 
Made according to specifications of Society of Automqtive 
Engineers. 

Symbol & Length Pounds List 
Voltage Amperes Inches per 100 Price 

32 or less SFE4 % .73 $0.058 .. SFE6 % .75 .058 
SFE7Yz % .SO .053 
SFE9 % .SO .053 
SFE14 1;.16 .82 .047 
SFE20 1;':4 .87 .047 
SFE30 1!16 1.60 .063 

PANEL MOUNTED HOLDERS 
for 13/32 x'lY2 inch Fuses 

Screw type knob. Molded phenolic 
body. Holder attached to panel by 
screws or rivets. Strong coil spring 
provides contact pressure on ends 
of fuse. Normal current carrying 
capacity 30 amperes. Listed by 
Underwriters' Laboratories for 15 

ampere rating for any voltage up to 250. 
HPC (for FNM and KTK fuses) list Price $0.80 
HPC-C (Same as above, but has 

transparent knob) ........ . . . .. list Price $1.00 
HPC-L Holder for 1%2 x 1% inch Fuses. 

Like HPC Holder. Has Underwriters' Laboratories approved 
listing for 5 ampere rating and any voltage up to 600. 
HPC-L (for BBS fuses) .................. list Price $0.80 

PANEL MOUNrED HOLDERS forV4 inch Fuses 

.. 
-' Can be used on panels up a1I 

. . to :M: 6 inch thick. • 
. - Bayonet type knob. No 

screw driver is needed. 
Side terminal is held mechanically as well as by solder. 

Heat of soldering wire to it will not cause it to loosen. 
Vibration will not cause failure of terminals as they are 

designed to stand severe service. 
Neoprene washer and 'steel locking nut furnished with 

each holder. 
Wire hole in terminals; .115 inch. 
Normal current carrying capacity; 30 amperes. 
Listed by Underwriters' Laboratories Inc. 

HJM for ;\4 x 1 inch fuses (AGX, SFE 14) 
HJM-CC (Same as HJM but projects shorter 

List Price 

$0.52 

distance behind panel) ................... . .52 

.52 

.52 

HKP for ;\4 x 1;\4 inch fuses (ABC, AGC, SFE20, 
MOL, MOX, MTH) 

HKP-CC (Same as HKP but projects shorter 
distance behind panel) 

PANEL MOUNTED, 
LAMP INDICATING FUSEHOLDERS 

for Y4 x 1 Y4 and 13/32 X 1 Y2 inch fuses 
Made to Military Specifications. . 

~vailable as single or two pole ~'" ~. 
umts. Transparent knob per- .. . Ii'. 
mits neon indicating light to be ~ :.-, . 
readily seen. Body of molded '". ""r 
alkyd: . 

Fuse Size Circuit Max. Amp. List 
Type Pole Inches V~}ltag~ Rating Prices 
HG8·C Single ;':4 X 1;.:4 100 to 250 30 Prices 
HGA-C Two >:4 x 1;.:4 100 to 250 30 on 
HGC Single 1%2 x 1;.2. 200 to 500 30 Request 

LAMP INDICATING FUSEHOLDERS 
For panel mounting ;':4 x 1 and;\4 x 
1;\4 inch fuses. Bayonet type knob. 
Molded phenolic body. Strong coil 
spring provides contact pressure 
at ends of fuse. Transparent 

knob permits indicating light to be readily seen. 
Fuse Size Circuit Max. Amp. Type 

Type Inches Voltage Rating Lamp 
HKL ;\4 x 1;.:4 100 to 250 20 Neon 
HKL-X ;\4 x 1;\4 100 to 250 20 Neon 
HKR % x 1;\4 24 to 32 20 Incand. 
HKX ;\4 x 1;\4 24 to 32 20 Incand. 
HKT ;\4 x 1;\4 10 to 14 20 Incand. 
HKU ;':4 x 1;.:4 4 to 6 20 Incand. 
HJL ~i x 1 100 to 250 20 Neon 

List 
Price 

$2.15 
2.15 
3.50 
3.50 
3.50 
3.50 
2.15 
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SECTION 5100 

BUSS Fuses 
FUSETRON E~~~'NT Fuses and Fuse Holders 

for Profeefionol TV, Radios, Instruments and Eleefronic Equipment 

TRON PIGTAIL FUSES 
Sub-miniature - hermetically sealed 

Tron fuses are so small they can easily be used as an 
integral part of circuit - to protect miniaturized devices 
- or gigantic multi-circuit electronic devices - without 
sacrifice of space. 

Fuse element hermetically sealed 
Tron fuses may be potted or encapsulated without danger 

of sealing material affecting operation. Not affected by 
atmospheric or surrounding conditions. Designed for in­
stallation in high shock and vibration ambients. 

They are self-protecting and operate without 'exterior 
flash or venting, so they can be installed anywhere in the 
circuit. Likewise, they may be teamed in one capsule or 
replaceable unit with such components as resistors or 
condensers. 

GFA TRON Fuses 

===========~====~~==~ 

Body size only .145 x .300 inches 
Test Color Code ·Approximate 

Symbol & Specifi. One Other Resistance 
Amperes cation End End in Ohm,s 

GFA Y20 A Yellow - Yellow 20.0 
GFA Yi6 A Brown - Brown 9.0 
GFA Yio A Red - Red 4.0 
GFA VB A Orange - Orange 3.0 
GFA 1%00 B Red - Yellow 2.1 
GFA ~lo B Red - Blue 1.8 
GfA .>4: B Red - Purple 0.9 
GFA Yto A Green - Green 0.7 
GFA ;!;lo A. Blue - Blue 0.48 
GFA Y2 B Orange - Green 0.35 
GFA ~lo B Orange - Blue 0.25 
GFA ~ B Orange - Purple 0.22 
GFA 1 B Yellow - Green 0.17 
GFA 1}2 B Yellow - Purple 0.12 
GFA 2 B Green - Blue 0.07 
GFA 3 B Blue - Purple 0.05 
GFA 4 B Purple - Brown 0.040 
GFA 5 B Brown - Black 0.035 

Prices on Request 

Available in ratings from 1/20 to 5 amperes - fo r 
use on circuits of 125 volts cir less where available fault 
current is not over 50 amperes. 

Color coding indicates ampere rating and assists in final 
inspection of fused circuits. 

Made with 01 inch axial pigtails that are adapted to 
feed through automatic wire forming machines - or with 
1 inch right angle pigtails conveniently spaced for assembly 
on printed circuit chassis. Leads are of No. 24 tinned 
copper wire. 
Test specifications -

Characteristic A - Carry 100(:10 load, open within 10 seconds at 
200% load. 

Characteristic B - Carry 100~o load. open within 10 seconds at 
150% load. 

GLN and GLX TRON Fuses .: __ -====-' =!i~[J 
Body size only .140 x .300 inches 

Test Color Code • Appr~ximate 
Symbol & Specifi. One Other Resistance 
Amperes cation End End in Ohms 

GLN Y20 A YeHow - YeHow 20.0 
GLN Yi6 A Brown - Brown 9.0 
GLN 710 A Red - Red 4.0 
GLN VB A Orange - Orange 3.0 
GLN ~lo A Green - Green 0.7 
GLN Ho A Blue - Blue 0.48 

GLX 1%00 B Red - Yellow 2.1 
GLX 710 B. Red - Blue 1.8 
GLX >4: B Red - Pur.ple 0.9 
GLX Y2 B Orange - Green 0.35 
GLX XO B- Orange - Blue 0.25 
GLX ~ B Orange - Purple 0.22 
GLX 1 B YeHow - Green 0.17 
GLX 1Y2 B Yellow - Purple 0.12 
GLX 2 B Green - Blue 0.Q7 
GLX 3 B Blue - Purple .0.05 
GLX 4 B Purple - Brown 0.040 
GLX 5 B Brown - Black 0.035 

Prices on Request 
"("...old resistance obtained on Wheatstone Bridge. Other ratings are available with a nominal test charge. 

Approximate Unit weight 0.33 grams. Shipping weight 0.116 Ibs. per 100. 

BUSS GMT Fuses-HLT Fuseholders 
Signal Indicating 

II 
GMT 

Alarm Activating 

For multiple circuit 
apparatus where space 

is at a premium 

GMT fuses and HL T fuse­
holders permit multiple 
mounting of fuses in limited 
space, for protection of com-

HL T munication equipment, busi-
ness machines, computers, control circuits or any equipment 
operating at 300 volts or less. 

Holders take panel mounting space of only U inch 
horizontal by Il%2 inches vertical. 

Blown fuses are rea;iily replace:! without use of insulated 
tools. When mounted on minimum centers, removal of fuse 
is easy by use of a wire hook. 

Buss GMT Fuses 
Available Ratlna. and Color Code 

.300 volts or less 
Test specification - carry 100 vlo for '10 minutes; 

open at 150C;fo within 5 minutes. 
Symbol &. Color of Symbol &. Color of 
Amperes Indicator .,:A"'m=-pe;:,:r..::es:..,-___ ,."I"'nd;;-i-;-:c8:;:;to"'r::-_ 

GMT 1~100 YELLOW GMT 1% WHlTE 
GMT U VIOLET GMT 2 ORANGE 
GMT Y2 RED -=G~M=-T ..;;3 ___ -=B~L;:;:U;:;;E:_;_-
GMT 6%00 BLACK GMT 5 GREEN 
GMT ~ BROWN GMT 7 Y2 BLACK-WHITE 
GMT 1 GRAY .:::GM:::.T:-::.I0~_....:.:R;::,ED::..-...;W.c..H_lT"--E'-

Fuses give visual indication when blown by -release of 
a spring indicator. The spring carries a colored plastic ~MrbO(~ll Sizes) List Price $0.62 
flag, in a different color for each fuse ampere rating. 

The indicator spring when released makes contact with Buss HLT Fuseholders 
an alarm terminal in the fuseholder, which .can be con- Buss HLT fuseholders take all sizes of GMT fuses. 
nected to activate a signal circuit. HLT List Price $0.66 
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SECTION 5100 

BUSS Fuses 
FUSETRON E~~ELNT Fuses an'd Fuse Holders 

lor Protection of TV, Radios, Instruments and Electronic Equipment 

BUSS MINIATURE GLASS TUBE FUSES 

5 mm x 20 mm (.197 x .769 inches) 

(I;J c 
Made to International Standards for Electrical Equip­

ment, Designed for protection of miniaturized circuits or 
equipment 

Test specifications - Carry lOO{l'o load indefinitely, 

Voltage 

125 volts or less 
if available fault 
current is not 
over 50 amps. 

Open at 150% load within 10 seconds. 

Symbol I GMA 
.GMA. 

GMA 
GMA 

Amperes 

% 
~, Y2, or VIo 
1, 1710, lY2, or 2 
3, 4, 5, 6, or 10 

GJU fuses now called GMA. 

HKA SERIES 

List Price 

$0.43 
.32 
.26 
.27 

Lamp Indicating, Signal Activating holders 
for IA x 11,4 inch BUSS type GLD fuses 

Used on circuits of 125 volts or Jess. Flashes a light, rings 
a bell, trips a relay or gives other signals to tell you when 
and where a fuse blows. 

Symbol List Price 

HKA for~:i x U:i inch OLD fuses, % to 5 amps. 
OLD fuses listed under Indicating fuses. 

$4.70 

IN-THE-LiNE HOLDERS for % inch fuses 
For mounting fuse in wire. Holders consist of body and 

bayonet type knob - two con­
tacts ready to be staked on ends 
of wire - and a contact 
pressure spring. 

Holders can also be mounted in panel up to ;.Is inch 
thick by means of a No. 9969 Spring nut (Nut not furn­
ished). Flat area on holder permits locking against rotation. 

Normal current carrying capacity: 15 amperes. Maximum 
Voltage: 250. 

Contacts designed to take different size wire. For 18 to 
22 wire add "-A" to symbol. For 14 to 16 wire add "-B" 
to symbol. (Example HHJ-A). 

Symbol 
HHJ 
HHI 
HHH 
HIG 
HIF 

Fuse Size 
Inches 

Xxl~ 
~ x 1 or 1716 
~x:li 
~x% 
~x% 

SERIES HD .• nd HA 

List 
Price 

$0.25 
.25 
.25 
.25 
.25 

These holders are the same in all details and dimensions 
as the HH and HI series -'- EXCEPT that the holding 
ears in the bayonet knob are of molded phenolic instead 
of being of metal. 

Symbol 
HDJ 
HDI 
HDH 
HAG 
HAF 

Fuse Size 
Inches 

XxIX 
~ x lor 1716 
Xx']i 
Xx% 
Xx% 

List 
Price 

$0.20 
.20 
.20 
.20 
.20 

FUSETRON and BUSS 
MATCHED FUSES and FUSEHOLDERS 
.:~ Safeguard against use of wrong size 

and type of fuse. FUSETRON 
Type N are "slow-blowing" fuses 
for use where harmless surges ot 
starting currents might cause ordi­
nary fuses to open needlessly. Use 
in Type HN fuseholder. 

BUSS Type C are "quick-blowing" fuses for fast interruption' 
of fault current. Use in Type HC fuseholder. 
Listed by Underwriters' Laboratories Inc. 

FUSETRON FUSE 
Symbol" 
Amperes 
N~'1oo 
N~32 
N~'16 
N ~'10 
N 1%00 
N ~'10 
N% 
N*o 
N 0/10 
N~2 
N 0/10 
N~'1o 
N~ 
N 0/10 
Nl 
N 1% 
N 10/10 
N1~ 
N2 
N 2¥.! 
N 20/10 
N3*0 
N3¥.! 
N4 
N5 
N6% 
N7 

List 
Price 

$0.41 
.41 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.295 
.27 
.27 
.27 
.27 
.25 
.25 
.25 
.25 
.25 
.25 
.25 
.25 

BUSS FUSE 

C1 
C 1% 
C 1¥.! 
Cl~ 
C2 
C2~ 
C3 
C3¥.! 
C4 
C5 
C6 
C7 
C8 

List 
Price 

$0.44 
.28 
.22 
.22 
.17 
.17 
.17 
.17 
.17 
.095 
.095 
.095 
.095 
.095 
.095 
.095 
.125 
.125 
.125 
.125 
.125 

FUSEHOLDER 
Symbol 
" Range 

HN 
¥.! to ~ 

HN 
~ to 1% 

HN 
, 0/10 to 1~ 

HN 
,~ to 2¥.! 

HN 
2¥.! to 3¥.! 

HN 
3¥.! to 5 

HN 
5 to 7 

FUSEHOLDER 
Symbol 

" Range 

HC¥.! to ~ 
HC 

~to 1% 
HC 

1% to 1* 
HC 

1~ to 2¥.! 
HC 

2¥.! to 3¥.! 
HC 

30/10 to 5 
HC 

5 to 7 

liS! 
Price 

$0.21 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

Lilt 
Price 

$0.21 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

.21 

N ... Spring nut for panel mounting above holders .033 C 10 
.18 
.19 

HC 
7 to 10 

....... 21 
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SECTION 5100 

BUSS Fuses 
FUSETRON DUAL- Fuses and Fuse Holders ELEMENT 

for Protection of TV, ,Radios, Instruments and Electronic Equipment 

BUSS FUSE and BUSS SILICON RECTIFIER BLOCKS 
Type of 

Block 

, Small bakelite ba,~ 
solder terminals. • 
Cut shows I pole hlock 

Small bakelite ba.~ 
screw terminals. 
Cut shows I pole hlock 

Porcelain bue /1:;;,l,",,,,\ 
center barrier 
screw terminals. 
Cut shows 2 pole 

side barrier, " i 

Porcetain base, ~ 

screw terminals.. ~ I~' 
Cut ,hows I pole hlock ' 

Signal 
'Fuse block. 
Cue sho"'s 
7 role hlock 

Poles 

1 Pole 4520 $0.22 4405 $0.22 4413 
2 Pole 4485 .44 4408 .,44 4416 
3 Pole 4403 .66 4411 .66 4419 

1 Pole 4399 $0.36 4407 $0.36 4415 
2 Pole 4402 .72 4410 .72 4418 
3 Pole 4404 1.08 4412 1.08 4420 

1 Pole 4398 $0.22 4406 $0.22 4414 
2 Pole 4401 .44 4409 .44 4417 

1 Pole 4514 $0.47 4512 $0.47 4513 $0.59 4481 
2 Pole 4524 .94 4522 .94 4523' 1.18 4482 
3 Pole 4534 1.41 4532 1.41 4533 1.77 4483 

1 Pole 4393 $0.22 4574 $0.22 

1 Pole 4396 $0.53 
2 Pole 4161 1.05 
3 Pole 

2 Pole 

1 Pole 3845 For 13/32 x 1% inch Fuses (BUSS BBS) - Price Each $0.79 

4 Pole 3839 For 13/32 x 1)1 inch BUSS FNA fuses-Prices on request 

7 Pole 4178 For U x 1 U BUSS OLD fuses-Prices on request 

BUSS SILICON RECTIFIER BLOCKS 

Silicon rectifier bIOCk'~ 
Solder terminals. 
Cut shows I pole hlock. • 

1 Pole 3794 
2 Pole 3795 

$0.22 
.44 

$0.36 
.72 

1.08 

$0.59 
1.18 
1.77 

$0.36 
.72 

$0.59 
1.18 
1.77 

BUSS Add-On Fuse Blocks for 13/32 X 1 Y2 inch Fuses 
No. 

4421 $0.54 
4424 1.08 
4428 1.62 

4423 $0.59 
4427 1.18 
4429 1.77 

4422 $0.54 
4426 1.08 

4515 $0.68 
4525 1.37 
4535 2.05 

3792 $0.79 
4439 2.36 

4575 $1.47 

arate end barrier assemble into a unit 'il, 
Single-pole fuse blocks and sep- ., 

3949 Assembly consisting of one No. 3742 End Barrier 
-plus specified number of No. 3743 One-Pole Blocks block of one or more poles. Units " 

lock in position. Assembled block ' , 
becomes a single unit. \l ' 

Each fuse can be used as a discon­
nect. See illustration. ,Raised fuse 
identifies open circuit and prevents 
confusion in getting tight fuse back in circuit. 

Marking strips 50 each circuit can be identified available. 

3742 End-Barrier Only $ .30 
3743 One-Pole Block Only 1.50 
Marking Strip in 50 inch lengths $0.55 per length 

When ordering, be sure to specify number of End 
Barriers and number of One-Pole Blocks desired. Only 
ONE End Barrier is required for each assembled fuse 
block of any number of poles. 

Other standard and special fuses, fuse blocks, fuse clips and fuse holders 
If the fuses, fuse blocks, fuse clips and holders shown specifications also are available. 

do not fit your requirements ask for information on If you have a special problem in protection send des-
other types. ctiption or sketch giving number of circuits, type of fuse, 

Fuses and fuse mountings to meet JAN and Military terminals, etc., desired. We welcome such inquiries. 

BUSSMANN MfG. DIVISION McGraw-Edison Co. St. Loul., Mo. 

Printed in U. S. A. 18\ 

Page 1208. The' MASTER - 26th Edition Trade Discount Applies To List Prices Only © U.C.P., Inc. 



SECTION 5100 

BUSS Fuses 
FUSETRON E~~':~NT Fuses and Fuse Holders 

for Protection 01 TV, RQdios, 'nstruments Qnd E'ectronic Equipment 

BUSS In-the-Line or Panel Mounted FUSE & HOLDER COMBINATIONS 

Carry 110~{,; open at 135 % within one hour. 
Listed by Underwriters' Laboratories, Inc. 

Shipping wt. per 100, GLR and GLQ 1.5 lbs., 
GMF and GMQ 1.4 lbs. 

HLR and HLQ Fuseholders 
Recognized under the components program of Under­

writers' Laboratories, Inc. 
Shipping wt. HLR and HLQ holders 3.13;lbs. per 100. 

Lead.in.Wires - Unless otherwise specified, HLR and 
HLQ holders are furnished with 6 inch leads of No. 18 
solid copper wire with high temperature insulation. The 
bottom wire carries a clip to prevent it from sliding into 
holder. Leads of other types of wire can be furnished to 
your specification at slight additional cost. 

Mounting Clip No. 6374 - BUSS Snap.in Steel Clip 
is available for mounting HLR and HLQ holders on any 
panel 73 2 to 716 inch thick. To mount holder; insert clip 
into mounting hole BEFORE INSERTING HOLDER. 
Then push holder into position in panel. 

Packing - Fuses and holders are normally.packed sep­
arately. Carton quantity: Fuses 5, Holders 10. 

For production use, holders and fuses can be obtained 
packed separately, 100 to a carton. 

Fuses assembled in holders also are available for a small 
additional charge. 

HLR HOLDER SAFEGUARDS AGAINST USE 
OF WRONG TYPE OF FUSE 

HLR fuseholders make it simple to protect a wide variety 
of devices or equipment from damaging fault currents 
because it is designed to take only GLR or GMF fuses. 

HLR Fuseholder 
Symbol List Price 
HLR takes all sizes GLR and GMF Fuses $0.22 

GLR Buss Glass Tube .Fuses 
Single.Element ~ 

Quick.Blowing Type ...,.==-
GLR BUSS fuses are "quick-blowing" type for use where 

delay in the fuse opening might cause damage. 
Voltage Symbol Amperes List Price 

300 or less GLR 1, 172, 1~0, 2, 272, 3, 4, 5, or 6 $0.12 
300 or less GLR 7, 8, 9, or 10 .13 

GMF Fusetron Glass Tube Fuses 
Dual.Element 

Time.Delay Type 
GMF FUSETRON fuses are "slow·blowing" type for 

use where harmless surges or starting currents might cause 
ordinary fuses to open needlessly. 
Voltage Symbol Amperes List Price 

300 or less GMF {72,JIO' ~o, 1, 17~ } $0.36 
IJio, 2, 272, or 29"'10 

,300 or less GMF 3710,4,5, or 6~ .36 

HLQ HOLDER PREVENTS TOO LARGE A 
FUSE BEING USED 

GLQ BUSS fuses or GMQ FUSETRON fuses used in 
HLQ fuseholders give a size limiting combination. 

Each type of fuse is available in 13 ampere sizes, for 
voltages of 300 or less. 

Over-fuseing is prevented because ears on fuses match 
slots in holder. This prevents use of a fuse of larger ampere 
size than marked in holder. 

This stops anyone from heedlessly replacing a blown 
fuse with one of a size too large to protect the circuit or 
equipment. 

GLQ Buss Glass Tube Fuses 
Single-Element 

Quick-Blowing Type 
GLQ BUSS fuses are "quick-blowing" type for use where 

delay in the fuse opening might cause damage. 
Symbol Amperes 

GLQ 1, 172, l~o, 2,272,3,4, 5, or 6 
GLQ 7,8,.9, 10 

List Price. 

$0.12 
.13 

Carry 110%; open at. 135% within one hour. Listed by 
Underwriters' Laboratories, Inc. 

GMQ Fusetron Glass Tub.e Fuses 
Dual.Element 

Time.Delay Type 
GMQ FUSETR-ON fuses are "slow-burning" type for 

use where harmless surges or starting currents might cause 
ordinary fuses to open needlessly. 
Symbol Amperes Lij;t Price 

GMQ 72, ~lo, ~lo, 1, 17~, IHo, 2, 272, 2~0 
3~10, 4, 5, 6~ $0.36 

Car~y 110%; open at 135% Within one hour. Listed by 
Underwriters' Laboratories, Inc. 

HLQ Fuseholders 
HLQ fuseholders take either GLQ or GMQ fuses up to 

the largest ampere size marked in the holder. They are 
made in 6 fuse ranges. The top figure of the range indicates 
the largest fuse that the holder will accept. 
Symbol List Price 

HLQ takes all sizes GLQ and GMQ Fuses $0.25 

BUSS 
GLQ Fuses 
Symbol & 
Amperes 

GLQl 
GLQ 172 
GLQ 1~0 
GLQ2 
GLQ 272 
GLQ3 

GLQ4 
GLQ5 
GLQ6 
GLQ7 
GLQ8 
GLQ9 
GLQlO 

FUSETRON 
GMQ Fuses 

Symbol & 
Amperes 

GMQ72 
GMQ~o 
GMQ~o 
GMQl 
GMQl~ 
GMQ 1~10 
GMQ2 
GMQ 272 
GMQ2~0 
GMQ3~10 
GMQ4 
GMQ5 
GMQ6~ 

HLQ 
Puseholders 

Catalog 
Symbol 

I-jLQ 72 

HLQ 1~10 

HLQ 3710 

HLQ5 

HLQ8 

HLQlO 

Fuse 
Range 

o to 72 

o to 1~0 

o to 3710 

o to 5 

0:08 

o to 10 

BUSSMANN MFG. DIVISION McGraw-Edison Co. St. Lauis, Mo. 
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SECTION 5100 

SWITCHES · TOGGLE Heavier Duty Types of these 

Switches Available - Inquire 
'For COLORED PLASTIC Toggles-Inquire 

035" DEEP X 06S" WIDE KEYWAY 

ff-32 

#6-32 x if LONG 
BINDING HEAD SCREWS 

"F" Series 

For TAB Terminals as above Add 
Suffix - "TABS" 

.035' DEEP X 

£ OIA. HO 

"G" Series (above) 

"H" SERIES 
Illustration is with 
Tab type terminals 

"I" SERIES 
Illustration above 

sh ows Screw Term i na Is 

Single Pole ("F" Series) 
CATALOG NUMBERS 

NOMINAL RATINGS ELECTRICAL CIRCUIT CHARACTERISTICS 
15 Amp-125 V. A.C. 6 Amp-125 V. A.C. (NOTE-Keyway Indicates "Down" Position) 
10 Amp-2s0 V. A.C. 3 Amp-2s0 V. A.C. 
¥<i H.P.-IIS-230 V. A.C. 7« H.P.-lls-230 V. A.C. 
------_._---

SOLDER SCREW SOLDER SCREW UP CENTER DOWN 
LUGS TERMINALS LUGS TERMINALS POSITION POSITION POSITION 

--
'2FAS3 '2FA54 2FA.63 2FA64 On None Off 

6FAS7 6FASB 6FA67 6FAh8 On None Mom'entarily Off 
6FAS3 6FAS4 6FA63 6FAM Off None Momentarily On 
2FBS3 2FBS4 2FB63 2FB64 On None On 
2FCS3 2FC64 2FC63 2FC64 On Off On 
6FBS3 6FB54 6FB63 6FB64 On None Momentarily On 
6FCS3 6FC54 6FC63 6FC64 Momentarily On Off Momentarily On 
6FC57 6FC58 6FC67 6FC68 On Off Momentarily On 

Note., For Cross Connected ReverSIng, ProgresSIve CorCUltS, and other multiple CorCUlt apphcatlons­
Inquire. 

Double Pole (riG" Series) 
CATALOG NUMBERS 

NOMINAL RATIN-GS ELECTRICAL CIRCUIT CHARACTERISTICS 
15 Amp-12s V. A.C. 6 Amp-125 V. A.C. (NOTE-Keyway Indicates "Down" Position) 
10 Amp-2s0 V. A.C. 3 Amp-250 V. A.C. 
¥<i H.P.-lls-230 V. A.C. 7« H.P.-lls-230 V. A.C. 

SOLDER SCREW SOLDER SCREW UP CENTER DOWN 
LUGS TERMINALS LUGS TERMINALS POSITION POSITION POSITION 

2GKS3 2GK54 2GK63 2GK64 On None Off 
6GKS7 6GKS8 hGK67 6GK68 On None Momentarily Off 
6GKS3 6GK54 6GK63 6GK64 Off None Momentarily On 
2GL53 2GL54 2GLh3 2GL64 On None On 
2GMS3 2GMS4 2GM63 2GM64 On Off On 
6GL53 6GL54 6GLh3 6GL64 On None Momentarily On 
6GM53 6GM54 6GM63 6GM64 'Momentarily On Off Momentarily On 
6GMS7 6GMS8 6GM67 6GM68 On Off Momentarily On 

CATALOG NUMBER SUFFIX 'Note: #2FA53 and 
FOR TOGGLE and STEM LENGTHS #2FAs4 have a higher 

(Bat Toggle Only) rating of I H.P. 
-

TOGGLE STEM SUFFIX TOGGLE STEM SUFFIX 
LENGTH LENGTH NO. LENGTH NO. RATING: 

U" U" -52 I" U" -A2 13 Amp.-12s V. A.C. 

f." U" -62 I" U" -A3 10 Amp.-2S0 V. A.C. 
f." U" -63 17«" U" -B3 I H.P.-I, 2, 3 Phase 
U" U" -72 3" U" -13 

120-240 V. A.C. U" U" -73 

Three Pole ("H" Series) 

CATALOG NUMBERS 

CI RCU IT CHARACTERISTICS WII H 
TERMINALS POSITION OF TOGGLE 

LUG SCREW TAB UP CENTER DOWN 

HK233 HK234 HK23A On None Off 
HK633 HK634 HK63A Off None Momentarily On 
HK637 HK638 HK63B On None Momentarily Off 
HL233 HL234 HL23A On None On 
HL633 HL634 HU3A On None Momentarily On 
HM233 HM234 HM23A On Off On 
HM633 HM634 HM63A Momentarily On Off Momentarily On 
HM637 HM638 HM63B On Off Momentarily On 

RATING: 15 Amp.-125 V. A.C. Four Pole ("I" Series) 
10 Amp.-250 V. A.C. 

CATALOG NUMBERS 
CIRCUIT CHARACTERISTICS WITH 

TERMINALS POSITION OF< TOGGLE 

LUG SCREW TAB UP CENTER DOWN 

IK2S3 IK254 IK25A On None Off 
IK6S3 IK654 IK65A Off None Momentarily On 
IK6S7 IK6S8 IK6SB On None Momentarily Off 
IL2S3 IL254 IL25A On None On 
IL6S3 IL6S4 IL6SA On None Momentarily On 
IM2S3 IM254 IM2SA On Off On 
IM6S3 IM654 IM65A Momentarily On Off Momentarily On 
IM6S7 IM658 IM65B On Off Momentarily On 

Note: Keyway is in down position on all switches shown. 

CARLING ELECTRIC, INC. - West Hartford, Conn. 
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SEctION 5100 

SINGLE POLE 
DOUBLE POLE SWITCHES-TOGGLE 

Maintained (Locking) and Momentary (Non-Locking) Types 

IS" 

7""" 
Wire Lead. 

Single Pole or Double Pole Screw Terminals 
Single Pole Only 

Trigger Bat 
Momentary Only 

End Lugs-Double Poles 
Bottom lugs-Single Pole 

End Lugs 
Single Pole 

Bo'tom lugs-Double Poles Switches. 

IMPORTANT-ADD correct SUFFIX NUMBER to CATALOG NUMBER to receive type TOGGLE and STEM wanted. 

MAINTAINED C.ONTACTS 

CATALOG TYPES OF 
POlES·CIRCUIT NUMBER TERMINALS 

T-IIO Lugs-End' 
T-Il0-B Lugs-Bottom 
T-Il0-S Screw 5.P.-5.T. 
T-111-16 Wire 

110 lugs-End 
110-B Lugs-Bottom 
110-0 Lugs-2 End. 

S.P.-5.T. 110-5 Screw 
111-16 Wire 
111-0 Wire-2 Ends 

Lugs-End 112 
5.P.-D.T. 112-A Wire 

216 Lugs-End 
216-A Wire D.P.-S.T. 
216-B Lugs-Bottom 

316 lugs 
316-A Wire D.P.-D.T. 
316-B Lugs-Boltom 

516 Lugs-End 
516-A Wire Two Circuit 
516-B lugs-Bottom 

2BB62 Lugs-End S.P.-D.T. 

2BK62 Lugs-End D.P.-S.T. 

2BL62 Lugs-End 
2BL63 lugs-Bottom D.P.-D.T. 

160 Lugs-End 
160-A Wire 

S.P.-S.T. 160-B lugs-Bottom 
160-5 Screw 

TOGGLE TYPE & LENGTH BALL ~6 

STEM LENGTH (A) ',4" \4" 
Std. SUFFIX NOS. -11 -21 

·With Neoprene Seal 

& Toggle Type & Length 

MARINE APPLICATIONS 
USE PREFIX M-

MOMENTARY TYPES - Stem Length 11'32" ONLY 
NOMINAL RATING 

POLES·CIRCUIT 
TYPES OF CATALOG NOMINAL RATING AC or DC TERMINALS NUMBER AC or DC 

Lugs-End IIO-M_NO 
3 Amp-250 V. lugs-Bottom 110-BM-NO 

5.P.-5.T. Lugs-2 Ends 110-M-DNO 6 Amp-125 V.T. Normally Open (Off) Screw 110-SM-NO (T Raled) (Momenlarily On) Wire III-16M-NO 

6 Amp-125 V. 
Wire-2 Ends 111-16M-DNO 

3 Amp-2S0 V. Lugs-End 110-M-NC 
3 Amp-2S0 V. lugs-Bottom 110-BM-NC 
6 Amp-12S V. S.P.-S.T. Lugs-2 Ends 110-M-DNC 

Normally Closed (On) Screw 110-SM-NC 
(Momenlarily Off) Wire 111-16M-Ne 

Wire-2 Ends 111-16M-DNC 

Lugs-End 112-M 
5.P.-D.T. Wire 112-M-A 

D.P.-S.T. 
Normally Open (Off) Lugs-End 216-M-NO 

1 Amp-250 V. (Momenlarily On) Wire 216-M-ANO 
3 Amp-125 V. 

D.P.-S.T. 
Normally Closed (On) Lugs-End 216-M-NC 

3 Amp-125 V. (Momenlarily Off) Wire 216-M-ANC 
1 Amp-2S0 V. 

lugs 316-M 
D.P.-D.T. lugs-BoUom 316-BM 

Lugs-End 516-M 
3 Amp-250 V. Two Circuit Wire 516-AM 
6 Amp-125 V. (1 On-I Off) lugs-Boltom 516-IIM 

Screw 516-SM 

. 
TOGGLE TYPE & LENGTH BALL ¥a" BAT Y2" BAT IYl6" TRIGGER BAT 

10 Amp-125 V. 

I 
I 

5 Amp-2S0 V. SUFFIX NO. -23 -63 

BAlL-o/." LONG BAT-Y2" 

'!62" 

I. 
l¥,n" 

I 
V." 1~" 

I 
'~1z" 

-22 -23 -25 -62 -63 

-57 

I 
1 

-67 -68 

BAT ¥a 1 BAT Y2 BAT ~6 

*DUSTPROOF SEAL (Alsl) RAIN RESISTANT) 

Notel Solderless quick disconnect terminals 
are available on' #11 0 switch above 

-73 

BAT-IYl6" 

'%2" 
-73 

(See Picture on Cover) Use Addt'l Suffix No. - "TABS" 

-93 

SLOTTED 

I~" 

CARLING ELECTRIC, INC. - West Hartford, Conn. 
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SECTION 5100 .1 

SWITCHES· TOGGLE· PUSH·SlIDE 

"A" Series 
Illustrated Above 
wHh Solder Lugs 
and Metal Toggle 

U" Long 

"AII Series 
Illustrated Above 
with Tab Terminals 
and Plastic Toggle 

"L" Series 

( Also available with ON..oFF Stamped) 
on Slide or Case on Special Ordor 

ht~i:'1 oM 

'r'k" ~ II" 'Ii 

11..1 :,-1.j 
---; +@: i 

I j.; _, .. ~ .. 

~~-i 

CATALOG TYPE OF POLES OR: NOMINAL RATING CATALOG NUMBER SUFFIX 
NUMBER TERMINALS CII·RCUIT A.C.ORD.C. ·FOR TOGGLE & STEM LENGTHS 

S.P.':"S:T. 
.... Toggle Length Ii" 

2DA25 Screw 12 Amps-'-125 V. 
: .. . 6 Amps-250 V. 

2DK25 Screw D.P.-S.T. I H.P. 125-250 V. TOGGLE STEM SUFFIX 
TYPE LENGTH NO. 

Bat H" -72 EA255 Screw S.P.-S.T. 15 Amps-125 Y. Ball it" "':';32 
10 Amps-250 V. Bat U" -73 

EK255 Screw 
D.P.-S.T. I Yo H.P. 125-250 V. Ball U" -33 

Note: Dimensions of "E" Series Switches are 2Ys" Ig x I" w x 23/32" high. 

RATING: 15 Amp - 125 V. A-C 
7Yo Amp. - 250 V. A-C 

Yo H.P. 115-23 Y. A-C 

LUG 

AA252 
AB252 
AC252 

CATALOG NUMBERS 

TERMINALS 

SCREW 

AA254 
AB254 
AC254 

TAB 

AA25A 
AB25A 
AC25A 

Single Pole 

CIRCUIT CHARACTERISTICS WITH 

POSITION OF TOGGLE 

UP 

On 
On 
On 

CENTER 

None 
None 
Off 

DOWN 

Off 
On 
On 

RATING: 3 Amp. - 125 V. A-C (Below) 

AA232 AA234 AA23A On None Off 

Add: Follow'ng Suffixes to ABOVE CATALOG NOS. 

Metal 
Toggle 
Type 
-71 

Colored Plastic Toggle Types:' 

Black 
-BL 

Brown 
-BR 

CATALOG NUMBERS 
NOMINAL RATINGS 

15 Amp-125 V. A.C. 3 Amp-250 Y. A.C. 
10 Amp-250 V. A.C. o Amp-125 V. A.C. 
Yo H.P.-115-230 V. A.C. Y<i H.P. 

Solder Screw lab Solder Screw 
Lugs Term. Term. Lugs Term. 

LA453 LA454 LA45A LA463 LA464 
LB453 LB454 LB45A LB463 LB464 
LC453 LC454 LC45A LC463 LC464 

For Slide COLOR BLACK 
Add SUFFIX -BL 

Tab 
Term. 

LA46A 
LB46A 
LC46A 

RED 
-RD 

-WH 
Red 

-RD 
Whit<: 

ELECTRICAL CJRCUIT 
-CHARACTERISTICS 

UP CENTER DOWN 
POSITION POSITION POSITION 

Single Pole-Single Throw & 
Single 'Pole-Double Throw 

On 
On 
On 

None 
None 
Off 

Off 
On 
On 

GRAY 
-GY 

MAINTAINED CONTACTS OR MOMENTARY CONTACTS AC-DC 

CATALOG NUMBERS 
Poles 

MOMENTARY CONTACTS Type Or Nominal 
Maintained Term'inals Circuit Rating 
Contacts Normally Normally 

Open Closed 

IIO--P IIO--PM-OFF IIO--PM-ON Lug 6 Amp-125 Y. 
IIO-BP IIO-PBM-OFF IIO-PBM-ON Lug (Bottom) S.P.-S.T. 3 Amp-250 Y. IIO--SP IIO-SPM-OFF IIO--SPM-ON Screw 
111-16P III-PM-OFF III-PM-ON Wire A.C.-D.C. 

160--P Lug 
10 Amp-125 V. 160--BP None None Lug (Bottom) S.P.-S.T. 160--SP Screw 5 Amp-250 V. 

I60--AP Wire A.C.-D.C. 
21&--PP 216-PM-OFF 21&--PM-ON Lug 
21&--PPA 21&--PAM-OFF 216-PAM-ON Wire D.P.-S.T •. 

112-P 112-PM Lug 3 Amp-125 Y. 112-PA 112-PAM Wire S.P.-O."J:. 

31&--PP 316-PM Lug I Amp-250 V. 
31&--PPA 31&--PAM Wire D.P.-D.T. A.C.-D.C. 
51&--PP 51&--PM Lug 
51&--PPA 51&--PAM Wire 2 circuit 

Overtravel available for Momentary Switches only)-Add CATALOG SUFFIX NO. -ov 
TAB (Quick Disconnect) Terminals available on above Switches 

CARLING ELECTRIC, INC. - West Hartford, Conn. 
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SECTION 5100 I· 

* SWITCHES· TIPPETTE· TRIGGER TIL Series 

TIL SERIES 
* TlPPETTE 

15/8" Distance Between Mounting Hole 
Centers. Mounting Holes Tapped 6-32 
NC2. Width of "Tippette" Actuators 
.660. length of HTippette" Actuators 
1.230. 

Note: For purposes of terminology "OFF" 
indicates open circuit, "ON" indicates closed 
circuit, MOM. ON indicates Momentary 
Normally OPEN circuit and MOM. OFF indi­
cates Momentary Normally Closed Circuit. 

CATALOG NUMBERS 
NOMINAL RATINGS 

RATING 6 AMP 125V A.C. 3 AMP 250V A.C. 

.250 .205 .187 SOlDER SPADE SPADE SPADE SCREW WIRE 
LUGS TERM. TERM. TERM. TERM. LEADS 

TILA60 TILA61 TlLA62 TlLA63 TlLA64 TILA65 
TIlA6A TlLA6B TILA6C TlLA6D TlLA6E TlLA6F 

TILA6L TlLA6M TlLA6Q TlLA6R TlLA65 TILA6T 

TIlB60 TlLB61 TlLB62 TlLB63 TlLB64 TlLB65 

TIlB6A TIlB6B TIlB6C TlLB6D TlLB6E TlLB6F 

TIlC60 TIlC61 TlLC62 TlLC63 TlLC64 TlLC65 
TIlC6A TlLC6B TlLC6C TIlC6D TlLC6E TlLC6F 
TIlC6L TILC6M TIlC6Q TlLC6R T1LC6S TlLC6T 

RATING 15 AMP-125V A.C. 10 AMP-250V A.C. 
1,I, H.P. 125-2~OV. A.C. 

.250 .205 .187 SOLDER SPADE SPADE SPADE SCREW WIRE 
LUGS TERM. TERM. TERM. TERM. LEADS 

TIlASO TlLA51 TILAS2 TILAS3 TILA54 TlLAS5 
TlLASA TILASB TILASC TILASD TlLASE TIlASF 
TILA5L TILASM TIlA5Q TIlASR TILA5S TlLAST 

TILBSO TlLB51 TIL8S2 TlLB53 TIlBS4 TIl8SS 
TIL8SA TIlB5B TIL8SC TIlBSD TIl8SE TlLBSF 
TlLCSO TILCS1 TlLCS2 TIlC53 TlLC54 TIlCSS 
TlLCSA TlLC58 TlLCSC T/LC5D T/LCSE TlLCSF 
TILCSL TlLCSM TlLCSQ TILCSR TlLCSS TlLCST 

*TippeHe is a Carling 
Trademark 

OPERATION AND 
CIRCUIT CHARACTERISTICS 

Positron #1 Position #2 Position #3 
(CENTER) 

SINGLE POLE SINGLE THROW 

On I None Off 
Off I None Mom. On 
On I None Mom. Off 

SINGLE POLE DOUBLE THROW 
On None On 
On None Mom. On 
On Off On 
On Off Mom. On 

Mom. On Off Mom. On 

OPERATION AND 
CIRCUIT CHARACTERISTICS 

Position #1 Position #2 Position #3 
(CENTER) 

SINGLE POLE SINGLE THROW 

On I None Off 
Off I None Mom. On 
On I None Mom. Off 

SINGLE POLE DOUBLE THROW 
On None On 
On None Mom. On 
On Off On 
On Off Mom. On 

Mom. On Off Mom. On 

T IG Series (With ONE Tippette Lever) 

TIG SERIES 
* TIPPETTE 

CATALOG NUMBERS 
NOMINAL RATINGS 

RATING 6 AMP- 1 25V A.c. 3 AMP-250V A.C. 
\4 H.P. 125-250V. A.C. 

SOLDER .250 .205 .187 SCREW WIRE 
LUGS 

SPADE SPADE SPADE TERM. LEADS TERM. TERM. TERM. 

T1GK60 TIGK61 TIGK62 TlGK63 TIGK64 TlGK6S 
TlGK6A TIGK6B TIGK6C TlGK6D TIGK6E TlGK6F 

TIGK6L TlGK6M TlGK6Q TIGK6R TlGK6S TIGK6T 

TIGL60 TlGL61 TIGL62 TlGL63 TlGL64 TlGL6S 
TlGL6A TlGL68 TlGL6C TlGL6D TIGL6E TlGL6F 

TIGM60 TIGM61 TlGM62 TIGM63 TlGM64 TlGM6S 
TIGM6A TIGM6B TIGM6C TlGM6D TlGM6E TlGM6F 
T1GM6L TlGM6M TIGM6Q TIGM6R TIGM6S TIGM6T 

RATING 15 AMP-1 25V A.C. 10 AMP-2S0 V.A.C. 

Also this switch can be provided with fwo 
"Tippette" levers (see illustration) to operate 
as two single pole switches in any circuit 
combination desired and rating shown under 
our "Til" Series switches. Specify "lIG" 
switch and combination desired. 
Note: For purposes of terminology "OFF" 
indicates open circuit, "ON" indicates closed 
circuit, MOM. ON indicates Momentary 
Normally OPEN circuit and MOM. OFF indi­
cates Momentary Normally Closed Circuit. 

SOLDER 
LUGS 

TIGKSO 
TIGKSA 
TIGKSL 

TIGLSO 
TIGLSA 
TIGMSO 

TIGMSA 
TIGM5L 

"TRD" Series Rated 12A @ 125V 6A @ 250V 

.250 
SPADE 
TERM. 

TlGKS1 
TlGKSB 
TIGKSM 

TIGLS1 
T1GL58 
TlGM51 
TIGM5B 
TIGMSM 

I/, H.P. 125-250V A.C. % H.P. 125-250V D.C. 

CATALOG CIRCUIT HAS HAS 
NO. tOCK ENVELOPE 

TRDA-DO SPST No No 
TRDA-01 SPST No Yes 
TRDA-OS SPST Yes No 
TRDA-06 SPST Yes Yes 
TRDK-OO DPST 

I 
No No 

TRDK-01 DPST No Ves 
TRDk-05 DPST Yes No 
TRDK-06 DPST Yes Yes 

"TRE" Series Rated 15A @ 125V lOA @ 250V 
1 H.P. 125V A.C. 1'12 H.P. 125V D.C. 

TREA-DO SPST No No 
TREA-01 SPST No Ves 
TREA-05 SPST Ves No 
TREA-06 SPST Yes Yes 
TREK-OO DPST No No 
TREK-01 DPST No Ves 
TREK-OS DPST Yes No 
TREK-06 DPST 'fes Ves 

1,I, H.P. 125-250V. A.C. 

.205 .187 
SPADE SPA:DE SCREW 

TERM. TERM. TERM. 

T1GKS2 TlGKS3 TIGK54 
TIGKSC TIGKSD TlGKSE 
T1GKSQ· TlGKSR T1GKSS 

T1GLS2 TlGLS3 TIGL54 
TIGLSC T1GLSD TlGLSE 
TIGMS2 TIGMS3 TIGMS4 

TlGMSC TlGMSD TlGMSE 
TIGMSQ TIGM5R TIGM5S 

*TRD SERIES­
TRE SERIES 

I 

TRIGGER 

*Note: Illustration shows "TRO" 
Series dimensions. "TRE" Series has 
sa me dimensions except for base. 
For base dimensions of "TRE" Series 
substitute ';.i,n for 53tL4 height shown, 
1" for 5%4 width shown, and ~, for 
~,n dimension shown. 

WIRE 
LEADS 

TIGKSS 
TIGKSF 

TlGKST 

TlGL5S 
TlGLSF 
TIGM5S 
TIGM5F 
TIGMST 

OPERATION AND 
CIRCUIT CHARACTERISTICS 

Position .=1 Position #2 Position .. 3 
(CENTER) 

DOUBLE POLE SINGLE THROW 

On None -Off 
Off None Mom. On 

On None Mom. Off 
DOUBLE POLE DOUBLE THROW 

On None -Un 

On None Mom. On 

On Off On 

On Off Mom. On 

Mom. On Off Mom. On' 

OPERATION AND 
CIRCUIT CHARACTERISTICS 

Position =1 Position #2 Position ,,:,-3 
(CENTER) 

DOUBLE POLE SINGLE THROW 

On 
Off 
On 

DOUBLE 
n 

On 
On 

On 
Mom. On 

I None Off 
None Mom. On 

None I Mom. Off 
POlE DOUBLE THROW 

None Un 
None Mom. On 

Off On 

Off Mom. On 

Off 

11" 
33"2 

5·40 x:F LG BIND 

HEAD SCREWS 

Mom. On 

CARLING ELECTRIC, INC. - West Hartford, Conn. 
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SECTION 51 00 

For your switching needs, ask for a specialist 

CUTLER-HAM M ER - who has designed more switches 

for more applications than any other manufacturer;, 

COMMERCIAL APPLICATIONS-ONE HOLE MOUNTING 
These Cutler-Hammer switches are of the one-hole mounted type, designed for convenient installation on panels, 
housings and other 1iatsurfaces of machines and appliances. Experienced Cutler-Hammer engineers working 
closely with the electronics and appliance manufacturers - have developed these devices to meet the require­
ments of every type of apparatus and every class of service . 

Cat. No. 7320 (D.P. S.T.) 
Standard Duty 

Cat. No. 8280 (S.P. S.T.) 
Light Duty 

. 035" DEEP x .068' WIDE 

kf-32 

Cat. No. 7503 (S.P. D.T.) Staudard Duty 
Cat. No. 7581 (S.P. D.T.) Light Duty 

Cat. No. 8363 (D.P. D.T.) 
Light Duty 

ONE HOLE MOUNTING - A. C. RATINGS 
Standard bushing lengths 11/32" and 15/32". 

.035' DEEP x 068' WIDE 
KEYWAY 

~;-32 

Cat. No. 7563 (D.P. D.T.) 
Standard Duty 

ll-DIAM. .068 X .035 
DEEP KEYWAY 32 32 THIlS, 

ii 
BIND. HD. SCR. 

Cat. No. 8396 (S.P. S.T.) 
Light Duty 

ONE HOLE MOUNTING - AC-DC RATINGS 
Standard bushing lengths ~", ''hz" and '%." 

RATING 1 POLE 2 POLE 3 POLE 4 POLE RATING 1 Pole 2 Pole 

D. T. D. T. D. T. 
250V. 125 v. S. T. WIO Off S. T. WIO Off S. T. WIO Off S. T. 
---------------------

8098 
3 Amp. 8098 7140* 

7141 
---------------------

7580 7581* 7590 7591* 
7583:1: 7582 7593:1: 7592 

3 Amp. 6 Amp. 7585:1: 7595:1: 
7586*:1: 7596*:1: 

-------
7500 7502* 7560 7562* 7610 7612* 
7501 7503* 7561 7563* 7611 7613* 

7504 7564 7614 
10 Amp. 15 Amp. 7505 7565 7615 

7616:1: 7617*:1: 
7618:1: ---------------------

7506:1: 
7507:1: 

7508*:1: 
7510:1: 

7566:1: 7568*:1: 
7570:1: 

7690 
10 Amp. 7691 

7522 . 7696:1: 
7533 7520 7697:1: 

7521 
---- --- --------
20 Amp. 7543 8320 

L=Solder Lug, W=Wlre Leads, S=Screw terminals, Sp=Spade terminals. 
*Center Off 
:I: Momentary contact. 

D. T. 
WIOOff 
--

--

--

--

7692* 
7593* 
7694 
7695 

Term. 
Type D.T. 

---
W6ffO 

D.T. 
L (3-

S:T. 
WIO Term. 

S 250 v. 125 v. S.T. Way) Off Type 
S ----------------

--- 828Z" L 
S, L & Sp 1 Amp. 3 Amp. 8292 W 
S. L & Sp 8297 S 
s, L & Sp --- 8280 """""""ii36O """8363 -L-
s, L & Sp 3 Amp. 8290 8361 8364 W 

8295 8362 8365 S S ------838l --8370 8373 -L-L & Sp 

S 
8384 

837i 8374 
Sp 

3 Amp. 6 Amp. 8391 W L & Sp 8396 8372 8375 S 
S & Sp ----------------

7740 L 
S & Sp 7741 W --- 4 Amp. 8 Amp. 7742 S S, L & Sp 7743 Sp 

S, L & Sp --------------
S 5 Amp. 10 Amp. 8.680 S 
L ----------
S 6 Amp. 12 Amp. 7321 7320 S ---- --L 12 Amp. 7722# 1 __ 

S 
W 

10 Amp. 15 Amp. 7361 7360 8690 S ----
S 20 Amp. 7403 7402 S 

HParaliel Contacts. 

65 local sales offices -150 authorized distributors coast to coast. 
Your C-H representative is as near as your phone. For what's new-

Ask CUTLER-HAMMER Milwaukee Wisconsin 

Page 1214 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 5100 

Miniature Switches, Parts 
PA.l000 SERIES MINIATURE PHENOLIC SWITCHES 

Laminated phenolic Insulated 
rotary switches that meet re­
quirements for a miniature 
switch for rigorous commer­
cial or military uses. Clip and 
contact arrangements assure 
low Inter-circuit capacitance 
and con"tact resistance. Index 
assemblies and hardware Iden­
tical to PA-2000 series, per­
mitting Interchangeablllty. 
Insulation: High quality lam-

. • Inated phenolic type PBE per 
MIL-P-3115B specs.; voltage 

breakdown 1000 v. AC-RMS. Size: JlBH spacing between sections; 
%' spacing between 1st section and' front plate, phenolic section 
'-1,' thick. Hardware: All metal parts (except clips and contacts)' 
cadmium plated; withstand 25-hour salt-spray test. Mounting: 
Single hole with locating lug. Bushing %"-32 thread Yo" long. 
Shaft ~H dlam. full round, 2~H long. RatIng: 2 amps at 15 v. DC; 
150 milliamps at 110 v. AC. Index: Positive, adjustable stop or 
continuous rotation; 30· or 60· detents available. 
Mounting nut, lockwasher and 1~" black pOinter knob are 
included with switches. 

MINIATURE PHENOLIC SWITCHES 
CRL Number Poles to No. of No. Totall Net 

Shorting Non-Slitg. Section Sections Poles Pos. Each 
IIA-I1I1IiI PA-ibb1 1 1 -1- 2-11 sr:iO 
PA-l002 PA-1003 2 1 2 2-5 1.80 
PA-l004 PA-l005 1 2 2 2-11 2.58 
PA-l006 PA-l007 3 1 3 2~3 1.80 
PA-1008 PA-l009 1 3 3 2-11 3.24 
PA-illO PA-lOll -4- 1 4 ~2- l·eO PA-l012 PA-lOU 2 2 4 2-5 2. 8 
PA-1014 PA-lOlS 1 4 4 2-11 3.81 
PA-1016 PA-l017 1 5 5 2-11 4.47 
PA-1018 PA-lOl9 3 2 6 2-3- 2.58 
PA-1020 PA-102l --2- 3 -6- 2-5 3.24 
PA-l022 PA-1023 1 6 6 2-11 5.04 
PA-1024 PA-1025 4 2 8 2 2.58 
PA-1026 PA-l027 2 4 8 2-5 3.81 
PA-1028 PA-1029 4 3 12 2 3.24 
PA-1030 PA-1031 -2- --5-- 10 -z:s 4.47 
PA-1032 PA-1033 2 6 12 2-5 5.04 

SPECIAL CIRCUIT AND 60· INDEXING SWITCHES 

PA-1034"j' ... , . , .. 'j 
.PA-1040t .. , ., .. , , , 
....... , PA-1035t 
, ..... " PA-l037t 

1 
1 
1 
1 

1 
1 
1 
2 

1 2-10 1.80 1 j2-10 j 51.80 
1 2-6 1.80 
2 2-6 2.58 

*All shorted to common contact in CCW, progressively opened 
and dropped with CW rotation. tAll open in full CCW, progres­
sively picked up and shorted to common with CW rotation. 
t60· indexing; IJ1B" spacing between sections. 

SEPARATE PHENOLIC SECTIONS 
Use with index assemblies PA-300, PA-30l and PA-302 for all 
(except.Model PA-45, which uses PA-304 or PA-305, 60· index) 
for assembly of special switches to meet your needs.-

CRL Number Index- No. Total Net 
Non-Short. Ing Poles Positions Each Shorting 

pA-iO pA-3i --roo- -1- '-2-i'l 87C 
PA-33 PA-32 30· 2 2-5 17c PA-34 PA-35 30· 3 2-3 7c 

PA-36 PA-37 30· 4, 2 87c 
PA-38· PA-39· 30· 1 2-5 87c 
PA-40·' PA-41·' 30· 1 2-11 

IJ~ PA-43t ............ 30· 1 2-10 
PA-49tt .. PA~45"" 30· 1 2-10 8 c 

'" ......... 60· 1 2-6 87c 
'Unused contacts one side of common connected and shorted out. 
"All unused contacts connected and shorted out. t A ctlve contacts 
shorted to common in full CCW, progressively opened and dropped 
with CWo rotation. ttAll active contacts open in full CCW, pro­
gressively picked up and shorted to common with CW rotation. 

SEPARATE INDEX ASSEMBLIES 
Index assemblies for series PA-lOOO and PA-2000 interchangeable. 
CRL No. PA-300 Assembly-Contains PA-300 (30·) index, P-120 
pOinter knob, adjustable stop plate, two JIB" spacers, two .,," 
spacers, four '-1," spacers, 2~" tie bolts, nuts, lockwashers and 

~e~~~osg:,c~ef~!'c~~'. ~~~~ .s~~~t ~~~~~~ .2~: ~~ ~,i~~ .1. ~~ .3. 5138 
CRL No. PA-30l Assembly-Contains PA-301 index (30·), P-120 
pointer knob, adjustable stop plate, two 'I'j" spacers, two .,," 
spacers, ten '.j6" spacers, four "-10' spacers, 5 tie bolts arid hard-

~~~eE~~~ .s~~~~ ~~~~~~ .4.": .-r:~~ .,,:I.t~. ~.t.o. ~;~,C~~~~~' •.•. ,5180 
CRL No. PA-302 Assembly-Contains PA-302 (30·) index, P-120 
pOinter knob, adjustable stop plate, four '.it spacers, two .,," 
spacers, sixteen '-1oH spacers, eight "-1,H spacers, 7" tie b(,'!s, and 

~:t~:~t. ~~~~ ~~.~f~ ?~~~~~. ~':. ~.s~ .,:~t.~ :. ~~ ~. ~~c.t~~~~·:'23 7 
CRL No. PA-304 Assembly-Contains PA-304 (60·) index and 
hardware same as PA-300. Rear Shalt length 2". Use with 5144 
1 to 3 sections. Net Eac.h. , ....................... , .. . 
CRL No. PA-30$Assembly-Contalns PA-305 (60·) Index and 
hardware same as PA-301. Rear shaft length 4". Use with 5188 
4 to 6 sections. Net Each, .. , ....... , .. , ............. . 

It.}11 r P Inr 

PA·2000 SERIES 

MINIATURE 

CERAMIC SWITCHES 

Complete line of ceramic Insulated miniature rotary switches with 
the following teatures: I-piece shaft construction; adjustable stop 
allows selection of positions or continuous rotation; cadmium 
plated metal parts, except clips and contacts; avallable as com­
plete switches or separate assemblies. Excellent RF character­
istics. Sh;1ft 1 %' from bushing, Index available 30 and 60 degree 
with adjustable stop; mounting is single hole and optional locating 
lug, bushing %-32 thread, %' long. Includes mountIng nut, lock­
washer and 1U" black bar knob. Index assemblies and hardware 
are Identical and Interchangeable with those Of the PA-lOOO series. 
Rating: 2 amps, at 15 v. DC; 150 mllilamps. at 110 v. AC. 

SERIES PA-2000 MINIATURE ROTARY SWITCHES 

CRL Number Poles to No. of No. Total Net 

::ozWil I Non-S~. Section Section. Pole. Po •• Each 
- pA-200 1 --1-- --1- 2-12 52.37 

PA-2002 PA-2003 2 1 2 2-6 2.37 
PA-2004 PA-2005 1 2 2 2-12 3.38 
PA-2006 PA-2007 3 1 3 2-5 2.37 
PA-2008 PA-2009 1 3 3 2-12 4.32 
PA-20l0 PA-2011 --2- --2- --4- 2-6 3.38 
PA-20l2 PA-2013 1 4 4 2-12 5.18 
PA-20l4 PA-2015 5 1 5 2-3 2.37 
PA-20l6 PA-2017 1 5 5 2-12 8.21 
PA-20l8 PA-2819 6 1 6 2 2.37 
PA-2020 PA-202l --3- --2- --6- 2-5 3.31 
PA-2022 PA-2023 2 3 6 2-6 4.3 
PA-2024 PA-2025 1 6 6 2-12 7.20 
PA-2026 PA-2027 2 4 8 2-6 5.18 
PA-2028 PA-2029 3 3 9 2-5 4.32 
PA-2030 PA-2031 5 

--2-- """IO 2-3 3.38 
PA-2032 PA-2033 2 5 10 2-6 6.21 
PA-2034 PA-Z035 6 2 12 2 3.38 
PA-2036 PA-2037 2 6 12 2-6 7.20 
PA-2038 PA-2039 5 3 15 2-3 4.68 
PA-2040 PA-2041 6 3 18 2 4.88 

SPECIAL CIRCUIT AND 60· INDEXING SWITCHES 

PA-2052* . , ........ 1 1 1 2-10 52.16 
PA-2042! ·PA'..Z049i· 1 1 1 2-10 2.16 
PA-2048 1 2 2 2-12 4.6! PA-2050§ 

·PA'..Z043i+ 1 2 2 4 2.3 
1 1 1 2-6 2.1 

PA-2045 t. 1 2 2 2-6 3.03 
'All shorted to common in full CCW, progressIvely opened and 
dropped with CW rotation. tAll open In full COW, progressively 
picked up and shorted to common with CW rotation. tSllver cUps 
and contacts. §For switching dual lines. tt60· Indexing; 1~' 
spacing between stations. 

SERIES PA-2000 STEATITE SECTIONS 
For use with 30· Index assemblles No. PA-300, PA-30l and 
PA-302, except Nos. PA-17 and PA-20, for use with 60· index 
assemblies PA-304 and PA-305. 

CRL Number Number Number of Net 
Shortlnll Non-Shortlnll of Pole. .Polltlons Each 
PA-b pA-1 1 2 12 ""iT.2ci"' 
PA-2 PA-3 2 2-6 1.20 
PA-4 PA-S 3 2-5 1.20 
PA-6 PA-7 5 2-3 1.20 
PA-8 PA-9 6 2 1.20 
PA-lOtt PA-l9tt 1 

I 

2-5 1.20 
PA-ll* PA-lB' 1 2-11 1.20 
PA-lij .............. 1 2-10 1.20 
PA-13 ... 'PA~i7"'" 1 2-10 1.20 
PA-20 1 2-6 1.20 

ttUnused contacts one side of common connected and shorted out. 
'All unused contacts connected and shorted out. t9 contacts, open 
In full CCW posItion, pro~resslvely picked up and shorted to 
common with CW rotation. ~9 contacts, sliurted to common In full 
CCW position, progressively opened and dropped with CW 
rotation. 

SILVER CLIPS AND CONTACTS 

CRL Number I INO. Ofl No. of I Shortlnll I Non-ShortIng ~ ~ Positions 
pA-i6 pA-21 30· 1 2-12 
PA-l4 PA-23 30· 2 2-5 
PA-15' PA-24 30·, 4 2 

Net 
Each 

51.98 
1.98 
1.98 

For switches to military specification. add "M" to part 
number (PA-2000M). State speCifications which must be 
met. Where no speCifIcatIon number Is stated,%. switche. 
will meet finish requirements of MIL-S-3716 ... rIces and 

delivery on request. 

©1961 Centralab, A Division of Globe-Union, Inc. 



SECTION 5100 

Rotary & Lever Switches 

1400 Series Leyer Action 

1400 SERIES-LAMINATED PHENOLIC INSULATION 
Extremely compact design. Mounting bushings %'-32 thread. 
%'Iong. Shafts 1%' from end of bushing. Positive 30° Index with 
adjustable stop. Revisions or corrections easily made due to 
availability of all parts separately. Packaged with mounting nut. 
lockwasher. 1 U" black pointer knob. Index assemblies and hard­
ware are Identical and Interchangeable with those of 2500 series. 
Rated: 2 amps at 15 v. DC; 150 rna at 110 v. AC. . 

"KL Numoer 1':.O,e. to N.o. _N!I. ~.o. ~~h Shortlnll Non-Short. Section Sections Pole. Positions 
n66 i46i --r- --r- -r 2-T"" S2'12 
1402 1403 1 1 1 2-11 2. 2 
1404 1405 2 1 2 2-5 2.52 
1410 1411 1 2 2 2-6 

3'18 lU2 1413 1 2 2 2-11 3.8 
1406 1407 3 1 3 2--3 i:18 1420 1421 1 3 3 2-6 
1422 1423 1 3 3 2-11 
1408 1409 4 1 4 2 1.51 1414 1415 2 2 4 2-5 3.0 
1426 1427 1 4 4 2-6 4.5 
1428 1429 1 4 4 2-11 3:12 1416 1417 3 2 6 2-3 
1424 1425 2 3 6 2-5 
1418 1419 4 2 8 2 1:3§ 

i' 
1430 1431 2 4 8 2-5 

SEPARATE PHENOLIC SECTIONS 
Deluxe Typesl 187" rotor slot use P-270 P-271 P-272 indexes . 

"HI NumDer· 
Shorting Non-Shorting No. 0'. No.o' Net 

Tlee . T~ee Poles Positions Each 
AD " -r- 2-6 

Sl:r aD JD 1 2-11 
CD KD 2 2-5 
Db LD 3 2-3 I: ED MD 4 2 
EED BBD 4 2-3 

1: I FD** AAD** 1 2-5 
GD* CCD* 1 2-10 1. 
PyJt ............ 1 2-10 1. 
~D.nd PD ............ Resistance Decadet I: 1 ............ Capl,lCltance Decade 

• All unuse_a_ contacts connecteg ana snortea out. _;\1 contacts. open 
tn full CCW. progressively picked up and shorted to common with 
CW rotation. tComblne for resistance decade switch. **Unused 
contacts one side of common connected and shorted out. 

SEPARATE INDEX ASSEMBLIES 
shaft .187' thick flat; use deluxe 1400 or 2500 
Include Index, pointer knob and hardware for 

LEVER ACTION SWITCHES . 
Coil spring and cam Index design provide 1P!aranteed mlDl.mum life 
150,000 switching cycles. Smooth "clean' action. Coil type Index 
spring. Furnished with black paddle-type knob. Rating: 2 amps. 
at 15 v. DC; 150 milliamps. at 110 v. AC. 

~II[ Ao. I AG. po.i- Aet 
Shortlnll INon-Short. Poles tlons Index Each 

i452 i4i4-r --a Positive ii:ii 
1453 1455 2 3 Spring Return I'll 1466 1467 2 3 Pos. and Spring Ret. 
1456 1457 4 2 Spring Return 1~li 1459 1458 4 2 Positive t!1 2815* ... i47Sf"" 2 3 Positive ......... 1 3 Positive 

"Model railroad reversing switch. tTest equipment replacement. 

ANTENNA SWITCH KIT 
(Not Illustrated). Ceramic section rotary switch for UHF-VHF 
antenna switching. Rated at 2 amps. for 150 v. DC; 150 milliamps. 
.at 110 v. AC. Contains: PA-2050 SWitch, P-218 bracket-dlal plate. 
P-401 knob two self-tapping wood screws. S185 
CRL No. PK-408-Net Each ••......................• 
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Ham Switch 250D Series 

2500 SERIES-STEATITE INSULATION 
Made of highest quality (grade L-5A) Steatite insulation. Meet 
critical re9ulrements of RF circuit applications. Bushing %'-32 
thread % long. Shaft 1%'. Positive 30· Index with adjustable 
stop. Index assemblies and hardware are Identical and IntercHange­
able with those of the 1400 Series :t;tatlngs same as 1400 Series 

"ICL umDer I~~~~ot;: ~o. _N~. 1.11.,. 
~~" Shortlnll Non-Short. Sections Pole. Positions 

2566 2501 --r- --,.- --r --r::r-
S2'12 2502 2503 1 1 1 2-11 2. i 2504 2505 2 1 2 2-5 2. 

2510 2511 1 2 2 2-6 4. 2 
2512 2513 1 2 2 2-11 4. 2 
2506 2507 3 1 3 2-3 I:'. 2520 2521 1 3 3 2-6 
2522 2523 1 3 3 2-11 5.18 
2514 2515 2 2 4 2-5 4.02 
2516 2517 3 2 6 2-3 4.01 2524 2525 2 3 6 25 5.1 

SEPARATE CERAMIC SEC110NS 
Deluxe Types' 187' rotor slot use P 270 P 271 'P 272 indexes .. - - -

"KL NUmD8l' 
Shorting Non-Shorting No.of No.o' Net 

Type Type Poles Positions Each· 
TD XD ~ 2=6 ST UD YD 1 2-11 

I: I RD RRD 2 2-5 
SD SSD 3 2-3 1 • 
VD ZD 4 2 1. 
GGD* FFD* 1 2-10 1. 
PISDt ............ 1 .......... 1. 
NSDand PSD .. ' ........ " Resistance Decadet 1'15 QSD ............. Ca!!acltance Decade ]. Ii 

* All unused contacts connected and shorted out. ;9 contacts, open 
In full CCW. progressively picked UP and shorted to common with 
CW rotation. tComblne for resistance decade switch. 

Net 

STlATITE HAM-TYPE SWITCHES 
Hea\Ty-duty deluxe ceramic construction for ham appU~tlons. 
Available In 60° and 90° Index. All metal parts except clips and 
contacts are cadmium plated steel;·aIl units have phenolic shaft 
through switch sections. Positive Index with adjustable stop, 60° 
units have 2-6 active positions; 90° unlts,2-4. Single hole mount­
Ing: %'-32 thread bushing %'Iong. Shaft 3i' dlam. 23i'long full 
round. Rated 150 mlIllamps. at 150 v. AC; 4 mllUamps. at 1500 v. 
AC; 2 amps. at 15 v. DC; wlIl handle 15 watts; for tubes operating 
at voltages up to 1 kv. and Inputs to 150 watts. Unit complete 
Includes mounting nut, lockwasher, pointer knob, and dial plate. 

NON.SHORTING HAM SWITCHES 

DUAL SPEAKER SWITCH KIT 
(Not Illustrated). Primarily designed for rear 'seat auto radio 
speaker appl1catlons. It Is adaptable, however, to many commer­
cial applications. Contains: 1484 switch, P-216 bracket-dlal plate, 
P-401 knobk two self-tapping metal screws and Instruction sheet. 

~~t:a~it. ~~~~ .................. , ................ SOC 
ALL.PURPOSE INTERCOM SWITCHES 

CRL Type 1448-1449-Slx pole three pOSition, wlIl tit practically 
every Intercom appl1catlon In use. Both units have replaceable coil 
spring Indexing assuring 50,000 cycles minimum. 
CRL No. 1448--Sprlng return both sides. Net Each ..... Sl.98 
CRL No. 144&-'--Sprlng return one side; positive Index opposite 
side. Net Each ...................................... Sl.98 
CRL No. PK-508-Lever action switch assembly for PA or inter­
com systems. Cord operated. Comes In kit form. Net Each. S 1.82 

©1961 Centralab, A Division of Globe-Union, Inc. 
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SECTION 5100 

Centplab~ Special Switches, Kits 
1461 1472-3 1484 

JY-9000 
Series 

SERIES JV.9000 HEAVY·DUTY POWER SWITCH 
High accuracy and long me to meet engineering requirements for 
transmitters, Industriai controls, laboratory equipment, etc. 
CeramiC grade L-5A steatite Insulation; I" spacing between sec­
tions. Metal parts are cadmium plated steel except Clips, contacts 
and index spring. Index, Positive 20° adjustable stop; continuous 
stopless rotation through 18 positions. Mounting, 'Vs"-32 thread 
hushing :y,;" long: shaft u," dlam. double flat 2U" long. Rating' 
7)1 amps at 115 v. AC; 25 amps at 6 v. DC; 0.75 amp at 500 v. AC; 
0.4 amp at 1000 v. AC. Solid coin sliver contacts. Includes 2" 
double set screw pOinter knob, dial plate and Instructions. 

SERIES JV 9000 ROTARY SWITCHES -
~R_L_ .... ul11J».e_r _ .!'let 

Each ~oles tor N!'. I-N°'1 .... 0. 
Shortinq Non-Short. ~~.!!!!!~ 
1V-1iiiiiii J V -9 OU1 1 1 I 1 2-17 i"i'Q.5O 
JV-9002 JV-9003 3 1 3 2-5 10.50 
JV-9004 JV-9005 1 2 2 2-17 17.40 
JV-9006 JV-9007 3 2 6 2-5 17.40 
JV-9008 JV-9009 1 3 3 2-17 24.30 
JV-9010 JV-9011 : 3 3 9 2-5 24.30 
JV-9012 JV-9013 1 4 4 2-17 31.20 
JV-9014 JV-9015 3 4 12 2-5 31.20 
JV-9016 JV-9017 1 5 5 2-17 38.10 
JV-9018 JV-9019 3 5· 15 2-5 38.10 
JV-9020 JV-9021 1 6 6 2-1·7 45.30 
JV-9032 JV-9033 2 1 2 2-8 10.50 
JV-9034 JV-9035 2 2 4 2-8 17.40 
JV-9036 JV-9037 2 3 6 2-8 24.30 
JV-9038 JV-9039 2 4 8 2-8 31.20 

SERIES JV-9000 SECTIONS 
CRL Number I Number Number 

-"S"'hC:o-=rt"'ic:n:c:g:=-OTII Non-Shorting Poles Positions 
JV-8 I JVN-B 1 2-17 
JV-9 . JVN-9 I 3 2-5 
JV-I0 . JVN-I0 2 2-8' 
JV-18* JVN-18* 1 2-18 

*Rotor as ngers ma mg contact w t contacts on stator, 
leavIng one contact open. By cutting off unwanteli fingers this 
section can be adapted to special circuits, e.g., one off, nine pro­
gressively shorting positions. 

SERIES JV-9000 DIAL PLATES, INDEX ASSEMBlY 
CRL Nos. P-230, P-231 or P-232-2%;" dlam., etched aluminum on 
hlack hackground; 20°: marked 1-5 tor P-230, 1-8 for P-232, $108 
and 1-17 for P-231. Packaged 5 of a number. Net Pkg .... 
CRL No. JV-7 Index Assembly-Includes shaft, tic rods, spacers, 
nuts and lockwashers, adjustable stop pin, 2" black bar $450 
knob and dial plate. Nct Each ....................... . 

GENERAL PURPOSE AND TONE SWITCHES 
CRL No. 1460-':SPDT. May be used as SPST or SPDT. Positive 
Index. Shorting contacts. Net Each .................... $1.08 
CRL No. 1463-Same as above except has spring return Index 
and non-shorting contacts. Net Each .................. $1.08 
CRL No. 1461-SP. Three-position selector switch. Positive index. 
Hhorting contacts. Net Each .......................... $1.08 
CRL No. 1462-DPDT. May also be used as SPDT, SPST, or 
DI'HT. Positive -index. Shorting contact~. Net Each ..... $1.08 
CRL No. 1464-Two pole, two pOSition, spring return index and 
non-shorting contacts. Net Each ...................... 51.08 
CRL No. 1465-Slngle pole, 4-position (3 active), with DPST, AC 
line switch, shorting contacts, positive Index. Net Each .. 51.80 
CRL No. 1473~Two pole, three position. Positive Index. Shorting 

~o;ta~~; Im.!~c:me·as above'except'witIi ilo'n-Shortiiii c~n\a~t~. 
Net Each ........................................... $1.08 
CRL .No. 1483-Speclally designed to be used with auxillary rear 
seat auto radio speakers. Permits the operation of either speaker 
separately or both simultaneously. Single .pole, three posWon. 
Positive index. Shorting contacts. Extra long shaft. Net Ea. 75c 
CRL No. 1484-Same as above except with u," bushing and '/g" 
knurl split shaft; t''{o" black pOinter knob. Net Each ........ 7'5c 
CRL No. 1486-Stereo remote speaker switch; 2 pole, 3-position, 
shorting contacts. Switches one pair 01 speakers to a remote pair, or 
all four speakers. Shaft 1)1" 1. with )1" split knurl end. With b1l!,Ck 
and chrome push-on knob- and Instructions. Net Each .... $1.08 

ROTARY ACTION SWITCHES 
CRL No. 1443-"23' CLIPPER" slngie poie,-23 positions, shOrting 
type contacts. 15° positive Index. Requires I" behind panel. SlIver 
plated contacts. Fixed stop. Net Each ................. $2.18 
CRL No. 1444-Same as 1443 except 2 sections, 2 poles. 

~it ~~c.hi4·45:":"'Sa'me 'as i443 'ex'cept 'continuous'ro'tation;' f32p~sf-
tiona InClude one "off". Net Eac!I ..................... 52.1 8 
CRL No. WD--Sectlon only, for replacement in 1443, 1444 and 
1445 switches with deluxe shaft and .187" rotoT slot (DD type). 
Net Each .......................................... $1.20 
CRL No. 1450-"-"ECONocSWITCH." A 4 pole, 2 position econom­
Ically designed switch. Requires only Ys' depth behind panel. 
Can be used as SPST. SPDT, DPDT, 3PST, 4PST, or 4PDT. 
Positive non-shorting leaf type Index. Laminated phenOlic Insula-
tion. Net Each ...................................... $1.28 
CRL No. 1451-"PERMA-8WITCH". Long life coil spring 
switch similar In style to the type 1450 but with 4 pole 2 positions. 
Net Each .......................................... $1.44 

(co) U.C.P., Inc. Net 
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1443, 1445 1448, 1449 

CABINET SWITCH KITS 
Convenient source of stock sec­
tions, Indexes and hardware 
packed In heavy gauge steel, 
shelt size cabinets, 23 J4" x 
9)1" h. x 12" d. 
CRL Kit No. PA-410-Con­
talns 106 pieces 1)1" dia. phe­
nolic sections, 32 index assem­
blies (Including dial plates. 
knohs and hardware) of 
PA 1000 series switches .. As­
sembles 32 regular or special 
switches. $16020 
Net Each ...... . 
CRL Kit No. PA-420-Contalns 102 pieces of 1~" dla. steatite 
sections, 32 index assemblies (with knobs, dial plates, $190 20 
etc.), of PA-2000 Acrics. Makes 32 switches. Net Each. 
CRL Kit No. 414D-Series 1400 phenOlic switch parts; 100 phe­
nolic lyo" dla. sections, 30 Index assemblies to make $15540 
30 switches. Includes knobs, dials and hardware. Net. 
CRL Kit No. 419D-Serles 2500 ceramic sartq: 100 sections and 

~eln~i~:~~e.n:bll~~ .t~.~a.~e. ~~.S~i~~~~~;.~. ~ .a.n.~ ~?~'. $18480 

NEW JUNIOR CABINET SWITCH KITS 
Balanced stock of PA-1000 or PA-2000 assemblies and sections In 
10" x 11)1" x 10" blue and gray 4-drawer steel cabinet. 
CRL Kit No. SWK-210-PA-1000 series; 48 sections, 13 index 
~:~~~~~~ ~~~s ~a~d:vare:Ma.ke.s. 13 .S.~itc~e~ .......... $6687 
CRL Kit No. SWK-220-PA-2000 series; 52 sections; $8731 
13 index assy's and hardware tor 13 switches. Net Each. 

NEW CUSTOM SWITCH KIT 
CRL Kit No. PK-20S-Custom kit for designers of special switches. 
All tools and parts In metai tray cabinet. Makes 25 tour-section 
miniature pJ;t~nolic or ceramic rotary switches with $12500 
factory preCiSiOn. Net Each ............ : ......... . 

SUBMINIATURE ROTARY SWITCHES 
Deluxe, ceramic Insulated rotary switches that are ultra-small. 
Weigh less than 1 oz. ezch, yet have the same electrical ratings as 
switches much heavier and larger. Ideally suited for hand switCh­
Ing, transistor circuits, aircraft instruments, etc. Insulation Is 
Dow-Corning 200 Silicone treated L-5A steatite; resistance exc~eds 
10,000 megohms. Size, Ceramic sections ~"thick spaced ~" apart 
with ceramic spacing; spaCing between front plate and first sec­
tion, ',{,". All hardware except clips, contacts, and index spring are 
of cadmium plated steel. Mounting' -Bingle hole with optional 
locating lug on 'Vs" radius. Bushing U,"-32 thread, U," long. Shaft 
~" diam. x lU," long. Rating' Make and break, resistance load 
0.5 amp at 6 volts DC; 100 mllliamps at 110 v. AC. Index, 
Positive 30°; fixed stop. 

CRL Number ITotali No. 01 Poles No. 011 Net 
Shorting Non-Short. Poles'Posltions Per Sec. Sec. Each· 
PS-100 PS-l0l 1 --1-1- --1-- --1- i4.8o 
PS-102 PS-103 2 11 1 2 8.00 
PS-104 PS-105 2 5 2 1 4.80 
PS-106 PS-107 3 II 1 3 7.20 
PS-108 PS-109 3 3 3 1 4.80 
PS-ll0 PS-111 4 5 2 2 8.00 
PS-112 PS-.113 4 2 4 1 4.80 
PS-114 PS-115 6 5 2 3 7.20 
PS-116 PS-117 6 3 3 2 8.00 
PS-118 PS-119 8 2 4 2 8.00 
PS-120 PS-l21 9 3 3 3 ~:~g PS-122 PS-123 12 2 4 3 

SEPARATE STEATITE SECTIONS 

CRL Number No. No. of I~ixed Stop I Net 
Shorting I Non-Short. Poles Positions Indexing Each 

PS-20 ps-n 1 2-11 I Use 1i2.70 
PS-22 PS-23 2 2-5 1'-501 2.70 
PS-24 PS-25 3 2-3 thru 2.70 
PS-26 PS-27 4 2 1'-511 2.70 

SEPARATE INDEX ASSEMBLIES 
Designed for maximum of three sections. Includes: Index and shaft 
assembly; KC-6 knob: two ',f." spacers; two t,{o" spacers; six ~" 
spacers; two ',{,' spacers; two 1~' tie bolts; nuts, lockwashers, 
washers' and 16 plastic spacer washers . 

CRL i No. of CRL I No. of I Net 
Number Positions Number Positions Each 

P-501 2 P-507 8 51.95 
P-502 3 P-508 9 1.95 
P-503 4 P-509 10 1.95 
P_504 5 P-51O II 1.95 
P-505 6 P-511 Continuous Rotation 1.95 
P-506 7 . . . . . . . . . . " ................... 1.g§ 
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SECTION 5100 

OVER 60,000 OFF-THE-SHELF ANSWERS 

ALWAYS AVAILABLE FOR IMMEDIATE DELIVERY 

Basic Switches 

SUB·SUBMINIATURE T I¥pe 

Exceptionally high current capacity in 
tiny case. Only '12" x 'I," x '/a" yet UL 
listed at 7.5 amps. 125/250 VAC. Also 
rated at 7.5 amps, 30 VOC resistive, 
3 amps. 30 VOC inductive. Mounts 
side·by·side, four switches to the Inch. 

ACTUATORS ~ ROllER LEAF ~ LEAF 

SUBMINIATURE &4 '¥pe 
Ideal for compact electrical and 
electronic equipment. Low move­
ment differential and operating 
force gives precision control in 
critical applications. Can be 
stacked and gang mounted. Meets 
MIL Specs. MS·25085 and' is UL 
listed at 5 amps, 125/250 VAC. 
Also handles 4 amps, 30 VOC re­
sistive, 2.5 amps, 30 VOC induc· 
tive. Size: 2%," x 1/ .. " x 2%,,". 

TOGGLE ~ 
fi PUSHBUTTON ~ LEAf ~ ROLLER LEAF 

MINIATURE F i¥pe 

2·CIRCUIT S I¥pe 

ACTUATORS 

~ 
~7J" 

ROLLER LEV'ER 

Low cost precISion switch 
'that meets military specs 
arid is U L listed. Rugged 
design-positive over-travel 
stop protects mechanism 
from damaging over·actua· 
tion. Easy to mount. Size: 
1%2" x 1%2" X !fa". Rating: 
10 amps 125/250 VAC I 28 
VOC resistive, 6 amps, 30 
VOC inductive. 

~ ROllER LEAF 

PUSHBUTTON 

Combines high capacity, 
small size and long life 
with extreme preciSion. 
Rated at 10,000.000 op· 
erations at full load, 
tested to 30,000,000. 
Good for power. circuits 
as well as precision con­
trol applications. Meets 
military specs. Several 
models U L listed. Reset 
model maintains circuit 
until reset button actu· 
ated; can be used as in· 
expensive two·way limit 
switch. Size: 1114" x lit" 
x '10". Rating: 10 amps, 
125/250 VAC. 30 VOC 
inductive. 'i!D 

EXTENDED LEAF 
ROLLER LEAF 

ASK FOR CATALOG No. 100 
from your distributor. Contains short-form 
specification details, engineering drawings, 
descriptions and suggested application data. 
The above illustrations are only a few of the 
more popular items in the over 60.000 
switches and indicators manufactured by 
Control Switch Division. For facts on the many 
others availabh!, ask for Catalog 100. 

MODEL LIST 
DESCRIPTION NUMBER PRICES 

1·9 

SPOT solder terminals T3 2.00 SPOT solder terminals, U.L, TI2 2.00 leaf actuator AS·7l o• .20 roller leaf actuator AS·73°· .50 

SPOT, solder terminals E4-103 1.50 
SPOT, turret terminals E4-110 1.50 
OPOT maintained toggle 

switch, 1%2" bushing A3-32-103' 5,70 
TPOT maintained toggle 

switch, 1%2" bushing A3·33-103" 7.80 
OPOT maintained toggle 

switch, 1/,," bushing A3·4l-103* 5.70 
SPOT maintained toggle 

switch, 1/,," bushing A3·42-l03* 3.49 
OPOT momentary push-button 

switch, 10/32" bushing M·86·103· 6.10 
OPOT push-on, push:off, push-

button switch, '0/"," bushing M·87·103· 7.40 
leaf actuator AS·9" .20 
roller leaf actuator AS·IO· .50 

SPOT basic switch, screw 
1.00 terminals, U.L. MS·15253·1 F2·l3 

roller leaf actuator AS-47·· .40 
leaf actuator A5-49u .20 

SPOT, end salder terminals Sl·4 1.40 

SPOT, (reset) 'end solder 
Sl·304 1.65 terminals 

SPOT, end screw terminals S2·4 1.50 

SPOT, (reset) end screw 
S2·304 1.75 terminals 

SPOT, side solder terminals S3-4 1.47 

roller lever actuator A2·2·· .80 

push-button switch, solder M·I/S1·4· N.P. 2.40 terminals 1%2" bushing 
push-button switch, detachable 

M·2S-I/S1-4" 3.32 plastic button 
red plastiC button for A4·2S·l 1109·SAll·l· .60 

black plastic button for A4·25·1 1l09-SAll·2· .60 

1" dia. push·bullon actuator A4·102·· 3.50 

roller leaf actuator AS-5 0 ' 
.40 

extended leaf actuator A5·7·· .50 

CONTROLS COMPANY 
CONTROL SWITCH 

OF AMERICA 
DIVISION 

Folcroft, Pa. Chicago, III. EI Segundo, Calif. 
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to your switching 

SECTION 5100 

pro b I ems ... CONTROLII COMPANY ~ 01' AM .... CA 
CONTROL SWITCH DIVISION 
Folcroft, Pa, • Chicago, III •• EI Segundo. Calif. 

AT YOUR CONTROL SWITCH DISTRIBUTOR 

RATINGS MTG. 
LIST CIRCUIT (Resistive Loads) HOLE SPECIAL FEATURES PRICES Toggle Switches 28v. dc. 115v. ac. .DlA. 

Space-Saving 
Cylindrical Types 

SPOT 20 amps. 10 amps. 1fu" Designed to 3.22 MI L·S·6745 specs. 

Exceptionally rugged. cam· 
roller Hetherington Toggle MODEL 

1/," Designed to 
Switches positively cannot 12104 

2·circuit 10 amps. 5 amps. JAN·S·23. Amend. 3. 3.94 

be teased off contact. Cylin· 
drical anodized aluminum 
cases reduce size by 25% MODEL 
over conventional rectangu· T2150 

OPOT 1 amp. 1 amp. '/,," Miniaturized 5.32 
lar switches. Firmly an· 
chored terminals separated 
by heavy insulation barrier. 
All are 2·position, snap· 
action. MODEL 

SPOT 5 amps. 2'1, amps. V,," Anodized aluminum 
T31D3 case 4.06 

Pushbutton MODEL 
SPST (N.D.) 

B2DDI 
Switches 8 amps.* 1/z" Phenolic body 2.09 

Snap-Action, 
MODEL 

SPST(N.C.) 
B2002 

Momentary Contact 

The exclusive Hetherington 
MODEL snap-action mechanism reo SPST(N.D.) 17 amps. 3.01 

duces arcing and contact ClODS 
wear ... provides far greater 15 amps.' 1/2" Anodized aluminum 

cases current capacity than the MODEL small sizes of these 
C2DDS 

2·circuit 10 amps. 3.61 
switches would indicate. 
Mechanism enclosed in 
dust and moisture-resistant 
anodized aluminum hous· 
ings (phenolic in B2001 & 
B2002). I·piece terminals MODEL Anodized aluminum 

and contacts firmly an· C1DDU4 
SPST(N.D.) 17 amps. 15 amps.* 51." cases & mounting 3.76 

flanges 
chored to bases_ Many 
types meet JAN and MIL 
Specs for aviation and mili· 
tary reqUirements. 

MODEL Anodized aluminum 

C2DOP3 
2-circuit 10 amps. 15-amps.· 5Ja" cases & mounting - 4.36 

Features and dimensions flanges 

are subject to change 
based on engineering reo 
finements_ If dimensions or 
specifications are critical, 
obtain drawings from Con· 
trol Switch engineering de· Conforms to 
partment. 2-circuit 10 amps. 5/." MS25089·3C 4.34 (MIL·S·6743). 

Black flange. 

° Inspected by Underwriters' 
Laboratories, Inc. 

MODEL 
Wl03UBS 

2·circuit 10 amps. Sf." Black flange. 5.43 
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SECTION 5100 

CONTROLS COMPANY 
CONTROL SWITCH 

OF AMERICA 
DIVISION 

Folcroft, Pa. • Chicago, III .• EI Segundo, Calif. 

BASIC SWITCH SERIES 

DOUBLE POLE D type 

TRIPLE POLE K type 

Multi-Circuit 
High capacity basic 
switches permit simulta· 
neous switching of mul· 
tiple circuits and pre· 
cision control of three 
phase motors. Military 
and UL listed models 
available. Reset model 
maintains circuit until 
reset button is actuated. 
Can be used as inex· 
pensive two·way limit 
switches. Sizes: 0 type. 
11/ .. " x 112" x 7/a"-K type. 
IV .. " x .491" X 1~6". 

ACTUATORS 

EXTENDED LEAF 

LIMIT SWITCHES ES4 type 

ROLLER LEVER 

, PUSHBUTTON 

Especially designed for macnine control, automa· 
tion Circuitry and sequencing operation. Aluminum 
diecast housing protects switch from damage, dirt 
and corrosion. simplifies mounting on equipment. 
Some models available with neoprene boot on 
plunger for protection from dirt, oil and metal 
chips. Impulse models eliminate need for one·way 
dogs, complicated relays and timers. As plunger Is 
depressed, switch completes electrical circuit duro . 
ing pre·set section of travel ("ON" period), but 
does not make circuit on return stroke. Case size: 
2" (plus plunger length) x IV.," x 20/1,". Rating: 10 
amps, 125/250 VAC. Circuit: SPNO. 

LIGHTED PUSH·BUTTDN PANEL SWITCHES 
C&lype 

Combine lighting, legend, . and 
electrical control in one com· 
pact unit. Save panel space, 
simplify operation. Units can 
be stacked or mounted indio 
vidually on control panels or 
consoles. Plastic push·button is 
availabie in colors, can be hot· 
stamped with words or sym· 
bois, button size 3/4 " x 1", Light 
is provided by two separate 6· 
or 28.volt lamps wired in paral· 
lei. Switching component is 
DPDT, rated at 5 amps, 125 
VAC or 4 amps, 30 VDC, reo 
slstive each pole. Either alter· 
nate action (push·on, push·off) 
or momentary action is avail­
able.. Unit is also available 
without switch for use as pilot 
light. Two lamps included with 
each unit. Solid plastic or two· 
piece plastic button with clear 
slip'in insert for legend. 

DESCRIPTION 

OPDT, side solder terminals 

DPDT, (reset) side solder terminals 

TPDT, ~ide solder terminals 

Actuators for Type 0 & K Basic 
Switches 

Roller lever 

Push·button, I¥,,{' bushing 

Push·button, w/o detachable 
plastic button, I¥"," bushing 

Red plastic button for A4·24·1 

Black plastic button for A4·24·1 

1" dia. push·button 

Extended leaf 

STANDARD ACTION 

Red 1 '10" push·button 
Neoprene boot plunger 

IMPULSE ACTION 

Red 1 '10" push·button 
Neoprene boot plunger ., 

Repla.cement basic switch for 
ES4 Series 

Momentary, w/2 clear 6V lamps 
Momentary, w 12 clear 28V lamps 
Push·push, w/2 clear 6V lamps 
Push·push. w/2 clear 28V lamps 
Pilot light. w/2 clear 6V lamps 
Pilot light, w/2 clear 28V lamps 
Solid blue b~tton 
2/pc. blue button 
Solid green button 
2/pc. green button 
Solid red button 
2/pc. red button 
Solid white button 
2/pc. white button 
Solid yellow button 
2/pc. yellow button 
Mounting barrier (use one mor.e 

barrier than number of units· 
ganged) 

MODEL NUMBER 

4-Circuit 

08-4 

08·304 N.P. 

6-Circult 

K3·4 

A2·5·· 

A4·2·· 

A4·24·1·· 

1109·SAll·1 

1109·SAll·2 

A4·102·· 

A5·1S'· 

ES4·N 
ES4·J 
ES4·K 

ES4·NMl 
ES4·NM2 
ES4·NM3 
ES4·NM4 
ES4·JM3 
ES4·KM1 
ES4·KM2 
ES4·KM3 
ES4·KM4 
ES4·KM6 

Sl·25 

C6·52·22 
C6·56·22 
C6·53·22 
C6·57·22 
C6·50·22 
C6·54·22 
1117·229·BB· 
1117·SAI9·11·B 
1117 ·229·GG 
1117·SAI9·11·G 
1117·229·RR 
1117·SAI9·11·R 
1117 ·229·WW 
1117·SAI9·11·W 
1117·229·YY 
1117·SAI9·11·Y 

1117·SA·19·4 

NOTE: Order buttons and mounting barriers separately 
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LIST PRICES 

1·9 

6.25 

6.75 

7.45 

1.05 

2.00 

1.71 

.60 

.60 

3.50 

.75 

OVER- "ONn 
1·19 TRAV- PE-

EL RIOO 

~" 8.50 

~" 9.80 

¥16" 9.50 

Vol" Y,," 9.50 

0/1," 1/.11 9.50 

V," 0/1," 9.50 

1/1611 1f." 9.50 

'!a" 0/1," 10.80 

'Is" y,," 10.50 
~/, Va" 10.50 

1/." 0/1," 10.50 

~6" 1/,," 10.50 

Y16" 3/," 10.50 

1.75 

·1·24 

9.60 
10.40 
11.70· 
12.50 

5.25 
6.0"5 

.50 

.50 

.50 

.50 

.50 

.50 

.So 

.00 

.5il 

.50 

.75 
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SECTION 5100 

[DAVE Adjustable Stop Switches 
VERSATILITY - For flexibility in all types of circuit ex­
perimentation, laboratory work, breadboard setups, 
and in circuitry where the exact number of switch 
positions might be changed at a later date, the 
new DAVEN Rotary Switch with an Adjustable Stop 
is ideal. This unit has a maximum of either 24 
positions with 150 spacing or 3? positions with 
11114 0 spacing. Ope, two, three, and four pole units 
are available in this design. 

In common with all other DAVEN Rotary Switches, 
the Adjustable Stop Switch features: sturdy, de­
pendable construction; large silver alloy contacts 
and slip rings; tamper-proof KNEE ACTION silver 
alloy rotor blades; high grade, accurately machined 
dielectric; and gold· flashed turret-type terminals 
for ease of soldering. 

Adjustable in the Following Combinations: 
Maximum of 15° Between 
24 Positions Positions Shorting 
11 CM-24A ..•••.• _ ••• 1 pole ............. 24 pas. max. per pole 
21 CM-12A ........... 2 poles ............ 12 pas. max. per pole 
31 CM-8A ............ 3 poles ............ 8 pos. max. per pole 
41 CM-5A ............ 4 poles ............ 5 pos. max. per pOle 

Maximum of 300 Between 
12 Positions Positions Non-Shorting 
11 CB-12A ........... l pole ............. 12 pas. max. per pole 
21 CB-6A ............ 2 poles ............ 6 pos. max. per pole 
31 CB-4A ............ 3 poles ............ 4 pos. max. per pole 
41 CB-3A ............ 4 poles ............ 3 pos. max. per pole 

SINGLE DECK - SHORTING 

SPACING: 36° BETWEEN POSITIONS 

Maximum of 11Y4° Between 
32 Positions Positions Shorting 
12 CM-32A ........... l pole ............. 32 pos. max. per pole 
22 CM-15A ........... 2 poles ............ 15 pas. max. per pole 
32 CM-I0A ........... 3 poles ............ 10 pas. max. per pole 
42 CM-7A ............ 4 poles ............ 7 pas. max. per pole 

Maximum of 221ho Between . 
16 Positions Positions Non-Shorting 
12 CB-16( .•..•••••• 1 pole •.•.•.•••.••• 16 pas. max. per pole 
22 CB-8A ............ 2 poles. .. .. . .. • ••• 8 pas. max. per pole 
32 CB-5A ............ 3 poles............ 5 pas. max. per pole 
42 CB-4A ........... .4 poles ............ 4 pas. max. per pole 

A new subminiature rotary selector switch, de­
veloped by DAVEN, is specifically suited for ap­
plication in missiles, aircraft, handy talkies, field 

pack sets, frog-man com­

Positions 

Single Pole 2 

Type 

18-GM-2 
18-GM-3 
18-GM-4 
18-GM-5 
18-GM-6 
18-GM-7 
18-GM-8 
18-GM-9 
18-GM-I0 
18-GM-I0CR 

SINGLE DECK - NON·SHORTING 

SPACING: 60° BETWEEN POSITIONS 

munication equipment, 
and all types of mobile 
apparatus. This explosion­
proof, waterproof switch 
has the same reliability 
as its bigger brothers . _ • 
but in a fraction of the 
space. It meets applicable 
military specifications on 
temperature, humidity, 
corrosion, vibration, ac­
celeration, shock and 
immersion. 

Two Poles 

Three Poles 

3 
4 
5 
6 
7 
8 
9 

10 
*10 

Four Poles 2 

28-GM·2 
28·GM·3 
28-GM-4 
28·GM-5 

38·GM·2 
38·GM-3 

48·GM·2 

Available from your 
local Daven distributor 

© U.C.P., Inc. 

Single Pole 

Two Poles 

Three Poles 

Positions 

2 
3 
4 
5 
6 

t6 
2 
3 

2 

tContinuous Rotation 

Type 

18-GB-2 
18-GB-3 
18-GB-4 
18-GB-5 
18-GB-6 
18-GB-6CR 

28-GB·2 
28-GB·3 

38-GB-2 

·U.s. Pat. #2,980,770 

This unit is available as 
a single pole, 10 position 
switch and can be ob­
tained with up to four 
poles on a single deck. 

,. THE ~!!~~ COMPANY 

~"'"'''' 1:8 livingston, New Jersey 
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SECTION 5100 

A complete line of LEVER SWITCHES by GENERAL CONTROL COMPANY 

i , 
MCS MCT-l MCT-4 MCM MCl MFM 

RATINGS 
Type Aznps.* High Wide 

MCS 1 %" %" 
MCT-l 1 1\4" *" 
MCT-4 1 1\-2" *" 
MCM 5 1\4" 1\4" 
MCL 10 1*" 1%" 
MFM 5 1*" 1*" 

*125 volts, 60 cycles, non-inductive. 
"'*FrOl1'l back panel to end of terminals. 

I Write for data Sheet ClRf.\ I 

Long"'" 
2-1/16" 
2-5/16" 
2-17/32" 
2-25/32" 
3-15/16'1 
3/t' 

witch. Light-weight, miniature s 

M"CS mo~nting. Especially suited 

Two contact sections. Single~hole LEVER OPERAnON 

for Instruments and communications .... -~ ... T_"'1IIon .... n- t_Pooir1.., ...,,-
""k Non..lock 

~ ~ ~ ~ 0&-< 0< systems. 

e-circuit Small switch for multipl 
MCT Frames available for eithe 

control. 

r single-hole or 
mounting. 

lStaysput) --Four contact sections. 

four-hole screw type 
""'-"" 

Spl'ingreh,lm 

-= 
Me' 51 '52 53 .... '55 

Mel T1 'T2 T3 'r< 'TS 
MCM MI 'M> M' ,oM< 'M' M6 'W 

MeL LI 'L2 L3 'W 'U 
Widely used switch with 

MCM Four contact sections. Cont 

Single-hole mounting. 

multiple-position, ball-bearing detents. 
-tock ud-.lodc~.., b.renncd.Tor.- .......... ItS2.JlM.f.IlS, .. 

act assemblies easily removed for wiring. 
MFM 

nstant Heavy-duty switch for co 

M CL cam. Four contact sections; e 

use in electrical control. Rugged SPECIAL MOM LEVER DUCRlf'TIOI< ......1 !I1011.UX:1;. fQl:R.PCOOlTlIlX 

asHy removed contact assembly. Four-hole I (A)w • ...",..r_ l SYMBOL , 1 Q + mounting. 13.30 RACK, UIT 

MFM Versatile five-position switc 
and four switch positions. S 

h with four contact sections-one neutral 
OPERATIOK 1 + ++1++ ingle-hole mounting. 

E.RAT! No. 8 , 

FRAME 
TYPES 

AND 
PRICES 

Contact Forms A B C D E F G H 0 

CIRCUIT 
-... -... :::q =G- ~ .3- -... No --- ::=::r :=::r --- -.... Con-

---~ --& --- taets 
CONTACTS 

To obtain MCS $1.35 MCS 0.40 0.40 0.50 0.60 0.70 0.50 0.50 
list priee:- MCT-4 $1.60 MCT-4 0.40 0.40 0.50 0.60 0.70 0.50 0.50 

add 
MCT-l $2.00 
MCM $3.00 

MCT-l 0.40 0.40 0.50 0.60 0.70 0.50 0.50 
MCM .60 .60 .75 .95 1.20 .75 .75 .75 
MCL .95 .95 1.05 1.30 2.00 1.05 1.05 1.05 
MFM .60 .60 .75 .95 1.20 .75 .75 .75 

NOTa': Add 20% to MCS and MCT ~ontact prices for contacta ofpalladium-silver alloy. 

contact prices MCL $4.00 
to fmme price. ~M~F~M~·$~1~3.~7~5------~~~--------~~----~~--~~--~~~--~~--~~~--~~--~~~-------

PUSH· BUTTON SWITCHES by GENERAL CONTROL COMPANY 

A complete heavy duty push button switch with either 1 amp. or 5 amp. with palladium silver contacts. It is possible to obtain the standard MPB 
ratings at 110/60 AC. Furnished in two or twelve positions. A right~angle switch stacked and/or intercoupled, providing all of the features of a single 
MPB is also available where back~of-panel depth is limited, incorporating all switch. Other variations of the standard MPB switch are also obtainable. 
of the operating features of the standard MPB. 1 amp. switches are available Contact the factory with your requirements. 

STANDARD and RIGHT-ANGLE FRAME PRICES 
fRAME TYpeS MP8-2 MPo., ...... MPa..s MP.-6 MP8·7 M .... M .... MP8-10 MPI-ll MP8.12 

CONTACT POSITIONS 2 , 4 5 6 7 8 • I. n 12 
~cumulative Lock B·13 See note' 6.70 8.65 10.60 12.55 14.50 16.45 18.40 20.35 22.30 24:85 

No Two Interlock B·14 5.50 5.95 7.40 ' 8.85 10.30 11.75 13.20 i 14.65 16.10 17.55 19.60 
Lock Release B·15 5.00 ! 5.20 , 6.40 7.60 8.80 10.00 1.20 I 12040 13.60 14.80 16.60 
Non·Lock B·16 5.00 5.20, 6.40 I 7.60 8.80110.00 I 11.20 12.40 13.60 14.80 I 16.60 

.JleseC button requires one osition in addition tostandard contact ositions. Rese« bunon is"on ti he·hand side unless otherwise s p p • 
*Reset button normally actuates no contacts but e." be used to actuate moment.,., contacts if required. 

STANDARD MPB SWITCH CONTACTS 
CONTACT FORMS I • I • c I D ! E I H • 

V Circuit 
~ i -.,. 

I =G1~·i~ N. 
--I ==r ==r I Coo_ , 

PatCl! 
*5 Amps. .60 .60 .75 .95 1.20 .75 -

1'1 Amp. ! .40 i 040 
i 

.50 I ;60 I .70 
1 

.50 -
'Kahngs at l:t) vo ts A-\... N •• 

PUSH BUTrON OPERATION 

I ..... OPERATION' ACCUMULATIVE LOCK I I~~R~~~ , R~~~E NOril~LoCK 

RIGHT-ANGLE MPB SWITCH 

IV' Only one button, Any button Ha~ no locking 

Buttons pusbed in remain locked in can be pushed; pushed in re· actIOn; returns 

De$cription position until released by pushing 1 in at one time,l leases any pre-, to normal posi· 
tion on release 

reset button. : :~~e;e~:::~ny I i!°b!~~~shed of finger pres-
sure. 

Designation I B·13 B·14 B·15 B·16 

I Write for data sheet PBRM I ORDERING INFORMATION 

When ordering, specify: 
• Frame Type • Push Button Operation 

Standard MPB·&· B·15 
• ConlaCls Cl, C2, C3, etc 

A·A·A·B·B·C 
• Conlacl Rallng A Panel Thickness 

5.amperes V ~H panel 
Price: SB.BO +.&0 + &0 +.60 + .&0+.&0 +.75 =$12.55 

NOTICE:. All prices and specifications subject to change without prior notice. General Control Company, Boston 34, Man. 
c 
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SECTION 5100 

NEW Standard and Lighted Push Button Switches 
STANDARD 

F RAM E PRICES 

BUTTONS 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 

B13 
SPS 7.65 8.20 10.50 12.95 15.15 17.55 19.75 22.20 24.40 26.80 29.75 32.90 35.85 39.00 41.95 
LPS 13.75 17.75 22.25 25.85 32.25 37.65 43.25 48.85 54.25 59.85 62.25 71.85 78.25 84.85 91.25 

814 
SPS 6.90 7.45 9.25 11.10 12.90 14.70 16.50 18.35 20.15 21.95 24.50 27.05 29.60 32.15 34.70 
LPS 13.00 "17.00 21.00 25.00 30.00 35.00 40.00 45.00 50.00 55:00 60.00 66.00 72.00 78.00 84.00 

815 
SPS 6.25 6.50 8.00 9.50 11.00 12.50 14.00 15.50 17.00 18.50 20.75 23.00 25.25 27.50 29.75 
LPS 12.00 16.00 20.00 24.00 29.00 34.00 39.00 44.00 49.00 54.00 59.00 65.00 71.00 77.00 83.00 

816 
SPS 5.75 6.00 7.50 9.00 10.50 12.00 13.50 15.00 16.50 18.00 20.25 22.50 24.75 27.00 29.25 
LPS 11.50 15.50 19.50 23.50 28.50 33.00 38.00 43.00 47.50 52.50 57.50 63.50 69.50 75.50 81.50 

CONTACTS 

CONTACT FORMS ". 8 C H 
I amp silver .50 .50 .65 .65 
3 amps paladium alloy .60 .60 .75 .75 

LIGHTED 
Direction1:, Throw 

~ ::::::x- ~ ~ --- :=:r- ~ 
Ratings at 125 volt. A.C. n.i. 

OPERATION 

Operation Accumulative Lock No Two Interlock Lock Release Non-Lock 
Description Buttons pushed in ,e- Only one button can Any button pushed in Has no locking ac-

main locked in posi- be pushed in at one releases any previ- tion; returns to nor-
tion until released by time, and releases ously pushed in but- mal position on re-
pushing reset button. any other button. ton. lease of finger pres-

sure. 
Designation 8-13 8-14 8-15 B-16 

WRITE FOR DATA SHEET SLRM ORO E R I N G IN FOR MAT ION 

1. Frame Type 2. Operation • 3. Contacts 
A-C-2A-2C 

.60+.75+1.20+1.50 

4. Rating 
3 amps 

5. Pane', Thickness 
Va" SPS4 BI4 

9.25 = $13.30 

"Footrol" FOOT SWITCHES by GENERAL CONTROL COMPANY 

F .9hgJ.i ! . .!L~ 
TYPE MA A new light 
weight foot switch with an 
actuating treadle built into 
its top to permit operation 
with unusually light foot 
pressure. A completely enclosed limit switch 
forms the internal switch action. Especially 
recommended for fast operation where mini­
mum fatigue is important. Access to the in~ 
ternal limit switch terminals is greatly facili· 
tated by simply removing the front end of the 
casting. 

Since 1934, General Control Company has been a foremost 
manufacturer of Foot Switches. These are products of the highest 
quality; built for rugged industrial and commercial applications 
such as: bowling alleys, packaging machinery, super-market con­
veyor belts, drill presses, indexihg machines, etc. 

TYPE MI An ideal 
treadle· type foot 
switch, especially con­
venient for many ap· 
plications. InclIned, 
non·slip tread has an 
adjustable throw and 
includes a heel rest. 
Two operating pressures: 5 Ibs. and 10 Ibs. 
Mounting ears are provided on each side. A 
BX connector is mounted in the base, and 
terminal access is by a removable base plate. 

MA-] 
$4.60 

----

--
--

--
--' 

TYPES 

Me-I] 
$6.50 

--
--

----

--
--

Write for data sheet FSRM 

CONTACT TYPES CONTACT OPERATiON RATING 

MI·23 :=:::lL- Doubl. throw ( 01'1& NORfll:ALLY Ol'EH. ) 20 amps 
$9.80 ----'" Spring return ONe HOIfll:ALl.Y CLOSED 

"MI-25 =:=I- Flr.t pres. tr ••• f ..... wltch co.tach 

$11.25 ~ Second pr.ss re.tor ••• wlte. contach 12 amps 
(OHa MOIfll:Al.LY orVf. ONE MOIMAU.Y CLOUD) 

MI-26 .- 1st holf.. .. row clo ... ,.t switch 
'20 amps $13.65 2nd half·throw clo ••• 2nd .wltch 

--"'" 5prl., I.t .... 

MI-27 =::::L- Doubl. pol. ( 
$15.00 --A Doubl. throw TWO MOIIMAU-Y onM. ) 20 amps 
~ Spring return TWO NOJIMALLY CLOUD 

--A 

*Available with heavy duty 20 amps rating 01 250 V 

TYPE Me Especially 
adapted for unusual applica· 
tions and hard use. Easily 
operated for foot, knee, 
hand, or elbow. Non-slip­
tread top may be operated 
at any point of its surface. 

Standard Foot Switches are available with mounting holes to accommodate special connectors 
used on shielded cable. 

© U.C.P., Inc. 

"Promatic" CONTROLS by GENERAL CONTROL COMPANY 

SYNCHRONOUS-MOTOR TIMERS 
The Series II, Type SY, Synchronous-motor Timers 
has time ranges from 1 second up to 24 hours, 

available to match the Type ET Timer. Rede­

signed to incorporate the latest production and 
quality improvements. A new patented O~Ring 

clutch eliminates gears and costly maintenance 
problems. Time period easily adjusted and con­
tinuously indicated on large dial. Prices ~ from 

$55 ,00 each, list. 

ELECTRONIC TIMERS 
Type ET, Electronic Timers with ranges from .060 
seconds to 60 seconds, are .available in a variety of 
frame types, ter~inal arrangements, and mountings. 

The enclosed type or· chas~is model have back plates 

punched with universal mounting holes. Double pole, 

double throw auxiliary load contacts are rated at 
10 amps., 12S volts a-c, n.i. Prices from $35.00 

each. list. I Write for data sheets SERM I 
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I SECTION 5100 I 

lac I ELECTROCRAFT COMPONENTS· SWITCHES· CABLE CLAMPS 

ELECTRONICS ~ , ~ • " ". 

~ " • i. 
These "switches, made by Cutler 
Hammer Inc., for GC-Electrocraft, 
are all single hole mounting, Ul 
Approved and supplied with thread­
ed shank ,%," long. Shanks are 
milled with keway to prevent any 
possible turning when used with a 
keyed hole in the panel. 

(Al LIGHT DUTY, SMALL SIZE TOG­
GLE SWITCH-rating 3 amps, 250/V. 
Cat. No. 34-180 SPST Net $ .72 
Cat. No. 34-182 OPST Net 1.28 
Cat. No. 34-184 OPOT Net 1.47 

(B) "THREE WAY" AND "TWO CIR­
CUIT" SWITCH-Three way switch 
hlmdles 2 circuits with common 
line; 3 terminals, with one terminal 
"common". Two circuit model 4 
terminals, with no connections be­
tween circuits. 
Cat. No. 34-186 SPOT (3-way) 

Net $ .90 
Cat. No. 34-188 OPST (2-circuitJ 

Net $1.10 

MISCELLANEOUS 
SMALL SWITCHES 

The switches listed below are 
widely used on electronic equip­
ment, automotive applications and 
small electrical appliances. 

SLIDE SWITCHES-UL approved for 
1(2 amp, 125/V. Mount with 2 
screws #6 or rivets 'Is" with 1%" 
spacing. 
Cat. No. 34-160 SPOT Net $ .17 
Cat. No. 34-162 OPOT Net $ .20 

ROTARY CANOPY SWITCH-With wire 
leads and '%," shank length. Ratlnk 
3 amps, 125/V, 1 amp, 250/V. 
Mounts in %" hole. 
Cat. No. 34-166 Net $ .30 

CUTLER HAMMER SWITCHES 

(C) MEDIUM DUTY TOGGLE SWITCH 
-solder lug connections; 3 amp, 
250/V; 6 amp, 125/V, AC-OC. 
Cat. No. 34-190 OPST Net $1.42 
Cat. No. 34-192 OPOT Net $1.58 

(K) MEDIUM-HEAVY DUTY 
,SWITCH-rating 10 amp, 
15 amp, 125/V and 1 HP. 
Cat. No. 34-214 SPOT 

Cat. No. 34-232 3 PST screw (2 
pos. on· off) 

TOGGLE Net $2.58 
250/V; Cat. No. 34-234 3 PDT screw (2" 

pas. w / "off") 
Net $3.27 

(D) LIGHT DUTY TOGGLE SWITCH­
screw terminals, rating 3 amp, 
250/V AC-OC. 
Cat. No. 34-194 SPST Net $ .87 
Cat. No. 34-196 OPST 

(2 pos. no "off") 
Net $1.68 

Cat. No. 34-198 OPOT 
(2 pos. w/ off) " 

Net $2.03 
(El MEDIUM DUTY TilGGGLE SWITCH 
-rating 6 amp, 125/V; 3 amp, 
250/V. 
Cat. No. 34-200 SPST Net $ .98 
Cat. No. 34-202 OPOT 

(F) LIGHT DUTY, 
rating 1 amp, 
125/V. 

(2 pos. w/ "off") 
Net $1.92 

3-WAY SWITCH-
250/V; 3 amps, 

Cat. No. 34-204 SPOT Net $1.13 
(G) LIGHT DUTY, WIRE LEAD SWITCH 
-rating 3 amps, 250/V, AC-OC. 
Cat. No. 34-206 SPST Net $ .87 
(H) MEDIUM DUTY WIRE LEAD 
SWITCH-rating 6 amp, 125/V; 3 
amp, 250/V. 
Cat. No. 34-208 SPST Net $ .98 
(J) MEDIUM·HEAVY . DUTY TOGGLE 
SWITCH-rating 10 amp, 250/V, 15 
amp, 125/V and 0/4 HP. 
Cat. No. 34-210 SPST Net $ .72 
Cat. No. 34-212 OPST 

(2 pos. on-off) 
Net $1.12 

(2 pos. no "off") 
Net $ .83 

Cat. No. 34-216 3 PST 
(2 pos. on-off) 

Net $2.22 
Cat. No. 34-218 3 PDT 

(no "off" pos.) 
Net $2.73 

(L) MEDIUM-STD DUTY TOGGLE 
SWITCH-Designed for applications 
where rugged bat handle switch is 
required. 
Cat. No. 34-220 OPOT lug (2 p·os. 

wi "off") 
Net $1.28 

Cat. No. 34-222 OPST screw ~2 pos. 
on-off) Net $1.28 

Cat. No. 34-224 OPOT screw' (2 
pos. wi "off") 

Net $1.58 
Cat. No. 34-226 OPOT lug (3 pos. 

center off) 
Net $1.28 

(M) MEDIUM·HEAVY DUTY TOGGLE 
SWITCH-Designed for appl ications 
where rugged bat handle switch Is 
required. 

Cat. No. 34-228 SPST screw (on-
off) Net $ .83 

Cat. No. 34-230 SPOT screw· ino 
"off pos.) 

Net $ .98 

PLASTIC CABLE CLAMPS 

Cat. No. 34-236 SPOT (3 pos. cen-" 
ter off) Net $ .83 

Cat. No. 34-238 3 PDT (3 pos. cen-
ter off) Net $2.73 

Cat. No. 34-240 3 PDT (3 pas. cen-
ter. off) Net $3.27 

(N) MEDIUM-HEAVY DUTY TOGGLE 
SWITCH-rating 6 amp, 250/V; 12 
amp, 125/V, 1 HP. 

Cat. No. 34-242 SPST Net $1.35 
Cat. No. 34-244 OPST Net $1.35 

(0) HEAVY DUTY TOGGLE SWITCH­
rating 10 amp, 250/V; 15 amp, 
125/V, 11(2 HP. 

Cat. No. 34-246 SPST 
Cat. No. 34-248 OPST 

Net $2.33 
Net $2.33 

(P) EXTRA-HEAVY DUTY TOGGLE 
SWITCH-rating 20 amps, 250/V, 
11/2 HP, 125/250 V. 
Cat. No. 34-250 OPST Net $3.27 

(Q) PUSH BUTTON, ON·PUSH-OFF 
SWITCHES-rating 3 amp, 250/V; 6 
amp, 125/V; 'X,' shank length, 
single pole, single throw type. 
Cat. No. 34-252 SPST with lug 

terminal Net $ .98 
Cat. No. 34-254 SPST with screw 

terminal Net $1.12 
Cat. No. 34-256 SPST with wire 

leads Net $1.12 

Electrocraft Cable Clamps are" excellent for fastening cables, harnesses, 
tubing, etc. The Ethyl Cellulose clamps are deSigned for normal industrial 
and commercial application. They are tough, have" good electrical properties 
an~ may be used where temperatures do not exceed 185°F." They have a 
low temperature limit of --40oF. The Nylon (lytel) clamps are specifically 
designed for application where extreme durability and high resistance to 
temperature (-,-60 to 300°F) is required. They are also" res-istant to most 
chemicals. 

(A) ETHYL CELLULOSE CABLE CLAMPS-made of 
transparent (light yellowish cast) plastic. 

(B) NYLON (MEL) CABLE CLAMPS-Made of natural 

Cat. No. 34-300C lfa" 0.0. Net $2.33 
Cat. No. 34-304C 'M." 0.0. Net 12.40 
Cat. NO. 34-308C 1/4" 0.0. Net 2.58 
Cat. No. 34-312C ~ .. ' 0.0. Net 2.85 
Cat. No. 34-316C %" 0.0. Net 13.00 
Cat. No. 34-320C Uo" 0.0. Net 3.30 
Cat. No. 34-324C 1/2" 0.0. Net 3.60 
Cat. No. 34-328C ~ .. ' 0.0. Net $4.20 

ETHYL CELLULOSE CABLE 
Cat. No. 34-332C '%." 0.0. 
Cat. No. 34-336C %" 0.0. 
Cat. No. 34-340C 'X,' O.D. 
Cat. No. 34-344C W' 0.0. 
Cat. No. 34-348C 'Is" 0.0. 
Cat. No. 34-352C I" 0.0. 
Cat. No. 34-356C Ilfa" O.D. 

CLAMP, 
Net $4.50 
Net $4.80 
Net $5.10 
Net $5.40 
Net $5.70 
Net $8.00 
Net $8.30 

color (translucent white), Nylon. 
Cat. No. 34-370C lfa" 0.0. 

" Cat. No. 34-374C 
Cat: No. 34-378C 
Cat. No. 34-382C 
Cat. No. 34-386C 
Cat. No. 34-390C 
Cat. No. 34-394C 
Cat. No. 34-398C 
Cat. No. 34-402C 
Cat. No. 34-406C 
Cat. No. 34-410C 
Cat. No. 34-414C 
Cat. No. 34-418C 

~"'O.D. 
1/4" 0.0. 
~ .. ' 0.0. 
%"0.0. 
M"'O.O. 
1(2" 0.0. 
~"O.O. 
%"0.0. 
'X'" 0.0. 
0/4" 0.0. 
'Is" 0.0. 
1" 0.0. 

Net $ 3.60 
Net $ 3.93 
Net $ 4.17 
Net $ 4.68 
Net $ 4:83 
Net $ 5.13 
Net $ 5.47 
Net $ 6.72 
Net $ 7.50 
Net $ 1.80 
Net $ 8.40 
Net $'9.00 
Net $10.50 

SEND FOR FREE 400·PAGE CATAlOG ON ALL GC ELECTRONICS PRODUCTS TODAY! 
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SECTION 5100 

LA GRANGE, ILLINOIS 

MINIATURE ROTARY 

SERIES 1 2 and 5000 

Miniature Tap Switches 
Serves wide range of applications from automotive, to missile 
and navigation equipment. Identical in rating, materials and 
accessories. Series 12 offers added feature of soldered ter­
minal to contact rivet joints for low resistance under corrosive 
conditions. 36° indexing. 1 to 10 decks, 2 to 10 positions per 
deck. Conservatively rated to break 1 ampere, at 115 VAC, re­
sistive, or carry 5 amperes. Life expectancy 100,000 operations. 

SERIES 24 

For Precision Requirements 
Designed for high reliability military and commercial applica­
tions. Positive detent action. 36° indexing. One pole per deck 
with shorting or non-shorting contacts-l to 10 decks, 2 t.o 9 
positions with built-in stop, or 10 positions continuous rotation 
unless otherwise specified. Two poles per deck (non-shorting 
contacts only) also available, made to order via multiple deck 
construction. Rating: break 1 ampere, 115 VAC, resistive, Qr 
carry 5 amperes. 

PRICES ON REQUEST 

PUSH BUTTON 

LIGHTED PUSH BUTTON SWITCH 
Equipped with a' NE2 neon bulb, with light circuit independent 
of switch circuit. Switch rated at 1 amp. 115 VAC with approxi­
mate life of 500,000 operations. Normally open. Momentary con­
tact. 3ffl-32 threaded bushing, U,' max. dia., 1'14" behind panel 
length. Fine silver contacts. Solder type terminals. 

No. 4D-1-Normally open ............. _ ............... _ ................................ $2.110 each 

MINIATURE PUSH-PULL SWITCH 
Push-on~ pull-off action, SPST. Normally open. Rating: 1 ampere, 
115 VA" resistive. Life expectancy 100,000 operations. '~-32 
threaded bushing, 1ft' 0.0., 11ft' overall length inCluding ter­
minals. 

No. 30-16 .............. _ ...... _._ .... __ ................. _ ........ _ ........................... _ .... $1.15 each 

SNAP ACTION SWITCH 
Snap action, momentary contact, SPST, push button switch. Nor­
mally Open or Normally Closed available. Rating: 10 amperes, 
115 VAC, resistive. Life approximately 50\000 operations. '%2-32 
threaded bushing, 7/a" 0.0., 15%.' overall length including solder 
type terminals. 

No. 2201-Normally open (Red Button) .................................... $1.85 each 
No. 2202-N()rmally closed (Black Butt()n) .... _ .............. _ ..... $1.85 each 

SILENT ACTIO'N SWITCH 
Silent action, momentary contact, SPST, push button switCh. Nor­
mally Open or Normally Closed available. Rating: 1f2 ampere, 
115 VAC, reSistive, for approximately BOO,OOO operations, or 1 
ampere for approximately 100,000 operations. '%,,-32 threaded 
bUShing, 5)14' 0.0., 1'%2" overall length including solder type 
termina s. 

No. 4001-Normally open (Red Button) ...................................... $.70 each 
No. 4002-Normally closed (Black Button) ....... _ ........ -............. $.70 each 

DOUBLE. POLE SWITCH 
Silent action, Normally Open, momentary contact, OPST, push 
button switch. Rating: lf2 ampere, 115 VAC, resistive. Life over 
100,000 operations. Button and housing molded phenolic. sUo" 
0.0., Ph ... ' overall length including solder terminals. 

No. 35-1 (Red Button) .............. _ .......... _ ........ _ ..... _ ............................ $1.20 each 

Net 

TAP SWITCHES 

SERIES 45 
Midget Tap Switch 

For high reliability military and commercial applications demand­
ing small size. Single deck, single pole only. 2 to 6 positions 
with stops standard on 2 to 5 positions. 6 positio,ns continuous 
rotation unless otherwise specified. 60° indexing. Shorting and 
non-shorting base is molded melamine thermosetting plastic per 
M IL-M-14 Type CFG. Terminals are solder type brass, lead tin 
plate and' fused. Conservatively rated to break 1 ampere at 115 
VAC resistive circuit and to carry 5 amperes. Supplied with 
mounting nut. 

SERIES 6 and 36 
Miniature Concentric Shaft Switch 

Fully enclosed tap switch permitting new flexibility, and allow­
ing 2 switches to be mounted in space normally occupied by one. 
Each shaft controls from one to three decks, with two to ten 
shorting, or non-shorting, positions per deck. Can be furnished 
in over 6500 combinations of decks and positions. Only 1" in 
diameter including solder lugs. Series 36 incorporates precision 
detent action. 

Rating: Break 1 ampere, 115 VAC resistive, carries 5 amperes. 
0/8-32 threaded and keyed bushing, supplied with knobs and 
mounting nut. 

Spring Return Rotary Switch 
Same as Series #24 except momentary contact, spring return 
to either side of center position. Available 1 to 3 decks (incl.), 
one pole per deck, shorting or non-shorting contacts. Also avail­
able with up to 4 detent positions plus spring return position to 
either right or left of detent position. 

SWITCHES 

MINIATURE PUSH BUTTO'N SWITCH 
Silent action, momentary contact, Normally Open, SPST, switch 
rated at If, ampere, 115 VAC, resistive. Life approximately 'h 
million operations. Button and housing molded phenolic. ~1-32 
threaded bushing, lf2" 0.0., 13i',' overall length including sOlde' 
terminals. ' 

No. 23-1 (Red Button) ................. _ .......................... _ ............................... $_85 each 

SUB-MoI·NIATURE SWITCH 
Silent action, momentary contact, SPST PU3~ button switch. 
Normally Open or Normally Closed availab(e. Conservatively rated 
at 1/10 ampere, 115 VAC, resistive., Life approximately 'h mil­
lion operations. Button and housing molded phenolic. If,-32 
threaded bushing, 3ffl" 0.0., ."' .. ' overall length including solder 
terminals. 

No. 3D-I-Normally open (Red Button) ..... _ ........ _ ...................... $.95 each 

No. 30-2-Normally closed (Black Button) .................................. $_95 each 

ULTRA-MINIATURE SWITCH 
Silent action, momentary contact, Normally Open, SPST, push 
button switch. Conservatively rated at 1/10 ampere, 115 VAC, 
resistive. Life over 1 million operations. Button and base molded 
phenolic. If,'' 0.0., '%2' overall length including solder terminals. 

No. 39-1 (Red Button) ............................................................................ $1_00 each 

SOLDERLESS WIRING SWITCH 
Silent action, Normally Open, momentary contact, SPST, push 
button switch. Built-in receptacles for A-MP #53 taper PinS 
plus "in-and-out" wiring provision on one side. Rating: 1f2 am .. 
pere, 115 VAC, resistive. Life over 100,000 operations. Button 
and housing molded phenolic. 3ffl .. 32 threaded mounting bushing 
and knurled nut black anodized aluminum. Lockwasher provided. 
1f2" 0.0., 3~" overall length. 

No. 34-1 (Red Button) ............................ _ ............................................ $1_35 each 
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A COMPLETE LINE OF QUALITY TIME SWITCHES FOR ALL AUTOMATIC CONTROL REQUIREMENTS 
PORTABLE PLUG-IN APPLIANCE TIMERS 

trk clock and sig­
nal timer. Buzzer 
sounds when favor­
ite show is on the 
air. Timing period 
from I minute to I 
hour. 

Time-All - for all­
around use in the 
home office, or 
store. Converts any 
radio to a clock ra­
dio ... provides 
automatic "on·off" 
operation of lamps, 
de-humidifiers, hi­
fi, fans, tape re­
corders, etc. Has 
manual control with 
automatic reset. 
Plug.in receptacle. 
TV Show Catchar­
Combination elec-

Tape Recorder 
Timer - Combina­
tion clock and ap­
pliance timer. Set 
it and it starts reo 
corder for taping 
programs even when 
you're away. 

STANDARD ON-OFF TIME SWITCHES 
~ Series noo 
!ungsten-Rated to .handle incandescent light- 1ft 
1n9 loads. For ordinary automatic control re~ • 
quirements, with up to lion-off operations ~ 
per day. Minimum on-off time, 1 hour; max- ~ 
imum 23 hours. Manual control with auto-. 
matic reset. ® 

Model No. Switch Amps Volt.ge List Prica 

TlOl SPST 40 125 $11.95 
Tl02 SPST 40 250 $12.95 
Tl03 DPST 40 125 $13.95 
Tl04 DPST 4Q 250 $14.95 
Tl05 SPOT 40 125 $13.95 
Tl06 SPOT 40 250 $14.95 
Tl018 SPST 40 125 $11.95 
Tl028 SPST 40 250 $12.95 
PlOI· SPST 10 125 $13.95 

'Portable Plug-In: 125 volts, 60 cycle only. 
Models also available for 125 volt 50 cycle, 125 volt 25 cycle or 
250 volt 50 cycle_ 

PROGRAM TIME SWITCH 
8~tn SeriesT960 

, For recorded music, process timings, fans, a 
and heaters. Permits 1 to 96 on-off opera- V 
tions every 24 hrs. in 15 min. increments. ~ 

.. 96 permanently attached trippers easily slide ~ 
in and out for fast setting. Portable plug-in ® 
model available. ., 

Model 
No. 

i 'Amps I Voltage ,List 
1 _____ Ty_p_e _____ IPer pole 50 cycle Price 

T965 Can be used 3 ways 20 125 $36.50 
1. SPST--:-Normallyopen 

T966 2. SPST"':"Normaily closed 15 250 ,$37.50 
3. SPOT-Alternate open & close 

P961* Single Pole, Single Throw I 10 

'Portage Plug-In 

125 

12 MINUTE REPEAT CYCLE TIMER 
~ Series C8300 
Oial makes a complete revolution every 12 min. 
ON operations from 10 sec. to 11 min., 10 sec. 
OFF operations from 50 sec. to 11 min., 50 sec. 
Up to 12 sets of on-off trippers can be placed on 
the. dial at one time. 

$39_50 

Muslc-Minder-Go to sleep to music-awaken to music! Exclusive 
sleep switch setting permits radio to play for any period up 
to I hour before shutting off automatica'ily. Set for radio to 
begin playing in morning-buzzer sounds 10 minutes later to 
assure awakening. 

Model Description Watts 
No. 

A221-4 Standard Time-All 875 
A211-4 DeLuxe Time-All 1875 
A1OI-4 TV Show Catcher .... 
A401-4 Tape Recorder Timer 1875' 
ASOI Music-Minder 1875 

'Subject to Retail Federal Excise rax 

RADIO CLOCK TIMER 
Model RC 6021-2-unmounted 

Amps 

--
7 

15 
.. 
IS 
15 

An unmounted radio clock timer with· front 
control. For installation 'in any model r.dlo 
or other electrical unit. Radio can be turned 
on· automatically, turned on or off manually. 
Complete with round bezel and crystal. With 
front switch setting, front "time" .nd 
"automatic" set. 

Volts List 
Price -----

125 $10.95 
125 $11_95 
125 $ 8.95* 
125 SI1.95* 
125 $11.95* 

I Model No. I Watts .\ Amps I' ~oltage/50. cYCle~. I List ~rice I 
RC6021-2 1875 15 125 $8_00 

s~ SERIES TIME 
T170-for 7 -day Operation 
Tungsten-Rated to handle incandescent Iight- IR 
ing loads. For use where it is desired to 'III 
skip operation on selected days. SKIPPER ~ 
has two dials-a 24 hour time dial and a day \QV 
dial-day dial advances position one day 4D 
every 24 hours. 

Model No. !' Switch Amps Voltage 
T171 SPST 40 125 
T172 SPST 40 250 
T173 OPST 40 125 
T174 OPST 40 250 
T175 SPOT 40 125 
T176 SPOT 40 250 
T1718 SPST 40 125 
T1728 SPST 40 250 
P171* SPST 10 125 

List Price 
$16_95 
$17.95 
$18_95 
$19.95 
$18.95 
$19_95 
$16_95 
$17_95 
$18.95 

'Portable Plug-In: 125 volts. 60 cyde only. 
Models also available for 125 volt-50 cycle, 125 volt-25 cyeie, 
or 250 volt-50 cycle. 

5 OR 1 5 MINUTE ON-OFF SWITCH 
8~tn Ve./erae Series V27000 
For highly accurate on-off operations in 5 
or 15 min. intervals. on a 24 hr. basis. 
Recommended for intermittent 24 hr_ 'control 
of recorded music in stores, factories and 
offices, for process timings in food, chem­
ical, and industrial plants, fans, ventilating 
systems, etc. Timings in multiples of 5 or 
15 min. 

Circuit 
Minimum Closure 

Time Range in 
MDdel Case Between mul~'fles 

No. Size Sellings 
V27101 lC 5 min. 5 min. 
V27201 SC 15 min. 15 min. 
V27107 lC 5 min. 5 mih. 

No. 
Cire. 

1 
1 
2 

Li.t 
Price 

$89.95 
$79.95 

$119.95 
V27207 SC 15 min. 15 min, 2 $109.95 

Note: All models avadable for 250 volt operation and/or with 
Skipper feature. Request catalog No. T5-110 for complete 
model number listing. 

for complete Time Switch information, request Catalog 81.Zh 

INTERNATIONAL 'REGISTER COMPANY, CHICAGO, ILLINOIS 
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Instrument ~ 
Quality ". '''".", ... ,,< Components 

LEVER ACTION SWITCHES AND UNIQUE MOLDED SWITCHES 
3-, 4-, 5-, and 6-Position Lever Switches - Time-saving Ring-Contact Rotaries - 6-Pole DT per Deck 

SS-!4-1L4F-I 
Two-Deck Lever-ActiaD S!,!:itch 

SINGLE DECK, POSITIVE IN­
DEXING, 3- and 4-POSITION. 
These lever switches are de­
rived from the J-B-T SS-14 
instrument-type rotaries. Spe­
cified for tube checkers, in­
spection equipment, commu­
nications s y s t e m 5, control 
consoles, and other uses 
where quality is important. 
4-posi tion types are inter­
changeable with 3-position 
except in length of throw, and 
provide for an extra cireui t. 
Individually-boxed swilches 
come with mounting hard­
ware and KN-17 knob as il­
lustrated; bulk shipments, 
without knobs. Spacing be­
tween centers: recommended 
%"; minimum 9/16". For di­
mensions, see drawing be­
low. 

Sprinq Return Type. Single deck, 3-position switches may also 
be ordered with spring return. Lever returns to position 11, 
giving momentary action at positions 9 and 10. 
Two Deck. Same basic cons1ruction and packaging as single 
deck. Spacing between centers: recommended, 15/16"; minimum, 
13/16". 3h" between decks matches TV twinlead wires. 

Ckts. Short. Stand.· Boxe<! 

Model 
Pos. per per or Contact Incl. 

Circuit Deck Decks NOD Pos. ![nob 
S8-14-ILS 3, no "off" 1 1 NS A $1.00 
SS-14-IL3A 3, no "off" 2 1 NS B 1.15 
~14-1LSS 3, no "off" 1 I S A 1.05 
SS-14-IL3-R Sp. Ret. 3, no "off" 1 1 NS A 1.15 SS-14-IL3S-R Sp. Ret. 3, no "off" 1 1 S A 1.20 
SS-14-1LS-2 3, no "off" 1 2 NS A 1.70 
SS-14-IL4 3 & "off" 1 1 NS C 1.10 
SS-14-IL4F 4, no "off" 1 1 NS D 1.10 
SS-I4-IL4F-2 4, no "off" ! 2 NS D 1.90 
SS-14-!L4S 3 & "off" 1 1 S C 1.15 
'A-common at 12, contacts at 9, 10, 11; B-common at 
contacts at 6, 7, 8, 12, 13, 14; C-common and off at 12, 

9, 10, 

at 9, 10, 11; D-common at· 12, contacts at 8, 9, 10, 11. 

KNOBS AND MOUNTING PLATES FOR 
LEVER SWITCHES 

Spare Knobs. Push-on type are: 

contacts 

KN-17, black, pOinted design, metal insert 
regularly supplied ",,"" "'" .. "".,,""" .. $0.08 
KN-18, walnut, same as KN-19 .. " .OS 
KN-I9, black, round, flat-type, no insert 
needed "" .. " .. " .. " .. "",""" .. " ... "."" ..... " .OS 

Mounlinq Plates. These .035" stamped steel plates 
in black crackle finish simplify alignment of stand­
ard 3-position IL3 single deck models. Spacing 
between slots, %"; all plates 25/a" high. 

PL-3S, 3/;," Wide, lor one switch" " .... "_ .... , .. " .... ", .... " .... , .. ,,,,$0.30 
PL-37, 1ll2" wide, for two switches ",," .40 
PL-38, 3" wide, for four switches (illustrated) ",," .45 

Dimensions A=13/32" on I-deck Switches; 23/32" OD 2-deck. 
NOD-shortinq type with standard level leDqth is shown. 

Net Effective Aug. 28, 

© U.C.P., Inc. Net' 

5-PositiOD Lever Switch 
MOLDED 5- and S-POSITION, POSI­
TIVE-INDEXING. Designers and serv­
icemen now have available 5 ·or 6 
live positions, two circuits per deck, 
in an enclosed lustrous black molded 
construction. Both switches are 
adapted from the MS-20 series on 
page 1229 and have similar electri­
cal characteristics. Besides sound 
systems, these models can Simplify 
ciH.:uitry for control, inspection, test, 
experimental, and hobby purposes. 
Individually-boxed switches come 
with mounting hardware and KN-20 
threaded black molded knob; bulk 
shipments, without knobs. For mount­
ing data see SK-64 on 5-position and 
SK-119 on 6-position. 

MS-20-IL5A-1, 5-position, 2-circuit 'I-deck) ................................... $3.25 
MS-20-ILSA-i, 6-position, 2-circuit (I-deck) .................................. 3_50 

6-POLE DOUBLE-THROW PER D£CK ---,lOR 2 oeCk!> 
S-Pale Switches. Double-throw 
switching of 6 circuits per 
deck through two 18 0 posi­
tions (36 0 throw) becomes 
easy with this unique rotary· 
type molded switch. It is 
fully enclosed and similar in 
appearance to the molded 
MS-20 switches on page 1229 
The illustration at the right 
shows internal construction 
with back protective cover 

. cut away. Circuit arrange­
ment is designated on the 
metal front of the switch. 
Quality features include .007 
ohm average contact resist~ 
anC8j heavy, fine-silver plating for 1 DO-hour sal! spray te51: 
double-grip collector arms. Now available in non-shorting (break 
before make) and shorting (make before break). 2%" maximum 
diameter, one deck, 13/16" behind panel; two deck, Ilia" behind 
panel. DTS Shorting Types are rated 1500 volts R.M.S. between 
contacts and ground, 1000 volts R.M.S. between contacts. 
MS-20-1-6DT, 6-pole, double-throw (I deck), non-shorting .. 
MS-20-I-SDTS, 6-pole, double-throw (1 deck), shorting .. , 
MS-20-2-SDT, 6-pole, double-throw (2 decks), non-shorting" 
MS-20-2-6DTS, 6-pole, double-throw (2 decks), shorting .. 

$3.90 
4.00 
5.50 
5.75 

NEW IDEA: RING-CONTACT SWITCHES 
Perfect connections be­
tween adjacent switch con­
tacts are assured because 
this distinctive deSign needs 
no soldered jumpers. An 
integral ring which holds 
together all the contacts on 
each deck can be snipped 
wherever wanted-to save 
valuable time in develop· 
ment and pilot runs. FOI 
production lots, J-B-T can 
supply various combina· 
tions of joined and unjoined 
contacts to slash the user' ~ 
assembly costs and build· 
in quality. The ring-contacl 
adds 7/32" o.d. to thE 
MS-14 or MS-20 types listec 

on page 1233 (prints SK-88 and SK-89 respectively). The MS-20BR-J 
shown here also has bonded (suffix B) construction. Switches 
listed below are normally available. Others such as 3-decks, 
6-decks, shorting, etc., require substantial lead time. 

RING-TYPE MOLDED SWITCH MS-14R 
(14-positian; anqular indexinq 25° 43'; o:d. 2-5/1S") 

Model 
lIdS-14R-! 
MS-14R-2 
MS-I4R-4 

Positions Circuits Decks Shortinq, Depth 
Per Per or Non- Behind 

Circuit Deck Ganqs Shorlinq Panel 
14 I I N-S 13/16" 
14 I 2 N-S Ilia" 
14 I 4 N-S 1%" 

RING-TYPE MOLDED SWITCH MS-20R 

Boxed 
Includ­

inqKnol 
$2.75 

3.S5 
5.90 

(20 positions; anqular indexinq, ISo; o.d. 2-27/32") 
MS-20R-l 20 
MS-20R-2 20 
MS-20R-4 20 

I I N-S 13/16" $3.40 
I 2 N-S IIfa" 4.45 

'1_ 4 N-S 13/.!" 7.25 
1961 
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Instrument ~ Components 
Quality J-B-T INSTRUMENTS, INC, 

INSTRUMENT AND TESTER SWITCHES (Laminated) 

Rotary Selector - Single and Multi-Gang - Non-Shorting and Shorting 

SS-14-2 Laminated 

J-B-T Instrument-type Rotary Selector Switches are used widely 
in quality test equipment, portable instruments, inspection setups 
and avionics where trouble-free, dependable performance is of 
major importance. Available as a 14-position or a 20-position in 
laminated or molded types-the design gives extra contacts in 
minimum space. One to six decks. 
FEATURES: 
Reliability - Rigid, 3-post deck suspension, instead of the usual 
2j all current carrying parts aTe brass or pp.osphor bronze, 
silver flashed and then heavily plated with fine silver to meet 
100 hour salt spray test; ball bearing action, beryllium'copper 
balanced spring (SS-14); leaf type (SS-20), and sharp detent 
assure positive indexing, Springs of both types are replaceable 
without disturbing soldered connections, Laminated plastic decks 
and rotors are selected for maximum mechanical and dielectric 
strength. Insulation resistance above 50,000 megohms, 
Exceptional Compactness~14-position switch takes 13 circuits 
and "off" in 2" circle; 20-position switch handles 19 circuits and 
"off" in 2-23/32" circle. Each deck above first adds only 5/16", 

Low Contact Loss-Double-grip collector arms, and large-Ol"_ 
contacts, silver to silver, result in an average contact resistance 
of ,007 ohms or less during the useful life of the switch, 

Ample Dielectrlc-AC or DC; carries I amp" 125 volts VAC, 
inductive load; maximum momentary capacity (not make-and­
break), 5 amp.; maximum voltage between contacts 1500 volts 
R.M,S,; between decks and 9'"0und, 2000 volts R.M,S, 

Military Variations-The following can be supplied on special 
order at extra cost: (a) laminated plastic, Type PBE-P per Spec, 
MIL-P-3JJ5B; (b) vacuum impregnation of rotors, decks, spacers, 
and ceramic spacers with approved fungicides; (c) hot tin dip on 
contact surfaces to be, soldered; (d) 14 or 20 live positions, no off, 
(add suffix F, as SS'14-2F or SS-20-lF); (e) common position in 
non-standard location, 

BASIC l4-POSITION: IX" Bar knob (KN-14) supplied only on 
individually packed units-not on bulk orders unless specified. 
Collector arm placed directly opposite to flat of shaft, unless 
otherwise specified, Contact lugs and common lugs positioned 
as shown below, 13 contacts per deck. One to six decks; for 
each additional deck (or gang) add ~ .. ' to depth. Continuous 
rotation type supplied unless otherwise specified. Adjustable 
Stop normally is supplied on standard cataloged switches, Fixed 
Stops can be supplied on quantity orders at moderClte cost. 
Panel locator positioned as shown unless otherwise specified on 
bulk orders, 

BASIC 20-POSITION: 2" Bar Knob (KN-16) supplied on individu­
ally packed units-not on bulk orders unless specified, Collector 
Arm placed directly opposite to flat of shaft unless otherwise 
ordered, Contact Lugs and common lugs positioned as shown 
below, 19 live positions per deck, standard, One to six decks; 
for each additional deck or gang add 5/16" to de;:>th, Continuous 
rotation type supplied unless otherwise specified. Panel locator 
positioned as shown; can be modified on bulk orders. 

COMBINATIONS IN SS-14 and SS-20 SERIES: In addition to the 
military variations listed above, shorting and non-short.ing decks 
can be assembled on the same switch shaft. Reference to the 
sketch below will be helpful in numbering decks and contacts 
when ordering non-stan'dard assemblies. Specialized require­
ments for stainless steel shafts, no flats or double-flats on shaft, 
longer projections beyond bushing, and other variations can 
also be supplied, with necessarily longer delivery time and 
additional cost. 

ETCHED DIAL PLATES FOR ROTARY SWITCHES 
For SS-14 or MS-14 Series; and for 
SS-20 or MS-20 Series. Dull black 
finish-with raised bright metal 
numerals. 23.4" diameter. 
EP-13 off thru 13 ............ , ......... $0.23 
EP-14 1 thru 14 ... , ................... , .23 
EP-19 off thru 19 .23 
EP-20 1 Ihru 20 .23 

Note: Threaded bushing on all SS-14 changing to %-32 NEF-2A_ 

Non-Shorting-Break before make. Shorting-Make before break. 
. LAMINATED 5WITt;HE5, 55-14 Tho; 

Mode! 

SS-I4-1 
SS-I4-1A" 
SS-I4-1S" 
SS-14-1CS;" 
SS-I4-2 
SS-14-2A" 
SS-14-2S' 
SS-I4-2C8:j:" 
8S-14-3 
SS-14-3S* 
SS-14-4 
SS-14-6 

(14-positions; angular indexing 25° 43't 
Positions Decks Shorting. 

Per Circuits or Non-
Circuit Per Deck Gangs Shorting 

14 1 I N-S 
" 2 I N~ 14 liS' 

14 1 1 CS 
14 1 2 N-S 
Sf 2 2 N-S. 

14 1 2 S 
14 1 2 CS 
14 1 3 N-S 
14 1 3 S 
14 1 4 N-S 
14 I a N-S 

Boxed. 
Includ­

ing Kno~ 
- 52_30 

2_45 
2_35 
2_80 
2.90 
3.20 
3_00 
3.95 
a_50 
3,65 
4.40 
6.30 

• Standard items. but not regularly stocked; check' with your 
electronic parts distributors_ 
Complete shorting - all contacts shorted except one in use_ 
S positions include 4 "live" and 1 "off." 

LAMINATED SWITCHES, SS·20 TYPE* * 
(20-positions; angular indexing, 

SS-20-1 20 1 I 
SS-20-1A' 6§ 2 I 
8S..a0-lS· 20 I I 
88-20-2 ?n I 2 
SS-20-2S' 20 I 2 
SS-20-3 20 I 3 
SS-20-4 20 1 4 
SS-20-6 20 I 6 

• Standard items. but not regularly stocked; 
electronic parts distributors. 

ISO) 
N-S 
N-S 

S 
N-S 

S 
N-S 
N-S 
N-S 

$4_00 
4.15 
4_05 
4.75 
4,S5 
5_85 
7.10 
9_40 

check with your 

SS-20 Switches reinstated February 1960 with new prices as 
shown. 

§ 6 positions include 5 "live" and 1 "off". 

Net Effective Aug. 28, 1961 
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Instrument ~ Components 
Quality J.9.T INSTRUMENTS. INC. 

MOLDED ROTARY SELECTOR SWITCHES (Fully Enclosed) 

14 and 20 Position - Single and Multi-Gang - Shorting and Non-Shorting 

• All moving contacts enclosed-minimizes dirt 
and corrosion-also 3-post deck suspension, 
double grip collector arms, and rectangular 
drive shaft for precision indexing . 

• Interchangeable, electrica"y and mechanically, 
with 55-14 and 55-20 laminated switches. 

FEATURES: See adjoininq paqe on SS types laminated 
switches for description of riqid 3-post construction; 
heavy fine silver platinq to meet 100·hour sait.spray 
test; exceptional compactness; .007 ohm averaqe con· 
tact resistance; insulation resistance above 50.000 meq· 
ohms; current·carryinq capacity and voitaqe break· 
down. Besides fully enclosinq all the movinq contact 

MS·14·1 parts. the molded switches differ from the laminated MS·20·1 
construction in the desiqn of the detent mechanism. but both types provide the positive indexinq which quickly identifies the 
superior quality of J.B-T switches. Test results are available on request coverinq certain procedures of MIL-E-5272A on insu· 
lation resistance; hiqh and low temperature and temperature shock; humidity; altitude; salt spray; vibration; funqus resist· 
ance; rain. sand and dust; explosion; shoc;k; and endurance values. (Ratinqs for MS-20·6DTS Types differ somewhat.) 

BASIC 14-POSITION MOLDED (MS.14): 13 circuits and "off" per 
deck in 2%2" circle for compactness. Molded end cover regularly 
supplied. IX" Bar knob (KN·14) included with individually 
boxed units-not on bulk orders unless specified. 'Collector arm 
placed directly opposite to flat of shaft, so that knob pointer 
points to live contact. Common or lIoff" contact luq" is bent down 
for ready identification. Internal construction: double-grip col­
lectbr arms hold contact lug on upper and lower surfaces; col~ 
lector ring is self·wiping. Extra decks add 19/64" per deck (or 
gang) to depth; for 7 decks and over add Vi' to depth for shaft 
support and 1/64" per deck for bonding; if adjustable stop type, 
also add 3/16" to depth. Continuous rotation type 'supplied un· 
less adjustable stop '(type MAS) is ordered or, on quantity 
orders, pre-set 'fixed stops are specified. Panel locator is avail­
able at extra cost 'on quantity orders when specified; on MS·14·4 
and MS·14·6, extra hex nut and longer screw can be supplied 
for "inverting supporting screw nearest common, thus converting 
into panel locator. For complete dimensions on MS-14 switches, 
1 to 6 decks, request Print' SK·ll I; for 7 decks and over, SK·1l2. 
BASIC 20·POSITION MOLDED (MS·20): 19 circuits and "off" per 
deck in 2%" circle for compactness. Molded end cover regularly 
supplied. 2" Bar knob (KN·I6) included with individually boxed 
units-not on bulk orders unless specified. Collector arm placed 
directly opposite to flat of shaft, so that knob pointer points to 
live contact. Common or "off" contact luq is bent down for 
ready identification. Internal construction: double-grip collector 
arms and self-wiping collector ring are standard construction. 
Extra decks add to depth 19/64" per deck and, if 7 decks or more, 
V2" for shaft support and 1/64'" per deck for bonding. Continuo 
ous rotation type supplied; on: quantity orders, pre·set fixed 
stops are available. Panel locator available at extra cost on 
quantity oiders when specified; on MS·20·4 and MS·20·6, extra 
hex nut and longer screw can be supplied for inverting support­
ing screw nearest common, thus converting into panel locator. 
For complete dimensions on MS-20 switches, 1 to 6 decks, re­
quest Print SK·1l3; for 7 decks and over, SK·1l4. 

MOLDED SWITCHES, MS-14 TYPE 
(14 po.ition.; angular indexing 25° 43') 

Continuous rotation. no stops 
. Non·Shorting-Break before make. Shorting-Make before break. 

Model 
MS·14-1 
MS-14·IS· 
MS·14-2 
MS·14-2S· 
MS·14·3 
MS· 14·4 
MS· 14-6 

Positions Decks Shorting. Depth Boxed 
Per Circuits or Non· Behind Including 

Circuit Per Deck Gangs Shorting Panel Knob 
14 I I N·S U" $2.45 
14 I I S U" 2.50 
14 1 2 N·S I 'Is" 3.10 
14 1 2 S ]lis" 3.20 
14 I 3 N·S 11'." 3.75 
14 I 4 N·S 1314" 4.85 
14 1 6 N·S 2%" 7.05 

Note: 
MS Switches 
now manufac­
tured with 
deck depth of 
19(64" instead 
a f 5(16" a s 
shown. 

NEW BONDED RUGGEDIZED TYPES All molded rotary 
switches may be ordered with .bonded construction as 
MS·14B or MS·20B types using cured laminations for 
ruggedization, shock·proofing and further enclosure. Add 
35c per deck to catalog price. Thus, 2 deck switch is 
MS·14B·2 at $3.80. Bonding add Ji,," max. per deck. 

Non-Shorting-Break before make. Shorting-Make before break 

MOLDED SWITCHES, MS-20 TYPE 
(20 positions; angular indexing 18°) 

Continuous rotation, no stops (except 6DT Types) 
Positions Decks Shorting. Depth Boxed 

Per Circuits or Non- Behind Including 
Model Circuit Per Deck Gangs Shorting Panel Knob 
MS·20·1 20 1 I N·S U" $3.10 
MS-20-1·6DT 2 6 I N·S U" 3.90 
MS·20·1·6DTS 2 6 I S U" 4.00 
MS·20·IS· 20 1 1 S U" 3.15 
MS·20·2 20 1 2 N·S ]lis" 3.90 
MS·20·2·6DT 2 6 2 N·S Ills" 5.50 
MS·20·2·SDTS 2 6 2 S ]l/s" 5.75 
MS·20·2S· 20 I 2 S ]l/s" 4.00 
MS·20·3 20 1 3 N·S 1,'0" 5.00 
MS·20·4 20 I 4 N·S 1%" 6.20 
MS·20-1l 20 1 6 N·S 231s" 8.S0 

ADJUSTABLE STOP MOLDED SWITCHES, MAS-14 TYPE 
(14 positions; angular indexing 25° 43') 

IMPORTANT: Enclosed adjustable stop mechanism increases 
switch length by 5/32" behind panel; decrease effective bushing 
length by 3/32"; and shortens shaft extending from bushing by 
I/IS". Rings RI·23 and RI·24 are supplied. 

Positions Decks Shorting. Depth 
Per Circuits or Non· Behind 

Circuit Per Deck Gangs Shorting Panel Model 
MAS·14-1 
MAS-14·IS· 
MAS·14·2 
MAS·14-2S· 
MAS·14·3 
MAS· 14·4 
MAS·14·S 

14 I 1 N·S U" 
14 1 1 S H" 
14 I 2 N·S 11," 
14 1 2 S II." 
14 I 3 N·S IB" 
14 I 4 N·S IH" 
14 I 6 N·S 2H" 

For more than 6 decks. request prices 

Boxed 
Includinq 

Knob 
$3.10 

3.20 
3.80 
3.95 
4.60 
5.70 
8.00 

·Standard items. but not regularly stocked; check 
with your electronic parts distributor. 

Net Effective Aug. 28. 1961 
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SECTION 5100 

Instrument ~ Components 
Quality J.O-T INSTRUIHHTS. IHC. 

TOGGLE SWITCHES - HEAVY DUTY - SINGLE & DOUBLE POLE 

"Cut~away view showing­
J .. B-T's use of solid coin 
silver rocker arms and 

contacts. 

6-32-f 
6IN01~ HEAO stIIEWS, 

5T40A. B. C. 
D. E. F. G. H 

(screw terminals) 

Overload ... Tested to make and break at 50% overload for brief periods. To assure performance 
of these switches with their comparatively heavy current ratings, J-B-T features ample size 'solid 
coin silver contacts and rocker arms instead of clad or brazed construction. Contact resistance is 
under 0.005 ohms. High dielectric exceeds 1000 volts r.m.s. at 60 cycles at sea level. 

Cold and Heat . . . Specialized aircraft lubricant facilitates mechanical and electrical operation at 
-85°F to l85°F. 
Vibration and Shock ... No momentary make or break or mechanical damage during severe shake 
and 75 G's drop tests. 

Hiqh Humidity ... Materials, dull finish on outside metal parts (per Armed Services specifications) 
and lubricant enable switches to withstand tropical climates. . 

Salt ... Meet 100 hour Salt-Spray Test QQ-M-151awhich is twice the requirement of. MIL-S-3950A. 

Ruqqed Service ... Generously proportion~d and substantially built for extra life. For instance, 
both screw-type terminals und solder lugs easily withstand a 30 pound pull .test. Operating cycles 
far in excess of minimum specified as acceptable. Quality standards are maintained by in-plant 
production testing. 

20 AMP - HEAVY DUTY - These pages cover 130 models of heavy-duty toggle switches 
nominally rated at 20 amp. at 125 V AC, and 10 amp .. 250 V AC, and other ratings where speci­
fied in MIL-S-3950A. 6 Amp. - Medium Duty described at bottom of next page: 

6-32 .~ 81NOING HEAD SCREWS 

1111535059-26 
-27. -31 

(screw terminals) 

5T52K. L. 1111. 
N.P.R 

(solder luqs) 
For Electrical Characteristics. Current Values. and Full Information. Ask For Bulletin TS-6C 

MOD E L NUMBER CIRCUIT ARRANGE1II1ENT 

CIRCUIT SCREW TER1II11NAL 50LDERLUG ® ~XEYW~~ DlAGRA1II1 
AND TYPE 1II1IL-5-3950A JAN-5-23 & 

1II1IL-S-6745 
1II1IL-S-3950 JAN-S-23 & 

5ee Notes 1II1IL-5- See Notes 1II1IL-S-21195A 1II1IL-5-3950 
A&B 21195A See Note A A&B (5hips) 5ee Note A 

5PST 1111535058-22 5T40A AN3021-2 # 5T42A 1111535058-9 On None Off 
1111535058-29 5T40B AN3021-9 # 5T42B 1111535058-10 On None Off' 

~-
MS35058-30 5T40C AN3021-8 # 5T42C 1111535058-11 Off None On' 
1111535058-24 # AN3021-10 1111535058-1 # 1111535058-12 On Off None 

2 terminals 1111535058-28 i AN3021-11 1111535058-2 # 1111535058-13 None Off On' 
1111535058-25 AN3021-12 1111535058-3 # 1111535058-14 On Off' None 

SPDT 1111535058-23 ST40D AN3021-3 1111535058·4 ST42D 1111535058-15 On None 0,,-- 1111535058-21 5T40E AN3021-1 1111535058-5 5T42E 1111535058-16 On Off On - 1111535058-26 5T40F # 1111535058-6 5T42F 1111535058·17 On None On' - 1111535058-27 5T40G AN3021-7 1111535058-7 5T42G 1111535058-18 On' Off On' 

3 terminals 1111535058-31 ST40H AN3021-5 1111535058-8 5T42H 1111535058-19 On Off On' 
# # AN3021-6t # # # On Off On' 

-nPsr- 1111535059-22 5T50K AN3027-2 # 5T52K 1111535059-9 On None Off 

::t= 
MS35059-29§ 5T50L AN3027-4§ # 5T52L 1II1535059-10§ On None Off" 
MS35059-30§ . 5T501ll1 AN3027-5§ # 5T521111 1111535059-11 § Off None On' 
1111535059-24 # AN3027-9 1111535059-1 # 1111535059·12 On: Off None 
1111535059-28 # AN3027-11 1111535059-2 # 1111;;35059-13 None Off On' 

4 terminals 1II1535059-25§ # AN3027-10§ 1II1535059-3§ # 1II1535059-14§ 'On OW None 
DPDT - 5T50N AN3027-3 1111535059-4 ST52N :r= 1111535059-23 1111535059-15 On None On 

1111535059-21 5T50P AN3027-1 1111535059-5 5T52P 1111535059-16 On Off On 
1II1535059-26§ 5T503 AN3027-6§ 1II1535059-6§ 5T52R 1111535059-17 § On None On' 
1II1535059-27§ 5T505 AN3027-7§ 1111535059-7 5T525 1II1535059-18~ On' Off On' - 1111535059-31 § ,;f';0i' AN3027-8§ 1111535059-8 5T52T 1111535059-19 On Off On' 

6 terminals *Momentary Position 

#Not included in this specification tAN3021-6 same as AN3021-5 with jumper §5ame dimensions as 1111535059-26 as illustrated. 
NOTE A: 11115 and AN types use internal sand and dust toqqle seal and other hlqh performance features involvinq extra cost over 
5T types. 11115 types to 1II11L-5-3950A have internal togqle seal to meet 15 ft. water submersion test. . 
NOTE B: Official Government policy recommends future procurement of toqqle switches lor military use be only to 1II1IL-5-3950A. 
For heavy duty switches. 1II11L-5-3950A (with suffix -21 and hiqher) in the 1111525068-. 1111535058- and 1111535059- series. calls for screw 
terminals only. Such terminals are prepared lor solderinq and may be soldered after removal of screw. For medium duty 
switches 1II1IL-5-3950A, in the 1II1S25098- and MS25100- series. calls for solder terminals only. 
For standard J-B-T products and dealer net prices. see authorized electronic parts distributors. and for further technical informa­

tion. or request J-B-T cataloq 558-G and Bulletin 51111-11A. 
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SECTION 5100 

Inst~:iftent ~ Components 
Q Y J.O.T INSTRUMENTS. INC. 

TOGGLE SWITCHES - HEAVY DUTY - 4 POLE 
GOVERNMENT.QUALlTY, SUPERIOR CONSTRUCTION, DESIGNED FOR MIL.S.3950A, SERIES MS25068 

Newest additions to the J·B-T 
family of toggle switches are 8 
models of 4-pole construction. 
They make up the Mc,2S068-se­
ries, designed for MU,-S-3950A. 
and use sinqle-hole mountinq 
with single-throw or double­
throw action as designated in 
the table. All have Silicone rub­
ber bushing seals. To surpass 
the rigorous electrical end ur­
ance requirements. J-B-T switch 
bodies in the MS25068-series are 
molded of a new compound hav­
inq hi-arc resistance and low 
shrinkage characteristics. The 
material is readily identified by 
its light brown color and silver 
printing. 

CIRCUIT MODEL NUMBER 
DIAGRAM SCREW TERMINALS ONLY 
AND TYPE MIL-S-3950A 

4 PST 

M1l 
MS2506B·24 

MS2506B-25 

MS25068-28 
a Terminals 

4 PDT MS25068-21 

lrt111 MS25068-23 

MS25068-26 

MS2S068-27 
12 Terminals 

MS25068-31 

MS25068-27 

TOGGLE SWITCHES - MEDIUM DUTY - SINGLE & DOUBLE POLE 
GOVERNMENT·QUALITY TYPES, DESIGNED FOR MIL.S.3950A, SERIES MS25098 and MS251 00; JAN.S·23, 
DDAX SERIES, and MIL.S.21195A (Ships) 

*Cut-away view of self-wipinq 
construction showinq outside 
of double-grip moving contact. 

Like other r-B-T Switches, this series has quality as its first objective. 
J-B-T builds-in quality by doing its own design and manufacture, and 
by a continuous program of in-plant tests of production samples for 
quality assurance. 
Typical Applications . . . This series is popular in communications 
circuits, electronic instruments, dry circuits (but with gold plated cur­
rent carrying parts recommended for extremely low currents and volt­
ages), measuring devices, miniature motor controls I and computers. 
Self-Wiping Design ... Even after long storage, a few flips of this 
switch brings the contact resistance well under the 0.01 ohm require­
ment of military specifications. As illustrated', the double-grip moving 
contact of phosphor bronze heavily silver plated wipes over the sta­
tionary contacts of brass, also heavily silver plated. 
Sound 'Electrical Values . . . Tested to meet 50% overload for brief 
periods. High dielectric exceeds 1000 volts r.m.s., 60 cycles at sea leveL 
Exceptional Environmental Characteristics ... Functions well through­
out a range of -85°F to 185°F, with materials, plating, lubricant, and 
mechanical features to withstand tropical climates. Dull finish plating 
as stipulated in specificatons meets 100 hour salt-spray test QQ-M-15Ia 
(twice the required minimum). Other plating quoted on requesl. 
Rugged Construction . . . Solder type hot tin dipped terminals as used 
throughout this series withstand 5 lb. pull test . . . enclosed molded 
body has no unused holes for side terminals ... no momentary make 
or break or mechanical damage during severe shake tests and 75 G's 
drop test. 

For Electrical Characteristics, Current Values, and Full Information, Ask for Bulletin TS-6C 

MIL-S-3950 

MS2506B-ll 

MS25068-13 

MS25068-12 

MS25068-1 

MS2S068-3 

MS25068-10 

MS25068-7 

MS25068-S 

TERMINALS MODEL NUMBER (!ii,older Lugs Only) CIRCUIT ARRANGEMENT 
cmCUIT 

DIAGRAM 

AND TYPE 

SPST 

../-
SPDT -..0---........ 

DPST 

MIL-S-3950A JAN-S-23 and MU,-S-3950 

SIDE BOTTOM 29/64" Bushing MU,-S-21195A (Ships) 29/64" Bushing 

2 
2 
2 

2 

4 
4 
4 

2 
2 
2 

3 

4 
4 
4 

See Note A & B 29/64" Vl' See Notes A & B 

MS25098-22 
MS2S098-29 
MS2S098·30 

MS25098-23 

MS2S100-22 
MS25100-29 
MS2SJOO-30 

Bushing Bushing 

STl2A 
STI2B 
STI2C 
ST16A 
STI6B 
STI6C 

STI2D 
STI6D 

ST22K 
ST22L 
ST22M 
ST26K 
ST26L 
ST26M 

STl3A 

STI7A 

STI3D 
ST17D 

ST23K 

ST27K 

MS2S098-1 
MS2S098-2 
MS2S098-3 

MS25098-4 

MS25100·1 
MS25100-2 
MS25100-3 

~Jl~ttYWr6 ~J 
On None Off 
On None Off' 
Off None On' 
On None Off 
On None OW 
Off None On' 

On None On 
On None On 

On None Off 
On None Off' 
Off None On' 
On None Off 
On None Off' 
Off None On' 

CIRCUIT ARRANGEMENT 

~ ~ ~~K.Y' ABC way 

On Off None 

On OW None 

None Off On* 

On Off On 

On None On 

On None On* 

On* Off On' 

On Off On' 

*Momentary position 

STI2A, B, C. D 
ST22re. L. M. N 

L;..085 DIA HOLE 
STI3A. D 
ST23re. N 

DPDT -
-oe5 CIA HOLE 

3' -----1" 

:I= - 4 
6 
2 

MS2S100-23 ST22N 
ST26N 

ST23N 
ST27N 

MS2S100-4 O~ None On 
On None On 

*Momentary position 

29/64" Bushing: 
STI6A, B, C, D 
ST26K. L. M. N 

'-;4" Bushing: 
STI7A. D 
ST27K. N 

For standard J-B-T products and dealer net prices. see authorized electronic parts distributors, and for further technical inform-ation. or request 
J-B-T catalog 558-G and bulletin SM-llA. 
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SECTION 5100 

#~ VACUUM SWITCHES 

RSC 
, 

RIG RH5G RH7Q 

Types Rand RH Vacuum Switches 

VACUUM SWITCH RATINGS 

For RF and DC Transfer Switching 
Jennings Type R5C R1 R1K R2 R8 RH7 
Test Voltage (300 kc dry)-peak kv 25 50 40 60 85 100 
Operating Voltage-peak kv 15 30 20 40 75 85 
Continuous Current (rms amp)-dc@ 50 50,100 100,200 50,100 100,200 50,400 

300 kc 30 35 100 35 100 200 
- 10 mc 25 25 50 25 50 60 
- 30 mc 15 25 15 25 25 

RF Interrupting Power-kilowatts 50 250 500 250 1000 1000 

@OC continuous currents may be increased as shown by using special connectors. 

For DC Switching Under Load or Capacitor Discharging 
Jennings type R4C R5C RIG R6G@ R2G R8G R9G RH1G RH4G RI:t2G RH7G RH5G 
Test voltage (60 cycles dry)-pk kv 20 25 50 51 55 60 71 37 37 51 113 71 
Max: operating voltage-pk kv 5 15 20 20 30 40 50 20 10 20 70 30 
Continuous current@--OC amp 50 50 50 100 50 100 100 50 50 50 50 50 

100 100 250 100 200 200 400 600 600 400 600 
DC interruption@-gower in kw 7.5 50 75 100 100 100 200 200 250 250 200 250 

- urrent in amp. 250@ 15 20 20 20 20 25 25 30 30 25 30 
28VDC 

Capacitor discharge decayihg to 30% 
in 1 millisec. or less-

initial amp. ' , 500 1000 500 1000 1500 5000 10,000 20,000 5000 20,000 
10 micro sec pulse (amps) lOOO 2000 1000 2000 3000 10,000 20,000 20.000 10,000 20,000 
peak kv 30 25 40 50 60 30 20 30 70 40 

<Doc continuous currents may be increased 'as shown by using special connectors. ' 
<!)For DC interruption in continuous operation, neither power nor current rating should be exceeded; 

DC current interruption capabilities will be, increased beyond current shown by addition of transient suppression capacitance across switch contacts. They can be 
multiplied considerably by'special application of capacitors alier the contacts have parted. ' 

For 60, Cycle Power Switching 
Jennings type R6G® R8G R9G RH1G RH4G RH2G RH5G RH7G RL7G RllOG 
Recommended max. load voltage for max. operating, 27 31 35 13.5 5 13.5 31 38 35 40 
, recovery voltage @ 50 amps-rms kv 

Load break 70% PF to 600 amps 15.5 18 24.5 8.5 3.2 8.5 18 33 29.5 37 
(grounded Yl!ye) rms kv 

Grounded Y capacitor switching at 50 amps-rms kv 13.5 15.5 17.5 6.75 2.5 6.75 15.5 19 17.5 20 
Grounded Y capacitor switching at rated 

thermal current-rms kv 
10.5 12.5 14.75 4.75 1.6 4.25 9 15 12 17 

Thermal current (for 30· C; rise) rms amps 100,250 200 250 400 600 600 600 400 600 600 
Max. recovery voltage at rated thermal 

cu rrent load-rms kv 21 25.5 29.5 9.5 3.2 8.5 18 30.5 24.5 34 
Overload or fault interru~ter circuit breaker 

it5 3 phase simultaneous reak line to line (present 15.5 5 5 12 21.5 15.5 34.5 
recommended duty) rms kv 

Max. interrupting current (10 times) rms amps. 1500 1500 2000 2000 4000 4000 4000 2000 4000 4000 
@9kv @14kv @17.5kv @6kv @2.5kv @5kv @12kv @21.5kv @15.5kv @18kv 

Withstand voltage (60 cycle 1 min. dry) rms kv 
36 36 50 26 26 36 50 80 50 80 

Impulse voltage (1 Y2 x 40 micro sec. NEMA) pk kv 
75 75 110 60 45 60 95 125 110 150 

Short time surge currents 
NEMA-4 sec. rms amps. ' 2500 2000 2500 2500 5000 5000 5000 2500 5000 5000 
NEMA-Y2 cy + 10 cy. @ 70% rms amps 5000 4000 5000 5000 10000 20000 20000 5000 ,20000 20000 

®Type R9A and R6A modification Is available with longer life bellows and lower continuous current ratings of 50, 100 amps. 

Relays using Vacuum Switches 

Type Rand RH Vacuum, Switches are available from Jennings mounted as relays for indoor use. They may be mounted with contacts normally open or normally closed or 
two switches may be mounted in a single ~ole double throw arran~ement. Either ac or dc solenoids may be used. Insulation between the switch and its actuating solenoid 
is provided by a 2 to 12 inch puller rod prOViding 40 to 140 kv insulation. CE grade pMnolie laminate is recommended for dc or 60 cycle use. Grade G7 silicone glass laminate 
is recommended for radio frequen.cy applications. ' 

JENNINGS RADIO MANUFACTURING CORPORATION • SAN JOSE, CALIF. 
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SECTION 5100 

POWER TAP SWITCHES NON·SHORTING TYPE 

Each switch is a non-shorting, single pole, rotary, multi­
position unit, but switches can be ordered assembled 2 or 
3 in tandem (2 maximum, for Model 111) to form 
multipole assemblies. All ceramic insulation, large, solid 
silver-to-silver contacts, and "slow-break" action especial­
ly designed for alternating current use establish new 
standards of dependability and performance. Switch 
shafts are electrically "dead"-insulated by strong cera­
mic hubs. Contacts and mechanism are entirely enclosed 
and protected (except for the Model 111). 

MODEL 111 TAP SWITCH 
Alternating Current Rating 10 Amps. 150 Volts - Diameter 1 %" 
_ Shaft Diameter 1/4" - Standard Mounting: For 1f4" panel 
maximum, by means of 0/8"-32 threaded bushing and hex. nut. 

Depth Behind 
Single Unit 2 in Tandem 

Panel IYs" 2~" 

No. of Total Stock *Net Stock *Net 
Taps Rotation Number 1-4 Number 1-2 -11 3000 111-11 $4.78 ll1-11-T2 $12.86 

10 2700 111-10 4.66 ·111-1O-T2 12.62 
9 2400 111- 9 4.54 111- 9-T2 12.38 
8 2100 111- 8 4.42 111- 8-T2 12.14 

7 1800 111- 7 4.30 111- 7-T2 11.90 
6 1500 111- 6 4.18 111- 6-T2 11.66 
5 1200 111- 5 4.06 111- 5-T2 11.42 

4 900 111- 4 3.94 111- 4-T2 11.18 
3 600 111- 3 3.82 111- 3-T2 10.94 
2 300 111- 2 3.70 111- 2-T2 10.70 

Recommended Stock No. Stock No. 
Knobs 5150 or 5116 5109 or 5110 

*Without Knob. 

MODEL 212 TAP SWITCH 
Alternating Current Rating 15 Amps. 150 Volts - Diameter 21f4" 
_ Sbaft Diameter 1f4" - Standard Mounting: For V.' panel 
maximum, by means of %"·32 threaded bushing and hex. nut. 
Tandem Mounting: For V4" panel maximum, three No. 10-32 
flat-head machine screws 3/S " long_ 

Depth Behind 
Single Unit 2 in Tandem 3 in Tandem 

Panel 1~" 4%" 6%" 

No. of Total Stock *Net Stock *Net Stock *Net 
Taps Rotation No. 1-4 No. 1-2 No. Each 
--------------------------

12 3300 212-12 $ 9.04 212-12-T2 $21.38 212-12-T3 $32.12 
11 3000 212-11 8.86 212-11-T2 21.02 212-11-T3 31.58 
10 2700 212-10 8.68 212-10-T2 20.66 212-10-T3 31.04 

9 2400 212- 9 8.50 212- 9-T2 20.30 212- 9-T3 30.50 

8 2100 212- 8 8.32 212- 8-T2 19.94 212- 8-T3 29.96 
7 1800 212- 7 8.14 212- 7-T2 19.58 212- 7-T3 29.42 
6 1500 212- 6 7.96 212- 6-T2 19.22 212- 6-T3 28.88 
5 1200 212- 5 7.78 212- 5-T2 18.86 212- 5-T3 28.34 

4 900 212- 4 7.60 212- 4-T2 18.50 212- 4-T3 27.80 
3 600 212- 3 7.42 212" 3-T2 18.14 212- 3-T3 27.26 
2 300 212- 2 7.24 212- 2-T2 17.78 212- 2-T3 26.72 

Recommended Stock No. Stock No. Stock No. 
Knobs 5150 or 5116 5111 or 5112 5111 or 5112 

*Without Knob. 

© U.C.P., Inc. Net 

MODEL 312 TAl' SWITCH 
Alternating Current Rating 25 Amps. 300 Volts, 150 V. A.C. be­
tween taps - Diameter 3h" - Shaft Diameter 1f4" - Standard 
Mounting: For 1f4" panel maximum, three No. 10-32 fiat-head 
machine screws :Y8" long. 

Depth Behind Single Unit 2 in Tandem 3 in Tandem 
Panel 

2~" 4%" 7" . 
No. of Total Stock *Net Stock *Net Stock *Net 
Taps Rotation No. 1-4 No. 1-2 No. Each 
--------------------------

12 3300 312-12 $11.62 312-12-T2 $27.24 312-12-T3 $41.46 
11 3000 312-11 11.44 312-11-T2 27.28 312-11-T3 40.92 
10 2700 312-10 11.26 312-10-T2 26.92 312-10-T3 40.38 

9 2400 312- 9 11.08 312- 9-T2 26.56 312- 9-T3 39.84 

8 2100 312- 8 10.90 312- 8-T2 26.20 312- 8-T3 39.30 
7 1800 312- 7 10.72 312- 7-T2 25.84 312- 7-T3 38.76 
6 1500 312- 6 10.54 312- 6-T2 25.48 312- 6-T3 38.22 
5 1200 312- 5 10.36 312- 5-T2 25.12 312- 5-T3 37.68 

4 900 312- 4 10.18 312- 4-T2 24.76 '112- 4-T3 37.14 
3 600 312- 3 10.00 312- 3-T2 24.40 ."112- 3-T3 36.60 
2 300 312- 2 9.82 312- 2-T2 24.04 312- 2-T3 36.06. 

Recommended Stock No. Stock No. Stock No. 
Knobs 5109 or 5110 5111 or 5112 5111 or 5112 

*Wlthout Knob. 

MODEL 412 TAP SWITCH 
Alternating Current Rating 50 Amps. 300 Volts, 150 V. A.C. be­
tween taps - Diameter 4,\" - Shaft Diameter lf4" - Standard 
Mounting: For !l4" panel maximum three No. 10-32 flat-head rna- . 
chine screws lis' long. . 

Depth Behind Single Unit 2 in Tandem 3 in Tandem 
Panel 2%;" 51,f" 7%" 

No. of Total Stock *Net Stock *Net Stock *Net 
Taps Rotation No. 1-4 No. 1-2 No. Each 
--------------------------

12 3300 412-12 $15.46 412-12-T2 $35.32 412-12-T3 $52.98 
11 3000 412-11 15.20 412-11-T2 34.80 412-11-T3 52.20 
10 2700 412-10 14.94 412-10-T2 34.28 412-10-T3 51.42 

9 2400 412- 9 14.68 412- 9-T2 33.76 412- 9-T3 50.64 

8 2100 412- 8 14.42 412- 8-T2 33.24 412- 8-T3 49.86 
7 1800 412- 7 14.16 412- 7-T2 32.72 412- 7-T3 49.08 
6 1500 412- 6 13.90 412- 6-T2 32.20 412- 6-T3 48.30 
5 1200 412- 5 111,64 412- 5-T2 31.68 412- 5-T3 47.52 

4 900 412- 4 13.38 412- 4-T2 31.16 412- 4-T~ 46.74 
3 600 412- 3 13.12 412- 3-T2 30.64 412- 3-T3 45.96 
2 300 412- 2 12.86 412- 2-T2 30.12 412- 2-T3 45.18 

Recommended Stock No. Stock No. Stock No. 
Knobs 5111 or 5112 5111 or 5112 5111 or 5112 

*W,thout Knob. 

MODEL 608 TAP SWITCH 
Alternating Current Rating 100 Amps. 300 Volts - Diameter 6" 
-Shaft Diameter 3/g "-Standard Mounting: For I" panel maxi­
mum, three flat-head machine screws 1/4"-20 x 1'14". 

Depth Behind Single Unit 2 in Tandem 3 in Tandem 
Panel 3%" 6'%" 10%" 

No. of Total Stock *Net Stock *Net Stock *Net 
Taps Rotation No. 1-4 No. 1-2 No. Each 
--------------------------

8 2800 608-8 $25.54 608-8-T2 $57.68 608-8-T3 $85.42 
7 2400 608-7 25.20 608-7-T2 57.00 608-7-T3 84.40 
6 2000 608-6 24.86 608-6-T2 56.32 608-6-T3 83.38 
5 1600 608-5 24.52 608-5-T2 55.64 608-5-T3 82.36 

4 1200 608-4 24.18 608-4-T2 54.96 608-4-T3 81.34 
3 80· 608-3 23.84 608-3-T2 54.28 608-3-T3 80.32 
2 400 608-2 23.50 608-2-T2 53.60 608-2-T3 79.30 

Stock No. Stock No. Stock No. 
Recommended 5104 or 5104 or 
Knobs 5115 or 5115 or 5115 

5105 5105 

*Without Knob. 
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.....-----LICON® Precision Switches------. 

TYPE 10-122 

TYPE 10-222 

TYPE 10-322 

TYPE 10-422 

TYPE 11 ACTUATORS 

70-104 

70-301 

LICON TYPE 10 PRECISION BASIC SWITCHES 

Features extremely sensitive operation plus long life and high 

electrical rating. Over· 10,000,000 a~tuations by test. Movement 

differential of .001 on standard types. 15 amp; 125, 250, 460V A.C. 

Meets government specs. y. amp; 125V D.C. U.L. Approved. 

.----SPLASH PROOF SEAL------, 

Sealing against" moisture, dirt and other harmful ele­
ments can be provided by a neoprene boot for most type 
10 models without altering switch characteristics. Specify 
by adding 301 to part number, i.e., 10-122301. 

Type 10 switches shown are normally supplied with .020" 

contact gaps with 15 amp rating. Gaps of .010" to .070" 

and ratings to 20 amps are also available. 

TYPE 10-522 TYPE 10-622 

LICON TYPE 11 PRECISION BASIC SWITCHES 

Type 11 combines small size, long life, high rating and double 
break in one reliable package. Government approved. Rated 10 
amps, 30V D.C., 125 or 250V A.C. U.L. Approved. Tested over 
20,000,000 life cycles. 

TYPE 11-104 TYPE 11-204 TYPE 11-304 

RESET MODEL AVAILABLE WITH END OR SIDE TERMINALS 

TYPE 10·72237 

TYPE 10·922 

TYPE 10·822 

I 
, 

~. . "~X:~,,, 
'it ~ 

i . 
j $ " 

TYPE 10·722 

TYPE 11 ACTUATORS 

70-302 

70·201 

LICON TYPE 14 HEAVY DUTY SNAP·ACTION SWITCHES 

TYPE 14-124 

Rugged, dependable Type 14 switches feature 30,000,000 life cycles 
by test. Rated 20 amps, 250V A.C. Normally supplied with .020" 
movement differential. Available with .010" to over .040" movement 
differential, in choice of mounting means and terminal designs. 
Operating force normally 12 oz. but can be from 100 grams to 
2 lbs. Best suited to industrial and machine tool applications. 

BOTH SWITCH TYPES AVAILABLE IN RESET MODELS 

Page 1234 • The MASTER - 26th Edition © U.c.P., Inc. 



SECTION 5100 

...----LICON ® Precision Switches------, 

LICON TYPE 16 SUBMINIATURE SWITCHES 
TYPE 16 ACTUATORS 

10-2510 OIL TIGHT PUSHIIOTTON 
Available in round or bex head in 
aluminum, Red, Yellow, Black, Green, 
Orange, Blue or Olive Drab, Also 
available in DPIIT as 70-2520 . 

10-223 PANEL MOUNT PUSHBUTTON 
15/32" Blishillg-White ll}'loll plunger 
or specify co}ol'-·- ill 2, 3 or 4 pole. 

10-222 MINIATURE PUSHBUTTON 
%."-:.::0 threaded bushing, also with 
5/32" overtravel as type 70-226. 

Type 16 offers extremely long life (over 20,000,000 cycles) 
and big switch performance in a subminiature unit-rated 
10 amps 30 VDC inductive (L/R = .026) yet measures only 
J4" thick and 25/32" long. Offers exceptional shock and 
vibration resistance-meets MIL-S-6743. Wide variety of 
actuators and terminal types offer unusual flexibility in 
application_ 

• TYPE 16-104 TYPE 16-304 TYPE 16-404 

Type 104 and 304 also a.alalbl. In reset styles. 
Type 404 also a.ailable with taper tab terminals. 

Type 16 also offers wide engineered flexibility in specials 

Licon engineers can adapt the type 16 to suit individual 

requirements, Especially adaptable to aircraft and guided 

missile applications where size, vibration resistance, and 

capacity are critical. 

TYPE 16 ACTUATORS. 

10-421 TOGGLE ACTUATOR 
2 to 5 poles 

70-120 PIVOTED ROLLER LEVER 
Also a.ailable without roller as 70-121. 

70-320 SPRING LEAF 
Also available with roller actuator as 
10-321. 

LICON TYPE 30 INDUSTRIAL ENCLOSED LIMIT SWITCH 

SEALED SWITCHES 
30-200 PLUNGER SWITCH 
30·400 ROLLER ARM SWITCH 
30-600 PALM BUTTON SWITCH 
30-700 ROLLER PLUNGER SWITCH 

UNSEALED SWITCH ES 
30-100 OVERT RAVEL PLUNGER 

SWITCH 
30-300 ROLLER ARM SWITCH 
30-500 ROLLER PLUNGER SWITCH 

ACTUATORS 

70-101 LEVER ACTUATOR 

Used to convert 30-200, sealed plunger 
switch to 30-400 sealed roller arm; 
30-100 plunger switch to 30-300 rol­
ler arm. 

70-102 PALM BUTTON ACTUATOR 

Used to con.ert 30-200 Sealed Plunger 
Switch to 30-600 Sealed Palm Button 
switch. Also attaches to 30-100. 

Type 30 is versatile-3 actuators and 3 housings provide 
16 switch types - its effective oil tight sealing is accom­
plished without boots. Used for industrial control, limit 
and safety applications. Aluminum diecast housing - ade­
quate wiring room. %"-14 internal tap conduit hub. Ex­
cellent mounting means .'- wide variety of actuators. 
Actuation is sensitive. Rated 15 amp 125, 250, 460V A.C. 
% amp 115V D.C. Tested life 10,000,000 cycles. Types listed 
are interchangeable with all 16 competitive types. 

D~ CONTROL COMPONENTS 

Handy plastic kit contains three complete sWitches, two acce-s­
sory actuators and optional base mounting plates. Perfect for 
on-the-job maintenance. Have the right sWitch at the right 
time-get Swilchpak containing ••• 
Sealed 'h'l'lg., Switch· Ourlrovel "vlIg., S ... "dt • 
• 0".' "Ung., Swifch • P:tlm SvItO" Ac'uofor • h .... ' 
A,hu,'or and ,h, •• op"onol bose mOIlIU,nl plole, 

MICROMETER 
SCREW 

ADJUSTMENT 

LICON TYPE 22 DOUBLE POLE DOUBLE THROW SWITCHE'S 

Type 22 features DPDT high current inter~uption, outstand-

ing vibration resistance (over 25 G's @ 2000 cps.), long 

dependable life (10,000,000 cycles) and a wide variety of 

circuit combinations offered by four separate circuits. Switch 

TYPE 22-104 
is rated 10 amp 125/250V A.C. and 30V D.C. 

TYPE 22-304 
Also reset model Type 22-114 Also reset model Type 22-314 
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SECTION 5100 

LI 
AMERICA'S FOOT 

LlNEMASTER 

HERCULES 
HEAVY DUTY 

Finish: 
Machine Grey Enamel 
Wt.: 7 Ibs. 2 oz.-11 Ibs. 10 oz. 
Size: 8·7/16" x 4·5/16" x 4·1/2" 

FOOT SWITCH 
LINE 
• Rugged 
• Cast Iron 

Enclosure 
• Safety-Guarded 

• 2 Contact Types 
• 4 Classes. 40 Models 

I nterior steel parts are cadmium plated or otherwise tregted to resist 
corrosion. All terminals face up for easy wiring upon unfastening cover 
guard. Casing has 3/4 inch threaded hole for conduit pipe. Pedal 
position trip point is minutely adiustable. Two and three stage switches 
have distinct HFEEL" between stages. Special circuit co"mbinations can 
be supplied in addition to those listed below. 

Class-Voltage Contact Single Stage 2·Stage 3·Stage 
Rating 'Type SP OT OP OT TP OT SP OT SP·OT 

General Purpose Maintained 561·0 562.0 563·0. 564·0 565.0 
125·480 V. Momentary 521.S 522·S 523·S 524·S 525·S AC-20 amps 

Water Tight 
NEMA Type 4 
125-480 V. 
AC 20 amps 

Explosion·Proof 
Class I Group 0 
Class II 
Group E, F & G 
NEMA Type 7 
125·480 V. 
AC-20 amps 

High DC Rated 
125 V. 
DC 10 amps. 

Maintained 571·0W 572·0W 573-0W 574-0W 575-0W 
Momentary 531-SW 532-SW 533·SW 534-SW 535-SW 

Maintained 581-0X 582-0X 583·0X 584-0X 585-0X 
Momentary 541·SX 542-SX 543-SX 544-SX 545-SX 

Maintained 591-00C 592·00C 593·00C 594-00C 595-00C 
Momentary 551·S0C 552- SOC 553-S0C 554-SDC 555-SDC 

The LlNEMASTER 

EXECUTIVE 
Two Switches in 
One. "On-Center" 
Mechanical Inter/ockl 
This handsome switch is 
fool-proof and easy-to· 
operate! Selectiye circuits 
and guaranteed interlock 
e/iminatll possibility of 
accidentally tripping both 
circuits simultaneously, while 
low, wide casing savas excessive 
leg movement - foot pivots easily 
from one side to fhe other. 
Easy to wir_remoye only one screw and 
switch is ready. Either interior (or both) may be wired as normally 
open or normally clooed-single pole-double throw. 

Heavy steel housing, baked hammertone grey finish. Wt., 14 oz., 
45/811 long, 4" wide, 11/4" high. Each interior rated at 15 amps 
at 125-250 volts A.C. 

SWITCH LEADER 

Tip-Toe Control for Tip-Top Production! 

LINEMASTER, Jr. 
FOOT SWITCH 
Lightweight, sensitiye ..• 
ideal for women work· 
ersl Needs only a touch 
of the toe, While heel 
remains comfortably on 
the floor. 

Aluminum housing, 
black crackle finish. 
Weight I .Ib. 5'12" long, 3'/4" wide, 11/4" high. Rated at 15 amps., 
115 volts A.C.; 15 amps., 250 volts A.C. Can be wIred to operate 
as single pole, normally open; single pole, normally closed; or 
single pole. double throw. Momentary Contact only. 
#122-S-Rated at 20 amps., 115-250 volts A.C . 

The LlNEMASTER 

CLIPPER SWITCH 

#63Z-S-AC Rating: 2O-A 125-
250Y. Momentary Contact, Single 
Pole, Double Throw. 
#634-S-AC Rating: 10-A, 125-
250Y. Momentary Contact, Double 
Pole, Double Throw. 

The LlNEMASTER 

CADET 
the "little giant" in 
foot switches that 
operates from any· ang'. 

two models: 
Momentary contact 
(press to start-release to stop) 

Maintained contact 
.(press to start-press to release) 

RU\lged Momentary Contact 
Clipper has prayed invalua­
ble to product engineers and 
machine operators. Main' 
tained Contact Clipper I. 
now available for heayy duty 
application,. Molded nylon 
actuating cams; rugged cast 
iron housings, spon':le rubber 
skid pads. Weight: 2V. Ibs. 
Size: 4V2 11 x 3V2" X IV2". 

#63Z-D-AC Rating: 20-A, 125-
,250V, Maintained Contact, Single 

Pole, Double Throw. 
#634-D-AC Rating: 10-A, 125-
250V, Maintained Contact, Double 
Pole, Double Throw. 

#HB.2 

Small only, I V." high 3'»1" In diameter ..• 
Lightweight, just II oz. including cordset .•. 
Rugged, with heavy steel housing and unbreakable plastic actu· 
ating cap, the Cadet is an extremely compact foot switch that 
will give years of 'ervice in hundreds of different applica­
tions. It is well designed with an attractive grey hammertone 
effect casing, maroon cap and non-skid .ponge rubber base for 
perfect positioning. The slightest pressure on the actuating cap 
from any angle puts the switch in operation. The operator has 
better control of work resulting in better production. Single pole, 
double throw. momentary contact only. Wired normally open. 
Rating SA at IIOV and 250Y. Furnished with heavy duty 6 ft. 
18-2SY black rubber cordset, series plug and molded .train relief 
grommet. 

. 
"When awkward jobs hold you up-a LINE MASTER FOOT SWITCH is your third hand!" 
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· SECTION 5100 

I 
PRECISION-BUILT. DEPENDABLE. RUGGED. ECONOMICAL. OVER 1000 APPLICATIONS 

LlNEMASTER 

The LlNEMASTER COM PAC T "SENIOR" 4000 SERIES 
10 Maintained and 
Momentary Contact Models 

A sturdy industrial-type switch 
that operates with light 

pressure from foot or 
knee, leaving both 
hands free for work. 
Economical and built to 
give years of trouble­
free service - fully en­
closed and hooded for 
protection against dirt 
and chips, with addi­
tional heavy spring and 

cast stop under cover cast-

Amazingly versatile-amazingly low-priced! 

Small, lightweight - and in-' 
stantly responsive to the slight­
est pressure of foof I finger. 
knee or elbow! Substantially 
built to insure long life, 
with an actuating mechan­
ism superior to any other 
on the rna rket today. 

Available in a wide variety 

ing, to relieve pressure and strain 
on spring inside switch proper 

Heavy-duty cast iron housing; black crackle enamel finish. 7" long, 
4" wide, 3114" high. Weight, 5'/4 Ibs. . 

of .wirin~ plans: Strong 
steel hOUSing, black crackle 
finish. 2%" long, 21j," wide, 
'Is" high. Weight, 611. 0%5. 
Momentary contact only. 

MAINTAINED CONTACT MODELS: Press to start-press to stop. 
MOMENTARY CONTACT MODELS: Press to start-release to stop. 

Cat. No. 

MAINTAINED MOMENTARY 491·S 

ELECTRICAL CHARACTERISTICS CONTACT CONTACT 

oe •• rip. 

D-P 
SoT 

D-P 
D-T 

s·p 
D·T 

D-P 
SoT 

Three 
Pole 

Amperes Horse- Cat. Cat. 
49l-SC 

AC DC Volts power Ph. No. No. 

20 20 125 1 1 
20 20 250 1 1 4141-D 4i.41-S 

492-5 

10 10 125 '12 1 
5 5 250 '12 1 4142-D 4142-5 

493-S 

15 15 125 ~2 1 
10 10 250 V2 1 4143-D 4143-S 

494·5 

15 115 1 1 
15 230 2 1 4151-D 4151-S 

495-S 

5 575 2 1 

15 115-230 2 3 
5 575 2 3 4351-D 4351-S 

496·S 

Safety guard available for all above models. 

LlNEMASTER TREADLITE 
Trim, small, lightweight, instantaneous! 

MODEL T-51-S - Accurate control in a 
modern, minute, treadle switch I Single 
pole. double throw, momentary contact 
interior, that can be wired open or closed. 
Rubber base pad and rubber-ribbed 
treadle, formed steel casing with black 
crackle finish. Interior rated at 7 amps., 

110 volts and 250 volts A.C. Weight 7 ozs.; 
3V," long, 2%" wide, I" high (Supplied on 

order, wired with 6' cord and series plugs.) 
MODE-L T-51-D - Rocker type maintained contact action. 
MODEL T-S2-S - ONE treadle activates TWO switching operations I A partial 
downward stroke opens or closes one circuit. added pressure actuates the 
second circuit. Both interiors. as well as exterior. meet specifications for 
single-switching Model T-51-S. 

LlNEMASTER "NAUTILUS" 
FOOT SWITCH 

waterproof • dustproof 
oilproof • rustproof 

A truly great development by Linemaster, 
The Nautilus is waterproofl dustproof, oil­
proof, rustproof. Rugged A uminum casting 
for long life. Piston t!pe actuator sealed 
with "0" ring. Electrical interior "weill! 
sealed with "0" ring. 
Size: 8" x 4" X 21/." Wt.: 2 Ibs., 8112 ozs. 

Cat. No. WP541-S 20 Amp. 125-250 VAC SPOT momentary 
Cat. No. WP541-0 12 Amp. 125 VAC SPOT maintained 

DESCRIPTION 

Single Pole, Double Throw 
A.C. only 

SPOT, Wi red N,O. with 6 ft. 
cord and 2 prong series 
plug. A.C. only. 

Sino Ie Pole, Double Throw 
A.C. only 

Single Pole, Sinule Throw 
A.C. only, double break 

2 interiors so arranged as to 
simulate D-P-D-T 

Single Pole, Double Throw 
A.C. 

Foto with cord & light, Single 
Pole, Double Throw A.C. 

RATING 

lOA at 115V 
lOA at 230V 

lOA at l25V 
'hHP at 115V 

20A at 115V 
20A at 230V 

lOA at 115V 
5A at 230V 

lOA at 115V 
5A at 230V 

15A at 125V 
15A at 250V 
15A at460V 

20A at 115V 
20A at 230V 

Twin Compacts Available: Two 491-5 Switches 
Mounted On A Twin Base. Cat. No. 491-5 Twin 

The LlNEMASTER 

LEKTRO·LOK 
SWITCH 
Small, sensitive, 
automatically i;afe 

Particularly ideal 
for transmission 
equipmentl 

Mechanical In- #L-2-S 
terloc~ allows only 
one circuit to func­
tion at a time-an"d 
you can depend on it! LEKTRO-LOK operates on the 
teeter"totter system. with selective circuits. Pressure on 
one side actuates one circuit. release of pressure auto­
matically returns switch to normal "off" position, Pressure 
on the other side is required before second switch is 
actuated, independent of first. Yet LEKTRO_LOK requires 
only a single cord-eliminates cO$tly harness assemblies! 
Rugged stamped metal housing, black crackle finish. 
Weight, 10 o.s. 5" long, 2%" wide, IY." high. Sinllie 
pole, double throw. Rating (A.C, only) 15 amps at 125 
volls, 15 amps. at 250 volls. 

LINEMASTER SWITCH CORPORATION 
WOODSTOCK, CONNECTICUT 
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SECTION 5100 I, 

LITTELFUSE DES PLAINES, ILLINOIS, USA 

Percentage 
of rating Blow Ti'me 

I F j H" 
,,.,---,-- 1 v.." ------..( 
110% 
135% 
200% 

Life 
0-1 hour 
0-2 minutes 

I f ;CJI' 
1(,0..---- 1\4" ------..( 

110% Life 
135% 0-1 hour 
200% 0-2 minutes 

(:iuu :§ 11" 
1<-1.---- 114" ,----oj 

110% Life 

~~g~ ~ols~~~~ax. 
5 sec. min. 

IU<44i1 It 
I<---- I'A" ,I 
110% Life 
1350(" 0-1 hour 
200% 0-2 minutes 

f o@j )~. 
I--- 1\4" ---.... "1 
110% Life 
135% 0-1 hour 
200% 0-2 minutes 

Ed )~" 
I--- 1\4"----l' 1 
110% Life 
135% 0-1 hour 
200% 0-2 minutes 

_r _tooo-tl_"'iiiiiltttl~..JI~" 
~'!4"------~~ 
110% Life 
135% 0-1 hour 
200% 60 sec. max. 

110% 
135% 
200% 

5 sec. min. 

114" ~~:;.L 
Life 
0-1 hour 
0-2 minutes 

Ed )~. 
I---I~"------~.I 
110% Life 
135% 0·1 hour' 
200% 0-2 minutes 

r'-.",........iiiiiiiii~)f· 
I' 1~·------~·1 

110% Life 
135% 0-1 hour 
200% 0-2 minutes 

Description 

3AG Fuses (42 volts or less) 311 (000) Series 
Quick to medium blowing fuses, Designed with 
straight type element positioned to center of fuse, 

3AG Fuses (250 volts or less) 312(000) 
Quick acting fuses for low time lag applications. 
312(000) Series approved by Underwriters' Labora­
tories, , 

318(000) Series 
Available under this series with 1W' No. 20 tinned 
copper leads in comparable amperages as shown. 
Series approved by Underwriters' Laboratories 
through 3 amps. 

3AG Sio-Blo Fuses (125 volts or less) 313(000) 
Slow blow fuses with high time lag to withstand 
heavy current surges. Blows quickly on shorts. 
313(000) series approved by Underwriters' Labora­
tories through 5 amperes. 

315(000) Series 
Available under this series with 1W' No. 20 tinned 
copper wire leads in comparable amperages as 
shown. Series approved by Underwriters' Labora­
tories through 3.2 amps. 

3AB Fuses (250 volts or less) (steatite) 314(00,0) 
Series 
Medium time lag steati!" enclosed arc quenching 
powder filled fuses. Approved by Underwriters' Lab­
oratories through 15 amperes. 

4AG Aircraft Fuses (32 volts or less) (anti-vibration) 
411 (000) Series 
Medium to slow fuses especially developed for air­
craft use. Designed to withstand vibration, shock, 
fatig'ue and repeated off and on circuit operating 
conditions encountered in aircraft operation. 

4AG Aircraft Fuses (250 volts or less) (anti-vibration) 
412(000) Series 
Quick acting fuses-for low time lag applications. 
Developed for aircraft use. Designed to withstand 
shock and fatigue and afford maximum protection. 

4AG SID-BID Fuses (250 volts or less) 413(000) Series 
High time lag fuses for extra protection against sus­
tained overloads. Designed to meet aircraft vibration 
test requirements. Spring·and-link element construc­
tion takes up thermal expansion and contraction and 
eliminates cyclic fatigue, crystallization and result­
ing fracture of link. 

4AB Fuses (250 volts or less) (steatite) 414(000) 
Series 
Medium lag, steatite-enclosed, shatterproof fuses. 
Spring and link construction under 5'amperes. Me· 
chanical depolarization, non-crystallizing features 
incorporated into ratings over 5 amperes. 

4AG Straight-element Fuses (250 volts or less) 
417(000) Series 
Medium lag fuses for appl.ications where vibration is 
not an important factor.' Designed with diagonally 
aligned element and Littelfusll exclusive locked cap 
construction. 

5AG Aircraft Fuses (32 volts or less) 511(000) Series 
Medium to slow fuses for general aircraft applica· 
tions. Design incorporates anti·vibration type ele· 
ment, twisted to 90° angle and mechanically depolar· 
ized construction. 
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Amperes 

4, 5, 7V", 10, 15 amp, 
(Note: For 3AG 20 amp. now 
obsolete, use SFE 20A) 
25,30 amp, 

11., ~., Yo, '0/,00, 175 amp. 
~, o/!o, %, X, :xl amp. 
I, lV" 2 amp. 
3 amp. 
4,5,6 amp, 
8 amp, at 125 volts 
11. 
Yo amp. 
X, %, Y2, % amp. 
I, lV" 2, 3 amp. 
4,5,6 amp. 

Vioor J.i'2 amp. 
3161 VIO, Va, l~~OOI .175, 3i'6r 0/10r 

}4, ~~Ol %, flor }1, ¥lor 0/101 %, 0/10. 
1 amp. 
1\0., 1Ya, lV" HI., 2 amp. 
2!;2, 3, 32Aor 4, 5 amp. 
6Ya, 8, 10, IS, 20, 25, 30 
amps. at 32 volts 

1,...2,3 
5,6,8, 10 
12, IS, 20 amp. 
30 amp. 

5 amp. , 
10, IS, 20, 25, 30 amp. 
35 amp. 

X,Y2 
1 
2 
2% 
3 

YtOl 14, '¥ioo, o/Jlh X, ¥ia, 4Ao, 
Xi, 0/10, %, ";01 I, lY4, 1o/iol 2 
2~, 3, 32~O 
4, 5, 6'!4, 8, 10, 15, 20, 25, 
30 at 32 volts 
35, 40 at,32 volts 

1,2,3 amp. 
5, 8, 10, 15, 20 at 125 volts 
25, 30 at 32 volts 
35, 40 at 32 volts 

1,2,3 amp. 
5, 10, IS, 20, 25, 30 amp. 
at 32 volts 
35, 40 at 32 volts 

5, 10, IS, 20, 25, 3D, 35, 40, 
50,60 amp. 

Optional Resale Price 
Per Box Per 100 

of 5 Fuses 
Less than Std. Pkg. of 
Std. Pkg. 100 Fuses 

or More 

,16/5 

,1915 

.63/5 

.42/5 

.25/e 
,2215-
,3215 
.45/5 

1.05/e 
,78/5 
,63/5 
.48/5 
,5115 

1.17/5 

,84/5 
,78/5 
.63/5 

,63/5 
1.41/5 

1.05/5 
.99/5 
,84/5 

,54/5 
.51/5 
,54/5 
.6315 

.45/5 
.45/5 

.45/5 

.70/5 

.75/5 

.70/5 

.84/5 

1.11/5 

.84/5 

.84/5 

.84/5 

.78/5 

.78/5 

.84/5 

.42/5 

.36/5 

.42/5 

1.53/5 

2.65/c 

3.15/c 

10.50/c 
7.00/e 
4.20/<: 
3,70/c 
5,25/e 
7,50/c 

17.50/c 
13,00/c 
1O.50/c 
8.00/e 
8.50/c 

19,50/c 

14,00/c 
13.00/c 
10,50/c 

10,50/c 
23.50/c 

17,50/c 
16,50/c 
14,00/c 

9,00/c 
8,50/c 
9.00/c 

10.50/c 

7.50/c 
7.54/c 

7.50/c 
12.00/c 
12.50/c 
12.00/c 
14.00/c 

18.50/e 

14.00/c 
14.00/c 

14.00/c 
13.00/c 
13.00/c 
14.00/c 

7.00/e 

6.00/e 
7.00/c 

25.50/c 
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SECTION 51 00 

DES PLAINES, ILLINOIS, USA LITTELFUSE 
Percentage 
of rating 

Blow Time 

~-----1~'------~ 
110% 
135% 
200% 

Life 
0-1 hour 
60 sec. max. 

5 sec. min. 

~--------,~.--------~ 

110% 
135% 
200% 

Life· 
0-1 hour 
0-2 minutes 

~( ...... FSd_..........,]~· 
~I.-------I~·------~.I 

110% Life 
135% 0-1 hour 
200% 0-2 minutes 

100% 
150% 

10----- I' 

110% 
135% 
200% 

Life 
0-10 sec. 

----I 
Life 
0-1 hour 
0-2 minutes 

Description 

5AG Sio-Blo Fuses (250 volts or less) 513(000) Series 
High time lag fuses. Designed to withstand heavy 
current surges while affording maximum protection 
against shorts and damaging overloads. 

5AB Aircraft Fuses (250 volts or less) 514:(000) Series 
Medium time lag, bakelite enclosed, shatterproof 
fuses. Spring-link construction under 5 amperes. 
Mechanical depolarization, non-crystallizing features 
incorporated in ratings over 5 amperes. Recom­
mended for applications where excessive shock and 
vibration are encountered. 

5AG Straight-element Fuses (250 volts or less) 
517(000) Series 
Medium time lag fuses for applications where a 
heavy duty fuse is desirable. Design incorporates 
diagonally aligned element and locked cap con­
struction. 

BAG Instrument Fuses (250 yolts or less) 
361 (000) Series 
Designed for high speed action to insure maximum 
protection of delicate electrical equipment. 

BAG Fuses (250 yolts or less) 362(000) Series 
Medium time lag fuses for applications where size 
is a factor because of space limitation or the need 
to differentiate physically between two fuses in close 
proximity. Designed to standard N.E.C. blowing 
specifications. Approved by Underwriters' Labora­
tories. 

Amperes 

1,2 amp 
3 amp 
5, 10, 15, 20 amp. at 32 
volts 
25,30 amp. at 32 volts 

1,2,3 amps. 
5, 10, 15,20, 25, 30 amps 
at 32 volts 
35, 40 amp. at 32 volts 

1,2,3 amp. 
4 amp. at 32 volts 
5, 10, 15, 20, 25, 30 amp. at 
32 volts 

Vsooamp. 
1hoo amp. 
'l1oo am p. », amp. 
X,amp. 
Vio, :Va, 716. 2110 amp. 
Y4, %, ¥lo. X, % amp. 
1, 1Yz, 2, 3, 4, 5 20 amp. at 
32 volts 

Yo amp. 
X, %. X, % amp. 
1 amp. 
1Yz, 2, 3 amp. at 125 volts 
5 amp. at 125 volts 

Optional Resale Price 
Per Box Per 100 

of 5 Fuses 
Less than Std. Pkg. of 
Std. Pkg. 100 Fuses 

or More 

1.41/5 
1.11/5 

1.11/5 
1.26/5 

.96/5 

.90/5 

.96/5 

.51/5 

.51/5 

.48/5 

4.17/5 
1.74/5 
1.56/5 
1.35/5 
.84/5 
.63/5 
.39/5 
.30/5 
.30/5 

.48/5 

.42/5 

.25/5 

.25/5 

.16/5 

23.50 c 
18.50/c 

18.50/c 
21.00/c 

16.00/c 

15.00/c 
16.00/c 

8.50/c 
8.50/c 

8.00/c 

69.50/c 
29.00/c 
26.00/c 
22.50/c 
14.00/c 
1O.50/c 
6.50/c 
5.00/c 
5.00/c 

8.00/c 
7.00/c 
4.20/c 
4.20/c 
2.65/c 

LIMITED CURRENT FUSES & HOLDERS 

A new approach tll circuit protection completely eliminating the pos­
sibility of overfusing circuits. This has been accomplished by a com­
bination of three different fuse lengths and seven different widths 
of bayonet locking tabs on tM fuse caps. 

The Limited Current Fuse Holder is designed to accept only the size, 
am"erage, range and type (regular or slo blo) in its amperage range. 
The fuse locks into the holder by means of a bayonet lock which 
permits easy and quick insertion and removal of fuses. 

110% 
135% 
200% 

110% 
135% 
200% 

:k?1 
Life 
0-1 hour 
0-2 minutes 

Life 
0-1 hour 
60 sec. max. 

5 sec. min. 

Limited Current LC fuses 250V type C 332(000) Series 
Quick acting-low time lag fuses, incorporating de­
sign features which adapt easily to television and 
similar applications. 

Limited current LC 510 Blo fuses 125V type N 
333(000) Series 
Sio Blo fuses for high tmie lag app'lications. Con­
struction incorporates design features similar to 
332(000) series. 

}J2 amp. 
}{,amp. 
Yo, ){, amp. 
!4, ~~o, :Va, Yl, % amp. 
I, 1~, 1}:2, 1%, 2, 
amp. 
3Yz, 4, 5, 6 amp. 
7 amp. at 125 volts 
8 amp. at 125 volts 
10 amp. at 125 volts 

2Yz, 3 

1.32/5 
.84/5 
.66/5 
.51/5 

.29/5 

.38/5 

.38/5 

.54/5 
.5715 

1.23/5 

.89/5 

.81/5 

.75/5 

.75/5 

22.00/c 
14.00/c 
11.00/c 
8.50/c 

4.75/c 
6.25/c 
6.25/c 
9.00/c 
9.50/c 

20.50/c 

14.75/c 
13.50/c 
12.50/c 
12.50/c 

Limited Current Fuse Holders 346(000) Series) 

Opt. Net PYlce Opt. Net Price 
Catalog Less Than Std. Pkg. Catalog Less Than Std. Pkg. 
Number Type Amperage Range Std. of 100 Number Type Amperage Range Std. of 100 

346001 Regular (C »,''Yi,) $.13 ea. $.11 ea. 346008 Sio-Blo (N1;1oo·7'io) $.13 ea. $.11 ea. 

~ 
346002 Regular (Over C 'Yi,-Yz) .13 .11 346009 Sio-Blo (Over N 'Yi,-Yz) .13 ;11 

[~ 346003 Regular (Over C Yz-%) .13 .11 346010 Sio-Blo (Over N Yz-%) .13 .11 
346004 Regular (Over C %-1)4) .13 .11 346011 SID-BID (Over N %-1)4) .13 .11 
346005 Regular (Over C 1)4-1%) .13 .11 346016 SID-BID (Over N 1)4-1%) .13 .11 
346006 Regular (Over C 1%-2Yz) .13 .11 346017 Sio-Blo (Over N 1 % -2Y,) .13 .. 11 
346007 Regular (Over C 2Yz 3Yz) .13 .11 346J18 Sio-Blo (Over N 2Yz-3Yz) .13 .11 
346012 Regular (Over C 3Yz-5) .. 13 .11 346019 Sio-Blo (Over N 3Yz-5) .13 .11 
346013 Regular (Over C 5-7) .13 .11 346020 Sio-Blo (Over N 5-7) .13 .11 
346014 Regular (Over C 7-10) .13 .11 
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SECTION 5100 

LITTELFUSE DES PLAINES, ILLINOIS, USA 

MICROFUSE 
A completely different development in .circuit protection for sub'miniature applications. 

The PIGTAIL VARIETY (278000 series) is especially adaptable for 
soldered connections in minimum space. 
The PLUG-IN VARIETY (272000 'series) is designed for use with 
the No. 281001 sub-miniature fuse holder which is easily mounted 

to chassis or printed circuit board. 
The SUB-MINIATURE FUSE HOLDER #281001 allows fast 
simple fuse replacement, will handle continuous currents 
up to 5 amps at 125V or less. . 

Size: 1~." Dia. x lY3!". Available from 1/500 amp. through 5'amps. Maximum 
voltages-125V. Blowing Specifications: Series 272000-278000. 110% Life; 
200% 0-10 Seconds. 

3AG INDICATiNG FUSE POST 

Catalog 
Number 

Voltage 
Range 

Net Resale Price 
Less than Std. Pkg. 
Std. Pkg. of 100 

Amperes 

o through .031 amp. 
.050Athrough 5 amp. 
281001 plug-in holder 

Optional Resale Price 
Per Box Per 100 Fuses 

of 5 Std. Pkg. of 
Less than 100 Fuses 
Std. Pkg. or More 

5.15/5 
4.29/5 

.26 each 

86.00/c 
71.00/c 

.22 each 

PHYSICAL CHARACTERISTICS 

344006 
344012 
344024 
344125 
344250 

2y'-7V 
7-16V 

16-32V 
100-,125V 
200-250V 

$2.21 ea. $1.84 ea. 
2.21 ea. 1.84 ea. 
2.21· ea. 1.84 ea. 
1.35 ea. 1.13 ea. 
1.35 ea. 1.13 ea. 

High temperature styrene knob (amber with incandescent bulbs-
2Y. thru 32 volts-and clear with high degree vacuum neon bulbs 
90-250 volts). Maximum current rating 20 amperes. Size: Overall 
Length 2%", front of Panel 1~'" back of Panel 1Y.", mounting hole 
Ya" Oia., flat on one side. 

Back Net Resale Price 
Catalog Fuse Physical Mounting Overall of Less than Std. Pkg. 

Style Number Size DescriptIon SIZe fuse Hole D,a. Length Panel Std, Pkg. of 100 

341001 3AG Screwdriver Slot Knob IX x IX Oia. .5050 2~, 1'%, .42 ea. .35 ea. 
371001 SAG Screwdriver Slot Knob 1 x X Oia. .5050 2~, 1'%, .42 ea. .35 ea, 

342001 3AG Finger Operated Knob IX x IX Oia. .5050 2%, 1'%, .42 ea. .35 ea. 
372001 SAG Finger Operated Knob 1 x X Oia. .5050 2~, 12%. .42 ea. .35 ea. 

342014 Miniature post with finger IX x IX Oia. . 5100 
operated knob 

2% • l'U. .31 ea. .26 ea. 

342022 Miniature post with finger .1X x IX Oia. .5100 I'%. IX .36 ea. .30 ea. 
operated knob 

342004 Miniature post with finger IX x IX Oia. .5100 1% 1)(. . 36 ea. .30 ea • 
operated knob 

342012 3AG Miniature post with finger IX x IX Oia. . 5100 2% • 11U. .31 ea. .26 ea. 
operated knob 

~ P 442001 4AG Fuse extractor post IX x%. Oia. .6350 2'%. 2X . 84 ea. .70 ea . 

~ 570001 SAG Finger operated knob 1Y. x 1%, Oia. . S650 2% • 1'%. 1.07 ea. .S95 ea. 
-flange Mount 

FUSE CADDY Part 094037 LC FUSE CADDY Part 094041 

A handy fuse kit for instant accessibility-correct fuse at your 
fingertips every time. 18 individual compartments. Fuse caddy 
comes with 75 fuses, 15 different types, plus 3 spare compartments. 

3AG XA 3AG5A N X LC 
3AG Y.A 3AG XA SB ,N 1 LC 
3AG1A 3AG Y.A SB N 1X LC 
3AG2A 8AGy' C 2Y. LC 
3AG3A 8AG Y. 

Net Resale Price 
$6.70 ea. 

Page 1240 • The MASTER - 26th Edition Net 

A handy all inclusive LC (limited Current) Fuse 
Caddy for servicemen's tube caddy. One call is 
all. 18 individual compartments. LC Fuse Caddy 
comes with 75 fuses; 15 different types plus 
three spare ,compartments. 

Net Resale Price 
$9.00 ea. 
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SECTION S100 

FUSE MOUNTING PANELS 

MOUNTINGS WITH SOLDER TERMINALS- TYPE "S" Phos­
phor-Bronze, bright-dipped finish Lug Clips are firmly an­
chored to black Bakelite base-have non-turning anchors. For 
8AG (387000 series) and 3AG (357000 series) fuses. 

MOUNTINGS WITH SCREW TERMINALS-TYPE "T" Spaced 
to U! L requirements for equipment circuit protection. Nickel 
plated brass screw terminals, nickel plated fuse clips. For 
3AG(356000 series), 4AG(456000 series) and 5AG(556000 
series) fuses. 

Open type fuse panels, stocked in 12-pole units as shown-we 
cut them to 2, 3, 4 or more poles as ordered, or you may cut 
them in your plant. (lJa" allowance for saw cut). 

Cat. No. 
Fuse Mtg. Dim. Dim. Dim. Dim. Each less Each over 
Type Type "B" "e" "D" ··E" than 100 100 

387001 8AG S 1% 'Y.. % ')1, .13, .11 
357001 3AG S 1% 'Y.. % ';ii, ,13 .11 
356001 3AG T 2% %, '%, 'U. .28 ,24 
456001 4AG T 2% %, '%, ':y,. .35 .30 
556001 5AG T 2% %, ')1, 1;ii, .41 .34 

Note: Above are single pole mountings. Prices and delivery by quo· 
tation for mu Itiple pole types. 

RECTIFIER MOUNTINGS 

Mountings custom designed for Sarkes 
Tarzian silicon ree.tiflers series M500 and 
L1250. Mountings designed to your speci­
fications are available upon request. Let 
our engineers assist you. 

Each less Each 
Cat. No. than 100 over 100 
099062 1 pole .14 each .12 each 
099063 2 poles .28 each .23 each 

METER BACK MOUNTING Cat. No. 383002 (1059)-

© U.c.P., tnc. 

Mounts directly on meter binding post. 
Will not touch other posts on smallest 
standard meter. Linen bakelite base, 1" x 
lYa". Length over ,screw terminal, 17,". 

Net Resale Price 

Less than Std. Pkg. 
Std. Pkg. of 10 
. 21 ea. .175 ea. 

DES PLAINES, ILLINOIS, USA, LITTELFUSE 

Net 

STANDARD FUSE CLIPS 

For the exacting performance often required in the electronics com· 
munications, radio, television, aircraft and marine equipment indus· 
tries, we recommend our beryllium copper fuse clip. Beryllium copper 
clips have lower contact resistance and higher conductivity than 
ordinary fuse clips. They are silver plated, a finish well suited to fuse 
applications. FUSE CLIPS 

Ears 

Earless 

Lug 

(Phosphor Bronze Bright Nickel Plated) 

3AG Fuse Clip ... "".101001 
3AG Fuse Clip (Earless) 101002 
3AG Solder Terminal Clip 
Bright dip , ......... ",,101003 
4AG Fuse Clip " 103001 
4AG Fuse Clip (Earless) .. 104002 
5AG Fuse Clip " .. 105001 
5AG Fuse Clip (Earless) .. 105002 
U,' Dia. Fuse Clip .. " ",,107001 
U,' Dia. Fuse Clip 
(Earless)""" 107002 
':y,,' Dia Fuse Clip, ",,109001 
':y,,' Dia. Fuse Clip 
(Earless) .... 109002 

FUSE CLIPS 

Net Resale Price 
Less than Std. Pkg. 
Std. Pkg. of 100 

ea. ea. 
.017 .014 
.017 .014 

.024 .02 

.0318 .0265 

.0318 .0265 

.0408 .034 

.0408 .034 

.066 .055 

.066 .055 

.15 .125 

.15 .125 

(Beryllium Copper Silver Plated) 
3AG Fuse Clip ,,,"" " 121001 .0408 
3AG Fuse Clip (Earless) ,121002 .0408 
3AG Solder l'erminal 
Clip,...,." , .... '" " .. ,121004 
4AG Fuse Clip ,123001 
4AG Fuse Clip (Earless) 123002 
5AG Fuse Clip '.., 125001 
5AG Fuse Clip (Earless) , 125002 
U,' Dia. Fuse Clip , .. ",,,,.127001 
U,' Dia. Fuse Clip 
rEarless) ...... " .. ,,127002 
':y,,' Dia. Fuse, Clip .. 129001 
':y,,' Dia. Fuse Clip 
(Earless) ...... , ",129002 

.084 

.06 

.06 

.096 

.096 

.186 

.186 

.462 

.462 

.034 

.034 

.07 

.05 

.05 

.08 

.08 

.155 

.155 

.385 

.385 

SNAP-ON MOUNTINGS 

Time saver ,for pigtail replacement. Snap on 
blown pigtail, then use regular fuse in other 
side. No soldering. This Snap-On mounting has 
a cut out on both sides which makes the fuse 
accessible for replacement from both sides. 
They are available in bulk, on display cards of 24, 
or in handy merchandising plastic boxes of ten. 

Card of 24 No. 094024 
Box of 10 No. 094025 
Bulk No. 350130 

Net Resale Price 
Less than 
Std. Pkg. 
$4,32 ea. 
1.80 ea. 
,92/5 

Std. Pkg. 
$3,60 ea. 
1.50 ea. 
14,00/c 

IN-LINE FUSE RETAINER Assortment 094020 

comes complete with 8-inch loop of wire anI! 
fuse inserted under spring tension. Assortment 
consists of 6 SFE 14 units, 3 SFE 9 and 3 SFE 20. 

FUSEMASTER 094047 

Net Resale Price 
$4.70 ea. 

Versatile clear plastic fuse wall rack with 60, 
Individ ual compartments for60 d ifferentfu se 
types. Index inventory control.card, pres­
sure sensitive blank inventory labels for ea~y 
index adjustment; and an assortment of 100 
popular fuses are furnished as a package 
under Fusemaster Assortment 094047. 

Net Resale Price 
$10.14 ea . 
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SECTION 5100 

MAiIOiY SPECIAL PURPOSE SWITCHES 
P. R. MALLORY & CO. INC. 

INDIANAPOLIS , IND. 
SINGLE SECTION ROTARY SWITCHES 

... 

For use In sma.!1 receivers as tone controls, 
band selector and antennae switching; also 
for meter switching In test equipment and 

. other devices where space Is a factor. Two 
sizes available: lU' dla. 30· Indexing and 
Ill,,' dla., 20· Indexing. Phenolic resin 

-- wafer. Breakdown, 500 v. DC or AC. 
Rated .125 amp, 300 v. DC; 3 amp, 6 v. DC; .2 amP, 300 v. AC; 
5 amps, 6 v. AC. Non-breaking current resistive load, 5 amps max. 
With knob nut and lockwasher 

Non-
Shorting Shorting No. of 

Net Mallory Mallory Clr- No. of .f a Ie 
No. No. cults Positions Base Stop Each 

3115J ""'i2i5J -1- --5-

Ola. I Adt'st-

y--,:ro- sr:ii2 
31112J 32112J 1 12 10' No 1.02 
3122J 3222J 2 2 lU' No 1.02 
3123J 3223J 2 3 1~' No 1'82 3126J 3226J 2 6. l' No I: e 3134J 3234J 3 4 l' No 
3142J 3242J 4 2 lU' No 1.05 
3143J 3243J 4 3 Hf~, ~~s 1.g5 
31117J 32117J 1 2 to 17 1. 8 
3129J 3229J 2 2 to 9 I llM' Yes 1.58 
3136J 3236J 3 2 to 6 111Ae" Yes 1.85 
3163J 3263J 6 2 to 3 11'.1611 Yes 1.85 

MULTI·SECTION ROTARY SWITCHES 
For test equipment, 
meter Switching and 
low current Industria.! 
applications. All con­
tacting meinbers ·are 
silver plated, with self­
cleaning contact wiping 
action. Durable alloy 
Index spring. Adjustable stops. 
except three and tour-section 
Breakdown, 1000 v. AC or DC. 
60 v. DC; 1 amp, 300 v. AC; 10 amps, 
rent, resistive load, 10 amps max. With 

Shorting 
Type 

Mallory 
No. 

""'i2ii'['"'" 
1215L* 
1213L· 
1212L· 
122IL 
1225L* 
1223L" 
1222L* 
1231L 
1235L* 
1241L 
1245L* 
1251L 
1256L 
1261L 
1266L 

Non- No. of No. of 
Shorting Clr- Clr- No. of 

Type cults cults No. of Sections 
Mallory Per Per Posl- or Net 

-..!!!:...... .!!!!!!!! ~ ~..!!!!!!.. Each. 
1311L 1 . 1 2 to 11 1 52.1 0 
1315L· 2 2 2 to 5 1 2.1 0 
1313L" 3 3 2 to 3 1 2.1 0 
1312L* 4 4.2 to 2 1 2.1 0 
1321L 1 2 2 to 11 2 2.51 
1325L· 2 4 2 to 5 2 2.5 
1323Lo 3 6 2 to 3 2 2.5 
1322L* 4 8 2 to 2 2 2.58 
lUlL 1 3 2 to 11 3 3.24 
1335L* . 2 6 2 to 5 3 3.24 
1341L 1 4 2 to 11 4 3.81 
13UL* 2 8 2 to 5 4 3.81 
135lL 1 52to11 5 -4.11 
1356L 2. 10 2 to 6 5 4.53 
1361L 1 6 2 to 11 6 4.83 
1366L 2 12 2 to 6 6 5.52 

·These Switches are provided with an "oil" position which Is In 
addition to the number 01 positions listed In the filth column. 

CERAMIC SECTION SELECTOR SWITCHES 
Ideal for highly effiCient, critical r-f 
clr~ult applications In radio receivers 
and low-power transmitter circuits. 
Ceramic Insulation minimizes r-f 
losses and retards mOisture absorp.. 

r~~':,x ~~~b~~I~:r~M~le.,~~\~~ ~~ 
2 to 11 positions. All types are non­
shorting. Two-sectlon switch has %' 

spacing; three-section units, I' spaCing between sections. Brass 

~~~l:'!o~;, '}f&o ;.%~d·;o~hgb.~a~~ ~ ~';,!j,:.r~'6be~.f~d'_~g~g6 
amps, 6 v. AC-DC. Non-breaking current, rea.lstlve load, 10 amps 
max. With knob, nut and lockwasher. 

Number Number Number ° Mallory of of Circuits of Net 
No. Gangl Per Gang Positions Each 

172C 1 1 2 to 11 52.~7 173C* 1 2 2 to 5 2. 7 
17eC· 1 3 2 to 3 2.31 
176C --2-- 1 2 to 11 3.39 
177C· 2 2 2 to 5 3.39 
17ac* 2 3 2 to 3 3.39 
IIOC ----a-- 1 2 to 11 4.32 
IIIC· 3 2 2 to 5 4.32 

" .. "Has addltlona.! 011 switch preceding numbered positions. 

CIRCUIT OPENING SWITCH 

~~';,~~~ l~f~~~:.\'~~ 01~~.r.~~r~~ c':~:!t~I~PcI~ i~~<;'~W, ~~rJ 
Insulation; 2 to 11 position adjustable stop. Bushing, %' dla. x %' 
long; shaft U' dla. x 2' long, grooved for cutting. Indexing, 30·. 

nft~gs~WP~: 3fg.vAR~; ~e~::lP:e '~o!d~~; a'm~~Pno~~~r~ai)~i 
current. With knob, nut and lockwasher. $488 
Mallory No. 1400L Circuit Opening Switch-Net Each .. 

24.POSITION TAP SWITCH 
For test applications which cannot 
be met with conventional 12-polnt 
switch. Accompllshed through use of 
two sections similar In design to 
1300Lswltches. Indexing mechanism 
has no stops, and Is capable ot con­
Mnuou. rotation with a 15· Indexing 
action between positions. Furnished 
with %' dla. x %' long 
2' long, notohed shatto 
1300L series. .~,!!~r~~~~:~)G!.CS:,~~f11!~~!'~to J;~g~ 

................ 5276 

LEVER ACTION SWITCHES 
TYPES 5000 AND 6000 

Particularly adapted to centralized radio, souno 
dl~trlbutlon, public address equipment and Inter­
communicating systems. HOUSing and bracket are 
one IntellTal part, prevents warping or mls-allgn-

nut .. No. 227 
Mallory No. 

:~~~3'~ 'i::~~~~s. t~e~~~~a~e:u~~n~~:',;:~g: 
5000 series has elongated mounting holes with 
2%' centers; 6000 series has round holes spaced 
1%'. May be mounted In multiples with ~' 
between lever arm centers. Breakdown, 500 V. 

AC or DC. Rated .125 amp, 300 V. DC; 3 amps, 6 v. DC; .2 amp, 
300 v. AC; 5 amps, 6 V. AC. With knob and two 6-32 bolts with 
nuts. 

POSITIVE INDEXING 
,.~rtng i Non:,!'nortlng 

p,:r.;s°;r ":s~ii:~S Net Type Type 
Mallory No. Mallory No. Circuits or Contacts Each 

5124 5224 2 4 51.38 
6142 6242 --4-- 2 J:i8 6143 6243 4 3 

MINIATURE PUSH BUTTON SWITCHES 
ESDec:lallLv suitable for use in such 

tes\.;rg~el~ill'!::~~r 
CI~~~~c~~~~bl~~~I~~f; available In 
~ COD­-'---.. : . .:.:::~-.- de-

CAPACITOR AND RESISTOR DECADE SWITCHIES 
Phenolic Insulation. Positions adjustable for use as single decade 
or combined with other switches for multiple decade, Circuit 
requires only four resistors or capaCitors for lull decade. Mounting 
depth, I' behind panel; lateral mounting space 2~. Rated 500 v. 
DC or AC breakdown. Shaft, U' dla. x 2' long. With knob, 
nut and lockwasher. 5270 
Mallory No. 153L Capacitor Oecade Swltc~Net Each .. 
Mallory No. 154L Reslsto"Oecad" Swltclt-Net Each .... $2.94 

ANTENNA SWITCH 
For use where two separate antennas are used with a single TV 
set. Mounts on rear safety panel 01 cabinet with mounting bracket 
and two self-tapping screws, supplied. Solder terminals. Shaft 
"M' long from mounting surlace; switch lU' dla. With bar knob, 
bracket and screws. . 5131 
Mallory No. 3122TV Antenna Swltclt-Net Each ...... . 

CERAMIC SECTION IF SWITCHES 
A special ceramic switch designed for 
transmitter circuits up to 1000 V. D. C. 
with power up to 100 watt •. Ceramic 
Insulation is employed In both sections 
and spacers.90· Indexing between posi­
tions, and capable of continuous rota.­
tion. Supplied with %' dla., %' long 
brass bushing and 2' long shaft grooved 
tor cutting. Bar knob, locknut and 
washer Included. All types non-
shorting. 

Mallory No. of I:::':~ 
No. Sections Circuits Sections 

1iiC --I-- I " .. iii· ..... 162C 2 2 
163C 3 3 I' 
164C. 4 4 I' 
16SC· 5 5 I' 

I"ontacts 
Per 

Circuit -,--
4 
4 
4 
4 

FIVE·POSITION HAMSWITCH® 

-
Net 

Each 
52.11 

3.0 
3.91 
4.8 
5.l! 

provides a methOd of using a single meter to measure current or 
voltages up to five circuits of an amateur transmitter. Same basic 
design as Series 1200L. Has conservative rating of 1000 volts 
RMS AC or 1500 volts DC. Indexing 60·. Has adjustable stop 
teaturelor maximum of five positions. Bushing Is %' dla. x 
~~ ~:3ig~:~~h~; f~~~fs~;J~ng, grooved for easy cuttlng$K2n7~ 
Mallory No. ISlL Hamswltclt-Net Each ............. . 

©1961 P. R. Mallory & Co. Inc. 
ALL RIGHTS RESERVED Mallory Page 5 .. 1 
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SECTION 5100. 

MINIATURE SWITCHES 
P.R. MALLORY& CO. INC. 

INDIANAPOLIS I IND. 

MALLORY-GRIGSBY MINIATURE SWITCHES 

Features exclusive "Wedgelock" method or attaching contacts 
to the waters; Insures positive contact alignment; and, avoids 
frame and contact distortion. Radial stator arrangement provides 
a wide Insulatlng path between contacts and minimum wafer size. 

TYPE 4M PHENOLIC AND CERAMIC 
ROTARY SWITCHES 

Commercial equivalents of MIL-S-3786. PhenoliC types use 
Richardson T725 grade phenolic for stators and rotors; have 
common contact on the Aarne side as the switching contacts. 
Ceramic types use military grade Ir5 steatite treated with Dow­
Corning 200; have eommon contact on the oppOSite side ot the 
water from the other contacts to provide a 12-posltlon switch. 
Initial contact reSistance, .005 ohm, maximum. Breakdown volt­
age, 1,700 v. rms, 60 cycle, between contacts and contacts and 
frames. Contact rating, 350 rna at 500 v. rms, resistive load. 
Supplied with knob, adjustable stop, lockwasher, and nut. 

30° INDEXING PHENOLIC WAFER 
ShDrting NDn-Shorting Circuits 

Type Type Per ND. of ND. Df Net 
MallDry ND. MallDry ND. SectiDn SectlDns PositiDns Each 
4Ml1111 4M21111 --r-~ --rr- S'r.'Irn 
4M1215 4M2215 2 1 5 1.80 
4M11211 4M21211 1 2 11 2.58 
4M1313 4M2313 3 1 3 1.80 
4Ml1311 4M21311 1 3 11 3.24 
4M1412 4M2412 4 1 2 1.80 
4M1225 4M2225 2 2 5 2.58 
4M11411 4M21411 1 4 11 3.81 
4M11511 4M21511 1 5 11 4.47 
4M1323 4M2323 3 2 3 2.58 
4M1235 4M2235 2 3 5 3.24 
4M11611 4M21611 1 6 11 5.04 
4MI422 4M2422 4 2 2· 2.58 
4M1245 4M2245 2 4 5 3.81 
4M1255 4M2255 2 5 .5 4.47 
4M1432 4M2432 4 3 2 3.24 
4M1265 4·M2265 2 6 5 5.04 

30° INDEXING CERAMIC WAFER 
ShDrting NDn-Shorting Circuits 

Type Type Per No. of No. of Net 
Mallory No. Mallory No. Section Sectiom Positions Each 
4 Miiii2c 4M2i1i2C --r---r- --yr- ft:n 
4M1216C 4M2216C 2 1 6 2.37 
4M11212C 4M21212C 1 2 12 3.39 
4M1315C 4M2315C 3 1 5 2.37 
4MI1312C 4M21312C 1 3 12 4.32 
4M1226C 4M2226C 2 2 6 3.39 
4M11412C 4M21412C I 4 12 5.19 
4M1513C 4M2513C 5 1 3 2.37 
4M11512C 4M21512C 1 5 12 6.18 
4M1612C 4M2612C 6 1 2 2.37 
4M1325C 4M2325C 3 2 5 3.39 
4M1236C 4M2236C 2 3 6 4.32 
4M11612C 4M21612C 1 6 12 7.20 
4M1246C 4M2246C 2 4 6 5.19 
4M1335C 4M2335C 3 ·3 5 4.32 
4M1523C 4M2523C 5 2 3 3.39 

TYPE 4M CERAMIC ROTARY RF SWITCHES 
Especially designed to be used In applications where high RF 
signals are to be encountered and use a· phenolic shaft In the 
active switch segments. Sulllx H Indicates 60° Indexing; sulllx N 
90° Indexing. Made 01 military grade L-5 steatite treatlld with 
Dow-Corning 200; teature rugged contact construction. Dimen­
sions similar to 30° indexing type except mounting plate to first 
section which Is ~'. Complete with knob, adjustable stop, lock­
washer and nut. 

60° INDEXING 

Non-Shorting Circuits No. of No. of Net 
Mallory No. per Section Sections Positions Each 
'M2116H 1 i 6 52.11 
4M2126H 1 2 6 3.0 
4M2136H 1 3 6 1:11 4M2146H 1 4 6 
4M2156H 1 5 6 5.78 

90° INDEXING 

Non-Shorting Circuits No. of No. of Net 
Mallory No. per Section Sections Positions Each 
aM2iilN i 1 4 S2.16 
4M2124N 1 2 4 3.01 4M2134N 1· 3 4 3·1 4M2144N 1 4 4 4. 
4M2154N 1 5 4 5.78 

TYPES 4M AND 5M SINGLE SECTION PHENOLIC 
GENERAL PURPOSE SWITCHES 

General purpose switchp.s supJ:lled with knob, lockwasher and nut. 

Ji~t:r~ aS~~f~~:i~r~ni:~t;"~ l~rd:~~~~ ~~~~hARf :~rl~~~~I~~: 
small compact designs tor tone control, radio-phono, etc., similar 
construction to Type 4M. No. 5Mll13K uses knurled shaft; 
knob not furnished 

Shorting Non-Shorting Circuits 
Type Type Per No. of No. of Net 

Mallory No. Mallory No. Section Sections Positions Each 
4 Mili4 · ·'M24i2S·· --r- --r- --r- !il"Ji'5 

. ·sMiii2··· 4 1 1.~4 · . . . . . . . . . . . 1 1 2 1. 8 
5M1113 ............ 1 1 3 1.08 
5Ml113K · ·SM22i:i··· 1 1 3 .75 
5M1213 2 1 3 1.08 

TYPE 6M PHENOLIC LEVER ACTION SWITCHES 
Feature the same general construction as the 4M types. Water 
diameter is basically the same· and Incorporates the same "Wtldge­
lock" and radial contact teatures. Supplied with lever knob. 
Sulllx S designates spring return; sulllx U indicates both positive 
action and spring return. 

Shorting Non-Shorting Circuits 
Type Type Per No. of No. of Net 

Mallory No. r::allory No. Section Sections Positions 
~ 6Mi2ii M2213 2 --r- --r-

6M1213S 6M2213S 2 1 3 1.26 
6M1213U 6M2213U 2 1 3 1.18 
6M1412S 6M2412S 4 1 2 1. 4 

DIMENSIONS 

~2Y,~1" rill 
J ~---r.-----f'l---

~
y, ----oI---+--:flP 

%dia. . :: II II 
O ----il----jl----lh 

----"----1L--lrJ 
II I: II 

*·32 . :-::-U::::lf:.-.::-l> 
'liz II li J !-I'I, ",,"oue -u· , ~ CERAMIC 

~Ji on R.F. Switches 

4M 

©1961 P. R. Mallory & Co. Inc. 
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SECTION 5100 

ELECTRIC COUNTERS & ACTUATORS 
AUTOMATION CONTROLS DIVISION 

GENERAL CONTROLS CO. SKOKIE. ILL 

CE·600B Panelmount 
PIC Electric Counters are actu· 
ated by electric impulses (12 to 
150 AC or 12 to 220 DC) which 
may come from any suitable CE·800A Basemount CE·800B Panelmount 
switch, relay, photoelectric unit 
or other circuit breaking device. Counters rated for 1000 counts per minute (cpm) require .080 
second minimum closed period and .030 second minimum open period for each count. Counters 
rated at 600 cpm require .040 second minimum closed period and.060 second minimum open period 
for each count. Models are available for 12 to 230 v. AC and DC. Send for literature or write us 
for' prices and deliveries. 

CE·800C Standard, 
CE-IOOA DUltproof 

Also available in coin counting models. 

CE·600 COUNTERS 
TO 999,999, WITH RESET 

Count life of 50 million; 1000 cpm (with suitable actuation); 
seven watts power consumption. Built-in rectification provides 
reliable operation on all AC voltages to 150 v. Quiet operation; 
noAC hum when energized. Continuous duty coils and balanced 
armature. White figures on black wheels are easy to read; die 
cast, dust resistant enclosure. No. CE600AS602, 1.668" w. x 3.5" 
d. x 2;5'" h.; No. CE600BS602, 4.4375" x 1.875" panel x 2.6876" 
d.; No. CE600BK602, 5.6" x 2.125" panel.x 2.812" d. Models 
listed are for 116 v. AC, 60 cps. 
CE·600AS802 Basemount with knob reset. Net ..... 
CE·800BS602 Panelmount with knob reset. Net •... 
CE·600BK802 Panelmount with key reset. Net ..... 

$21.4() 
'22.90 
31.50 

MERCURY COUNTERS 
TO 9,999, WITH RESET 

For laboratory use and 
industrial service where 
duty is moderate. Esti­
mated life six million 
counts. Counting rate 
600 cpm, higher with 
electronic actuation. 
Has white figures on 
black wheels. Coils con· 
sume three watts. Tam­
per-proof metal encIo­
sur" haa plastic window. 
Size: Basemount model, 
2~" x 12~,-' X 2'~" h.; panelmount model, 2'~." x l'~o" panel x 
22Ut," d. For 115 v. AC, 60 cps. ' 
CE·40AS402-Basemount. Net .•.•...•..•......• $15.25 
CE-40BS402-Panelmount. Net. .•.•.. .. ........ . 15.95 

CE·90 1 PRE·DETERMINING COUNTER 
The CE901 Electromagnetic 
counter is a compact pre-deter­
mining counting device capable 
of maintaining an accurate count 
of 1000 counts per minute. This 
unit, designed for industrial ap­
plications employs the use of any 
remote actuator, switch, photo­
electric cell, contactor or any 
other sensing device which oper­
ates within the actuator specifi-
cations. ' 
Available in models of 2, '3, 4 or 5 
digits as standard. 

C~~tAd!:~2 8 } Consult Fac-
mount tory or your 

CE901BA802 3 lo~al PIC dis-
digit rack tr!butor for 
mount pnces 

Dimensions Overall: 
2 & 8 digit 12" wide x 8" high x 

8" deep 
4 & 5 digit 19" wide x 8" high x 

8" deep 

SENSITIVE ACTUATOR E5·41 
, Widely used on folding machines. 
Requires only ~ ih.-oz. tor(Jue. 
Arm motion: 24° min., 69° max. 
reciprocal; 10° to 450 overthrow. 
Arm position adjustable, easily 
shortened or bent. Rated speed, 
300 cpm. SPST contacts rated 2 
amps; 120 v. AC. Body size, 2l!o" 
x 1%" x 1%" d. Furnished with 
str~ight spring steel arm 2'~'" 
long. 
ES-41- Actuator, Net. $7.70 
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CE·800 SUPER·WIZARD COUNTER 
TO 999,999, WITH IlESET, 

Has 200 million count life; 1000 cpm (with suitable actuationj; 
only five watts power consumption. Built-in rectification provides 
top reliability from all AC voltages to 230 v. Continuous duty coils 
and balanced armatures for dependability. Large, white-on-black 
figures are easy to read. Standard enclosure has tamper-proof, 
die cast aluminum housing with staked window of unbreakable 
plastic; separate wiring compartment with independent cover is 
tapped for conduit. Dustproof enclosure has same housing with 
dustproof gasket seal and cement sealed window. Size: Standard 
and dustproof models, 3.12" w. x 5.94" I. x·4.69" h.; panelmount 
.model, 6.19" x 3.50" panel x 4.39" d. Models listed are for 115 v. 
AC, 60 cps. 
CE·800CS802 - Standard enclosure, knob reset. Net. 
CE·800AS602 - Dustproof enclosure, knob reset. Net. 
CE·800BS802 - Panelmount, knob reset. Net ...... . 

MERCURY COUNTERS 
TO 99,999, NO RESET 

Counts to 99,999 and then repeats. Widely 
used in vending machines and similar ap­
plications where duty is moderate. Esti­
mated life, three million counts. Counting 
rate, 600 cpm. Coil consumes three watts. 
Has white figures on black wheels. Tam­
per-proof metal enclosure with plastic win­
dow. Size: Basemount model, 2~" x 12~;" 
X 22Ut{' h.; panelmount model, 1%" x 
22~' x l'fo" h. For 120 v. AC, 60 cps oper­
ation. 

$43.00 
47.2. 
41.50 

CE·40AN502 - Basemount. Net. . . . . . . . . . . . . . • . . .. $5.15 
CE-40BNS02 - Panelmount. Net................... 8.40 

HEAVY DUTY 
ACTUATOR ES·5 

Arm has spring return. For opera­
tion by boxes, cans, packages, etc. 
Minimum torque of 3 oz.-in. Arm 
motion: 31° min., 65° max., recip­
rocal; 10° to 42° overthrow. Arm 
position adjustable. Rated speed 
800 cpm. SPST contacts rated 10 
amps, 120 v. AC. Size: 3'f." x 2'fo" 
x 1'~". Furnished with lever as 
shown in upper illustration. 
ES·S - Actuator. Net ... • $9.35 

CE·620 ELECTRIC RESET ELECTRIC COUNTER 
Developed to provide remote reset 
through manually, mechanically, electri-
cally or electronically operated contacts. 
The CE620 includes a 6 digit CE600 elec­
tric counter with electrically operated 
reset mechanism inounted on a subpanel. 
Available with push button reset built 
Into panel or with terminals provided for 
connecting remote contactor furnished 
by user. Also available in 7 digit and 
coin counting models. 
CE·620BA802 - Remote reset 120v 60 cy. 
Net .....•...•.....•...... $88.20 
CE.60ZBB802 - Pushbutton reset 120v 
60 cy. Net. ... . .. . .. . ... ... 71.20 
Dimensions, overall 6" wide, 4" high, by 
%"deep. 

© U.C.P., Inc. 



SECTION 5100 

____ S_i~~lmosle; CORPORATION, PROVIDENCE, R.I. 

~~~ THERMAL OVERLOAD SWITCH FOR TV SERIES 35 GRASSHOPPER FUSES _ .... 
A simple, but unique series of thermal overload' switches ideally suited 
for TV receivers. Other intended applications include a wide range of 
electricaljelectroni"c instruments for industrial, commercial and con· 

(INDICATOR ALARM TYPE) -.... NO. 

3SA 
351 

.... ... .-. _. 
1.1/3 
1-1/3 

--.... .... .. .... --, ... 
90 2 1.I12M",. 
90 2 1-1/2 Min. 

sumer use. 

OUTSTANDING FEATURES 
• SIMPLE CONSTRUCTION 
• LOW COST 
• DURABLE-RELIABLE 
• ALL CRITICAL PARTS SILVER 

PLATED 
• IMPOSSIBLE TO OVER·RIDE BY 

FASTENING RE·SET BUTTON 

3 2 90 3 3 Min. 

35C 2 90 3 3 Min. 
350 1·1/3 90 2 1·1/2 Min. 

35 3 90 c. 5 Min. 
35 1/2 90 31< 1·'/2 Min. 
35G 3 90 .. 112 SMin • 

90 6-1/2 5 Mia. 
'W .1/2 . 160 VC t·I12MI". 

K 1·1/3 150 3 Min. 
'SOl 2 150 3 3 Mia, 

'35M S 150 .. 1/2 5 Min • 
'35M 5 1 6-1/2 5 Min. 
SSP 3/C 160 1·1/' )·112 MiA. 
35R .110_ 90 • 210 1-112 Min . , 

S 1/C 160 11. 1-112_ 
S 1.1 3 ..... 

........... ....., ............... 0IdtII 
.~ Mode wIIh __ "'-..... to ....... OF_ tMCi .. 

HIGH RELIABILITY AIRCRAFT LIMITERS SERIES "70" iNDICATING FUSES 

Specific use-aircraft· 
electrical circuits. Me­
chanical plunger iden­
tifies blown limiter. 

"AFH" SERIES 

For aircraft electrical 
distribution up to 50v. 
Sizes from 35 to 400 
A. Transparent window 
for fuse link inspec· 
tion. 

"C" LIMITED CURRENT 
SERIES 

For use when rapid interruption of fault 
current Is required to avoid damage due 
to delay In opening. Length of fuse Is 
determined by amperage and ear size. 
Manufactured in the following amper· 
ages: 

250V OR LESS 
1/16 Amp through 10 Amps 

TEST SPECIFICATIONS: 
Continuous duty at 110%, 

Blows within 1 hour at 135%. 

CASE MATERIALS: GLASS SIZE: X" DIAMETER 

]i •..................................................................... $.27 
'tI" ~ •..... >. ...................................................... 21 
X, ~., Yo, y., % ............................................. 16 
1,lX, 1Y., 1%, 2, 2Y., 3 ............................. 09 
3Y., 4, 5, 6. 7 ......... . ......................... 12 
8 ....................................................................... 17 
10 .... . ....................................................... 18 

"N" LIMITED CURRENT 
SERIES 

Designed with time·lag characteristics 
to avoid unnecessary opening due to 
harmless surges or starting' currents. 
Length of fuse is determined by amper· 
age and ear size. Manufactured in the 
following amperages: 

125V OR LESS 
'tI •• Amp through 7 Amps 
TEST SPECIFICATIONS: 

Continuous duty at 110%, Blows within 
1 hour at 135%. Blows in not less than 
5 seconds at 200%. 
CASE MATERIALS: GLASS SIZE: X" DIAMETER 

~~oo, X2 , ................................ ,- ........... $.40 
.Ji'61 Vio. 10/1001 ~Ol Y.4, 0/]"1 1io, 
~, ~~o, ~o, %, flo, 1 .......................... , ......... 28 

lX, HI., 1%, 2 ....... . ............. 26 
2Y., 2~., 3\\., 3Y., 4, 5, 6X, 7 ................. 24 

Case Material: Fibre Body Size: %2" X 1 Y.\" 
Overall Size: %{' x 1~%2" 

Designed for use in communications equip­
ment. Spring-loaded, color' coded tip extends 
to give positive visual indication of blown fuse. 
Can be used in specially designed fuse-holder 
or is interchangeable with 4AG Series used 
in open clips. Can. be wired to activate alarm 
system indicating brown fuse. Manufactured in 

Operates same cir­
cuits as "AF" Series. 
Limiters made for sys­
tem as well as equip­
ment protection. Glass 
tube for inspection of 
blown link. 

the following amperages: 

300V or Less 
180/1000 Amp through 5 Amps 

Test Specifications: 
Continuous duty at 100%. Blows within 

90 seconds at 15D%. 

"3AG" HIGH VOLTAGE 
SERIES 

Designed for use in Radio, Television 
and numerous electronic devices. The 
3AG High Voltage series blow quickly 
under overload conditions therefore pro­
viding the high speed action necessary 
to protect electroniC apparatus. Manu' 
factured in the following amperages: 

250V OR LESS 
Jo\'. Amp through 6 Amps 

125V OR LESS: 8 
TEST SPECIFICATIONS: 

Continuous duty at uo%, 
Blows within 1 hour at 135%. 

CASE MATERIALS: GLASS SIZE: X" x 1 X" 
]i •...................................................................... $.27 
Yo, ,~ •• , 17~ ... ,~. . ........•.....•..........•....••...•• 20 
X, ~., Yo, ~., %, Y. .................................. 13 
1, 1Y., 2 ........................................................... 08 
3 ........ . ............................................... 07 
4, 5, 6 .................................... . ............... 10 

VULCANIZED FIBRE 
FUSES 

Manufactured with ratinlts from Y. Amp 
tl)ru 2 Amps, for continuous duty at 
110%; blow within 1 hour at 135%. 

1 HV SERIES 
1,000 V or less- '%, x 3" 

2 HV SERIES 
2,500 V or less-'%" x 4Y." 

3 HV SERIES 
5,000 V or less- '~6' x 5" 

4 NV SERIES , 
10,000 V or less-'~'" x 10" 

"3AG" HIGH VOLTAGE 
TIME LAG SERIES 

Designed for circuits with equipment 
having high inductive or capacitative 
surges and for circuits with heavy start­
ing currents. Manufactured in the fol­
lowing amperages: 

250 VOLTS OR LESS 
v, .. Amp through 1 Amp 

125 VOLTS OR LESS 
1X Amps through 6X Amps 

32 VOLTS OR LESS 
SY. Amps through 25 Amps 

TEST SPECIFICATIONS: 
Continuous duty at 110%, Blows within 
1 hour at 135%. Blows within 1 minute, 
but not lesS" than 5 seconds at 200%. 
CASE MATERIALS: GLASS SIZE: X" x 1 X" 
v, .. , ~, ............................................................ $.36 
31'" ¥lo, Va, l)~CO, 17%00tl, ~6' M" ~D' 

%" ~Ol Ya, ~o, Y2, ~o, 'flo, %, %0, 1 .......... 27 
lX, 1Y., 1~., 2 ..... ............................ 25 
2Y., 2~., 3, 3"\\., 4, 5, 6X, 8, 10, 15, 

20, 25, 30 ...... . ............................. 20 

Wllrf ,OR. 

PLUS ... THE MOST COMPLETE LINE OF INDUSTRIAL & SERVICE FUSES IN THE INDUSTRY 
© U.C.P., Inc. Net The MASTER - 26th Edition. Page 1245 



SECTION .5100 

SPEMCO H &,H SWITCHES 
BALL LEVER TOGGLE SWITCHES 

Underwriters' approved, I amp. 
250 Y 3 amp. 125 volts. AC/DC. 
Laminated bakelite base. Nickel 
plated finish, except 1120 and 
1121. 

3 Amp. 

No. 
°1120 
1122 
1124 
1126 

*1121 
1123 
1125 
1127 

Descrip. Base Dimensions 
tion Sleeve L. W. H. 
SPST 1%2' 1~.· 'Iz" 3%.' 
SPDT 1%2' 1'¥..' 1/." 3%.' 
DPST 1%." 1'¥..' '~.' 3%.' 
DPDT 1%2' 1'¥..' '~z" '%" 
SPST 1" 1~.' W' 3%.' 
SPDT 1" 1'¥..' 'Iz" 3%.' 
DPST 1" 1'¥..' '~.' 3%.' 
DPDT 1" 1 '¥..' '~.' '.%" 

Sleeve Diameter-1%2' 
'3 amp. 250 Y AC/DC. 

Net 
Price 

.63 ea. 

.81 ... 
1.11 ea. 
1.29 ... 

.81 ea. 

.96 ea. 
1.32 ea. 
1.44 ea. 

BAT LEVER TOGGLE SWITCHES 
3 Amp. 

No. 
°1135 
1136 
1137 
1138 

°1121·B 
1123·B 
1125·B 
1127·B 

SPST 
SPDT 
DPST 
DPDT 
SPST 
SPDT 
DPST 
DPDT 

Base Dimensions 
Sleeve L. W. H. 

1%.' 1~.' If." 3%.' 
1%2' 1'¥.6" 'h" 3%.' 
1%z" 1'¥.6" 2~2' 3%.' 
1%2' 1'¥.6" 2~" 2%.' 

1" 1~.' 'h" 3%.' 
1" 1'¥.6" 'h" 3%.' 
1" 1'¥.6" 2~" 3%.' 
1" 1'¥.6" 2~2" '%2" 

Sleeve Diameter-1%" 
'3 amp. 250 Y AC/DC. 

Net 
Price 

• 63 ea. 
.81 ea. 

1.11 ea. 
1.29 ... 

.81 ea. 

.96 ea. 
1.32 ea. 
1.44 ea. 

NEW "COMPACT" SWITCH 

3 Amp. 

Ideal for aircraftl missile, and electronic applica· 
tions. Underwriter s approved I amp. 250 v., 3 amp. 
125 v., AC·DC. Bakelite base. Bright nickel finish. 
, Deserip' Blse Dimensions Net 
No. tion Sleeve L. W. H. Price 
1205 SPST 1%2· 1~" 4~" 1~.' .84 ea. 
1206 SPDT 1%2' 1~" 4~" 1~.' .99 ea. 
1207 DPST 1%2" 1~" 4~" 1~.' 1.23 ea. 
1208 DPDT 1%.' 1~" 4~" 1~.' 1.41 ea., 

Sleeve Diameter- I%." 

MO'LDED BAKELITE 
SWITCH, BAT LEVER 

U.L. approved for 6 amp. 
125 volts, 3 amp. 250 volts. 
'Except for 1143 which is 
rated at I amp. 250 volts, 
6 amp. 125 volts. All back 
connected, slotted sleeve. 

No. 
1142 

°1143 
1144 
1145 

6 Amp. 
Deserip' Base Dimensions Net 

tion Sleeve L. W. H. Price 
SPST 1%2" llA" lY16" 1%6" .84 ea. 
SPDT 1%." 1%" lY1.' 1%6" .99 ea. 
DPST 1%2" 1'4" IYI.' 1%6" 1.23 ea. 
DPDT 1%.' 1",' lY16" 1%6" 1.41 ea. 

Sleeve Diameter-1%2" . 
*1 amp. 250 volts, 6 amp. 125 volts 

UTILITY SWITCHES-Toggle Type 
For AC Uses 

1185 
1186 

1188 

15 Amp. 1194 

Underwriters' approved, 10 amp. 250 volts AC, 
15 amp. 125 volts AC, % H.P. 115Y·230Y AC. 

No. 
1185 
1186 
1188 
1194 

Deserip. Base Dimensions Net 
tion Sleeve L. W. H. Price 
SPST 1%2" 1%" ¥a" 1%.'·.72 ea. 
SPDT 1%2" 1%" ¥a" 1%.' .87 ea. 
DPST 1%2" 1%6" %" lY16" 1.14 ea. 
DPDT 1%2' 1%.' %" lY1.' 1.38 ea. 

Sleeve Dlameter-1%2" 

MOMENTARY 
BAT LEVER 

TOGGLE SWITCHES 
Underwriters' approved, 3 
amp. 125 volts, laminated 
bakelite base. Nickel 
plated finished. 

No. 
°1166 
1167 

*1155 
1150 

Descrip· Base Dimensions 
tion Sleeve L. W. H. 

SPST 1%.' 1%6" 'Iz" 3%.' 
SPDT 1%2" 1'¥..' 'Iz" 3%.' 
DPST 1%2" 1'¥.6" 2~2" 3%.' 
DPDT 1%2" 1%.' '~2" 2%z" 

Sleeve Diameter-1%2" 

Net 
Price 

1.05 ea. 
1.14 ea. 
1.44 ea. 
1.65 ea. 

*1166 Normally Off *1155 Normally Off 
·3 Amp 250V 

15 Amp. 

Underwriters' approved, 10 amp. 250 volts AC, 
15 amp. 125 volts AC, % H.P. 115Y·230Y AC. 

Descrip· Base Dimensions Net 
No. tion 51.... L. W. H. Price 

*1196 SPST 1%.· 1%" ¥a" 1%6" .93 ea. 
°1197 DPST 1%2" 1%.' %" lY1.' 1.50 ea. 
°Normall, Off Sleeve Diameter-1%2" 

NEUTRAL CENTER 
MOMENTARY BOTH ENDS 

15 Amp. 

Underwriters' approved, 10 amp. 250 volts AC, 
15 amp. 125 volts AC, % H.P. 115Y·230Y AC. 

No. 
1193 
1195 

Deserip' Base Dimensions Net 
tion 51.... L. W. H. Price 

DPDT 1%.' 1%.' 3/.0" lY1.' 1.80 ea. 
SPDT 1%2" II,,"" ¥a" 1%.' 1.11 ea. 

Sleeve Diameter-1%2" 

NEUTRAL CENTER 

15 Amp. 

Underwriters' approved, 10 amp. 250 volts AC, 
15 amp. 125 volts AC, % H.P. 115Y·230Y AC. 

No. 
1187 
1189 

Deserip' Base Dimensions Net 
lion Sleeve L. W. H. Price 

SPDT 1%.' 1%" %" 1%6" .87 ea. 
DPDT 1%.' 1'j16" %" IV..' 1.38 ea. 

Sleeve Diameter-I%" • 
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BAT LEVER 
TOGGLE SWITCH 
Neutral Center 

Underwriters' approved, 6 
amp. 125 volts, either AC 
or DC. A 3 pOSItion switch, 
on·off·on. Black bakelite 
case. 

No. 
1175 
1176 

Descrip· ' Base Dimensions 
tion Sleeve L. W. H. 

SPDT 1%2" 11%6" lY1.' lV..' 
DPDT 1%.' 11%6" lYl6" IV. .. ' 

Sleeve Diameter""I%2" ' 

6 Amp. 

Net 
Price 

1.53 ea. 
1.83 ea. 

PUSH BUTTON 
DOUBLE ACTION 

SWITCH 
Underwriters' approved. 6 amp. 
125 volts. Press lever to make 
contact, press lever to break 
contact. Nickel plated finish or 
snap·on plastic bulton, in red 
or black. 

Descrip' Base Dimensions 
No. tion SI.... L. W. H. 

1156 Nickel Plated %.' 1 %" W' %.' 
1156·A Red %6" 1 If.' 'Iz" '¥.6" 
1156·B Black %6" 1%" 'Iz" '¥.6" 

Sleeve Diameter-1%2" 

MIDGET 
MOMENT ARY PUSH 
BUTTON SWITCHES 

3 Amp. 
Underwriters' approved. 3 
amp. 120 volts, AC. Molded 
bakelite base, nickel plated 
finish . 

Descrip· Base Dimensions 
No. tion Sleeve L. W. H. 

1141 SP Norm. %6" 1~2" %6" 2%.' 
Closed 

1141·A SP Norm. '¥.6" 1~2" %.' 2%.' 
Open 

Sleeve Diameter-1%2" 

3 Amp. 

Net 
Price 
.90 ea. 

1.11 ea. 
1.11 ea. 

Net 
Price 
.54 ea. 

.54 ea. 

Underwriters' approved, 3 
Amp. 120v, AC Nickel 
plated finish, Molded bake· 
lite base, Single Pole, slow 
make and slow break with 
bakelite snap·On button in 
red or black. 

Descrip· Base Dimensions 
No. 

1157·A 
tion Sleeve 

Open- y," IS 1~'2" .:~" 
Red 

1157·B 

1157·C 

1157·D 

Open- % ... 1~2" %6" 
Black 

Closed- %6" 1~z" y," IS 
Red 

Closed- y," IS 1~z" '¥. ... 
Black 

1 Amp. 
Two circuit, slow make and 
slow break, momentary 
switch. One circuit normally 
on, the other off, with snap· 
on plastic button, in red or 
black. (Pushing the button 
reverses the contact.) I 
Amp. 125 Yolts AC. 

H. 
2%,,' 

2%.' 

2%.: 

2%.' 

Underwriters' Approved 
Descrip; Base Dimensions 

No. 
11S8·A 
1158·B 

tion Sleeve L. W. H. 
Red ¥t6" 11%2" 1%2" 1%2" 
Black ¥t6" 11%2" 1%2" 1%2" 

Sleeve Diameter- I%2" 

Net 
Price 
.93 ea. 

.93 ea. 

.93 ea. 

.93 ea. 

Net 
Price 

1.11 ea. 
1.11 ea. 

ROTARY CANOPY SWITCH 
With Fixed Plastic Handle 

3 Amp. 
Underwriters' approved, 
250 volts. 
No. Stem 

1179 ¥ts" 

amp. 125 volts. I amp, 

Wire Lead 
6" 

Net Price 
.42 ea. 

• De+roit. Michigan 
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SECTION 5100 

SPEMCO H & H SWITCHES 
INTERMEDIATE MOMENTARY 

PUSH SWITCH 

U.L. approved for 6 amp. 
125 -volts, 3 amp. 250 volts. 
"Except for 1147 which is 
rated at I amp. 250 volts, 
6 amp. 125 volts. All back 
connected, slotted sleeve. 

No_ 
001146 
°1147 

001148 
1149 

Deserip- Base Net 
tion SI-. L_ W_ H. Price 

SPST %" 1 %" ''A.' '0/," 1.41 ea. 
SPDT 'Ia" l'A" ''A.'' ,0/,6" 1.59 ea. 
DPST 'Ia" 1 %" ''A6'' ,0/,:" 1.83 ea, 
DPDT 'Ia" 1%" 'v,.' '0/,.' 2.01 ea. 
"I amp. 250 volts, 6 amp 125 volts 

0°1146 & 1148 Normally off, SI_e Diameter-'%2" 

POWER SWITCHES 

Underwriters' approved, 10 amp. 125 volts. 5 amp. 
Z50 A.C., % H.P. 250V. A.C. 1f2 H.P. 250V A.C. 

Deserip- Base Dimensions Net 
No. tion Sleeve L. W. H, Price 

°1133 SPST ''A2'' 10/,.' '%.' 10/,.' 1.08 ea, 
1133-B Bakelite lever 10/,.' '%" 10/,.' _69 ea. 

01%.' sleeve diameter 

16 Amp. 

Underwriters' approved, 16 amp. 125V., 8 amp. 250V. 
A.C.-D.C. 

No, 
1159 
1159-B 

Oeserip- Base Dimensions Net 
tion Sleeve L_ W. H, Price 

DPST '%2" 1%" '%.' 2%.' 1_23 ea, 
DPST '%" 1 %" '%.' 2%.' 1.23 ea. 

1159-Ball Lever I I 59-B-Bat Lever 
Sleeve Diameter-'%" 

Underwriters' aproved, 20 amp. 125V., 10 amp. 250V. 
-A.C.-D.C., Jlh H.P. 125-250V. A.C.-D.C. 

Deserip- Base Dimensions Net 
No. tion SI_ L. W: H. Price 

1134 DPST '%2' 2" 1" %" 2.07 ea_ 
U34-B DPST '%" 2" 1" %" 2.07 ea. 

No. 
1132 
1132-H 
1132-K 
1210 
1211 

II34-Ball Lever 1134-B-Bat Lever 
Sleeve Diameter-'%2" 

HARDWARE 
for '%2" diameter sleeve. 

o 
Deseription 

On and Off Plate 
Hex Nut 
Knurled Nut 
Lockwasher 
Locking Ring 

o 
Price 

.036 ea. 

.024 ea_ 

.024 ea. 
1.80C 
2.40C 

POWER SWITCHES ROTO-LOCK 
SWITCH 

20 Amp. 20 Amp. 
Fully enclosed tumbler 
switch, 20 amp. 250V., Jlh 
H.P. 125V., 2 H.P. 250V. 

Underwriters' 
approved. 

20 amp. 120 volts, 
240 volts AC. 

Base Dimensions 
L. W_ H. 

''A2'' 2%" IVa" 1%.' 
Sleeve Diameter- 'Ia" 

20 Amp. 

Fully enclosed tumbler 
switch, 20 amp. 250V., Jlh 
H.P. 125., 2 H.P. 250V. 

No_ 
1170 

Deserip- Base Dimensions 
tion Sleeve L. W. H. 

DPST '%" 2%" IVa" 1%.' 
Sleeve Diameter-'%2" 

Net 
Price 

3.00 ea. 

Net 
Price 

3.00 ea. 

MOMENTARY PUSH BUTTON 
SWITCH, NORMALLY OFF 

16 Amp. 

Ilh H.P .-120 volts AC 
2 H.P.-120 volts AC 

(with key) 
(above key removable in off position only) 

No. Deseription Sleeve Net Price 
1130-K DPST %.' 2.64 ea. 

(With Key) 
1130-KA Key Only for above .27 ea" 

3 Amp. 
ROTO-LOCK 

SWITCH 
Underwriters' Approved, 

3 amp. 250 volts. 
Except #1I29-K & 1131-K 

Base Dimensions Net 
L. W. H. Price 

Deserip-
No. tion Sleeve 

1128-K SPST '%" 1%.' 3A" %.' 1.35 ea. 
(With Key) 

(above key removable in off position only) 
1128-KA Key only for above .21 ea. 
1128-KE SPST '%" 1%.' %" %.' 1.35 ea. 

(With Key) 
(above key removable in either position) 

°1129-K SPDT '%" 1%.' 'Ia" %" 1.56 ea. 
. (With Key) 

Underwriters' "a.pproved, 16 
amp. 125 V., 8 amp. 250 V., 
I H.P. 125-250 V. AC-DC. 

(above key removable in either position) 
°1131_K DPDT '%" 1%.' %" %" 2.07 ea. 

(With Key) 

No. 
1160 

Deserip- Base Dimensions 
tion Sleeve L. W. H. 

DPST '%2" 1%" '%.' 2%2" 
Sleeve Diameter- I %2" . 

ROTARY 
SWITCHES 

Net 
Price 

1.80 ea. 

(above key removable in either position) 
1128-KEA Key-fits 1128-KE, 1129-K. and 1131-K _21 ea 
*1129-K & 1131-K-U.L. approved, I amp. 250 V., 
3 amp. 125V., AC-DC. Sleeve Diameter-'%2" 

BALL LEVER TOGGLE SWITCH 

6 Amp. 

3 Amp. 
Underwriters' approved, I amp. 250 V., 3 amp. 125 
V. AC-DC (Except #1128). Nickel plated finish. 
Laminated bakelite base. 

Deserip- Base Dimensions 
No. tion ~ Shaft Sleeve L. W. H. 
"1128 SPST IVa" Va" %.' %" %.' 
1129 SPDT IVa" 'Ia" %.' %" %.' 
1130 DPST lila" Va" %.' %" ''A.' 
1131 DPDT IVa" Va" %.' %" IVa" 
*1128 rated 3 amp. 250 V. AC-De: 'h2" 

Sleeve Diameter-''A'' 

Net 
Price 

.81 ea. 

.99 ea. 
1.32 ea. 
1.44 ea. 

Underwriters' approved 3A 250V, 6A 125V, 
molded bakelite base. Nickel plated fin­
ished. WITH 6" WIRE LEADS 

No. 
1154 

Deserip- Base Dimensions 
tion Sleeve L. W. H. 

SPST %" %" '/,' %.' 
Sleeve Diameter-'%2" 

Net 
Price 
.87 ea. 

MILITARY TYPE TOGGLE SWITCHES 
Manufactured of materials and in accordance with specification Mil-S-3950 

MS-25098 and MS-35058-Single Pole MS-25100 and MS-35059-Double Pole 
Net 

Price MS Part No. 
MS-25098-22 
MS-25098-23 
MS·25IOO·22 
MS-25100·23 
MS-35058-21 
MS·35058-22 
MS·35058·23 
MS-35058-24 
MS-35058-25 
MS-35058-26 
MS-35058-27 
MS-35058-28 
MS·35058-29 
MS-35058-30 
MS-35058·31 
MS-35059'21 
MS-35059-22 
MS·35059-23 
MS-35059-24 
MS-35059-25 
MS-35059-26 
MS·35059·27 
MS-35059-28 
MS-35059-29 
MS-35059-30 
MS-35059-31 

Up Center Down Position 
Position Position Keyway Side 

On None Off 
On None On 
On None- Off 
On None On 
On Off On 
On None Off 
On None On 
On Off None 
On Mom. Off None 
On None Mom. On 
Mom. On Off Mom.On 
None Off Mom. Dn 
On None Mom. Off 
Off None Mom. On 
On Off Mom. On 
On Off On 
On None Off 
On None On 
On Off None 
On Mom. Off None 
On None Mom. On 
Mom. On Off Mom. On 
None Dff Mom. On 
On None Mom. Off 
Off None Mom. On 
On Off Mom. On 

$216.75C 
233.25C 
266.25C 
283.50C 
I95.75C 
162.75C 
195.75C 
I62.75C 
179.25C 
212.25C 
212.25C 
179.25C 
179.25C 
179.25C 
230.25C 
261.75C 
2I7.50C 
261.75C 
217.50C 
261.75C 
283.5OC 
283.50C 
261.75C 
261.75C 
26I.75C 
283.50C 
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SECTION 5100 

SPEMCO H & H SWITCHES 
EXTRA HEAVY DUTY SWITCH 

NEUTRAL CENTER 

10 Amp. 

Used In haavy ,current circuits, such as trans­
mitters, power amplifiers, motors, etc. Con­
tacts nave fast "break" which reduces the 
tendency to arc. Rated at 10 amp. 125 volts. 
5 amp .. 250 volts % H.P. 250 volts 

Descrip- Sase Dimensions Net 
No. tion Sleeve L. W. H. Price 

°1161-A DPDT '%2' 2" 1%6" I" 4.65 ea. 
1161 DPDr '%2' 2" 1%6" I" 4.65 ea. 

Straight thru, no off-center' 51 .... Diameter-%", 

20 Amp. 

3%2" mounting centers. 10 amp., 250 volts; 20 
. amp., 125 volts; 5 amp., 600 volts 1112 H.P., 

250 volts DC. 2 H.P., 230 volts DC. 

Descrip- Sase Dimensions Net 
No. tion L. W. H. Price 

1161-S DPDT 2'h" 11%2' 12%2' 7.05 ea. 

10 Amp. 

Rated 10 amp. 125 volts, '12 horsepower, 115-230 
volt AC. 5 amp. 250 volts. 

No. 
1177 
1178 

Descrip· 
tion Sleeve 

3 PDT '%2" 
4 PDT '%2" 

Sase Dimensions 
L. W. H. 
2%6" 2" 1%" 
2%,,' 2" 1%" 

SI_e ·Diamater-%" 

THREE & FOUR 
POLE AC 

UTILITY SWITCHES 

Net 
Priee 

7.05 ea. 
8.85 ea. 

15 amp. 125V'h 10 amp. 25OV. AC., axcept Nos. 1200 
and 1201 whic is 10 amp. 250V. AC. 

Descrip- Base Dimensions Net 
No. tion Sleeve L. W. H. Price 

1198 3PST '%2" 
On-None-Off 

1¥i6" 1%,,' 1'h6" 2.40 ea. 

1199 3PDT '%2' 1¥i", 1%6" 1'h6" 3.00 ea. 
On-Off-On 

1200 4PST. '%2' 
On-None-Off 

l¥i", 1%6" 1'h6" 3.45 ea. 

1201 4PDT '%2" l¥i6" 1%,,' l'h'" 4.20 ea. 
On-Off-On 

Sleeve Diameter-1%2" 

FEED THROUGH 
CORD SWITCH 

10 Amp. 

Underwriters' approved, black bakelite casa 
sliding lever, 10 amp. 125 volts, 5 amp. 250 
volts. * .. ' cord hole. 

No. 
1163 

HEAVY DUTY SWITCHES 
Toggle Type 

Net 
Price 

1.29 ea. 

Underwriters' approved. 30 amp. 250 volts, 
AC DC. 2 H.P., 115V-230V AC; I H.P., 460V AC 
For use on Food Machines, Grinders, Sanders, 
Machine Tools, Gasoline Pumps, etc .. 

Roller Type Lever 
30 Amp. 

Square Bakelite Lever 
30 Amp. 

No. 
1190 
1191 

Description 
DPST 
DPST 

Net 
Priee 

2.85 ea. 
2.85 ea. 

METAL PUSH BUTTON TYPE 
NORMALLY OPEN 

20 Amp. 

Underwriters' approvad, 20 amp. 250 volts, t 
H.P. 230V AC, 2 H.P. 250V DC. 
For use on Floor Sander, as a foot switch, e~ 

No. Description . Price 
1192 DPST 2.85 ea.· 
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CORD CONNECTORS 
10 Amp. 

Brown Bakelite Cord Connector Com"late, Yo" 
0.0. x 2112" long. 10 amps. 250 volts. End open­
ing for wire size up to %" 0.0. 

No. 
1162 
1162-F 
1162-M 

Description 
Complete 
Femala Part 
Male . Part . 

RECEPTACLES 

Net 
Prica 

1.86 ea. 
1.02 ea. 
1.02 ea. 

Underwriters' approved, 10 amp. 250 volts AC. 

Short Female Flush Receptacle 
10 Amp. 

No. 
80326 
80327 

No. 
80328 
80329 

Description 
2 Screw Mounting 
Lock Nut Mounting 

Recessed Male Receptacle 
10 Amp. 

80328 

Description 
2 Screw Mounting 
Lock Nut Mounting 

80329 

Net 
Price 

1.14 ea. 
1.86 ea. 

Net 
Price 

1.32e •• 
1.86 e •. 

Recessed Female Receptacle 
10 Amp. 

No. Description 
80331 Lock Nut Mounting 

SLIDE 
SWITCHES 

Housings ara 
.made of steel 
and are cad­
mium plated 
1'%2" long, 
35/64" wid e 
and 11/8" mounting centers. 

No. 
1180 
1181 
1182 
1183 

Description 
SPST .75A-125V AC-DC 
SPDT .75A-125V AC-DC 
DPST .50A·125V AC-DC 
DPDT .50A-125V AC-DC 

Net 
Price 

1.86 ea. 

Kat 
Price 

.186 ea. 

.222 ea. 

.264 ea. 

.33 ea. 

• Detroit. Michigan 
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*1 

SPEMCO NUMBER 
Solder Lug Screw Term. 

GP3-ZI GP3-Z2 

GP3-TI GP3-T2 

GP3-QI GP3-Q2 

GP3-YI GP3-Y2 

GP3-XI GP3-X2 

GP3-WI GP3-W2 

GP3-VI GP3-V2 

GP3-U I GP3-U2 

SECTION 5100 

SPEMCO 
H &. H PRECISION SWITCHES 

GENERAL PURPOSE PRECISION SWITCHES 
SPDT' 

H & H General Purpose Precision Switches feature high elec­
trical rating combined with very low operating force and long 
life. SPOT units may be wired normally open or normally 
closed. UL and CSA approved: 15 amp. 480 V AC, Ih amp. 
125 V DC, 1/4 amp. 250 V DC. 

·1 
ACTUATOR OPERATING FORCE PRETRAVEL OVERTRAVEL 

Pin Type 9to130z. .015" max. .005" min. 

Flexible lear 5 oz. max. 5/32" max. Not over 1/16" 

Std. Roller leaf 5 oz. max. 5/32" max. Not over 1/16" 

Rigid Hinge lever 2/12 oz. 3/8" max. . 219" min. 

Std. Roller lever 3Y2 oz. max. 9/32" max. • 156" min. 

Short Roller lever 6 oz. max. 9/64" max. 3/32" min. 
Short Overtravel 

Button 9 to 13 oz. 1/64" max. 1/16" min. 
Panel Mounted 

Plunger 9 to 13 oz. 1/64" max. 7 /32" max. 

LIST PDlICE 
Solder Lug Screw Term. 

$155.00 C. $165.00 C. 

170.00 C. 180.00 C. 

215.00 C. 220.00 C. 

200.00 C . 205.00 C. 

250.00 C . 260.00 C. 

250.00C. 260.00 C. 

190.00 C. 195.00 C. 

345.00 C. 350.00 C. 
Switches are mounted by two ./40 inch diameter holes on one inch centers. Discount: 1-9, non; 10-/9, 10%; 20·49, 20%; 50·99, 30%. 

HD3-Tl 

SPEMCO NUMBER 
Solder Lug Screw Term. 

HD3-ZI HD3-Z2 

HD3-TI HD3-T2 

HD3-QI HD3-Q2 

HD3-YI HD3-Y2 

HD3-XI HD3-X2 

HD3-WI HD3-W2 

HD3-VI HD3-V2 

HD3-U 1 HD3-U2 ~ 

HEAVY DUTY PRECISION SWITCHES 
SPDT 

H & H Heavy Duty Precision Switches provide, high inrush ca· 
pacity and retain similar performance and actuating charac· 
teristics found in the General Purpose units. SPDT switches 
can be wired normally open or normally closed. UL and CSA 
approved: 20 amp. 480 V AC, 10 amp. 125 V AC "L" load, Y2 
amp. 125 V DC, 1ft! amp. 250 V DC, 1 H.P. 120 V AC, 2 H;P. 
240 V AC. 

·1 
ACTUATOR OPERATING FORCE PRETRAVEL OVERTRAVEL 

Pin Type 14 to 22 oz. .050" max. .010" min. 

Flexible leaf 9 oz. max. 11/32" max. Not over 1/16" 

Std. Roller leaf 9 oz. max. 11/32" max. Not over 1/16" 

Rigid Hinge lever 2Y2 oz. max. 5/8" max. .078" min. 

Std. Roller lever 2/12 oz. max. 15/32" max. 1/16" min. 

Short Roller Lever 6 oz. max. 1/4" max. 1/32" min. 
Short Overtravel 

Button 14 to 22 oz. .050" max. . 093" min. 
Panel Mounted 

. Plunger 14 to 22 oz. .050" max. .219" min. 

LIST PRICE 
Solder Lug Screw Term. 

$160.00 C: $170.00 C. 

180.00 C. 185.00 C. 

225.00 C. 230.00 C. 

205.00 C. 210.00 C. 

260.00 C. 265.00 C. 

260.00 C. 265.00 C. 

195.00 C. 200.00C . 

355.00 C. 360.00 C . 

Switches are mounted by two .. 140 inch diameter holes on one inch centers. Discount: 1-9, non; 10-19, 10%; 20-49, 20%; 50-99,30%. 
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SECTION 5100 

TELEPHONE JACKS 
SHIELDED JACKS 

JACK PANELS 

CHICAGO, ILLINOIS 

"LlnEL-JAX AND "TINI·JAX" 

The "Littel-Jax" (A) features 
notched insulating washers me­
chanically interlocking springs and 
lugs; "V" bend in tip spring firmly 
"holds" mating plug; minimum 
space requirements. ooonomical. 
Mount in single :Va' hole, panels 
up to ~' thicl<, except L-11 and 
L-12A in panels up to ~'thick. 
No. C-11 (JJ-034) and C-12A 
(JJ-089) mate with No. 440 (pJ-
055B) plug;C-12B (JJ-033). 8-12B 
and 8-138 mate with No. 480 

(JAN pJ-068 or W.E. No. 309) Plug. No. C-11 and 
C-12B have locating pil18 (non-turn devices). No. S-l1 
similar to No. II except .210' J.D. sleeve to mate with 
8-250 and 8-280 Plugs. C-11 (JJ-034), C-12B (JJ-033) 
and C-12A (JJ-089) per JAN-J-641. All others mate 
with standard ~·dia. plugs such as our No. 40, 250, etc. 
The "Tinl-'Jax" (B) a miniature 2-conductor Jack, 
approximately J.3 the size of the "Littel-Jax"; other­
wISe similar in construction. Mounts in ~' dia. hole; 
panels up to 78' thick. Mate with "Tinl·Plugs" No. 
750, etc. 43A has a unique spring design that requires 
a pear"Bhaped tip, such as our No. 750. 

"LlTTEL·JAX" "TINI·JAX" 
Schematic Part U.S.A. Part U.S.A. No. No. List Price No. List Price 

11 $0.40 41 $0.40 
C-ll $0.60 

I L-ll $0.50 
S-11 $0.45 

12A $0.45 42A $0.45 
C-12A $0.75 III 
L-I2A $0.55 

13 $0.90 V 
13A $0.85 43A $0.70 VI 
13E $0.90 IX 

Three Conductor Types 
128 $0.55 

C-12B $0.70 IV 
S-12B $0.65 

13B SO.75 
VII 

.S-13B $0.95 
For detailed InformatIon requa.t Swltchcraft 
Catalog J-l01. 

wo· "MICRO·JAX" 
Precision manufactured jack for mlnia~ 
turlzed applications. Two conductor, 
single closed circut. See Schematic Cir-

cuit III. Silver plated contacts on special tempered 
nickel silver springs. Internally keyed nylon insu­
lation interlocks springs and solder lugs to eliminate 
shorts. Fits .190" dia. hole in panels to %2" thick. 
"Micro-Jsx" i, ~.th the ,ize or standard phone 
jil{'ks. :lIates wHh "}Ii('ro~Plug". Series 8:;0, 880, 
Part No. TR.2A U.S.A. !.lst Pri •• $.45 
For detailed information requ •• t Switchcrait 
Catalog J-l01. 

"LAMP JAX" 

~Switc;'l.ooard Panel Type. Lamp 
completelY insulated. Interchalllle­
able with W.E. #47A '" 47B. 

Accepts standard Switchboard Lampe. Ideal for mount­
ing on Jack Panel. Two frame mountings-Vertical 
add prefix A. Horizontal prefix C. 
Part No. L T -47 U.S.A. List $2.00 
For detailed Information reque.t Switcheraft 
Catalog J-l0l • 

"SHIELDED JAX" et. "Shielded Jax" (H) regular "Littel.Jsx" 
(see separate listing) assembled into 

Ii shield. ideal for high impedance circuits. 
Part U.S.A. 
No. List Price DESCRIPTION 

CN-ll $o.aO Open ckt. (see No. 11) 

CN-I2A $0.85 Close ckl. (see No. 12A) 
CN-12B $0.95 (see No. 12B) 
CN-13B 51.15 (see No. 13B) 

"SF·JAX" 

"SF-JAX", Series 20 (C) requires a minimum 01 panel 
depth, mounts in single :Va' dia. hole, panels up to '(,' 
thick. Series 50 (D) similar to Series 20, except solder 
lug location noc ... it.t .. more depth but requires less 
panel space. Mounts in panels up to ~. thick. 
Series 0-20 and C-50. MIL types with Military Insu­
lation and finishes. otherwise similar to commercial 
Series 20 and 50; both will mount in panels up to ~' 
thick. 

Series 20 " C-2O Series 50 " C-SO MIL Sche-
Part U.S.A. Part U.S.A. Type matic 
No. List No. Li,t No. No. 
21 50.65 51 $0.65 

I C-51 $1.20 JJ·096 
22 $0.80 52 $0.80 II 
22A 50.80 52A 50.80 

III C-52A $1.30 JJ0097 
22B $0.80 52B 50.80 

IV C-52B $1.30 JJ-l03 
23 $0.95 53 $0.95 

V C-23 51.35 JJ0099 
23A $0.95 53A $0.95 

C-23A $1.35 JJ0098 VI 
C-53A 51.55 JJ·092 

23B 50.95 53B $0.95 VII 
"23C $0.95 53C 50.95 VIII 

23E $0.95 53E $0.95 
IX C-23E 51.35 JJ-l02 

24 $1.10 54 $1.10 X 
24A 51.10 54A $1.10 

C-54A $1.60 JJ-D93 XI 

24B $1.10 54B $1.10 
XII C-54B $1.60 JJ-l0l 

25 51.30 55 $1.30 XIII 
C-55B $1.85 JJ-095 XV 

26 S1.40 56 $1.40 XIV 

For detailed information request Swltchcraft 
Catalog J.101. 

"LF.JAX" AND "M .... AX"~~ 

~ ~ 
Long Frame Jack" the "LF-JAX", (E) Series 30, 
requires minimum panel space, 3' deep. 
"M-JAX" (F) II heavy frame, often referred to as 
Navy Jack, 21\1<' deep. Both tfPeB mount in single 
:Va' hole in panel, up to ~' thIck 

"LF·JAX" "M·JAX" MIL Sche-
Part U.S.A. Part U.S.A. Type matlc 
No. List No. List No. No. 
31 SO.75 M-441 $1.50 I 
32 $0.95 II 
32A $0.95 M-442A $1.70 JJ-l07 III 
32B $0.95 IV 
33 51.05 V 
33A 51.05 M-443A SI.95 JJ-l05 VI 
33B $1.05 M-443B $2.10 JJ-l06 VII 
33C $1.05 VIII 
33E $1.05 IX 
34 SI.2O X 
34A $1.20 XI 
34B SI.2O 'M-444 J2.30 JJo083 XII 

M-444B $2.20 JJ0082 XII 
35 $1.45 M-445 $2.75 JJ-104 XIII 
36 $1.70 M-446 $3.50 JJ0079 XIV 

M-446A $3.90 JJo081 XVI . , BusblDg .2085 ,to mate WIth plugs I'J-068 and PJ-a09 • 

"T .... AX" AND "MT .... AX" 

.~9Srf!.The ... T-JAX" and "MT-JAX" are 
a long frame, switchboard type. 

G The "T ·JAX", commercial quality, 
for lOW cost communication equipment where economy 
is all important. 
The "MT ·JAX" is recommended for high quality com· 
munication and Military equipment, featuring welded 
crossbar Palladium contacts. Frame design also avail· 
able with mounting ear rotated 90" from position shown 
in figure "G"; add 'prefix "c" to part number. All 
types listed mate with ~' dia. plug sleeves UDless 
otherwise indicated. 

UT-JAX" "MT·JAX" MIL Sehe-
Part U.S.A. Part U.S.A. Type matie 
No. List No. List No. No. 

T-331 $1.05 MT-331 $1.50 JJoOS6 I 
MT-332 $1.70 II 

T-332A 51.20 MT-332A $1.70 JJ·024 III 
T-332B $1.20 MT-332B 51.70 JJ0022 IV 

MT-332C 51.95 JJo016 XVIII 
MT-333 51.95 JJo084 V 
MT-333B $1.95 VII 
MT-333E $1.95 IX 

T-334A S1.50 MT-334A S2.00 XI 
T-334B S1.60 MT-334B 52.00 JJ-Il42 XII 
T·334C $1.50 MT-334C $2.00 JJ·072 XVII 

MT-334E $2.00 JJ-085 XXV 
MT-334F $2.00 JJ-035 XIX 
MT-335 $2.25 XIII 
MT-885A $2.25 JJ-017 f 
MT-336 $2.25 JJ..:tl74 XX 
MT·336A $2.75 IJ0075 XIV 
MT-336B $2.75 JJ0077 XXI 
MT-336C $2.75 JJ0073 XXII 
MT-336E $2.75 XXIII 
CMT,880E $2.75 JJ·OI9 XIII 
MT-337 $2.75 JJ-D87 XXIV 
CMT-8.~7 $2.75 JJ-015 XXIV 
*MT-342E $1.85 IV 
*MT-344B $2.25 XII , ·Bushlng .2085 to mate WIth pJ·068 and PJ-a09. 

tFor detailed Information request Switcheraft 
Catalog J-102. 

Part U.S.A. 
No. List DESCRIPTION 

1200 SI8.00 Single Row Panel, less Jacks. 
1232A S45.00 Singh, R~w, 12 pro closed ckt. 

T-a32A "T.Jax". 
1332A $55.00 Single Row, 12 pro closed ckt. 

MT-a32A "MT-Jax". 
2400 $20.00 Double Row Panel, 1 ... Jack •. 

278' wide (holds 48 Jacks). 
2432A $75.00 Double Row, 24 pro closed ckt. 

T-332A "T.Jax". 278' wide. 
2532A $95.00 Doubie Row: 24 pro closed ckl. 

MT-3"32A "MT-Jax". 2W wide. 
2600 $25.00 Double Row Panel, less Jacks. 

I '!i' wide (holds 52 Jacks). 
2632A $85.00 Double Row with 52 No. T-332A 

"T-Jax". I~' wide. 
2732A SI10.00 Double Row with 52 No. MT-

332A "MT-Jax". 1~' wide. 

2800 $40.00 Double Row Aluminum Panel 
Lea, Jacka. l%H wide. 

For detailed information reque.t Switchcraft For detailed Informlltion reque.t Swltcheraft For detailed Information requ •• t Swltcheraft 
Catalog J-l01. Catalog J-l0l and J-l02. Catalog J-102. 

r-------------------------------------------------------~------~ 
~ ~ ~:J Q..:=#I ~ n..§ q~ ~ o .;=fi ~ ~ ~ ~ 

II III IV V VI VII VIII IX X XI XII XIII. 

~ Q~ ~ ~ L~ ~ ~ ~ ~ ~ CL~ ~ 
XIV XV XVI XVII XVIII lUX Xl( XXI XXII XXIII XXIV XXV 

The above are strictly electrical schematics and do not necessarily Indicate relative solder lug positions. 
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I SECTION 5100 

CHICAGO, ILLINOIS 

Part No. Part No. U.S.A. Schematic 
Red Button Blk. Button List Price Circuit 

903 913 $1.50 or=;~ 

9030 9130 $1.50 ~; 
923 933 $1.75 ,,-=1. 
9230 9330 $1.75 ~r 

"CORD SWITCHES" 
E-903 I E-913 I $2.50 I or=;-

E-9030 I E-9130 I $2.50 I ~; 
"LlTTEL" AND "TINY" SWITCHES 

A 
C 

~O 
Part No_ 

Red Button 
101 

'101-5 
102 
'102-5 
103 

'103-5 

The "Littel Switch" (C) available in 3 
circuits, red or black I pc. Plastic P.B .• 
non-locking only. Integral contacts; 
recommended for low current circuits 
only; same switches with suffix letter 
"S" in part number rated at 3 amps, 
300 watts A.C. non inductive load. 
Mounts :J.BI' dia. hole in panels up to J,4'. 
The "Tiny·Switch"(D) similar in con .. 
8tructioll but approx. ~ the sile of 
"Littel-Switeh". Available integral con­
tacts only. Mounts U' dia. hole in 
panels up to J-i' thick. *Silver Cantil 

Part No. U_S.A. Schematic 
Blk. Button List Price Circuit 

201 $0.90 
I 

201-5 $1.05 
202 $0.90 

II 
202-S $1.05 
203 $1.00 

III 
203-S $1,20 

"TINY -SWITCHES" 
951 961 $0.90 I 
952 962 $0.90 II 
953 963 $1.00 III 

"FF" AND "NF" SWITCHES 
. "FF-Switeb" (E). Series 1000. I-pc. 

~ 
black plastic pusb button; all eom­

I mOD circuits. Mounts in single Ys. 
~ dia. bole, panels up to U' thick. 

, Fine silver contacts rated at 3 amp. 
E 300 Watts iDax. A.C. non-inductive 

FF-8witcll 
Part No. 

1001 
1002 
1003 
1004 
1005 

·1006 
1009 

load. Frame '" wide; I'~ Ig. o/a. 
"NF-Switcb" ·(F) series 4000, same 
reatur .. and rating as "FF-Switeh" 
but smsller. Frame J.i' wide; 1%' 
long o/a. mounts in panels up to 
~' thick. 

NF-Switeh U.s.A. Schematic 
Part No. List Price Circuit 

4001 $1.05' 1 
4002 $1.05 II 
4003 $1.20 III 
4004 $1.30 IV 
4005 $1.30 V 
4006 $1.55 VI 
4009 $2.10 VII 

For detailed Information reque.t 5witchcraft 
Catalog 5-301. 

"LEV.R·SWITCHES" 

Unusually small lever 
action switch. Ideal for 
test equipment~ inter­
com. systems, model r.r. 

switch panels, etc. Mount in I~" dia. hole, panels up to 
~!'" thick for series 3000, and panels up to !.4" for series 
13000. Contacts fine silver, rated at 3 amps., 300 watts 
max. non-inductive A.C. load. Welded cross bar Pal· 
ladium contacts special. 
Add suffix "L" lOr locking type. 

TWO POSITION TYPE 
Series 3000 Series 13000 

SChematic 
Non· U.S.A. Non· U.S.A. CKT. 

Locking List Locking Lisl 
3001 51.95 13001 52.10 XI 
3002 $1.95 13002 $2.10 XII 
3003 52.25 13003 52.40 XIII 
30030 $2.40 130030 $2.50 XIV 
3004 52.50 13004 52.65 XV 
3005 $2.50 13005 $2.65 XVI 
3006 52.75 13006 $2.75 XVII 
30060 52.90 130060 52.90 XVIII 
3009 $3.40 13009 $3.75 XIX 

THREE POSITION TYPE 
3033 52.50 13033 52.65 XX 
3034 $2.60 13034 $2.75 VIII 
3035 $2.60 13035 $2.75 IX 
3036 $2.90 13036 $3.10. X 
30360 $3.10 130360 53.25 XXI 
3037 $2.95 13037 $3.10 XXII 
30312 53.75 130312 $4.00 XXIII 
30313 53.75 130313 $4.00 XXIV 

3033T XX 
3037T XXII 

~ 
SERIES 12000 . . 
Requires minimum depth (%') behind 
panel. Single hole mounting. Springs 
insulated. Contacts fine silver rated at 3 
amp. 120V A.C. non-inductive load, 300 

Watts mali:. std. For detailed information regarding 
stack heights write ror technical sheet. See basic contact 
form!'!. 

Series 12000 U,S,A. Schematic 
Locking Non·LockinG List Circuit 

TWO POSITION TYPE 
12001L 12001 51.75 XI 
12002L. 12002 $1.75 XII 
12003L 12003 $2.00 XIII 
120030L 120030 52.25 XIV 
12004L 12004 $2.25 XV 
12OO5L 12005 $2.25 XVI 
12006L 12006 $2.58 XVII 
120060L 120060 $2.75 XVIII 

THREE POSITION TYPE 
12033L 12033 $2.25 XX 
12034L 12034 $2.35 VIII 
12035L 12035 $2.35 IX 
12036L 12036. $2.65 X 
120360L 120360 $2.85 XXI 
12037L 12037 $2.75 XXII 

3 POS. LOCKING ONE SIDE­
NON.LOCKING OTHER SIDE 

For detailed information reque.' 5wllchcraft 
Catalog 5.302. 

STACK SWiTCH KITS 
Experimental Kits consisting of the most popular springs. spacers. Insulators. 
tubing, pins, roller assemblies and assorted cantaets. Ideal ror assembling 
desIgn samples, field repair and replacement. Kit No. K-IOl. recommended ror 
the engIneer who has not decided which spring design to use. Kits No's. K-I02 
and K~103 contain springs or one type. 

U.S.A. 
Part No. /-ist Pri •• Do •• rlption 

K-IOI $16 .. 50 Assorted 'A" and ,," mtg. ctr. contact 
springs and parts. 

K-102 $16.50 Assorted * H mtg. 
and parts. 

etr. contact springs 

K-IOS $16.50 Assorted %" mtg. 
and parts. 

ctr. contact springs 

For detailed In,formation reque.' 5wltchcraft Catalog 5-304. 

~ -rc= ,..e::i ~ Tl3 ~ all &-f" 
II III IV V VI VII VIII 

a--'. a.A-. S-A-. E¥A-•. §l J.. §IJ.. eJ.. 's-f-
XIII XIV XV XVI XVII XVIII XIX XX 

© U.c.P., Inc. Trade Discount .Applies To list Prices Only 

SWITCHES 

STACK SWITCH KITS 

Long rrame switches, 8eriesl1000 (J), locking nnd non­
locking push button design commonly used on Jack 
Panels. same mounting as ·'MT-JAX" .. j;:!" dia. mount~ 
ing hole 7H" center distance to push button. Requires 
2l1." depth behind panel. Welded cross bar Palladium 
contacts rated 3 amps. A.C. 300 Watts max. non-induc­
tive load. 
Serics 11200 (K), similar to above but turn type opera· 
tion, locking and non-Jocking. 
Add suffix "L"lo part number lor locking type. 

"PUSH "TURN· 
BUTTONS" BUTTONS" 

SERIES SERIES 
11000 11200 

Pan No. Part No. U.S.A. Contacl 
Non·LockinG Non·Locking List Assembly 

11001 11201 ' $3.50 I-A 
11002 11202 $3.50 I-B 
11003 11203 $4.00 I-C 
110030 112030 $4.00 I-D - 11004 11204 $4.50 2-A 
11005 11205 $4.50 2-B 
11~06 11206 $5.00 '2-C 
110060 112060 $5.00 2-D -
11008 11208 $5.60 4-A 
11009 11209 $6.00 3-C 
11012 11212 $6.80 4-C 

ThIS table refers to BaSIC Contact Forms under the 
heading "Contact Assembly" 

BASIC CONTACT FORMS 
:----- I :=:::r I S I 

A • C 

~I f=t f 
D F 

For detailed information on the.e product. re .. 
que.' 5witchcraft Catalog. 5-301 and 5-302. 

Series 6000, "Telever Switch" (L). rugged telephone 
type; 3" dfPth behind panel. Welded cross bar Palla­
dium contacts rated at 3 amps., 300 Watts max. non­
inductive A.C. load. Insulated black knob; chrome 
plated brass actuator. Standard mounting centers 
1?i2" x 1=!i6"; usually mounted by four· No. 3-48 screws 
(not rurnished) ; can be aBBembled to escutcheon plate. 
Series 16000. "Telever Switeh''- (M). same design as 
Series 6000, except features a single hole mounting; 
requires 1~3':!" hole in panels up to 34''' thick. Unique rea­
ture, "non-locking'" type can easiJy be converted to 
"locking" by removing "stop plate". 
Add suffix "L" to part number lor locking type. 

6000 SERIES 16000 SERIES Conlacl 
Part No. U.S.A. Part No. U.S.A. Assembly 

Non.Locking List Non·Locklng List 

TWO POSITION TYPE 
6006 $ 5.00 16006 $ 5.00 2-C 
60060 $ 5.60 160060 $ 5.60 2-D 
6008 $ 5.60 16008 55.60 4-A 
6009 56.00 16009 $ 6.00 3-C 
60012 $6.80 160012 $ 6.80 4-C 
600120 $ 7.50 1600120 $ 7:50 4-0 
60024 $10.00 160024 $10.00 S-C 

THREE POSITION TYPE 
Pos.1 Pos.2 

6036 $ 5.00 16036 $ 5.00 I-C I-C 
60360 $ 5.60 160360 $ 5.60 I-D 1-0 ,-
6038 $ 5.60 16038 $ 5.60 2-A 2-A 
60312 $ 6.80 160312 $ 6.80 2-C 2-C 
603120 $ 7.50 1603120 $ 7.50 2-D 2-D 
60316 $ 8.80 160316 $ 8.80 4-A 4-A 
60324 $10.00 160324 $ 10.00 4-C 4-C 
530 $ 0.60 Escutcheon plate with 4 mounting 

screws. For series 6?OO only. 

s:t· {§:t· $=-.a... ~A-. 

IX X XI XII 

§=i· ~t· It. ~t· W 
XXI XXII XXIII XXIV 
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I SECTION 5100 
-

CHi C AGO, ILL I N 0 I S 

"MULTI.SWITCH" 
"PUSH.PUSH" SWITCH 

"TF" SWITCH - "LJ(" SWITCH 
JACK COVERS - TWIN JACK 

"MULTI·SWITCHES"-How, Choo.e from Six Frame Series. 
Featuring. 

• Illuminated or Non.llluminated 
• tholce of Functions 

• Multiple tircults Available 
• tho Ice of 2 Plunger tenters -

o/a" and %" 
The versatUlty of the HMulti-Swltch"' permits custom designing of push-button switches to meet any requirement. Ideal tor use in all types of alec'· 
tronic equipment. Six Frame Series are available: Series 7000. non-illuminated, ,," plunger centers; Series 8000. non-illuminated. "'" plunger 
centers; Series 17000, illuminated, 'ill" plunger eonters. Includ .. 6V midget screw base lamp. Buttons have Identifying discs. Serl .. 18000, lIluml­

"JF;;;;;;;;iiii;~il;il;;;JI~ nated, *-" plunger center. All features of·Serl" 17000 are retained. New, Series 21000, illuminated, 'ill" plunger center. Featuring a new button mJ &., design and two lainp voltages, 6V. 28V. The miniature lamps ate purchased separately, Series 22000. illuminated, same 8S Bertes. 21000, except 
- E with *-" plunger centers. 

All Seri .. of the "Multi-Switch" may be assembled at the factory or adapted In the 
!leld to provide these functions: Interlock-pressing any button or group of buttons will 
release previously depressed button. Non~Locking-Momenta1'Y action (no interaction 
between buttons). All Lock-Preasing but.ton does not. release button previously depressed 
(order frame with extra button to se .. e as release button). Interlock and Non-Lock or 
All-Lock and Non-Lock combinations. 

Each complete unit consists of the following eomDonents which are ordered 8~arately: 
Fram. with push buttons; individual switch stacks (which are to be Installed OIl the 
frame): lock·ollt bar (optional): and Solenoid release (optionllll. On Series 21000 and 
22000 nIumlnated Multl-Swttches, the lamps are also ordered separately. 

For detailed engineering specifications anil special functions on 
Multi-Switches, requist Switchcraft Catalog 5-306, 

IAI NON-ILLUft\!NATED PUSH-BUTTON FRAMES 
A round brown push-on button Is furnished for each 
station and extra red but.ton tor use when switch re~ 
quires a release. 

U,S.A. No. of 
Part No.' List Prl .. ·' station. 

7400 $12.00 4 
7600 $16.00 6 
7800 $20.00 8 

71000 $24.00 10 
71200 $28.00 12 

'Only popular frames listed above, actually .vall­
able from 1 to 37 stations. 

**Add 10% to above Lbt Prices when ordering Series 
8000 Frames with %,11 plunger centers. avaU&ble 
up to 81 station .. 

IBI SERIES 17000 ILLUMINATED 
PUSH-BUTTON FRAMES 

Buttons light In "IN" position. If buttons are to 
light In "OUT" poaltlon, prefix Part No. with "M"; 
or If buttons are to light In "IN" and "OUT" posi­
tion, pre!lx Part No. with "N". Supplied with 
white upush~on" discs; and red disc for release 
station. 

U.S.A. . No. of 
Part· No.' List Prl •• •• Station. 

17400 $24.50 4 
17600 $34.50 6 
17800 $45.00 8 

____ ~17~10~0~0--~--~$~5~5.~00~_1--~11-20----
171200 $65.00 

'OnlY popular Frames listed above, actuallY avail­
able from 1 to 37 stations. 

"Add 10% to above List Prices when ordering 
Series 18000 Frames with *-" plunger eonters; 
.vallable up to 31 stations. . 

U.S.A. U.S.A. 
Non· List List S.hsmatlc 

Loeklng Prle. Loeklng Prle. Clr.ulto 
974 $1.80 974L $1.65 2.A 
975 $1.30 976L $1.55 2-8 
876 $1.30 976L $1.55 2-C 

For detailed information, request Swltchcraft 
Catalog 102. 

_ "HOOK SWITCH" 
Hanging accessory on "hook" 
acluales swilch. Requires minimum 
of depth behind panel. Soft, easy 

action. Fine silver contacts rated at 3 amJil. 120V. A.C. 
Palladium contacts and special circuito available. (Refer 
to basic contacl forms Page 2. Specify by lellering.) 

Pan U.S.A, Schematic Pan U.S.A. Schematic 
No. List Circuit No. List Circuit 

14004 $2.75 ~ t4006 $3.00 ~ 

14005 $2.75 ~ 14012 $3.85 !in­
For detailed Information, ~que.t Swltchcraft 
Catalog 5·303. 

"JACK COVERS" 
500 Series Cover used with conventional 
%'-32 Ihreaded bushing type Phone 
Jacks. Spring loaded cover immediately 
snaps over Jack opening when plug is removed, pro­
viding a moisture seal. 
600 Series Cover, similar to above, is used with certain 
type Tip Jacks. Fit Tip Jacks with ~' mounting; 
height of Tip Jack head ~' to ~'. ' 
Also can be used as cover. for .. Tini-Ja .... 

.A 
Pan List Pan List 
No. Price Description No. Price Description 
510 $1.05 Olive Drab 610 $0.75 Olive Drab 
512 51.05 Br. Nki. 615 $0.75 Black 
515 51.05 Black 620 $0.75 Navy Grey 
520 51.05 Navy Grey 

For detailed 
Catalog J-IOI. 

Information, requeli Switch craft 
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It I SERIES 21000 ILLUMINATED 
PUSH-BUTTON FRAMES 

Buttons Ught In "IN" position. If buttons are to 
light In "OUT" poSition pre!lx Part No. with 
"M"; or If buttons are to Ught In "IN" and "OUT" 
poslt!on, predx Part No. with "N". Standard but­
tons Ire supplied with whlte jewels and df.1fuserJ; 
other colors available on special order. 

Part No.· 
U.S.A. No .• f 

List Prl •• ·' station. 
21400 $24.50 4 
21800 $84.50 6 
21600 $45.00 8 

211000 $55.00 10 
211200 $85.00 12 

'Only popular Frames Usted above, actuallY avail­
able from 1 to 37 ,tations. 

•• Add 10 % to above Ll,t Prices when ordering 
Series 22000. Framea with *-" plunger eontera; 
avaUabl. up to 31 station •• 

LAMPS FOR SERIES 21000, 22000 FRAMES 
Lamps are not furnished wtth nIumlnated "Multi­
Swlteh" Frames Serl .. 21000, 22000. When ordering 
these fram.. determine and specify lamp voltag .. 
yOu w!ll require. 

Part No. 
P.1598-2 
P.I593·1 $1.50 

TYPE J' SOLENOIDS 
Fasten to end of Frame. 

Part No. Voltage 

"RS·SWITCH" 
The "RS-SWITCH': {I locking Bnd non-locking, 2-
or 3-position, all common 
eircuits. Mounts in single 
%' dia. hole, panels up to 

, ~. thick. Fine silver COR­
taels ratOe! 3 amperes, 120 

'volta A.C, (non-inductive). . . 
Add 8uffix "L" to part number for locking lyJIe. 

Part No. U.S.A. Schematic 
Non-Locklng List Price CKT. 

2001 $1.25 XI 
2IlO2 $1.25 XII 
2003 $1.50 XIII 
2004 $1.50 XV 
2005 $1.50 XVI 
2006 $1.85 XVII 

THREE POSITION TYPES 

2034 I $1.50 I VIII 
2035 $f.50 IX 
2038 $1.95 X 

For detailed Infonnatlon, request Swltchcraft 
Catalog S-303. 

TWIN JACK 
Twin Jack, s!mUar to "lIT-lAX," 
except frame Is doubled. lIT-388 
matea with 4l1, 412, 413, 420 and 
426 plugs. MT-889, two 3-cond. 

lacka interconnected, mat.. with 482 plug. Twin 
.Jacks have mounting ears on I'MIN centers; sleeves 
are on %" centers. 

Part No. 
MT-888 
MT·889 

For detailed Information, request 5w1tchcraft 
tatalog ~.I 02. 

LOCK·OUT BAR 
Lock-oUt bar. Flli. E .. jJ .... ents operation or more 
than on. button at a tim.. Mounted at rear of 
":M:ulti-Swtteh " 

U.S.A. No. of 
Part No, List Prl .. Stations 

K04 $8.25 4 
K06 $8.50 6 
K08 $8.75 8 
KID $4.25 10 
KI2 $4.75 12 

STACK SWITCHES. 
For all Multl-Swlteh.s, Fig. D. 

Series 70 - S.rles 70P -
Sltvor Contatt. Palladium Contaets 

U.S.A. U,S.A. 
Part ~Ist Part List Sehematlc 
No. Prl •• No. Prl •• Clreult 
71 $.50 71P $.60 =--.1.. 
72 $.50 72P $.60 ::::r.J..."" 
73 $.60 73P $.80 i:::i- -'-"" 

73D $.70 78PD $.90 e.J.N 
*Llsted above are a few ot the popular stacks. many 
others avallable. from stock. 

, • Unique. new ,Ingle station push-button 
,wttch .. featuring push-to-lock, push-~~
USH.PUSH SWITCHES 

H. J . ~~~!~~~O::'fIi:)~~~::r~-~fi~;.t 
na type. Welded .... s bar Palladium Contact. 
rated at 3 amps, 3.00 watts max. non-Inductive A.C. 
load. Square brown b,utton. 'ill" mounting eonters; 
mounted by two 3-48 ,crews (not furnished). Series 
5000, same design as Senes 5000L. except momentary 
type. (Seri" 5000L can also be converted by user to 
momentary action.) 
Series 15000L, "Push-Push" Swlteh (1). similar to 
Series 5000L, except illuminated. Two lamp voltages, 
6V and 28V are available. Utlll.es same lamps and 
buttons as furnished for Multi-Switch .. , Series 
21000 and 22000. (See listing above.) Standard 
buttons are fUrnished with white jewels and di:ffUBer&, 
other colors are available on special order.· Button 
lights In "IN" POSition. If buttons are to ligbt In 
"OUT" POiltlon, pretlx Part No. with "M"; or If 
buttons are to light In "IN" and "OUT" position, 
prel!x Part No. wtth "N." Order lamps separately. 
Series 15000, similar to Series 15000L, except m0-
mentary action. (Serl .. 15000L can also be con­
verted by user to momentary action.) 
The following numbers cover the most popular Push 
to Lock, Push to Rele .. e Switch .. , In various swlteh­
Ing romblnations. Special elrcults, or special 00Il­
tacta, can be furnished OIl production orders. 

Part 
No. 

Delete suftlx "L" In part number for momentary 
action. Order lamps Fle~ar8tely for Series l5000 
Swtteh... (See above lIatlnga OIl lamps.) 
For detailed InformaHon, reque.t Swltchcraft 
tatalog S·306. 

~ RUllled, lover type swtteh featur\DII ~ LK SWITCH 
new short frame design. Fine sUver 
contacts rated at 3 amp., 800 watts 

max •• nOll-Inductive AC load. Locking and non-lock­
Ing, 2 or 8 position action. Fram. has 2 tapped 8-48 
holes for easy mounting. 

TWD POSITION TYPE 
U.S.A. 

Part No. List Prl .. Clreult. 
28201 $1.65 I-A 
29208 $1.95 I-C 
28208 $2.25 2-C 

t1.~:':.':ll~~; ::t&a~::,~b:J: J:E:: sYJ'.~· non-
locking action other' sid •• 

For detailed information, request SWitchcraft 
Bulletil\ No. 115. 

Trade Discount Applies To List Prices Only © U,C.P., Inc. 



I SECTION 5100 

CHI C AGO, ILLINOIS 

//.AI~~ 
The "Littel-Plug" (A). radically new. fitting standard 
Jacks; solder lug type features clamp terminal serving 
.. • cable clamp and terminal-perfect for metal braid 
cable. Screw type terminals-no clamp. Tenite or Metal 
handles 1 Ys' L .• )1' dia. Ext. metal nickel PI. 
No.'s 8-250 and 8-280 have a .206 di •. sleeve; mates 
wit~ Soli and 8-128 Jacks. No.'s 180 and 288 have 
wide insulator between sleeve and tip-makes it pos­
sible to use a 2-conductor Plug in a 3-eonductor Jack. 
No·s. C-240. C-245 .ndC-270 have an Integral cord 
clamp and screw terminals. 
No·s. 6-260 and 6-290 have a .206" dla. sleeve; 
mate. with 6-12B. S-13B Jacks. 
The Standard Plugs (B). conventional design, avail­
able both black Bakelite or metal handles 2\10' L. x 
'\10' O.D., except No. 90 and No. 160 have metal han­
dles I' long. Exterior metal parle bright niekel PI. 
No. 170 (E) is similar to No. 70. except 2 piece handle 
with built-in cable clamp: No. 190A similar to No. 
90 except same handle .. No. 170. No. 475 same as 
No. 170 but MIL construction for type PJ-636. No. 
385 I' Ig .. 206' dia. sleeve and tipomates with S-11 & 
S-128. 
The "Silent Plug" No's. 49 and 169. teatures a cir­
cuit closing device, when removed !rom Jack. 
The "Lug Plug" (C). low ..... t two conductor. solder 
lug term. Exterior metal parts bright Nickel PI. Red 
or Black Tenite Handles are 1%' L., )1' O.D. No. 380 
has metal handle I' L., bright Nickel PI. 
Plug Adapter (D) used with 2501 F Connector for use 
with standard Jacks. See separate ada"ter listing. 

Part U.S.A. Plug Type Descrip-
No. List Type Handle lion 
40 $0.75 Standard Black 2-cond.· 
44 SO.50 Adapter 2-cond. 
45 $0.75 Standard Red 2-eond.· 
49 $1.50 Standard Black 2-cond.· 
60 SI.05 Standard Black 3-eond.t 
70 SI.20 Standard Metal 2-eond.· 
90 S1.30 Standard Metal 3-eond.t 

160 $0.90 Standard Metal 2-cond.· 
169 $1.75 Standard Metal 2-cond.* 

170 51.65 Standard Metal-2-pe 2-cond. '" 
ISO $1.OS Standard Metal 2·cond. '" 
190 $1.50 Standard Metal 3-cond.: 
190-A S1.95 Standard Metal 3-cond.: 
240 $0.75 Littel-P1ug Black 2-cond .• 
C-240 $0.90 Littel Plug Black 2-cond. * 
245 $0.76 Littel-Plug Red 2-eond.· 
C-245 $0.90 Littel Plug Bed 2·cond. * 
250 $0.70 Littel-P1ug Black 2 .... nd.f 
S-250 $0.75 Littel-P1ug Black 2-cond. t 
255 $0.70 Littel-Plug Red 2 .... nd.t 
260 S1.20 Littel-P1ug Bla~k 3 .... nd.· 
5_260 $1.65 Littel Plug Black 3-cond.* 

267 SI.OS Littel-Plug Black 3-eond.t 
269 $1.OS Littel-Plug Red 3-eond.t 
270 S1.05 Lit~I-P1ug Metal 2 .... nd.· 
C-270 $1.20 Litlel Plug Metal 2·cond.· 
280 SI.00 Littel-P1ug Metal 2-eond.f 
S-2SO 51.00 Littel-P1ug Metal 2-cond. t 
R-280 S1.25 Littel-P1~~rMetal 2-cond.f 

(Sbort aleeve for Revere Recorder., mates with 
No. 126 UExtension Jax") 

288 $1_OS Littel-P1ug Metal 2 .... nd. f 
290 S1.40 Littel-P1u~ Metal 3-cond.· 
5-290 $1.85 Llttel Plug Metal a-condo * 
297 S1.30 Littel-Piit',i Metal 3-eond. t 
350 $0.55 Lug-Plug Black 2-eond.t 
355 $0.55 Lug-Plug Red 2-cond.t 
3SO $0.70 J,ua-P1ug Metal 2-cond.t 
385 $1.00 Lug-Plug Metal 2-eond.; 
475 $1.95 Standard Metal 2-cond.· 

·Screw Terminal.. tClampoLug·Terminal •. 
tSolder-Lug Terminals. 
For detailed Information request Swltchcraft 
Catalog P-20\. 

THICK PANEL 
JAX 

Phone jack with long bushing. Mounts in aingle 
1%2" dia. hole in panels up to 1 %," thick. Ideal 
for use with microphones; extra shielding virtually 
el1mlnates audio hum. No. 151. 2~cond. mates with 
240, 245, 250, 255, 270 and 280 Plugs. No. 152B, 
a-cond., mates with 260, 267. 269 and 297 Plugs. 

Part I U.S.A. I 
No. List Prl.e DESCRIPTION 

151 $1.S5 2-cond. Bras. Nickel Plated 
ta2B $1.50 lS·cond. Bras. Nickel Plated 

For detailed information reque.t Swltchcraft 
Catalog J-I01. 

"LITTEL-PLUG" AND "EXTENSION JAX" 
MILITARY TYPES 

e==FF-rrn 440 ( !d. , 820 

Designed to meet exacting requirements of Industry 
and the Armed Services. Molded construction provides 
complete continuity of insulation in plugs Jack per 
MIL-J-64lA; Plugs per MIL-P-642A. 

Part U.S.A. 
No. List DESCRIPTION 
410 SO.60 2-cond. Solder Cup Type PJ-291 

(Old S C. No. PL-291) Mates with No. 810 (JJ-048) 
Jack 

*430 SI.40 2-cond. Srrew Term. Cable open-
109 l('-Black handle-Type PJ-054B (Old S.C. No. 
PL-54). 
*435 SI.4O Same as No. 430. except Red Han­

dle-Type PJ-054R (Old S.C No. PL-354). 
440 $1.40 2-eond.-Screw Term. Black Han­

dle-Type PJ-05SB. (Old S.C. No:PL-55). 
445 $1.40 2-cond. Screw Term Red Handle 

-Type PJ-05SR. 
*450 S1.40 Same as No. 430, except-Type PJ-

540B-Cable Opening ~' ('!f,' deep) (Old S.C. No. 
PL-S40). Blark Handle. 
*455 SI.40 Same as No. 450, except-Type PJ-

540R. Red Handle , 
470 $2.00 2-cond. Screw Term. Shielded Had-

dIe-Type PJ-055M (Old S.C. No. PL-125). \ 
475 SI.95 Shielded Handle. MIL Type PJ-636. 

Similar No. 70. except 2-pc handle, built-in Cable 
Clamp. Handle 1~' long. 

4SO $3.60 3-cimd.-Screw Term. Black Handle 
-Type PJ-068 (Old PL-68). 

810 $O.SO 2-cond.-Solder Lug-Type JJ-048 
(Old S.C. No. JK-48). mate. with No. 410 (PJ-291) 
Plug. 

820 $1.00 2-cond. Screw Term. Black Handle 
-Type JJ-026 (Old S.C. No. JK-26). 
P-l074-1 SO.85 lor Pkg. 01 25 Strain Relief Clamp. 
Nickel Plate Br .... 
*Mates with No. 820 (JJ-026) "ExtensIon Jax". 

"LITTEL-PLUGS"-"TWIN-PLUGS" 

~ ~ r?'" 
~~e£! 

"Litlel Plugs" -One piece tip rod and. one piece sleeve 
and plug body, assembled together into a mold .. 
inserts. Insulated. Internal interlock to prevent paris 
shifting in position. 
"Twin-Plugs"-Two electrically independent 2-cond. 
plugs, Ys' centers, placed into handles to prOVIde 3 
.double or "Twin-Plug". Self aliPoing. Made in same 
exacting manner as '"Littel Plugs' above. 
Design and material to NME Spec. MJL-P-642(A). 

Part U,S.A. 
No. List DESCRIPTION 

"LITTEL-PLUGS"-MILITARY TYPE 
420 $1.50 2-cond. Screw term. Black Handle. 

Type PJ-047B (Sim. WE 347B). 
425 S1.50 2-cond. Screw term. Red Handle. 

Type PJ-047R (Sim. WE 347A). 
482 $4.00 3-eond. Screw term. Red handle. 

Type PJ-05l (Sim. WE 310) 

"TWIN-PLUGS"-MILITARY TYPE 
411 $4.75 Two 2-cond. plugs. Black Handle. 

Type PJ-327. Provision for inter· 
nal cord clamp (not inciuded). 

412 $4,50 Two 2-cond. plugs. Black Handle. 
(Old MIL Type PJ-289! Sim. 
WE 289B. External Cord Anchor. 

413 $4.50 

8-2674 $0.50 
lorpkg. 

01 10 

Three cirCUit plug with 2 electri­
cally independent, tiP circuits. 
Black Handle. Commercial ver­
.ion of MIL Type PJ -241. Slm. 
WE-241. 

Strain Relief Clamp, Br .... Use only 
with No. 411. 

For detailed Information request Switchcraft 
Catalog P-201. 

"LOCK PLUG".and "LOCK.EXTENSION JAX" 

Em·::f'~ a:ft)!11O 
Locking device locks connedion after tlie plug fully 
inserted into Littel-Jax or Lock-Ext. Jax. Sold. Lug 
Term. Sleeve terminal has cable clamp. Shielded. Lock 
Ext. Jax mates standard Phone PIIigS where no "Iock" 
requirement exists. 

Part U.S.A. 
No. List DESCRIPTION 
282 $1.40 2-Cond. Plug 81m. No." 280 
298 SI.75 a-condo Plug Slm .. No. 297 

123 I $1.75 I 2-cond. Jack Mate. with No. 282. 
133 I $2.25 I a-condo Jack Mates with No. 298. 

For detailed Information request Swltchcraft 
Catalog P-201. 

© U.C.P., Inc. Trade Discount Applies To List Prices Only 

"PHONE PLUGS" 
"MU.ITARY TYPE PLUGS" 

"FLAT PLUGS" 
"MICRO-PLUGS" 

"TINI PLUGS" 
"EXTENSION JAX" 

"FLAT PLUGS" 
A unique design, removable cover for 
easy access to either ocrew or aolder 
terminalo; 2- and 3 .... nd. types. Ideal 
for equipment where' conventional 
long bandle may interfere. 
No·s. 8-230 and 8-235 h8\"e" .206" 
sleeve, mates with S-12B. S-13B . 
Silq._ to MIL Type PJ·068. 

220 225 SO.90 2-eond. Screw term. 
227 229 $0.85 2-eond. Solder term. 
230 235 S1.30 3-cond. Screw term. 
237 239 SI.25 3-cond. Solder term. 

5·230 5-235 $1.75 3-cond. Screw term. 

"SHIELDED FLAT PLUGS" 

~ 
New shielded Hat plug with bright 
nickel plated steel handle. Ideal for 
music equipment or where conven­

'. tional long handled shielded plugs 
may interfere with equipment de­
sign. Unique body design provides 
built-in cable clamp. 

Part U.S.A. 
N.. List Prl.. DESCRIPTION 
228 $.95 2-cond. Solder term. 

"236 $1.40 a-condo Solder term. 

For detailed information request Switchcraft 
Catalog P-201. 

"TINI.PLUGS" 

~ "Tlni-Plugs"-A miniature 2 
conductor Phone Plug for th 
"Tini-Jax"; about ~ the size 0 
Switcbcraft "Llttel PluQ"; sim 

ilar construction. Accepts cable up to ;(e' diameter. 
Cable clamp terminals for soldering also ocrew terminal 
witb no clamp. 

PART NO. 
Black Red 

Handle Handle 
740 745 
750 755 
Metal Handle 

770 
7SO 

U.S.A. 
Lisl 

SD.75 
SO.70 

$1.05 
SI.00 

DESCRIPTION 

Screw Term. 
Clamp Term. 

Screw Term. 
Clamp Term. 

MICRO-PLUG 

/ 

Miniature phone plug. only 1,%,'" 
long; .097" dia. finger; %,." dia. 

body. Mates with "MICBO-JAX." 
Accepts various cable types and O.D. 
up to %,,". Anodized aluminum han-
dle. Solder term .• with cable clamp., 

Part U.S.A. 
N.. List Prl.. DESCRIPTION 
850 $0.75 2-cond. Nat. Alum. Handle 
855 $0.75 2-cond. Bed Handle 
880 $0.75 2-cond. Black Handle 

For detailed information reque.' Switch craft 
Catalog P-201. 

"EXTENSION JAX" 
Feature. a clamp type terminal 

I , I ) providing a cable anohor. Spring 
_.. •• tempered nickel silver .~rings. 

designed to properly 'hold" 
mating plug. Exterior metal parts N.P.: Terminal 
mechanically interlock. High grade insulation. Avail 
able in 2 and 3-conductor types. solder lug or~crew type 
terminals. Bakelite or Brightly Nickel Plated Br ... 
bandle •. Mateo with any ~ standard plug. 8-128 mates 
with 8-250 plug. 8-830 and 8-1230 .210 J.D. buahing to 
mate with PJ-068 plu~. No. 125 is Ext. Ja. for Tini 
Plug. I~' O.D. Built-In cable clamp is cable support 
and sleeve terminal. 
NO"F,. 121 and 131. accepts %" dia. "LUtel Plugs": 
shell dia. same as Llttel Plugs. Features cable 
clamp. 

Part 
No. 

SO 
88 

120 
121 

125 
126 
128 
131 
830 

S-830 
838 

1230 
S-I230 

1238 
" 8-128 

U.S.A. 
Lisl 

$1.15 
SI.00 
S1.55 
$1.60 
51.25 
SI.SO 
S1.40 
$2.00 
$1.55 

S2.00 
S1.40 
$1.85 
S2.50 
S1.80 
SI.50 

Far detailed 
Catalog P-201. 

Handle Description 
Black 2-eond. Screw Term. 
Black 2-cond. Lilg. TerlD. 
Shielded 2..,ond. Screw Term. 
Shielded 2·cond. Lug Term. 

Shielded 2-eond. Lug. Term. 
Shielded 2-eond. for R-280 Plug 
Shielded 2-eond. Lug. Term. 
Shielded 3-cond ... Lug Term. 

Black 3-cond. Screw Term. 

Black 3-eond. Serew Term. 
Black 3-eond. Lug. Term. 
Shielded 3 .... nd. Screw Term. 
Shielded 3-eond. Screw Term. 
Shielded 3-cond. Lug. Term. 
Shielded 2-eond. Spec. Lug. Ter. 

Information request Swltchcraft 
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CHICAGO, ILLINOIS 

MICROPHONE MIXERS 
T&II finish. Brown knobs with gold metallic inserts. Rubber feet. Shielded. 
Inwt Jacks on back, with Phono Jax for output to 1'eCnrder or amplifier. 
CAUTIO~: Do not use in-ciutput circuit to directly control the volume 
of individUal speakers. Sile: 2' x 3%' x 6'. 

MIXER, MONAURAL--4-channel, high imp. For mix­
ing up to 4 sif!nals, such as Mica., Phonos, Tuners, 
etc., into a single output. Inputs 2-cond. Phone Jacks. 
Output Phono Jax. 
PART NO. 301 . U.S.A. LIST '19.50 
MIXER, STEREo-MONAURAL-Same as No. 301, 
eloopt has Lev-R-Switch for use as 4-channel audio 
mixer for monaural, or as 2 sep. inputs for each of 2 
Stereo channels. Jacks accept 2-cond. Phone Plugs; 
high imp. circuits. Two Phono Jax for output to Amp. 
or Tape Rec. When used monaurally, output Jax 
are common. 
PART NO. 308 U.S.A. LIST $22.50 
TRANSISTORIZED MIXER--4-channel, high imp., 
same design features as No. aOI,. except has built-in 
transistor amplifie.r for feedin!! up to four mica., or 
combinations of sound sources, mto a single "inJlut" of 
Recorder or Amp. Individual gain adjustment for each 
channel. Transistor amplifier (powered by 9 volt battery 
ineluded) overeomes usuailOBB of resistance type mixer 
and actually ~rovides a 6 db. gain; permits use up to 
30 feet from Recorder or Am». Accepts input siJlnals 
up to 1.5 volts. (Use a SWltchcraft Molded Cable 
Assembly with proper connection to fit your e!juipment 
-not included.) Low noise level; low d18tortion. 
ReBJl'lnse 20 to 20,000 cycles. 
PART NO. 30lTR U.S.A. LIST $30.0.0 
TRANSISTORIZED STEREO-MONAURAL MIXER 
-Similar to the No. 306 except has built-in transistor 
amplifier in each of two st;;reo channels. Accepts input 
signals up to 1.5 volts in either Stereo or Monaural 
position. (9 volt battery included.) 'ON-OFF Switch to 
shut-otT amplifiers when not in use. Provides 6 db. 
gain; permits use up to 30 feet from Recnrder or Amp. 

For Stereo, requires two eables for attachment to 
Recorder pr AmJl. 
PART NO. 300TR U.S.A. LIST 537.50 
CABLE ASSEMBLY-A 3-foot long chrome-grey 
shielded cable with molded Phone Plug on one end, 
molded Phono Plug other end. Ideal for use with above 
Mixers where Input of Recnrder or Amplifier has a 
standard two-conductor Phone Jack. (For other 
terminations, see Cable Assemblies.) 
PART NO. 05AF25 U.S.A. LIST 51.50 

... 
' • "MIX-AMP"-Miniature TransiJtorized 
t_ Amplifier d~gned for use with resiztance 

type MIXERS, such as the Switchcraft 
"Mini-Mix" and four-channel Microphone Mixers 
overeoming the usual "loases" in such mixers and 
actually providing a 3 db. gain. When used with a 
"Mini-MIx", will accopt signals up to 2 volts. Has a 
"HI-LOU Impedance Switch; in "HI" position, when 
used as a straight amplifier (witbout mixer) has a 
200,000 ohm input and provides a 6 db. gain and in 
"LO" position has a 25 db. gain with input impedance 
of /!,ooo ~hms. Compact, approximately size of 
paclaige of cigarettes; completely portable, requires 9 
volt .ttery (included). Has standard 2-cond. Phone 
Jack Input and 2-cond. Phone Plug Output. Can also 
be used at a microphone, using cables up to aD feet long, 
without serious 1088 of high frequencies. 
Frequency response 20 to 20,000 cycles. Also ideal for 
Phono Pickups (Magnetic and Crystal). 
PART NO. SOl U.S.A. LIST $20.00. 
"MIX-AMP"-8ame as above but Input and Output 
have microphone connectors (Switchcraft Series 2500 
or Amphenol Series 76). 
PART NO. 502 U.S.A. LIST S20.oo 

For detailed Information request Switch craft Catalog A-40I. 

"MICROPHONE CONNECTORS" 

. ~~Q. 'IIll. 
Series 2500, standard size Microphone Connector de­
signed for use with.ingle conductor microphone ~ble' 
panel receptacle mounts in .385' hole, Series 3500' 
phono connector, used for phono connections. ' 
Series 5500, "Mini-Con," a miniature MIC connec­
tor, approx. J4 the size Df series 2500. Accepts cable up 
to ~ dia; panel receptacle. 550IMP mounts in~' dia. 
hole, in panels up to ~'thick; 550IMF mounts in ~' 
dia. hole .. ith locknut on front of panel. 

"MICROPHONE CONNECTORS"­
Serle. 2501 

Part U.S.A. 
No. LIst Fig. DESCRIPTION 

2501F $0.&0 A l;-contact, female, couplin, 
rmg. 

250IM $0.45 l-contact, male. 
250IMP '0.35 H Panel Connector, male 
250IMPC $0.45 Panel Connector, closed ckt. 

male. 
44 $0.50 Plug Adapter. 
25Y $1.65 E Two male to one female. 

250IFT $0.80 F Double felOale, for connecting 
2 cables .. ith male Con-
nectors. 

250IMT $0.70 G Double male, for connecting 
2 eables with female Con-
necton. 

250IFL $2.25 N S::!f.ht Conn~ 2aerewterm., 
t e, 2-pc. handle/built in 
cable clamp. 

'250IFS $1.65 0 StraightConn.:aame 2501FL, 
except no eable clamp. 

"MINI-CON" CONNECTORS-Serle. 5501 
550IF $0.60 l;-contact, female, coupling 

nng. 
550IM $0.45 1-contact, male. 
550IMF '0.45 Panel Conn., male, mounts 

front .ide panel. . 
150IMP $0.35 Panel Conn., male, mounts 

back .ide. 
550lMPC $0.45 Same as 5501MP. 

shorting type. 
except 

For detaIled Information request Switch craft 
Catalog C-SOI. 
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"PHONO CONNECTORS" 

~ ~ ~-"" Pan U.S.A. 
No. LIst Fig. DESCRIPTION 

3501F $0.15 B Phono Jack-2 conductor. 
350lM $0.10 C Phono Plug-2 conductor. 
350IMC $0.15 C Phono P1ug-2 conductor 

(cable clamp type). 
350IFP $0.35 P PhonoJax-%.' O.D. for back 

panel mounting. 
350IFR $0.40 R Phono Jax-%' O.D. for 

front of panel mounting. 
'3502 $0.50 S Phono P1!!f, Removable 

handle. Ca Ie clamp. 
Shielded. N.P. 

3503 $0.50 T Phono Ext. Jax. Removable 
Handle. Cable clamp. 
Shielded. N.P. 

"RF-JAX" & "RF-PLUGS" 
Nylon insulation See illus under "Phono Connectors" 

Part U.S.A. 
No. Llat 

·3504M $0.20 RF-Plug-8imilar No. a501M. 
3505F $0.60 RF-Phol\oJax-8imilar No. 3501FP. 
3506 '2.00 Adapter-Connector-COAX Plug to 

PhonoJack. 
3507 So.&O I RF-Plug-Similar to No. 3502. 

For detaIled information request Swltchcraft 
Catalog C-501. 

STEREO LINE .ALANC. CONTROLS 

Part U.S.A. 
No. LIst DESCRIPTION 

368 $3.9& "Volume Control 
Adapter" Single cbannel. high imp. 
circuits only (Crpta1 Mic~ Phono, 
etc.). Phono Jack Input to Phono Plug 
Output. Shielded. N.P. Use in un­
balanced Stereo channels, or In pairs 
for dual Stereo cbannel control. 

367 $7.50 "Dual Volume Con-
trol Adapter". Twin-cbannel, high imp. 
cireuits onlf,' 2 Phono Jack Inputs &lid 
~h:~tr~I~S:;>;':tE!I~' Separate vol-

For detaIled information request Swltchcraft 
~talog A-401. 

. Trade Discount Applies To List Prices Only 

MICROPHONE MIXERS 
"MINI-MIX" "MIX .AMP" 

"CONNECTORS" 
"SPEAKER VOLUME CONTROLS" 

"d~~ A~' C Yo 
Resiztance type mixer for tape recorders to mix 2 
ditTerent sollnd sources or music with voice. Accommo­
dates 2 high imp. inputs. Loss factor approx. 3 db. 
Separate volume controls receased inside housing-in 
line with cach input. Average sile 2)4' x 11~' x 1\16'. 

Part U.S.A. Fig. 
No. List No. DESCRIPTION 
310 $7.95 A 2-cond. Phone Jack inputs 

with 2-cond. Plug output (For equipment where Jack 
is recessed, use 8266 Cable Assembly Adapter). 

311 $8.95 B 2-cond. plug output. Lone 
plug makes suitable for recorders with Jacks recessed 
such as latest Wilcox Gay, Webster Electric, V.M., etc. 

312 $8.95 B Spc. size plug and Lacks, for 
use with Am. GelO8O Model 0-255-8 Tape Recorder. 

313 $8.95 2.cond. special short plug 
output. Special input jacks to- accept short plug as 
used with Revere and \Vollensak recorders. 

315 $7.95 D 2-cond. Phone Jack Inputs 
with female Mic. Conn. Output. 

318 '7.95 C 2 Phono Jax Inputs to Phono 
Plug Output. 

320 $7.95 D MicroJlhone Connector inputs 
and output mating with standard mie. connectors. 

325 $9.86 For use with recorders using 
Jones type connectors. Fits Early Wehoor Recorders. 

328 $8.85 B ·a-cond. Jack Inputs with lonl 
2-cond. Plug Output. For Webcor Recorders Serie. 
2020, 2110, and 2130. . 
8286 $3.75 Cable assembly for reeeased 

Jack.Used with 310 Mini-Mix. No. 280 "Littel PlUg" 
one end; No. 128 Ext. Jax other end. 
For detailed Information request Switchcraft 
Catalog A-401. 

SPEAKER VOLUME CONTROLS 

~ 
Brushed brass wall plate mounts on 

• std. outlet box. Constant imp. T-pad O volume controls. Control speaker 
volume of Stereo, Hi-Fi, or P.A. 
system from remote location. Rated at 
4 Watts (15 Watt peak audio). Ivory 

~ knob. black-white lettered escutcheon. 
" Screw term. Mounting screws and in-

structions furnished. 

Part U.S.A. 
No. LIst DESCRIPTION 
651 $9.95 8 ohm control for· single 8 ohm 

speaker, or two 16 ohm speakers in parallel, or two 4 
ohm speake .. in aeries. Screw term. 

651 S $9.95 Same as 651. except with brushed 
stainless steel wall plate. 

652 $9.95 16 ohm T-pad control for single 
16 ·ohm speaker, or two 8 ohm speake .. connected in 
series. 

652S $9.95 Same as 652, except with brushed 
stainlE'1lts Rteel waH nbte. 

653 $12.00 &:''''~:c'i~o~.o~~:m C~':,\';'~I f~:~I~~~~ 
8 ohm spkrs •• or two 16 ohm spkrs .• 
in parallel. Jack input permits use 
of ext. spkr. or headset. Jack ac­
cepts std. 2 condo phone plug. 
Brushed Brass Wan Plate. As il­
lustrated above. 

654 $12.00 Same as 653. except with 16 ohm 
control. 

655 '5.60 "Multi-Speaker Selector Switch". 
7 position switch. Selects any of 3 spe3ke .. ; all, or any 
2 of 3. Also mounts on s.Jl!laker cabinet. Constant imp., 
regardless of switch position. 
, 655S $5.50 Same as 655. except with brushed 

stalnle.s steel wall plate. . . 
656 $6.95 L-pad Volume Control to prevent 

mismatch to amplifier at different volume settings. 
When turned all the way counter-clockwise, completely 
shuts ott the speaker. Solder lug terminals. 10 Watts 
Peak Audio-S ohm. 

656S $6.95 Same as 656. except with brushed 
stainless steel wall plate. 

For detlliled Information request Swltchcraft 
Catalogs A-40I. 
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I SECTION 5100 

CHICAGO, ILLINOIS 

________ ~~~~~------A-D-A-P--TERS-CONN-E-C-TO-R-S----~--~~------------
Part U.S.A. Part U.S.A. 
No. List DESCRIPTION No. List DESCRIPTION 

25V 51.65 "V Adapter". Con- cr 340 $3.75 "V Adapter" (in 
nects 2 cables (with std. mic. conn.) in case}. Two 2-cond. jack inputs conn. in 
parallel to 1 single conn. parallel to 2-cond. plug output. 

44 $0.50 M~le Mic. Input to 
Phone Plug Output. 

49 51.50 "Silent Plug". 2 
~ condo plug with circuit closing device. 
~ When removed from jack, shorts input 

of Amp., eliminating "squeals". 
Patented. 

169 $1.75 Same as No. 49, but 
I'long shielded handle. 

32BA $2.95 To connect Ceramic 
Phono Cartridge to audio amplifier 
designed for magnetic cartridge. Phono 
Jack Input, Phono Plug Output. 

329 $6.95 "Microphone Volume 
Control Adapter". For use in high imp. 
circuits to adjust volume. Mic. Conn. 
input and output. 

330F $1.75 "V Adapter".2Phono 
Jax Connectors, in parallel to a std. 
Phono Plug. 

FLEXIBLE "Y" CONNECTORS 
(Phono Jack and Plull Type) 

For converting Stereo Player to Monaural. Can be 
used for tap-in meter monitor conn. Required on some 

. Tape Rec. (4'long. Grey. Shielded cable.) 

330F1 52.00 Phono Plug con­
nected to 2 Phono Jacks. 

con .. 

330M 51.90 "V Adapter". 2 male 
Mic. Conn. in parallel to a std. 2-cond. 
Phone Plug. Shielded. 

330PJ $1.90 "V-Adapter". 2 
Phono Jax conn. in parallel to a std. 
Phone Plug. 

331A $15.00 "ADAPTER CAD· 
DY KIT." A plastic case containing 
one each of: 25AF25 Cable. 345A. 
336B. 330Fl. 332A. 334A. 336A. 
25Y. Two each of: 44 and 349A. 

332A $1.75 2-cond. Phone Jack 
Input to female Mic. Output. Body )1' 
O.D. N.P. Shielded. 

~ 333 52.35 Std.~' 2-cond. Jack 
Input to special plug that mates with 

. jack in Am. Geloso Rec. 

334A $1.25 Phono Jax Input to 
female Mic. Conn. Output.)1 O.D. 
N .P. Shielded. 

334B 51.25 Same as 334A less 
ring. Phono Jax Input to male Mic. 
Conn. Output. 

335 $2.95 2-cond.-Input has 
_..,..., ...... _ our 250IMP (Amphenol 75PCLIM) 
~ Output is Cannon XL-3-11. Has in­
~ ternal wIre unsoldered at one end for 

connecting terminal. 

336A $1.45 2·cond. Phone Jack 
~ Input to Phono Plug Output. Body )1' 

0.0. N.P. Shielded. 

338A $1.00 Phono Plug one end. 
male Mio. Conn. at other. 

. 338B $1.00 Phono Plu~ one end, 
female Mic. Conn. at 6ther. Body )1' 
O.D. N.P. Shielded. 

5 339 $2.95 Same as 335, but GIlJtO: output our 250lF (Amphenol 75-MCI­
F) to input. Cannon XL-3·12. 

341 $2.95" S II e n t P lug 

~ Adapter". 2-cond. jack input to 2-cond~. 
plug output, with circuit closin~ device, 
When removed Jack shorts mput of 
Amp. eliminating "squeals". Patented. 

~ 342 $2.80 Dual-purpose Bind­
ing Post/Banana Jack Input to Phone 
Plug Output. 

343 $1.95 "Phono Adapter". 
(Sim. No. 250 "Littel Plug" with 
female Phono Jack in end of handle.) 

•!C~iiiiil. Internal resistor circuit to adapt crystal 
- =t Phono pickup or pickup from terminals 

of radio or TV set to input of Tape Rec. 
U.e as adapter with magnetic Phono­
open plug and twist together opposite 
leads of resistor. 

345A $1.25 Phone Plug Output 
~ to Phono Jack Input. Grey molded 

housing. Shielded. 

~ 348 $2.15 Tip Jack Input to 
~ Phone Ping Output. 

349A $1.00 "Phono Plug Cou­
pler". Phono Jaek at each' end. Grey 
plastic. Shielded. 

381 $2.25" Phone Plug Cou-
....... 1 ... ''''1 __ '''')1 ... 1 .... ) pier". 2-cond. Phone Jack in each end. 

Shielded. N .P. . 

<]Ii]'[1 =llllllIlJ[:)· 362 52.75 "Phone Plug Cou­
pler". 3-cond. Phone jaeks in'eaeh end. 

~ 383 $2.00 "Coupler". A 2-cond. 
Phone Plug at each end. Shielded. 

384 $1.45 2-cond. Tini-Jax In-
put to std. size (~' 0.0. sleeve) Phone 
Plug Output. Body 'l{,' 0.0. Shielded. 

365 $1.45 2-cond. Tini-Jax In-
fl1IlD)= put to a Phono Plug Output. Body 

,%,' O.D. N.P. Shielded. 

368 $4.50 "Input Volume Con-
trol Adapter". Phono Jax Input to 
2-cond. Phone Plug Output. Built-in 
volume control circuit. High volume 
signals, phODOS, tuners, etc., can be 
connected into high gain Input Jax of 
Tape Rec., without overloading re­
corder. N.P. Shielded. 

869 $2.00 Ext. Jax Adavt. short 
""~!!!!.I!l; Revere/Wollen.ak Plug (R·280) to 

standard 2-cond. plug. 

871 $0.95 Thick Panel Phono 
Jack: Adapter. Special long bushing 
permits mounting .tt3501P Phono 
Jax in panels up to 1:14," thick. Com­
plete with hardware and instructions. 

Q ~ "PLUG-,IN" 
MICROPHONE 

CABLES 
For adding extra lengths of cable to most public 
address. tapp recorder or studio microphones. Cables 
can be attached to existing microphone cables or to 
microphones without tools. wi~ng or soldering. 

Part 
No. 

91BU92 

93BU94 

U.s.A. 
List Prlc. DESCRIPTION 

$12.50 25'. 2·cond. .hlelded cable 
Cannon XLB·ll and XLB.·la 
PJugs. 

$9.75 25'. 2·cond. shielded cable 
Amphenol MC3M and MC3F 
Plug •. 

For more detailed Information on the •• product. requOIt Swltchcraft Catalog A-401. 

© U.C.P., Inc. Trade Discount Applies To List Prices Only 

"STROBOLAMP" 
STEREO-MONAURAL CONTROLS 

MICROPHONE CABLES 
ADAPTERS - CONNECTORS 

STEREO-MONAURAL SELECTORS 
PHONO-TUNER ADAPTER 

SPEAKER PHASE CONTROL 

~~ '"VJA ~B 
Part U.S.A. 
No. List DESCRIPTION 

681 (A) $3.00 "Stereo-Monaural Selector". 
Switches from monaural to stereo. Two Phono Jax 
Inputs and two Phono Jax Outputs. Dual chnnel 
feed-through for Stereo (Outputs connected together in 
monaural position). Tan finish. 

662 (B) $3.50 "Stereo-Monaural Seleetor with 
Reverse". Same as No. 661 with chnnel reversing 
feature. 

663 (A) $2.50 "Phono-Tuner Adapter". To mod­
ernize old Bound equipment. Two Phono Jax Inputs, 
switch selects either input. Phono Jax Output for 
connecting to amplifier. 

664 (B) $4.95 "Multiple Selector Control". Au­
cepta up to 5 Input circuits. Selector switch connectS 
anyone circuit to one Phono Jax Output. Inputs 
labeled AM, FM, PHONO, TAPE, and AUX. 5 input 
and one output Phono Jack. Shielded. 

665 (A) 52.50 "Speaker Phase Control", For 
multiple or Stereo Speaker installations for jlroper 
phasin. of speakers. Screw terminals. Shielded . 

666 (C) $6.50 Spoakor Volumo Control with 
L.Pad. Quality L-Pad speaker volume control to 
reduce mismatch to amplifier at different volume 
settings. 5 watts peak-8 ohm. For mtg. on speaker 
cabinet or at remote spkr. Screw terminals. 

667 (B) $4.25 Speakor Soleetor Switch. For 
connecting remote speakers to Radio. T.V .. or Hi~Fi 
set. Three position selector switch permits selection 
of either or both /lpkrs. at same time. Serew ter~ 
mlnals. Shielded. 

668 '(B) $6.25 Storoo Solo.tor Switch. Accepts 
three Stereo input circuits and one output circuit 
for Stereo Amplifier. Allows selection of both chan­
nels of anyone of three stereo sources. Phono jacks 
inputs and outputs. Completely wired. 

669 (C) $6.50 Storoo Volumo Control. Spe· 
cially matched tandem control for high imnedance 
circuits. For use as a master. volume control for 
ceramic stereo phono cartridges. stereo taue dealers. 
etc.. when connecting to separate amplifiers. Also, 
for use as dURl-volume control on 2 microphones for 
stereq recordings. Phono jacks inputs and outputs. 

670 (B) $6.25 Storeo Spoaker Sel.ctor Switch. 
For connecting 2 remote pairs of Stereo speakers to 
a Stereo Ampl1fiAr. Three position selector switch 
permits you to select either or both pairs of Stereo 
speakers at the same time. Screw terminals. 

671 (B) $5.50 Monaural Speakor Solo.tor 
Switch. Accepts up to five remote, monaural speak­
ers. A 5 pOSition tap switch allows you to connect 
anyone of 5 sTleakers to a monaural amplifier. In­
puts are labeled 1 thru 5. Five inputs ,nd one out­

. put Phono Jax. Electrically the same as No. 664. 

"STROBOLAMP" 
Incorrect turntable speeds 
cause Wow and Distortion. 
Check the speeq of your 
turntable the e"Bsy and 
simple "Strobolamn" way. 

"Strobolamp" quickly tell. yDU tr 16%. 33%. 45 
or 78 rpm. speeds are correct" ConSists of strobo­
,collie dl.c and molded neOD lamp with 6 ft. A.C. 
cord. 

Part No. 669 U.S.A. List Prlco $1.95 
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SECTION 5100 

MOLDED CABLE ASSEMBLIES 
(Audio Jumpers) 
(Interconnecting Cords) 

CHICAGO, ILLINOIS Various Molded Cable Combinations. 

05AC05 $1.60 K K IS" Shield. 
05A005 51.75 K K 24' Shield. 
05AK05 $2.60 K K 6' Shield. 
05AN05 $3.50 K K 10' Shield. 
05AU05 $4.75 K K 2S' Shield. 

05AK15 52.60 K A 6' Shield. 
05AN15 $3.50 K A 10' Shield. 
05AK25 $2.00 K B 6' Shield. 
05AN25 $2.75 K B 10' Shield. 
05AR25 $3.00 K B IS' Shield. 
05AK30 $2.00 K F 6' Shield. 
05AN30 $2.75 K of 10' Shield. 
05AK80 $2.60 K D 6' Shield. 
05AN80 $3.50 K D 10' Shield. 
05AR80 ' $4.00 K D IS' Shield, 
05AU80 $4.75 K D 25' Shield. 
05AK82 $2.20 K C 6' Shield. 
05AN82 $3.00 K C 10' Shield. 
05AR82 $3.25 K C IS' Shield. 

05AK87 $2.60 K E 6' Shield. 
05AN87 $3.50 K E 10' Shield. 
05AU87 $4.75 K E ,25' Shield. 

05AK84 $1.75 K 0 6' Shield. 
05AN84 $2.25 K 0 10' Shield. 
05AR84 $2.75 K 0 IS' Shield. 
05CK84 $1.40 K 0 6' Unshield. 
05CN84 $1.90 K 0 10' Unshield. 
05CK85 $1.50 K H , 6' Unshield. 
05CN85 $2.00 K H 10' Unshield. 
05CK86 $1.90 K J 6' Unshield. 
05CN86 $2.40 K J 10' Unshield. 
05CR86 $2.65 K J IS' Unshield. 
05CT86 $3.00 K J 20' Unshield. 

~tralght 3 Cond Phone Plug to VarIous Connections 
10B010 $3.25 K K 24' Shield. 
10BK10 $4.80 K K 6' Shield. 
10BN10 $6.00 K K 10' Shield. 
10BU10 $8.75 K K 25' Shield. 
10BK8! $4.80 K D, 6' Shield. 
10BN81 $6.00 K D 10' Shield. 
10BU81 $8.75 K D 25' Shield. 

RIght Angle 2 Cond Phone Plug to Various Connections 

15AK15 $2.60 A A 6' Shield. 
15AN15 $3.50 A A 10' Shield. 
15AU15 $4.75 A A 25' Shield. 

15AK25 $2.00 A B 6' Shield. 
15AN25 $2.75 A B 10' Shield. 
15AR25 $3.00 A B IS' Shield. 
15AK30 $2.00 A F 6' Shield. 
15AN30 $2.75 A F 10' Shield. 

15AK80 $2.60 A D 6' Shield. 
15AN80 $3.50 A D 10' Shie"j. 
f5AU80 $4.75 A D 2S' Shield. 
15AK82 $2.20 A C 6' Shield. 
15AN82 $3.00 A C 10' Shield. 
15AK87 $2.60 A E 6' Shield. 
15AN87 $3.50 A E 10' Shield. 

15AK84 $1.75 A 0 6' Shield. 
15AN84 $2.25 A 0 10' Shield. 
15AR84 $2.75 A 0 IS' Shield. 
15CK85 $1.50 A H 6' Unshield. 
15CN85 $2.00 A H 10' Unshield. 
15CK86 $1.911 A J 6' Unshield. 
15CN86 $2.40 A J 10' Unshield. 

StraIght Phono Plug to VarIous ConnectIons 
25AC25 $1.05 B B IS" Shield. 
25AF25 $1.20 B B 36" Shield. 
25AH25 $1.35 B B 4' Shield. 
25AK25 $1.50 B B 6' Shield. 
25AN25 $2.00 B B 10' Shield. 
25AR25 $2.50 B B 15' Shield. 
25AT25 $3.00 B B 20' Shield. 
25AU25 $3.50 B B 2S' Shield. 

25AC30 I 51.05 B 

II I IS' Shield 
25AF30 $1.20 B 36' Shield. 
25AK30 $1.50 B 6' Shield. 
25AN30 $2.00 B 10' Shield. 
25AU30 I 53.50 B 25' Shield. 
25AK80 $2.00 B D 6' Shield. 
25AN80 $2.75 B D 10' Shield. 
25AR80 $3.25 B D IS' Shield 
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Part U.S.A. Conn. or Term. Length Cable 
No. List One EndlOther 

25AC82 51.25 B C IS' Shield. 
25AF82 $1.35 B C 36' Shield. 
25AH82 51.60 B C 4' Sh,ield. 
25AK82 51.75 B C 6' Shield. 
25AN82 $2.00 B C 10' Shield. 
25AR82 $2.50 B C IS' Shield. 
25AT82 $3.00 B C 20' Shield. 
25AU82 $3.50 B C 2S' Shield. 
25AK87 $2.45 B E 6' Shield. 
25AN87 $3.35 B E 10' Shield. 
25AU87 $4.60 B E 25' Shield. 
25AC84 $0.80 B 0 IS' Shield. 
25AF84 $0.95 R 0 36' Shield. 
25AH84 $1.00 B 0 4' Shield. 
25AK84 $1.15 B 0 6' Shield. 
25AN84 $1.65 B 0 10' Shield. 
25AR84 $2.25 B 0 IS' Shield. 
25AT84 $2.75 B 0 20' Shield. 
25AU84 $3.25 B 0 25' Shield. 

25CF84 $0.75 B 0 36' Unshield. 
25CK84 SO.90 B G 6' Unshield. 
25CN84 $1.40 B 0 10' Unshield 
25CK85 $1.00 B H 6' Unshield. 
25CN85 51.50 B H 10' Unshield. 

25CK86 51.75 B J 6' Unshield 
25CN86 $2.25 B J 10' Unshield. 
25CR86 52.35 B J IS' Unshield. 
25CT86 52.80 B J 20' Unshield. 

2 Straight Phono Plugs on Same End to Various Conn 

25FF25 $3.25 M M 36' Shield. 
25FK25 $3.75 M M 6' Shield. 
25FN25 $4.50 M M 10' Shield. 

25FF84 $2.90 M N 36' Shield. 
25FK84 $3.25 M N 6' Shield. 
25FN84 $3.75 M N 10' Shield. 

StraIght PIIono Plug (Long Handle) to VarIous Conn 

26AF26 $1.30 BB BB 36' Shield. 
26AK26 $1.60 BB BB 6' Shield. 
26AN26 $2.10 BB BB 10' Shield. 
26AR26 $2.60 BB BB IS' Shield. 
26AK05 $2.20 BB K 6' Shield. 
26AN05 $2.75 BB K 10' Shield. 
26AF82 $1.50 BB C 36' Shield. 
26AK82 $1.95 BB C 6' Shield. 
26AN82 $2.25 BB C 10' Shield. 
26AR82 $2.75 BB C IS' Shield. 
26AF84 $1.10 BB G 36' Shield. 
26AK84 $1.30 BB G 6' Shield. 
26AN84 $1.80 BB 0 10' Shield. 

RightAngle Phono Plug to Various ConnectIons 

30AC30 51.05 F F 18' Shield. 
30AF30 51.20 F F 36' Shield. 
30AH30 $1.35 F F 4' Shield. 
30AK30 $1.50 F 'F 6' Shield. 
30AN30 $2.00 F F 10' Shield. 
30AR30 $2.50 F F IS' Shield. 
30AT30 $3.00 F F 20' Shield. 
30AU30 53.50 F F 25' Shield. 
30AK80 $2.00 F D 6' Shield 
30AN80 $2.75 F D 10' Shield. 
30AC82 $1.25 F C IS' Shield. 
30AF82 $1.35 F C 36' Shield. 
30AK82 $1.75 F C 6' Shield. 
30AN82 $2.00 F C 10' Shield. 

3OAF84 SO.95 F 0 36' Shield. 
30AK84 $1.15 F G 6' Shield. 
30AN84 $1.65 F G 10' Shield. 

30CF84 $0.75 ~ 0 36' Uushield. 
30CK84 I $UO 0 6' Unshield. 
30CN85 $1.50 F H 10' Unshield. 

3OCK86 $1.75 F J 6' Unshield. 
30CN86 $2.25 F J 10' Unshield. 

StraIght Tini Plug to Various ConnectIons 

41EF75 $2.00 KK 
41EH75 $2.25 KK . -45AN25 $2.75 KK 
45AR25 $3.25 KK 
45AU25 $4.25 KK 

L 36' 
L 4' 

B 10' 
B IS' 
B 2S' 

2-cond. 
Hearing 

Aid 
Shield. 
Shield. 
Shield. 

2-cond. 
Hearing 

Aid 

Cable 

82AC82 Shield. 
82AF82 Shield. 
82AK82 Shield. 
830K05 6' Shield. 

--Cords with Spade Lugs and Alligator Clips 

85CN85 $0.90 H H 10' Unshield. 
85CT85 51.50 H H 20' Unshield. 
85CU85 $1.75 H H 2S' Unshield. 

86CN86 $1.70 J J 10' Unshield, 
86CU86 $2.55 J J 25' Unshield. 

MIcrophone Connector to VarIous ConnectIons 

87AF87 $2.00 E E 36' Shield. 
87AK87 $2.50 E E 6' Shield. 
87AP87 $3.50 E E ,12' Shield. 
87AU87 $5.00 E E 25' Shield. 

87AK80 $2.75 E D 6' Shield. 
87AK82 $2.00 E C 6' Shield. 
87AN82 $2.75 E C 10' Shield. 
87AU82 $4.75 E C 2S' Shield. 

87AF84 $1.50 E G 36' Shield. 
87AK84 $1.75 E G 6' Shield. 
87AN84 $2.25 E 0 10' Shield. 
87AU84 $4.25 E 0 2S' Shield. ---

SPECIAL PURPOSE 
INTERCONNECTING CORDS 

A '1 I!!O= EN '= 

~?:~' .. B -"0 EE=cm="~iii··.r:::: ~ 
FOR WEBCOR TAPE RECORDERS' 

Part 
No. 

IIAK26 

IIAN26 

IICN86 

U.S.A. 
List Price 
$9.25 Fig. A 

$4.00 Fig. A 

$8.25 Fig. B 

DESCRIPTION 
3-cond. phone plqg with 
internal resistor to phono 
plug. 6' shielded cable. 
(Weboor No. 2925\ 
Same as 1:J.AK26. except 
10', 
3~cond. phone plug. with 
internal resistor to alli­
gator clips. 10' unshIelded 
cable. (Weboor No. 2934 \. 

tF:=~{::t _ 
FOR =it~ I 90 ] 
R!EVERE & 
WOLLENSAK TAPE RECORDERS 

U.S.A. 
LI.t Prl •• 
$2.50 Fig. C 

12HR79 $5.00 Fig. D 

12HU79 $5.95 Fig. D 

12HD80 $3.95 Fig. E 

DESCRIPTIDN' 
Short right angle 2-cond. 
phon. plug to std. 2-cond. 
phono plug. 6', white 
shielded cable. 
Short right angle 2-cond. 
phon. plug to std. 2-cond. 
short ext. lack. IS' white 
shielded cabl •. 
Same as 12HR79. except 
25'. 
Short right angle 2-cond. 
phone plug to phone ex­
tension jax. 24' white 
shielded cable. 

For detailed Information request -Swltchcraft 
Catalog A.401 

Standard cable a8Semblies~ as listed above, are 
available through leading electronics distributors. 
Should you require variations of the above cable 
assemblies, please request Catalog M·101, which 
lllustrates the most oommoniy used Phone and Phono 
Plugs, Extension Jax and microphone connectors that 
can be molded to .able.. Due to the lIexlbi1!ty of 
Switcheraft's manufacturing methods, the variety of 
molded caple a.semblles Is virtually Unlimited .. 

Trade Discount Applies To List Prices Only © U.C:P., Inc. 



PRICES 
Prices in this MASTER should not I:t~ considered as final. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cQses 

where list prices are shown . 

• 

ORDERING 
Since previous editions of. The MASTER are frequently 
referred .fo, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION S 1 00 

SWITCH TO 

TECH LABS for Pre cis ion E I e c t ri c a I 
Resistance Instruments 

TAP SWITCHES 

TYPE 
2A & 2M 
Standard control switch with phenolic 
or Melamine insulation, 3-S amp_ rating. 

Specifications 

TYPE 3A 

MINIATURE 
TAP SWITCH 

Size: 111 diameter. 11,4/1 with terminals. 
1 deck, lX6" long, V2" for each addi­
tional deck. 

Weight: 1 deck, 30 grams. 10 grams for 
each additional deck. . 

Rating: 1200 volts rms, 2000 VDC, S 
amps. (carrying) liS V. 

Insulating resistance: 100 megohms mini­
mum at SOO volts DC. 

Life: I.S - 2 million revolutions. 
Contact resistance (standard): 6-10 milli­

ohms. (silver): 3-S milliohms. 
Temperature range: -6SoC to lOooC. 
Mounting: single hole. 

Meels MIL-S-3786 and applicable para­
graphs of MI L-E-5272C. 

CAM SWITCHES 

TYPE SA 
CAM 

SWITCH 

A new development of great interest. 
Small size, long life and great flexibility. 
Have been made with from one to 30 
contact springs. Will carry 3 amp. Stand" 
ard unit has four contact springs and 
10 positians, price $12.S0. 

TYPE lOA 
TAP SWITCH 

A multi-deck switch of small dimensions, 
1:Va" sq. This is a precision switch de­
signed to meet high requirements in 
smallest possible space_ Up to 24 posi­
tions, shorting. Price approx. $'10 per 
deck, plus frame $S. 

The following standard switches are representative of those produced by Tech Laboratories, 
all of which meet government specifications. Write or teletype for further information. 

The Type 2A is the standard control switch for electronic instruments and high quality equip­
ment. It is made in a number of combinations with as many as four poles per deck and 24 
positions. Insulation is phenolic_ The Type 2M is identical except for Melamine insulation. 
In the table, Code No. "5" stands for "shorting" and "N" for "non-shorting". 

TYPE CODE DIA. RATING NO. POS. NO. DECKS POLO. PRICE 

2A A1S24 13,4" 3A 24 $4.50 

2A A4SS 13,4" 3A 4 4 $6.00 

2A AINIO-2 1~" 3A 10 2 $7.00 

2M M1S24 13,4" 3A 24 4 $S.SO 

2M M4N3 13,4" 3A 3 4 $7.00 

The new Type 3A molded miniature switch for use in all military and commercial applications 
in which a superior instrument switch is required, can' be furnished with as many as eight 
decks and up to twelve positions per deck, single pole, or six positions double pole. It has 
adjustable stops for any lower number of steps. 

The switch, 1\10" in diameter, carries 5 amp and is furnished "Shorting", with "non-shorting" 
types available on request. It can be supplied solenoid-operated and hermetically sealed. 
Write for details and prices. 

SQUARE SWITCHES 
These standard rugged control switches are the stand­
by for equipment calling for dependable switches 
in a hurry. Will meet all standard government specs. 
All parts carried in stock. An infinite number of 
combinations possible. Teletype your specs. 

The price of the basic frame is the same for all, 
viz. $4.00 each. The type 600 and 800 are priced at 
$8.00 per deck plus frame price, and the type 900 
switches are $9.S0. per deck plus frame $4.00. 

Max. Pos. Max. Pos. 
Type Size Rating Short. Non-Short. 

600 1'%" sq. 5A. 24 12 

800 2\10" sq. SA. 32 16 

900 2%" sq. lOA. 48 24 

OTHER TECH LAB SWITCHES' 

STEPPING 
SWITCHES ATTENUATORS 

TECH LAB switches are 
now standard equipment 
in most missiles as well 
as in ground controls. 
Furnished sealed to meet 
all specs. Write for de­
tails. Prices on request. 

A complete line of 
audio and r.f. at­
tenuators with both 
manual and RE­
MOTE CONTROL. 
We will design 
components to 
meet your specific 
requirements, if 
standard units are 
inadequate. Please 
write for cat,?logue 
and send us yout 
specs for estimate. 

WRITE FOR NEW BULLETINS ON SWITCHES • DECADE RESISTORS • POTENTIOMETERS 

TECH LABORATORIES INC .• Palisades Park, New Jersey 
Page 1258 • The MASTER - 26th Edition Net © U.C.P., Inc. 



SECTION 5400 

Jlmeri(!anBeauty ELECTRIC SOLDERING IRONS 

American Beauty Electric Soldering Irons are made in one quality only-the best-and only the best gives you the most! No . 
matter what the requirements-there's an American Beauty in the right model, correct tip size, proper watt input, to do any 
soldering job quickly, properly and efficiently. 

Hundreds of thousands of these devices are faithfully doing their 
jobs every day in the year-on production lines and work benches 
of industrial plants all over the world. Also widely used in tele­
phone, telegraph, radio and television manufacturing and servic­
ing everywhere. 

CaL Ho. TIp DiamatII' WaHs Het Weight 

3128t \4" 60 7~ oz. 
3125t \4" 60 7~ oz. 
3138 Ys" 100 16 oz. 
3138·X Ys" 175 16 oz. 
3138·XV \4" 175 16 oz. 
3158 Ya" 200 28 oz. 
3158·X Ya" 250 28 oz. 
3118 ¥aN 300 42 oz. 
3198 lYs" 550 60 oz. 

(3138 is made also in 130- and ISO-watt input.) 

Available In standard voltages and many special voltages. 
tMade also in 75·watt input. 

BANTAM IRONS 

list 

$ 7.20 
8.20 

11.00 
12.70 
12.70 
13.20 
14.30 
17.60 
22.00 

Small, compact, lightweight-designed especially for the elec­
tronic industry. They provide ample heat for fine and medium­
fine soldering jobs of all kinds. Bantam "X" Series is intended 
for special applications on production lines of raQio, television 
and electronic plants. They should be placed only on Production 
Lines-where high soldering rates are maintained-or where 
similar heat-dissipating conditions exist. 

CaL HI. Tip Diamltll' Wans Hit Weight List 

3114 \4" 60 8 oz. $ 9.50 
3118-SC/3118·SCP Ys" "30 6 oz. 6.60 
3120·SC/3120·SCP 3!J.6· "30 6 oz. 6.60 
3118 Ys' "30 6\4 oz. 6.60 
3120 3A6' "30 6~ oz. 6.60 
3118·X/3118·XP Ys' 50 6 oz. 7.30 
3120·X/3120·XP 3!J.6· 50 6 oz. 7.30 

('Optional wattage (40 watts) available without extra cost. SPECIFY.) 
Available In standard voltages. 

COPPER TIPS 

All American Beauty copper 
tips are made from commer­
cially pure drawn copper rod 
-heavily nickeled to resist 
corrosion and oxidation. All 
are obtainable with special 
American Beauty iron-plating 
-for even longer life than 
standard nickel-coating-at 
nominal extra cost. All are 
plug type and available in 
either diamond or chisel point. 

3718 
3720 
3728 
3728·S 
3738 
3738·S 
3758 
3778 
3798 

Ys" 
'As" 
\4" 
\4" 
Ys" 
Ys" 
Ya" 
¥a" 

lYs" 

3" 
3\4" 
3W 
3~" 
4%" 
4~" 

411As" 
5%2" 
5¥a" 

TRANSFORMER TYPE IRONS 

The T-12 Series is intended 
primarily for fine precision 
soldering on miniature and 
subminiature electronic com­
ponents and similar assemblies. The T-30 Series is de­
signed especially for production line use; intended for 
heavy duty, fine, precision soldering requiring extremely 
high tip-temperatures constantly maintained. 

CaL Ho. TIp Diametll' Watts HetWeight List 

T·12 !jIS" "17 Ilb.,3 oz. $20.00 
T·12 Ys" "17 lib., 3 oz. 20.00 
T·12 \4" "17 lib., 3 oz. 20.00 
T·12 'hz" 12 lib., 2 oz. 20.50 
T-30 IA6" *30 lib., 12 oz. 22.00 
T·30 Ys" "30 lib., 12 oz. 22.00 
T·30 \4" "30 lib., 12 oz. 22.00 

*T ·12 also available In 20 walts-T ·30 also available In 25 walts. 

TEMPERATURE REGULATING STANDS 

These automatic devices regulate· and 
control the tip-temperature of an electric 
soldering iron while the iron is con­
nected to current and at idle. The con­
trolled soldering iron is maintained at all 

times at just the right heat to meet the requirements of 
the job or the needs of the user. Suffix "SO" after catalog 
number indicates stand is equipped with safety guard. 

Cat. Ho. Watts (Max.) HetWeight List 

475 660 1% Ibs. $ 9.30 
475·SG 660 2lbs. 
476 660 1% Ibs. 
476·SG 660 2lbs. 

ANGLE TYPE IRONS 

These models are equipped with 
angle type casings-providing more effi-
cient operation in places difficult to reach with 
straight-casing irons. Their distinctive shape, in­
genious design and perfect balance speed up and 
simplify tough soldering jobs of all kinds. 

Cal. No. Tip Diameter Walts Het Weight List 

3118·A Ya" 30' 6\4 oz. $7.50 
3120·A 'As" 30" 6\4 oz. 7.50 
3118·XA VB" 50 6 oz. 8.10 
3120·XA 'As" 50 6 oz. 8.10 
3125·A W 60" 10 oz. 9.20 
3128·A W 60" 10 oz. 8.20 
3138·A Ys" 100'" 16 oz. 12.00 

(>Nos. 3118·A and 3120-A are made also in 40·wall inpul.) 
("Nos. 3125·A and 3128-A are made also in 75·watt input.) 
(*"No. 3138-A is made also in ISO-wall input.) 

11.50 
9:30 

11.~0 

L .. u.. 
CORDS-American Beauty super­
flexible heater cord, cord sets and 
plugs are available as original 
equipment as well as for replace­
ment or repair purposes. Ideal for 

use with many industrial tools where quality of the cord 
and plug are important considerations on the part of the 
user. Cord available in both conventional two-conductor 
and three-conductor types and cord sets and plugs in 
many types and sizes. 

INDUSTRIAL USERS DISCOUNT 
List Invoice Value 

to $199.00 
$200.00 to 999.00 

Plus $1000.00 

Discount 

30"/0 
33"/0 
40"/0 

Write for illustrated catalog containing full information on our· complete line of electric soldering irons-including their use and care. 

AMERICAN ELECTRICAL HEATER COMPANY • • DETROIT, MICHIGAN 
~ Also a complete line of resistance soldering units (100 to 2500 Watts) and wire strippers - write for bulletin W-50 . .-

(e) U.C.P.,lnc. Trade Discount Applies to List Prices Only. The MASTER - 26th Edition • Page 1259 



Five separate cores of flux eliminate poss­
ibility of no flux in a portion of the wire, 
which may occur in single cored solder. 
Guaranteed continuity of .the flux stream 
prevents "dry" joints, i.e., those having 
high electrical resistance. 
Although there are five cores of flux in 
Multicore, the total percentage of flux to 
solder is less than many single cored solders. 
Very rapid melting results from the multi­
ple core construction which provides thin­
ner walls of solder than are found in the 
same gauge single cored solder. Multicore's 
unique properties make perfect joints poss­
ible on difficult metals and alloys, even if 
oxidized. 
Ability to thin rapidly produces perfect 
joints with less solder. Greater coverage per 
pound. 

ERSIN FLUX 
Ersin Flux is exclusive to Multicore and 
will not be founel in any other soMer. It is 
a high grade, water white rosin, homogene­
ously activated. 
Ersin Flux has a vigorous ftuxing action 
and possesses the non-corrosive and protect­
ive features of the original rosin. Soldered 
joints made with Ersin Flux do not corrode 
even after prolonged exposure to any de­
gree of humidity. Ersin Flux reduces the 
surface tension of molten solder, ,causing it 
to wet metals r~pidly, increasing speed of 
operation with resultant production econ­
omies. Free from objectionable odor. Non­
toxic in us", Leaves nothing but pure rosin 

SECTION 54001 

on the work after soldering, and may be 
used wherever plain rosin is specified. 

COPPER·LOADED SAVBIT ALLOY 
Copper-loaded SA VBIT is one of a number 
of solder alloys developed for the industry 
by Multicore, it is entirely different-and, 
it is patented. SA VBIT alloy contains its 
own copper, and therefore will not take the 
copper of the soldering iron tip into the 
molten solution during soldering. This ab­
sorption of copper when any standard alloy 
is used is a basic reason for the wearing out 
of the expensive copper tips, and the need 
for constant refinishing of the tip. 
Comparative tests with solders having pure 
tin/lead alloys and the new Ersin Multi­
core copper-loaded SA VBIT alloy have been 

. made on assembly lines of electronic plants. 
Results of these tests have proven that 
startling production efficiencies and econ­
omies may be realized when· the wear and 
corrosion of copper soldering iron tips is 
curhed. using SAVBIT alloy. Equally as im­
portant ... a higher standard of soldering 
quality is assured for a much longer period 
of time. 
SA VBIT alloy is available in Ersin Multi­
core 5-Core Solder containing non-corrosive 
extra fast Ersin flux in 14. 16, and 18 gauge. 
lts melting point is virtually the same as 
standard tin/lead alloys. 

~///'7, .. Alew! HAND-CRAFTED Custom Tubes dtJ{tl ~ ........... .,_ ..... _r:o.ud.oI_noi 

A completely new series of plug-in re- made to extremely close tolerances, 
placement tubes, hand-crafted to give and individually 100% tested for major 
higher power, lower distortion and characteristics, including operation 
longer life. tests, noise and microphony. For the 
In contrast to mass-produced tubes, first time .•• an individual test report 
which often vary widely in their char- is packed with each tube, certifying 
acteristics, new Gold Lion tubes are measured production characteristics.' 

With These 
Sold L1ln 

TJPIS 
B739 
0717 
0717 
0717 
B739 
B749 
B759 
2729 
KT77 
KT66 
KT66 
KT66 
KT66 
N709 

CROSS REFERENCE REPLACEMENT CHART 
With These 
Gold LiO. 

TrPlS 
U709 
U707 
B739 
U77 
U77 
U77 
U77 
U707 
U77 
U52 
U52 
U77 
U77 
0717 
N709 

WItb theil 
Sold Lion 

TYP8S 
B759 
0717 
8759 
8749 
U52 
KT66 
KT66 
U707 
8759 
0717 
8739 
U707 
8749 
0717 
87" 

With These 
Gold Lion 

TrP8S 
8739 
U707 
U707 
Z7.29 
KT88 
0717 
8739 
8749 
8759 
8759 
KT66 
KT88 
8759 
KT77 

BRITISH INDUSTRIES CORPORATION - PORT WASHINGTON, N. Y. 
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DESIGN IN-DUS-TRONIC tools are more stream­
lined, with slender jaws and fine points, to 
reach into the tight spots and perform the spe­
cific work required of the electronics tech­
nician. 
TEST AND INSPECTION Individually tested for 
hardness, each tool must maintain highest stan­
dards for handle strength and cutting ability. 
To assure perfect jaw alignment, pliers must 
cleanly cut single bond paper strips and snip 
cotton-covered lamp cord without fraying. Each 
tool is guaranteed against defects in workman­
ship and materials. 

WORKMANSHIP IN-DUS-TRONIC tools are hot 
drop-forged from special analysis alloy steel, 
machined and finished with the same care and 
preCision which have made world-famous BOKER 
TREE BRAND Fine Cutlery and surgical instru­
ments for over a century. Individually fitted and 

~~~~~~1NG~ac~hi~sh a~f~{~li!~ ~,~~6~~rzt:~0~1. 
and "decarb". Cutting blades are precision­
hardened with electronic controls. and honed by 
hand for keen edges that retain their sharpness. 

Individually Boxed 

H. B 0 K E R & CO., INC. • NEW YO R K, N. Y . 

RADIO AND TV NOSE 
CUTTING PLIERS 

Reaches into tight spots to cut 
small wires, and to grip at the 
tips. 

NO. 
539-41f2" 
539-6" 
939-4112" 
939-6" 

LIST EA. 
3.75 
3.75 
3.75 
3.75 

SIDE TIP NOSE 
CUTTING PLIERS 

Cuts flush at left side of tips. 
Turn tool over to cut flush at 
right side. 

NO. 
S539-4'12" 
S539-6" 
S939-41f:/" 
S939-6" 

LIST EA. 
4.00 
4.00 
3.80 
4.00 

NO. 
639-4112" 
639-6" 
739-4112" 
739-6" 

NO. 
S639-41J:r" 
S639-6" 
S739-4'12" 
S739-6" 

LIST EA. 
4.05 
4.05 
4.25 
4.25 

LIST EA. 
4.30 
4.30 
4.50 
4.50 

TRANSVERSE END 
CUTTING PLIERS 

For clean, flush cutting of 
small wires where ordinary cut­
ters are too bulky. 

NO. LIST EA. 
532-6" 3.65 
932-6" 3.65 

NO. 
632-6" 
732-6" 

SHORT JAW, LONG HANDLE 
NOSE CUTTING PLIERS 

Extra long, narrow handles 
provide maximum reach of 
the slender jaws to cut 
and grip. 

NO. LIST EA. 
579-8" 4.15 
979-8" 4.15 

, 

NO. 
679-8" 
779-8" 

STOCK NUMBER CODE IDENTIFICATIO'N ON PLIERS 
First Digit in Pliers 

DESCRIPTION OF FINISH Stock No. 
"5" 
"9" 
"6" 
"7" 

Polished Head, Standard Gunmetal Finish Handles - i.e. ........................................................ 51-6" 
Polished Head, Factory molded Red Cushion Grip Plastisol Handles - i.e ................................. 6911:!: 
Fully Nickel and Chrome Plated Head and Handles - i.e. ..................................................... u 
Nickel and Chrome Plated Head, Factory molded Red Cushion Grip Plastisol Handles - i.e. 71-6" 

SHORT. CHAIN 
NEEDLE NOSE PLIERS 

Sturdy, tapered jaws provide more 
positive grip. Checker-milled tips. 

NO. 
53-5" 
93-5" 

NO. 
5311-5" 
9311-5" 

WITH SIDE CUTTERS 
LIST EA. NO. 

3.15 63-5" 
3.15 73-5" 
WITHOUT SIDE CUTTERS 

LIST EA. NO. 
2.65 630-5" 
2.65 7311-5" 

LONG CHAIN 
NEEDLE NOSE PLIERS 

Slender, checker-milled jaws 
taper to )f," at tips. 

WITH SIDE CUTTERS 

LIST EA. 
3.45 
3.65 

. LIST EA. 
2.95 
3.15 

DIAGONAL 
CUTTING PLIERS 

NO. LIST EA. NO. 
51-4'12" 2.80 61-4'12" 
91-41f:/" 2.80 71-4112" 

51-5" 3.05 61-5" 
91-5" 3.05 71-5" 

51-51f2" 3.30 61-51f2" 
91-51f2" 3.30 71-5'12" 

51-6" 3.45 61-6" 
91-6" 3.45 71-6" 

51-7'12" 3.80 61-7'12" 
91-W2" 3.80 71-7112" 

LIST EA. 
3,95 
4.15 

LIST EA. 
4.45 
4.65 

LIST EA. 
3.10 
3.30 

3.35 
3.55 

3.60 
3.80 

3.75 
3.95 

4.10 
4.30 

NO. LIST EA. NO. 
53-6" 3.40 63-6" 

LIST EA. 
3.70 
3.90 

WIRE STRIPPING CUTTERS WITH INSULATION CRUSHER 

93-6" 3.40 73-6" 
WITHOUT SIDE CUTTERS 

NO. LIST EA. NO. 
5311-6" 2.70 6311-6" 
930-6" 2.70 7311-6" 

EXTRA LONG 
CHAIN NOSE PLIERS 
2'\'4" long jaws add extra 
'reach to checker-milled 
tips. 

WITH SIDE CUTTERS 
NO. 

53-7" 
93-7" 

LIST EA. NO. 
4.20 63-7" 
4.20 73-7" 
W1THoUT SIDE' CUTTERS 

NO. 
530-r' 
9311-7" 

LIST EA. NO. 
3.10 6311-7" 
3.10 7311-7" 

HEAVY DUTY 
DIAGONAL 

CUTTING PLIERS 

NO. LIST EA. 
591-7" 3.50 
991-7" 3.50 

NO. 
691-7" 
791-7" 

LIST EA. 
3.00 
3.20 

LIST EA. 
4.50 
4.70 

LIST EA. 
3.40 
3.60 

LIST EA. 
3.80 
4.00 

© U.C.P., Inc. Trade Discount Applies to List Prices Only 

"W" notches slit acetate cellu­
lose and other thin inSUlations. 
Notch in blades strips heavier 
insulation. Grooves in handles 
crush insulation. 

NO. 
517-5'12" 
917-5'12" 
617-51f2" 
717-51f2" 

LIST EA. 
4.00 
4.00 
4.30 
4.50 

"THROAT·HOLD" DIAGONAL PLIERS 

Plastisol inserts back of the blades 
tightly grip the cut-off end of wire after 
cut is madei/ preventing shorts, machine 
failures, an eye injuries. 

NO. 
TH51-41f2" 
TH91-41f2" 
TH51-5" 

LIST EA. , 
4.40 
4.40 
4.65 

NO. 
TH91-5" 
TH91-51f2" 
TH51-7112" 

,SPECIAL THROAT. HOLD TYPE PLIERS 
NO. LIST EA. 

TH8981-4'12" 5.20 Bent (offset) Hand'les 
THC981-41f:z" 5.00 Flush cutting edges 

LIST EA. 
4.65 
4.90 
5.40 
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JEWELERS' 4 Y2" PRECISIQN PUERS 

JEWELERS' PLIERS SETS 
Crystal Case, 5" x 7", lined to nest 41/2" Pliers. 

NO. CONTENTS LIST 
C63 One ea. 681, 683, 684 10.95 
C64 One ea. 681, 683, 684, 6517 13.25 
C65 One ea. 681, 682, 683, 684,685 18.05 
C73 One ea. 781, 783, 784 11.30 
C93 One ea. 981, 983, 984 10.65 
C95 One ea. 981, 982, 983, 984, 985 17.55 

POLISHED HEAD, 'GUN 
METAL HANDLES 

POLISHED HEAD, 
CUSHION·GRIP HANDLES. 

FULL NICKEL AND 
CHROME PLATED 

NICKEL, CHROME· PLATED 
CUSHION·GRIP HANDLES 

Tool No. List Ea. Tool No. List Ea. Tool No. List Ea. Tool No. List Ea. 

Diagonal Cutting Pliers 58t 3.10 
End Gutting Nippers 582 3.60 
·Needle Nose Pliers 583 2.90 

98t 3.20 681 3.30 781 3.35 
982 3.80 682 3.90 782 3.95 
983 3.10 683 3.20 783 3.35 

·Flat Nose Pliers 584 2.90 984 3.10 684 3.20 784 3.35 
·Round Nose Pliers 585 2.90 985 3.10 685 3.20 785 3.35 
·Note: Inside jaws are smooth. Supplied with milled jaws at no extra cost. 

PRECISION PLIERS 
WITH SPRING IN EXTENDED HANDLES TAPERED JAWS, FLUSH CUTTING DIAGONALS 

Midget jaws', extra long 
handles, to reach into 
deep areas normally in­
accessible. 

Midget pliers with sharply tapered jaws and 
very fine flush cutting edges. 

NO. 
A981-4W' 

LIST EA. 
3.70 

NO. LIST EA. 
5.95 

DESCRIPTION 
Extra Fine Needle-Nose 

P!iers (as 903-4112") 
Diagonal Cutters 

Needle Nose Pliers 
Flat-Nose Pliers 
Diagonal Cutters 

Needle-Nose Pliers 
Flat-Nose Pliers 

Extra Fine Needle-Nose 
Pliers (as 703-4¥z") 

STANDARD SHAPE JAWS, FLUSH CUTTING DIAGONALS 

L903S-S" NO. 
C981-4112" 

LIST EA. 
3.40 L98tS-8" 

L981S-8" 
L984S-8" 
L78tS-8" 
L783S-8" 
L7845-8" 
L703S-8" 

6.05 
5.95 
5.95 
6.20 
6.20 
6.20 
6.20 

SHORT NOSE, FLUSH CUTTING DIAGONALS 

ND. 
E981-41f." 

LIST EA. 
3.60 

STOCK NUMBER CODE 'IDENTIFICATION ON PLIERS 
First Digit 
in Pliers 
Stock No. DESCRIPTION OF FINISH 

"5" 
·'9" 
"6" 
"7" 

Polished Head, Standard Gunmetal Finish Handles - i.e ........................................................ 51-&" 
Polished Head, Factory molded Red Cushion Grip Plastisol Handles - i.e ................................ 91-P" 
Fully Nickel and Chrome Plated Head and Handles - Le. ........................................................... 61-6" 
Nickel and Chrome Plated Head, Factory molded Red Cushion Grip Plastisol Handles - i.e. 71-6" 

EXTRA FINE NEEDLE NOSE 
PLIERS WITH STABILIZED TIPS 

Dowel pin in jaw engages hole 
in other jaw when erased, sta­
bilizing tips and maintaining per· 
feet alignment. 

NO. 
ST903-6" 

LIST EA. 
3.50 

NO. 
S1703-6" 

CURVED EXTRA FINE NEEDLE NOSE 

LIST EA. 
4.00 

NO. LIST EA. ......dflllAlllllllililillllllllo 
508-6" 3.90 
908-6" 3.90 
603-6" 4.20 
108-6" 4.40 

SHORT JAW, EXTRA FINE 
NEEDLE NOSE PLIERS 

NO. LIST EA. 
503-4112" 3.10 
903-41f2" 3.10 
&03-4W' 3.40 
103-4112" 3.35 

EXTRA FINE. 
NEEDLE NOSE PLIERS 

Long, very slim, spring tempered 
jaws for assembling miniature 
parts. . ~<:::: 

NO. LIST EA. 
503-&" 3.10' 
903-6" 3.10 
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NO. 
603-6" 
103-6" 

LIST EA. 
3.40 
3.60 

LONG NEEDLE NOSE PLIERS 

Unusual gripping abi lity without 
distortion for such long, slender 
jaws. Checker-milled at tips. 

Na. 
533-&" 
933-6" 

LIST EA. 
3.15 
3.15 

No. 
633-6" 
133-6" 

CURVED NEEDLE NOSE. PLIERS 

NO. 
538-6" 
938-6" 
638-6" 
738-6" 

LIST EA. 
3.50 
3.50 
3.80 
4.00 

END CUTTERS AND LEAD·IN 
STRIPPERS 

Quickly strips TV transmission 
cable. Full throat for. general 
purpose cutting. 

NO. LIST ·EA. 
902-6" 3.95 
602-6" 4.25 

Trade Discount Applies to List Prices Only 

NO. 
102-6" 

LIST EA. 
3.45 
3.65 

LIST EA. 
4.50 

.© U.C.P., Inc. 
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PLIERS WITH 
SPRING IN HANDLES 

Bauer type coil spring keeps 
pliers in open position, re~,dy-to­
work, 

Specify .. s .. as a Suffix to tool number (Le., 91S-5") 
Additional List Ea .. 30 

HOLDING FORCEPS 
Slender, long-reaching, with ratchet 
type lock. Acts as third hand, and 
as heat sink. Box jOint, polished 
stainless spring steel. 

NO. 
HF-51I4" 
HF-61/4" 
HFC-61f4" 

LIST EA. 
4.50 
4,35 
5.00 

Straight pattern 
Straight pattern 
Curved pattern 

ELECTRONIC SNIPS 

Pointed I serrated blades cut 
wire{ fi ament, sheet metal, 
insu ating materials, plas­
tics, fabrics. spring keeps 
blades open, ready-to-work. 

NO. 
P4-7Va" 
P4E-61f2"" 

LIST EA. 
3.60 
4.25 

ELECTRICIANS' SNIPS 
Scraper, file on back of blade. 

NO. LIST EA. 
709-5" 2.75 

Nickel Plated 

Long Blades 
Short Blades 

SHORT JAW, LONG HANDLE, 
NEEDLE NOSE PLIERS 

NO. 
573-S" 
973-S" 

LIST EA. 
3.20 
3.20 

NO. 
673-S" 
773-S" 

: 
LIST EA-

3.50 
3.70 

SHORT JAW, LONG HANDLE DUCKBILL PI.IERS 
No. LIST EA. No. LIST EA. 

574-S" 3.15 974-S" 3.15 

ELECTRICIANS' 
SIDE CUTTING 

PLIERS 

NO. 
92-6" 
92-7" 
92-S" 

LIST EA. 
3.25 
3.65 
4.00 

LEATHER 
TOOL 

HOLSTER 

Five pockets of pliable form-fitting Russet 
leather. Stitched 'with 7-cord linen hot 
waxed thread, locked to solid leather back 
with steel rivets. Handy tape holder is of 
leather, not chain, an extra safety insula­
tion feature. 

H. 

NO. 
99 

LIST EA. 
4.95 

BOKER & 

NO. 
62-7" 
62-S" 
72-7" 

LIST EA. 
3.90 
4.25 
4.10 

CO., INC. 
© U.C.P., Inc. Trade Discount Applies to List Prices Only 

MIDGET "GROOVE-GRIP" PLIERS 
Slender and wiry, indispensable for gripping 
small nuts and other objects in tight spots, 

NO. 
6517-5" 
P6517-5" 

LIST EA. 
2.25 
2.35 

Nickel, Chrome Plated 
Nickel, Chrome Plated, 
Cushion Grips 

"GROOVE-GRIP" 
5-ADJUSTMENT 

PLIERS 

NO. 
6507-61/:i" 
6507-S" 
6507-10" 

P5507-61/2" 
P5507-S" 
PSS07-10" 

LIST EA. 
2.65 
2.90 
3.25 

Nickel and 
Chrome 
Plated 

P5S07-14" 7 Adjustment 

2.60 
2.85 
3.20 
4.25 

Polished 
Head 

Cushion-Grip 
Handles 

NO. 
6041-&1/2" 
6041-8" 
6041-10" 

COMBINATION SLIP-JOINT 
PLIERS 

LIST EA. 
1.40 
1.80 
2.60 

Nickel and 
Chrome 
Plated 

'THIN NOSE COMBINATION PLIERS 

NO. 
6042-6112" 

LIST EA. 
1.60 Nickel, Chrome'd 

BENT THIN NOSE COMBINATION PLIERS 

NO. 
6043-61f2" 

LIST EA. 
1.85 Nickel, Chromed 

PROFESSIONAL SLIP-JOINT SIDE CUTTERS 

Flat, serrated nose for grip­
ping. Curved inner section 
to grip round shapes. Keen­
cutting knives. 

• 

NO. LIST EA. 
6395-71/2"_ 3.75 Nickel, Chromed 

THIN, ALLOY STEEL ADJUSTABLE WRENCHES 

Nickel and Polished Head, 
Chrome Plated Gunmetal Handles 

NO. LIST EA. NO. LIST EA. 
6W·4" 2.64 SW-4" 2.10 
6W·6'" 2.64 SW-6" 2.10 
6W-S" 3.10 5W·S" 2.52 
6W·10" 3.95 5W-l0" 3.12 
6W·12" S.75 SW·12" 4.70 
6W·15" 8.75 5W·15" 7.36 
6W·1S" 14.50 5W·1S" 10.95 

NO. 
P6W·4" 
P6W·6" 
P6W·S" 

Nickel, Chrome-Plated, Cushion-Grip Handles 
LIST EA. NO. LIST EA. 

2.72 P6W·l0" 4.35 
2.72 P6W·12" 6,25 
3.45 P8W·1S" 9.00 

New York, N. Y. 
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DESIGN IN-DUS-TRONIC tools are more stream­
lined, with slender jaws and fine points, to 
reach into the tight spots and perform the spe­
cific work required of the electronics tech­
nician. 
TEST AND INSPECTION Individually tested for 
hardness, each tool must maintain highest stan­
dards for handle strength and cutting ability. 
To assure perfect jaw alignment, pliers must 
cleanly cut single bond paper strips and snip 
cotton-covered lamp cord without fraying. Each' 
tool is guaranteed against defects in workman­
ship and materials. 

WORKMANSHIP IN-DUS-TRONIC tools are hot 
drop-forged from special analysis alloy steel, 
machined and finished with the same care ana 
precision which have made world-famous BOKER 
TREE BRAND Fine Cutlery and surfical instru­
ments for over a century. Individual y fitted and 
adjusted each is accurately heat-treated by 
HYDRIZING, which minimizes "carburization" 
and "decarb". Cutting blades are precision­
hardened with electronic controls, and honed by 
hand for keen edges that retain their sharpness. 

Individually Boxed 

H • B 0 K ER & co. , INC. • NEW YO R K, N. Y. 

EXTRA FINE FLAT NOSE PLIERS 
Flat, very thin, smooth jaws, spring tempered. 

NO. 

504-6" 
904-&" 

NO. 

5T504-6" 
5T904-6" 

LIST EA. 

3.60 
3.60 

NO. 

604-6" 
704-6" 

WITH STABILIZED TIPS 

LIST EA. 

4.00 
4.00 

NO. 

5T604-6" 
5T704-&" 

LIST EA. 

3.90 
4.00 

LIST EA. 

4.30 
4.40 

NEEDLE POINT DIAGONAL CUnlNG PLIERS 

Narrow, pOinted nose, semi-flush edges, 
for close cutting. lightweight, easy­
to-use, in electronics and light as­
sembly. Coil spring keeps jaws open. 

NO. 

513-51/2" 
913-5112" 

LIST EA. 

4.25 
4.25 

NO. 

613-5112" 
713-51/2" 

LIST EA. 

4.55 
4.75 

THIN, NARROW, POINTED DIAGONAL CUnlNG PLIERS 

Jaws relief-ground back of blades, to 
cut in confined areas. Also used for 
removal of I. F. Cans. 

NO. 

RA51-51/2" 
RA91-51f2" 

LIST EA: 

4.50 
4.50 

NO. 

RA61-51h" 
RA71-5112" 

WIRE JACK POCKET KNIFE 

Rugged construction, unbreakable spring. 
Chrome Vanadium steel blade. 

NO. LIST EA. 

1.00 

ELECTRICIANS' UTILITY KNIFE 
One blade and one self-locking Screwdriver 
and Insulation Scraper. 

NO. 
9229 

LIST EA. 
2.75 33/4" long 

LIST EA. 

4.80 
4.90 

ELECTRONIC DIAGONAL END NIPPERS 

Flush-cutting blades, with extremely 
fine points, set at 22.5° angle. For 
very fine subminiature work. 

NO. 

XA582-41!2" 

XA982-41f2" 

LIST EA. 

6.00 

6:00 

NO. 

XA682·41f2" 

XA782-41/2" 

LIST EA. 

6.30 

6.50 

THIN HEAD, RUSH CUnlNG MIDGET DIAGONALS 
Head is ground thinner, narrower. Flush edges. 

NO. 

XA981-41/2" 

XC981-4V2" 

LIST EA. 

4.00 

3.70 

Pointed jaws 

Standard shape jaws, slightly shortened 

BENT EXTRA FINE NEEDLE NOSE PLIERS 

NO. LIST EA. NO. LIST EA. 

8508-6" 3.90 B608-6" 4.20 

B908-6" 3.90 8708-6" 4.40 

WITH STABILIZED TIPS 

NO. LIST EA. NO. LIST EA. 

STB508-6" 4.30 STB608-6" 4.60 

STB908-6" 4.30 STB708-6" 4.80 

H. BOKER & CO. , INC. • New Yo r k, N. Y. 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old, 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 
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4f- CI-IAN NEL LOCK 
® 

Specially Designed ELECTRONICS PLIERS 
You'll do hundreds of jobs easier, 

faster with these Channellock Pliers 
because they are specially designed 
for all types of electronics work. You'll 
like the long reach ... the precision­
matched jaws . . . the hand-honed, 
specially hardened cutting ,edges . . . 
the easy-to-handle "feel" of the blue 
plastic grips. And you'll appreciate the 
top quality of Channellock Pliers ... 
they're forged from high grade steel, 
properly heat treated. Best of all, be­
cause they are specially designed for 
fine electronics work, these four pliers 
will satisfy more than 90% of your 
Service and Repair needs. Ask your 
Electronics Equipment Supplier for 
Channellock Electronics Pliers 
by name. 

No. 718 
FLAT-NOSE 

PLI E R 
\\'atchmaker's 

precision PLFS a 
bull·dog grip in 

hard-la-reach 
place,. LIST S:UO 

MULTI-PURPOSE PLiER 

~ ... "~ 

The handiest and most popular multi-purpose 
plier ever designed. Five patented, non-slip under­
cut channels. Terrific gripping power. Particularly 
useful on aerial construction jobs. Polished steel finish. 

No. Size Capacity List 
420 9 W' 1 W' $3.20 
426 672" W' $2.40 

"MIGHTY MI DGET" PLiER 

A midget plier that gives you popular Channel­
lock gripping power for a wide number of small, 
hard-to-get at electronics jobs. Length H:.i". Four 
adjustments. Capacity Y:;". Polished steel finish. 

No. 424. , . LIST $2.30 

LINEMEN'S PLiER-Bevel Nose 

Polished steel 
No. 

3046 
a047 
3048Y:; 

finish. Knurled grips. Side cutter. 
Size List 
6" $3.50 
7" $4.00 
8Y:;" $5.00 

• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

No. 728 
DIAGONAL 

CUTTER 
.\ wire-stripping 

notch (Patent 
Pending) that 
really works! 

LIST $3.50 

No. 738 
ROUND-NOSE 

PLIER 
You~an pick up a 
human hair with 

these precision­
machined paints. 

LIST $3.10 

No. 748 
END 

CUTTER 
Fine enough to cut 

a human hair­
sturdy enough to 

cut 12 gauge copper 
wire. LIST $3.50 

HEAVY DUTY PLiER 

A heavy duty, self-gripping plier ... actually a 
combination plier and wrench. Terrific gripping 
power in tight places you can't reach with a pipe 
wren,ch. Length 9Y:;". Four adjustments. Capacity 
lYs". Polished steel finish. No. 4lO ... LIST 8a.40. 

. HEATSORB CLAMP 

e::: f§2 i: 
A specially designed "he~t sink" that preve!lts 
heat damage to electronic components durmg 
soldering. Also a handy, self-gripping· "third 
hand" that holds, and retrieves small parts in 
close work. Length 5". No.46 ... LIST $1.50 

LINEMEN'S PLIER- Rounded Nose 

Polished steel 
No. 
346 
347 
348Y:; , 

finish. Knurled grips. Side cutter. 
Size List 
6" $3.50 
7" $4.00 
8Y:;" $5.00 

CHANNELLOCK PLIERS Are Made Only By Champion DeArment Tool Co., Meadville, PCi. 
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~ CHAN NfL LOCK 
® 

.4dtte ~ PRECISION PLIERS 

Highest quality precision pliers for fine bench 
work in electronics, model making, jewelry and 
watch repair. Polished steel finish. Also available 
at no extra cost 'with blue, dipped plastic, cushion-
grip handles. . 

No. Style Size List 
41 Diagonal Cutter 4~" $3.14 
42 End Cutter 4~" $3.60 
43 Needle Nose 4~" $2.90 
44 Flat Nose 4~" $3.00 
45 Round Nose 4~" $3.00 

Attractive, Velvet-lined case for Little Champ 
Pliers. No charge when ordered with set of 

LONG-NOSE PLiER £< : e 

Point 
grips. 

~2" round. Polished steel finish. Knurled 

No. Size Side-Cutter List 
317~ 7~" With $4.10 

301772 7~" Without $3.10 
326 6" With $3.50 

3026 6" Without $2.76 

"DIPPED" PLASTIC GRIPS FOR PLIERS 
All Channellock Pliers can be ordered with blue, 
dipped-plastic, cushion-grip handles. Our 700 
Series Pliers, shown on page 1, are offered only 
with dipped grips. "Little Champ" Pliers on page 
2 are available either with or without dipped grips 
at no difference in price. On all other Channellock 
Pliers, dipped grips are optional at slight extra 
cost. 

Precision-honed 
finish. 

No. 
356 
357 

: 
cutting edges. Polished steel 

Size 
6" 
7" 

List 
$3.50 
$4.00 

FLAT-NOSE PLiER 

E«< : 
Precision-matched jaws. Polished steel finish. 
No. Size Side-Cutter List 
366 6" With $3.70 

3066 6" Without $2.80 

.~ pliers. 

• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• ,. 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• .. 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 
• 

DIAGONAL CUTTING PLiER 
~~~ 

Precision-honed cutting """'illiliiili;;i __ ;;;;;'~ 
edges. Polished steel finish. Knurled grips. 

No. Size List 
435 5" $3.10 
436 6" $3.50 
437 7" $3.86 

SLIP-JOINT PLiER-With Cutter 

Heavy duty. Polished steel finish. Knurled grips. 
No. Size List 
546 6" $2.30 
548 8" $2.84 

5410 10" $3.46 

"SUPERIOR" PLASTIC GRIPS 

~~~: 
For maximum hand comfort, durable plastic 

grips. Light blue color for good visibility, reduces 
plier loss. Easy to install. Order by desired grip size: 
Plier Size Grip Size List Plier Size Grip Size List 

6" Small 65c pr 8". 9~" 
7" Medium 70c pr 10" Large 75c pro 

ELECTRICIANS' HAMMER 

Specially designed long neck for hammer­
ing over conduits. Drop forged from high 
grade steel. Polished finish. NuRed enamel 

neck and under claw for good visibility. Best 
quality hickory handle. No. R8, 18 oz. LIST $:3.76 

CHANNELLOCK PLIERS Are Made Only By Champion DeArment Tool Co., Meadville, Pa. 
(U U.c.P., Inc. Trade Discount Applies To list Prices Only The MASTER - 26th Edition • Page 1267 
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For precision instrument and model work use Desco "7" 
Miniature Nut. Drivers. Available with Tenite handles, or for 
use with jewelers' screw driver handles. Also made with 5~" 
long shanks for those hard·to·get-to places. 

r---------------. 
I DESCO "7" Sizes across flats I 

: %4%2~4U!%2t16~ : 
~~--------------~ 

Set HS 7 List $5.95 

Set HL ., List $5.95 

NON-MAGNETIC NUT DRIVERS available in HL7 and HS 7 series only. 
Specify "No-Mag" with the code number - same prices. 

INTRODUCING THE DESCO "5" Series of Miniature Tools 

I I 
I I 
I I 
I I 
I Set EW 5 Steel List $2.50 I 
I Set EWN 5 Non-Magnetic List $2.50 

I 
I 
I 

A practical miniature end wrench to fit I 
the smallest nuts made %4 %2 0/64 % %2' 

I 
I 
I 

Set HD 5 List $4.50 I 
Deeper and more rugged than the "7" 
Series. Made only in %4. %2. '%4. % and I 
%2' 

Set SS 5 List $1.98 
Contains four screw driver blades and 
a fine scriber. 

I Set PAH 5 List $3.50 
Includes. the two smallest Phillips 

Page 1268 • The MASTER - 26th Edition T rode Discount Applies to List Prices Only 

I ejrivers and the three smallest Allen 
wrenches. 
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Insist on the Finest -- They Last Longer 
~~There is Nothing Finer Than a DIAMOND" 

Depend On 
These Trade Marks 

of Quality 

Narrow tapered nose 
... ideal for 

confined places 

3 Sizes 

S54RG - 4 inch 

S55RG - 5 inch 

S56RG -,6 inch 

DIAMALLOY 

CUTTING 
PLlE:RS 

Diamalloy Electronic Pliers 

Diagonal Cutting. Electronically 
hardened cutting edges. S54 size 
4 in. S55 size 5 in. S56 size 6 in. 

:: 
Long Nose with finely serrated jaws 
Pis in. long. Tips Yt6". LN54 size 
4 in. LN56 size 6 in. LN57 size 7 in. 

Long Nose with side cutter. Same as 
LN54 except has side cutter in jaw. 
SN54 size 4 in. SN56 sL;:e 6 in. 
SN57 size 7 in. 

DN54-FLAT NOSE with smooth 
jaws. Size 4 in. 

NN56-NEEDLE NOSE with long 
slender jaws and strong gripping 
ability. End of jaws diamond scored. 
Size 6 in. NN57-7 in. 

LC56-LONG NOSE SPECIAL with 
very fine cutter on end of nose for 
cutting very fine wire in confined 
places. Size 6 in. 

EC54-TRANSVERSE END CUT­
TER for cutting close to printed 
circuit boards. Easily resharpened. 
Size 4 in. 

MS54-DIAGONAL CUTTER with 
extremely sharp cutting edges, %" 
long for cutting fine wires. Size 4 in. 

Curved Needle Nose. Same as LN54 
except nose is bent 90°. Ideal for 
confined places. CN54 size 4 in. 
CN56 size 6 in. 

ST55-WIRE STRIPPER with 3 
holes. accurately drilled and counter­
bored for 18, 20, 22 gauge wire. Size 
5 in. 

SOLD THROUGH LEADING ELECTRICAL SUPPLY WHOLESALERS AND INDUSTRIAL DISTRIBUTORS 

DIAMOND TOOL and IIOf'£,~ghoeeo. 
DULUTH . MINNESOTA Established 1908 TORONTO . ONTARIO 

© U,c'P .• Inc, The MASTER - 26th Edition. Page 1269 
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orseman 
ELECTRONIC TOOLS 

-------

JIGGLE STICKS 

Probes of Lucite, 1 end 
forked for pushing other 
end pointed for probing 
'notched on side for pulling' 
wires. 

PR532-6 5/32" dia •. 30 net 
PR 316-8 3/16" dia .• 35 net' 

NORSEMAN SOLDERING AID KIT 

Red Vinyl plastic kit, packed with 4 Norseman Soldering Aids 
(TN-22, TN-33, TN-44, TN-55) as illustrated. 
TNSA-4 complete kit __________ ~ ______________________________________ $4.35 net 

Kit with 4 Norseman Soldering Aids with unbreakable aluminum 
handles (AL-22, AL-33, AL-44 & AL-55). 
ALSA-4 complete kit .................................................................................... $4.35 net 

NORSEMEN SOLDERING AIDS 
"'"WWm '0 

--Red Handle Green Handle 
TN-22 Tenite II Handle _____________________________________ $ .75 net TN-33 Tenite II Handle ______ . ____________________________________ $ .75 net 
AL-22 Aluminum Handle _________________ , _______________ .$ .75 net AL-33 Aluminum Handle _____________________________________ $ .75 net 

... mq_ IE" 
Black Handle Blue Handle 

TN-44 Tenite II Handle ___________________________________________ $ .90 net TN-55 Tenite II Handle ___________ ~ _______________________________ .$ .90 net 
AL-44 Aluminum Handle ____________________________ . ____________ $ .90 net AL-55 Aluminum Handle _______________________________________ $.90 net 

PLASTIC HANDLES-(TN-22, TN-3 I, TN-44, TN-55) are of Tenite II, 4" x %" hex and will not roll off the work bench. Shock-proof, 
practically unbreakable and will, stand rough use on industrial production lines. 
METAL HANDLES-(AL-22, AL-33, AL-44, AL-55) are aluminum alloy 4" x %" hex and won't roll off the work bench. Being metal, are 
NOT SHOCK-PROOf and hence not recommended for ordinary radio-TV service work, especially> on a 'lIve' uni!. However, these 
handles are practically unbreakable and were designed to take rough use on industrial assembly lines and can be used as PRY 
BARS in lining up components. 
METAL ENDS-(separated from each other) non-magnetic stainless steel, to which solder won't adhere. Are firmly seated in handles 
and are twist-proof. 
FORKED END-straddles the wire and with a slight twist, grips it for easy unwinding and removal, or guides it into another lug for 
soldering. Since plastic handles act as insulation, there is no danger of shock when working on sets in operation. Va" forks are 
made especially for use on printed circuits and transistors. 
SPADE END-is 'a reamer to clean lug holes of solder. 

.. CURVED END-can be used as a scriber for marking chassis. As a circuit 
tracer when looking far loose connections. As a dial .cord stringer. Hook can 
be bent to a 90 degree angle if desired. STAINLESS STEEL WIRE BRUSHES 
KNIFE & SCRAPER-,for cutting and repairing printed circuits: 
WIRE BRUSH-has approx. 200 bristles of stainless wire .0035 in dia. 
.For use in cleaning connections before soldering, brushing out splattered solder 
and in repairing printed circuits. 

on steel shaft approximately 2" long 
overall. Can be used in a regular pin 
vise. .33 net 

Pac:ked 25 or 50 per box 

DIDDLE STICKS 

Alignment tools -
Lucite ~2" dia. 
LU-53210 10" long __ .25 net 
LU-53214 14" long __ .35 net 

Rigid Vinyl 3/16" dia. 
RV-31610 10" long._ ..... 25 net 
RV.31614 14" long ......• 35 net 

Fibre G.lass Va" dia. 
FG-1810 10" long .... 35 nel 

SLAB.HEAD 

DRIVERS 

Drivers for SLAB­

HEAD screws as 
used in Delco auto 
radios, Zenith & 

Arvin TV and 1956 
models of Webcor 

recorders. 

246-P ... " $1.80 net 
.FG-1814 14" lon9 .... 50 net 
FG-1818 18" long .... 65 'net . 

Hollow Ground 
Like a'Goad 
Screw Driver Clutch Head Screw and Driver 

ERIKSON SPECIALIZED TOOL COMPANY, PICO, CALIF. 
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STICKLE-BACK DRILSAWS 

Made in Germany, this 
tool will drill holes in 
wood, plaster board, etc. 
and saw in any direction. 

#0-5 x 5/32" dia. . ...................................................................................... $ .98 net 
#1-7 x 3/16" dia ........................................................................................ 1.85nel 
#2-10 x ~"dia ........................................................................................... 2.45 net 
#3-13 x 5/16" dia ..................................................................................... 2.95 nel 
# 4-15 x %" dia. .. ........................................................................................ 3.25 nel 
# 5-13 x V2" dia. . ................................................................. (saw rasp) 2.25 nel 

A R~~~~Br~tc::t~~;~T:x 'itO;; "'~.'''"" ...0 : '":S 
wrench. No buttons, no 
levers - just turn it aver 10 reverse the ralchet. 

~" x 5/16" ............ $2.35 nel o/a" x 11/16" ............ $3.90 nel 
0/." x 7/16" 2.65 net %" x 314" ...........•...... 3.90 net 
%" x· 9/16" ............ 3.60 net 3j4" x ra" .................. 4.50 nel 

DRILL ROUTERS ~2'~4 
A not her "Stickle-back" 
tool, similar to the Drilsow, but for use in electric drills. 

#318-1 2%" x ~"dia ............................................................................ $1.40 nel 
#.318-2 4V2" x ~" dia ......................................................................... 1.60 nel 

TIPPY STICKS 
Flexible alignment tools 
of tenite II with a non­
magnetic stainless steel 
tip. Permits snaking 
around obstructions and 
still turn screws and slugs. 
ST -186 6" long ..................................... ......................... .40 net 
ST-1810 10" long ............................................................... 45 net 
ST-1814 14" long ............................................................... 50 net 

TRI-TAPS 
The original 3-in-l 
tool with 6/32", 8/32" 
and 10/32" taps to clean or cut three of the most common 
threads used in electronic work. 
T-3 .... .$2.25 nel T-4 lap only for HT-24 1.65 nel 

HT -24 wilh replaceable tap ........................ $2.85 net 

TOOL POUCHES 

# 14 Telephone lineman's pouch of 
chrome-tanned cowhide. One large sep­

arated pocket with three smaller ones in 
front. Riveted and slilched with linen 

Ihread. 6" x 9~" .............................. $4.95 nel 

Electrician's Pouch. Bark-tanned top 
grain cowhide, riveted and stitched 
with linen thread. 7 pockets, loop 
for hammer, T·chain for roll of 
lope. 
#1710" x 9" ........................... $4.95 net 

12 OTHER 
POUCHES AVAILABLE 

MADE IN ESKILSTUNA, SWEDEN, BY E. A. BERG MFG. CO. LTD. EST. 1880 
Only the best Swedish Charcoal Steel is used in the manufacture of Berg Pliers. Produced under exacting 
standards of control, they embody the most modern techniques of heat treatment and manufacture. Each 
plier is carefully engineered and designed to afford the greatest practical utility; lightness and ease of 
operation; and strength coupled with durability. 

Special Electronic Diagonal Cutting Pliers 
with extra thin cutting edges, pointed 
nose and BOX JOINT 

;= : 
No. 525 - 5" _______________________________________ .4.40 

ANGLE NOSE Diagonal Cutting Pliers 

No. 2528 _______ .6W' 3.70 7W' 4.20 

PIANO WIRE Diagonal Cutting Pliers 

4Y2"· 5'h" 
No. 1528 ________ 2.50 3.20 

6'h" 
3.70 

7'h" 
4.20 

PIANO WIRE Side Cutting Nippers with 
replaceable blades 

No. 1518 ____________________ 9" 5.50 
Extra Blades ______________ 9" 2.30 

10" 6.50 
10" 2.55 

PIANO WIRE End Cutting Nippers with re­
placeable blades 
No 1519 - 9" _____________________________________ ..7.50 
Extra Blades _______________________________________ 2.60 

PIANO WIRE End Cutting Nippers 

No. 527 _________________ 6" 3.10 

50 OTHER SIZES AND TYPES AVAILABLE 

Stroiaht Cutting Pliers with extended jaws 

No. 1529 - 6W' ____________________________________ 3.75 

Special Bent Nose Pliers 

No. 2533-B - 8" __________________________________ .4.75 

Curved Nose Pliers 

No. 1631 - 5W' _______________________________ 3.75 

ERIKSON SPECIALIZED TOOL COMPANY, PICO, CALIF. 
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(A) G-C ALIGNMENT SCREWDRIVER-low induc­
tance metal tip screwdriver made of Butyrate 
material. 
Cat. No. 5000 114" Diameter x 6" Tool 

Net $ .42 

(B) G-C TV ALIGNMENT TOOL-Very short, sturdy 
tool with a fine metal screwdriver blade. 
Cat. No. 5066 2112" long, ~.' Shaft Dia. 

~ 
i;I 

e 
© 

Net $ .37, 

(C) G-C TV ALIGNING WRENCH-New tool with 
14" square socket wrench, ~" shaft with in­
sulated handle. 
Cat. No. 5080 Net $ .53 

(D) G-C INSPECTION MIRROR-HandY inspection 
mirror to inspect parts, coils, wiring, etc. Made 
of metal shaft with glass mirror and a plastic 
handle. 
Cat. No. 5090 Fie" Inspecti~n Mirror 

Net $ .42 

(E) G·C NEW ALL-PLASTIC INSPECTION MIRROR­
Use to inspect coils, reSistors, sockets, etc. 
while the chassis is hot. No danger of shorting. 
Cat. No. 5090-P Fie" Plastic Mirror Net $ .38 

(F) G-C K-TRAN TOOL - Specially designed for 
K·tran and I.F. transforme'rs. Butyrate material, 
screwdriver on both ends, 
Cat. No. 5097 6" long, %,," Fibre Tip, lis" 

metal Tip Net $ .78 

(G) G-C TV CHANNF.L TUNING TOOL-Completely 
insulated, non·metalilc tool with long 14" nar-
row blade. Made of bone fibre, , 
Cat. No. 8195 7114" long, lis" shaft dia. 

Net $ .72 

(H) G-C TV AND FM TUNING TOOL-Special short 
tool with fine recessed screwdriver top for Tele· 

i 
~ 
® ® 

vision and FM adjustments. Made of Butyrate. 
Cat. No. 8196 2112" long, %." shaft dia. 

Net $ .38 
(J) G·C TV CORE ALIGNER-For Motorola and 
other 'sets using Stackpole or other stud type 
cores that are not slotted. Milled steel insert on 
'one end, thin screwdriver blade on other end. 
Cat. No. 8271 6" long, ~" shaft dia. 

Net $ .57 
(K) G-C TV I.F. OSCILLATOR ALIGNER-Specially 
made for I.F. and OSCillator adjustments. Will 
fit all makes·of sets-R.C.A., G.E., Philco, Ad­
miral and others. 
Cat. No. 8272 61/2" long, 114" tip dia. 

Net $1;12 

(L) G-C TV ALL-PURPOSE ALIGNER - Specially 
made for TV I.F. adjustments. Very thin spring 
steel tip Is recessed so the tool will guide itself 
over the screws. 
Cat. No. 8273 8" tong, 'M/' shaft dia. 

Net $ .68 

(M) G'C TV LONG REACH ALIGNER-Specially 
made for Admiral, Zenith, R.C.A. and other sets 
for adjustments of nested iron cores that are 
hard to reach. 
Cat. No. 8274 9" long, Ya" shaft dia. 

Net $ .83 

(N) G-C TV ZENITH UNIVERSAL ALIGNER-Spe­
cially designed for Zenith and other sets. Made 
of bone fibre and plastiC handle. 
Cat. No. 8275 5" long, Va" shaft dia., 1/4" 

Net $ .52 

(0) G-C TV DUPLEX ALIGNER-An all-purpose TV 
aligner for trimmers and I.F. transformers. Made 
of B~tyrate material with extra thin spring steel 
tips. 
Cat. No. 8276 6" long, ~2" shaft dia. 

Net $ .52 

® @ 

(P) G-C TV "SHORTY" DUPLEX ALiGNER-Spe· 
cially m'ade for trimmer and I.F. transformers 
where space does not permit the use of a longer 
tool. 
Cat. No. 8277 21/2" long, ~" shaft dia. 

Net $ .52 

(tl) G-C TV TUNING WAND-Brass insert on end 
reduces inductance and iron core on other end 
increases the Inductance. 
Cat. No. 8278 6" long, ~" shaft dia. 

Net $ .53 

(R) G-C TV CORE ALIGNER-Tool has a recessed, 
steel milled slot to fit over the Stackpole and 
other, type stud cores that are not slotted. 
Cat. No. 8279 7112" long, ~," shaft dia. 

Net $ .88 

(S) G-C NEW ZENIITH TV WRENCH & ALiGNER-' 
New nylon plastic mO,lded special tool made, spe­
cially for Zenith TV sets. 
Cat. No. 8282 5Uo' long, .100 Dia. Hex, 

Wrench, .109 Screw Driver 
Dia. Net $ .37' 

(T) G-C "SHORTY" TV ALIGNMENT SCREW DRIVER 
-Only '1:' long overall to adjust hard-to·get·at 
places under TV tubes, etc. 
Cat. No. 8289 2" long, ~," shaft dia. 

, Net $ .45 

(UI G-C UNIVERSAL SCREW DRIVER ALiGNER­
Made of unbreakable flexible clear plastic shaft 
and an amber plastic ~andle. " ' 
Cat. No. 8290 7" long, ~," shaft dia. 

Net $ .63 

(V) G-C ZENITH·ADMIRAL NYLON HEX WRENCH­
New nylon hex wrenc~ alignment tool for Zenith, 
Admiral and other sets. 
Cat. No. 8606 5" wrench, 11" long Net $ .48 

8606-L 11" wrench, 11" long 

GC ALIGNMENT TOOL KITS t NEW TlNNERMAN NUT REMoVER-The 
new G-C Tinnerman Nut Remover is a 
handy dual pUlipose tool for removing 
large or small tinnerman nuts with just 
a tWiSt. Eliminates fumbling with hard­
to·remove nuts: 

MASTER DELUXE TOOL KIT-A super·deluxe kit 
in a superior leatherette roll type case. Contains 
25 tools and includes all TV alignment tools ex· 
cept the extra long ones (over 9") which would 
not fit in the case. 
Cat. No. 8283 Net $14.17 

DELUXE ALIGNMENT TOOL KIT-Case is made of 
durable leatherette ,that will give long service. 
The steel tips are all extra thin and are of the 
bes.t grade hardened spring steel that will give 
you service. Kit contains one each of 16 tools 
you need. 
Cat. No. 8280 Net $8.63 

GoC ALL-PURPOSE TV ALIGNMENT KIT.,-A handy, 
all-purpose TV kit put up In a convenient plastic 
container. Kit contains four basic essential tools 
that will service the majority of TV sets. 
Cat. No. 8457 Net $1.95 
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STANDARD ALIGNMENT 
TOOL KIT-Made to last and 
wear-a quality kit. Kit 
contains 9 essential tools 
in roll type case. 
Cat. No. 8455 Net $4.77 

G·C No. 5040 TOP 12 TOOL KIT-12 
most popular TV alignment tools. 
Plastic roll·up case. 
Cat. No. 5040' , Net $7.50 

G-C CONTACT BURNISHING 

Cat. No. 9355 • Net $ .93 

G·C ILLUMINATED INSPECTION AND SERVICE 
MIRROR-A hinge·mounted mirror fastens to a 
6" transparent lucite rod which transmits light 
from a small anodized aluminum flashlight. 
Cat. No. 8725 Ys" Mirror, frame 0.0. 1M,' 

Net $2.02 

G-C SPEEDEX SLIM-TYPE SOLDER 
IRON TIPS-A new high-heat, 
turned-down tip made of one­
piece copper, Will fit %" Irons. 
Tips 41/2" long. 
Cat. No. 8741 Net $ .60 

TOOL KIT-A complete kit II G-C SOLDER IRON TIPS-Bright plated to 
,for the serviCing of relays, I resist corrosion. These tips are made of 
SWitches, etc. where critical , best grade hard·drawn,copper. 
contact pOints must be kept Dia. Long , 
clean for Ideal operation 
conditions. Cat. No. 724 '14 "x3" Net $ .37 
Cat. No. 9339 Net $ .75 725 ~"'x4112" '.45 

726 %"x4lh" .57 

Net © U.C.P., Inc. 
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(A) G-C NEW NYLON TV LONG-REACH ALIGNER 
-Handy new long-reach TV aligner with in­
sulated metal shaft and nylon tip. 12'14" 
long overall, .195 Shaft Dia. 
Cat. No. 8607 TV Tool Net $1.50 

(B) G-C ALIGNMENT TOOL-Handy to align 
and adjust TV sets, radio sets, etc. Made of 
clear plastic 5" long x %" dia. 
Cat. No. 8609 Net $ .63 

(C) G-C TV 2-IN-l LONG - REACH DUPLEX 
ALIGNER-Made of clear, unbreakable plastic 
material. Ends colored red and blue for size 
identification. Tips are made of spring steel 
recessed for easy location of stud. 
Cat. No. 8721 9" long, %," Shaft 

Dia. Net $ _78 
8722 7" long, %," Shaft 

Dia. Net $ .67 

(D) NEW G-C K-TRAN TELEVISION. ALIGNER­
Specially made for' K-Tran I.F. Transformer 
tuner slugs. Precision made of bone fibre. 
Cat. No. 8727 6'14" long, %,' Tip 

Dia. Net $ .60 

(E) TV LONG REACH ALIGNMENT SCREW 
DRIVERS-Made of bone fibre, extra thin '1a" 
diameter screw drivers for adjustment of 
TV receivers. Screw drivers tip on both ends 
-can be re-ground and used over. 
Cat. No. 8728A '1a"x7" 'Iong 

8728 '1a"x12" long 
8729 '1a"x16" long 

Net $ .431 
.53 
• 70 

(0) G·C RCA TV ALIGNMENT TOOL-Double end 
nylon tool with a recessed metal tip on one 
end and a plastic slot on the other end. 
Cat. No. 9150 6'! Length Net $ .93 

(D) G·C SCREW STARTER SCREW DRIVER-A 
handy screw holding screwdriver that will 
start screws in hard-to·get-at places. Holds 
the screw securely while It starts it. 
Cat. No. 9148 12" Net $2.58 

(E) G'C TV AND AUTO RADIO WRENCH-Spe­
Fial female slotted wrench to remove screws 
and stud screws from auto radios and backs 
of TV sets, etc. 
Cat. No. 9211 Net $1.08 

(F) G-C DUAL NUT STARTER-New tool that 
hOlds and starts hex, nuts or hex head screws 
~~x ~~~~~to-get-at places. Fits '14" and ~ .. ' 

Cat. No. 9147 Net $1.G5 

(G) G-C FlBREGLASS SCREWORIVER~Gives full 
protection on hot .chassis when adjusting 
high potentials. For close-up . hard-to-reach 
places. Cat. No. 9291 7" Net $ .75 

(J) G-C NYLON HEX TOOLS-For the adjust­
ment of iron cores inside mounted chassis, 
and the tuner adjustment of iron and brass 

© U.C.P_, Inc_ 

(F) G-C LONG ARM TV TOOL PLASTIC SHAFT­
New, extra-long-reach alignment tool for 
Zenith sets and others where adjustments 
are had to get at. Tool is 18" long overall. 
18" long, %,' Shaft Dia. 
Cat. No. 8821 TV Tool (Type A) 

8896 TV Tool (Type B) 
8897 TV Tool (Type C) 

Net $ .93 
. 93 
.93 

(J) NEW ZENITH-RCA ALIGNING TOOL WITH 
HANDLE-Handle affords a better grip and 
easier adjUstments. Length is 2lh" with a 
1V." shaft length. %,' diameter blade with 
recessed slot in blade end. 
Cat. No. 9051 Net $ .48 

(K) NEW G-C STANDARD COIL SLUG TUNER 
ADJUSTING TOOL-A new special slug tuning 
tool especially made for adjusting Standard 
Tuners, etc. Completely insulated. 7W' long, 
'14" shaft diameter, shaft ends .170 diameter. 
Cat. No. 9087 Net $ .67 

(N) G-C ADJUSTABLE SHORTY-Recessed tip 
TV alignment tool. Adjustable from 1'14" to 2" 
in length, for those hard-to-get-at places. 
Cat. No. 9090 Net $ .58 

(0) G·C DOUBLE END IRON CORE TOOL-All 
nylon hex tool made to fit cores with .125 
hex opening. One end of tool undercut so it 
can reach the bottom slug in coils without 
turning the top slug . 

slugs with hex heads. Has .100" hex and 
%{' handle. 
Cat. No. 9295 11"x.100" Hex 

9296 11"x.075" Hex 
9297 11"x.075" Hex 

Net $ .63 
.63 
. 63 

(K) G·C SHORTY ALIGNMENT TOOL-A con­
venient tool for hard-to-get-at places. Has 
K,' shaft, 2" length. Overall length of tool 4". 
Cat. No. 9298 Net $ .48 

(L) G-C COLOR TV TOOL-Used on converg­
ence controls and others in color sets. The 
outer sleeve fits into the O.D. adjusting slot 
and' the inner drive penetrates to the inside 
slot. Cat. No. 9299 Net $1.33 

(M) G-C RCA WRENCH FOR VHF CHANNEL 
SELECTOR-Tool is made to fit square headed 
set screws in RCA VHF Channel Selector 
gear assembly without removing chassis. 
Cat. No. 6035 Net $1.08 

(N) G·C NEW TRANSISTOR I.F. CORE 
ALIGNMENT TOOL~ne end square .055, op­
posite end rectangle nib. .047 x .078 to 
reach bottom slugs in iron cores. 
Cat. No. 9440 113,4" long Net $ .63 

(0) G-C RCA ALIGNING TOOL-Made of %," 
Butyrate rod, narrow screwdriver on one end 

Net 

Cat. No. 9091 5" long 
9091-L 11" long 

® 

Net $ .48 
.63 

(P) G·C PRINT·KOTE SOLDER AID PROBE­
Handy, fine point probe specially designed 
to aid in probing and soldering printed 
circuits . 
Cat. No. 9093 8" Length Net $1.00 

(Q) G·C PRINT·KOTE BRUSH AND SCRAPER­
Fine Stainless Steel brush and hardened steel 
scraper are required to scrape and clean 
the Silicone Resin from printed circuits. 
Cat. No. 9094 8" Length Net $ .98 

(R) G-C SLUG RETRIEVER TOOL-A 
made tool with hardened steel tips 
removing lost TV tuner slugs in 
Coil tuners. Ends ground to fit 
coils. 
Cat. No. 9096 12" Retriever 

9097 15" Retriever 

precision 
made for 
Standard 
standard 

Net $2.58 
3.00 

(5) G·C MINI-HOLD SCREWDRIVER~peeds reo 
placing of phono cartridges. Designed with 
exclusive "Wedge Action" enabling secure 
gripping of tiny screws. (Nos. 0, 1, 2, 3 and 
No. 8 set screws and smaller) Special short 
length .(2",a" when in use). 
Cat. No. 9346 3'14" long, 27/a" 

in use Net $1.72 
9347 7" long, 63,4" in use 2.25 

® @ 

Iiiiii .. _ ............. ® 

and screw nib inserted on other end. 
Cat. No. 5003 Net $ _53 

(P) G-C flO-METAL INSULATING ADJUSTMENT 
SCREW DR IVER-Made of black bone fibre . 
Indispensable for aligning all-wave sets. 
Cat. No. 5004 7" long Net $ .48 

LOW-LOSS POLYSTYRENE TYPE-Ideal for 
U.H.F. Sets. 

(R) G-C NEUTRALIZING TOOL-Combination 
screw driver and ~ .. ' hex wrench. Approved 
by U. S. Army Signal Corps. 
Cat. No. 5027 Net $2.10 

(5) G-C 4-in-1 ALIGNMENT TOOL-Consists of 
screw driver with metal nib, '14" hex wrench 
slotted and ~ .. ' hex wrench on other end. 
Cat. No. 5014 Net $ .87 

G-C 5-ln-1 ALIGNMENT TOOL-Consists of 
screw driver with metal nib, ~ .. ' hex 
wrench, '14" hex wrench slotted, with metal 
screw driver on one end. 
Cat. No. 5015 Net $1.17 
G-C 6-in-1 ALIGNMENT TOOL-Consists of 
screw driver with metal nib, ~ .. ' hex 
wrench, '14" hex side wrench and '14" hex 
end wrench slotted. 
Cat. No. 5016 Net $1.20 
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(A) DEGAUSSING COIL-For Color TV receivers. 
The G-C Degaussing Coil serves to demagnetize 
the magnetic fields set up in the color CRT 
due to the sensitivity of the tube. 
Cat. No. 9317 Net $17.97 

(B) NEW G-C COLOR TV VIEWER-Has three 
transparent optical filters sealed in permanent 
plastic. Simplifies phase and matrix adjust­
ments on color TV sets using a saturated color 
for signal. Makes adjustments possible in the 
home. 
Cat. No. 9309 Net $1.50 

(C) G-C COLOR TV TEST BOX-Test color tubes 
with black-and-white test equipment. Extra 
long leads allow test box to be placed in front 
or rear of set. 
Cat. No. 9318 Net $5.10 

(D) G-C COLOR TV CHEATER-A safety device 
for color TV receiver work. Used when applying 
Hi-voltage Probe through cheater. 
Cat. No. 5650 Net $ .60 
(E) COLOR TV TOOL-Used on convergence con­
trols and others in color sets. The outer sleeve 
fits into the 0.0. adjusting slot and the inner· 
drive penetrates to the inside slot. 
Cat. No. 9299 Net $1.33 

® 
® © ® 

(A) G-C TWEEZER KIT-For the shop or labora­
tory to pick up and examine small parts, start 
screws and nuts, etc. 
Cat. No. 7950 Net $2.28 
(B) G·C TWEEZERS 
Cat. No. 7946 6'12" Self-closing tweezer opens 

when squeezed; serrated, 
blunt pOints. Net $ .78 

(C) G-C TWEEZERS 
Cat. No. 7947 6Y." Heavy-duty type, with slide 

lock feature; holds wires or 
parts tight like an extra fing­
er; serrated, blunt points. 

Net $ .90 
(D) G·C TWEEZERS 
Cat. No. 7948 4Y." Precision tweezer, nar­

row pointed ends for delicate 
work. Net $ .52 

(E) G-C AUTO RADIO TUNER-A tuner tool to ad-
just auto radios and turn the controls when 
the radio is removed. 
Cat. No. 8285 Net $ .30 
(F) G-C HANDY PICK-UP TOOL--One of the 
handiest tools you can have in your home, shop, 
office or farm. Tool is 15 inches long. 
Cat. No. 5089 Net $ .98 

1. G·C TV 3-WAY ANTENNA KLlP­
Buy them by the bag and have 
clips ready to sell and ready to. 
install on TV sets. 
Cat. No. 9015-X Bag of 10 

Net $1.43 
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(F) G-C HEXAGON KEY WRENCHES KITS and 
ASSORTMENTS 
Cat. No. H1600·F Plastic Box of 4 Net $ .60 

5029 Kit 5 Assorted 
Wrenches in leather-
ette Case. $1.05 

(G) SPLINE KEY WRENCHES KITS and 
ASSORTMENTS 
Cat. No. H1602,F Plastic Box of 4 Net $ .37 

Cat. No. 

5070 Kit of 6 Assorted Wrenches 
in leatherette Case .80 

INDIVIDUAL WRENCHES 
5071 No. 4 Set Screw 
5071-A No. 5 Set Screw 
5072 No. 6 Set Screw 
5073 No. 8 Set Screw, 

Screw 
5074 No. 10 Set Screw, 

Screw 

Net $ .12 
.12 
.12 

No. 4 Cap 
.12 

No. 5-6 Cap 
.13 

(H) G-C HEX-KEY AND SPLINE WRENCH KIT­
A complete wrench kit for both hex and spline 
type screws. Twelve wrenches in an attractive 
leatherette case. 
Cat. No. 5028 Net $1.35 

2. G-C INTERCHANGE­
ABLE HEX NUT 
DRIVER KIT-6 as­
sorted nut drivers in 
a handy plastic case. 
Handle is non·inflam· 
mabie amber plastic 
with a quick change 
chuck. 
Cat. No. 9206 

Net $3.30 

(G) G-C LONG-REACH TV AND RADIO LUBRICATOR 
-For radio and TV controls, bearings, phono 
motors, etc. Buy them by the pair--one for 
grease and one for light oil. 
Cat. No. 8690 Net $ .53 

(J) G-C NO-JOLT TOOL GRIPS-Modernizes old 
tools with new safety grip handles. Grease and 
oil res istant. 
Cat. No. 5647 Small No-Jolt Plastic Tool 

Grips (1 pair) Net $ .23 

5648 Medium No-Jolt Plastic Tool 
Grips (1 pair) .27 

5649 large No-Jolt Plastic Tool 
Grips (1 pair) .33 

(K) G-C PRY-UP TUBE LIFTER-Handy tool for 
removing tight tubes. Saves the fingers and the 
tubes. 
Cat. No. 9213 Net $ .30 

Net 

fJ 
® 

(J) G-C POCKET HEX KEY WRENCH SET- Seven 
popular size wrenches .. 050 to ~,' fitted in a 
'steel case·like pocket knife blades. 
Cat. No. 9124 Net $1.83 

(L) G-C PLASTIC BOXES-Clear plastic boxes for 
stocking small parts, screws, nuts, bolts, con­
densers, resistors, etc. 
Cat. No. 8022 4"x4"x2Y." deep Net $ .40 

Net $ .77 8023 4"x4"x8" deep 

(M) G·C LONG NOSE CLAMP PLIERS-like an 
extra hand. Spring tension keeps the jaws closed 
unless handles are squeezed. 
Cat. No. 5192 Straight Nose Pliers 

Net $ .75 
5193 Curved Nose Pliers Net $ .82 

(N) G-C TV-RADIO KNOB PULLER-Simply slip the 
G-C Puller behind the knob and pull it off. Saves 
time, the cabinet and the knob. 

I Cat. No. 24·954 Net $ .30 

(L) G-C 4-in-l TUBE -GADGET-Four tools in one. 
Pure rubber, will not break. 
Cat. No. 9130 Net $ .92 
(M) G-C NEW TV AND AUTO RADIO WRENCH­
Special female slotted wrench to remove screws 
and stud screws from auto radios and backs of 
TV sets, etc. 
Cat. No. 9211 Net $1.08 
(N) G·C NEW LOW LOSS TV LINE KLlP-A new all 
plastic clip with metal ends only. The best for 
UHF or fringe areas. Made of genuine poly-
ethylene. . 
Cat. No. 9055 Net $ .15 

9055-X Bag of 10 1.47 

6. G-C DUAL SHEET METAL PUNCH­
Punches holes for Tube Sockets and 
Condensers for hand or power oper­
ation. Two punches Y." and 1%2' 
for one price. 
Cat. No. 9260 Net $4.93 
7 .. G-C DUAL SHEET METAL PUNCH 
JR.-Punch neat, clean holes in 
chassis for tube sockets, condensers 
and for mounting other components. 

For Y." and 3/4" holes. 
Cat. No. 9261 Net $3.80 

8. NEW G-C PRECISION 
300~OH M TOOL-This 
specially designed 
tool cuts, slots, strips 
and crimps. Has shock­
proof, oil resistant plas-: 
tic grips. 
Cat. No. 9220 

Net $4.05 

® U.C.P., Inc. 
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G-C 7-PIN 
MINIATURE 
TEST 
SOCKET 
ADAPTER 

Cat. No. 9247 
Net $1.65 

G-C 9-PIN MINIATURE TEST SOCKET 
ADAPTER . 
Cat. No. 9249 Net $1.87 

(A) G-C CONTROL GUN KIT-Cleans and lubri­
cates noisy volum e controls. Constructed of 
solid aluminum-will not rust. Complete kit in­
cludes Gun, Adapter for extra long shanks, 
Adapter for '12-28 thread, and Auto Adapter for 
~6-28 thread. 
Cat. No. 9285 Net $4.50 

Uses G-Control Kleener. 
Cat. No. 65-16 16 oz. Bottle Net $1.95 

65-G 1 Gallon Net $9.00 
G-C CONTROL GUN-Designed to clean and 

lubricate noisy volunle controls In one sure, 
fast and easy operation. Gun nozzle fits over 
the control shaft and screws securely over the 
control base threads. 
Cat. No. 9280 Net $3.75 

G-C CONTROL GUN ADAPTER5--Aluminum­
won't rust when used with normal electronic 
chemicals. 

© 

® 

(A) G-C DUAL TUBE PIN STRAIGHTENER-A handy, 
miniature pin straightener for 7-pin and 9-pin 
miniature tubes. Accurately machined metal in­
serts on either end of the .tool body, each made 
of hardened metal to assure accuracy and long 
life. 
Cat. No. 9092 Net $1.27 
(B) G-C MINIATURE TUBE PIN STRAIGHTENER­
Precision-constructed steel die, designed for 
straightening pins on fragile miniature tubes of 
the IS5, 6AK5, 9002 variety. 
Cat. No. 5191 For 7-pin Min. Tubes Net $ .75 

(red base) 
8105 For 9-pin Jumbo Tubes 

(blue base) Net $ .75 
(C) G-C TV "HIGH-VOLT" SAFETY PROBE & 
TESTER-A new handy tester for quickly check­
ing TV high Yoltage circuits. Tester will glow 
when high voltage is okay. 
Cat. No. 8836 Net $2.13 
(D) G-C AMO MINIATURE TUBE PULLER-AMO 
makes it possible to easily remove or· insert 
miniature tubes such as 6AG5, 50B5, etc. It 
works on the suction and vacuum principle. 
Cat. No. 5093 For 7-Pin Tubes Net $1.30 

8106 For 9-Pin Tubes Net $1.30 
(E) G-C DUPLEX TUBE PIN STRAIGHTENER-The 
handiest tube pin straightener for both minia­
ture and jumbo miniature tubes of the 7- and 
9-pin types. 
Cat. No. 8655 Net $1.50 

© U.c.P., Inc. 

G-C 8-PIN OCTAL TEST SOCKET 
ADAPTER 
Cat. No. 9248 Net $1.57 

G-C DUD-DECAL TV TUBE TEST 
SOCKET ADAPTER - Designed 
for making measurements of 
Yoltage, resistance and video 
from the base of the picture 
tube. It is inserted between 
C.R. tube base and its socket. 
Cat. No. 9251 Net $1.95 

Cat. No. 9281 To fit control shafts 
with '12-28 thread. Net $ .50 

9283 To fit control shafts 
with ~6-28 thread. Net $ .50 

9282 For use on controls 
with extra long shanks 

Net $ .50 
(B) G-C NE-O-L1TE-A simple, safe, dependable 
electrical circuit tester-easy to use with a 
Neon Glow Lamp which varies in light intensity 
according to voltages. Traces all types of 
trouble, such as grounded lines, open circuits, 
short circuits, etc. 
Cat. No. 5100 Net $ .45 
(C) G-C TUBE & PARTS EXTRACTOR-Originally 
designed by the U. S. Signal Corps. as standard 
equipment. Skillfully constructed of spring steel, 
cadmium plated. Has rubber cushion on the 
prongs. 
Cat. No. 5092 Net $ .98 

(F) G-C THIRD EYE DELUXE GLASS TV MIRROR­
Here's a deluxe TV service mirror for adjusting 
and servicing TV sets. It is made with an ad­
justable and collapsible telescoping stand and 
12" x 10" glass mirror that avoids distortion 
of the image. 
Cat. No. 8390 Third Eye Mirror, Stand 

Net $5.25 
8391 Glass Mirror Only 2.97 
8199 Soft Bag for Mirror 1.05 

(G) G-C TV PORTO MIRROR-TV service mirror 
for adjusting rear controls and settings of TV 
sets. Supplied with a rubber lined spring clamp. 
Cat. No. 8198 TV Metal Mirror, Spring Clamp 

Net $2.70 
8199 Soft Bag for Mirror Net $1.05 

(H) G-C TELEVISION MIRROR & EXTENSION 
LAMP COLLAPSIBLE STAND-Handy metal col­
lapsible and adjustable stand for No. 8391 
mirror or for clamping on metal mirrors or 
extension lamps. 
Cat .. No. 8392 Net $3.30 
(I) G-C KLEER LENS-A superior lens cleaning 
fluid packaged in·a handy plastiC spray type con­
tainer. This cleaner will make the transparent 
protection shield in front of the picture tube 
crystal clear. 
Cat. No. 9081 G-oz. Net $ .75 
(K) G-C "QUICK-RIG" RADIO-PHONOCHASSIS 
REPAIR CRADLE-Complete 3600 rotation to lock 

Net 

G-C TEST SOCKET ADAPTER 
KIT-This handy kit con­
tains all 4 of G-C's Test 
Socket Adapters. 
Cat. No. 9250 Net $6.98 

G-C ANGLE ANODE LEAD­
A better anode lead with 
special "Ozone Proof" rub­
ber. Cat. No. 8637 Net $.42 

® 

(D) G-C DANDY LITE TESTER-Your hand touches 
the lead to only one side of the line for extra 
safety. A simple, dependable tester for tracing 
electrical circuits, grounded lines, shorts, etc. 
Cat. No. 8585 Net $ .82 

(E) G-C SPEEDEX FUSE PULLERS-Inexpensive­
non-slip, fuse puller. Safe and handy for cart­
ridge fuses. 
Cat. No. 5525 Midget Size-for fuses 

1/4" to 1/2" dia. Net $ .60 
5526 Pocket Size-for fuses 

'12" to 11/2" dia. Voltages 
to 200 amps at 250 volts 
and 100 amps at 600 
volts Net $1.30 

chassis at best working angle. Clamps securely, 
makeshift setups, all metal. 
Cat. No, 5212 Net $7.50 

G-C PHONO TURN­
TABLE STAND­
Stand raises the 
turntable about 15 
inches above the 
bench so you can 
easily look under 
the mechanism to 
check it while in 
operation. Easily ad­
justed to all sizes 

and types of phono turntables. Sturdily made 
of steel. 
Cat. No. 5205 Net $4.95 

FREE 

400-PAGE 

CATALOG! 

Ask your jobber for big 
illustrated GC Catalog or 
write direct. 
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G-C TV CHASSIS SERVICE 
HANDLES_ Here's a safe 
way of carrying TV 
Chassis. Handles made 
of smooth tubular steel 
simply lock on to chassis 
as chassis is lifted. 
Handles will not slip off 
until released. 
Cat. No. 9023 Per Pair Net $2.13 

G-C TV CHASSIS SUP­
PORT. Prop chassis to. 
easy working position on 
your bench or in the 
home. Simply slip it on 
the flange of chassis, 

ghten thumb SC rews 
and tilt chassis to posl. 
tion desired. 

Cat. No. 9176 Per Pair Net $1.80 
SPEEDEX STANDARD WIRE STRIPPER. -n,is is 
the popular inexpensive Speedex model that 
will work on 90% fo all stripping jobs. Blades 
are inter'changeable, hardened and precision 
ground to razor sharp edges. 

SPEEDEX SPEED·O-MATIC WIRE STRIPPER. Fully 
automatic delayed return. action to prevent 
crushing fine wires. The Speed·O·Matic com· 
bines the features of all Speedex Wire Strippers. 
No. For Sizes Listed Below 
766 12 to 20 Wire 
766·A 14 to 30 Wire 
766-B 10 to 18 Wire 
766-C 8, to 10 Wire 
766·0 16, 18, 20, 22 Wire 
766·E 14, 16, 18 Wire 
766-F 10, 12, 14 Wire 
7Ei.6-G For No. 18 paS] or Parallel Wire 
766-H For 300 ohm TV and FM twin, 

transmission line 
766-1 10, 12, 14, 16, 18. 20, 22 Wire 

No. 

733 
733-A 
733-B 
733-C 
733·0 
733·E 
733-F 
733·G 
733·H 

733-1 
733-M 
733·N 

For Sizes Listed Below 

12 to 20 Wire 
14 to 30 Wire 
10 to 18 Wire 
8 to 10 Wire 
16, 18, 20, 22 Wires 
14, 16, 18 Wires 
10, 12, 14 Wires 
For NQ. 18 POS] or Parallel Wire 
F.or 300 ohm TV and FM twin 

transmission line 
10, 12, 14, 16, 18, 20, 22 Wire 
10 to 20 Wire 
Straight Cutter Blades 

Cat. No. 733 Net $4.77 

766·M 10 to 20 Wire 
766·N Straight Cutter Blades 
Cat. No. 766 Net $5.9a 
SPEEDEX WHIZ WIRE STRIPPER. All new econ­
omy model-a perfect all round general use 
wire stripper. Precision milled, hardened steel 
cutters. 
Cat. No. 788 3 Hole Blade, Gauges 12 thru 22 

788·B 3 Hole Blade, Gauges 10 thru 16 
788·0 4 Hole Blade, Gauges 14 thru 24 
788-H 300 ohm Blade forT win Lead·ln 

Cat. No. 788 Net $3.97 

ELECTRONIC COMPONENTS 

SPEEOEX AUTOMATIC WIRE STRIPPER. Equipped 
with "Trig-O-Matlc" Stay-Open feature. Stay· 
Open features keeps wires from being crushed. 
No. For Sizes Listed Below 
744 12 to 20 Wire 
744·A 14 to 30 Wire 
744·B 10 to 18 Wire 
744·C 8 to 10 Wire 
7440 16, 18, 20, 22 Wire 
744-E 14, 16, 18 Wire 
744-F 10, 12, 14 Wire 
744·G For No. 18 paS] or Parallel Wire 
744-H For 300 ohm TV and FM twin 

744·1 
744·M 
744·N 
Cat. No. 

transmission line 
10, 12, 14, 16, 18, 20, 22 Wire 
10 to 20 Wire 
Straight Cutter Blades 

744 Net $5.93 

SPEEDEX WIRE STRIPPER KITS. Kits complete 
with Wire Strippers and seven different size 
blades neatly put up in a special permanent 
plasitc box. Very handy kit for the tool box, 
home workshop, maintenance and production. 
Cat. No. 733-K Standard Stripper Kit 

Net $ 9.57 
744-K Auotmatic Stripper Kit 

Net $11.97 
766·K Speed·O-Matic Stripper Kit 

Net $11.97 

® 
i©M@.®~®~® 
~®~0~® 

N 

(B) G-C SCREW TYPE TERMINAL 
STRIPS. Mounted on laminated bake· 
lite strip s, rigidly constr~cted, 

terminals will not turn and short. 

Contacts 

Cat. No. 1772 2 Net $ .08 

1778-C (100·1778) 
1779 9 
1779·C (100-1779) 
1780 10 
1780·C (100·1780) 

27.00 
.33 

30.00 
.37 

33.45 

(H) 
Cat. No. 1786 6 lugs Net $ .08 

1786-C 100 No. 1786 4.80 
(J) 
Cat. No. 1787 7 lugs Net $ .13 

1787·C 100 No. 1787 $8.70 
G-C STANDARD TERMINAL STRIPS. (K) 

Insulation ){ •• Thick, %" Spacing. Cat. No. 1788 8 lugs Net $ .HI 
1788-C 100 No. 1788 9.60 

1772-C (100·1772) 
1773 3 

(C) 
8.10 Cat. No. 1781 1 Lug Net $ .03 SPECIAL TERMINALS AVAILABLE IN 
.12 1781·C 100 No. 1781 2.70 QUANTITIES. SEND PRINTS FOR 

1773·C (100·1773) 
1774 4 
1774-C (100-1774) 
1775 5 
1775·C (100·1775) 
1776 6 
1776·C (100-1776) 
1777 7 
1777·C (100·1777) 
1778 8 

10.05 (D) QUOTATIONS 
Cat. No. 1782 2 lugs Net $ .03 .15 

13.20 
.17 

16.05 
.22 

19.05 
.25 

23.85 
• 30 

1782-C 100 No. 1782 2.70 
(E) 
Cat. No. 1783 3 lugs Net $ .05 

1783-C 100 No. 1783 2.82 
(F) 
Cat. No. 1784 4 lugs Net $ .05 

1784-C 100 No. 1784 3.90 
(G) 
Cat. No. 1785 5 lugs Net $ .07 

1785-C 100 No. 1785 4.50 

(M) G-C EXTENSION JACK & CONNEC· 
TOR. Special jack used in extending 
radio antenna cables and phonograph 
attachments. 
Cat. No. 1744 Net $ .10 

1744·C 100 $8.93 
(N) G-C HIGH VOLTAGE ANTI-CORONA 
TV SOCKETS. Eight-prong octal and 
nine·pin miniature sockets for use 
in high voltage circuits using the 
IB3, 1AX2, 1AX2A, etc • 

Page 1276 • The MASTER - 26th Edition Net 

Cat. No. 9070 8-prong octal 
Net $ .53 

9071 9·pin miniature .53 
(0) G-C 9·PIN MINIATURE WAFER 
SOCKET. High quality plastic wafer 
socket, 9·pin type with phosphor 
bronze contacts. Standard IVa" 
mounting centers. 
Cat. No. 1543 9-pin Wafer Sockets 

Net $ .12 
1544 g-pin Wafer Socket 

with Grounding 

FREE 
GC 40o-Page 
Catalog ••. 
ask your 

jobber 

Strap Net $ .13 

© U.C.P., Inc. 
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NO. 25 
ELECTRICIAN HOLSTERS 

5 POCKETS 

Stitched with seven cord top quality linen hot 
wax thread, locked to solid leather back with 
steel rivets. Pockets made of pliable form fit­
ting Russet Leather. . 
Special designed snap allows knife to be re­
moved by use of a one hand upward motion. 
Overall dimensions are: 8 x 9 inches. 
No. 25 (Without Tools) Lilt Price $5.00 each 

NO. 175 TOOL BELTS' FOR 
E'LECTRICIAN - MECHANIC 

EXTRA LARGE TOOL HOLSTER 
Carryall your tools in one ... 6 pockets, re­
inforced at 20 points. with steel rivets. Spe­
cially Tanned Top Grain Russet Leather, 
Weighs Only 14 ounces. 
Special designed knife snap. Stitched with top 
quality seven cord, hot wax linen lock-stitch 
thread. Six pockets. 

No. 26 (Without Tools) Lilt Price $7.50 each 

Made of extra heavy superb grade full grain leather. Con- ... 
sists of body pad for comfort, and two tool loops, complete 
with tape holder. 
Belt available in three sizes: No. 1-30/38, No. 2-40/46 and 
No. 3-46/52. Body belt is 11/4" width. 

No. 175 List Price $3.50 

© U.C.P., Inc. Trade Discount Applies To List Prices Only The MASTER - 26th Edition • Page 1277 
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SOLDERING IRONS 
Equipped with Quick. Long-Life Calrod® Heaters 

FOR MANUFACTURING AND SERVICE 
OF RADIO AND ELECTRONIC EQUIPMENT 

ASK YOUR GENERAL ElECTRIC DISTRIBUTOR FOR A COpy OF BULLETIN GEC-1545. 

HEAVY-PRODUCTION SOLDERING IRONS 
(Listed by Underwriters' Laboratories) 

6A160 Series-75 to 140 Watts 

A. XI-inch short chisel tip 

C. Yo-inch chisel tip 

E. ~6-inch chisel tip 

I" 
lIs 

B. XI-inch long chisel tip 

D. 'Va-inch chisel tip 
L 7" 3" J " [F' Is and G • 281 3 

_I c::JJi 
F. and G. %-inch short-taper chisel tips 

H. 1/4-inch blunt chisel tip Fig. I. Tips J. Long-ta .. e, cone tip 

High efficiency and reserve-heat capacity make these General 
Electric soldering irons well-suited for continuous-production 
soldering as well as intermittent duty_ 
Quick, dependable heating provided by General Ele'~tric 
Calrod cartridge heating elements. 
Ironclad tips for high-speed repetitive soldering last up to ten 
times as long as plain copper tips_ Ironclad construction com­
bines the fast heat transfer of copper and long wearing 
qualities of iron_ 
Calorized copper tips-For ordinary soldering requirements, 
these tips will last much longer than plain copper tips_ 
All copper parts are Calorized-Calorized surfaces retard the 
harmful effects of high temperature on copper_ 

---------=~=-~~~---------,----==-~=>-Sold.rlng Iron, Less Tip Renewal H,atort 

I Ratlnu' 
Cat. No. Volts I Watts 

I List I Standard 
Pric. Each* Packag. Cat. No. 

I List 
Price EacM 

6A161 

I· 
115 

I 
75 

I 
$14.95 

I 
6 6A31. $4.50 

6A162 115 100 14.95 6 6A32 4.50 
6A162G6 115 110 14.95 6. 7C342 4.50 
6A162G3 115 125 14.95 6 8A88 4.50 
6A162G12 115 140 14.95 6 7C474 4.50 

, Also available tor 230-volt operation. t Renewal heaters standard package is 6. 

Cat No 
6808345AAP2 
6851775P21 
6808345AAP3 
6851775P22 
l11A4195P2 
6851732P21 

.6851732P22 
9817171P22 
ll1A4196P1 
ll1A4196P2 
40AlO0466P2 
125A8448Pl 

Tip WIdth 
(Fig 1) 

A 
A 
R 
B 
C 
D 
D 
E 
F 
G 
H 
J 

Tips 

Typo 
Calorized 
Ironclad 
Calorized 
Ironclad 
Ironclad 
Calorized 
Ironclad 
Ironclad 
Ironclaa 
Ironclad 
Ironclad 
Ironclad 

List 
Pric. Eaeh* 

$1.05 
1.85 
1.75 
3.55 
1.75 
1.05 
1.85 
1.85 
2.30 
2.75 
2.20 
1.80 

Note: All of the interchangeable tips listed above will fit any Iron 
in the 6A161 and 6A162 serie;. 

Pistol-grip handle for 6Al60 series only. Specify 
Cat. No. of standard iron desired, note on order 
"Except pistol-grip handle, Cat. No. 125A8400." 
Add $1.30 List per iron. Minimum order quantity is 
six. 

Standard 
Pku Qty 

12 
12. 
12 
12 
12 
12 
12 
12 
12 
12 
12 
12 

6A200 Series-100 to 300 Watts 
Tip Size 

and 
Type 

I Soldering Iron. Including TiP. IRenewal Heaters ... , 

Rating I I List Price I Std I 
""v'-ol:-ts""';'=1 "'w""a""tt-s Cat. No.. E3th, Pkg Cat. No. List Price 

Renewal Tips 

I List Price I Std 
Cat. No. E'th, Pkg 

.Includes 6-foot cord. 
",Renewal heaters standard package Is 6. 
"Also available for 230-volt operation. 
.For Iron less tiP. order Root Cat. No., specify G-11.-

%-In.-Calorlzed 115 
%-In.-Ironclad 115 
1-1n.-Calorized 115 
I-ln.-Ironclad l15 
l'4-ln.-Calorlzed 115 
l'4-in.-lronclad l15 

100 6A200 $18.60 
100 6A20OG7 21.75 
200 6A201 21.85 
200 6A201G7 24.90 
300 6A202 27.09 
300 6A202G7 29.70 

6 6A32 

I 

$4.59 I 6827994P21 . $2.75 6 
6 6A32 4.50 8381902P21 5.00 6 
6 9A77 6.15 6827994P22I 4.00 . '3 
6 9A77 6.15 8381902P22 5.70 a 
6 9A78 7.00 6827994P23 6.00 ;3 
6 9A78 7.00 8381902P23 7.70 3 

MEDIUM-PRODUCTION SOLDERING IRONS 
(Listed by Underwriters' Laboratories) 

r--r--r ..L 3" lJi ITiS 

X-inch chisel tip 
~6-inch chisel tip 

rei] ---,..----J~I-;.. If 
~.-inch pyramid tip 

Solders easily in tight places because the thin, %i;-inch diameter 
shank gets' the lfiI-inch tip into places a regular iron can't reach_ 
Reduces operator fatigue-Iron weighs only 812 ounces, is 'Well 
balanced and has comfortable handle. 
Produces uniformly strong soldered joints because iron's quick 
heat recovery produces enough heat. for hard, continual use. 
Saves on maintenance-Fewer interruptions in production re­
sult because iron's sturdy construction and long-life ironclad 
tip eliminates need for frequent repairs_ 
TiP. renewal is easy and inexpensive-Unscrew shank from 
handle and replace with new, low-cost assembly in seconds. 
New tips can be brazed to heater assembly if desired_ 
:t Manufacturer"s suggested resale price. 

SOLDERING 

Cat. No. 
6A273 
6A283 
6A283G23 

IRON (Complete)* 120 V, 60 W 

I Tip Dla. In Inehes I 
(All Ironelad Copper) List Prl •• Ea.h* 

1 
% Chi~el I $14.20 
t'. Pyramid 14.20 
t'. Chisel 14.20 

Standard Paekage 
Quantity 

, Lightweight industrial irons have Ironclad tips only. Price includes 6-foot 
Type SJ cord. 

RENEWAL TIP AND HEATER 

Cat. No. 

6A300 
6A301 
.6A301G4 

TIP ONLY 

Cat. No. 
326A964P21 
326A964P22 
166V707P21 

I· Tip Dia. In Inches I 
(All Ironclad .Copp.r) 

I '4 Chisel I t'. Pyramid 
t'. ChlBel 

I Tip Dia. In Inches I 
(All Ironclad Copper) 

I % Chisel I t'. Pyramid 
t'. Chisel 

, I Standard Packag. 
List Pri •• Eaeh* Quantity 

$6.95 I 6 
6.95 . 6 
6.95 6 

I Standard Pockage 
List Prlc. Each* Quantity 

$1.80 I 12 
1.80 12 
1.80 12 
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SECTION 5400 

SOLDERIN,G IRONS 
GENERAL. ELECTRIC 

LIGHT TO MEDIUM-P'RODUCTION MIDGET SO'LDERING IRONS 
Midget Irons and parts listed in these tables are new design introduced tn May. 1961, and are not interchangeable with the former design. For ordering information 
and prices for replacement parts on the former design, refer to your authorized G-E Distributor. 

3" 
C=):D~~" "I ~i6 
Ch' I 16 P'd I" 

,se .1" ~8 
==C::::::::JOD T4 ~ 

Chisel Pyramid 

Improves operator efficiency-Handles like a pencil, weighs 
only 1% oz. . . 
Cuts maintenance costs-Ironclad tips last up to ten times 
longer than conventional tips. 
Increases production-Heater is built into tip for quick heat 
recovery, fast heat transfer. 
Provides greater versatility with four tip sizes. 
Tip renewal is easy, fast-Complete tip and heater assembly 
can be changed in ,five seconds. 
IRONS WITH INTEGRAL TIP AND HEATER 

Tip Cord Set List Price Heater Assy. List Price .Handle and I I Tip and I 
Description Cat. No. Eacht Cat. No. Each:!: 

'h" chisel 6D200 I $3.65 60211 $3.95 
'AI" cone 6D200 3.65 6D2ll! 3.95 
3/16" pyramid . 6D200 3.65 6D215 3.95 
3/16" chisel 6D200 3.65 6D217 3.95 

NOTE: Handle and Cordset and Tip and Heater Assemblies are ordered 
separately. 

IRONS WITH THREADm TIP HOLDER AND INTERCHANGEABLE TIPS 

Cord set List Price and Heater List Price I Handle and I I Tip Holder I 
Description Cat. No. Each:!: Cat. No. Eacht 

3" shank I 60200 I $3.65 I 6D219 I $3.95 
4'4" shank 60200 3.65 6D219G2 3.95 
NOTE: Handle and Cordset and Tip Holder and Heater are ordered 
separately. 

THREADED TIPS FOR 6A219 SERIES 

Tip Sizo I Lisl Price 
Cat. No. (Inch.s) Each* 

40AI00139P2 5/32 Chisel .60 
%,-inch cone tip 40AlO01391'1 \5/32 Cone \ $0.60 

50AI00139P3 5/32 Of set Cone .60 

Material is nickel-plated copper 
5/32-inch diameter, 

11 I!IlIIL ___ --"D@ 

4S-WATT TIP AND HEATER. 

I Tip Sizo 
Cat. No. (Inches) 

6A211G31 % Cbisel 
I List Prlo. 

Eaoh* 
$4.50 

%, ·inch chisel tip 

~ 
%,·inch offset cone tip 

• Designed especially for users of Midget Irons who have some applications 
which require greater heat reserve or a higher repetitive soldering rate than can 
be supported by the standard tip and heater assemblies. Fits standard 
Midget handle. 

TRANSFORMERS 
Three transformer types are available for use with the General Electric 

Midget Irons, The single-heat type provides 35 watts for ordinary requirements. 
The four-heat type permits a range of heats from 26, 28, 32 and 35 watts by 
ch~nging the tap connections. Where lower heat is required for printed circuit 
board or where there are long periods of idling, the three-heat transformer 
with switch should be used. The LOW heat position provides temperature suit­
able for printed-circuit soldering. The MEDIUM and HIGH pos~t1ons supply 
28 and 35 watts respectively. The switch provides an easy means for changing 
heats. With this transformer the Iron Is completely Isolated. thus preventing 
injury to low-voltage components such as transistors and diodes. 

Primary I List Price I 
Description Voltage. Cat. No. Eacht 

Single-heat tap 115 6A362G2 I $ 6.90 I 
Four-heat tap 115 6A364G2 9.W 
Three-heat with 115 6A4I34 17.00 

switch. • 

Std Pkg 
Quantity 

6 
6 
6 

• Slngle- and four-tap transformers are available with 230-volt primary In 
quantities of 24 or more. Specify catalog number desired and note on order 
"except with 230-",olt primary." 

eUse of this transformer requires special cord set with plug. Order catalog 
number 9218864G8 for handle and cord set, List Price Each, $4.15. In addition, 
order tip and heater assembly desired. • 

MIN'IATU'RE SOLDERING IRONS 

The General Electric miniature 
iron was developed especially for 
use by electronics component and 
instrument manufacturers who 

are required to do production-line soldering of subminia­
ture equipment, printed circuits, and instruments. The 
Miniature, because it has a tubular heater built into the 
tip, urovides fast, efficient heat to produce uniform joints, 
with little heat loss to adjacent areas. In addition, the Mini­
ature's VB-in. tip and shank will go into congested areas to 
solder critical points inside the equipment with minimum 
damage to surrounding insulation, joints, and wiring. 

Improves operator efficiency-Weighs less than Ph oz, re­
duces operator fatigue, increases production. 

Portable-Transformer integral part of cord set, plugs into 
any standard 115cv outlet. 

SOLDERING IRON 6 V, 12 W 

c.t No I Description 
I Tip & 

H •• ler 
DI •. (In.) 

6A428G3 } Complete iron In- 'AI Chliel 
6A428G4 eluding tip and '\{, Chisel 
6A428G7 beater assembly, 6- 'AI Pyramid 
6A428G8 ft cord and trans- 'AI Pyramid 

former. 

1 
Complete iron, less 
transformer (in-

6A428G5 eludes tip, heater 'AI Chisel 
6A428G6 assembly, and 6-ft '\{, Chisel 

cord set witb ter-
minals) , 

RENEWAL TIP AND HEATER ASSEMBLY 

Cal. No. 
6A429G3 
6A429G4 
6A429G5 
6A429G6 

Tip Diameter 
(Inches) 

'AI Chisel 
'AI Chisel 
'AI Pyramid 
'AI Pyramid 

I Shank Length I 
(Inches) 

I I 
RENEWAL TRANSFORMERS* 

Cal. No. List Price EacU 

6A430 $7.80 

* Includes 6-foot integral cord set. 

PENCIL SOLCERING IRONS 
In August 1961, General Electric introduced a complet'ely 
new addition to its line. The line is rated 115 volts, 30 and 
50 watts, and is comparable in size to the Midget. Included 
are tip and heater assemblies, and tip holder and heater 
assemblies with a wide range of interchangeable screw-in 
tips. 
The rugged construction, long life, efficiency a1).d mobility 
of the irons make them ideally suited to either continuous 
production line operation, intermittent operation, or main-
tenance work. . 
Ask your local G-E Distributor for a copy of GEC-1545. 

Shank 
Length 
(In.) 

3 
6 
3 
6 

3 
6 

List Prlc. 
EacU 
$5.50 

5.50 
5.50 
5.50 

List 
Prlc. 

Each* 
$15 

15 
15 
15 

9 
9 

Std. 
Pkg. 
Ilty. 

6 
6 
6 
6 

6 
6 

I Sid. Packag. 
o..anllty 

6 
6 
6 
6 

Std. Pkg. O,ly. 

6 

ACCESSORIES (Minimum Order Quantity is 6) 
Three-conductor Cord Set-6-foot length with NEMA stand- Coiled Cord Set - 6-foot extended length, two-conductor 
ard plug. Specify Cat. No. of standard iron desired, note on with standard plug. Specify Cat. No. of standard iron de-
order "Except three-conductor cord set with NEMA stand- sired, note on order "Except with coiled cord set, two-con-
ard plug, Cat. No. 351A524P21. Add $1..20 List per iron. ductor, standard plug, Cat. No. ll1A4642." Add $1.75 List 
; Manufacturer's suggested resale price. 'per iron. 
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SECTION 5400 " 

CHASSIS PUNCHES 

'G'R=EE. ROUND, SQUARE, '"KEY," AND '·D" TY.-ES 

Greenlee Tool Co., Rockford, illinois 

NO. 730 ROUND PUNCH 
Swiftly cuts clean, accurate holes in radio 
chassis for sockets, switches, controls and 
other equipment. Operates simply with an 
ordinary wrench for drive power . . . just 
in$ert in a small drilled hole and turn drive 
screw. No reaming or filing ... hole is smooth, 
perfect. 27 sizes from 72" to 3" diameter. 
New Ball-Bearing Drive available for even 
easier, speedier operation: 

NO. 731 SQUARE PUNCH 
Cuts square or oblong openings as desired. 
Available in five sizes for making 72", %", U", 
]/s", and 1" square holes. Drive screw fits into 
72" hole, which can be drilled or made with 
72" No. 730 GREENLEE Round Punch. 
Operates with an ordinary wrench for drive 
power. Individually packed. 

NO. 732 "KEY" PUNCH 
Quickly, easily cuts holes for keyed radio 
sockets. Operates on same principle as other 
GREENLEE Radio Chassis Punches . . . an 
ordinary wrench supplies the drive power. 
In five sizes to make openings of 1%2", 1%6", 
11~4", 11%4", 12~4". Drive screw fits into 72" 
hole. Individually packed. 

NO. 733 "D" PUNCH 
Simplifies and speeds the work of making 
"D"-shaped openings for high-frequency, 
miniature tube sockets and other equipment 
using this type opening. Available in 72" and 
%" sizes. Operates on same principle as other 
GREENLEE Radio Chassis Punches with an 
ordinary wrench supplying the drive power. 
Drive screw fits into %" drilled hole. In­
dividually packed. 

NO. 734 DOUBLE "P" PUNCH 
Quickly makes standard electrical receptacle 

"openings. Cuts standard hole 1 Ys" dia. across 
parallel sides, 1 %" dia. across rounded ends. 
Simply insert into a 72" hole and turn with an 
ordinary wrench. Does the work in less than 
live minutes . . . eliminates all tedious hand 
filing ••. gives a smooth, perfect opening. 

PRICES ... Nos. 730, 731, 732, 733, 734 

No. 730 ROUND PUNCH 
Size Price Size Price 

Y2;I $2.60 1%" $5.50 

'M&" 2.60 1%" 6.85 

%" 2.60 2" 7.40 

lYi&,' 2.60 2~" 11.00 

%" 2.60 2!t1" 7.95 

'0/16" 2.60 2Y2" 13.00 

¥a" 2.60 2%" 18:00 

'1'16" 2.85 22%2" 12.50 

1 " 2.85 3" 25.00 

lVi6" 3.00 Following sizes also 

1 ~" 3.00 available with 

1 0/32" 3.00 
larger drive screw 
for cutting thicker 

1 ;.]6" 3.00 !1letals (No. 730X) 
• 

1 ~32" 5.50 lYe" $5.50 

1 !tI', 3.00 10/16" 5.50 

1 ¥a" 3.60 1 !tI" 5.50 

1 Y2" 4.10 1 ¥a" 6.25 

1%" 4.85 1 Y2" 7.25 

NO. "731 SQUARE PUNCH 
Size Price Size Price 

Y2" 4.85 %" $6.55 

%" 5.00 1" 6.80 

%" 5.70 

No. 732 "KEY" PUNCH 
Size Price Size ,Price 

1%2" 5.00 11%4" $6.55 

11'16" 5.00 PUi' 6.90 

11Ul' 5.80 

No. 733 uD" PUNCH 
Size Price 

1 

Size Price 

Y2" 4.50 %" $4.75 

No. 734 DOUBLE liD" PUNCH 
Size Price 

1 Ya" X 1 ¥a" $32.00 
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SECTION 5400 

KNOCKOUT PUNCHES AND DRIVERS 
Greenlee Tool Co., Rockford, Illinois 

... 
No. 735 KNOCKOUT 
PUN CH SET. • • •• $11.60 

Designed primarily for the electrical trade to permit 
fast, easy enlarging of knockouts and cutting of holes 
for conduit in metal boxes and cabinets. Also excel­
lent for automobile work where holes are needed for 
heater pipes and other accessories. Simply insert the 
tool in a knockout or small drilled hole and give the 
screw a few turns with an ordinary wrench. No. 735 
set has four punches for cutting J,-B, 1 %2, 11 )62, 1111.6-
inch holes for 72, %:, 1, 1 ~ -inch conduit. Set is 
neatly packed in leather case illustrated. Weight, 
272 lb. 

Heavy-Duty Drive lor V2" punch •••••••••••• 

To increase length of service of the 
72-inch Knockout Punch in cutting 
J,-B-inch holes in heavier gauge sheet 
metals, the No. KR5 Drive Screw 
with No. KR4 Drive Nut illustrated 
is recommended. Weight, ~ lb. 

III 

$1.40 

No. 737 KNOCKOUT PUNCH SET/ •••••••• $12.50 
Similar to the No. 735 set, but consists of only twO 
punches for cutting holes to accommodate 172" and 
2" conduit. Packed in leather case. Weight, 372 lb. 

KNOCKOUT PUNCHES 
No. 738 for 2Y2" conduit $16.25 
No. 739 for 3" conduit •• $22.00 

For cutting holes to accommodate 272" and 3" con­
duit. Design is similar to that of smaller GREENLEE 
Knockout Punches: insert in a knockout or drilled 
hole and turn drive nut with an ordinary wrench. 
Packed and sold individually. Weight, No. 738, 
472 lb. No. 739 672 lb. 

KNOCKOUT PUNCHES 
No. 741 for 3~" conduit. • $43.00 

No. 742 for 4" conduit.... $53.00 

No. 743 for 5" conduit. • • • $80.00 

For quickly making smooth 
openings for 372 fl, 4" and 5" 
conduit. Hole is clean, no filing 
of burrs necessary. Operation 
is similar to that of other GREENLEE Knockout 
Punches. Simply insert in hole for 1" conduit and 
turn drive nut with an ordinary wrench. Weights, No. 
741, 10% lb; No. 742, 12~ lb; No. 743, 17J,-B lb. 

HYDRAULIC PUNCH DRIVER 
AND SETS 

ust a few easy strokes on the 
handle of the GREENLEE 
No. 7646A Hydraulic 
Knockout Punch Driver and 
the punch slices cleanly 
through 10-gauge metal. 
Handy driver develops 11 

·tons of ram force. Use it with 
all GREENLEE Knockout 
Punches for conduit 72" to 
5". Comes complete with hy­

draulic pump, 3-foot hose, one ram, adapter 
screws, die sleeves, and metal carrying box. 

No. 7646 A 
HYDRAULIC KNOCKOUT PUNCH DRIVER •••• $100.00 

SET No. 7310 
$233.50 

Hydraulic hand pump, hose, complete drive, and 
ten punches and dies for 72" through 4" conduit, 
plus two metal carrying cases. 

SET No. 7306 
$123.50 

Hydraulic pump, six punches and dies for ~" to . 
2" conduit, plus metal carrying case. 

SET No. 7304 •••• $110.00 

Four knockout punches and dies 
for 272", 3", 372", and 4" con· 
duit in metal carrying case. 

© U.C.P., Inc. Trade Discount Applies to list Prices Only The MASTER - 26th Edition. Page 128, 



SECTION 5400 

TJiE WORLD/S LEADING PRODUCER 
OVER 1.000 SIZES AND SHAPES 

MOST MODERN TIP COATING PLANT 
400,000 TIPS I CARRIED IN STOCK 

ADVANTAGES No filing or costly tip changes because there is no pitting or erosion. Original shape is maintained. Tips 
always perform "like new"- deliver the same heat consistently for more uniform joints. Overall cost is greatly reduced. 

IRON COATED 

HEXCLAD-LAST UP TO 10 
TIMES LONGER THAN COPPER TIPS 

IRON COATED AND IMMUNIZED 

XTRADUR-LAST UP TO 20 
TIMES LONGER THAN COPPER TIPS 

IRON COATED AND IMMUNIZED 

DU ROTH E RM (PAT. PENDING) 

Non-Freezing Tips 
A heavy durable coating of Iron Alloy over copper 
base on all exposed surfaces. Inserted part also has 
a protective coating which is sufficiently thin so that 
good heat transfer to the tip is maintained. 

Mult-coated for extra long wear by a new exclusive 
process which immunizes shank of tip from solder, 
thus preventing adhering of solder, except on working 
surface at end of tip-prevents creeping of solder into 
tip hole and spilling of solder on components. 

For HI-TEMPERATURE Irons, Anti·corrosion design 
absolutely prevents tips from sticking. The most 
wear·resistant yet developed. No need to remove tips 
daily to prevent sticking. Minimum heat delivery loss. 
Hav~ XTRAOUR multi-coated, immunized features. 

BASIC TIP SHAPES-YOUR SPECIAL TIPS QUOTED ON REQUEST-FIT ALL MAKES 
TURNED TIP 

,> Ii 

WITH ANY POINT 
~ ~--- g- g-- Q ~ ~ a a ~".. 0 SCREW TIP 

Pyramid . Chi..sel· : Chisel ". .1 Semi· se~i.:. \ conical; i COniCal!' ~ Conical i : CO~lcal:. l Round·! i1 c:::::2JII 
Short "long:: Chisel : " Chisel i i Sharp 1 t Blunt ! i Bevel : ! Chisel i Bevel : i Ball 

. Taper Taper' WIde Narrow' i . i : , ! ! Point 

HEXCLAD, XTRADUR AND DUROTHERM, TIPS AVAILABLE IN ALL CATALOG NUMBERS LISTED BELOW 
DIMENSIONS STYLE OF POINT TIP NO. OIMENSIONS STYLE OF POINT TIP NO. DIMENSIONS STYLE OF POINT TIP NO. DIMENSIONS STYLE OF POINT TIP NO. 

1/1" X 21/4" 
Fit Iron Nos. 

25S, P25, 25H 

Pyramid 
Chisel, short 
Chisel, long 
Semi-chisel 
Conical, blunt 
Conical, sharp 
Round, bevel 
Conical, TT 'II,' 
R. B., TT '/,," 
Conical. bent 
RB, groove 

Pyramid 
Chisel, short 
Chisel, long 

3/i6' X 21/4"~:~::~~:~:i: ~ 
Fit Iron Nos. Conical, blunt 

265 P26 26H Con,cal, sharp 

HT248X 
HT249X 
HT376X 
HT560X 
HT222X 
HT331X 
HT638X 
HT361X 
HT693X 
HT221 X 
HTSS5X 

HT251X 
HT2MX 
HT19SX 
HT207X 
HT190X 
HT214X 
HT211X 
HT218X 
HT290X 
HT54IX 
HT479X 

1/4" X 2%" 
Fit Iron Nos. 

P30, 30H 

1/4" X 3" 
Extra long 

for P30, 30H 
Also for· 

competitive 
makes 

Pyramid 
Chisel, short 
S·chisel, Wide 
S·chisel, N 
Conical, sharp 
Pyramid, TT '/a" 
Chisel, Sh, TT '/a" 
Chisel, M, TT '/a" 
Chisel, Lg, TT '/a" 
.Conical, TT '/a" 
Conical, TT 0/16" 
Chisel, TT V,,' 
Round, bevel 

Chisel, long 
Semi-chisel, W 
Semi·chlsel, N 

~~nhl~:i: :ev~f 
Chisel, Lg, TT 0/,," 
Chisel, Lg, TT '/a" 
Conical groove 

HT252X 
HT253k 
HT202X 
HT426X 
HT131X 
HT263X 
HT2MX 
HT356X 
HT685X 
HT452X 
HT580X 
HT473X 
HT130X 

HT468X 
HT299X 
HT328X 
HnOIX 
HT453X 
HT234X 
HT417X 
HT362X 

3fa" X 4'116" 
Fit Iron Nos. 
PlOO, P150, 
P238, P338, 
100H,150H 

W~~:dshort nnm 
Chisel, long HT151X 
Semi-chisel, W HT231 X 
Semi·chisel, N HT183X 
Conical, sharp HT108X 
Conical, blunt, Sm HT114X 
Conical, blunt, M HT240X 
Conical, blunt, L HT245X 
Semi·chlsel, W HT374X 
Pyramid, TT '/.' HT265X 
Chisel, Sh, TT 'A" HT266X 
Chisel, Lg, TT'A" ,HT335X 
S·chis, W, TT '/.' HT177X 
S-chis, N, TT 'A" HT517X 
Chisel, Sh, TT V,,' HT145X 
S·chis, N, TT V,," HT475X 
Pyramid, TT V," HT289X 
S·chisel, bent HT528X 

3fa" X 4" Pyramid HT566X 
Fit Iron Nos. Chisel, short HT198X 

Pyramid 
1/2" X 4'116" Chisel, short 

Fit Iron Nos. ~~~~~h~~~I~frnt 
P15l, P2l2, S.chis, Lg, Taper 

P15lH Pyramid, bent 
S·chis, N, n lfa" 

Sfa" X 4" Pyramid 
Fits Iron No. Chisel, long 

P125 Seml·chisel, W 

Sfs" X 4'/16" ~~;:~:~ong 
Fit Iron Nos. Semi·chlsel, N 
P200, 200H Pyramid, TT ¥a" 

P250 

1fa" X 4%" Chisel, short 
Fit Iron Nos. Seml·chisel, W 
P300,300H 

HT257X 
HT293X 
HT323X 
HT163X 
HT446X 
HT534X 
HT123X 

HT256X 
HT891X 
HT118X 

HT260X 
HT499X 
HT371 X 
HT539X 

HT261X 
HT179X 

• , Py~amio, TT '/a" 
Ch,sel, TT '/a" 
S·Chisel. N, TT '/a" 
Conical TT '/a" Pyramid, long HT563X 
Pyramid HT325X 1/4" X .3%" Chisel, long HT188X 

PlOO, P150, S·chis, Sh, M HT918lt 
P238, P338, S·chis, Lg. N HT370X 
100H 150H. Semi·chisel, W HT140X 

11/8" X 51/4" Chisel, Fits No. 500 HT262X 

Chisel, short HT553X Extra long ~~~i~~~i~~~'nf :m~~ SCREW TIPS 
Semi·chisel, W HT313X for P30, 30H; Pyramid, TT '/a" HT626X 
Semi·chisel, M HT397X also for S.chls TT '/," HT698X 
Seml·chlsel, N HT417X competitive Chisel', Lg, TT '/a" HT603X 

Extra'lon.g for ~~~h~~: ~~~ 'A" n~~g~ 
P~t~e~O~;':!~O Chisel, N. Sh, TT '/a" HT481 X All Conventional Semi·chisel Types 

Conical, blunt HT418X makes Semi.chlsel, N HT391X Pyramid HT254X 

1/4" X 21/4" ~~~rcda'I~;~~~isel :m:~ Chisel, Lg, TT ¥,," HT277X ~~~~~h~~~rW nm:~ 
Fit Iron Nos. ~~~~f~' n '1f';/a" :~::~~ 1/4" X 4" Chisel, long HT496X 3fa" X 3%" Conical, sharp HT51 OX 

24S, P24, 24H Chisel: L, Tr '/," HT451 X Fit Irons P1l4 Semi·chisel, N HT494X Fit Iron Nos. g~~:~::: g~~~ls :~~:= 
Chisel,S, TT '/a" HT324X P154, P214 ' Chisel, Lg, TT 'I,," HT495X P70, 70H; Ball Point HT529X 

g~~!;f\T~.fV" :~~m HT258X ot:::~omf~tes S·chls, N, TT '/.' :~:~= 
~h~~~~',' ~,: ~~ :7,,'::n~:m' ~~':r:n;~2:~, s~Yehrmi~,~cl:hds',sheolrtw, HT259X g~:~~:: ~: ii ~:: HT498X 

Chisel L TT '/a" HT519X P154 P2l4 Conical, be~el :mrx gh~~!t ~,W~::.- =~:~~ 
CATALOG NOS. shown are for XTRADUR. For HEXCLAD drop "X"; for DUROTHERM substitute "D" for "X". 
ABBREVIATIONS: TT. Turned to; S·chis, Semi·chisel; W, Wide; N, Narrow; Lg, Long; Sh, Short; L, Large; M, Medium; 

'Sm, Small; RB. Round Bevel. 
SAMPLE TIPS for your evaluation. Ask for new Tip Sketch Catalo.g with detailed sketches of 180 Standard Coated Tips. 

SOLDERING ACCESSORIES 

OIA. THREAO 

'A-20 
0/,,·18 
~',..18 

'/,.13 
'12·13 
'10·11 
'10-11 
'10·11 
'loll 

Fits HEXACON 
Iron No. 

50 
60 and 85 
120 
130 
170 
225 
350 
500 
700 

TIP CLEANING. 
SPONGE 
IN METAL 

ANTI·WICKING TWEEZERS 
Copper Tipped for Wir;e~s~. ==.-==4'ffml_-ffiii-~ 

TIP NO. 

HT267X 
HT268X 
HT269X 
HT270X 
HT271X 
HT272X 
HT273X 
HT27ft 
HT275X 

16·17-18 
20·21·22 
24-25·26 
28-29·30 

Prevents harmful effects of excess capillary action of solder along stranded wire 
beneath insulation. Order tool number by wire size being used. 

Insures reliability of soldered jointS and extends tip life. Eliminates 
contamination caused by wiping rags. Pure cellulose sponge contains 
no harmful acids. 

FIBRE SOLDER AID 
No. soap 

HEAT SINKS 
Copper Tipped Clips 

For inspecting, probing, unsoldering and assembly of printed circuits and other com· 
pooents; Non-conductive. Eliminates scratched circuit boards and broken wire strands. 

Protect heat sensitive components such as transistors and 
from thermal damage. ' 
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ELECTRIC 

SECTION 5400 I 
SOLDERING I RO NS 

VOLTAGE RANGE: 6 to 250 OPERATES IDENTICALLY QN A.C. OR D.C., ANY CYCLE 
STANDARD VOLTAGES 110/120, 121/130, 220/250 SPECIFY VOLTAGE ON ORDER 

Equipped with flexible 6-ft. approved Neoprene rubber heater. co rd, whichis water-proo~, kink-free, and resistant to oil, abrasion and" 
heat. Nickel-chromium replaceable heating elements, Insulated with finest mica, protected by rugged outer housing. Replaceable tips. 

PLUG-TIP IRONS 

Gf::::::~2~ <=4 
No. Watts Tip Dia. Ship. Wt. No. Watts Tip Dia. Ship. Wt. 

P70 80 31s" 11/8 lb. P1Sl 175 '/2" 1% lb. 

PlOD 100 3;'e" 1% lb. P200 200 5/8" 23;8 lb. 
P12S 130 5/8" 15;8 lb. P2S0 250 5/8" 2'18 lb. 

P1S0 150 3/s" 1'12 lb. 

No. P-.'IOO 300 WATTS TIP OIA. W' SH IP WT. 3 LB. 
No. P-550 S50 WATTS TIP OIA. IVa" SHIP WT. 4% LB. 

SCREW TIP IRONS 

No. 50 50 WATTS TIP OIA. 7/16" SHIP WT. 1 LB. 

, ", 

No. 60 60 WATTS TIP OIA. '12" SHIP WT. IVa LB. 

NO. 85 90 WATTS TIP OIA. 1/2" SH I P WT. 1'18 LB. 
No. 120 120 WATTS TIP OIA. 5/a" SHIP WT.13Ia LB. 
No. 130 130 WATTS TIP OIA. 7/a" SH I P WT. 1'12 LB. 
No. 170 175 WATTS TIP OIA. I" SH I P WT. 21/4 LB. 

No.225 250 WATTS TIP OIA. l'Ia" SHIP WI: 2'14 LB. 
No.350 350 WATTS TIP OIA. 1318" SHIP WT. 3'12 LB. 
No.500 500 WATTS TIP OIA. 15f8" SHIP WT. 4'\'8 LB. 
No.700 700 WATTS TIP DIA. 1'\'4" SHIP WT. 55;8 LB. 

SUPER-POWERED IRONS HIGHER SPEED SMALLER TIPS 

No. Watts Tip Dia. Ship. wt. Ne. Watts Tip Dia. Ship. Wt. 

Pl14 100 '14" 1'18 lb. P238 200 '%" 2'14 lb. 
P154 150 lj4n 1'12 lb. P212 200 '12" 2'14 lb. 
P214 200 1/4" 2'18 lb. P33S 300 %" 2% lb. 

HATCHET TYPE IRONS 
Perlect Balance 

Less Fatigue 
See What You 

Solder 

Cat. No. Watts Tip Dia. Ship Wt. 
70H 80 %" 1% Ibs. 

100H 100 ":va" 1'12 Ibs. 
150H 150 %" 1% Ibs. 
151H 175 '12" 1% Ibs. 
200H 200 %" 2V41bs. 
300H 300 7/8" 3 Ibs. 

FEATHERWEIGHT INSTANT SOLDER GUNS 
For intermittent 
soldering, electrical 
maintenance, labo­
ratory use, repair­
ing electronic equip­
ment, etc. For shop 
or home. 

Solders in seconds. Conventional lifetime tip 
cannot bend or wear. No tip maintenance 
required. 

120 VOlts, A.C. or D.C.-150 Watts 

Cat. No. Tip Oia. Ship Wt. 
G14 '/4" 11/4Ibs. 
Gf48 '18" 1'14 Ibs. 

~,' U.c.P., Inc. 

HOT TIP 

Weighs 
only 2 oz. 

SUPER-PENCIL IRONS 

o:===iir=::·;;,. Hi@;: 
COOL HANDLE 

Short 
Reach 3" 

All the advantages of a Soldering Pencil, but a fUll-fledged industrial soldering 
iron with nickel-chromium mica-wound element. Tiny tips outperform Irons with 
larger tips and higher wattages. 

Cal. No. Watts 
Tip 
Oia. 

Ship. 
Wt. Cal. No. Watts 

Tip 
Dia. 

Ship. 
WI. 

2SS 25 Ye" Yo lb. 265 30 ~6J1 Yo lb. 
25S20 20 Ye" Yo lb. 26S3S 35 ~6" Yo lb. 
25S30 30 Va" Yo lb. 26S40 40 ~6" Yo lb. 
25S35 35 Va" Yo lb. 26S50 50 ~." Yo lb. 
2SS50 50 YaH Yo lb. 

FASTEST AND MOST DURABLE PENCIL IRON. Weighs but 2 oz. 

24S' 50 W' Yo lb. 24S60' 60 Yo lb. 
24S' 40 W' Yo lb. 

'Standard equipment XTRADUR LONG-LIFE TIP 

BANT AM HATCHET IRONS 

PERFECT BALANCE FOR INACCESSIBLE PLACES 

No. 30H 
Weighs only 5 oz. 

Tip Ship. Tip Ship. 
Cal. No. Watts Dia. WI. Cat. No. Watts Dia. Wt • 
2SH 25 Va" Y, lb. 24H 50 X" . Y, lb. 

2SH35 35 Ys"" 'y, lb. 24H40 40 Mil Y, lb. 
25H50 50 Ye" Yo lb. 24H60 60 ~" Yo lb. 
26H 30 3{,'1 Y, lb. 30W' 60 }i" Yo lb. 
26H3S 35 ~6" Y, lb. 30H40" 40 Yo" Y, lb. 
26HSO 50 ~." Yo lb. 30HSO" 50 X" Yo lb. 

30H70" 70 Mil Yo lb. 
30H7S" 75 %," Y, lb. 

"Extra Ya" tip furnished with each iron. 

PINPOINT SOLDERING IRONS 

(Weigh Only 3 oz.) 

FOR PINPOINT ACCURACY ON PRECISION SOLDERING 

Long Reach 4Yo" 

Cat. No. Watts 
Tip 
Dia. 

Ship. 
Wt. Cat. No. Watts 

Tip 
Dia. 

Ship. 
Wt. 

P25 25 Ye" Yo lb. P24 50 Y4" Y, lb. 

P2530 30 Va" Y, lb. P2440 40 X" Yo lb. 

P2S3S 35 Ye" Y, lb. P2460 60 ~" Yo lb. 
P2S50 50 Ye" Yo lb. 

P30" 60 ~" Yo lb. 

P26 30 ~." Yo lb. P3040" 40 }4" Yo ib. 
P2635 35 3{'/' Yo lb. P3050" 50 ~" Yo lb. 
P2640 40 ~6" Yo lb. P3070" 70 X" Yo lb. 
P26S0 50 ~." Y, lb. P307S" 75 %," Y, lb. 

*'Extra Yo" tip furnished with each iron. 

3-CONDUCTOR CORD (with ground wire) 
Safe For Transistor Circuits 

Ground wire contact screw standard equipment on all HEXACON Ir9ns, 
facilitates a change-over to 3-conductor grounded cord at any time 
without returning irons to factory. 

All irons are available factory equipped with 3·wire cord and 3-wire 
plug; or less plug with ends stripped ready for assembly to your own 
plug. 

Also 3-wire cords with or without plug may be ordered separately 
for installation by user. . 

Unless otherwise specified 3-wire cord sets with moulded on plug 
will be furnished. 

All standard 3-wire plugs available, to be attached to cord. 

The MASTER - 26th Edition • Page 1283 



SECTION 5400 

t 

ELECTRONIC TOOLS 

MAGIC·TIPS 
One tool starts the SCrew and drives it. To operate one merely places the tip of the Magic-Tip in the slot of the 
screw and pushes gently .. '. the screw becomes firmly fastened to the blade-easy to start even in places inacces-
sible to the fingers. No bulky claws to get in the way because the mech.anism is internal and fully automatic. 
Hardened steel locking pin, tough chromoly steel tip, plus sturdy OVER ALL construction assures long trouble-

'::~~ ~ Stock Overall Width Thickness Slot Diam. Blade 
~ 

# Length of Point of Point Fits Screw Hondle Length List 

10 E-3 2Y2" Ya" .017 #00 to #2 9/16" I" $2.05 
10 E-4 4" Ya" .017 #00 to #2 9/16" 21;4" 2.05 

~ 10 E-7 7" Ya" .017 #00 to #2 9/16" 51/4" 2.30 
IOM-3 3Y2" 3/16" .030 #3 to #6 9/16" V2" 1.80 

~ i 
IOM-5. 51/4" 3/16" .030 #3 to #6 9/16" 23/.1" 2.00 

i ~ 
IOM-8 8 '/.1" 3/16" .030 #3 to #6 9/16" 4:1/.1" 2.30 

j 
IOM-12 111/4" 3/16" .030 #3 to #6 9/16" 7%" 2.65 

I ~ 
lOA 4" 1/4" .038 #6to #10 ¥a" 3/.1" 1.95 

,; 10 B 61/4" 1/4" .040 #7 to #10 ¥a" 31/4" 2.30 
10C 7Y2" 1/4" .040 #7 to #10 ¥a" 33/.1'" 2.50 

10M-. 10M-S 1OM-310E·3 10E-. IOE-7 lOA lOB 10C 100 111;4" 1/4" .040 #7 to #10 ¥s" 7" 2.90 

SCREWDRIVERS Round Blades Square Blades 
Stock # Blode Size List Stock # Blode Size List 

~~ 
14 1/8" x 2" $ .36 15 1/8" x 2" $ .68 
14A 1/8" x 3" .42 15A 1/8" x 3Y2" .76 
14B 3/16" x 4" .70 15B 1/8" x 5%" .80 
14C 3/16" x 6" .80 15C .3[16" x 2" .96 

/ .,. 140 3/16" x 8" .88 150 3/16" x 4" 1.00 
14E 3/16" x 10" .95 15E 3/16" x 6" 1.08 

,,--~~ 14F .1/4" x 11/4" .70 15F 3/16" x 8" 1.20 
14G . 1/4" x 4" .92 15G 1/4" x lY2" 1.08 

~~ 
14H 1/4" x 6" 1.00 ISH 1/4" x 4" 1.20 
141 1/4" x 8" 1.10 151 1/4" x 6" ljO 
14J #1 Recess .86 15J 1/4" x 8" 1.44 
14K #2 Recess .96 15K 1/4" x 10" 1.48 

.~ 14L #3 Recess 1.24 15L 5/16" x 4Y2" 1.52 
14M #O·Phillips .91;1 15N 5/16" x 8W' 1.64 

~~_~~:~:.::.. .. 1"'_ 14N #1 Phillips 1.10 15P 3/8" x 6W' 1.90 

-.~"?'" 
14P #2 Phillips 1.20 15Q 3/8" x 10" 2.26 

15M 5/16" x 6Y2" 1.55 
~ 

NUTDRIVERS Regular Shaft Economy Champ Nut Drivers" 
Stock /:texagon 

# Size Color List Stock # Hex Size Overall List 
~ 

20 

~ 
3/16" Block $ .98 23 3/16" 6" $ .78 

20A 7/32" Red .98 23A 7/32" 6" .78 
~ ... 20B 1/4" Yellow .98 23B 1/4" 6" .78 

20C 9/32" Green .98 23C 9/32" 6" .78 

~ 200 5/16" Blue .98 230 5/16" 6" .78 
20E 11/32" Brown .98 23E 11/32" 6" .78 
20F 3/8" Orange .98 23F 3/8" 6" .78 

.~.~ 
Hollow Shaft Pocket Nut Driver 

21 3/16" Blac;k 1.20 Only 3Y2" overall in size - fits your 
21A 7/32" Red 1.20 shirt pocket. Hos handy clip. 
21B 1/4" Yellow 1.20 
21C 9/32" Green 1.20 Stock # Size List 
210 5/16" Blue 1.20 22 1/4" $ .66 
21E 11/32" Brown 1.20 22A. 3/16" .66 
21F 3/8" Orange 1.20 22B 5/32" .66 
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PART OF AMERICA'S MOST COMPLETE LINE 
DIAGONAL CUTTING 

~ . ~'-
A96-4't. FULL POLISH-list $3.85 
A96-5 FULL POLISH-list 4.05 
A96-6 FULL POLISH-list 4.50 

LONG CHAIN NOSE 
6';''' 

~ 
AS FULL POLISH-list $3.68 

TRANSVERSE FLUSH END-CUTTING 
WITH LEAF SPRING 

~ " 

A7L FULL POLISH-list $4.95 

DIAGONAL CUTTER 

Stock #AS7-4'1o-List $4.95 

ROUND NOSE 

Stock #A16-4'1o-List $3.40 

SUB-MINIATURE TOOLS 

LONG CHAIN NOSE W/CUTTER 
6" 7" 

~ 
A61-6 FULL POLISH-List $4.25 
A61-7 FULL POLISH-list 4.90 

RADIO AND IGNITION 
6'12' 

~ 
A2 FULL POLISH-List $5.15 

LONG REACH FLAT NOSE 

~ 
A9 FULL ~OLlSH-List $3.62 

CHAIN NOSE 

Stock #A17-4'1.-List $3.10 

FLAT NOSE 

Stock #AI5-4'1.-List $3.35 

(rr~ 
~Jttt~ A~ ., •• = '''''''''' • IN THIS NEW 

, 'POP·OUT' KIT 

' ... = 

OFFSET OPEN 
END WRENCHES 
5/64 • 3/32.7/64 

1/8.5/32 

In New 'Pop-Out' 
Kit 

Stock # List 
K24 $2.50 

SCREWDRIVERS 

,005, ,070, ,080, ,100 
4 Blodes and 1 Handle" 

St",,~ # List Above in 
K241 $1. 98 Pop·up Kits 

". U.C.P., Inc. 

Bend 
bock the 

Stock # List 
SMALL, .. 24101 $ .68 
FINE " .. 24P ,68 

@ 
NUT DRIVERS WITH HANDLES 

Stock # 
24C 
24D 
24E 

SIu 
5/64 
3/32 
7/64 

Stock # 
24F 
24G 
24H 

51 .. 
1/8 

5/32 
Set 

Card 6f one com lete set-24H-List $4,50 

PHILLIPS AND HEX 
TYPE DRIVERS 
#0, # 1 Phillips 
#4, #6, #8 He. 

In New '.op Out' 
0@ Kit· 

Stock # List 
K24A $2,50 

NUT DRIVERS 

(Replaceable Type) 
5/64,3/32,7/64 

1/8,5/32 

Stock # List Above in 
K241-$3,50 Pop-up Kits 

SPECIALTY NUMBERS'" 

"SMITTY" FOLDING 
SOCKETHEAD WRENCH sm 

IP6--Small set .050·5/32" 
6 Blades, List $1.55 

1P5-Medium Set 3/32" • 7/32" 
5 Blodes, List 51.55 

HEX DRIVEIIS 

ShIck # Si.. Uot 
5 - 050 $ ,65 
SA -1/16 .65 
51 -5/64 .65 
5C -3/32 .75 
5D -1/8 .75 

K5N-AII of the above kit-$3.95 

HOT TUBE PULLEItS 

Stock # 
57A-tO· Angle 
57 -Straight 

"TRI·TAP" 

List 52,38 
List 2,20 

Three 'opular 51 •• Taps ill 
On.TooI 

47A - List $2.50 
6/32, 8/32. 10/32 

PANAVISE 

Height 6V2", Width SY2", Jaw 
Width 2Y, ", Opening 2" 

62 -List $1495 

ATOM 
3·1101·1 NUT DRIVER 

#8('h)· #10(5/16)· #12(3/8) 
5S List $1.69 

"WIRE·STRIPPER" 

Strip-It for any size wire from # 1 0 
to #20, 

S5A List $1.16 

TENSION·TWEEZIE 

Permanent tension. 
56' -Twoe.ie Only List $ ,50 
56A-Tweezie with Handle list .70 

SOLDER·AID TOOLS 
FORK ..... IRUSH 

51A-List Sl.2O-Shawn, 
51 -List·$1.20-Sam. os above 

only small curved hook in 
plac. of brush. 

~ 
~ 
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@EA]) WIRE 
STRIPPERS 

FOR ALL TYPES OF THERMO·PLASTIC 

INSULATIONS . . . EVEN TOUGH TEFLON * 

2 SECOND "ONE SQUEEZE" 

OPERATION 

Unexcelled for fast as­
sembly work, this 10 
oz. stripper can be 
used all day without 
fatigue. Exclusive 
"automatic" feature 
holds jaws open after 
stripping to permit 
removal of wire and 
to prevent crushing. 
No nicking, fraying, 
or cutting of wire 
ends possible. 7 mod­
els far all wire gauges 
from 8 to 30. 

MODELS FOR ALL WIRE GAUGES - FROM 8 TO 30 

C.talo. Wire No. of Su •••• , •• 
No. Gaug. Holes Li., Pric •• R ••• I. 

45-090 8to 12 3 $9.60 $5 •. 75 
45-091 10 to 18 4 9.60 5.75 
45-092 10 to 22 6 9.60 5.75 
45-093 14to22 4 9.60 5.75 

1*45-095 16 or 18, and POS] - 9.60 5.75 
45-097 16 to 26 6 9.60 5.75 
45-098 20 to 30 6 9.60 5.75 

"'Also strips 2 and 3-c:onductor low-voltage wire used in 
a.E. and Touchplate remote control wiring systems. 

I 

~q,.s THERMO-STRIP. CANNOT 
.HARM 
WIRE 

Damage-Free Removal of All 

Therm':'Plastic Insula.tion-Even Teflon" 

" I • 
Cat. 
No. Item 

For critical stripping where no wire dam­
age is pennissible. Melts and removes in­
sulation without nicking, cutting or scrap­
ing wire. Choice of tools: plier-type Pincer 
Tool for all normal production use; probe­
type Single Loop Tool for miniaturized 
or crowded assemblies. Heavy-duty power 
unit can be run continuously, has infi­
nitely variable heat control, heats elements 
immediately. 

List Price Sugg. Resale 

45-130 Pincer Tool & Power Unit 
45-131 Single Loop Tool & Power Unit 
45-133 Power Unit Only 

$112.00 
93.35 
75.75 
36.15 
17.50 

$67.20 
56.00 
45.45 
21.70 
10.50 

45-140 Pincer Tool Only 
45-141 Single Loop TO!JIOnly 

IDEAl INDUSTRIES Inc., 
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IDEAL Wire Strippers, both hand and production 
models, are engineered with unique design fea­
tures that speed up and simplify the stripping of 
most types of insulation. 

@EAg CUSTOM5~8 
FOR PRECISION WIRE STRIPPING 

Removes Teflon" and other hard-to-strip in­
sulation. New "concentric hole" stripping 
blades and special design of jaws prevent 
damage to insulation and wires. Matched 
sets of blades are precision drilled on 
watchmaker's equipment to exact wire 
sizes. Chucking action on insulation 
guides conductor through stripping 
hole, preventing nicks and scrapes. 
3 models, wire sizes from 10 to 30. 
EXTRA FEATURES (optional) 

"SHORT ·SlOP" LATCH 
protects wire by limiting 
stroke to 5/32" - disen­
gages without removal for 
full 7/8" strip. 

"SEE·THRU" WIRE STOP 
assures uniform lengths by 
adjusting to strip lengtb 
desired. 

Shown with 
optional Stop 
latch (1) and 
Wire Stop (2) 

FOR GENERAL PURPOSE STRIPPING OF PLASTIC, 
FIBRE GLASS AND OTHER HARD-TO-STRIP INSULATIONS 

CATALOG NO. CATALOG NO. 
WIRE NO. OF (without stop (with stop 

GAUGE HOLES latch and latch and 
wire· stop) wire·stop) 

List $28.25 List $34.60 
Suggested Suggested 

Resale $16.95 Resale $20.75 

10 to 14 3 45-170 45-180 
16 to 26 6 45-171 45-181 
26 to 30 3 45-172 45-182 

FOR TYPE EE - 1000 VOLT TEFLON" WIRE 

10 to 14 3 45-173 45-183 
16 to 26 6 45-174 45-184 
26 to 30 3 45-175 45-185 

FOR TYPE E - 600 VOLT TEFLON" WIRE 

·10 to 14 
16 to 26 
26 to 30 

3 
6 
3 

~Reg. Trademark of DuPont 

45-176 
45-177 
45-178 

LOW COST HAND STRIPPER FOR ELECTRONIC 
AND APPLIANCE PRODUCTION STRIPPING 

45-186 
45-187 
45-188 

For quick, easy, clean stripping of wires used in electronic instru­
ments and appliances . .sturdy, compact, constructed of hardened 
steel for rugged duty and long service. Comfortable plastic grips 
for sure handling and safety. 

T-5 MODEL, strips 10,12,14,16 

Cat. 
No. 

and 18 gauge wires· 45-120 
T-6 MODEL, strips 16, 18, 20, 22, 

24 and 26 gauge wires 45-121 

Sycamore, Illinois 

List 

$3.25 

$3.75 

Sugg. 
Resale 

$1.95 

$2.25 
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RESISTANCE SOLDERING TOOLS ~ 
COMPLETE THERMO-TIP 

ATTACHMENTS ANt) POWER UNITS 

"Pencil" Type attachment with double metal electrodes. 
"Feed-thru" electrodes, adjustable for length. 
Cat. No. 12-167 with double metal electrodes. List Price 
$17.50 • Suggested Resale $10.50. 

DOUBLE CARBON ATTACHMENTS 
Carbons provide more heat than metal tips. Available in two sizes 
- l/B" for small work, 3/16" for larger work. 

Cat. No. 12.166 Pencil Grip with 1/8/1 carbons. List Price 
$17.50. Suggested Resale $10.50 
Cat. No. 12.165, Pencil Grip with 3/16/1 carbons. List Price 
$17.50 • Suggested Resale $10.50. 
Cat. No. 12·176 Pistol Grip with 1/8/1 carbons. List Price 
$17.50. Suggested Resale $10.50. 
Cat. No. 12.175 Pistol Grip with 3/16/1 carbons. List Price 
$17.50. Suggested Resale $10.50. 
Cat. No. L-4866 3/16/1 dia. replacement carbons for 12·165 
and 12.175, six per pkg. Shipping wt., 2 oz. List Price $2.00 
• Suggested Resale $1.20. 
Cat. No. L·4848 1/8/1 dia. replacement carbons for 12·166 and 
12.176, six per pkg. Shipping wt., 2 oz. List Price $1.10 • 
Suggested Resale $.65. 

SINGLE CARBON ATTACHMENTS 
Collet chuck holds feed-thru carbon. Permits adjustment. Complete 
with ground-clamp and lead assembly for jig-soldering. 

Cat. No. 12.168 Pencil grip. List Price $17.50 • Suggested 
Resale $10.50. 
Cat. No. 12.178 Pistol grip. List Price $17.50 • Suggested 
Resale $10.50. 
Cat. No. L.5202 Replacement Carbons 1/8/1x3/1 for 12.168 
and 12.178, packaged 6 per tube .. Shipping wt., 2 oz. List 
Price $3.75 • Suggested Resale $2.25. 

FOOT SWITCH Cat. No. 12-146 

List Price $11.35 • Sugested Resale $6.80 
Used to eliminate arcing at point of electrode 
contact. Also permits the use of electrodes to po­
sition or hold work after heat has been applied. 
Small and convenient to use (3%" dia. x 1 'AI" 
high). Wired normally open (with series plug). 
Rated 5 amps., 115V. Shipping Wt., 12 oz. 

CHISEL TIP IR4)NS 

Cat. No. 12·151 Handle and Lead Assembly. List Price 
$7.40 • Suggested Resale $4.45. 

Cat. No. 12.144 1/4/1 Chisel-Tip. List Price $12.15 • Sug­
gested Resale $7.30. 

Cat. No. 12·143 - 1/8/1 Chisel-Tip. List Price $12.15 • 
Suggested Resale $7.30. 
Rapid heating characteristics and corrosion-resistant special plating 
provide long life. Irons are locked into handle with set screws. Re­
sistance element in the. iron provides continuous, controlled beat. 
NOTE: Handle assembly and Irons are ,sold separately. 

© U.c.P., Inc. Net 

Lightweight, Resistance SolderingTools especially designed 
for faster, positive production soldering of miniature 
and subminiature parts. All attachments available with either 
"Pencil" or "Pistol-Grip" type handles. Complete with 5' 
?ord. Soldering Irons with "Pencil" type handle only. 

"Pistol.Grip" attachment. Double metal 
electrodes are feed-thru type, adjustable 
for length. 
Cat. No. 12·177 with double metal elec­
trodes. List price $22.60 • Suggested Re­
sale $13.50. 

SINGLE METAL ATTACHMENT 
Collet chuck holds feed-thru electrode. For smallest work. Complete 
with ground clamp and lead assembly for jig-soldering. 

Cat. No.12·169 Pencil grip. List Price $17.50 • Suggested 
Resale $10.50. 
Cat. No. 12·179 Pistol grip. List Price $17.50 • Suggested 
Resale $10.50. 
Cat. No. L.5241 Replace~ent Electrodes for 12.169 and 
12.179, packaged 6 per tube. Shipping wt., 2 oz. List Price 
$.85 • Suggested Resale $.50 . 

REPLACEMENT CARBON HOLDERS 

Cat. No. L-5246 - 3/16" Dia. 
List Price $1.10 • Sug­
gested Resale $.65. 

$ J 1 

Cat. No. L·5247 - 1/8" Dia. 
List Price $.60 • Suggested 
Resale $.35. 

Provides easy replacement of only part attacked bjl corrosive fluxes. 
Holders can be used interchangeably with either the 12-165, 12-166, 
12-175 or 12-176, depending on diameter of carbons desired. 

POWER UNITS 

125-Watt Power Unit. Cat. No. 12·124 
List Price $30.35 • Sug. Resale $18.20 

For light production and intermittent work. 
Selector switch for choice of three heats. 
Complete with power cord and clip for hold­
ing pencil style attachments. 115V - 60 cy. 

250-Watt Power Unit. Cat. No. 12.123 
List Price $40.85 • Sug. Resale $24.50 

For heavier production work. FasteT. Handles 
larger components than 12-124. Choice of 
two heats through "high" and "low" second­
ary connections. Complete wih power cord. 
115V - 60 cy. 

500-Watt Power Unit 
Cat. No. 12·163 

List Price $72.35 
Suggested Resale $43.40 
For continuous production' work. 
Widest selection of heats - nine 
choices through 3-position selector 
switch plus "high", "medium" 
and Hlow" secondary terminals. 
Complete with power cord and 
pilot light. 115V - 60 cy. 

IDEAL INDUSTRIES, Inc. Sycamore, illinois 
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SCREW -HOLDI NO 
14 DIFFERENT SIZES - A SIZE FOR EVERY JOB! 
Holds - ,Starts - Drives the Screw - America's Handiest! 

Any of the 14 sizes (except No. 1732) . 
available with shockproof, plastic covered 
tubing at a cost of 1511 additional per 
screwdriver. 

One screwdriver drives many sizes of screws 
Shockproof, unbreakable Tellite II handle 
Hollow-ground bit fits any slotted screw 
Use instead of conventional screwdriver 
Strong as conventional s.crewdriver 
Tough, durable spring steel blades 
Positively will not mar screw slot 
Fast, positive action - easy to use 

17312 

23514 

No spring clip to slip off screws 
No pressure wedge to wear out 
Unconditionally guaranteed 

Blade length is indicated by last digit of model number. 
"17312" has a 12" blade - "23514" has a 14" blade .. 

1838 2358 
Foolproof construction 

17~8 

1258 
1836 2356 

1736 

1834 2354 

1734 

1253 
1732 

KEDMAN COMPANY Salt L k COt Ut h Other Kedman Prod".cts--T~e famous • a ely, a Huntsman We/dmg ShIelds 
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OBLIQUE CUTTING PLiER 
Lightweight Pointed Nose 

Flush CuHlng 

No. D209-4 Handles red pla,tisol covered 
No. D209-4 Size 4l-1, In. 
No. 209-5 Size 5 In. 

Available with call spring 

OBLIQUE CUTTING PLiER 
Flush Cutting 

Handles red plastisol covered 

<2 

No. D219-4 Size 4l-1, In. 
No. D219-5 Size 5 In. 

Available with coil spring 

WIRE GRIPPING OBLIQUE CUTTER 
Flush Cutting 

Pat. No. 2,938,266 
Handles red plastisol covered 

No. D229-4C Size 4l-1, In. 
No. D229-5C Size 5 in. 

Supplied with call spring 

OBLIQUE SHEAR CUTTING PLiER 
Pat. No. 2,848,810 

Handles red plastisol covered 

No. D207 -5C Size 5V. In. 
077 -K Replacement Blade 
Supplied with coil spring 

OBLIQUE CUTTING PLiER 
Flush Cutting 

No. 210-5 Size 5V. In. 
No. 210-6 Size 611, In. 

Available with call spring 

OBLIQUE CUTTING PLiER 

No. 245-5 Size 5 In. 
Available with call spring 

© U.C.P., Inc. 

SECTION 5400 

LONG NOSE PLIER 

No. 301-S Size 5fu in. 
No. 301-6 Size 6% in. 
No. 301·7 Size 7V. In. 

Available with call spring 

LONG NOSE SIDE CUTTING PLiER 

No. 203·5 Size 5~, In. 
No. 203-6 Size 6% in. 
No. 203-7 Size 7V. In. 

Available wlJh call spring 

SLIM LONG NOSE PLIER 
Handles yellow plastisol covered 

No. D307-SV. Size s'l-I, In. 
Available with call spring 

No. D221.5V.C with side cutting 
knives (1hz" point) Size 51l-!. In. 

Supplied with coil spring. 

SLIM LONG NOSE PLiER 
Handles yellow plastisol covered 

No. D310·6 Size 6% In. 
Available with coil sp~ing 

LONG NEEDLE NOSE PLIER 
Handles yellow plastisol covered 

No. D318.SV. Size 52%, in. 
Available with call spring 

LONG NOSE PLlER, KNIFE AT POINT 
Handles yellow plastisol covered 

No. D301-6P Size 6% in. 
No. D317-6P Size 6 in. 

Available with coil spring 

END CUTTING TRIMMER PLiER 
Handles green plastisol covered 

CuHing edges at tip 
sel a' 45° angle. 

Supplied with call spring 
No. D211·6C Size 6V. in. 

TRANSVERSE END CUTTING PLIER 

No. 204·6 Size 6!4 in. 
Available with call spring 

LONG NOSE SHEAR CUTTING PLiER 
Pat. No. 2,848,724 

Handles yellow plastisol covered 

No. D208_6PC Size 6% In. 
Supplied with coil spring 

ALL. PURPOSE ELECTRONIC PLiER 
Pat. No. 2,903,790 
Semi-Flush Cutting 

Handles yellow plastisol covered 

No. D260-6C Size 6% in. 
Supplied with call spring 

NEEDLE NOSE ELECTRONIC PLiER 
Pat. No. 2,903,790 
Semi-Flush Cutting 

Handles yellow plastisol covered 

No. D261.6C Size 6* In. 
Supplied with coil spring 

LONG NOSE SHEAR CUTTING PLIER 
Pat. No. 2,848,810 

Handles yellow plastisol covered 

No. D208·6C Size 6% In. 
078-K Replacement Blade 
Supplied with call spring 

LONG NOSE SHEAR CUTTING PLiER 
Pat. No. 2,848,724 

No. 208-6NC. Size 6% in. 
078-K Replacement Blade 
Supplied with call spring 
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DUCK BILL PLIER 
Inside laws smooth 

No. 304·6 Size 6!1iz in. 
No. 205·6 with side cutting knives Size 6!1iz in. 

CHAIN NOSE PLIER 

No. 317·6 Size 51~ in 
No. 217·6 with side cutting knives Size 51l'\6 In. 

CHAIN NOSE PLIER 
Handles yellow plastisol covered 

No. D317·5 Size 514 in. 
Available with coil spring 

CURVED NOSE PLIER 

No. 302·6 Size 614 In. 

RELAY SPRING ADJUSTING PLIER 
Inside iaws smooth 

Handles yellow plastisol covered 

No. D325·5 Size 5\16 in. 

I.INCH LONG NOSE PLIER 

....,gJJ! 11 ____ "",: 
No. 314·8 with knurl Size 8 In. 

I.INCH DUCK BILL PLIER 

g;;;;;: ............. --:~. 
No. 315·8 with knurl 
No. 312·8 without knurl 

Size 8 in. 
Size 8 In. 
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SPECIAL SKINNING PLIER 
Handles red plastisol covered 

No. D317·5P Size 514 in. 

SIDE CUTTING PLIER 
NE Type (Streamn;'ed) 

No.201·5NE 
No.201·6NE 
No.201·7NE 
No.201·8NE 
No.201·9NE 

Size 5 in. 
Size 6 in. 
Size 7 in. 
Size 8 In. 
Size 9 In. 

KLEIN KUT* HIGH LEVERAGE PLIER 
Pat. No. 2,746 145 -

No. 213·9NE Size 914 In. 

OBLIQUE CUTTING PLIER 

No. 202·5 
No. 202·6 

Narrow Nose 
Available with coil spring 

Size 5!1iz in. 
Size 6\16 In. 

HIGH LEVERAGE 
OBLIQUE CUTTING PLIER 

No. 228·8 Size 8 In. 

PRINTED CIRCUIT PLIER 
Handles red plastisol covered 

No. D052·C Size 5Va in. 
Supplied with coli spring 

·Trade·Mark 

MIDGET ELECTRONIC PLIERS 
Long NOle Pller 

No. D321.4!1iz Handles yellow plastisol covered 
No. D322·4 V2 Handles blue plastisol covered 
No. D321.4!1iz Size 4'\4 In. 
No. D322.4!1iz (without knurl) Size 4'\4· in. 

Available with coli spring 

FLAT NOSE PLIER 
Inside jaws smooth 

Handles yellow plastisol covered 

Na. D323.4!1iz Size 4'\4 in. 
Available with coil spring 

OBLIQUE CUTTING PLIER 
Handles red plastisol covered 

No. D257-4 Size 4~6 In. 
Available with coil spring 

TRANSVERSE END CUTTING PLIER 
Seml·Flush Cutting 

Handles green plastisol covered 

No. D224.4V2 Siz.4% In. 
Available with coil spring 

COIL SPRING PLIERS 
Pliers nsted below are supplied 

with coil spring 

Oblique Cutters 
D209-4C 
• 209·5C 
D219·4C 
D219·5C 
• 202·5C 

202.6C 
• 210.5C 
• 210·6C 
• 245·5C 
D257.4C 

~--

Long Nose 

204·6C. D321.4V2C. 
D260·6C • D322-4V2C • 
D261·6C. D323.4V2C. 
D318.5V2C. D310·6C. 
• 203·5C • 
• 203.6C. 
• 203·7C • 
D221.5V2C 
(~. point) 

D307.5!1izC. 

D301·5C. 
D301·6C. 
D301.7C. 
D301.6PC • 

. D317.6PC • 
D317·5C. 
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"KLEIN-KORD" NYLON SAFETY STRAP 

A strong high-quality safety .trap made of nylon 
posselsing excellent !lielee'ric characteris.ics. 
Klein Red Center for safety. 

Cat. No. 
Standard Snaps 
5294 
5294-7 
UKlein-Lok" Snaps 

Size 

1%' x 5'8-
H4'x7' 

KL·5294 1'!4' '" 5'8' 
KL·5294·7 1*' '" 7' 

Av.Wgt. 
Per Doz. 

34 lb. 
38 lb. 

34 lb. 
381b. 

LEATHER TOOL BELTS 

Finesl-quality harnesl leather taD" rings, solid 
drop forgingso All rivets solid copper. 
Cat. No. Width Av. Wgt. 

Per Doz. 
5204-DI 3V.· 34 lb. 

Be sure to specify size 
One of a complete line of Klein tool belts. 

KLEIN ELECTRICIANS' WAIST BELTS 

Lightweight belt of heavy web belting. Leather 
tool loops. Friction buckle. 
No.5227-M Size 32 to 40 In. 

5227-L 40 to 48 in. 

SLIP-ON HANDLES 

Plastic handles available in the following colors 
-Red, Yellow, Green and Blue. 
Easy to slip on to pller handles providing a 
comfortable grip_ 
No. 34 To fit 4 in •• 4V. in. pliers 

35 To fit 5 in. - 5V. in. pliers 
36 To fit 6 in •• 6'12 in. pliers 
46 36 pr. assorted size. and colors 

DIPPED HANDLES 
Dipped plastic coating provides comfortable han­
dles. See Klein catalog for colors and prices. 

© U.C.P., Inc. 
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KLEIN COMBINATION TOOL POCKnS 

5126 
5127 

Two of the many leather tool pocket. available 
in the Klein line. See Klein catalog lor other 
pocket •• 
No. 5126 Leather Size 8V. in. high, 6'12 in. wide 

5127 Leather 10 in. high, 7 In. wide 

KLEIN UTI'UTY, TOOL POCKETS 

5141 

No. 5190 is made of high.grade leather with ten 
separate compartments. No. 5141 is of polyvinyl 
chloride. 
No. 5190 Size 8* in. x 6 in. 

5141 Plastic 10 In. high, 8 In. wide 

KLEIN POCKn TOOL KIT 

Holds two plier •• 
I D321-4'h Long Nose Pliar 
1 D257 -4 Oblique CuHlng Pller 
No. 1305-5 Size 7 '" 2~ lI: '12 

KLEIN POCKET TOOL KIT 

A handy kit that holds four midget pliers. ease 
i. of top leatherette with two snap •• Contains 
following tool.: 
I No. D257·4 Oblique Cutting Plier 
I No. D224.4V. End CuHing Pller 
1 No. D321-4V. Long Nose Pller 
I No. D323-4V. Duck Bill Plier 
No. 1305·4 Size 7 x 2* '" 1 

KLEIN "XELA" ELECTRICIAN'S KNIFE 

Has utility blade and screwdriver blade. Made a. 
finest cutlery steel. Handle special plastic. 
No. 1550·2 Length Closed 4 in. 

KLEIN "XELA" LINEMAN'S KNIFE 

Single 3-in. blade of finest cutlery steel. Handle 
special plastic. 
No. 1550-4 Length Closed 4 in. 

KLEIN "XELA" SKINNING KNIFE 

Particularly useful in telephone work. Hardwood 
handle. 
No. 1550·5 Length Closed 3 V. In. 

"XELA" 3·BLADE KNIFE 

Spearpoint blade, sheepsfoot blade and screw· 
driver blade. Handle special plastic. 
No. 1550-6 Length Closed 3* 'no 

"XELA" ELECTRICIAN'S SCISSORS 

Made of hlgh.grade steel carefully tempered. 
Screw hinge allows for adiusfme!1t. 
Cat. No. 2100·5 Size 5 In. 
5100 Pocket for scl.sors, not illustrated 
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CG8t 

List ea. 3.40 

END CUTTING NIPPERS 
4W' G List ea. 3.96 

CG83 (Smooth jaws) 
(No cutters) CHAIN NOSE PLIERS 
41h"R List ea. 3.20 

CG84 (Smooth jaws) 
(No cutters) FLAT NOSE PLIERS 
41h~ DB List ea. 3.20 

CG85 !Smooth jaws} 
(No cutters) 
ROUND NOS£" ROUND JAW PLIERS 
41h" G List ea. 3.20 
No. 83-84-85 supplied with milled jaws 
when specified. 

CG825 
(With cutters) 
MEDIUM NOSE NEEDLE POINT PLIERS 
Needle pOints 1/32" x 1/32" 
5" DB List ea. 4.42 
CG835 . 
(No cutters) 
5" G list ea. 4.20 

SECTION 5400 

KRAEUTER PRECISION AND PROFESSIONAL PLIERS 
FULL POLISHED FINISH 

Extra fine pliers designed for exacting work. Drop, forged from selected tool steel, 
accurately maohined and carefully heat treated. In the hands of skilled radio and 
electronics technicians, these tools may be depended upon for exceptional service. 
Precision and Professional Pliers illustrated show vinyl cushion grips (prefix "CG" 
with stock number) which are furnished at NO extra cost (factory bonded). Color: 
G·Green; O·Orange; R·Red; LB·light Blue; DB·Dark Blue. 

KRAEUTER VINYL 
CUSHION GRIP "CG" HANDLES 

AT NO EXTRA COST 
All the "CG" Kraeutertools listed on these pages 
have the Cushion Grips bonded on at the factory .•. 
actually become part of the tool. Won't crack, peel 
or chip. They're brightly colored to help you find 
them when you need them ... easier to hold, easier 
to use •.. cushion your hand so you do the job with 
less effort. Cushion Grips give pliers the "feel" of 
comfortable, more accurate control. And they come 
to you at no extra, cost. 

CG5601 

BEnER FEEL! 
BEnER GRIP! 

NEEDLE POINT DIAGONAL CUTTING PLIERS 
4W' R list ea. 4.00 
5" DB list ea. 4.25 
61! G list ea; 5.10 

NEEDLE POINT DIAGONAL CUTTING PLIERS 
Wire stripping notch, spring return handles. 
61h" 0 List ea. 5.00 

CG826 
(With cutters) 
LONG NOSE NEEDLE POINT PLIERS 
Needle pOints 1/32" x 1/32" 
6" G list ea. 4.60 
CG836 
(No cutters) 
6" o list ea. 3.60 

CG827 
(With cutters) 
EXTRA LONG NOSE NEEDLE POINT PLIERS 
Needle points 1/32" x 1/32"" 
7" 0 list ea. 5.30 
CG837 
(No cutters) 
7" LB list ea. (20 

CG90 
PLiER SET 
Five pliers in black zipper case. Size 
5·3/4" x 9·1/4" when closed. One each 
Nos. CG81, CG82. CG83"CG84 and CG8S. 

List ea. 19.50 

THIS IS ONLY A PARTIAL LISTING OF KRAEUTER TOOLS ••• SEND FOR CATALOG 
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KRAEUTER INDUSTRIAL PLIERS 
FULL POLISHED HEADS-

VINYL CUSHION GRIP HANDLES 
Designed for use in the Radio and Elec­
tronics fields. Hammer forged from high 
grade tool steel, individually fitted, tem­
pered, adjusted and tested. Furnished 
with Cushion Grips (factory bonded) at 
no extra cost. Colors: G-Greenj O-Orange; 
R-Redj DB-Dar~ Bluej LB-Light Blue. 

CG562l 
END CUTTING 
RESISTOR PLIERS 

. SECTION 5400 

-=-< 
CGl1 
(With cutters) 
SHORT JAW NOSE-CUTTING PLIERS 
Extra long, narrow handles, cutters at tip 
of jaws. 
8" DB List ea. 4.98 

Resistor terminal cutters for cutting the terminal ends of packaged assembly type 
resistors. Pliers sever terminal wires which are inaccessible except from over the 
resistor. ' 
5Vz" R 

: 
(With cutters) 
SHORT CHAIN NEEDLE NOSE PLIERS 
Short nose, extra leverage, for open wiring. 
5" R List ea. 3.36 
CG1643 
(No cutters) 
5" 

(With cutters) 

DB List ea. 3.25 

r 
LONG CHAIN NEEDLE NOSE PLIERS 
Radio and TV's most extensively used 
pliers. 
6" 
C-CG1661 

DB 

. (Cro~s Coil Spring) 
6" DB 
CG1671 
(No cutters) 
6" G 

List ea. 3.65 

List ea. 3.95 

List ea. 2.85 

List ea. 4.95 

:;;s<: 
(With cutters) 
EXTRA LONG CHAIN NOSE PLIERS 
Jaw length reaches 2-3/4", narrow pOinted 
nose. . 
7" 0 List ea. 4.40 
C-CG1781 
(Cross Coil Spring) 
7" 0 
CG17l1 
(No cutters) 
7" 

(With cutters) 

LB 

pst ea. 4.70 

List ea. 3.25 

RADIO AND IGNITION NOSE-CUTTING 
PLIERS 
Grips at tip of nose, cutters 1/4" back • 
6" 0 List ea. 4.85 
C-CG1663 
(Cross Coil Spring) 
6" 0 List ea. 5.15 

CG1830 
ELECTRICIANS' SIDE CUTTING PLIERS 
For electric wiring and repair work. 

List ea. 
4" R 3.54 
5" DB 3.65 
6W' 0 3.30 
7" LB 3.78 
8" DB 4.16 

CG2612 
WIRE STRIPPING DIAGONAL CUTTING 
PLIERS 
Strips fine wire. Spring return handles. 
6¥2" LB List ea. 4.62 

CG4501 -.......11111111 ...... _ ... ~ 
DIAGONAL "OBLIQUE" CUTTING PLIERS 
For close cutting in radiO, TV, telephone 
work. 

4Vz" 
5" 
6" 
C-CG4501 
(Cross coil spring) 

DB 
o 
R 

4W' DB 
5" 0 
6" R 

CG4502 

List ea. 
2.94 
3.20 
3.70 

3.24 
3.50 
4.00 

7-IN. DIAGONAL CUTTING PLIERS WITH 
FULL·FASHIONED HANDLES 
High leverage and comfort for continuous 
cutting. 
7" DB List ea. 4.29 

THIS IS ONLY A PARTIAL LISTING OF KRAEUTER TOOLS ••• SEND F.OR CATALOG 
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INDUSTRIAL PLIERS 

" . 

CG461 0 
HEAVY DUTY DIAGONAL CUTTING PLIERS 
Added leverage for -easier cutting. 
5" LB ............................................................................. List ea. 3.57 
7" G ............................................................................. List ea. 3.57 

C.cG4625 
NEEDLE POINT DIAGONAL CUTTING PLIERS 
Narrow tapered nose for close cutting. Cross Coil Spring in 
handle. 

. 5" R .......................................................................... List ea. 4.70 

COMBINATION PLIERS 
Drop forged from special analysis steel, KRAEUTER slip joint pliers 
have sharp, milled teeth and notches for better gripping and 
wire cutting. Knurled handles are shaped to fit the hand com­
fortably and provide maximum leverage. Studs and nuts are 
machined from solid bar steel and carefully hardened for longer 
wear. . 

KRAEUlER "BRITE" LINE 
Fine quality slip jOint pliers in 2 different finishes. . 

List ea. 
056-6" Satin Chrome Plated Finish .......................... ....... .85 

8" Satin Chrome Plated Finish ........ :........................ 1.12 
156-6" Chrome Plated Finish ......................................... 1.25 

8" Chrome Plated Finish .... ........................ ....... ...... 1.60 
10" Chrome Plated Finish .................................. ... ..... 1.96 

GRIPTITE COMBINATION PLIERS 
Designed for heavy duty service. 
5W' & 6" sizes, 2 position slip joint adjustments. 
8 "& 10" sizes, 3 position slip joint adjustments. 

356-5W' 
356-6" 
356-8" 
356-10" 

List ea. 
Nickel Plated ............ ......... ...... ..... ................ 2.65 
Nickel Plated ..................................................... 2.65 
Nickel Plated ................... :.................................. 3.35 
Nickel· Plated .. ......... .......................................... 4.25 

THIN NOSE COMBINATION PLIERS 
Tapered thin jaws for confined areas. 
40-6" Nickel Plated ............................. ; ...... : ...... List e~. 2.06 

TONGUE·N·GROOVE JOINT PLIERS 
POLISHED FACES -' "CG" VINYL CUSHION GRIP HANDLES 

Parallel adjustments make these pliers extremely versatile with 
maximum utility, leverage and strength. Furnished with Cushion 
Grip handles. 

List ea. 
CG707-6·1/2" G Max. Jaw Capacity 1" ...................... 2.80 
CG71 0-1 0" R Max. Jaw Capacity 1·112" .............. 3.50 
CG714-14" 0 Max. Jaw Capacity 2·13/16" .......... 4.25 

ALLOY STEEL ADJUSTABLE WRENCH 

THIN PATTERN...:..sMOOTH ACTION ..... CHROME PLATED 

With "CG" VINYL Cushion Grip. 

CG31-4" 
CG31-6" 
CG31-8" 
CG3l.,.-10" 
CG31-I2" 
CG3l-15" 

Ust Ila. 
R ........................................................................ 2.70 

DB ........................................................................ 2.70 
o ........................................................................ 3.45 
G ........................................................................ 4.35 

LB ........................................................................ 6;25 
R ............. ~ .......................................................... 9.00 

COMBINATION PATTERN SNIP 
Cuts straight, curved shapes in metal, etc. Polished Blades, Hard 
Black Enameled Handles. 
Kl3-7" Pocket Size, Cllt 1·5/8" ...................... list ea. 2.39 

THIS IS ONLY A PARTIAL LISTING OF KRAEUTER TOOLS ••• SEND FOR CATALOG 
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(Electronics) 
TRANSVERSE END-CUTTING PLIERS 
Long jaws reach confined areas, cut 
wires at tips. Leaf Spring in handle. 
6" 0 List ea. 4.85 

RADIO AND ELECTRONIC BRACKET 
Kl-2E ASSORTMENT 
Includes 2 each of 14 popular pliers, per­
manent peg-board display and 14 Kraeuter 
metal tool brackets. Shipping weight-
251bs. 

List ea_ 106.96 

SECTION 5400 

CG1621 
(No Cutters) 
LONG NEEDLE OR SNIPE NOSE PLIERS 
Slender milled jaws; inside length 2-3/32" 
tapering to 1/16" at points. 
6" LB List ea. 3.40 

1(-5 

5-PLIER ASSORTMENT WITH fREE DISPLAY 
BRACKET AND GIfT BOX 

Set includes: 
l-CGI830-6Vz" Electrician's Side Cutter 
l-CG4610-7" Heavy Duty Diagonal 
l-CG4501-6" All Around Diagonal 
l-CG1661-6" Needle Nose with Cutter 
l-CG83-4Vz" Chain Nose "Hobby" 
1 to 5-plier bracket (no charge) 
Shipping weight-2Ibs_ 50z_ List ea. 17.42 

(No Cutters) 
CURVED NEEDLE OR SNIPE. NOSE PLIERS 
Slender milled jaws tapering to 1/16" 
at pOint, curved to reach inaccessible 
areas. 
5-1/2" G List ea. 3.90 

P-35 
5-PLIER ASSORTMENT WITH fREE DISPLAY 
BRACKET AND REVERSIBLE POINT-Of-SALE 
DISPLAY CARD 
Set includes: 
l-CG81 Diagonal Cutting Pliers 
l-CG82 End Cutting Nipper 
I-CG83 Chain Nose Pliers 
l-CG84 flat Nose Pliers 
I-CG85 Round Nose, Round Jaw Pliers 
Shipping weight 1 lb. List ea. 16.96 

NEW ELECTRONIC COMPONENT ASSEMBLY PLIERS 

C-CG101-4-1/2" 
PRECISION NEEDLE 
POINT DIAGONAL CUTTING 
PLIERS (ELECTRONICS) "fOR 
SOFT WIRE ONLY" 

Needle point designed spe­
cifically for fine, exact tip 
cutting. Flush edge for 

olose square cut. Specially designed cut­
ting edge to facilitate re-sharpening and 
maintaining of tip cutting alignment. 
Furnished only with cross coil spring 
in handle. 
4-1/2" LB List ea. 5.00 

C-CG140-6" 
LONG NOSE PLIERS 1/32" TIP 
(Electronics) 
Fine milled jaws, inside length 2" 
tapering to 1/ 32" at the tip, reach areas 
inaccessible to other pliers. Furnished 
only with cross coil spring in handle. 
6" LB List ea. 4.25 

C-CG160-7" 
EXTRA fiNE LONG NOSE PLIERS 
1/16" POINT (Electronics) 
Extra fine long nose pliers, milled jaws, 
inside length 2-5/8" tapering to 1/16" 
at the point. Fine point designed to 
reach areas inaccessible to other pliers. 
Furnished only with cross coil spring 
in handle. 
7" LB List ea. 3.55 
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NEW 

PENCIL SOLDERING IRON 

KWIKHEAT'S Smaller; Lighter Pencil 
Iron for DenSely Packed Printed Circuit 
Production. 
Only 7% inches long . . . less than 3 oz. 
weight! This really small iron is ideal for 
general precision use in large or small 
shops. Heat insulated handle. Combina~ 
tion of wattage and tip size gives proper 
temperature for job. 

~ 6 INTERCHANGEABLE TIPS: . 

I I I I I I 
' .. 
~ 

.. <I> • <l> <l> " diameter diameter 
1/8" 1/8" 1/8" 3/~6" 3/16" 3/16" 

~ -= 
." 

.~ -= 
." 

'j§ 'j§ 

~ :c l: 1 
:c !! u u ... 

!! ... 
u 

ell '" 
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THERMOSTATIC MODELS 

------) 
---- -----

KWIKHEAT TYPE 300 
225 WATTS - 115 OR 230 VOLTS - AC ONLY 

~~~Dnl _ ae KWmAT JR " 

KWIKHEAT TYPE 200 
150 WATTS - 115 VOLTS AC ONLY 

REAL PRODUCrION IRONS 
No. 200 lightweight and No. 300 heavy duty irons are'both real production tools for high 
speed soldering. Tips are easily replaced with a screwdriver, or wrench. 
HOT IN 90 SECONDS 
Very high watt density with less heat radiation, under complete control of built·ln 
thermostat. . 

TEMPERATURE 
No. 200 is factory preset to 700°F for intermittent standby' work or 800°F for constant 
high speed soldering. No. 300 can be preset to any temperature between 275° and 875°F, 
at additional charge of $1.00 each for 1 to 49 irons or 50c each for 50 to .99 irons. 
No extra charge for 100 or more. Alloys used reduce temperatur~ creep. 

CORROSION RESISTANT 
Tips, core assemblies, and outer shells are made 9f stainless steel or plated forged 
tellurium copper alloy. 

KWIKHEAT TYPE 200 
150 WATTS - 115 VOLTS IIC ONLY 
Weight with TI p ........................................................ 7 '12 oz. 
Shipping Weight with %" Ii 'A" dia. Tip and' Resting Stand ... , .•••••.•••... 1 Ib; 2 oz. 
Length with %" x 'A" dla. Tip ........................................... . 12'04" 
Length of Heater Cord ................................ , ........... , ......... 6 ft. 

LIST PRICE 
Iron complete with Tip ....... ; ............................................ $9.95 
Replacement Element ..................................................... 6.95 

~rJ'WfNs ~~:~R 230 VOLTS - IIC OIlLY 
Weight with Standard No. 1 Tip ............................................ 14 oz. 
Shipping Weight with No. 1 Tip and Resting Stand .......................... .. 1'12 lb. 
Length with No. 1 Tip ....................................................... 13" 
Length of Heater Cord................................. .................... 6 ft. 

LJST PRICE 
Iron compiete with Tip ................................................... $14.95 
For other AC voltages or with 3·Conductor Cord, add ..•... : ................... $2.75 
Replacement Element ..................................................... $10.85 
Tips, according to style .............................................. $1.80 to $2.70 

TYPE 200 TIPS 9 INTERCHANGEABLE TIPS FOR NO. 300 

!I~~/! 
No.4 No.5 No.8 No.9 No. 10 
'12" Solder Pot 1" 7/'6"' %" 

II ~~L.~ :~? 
II) 

$1.10 #2052- $0.90 

"hz" x Va" 
$0.80 

No.2 No.3 
90° < 90° < 

'A" %" No. 0 'A" No.1 %" 

#20 IINTIFREEZE COMPOUND 
Ii lubricant for all soldering iron tips. Prevent .. sticking, increases conductivity between tiP 
and core. 
PLEASE CONTACT YOUR iO'BBER FOR TRADE DISCOUNTS 

K W I K H E A TMANUFACTURING co. GLENDALE CALIFORNIA 
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ACTUAL 
SIZE 

CHISEL or SPADE 
Tips available 0/64" 

to 0/16" in diameter 

NEWMAN 

§J, 
MINIATURE 

SOLDERING IRON! 
Weighs one ounce ... oper­

ates on 110-U5 volts. No trans­
former. Longest lasting sealed 
element made ... maintains con­
stant temperatwe around 626°F. 
without oxidation. 

• Ultra-flexible 3-wire cord ... 
grounded . . . 50 megohms be­
tween element and tip protects 
components and operator. 

• Bright "safety" yellow handle 
remains cool - stands more 
than 1000° F. 

• Easy slide-on tips ... stay hot 
under production speeds -
ma~e of tungsten-copper alloy; 
nickel or iron plated. 

• 45-second heat-up time -
cools off in 3 minutes. 

Irons furnished less plugs: heavy duty 2 
or 3-pronged plugs available. All parts re­
placeable at low cost. 

CORPORATION 
,Marblehead, Massachusetts 
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Low 
Voltage 
Irons 
high temperatu~es 
long life 
replaceable tips 

A complete line of low voltage, low 
maintenance irons for transistor, 
printed . circuit and an other close-quarter 
soldering applications. Long-life element in 
handle operates on any AC or DC source. Op­
erating temperatures from 540'F to lOOO'F 
available. Push-on replacement tips furnished 
in a. variety of sizes. All irons furnished with 
4lh ft. cord. From the world-famous Oryx Elec­
trical Laboratories, Ltd. of England (protected 
by U. S. patents). 

Model TW-6 Microminiature 
Soldering Tweezers 
Unique precision' instrument for soldering diodes, 
transistors and other semiconductors. Separate 6-
watt long-life element in each arm. 600'F tempera· 
ture with %2" fixed concave tips, designed for low 
temperature solders: Operates on 6 volts AC or DC. 

$1495 each 
complete with 4Y. ft. cord 

NEW PENCIL·TYPE 115V AC 

SECTION 5400 

PRECISION SOLDERING INSTRUMENTS 

MODEL 6-6-volt 6-watt Iron with K,' fixed tip for transistor and 
diode soldering, rf coils, hair spring movements and fine sub-
assemblies. 542'F maximum temperature. . ........................... $4.95 

(12 or more $4.45 ea.) 

MODEL SA-Combines lightweight advantages of Model 6 with 
convenience of replaceable tips. Furnished with B tip <%,"). 
Also takes A tip. Maximum temperature is 602'F. 6-volts, 
6-watts. . .................................................... : .................................. $4.95 

(12 or more $4.45 ea.) 

MODEL 9-S-6-yolt, 8.3·watt iron furnished with;': tip (%") for 
complex circuitry applications requiring high heat capacity. Also 
available in 12·volt Model 9·12 and 24-volt Model 9·24 with 
identical performance. Max. temperature is 614.'F. Also takes 
B tip ............................................................................................. $4.95 

(12 or more $4.45 ea.) 

MODEL "-Special featherweight high temperature Iron develops 
813'F heat. 6·yolt 10-watt iron is furnished with %.' solid nickel 
D tip to reduce oxidation. Also takes E tip ......................... $S.95 

(12 or more $S.45 ea.) 

MODEL 12-6-Standard model for productiol) soldering in radio, 
TV, radar, switchboard and instrument assembly. 652'F max. 
!emperature,. 6·volt, 12·watt iron with ~.' C tip. Also available 
In 12·Yclt Model 12-12, 24·Yolt Model 12·24, with identical per-
formance. . ................................................................................... $4.95 

(12 or more $4.45 ea.) 

MODEL 18-Equiyalent in performance to standard 80·watt iron 
but weighs only % oz. No hand fatigue! 6·yolt 18·watt iron has 
max. heat of 674'F. Furnished with ~.' F tip (also takes G tip 
with solid nickel end) ............................................................. $7.50 

(12 or more $7.05 ea.) 

MODEL 25-12-Hlgh performaoce I ron for continuous' operation at 
1000'F. Replaceable heavy duty copper alloy tip with ~" solid 
nick.el end proYldes low maintenance operation. Also ta~es )4" 
H tip. 12-yolts, 25·watts ......................................................... $8.00 

-(12 or more $7.55 ea.) 

FIXED 

< D3== 

REPLACEMENT TIPS AND ACCESSORIES 

J =3 
K. 3 

$695 each 

TIP MATERIAL TIP DIAM. NET PRICE 

A Nickel plated copper alloy %.' $ .50 

B Nickel plated copper alloy %2" .50 

C Nickel plated copper alloy ?ro" .50 

D Solid nickel %.' 1.80 

E Solid nickel %," 1.80 

Nickel plated copper alloy ~6" 1.25 

G Solid nickel end 'M6n 1.85 

H Nickel plated copper alloy ~" . 2.35 

Nickel plated copper alloy %2" 1.55 

K Nickel plated copper alloy %2" 1.70 

L Nickel plated copper alloy )4" 2.25 

S-yolt transformer-Model 54203·6V. Operates on nov AC. Output 
18-watts 3 amps. For use with all Oryx 6·volt irons. Furnished with 
4Y. ft. AC cord and clip-holder for iron ......................... $5.50 each 

12-yolt transformer-Model 5420·12V, same as above except for use 
with all Oryx 12-volt irons. Output 25 watts, 2 amps ..... $6.45 each 

Model 115-1 DE Replacement Element ................ Net cost, each $3.S0 

Model 115-15E Replacement Element ................ Net cost each, $3.60 

. Model TW·S Replacement Assembly-Includes element, tip and 

SOLDERING INSTRUMENTS FROM ORYX 
Available in two models: Model 115-10W heats to 
672'F in 70 seconds. Furnished with %2" J tip (also 
takes K tip). Model 115-15W heats to 717'F in 50 
seconds. Furnished with 0/\6" K tip (also takes L tip). complete with 4Y. ft. cord bushing (for one tweezer arm only). . ........ Net cost, each $5.30 

THE ORYX COMPANY National Sales Agency, Sherman Oaks, California 
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SECTION 5400 

special 'ealures 

Designed for convenience and safety. Plastisol cushion holds short end of 
electrical or spring wire during and after cutting. When ordering, add letter 
"T" to part number. Available only on following tools: 40T-7', 411-4", 
411-5',411-6", 44T-S', 46T-4" • 

Special Handles 
"Cushion Grip" plastic handles give extra comfort and 
extra long service. Available on any Utica pliers or wrench. 
Red is standard color but a wide range of optional colors 
can be used for coding. When ordering, add letter "C" to 
part number. (i.e. 41C-S'.) 

. ----------------------------~---------~---
No.31 DUCK BILL WIRING PLIERS 
Long reach duck bill pliers. Serrated jaws. Size: 8'. 

No. 896 RADIO AND IGNITION CUTTING PLIERS 
For cutting and forming wire. Center cutter near tip 
of jaws. Size: 6' .. 

No. 261 SPECIAL SHORT CHAIN NOSE CUTTING PLIERS 
Flush cutter near tip of jaws for close cuts. Size: 472' 
(formerly custom tool No. B801) .. 

No.23 NEW MIDGET SHORT CHAIN NOSE PLIERS 
Very thin nose for delicate electronic subminiature 
assembly. Sizes: 4', 472', 5'. 

No. 46 MI DGET DIAGONAL PLIERS 
Small, light, sturdy diagonal for work on small elec­
tronic assemblies. Size: 4'. 

No. 42 DIAGONAL PLIERS 
Heavy pattern diagonal. Flush cutting edges, tapered 
jaws for cutting in confined areas. Size: 4'. 

No. 1033 LONG CHAI N. NOSE PLIERS 
For general wiring. %2' nose and deep serrated jaws. 
Sizes: 6", 7'1 • 

No.654 LONG CHAIN NOSE SIDE CUTTING PLIERS 
Same as 1033 but with side cutter. Sizes: 6' 7'. 

No. 777 LONG NEEDLE NOSE PLIERS 
Long, spring tempered jaws for very fine work in as­
sembling small electronic apparatus. Size: 6'. 

No. n& CURVED. LONG NEEDLE NOSE PLIERS 
Fine, spring tempered pliers with bent nose for offset 
work. Size: 6". 

No. 38 SPECIAL DIAGONAL PLIERS 
Exceptionally fine construction of nose for precision 
work. Semi-flush edges. Size: 4' (formerly custom 
tool No. B644). 

No.47 MIDGET DIAGONAL PLIERS 
Fine tapered nose for delicate work in confined areas. 
Flush jaws for close cutting. Size: 4'. 

::zz<. : 
.: 

~~~<.: 

~<.: 

(/~£ UTlfJA ... the too~ the ejt/Jerf.!' lise! 
HsllmsrkofQus/ifys/nce 1895 ~ UTICA DROP FORGE & TOOL DIVISION. KElSEY-HAYES CO., UTICA NEW YORK 
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components indio 
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complete with 
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SECTION 5400 

Introducing 

The most versatile soldering 
iron ever invented ... 

COOL, LIGHT-WEIGHT, EASY-HANDLING 

Ungar ... developers of the industry's first 

miniature, low, wattage, high temperature, pencil 

type iron ... now brings you the ultimate in 

time·saving, money·saving soldering irons. 

Perma Cool Colored Handles Interchangeable "Long Life" 
Heating Cartridges 

#6100 
Turquoise 

$1.28 each 

#6100 
Beige 
$1.28 each 

#6100 
Ivory 

$1.28 each 

Interchangeable Cord Sets 
Standard or Grounded 

Standard 
Turquoise, Beige, 

Ivory #6102 
$1.28 each 

Grounded 
Nema 

Turquoise, Beige, 
Ivory #6103 

$2.08 each 

SpeciaUy designed 
IMPERIAL HOLDER 

Rugged holder, built specifically for 
the IMPERIAL, protects iron, keeps it 
safely out of the way. Black with gold 
cage guard and heat sink. 

Grounded 
stripped ends 

Turquoise, Beige, 
Ivory #6104 

$1.92 each 

All Prices Shown On This Page are USER NET 

Net 

.25, 30, 40 watt 

#6202 
25w 

$3.12 
each 

#6201 
30w 
$3.12 
each 

#6800 
$1.60 
each 

#6200 
40w 

$3.12 
each 

© U.c.P., Inc. 



SECTION 5400 

4 2 IMPERIA': "MINI-TIP"® 
thread-on soldering tips 

All easy-thread tips are completely interchangeable. Available in tellurium copper. 
Armco iron and iron clad. Iron clad tips are gold plated 24 karat insuring easier tinning 

and better alloying. There's an IMPERIAL "Mini-Tip" thread-on soldering tip for your job. 

(E~~ 
#6100 Basic Handle (avail· 
able ivory, beige, turquoise). 

1.28 ea. 

#6102 Two·Wire Cord Set. 
~ :.28 ea. 

.. iZZb 
#6103 Three·Wire Cord Set 
with Nema Plug. 2.08 ea. . ~ 
#6104 Three·Wire Cord Set 
with Stripped Ends. 1.92 ea. 

- I ~ 
#6200 40 Watt Heat Car· 
tridge. 3.12 ea. 

<aQ! i" M= 

#6201 30 Watt Heat Car· 
tridge. 3.12 ea. 

<SO! i ==-= 
#6202 25 Watt Heat Car· 
tridge. 3.12 ea. 

~8' #6304 Iron Clad, Gold Plated 
(24 kt.), 3/64 x 1/2 - Micro· 
chisel (User can bend to 
make Offset). .80 ea. 

8~ #6305 Iron Clad, Gold Plated 
(24 kt.), 3/64 x 1/2 - Micro· 
spade (User can bend to 
make Offset). .80 ea. 

B 
#6312 Tellurium Copper, 
1/8 x 3/4 - Pencil. .28 ea. 

iii #6313 Iron Clad, Gold Plated 
(24 kt.), 1/8 x 3/4 - Pencil. 

iii , .80 ea. 
#6315 Tellurium, 1/8 x 3/4 
- Pen.cil Offset. .28 ea. 

~ Iron Clad, Gold Plated 
(24 kt.), 1/8 x 3/4 - Pencil 
Offset. .80 ea. 

iIiJ==r:= 
#6318 Tellurium Copper, 1/8 
x 3/4 -long Taper Chisel. 

iii==.::::?? .28 ea. 
#6319 Iron Clad, Gold Plated 
(24 kt.), 1/8 x 3/4-long 
Taper Chisel. .80 ea. 

~lIurium Copper, 1/8 
x 3/4 -long Taper Pyramid. 

_ » .28 ea. 
#6325 Iron Clad, Gold Plated 
(24 kt.), 1/8 x 3/4-long 
Taper Pyramid. .80 ea. 

~ellurium Copper, 1/8 
x 3/4 - Screwdriver .. 28 ea. 

~ 
#6331 Iron Clad, Gold Plated 
(24 kt.), 1/8 x 3/4 - Screw· 
driver. .80 ea. 

ijIjr.: ." 
'--: #6333 Iron Clad, Gold Plated 
~ (24 kt.), 1/8 x 3/4 - Needle. 
~ .80 ea. 
~ 1 #6335 Tellurium Copper, 1/8 
~ x 3/4 - Spade. .28 ea. 

~ 
~ ~ #6336 Iron Clad, Gold Plated 
~ (24 kt.), 1/8 x 3/4 - Spade. 
i!IIiF??!?: .80 ea. 

#6365 Tellurium Copper, 
3/16 x 3/4 -long Taper 
Chisel. .28 ea. 

iih?I?? 
#6366 Iron Clad, Gold Plated 
(24 kt.), 3/16 x 3/4 -long 
Taper Chisel. 1.00 ea. 

\liW> 
#6368 Tellurium Copper, 
3/16 x 3/4-long Taper 
Pyramid. .28 ea. 

i\if3$> 
#6369 Iron Clad, Gold Plated 
(24 kt.), 3/16 x 3/4 -long 
Taper Pyramid. 1.00 ea. 

~ellurium Copper, 
3/16 x 3/4- Screwdriver. 

iii ::Jl .28 ea. 
#6372 Iron Clad, Gold Plated 
(24 kt.), 3/16 x 3/4 - Screw· 
driver. 1.00 ea. 

iF=r 
Q" #6373 Mallory/3 Copper 
~ 3/16 x 3/4-Slotted. .80 ea. 

iif .] 
#6381 Tellurium Copper, 
3/16 x 1·1/2 -long Taper 
Chisel. .28 ea. 

01--' -'-557J 
#6382 Iron Clad, Gold Plated 
(24 kt.), 3/16 x 1·1/2-long 
Taper Chisel. 1.00 ea. 

'#638; Telluri:m Copper, 
3/16 x 1·1/2 -long Taper 
Chisel Offset. .28 ea. 

'ii# ~6384 Iron CI;d~GOld Plated 
(24 kt.), 3/16 x 1·1/2 - long 
Taper Chisel Offset. 1.00 ea . 

au-- 5 J 
#6389 Tellurium Copper, 
3/16 x 1·1/2-Screwdriver. 

iiIiJs---:ZS;;P .28 ea. 
#6390 Iron Clad, Gold Plated 
(24 kt.), 3/16 x 1·1/2-Screw· 
driver. 1.00 ea. 

~ 
, #6403 Tellurium Copper, 

1/4 x 3/8-Short Taper 
Chisel. .28 ea. 

~ 
, #6406 Solid Armco Iron, 

Silver Plated, 1/4 x 3/8 -
Short Taper Chisel. .80 ea. 

~ 
#6407 Tellurium Copper, 
1/4 x 3/8-Short Taper pyra· 
mid. .28 ea. 

iIiiiO 
#6410 Solid Armco Iron, 
Silver Plated, 1/4 x 3/8-
ShortTaper Pyramid. .80 ea. 

iii d . 
#6423 Tellurium Copper, 
1/4 x 3/4-long Taper 
Chisel. .28 ea. 

ilj:7WJ! 
#6424 Iron Clad, Gold Plated 
(24 kt.), 1/4 x 3/4 -long 
Taper Chi~el. 1.00 ea. 

~Tellurium Copper, 
1/4 x 3/4-long Taper pyra· 
mid. .28 ea. 

iIihZ?> 
#6428 Iron Clad, Gold Plated 
(24 kt.), 1/4 x 3/4-long 
Taper Pyramid. 1.00 ea. 

~ 
#6473 Tellurium Copper, 
3/8 x 3/4 - Long Taper 
Chisel. .28 ea. 

iIiii£D 
#6474 Iron Clad, Gold Plated 
(24 kt.), 3/8 x 3/4-long 
Taper Chisel. 1.00 ea . 

iIiJ?D 
#6476 Solid Armco Iron, 
Silver Plated, 3/8 x 3/4-
long Taper Chisel. .80 ea. 

liB> 
#6477 Tellurium Copper, 
3/8 x 3/4 - long Taper 
Pyramid. .28 ea. 

~--" .. 
~ 

#6478 Iron Clad, Gold Plated 
(24 kt.), 3/8 x 3/4-long 
Taper pyramid., 1.00 ea. 

iiC:> 
#6480 Solid Armco Iron, 
Silver Plated, 3/8 x 3/4 -
long TapeYPyramid. .80 ea. 

#6800 Black with Gold Cage, 
Soldering Iron Holder. 

$1.60 ea. 

HEAT SEAL 

Heat Seal on threads on units 
and "Mini·Tips" gives maxi­

,mum heat transfer, reduces 
oxidation. Convenient 3-0l. 

can. #6801, $ .80 each. 

WRITE TODAY for free B-page catalog #1-100-61 

••• /eader in industrial soldering equipment 
Ali Prices Shown On This Page are USER NET 
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I SECTION5400 

New UNGAR HEATING UNITS AND 
THREAD-ON TIPS for Hi-Speed Repeat Soldering 

Ungar's exclusive new devel­
opment provides these im-

• 100% increase in heat 
recovery rate 

portant advantages __ _ 

• New passivated plating 
reduces barrel oxidation and 
surface flaking 

• New UCH copper Tips, iron 
clad, nickel plated or unplated, 
chisel or pencil 

• 4 times greater heat transfer 
• Positive seal between Heating 

Unit and Tip 

Ed > 

Improved #776 
handle with 9 

great improvements 

#4037 - Hi.Speed Heating Unit - 850° 
. to 900.oF. 47-1/2 Watts. $2.40 
#i237 - Hi·Speed Heating Unit-750° 
to 800°F. 37-1/2 Waits. $1.20 

All electrical components are for use 
on 115 v. AC-DC. 

UNGAR fast, safe 
De-Soldering Tips 

#8565/8" ~ 
Cup Tip W ~ 

#8553/4" ~. 
Cup Tip '\;J' _ 

PENCil TlP_ 3/4" long, #Pl111 Iron clad, nickel 
1/8" 0_0_ New UC.7 cop- plated_ _60 
per body_ #111 _20 

CHISEL TIP. 3/4" long, #PL 113 Iron clad, Nickel 
1/8" 0.0. New UC'7 cop· plated. .60 
per body. #113 Unplated. .20 

, for Heating Units shown 

~PL 340 Micro-Needle. 3/64" tip, 3/4" 
~ long, for microscopic soldering. UC" copper, 

actual size iron clad, nickel plated. .48 
I> 

#PL 331 Pencii. 1" long: UC" copper, iron 
clad, nickel plated. .48 
#331 unplated. .16 

~"""~'> ~ #PL 332 Pencil Offset. 1" long. UC" cop-
per, iron clad, nickel plated. .48 

NEW "SOFT TnIl~W'-_ 
GRIP 

NEW THERMO·­
STABILIZED 
PHENOLIC 

NEW FULL CONTACT 
SPRING SOCKET. 
NO TIP WOBBLE 

NEW PLATED 
SOCKET 

TERMINALS 

NEW CERAMIC 
AND GLASS 
INSULATOR 

NEW CONFORMING 
CORD PROTECTOR 

Helps remove. components 
70% faster, Melts solder 
on all terminals at once. 
For use with #4045 Heat· 
ing Unit. .60 each 

#8541"~ 
CupTip ~ 

#332 unplated. .16 
llIanmWIlli,· __ ;;;;;;;~t;!1 

NEW POLYVINYL-I 
INSULATED CORD ' 

#270 UNGAR De·Soldering 
Kit. 
Complete, 7 pieces includ­
ing lightweight #776 han­
dle, Super Hi-Heat Unit 
#4045, five De-Soldering 
Tips in metal case. 

$5.35 

TIP 
TEMPERATURES 

8500 to 
1000° F. 

#4000 Super 
Hi-Heat Series 
47·1/2 watt 

7500 to 
8000 F. 

#1200 Hi-Heat 
Series 37-1/2 watt 

6500 to 
7500 F. 

#500 Standard 
Series 23·1/2 watt 

~-#858 
Bar Tip It 

~ 

New #862 ~~set ~ 
Siotted~ 

#857 
Siotted~ 

NeW#8&3~ 

,:~:~ 

#4033 Tip 1-5/8" long, 1/4" 
wide. UC47 copper, iron clad, 
Silver plated $2.40 

NEW #1233 Tip 1-5/8" long, 
1/4" wide. UC 47 copper, 
unplated. $1.20 

NEW #533 Tip 1-5/8" long, 
3/16" wide. UC'7 copper, 
unplated. $1.00 

#PL 333 Chisel, Long Taper. I" long. UCH 
copper, iron clad, nickel plated. .48 All these plus features ... still only $1.20 
#333 unplated. .16 

riIIl;llIlI"nlllir __ ~~ 

#PL 338 Tapered Needle. 1-3/4" long. UCH 
copper, iron clad, nickel plated. .41 

(I 
#PL 833 Chisel, Long Taper. 1-3/4" long. 
UC" copper, iron clad, nickel plated. 

~ > .80 
~ . #PL 834 Chisel, Long Taper, Offset. 1-3/4" 

long. UC" copper, iron clad, nickel plated. 
mgl"'Il\l"'"r ---'-"1 > .80 

#PL 823 3/16" 0.0. Pyramid. I" long. UC" 
copper, iron clad, nickel plated. .48 
#823 unplated. .16 

1III1·m;;;;~(OI 
#PL 824 3/16" 0.0. Chisel, Long Taper.UC" 
copper, iron clad. nickel plated. .48 
#824 unplated. .16 

800 series TIPLETS fit Ungar #4045 heating unit only. 

KLEEN-TIP 
SPONGE 

Removes Qxidation, 
dou~les life of tips. 
#400 with tray. 

$1.00 
#455 refill sponges 
(2). .40 

REVOLUTIONARY 
WIRE STRIPPER 
Snaps to soldering iron 
barrel, strips quickly, 
cleanly, inexpensively. 
3 styles, .60 each 

FOR USE WITH 
IMPERIAL ALSO 

#4036 Tip 1-1/8" long, 3/8" 
diameter. UC47 copper, iron 
clad. $2.40 

#4039 Tip 1-1/8" long, 3/8" 
diameter. UC'7 copper, iron 
clad, silver plated. $2.40 

#1236 Tip 1-1/8" long, 
5/16" diameter. Pure solid 
Armco Iron, silver plated. 

$1.20 

#536 Tip 1-1/8" long, 5/16" 
diameter. UCH copper, un· 
plated. $1.00 

#1239 Tip 1·1/9" long, 3/8" 
diam~ter. Pure solid Armco 
iron, silver plated. $1.20 

#539 Tip 1·1/8" long, 5/16" 
diameter. UC'7 copper, un· 
plated. $1.00 

#7951 
V·Slot 
Clip 

#7952 
Standard 

Clip 

l #7953 
Hole and 
Slot Clip 

.#4035 Steel body, silver 
plated. 1/8" tap for use with 
300 Series Tiplets. #4045 
'Steel body, silver plated. 
3/16" for use with 800 
Series ea. 

#1235 Steel body, silver 
plated. 1/8" tap. $1.20 

#535 Steel body, silver 
plated. 1/8" tap. $1.00 

See UNGAR's revoluticmary new IMPER iron on preceding pages! 
All Prices Shown On This page are USER NET 
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SECTION 5400 

Proven Best by Test lor Almost a Century 

SOLDERING GUNS 
Industrial Irons - Pend/s - Tips - Heads 

Replacement Elements and Parts 

THE:RMO'STATIC "BRA.IN" - TRrPLE LlF'E PRECISION WOUND E:LEMENTS ~ ~ 
1. Built to withstand "Production-line Punishment"! 6. Successfully passed the 65 below zero test! 
2. "Thermostatic Action" prevents tip burning! 7. Precision wound on pure mica sheet! 
3. Heats 4 times faster than most other industrial irons! 8. More economical in use than others of like wattage! 
4. No radionic interference while iron is in use! 9. Operates on 110-120 volts, AC or DC! 
5. Underwriters' Laboratories and Canadian Standards 

approved! 
10. Meets all rigid government specifications! 

----------------------------

----

UNOBSTRUCTED LIGHT! 

NO FRAGILE THERMOSTATS! 

SPOTLIGHT SWITCH! 

AC OR DC 110-120 VOLTS! 

"TRIG·R·HEAT" Instant Electric SOLDERING GUNS 

MODEL 
214 LT 

with Interchangeable Tip and Element Assemblies 

Just pull the trigger for soldering heat in sec­
onds. Exclusive "Thermostatic Action" elimi­
nates thermostats. Gun heats in seconds with­
out heavy transformers. Its "reach" is un-

equalled by any other gun. "Walloy Life" 
Tips - U.L. approved 3000 cycle cord and 
plug. Light weight - meets rigid government 
specifications. 

Models - Specifications - Prices - Shipping Weights - Packaging on following page 

----------------------

No. 18 Series - 1 ounce without cord 

No. 14 Series"':' 2 ounces without cord 

PENCIL TYPES 
Ideal for Printed Circuits 

For delicate, precision work on radio, TV, electronics, 
small metals, jewelry, light or intricate electrical con­
nections. Recovers faster and reduces fatigue on the 
production line. 

Models - Specifications - Prices - Shipping Weights - Packaging on following pages 

------------------------
Extra Heavy Duty 

PRODUCTION IRONS 
Made to withstand uninterrupted soldering service of medium 
and medium heavy metals. Heavy metal electrical connections. 
Heavy duty ... but light in weight. 

MODEL58T 

MODEl78T 

Models - Specifications - Prices - Shipping Weights - Packaging on following pages 
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SECTION 5400 

INDUSTRIAL PRICES 
AND SPECIFICATIONS 

subiect to change without notice 

.. ,."., .. --111~""'" Production SOLDERING PENCILS with Thermostatic: Brain 
Model 

Number 

14T 
14TW 

Wattage 
Range 

125-40 
125-40 

Voltage 
AC - DC 

115 or 130 
115 or 130 

Tip Size Shipping Shipping Suggested 
and Type Case Qty. Case Wt. List Price 

\4" Copper 50 191bs. 8.85 
\4" Walloy 50 191bs. 9.95 

PLEASE SPECIFY VOLTAGE REQUIRED 

Price Each Price Each Price Each Price Each 
Less than 12 12 to 99 100 to 499 SOD to 999 

5.90 5.31 4.78 4.43 
6.63 5.97 5.37 4.98 

Extra Heavy Duty lor Continuous and Prolonged Production Use 
18HD 25 1150r130 Ye" Copper 50 171bs. 8.85 5.90 5.31 4.78 4.43 
18HDW 25 115 or 130 Ya" Walloy 50 171bs. 9.95 6.63 5.97 5.37 4.98 
14HD 40 115 or 130 \4" Copper 50 191bs. 9.50 6.33. 5.70 5.13 4.75 
14HDW 40 115 or 130 \4" Walloy 50 191bs. 10.60 7.07 6.36 5.72 5.30 

PLEASE SPECIFY VOLTAGE REQUIRED 

:-"'4 Industrial Production SOLDERING IRONS with Thermostatic: Brain 
38T 225-80 115 or 130 %" Copper 50 61 Ibs. 11.00 7.33 6.60 5.94 5.50 
38TW 225-80 115 or 130 %"Walloy 50 61 Ibs. 12.15 8.10 7.29 6.56 6.08 
12T 300-125 115 or 130 1;2" Copper 50 731bs. 14.00 9.33 8.40 7.56 7.00 
12TW 300-125 115 or 130 1;2" Walloy 50 731bs. 14.80 9.87 8.88 7.99 7.40 
58T 500-200 115 or 130 %" Copper 25 501bs. 15.00 10.00 9.00 8.10 7.50 
58TW 500-200 115 or 130 %"Walloy 25 501bs. 16.00 10.66 9.60 8.64 8.00 
78T 750-300 115 or 130 fa" Copper 25 701bs. 19.00 12.67 11.40 10.26 9.50 
78TW 750-300 115 or 130 fa" Walloy 25 701bs. 19.60 13.07 11.76 10.58 9.80 

PLEASE SPECIFY VOLTAGE REQUIRED 

• • '9" aM hVB Extra Heavy Duty Irons lor Continuous, Prolonged Production Use 
38HD 80 115 or 130 %" Copper 50 61 Ibs. 12.00 8.00 7.20 6.48 6.00 
38HDW 80 115 or 130 %"Walloy 50 611bs. 13.15 8.77 i.89 7.10 6.58 
12HD 125 115 or 130 1;2" Copper 50 731bs. 15.00 10.00 9.00 8.10 7.50 
12HDW 125 115 or 130 1;2" Walloy 50 731bs. 15.80 10.53 9.48 8.53 7.90 
58HD 200 115 or 130 %" Copper 25 501bs. 16.00 10.66 9.60 8.64 8.00 
58HDW 200 115 or 130 %" Walloy 25 501bs. 17.00 11.33 10.20 9.18 8.50 
78HD 300 115 or 130 fa" Copper 25 701bs. 21.00 14.00 12.60 11.34 10.50 
78HDW 300 115 or 130 fa" Walloy 25 701bs. 21.60 14.40 12.96 11.66 10.80 

PLEASE SPECIFY VOLTAGE REQUIRED 

Instant TRIG·R·HEAT GUNS and IRONS with Thermostatic: Brain 

Wattage Voltage Tip Size Shipping Shipping 
Range AC - DC and Type Case Qty. Case WI. 

238T 150-75 115 \4" Walloy 50 501bs. 7.50 5.62 5.00 4.50 4.05 
238LT 150-75 115 \4" Walloy 50 501bs. 7.98 5.99 5.32 4.79 4.31 
214LT 400-150 115 %2" Copper 24 431bs. 14.95 11.21 9.97 8.97 8.07 
212LT 650-300 115 '!{/' Copper 24 571bs. 16.95 12.71 11.30 10.17 9.15 

PLEASE SPECIFY VOLTAGE REQUIRED 

WALL REPLACEMENT ELEMENTS 
Element Assembly for 14T and 14TW Irons-Specify voltage required 
Element Assembly for 38T and 38TW Irons-Specify voltage required 
~Iement Assembly for 18HD, 18HDW, 14HD, 14HDW Irons-Specify voltage required 
Element Assembly for 38HD, 38HDW Irons-Specify voltage required 
Element Assembly for 12T, 12TW Irons-Specify voltage required 
Element Assembly for 12HD, 12HDW, 58T, 58TW Irons-Specify voltage required 
Flement Assembly for 58HD, 58HDW, 78T, 78TW Irons-Specify voltage required 
Element Assembly for 78HD, and 78HDW Irons-Specify voltage required 
Tip and Element Assembly (all one piece) for 238 Series 
Tip and Element Assembly (all one piece) for 214 Series 
Tip and Element Assembly (all one piece) for No. 212LT 

1000 Units or more: Prices on request 
FREIGHT ALLOWANCE: On orders of 100 Ibs. or more. 
SPECIAL CORDS AND PLUGS: 3-wire with plug add $1.50 to list price. 
SPECIAL VOLTAGES: Add 10% to unit price. Except voltages from 110-130. 
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5.00 3.33 3.00 2.70 2.50 
5.75 3.83 3.45 3.10 2.88 
5.75 3.83 3.45 3.10 2.88 
6.50 4.33 3.90 3.51 3.25 
7.00 4.67 4.20 3.78 3.50 
8.00 5.33 4.80 4.32 4.00 
8.50 5.67 5.10 4.59 4.25 

10.60 7.07 6.36 5.72 5.30 
4.50 3.00 2.70 2.43 2.25 
5.75 3.83 3.45 3.10 2.88 
8.98 5.99 5.39 4.85 4.49 

NOTE-When ordering please specify tip diam­
• eter or number and type of tip desired. 

If Walloy coated tips are wanted, add the letter 
"W" to your specifications. All irons are eCjuipped 
with non-freeze tips. 

© UCP., Inc. 



SECTION 5400 

DE-SOLDERING HEADS 
For Use with 

PENCIL IRONS 

Suggested Less than 12 to 100 to 500 to Model No. Dimensions Type For Use With: 
list Price 12 - ea. 99 - ea. 499 - ea. 999 - ea. 

1.00 .66 .60 .54 .50 358 %" Round No. 863 Pencil 
1.00 .66 .60 .54 .50 354 %" Round No. 863 Pencil 
1.00 .66 .60 .54 .50 310 1" Round No. 863 Pencil 
1.00 .66 .60 .54 .50 31516 1~/' Round No. 863 Pencil 
1.00 .66 .60 .54 .50 3112 1%"x%" Square No. 863 Pencil 
1.00 .66 .60 .54 .50 3316 316" Slotted No. 863 Pencil 
1.00 .66 .60 .54 .50 858 %" Round No. 18 Pencil 
1.00 .66 .60 .54 .50 834 %" Round No. 18 Pencil 
1.00 .66 .60 .54 .50 810 1" Round No. 18 Pencil 
1.00 .66 .60 .54 .50 81516 1~6" Round No. 18 Pencil 
1.00 .66 .60 .54 .50 8112 1%"x%" Square No. 18 Pencil 
1.00 .66 .60 .54 .50 8316 316" Slotted No. 18 Pencil 
1.00 .66 .60 .54 .50 458 %" Round Any ',4" Insert Tip 

1.00 .66 .60 .54 .50 434 %" Round Any ',4" Insert Tip 

1.00 .66 .60 .54 .50 410 1" Round Any ',4" Insert Tip 

1.00 .66 .60 .54 .50 41516 1~6" Round Any ',4" Insert Tip 

1.00 .66 .60 .54 .50 4112 1 %"x%" Square Any ',4" Insert Tip 

1.00 .66 .60 .54 .50 4316 31i' Slotted Any ',4" Insert Tip 

Illustrated: Standard Shapes WALL NON·FREEZE TIPS' 

Z' ................ u$ ;;;;--;:--r ffi 
~ •• --.··-······~oo •. ~ W 

lip" (Pyramid) Series 

"B" (Bevel) Series 

All styles and shapes available on request 

illllllllllllllll~ CIt 
"S" (Chisel) Series 

g:::::::::.:::L::::::? lillllllllilim {j 
"C" (Tapered Chisel) Series 

fil" (Conical) Series 

"K" (Turned Down) Series 
(with any style point) 

Non-Freeze CO'PPER TIPS - Any Point Style Non-Freeze Walloy COATED TIPS 
12 to 100 to 500 to 

Description List Under 12 12 to 99 100 to 499 500 to 999 Description List Under 12 99 499 999 

1/a" No. 18 Series .21 .14 .13 .12 .11 Va" "W" "N" No. 18 Series 1.35 .90 .81 .73 .68 
',4" No. 14 Series .39 .26 .23 .21 .19 ',4" "w" "N" No. 14 Series 1.50 1.00 .90 .81 .75 
%" No. 38 Series .60 .40 .36 .33 .30 %" "w" "N" No. 38 Series 1.75 1.17 1.05 .94 .87 
V2" No. 12 Series 1.20 .80 .72 .66 .60 %" "w" "N" No. 12 Series 2.00 1.33 1.20 1.08 1.00 
%" No. 58 Series 1.50 1.00 .90 .82 .75 %" "w" "N" No. 58 Series 2.50 1.67 1.50 1.35 1.25 
%" No. 78 Series 3.00 2.00' 1.80 1.65 1.50 9'a" "w" "N" No. 78 Series 3.60 2.40 2.16 1.94 1.80 

MISCE:LLA,NEOUS REPLACEMENT PARTS: 
100 to 500 to 

Part List Under 12 121099 499 999 

Pisto-Grip Handle Half (right or left) 1.20 .80 .72 .66 .60 
light Socket (all instant gun models) 1.20 .80 .72 .66 .60 
Trigger Switch (all instant gun models) 2.70 1.80 1.62 1.48 1.35 
Light Switch (all instant gun models) 1.35 .91 .82 .75 .68 
light Bulb (all instant gun models) .40 .27 .24 .22 .20 
Handle Assembly, Models 214 & 212 12.00 8.00 7.20 6.60 6.00 
Handle Assembly-Model 238 6.00 4.00 3.60 3.30 3.00 P. WALL MANUFACTURING CO . Cord Ass'y-AII Models (2-wire & plug) 1.20 .80 .72 . 66 .60 
Cord Ass'y-AII Models (3-wire & plug) 2.20 1.47 1.32 1.21 1.10 
Handles No. 18 or No. 14 Series Irons .90 .60 .54 .49 .45 GROVE CITY, PA • 
Handles No. 38,12,58 or 78 Series Irons 2.40 1.60 1.44 1.32 1.20 
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SECTION 5400 

Screw Drivers 
Nul Drivers 

The Industry's Finest and Most Complete Line 

1/8" Cabinet Style-Round Blade. 
Stock Blade Diameter 

Number and Length Price 

A 216·4 I/Sl x4" 
A 216·6 I/Slx6" 
A 216·S I/S"xS" 
A 216·10 I/S"xl0" 

$ .70 
.72 
.78 
.86 

3/16" Cabinet Style-Round Blades 
A 316·4 3/16"x4" .92 
A 316·5 3/16"x5" .98 
A 316·6 3/16I x6" 1.02 
A 316·S 3/16I xS" 1.08 
A 316·10 3/16"xl0" 1.18 

1/4" General Service-Round Blade. 
A 416·4 i/4"x4" 1.12 
A 416·5 1/4"x5" 1.14 
A 416·6 1/4I x6" 1.18 
A 416·S 1/4"xS" 1.24 
A 416·10 1/4"xIO" 1.36 

5/16" Heavy Duty-Round Blade. 
A 516·6 5/16"x6" 1.50 
A 516·S 5/16"xS" 1.58 
A 516·10 5/16"xI0" 1.78 

Stubbys 
A 132 
A 135 

1/4"xl.I/4" .84 
5/16"xl.3/4'f 1.10 

Phillips Drivers 
Stock Point Blade Diam. P . 

Number No. and Length nce 
POI 0 I/S"x2.1/2"$ .74 
P 1 I 3/16I x3" 1.00 
P 2 2 1/4"x4" 1.26 
P 3 3 5/16"x6" 1.72 
P5(Stub) 2 1/4"xl·3/4" 1.10 
P6(Stub) 1 3/16"xl.l/4" 1.00 
P 12 (Pocket Clip)! 1 /S"x2·1 /2" .76 

Clutch Head Driver.· 
Stock Bit Point Diameter 

Number and Blade Length 
CH 43 1/8"x3" 1.30 
CH 54 5/32"x4·1 /4" 1.30 
CH 64 3/16"x4·1/4" 1.30 
CH S6 1/4"x6" 1.72 
CH 106 5/16"x6" 2.22 

Stub Styles 
CH 51 5132"xl.I/2" 1.16 
CH 61 3/16"xl·I/2" 1.16 

Screw Holding Drivers 
Stock Number Blade Diam. & Length 

OK 23 I/S"x3" .98 
OK 24 I/S"x4" 1.02 
OK 26 I/S"x6" 1.08 
OK 2S 1/a/lxS" 1.12 
OK 34 3/16"x4" 1.30 
OK 36 3/16"x6" 1.36 
OK 3S 3/16"xS" 1.42 

Offset Screw Drivers 
Stock No. Type 
VO 1 Regular 
VO 2 Regular 
P 120 Phillips 

P III Phillips 
P 222 Phillips 

Blade 
5/32"x3" 

1/4"x4" 
#1 point one end, 
#2 point other end 
#1 point both ends 
#2 point both ends 

Price 
$ .48 

.78 

.68 

.54 

.60 

VACO® NEW DESIGN NUT DRIVERS-With All Hollow Shafts 

Stock 
No. 
5 6 
5 8 
5 10 
5 11 
5 12 
5 14 
S 16 

NEW 
All Hollow 

Shafts 

NEW 
Polished Chrome 

Shafts 

Standard (3") Lengths 

Hex Overall Color 
Size Length Key Price 
~611 6%" Black $ .96 
1/4 " 6%" Red .96 
%.' 6%" Yellow .96 
'),5,' 6%" Green .96 
~8" 6%" Blue .96 
~6" 7" Brown 1.18 
~" 7" Orange 1.18 

ALSO AVAILABLE 
Stubby sizes Y4" I ~6'" Ys." 
Odd sizes %,', %,' 
Extra Large sizes ~6'" %" 
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K·7 Self.Standing Kit ........... $8.60 
Includes 7 nut drivers (3" 
lengths) each in own holder 
marked for size and color. * 

* 

VACO 
Nut Drivers 

Feature 

4-STAR 
DESIGN 

Extra Large Colored-
for-Size Handles 

Beautiful Polished 
Chrome Finish 

* All Hollow Shafts 

5 700 ·Bench Stand ............ $8.00 
All met.al for permanent attach· 
ment to bench or wall. 7 drivers. 

* 

Trade Discount Applies to List Prices Only 

Extra Hard 
Tempered Sockets 

with 
c 
0 
L 
0 
R 
E 
D 

H 
A 
N 
D 
L 
E 
5 

Available 
in 24 

types and 
sizes 

@ U.C.P., Inc. 



Beryllium Copper Drivers 

Round Blode, Non-Spark, Non-Magnetic 
Stock Blade Diameter 

Number and Length 
VB 26 1/8")(6" 
VB 210 1/8")(10" 
VB 38 3/16")(8" 
VB 46 1/4")(6" 
VB 48 1/ 4"x8" 

Insulated Blade Screw Drivers 

Price 
$1.34 

1.48 
2.36 
2.94 
3.24 

(: 
VR 241 
VR 261 
VR 281 
VR 361 
VR 381 

1/8"x4" 
1/8"x6" 
1/8"x8" 

3/16"x6" 
3/16"x8" 

.84 

.96 
1.00 
1.12 
1.16 

Non·Metallic Radio and TV Aligners 

AT 55 
AT 510 

Bone Fiber Blade 
5/32"x5" 
5/32")(10" 

Non·Magnetic Metal Tip 
Radio and TV Aligner 

= 

Stock 
Number 

Body Bit 
Size Diameter 

Capaci­
tance 

AT 45 3/8"x5-1/2" 3/16" Slight 

Neon Light Screw Drivers 

Stock 
Number 

AN 44 
AN 2 (Pockei 

Clip) 

Blade Diameter 
and Length 
1/4")(4" 
1/8"x3" 

Duplex "Reversible" Drivers 

e 

t! 

.74 

.86 

LI' 

Price 
$ .60 

=::J 
Price 

$1.78 
1.08 

~ .... ______ = VACO SIB OU 2 : ) , 
\ 

... ·C' ::::=t=;;;;;;;;!~~=~* 

> 

Stock 
Number 
DU 2 

DUH 4 

DUP 12 

Blade Size 
and Type 

No.1 Phillips, One End 
3/16" Regular, Other End 
No.2 Phillips, One End 
1/4" Regular, Other End 
No.1 Phillips, One End 
No.2 Phillips, Other End 

Price 
$1.46 

1.76 

1.94 

SECTION 5400 

VACO RADIO and TV KITS 

ZSX 61 

ZA 70 

Ze 75 

ZBX 51 Screw Driver Kit ................ $5.22 

A fine, all-purpose kit of interchangeable 
regular and Phillips blades that fit same 
handle. 6" extension makes 10 combinations 
possible. In durable leatherette bag. 

ZSX 61 Nut Driver Kit.. .................. $6.30 
A most versatile .and complete hexagon 
wrench kit for radio, television or any other 
work requiring speedy nut setting. All sock­
ets are super hard for maximum utility.and 
long life. 6" extension makes 10 blade 
lengths possible. In handy leatherette tool 
roll. 

ZA 70 Allen Driver Kit.. ................ $5.12 

This useful kit consists of 6 hexagon driv­
ers, handle and bag. Will service hexagon 
recessed opening screws Nos. 4, 5, 6, 8, 10, 
1/4", 5/16" and 3/8". Each bit is extra long 
and may ground back as wear occurs. 

ZU 75 Universal Driver Kit ............ $5.22 
Here is a kit that is universal in its applica­
tions since it will serve all three types of the 
most popular screws in use today-regular 
slotted, Phillips, and clutch head. All popu­
lar size blades areincluded-3/16" and 1/4" 
for regular slotted screws; No.1 and No.2 
Phillips; 5/32" x 3116" clutch head. 

27-Piece TV and Radio Kit.. ........ $26.42 

NO. TV 27 KIT-Contains practically every 
hand tool necessary for television and radio 
work, pillS extra pockets for pliers and 
other personal tools according to individual 
preferences. Contains one each of the fol­
lowing: ZH 1 medium duty handle; ZH 2 
heavy duty handle; ZX 56 extension; A 132 
1/4" stub; 1/4",3/.16",118" regular bits; No. 
1 Phillips and No. 2 Phillips bits; 3/16", 

114", 5/16", 11/32", 3/8", 
7/16" and 1/2" hex. wrenches; 
AT 45 metal tip aligner; 
A 116-2 3/32" pocket clip; 
POI #0 Phillips thin blade; 
OK 24 118" screw holding; 
VR 261 118" insulated blade; 
OK 38 3/16" screw holding; 
VR 3813/16" insulated blade; 
VB 210 118" x 10" non-mag­
netic adjuster; AT 510 5/32" 
fiber aligner; VO 2 medium 
offset; VO 1 small offset. 

14-PieceTVand Radio Kit $11.98 
NO. RT 14 KIT-Here's a handy, 
convenient kit for radio and TV 
service men. Contains nut drivers, 
Phillips and regular drivers, plus 
·ZH 2 heavy duty handle and fa­
mous Vaco 6" extension which dou­
bles 'the usefulness of each driver. 
In ,dura~le leatherettj: ,tool roll. 

VACO PRODUCTS CO., Chicago Illinois 
In Canada: Vaco-lynn Products (of Canada) Ltd_ 
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5" 
This plier is intended for general use 
where a short nose is desired for getting . 
into difficult places ...................... $3.50 

Long Needle Nose 
Plier with Cutter 

No.8102 6" 
No.8103 7" 

An exceptional handy and useful plier, 
well proportioned with long thin nose, 
designed for reaching into tight places. 
No. 8102 .... $3.65. No. 8103 .... $4.40 

Curved Needle 
Nose Plier 

A long, bent, thin nose plier. The angle 
is arranged to give full clearance and 
prevent skinning of knuckles ....... $3.75 

L"~" 
No.8105 6" 

Newly designed long nose plier suit­
able for working in confined places ..... 
.................................................... $3.65 

Long Reach 
Needle Nose 
Plier 

No. 8106 71/2" 
Has long, thin, sure-grip jaws to reach 
into places where fingers and ordinary 
pliers will not go ......................... $3.65 

, .' , 

SECTION 5400 

• Milled iaws for sure grip 

• Hand honed side cutters 

• Fitted grip handles 

• Unconditional factory guarantee 

24 Popular Styles from Which to Choose 
Diagonal Cutting 
Plier 

4 Sizes 
No. 8201 4%" No. 8203 6" 
No.8202 S" No.8204 7%" 
Specially designed for electricians, ra· 
dio and TV service men and automotive 
mechanics. Powerful jaws cut close and 
quickly .................... No. 8201 .... $3.50. 
No. 8202 .... $3.50. No. 8203 .... $3.75. 

Heavy Duty 
Diagonal Cutting 
Plier 

No. 8204 .... $4.40. 

7%" 
One of the most powerful diagonal 
pliers made. Long handles give a 20 
to 1 ratio of leverage to cut with mini· 
mum efforL ................................ $4.10 

Heavy Duty Lineme .. n.'ds_;;;;;;;;;iiiiI""'"" 
Side Cutting ~ 
Plier ~_ 

No.8302 7%" 
One of the most popular pliers in use 
today. Has extra powerful leverage and 
reinforced cutting knives .................... . 
No. 8301.. .. $3.65. No. 8302 .... $4.10. 

No. 8303 .... $4.85. 

No.8402 8" 
A top quality slip joint combination 
plier. Has all the quality features of 
higher priced cutting pliers at modest 
cost .......................... No. 8401 .... $1.70. 

No. 8402 .... $2.30. 

No.8403 7%" 
This plier incorporates the best features 
of a regular side cutter with the versa· 
tilityof a slip joint combination plier. 
....................................... ......... ... $4.10 

Long Flat Nose 
Plier with 
Cutter 

No.8S01 6" 
Extra long, wide, flat nose makes this 
an especially useful tool. Plier is tern· 
pered so jaw will not spring under 
pressure ................ $4.10~ __ • 

Long Flat Nose 
Plier 

No.8502 6" 
Same as No. 8501 except supplied with· 
out cutter ............... $3.50 __ .~_ 

Long Reach 
Flat Nose Plier 

o "11'1. 

No.8503 7%" 
Fitted with duckbill type jaws wider and 
heavier than those of the ordinary flat 
nose for firmer gripping service .. $3.65 

VACGRUV Adjustable 8 
Ignition Plier " 

wr.~ Plated .' 

~"~o.8601 5" 
Especially designed 3-position jaws ac­
commodate small to medium large nuts, 
bolts, etc. Fine' for delicate radio and 
TV work ................ $2.65 

VACGRUV Adjustable 
Plier Wrench, 
Chrome 

8602 6" 
No.8603 8" 

to provide an especially secure 
grip on medium to large bolts, nuts, 
pipes, etc. 3-position jaws open to-%", 
%", respectively ..... No. 8602 .... $3.50. 
No. 8603 ........ $3.85 . 

VACGRUV Adjustable 
Plier Wrench, 
Chrome 
Plated 

10" 
A general purpose, heavy duty tool 
with 5-position jaws that open to P/g". 
Doubles as pipe wrench, gripping pJier 
and hand vise ............................. $4.40 . 

VACO PRODUCTS CO., Chicago Illinois 
In Canada: Vaco-Lynn Products (of Canada) ltd. 
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SECTION 5400 

VAfJf 
Now Available in 2 Lines­
Insulated and Non-Insulated 

So\derless termino\s 
71 different types 

and sizes 

No. 2195 Service Kit 

A GENERAL PURPOSE ELECTRICAL, RADIO AND TV KIT 
containing everything needed for making clean, fast, trouble-free 
electrical connections_ No soldering! No fuss or muss! Kit includes 
" No. 1900 Crimping Tool and Terminals Nos. 2300, 2301, 2302, 
2400, 2401, 2402, 2600, 2601, 2602, and 3300 ... all in a clear plastic 
box with tight-fitting lid. Individual bins marked with terminal 
stock number cards .................................................................. $8.95. 

No. 1900 Crimping Tool 

No solder ... no iron ... no heating ... 
a perfect connection every time with 
this tool and Solderless Terminals by 
Vaco! Crimping tool has wire cutters, 
indenting die, wire-stripping die, shock­
proof, slip-proof plastic handle sleeves. 
For No. 22 to No. 10 gauge wire. $3.95 

~3SIM;t.nd Ter~ 

1. Cut Wire. Use the 2. Strip Wire. Insert end of 3. Crimp Terminal. Insert stripped 
wire cutter built into wire into proper wire stripping portion of wire into terminal barrel, 
the crimping tool to opening, close jaws, rotate place barrel in proper crimping nest 
cut wire proper tool one· half turn, then pull with seam directly opposite crimping 
length. insulation off wire. tooth and close tool like pliers. 

Extra long barrel on terminal provides easy crimp and perfect 
contact. Only ONE crimp necessary. Barrel. always remains round. 

Quick Reference Chart for Easy Terminal Identification 
RING TONGUE TERMINALS 

@::o 0 (Q::o 0 ~ (0) ! ©L:I 0 @;:o 0 

*No. 2301 * No. 2302 * No. 2303 * No. 2304 * No. 2400 * No. 2401 

~O 
*No.2300 

Hole DiD. - 5/32" 
Stud Size - 4 • 6 

Wire Size - 22 ·16 

Hole DiD. - 5/32" Hole DiD. - 13/64" Hole DiD. - 17/64" Hole DiD. - 13/32" Hole DiD. - 5/32" Hole DiD. - 5/32" 
Stud Size - 4·6 Stud Size - 8 - 10 Stud Size - 12 - 1/4 Stud Size - 3/8 Stud Size - 4 - 6 Stud Sizf - 4.6 

Wire Size - 22 - 16 Wire Size - 22 - 16 Wire Size - 22 - 16 Wire Size - 22 - 16 Wire Size - 16 - 14 Wire Size - 16 - 14 

@:Do 
*No. 2402 

Hole DiD. - .13/64" 
Stud Size - 8 - 10 

Wire Size - 16 - 14 

:2P O 

*No. 2600 
Slot DiD. - 5/32" 
Stud Size - 4 - 6 

Wire Size - 22 - 16 

@no ~ ~ @Uo ~ ©>ol 
*No.2403 *No.2404 *No.2502 *No.2503 * No. 2504 

Hole DiD. - 17/64" Hole Dio. - 13/32" Hole DiD. - 13/64" Hole DiD. - 17/64" Hole DiD. - 13/32" 
Stud Siz .. - 12·1/4 Stud Size - 3/8 Stud Size - 8 - 10 Stud Size - 12 . 1/4 Stud Size - 3/8 
Wire Size - 16 - 14 Wire Size - 16·14 Wire Size - 12 - 10 Wire Size - 12 ·10 Wire Size - 12·10 

SPADE TONGUE TERMINALS 

~o 2)=JO 2::0 0 
*No. 2601 

Slot DiD. - 5/32" 
Stud Size - 4 - 6 

Wire Size - 16 - 14 

* No. 2602 
Slot DiD. - 13/64" 
Stud Size - 8 - 10 

Wire Size - 16 - 14 

* No. 2702 
Slot DiD. - 13/64" 
Stud Size - 8 • 10 

Wire Size - 12 • 10 

CONVENIENT $ PAK 

FLAG TYPE TERMINALS HOOK TYPE 
TERMINAL 

All lynn lightning Terminals are avail­
able in convenient $ Paks. When any of 
the "bins" of the service·kit are empty, 
user merely purchases a refill just right 
for replacing stock. Refill Paks are well 
marked for trouble·free handling, and 
designed with "window" for easy ([] 

o 
No. 2802 

Hole Dia. - 13/64" 
Stud Size - 8 - 10 

Wire Size - 22 • 16 

(Q]] 
o 

No. 2902 
Hole Die. - 13/64" 
Stud Size - 8 • 10 

Wire Size ~ 16· 14 

(QJJ 
o 

No. 3002 
Hole DiD. - 13/64" 
Stud Size - 8 - 10 

Wire Size - 12 - 10 

BUTT CONNECTORS 

o o 

~O 
No. 3300 

Slot Dia. - 5/32" 
Stud Size - 4 : 6 

Wire Size - 22 • 16 

o 
* No. 3101 *No. 3102 *No. 3103 

Wire Size - 22 - 16 Wire Size - 16 - 14 Wire Size - 12·10 

* Tbese types available in insulated style ... use prefix 6 jnstead of 2. Tbus2300 becomes 6300. 

identification ......... _ ........... $1.00 

BULK PAK 

~ 9 
Also available in bulk-packed 100 pieces 
to a package or in new ~'Bulko" Paks of 
1000 each. 

VACO PRODUCTS CO. Chicago Illinois, U.S.A. 
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I SECTION 5400 ) 

VULCAN 
ELECTRIC SOLDERING TO 0 L S 

• High-powered Soldering Tools, designed for fast soldering, with low operating cost. 

• Tips are of finest forged copper. 

• The "Hang" or balance good mechanics appreciate, plus light weight. 

• Cool handles of selected birch, shaped to fit the hand. 

• 6 ft. heater cord, with unbreakable rubber plug. 

.• Fireproof terminals. 

• Iteatlng elements easily replaced. 

• Operate equally well on AC or DC. 

CAT. N •• 

Pygmy 20 

30 
PENCIL 

40 
TYPE 

50 

60 

70 

80 

90 

900 

WATTS TIP 

50 J{6" 

60 V2" 
90 liz" 

130 1fa" 
175 1" 

220 IVa" 
310 1%" 

430 1 !fa" 
700 1%" 

LIST 

.. 6.90 

9.40 

10.30 

12.20 

14.00 

16.30 

18.60 

21.20 

39.20 

SCREW TIP 

A very efficient tool for 
fine soldering of instru· 
ments, meters, gauges, 
small radios, etc. or any 
spots where space is 
cramped or there is little 
cle.rance. The cool, 

PLUG TIP - AU parts replaceable 

tapering' wood handle permits "writing grip." Flexible 
coil also assures coolness. Equipped with approved cord 
and unbreakable rubber plug. Standard tip is 'I," but 
K6" or '/," tips are available, as well as special tips, 
bent to any angle or in various shapes. 

eo •. No. Watts 
Pygmy 25 

Tip 
'I." 

Weigh. 
7 oz. 

Leng.h 
8'/." 

Lis. 
$5;10 

SOLDERING TOOL 

CAT No. 

* 25 
35 

453 
45 
55 

* 75 

WATTS 

50 
100 
150 
150 
200 
300 

TIP 

If/' 
%" 
%" 
%" 
!fa" 
1fa" 

LIST 

$6.55 
10.30 
11.20 
11.70 
12.10 
15.80 

'Heating element replaceable at Foe. 
tory only. 

SOLDER PO TS 

HOLDER Both single and three·temperature Pots in a variety 
of sizes and wattages, all with cord and plug 

approved at Underwriters' Laboratories. 

Holds and guards the Soldering Tool and keeps the tip 
01 soldering temperature as long as it remains in the 
holder. Has a cord and attached plug cap for connec· 
tion to. current and a receptacle for plugging in Ihe 
Tool. A convenient adjusting screw sets the Holder 
thermostat to maintain proper temperature. AC only 

No. 2100 without thermostat ................. $4.95 
No. 2100T with thermostat ..................... $8.00 

CAT. No. 

1700 
1702 
1704 
1600 
1606 
1701 
1703 

HIGH 

200 
250 
500 
150 
350 
250 
200 

WATTS 
MEDIUM LOW 

120 80 
150 100 
250 125 

Single Heat 
Single Heat 
Single ~eat 
Single Heat 

CAPACITY SOLDER 
APPROXIMATE 

1% Ibs. 
5lbs. 
101bs. 
14 oz. 
3lbs. 
4lbs. 

11/ 2 Ibs. 

Other sizes up to 6000 watts, single heat. 

"DUREVER" Soldering Tips are pure forged copper, shaped to your favorite style, with a special metal 
coating that will preserve the original shape of the tip by protecting the copper from corrosion and 
oxidation. Will outlast copper tips, cannot amalgamate with solder, do away with the necessity for 
dressing or filing. Can be readily tinned without filing and hold their original shape. Circular on request. 

c' 

UST 
$28.60 

32.85 
41.25 

9.90 
11.55 
21.10 
16.10 

ELECTRIC COMPANY 
DANVERS, MASS. 

ELECTRIC SOLDERING TOOLS • SOLDER POTS • GLUE PQ.rs • BRANDING IRONS .• HEATING UNITS 
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I SECTION 5400 I 

V U L CA N 
ELECTRIC SOLDERING TO 0 L S 

LOW P R feE, LON G Df S C 0 UN T 

JACKSON 

STANDARD - PLUG TIP COMET - PLUG TIP 

Jackson "Standard" Electric Soldering Irons are scientifically de· 
signed for that "balanced feel" which reduces fatigue. All ele· 
ments used in Jackson Standard Irons are made of the finest qual· 
ity nichrome wire, wound on heat conductive cores and insulated 
with selected high grade amber mica. Equipped with 6 ft. ap· 
proved heater cords and plugs. Stand included with every iron. 

Comet Irons are equipped with a 6 ft. approved Heater Cord and 
Plug. Heating element is made of high quality Nichrome Wire, 
wound with mica on a core. Handles are black finish. All irons are 
packed one in a box, stand included. 50 to a standard shipping 
container. All irons are made for 115 volts. If higher voltage is 
desired, there will be a slight extra charge. 

CAT. No. WATTS TIP LIST CAT. No. WATTS TIP LIST 

149 85 K6" $5.65 65 P 65 )4" $2.75 
145 100 Ye" 6.55 85 P 85 K6" 3.25 

0145 125 Ye'" 7.75 100 P 100 Ye" 4.00 
146 150 X" 9.30 125 P 125 'K6" 4.90 
147 225 :Va" 10.70 
148 350 Ya" 12.55 

DE·LUXE ELECTRIC SOLDERING PENCIL STANDARD ELECTRIC SOLDERING PENCIL 

A soldering pencil for all light work such as Radio, Television, 
Jewelry, Instruments and Electronics. Handle is cork·filled com· 
position, 100% air cooled: lf2" steel tubing, perforated for air 
cooling. Element is wound on a heat conductive core, for efficient 
heating. High grade mica and nichrome wire. Underwriters ap· 
proved 6 ft. rubber cord and plug. 

Wood handle, rich black finish with cork sleeve. ¥2" steel tubing 
gun metal finish. Element is wound on heat conductive core. High 
grade mica and nichrome wire. 6 ft. rubber cord and plug. 

CAT. No. WATTS 

230 D 25 

© UCP., Inc. 

VOLTS 

115 

TIP 

CAT. No. WATTS 

230 25 

VOLTS 

115 

TIP LENGTH WEIGHT 

7" 3 oz. 
LENGTH WEIGHT LIST 

$3.45 7" 3 oz. 

VU LeAN 
\\~// 

SOLDER POTS 
DESIGNED AND DEVELOPED BY SPECIALISTS 
FOR PRINTED CIRCUIT SOLDER OPERATIONS 

• 16 Crucible Sizes. 
• High Fidelity thermostat control-Adjustable 150·600° F. 
• Surface Temperature does not vary beyond ± 2° F. 
• localized "hot spots" completely eliminated. 
• Replaceable heavy· duty heating elements. 

Send for free, detailed specifications. 

ELECTRIC COMPANY 
DANVERS, MASS . 

. ELECTRIC SOLDERING TOOLS • SOLDER POTS • GLUE POTS • BRANDiNG IRONS • HEATING UNITS 

LIST 

$2.90 

Trade Discount Applies to List Prices Only The MASTER - 26th Edition. Page 1311 



Complete with 7 blades. rip 
guide, circle cutter. 45 tilting 
base plate. Universal Motor: 

SECTION 5400 

"All-Saw" ••• Cuts 4 x 4-
at 45° •.• 6" Log •.• 
Fine Scroll VVork ••• 
WITH COMPLETE SAFETY! 

Does Everything a Pattern Saw Will Do; MQre Than A Circular Saw Does! 
Does many things a band saw or nibbler will do-and many things that, 
until now, only a chain saw could. No other portable electric-saw can cut a 
6" board or a 6" log, yet cut any pattern, too! 

Cuts 2 x 4, 4 x 4, 6 x 6-all metals, including steel thin gauge to X" 
-pipe and thin wall up to 2" in diam. Cuts curves, circles, straight 
cuts, fine pattern work in Masonite, Bakelite, wood, metals, tiles, 
Formica, wallboard,. Plexiglas, plaster board, asbestos. Knife 
blade cuts all materials cut with knife. 

Curved foot plate enables inside cut anywhere; cutting blade in 
line of sight; air stream clears dust from line of cut; powerful y. AC-DC, 3400 1" strokes per 

minute. Length 8", Width 7" 
Height 7'/;,.", Wt. 6'/;,. Ibs. 

I;:U'~ UL listed under Industrial H.P. motor; 3 wire 8 cord with adaptor; heavy duty hardened 
~\ lJ, 
~. Classification gear·s; heavy duty roller and oilite bearings. 

Power Saw 
Model 505 
$26.95 liST 

Does work of rip. jig, crosscut, band, hack, 
coping, scroll, keyhole saws. Cuts 2 x 4 
in seconds, cuts plastics, etc.; cuts Y2" 
steel plate. 1.8 amp. motor. '2650 Sfa" 
strokes per minute under load. Motor fan 
keeps guideline free from sawdust. 
Handy, beautifully balanced. 3 blades in· 
cluded. Also available in kit form (505K) 
with metal carrying case. 

$29.95 LIST 

o/a" 2·S peed 
Power Drill 
Model 808 

A 2-speed o/a" Power Drill by Wen-and 
only Wen. Here in one tool is everything 
needed in an electriC drill. Easy to change 
speeds. 1000 RPM to 3000 RPM. Husky, 
powerful, but streamlined design. Genui ne 
3fa" Geared Chuck. Universal 2 amp. 
Motor. Size 12~" x 4*" X 2Y1". Weight 
4V11bs. 

INDUSTRIALLY RATED 

Full 3" .Belt Sander 
At Home Workshop Price ,$44.95 

Finally, the complete answer to home-workshop 
sanding. Powerful cool-running 4\4 amp. motor 
turns belt at 850 surface ft. per min. Completely 
gear driven with permanently lubricated pre'=ision 

needle and oversize sleeve bearings. Unique tension device maintains peak effi­
ciency, enables quick change of belts. Exclusive casting design combines with forced 
air currents to cause dust accumulalion at rear-keeps work clean. easy to see. Bal­
anced weight. contour grip handle minimize fatigue. Die cast pOlished aluminum 
housing. Total weight 7 Ibs. Comes with 3 sanding belts: coarse, medium, fine. 

STRAIGHT-LINE VIBRATOR SANDERS Model 404-$19.95 
Model 202-$13.95 
Small, light. quiet. Strong 
black plastic case. 14,400 
strokes per minute. In dis­
play carton with 6 abrasive 
sheets. 2 polishing pads. 

Model 303-$16.95 
General utility model in red 
plastic. 14,400 strokes per 
minute. In gold metal Kit 
Box with 12 abrasive sheets, 
2 polishing pads. 

Heavy duty with special motor 
for amazing power. 14,400 
strokes per minute. Ebony 
plastic in metal Kit Box with 
15 abrasive sheets, 2 polishing 
pads, instruction book. 

"Quick Hot" So'idering Guns ... 8 standard and special,tips 

$7 •• LIST' 

Model 199 
$9.95 LIST 

Model 199K 

General purpose gun. Heats 2% seconds. 
Weighs Y2 'Ibs. Has long. durable tips. 
spotlight. sturdy red plastic case. Kit in­
cludes gun. extra tips for hot-cutting, 
smoothing. rosin core solder, all in strong 
metal box. 

$9.95 LIST 

Model 288 

Heats in 5 seconds, far beyond 200 
watt rating. light (2~ Ibs.) Has 
long reach, long life tips. spotlight. 
strong shatterproof handle and 
case. 

'Promotionally Priced 

$12.95 LIST 

Model 250 
$5.95 LIST 

Model 100 

Feather-light (19 oz.) Slim-line~lt\oi,"cross 
section) 100 Watts power. fleats 2% sec­
onds. Built-in spotlight focused on work. 
Long reach, long life tips, replaceable and 
interchangeable with special purpose tips. 
Lustrous black plastic housing. 

Famous WEN 250 Watt Heavy Duty Model. 
567 hours continuous operation. Heats in 
5 seconds. Spotlights work. With special 
rip cuts plastic tile. Strong black plastic 
case. Comes in attractive Self-Display 
Carton. Also available in kit form (250K) 
with metal carrying case . U P ,R 0 0 U C T S. INC. Ch;",o.1II 
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I SECTION 5400 

[~~I CHASSIS PUNCHES 
ELECTRONICS 

NEW *"LT" (LOW TORQUE) CHASSIS PUNCHES 
A brand-new electro-coating process (which can't wear off) reduces friction, thus lowers torque. 
You get a much cleaner hole with much less effort. The Walsco "LT." Chassis Punch requires no 
lubrication of any kind and will give perfect service almost indefinitely. 

50% LESS 
EFFORT REQUIRED 

THAN 
COMPETITIVE 

PUNCHES 

ROUND CHASSIS PUNCHES Made of hardened, precision-ground, tool steel. Quick and easy to operate. Saves hours of hard work. 

Cat. Pilot Bolt Pilot Hole Dealer 
No. Punch Size Size Drill Size Net 

30SO-R Y2'" V4 'K,' $2.60 

3062-R %" 'K. Ye" 2.63 

3069-R lX6" 3fa 'Ut' 2.60 

3075-R 3/4" 3fa J1,' 2.60 

3087-R ~8" 3fa J1t 2.60 

3100-R 1" Ye '?16" 2.85 

3106-R 1)1.' 3fa 'U6'1' 3.00 

3112-R llJa" 3fa 'M6" 3.00 

0 
3116-R 1%,' 3fa 'M6'" 3.00 

3117-R I'}€." % 'M6'" 3.00 

3119-R 1~,' 3fa J1,' 3.00 

3125-R 1V4" % '?16'" 3.00 

3137-R 1%" Y. 1{,' 4.17 

3150-R 1}1'" Y. U" ' , 4.92 

3225-R 21/411 '¥4 7,18" 9.92 

• LOW TORQUE 

SQUARE CHASSIS PUNCHES Very handy for mounting I.F. transformers, or for "nibbling" larger square holes such as may be 
required for power transformers, tuning condensers, etc. Finest quality steel. 

D 
KEY AND "D" CHASSIS PUNCHES 

o 
D 

© U.C.P., Inc. 

Cat. 
Punch 'Size 

Pilot Bolt Pilot Hole Dealer 
No. Size Drill Size Net' 

3062-5 %" 3fa lh" $5.42 

3069-5 lX6" Ye 1/2" 5.85 

3075-S '¥4" 3fa lh" 5.92 

3087-S '¥s" Ye. 1/2" 6.55 

3100-S I" 3fa 1/2" 7.50 

• LOW TORQUE 

KEY 3117-K 1-11/64" 9/16" 6_08 

Cuts a special keyed hole for key-type sockets and other components where turning 

or twisting is not desired. The "D" shape punch is especially helpful in the mounting 

of power and output transformers. Provides ample space to pass wire and insulation 

through the chassis. 

* LOW TORQUE 

Net The MASTER - 26th Edition • Page 1313 



I SECTION 5400 I 

[Wpj~1 ALIGNMENT AND SPECIAL TOOLS 
ELECTRONICS 

(A) I.F. Aligner and also double­
ended. One end fits a #4 stud, the 
other end fits a #6 stud. 
Cat. No. 2586 Tel-A-Turn Tool 

Net $ .98 
(B) An alignment screwdriver with 
a standard metal tip at one encl. 
The other end has a very thin "U." 
wide metal blade for small can 
openings. 
Cat. No. 2587 TeFA-Turn Tool 

Net $ .98 
(C) A double ended Hex Aligner that 
turns both top and bottom slugs. 
One end has .100" hex, the other 
end is .125" hex. 
Cat. No. 2588 Tel-A-Turn Tool 

Net $ .98 
(D) WALSCO STRIP,-ER-CLIP. A brand 
new precision tool'with an exclusive 
safeguard that prevents accidental 
nicking or cutting while wires are 
being stripped. Strips and clips all 
wires ranging from 14 to 26 gauge. 
Cat. No. 595 Net $1.38 

(A) "THE LONG RANGER." A full 12", 
slim, comp'letely insulated tuner 
alignment tool. Features tough, re­
placeable, molded nylon tip. 
Cat. No. 2523 Net $1.50 
(B) TURRET TUNER TOOL A tool for 
adjusting all sets using "Standard 
Coil" and similar turret-type tuners. 
Cat. No. 2522 Net $ .92 
(C) PHILCO TUNER TOOL. A special 
tool for 1946-48 front-end tuners. 
Cat. No. 2518 "lot $1.12 
(D) WIRE DRESSING & ALIGNMENT 
TOO[. A handy dual-purpose tool 
with a thin ,%,' Butyrate handle. One 
end is a special tool for dressing 
wires in hard-to-reach places. Other 
end with a low capacitance metal 

SOLDER-AID TOOL. Wire brush makes 
removing of solder a cinch. Forked 
tool end and brush made of special 
stainless steel to which solder will 
not stick. ' 
Cat. No. 2529 8"long plastic 

handle Net $1.00 

@ 

(E) "LUCKY 13" ALIGNMENT TOOL 
KIT. Carefully selected as the most 
needed tools, for the Service-Tech­
nician in Electronics, TV, Hi-Fi and 
Printed CircuiLWork. 
Cat. No. 582 Net $8.73 
(F) NEW "SLlM-FIBREGLASS STlCKS_" 
,'lew precision made Walsco Slim­
Sticks are made of durable fibre­
glass. Completely non-metallic. 
Cat. No. 2531-X Va" Dia. x 12"" Long 

Net $ .42 
2532-X Va" Dia x 16" Long 

.57 
2534-X %.' D'ia. x 12" Long 

_48 
2535-X %.' Oia. x 16" Long 

.72 
(G) WALSCO "GLAS-STICKS." Precis­
ron made machined fiberglas rein­
forced polyester alignment screw­
driver. 
Cat. No. 2537 %." Oia., 7" blade 

Net $ .72 
2538 %,' Oia., 14" blade 

1.05 

screwdriver tip. 
Cat. No. 2512 Net $ .4S 
(E) K-TRAN, ALIGNMENT TOOL. This 
tough, double-use tool is machined 
at one end to fit the slots on all 
K-Tran miniature I.F. transformers. 
Cat. No. 2515 Net $ .60 
(F) "SLUG SAVER" TUNER TOOL. New 
patented tool for aligning "Stand'ard 
Coil" front ends. Prevents "loosing" 
slugs, thru ingenious "step" design. 
Cat. No. 2528 71/2" long Net $ .67 
(G) SLOTTED STUD DRIVER. An 8Y.;" 
long precision screwdriver with 
blade to fit No.6 studs. 
Cat. No. 2516 Net $ .92 
(H) I.F. ALIGNER. 2V2" long molded 
high-impact styrene . . . for RCA, 

/, 
® 

(H) DUPLEX ALIGNMENT SCREW­
DRIVER. Large end is ,%,' wide; small 
end, %2' wide. Tip thickness, con­
forms to standard slot dimensions, 
7" long. 
Cat. No. 2520 Net $ .62 
(J) ALIGNMENT TOOL FOR WESTING­
HOUSE, ETC_ Especially designed to 
fit Westinghouse and other sets. 
Very thin tip for small can openings. 
Cat. No. 2541 5:V4" long Net $ .51, 

y';" HEX 1.0. NEUTRALIZING 
WRENCH. Made of tough, flexible, 
La-loss plastic. If corners wear 
round, just trim back, 7V2" long, 
%" round 0.0. 
Cat. No. 2503 Net $ .37 
(K) ~ .. ' HEX 1.0. NEUTRALIZING 
WRENCH. Durable La-loss plastic 
gives long service life. 7V2" long, 

~." 0.0. Cat. No. 2508 Net $ .37 
(L) METAL TIP ALIGNMENT SCREW­
DRIVER. Combines low capacitance 
desirable in alignment tool with 
mechanical strength of metal screw-

Zenith and others. 
Cat. No. 2527 Net $ .58 
(1) STUBBY STUD DRIVER. The only 
screwdriver only 2" long overall. 
Fits NO.6 studs. 
Cat. No. 2517 Net $ .58 
(K) STANDARD ALIGNMENT TlIOL. 
Screwdriver blades are made with 
extra-thin tempered Swedish steel 
and are recessed so that they will 
slide easily over a stud and will not 
slip off. 
Cat. No. 2519 Net $ .67 
(L) SLOTTED SCREWDRIVER. Instead 
of a blade, this tool has a slot to 
fit No. 6 studs. For many of the 
older TV sets. 
Cat. No. 2524 Net $ .87 

® 

driver. Butyrate handle, ,%,' diame­
ter, 6" long over all. 
Cat. No. 2525 Net $ .42 
(M) WALSCO TUNING WAND. Butyrate 
fad with one end made of brass, the 
other loaded with powdered iron­
for checking coils. 
Cat. No. 2540' Net $ .53 
(N) DOUBLE END NYLON HEX IRON 
CORE TOOLS-For .075", .100" and 
.125" Cores. Turn both top and bot­
tom coil slugs with this one handy 
tool. One end under cut for turning 
bottom slug separately. 
Cat. No. 2542 .125" Hex, 5" long, 

Hex Handle Net $ .48 
2543.100" Hex, 5" long, 

Hex Handle .48 
2544.100" Hex, 11" long; 

knurle"d Y.;" Handle .63 
2545 .100" Hex, 11" long, 

thin, %.' Handle .63 
2546 .075" Hex, 11" long, 

knurled Y.;" Handle .63 
2547 .075" Hex, 11" long, 

thin, %." Handle .63 

@ 

(M) DOUBLE ENDER. A 51/2" long, 
molded-nylon tool, with one end to 
fit hex studs, the other end being 
a very small screwdriver. 
Cat. No. 2526 Net $ .37 
(N) I.F. ALIGNER TOOL. Designed for 
I.F. Alignment of Zenith, RCA and 
other similar types. Made of molded 
nylon. 5V2" long. 
Cat. No. 2521 Net $ .48 
(0) WALSCO TV-FM ALIGNMENT TOOL 
KIT. Kit contains 12 tools. These are 
all standard Walsco tools and come 
In a handy leatherette case or wall 
rack for mounting above work bench. 
Cat. No. 580 Leatherette case. 

Net $7.20 
581 in wall rack 7.50 

WALSCO SPECIAL TOOLS 

SOLDER-AID TOOL. Similar to #2529 
but has very thin curved hook In 
place of brush. Designed for use In 
delicate printed circuit work. 
Cat. No. 2530 8" 101iA: plastic 

handle Net $1.00 
INSPECTION MIRROR. High-visibility 

polished glass reflection mirror Is 
protected against breakage by a 
heavy gauge plated metal backing. 
Has plastic, Insulated grip. 
Cat. No. 554 Net $ ,.42 
MINI-HOLD SCREWDRIVERS. De­
signed primarily to speed replacing 

phono cartridges. Exclusive "wedge­
action" securely grips extremely 
small screws (#1 to #4) "Mini-hold" 
measures just 27/s" when"n use. 
Cat. No. 2568 27/s" long, "Open" 

length 3Y.;" Net $1.72 
2569 7" long 2.25 
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I SECTION 5400 I 

[WJP~I ALIGNMENT AND SPECIAL TOOLS 
ELECTRONICS 

® 

(A) WALSCO SLUG RETRIEVINj; & 
SCREW HOLDING TOOL - Especially 
designed for removing "lost" TV 
Tuner slugs in Standard Coil Tuners. 
Excellent screw holding tool. End is 
precision-ground of hardened steel. 
Cat. No. 2565 11" 19h.Net $2_58 ea. 
Cat. No. 2566 15" 19h.Net $3.00 ea. 
Cat. No. 2567 19" 19h.Net $3.75 ea. 
(B) WALSCO SERVICE TWEEZERS -
For handling small parts in crowded 
spaces. Walsco Tweezers are indis­
pensable. They are made"of forged 
steel, polished nickel-plated. 
Cat. No. 570 Self-Closing Tweezer 

with cross-over ac· 
tion, 6)/," long, ser­
rated, blunt points. 

Net $ .78 
Cat. No. 571 Heavy·Duty Tweezer 

with slide·lock fea· 
ture. 6)/," length, 
serrated, blunt 
pOints. Net $ .90 

Cat. No. 572 Precision Tweezer with 
narrow, pointed 
ends especially suit· 
able for delicate 
work.Over·alllength 
4W'. Net $ .52 

Cat. No. 575 Tweezer Kit, made of 
durable leatherette, 
containing one each 
of the above listed 
tweezers, Net $2.28 

(C) EASY·ON TOOL GRIP - Designed 
for pliers, cutters, diagonals, wire, 
snippers, etc, Made of flexible, elas­
tic plastic. Gives superior insulation 
and protection against electrical 
shock. 
Cat. No. 521 Small Net $ .23 per pro 
Cat. No. 522 Med. Net $ .27 per pro 
Cat. No. 523 large Net $ .33 per pr. 
(D) WALSCO PROTECTO TUBE - In· 
sulate the handles of your pi iers, 
wire cutters, screwdriver shanks 
neatly and effectively with Walsco 
Protecto Tube. 
Cat. No, 18K Net $1.20 
(E) WALSCO STRAIGHT'N PULL TUBE 
PIN STRAIGHTENER AND PULLER -
Compact tube pin stra;ghtener for 
seven and nine pin miniature tubes 
combined with an ingenious tube 
puller. 
Cat, No. 565 Net $1.08 
(F) 3·STEP TAP - Eliminates the 
need for carrying 3 separate taps 
and handle. Designed for reaming 

•• ~® 

holes, tapping new holes, etc, Sizes 
are 6/32, 8/32 and 10/32. 
Cat. No. 2574 Net $3.50 
(G) NON·MAGNETIC BERYLLIUM 
SCREWDRIVERS - Ideal for making 
adjustments near magnetic fields 
such as in focalizers of TV sets. Does 
not affect TV picture as a steel tool 
would. 
Cat. No. 2560 '1s" Dia., 

9" Overall length ,Net $ .83 
Cat. No. 2561 lfa" Dia., 

13" Overall length Net $ .90 
Cat. No. 2562 'Mo" Dia., 

9" Overall length Net $1.48 
Cat. No, 2564 'Mo" Dia., 

13" Overall length Net $1.65 
(H) HEX DRIVERS - Blades are made 
of high torque, heat treated, alloy 
steel and are permanently embedded 
in shock and chip-proof plastiC 
handles, 

Size of liex Overall 
Cat. No. across flat length , Net 
562·01 .050" 3%" $ .30 
562·02 ){,' 3%" .30 
562·03 "4" 4%" .30 
562·04 %2n Sl/a" .35 
562·05 lfa" 5%" .35 
562·06 %'z" 6Xu .45 

@ 

® 

COMPLETE KIT containing all six 
above drivers in attractive plastiC 
case. 
Cat. No. 563 Net $2.97 

(I) TWISTO WIRE STRIPPER - A low­
cost, pocket-size, precision strip" 
per. Operating on an entirely new, 
principle, the Walsco Twisto Wire 
Stripper permits stripping insula· 
tion right up next to a soldered, 
connection, plug or socket. 
Cat. No, 592·00 Net $2.70: 
Cat. No. 592·03 

Replacement Blalies $ .60 Der set 

(K) WALSCO KNURL·TITE WRENCH -
Tighten or loosen knurled finish nuts 
quickly and easily. The knurled nut 
is slipped into the collet·type pres· 
sure jaws. A quarter turn of the 
handle results in a positive vise·like 
grip. 
Cat. No. 2581 %" Dia. nut 

Net $4.83 
Cat. No, 2582 W' Dia. nut 

Net $4.83 
Ca, No. 2583 %" Dia. nut 

Net $4.83 

All·PURPOSE WIRE STRIPPER - Has "Stay· 
open" feature to prevent crushing fine wires. 
An improved tool for automatically stripping 
insulation from wires neatly and quickly. Strips 
ends or at any point along a wire. Very sturdy. 
Especially hardened steel, precision ground 
blades. 

Cat. No, 591·00 "Wide-Range" Model. Strips 
wire from #10 through 
#22. Will nol strip twin 
lead and has no cutter. 

Net $5.93 
Cat. No. 591·01 Replacement Blade Set for No, 

591. Net $1.65 

Cat. No. 594·01 For #10 to #22 
Cat. No. 594·02 For #10 to #18 
Cat. No. 594-03 For #14 to #30 
Cat. No. 594·04 For #16 to #22 
Extra Blades for Above 

Net $5.93 
5.93 
5.93 
5.93 

set 1.43, 

TRIG·O·MATIC WIRE STRIPPERS Similar to 
594 but has a Trig·O-Matic action that holds 
jaws open until released. Especially desirable Cat. No, 590·000 Electronic type for wire sizes 

12 through 20, plus 300 
ohm twin lead. Also cuts 
wire, Net $5.93 

Cat. No. 590·01 Replacement Blade set for No. 

© U.C.P., Inc. 

590. Net $1.65 

NEW WALSCO VIBRA·PULL - The 
quickest, easiest safest way to 
pull auto radio vibrators. Exclu· 
sive deSign offers absolute protec' 
tion against damage to vibrator 
prongs, sockets and adjacent elec· 
tronic components. 
Cat. No. 566 Net $1.60 

SPEED·O·MATIC WIRE STRIPPERS-With fully 
automatic-delayed-action return that prevents 
the crushing of fine stranded wires, Completes 
the stripping operation with one simple squeeze 
of the handles. Strips all types of wire insu· 
lation from #10 to #30 wires by easy exchange 
of cutter blades. 

WALSCO OILETTE - FillEid with high grade 
Walsco oil. Dispenses accura.tely one drop at a 
time. For use on electronic and electrical de· 
vices, clocks, office machines, sporting goods, 
etc. 
Cat. No. 986 Net $ .83 
Cat. No. 986·22 Refill for Oilette Net $ .33 

Net 

for stripping of fine stranded wire, 
Cat. No. 593·01 For #10 to #22 
Cat. No. 593·02' For #10 to #18 
Cat. No. 593·03 For #14 to #30 
Cat. No, 593·04 For #16 to #22 
Extra Blades for Above 

Net $5.93 
5.93 
5.93 
5.93, 

set 1.35 

NEW WALSCO CHEM·O·lECTOR - A new type 
applicator for lubri.cants, greases; certain adhe· 
sives and many cleaning fluids used in elec· 
tronics. Uses the "hypodermiC" plunger princi· 
pal, which makes it possible to reach "hard·to­
get·at" places. 
Cat. No. 987 Net $ .30 
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SECTION 5400 . I 
MAGNASTAT 

SOLDERING IRONS 
Easton, Penna. 

, 

TEMPERATURE CONTROLLED SOLDERING IRONS 

... the only soldering irons with built-in 
MAGNASTAT temperature control in the tip 

THIS CHART SHOWS HOW A WELLER TC1202 IRON DOES THE WORK OF 
UNCONTROLLED IRONS OF APPROXIMATELY 3 TIMES ITS WEIGHT 

Never any "peaks" or "lows" to cause 
faulty soldering. Tip temperature auto­
matically remains constant. Magnastat 
Irons also weigh only half as much as 
uncontrolled irons and give greater heat 
efficiency with lower wattage. 

8OO"F 

700°F 
Efficient 
Soldering 
T emperalure 
Range 

600"F 

load 

• .... r~ ... rit n~RtN~ IRON PERFORMANCE-Temperatur~ ·ys. lo~d 
~ = 120 WATT Weller Magnastat Iran, 8.6 ounces 

',:: 
~ 

--- 175 WATT Uncontrolled Iran, 18 ounces I 

.......... - 200 WATT Uncontrolled Iron; ,2 oun.,es 

'''' ... , " 
~ ''''-' ... 

........ 

:t;\;~::::' :::::::::: ::::::: ::::::: :) >::i: :::::;:: :::::;;:::::;: 

::/>.;:{ :::::: :;::::::{:: 
:::::: :::::: :::::::;::::::\:. :;:::~AL :::::::::, ::::;::: 
" : " :::::: 
: 

: :::::::::::;:::;:::;: I;;:;:::::::::::: <:' : I:::!;::;:;!:?t: 
:::::::::: 

::::::::::::: ::::, 
:::::::::: 

::::::: :::::: 

::~:: ::::::::::::: :::::: 
:::/:} ~::::::: ::::::::::::::: 

::::::::::: f::::::::t::::\ 
-'. 

'. 

) , ~ ) 

White line-Weller TC1202 Magnastat Soldering Iron sta­
bility as compared with two typical uncontrolled irons. 

Plus these advanced features for 
greater adaptability, longer life: 

• Various tip types available 

• Tip 'retaining nut minimizes freezing 

• Rubber shock absorber prevents sliding 

• Rugged, non.arcing snap switch 

• Handle remains cool 

• Cord connection locks securely 

• 2 or 3·wire cords for all models 

• 2 soldering temperatures are provided by 
model TC552. Accomplished by inter· 
changing high and low heat tips. 

3 MODELS COVER ALL TYPES OF ELECTRICAL SOLDERING 
All models are 110-120 volts, AC 

with tip and 3-wire cord model watts 
tip temperature 

controlled to: 
weight 
of iron list price 

I--n-1 TC552·3 55 600· or 700·F. 3 oz. $10.00 

--=---~-- TC602·3 75 700·F. 31/2 oz. $11.00 

"\) TC1202·3 120 700·F. 6 oz. $12.50 

With tip and 2·wire cord: Model TC552.2, $9.00 list. Model TC602.2, $10.00 list. Model TC1202.2, $11.50 list. 
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SECTION 5400 

DUAL HEAT MODELS 
IMPORTANT WELLER GUN FEATURE 

DUAL HEAT -saves time and moneYitip life greatly 
increased by using high heat only when necessary. 
Switch instantly to high or low heat as job requires. 

Model D-550 

200/275 watts 
Instant heat-no 

or current. 
Twin spotlights-eliminate shadows. 
Exclusive tip-grip-wiping action of tip 

fastening unit eliminates contact resis­
tance and oXidation; assures full constant heal. 

Shatterproof housing-rugged black plastic. 
Longer reach-slides easily into tight places, speeds 

work and prevents damage to components 
and insulation. 

Replaceable tips-chisel shape for faster heat 
transfer. 

Accessory tips-available for culling and smoothing. 
Guaranteed-one year. 

PRICE ... " .................. $16.25 each, Jist 

Model D-440 

100/150 watts 
Instant heat-full capacity heat in 

5 seconds. 
Twin spotlights-locate the work quickly. 
Tip-grip-exclusive feature, assures full 

constant heat. 
High-impact housing-longer reach slips between 

wiring; handles difficult locations with ease. 
Low-cost tips-replacement tips allach quickly and 

securely. 
Special tips-accessories available for culling and 

smaothing jobs. 
Guaranteed-for one year. 
PRICE ................ _ ...... $12.95 each, list 

SINGLE HEAT MODELS 
Model 8250A 

250 walls 
HeavY-duty general purpose soldering gun. 
Instant heat-lights and heat come on 

together. 
Twin spotlights-illuminate the work. 
Tip-grip-assures full, constant heat delivered 

to the tip. 
Rugged housing-shatterproof plastic. 
Replaceable tips-change tips in a jiffy. 
Guaranteed-one year. 

PRiCE ....••..•..••••••••.... $12.95 each, Jist 

Model 81008 

100 watts 

.Value leader in the soldering field • Instant 
heat. Prefocused spotlight. New copper, 
iron-plated tip provides maximum heat trans­
fer. Guaranteed-one year. 

PRICE .................. $6.44 each, list 

INSTANT HEAT TYPE 

SOLDERING GUNS AND KITS 
Easton, Penna. 

IIEXPERT" SOLDERING KIT with 
new DUAL HEAT GUN 

Model 8200K 
90/125 watts 
Prefotused spotlight 

Newest tip design-utilizes 
capper for superior heat 
transfer, plus iran plating for 
rigidity and longer life. Copper 
conducts heat 5 times faster than steel, 
permits operation at lower temperature, 
and prevents damage to components. 

Instant heat-gun heats in 311> seconds. 

New design-streamlined for precision work, hand-
some modern styling with high gloss finish. 

Guaranteed-for one year. 

Kit includes - cleaning brush, soldering aid solder and dual heat gun. 

PRICE ................................... $7.95 each, list 

HEAVY DUTY SOLDERING KIT 
Madel 8250AK 
250 watts 
Kit includes: 
250 watt, instant heat 

soldering gun. 
Supply of first-quality 

solder. 
Long-life soldering lip. 
Cu"ing tip for cutting 

thermoplastics, 
etc. 

Smoothing tip for 
heat sealing, etc. 

Tip illlerc;hange wrench. 
Instruction booklet 
Ali-metal storage and 

carrying case Q 

$17.00 value. 

PRiCE ................................... $14.95 each, Ii$t 

WELLERTIPS FOR ALL MODELS 

GUN SOLDERING TIP 

81008 No. 8125, pkg of 2-50c lisl 
8250A No. 7250, pkg. of 2 SOC lisl 
8200 No. 8125, pkg. of 2 ''SOc lisl 
0440 No. 7135, pkg. of 2 35c list 
DS50 No. 7250, pkg. of 2 SOc list 

GUN CUTTING T1P 

81008 No. 6110, with nuts-50c list 
82S0A No. 6130, with nuls SOc list 
8200 No. 6110, with nuts SOc lisl 
0440 No. 6110, with nuts SOc list 

0550 No. 6130, with nuts SOc list 

GUN SMOOTHING TIP 

81008 No. 6120, with nuts-50c list 
82S0A No. 6140, wilh nuls-50s lisl 
8200 No. 6120, with nuts-SOc list 
0440 No. 6120, with nuts SOc list 
OSSO No. 6140, with nuts SOc list 

WELLER SOLDERING AID 
Special soldering aid widely uled 
for opening old joints, holding 
down wires, twisting and looping, 
etc.-alwoys handy. 

PRICE ................. SOc each 
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SECTION 5400 

(j t{I1 i ~ QUALITY PROFESSIONAL TOOLS 

SCREWDRIVERS 
SAE 6150 chrome vanadium steel blades. Shockproof, breakproof, plastic {UU handles. 

ROUND BLADE SQUARE BLADE PHILLIPS CLUTCH HEAD 

Size Size Point Size Type G Point- Size 
Number Blade List Number Blade List Number Size Blade List No. Size Blade List 

Regular Regular Extra Long G3324 %2" ¥S"x4" $1.20 
R182 ¥S" x 2" $ .55 S3163 ;l{/'x3" $1.10 Xl0l0 1 ;l{/' x 10" $1.75 G183 ¥S" ;l{{x3" 1.20 
R184 ¥S" x 4" .65 S3164 ;l{/'x4" 1.15 Xl020 2 1;4" x 10" 1.95 
R186 Va" x 6" .70 S3166 ;l{/' x 6" 1.35 G5324 %t 1;4" x 4" 1.35. 
R188 Va" x8" .90 S3168 ;l{/' x8" 1.50 G3164 ;l{/' 1;4" x 4" 1.35 
R1810 ¥S" x 10" 1.00 Regular 
R5323 %2" X 3" .75 S31610 ;l{/'x 10" 1.65 G146 1;4" K6"x6'" 1.75 
R5324 %2"x4" .75 S142 1;4" x 2" 1.25 Xl00 0 ¥S" x 2" .75 
R5325 %{'x5" .75 Sl44 1;4" x 4" 1.45 Xl01 ;l{/'x3" 1.15 G5166 K6" %"x6" 2.15 

R5328 %{'x8" 1.00 S146 1;4" x 6" 1.55 Xl08 1 ;l{6" x 6" 1.25 
R3163 ;l{/'x 3" .95 S148 1;4" x 8" 1.70 
R3164 ~i/X4" 1.05 S5162 ~/'x2" 1.35 Xl02 2 1;4" x 4" 1.45 
R3166 ;l{6" x 6" 1.20 S5164 K6"x4" 1.65 Xl03 3 ~6"x6'" 1.95 
R3168 ~'l' x 8" 1.40 S5166 K/' x6" 1.75 Xl04 4 %"xS" 2.45 BERYLLlUM·COPPER 
R31610 ;l{/' x 10"- 1.50 S5168 K/'x8" 1.90 
R142 1;4" x 2" 1.15 S51610 ~tx 10" 2.10 Non·sparking. Non·magnetic. 
R144 1;4" x 4'; 1.30 Stubby 
R146 1;4" x 6" 1.40 S51612 K{' x 12" 2.30 Higher fatigue resistance than steel. 

R148 1;4" x 8" 1.50 S388 %"x8" 2;30 SX101 ;l{6"X 1%" 1.05 

R1410 1;4" x 10" 1.60 S3812 %"x 12" 2.30 SX102 2 1;4" x 1%" 1.15. Size 
R5164 K/'x4" 1.45 S3818 %"x 18" 3.55. 

Pocket Clip Style 
Number Blade List 

R5166 K6"x6" 1.65 S7166 K6" x 6" 2.70 
R5168 K6" xS" 1.80 S71612 K6" x 12" 3.30 P12S 0 Va" x 2" .65 BR186 Va" x 6" $1.25 

S71618 K6" x IS" 3.55 
B~1810 ¥S" x 10" 1.35 Pocket Clip Style S1424 1;4" x 24" 3.00 

R3322 %2" x2" .30 REED & PRINCE BR3168 ;l{6".X 8" 2.20 
R3323 %2" X 3" .45 Stubby 

B8146 1;4" x 6'" 2.75 R3324 ~{'x4" .45 S3161 ;l{6" x I" .75 RP101 3i'6" x 3" $1.10 
R181 ¥S" x 2" .30 S141 1;4" x I" .85 RP102 2 1;4" x 4" 1.40 BR148 1;4'" x 8" 2.95 
R183 ¥S" x 3" .45 
R184~ Va" x4" .45 S5161 K/'x1" .85 RP103 3 ~6"x6" 1.85 BR1410 1;4" X 10" 3.25 

SUBJECT TO CHANGE. WITHOUT NOTICE • TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 
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SECTION 5400 

(5 t{ri i ~ QUALITY PROFESSIONAL TOOLS 
CQMBINATION-REVERSIBLE SCREWDRIVERS 

SAE 6150 chrome vanadium steel blades. Shockproof; breakproof, plastic [ULl handles. 
Patente~ spring holds blades securely. K/' hex opening doubles as a nutdriver. 

COMPLETE UNITS 

Regular Type List 
CRl - No. 25 handle & RBI blade $2.30 
CR2 - No. 25 handle & RB2 blade 2.30 
CR3 - No. 25 handle & RB3 blade 2.30 
Stubby Type 
CSl - No. 26 handle & SBI blade 2.05 
CS2 - No. 26 handle & SB2 blade 2.05 

HANDLES ONLY 

~~ = ~;~~~~r ::=::::::::::::::::==:=::~-===:::: 1 :~~ 
BLADES ONLY 
Regular Type 
RBl - No.1 Phillips & Kt Slotted 1.30 
RB2 - No.2 Phillips & 14" Slotted 1.30 
RB3 - No.3 Phillips & ~6" Slotted 1.30 
RB12-No. 1 & No.2 Phillips 1.45 

GBl - K/'G & %2"G Clutch $1.45 
GB2 - ~6"G & W'G Clutch 1.45 

Stubby Type 
SBl - No.1 Phillips & Kt Slotted 1.15 
SB2 - No.2 Phillips & W' Slotted 1.15 

ROLL KIT COMBINATIONS 
List 

CK2 with No. 25 combination handle and 
RBI and RB2 reversible blades ________ $4.50 
CK3 Same as CK2, plus RB3 blade ____ 5.S0 
CK5 Same as CK2, plus RB3, GBl, 
and GB2 blades ________________________________ S.70 

COMBINATION SCREW AND 
NUTDRIVER TOOL 

600 -'-- Handy 4-way tool with pocket clip. 
V4" and K6" hex openings. Reversible SBI 
blade __________________________________________ List $2.30 

CR3 

RB2 

NUTDRIVERS (Color-Coded Handles) NUTDRIVER SETS 
Polished-plated, High Carbon Steel shafts. Shockproof, breakproof, plastic (ULl 

handles. Precision, cold drawn, case hardened sockets. 

Number 
6 
7 
S 
9 

10 
11 
12 
14 
16 

A6 
A7 
AS 
A9 
Al0 
All 
A12 

S6 
SS 
S10 
Sl1 
S12 

REGULAR 
(6" Overall Length) 
Handle' Hex 
Color Opening 
Black K/' 
Brown '!{{' 
Red V4" 
Orange %{' 
Amber ~/' 
Green '~2" 
Blue %" 
Brown K6" 
Red 112" 

EXTRA LONG 
19" Overall Length) 
Black Kt 
Brown '!{{ 
Red V4" 
Orange %{ 
Amber ~/' 
Green '~2" 
Blue %" 

STUBBY 
(3W' Overall Length) 

Black K{ 
Red V4" 
Amber ~/' 
Green 'U>" 
Blue %" 

List 
$1.25 
1.25 
1.25 
1.25 
1.25 
1.25 
1.25 
1.60 
1.60 

$1.45 
1.45 
1.45 
1.45 
1.45 
1.45 
1.45 

$1.05 
1.05 
1.05 
1.05 
1.05 

HOLLOW SHAFT 
Handle Hex 

Number Color Opening List 

HS6 Black K/' $1.55 
HS7 Brown '!{{' 1.55 
HSS Red V4" 1.55 
HS9 Orange %{' 1.55 
HS10 Amber ~/' 1.55 
HSll Green l~l' 1.55 
HS12 Blue %" 1.55 
HS13 Amber 1~{' 1.75 
HS14 Brown K/' 1.75 
HS15 Amber 1%2" 1.80 
HS16 Red 1/2" 1.S0 
HS17 Amber 1'!{{' 1.90 
HS1S Orange ~/' 1.90 
HS19 Amber 1%{' 2.10 
HS20 Amber %" 2.10 
HS22 Amber 1}{/' 2.65 
HS24 Amber %" 2.65 

POCKET CLIP STYLE 

P3 Amber ;Js'{' $ .SO 
P4 Red 1/8" .SO 
P5 Amber %2" .SO 
PS Red V4" .SO 
Pl0 Amber ~/' .SO 
P12 Blue %" .SO 

Choice of heavy gage steel stands and racks with large 
readable size indexes. Color-coded, shockproof, breakproof, 
plastic (ULl handles_ 

No. 17 BENCH STAND 
Conta,ins Nos. 6, 7, 8, 9, 10, 11, and 12 color-coded nut­
drivers. List 
17 - Regular Polished-Plated Finistr ______________________ $ 9.40 
17C - Deluxe Nickel-Chrome Finish ___________________________ 10.25 

No. 137 BENCH STAND 
Contains Nos. 6, 8, 10, 11, 12, HS16 and HS18 color-coded 
nutdrivers. List 
137 - Regular Polished-Plated Finish ________________________ $11.10 
137C - Deluxe Nickel-Chrome Finish _________________________ 12.10 

No. 127 LOCKABLE WALL RACK 
Contains Nos. 6, 7, 8, 9, 10, 11, and 12 color-coded nut­
drivers. List 
127 - Regular Polished-Plated Finish ________________________ $ 9.95 
127C - Deluxe Nickel-Chrome Finish ___________________________ 11.05 

No. 147 BENCH STAND (Hollow Shaft) 
Contains Nos. HS8, HS9, HSlO, HS11, HSI2, HSI4, and HS16 
hollow shaft, color-coded nutdrivers. List 
147 - Regular Polished-Plated Finish _______________________ $12.45 
147C - Deluxe Nickel-Chrome Finish ____________________________ 13.45 

127 

17 

147 
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SECTION 5400 

QUALITY PROFESSIONAL TOOLS 

SERVICE KITS., 
Available in three standard selections. Regular handle accommodates 
all blades, single-end and reversible. Junior· and Stubby handles can 
be used only with single-end blades. Extension shaft fits all 3 handles. 

No. 99SM SERVICE MASTER 

Contains 52CG long nose cushion grip plier, 55CG 5" diagonal cushion 
grip plier, 99-3 handle (Stubby) with three nutdrivers (1fiI", ~[, %"), 
46C adjustable wrench, 99-1 handle (Regular) with nine interchangeable 
nutdrivers (99-6 thru 99-16), one Phillips and two slotted screwdrivers, 
99-XlO extension shaft, and two chrome-plated reamers. 

99 SM _________________________________________________________________________________ List $38.15 
99 SMK, Kit only _______________________________________________________________ List 3.20 

No. 99 PR ROLL KIT 

Contains nine nutdrivers (99-6 thru 99-16), 99-81 (Slotted) and 99-82 
(Phillips) reversible screwdriver blades, 99-1 handle (Regular). 
99 PR _______________________________________________________________________ List $14.45 
99 K, Kit only _________________________________________________________________ List 1.60 

No. 99 JR ROLL KIT 

Contains seven nutdrivers (99-6 thru 99-12) four screwdriver blades 
~9-811 and 99-812 (slotted), and 99-821 and 99-822 (Phillips), 99-2 
handle (Junior). 
99 JR _____________________________________________________________________________ List $12.50 
99 KJR, Kit .only _______ : _______________ . _______________________________________ List 1.60 

No. 110 DISTRIBUTOR TOOL 

A 2-in-l tool speeds adjustment and 
replacement of Delco distributor points 
(Chevrolet, etc.). Nutdriver end turns 

%" hex nut on lead wire from coil. 

Pronged end engages slot in circular 
put to release or adjust the points. 

Shockproof, breakproof, plastic (ULl 
handle. Convenient pocket clip. 

list $1.65 

SERIES 99 BLADES AND HANDLES 

. list 99-1 Handle (Regu lar) ____________________________________________________________________ $1.15 

a~) 
99-2 Handle (Junior) ______________________________________________________________________ 1.00 

a~) 
99-3 Handle (Stubby) __________________________________________________________________ .90 

e=G Q 
Nutdriver Blades: 99-6 G~i'), 99-7 (~{'), 99-8 (1fiI"), 99-9 C%{), 

99·10 (;{/'), 99-11 ('J.Y'), 99-12 (%") ________________________________ .90 
99-14 (K/'), 99-16 (W') _________________________________________________________ 1.20 

I.. E s:a. 
99-81 Slotted Screwdriver Reversible Blade (3{/' & %2"L---------- 1.50 

c::::t @ #> 

99-82 Phillips Screwdriver Reversible Blade (# 1 & #2L _________ 1.50 
99-83 Reed & Prince Screwdriver Reversible Blade {K/' & %{') 1.50 

az 3 
99-84 Clutch "G" Screwdriver Reversible Blade. {K6" & ~[L _____ 1.50 

_c:3 
Slotted Screwdriver Blades: 99-811 (3{/'), 99-812 1%2"L.-------- .90 

Phillips Screwdriver Blades: 99-821 (# ll, 99-822 (#2L_______ .90 

.. ===e 
Reamers: 99-38 (Va"-%") ____________________________________________ ----------____________ 2.20 

99-39 (1fiI" oW') ________________________________________________________ ,-------- 2.75 

99-XI0 Extension -Shaft. Adds 7" reach to single-end blades ________ 1.45 

ce-=a; 
Stubby Nutdriver Blades: 99-S8, 99-S10, 99-S12 ____________________________ .80 

No. 112 CARBURETOR AND DISTRIBUTOR TOOL 

Flexible, 2-way tool speeds motor tune­
ups. Hooded screwdriver bit permits 
quick "hairline" adjustment of car­

buretor idle. Allen bit quickly adjusts 
Delco Remy distributors.Plastic-cov­
ered shaft snakes into hard-to-reach 
areas. Positive, no-lag action. Shock­

proof, breakproof, plastic (ULl handle. 

Length including bits, 14%". 
list $3.95 

SUBJECT TO CHANGE WITHOUT NOTICE • TRADE DISCOUNT APPLIES TO LIST PRICES ONLY 
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SECTION 5400 

QUALITY PROFESSIONAL TOOLS 

PLIERS 

Precision-machined forged alloy steel. Perfectly 
aligned jaws. Hand-honed, mated cutting 
edges. Box joints provided where "double­

strength" is important. Polished heads. 

List 
59 -CHAIN NOSE ElECTRICIANS PLiER (8") ____________________________ $3.80 

59CG-Cushion Grip ______________________________________________________________ 4.30 
75C -COMBINATION SLIP JOINT PLiER (5")-Chrome-Plated..._____ 1.62 
76C -COMBINATION SLIP JOINT PLiER (S")-Chrome-Plated...___ 1.62 

76S-Satin Finish _____________________________________________________________ .94 
78C -COMBINATION SLIP JOINT PLiER (8")-Chrome-Plated..._____ 2.16 
54 -DIAGONAL PLiER (Midget 4"), Box Joint ____________________________ 3.58 

54CG-Cushion Grip _______________________________________________________ 4.02 
55 -DIAGONAL PLiER (5") _____________________________________________________ 3.34 

55CG-Cushion Grip ________________________________________________________ 3.78 
66 -DIAGONAL PLiER (S") _______________________________________________________ 3.86 

66CG-Cushion Grip _________________________________________________________ 4.30 
67 -DIAGONAL PLiER (7") ____________________________________________________ 3.96 

67CG-Cushion Grip _______________________________________________________ 4.66 
41 -LONG NOSE PLiER (Midget 4"), Box Joint, 

Without Side Cutters ______________________________________________________ 3.20 
41CG-Cushion Grip _____________________________________________________________ 3.64 

52 -LONG NOSE PLiER (S") Without Side Cutters _______________ 2.98 
52CG-Cushion Grip ______________________________________________________________ 3.42 

51 -LONG NOSE PLiER (S") With Side Cutters _______________________ 3.84 
51 CG-Cushion Grip _____________________________________________________________ 4.30 

SEIZER 
Outreaches, outholds needle nose pliers. 
Clamps tightly. Holds wires for soldering, 
retrieves small parts from hard-to-reach 
places. It's a heat sink. Two-position snap­
lock. Stainless steel, box-joint construction. 
6" length. Precision machined and tempered. 

42H Straight Nose __________________________ List $5.70 
43H Curved Nose ______________________________ List 5.90 

ADJUSTABLE WRENCHES. 

Thin-pattern permits access to close-quarter 
work. Chrome-plated forged alloy steel. 
Polished heads. 

No. Size List 
44C ___________________________ 4" ______________________ $2.88 
46C ___________________________ 6·"_______________________ 2.88 
48C ____________________________ 8"_____________________ 3.30 
40-10C ________________________ 10"_____________________ 4.20 
40-12C ______________________ 12"________________________ 6.20 

List 
56 -NEEDLE NOSE PLiER (S") __________________________________________________ $3.52 

56CG-Cushion Grip ______________________________________________________________ 3.96 
58 -RADIO AND TV PLiER (S") ___________________________________________________ 4.40 

58CG-Cushion Grip __________________________________________________________ 4.82 
40 -SIDE CUTTING PLiER (Midget 4") ________________________________________ 3.10 

40CG-Cushion Grip ____________________________________________________________ 3.46 
60 -SIDE CUTTING PLIER (6") ___________________________________________________ 3.58 

60CG-Cushion Grip ___________________________________________________________ 4.02 
68 -SIDE CUTTING PLiER (8") ______________________________________________________ 4.30 

68CG-Cushion Grip __________________________________________________________ 4.86 
62 -TRANSVERSE CUTTING PLiER (6") ________________________________ 4.38 

62CG-Cushion Grip ____________________________________________________________ 4.84 
53 -UTILITY PLiER (6"), Forged Rib-Lock __________________________________ 2.54 

53CG-Cushion Grip ______________________________________________________________ 2.96 
53BX -UTILITY PLiER (7"), Thin Pattern, 

Double-Strong Box Joint _____________________________________________________ 2.75 
63 -UTILITY PLiER (10"), Forged Rib-Lock ________________________________ 3.36 

63CG-Cushion Grip ___________________________________________________________ 4.32 
63BX -UTILITY PLiER (10"), Thin Pattern, 

Double-Strong Box Joint ______________________________________________________ 3.50 

No. K22 
ELECTRICIAN'S KNIFE 

Two blades. One is 
combination insulation-
scraper and screwdriver. 
Has positive lock when 
open _______________ List $3.35 

No. 150 TOOL HOLST~R 

Has tape holder, knife 
clip, and 5 tool pockets. 
Durably made of pliable 
saddle leather with nat­
ural cowhide finish. Fea­
tures comfortable hip-
contoured back, hot-
waxed stitching, and 
brass rivets ____ List $5.25 

XCELITE, INC •• ORCHARD PARK, N. Y., U. s. A. 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire about latest prices and delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown • 

• 

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 5400 

x-acto "Refill-Blade" KNIVES No. 83 Deluxe Knife Chest: Nos. I, 2, & 6 Knives plus 
18 asst'd Blades in wood chest.. .................................... $6.00 

Always Sharp ... Safe To Use! Wherever a Sharp Knife is Used No. 82 Knife Chest: Nos. I, 2, & 5 Knives plus 9 asst'd 
Blades in wood chest.. .......... _ .................................................... $4.50 

• Famous .X-acto "Interchangeable 
Blade" Knife Feature! Just "twist 
the chuck" and insert new blade. 

• Versatility! X-acto knife handles 
accommodate more than 28 differ-

ent styles of Blades, Gouges, Rout­
ers and Punches. 

• So Safe! Fingers are never near 
the cutting edge. 

No. 81 Knife Set: Nos. I, 2, & 5 Knives plus 10 asst'd 
Blades in plastiC case ..................................... _ ....................... $3.75 
No. 62 Knife Set: Nos. 1 & 2 Knives plus 10 asst'd 
Blades in plastic case .............................................................. $2.75 

NO. 83 
No. 52: No.2 Knife plus 5 asst'd Blades _ ................. $1.35 
No. 51: No. 1 Knife plus 5 asst'd Blades .......... $1.20 

ii!iilitl4;;'¥!4iiUii$i;WiWIIIPtt 
No.1 Knife 

No. 1-G Knife 

No. && Pocket Knife 

NO.2 Knile 
T 'IIr; . F t ''';';;Wi\'maf 

No.1 KNIFE-Aluminum Handle. For Light to Medium work with #11 Blade .............. 60c 
No. 1-G KNIFE (Pal.)-Aluminum Construction. Ideal for depth gauge cutting. For 

No. No.4 Stencil Knife 
No. 3-ST PENKNIFE-For Light to Medium work. With #10 Blade ......................... _ ....... $l.00 

Light to Medium work. With ,#11 Blade .................................................................................... _ ........ $l.20 
NO.2 KNIFE-Aluminum Handle. For Medium to Heavy Work. With #22 Blade ............ 75c 

No.4 STENCil KNIFE-Metal Handle with detachable blade ................................................. 30c 
No.5 KNIFE-Plastic Handle, metal blade lock. With #19 Blade .................................... $1.20 

No. 2-G KNIFE (Pal.)-Same as #1-G Knife except Knife is for medium to heavy work. 
With #22 Blade ............................ _ .................. _ ..................................... _ ..................................... _ ............ $1.50 

No.6 KNIFE-For Heavy Work. With ,#24 Blade .............................................................. _ ......... $1.80 
No.8 UTILITY KNIFE-Steel Handle, reversible blade. With #8 Blade....... ..29c 

(Pat. No. 2,766,646) 

The "third hand" for small assemblies. 
Serves as a Heat Sink, Plier, Vise, 
Stripper, Crimper. Tweezer, WrenCh. 
No. 800 ................... $3.50 

loyal Swedish 
PLIERS 

Tempered Swedish Steel. Box­
Joint assures perfect jaw al ign­
ment. Scientifically hardened 
and tempered in all three key 
areas (1) Jaws, (2) Box Joint, 
(3) Handles. Also available with 
non-slip insulated handles. 

No. 66 POCKET KNIFE-Push button operation. With #122 Blade......................... 59c 

RETRIEVER CLAMPS 
Multi-purpose tools 
with scores of uses 
in soldering, Wiring 
& small parts assem­
bly. Made of Swedish 
Steel. Box Lock as­
sures perfect align­
ment. 
5'/2" Length 
No. 8111-5 . __ ....... $5.75 

Straight Nose 
No. 810-C ............ $5.90 

Curved Nose 
6'A" Length 
No. 813-5 ............ $6.75 

Straight Nose 
No. B13-C ............ $6.90 

Curved Nose 

SWISS NEEDLE 
FILES 

No. 60S-Swiss Needle File 
Set: Complete Set of 12 
assorted styles _ ............ $3.95 

JEWELER'S 
SCREW DRIVERS 

No. 70-Screw Driver Set: 
Aluminum handle with posi­
tive locking chuck. and 5 
assorted "interchangeable" 
steel blades .................... $1.75 

HAND DRILLS - PIN VISES 

All-Aluminum handles with swivel knobs. 
Precision-tooled English Model Chucks. 
No. 10 ... _ ...................................................... _ ....... $1.25 

(for #80 to #f>0 dri II bits) 
No. 2D ................................................................ $1.25 

(for #63 to #50 drill bits) 
No. 3D ............... _ ................................................. $1.50 

(for #53 to ,#44 drill bits) 
No. 210 ............... _ .............................................. $1.00 

(with double end chuck) 
No. 1230 ............... _ ............................................ $3.00 

No. 54E-Long nose, side cut- (PreciSion chuck set for drill bits #44 
ting. Length 40/0" .................... $4.00 to #80 and Pin Vise with interchange-
No. 55E-Diagonal cutting. Lgth able Standard Handle.) 
4W' ............................................... $3.50 DRILL CHUCK ADAPTERS 
No. 555-5" Length ............ $5.00 
No. 56E-Flat nose. Length 4%". Precision-tooled English Models (lW' long). 

$3.25 Fit standard hand drills, power drills and 
No. 57E - Snipe-nose. Length lathes. 
4¥o" ............ _ .................................. $3.25 No. 22A .. _ ................................ __ .......... _ ............... 75c 
No. 58E - Combination nose. (for #80 to #f>0 drill bits) 
Length 4%" .................................. $3.25 No. 22B ._ .................................................... __ ...... 75c 
No. 59E - Long-nose. Length (for #63 to #50 dri II bits) 

4:j!4" ...... -....................... $3.50 No. 22C .................................... _ ................. _ ........... 75c 
No. 596-6" Length ....... $4.50 (for #53 to #44 drill bits) 

Write for complete catalog of X-acto .Precision Hand Tools 

m 
RAZOR SAWS 

No. 53-Razor Saw Set: NO.5 Handle with 
#34 and ,#35 Razor Saw Blades ............ $P5 
No. 34-:j!0" Razor Saw Blade .. _ .................... 40c 
No. 35- I" Razor Saw B lade ........................ 45c 

SCRAPERS and PROBES 
No. 63-Scraper Set: 2 handles, & asst'd 
scraper points, 2 straight edge cutting 
blades in p lasti c case .................................. $2.75 
(Scraper points and handles also available 
separately) 

TWEEZERS 

& 

No. 36E-,Plain Pointed (4%" long) ............ 50c 
No. 37E-Cross-action, self locking, po'nted 

(4¥0" long) ........................................................ 65c 
No. 38E-Cross-action, self locking, blunt 

(6'/2" long) ........................ _ ............................ .70c 
(Other specialized tweezers also avai lable) 

HEAT SINKS 

·~U,.",.... 
(also ideal for use as cross-action clamp 

and tweezer) 
No. 349 ................................................ 6Oc card of 3 

3l/t" long all-aluminum 

~ HANDICRAFT TOOLS In.c. Division of X-ACTO, Inc Long Island City 1, N Y. 

\:.[!;) Nearly a Half-Century experience in precision manufacturing 
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SECTION 5600 

• MINNEAPOLIS, MINNESOTA 

A Division of Magnetic Controls Company 

POWER TRANSFORMERS FOR MILITARY AND INDUSTRIAL APPLICATIONS 
Reliability, minimum size and long life under rugged environ­
mental conditions are prime requisites in today's military 
electronic equipment. To meet these modern standards, A.DC 
offers a complete line of hermetically sealed power trans­
formers. Designed to meet MIL-T -27 A specifications and 
utilizing MIL cases and mounting dimensions, these units 
offer our customers a ready source for prototype and produc-

POWER TRANSFORMERS-60 Cycle 
ADC offers these standard power transformer designs to cover 
a wide range of requirements for electronic circuit application. 
They are available in standard MIL case sizes, hermetically 
sealed to meet all requirements of MIL-T -27 A, 
Grade 4, Class R, life expectancy X. Maximum 
operating altitude is 10,000 feet. 
The same electrical ratings are also avail-
able as commercial grade fully enclosed 
units for non-military applications in the 
same MIL case sizes. This version is fur­
nished with a phenolic terminal board and 
heavy duty solder lug terminals. Mounting 
screws and tapped inserts provide the same 
mounting centers as MIL-T -27 A versions. 

COMBINATION PLATE AND FILAMENT 
TRANSFORMERS PRIMARY: 10.5/11.5/12.5 v., .50·60 CPS 

Catalog No. Plate Winding 
Com- Filament 

mercial Hermetic DC DC Windings MIL 
Case Seal AC Volts Ma Volts Volts/Amps Case 

522A 523A 250-0-250 C Input 20 300 6.3 CT/5 2 FA 
522B 523B 300-0-300 C Input 60 310 5 2 HA 

6.3 CT 2 
522C 523C 350-0-350 C Input IlO 355 5 2 JA 

L Input 265 6.3 CT 4 
522D 523D 375-0-375 C Input 150 380 5 3 .LA 

L Input 280 6.3 CT 5 
522E 523E 385-0-385 C Input 200 360 5 3 

L Input 280 6.3 CT 5 
6.3 CT 2 MA 

522F 523F 500-0-500 L Input 300 400 6.3/5 6 
6.3CT 6 NA 

FILAMENT TRANSFORMERS PRIMARY: 
10.5/115/125 V., .50-60 CPS 

Catalog No. 
Com-

mercial Hermetic Sec. Sec. Insulation MIL 
Case Seal Volts Amps. Volts RMS Case 
522FA 523FA 2.5CT 5.5 3,500 FA 
522FB 523FB 2.5CT 10.0 7,500 GA 
522FC 523FC 2.5CT 15.0 10,000 JA 
522FD 523FD 5.0 CT 4 3,500 GA 
522FE 523FE 5.0CT 10 5,000 HA 
522FF .523FF 5.0CT 20 10,000 MA 
522FG 523FG 6.3 CT 3.0 2,500 FA 
522FH 523FH 6.3CT 5.5 2,500 GA 

POWER TRANSFORMERS-400 Cycle . . 
These items are especially designed for maximum performance in 
380 to 1500 CPS applications, with maximum altitude ratings 
of 50,000 feet. They are hermetically sealed to meet all require­
ments of MIL-T -27 A, Grade 4, Class R. Standard MIL case 
sizes and construction are used. 

COMBINATION PLATE AND 
FILAMENT TRANSFORMERS PRIMARY: 11.5 V., 380-1.500 CPS 

Catalog No. Filament Windings 
Com-

mercial Hermetic Plate Winding MIL 
Case Seal AC Volts DCMa Volts / Amps Case 
512A 513A 240-0-240 C Input 20 6.3 CT 1.5 AI 
512B 513B 250-0-250 C Input 40 6.3 CT 2.5 EA 
512C 513C 300-0-300 C Input 80 6.3 CT 5 GA 

6.3/5V 2 
512D 513D 350-0-350 C Input 150 6.3 CT 4 HA. 

6.3/5V 3 
512E 513E 450-0-450 C Input 200 6.3 CT 8 JA 

6.3/5V 3 

:tionapplications. All military contractors and commercial 
electronic engineers with stringent environmental conditions 
will find these carefully rated units ideally suited. For those 
applications where hermetic sealing is not necessary, we offer 
the conservative transformer designs of our hermetically sealed 
line, in drawn steel cases of MIL size and mounting dimen­
sions with phenolic terminal plates and solder lug terminals. 

PRIMARY: FILAMENT TRANSFORMERS 
11.5 V., 380-1500 CPS 

Catalog No. 
Com-

mercial Hermetic Sec. Sec. Insulation 
Case Seal Volts Amps Volts RMS 

512FA 513FA 6.3CT 1,500 
512FB 513FB 6.3 CT 3 1,500 
512FC 513FC 6.3 CT 5.5 2,500 
512FD 513FD 6.3 CT 10 2,500 
512FE 513FE 6.3CT 20 2,500 
512FF 513FF 26 CT 1 2,500 
512FG 513FG 26 CT 3 2,500 

MILITARY STANDARD TRANSFORMERS 
These Military Standard transformers have 
been specified by ASESA and are established 
by the three Military Services and the trans­
former industry as standards for Military 
transformer applications. Each item is avail­
able as either Grade 1 or Grade 4 (rugged­
ized) as requested. Tests have been conducted 
in ADC's environmental laboratory which 

MIL 
Case 

AH 
AJ 
EA 
FA 
GA 
EA 
FA 

indicate that these units will meet the requirements of MIL­
T -27 A, Grade 4, Class R operating temperature; life expect­
ancy X 10,000 hours minimum). 

MILITARY STANDARD POWER 
TRANSFORMERS 

Military Catalog 
Part No. No. 

Type 
Designation 

Sec #2 Sec. #3 
Secondary #1 DC Volts/ Volts/ 
AC Volts DC Ma Volts Amps Amps 

200-100-0-
MS-90026 521A TF 4RX 03HAOO1 100-200 70 140 6.3/5 2 6.33· 

MS-90027 521B T~' 4RX 03JB002 325-0-325 70 250 6.3/5 2 6.34 

MS-90028 521C TF 4RX 03KBOO6 325-0-325 150 240 6.3 
MS-90029 521D TF 4RX 03LBOO3 400-0-400 175 290 5 

MS-90030 521E TF 4RX 03MBOO4 450-0-450 250 320 5 

MS-90031 521F TF 4RX 02KBOO1 350-0-350 250 250 

MS-90032 521G TF 4RX 02LBOO2 550-0-550 250 400 

MS-90036 521H TF 4RX 02NB003 800-0-800 250 575 

NOTE: 1. Primaries 105/115/125V .• 54-66 CPS. 
2. Secondary #1 DC voltage based upon Inductive Input filter. 

3. Max. operating altitude 10.000 ft. 
4. The .. Items ar.e also available as Grade 1 components. 

MILITARY STANDARD FILAMENT 
TRANSFORMERS 

. Military Catalog Type 
Part No. No. Designation 

MS-90016 521M TF 4RX OlEB002 
MS-90017 521N TF 4RX 01GB003 
MS-90018 521P TF 4RX 01FB004 
MS-90019 521Q TF 4RX 01HB005 
MS-90020 521R TF 4RX 01FB006 
MS-90021 5218 TF 4RX 01GB007 
MS-90022 521T TF 4RX 01JB008 
MSc90023 521U TF 4RX 01KB009 
MS-90024 521V TF 4RX OlJB012 
MS-90025 521W TF 4RX 01KB013 

Secondary 
Volts Amps 

2.5 3.0 
2.5 10 
5:0 3.0 
5.0 10 
6.3 2.0 
6.3 5.0 
6.3 10 
6.3 20 
2.5 10 
5.0 10 

NOTE: 1. Primaries 105/115/125 V., 54-66 CPS. 
2. Max. operating altitude 10,000 ft. 

5 5 3 

3 6.3 8 
3 6.3 8 

Insulation 
Volts RMS 

2500 
2500 
2500 
2500 
2500 
2500 
2500 
2500 

10000 
10000 

3. These itenis are also available as Grade 1 components. 
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SECTION 5600 

PRODUCTS • MINNEAPOLIS, MINNESOTA 

A Division of Magnetic Controls Company 

INDUCTORS FOR MILITARY AND INDUSTRIAL APPLICATIONS 
ADC's line of inductors are circuit running mates to ADC's 
power transformers. They are available hermetically sealed, 
to meet MIL-T-27 A requirements Grade 4, Class R, life ex-
pectancy X. For commercial applications, where hermetic 

FOR 50-60 CYCLE POWER SUPPLIES 
Catalog No. Induct- DC 

Com- ance DC Resist- Insulation 
mercial Hermetic Hen- Current ance Volts MIL 

Case Seal ries MA Ohms RMS Case 
422A 423A 15 20 700 1000 AI 
422B 423B 20 40 475 2500 EB 
422C 423C 15 60 230 2500 FA 
422D 423D 12 80 175 2500 FA 
422E 423E 10 no 175 2500 GA 

• 422F 423F 8 150 100 2500 HA 
422G 423G 8 200 85 2500 IA 
422H 423H 8 250 85 2500 KB 
422J 423J 8 325 55 2500 LA 
422K 423K 4 500 30 2500 LA 
422L 423L 5/25 250/25 160 2500 KB 
422M 423M 5/25 325/30 llO 2500 LA 

FOR 380-1500 CYCLE POWER SUPPLIES 
Catalog No. Induct- DC 

Com- ance DC Resist- Insulation 
mercial Hermetic Hen- Current ance Volts MIL 
Case .$eal ries Ma Ohms RMS Case 

422V 423V 2.5 50 175 2500 AH 
422W 423W 5 50 350 2500 AJ 
422X 423X 2 80 250 2500 AJ 
422Y 423Y 2 150 100 2500 EB 
422Z 423Z 2 200 100 2500 EA 

ADC TOROIDS 
These toroids are readily available in the standard induct­
ance ratings and sizes shown below. Typical characteristics 
are shown in the curves for each style of core. High induct­
ance values will show an apparent decrease in Q at higher 
frequencies due to distributed capacitance. 
These are hermetically seaied to meet Military specifications 
in the drawn steel cases shown. 

Available on 2A68 core: DCR-2oo ohms/hy. 
Max DC (ma) for 5% drop in L (mh). Avail­
able In .005 to 5.0 hy. 

Available on 2A32 core: DCR-430 ohms/hy. 
'Max DC (rna) for 5% drop In L (mh). Avail­
able In .002 to 1.0 hy. 

Available on 2A14 core: DCR-1000 ohms/hy. 
Max DC (rna) for 5% drop In L (mh). Avail­
able In .001 to .5 hy. 

Available on 4A157 core: DCR-100 ohms/ 
hy. Max DC (rna) for 5% drop In L (mh). 
Available In .005 to 15 hy. 

Available on 4A75 core: DCR-220 ohm/hy. 
Max DC (rna) for 5% drop In L (mh). Avail­
able In .005 to 5 hy. 

400 

Vr:-
570 

Vr:-
850 

"\/r:-
570 

Vr:-
790 

V-r:-

sealing is not necessary, these same ratings are available in 
MIL cases and mounting dimensions, but with phenolic 
terminal board and solder lug terminals. 

MILITARY STANDARD INDUCTORS (power) 

These Military Standard inductors have been 
specified by ASESA and are established by the 
three military services and the transformer indus­
try as standards for military inductor applica­
tions. They are hermetically sealed to meet all 
MIL-T-27A requirements Grade 1, Class R, life 
expectancy X. 

MIlI­
tary 
Part 
No. 

MS90009 

MS9OO10 

MS90011 

MS90013 

MS9OO14 

MS90037 

MS75000 

MS75001 

MS75002 

MS75OO6 

Catalog 
No. 

421A 

421B 

421C 

421D 

421E 

421F 

421G 

42J;H 

421J 

421K 

Type 
Designation 

TF 1RX 04FA001 

TF lRX 04GA002 

TF 1RX 04HAOoa 

TF 1RX 04HA005 

TF 1RX 04JB006 

TF 1RX 04KA007 

TF 1RX 04LA009 

TF 1RX 04MA010 

TF 1RX 04NA012 

TF 1RX 04YY013 

Inductance 
Par­
allel series 

16 hy 
.08 a 
25 hy 
.08 a 

4 hy 
.16 a 
6.25 hy 
.16 a 

40 hy 10 hy 
.08 a .16 a 
16 hy 4 hy 
.125 a .25 a 
25 hy 
.125 a 
40hy 
.125 a 
16 hy 
.20a 
25 hy 
.20 a 
16 hy 
.315 a 
25 hy 
.315 a 

6.25 hy 
.25 a 
10 hy 
.25 a 
4 hy 
.40 a 
6.25 hy 
.40 a 
4 hy 
.63 a 
6.25 hy 
.63 a 

DC 
ReSistance 

Ohms 
1-2 295 
3-4 350 
1-2 300 
3-4 370 
1-2 450 
3-4 570 
1-2 145 
3-4 185 
1-2 
3-4 
1-2 
3-4 
1-2 
3-4 
1-2 
3-4 
1-2 
3-4 
1-2 
3-4 

225 
235 
240 
295 

80 
100 

90 
120 
.45 
60 
70 
80 

Insula­
tion 

Volts 
RMS 
2400 

2400 

2400 

3800 

3800 

5900 

5900 

5900 

5900 

5900 

TABLE OF STOCKED INDUCTANCE VALUES (±1%) IN HENRIES 

Inductance 
(henries) 2A68 

.0010 

.0015 
.0022 
.0033 
.0047 
.0068 419AL 
.010 419AN 
.015 419AQ 
.022 419AS 
.036 419AU 
.047 419AW 
.068 419AY 
.10 419~A 
.15 419BC 
.22 419BE 
.33 419BG 
.47 419BJ 
.68 419BL 

1.0 419BN 
1.5 419BQ 
2.2 419BS 
3.3 419BU 
4.7 419BW 
6.8 

2A32 

419CE 
419CG 
419CJ 
419CL 
419CN 
419CQ 
419CS 
419CU 
419CW 
419CY 
419DA 
419DC 
419DE 
419DG 
419DJ 
419DL 

Core Types 
2A14 4A157 4A75 

419EA 
419EC 
419EE 
419EG 
419EJ 
419EL 419GL 419KL 
419EN 419GN 419KN 
419EQ 419GQ 419KQ 
419ES 419GS 419KS 
419EU 419GU 419KU 
419EW 419GW 419KW 
419EY 419GY 419KY 
419FA 419HA 419LA 
419FC 419HC 419LC 
419FE 419HE 419LE 
411lFG 419HG 419LG 
419FJ 419HJ 419LJ 

419HL 419LL 
419HN 419LN 
419HQ 419LQ 
419HS 419LS 
419HU 419LU 
419HW 419LW 
419HY 

30.0 r---,--r--,-,,---,--,--,-,-r--,....------------""T-------------, 

2 4 

© UCP., Inc .. 

6 8 10 20 4.0 6.0 80 1.00 200 
Frequency' ~ K C 

Case for 2A 
Series Cores! 

[I] 
~-11/4"- -1 \ 

(2) 4·40 x o/s" ~ 

See Page 1330 for ADC Prices 

Case for 4A 

'lrI6" dia. 
Cutout 

The MASTER - 26th Edition • Page 1325 



SECTION 5600 .1 

• MINNEAPOLIS, MINNESOTA 

A Division of Magnetic Controls Company 

AUDIO TRANSFORMERS FOR MILITARY AND COMMERCIAL APPLICATIONS 

"BLUE CHIP" TRANSiStOR TRANSFORMERS for Printed Circuit Applications 

Five different sizes, from .08 to 1.2 cubic inches with a total 
of 64 new ratings are listed below to indicate the available 
power levels for both voice frequency range and extended 
frequency operation. These ratings take into account not only 
power handling capacities at minimum frequencies, but also 
total harmonic distortion under stated conditions. Within the 

J.-

PIN LAYOUT 

'" T 
~ Q.5 , , , . ..1.. 
-1.151'-

Pin Diameter: .020" 
Pin Length: %," 
Weight: 0.15 oz. 

PIN LAYOUT 

, '.' T 
~C>.4 , • • ..1... 
-010.21'-

-\ 
+.015 Pin Diameter: .030" 

\..-""',. b~ - 0 Pin Length: 'h" 
\ :J Weight: 0.4 oz. 

RESPONSE: ±1 DB 60 to.50.000 CPS. 
DISTORTION: 10% at 10 MW, 60 to 50,000 CPS, or 
10% at 150 MW. 200 to 50.000 CPS. 

PIN LAYOUT 

Pin Piameter: .030" 
Pin Length: :!h" 
Weight: 0.9 oz. 

RESPONSE: ±1 DB 60 to 30,000 CPS. 
DISTORTION,'l.5% at 20 MW. 60 to 30.000 CPS. or 10% 
at 500 MW. 200 to 30,000 CPS. except as noted. 

-\ 
f>1~ 

. ~ \ \$lEl =-\ 

PIN 
LAYOUT 

••• @T 
<AB> 0.0 

@ ••• -.L 
-1""\-0 

Pin Diameter: .040" 
Pin Length: l!2" 
Weight: 1.5 oz. 
Mounting: 2-4x40 
inserts, O.6"xO.8" 

RESPONSE: ± 1 DB 50 to 10.000 CPS. 
DISTORTION: 1.5% at 60 MW, 60 to 10.000 CPS, or 
10%.at 3.5 W. 200 to 10.000 CPS, except as noted, 

"\ 
\$l~ 

T.015 
- 0 

~~'.09=-\ 

PIN 
LAYOUT 

Pin Diameter: .040" 
Pin Length: 'h" 
Weight: 2.5 oz. 
Mounting: '2-4x40 
inserts, O.8"xO.8" 

RESPONSE: ±1 DB 30 to 10,000 CPS. 
DISTORTION: 1% at 250 MW, 60 to 10.000 CPS,or 10% 
at 10 W. 200 to 10.000 CPS, except as noted. 

Catalog 
Number 

324-6A 
324-6B 
124-6C 
324-6D 
324-6E 
224-6F 
324-6G 
324-6H 
224-6} 
124-6K 
324-6L 
3!4,-6M 

324-5A 
324-5B 
124-5C 
324-5D 
324-5E 
224-5F 
324-5G 
324-5H 
224-5} 
124-5K 
324-5L 
324-5M 

, . ~ 
324-4A 
324-4B 
l24-4C 
324-4D 
324-4E 
324-4F 
224-4G 
324-4H 
324-4} 
324-4K 
224-4L 
124-4M 
324-4N 
324-4P 
324-4Q 
224-4R 

324-3A 
324-3B 
324-3C 
324-3D 
324-3E 
324-3F 
224-3G 
124-3H 
324-3} 
324-3K 
324-3L 
224-3M 

124-2A 
324-2B 
324-2C 
324-2D 
324-2E 
324-2F 
224-2G 
124-2H 
324-2} 
324-2K 
324-2L 
224-2M 

limits shown on the rating charts, variations in both power and 
distortion levels are possible depending upon the minimum 
operating frequency. 

These units are designed and built to meet MIL-T -27 A Grade 
5, Class S requirements. 

Primary Secondary Primary-Secondary Max. DC in 
Impedancll-Ohms Impedance-Ohms DC Resistance-Ohms Primary-MAo 

* 100K-CT 1000-CT 3000 70 0 
25K-CT 1000-CT 2800 120 0 
10K-CT IOK-CT 1100 1200 1 
IOK-CT 1500-CT HOO 180 1 
10K-CT 600-CT HOO 75 1 

4000-CT 10K-CT 440 1200 1.5 
1000-CT· 600-CT 110 75 3 
1000-CT 4 HO 0.5 3 
600-CT 25K-CT 65 3000 4 
600-CT 600-CT 65 75 4 
600-CT flO 65 7 4 
600-CT 4 65 0.5 4 

*Max. power level: 0.35 mw at 60 cps; 10 mw at 300 cps. 

100K-CT 1000-CT 11000 120 0 
25K-CT 1000-CT 2800 120 0 
IOK-CT iOK-CT HOO 1200 1 
10K-CT 1500-CT HOO 180 1 
10K-CT 600-CT HOO 75 1 

4000-CT 1O:({-CT 440 1200 1.5 
1000-CT 600-CT 110 75 3 
1000-CT 4 110 0.5 3 
600-CT 25K-CT 65 3000 4 
600-CT 600-CT 65 75 4 
600-CT 60 65 7 4 
600-CT 4 65 0.5 4 

* 100K-CT 1000-CT 11000 120 0 
25K-CT 1000-CT 2800 120 0 
10K-CT lOK-CT 1100 1200 1 
10K-CT 1500-CT 1100 180 1 
10K-CT 600-CT 1100 75 1 
IOK-CT 4 1100 0.5 1 

4000-CT 10K-CT 440 1200 1.5 
1500-CT 15 ' 165 2 2.5 
1000-CT 600-CT 110 75 3 
1000-CT 4 110 0.5 3 
600-CT 25K-CT 65 3000 4 
600-CT 600-CT 65 75 4 
600-CT 60 65 7 4 
BOO-CT 15 65 2 4 
600-CT 4 65 0.5 4 
250 600-CT 30 75 ' 7 

*Max. power level: 150 mw. 

IOK-CT 10K-CT 800 1100 1 
lOK-CT 600-CT 800 65 1 
lOK-CT 4 800 0.5 1 

1500-CT 15 120 2 2.5 
1000-CT BOO-CT 80 65 3 
1000-CT 4 80 0.5 3 

* 600-CT 25K-CT 50 2800 4 
600-CT 600-CT 50 65 4 
600-CT 60 50 7 4 
600-CT 15 50 2 4 
600-CT 4 50 0.5 4 

250 600-CT 20 65 7 

*Max. power level: 2.5 w. 

* 10K-CT 10K-CT 700 900 1 
* 10K-CT 600-CT 700 55 1 
* 10K-CT 4 700 0.5 1 

1500-CT 15 105 1.5 2.5 
1000-CT 600-CT 70 55 3 
1000-CT 4 70 0.5 3 

** .600-CT 25K-CT 45 2400 4 
.600-CT 600-CT 45 55 4 
600-CT 60 45 6 4 
600-CT 15 45 1.5 4 
600-CT 4 45 0.5 4 
250 600--:CT 20 55 7 

*Max. power level: 6 w. **Max. power level: 2.5 W. 

t,t 
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SECTION 5600 

PRODUCTS • MINNEAPOLIS, MINNESOTA 

A Division of Magne#c Controls Company 

AUDIO TRANSFORMERS FOR 

ADC offers the following designs to 
cover a wide range of standard audio 
applications, from low power transis­
tors through heavy duty output cir­
cuits. They are conservatively rated at 
±* db from 30 to 15,000 cycles at the 
maximum rated power. Each is de­
signed for minimum insertion loss, is 
fully impregnated before potting and 
rated for dependable continuous duty 
operation. 

MlLiTARY AND COMMERCIAL APPLICATIONS 

OUTPUT TRANSFORMERS Response ±% db, 30-15,000 cps 
(Power Response at Rated Output) 

These audio transformers are available 
in standard MIL cases, hermetically 
sealed to meet all requirements of 
MIL-T-27A. THE SAME RATINGS 
ARE ALSO AVAILABLE AS COM­
MERCIAL GRADE COMPONENTS, 
featuring the lower cost construction 
of a phenolic terminal board with sol­
der lug terminals in the same drawn 
MIL cases. 

INPUT TRANSFORMERS Response ±% db, 30-15,000 cps 

Catalog No. 
Com- Her­

mercial metie 
Case Seal Application 

Pri­
mary 

Imped­
ance 
Rating 
(Ohms) 

Secon­
dary 

Imped­
ance 

Rating Max. 
(Ohms) Level 

Hum 
Reduc- Case 

tion Size 

222A 223A Line to Single or 600' 60,000' + 10 dbm -65 db AJ 
Push Pull Gr!~s. Split 

222B 223B Low Impedance Line 12.5/50/ 80,000 + 10 dbm -65 db AJ 
to Grid. 200 

222C 223C Line and Bridging 
to Single or Push 
Pull Grids. ,-, 

150/600/ 
15,000 

60,000' + 10 dbm -65 db AJ 
Split 

222D 223D High Impedance 
Pickup or Plate to 
Push Pull Grids. 

222E 223E Push Pull Plates to 
Push Pull Grids. 

10,000 
(10MA 
DC) 

20,000' 
Split 

IMPEDANCE TRANSFORMERS 

80,000' + 22 dbm 
Split 

90,000' + 24 dbm 
Split 

Response ±% db, 
30-15,000 cps 

-35 db EA 

-35 db EA 

122A 123A Line to Line 600'/250' 
(l50/62.5) 

600'/250' + 15 dbm -65 db AJ 
(150/62.5) 

122B 123B Bridging and 10,000'/600' 600'/250' + 15 dbm 
Line to Line.' (2500/150) (150/62.5) 

122C 121lC Line to Line 600'/150' 600/150 + 15 dbm 

122D 123D Line to Voice 
Coil 

122E 123E Line to Voice 
Coil 

122F 123F Auto Matching 

122G Hybrid -50 db 
bal. 

(150/37.5) (150/37.5) 

Impedances 
3000/2500/2000/ 
1000/500/250 ohm 
to 16/8/4 

3000/2500/2000/ 
1000/500/250 ohm 
to 16/8/4 

600/500/440/400/ 
333/250/220/140/ 
75/50/43/37/ 
22/16/10/8/ 
6/3/2/1 

600 to 600 (300 
Ohm Amp.) 

+ 40 dbm 
(lOW) 

+45 dbm 
(30W) 

+ 43 dbm 
(20W) 

+10 dbm 

INTERSTAGE TRANSFORMERS Response ±% db, 
30-15,000 cps 

222F 223F Transistor to 500/100CT 200/300CT + 15 dbm 
TJ,"ansistor SpIit2 Spllt2 

(25MA 
DC) 

222G 223G Transistor to l(iOO/250CT 500/200CT + 15 dbm 
Transistor Split' Split' 

(10MA 
DC) 

-65 db AJ 

-65 db AJ 

FA 

JA 

GA 

-35 db EA 

-15 db AJ 

-15 db AJ 

NOTES: 
lBalanced Center Tap 
'Blfilar Wound 

'All bridging transformers have built-In primary 
rests.tors, balanced to 0.1% or better,' making the 
bridgi,ng impedance twice the primary impedance. 

'For smgle grid input, response 15 ±1 db, 30-15,000 
cps. 

Catalog No. 
Com- lHer­

mercial metic 
Case Seal 

Primary Secondary 
lmpedance Impedance 

Rating Rating 
Application (Ohms) (Ohms) 

322A 323A' Plate to Line 15,000 600/250 

Max. 
Level 

Case 
SIze 
EB 

(10 MA DC) (150/62.5)' 
+20 dbm 

(.lW) 
32ZB' 323B' Plate to Voice Coil 5,000 16/8/4 

(40MADC) 
+ 37 dbm 

(5W) 
FA 

322C 323C Push Pull Plates 
to Line 

20,000 CT 600/250 
(l50/62.5), 

+30dbm 
(lW) 

EB 

322D 323D Push pull Plates to 10,000 CT 
Line and Voice Coil 

600 (150)' 
16/8/4 

+40dbm 
(lOW) 

GA 

322E 323E' 

322F 323F' 

322G 322G' 

322H 323H' 

322J 323J' 

322K 323K' 

322L 323L1 

322M 323M' 

322N 323N' 

322P 323P' 

Push Pull Plates to 
Voice Coil4 
Push Pull Plates to 
Voice Coil3 
PUSh Pull Plates to 
Voice Coil' 
Push Pull Plates to 
Voice COil4 
Push Pull Plates to 
Voice C9il4 
Push Pull Plates to 
Voice Coil' 
Push Pull Par 
Plates to Voice Coll 
Push Pull Class A 
TranSistors to Voice 
Coil 

Class A Transistor 
to Voice Coil 
Push Pull Transis­
tors to Voice Coil 

9,000/2,250 
Split' 
10,000 
SpIlt' 
8,000/1,600 
Split' 
5,000/3,000 
Split' 

6,600/1,650 
Split' 
3,5001700 
Split> 
2,500/1,500 
Split' 
48/16/8 
Split' 

16/8/4 

16/8/4 

16/8/4 

16/8/4 

16/8/4 

16/8/4 

16/8/4 

16/8/4 

10 16/8/4 
(1258.. DC) 

48/32 CT 16/8/4 

+40dbm 
(lOW) 

+43 dbm 
(20W) 

+ 42 dbm 
(15W) 

+ 4S dbm 
(20W) 

+ 45 dbm 
(30'W) 

+48 dbm 
(70W) 

+ 49 dbm 
(80W) 

+47 dbm 
(50W) 

GA 

JA 

JB 

JA 

KA 

LA 

MA 

KA 

+ 38 dbm JB 
(7W) 

+40 dbm GA 
(lOW) 

NOTES: 
lThese items are not normally carried in stOCk. 
'''Split'' Indicates 2 separate, symmetrical wind­
ings. Impedances shown are for series connec­
tion. Where impedances are shown in paren­
thesis, they Indicate the impedances resulting 
when windings are connected in parallel. 

3Balanced, for Williamson type circuit operation. 
4Has ppimary taps suitable for Screen loading 
'Power response ±'/2 db, 50-15,000 cps. 

All of these designs are 
available on speCial order 
with output impedances 01 
other values than shown 
above. 

'Response Is ±1 db, 30-15,000 cps. 

MINIATURE AUDIO TRANSFORMERS 
These transformers offer a variety of special design features on 
a catalog basis for particular circuit and chassis applications. 
They are available for plug-in and printed circuit applications 
as well as standard installations. The special cases shown allow 
the maximum of electrical performance for each type as well 

A as variety and flexibility in mechanical arrangement. All 
electrical ratings are shown for continuous duty at full 
specified power levels. 

MINIATURE SERIES 

Cat. 
No. 
108A 

208A 

208B 

208C 

2080 

208E 

Type Application 
Impedance Line to Line 

Input 

Input 

Input 

Line to Single 
Grid 
Line to Push 
Pull Grids 
Low Impedance 
to Grid 

Interstage Plate (0 DC) to 
Push Pull Grids 

Interstage Plate (3MA DC) 
to Push Pull 
Grids 

208F Input Line to Single 
Grid 

208G Interstage TranSistor to 
Transistors 
(20 MA DC) 

308E Output 

30llF Output 

Plate to Line 
(ODC) 

Plate to Line 
(3MADC) 

Primary 
Impedance 

(Ohms) 
50/250/600 

Secondary 
Impedance 

(Ohms) 
50/250/600 

50/250 /600 80,000 

50/250/600 80,000CT 

7.5/30 80,000 

15,000 60,000CT 

15,000 60,000CT 

50/250/600 500,000 

10,000 
(2500) 
split 
15,000 

15,000 

4000/ 
1000CT 

50/250/600 

50/250/600 

Max. 
Level 

+ 8dbm 

+ 10 dbm 

+ 10 dbm 

+ 8dbm 

+ 10 dbm 

+ 10 dbm 

Re­
sponse 
±1 db 

30-1S,OOO 
±1 db 

<30-15,000 
±ldb 

30-15,000 
±ldb 

30-15,000 
±1 db 

30-10,000 
±2 db 

200-
10,000 

+ 10 dbm ±3 db 
200-3000 

+10dbm ±2db 
100-

10,000 
+10dbm ±ldb 

40-15.000 
+ 10 dbm ±2 db 

100-
15,000 

308G Output Push Pull Plates 30,000CT 50/250/6600 + 10 dbm ±1 db 
eO-15,OOO 

308H Output 

to Line t, 

Class B T.ransls- 2000/ 
tors to Voice. Coil 500CT 

16/8/4 + 23 dbm ±1 db 
100-

10,000 

4080 Inductor 200 Hy @ 0 DC; ;100 Hy @ 2MA DC; 50 Hy @ 4MA DC; 
16 Hy @ 10MA DC; 6000 Ohms Resistance •• _____ _ 

NOTE: These Items are also available, on special request, as 
plqg-in transformers with: 

1. Mumetal case 15/16" dia. by 1-5/16" high. 35 db 
shielding. 

2. Mumetal case plus 1 Mumetal shield 1-1/16" dia. by 1%" 
high. 65 db shielding. 
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SECTION 5600 

PRODUCTS • MINNEAPOL!S, MINNESOTA 

AUDIO TR~NSFORMERS 
SUB-MINIATURE FOR COMMERCIAL APPLICATION 

LISTED BELOW: are 18 typical sub-miniature transformers and chokes avail­
able as stock Items inproduct!on quantities. Others may be designed to speci­
fications for general audio and carrier frequency equipment. Power level for 
voice range without unhalanced DC, up to 3-5 watts, or for slngle tube output, 
up to 1 watt. All listed units in mumetal cases except 32O.Y and 320Z. 

INPUT TRANSFORMERS 
Cat. 
No. 

Plill1ary 
Impedance' 

secondary Primary Inductance 
Impedance' (±5% at 10 mv 50 cps.) 

220A 500 (125) ohms to 150,000 ohms CT 8.5 hy. 
220B 60 ( 15) ohms to 150,000 ohms CT l.0 hy. 
220C 500 (125) ohms to 300,000 ohms CT 8.5 hy. 
2200 60 ( 15) ohms to 300,000 ohms CT l.0 hy. 

OUTPUT TRANSFORMERS 

320A 20,000 ohms CT to 16/8/4/2 ohms 50 cps.) 
310 hy. 

320B 20,000 ohms CT to 16/8/4/2 ohms 1200 hy. 
320C 20,000 ohms CT to 16/8/4/2 ohms 1750 hy. 
320D 20,000 ohms CT to 500 (125) ohms 1750 hy. 

""32OE 20,000 ohms CT to 50/25/12%/ 
6.25 ohms 1200 hy. 

32W 20,000 ohms CT to 5O/25/l2'12/ 
6.25 ohms 1750 hy. 

320Y 15,000 ohms CT to 600 (lSO) ohms 1db-2SO-
2 watts lS,ooO cps. 

320Z' lO,Ooo ohms to 600 (1S0) ohms 1db-300-
(10 MA DC) l:ll watt 10,000 cps. 

INDUCTORS Percentag Qat 0.1 v 
Inductance Taps 50 cps. 
1050/800/S50/. 1050 hY.-.ll: 

420A 400/280 hy. None 280 hy.-8 
420D 1500 hy. 3 2% 12 
420E 1000 hy. 3 2% 12 
4201" 850hy. 3-2% 12 
420G 600 hy. 3 2% l2 
420H 1;00 hy. 3-2% 12 

NOTES: 
Inductance of middle tap Is nominal ±2'1'0 at 0.1 volt, 50 cps. 
IImpedance in parenthesis indicates parallel connected 
windings. 
'Single plate, all other transformers push-pull. 

._",mmended X.O. 

~ 250 0 0 'rown dot indicate, rt.""""··C'"'' Cotolog No. 

~ ~ PIn No.1 - Cloclr:wi .. 
:a .250' 0° rotatjon with Pin 1.::f: 0 ii Iii 0 N •. 9I, .. , .... 

t""M~Xtj- M'g. Slud& 
Term .. 234 MoJl. ::1Ji!. 

(,fjMtg.Stud, 
.c-.G-NC·2 

MILITARY STANDARD AUDIO TRANSFORMERS 
These M!1Itary Standard audio transformers have been specified by ASESA and 
are established by the three Military Services and the transformer Industry as 
standards for Military tl,1\nsformer applications. Tests have been conducted in 
ADC's environmental laboratory whiCh indicate that these units will meet the 
reQulre1l1ents of MIL-T-27A, Grade 1, Class R operating temperature, life 
expectancyX (10,000 hours minimum). 

Cat­
alog 
No. 

MIL-T-27A 
Classification 

MIL-T-27A 
Part No. Application 

Impedance 
(Ohms) 

. Oper­
ating 
Level 

221A 'l1F 1RX 15AJ001 MS-90000 Push Pull 
Plates to 
Push 
Pull Grids 

121A 'I'F lRX 16AJ002 MS-90001 Line to Voice 
Coil 

221B TF 1RX 10AJ001 MS-9OO02 Line to Push 
Pull Grids 

Prl. 
10,000 CT 
&'c. 
90,000 CT 
22,500 CT 
Prl. 600 CT 
(150) 
Sec. 4/8/16 
Pli. 600 CT 
(150) 
sec. 
135,000 CT 

lS dbm 

2W 

15 dbm 

·121B TF 1RX 16AJ001 MS-90003 Line to Line Prl. 600 CT 15 dbm 
(150) 
Sec. 600 CT 
(150) 

321A TF 1RX 13AJ001 MS-90004 Plate to Line Pli. 
7600/4800 2 W 
Sec. 600 CT 
(150) 

321B TF 1RX 13AJOO2 MS-90005 Plate to Prl. 
Voice Coil 7600/4800 2 W 

Sec. 4/8/16 
321C 'l1F' 1RX 13AJ003 MS-90006 Push Pull Pri. 

Plates to Line 15,000 CT 2 W 
Sec. 600 CT 
(150) 

321D TF 1RX 13AJ004 MS-90007 Push Pull Prl. 
Plates to Line 24,000 CT 1 W 

Sec. 600 CT 
(150) 

321E TF 1RX 13AJ005 MS-90008 Push Pull Pli. 
Plates to Line 60,000 CT .5 W 

Sec. 600 CT 
(150) 

Prl. 
DCMA 

Bal. Unbal. 

10 

40 

40 

10 

20 1 

20 1 

A Division of Magnetic Controls Company 

QUALITY PLUS TRANSFORMERS 
For many years ADC has offered these carefully chosen audio trans­
formers which· have gained wide acceptance in many quality per­
formance applications. The very conservative ratings are based upon 
full power operation at 30 cycles, with response from 30 to 15,000 
cycles within % db. Each is designed for low insertion loss and mini­
mum hum pickup, with hum bucking construction used on all imped­
ance, output and bridging types. 
To remain consistent with the many units already in widespread use, 
these designs are again offered in the standard ADC type 14 case. 
This features fully enclosed construction in steel or cast cases, with 
heavy duty silver plated terminals on a phenolic terminal board. 
Detailed dimensions are shown below. 

STANDARD LINE IMPEDANCES 
Impedance values shown within parentheses following a higher value, 
as "600 (150) ohms," indicate the effect of connecting windings in 
parallel. In either case windings are well balanced; but center tap is 
available only when both windings are connected in series. 

IMPEDANCE MATCHING TRANSFORMERS 
Cat. Primary Secondary Mal<. DBM Weight 
No. Impedance Impedance Description Level Case Lbs. 
114A 600/250 (150/62.5) 600/250 (150/62.5) 2mumetaJ. 

shields 
+ 16 14A 1% 

114B 600/250 (150/62.5) 600/250 (150/62.5)" cast clise only +20 14AD 21,4 
Bridging and 

114C 10,000/600 600/250 (150/62.5) line to line + 16 14A 1% 
(2500/150) 2 mumetal 

shleldsl. 
114E 10,000 (2500) 600/150 (150/37.5) Bridging to line 

2mumetal 
+ 16 14A 1'12 

shleldsl 
1141" 600/150 (J50/37.5) 600/150 (150/37.5) 2 mumetal +16 14A 1% 

shields 
114G 600/150 (150/37.5) 600/150 (150/37.5) Cast case only + 20 14AD 21,4 

INPUT TRAI'IISFO'RMERS 
Max. DC 

Secon- Unbal-
dary ance Max. 

Cat. Primary Imped- In Pli- Level Weight 
No. Impedance ance Description mary DBM Case Lbs. 

214A 600/250 80,000 Line to 1 grid 0 +20 14A 1% 
(150/62.S) 2 mumetal shields 

214B 600/250 80,000 Line to 1 ,grid. +20 13AC 2% 
(150/62.5) Cast case 

214C 600/250 60,000 Line to PP grids 0 +20 14A 2% 
(150/62.5) (15,000) 3 mumetal shieldS 

INTERSTAGE TRANSFORMERS 
Max. DC 

Secon- Unbal-
dary ance Max. 

Cat . Primary Imped- In PrI- Level Weight 
No. Impedance ance Description mary DBM Case Lbs. 

214H "'10,000 80,000 Single plate to 0 + 26 14AC 11,4 
(20,000) PP grids. Hum-

bucking. Cast case 
214J 20,000 (5000) 80,000 PP plates to 1MA +30 HAC 21,4 

(20,000) PP grids. Hum-
bucking. Cast case 

214L 20,000 (5000) 20,000 PP plates to 1MA +30 14AC 21,4 
(5000) PP grids. Hum-

bucking. Cast case 

PLATE TO LINE, PRE-AMPLIFIER 
Max. DC 

Pri- Secon- Unbal-
dary ance Max. 

Imped- In Pli- Level Weight 
ance Description mary DBM Case Lb •. 

mary 
Cat. [mped-
No. ance 
314A 15.000 600/250 (150/62.5) 1 6J5, etc. 8 + 23 HAD 2% 
314B 20,000 600/250 (150/62.5) PP 6J5, etc. 1 + 27 HAD 2l;4 

TYPE 14 TRANSFORMER CASE DIMENSIONS 

Mounting Dimensions 
(6/32 Mounting Screws-

Top or Bottom) 
Type A B C D 
HAC' 2.375 2 3 1.875 
l4AD" 2.375 2 3.5 1.875 
14A 2.375 2 3 1.875 

*Hea vy annealed cast iron for low shielding. 
lAli blidglng transformers have built-In primary 
resistors, balanced to 0.1% or better, 
making the bridging Impedance twice 
the primary impedance. 

ChassiS Knock-Out fOl" 
Max. No. of Terminals 

E 1" G 
l.5 2 1.125 
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• MINNEAPOLIS, MINNESOTA 

A Division of Magnetic Controls Company 

TELEPHONE COILS 
For many years, ADC has been a dependable source of transformers and filters 
for the telephone and telegraph industry. Recently, we have designed and tooled 
for additional items in a series of "coils" which are electrically and physically 
interchangeable with similar components made by Western Electric. These items 
are listed below with the equivalent Western Electric number. All items in 
this series can be supplied in MIL cases if desired. 

ADC W.E. ADC 
Induc- Indr. Imped. 

..,...,..t;::o:,:rs=-_---,;;:;or;.,;R:::e;;.:;t.;...--=-F~ig"-, Trans. 
409BB 149B 2 118A 
409BC 149C 2 113A 
409BD 149D 2 113A 
409E 149E 2 113B 
409G 149G 2 113F 
4Q9H 149H 2 113G 
409J 149} 2 113H 
409K 149K 2 113J 
409M 149M 2 109S1 
409N 149N 2 109T 
409P 149P 2 109J 
409R 149R 2 109Kl 
405A 152B "109V 
405H 225A "109W 
405E 250C 
412AC 274C 
412AD 274D 
412AG 274G 
412AH 274H 
412AJ 274} 
412AL 274L 
412AR 274R 
412AS 274S 
412BB 274AB 
412T 307B 
412C 307C 
412F 307F 
412G 307G 
412H 307H 
412J 307J 
412K 307K 
412L 307L 
412M 307M 
412B 307N 
412Al 307P 
412R 307R 

" 109Y 
1A 109Z 
1A 109BB 
1A 109BC 
1A 109BD 
1A 109BE 
1A 
1A 
1A 
1A 
1A 
1A 
lA 
1A 
lA 
lA 
lA 
1A 
1A 
1A 
1A 
1A 

109BF 
109BGl 
118F 
118S 
118U 
109Bl 
109Cl 
109Dl 
109El 
109Fl 
109Gl 
109H1 
109pl 
109L 
109M 
119P 

W.E. 
Repeat 

Coil 

67E 
91A 
93A 
93B 
93F 
93G 
93H 
93J 
94E 
94F 
94G 
93H 
94K 
94L 
94N 
94P 
94S 
94T 
94U 
94W 
94Y 
94AA 
106A 
119C 
119E 
120C 
120D 
120E 
120F 
120H 
120J 
120K 
120L 
146A 
146U 
170A 

Fig. 

" 
5 
5 
5 
5 
5 
5 
5 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 
2 

" 
" 
" 
2 
2 
2 
2 
2 
2 
2 
2 
" " 
" 

ADC 
Imped. 
Trans. 

119C 
119D 
112G 
112B 
112C 

ADC 
Imped. 
Trans. 

109A 
112A1 
112E 
112H 

W.E. 
Repeat 

Coil 

177C 
177D 
189A 
189D 
189E 

W.E. 
Auto 

Trans. 

23A 

Fig. 

" 
" 
1 
1A 
1A 

Fig. 

" 
181B 1 
181C 1 
D166840 1A 

1 These represent most common­
ly used items and are nor­
mally carried in stock. 

oSpace did not permit outline 
drawings for all types. Dimen­
sions will be sent on your 

request. 

ADC REPEATING COILS 

104A -Cord Circuit. This repeating coil is designed to have good transmission effi­
ciency for voice frequencies. Low frequency ringing currents are attenuated 
and circuit will not ring through. Case is heavy steel to eliminate all cross­
talk. Core will not saturate at maximum normal current. 

104B -Phantom. The 104B Repeating Coil is a 4-winding coil, for use in phantom 
circuits. The phantom winding (5-6-7-8) is parallel wound. Heavy Formvar 
wire is used for maximum surge voltage or lightning protection. This coil 
has good transmission efficiency at both ringing and voice frequencies. 

fig.l and lA 
OMIT THESE (4) TERMINALS FOR IA 

-1-__ 3.75 ==l 

.1 

Fig.5 r----5.00 

• 

PRJ. DCR SEC.DCR Mounting 
,Type 

104A 
104B 

©.U.c.P., Inc. 

1-2 3-4 5-6 7-8 Case Screw 

10.3 16.5 12.5 14.5 2'~x}l~6x3J' high (4) 6-32 
16.5 20 24 24 2l!&x2\\lx3* high (4) 8-32 

, INDUCTION COILS 

103A-Induction Coil is a 2-winding coil for local battery telephones. 
103B -Anti-Sidetone Induction Coil is similar to 103A, but with an 

additional winding for anti~sidetone connection. 
103C -Anti-Sidetone Induction Coil is designed for common battery 

telephone use. 

See Page 1330 for ADC Prices 

Centers 

1~x1~ 

l1k274 
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SECTION 5600 

• MINNEAPOLIS, MINNESOTA 

A Division o{ Magnetic Controls Company 

NET PRIC'E LIST 
Prices subject to change without notice 

CATALOG NO. NET PRICE CATALOO NO. NET PRICE CATALOG NO. NET PRICE CATALOG NO. NET PRICE 

108A 8.25 224-5J 7.80 412A 9.30 512A 11.70 
224-6F 6.60 512B 12.60 

109B thru H 14.72 224-6J 7.20 419AL thru AW 6.75 512C 17.10 
109K 11.32 419AY thru BE 7.50 512D 18.90 
109P 14.72 308E, F 7.50 419BG thru BN 8.25 512E 20.55 
109S 10.28 3080, H 9.00 419BQ thru BS 9.00 

~0.40 
419BU 9.75 512FA 9.00 

109BG 11.32 314A 512FB 9.60 
314B 18.00 419BW 10.50 512FC 10.35 

112A 11.85 419CE thru CS 8.25 512FD 10.80 320A thru F 20.85 419CU thru DA 8.70 512FE 12.90 
114A 23.85 320Y, Z 20.85 419DC thru DO 9.00 512FF 10.65 114B 19.80 419DJ 9.75 512FG 11.25 114C 23.85 321A thru E 12.90 

419DL 10.50 
114E 23.85 322A 11.70 419EA thru EN 6.75 513A 12.60 
114F 23.85 322B 16.80 419EQ thru EY 7.50 513B 14.25 
114G 18.00 322C 15.90 419FA thru FC 8.25 513C 21.45 

14.40 322D 17.40 419FE 8.70 513D 23.70 
121A 322E 17.40 419FG 9.00 513E 25.65 
121B 14.40 

322F 19.80 419FJ 9.75 
513FA 11.25 

122A 24.30 322G 21.00 419GL thru GY 7.50 
513FB 12.15 

122B 25.20 322H 20.40 419HA thru HG 8.25 
513FC 12.90 

122C 24.30 322J, 22.80 419HJ thru lIN 8.70 
513FD 13.50 

122D 16.80 322K 31.50 419HQ thru HS 9.00 
513FE 16.20 

122E 19.80 322L 33.90 419HU 9.75 
513FF 13.20 

122F 15.90 322M 23.70 419HW 10.50 
513FG 13.80 

122G 22.20 322N 21.60 419HY 11.25 
322P 17.10 419KL thru LC 9.75 521A 22.20 

123A 26.40 419LE thru LJ 10.50 521B 21.30 
123B 27.30 323A 13.50 419LL thru LN 11.25 521C 23.70 
123C 26.40 323B 20.70 419LQ thru LS 12.00 521D 26.70 
123D 17.40 323C 17.40 419LU 12.45 521E 30.90 
123E 21.30 323D 21.60 419LW 12.90 521F 19.80 
123F 16.80 324-2B 7.80 420A thruH 17.64 521G 24.90 

324-2C 7.20 521H 29.70 
124-2A S.10 324-2D 6.60 421A 11.10 
124-2H 7.20 421B 12.30 521M 13.80 

324-2E 7.20 521N 14.10 124-3H 6.90 421C 13.20 
124-4C 7.20 324-2F 6.60 521P 12.90 

421D 14.10 
124-4M 6.60 324-2J 6.60 521Q 15.60 

324-2K 6.60 421E 14.70 
124-5C 6.90 521R 13.20 

324-2L 6.60 421F 20.10 
124-5K 6.90 421G 21.30 521S 15.60 
124-6C 6.60 324-3A 7.80 421H 24.90 521T 18.00 
124-6K 6.00 324-3B 7.50 421J 36.90 521U 22.05 

521V 21.30 
208A thru F 7.50 324-3C 6.90 421K 30.00 521W 22.20 
2080 9.00 324-3D 6.30 

324-3E 6.90 422A 5.40 522A 13.50 
214A 23.70 324-3F 6.30 422B 6.00 522B 15.00 
214B 16.20 324-3J 6.30 422C 6.45 522C 17.40 
214C 23.70 324-3K 6.30 422D 6.45 522D 18.30 
214H 15.45 324-3L 6.30 422E 6.90 522E 26.70 
214J 16.80 422F 7.95 522F 26.70 
214L 16.80 324-4A 7.80 422G 9.60 

324-4B 7.80 422H 10.20 522FA 10.80 
220A thru D 20.85 324-4D 7.20 422J 12.90 522FB 13.20 

324-4E 7.20 
422K 12.00 522FC 14.40 

221A 15.45 324-4F 6.60 522FD 11.70 
221B 13.20 324-4H 6.00 422L 10.20 522FE 12.90 

324-4J 6.60 422M 12.90 522FF 21.30 222A 22.50 
222B 22.50 

324-4K 6.00 422V 7.05 522FG 10.80 

222C 25.20 
324-4N 6.00 422W 6.00 522FH 11.70 

222D 19.80 
324-4P 6.00 422X 6.00 522FJ 14.10 

222E 19.80 
324-4Q 6.00 422Y 6.90 522FK 18.30 

222F 17.40 422Z 7.20 522FL 11.70 
324-5A 8.70 

222G 17.40 324-5B 7.S0 423A 6.60 523A 15.90 

223A 324-5D 6.90 423B 7.65 523B 19.50 
24.90 324-5E 6.90 423C 8.10 523C 21.00 

223B 24.90 324-5G 6.90 423D 8.10 523D 21.60 
223C 28.20 324-5H 5.70 423E 9.15 523E 32.S0 
223D 21.60 324-5L 5.70 423F 10.20 523F 32.80 
223E 21.60 324-5M 5.70 423G 12.00 
223F 1S.30 423H 12.90 523FA 12.90 
223G 18.30 324-6A 7.50 423J 15.90 523FB 16.20 

324-6B 7.20 423K 14.70 523FC 20.10 
224-2G 8.10 324-6D 6.60 423L 12.90 523FD 14.70 
224-2M 6.60 324-6E 6.60 423M 15.90 523FE 15.90 
224-3G 7.S0 324-6G 6.00 523FF 27.60 
224-3M 6.30 324-6H 5.40 423V 7.80 523FG 12.60 
224-4G 7.20 324-6L 5.40 423W 7.50 523FH 14.70 
224-4L 7.S0 324-6M 5.40 423X 7.50 523FJ 17.10 
224-4R 6.00 423Y 8.70 523FK 21.30 
224-5F 6.90 408D 6.75 423Z 9.00 523FL 14;70 
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\~ARCD 
-' electronics inc. 

GREAT NECK, NEW YORK 
Branches: Los Angeles 35, Dallas 7 

SECTION 5600 

MINIATURIZED TRANSISTOR TRANSFORMERS 
The HST line of type "TI" Transistor 
Transformers is the most complete avail­
able. 

TT#. 

001 

002 

ooa 

004 
005 
006 

Mil 
Type 

'!'F5RX13ZZ 

TF5RX17ZZ 

TF5UX13ZZ 

TI!'5RX17ZZ 
'!'F5RX13ZZ 
TF5RX13ZZ 

Application 

Interst~ge 

Output 

Output 

Output 
Output 
Output 

.TYPE 
TT 

MIL-T-27A, CLASS R 
GRADE 5 SPECIFICATION 

Prl 
Imp. 

20,000 
30,000 

500 
600 

1000 
1200 

600 
1200 

10,000 

D.C. 
MA· 

In Prl. 

.5 
.5 

See. 
Imp. 

800 
1200 

50 
60 
50 
60 

3.2 
3.2 
3.2 

Nom. 
Prl. 
Re •• 

850 

60 

115 

60 
115 
790 

Standard types cover practically all appli­
cations: interstage, output, output to line, 
input, single or push-pull output, reactors, 
mixing and matching. All designs can be 
used reversed, input to secondary. The 
"TT" Series are vacuum molded in green 
epoxy resin with schematic diagrams and 
transformer parameters permanently and 
legibly marked on all units. 

007 TF5RX16ZZ Input 200,000 
500 

1000 
100,000 

8500 

Stoodard 0.10" spacing is used on terminal 
leads. No bulky clamps are required for 
mounting, saving valuable board area. 
All "TT" Transformers have been tested to 
the requirements of MIL-T-27A, Class R, 
Grade 5 specifications. Reliability of opera­
tion is insured by continuous reassurance 
testing. The meticulous plant conditions 
under which the "TT" series is manufac­
tured insure the maximum quality obtain­
able. A magnetic shield is available for all 
TT units. The TT-101 Shield offers approxi­
mately 20 db of attenuation. The shield is 
designed to "snap-lock" onto the unit, or 
in addition, can be permanently cemented 
with a drop of epoxy resin. 

MECHANICAL PARAMETERS 

008 

009 

010 

011 

012 

013 

014 

015 

016 

017 

018 

019 
020 

021 
022 

, 023 

024 

025 

~'F5RX20ZZ 

TF5RX13ZZ 

TF5RX13ZZ 

TF5RX13ZZ 

TF5RX17ZZ 

TF5RX17ZZ 

TF5RX17ZZ 

TF5RX17ZZ 

TF5RX13ZZ 

l.'F5RX13ZZ 

TF5RX13ZZ 

TF5RX17ZZ 
TF5RX17ZZ 

TF5RX17ZZ 
TF5RX13ZZ 
TF5RX13ZZ 

TF5RX16ZZ 

TF5RX13ZZ 

Other Application 
Reactor 3.5 HY @ 
2MADC, 1HY @ 5MADC 
Output or Drinl 

Driver 

Driver 

Single or PP Output 

Single or PP Output 

Single or PP Output 

Single or PP Output 

Single or PP Output 

Single or PP Output 

Single or PP Output 

Output to Line 
Output or Une to 
Line or Mixing 
Output to Line 
Output to Line 
Interstage 

Input 
Other Appl1cation 
Interstage 

1 *1 • Reactor 6HY @ 2MADC 
1.5HY@5MADC 

026 TF5RX20ZZ 

TF5RX20ZZ 
I. 2MADC, .5HY @ llMADC 
~ 028 TF5RX20ZZ Reactor. SHY @ 4MADC 

10,000 
12,000 
10,000 
12,000 
10,000 
12,000 

150CT 
200C1'· 
300CT 
400CT 
600CT 
800CT 
800CT 

1070CT 
1000CT 
1330CT 
1500CT 
2000CT 

7,500CT 
10,OOOCT 

300CT 
500CT 

900CT 
1500CT 

20,OOOCT 
30,OOOCT 

200,OOOCT 
500CT 

10,OOOCT 
12,OOOCT 

10 
10 

4 
4 
3.5 
3.5 

5.5 

.5 

.5 

500CT 
600CT 

1200CT 
1500CT 
1200CT 
2500CT 

12 
16 
12 
16 
12 
16 
12 
16 
12 
16 
12 
16 
12 
16 

600 
600 

600 
600 
800CT 

1200CT 
1000CT 

100,OOOCT 
1500CT 
1800CT 

1 .15HY @ 20MADC 
-.i. 029 TF5RX17ZZ Single or PP Output 120CT 10 3.2 

680 

800 

800 

800 

11 

20 

48 

51 

71 

108 

505 

19 
31 

53 
86 

850 

8500 

800 

2100 

100 

31 

10 

MW 
Leyel 

@I KC 

50 

100 

100 

100 
100 
100 
25 

100 

100 

100 

500 

500 

500 

500 

500 

500 

500 

500 
500 

500 
500 
100 

25 

100 

500 
~

--r 027 Reactor 1.25HY @ 

I ~.20.r ---r:030' 150CT 10 4 
I'MIN n tllA. rL 030 TF5RX17ZZ Single or PP Output 320CT 7 3.2 20 500 

~U U' \. 20AWG TINNEO ~0;;;3T1-nTrnF"'5R;;X=17;;;Z;;;Z'-""'S"'I-=-ng:;l-=-e -::or'"'p;;;p;;-;;o=ut:::p:::ut:-----!~~~~~;;;~;,--;7;-----;3".:~---,;43;---;;5"'00;-

MOUNTING 
TEMPLATE 

@ U.C.P., Inc.· 

HMmORAWNCOPPER~~ __ ~~~;;;-__;~~~~~~:_---~8~0~OC~T~'-~~--__;~4~--~,_-~;-
032 TF5RX17ZZ Single or PP Output 800CT 3.2 51 500 

SIX 
RMINAL 

~TWO 
~ ,ERMINAL 

1000CT 4 
033 TF5RX13ZZ Single or PP Output 1060CT 3.5 3.2 n 

1330CT 3.5 4 
034 TF5RXl3ZZ Single or PP Output 1600CT 3 3.2 109 

035 TF5RX13ZZ Single or PP Output 

036 TF5RX13ZZ Isolation or Interstage 

037 TF5RX13ZZ Driver 

038 TF5RX13ZZ Driver 

039 TF5RX13ZZ Driver 

040 TF5RX16ZZ Input 
041 TF5RX13ZZ Driver 
042 TF5RX13ZZ Driver 
043 TF5RX17ZZ Output 
044 TF5RX17ZZ OutPut 
045 TF5RX17ZZ Output 
046 TF5RX17ZZ Single or PP Output 
047 TF5-RX20ZZ Reactor lOHY @ 0 MADe 

8HY@ .5MADC 
048 TF5RX13ZZ Isolation or Interstage 

Ratio 1:1:1 
049 TF5RX13ZZ lntersta.e 

050 TF5RX13ZZ Int~rstage 

051 TF5RX13ZZ Interstage 

052 TF5RX17ZZ Interstage or Output 

053 TF5RX17ZZ Interstage 

054 TF5RX17ZZ Interstage 

055 TF5RX17ZZ Interstage 

101 Drawn Mu-Metal 
Shield 20 to 30 db 

2000CT 3 4 
8000CT 3.2 505 

10,OOOCT 4 
10,OOOCT 10,OOOCT 950 
12.000CT 12,OOOCT 
10,OOOCT 1200CT 800 
12,OOOCT 1500CT 
lO,OOOCT 2000CT 800· 
12,OOOCT 2500CT 
10,OOOCT 500CT 800 
12,OOOCT 600CT 

100,000 1000 1700 
20,000 .5 1000 1000 
20.000 .5 1200CT 1000 

1000 50 60 
400 50 30 
400 11 30 
400CT 11 30 

650 

2000CT 
2500CT 

8000 ,pllt 195 

10.000CT 
12.000CT 
20,O.00CT 
30,OOOCT 
40,OOOCT 
50.000CT 

400CT 
500CT 
400CT 
500CT 
400CT 
500CT 
80CT 

100CT 
12 
10 

.5 

.5 
,25 
.25 

10,000 split 
2000 spilt 560 
2400,pllt 
1000 spIlt 800 
1500 split 

400 ,plit 1700 
500 split 
400 spilt . 46 
500 split 
120 split 46 
150 spilt 

40 split 46 
50 split 
32 split 9.8 
40.pllt 

500 

500 

100 

100 

100 

100 

100 

70 
100 
100 
100 
100 
100 
500 

100 

100 

100 

50 

500 

500 

500 

500 

.DC:MA shown is for single ended usage (under 5% distortion 100 MW lKC) ... for pusb pull. 
DCMA can be any balanced value taken by .5W transistors (under 5% distortion -500MW -IKe). 
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SECTION 5600 

\~I!!!!C. TYPES 
SM", MH GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

Hermetically Sealed AUDIO TRANSFORMERS 

Type Mil 
No. Type 

SMH·Ol TF4RXlOYY 

SMH·02 TF4RXlOYY 

SMH-03 TF4RX13YY 

SMH-04 TF4RX13YY 

SMH-05 TF4RX20YY 

SMH-06 TF4RX13YY 

SMH-07 TF4RX17YY 

SMH-08 TF4RX13YY 

SMH-09 TF4RX13YY 

SMH-lO TF4RX17YY 

SMH-11 TF4RX13YY 

SMH-12 TF4R)}13YY 

Type Mil 
No. Type 

MH-01 TF4RXlOYY 
MH-02 TF4RX11YY 
MH-03 TF4RX10YY 
MH-04 TF4RXISYY 
MH-05 TF4RXlOYV 
MH-06 TF4RX1SYY 
MH-07 TF4RX13YY 
MH·08 TF4RX16YY 
MH·09 TF4RX10YY 
MH-10 TF4RX10YY 
MH-ll TF4RX20YY 
MH-12 TF4RX10YY 
MH-13 TF4RX13YY 
MH-14 TF4RX13YY 
MH-lSt· TF4RXI0YY 
MH-16t TF4RX16YY 
MH-17t TF4RX13YY 
MH18t· TF4RX16YY 

'---T..;;.....;yp~e_S_M_H-...I1 M I L-T -27 A 
The SMH series of HST Transformers offers the ultimate in miniaturized 
metal cased, hermetically sealed, iron core components. Glass-to-metal 
seals are used to insure reliability. Mounting is provided for by a single 
stud on the header surface. All units are furnished in attractive grey with 
schematic diagrams permanently and legibly marked on all cases. 

Pri.lmp. Pri. DC Sec. Imp. Response Max. 
Application Ohms Unbal. Ohms ±2db Level 

Input to Grid 50 0 62,SOO 150·10,000 ±13dbm 

Plate to Grid 10,000 0 90,000 300·10,000 20MW 

Plate to Line 10,000 3MA 200 300-10,000 20MW 
25,000 1.5MA 500 

Plate to Low Imp. 30,000 lMA 50 300-10,000 30MW 

Reactor 100HYS @O DC, 50HYS @l MADC, 4400 Ohms 

Transistor Interstage 25,000 (DCR 800) .5MA 1000 (DCR 110) 300-10,000 10MW 

Transistor Output 500CT (DCR SO) 3.5MA 50 (DCR 5) 300-10,000 30MW 

Transistor I nterstage 10,OOOCT (DCR 600) 2MA l200CT 300-10,000 30MW 

Transistor Interstage 10,000CT (DCR 600) 2MA 2000CT 300-10,000 30MW 

Transistor Output 500CT (DCR 26) 10MA 600CT '300-10,000 30MW 

Transistor Output l500CT (DCR 71) 7MA 600CT 300-lO,000 30MW 

Isolation or 10,OOOCT 1MA 10,OOOCT 300-10,000 100MW 
Transistor Interstage 

Type MH MIL-T-27A 
The "MH" transformers illustrated and described on these pages have excellent appliCa­
tion in the fields of military electronics, communications, public address systems and 
anywhere that quality audio components are necessary. The "MH" series transformers 
and reactors are enclosed in a compact, easy mounting case with glass-to-metal seals 
to insure reliability of operation. High permeability cores result in excellent frequency 
response for such small units. All units are furnished in attractive grey finish with 
schematic diagrams permanently and legibly marked on case. 

, 
Pri.lmp. Pri. DC Sec. Imp. Response Max. 

Application Ohms Unbal. Ohms ±2db Level 

Mike, Line to Grid 50,200CT,500CT* 0 SO,OOO SO-lO;OOO +Sdbm 
Mike to Grid 82 SOMA 135,000 2S0·8000 +18dbm 
Plate to Grid 15,000 0 60,000 50-10,000 4MW 
Plate to Grid lS,OOO 4MA 60,000 200-10,000 25MW 
Plate to PP Grids 15,000 0 95,OOOCT SO-lO,OOO 3MW 
Plate to PP Grids IS,OOO 4MA 9S,OOO split 200-10,000 12MW 
Plate or PP to Line 20,000CT 4MA 600/1S0 200-10,000 l25MW 
Mixing or Matching 600/1S0 0 600CT SO-10,000 +8dbm 
Input to Grid 600/1S0 0 1 Megohm ±4db 200-3000 +10dbm 
Plate to Grid 10,000 0 1 Megohm +4db 200-3000 10MW 
Reactor 300 HYS @ 0 DC; SO HYS @ 3 MADC; 6000 Ohms 
Mike, Line to PP Grids SO,200CT, SOOCT' 0 SO,OOOCT SO-10,OOO +5dbm 
Transistor Interstage 10K/2.5K split 4MA 2K/SOO split 100-10,OOO 100MW 
Transistor I nterstage 10K/2.5K split 4MA 4K/lK split 100-10,000 100MW 
Mike or V.C. to Grid 30/12/4 0 50,000 SO-12,000 Odbm 
Plate to Line lS,OOO 0 600/2S0/S0 SO·lS,OOO +lOdbm 
Plate to Line 15,000 3MA 600/2S0/50 300·7000 +lOdbm 
Line to Line 600/250/50 0 600/2S0/S0 50·1S,OOO +lOdbm 

* 200 ohm termination can be used for 150 or 200 ohms, 500 ohm termination for 600 ohms. 
t Layer wound coils in a MU-metal case. . 
• Electrostatic shield between windings. 
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GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

SECTION 5600 

TYPE 
SS 

Spa(~ Savers AUDIO TRANSFORMERS 

INPUT 
AND 

MIXING 
TRANSFORMERS 

INTERSTAGE 
TRANSFORMERS 

OUTPUT 
TRANSFORMERS 

REACTORS 

© U.C.P., Inc. 

SS series Components fill the need for economical, compact, quality transformers. 

These units, which weigh one ounce, are fully impregnated and sealed in a drawn 

aluminum housing ~8" in diameter ... mounting opposite terminal board. SS series 

items are ideal for portable broadcast, aircraft, mobile service, and similar applica­

tions. Additional magnetic shielding (25 db) available by use of SS-17 mu-metal 

shield. (See photo at middle left.) High-fidelity characteristics are 1Jrovided, uniform 

within approximately 1 db from 30 to 20,000 cycles, except for SS-14, SS-15 and units 

carrying DC which are intended for voice frequencies. All units are furnished in an 

attractive anodized finish with schematic permanently and legibly marked on the 
case. (For MIL-T-27A Styles, see HST Type "MH"). 

Type 
No. 

55-1 

5S-2 

55-3 
55-11 

5S-12 

Application 
Low Imp.to Grid 

Low Imp. to PP Grids 

Low Imp. to Grid 
Crystal to Line 

Mixing, Matching 

Pri.lmp. 
Ohms 

SO,OOO /2S0, 
SOO/600 
SO,200/250, 
SOO/600 
7.5/30 . 
50,000 

50,200/2S0 

DCMA Sec. Imp. 
Unbal. Ohms 

o 50,000 

o 50,000CT 

o 50,000 
o SO,200/2S0, 

SOO/600 
o 50;200/2S0, 

500/600 

Pri. 
Res. 

S2 

S2 

4.5 
3900 

12 

Response 
±1db 

30-1S,000 

30-1S,000 

30-1S,000 
30-1S,000 

30-20,000 

Max. 
Level 

+BdbM 

+BdbM 

+BdbM 
+BdbM 

+BdbM 

55-14 Low I mp. to Grid 200 0 1;'2 Megohm 10 200-3000 +BdbM 
5S-16 

55-2S 

Low Imp. to Grid 2S0CT 0 SO,OOO 40 30-1S,000 +BdbM 
This Transformer provides very low Hum Pick-up ... Employs two heavy gauge Mu-Metal 
shields, plus orientable mounting. Primary CT is balanced to 1 %. Can be used for 150, 200, 
250, SOO or 600 ohm sources ... 200:1 impedance ratio. (5ee photo u",p"-,p:.:e",r",l:,efc,;t">')=_--,-,..-::",,,, 
Transistor Input. 600/150 split 0 2000/500·split--70 60-1S,000 +15dbM 

55-4 Plate to Grid 15,000 0 60,000 710 50-20,000 6.3MW 
55-S Plate to Grid 15,000 4 60,000 710 200-10,000 6.3MW 
S5-6 Plate to PP Grid lS,OOO 0 95,000CT 690 40-1S·,000 6.3MW 
55-7 Plate to PP Grid lS,OOO 4 9S,000CT 690 300-10,000 6.3MW 
55-15 Plate to Grid lS,OOO 0 1 Megohm 330 .lS0-3000 6.3MW 
55-1B Transistor Interstage . lOK/2.5K split 4 2000/500 split B-OO 150-20,000 100MW 

~5",5--=1",9---cT=r:..:a:..:.n:.::s.;.:is7to::.;r'-,l:-:-n7te::.;r-=s7'ta",g,-=e __ -=1"'0c'cK~1~2.",S=K-=s",p.:.:1 i.::.t --;4;-_4o-:K="I,=,1~K SP",I.:.:it=-_-:SOo lS0-20,000 100MW 
55-26 Transistor Interstage 10,000CT 4 10,000CT 700--150:1S~OO()ToO"MW 
55-27 Transistor Interstage 10,000CT 4 SOO/12S split 7S0 150-20,000 100MW 
5S-28 Transistor Interstage 50,000CT 2 500/125 split 3200 150-20,000 100MW 
55-29 Trans. Inter. or Chopper 100,000CT 1 500/12S split 3200 200-20,000 100MW 
5S.30 Transistor Interstage 500/125 split 20 SOO/12S split 37 150-=15,000 1W' 
55-31 Transistor Interstage 500/125 split 20 lS0/37.S.split 35 150-15,000 1W' 
55-32 Trans i stor I n·"t'e=c::rs::-;:t-=-ag=-e=-----;:-So"'o"'�·12;uS=-S='P::-;I"it,.---,;20:--'5~0;:;/-';-12~.~5:::S':'p\'i1 iti-'---,---;,37~-:,:;lS;.;0-~f5-;OOo__~ 
55-33 Transistor Interstage 100/25 split 40 40/10 split 9 150-1S,OOO 1W· 

5S-S Plate to Li ne 

55-9 Plate to Line 

55-10 pp to Line 

55-20 Transistor to Line 
S5-21 Transistor to 

Voice Coil 
55-22 Transistor to 

Voice Coil 

lS,OOO 

lS,OOO 

3O,000CT 

lS00CT 
2000CT 
4000CT 
400CT 
500CT 

o 50,200/2S0, 950 
500/600 

4 50,200/2S0, 950 
500/600 

o 50,200/250, 2000 
500/600 

S SOO/12S split 100 
4 B 200 

16 
20 3.2 3S 

4 

30-15,000 6.3MW 

200-10,000 6.3MW 

40-20,000--6.3MW 

lS0-20,000 100MW 
150-20,000 100MW 

150-1S,000 1W' 

55-13 Reactor 300 HY5 ... 0 DC; SO HY5 ... 3 MADC; 6000 Ohms 
55-23 Reactor 7 HY5 ... 3MADC; 3.S HY5 ... 10 MADC; 230 Ohms 
55-24 Reactor 1.6 HYS ... 3 MADC; .S HY ... 10 MADC; 25 Ohms 
55-17 Mu-Metal 5hield 51ip Fit Over 5pace 5aver. Provides 2Sdb 5hielding . 

• At 200 CPS, 1;'4 watt at 150 CP5. 
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SECTION 5600 

\~I!!~@C, TYPE 
TAF GREAT NECK, NEW YORK 

Branches: Los Angeles 35, Dallas 7 

Hermetically Sealed AUDIO TRANSFORMERS 
Type TAF. I To MIL-T-27A SPECIFICAT,ONS 

Type Mil 

No. Type 

TAF-Ol* TF4RXI0YY 

TAF.o2* TF4RXI0VY 

TAF-03 TF4RXI0YY 

TAF-04* TF4RXI0VY 

TAF-05 TF4RX10YY 

TAF·06 TF4RXI0YY 

TAF-07 TF4RX15YY 

TAF-08* TF4RX10YY 

TAF-09 TF4RX10YY 

TAF·lO TF4RX16YY 

TAF-ll TF4RX13YY 

TAF-12 TF4RX16YY 

TAF-13* TF4RX16YY 

TAF-14* TF4RX21VY 

TAF-15 TF4RX20YY 

The HST series TAF Transformers and Reactors are all housed in deep 

drawn mu-metal cases offering maximum magnetic shielding obtainaple 

in a single enclosure. All units are vacuum impregnated ~nd potted with 

high quality compounds. Excellent frequency response is obtained by use 

of high nickel conten.t laminations and special winding techniques. Glass­

to-metal seals are used to insure positive hermetic sealing. All units furn­

ished in attractive grey finish with schematics permanently and legibly 

marked on cases. 

Pri.lmp. Pri. Sec. Imp. Approx. OCR Max. 

Application Ohms DC Response Level 

Unbal. Ohms Pri. Sec. 

Line to Grid 600/250/50 0 50,000 100 3200 60-15,000 Odbm 

Line to Grid 600/250/50 0 250,000 48 3600 150·7000 Odbm 

Line to PP Grids 600/250/50 0 60,000CT 125 3600 60·15,000 Odbm 

Mike or V.C. to Grid 30/12/4 0 50,000 10 4100 60·12,000 Odbm 

Plate to Grid 15,000 0 50,000 1100 2860 60-15,000 +10dbm 

Plate to PP Grids 15,000 0 60,000CT 1350 2700 60·15,000 +10dbm 

Plate to PP Grids 15,000 3MA 95,000CT 1450 3050 350-7000 +10dbm 

Line to Grid 200 . 0 500,000 100 4900 350-5000 Odbm 

Plate to Grid 15,000 0 1 Megohm 550 4450 350-5000 +10dbm 

Plate to Line 15,000 0 .600/250/S0 1330 58 60-15,000 +10dbm 

Plate to Line 15,000 3MA 600/250/50 1330 58 350-7000 +10dbm 

PP Plates to Line 20,000CT 0 600/250/50 2600 84 60-15,000 +10dbm 

Line to Line 600/250/50 0 600/250/50 80 85 60-15,000 +10dbm 

HI·lmp. Line to Line 5000CT 0 5000CT 2150 2190 60-15,000 +10dbm 

Reactor 50 HYS @ .75 MADC 4800 

* Electrostatic shield between windings. 
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SECTION 5600 

TYPE 
SMO 

SUB-SUB· MINIATURE TRANSFORMERS 

Type SMO 

Type 
No. Application 

SM0-1 Input 

SMO-2 Interstage/3:1 

SMO-3 Plate to Line 

SMO-4 Output 

SMO-5 Reactor 

SMO-6 Output 

SMO-7 Transistor Interstage 

SMO-8 Transistor to P.P. Sec. 

SMO-9 Transistor to V.C. 

SMO-lO Transistor to V.C. 

SMO-11 Transistor Output 

. SMO-12 Transistor Output 

SMO-13 Crystal to Transistor 

SMO-14 Transistor Interstage 

SMO-15 Transistor Interstage 

SMO-16 Output 

SMO-17 Output or Driver 

SM0-18 Single or PP Output 

SMO-19 Output or Matching 

SMO-20 Output 

SMO-21 Crystal/Chopper 

SMO-22 Interstage 

SMO-23 Reactor 

SMO-24 Reactor 

SMO-25 Transistor Interstage 

SMO-26 Transistor I nterstage 

SMO°CH Channel Frame 

© U.C.P., Inc. 

The SMO series transformers and reactors have been engineered for highest effici­

ency along with minimum size. Special high nickel content lamination and compact" 

winding techniques insure excellent frequency response and low distortion. These 

units are moisture-proofed by treatment with high quality varnish. All units are 

supplied with a black finish. All units have #26 flexible color-coded lead wires, four 

inches minimum in length. As normally supplied, no mounting brackets are furnished; 

however, channel brackets are available. 

Pri. 
Pri.lmp. D.C. Sec. Imp. Approx. OCR Max. 

Ohms Unbal. Ohms Pri. Sec. Level 

200 0 250K 13.5 3600 +7dbM 
50 62.5K 

10K 0.25 90K 710 3150 30MW 

10K 3MA 200 2500 34 - 100MW 
25K 1.5MA 500 

30K 1MA 50 2875 50 100MW 

50 HYS. @ 1 MADC 4400 Ohms D.C.R. 

lOOK .5MA 60 3500 3.3 100MW 

20K .5MA 800 800 110 100MW 
30K .5MA 1200 

10K 1MA 200CT 1200 45 100MW 

10K 2MA 16 800 2.7 100MW 

10K 2MA 3.2 800 .65 100MW 

500 3.5MA 50 50 5 100MW 
600 3.5MA 60 

1000 3MA 50 90 5 100MW 
1200 3MA 60 

200K 0 1000 4000 190 +7dbM 

10KCT 2MA 200CT 650 22 100MW 
25KCT lMA 500CT 

20KCT lMA 800CT 800 110 100MW 
30KCT 1MA 1200CT 

1200 3MA 3.2 70 .45 100MW 
1500 3MA 4 

10K 2MA 500CT 800 95 100MW 
12.5K 2MA 600CT 

7.5KCT 4MA 3.2 770 .73 100MW 
9.4KCT 4MA 4 

500CT 10MA 600CT 26 70 100MW 

1.5KCT 7MA 600CT 70 65 100MW 

200KCT 0 1000CT 4000 200 +7dbM 

10KCT 4MA 1500CT 800 300 100MW 
12KCT 4MA l800CT 

8 HYS @ 2 MADC, 4 HYS @ 5 MADC 650 Ohms DCR 

3.5 HYS @ 2 MADC, 1.5 HYS @ 5 MADC . 1600hms·DCR 

10KCT lMA 10KCT 560 650 100MW 
12KCT 1MA l2KCT 

40KCT .5MA 400 split 1900 43 100MW 
50KCT .SMA 500 split 

Mounting Frame for any of above SMO Units. 
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Branches: Los A"geles 35,Dallas 7 

SECTION 5600 

TYPES 
SSM, RM 

Sub-Miniature TRANSFORMERS 

Type 
No. 

SSM-1* 

SSM-2 
SSM-3* 

SSM-4 
SSM-S 
SSM-6 
SSM-7* 

SSM-8 
SSM-9 
SSM-10* 

SSM-ll 

SSM-12 

SSM-13 

SSM-14 

SSM-CH 

Type SSM 

The SSM series transformers and reactors have been engineered for 

highest efficiency along with minimum size. Special hi"gh nickel con­

tent lamination and compact winding t!'lchniques insure excellent 

frequency response and low distortion. These units are moisture­
proofed by treatment with high quality varnish. All units are supplied 

with a black finish. All units have #26 flexible color-coded lead wires, 
four inches minimum in length. As normally supplied, no mounting 

brackets are furnished; however, channel brackets are available (HST 

type SSM-CH) as shown in sketch at left. 

Pri. 
Application Pri.lmp. D.C. Sec. Imp. Approx. DCR Max. 

Ohms Unbal. Ohms Pri. Sec. Level 
Input 200 0 2S0K 16 2500 • +lOdbM 

50 0 62.5K 
Interstage/3:1 10K 0.25 90K 215 IB50 100MW 
Plate to Line 10K 3MA 200 1225 ' 30 200MW 

25K 1.5MA SOO 
Output 30K 1MA 50 1BSO 3.B 200MW 
Reactor SO HYS @ 1 MADC 267S Ohms DCR 
Output lOOK .SMA 60 3400 3.7 200MW 
Transistor Interstage 20K .SMA BOO 4S0 32 200Mv.:r--

30K .SMA 1200 
Transistono P.P. Sec. 10K 1MA 2000CT 1000 40 200MW 
P.P. Transistor to V.C. 500CT 0 3.2 15 .3S 250MW 
P.P. Transistor to V.C. 2000CT 4MA 8 290 2 2S0MW 

4000CT 2MA 16 
Transistor Interstage 400CT 8MA 400 split 20 45 250MW 

SOOCT 8MA SOO split 
Transistor Interstage 400CT 8MA 120 split 20 12.6 2S0MW 

500CT 8MA 150 split 
Transistor I nterstage 400CT BMA 40 Split 20 4.S 250MW 

500CT 8MA 50 split 
Transistor Interstage 80CT 16MA 32 split 4.9 3.2 2S0MW 

100CT 16MA 40 split 
Channel Frame Mounting Frame for any of above SSM Units. 

* Impedance ratio is fixed. Any impedance between values shown may be employed. 

Type RM 

Sub-Miniature TOROIDS 
Printed Circuit Design 

MI L- T - 2 7 A 
RM TYPES 

Type No. Ind. (0 Dc) . Dc Ma Max 

HST SUb-miniature toroids, type 

"RM", are specifically designed for 

printed circuit applications in transis­
tor circuits. These units are ideal com­

panion design components for use with 

HST type "n" transformers. 

RM-1 3.0 Mhy 
RM-2 S.O Mhy 
RM-3 8.0 Mhy 
RM-4 ~2.5 Mhy 
RM-S 20.0 Mhy 
RM-6 30.0 Mhy 
RM-7 60.0 Mhy 
RM-8 120.0 Mhy 
RM-9 0.6 Mhy 
RM-10 1.5 Mhy 
RM-11 2.S Mhy 
RM-12 6.0 Mhy 
RM-13 10.0 Mhy 

, RM-14 15.0 Mhy 
,RM-15 25.0 Mhy 
RM-16 40.0 Mhy 

50 
40 
30 
25 
20 
16 
11 
8 

90 
S7 
44 
28 
22 
18 
14 

-11 

Proper choice of core types and 
winding techniques insures maximum 

"Q" performance_ See curves below for 

further pertinent d~ta. All inductance 
values shown are adjusted to a toler­

ance of ±2%. All units are marked with 
inductance values. The "RM" series are 
epoxy molded.' 
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SECTION 5600 

TYPE 
PX, PY, RS 

ISOLATION TRANSFORMERS 
MIL-T-27A, . CLASS R, GRADE 4 

IMMEDIATE DELIVERY FROM AUTHORIZED HST DISTRIBUTOR STOCKS 

The HST isolation transformers listed below are designed to offer maximum 
utility to the user in requirements for electrical isolation. All units have elec­
trostatic shields. 
Vacuum impregnation and potting is employed in all units. 
The PX series is for use in the frequency range of 380 to 1000 cycles. 
The PY series is for use in the frequency range of 50 to 60 cycles. All enclo­
sures are MIL-T-27A, standard sizes of deep drawn steel. 
All units are finished in an attractive grey with schematic diagrams perman­
entlyand legibly marked on the case. 

ISOLATION TRANSFORMERS ISOLATION TRANSFORMERS 
Primaries 115 Volts 380 to 1000 Cycles Primary 115 Volts 50/60 Cycles 

Secondary Insulation 
Type Test Volts 
No. Volts Amps RMS 

PX-60 26 0.2 500 
PX-lOO 26 1.0 2500 
PX-200 26 2.0 2500 
PX-300 26 4.0 2500 
PX-320 26 6.5 1000 
PX-360 115 0.3 2000 
PX-400 115 1.0 2500 
PX-500 115 2.0 2500 

FILTER REACTORS 
MIL-T-27A 

CLASS R, GRADE 4 
The 4RS series HST re­
actors have been de­
signed specifically for 
use in 400 cycle circuits. 
Their small size versus 
ratings are ideal for 800 
cycle ripple reduction. 

The RS series of HST 
reactors offers a wide 
selection of inductance 
values, DC resistance 

ranges and current ratings. 

All units are housed in deep drawn steel 
cases, MIL-T-27A standard sizes. All units 
are vacuum impregnated and potted with 
the finest materials obtainable. 

Cases are finished in an attractive grey 
with schematic diagrams permanently and 
legibly marked on all units. 

Secondary Insulation 
·Case Approx. Catalog Test Volts ·Case 
Size Wt. Lbs. No. Volts Amps RMS Size 
AH 0.15 PY-100 115 0.2 2000 GA 
FA 1.5 PY-200 115 0.5 2000 HA 
GB 1.75 PY-300 115 1.0 2000 KA 
GA ·2.0 PY-400 115 2.5 2000 MA 
JA 6.0 PY-500 26 1.0 2000 GA 
EA 0.75 PY-600 26 2.0 2000 HA 
GA 2.0 PY-700 26 4.0 2000 KA 
JA 6.0 

FI L TE R R EACTO RS - 400 Cycle Application 

Type 
No. 

4RS-1oo 
4RS-200 
4RS-300 
4RS-400 

. 4RS-500 

Inductance 
Henries 

2 
2 
2 . 

2 
2 

Current 
D.C. 
Ma. 

55 
70 

120 
165 
200 

D.C. 
Resistance 

(Dhms) 
210 
240 
105 
80 
77 

Insulation 
Test Volts 

RMS 
2500 
2500 
2500 
2500 
2500 

·Case 
Size 
AH 
AJ 
EA 
FB 
FA 

FI L TE R R EACTO RS - General Application 

Catalog 
No. 

RS-100 
RS-200 
RS-3oo 
RS-400 
RS-500 
RS-600 
RS-700 
RS-800 
RS-900 
RS-1000 
RS-2000 
RS-3000 
RS-4000 
RS-5000 
RS-6000 
RS-7000 

Inductance 
(Henries) 

15 
15 
15 
25 
10 
30 
10 
8 
8 

10 
8 
5 
8 
8 
4 
0.5 

Current 
D.C. 

(Max.) 

10 
20 
40 
50 
60 
60 
85 

105 
150 
150 
200 
250 
250 
300 
600 

1200 

D.C. 
Resistance 

(Max. Ohms) 

700 
700 
460 

1400 
230 
900 
195 
100 
100 
150 

90 
220 
95 
55 
20 

6 

Insulation 
Test Volts 

RMS 

1000 
1000 
2500 
2500 
2500 
2500 
2500 
2500 
2500 
2500 
2500 
2500 
3000 
3500 
3500 
3500 

·Case 
Size 

AJ 
AJ 
EA 
GA 
FA 
HA 
FA 
GA 
HA 
JA 
KB 
JA 
LA 
MA 
MA 
MA 

Approx. 
Wt. Lbs. 

2.0 
3.5 
8.5 

13.0 
2.0 
3.5 
8.5 

Approx. 
Wt. Lbs. 

0.15 
0.25 
0.75 

1.0 
1.5 

Approx. 
Wt. Lbs. 

.25 

.25 

.75 
2.0 
1.5 
3.5 
1.5 
2.0 
3.5 
6.0 
6.5 
6.0 

11.0 
13.0 
13.0 
13.0 
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TYPE 
UCA 

COMMERCIAL GRADE COMPONENTS 

Type UCA 

The HST commercial grade 
UCA Series has been designed 
and manufactured to the same 
exacting quality standards as 
the HST Military line. The ex­
cellent frequency response 
and low distortion inherent 
with these units makes them 
ideally suited for high-fidelity 
application, portable broad­
cast and other uses. Check the 
advantages listed below: 

1. Rugged die-cast cases pro­
viding mounting from both 
ends. See photo above. 

2. Excellent Frequency Re­
sponse. 

3~ Hum-bucking coil construc­
tion on all units except 
those with DC in primary. 

4. Additional magnetic shield­
ing (20 db) available by use 
of UCA-33 mu-metal shield. 
See photo above. 

5. Vacuum impregnated and 
sealed with high quality 
potting compound. 

6. Schematic diagrams per­
manently marked on all 
units. 

7. Attractive grey finish offer­
ing maximum eye-appeal in 
equipment. 

Type 
No. Application 

UCA·I0 low Imp. to Grid 

INPUT TRANSFORMERS 

Primary Imp. Unbal. Secondary Imp. Response Pri. Res. Max. 
Ohms D.C. Ohms ±2db Ohms Level 

50,125/150,200/250, 0 50,000 split 20.20,000 59 +15dbM 
333,500/600 

UCA-ll* low Imp. to 1 or 2 Grids 50,200,500 0 5O,000CT 20·20,000 52 +5dbM 

UCA·12 low Imp. to PP Grids 50,125/150,200/250, 0 
333,500/600 

80,000 split 20·20,000 60 +15dbM 

UCA·20t Mixing, Matching 50,125/150,200/250, 0 
333,500/600 

UCA'21*t Mixing, Matching 50,200/250,500/600 0 

UCA·27 Xtal/HI. Imp. to line 100,000 spl it 0 

UCA·39* line to Transistors 600/150 spl it o 

50,125/150,200/250, 10·50,000 64 +15dbM 
333,500/600 

50,200/250,500/600 40·30,000 28 +15dbM 

50,125/150,200/250, 30·20,000 3700 +15dbM 
333,500/600 with res. 

source 

2000/500 spl it 20·20,000 70 +lOdbM 

• Multiple alloy shield for extremely low hum pickup. t High electrostatic shielding. 

UCA·15 

UCA·16 

UCA·17 

UCA·18 

UCA·19 

UCA·22 

UCA·23 

UCA·24 

UCA·25 

UCA·26 

INTERSTAGE AND OUTPUT TRANSFORMERS 

Transistor Interstage 

Plate to Grid 

Plate to Grid 

Single or PP Plates to 
PP Grids 

Plate to PP Grids 

Transistor Interstage 
or Output 

Transistor I,nterstage 
or Output 

Single or PP Plates 
to Line 

Plate to Line 

Single or PP Plates 
to line 

10,000/2500 split 

15,000 

15,000 

15,000 split 

15,000 

500CT 

500CT 

15,000 split 

15,000 

30,000 split 

8MA 2000/500 split 40·20,000 600 1 Watt 

o 60,000 20·20,000 800 30MW 

8MA 60,000 40·20,000 3340 30MW 

o 80,000 spl it 20-15,000 1040 30MW 

8MA 80,000 split 40-15,000 2900 30MW 

20MA 500/125 spilt 40·20,000 36 1 Watt 

20MA 16/4 split 40·20,000 36 1 Watt 

o 50,125/150,200/250, 20·40,000 1430 30MW 
333,500/600 

8MA 50,125/150,200/250, 40·20,000 1580 30MW 
333,500/600 

o 50,125/150,200/250, 20·40,000 2520 30MW 
333,500/600 

UCA·28 Transistor to V.C. 48CT 750 MA Bal. 16 split 8, 4 40-20,000 5 5 Watts 
------------------------------------- ------------------------
UCA·34 

UCA·35 

UCA·36 

UCA·37 

UCA·38 

Type No. 

UCA-JO 

UCA·32 

UCA·41 

UCA·40 

UCA-33 

Transistor Interstage 25,000/6250 split 3MA 500/125 split 30·20,000 1620 1 Watt 

Transistor Interstage 10,000/2500 split 8MA 500/125 split 30·20,000 610 1 Watt 

Transistor I nterstage 500/125 split 20M A 150/37.5 split 40·20,000 36 1 Watt 

Transistor Interstage 500/125 split 20MA 50/12.5 split 40·20,000 36 1 Watt 

Transistor Interstage 100/25 split 40MA 40/10 split 40·20,000 6,.2 1 Watt 

REACTORS AND 
FILAMENT/TRANSISTOR SUPPLY T.RANSFORMERS 

Application 

AudiO Choke 450 HYS @ 0 MA, 250 HYS @ 5 MA-6000 Ohms: 65 HYS @ 10 MA-1500 Ohms. 

Filter Choke 60 HYS @ 15 MA--2000 Ohms: 15 HYS @ 30 MA-500 Ohms. 

Filter Choke 240 MHY. @ .2~ Ohms: 60 MHY. @ .4A-1.5 Ohms. 

Power Transformer 115 V 60 CPS to Two 6.3 VCT @ .2A Secondaries. 

Mu·Metal Shield Slip Fit Over UCA Case, Provides ApprOXimately 20db Shielding. 
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SECTION 5600 

TYPES 
MXA, TXA 
MXB, MXC 

ADVANCED "MX" SERIES OF HICiH "Q" TOROIDS 
MIL-T-27A 

MXA and TXA: MXB: 

Length ----------------------------------------------.1%2 Length ____________________________________ 2K6 
Wi dth _____________________________________________ lK6 Width ________________________________ H{6 
Height _____________ 121,12 

Mounting ----------Ya x %2 
Height ________________________________ 21;Jj6 

Screws (two) ______________________________ -4-40 Mounting -------------------------:------------2K6 x lK6 

Cutout -MXA ------------------------------------~6 x X 
Cutout-TXA ----------------------------------~6 ~4 

Screws (four) ________________________________ 6-32 

Cutout -------------------------------------------.Ya x X 
Unit Weight _________________________ -4 oz. Unit Weight __________________________________ 14 oz. 

The new advanced "MX" series of HST standard toroids 
provides the highest "Q" factors, inductance stability and 
linearity obtainable in the industry. Permalloy dust cores 
are used in all units; core types selected for maximum effici­
ency at specified frequency ranges. All units are individually 
adjusted to ±1 % tolerance. Enclosures are made of high 
permeability steel for magnetic shielding. 

The TXA series toroids are center tapped for use in "capaci­
tor multiplying tuned circuits," oscillator circuits," etc. 

All units are furnished in an attractive grey finish with 
schematics permanently and legibly marked on cases. 

MXB TYPES 
Type No. Ind. (0 Dc) Dc Ma Max 

MXB-1 10.0 Mhy 400 

MXB-2 30.0 Mhy 250 

MXB-3 70.0 Mhy 170 

MXB-4 120.0 Mhy 120 

MXB-5 0.5Hy 60 

MXB-6 1.0 Hy 40 

MXB-7 2.0 Hy 30 

MXB-S 3.5 Hy 22 

MXB-9 7.5 Hy 16 

MXB-lO 12.0 Hy 11 

MXB-11 lS.0 Hy 9 

MXB-12 25.0 Hy S 

MXB-13 40.0 Hy 6 

MXB-14 60.0 Hy 4 

© U.C.P., Inc. 

MXA 
Type 
No. 

MXA-1 
MXA-2 
MXA-3 
MXA-4 
MXA-5 
MXA-6 
MXA-7 
MXA-S 
MXA-9 
MXA-lO 
MXA-11 
MXA-12 
MXA-13 
MXA-14 
MXA-15 
MXA-16 
MXA-17 
MXA-1S 
MXA-19 
MXA-20 

Type No. 
MXC-O 
MXC-1 
MXC-2 
MXC-3 
MXC-4 
MXC-5 
MXC-6 
MXC-7 
MXC-8 
MXC-9 
MXC-IO 
MXC-11 
MXC-12 
MXC-13 
MXC-14 
MXC-15 
MXC-16 

MXC: 

Length ----------------------------------lJ{6 

Width -------------------------------------------------- X 
Height ------------------------------------------.1~2 
Mounti ng ______________________________ < ________ % 
Screws (two) ___________________________________ .4-40 

Cutout -------------------------------------------~6 x X 
Unit Weight _____________________________________ .1.5 oz. 

and TXA TYPES 
Ind. DC MA Center Tapped 

(0 DC) Max. Type No. 
7.0 Mhy 250 TXA-1 

12.0 Mhy 200 TXA-2 
20.0 Mhy 150 TXA-3 
30.0 Mhy 125 TXA-4 
50.0 Mhy 100 TXA-5 
70.0 Mhy SO TXA-6 

120.0 Mhy 60 TXA-7 
0.2 Hy 50 TXA-S 
0.3 Hy 40 TXA-9 
0.5 Hy 30 TXA-10 
.07 Hy 25 TXA-11 
1.0 Hy 20 TXA-12 
1.5 Hy 17 TXA-13 
2.5 Hy 13 TXA-14 
4.0 Hy 10 TXA-15 
6.0 Hy 9 TXA-16 

10.0 Hy 7 TXA-17 
15.0 Hy 5 TXA-1S 
22.0 Hy 4 TXA-19 
35.0 Hy 3 TXA-20 

MXC TYPES 
Ind. (0 Dc) Dc Ma Max 

4.0 Mhy 160 
7.0 Mhy 135 

12.0 Mhy 100 
20.0 Mhy SO 
30.0 Mhy 65 
50.0 Mhy 50 
70.0 Mhy 40 

100.0 Mhy 35 
150.0 Mhy 30 

0.25 Hy 22 
0.4 Hy 17 
0.6 Hy 14 
0.9 Hy 12 
1.5 Hy 9 
2.0 Hy S 
2.S Hy 7.2 
4.0 Hy 5 
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PRICES' 
Prices in this MASTER should not be considered as final. 

Inquire, about latest prices and -delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown • 

• 

ORDE'RING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 5600 

THE ONLY COMPLETE LINE OF QUALITY TRANSISTOR TRANSFORMERS MADE IN U.S.A • 
• NICKEL·STEEL LAMINATIONS. WOUND ON NYLON BOBBINS .MYLAR OUTER WRAP .COLOR CODED LEADS 
Efficiently designed to meet lhe needs ot miniaturization and engineered to provide more power handling capacity and Improved 
frequency response with minimum distortion. All are nlckel·steel laminations. Applications under "TYPE" column show. 
typical use. )Iany units may be used lor other applications a. well. A"erage net weight 1U oz.; average shp wt .• 4 oz. .. ... ................... 

ARGONNE 
NUMBER 

AB·141 
AB·142 
AB·I43 
AB·144 
AB·lOO 
AB·126 
AH·IOI 
AB·I45 
AB·I02 
AB·146 
AB·127 
AB·I28 
AH·129 
AB·148 
AB·149 
AB·I47 
AR·I50 
AB·103 
AB·I04 
AB·151 
AB·IOS 
AB·130 
AB·131 
AH·I06 
AR.152 
AR.I07 
AB·I08 
AR.109 
AR·I53 
AR·110 
AB·132 
AB·133 
AR.158 
AR·157 
AB·156 
AR·155 
AR·154 
AR·173 
AH·Ill 
AR.134 
AB·13s 
AR·lll 
AR·113 
AR·114 
AR·lls 
AR·116 
AR·175 
AB·Is9 
AH·136 
AR·137 
AR·138 
AR·lSO 
AR·161 
AR·162 
AR.163 
AR·165 
AR·117 
AR-118 
AR-164 
AR·1l9 
AR·166 
AR·120 
AR.167 
AB·168 
AR·121 
AR·139 
AR·122-
AR.123 
AR·124 
AR·169 
AR·140 
AR·170 
AB·176 
AR·174 
AR·171 
AR·172 
AR·I25 

I 
IMPEDANCE UNBALANCED 

PRIMARY SECONDAlty CURRENT PRI. 
TYPE OHMS OHMS D.C. MA 

Input 500,000 1.500 CT .3 
Input 5eO,000 200 CT .3 
Input 250.000 200 CT .5 
Input 200,000 1,500 CT .5 
Input 200.000 1.000 .5 
Input 150.000 1.500 CT 2. 
Input 100.000 3,000 CT .5 

: Input 100.000 2,000 CT .5 
Input 100,000 1,500 CT .5 
Input 100.000 50 .5 
Input 50.000 3,000 CT I. 
Input 50.000 1,500 CT 2. 
Input 50,000 1,000 2. 
Input 50,000 500 CT 1. 
Input 50,000 200 CT 1. 
Input 50,000 30 CT I. 
Input 40,000 100 1. 
Driver 20.000 2.000 CT 1. 
Driver 20.000 1,000 I. 
Driver 20,000 800 CT 1.5 
Driver 20.000 400 1. 
Output 20,000 8 .5 
Output 20,000 3.2 .5 
Driver 16.000 4,000 1. 
Driver 15.000 200 CT 1.5 
Driver 15,000 200 1.5 
Driver 10,000 3.000 CT 15 
Driver 10,000 2.000C:! I 5 
Driver 10,000 200 CT 2. 
Output 10,000 16 2. 
Oulput 10.000 8 I. 
Output 10,000 3.2 1. 
Input 5,000 CT 80.000 2. 
Input 5.000 45,000 2. 
Input 5.000 30.000 2. 
Input 5,000 10.000 2. 
Input 5.000CT 7,500 CT 2. 
Driver 5.000 3.000 CT 2. 
Output 5.000 100 1. 
Oulput 4.000 CT 8 4. 
Output 4.000 CT 3.2 4. 
Output 3,500 200 1. 
Driver 3.000 CT 1.000 9. 
Output 2,500 II 10. 
Input 2,000 CT 8,000 CT 2. 
Output 2,000 200 4. 
Driver 2,000 1,500 CT 2. 
Driver 1.500 500 CT 4. 
Output 1.000 CT 100 4. 
Output 1.000 CT 8 4. 

"Output 1.000 CT 3.2 4. 
Output SOO CT 3.2 5. 
Output 650 CT 16 5. 
Output 500 CT 500 CT 5. 
Output 500 CT 150 CT 5. 
Output 500 CT 50 5. 
Output 500 CT 30 5. 
Output 500 CT 16 5. 
Output 500 CT 8 5. 
Output 500 CT 3.2 5. 
Output 400 CT 16 5. 
Output 400 CT II I. 
Output 400 CT 8 or 3.2 S. 
gutput 300 CT IS 6. 

utput 300 CT 3.2 6 
Output 250 CT 8 2. 
Output 250 CT 3.2 2 
Input 200 2,000 CT 2. 
Output 200 CT 16 2. 
Output 200 CT 8 or 3.2 7. 
Output 200 CT 3.2 2. 
Output 160 CT 8 or 3.2 8. 
Output 125 CT 8 8. 
Output 125 CT 3.2 8. 
Output 100 CT 10 CT 10. 
Qutput 48 CT 8 or 3.2 IS. 
Input 3 4,000 IS. 

HIGH FIDELITY TRANSISTOR TRANSFORMERS 
Driver and output transtormers. eompletely encased. Response 
20-20.000 cps ± 0.25 db. Output transtormer 1.5 watts 01" 20· 
20.000 cps ± 2 db. Size 1·5/16" x 1·5/16" x H~". Shpg. wt .• 
9 oz. 

POWER 
MILLI· 
WATTS 

350 
350 
350 
350 
100 
100 
100 
350 
100 
350 
100 
100 
100 
175 
175 
175 
175 
100 
100 
175 
IOC 
100 
100 
100 
175 
250 
100 
100 
175 
ISO 
100 
100 
175 
175 
175 
175 
175 
350 
100 
250 
250 
150 
150 
150 
150 
250 
350 
175 
250 
250 
250 
175 
175 
350 
175 
175 
100 
100 
175 
100 
175 
ISO 
175 
175 
ISO 
250 
150 
ISO 
250 
175 
100 
350 
350 
350 
175 
350 
250 

D.C. RESISTANCE 
PRI. SEC. OVERALL 

OHMS OHMS SIZE 
3500 60 I "X3/4 " X3/4 , 
3500 20 I"X~4"x3/4" 
3500 20 l"x V4"X3/4" 
3000 65 I"x~ "X3/4" 
3600 90 l"x V:"X3/4" 
3700 55 1 "X3/4"X3/4" 
3600 60 l"x3/4"x3/4" -
3000 50 1 "X3/4"x3/4" 
3600 40 1 "X3/4 " X3/4 " 
3000 1.6 l"x~4"x3/4' 
2000 50 l"x ~ "x3/." 
3000 50 1 "x3/:"x3/:" 
2500 20 I"X~4"X~4' • 
1300 20 ~ "x 11 "x~,,, 
1300 10 V!"x'/:"x f," 
1300 1.5 ~ "x'/."x'/," 
850 6 ~"x.~ "x~" 
400 SO t"xo/:"x V!" 
400 50 ~ .. ~ "x~ ,F 
600 60 ~ .. ~ l"xf:" 
600 30 r"Xo/:"X3/4" 
400 0.6 3/4 .. X~'''X'/,·· 
400 0.3 ~4"X~ "xSfs" 
620 350 Vi"x ?a"xs;." 
S50 10 31f"x'/'''X~8' 

1000 20 t"X3/4:'X V4" 
200 100 3/4"X5/,"x5/." 
500 50 3/. "x5/,,,x~," 
400 10 3/!"xW'x V," 
600 2.5 3/4 "x,/,"x'/," 
BOO .6 3/."x~s"x~." 
600 .3 3/. "x~ "x~" 
350 1800 3/:"x f:"xV:" 
250 1600 3j. "xSfa"x'~ • 
150 13~0 3/:"x~S"x5/:" 
ISO 4 a 3/4"x f,"x'/," 
ISO 400 3/. "xs~ "x'A " 
200 90 f"x~!"x3/!" 
600 10 3/4 "x V,"x,/," 
150 .8 I "X3/4"X3/4' 
150 .3 I "X3/4'X3/4" 
120 25 1 "X3/4"X3/4" 
100 60 3/4 "x5/S"X%" 
50 1.1 3j. "x5/,,,x~ " 

150 660 1 "X3/4"X ~" 
120 20 I "X3/4"X3/4' 
150 60 I "x3/. "X~4" 
100 20 :If"'x5/:"x V," 
120 10 l"x~4"x3/4" 
120 .9 I "x V"'X3/4" 
120 .3 I "X3/4"X3/" , 

40 .3 3/4 "x5/,"x'/," 
27 1.3 3/. "xsA "x~" 
18 18 1"x{~"x V:" 
18 8 t4"X~S"x5~ " 
18 4 V4"x~a"x'!a" 
20 1.5 3/4"X Va"x5/," 
20 1.5 3/4"X~ "x~" 
18 .8 3/4"X~"X~" 
20 .3 3/4"x V,"x f," 
16 1.3 ~"x~" ~" 
20 .9 ~"X~:"~~" 
IS' .6/.3 V4"X Va"x'ls" 
12 1.4 ~ "x~,,,x~s' 
20 .25 ~4"x~ "x ~" 
IS .7 t"x ~"x3/!" 
11 .3 I "x3A "x~" 
II 50 l"x~"xV:" 
20 1.3 3/4 "x V,"x5/," 
9 .6/.3. 3/4"X~."X~." 

10 .3 3A "x~ "x~" 
10 .6/.3 f"x~"x~" 
4 .7 I"x~ "X~4" 
6 .3 l"x~"X~" 
4 .8 3/4"x V:"x V: .. 
2.3 .6/.3 1 "x31. "X3/4" 

14 50 3/l'x)/:"xs/( 

HIGH POWER TRANSISTOR AUDIOS 
For the new high.output trans/stors 

MODEL AR·503 OUTPUT TRANSFORMER: 6 watts., 
70·20.000 cps' ± 2 db. Primary 48 ohms CT. secondary 
3.2 ohms; primary dc resistance 1.1 ohms, secondary 
0.3; unbalanced primary current.· 200 mao dc. Size 
1·9/16" x 1%" x 1·9/16". Shpg. wt •• lib. . 

MODEL AR·SOO DRIVER TRANSFORMER: 5000 ohm prl· 
mary. 3000. ohm CT secondary; dc resistance ot primary 50 
ohms. secondary 75 ohms; unbalanced primary dc current 20 ma 

List Price 9.60 
MODEL AR.SOI OUTPUT TRANSF.ORMER: Primary 125 

ohms CT. secondary 8 ohms; primary dc resistance 4 ohms. secondary 0 8; unhal­
anced primary current 50 mao dc ..••••••••........•.....• , .. List Price 9.60 

List Price 2.95 
. MODEL AR·504. INPUT TRANSFORMER: 2 wattl. 
70.20.00~ cps:!: 2 db. Primary 100 ohms, secondary 200 ohmJ CT. Primary 
dc resistance 1.S ohms. secondary 2.1; unbalanced primary current 200 rna. 
de ..................................................... Lilt Price 2.50 

...4hnnu~L) Write tl) Fador)' For Comillete Catah1g Of AudiO & Mini dUflzatlon Products 

/~ ELECTRONICS MFG. CORP. ' SYOSSET. L. I. NEW YORK 
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SECTION 5600 

TRANSFORMERS 
This group of transformers and filter reactors are designed to meet the full 
requirements of MJL·T·27A specifications, and are hermetically sealed in 
standard MIL·T·27A case sizes. They provide the highest standard of quality 
necessary for military and professional requirements. 

The range incl4des the specific types standardized by the Armed Services 
Standards Agency as well as a group of standard. types for 400 cycle power 
supplies. 

Transformers and reactors meeting MIL·T·27A speCifications Grade 1 through 6, Class 0, S, T, or U can be supplied 
on special order. . 

A wide range of transformers and reactors of all varieties are regularly manufactured, including the more economi· 
cal types for commercial use. 

If the ratings you require are not listed, we can offer prompt competitive quotations on designs to your specifications. 

All manufacturing, testing and inspection in accordance with applicable requirements of Military Specifications. 

MILITARY STANDARD FILAMENT TRANSFORMERS Input 105/115/125 Volts 60 Cycles ± 10% 
Military Sec. Sec. Test Wt. List 

Cat. No. MIL Types Standards No. Volts Amps Volts Case Lbs. Price 

FMF 20 TFlRXOIEB002 or TF4RXOlEB002 MS90016·1 or 2 2.5 3 2500 EB 1 $16.80 
FMF 21 TFIRXOIGB003 or TF4RXOIGB003 MS90017·1 or 2 2.5 10 2500 GB 2.125 22.60 
FMF 22 TFlRXOIFB004 or TF4RXOIFB004 MS90018·1 or 2 5.0 3 2500 FB 1.5 18.50 
FMF 23 TFl RXOl HB005 or TF4RX01HB005 MS90019·1 or 2 5.0 10 2500 HB 3.125 24.60 
FMF 24 TFlRXOIFB006 or TF4RX01FB006 MS90020·1 or 2 6.3 2 2500 FB 1.25 18.50 
FMF 25 TFlRXOlGB007 or TF4RXOIGB007 MS90021·1 or 2 6.3 5 2500 GB 2.125 21.00 
FMF 26 TFlRXOIJB008 or TF4RXOIJB008 MS90022·1 or 2 6.3 10 2500/ JB 5 29.00 
FMF 27 TFl RXOl KB009 or TF4RX01KB009 MS90023·1 or 2 6.3 20 2500 KB 7.75 35.00 
FMF 28 TFlRXOIJB012 or TF4RXOIJB012 MS90024-1 or 2 2.5 10 10,000 JB 4.25 27.00 
FMF 29 TFlRXOIKB013 or TF4RX01KB013 MS90025·1 or 2 5.0 10 10,000 KB Ii 34.00 

MILITARY STANDARD PLATE AND FILAMENT TRANSFORMERS 

Cat. No. 

FMP 30 
FMP 31 
FMP 32 
FMP 33 
FMP 34 
FMP 35 
FMP 36 
FMP 37 

Cat. 
No. 

FF 440 
FF 41 
FF 42 

FF 43 
FF 44 
FF 45 

, Input 105/115/125 Volts 60 Cycles -t- 10%. Choke Input Filter 
Military wt. List 

MIL Typas Standards No. FIL 1 FIL 2 Plate (RMS) Current Case Lbs. Price 

TFlRX03HAOOI or TF4RX03HAOOI MS90026·1 or 2 6.3/5v 2a 
TFlRX03JB002 or TF4RX03JB002 MS90027·1 or 2 6.3/5v 2a 
TFlRX03KB006 or TF4RX03KB006 MS90028·1 or 2 5v 3a 
TFlRX03LB003 or TF4RX03LB003 MS90029·1 or 2 5v 3a 
TFlRX03MB004 or TF4RX03MB004 MS90030·1 or 2 5v 3a 
TFlRX02KBOOl or TF4RX02KBOOI MS90031·1 or 2 
TFlRX02LB002 or TF4RX02LB002 MS90032·1 or 2 
TFlRX02NB003 or TF4RX02NB003 MS90036·1 or 2 

6.3v 3a 
6.3v 4a 
6.3v 5a 
6.3v 8a 
6.3v 8a 

200-100-0-100-200 .07A.DC 
325-0-325 .07A.DC 
325-0-325 .l50A.DC 
400-0-400 .175A.DC 
450-0-450 .250A.DC 
350-0-350 .250A.DC 
550-0-550 .250A.DC 
800·0-800 .250A.DC 

400 Cycle Transformers 

HA 3.75 $33.00 
JB 5.125 29.00 
KB 7.25 34.00 
LB 9.5 40.00 
MB 12.125 46.00 
KB 7.125 31.00 
LB 9.5 36.00 
NB 14.75 48.00 

fiLAMENT TRANSFORMERS PLATE AND FILAMENT TRANSFORMERS 
Input 115 Volts 380·1200 Cycles Input 115 Volts 380·1200 Cycles. Choke Input Filter 

Sec. Sec. Test Wt. List Cat. Plata DC Wt. ~Ist 
Volts Amps Volts Case Lbs. Price .No. RMS Amps Filaments Case Lbs. Price 

6.3 ct 2 1500 AJ .625 $16.20 FP 40 250-0-250 .070 5/6.3V 2A GB 1.875 $27.50 
6.3 ct 5 1500 EA 1 19.60 6.3Vct 3A 
6.3 ct 5 2500 FA 2 22.00 FP 41 325-0-325 .120 5V 3A JB 4.625 33.00 
6.3 5 2500 6.3 ct 5A 
5/6.3 3 2500 EB .95 19.00 FP 42 400-0-400 .200 5V 3A KB 6.625 37.50 
5 ct 6 2500 EA 1 19.60 6.3Vct 6A 
2.5 ct 10 5000 HB 2.75 25.60 rP 43 350-0-350 .250 - JB 4.625 27.50 

FP 44 500-0-500 .250 KB 6.25 30.00 

FERRANTI ELECTRIC, INC. TRANSFORMER DIVISION 
INDUSTRIAL PARK 
PLAINVIEW, N. Y. 
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SECTION 5600 

TRANSFORMERS 
MILITARY STANDARD AUDIO TRANSFORMERS 
Frequency Response 300-10,000 c.p.s. -I- 2DB 
Weight - 0.72 Lbs. Max. Altitude - 50,000 Ft. Max. 
All units are hermetically sealed in MIL-T-27A case size AJ and are 
designed to meet the full requirements of the MIL-T-27A specification. 
All manufacturing, testing and inspection in accordance with applicable 
requirements of Military Specifications. 

Prl. Max. 
IMPEDANCE LEVEL Max. D.C. D.C. 

Military Standards (in ohms) Power Per Side Unbal· LIst 
Cat. No. Function Type Designation No. PrImary Secondary Level in MA ance Price 

FMA 550 Interstage, Single or P.P. plates TFlRX15AJOOl MS 90000 10,000 90,000 +15DBM 10 10 $20.80 
to single or P.P. grids CT split and 

CT 

FMA 551 Matching, 600 ohm line to voice TFlRX16AJ002 MS 90001 600 2 watt a a 20.30 
coil split 4,8,16 

FMA 552 Input, 600 ohm line to single TFlRX10AJOOl MS 90002 600 135,000 +15DBM 0 0 20.80 
or P.P. grids split CT 

FMA 553 Matching, 600 ohm line to 600 TFlRX16AJOOl MS 90003 600 600 +15DBM 0 0 20.30 
ohm line split split 

FMA 554 Output, single plate 7600 ohm TFlRX13AJOOI MS 90004 7600 600 2 watt 40 40 19.30 
or 4800 ohm to 600 ohm line tap @ split 

4800 

FMA 555 output, single plate 7600 ohm TFlRX13AJ002 MS 90005 7600 2 watt 40 40 19.80 
or 4800 ohm to voice coil tap @ 4,8,16 

4800 

FMA 556 output, single or P.P. plates to TFIRX13AJ003 MS 90006 15,000 600 2 watt 10 10 19.80 
600 ohm line CT split 

FMA 557 output, P.P. plates to 600 ohm TFlRX13AJ004 MS 90007 24,000 600 1 watt 10 20.30 
line . CT split 

FMA 558 output, P.P. plates to 600 ohm TFIRX13AJ005 MS 90008 60,000 600 0.5 watt 10 20.30 
line CT split 

FIL TER REACTORS 

FOR 60 CYCLE POWER SUPPLIES FOR 400 CYCLE POWER SUPPLIES 
Cat. DC Induct. Resist. Test Wt. List Cit. DC Induct. Resist. Test Wt. LI.t 
No. Amps Henries Ohms Volts Case Lbs. Price No. Amps Henries Ohms Volts Case Lbs. Price 

FC 410 .020 30 930 1500 AJ .625 $14.50 FC 440 .070 3 225 1500 AJ .625 $14.00 FC 11 .070 15 260 2500 GB 2.25 14.00 
FC 12 .150 10 110 2500 JB 4.75 20.00 FC 41 .120 3 145 2000 EB 1 15.00 

FC 42 .200 3 115 2000 FB 1.5 15.50 FC 13 .200 8 90 2500 KB 6.25 21.00 FC 43 .250 3 65 2000 GB 2.25 17.50 FC 14 .300 10 95 2500 LB 9.625 28.50 

MIL·T·27A CASE AND MOUNTING DIMENSIONS 

Case A B C 0 E 

AJ I". 1". 2% 1~. 1~. 6·32 
EA 1'~. 1'~. 2% 1% 1% 6·32 
EB 1'~. 1'~. 2U. 1% 1% 6,32 
FA 2~. 2X. 3Ya l'X. 1U. 6·32 
fB 2~. 2X. 2)/0 I'X. 1U. 6·32 
GB 2% 2% 2'~. 2Ya 1% 6·32 
HA 3X. 2". 4% 2'%. I"%.. 8·32 
HB 3X. 2% 3~. 2'%. l sji., 8·32 
JB 3U. 3X. 3Ye 2". 2Ya 8·32 
KB 3'~. 3% 4~. 3 2U. 10·32 
LB 4~. 3'X. 4)/0 3~. 2'X. 10·32 
MB 4'X. 4 4'~. 3'X. 3 %·20 
NB 5X • 4~. 5)/0 4X. 3~. %·20 

I. A . , 
FERRANTI ELECTRIC, INC. 

TRANSFORMER DIVISION 
INDUSTRIAL PARK 
PLAINVIEW, N. Y. 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

BROADCAST QUALITY COMPONENTS 

CASE DIMENSIONS 

DC·2B CASE 

Height: 3U2' 

Width: 2%' 
Depth: 2M' 
Mtg. Cen.: 2'x1%' 
Studs: . .. 8-32 
Knockout: 111!' dia 

DC·4A CASE 

Height: 

Width: 

Depth: 3' 
Mtg. Cen.: 211!'x211!' 
Studs: .. 8-32 
Knockout: 2' dia. 

C.lolo. 
No. 

OGA 1 

OGA 1I 

OGA 3 

OGA 4 

OGA 5 

OGA ~ 

C.talog 
No. 

OGA7 

INPUT TRANSFORMERS 
Frequency Response 20-20,000 C.P.S. :1::1.0 DB 

Meximum E1:!~'- Maximum 
Impedance Level Power Prl. D.C. D.C. 

Ohm. L ••• I Shl.ldlng per Side Unb.l.nce ees. 
Appllcllion Prlmuy Secondary DBM Ratio D.B. M •• M .. Number ---

Unl ..... 1 500 ohm 100,000 
DC-liB line to push-pull .rids U-SOO .plit +10 1:14.1 70 0 0 ---

Uni ..... 1 500 ohm 100·,000 
lin. to push-pull grid. U-500 .plit +10 1:14.1 90 0 0 DC-liB ---
Unl.e .. al 500 ohm 
lin. to .In.l. or pu.h-pull 
grid. U-500 

60,000 
split +10 1:11 70 0 0 DC-liB 

---
Uni.e ... 1 500 ohm 
lin. to .ingl. or push-pull 
grid. U-500 

60,000 
split +10 1:11 90 0 0 DC-liB 

---
Unl ..... 1 low Imp.d.nc. 
microphone, pickup or line 
to .ingl. 01 pu.h-pull .rid. U-60 

60,000 
.plit +10 1:31.6 70 0 0 DC-liB 

----
UnlY,nal low Impedance 
microphone, pickup or line 
to .Ingl. 01 pu.h-pull grid. U-60 

60,000 
.pllt +10 1:31.6 90 0 0 DC-liB 

U-60 IMPEDANCES IN OHMS: 
2.5, 5, 10, 15, 20, 30, 40, 60 

U-SOO IMPEDANCES IN OHMS. 
50,111S,lI00 CT, 250, 330, 500 CT. 

Appllcllion 

Hybrid. Unbal .... d 
500/600 oh .. lin •• to 600 
ohms. 

111S .nd 500 ohm. can b. used /or 150 end 600 ohm •• 

HYBRID AND REPEAT COILS 
Frequency Response 20.20,000 C.P.S_ :1::1.0 DB 

Imped.nc. L ••• I M~~::~m E1:~~·- ~~~I~.C~ D.C. 
Ohm. Le.el Shielding p.r Sid. Unb.l.nce Co.e 

Primary Secondary D.B.M. Rllio D.B. Ma. M.. Number ----1----1--- ----1----1·------
Toiol Pri 

1200/1000 600/150 
.plit or 

300/1I50 500/1 liS 
300/1I50 .plit +10 1_41:1 70 o o DC-liB 

r---I----------I-~To-Io-IPr~i----
OGA 8 Hybrid. B.I.nc.d 

500/600 ohm lin .. to 600 
ohm •• Longitudin.1 bllinc. 
70 DB 

1 1I00/1 000 
.plit 

300/1I50 C.T. 
300/250 C.T. 

600/150 
or 

500/125 
.pllt +10 1.41-1 70 o o DC-liB 

'----1--------1------------------1-----1-------
OGA 9 

OGA10 

OGA11 

Cololo. 
No. 

OGA12 

OGAn 

OGA14* 

OGA15 

Hybrid. Unblllnc.d 
500/600 ohm lin.. to 
trlod. pl.te. No. D.C. in 
seeondory. 

Hybrid. . Bal.nc.d 
500/600 ohm lin.. to 
triode plate. No. D.C. in 
seeond.ry. Longltudln.1 
bal.nc. 70 DB. 

Appllc.tlon 

Bridging line to .Ingle or 
pu.h-pull .rid •• 

Sln.l. 6C4, 6J5 V. 6SN7 
triode to push-pull .,Id •• 
Shunt leed. 

Single 6C4, 6J5, V. 6SN7 
triode to push-pull .rld •• 

Pu.h-pull triode pllte. to 
pu.h-pull cllu A grid •• 

Toiol Pri 
1200/1000 

.pllt 
300/lIS0 
300/lIS0 

Toiol Pri 
1 1I00/1 000 

.pllt 
300/250 C.T. 
300/lIS0 C.T. 

600/500 
split 

15,000 
or 

111,500 

15,000 
or 

111,500 

600/500 
.pllt 

Bal.nc.d 

+10 

+10 

1:3.54 70 

1:3.54 70 

90 

INTERSTAGE TRANSFORMERS 
Frequency Response 20.20,000 C.P.S :1::1 0 D.B. 

• 50.20,000 C P.S. :1::1.0 D.B. 

Maximum Equl •• -
lI;'ped.nc. L ••• I Powlr I.nt 

Ohm. Le •• 1 Shl.lding 
Primary Secondll'Y D.B.M. Ralio D.B. 

10,000 
60,000 
.plit +10 1:2.45 70 

~--

15,000 
60,000 
.pllt +18 1:1I 45 ----

15,000 
60,000 
.plit +18 1:1I 45 

1I0,oo0 
.pllt 

45,000 
split +25 1:1.5 30 

o o DC-2B 

o 

o 

Maximum 
Prl. D.C. D.C. 
porSid. Unbalance CI" 

M •• M •• Number ---
0 0 DC-liB ---
0 0 DC-liB ----~-----
8 8 DC-IB 

---
8 0.5 DC-4A 
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SECTION 560,0 

FREED TRANSFORMER COMPANY, INC. 

CASE DIMENSIONS 

DC·2B CASE 
Height: 3~" 
Width: 2%" 
Depth: 2U" 
Mtg. Cen.: 2")(1%:" 
Studs: 4 8·32 
Knockout: 1~" did. 

DC-4 CASE 
Height: 4'" 
Width: 3~" 
Depth: 3" 
Mtg. Cen.: 2~"x2~" 
Studs: 4 8·32 
Knockout: 2" dia. 

DC-4A CASE 
Height: 3%:" 
Width: 3~" 
Depth: 3" 
Mtg. Cen.: 2%"x2~" 
Studs: ,4 8·32 
Knockout: 2" did. 

DC~SB CASE 
Height: 4~" 
Width: 4~" 
Depth: 3~" 
Mtg. Cen.: 3~"x2%" 
Studs:. 4 10·32 
Knockout: 2~" did. 

DC·6A CASE 
Height: 4~" 
Width: 5" 
Depth: 4%" 
Mtg. Cen,: 3%"x3" 
Studs: 4,10·32 
Knockout: 3" did. 

DC-6B CASE 
Height: 6" 
Width: 5" 
Depth: 4~" 
Mtg. Cen.: 3%:"x3" 
Studs: 4 1 0·32 
Knockout: 3" did. 

DC-7A CASE 
Height: 
Width: 
Depth: 
Mtg; Cen.: 4%")(3%" 
Studs: 4 ~".20 
Knockout: 3" dia. 

© U.c.P., Inc. 

BROADCAST QUALITY COMPONENTS 

Cololos 
No. 

OGA16 

~A17· 

OGA18 

OGA19 

. OGAIO 

OGAII 

CoIolos 
No. 

OGA22 

OGAlI3 

OGA24 

CoIoIos 
No. 

OGA25 

OGAI6 

OGAlI7 

OGA28 

OGAlI9 

OGA30 

OGA 31* 

OGA 32· 

OGA33 

OGA34 

OGA35 

OGA36 

OGA37 

OGA38 

OGA39* 

OGA 40" 

OGA41 

OGA42 

LOW LEVEL OUTPUT, MIXING, MATCHING TRANSFORMERS 

AppllcoUon 

~~n .. l=. 6~~ .. :r 5~d:~: 
IIno. Shunl feed. 
Sinsl. plol. 10 Unl .... 11 
500 ohm lin •• 
Push.pull triode pili.' 10 
Unl .... 11 500 ohm lin •. 

~~~~n:'on~OW or 11IIr.:_n;: 
Unl ..... 1 500 ohm lin •• 
Lin. 1 ... 1 mlxlns Ind 
molc:hlns. 

~1tl'nl::lo~O P.."h°.!"it.~~ 

Frequency Response 20-20,000 C.P.S. ± 1.0 DB 
*50.20,000 c.P.S. ± 1.0 DB 

Mo.l. E1:~~" mum 
Impedonc. L ••• I Power Shl.ld· 

Ohm. L ••• I Ins 
Prlmorv Secondory D.B.M. ~ ~ 

15,000 U.500 +18 ~ ~ 

15,000 U·500 ---±!.L ~ __ 7_0_ 
10,000 
C.T. U·500 ---±!L 6.3:1 __ 7_0_ 

U.500 U·500 ~ ~ 70 

U.500 U.500 +30 1:1 70 

100,000 U·500 +11 14.1:1 70 

DRIVER TRANSFORMERS 

Mo •• 
Prl· D.C. 
D.C. Un. 

lid~ bol· 
ance 

~ MI. 

__ 0_ 0 

__ 8 _ 8 

8 0.5 

° 0 

0 0 

0 0 

Frequency Response 20.20,000 C.P.S. ±1.0 DB 

Maximum Me •. Prl. D.C. 
Prlmerv Power D.C.p.r' Un· 

Impedlnc. Level TUln Rotio Sid. bolonc. 
Applicollon Ohm. D.B.M. Pri.: ~Sec. Me. Mo; 

' Unl ..... 1 500 ohm lin. 10 
cr ... B srld •• U·500 +40 1:1 0 0 

:::I'"li~~~hl~: ~ush. lID,OOO C.T. +30 3.2:1 8 0.5 

Pu.h.pull 2Al! 6B4 10 
:i~h2~~~ 809, 2-40, 5,000 C.T. +40 3.1:1 50 5 

HIGH LEVEL OUTPUT TRANSFORMERS 
Frequency Response 20.30,000 c.P.S. ±0.5 DB 

Mex. D.C. 
MI.lmum D.C. Un· 

Im""dlnc. L ... I Power 
l.~~ 

bol. 
Ohm. L ... I ance 

Appllcolion Prlmerv S.condorv DBM WIOs Rollo Mo. Mo. 

~:181t'o6~~f~r~~ 5,000 
ohm lin •• spill U·500 +41 ~ 3.16:1 70 7 
A, obo •• to Universal 5,000 
.olc. coli. .pllt U·16 +42 15 17.7:1 __ 7_0_ 7 

~~~,""~~l,{:' u~t~!1 
500 ohm lin •. 

8,000 
split U·500 +42 15 4:1 50 5 

A. lbo •• 10 Uni".r.al 8,000 
voice coil. split U·16 +41 15 22.4:1 50 5 

~l5, 76:t.·6':'j(h::'~ 10,000 
10 Unl ..... 1 500 ohm lin •• '1'111 U·500 +42 15 4.47:1 40 4 
As lbo •• to Unl.ersll.olc. 10,000 
coil. .plit U·16 +42 15 25:1 40 4 
PP. 807, 1614, KT.66, 
(Wllilimson AmpIlR.r) 10 10,000 
Unl ..... 1 500 ohm lin •• split U·500 +45.5 36 4.47:1 60 6 
A •• bo •• to Unl ..... 1 vole. 10,000 
coli. .pllt U·16 +45.5 36 25:1 60 6 
P.P.'Plllllol,6A5G,300" 
10 Uni ..... 1 500 ohm line. 

2,500 
.plll U.500 +45.5 36 2.14:1 100 10 

As Ibo •• to Unl.enll voic. 1,500 
coli. split U·16 +".5 36 12.5:1 100 10 
P.P. 6L6 or P.P. P.III.I 
6L6 10 Unl .... 11 500 ohm 3,800 
lin •• .pllt U.500 +47 50 2.75:1 140 14 
As .bo •• to Unl.ersol.olc. 3,800 -' 
coil~ splil U·16 +47 50 15.4:1 140 14 
Hish 1 ••• 1 multipl. lin. 10 
Universal voice coil. U·500 U.16 +42 15 5.6:1 0 0 
High 1 ••• 1 multi pl. lin. to 
Universal voice call. U·500 U·16 +47 50 5.6:1 0 0 ----S8t1 or 6146 cr ... ,ABI 6,600 
to' nl .... 11 500 oh .. lin •• .plit U·500 +45.5 36 3.64:1 70 7 
5881 or 6146 crl .. ABI 6,600 
to Unl .... 11 .olc. coli. splil U.16 +45.5 36 20:1 70 7 
6550 A81 or 6146 AB2. 
10 Unl •• "" 500 ohm lin •. 

5,000 
.pllt U·500 +sO 100 3.16:1 140 14 

6550ABI or 6146AB2 
to Unl •• ,,"1 .olc. coli. 

5,000 
.pllt U·16 +50 100 17.7.1 140 14 

Cos. 
Numb.r 

DC·IB 

DC.IB 

DC·IB 

DC·IB 

DC.IIB 

DC·IB 

Cos. 
Number 

DC-4A 

DC·IB 

DC-4A 

Cos. 
Numbor 

DC·5B 

DC·5B 

DC.5B 

DC·SB 

DC-5B 

DC·5B 

DC·6A 

DC·6A 

DC.6A 

DC-6A' 

DC-6B 

DC·6B 

DC·58 

DC·6B 

DC·6A 

DC·6A 

DC·7A 

DC-7A 

*Thes •• nlb .uppli.d wllh lops lor opplvlns .cro.n I •• dbock. U·500 IMPEDANCES IN OHMS. 50,115,100 C.T., 250,330,500 C.T. 
U.16 IMPEDANCES IN OHMS. 2,4,8,12 16. 125 Ind 500 ohm. con b. us.d 10.150 and 600 ohm •• 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

SUBMINIATURE TRANSISTOR TRANSFORMERS 

Frequency Response: ± 2 OBI 300 ro..J to 10 KC 
Power Level: 500 MW . 

These high quality, subminiature transistor transformers are designed for maximum efficiency and 
minimum size. These units are constructed to meet MIL-T-27 A specifications. Encapsulation and 
potting compounds provide maximum protection and reliability. 

r-7/16"~ 
t .... -III 
-L 

IMPEDANCE (OHMS) Unbalanced DC in 
Catalo!l No. MIL Type 

Primary Secondary 
Primary (Ma.) 

----
TSA-1 TF4RX17YY 1S0-600 * 3.2 6·3 * 
TSA-2 TF4RX17YY 1S0·600 * 12 6-3 * 
TSA-3 TF4RX17YY 1S0-600 * 1S0-600 • 6-3 • 
TSA-4 TF4RX17YY 300·1200 • 3.2 4-2 • 

-----
TSA-S TF4RX17YY 300-1200 • 12 4-9 • 
TSA-6 TF4RX17YY 300-1200 • 1S0-600 * 4-2 * 
TSA-7 TF4RX17YY 500-2000 • 3.2 3·1.5 • 
TSA-8 TF4RX17YY SOO-2000 * 12 3·1.S .. 
TSA·9 TF4RX17YY 500·2000 * 1S0-600 * 3-1.S * 
TSA·10 TF4RX13YY 1K-4K • 3.2 2-1 .. 
TSA·11 TF4RX13YY 1K-4K • 12 2·1 * 
TSA-12 TF4RX13YY 1K-4K • 1S0·600 .. 2-1 * 

-------
TSA-13 TF4RX13YY 2.SK·10K * 3.2 1-.S * 
TSA·14 TF4RX13YY 2.SK-10K • 12 1·.S * 

-----
TSA·1S TF4RX13YY 2.SK-10K • 150-600 * 1·.S * -
TSA-16 TF4RX13YY 10K 10K (Ct.) .5 

TSA·17 TF4RX13YY SOK SOO .3 

TSA·18 TF4RX13YY 50K 6 .3 
---------

TSA·19 TF4RX13YY 100K 1.2K .2 

TSA-20 TF4RX13YY SOK 1.2K .3 

TSA.21 TF4RX13YY 25K UK .4 

TSA·22 TF4RX17YY 1S0-600 * 1:2K 6-3 • 
TSA·23 TF4RX13YY 2SK 600 .4 

---------
TSA-24 TF4RX13YY 4K 1S0-600 * 1 

TSA·2S TF4RX17YY 20K SO .4 

TSA.26 TF4RX17Y.Y 1K SO 2 

TSA-27 TF4RX16YY 100K 1K 0 

'Indicates a spHt windin!ll can be used either in parallel (First values) or in series connection with a Ct. (Second 
values). 

Note: All units can be supplied in MuMetal cases. Add $1.00 to unit cost. 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

CASE DIMENSIONS 

DM.20 CASE 

Height: 1~" 
Dia.: %" 
Mtg. Cen.: 1Ys"to1~" 
Mtg. 2 holes: .166 x .120 
Flange Lgth.: 113.12" 
Flange D.: .975" 

CASE DIMENSIONS 

DM·01 CASE 

Height: 2" 
Width: 1}2" 
Depth: 1~" 
Mtg. Cen.: 1l{6"x1l{6" 
Studs: 4 6-32 
Knockout: 1 %" did. 

UNCASED 
DIMENSIONS 

TMO 1 TO 14 

Height: I1J{6" 
Width: 1!1i;" 
Depth: I~" 
Mtg.Cen.: 1%" 
2 Mtg. Holes: .120 did. 
Flange Lght.: 1%" 

TMO 15 TO 18 

Height: 2~" 
Width: ~" 
Depth: l~" 

TMO·19 

Height: I~" 
Width: 11~~" 
Depth: 11M" 
Mtg. Cen.: 13,4" 
2 Mtg. Holes: IJ{s" did, 
Flange Lgth.: 2l{6" 

© U.C.P., Inc. 

MINIATURE AUDIO TRANSFORMERS 
These high quality, miniature transformers feature hermetically sealing for maximum ,p'rotection 

from moisture penetration with subsequent electrolysis dnd corrosion of fine wires. While pri· 
marily intended for non-military equipment, these units are constructed in accordance with 
MIL-T -27 A Specifications. 

CoI.lo. 
No. AppllClllo. 

PMA 1 Line or microphone to sin,l. 
Of push-pull grid •• 

PMA 2 Dynamic microphone or 
speaker voice coil 10 single 
or P.P •• rid. 

PMA 3 Lin. 01 .'c:rophonl to sinll. 
:I~"!~i:~~td.. M •• ooll-

PMA 4 Slo.l. bIod. plat. to .10.1. 
Of push-pull arid •. 

PMA 5· ~:'fl:..:::"'. plot. to pu.h-

PMA 6 SI •• I.trlod. pI.1e 10 muilipl. 
no •. 

PMA 7· Slo.l.trlod. plol. to multlpl. 
n ••• 

PMA 8 Pu.h-pull Irlod. pl.t •• to 
multlpl.n ••• 

PMA 9 Cryslll mlk. Of pickup to 
multlpl.no •• 

PMA 10 MI.I •• or molchlo •• 

PMA 11 P •• II.1 Food R.ICIor. 

Frequency response: ± 2DB 30-20,000 CPS. 
*± 2DB 200-10,000 CPS. 

Mex. 
Imped .. c. L ••• I Power 

MIL Ohm. L ... I 
Typ. Primary Soco.d..., DBM Rlilo 

---
TF4RX10YY ~~O 50/200/500 +8 1:11 -----
TF4RX10YY 

4/8 ~~ +8 '1:86.6 ---
TF4RX10YY 

50/200/S00 ~~ +8 1:11 
---

TF4RX10YY 6O~ 15,000 +8 1:2 ---
TF4RX12YY ~~ IS.ooo H 1:2 ---
TF4RX16YY 

15,000 50/200/S00 +8 S.48:1 
---

TF4RXI2YY 
IS,ooo 50/200/500 +8 S ..... 1 

TF4RXI2YY 3~~ SO/200/S00 +8 7.75:1 
---

TF4RXI6YY ~~ 50/200/S00 H 11.1 

TF4RX16YY 50/200 50('00/500 H 1:1.50 

TF4RX20YY 40 hy, 3 me dc, 3500 ohm. d. c. roo/oIInc •• 

MIx. 
E,:~~ •. Pri. D.C. 

D.C. u •• 
ShI.ld- s'i:. "'1-

I •• ..c. Co •• 
D.B. M •• M •• Numb .. ------- -

0 0 DM·20 
----------

0 0 OM-to 
----------

30 0 0 DM-20 ----------
0 0 DM·20 ----------
2 2 DM·20 

----------
0 0 DM.20 ----------
2 2 DM.20 

----------
2 0.25 DM·20 

----------
0 0 DM·20 ----------
0 0 DM·20 

----------
DM·20 

MINIATURE TRANSI STOR TRANSFORMERS 
These high quality miniature transformers are high efficiency dudio components featuring her­

metically sedling for maximum protection dgdinst electrolysis dnd subsequent corrosion of fine wires 
cdused by moisture penetration. The units are constructed in accorddnce with MIL-T-27 A SpeciRcdtions. 

Transistor Transformers can dlso be supplied in dn open or encdPsuldted type of construction. 

U .... I .. c.d D.C. Mo •• 
Impedo.c. Frequency Primary R •• lsto.c. POWIII' 

CoIIlo. MIL Ohm. Respon •• Cu ..... t Ohms Output Cn. 
No. Typ. 

Sec. 
-- No. 

Pri. CI. CI. ±D.B. C.P.S. M.A./D.C. Pri. Soc. M.W. ------- --------
TMA 1* TF4RX16YY 500 500 1 2001015,000 0 18 24 250 DM-20 ------- --- ---
TMA 2* TF4RX12YY 50K 500 2 300 to 15,000 3 2,200 49 250 DM·20 ------- --------
TMA 3. TF4RX13YY 50K 6 2 300 10 15,000 3 2,200 .55 250 DM.20 

------- --------
TMA 4. TF4RX12YY lOOK 1.2K V 3 300 10 15.000 1 2,790 95 100 DM.20 

----- --------
TMA 5' TF4RXI2YY UK 1.2K V 2 200 to 15,000 3 1,740 110 250 DM.20 

--------- -----
TMA 6' TF4RXI 2YY 50K 1.2K V 2 300 to 15,000 3 2,200 106 250 DM·20 ----- -----
TMA 7' TF4RX17YY 600/150 1.2K V 1 200 to 15,000 4 30 95 250 DM-20 ----- -----
TMA 8* TF4RX12YY UK 600 2 200 to 15,000 3 1,740 61 250 OM.20 
------------------ -----
TMA 9' TF4RX12YY 4K V 600/150 v 1 200 10 15,000 1 274 43 250 DM·20 

------- -----
TMA 10' TF4RX13YY 2K 3.2 2 200 10 IS,ooo 10 160 .28 250 DM.20 

----- -----
TMA II· TF4RX13YY 4K v 3.2 1 200 to 15,000 1 274 .26 250 DM.20 ----- -----
TMA 12· TF4RX13YY 20K 50 2 3001015,000 4 1,340 2.9 250 DM.20 

----- --------
TMA 13' TF4RX17YY lK 50 2 300 to 15,000 8 42.6 2.5 250 DM-20 ----- -----------
TMA 14' TF4RX16YY lOOK lK 2 300 10 15,000 0 1,550 16.8 100 DM.jlO ------- --------
TMO 15 20K 50 2 300 to 15,000 1 2,215 7.25 40 open 

------- --------
TM016 20K 600 2 300 to 15,000 1 2,215 102 40 open ------- --------
TMO 17 lK 50 2 300 to 15,000 3 93 5.6 60 open 

------- --------
TMO 18 lOOK lK 2 300 to 15,000 0 3,000 57.5 100 open 

------- --------
TMA 19' TF4RX13YY lK 3.2 2 200 to 15,000 20 3' .19 1000 DM.Ol 

*Wh •• orderi •• op •• u.11s .peclfy TMO - wh •• ordori •••• cops.llled u.il •• peclly TMe. 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

CASE DIMENSIONS 

DM-01B CASE 

Height: 21,4" 
Width: 1]4" 
Depth: 1]4" 
Mtg. Cen.: 1 U6"x1 U6" 
Studs: 2 6-32 
Knockout: 1:Va" did. 

PROFESSIONAL GRADE COMPONENTS 

This group of components has been designed for use in high ~delity and professional equipment 

and f~r public address service. Freed has developed this series of units employing the latest design 
techniques and the best commercially aVdilable materials. Except for units carrying unbaldnced direct 
current the ,frequency response is ± 1 DB from 30 to 15,000 cps. All units feature excellent per· 
formance characteristics combined with minimum size and weight. 

All units are Vdcuum varnished and then potted in compound to insure long Ilife and trouble 

free performance. 

Professional Grade components are supplied cased. Upon request these units can be supplied 
open or in shell type construction. 

All cdsed Professiondl Grdde Components supplied with termi'ndls meet "EIA" standdrds 

Transformers PGA 1 through PGA 10 are supplied in hermetically sealed cases. 

INPUT TRANSFORMERS 
Frequency Response 30-15,000 C.P.S. ±1.0 DB 

MI •• 
E7:~I": Prl. D.C. 

MI.I",u", D.C. Un-
I .. p.d .... L .... Pow", Shl.ld- &~ 1001-

c.t.lol Oh .. s LOY.I Ing ence ea. 
No. AppU .. Uon PrImlry Socondorv DIM Rallo D.B. MI. MI. Nu ..... ---------- ---

PGA1 Unl • .,..1 500, oh.. lin. 10 
slngl. grid. U-500 50.000 +12 1,10 50 0 0 DM-G1B -------- --- ---

PGA2 Unl ..... 1 500 ohm Un. 10 60.000 
push-pull grids. U-500 spill +12 1,11 50 0 0 DM-Q11 -------------

PGA3 Unl .... 1 500 ohm Un. 10 100f.:'0 
pash-pall grids. U-500 spll +12 1,14.1 50 0 0 DM-OIB -------- ---

PGA4 Brldslns Un. 10 IInsl. srld. 10,000 60,000 +12 1.2.45 50 " ,,() DM-G1B --,--------- ---
PGA5 Brldglns Un. 10 push-puU 60,000 

'0' srlds. 10,000 ,.~"p +11 1,1.45 SO 0 DM-GIB -------------
PGA6 Low 1 ••• 1 lin. motcllins. U-500 U-500 +18 1,1 50 0 0 DM-Q1B 

LOW LEVEL OUTPUT AND MIXING TRANSFORMERS 
Frequency Response 30-15,000 C.P.S. ±1.0 DB 

MI •• 
l .. pJdln •• LOY.I Mo.lmu .. Prl. D.C. D.C. 

c.t.los Ohms Power L ••• I p., Sid. Unloolln •• Co .. 
No. AppU.lllon Prlmory Se.ondory DIM Rollo MI. MI. Numb., --- ------ ---

PGA 7 Slngl.lrlod. pili. 10 UnlYonol 
500 ohm lin.. Shunlleed. 15,000 U500 +18 5.48.1 0 0 DM-DIB ----------

PGA 8 ~~I:~1.:.~lo" 10 Unl • ., .. 1 15,QOO U500 +18 5 ..... 1 8 8 DM-DIB ----------
PGA 9 P.sh-pulliriod. pili" 10 Unl.m.1 

5DO ohm 
ID~D 

U500 +30 6.31.1 8 0.5 DM-GIB ------
PGAID Low 1 ... 1 lin. mllchlnl. U5DO U5DD +18 1.1 0 0 DM-OIB 

U-500 IMPEDANCES IN OHMS: 50, 125, 200 CT, 250, 330, 500 CT. 125 and 500 ohms 
can be used for 150 and 600 ohms. 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

PROFESSIONAL GRADE COMPONENTS 

CASE DIMENSIONS 

DC·1A CASE 
Height: 2~" 
Width: 2!{6" 
Depth: 11~6" 
Mtg. Cen. 1 ~",,1 UtI 
Studs: 4 8-32 
Knockout: 1U'did. 

DC·2A CASE 
Height: 3" 
Width: 2%" 
Depth. 2U" 
Mtg. Cen. 2"x1~" 
Studs: 4 8-32 
Knockout: 1 ~"x1 %" 

DC·2B cASE 
Height: 3U" 
Width: 2%" 
Depth: 2U" 
Mtg .. Cen. 2"x1~" 
Studs. 4 8-32 
Knockout: 17!;l"x1 %" 

·DC·4A CASE 
Herght: 3%" 
Width. 3%" 
Depth: 3" 
Mtg. Cen 2Y:!,'x27!;l" 
Studs: 4 8-32 
Knockout: 2"x1:Utl 

DC·5A CASE 
Height· 3%' 
Width: 4%" 
Depth: 3~' 
MIg. Cen .. 3Ys"x2%' 
Studs: 4 10-32 
Knockout: 2~"x2' 

DC·6A CASE 
Height, 4Y~' 
Width: 5" 
Depth: 4Ys' 
Mtg.·Cen.: 3~"x3' 
Studs: 4 10-32 
Knockout: 3"x2~' 

© U.C.P., Inc. 

Catalo, 
No. 

PGAII 

PGA12 

PGA13 

Catalog 
No. 

PGA14 

PGA15 

PGA16 

PGA17 

PGA18 

PGA19t 

PGA20 

PGA21 

PGA21 

PGA23 

PGA24 

PGAI5 

PGA26 

PGAI7 

PGAI8 

PGA29 

PGA30 

DRIVER TRANSFORMERS 
Frequency Response 30.15,000 c.p .5. ± 1.0 DB 

Prlm.ry M ••• Pri. D.C. Max. D.C. 
Imped.nc. Turn R.tlo M.x. Lev.1 Por Sid. Unbal.nc. Cas. 

Application Ohms Prl: )1 Soc. DBM MI. M •• Numbe, ---
Unl ..... 1 500 ohm lIne to pu.h-pull 
"Ids. U500 1:1 HO 0 0 DC-IA ----
::rrt.:!t6~6 ~~~lIIodo. 10 pu.h- 2~~ 3.0:1 HO 10 1 DC-l A 

----
Push-pull IA3, 6B4, 6A5G to push- 5t~¥~ pull 809, TZ-40, 4/125A 3.2:1 +40 50 5 DC-IA 

All units supplied with lead5. 

HIGH LEVEL OUTPUT TRANSFORMERS 

Frequency Response 30.15,000 C.P.S. ± 1.0 DB 

Max. 
Imp.d.nc. Lovel Maximum Pri.D.C. DC 

Ohms Power Level Por Sid. Unb.l.nce Case 
Application Prim." Second.,y DBM W.tts RoIio M. M. Numb.r -------

P.P. 6K6, 6AR5, 7B5 CI.u A to 
Universal voice coil. lH?O U16 +40 10 27.4:1 40 4 DC-IB -------
P.P. 6F6 CI. AB., P.P. 6V'6'r 6A05, 
7C5, Ct .. AB" 6L6 0I·S881 rlod. 10 10,000 
Unl.e .. 11 .olce coli. C.T. U16 +43 20 25:1 SO 5 DC-4A -------
P.P. 6L6 CI. AB., •• 11 bios 10 Uni ..... 1 
500 ohm line. 9,000 U500 +44.& 30 4.23:1 50 5 DC-4A 

-- ------
!'s .bove 10 Uniy.,s" voice coil. 9,000 U16 +44.& 30 23.7:1 50 5 DC-4A 

-- -----------
P.P. 6N7 CI. B, P.P: 6V6, 6A05, 
7(5, CI. ASI to Univen .. t voice coil. 

8,000 
C.T. U16 +41.8 15 22.3:1 45 5 DC-4A - -------

P.P. 6L6, fixed bl.s, CI. AB., 10 Unl- 6,600 U500 
..... 1 500 ohm lin •• C.T. +44.& 30 3.63:1 70 7 DC-4A 

- -------
A. abo •• to U nl ..... 1 yolc. coli. 6,600 U16 20.3:1 70 7 DC-4A 

C.T. +44.8 30 
-- -------

P.P. 6L6 CI. A, P.P. 2A3, 6A5G, 
6B4 •• 11 bias P.P. Por. 6V6 CI. AD, to 

5,000 
C.T. 

U16 +43 20 17.7:1 80 8 DC-4A 

Unlye.sal volee coil. -- -------
P.P. P.r 6L6 CI. AB., s.II bill P. P. 400/ U500 +47 50 1.83:1 100 10 DC-SA 
6L6 CI. AB, fix.d bias PP&07 CI. AB. C .• 
10 Uni •• rlll 500 ohm lin •• ---- -------
A. Ibo •• 10 Unl .... 11 .oic. coil. 4000 U16 +47 50 15.&:1 100 10 DC-5A 

C.T. - ------
P.P. 6A5G, 684, IA3,lix.d bias Uni- 3000 U16 +41.& 15 13.7:1 75 7.5 DC-4A 
versal voice coil. C.T. ------
P.P. P.r. &07 CI. AB. to Unl ..... 1500 2100 U500 +51.8 150 2.05:1 240 12 DC-6A 
ohm lin •• C.T. -- -------
~cro.!:"H""3BI?~~~~:~t1. b~~ la;t.: 1500 U500 +44.8 30 1.73:1 1&0 15 DC-4A 

C.T. 
Unl,,,,"1 500 ohm lin •. --------
AI .bo •• to U nl .... 11 yolc. coli. 1500 U16 +44.8 30 9.7:1 150 15 DC-4A 

C.T. -------
Mltching lin. 10 Uni ..... 1 .olce coli. U500 U16 +44.& 30 5.6:1 0 0 DC-4A -- -------
Mltching lin. to Unl ..... 1 .olce coli. U500 U16 +47 50 5.6:1 ,0 0 DC-5A 

- ------
Mllchlns lin. to Unl ..... 1 .olc. coli. U500 U16 +50 100 5.6:1 0 0 DC-6A 

t A •• II.bl. with laps 10 apply .creen leedboclc. 

U.16 IMPEDANCES IN OHMS: 
1,4,8,11,16 

U-500 IMPEDANCES IN OHMS: 

A 70 .olts 1 ••• 1 con b. obtlin.d for Ih. following Imp.dances: 

500 ohm. - 10 watts + 40 DBM 
330 ohms - 15 w.tts + 42 DDM 

50, 125, 200 C.T., 250, 330, 500 C.T .. 115 .nd 500 ohm. con 
b. u •• d lor 150 Ind 600 ohm •• 

250 ohm. - 20 wills + 43 DDM 
200 ohms - 25 w.tts + 44 DIiM 
115 ohm. - 40 Witts + 46 DBM 

*PGA 28, 29 & 30 supplied with terminals, 
all other units. with leads. 

Net 

50 ohms - 100 wills + 50 DBM 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

CASE .DIMENSIONS 

PROFESSIONAL GRADE COMPONENTS 
FILTER REACTORS 

Inductance measured at SOV, 60 cycles with rated direct current in the winding. 

Cotalol Inducllnco Raled Currenl D.C. R •• illance DI.leclrlc ea .. 
No. In Honrl •• D.C. Ma. Ohll' Toll Vollase VRMS NUllber 

PGC 1 40 15 2000 1000 DM-01 

DM·01 CASE 
Height: 2' 
Width: 131' 
Depth: 1 U' 
Mtg. Cen.. 1!16"x1l{6' 
StU(#: 4 6-32 

PGC2 12 40 400 1000 DC1A 
PGC 3 8 50 300 1000 DC-1A 
PGC 4 20 50 425 2500 DC2A 
PGC 5 10 10 250 2500 DC2A 
PGC 6 6 100 160 2500 DC-2A 
PGC 1 6. 150 115 2500 DC28 
PGC 8 10 150 160 2500 DC-4A 
PGC 9 5.5 200 95 2500 DC-4A 
PGC 10 10 200 150 .2500 DC-4A 
PGC 11 10 250 135 2500 DC-58 
PGC 12 8 300 95 2500 DC58 
PGC13 7 400 60 2500 DC58 

P.ARALLEL FEED AUDIO CHOKES 
PGC 14 100 10 3500 1000 DM-01 
PGC 15 30 50 650 1500 DC-2A 
PGC 16 400 1 6000 1000 DM..Q1 

DC·1A 
Height: 231" 
Width: 2Ws' 
Depth: 11%1' 
Mtg. Cen.: 1 U"x1 U' 
Studs: 4 8-32 

SWINGING INPUT REACTORS' 
CotaIOl tnductance Rated Currenl D.C. R •• lllinco DI.I.ctrlc ea.. 

No. In Henri •• • D.C.Ma. Ohll' T.d Vollage VRMS NUllbar 
PGC 11 5-20 150 160 1500 DC-4A 
PGC 18 5-20 250 135 1500 DC-58 

DC·2A PGC 19 3-15 300 95 1500 DC-58 
Height: 3" 
.Width: 2%" 
Depth: 2U" 
Mtg. Cen.: 2"x1~' 
~tud~: 4 8-32 

PGC 20 3-15 400 60 1500 DC-58 

* Inductance values for 100ro and 10ro of rated Direct Current 

POWER TRANSFORMERS 
DC·2B 

Height: 331' 
Width: 2%' 
Depth: 2U' 
Mtg. Cen.: 2'x1~' 
Studs: 4 8-32 

ALL PRIMARIES ARE FOR 115V., 50{60 c.p.s.' 

Temperature rises range from4So to 50°C. 

Cailiol Choke tnput Condo Input Bla. Cos. 
~ Py Va HIVoll D.C.V. D.C. Ma D.C.V. D.C. Ma. Tap. RecllQ.r Fil. No.1 Fit. No. 2 FII. No. 3 No. -

DC·4A 
Height: 3%' 
Width: 3W 
Depth: 3' 
Mtg. Cen. 2U'x2~" 
Studs: 4 8-32 

6.3VCT@0.6A PGP 1 15 440VC.T. Low lIux d.n.l- 210 15' 6X4 6.3V@0.3A DC-2B 
.11y. hum-buck-
Inl. For Pream-
plifl.r '''vlc •• 

PGP2 30 550VC.T. Low lIux de •• I- 310 35 6X4 6.3VCT@0.6A 6.3VCT@0.9A DC4A 
Iy. hum-buck-
lrig. For Pr.am-
plilier .... Ic •• 

DC·SA CASE 
Heiflht: 3Ya" 
Width: 4~" 
Depth: 31-2" 
Mtg. Cen.: 3~"x2%n 
Studs: 410-32 

f=--- -
PGP 3 45 500VC.T. 210 40 6X4,5Y3 5/6.3V@2A 6.3V@2A DC-4A 
~ 

6.3V@2.5A 
--

PGP 4 57 600VC.T. 330 SO 6X4,5Y3 S/6.3V@2A DC4A 
-
PGP 5 64 650VC.T. 370 SO 6X4,5Y3 5/6.3V@ 2A 6.3V@3A. DC-4A ---
PGP6 73 600VC.T. 320 70 6X4,5Y3 5/6.3V@2A 6.3V@3A DC4A -- Oc.5B PGP 1 110 650VC.T. 22S 140 330 100 SY3,SU4 SV@3A 6.3V@5A ---

. DC·SB 
Height: 431' 
Width: 4W 
Depth: 331" 
Mtg. Cen. 3~'x2%' 

. Studs: 4 10-32 

PGP 8 16 700VC.T. 260 100 385 10 SY3 SV@2A 6.3V@2.5A DC5A 

'PGP9 108 'OOVC.T. 250 125 370 90 5Y3,SU4 5V@3A 6.3V@SA DC58 ---
PGP10 127 700VC.T. 260 110 350 120 5U4 5V@3A 6.3V@SA DC-5B 
- --
PGP11 146 700VC.T. 260 210 350 1S0 SU4 SV@3A 6.3V@5A 6.3V@1A DC-6A 
---
PGP12 207 800VC.T. 295 280 400 200 5U4,2-5Y3 SV@4A 6.3V@6A DC-6A 

DC-6A CASE 
Height: 4'Vs" 
Width: 5" 
Depth: 41(Q" 
Mtg. Cen. 33,4 "x3" 
Studs: 4 19-~2 

PGP13 
---

225 800VC.T. 29S 280 400 200 80 SU4,2-SY3 5V@4A 6.3V@6A 5/6.3V@2A DC-6A 

PGP14 -
DC:6A" ~68 840VC.T. 330 3S0 450 250 80 2-5U4 5V@6A 6.3V@6A 5/6.3V@2A 

----- ---
PGP15 320 900VC.T. 340 420 490 300 80 2-5U4 SV@6A 6.3V@6A S/6.3V@2A DC-78 

PGP16 121 900VC.T. 360 150 5U4 5V@3A 6.3V@5A DC:6A --- .-
PGP17 1S0 9OOVC.T. 350 200 5U4 5V@3A 6.3V@5A DC-6A 

7B CASE 
Heiflht: 6%" 
Width: 51/2" 
Depth: 5" 
Mtg. Cen. 4%"x3%" 
Studs: 4 %:-20 

-
SR4GY 5V@3A 6.3V@SA DC6A PGP18 203 1100V C.T. 400 2S0 

-
SV~4A 6.3V@7A DC6A PGPt9 248 1100V C.T. 420 '00 2-SR4GY 

~ ----
5V@4A 310 1280V C.T. 480 350 .. - 2-5R4GY 6.3V@7A DC-7B 

All units supplied with leeds. 
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SECTION 5600 . I 

FREED TRANSFORMER COMPANY, INC. 

CASE DIMENSIONS 

DM-02 CASE 

PQC HIGH Q REACTORS 
POC-Redctors dre low-priced High a components designed for use in selective circuits such dS 

Wdve filters, Wdve trdps, dnd noise suppressors. 

e~log Application RII.d Ind. a Tunlns· S~I' No. In Henrie. CoPlcllo. (Mf) Size 
poe 1 60 cps ;csonant trap 14.00 10 .5 OM·O! 
poe 2 400 cps resonlnt trllP 1.58 15 .1 OM·O! 
POC 3 1000 cps r •• onant trap 1.00 20 .025 OM·02 
POC 4 Dynamic noi.e suppression 2.40 20 OM.Q2 

Inductor @ 4 KC 
POC 5 Dynamic noise suppression 2.00 15 OM·02 

inductor @ 4 KC 
POC 6 Dvnamic noi •• suppr.ssion 1.30 15 DM.02 

Height: 12J,a2" 
Inductor @ 4 KC 

POC 7 Dvnamlc nol.e lupprenlon .BO 15 OM.Q2 
Width: 12J,a2" 
Depth: 11%2 " 

Inductor @ 4 KC 
POC B Dvnamic noi •• lupprel$iOl1 .60 15 OM.Q2 

Flange L: 2%" 
Mtg. Cen.: 2" 

induelor @ 4 KC 
POC 9 

@1! KC 
OM·02 

"Q" 

130 
120 
110 
100 
90 
80 
70 

Dvnamic noi.c supprenion .40 
Inductor 

MINIATURE VARIABLE HIGH FREQUENCY INDUCTORS 
~F A - HI f+ u,:W-"--cfVI liIIIILf H\G~ IFR~ UENC: INI 
l'=c H - . -1''0'' lis IFRlEOUENI ty! 

I i+~ ~ 1--1 J' • . . 
=-- - R POSiTION 0° , , 

-il~ -f- f-'-cIM N.OF L 
~ --j- - -I r Lr 
-f-'-c 1-+- - ....-'F-. ~ Wi I"\: -3' ; r-+--H- ,-t . --:n-. 

YHI .( __ J~ f--- i 
1---'--- I-!- '- ·f--" 
1-- . -- '. 1 • I . 

• VARIABLE for ± 20% of its nomindl inductdnce. 'Q [--:willA I' ueNct-mDU~ORs-~l 
• FREOUENCY RANGE: 20 to 500 Ki locyles. i 'f'<I~m~m;'~uEJillrv- ---r-;:;:' ---

I I I I r-. 
• a prdcticdlly constant over whole rdnge of F R POSITION 0 , .;~._; .. _~ 

inductdnce vdridtion. {MIN. OF L I ._ .! -J _~ 

• Miniature size. :1~ I- 1..' %~""r-;.#.L+';~;j 
• Hermetically sedled. 100r- •.. . . AR' . 1 

9 VH-6 ; 1 --r 
Vdriable high frequency inductors with dny in· 80 ' -Tr-:::-, 
ductance from 1 to 50 mhy with cl variation of 70f--f--i-r+++iH+---;--t--t-t-::H-"'] 
appro ± 20% Cdn be mdde on specidl order. :kQU~;CY (Kef 00 ~uu 50 100 200 400 

FREQUENCY (KCI 

CASE DIMENSIONS 

VI-1 

Cotolog 
Nominl~~'!;cllnc.' V~riliion of 0 ROC Max.Non- SelI- C ... 

No. @lOOKC @1OOKC ohm. d.strudive relonant 
0 ... 

Min. MIX. Min. Max. ±15% Cun.RtMA F •• q. MC 

VHI·l 1.1 1.75 93.5 100.5 .75 250 2.2 VI·1 
1"1\11 VHI·2 1.7 2.5 94.5 96.2 1.1 200 1.9 VI·1 
-_"" I 
'11' 

~! 2.3 3.7 94.5 97.2 1.4 200 1.6 VI·l 
VHI .... 3. 4.5 100.75 101.75 1.9 160 1.4 VI·l 
VHI·5 4. 5.7 107. 10B. U 160 1.3 VI-1 

Height: 1 11 

Diameter: %;11 
2 Studs: 4-40 

VHI-6 5.5 7.5 111. 119. 3.1 130 1. VI·1 
VHI.7 7. 10.5 116. 110.5 4.5 100 .9 VI·1 
VHI·B 10. 15. 106. 109. 6.6 80 .85 VI·l 

Mtg. Cen.: %" 
VHI·9 14.5 20.5 101. 101.5 9.2 60 .6 VI·1 
VHI.10 20. 30. 105. 115. 13.1 50 .55 VI·l 

QGC HIGH Q REACTORS 
OGC-Reactors are designed for low dudio frequency application requiring very high O'dnd inductdnce stdbility. These units 

dre impregndted with a specidl compound dnd mounted in hermetically sealed Cdses. A hum reducing lamindtion structure used in 
these redctors results in dn extremely low pickup of extrdneous stray fields. A very low temperdture coefficient is dchieved by a 
specidlly developed impregndtion dnd assembly process. All aGe High a Redctors hdve dn extremely low voltage coefficient. 

All Resistance vdlues dre nomindl and Cdn vary by ±20%. 
Inductance values are given within ±2%. 
Closer Tolerances and Inductances other than the sta.,dard Catalog items can be supplied on special orders. 
Inductance Values up to 400 Henries can be supplied. 
The graphs showing the coil chdrdcteristics mdke use of the following formulas: 

1. "a .. versus frequency was medsured 
with voltdges given by the ex­
pression: 

-{'[R FKC 
V = K 1H X 1KC 
K-d constdnt listed in every chdrt 
LH-inductance in Henries 
FKC-frequency in kilocycles at 
which the medsurements were made. 

© U.C.P., Inc. 

2. Variation of inductance versus nor· 
mdlized Direct Current. 
The normdlized DC is given by 

In = Idc-{[R 
where Idc is the dc current in MA 
dnd LH the inductdnce in Henries. 

• ± 5% 

Net 

3. Vdriation of Inductdnce versus nor· 
mdlized AC voltdge. 
The normdlized AC voltdge is 
given by 
Vn = V X 60 cps 

-{[R Fcps 
Vn-normdlized AC voltdge 
V-voltdge across the coil 
LH-inductance in Henries 
F-frequency of measurement in cps 

The MASTfR - 26th Edition - PlIge 1351 



I . SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

I CASE DIMENSIONS I 
DC-2A CASE QUAL'ITY GRADE HIGH Q REACTORS 

Height: 3' 
Width: 2%' 
Depth: 2U' 
Mtg. Cen.: 2'x1U' 
Studs: 4 8-32 
Knockout: l' 

N CASE 

Height: 2%" 
Width: 1~" 
Depth: 1%" 
Mtg. Ceo.: 1~s"x1~n 
Studs: 4 6-32 

AH CASE 

Height: 1U" 
Width: 1iWs" 
Depth: 1iWs" 
Mtg. Cen.: 1 U" dia. 
Studs: 2 6-32 

DM-20 CASE 

Height: 1U&" 
Dia.: ~" 
Flange L.: 11~" 
Flange D.: 0.975" 
Mtg. Cen.! . 1311"to 1~" f 

2 Holes: .147 wide 
Knockout: .875 

'Cr .. 

fREQUENCY (CPS) 

Page 1352 • The MASTER - 26th Edition 

Catalog 
No. 

OGC-1 
OGC-2 
OGC-3 
OGC-4 
OGC-5 
OGC-6 
OGC-7 

OGC-8 
OGC-9 
OGC-10 
OGC-11 
OGC-12 
OG("13 

OGC-14 
OGC-15 
ooC-16 
OGC-17 
OGC-18 

OGC-19 
OGC-20 
OGC-21 
OGC-22 
OGC-23 
OGC-24 

ROC Ohms 
Inductance Tolerance 

Hy. ±20% 

100 1,611 
75 1,054 
50 878 
25 378 
10 117 

5 78 
1 15 

75 3,400 
SO 2,050 
25 1,250 
10 460 

5 210 
1 40 

50 2,900 
25 1,300 
10 570 

5 280 
1 50 

10 760 
7.5 700 
5 450 
2.5 235 
1 90 
0.5 45 

NORMAUZED AC VOLTAGE a 

Net 

Self-resona·nt Current 
FrekCncy Capacity Case 

MA No. 

2.2 40 OC-2A 
2.6 50 OC-2A 
3.2 50 OC-2A 
4.5 80 OC-2A 
7.2 160 OC-2A 

10.2 160 OC-2A 
22.6 400 OC-2A 

.82 16 AJ 
1.00 20 AJ 
1.41 25 AJ 
2.25 40 AJ 
3.20 65 AJ 
7.20 160 AJ 

4.60 13 AH 
6.60 20 AH 

10.70 25 AH 
15.20 40 AH 
35.00 100 AH 

10.70 20 OM-20 
12.20 20 ·OM-20 
15.20 25 DM-20 
22.00 32 OM-20 
35.00 63 OM-20 
51.00 80 OM-20 

50 

40 

30 

2 

10 

~ o. 
tI .1 • 
~ -4. g -6 . 

" ·8 
2!-10 
I!s ·11 

.14 

... 1 . 
~ .. 

100 IOC;>O 
fREQUENCY lCPS) 

010103040 ",60708 
NORMAUZED DC • IDC MA X -lor 

10.000 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

I CASE DIMENSIONS I 

AJ CASE 
Height: 2%" 
Width: 1%" 
Depth: 1%" 
Mtg. Cen.: 1lJ{s"~1lJ{s" 
Studs: 4 6-32 
Cut Out: 1 Ys" D 

EB CASE 
Hei ght: 2}1s" 
Width: 11%;" 
Depth: 11%;" , 
Mtg. Cen.: 1 %"x1~" 
Studs: 4 6-32 

FB CASE 
Height: 2%" 
Width: 2%;" 
Depth: 211s" 
Mtg. Cen.: 11!16"x1'U;" 
Studs: ,4 6-32 

GB CASE 
Height: 21%;" 
Width: 2%" 
Depth: 2%" 
Mtg. Cen.: 2Ys"x1 %" 
Studs: 4 6-32 

HA CASE 
Height: 4~" 
Width: 3116" 
Depth: 2%" 
Mtg. Cen.: 21~"x16~" 
Studs: 4 8-32 

HB CASE 
Height: 3%;" 
Width: 3l16" 
')epth: 2%" 
Mtg. Cen.: 21~"x15%4" 
Studs: 4 8-32 

JB CASE 
Height: 3%" 
Width: 3lJ{s" 
Depth: 3!16" 
"Atg. Cen.: 2%"x2Ys" 
Studs: 4 8-32 

KB CASE 
Height: 4lJ{6" 
Width: 31%;" 
Depth: 3%" 
Mtg. Cen.: 3"x2l{s" 
Studs: 4 10-32 

LB CASE 
Height: 4%" 
Width: 4%;" 
Depth: 31l16" 
Mtg. Cen.: 3lJ{s"x21l16" 
Studs: 4 10-32 

MB CASE 
Height: 41%;" 
Width: 41l16" 
Depth: 4" 
Mtg. Cen.: 31116"x3" 
Studs: 4 ~-20 

NB CASE 
Height: 5%" 
Width: 5l16" 
Depth: 4%;" 
Mtg. Cen.: 4l16/~x3%;" 
Studs: 4 ~-20 

© U.C.P., Inc. 

STANDARD MILITARY TRANSFORMERS 
This group comprises dudio dnd power units designed to meet MIL-T-27 A specificdtions. 
The functiondl chdracteristics of these trdnsformers were estdblished by the Armed Service Stdnddrdi-

zdtion Progrdm. These units dre supplied in stdndard MIL Cdses. 
Transformers meeti~~ MIL-T -27 A specifications Grade 1 through 6 with temperature characteristics of 

Class S, T, or U can be supplied on special order. 
Encapsulated units using either Epoxy-Resins or Fosterite can be supplied for Grade 2 and 5. 
Class U components can be supplied molded in special high temperature Freed resin. 

Cololos 
No. 

MGAI 

MGA2 

-
MGA3 

MGA4 

MGA5 

MGA6 

MGA7 

MGA8 

---
MGA9 

ST ANDARD MILITARY AUDIO TRANSFORMERS 
Frequency Response 300-10,000 c.P.S. ±2 DB 

Mo •. 
Impedance Le.el Power 

Type In Ohm. Level 
Application Designation Primarv Seconuy Rollo DBM 

---
90,000 

Tranlformer; intentege, slngl. or P.P. 10,000 .plltond 1,3 
plotes to ,'ngl. or P.P. grid •• TF4RX15AJ C.T. C.T. over.1I +15 

---
Transformerl metchins 600 ohm line 600 4,8,16 6.12,1 
to yolce coil. TF4RX16AJ .pllt oy.,oll +33 ---
:'~:I'!O!~p~~"~~d~. 600 ohm line to 

600 135,000 
TF4RX10AJ • pllt C.T • 1,15 +15 

------
Tr.nsformer, mllchlns, 600 ohm line 600 600 
10 600 ohm lin •. TF4RX16AJ .plll .pllt 1,1 +15 

---
Transformer, output, Iinsi. plat. 
7,600 ohm, 4,800 ohm 10 600 ohm ~~8~ 600 
line. TF4RX13AJ .pllt 3.56,' +33 ---
T ...... former' output,. .In,I. plate 
7,600 ohm, 4,800 ohm to yoice coli. TF4RX13AJ ~~?a;- 4,8,16 21.8,' +33 ---
!~:!~::60 ~:'Ufin::n'l. or P.P. '~~~ 600 

TF4RX13AJ .plit 5,1 +33 
---

Trlnsformer, output, P.P. pllt •• to 2~~0 600 
600 ohm line. TF4RX13AJ .pllt 6.32,' +30 ---
Transformer; output, P.P. pl.te. to 6~~ 600 
600 ohm line. TF4RX13AJ .plll 10,1 +27 

ST ANDARD MILITARY POWER TRANSFORMERS 
Primary 105/115/125V 60~ 

Prl. 
D.C. MIx. 

Per Sid. D.C. Co .. 
inMa unbalance 
--------

10 10 AJ --------
0 0 AJ --------
0 0 AJ --------
0 0 AJ ---------

40 40 AJ --------
40 40 AJ --------
10 10 AJ ---- ,-----
10 1 AJ --------
10 1 AJ 

SINGLE PHASE 400 (PS, AND THREE PHASE 60 AND 400 CPS TRANSFORMERS CAN BE SUPPLIED ON SPECIAL ORDER. 

Cololog 
No. 

MGPI 

MGP2 

MGP3 

MGP4 

MGP5 

MGP6 

MGP7 

MGP8 

MIL.T.27 
lyp.Oesl,natlon HI Volt. D.C. Volt. D.C. Amps. AI. No.1 

TF4RX03HAOOI 200/100/0/100/200 185 .070 5/6. 3V@2A 

TF4RX03JB002 650 C.T. 260 .070 5/6. 3V@2A 

TF4RX03KB006 650 C.T. 245 .150 6. 3V@5A 

TF4RX03LB003 800 C.T. 318 .175 5V@IA 

TF4RX03MB004 900 C.T. 345 .!50 5V@3A 

TF4RXOIKBOOI 700 C.T. 155 .150 

TF4RX02L8002 1100 C.T. 419 .250 

TF4RX02NB003 1600 C.T. 640 .250 

ST ANDARD MILITARY FILAMENT TRANSFORMERS 
Primary 105/115/125V 60~ 

Co •• 
Fil. No.2 

6.3V@IA HA 

6.3V@4A JB 

5V@IA KB 

6. IV@8A LB 

6.3V@8A MB 

KB 

LB 

NB 

SINGLE PHASE 400 CPS, AN'D THREE PHASE 60 AND 400 CPS TRANSFORMERS CAN BE SUPPLIED ON SPECIAL ORDER 

MIL·T-il 
Cotllog No. Type DesignaUon Secondary Volb Second.ry Current Amp. Second.ry Te.t Volb RMS Co •• 

MGF 1 TF4RXOI E8002 2.5 3.0 2,500 EB 

MGF 2 TF4RXOI GB003 2.5 10.0 2,500 GB 

MGF 3 TF4RXOI FB004 5.0 3.0 2,500 FB 

MGF 4 TF4RXOI H8005 5.0, 10.0 2,500 HB 

MGF 5 TF4RXOI FB006 6.1 2.0 2,500 FB 

MGF 6 TF4RXOI GB007 6.1 5.0 2,500 GB 

MGF 7 TF4RXOUBOO8 6.3 10.0 2,500 JB 

MGF 8 TF4RXOI K8009 6.3 20.0 2,500 KB 

MGF 9 TF4RX01J8012 2.5 10.0 10,000 JB 

MGF10 TF4RXOI K801 3 5.0 10.0 10,000 KB 

*SIo.derd Mllilory Fllomenlo.d Power Tronsformer ..... 1.0 o •• ilobl. in Grod. 4. 
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CASE DIMENSIONS 

t 

DM·01 CASE 
Height: 2" 
Width: 1Y2" 
Depth: 1142" 
Mtg. Cen.: 1 !.{6"x1 116" 
Studs: 4 6-32 
Knockout: 1 %" dia. 

t 
DM·20 CASE 

Height: 1 ?{6R 

1516" 
11~" 
0.975" 
1Ys"to1 
·.147 wide 

• 
MM·1 

Length: %" 
Diameter: Y2" 

MM-2 
2~" 

~: 
Lensth: 
Width: 
Height: 

MM·3 
Lensth: 1U;.n 
Width: Hi" 
Height: Y( 
Mtg. Cen.: 1 !/2" 
Mtg. Flange: 1%" 

MM·4 
Length: 
Depth: 
Height: 
Mtg. Cen.: 
Mtg. Flange: 

MOLDED DIMENSIONS 
MMO·1 

Diameter: %" 
Thickness: 2%4" 

MMO·2 
Diameter: !Jt&" 
Thickness: . 1~" 

HERMETICALLY SEALED PULSE TRANSFORMERS 
Hermetically sea I ed Pu Ise Transformers for use in blocki n g osci Ilator, low level i nter'sta ge coupl ing,. 

and modulator output circuits. These components meet MIL·T·27 A specifications. The pulse trans­
formers are designed for maximum power, efficiency, and optimum pulse performance. Balanced coil 
structures permit series or parallel connection of windings for turn ratios other than unity. Pulse 
characteristics, voltages and impedance levels will depend upon the interconnections made. 

PULS.E TRANSFORMERS 
Pul •• Te$! Ch.rocter· 

Int.r. Low OurellO/n Voltese I.tlc 
C.t.lo. Blocking stl.e Powe, Pul •• Volteg. Mlcr .... Outy No. of ~~S I.mpedlnce Co •• 

No. MIL Type Osc. Couplin. Output Kiloyolt. seconds Rot. Wlndln .. Ohm. No. 
--- -----

MPT·l TF4RX3SYY v v 0,25/0.25/0.25 0.2-1.0 .004 3 0.7 250 OM-20 ----- --
MPT-2 TFR4X3SYY v v 0.15/0.25 0.2-1.0 .004 2 .0.7 250 OM-20 ----------
MPT-3 TF4RX3SYY v v 0.5/0.5/0.5 0.2-1.5 .002 3 1.0 250 OM-18 ---
MPT-4 TF4RX3SYY v v 0.5/0.5 0.2-1.5 .002 2 1.0 250 0101.-18 --------------------
MPT-5 TF4RX35YY v v 0.5/0.5/0.5 0.5-2.0 .002 3 1.0 500 OM-20 

--- -----
MPT-6 TF4RX3SYY v v 0.5/0.5 0.5-2.0 .002 2 1.0 SOO OM-20 

MPT-7 
--- -----

TF4RX35YY v v v 0.7/0.7/0.7 0.5-1.5 .002 3 1.5 200 OM-18 -----
MPT-8 TF4RX35YY v v v 0.7/0.7 0.5-1.5 .002 2 1.5 200 OM-18 

--- -----
MPT-9 TF4RX35YY v v v 1.0/1.0/1.0 0.7-3.5 .002 3 .2.0 200 OM-18 --- ---------------
MPT-l0 TF4RX35YY v v v 1.0/1.0 0.7-3.5 .002 2 2.0 200 OM-18 --- -----
MPT-ll TF4RX35yY v v v 1.0/1.0/1.0 1.0-5.0 .002 3 2.0 500 OM-Ol 

--- -----
MPT-12 TF4RX35YY v v v 0.15/0.15/0.3/0.3 0.2-1.0 .004 4 0.7 700 OM-. 

ULTRA MINIATURE PULSE TRANSFORMERS 
• Meet all requirements of MIL-T-27 A. 
• Negligible weight. 

MM-1 MM·2 

C.telog Applicltion Pul •• Pul •• Rise 
No. MIL Typ. Volts Width time 

usee usee ------
EPT-l TF4RX31YY 20 .07 .03 
------- ---------

EPT·2 TF4RX31YY 20 .07 .03 
Impedance ---------

EPT-3 TF4RX31YY 20 .07 .03 
motching ---------

EPT-4 TF4RX31YY 20 .07 .03 
---------

EPT-5 TF4RX31YY a 17 .10 .04 
---------

EPT-6 TF4RX31YY 15 .10 .04 
Inter.tes. ---------

EPT-7 TF4RX31YY 25 .50 .05 
couplin. ---------

EPT-8 TF4RX31YY 10 10 .04 
-------- --------.-

EPT-9 TF4RX31YY 10 5 .04 
------

EPT-ll TF4RX35YY 100 .25 .02 
---------

EPT-12 TF4RX35YY Blockins 50 .33 .07 
---------

EPT-13 TF4RX35YY osciJlelor 40 .5 .07 
---------

EPT-14 TF4RX35YY 15 6 .1 
---

EPT-15 TF4RX36YY Memory core a 5 1.5 .25 
---------

EPT-16 TF4RX36YY Current driver 2.5 2.4 .2 
---

EPT-17 TF4RX36YY Curront driYer 21 1-4 .22 ---
EPT-18 TF4RX36YY Current transformer 10 6 .2 ---------
EPT-19 TF4RX36YY Pul.o lnyer.lon 22 1-7 .25 

Whon ord.rlna tncop.ul.tod units. odd "M" to tho cetolol nu .. b ... 

• Exceedingly small size .. 
• Encapsulated or hermetically sealed. 

Inductence 

Prln. L.okl •• 
uhy uhy 

------
125 12 

---
150 15 

------
160 15 

---
200 20 ------
200 6 

---
200 5 

------
1,200 20 

------
12,000 70 ------

7,500 22 ---
200 2 

------
240 2 ------

6,000 15 ------
16,000 15 ------

4,000 300 
------

2,800 200 ------
18,000 800 ---
90,000 200 ---
55,000 300 

MM-3 
MM,4 

PPS. Turns 
Mc. Rotio 

--------
2 1:1 

2 2.1 

2 3.1 

2 4.1 

2 4.1 

2 5:1 
--------

1 7:1:1 

.01 5:1 

.01 3:1 

.012 1:1 

.002 1:1 

2:1 

.0004 1:1.4 

5:5:1PP 

3.3:3.3:1PP 

.250 6:1 

.05 11:1 

.05 6:1:1 

MMO·1 
MMO-2 

Zo C.s. 
ohm. De •• 

------
200 MM-l 

---
200 MM-l 

---
100 MM-l 

---
100 MM-l 

100 MM-l 
---

100 MM-l ------
MM-l 

MM-2 
---

100 MM-2 

MM-l 

MM-1 
---

MM_2 
---

MM·2 
---

10 MM.4· ---
6 MM-4 
---

liDO MM-3 
---

75 MM-3 
---

400 I MM-3 
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PULSE TRANSFORMERS 

.L-_~~_~;.---~!:~ ;;~~,,,,ount.n9 
f20·opor' on 
21 dlometer Be 

CleOrOI'lCe lor 

Guld_Vllu .. 
Tat 

Rlcllalio. M-.lm ... LoIcI Vollq. 
lAboroiory Watl.ShoUH 01 ...... 011 Pul .. Volta •• Pul .. O .... lon Duly I .. ~.d.'"'. ('~. Fre.d No. No. No. FI_ore (ICV) (Mlcroaocond.) Rlilo (Oh ... ) 

BLOCKING OSCILLATOR. REGENERATIVE DRIVER OR COUPLING TRANSFORMERS 
MPT·13C 132AW2 1P1 1 
MPT·13M 132AW2F 7P1 1 1.0/1.0/1.0 0.3 to 1.5 0.002 250 1000 
MPT.13H 132AW2P 4P101 4 
MPT·14C 132BW2 1P2 1 
MPT·14M 132BW2F 7P2 1 0.5/0.5/0.5/0.15 0.3 to 1.5 0.002 200 1000 
MPT·14H 132BW2P 4P102 5 
MPT·15C 132DW2 1P3 1 
MPT·15M 132DW2F 7P3 1 0.5/0.5/0.5 0.1 to 0.5 0.002 300 1000 
MPT·15H 132DW2P 4P103 4 

, 

MPT.16C 134BW2 1P4 3 2.5/2.5/ 2.5/1.25 1 to 2.5 0.002 1500 1500 MPT.16M 134BW2F 7P4 3 1.5/1.5/1.5/0.75 1 to 5 0.002 1500 MPT·16H 134BW2P 4P104 5 
MPT·17C 134CW2 1P5 1 2.0/2.0/1.0 1 to 2.5 0.002 1200 1000 MPT·17M 134CW2F 7P5 1 
MPT-17H 134CW2P 4P105 4 1.5/1.5/0.75 1 to 5 0.002 1200 

MPT·18C 134EW2 1P6 2 2.0/2.0/1.0 0.3 to 1 0.002 800 
MPT·18M 134EW2F 7P6 2 1.5/1.4/0,75 0.3 to 1.5 0.002 800 750 
MPT.19C 145CW2 1P7 1 
MPT·19M 145CW2F 7P7 1 0.5/0.5/0.5 1.0 to 5 0.002 500 1000 
MPT.19H 145CW2P 4P107 4 
MPT·20C 145EW2 1P8 1 
MPT·20M 145EW2F iP8 1 1.0/1.0/1.0 1.0 to 5 0.002 800 1000 
MPT.20H 145EW2P 4P108 4 
MPT·21C 166AW2 1P9 1 
MPT·21M 166AW2F 7P9 1 1.0/0.67/0.67 1.0 to 5 0.002 800 1000 
MPT-21H 166AW2P 4P109 4 
MPT.22C 176AW2 1P10 1 2.0/1.0/1.0 0.002 1000 1000 MPT.22M 176AW2F 7P10 1 1 to 2.5 
MPT·22H 176AW2P 4P110 4 1.5/0.75/0.75 0.002 1000 

MPT·23C 187AW2 1P11 1 
MPT·23M 187AW2F 7P11 1 1.0/0.5/0.5 0.5 to 2 0.002 400 1000 
MPT·23H 187AW2P 4Pf11 4 
MPT.24C 224AW2 1P12 2 1.0/1.0/1.0/0.3 0.1 to 0.5 0.002 1000 750 MPT-24M 224AW2F 7P12 2 

PULSE TRIGGEIING OR CURRENT TRANSFORMERS 
MPT·25C 139DW2 1P13 1 
MPT·25M 139DW2F 7P13 1 0.25 to 5 0.002 1000 
MPT-25H 139DW2P 4P113 4 

PULSE OUTPUT TRANSFORMERS 
MPT-26C 148CW2 1P14 3 0.2/2.0 0.6 to 3 0.002 1600 
MPT-26M 148CW2F 7P14 3 0.4/2.0 0.25 to 1.25 M02 1000 1500 
MPT·26H 148CW2P 4P114 5 0.4/2.0 0.5 to 2.5 0.002 2000 
MPT-27C 148DW2 1P15 3 (>.29/2.0 0.5 to 2.5 0.002 1200 
MPT·27M 148DW2F 7P1S 3 0.5~~r·0 0.2 to 1.0 0.002 800 1500 
MPT-27H 148DW2P 4P115 5 0.572.0 0.4 to 2.0 0.002 1500 

C Indlcalet - 'Ientlsh I.prqnated co •• erel .. 1 construction. 
M I.cil ..... - .... ~.ulliod OIOIOlelod conllrudion 10 MII.·T.t7A Grod. 5 CI .. R. 
H Indlc_ - h ..... tic.lly _I.d 10 MIL.T.11A Gred. 4 CI.n R. 
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u 

8 HelBht -----
AJ 2% -----
EB 2% -----
FA 3% -----
GA 3% -----
HB 3/. -----
JA 3" --
JB 3:>1 

KB 4% -----
LA 5% -----
LB 4% -----
MB 4it 

HERMETICALLY SEALED FILTER REACTORS 

Depth Width 
Mtg. 

Centers 
------

1% 1% 1 /.xl /. . 
------

1% Hi 1 %xl % -------
2J1O 2% 1 %xl% ---
2% 2U 2%xl % ------
3J1O 2% 2'!<jxl"" ------
3!t\ 4:>1 2 %x2 Y8 ------
3!t\ 3% 2%x2% 

3% 3it 3 )(2~ 
------

3% 4% 3 %x2 % ------
3% 4% 3 %>x2 % 

------.. 4% 3 %x3 

Studs 
---

46-32 

4'6-32 ---
46-32 

46-32 

4 8-32 
----

48-32 

48-32 

410-32 

410-32 

410-32 

.. %-20 

MEET MIL.T.!!7A SPECIFICATIONS 

Catalog 
, 

Inductanc. i 
No. MIL Ty"" Henry 

MGC 1 TFo4RX04AJ 100 

MGC 1 TFo4RX04AJ 4 

MGC 3 TFo4RX04EB 10 

MGC 4 TFo4RX004FA 10 

MGC 5 TF:4RX004FA 30 

MGC 6 TFo4RXOo4AJ 3 

MGC 7 TFo4RX004EB 6 

MGC 8 TF4RX004FA 11 

MGC 9 TF4RX004E8 3.5 

MGC10 TFo4RX004FA 8 

MGCll TFo4RX04GA 12 

MGCll TF4RX004EB 2 

MGC13 TF4RX004FA 4 

MGC104 TFo4RX004GA 8 

MGC15 TFo4RX04JB 11 

MGC16 TFo4RX004FA 2.5 

MGC17 TFo4RX004GA 4 

MGC18 TFo4RX004HB 1 
MGC19 TFo4RX04JA 10 

MGC20 TFo4RX004GA 2.5 

MGC21" TFo4RX04HB 4 

MGC22 TFo4RX04JB 6 

MGC23" TF4RX04KB 8 

MGC204 TF4RX004LA 10 

MGC 25" TFo4RX004HB 2 

MGC26 TFo4RX04KB 6 

MGC27" TF4RX04JA 2 

MGC28 TFo4RX004KB 4 

MGC 29" TFo4RX004MB 7 

MGC 30' TF4RX004LB 2 

MGC 31' TF4RX004MB 1.75 

*Nol stocked,availabJ. on short delivery. 
Above unilo lYOiI.bl. In Gr.d. 4, 

Rot. Cu,",nt OCR ... 
DCM •• Ohm. 

10 3,500 

50 230 

.50 325 

50 475 

50· 650 

75 175 

75 235 

75 ·265 

100 145 

100 180 

100 190 

150 92 

150 115 

150 125 

150 120 

200 70 

200 80 

200 135 

.200 125 

300 50 

300 62 

300 85 

300 65 

300 100 

400 37 

400 60 

500 35 

500 45 

500 50 

700 20 

1,000 12.5 

SERIES 1950 NULL "Til FILTERS 

Tell Volt Co •• 
Kllovolto. No. 

1. AJ 

1. AJ 

1. EB 

1.5 FA 

1.5 FA 

1. AJ 

1.5 EB 

1.5 FA 

1. EB 

1.5 FA 

2. GA 

1.5 EB 

1.5 FA 

2. GA 

2.5 JB 

1.5 FA 

2. GA 

2. HB 

2.5 JA 

I. GA 

2.5 HB 

2.5 JB 

2.5 KB 

2.5 LA 

2.5 HB 

2.5 KB 

2.5 JA 

2.5 KB 

2.5 MB 

2.5 LB 

2.5 MB 

The Freed Series 1950 Null T net~orks consist of two resistance capacitance networks, whose outputs com­
pletely cancel each other at the balance frequency. They mdY be used dS rejection networks Pdrticularly dt low 
frequencies where LC filters become excessively Idrge and unstdble. 

Standdrd models are dVdilable for 30, 60 dnd 120 cycles in a wide rang~ of impedances. Each network will 
give a minimum of 50 db attenuation at the null frequency. 

The null frequency is adjusted to a tolerance of ±2%. 

All Null T Filters dre hermetically sedled. 

Prices on request. 

(alalog No. I Frequency 

NTF- 30 30 cps 

NTF- 60 60 cps 

NTF-120 120 cps 
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TOROIDAL INDUCTORS 

Using the Idtest developments in the field of mdgnetic mdteridls dnd new impregndtion dnd molding techniques 
the Freed Trdnsformer Co. mdkes Ilvdildble to the industry the most extensive line of toroiddl inductors. 

Freed toroids are available in three types of constructions. Open units cOdted with a special high temperature 
extremely low loss compound, hermetically sealed in metal cases or molded in special Freed Epoxy Resin. Both 
hermetically sealed and molded units meet the latest military specification MIL-T-27A (graded 1 or 4 and 2 or 5 
respectively). Freed toroidal inductors are supplied with either molypermalloy or carbonyl iron powder cores. 

1. Temperature Stabilization: 

The molypermalloy and carbonyl iron powder cores have a temperdture coefficient of inductance. Depend­
ing upon the degree of temperature stabilization the cores have different temperature coefficients. The degree of 
stabilization is denoted by d two-letter code. 

SN Non-stdbilized cores, maximum inductance varidtions ± 2% from -55°C to + 85°C 
SE Temperature-stabilized cores, mdximum inductance variations + .1% to -.4% from -1.5°C to +54°C 
SB Temperature-stabilized cores, maximum inductdnce variations ± .1% from +13°C to +35°C 
SD Temperature-stabilized cores, maximum inductcince variations ± .1% from -1.5°C to +54°C 
SW T emperdture-stabilized cores, mdximum inductdnce variations ± .25% from - 54°C to +85°C 
SP Temperature stdble carbonyl iron ~ores, maximum indl.!ctance varidtions ± .3% from - 55°C to +85°C 

The temperature (stabilization) coefficient of an inductor will depend upon the nominal inductance value, 
operating frequency and A.C. voltage across the coil. Therefore some coils mdY have a lower temperature coefficient 
than the one corresponding to the core stability characteristic. Under some unfavorable working conditions the 
temperature coefficient of inductdnce corresponding to a given stability chardcteristic may be exceeded. 

2. Self Resonant Frequency Fo: 

This frequency is deFined as the resonant frequency of L -- Inductance dnd Cd - distributed capacity of the 
winding. Self resonant frequency may have a variation of±10% from unit to unit. 

3. Nominal and Apparant Inductance: 

All toroidal inductors dre ddjusted at a frequency well below the self resonant frequency "Fo." Since all 
toroids have a voltage coefficient of inductance they are adjusted with a low A.c. voltage in the region of the initial 
permeability of the core material. 

The dpparent inductance at dny frequency F is given by the expression 

L,pp·~ t f ) 
1- - 3 

fo 

Where L is the nominal inductance. For frequencies "F" well below the self resonant frequency "Fo" the 
frdctional increase of inductance due to the self resonant frequency is 

~ L = (_f .)! = w2LCd 
L fo 

4. "a": 
The "0" or quality factor of the coil is shown for every toroid type. Since the "0" depends both upon the 

frequency dnd the A.c. voltage across the coil, the "0" vs. frequency graphs show the "0" varidtions for a given 
voltdge applied across the coil. This voltage is defined by the expression, 

V= K ~ X FKc 
q H 1 KC 
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5. Variations of Inductance vs Normalized A.C. Voltage: 

All toroidal Inductors have an A.c. voltage coefficient. 
can be computed from the expression of normalized voltage. 

The variations of Inductance vs applied A.C voltage 

V - A.c. voltage across the coil 
Lh - Inductance in henries. 

V 
Vnorm. - - X - vtH 

F - Measurement frequency In cycles. _ 

60 cps. X_l_ 
F cps. Kv 

Kv - is the voltage coef~cient (a variable parameter for di fferent coils) listed in the graph. For high frequency 
toroids the expression for normalized voltage is changed tO I --

V 1Kc 
Vnorm. = vLH X FKC X Kv 

6. Variations of Inductance vs Normalized D.C. Current: 

The incremental permeability of the coil and consequently the Inductance depends upon the magnetizing D.C 
ampere turns The variations of Inductance vs D.C. current can be computed from the expression for the normdlized 
D.C current . 

Inorm. = Idc VLH X KI 

Where Ide - current in M.A. thru the coil 
Lh - Inductance In henries. 
KI - current coefficient (d variable parameter for different coils) listed In the graph. 

7. Maximum Current: 

This IS- the maximum non-destructive current thdt a coil can tolerate without overheating and c~nsequent failure 
It is defined dS 

I mas = V 12 RMs + 12 de 

The maximum current IS listed for each type of toroidal inductors dnd is computed ~y dividing the pardmeter 
of the numerdtor by the square root of the inductdnce in millihenries. This current will affect the inductance vdlue 
and may pdrtially or completely saturate the inductor. The Inductdnces variations due to Ide.and Va< must be computed 
from the expressions of pardgraphs 5 and 6. 

Toroids with special requirements such as tapped toroids, toroidal transFormers, molded and cased units with 
dimensions other than standard sizes and high temperature toroid. can be supplied upon request. Qur engineering and 
laboratory facilities are available for con1ultation, research and development. 

CASE DIMENSIONS 

OT-I CASE 01-2 CASE OT-3 CASE OT-4 CASE 

Height: 1!i2" Height: 1~" He~ht: 2" He~ht: 3Ys" 
Width: 31" Width: 1lJ{6" Wi th: ys" Wi th; 1~s" 
Length: 1!{s" Length: 1Us" Length: 125~" Length: 2~" 
Mounting: 2 4-40 inserts Mounting: 26-32 studs Mounting: 26-32 studs Mounting: 48-32 studs 
Mtg. Centers: ~" Mtg. Centers: %"x9~" Mtg. Centers: 1U"xVs" Mtg. Centers: 2!16"x1!1s" 
Cutout: ~6" X 31" Cutout: Vs"X1!16" Cutout: %"x~" Cutout: ~"x%" 

OST·I CASE OJ-S CASE OM-2 CASE OM·11 CASE 

Height: 25~" Height: 1%" Height: 1" Height: 131" 
Width: 1!-S2" Diameter: 11%;" Diameter: 1 :Ya" Diameter: 1%" 
Length: ~" Mounting: 2 6-32 inserts Mounting: 2 4-40 i nsem Mounting: 2 6-32 inserts 
Pins: U" long Mtg. Cel)ters: 1Ys" Mtg. Centers: Vs" Mtg. Centers: ys" 
To fit: 31" crystal socket Cutout: %"x1" Cutout: %"xys" Cutout: %"x%" 
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TYPE TI·16 

T .mperlture .SN 
Stabilization 

Il/1H 650 M ••. 

1M ••. .32 
(Amp.) v'lMH 

Nomin.1 C.I.log Fo 
Inductance No. Kc 

1 MH F2050 650 
2MH 
3MH F2051 410 
4MH 
5 MH F2052 330 

7.5MH 
10MH F2053 240 
15 MH F2054 200 
30MH F2055 150 
50MH F2056 122 
75 MH n057 105 

100MH F2058 90 
150 MH F2059 80 
200MH F2060 70 
300MH F2061 60 
400MH F2062 52 
500MH F2063 48 
600MH 
700MH 
750MH F2064 40 
800MH 
900MH 

1 Hy F2065 36 
1.25 Hy F2066 33 
1.5 Hy F2067 30 
1.75 Hy F2068 28 
2 Hy F2069 27 
2.25 Hy 
2.5 Hy 
2.75 Hy 
3 Hy 
3.5 Hy 
4 Hy 
4.5 Hy 
5 Hy 
6 Hy 
7 Hy 
7.5 Hy 
8 Hy 
9 Hy 

10 Hy 
12 Hy 
15 Hy 
17 Hy 
20 Hy 
25 Hy 
30 Hy 
40 Hy 
50 Hy 

© U.c.P .• Inc. 

TOROIDAL INDUCTORS 

FREQUENCY RANGE: UP TO 15 Kc 

TI·5 TI·4 TI·l TI·1A TI·12 

SN.SE.SD SN.SD.SW SN SN.SD.SW SN.SD.SW 

260 110 70 68 45 

.85 2 4.5 4 8 

v'lMH v'lMH v'lMH v'lMH v'lMH' 

Cal.log Fo C.I.lol Fo C.lolol Fo CaI.lol Fo C.lolol Fo 
No. Kc ~ _K_.c_ .2!!:- Kc No. Kc No. ~ 

F1500 350 F1655 500 
F1501 250 F1656 380 
F1502 200 F1657 300 
F1503 180 F1658 250 

F1700 420 F850 170 F800 270 F1504 150 F1659 220 
F1505 120 F1660 180 

F1701 270 F851 130 F801 192 F1506 100 F1661 150 
F1702 215 F852 110 F802 155 F1507 90 F1662 120 
F1703 140 F853 83 F803 109 F1508 60 F1663 80 
F1704 105 F854 67 F804 82 F1509. 50 F1664 60 
F1705 81 F855 57 F805 66 F1510 40 F1665 47 
F1706 68 F856 51 F806 56 F1511 33 F1666 40 
F1707 54 F857 43 F807 45 F1512 29 F1667 31 
F1708 40 F858 38 F808 39 F1513 23 F1668 27 
F1709 35 F859 32 F1514 20 F1669 21 
F1710 29 F860 28 F1515 18 F1670 18 
F1711 26 F861 26.5 F809 24 F1516 15 F1671 16 
F1712 22 F862 24 F1517 14 F1672 14 
F1713 21 F863 23 

F810 19 F1518 12 F1673 12.5 
F1714 19 F864 22 
F1715 17.5 F865 21 
'F1716 16.5 F866 20 F811 16.5 F1519 10 F1674 10.6 
F1717 15 F867 18.5 FB12 15 
F1718 13.5 F868 17 F813 13 F1520 9 F1675 8.5 
F1719 12.2 F869 16 F814 12.2 
F1720 11 F870 15.5 F815 11 F1521 8 F1676 8.2 

F871 14.5 F816 10.5 
F872 14 F817 10.3 F1522 7 F1677 6.3 
F873 13.5 F818 9.8 
F874 12.5 F819 9.2 F1523 6.2 F1678 5.7 
F875 12 F820 8.5 F1524 5.8 F1679 5.2 
F876 11.5 F821 8 F1525 5.5 F1680 "'.8 
F877 11 F822 7.5 F1526 5.1 F1681 4.5 
F878 10.5 F823 7 F1527 4.9 F1682' 4.2 

FB24 6.4 F1528 4.5 F16U 3.8 
F825 5.9 F1529 4.1 F1684 3.5 

F826 5.5 F1530 3.9 F1685 3.25 
F827 5 F1531 3.7 F1686 ~ 

F828 4.8 F1532 3.4 F1687 2.9 
F1533 3.1 F1688 2.6 

F829 3.9 F1534 2.8 F1689 2.3 
F1535 2.6 F1690 2.1 

F830 3.9 F1536 2.4 F1691 1.95 
F1537 2.2 F1692 1.75 
F1538 2 F1693 1.5 

TI·ll 

SN.SD.SW 

29 

13 

v'lMH 

C.I.lol Fo 
No. Kc 

F1747 1100 
F1748 740 
F1749 560 
F1750 47Q 
F1751 '410 

F1752 260' 
F1753 200 
F1754 130 
F1755 95 
F1756 75 
F1757 64 
F1758 48 
F1759 40 
F1760 31 
F1761 26 
F1762 9.2 

F1763 17.5 

F1764 14.5 

F1765 11.5 

F1766 9.6 

F1767 8.2 

F1768 7.4 
F1769 6.6 
F1770 6.1 
F1771 5.7 
F1772 5.3 

F1773 4.1 

F1774 3.4 

F1775 2.6 

F1776 2.2 
F1777 1.9 
F1778 1.7 
F1779 1.4 
F1780 1.25 
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SECTION 5600 

FREED TRANSFORMER COMPANY. INC. 

FREQUENCY RANGE: 10Ke TO 50Ke II 10 Ke TO 100 Ke 
" 

t'IPE TI.t7 TI.l 11-6 TI·I TI·13 TI·15 TI.14 
T ... ~ .... ur. SN SN SN,SO,SW SD SN SN SN Slablliullo~ 

a/I MH 1.2 .41 .13 .16 .055 1.0 .3 Mo •• 

IMo •• .25 .7 2 1.5 5.1 .5 1.3 
(A .. ~.) VLMH VLM!i VLMH VLMH VLMH VLMH VLMH . 

No .. I~11 CIIolos Fa CoIllos Fa CoIllos Fa Cololo, Fa Cololos Fa Coioiol Fa CIIolos Fa 
Induclo ••• ~ --!!.....-~ K. -.!:!!:....... K. No. K. -.!:!!:....... K. No. K. ~ ~ 

(MH) 
.100 F2100 4300 F1870 1 BOO 
.200 F2101 2BOO F1B71 1300 
.300 F2102 2200 F1B72 1100 .:gg ~=~gl ~~ F17B1 1300 ~~:U :~ 

1 ~2105 1000 . f17B2 BBO ~1726 B20 F1BOO 550 ~1629 400 F1B75 620 F1920 560 
2 F2106 670 F1783 600 F172'7 550 F1B01 400 F1630 2BO F1876 450 F1921 390 
3 F2107 520 F17B4 470 F172B 450 F1802 320 F1631 230 F1877 370 F1922 310 : ~~~: ~:g F17R5 l50 ~g~~ ~:g ~ag! ::g ~~~~~ ~: Fa~: ~~ F1~~~ 270 

F1 F19 4 240 
7.5 Fl110 290 F1786 280 F1731 260 F1634 145 F1880 240 t'~!5 200 

10 F2111 250 F17B7 240 F1732 220 F1805 170 F1635 130 F1881 210 F1926 170 
15 F2112 190 F1788 190 F1733 180 1'1806 140 F1636 105 F1882 175 F1927 140 
Ig F2113 160 ~~~:~ ~:~ F1734 150 F~:~3 t50 F192B 120 

F1i 84. 40 
30 F2114 120 F1791 135 F1735 115 F1807 100 F1637 73 F18B5 125 F1929 96 
40 F1792 110 F1886 110 
50 F2115 90 F1793 100 F1736 86 F1808 76 F163B 57 F18B7 100 F1930 74 

1M m~~ ~~ ~~~:: :~ ~g~~ ~: ~~:n ~~ ~~~~ 47 F1~:: .g~~ ~~:~' tg 40 F18 F 32 
50 F1796 55 F1739 46 F1811 .43 F1641 33 F1933 42 

200 F1797 47 F1740 40 F18U 37 F1642 28 F1934 36 
250 F1741 35 F1935 32 
300 F1742 31 F1B13 30 F1643 23 F1936 30 
400 F1743 23.5 F1814 26 F1644 20 
500 F1815 23 F1645 1B 

30Ke TO 75 Ke II 50 Kc TO 200 Kc 
TYPE 11-11 TI •• TI·l0 TI.9 TI.19 TI.3 TI.3A 

T._ ..... SN SN.SD 58 sa SN so 58 SIobll ......... 
0/1 MH 1.6 1.5 .43 .15 4.5 .6 .31 MIx. 

1M ••• .15 .4 t 5 .11 1.3 1.5 
(AIRP.) VLMH VLMH VLMH VLMH VLMH VLMH VLMH 

Naill." CaIoIOI Fo CIIolol Fo CIIoloe Fa CaIola, Fo CIIolos Fa CoIllol Fa Coioiol Fo 
Induct .... No. K. --!:!!:..... K. --!:!!:..... Kc No. K. No. K. No. K. No. ~ - - - ------ ---(MH) 

Fl140 F1821 Fl180 .1 2500 5600 4000 F1846 2150 
.2 F2141 1700 F1822 3600 F2181 2500 F1847 1500 
.3 F2142 1400 F1823 2800 F2182 1900 F1848 1250 .: F2143 . 1200 F1824 2300 F2~:~ U~g R::~ 'glg F2144 1050 F1825 2000 F21 4 
.6 Fl185 1200 
.7 F2186 1070 
.8 F21B7 1000 

1.9 F2145 700 F1826 1250 F1579 500 F1554 500 m:: ~g F1R51 680 
2 E~146 ~ E'827 800 E1580 350 t '555 :~g F2190 540 F1852 480 
3 fl147 F1828 600 F1581 300 F1S56 F2191 400 F1853 390 

: ~:~!: ~~ J~:~~ ~ J~~:~ 260 F1557 250 m:~ ~~ ~~:~: ~~ 240 F1558 220 
7.5 F2150 240 F1831 330 F1584 200 ~1559 ng F1845 210 

10 F2151 200 F1832 280 F1585 170 F1560 F1844 250 F1856 190 
15 F2152 160 F1833 210 F1586 140 F1561 120 F1857 150 

:~ F2153 140 ~~:~: ~~~ F1858 125 

30 F2154 110 F1836 135 F15117 105 F1562 82 F1859 96 
40 F1837 110 F1860 80 
50 fl155 85 F1838 95 F1588 82 F1563 62 F1861 70 

1~g ~~~56 65 ~~8~~ 75 ~~~: 68 F1564. 50 ~~:~~ !: F 157 58 184 60 60 F1565 42 
150 F1591 50 t'566' 34 
200 F1592 43 FU61 29 
250 
300 F1568 23.5 
400 F1569 20 
500 F1570 18 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

TYPE 

TOROIDAL INDUCTORS 
FREQUENCY RANGE: 

I 20 Ke to I 50 Ke to I 50 Ke to I 
2 Me 5 Me 5 Me 
TI-IO TI-II TI-13 

100 Ke 
to 10 Me 

TI-11 

~ SP SP SP SP 
11/1 MH 

(±20~)M ... 2.75 5.6 7 12 

I Max. 
0.2/ v'LMH 0.11/v'lMH O.ll/VLMH (Amp.) 0.05/ v'LMH 

Nominal C.telog I Fa Catalog: Fo C.talog I Fa Catalos Fo 

-- ~ ~ ~I~ ~ ~ ~ ~ 
(MH) ---1------,--- ---,--- ------

.010 I F2270 I 13.5 F2301 I 11.5 F2240 17.0 

.015 I F2271 , 10.5 F2302 9:2 F2241 I 13.5 

.020 . F2!!7!!' 9.0 F2303 8.0 F2!!4!! 11.5 

.030 F!!!!73 7.0 F2304 6.3 F!!!!43 8.8 

.040 F!!274 6.0 F2305 5.4 F2244 7.4 

.050 F!!!!Ol 4.3 F!!275 5.3 F2306 4.8 F2245 6.5 

.075 F2276 4.1 F2307 3.8 F2246 5.0 

.1 ()O F2202 3.0 F!!277 3.5 F2308 3.2 F2247 4.2 

.125 F2248 3.6 

.150 F2278 2.8 F2309 2.7 F2249 3.2 

.200 F2203 2.1 F2279 2.4 F2310 2.3 

.300 F2204 1.7 F2280 1.9 F2311 1.8 

.400 F2281 1.6 F2312 1.5 

.500 F2205 1.3 F2282 1.4 F2313 1.4 

.600 I FU83 1.25 

.700 I F2284 1.1 

.750 F2206 1.1 
1 F2207 .9 
1.5 F2208 .75 
2 F2209 .65 
2.5 F2!!10 .55 
3 F2211 .52 
3.5 F221 2 .48 
4 FU13 .45 
4.5 F2214 .42 
5 F2215 .4 

l" 
... 0 
~ -1 
-< -2 
t; -3 
5-4 

lO 
... -1 
~-2 

~ -51-1 

Z -7 
0-8 
~ -9 
iiZ-l0 
~ 

-, 
,. " tt 

I." 

j.(-

H 
~. 'T( , .. 

.,++1 l- ,.. 
+ 

URVE TI K, -<-3 
14 1 g-4 
15 2.7 0-5 
20 1 ~-6 
21 1 -

F 0-7 
22 1 Z-8 
23 .55 0-9 

~-10 -
iiZ 

. i 
~ 

,. 

-t -, '. 

It )± 
f , 

~$ ~~ 
. itt 

" 

C R 

A 

B 

URV.~ 

C 

K. 
1 .5 
lA .2 
4 .4 
5 .66 

11 .25 
12 .18 
16 1 
2 .42 
6 .66 
7 1 

13 .23 
17 2.2 

8 .37 
9 .105 

10 .155 
18 1 

.1 .2.3 .5.71 2.3 5710 203050 100 
NORMALIZED DIRECT CURRENT· I DC (mal X l(if x K. 

~ 
.1 .2.3.5.7 1 2 3 5 7 10 20 30 D ~A :b'h 

NORMALIZED DIRECT CURRENT· I DC (mal x ILH x K. 19 1 

(3) t4) 
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SECTION 5600 

FREED TRANSFbRMER COMPANY; INC. 

220 
200 
180 
160 
140 
120 
ioo 
80 
60 
40 
20 

~.1 

'Q" 

300 

250 

200 

100 

50 

0,1 

..... 

'Q" 

120 
~10 
'100 
':90 
80 
70 
~ 
50 
40 
30 

FREQUENCY KC 1 

1 . 10 100' 
FREQUENCY (KILOCYCLES) 

1 10 lCO 
FREQUENCY (KI;) 

1.0 10 100 
'.FREQUENCY· (k,CJ 
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TOROIDAL INDUCTORS 

~ 
~E··3E··ft~~~E:Ei~~'~Hrn;+~ 
2W~==~··~·fjE!!f~tt~5d~~~~~~ 200 _.. ...., l'r /.,-
180::;::::. " =r ! II'·.!.· 
160 'C-= .. ': . V 

l:~"'" iIir--........ . Y 
100 iF ::;4: 
8.0 '-I ,',":' .,. 
6O.::=i-" ~ hi," .. 
40 ~_ : ., ; j 
W~T-, I , .. "I.", 
0 , .2.3 A ,s~~._ 1 . 2 3 4 5 7, 10 

~ENCY·.(KC) 

160 
140 
120 
100 
80 
60 
40 
W 
01 

220 
200 
180 
160 
140 
IW 
.100 

80 
60 
40 
20 
0,1 

200 
180 
'160 
140 
120 
100 
80 
60 
40 
W 

10 100 
FREQUENCY (KC) 

1.0 10 

23 5710 2030'0100 
FREQUENCY . 

'Q" 
260 
240 
2W 
2QO 
180 
160 

.'. 

"0" 
260 
240 
220 
2 
·180 
1'60 . 
140. 
120' 

2 o . 
.1 

200' 
180. 
160 
140 

100 
80 
60 
40 
20 
o 

1.0 10 
~ENCYIKCI 

Net 

1 10 
FREQUENCY (KILOCYCLES) 

100 

I 
I 10' 100 
. FREQUENCY (KC) 

1.0 10 
FREQUENCY (KC,) 

1 100 
FREQUENCY IKe). 

100 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC, 

TOROIDAL INDUCTORS 

'Q" 
310 
300 
280 
260 
240 
220 
200 
180 
160 
140 
120 

':~ . 
55 
50 
45 
40 
35 
30 
25 
20 
15 
1 

,FREQUENCY (ICC! 

0 ... 2.3 .5.7 I 2 345710 20 50 100 

"Q 

100 
90 
80 
70 
60 
50 

3 
2 
10 

© U.C.P., Inc. 

FREQUENCY IK.CJ 

.1 1 
FREQUENCY (M.CJ 

..... 
260 

22 
2 
'180 
16 
I 
12 
100 
8~ 
6 
All 

)0 

120 
110 
100 
90 
80 
70 
60 
50 
40 
30 
20 
10 
o 

120 
110 
100 
90' 
80 
70 
60 
50 
40 
30 
20 
10 
o 

'Q'" 
300 
280 
260 
240 
220 
200 
110 
160 
140 
120 
100 
10 
60 

.0 10 
FREQUENCY PCC) 

2 :I 57 10 2030 50 100 200 
FREQUENCY PCC) 

.05.07.1 .2.3 .5.71 2- 3 
FREQUENCY (IojCj 

Q ... ,,-, I· - .. 
-h-_ .. , 

-'" 

/1:/ 
.".·-1 

;~ 
_·_--v 
- .... 

'= 
~~ 7' 

..... -- :::1:-,'1, 

, ~ 

Net 

tOO 

ao 
70 
60 
50 
40 
30 
20 
10 
o 

"Q" 
220 
200 
180 
160 
140 
120 
100 
80 

y., ..... 

60~ 
40 ,! 
20 

.1 

'" 

-I. 

:::.11 

.2 .3 

, .. ;. "";-

'" 
'''Ii 'CO -, , "" =.:::~,.., (MC 

1.0 to 100 
FREQUENCY IKC) 

FREQUENCY (KC) 

r 
,,' 

EQUEN y, ... , 
" 

,~ 
, 

I 

N . I"" I 
" ,~D: 1\ 

: 

~, 
& 

I ' I 

: Clol 
: 

i , 
! ' 

,5 :r I. 2- 3 5 
FREQUENCY (MC) 
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SECTION 5~OO 

FREED TRANSFORMER COMPANY, INC. 

CROSS REFERENCE GUIDE TO CASED, UNCASEO AND MOLOED UNITS, SEE CHARTS A, BAND C. 
Toroid 
Type 

TI-1 
TI-1A 
TI-2 
TI-3 
TI-3A 
TI-4 
TI-5 
TI-6 
TI-7 
TI-8 
TI-9 
TI-10 
TI-11 

MR·1 

MR-210 MR-10 

Case 

DT-3", DT-5 
01-4 

DT-3, DT-5 
DT-3", OT-5 

01-4 . 
DT-2, DM-11 
DT-1, DM-2 . 
DT-2, DM-11 
DT-1, DM-2 
DT-1'rDM-2 

D -4 
DT-3 DT-5 

D1-4 

Mold 

MR-6 
MR-7 
MR-5 
MR-5 
MR-8 
MR-4 
MR-3 
MR-4 
MR-3 
MR-3 
MR-9 
MR-5 
MR-10 

Uncllsed 
Dimensions 

OS-8 
05-9 
OS-6 
OS-6 
05-10 
OS-5 
05-3 
05-5 
OS-3 
OS-3 
OS-10 
OS-7 
OS-11 

[AJ OIMENSIONS OF MOLDED UNITS 
Molded 

Coil 
Code No. 

MR·1 
MR-2 
MR-3 
MR .. 3A 
MR·4 
MR.5 
MR-6 
MR-7 
MR-8 
MR-9 
MR-10 
MS-1 

00" H" 
Clearance 
Hole H­

Mountins 

Pig tails 
4-40 
6-32 
6-32 
8-32 
8-32 
8-32 

10-32 
10-32 
10-32 
10-32 
Pig tails 

Toroid 
Type 

TI-12 
TI-13 
TI-14 
TI-15 
TI.16 
TI-17 
TI-18 
TI-19 
TI-20 
TI-21 
TI-22 
TI-23 

05-1 10 OS-11 

Case 

DT-4 
DT-4 

OT-2, DM-11 
OT-1, DM-2 

051-1 
051-1 
D51-1 
OST-1 
OT-2 
OT·1 
DT-1 
OT-1 

Mold 

MR-8 
MR-8 
MR-4 
MR-3 

MR-1, MS-1 
MR-1, MS-1 
MR-1, MS-1 
MR-1, MS-1 

MR-3A 
MR-1.( MS.1 

MK-2 
MR-2 

Uncased 
Dimensions 

OS-9 
OS-9 
OS-5 
OS~3 
OS-1 
OS-1 
OS-1 
OS-1 
OS-4 
OS-1 
OS-2 
OS-2 

[BJ DIMENSIONS OF UNCASED UNITS 

Open Coil 
Code No. 

05-1 
05-2 
OS-3 
OS-4 
OS-5 
OS-6 
OS-7 
OS-8 
OS-9 
OS-10 
OS-11 

00" 

% 
% 

1 
1 
1~6 
1% 
11~6 
1% 
2W1 
2% 
2% 

H" 

~6 
% 
% 
0/16 
% 
% 
% 
1~6 

1Ya 
1W1 
1Ya 

[C] CASE DIMENSIONS 

OT-I CASE OT-2 CASE 01-3 CASE OT-4 CASE 

Height: 1'11%11 Height: 1~6 Height: 211 Height: 3%" 
Width: Y211 Width: 1:j:.11 Width: Uti Width: 1%1° 
Length: 1l{611 Length: 17 11 Length: 12%2# . Length: 2~" 
Mounting: 2 4·40 inserts Mounting: 2 6-32 studt Mounting: 2 6-.32 stud, Mounting: 4 8-32 studs 
Mtg. Centers: %"" Mtg. Centers: %Hx9~H Mtg. Centers: 1Wx~j" Mtg. Centers: 2l{6"XIl{6" 
Cutout: %I" x Y2J7 Cutout: %"xl l{&11 Cutout: %"X%"H Cutout: %""x%" 

OST-I CASE OT-5 CASE OM-2 CASE OM-11 CASE 

Height: 2%2" Height: H16" Height: 1" Height: 1Y2J7 

Width: 1!.{2" Diameter: 11%11 Diameter: 1~" Diameter: 1%" 
Length: %"" Mounting: 2 6-32 inserts Mounting: 2 4-40 inserts Mounting: 2 6·32 inserts 
Pins: U" long Mtg. Centers: 1Ys" Mtg. Centers: %" Mtg. Centers: %" 
To fit: ;.;J" crystal socket Cutout: %"x1" Cutout: %"x%" Cutout: %"x%" 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

FREED MAGNETI( AMPLIFIERS' & SATURABLE TRANSFORMERS 
The 'ever increasing demand for reliability. ruggedness. miniaturization and high performance has made the magnetic 
amplifier an indispensable component of many mililary and industrial automatic control and servo systems. Recent 
advances in materials and techniques permit an even greater utilization of the wen·known inherent advantages of 
magnetic amplifiers such as direct operation from line voltage. no warm·up lime. long-life components. ease of signal 
mixing. and hermetic sealing, 
Freed Transformer Co., manufactures an extensive line of magnetic. amplifiers. ranging from saturable transformers to 
haH-wave type. fast.response servo amplifiers. Choice of catalog amplifiers assure. standardization. lowest possible cost 
and rapid delivery. 
All standard units are designed for continuous operation and will operate in an ambient temperature range of -SS'C 
to +75'C. 
Vacuum tube and transistor preamplifiers can be supplied if very high impedance inputs are required. 
In addition to standard items. Freed Transformer' Co. has extensive facilities lor the design and production of special 
amplifiers. saturable reactors and magnetic components. 

ALL ITEMS LISTED ARE AVAILABLE FROM STOCK. 

FAST RESPONSE FREED MAGNETIC AMPLIFIERS 
THE MAF TYPE OF FAST RESPONSE MAGNETIC AMPLIFIERS COMBINES HIGH POWER GAIN. RUGGEDNESS. AND 
RELIABILITY WITH A MAXIMUM! CYC"E RESPONSE. ALL MAF UNITS ARE PHASI·REVERSIBLE. 

FREED NO. 

POWER SUPPLY 
MAXIMUM 

OUTPUT WATTAGE 
OUTPUT VOLTAGE 

TYPICAL LOAD 

INPUT SIGNAL 
REQUIRED FOR 
FULL OUTPUT 

CONTROL 
WINDING 

RESISTANCE 
PHYSICAL 

DIMENSIONS 

WEIGHT 

_IZO 

.... -iIOO ::J. <La: 
!;- 80 
OW 

lI) 

u~ 
<0 

> 

MAF.4 MAF.5 MAF-6 MAF·7 
115V 400- 115V 400- 115V 400- 115V 400-

10 1& 10 15 

57.5V RMS &7.&V RMS 57.5V RMS 57.5V RMS 
Kearfott R II O-Z Kearfott RIIZ-Z Kearfott R II O-Z Kearfott R III-Z 
Kearfott R III-Z Kearfott RIII-Z Kearfott R IIZ-Z 

RIIO-Z 10K IK RIII-Z 10K IK 

aVAC av AC I.ZV .4V Z.OV .6V 
RIII-Z 10K IK RIIZ·Z 10K ·IK 

1.6V .6V Z.5V I.OV 

60 OHMS CT 60 OHMS CT 
AC or DC AC or DC 

10,000 OHMS Min. 10,000 OHMS Min. 
150 OHMS CT ISO OHMS CT 1,000 OHMS Min. 1,000 OHMS Min. 

2%,' 0.0. x Z%" H zW' 0.0. x zlh" H 4%"dI{4"XZY." H 4%" x 41{4" x Zy." H 

13 oz. la oz. 4112 Ibs. 41/2Ibs. 

, r.fer charaderistic: c:urves 
;;; 60 ... ~ 

::::l • 
<Lao: ... -
::::l UI 40 
Oll) 

u~ .'-' 
<0 ZO 

> 
Z.O 1.6 1.2 .4 ZO 

© U.c.P., Inc. 

100 

IZO 

.8 I.Z 1.6 Z.O 
A.C. OR D.C. 

CONTROL VOLTAGE 

40 

60 
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FREED PUSH·PULL MAGNETIC AMPLIFIERS 
THE MAP LIHE OF PUSH.POLL MAGNETIC AMPLIFIERS FEATURES HIGH GAIN. POLARITY.SENSITIYE AMPLIFICA. 
TION. AND A PHASE·REYERSliLE OUTPUT. 

FREED NO. IvIAP.1 IvIAP·2 IvIAP.] 

POWER 115 V.A.C. 115 V.A.C. 115 V.A.C. 

SUPPLY 60 Cycl.' 60 Cycl •• 60 Cycl •• 
ITo IvIAPT·1I (To IvIAPT·2) ITo IvIAPT.J) 

IvIAXIIvIUIvI 
OUTPUT 2.' wattS 15 wattS SO watts 

WATTAGE 

VOLT ... GE I40V 'SOV 120V 

TYPICAL KoII_.n . Di.hl Di.hl 
LO ... D .51·0160 FPE 25-11 FPF "9·' 
INPUT 

SIGN ... L 1.2ma. I ma. Z ma. ~EQ. FOR FULL 
OUTPUT 

. 

RESP. TIIvIE ON OFF ON OFF ON OFF 
15 cycl .. 60 5 cycl .. 18 1 cycl •• 15 

CONTROL 
WINDING 620 ohm •• ach 1230 ohm •• ac~ 250 ohm •• ach 

RESIST ... NCE 
PHYSICAL 1"" xlv.. ... 5Ye"H 1vI.A. lYe". "Ye". 7"H 1vI.A. 51/,". 6V,". I"H· 1vI.A. 

DIMENSIONS 2Ye". 2V.'. l"H t. 2~'" >2+4". HIt"H T. l~.". lYe". "V4"H T. 

WEIGHT 611> •• IvI.A. II Ibs. 1vI.A. 261tz Ibs. MA 
llbs. T. lVz Ibs •. T. • lb •• T. 

FREED NO. IvI ... P-4 IolAP·7 M"'P·8 

POWER 115 V.A.C. 115 VAC. 115 V.A.C. 

SUPPLY 60 Cycl •• 400 Cycle. 400 Cycle. 
ITo IvI ... PT·4) ITo M ... PT.8) 

IvIAXIMUM 
OUTPUT 175 watt. 15 watt. 50 watt. 

WATTAGE 

VOLT ... GE 130V 125V 115V 

TYPICAL Diehl Kea,fott B •• di. 
LOAD FPF 85·"·1 R1I2·2A CK·3000·I·A 
INPUT 

SIGNAL • ma. • 5 ma. 1.8 ma • REQ. FOR FULL 
OUTPUT 

RESP. TIME ON OFF ON OFF ON OFF 
17 cycl •• 66 5 cycl •• 15 45 cycl •• 60 

CONTROL 
WINDING 1000 ohm •• ach 4,400 ohm •• ach 320 ohm •• ach 

RESISTANCE 
PHYSIC ... L 7W' • 5" Ji 7f,"H M.A. lW' • lYe" • 7"H lYe" .lYe". 7Ye"H M.A. 

DIIvIENSIONS 4" .4+4'.'. SYe"H T. 2~'" .2+4" 1l+4"H T. 

WEIGHT 35 lb •• 1vI.A. 
7 lb •. 7Vz lb •. M.A. 

12 lb •. T. 4 lb •. '1'. 

T ransler characteristic cunes 

,<0. 
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IvIAP·l·1 
115 V.A.C. 
60 Cycl •• 

ITo IvIAPT,].1) 

SO wattS 

I40V 

Di.hl 
FPF ",., 

".5 ma. 

ON OFF 
5 cycl •• 20 

1700 ohm. .ach 

5Itz ... 5" •• "H 1vI ..... 
lYe". "W' .J~"H T. 

20 II ... M ..... 
lib •. T. 

MAP·II 
115 V.A.C. 
400 Cycl •• 

10 watt. 

115V 
K •• ,fott 
RIII·2A 

.9 ma. 

ON OFF 
" cycl •• 75 

3100 ohm •• ach 

4Va" .lltz ... 5W'H 

5 lb •• 

- '60 

CONTROL CURRENT 
D.C. Y.A. 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

TELEMETERING COMPONENTS 

A complete line of Bdnd PdSS Filters, Low PdSS Filters dnd Discrimindtors is dVdildble for multi­
chdnnel telemetering dPplicdtions. These components cover the frequency rdnge from 400 cps 
to 70,000 cps. The filters fedture linedr phdse response, excellent selectivity chdrdcteristics 
dnd plug-In construction . .The Discrimindtors, either fixed or slug tuned, hdve exceptiondllinedrity, 
high dmplificdtion, dnd utmost stdbility. 

Rad. 

-3 .:> -
::t - -

CASE DIMENSIONS .. 1 

-2. I-i.-.+ '"T -~! -"~ '- t-

-1 
FA-S CASE + 

-0.' - , 
0.12 + 
-0.5 + 

9,950 10,100 10,300 10,500 10,700 10,900 11,100 
fo I-cps 

TELEMETERING BAND PASS FILTERS 

Height: 4Y:t 
Width: 3Y2" 
Depth: 2Ys" 
Mtg. Cen.: 2}{6"x1%;" 
Studs: 5-8-32xY2N 

Octal Header 

FA-10 CASE 

These filters cover the frequencies from 400 c.p.S. to 70Ke. Narrow frequency B.PJ. hdve 
d bdnd width of ±9%% of center frequency dnd 45 DB (minimum) points dt ± 77-'2% of center 
frequency of higher or lower adjdcent chdnnels. Wide frequency B.PJ. hdve d bdnd width of 
±197-'2% of center frequency dnd 50 D.B. points dt ±15% of center frequencies of higher or 
lower second ddjdcent chdnne·ls. 

ChorlClerisilc Impedlnce 500 0 Chlrlcterlsllc Impedlnce 2,500 n 
Center 3 DB Center 3 DB 

Catalog No. Frequency Bind Width Case No. 
C.p.s. % oIC.F. 

Cotolog No. Frequency Bond Width Case No. 
C.p.'. %oIC.F. 

FBP-34 400 ± 9'/4 FA-5 
FBP-35 560 ± 9% FA-5 

---m-1O 400 ± 9'14 FA-l 0 
FBP·l1 560 ± 9'14 FA·l0 
FBP·12 .30 ±·9'14 FA·l0 FBP-36 730 ± 9% FA-5 
FBP·13 960 ± 9% FA-l 0 FBP-37 960 ± 9% FA-5 
FBP-14 1,300 ± 9% FA·l0 FBP-38 1,300 ± 9% FA·5 
FBP·15 1.700 ± 9% FA·l0 FBP-39 1,700 ± 9% FA·5 
FBP·16 2,300 ± 9% FA·l0 FBP-4O 2,300 ± 9% FA-5 

Height: 4Y2" 
Width: 3Y2" 
Depth: 2Ys" 
Mtg. Cen.: 11l11;"x1%;" 
Studs: 4-8-32xY2N 
Knockout: 1 Y2N dia. 

FBP-41 3,000 ± 9% FA-5 
FBP-42 3,900 ± 9% FA·5 
FBP-43 5,400 ± 9% FA-5 
FBP-44 7,350 ± 9% FA-5 
FBP·45 10,500 ± 9% FA-5 
FBP-46 12,300 ± 9'14 FA-5 
FBP.47 14,500 ± 9'/4 FA·5 

FBP-17 3,000 ± 9% FA-15 
FBP·18 3,900 ± 9'14 FA·15 
FBP·19 5AOO ± 9% FA-15 
FBP·20 7,350 ± 9% FA·" 
FBP·21 10,500 ± 9% FA·15 
FBP-22 12,300 ± 9% FA·15 
FBP·23 14,500 ± 9% FA·15 
FBP-24 22,000 ± 9% FA·l.5 FBP-48 22,000 ± 9'14 FA-5 

FA-15 CASE FBP-49 22,000 ±19'!. FA-5 
FBP-50 30,000 ± 9% FA-5 

FB!>·25 22.000 ±19'!. FA·15 
FBP·26 30,000 ± 9% FA·15 

Height: 4Y2" 
Width: 2%" 
Depth: 2Ys" 
Mtg. Cen.: 11l11;Nx1%t 
Studs: 4-8-32x Y2" 
Knockout: 1 Y2" dia. 

FBP·51 30,000 ±19'!. FA-5 
FBP·52 40,000 ± 9% FA-5 
FBP-53 40,000 ±19'!. FA-5 
FBP-54 52,500 ± 9% FA-5 
FBP-55 52,500 ±19'!. FA-5 
FBP·56 70,000 ± 9% FA·5 
FBP-57 7Q,OOO ±19'!. FA.5 

FBP-27 30,000 ±19'!. FA·15 
FBP·28 40,000 ± 9% FA-IS 
FBP.29 40,000 ±19'!. FA·15 
FBP·30 52,500 ± 9% FA-IS 
FBP·31 52,500 ±19'!. FA·15 
FBP·32 70,000 ± 9% FA·15 
FBP·33 70,000 ±19'!. FA·15 

© U.C.P., Inc, Net The MASTER - 26th Edition. Page 1367 



SECTION 5600 

FREED TRANSFORMER COMp,ANY, INC. 

CASE DIMENSIONS 

FA·1 CASE 

Height: 4~" 
Width: 1~' 
Depth: 1~" 
Mtg. Cen.: 3~" sq. 
4 Inserts 6-32 
Knockoul: l' 

FA·185 CASE 

Height: 4~" 
Width: 1Ys' 
Depth. 1%" 
Mtg. Cen_: 11W4'x1!16' 
4 Inserts: 6-32 
Knockout: 172' 

FA·190 CASE 

Height: 4M' 
Width: 2M' 
Depth: 1%' 
MIg. Cen.: 1~'x1Ut 
4 Inserls: 6-32 
Knockout: 172" 

FA-410 CASE 

Heighl: 472' 
Widlh: 6" 
Deplh: 4" 
Mig. Cen.: 5M'x3W 
5 Studs: 10-32 

Octal Header 

DisCRIMINATOR INPUT LOW PASS FILTER 
Fo Characteristic 

Catalog No. Center Freq. Impedance Cn. No. 
In C.p.5, Ohm. 

Fo Cherackrislic 
Cotelo, No. Cent.r Freq. Impedance Case No. 

in C.p.s. Ohm. 

LPI·l0 400 30,000 FA-l LPI·19 5,'100 30;000 FA·1 

LPI·ll 560 30,000 FA·l LPI-20 7,350 30,OOG FA.1 

LPI-12 730 30,000 FA·l LPI-21 10,500 30,0('00 FA·1 

LPI·13 960 30,000 FA·l LPI·22 12,300 30,000 FA·1 

LPI-14 1.300 30,000 FA·l LPI-23 14,500 30,000 FA·1 

LPI·15 1,700 30,000 FA·l LPI·24 22;000 5,100 FA-1 

LPI·16 2,300 30,000 FA-1 LPI·25 30,000 5,100 FA·1 

LPI·17 3,000 30,000 FA-1 LPI·26 40,000 , 5,100 FA·1 

LPI-18 3,900 30,000 FA-1 LPI·27 52,50!) 5,100 FA-1 

LPI-28 70,000 5,100 FA-l 

"LPI-I,O.23 LPI·24·28 
Ba.a'pin Alte.uotion, 0.05 DB ± 9%% of Center Frequency 

30 DB .t second harmonic of PISS Band Frequencies 
50 DB at third h.rmonic of Pess Band Frequencies 

Band Pan Attlllluollon, 0.05 DB ± 15% of Center Frequency 
30 DB at second harmonic of p,ass Bend Frequencies 
50 08 at third harmonic of Pass Band.Frequencies 

40 DB .boy. third h.monic of Po,. Bend Frequencies 40 DB obo.e third hormonic 01 PossBand F,equo.des 

DISCRIMINATOR OUTPUT LOW PASS FILTER 

Fo Cotelos No. c.p •• , 

LPO·l0 6 

LPO·ll 8 

LPO-12 11 

LPO-13 14 

LP0-14 20 

LP0-15 25 

LPO-f6 35 

LP0-11 4S 

LPO-18 60 

LPO.19 81 

LPO·20 110 

LPO·21 160 

LPO-22 185 

Cente, 'lI>Devl .. 
C.tolo, F19£jey lion 

No. ofFo ---
DST·17 3.0 ±8'1. ---
OSl·18 3.9 ±8'h 

DST·19 5.4 ±tl1/. 

DST·20 7.35 ±8'h 

OSl·21 10.5 ±8'h 

DSl·22 12.3 ±8'1. ---
DST-23 14.5 ±811o ---
DST-24 22.0 ::!:8'h ---
DST-25 30.0 ±8'h 

C •• 1er 'lI> De.io-
Cotolol Frequency tion 

No. (cP.) ofFo 
---------

DST-l0 4Q0 ±8'1o ---
DST-ll 560 ±8'h ---
DST-12 730 ±8'1o ---
DSl·13 960 ±8'h 

Charocterlstlc 
IlIIpedonce 

Ohm. 
Co .. No. Cololos No. Fo 

C.p." 

330 FA·41 0 LPO-U 220 

330 FA-41 0 LPO·24 330 

330 FA·41 0 LPO·15 450 

330 FA-41 0 LPO-26 600 

330 FA-410 LPO·27 660 

330 FA-410 LP0-28 790 

330 FA.410 LPO-29 900 

330 FA-410 LPO·30 1.050 

330 FA-410 LPO-31, 1,200 

330 FA-41 0 LP0-32 1,600 

330 FA·41 0 LPO-33 2,100 

330 FA·41 0 LP0-34 7,200 

330 FA-410 LP0-35 10.000 

AIt.n.IUon: < 0.2 DB up to 0.5 time. Fo < 0.7 DB from 0.5 to 1. lime. Fo > 20 DB0I2Fo 10 2.5 Fo > 30 DB from 2.5 limos Fo to 100 ICc, 

SLUG TUNED DISCRIMINATORS 
D.C. 

LIn .. ~!f~t C .. eNo. 
erily 

Co.ter 'lI> De.lo· 
Cotolol Fro£icy tlon 

No. of Fo 

±0.5'l1> 32.5 FA·19O DST·26 40.0 ± 8'10 

±0.5'l1> 32.5 FA·190 DST·27 52.5 ± 8'10 

C~~od .. lstic 
Impedonc. 

Ohm. 
Cu. No. 

330 FA·41 0 

330 FA-41 0 

330 FA·41 0 

330 FA·41 0 

330 FA.41 0 

330 FA-41 0 

330 FA-410 

330 FA-41 0 

330 FA·41 0 

330 FA·41 0 

330 FA.41 0 

330 FA·41 0 

330 FA-410 

D.C. 
Line .. Ou:r.ut c ... No, 
orlly Volo 

±0.5'l1> 32.5 FA-190 ------
±0.5'l1> 32.5 FA-19O 

±D.5'l1> 32.5 FA.I90 I~ ---
DST·28 70.0 ± 8'10 32.5 FA-19O ------------------

±O.s'll> 32.5 FA·190 DST·29 22.0 ±15 ±1.0'll> 26.0 FA-19O 
--- ------------

±D.S'lI> 32.5 FA·19O DSl·30 30.0 ±15 ±1.0'll> 26.0 FA.19O 
---

::!:0.5'l1> 32.5 FA·19O 40.0 
------------

DSl·31 ±15 ±1,O'll> 26.0 FA·190 
--- -------------

±0.5'l1> 32.5 FA-19O DST-32 52.5 ::!:15 ±1.O'lI> 26.0 FA-19O --- ------
±O.S'lI> 32.5 FA-190 DSl-33 70.0 ±15 ±1.01J1, 26.0 FA·19O 
--- -------------------

±0.5'l1> 32.5 FA-19O 

FIXED DISCRIMINATORS 
D.C. 

LIne· ~"!f: CI .. No. 
orlty 

CoI.lol 
e.nter 'lI> Dori .. D.C. 

Frequency tlon LIn.· Ou:!:ut el •• No. 
No. (cpo) ofFo .Ity Volo --- ------

±0.5'l1> 32.5 FA·18S DST·14 1,300 ±8'1o ±D.5'l1> 32.5 FA~185 --- ---
±0.5'l1> 32.5 FA·18S DST·15 1,700 ±8'1o ::I;O.5'l1> 32.5 FA·18S --- ---
±O.S'lI> 32.5 FA·18S DSl·16 2,300 ::!:8'h ±D.5'l1> 32.5 FA·185 --- ---------
±O.S'lI> 32.5 FA.ln 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

FREED FILTERS 
Freed Standard Filters are Hermetically Sealed Miniature high performance components designed for both production and 

laboratory applications in the Communications dnd Electronic industry. In order to dchieve attenuation requirements not obtdinable 
with one single filter, one Cdn combine several standard filters of di fferent trdnsmission characteristics. Wide Bdnd Pass chardcter­
istics are obtainable by combining low dnd h gh PdSS Units. The astdtic construction of inductive components together with specidl 
shielding reduces the hum pick-up of the stdnddrd filters. 

The standard filters dre dVdildble in Low PdSS, High Pass and Bdnd Pass Filters. 
Low Pass Filters: The attenuation chardcteristics 01 Low Pass Filters are 6db or less at cut-off frequency, 35db or more at 

1.5 cut-off frequency and 40 db or more dt 2 cut-off frequency. 
ILP Interstage Low Pass Filter. Characteristic impedance 10,000 ohms, in and out. 
LLP Line Low Pass Filter. Characteristic Impeddnce 500 to 600 0, in and out. 
High Pass Filters: The attenuation characteristics of High PdSS Filters are 6db or less dt cut-off frequency, 35db dnd 40db or 

more at 0.67 and 0.5 cut-off frequency. 
IHP Interstage High Pass Filter. Characteristic Impedance 10,000 ohms, in and out. 
LHP Line High Pass Filter. Characteristic Impedance 500 to 600 0, in and out. 
Band Pass Filters: The attenuation characteristics of Band Pass Filters are 2db or less at plus or minus 3% of center frequency 

40db or more at 0.5 dnd 2 center frequency.' 
. IBP Interstage Band Pass Filter. Nominal input impedance -10,000 ohms. Nominal output impedance 5 megohms or 

grid of vacuum tube. Effective voltage step-up 2:1. (Output voltage to source voltage.) 
LBP Line Band Pass Filter. Nominal input impedance 500 to 600 ohms. Nomindl output impedance 5 megohms or grid of 

vacuum tube. Effective voltage step-up 9:1. (Output voltage to source voltage). 
Special filters in all six types are available for any frequency from 200 to 20,000 cycles. 

CASE DIMENSIONS c.tolog No. 
Cul-olf 

Frequency C.p,s. c.tolog No. Center 
Frequency 

ILP- 500 500 IBP - 200 200 
ILP- 750 750 ISP- 250 250 

DF-1 CASE 
ILP- 1;500 1,500 
ILP- 1,600 1,600 

ISP - 400 400 
ISP- 800 800 

ILP- 2,000 2,000 ISP - 1,000 1,000 
ILP- 2,500 2,500 ISP - 1,500 1,500' 
ILP- 3,000 3,000 ISP - 2,000 2,000 
ILP- 7,000 7,000 ISP - 3,000 3,000 
ILP-15,OOO 15,000 ISP - 5,600 5,600 
ILP- 20,000 20,000 ISP -10,000 10,000 
LLP- 1,500 1,500 ISP -15,000 15,000 

Height: 2"7'2' 
Width: 11l1l{ 
Depth: 1%;' 

. Mtg. Cen.: 134'x!!4' 
Studs: 4-6-32x%' 
Knockout: Ys' dio. 

LLP- 1,600 1,600 
LLP- 2,000 2,000 
LLP- 2,500 2,500 
LLP- 3,000 3,000 
IHP- 300 300 
IHP- 400 400 
IHP- 1,000 1,000 
IHP- 2,000 2,000 
LHP- 300 300 
LHP- 400 400 

L~P- 300 300 
LSP- 400 400 
LSP- 600 600 
LSP- 1,000 1,000 
LSP- 1,500 1,500 
LSP- 2,000 2,000 
LBP- 3,000 3,000 
LBP-l0,000 10.000 
LSP-20,000 20,000 

LHP-l,OOO 1,000 

NEW CIRCUIT REVISES WILLIAMSON HI-FIDELITY AMPLIRERFOR IMPROVED PERFORMANCE • 

...J 

'" > 
'" ...J 

m 
a 

FREQUENCY IN CYCLES PER SECOND 

• Frequency response; .1 DB from 20 to 30,000 cps. dt 20W. 
• Hdrmonic distortion: 0.4% from 20 to 30,000 cps. at 20W. 
• Two section L-C filter for improved stable performance. 
.20 Watt output connected as Williamson amplifier. 
• 10 Watt output connected as ultra ·.Ii~ear amplifier. 

CoIal09 
No. 

KA·l0 

KC-l0 ----
KC-ll 

KP-l0 

FREED supplies the following parts from stock. 

Application Roling 

output 
t,ansf. 

Prim: 10,000 Q cI. 
Soc. 16/8 Q 

fillor . 
12Hy 01 165MA, RDC 180 Q reactor 

filler 
20Hv 01 30MA, RDC 1,250 Q reactor 

power Pr;, 115V 60cp., Soc. 1: 1100 Vel 01 150MA; 
transf. See. 2,6.3VcI 01 4A See. 3, 5V 01 3A. 

Clse 
No. 

VS-506 

VS-304 

CH-40 
VS-606 
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SECTION· 5600 

FREED TRANSFORMER COMPANY, INC. 

CASE DIMENSIONS 

DC.4BCASE 

Height: 
Width: 
length: 
Mounting: 4 8·32 Studs 
Mtg. Cen.: 214>" x 2Y2" 
Cutout: (2)1 %" x %" 

DC·6B CASE 

He~ht: 6" 
Wi th: 5" 
length: 4~" 
Mounting: 410-32 Sds. 
Mtg. Cen.: 3 v.." x 3" 
Cutout: 3" Did. 

OL·MA·2 CASE 

He~ht: 4N 
Wi th: 4%" 
length: 31~6" 
Mounting: 4 10· 32 Sds 
Mtg. Cen.: 2Y2'x3%" 
Cutout: (2)2 v., " x v.. " 

OL·112·1 CASE 
Height: 6" 
Width: 5J-8" 
length: 4%" 
Mounting: ~ ~-20 Sds 
Mtg. Cen.: 4%;"x3%" 
Cutout: 3" did. 

FH·EA CASE 

Height: 
Width: 1 
length: 1 v.." 
Mounting: 46-32 Stud 
Mtg. Cen.: 1%"x1'A" 
Cutout: 1%" 

DM·03 CASE 

Height: 
Width: 
length: 
Mounting: 
Mtg. Cen.: 
Cutout: 

21A1" 
114>" 
114>" 
4 6·32 Studs 
1!-(e".x1116" 
11,4" Did. 

ULTRASONICS 

New developments and applications of ultrasonics for industrial cleaning, soldering, welding, 
and mixing have created a demand for generators and components specifically designed for ultra. 
sonic applications. 

Using the latest developments in the field of special magnetic materials the FREED ultrasonic 
transformers are designed for greatest efficiency and maximum reliability. They feature small size, 
excellent performdnce and long life under continuous duty operdtion. 

Transformers with an extended frequency range (frequencies up to 2 MC) can be supplied 
upon request. 

ULTRASONIC DRIVER AND INPUT TRANSFORMERS 
Frequency response: ± 1 DB 10 KC 10 60 KC. 

M .. imum 
Prlmarv Maximum Primarv D.C. 

Cololog Impedance Rotio Power por Sid. el.1 
No_ Appllcotion Ohm. Woll. MI. Sin ------

ULI-20 Transducer to 
PP 811 A 

1,2, .. 1:17.3 DM-03 

ULD-20 PP6CM610 
PP 811A 10,000 4.4:1 50 DM-03 

ULD-50 PP 5881 to 
PP 8000 7,200 1.7:1 25 90 FH-EA 

ULTRASONIC OUTPUT TRANSFORMERS 
Frequency response: ± 1 DB 20 KC to 60 KC. 

Mlximum 
Mlximum Prlmlry D.C. 

Coioiol Impedlnce in Ohm. Power por Sid. el.1 
No. Appllcotion Prim.y Secondary Wotl. MI. Size 

ULO-l0 PP 608310 
transducer 7,600 1/4 100 120 D(-4~ 

ULO-ll Same 7,600 2/8 100 120 -or.:~i;--

ULO-12 Same 7,600 4/16 100 120 ----oc .9"--
ULO-13 Som. 7,600 7.5/30 100 120 1)(.48·--
ULO-30 PP 811A 10 

tr.nsducer 12,400 1/4 300 170 DC-4B 
UL0-31 Som. 12,400 2/8 300 170 DC-4B 
ULO-32 So ... 12,400 4/16 300 170 DC-4B 
ULO-33 So ... 12,400 7.5/30 300 170 DC-4B 

. UL0-34 So ... ~oo- 25 300 170 DC-4B 
UL0-35 S.m. 12,400 125/500 300 170 DC-4B 
ULO-36 Some 12,400 250/1000 300 170 DC-4B 
ULO-37 Some .12,400 75/300 300 170 DC-4B 
ULO·52 PP 8000 10 

transducer 10,800 4/16 500 230 OL·MA·2 
ULO·53 Som, 10,800 7.5/30 500 230 OL·MA·2 
ULO·54 Somo 10,800 25/100 500 230 OL·MA·2 
ULO·55 Som. 10,800 125/500 500 320 OL·MA·2 
ULO·56 Sam. 10,800 250/1000 500 230 OL·MA·2 
ULO·l0l PP. Por. 8000 

1000 430 DC·6B to transducer 5,400 25/100 
ULO·l04 Som. 5,400 75/300 1000 430 Dc.6B 
ULO·l10 Som. 5,400 18.8175 '300 1000 430 OL·112·1 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

CASE DIMENSIONS 
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COMMERCIAL GRADE COMPONENTS 

These components are designed to meet the demand for low-cost replacement parts for com­
mercial electronic equipment. 

The best commercially available materials have been utilized In the design of these units, to 
insure reliability and excellent performance characteristics Vacuum impregnation with a non­
hygroscopic varnish to prevent penetration of humidity are employed to give these units long 
Iffe and trouble-free performance. 

230-115 V, 50-60 C. P. S. Stepdown Transformers rated from 25 V A up to 5,000 V A Rating 
and line booster trdnsformers are included In this series. 

All units, with only d few exceptions, are uncased or of shell-type construction. 

Isolation transformers dnd Stepdown trdnsformers are eqUipped with line cord dnd receptacle 

POWER TRANSFORMERS 

All primarle. designed for 115.yolt, 50-60 cycle operation. 

Cat.loS Chok.lnpul Cond.lnpul BI .. c ... 
No. Pv V. HI Volt D.C.V. D.C.M •• D.C.V. D.C.M •. T.p RedlR .. Fil. No.1 FII. No.1 FII.No.3 No. 

RGP1 ~5 SOOYCT 2~O 1!l 6X4,.~Y3 S/6.3Y,@IA 6.3V~IA VS300 
RGPI HS300 -
RGP3 ~,1 oooy CT 3~0 ~~ 6X4,.~Y3 S/6.3":.@ 2A 6.3V~I.SA VS303 
RGP4 H5'03 

RGP5 ~ 6S0YCT 3~O ~p 6X4,.~Y3 S/6.,,,:.@ IA 6.3V.~ 3A VS303 
RGP6 - HS303 - --

6X4,.~Y:i RGP7 73 600YO 3!O I.O S/6.''':.@IA 6.3V.~ 3A VS306 
RGPB .. HS306 

RGP9 --
t!.O 650V CT I!S 1~ ,!O 1~ 5Y3 •• ~U4 5V CW 3A 6.'V [fiJ SA VS503 

RGP10 .. HS503 
- --
RGP11 7.6 700V CT ~ 1c?p 3!5 I!l sr.3 .SVCW IA 6.3V CW I.SA VS307 
RGP11 .. HS307 

RGP13 --
10B 700VCT 2~0 1~.S 3Z0 ?!l 5Y3,.~U4 SVCW 3A 6.3V[fiJ 5A VS50' 

RGP 14 .. .. HSS03 
--

RGP1S 1!7 700Y CT 2~ 11~ 3~0 1~~ 5114 5VCW 'A 6.3V[fiJ5A VSS05 
RGP16 HS50S 

I RGP 17 1~ 700Y CT 2!O 2~~ 3.~0 1~p SlI" SVCW 3A 6.3V[fiJSA 6.3VWl1A VS603 
RGP1B HS603 
I--- . 

RGP 1"9 107 BOOV CT ~95 I~.O .teo 2~~ 5U4,.~-SY3 SVCW 4A 6.'V[fiJ6A VS606 
RGP 10 .. .. HS606 

I RGPI1 --
115 BOOV CT 2!S 2 •• 0 .ego 2~,O ~p SU4,J-SY3 5VCW4A 6.3V[fiJ 6A S/6.3y'@IA VS606 

RGP II .. .. HS606 

I RGP 23 
--

26B B40VCT '~O 3~!l 4~0 2~~ ~p I~.U" SVCW 6A 6.3V[fiJ6A S/6.3':.@ IA VS611 
RGP 24 .. .. HS611 ----
RGP IS 320 900VCT 3~ 4~p 4?,O 3c?p ~~ 1-~.U4 SVCW 6A 6.3V[fiJ6A S/6.3":.@ IA VS70B 
RGP 16 .. .. HS70B ----
RGP 17 117 900V CT 3~ 1~.0 SlI" SVCW 3A 6.3V[fiJSA VS603 
RGPIB .. .. HS603 ----
RGP 19 150 900V CT 3~O IC!!l 5W4 S':'.@3A 6.3V[fiJSA VS605 
RGP 30 .. .. HS60S 

I RGP 31 
--

103 1100V CT .ego 2~~ 5~~GY SV('Ii 3A 6.3V.~ SA VS610 
RGP 32 .. .. HS610 

RGP 33 2~8 110~:-' CT 4!O 3~p 2~5~;4GY 5V<¥!4A 6.3V[fiJ7A VS612 
·RGP 34 HS612 

RGP 35 310 128~:-' CT 4!0 3~tO 1-5~;4GY SVCW 4A 6.3VWl7A VS7D9 
RGP 36 HS7D9 
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SECTION 560.0 

FREED TRANSFORMER COMPANY, INC. 

I CASE DIMENSIONS I 
COMMERCIAL GRADE COMPONENTS 

FILAMENT TRANSFORMERS 
All primaries are for 115V, 50/60 c.p ... 

DC 
CH "'10101 

Secondlry SecOlld.y 
Second.r C .... nl Tal C ... 

No. Volll •• Amps. Vollotl.RMS 51 •• 
TF 1 2.5 (C.T.) 7.5 15!)O CH60 
TF 2 2.5 (C.T.) 10 1500 CH70 
TF 3 2.5 (C.T.) 5 7500 DC2B 
TF 4 2.5 (C.T.) 10 7500 DC4A 
TF 5 5.0 (C.T.) 4 1500 CH60 
TF 6 5,0 (C.T.) 6 1500 CH70 
IF 7 5.0 (C.T.) 10 1500 CHeO 
TF 8 5.0 (C.T.) 10 1500 FV10 

HB TF 9 5.0 (C.T.) 20 2500 FV30 
TF 10 5.0 (C.T.) 20 10.000 DC6A 
TF 11 6.3 (C.T.) 1.35 1500 CH50 
TF 12 6.3 (C.T.) 3 1500 CH60 
TF 13 6.3 (C.T.) 5 1500 CH70 
TF 14 6.3 (C.T.) 7 1500 FV12 
TF15 6.3 (C.T.) 10 1500 FV22 
TF 16 10 (C.T.) 5 2500 CH80 
TF 17 10 (C.T.) 5 2500 FV10 
TF 18 10 (C.T.) a 

or or noo DC-5C 
11 (C.T.) 11 

(lippod prim-r) 
TF 19 12.6 (C.T.) 2 1500 CH62 

TF 3, 4 a 10 •• ppllod wHh IeImlnll.. All olh ... wllh I.ods. 

FV 
AUTO TRANSFORMERS 

i ~ 
e 

!ci 1 ~~ ~ 
liz ~ ~u -B ::t Q ~'" -
~B 
~ -33i 2'" 2K 2x1~ (4)8·32 

To be used as step-down transformer. Equipped with llandard receptacle anelline cord. 

CoIolog No. Trons/or_on VA Ratln. W.lthl (lbo.) CI •• SI •• 
SOT1* 230/115 V. 50/60 .;P." 25 1 CH-60 

~C4A 3~. 3~' 3 23ixi3i (4)8·32 

DC5C 4U 4~ .33i 3~x2~ (4)10.32 

0C6A" 4U --S 4~ 3~x3 (4)10.32 

H50 1" 2" 1" 2~ (2) ..... 

SOT 2. .230/115 V. 50/60 •• p.'. 50 1\4 CH.62 
SOT 3. 230/115 V. 50/60 •• p.'. 50 2~ VS-300 
SOT 4 230/115 V. 50/60 •• p ••• 100 3 VS-401 
SOT 5 i 230/115 V. 50/60 •. p.'. 200 5 VS-501 
SOT 6 230/115 V. 50/60 .'P". 300 6~ VS.6Q1 
SOT 7 130/115 V. 50/60 •• p ••• 400 8 VS-6Oo4 

;;:j:j6O 2 3j( 1% 2" (2) ..... 

H62 2 3j( 2~ .2" (2) ..... 

SOTS 230/115 V. 50/60 •.•• p. 500 11 vs.611 
SOT 9 230/115 V. 50/60 •• p ••• 750 15 VS-706 
SOT 10 230/115 V .50/60 •• P." 1000 23 VS-718 

H70 2" 3'~ 2K 3~ (2) ..... 

~ --
2~, " 2~' 3!' (2) ..... 

SOT 11 230/115 V. 50/60 •• p ••• 1500 19~ VS-728 
SOT a. 230/115 V. 50/60 •• P." 2000 37 HB-718 
SOT 13' 230/115 Y. 50/60 •• p ••• 1500 47 HR·72. 

fV10 3-" 23i 2~' 2xi (4)'!4ix'~ --
SOT 14' 230/115 V. 50/60 •• P." 3000 58 HR·.2. 
SOT 15. 130/1.15 V. 50/60 •• p ••. 5000 71 HB-920 

V12 a~ 23i 2" 2x2~ (4)'!4i ... " 

"V22 3" 2" 2U 2j(x2j( (4)'''~ "Sappllod wllh I.ed. wlthoul lin •• ord and .... pIocl •• 

------vao 3'~ 33i 3 23ixiK (4)"""~ ISOLATION TRANSFORMERS 
!H0718 6K~ 

8~ 4~x4~ (4) ."""" ----
HB728 6j( 63i 9~ 4~x5~ (4)''''''''' 
HB8l18 6~ ," 9U 5"'x5~ (4)·"x'\.t, 

HB920 6~, 1U. 10j( 63ix7" (4) ."""" 

ivsaoo 3~' 2'" 3 2x2 (4)'''''~ 

~S401 3" 2" 3j( ·2j(x1" (4) '''''~ .. 
~501 --

3"A> 3K 3~ 23ixi-" (4) ',jJx~ 

!VS503 3"A> 3U 3~ 2~x2% (4) '''X~ 

VS601 4'~ 3U 3", 3xi" (~ 
VS604 4'~ 3~ " 3xi¥s (4)~ 

Electrostatic shield between primary and secondary. Equipped with lfandard receptacle and line cord. 

Primlry 
Cololog Vollotl_ Socondlry VA CI •• 
Numb .. 50/60 •• p •• Vollotl. R.lin. 51 •• 

IT 1 115 115 50 VS-401 

ITI 115 115 100 VS-503 

IT 3 115 115 300 VS-700 

IT 4 115 115 500 VS-714 

IT 5' 220/440 110/220 250 VS-611 

IT 6' 120/440 110/t20 500 VS-714 

!VS611 4'~ 3~ 4~ 3x3~ (4)I"X~ 

IVS612 4'~ ·3% 5 3x3" (4) ',jJx3i 

IV5700 
--

5" 3~ 5 33ix3j( (4)'~x3i 

ivS706 
-- -- ~ ·5;' 4" 53i 33ix3~ 

VS714 S.ljI "" 6~ 33ix4Ji . (4) ,,uxt'A> 

*$uppll.d with I .. do wlthoul lin •• ord •• nd .... pIa.l .. 

LINE BOOSTER TRANSFORMERS 
Operates from 90 to 110 volts input to provide 10% step-up. 

Call1o, 'Prim-r Second-r VA C ... 
Numb .. Vollo •• Vollo •• Roling 51 •• ---- --

VS718 SJ" "" 7 33ixSU (4) ,,,,,,\.t, LB·1 90·110 1.1 x inpul 350 VS-300 

VS728 511ii 4" au 33ix6% (4) ,,uxt'A> LB-2 9()'110 1.t.lnpul 2000 vs.611 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

COMMERCIAL GRADE COMPONENTS 

CASE DIMENSIONS I 

CH-40 CASE 
Height: 1116" 
Width: 2%" 
Depth: 1:H'l 
Mtg. Cen.: 2" 

CH·50 CASE 
Hei~ht: 11J,j6" 
Width: 21~' 
Depth: 1%" 
Mtg. Cen.: 2%' 

CH.60 CASE 
Height: 2" 
Width: 37.(" 
Depth: 1%" 
Mtg. Cen.: 21%;" 

CH"80 CASE 
Height: 2%" 
Width: 4" 
Depth: 2%" 
Mtg. Cen.: 3%1' 

VS-100 CASE 
Height: 2%" 
Width: 1%" 
Depth: 27.(" . 
Mtg. Cen.: 1 h'x1l16" 

VS·300 CASE 
Height: 3~" 
Width: 2%" 
Depth: 2%" 
Mtg. Cen.:2·x11116" 

VS-303 CASE 
Height: 3%2" 
Width: 2%" 
Depth: 3" 
Mtg. Cen.: 2x1 % 
Mtg. Hole: (4) %;x% 

VS·306 CASE 
Height: 3%2" 
Width: 2%" 
Depth: 3%" 
Mtg. Cen.: 2x2%; 
Mtg. Hole: (4) %;x% 

VS·308 CASE 
Height: 333,," 
Width: 2'1:1~g 
Depth: 3%' 
Mfg. Cen.: 2"x2%r 

AUDIO TRANSFORMERS 
MI •• Power 

Levol 
Impedlnce Llvll DBM 

Cotelog Ohn:. or Power 
No. Application PJiml.Y Secondary In Wall. Rllio 

---
RGAI Inpul; m·dtlple line Of 

double (,utton mile. to 500 CT 100.000 CT +20 1:14.1 
slnsle or push-pull srids. 200 a 

------
RGA 2 Inputl single button mike 

to sinsl, or push-pull grids. 
100 10Cl.OOO a +20 1:31.6 

---
RGA3 Inpul, voice coli 10 g.ld. 

Intercom 
U 100,000 +20 1,179 

-- ------RGA4 Mixing Ind metchln, line 600 a 600 a 
to line. 500 a 500 CT 

200 a 200 CT HO 111 
150/125/50 150/125/50 .-_.----RGA5 Intemagel lingle triode 

pl., to single or P.P. grids. 10.000 90.000 C1 +30 1,3· .---
RGA6 Oulpul, slngl. pili. 10 600 a 

line or mixer. 500 CT 
200 CT HO 4.8,1 

10.000 150/125/50 ---
RGA 7 Oulpul, 600 CT 

p .. h·pull pial. 10 line o. 500 a 
mixer. 20.000 C1 200 CT HO 6.32,1 

150/125/50 -------RGA 8 Oulpul, pili. 10 V.C. 

~:C~~'3~~5~rrB!,5:tC5, 
~~~~I7~OC5, 50C6, 50l6, i500 3.2 5W 

---
RGA9 Oulpul, pili. 10 V.c. 

6V6,6A05,6AS5,7C5. 
5000 3.2 5W 

---RGA10 Oulpul, pl.t. 10 V.C. 
6AR5, 6K6, 6V6, 7B5, 10.000 
14A5, 354, 3U4, 304. or 8.2 IIW 
305, 3C5, 3A4. 7500 

--- ---RGAll Rr.P6~t.'~P"J<~' 10 V.C. 12.000 CT 
018000 CT 3.11 15W 

--- ---
RGA12 Oulpul: Tp 10 V.C. 6V6, 10,000 a 3.2 10W 5.6,1 

6A05, 7C5, Cl AB. 

COMMERCIAL GRADE CHOKES 

Cllelos Inductance Riled Curro.1 
Nei. In Henrle. D.C. MI. D.C. R •• ittencc 

RGC 17 40 15 2000 

RGC 1 4 40 iOO 

RGC 2 9 40 400 

RGC 3 6 50 400 

RGC 18 20 50 425 

RGC 4 10 55 400 

RGC 19 3 75 200 

RGC 5 10 75 250 

RGC 6 10 75 250 

RGC 7 6 100 150 

RGC 8 6 100 150 

RGC 9 3.5 150 100 

RGC 10 3.5 150 100 

RGC 20 12 160 180 

RGC 11 2 200 60 

RGC 12 2 200 60 

RGC 13 3.7 200 65 

RGC 21 7 200 100 

RGC 14 3.1 200 65 

RGC 15 2.11 300 65 

RGC 16 2.8 300 65 

RGC 22 5 300 65 

MIX. Prl. D.C. 
D.C. Un· 

per Side balance 
MI. MI. 

---
50 5 

---
50 

---
---

---
10 ---
10 

10 1 

70 

50 

30 

---
50 5 ----
40 " 

Dlelecl.lc 
T.II Voltes. 

1000 

1000 

1000 

1000 

1500 

1500 

1500 

1500 

1500 

1500 

1500 

1500 

1500 

2500 

1500 

1500 

1500 

2500 

1500 

1500 

1500 

2500 

Froq. 
Response C ••• 

C.p.5. No. 

±2DB 
200·5000 CH·4O 

±2DB CH·40 
200·5000 

±2DB CH-40 
20lMOOO 

±2DB 
100·5000 CH·40 

--
±2DB 

200-5000 CH.4O --
±2DB 

200·5000 CH .. 4O 

±2DB 
200·5000 CH·4O 

±3DB 
200.10000 CH·40 

±3DB CH·40 
200-10000 --

±3DB 
200.10000 CH·4O 

±2DB 
200.8000 CH-60 

±3DB CH·60 
iOO·10000 

c.s. 
Number 

CH·4O 

CH·4O 

CH-40 

CH·4O 

CH·60 

CH·50 

CH·4O 

CH·6O 

V5"100 

CH·60 

V5"100 

CH-60 

V5"100 

V5"306 

CH·6O 

VS-1oo 

'CH·80 

V5·303 

V5"300 

CH·BO 

VS-300 

VS-308 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

SINGLE ENDED MAGNETIC AMPLIFIERS 
THE MAO LINE OF SINGLE·ENDED MAGNETIC AMPLIFIERS PROVIDES A .SINGLE STAGE OF DC CONTROLLED AMPLI· 
FICATION. UTILIZING POSITIVE FEEDBACK TO OBTAIN MUCH HIGHER GAIN THAN THAT OF A SATURABLE REACTOR. 

FREED NO. MAO·I MAO·2 MAO·3 MAO·4 MAO·S 

POWER 115 V.A.C. 115 V.A.C. 115 V.A.C. 115 V.A.C. 115 V.A.C. to the 
SUPPLY 60 Cycles 60 Cycle. 60 Cycle. 60 Cycle. MAO·T·S Transformer 

60 Cycles 

MAXIMUM 
OUTPUT 4 watts 20 watts 100 watts 400 Watt. 575 watts 

WATTAGE 

VOLTAGE 120V 120V 100V 100V 13SV 

TYPICAL 4000 ohms 700 ohm. 100 ohm. 25 ohm. 25 ohm. LOAD 

INPUT 
SIGNAL 3 rna. La ma. , ma. 9 rna. 6 rna. REO. FORFUU 
OUTPUT 

CONTROL 
WINDING 300 ohm. each 700 ohm. each 

RESISTANCE 
5600 oltm. each 4.500 ohm. each 4.500 ohm. 

PHYSICAL 3'\4" x·4" x 3'h"H 4'1," x 3'1a'~ x 63fa"H 3V4" x 5l/l" x 41YJ6"H 511 x 7112" x 6"H 5" x 71/2 11 x 611 H 
DIMENSIONS Transf. 3Y." x 37/s 11 x 33A"H 

WEIGHT 

;;:rl 

~12 
~. 

4 lb •. 71·b •. aV, lb •. ZI lb •. 21 lb •. 
Tran.f. 71/. lb •. 

. Transfer characteristic curves 
~140 
~ 
",120 

w 100 

~ 
!:; 8 

!2 

.4 .8 1.2 1.6 2.0 2.4 2.8 3.2 23456 7 
CONTROL CURRENT D.C. M.A. CONTROL CURRENT D.C. M.A. 

FREED TRANSISTOR CONVERTERS 

MAO·S 

8 

THE FREED LINE OF HERMETICALLY SEALED DC TO AC AND DC TO DC TRANSISTOR CONVERTERS PROVIDE A HIGH EFFICIENCY VOLTAGE CONVERSION 
FROM BATTERY SOURCES TO AN AC LINE VOLTAGE OR HIGH DC VOLTAGE WITHOUT THE USE OF MOVING PARTS. 

Freed Transformer Co. maintains a stock line of reliable. highly efficient static DC to DC and DC to AC converters. 
DC TO DC converters in hermetical1y sealed cans. RF filters included inside case. 
The MAC Line of Static DC to DC and DC to AC Converters provide a highly efficient voltage conversion from battery sources to AC or 
DC voltage without the use of moving parts. 
The output voltage and/or frequency is directly proportional to BOurce voltage variation. 
Special regulators can be supplied to compensate for this variation . 

• RUGGED. QUIET. MAINTENANCE FREE. LONG LIFE OPERATION • 
• HIGH POWER TO WEIGHT RATIO. ARC·FREE OPERATION. 

DC TO DC CONVERTERS 
All TDC units are Hermetically Sealed. Oil Filled. Mtg. base plate 
must be mounted on a sink of sufficient area to maintain a base 
temperature of 70'C. Maximum output regulatiol;l 5% from half 
load to full load. Ripple frequency 4 to 5 KC; Ripple content 0.1%. 

UNREGULATED TDC STOCK UNITS 

NOM. MAX 
TYPE # Vin V out I out MA Case Size 

TOC 12·30·15 12v 300 ISO 3V,. x 3~. x 3% l"I 
TOC 12·25·12 12v 250 120 3V,. x 3%~ x 3¥sH 

TOC 12·30·05 12v 300 50 20/& x 2V4 x 3112H 

TOC 12·20-05 12v 200 50 20/& x 21/4 x 3112H 

TOe 28·30·15 28v 300 150 3V" x 3%. x 3%H 

TOC 28·25·12 28v 250 120 3~.x3%.x3%H 

TOC 28·30·05 28v 300 50 20/& x 21/4 x 3112H 

TOC 28·20·05 28v 200 50 20/& x 2V4 x 3112H 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 

DC TO AC TRANSISTOR CONVERTERS 
INPUT VOLTAGE- 12 VDC 
OUTPUT FREQUENCY-bO CPS.-SQUARE WAVE 

FREED NO. OUTPUT VOLTAGE POWER TYPE OF CASE DIMENSIONS 

MAC 12·3·bO 115 VRMS 30 VA OPEN 7V4 x 31/a x 40/& -_._------ .--

MAC 12·10·1 115 VRMS 100 VA OPEN 71/4 x 4 x 5 

MAC 12·10·2. 115 VRMS 100 VA SEALED 7V4 x 4Va x 41~6 
.--... ------~--- -----

MAC 12·20·1 115 VRMS 180 VA OPEN b x 4Va x 6 _. 
MAC 12·20·2 115 VRMS 180 VA SEALED b x 41/8 x 6 

.OPEN CASE 
MAC 12·30·1 115 VRMS 250 VA OPEN 5% x 6I/a x 71h6 

SEALED CASE 
MAC 12·30·2 115 VRMS 250 VA SEALED 5% x 61/8 x 7~6 

DC TO AC TRANSISTOR CONVERTER 
• Output Waveform - Square Wave • Hermetically Sealed 

• Maximum Ambient Temperature 50°C • Output Frequency - 60 cps (Adjustment. Control) 

• Frequency Stability ± 3% 
• Temperature of Base Mounting Plate must not 

exceed 70°C 

• Output Voltage Variation 

a. Regulated Unit - ±5% for ± 15% Input Variation - No Load to Full Load 

b. Unregulated Unit - Varies Directly with Input Voltage 

OUTPUT 
@ liS v CASE 

NOMINAL INPUT V.D.C. VA UNREG. REG.' 

TAC·12·50 12 50 4'1. x 3'12 x 4'h"H -
TAC·12·70 12 70 4'1. x 3'12 x 4¥."H -
TAC·12·175 12 175 5x4'1.x6"H -
TAC·2a·50 2a 50 4'1. x 3'1> x 4'/2"H 4'1. x 3'1> x 4¥."H 

TAC·2a·100 28 100 4'1. x 3'1> x 4¥S"H 5 x 4'1. x 6"H 

TAC·2a·175 28 175 5 x 4'1. x 6"H -
TAC·28·250 28 250 5'12 x 5 ic 634"H -
'ADD "R" (SUFFIX) TO REGULATED UNITS. 

DC TO AC INVERTERS WITH SINE WAVE O,UTPUTS 
ARE AVAILABLE IN TYPES LISTED BELOW 

INPUT VOLTAGE - 5 VOLTS 
OUTPUT VOLTAGE - 5 VOLTS ± 5% 

INOM) 

FREED NO. FREQUENCY 

MAC 5·2·F·1 600 cps. 

MAC 5·I·F·2 1200 cps. 

MAC 5.3.F.t 2400 cps. 

MAC ~·'4·F 4800 cps. 

DISTORTION POWER 

4% Max. .5 VA 

4% Max. .5 VA 

4% Max. .5 VA 

4% Max. .5 VA 

These units will operate in an ambient of 20 degrees C to 50 degrees C with the nominal output voltage constant within 
± .15% over the temperature range. 

Case size is 19'a" x 2" x 5" high. COI1nections are brought out to an octal plug. 
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SECTION 56001 

FREED TRANSFORMER COMPANY, INC. 

CONSTANT VOLTACiETRANSFORMERS 
THE MCV LINE OF HERMETICALLY SEALED· CONSTANT VOLTAGE TRANSFORMERS PROVIDES ACCURATE REGULATION 
AGAINST LINE AND/OR LOAD VARIATIONS, WITHOUT THE USE OF TUBES OR MOVING PARTS • 

• MILITARY SPECIFICATIONS • COMMERCIAL • ACCURATE REGULATIONS • FULLY AUTOMATIC 
• NO TUBES • NO MOVING PARTS • FAST RESPONSE 

Rated Output within 2% 01 Nominal Value. Regulation Automatically Maintained within plus/minus 1 %. Regulation from a -
to lull load plus/minus 2% output waveform - 20% distortion. 

REG. OUTP INP. RANGE OUTPUT CATALOG NUMBERS 
in R.M.S. in R.M.S. in V.A. 60 Cycle. 400 Cycle. 

VOLTS VOLTS P.F·I Comm. Military· Comm.* Military· 
115 95·130 5 MCV65LC MCV65LM MCV45LC MCV45LM 
115 95·130 25 MCV625LC MCV625LM MCV425LC MCV425LM 
liS 95·130 75 MCV675LC MCV675LM MCV475LC MCV475LC ---
115 95·130 125 MCV6125LC MCV6125LM MCV4125LC MCV4125LM 
115 95·130 175 MCY6175LC MCV6175LM MCV4175LC MCY4175tM 

COMMERCIAL 115 95·130 250 MCV6250LC MCV6250LM MCV4250LC MCV4250LM 
115 95·130 375 MCV6375LC MCV6375LM MCV4375LC MCV4375LM -,------"-
115 95·130 500 MCV6500LC MCV6500LM MCV4500LC MCV4500LM 
115 95·130 750 MCV6750LC MCV6750LM MCV4750LC MCV4750LM 

1-. ___ 115 95·130 1000 MCV61000LC MCV61000LM MCV41000LC MCV41000LM 
26 95·-130 5 MCV6·5·4FC MCV6·5·4FM MCV454FC MCV454FM 1--.. _-----

95-130 25 MCV6254FC MCV6254FM MCV4254FC MCV4254FM 
-.-~ 

26 
26 95-130 75 MCV6754FC MCV6754FM MCV4754FC MCV4754FM 

-"--- .-
16 95-130 125 MCV61254FC MCV61254FM MCV41254FC MCV4125FM 

1--" 6.4 95·130 5 MCV6-5FC MCV6-5FM MCV45FC MCV45FM 
6.4 95-130 25 MCV625FC MCV625FM MCV425FC MCV425FM _. 
6.4 95-130 75 MCV675FC MCV675FM MCV475FC MCV475FM --

MILITARY 6.4 95-130 125 MCV6125FC MCV6125FM MCVI25FC MCV4125FM 

·Condensers are not provided with units. Where condensers are provided they are external to Units. 

FREED SATURABLE TRANSFORMERS 
THE MAS LINE OF SATURABLE TRANSFORMERS, COMMONLY CONTROLLED BY DUAL·TRIODES OR TRANSISTORS, 
EMPHASIZES LOW COST, SMALL SIZE, EXTREME RELIABILITY (NO RECTIFIERSI, AND PHASE·REVERSIBLE OUTPUT. 

FREED NO. 

POWER 
SUPPLY 

MAXIMUM 
OUTPUT 

WATTAGE 
VOLTAGE 

TYPICAL 
LOAD 

INPUT 
SIGNAL 

REO. FOR FULL 
OUTPUT 

RESP. TIME 

CONTROL 
WINDING 

RESISTANCE 

PHYSICAL 
DIMENSIONS 

WEIGHT 
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MAS-I MAS-2 MAS-3 MAS-5 MAS·6 

115 V.A.C. 115 V.A.C. 115 V.A.C. 115 V.A.C. 115 V.A.ro.. 
60 Cycle. 400 .cycle. 60eycle. 400 Cycles 400 Cycle. 

15 watts 6 watts ]0 weith 2.7 watts 30 watts 

130V 120V 120V 26V 120V 

Diehl Keadott Diehl Kearfott Diehl 
FPE 25-11 R-IIO FPE 49·7 R-IIB FPE 49-13-1 

6 rna. 3 rna. Sma. 4 rna. 4 mao 

ON OFF ON OFF ON OFF ON OFF ON OFF 
2 cycles 5 3 cycles 6 3 cycles 30 10 cycle. 35 12 cycles 9 

14 K ohm. 2000 c>hm. 6BOO ohm. 1500 ohm. 4000 ohm. 
each each each each eac~ 

31/2" x 41/8" I ~/4" X 29h'" 4%" x S 7/8" 21/4'" X 21fs" 33/4"x31/4" 
x 5 1/2"H x 213/16"H x Slh"H 2'14 "H x 4"H 

9 lb •. 2 lb •. I B.5 lb •. 1.25 Ib,. 6 Ib,. 

Transfer characteristic curves 
MAS-IOI 
MAS-3 

2 ] • 5 6 7 8" 10 II 12 

CONTROL CURRENT 
D.C. M.A. 

12 II 10 9 8 7 6 S 4 

Net 

MAS-7 MAS-B MAS-IOI 

115 V.A.C. 115 V.A.C. 115 V.A.C. 
400 Cycle. 400 Cycles 60 Cycle. 

-

40 watts 10 watts 15 watts 

115V 125V 120V 

Bendix Kearlolt Diehl R-IIO CK·3000-IA R-III FPE 25-11 
._---

6 ma. II mao 9 rna. 

ON OFF ON OFF ON OFF 
12 cycle. 9 6 cycles 3 3 cycles 6 

4000 ohm. 3200 ohm. 
each 7000 ohm. each 

... _-
313!J," X 3114" 1%"x2'l.-" 31/2" X 41/8" 

x 4"H x 31/8 "H 

6 lb •. 21 01. 

3 4 5 6 7 8 9 10 II 12 

CONTROL CURRENT 
D.C. M.A. 

x 5'h"H 

9.75 lb •. 

© U.c.P., Inc. 



SECTION 5600 

FREED TRANSFORMER COMPANY, INC. PRICE LIST 
Catalog Net Catalog Net Catalog Net Catalog List Catalog Net Catalog List 

No. Price No. Price No. Price No. Price No. Price I No. Price 
EPT-I 7.50 MCV-6-lOooLC 128.00 MPT-17C 19.50 QGA-I 18.60 RGP-14 7.59 UL0-55 75.00 
EPT-2 7.50 MCV-6-S4FC 11.00 MPT-17M 22.60 QGA-2 23.10 RGP-IS 8.40 ULO-56 75.00 
EPT-3 7.50 MCV-6-25-4FC 17.00 MPT-17H 26.60 QGA-3 16.50 RGP-16 8.40 ULO-IOI 145.00 
EPT-4 7.50 MCV-6-75-4FC 27.00 MPT-ISC 12.80 QGA-4 23.10 RGP-17 10.20 ULO-I04 145.00 
EPT-5 7.50 MCV-6·125-4FC 34.00 MPT-18M 16.60 QGA-5 21.00 RGP-18 10.20 UW-110 145.00 
EPT-6 7.50 MCV-6-5FC 12.00 MPT-19C 19.50 QGA-6 24.30 RGP-19 10.35 VHI-l 9.50 EPT-7 7.50 MCV-6-25FC 18.00 MPT-19M 22.60 QGA-7 16.50 RGP-20 10.35 VHI-2 9.50 EPT-S 9.50 MCV-6-75FC 28.00 MPT-19H 22.60 QGA-8 23.10 RGP-21 14.04 VHI-3 9.50 EPT-9 9.50 MCV-6-125FC 35.00 MPT-20C 14.80 QGA-9 23.10 RGP-22 14.04 VHI-4 9.50 EPT-ll 7.50 MCV-6-5LM 20.00 Ml'T-20M 18.60 QGA-1O 26.40 RGP-23 18.96 VHI-5 9.50 EPT-12 7.50 MCV-6-25LM 26.00 MPT-20H 24.00 QGA-ll 19.80 RGP-24 18.96 VHI-6 9.50 EPT-13 9.50 MCV-6-75LM 37.00 MPT-21C 20.80 QGA-12 19.80 RGP-25 22.80 VHI-7 9.50 EPT-14 9.50 MCV-6-125LM 45.00 MPT-2IM 23.50 QGA-13 16.50 RGP-26 22.80 VHI-8 9.50 EPT-15 12.50 MCV-6-175LM 53.00 MPT-2IH 24.00 QGA-14 17.10 RGP-27 8.40 VHI-9 9.50 EPT-16 12.50 MCV-6-250LM 62.00 MPT-22C 19.50 8 GA-15 21.00 RGP-2S 8.40 VHI-IO 9.50 EPT-17 11.50 MCV-6-375LM 76.00 MPT-22M 22.60 GA-16 17.10 RGP-29 10.20 
EPT-IS 11.50 MCV-6-5OOLM 90.00 MPT-22H 26.60 QGA-17 17.10 RGP-30 10.20 Filters and EPT-lll 11.50 MCV-6-750LM 123.00 MPT-23C 20.80 QGA-IS 18.30 RGP-31 15.15 

Note-Molded Units $1.00 MCV-6-1000LM 150.00 MPT-2SM 23.50 QGA-19 17.10 RGP-32 15.15 Discriminators 
additional. MCV-6-54FM 20.00 MPT-23H 26.60 QGA-20 21.90 RGP·33 18.96 

MCV-6-25-4FM 26.00 MPT-24C 13.70 QGA-21 19.80 RGP-34 18.96 Catalog Net 

IT-I 7.25 MCV-6-75-4FM 31'.00 MPT-24M 16.SO QGA-22 33.00 RGP-35 24.75 No. Price 
IT-2 10.55 MCV-6-125-4FM 45.00 QGA-23 23.10 RGP-36 24.75 IBP' roo IT-S 26.40 MCV-6-SFM 21.00 PGA-l 13.50 QGA-24 23.10 35.00 
IT-4 31.95 MCV-6-25FM 27.00 PGA-2 15.00 QGA-25 23.10 SDT-I 2.25 

IHP* 25.00 
IT-5 26.40 MCV-6-75FM 38.00 PGA-3 15.00 QGA-26 23.10 SDT-2 2.64 35.00 
IT-6 34.95 MCV-6-125FM 46.00 pGA-4 12.75 QGA-27 23.10 SDT-S 4.50 11.1" 25.00 

PGA-5 12.75 QGA-28 23.10 SDT-4 6.12 35.00 
KA-1O 16.50 MGA-I 12.50 PGA-6 12.75 QGA-29 23.10 SDT-5 6.93 LBp* 25.00 
Kp-ll 9.05 MGA-2 12.50 pGA-7 11.25 QGA-30 23.10 SDT-6 8.82 

l35.00 IW-IO 4.30 MGA-3 16.50 pGA-S 11.25 QGA-31 29.70 SDT-7 11.04 LHp* 25.00 
KC-ll 1.45 MGA-4 15.00 pGA-9 11.25 QGA-32 29.70 SDT-S 12.03 35.00 
LB-l 6.60 

MGA-5 12.50 pGA-lO 12.00 QGA-33 29.70 SDT-9 16.05 
LLP' 25.00 

MGA-6 12.50 pGA-ll 12.75 QGA-34 29.70 SDT-IO 22.56 35.00 LB-2 19.20 MGA-7 12.50 pGA-12 12.75 QGA-S5 32.70 SDT-ll 33.00 
MAC-12-3-60 29.95 MGA-S 12.50 pGA-13 15.00 QGA-36 32.70 SDT-12 39.60 *Stock Frequencies are 

MAC-12-10-1 43.50 MGA-9 12.50 PGA-14 15.00 QGA-S7 19.5O SDT-13 53.61 $25.00 Net. 

MAC-12-10-2 59.00 PGA-15 18.75 QGA-3S 32.70 SDT-14 84.00 Special Frequencies are 
MAC-12-20-1 62.00 MGC-I 7.50 PGA-16 18.75 QGA-39 23.10 SDT-15 112.50 $35.00 Net. 

MAC-12-20-2 70.00 MGC-2 6.15 PGA-17 18.75 QGA·40 23.10 
MAC-12-30-1 85.00 MGC-3 6.50 PGA-IS 17.25 QGA-41 32.70 TAC-12-50 79.50 NTF-30 25.00 
MAC-12-30-2 110.00 MGC-4 7.25 PGA-19 18.75 QGA-42 32.70 TAC-12-90 89.50 NTF-60 25.00 
MAC-5-2-Fl 42.50 MGC-5 7.50 PGA-20 18.75 TAC-12-175 110.00 NTF-120 25.00 
MAC-5-I-F2 42.50 MGC-6 6.15 PGA-21 18.75 QGC-l 22.50 TAC·28-50 84.50 DST-lO 50.00 
MAC-5-3-F2 42.50 MGC-7 6.50 PGA-22 20.55 QG('~2 22.50 TAC·28-100 94.50 DST-ll 50.00 
MAC-5-4F 42.50 MGC-8 7.00 pGA-23 20.55 QGC-3 22.50 TAC-2S-175 120.00 DST-12 50.00 MGC-9 6.50 pGA-24 18.75 QGC-4 22.50 TAC-28-250 135.00 DST-13 50.00 
MAF-4 78.00 MGC-1O 7.00 pGA-2S 33.00 QGC-5 22.50 TAC-28-50R 109.50 DST-14 50.00 
MAF-5 80.00 MGC-ll 8.75 PGA-26 18.75 SGC-6 22.50 TAC-2S-100R 119.50 DST-15 50.00 
MAF-6 180.00 MGC-12 6.50 pGA-27 18.75 GC-7 22.50 DST-16 60.00 
MAF-7 180.00 MGC-13 7.00 pGA-2S 18.75 QGC-8 15.00 TDC-12-30-15 69.00 DST-17 50.00 
MAO-l 70.00 MGC-14 8.75 PGA-29 18.75 QGC-9 15.00 TDC-12-25-12 67.50 DST-18 50.00 
MAO-2 102.00 MGC-lS 9.50 pGA-30 33.00 QGC-lO 15.00 TDC-12-30-05 55.00 DST-19 50.00 
MAO-S 110.00 MGC-16 7.00 QGC-ll 15.00 TDC-12-20-05 52.50 DST-20 50.00 
MAO-4 155.00 MGC-17 8.75 PGC-l 4.60 QGC-12 15.00 TDC-28-30-15 70.50 DST-21 50.00 
MAO-S 175.00 MGC-IS 10.00 pGC-2 4.95 QGC-13 15.00 TDC-28-25-12 68.50 DST-22 50.00 
MAP-l 90.00 MGC-19 12.50 PGC-3 4.95 QGC-14 13.50 T DC-28-30-05 56.50 DST-23 50.00 
MAP-2 150.00 MGC-20 8.75 PGC-4 5.45 SGC-15 13.50 TDC-28-20-05 53.50 DST-24 60.00 
MAP-S 225.00 MGC-21 • PGC-5 5.45 GC-16 13.50 DST-25 60.00 
MAP-SA 175.00 MGC-22 9.50 PGC-6 5.45 QGC-17 13.50 TF-I 2.91 DST-26 60.00 
MAP-4 280.00 MGC-23 • PGC-7 5.95 QGC-18 13.50 TF-2 3.30 DST-27 50.00 
MAP-7 105.00 MGC-24 18.00 PGC-S 6.60 QGC-19 11.50 TF-3 9.90 DST-28 60.00 
MAP-S 133.00 MGC-25 • PGC-9 6.60 QGC-20 11.50 TF-4 12.15 DST-29 60.00 
MAP-ll 95.00 MGC-26 16.00 PGC-1O 6.90 QGC-21 11.50 TF-5 2.97 DST-30 60.00 
MAS-l 55.00 MGC-27 • PGC-ll 9.68 SGC-22 11.50 TF-6 3.96 DST-31 60.00 
MAS-2 37.00 MGC-2S 16.00 PGC-12 9.6 UC-23 11.50 TF-7 4.35 DST-32 60.00 
MAS-5 33.00 MGC-29 • PGC-13 11.55 GC-24 11.50 TF-S 4.62 DST-33 60.00 
MAS-6 50.00 MGC-SO • pGC-14 7.25 TF-9 7.59 FBP-lO 86.00 
MAS-7 60.00 MGC-3], • pGC-15 7.85 RGA-l 3.60 TF-IO 15.84 FBP-ll 86.00 
MA8-8 24.00 *NotstockedJ available PGC-16 7.60 RGA-2 2.90 TF-ll 1.98 FBP-12 86.00 
MAS-IOI 62.50 on short delivery. Prices pGC-17 6.60 RGA-3 2.90 TF-12 2.91 FBP-13 86.00 on request. pGC-lS 9.60 RGA-4 5.10 TF-13 3.96 FBP-14 70.80 
MCV-4-5LC 14.00 pGC-19 9.60 RGA-5 2.90 TF-14 4.80 FBP-lS 70.80 
MCV-4-25LC 20.00 MGF-I 6.50 PGC-20 11.55 RGA-6 3.45 TF-15 5.10 FBP-16 70.80 
MCV-4-75LC 30.00 MGF-2 14.10 RGA-7 3.60 TF-IB 4.35 FBP-17 70.80 
MCV-4-125LC 38.00 MGF-3 7.00 PGp-l 9.25 RGA-S 1.65 TF-17 4.62 FBP-18 70.80 
MCV-4-175LC 45.00 MGF-4 15.30 PGp-2 13.50 RGA-9 1.65 TF-IS 15.84 FBP-19 70.80 
MCV-4-250LC 54.00 MGF-S 7.00 PGp-3 6.60 RGA-1O 1.98 TF-19 3.30 FBP-20 70.80 
MCV-4-37SLC 69.00 MGF-6 12.90 PGP-4 6.90 RGA-ll 3.60 FBP-21 70.SO 
MCV-4-S00LC 85.00 MGF-7 16.40 PGp-5 7.25 RGA-12 2.90 TMA-l 7.50 FBP-22 70.80 
MCV-4-750LC 115.00 MGF-8 21.90 PGp-B 7.90 TMA-2 9.60 FBP-23 70.80 
MCV-4-1000LC 143.00 MGF-9 16.50 PGP-7 9.25 RGC-I 1.47 TMA-3 7.80 FBP-24 86.00 
MCV-4-5-4FC 14.00 MGF-I0 21.00 PGP-8 8.60 RGC-2 1.47 TMA-4 9.90 FBP-25 70.80 
MCV-4-25-4FC 20.00 PGP-9 9.25 RGC-3 1.47 TMA-5 9.90 FBP-26 86.00 
MCV-4-75-4FC 30.00 MGP-I 12.50 PGP-lO 10.20 RGC-4 1.65 TMA-6 9.90 FBP-27 86.00 
MCV-4-125-4FC 38.00 MGP-2 16.80 pGp-ll 13.85 RGC-S 1.98 TMA-7 8.10 FBP-28 86.00 
MCV-4-5FC 15.00 MGP-3 14.00 PGp-12 16.50 RGC-6 2.97 TMA-S 9.60 FBP-29 86.00 
MCV-4-25FC 21.00 MGP-4 16.50 pGp-13 18.15 RGC-7 1.98 TMA-9 7.80 FBP-30 86.00 
MCV-4-75FC 31.00 MGP-5 29.40 PGp-14 21.80 RGC-S 2.97 TMA-I0 7.50 FBP-31 86.00 
MCV-4-125FC 39.00 MGP-6 19.50 PGp-1S 25.35 RGC-9 1.98 TMA-ll 7.80 FBP~~2 86.00 
MCV-4-SLM 22.00 MGP-7 23.40 PGP-16 11.55 RGC-lO 2.97 TMA-12 9.90 FBP-33 86.00 
MCV-4-2SLM 28.00 MGP-8 32.70 PGP-17 13.50 RGC-ll 1.98 TMA-IS 7.50 FBp-34 73.00 
MCV-4-75LM 39.00 PGP-IS 18.15 RGC-12 2.97 TMA-14 9.90 FBP-35 73.00 
MCV-4-125LM 48.00 MPT-l 17.50 pGp-19 21.80 RGC-13 3.15 TMO-15 3.90 FBP-36 73.00 
MCV-4-175LM 55.00 MPT-2 15.00 pGP-20 27.00 RGC-14 3.96 TMO-16 3.90 FBP-37 73.00 
MCV-4-250LM 66.00 MpT-3 22.50 RGC-15 3.15 TMO-17 3.30 FBP-38 73.00 
MCV-4-37ELM 81.00 MPT-4 20.00 PMA-I 9.90 RGC-16 3.96 TMO-18 3.90 FBp-39 SO.OO 
MCV-4-500LM 100.00 MpT-ij 17.50 PMA-2 8.10 RGC-17 1.80 TMA-19 7.50 FBP-40 88.00 
MCV-4-750LM 131.00 MPT-6 15.00 PMA-3 11.40 RGC-IS 1.98 FBP-41 88.00 
MCV-4-I000LM 160.00 MPT-7 17.50 PMA-4 8.10 RGC-19 1.47 ULD-20 10.00 FBp-42 88.00 
MCV-4-5-4FM 22.00 MPT-8 15.00 PMA-5 8.10 RGC-20 5.10 ULD-50 15.65 FBP-43 88.00 
MCV-4-25-4FM 28.0p MPT-9 22.50 PMA-6 9.90 RGC-21 5.10 ULI-20 10.00 FBP-44 88.00 
MCV-4-75-4FM 39.00 MpT-1O 20.00 PMA-7 9.90 RGC-22 72.60 ULO-I0 25.00 FBP-45 88.00 
MCV-4-12.~-4FM 48.00 MpT-ll 17.50 pMA-S 9.90 ULO-ll 25.00 FBP-46 88.00 
MCV-4-5FM 23.00 MPT-12 27.50 PMA-9 9.90 RGP-I 5.76 ULO-12 25.00 FBP-47 88.00 
MCV-4-2SFM 29.00 MPT-ISC 11.60 pMA-lO 9.30 RGP-2 5.76 ULO-13 25.00 FBP-48 88.00 
MCV-4-7SFM 40.00 MPT-ISM 15.40 pMA-ll 7.20 RGP-3 5.76 ULO-30 32.50 FBP-49 88.00 
MCV-4-125FM 49.00 MPT-13H 19.20 RGP-4 5.76 UL0-31 32.50 FBP-50 88.00 
MCV-6-SLC 11.00 MPT-14C 16.90' PQC-I 6.00 RGP-5 6.12 UL0-32 32.50 FBP-51 8800 
MCV-6-25LC 17.00 MPT-14M 20.90 P8C-2 6.00 RGP-6 6.12 UL0-33 32.50 . FBP-52 88.00 
MCV-6-7SLC 27.00 MPT-14H 26.30 P C-3 6.00 RGP-7 6.75 ULO-34 32.50 FBp-5S 88.00 
MCV-6-12SLC 34.00 MPT-ISC 15.60 pQC-4 6.00 RGP-8 6.75 UL0-3S 32.50 FBP-54 88.00 
MCV-6-175LC 41.00 MpT-15M 19.50 PQC-5 6.00 RGP-9 7.59 ULO-36 32.50 FBp-55 88.00 
MCV-B-250LC 50.00 MPT-15H 26.50 pQC-6 6.00 RGP-1O 7.59 UL0-37 32.50 FBp-56 88.00 
MCV-6-375LC 64.00 MPT-IBC 18.90 PQC-7 6.00 RGP-ll 6.75 UL0-52 75.00 FBP-57 88.00 
MCV-6-500LC 76.00 MpT-16M 22.90 PQ(,~8 6.00 RGP-12 6.75 ULO-53 75.00 LPI-10 43.25 
MCV-6-750LC 104.00 MPT·16H 28.10 pQC-9 6.00 RGP-13 7.59 ULO-I;4 75.00 LPI-ll 43.25 
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SECTION 5600 

FREED TRANSFORMER COMPANY, INC. 
Patalog Net catalog N't Type TI-11 Catalog Net Type TI-3s ca:~, Net 

No. Price No. Price and 115 No. Price 
catalog Net 

Price 
LPI-12 43.25 F-872 lUO F-1739 10.00 No. Price F-2i15 8.65 LPI-13 43;25 F-873 11.50 Catalog Net F-1740 10.00 F-1844 14.25 F-2116 8.65 LPI-14 43.25 F-874 12.00 No. Price F·1741 10.00 F-I845 14.25 F-2117 9.05, 
LPI-15 43.25 F-875 12.45 F-1655 13.60 F-1742 10.45 F-1846 14.25 LPI-16 43.25 F-876 12.90 F-1656 13.60 F-1743 11.90 F-1847 14.~ TypeTI-11 LPI-17 43.25 F,.Il77 13.40 F-1657 13.60 F-1848 14. LPI-18 43.25 F-878 13.90 F-1658 14.05 F-I849 14.25 catalog Net LPI-19 43.25 F-1659 14.05 Type TI-11s F-1850 14.25 No. Price LPI-20 43.25 TypeTI-IA F'1660 14.05 catalog Net F-1851 14.25 F-2140 8.65 LPI-21 43.25 

and As F-1661 14.65 No. Price F-1852 14.25 F-2141 8.65 LPI-22 43.25 F-1662 14.65 F-l853 14.25 F-2i42 8.65 LPI-23 43.25 Catalog Net F-1663 15.10 F-1747 14.20 F-1854 14.25 F-2143 8.65 LPI'24 43.25 No. Price F-1664 15.10 F-1748 14.20 F-I855 14.25 F-2144 8.65 LPI-25 43.25 F_1665 13.75 F-1749 14.20 F-2145 8.65 LPI-26 43.25 F-1500 7.50 
F-1666 13.75 F-1750 14.20 F-2146 8.65 LPI-27 43.25 F_lI;()1 7.50 
F-1667 14.15 F-1751 14.20 Type TI-3As F-2147 8.65 LPI-28 43.25 F-1502 7.50 
F-1668 14.15 F-1752 15.20 Catalog Net F-2148 8.65 LPO-IO 93.30 F-1503 7.50 
F-1669 14.65 F-1753 15.20 No. Price F-2149 8.65 LPO-ll 85.50 F-1504 7.50 
F-1670 14.65 F-1754 15.20 F"1856 20.00 F-2150 8.65 LPO-12 81.30 F-1505 7.50 
F-1671 14.65 F-1755 15.20 F-1857 20.50 F-2151 8.75 LPO-13 85.00 F-1506 7.50 
F-1672 15.10 F-1756 15.20 F-1858 20.50 F-2152 8.85' 

LI'0-14 72.00 F-1507 7.75 
F-1673 15.60 F-1757 14.20 F-1859 22.30 F-2153 9.00 LPO-15 68.85 F-1508 7.75 
F-1674 16.05 F-1758 14.20 F-1860 22.80 F-2154 9.00 LPO-16 64.50 F-1S09 7.75 
F-1675 16.05 F-1759 14.65 F-1861 22.80 F-2155 9.20 LPO-17 62.50 F·1510 7.75 
F-1676 16.50 F-1760 14.65 F-1862 23.30 F-2156 9.50 LPO-18 61,60 F-1511 7.75 
F-1677 16.50 'F-1761 15.20 F-1863 23.30 F-2157 9.70 LPO-19 62.80 F-1512 7.75 
F-1678 17.00 ' F-1762 15.85 

LPO-20 61.15 F-1513 7.90 
F-1679 17.00 F-1763 16.15 Type TI-15 Type TI-19 LPO-21 55.60 F-1514 7.90 
F-1680 17.50 F-1764 16.65 

LPO-22 55.60 F-1515 7.90 
F-1681 17.50 F-1765 17.10 Catalog Net Catalog Net 

LPO-23 48.20 F-1516 8.10 
F-1682 17.50 F-1766 17.60 No. Priee No. Price 

LP0-24 47.10 F-1517 8.10 
F-1683 17.95 F-1767 17.80 F-1870 7.25 F-2180 7.90 

LP0-25 47.10 F-1518 ' 8.10 
F-1684 17.95 F-1768 18.05 F-1871 7.25 F-2181 7.90 

LP0-26 ) 47.10 F-1519 8.35 
F-1685 17.95 F-1769 18.45 F-1872 7.25 F-2182 7.90 

LPO-27 48.20, F-1520 8.35 F-1770 18.45 F-1873 7.25 F-2183 7.90 
LPO-28 47.10 F-1521 8.55 F-1686 18.45 

F-1771 18.45 F-1874 7.25 F-2184 7.90 F-t687 18.90 
LP0-29 47.10 F-1522 8.55 

F-1688 19.50 F-1772 19.00 F-1875 7.25 F-2185 7.90 
LI'0-30 47.10 F-lIi23 8.75 

F-1689 19.95 F-I773 19.50 F-1876 7.25 F-2186 7.90 
LPO-31 48.20 F-1524 8.75 F-1774 19.95 F-1877 7.25 F-2187 7.90 
LPO~~2 47.10 F-1525 9.05 F-1690 20.40 

F-I775 20.40 F-1878 7.25 F-2188 7.90 F-1691 20.90 LP0-33 47.10 F-1526 9.05 
F-1692 21.40 F-1776 20.90 F-1879 7.25 ~:ms 7.90 

LPO-34 47.10 F-1527 9.25 F-1777 21.85 F-1880 7.25 7.90 
LI'0-35 47.10 F-1528 9.75 .F-1693 21.85 

F-1778 22.80 F-I881 7.45 F-2191 7.90 F-1529 10.10 F-1779 23.75 F-1882 7.45 F.2192 7.90 
Toroidal F-I530 10.10 F-1780 24.70 F-1883 7.65 F-2193 7.90 

Inductors 
F-1531 10:35 Type TI-5 F-1884 7.65 
F-1532 10.75 

Net F-I885 7.85 Type TI-IOs F-1533 11.25 Catalog Type TI-7 F-1886 8.U5 Prices shown are Net F-1534 11.75 No. Price 
F-I887 8.05 Catalog Net for Hermetically Sealed. F-1535 11.75 F-1700 5.70 Catalog Net F-l888 8.05 No. Price Deduct $1.50 from Net F-1536 12.75 F-1701 5.70 No. Price F-1889 8.45 F-2201 6.40 for Uncased units. Add F-1537 13.10 F-1702 5.70 F-1781 7.90 F-2202 6.40 $1.00 to Net for Eneap· F-1538 13.60 F-1703 6.20 F-1782 7.90 Type TI-14 F-2203 6.95 sulated units. F-1704 6.65 F-1783 7.90 F-2204 6.95 

Type TI-1 Type TI-9s F-1705 6.90 F-1784 7.90 Catalog Net F-2205 6.95 F-1706 7.10 F-1785 7.90 No. Price F-2206 7.15 
Catalog Net Catalog Net F-1707 7.35 F-1786 7.90 F-1920 7.40 F-2207 7.45 

No, Price No. Price F-1708 7.60 F-1787 8.05 F-1921 7.40 F-2208 8.10 
F-800 6.65 F-1554 16.60 F-1709 7.85 F-1788 8.05 F-1922 7.40 F-2209 8.10 
F-801 6.65 F-I710 8.05 1'-1789 8.25 F-1923 7.40 F-2210 8.10 F-1555 16.80 F-1711 8.30 F-1924 7.40 1'-802 6.65 1<'-1556 17.00 F-1790 8.25 F-2211 8.10 
F-803 7.10 F-1712 9.00 F-1791 8.45 F-1925 7.40 F-2212 8.10 1<'-1557 17.30 F-I713 9.50 F-1926 7.85 ~'-804 6.60 F-1558 17.40 F-1792 8.65 F-2213 8.10 
F-805 6.60 ~'-IS59 17.50 F-1714 9.80 F-1793 8.65 F-1927 7.85 F-2214 8.10 
F-806 8.50 F-I560 17.60 F-I715 10.25 F-1794 8.65 F-1928 7.95 F-2215 8.10 
1<'-807 8.50 F-1561 17.80 F-I716 10.60 F-1795 9.00 F-1929 7.95 
F-808 8.50 F-1562 18.05 .F-I717 '10.95 F-1796 9.45 F-1930 7.95 Type TI-11I F-809 9.50 F-I718 11.20 F-1797 10.00 F-1931 8.40 
1'-810 9.50 

F-1563 18.30 F-1719 11.50 F-1932 8.75 catalog Net F-1564 18.50 F-1720 11.90 F-1933 8.75 No. Price F-811 10.50 F-1565 18.50 Type TI-Is F-19M 9.00 F-2240 6.00 F-812 10.50 F-1566 19.00 F-1935 9.25 F_2241 6.00 F-813 10.50 F-1567 19.50 Type TI-5s Catalog Net F-1936 9.75 F-2242 6.00 F-814 10.50 F-1568 19.95 No. Price F-2243 6.00 F-815 10.50 F-1569 20.40 Catalog Net F-1800 14.20 Type TI-16 F-2244 6.00 F-816 11.00 F-1570 21.40 'No. Price F-1801 14.20 F-2245 6.00 F-817 11.50 
F-1700. 7.90 F-1802 14.20 Catalog Not 1<'-2246 6.40 F,.Il18 12.00 Type TI-10s F-1701. 7.90 F-I803 14.20 No. Price F-2247 6.40 F,.Il19 12.35 
F-17028 7.90 F-I804 14.20 F-2050 6.05 F-2248 6.40 F-820 12.65 Catalog Net 1<'-17038 7.90 F-I805 ' 14.65 F-2051 6.05 F-2249 6.40 F-821 12.75 No. Price F-17048 7.90 F-1806 14.65 F-2052 6.05 1<'-822 13.00 F-2053 5.85 F-823 13.30 1'-1579 14.15 F-1705. 8.15 F-1807 14.65 

F-2054 5.85 Type TI-Ils 
F-824 13.75 F-1580 14.15 F-1706. 8.25 F-I808 14.65 

F-2055 6.30 catalog Net F,.Il25 14.25 F-1581 14.35 F-17078 8.50 F-1809 14.65 
F-826 14.50 F-1582 14.45 F-1708e 8.80 F-181O 14.65 F-2056 6.80 No. Price 
F-827 ~4.80 1<'-1583 14.50 F-1709. 8.95 F-1811 14.90 F-2057 7.05 F-2270 6.00 
1'-828 15.20 F-1584 14.60 F-17W8 " 9.05 F-1812 14.90 F-2058 7.25 F-2271 6.00 
F-829 16.15 F-I585 14.70 F-17U. 9.20 F-1813 14.90 F-2059 7.35 F-2272 6.00 
F-830 17.10 1<'-1586 14.80 F-17128 9.30 F-1814 14.90 F-2050 7.70 F-2273 6.00 

F-1587 14.90 F-I7138 9.50 F-1815 14.90 F-2061 8.00 F-2274 6.00 
Type TI-4 F-1588 15.00 F-17148 9.80 F-2062 8.20 F-2275 6.00 

F-1589 15.10 F-1715s 10.25 F-2063 8.45 F-2276 6.40 
and 4s F-1S90 15.30 1'-1716. 10.65 Type TI-I F-2064 9.75 F·2277 6.40 

F-17178 10.85 F-2065 10.80 F-2278 6.40 Catalog Net F-1591 15.40 and Is F-2066 11.00 F-2279 6.40 No. Price F-1592 15.60 F-l718e 11.20 

t 2067 11.40 F-2280 7.15 F-1719s 11.50 Catalog Net F-850 7.90 
F-I720s 11.90 No Price -2068 11.65 F-2281 7.15 F,.Il51 7.90 Type TI-13 F-2069 12.00 F-2282 7.15 F,.Il52 7.90 

Net 
F-1821 8.65 F-2283 7.15 F-853 7.90 catalog 

Type TI-6 F-1822 8.65 Type TI-17 F-2284 7.15 F-854 7.90 No. Price F-1823 8.65 
F-855 7.90 F-1629 16.60 and 6s F-I824 8.65 Catalog Net Type TI-l3s F-856 8.25 1<'-1630 16.80 

Net 
F-I825 ' 8.65 No. Price 

F-857 8.50 F-1631 17.00 Catalog F-1826 8.65 F-2100 7.90 Catalog Net 
F-858 8.80 F-1632 17.30 No. Price F-1827 8.65 F·2101 7.90 No. Price F,.Il59 8.95 F-1633 17.40 F-1726 8.15. F-1828 8.65 F-2102 7.90 F-2301 6.25 F,.Il60 9.05 F-1634 17.50 F-1727 8.15 F-1829 8.65 F02103 7.90 F-2302 6.25 F,.IlOl 9.20 F-t635 17.60 F-1728 8.15 F-1830 8.65 F-2104 7.90 F-2303 6.25 F,.Il62 9.35 F-1636 17.80 F-1729 8.15 F-1831 8.65 F-2105 7.90 F-2304 6.25 
F-863 9.50 F-1637 18.05 F-I730 8.15 F·1832 8.75 F-2106 7.90 F-2305 6.25 
F-864 9.80 F-1638 18.30 F-I731 8.15 F-I833 8.85 F-2107 7.90 F-2306 6.25 F-865 10.35 F-1639 18.50 F-1732 8.45 F-1834 9.00 F-2108 7.90 F-2307 6.75 F-866 10.65 F-1640 18.50 1'-1733 8.45 F-1835 9.00 F-2109 7.90 F-2308 6.75 
F-867 10.65 F-1641 19.00 F-1734 8.55 F-1836 9.00 F-2110 7.90 F-2309 6.75 
F-868 10.65 F-1642 19.50 F-1735 8.55 F-1837 9.10 F-2111 8.05 F-2310 6.75 F,.!l69 ,11.15 F-1643 19.95 F_1736 8.55 F-I838 9.40 F-2112 8.05 F-2311 7.50 
F-810 11.15 F-I644 20.40 F-1737 9.00 F-1839 9.50 F-2113 8.25 F-2312 7.50 
F-871 11.15 F-1645 21.40 F-1738 10.00 F-1840 9.90 F-2114 8.25 F-2313 7.50 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

. Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

UNITED 'PRICING SERVICE 
The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions 

For complete details and subscription rates write to: 

U NIT E 0 P R Ie I NG S E R V ICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



Merit R.f. 
Plate Supply Rectifier 

N •• N •• Volts OeM" Volts Amps 

P.3044 1 96 145 
·P·2880 2 117 230 

P·2871 3 119.5 380 
P·3045 4 120 SO 
P·3144 5 123 .. 200 

·P·3079 6 W~.ap} 300 

P.3046 7 150 25 
P.2892 8 210·210 240 5 3.0 
P.3062 9 230·230 240 5 6.0 

P.2949 10 240·240 40 5 2.0 
P.3149 11 240·240 40 5 2.0 
P.3047 12 240.240 50 
P·3147 13 240·240 50 
P.2958 14 240.240 50 5 2.0 

P.2830 15 253·253 300 5 6.0 

P.2893 16 260·260 70 5 2 
P·3OSI 17 260·260 70 5 2.0 
P.1048 18 260·260 90 
P.ll48 19 260·260 90 
P.2870 20 276·276 200 5 3.0 
P.3060 21 265·265 260 5 3.0 

P.2873 22 265-265 265 5 ·3.0 
P.3135 23 265·265 300 5 6.0 
P-3083 24 265·265 300 5 6.0 

·P.2841. 2S 265-265 320 5 6.0 
P.2883 26 265·265 380 5 6.0 

P·2872 27 268·268 260 5 3.0 
P·2885 28 268.268 260 5 3.0 
P.2869 29 270·270 200 5 3.0 

·P.3076 30 { 270·270 
180.180 

f300 } 
200 5 3.0 

P·3136 31 270.270 270 5 3.0 
P.31S4 32 275·275 50 5 2.0 

P.2832 33 275·275 220 5 3.0 

P.2879 34 275-275 280 5 4.8 

P.3049 35 275·275 270 5 3.0 

·P.2839 36 276·276 290 5 6.0 

P·2874 37 277·277 210 5 3.0 

P.2876 38 277·277 305 5 5.0 

P.3084 39 285·285 220 5 3.0 

P.2878 40 279·279 265 5 5.0 

P.3052 41 280.280 90 5 2.0 
P.2849 42 280.280 205 5 3 
P.3058 43 280·280 315 5 6.0 
P.2882 44 281.281 250 5 3.0 
P.3056 4S 282.282 240 5 3.0 

P.2837 46 282·282 250 5 3.0 

P·2862 47 285·285 300 5 3.0 
P·2842 48 286,286 210 5 3.0 
P.2867 49 290.290 230 5 3 
P·3134 50 290·290 270 5 3.0 

P·3064 51 {290.29O 
275·275 

340 } 
310 5 6.0 

P·2844 52 292·292 285 5 3.0 

P·2836 53 300·300 250 5 4.0 

p·30n 54 300·300 250 5 3.0 

P·3055 55 300.300 400 5 6.0 

*P·2833 56 305.305 300 5 6.0 

·P.2847 57 306·306 460 5 6.0 . This unit will become obsolet. when pr ••• nt supply IS exhausted. 
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SECTION 5600 I 
PLATE AND FILAMENT 

POWER TRANSFORMERS 

M 

Fi lament Wdgs. 
M'g. 

OimenS"lons - Inches 

Volt. Amps Type 
Mtg. Cent.rs H W 0 

6.3 6.45 e 2l<. 2'~ 3 3 
{ 6.3 8.5 } e 311. 041{. 334 4% 4 6.3 1.2 
{ 6.3 6.5 } 0 2% x2~ 3'4 2'~. 3% 6.3 6.35 

6.3 2.0 " 3'-' 2l<. 3'1{. 2'-' 
6.3 10.3 0 2 x2'~ 3'-' 2'4 3% 

t 3 n 6.3 e 3 03'4 3'4 4% 3% 
6.3 
6.3 .5 B 2 2 2% 1% 
6.3 8.0 e 3¥., x4Y" 30/. 4% 3% 

12.6 4.4 e 2% X3~6 3'~6 4'1e 4% 
6.3c,t. 2.0 e 2 :~Y~6 2% 3 2'4 
6.3c .•. 2.0 0 2 3'-' 2% 2% 
6.3 2.5 e 2 x2~ 2% 3 2'4 
6.3 2.5 0 2 x 1~6 3'-' 2'4 2% 
6.3 2.6 e 2 02% 2% 3 3 r·3

• 
6.0 } 

6.3. 6.0 e 3 x 30/.. 3% 4% 4'/a 
6.3 1.25 

6.3c:.'. 3 0 2 x2V. 3 2'4 3 
6.3 3.0 e 2 x2~ 2'4 3 3'-' 
6.3 4.7 e 2 02'4 2~ 3 3'0. 
6.3 4.7 0 2 X~6 3Ye 2'1, 3'4 
6.3 8.5 e 21Y,6Xa'~6 3'-' 3'4 3% 

e 2'I,{,x 3'~6 3'-' 3'4 4 

12.6e .•. 5.1 e 2% x3'-' 3'-' 3% 4 
12.6c.t. 5.5 K 
12.6 4.7 e 3 x3% 3% 4'4 5'4 
12.6c .•. 4.9 R 
12.6 6.4 K 3 x4Y. so/. 3% 451a 
6.3 10.6 e 2~ x3a 3'-' 3% 3% 
6.3 8.0 0 2'1,; x2'~. 41\. 3¥" 4 
6.4 8.4 e 2'1,{6x~6 aYe .3% 4 

{6.3. 
6.3. 

6.5 } 
6.5 e 3 x3% 3'1,; 4'4 5 

12.6 4.4 M " 

6.3 2.6 0 2 x 2'1.. 3'-' 2% aYe fO .475} Z 3 x 3'1, 3'1,; "Va 3'4 6.3A 8.5 

f'3 
9.5 } 

6.3 1.2 e 31\. 04~. 3~ 4% 5 
6.3 0.6 
6.3 12.6 es ~6 x4 3% 4% 5 

{6.3 11.5 } ess 3 x3% 3% 4% 5% 6.3 3.6 
13.3e .•• 4.0 e 2~ x311a 314 3~ 3'4 
{6.3 8.5 } e 3 x 3';' 3% 4% 4"1" 6.3 1.2 

6.3 8.0 R 2'1,; x3~, 3'A. 4'-' 4l<. 
{6.3 7.1 } 

6.3 1.2 e 3'1" x4Y" 3% 4% sY, 
6.3 0.9 

6.3 5.0 e 2Y. x21~, 2'Y" 3% 3'4 
6.3 9 e 3 x3!Y" 3~. 4'-' 3~ 
6.3 11.5 e 3~. x4Y,. 3% 4Yt 5r 
6.3 9.5 Z 2% 02% 3~. 4'-' 41',. 
6.3 8.7 e :fit, x .. !I" 3% 4\; 4'4 

{6.3 9.3 } CS 3 x3~ 3% 414 51.1;, 6.3 1.25 
12.6 5.6 0 ~~ :~~ aYa 3Ve 4'4 
6.3 8.0 e ~% ~~6 2 
6.3 12 e 3~6 x23~ "Va 4% 

12.6e .•. 4.8 0 3 03~ 4% 30/., 4'-' 

12.6 6.1 e 3 x3% 3%. 4% 5'4 
6.3 8.5 e 2'1. . x3\; 4'4 3\; 4% 

{6.3 11.7 } e 20/., X3~6 3~. 4Va 4~ 6.3 1.2 
6.3 9.0 e 3 x3% 3'1,; 4% 4'4 

{6.3 
6.3 

10.0 } 
4.5 e 3 x 3'1,; 3'1,; 4'4 ss;. 

f3 .9 f 6.3 1.95 e 3 x3% 30/., 4% So/a 6.3. 6.4 
6.3. 6.4 

{ 6.3 
46.0 

H.4 } 
.15 e 3\; x4o/a 4~ 5'4 41~6 

Net 

Shpg. W •• Net 
Lb •. 0 •• price 

3. 0 $10.41 
8. 0 11.25 

4-8 6.00 

I· 7 3.84 

4-0 7.80 

8. 4 12.09 

0·12 3.30 
8·10 1~:~~ 8.6 

2· 6 5.76 
2· 7 5.43 
2-0 4.92 
2.4 4.86 
2.10 .5.82 

11· 0 19.20 

3. 0 7.13 
·3.0 6.36 
3- 2 8.41 
3·6 6.76 
5- 8 11.88 
6. 2 9.15 
6· 8 13.50 

11· 6 18.60 
11·14 15.00 
10.0 19.50. 
12·6 18.60 
6. 6 11.88 
7.6 13.38 
.7·0 11.88 
13· 8 16.26 

8. 8 17.04 
3.5 6.24 
7· 0 15.00 

9· 0 13.38 

.11·0 13.20 

13· 8 18.33 
6.8 14.04 

12: 0 16.BO 
9. 0 18.18 

12. 0 17.40 

4. 2 7.14 
8· 0 15.60 

11. 8 19.92 
8.0 14.34 

10·0 16.80 

10. 8 17.34 

8·0 13.49 
8. 0 16.80 

11· 0 16.20 
8. 4 14.04 

13- 0 20.40 
8.14 18.60 

11. 0 16.20 
10· 2 15.60 
14- 4 19.91 

13. 5 18.78 

14- 0 16.20 

© U.C.P., Inc. 



Merit R.I. 
P lat. Supply 

N •. N •. Volts DCMA 

'.2840 1 312·312 340 

'.2884 2 320·320 270 

'.3073 3 {322.322 
205·205 t1~~} 

'·2950 4 325-325 40 

'.3150 5 325·325 40 
'.2951 6 325·325 70 
'.3151 7 325·325 70 

'.2831 8 (331.331 t250 
211·211 90 

>·2838 9 333.333 2SO 

>.2877 10 338·338 300 

'.2887+ 11 g~:~ 180 
148 

>.2957 12 350·350 50 
>·3160 13 350·350 50 

>.2952 14 350·350 90 
>·3152 15 350·350 90 
>·3153 16 350·350 110 
>.2953 17 3SO·350 120 
>·3173 18 350.350 ISO 

>·3054 19 {350.350 
220·220 tI~g } 

'.3165 20 350·350 200 

P·3069 21 350·350 225 

P·3070 22 350·350 225 

P·3OS7 23 350·350 290 

'.3071 24 360·360 180 
P·3072 25 360·360 180 

P.2834 26 360·360 225 

P·3059 27 360.360 2SO 

P.3063 28 360-360 2SO 

P.3078 29 360·360 275 

P·3179 30 { 362·362 210 
210·210 120 

P·3061 31 362·362 295 

P·2875 32 373·373 190 

P·2954 33 375·375 ISO 

P·2886 34- g~;.~~g 190 
100 

{ 375.375 tl70 
P·3053 35 325-325 130 

{~t~~~ tl70 
P·3066 36 130 

J 390·390 ~~} P.JI69 37 t 325.325 

P·2955 38 400·400 200 
P.3155 39 400·400 200 

P.3067 40 g~g:~ t2~} 

P.2843 41 185 260 
*P·3203 42 400·400 200 
P·2881 43 280·280 250 

P·2891 44 { 397-397 
Top 51 310 

·P·3174 45 {t405.405 
325·325 ~} 

P·2835 46 420·420 250 

P·2956 47 
{435.435 , 

250 80 v.I. j 

IP·2897 48 I Bias Ta", 
250 560·560 

f35-435 
P·3156 49 80 volt 250 

Bio.TopJ 

P·3170 SO 1750 2 

P·3171 '51 2500 5 

IP·4082 52 110 900 
IP·4083 53 110 700 
1"'3206 54 125 300 

.. - ----- ----
• Topped 

.Can b. used in Serl •• for 12.6 v c.t. 

SECTION 5600 . 
Rectifier Filament Wd'gs. 

Volt. 

5 

5 

5 
5 

5 
5 
5 
5 
5 

5 

5 

5 
5 
5 
5 

5 
5 
5 
5 
5 

5 

n 
5 

5 

5 

5 
5 

5 

{~ 
{~ 

5 

5 
5 

{~ 
5 

5 
5 
5 

5 
5 

5 
5 
5 

H 
5 
5 

H 
5 

5 

H 
5 

g.5 

5 
g.5 

2.5 

2.5 

Amps Volts r3
• 6.0 6.3. 

6.3. 
6.3. 

3.0 12.6e .•. 

3.0 (6.3 
l6.3 

2.0 6.3 

2.0 6.3e .•. 
3.0 6.3c.t. 
3.0 6.30 .•. 

~:g } 6.3 

f3. 3.0 6.3. 
6.3 
6.3 

6.0 {6.3 
6.3 

tg} 12.6e ••. 

2.0 6.3e .•. 
2.0 6.3c.t, 

3.0 6.3e .•• 
3.0 6.30 .•• 
3.0 6.3e .•• 
3.0 6.3e .•• 
3.0 6.3 

6.0 {6.3 
6.3 

2.0 { 6.3 
3.0 6.3 

3.0 { 6.3 
6.3 

3.0 {6.3 
6.3 

{6.3 6.0 6.3 
6.3 

3.0 
3.0 

6.0 

2.0 
3.0 
3.0 
2.0 

3.0 

tg} 
tg} 
3 .. 0 

3.0 

~:n 

~:g } 
3.0 } 
3.0 
2.0 
3.0 } 
3.0 
2.0 

3.0 
3.0 

3.0} 3.0 
2.0 

3.0 

6 

3.0 
3.0 
3.0 

3.0 

3.0 
10.0 

3.0 

3.0 
10.0 

2.0 

2.0 

**Tapped primary 

• Primary taps 

6.3 
6.3 

{6.3 6.3 
6.3 

{ 6.3 
6.3 

{ 6.3 
6.3 

f·3 6.3 
6.3 or 5 

12.6e ••. 

12.6e .•• 

.16.3 
t6.3 

6.3e ••• 

12.6e ••. 

{6.3. 
6.3. 
6.3 or 5 

(l2.6e .•• 
t 6.3 

.1 6•3 
t6.3 

6.3e ••• 
6.3e ••• 

{6.3 
6.3 

86 
6.3e ••. 
6.3 
5 
6.3 

r· 3 6.3 
6.3 

{6.3 6.3 
6.3 

6.3e ••. 
6.3 or 5 

6.3 

6.30 ••• 
6.3.r 5 

{603 or 
2.5 

{6.3 or 
2.5 
6.3 
6.3 

Amps 

5.1 ~ 5.1 
1.5 
1.5 
5.2 

Ig:g } 
2.0 

2.0 
3.5 
3.5 

13.0 

5.8 ~ 5.8 
3.3 

.85 

1~:~ } 

6.0 

2.6 
2.6 

3.5 
3.5 
4.5 
4.7 
6.5 

1~:~ } 

~:~ } 
1~:~ } 

1~:~ } 

9.5} 2.4 
1.5 
9.0 

~:~ } 
3.0 
9.0 

~:~ } 
tg} 
9.0 } 
1.5 
2.7 

6.0 

5.0 

~:~ } 
5.0 

6.0 

7.0 } 
7.0 
2.7 

~:~ } 

::~ } 
5.0 
5.0 

10.0 } 
2.6 

.6 
5.0 
9.5 
2.0 
9.3 

6.0 } 
6.0 
2.6 

8.0} 3.0 
1.2 

~:g } 
8.5 

~:g } 
2:~ } 

~:g } 
II 
7.5 

*This unit will become obsolete when pre.ent supply i. exhausted. 

.New Item 

© U.C.P., Inc. Net 

Dimensions - Inch.s Net M'g. Shpg. W'. 
Typ. Mfg. Centers H W 0 Lb •• 0 •• price 

CSS 3 x3~ 3~ 4~ 6'4 14· 0 $20.40 

0 3 x3% 4'1,. 3'4 4 9· 0 14.22 

CS 3 x3J~ 3'4 .. 'iz 5 12· 5 21.63 

C 2 x2~ 2'1, 3 21;' 2·14 5.76 
0 2 .1% 3'1. 2'1, 2'0/" 2·13 5.16 
C 2 x2\!, 2'1, 3 3'1. 3- 6 7.08 
0 2'~ x 11~, 3% 3lA. 3lA. 4· 2 6.18 
C 3 x 3'4 3'4 4'1, 5'1, 13- 0 20.16 

CS 3 x 3'4 3'4 4'1, 5'1, 15· 0 22.50 

C 3~6 x.c',{, 3'4 4'/, 5'4 13- 0 38.70 

0 4 x3 4'4 3'1, 5 13· 0 16.50 
C 2'4 x 2'0/" 2'~6 3'1, 3 3· 0 7.50 
0 2'4 x2 3'1, 21SA, 3~. 3- 2 7.80 
C 2'4 x2'~. 2'0/" 3~ 4 5· 0 8.10 
0 2'4 x~. 4'4 3~~ 3% 5- 0 7.32 
0 3 x2~ 4'1e 3' 16 3'!. 5·12 8.82 
C 2'~ x3'1e 3'1e 3% 31~6 6· 0 8.70 
0 2'1, x2% 3'1, 3'4 4'1e 6·12 10.32 

C 3 x 334 3'4 4'~ 5'1e 13- 4 14.91 

0 3 x 3'1, 4'1e 3';' 5 11·10 14.34 

CS 3 x 334 3% 4'1, 4'4 9· 8 17.28 

C 3 x 3';' 3';' 4'4 4 9· 0 10.50 

C ~6 x4Y" 3'4 4'4 6'4 15- 0 18.78 

CS 2'4 X 311" 3V" 4'1, 5 9·10 15.00 
C 2';' X3~6 3¥,. 4'1e 4~6 9. 6 14.16 

C 3 x3% 3'4 4'1, 4'1, 11.14 16.65 

C 3 x 30/,. 3'4' 4~ 5'1e 12· 5 16.65 

C 30/" x4V,. 3'0/" 4'1e 5'4 11. 10 17.07 

C 3 x3% 3'4 4'4 5'4 11· 8 17.10 

0 3 x4'1.a 4'1, 3'~6 5'1e 12·12 15.66 

C 3'1,. x4~. 3'~. 4'1e 6'1e 15- 8 21.00 

C 3 ,,3% 3% 4'4 41~6 10· 6 17.91 
C 2'1, x3'1e 3'1e 3'4 4716 7. 6 9.60 
0 3 x3',{, A'", 3% 4% 11·6 16.20 

C 3 x3% 3% 4'~ 5'1, 14· 8 18.90 

C 3 x 3';' 3';' 4'4 5'1e 13· 2 20.94 

0 3 x 3'1, 4'1e 3131" 4'~. 11·10 18.00 

C 3 x3% 3';' 4'~ 4Ya 9· 0 12.30 
0 3 x:ffl. 4'1e 31~6 4'4 9· 6 12.54 

C 3 .3% 3';' 4~ 5'1, 13- 9 18.15 

C 1% x21~6 2'4 2';' 2';' 3· 0 6.45 
J 2\ ,,4% 5Y, 4 4'1e 13· 0 20.76 
C 11 16K 2'4 3'4 3'1e 3';j, 6· 8 14.82 
0 3'1e xJ¥. 5'~. 4~. 5'1e 1\.0 28.02 I 

0 3'10 x 3% 5'~. 4'tI, 5'1e 16. 8 26.40 

C 3 x 3'4 3% 4'4 5'1e 12.0 17.58 

C 3 x3% 3% 4'4 4'4 II· 8 15;00 

R 2'4 x 2'1, 3'4 4'1e 310/" 7.8 le.15 

0 3 x3'~. 4'10 31~. 4'1, 11·14 14.S5 

0 2 x 2'4. 3'1e 2'1, 2'1, 2·12 8.88 

0 2'4 x~. 3'1, 3~~ 3'1e 4.4 '11.85 
0 2'1, x2~ 3'1e 3% 3a 4. 3 22.67 
C 2'4 x2'~. 3'1e 3'1, 2'~. 3·0 22.87 
A 2'1. IS!, 2"1, 1'1, 0·10 5.78 

.. 
P·3053 P.2831 P·3054 

tMo •• MA High Top Only. P·3066 P·3067 P.3073 P·3076 

·Mox. MA Low Top Only. 320 300 220 435 

340 340 325 SOO 
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M.rit 
No. 

P·2939 
P·2940 
P·3042 
P·3040 
P.2941 

P·2942 
P·2943 
P·2964 
P·2888 
P·2944 

P·3074 
P·294S 
P·2946 
P·30SO 
P·2947 

P·2846 
P·2948 
P·3141 
P·284S 

*P.2890t 

P·3041 

I *P·3Q43 

P·2961 

P-3082 

*P·2868 

P·2864 

P·2863 

*p·2866 

P·2960 

P·3143 
P·3U5 
P·3146 
P·2959 
P·2889 

P·3142 

*P·286S 

P·2848 

P.2962 
P.2963 

R.f. 
No. 

1 
2 
3 
4 
S 

6 
7 
8 
9 

10 

11 
12 
13 
14 
IS 

16 
17 
18 
19 

20 

21 

22 

23 

24 

:is 

.26 

27 

28 

29 

30 
31 
32 
33 
34 

35 

36 

37 

38 
39 

Sec. Volt. 

2.Se.t. 
2.Sc.t. 
2.S c.t. 
S.Oc.t. 
5.0 c.t. 

5.0 c.t. 
5.0 c.t. 
6.3 
6.3 
6.3c.t. 

6.3 
6.3c.t. 
6.3c.t. 
6.3 
6.3c.t. 

6.3 
6.3c.t. 
6.3 
6.3 

{
6.3t 
6.3 
6.3 

J5.0c.t. 
16.3 c.t. 

{
5.0 
6.3 
6.3 

{ 6.3 c.t. 
6.3c.t. 

{ 6.3 
6.3 

J 6.7 
16.7 

6.7 

J 6.7 
16.7 

{ 
6.7 
6.7 

25.2 
7.Sc.t. 

7.Sc.t. 
10.0c.t. 
10.0 c.t. 
12.6 c.t. 
13.2c.t. 

{ 
12.6' 
6.3 
6.3 

t 2SV 
6.7 

{ 
25.8 

. 6.7 
6.7 

25.2 
1112.6 

Sec. Amp. 

5 
10 
10 
3 
6 

15 
30 
0.5 

.8S 
1 

1.2 
2 
3 
8.8 
6 

.7 
10 
10.3 
13 

7.2 } 
1.2 

.6 

~.6 ~ 
~.S } 

10 

~ } 
8 

.3 
5.1 } 
3.6 
9.6 

4.1 } 
6.6 

6.4 } 
6.003 
4 

8 
5 

10 
2 
5.7 

.6 } 
7.8 
1.2 
.005 } 

11.9 

6.5 .3 } 

.9 
1 
7 

1I0r 12.6V @3.SA, 12.6V@3.SAor 2S.2Vc.t. @ 3 .. SA. 

SECTION 5600 I 
FILAMENT 

POWER TRANSFORMERS 

Dimensions -Inches 
Insulation 
Volts RMS 

2500 
7S00 

10000 
2S00 
2500 

10000 
2500 
1500 
1500 
2S00 

5000 
2500 
2500 
1500 
1500 

1500 
2500 
1500 
1500 

2500 

2500 

3000 

2S00 

5000 t 
2500 r 
1500 

2500 

1500 

2500 

2500 

2500 
2S00 
3000 
2500 
lS00 

2500 

1500 

lS00 

2500 
2000 

Mtg. 
Centers 

3 x2'~ 
2'1, x 2% 

2 

2 
3V. 

2% 
2% 

2 
2Y. x 2'1a 
2 x2'Yt. 
2Y. x 2'1a 

2 x2Y. 

2Y.! x 3'Ia 

3'Ia 

3V. 

2Y. x fla 
2Y. x 2'!a 

2Y. x2 
2Y. x2 
2'1, x2'!,. 
, 2'0/,. 

2Y. x 2% 

2 x2'!., 

2'1, X 2'1,. 

2 X 1151,. 

H 

2 
3 
2% 
2 
2Y. 

2 
2 
2 
3V. 
3 

3 

3V. 

3 

3 

3'1, 
3'1, 
3% 
2 
3'1, 

3 

2 
3'1, 

Primary 1I7V, 60 cycles. 

W 

2'1, 

2'1, 

2'1, 

o 

2 
1% 
1% 
3 
2Y. 

1% 
2% 
3'Ia 
3'1, 

3'Ia 

l'la 
3'!a 
3 
3% 
1% 
3% 

3'1, 

3 

t Primary tap·s. 

Mtg. 
Type 

A 
B 

EH 
A 
A 

EV 
DL 
A 
A 
A 

A 
A 
A 
o 
B 

A 
EV 
o 
o 

o 

A 

C 

B 

A 

o 
o 

o 

o 

B 

o 
o 
o 
A 
o 

o 

o 

o 

A 
o 

Shpg. Wt. Net 
Lbs. Oz. Priee 

1· 4 $2.88 
2· 2 4.86 
2· 8 6.60 
1· 4 4.26 
1.12 4.98 

6·12 9.15 
6· 4 12.66 
o· 6 2.01 
1- 0 2.61 
0-12 2.34 

1- 4 2.91 
1· 0 3.30 
1- 6 4.62 
3· 0 6.96 
2- 4 5.10 

0·10 2.61 I 
3-10 6.30 
3- 5 4.83 
5- 0 5.73 

4- 0 6.00 

2· 2 4.77 

5- 6 6.60 

2- 6 5.55 

2· 8 6.00 

3- 6 5.61 

3.10 6.96 

3-14 6.00 

4· 8 11.25 

1·12 3.66 

3· 8 6.60 
3- 1 6.78 
5· 6 7.80 
1· 4 3.36 
S· 0 8.28 

4· 0 5.91 

4- 4 8.10 

2.15 5.40 

1. 6 3.78 
·4·10 7.26 , 

* This unit will become obsolete when present supply Is exhausted. 
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Merit Ref. 
No. No. 

P-3178 1 

P-3175 2 

P-3157 3 

P-3158 4 

P-3159 5 

P-3167 6 

P-3168 7 

P-4062 8 

I SECTION 5600 

PLATE AND FILAMENT 
POWER TRANSFORMERS 

H 

. 

Dimensions -Inches 
Sec. Rms. Sec. DC Sec. DC Mtg. 

Volts Volts MA Mtg. H W D Type 
Centers 

415-415 300 200 2V,x2y' 3'10 331,. 3% 0 

550-550 400 150 2Y.x2';. 30/,. 3 3'10 0 

660-660 t 500 
250 3 x 30/,. 4% 3'0/,_ 4% 0 550-550 400 

1080-1080 1000 t 125 
3 x 3151,_ 4% 3'0/,_ 5 0 500-500 400 150 

900-900 750 
225 3 x 4'1,_ 4% 3'0/,_ 5'1a 0 800-800 600 

1450-1450 1200 
300 5y'x3 5';. 6'1a 5 EH 1175-1175 1000 

2100-2100 1750 
300 5y'x 3';. 5';. 6'1a 6 EH 1800-1800 1500 

2900-1900 2500 
300 5';.;'5';. 8y' 691,_ 6'1,_ H 2385-2385 2000 

.. 

Shpg. 
Wt. 

Lbs.Oz. 

4-15 

5- 4 

10- 0 

11-12 

12- 6 

20- 8 

29- 0 

43-13 

t Has 40V. Bias Tap. t For dual operation with simultaneous use of both sec. ratings. 
Max. one winding only 275 M.A. 

Merit Ref. Plate Volts DC Filament Wdgs. Dimensions -Inches 
Mtg. 

Shpg. 
Wt. No. No. AC MA Volts Amps. Mtg. 

H W 0 Type 
Lbs.OE. Centers 

5 3 
P-3095 10 600-600 200 6.3 3 3 x3'1a 4% 3"1,. 4';. 0 9- 6 

6.3 3 

5 3 
*P-3166 11 400-400 300 5 6 3V,x4';' 53,) 4V, 5';. 0 18- 3 

12.6c.t. 10 

Second- Insulation Dimensions -Inches 
Shpg. Merit Ref. Secondary Mtg. 

No. No. Volts 
ary Volts Mtg. 

H W D Type Wt. 
Amps. RMS Centers Lbs.Oz. 

,P·-3088 12 13 12 1500 3 'I, x 2'1" 371. 4'1a 3';. EH 6- 3 
61'-3085 13 26 3 1500 2'0/,. x 2';. 2'Y,. 3% 2';. EH 3- 4 
AP-3093 14 36c.t. 10 1500 4% x3V, 4% 5';. 4';. EH 15- 8 

AP-3094 15 72c.t. 10 1500 5"1,. x 3';. 612 7'1,_ 5';. EH 30- 2 
P-3087 16 78 tapped 6 1500 5';. x 3';. 5'Y,. 6'1a 5'10 EH 26- 6 

@ 26 & 52 

P-3086 17 104c.t. 3 1500 4';. x3 4% 5';. 4';. EH 15- 0 
P-3089 18 104c.t. 6 1500 5';. x4 5''1,. 6'1a 6% EH 32- 5 
P-3090 19 156 tapped 3 1500 5y' x 3';. 5''1,_ 6'1a 5'10 EH 25- 6 

@ 130 

Merit Ref. Input Output Dimensions -Inches Shpg. Mtg. 
No. No. Voltage Voltage Mtg. Type Wt. 

Amps. 
Centers H W D Lb •• Oz. 

P-3097 20 6.3 12.6 1 2'0/,. 1'10 3';. 2 A 1- 4 
or 6.3 1.2 

To isolate the damper tube 
filament from all other filaments. 

Secondary insulated for 5000 V-RMS Operates quietly and efficiently. . Th,s unIt WIll become obsolete when present supply IS exhaust.ed • 

© U.C.P., Inc. Net 

Net 
Price 

$7.50 

7.50 

14.40 

16.80 

13.50 

28.65 

42.60 

67.20 

Net 
Price 

$13.68 

21.00 

Net 
Price 

$6.00 
6.48 

23.22 

33.33 
21.00 

12.00 
21.00 
21.60 

Net 
Price 

$3.09 

Plate 

For small or medium powered 

amateur or commercial and 

industrial equipment transmitters. 

Designed to operate continuously 

at 50° C or less. 

DC voltage ratings are 

approximate values obtained 

at output of a choke input filter. 

Plate S Filament 

To provide plate and filament 
power for small transmi tters 
and industrial equi pment. 

Rectifier 

For use with Selenium Rectifiers 
to suit a variety of low voltage 
industrial applications. 

AMatches Selenium Rectifiers 
in Federal's "All-Purpose" 
Assembly Kit. 
for 13V @ 3A, 13V @ 3A or 
13V @6A. 

TV Isolation 

(Damper) 

Filament 

Transformer 
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SECTION 5600 

POWER LINE TRANSFORMERS 

'DE 

B 

Dimensions -Inches 
SWtg · Merit Ref. In~ut Output Mtg. 

Watts Mtg. t. No. No. VA tage Voltage .. H W D Type Lbs. Oz. Centers 

P-3138 1 Dependent Dependent -on 350 3 x5l1,. 4% 3'0/,. 7'1, DEM 10-10 
on line I ine voltage 

P-3139. 2 voltage and position 750 3'1, x 6% 5% 4'1, 9'1, DEM 19- 8 
of switch 

Equipped with voltmeter, line cord and plug, variable primary switch, indicator light and output 
receptacle. .. See detailed instruction sheet packed with unit. 

Dimensions -Inches 
Merit Ref. Primary Secondary Output Mtg. Sw,g. 
No. No. Volts Volts Watts Mtg. H W D Type t. 

Centers lbs. OZ. 

P-3161 3 220·250 110·125 80 2';.x 1% 3'1, 2'0/,. 3 DE 3- 6 

P-3162 4 220·250 110·125 150 2'1,x2~. 1% 30/,. 35/a DE 5- 3 

P-3163 5 220·250 110·125 250 3 x 2151,. 4% 3'0/,. 4 DE 8· 7 

P-3164 6 220·250 110· 125 500 3 x 351" 4% 3'0/,. 4% DE 10· 2 

P·4065 7 220·250 110· 125 1000 4%x5';. 7';. 6% 5% H 35· 8 

Conservatively rated, equipped with cord pi ug and receptacle. 

Dimensions -Inches 
Shpg. 

Merit Ref. Primary Secondary Output Mtg. 
No. No. Volts Volts Watts Mtg. H W D Type Wt. 

Centers Lbs. OZ. 

P-3116 8 230 115 100 2';. x 20/" 4';. 30/,. 3% DE 5· 0 

P-3117 9 230 115 250 3 x 30/" 4% 3'0/" 4% DE 9·10 

P-3118 10 230 115 500 3'1, x 4% 5~. 40/,. 6% DE 21· 7 

Fully static shielded. Equipped with primary card and plug. Secondary Standard receptacle. 

Dimensions -Inches 
Merit Ref. Primary Secondary Output Mtg. Shpg. 

Mtg. Wt. No. No. Volts Volts Watts Centers H W D Type Lbs. Oz. 

P-3096 11 117 117 40 3'1a 3'1a 3% 2% B 2· 4 

P-3197 12 117 117 80 2'1, x 20/,. 3% 30/,. 3'1, D 5. 0 

P-3177 13 117 lOS· 115· 125 350 3'1, x 3% 50/,. 4'1, 5';' DE 15·10 

P-3198 14 117 117 100 2%x 2''1,. 4';. 30/,. 3% DE 6· 6 

P·3202 15 117 117 175 2%x3% 4';. 4~. 3% J 7· 0 

P·3199 16 117 117 250 3 x 3'0/" 4% 3'0/,. 4% DE 12. 2 

P.3172 17 117 117 500 3'4x4% 5% 4% 6'1, DE 21· 4 

Page 1384 • The MASTeR - 26th Edition Net 

Net 
Price 

$19.80 

30.00 

Net 
Price 

$ 7.65 
9.15 

12.90 

18.03 

39.60 

Net 
Price 

$14.04 

20.82 

36.00 

Net 
Price 

$ 5.40 

7.35 

$ 23.52 

13.68 

21.54 

23.34 

30.00 

H 

line Voltage 

Regulators 

Used to adjust line voltages of 

65·75·90· 100· 115· 130· 145 volts 

to constant 115 V at 50/60 cycles 

for radio, TV sets, or appliances. 

Step-Down Auto­

Transformers 

For reducing 220 volt line source 

to 117 volts at 50 /60 cycles for 

export and industrial applications. 

Step-Down 

Transformers 

Provides isolation as well as 
step down from primary to second· 
ary. Designed conservatively for 
export and industrial applications. 
Primary 230 volts, 50/60 cycles. 

Standard Isolation 

Transformers 

Separate windings. Provides 
complete isolation between pri· 
mary and secondary. Primary for 
50/60 cycles. 

Equipped with primary cord and 
plug - secondary standard recep· 
tacle. Fully static shielded. 

© U.C.P., Inc. 



Standard Type 

6-8 Ohm ~ 
Speaker 

T ransformers 

Universal Type 

Filter Tapped 
For use in rece; vers requi r· 
ing humbucking filter tops.EII 

Special Type 
Medium power types to 
,couple output tubes to 
speoker on line. 

© U.C.P., Inc. 

SECTION 5600 

AUDIO OUTPUT TRANSFORMERS 

Merit Ohms Impedance Ref. Pri. Max. Mtg. 
No. No. Tube Mo. Wotfs Type 

Primary Sec. 

A-2928 1 Single 2000 3.4 60 5 A 
A-3025 2 Single 2500 3.4 50 3 A 
A-3018 3 Single 3500 3.4 60 8 A 
A-3026 4 Singre 5000 3.4 40 3 A 
A-2930 5 Single 5000 3.4 40 5 A 
A-3019 6 Single 5000 3.4 50 8 A 
A-2935 7 Single or 5000c.t. 3.4 75 18 A 

Push·Pull 
1.-2931 8 Single 7000 3.4 30 5 A 
A·3020 9 Single 7000 3.4 40 8 A 
A.2927 10 Single 8000 3.4 20 3 B 
A-2932 11 Single 10000 3.4 30 5 A 
1.-2938 12 Single 0' 10000c.t. 3.4 40 5 A 

Push.Pull 
A.2936 13 Single 0' 10000c.t. 3.4 40 10 A 

Push.Pull 
* A-2933 14 Single 12000 3.4 10 5 A 

A-3021 15 Single or 14000c.t. 3.4 35 1~ A 
Push.Pull 

A·2934 16 Single 15000 3.4 10 5 A 
A·2937 17 Single 0. 25000c.t. 3.4 10 5 A 

Push.Pull 
A-3012 18 Single 0' 10000c.t. 3.4 25 10 B 

Push·Pull 
A·3017 19 Single or 50000c.t. 3.4 10 5 A 

Push. Pull 

.A·4080 20 Single 6000 6.8 45 5 G 

.A·4081 21 Push·Pull 5500c.t. 6.8 90 10 A 
A·2900 22 Single or 4000· 7000- . 17 35 4 F 

Push.Pull 8000-10000- to 32 
14000c.t. 

A·2901 23 Single or 4000. 7000. .17 40 8 F 
Push·Pull 8000·10000. to 32 

14000c.t. 
A·2902 24 Single 1500· 2000- 1 55 10 F 

4000· 5000· to 30 
7000·10000 

A-2903 25 Single 2000- 4500· 3.2 30 4 F 
7000.10000 

A·2904 26 Single or 4000· 7000· .17 40 18 G 
Push.Pull 8000· 10000· to 32 

14000c.t. 
A.2905 27 Single or 3000· 5000· .17 70 24 F 

Push. Pull 7000. 8000- to 32 
10000c.t. 

A-2998 28 Single 3500· 5000- 3.2 35 3 F 
7000.10000 

1.-2999 29 Single 12000.15000· 3.2 10 3 F 
18000·25000 

A-3031 30 Single J.OOO 3·4 50 5 A 
A·3032 31 Single 6000 3·4 40 5 A 

EIIPrimary has 30% and 6% humbucking taps. 

1.-3027 32 PP6F6, 10000c.t. t 45, 15 F 
6V6, etc. 

1.-3028 33 PP6L6, 5000c.t. t 70, 20 F 
etc. 

1.-3022 34 P.P6V6 10000 3.2 50, 10 JS 
tSec. Impedance 2.4.8·15·250-500 ohms. ,Pri. M.A. Per Side. 

*This unit will become obs'oletewhen present supply is exhausted . 

• New Items. 

Net 

IS 

Dimensions -Inches Shpg. 
Net 

Mtg. Wt. 
Price 

Centers 
H W 0 Lbs. Oz. 

2 1% 2'1, IV. O· 6 $2.28 
I';' 10/" 2'1" 1 O· 4 1.38 
2';' I';. 2'0/" 1'1, 0·10 2.40 
1'1. 10/" 2'1" 1 0-' 4 1.50 
2 1% 2% IV. 0- 8 1.56 
2';' I';. 2'0/" 1'1, 0-10 2.22 
2"l( ,. , 2 3V. I';. I. 0 3.18 

2 1% 2';' IV. O· 6 1.56 
2';' I';. 2'0/,. 1'1, 0·10 2.40 
1'1, IV,. I';' 1 O· 4 1.35 
2 1% 2';' IV. O· 6 1.56 
2 1% 2';' IV. O· 6 2.34 

2% I';. 2'0/,. 1'1, 0·10 2.70 

2 1% 2% IV. O· 6 2.04 
2'0/" 2 3% I';. I· 0 2.85 

2 1% 2';' 1% O· 6 1.59 
2 1% 2% 1% 0- 6 1.92 

12:lr,2 1''1,. 2 1'1, 0·10 2.91 

2 1% 2';' IV. O· 6 2.49 

1'1, 1'1" 10/,. I';. O· 4 2.63 
20/" 10/" 20/,. 1'1. O· 6 3.74 
2 1% 2% 1'1, O· 6 2.01 

2';' I';. 2'0/" 1'1, 0·10 3.00 

2';' I';. 2'31" 1'1, 0·10 2.58 

2 1% 2';' 1% O· 6 2.70 

2% 2% 2% 1'% I· 1 3.75 

3';. 2% 3''1,. 2';. 1·10 4.50 

I';' I';. 2';,. 1';' O· 4 2.16 

1'1. I';,. 2';. I';,. 0- 4 2.28 

2 1% 2';' 1% 0- 6 1.98 
2 1% 2'1a 1% O· 6 2.13 

2'0/,. 2 3% I';' I· 0 4.41 

3';,. 2'1,. 3''1,. 2 1- 8 5.01 

1% 1151,. I';. 1'1, 0·10 2.95 
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SECTION 5600 

art. AA A 

TRANSISTOR 
AUDIO 
TRANSFORMER5 

Dimens; " 

Merit Ref. 
DC Max. Mtg. ~Mt~. Shpg. Net 

, Function' Impedance in Ohms Pri. H W 0 Ho. Ho. MA Level Type Centers Wt. Price 

.4-2743 I Output 24c.t. 8/4 600 lOW A 2 3s;., fls 21~. I.S'b $ 3.52 

.4-2745 2 Output nc.t. 16/8/4 600 lOW A 2. asl" 1~ 2'l1, .. I.Slb 3.46 

.4-2747 3 Output SOc.t. 8/4 500 5W A 2 asl" I~ 210/" I.Slb 3.78 
• 4-27.., 4 Output 100c.t . 8/4 100 2W A 131" 2'1s I';. I";. 1.81b 3.05 

.4-2751 5 Gen. Purpose 100c.t. 100e.t. 100 500MW A 1% 21~, 1% ~1s i II) .2.80 

.4-2753 6 Output 125c.t. 16/8/4 15 iOOMW A 131" 1% ~ 1% 1.30% 3.92 

.4-2755 7 Output 2OOc.t. 8/4 60 2W A 131" 2'!a I';. ,1";. .80% 3.11 

.A.2757 8 Output 2SOc.t. 16/8/4 10 200MW A '~, 1% ~ 1% 1.30% 3.43 
4-2705 9 Output 250e.t. 11 2 175MW A ''130 I~, 'I,. lV" .70% 4.14 
A.2702. 10 Output 4SOe.t. 3.2 2 I00MW A '0/,. I'! .. % 1% 2 0:1 3.66 

A.2706A 11 Output sao 12 15 175MW A '~, '0/,. 'I,. 1',{, .70% 4.14 

• 4-2759 12 Driver or Inter stage SOOe.t • lSOe.t. 2 100MW A "1,. 1~ "I,. 1 .70% 3.43 
• 4-2761 13 Output saOe;t . 16/8/4 10 200MW A '0/" 1% ~ 1% 1.30% 3.59 

4-270b 14 Output 725e.t. 3.2 I 175MW A '0/" lV., % 1% 2 01 4.65 
A·2760 15 Output 1;000 SO/60 3 50MW AA % % % - .501 4.56 

.A·2763 16 Output 1,000 16/8/4 10 200MW A '¥,. 1% ~ 1% 1.30% 3.46 

.A-2765 17 Driver or Inter stage ,2,OOOc.t. saOe.t. 2 200MW A 131" 1% ~ 1% 1.30% 3.83 

.4-2767 18 Output 2,OOOe.t. 16/8/4 10 200MW A '~. 1% ~ 1% 1.30% 3,59 
• A-2769 19 G.n. Purpose 2,OOOe.,t . 8,OOOe.t. 4 200MW A % 1% ~ 131s 1.30% 3.59 
.4-2771 20 Driv .. or 'ntorstage 3,OOOe.t. I,OOOc.t. 4 200MW . , A 131,. 1% 'Is 1% 1.30% 3.59 

.4-2773 21 Out,...t 4,OOOe.t. 16/8/4 4 200MW A 131,. 1% 'Is 1% 1.30% 3.70 

.A.2775 22 G.n. Purpose 5,OOOe.t. sa,OOOc.t. 1 200MW A '~. 1% 'Is 1% 1.30% 4.39 

eA.2777 23 Driver or "ntor_tago 5,000 200c.t. I 100MW A 'v" W .. IV,. I .70% 3.50 

4-n04 24 Driver or Intor.tago 5,000 2,SOOc.t. 1.5 3SOMW A 'Y,. I¥" 91" lV" .70% 4.50 
4-2700. 25 Drivor or Output 10,000 16 2 20MW A % "/30 % IV,. .70% 2.70 

A.2,..3 26 Driver or Interstage 10,000 2,OOOc.t. 2 lOOMW A 20/ .. I'! .. ";. 1% 2 0% 3.66 
eA.2779 27 Output 10,000 4 2 100MW A IY" 17/ .. IY" 1 .70% 3.35 
eA·2781 28 Driver or Interstago 10,000 2,900c.t. I 100MW A I~. 1% 'Is 1% 1.30z 3.89 
eA·27B3 29 Gen. Purposo 15,000 200 1.5 100MW A '~, 1% ~ 1% 1.30a 3.59 
.A.2785 30 Gen. Purpose 16,000 4,000 I l00MW A "1,. I~ 'v,. I .70z 3.59 

.A.2787 31 Driver or Interstage 2O,OOOc.t. 2,OOOe.t, I 100MW A '~, 1% 'Is 1% 1.30% 4.02 

.A.2789 32 Drivor or Inter stage 20,000 800e.t. .5 100MW A ''I" I~ lV" I .70% 3.59 

.0\..2791 33 Output 20,000 8/4 .5 100MW A ''1" w .. 'v,. I .70% 3.59 
4-2740 34 Input or Interstage 20,000 1,000 .5 150MW AA 'Is % % - .50% 4.65 

.4-2742 35 Dri ver or Inter stage SO,OOO 3,OOOc.t. .5 200MW A '~. 1% 'Is 1% 1.30% 3.91 

.4-2744 36 Driver or Inter stage 50,000 500~.t. .5 lOOMW A 1'1" 1'~ 1'1" I .70% 3.65 

4-2720 37 Input 200,000 1,000 0 -40DBM AA ~ % % - .Saz 4.65 

.He. Item 
• For printed circuit ap'plication 

A"rl·.l!.iNT LU.N 1 
THE MERIT LINE INCLUDES FLYBACKS, YOKES, WIDTH AND 
LINEARITY COILS, VERTICAL OUTPUTS, VERTICAL BLOCKING 
OSCILLATORS, PEAKING COII.8 AND MANY OTHER TV AND 
RADIO COMPONENTS NOT LISTED IN Tms EDmON OF THE 
RADIO-ELECTRONIC MASTER. 
THE MERIT LINE. IS AVAILABLE AT LEADING DISTRIBVTORS. 
CONTACT YOUR FAVORITE DISTRIBUTOR' FOR ANY INFORMA­
TION ABOUT MERIT PRODUCTS NOT LISTED HEREIN. 

MERIT COIL AND TRANSFORMER CORPORATION 
HOLLYWOOD, FLORIDA 
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SECTION 5600 

TRANSFORMERS 
CHOKES 

,HIGH CURRE~T SMALL SIZE 
SELENIUM RECTIFIERS 
FULL WAVE BRIDGE 

SILICON RECTIFIERS 
FULL WAVE BRIDGE 
A.C. D.C, MAX. AMPS MAX. AMPS MAX. 0·26 VAC 0·52 VAC 0·78 VAC 8·130 VAC 0·156 VAC 

AMPS 0·20 VDC 20-40 VDC 40·60 VDC 60·100 VDC 108-120 VDC 
STOCK INPUT OUTPUT SELF FAN NET 

No. UP TO UP TO COOLED COOLED PRICE 

_0=-: . .=.6 _-.:..:1.=.:50=--_=2.::,:50=--_::,:3.=:25=--__ 4..:,:.5::..:0'--_c...:6:..:.:.2=-.5 G6S6 420 390 
...:1.c-:.5_--=2c:..::.3.;:.0_---=3..:.::.2:..::.5 __ 4...:...7.;:.5 ___ 8_.2-'-5 __ 1_0.00 G 1-32-3 36 32 

2.2 3.20 5.00 5.75 11.25 13.25 G2-125-3 140 125 ----------------
c...:3:..:..4-'--_4:..:..1:.::5--:----=6::..:..0:.::0_---=S:..::.2=-=5'___1'-4:..:.:.0:..::.0_---=1:..::.6.:.:..5~0 G3-250·3 2S0 250 
_4 __ 7 ...... 0'-'-0 __ 11--'--.0:..;.0 __ 15e.-.0--'0 __ 2_4 ...... 0_0 __ 2_7_.0_0 G 1-32·5 36 32 

--'6::..:..6=-----=S::..:..0:.:0'__---=12::.:..0=-=0'----=-IS::.:..0::.::0'--_3=.:2:.:.:.0:.::0_---=3:.::5..:..:.0~0 G2-64·5 72 64 
..... 1:..::.0_--=12:...:..0:..::.0_---=19e.-.0:....:0_---'25:....:..0:....:0 __ 4-'1 ...... 0'-'-0 __ 4:..::.S.:.:..0~0 G3-95-5 105 95 

12 15.00 21.00 29.00 44.00 51.00 G4-125·5 140 125 -------------------
_1:.::5_---'-'IS:..:..0~0: _ ___=2S::..:..0:.:0_---=3S::.:..0:.:0'__---'5:.:3:..:.:.0:.::0 __ ---=6:.::3.:.:..0~0 G 1-32·5 36 32 
_2_0 __ 2_2_.0,-0 __ 35,-.0--,0 __ 46_.0.:...:0_' _-'7--=5 ...... 0:..::.0_---'S:..::.S.:.:..0~0 G2·250-5 2S0 250 

--=2:....:4 __ 3;:.,:0:.;..:.0:.::0 __ 4 ..... 2:..:.:.0:.::0 __ 5::..:3::..:..0:.:0---'---=S:.::3.c-:.0:..::.0_---=9...::.3:..:..0-=-.0 G 1·32:6 36 32 
30 34.00 53.00 70.00 115.00 133.00 G2·64·7 72 64 _____ ---':...:..:. __ :....:.:....:_---'--:..::.c:..::~_~~ 

--'3:....:6 __ 4...:..:5::..:..0:.:0'__--=.:65::..:..0=.:0'__-=-S4.:.:..0::.::0'----=-14.:..::0:.:.:.0:..::0_-.:..:1S:..::5..:..:.0-=--0 G3-95-6 105 95 

1.5 

10 

10 

10 

40 

40 

40 

40 

50 

50 
75 

150 

75 

RECTIFIER TRANSFORMERS CHOKES 
TYPE NO. VOLTS AMPS PRICE CHOKES HY D.C. RES. 

GT 36·2 36 2 $6.00 GH 2A .04 .9 
GT 36·5 36 5 7.60 GH 5A .03 0.2 
GT 36-8 36 8 , 13.00 GH SA .012 0.05 
GT 36·10 36 10 14.75 GH lOA .015 0.06 
GT 36-12 36 12 15.75 GH 12A .005 0.01 

GT 36·15 36 15 21.50 GH 15A .006 0.02 , 
GT 36-20 36 20 28.50 GH 20A .007 0.03 

GT 36-30 36 30 42.00 GH 30A .006 0.09 

GT 36-50 36 50 57.00 GH 50A .004 0.DJ5 

SO 
SO 
SO 
SO 

100 

100 

100 

150 

150 

RECTIFIER TRANSFORMERS - ALL PRIMARIES 115 VAC 60 
CYC. ALL GT TYPES ARE TAPPED TO 'DELIVER 36, 38, 40 VOLTS. ALL PRICES ARE NET 

$ 4.66 

19.00 

2S.00 

40.00 

30.00 

45.00 

S5.00 

100.00 

32.00 

S5.00 
5S.00 

133.00 

155.00 

PRICE 

$ 5.50 

6.60 

11.00 

12.50 

13.95 

14.25 

15.00 

34.00 

43.00 

HIGH CAPACITY LOW VOLTAGE DURAL YTIC CAPACITORS 

M.F.D. CAPACITY 

2,000 

4,000 

10,000 

W.D.C. ' 

50 

50 

50 

SIZE 

1% x 4Ya 
2 x 4Ya 
3 x 4Ya 

NET PRICE 

$ 3.75 
4.68 

12.44 

BRACKETS 

2,000 

4,000 

10,000 

TYPE 

FHL 

FJ 

FD 

PRICE 

$.20 
.25 
.50 

GATES ELECTRONIC CO. 
NEW YORK, N. Y. 
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SECTION 5600 

MIL CASE M-AG 
Grey enamel Finish. Weight 
oz. Supp1ied with compression 
sealed ceramic terminals in MIL-T-
27 AG case. 
To order add ·AG to Part Number. i.e. M2. 
AG. MT3·AG. 

MIL DESIGNATION 
TF4RX tt yy 

(2) .... -at. Nc-2 
SPADa &0U'5 

'-~<'::"'-..J' '41oD"". 
GHII~SJS CUTOUT 

NOTil' TER.MINIIL #'[ 

~I!.D. NIJ&'I&EII5 
IAlCI!EIISE CLOCI(WJSiE 

The ruggedized military type units shown on this and the 
accompanying page were developed 'to meet the demands of 
a growing miniaturization program., The various types shown 
are available from stock for immediate delivery. For lise in 
miniaturized vacuum tube and Transistor circuitry. 

MAGNETIC SHIELD 
M-A-Sh 

25 Db magnetic shield. 2 holes 
11/16 centers to match-A can 
mounting_ 

ALUMINUM CASED M~A 

Supplied with 2-56 
Screws. Weight 1.25 oz. 
To order add ·A to Port Num­
ber. i.e. MT3-A, Ml-A. 

MINIATURE AUDIO TRANSFORMERS ("M" SERIES) 

MOLDED M-M 
Designed for plug-in 
printed circuit applica­
tions. Cast Epoxy resin 
provides highest resist­
ance to extremes of am­
bient. Weight 13,4 oz. 
To order add -M to Part Num­
ber. I.e. M2-M, MT3·M 

Part 
No.'" Application 

Ml-(*) Mike or line to 1 grid 50/250/600 C.T. SO,OOO 0 5 20,20,000 10 

M2-(*) Mike or line to 2 grids 50/250/600 C.T. 50,000 C.T. 0 5 20,20,000 10 

M3·(*) Dynamic mike to 1 grid 7.5/30 50,000 0 5 20,20,000 10 

M4-(*) Single plate to 1 grid 15,000 60,000 0 6 20·15,000 10 

M5-(*) Single plate to 1 grid 15,000 60,000 4 14 200·20,000 15 

M6·(*) Single plate to 2 grids 15,000 95,OOOC.T. 0 5 20·15,000 10 
M7.(*) Single plate to 2 grids 15,000 95,000 C.T. 4 11 200·20,000 15 

M8·(*) Single plate to line 15.000 SO/250/6OO C.T. 0 8 20·20,000 16 
M9·(*) Single plate to line 15,000 50/250'/600 C.T. 4 21 150·20,000 13 
Ml0-(*) Push pull plates to iine 30,000 P.,P. 50/250/600 C.T. 0 8 30-50,000 16 
M11·(*) Crystal mike to line 50,000 SO/2SO/6OO C.T. 0 ,5 20-20,000 16 
M 12-(*) Mixing and matching 50/250 C.T. 50/250/600 C.T. 0 8 20-20,000 16 
M 13·( *) Reactor 300 hy. 0 d.c. SOhy.@3ma. 6000 n D.C.R. 20 
M14·(*) 50, 1 mike to grid 200 V'Megohm 0 9 80-3,000 10 
M15·(*) 10, 1 plate to grid 10,000 1 Megohm 0 11 100·2,500 10 

* Add either ·AG, -H, -M, -P,-A, or -FB to part No. to designate construction. See photos. 

MIL DESIGNATION TFSRX t t ZZ 
ttSee Family Delignation in Chart 

MICROTRAN PAGE 1 
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SECTION 5600 

The ruggedized military type units shown on this and the 
accompanying page were developed to meet the demands of 
a growing miniaturization program. The various types shown 
are available from stock for immediate delivery. For use in 
miniaturized vacuum tube and Transistor circuitry. 

OCTAL PLUG·IN M·P 
Sealed Plastic Housing 
Weight 2 oz. 
To order add. .p 10 Part No. 
i.e. MY3-P, Ml-P 

MIL DESIGNATION TF6RX t t yy 

OPEN FRAME 

HERMETIC M·H 
Grey Enamel Finish. Weight 1 \4 
oz. High Compression Glass Ter­
minals .• 120 holes instead of slots, 
available on special order. 
To order add -H ot Port Number. i.e. M2-H, 
MT3·H. 

MIL DESIGNATION TF4RX t t yy 
ttSee Family Designation in Chart 

WITH CHANNEL M·FB 
Weight 1.13 oz. MINIATURE TRANSISTOR TRANSFORMERS ("MT" SERIES) 
To order add -fB to Part No. 
i.e. MTl-FB, Ml-f8 

Application 

Mll·(*) Line to Bose 

MT2·(·) Coli. to P.P. Base 2N57 
MT3·(*) Collector to Base or line 

MT5·(·) Co lIector to speaker 

MT6·(·) Collector to P.P. Base 

MT7.(·) Collector to P.P. Base 

MTS·(·) P.P. Coli. to P.P. Base 
MT9·(·) Line to P.P. Base 
MTlO·(*) Collector to Base 

MTl 1-(') P.P. Coli. to P.P. Base 
MT12·(·) Cl\Jtput Coli. to speaker 
Mll3.(*) P.P. Coli. to speaker 
MT14·(·) Coli. to Spkr. 2N179 

MTl5.(·) P.P. Servo Output 2N57 
Mll8·(*) P.P. Coli. to P.P. Base 
MT20·(*) P.P. Coli. to P.P. 8ase 
MT21·(·). P.P. Coli. to P.P. 8ase 
MT22.(*) Line to P.P. 8ase 
MT23·(·) P.P. Coli. to Servo 

MT24-(') Coli. to P.P. 8ase 
MT25·(·) P.P. Coli. to P.P. Base 
MT26.(·) Line to P.P. Base 

Primary 
Impedance 

600 600 
100 10 C.T./40 C.T. 
SO,OOO 600. 
50,000 6 
100,000 1200 C.T. 
25,000 1200C.T. 
50,000 C.T. 1200 C.T. 

600 C.T. 1200 C.T. 
25,OOCl 600 
4,000 C.T. 600 C.T. 
2,000 3.4 
4,000 C.T. 3.4 

400 10 
500 C.T. 210 
25,000 C.T. 1,200 C.T. 
50,000 C.T. 1200/300 Split 
4,000 C.T. 600/1 SO Split 
600/150 Split 1,200 C.T. 
2SO C.T. 1000 
2,500 6OOC.T. 
7,500 C.T. 6OOC.T. 
600 C.T. 6OOC.T. 

tt 
Family 

10 23 200·15,000 17 

100 27 200·20,000 17 

3 20 300·15,000 13 

3 20 300·15,000 13 
1.4 17 200·15,000 13 
3 22 200·15,000 13 

3 20 300·15,000 13 

4 23 200.15,000 17 

3 22 200·15,000 13 
3 32 200·15,000 13 

10 32 200·15,000 13 

3 32 200·15,000 13 

SO 25 200·20,000 13 

30 27 300·20,000 17 

6 22 200·15,000 13 

3 20 300·15,000 13 
~ 32 200·15,000 13 
4 23 200·15,000 17 

10 30 300-15,000 17 
10 32 200-15,000 17 

8 32 200·15,000 12 

20 23 200·15,000 17 
Available with plug.in tab 
channel. 1~2 mounting cen­
fer. as Type M·FPB. On special 
order only. (See page 18 for 
photos). 

*Add either -AG, -H, -M, -P, -A, or -FB to part No. to designate construction. See photos. 

Available without c;hannel as 
type M·F % x 1 x 1~6. Wt. 1 
oz. On special order only. 

'MIL DESIGNATION TF6RX t t II 
ttSee family Designation in Chart 
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MIL CASE SM-AF 
Grey Enamel Finish. Weight 1 MI 
oz. Supp'lied with compression 
sealed ceramic terminals in MIL-T-
27 AF case. 
To order add -AF to Part Number. i.e. 5M2-
AF, SMT3-AF. 

MIL DESIGNATION TF4RX t t yy 
ttSee family De$ignation in Chart 

SECTION·5600 

The units shown on this page are suitable for rigid sub-min­
iaturization applications where the highest, resistance to ex­
tremes of ambients must still be maintained_ Available from 
stack for immediate delivery_ 

'YI6 0111. 
CHASSIS CV'f't'JVT 

NOTS'-TEli!lI(tllAL;/ 
/s Rep. Ntl1I(8I!R:5 
INI:.<i!EAse CtoCKW/~ 

OPEN FRAME WITH CHANNEL 
SM·FB . t:It~ Weight .710 oz. ~ 

To. order add -FB to Part Num- " 
ber. i.e. SMT3-FB, SMI-FB. ;;: . . .J . , 

Available with plug-in tab mounted channel 
as type SM-FPB ,%, mtg. centers on spe­
cial order only, 
Available without channel as type SM-F 
~. x % x %. Wt •. 67 oz. On special order 
only. 

MIL DESIGNATION TF6RX t t ZZ 
i"tSee Family Designation in Chart 

SUB-MINIATURE AUDIO. TRANSFORMERS ("SM" SERIES) HERMETIC SM-H I;t' ----<1 

Part 
No. 

SM1-(*) Input 200/50 250,000/62,500 0 6 80·10,000 10 

SM2-(*) Interstage 3: 1 10,000 90,000 0 8 100·10,000 10 

SM3·(*) Plate to 'line 10,000 200 3 21 150-10,000 13 

SM4-(*) Output 30,000 50 21 150-10,000 13 

SM5-(*) Reactor 50 HY at 3,000 ohm. 20 
1 MIL. D.C. D.C.Res. 

SM6-(*) Output 100,000 60 0.5 21 150-10,000 13 

SUB-MINIATURE TRANSISTOR TRANSFORMERS ("SMT"SERIES) 
Part 
No. 

SMTl-(*) 

SMT3-(*) Call. to Base or line 50,000 

-SMT4-(*) P.P. Call. to P.P. Base 50,000 C.T. 

SMT5-(*) Call. to .peaker 50,000 

SMT7.-(*) Call. to P.P. Ba.e 25,000 

-SMT8-(*) P.P. Call. to P.P. Ba.e 50,000 C.T. 

-SMT9-(*) Line to P.P. Base 600 C.T. 

SMT10-(*) Collector to Bose 25,000 

SMTl2-(*) Output call. to spkr.· 2,000 

SMTl3-(*) Output PoP. call to spkr. 4,000 C.T. 

SMTI6-(*) Call. to P.P. Sase 10,000 

-SMTl7-(*) P.P.ColI.toP.P.Base 10,000C.T. 

-SMTl8-(*) P.P. Call. to P.P. Base 25,000 •. C.T.· 

SMTl9-(*) Call. to P.P. Base 2,500 

-SMT26-(*) Line .to Bose 600 C.T. 

20 300-15,000 

600 C.T. 20 200-15,000 13 

6 20 300-15,000 13 

1,200 C.T. 1.5 20 200-15,000 13 

1,200 C.T. 2 20 200-15,000 13 

1,200C.T. 18 23 200-15,000 17 

600 2 20 200.15,000 13 

3.4 5 30 200-15,000 13 

3.4 5. 30 200-15,000 13 

I,SOO C.T. 23 200-15,000 13 

200 C.T. 6 20 200-15,000 13 

1,200 C.T. 3 20 200-15,000 13 

2,500 C.T. 2.5 26 200-15,000 13 

600 C.T_ 18 23 200-15,000 17 

*Add either -AF, -H, -M, or -FB to Part .... 0. to designate construction. See photos. -These items not available in -AF case. 

MICROTRAN PAGE 3 

Grey Enamel Finish. . [f 
Weight 1 oz. High Com- .~ 
pression Glass Terminals_ 16 

To order add .H to Part Num-
ber. i.e. 5M2-H, SMT3·H "'I~ 

'76 
,--+-~-"..I k-=-;:1 

?;"~ 

MIL DESIGNATION TF4RX t t yy 
ttSee Family Designation in Chart 

MOLDED SM-M 
Designed for plug-in 
printed Circuit applica-
tions. Cast Epoxy resin 
provides highest resist­
ance to extremes of am­
bient. Weight 1 1/2 oz. 

Num-

MIL 
t1'See Family Designation in Chart 
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SECTION 5600 

The units shown on this page are suitable for rigid sub-min­
iaturization applications where the highest resistance to ex­
tremes of ambients must still be maintained. Available from 
stock for immediate delivery. 

MOLDED MM-M 
Designed for plug-in printed cir­
cuit applications. Cast Epoxy resin 
provides highest resistance to ex­
tremes of ambient. Weight y, oz. 
To order add -M to Part Number. i.e. MM2·M, 
MMT2-M. 

r-J€---1 
~1:I1 
~tt:=srd 
TQr-~ I 
~ I '%, 
L . . ~ 

.020 THICK 
0/16" WIDE:. 

MIL DESIGNATION TF5RX t t II 
i'tSee family Designation in Chart 

HERMETIC MM-H 
Grey Enamel Finish. High Com­
pressian Glass Terminals. Weight 
% OZ, 

To order add -H to,P.art Number. i.e. MM2-H, 
MMT3-H. 

MIL DESIGNATION TF4RX t t yy 
ttSee family Designation in Chart 

Application 
Primary 

Impedance 

200/50 
Inters'age 3: 1 10,000 

Plate to line 10,000 

Output 30,000 

Reactor 50 HY at 4,700 ohm. 
1 MIL. D.C. D.C. Res. 

Output 100,000 
Output 30,000 

I-ll--.J 

~ 
7 ------, 

Iii 

't 

.O,"il 

tt 
family 

250,000/62,500 0 4 200-10,000 10 
90,000 0 4 150-10,000 10 

200 20 150-10,000 13 

50 20 150-10,000 13 

20 

60 0.5 20 250·10,000 13 

1,200 0.5 20 200-10,000 13 
OPEN FRAME 

WITH CHANNEL 
MM·FB 

Weight .415 oz. 
MICRO· MINIATURE TRANSISTOR SERIES ("MMT" SERIES) 

To order add -FB to Part No. 
i.e. MMT3-FB, MMI-FB. 

Available with plug-in tab mounted channel 
o. type 'MM-FPB, 25/32 mounting centers, 
On special order only, Available without 
chann.1 as type MM-F % • h' •• '%,. WI. 
. 38 oz. On special order only. 

Application 

Line to Base 

ColI.to Base odine 

P.P. coli. to P.P. Base 

Collector to speaker 

Coli. to P.P. Ba •• 
P.P. coli. to P.P. Ba.e 
Line to P.P. Bose 

Collector to Base 

P.P. col. to P.P. 
8a~e or line 

Coli. to Spkr. 
Output P.P. coli. to .pkr. 

Coli. to P.P. Base 
P.P. Coli. to P.P. Ba •• 

P.P. Coli. to P.P. Ba.e 
Coli. to P.P. Ba.e 
P.P. Coli. to P.P. Base 
P.P. Coli. to P.P. Base 

Line to Base 

P.P. Coli. to P.P. Ba.e 
P.P. Call. to P.P. Ba •• 

Primary 
Impedance 

600 600 
50,000 600 
50,000 C.T. 600 C.T. 
50,000 6 
25,000 1,200 C.T. 
50,000 C.T. 1,200 C.T. 

600 C.T. 1,200 C.T. 
25,000 600 
4,000 C.T. 600 C.T. 

2,000 3.4 
4,000 C.T. 3.4 

10,000 1,500 C.T. 
10,000 C.T. 200 C.T. 
25,000 C.T. 1,200 C.T. 
2,500 2,500 C.T. 
4,000 C.T. 600/1 SO .plit 

7,500 C.T . 600 C.T. 

600 CT, 6OOC.T. 
25,000 C.T. 600 C.T. 
10,000 C.T. 1,500 C.T. 

tt 
Family 

8 22 200-15,000 17 

D.7 20 200-15,000 13 

1.4 20 200-15,000 13 

20 200-15,000 13 

20 200-15,000 13 

1.4 20 200-15,000 13 

16 22 200-15,000 17 
1 20 200-15,000 13 

5 2B 200-1S,OOO 12 

5 28 200-15,000 13 

5 28 200-15,000 13 

20 200-15,000 13 

6 20 200-15,000 13 
20 200-15,000 13 

2 23 200-15,000 13 
5 28 200-15,000 13 

4 22 200-15,000 13 

16 22 200-15,000 17 

2 20 200-15,000 13 

20 200-15,000 13 

MIL DESIGNATION TF6RX t t II 'Add either -H, -M, or -FB to Part No. to designate construction. See Photos. 
ttSee family Designation in Chart 

MICROTRAN PAGE 4 
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OPEN FRAME VM·F 
VERI-~INIATURE SIZE 

Weight .16 oz. 
To order add -F to Part Num-

ber. ; ••• VM2·F QIx. 
A.vailable on special ,,' 
order only. 

~)I • 

{}-4 
MIL DESIGNATION TF6RX t t ZZ 

itSe. Family Designation in Chart 

. f 
~ 

* 

SECTION 5600 I: 

PLUG·IN TAB 
MC)UNTED 
CHANNEL 

VM·FP8 
VERI-MINIATURE SIZE 

On this page are listed units designed for the extremes in min­
iaturization. The 4 inch .#27 color coded leads supplied are 
suitable for dip soldering in priQted circuits. Thorough baking 
and resin. impregnation assure reliable life. Insulating mate­
rial~ used are compatible for later epoxy potting of complete 
assemblies. Highest efficiency-space fador obtained by use 
of high permeability Nickel~Alloy Cores, Nylon Bobbins, Form­
var Wire. Available from stock. 

,-
'%z 

rHl 
MOLDED VM·M 
VERI-MINIATURE SIZE 

Lt:!+=~ 
Weight .2 oz. Sf-
To order add ·fP! to Part Num­

Designed for plug-In 
printed circuit applica­
tions. Cast Epoxy resin 
provides highest resist­
ance to extremes of 
ambient. Weight % oz. 

b.r. i.e. VM2-FPB 
#22 BUSS LEADS 1" LONG 

.020 TIll< i )1./106. 

VERI·MINIATURE TRANSISTOR TRANSFORMERS OPEN FRAME UM·F 

("VM" SERIES) Frequency Response :t2 db. 200 to 10,000 Cycles 
ULTRA MINIATURE SIZE 
Weight .08 oz; 

Part To order add ·F to Part Number 
No. i .• , UM·22-F 

VM1.(*) roJ! VM2·(*) Input or Interstage 200,000 

VM~·(*) Interstage 25,000 600 (Ima) 675 45 5 21 ¥s 
VM4.(*) Input or Interstoge 200,000 1200 (.72ma) 2650 160 5 21 . ~ 
VM·5(*) lnterstoge 50,000 600 (I.Oma) lS00 60 5 21 

l~J VM6·(*) Intentage 100,000 1,2bO C.l. (.72ma) 2K 140 5 21 

VM7·(*) Output SOO (3.5ma) 3.4 60 .5 15 21 

VMS·(*) Output 1250 (2.0ma) 3.4 115 .5 15 21 
& 

VM9.f.*) Output 12SO (2.0ma) SO 115 6.5 IS 21 §-t t VMIO.f.*) Interstage 2,500 (1.5ma) 2,500 C.T. 225 225 3 21 3/)2. %2 
VMl1·(*) Choke 20 hy. (Oma) 12 hy; (.5ma) 1000 21 -', VM.12·(*) Interstage 20,000 1,000 (.75ma) 650 100 5 21 

VMI3-(*) Interstage 20,000 1,000 C.T. (.75ma) 650 100 5 
MIL DESIGNATION TF6RX t t ZZ 

VMI4.(*) Interstage 600 C.T. (7ma) 600 C.T. 50 65 15 

"'Add either ~F, or -M, or ·FPB to Part No. to designate construction. See Photos. 

UL TRA·MINIATURE TRANSISTOR TRANSFORMERS 
Frequency Response :t 2db 300 to 10,000 Cycles, Measured at level stated for 300 Cy. 

Port 
To order add -M to Port Num-No. 

UM21.(*) 

"d, ~"~ r;=r UM22·(*) Driver 0.5 1100 100 5mw 13 
UM23.(*) Driver 20,000 1,200 C.T. 0.5 1100 110 5mw 300mw 13 . j 
UM24.(*) Output 1,000 SO 3 65 10 5mw SOOmw 17 
UM25-(*) Output 400 SO 3 35 5 15mw SOOmw 17 
UM26·(*) Output 400 11 3 35 1.5 15mw 500mw 17 #~Z BUSS LEADS 

UM27-{*) Output 400 C.T. 11 6 35 1.5 15mw SOOmw 17 
'"I.ONG 

UM2S.(*) Choke 10 hy (Ode) 8hy (O.Sma) 650 20 

~--UM29·(*) Interstage 600C.T. 600 C.T. 7 45 60 5mw 400mw 21 .3 Ji"D1A. 

Choke 100 20 

850 120 500mw 21 '>0 
.30 

MIL DESIGNATION TFSRX t t ZZ 
ttSee family Designation in Chart 

MICROTRAN PAGE 5 
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SECTION 5600 

Designed specifically for Transistor, Servo and Audio applica­
tions. All units shown are of Mll-T-27 A construction and are 
availaqle from stock. On special order may be obtained in 
alternate constructions such as Epoxy molded, or open frame. 
Also available with modified electrical specifications. 

TRANSISTOR DRIVER TRANSFORMERS 

EPOXY MOLDED 
(On Special Order Only) 

Mil Designation: TF5RX!l'ZZ 

Inserts or studs or tabs for 
mounting, leads terminated 
with .040 pins for printed 
circuil applications. 

Mil Designation. TF4Rl(j!yy 
Grey Enamel Finish. 
Weight 1 % oz. High 
Compression Glass Ter­
minals. .120 holes in­
stead of slots, available 
on special order. 

PER MIL~T-27A Fig. A 

Mil Designation: TF4RX1t~~ 

Mil Designation: TF4RX.!1~~ 

tt 
Appl icotion Family 

Colledor to P.P. Base 17 

M8003" Collector to P.P. Base 625 C.T. 100C.T. 20 1.5 AJ 17 

M8004 Collector to P.P. Base 5,400 600 C.T. 15 .075 200·15,000 AH 13 

M8005 Collector to P·,P. Base 7,000 320 C.T. 7 .040 70·15,000 AH 13 

M8006 Collector to P.P. Bose 10,000 6,500 C.T. .75 .005 200·15,000 AFMod. 13 

M800S Collector to Spkr. 25 3·4 600 3 200·20,000 AJ 17 

M8007" P.P. Auto Transformer 30 C.T. 3-4 200 100·20,000 AJ 17 

M8009 P.P. Output to Spkr. 48C.T. 3.2/S SO .5 200·20,000 AJ 17 

M8010 P.I': Col. to Servo 120C.T. 1,000 40 6 300-15,000 AJ 17 

M8011 P.P. Output to Spkr. 125 C.T. 3-4 20 1.5 200·15,000 AH 17 

M8012" P.P. Col. to Servo 140C.T. 500 SO 6 300·15,000 AJ 17 

M8013" P.P. Output to Spkr. 250 C.T. 3-4 20 .4 70·15,000 AH 17 

M8014 P.P. Output to Spkr. 400 C.T. 11 .25 300·15,000 AFMod. 17 

MS015 P.P. Col. to Servo 1,600 C.T. 800 5 2.5 150·20,000 AJ 17 
M8016 P.P. Outeut to Sekr. 2,550 C.T. 12 4 .10 300·15,000 AFMod. 17 

*Bi~Filar wound to minimize switching transients. 

POWER SUPPlY TRANSFORMERS 
Designed for Silicon Rectifier Circuitry Primary 105/115/125 Volts Mil Designation. TF4RX01~~ 

F;g A 
Mil Cas.e 

xx 
EA 

MS019 3S0·1600 lS.5 C.T. 7 14 FA 
M8020 380·1600 • ~5 C.T. 14.5 29 GA 
MS021 380·1600 70 C.T. 30 60 FA 
MS022 50/60 lS.5C.T. 7 14 JB 
MS023 50/60 35 C.T. 14.5 29 KA 
M8024 50/60 70 C.T. 30 60 JA 
M8039 380·1600 12.6 C.T. .S 10.5 21 

12.6 .B AJ 
MB041t 380·1600 50v. C.T. .25 21.5 43 AH 
M8042 50/60 6.3 C.T. .6 1.9 3.B AJ 
M8043 50/60 6.3 C.T. 2 1.9 3.8 FB 
M8044 50/60 12.6C.T. 2 10.5 21 JB 

12.6 2 
MB045 50/60 2B C.T. .6 11.7 23.4 FA 
MB046 50/60 49 C.T. 2.5 21 42 LA 

tPrimary 115 valt. only 
Output voltages based on approximately 1 volt drop per rectifier. 
* *DC Output voltages stated for resistive or inductive rectifier loads. 

400 CYCLE ISOLATION 
Mil Designation TF4RX01.l!'!!; 

MICROTRAN PAGE 6 

TRANSFORMERS 
Electrostatic Shielding 

Ct;:Js~ P.esignation'" 
xx 

YY (F;g. M-H) 

GA(F;g.A) 

@ U.C.P., Inc. See. Pages 1398·1399 for Prices. Also see EEM Pages 1535·1537 The MASTER - 26th Edition • Page 1393 



SECTION 5600 

Permits conversion of low voltage direct current to high 
voltage for operating mobile and military electronic equip­
ment. These miniaturized high efficiency transformers used 
In transistor switching circuits provide greatly improved relia­
bility, efficiency, ruggedness, over vibrator and rotary power 
converters. 

All transformers shown are hermetically sealed and constructed In accordance 
with Mll-T -27 A Grade 4, Class R, 10,000 hour minimum life. Unique construction 
eliminates the difficulties usually experienced with high voltage random wound 
torroldal. transformers and mechanical fragility of ferrite cores. On special 
order obtainable with modified electrical or mechanical specifications. Avail­
able from franchised stocking d.istrlbutors. 

MIL DESIGNATION TF4RX09!!~. 
See Case Designation in Chart 

D. C. TO D. C. CONVERTER TRANSFORMERS 

1 
D.C. Output I I Mounting I. MIL 

Pa,t ,I Nominal D'~lTotal v.A·1 Typical*'" F.W. Bridge··I· C.T. Full Wave Size 
MOCen\8rs MW Cat. 

Number Input Volts Output· Transistors Volts Ma. Volts Ma. 0 W H XX 

M8034 28 125 Delco 2NI74 500 250 250 420 2% 2% 3'~. 2Ye 1% GA 

M8035 13.6 125 Delco 2N442 500 250 250 420 2% 2% 3'~. 2Ye 1% GA 
M8036 13.6 40 Delco 2N442 450 90 225 155 2~. 2)f. 3Ye 1% 1% FA 

"'Full 'Wave and C.T. loads may be simultaneously drawn. However, for continuous duty operation, Total V.A. output shown should not be exceeded. 
**Typical transistors ",U9gested are for reference only, as user must verify. that maximum transistor ratings will not be exceeded for the particular 

application. 

Part I No. 

M8050 
MS051 

Overall DC to DC full load efficiencies up to 80% when used in circuit similar to Fig. 1; AC output voltage to input 
of rectifier is a nominal 800 cycle square wave permitting ease of filtering. 

TYPICAL DC-DC CONVERTER CIRCUIT 

+ DoC. VOU'S 

'.W.8~IDGE 

+ o.c. VOLTS 

ItTERNALlY CONNECTED 10 C.T. ,.W 

'igure 1 "FOT ... 
"'Suggested values of R1 and R:! vary with transistors and transformer used. ~ 
Full information given in connection sheet supplied with transformer. -::::-

D. C. TO D. C. CONVERTER TRANSFORMERS 
Transistor Blocking Osci!lator Type 400 cycles approximate repetition rate 

I Turns Ratio .1 Typical Input I Typical Output* I Dimensions I Mounting I 
H.V. Collector ") Feedback Volts D.c~i Mo. D.C. Volt. D.C. I~ ;' ... D.C. L W H Center 
600, 12, 1 3 20 1000 25 I ')f. W. % 1% 
600, 12, 1 3 20 1000 25 I I 1% lYe 

h~utput when transformer is used in blocking oscillator circuit with single capacitor input rectifier.) MIL. Family 09, 

'age 1394 • The MASTER - 26th Edition 

.OOlufd .OOluld 

~~~~~I---T~ 

MICROTRAN PAGE 7 

.OOlufd 

TYPICAL OOUILER CIRCUIT 

See Pages 1398·1399 for Prices. Also see EEM Pages 1535-1537 

Fig. 

M-Fat 

th-AGt 
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SECTION 5600 

Professional quality cased Input Transformers for cannectlon 
to low level chopper, microphone, pkk up, tape heads, or 
lines. All units are magnetically shielded to Improv~ signal to 
noise ratio. 

© U.C.P., Inc. 

CHOPPER TRANSFORMERS 
Efficiently transfers 30 to 500 cps, Transducer or Thermocouple signals to instrument amplifiers. Signal level range from .SpV. to .5 volts. Resin 
impregnated to minimize mechanical vibration noise signal. Low hum pick up assured' by 3 mu~metal and 2 copper shields. Accurate center taps 
and extern~1 electrostatic shield connection improve low.level operation. 

Part 
Number 

MSP25 
MS026 

Part 
Number 

M8027** 

MS02S 
MS029** 
MS030* 

M8031 
M8032t 
MB033t 

I Turn Ratio II Ind. of,l Imped. of .1 I I Wght. I 
Fig. I Full Pri. 112 Pri. Full Pri. full Pri. D.C. Resistance I Magnetic I . 

To full sec.-'- To Full Sec. <?!! .5V. 60 cy. (j!{ .'V. 60 cy. full Pri. -. Sec. Shielding Hght. Dic. Oz. Family 

1:7.7 1:15.4 17.5" 6,600 365 4140 90 DB. 1'%, 1%0. 4.5 A 09 

1:3.2 1:6.4 60 HY. 22,500 455 3500 90 DB. I'%' 1%0. 4.5 A 09 

LOW LEVEL CHOPPER INPUT 
6-32 X' %" Mounting studs on 1 %" centers. Available on special order with 

Plug-In header and hermetically sealed. 

PLUG· IN INPUT TRANSFORMERS 
These Broadcast fidelity input transformers are double mu-metal shielded. Plug-in feature permits simple installation. 

Family 

10 
170 50,000 20-20,000 C 10 

600 50,000 65 20·20,000 2 16 0 10 
200/50C.T. 50,000 65 20·20,000 1Ya O. 6 E 10 
600 C.T./l50 50,000 65 30-20,000 lYa O. 6 E 10 
250 C.T. 50,000 65 20·20,000 lYa O. 6 10 
50C.T. 50,000 65 20·20,000 1!1 O. 6 10 

* MS030 is designed as a replacement lor Ampex No. 1733·1. 

'rMB032 and MS033 mates with sockets on many RCA amplifiers. 

FIGURE C 

FIGURE D 

PHONO INPUT 
Auto Transformer 

Designed to step up voltage of low 
level high fidelity phono pickups. 
Case may be rotated for minimum 
hum pickup. Supplied with 2S" 
shielded cable terminated with 
standard phono plug. Standard 
phono receptacle mounted on can. 

PHONO INPUT AUTO 
Transformer 

Drawn Steel Case 
Designed to step-up voltage of low 
level high fidelity phono pickups. 
Supplied with phono receptacle on 
case and. with 2S" shielded cable 
terminated with standard phono 
plug. 

**ON SPECIAL ORDER ONLY. 

FIGURE E 

MICROTRAN- PAGE 8 
See Pages 1398·1399 for Prices. Also see EEM Pages 1535-1537 

MIKE INPUT 
Plug-in Base 

MS030 and MS031 has an Spin 
Octal plug. MS032 and MS033 has 
a 9 pin Octal Type plug. 
Matches the sockets on many com­
mercial Public Address and Tape 
Recorder amplifiers. 
Available on special order with 
alternate plug-In headers or herme­
tically sealed. 

MIKE INPUT 
In-line 

Designed for Insertion In 
mike cable circuit. Sup­
plied with '6" microphone 
cable. Input receptacle 
mates with Amphenol 91-
PC4F Plug, (not supplied.) 

**ON SPECIAL ORDER ONLY. 
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JOROIDS 
Frequency Range. 20 cycle, to 5 me. 
Power Level. Up to 150 Watts. 
Operating Temperature Range. -65 to + 

130'C. 
• Constructions: Open coil, hermetically sealed 
to Mll-T -27 A, molded printed circuit, encapsulated. 
• Types Available: Precision Inductors, Audio 

Transformers, Power Transformers, DC-DC Con­
verter Switching Transformers. 

of 9 transformers covers impedance range 
of 150 through 200,000 OHMS. 
Matches most new transistor impedance ratings. 

FULL DESIGN DATA ENCLOSED 
• Nomographs and circuitry for determining 
correct impedance • Power versus DBM chart 

Guide to MIL-T-27A • Cross Reference index 
• Outline drawings. 

Page 1396 • The MASTER - 26th Edition 

ca.e 
Symbol 

AF 
All 
AH 
AI 
EA 
EB 
FA 
FB 
GA 
GB 
HA 
HB 
IA 
IB 
KA 
KB 
LA 
LB 
MA 
MB 
NA 
NB 

SECTION 5600 

The following types are available on special order, with the 
same electrical ratings as catalog items on page 4, 5, 6, 7, 8, 9, 
10 and 11, but packaged specially to suit customer require­
ments. These are just some of the various mechanical c6nstruc­
tions that may be had on special order. 

ENCAPSULATED 
Epoxy encapsulated or fosterite process, with 
solder lugs, terminals. Available for the M, SM & 
MMseries. 

MU METAL CASE 

Mu can shielding with ,pade bolt mounting. Ob­
tainable hermetically sealed or poth!t~ with leads. 

STANDARD MIL-T-27 CASES 
Case Dimensions- ML M.untl~\Dlm.nSI.ns- r 

L W H 
0/0 0/4 1'18 "10/;, - 6-32x'lil 

1 1 1'1i1 "IVa - 6-32x'lil 
Ill, Ill, ·1'V4 5:1lf4 - 6-32x'lil 
1% 1% 2'1i1 1%, Ill, 6-32x'lil 
11~, 11M, 20/4 1'1i1 1lf4 6-32x'lil 
1'~, 1~, 2~, 1'1i1 lifo 6-32x'lil 
21\, 2'~, 3V. 1'~~, 1~, 6-32x'lil 
21\, 2'~, 2'h 1l\~, 1~, ~2x'lil 
2'lO 2'1i1 310/1, 2Va 1'lO 6-32x'lil 
2'lO 2'1i1 21"h 2V. 1'lO 6-32x'lil 
3lA, 2% 4lf4 2'%4 1'0/0. S-32x'lil 
3~, 2% 311, 2'%4 15%, 8-32x'lil 
311, 31~, 47';' 2% 21/. S-32x'lil 
3%, 31~, 3'/. 2% 2'18 S-32x'lil 
31~, 3'1i1 51f. 3 2~, ID-32x'h 
31~, 3'1i1 4!1', 3 2~, 1D-32x'h 
4l1, 31~1, 511, 3\1, 2'~, 1D-32x'h 
41\, 31\~, 4'h 3l1, 2'~, 1D-32xlh 
4'~, 4 6 31lA' 3 '/4-20x% 
4'%, 4 4T~, 31\U 3 1f4-20x% 
5%, 4l1, 6111, 4~, 311, 1f4-20x% 
5\1, 4l1, 5'h 4'11, 311, 1f0-20x% 

MOLDED WITH SPECIAL 
MOUNTING 

Molded construction ~ith inserts, studs, pins, or 
mounting bracket. Obtainable with turret ter­
minals and mounting surface opposite terminals. 
Available for M, SM, & MM series. . 

PLUG-IN 
HERMETIC 

Hermetically sealed case with plug-in high com­
pression header. Available only in M & SM series. 

YY-AII metal coses not included above or with 
non-standard mounting centers. ZZ-Open fype & 
encapsulated uni-ts. 
1. Tolerances on dimensions Land Wore +0 fa 
-\~6 for coses Af, AG, AH and AJ; +0 to -1/a for 

all other cases. 
2. Tolerances on dimension H ore +0 to -Va for 
cases Af, AG, AH, and AJ; +0 to -*, for all 
other cases. 
3. Tolerances on dimensions ML and MW are '±%4 
for caHls AJ to J8 inclusive; ±1h, for coses KA to 
LB, inclusive; and ±%" for coses MA to OA, in­
clusive. When mounting studs or holes for inserts 
are used, fhey shall be symmetrically located. for 
template dimensions D, E, and G, tolerance is 
± .002. . 
A. Screw-stud lengths are measured from the 
mounting surface and hove a lengfh foleronte 
of ±\\, on studs '12" long or less ond ±1Ja on 
studs over 1/2" long. 
of studs. 

s: Two studs in a diagonal. 
'Not In conformance with MIL·T-27A. 

MICROTRAN PAGE 9 
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SECTION 5600 

Volts 
6.3 
6.3 

M2810 6.3 C.T. 1,000 Mll·EA 
6.3 C.T. 

M2611 6.3 C.T. 1,000 Q 
6.3 C.T. 1,000 M2166 3,SOO Mll·JB 

M272-4 12.6 C.T. 1,000 Mil 
6.3 

M2829 12.6 500 Mll·AJ M1631 3,500 MIL.JA 
12.6 
12.6 

M2B30 12.6C.T. 500 MIL·JA 1 ,SOD 
12.6C.T. 1,500 

M2812 26.0 1 

MICROTRAN PAGE 10 
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SECTION 5600 

It mlCROTRHn company, inc., VALLEY STREAM, N. Y. 

Page 

Prices, Mechanical Construction, or Electrical Char­
acteristics Subject to Modification without notice. 

Effective 9/1/61 

1 10 50 100 
Pqrt -9 -49 -99 -200 

MINIATURE TRANSFORMERS 
Microtran Page 1 

• M-A·Sh $1.35 $1.22 $1.13 $ .90 
Ml·A 7.05 6.34 5.8& 4.70 
Ml-AG 9.90 8.91 8.25 6.60 
Ml-FB 3.75 3.37 3.13 2.50 
Ml-H 9.00 8.10 7.50 6.00 
MI·M 10.20 9.18 8.50 6.80 

MI-P 8.55 7.69 7.13 5.70 
M2-A 7.05 6.34 5.88 4.70 
M2-AG 10.05 9.04 8.38 6.70 
M2-FB 3.90 3.51 3.25 2.60 
M2·H 9.15 8.23 7.63 6.10 

M2_M 10.35 9.31 8.63 6.90 
M2-P B.55 7.69 7.13 5.70 
M3-A 6.45 5.80 5.38 4.30 
M3·AG 9.45 8.50 7.88 6.30 
M3·FB 3.60 3.24 3.00 2.40 

M3·H B.55 7.69 7.13 5.70 
M3-M 9.75 B.77 8.13 6.50 
M3-P 7.95 7.15 6.63 5.30 
M4-A 6.00 5.40 5.00 4.00 
M4-AG 7.95 7.15 6.63 5.30 

M4-FB 3.45 3.10 2.B8 2.30 
M4-H 7.05 6.34 5.88 4.70 
M4-M 8.25 7.42 6.88 5.50 
M4-P 7.50 6.75 6.25 5.00 
M5·A 6.00 5.40 5.00 4.00 

M5·AG 7.95 7.15 6.63 5.30 
M5·FB 3.45 3.10 2.88 2.30 
M5-H 7.05 6.34 5.88 4.7a 
MS-M 8.25 7.42 6.8B 5.50 
M5·P 7.50 6.75 6.25 5.00 

M6·A 6.45 5.80 5.38 4.30 
M6-AG 9.45 8.50 7.8B 6.30 
M6-FB 3.60 3.24 3.00 2.40 
M6·H 8.55 7.69 7.13 5.70 
M6·M 9.75 8.77 8;13 6.50 

M6-P 7.95 7.15 6.63 5.30 
M7·A 6.45 5.80 5.38 4.30 
M7·AG 10.35 9.31 8.63 6.90 
M7-F8 3.75 3.37 3.13 2.50 
M7-H 9.45 8.50 7.88 6.30 

M7·M 10.65 9.58 8.88 7.10 
M7-P 7.95 7.15 6.63 5.30 
M8-A 7.05 6.34 5.88 4.70 
M8-AG 9.90 8.91 8.25 6.60 
M8-FB 3.75 3.37 3.13 2.50 

M8·H 9.00 8.10 7.50 6.00 
M8-M 10.20 9.18 8.50 6.80 
M8·P 8.55 7.69 7.13 5.70 
M9-A 7.05 6.34 5.88 4.70 
M9-AG 9.90 8.91 8.25 6.60 

M9·FB 3.75 3.37 3.13 2.50 
M9-H 9.00 8.10 7.50 6.00 
M9-M 10.20 9.18 8.50 6.80 
M9·P 8.55 7.69 7.13 5.70 
Ml0·A 7.50 6.75 6.25 5.00 

MIO-AG 10.20 9.18 8.50 6.80 
MIO·FB 3.90 3.51 3.25 2.60 
Ml0·H 9.30 8.37 7.75 6.20 
Ml0-M 10.50 9.45 8.75 7.00 
Ml0·P 9.00 8.10 7.50 6.00 

Mll·A 7.05 6.34 5.88 4.70 
Mll-AG 9.90 8.91 8.25 6.60 
Mll·F8 3.75 3.37 3.13 2.50 
Mll·H 9.00 8.10 7.50 6.00 
Ml1-M 10.20 9.18 8.50 6.80 

Mll·P 8.55 7.69 7.13 5.70 
MI2-A 7.50 6.75 6.25 5.00 
M12·AG 10.20 9.18 8.50 6.80 
MI2·FB 3.75 3.37 3.13 2.50 
MI2-H 9.30 8.37 7.75 6.20 

MI2-M 10.50 9.45 8.75 7.00 
MI2.P 9.00 8.10 7.50 6.00 
MI3-A 5.55 4.99 4.63 3.70 
MI3-AG 7.35 6.61 6.13 4.90 
MI3-FB 3.30 2.97 2.75 2.20 

MI3-H 6,45 5.80 5.38 4.30 
MI3-M 7.65 6.88 6.38 5.10 
MI3·P 7.05 6.34 5.88 4.70 
MI4-A 7.05 6.34 5.88 4.70 
M14·AG 9.90 8.91 8.25 6.60 

1398 • The MASTER - 26th Edition 
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• NEW ITEMS 
NET PRICE LIST 

1 10 50 100 1 10 50 100 
Port -9 -49 -99 -200 Part .9 -49 ·99 -200 

MI4·FB $ 3.90 $ 3.51 $ 3.25 $ 2.60 MM5·H $6.90 $ 6.21 $ 5.75 $ 4.60 
MI4-H 9.00 8.10 7.50 6.00 MM5-M 8.10 7.29 6.75 5.40 

M14·M 10.20 9.18 8.50 6.80 MM6-FB 4.05 3.64 3.38 2.70 
MI4-P 8.55 7.69 7.13 5.70 MM6·H 7.05 6.34 5.88 4.70 
MI5·A 7.05 6.34 S.88 4.70 MM6-M 8.25 7.42 6.88 5.50 
MI5-AG 8.'10 7.56 7.00 5.60 MM7-FB 3.30 2.97 2.75 2.20 
MI5·FB 3.60 3.24 3.00 2.40 MM7-H 6.45 5.80 5.38 4.30 
MI5-H 7.50 6.75 6.25 5.00 MM7-M 7.65 6.88 6.38 5.10 
MI5-M 8.70 7.83 7.25 5.80 
MI5-P 8.55 7.69 7.13 5.70 

TRANSISTOR DRIVER-Microtran Page 6 MICRO-MINIATURE TRANSISTOR 
TRANSFORMERS-Microtran Page 4 

M8002 10.50 9.45 8.75 7.00 
M8003 H.IO 9.99 9.25 7.40 MMTI-FB 3.90 3.51 3.25 2.60 
MB004 10.20 9.18 8.50 6.80 MMT1-H 7.35 6.61 6.13 4.90 
M8005 10.20 9.18 8.50 6.80 MMTI-M 8.55 7.69 7.13 5.70 
M8oo6 9.45 8.50 7.88 6.30 MMT3·FB 4.05 3.64 3.38 2.70 

MMT3-H 7.50 6.75 6.25 5.00 

TRANSISTOR OUTPUT-Microtran Page 6 MMT3'M 8.70 7.83 7.25 5.BO 
MMT4-FB 4.BO 4.32 4.00 3.20 

M8007 10.20 9.18 8.50 6.80 MMT4·H 8.55 7.69 7.13 5.70 

M800B 9.90 8.91 B.25 6.60 MMT4-M 9.75 B.77 8.13 6.50 
MB009 lO.BO 9.72 9.00 7.20 MMT5-FB 4.35 3.91 3.63 2.90 

M80l0 10.50 9.45 B.75 7.00 MMT5-H 7.95 7.15 6.63 5.30 
M8011 10.20 9.18 8.50 6.80 MMT5-M 9.15 B.23 7.63 6.10 
M8012 10.50 9.45 8.75 7.00 MMT7-FB 4.50 4.05 3,75 3.00 
M8013 10.20 9.18 8.50 6.80 MMT7-H 8.40 7.56 7.00 5.60 
M8014 8.40 7.56 7.00 5.60 MMT7-M 9.60 8.64 B.OO 6.40 
M8015 10.50 9.45 8.75 7.00 MMT8-FB 4.65 4.18 3.88 3.10 
M8016 8.55 7.69 7'.13 5,70 MMT8-H 8.55 7.69 7.13 5.70 

MMT8-M 9.75 8.77 8.13 6.50 
MMT9-FB 4.20 3.78 3.50 2.80 TRANSISTOR POWER-Microtran Page 6 MMT9-H 7.65 6.B8 6.38 5.10 

M8018 15.00 13.50 12.50 10.00 MMT9-M 8.B5 7.96 7.3B 5.90 
MB019 15.90 14.31 13.25 10.60 MMT10-FB 3.45 3.10 2.88 2.30 
MB020 18.00 16.20 15.00 12.00 MMTlO-H 7.20 6.48 6.00 4.80 
M8021 15.90 14.31 13.25 10.60 MMT10-M 8.40 7.56 7.00 5.60 
M8022 16.20 14.5B 13.50 10.80 MMr11·FB 4.35 3.91 3.63 2.90 

M8023 18.90 17.01 15.75 12.60 MMTII.H 7.BO 7.02 6.50 5.20 
M8024 18.30 16.47 15.25 12.20 MMTII-M 9.00 B.l0 7.50 6.00 
M8039 13.20 I1.B8 11.00 8.80 MMTl2-FB 3.90 3.51 3.25 2.60 
M8041 9.75 8.77 8.13 6.50 MMTl2·H 7.35 6.61 6.13 4.90 
M8042 10.05 9.04 8.38 6.70 MMTI2·M 8.55 7.69 7.13 5.70 

M8043 10.35 9.31 8.63 6.90 MMTl3·FB 4.05 3.64 3.38 2.70 
M8044 19.35 17,41 16.13 12.90 MMTl3·H 7.50 6.75 6.25 5.00 
M8045 14.10 12.69 11.75 9.40 MMTl3-M 8.70 7.83 7.25 5.80 
M8046 28.2Q 25.33 23.50 18.80 MMTI6-FB 4.50 4.05 3.75 3.00 

MM116-H 8,40 7.56 7.00 5.60 
CHOPPER TRANSFORMERS 

MMT16-M 9.60 8.64 B.OO 6.40 Microtran Page 8 MMT17-FB 4.50 4.05 3.75 3.00 
MMT17-H 8.10 7.29 6.75 5.40 

M8025 13.80 12,42 11.50 9.20 MMT17-M 9.30 8.37 7.75 6.20 
M8026 13.80 12.42 11.50 9.20 MMT18-FB 4.65 4.18 3.88 3.10 

MMT18-H 8.55 7.69 7.13 5.70 
MMT18·M 9.75 8.77 8.13 6.50 INPUl TRANSFORMERS-Microtran Page 8 
MMTl9·fB 4.05 3.64 3.3B 2.70 
MMTl9·H 7.50 6.75 6.25 5.00 M802S 11.85 10.66 9.88 7.90 MMTl9.M 8.70 7.83 7.25 5.80 M8030 13.50 12.15 11.25 9.00 

M8031 13.35 12.01 11.13 8.90 MMT21·FB 4.65 4.19 3.BB 3.10 
MB032 13.05 11.74 10.88 8.70 ·MMT21·H B.55 7.70 7.13 5.70 
M8033 13.05 11.74 10.88 B.70 MMT21·M 9.75 8.78 8.13 6.50 

MMT25·FB 4.35 3.92 3.63 2.90 

DC TO DC CONVERTER-Microtran 
MMT25·H 7.80 7.02 6.50 5.20 

Page 7 
MMT25·M 9.00 8.10 7.50 6.00 

M8034 26.70 24.03 22.25 17.80 
MMT26·FB 4.20 3.78 3.50 2.80 
MMT26-H 7.65 6.89 6.3B 5.10 

M8035 26.70 24.03 22.25 17.80 MMT26·M 8.85 7.97 7.38 . 5.90 
M8036 24.90 22.41 20.75 16.60 MMT27-FB 4.50 4.05 3.75 3.00 
M8050 5.55 4.99 4.63 3.70 
MB051 11.85 10.66 9.88 7.90 MMT27-H 8.40 7.56 7.00 5.60 

MMT27·M 9.60 8.64 8.00 6,40 
MMT28-f 4.65 4.18 3.88 3.10 

400 CYCLE ISOLATION-Microtran Page 6 MMT28·H 8.55 7.69 7.13 5.70 
MMT28·M 9.75 B.77 8.13 6.50 

M8047 8.55 7.69 7.13 5.70 
M804B 14.25 12.82 11.88 9.50 

MINIATURE TRANSISTOR M8049 17.70 15.93 14.75 11.80 

MICRO-MINIATURES-Microtran Page 4 
TRANSFORMERS-Microtran Page 2 

MM1.F& 4.50 4.05 3.75 3.00 
MM1-H 7.35 6.61 6.13 4.90 MTl-A 7.20 6.48 6.00 4.80 

MTI·AG 8.70 7.83 7.25 5.BO MM1·M 8.55 7.69 7.13 5.70 MTl-FB 3.60 3.24 3.00 2.40 MM2·FB 4.80 4.32 4.00 3.20 
MM2-H 7.50 6.75 6.25 5.00 MTl·H 7.80 7.02 6.50 5.20 

MTl-M 9.00 8.10 7.50 . 6.00 
MM2-M 8.70 7.83 7.25 5.80 MTl·P 7.35 6.61 6.13 4.90 
MM3-fB 4.05 3.64 3.38 2.70 MT2-A 8.10 7.29 6.75 5.40 
MM3·H 7.05 6.34 5.88 4.70 MT2-AG 9.60 8.64 8.00 6.40 
MM3·M 8.25 7.42 6.88 5.50 MT2-FB 4.20 3.78 3.50 2.80 
MM4·FB 4.05 3.64 3.38 2.70 MT2-1;I 8.70 7.83 7.25 5.80 
MM4·H 7.05 6.34 5.88 4.70 MT2·M 9.90 8.91 8.25 6.60 
MM4-M 8.25 7.42 6.88 5.50 MT2·P 8.25 7.42 6.88 5.50 
MM5·F8 4.05 3.64 3.38 2.70 MT3·A 7.80 7.02 6.50 5.20 

MICROTRAN PAGE 11 
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Prices, Mechanical Construction, or 
acteristics Subject to Modification without notice. 

NET PRICE LIST e NEW ITEMS Effective 9/1/61 

10 50 100 1 10 50 100 
Part -49 -99 -200 Part ·9 -49 ·99 -200 

1 
Part -9 

10 so 100 
-49 .99 .200 

MINIATURE TRANSISTOR MT21-M $10.05 $9.04 $8.38 $6.70 
MT21·P 8040 7.56 7.00 5.60 TRANSFORMERS-Microtran Page 2 MT22-A 8.25 7A2 6.88 5.50 

MT3·AG $ 9.30 $ B.37 $ '7.75 $ 6.20 MT22-AG 9.75 8.77 8.13 6.50 
MT3-FB 3.90 3.51 3.25 2.60 MT22-FB 4.35 3.91 3.63 2.90 

SMTlO-AF $7.D5 
SMTlO-FB 4.20 
SMTIO-H 6.30 
SMTlO-M 7.50 
SMTl2-AF 6.75 

$6.34 $5.88 $4.70 
3.78 3.50 2.80 
5.67 5.25 4.20 
6.75 6.25 5.00 
6.07 5.63 4.50 

MT3-H 8040 7.50 7.00 5.60 MT22-H 8.85 7.96 7.38 5.90 
MT3-M' 9.60 B_64 B.OO 6.40 MT22-M 10.05 9.04 B.3B 6.70 
MT3-P 7_95 7.15 6.63 5.30 MT22-P BAO 7.56 7.00 5.60 
MT5-A 7.BO 7.02 6_50 5.20 MT23-A 7.80 7.02 6.50 5.20 
MT5-AG 9.30 B.37 7.75 6.20 MT23-AG 9_30 B.37 7.75 6.20 

SMTl2-FB 3.90 
SMTI2-H 6.00 
SMTl2-M 7.20 
SMTl3-AF 6.90 
SMTl3-FB 4.05 

3.51 3.25 2.60 
5.40 5.00 4.00 
6.48 6.00 4.80 
6.21 5.75 4.60 
3.64 3.38 2.70 

MT5-FB 3.90 3_51 3.25 2.60 
MT23-F8 3.90 3.51 3.25 2.60 MT5-H BAO 7.56 7.00 5.60 MT23-H BAD 7.56 7.00 5.60 MT5-M 9.6ij B.64 B.OO 6AO 
MT23-M 9.60 B.64 B.OO 6040 MT5-P 7.95 7.15 6.63 5.30 MT23-P 7.95 7.15 6.63 5.30 MT6-A 7.95 7.15 6.63 5.30 MT24-A 7.80 7.02 6.50 5.20 

MT6-AG 9045 8.50 7.8B 6.30 
B.37 7.75 6.20 MT6-FB 4.05 3.64 3.3B 2.70 MT24-AG 9.30 

MT6-H B.55 7.69 7.13 5.70 MT24-FB 3.90 3.51 3.25 2.60 
MT6-M 9.75 B.77 B.13 6.SO MT24-H BAO 7.56 7.00 5.60 
MT6-P B.IO 7.29 6.75 5040 MT24-M 9.60 B.64 B.OO 6.40 

MT24-P 7.95 7.16 6.63 5.30 
MT7-A 7.95 7.15 6.63 5.30 
MT7-AG 9.45 8.50 7.B8 6.30 MT25-A B.l0 7.29 6.75 5.40 
MT7-FB 4.05 3.64 3.3B 2.70 MT25-AG 9.60 B.64 8.00 6040 
MT7-H 8.55 7.69 7.13 5.70 MT25-FB 4.20 3.78 3.50 2.80 
MT7-M 9.75 . 8.77 B.13 6.50 MT25-H 8.70 7.83 7.25 5.BO 

MT25-M 9.90 8.91 B.25 6.60 
MT7-P B.l0 7.29 6.75 5.40 
MTB-A 8.10 7.29 6.75 5.40 MT25-P 8.25 7.43 6.88 5.50 
MTB-AG 9.60 B.64 B.OO 6040 MT26-A 7.95 7.16 6.63 5.30 
MTB-FB 4.20 3.7B 3.SO 2.80 MT26-AG 9.45 B.51 7.BB 6.30 
MT8-H B.70 7.B3 7.25 5.BO MT26-FB 4.05 3.65 3.38 2.70 

6.60 MT26-H 8.55 7.70 7.13 5.70 MT8-M 9.90 8.91 B.25 
MT8-P 8.25 7.42 6.B8 5.50 MT26-M 9.75 8.7B B.13 6.50 

SMT13-H 6.15 
SMTl3-M 7.35 
SMT16-AF 7.50 
SMTl6-FB 4.65 
SMT16-H 6.75 

SMiI6-M 7.95 
SMTl7.FB 4.80 
SMTl7·H 6.90 
SMTl7-M 8.10 
SMTl8-FB 4.95 

SMIB-H 7.05 
SMTl8-M 8.25 
SMTl9-AF 7.50 
SMTl9-FB 4.65 
SMTl9-H 6.75 

SMTl9-M 7.95 
SMT26-FB 4.50 
SMT26-H 6.60 
SMT26-M 7.80 

5.53 5.13 4.10 
6.61 6.13 4.90 
6.75 6.25 5.00 
4.18 3.88 3.10 
6.07 5.63 4.50 

7.15 6.63 5.30 
4.32 4.00 3.20 
6.21 5.75 4.60 
7.29 6.75 5.40 
4.45 4.13 3.30 

6.34 5.B8 4.70 
7.42 6.88 5.50 
6.75 6.25 5.00 
4.18 3.B8 3.10 
6.07 5.63 4.50 

7.15 6:63 5.30 
4.05 3.75 3.00 
5.94 5.50 4.40 
7.02 6.50 5.20 

ULTRA·MINIATI/RE TRANSFORMERS 
Microtran Page 5 

MT9-A 8.10 7.29 6.75 5.40 MT26-P B.l0 7.29 6.75 SAO 
MT9-AG 9.60 8.64 8.00 6.40 

UM21-F 6.00 5,40 5.00 4.00 
UM21-M 6.60 5.94 5.50 4.40 

MT9-FB 4.20 3.78 3.50 2.BO SUB·MINIATURE TRANSFORMERS UM22-F 4.35 3.91 3.63 2.90 
UM22-M 5.40 4.86 4.50 3.60 

MT9-H 8.70 7.83 7.25 5.80 Microtran Page 3 
MT9-M 9.90 B.91 8.25 6.60 

SMI-AF 9.00 8.10 7.50 6.00 MT9-P 7.80 7.02 6.50 5.20 
MTlO-A 7.80 7.02 6.50 5.20 SM1-FB 4.35 3.91 3.63 2.90 
MTIO-AG 9.30 8.37 7.75 6.20 SM1·H 7.20 6.48 6.00 4.BO 

SM1}M. 9.00 8.10 7.50 6.00 
MTIO-FB 3.90 3.51 3.25 2.60 SM2·AF 8.70 7.B3 7.25 5.BO 
MTlO-H 8.40 7.56 7.00 5.60 SM2-FB 3.90 3.51 3.25 2.60 
MT10-M 9.60 B.64 8.00 6040 

UM23,F 4.65 4.18 3.88 3.10 

UM23-M 5.70 5.13 4.75 3.80 
UM24-F 3.90 3.51 3.25 2.60 
UM24-M 4.95 4.45 4.13 3.30 
UM25-F 3.90 3.51 3.25 2.60 
UM25-M 4.95 4.45 4.13 3.30 

UM26-F 3.90 3.51 3.25 2.60 
MT10-P 7.95 7.15 6.63 5.30 SM2-H 6.90 6.21 5.75 4.60 
MTll-A 8.10 7.29 6.75 SAO SM2-M 9.00 8.10 7.50 6.00 
MTlI-AG 9.60 B.64 8.00 6.40 SM3-AF 8,70 7.83 7.25 5.80 

SM3-fB 3.90 3.51 3.25 2.60 MTlI·FB 4.20 3.78 3.50 2.80 SM3-H 6.90 6.21 5.75 4.60 MTlI-H 8.70 7.83 7.25 5.80 

UM26-M 4.95 4.45 4.13 3.30 
UM27-F 4.20 3.78 3.50 2.80 
UM27-M 5.25 4.72 4.38 3.50 
UM2B-F 3.75 3.37 3.13 2.50 

UM28-M 5.25 4.72 4.38 3.50 
MTII-M 9.90 8.91 8.25 6.60 SMJ-M 9.00 8.10 7.50 6.00 
MTll-P 8.25 7.42 6.88 5.50 SM4-AF 8.70 7.83 7.25 5.80 
MTl2-A 7.80 7.02 6.50 5.20 SM4·FB 3.90 3.51 3.25 2.60 

SM4-H 6.90 6.21 5.75 4.60 MTI2-AG 9.30 8.37 7.75 6.20 SM4-M 9.00 8.10 7.50 6.00 MTl2-fB 3.90 3.51 3.25 2.60 
MTl2·H 8040 7.56 7.00 5.60 SM5-AF 8.10 7.29 6.75 SAO 
MTI2-M 9.60 8.64 8.00 6.40 SM5-FB 3.00 2.70 2.SO 2.00 
MTI2-P 7.95 7.15 6.63 5.30 SM5-H 6.30 5.67 5.25 4.20 

SM5-M 8.40 7.56 7.00 5.60 MTI3-A 7.95 7.15 6.63 5.30 SM6-AF 8.70 7.83 7.25 5.80 MTl3-AG 9.45 8.50 7.88 6.30 
MTl3-fB 4.05 3.64 3.38 2.70 SM6-FB 4.35 3.91 3.63 2.90 
MTl3-H 8.55 7.69 7.13 5.70 SM6-H 7.05 6.34 5.B8 4.70 

UM29-F 4.65 4.19 3.8B 3.10 
UM29-M 5.70 5.13 4.75 3.80 

·UM30-F 3.60 3.24 3.00 2.40 
UM30-M 4.50 4.05 3.75 3.00 

UM31-F 4.BO 4.32 4.00 3.20 
UM31-M 5.B5 5.27 4.88 3.90 
UM32-F 4.35 3.92 3.63 2.90 
UM32-M 5.40 4.86 4.50 3.60 
UM33-F 4.35 3.92 3.63 2.90 

UM33-M 5.40 4.B6 4.50 j:~ UM34-F 4.50 4.05 3.75 
UM34-M 5.55 5.00 . 4.63 3.70 

MTl3-M 9.75 8.77 8.13 6.50 SM6-M 9.00 8.10 7.50 6.00 
MTl3-P 8.10 7.29 6.75 5.40 

VERI-MINIATURE TRANSFORMERS 
MTI4-A 7.20 6.48 6.00 4.BO SUB·MINIATURE TRANSISTOR MTl4-AG B.70 7.83 7.25 5.BO 

Microtran Page 5 
VMI-FPB 4.20 3.78 3.50 2.80 MTl4-FB 3.60 3.24 3.00 2.40 TRANSFORMERS-Microtran Page 3 VM1-M 5.25 4.72 4.38 3.50 

MTl4-H 7.80 7.02 6.50 5.20 SM.TI-Af MTl4-M 9.00 B_l0 7.SO 6.00 SMTl-FB MTl4-P 7.35 6.61 6.13 4.90 SMTl-1j MTl5-A 7.80 7.02 6.SO 5.20 SMTI-M MTl5-AG 9.30 B.37 7.75 6.20 SMT3-AF 
MTl5-FB 3.90 3.51 3.25 2.60 SMT3-FB 
MTl5-H 8.40 7.56 7.00 5.60 SMT3-H 
MTl5-M 9.60 8.64 8.00 6.40 SMT3-M 
MTl5-P 7.95 7.15 6.63 5.30 SMT4-FB 
MTl8-A 8.10 7.29 6.75 SAO SMT4-H 
MTl8-AG 9.60 8.64 8.00 6.40 SMT4-M 
MTIS·F8 4.20 3.78 3.SO 2.80 SMT5-AF 
MTlB-H 8.70 7.B3 7.25 5:80 SMT5-FB 
MTl8·M 9.90 . B.91 8.25 6.60 SMT5-H 
MTl8-P 8.25 7.42 6.88 5.50 SMT5-M 
MT20-A 8,40 7.56 7.00 5.60 SMT7-AF 
MT20-AG 9.90 8.91 8.25 6.60 SMT7-FB 
MT20-fB 4.50 4.05 3.75 3.00 SMT7-H 
MT20·H 9.00 8.10 7.50 6.00 SMT7-M 
MT20-M 10.20 9.18 8.50 6.80 SMTB-FB 
MT20·P 8.55 7.69 7.13 5.70 SMT8-H 
MT21-A 8.25 7,42 6.88 5.50 SMT8-M 
MT2I-AG 9.75 8.77 8.13 6.50 SMT9·FB 
MT21-FB 4.35 3.91 3.63 2.90 SMT9-H 
MT2I-H 8.85 7.96 7.38 5.90 SMT9-M 

Items may not be combined to obtain quantity discounts 

M'INIMUM BILLING, $10.00 

TERMS, I % 10th and 25th, Net 30. F.o.b. Valley Stream 

@ U.C.P., Inc. 

6.75 
3.90 
6.00 
7.20 
7.35 

4.50 
6.60 
7.80 
4.95 
7.05 

8.25 
7.20 
4.35 
6.45 
7.65 

7.SO 
4.65 
6.75 
7.95 
4.95 

7.05 
8.25 
4.20 
6.30 
7.50 

VM2-FPB 5.70 5.13 4.75 3.80 
6.07 5.63 4.50 VM2-M 6.75 6.07 5.63 4.50 
3.51 3.25 2.60 VM3-FPB 4.50 4.05 3.75 3.00 
5.40 5.00 4.00 
6.48 6.00 4.80 
6.61 6.13 4.90 

VM3-M 5.55 4.99 4.63 3.70 
VM4-FPB 5.70 5.13 4.75 3.80 
VM4-M 6.75 6.07 5.63 4.50 

4.05 3.75 3.00 
5.94 5.50 4.40 
7.02 6.SO 5.20 
4,45 4.13 3.30 
6.34 5.88 4.70 

7.42 6.88 5.50 
6.48 6.00 4.80 
3.91 3.63 2.90 
5.80 5.38 4.30 
6.88 6.38 5.10 

VM5-FPB 4.65 4.18 3.88 3.10 
VM5-M 5.70 5.13 4.75 3.80 
VM6-FPB 5.B5 5.26 4.88 3.90 
VM6-M 6.90 6.21 5.75 4.60 
VM7-FPB 4.20 3.7B· 3.50 2.80 
VM7-M 5.25 4.72 4.38 3.50 
VMB-FP8 4.35 3.91 3.63 2.90 
VM8-M 5.40 4.86 4.50 3.60 
VM9-FPB 4.35 3.91 3.63 2.90 
VM9-M 5,40 4.85 4.50 3.60 
VMIO-FPB 4.65 4.18 3.88 3.10 

6.75 6.25 5.00 VMIO-M 6.90 6.21 5.75 4.60 
4.18 3.B8 3.10 VMll-FPB 4.05 3.64 3.38 2.70 
6.07 5.63 4.50 '!Mll-M 5.10 4.59 4.25 3.40 
7.15 6.63 5.30 VMI2-FPB 4.50 4.05 3.75 3.00 
4.45 4.13 3.30 VMI2-M 5.55 4.99 4.63 3.70 

6.34 5.88 4.70 
7.42 6.88 5.50 
3.78 3.50 2.80 
5.67 5.25 4.20 
6.75 6.25 5.00 

VMI3-FPB 4.65 4.18 3.B8 3.10 
VMI3-M 6.90 6.21 5.75 4.60 
VMI4-FPB 4.50 4.05 3.75 3.00 
VM14-N 5.55 5.00 4.63 3.70 

e400K 29.50 29.50 29.50 29.50 

NOTE:' 1. Priee of,part number with -FPB ,u!fix (i.e. MT-FPB) j, tlie 
same as equivalent -FB item. 

2. To determine price of part number with -F suffix (i.e. ~T1-F~ 
deduct from price of -the equivalent -FB item the following: 
1-9. 30e. 10-49. 27e, 50-99. 25e, 100-200,_20e. 

MICROTRAN PAGE 12 
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SECTION 5600 

:~~AL TRANSFORMERS FOR POWER SUPPLIES 

• RECTIFIER CIRCUITS • DC-DC CONVERTERS • HIGH CURRENT CHOKES • CONSTANT VOLTAdE TRANSFORMERS 

RECTIFIER TRANSFORMERS 
PART SECONDARY VOLTS SECONDARY AMPS 
NO. PRIMARY' SERIES PARALLEL SERIES PARALLEL 

APPROX. DIMENSIONS APX. NET 
W H Ml MW lBS. PRICE 

(). 
36-1 115 V 9-18-27-36 ()'9-18 1 2 2% 2% 2Y. 2)14 2.5 $ 5.20 
36-2 115 2 4 3y' 3 3)14 2'~. 2% 3.8 6.90 
36-4 115 4 8 4Ye 3y' 3% 3U. 2% 6.5 8.45 
36-8 115 8 16 4Y. 4Ye 4 3% 3% 11 14.50 
3&:12 lOS, 115, 125 12 24 5)14 4Y. 4% 4% 3% 14.5 16.25 
36-20 105, 115, 125 20 40 

ENCAPSULATED 36-25 lOS, 115, 125 .. 25 50 
6% 5 55/. 5~. 3% 22 27.60 
6% 5y' 5% ~. 3% 25 32.75 

36-30 lOS, 115, 125 30 60 6% 6 5% 5~. 4% 32 43.00 
36-SO 115/230 50 100 S% 7 5% 5~, 5Ye 38 52.00 
36-100 115/230 10[1 200 7 12 5 6Y. 7% 60 98.00 

56-1 115 0-14 2 28-42-5ij· ()'14-28 3y' 3 3)4 2'~. 2)14 3.8 7.25 

56-2 115 2 4 3% 3)4 3% 3Ye 2Y. 5 8.80 
56-4 115 4 8 4Ye 4 3% 3U. 3 B 12.50 
56-6 115 6 12 5)14 4)4 4% 4% 2Ye 13 20.00 
56-8 105, 115, 125 8 IS 5)4 4% 4% 4% 3% 16 25.00 
56-12 lOS, 115, 125 12 24 6% 5 S% 5~. 3% 22 29.00 

OPEN FRAME 
56-25 lOS, 115, 125 25 SO 
56-SO 115/230 SO 100 

6% 6y' 5% ~. 5Ye 35 50.00 
7 11 5 6y' 6% 50 90.00 

Primary rathigs are at 60 cps. Units avai lable for 50/60 

HIGH CURRENT CHOKES cps operation in same pbysical size, add suffix -S to 
Signal No., e.g., 36-1-S., Add 25% to net price shown. 

PART INDUCTANCE CURRENT RES IS. 
NO. (mill i-by.) (amps) (ohms) 

CH-1 100 1 1.5 
CH-2 40 2 0.9 
CH-4 70 4 0.6 
CH-8 30 B 0.3 
CH-12 10 12 0.1 
CH-2O 4 20 O.OS 
CH·24 4 24 0.025 
CH·30 3 30 0.01 
CH·50 1 50 0.01 
CH·]OO 0.5 100 0.005 

THESE UNITS PROVIDE THE FOLLOWING FEATURES: 
• Constant output voltage practically independent of 

line variations shown. Excellent load regulation. 
• Current limiting action-short circuit proof-protects 

rectifi ers and transformers. 

L 

3% 
3% 
4Ye 
5)4 
S)4 
S)14 
6% 
6% 
6% 

APPROX. DIMENSIONS APPR. NET 
W H ML MW WT. PRICE 

2Y. 2% 2Y. 2 2 $4.80 
Resin Encapsulated units are available for extreme en 
vironments. Add )14 inch to overall dimensions and pre· 
fix "E" to part no., e.g., E-36-1. Add 20% to net price 
shown. 

2% 3Ye 2'~. 2Ye 3.2 5.80 
3)14 3% 3Ye 2Y. 5 7.8() 
4 3% 3U. 3 8 11.70 

A 56 volt transformer with a rating of 12 amps, to 
operate at 50/60 cps, and to be encapsulated would be 
deSignated as E-56-12-S. A 12 amp choke to match this 
item would be described as ECH-12. 

4)4 4% 4% 3Ye 13 14.70 
4)4 4% 4% 3Ye 13 14.90 
5 4% 4% 3Ye 18 28.00 
5 5% 5~. 3% 22 34.00 
Sy' 5% 5~. 3% 25 43.00 
6y' 5% 5~. 4Ye 32 58.00 

CONSTANT VOLTAGE TYPE 
(supplied with matched capacitor) 

PART INPUT LINE 
NO. VOLTS FREQUENCY 

CV-28-3.5 95-130 60 cps 
CV-28-7 95-130 60 cps 
CV-36-3 95-130 60 cps 
CV-36-5.5 95-130 60 cps 
CV-f'.4-11 95-130 60 cps 
CV-6.4-15 95-130 60 cps 
CV-6.4-3-4 95-130 400 cps 
CV-28-1-4 95-130 400 cps 
CV-36-.5-4 95-130 400 cps 

• No current spikes-protects rectifier elements. 
• Center tap output-use for Bridge or Full Wave Cen­

ter Tap connections. 
• Output approximates a square wave-ideal for recti­

fier circuits, less ripple, easier filtering. 

OUTPUT MAX APPROX. NET 
VOLTS AMPS VA PRICE 
28 ct. 3.5 100 $32.00 
28 ct. 7.0 200 48.00 
36 ct. 3.0 100 32.00 
36 ct. 5.5 200 48.00 
6.4 ct. 11 70 28.00 
6.4 ct. 15 100 32.00 
6.4 ct. 3 20 25.00 
28 ct. 1 28 30.00 
36 ct. 0.5 20 25.00 

We specialize in rapid service on custom designed con­
stant voltage transformers. Variations of output voltage 
and current combinations for above VA ratings available 
at nominal cost in one week. New items being added 
continuously to our line. 

DC to DC TRANSISTOR CONVERTER TRANSFORMERS 
A high reliability line utilizing tape-wound grain-oriented "c" cores 
with layer wound coilS. Resin impregnation and encapsulation ensures 
a full measure of protection from 
extreme environmental conditions. DC 'TOTAL 

PART INPUT VA TYPICAL 
NO. VOLTS OUT TRANSISTORS 
TC-1 6 50 Delco 2N 441 
TC-2 12 100 Delco 2N 442 
TC-3 28 240 Delco 2N 174 
TC-4 12 100 Delco 2N 442 

DC OUTPUT 
FW BRIDGE FW CT. 
VOLTS MA VOLTS MA 

250 200 
500 200 250 400 
300 800 150 1300 
600 160 300 320 

NET 
PRICE 

$14.00 
14.00 
14.00 
14.00 

All units in same package size 
2Ye Ig. x 3 wide x 2 high. Mounts 
on 1')1. x I'%. centers. Weight 
approx. % lb. Full circuit details 
provided with each transformer. 

"Total va may be drawn from bridge or ct. loads simultaneously, however, total va should not be exceeded. 

CUSTOM SERVICE 
Signal has many years of design and manufacture experience in custom designed rectifier transformers and 
reactors to the exacting specifications of leading power supply manufacturers. Consult us for your special needs. 

IaN.II.:£ r::s..II.NSEO::JUtIEZ:a CO., INC 

BROOKLYN, NEW YORK 
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I SECTION 5600 I 

fliltl::>NORTH HILLS WIDE BAND TRANSFORMERS 
1_--- • Antenna Matching • Pulse Applications 

AA 
Epoxy 

Encapsulated 
11f2x11f2x1 Y2 

BA 
Hermetically 

Sealed 
11~6x1~6xl lis 

BB 
Hermetically 

Sealed 
1%xl~6xlYa 

• Interstage Coupling • Voltage Step-Up 

• Impedance Matching • DC Isolation 

• Computer Drive Circuits • Phase Detectors 

• Signal Distribution • Balanced Modulators 

Type Number Impedance Ratio Type Number Impedance Ratio 

1100 75 Unb/75 Sal 0300 50 Unb/100 Sal 
1300 75 Unb/lOO Sal 0400 50 Unb/150 Sal 
1400 75 Unb/150 Sal 0500 50 Unb/200 Sal 
1500 75 Unb/200 Sal 0501 50 Unb/300 Sal 
1501 75 Unbf300 Sal 0600 50 Unbf 450 Sal 
1600 75 Unbf450 Sal 0700 50 Unb/600 Sal 
1700 75 Unbf600 Sal 0800 50 Unb/800 Sal 
1800 75 Unbf800 Sal 0900 50 Unb/1200 Sal 
1900 75 Unbf 1200 Sal 

Frequency range on some of these units is as wide as 100 kc to 100 mc. Data 
sheets with individual curves are available upon request. 

North Hills wideband transformers have been designed for low insertion loss (less 
than 1 db) and good matching characteristics over wide frequency ranges. Balanced 
windings feature extremely low unbalanced voltages and have a center tap. Com­
plete specifications are available upon request. 
Three case styles are offered. Series AA models are potted in .metal cases with a 
terminal board on the bottom and two 6-32 spade mounting bolts. Series SA are 
hermetically sealed with glass terminals at the case ends and two 4-40 studs on the 
bottom for mounting. Series BB is similar to BA except that the unbalanced con­
nection is provided by a BNC connector. 
A great variety of different requirements is being met by special designs. Your 
specifications for custom wideband transformers may be submitted for quotation. 

NORTH HILLS HI·Q RF TOROIDS 
Type L(JLH) 

These high Q toroids 
Q F(mc) 

are hermetically sealed 

1218-1 1.5 180 12 and shielded in a metal 
case which is nickel 

1218 1218-2 2.8 180 8 plated. There are two 
Hermetically 1218-3 5.4 170 7 teflon terminals V4" Sealed 

2){Z O.D.x3A 1218-4 10.2 170 5 high and one mounting 
stud 6-32x%. 

1218-5 15.0 150 3.5 

1218-6 18.7 150 3 

See Section 1800 for line of adjustable inductors. 

n .-----.-_ .. --
.. -----

© U.c.P., Inc. The MASTER - 26th Edition. Page 1401 



Page 

SECTION 5600 1 

ELECTRICAL PRODUCTS 
ALTE[ 
~ 

PEERLESS 
DIVISION 

CASE A CASE D CASE E CASE F CASE Q CASE S CASE X 

~ llJ , ~. OJ LlJ 
•• All primaries are 111 V, 60 eyele. 
t All transformers In this group are supplied 

with electru-statlc snleld. 

'f Maximum operating level, 1 mw reference . 
• Impedance Is total of two separate windings. 

0. These units may also be used as bridging 
transformers. Complete application data in 
eacb packing box. 

COMBINATION PLATE AND FILAMENT TRANSFORMERS ** t 
Type High Voltage S .. ondary Filament Current, Amperes Dimensions, Inches Weight 

Number AC Volt. DCMA. 5 V. 6.3 V.C.T. Height Depth Width Lb •• 

R-340-F 325-0-325 100 3. 5. 4% 3n 2% 

R-490-F 350·0-350 200 3. 6. 5 .... 3U 3% 8 

R-S62-F 400-0-400 220 3. 6. 5f. 3U 3% 9 

R-631-F 500-435-0-435-500 225 3. 6. 6 4% 4n 11% 
(Has 100 V tap for C bias) (Replaces the R-630-F In a larger ease) 

R-SOO-A 400-0-400 300 4. 4.-5. 4% 5% 3U 12 

R·SlS-S 550-275-0-275-550 280 from 550-0-550 6. 4.-4.2-.9 6% 5% 5% 18 
40 from 275-0-275 

FILAMENT TRANSFORMERS 

Type Secondary Current, Amperes Tost Volt. Primary Volt. Dimensions, Inches Weight 
Numb .. 6.3V. C.T. R.M.S. 60 Cyeie Height Depth Width Lb •• 

F-012-X l. 2000 111 1% 2% 1% % 

F-139-E 8 2000 117 3% 3% 2% 314 

SMOOTHING CHOKES 

Typo Current Inductance Resistance T •• t Volt. Dimensions, Inches Weight 
Number D.C. MA. Henry. Ohm. R.M.S. Height Depth Width Lb •• 

C-32S-F 120 10 240 1500 3% 2M 2!.. 

C-390-F 200 10 150 1500 4U 3 ..... 3f. 6 

STANDARD INPUT TRANSfORMERS 

Type Impedance, Ohms Freq. Range Dimensions, InIChes Weight 
Number Descriptive Data Primary Secondary ±1 db Height Depth Width Lb •• 

K-30S-D Line, Mixer or Microphone to Sgle. 250 50,000 
Grid. Max. Level: 0 dbm'f. 60 C.T. 

SO- 1% 
20,000 

In round ~ 

db magnetic shielding. when terminated 

STANDARD IMPEDANCE MATCHING TRANSFORMERS 

Type Audio Watt. Impedance, Ohms Freq. Range Dimensions, Inches 
Number Descriptive Data Max. 70 V Line Primary Secondary ±1 db Height Depth Width 

E-372-Q Electro-static Shield. 60 db +18 500 C.T.-S33 500 C.T.-333 20 S% 2% 2% 
Repeat Magnetic Shield. dbm'f 250-200 C.T. 250-200 C.T. 20,000 

Coil 125-50 125-50 

STANDARD OUTPUT TRANSFORMERS 

Type Freq. Range Impedance, Ohms Prl. DC MA. Audio Dimensions, Inches 
Nur~ber Descriptive Data ±1 db Primary Secondary Max. Unbal. Watt. Height Depth Width 

S-44B-Q Single or pop plates to line. 20-20,000 20,000 C.T. 500 C.T. 1~ 2 +18 3¥., 2% 2¥., 
30 db hum bucking. 12,500 C.T. 200 C. T.-333 dbmT 

5000-3125 250-125-50 

S-SlO-F pop plates to speaker. 20-30,000 10,000 C.T. 16-8 
8000 C.T. 

40 4 10 2% 2% 2% 

S-526-F pop plates to speaker. 20-30,000 6600 C.T. 16-8-4 
5000 C.T. 

60 6 20 4% 3n 2% 

S-S42-F pop plates to speaker. 20-30,QOO 5000 C.T. 16-8-4 140 14 40 5f. 3 ..... 3n 
4000 C.T. 

1402 • The MASTER - 26th Edition Net 

Weight 
Lbs. 

1% 

Weight 
Lb •• 

1'!<' 

2 

3% 

6 

Consumer 
Net Price 

$20.25 

24.00 

27.00 

37.50 

24.00 

60.00 

Consumer 
Net Price 

$ 4.50 

12.30 

Consumer 
Net Price 

$11.25 

15.00 

Consumer 
Net Price 

$12.30 

Consumer 
Net Price 

$22.50 

Consumer 
Net Price 

$19.20 

16.50 

21.00 

26.25 
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Typ. 
Number 

SECTION 5600 

PEERLESS 
ELECTRICAL PRODUCTS 

Frequency response is guaranteed on all 20-20 plus transformer. 

Descriptive Data 

IN PUT T RAN 5 FOR MER 5 (20-20 PLUS) 

Max. I mpedance, Ohms 
Level ,. Primary Secondary 

Primary DC MA. 
Max. Unbal. 

Dimensions, Inches 
Height Depth Width 

Weight 
Lb •• 

Consumer 
Net Price 

K·241·Do Frequency response, ±1 db: 10- +8 500-280· 0 2~ 1'h 2 $30.00 
25,000 cps. Primary balanced dbm 125-31 70,000' 
to attenuate longitudinal cur· or or 
rents in excess of 50 db. See. 600-340- 84,000' 
may be used single ended or in 150-37.5 
P·P. Has 2 sec. windings.with bal. cap. to grnd. Electrostatic sbield Is provided between pr1. and sec. Has 90 db electromagnetic 
shielding. Insertion loss 1';4 db. Transformer will operate Into open circuit or resistive load. Frequency resp. down less than 
1 db at 15 KC, when operated into resistive load shunted with 120 MMFD, cap. High power rating makes transf. suitable for 
use as output transf. 

OUT PUT T RAN 5 FOR MER 5 (20-20 PLUS) 

S·217-DO Frequency response: ±1 db: 5- +20 12,500 600·300 25 0 3';4 1'h 2 1'4 $38.40 
Line 65,000 cps. Pr1. may be used dhm 3125 150-75 
Level single ended or pop. Sec. wind- Tert-See Data 

E-204·D 
Repeat 
. Coil 

As a 
Hybrid 
Trans-
former 

Type 
Number 

S-232-Q 

S·238-Q 

5-258-Q 

S-271-5 

S-273-S 

Ings have bal. cap. to grnd. 
Has C. T. tertiary of 24.5 ohms which may be used for feedback or grnded. for electrostatic shield. Parallel feed Is required. 
Astatic balance and electromagnetic shield provide approx. 50 db of shielding. Insertion loss 0.5 db. Transf. may be used as 
excellent input. transf. to either single or pop grids. When used this way balanced low Impedance winding provides excellent 
line termination. 

MAT CHI N G T RAN 5 FOR MER 5 (20-20 PLUS) 

Frequency response: ±1 db: 5- +23 500 C.T. 500 C.T. 100 0 3'4 1'h 2 
80,000 cps. Electrostatic shield. dbm 125 C.T. 125 C.T. 
Astatic balance and electro· or or 
magnetic shield provide approx. 600 C. T. 600 C. T. 
50 db magnetic shielding. 150 C. T. 150 C. T. 
Attenuates longitudinal currents 80 db In bal. circuit In freq. range up to 70,000 cps. Insertion loss 0.4 db. 

This precise matching transf. Is an excellent hybrid unit for operation from Total Impedances, Ohms 
two 250/300 ohm sources. Balancing resistor of approx. 125/150 ohms Pri. Pri. 1 Pri.2 Sec. 
required In prl. circuit. For max. attenuation between sources the exact 
value of resistor should be determined from measurements made In circuit 500 250 250 500·125 
where transf. Is used. Correct value wlll yield average attenuation of 27 to or or or or 
30 db with a max. attenuation of approx. 50 db at some point between 600 300 300 600·150 
500 cps and 1,000 cps. 

H I G H LEV E LOU T PUT T RAN 5 F 0 • ME. 5 (20-20 PLUS) 

Pri. DC MA 
Impedance, Ohms Per Winding Max. Dimensions, Inches Weight 

Descriptive Data Primary Secondary Max. Unbal. Level ,. Height Depth Width Lb •• 

Frequency response, ±1 db: 10- 6600 C.T. 16, 8, 70 7 +43 dbm 4% 3t1r 3n 3';4 
100,000 cps. Insertion loss 0.6 1650 C.T. 4,1. 140 14 (20 watts) 
db. (See descriptive data below) See Data 

Frequency response, ±1 db: 10- 10,000 C.T. 16,8, 50 5 +43 dbm 4% 3t1r 3n 3';4 
75,000 cps. Insertion loss 0.6 2500 C.T. 4, 1. 100 10 (20 watts) 
db. (See descriptive data below) See Data 

Frequency response, ±1 db: 10- 5000 C.T. 16,8, 120 12 +46 dbm 4% 3% 3'h 6'h 
100,000 cps. Insertion loss 0.4 1250 C.T. 4, 1. 240 24 (40 watts) 
db. (See descriptive data below) See Data 

Frequency response, ±1 db: 10- 5000 C.T. 16,8, 200 20 +49 dbm 6% 5% 5% 18 
100,000 cps. Insertion loss 0.3 1250 C.T. 4,1. 400 40 (80 watts) 
db. (See descriptive data below) See Data 

Frequency response, ±1 db: 10- 8000 C.T. 16,8, 125 12 +49 dbm 6% 5% 5',{, 18 
80.000 cps. Insertion loss 0.3 2000 C.T. 4, 1. 250 25 (80 watts) 
db. (See descriptive data below) See Data 

$40.20 

Max. 
Level ,. 

+23 
dbm 

Consumer 
Net Price 

$31.50 

$31.50 

$42.00 

$54.00 

$54.00 

DESCRIPTIVE 
DATA, 

GENERAL 

Maximum rated operating level ,. applies to frequency range 20-20,000 cps. Power rating Is 'h at 15 cps, ';4 at 10 cps. 
Full power (60 cps) primary open circuit Inductance Is approximately 100 Henrys for each 1000 ohms of primary Imped­
ance. Leakage Inductance, secondary referred to total primary, Is approximately 1 mh per 1000 ohms of primary Impedance. 
Leakage Inductance, half primary to half primary Is approximately 1 mh per 1000 ohms of primary impedance. Can be used 
b.etween half and double of rated Impedances. For halved Impedances. power ratings are doubled. For doubled impedances, 
power ratings are halved. Secondary may be operated with either end. or C. T. grounded. 

Type 
Number 

A·262·E 

© U.C.P., Inc. 

IMP E DAN C E MAT CHI N G .A UT 0 T RAN 5'F 0 R MER (20-20 PLUS) 

Descriptive Data 

Frequency response, ± 1 db: 10-
100,000 cps. 
May be used In any combination 
of rated impedances, step·up or 
step-down. 

I ~pedance, Ohms 

16,8,4 
or 

8,4,2 

I nsertian Loss 

.5 db. 
or 

1.0 db. 

Net 

Max. Dimensions, Inches 
Level" Height Depth Width 

48.7 dbm 4t1r 3n 3la-
(75 watts) 

or 
44.7 dbm 
(30 watts) 

Weight 
Lb •• 

Consumer 
Net Price 

$18.60 
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SECTION 5600 

Slyle AL MIg. Slyle CL MIg. Style BL MIg. 

Slyle DL MIg. Sly Ie ET MIg. Style FL Mtg. 

Skillful Engl_ring. lale" production technique. and highe.. quality malerial. • • • backed by car.ful workmanship. 
exacting step·by-step inspection and rigorous final testing • • • are combined in every SHe transforme, to provide a 
quality product that give. MORE in dollar value. 

AUDIO TRANSFORMERS - THE "ONE" SERIES 
AUDIO INPUT 

Trpe IlDp.da ••• prl. Max. frequ.ncy ChI,.clerlsllc.-c. p ••• Mil. D ........... Nel. 
NUllbor ",II""" .. Mils Turns Style wt. 

Primall Seconda" (D.C. .1110 50 200 1M 1M 10M A • C C 

lP121 P.M. Spe.ker to Grid 4 100,000 0 1,58 -4.0 -1.0 0 0 0 BL 1·7/8 1·9/16 1·1/2 2 . 5 
IP124 S.B. Mit. to Sgl. or P.P. Grids 100 400,000 C. T. 50. 1,63 -6.0 0 -2.0 -6.0 BL 1·7/8 19/16 J.1/2 2 .5 
IP125 Low Z 10 Sgl. or P.P. Grid. SO 100.000 C.T. 0 h45 -3.0 0 0 0 BL 1·7/8 1·9/16 J.1/2 2 .5 
IP128 SCI. or D.B. Mit. or Line 10 Sgl. or 

P.P. Grids' 200"/50 100,000 C.T. 50 1,45 -2.0 -0.3 0 -0.7 -2.0 DL 2·5/8 2·3/16 2·1/8 2·13/16 1.3 
"'38 Line to Sgr. or P.P. Grids 500"/125 100.000 C.T. 0 1,28 -3.0 -0.4 0 -0.4 -1.5 DL 2·5/8 2·3/16 2·1/8 2·13/16 1.4 
1P145 S81. or P.P. Plale. 10 Line 20,000 C.T. 500"/125 8 12.6,1 -3.5 -1.0 0 0 0 DL 2·1/4 1·718 J.13/16 2·3/8 .9 
IPU2 Sgl. or P.P. Plate. to Lin. 20,000 C.T. 200'/SO 8 20,1 -4.0 -1.0 0 0 0 DL 2·1/4 J.7/8 1·13116 2·3/8 .9 
IPI6I Line to line SOO 500'./125 0 2,1 -0.4 -0.1 0 -0.4 -1.0 DL 2·1/4 1·718 1·13/16 2·3/8 .9 

* Indicates Bal.nced Center Tap 

AUDIO INTERSTAGE 

lP323 S81. Plaie to S81. Grid 10,000 90,000 8 1,3 -5.0 -1.5 0 0 0 BL 1·7/8 1·9/16 J.1/2 2 .5 
IP331 S81. PI.te to P.P.Grlds 10,000 90.000 C.T. 8 1,3 -6.0 -2.0 0 0 -1.0 BL 1·7/8 1-1/16 1·1/2 2 .5 
IP33. Sgl. Pi.te to P.P. Grids 10.000 90.000 C.T. 8 h3 -3.0 -0.5 0 ±O.I· +0.5 BL 2·1/4 1·7/8 1·13/16 2·3/8 .9 
!P342 S81. PI.te to P.P. Grids 10,000 90.000 C.T. 8 1,3 -2.5 -0.5 0 0 0 DL 2·5/8 2·3/16 2-118 2·13/16 1.5 
IP346 P.P. Piates to P.P. Grids 20,000 C.T. 45.000 C.T. 10 U.5 -1.0 -0.2 0 0 0 DL 2·5/8 2·3/16 2·1/8 2·13/16 1.5 
!P351 Universal 

Universal 
8 1<3 -2.0 -0.4 0 0 0 BL 2·1/4 1·718 1·13/16 2·3/8 .9 

3P363 S81. Type 30 to 19. US or P.P 30 
Class B 10.000 J 7.000 C.T. 8 2.4,1 -0.5 0 0 -0.2 -1.0 BL 1·7/8 1·'/1& 1·1/2 2 .5 

TElEVISION REPLACEMENT (VERTICAL BLOCKING OSCILLATOR) 

Trpe Prl ... " Leakale Turl. Mo.nllnl 
11._ .... 

Nel 
N.mber Inductance Inductance Ratio Styl. Mo.ntln, 

I I D I Ctn. 
wt. H W 

lP412 1.15 HY.±20% .008 HY.±25-15% 1,42 Compo filled Case Flange 1·718 T 2·5/16 
11•112 11.15/16 .5 

lP416 1.15 Hy.±20% .008 Hy.±25-15% 1,42 Compo Filled Case Studs 1·5/8 1·3/16 1·3/11 1·13/64 .4 

CHOKES AND REACTORS - THE "TWO" SERIES 
AUDIO REACTORS 

Typ. D.C. Mils Ind_no. In •• '. T.st D.C. Mia. Dim ... ' .... Net 
Number 

Nom. Max. D-D.C. 58% N ... D.C. H ... D.C. Ma •• D.C. 
Voltoge Res. Styl. 

A • C D E W."hl 

2"23 5·0.5 15 558 - 300-500 80 2000 5500 Al 1·7/8 2·1/4 1-518 2·13/16 .9 
2"24 5·0.5 15 5SO - 300-500 80 ,2DOO 5500 CL 1·718 2·1/4 1·3/4 2·13/16 .9 
2"26 35·15 45 65 - 25-35 20 2000 800 AL 1·718 2-1/4 1·5/8 2·13/16 .9 
2P127 35-15 45 65 - 25-35 20 2DOO 800 CL 1·718 2·1/4 1·3/4 2·13/16 .9 

FILTER AND SWINGING CHOKES 

2P132 40 50 22 13 8 , .6 2000 450 Al 1·5/16 1·5/8 1·1/8 2 .3 
2"3S 65 80 18 11 8 7 200D 300 AL 1·9/16 1-7/8 1-3/8 2·3/8 .5 
2"38 85 100 30 16 8 7 2000 350 AL 1-7/8 2-1/4 1·7/8 2·13/16 1.2 
2P141 110 135 20 10.5 8 7 2000 200 BL 2·518 2·3/1& 1-7/8 2·13/16 1.5 
2Pl.2 110 135 20 10.5 8 7 200II 200 DL 2·518 2·3/16 2-1/8 2·13/16 1.5 
2"44 150 180 26 13 8 5.5 2000 190 BL 3 2·1/2 2-1/8 3-1J. 2.1 
2P145 ISO 180 }6 13 8 5.5 2000 190 GL 3-1/8 2·1/2 2·5/8 2 . . 1·11116 2.2 
2"47 200 250 16 10 8 6.5 3500 110 GL 3·1/2 2·7/8 3-1/8 2·1/4 2 3.2 

2"4' '200-20 - - - 3-15 - 3500 110 GL 3-1/2 2·118 3-1/8 2.1/4 2 3.2 
2P151 . 300 350 18 11 8 7 5000 75 Gl 4-5/8 3-3/4 3-7/8 3, 2-13/16 7.5 
2P152 300-30 - - - 3-15 - 5000 75 GL 4-5/8 3-3/4 3-7/8 3 2·13/16 7.5 
2P155 500 600 16 10 8 5.5 5000 55 HT 7·1/8 5-1/2 5-15116 .4-3/8 4-13116 22.8 
2P156 500-50 - - - 3·15 - SOOO 55 HT 7·1/8 5-1/2 5-15116 4-3/. 4-13/16 22.8 

DRIVER TRANSFORMERS - THE "THREE" SERIES 

Trpe RatiO. Prl. Pri. freq .... y ChlraoterislJ.s-•• p. s. Mtl. Di ..... 'I .. s Net 

Hum"., PrlIUI'J Impedance Watts to 1/2 Sec. D.C. Mil Styl. 
D E 

wt. 
Dr Sec. Z 50 200 1M 5M 10M a B C 

3P323 6.000 C.T. to 10.000 C.T. 25 6.5.5,5,1 60 -0.5 0 0 0 -0.3 GL 3-1/8 2·1/2 2·5/8 2 1·11116 2.3 

3P32. 3.000 C.T. to 5.000 C.T. 25 6,5.5,5,1 60 -0.4 0 0 0 -0.1 GL 3·1/8 2·1/2 2·5/8 2 1·11/16 2.3 

3P334 6.000 C.T. to 10.000 C.T. 25 4.5. 4. 3.5,1 60 -1.0 -0.3 0 +0.1 +0.6 GL 3-1/8 2·1/2 2·5/8 2 1·11/16 2 .. 3 

3P33. 3.000 C.T. to 5,000 C.T. 25 4.5.4, 3.5,1 60 -1.7 -0.5 0 0 0 GL 3-1/8 2-1/2 2·518 2 1-11/16 2.3 

3P342 6,000 C.T. to 10,000 C.T. 25 3,2.1,1 60 -0.7 -0.1 0 +0.1 +0.4 GL 3-1/8 2·1/2 2·5/8 2 1·11/16 2.3 

3P347 3.000 C.T. to 5.000 C.T. 25 3,2. hi 60 -0.8 0 0 0 -0.8 GL 3-1/8 2·1/2 2·5/8 2 1-11/16 2.3 

3P353 6,000 C.T. to 10,000 C.T. 25 500 Ohms 60 -1.1 -0.3 0 0 +0.3 GL 3-1/8 2·1/2 2·5/8 2 1·11/16 2.3 

3P35' 3.000 C.T. to 5.000 C.t. 25 500 Ohms 60 -0.9 -0.1 0 -0.4 -1.0 GL 3-118 2·1/2 2·5/8 2 1·11/16 2.:? 
3P383 10.000 5 2.4,1 10 -0.5 0 0 -0.2 -1.0 BL 1-7/8 1·9/16 1·112 2 .5 
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LI.I 
Price 

3.1 • 
4.0' 
3.75 

US 
5.t5 
4.10 
4.80 
5.30 

3.10 
3.85 
4.30 
5.1$ 
5.70 4.5. 
3.10 

Llsi 
Pri., 

4.00 
3.70 

List PrI., 
3.85 
4.30 
3.05 
3.10 

2.00 
2.35 
3.00 

'4.05 
4.30 
4.05 
5.55 
7.15 
7.15 

12.20 
12.20 
34.30 
34.30 

List 
prioe 

12.45 
12.45 
12.25 
12.50 
IUS 
12.75 
12.55 
12.55 

3.10 
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SECTION 5600 

Slyle AL MIg. Slyle CL MIg. Slyle BL MIg. 

Slyle DL MIg. Slyle ET Mtg. Style FL Mtg. 

DIMENSIONAL ILLUSTRATIONS 

[f~~'~-<'~ -<?;. ~TED tW~ 
II " ,I 1\1\1 • ~r II II A 

o ~. \ :-t I 1- ~A 
II 0;:/ • . I-.-t~ 

OUTPUT TRANSFORMERS - THE "SIX" SERIES 
SPECIFIC DUTY REPLACEMENT TYPES-TUBE TO VOICE COIL 

T,pe Pri. Mig. Dimensions 
Number Primary Imp.-Ohms D.C. sec. Z-Ohms Watts Style 

Mils A B C 

6P300 Single 2.000 Plate 50 3·6 6 AL 1-5/16 1-5/8 1-1/2 
6P306 Single 4,000 Plate 35 3-6 6 AL 1-5/16 1-5/8 1-1/2 
6P312 Single or P.P. 7,500 Plates 35 3-6 6 AL 1-5/16 1-5/8 1-1/2 
6P316 Single or P,P. 10.000 Plates 35 3-6 6 AL 1-5/16 1-5/8 1-1/2 
6P319 Push·Pull 15,000 Plates 35 3-6 6 AL 1-5/16 1-5/8 1-1/2 
6P321 Push-Pull 20,000 Plates 30 3-6 6 AL 1-5/16 1-5/8 1-1/2 
6P325 Push·Pull 25,000 Plates 20 3-6 6 AL 1-5/16 1-5/8 1-1/2 

UNIVERSAL REPLACEMENT TYPES-TUBE TO VOICE COIL-TUBE TO LINE-LINE TO VOICE COIL 

Type Prt Mtg. Dimansians 
Number Primar, Imp.-Ohms D.C. Sec. Z-Ohms Watts Style 

Mils A B C 

6P165 Sgl. or P.P. 4M to 14M Plates 40 1.1 to 14 4 ATL 1-5/16 1-5/8 1-3/8 
6P166 Sgl. or P.P. 4M to 14M Plates 50 1.1 to 14 8 All 1-9/16 1-718 1-5/8 
6P167 Sgl. or P.P. 3M to 10M Plates 50 1.2 to 13 15 BTL 1-7/8 1-9/16 1·3/4 
6P169 Sgl. 1500 to 7M Plate 55 .8 to 19 10 ATL 1-9/16 1-718 1·5/8 
6P172 P.P. 3500 to 12M Plates 60 1.3 to 14 20 BTL 2-5/8 2·3/16 2-1/8 
6P701 Single 2500 to 7500 Plate 45 165 to 1500 10 BTL 2-1/4 1·718 1-7/8 
6P710 P.P. 7500 to 15M Plates 45 250 to 1000 10 BTL 2-1/4 1·7/8 1·7/8 
6P714 5gl. or P.P. 2500 to 12M Plates 45 150 to 2400 10 BTL 2-1/4 1-7/8 1·7/8 
6P717 125 to 500 Line 0 I to 32 35 BTL 2-5/8 2·3/16 2·118 
6P722 500 to 3M line in SOD-Ohm Steps 0 1.3 to 48 10 BTL 2-1/4 1-7/8 1-718 

AMPLIFIER AND EQUIPMENT TYPES-TUBE TO LINE AND VOICE COIL 

0 

2 
2 
2 
2 
2 
2 
2 

0 

2 
2-3/8 
2 
2·3/8 
2·13/16 
2-3/8 
2·3/8 
2·3/8 
2-13/16 
2-3/8 

Type Pri. Secondary Frequenc)' Characteristics-c. p. s. Mig. Dimensi.n. 
Num~er Primary.lmp.-Ohms D.C. Imp.-Ohms Watts Style Mils 50 200 1M 5M 10M A B C 0 
6P726 P.P.3300 or 3800 Plates 90 4-8-16-250-500 60 0.3 0 0 +0.1 +0.5 GL 3·3/4 3-1/16 3-3/8 2-1/2 
6P731 P.P. 4500 or 6800 Plates 90 4-8·16-250·500 60 -0.3 0 0 +0.2 0 GL 3·3/4 3-1/16 3-3/8 2·1/2 
6P736 P.P. 5000 Plates 70 4-8-16-250·500 25 -0.9 -0.2 0 +0.2 +0.5 DL 2-5/8 2-3/16 2·1/8 2-13/16 
6P740 P.P.4300 Plates 70 4-8-16-250-500 25 -0.9 -0.3 0 +0.3 +0.5 DL 2-5/8 2·3/16 2-1/8 ~:g~;E 6P743 P.P. 6600 Plates 70 4-8-16-250-500 25 -0.7 -0.1 0 +0.2 +0.5 Dl 2·5/8 2-3/16 2·1/8 
6P746 p.p.lIooo Plates 70 4-8-16-250-500 25 -0.7 -0.1 0 +0.1 +0.3 DL 2-5/8 2-3/16 2·1/8 2-13/1 
6P749 P.P. '10.000 Plates 60 4-8-16-250-500 25 -0.4 -0.1 0 +0.2 +0.3 DL 2-5/8 2·3116 2-1/8 g~'IE 6P752 5g!. 2500 Plate 60 4-8-16-250-500 10 -3.0 0.4 0 +0.3 +0.5 DL 2-1/4 1·718 2·1/8 

TELEVISION REPLACEMENT (VERTICAL DEFLECTION) 

Primary Imp.-Ohms 

19,000 Min. 

MODULATION TRANSFORMERS - THE "FIVE" SERIES 

Nei 
Wt. 

.3 
_3 
.3 
.3 
.3 
.3 
.3 

Net 
WI. 

.3 

.5 

.5 
:5 

1.5 
.9 
.9 
.9 

1.5 
.9 

'E 

2-3/16 
2-3/16 

SNC universal modulation transformers are specifically designed to provide maximum application possibilities per type. All units are 
provided with two identical secondary windings, permitting series or parrollel operation. Changes in the ratio can be readily accom· 
plished, when desired, without .removing the unit from the chassis. Most units available in either air cooled or compound filled cases. 

UNIVE!5AL TYPES 

Type 
Secondar), Characteristics 

Primary DimenSiDftS Net 

.. List 
Price 

2.00 
2.00 
2.65 
2.65 
2.70 
2.70 
2.70 

LIst 
Price 

3.10 
3.10 
3.85 
3.10 
5.60 
4.90 
5.55 
5.85 
5.95 
5.60 

Net list 
Wt. Price 

4.4 11.75 
4.4 11.75 
1.5 7.90 
1.5 7.90 
1.5 7.90 
1.5 7.90 
1.5 8.30 
1.0 6.25 

List ~~i~:~f ~~fi NUr.lber Watt. Series Sec. Parallel Sec. Inped.nce Weight Pric. Mils Impedance Mils. Impedance Mils Ohms A B C D E 
5P341 15 60 3M t. 8M 50 1000 to 5000 100 3M to 8M DL 2-5/8 2-3/16 2-3/8 2-l3/16 1.5 '.90 
5P346 50 80 2M to IBM 75 500 to 4500 150 3M to 15M GTL 3-7/8 3-118 3-3/8 2·1/2 2·3/16 4 15.50 
5P352 100 120 2M t.18M 100 50010.4500 200 3M to 15M GTL 4-5/8 3·3/4 3·718 3 2-13/16 9.7 24.75 
5P354 HT 24 56.75 
5P355 200 200 2M to IBM 150 500 10 4500 300 3M to 15M JT 7·1/8 5·1/2 5·15/16 4-3/8 4-13/16 32 62.05 
5P357 HT 33 68.65 
5P35. 300 250 2M to IBM 250 500 to 4500 500 3M to 15M JT 7·1/8 6·1/2 7-1/4 5-318 6-1/8 41 73.10 
5P363 Hl 

110.3/4 
51 138.60 

5P364 500 300 2M to IBM 300 500 to 4500 60D 3M to 15M JT 6·1/2 7·1/4 5-3/8 6-118 64 15t.IO 
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SECTION 5600 

Slyle Gl Mtg. 
Slyle HP Mtg. 

Style ATl Mtg. Style BTl Mtg. Style BxL MIg. 

Style GTL Mtg. Style HT Mig. Style JT MIg. Style GP Mtg. 

POWER TRANSFORMERS - THE "EIGHT" SERIES 

NOTE 

Basic mounting types are 
classified as "A," 118," 
"C," "D/' liE," "F," "G," 

"H," "J ," and Bx. 
Explanation 

of Suffix Symbol. 
l = leads 
T= lugs 
P = Cord and Plug 

SP = Switch, Cord 
and Plug 

All u.11I co ....... tl .. 1y rated '0' operation o. eithe,50 0' 60 cycles and contain on elect,o.tatic shield betw.en primary and all othe, wlndln.l. 

IIIPLACEMENT TYPES (63 Volt Heall, Wlndlna) -
T",. P,lml', R.M:i .. ~r':OIt. Se •• Re.tllle, ~:.\~, ~~~~~I MIR. Dlmenllonl Net List 

Number VOItI,' D.C. "tamanl Slyte I I J I WI. ,,1 •• 
Mltl A 8 C D I 

IP040 111 265·0·265 40 5V. @ 2A. 6.3V. @ 2A. IL 3 I 2·112 I 2·3/4 I 2·1/2 I 2 2.3 5.15 
lP055 111 300·0·300 55 5V. @ 2A. 6.3A. @ 2.5A. FL 3 2·1/2 3-1/8 2·1/2 2 2.8 '.00 
1P070 117 325·0·325 70 5V. @ 2A. 6,3V. @ SA. FL 3 2·1/2 3-1/2 2·1/2 2 3.2 7.10 

HEAVY DUTY REDLACEMENT AND NEW EQUIPMENT TYPES (63 VDlt Healer Winding) 

T",a Prima" R.M:i;0~1.h':OIt. 
Se.r R,.tlfler Haale, Wind In, MI •. Dlmanllo .. Net Lilt 

Number Votttre D.C. Filamlnt Cenler Tapped SI,te WI. "t .. Mill A B C D E 

IPIIO 117 265·0-265 40 5V. @ 2A. 6.3V. @ 2A. FL 3 2·112 3-1/4 2-1/2 2 3.2 1.15 
ep180G: GL 3·1/16 2·7132 3-1/8 2 2·3/16 

1'183 117 300-0·300 50 5V. @ 2A. 6.3V. @ 2A. FL 3·3/S 2·13/16 3-1/16 2-13/16 2-1/4 3.5 1.10 
8P113C Gl 3·7/16 2·27/32 3·1/4 2-1/4 2·1/1 
IPl88 117 325-0-325 60 5V. @ 2A. 6.3V. @ 3A. FL 3·3/S 2·13/16 3-11/16 2;13/16 2-1/4 4.0 '.00 
IPII18 Gl 3·7/16 2·27132 3·1/2 2·1/4 2·3/8 
1P1I9 117 350·0·350 70 5V. @ 3A. 6.3V. @ 3.5A. FL 3·3/4 3·1/S 3-314 3·I/S 2·1/2 5.0 '.90 
IPlI6G Gl 3·13/16 3·5/32 3·5/S 2·1/2 2·7116 

IP1I2 117 350·0-350 10 5V. @ 3A. 6.3A. @ 4A. Fl 3·3/4 3·1/8 4 3-1/8 2-1/2 5.7 10.10 
8PI92G GL 3·13/16 3-5/32 3-718 2·1/2 2·11/16 

IPl94 117 375·0·375 110 5V. @3A. 6.3A. @ 4A. FL 3-3/~ 3·1/8 4-1/8 3·1/8 2·1/2 6.0 12.20' 
IPl84G Gl 3·13/16 3·5132 4 2·1/2 2·13/16 

8P196 117 350·0-350 150 5V. @ 3A. 6.3V. @ 4.8A. rL 4·1/S 3·7/16 4-3/8 3-7/16 2·3/4 7.7 12.85 
IPI,96G Gl 4·3/16 3-15132 4-3/S 2·3/4 3-5/16 
8P191 117 400·0·400 70 5V. @ 3A. 6.3V. @ 3.5A. rL 3·3/4 3·1/8 '4 3-l/8 2-112 5.8 11.15 
IPl988 Gl 3·13/16 3·5132 3·718 H/2 2·11/16 
IP202 117 450:0-450 200 5V. @ JA. 6.3V. @ SA. FL 4-1/2 3·3/4 4·3/4 3·3/4 3 10.7 18.50 
IP2028 Gl 4·9/16 3·25/32 4-3/8 3 3·11/16 
8P205 117 450·0·450 325 5V. @ 6A. 6.3V. @ 8A. HT 7·1/S 5·111 5·15/16 4·318 4-13116 22.3 44.90 

1P201 111 550·0·550 275 5V. @ 6A. 6.3V. @ 6A. HT 7·1/8 5·1/2 5·15/16 4·3/8 4-13/16 23.3 44.90 

REPLACEMENT TYPES (Two 2 5 Volt Heate, Windings) 
INl7 117 350-0-350 7O 5V. @ JA. No.l=2.5V.@3.5A. FL 3·3/4 3-1/S 4 3-1/8 2-1/2 5.8 11.90 
1P4&78 NO.2=2.5V.@SA. GL 3-13/16 3·5/32 3-718 2·1/2 2·11/16 
8P484 117 375-0·375 110' SV. @ 3A. No.I_2.5V.@3.5A. FL 3·3/4 3·1/8 4-1/4 3-1/8 2-1/2 6.2 13.00 
1"946 No. 2=2.5V.@IOA. GL 3·13/16 3·5/32 4-1/8 2·1/2 2·15/16 

GENERAL PURPOSE TYPES WITH CONVENIENT LUG TERMINALS 16 3 Volt Hoate, Winding) .. 
T",e Prl .... " !lM:i;D~1.~rtt. 

s ••. Re.tlfie, Helter Winding ~;fi 
Dlmenslonl N.t List 

Numbe, Yolt •• e· D.C. Fillme.t Ce.le, Tapped Wt. Prlcl 
Mils A 8 C D E 

IP382 117 300-0-300 50 5V.·@ 2A. 6.3V. @ 2A. ET 3·3/S 2·13/16 3-7116 2-13/18 2·1/4 3.2 7.10 
IP385 117 325·0-325 60 5V. @ 2A. 6.3V. @ 3A. ET 3·3/8 2·13/16 3-11/16 2-13/16 2-1/4 4.0 1.35 
IPlII 117 350-0·350 70 5V. @ 3A. 6.3V. @ 3.5A. ET 3·3/4 3·1/8 3·3/4 3·1/8 2·1/2 4.7 '.IS 

TELEVISION REPLACEMENT TYPES 
NO.I=;5V.@2A . 

.,103 117 375·0·375 210 5V. @ 3A. No.2=6.3V.@5.6A. Fl 4·112 3·3/4 4·3/4 3·3/4 3 10.7 , ... 5 
IP805 117 235·0-235 90 5V. @ 2A. 6,3V. @> S.5A. FL 3·3/8 2·13/16 4 2-13/16 2·1/4 5.1 11.20 
1P807 117 365·0-365 300 5V. @ 6A. No.1_12.6V.@5A FL 4·23/32 3·27/32 6·3/4 4·1/16 3·3/16 16.0 33.85 

NO.2=5V,@2A 
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SECTION 5600 

NOTE 

Style GL Mig. Style ATL Mtg. Slyle BTL Mtg. Slyle BxL Mig. 

Basic mounting types are 
classified 'as "A," "B,II 
"C," liD," liE," "f," "Gi" 

IIH," IIJ," and Bx. 

Type 
Number 

7P530 

7P535 
7P536 

7P542 
7P543 

7P551 
7P552 

7P557 
7P558 

7P563 
7P584 

Style HP Mig. 

Slyle GTL Mig. Slyle HT Mig. Style JT Mtg. Style GP Mig. 

PLATE TRANSFORMERS - THE "SEVEN" SERIES 

Explanation 
of Suffix Symbol. 
L = Leads 
T= Lugs 
P = Cord an" Plug 

SP = Switch, Cord 
and Plug 

All SHe plate transform.n have dual secondary ratings. Most units availabl. in either air c.ooled or compound filled cases. All units 
electrodotic shields between primary and high voltage windings. 50/60 Cycl. Operation 

Primar, Prl. SecDndary D.C. Volta.1 D.C. :"i Di~enslanl Nel 
VDltale V.,. R.M.S. Vollage From Filter· Current WI. 

A B C • E 

115·230 220 920·()'920 750 200MA Gl 4·3/4 3·3/4 5·1/8 3 4-1/16 12 
or 740·0·740 or 600 

115·230 320 930·0·930 750 300MA HT 7·1/8 5·1 2 5·15/16 4-3/8 4-13/16 22 
or 750·0·750 or 600 JT 30 

115·230 530 1470·0·1470 1250 300MA tiT 7·1/8 6·1/2 7·1/4 5-3/8 6-1/8 33 
or 1220·0·1220 or 1000 JT 41 

115·230 750 2050·0·2050 1750 300MA HT 7·1/8 6·1/2 7·1/4 5-3/8 6-1/8 43 
or 1740·0·1740 or 1500 JT 51 

115·230 1060 2880·0·2880 2500 300MA HT 1()'3/4 6·112 7-1/4 5-3/8 6-1/8 53 
or 2350·0·2350 or 2000 JT 69 

115·230 1760 2900·0·2900 2500 500MA HT 10·3/4 9 7-1/4 7 5-13/16 96 
or 2370·0·2370 or 2000 JT 126 

*AII units may be operated with simultaneous loads-provided the total D.C. Current of the two toads does not exceed the ,atlne listed. 

Type 
Numba, 

4P222 
4P226" 
41'227 
4P234 
4P239 
4P242" 
4P243 
4P244" 
4P245" 
4P246 
4P251 
4P256 
4P260 
4P2&7 
4P272 

FILAMENT TRANSFORMERS - THE "FOUR" SERIES 
Most SNC Filament Transformers are constructed to provide two identical center tapped secondary windings and oH., a minimum of 
three applications. They provide three-fold the number of possible applications of ordinary filament types. A few are .tngle lecondary 
units and are so designed. All have 117 V. 50/60 cycle primary. 

Applications 
Tesl Mig. Dlmensloll Net 

Parallel Series Independent Vollages Slyle 
A I C D E 

WI. 
Secondaries Secondaries Identical Secondaries 

2.5V. C.T. @ 5 A. 5 V. C.T. @ 2.5 A. Two·of 2.5V. C.T.@ 2.5 A. 2000 Bl 2·1/4 1·7/8 1·3/4 2·3/8 1.0 
2.5V. C.T. @ 10 A." 7500 Bl 3 2·1/2 2·3/8 3·1/8 2.0 
2.5V. C.T. @ 10 A. 5 V. C.T. @ 5 A. Two of 2.5V. C.T.@ 5 A. 2000 BL 2·5/8 2·3/16 2 2·13/16 1.5 
2.5V. C:r. @ 15 A. 5 V. C.T. @ 7.5 A. Two of 2.5V. C.T.@ 7.5 A 2000 Bl 3 2·1/2 2·1/4 3-1/8 2.2 
5 V. C.T. @ 6.SA. 10 V. C.T. @ 3.25A. Two of 5 V. C.T.@ 3.25A. 2000 Bl 3 2·1/2 2·1/4 3-1/8 2.2 
5 V. C.T. @ 20 A." 10000 BxL 4·1/8 3-7/16 2·3/4 2·3/4 2·1/8 4.6 
5 V. C.T. @ 20 A. 10 V. C.T. @ 10 A. Two of 5 V. C.T.@ 10 A. 2000 Bxl 3·3/4 3·1/8 2·3/4 2·1/2 2·1/4 4.3 
6.3V. C.T. @ 0.6A." 2000 BL 1·7/8 1·9/16 1·1/2 2 .6 
6.3V. C.T. @ 1.2A." 2000 BL 1.7/8 1·9/16 1·5/8 2 .7 
6.3A. C.T. @ 2 A. 12.6V. C.T. @ 1 A. Two of 6.3V. C.T.@ 1 A 2000 Bl 2·1/4 1·7/8 1·3/4 2·3/8 1.0 
6.3V. C.T. @ 6 A. 12.6V. C.T. @ 1 A. Two of 6.3V. C.T.@ 3 A. 2000 BL 3 2·112 2·1/4 3-1/8 2.0 
6.3V. C.T. @ 10 A. 12.6V. C.T. @ 5 A. Two of 6.3V. C.T.@ 5 A 2000 BxL 3·3/8 2·13/16 2·1/2 2·1/4 2-1/8 2.9 
7.5V. C.T. @ 3 A. 15 V. C.T. @ 1.5 A. Two of 7.5V. C.T.@ 1.5 A 2000 Bl 2·5/8 2·3/16 2 2·13/16 1.5 
7.5V. C.T. @ 4.5A. 15 V. C.T. @ 2.3 A. Two of 7.5V. C.T.@' 2.3 A. 2000 Bl 3 2·1/2 2·1/4 3-1/8 2.0 

11 V. C.T. @ 10 A. 22 V. C.T. @ 5 A. Two of 11 V. C.T.@ 5 A 2000 Bxl 3·3/4 3-1/8 2-3/4 2·1/2 2·1/4 4.1 

*Slngle Secondary Units. 

VOLTAGE CHANGER AND ISOLATION - THE "NINE" SERIES 
All Units Have Primary .cord and Secondary Plug and Are For 50/60 Cycle Operation. 

Lilt 
Prl •• 

19.80 

48.20 
52.80 

55.45 
80.70 

51.40 
72.80 

81.15 
88.45 

118.80 
185.00 

List 
Price 

3.10 
'.05 
5,30 
8.25 
5.80 

11.20 
9.90 
3.85 
4.20 
4.80 
5,35 
1.15 
... 8 
'.15 
... 0 

VOLTAGE CHANGER (ISOLATION) 

Type Primary Secondary Capacity ~~fi 
Dimenshtnl Net List 

Number Voltage Vollage in V. A. A B C D E WI. Prl •• 

9P707 220·250 110·125 75 GP 3·13/16 3·5/32 3·1/8 2·1/2 1·15/16 3.9 10.25 

9P713 220·250 110·]25 150 GP 4·9/16 3-25/32 3-7/8 3 2·13/16 8.0 15.20 
9P718 220·250 110·125 360 HP 7·1/8 5·1/2 5·15/16 4·3/8 4·13/16 23.3 39.&0 

·AII list prlc.s given are subject to regular trade discounts and may ... changed without notice. 

S N C MANUFACTURING CO., INC., OSHKOSH, WISCONSIN 

'C) U.c.P., Inc. Trade Discount Applies To List Prices Only The MASTER - 26th Edition • Page 1407 



I SECTION 5600 I 

TODD ELECTRDC Co., Inc. 
STEP·DOWN, STEP·UP AUTO TRANSFORMERS 
FOR EVERY 50 OR eo CYCLE APPLICATION 

220/240 volts 10110/120 
Todd's precision designed Auto Transformers equipped with 6 ft. U.L. approved line cord with 
are specially construtled to resist corrosion American wall plug, British or Continental wall 
caused by excessive humidity and will with· plugs available at extra cost. 
stand abnormal loading. The input side is 

HEAVY DUTY MODEL 

Catalog Rating Weight Dimension Inches List 
Number Watts Lb •• H W D Price 

50-15 75 2% 31.{. . ~~ 3'.{ • $ 7.90 
50-16 100 21ti 3'.{. 2~ 3 s.{, 8.10 
50-17 150 3~ 3%6 2~ 3'-s.{, 9.60 
50-12 250 6 4% 3% 3% 13.20 
50·18 350 6~ 4% 3% 3 14 14.25 
SO-l1 SOO 10~ 4% 3% 4% 17.10 
SO-19 750 12 4% 3% 5~ 21.80 
50-13 1000 15% 4% 3% 6% 28.50 
50-14 1500 20 4% 3% 7% 37.20 
5D-20 2000 24 6 4% 6% 70.00 

HEAVY DUTY 
VOLTAGE 
REGULATOR 

Type Input Taps Sec. 

11 84 92 100 108 115 122 130 138 115 
12 84 92 100 108 115 122 130 138 230 
21 170 185 200 215 230 245 260 275 115 
22 170 185 .200 215 230 245 260 275 230 

Cotalog Ratl"g Weight Dimension Inche. List 
Number Type Watts Lb •• H W D Price 

TC·17 11 or 22 1SO 6 5 lSIsa 3a5fn 5 $ 25.20 
TC·18 11 or 22 350 7 5~a 320/12 5% 35.60 
TC.11 11 or 22 500 11 5 11tb 3~2 5~ 41.00 
TC-19 11 ar 22 750 15 511/b 3'~ 6% 51.30 
TC.13 11 or 22 1000 20 511/12 320/Q 7 'Is 62.25 
TC·14 11 or 22 1500 25 511/32 32~ 8 'Is 81.50 
TC.20 11 ar 22 2000 30 6~ 4'/12 8% 155.00 
TC.17 12 or 21 1SO 6 511/32 3fstn 5% 29.50 
TC-18 12 ar 21 350 7 5 11tb 32o/b 5% 41.15 
TC-ll 12 or 21 500 11 5% 3~ 6 47.30 
TC.19 12 or 21 750 15 511~ 320/32 6% 60.50 
TC.13 12 or 21 1000 20 6~ 4~2 7~ 75.00 
TC.14 12 or 21 1500 25 6lUfn 4'~ 8% 92.25 
TC.20 12 or 21 2000 30 620/32 4%2 9~ 178.00 

INDUSTRIAL MODEL 

Ca,"dog Rotin, We+ght DimensIon Inches List 
Humller Watts Lbs. H vr D Price 

50-28 3000 38 6~ 7 1.{, 6% $171.00 
50-29 4000 47 6~ 71,{. 6% 200.00 
50 ... 22 5000 58 6~ 7~e 6% 233.00 
50·30 6000 70 6% 71.{. 6% 283.00 

Catalog 'Rating 
t~umbor Watt. 

SO·24 50 
SO·21 65 
SD·25 80 
SO·23 100 
SD·26 125 
5D·27 150 

Type 

11 84 92 
12 84 92 
21 170 185 
22 170 185 

Catalog 
Number Type 

TA·20 11 or 22 
TA·28 11 or 22 
TA.29 11 or 22 
TA.22 11 or 22 
TA-30 11 or 22 
TA·20 12 or 21 
TA-28 12 or 21 
TA-29 12 or 21 
TA-22 12 or 21 
TA-30 12 or 21 

NORMAL DUTY 
MODEL 

Dimension Inches Weight 
Lb •• H W D 

List 
Price 
$4.90 1% 

1% 
1% 
1% 
2 
2% 

5.15 
5.40 
5.70 
6.35 
6.90 

PANEL MOUNTED 
VOLTAGE REGULATOR 

Input Taps Sec. 

100 108 115 122 130 138 115 
100 108 115 122 130 138 230 
200 215 130 245 260 275 115 
200 215 130 245 260 275 230 

Rating Weight Dimension Inches List 
Watt. Lbs. H W D Price 

2000 40 6% 7% 17% $182.00 
3000 50 6% 7% 17% 208.00 
4000 60 6'Is 7~ 17% 253.00 
5000 70 6'Is 7% 17% 293.00 
6000 85 6% 7% 17% 348.00 
2000 40 6% 7% 17% 198.00 
3000 50 6% 7% 17% 222.00 
4000 60 6% 7% 17% 270.00 
5000 70 6% 7% 17% 313.00 
6000· 85 6% 7% 17% 370.00 

INDUSTRIAL PANEL MODEL 

Catalog Rating Weight Dimension Inches List 
Number Watts Lb •• H W D Price 

SO.28TA 3000 50 6% 7% 17% $198.00 
SO-29TA 4000 60 6% 7% 17% 229.00 
SO-22TA 5000 72 6% 7% 17% 265.00 
50-30TA 6000 85 6% 7% 17% 316.00 

is a step·down, step'up specialist. Consult us for 
modifications including fUSing. metering. non·standard 
voltage, specialized mountings, Mil·T·27A applications, 
hermetic sealing and other custom requirements. 

TODD ELECTRIC CO., INC. 
YONKERS, N. Y. 

. Poge 1408 • The MASTER - 26th Editian Trade Discount Applies to list Prices Only © U.C.P., Inc. 



SECTION 5600 

S P R A G U E PULSE TRANSFORMERS 
AND DECADE INDUCTORS 

TYPE 850W PRECISION DECADE INDUCTORS 
• Indispensable For Design and Experi­

mental Work on Audio Filters, Equal­
izers, and Tuned Circuits. Frequency 
Range is 150 to 20,000 Cycles per 
Second 

• Excellent Stability With Respect to 
Current and Ambient Temperature 
Changes 

Cat. Inductance Optimum Freq. 
No. Steps Range in cps 

850WAI 10 x O.OOlH 400 to 20,000 
850WA2 10xO.01H 400 to 20,000 
850WA3 10 x 0.1 H 400 to 20,000 
850WA4 10 x 1.0H 400 to 5,000 

• All Four Decade Inductors May Be 
Connected in Series to Provide 11,110 
Steps of Inductance 

• Housed in Gray Aluminum Case with 
Rubber Feet. Measures 51.4" long, 3" 
Wide, 21.4 " High. Fitted With Five-way 
Binding Posts. 

Average Q Factor Max. Milliamperes Net 
at 1000 cps at 4500 cps D-C A·C Each 

40 75 250 700 $31.90 
60 125 79 220 31.90 
60 125 25 70 31.90 
60 125 8 22 31.90 

TYPE 31Z 'PANCAKE' PULSE TRANSFORMERS 

• Miniature Units with Transformer Section Em­
bedded in Epoxy Resin Inside a Pre-molded 
Outer Shell. 

• 31Z382 Is Recommended for Pulse Voltages up 

to 200 Volts at Average Power Rating of 1.0 

Watt. Maximum Suggested Volt-microsecond 

Product is 1200. • "Pancake" Design is Excellent for Mounting on 
Printed Wiring Boards as Well as On Conven­
tional Chassis. 

• For Complete Technical Data, Refer to Latest 
Issue of Engineering Bulletin 40,230. 

Cat. Turns Lp 

No. Ratio (mH) 

31 Z204 1: 1 6.0 
31Z286 1: 1: 1 6.0 
31.l382 1: 1: 1 15 

• 31 Z204 and 31 Z286 Are Recommended far 
Pulse Voltages up to 100 Volts at Average 

Power Rating of 0.5 Watt. Maximum Sug­

gested Volt-microsecond Product is 340. 

Typical Pulse Width Range and 
LL CI Cc Impedance level for 10% Droop 

Width at Width at Width at 
(/LH) (/L/LF) (/L/LF) lOOn (/Lsec) 250n (/Lsec) 500S1 (/Lsec) 

10.0 14 29 13.0 4.80 2.6 
10.0 14 29 13.0 4.80 2.6 
25 24 49 33 12 6.4 

Ne't, ea. 

$4.60 
5.70 
5.70 

PULSE TRANSFORMER ASSORTMENT No. 100Z41 

Cat. No. 100Z41 ....................... Net, $65.00 

Copyright 1961, Sprague Products Company 

'r. U.c.P., Inc. 

• A Special Selection of Pulse Transformers for low-Power, 

Highcspeed Computer Circuitry 

• Covers a Wide Range of Turns Ratios and Primary Inductance 

Combinations 

• Ideal for Experimental Circuit Design on Transistorized or 

Electron Tube Circuits. 

• Mll-T-27A and Mll-T-21038Quality - Transformer Cores and 

Windings are Potted in Pre-Molded Epoxy Cases for Me­

chanica I and Moisture Protection 

• Can Be Mounted Flush on Printed Wiring Boards or Used in 

Conventional Point-to-Point Wiring 

• Packed in Clear, Hinged-Lid Reusable Plastic Case 

REM-66-6128 All prices and sizes subject to change without notice. 
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SECTION 5600 

STANCOR ELECTRONICS INC. 
(formerly Chicago Standard Transformer Corporation) 

STANCOR TRANSFORMERS 
AND RELATED COMPONENTS - INDEX on Pg.1411 

TRANSISTOR AUDIO TRANSFORMERS 
Part Applica- Imp. in Ohms Max. Pri. DC Res. in Ohms Power Base Mtg. Mtg. 
No. tion Pri. Sec. DC Ma. Pri. Sec. in Watte Ht. Area Ctrs.· Type 

Shpg. 
Wt. 

Net 
Price 

TA-l Input 600 C.T. 10 20 42 .8 .05 I%. l',{,x l % 1% A 1 oz. $1.93 
TA-2 Interstage 100 C.T. 10 C.T. 100 4.3 .8 .25 Hi, 2Ysx1% 11% A 3 oz. 1.93 
TA-3 Interstage 100 1000 C.T. 100 5.8 45 .25 1 % 2'{,xl % 2 A 3 oz. 1.93 
TA-4 Interstage 500 C.T. 5000 C.T. 12 37 250 .03 1% 2U,x1% 2 A 3 oz. 2.53 
TA-5 Driver 1000 200 C.T. 10 400 115 .05 % 17<;xYs Hi, A 2 oz. 4.80 
TA-6 Driver 2000 200 C.T. 720 115 .05 % 17<;xYs 11,{, A 2 oz. 5.43 
TA-7 Driver 100 100C.T. 100 12 12 .5 1% 11~,x1% 2% A 5 oz. 1.93 
TA-8 Output 9800 15 2 640 2 .05 1 % 2U,xl % 2 A 2 oz. 4.33 
TA-9 Output 1000 4/8/16 10 180 3.5.2 ;!4 l%x;!4 1% A 1 oz. 4.96 
TA-l0 Output 2000 C.T. 4/8/16 250 4 .2 ;!4 l%x;!4 1% A 1 oz. 5.43 
TA-ll Output 48 C.T. 8/16 275 5 1.5 5 2 3\{,xl;!4 2 Ys A 1 lb. 3.72 

T~Ai-~12~_O~ut~p~u~t ____ ~2~0~C~.~T~. __ ~8~~ __ ~5~0~0 ______ ~.~55~ __ ~.3~5~~10~ ____ ~I~%~8 __ ~ITU.T,x~I+Ys~~72~,, __ ~A~~~4~o~z~. ____ ~1.93 
TA"U Driver 200 C.T. 400 C.T. 10 .6 3 21\{,x2~ 2%xlYs TD lYs lb. 4.10 
TA-14 Output 24 C.T. 16/4 C.T.t 200 10 47<; 4%x3% 3Ysx2;!4 TD 67<; lb. 10.27 

T~A~-1~5~~In2p~u=t~5~0~to~I0i.0~ ____ -iliO"m-__ -u5~0 __________________ 5~M~W~-,.1%~,~~li%7,x~1~%7, __ ~1~%7, ____ ~A~~5Y.~2~o~z~. ____ ~1.50 
TA-16 Driver 20 36 C.T. 400 lW I%. 2UoxlYs 1;!4 A 2 oz. 1.73 

TA-~1~7~M~od~u~la~t~io~n~~8~C;.;T~.~7~5~00~/;50~0~0.-__ ~12~0~ ______________ ~3~5~ ____ 3~Ys~8~ __ ~3x~2~Y.~2~~1~15~~~x;2~--~C~--~3~lb~s~. __ ~6;.;;49 
TA-56~70~u=tp~u~t ____ <i48~C~.T~.~~3~.~2/~8T,/1~6~ __ ~55",0.-______________ ~1~0----~2~%~,~"--~2~Ys~8~x~2~",_~2~%~8~"----~J~--~I------~3~.1~0 
TA-57 Output 100 C.T. 3.2/8/16 500 10 2%" 2Ys x 2" 2%" S 3.05 

TA-~5;8~D~r~iv~e~r _____ l~0;0~~ __ ~20~0~C~,~.T~.~-=2~00~ ________________ ~.5~--~IU~.~"--~2~Ys~"~x~I~"~~lf;!4~",_--~A~--~Y.~2------~2~.;;17 
T~A~-5~9~~D~r~iv~e~r~._~5~00~C;.T~.~~2~0~0~C~.~T~.--~5~0~--~=_----------~.~5----~I~U~."u_~2~Ys~8n"~x,~I,""'-I~;!4~.n"--_.~A~--fY.~----~2.42 
TA-60 Hi-Fi Ouq 125 C.T. 8 50# 1.5 1;!4" lU" x lU" lU" TS;!4 . 4.19 

tFreq. Resp. ± Ys db, 20-20,000 cps. # Unbalanced Primary Current. 

.150 WATT GROUP 

, ACTUAL SIZE 

Dimensions: 
H x W x D: 21f.n"X I3AlxSfs" 

Mounting Tabs Centers: 
'5Al-3Al W 

Weight .... 65 oz 

Net Price ...... $3.7! 

For other transistor transformers see: 

Page 1425--Hermetically sealed units 

Page 1427-Ultra-miniature units 

-Transverter power supply 
transistor transformers 

.300 WATT 
GROUP 

Dimensions: 
H x W x D: 13Alx 
1 Sfs"x3,4" 
Mounting Centers: 

1%" 
Weight ... , .1.2 oz. 

Net Price $3.72 

Part Turns Ratio Impedance in Ohms D.C. Res. in Ohms 
No. Application Pri. to Sec. Pri. Sec. Pri. Sec. 

T ... A~-18 .... I~n:cpu,-t"'-__ ---nl-;;.0:n0.:4_6_.5 ____ ;-;3",0~C;",,"T;,-' __ 50-'-,0--;0=-'00-==-__ -----:;14.7 4060 
TA-19 Interstage 3.08:1 100 C.T. 10 C.T. 19------·1<.2'"7-
TA-20 Output 5.22:1 350 C.T. 4,12 38 1.45 
TA-21 Output 5.53:1 500 C.T. 4,8,16 75.3 3.56 
TA-22 Interstage 3.16:1 500 C.T. 50 59.7 7.9 
TA-23 Output 5.65:1 600 C.T. 4,8,16 73.2 
TA-24 Interstage 10.0:1 500 C.T. 50,000 76.8 
TA-25 Output 6.75:1 825 C.T. 4,8,16 
TA-26 Output 9.80:1 1,250 4,12 
TA-27 Interstage 4.08:1 1,200 20,000 C.T. 
TA-28 Interstage 1.65:1 1,500 500 C.T. 
TA-29 Output 11.8:1 2,500 4,16 
TA-30 Interstage 1.00:1.22 5,000 C.T. 7,500 C.T. 
TA-31 Interstage 1.00:1.41 5,000 C.T. 10,000 C.T. 
TA-32 Interstage 1.00:4 5,000 C.T. 80,000 C.T. 
TA-33 Output 24.6:1 10,000 C.T. 4,8,16 
TA-34 Interstage 14.0:1 10,000 200 C.T. 
TA-35 Interstage 2.24:1 10,000 2,000 C.T. 
TA-36 Interstage 1.83:1 10,000 3,000 C.T. 
TA-37 Output 5.55:1 400 C.T. 11 
TA-38 Interstage 3.44:1 500,C.T. 150 C.T. 

TA-53 Inputt 3:1 5000 C.T. 45,000 

TA-S4 Input# 5:1 20,000 800 C.T. 

TA-39 Output 3.08:1 100 C.T. 4,8,16 
TA-40 Output 3.27:1 160 4,8; 16 
TA-41 Output 5.00:1 400 C.T'. 4,8,16 

TA-42 Output 5.60:1 500 C.T. 4,8,16 
700 C.T. 4,8,16 

74 
132.5 
142 
104 
370 
650 
635 
573 

1174 
1200 
1200 
1200 

71.5 
62 

310 

1350 

10.9 
18.7 
34 
47 
77 TA-43 Output 

TA-44 Output 

6.63:1 
12.5:1 2,500 4,8, 16 172 

TA-45 Output 13.7:1 3,000 4,8, 16 192 

TA-46 Interstage 8.17:1 100,000 1,500 C.T. 3250 

TA-47 Input 1.00:14.1 1,000 C.T. 200,000 C.T. 123 

TA-52 Driver! 100:1 500 C.T. 500 C.T. 40 

TA-SS Input 50:1 500,000 200 C.T. 7,000 

3.2 
5135 

2.7 
1.4 

1860 
46.5 

2.3 
790 

1100 
5740 

2.6 
33.4 

257 
385 

1.5 
21.2 

1400 

95 

1.45 
1.4 
1.5 

.85 
1.15 
1.15 
1.2 

143 
1815 

55 

8.5 

TRANSISTOR POWER TRANSFORMERS-Primary 117 Yolts, 60 cycle operation 
Part 
No. 

*TP-l 

Plate Supply No.1 
AC Volte DC Ma 

13 or 18 900 

Plate Supply No.2 
AC Volte DC Ma Height 

13 or 18 900 3' 

• For bridge rectifier systems. t 2 secondaries 16 ohm series, 4 ohm. parallel. 

Page 1410. The MASTER- 26th Edition Net 

Base 
Area 

3x2Y. 

tAlso Interstage. 

Mtg. 
Type 

C 

Shpg. Wt. 
Net 

Price 

54.96 

#AIso driver and interstage. 

© U.C.P., Inc. 



I SECTION 5600 I 

DRIVER TRANSFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

INDEX TO ST ANCOR TRANSFORMER LISTINGS IN THE MASTER 
Bias Supply. . . . . . . .. .. 1419 AUDIO 

A udio Chokes. 1417 
1414 

1411, 1428 
1413 

1412, 1424, 1425, 1427, 1429 

Cathode Ray Tube Power.. . .. 
Combination Plate and Filament .. 

.. ...... ......... 142() 
Crystal Heeorder Output. 
Driv(!r Transformers. 
High Fidelity Output. 
Input... ... _ ...... . 
Intereommunieation and Transceiver .. 
Inu:~rstage . 
Line Driver... . 
Lill<' to VC Output. 
Mh'rophone or Line Input. . . . . . . . . . . .. .. 
Minophone, Pick up or Line to Grip Input, 
Plat(~ Modulat.ion. 
Output. 
PnlY-P('danep Driver.. . .. 
Poly-P(>dam~e Line Driver. 
Poly-I'pdanee Modulation ..... . 
l'uKh-l'u!l Plates to VC Output. 
2;') Volt Line to VC Output. 
70.7 V ul1 Linl:' to VC Output. 
1·10 Volt Line v) VC Output. 
~,ingl('. Plate to vr Output .. 
I rallslstor .... 
Tubf! to Line Output. 
Universal Output. 

POWERS 
Automation Control Transformers. 
Auto Transformers .. 

1412, 1429 
1412 
1411 
1414 

1412, 1424, 1427, 1428 
1412, 1424, 1427 
1416, 1428, 1429 

1413, 1414, 1424, 1427 
1411 
141l 
1416 
141:1 
1414 
1414 
1414 
1413 

1410, 142l, 1425, 1427 
1414 
1414 

1416 
1420 

Condenser Test<.'T.. .............. . .... . 
Filament Transformers, Multiple Secondary. 
F'nam~>nt Transformers, Single Secondary. 
Isolation Testing Transformer. 
Isolation Transformers. '.. . ..... 
Line :\djusting Autotransformers. 
Photoflash Transformers. 
Plate TranRformPrs .. 
POWPT Transform('Ts .............. . 
"8400" Series Pow(l.r Transformers. 
Selenium Hectifier ..... 
Speaker ~'ield Supply. 
Step Down Isolation ... 
Straight Isolation ... 
Testing Autotransformer. 
Trigger CoB, Photoflash. . .......... . 
Tube Checker MUhi-tapped Filament. 

Audio Chokes. 
~'ilt"r Chokes. 
High "Q" Chokes. 
Smoothing Chokes .. 
Swinging Chokes. 

CHOKES 

TELEVISION COMPONENTS 

1415, 1422, 1423, 1426 
...... 1420 

......... 1418, 1428 
14l8, l422, 1423, 142(; 

. . . .. 1<120 
1420, 1·12~ 

1420 
H20 

. . " 14l9, 1428 
1422, 1423, 1426 

141:' 
14l5, l416 

. . . . .. l420 
1420, 1429 
1420, 1429 

1420 
l420 
1419 

. ............ 1417 
1417, 1422, 1426, 1428 

1424 
1417 
1417 

Almost 1000 TV replacement transformcrR and related components, the 
most complete line in the industry, are avaUable from Chicago Standard. 
These include almost 200 exact replacement tlybacks and over 70 power 
transformers, 45 yokes, as well as vertical outputs, width and linearity coils 

and many other popular TV replacement units .... including 450 exact 
replacement coils. Ask your distributor for a free copy of the latest edition 
of the Stn.ncor TV Transformer Catalog and Replacement Guide listing 
these units and replacement data on thousands of television sets. 

SINGLE PLATE TO PUSH·PULL GRIDS 
Part Pri. Impedance Pri /v. Sec. Max. Height Base Shpg. Wt. Net 
No. in Ohms Ratio Core Pri. D.C. Mtg. Overall Area in Lbs. Price 

A-4713 10,000 2:1 %" x %" 30 rna. A 1%" 2%" x lYs" 0.7 $2.12 
A-4752 10,000 2/1.5/1:1 %"x %" 40 rna. A 2" 37.1" x 1%" 1.2 2.93 
A-4722 10,000 2:1 ~"x I" 30 rna. TD 211ii' 2~~·:,!" x 2:~f(\" 1.7 4.33 
A-42~2 10,000 2.5:1 %J"f x yf' 20 rna. A 1%" 2.~"8" x 172 " 0.7 2.27 
A-4723 10,000 3:1 %"x%" 30 mR. A 1%'/ 2}g" x IJ,-i" 0.7 2.15 
A-4210 1,500 to 5,000 3:1 1" x 1" 40 rna. C a:~i6" 2%"x2%" 2.4 4.96 
A-4702 1,500' to 5,000 5:1 I" x 1" 80 m" __ C 33 / " -lr. 2%"x~%" 2.5 4.90 

PUSH·PULL PLATES TO PUSH-PULL GRIDS 
Part Pri. Imp. (P.P.) Pri./V. Sec. Max. Height Base Shpg. wt. Net 

No. in Ohms Ratio Core Pri. D.C. Mtg. Overall Area in Lbs. Price 

A-4208# 20,000 to 30,000 2.8:1 1" x I" 15 rna. C 33iC," 2%" x 2%" 2.5 $5.67 
A-4701# 20,000 3:1 1" xl" 25 rna. C 3:'I/w" 2%"x2%" 2.7 6.40 
A-4212 l,500 to 5,000 3.2:1 1" x 1" 50 rna. C 3~16" 2%"x2%" 2.5 5.20 
A-4703# 3,000 to 10,000 5:1 13--8/1 x 178'1 95 rna. C 3%" 3" x 3~" 3.7 6.44 

#Split secondaries for individual hias adjustment and/or use of inverse feedback. 

POLY·PEDANCE DRIVER MULTI-TAPPED UNITS FOR USE IN CIRCUITS WHERE THE OPTIMUM RATIO 
CANNOT BE PREDETERMINED, 

Part Application and Batio Max. Audio Height Base Shpg. Wt Net 
No. Pri.f.I.'2 Rec. D.C. Watts Mtg. Overall Area in Lbs. Price 

A-4761 Driver to Class "B" Grids Pri-150 rna. 15 CD 3;.w/l 2%"x3%" 3.4 $11.10 
1.25:1/1.4:1/1.6:1/1.8:1/ Sec-100 rna. 
2:1/2.2:1/2.4:1 

A-4762 Driver to Class "B" Grids Pri 150 rna. 15 CD 3%;" 2%"x3Ys" 2.7 10.46 
2.6:1/3:1/3.2:1/3.4:1/ Sec-180 rna. 
4:1/4.5:1/5:1 

A-4763 Driver to Class. "B" Grids Pri-225 rna. 30 CD 3%" 3" x 4" 4.3 12.9& 
1.25:1/1.5:1/1.75:1/2:1/ Sec-280 rna. 
2.25:1/3.2:1 

POLY·PEDANCE LINE DRIVER MULTI-TAPPED UNIT TO MATCH ALL COMMON LINE IMPEDANCES 
TO GRID CIRCUIT OF MODULATOR OR CLASS "8" AMPLIFIER. 

Parr. Application and Ratio 
No. Pri./ V. Sec. 

A-4765 Line to Grid 
1:0.75/1:0.85/1:1/1:1.25/ 
1:1.45/1:1.75/1:2/1:2.25/ 
1:2.5/1:2.75/1:3.15 

CG U.C.P., Inc. 

Max. 
D.C. 

Pri-180 rna. 
Sec-lOO rna. 

D 

Audio 
Watts 

15 . 

FA-FB 

Net 

Mtg. 

CD 

Height 
Overall 

Base Shpg. Wt. 
Area in Lbs. 

2%" x 3%" 3.2 

Net 
Pric'2 

$11.50 
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MICROPHONE OR LINE TO LINE 
Part 

No. 
A-4350# 

A-4407#t 

Impedance 
In Ohms 

Pri 500/333/~OO/125/50 
Sec-500 f333/200 /125/50 
Pri-500/333/200/125/50 
Sec-500 /333 /200 /125/50 

I SECTION 5600 I 

IN PUT ·INTERSTAGE 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

Mtg. 

Q 

D 

Height 
Overall 

2" 

Base 
Area 

3)4"xl%n 

29/0n x3)4n 

Shpt. Wt. 
In Lbs. 

1.0 

2.4 

MICROPHONE PICKUP OR LINE TO GRID 
Part 
• No. 
A-4705 

A-4706 

A.-4708 

A-4742 

A-4747 

A-4351# 

A-4352# 

A-4709 

A-4i78 

A-4779 

A-4780 

Application 
S. B. Mic. to S. Grid 

S. B. Mic. to S. Grid 

D. B. Mic. to S. Grid 

S. B. Mic. to P.P. Grids 

S. B. Mic. or Low Imp. 
Line to S. Grid 
Mic. or Line to S. Grid 

Mic. or Line to S. Grid 

Dynamic Mic. or Pickup to S. Grid 

Line to Grid 

Line to S. or P. P. Grids 

Line to P. P. Grids 

Impedance 
in Ohms 

Pri 200/70 
Sec-80,000 
Pri--IOO 
Sec-60,000 
Pri-200 CT 
Sec-57,000 
Pri-IOO 
Sec-400,OOO CT 
Pri 70 
Sec-1,300,000 
Pri-500 /333 /200 /125/50 
Sec-89,000 
Pri-500/333/200/125/50 
Sec-89,000 
Pri-30/15/8/4 
Sec-106,OOO 
Pri.-500/600 C.T. 
Sec.-240,000 
Pri.-500/600 C. T. 
8ec.-60,000 C.T. 
Pri.-500/600 C.T. 
8ec.-240,OOO C.T. 

INTERCOMMUNICATOR AND TRANSCEIVER 

Turns 
Ratio 
1:20 

1:24.5 

1:17 

1:64 

1:137 

1:13.3 

1:13.3 

1:60 

1:20 

1:10 

1:20 

Mtg . 
1\ 

A 

J 

8 

VE 
TD 

Q 

TD 

C 

A 

A 

Height 
Overall 
1%" 

1%" 

9," 

2Usn 

2'U," 

2%" 

2" 

Base Shpg. Wt. 
Area in Lbs. 

29/0" x 1%" 0.4 

2%" x 1~" 0.5 

2%" x 19/0" 0.7 

2Ys" x 1%;" 1.2 

l',{." x l)4n 1~" 0.5 

2%;" x 2Us" 1.4 

3)4" x 1%;" 1.0 

2%" x 2Us" 1.7 

2Ys" x 1Ys" 

2%" x 1U" 

3Vo" xl%;" 

Net 
Price 

$ 4.33 

8.99 

Net 
Price 
$2.97 

2.17 

2.93 

3.13 

3.15 

4.63 

4.80 

5.20 

3.97 

2.30 

4.02 

Parr 
No. 

Impedance in Ohms Max. 
Watts 

Height Base Shpg. Wt. Net 
Application 

Intercom. input 
Primary Secondary Mtg. Overall Area in Lbs. Price 

A-4144 4 25,000 VE 1%" 2%" x 1W' 0:5'" $2.02 

A-4748 Intercom. input 

A-4749 Telephone Patch Circuit 

45 or 50 

10,000 

45 or 50 

50,000 

2-500 each 

A-8090 Line to Voice Coil 3-4,6-8 

A-8091 

A-3833 

A-3836 

A-3817 

Line to Voioe Coil 4.5 or 50 3-4, 6-8 

Transceiver Input Mic. and Plate to Grid 200 and 5,000 60,000 

Tran,eeiver Output. Plate to Low or High 10,000 50 at 2,000 
impedance phones 

Transceiver modulation and output (Auto- 5,000 at 6750 at 
former) 50 madc 40 made 

8 

6 

.5 

10 

A 1 Us" 2Us" x 1Un 1%; 0.4 

TD 11',10" lil{," x 2U" 1.0 

QL HB" 2%" x 1~" 0.5 

QL 

A 

A 

A 

1%" 2Ys" x 19/0" 0.7 

1%" 2YsH x 1~" 0.7 

1%" 2YsH x l~H 0.7 

11UsH l~H x 2%" '0.7 

SINGLE PLATE TO SINGLE GRID-FOR 7,000-20,000 OHM PLATE IMPEDANCES 
Part 
No. 

A-53 

Turns 
Hatio 

1:3 

Max. 
Core Pri. D.C. 

~n x~" 10 rna. 
Mtg. 

A 

Height 
Overall 

1%" 

Base 
Area 

2%" x l!i" 

SINGLE PLATE TO PUSH.PULL GRIDS-FOR 7,000-15,000 OHM PLATE IMPEDANCES 
A-52-C 
A-62-C 
A-4745 

A-53-C 
A-63-C 
A-73-C 
A04719 
A-64-C 
A-4420 

1:2 Yo" x Yz" 10 rna. 
1:2 9/o H X 9/0" 10 rna. 
1:2 %;" x 1" 10 rna. 

Recommended for use in super-regenerative circuits. 

1:3 Yz" x ~" 10 rna. 
1:3 9/on x 9/0" 10 rna. 
1:3 %" x %" 10 rna. 
1:3 %" x 1" 10 rna. 

. 1:4 9/o H X 9/0" 10 rna. 
Exact Rep\. United Motors (Delco) 6061 

18,000 II Plate to P-P Grids, Autoformer 

A 1%" 2%" x 19/0" 
A 19/0" 2Ysnx1~H 
TD 21U," 2%;" x 2%" 

Has a .~atic shield between pri. and sec. windings. 

A 1%" 29/0" x 1%" 
Po 19/0" 2Ysn x 1~" 
A 2" 3Xi" x1%;" 

Shpg. Wt. 
in Lbs. 

0.5 

0.4 
0.7 
1.7 

0.5 
0.7 
1.0 
1.7 
0.7 
0.5 

3.00 

4.85 

1.77 

2.10 

2.87 

2.80 

3.00 

Net 
Price 
$2.02 

$2.25 
2.33 
5.66 

2.40 
2.70 
3.15 
4.96 
2.43 
2.01 

MUL TI·PURPOSE. INTERSTAGE-SPLIT SECONDARIES May be used as a single plate to single grid, single plate to push­
pull grid. or push-pull plate to push-pull grid interstate transformers. Overall ratios are 3:1, however, primaries are center-tapped and secondaries 
have split windings, thus providing ratios of 1:1, 3:1 and 6:1 in either step-up or step-down applications. § Has split secondary. 

A-4774 1:3 %" x %" 10 rna. S 2·\1," 2Ys" x 1%" 1.2 $3.25 
A-4773 1:3 %;" x 1H 10 mao TD 211~" 2%;H X 2Us" 1.7 5.20 

PUSH·PULL PLATES TO PUSH.PULL GRIDS-FOR 7,000-15,000 OHM PLATE IMPEDANCES 
A-4711 1:1 %"x %" 10 rna. A 19/0" 2%" X 1.Y2" 0.7 $3.15 

PUSH.PULL PLATES TO PARALLEL OR PUSH·PULL GRIDS-FOR 7,000-20,000 OHM PLATE IMPEDANCES 
A-4208 1:1.4 15 rna. C 29/0HX 29/0H 2.5 $5.67 

IHas a dual primary-when properly connected the 500 and 200 ohm sections are center tapped. §Has split secondary. 
tHas a static shield between primary and secondary winifings. tDeJ:tignatp~ nal"t numbers ~o be removed from next catalor 

K KA L M N; Q s TD VE 
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I SECTION 5600 I 

OUTPUT TRANS·FORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

SINGLE PLATE TO VOICE COIL 

·8hpg. 
Part 

No. 
Application 

Max. 
Pri. 
D.C. 

Typical Output 
Tubes 

Class Audio :t>1tg. Hdght Base Wt. Net 
Watts Overall Area in Lbs. Price 

A-3332 2,000 ohms to 3.2 ohms 

A-3876 2,000 ohms to 4 ohms 

50 rna. 

60 mao 

25B5, 25B6, 25L6, 
35A5, 35L6, 50L6 
2A3, 6A3, 6B4, 6W6, 6Y6, 
25AC5, 25B5, 25B6, 25L6, 
35A5, 35L6, 50L6 

A A 

A A 

1 ~ Itt 2yg" x I" 0.4 

2%" x 1%" 0.4 

$1.39 

1.48 

A-3328 4,000 ohms to 3.5 ohms 10 rna. 184,384 A 3 A P,,," 2h" x 1" 0.4 1.37 
A-2203 4.000 ohms to 8 ohms 40 rna. 43,45,48, 12A5, 25A6 A A 1 %" ~~1l" X 1%" 0.7 2.47 
A-3is77 5,000 ohms to 4 ohms 40 rna. 4;1,59, 6V6, 7C5, 25A5 A A 1~,,," ~~, .. ./' x l?~'x" 0.4 1.48 

~A~-~3~3~1;0 __ ~5~,0~0~0~o~h~m~'7to~5~00~/~1~5~/8~/~4~0~h~m~s~ __ ~5~5~m==a~. __ ~4~5,~6L~6,~6~·V~6,~2~57A~6~,~275~A~7~ __ ~A7-__ ~2~0~ __ ~C~_-c3~'~'167,"~2~%~8~"~x~2~%~"~~2~.57-__ ~5_70 
A-3878 7,000 ohms to 4 ohms 30 rna. 20,31,33,42, 2A5, 6AC5, A 5 A 1%" 2%" x I~," 0.4 1_52 

6B5, 6F6, 6K6. 6N6, 7B5 
A-23U 7,000 ohms to 8 ohms 40 rna. 33, 41, 42, 47, 59, 89, 2A5, A 10 A 2" 3)4" x 1%" 1.0 2_55 

6AC5, 6F6, 6K6, 6N6, 7B5 
A-8114 7,600 ohms to 3.2 ohms 32 rna. 33,41,42,47,59,89, 2A5, A 5 A 1%" 2%" x 1%" 0.4 1_77 

6AC5, 6F6, 6K6, 6N6, 7B5 
A-3329 8,000 ohms to 3.5 ohms 10 rna. lC5-GT,IG5-G, 

lQ5-GT /G, 184, 384 
A-3879 10,000 ohms to 4 ohms 30 rna. 1J6, 3C5, 6A4, 6G6, 6N7 

-A~-3"'8"'8~1----;IC:5~,000 or ms to 4 ohm3 10 mao 1DB, 1E7, 1F4, 1F5, 1J5, 
1 T5, 6V7, 6Y7, 12A 7 

A-3327 25,000 ohms to 4 ohms 5 rna. 1A5, 1DB-GT, 1F4, 1F5-G, 
1LA4, 1LB4, 1N6-G 

A-4431 Exact Rep!. United Motors (Delco) 6062, 6,000 ohms to 3-4 ohms 

PUSH·PULL PLATES TO VOICE COIL 
A-3802 
A-38S1§ 
A-3872 
A-3800 
A-3307 

A-380! 
A-38S5 
A-3304 

A-3311 
A-3831 
A-333S 
A-2312 

A-3496 

A-3303 

A-3857 

A-4430 

A-4432 

3,BOO/3,300 to 500/250/B/4 ohms 250 rna. 
4,400 ohm" to ,)OO/~i'0/l5/8/4 ohms 70 rna. 
ii.OOO ohms to 1"/8;4 ohms 75 rna. 
5,000 ohms to 500/250/15/8/4 ohms 80 rna. 
6,000 ohms to 500/15/8/4 ohms 100 rna. 

~,600 ohms to 500/250/15/8/4 ohms 150 rna. 
D.OOO ohms to 500/<:50/15/8/4 ohms 150 rna. 
10,000/7,000 ohms to 500/15/8/4 60 rna. 

ohms 
·10,000 ohms to 500/15/8/4 ohms 70 rna. 
10,000 ohms to 8/4/2 ohms 40 rna. 
10,000 ohms to 6-B/3.2-4 ohms 40 mao 

45, 6L6, Par. 6L6 
6L6 
45. 2A3, 6A3, 6L6 
45, 2A3, 6A3,6L6 
46,59, 42, 2A5, 6F6, Par. 53, 
6A6,6N7 
6L6 
6L6 
45, 6V6, 6AC5 

6F6, 6V6, 6AC5 
30,49 
10 

14,000 ohms to 4 ohms 40 rna. 33, 41, 42, 47, 49, 2A5, 
6F6, 6K6, 7B5 

14,000 ohms to 4 ohms 

14,000 ohms to 500/15/8/4 ohms 

25,000 ohms to 4 ohms 

25 rna. 33, 41, 42, 47, 49, 2A5, 
6F6, 6K6, 7B5 

55 rna. 41, 42, 47, 59, 89, 2A5, 
6F6, 6K6, 7B5 

10 rna. 1F4, 1F5, 1J5, 1 T5, 6G6 
12A7,950 

Exact Rep!. United Motors (Delco) 7269231, 7269116, 7266997 
9,000 ohms CT to 3.2 ohms 

Exact Rep!. United Motors (Delco) 6063 10,000 ohms CT to 4 ohms 

A 

A 
A 

A 

3 

5 
5 

AB2, ABI 75 
ABI 30 
AB 18 
AB 30 
B, 30 

AB2 
.1R1 :35 
_,til ~t) 

AB 25 

AB 5 
s 2%;" 
AB 10 

AB 5 

AB 20 

A 5 

10 

HUM.REDUCING TRANSFORMERS, Single Plate to Voice Coil 
A-3330 t2,000 ohms to 3_5 ohms 60 rna. 
A-3336 #2,500 ohms to 3_5 ohms 50 mao 

A 13' " d6 2%" x 1" 0.4 

A 
A 

2%"xl%" 0.4 
2~8" x 1;!1l" 0.4 

A 1%" 2~8" x 1%" 0.4 

A2 1%" 

C 4%" 4" x 3Ya" 

C 3%" 3" x 3%" 
C 3%" 3" x 3Ys" 

l' -i" 0 1,:+" x 3r/' 
C 3:;"i{' 2~/g" x 2%" 

A 1%"~" x 172" 

A 2" 3\4" X 1%;/I 

A 1%" 2%" x 1%" 

A 1%" 2%" x 1%" 

A2 11~" 2%" x 1%'1 

82 2%" 2" x 1%" 

7.9 
3.6 
1.7 
3.7 
3.5 

5.B 
4.5 
2.7 

3.5 
0.7 
1.0 
1.0 

0.4 

2.7 

0.4 

1.0 

1.0 

A 1%" 2%"xl~" 2 0.4 
A 1%" 2Us" x 1%" 2 0.4 

HIGH FIDELITY OUTPUT TRANSFORMERS, Better than ±1 db hom 20 to 20,000 cps. 
All units have Type C mounting. Shipping weight 6.5 Ibs .. except A-809B. shipping weight 3.2 lb •. 

1_37 

1_48 
1.63 

1_84 

1_86 

$12_01 
7_40 
4_66 
6_87 
7_92 

8_76 
8_68 
6-43 

6.91 
2_70 
3.15 
2_85 

2.70 

6_53 

2_40 

2.28 

2.46 

$1_98 
1_99 

p~';. prl.1lng'1i (P-P) ~ec·obmp.. MSj; P~'dD.C. M~i~ g.el~I\\ ~~: -"et 

A~-8~O~5no------~n~~go~0~8'~~~.-T-.--------~i~:~16i6~.~~:~------~~er~1~~~I~e~--------~5i.1~~----------~4i;'~;;~:~~--------?3 •• ~7."~X~4T~~"~----~$i38~.'61c~4 
t:m 2500 8. 16 150 50 4~" i:J.: i !~: 13.63 
A-8052 3000 8.16 175 50 4'~' 3%' X 4~" 13.63 
~:ml 8ggg ~. ~g ~8g gg ~:.fa: 3'.{," x 4W 13-63 
A-8056 6600 8: 16 125 50 4;?,' ~i1l: i ~~: ~~::~ 
A-8060 1500 500 200 50 4'.{,' 3%" x 4U' 13_63 
A-8061 2500 500 150 50 4'~' 3%" X 4~" 13.63 
A-8062 3000 500 175 50 4'~' 3%" x 4~' 13.63 :::m g888 g88 M8 g[] ::~; 3W x 4W 11_63 
A-8072'· 7600 4, 8, 16 100 25 4i~1§6: ~q,: ~ t~: U·:g 
A-8066 6600 500 125 50 i6 3',,' x 4~' 13:63 

*Where more than one secondary impedance 1s shown, only one value Is to be used at any time. 
**Prlmary provided with seven taps :tor Ultra-Linear application. 

#Has tapped primary for use in hum-reducing circuit. §This unit has a tertiary winding to provide 10% inverse feedhack 
tDesignates part number to be removed from next catalog_ tHas a 4.5% primary tap_ 

CD KA L M N Q 5 TD WI-2 
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I SECTION 5600 I 

OUTPUT TRANSFORMERS 
. STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

UNIVERSAL OUTPUT 
Part Max. Audio Height Base Shpg. Wt. Net 
No. Application Pri. D.C. Watts Mtg. Overall Area in Lbs. Price 

A-3BS6 Single or Push-pull plates (4,000 to 14,000 ohmS) to voice coil 35 rna. 4 Q 1%" 2~H x 1%" 0.4 $2.90 
A-3822~r Single plate (7,000 to 10,000 ohms) to voice coil 35 rna. 4 Q 1%" 2%" x 1%" 0.4 1.95 
A-3848§ Single plate (7,000 to 16,000 ohms) to voice coil 10 rna. 5 Q 1%" 2%" x 1%" 004 2.60 
A-3823 Single or Push-pull plates (4,000 to 14,000 ohms) to voice coil 40 rna. S Q 1%" 2%" x 1%" 0.7 3.37 
A-38S0 Single or Push·pull plates (4,000 to 14,000 ohms) to voice coil 40 rna. S J 2" 2%" x 1~2n 0.7 3.32 
A-382S§ Single plate (1,500 to 4,500 ohms) to voice coil 75 rna. S Q 2" 3~"xl%" 0.9 2.63 
A-3824§ Single or Push-pull plates (6,000 to 10,000 ohms) to voice coil 75 rna. S Q 2" 3~" x 2" 1.4 3.30 
A-3849 Single plate (1,500 to 10,000 ohms) to voice coil 55 rna. 10 Q 1%" 2.%" x 1%" 0.7 3.37 
A-3880 Push-pull plates (4,000 to 14,000 ohms) to voice coil 40 rna. ea. % 15 Q 2M" 3%;"x2~" 1.7 4.39 
A-28S5 Push-pUll plates (4,000 to 14,000 ohms) to voice coil 50 mao ea. % 15 L 2'/j'j;" 251(;" X 1~· " 1.0 3.76 
A-3890 Push-pull plates (4.000 to 14,000 ohms) to voice coil 50 rna. ea. % 15 TD 21':16" 2~4" X 2;~·lf " 1.5 5.43 
A-3852 Push-pull piates (4,000 to 14,000 ohms) to voice coil 40 rna. ea. % 18 'J 2%" 2~H x 2" 1.3 4.07 
A-3870 Push-pull plates (4,000 to 14,000 ohms) to voice coil 50 rna. ea. % 18 Q 2" 3~" x 2" 1.3 4.15 
A-3S30 Push-pull plates (3,000 to 10,000 ohms) to voice coil 60 rna. ea. % 20 J 21~" 351r" x 27,4'" 1.8 4.50 

,Secondary impedance 0.7, I, 1.4, 2, 2.8, 4 ollms. §Secondary impedance, I, 2, 4 ohms. 

SINGLE AND / OR PUSH·PULL PLATES TO LINE 
Part 
No. 

Max. Auuio height Base Shpg . .>.' Net 

A-3841 

A-3842 

A-4770 

A-32S0 

A-3llS 

Application 

Single plate to line 

Push-pull plates to line 

Single plate to line 

Single plate or 
Push-pull plates to line 

Single plate or 
Push-pull plates to line 

Impedance in Ohms 

Pri 7,000/6,000 (5,000 /4,000 12,500; 
Sec-500 
Pri-14,OOO/12,OOO/10,OOO/8,OOO CT; 
Sec-500 
Pri 7,000/6,000/5,000/4,000 12,500; 
Se0-500 
Pri-20,OOO/10,OOO/5,OOO 
Pri-20,OOO CT 
Se0-500 /333/200 /125/50 
Pri 20.000/10.000/5,000 
Pri-20,OOO CT; 
Se0-500/333/200/125/50 

Pri. D.C. Watts Mtg. Overall Area in Lb.. I'rice 

60 rna. 10 

55 rna. 10 J 2",(," 3',j," x 2J4" 1. 7 5.70 

60 rna. 20 3\1i" 3%" x 2M" 204 5.26 

15 rna. Q 2" 3~" x 1%" 1.0 4.19 

35 rna. D 3~." 2%" X 2%" 2.7 S.42 

LINE TO VOICE COIL 
Part 

No. 

A-8101 
A-$SS3 
A-3&il2 
A-3B3S 

A-lill8 
A-7947 
A-7949 
A-1820 
A-8104 

A-3837 

Audio Height Base. Shpg. Wt. 
Impedance in Ohms Watt. M t~. Overall Area in Lbs. 

Pri 500 Se0-3.2/6-8 5 Q 1 h" 2%" x 1 %" 0.4 
Pri-500 Seo-I5/8/6/4 25 J 2'f," 2:--," x Ih" 1.1 
Pri-500/333/250 Seo-I5/8/4 25 D 3~j{ 2%" x 3.' /' 204 

500/250/175/150/140/125/100/85/45/14/4/0.7 30 B 3Y8 2J.,2" x 2~" 2.3 
1'his Unit is designed to operate one or more speakerFl in ser.ies across a 500 ohm line or to matc>h uneaual lines. 
Pri 1,500/1,000/500 Seo-15/8/4 25 J ;H(' '>%" x ~~" 2.2 
Pri 2,000/1,500/1,000/500 Sec 6 ohms 8 Q 1%" 213'i6'X 1'",," 0.7 
Pri 2,000/1,500:1,000/500 Se0-6-8 ohms 12 J 2"(6" 2Ys" x 1'%" 1.1 
Pri 2,000/1,50011,000/500 Seo-15/8/4 40 D 4"f," 3%" x 4\/' 5.0 
Pri 3,000/2,000/1,500/1,000/500 10 J 2%" 2'%" x 1%;" 2%" 1.5 
Seo-16/8/4. 
Line to Line or V. C. (Autoformer) Pri 500 Se0-8/4/2.65/2.35/ 15 J 2}(6" 2Ys" x 2" 1.4 

2/1.5/0.7/0.5/0.3/0.2/0.1/0.05 
This Unit is designed to operate one or more speakers in parallel across a 500 ohm line. 

70.7 VOLT LINE TO VOICE COIL 
Part 
No. 

A-8OBO 
A-BOBl 
A-B082 
A-8102 
A-Sl03 
A-BlOS 
A-Bl09 

Power Steps 
in Watts 

5/4/3/2/1 
10/9/8/7(6 
15/14/13/12/11 
8/4/2/1/0.5 
16/8/4/2/1/0.5 
512.5/1.25/.62/ .31 
2/1/0.5 

Impedance in Ohms 
Pri.-1000/1250/1667/25001500 Sec.-8/16 
Pri-500/555/625/715/833 Sec-8/16 
Pri-333/357/384/417 455' Sec-8/16 
Pri--625/1,250/2,500/5,OOO/10,OOO 8e0-4/8/16 
Pri 312.5/625/1,250/2,500/5,000/10,000 Se0-4/8/16 
Pri 1,000/2,000/4,000/8,000/16,000 Sec 4/8 
Pri 2500/5000/10,000 Sec 4/8 

140 VOLT LINE TO VOICE COIL 
A-8106 
A-8107 
A-810B 

1/2/4/8 Pri-2,500/5,OOO/lO,OOO/20,OOO Sec-4/8/16 
1/2/4/8/16 Pri-1,250/2,500/5,OOO/lO,OOO/20,000 Sec-4/8/16 
0.625/1.25/2.5/5.0 Pri-4,OOO/8,OOO/16,OOO/32,OOO Sec-4/8 

15 VOLT LINE TO VOICE COIL 
A-809S 
A-8096 
A-8097 
A-B099 

5/2.5/1.25(.621.31 
8/4/2/1/0.5 
16/814/2/1/0.5 
2/1/0.5 

Pri-125/250/500/1,OOOj2,OOO Se0-4/8 
Pri-78/156/312.5/625/1,250 Se0-4/8/16 
Pri-39/78/156/312.5/625/1,250 Se0-4/8/16 
Pri-312.5/625/1250 Se0-4/8 

CRYSTAL RECORDER OUTPUT 
Part Max. Audio 

No. Application Pri. D.C. Watts 

A-3'159 Push-pull 10,000 ohm plates to 70,000 ohm 30 rna. ea. % 5 
crysh,l cutter OR 4 ohm voice coil 

A B c D FA-FB 

Mtg. 
Type 

~ 
J 
J 
J 
J 
Q 

;J 
J 
Q 

Q 
J 
J 
Q 

Core 
Size 

~i" x ~-i" 

FK 

Height Base Mtg. 
Overall Area Ctrs. 

2%" 2M" x 3M" 21%." 
1Ys" 2%" x 1!J.-S" 2" 
1}4" 2.¥s" x 1%" 1%" 

2 
2 
1%" 

1%" 
2" 
213,,( 
1M" 

Mtg. 

A 

1%" X 21,jfi" 
3~{o" x 2" 
2%" X 1%" 

Height 
Overall 

2 
21~.{c" 

2 

2" 
2" 
213,16" 
1~4" 

Base 
Area 

2" 3M" x 1%;" 

FS G 

Shpg. Wt. 
in Lbs. 

0.4 
0.7 
1.2 
0.7 
1.5 
0.4 
0.3 

0.7 
1.8 
0.4 

0.4 
0.65 
1.6 
0.3 

Shpg. Wt. 
in Lbs. 

1.0 

Net 
Price 

$1.77 
3.45 
8.51 
5.10 

4.92 
2.93 
3.44 

10.73 
4.07 

4.01 

Net 
Price 
$2.91 

3.16 
3.66 
3.50 
4.95 
2.B4 
2.50 

$3.00 
4.74 
2.72 

$:l.69 
3.60 
4.32 
2.50 

Net 
Price 

54.26 
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I SECTION 5600 I 

POWER TRANSFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

COMBINA TION PLATE AND FILAMENT SUPPLY 
POWER TRANSFORMERS TO PROVIDE APPROXIMATELY 260 VOLTS D.C. TO CONDENSER INPUT FILTER 
Type and Plate Supply Rectifier Fil. Other Windings Base Overall Mtg. Shpg. Wt. Net 
Part No. A.C. Volts D.C. Ma. Volts Amps. Volts Amp.. Area Height Centers in Lb.. Price 

PC8401} 2%" x 2%" 3;{o" 2" x 1%" 
235-0-235 40 5.0 2.0 6.3 CT 2.0 2.2 

PM8401 2J.1i" x 3" 2%" 2" x 2J.1i" 
PC8402} 2%" x 2%'" 311," 2" x 11\1." 

240-0-240 55 5.0 2.0 6.3 CT 2.0 2.4 
PM8402 2J.1i" x 3" 2%;" 2" x 2J.1i" 
PC8403 } 2%" x 3)1" 3;{o" 2" X 2\{o" 

250-0-250 70 5.0 2.0 6.3 CT 2.5 3.2 
PM8403 2J.1i" x 3" 3)1" 2" x 2J.1i" 
PC8404 } 3" x 3J.1i" 3%" 2~" x 2~" 

260-0-260 90 5.0 2.0 6.3 CT 3.0 4.0 
PM8404 2Ys" x 3%" 3%" 2~" x 21',{o" 
PC8405 } 3~" x 3J.1i" 4" 2J.1i" x 2;{o" 

270-0-270 120 5.0 3.0 6.3 CT 3.5 4.9 
PM8405 3)1" x 3%," 3J.1i" 2J.1i" x 3)1" 

FOR USE WITH CHOKE INPUT FILTER, OR HIGHER VOLTAGE WITH CONDENSER INPUT FILTER 

$ 5.53 

5.77 
5.49 

5.64 
6.36 

16.36 
7.05 

7.05 
9.19 

9.19 

PM8423 300-0~300 90 5.0 2.0 B.3 CT 3.5 218,,{," x 3'Vs" 3~" 2~" x 2Ys" 3.0 $ 8.13 
PC8406} 2%" x 2%;" 3',{o" 2" x 11\10" 5.76 

325-0-325 40 5.0 2.0 6.3 CT 2.0 2.4 
PM8406 2J.1i" x 3" 2%;" 2" x 2J.1i" 5.76 
PC8407} 2%" x 3)1" 3;{o" 2" x 2\10" 6.00 

325-0-325 55 5.0 2.0 6.3 CT 2.0 3.2 
;P~M~8~4~07~ ____________________________________________________ ;2J.1i77."~x~3~"~ __ ~3iJ.1i~" __ ~2~","~X~2~J.1i~".-__________ i6.00 
PC8422 } 3~" x SYs" 4" 2J.1i" x 2%" 9.59 

325-0-325 50 5.0 3.0 6.3 CT 5.0 5.8 
PM8422 3)1" x 3%;" 3%;" 2J.1i x 3)1" 9.61 
PC8408 } 3" x 3%" 3%" 2~" x 2)1" 7.50 

340-0-340 70 5.0 2.0 6.3 CT 2.5 3.8 
PM8408 2Ys" x 3%" 3J.1i" 2~" x 21',{o" 7.50 
PC8409 } 3" x 3%" 3%" 2~" x 2%" 7.92 

350-0-350 90 5.0 2.0 6.3 CT 3.0 4.5 
PM8409 2Ys" x 3%" 3%;" 2~" x 218,{a" 7.92 
PC8410 } 3~" x 3%;" 4" 2J.1i" x 2Ur 8.99 

360-0-360 120 5.0 3.0 6.3 CT 3.5 5.5 
PM8410 3)1" x 3%;" 3%;" 2J.1i" x 3)1" 9.36 
PC84U} 3%" x 4" 4110" 2%;" x 21110" 12.03 

375-0-375 150 5.0 3.0 6.3 CT 4.5 5.8 
PM84U 3J.1i" x 4J.1i" 3Ys" 2%;" x 3Uo" 12.55 
PC8412 } 4" x 4" 4%;" 3" x 21',{o" 12.55 

400-0-400 200 5.0 3.0 6.3 CT 5.0 8.2 
PM8412 3%;" x 4J.1i" 3Ys~ 3" x 3%;" 12.58 
~P;C~87.41~3~----~4~0~0-nO~-4~0~0-----n,25~0'-----5·.~0----~4~.0-----6".n3rC~Tn---~5~.0~--~4~"~x~4J.1i~2~"--~4%'~.~"--~3"'-~x~3~%7o",-~IAo.nO----~1~4.35 
PC8414 600-0-600 200 5.0 3.0 6.3 3.0 4" x 4" 4%'" 3" x 21',{o" 8.3 14.76 

6.3 3.0 

POWER TRANSFORMERS FOR USE WITH 6AX5, 6X4, 6X5, OR SELENIUM RECTIFIERS 
PS8415 125 J.1i-wave 15 6.3 0.6 2%" x 1'Vs" 2" 2" 0.7 S 2.37 
PS8416 125-0-125 25 6.3 1.0 2Ys" x 1%'" 2',,{o" 2%" 1.0 2.85 
*PA8421 125 J.1i-wave 50 6.3 2.0 3%," x 2)1" 2~" 3)1" 1.5 3.84 

P~C~84il~7~ ____ ~2~20~-~0-~2=20~ ____ ~5~0 ____ ~6~.3~ ____ ~0~.6 ____ 2~5~.2~ ____ ~0~.5~ __ ~2T%~"~X~2~%~" __ ~3~%~16N" __ ~2~"~~X~li%~0".-~2=.2~~.-~6.41 
PC8418} 2%" x 2%" 3;{o" 2" x 1%" 4.80 

230-0-230 50 6.3 2.5 2.2 
PM8418 2J.1i" x 3" 2%" 2" x 2J.1i" 4.80 
PC8419 } 2%" x 2Ys" 3',{o" 2" x 1'',{o" 5.52 

240-0-240 70 6.3 3.0 2.6 
PM8419 2J.1i" x 3" 2Ys" 2" x 2J.1i" 5.52 
PC8420} 3" x 3J.1i" 3J.1i" 2" x 234" 6.42 

260-0-260 90 6.3 4.0 3.5 
PM8420 2Ys" x 3%" 3J.1i" 2~" x 21',{o" 6.69 

REPLACEMENT POWER TRANSFORMERS (Misc.) 
Plate Supply Rectifier Filament Other Windings Height Base Shpg. Wt. 

Part No. A.C. Volts D.C Ma. Volts-Amperes Volts-Amperes Mtg. Overall Area in Lbs. 
Net 
Price 

P-8173 250-0-250 10 6.3-0.6 6.3-1.2 C 2 Ji" 2 W x 2 W 1.0 $ 4.66 
P-8174 250-{)-250 20 6.3-0.6 6.3-1.2 C 2 %" 3%;" x 2 Ji" 1.5 4.83 
P-6001 325-0-325 40 5.0 CT-2.0 2.5 CT-4.0 M 2%;" 2J.1i' x 3" 2.5 6.80 
P-6348 240-0-2'0 60 6.3 CT-2.75 M 2%;' 2%;" x 21\1, 2.3 5.58 
P-6358 300-0-300 65 6.3 CT-2.7 C 3%" 2%" x 2%" 2.8 5.96 
P-4047 350-0-350 70 5.0-3.0 2.5 CT-9.0 6.3-3.0 C 4" 3Ji" x 3" 3.8 8.46 
P-8175 300-0-300 70 5.0-3.0 6.3 CT-3.0 C 3 J.1i" 2 Ys" x H." 4.0 7.85 

P;-~6~0~~~ ___ 4~0~0~-{)~-~40~0~ __ ~1~1~0 ________ ~5.~0~C~T~-~3~.0 __________ ~2~.5~CiT~-1~5~.0~;2.~o~C~T~-~3.~5--~M~--~3~"~~"--~3iY,~8"~x~3~~~"--~5.~4----~11.38 
P-8176 350-0-350 110 5.0-2.0 6.3 CT-3.0 6.3 CT-3.0 C 3 Ys' 3',{o" x 3 Ys' 5.5 10.56 
P-8177 300-0-300. 120 5.0-3.0 6.3 CT-5.0 C 3 YR" 311. x 3 %;" 5.8 9.59 
P-6143 440-0-440 130 5.0-3.0 6.3 CT-3.5 C 4';',0" 3%" x 3Ya" 7.0 U.29 
P-4004# 400-0-400 175 5.0 CT 3.0 2.5 1.75 C 4%" 4" x 3Ys" 8.3 14.53 

80 v. Bias 6.3 CT-2.5 6.3 CT-2.5 
P-5059# 337.5-0-337.5 200 5.0 CT-3.0 6.3 CT-5.0 C 4%" 4" x 434" 9.6 13.33 
P-6315 370-0-370 275 5.0 CT-3.0 6.3 CT-7.0 M 3%./I x 4Yf" 9.3 13.96 

TD VE 
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f SECTION 5600 I 

POWER MODULATION 
STANCOR ELECTRONICS IN C. 

(formerly Chicago Standard Transformer Corporation) 

SELENIUM RECTIFIER TRANSFORMERS (117 volt, 50-60 cycle input) 
Output Re.istive Output'?"1:citive 

Ra:re of or Inductive Load 
Ap~lie A.C. Max. D.C. Max. D.C. Overall 

Part R.etifier Vo ts Under Mtg. Dimensions Shpg. Wt. Net 
No. Circuit Load (Approx.) Volts Amps. Volts Amps. Type H W D (lbs.) Price 

RT-201 C. T. 11.7 to 29.4 11.2 2.0 13.8' 2.0 B 3Ys' x 2Ys" x 3rB' 2.5 } $ 5.07 Bridge 11.1 to 28.5 23.0 1.25 30.0' 1.25 B 3Ys' x 2Ys' x 3%' 2.5 
RT-202 C.T. 12.0 to 29.8 11.1 4.0 14.7' 4.0 B 3%' x 2%' x 3Y,' 

3.8j 6.89 Bridge 12.0 to 29.8 24.3 2.0 38.0' 2.0 B 3%' x 2%' x 3Y,' 3.8 
RT-204 C. T. 11.7 to 29.2 12.0 8.0 14.5' 8.0 B 4' x3~"x4Ys' 6.1 8.91 Bridge 11.S to 29.2 24.0 4.0 32.4' 4.0 B 4" x 3~" x 4Ys" 6.1 
RT-206 C.T. 12.0 to 29.7 11.5 12.0 14.4' 12.0 B 4~' x 3U' x 5Ys' 9.1i 12.11 Bridge 12.0 to 29.7 24.0 6.0 32.0' 6.0 B 4~' x 3U. x 5Ys' 9.1 
RT-208 C.T. 12.1 to 29.2 11.4 15.0 14.87 15.0 B 4%' x 3%" x 5~' 12.6 15.26 Bridge 12.1 to 29.2 23.7 8.0 32.5' 15.0 B 4%' x 3%' x 5~' 12.6} 
RT-2012 C.T. 12.1 to 29.0 11.4 22.5 14.3' 22.5 B 5'/,' x 4%' x 6%' 20.5 22.50 'Bringe 12.0 to 29.0 28.5 12.0 33.0' 12.0 B 5Vs N x 40/S" x 6%' 20.5 
RT-4= Bridge 25.0 to 53.5 44.0 8.0 63.0' 8.0 B 5%' x 4%' x 7Y,' 26.5 33.28 
RT-412 Bridge 25.0 to S3.0 43.5 12.0 SO.O' 12.0 B 7Ys" x 5%' x 6~' 33.5 43.82 

RECTIFIER TRANSFORMERS (Primary 117 volt, 60 cycle) 
Rectified Circuit 

Part Mtg. Mtg. Height Base Shpg. Wt. Net 
No. Secondary Ys Wave Full-wave Brdg. Type Ctrs. Overall Area in Lbs. Price 

P-8191 17-18 V. A.C. at 3A. R.M.S. 6-7 V. D.C. 13-14 V. D.C. BV 272/1 X 2%/1 3%" 3Ys"x3%" 5~ $ 8.61 
P-819" 36 V. A.C. at 3A. R.M.S. 13 V. D.C. 26 V. D.C. BV 3" X 3" 4Ys" 3%" x 4" 9Ys 14.64 

AUTOMATION CONTROL TRANSFORMERS (Primary 115-UO volts, 50-60 cycle) 
Part Secondary V.A. Mtg. Mtg. Height Base Shpg. Wt. Net 

No. Parallel Series Rating Type Ctrs. Overall Area in Lbs. Price 

P-6S75 6 V. at 2 A. 12 V. at 1 A. 12 J 2%" 2%" 2Ys" x 2" % $ 3.34 
P-S376 6 V. at 4 A. 12 V. at 2 A. 24 J 2Ys" 3%" 3%" x 2~" 1Ys 3.79 
P-6a77 12 V. at 4 A. 24 V. at 2 A. 48 J 3Ys" 3 Va" 3%" x 2%" 2 4.79 
1"-6378 12 V. at 8 A. 24 V. at 4 A. 96 BV 2%"x2~" 3%" 3;/g" x 3" 3Ys" 7.72 
P-SS79 12 V. at 16 A. 24 V. at 8 A. 192 BV 2Ys"x2%" 47'8" 3V2"x3!1" 8 13.33 

*Transformers and Rectifiers will have a higher temperature rise when operating with a capacitive load as compared to a resistive or inductive 
load for a given load current. If this is undesirable extra ventilation should be provided or else the output current from the rectifier should be 
derated by approximately 20% from the values shown. 
RT Footnotes: Ml"D. Filter Capacitor: 1. 1,000 2. 500 ,3. 2,000 4. 4,000 5. 6,000 6. 3,000 7. 7,500 8. 12,000. 

PLATE MODULATION 
Max. Ma. Shpg. 

Part Impedance D.C./Tube Typical Class Audio Mtg. Height Base Wt. Net 
No. in Ohm. Pri. Sec. Output Tubes Watt. Overall Area in Lbs Price 

A-3812 Pri-IO,OOO CT 32 50 Sgl.-37, 38, 41, IG5, 6K6 A 5 A 1%" 2Ys"xl71i" 0.7 $2.43 
See-4,000 Sgl.-19, 1G6, 1J6, 6ES, B 

SG6,6Z7 
P.P.-30, 49, lH4 B 

A-3871 Pri-4,500 60 50 Sgl.-6L6, HY69 A 10 TD 2'116" 2%" x 2%" 1.4 4.43 
See-8,500 ISgl.-6B5, 6I!'6, 6N6 A 

A-3845 
#Secondary used as primary. 

Sgl. 53, 79, 6A6, SN7, 6Y1 Pri-IO,OOO CT 100 100 B 25 C 3%" 2%" x 2%" 2.8 5.84 
See-8,000/6.500/5,000/3,000 P.P.-42, 2A5, SF6, 6VS AB2 

A-3808 Pri-3,800/3,300 CT 260 170 P.P.-6L6, 807, HY61, AB2 60 D 4%:" 4" x 2Ys" 7.7 15.12 
See-10,000/7,500/5,000/4,OOO RK41 

P.P. Par-6L6 ABI 
A-3829 Pri-9,OOO/S,900 CT 250 300 P.P.-RKI2, RY25, 35T, B 

See-6,250/5,OOO/4,OOO/3,300 HY40Z, T40, TZ40, 
175 D 4%" 4" x 6Ys" 11.4 16.82 

100TL, HK354, 756, 
RO~. R30R 

POLY-PEDANCE MODULATION MULTI-TAPPED UNITS TO PROPERLY MATCH THE OUTPUT OF THE 
MODULATOR STAGE TO THE MODULATED LOAD. WILL MATCH ALL COMMON IMPEDANCES OF CLASS 
"B" MODULATOR (2,000 to 20,000 OHMS) TO CLASS "C" LOAD IMPEDANCES OF 2,000 TO 20,000 OHMS. 
Part Max. Height Base 
No. Watts Max. D.C. Mtg. Overall Area 

Sh~g. Wt. Net 
10 Lb •. Price 

A-1891 15 Pri-100 rna. D 
See-lOO rna. 

3;{{ 2%" x 2Ys" 2.5 $ 9.60 

A-3892 30 Pri-150 rna. D 4" 3~" x 3%" 4.3 12.16 
See-150 rna. 

A-38!13 60 Pri-180 rna. D 4" 3~" x 4J.i" S.2 13.16 
See-180 rna. 

A-38M 125 Pri-225 rna. D 4%' 4" x 4%" 9.4 16.58 
S00--225 rna. 

A-3898 800 Pri-260 rna. FS 8Ys' 5%",,7%" 37.9 97.65 
8ee-2S0 ms. 

A-3899 600 Pri-500 rna. FS 9Ys' 7~" x 10~" 70.0 119.20 
See-500 rna. 

•' ~ .' • 
TW KA L M N Q 5 TD Wl-2 
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I SECTION 5600 I 

F I LT E R C H 0 K ES 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

SMOOTHING CHOKES FOR D.C. POWER SUPPLIES. 
Inductance varies with the amount of DC. flowing through the coil, are rated at 10 volts, 60 cycles, with maximum D.C. in winding. 
therefore these units have been tested under uniform conditions. They Tolerance of plus 15% is maintained on all ratings. 

Part Rating D.C. Res. R.M.S. V. Height Base Shpg. Wt. Net 
No. Indue. at Ma. D.C. in Ohms Insu!. Mtg. Overall Area in Lbs. Price 

C-2344 1.5 hy. at 10 rna. 95 2500 A 1~" 2Ys" ~ IJ,.t8" 0.5 $1.i2 
C-1515 20.0 hy. at 15 rna. 900 1500 A 1%" 2Ys"xl~1! 0.7 2.14 
C-2318 12.0 hy. at 30 mao 400 2000 A 1:y,,' 2:yts" X 1%6 0.5 1.83 
C-1706 4.5 hy. at 50 rna. 300 1500 A 1~" 2%" X 1%" 0.4 1.28 
C-1701 7.0 hy. at 50 mao 550 1500 A 1%" 2~" x 1%" 0.4 1.42 
C-l003 16.0 by. at 50 ma. 580 1500 A 2" 3~" x 1%" 1.1 2.11 
C-1708 13.0 by. at 65 rna. 500 1500 A 2" 3U" x 1%" 1.0 2.40 
C-U55 8.0 by. at 75 ma. 290 1500 L 2\1," 2'/'It x 1%" 1.0 2.65 
C-l002 15.0 hy. at 75 rna. 400 1500 A 2~" 3%"x2;!4" 1.7 2.88 
C-1420 16.0 hy. at 80 ma. 360 1500 C 3~6" 2%"x2%" 2.5 4.64 
C-1709 8.0 hy. at 85 mao 250 1500 A 2" 334''' X 2/1 1.4 2.40 
C-2305 5.0 hy. at 100 mao 300 1500 TD 211;(s" 2%" x 2l1,16" 1.5 3.45 
C-l00l 10.5 hy. at 110 mao 225 3000 A 2%" 4" x 2~" 2.3 3.59 
C-2104 9 hy. at 125 rna. 250 1500 Q 2~" 3',{," x 2Ya" 1.5 3.07 
C-2303 2.5 hy. at 130 rna. 100 2000 A 2" ay.." x 1%" 1.0 2.25 
C-1421 7.0 hy. at 140 rna. 165 3000 C 3~6" 2%"x2%" 2.5 4.64 
C-2304 2.3 hy. at 150 rna. 60 1500 A 2" 3U" x 1%" 1.0 2.25 
C-2309 3.0 hy. at 150 rna. 90 2000 A 2~" 3%"x2%" 1.7 2.51 
C-l11u 7.0 hy. at 150 rna. 200 1500 A 2%" 4" x 2.!4" 2.2 3.60 
C-1410 4.0 hy. at 175 rna. 100 3000 C 3UB" 2%"x2%" 2.4 4.54 
C-2327 1.5 hy. at 200 rna. 85 1500 A 1%" 2Ys" x 1)1" 0.8 1.80 
C-1646 5.0 hy. at 200 rna. 90 5000 C 4" 374''' x 3%" 4.5 6.80 
C-1411 4.5 hy. at 200 ma. 80 3000 C 3%" 3" x 3Ys" 3.5 5.67 
C-1121 8.5 hy. at 200 ma. 120 3000 N 3Ys" 3!11" x 3" 4.4 7.50 
C-2105 10 hy. at 200 rna. 150 2500 C 311-"16" 3" x 3%" 4.25 7.23 
C-l103 4.0 hy. at 250 rna. 60 3000 B 371" 2%" x 3~~" 4.2 6.20 
C-1412 4.0 hy. at 250 rna. 60 3000 C 3%" 3" x 3)1" 4.3 6.96 
C-1722 8.0 hy. at 300 rna. 80 3000 N 4%" 3%" x 372" 7.3 11.04 
C-Z308 8.0 hy. at 300 rna. 80 3000 C 4%" 4" x 3Ys" 7.8 11.04 
C-1413 8.0 hy at 300 rna, 80 5000 D 4%" 4" x 4Ya" 7.~ 11.48 
C-2106 2.6 hy. at 310 rna. 60 1500 C 3%" 2%" x 3Ya" 3.4 6.06 
C-2328 0.8 hy. at 375 ma. 25 1500 A 2)1" 324'~ x 2" 1.5 3.60 
C-1414 7.5 hy. at 400 ma. 60 5000 D 4%" 4~ x 5Ys" 11.8 15.69 
C-1415 6.0 hy. at 500 rna. 75 7500 FS 8Ya" 5~/a" x 5~" 23.7 48.11 

SWINGING CHOKES FOR INPUT SECTION OF D.C. POWER SUPPLIES. 
Part Min.Swg. D.C. Res. Approx. Range of R.M.S.V. Height Base Shpg. WI. Net 

No. Indue. in Ohms Indue. at D.C. Ma. Insu!. Mtg. Overall Area in Lbs. Price 

C-1118 10 hy. 130 13.5-3.5 hy. at 15-150 2000 C 3%" 2%" x 2)1" J.3 $4.43 
C-1400 10 hy. 100 12-2 at 17.5-175 3000 C 3%" 2%" x 2%" 2.4 4.13 
C-1401 10 hy. 80 12-2 at 20-200 ' 3000 C 3%" 3" x 3Ya" 3.5 5.95 
C-1645 10 hy. 90 12-2 at 20-200 5000 C 4" 3}4" X 3%" 4.5 6.59 
C-17Q2 10 hy. 60 12-2 at 25-250 3000 B 3)1" 2Ys" x 3Ya" 4.3 6.77 
C-1402 10 hy. 60 12-2 at 25-250 3000 C 3%" 3" x 3>1" J.3 6.96 
C-1720 16 hy. 80 20-4 at 30-300 3000 N 4%" 3%" x 372" 7.2 11.91 
C-2307 16 hy. 80 20-4 at 30-300 3000 C 4%" 4" x 3Ys" 7.9 11.44 
C-1403 16 hy. 80 20-4 at 30-300 5000 D 4%' 4" x 4Ys" 7.7 11.10 
C-1404 14 hy. 60 17-3 at 40-400 5000 D 4%" 4" x 5Ya" 11.7 35.23 
C-1405 12 hy. 75 10-4 at 50-500 7500 FS 7%- 6YB" x 7" 24.3 40.18 

SMOOTHING CHOKES FOR USE IN AC.-D.C. POWER SUPPLIES. 
Part Rating D.C. Res. R.M.S.V. Height Base Shpg. Wt. Net 

No. Indue. at Ma. D.C. in Ohms lnsu!. Mtg. Overall Area in Lbs. Price 

C-l080 3.5 hy. at 50 rna. 200 1500 A 1%" 2%" x 1,!1i" 0.7 $1.65 
C-1325 5.0 hy. at 50 rna. 250 1500 A 1%" 2Ys" x 13--2" 0.7 1.65 
C-1211 7.0 hy. at 50 rna. 300 1500 A 1%" 2%" x 171" 0.7 1.80 
C-1723 4.5 hy. at 50 rna. 325 1500 A 1%- 2~"x 1~" 0.4 1.42 
C-1227 7.0 hy. at 50 rna. 350 1500 A 1%" 2J·'8" x lY2" 0.7 1.80 
C-1279 8.5 hy. at 50 rna. 400 1500 A 1%." 2Ys" x 1)1" 0.7 1.65 
C-U33 8.0 hy. at 50 rna. 450 1500 A 1%" 2Ys" x 1Yo" 0.7 1.65 
C-1215 9.0 hy. at 50 rna. 500 1500 A 1%" 2 701" x 14" 0.7 1.60 

HIGH CURRENT FILTER CHOKES Clndcutances rated at 1 volt RMS, 60 cycle) 
Part Inductance D.C. Res. R.M.S. V. Height Mtg. Base Mtg. Shpg. wt. Net 
No. Henrys D.C. Ohms Insu!. Overall Ctrs. Area Type in Lbs. Price 

C-2685 .035 at 2.0 amp. .72 1500 2%" 23~6" x 2" 2%"x2%" BH 1.9 $3.55 
C-2686 .025 at 4.0 amp. .425 1500 3" 21~,i6" x 2!-1" 3;Ys" x 2Ys" DH 3.4 6.05 
C-2681 .01 at 8.0 amp. .15 1500 3;4" 3~s/l x 27'2" 3%" x 3~{6" BH 5.3 1.96 
C-2688 .01 at 12.5 amp. .11 1500 3}1" 3Vt6" x 2%" 4Ys" x 31/ 1s" BH 5.9 9.17 
C-2689 .005 at 22.5 amp. .03 1500 3Ys" 3%" x 3Y2" 4%" x 4%" BH 11.9 13.45 
C-2690 .3-.075 L\'-2A 3.0-.75 1500 3 7,({ 2}i/l x 274:" 21~{6" x BU" BV 5.11 8.02 
C-2691 .08-.02 2.5A-5A .57-.143 1500 3%" 2%" x 3" 3YB" x 4" BV 6.5 10.21 

AUDIO CHOKES 
Audio reactors are rated at 2 volts, 200 cycles, with maximum D.C. in windings. Tolerance of plus 15% is maintained on all ratings. 

Part Rated Max. D.C. Res. Test Height Base Shpg. Wt. List 
No. Inductance D.C. in Ohms Volts Mtg. Overall Area in Lbs. Price 

C-l003 16 hy at 50 rna. 50 rna. 580 1500 A 2" 3}4"xl%" 1.1 $2.11 
C-2346 35 hy at 15 rna. 1850 2500 A 1:!/s" 2:!/g" x 1 Xi" Yo 1.12 
C-2301 135 hy at 5 rna. 10 rna. 6500 1500 TD 211 16 " 2%" x 113/ 16" 1.7 4.28 
C-2345 350 hy at 5 rna. 5500 2500 A 2" 3 14" x 2" 1Yo 3.07 

TD 
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I SECTION 5600 I 

FILAMENT TRANSFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

FILAMENT TRANSFORMERS WITH SINGLE SECONDARY 

Part 
No. 

Secondary 
Volts Amperes 

R.M.S. V. 
Insul. 

Primary 
Volts# Mtg. 

Height 
Overall 

Base 
Area 

Shpg. Wt. 
in Lbs. 

Net 
Price 

P-4026 2.5 1.5 2,500 117 A 1%" 2Y1i" x 17§" 0.7 $2.76 
P-4082 2.5 CT 2.5 2,500 117/107' TD 2',,"," 2%;" x 2%;" 1.5 4.83 
P-6133 2.5 C'l' 5.0 7,500 117 S 2',,"," 3'i{o" x 2~" 1.5 3.80 
P-4083 2.5 CT 6.0 2,500 117/107 C 3%;" 2%" x 2%" 2.2 5.06 
P-3024 2.5 C'l' 10.0 2,500 117/107 C 3%;" 2%" x 2%" 2.5 5.00 
P-6454 2.5 C'1' 10.0 7,500 107/117 S 3 Ys" 3 %' x 27§' 2.5 4.00 

P-3060 2.5 C'1' 10.0 10,000 117 B 37§" 2Y1i" x 27§" 2.5 6.72 
P-3026 5.0 C'l' 3.0 2,500 117/107 C 3%;" 2%" x 2%" 2.4 5.00 
P-40J8 5.0 CT 3.0 2,500 117 B 3U" 27§" x 27§" 1.8 4.25 
P-6467 5.0 CT 3.0 2,500 117 A 2 3%;" x 2" 1.4 3.20 
P-6455 5.0 C'!, 6.0 2,000 107/117 S 2%' 3%;' x 27<:' 2.0 4.33 
P-3062 5.0 C'1' 6.0 2,500 117 B 3Vo" 27§" x 2y,," 2.3 5.14 

P-5000 5.0 C'l' 6.0 2,500 117/107 C 3:i{6" 2%" x 2%" 3.1 5.80 
P-6135 5.0 C'1' 10.0 2,500 117 N 3U" 27§" x 2%" 3.0 S.60 
P-4086 5.0 C'1' 14.0 10,000 117/107 FA 57§" 47«" x 8y." 12.3 22.88 
P-6432 5.0 CT 21.0 2500 117* BV 3%" 2%" x 2%" 5.0 8.33 
P-6433 5.0 CT 15.0 2500 117* BV 3Vo" 27§" x 2%" 37§ 7.15 
P-6302 5.0 C'l' 22.0 10,000 117/107 Jo'A 5Vo" 4~" x 87§" 13.5 32.12 

~P~-~64~9~2~--~5~,0~C~T~----~30~,~O------~2~,50~O~----~1~17~~------~C~------4~%;~~~"----~3~%;~"~x~3~YIi~.~"----~7~.5~----~1'O:94 

P-6468 5.0 CT 30.0 2,500 117/107 D 4Uo" 3U." x 3Y1i" 4.3 12.79 
P"6305 5.0 C'1' 30.0 10,000 117/107 FB 5%" 4J<J:" x 10" 18.3 30.96 

P-6137 5.25 CT 13.0 2,500 117 N 3 Yo" 3 y." x :;7« d 5.2 8.19 
P-6463 1"6.0 CT, 6.5 C'1', 

or 7.0 CT 13.0 2,000 117 B 3%" 21%;" x 3%" 4.5 7.85 
P-6465 6.3 CT 0.6 1,500 117 A 1% 2%' x 1%' 0.5 1.98 
P-6134 6.3 C'l' 1.2 3,O'JO 117 A 1%" 2:i~" x 1%" 0.8 2.10 
P-8190 6.3 1.2 5,000 117 A 2 3~" x 1%;" 1.0 2.76 

-;P~_~~~1~ __ ~6~.3~~ ______ ~1~.2~ ______ ~5~,0~0~0 ______ ~6~.3~ ________ ~A~ ____ ~2~._----23~~~7."~x~1~%;~~"._----;1~.0~------2.97 
P-S014 6.3 C'l' 3.0 2,000 11'1 B 3U" 272' x 2h" ~.O '4.67 
P-6466 6.3 CT 3.0 2,500 117 A 2 3';{o" x 2" 1.4 3.39 
P-6462 6.:! 3.0 '1,000 10'1/11'/ A 2%' 4' x !<:%' 2.0 5.60 

,P~-4~01~9~ __ ~6~·.3~' ,C~'~1' ______ -i4'iO ______ -,~2,~50~0~ ____ ~1~1~'I/~1~0'~I ______ ~C~ ____ ~3'T,fu~" ____ ~Z~%;8"~X~~~78~" ____ ~~~,.7~ ______ ~S.04 
~-P~-~64~S~6~ __ -,6~·.3~C~'1",·~ _____ 6"'·oO ________ 2i,0,0~0,-_____ 1~0,'I~/1,1-7-------nA~-----i2~J<J:~'-----7,3~%~8,'x~2~~~~·----~2~.0~----~3.82 
P-3064 6.3 C'l' G.O 2,000 117 B 3y." 272" x ,.~/' ~.4 S.42 

P-4089 6.3 CT 6.0 2,500 117/107 C 3%" 3" x "YO" a.5 6.62 

~P~_63~08;-____ ~6.~3-;C~'l'~ ____ ~1~0~.0~------~2~,o~0~0------1~1~7~/1~0~7 ______ -;N~ ____ ~3~7~2"._--~Z~'~~.-"~x~~~~~".-----3~.~4~----_6.S9 
P-6464 6.a C'l' 10.0 1500 117 C 3%" 3" x 3~" 3.5 6.94 

~P.-~63~0r.9~--~"~.a~c~"r~'------~~07·~0------~~~,~OO~0~----~1~1'~1/~10~7~ ____ ~Ni-____ ~4~%~8'u'-----2a~~4~"~X~3~"-.----~6~.'l~----~10.21 
P-S015 7.5 C'1' 4.0 i,hOO 117 B :;7'" ~/,,' x ~7" 2.7 4.is 
P-6457 '/.5 C'l' 5.0 ~,OOO 10'1/117 C 4V.' 3%' x 4' 6.0 12.69 

P-4091=-____ i7.~5~C~'l'~----~5~.0,_----~-7.2~,b~00~-----1~1~77/1iO~7 ______ -iC~----~a~%~",_--~3~"~~x7.3~"~-----a7'.~4------~6~.~70 
P-6138 7.5 C'l' S.O 2,600 117, N 3>,,,"' au" x 2Ys" '1.'1 7.39 

~P.~i01~6~--~1~0~.0~C~'l'~----_,4~.~0------~2~,O~0~0------1i1~1~7",----__ ~B~ ____ ~3iY,~27"----_7,~~~.7."~X~4~r.i8~"----_;,"~.o~------6.0S 
- P-6458 10.0 CT 5.0 2,000 107/117 N a ""0' 2V.' x 2 Va' 3.0 4.70 

P-4096 10.0 C'l' 5.0 2,000 117/10'7 C 4" 3~" x au" 4.0 7.22 

~P.1~13~9._--~1~0~.0~C~T~------8~.~0------~2~,5~·0~0~----~1~li7~--____ ~N~----~3~h~8-"----~3TY.~"~x~3~Ys~8."----~4~.9~------7.50 
P-4097 10.0 C'l' S.O 2,500 117/107 C 4" 3~" x 3%" 5.2 7.82 

~P.-~64i.6~1~_-~1~0~.0~CT.'1"'------,10".0n_------,2~,O~0~0~----~~11~'(w*,_-----.~C._-----3~Ys~8F·----~3f~~·~x~3~%~8F·----~5~.0._------.8.79 
~p.-~SOO~2~--~1~O~.0"c~"r~'------~12~·nO------_,7t,o~'·0~0._----~1717i/~10~7,-----~~~'A~-----5~U~8n"----~4f~~"~X~8~Ys~"----~1~4~.7~----~24~.8S 

P-3020 11.0 C'1' 10.0 2,500 117/107 C 4%;" 4" x 3!>-2" 7.7 9.96 

~P.-i813~0~--~1~20·6~· ~C~'1~' ______ ~2~·iO------~1~,5~0~0._----~1~1~7~------~Ai_----~2~"~----~3~~~"~X~2~",-----~1~.4~------~3.43 
P-6469 25.2 1.0 1,500 117 A 2" 3~" x 2" 1.4 3.27 

FILAMENT TRANSFORMERS WITH MULTIPLE SECONDARY 

P-6144 ~:~ ~g:~ R:g i; 5.0 VCT at 3.0 A; 2,500 117 C 3%" 3" x 3y," 3.7 $7.80 

P-6338 2.5 V at 3.0 A; 5.0 Vat 3.0 A; 2,500 117 N 37§" 2Y1iN x 2%;" 3.4 7.S9 
5.0 VCT at 2.0 A; 6.3 VCT at 3.0 A 

P-SOO9 5.0 VCT at 3.0 A; 6.a YCT at 6.0 A 2,500 117/107 C 4" 3~" x 3~" 4.5 8.90 
P-5008 5.0 YCT at 4.0 A; 6.3 YCT at 3.6 A 2,500 117/107 C 3%" 3" x 3~" 3.8 7.83 

P-40=~~2~50·0~V~C~T~ajt~6~.0~A~;~6·fa~V~C~"1~'~a~t~6~.0~A=-i2~,5~00~ ____ ~1~17~/~10~7 ________ ~C,-____ ,4~"2H ____ -i3~~4~"~x~3~%~8n"----~4~.8~------~8~.46 
P-6333 5.0- V at 3.0 A; 5.0 Vat 3.0 A; 2,500 117 B 37§" 2Ys" x 3Y1i" 4.7 9.43 

6.3 VCT at 4.0 Ai 7.5 V/6.a VeT at 
~.OA 

P-6428 6.3 V at 1.75 A; 6.3 V at 1.75 A; 2,500 117 C 3J1" 27§" x 3" 3.0 6.20 
ij.~ V at 1.70 A; 6.3 VCT at 1.75 A 

P-6429 6.3 V at 3.5 A; 6.3 V at 3.5 A; 2,500 117 C 3Y1iN 3U" x 37§" 4.8 •• 43 
6.~ Y at 3.5 A; 6.3 VCT at 3.5 A 

~P.-i64i3~O~6~.3~V7Ci,T~a~t~3~.0~A~;i6~.3~V~C~T~a~t~30·0~Ai-i2~,5~O~0 ________ ~11~7~-------7C~----~3~Ys~8T"-----i2T.7§~"~X~3~%~8~n ______ 72.~8~ ____ ~45.S0 
P-6431 6.3 VCT at 6.0 A; 6.3 VCT at 6.0 A 2,500 117 C 3%" 3U" x 37§" 4.8 8.34 

#All primary windings for 60 cycle operation. 'Primary 50/60 cycles. tBy means of primary tap: For Eimac 4CX1000A tube. 
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I SECTION 5600 I 

PLATE TRANSFORMERS 
STAN COR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

PLA TE TRANSFORMERS 
Part 

No. 

P-S040 

P-S041 

P-S042 

P-S043 

P-S025 

P-8026 

P-S027 

P-S02S 

P-S029 

P-8030 

P-S031 

P-S032 

P-8033 

P-S034 

P-S035 

D.C. 
Volts 

400 
40 

500 
400 

40 
600 
400 

40 
750 
600 
40 

1000 
750 

1250 
1000 
1250 
1000 
1500 
1250 
1500 
1250 
1750 
1500 
1750 
1500 
2000 
1750 
2000 
1750 
2500 
2000 
2500 
2000 

Sec. A.C. Volts 
at Plate 

500/40 0-500 

615/520/40-0-520/615 

,770/510/40-0-510/770 

950/750/40-0 750/950 

1230/940-0-940/1230 

1475/1175 0 1175/1475 

1510/1210 0 1210/1510 

1740/1460 0 1460/1740 

1775/1500-0-1500/1775 

2100/1800 0 1800/2100 

2075/1775-0-1775/2075 

2400/2100 0 2100/2400 

2375/2065 0-2065/2375 

2900/2385-0-2385/2900 

2950/2375-0-2375/2950 

D.C. Ma. 
CCS ICAS 

300 375 

250 310 

300 375 

300 375 

400 500 

300 375 

500 625 

300 375 

500 625 

300 375 

500 625 

300 375 

500 625 

300 375 

500 575 

Pri. 
Volts 

115 

115 

115 

115 

115 

115 

115 

115 

115-230 

115 

115-230 

115 

115-230 

115-230 

115-230 

Mtg. 

C 

C 

C 

1o'S 

1o'S 

FS 

FS 

1o'S 

FS 

F'S 

1o'S 

FS 

FS 

FS 

FS 

PLATE TRANSFORMERS-NEW FUNCTIONAL UNITS 

Height 
Overall 

4%" 

4%" 

7%" 

7%" 

7%" 

8" 

8Ys" 

9J~" 

7%" 

10~" 

11}4" 

11}4" 

11}4" 

Base Shpg. Wt. 
Area in Lbs. 

4" X 4Y211 9.8 

4" x 5Ys" 13.6 

18.0 

:09.0 

67ii"x9;!1" 35.0 

7%" x 834" 36.5 

59-~" X ~!4" 45.2 

5%" x 7Ys" 38.7 

65.0 

7%" X 9/1 45.8 

65.5 

7%" x 97:;i" 46.0 

7%"x9Ys" 77.0 

7%"A8%"" 62.8 

7%" x 10~4" 80.0 

Net 
Price 

$13.49 

16.02 

21.49 

79.18 

S9.14 

73.S9 

75.S9 

S2.62 

90.5S 

71.20 

S6.63 

79.59 

103.S5 

102.17 

155.37 

No exposed terminals. Insulated leads provide protected routing to Each of these units i~ "all transformer/' taking a minimum of chassis 
circuits. Simplified design offers ease of mounting and neat, con- space. No bulky casing or protruding, "hot" terminals to increase 
venient circuit wiring. No difficult cutouts needed mounting area. 

D.C. output rated CCS at load terminals of single-section reactor-input filter, ICAS with single-section capacitor-input filter. 
volts) 60 cycles. 

Primaries for 117 

Type 
Part No. 

PC8301 

PC8302 

PC8303 

PC8304 

PC8305 

PC8306* 

Secondary 
A.C. Volts 

415-0-415 

515-0-515 

665-0-665 

750-0-750 

920-0-920 

920-0-920 

nOO-0-500 

D.C. Output 
Volts Ma. 

300 
425 
385 
500 
500 
750 
600 
850 
750 

1000 
750 

1100 
380 
550 

200 
160 
235 
200 
250 
200 
265 
200 
250 
200 
150 
125 
150 
125 

Type Filter 

Reactor Input 
Capacitor Input 
Reactor Input 
Capacitor Input 
Reactor Input 
Capacitor Input 
Reactor Input 
Capacitor Input 
Reactor Input 
Capacitor Input 
Reactor Input 
Capacitor Input 
Reactor Input 
Capacitor Input 

Rectifier 

5U4G 
5U4G 
5U4G 
5R4GY 
5R4GY 
5R4GY 

2-5R4GY 
5R4GY 

2-5R4GY 
5R4GY 
5R4GY 
5R4GY 
5U4G 
5U4G 

Net 
Price 

$ S.03 

10.52 

13.36 

15.05 

15.66 

15.46 

D.C. output rated at load terminals of single-section, reactor-input filter with full-wave mercury-vapor rectification. Primaries for 117 volts, 60 cycles 

Type and Secondary D.C. Ma. Net 
Part No. A.C. Volts D.C. Volts CCS ICAS Price 

PT83" 1200-0-1200 1000 225 280 $17.05 
PT8312 1200-0-1200 1000 325 405 29.S3 
PTS313 1475-0-1475 1250 250 310 26.62 
PTS314 1790-0-1790 1500 225 280 30.72 
PTS315 2065-0-2065 1750 200 250 30.99 

oil-Tapped for use with dual rectifier-filter systems to deliver two rated outputs simultaneously. 

BIAS SUPPLY TRANSFORMERS 
Part 
No. 

P-6317 
P-6318 

High Voltage Supply 
A.C. Volts at D.C. Milliamps. 

200/170/130(90(0/90/130(170/200 @I 200 rna. 
4nO/400/R50/25010/250/3iiO(400/450 0'. 200 rna. 

Rectifier F'iI. 
Volts-Amperes Mtg. 

5.0 3.0 CD 
ii.O 3.0 CD 

Height 
Overall 

4" 

TUBE CHECKER MULTI-TAPPED FILAMENT TRANSFORMER 
Part 

No. 

P-1834-3 

Secondary Volts 

1.1/1.4/ 1.5/ 2.0/ 2.5/ 3.0/ 3.3( 5.01 Ij 31 7.01 
7.5/12/ 25( 30( 351 501 701 85/110! 117 

Primary 
Volts 

125/115/105 

Mtg. 

A 

Height 
Overall 

2%" 

Base 
Area 

3;i"x3%" 
3%" X 4Ys' 

Base 
Area 

4" x 2" 

All Primary Windings for 60 cycle operation. ~Designates part number to be removed from next catalog. 

Shpg. Wt. 
in Lbs. 

4.9 
7.0 

Shpg. Wt. 
in Lbs. 

2.4 

§Output changed bs means of tap on primary winding, Kating is for a single section choke input filter using a 6 mfd. condenser. 

Net 
Price 

5U.46 
n.64 

Net 
Price 

$10.12 
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I SECTION 5600 I 

ISOLATION AND AUTOFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

STRAIGHT ISOLATION-125{115{105 YOLTS TO 115 YOLTS.t 
Part Height 
No. Wattage Primary# Secondary Mtg. Overall 

P-6160 100 125/115/105 115 KA 4%;" 
P-6371 175 117 117 TE 5'''(," 
P-6161 250 125/115/105 115 KA 4%;" 
P-6298 500 125/115/105 115 ~'K 7%" 
P-6125 1000 125/115/105 115 FK 7%' 
P-6123 1500 125/115/105 115 FK 734" 

STEP.DOWN ISOLATION-250{230{210 YOLTS TO 115 YOLTS.t 
P-6383 100 ~501"av/tlO 115 
P-6385 250 250/:,30,'210 115 
P-6387 500 250/230/210 115 
P-6389 1000 250/230/210 115 
P-6390 1500 250/230/210 115 
tBuilt-in electrosta,ic shields Hre grounded to eore internally. 

ISOLATION TESTING TRANSFORMER 

KA 
KA 
FK 
FK 
FK 

4%," 
4%;' 
7%" 
7%;" 
7%;" 

Base 
Area 

4' x 3%" 
4',{," x 5)4" 
.I" x 5%" 
6!i"x7~" 
5%' x 7%:" 

5%" x 9" 

4" x3%" 
i" x 5t:" 
6~" x 7 " 

5%" x 8" 
5%" x 9%" 

Shpg. Wt Net 
in Lbs. Price 

7.0 $14.48 
9.0 19.34 

14.2 21.40 
28.0 43.13 
34.8 60.99 
49.8 73.59 

7.3 $14.63 
14.2 23.82 
29.5 45.39 
33.8 57.63 
50.3 75.14 

P-6415 350 117 105(115(125 KC 5%" 472" x 5%:" 17.0 $23.52 
Large enough to handle almost any television or radio receiver on test. 115 and 125, with 117 volts, A.C., from the line for testing purposes or 
Has three standard receptacles, providing output volta!':es of 105, for correction of high or low line volta!':e. Has ~lectrostatic shield. 

AUTOFORMERS 
P-6287 40 230 115 
P-5062 80 230 115 

472' S' Diam. can 2.7 $6.49 

P-5063 100 230 115 
K 3%' 3' x 3)4' 3.8 7.94 

P-5064 150 230 115 
K 4' 3)4'x3)4' 4.5 8.42 
K 4%i' 3 %' x 3 %' 5.2 9.92 

P-5065 300 230 115 
P-6141 500 230 115 

K 4%:' 4' x4Ys" 8.8 13.78 

P-6124 1000 230 115 
K 4%:' 4' x 5Ys' 13.7 lS.12 
FK 7!>1i' 5%' '" 6'U' 24.5 3S.40 

P-6299 150 115 150/140/130/120/110/100/90 
Testing Autoformer-Incorporates a cortvenient tap switch to 
permit variable voltages from 90 to 150 volts. Primary equinped with 

KA 4' 3)4' x 4 %;' 6.0 12.69 
6 ft. approved cord and plug. Secondary connected to female receptacle. 

LINE ADJUSTING AUTOFORMERS 
fype and Input Voltage Output Base ::ihpK Wt. 
Part No. Va.· 50-60 Cycle Voltage Height Area in Lb •. 

PV-6441 150 65/75/90/100/11511301145 115 5~' 3Ys'x5%, 6.4 
PV-6442 350 65/75/90/100/115/130/145 115 5' ' 3 Ys" x 6 ~~" 1.0.5 
PV-6443 500 65/75/90/100/115/130/145 115 5)1" 3!/s1l X 6Ys fl 15.0 
PV-6444 750 65/75/90/100/115/130/145 115 6%i' 4).-2' x 8 Ys' 19.0 

*Watts to pure resistive load. To other types of loads, multiply rating of line adiuster by power factor of load for actual wattage. 

AIR CONDITIONER AUTO· TRANSFORMERS-I30 VOLTS TO 108 VOLTS 
Part 
No. 

PSU-2000 
PSU-3000 

Rating 
KVA 

2.3 
3.0 

Motor 
Size 

).-2-1 hp. 
1-2 hp. 

Input 
Voltage 

208/230 
208/230 

Output 
Voltage. 

230/208 
230/208 

CATHODE RAY TUBE POWER TRANSFORMERS 

Mtg. 

PSU 
PSU 

For use with type 2X2 rectifier tubes in a conventional half·wave voltage supply. 
Part Plate Supply Rectifier Filament Other Windings 

No. A.C. Volts D. C. Milliamperes Volts-Amperes Volts-Amperes 

P-S150 1,550 half-wave 1.5 2.5 1. 75 
P-S151 2,400 half-wave 5.0 2.5 2.0 2.5 2.0 
P-S118 1,800 half-wave 2.0 2.5 1.8 2.5 2.2 

or 6.3 0.8 

PHOTOFLASH POWER TRANSFORMER 
Part 
No. Application Pri. Sec. 

P-6425 For use in Sprague eleetronic flash 105(1l5/125V. Charges up to 1050 mfd. 
circuits. See Sprague Electronic 60 cy. to 450 Volts D.C. 
Flash Handbook C-703 

P-6426 Trigger coil for use with 450V. 
flashtube. Replaces G.E. 86G41 

SPEAKER FIELD SUPPLY TRANSFORMER 
Part Plate SuppLy Rectifier Filament 
No. A.C. Volts D.C. Milliamperes Volts-Amperes 

P-G146 120-0-120 250 5.0 3.0 

CONDENSER TESTER POWER TRANSFORMER 

Mtg. 

C 

Height 

372" 
4' 

Mtg. 

TD 
C 
C 

Base Shpg. Wt. 
Area in I,bs. 

3%;'x672' 9 
4).-2' x 6' 10 

Heigh'· Base Shpg. Wt. 
Overall 'rea in Lbs. 

3l,{6" l' x?',",' 1.8 
4'{'" ::1 9 M" x S%" 6.4 
3%" 272" x 272" 

Mtg. Height Base . Mtg. Shpg. Wt. 
Type Overall Area Ctrs. in Lbs. 

S 25,{," 2'5,{," x 2" 2~" 1.4 

!10" diarn. 0.2 

Height Base Shpg. Wt. 
Overall Area in Lbs. 

4' 3 X{" x 3 ~" 4.2 

Part Plate Supply FIl. Wdgs. Overall MLg.t Shpg. Wt. 
No. A.C. Volts D.C.-M.A. Volts Amps. Dimensions Tyll<' in Lbs. 

P-6459 550 30 6.3 0.9 L W D Coli and 1.4 
55 60 6.3 0.6 2%' 25,{," 2!4" Iron 

#All Primary Windings for 117 V-60 cycle operation unless otherwise indicated 

K KA FK N PSU TE TD 

Net 
Price 

$19.80 
22.S0 
25.20 
3S.64 

Net 
Price 

$16.72 
20.0S 

Net 
Price 

$9.00 
11.S6 

9.21 

Net 
Price 

$3.50 

1.67 

Net 
Price 

$7.S3 

Net 
Price 

$5.46 

PV 
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SECTION 5600 

MILITARY AND NEW EQUIPMENT 
TRANSISTOR TRANSFORMERS 

PULSE TRANSFORMERS 
STANCOR ELECTItONICS INC. 

Iformerly Chicago Standard Transformer Corporation) 

Reduced Inspection Quality Assurance Plan 
Since 1955, Chicago Standard Transformer Corporation has been opmat­

ing continuously under IUQAP, the U. S. Army Signal Corps' Redu('ed 

Inspection Quality Assurance Plan. When you specify Chicago Standard 

transformers, delivery time is reduced and incoming inspection is at a 

minimum. You are assured of the highest quality unite;:; for military 

applications. 

ULTRA MINIATURE ENCAPSULATED TRANSISTOR TRANSFORMERS 

The 27 transformers in the 
UME series are characterized 
by high power ratings, low dis­
tortion, high efficiency and ex­
cellent frequency response. De­
signed and built in accordance 
with MIL-T-27A specifications, 
their ratings match those of 
most popular transistors. They 
are ideally suited for printed 
circuit applications. Dimen­
sions: .312H x .400" x .426". 
Weight is approximately Yo 
ounef'. 

ACTUAL 
SI~E 

I 
CHICAGO 

Part No. 

UME-12 
I 

UME-13 

I UME-14 
UME-15 I 

-UME-16 I 
UME-18 
UME-19 

UME-20 

UME-21 

UME-22 

UME-23 

-----
UME-24 

UME-25 

UME-26 

--
UME-27 

UME-28 

UME-29 

UME-30 
UME-31 
UME-32 
UME-33 

i 
UME-34 
UME-35 

UME-36 

I UME-37 

I UME-38 
UME-39 I 

I 
Pri. Pri. Impedance 

Application Res. in Ohms 

output 120 500 
600 

output 250 1000 
1200 

output 70 600 
output 170 1200 

I output 1200 10,000 
reactor 

I 
1000 . ;> hy at 2 Made 

output or driver 1100 10,000 CT 

I 

12,f)00 C:T 
driver 1000 10,000 

12,500 
I 

driver I 1100 10,000 
I 12,500 

single or PP output I 25 lEO CT 
200 CT 

single or PP output 35 300 CT 
400 CT 

-
single or PP output 75 600 CT 

800 CT 
single or PP output 85 800 CT 

1070 CT 
single or PP output 120 1000 CT 

1330 CT 

r 

single or PP output 225 1500 CT 
2000 CT 

single or PP output 750 

I 
7500 CT 
10,000 CT 

output 35 300 CT 1-----output 60 500 CT 
output 105 900 CT 
output 200 FOO CT 
interstage. 1500 20,000 CT 

30,000 CT 

input 6500 200,000 CT 
interstage 1000 10,000 CT 

12,000 CT 
reactor 2600 

I 
6 hy at 2 Madc 

reactor 190 1 hy at 2 Made 

1
180°1 reactor 12 hy at 0 de 

reactor 2700 20 hy at 0 dc 

I 

D.C. Sec. 
r M.A. Impe,lane. Sec, Net 

in Pri. in Ohms Res. Price 
---

3 50 13 $5.40 
60 

I 
3 ,,0 17 5.40 

60 
3 3.2 .7 5.40 
2 3.2 .7;' 5.40 

----
i 1 3.2 .7 5.50 

I 
2 - .- 4.tO 
1 500 CT 45 5.50 

600 CT 
1 1200 CT 1()() 6.10 

1500 CT 

1 2000 CT 160 6.10 
2500 CT 

10 12 3 5.45 
16 

7 12 2.fl 5.45 
16 

---
5 12 2 5.50 

16 
4 12 2 5.50 

16 
3.5 12 2 5.50 

16 
---

3 12 2.5 5.50 
16 

1 12 2.5 6.00 
16 

7 600 110 5.50 
---

5.5 600 110 5,liO 
4 600 110 5.50 
3 600 120 5.50 

.5 800 CT 175 6.50 
1200 CT 

---
0 1000 CT 250 7.00 
1 1500 CT 115 6.50 

1800 CT 
2 - - 5.45 
2 - - 4.80 

---
0 - - 4.80 
0 - - 5.50 

PULSE TRANSFORMERS 

© U.c.P., Inc. 

These ultra-miniature wound core pulse transformers are hermetically encapsulated 3-winding units designed 

and built in accordance with MIL-T-27 A. They feature extremely fast rise time, minimum droop and high 

temperature stability. The leads are arranged so that they can be soldered directly into the circuit or clipped 

and plugged into a standard 7-pin miniature tube sorket. Oscillograph pictures of pulses for all units and other 

technical data obtained through use of N.B.S. Preferred circuit No. 46, as found in Navy Aeronautical Preferred 

Circuits Handbook are listed in Chicago Bulletin CT-45. 

Nominal 

I I 
CHICAGO Pulse Width Rise Time Weiqht Net 

Part No, Microseconds Microsecollds Height Width Depth oz. Prie. 
----- --------- _.-

I 
PE-50 0.5 .07 ~" -U6" %;" .16 $9.92 
PE-75 0.75 .07 '9/16" ~(fif/ ~" .16 9.98 
PE-l00 1 .06 9/" 

I 

9,16" ~" .16 10.02 d6 
,PE-200 2 .05 l~" 11;16" ~" .16 10.92 
PE-500 2 .07 11M" 1~" %;/1 .16 10.72 
PE-700 7 .1 lI,{f/' 1~" ~" .16 12.03 

Net The MASTER - 26th Edition. Page 1421 
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SECTION 5600 

MILIT ARY AND NEW EQUIPMENT 
POWER TRANS'ORMERS 

FILTER REACTORS 
STANCOR ELECTRONICS INC. 

(formerly"Chicago Standard Transformer Corporation) 

POWER TRANSFORMERS-PLATE AND FILAMENT SUPPLY-TF4RX03YY 
For CAPACITOR INPUT SYSTEMS-Primary 117 Voln, 50·60 Cycles 

High Voltage Secondary Filaments VV Case Mounting S· Type Mounting C· Type Mounting 
Volts Ma. Output Rectiller Others Wt. Cat. Case Net Cat. Case Net Cat. Case Net 
A·C· D·C V.D·C I_V~o",lt-,-s -,A.c.m..;p,;;sC.1 ..,V",o",lts,--,A.::.m",p",s'.1 _L7b~s. I-;;N;;o~ • .....-;;--'.:N",o;... ~P;.:;ric~e+..:N.::o::.. _-'.:N.::o.,--:..:Prc:.:ic:.:e+..:N.:.:o::.. _-'.:N.::O.,--P:..:r",lc:.:..e 

250-0·250 10 320 ~.3 1.2 6.3 0.6 1~ PHC·IO 14 517.22 
250-0-250 20 300 a.3 1.2 6.3 0.5 1% PHC·20 15 16.35 
225-0·225 40 210 5 2 6.3CT 2 3~ PHC·40 17 18.72 
270-0·270 55 260 5 2 6.3CT 2 37i! PHC·55 17 19.82 
300-0-300 60 285 5 2 6.3CT 3 47i! PHC·60 19 20.32 
335-0-335 70 320 5 2 6.3CT 3 47i! PHC·70 19 21.12 
330-0-330 85 320 5 2 6.3CT 3 6 PHC·85 20 22.58 
345-0~H5 105 320 5 2 6.3CT 3.5 67i! PHC·I05 21 24.88 
375-0-375 120 380 5 3 6.3CT 4 97i! PHC·l20 21 25.73 
370-0-370 150 39o. 5 3 6.3CT 4 

6.3CT 1 117i! PHC·150 22 31.18 
385-0-385 200 390 5 3 6.3CT 4.5 

i>sc~4ri··· i7· ·$15:07 
PSC·55 17 15.42 
PSC·60 19 17.88 
PSC·70 19 17.48 
PSC·85 20 18.28 
PSC·l05 21 19.68 
PSC-l20 22 22.82 

PSC-150 22 26.98 

i>CC~40 .. i 6· $9·.92 
PCC-55 16 10.62 
PCC-GO 18 11.83 
PCC·70 18 12.22 
PCC·85 20 13.27 
PCC-I05 20 13.78 
PCC·l20 22 16.35 

6.3CT 1 12~ 
400-80-0- 250 410 5 6 6.3CT 7 

80-400 5 2 15 

PHC·200 22 33.35 PSC-200 22 27.78 

PHC-250 24 42.25 PSC-250 24 37.77 

PCC·150 22 20.92 

PCC·200 22 21.28 

PCC·250 24 26.25 
625-0-625 300 685 5 4 6.3 8 

6.3 3 
6.3 3 21 

For REACTOR INPUT SYSTEMS-Primary 117 Volts, 50-60 Cycles 

350-0-350 55 260 5 2 6.3CT 2 3~ PHR-55 17 $20.00 PSR·55 17 $16.38 PCR·55 16 $11.45 
425-0-425 70 320 5 2 6.3CT 3 47i! PHR-70 19 20.67 PSR·70 19 17.98 PCR-70 18 12.82 
440-0-440 85 325 5 2 6.3CT 3 6 PHR-85 20 24.23 PSR·85 20 19.72 PCR-85 20 13.33 
450-0-450 105 320 5 2 6.3CT 3.5 67i! PHR-I05 21 23.60 PSR·l05 21 19.27 PCR·I05 20 13.88 
500-0-500 120 390 5 3 6.3CT 4 97i! PHR·l20 21 24.18 PSR·l20 22 24.15 PCR·l20 22 17.88 
510-0-510 150 395 5 3 6.3CT 4 

6.3CT 1 117i! PHR·150 22 34.63 PSR·150 22 30.23 PCR·150 22 24.05 
520-0-520 200 390 5 3 6.3CT 4.5 

6.3CT 1 12.!i PHR·200 22 35.18 PSR·200 22 31.97 PCR·200 22 22.52 
550·370-75- 300 420 5 6 6.3CT 1 

0-75-370-550 6.3CT 5 177i! PHR·300 24 45.28 PSR·300 24 39.73 PCR-300 24 30.08 

For REGULATED POWER SUPPLIES, CAPACITOR INPUT-Primary 117 Vrlts, 50·60 Cycles 

Hiyh Voltage Secondary Filaments H· Type Mounting S· Type Mounting 
Volts Ma. Output Rectifier Others Wt. Cat. Ca.e Net C3t. Case Net ----- Lbs. A-C D-C V.D·C- Volts Amps. Volts Amps. Volts Amps No. No. Pric. No. No. Price 

440-0-440 165 430 5 3 6.3 7.5 6.3 3 12 PHC·165 22 538.02 PSC·165 22 $33.40 
6.3 0.6 6.3 3 

450-0-450 200 442 5 2 6.3 4 6.3 0.6 12 PHC-200A 22 34.18 PSC·205 22 32.43 
6.3 4 

FIL TER REACTORS-TF4RX01YV 
Inductance Max. D·C VV Case Mounting S· Type Mountirig C· Type Mounting 

in Current Resistance Insulation Wt. Cat. Case Net Cat. Case Net Cat. Case Net 
Henries Ma. D·C in Ohms Test Volts Lbs. No. No. Price No. No. Pric. No. No. Price 

15 10 680 1,000 1 RH·1510 8 $9.08 ... ... ......... , .. ...... ,.," ........ 
15 20 680 1,000 1 RH-1520 8 7.:30 

iI8.1540· 
......... 

RC~1·54ri .. ' 15 40 475 2,500 17i! RH·1540 12 S.95 12 $ 7,35 12 $ 5.25 
15 55 420 2,500 2 RH-1555 13 8.9R RS-1555 13 7.67 RC·1555 12 6.00 
15 85 285 2,500 2% RH·15B5 14 9.95 RS·1585 15 8.85 RC·1585 14 6,92 

12 105 170 2,500 4 RH·12105 17 11.98 RS·121 05 17 10.57 RC·12105 16 10.57 
12 150 150 2,500 57i! RH·12150 19 13.75 RS·12150 19 11.00 RC·12150 18 9.28 
12 200 140 2,500 7 RH·12200 20 15.88 RS·12200 21 13.97 RC·12200 20 11.32 

10 55 230 2,500 1% RH-l055 13 8.00 RS-l055 13 7.62 RC·I055 12 5.52 
10 85 175 2,500 27i! RH·l085 14 9.78 RS·T085 15 8.45 RC·I085 14 6.28 
8 105 100 2,500 3~ RH-8105 17 12.12 RS-81U5 17 10.70 RC·8105 16 8.13 
8 150 100 2,500 5~ RH-8150 18 13.25 RS-8150 19 12.65 RC-8150 18 9.77 
8 200 85 2,500 7 RH·8200 20 15.73 RS-8200 21 8.66 RC·8200 20 11.05 
8 250 90 2,500 107i! RH-8250 22 18.12 RS·8250 22 10.50 RC·8250 22 14.27 
8 300 55 3,500 127i! RH·8300 22 22.87 RS·8300 22 13.16 RC·8300 22 14.77 

FILAMENT TRANSFORMERS-Primary 115-130 Volts, 50-60 Cycles-TF4RX01YY 
VV Case Mounting S· Type Mounting 

Secondary Insulation Wt. Cat. Case Net Cat. Case Net 
Volts Amps. Test Volts Lbs. No. No. Price No. No. Price 

2.5CT 5.25 3,500 2 FH·25 15 S15.67 F·25 14 $13.65 
2.5CT 10.0 5,000 3 FH·210 15 16.82 F·210 17 10.83 
2.5CT 10.0 9,000 4 FH·210H 19 27.40 F·210H 19 13.16 
2.5CT 15.0 9,000 6 FH·215H 21 25.07 F·215H 20 26.73 

5CT 4.0 2,500 2~ FH·54 15 15.67 F·54 15 7.23 
5CT 10.0 2.500 37i! FH·58 17 18.23 F·S8 17 15.02 
5CT 10 8,000 6 FH·510H 21 25.68 F·510H 21 26.66 
5CT 20.0 2,500 67i! 

j:H~52riHB 
.. F·SIB 21 18.98 

5CT 20 10,000 13 22 36.78 F·520HB 22 18.82 
5CT 30 2,500 107i! .... F-530 22 24.35 
5CT 30 2,500 107i! ' . . . . . ........ F·530BX· 22 41.58 

6.3CT 1.5 2,600 1 FH·615 12 14.03 F-615 12 11.93 
6.3CT 3 2,500 2 FH·63 14 14.45 F·63 14 7.00 
6.3CT 5.5 2,500 3 FH-65 16 15.98 F·65 17 12.47 
6.3CT 10.0 2,500 5 FH·610 19 17.49 F·610 19 16.78 
7.5CT 12 2,500 67i! ........................ F·712 21 20.53 
7.5CT 25.0 2,500 12 ......... ............... F·725 22 26.95 
7.5CT 51 2,500 29 ......... ...... ...... F-751 26 51.93 
IOCT 4.0 2,500 3~ FH·r .. 17 16.92 I F·104 17 12.33 
IOCT 6.5 2,500 5 F·I06 19 18.33 
lOCT 10.0 2,500 67i! ... F·IOIO 21 16.33 

*BX mounting, seC' page 1.~5() for IllustratIOn and dImenSIOns. 
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MEETS 
MIL-T-t7A 

SPECS 
YY Case. Steel base cover 
deep-seal soldered infO case. 
Terminals hermetically sealed. 
Ceramic bushings. Stud~ 
mounted unit.· 

S·Type. Steel base cover 
fitted with phenolic lerminal 
board. Convenient numbered 
solder lug terminals. Flange­
mounted unit. 

C·Type. With 10' color­
coded stripped and ~inned 
leads brought out through 
Rbre board base cover. 
Flange-mounted unit. 

S-TYPE & C-TYPE 

CASE 
DIMENSIONS 

YY Case Dimensions on 
Page 1424 

Case Depth Width Height 
No. 

12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
24 

2~ 27i! 
2~ 2Ys 
2Ys 2% 
2Ys 2% 
2Ys 2% 
2Ys 2'l{, 
3~ 3 
3~ 3 
3% 3~ 
3% 3~ 
4~ 4Ys 
5~ 4'~ 

© U.C.P., Inc. 



SECTION 5600 

MILITARY STANDARD 
POWER AND FILAMENT TRANSFORMERS 

MOLDED TOROIDAL INDUCTORS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

MS (MILITARY STANDARD) POWER AND FILAMENT TRANSFORMERS 

Dimensions I n Inches 

Case Stud 
Type A C D H K Size 

----------------------
EB Jlj{, I';{, 2%; 1% I~ 6-32 
FE 2j{, 2l{, 2Y. Jll{, Hi', 6-32 
GA 2t:;' 2% 31!16 2U It:;' 6-32 
GB 2% 2% 21,!{, 2Ys 1% 6-32 
HB 3l{, 2% 3,!{, 21%4 15%'4 8-32 
HA 3\16 2% 4~ 21~1 1'%:' 8-32 
.JB 3%; 3l{, 3% 2% 2Ys 8-32 
KA 31~'i6 3% 5~ 3 2~'li; 10-32 
KB 31j{, 3% 4% 3 2l{, 10-32 
LB 4% 3% 4Y. 3%; 2% 10-32 
MB 4% 4 41j{, 31l{, 3 ~-20 
NE 5\1, 4%; 5Y. 4\16 3% ~-20 

POWER TRANSFORMERS-Primary, 105/115/125 V.-Frequency, 54-66 Cycles 

High Voltage Secondary Reet. Fil. Fil. No.2 

MIL-T-27 MIL-T-27 D-C V Wt. Case Catalog Net 
Classifleation Part No. A-C Volts D-C Ma. Output Volts Amps Volts Amps Lbs. Size Number Price 

--------- ._-- ---- ----
TF4RX03HAOOI MS-90026 200-100-0-100-200 70 385 6.3/5 2 6.3 3 4 HA PM~-70 $25.37 
TF4RXO:lJ B002 MS-90027 325-0-325 70 260 6.3/5 2 6.3 4 5 JB PMS-70A 24.85 
TF4RX03Kl1006 MS-90028 325-0-325 150 245 6.3 5 5 3 7~ KB PMS-150 26.87 
TF4RX03LB003 MS-90029 400-0-400 175 318 5 3 6.3 8 10 LB PMS-175 32.15 
TF4RX03MB004 MS-90030 450-0-450 250 345 5 3 6.3 8 13 MB PMS-250 3S.50 
TF4RX02KBOOI MS-90031 350-0-350 250 255 7Y. KIl PMS-350 23.43 
TF4RX02LBOO2 MR-90032 550-0-550 250 419 11 LB P,IIS-550 29.07 
TF4RX02NllOO:l M~-OO()3fi ROO-o-SOO 250 640 1672 NB PMS-SOO 42.02 

FILAMENT TRANSFORMERS-Primary, 105/115/125 V.-Frequency, 54-66 Cycles 

Secondary 

MIL-T-27 MIL-T-27 Insulation Catalog Net 
Classification No. Part No. Volts Amps Volts RMS Wt. Lbs. Case Size Number Price 

-----
TF4RXOmB002 MS-90016 2.5 3.0 2500 IY. Ell FMS-23 $15.47 
TF4RXO 1G 11003 MS-90017 2.5 10 2500 2Y. GB FMS-210 15.50 
TF4RXOlFBOO4 MS-90018 5.0 3.0 2500 I%: FB FMS-53 13.62 
TF4RXOlHl1005 MS-90019 5.0 10 2500 4 HB Fl\IIS-510 18.:;5 
TF4RXOIFB006 MS-90020 6.3 2.0 2500 I%: FIl FMS-62 13.97 
TF4RXOlG B007 MS-90021 6.3 5.0 2500 2%: HB FMS-65 15.88 
TF4RXOIJIl008 MS-90022 6.3 10 2500 5 JIl Fl\IIS-610 19.66 
TF4RX01KB009 MS-90023 6.3 20 2500 8 KB FMS-620 24.0S 
TF4RXOIJB012 MS-90024 2.5 10 10000 4%: JIl Fl\IIS-210H 23.95 
TF4RXOtKR013 MS-90025 5.0 10 10000 7 KB FMS-510H 27.27 

MULTIPLE FILAMENT TRANSFORMERS (TR4RX01- -t)Primary,105 /115 /125 V., Frequency,50!60 cycles 
D~signed and built in accordance with MIL-T-27A, Grade 4. Class R operating temperature; life expectancy X (1,).'.1.);) hou" 
minimum). Maximum operating altitude 10.000 feet. Also available in type S, Sealed-in-Sleel cases (catalog Numbers 1'-1 thro1lgh 
F-8 listed below) Dimensions on page 1342 

Sec. No.1 Sec. No.2 Sec. No.3 
lnsul. 
Test 

Case Wt. Catalog Net Catalog Case Nel 
Size t Lbs. No. Price No. Size Pri". 

--:::---1------1-----1--- --- ------- --- - --- ----- -.---
5 V. 2A 6.3 V. CT 2.5 A - 2500 V. GA 2Y. FMS-l $19.S2 F-l 15 $17.97 
5 V. 2A 16.6 V. CT 1.25A - 2500 V. GA 3Y. FMS-2 19.78 F-2 15 15.33 
5 V. 3A 6.3 V. CT 5A - 2500 V. HA 4 FMS-3 21.80 F-3 17 18.2S 
5 V. 3A 6.3 V. CT 3A 6.3 V. CT 3A 2500 V. JB 4}4' FMS-4 29.15 F-4 18 21.02 

12.6 V. CT 3A 
5 V. 3A 6.3 V. CT IA 6.3 V. CT 5A 2500 V. JB 4t:;' FMS-5 30.93 F-5 18 22.50 

6.3 V. CT 3A 6.3 V. CT 3A I - 2500 V. HA 4 FMS-6 20.03 F-6 17 18.50 
12.6 V. CT 3A . 

6.3 V. CT 6A 6.3 V. CT. 6A - 2500 V. KA 6Y. FMS·7 26.57 F-7 21 20.75 
12.6 V. CT 6A 

5 V. CT 3A 1 5 V. CT 3A 5 V. CT 6A 5000 V. KA 7 FMS-8 3S.55 F-S 21 25.60 

tRefer to case size. All seeou.lorv A.C. voltages ± ;J%. 

MOLDED TOROIDAL INDUCTORS 
CHICAGO toroids. plastic encapsulated in molded cases. are stocked for immediate delivery. Units may be stacked and mounted with a single screw. CHICAGO toroid, 
are wound on high density. high permeabiUty cores of powdered molybdenum permalloy. with utmost attention given to stability. low temperature co-efficients. insul­
ation and rUl(Jle.dness. All units are 1\16" diameter. y.n high. with 90° spacing of terminals and mounting hole for 4-40 screw. 

,g U.c.P., Inc. 

Features: 
• High Q over wide frequency ranges 
• Minimum pickup from external magnetic fields 
• Close tolerance of plus. minus 1% 

Catalog No. 

TM-1A 
TM-2A 
TM-5A 
TM-8A 
TM-I0A 
TM-20 A 
TM-50 A 

I D.C. Res.i 
Inductance (m.h.) (ohms) 

1 .32 
2 .72 
5 1.85 
8 2.25 

10 3.25 
20 7.0 
50 18.5 

Net 

e High stability over temperature Ta,nge of -550 to plus 85° centigradE' 
• Not affected bv high humidity 
• Resist shock and vibration 
• Small sized. uniform. {'a'Siiy stacked 

Net 
Price 

$6.28 
4.00 
4.00 
4.00 
4.00 
4.00 
4.00 

Cat.log No. 

TM-80 A 
TM-l00 A 
TM-200 A 
TM-500 A 
TM-SOOA 
TM-I000 A 

I I D.C. Res·i 
Induct.nce (m h.) (ohms) 

80 29.5 
100 32.5 
2no 71.5 
~or 185 
OO~ 300 
lU~" 340 

Net 
Price 

$7.02 
4.00 
4.37 
5.00 
9.78 
5.00 
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YY Case & H Type Mig. Dimensions 

Case 
Dimensions in Inches 

Size A C D H K 

8 IV. IV. J1ii6 1 1 
9 IV. IV. 2Ys 1 1 

12 2)4 2Ys 21~ 1% l~i 
13 2)4 2Ys 21'){. 1% 1% 
14 2V. 2% 3~6 J1~ 1% 
15 2V. 2% 3'){. J1~ 1'~6 
16 2Ys 21~6 3V. 2 lYs 
17 2Ys 2% 3% 2 lYs 
18 3)4 3 3Ys 2% 2Ys 
19 3)4 3 4)4 2% 2Ys 
20 31l{, 3'){. 4%; 2% 2% 
21 31~, 3~6 41~6 2% 2% 
22 4~i'6 4Ys 5'){. 3% 3 
24 5~ 41~ 6l{, 3% 3 

HIGH 
Q 

CHOKES 
Fo, Dynamic 

Noise Suppression 
Circuits 

(5. Type Mounling) 

Two efficient reactors, inductance 
values .8 and 2.4 henrys respectively. 
are designed for noise suppression cir. 
euits, but can be used in any tuned 
circuit requiring the given inductances. 
Inductance value3 accurate within 
-5% with up to 15 mao d·c. Minimum 
Q of 20. Mounted in drawn steel cases, 
l'~' x 11%'," x 1'~" high. 

Cat. No. I Inductance 
I Net Price 

NSI·l 

I 
.8 hy. 

I 
$12.15 

NSI·2 2.4 hy. 13.43 

(S·Type and C-Type Case Dimenisons 
on Page 1422. 

SECT~ON 5600 

MILlY ARY AND NEW EQUIPMENT 
AUDIO 

TRANSfORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporationl 

FULL FREQUENCY RANGE AUDIO TRANSFORMERS 
Frequency Response within ± % db, 30 to 15,000 Cycles 

INPUT TRANSFORMERS-TF4RX- -YYtt 
YY Case (Cat. No. BIH) and B-Type (Cat. No. BI) Mountings 

Hum 
Impedance Max. Power Shielding, Case Family Wt. Cat. Net 

ApplicatIon Primary-Secondary Level dbm Size Lbs. No. Price 
Line to Single or *Pri: 600/150 ohms CT 10 BIH-I $29.07 
pop Grids *Sec: 50,000 ohms CT +15 dbm. -70 13 IV. BI-I 30.12 

Line to Single or .Pri: 600/150 ohms CT 
pop Grids *Sec: 50,000 ohms CT +15dbm. -90 13 IV. BI·2 37.00 

Line bridging to *Pri: 8,000/6,000 ohms CT 
pop Grids *Sec: 50,000 ohms CT +15dbm. -70 13 1,", BI-3 33.25 

Pri: 600/150 ohms CT 16 BlH-4 29.33 
Line to Line Sec: 600/150 ohms CT +15dbm. -70 13 IV. BI-4 30.62 
Line to Line *Sec: 600(150 ohms CT +30dbm. 90 18 3)4 BI-5 59.33 
Interstage: pop Plates *Pri: 20,000 ohms CT 15 BlH-6 33.70 

to Sgl. or pop Grids .Sec: 50,000 ohms CT +15dbm. -70 13 IV. BI-6 29.78 -----
Low Imped. Mike, 

Pickup, or Multiple Pri: 50/150/250/600 10 BIH-7 30.72 
Line to Grid ·Sec: 50.000 ohms CT +15dbm. -70 13 IV. BI-7 31.55 

Single Plate to Push- Pri: 10,000 ohms 10 BIH-8 25.10 
Pull Grids ·Sec: 50,000 ohms CT +15dbm. -70 13 IV. 

ttRefer to family. 

OUTPUT TRANSFORMERS-TR4RX 13YY 
YY Case (Cat. No. BOH) and B-Type (Cat. No. BO) Mountings 

Impedance Max. Power Case Wt. Cat. Net 
ApplicatIon PrImary-Secondary Level Size Lbs. No. Price 

tPri: 15,000 ohms +15 dbm. BOH-I 17.13 
Single Plate to Line *Sec: 600/150 ohms CT (22 mw) 14 2)4 BO·I 15.85 

*Pri: 20,000 ohms CT +30 dbm. BOH-2 19.73 
pop Plates to Line *Sec: 600/1liO ohms CT (1 watt) 16 3 BO-2 19.15 

Pri: 7,500 ohms CT +43 dbm. 
pop Plates to Line *Sec: 600/150 ohms CTt (20 watts) 20 6 BOH·4 25.50 
pop Plates to Line or Voice *Pri: 10,000 ohms CT BOH-5 24.85 

Coil ·Sec: 600/16/8 ohms CT +37 dbm. 18 4 BO-5 22.68 
and 150/4 ohms (5 watts) 

Pri: 7,500 ohms CT +43 dbm. 
pop Plates to Voice Coil Sec: 8(20 ohms t (20 watts) 20 6 BO-6 29.42 
Pop Plates to Line or Voice ·Pri: 5000/3000 ohms CT BOH-9 35.63 

Coil .Sec: 600/16/8 ohms CT +42 dbm. 20 6 BO-9 30.75 
and 150/4 ohms (15 watts) 

pop Low Level Plates to Pri: 20,000 ohms CT +15 dbm. 
Line *Sec: 600/150 ohms CT (22mw) 13 lY, BO-IO 34.88 

pop Plates to Line or *Pri: 3000/2500 ohms CT 
Voice Coil *Sec: 600/16/8 ohms CT +46 dbm. 22 9Y, BO-ll 40.32 

and 150/4 ohms (40 watts) 
pop Plates to Line or Pri: 10,000 ohms CT +40 dbm. 22 9 BO-12 34.48 

Voice Coil Sec: 600/16/8 ohms (10 watts) 
pop Plates to Voice Coil Pri: 10,000 ohms +43 dbm. 21 7 BO-1S 29.63 

Sec: 16/8/4 ohms (20 watts) 
pop Plates to VC, pentode. Pri: 5000 phms CT +50 dbm. 24 24 BO·14 45.42 
triode or Ult.-Lin. Circuits Sec: 16/8 ohms: 70.7 volts (100 watts) 

·Spiit and balanced wmdmgs. to to 10 rna. D.C. tHas tertIary wmdm g to prOVIde 15% 
inverse feedback. ".Has D.C. in primary; frequency response ±2 db, 30-1 5.000 cycles. 

LOW PASS FILTER LPF-2-Hermetically sealed unit for attentuating frequencies above 3,000 cycles in 
low level speech amplifiers, 50,000 ohm plate to 50,000 ohm grid. Insertion loss 0.8 db. Height 2Ys", width 
IUs", depth IUs", mtg. ctrs. ]1%". Shpg. wt. V. lb. Net Price $35.10. 

DETAILS OF NEW EQUIPMENT LINE MOUNTINGS 
YY CASE MOUNTING-Hermetic sealing 
meets all MIL-T-27 A specifications. Steel base 
cover is bonded into the case by deep-seal solder­
ing. Terminals are hermetically sealed by unique 
rubber gasket-ceramic bushing com~truC"tion. 
Units are stud mounted. 
C-TYPEMOUNTING--Moisture-resistant com­
pound surrounds coil and core. Ten-inch E.I.A. 
color-coded leads, ends stripped and tinned for 
easy soldering. Flange-mounted drawn steel 
cases. 

S-TYPE MOUNTING-Precision-fitted steel 
base-covers and terminal boards, plus compound 
filling, keep moisture out. Solder-lug terminals 
are clearly identified, easy to use. Drawn steel 
cases are flange-mounted. ' 

B-TYPE MOUNTING---steel bases are bonded 
into the drawn steel cases by deep-seal soldering 
to make units completely moisture proof. Stud­
mounted cases take minimum chassis space. 
Convenient, compact, pin·type terminals. 

BIAS TRANSFORMERS-Combination Plate and Filament-Primary 50-60 Cycles 

High Voltage I VV Case Mounting' S· Type Mounting C-Type Mounting 
Primary Secondary Rect. Fila. Cat. Case Net Cat. Case List Cal. Case Net 

Volts AC Volts CT DC Ma. Volts Amps. No. . No. Price No . No. Price No. No. Price 
115 180-160-140-120 150 5.0 3.0 IBS-150 19 $19.03 IBC-150 18 $12.63 
230 180-160-140-120 150 5.0 3.0 IBH·150 19 $23.08 2BS-150 19 21.43 2BC-150 1& 13.72 

"TF4RX03YY. 
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Case 
Size 
--
AG 
AH 
AJ 
EA 
EB 
FA 

CASE DIMENSIONS 

Dimensions. in inches 

A B C D E 
----------

I I 1% - -
I~, I~, I%, - -
1% 1% 2% I%; I%; 
P%; 1% 2%' 1% 17i 
P%; 1% 2U; 1% 17i 
2~, 2l{, 3U Jll{, IU, 

SATURABLE 
TRANSFORMERS 

are designed ond built in ac­
cordonce with MIL-T-27A, 
Grade 4, Class R operating 
temperature and life expectancy 
X (10,000 hr... min.). 

© U.C.P., Inc. 

S 
--

%' 
17i 
-
-
-
-

SECTION 5600 

MILITARY STANDARD AUDIOS 
MS TRANSISTOR AUDIOS 

MIL-T-27 A SATURABLE TRANSFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

MILITARY STANDARD AUDIO TRANSFORMERS 
Designed and built in accordance with MIL-T-27 A, Grade A, Cla.s R operating temperature; Life Expectancy X 
(10,000 hrs. min.). 
Maximum Operating Altitud~,OOO ft. 
Frequency Response ± 2 db 300-10,000 cps, AJ Case Size-Max. Wt., 6 lb •. 

MIL-T-27A MIL-T-27A Operat,ng Pri. Catalog Net 
Classiflcation Part No. Application Impedance Level DCMA No. Price --_. ------

TF lRX 15AJOOI MS-90000 pop Plates to Pri: 10,000 ohms CT 15dbm. 10 AMS-l $22.52 
pop Grids Sec: 90,000 ohms CT 

TF lRX 16AJ002 MS-90001 Line to 
22,500 ohms CT 

Pri: 600 ohms CT 
Voice Coil 150 ohms 2W - AMS-2 16.32 

TF lRX 10AJOOI MS-90002 Line to 
Sec: 4/8/16 ohm. 
Pri: 600 ohms CT 

pop Grids 150 ohms 15dbm. -- AMS-3 18.98 

TF lRX 16AJOOI MS-90003 Line to 
Sec: 135,000 ohms CT 
Pri: 600 ohms CT 

Line 150 ohms 15dbm. - AMS-4 18.55 
Sec: 600 ohms CT 

150 ohms 
TF IRX 13AJOOI MS-90004 Single Plate Pri: 7600/4800 ohms 2W 40 AMS-5 13.35 

to Line Sec: 600 ohms CT /150 ohms 
TF IRX 13A,J002 MS-90005 Single Plate Pri: 7600/4800 ohms 2W 40 AMS-6 . 12.95 

to Voice Coil Sec: 4/8/16 ohms 
TF IRX 13AJ003 MS-90006 pop Plates Pri: 15.000 ohms CT 

to Line Sec: 600 ohms CT /150 ohms 2W 10 AMS-7 14.n 
TF lRX 13AJ004 MS-90007 pop Plates Pri: 24.000 ohms CT IW 20 AMS-8 15.33 

to Line Sec: 600 ohms CT /150 ohms 
TF IRX 13AJ005 MS-90008 pop Plates Pri: 60,000 ohms CT 5W 20 AMS-9 15.07 

to I,in!" Sec: 600 ohms CT /150 ohms 

TRANSISTOR AUDIO TRANSFORMERS-TF4RX---- t 
Designed and built in accordance with MIL-T-27 A, Grade 4, Class R operating temperature; Life Expectancy X 
(10,000 hrs. min.). 
Maximum Operating Altitude 50,000 ft. 

Impedance Max. DC Res. Power 
in Ohms Pri. D.C. in Ohms in Coset Fam- Wt. Catalog Net 

Application Pri. Sec. Ma. Pri. Sec. Watts Size ilyt Lbs. No. Price 
--------------------------

Input 600 CT 10 20 42 .8 .05 AG 17 2)01 oZ. TAMS-I $14.50 
Interstage 100 CT 10 CT 100 4.3 .8 .25 AH 17 5 oz. TAMS-2 14.97 
Interstage 100 1000 CT 100 5.8 45 .25 AJ 17 11 oz. TAMS-3 12.43 
Interstage 500 CT 5000 CT 12 37 250 .03 AJ 17 11 oz. TAMS-4 15.98 
Driver 1000 200 CT 10 400 115 . 05 AG 17 2 oz . TAMS-5 15.88 
Driver 2000 200 CT 5 720 115 .05 AG 12 2 oz. TAMS-6 12.95 
Driver 100 100 CT 100 12 12 .5 BB 17 lib. TAMS-7 15.43 
Output 9800 15 2 640 2 .05 AG 12 2 oz. TAMS-8 14.62 
Output 1000 4/8/16 10 180 3.5 .2 AG 17 2)01 oZ. TAMS-9 17.63 
Output 2000 CT 4/8/16 - 250 4 .2 AG 12 2)01 oz. TAMS-l0 19.37 
Output 48 CT 8/16 275 5 1.5 5 FA 17 1)01 lb. TAMS-II 15.98 
Output 20 CT 8 500 .55 .35 10 AJ 17 12 oZ. TAMS-12 14.40 

tRefer to Family and Case 8lze. 

MIL-T-t7A SATURABLE TRANSFORMERS (Magnetic Amplifiers) 
Application: For use with 2 phase 115v. 400 cycle Servo-Motors. 
Saturable Transformer Ratings Maximum Altitude 50,000 ft. 
All Primaries 115v., 400 cycles: TF4RX40YY 

Catalog No. STH-3 

Power Output in watts 2.7 3.5 
Voltage Output, volts 26 115 
Load Resistance in ohms 250 3800 
Tuning Capacitor, MFD .28 .19 
Primary Current in amps .085 .1 
Control Current, MA 8 8 
Control Coil 2900 2900 
Res. (Per Coil) in ohms 
Control Coil By pass .1 .1 
Capacitors, MFD 
Base Area, Dimensions, in. I%; x II%, 
Height, in. 2U; 
Mtg. Ctrs., in. % x Jl%; 
Actual W t., Lb •. % 
Typical Servo-Motor Load: 

R-118 

I 
R-119-2 Kesrfott 

G. M. Labs. - 665-54-19 

Net Price $27.00 

STH-5 STH-l0 STH-18 

5 10 18 
115 115 115 

2640 1320 775 
.4 .6 1.0 

.13 .24 .35 
8 8 8 

3100 4200 5600 

.1 .1 .1 

1)01 x 2U I%, x 2)01 2U x 3U 
2% 2'l12 3% 
I x 1% lU x IYs 1)01 x 2)01 

I 1)01 2)01 

R-llO-2 R-1l1-2 R-1l2-2 
665-54-47 665-53-40 665-53-44 
665-52-48 665-53-41 665-0:1-45 
$30.00 $36.00 $39.00 

400 CYCLE STEP-DOWN TRANSFORMER-TF1RX01YY 
y_y connected, HP3-140 is identical to CHICAGO Specification No. 9926A in size and construction, but is rated at 
140 va. instead of 88 va. Primary is 115 volts per phase, 3-phase, 400 cycles. Designed primarily for aircraft applications. 

Catalog 
No. 

HP3-140 

Secondary 
Volts I Va. Cap. 

28.5 140 

All secondary A.C. voltages ± 3% 

Net 

Case 
Size 

17 

Terminal 
Type 

R 

Weight 
Lbs. 

Net 
Price 

$36.73 
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MS CASE DIMENSIONS 

Case Dimensions in Inches 
Size 

A B C 0 E S --------------
AH 1% Hitj lU - - 17<; 
AJ 1% 1% 2% BIll l~lli -
EA 11?16 11~W 2% P s 1% -
EB 11~16 ll~ 16 2!'lti PH 1!-4 -
FA 2?'i6 2~{6 3711 llL'lIi Ii 16 --
GA 2% 2% 31~16 278 lh -
GB 2U 2% 21~ 16 27fl 1% -
HA 3l1s 2% 47<; 21~6.1 P')(l\ --
JB 3%; 3li, 3J/s 2% 2711 --
KA 31~(6 3% 57<; 3 2~'Hl -
KB 31~, 3% 4%\ :1 :EI!; -

,4--~ --I 

SECTION 5600 

MILITARY STANDARD AND MIL-T-27A 
400 CYCLE 

TRANSFORMERS AND REACTORS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

MILITARY STANDARD CASES 
Designed and built In accordance with MIL-T-27A, Grade 4, Class S· operating temperature and life expectancy 
X (10,000 hours minimum). Maximum operating altitude 70,000 feet. The complete line is housed in Chicago's 
one piece drawn~steel cases. Outside case dimensions and mounting dimensions are within the tolerance of the 
Military Standard Specifications. ·High Temperature Operation 85° C. ambient, 45° C. rise. 

POWER TRANSFORMERS-TF4SX03--t (Cap. Input. All pri.l05/115/125 V., 380-1000c. 

High Voltage Rectifier Other 
Secondary Filament Filaments 

A.C. Volts D.C. Ma. Volts Amps. Volts 
---------

255-0-255 40 5.0 2.0 0.3 CT 
270-0-270 55 5.0 2 0.3 CT 
335-0-335 70 5.0 2 0.3 CT 
330-0-330 85 5.0 2.0 0.3 CT 
345-0-345 105 5.0 2.0 0.3 CT 
375-0-375 120 5.0 3 0.3 CT 
370-0-370 150 5.0 3.0 0.3 CT 

0.3 CT 
440-0-440 1M 5.0 3 0.3 

0.3 
6.3 
6.3 

450-0-450 200 5.0 2 6.3 
6.3 
6.3 

550-370-75-0 300 5.0 0 6.3 CT 
75-370-550 6.3 CT 

FIL TER REACTORS-TF4SX04- - t 
Inductance I Maximum I D.C. Resistance I Insulation I 
(henries) 0 C Ma (ohms) Volts RMS 

2.0 40 190 2,500 
2.0 55 160 2,500 
2.0 70 165 2,500 
2.0 85 125 2,500· 
2.0 105 110 2,500 
2.0 120 100 2,500 
2.0 150 95 2,500. 
2.0 165 90 2,500 
2.0 200 73 2,500 
2.0 300 47 2,500 

Amps. 
---

2.0 
2 
3 
3.0 
3.5 
4 
4.0 
1.0 
7.5 
3 
3 
0.6 
4 
4 
0.6 
5 
1 

Caset 
Size 
AH 
AH 
AJ 
AH 
EB 
EB 
EB 
EB 
FA 
HA 

Caset Wt. Catalog 
Size Lbs. Number 

------
GB 
GB 
GB 
GA 
GA 
GA 
JB 

KB 

KB 

KA 

Wt. 
Lbs 

7<; 
7<; 
% 
7<; 
~ 

1 
1 
1 
2 
4 

1~ 
1% 
1% 
2~ 
27<; 
3 
47<; 

6~ 

67<; 

7~ 

4PMS-40 
4PMS-55 
4PMS-70 
4PMS-85 
4PMS-l05 
4PMS-120 
4PMS-150 

4PMS-165 

4PMS-230A 

4PMS-300l§ 

Catalog 
Number 

4RMS-240 
4RMS-255 
4RMS-270 
4RMS-285 
4RMS-2105 
4RMS-2120 
4RMS-2150 
4RMS-2165 
4RMS-2200 
4RMS-2300§ 

Net 
Price 

$28.62 
25.55 
30.78 
31.80 
34.32 
37.57 
44.30 

58.12 

56.83 

79.95 

Net 
Price 
$10.33 
10.12 
9.60 
9.07 
9.88 

11.50 
10.62 
10.65 
12.42 
14.53 

FILAMENT TRANSFORMERS-TF4SX01--f(AIi Prim.105.115.125V., 380·1000 CYI. 

Sec. Volts I Sec. Amps. Iinsulation Volts RMSI Case Size I WI. Lbs. I Catalog No. I Net Price 
~.3 CT 

I 
3 

I 
2,500 EB 

I 
1 

I 
4FMS-63 I $18.55 0.3 CT 5.5 2,500 EA 17<; 4FMS-65 18.68 

~.3 CT 10 2,500 FA 2 4FMS-610 21.99 
0.3 CT 20 2,500 GA 2~ 4FMS-620 26.67 

tRellctor Input. t Refer to Case Size. All secondary A.C. voltages ±3% §Max. operating Alt. 50,000 ft 

400 CYCLE TRANSFORMERS AND REACTORS (YY ALTERNATE CASES) (Max. Alt. 10,000 ft.) 

CASE DIMENSIONS 

Dimensions in Inches 
Case 

_H_I_K_ Size A C D 
----

3 I%; I%; 2 1%2-2 Studs 
7 1% 1% 2 1~,-2Studs 

10 1% 1% 2~, I%; 1l1s 
11 1% 1% 2%; I%; 1l1s 
12 27<; 2Ys 2% I%; 1% 
13 27<; 2Ys 21% I%; 1% 
15 2~ 2% 3%; II%; l'l{, 
16 2% 2% 3Ys 2 1% 
17 2% 2% 3% 2 1% 
20 31l{, 3?{, 4?{, 2% 2% 
21 3% 3'ii 4% 2% 2% 
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POWER TRANSFORMERS (All Primaries 105/115/125 V., 380·1000 Cycles)-TF4SX03VY 

High Voltage Secondary Rect. Fil. Other Fil. 

A. C. Volts D.C.Ma. Volts Amps. Volts 
---------

270-0-270 55 5.0 2 B.3 CT 
335-0-335 70 5.0 2 6.3 CT 
375-0-375 120 5.0 3 B.3 CT 
440-0-440 165 5.0 3 6.3 

6.3 
6.3 
6.3 

450-0-450 200 5.0 2 6.3 
6.3 
6.3 

550-370-75-0 300 5.0 0 6.3 CT 
75-370-550 63 CT 

FILTER REACTORS-TF4SX04YY 

Inductance Maximum D.C. Resist- Insulation 
(henries) D.C. Ma. ance (Ohms) Volts RMS 

2.0 
2.0 
2.0 
2.0 
2.0 
2.0 

55 
70 

120 
165 
200 
300 

160 
165 
100 
90 
73 
47 

2,500 
2,500 
2,500 
2,500 
2,500 
2,500 

Amps. 
---

2 
3 
4 
7.5 
3 
3 
0.6 
4 
4 
0.6 
5 
1 

Case 
Size 

11 
11 
13 
16 

Case 
Size 

---
13 
13 
17 

20 

20 

21 

Wt. 
Lbs. 

1 
1~ 
1% 
37<; 

Wt. 
Lbs. 

1~ 
1% 
2~ 

0 

5% 

6~ 

Catalog 
Number 

4PHC-55 
4PHC-70 
4PHC·120 

4PHC·165 

4PHC·200A 

4-PHR-300 

Catalog 
Number 

4RH-255 
4RH-270 
4RH-2120 
4RH-2165 
4RH-2200 
4RH-2300 

Net 
Price 

---
$23.35 

27.30 
33.48 

56.62 

55.53 

80.92 

Net 
Price 

$7.18 
7.22 
8.55 
8.58 

10.58 
12.57 

FILAMENT TRANSFORMERS (All Prim. 105/115/125 V., 380-1000 cy.c!es-TF4SX04YY) 

Sec. Sec. I nsulation Volts Case Wt. Catalog Net 
Volts Amps. RMS Size Lbs. Number Price 

~.3 CT 3 2,500 10 % 4FH-63 $16.25 
0.3 CT 5.5 2,500 11 1 4FH-65 17.73 
6.3 CT 10 2,500 13 1% 4FH-610 19.66 
63 CT 20 2.500 15 2~ 4FH·620 24.68 

400 CYCLE STEP·DOWN TRANSFORMER (See Page 1425) 

Net .C) U.c.P., Inc. 



SECTION 5600 

NEW EQUIPMENT 
AUDIO 

TRANSFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

TRANSISTOR AUDIO TRANSFORMERS 
Here are the smallest iron core audio transformers ever built. They weigh less than 1/10 ounce and are no larger than 
the transistors they power. Write for Bulletin 462 showing typical circuit application. 

Part Pri. Sec. Pri. Sec. Dimensions Weigh. Net 
No. Application Imp. Imp. DC Res. DC Res. (±.015") in ounces Price 

UM-ll0 Interstage 20,000 1,000 1675 285 )4" x %' x %" 
UM-1U Output or matching 1,000 50/60 120 9.0 %" x %" x %" 
UM-112 High imp. mic. input 200,000 1,000 4000 195 %' x %'x %" 
UM-113 Interstage 20,000 1,000 1350 205 %"x %"x %' 
UM-114 Output or matching 500 50/60 70 9.0 %'x %"x %' 

TRANSISTOR TRANSVERTER TRANSFORMERS 
For converting 12 V. battery voltage to plate supply voltage. See Chicago Bulletin CT·43 for schematics and parts lists. 

Part 
No. 

DCT-l 
DCT-2 

Application Mtg. Type 
Converts 12 VDC to 275 VDC at 125 DCMA C 
Converts 12 VDC to 250 VDC at 275 DCMA or 500 VDC at 165 DCMA C 

MINIA TURE HIGH FIDELITY AUDIO TRANSFORMERS 

Dimensions 
1Yo" x 2%" x 2l{O" 

0.07 
0.10 
0.10 
0.10 
0.10 

Weight 
14 oz. 

1.5lbs. 

$5.70 
3.90 
6.30 
4.35 
3.90 

Net 
Pricf' 
$14.68 
16.63 

Chicago-Stan cor Tiny trans are miniature transformers made with nickel steel laminations. They have an 
exceptional frequency response for units of this size; ± 1 db. 30-15,000 cps, Maximum level 0 db. Write for ~ 
Bulletin 463 showing frequency response curves on these transformers. 

These units are sealed and potted in Ys" square, anodized aluminum cases with phenolic terminal boards. 
Total height, includin~ terminals, is 1 U". The case has two 2-56 threaded inserts,ll{6" centers, for easy 
chassis mounting. The entire transformer weighs only 1.3 ounces. 

Part 
No. 

TT-ll 
TT-12 
TT-13 

Application 
Mic., pickup or line to single grid 
Mic., pickup or line to push-pull grids 
Dynamic mic. to single grid 

Primary 
Impedance 

50, 200/250, 500/600 
50, 200/250, 500/600 

7.5/30 

Secondary 
Impedance 

50,000 
50,000 
50,000 

TT-14 Single plate to single grid 15,000* (No DC in primary 60,00G 

PUBLIC ADDRESS RANGE TRANSFORMERS 
Frequency Response within ± 1 db, 50 to 10,000 Cycles 

Driver and output transformers in this CHI­
CAGO series are designed for three general 
power levels to fit a wide range of application. 
Up-to-date secondary impedances match 600 or 
150-ohm lines, 16, 8, and 4-ohm speakers. 

(16/8/4-ohm taps also suitable for 20/6j3.2-ohm 
speakers.) Output transformers have tertiary 
windings for 10% inverse feedback that mini­
mizes distortion and provides extra audio watts 
without loss of fidelity. 

DRIVERS H-Type-TF4RX12YY (Cat. No. PHD), S.Type (Cat. No. PSD) and 
C-Type (Cat. No. PCD) Mountinas 

Primary Max. D.C. Ratio, Pri. to Case 
Application Impedance Pri. % Sec. Size 

pop Plates to 20,000 ohms 
poP Grids (PrL CT) 10 rna. 3:1 14 

I 20,000 ohms pop Plates to 
pop Grids (Pri. CT) 25 rna. 3:1 15 

pop Plates to 5,000/10,000 
P-P Grids ohms (Pri. CT) 100 rna. 5:1 18 

WI. 
Lbs. --
2)4 

--

2)4 

4% 

OUTPUTS H-Type-TF4RX13YY (Cat. No. PHO), S-Type (Cat. No. PSO) and 
(Cat. No. PCO) Mountings 

Typical Max. Max. Case 
Output Audio D.C. Size 

Application Impedances Tubes Class Watts Pri. CT WI. 

Cat. Net 
No. Price 

---------
PHD-IO $16.13 
PSD-I0 15.15 
peD-iO 12.38 
---- ---

PHD-25 15.25 
PSD-2S 15.68 
peD-2S 7.97 

----
PHD-IOO 29.55 

Cat. Net 
No. Price 

--------------
Pop Plates to 

Line or 
Voice Coil 

pop Plates to 
Line or 
Voice Coil 

pop Plates to 
Line or 
Voice Coil 

Primary: 
5,000 ohms, CT 6B4G, 6L6, A\ 120 
Secondary: * 6V6, etc. AB 20 rna. 

600/150/16/8/4 ohms 
------

Primary: 
10,000 ohms, CT 6V6, 6F6, AB, 200 

Secondary: • 6K6, etc. AB! 15 rna. 
600/150/16/8/4 ohms 

---
Primary: Two 6L6's, 

6,000 ohms, CT Four 6V6's, B, 250 
Secondary: * or similar AB,t 30 rna. 

600/150/16/8/4 ohms 

*Has tertlary WIndIng to provlde 10% Inverse feedback. 
tFor low distortion. use fixed bias. 

20: PHO-SO $37.73 
6% PSO-80 31.62 
lbs. peO-80 19.13 

19: 
5 PSO-I50 21.67 

Ibs. PCO-150 13.43 

22: 
9 PSO-200 27.40 

lbs. PCO-200 13.75 

S·TYPE 
MOUNTING 

Net 
Price 
$13.43 
14.27 
-~8.52 

8.03 

TYPE UM 

YY CASE 
MOUNTING 

See 
Page 
1422 
For 

Mounting 
Dimen­

sions 
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BX­
TYPE 

SX­
TYPE 

MOUNTING 

CASE 
DIMENSIONS 

FOR 
BX-, S- & 

SX-TYPE 
MOUNTINGS 

FS 
TYPE 

MOUNTING 

m,,!·r OJ .~ 

t· 
:!; 

r 
c 

--. -·--'Oi"nlerlsll;;ls'-irr IIlLhcs 
Size A 
60 7,1 2 
61 7 .~2 
62 7' 2 
(i!) 7\ '. 
64 71'~ 
65 7 ~/2 
71 8', 
81 1 t12 
84 11 '2 
90 131%, 

WC­
TYPE 

D 
7 
7 
7 
7 

10 
7 
8j.;J 

10 12 
HH5 
12%: 

E F 
4:\1 ;; ~'2 
4 :~:1 f)":io 
4:l',j fiH: 
,1;):\ 6 11 1;; 

8% Ii 
4% 6' s 
5.\-'2 t) L~ 
~110 Ski 
7 ~~ III ~'16 
9 8Y. 

Overall Case Dimensions: 

C 
6'~'fr,~ 
fE~ 
7 !/8 
7 1 ~ 
7<1",1. 
7L~'{6 
Hh~ 

lOy.,: 
131~.i6 

10% 

H-31 %' W-26%' D-23V' 

SECTION 5600 

NEW EQUIPMENT 
TRANSFORMERS AND REACTORS 
for Broadcast, Amateur and Industrial Application 

STANCOR ELECTRONICS INC. 
(formerly Chicago Standard Transformer Corporation) 

LARGE CAPACITY TRANSFORMERS AND REACTORS 
For Broadcast, Communications and Industrial Use 

DRIVER TRANSFORMERS 

Recommpnded Application: Ratio Mtg. Case WI. Cat. Net 
In: Tubes: Pri./j.;J Sec. Type Size Lbs. No. Price 

250-Watt I From two 2A3's, 6B4's, or similar P-P Plates 
Transmitter to Class B 838's, 805's, 203-A's, etc. 3.5:1 B* 20 67!l BD-I $31.42 

~-.~ 

1-KW From four 2A3's, 6B4's, or similar P-P 
Transmitter I Plates to two 833-A's or similar P-P Grids 3:1 t 24 12U BD-2 34.80 

tSlmllar to SX-Type mountmg, but wIth screw termmals on a t.ermmal board. 
*B-Type mounting, but with screw terlninals. 

MODULATION TRANSFORMERS 

I 
Recommended Applination Impedanoes Modulator Mtg. Wt. Cat. N"t 

In: With: (Pri. Plate to Plate) Tubes Type Size Lb •. No. Price 
-_. -_. 
2n~-Watt I Driver Transformer Pri: 7500 ohms CT 203-A,838 

Transmitter 
I 

#BD-l Sec: 5000 ohms 805, etc. BX 26 25 BM-I $56.58 

MODULATION REACTORS 

Recommended Application: Indur.t- D.C. 
I I"tg. 

WI. Cat. Net 
In: With: am::e Ma. Type Size Lb,. No. Price 

.----.~. -._" 

250-Watt'l'ranf3mitter I Mod. Transformer #BM-1 65hy. 250 BX 28 4, 8R-1 $ 79.50 

PlA fE TRANSFOFiMERS 

Primary: Se:.onj;)TY: D.C. 'tiol1s D.C. Il:tg. I">'Itg. WI. Cal. Net 
Volts Max_ VA_ A.C_ Loed I/olts aftar ~i!ter Ma. Size Type Lb •. No. Price 

115·-230--~-- 675-0-575 500 
575-0-575 400 250 22 S 12 P-45 $26.62 ---------- . 

110-2:10 250 900-0-900 750 
735-0-735 600 250 22 S 13~ P-67 26.70 

---
115-230 310 1150-0-1150 1000 

870-0-870 750 250 60 FS 37 P-I07 95.23 
115-230 360 1425-0-1425* 1250 150 

600-0-600 400 200 24 S 26 P-1240 41.35 _. 
1l5-230 550 1710-0-1710 1500 

1430-0-1~30 1250 300 63 FS 43 P-1512 105.77 --
115-230 915 2820-0-2820 2500 

2230-0-8260 2000 300 71 FS 71 P-2520 126.95 
.... _---------

2900-0-2900 2600 1600 115-230 
2320-0-2320 2100 500 64 FS ~5 P-2126 177.42 -- ----.~---

46GO-0-4600 4000 
115-230 3050 4050-0-4050 3500 

3400-0-3400 3000 600 90 FS 150 P-4353 363.82 

*Both secondaries may be rectified simultanp':Qusly. 

FIL TER REACTORS 

Inductance Max. D.C. Resist- Insulation Mtg. 
in Henrys D.C. Ma. ance, Ohms Test Volts .Type 

10 500 40 9,000 FS 
10 300 40 7,500 SX 

6 700 35 10,000 FS 
6 500 35 9,000 Ff 
6 300 35 7,500 SX 

Splatter Chokes for High Level "Clipper" Filters 
Can withstand high peak voltages. Had tapped wllldlllgS to cover an induct­
ance from .02 to 1.5 henries at rehttiYely constant Q. Elimmate5 srlatter, 
caused by heavy modulation: limit. band wIdth to 3.000 cycles, effectIvely 
incrt'ases "get through" a'bility or phone signals, and prevents negative peak 
clipping. 

~I '?;~: Iln~~~~on I 

SR-300 300 7,500 
SR-500 500 10.000 

Inductance I Mounting I Net 
In Henries T~pe I~ Price 

. 02 to 1.5 Hy EX 22 $38.28 
02 to 1.5 Hv EX 24 42.42 

Mta. 
Size 
62 
26 
61 
60 
24 

WI. Cat. Net 
Lbs. No. Price 
35 R-105 $69.38 
22 R-103 40.38 
35 R-67 79.03 
35 R-65 65.80 
167!l R-63 38.18 

Low Pass Filter No. LPF-1 
For attenuating freqnencies above 3,000 
eycles in low level f3peech amplifiers. 
Operates out of a 15,000 ohm 'OIlree, e.g., 
the plate uf 6C5, 6J5, etc. when it, 60,000 
ohm s~cond~ry is connected to an equal 
impedance output. OptC'rates at dignal 
levd. up to -8 db. Complete with oper­
ating instructions. Si type rntg. Case 
size 13. (S~e pg. 1422) . 

Net Price .. _ .... _ .. _ ....... __ . $34.07 
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IX 
MOUNTING 

YY (ASE 

(-TYPE 
MOUNTING 

OlATION 

DIMENSIONS For ::;, SX, STEP-DOWN 
and ISOLATION TRANSFORMERS 

Case 
Dimensions in Inches 

Size A B C 0 E F 
--------------
16 27/8 3Yz 21l{, 3Yz 2 37i 
20 31~/i6 4!"J;; 3§.j/j 4~i"6 2% 37 , 

21 31~W 4~,it; 3~H\ 41~Hi 2% 37 ( 

22 4%, 5~ 4Ys 55((, 2~-z 4% 
24 : 5?1"'; 57.~ 41~-{f, 6htl 3Yz 5% 
26 6 1Al !n,~ 17:'( ill;; 47:1. 6 

"D U.c.P., Inc. 

SECTION 5600 

NEW EQUIPMENT 
AUDIO 

TRANSFORMERS 
STANCOR ELECTRONICS INC. 

(formerly Chicago Standard Transformer Corporation) 

COMMUNICA liONS RANGE AUDIO TRANSFORMERS 
Frequency Response within ± 1 d", 200 to 3,500 Cydes 

These J"run::lformers are spe('ifi{'aUy designed for 
use in rr('civing and tranRmittinJ,! equipment 

such as amateur, police, railroad, and ,aircraft 
types. where clear voice reproduction is desired. 

INPUTS H.Type-TF4RX--YYt (Cal. 1'-10. CIH), S-Type (Cal. No. CIS) and C-Type (Cel. No. ClC) Mounlings* 

Impedances: Case Wt. I Cal. Fam;ly Net 
AlllJiication Primary-Secondary Sile Lbs. i No. Price 

Low Level Line to Single or Pri: 600/150 ohms CT CIH-l 10 $22.38 
Push-Pull Grids *Sec: 100,000 ohms CT 9 % CIS-l - 20.32 

CIC-l -- 16.70 
---I 

Low Level S. B. or D. B. Mike Pri: 125/50 ohms @ 80 rna. I CIH-2 11 11.66 
to Sgl. or pop Grids Sec_ 125,000 ohms CT 

I 
9 % CIS-2 - 10.72 

, CIC-2 -- 7.43 

**Split and balanced windings: may be used singly or push-pull. tRefer to family. 

OUTPUTS H-Type-TF4RX13YY (Cal. No. COH), S-Type (Col. No. COS) and C-Type(Cal. No. COC) Mounting,-

Typical Max. Max. 
Impedances: Audio Pri. Case Pri. Case WI. Cat. Net 

Application Pri.-Sec. Tubes Class Walls D.C. Size . Lbs. No Price 
.-

Sgl. P. to Line Pri.: 5000 ohms 6L6, COH-l $15.20 
or Speaker Sec. ohms: 6V6, 55 14 2U COS-l 13.72 

600/150/16/8/4 25A6 A 5 rna. COC-l 8.45 

Sgl. PI. to Line Pri: 8000 ohms 6F6, 55 COH-2 16.87 
or Speaker Sec. ohms: 6V6, 5 mao 14 2U COS-2 12.50 

600/11\0/16/8/4 6K6 A COC-2 10.12 

DRIVER H-Type (C"I. N~. CDH), S-Type (Cal. No. CDS) and C-Type (Cal. No. CDC) Mounling.* 

Primary Max. D.C. Ratio, Pri. to Case Wt. Cat. Net 
Application Impedance Pri. CT Yz Sec. Size Lbs. No. Price 

-----
pop Plates (2AS's, etc.) 5,000 ohms C115-1 $17.10 

to pop Grids (Pri. CT) 100 rna, S:l 17 3)1 CiLlC-l 5.56 

*Mountmg DImensIOns on Page 1428. 

MODUlA 1!'ION TI'tA!Il:~FOrM!"'RS-Class B PI~les to Class ( Load 

Calalog 
No. 

CMS-1 

CMS-3 

Typi,al I 
Mod. Tubes 

203A'., 805's. I 
75TL' •. 203Z's _ 

81O's, 822'" 
4-250A's, etc. I 

Impedances 
Primary-Se,ondary 

PrJ: ijOOOl6700 ohm. Co:' 
Sec: 800016000/4000 ohms 

Pri: 18,()00/12,000 ohms CT 
Sec: 6250 ohm' 

tMounting DimensIOns and IllustratlOP on Page 1360. 

D.C Ma. I Power Mounting Wt., Net 
Prl Sec Le,el Type Size Lb.. Price ---1-- 250-350 ----

350 350 I watts X 26 22 $66.07 ------ -------
500.750 I 500 I 500 watts I F8t G -j + 43 116.62 

STEP·DOWN TRANSFORMERS-Primary, 50/60 cycles 
CHICAGO step-down autotransformers solve the problem of operating standard 117-volt radios, 
amplifiers, and various electrical appliances from ~20-volt power sources. They are particularly 
well adapted to use in Central and South American countries, ",bere 220-volt lines are frequently 
found, and where the Sealed-in-Steel construction protecLS them Zt2'ainst corrosion caused by ex­
cessive humidity, Input side is equipped with o8-foot. rubber-covered cord and plug. Output side 
has standard female receptacle. 

Catalog Input Output Rating, Con- Case WI .. I Not 
No. Voltage Voltage tinuDus Duty Size Lbs. Price 

.._---
SD-50 220-250 110-125 50 watts 16 2% $ 6.08 
SD-l00 220-250 110-125 100 watts 20 4~ 7.62 
5D-150 220-250 110-125 150 watts 22 7 9.65 
5D-250 220-250 110-125 250 watts 22 8% 11.45 
5U-500 220-250 110-125 500 watts 24 14Yz 17.28 
5D-l000 220-250 110-125 1000 watts 26 22Yz 24.53 

ISOLATION lE:At~:::FO~MUlS-PrjmarYI 50/60 cycles 
A rotary switch on each CHICAGO isolation transformer adjusts to either of three primary voltages, 
125/115/105 volts. With the unit operating on a l1b-volt line, the three switch positions also provide 
varying secondary voltages, 105/115/125 volts isolated from line. 

Sight-foot. rubber-covrer2 i cord an i plug on primary, standard female receptacle on secondary. 

Catalog Input Oulput Rating, Con- Case Wt., Net 
No. Voltage Voltage tinuous Duty Size Lbs. Price 

15-50 1051115/125 125/115/105* 50 watts 21 5 $11.42 
15-100 105/115/125 125/115/105* 100 watts 22 8Yz 1-:1.97 
15-150 105/115/125 125/115/105* 150 watts 24 12 Yz 17.62 
15-250 100/115/125 125/115/105* 250 watts 24 18U 23.87 

...• -*W,th llo-volt prlmary. 
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SECTION 5600 

STERLING-THE MARK OF QUALITY 

STERLING 
TRANSFORMER 
CORPORATION 

Brooklyn 11, N. Y. 

I • ONE UNIT PROVIDES PLATE AND FILAMENT POWER FOR ENTIRE SUPPLY. 

• RATINGS BASED ON D.C. OUTPUT OF SUPPLY. 

• APPLICATION BULLETIN WITH EACH UNIT. '*'HiJiij 
Pass Tube 

FII. 
Regulator Auxiliary 

(Filament Transformer for 
800M A and 1 

Standard ColGr Code 

10 

V A 

6.3 

6.3 

Use with 
2K20 

Use with 
2R20 

Use with 
2K21 

Use wilh 

6.3 

6.3 

6.3 

6.3 

FII. 
V 

6.3 

6.3 

6.3 

6.3 

6.3 

6.3 

A 

Usewilh 
2K20 

1.2 

1.2 

1.2 

Use with 
2K20 

1.2 

1.2 

1.2 

6.3 6.3 1.2 

6.3 10 6.3 

FII. 
V A 

FOR ELECTRONICALLY 
REGULATED 

POWER SUPPLI ES 

t 
H 

1 

3'1; #10 

3V, #10 

3'1, #10 

3';' #10 

3'/, #10 

3';' #10 

#8 

37/16 "10 

425/32 '!. 

42 0/]2 ,/, 48 83.60 

"8 7.5 18.70 

#8 12 25.85 

NOTES 
Primary: Blo(k Rectifier Filaments: Yellow 

Pass Tube Filamenls: Brown 
Regulator Filaments: Green 
Auxiliary Filaments: Siale 

1. All Primaries 115 Volts 50/60 (ps. 3. Dielectric Test Voltages: 
High Voltage: (enter Tap: Red·Yellow 
High Voilag" High Tap, R,d 

2. Ratings Based On Capacitor Input Primari .. , 1500 Y. RMS 
All Sa<o.dar;", 2500 Y. RII5 

High Voltag.' low Tap, Blue 

4 hvs. min. 
4 hY5. min. 

4 hVI. min. 

4 nys. min. 

4 hvs. min. 

4 hys; min. 

Secondary 
VDlls 

6.3 

6.3 

6.3 CT 

5 
6.3 CT 
6.3 CT 

6.3 
6.3 

800 CT 

28 CT 

660 CT 
5 

Page 1430 • The MASTER - 26th Edition 

Rated Current DC 
MADC Resist. 

440 50 
340 60 
240 '0 
140 185 

.64A 52 

.84A 25 
1.04A 20 

Secondary RMS Volts 
Amperes InsulatiDn 

4 1000 

12 1500 

16 3000 

3 2000 
4 2000 
4 2000 

1.5 1000 
1.5 1000 

.036 DC 4000 

7 DC 1000 

.25 DC 1500 
4.5 1500 

Dielectric 
Tes' Volt. 

2500V RMS 
2500V RMS 
2500V RMS 
2500V RMS 

2500V RMS 
2500V RMS 
2500V RIIS 

Primary 
Volts 

115/230 

115/230 

115 

115/230 

115/230 

115/230 

115 

115/230 

115/230 

Fillers 

Overall 
W H 

3'1. 3YIl~ 4If. 
3'/. 2"/,. 3'/' 
2% 2% 3'/. 
3"/16 2¥ .. 2%. 

4'1. 4'/, 5'/' 
5'1, 4'1. 5lj, 
7 4'10 5lj, 

O.erall Dim. 
W H 

3 11/" 2'h 2'/" 

3"1. 31/. 4 

37/. 31/. 4 

3'/' 3V. 4 

4 2'h 2% 

3'h 2% 30/" 

41/. 31/. 4 

J7iil 3¥. 4% 

3¥. 37/. 4% 

Trade Discount Applies to List Prices Only 

MIg. Dim. Welghl list 
ML MW lb •• Price 

2'1. 2% "8 6 $12.76 
2 2'1. "8 3.3 8.58 
111/1 .. 2 "8 2.3 6.49 

3'/. (han. ·"8 1.5 4.40 

3'/. 3'1, #10 12 22.00 
4 3'/' "10 17 28.27 

1'1, 3lj, "10 25 39.27 

Rec. 
Mig. Dim. Mtg. List 

ML MW Screw Price 

3'1s Chan. $ 9.35 

2'/" 21/. 17.16 

20/1& 2'h 6'h 18.26 

1'/" 2'h 18.15 

3YI6 Chan. 21/. 10.23 

27/ 16 11.55 

2 15/16 2'h 17.38 

2 13A. 21.12 

2 13/111 8 8 21.12 

Prices subject to change without notice 

© U.C.P., Inc. 



MOLD 
NO. 

5M3 

SM2 

5MI 
1---, 

1A 

2 

3 

35 

4 

5 

6 

7 

• 
~-ii-

86 

9 

'10-

STERLING-THE MARK OF QUALITY 

STERLING 
TRANSFORMER 
CORPORATION 

Brooklyn 11, N. Y. 

• Contour Molded 

OVERALL DIMENSIONS 
MIG. APP. 

MTG. 
~~~51~~ WT. 

-'-L~' -W-~ r-if- (LIS.) METH. 

I 1·1/4 1·3/16 I Nole 1 0.06 Note 1 

1·1/2 1·1/4 1~1I/16 I Hote 1 0.10 
~c-

Note 1 

~!2 1·1/2 
--'-N;t.l 1·11/16 1.1/8 Note 1 0.16 

- _._- _ .. 
~ 

'·13/16 1.7/. 1·13/16 1 ·1/4 H/16 0.25 Note 2 

1·11/16 '·17/32 1·13/16 1·5/32 1·1/1 Q.25-~;e2 
--- -----_. 

2 '.15(16,2·1/1 '.9/32 1·1/4 DAD Nole 2 
-~ 

2~5/16 1~13f16 2 ·1/1 1·9/32 1·7/16 0.45 Note 2 

2~1/16 2 ·3/8 2·3/16 1·17/32 1·11/16 0.70 Nole 2 

2-5/16 2·3/8 2·9/16 1·17/32 HI/16 0.90 Note 2 

2·3/4 2·3/8 1.17i32 
t----'~-1---

2 ·7/8 2·3(16 1.20 Note 2 -- -~.-

2-3/4 2·5/8 3 ·1/. 1·17/32 2·3/16 1.50 Note 2 

3 2·7/8 : 3·3/8 1·25/32 2-·1/2 2.00 Nole 2 
--

3·3/8 2·7/8 '3·3/8 1~25/32 2 ·1/2 2.50 Nole 2 

13 •3/4 3·1/4 13.3/. 2.1/4- 3 3.25 Note 3 
~- ~--

3 ·3/4 3 ·3/4 3·3/8 2 ·3/4 3·1/8 4.25 Note 3 

4~1/16 3.3/8 13 ·7/. 2·3/16 3 ·1/2 5.00 Note 3 

3.IS/16T3.15/16 
-~- ~ ~:~ 

4·1/2 2 ·3/4 3·1/. 6.00 Nole 3 

SECTION 5600 

ENCAPSULATED 

400 CPS TRANSFORMERS 
CLIPPER SERIES 
FOR MINIMUM SIZE 
AND MINIMUM WEIGHT 

NOle l-SM 5eries are Iwo hole mounting with holes on • All primaries 380·1000 cps 
(enter line. #4-40 Pem nuls ore fastened 10 the brockel. • Dielectric test voltages: PRIMARI ES 1000 Volt. RMS 

SECONDARIES 1500 Volts RMS 
Note 2-#6-32 Pem nuls on bracket afe standard. • Epoxy resin used as encapsulant 

• Prices subject to change without notice 
Hate J-#8~J2 rem nuls on brockel are .tondard. 

c: ee = ~ .il n 

~w~ / lr-> 

I· 

ED EBJ 
I 
I 

I 
ED EBJ 
4. jJ 
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TY-S 

AF 
AJ 

TY-MOLDED 

I SECTION 5600 I 
TRIAD TRANSFORMER CORP. 

DIVISION OF LITTON INDUSTRIES 

MINIATURES MINIATURES 
tt JAF SERIES - Hermetically Sealed TRANSISTOR TRANSFORMERS 

Max. 
Primary Primary Secondary Type Primary Secondary Level- Freq. ** 

No. Impedance Impedance OBM Resp. MTG. Type Matching Current Matching Maximum 

JAF-l 600/250/50 50000 a 60-15000 AF 
No. Impedance MA Impedance Level 

JAF-2 600/250/50 250000 a 150-7000 AF eTV-23X 50000 .5 500 CT. 100MW 

JAF-3 600/250/50 60000 CT. a 60-15000 AF eTV-24X 50000 .5 3000 CT. 200 MW 

JAF-5 30/12/4 50000 a 60-12000 AF eTV-25X 100000 .5 200 CT. 200 MW 

JAF-ll 15000 50000 10 60-15000 AF -eTV-26X 100000 .5 3000 CT. 200 MW 
JAF-12 15000 60000 CT. 10 60-15000 AF TV-27XT 500 CT. 2 SOD CT. 10 MW 
JAF-13 15000 95000 CT. 10 350-7000 AF TV-28XT 500 CT. 2 200 CT. 10 MW 
JAF-14 200 1f2 megohm a 350-5000 AF eTV-29X 24 CT. 500 8/4 8W 
JAF-15 15000 1 megohm 10 350-5000 AF eTV-30X 100 CT. 100 8/4 2W 
JAF-21 15000 600/250/50 10 60-15,000 AF eTV-31X 200 CT. 60 8/4 2W 
JAF-22 15000 600/250/50 10 350-7000 AF 

eTV-32X 200 MW JAF-23 20000 CT. 600/250/50 10 60-15000 AF 200 CT. 2 2000 CT. 

JAF-31 600/250/50 600/250/50 10 60-15000 AF 
eTV-33X 400 CT. 5 16/8/4 200 MW 

JAF-33 5000 CT. 5000 CT. 10 60-15000 AF eTV-34X 400 CT. 5 2000 CT. 200 MW 

JAF-l0l 50 h.-.75 Ma. AF eTV-35X 500 CT. 2 150 CT. 100MW 
eTV-36X 2000 2 1500 CT. 200 MW 

SUB-MINIATURE AUDIO - Hermetically Sealed eTV-37X 2000 CT. 4 8000 CT. 200 MW 

DC Res. Ohms eTV-38X 3000 CT. 4 1000 CT. 200 MW 
Type Primary Secondary (Approx.) .. eTV-39X 4000 CT. 4 16/8/4 200 MW 
No. Impedance Impedance Pri. Sec. Case eTV-40X 5000 1 200 CT. 100MW 

JZ-l 600/250/50 60000 350 4100 JZ eTV-41X 16000 1 4000 100 MW 
JZ-5 30/12/4 50000 11.5 3800 JZ eTV-42X 20000 .5 8/4 100MW 
JZ-7 30/12/4 1000 5 480 JZ eTV-43X 20000 .5 800 CT. 100 MW 
JZ-13 15000 (1 Ma.) 135000 CT. 985 4400 JZ 

TV-44X 1000 10 16/8/4 200 MW 
1200/600/100 2700 350 JZ JZ-15 20000 (.5 Ma.) 

JZ-25 10000 (1 Ma.) 200 1500 120 1Z TV-45X 500 CT. 5 16/8/4 200 MW 

JZ-26 1000 (5 Ma.) 50 355 20 1Z TV·46X 100 100 1000 CT. 250 MW 

TV·47X 2000 CT. 10 16/8/4 200 MW 
SUB-MINIATURE AUDIO - Open Frame TV-48X 100 CT. 40 16/8/4 .5W 

DC Res. Ohms TV-49X 500 CT. 12 5000 CT. 300 MW 
Type Primary Secondary (Approx.) TV-50X 125000 2000 CT. 40 MW No. Impedance Impedance Pri. Sec. 
TZ-l 600/250/50 60000 350 4100 TV-51X 2000 CT. 10 200 CT. 50 MW 

TZ-5 30/12/14 50000 11.5 3800 TV-52X 20000 CT. 1 2000 CT. 100 MW 

TZ-7 30/12/4 1000 5 480 TV-53X 200 CT. 10 400 CT. .6W 
TZ-13 15000 (1 Ma.) 135000 CT. 985 4400 TV-54X 15000 1.5 200 CT. 100 MW 
TZ-15 20000 (.5 Ma.) 1200/600/100 2700 350 .. TV·55X 2000 CT. 2 500 CT . 200 MW 
TZ·25 10000 (1 Ma.) 200 1500 120 

TV-56X 10000 2000 CT. 50 MW 
TZ-26 1000 (5 Ma.) 20 

.. 1 
50 355 

TZ·28 600 50 95 11 TV·57X 250 CT. 10 16/8/4 200 MW 

200 CT. 130 
.. 

TV·58X 125 CT. 15 8/4 200 MW T-41X 1000 (10 Ma.) 430 
T-42X 9800 (2 Ma.) 16 855 C7 TV-59X 5000 CT. 1 50000 CT. 200 MW 

TV·44X 1000 (10 Ma.) 16/8/4 180 3.8 TV·&OX 200000 1000 -10 DBM 
TY-47X 2000 CT 16/8/4 2&0 4 TV·61 X 100 100 100 CT. .5W 

TRANSFORMERS FOR TV·62X 10000 2 4 100MW 

TRANSISTOR POWER SUPPLIES TV·&3X 48 CT. 550 16/8 5W 

D.C. Volts D.C. TV-64X 32 CT. 575 16/8/4 lOW 
Type Out of Ma. Dimensions-I nches TV·&5Z 32 CT. 575 6K/4K/3K lOW 
No. Rect. Max. H W D MW 

*TV·68S 250 65 1·3/4 1·3/4 1·11/32 1-1/2 TV·66A 6 CT. SA 6K/4K/3K 40W 

*TV·69S 300 100 1-7/8 2-3/8 1·7/8 1·1/2 TV-67A 6 CT. SA 16/8/4 40W 

*TV-70S 325 150 2 2·3/8 2-7/16 1-1/2 

*TV·71S 375 200 2 2-3/8 2-7/16 1·1/2 

*TV-74S 600 200 2 4·1/8 3 3~3/4 tt MINIATUR.E AUDIO - "Trijets" 
*Discontinued items. Available until supply exhausted. 

EPOXY MOLDED TOROIDAL TYPE TYpe Primary Secondary Max. Freq. 
No. Impeaance Impedance Level·DBM Resp. 

D.C. D.C. Volts Dimension Inches 
Type Source Out Of D.C. Ma. Wt. T·1X 600/250/50 50000 a 60-15000 -
No. Volts Rectifier Max. Dia. Ht. Lbs. T-2X 600/250/50 250000 a 100-5000 

TV·78 12.6 250/125 100 13/4 'X. .35 T·3X 600/250/50 60000 CT. a 60-15000 
TV-79 12.& 300/150 200 13/4 1 .35 T·5X 30/12/4 50000 a 60-15000 
TV·aO 12.6 325/162.5 150 1'0/4 1 .35 

T·l1X 15000 50000 10 60·15000 
TV·Sl 12.6 375/187.5 200 2 1 .50 

T-12X 
.-

150 2 1 .50 
15000 60000 CT. 10 60·15000 

TV-82 12.6 450/225 

12.6 500/250 250 2'0/4 Pia .85 T-13X 15000 95000 CT. 10 350-7000 
eTV·S3 

TV-84 12.6 600/300 200 2314 13/a 1.00 T·20X 15000 600/250/50 10 60-15000 

TV·88 28 250/125 80 1~. 11'6 .25 T·21X 30000 50 10 60·15000 

TV-89 28 300/150 100 13/4 lX"6 .35 T·22X 15000 600/250/50 10 350-7000 

TV-gO 28 325/162.5 200 1314 1 .35 T·23X 20000 CT. 600/250/50 10 60-15000 .-
TV-91 28 375/187.5 200 2 1 .50 T·31X 600/250/50 600/250/50 10 60-15000 

TV·92 28 450/225 200 2 1 .50 T·33X 5000 CT. 5000 CT. 10 60-15000 

eTV·93 28 500/250 250 23/4 1% .85 T·l01X 50 henries @.75 Ma. 
TV-94 28 600/300 200 2314 1% 1.00 

TV·99 6.3 300/150 100 1'0/4 1 .35 See Case Chart Page 1433. 
TY·l00 6.3 325/162.5 150 2 1 .50 

TV·1D1 6.3 375/187.5 200 2'0/4 13Al 1.00 ttLow frequency loss will result from DC in windings other 

than where speCified. 
TV 102 4501225 150 2'0/4 1% 1.00 6.3 
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I SECTION 5600 I 

TRIAD TRANSFORMER CORP. 
DIVISION OF LITTON INDUSTRIES 

tt JO SERIES - Hermetically Sealed 

Max. 
Type Primary Secondary Level- Freq. 
No. Impedance Impedance DBM Resp. Case 

JO-I 600/250/50 50000 0 50-15000 JOA 
JO-2 600/250/50 250000 0 10-15000 JOA 
JO-3 600/250/50 60000 CT. 0 50-15000 JOA 
JO-5 30/12/4 50000 0 50-12000 JOA 
JO-ll 15000 60000 10 50-15000 JOB 
10-12 15000 60000 Ct. 10 50-15000 JOB 
10-13 15000-3 Ma. 95000 CT. 10 100-7000 JOB 
JO-21 15000 600/250/50 10 50-15000 JOB 
JO-22 15000-3 Ma. 600/250/50 10 300-7000 JOB 
10-23 20000 CT. 600/250/50 10 50·15000 JOB 
10-31 600/250/50 600/250/50 10 50-15000 JOB 
10-101 50 h.-2 Ma. JOB 

ttLow frequency loss will result from DC in windings other 
than where specified. 

DC TO AC TRANSISTOR TRANSFORMERS 

Type Primary Secondary 
TY-75A 12v 115v 60cps 120 watts 
TY-76A 12v 115v 60cps 60 watts 
TY-468 28v 115v 400cps 60 watts 

POWER COMPONENTS 
HERMETICALL Y SEALED 

Combined PLATE and FILAMENT Transformers 
Primary 115V - 50/60 cycle 

Plate Supply F Dim. 
Type Filaments (Min.) Case 
No. AC Volts DC Ma. Inches 

HSM- 120 100 6.3 CT.-1.6A. 1% FA 
200 

tHSM- 500 CT. 20 6.3 CT.-2A. 1% GA 
201 
HSM- 600 CT. 50 6.3 CT.-2.5A. 1% JB 
203 5 -2A. 
HSM- 700 CT. 70 6.3 CT.-3A. 1% JA 
205 5 -3A. 
HSM- 700 CT. 120 6.3 CT.-SA. 1% KA 
207 5 -3A. 
HSM- 700 CT.- 150 6.3 CT.-6A. 1% LA 
241 70V. 6.3-V. -2A. 

bias tap. 5 -3A. 
HSM- 1000/ 150 (ch. in.)6.3/5-4A. 1% LA 
212 800 CT. 117 (cd. in.) 6.3 CT.-4A. 

6,3-V-4A. 
800/ 200 6.3 CT.-6A. 1% MA 

HSM- 700 CT. 6.3-V. -4A. 
245 70 V. 5 -6A. 

bias tap. 
HSM- 1000/ 200 (ch. in.) 6.3/5-4A. 1% MA 
216 BOO CT. 157 (cd. in.) 6.3 CT.-SA. 

6.3-5A. 
800/ 300 6.3 CT.-BA. 1% GP-15 

IIS- 700 CT. 6.3-V. -4A. 
247 70 V. 5 -6A. 

bias tap. 
HSM- 1000/ 300 (ch. in.) 6.3/5-6A. 1% GP-15 
218 800 CT. 235 (cd. in.) 6.3 CT.-6A. 

6.3-6A 
HSM- (115/ 40/230 
219 230 pri.) (ch. input) Spcl. GP-15 

760/ 
1600 CT. 

t Low flux density-for pre-amplifier service. All types 
electrostatically shielded. 
GP-15 dimens. 4¥4" x 57/." x 6%" high. Wt. approx. 22 Ibs. 

Mtg. centers 33.41" x 47/.". 

AH AJ EA EB FA FB GA GB 

A 1Y,. 1% l''J{. l''J{. 2)f. 2)f. 2% A 2% -
B 1Y,. 1% l'Y,. 1'Y,. 2Y,. 2;{. 2¥4 B 23/4 
C 1¥4 2% 23.41 2>1. 31/. 21/2 3''J{._ C 2''J{. 
D 11f4 1'J{. 1% 1% 1')f, 1'){. 21/. D 21/. 
E 1'J{. 11/4 11/4 1>1. 1>1. 1¥4 E 13/4 
G % '¥. ¥. 31s 31s % % G % 
I 6-32 6-32 6-32 6-32 6-32 6-32 6-32 I 6-32 

Wt. Wt_ 
Ibs_ 4 oz. 9 oz. 15 oz. 13/4 11/2 2 Ibs_ 13.41 

* Not in conformance with Mll-T-27A. 

Combined PLATE and FILAMENT Transformers 
Primary I 15V-400 cycle to operate 380 to 1500 cycles 

Plate Supply Insul. F Dim. 
Type Filaments Test (Min.) Case 
No. AC Volts DC Ma. Volt. Inches 
HS-402 475 CT. 20 6.3 CT.-1.5A. 1500 "%, AJ 
HS-401 500 CT. 40 6.3 CT.-1A. 1500 7/. EB 

6.3·1A 
HS-405 600 CT. 70 6.3 CT.-2A. 1500 1% GA 

6.3-2A. 
*6.3-2A. 

HS-407 600 CT. 120 6.3 CT.-3.5A. 1500 Hi! JB 
6.3-3.5A. 

*6.3/5-3A. 
HS-409 700 CT. 150 6.3 CT.-4A. 1500 13/. HA 

*6.3/5-3A. 
HS-413 450 CT. 200 6.3 CT.-6A. 1500 Pis JA 

6.3 -6A. 
*6.3/5-4A. 

HS-415 BOO/ 200 6.3 CT.-6A. 2500 1% KB 
600 CT. 6.3-6A. HS Series 

6.3/5-6A. 
HS-417 BOO/ 300 6.3 CT.-6A. 2500 Pis LA 

600 CT. 6.3-6A. 
6.3/5-6A. 

* Tapped for 5 volt rectifier use. All types electrostatically 
shielded. 

AUDIO INTERSTAGE Transformers 

Max. "" Type Primary Turn Freq. Level =0 
:E No. Imped. Ratio Resp. Pri. Volts </) Case 

HS-23 15000 1:2.7 20- 15 P-3 GP-4 
20000 

HS-25 15000 1:2.72 20- 25 P-l GP-4 
overall 20000 

HS-35 15000 1:2.72 20- 20 P-l GP-2 
overall 20000 

HS-27 20000/ 1:1.72 20- 50 P-l GP-4 
5000 overall 20000 

HS-29 20000/ 1:2 20- 20 P-5 GP-4 
5000 overall 20000 

HSM-31 20000/ 1:1 or 20- 240 FA 
5000 2:1 20000 

HS-32 15000 1:2 20- 20 P-1 GP-5 
(6 Ma.) overall 15000 

Low frequency loss will result from use of unbalanced DC 
in windings other than where specified. 

JO Series 
See table below for shielding data. 

SHIELDING 
P-I-0ne nickel alloy high permeability shield - 45db. 
P-3-Two nickel alloy shields interleaved with one heavy 

reduction in pickup. 
copper shading ring -

70db. reduction in pickup. 
P-5-Three nickel alloy shields interleaved with two heavy copper shading rlngs-

95 db. reduction in pickup. 

AF AG AH AJ JZ* 
A 3/4 1 1-5/16 1-5/8 9/16 dia. 
B 3/4 1 1-5/16 1-5/8 Round 

*tBw 1'3/64 1-3/32 1-11/32 
C l-1/B 1-3/B 1-3/4 2-3/B 25/32 
D *27/32 *1-1/32 *1-11/32 *1-5/B 
F 5/B 3/4 7/8 7/8 
I 4/40 6/32 6/32 6/32 
Unit 1-1/4 2-1/2 5-1/4 11 .5 
Wt. oz. oz. oz. oz. oz. 

GP-1 GP-2 GP-3 GP-4 GP-5 JOA JOB 
A 7/. 1)f. 11/4 1>1. 1% A • dia. 'y,. dia. 'y, 
B 1)f. 1114 1112 13/4 2 B R 
Bw 11/. l'X, 1'1. c 

ound Round 
II%, 1% 

C 1 ')f. 21/4 2% 21/2 23/4 0 '<. '<. 
D 1%, 1'J{. 1'%, 1112 11/2 F 7/. 7/. 
F ¥4 ¥4 'y,. 'y,. 'y,. Unit Wt_ 2 oz. 21/2 oz. 
Wt_ 3 oz. 51/2 oz. 8 oz .. 12 oz. 17 oz. 

HA HB JA JB KA KB LA LB MA MB NA NB 

2% 2% 3)f. 3)f. 3% 3% A 3'){. 3 ')f. 4 4 4Y,. 4Y,. 
3)f. 3){. 3'1. 3'1. 3';{. 3'Y,. B 4;{. 4Y,. 4'){. 4'){. 5){. 5){. 
41/4 3'J{. 47/. 37/. 51/4 4Y,. C 5'1. 41/2 6 4';{. 6''J{. 51/2 
2'%. 2'%. 2% 2% 3 3 D 3M. 3;{. 3'){. 3')f. 4)f. 4){. 
IS%. I'%". 21/. 21/. 2>1. 2>1. E 2'){. 2'){. 3 3 3Y,. 3Y,. 
¥. % % 31s 1/2 1/2 G 1f2 1/2 5/. 51s % 5fs 

8-32 8-32 8-32 8-32 10-32 10-32 I 10·32 10-32 1/4-20 1/4-20 1/4-20 1/4-20 

Wt. 
21/2 2% 41/2 4 7% 7 Ibs_ 9114 81/2 131/2 121/2 18 16 
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I SECTION 5600 I 
TRIAD TRANSFORMER· CORP. 

DIVISION OF LlTTOIi INDUSTRIES 

POWER OUTPUT to Line and VC. 
FILAMENT Transformers, 380/1500 cycle Hermetically Sealed 

Max. Insula· 
Type Primary Secondary Level· Freq. " Second· Second· tion 
No. Impedance Impedance Watts Resp. Case Type Primary ary ary Test " 

HS·71 10000 (10 Ma.) 600/150 2 150-15000 AH No. Volts Volts Amperes Voltage Case 

HS-73 5000 500/250/ 5 150-15000 AJ HS-436 115 6.3 CT. 1 1500 AH 
(40 Ma.) 16/8/4 HS-425 105-115-125 6.3 CT. 2 1500 AJ 

HS-75 10000 CT. 500/250/ 10 150-15000 EB 
(50 Ma. bal.) 16/8/4 HS-427 105-115-125 6.3 CT. 5 1500 EA 

HS-77 9000 CT. 500/250/ 25 150-15000 GA HS-438 105-115-125 24 CT. 1.5 1500 EA 
(120 Ma. bal.) 16/8/4 

HS-433 105-115-125 *6.3 CT. 5 2500 FA 

LOW LEVEL AUDIO 
6.3 5 

HS-435 105-115-125 '6.3 CT. 3.5 2000 FA 

GP I, 2, 3 
AUDIO INPUT TRANSFORMERS 

6.3 3.5 
t6.3/5 3 

Hermetically Sealed 
HS-441 105-115-125 '5 CT. 10 2000 HA 

Max. "" 5 10 
Type Primary Turn Freq. Level ~ '* 2.5 CT. 10 7500 
No. Imped. Ratio Resp. DBM .<: 

Case en HS-443 105-115-125 '12.6 CT. 0.8 1500 AJ 
HS-l 600' /250' / 1:11.3 20- 10 P-5 GP-4 12.6 0.8 

150/62.5 20000 
HS-ll Same as above P-1 GP-2 HS-442 57.5-99.7'115-12012.6 CT. 2 1500 EA 
HS-3 600*/250*/ 1:14 20- 10 P-5 GP-5 Single phase. 12.6 2 -

150/62.5 overall 20000 Two HS-442's can be used, 115 volt 3 phase to 
HS-4 Same as above P-3 GP-4 26 volt 2 phase, Scott-connected. 
HS-14 Same as above P-1 GP-3 ' Series or parallel connection. 
HS-15 600'/250*/ 1:8 30- 20 P-3 GP-5 'i' 5 volt tap for filament type rectifiers. 

150/62.5 overall 20000 
" See case chart page 1433. (10 Ma.) 

HS-5 30-50 1:65.7 50- 0 P-5 GP-4 
10000 

HS-8 600'/250'/ 1:14 20- 20 P-1 GP-4 
OUTPUT 150/62.5 overall 20000 HIGH ·FIDELITY 

'Balanced center tap. 
Low frequency loss will result from use of unbalanced DC 

in windings other than where specified. HIGH LEVEL OUTPUT - Hermetically Sealed 
(See table on preceding page for shielding data.) 

AUDIO LOW LEVEL Max. F Di. 
OUTPUT, MIXING, MATCHING, BRIDGING Type Primary Secondary Freq. Level Min. " 

No. Impedance Impedance Resp. Watts In. Case 
Max. "" =c Type Primary Secondary Freq. Level :c .- HSM- 20000 CT. 16/8/4 50-25000 5 Ph FA 

No. Imped. Impedance Resp. DBM en Case 79 (20 Ma.) 

HS-50 15000 600' /250* / 20- 26 P-3 GP-4 or 5000 

150/62.5 20000 (40 Ma.) 

HS-60 15000 600' /250* / 20- 10 P-l GP-2 HSM- 20000 CT. 500/ 50-25000 5 13h FA 
150/62.5 20000 80 (20 Ma.) 250 CT. 

HS-61 15000 600' /250' / 50- 20 P-l GP-5 or 5000 or 
(5 Ma.) 150/6.25 15000 (40 Ma.) 125/62.5 

HS-52 20000/ 600' /250' / 20- 26 P-1 GP-4 HSM- 8000 CT. 16/8/4 7-50000 15 Ph JB 5000 150/62.5 20000 81 Split 
HS-54 20000/ 600' /250' / 20- 10 P-5 GP-4 primary. 

5000 150/62.5 20000 
HS-56 600*/250*/ 600*/250'/ 10- 20 P-3 GP-4 HSM- 8000 CT. 500/ 7-50000 15 13/s JB 

150/62.5 150/6.25 30000 82 250/125 
PL·4 PL·S HS-66 600*/250*/ 600*/250'/ 10- 20 P-1 GP-3 tHSM- 8000/ 16/8/4 7-50000 15 1% JB 150/62.5 150/6.25 30000 181 2000 CT. 

HS-58 600'/250*/ 600* /250* / 20- 15 P-3H GP-5 Split 
150/62.5 150/6.25 30000 primary. 

, Balanced ·center tap. 
tHSM- 8000/ 500/ 7-50000 15 Ph JB Low frequency loss will result from use of unbalanced DC 182 2000 CT. 250/125 in windings other than where specified. Split 

See table an Page 1433 for shielding data. primary. 

POWER COMPONENTS HSM- 5000 CT. 16/8/4 7-50000 20 Ph JB 
84 

PL·6 
Insula- HSM- 5000 CT. 500/ 7-50000 20 1% JB Second- Second- tion 85 250/125 Type Primary ary ary Test " 

No. Volts Volts Amperes Voltage Case HSM- 8000/ 16/8/4 7-5000 25 I'¥s KB 
HSM-223 115 6.3 0.6 1500 AJ 184 2000 
HSM-225 105-115-125 6.3 CT. 2 1500 EA Split 
HSM-226 105-115-125 6.3 CT. 3.6 1500 FA primary 

HSM-234 105-115-125 t6.3 CT. 10 2500 KA tHSM- 10000/ 16/8/4 7-50000 25 13h KB 
6.3 10 189 2500 CT. 

HSM-227 105-115-125 i·6.3 CT. 3 2500 GA Split 
6.3 3 primary, 

Case X 
HSM-229 105-115-125 6.3 CT. 8 2500 JB 

tHSM- 10000/ 500/ 7-50000 25 13/s KB 
HSM-230 105-115-125 24 CT. 0.8 1500 FA 190 2500 CT. 250/125 
HSM-236 105-115-125 "112.6 CT. 2 2500 JB Split 

12.6 2 primary. 
HSM-228 105:115-125 t6.3 CT. 6 2500 JA 

tHSM· 6600 CT. 16/8/4 7-50000 25 13h KB 6.3 6 
HSM-231 105-115-125 6.3 CT. 5 2500 JB 

186 Sp'lit 

5 CT. 3 
primary. 

HSM-232 105-115-125 2.5 CT. 10 7500 HA tHSM- 6600 CT. 500/ 7-50000 25 1% KB 
HSM-235 105-115-125 2.5 CT. 10 7500 MA 187 Split 250/125 

10 CT. lD 2500 primary. 

Case SC ,. Series or parallel connections. 
(Continued on next page.) ** See case chart pag~ 1433. 
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I SECTION 5600 I 

TRIAD TRANSFORMER CORP. 
DIVISION OF LITTON INDUSTKIES 

FILTER REACTORS 
HSM· 2500 CT. 16/8/4 7·50000 50 I'Ve LA 
91 Type Current Inductance Resistance Insulation 
HSM· 4500 CT. 16/8/4 7·50000 55 I'Ve LA 
94 

No. DC Ma. 'Henries Ohms Test Voltage 

HSM· 4500 CT. 500/ 7·50000 55 I'll. LA HSM·3Dl 20 30 1000 1500 
95 250/125 

tHSM· 4000 CT. 16/8/4 7·50000 65 I'Ve LA HSM·302 20 14 550 1500 
192 Split 

primary. HS·331 40 4 375 1500 

tHSM· 4000 CT. 500/ 7·50000 65 131a LA HS·303 50 12 385 1500 
193 SP!it 250/125 

primary. HS·333 70 3 225 1500 
HS· 6600 CT. 500/ 10·30000 125 Spc!. Spc!. 
97 250/125 HSM·305 70 15 300 2500 

t Williamson type circuit. HS·335 120 3 150 1500 
Proper taps on primary for screen operation. 

HSM·307 120 15 185 2500 

HSM·309 150 9 115 2500 Case B 
HIGH LEVEL OUTPUT 

H5·339 200 3 105 2000 

Type Primary Secondary Output HSM·315 200 10 100 2500 

No. Impedance Impedance Watts 
H5·341 300 2 48 2000 

S·34X 4000 CT. 32/16/8 7.5 
HSM·319 300 10 85 2500 

S·31A 8000 CT. 16/8/4 15 
S·32A 8000 CT. 500/250/125 15 • Minimum Inductance-20o/. 

tS·142A 8000 CT. 16/8/4 15 
5·35A 5000 CT. 16/8/4 20 SLOCKING OSCILLATOR TYPE 
S·36A 5000 CT. 500/250/125 20 
tS·144A 8000 CT. 16/8/4 25 

Load 
tS·146A 6600 CT. 16/8/4 25 Type Pulse Voltage Pulse Impedance 
tS·148A 10000 CT. 16/8/4 25 No. per Winding Duration-us -Ohms 
S·42A 4500 CT. 16/8/4 50 

.54 to .66 500' 
tS·152A 4000 CT. 16/8/4 65 PL·4 100·100 Case M 
SR·45Z· 4000/2000/ 16/8/4 10 PL·5 100·100·100 .36 to .54 2000' 

1000/500 
S·46A 2000/1000/ 16/8/4 20 PL·6 100·100·100 .36 to .54 2000' 

500/250 
• As blocking oscillator in Triad circuit. Can be used with 

tWill iamson type circuit. Proper taps on primary for lower impedances and higher peak power at lower duty 
screen operation, leads out both end bells . cycle. 

• Replaces S·45Z. 
HIGH SPEED FERRITE TOROIDAL CORE 

LINE POWER LOW POWER 

Pulse Rise 
ISOLATION Transformers, 50/60 cycles Type Turns Width Time Repitition Suggested 

No. Ratio p. Sec. p. Sec. Rate Load Ohms Volts 
(See page 1429 for 380/1500 cycle isolation transformers) 

Type V. A. Input out~ut 
PL·80E 
PL·80H 1·1 .07 .03 1·2 Mc 200 15 

No. Output Volts Vol s PL·80P 

Case M with Meter 

N·51X 35 115 115 
N·68X 50 230/115 115 PL·81E 

N·53M 85 115 115 PL·81H 2·1 .07 .03 1·2 Mc 200 20 
PL·81P 

N·54M 150 115 115 
N·67A 150 230/115 115 PL·82E 
N·55M 250 115 115 PL·82H 3·1 .08 .03 1·2 Mc 100 15 

N·66A 250 230/115 115 
PL·82P 

N·57M 500 115 115 PL·83E 
N·59M 1000 115 115 PL·83H 4·1 .08 .03 1·2 Mc 100 15 

tN·52M 350 95 to 130 (in 5V steps) 115 PL·83P 

tN·56M 150 95 to 130 (in 5V. steps) 115 PL·84E 
tWith switch and meter for primary voltage PL·84H 5·1 .08 .03 1·2 Mc 100 15 
control. Detachable cord. PL·84P 

N·469A 50 460/230 115 The leiter "H" indicates Hermetically Sealed, the leiter 
N·470A 150 460/230 115 "P" indicates Miniature Plug·in and the letter "E" indio 

Case C 

N·471 A 300 460/230 115 cates Epoxy Molded. 

STEPDOWN Autoformers, 50/60 cycles 
SLOW S·PEED SILICON CORE LOW POWER 

Type V. A. Input Output Load 
No. Output Volts Volts Type Pulse Voltage Pulse Impedance 

N·1X 50 230 115 No. -,- per Winding Duration-p. Sec. -Ohms 
N·3M 85 230 115 PL·124E 300·300·300 .6 to 5 150 
N·4M 150 230 115 PL·124H 
N·5M 250 230 115 
N·7M 600 230 115 PL·14DE 100·400·100 .6 to 5 175 

N·9M 1250 230 115 
PL·14DH 
PL·140M 

N·llM 2000 230 115 
N·34X 150 95/105/115/125/135 115 PL·139E 100·100 .3 to 1.5 250 

tN·35M 250 95 to 130 (in 5V. steps) 115 PL·139H 
PL·139M 

tN·50M 500 95 to 130 (in 5V. steps) 115 
With switch and meter. PL·146E 300·300 .6 to 5 250 

Case AC 

t M case with switch for primary voltage control and PL·146H 
detachable cord. PL·146M 

Note: last letter of Type No. denotes case style letter "M" IndIcates Mil type case. For pulse types only. 
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I SECTION 5600 I 

TRIAD TRANSFORMER CORP. 
DIVISION OF LITTON INDUSTRIES 

INSTRUMENT POWER SELENIUM RECTIFIER Transformers 
Primary 60 cycles 

Instrument POWER SUPPLY Transformers 1hese transformers are for use with Selenium rectifiers. 
Rectifiers not included. 

Intelligent design and construction of measurin~ instruments Haolf Full 
involves consideration of many factors norma Iy neglected Type Primary Secondary Wave Wave 
in electronic circuits. Regulation of power supply voltages, No. Volts Amperes 
limitation of external magnetic fields by minimum flux AC Volts RMS Volts DC Volts DC 
density, multiple static shields to limit capactive coupling, F·47U 115 17·18 3 6·7 13·14 
multiple filaments where tubes must operate at different 

F·48U 115 17·18 6 6·7 13·14 potentials, all become necessary to obtain peak performance. 
The transformers on this page are a series of special designs F·49U 115 36 3 13 26 
which have been developed for instrument design. 36 3 

F·60U 115 6.5·13· 
19.5·26 

3 (int.) 9 18 

For PREAMPLIFIERS, VTVM, etc. F·61U 115 24·27·30 3 13 26 
33·36 

Primary 115 volt. - 60 cycles F·67U 110·120 24·27·30· 8 13 26 
Plate Supply 33·36 

Type Filament Windings F·63U 115 8·9 2 6·7 
No. AC Volts DC Ma. Volts and Amperes 8·9 2 

R·68A 800 CT. 30 5V.·2A,6.3V·1.2A, F·64U 115 7·8·9 7 6·7 
6.3V·1.2A. F·62U 105·115· 9·9·9·9 10 6·7 

R·2C 135 15 6.3V·.9A. 125 ea. ea. 
R·23B 250 CT. 22 6.3·.8A. wdg. wdg. 

15.5/12.6V·.6A. F·68U 115 9 CT. 3.5 6·7 
R·3A 500 CT. 20 6.3V CT.·2A. 9 3.5 ea. 

R·29A 230 CT. 40 6.3V.·1.5A. 
9 3.5 wdg. 
9 3.5 

R·30X 135 50 6.3V.·1.5A. F·65U 110·120 140·150·160 .75 60 115 
R·54X 115 15 6.3V.·.6A. F·66U 110-120 140-150-160 2.5 60 115 
R-56A 130 20 0/15/22.5/30V·6A. *F-79U 115 24-26-28-30 15 - 22.8 
R·73B 135 200 6.3V CT.·5.5A. F·80U tapped for 12 to 18 40 

mull. sec. or 24 to 36CT 
20 

CATHODE RAY Tubes F·84AC 230-115 24CT 10 

Primary 115 vol,. - 60 cycle. 
or 12CT 20 

F·90X 115 tapped 40CT-20CT·1O 100ma 

Plate Supply . 
Type F·91X 115 tapped 40CT-20CT-1O 300ma Filament Windings 
No. AC Volts DC Ma. Volts and Amperes 

F·92A 115 tapped 40CT·2OCT-1O 1 amp 
R·41C 440-0- 125/5 *6.3V.-.6A. t2.5V.-1. 75A. 

440·1250. t2.5V.-1.75A. 5V.·3A. R·93A 115 6.3CT 6 

Case Z 

R·45C 400-0· 30/5 *6.3V.-.6A. 6.3V.-1A. (voltage doubler circuit) 

400-800. 6.3 CT.-3A. 5V.-2A. 150-160-170 (500ma) 

t5V.-2A F·93X 115V tapped 40CT-20CT-10 750ma 

R·43C 1600 
F·94X 115X tapped 40CT-20CT·10 35ma 

3 *6.3/5/2.5V.-1A. * Replaces F-69U t6.3/5/2.5V.·3A. 

* Statically shielded and insulated for full plate' voltage. 
t Insulated for full plate voltage. FILAMENT Transformers, Single Secondary 

Primary 115 volts - 60 cycles 

Type Secondary Secondary Test 
For REGULATED POWER SUPPLIES No. Volts Amperes Volts 

F·1X 2.5 CT. 3 1500 
Primary 115 volts - 60 cycle. -----

-. F·72Z 2.5 CT. 5 7500 -
Plate Supply F·6X 2.5-Ct. 6 2500 

Type Filament Windings F·3X 2.5 CT. 10 3iioo~ 
No. AC Volts DC Ma. Volts and Amperes 

F·SU 2.5 CT. 10 7500~ 

R-70A 880 CT. 75 6.3V.-.6A. 
--

2.5 CT. 10 10000-6.3V.-.9A. F·71U 
6.3V.-.3A. 6.3V.-3A. f.7X 5 CT. 3 150:0-

--. 
5 CT. 6 1500~ 

R·26A 880·720 CT. 200 6.3 CT.-8A. 6.3V.-3A. F-8X 
6.3V.-1A. 5V.-3A. F·12X 5 CT. 8 2500 

F·9A 52 CT. 13 1500 
R·28A 1250 CT. 300 6.3 CT.-8A. 6.3V.-3A -

F-l0U 5 CT. 15 10000 6.3V.-3A. 5V.-6A. 
5:2 CT. 

----
F-9U 13 1500 

R-46A 1250 CT. 350 5V.-4A. 6.3V.-4A. F-ISU 5 CT. 15 3000 
130 50 6.3V.-1A. F-llU 5.2 CT. 24 1500 (Bias winding) 6.3V.-1A. 

F·13X 6.3 .6 1500 
R-46A will supply 550 V. D.C. using 2 5R4G rectifier 

-. --
F·14X 6.3 CT. 1.2 2500 

tubes, choke input. Will also supply 130 V. for bias tF:S2X -6.3 1.2 5000 using Selenuim rectifier. Sufficient filament windings to 
regulate screen voltages. tF·S1X 6.3/5 2 500-0-

tF·S3X 6.3 4 5000 
R·27A 1500 CT. 400 5V.-6A. 6.3V.·3A. -F-16X---- 6.3 CT. 3 2500 6.3V.-8A. ----.--~--

1500-F-18X 6.3 CT. 6 
-~. 

F·18A 6.3 CT. S 1500 
UNIVERSAL F·19X 6.3/6 CT. 6 2500 

F·21 A 6.3 CT. 10 1500 
Isolation, Autoformer, Voltage Control SO/60CPS F·20U 6.3/6 CT. 11 2500 - ~ 

F-22A 
---

6.3 CT. 20 2000-Type VA V.A. 
No. (Isolation) (Autoformer) F-24U 7.5/6.3 CT. 8 2500 --_.-

7.5/6.3 CT. 25 3000 N·64AC 500 1000 F·28U 
-F~23U'-- ---1-0'CT. 7 1500-

Case X N·62AC 1000 2000 F-29U 12/11/10 CT. 11 3000 

N-60SC 2000 4000 F·2SX 12.6 CT. 1.5 1500 
(Continued on next page.) 
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I SECTION 5600 I 
TRIAD TRANSFORMER CORP. 

DIVISION OF LITTON INDUSTRIES 

ISOLATION Transformers 
F-44X 12.6 CT. 2 1500 
F-26X 12.6 CT. 2.5 1500- Primary 115 V--400 cycle to operate 380 to 1500 cycles 

""T45X 24 (:T 1 1500 Type Secondary F Dim. 
-":41 X 25.2 CT. 2 1500- No_ Volts Amp. V. A. (Min.) Inches Case 
~-OX 26.8 CT 1 1500 

- HS-470 115 .35 40 ~8 EA 
F-50X Filament line transformer 5000 HS-471 115 .7 80 7/8 FA 

Pri. 6.3V /5V Sec. 6.3/5V 2A HS-472 115 1.4 160 7/8 GA 
F-83A 12.6 CT. 5 1500 HS-474 115 2.6 300 7/8 JA 

12.6 CT. 5 
HS-475 115 4.4 500 7/8 KA -

t low capacity-High voltage for damper tube operation. 
60 cycle - hermetically sealed 

Type secondary F dim. Case 

C H 0 K E 5 SWINGING Filter REACTORS 
No_ volts amp. VA (Min.) inches 

HSM-210 105-115-125 .4 50 7/8 JB 
-HS-M-271 105-115-125 1 125 ~8 KA 

Type Inductance Current Resistance Test Volts _. 
250 1% NB No_ Henries Ma. Ohms RMS HSM-212 105-115-125 2 

C-31A 25/5 20/200 150 2500 All isolation transformers electrostatically shielded. 
C-33A 25/5 30/300 105 3000 
C-32Al 20.14 35/350 105 5000 
C-35A 20/4 40/400 60 3000 

AUD 10 
C-39A 25/5 50/500 65 3000 
C-38Al 25/5 50/500 65 5000 Low Level Input 

Type Application Frequency Primary Turn 
SMOOTHING Filter REACTORS No. Response Impedance Ratio 

A-9J line or mike to 30-15000 600/250/50 12 
Type Inductance Current ~esistance Test Volts grid 
No. Henries Ma. Ohms RMS 

A-l0J line to grid 30-15000 600/150 1:05.5 
C-30X 50 15 3500 1500 split wdgs. 
C-2X 2 15 70 150-0-

A-lll line or mike to 30-15000 600/250/50 10 
C-1X 15 2'0 1000 1500 grid 60-80DB 
C-3X 10 50 500 1500 shielding 

C-4X 4 50 360---1~ A-12J same as A-11J 30-15000 600 CT./ 150 10 

C-6X 5 65 330 1500 
split windings 

A-13J line to transistor 30-15000 600/200 CT./50 
C-SX 12 75 3S0 1500 or line to line 50 
C-8X 7 75 240 1500 (70 db Shldg) 
C-7X 10 SO 270 1500 A-40J par. fed 6J5 or 30-15000 15000 2.76 
C-9X 4 SO 100 1500 6SN7 plate to 

C-llX 6 110 160 1500 
P.P. grids 

A-41J same as A-40l 
C-l0X 9 125 250 1500 8ma DC In 

Case A 

C-12X 6 160 165 1500 primary 
C-12A 6 160 165 1500 A-55J par. fed 6J5 or 30-15000 15000 2.55 
C-13X 3 160 75 

_.-
6SN7 to line 1500 

C-14X 6. 200 150 1500 A-51J line to line 30-15000 600/250/50 1 

C-14A 6 200 150 1500 A-65J par. fed 6J5 or 30-15000 15000 5 

C-16A 10 200 150 2500 
6SN7 to line 

A-66J same as A-65J- 40-15000 15000 5 C-21X 1.5 225 65 1500 8 ma DC in primary 
C-15X 4 250 100 1500 A-67J line to line 30-15000 600 CT./150 1 
C-15A 4 250 100 1500 split windings 
C-23X 1.2 260 45 1500 A-S8J pp plate to line 30-15000 600 CT./150 
C-24X 1 240 50 1500 8ma DC in split windings 5 

C-27X .7 2S0 25 1500 
primary 

A-75J Audio choke - 15 Henries 
-C-36X .5 300 30 1500 

A-l1J Audio choke 250 henries - 5 ma DC C-17X 1.5 300 40 1500 
C-1BA 8 300 SO 2500 

dual winding 62.5 henries - 10 ma OC 
A-1BJ output pp tran- 30-15000 2000eT 

C-19A 10 300 105 3000 si stars to Ii ne 
C-25A 2.6 310 60 1500 A-19J Transistor inter- 40-15000 1000 
C-42Al 8 350 105 5000 stage 10ma in 

C-20A 6 400 60 3000 
primary 

C-22A 10 500 65 3000 
C-45Al 10 500 65 5000 Triad "J" series transformers closely approach the elec-
C-40X .32 600 10 1500 trlcal performance of the "HS" series while eliminating 

C-47U .3-.075 lA-2A 3-.75 1500 
or modifying mechanical features which increase the 
cost. Careful design, taking advantage of the flexibility 

C-48U .08-.02 2.5A-5A .57-.143 1500 of the "J" series units, will result in low level amplifiers 
C-49U .032-.008 5A-lOA .lS.05 1500 which will in every way meet broadcast quality 

C-BOU .024-.006 20A-40A .096-.024 1500 
speCifications. 

Case A 

AUDIO INPUT Transformers 
FILAMENT Transformers, Multiple Secondary 

Primary 115 volts - 60 cycles Line or Microphone to Grid 

Type Frequency Primary Type Secondary Test Volts Turn 
No. Volts and Amperes RMS No. Application Response .Impedance Ratio 

F-21U 10 CT.-lOA. 2.5 CT.-lOA. 1500- A-1X line or single button 300-3000 100 31.4 
7500 mike to grid. 

F-30A 5 CT.-3A. 6.3 CT.-SA. 1500 
300-3000 F-32A 6.3 CT.-3A. 6.3 CT.-3A. 1500 

A-3X line or D.B. 400 CT. 22.1 
mike to grid. 

F-34A 6.3 CT.-1.75A. 6.3V.-1.75A. 1500 --
6.3V.-1. 75A. 6.3V.-1.75A. A-4X line to grid. 300-3000 500/200/ 12 

F-36A 6.3 CT .~3.5A. 6.3V.-3.SA. 1500 
67.5 CT. 

6.3V.-3.5A_ 6.3V.-3.5A. A-5X Single button mike 300-3000 100 84 
F-38A 6~3 CT.-SA. 6.3V.-SA. 1500 to p.p. grids-Hi-gain. 

6.3V.-1A. 5 CT.-2A. A-6X Speaker V.C. to grid. 300-3000 8/3.2 7S SV.-4A. 
-- voice coil to grid 3.2 124 F-42A 12.6 CT.-2.5A. 12.6-2.5A. 1500 'A-7J 300-3000 
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Case B 

I SE:CTION 5600 I 

TRIAD TRANSFORMER CORP. 
DIVISION OF LITTON INDUSTRIES 

A U D I 0 OUTPUT Transfarmers 
Line to Voice Coil 

Type 
No. 

S-23X 
S-26X 
S-65X 
S-SSX 
S-76Z 
.S-77U 

Primary 
Impedance 

50 (autoformer). 
500/50 (autoformer). 
500 
500 (autoformer). 
250/125/62.5/31 
500 CT./125 

Output Output Freq. 
Imped. Watts Resp. 

3.2 3 300-3000 
3.2 3 300-3000 

8/4 5 300-7000 
16/8/4 3 100-5000 
16/8/4 10 40-15000 
32/16/8/ 30 40-15000 
4/2 

POWER 
Combined PLATE and FILAMENT Transformers 

Primary 115 volts - 60 cycles 
Plate Supply Rect. Fil. Other FII. 

Type 
No. AG Volts DC Ma. Volts Amp. Volts Amp. 

--R;'-;-2"'2"-A-3""80/320 CT. 70 6.3 .s-s.3 CT-.-3-

-----iR;..:-2~2c:_B-3"'8~0"'/30,:2~0c=C"-T .'-..;.7;E-0_....:6::.3=--~.6~~6.3 C~3--
----;;R:-c-4"'A'--_~50""'0:--:G==Tc__. _-040::-____ --'6.3 ct-. -2-

R-4B 500 CT. 40 6.3 ci-. -2-
R-SA 600 GT. 65 6.3 CT. 2:7 

:::~Rj-5~B::::::::::::~60~·b-:__:C'""Tc__. _--=65::_--=--~~6.3 C,.-. -2.7 
~R~-6~A----~48~0~G~T'--.--~50~--~5--~2~_;6.~3CT-. -2-

R-6B 480 GT. 50 5 2 6.3 (:T-. -2-
-_~~Rj-71A::::::::::::~60~0~C~T'--.--___ 50::_--~5--~2'-~6.3Cr.--2-

R-7B 600 GT. 50 5 2 6.3 GT-. -2-
R-SA 500 CT. 75 5 2 6.3 CT. 2.5 

-;;R,-;-8;-;.B __ ",50,",,0:--:C;;T,:.... _----;;75;-_.;-5_-=2'---~6.~3_ GT_. _2_.5 
R 9A 600 CT. 75 5 2 6.3 CT. 3 

R-9B 600 CT. 75 5 2 6.3 CT. 3 
R-l0A 525 CT. 90 5 2 6.3 CT. 5 
R-l0B 525 CT. 90 5 2 6.3 CT. 5 
R-11A 700 CT. 90 5 2 6. 3· C,.-:---3-:5 
R-llB 700 CT. 90 5 2 6.3 CT. 3.5 

_ R-12A 550 CT. 110 5 2 6.3 CT. 5 
R-12B 550 CT. 110 5 2 6.3 CT~. ~5 - R-14A 700 CT. 125 5 3 6.3 CT. 4.5 

-R:l'"I-700 CT. 125 5 3 6.3 CT~-:5 
R-16A 700 CT. 160 5 3 6.3-C~ 

-~16B 700 CT. 160 5 3 6.3 CT. 5 
R-17A 750 CT. 160 5 3 6::i""""CT-. -5-

R-18A 
R-1SB 
R-19A 

80 Ta.o:cp_~~_~_~_-";"2.5 CT. 5 
750 CT. 175 5 3 6.3 CT.-8-
750 CT. 175 5 3 6:3 CT-. -8-
750 CT. 200 5 3 6.3 ·CT-. -6-
80 Tap 2.5 CT. 10 

R-20A 700 CT. 200 5 3 6.3 CT. 8 
R-20B 700 CT. 200 5 3 6.3 CT. 8 
R-72A 800 CT. 140 5 3 6.3 4 
R-21A 800 CT. 200 5 3 6.3 CT. 6 
R-2l B SOOCT. 200 5 3 6.3 CT. 6 

If.24-A--SOO·-CT. 300 5 6 6:jcr:-s-
R-24B 800 C-r.--JOO 5 6 6.3 CT. 6 
~5A--80~500 5 6 6.:f---3-

R-SSA 875 CT. 185 

R-71A 900 CT. 250 

R-S3A 150-160-170 500 

6.3 CT. 7 
5 3 6.3 4 

6.3 3 
5 i:~ 6.3 cT:""""2-

6.3 4 
Silicon Rectifier6.3 CT-. -6-­
Voltage doubler 

Combined PLATE and FILAMENT Transformers 
New 1/1001/ Series Primary 115 volts 60 cycles 

Triad power components are liberally designed to best meet average design sp.e.cifications and 
to ensure maximum utility for each design. All units are beautifully finished in baked grey 
enamel and have all connection data permanently marked on the case. 

All types are "Climatite" treated, both coil and core, for protection against moisture and 
for elimination of lamination chatter. Although they are small in size, the high quality materials 
used keep losses to a minimum. The temperature rise design is 55°C. Only copper foil static 
shields, grounded to the case and core, are used. Leads are of a type approved by UL for high 
temperature operation. 

PRIMARY 115 VOLTS 60 CYCLES 

Type Plate Supply Rect. Filaments Other Filaments Case Dim. Mtg. Dim. wt. 
No. AC Volts DC Ma. Volts Amp. Volts Amp. H W D MW MD Lbs. 
R-l04A 500 C.T. 40 6.3 V.C.T. 2 231. 2% 2V. 1314 11/2 1.55 
R-l04B 500 C.T. 40 6.3 V.C.T. 2 15/e 2314 2V. 2;11, 13/.0 1.55 
R-l05A 600 C.T. 65 6.3 V.C.T. 2.7 3Ve 2% 2lh 2 13/. 2 
R-l0511 600 C.T. 65 6.3 V.C.T. 2.7 1314 3)1, 2% 2V2 2 2 
R-l06A 480 C.T. 50 5 2 6.3 V.C.T. 2 3Ve 2% 2% 2 15k 2.05 
R-l0SB 480 C.T. 50 5 2 6.3 V.C.T 2 15k 3)1, 2% 2V2 2 2.05 
R-l07A 600 C.T. 50 5 2 6.3 V.C.T. 2 3Ve 2% 2lh 2 13/4 2.35 
R-l07B 600 C.T. 50 5 2 6.3 V.C.T 2 13/.0 3)1, 2% 2V2 2 2.35 
R-l0SA 500 C.T. 75 5 6.3 V.C.T. 2.5 3Ve 2% 2% 2 F/e 2.4 
R-l08B 500 C.T. 75 5 2 6.3 V.C.T. 2.5 17/8 3)1, 25k 2V2 2 2.4 
R-l0SA 600 C.T. 75 5 2 6.3 V.C.T. 3V2 3 27/8 2V. 13/. 2.9 
R-l0SB 600 C.T. 75 5 6.3 V.C.T. 1314 3}{, 27/e 2';11, 2V4 2.9 
R-ll0A 525 C.T. 90 5 6.3 V.C.T. 3V2 3 31/. 2V. 2 3.25 
R-ll0B 525 C.T. 90 5 2 6.3 V.C.T. 5 2 3}{, 27/0 2';11, 2V. 3.25 
R-lllA 700 C.T. 90 5 2 6.3 V.C.T. 3.5 3V2 3 31/. 21/. 2 3.55 

~111~B~_;.70~0~C~.T~. __ ~9~0~_~5;-_~2 __ ~6~.3~V~.~C.~T~. _~3~.5~_~2~~3~}{~,~2~~~0_~2~';I1~,~2~V,~4_~3~.5~5 
R-112A 550 C.T. 110 5 2 6.3 V.C.T. 5 3V2 3 3% 2V. 2Ve 3.7 
R-112B 550 C.T. 110 5 2 6.3 V.C.T 5 2Ys 3l{, 2?1e 2';11, 2V. 3.7 
R-ll3A 650 C.T. 40 5 2 6.3 V.C.T. 2 31/e 2% 2314 2 13/4 2.3 
R-ll3B 650 C.T. 40 5 6.3 V.C.T. 2 2 3 2V2 2V2 2 2.3 
R-ll4A 700 C.T. 125 5 3 6.3 V.C.T. 4.5 37/0 31"--,3,-,1;'~4_--,2:,:11:.::.2--=2c:..%,-__ 4::,.7:o-
R-ll4B 700 C.T. 125 5 3 6.3 V.G.T. 4.5 2V2 3314 3Vo 31k 2V2 4.7 

---:R'_,-1~1~5A~-~6~80~C.~T,--. __ ;.7o::_-___ 5--~2'--'-,6:::."_c3 V.C.T. 2.5 3% 3 3% 2V. 2Ve 3.5 
R-115B 680 G.T. 70 5 .. 2 6.3 V.C.T. 2.5 2 3}{, 27/0 2';11, 21/4 3.5 
R-116A 700 G.T. 160 5 3 6.3 V.G.T. 5 3?1e 31/4 3% 21/2 2% 5.65 
R-116B 700 G.T. 160 5 6.3 V.C.T. 5 2% 33/4 31/e 3Vo 2V2 5.65 
R-118A 750 G.T. 175 5 6.3 V.C.T. 8 4V. 3% 4 231. 27/e 7.45 
R-118B 750 C.T. 175 5 3 6.3 V.G.T. 8 27/e 4Ve 3V2 3}{, 231. 7.45 
R-120A 700 G.T. 200 5 3 6.3 V.C.T. 8 4V. 35ro 41/e 23/4 27/e 8.25 
R-120B 700 C.T. 20;.-0 __ ~5--""""'3::_-~6.3 V.G.T. 8 3 4Ve 31/2 3}{, 2314 8.25 

·R-121A--80Q G~T-.--200 5 3 6.3 V.C.T. 6 41/. 35k 43k 23/4 3V. 8.25 
R-121B 800 C.T-. --200 5 3 6.3 V.G.T. 6 3V. 41/e 3V2 3}{, 2314 8.25 
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I SECTION 5600 I 
TRIAD TRANSFORMER CORP. 

DIVISION OF LITTON INDUSTRIES 

PLATE POWER Transformers 
Primary 115 volts - 60 cycles 

Secondary Volts Sec:- o:-c.Ma:~~-
Type Rect. 

No. AC DC CCS ICAS Fil. 
p.l A---440/ 220Cr.-I86/g-0--160l90 5V·3A 

P-3A . 600/300CT:'---- 250/12S-300--360--5V-4A 
p:sA---I100 cr-. --400 -.-~ 250--310 ·--SV-4A 

P-7A 1235- CT. 500 250 310--5V-4A 
MA---1235 CT-.-- 500---50o-6005V-6A 

P-llA 1455'CT-.-- 600---250'-310---
;P:zfa)([*f17ilO(;T-.. --750~~-25O-3'10---

§P-14A 17BO CT. 750/600 250 310 
;1'-2'; SAi:*'t' 2340 Ct-:---lOOO --250 310~~­
op-i; SAL"t '-'2430(;"-.--1000--' 500--600---
oP-217AL.t-2BBO-~ 1250 250._ 310 
oP-218AL*t-2BBO CT. 1250 500 600 
;f-=220AL*t-3300-Cr-.--1500---350 - 425---

*PR-21AL 3300 CT. 1500 500 700 
t Plate leads out side of case-for-S66 rectifiers.--­
§ Tapped Pri. to produce the lower D.C. voltage. 
oNew Item 
'Pri. is 230/115V. 

TELEVISION COMPONENTS 
Replacement POWER Transformers, 

Combined Plate and Filament 

Electrostatically shielded. Primary 115 volts 60 cycles. 
Plate-SUppiy 

Filaments -Type 
--=-N7oo-.' .-_.;AC Volts DC Ma. Volts and Amperes 

R-31A 760 V.C.T. 320 5V.-6A-:--12.6G.T.~SA.-
5V.-2A. 

R-31:-.:-B~C_=~""" __ --=:;;---=--;;:;;----,-"",,,,,,'T"'"" 
R-32A 760 V.C.T. 320 5V.-6A. 12.6 V.C.T. 5A 
--;;-"""_---.c.-.=-;-.--.--.-_---.~-;o.,----;;-;;--6~.3V .-1.2A. 

R-33A 775 V.C.T. 230 5V.-3A. 6.3V-:=-9A-:------
6.3V./5V.-2A .• 

R-33B~C __ .=~= __ ~=---=-,---=-_~..-". 
R~34A 750 V.C.T. 230 5V.-3A. 6.3V.-B.5iC 

6.3V.-1.2A. 
R-3SA 725/340 V.C.T. 250 5V.-3A. 6.3V.-BA:--

5V.-2A. 6.3V.-2.5A. 
R-3SBC 

I1-3SA 775 V.C.T. 275 5V.-6A. 6.3V.-B.5A. 
6.3V.-1.2A. * 

~R-;3;.SB~C~~~~~_~~~~~'-~",,-n~"' _ 
R-37BC 735 V.C.T. 275 5V.-6A. 6.3V.-B.5A. 

--;;-""":---_ ... =o-.--..-.-_---.;;;-.---...---=_6,.,..:3V ./5V .-2A .• 
R-38A 750 V.C.T. 225 5V.-3A. 6.3v-:-loil-.-

6.3V.-1.2A.* 
6.3V.-2.5A. 

R-38BC"---;;c"""'.-_---c=---c=----.-;;-, 
R-39A 640 V.C.T. 225 5V.-3A. 6.3V.-lOA.' 

6.3V.-1.2A. * 

~R-~3~9B~C:...._=c.07:;-;-;;-;--;-;---=---;=---;"'--;;:.__----;;-c'"'~--- ._ 
R-40A 7S0/440 V.C.T. 300 5V.-3A. 6.3V.-B.5A. 

R-40BC 

5V.-3A. 6.3V.-3.5A. 
5V.-2A. 

675 V.C.T. 1B5 5V.-3A. 6.3V.-7A. 
6.3V.-2A.* 

R-42A 

R-42B~C-=~;;_;_----;;c;-;;--=;--~---;'""'-;--_=---
1!-44BS 525 V.C.T. 240 5V.-3A. 6.3V.-SA. 

;--_~~~.-,--~,-6.3V.-1.2A * 
II=47BS72SV:C-:-T. 225 5V.-3A. 6:3V.=-10A.--
-=-==----;=-;-;-;~--~c=__=:____=_~-6.3V.-2.7 A. * 

R-48B5 750 V.C.T. 1BO 5V.-3A. 6.3V.-~ 
6.3V.-2.7A.* 

R-49B5 650 V.C.T. 240 5V.-3A. 6.3V.-9A. 

R-49BC 

6.3V.-9A. 
6.3V.-1.2A .• 

R-SOA 790/650 V.C.T. 310 5V.-3A. 6.3V.-5A. 
5V.-3A. 6.3V.-5A. 
5V.-2A. 6.3V.-2.6A. 

R-SOBC 
R-S1BC:--·5~0~5~V~.C~.T~.----·3~270-.5~V~.----6~A~.-.6~.3~V~.--~57A.---

6.3V.-5A. 
6.3V.-1.2A. * 

R-S2BC 600 V.C.T. 

R·SOBe 460 V.C.T. 

R-61BC 560 V.C.T. 

270 5V.-3A. 6.3V.-SA. 
6.3V.-5A. 
6.3V:-1.2A. * 

300 5V.-6A. 6.3V.-10A. 
6.3V.-1.2A.* 
6.3V.-2.5A. 

275 5V.-6A. 6.3V.-6A. 
6.3V.-6A. 

..-= ... ----;;~._;_;;,-;;---~=--_=c;-;;_;;_~6.3V.-1.2A. * 
R-S2BC 6BO V.C.T. 290 5V.-6A. 6.3V:=16~ 

6.3V.-1.5A. 
6.3V .-1.2A. * 

R-S3BC 

R-64BC 
R-6SBC 
R-66BC 
R·S7BC 
R-69BC 
R-74BC 

R-7SBA 
R·79BA 
R·80BA 

131 V. 

520 V.C.T. 
550 V.C.T. 
5S0 V.C.T. 
600 V.C.T. 
550 V.C.T. 
655 V.C.T. 

560 V.C.T. 
127V. 
500V.CT. 

9BO 6.3V.-9A. 
6.3V.-6A. 
6.3V.-1.2A. * 

270 SV.-3A. 6.3V.-lOA. 
270 5V. -3A. 6.3V. -Hiil-. -
270 5V. -3A. 6.3V. -lOA. 
2S0 5V. -3A. 6.3V. -9A. 
270 5V. -3A. 6.3V. -lOA. 
190 6.3V.-7.SA. SV.-3A. 

6.3V.-1.2A. (damper wdg) 
250 5V.-3A. 6.3V.--9.5A. 
500 6.3V.-2A 12.6V.-2A 
300 5V.-6A 6.3V.-BA 

-=-==-----,~_==~;-;-:--_=;;_--..::;6.3V .-3A 6.3V.-SA 
R-86BA 117/129/141 550 6.3V.-6A 12.6V.CT.-2A 

multi-purpose 6.3V.-6A 

* Less than 100 m.m.f.d. capacity to ground and insulated 
for high voltage damper tube. 
Height of transformers in BC cases is measured from 
chassis line to top of case. Copper shading ring on all 
BC cases to reduce external magnetic field. 
Note: Last letter of Type No. denotes case style. 

AUDIO 

REPLACEMENT OUTPUT TRANSFORMERS 

Single Tube To Standard Voice Coil 3-4 Ohms 
Type Primary D.C. Audio 
No. Impedance Ma Watt 
S-20X 2000 50 2-3 

--S.2X 2000 55 3-5 
5-12X 2500 50 2-3 

S-l X 2500 55 3-5 
S-16X 30005% Tap 60 2-3 

S.30X 3000 60 3-5 
5-S7X 3000 55 4-6 
5-4X 3000 70 5-S 
5·14Z 4000 50 2-3 
5-41 X 4000 50 3-5 
5-41Z 4000 50 3-5 
5-SX 5000 35 2-3 
5-SZ 5000 35 2·3 
5-3X 5000 40 3-5 

5-SZ SOOO 50 5-8 
5-48X 6500 35 2-3 
5-48Z 6S00 35 2-3 
S-49X 6500 40 3-5 
5-7X 7500 40 3-5 
5-9X 7500 50 5-8 
5-9Z 7500 50 5-8 
S-8X SOOO 30 2-3 
5-8Z BOOO 30 2-3 

~5~1~8X~----------~BO~0~0~------4~5~------4~-6-
5-18Z SOOO 45 4-6 
5-11X 10000 30 2-3 
5-11 Z 10000 30 2-3 
5-17X 10000 40 3-5 
5-10X 10000 4S 4-6 
5-40X 14000 5.5 1/4 

5-38X 16000 15 2-3 
5-38Z 16000 15 2-3 
5-37X 25000 4.0 1f4 
S-13X 25000 10 2-3 
5-13Z 25000 10 2-3 

REPLACEMENT PUSH-PUll OUTPUT TRANSFORMERS 

Type 
No. 
5-39X 
5-64X 
5-1SX 
5-19Z 
5-S8Z 
5-69Z 
5-21A 
5-21Z 

Push-Pull Tubes To Voice Coil 3-4 Ohms 

Impedance 
12000 CT. 

6000 CT. 
10000 CT. 
10000 CT. 

3000/3800 CT. 
5000 CT. 
BOOO CT. 
BOOO CT. 

DC 
MA 

30 
45 
40 
50 
70 
55 
50 
50 

Audio 
Watts 

3-4 
4-6 
7-10 

10-14 
15-18 
15-18 
15-1S 
15-1B. 

Case Z 

Case A 

Case X 

© U.C.P., Inc. See Triad Price List on Pages 1444, 1445 The MASTER - 26th Edition. Page 1439 



Cal. X 

Coo. J 

Coo. P 

I SECTION 5600 I 

TRIAD TRANSFOIR'MER CORP. 
DIVISION OF LITTON INDUSTRIES 

AU DI 0 
LOW LEVEL OUTPUT Transformers 

Type 
No. Application 

A-51X Tube to line. 

A-53X Single or p.p. 
tubes to line. 

Freq. Prl. 
Resp, Imped. 

Second, 
Imped. 

300-3000 7000 50 

70-7000 18000 600(250(50 
CT. 

A-54X P.P. Tubes to V.C. 150·30000 7700 B/4 
CT. 

A-55J Parallel-fed 6J5 30-15000 15000 600(250/50 
or 6SN7 to line. 
45 db. shielding 

A·65J Parallel-fed 6J5 30-15000 15000 600(150 
Split 
winding 

or 6SN7 to line. 
45 db. shielding. 

S-58X Line to line. 300-3000 6001 6001 
150 150 

-Split windings-

A-57J Line to line. 30-15000 600( 600/ 
45 db. shielding. 250/50 250/50 

PLUG·IN INPUT Transformers 

Type Prl. Second Freq, 
No. Application Imped. Imped, Resp. 

A·200P Line or mike 200(50 36,000 30-20000 
to grid. CT. 

A·202P Same as 200(50 36,000 20-20000 
above, CT. 

HS· Same as 200/50 80,000 30·30000 
273P above. CT, 

,A·210P Stereo 1:1 ratio 30,000 20·20000 
Isolation 

INTERSTAGE Transformers 
Plale la Grid 

Type Freq. Pri. Second 
No. Appl icatlon Resp. Imped. Imped. 

;,·31 X Plate to single 300- 10000 90000CT 
or p,p. grids 3000 

A·33X Plate to single 70- 10000 90000CT 
or p.p. grids 7000 

Shld'g 

70 db, 

90 db. 

70 db. 

45 db. 

Ratio 
1:3 

1:3 

A·42Z Multi-ratio single 70- 15000 135000C.T. 1 : 1.5 
A-67J Line to line. 30-15000 600( 600( 

Type 
No. 

C-26X 

45 db. shielding. 150 150 
-Split windings-

"SPLATTER" Chokes 

Current Res. 
Inductance Henries Ma. Ohms 

Tapped .2 to 1.5 100 95 

Wt 
Lbs. 

A·3SA 

A·39A 

A·40J 

or p.p. plates to 7000 CT. or 33750 1:3 
single or p.p. grids. 1:6 
Plate to single 50- 10000 90000CT 1:3 
or p.p. grids 10000 
P.p. plates to 50- 20000 45000CT 1 : 1.5 
p.p. grids 10000 CT. 
Parallel-fed 6J5 30- 15000 86000CT 1: 2.76 
or 6SN7. Plate to 15000 
p.p. grid 45 db. shielding. 

C-43X Tapped .05 to 1 300 
MODULATION Transformers - Tube to RF Load 

40 2 

Type Freq. 
Secondary 

Aud. 
UNIVERSAL OUTPUT TRANSFORMERS 

Single Or Push.Pull Tubes To Voice Coil 

No. Primary Resp. Impedance Ma. Wtts. 
TY·65Z 32 CT. (575 Ma.) 70-15000 

(Transistor use) 

Type 
No. Application Impedance 

DC Audio 
MA Watts 

S-62X Single or P.p. plates 2000-10000 30 2 

S-52X Single or p.p. plates 4000-24000 30 4 

S-51X Single or p.p. plates 4000-14000 35 5 

S·63X Single or p.p. plates 1500- 7000 50 6 
----------------------------

S-54X Single 1500- 5000 70 8 

M-4Z 

M·5Z 

M·1X 

M·3X 

5000 300-3000 
(Auto-
former). 
5000 300-3000 
(Auto-
former). 
10000 CT. 300·3000 
for 19, 1J6, 
6N7,6A6, 
etc. 
10000 CT. 300-3000 
for 6N7, 

S-53X Single or p.p. plates 4000-14000 40 8 
6A6, 6F6's, etc. 

S-55X 

S-55Z 

S-56Z 

S-59Z 

S-57Z 

S-61Z 

Type 
No. 

A-S1X 

A·S3X 

A·S5X 

A-89A 

A-91 A 

TY·61X 

TY·66A 6 CT. (5A) 300·3000 
P.p. plates 

P.p. plates 

4000·14000 40 10 (Transistor use) 

----- tM·7AL 4250 CT. 300-3000 
4000-14000 40 10 for 807's 

M·15A Multi·match 300-3000 
Single 1500- 6000 85 12 

P.p. plates 1500- 4000 65 15 
M·16AL Multi-match 300-3000 

P.p. plates 4000-14000 55 15 tM·8AL Multi-match 300-3000 

P.p. plates 4000-10000 60 20 tM-12AL Multi-match 300-3000 

DRIVER Transformers 

Frequency 
Driver Tubes Output Tubes Response 

30, 1H4, etc. 19, 30's, 1J6, etc. 200·20,000 

6F6, 42, 45, etc. 6L6, 6F6, 6V6, B07, etc. 70-7000 

6F6, 42, 45, etc. 6L6, 6F6, 6V6, B07, etc. 50-10000 

P.p. plates to class B or AB grids- Any class B or AB tubes. 
Universal 15 watt. 100-500 walts output 

50-10000 

P.p. plates to Class B or AB grids- Any class B or AB tubes. 
Universal 30 watt. 400-1500 walts output 

50-10000 

Transistor use 70-10000 

3000-4000- 100 10 
6000 
6750 100 10 
4 (total) 

6750 165 20 
4 (total) 

5000-8000- 50 5 
10000 

-
3000-5000- 100 20 
8000 

3000-4000- 200 40 
6000 
3000-5000· 200 60 
8000 
4000 to 150 30 
20000 
4000 to 180 60 
20000 
4000 to 200 80 
20090 
4000 to 300 125 
20000 

Ratio 
Primary Primary 
1f2 Sec. D.C. Ma. 

2.66:1 15 

1.33: 1 40 

2.66:1 40 

3.10r 100 
1.B:1 per side 

3.1 or 160 
1.88: 1 per side 

1:0.5 100 

tPlate leads out side 
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I· SECTION 5600 I 
TRIAD TRANSFORMER CORP. 

DIVISION OF LITTON INDUSTRIES 

OUTPUT Transformers 
Tube to Voice 

Type Pri. 
No. Tubes Imped. 

-S·27A 2A3, 6A3, 6B4, 2500 
6L6, 6U6, 6Y6, 
12A5, 25B6, 

Coil and Line 
Sec. 

Imped. 
500(16( 
B(4 

DC 
Pri. 
80 

Audio 
Watts 

8 

35B5, 50A5. 
-S'28X-Zi\5,' GAC5:'::', '---o7"'5C";;0"'0 ---=-:5o"'o""(""16""(,-----:4""o--....,,-

685, 6F6, 6K6, B(4 
7B5, 14A5, 
25~.C5. 

S·29X 6AQ5, 6AS5, 5000 
6V6, 7C5, 
25P.6, 25B5, 
25L6, 25N6, 

500(16( 
8(4 

45 

35A5, 35L6=-. .,....,O=-=-=-=-=O-=~-~C7."'77-=-=-
S·22A P:p. 2A3~-6B4, 5000 CT. 500(16( 100 (bal.) 15 

6A5, 6L6, etc. 8(4 
-S·24A .. P.p. 6V6, 7C5, 8000~500/T6T---86 (bai:)I5 

6K6, 6F6, etc. 8/4 
S·60A P.p~6L6~ 588'1,6600 CT. 500(250( 120 (bal.) 35 

B07, etc. 16/8(4 

--;.--___ 7'-00.7 volt Line to Voice 
Type Pr'imary Sec. 
No. Impeda_nccce __ ",lmped. 

S-70Z Autoformer 8(4 
16000(8000(4000( 
2000(1000. 

Coil 
Output 
Watts 

5 

Freq. 
Resp. 
100·5000 

70.7 volt Line to Voice Coil (Cant.) 
Type Primary Sec. Output 

No. Impedance Imped. Watts 
"'S··;;;75"'K'--;W""e"'a"th--'e rpro-of,------:-16' (B(4 20 

autoformer 
2000 (1000 (500 (250. 

Freq. 
Resp. 
20~20000 

S· 78Z I so I ation --01"'6("'8"'(""4----01"'0 --1"'0""0·5000 
4000(2000 (1000 (500. 

s:79Z-lsolaiion .,_ ... - -~1~6(-;:;8CC'(4~-2""Oo---:-liio·5000 

2000(1000(500 (250. 
S·41Z 10K(5K(2.5K/ 16/8(4 20·20000 

1250/625 
S·73X Iso'ation"Ol-;06"'K/"'8"'K"'/-----------

"",,-,-_4-,-;K:-c/2,K/1K 
'Replaces S·45Z and S·74K 

16/B/4 

25 VOLT LINE TRANSFORMERS 

100·10000 

Seco-ndc-a-ry---
Type Primary Matching Load Output 
No. Impedance Impedance Watts 
S·131X 1250/625/312 B/4 2 

--;;S~.1"'32""X~-.,;.1"'00"'0';-;(5O;;O:;(oi250(125 16":'/8=-/~4--~5-
S·133Z 500/250/125/62.5 16/8/4 10 

MATCHING TRANSFORMERS 
FOR 25 OR 70.7 VOLT LINE 

S·129Z 70.7V line to 25V line or, 
25V line to 70.7V line 

30 20·15000 

S·71Z Autoformer 16/B/4 10 100·5000 S·130Z 70.7V line to 25V line or, 10 20·15000 
4000 (2000 (1000 / 500. 25V line to 70.7V line 

S·25Z Autoformer 8/4 10 70·7000 Ask lor the Triad publication "Sound distribution using the 
4000/2000/1000/500. 

*SR~45Z Autoformer 
,4000/2000(1000/500. 

'SR·74K Weatherproof 
autoformer 

16/B/4 10 20·20000 

16/8/4 10 20·20000 

4000/2000 (10;:,00::.0,/..::5::.00:.:.. -;-;;~;-;;--"""'--;-;;c;;-;o= 
S·72Z Autoformer 16/B/4 20 100·5000 

2000/1000/500/250. 
S·46A Autoformer 16/8/4 20 20·20000 

2000 (1000/500 (250. 

Type 
No, 

A·21X 

A·23X 

70 volt line." Free from your distributor. 

Special TRANSCEIVER Transformers 
(Voice Frequencies) 

Application 
S.B. mike or plate to 
grid (2 primaries) 
Tube to I ine and 
hi· impedance phones. 

Primary 
Impedance 

100 
10000 
10000 

Secondary 
Impedance 

100000 

50 and 2000 

GEOFORMERS 
For Geophysical and Low Frequency Instrumentation. 

LOW FREQUENCY TRANSISTOR TRANSFORMERS 

Type 
No. 

G·18 

G·19 

Impedance 
Ohms 

Pri. Sec. 

1000 125 

Turns 
Ratio 

or or 2:83:1 
250 31 

1000 1000 
or or 1:1 
250 250 

Min. pri. Ind. 
@ 100MV-60 cy. 

With No Un· 
balanced D.C. 

Current 

60. 

65. 

D. C. 
Frequency Re<ponse in Cycles 

Primary Signal of 1 Volt 
Unbalanced D.C. Secondary Current of Resistance 

(Ohms) 1 Ma. 2 Ma. 3 Ma. 5 Ma. 
-3DB Prl. Sec - 30B - lOB - 3DB -lOB - 30B -lOB 

5 8 5 
500 44 to to to 

20000 7000 20000 

12 15 12 
540 230 to to to 

7000 3800 7000 

8 
to 

7000 

15 
to 

3800 

6 
to 

20000 

12 
to 

7000 

9 7 
to to 

7000 20000 

15 20 
to to 

3800 7000 

Cale Z 

WLC 

Case .. 

lOB 

~~ ~ ~ 3.2 
7000 c.. '" oz. 

~~ ~ ~ 51/4 
3800 c.. '" oz. 

20 40 22 45 40 75 70 160 .... 
to to a:;;:: 3.2 G·30 1000 2500 1,1.58 20. 350 1800 to to to to to to 

CT. CT. BODO 4200 8000 4200 BODO 4200 BOOO 4200 '" oz. 

CHOPPER INPUT TRANSFORMERS - 30 to 500 cycle 
Triad's new Chopper Input Transformers are manufactured under the same rigid high quality control standards as the Triad Input 
Transformers, plus the addition of an extremely close balance between the two halves of the primary winding. One half of the 
primary is balanced to the other half in both inductance and "Q". Cores are specially treated to eliminate noise in the microvolt 
range of input signals. Adjustment is at 60 cycles and, since input impedances are kept extremely high and the windings are not 
tuned, the chopper frequency may be 30 to 500 cycles. Magnetic and electrostatic shielding can be varied to meet customer's 
requirements. 
Types for tube or transistor input are available. In addition to the standard types listed below, many types are currently being 
supplied to customer's specifications. We invite your inquiry on your special requirements. 

Type 
No. 

G·20 

Primary 
Impedance 

in Ohms 

10000 CT. 
or 2500 

Secondary 
Impedance 

in Ohms 

640000 CT. 

--:o-:'C'~T u..,r_n.c,s _Ra:...t",i 0,--_ Min i mum Pr i. 
Full Pri. Ind. (of 
to Full 'h Pri. to Full Pri.) 

Sec. Full Sec. @ l.V·60~ 

1:8 1:16 120 

Maximum 
Pri. Volts 
(Full Pri.) 
@60~ 

25. 

-",.::D",. C:':" ..:.Rc:.es:,:i;:,st:,::.a ",nc:.:e-,-- Msahg,. nee I dt.i c 
Full Second· 

Primary ary ing 

370 21000 P5·H 

Case 

GPAT 

Weight 

11'12 oz 

G·21 200000 CT. 12500 CT. 4:1 2:1 1200 B4. 4000 1300 P1·H GP·2L 51/4 oz. 
G·2=2------~5~0~00~0~C~T~.---8~0~0~00~0~C~T~.----1~:~4----~1~,-8-------1~0~00--------~9-0.----~2~2~00~--~1~90~0~0--~P~5~·H~--~G~P~·5~W~--~1~lb--. 

G·23 40000 CT. 1000 CT. 6.32:1 3.16,1 1000 75. 4400 160 P1·H GP·2L 51/4 oz. 
G·24'------~4~00~0~0~C=T-.--~4~00~0~0~C=T-.----1~:1------.5~:-1-------4-0-0---------1-.9~5-----1-62-5------1-6-25----=P-5----~GP~·-5S~----l-I~b-. 

40000 CT. 10000 CT. 2:1 1:: BOO 70. 3200 2200 P1·H GP·2L 51/4 oz. 
or 10000 CT. 
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TOROIDS 

I SECTION 5600 I 

TRIAD TRANSFORMER CORP. 

EA SERIES TOROIDS 

0~-44-~~+-~-r,,-t-t~ 

DIVISION OF LITTON INDUSTRIES 

TOROIDS 
EC SERIES TOROIDS 

u 

O~m~ 140 

l' 
110 

~ 
t11'I!C.110 

J.61O ~ 
\ 

'j !C·l000 \ 
0 

P1 1,\ 
0 

.t1;.~ \ 

0 1 1 \ 
1 1 

40 

EK SERIES TOROIDS 

:jf:Q@ 
· " " 

[K·3 

,. 
• · • • · • ., · · 0 71 0, 3 511 23 511 ,3 571 ! 3 571 ! 3 571 23 5 

2U11 1Il10 10010 100100 201 1000 1Il100 100000 

, 
2 3451/891 2 3 4561191 2 J 4561881 

1. 1000 lGOfi1 1000N 
flllllllUlCY III Cll;US PEW SEtmIII 

_CY~CYQ.ES/lRSECOItII f1I£(IlElICYlNCYCLESPEllSECO!IP 

Type 
No. 

EA·OOl 

EA·002 

EA·003 

EA·004 

EA·015 

EA·007 

EA-Ol0 

EA·015 

EA·020 

EA·025 

EA·030 

EA·040 

EA·050 

EA·070 

EA-100 

EA·150 

EA·200 

.EA·250 

EA·300 

EA·400 

EA·500 

EA·GOO 

EA·700 

Ind. 

1 mh 

2 mh 

3 mh 

4 mh 

5 mh 

7 mh 

10 mh 

15 mh 

20 mh 

25 mh 

30 mh 

40 mh 

50 mh 

70 mh 

100 mh 

150 mh 

200 mh 

250 mh 

300 mh 

400 mh 

500 mh 

600 mh 

700 mh 

EA·l000 1000 mh 

Type 
No_ 

EM·OOl 

EM·002 

EM·003 

EM·004 

EM·005 

EM·007 

EM·Ol0 

EM·015 

EM·020 
EM·025 

EM·030 

EM·040 

EM·050 

EM·OGO 

EM·070 

EM·l00 

EM·150 

EM·200 

EM·2S0 

EM·300 

EM·400 

EM·500 

EM·700 

EM·l000 

Ind. 

1 mh 

2 mh 

3 mh 

4 mh 

5 mh 

7 mh 

10 mh 

15 mh 

20 mh 

25 mh 

30 mh 

40 mh 

50 mh 

60 mh 

70 mh 

100 mh 

150 mh 

200 mh 

250 mh 

300 mh 

400 mh 

500 mh 

700 mh 

1000 mh 

D.C.-Ma. 
Res-Ohms for 5% 

Average Ind. drop 

.40 270 

.58 192 

.73 157 

,85 135 

1.20 121 

1.42 102 

2.20 86 

3.40 70 

5.05 60 

5.80 54 

7.90 50 

11.40 43 

12.80 38 

19.00 32 

30.00 27 

46.00 22 

52.00 19 

73.0D 17 

80.00 16 

115.00 14 

126.00 12 

178.00 11 

193.00 10 

297.00 8.6 

D.C.·Ma. 
Res-Ohms for 5% 
Average Ind. drop 

2.8 150 

4.1 108 

5.1 .87 

6.0 76 

6.8 68 

8.2 57 

10 48 

12.5 39 

14.5 34 

16.5 30 

18 27.6 

27 24 

30 22 
40 19.5 

43 18 

66 15 

100 12.5 

115 11 

167 9.6 

180 8.8 

265 7.6 

295 

440 5.8 

650 4.8 

Type 
No. 

EC·OOl 
EC·002 
EC·003 
EC·004 
EC·OOS 
EC·007 
EC·Ol0 
EC·01S 
EC·020 
EC·030 
EC·040 
EC·050 
EC·070 
EC·l00 
EC·200 
EC·250 
EC·300 
EC·400 
EC·500 
EC·GOO 

Ind. 
1 mh 
2 mh 
3 mh 
4 mh 
5 mh 
7 mh 

10 mh 
15 mh 
20 mh 
30 mh 
40 mh 
50 mh 
70 mh 

100 mh 
200 mh 
250 mh 
300 mh 
400 mh 
500 mh 
600 mh 

EC· 700 700 mh 
EC·l000 1000 mh 
EC·1500 1500 mh 
EC·2000 2000 mh 
EC·3000 3000 mh 
EC·4000 4000 mh 
EC·SOOO 5000 mh 
EC·7000 7000 mh 
EC·l0000 10000 mh 

D.C.-Ma. 
Res-Ohms for 5% 
Average I nd_ drop 

.40 520 

.56 368 

.70 300 

.82 260 

.92 233 
1.05 195 
1.30 165 
1.60 134 
1.85 116 
2.85 95 
4.20 82 
4.60 74 
7.00 62 
8.00 52 

25.00 37 
28.00 33 
38.20 30 
44.00 26 
63.50 23 
71.00 21 

.80.00 19.5 
113.00 16.5 
175.00 13.5 
243.00 11.6 
370.00 9.5 
435.00 8.2 
645.00 7.4 
780.00 6.2 

1190.00 5.2 

EM SERIES TOROIDS 

a 
711 

&0 

sa 
40 

0 

0 

j~~ II 
I 

V 

~ 

\ 
\ 1\1' ... 005 

EM.500\ E.ks 
ENrO 

Type 
No. 

EK·Ol0 

EK·020 

EK·030 

EK·040 

EK·OSO 

EK·OGO 

EK·OBO 

EK·l00 

EK·120 

EK·150 

EK·200 

EK·250 

EK·300 

EK·400 

EK·500 

EK·700 

EK·l000 

EK·2000 

Ind. 

10 mh 

20 mh 

30 mh 
40 mh 

50 mh 

60 mh 

80 mh 

100 mh 

120 mh 

150 mh 

200 mh 

250 mh 

300 mh 

400 mh 

500 mh 
700 mh 

1000 mh 

2000 mh 

D.C.-Ma, 
Res-Ohms for 5 % 
Average I nd. drop 

.92 262 

1.30 184 

1.65 150 

1.90 130 

3.50 116 

4.00 106 

4.60 92 

5.20 82 

5.50 75 

6.20 67 

7.50 58 

10.30 52 

12.00 47 

16.50 41 

23.60 37 

30.00 31 

45.00 26 

100.00 18.4 

EK·3000 3000 mh 151 15 

EK-4000 4000 mh 175 

EK·5000 5000 mh 250 

EK· 7000 7000 mh 380 

EK·l0000 10000 mh 500 

EK·20000 20000 mh 1000 

EK·30000 30000 mh 1500 

EK·40000 40000 mh 1850 

13 

11.6 

9.8 
8.2 

5.8 

4.7 
4.1 

Res D.C.-Ma. 
Type 
No_ Ind. 

Ohms for 5% 
Approx., Ind. drop 

ET·OOl 1 mh .57 680 

ET·002 2 mh .82 480 

ET·003 3 mh .98 396 

£l·004 4 mh 1.10 342 

ET·005 5 mh 1.35 306 

£l·007 7 mh 1.50 260 

ET·Ol0 10 mh 2 217 
ET·015 15 mh 3 177 

i 23 & 11 , 1 2 3 , 7 1 ET-020 20 mh 4.3 153 
1Il10 _IN: lER SECOND lDDDOO 2DooDb ET.02S 25 mh 4.8 137 

• ........................ ~ET~.0~3~0----~3~0~m~h----6~.9----12~5---
ET·040 40 mh 7.2 108 

ET SERIES TOROIDS 

'~ -i".'f-

" ~ ". 0 
• _L • 

II .. 
• • • • ET·3 

• ~ EJ.10UO • 

~ 
ET.O~ 

'\. 

ET·050 50 mh 8 97 

ET·OGO 60 mh 15.5 88 
ET·070 70 mh 16.8 82 

ET·l00 100 mh 26.0 68 

£l·1S0 150 mh 38.5 56 

ET·200 200 mh 44.5 48 

ET·250 250 mh 64 43 

ET ·300 300 m h 72 40 

£l·400 400 mh 103 34 

,~ , • "78,~ 2 ,. '''~:rioo 2 ,. "'1:::" ";.00 =£l:--:e:50:-:0'---__ :e:50:-:0"'m.::.h;:--:1=::1-=-8 ____ 3:-:1:--_ 
''''''"'Y'"CYtllSPfR'_ ET·700 700 mh 173 26 

• 

£l·l000 1000 mh 245 22 

Page 1442 • The MASTER":'" 26th Edition See Triad Price List on Pages 1444, 1445 © U.c.P., Inc. 



I SECTION 5600 I 
TRIAD TRANSFOiRMER CORP. 

DIVISION OF LITTQN INDUSTRIES 

"RED SPEC" TRANSISTOR TRANSFORMERS 
Type 
No. 

Secondary MIL-T-27A 
Designation 

Primary 
Impedance 

D.C. Res. Max. Unbal. 
Pri. Qhms Pri. D.C. Ma. Type Impedance 

Max. 
Power MW 

----
_SP_-_4 __ ln ___ p~ut ____ TFSRX16_Z_Z __ 2_DD~D~DO.c.c-,.tc..' _____ .cSc..3DccQ ____ D-'--__ -=-lO--'D'--D_c,e. t"". _____ lD_ 

SP-5 Input TFSRX16ZZ SDDDD c.t. 380.0..2 100.0. c.t. 2S 

SP-7 .c1"'npc.:u"'t _____ T.:.:F..cSRX16Z=Z_--=2-'-DD.:.:D:.:D-"D ______ ..:Sc::3-'-DD::....._ 0. 100.0. 10. 

SP-11 I nte rstage TFSRX13ZZ 20.0.0.0./30.0.0.0. __ ..:lcc7-'-DD=---___ ."'S ___ ..:8"'D--'D/"'1:.:2"'D-'-D ____ 4D 

_S_P-_13 ___ I~nt~er~sta..ge _______ TFS_R_X_13_Z_Z __ 2D_D_DD/3DDQD c.t_. ___ 1_7_D_D ___ .S 80.0./120.0. c.t. 40. 
---~-----------.----

SP-15 Intersta",g:.oe ___ ..:T-,-F=SR:X13ZZ 100.0.0./120.0.0. C.t. lOSD 1 lSDD/18D_..:D,-c:.:..t",-. __ -=-SQ.:.: 

SP-2D Driver TFSRX13ZZ 1DDDD/12SDD c.t. _--=1-'-DS.:.:D=----__ -=-1 ___ -'-12_D_D ___ /_1S_D_D_c_.t_.__ So. 

=-SP:..-.::2.:..1_-=-D:.:ri.:..ve:.:r ____ --=T.:..F:::SR:.::X:.:1o.:3.::ZZ=---_:.:IO=DDD/12SDD c.t. lOSD 2DDD/2SDD c.t. So. 

-'-SP'----=29::........::.D.:.:ri.:..ve:.:.r ____ _______'T.:.F-=-S:.::RX"'1::3.::ZZ=---_-'-lD:.:D::D::'D/12DDO. c.t. ___ lO_S_D ____ .~. SDD/6DD c.t. 50. 

SP-32 Output TFSRX17ZZ 500/60.0 60. 3 50/60. 50. 
------'------=-~=-----.-.. - .. -~-.-. - ------_ ... _-_. __ . ---_ .. _-_._.-
SP-33 Dutput TF5RX17ZZ 1000./120.0. 145 3 50./60. 50. 

SP-34 Qutput TF5RXl7ZZ 60.0. 70. 3 3.2 50. 

SP-35 Dutput TFSRX13ZZ 120.0. 120. 3.2 50. 

SP·36 Dutput TFSRX13ZZ 100.0.0. 1160. 1 3.2 50. 

SP·42 Qutput TF5RXL7ZZ lSD/2DD c.t. 18 10. 12/16 50. 

sr·43 Dutput TFSRX17ZZ 30.0./40.0. c.t. 38 12/16 So. 

SP-44 Dutput TFSRXl7ZZ 60.0./80.0. c.t. 7S 4.S 12/16 50. 

SP-46 Dutput TFSRX17ZZ 100.0./1330. c.t. 120. 3.S 12/16 50. 

SP-47 Dutput TFSRX13ZZ lSDD/2DDD c.t. 180. 3 12/16 so. 

SP-48 Dutput TFSRX13ZZ 7SDD/1DDDD c.t. 820. 12/16 So. 

SP-49 Output TFSRX17ZZ 30.0. c.t. 37 7 60.0. 50 

.:..SP_-.:..5o.=----_D:.:u:.:tp~u"'t ___ ---'TF:.:S:.:R=X~17~Z=Z _ __'_SD:.:D:.::c:.:.t:.:. _______ 6=D~ __ ..:3=---__ ..:6.::DD=___ _____ ..:S-'-D_ 

SP-51 Qutput TF5RX17ZZ 90.0. c.t. 100. 4 60.0 50. 

. SP-52 Qutput TF5RX13ZZ 150.0. c.t. 170. 60.0. 50. 

SP-59 Qutput TF5RX17ZZ 120./150. c.t. 15 10 3.2/4 50. 

S.:.:P_-=-6o.=___--'-Du-'-t~p=_ut=___ ___ --=T.:..F5.:..R=X~1.:..7=ZZ=--_______'3:.:2::D~/4=D:.:D:..c:.: . .:.:t. _____ ..:4.::D ___ ..:6 ___ ..:3:.::.2~/..:4 _____ --=..:5D .~ 

SP·61 Qutput TF5RXl7ZZ 60.0./750. c.t. 70. 4.5 3.2/4 So. 

SP-62 Qutput TF5RX17ZZ 80.0./100.0. c.t. 10.0. 4 3.2/4 50. 

SP-63 Dutput TF5RX13ZZ 120.0./150.0. c.t. 125 3.2/4 So. 

SP-64 Output TF5RX13ZZ 160.0./20.0.0. c.t. 190. 2.S 3.2/4 So. 

SP-65 Qutput TFSRX13ZZ 80.0.0./100.0.0. c.t. 820. 3.2/4 .50. 

SP-66 Dutput TF5RX13ZZ 100.0.0. c.t. 100.0. 100.0.0. c.t. so. 
Isolation 

SP-67 Qutput TFSRXl7ZZ 60.0. CT. 73 3 60.0. CT. 50. 

SP-1o.6 Choke TF5RX2DZZ 6 hy. @ 2 mao 170.0. 

SP-1D7 Choke TFSRX2DZZ 1.25 hy. @ 2 mao 180. 

SP-1DB Choke TF5RX2DZZ 3.S hy. @ 2 mao 110.0. 

SP-11B Choke TFSRX2DZZ .3 hy. @ 4 rna. 42 

SP-31o. Magnetic shielding case 

PRICE LIST BY TYPE NUMBER 
PRICES SUBJECT TO CHANGE WITHOUT NOTICE 

RI QAP (REDUCED INSPECTION QUALITY ASSURANCE PLAN) 

ALL TRIAD transformers are manufactured under a Signal Corps ap­
proved plan intended to assure quality in the product. The system In­
cludes approved procedures for incoming inspection of material, proc­
ess controls in the plant, and final inspection. Transformers passed 
are approved for shipment for military use. 

RIQAP applies to all Triad transformers, military or otherwise. Why 
not take advantage of the exhaustive quality control at Triad and eli­
minate or reduce the costs of your incoming inspection. 

All of the transformers listed on the preceding pages are currently 
available from stock at the four plants of Triad and from better dis­
tributors in all the purchasing centers of the United States. 

Triad transformers are continually being revised and improved to use 
the best available materials. For this reason, the Triad Transformer 
Corporation reserves the right to modify existing mechanical con­
struction or electrical characteristics of any catalog item without 
notice. 

TRIAD transformer numbers are so arranged as to indicate the type of transformer and type of mounting. The prefix letter indicates the type 
of transformer as follows: A-Audio C-Choke D-High voltage horizontal output transformer E-High "0" Toroidal coils F-Filament G­
Geoformer M-Modulation N-Isolation or Stepdown auloformer NW-Yoke Networks P-Plate power transformer PL-Pulse transformer R-Power 
transformer, combined plate and filament S-Speaker coupling or output transformer T, TZ-Miniatures TV-Transistor transformer V-Vibra­
tor power WC, WLC-Width and Linearity coils V-Yokes. Hermetically sealed units bear the prefix HS and HSM; hermetically sealed "Trijets" 
JZ. Jo. and AF. Type of mounting Is indicated by the suffix letter which refers to the illustrations in the catalog. 

(,': U.c.P., Inc. See Triad Price List on Pages 1444, 1445 The MASTER ~ 26th Edition. Page 1443 



I SECTION 5600 I 
TRIAD TRANSFORMER CORP. 

DIVISION OF LITTON INDUSTRIES 

PRICE LIST BY TYPE NUMBER 
PRICES SUBJECT TO CHANGE WITHOUT NOTICE 

Type Net Type Net Type Net Type Net Type Net Type Net Type Net Type Net 
No. Price No. Price No. Price No. Price No. Price No. Price No. Price No. Price 

A·1X 2.04 C·7X 2.67 0·75 7.14 0·176 2.85 EA·600 4.38 EK·500A 8.76 ET·020 4.20 F·90X 4.05 
A·3X 2.22 C·8X 2.34 0·76R 7.20 0·177 7.50 EA·600A 6.12 EK·700 7.05 ET·020A 5.94 F·91X 5.22 
A·4X 2.67 C·9X 2.34 O·77R 7.50 0·178 7.20 EA·700 4.50 EK·700A 8.91 ET·025 4.20 F·92A 8.55 
A·5X 2.97 C·10X 3.21 0·78 6.96 0·179 7.50 EA-700A 6.24 EK·1000 7.20 ET-025A 5.94 G-1 19.60 

. A·6X 2.25 C·11X 3.18 0-79 7.41 0·180 7.50 EA-1000 4.65 EK-1000A 9.06 ET·030 4.29 G·2 24.53 
, A·7J 5.58 C·12A 4.74 0-80 7.95 0·181 7.65 EA·1000A 6.39 EK-1500 7.20 ET·030A 6.03 G-4 24.53 
A-9J 10.05 C·12X 3.39 0-81 6.81 0·182 7.20 EC·001 3.99 EK·1500A 9.06 ET·040 4.29 G·5 21.20 
A·lOJ 10.11 C-13X 3.24 0-82 8.04 0·183 8.40 EC·001A 5.79 EK·2000 7.44 ET·040A 6.03 G-7 21.20 
A·11J 11.67 C·14A 5.25 0·83R 7.20 0·184 7.50 EC·002 3.99 EK·2000A 9.30 ET·050 4.29 G-8 28.07 
A-12J 11.67 C·14X 3.9'3 0·84 8.34 0·185 8.70 EC·002A 5.7S EK·2500 7.44 ET·050A 6.03 G·9 21.20 
A·13J 12.84 C·15A 5.25 0-85 7.38 0·186 7.80 EC·003 3.99 EK·2500A 9.30 ET·060 4.38 G-lO 28.07 
A-21X 2.31 C·15X 3.93 0·86 9.30 0·187 7.50 EC·003A 5.79 EK·3000 7.62 ET·060A 6.12 G·12 20.00 
A·23X 2.61 C-16A 7.08 0-87 7.77 0-188 8.70 EC-004 3.99 EK-3000A 9.48 ET-070 4.38 G·14 19.60 
A·31X 2.37 C·17X 3.09 0-88 8.16 0·189 8.40 EC-004A 5.7S EK-4000 7.86 ET·070A 6.12 G-15 32.15 
A·33X 3.30 C·18A 9.42 0-89R 7.65 0·190 7.20 EC·005 3.99 EK-4000A 9.72 ET-100 4.38 G·16 20.68 
A-35A 5.94 C·19A 10.65 0·90 9.45 0·191 7.50 EC-005A 5.79 EK·5000 7.92 ET-100A 6.12 G·17 21.76 
A·39A 6.00 C-20A 12.48 0-91 6.99 D·192 7.68 EC·007 4.08 EK·5000A 9.78 ET-150 4.44 G-18 20_00 
A'40J 10.56 C-21X 2.67 0·92 7.20 0·193 8.16 EC·007A 5.88 EK-7000 8.3J ET-150A 6.18 G·19 20.00 
A-41J 10.56 C·22A 2"1.66 0-93 7.20 0·194 7.20 EC·OlO 4.14 EK-7000A 10.17 ET·200 4.44 G·20 28.90 
A-42Z 3.60 C·23X 2.67 0-94R 7.50 0·195 8.64 EC·OlOA 5.94 EK·10000 8.70 ET-200A. 6.18 G-21 23.65 
A·51X 1.92 C·24X 2.25 0·95 7.20 0·196 7.20 EC-015 4.14 EK-10000A 10.56 ET·250 4.50 G-22 31.22 
A·53X 2.82 C·25A 6.66 0·96 7.50 0·197 7.35 EC·015A 5.94 EK·20000 9.00 ET·250A 6.24 G-23 23.65 
A·54X 2.73 C·26X 4.50 0-97R 8.40 0-198 7.92 EC-020 4.20 EK·20000A 10.86 ET·300 4.50 G-24 37.83 
A-55J 10.17 C·27X 2.10 0-98R 9.30 0·199 6.75 EC·020A 6.00 EK·25000 9.30 ET-300A 6.24 G·25 23.65 
A-57J 10.59 C·28X 2.73 0-99 6.30 0·601 7.80 EC·030 4.20 EK·25000A 11.16 ET-400 4.50 G·30 17.98 
A-65J 10.80 C·29X 3.09 0-100 6.60 0·602 7.74 EC·030A 6.00 EK-30000 9.66 ET-400A 6.24 G·31 19_60 
A-66J 9.75 C·30X 2.10 0·101 6.60 0-603 7.65 EC·040 4.29 EK·30000A 11.52 ET·500 4.59 G·32 24.53 
A·67J 10.80 C·31A 7 . .26 0·102 7.50 0·604 7.80 EC·040A 6.09 EK-40000 10.35 ET-500A 6.33 G·33 21.20 
1\·68J 10.29 C-32AL 12.57 0-103 7.50 0·605 9.60 EC·050 4.29 EK·40000A 12.21 ET·700 4.65 G·34 27.89 
A-75J 11.67 C·33A 10.65 0-104 6.30 0·606 7.65 EC·050A 6.09 EM-001 3.90 ET-700A 6.39 G·36 16.81 
A-77J 9.78 C·34X 2.25 0-105 6.90 0·607 8.28 EC·070 4.38 EM·001A 5.55 ET-1000 4.74 G·40 21.20 
A·78J 10.50 C·35A 13.08 0-106 6.60 0-608 7.50 EC·070A 6.18 EM·002 3.90 ET·1000A 6.48 G·48 16.39 
A-79J 9.99 C·36X 2.04 0·107 7.35 0·609 7.80 EC·100 4.38 EM-002A 5.55 F·1X 2.61 G-51 19.60 
A-8IX 2.13 C·38AL 21.84 0-108 7.20 0·610 7.80 EC·100A 6.18 EM·003 3.90 F-3X 4.02 G·51A 19.60 
A-83X 2.58 C·39A 21.24 0-109 7.17 0·611 7.50 EC·200 4.44 EM·003A 5.55 F·5U 5.67 G-52 20.80 
A·85X 3.06 C·40X 2.67 0-110 7.20 0·612 7.80 EC-200A 6.24 EM·004 3.90 F·6X 3.42 G·53 20.80 
A·89A 7.02 C-42AL 12.90 0-111 7.44 0·613 7.50 EC·250 4.44 EM-004A 5.55 F-7X 3.57 G·53A 20.80 
A-91A 9.42 C·43X 6.00 0·112 7.11 0·614 7.44 EC·250A 6.24 EM-OOS 3.90 F·8X 4.17 G-54 20.80 
A·95X 2.28 C-45AL 21.96 0-113 7.20 0·615 7.20 EC·300 4.50 EM-005A 5.55 F·9A 8.22 G-57 16.81 
A·96X 3.00 G·47U 8.25 0-114 7.20 0·616 8.10 EC·300A 6.30 EM-007 3.99 F·9U 7.32 G·58 25.85 
A·97K 3.27 C-48U 9.84 0-115R 8.16 0-617 8.40 EC·400 4.50 EM-007A 5.64 F·lOU 9.33 G·64 16.39 
A·97X 2.16 G·49U 11.67 0·116 8.25 0-618 8.40 EC·400A 6.30 EM-OlO 4.05 F-11U 9.39 G-65 16.39 
A·97Y 3.36 C·80U 38.70 0·117 6.45 0·619 7.80 EC·500 4.59 EM·OlOA 5.70 F-12X 4.80 G·72 21.20 
A·9ll 2.16 CL-1 .60 0-118R 7.50 0·620 7.65 EC·500A 6.39 EM·015 4.14 F-13X 2.10 G-80 24.58 
A-98K 3.33 0·2 6.90 0-119 7.20 0·621 7.80 EC·600 4.59 EM·015A 5.79 F·14X 2.22 G·84 21.20 
A-98X 2.16 0,11 7.80 0-120 7.20 0·622 8.70 EC·600A 6.3P EM-020 4.20 F·15U 7.41 G·85 21.20 
A·99X 3.75 0·14R 7.47 0-121 6.90 0-623 8.10 EC·700 4.65 EM-020A 5.85 F·16X 3.33 G·92 22.06 
A-lOlU 5.16 0-19 7.47 0·122 6.84 0·624 7.80 EC-700A 6.45 EM·025 4.20 F·18A 6.15 G·101 19.60 
A-102X 3.09 OA-20 5.67 0-123 6.60 0·625 7.20 EC-1000 4.74 EM·025A 5.85 ~:m 4.80 G·l35 19.60 
A·103X 3.45 0-22 7.80 0·124 7.05 0-626 7.20 [C·1000A 6.54 EM-030 4.26 5.25 G·150 19.60 
A-104X 3.87 0·26 7.35 0·125 6.60 D-627 8.10 EC·1500 4.89 EM-030A 5.91, F·20U 7.05 G·155 19.60 
A·105X 3.93 0·27 7.14 0·126 7.80 EA-001 3.69 EC·1500A 6.69 EM-040 4.29 F·21A 7.38 G-183 24.92 
A-lOlX 4.74 0·28 7.14 0-127 7.44 EA·001A 5.43 EC·2000 4.95 EM·040A 5.94 F·22A 10.56 G·201 19.60 
A·108X 3.72 0·31 7.92 0-128 2.85 EA-002 3.69 EC-2000A 6.75 EM·050 4.29 F·23U 7.17 G-202 20.00 
A·109X 4.05 D·32 7.68 0-129 6.45 £A·002A 5.43 EC-3000 5.04 EM·050A 5.94 F·24U 7.32 G·235 19.60 
A-11OX 3.72 0·33 ],14 0·130R 6.90 EA·003 3.69 EC·3000A 6.84 EM-060 4.38 F·25X 3.57 G-250 19.60 
A-111X 3.15 0-35 8.40 D-131 7.80 EA-003A 5.43 EC·4000 5.10 EM·060A 6.03 F·26X 4.17 G·255 19.60 
A·112X 4.17 OA·36 2.49 D-132 6.90 EA-004 3.60 EG·4000A 6.90 EM·070 4.38 F·27U 9.66 G·266 20.50 
A-113X 3.69 OA-37 2.49 0·133 7.50 £A·004A 5.34 EC-5000 5.28 EM·070A 6.03 F·28U 14.88 G·274 20.41 
A·113Z 3.69 D·40 7.71 0-134 7.50 £A·005 3.60 EC·5000A 7.08 EM·100 4.44 F·29U 9.99 G·275 20.50 
A·114X 3.90 0-41 8.10 0·135 2.58 EA-005A 5.34 EC·7000 5.79 EM·lOOA 6.09 F·30A 9.00 G·276 20.50 
A-115X 3.78 0·42 7.71 0·136 2.82 EA·007 3.60 EC·7000A 7.59 EM·150 4.44 F·32A 7.05 G-283 24.92 
A·115Z 3.78 D·43 7.50 0-137 7.80 EA·007A 5.34 EC·lOOOO 6.42 EM-150A 6.09 F·34A 9.00 G-284 20.00 
A-116X 4.05 D-44 7.32 0-138 7.20 EA·OlO 3.60 EC·10000A 8.22 EM·200 4.50 F-36A 10.41 G-285 20.00 
A-1l7X 3.00 0-45R 8.10 0·139 6.90 EA·OlOA 5.34 EK-OlO 5.85 EM·200A 6.15 F·38A 10.98 G-301 19.30 
A-118X 3.90 0·46 8.10 0·141 7.50 EA·015 3.69 EK·OlOA 7.71 EM·250 4.50 F·40X 3.39 G·306 19.30 
A-119X 3.78 0·47 7.50 0-142 9.60 EA·015A 5.43 EK·020 5.94 EM·250A 6.15 F-41X 5.16 G·313 19.30 
A-120X 2.40 0·48 6.48 0·143 6.45 EA·020 3.69 EK·020A 7.80 EM·300 4.65 F·42A 7.95 G·315 19.30 
A-120Z 2.40 D·49 6.36 D-151R 7.38 EA·020A 5.43 EK-030 6.00 ~M-300A 6.30 F-43X 3.84 G·335 18.91 
A·122X 2.16 D-50 8.22 0·152 6.90 EA-025 3.69 EK-030A 7.86 EM·400 4.74 F·44X 3.66 G·336 18.91 
A-122Z 2.16 0,52 5.40 D-153 9.60 EA·025A 5.43 EK-040 6.00 EM·400A 6.39 F-45X 3.39 G·350 18.91 
A·131X 3.24 D-53 5.34 0-154 7.50 EA-030 3.75 EK-040A 7.86 EM·500 4.89 F·47U 6.30 G·355 18.91 
A-132X 3.36 0,54 5.10 0·155 7.08 EA·030A 5.49 EK·050 6.12 EM·500A 6.54 F-48U 9.15 G·388 19.30 
A-133X 3.24 0·55 7.14 0-156 8.40 EA·040 3.75 EK-050A 7.98 EM·700 5.19 F·49U 14.10 G·389 19.30 
A-134X 3.48 0·56 7.35 0-157 7.·50 EA-040A 5.49 EK·060 6.18 EM-700A 6.84 F·50X 3.33 G-391 18.91 
A·135X 3.72 0·57 6.93 0·158 7.32 EA·050 3.75 EK-060A 8.04 EM·lOOO 5.79 F·51X 3.57 G-394 18_91 
A·136X 3.51 0-58 6.63 0·159 8.40 EA·050A 5.49 EK-080 6.27 EM·lOOOA 7.44 F·52X 3.09 G-401 19.60 
A·137X 3.09 0,59 6.42 D-160 6.90 EA·07O 3.84 EK·080A 8.13 ET·001 3.84 F-53X 4.50 G-435 19.60 
A·138X 3.51 0·60R 6.66 0-161 7.50 EA-070A '5.58 EK·100 6.36 ET·OOlA 5.58 F-60U 7.59 G·437 19.60 
~·139X 3.93 0·61 5.55 0-162 7.05 EA-100 3.84 EK·100A 8.22 ET·002 3.84 F·61U 10.20 G-455 19.60 
A·140X 3.87 0-62 5.55 0-163 6.90 EA·100A 5.58 EK·120 6.36 ET-002A 5.58 F·62U 19.50 G·475 20.32 
A-141X 3.66 0·63 5.88 0·164 7.05 EA-150 3.84 EK-120A 8.22 ET-003 3.84 F-63U 6.27 G·493 17.65 
A·142X 3.51 0·64R 7.50 0-165 7.41 EA·150A 5.58 EK-150 6.36 ET-003A 5.58 F·64U 7.50 HS-1 28.58 
A·143X 3.90 0·65 7.41 0·166 7.20 EA·200 3.93 EK·150A 8.22 £l·004 3.84 F·65U 11.19 HS·3 31.10 
A·200P 15.00 0-66 7.50 0-167 7.20 EA·200A 5.67 EK·200 6.42 ET·004A 5.58 F-66U 27.60 HS·4 28.40 
A-202P 20.85 0·67 9.30 0·168 7.32 EA·250 3.99 EK·200A 8.28 £l·005 3.90 F·67U 15.96 HS·5 27.55 
A·21OP 10.86 0-68 9.30 0·169 8.25 EA·250A 5.73 EK·250 6.51 ET-005A 5.64 F·68U 10.56 HS·8 28.58 
C-1X 1.56 0·69 7.50 0·170 7.50 EA·300 3.99 EK·250A 8.37 ET·007 3.99 F·71U 6.51 HS-11 21.68 
C·2X 1.50 0-70 7.92 0·171 7.20 EA-300A 5.73 EK-300 6.57 ET-007A 5.73 F-72Z 4.20 HS-14 22.52 
C·3X 2.10 0-71 7.20 0-172 7.20 EA·400 4.08 EK·300A 8.43 ET·010 3.99 F·79U 24.00 HS·15 26.65 
C-4X 1.77 0·72 7.68 0·173 7.17 EA·400A 5.82 EK·400 6.75 ET·010A 5.73 F·80U 45.00 HS-23 21.73 
C-5X 2.34 0·73R 6.96 0·174 8.25 EA-500 4.29 EK-400A 8.61 ET·015 3.99 F-83A 11.70 HS-25 21.73 C-6X 2.04 0·74 7.14 0·175 7.50 EA·500A 6.03 EK-500 6.90 ET·015A 5.73 F·84AC 19.32 HS·27 19.70 
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I SECTION 5600 I 

TRIAD TRANSFORMER CORP. 
DIVISION OF LITTON INDUSTRIES 

PRICE LIST BY TYPE NUMBER 
PRICES SUBJECT TO CHANGE WITHOUT NOTICE 

Type Net Type Net Type Net Type Net Type Net Type '" r" Net Type Net 
No. Price No. Price No. Price No. Price No. Price No. Price No. Price No. Price 

HS-29 27.50 HS·441 27.15 NW-8 .60 R-20A 13.80 R·1l2B 8.07 S-59Z 4.50 T-101X 3.34 V-23Z 4.98 
HSM-31 21.08 HS-442 19.08 NW-9 .60 R-20B 13.65 R-113A 6.54 S-60A 9.L·; TY-23X 3.90 VR-30Z 4.71 
HS-32 27.50 HS-443 16.08 NW-1O .60 R-21A 14.31 R-113B 6.42 S-61Z 4.74 TY-24X 4.53 V-31 4.47 
HS-35 19.51 HS-470 13.74 NW-11 .60 R-21B 14.04 R·114A 9.42 S-62X 2.581 TY-25X 4.62 V-31K 6.96 
HS-50 23.23 HS-471 14.82 NW-12 .60 R-22A 7_59 R-114B 9.30 S-63X 2.67 TY-26X 4.65 WC-13 1.14 
HS-52 24.02 HS-472 18.60 NW-13 .60 R-22B 7.44 R-115A 7.80 S-64X 2.40 TY-27XJ 3.87 WLC-3 1.26 
HS-54 28.58 HS-474 22.86 NW-14 .60 R-23B 6.51' R-115B 7.68 S-65X 1.98 TY-28XT 3.87 WLC-4 1.17' 
HS-56 25.82 HS-475 25.62 NW-15 .60 R-24A 16.35 R-116A 9.75 S-66X 1.92 TY-29X 4.26 WLC-5 1.17 
HS-58 30.32 JAF-1 13.21 NW-16 .60 R-24B 16.23 R-116B 9_63 S-67X 2.13 TY-30X 3.33, WLC-6 1.17 
HS-60 19.51 JAF-2 13.74 NW-17 .60 R-25A 25.92 R-118A 11.07 S-68Z 4.59 TY-31X 3.33 WLC-7 1.47 
HS-61 20.65 JAF-3 13.74 NW-18 .60 R-26A 18.78 R-118B 10.95 S-69Z 4.41 TY-32X 3.90 WLC-8 1.80 
HS-66 23.18 JAF-5 13.74 NW-19 .60 R-27A 33.60 R-120A 12.30 S-70Z 3.09 TY-33X 3.90 WLC-8A 1.80 
HS-71 14.41 JAF-ll 12.84 NW-20 .60 R-28A 25.26 R-120B 12.18 S-71Z 3.33 TY-34X 3.90 WLC-9 1.80 
HS-73 15.43 JAF-12 13.21 NW-21 .60 R-29A 5.85 R-l21A 12.90 S-72Z 4.20 TY-35X 3.75 WLC-10 1.59 
HS-75 lS.19 JAF-13 13.74 NW-22 .60 R-30X 4.S9 R-121B 12.75 S-73X 3.18 TY-36X 3.90 WLC-ll 1.59 
HS-77 21.20 JAF-14 13.74 NW-23 .60 R-33BC 19.02 R-122A 15.60 SR-74K 9.33 TY-37X 3.99 WLC-12 1.17 
HSM-79 19.51 JAF-15 13.74 NW-24 .60 R-35A 17.70 R-l23BC 15.15 S-75K 13.20 TY-38X 3.99 WLC-17 l.41 
HSM-SO 21.31 JAF-21 13.21 NW-25 .60 R-36A 19.02 R-675A 17.25 S-76Z 5.04 TY-39X 4.05 WLC-21 1.05 
HSM-Sl 23.60 JAF-22 13.21 P-1A 9.24 R-37BC 20.64 S-lX 1.74 S-77U 9.15 TY-40X 3.75 WLC-23 1.05 
HSM-82 23.60 JAF-23 13.7" P-3A 11.16 R-38A 18.18 S-2X l.80 S-78Z 3.66 TY-41X 3.84 WLC-25 1.92 
HSM-84 23.60 JAF-31 14.18 P-5A 13.92 R-38BC 19.26 S-3X 1.80 S-79Z 4.35 TY-42X 3.75 WLC-26 2.01 
HSM-85 23.60 JAF-33 14.18 P-7A 14.16 R-39BC 18.78 S-4X 2.43 S-128Z 5.70 TY-43X 3.84 WLC-29 2.04 
HSM-91 39.33 JAF-I01 12.61 P-9A 24.75 R-40A 21.06 S-5X 2.46 S-129Z 5.34 TY-44X 3.87 Y-12 6.78 
HSM-94 43.65 JO-1 13.3S P-llA 15.36 R-40BC 22.56 S-5Z 2.46 S130Z 3.69 TY-45X 3.87 Y-12-1 7.38 
HSM-95 43.65 JO-2 13.92 P-14A 20.67 R-41C 16_86 S-6X 1.62 S-131X 2.82 TY-46X 2.64 Y-12-3 7.38 
HS-97 82.26 JO-3 14.04 P-15AL 22.98 R-42BC 16.26 S-6Z 1.62 S-132X 3.51 TY-47X 4.08 Y-17 6.78 
HSM-181 23.60 JO-5 13.92 P-16AL 45.60 R-43C 10_32 S-7X 1.74 S-133Z 4.41 TY-48X 4.08 Y-17-1 7.38 
HSM-182 23.60 JO-l1 13.32 P-17AL 28.80 R-44BS 16.50 S-8X 1.59 S-142A 12.00 TY-49X 2.94 Y-17-3 7.38 
HSM-184 30.02 JO-12 13.74 P-18AL 52.20 R-45C 14.34 S-8Z 1.59 S-144A 17.49 TY-50X 4.80 Y-19 6.78 
HSM-186 30.02 JO-13 13.7~ P-20AL 51.75 R-46A 26.67 S'9X 2.49 S-146A 16.68 TY-51X 4.14 Y-19-1 7.38 
HSM-187 30.02 JO-21 13.74 PR-21AL 50.67 R-47BS 19.80 S-9Z 2.49 S-148A 16.6E TY-52X 4.47 Y-19-3 7.38 
HSM-189 30.02 JO-22 13.74 PL-4 10.32 R-49BC 19.20 S-10X 2.13 S-152A 25.02 TY-53X 3.42 Y-20 6.78 
HSM-190 30.02 JO-23 13.9/ PL-5 12.48 R-49BS 20.40 S-llX 1.71 S-154A 29.16 TY-54X 4.26 Y-20-2 7.68 
HSM-192 45.04 JO-31 13.98 PL-6 12.48 R-50A 22.98 S-l1Z 1.7l SP-4 7.80 TY-55X 4.32 Y-20-3 7.38 
HSM-193 45.04 JO-101 12.60 PL-10 1.17 R-5DBC 23_58 S-12X 1.65 SP-5 7.65 TY-56X 4.32 Y-21 6.78 
HSM-200 16.98 JZ-1 11.79 PL-80E 11.25 R-51BC 17.34 S-l2Z 1.65 SP-7 6.75 TY-57X 3.69 Y-21-1 7.38 
HSM-201 21.66 JZ-5 12.13 PL-80H 12.48 R-52BC 17.34 S-13X 1.80 SP-ll 6.30 TY-58X 3.69 Y-21-3 7.38 
HSM-203 22.86 JZ-7 11.79 PL-80P 11.85 R-54X 3.63 S-13Z 1.80 SP-13 7.20 TY-59X 4.74 Y-22 5.73 
HSM-205 24.42 JZ-13 11.79 PL-8IE 11.79 R-56A 5.90 S-14Z 1.59 SP-15 7.20 TY-60X 4.50 Y-22-1 7.38 
HSM-207 26.40 JZ-15 1179 PL-81H 12.60 R-5SA 15_02 S-15X 2.73 SP-20 6.90 TY-61X 3.06 Y-22-3 7.38 
HSM-212 34.56 JZ-25 11.47 PL-81P 12.00 R-50BC 18.30 S-16X 1.89 SP-21 6.90 TY-62X 3.63 Y-24 6.78 
HSM-216 40.50 JZ-26 11.47 PL-82E 11.70 R-61BC 20.15 S-17X 1.98 SP-29 6.90 TY-63X 4.17 Y-24-3 7.38 
HSM-218 54.60 K-20 4.50 PL-82H 13.05 R-62BC 22.98 S-18X 2,13 SP-32 5.70 TY-64X 3.81 Y-25 6.78 HSM-219 49.95 M-1X 2.97 PL-82P 12.35 R-63BC 17.01 S-18Z 2.13 SP-33 5.85 TY-65Z 3.81 Y-25-1 7.38 
HSM-223 11.61 M-3X 4.95 PL-83E 12.51 R-54BS 14_58 S-19Z 3.54 SP-34 5.55 TY-66A 9.42 Y-25-3 7.38 HSM-225 14.28 M-4Z 3.09 PL-83H 13.29 R-65BC 15.42 S-20X 1.62 SP-35 5.55 TY-67A 9.75 Y-26-2 7.68 HSM-226 16.32 M-5Z 4.11 PL-83P 12.63 R-66BC 15.66 S-20Z 1.62 TY-68S 6.48 
HSM-227 19.44 M-7AL 13.50 PL-84E 12.15 R-67BC 14.67 S-21A 5.67 SP-36 6.15 TY-69S 8.31 Y-28 6.78 
HSM-228 23.19 M-8AL 17.10 PL-84H 13.44 R-68A 10.32 S-21Z 4.32 SP-42 5.85 TY-70S 8.49 Y-28-3 7.38 
HSM-229 21.96 M-12AL 20.34 PL-84P 12.78 R-69BC 15.06 S-22A 6.99 SP-43 5.85 TY-llS 10.35 Y-40 7.68 
HSM-230 15.72 M-15A 11.67 PL-124E 11.70 R-70A 12.30 S-23X 1.92 SP-44 6.00 TY-74S 10.92 Y-40-3 8.28 
HSM-231 20.64 M-16AL 13.6~ PL-124H 13.14 R-llA 17.01 S-24A 5.99 SP-46 6.15 TY-75A 12.00 Y-41 7.68 HSM-232 22.41 MB-10 .45 Pl-139E 10.08 R-72A 11.91 

S-25Z 4.20 SP-47 6.30 TY-75A 8.25 Y-41-3 8.28 HSM-234 25.80 MB-20 .72 PL-139H 11.13 R-73B 8.57 
HSM-235 33.30 MB-31 .4~ PL-139M 12_09 R-74BC 21.00 S-26X 1.92 SP-48 6.75 TY-78 11.25 Y-42-2 8.73 
HSM-236 21.54 N-1X 4.02 PL-140E 11.70 R-75BA 13.80 S-27A 5.33 SP-49 6.00 TY-79 12.21 Y-43 7.68 
HSM-241 33.00 N-3M 8.16 PL-140H 13.14 R-76BC 20.52 S-28X 3.90 SP-50 6.00 TY-80 12.33 Y-43-1 8.28 
HSM-245 39.90 N-4M 9.99 PL-140M 14.25 R-77BC 19.74 S-29X 3.75 SP-51 6.15 TY-81 12.51 Y-44 7.68 
HS-247 45.99 N-5M 11.76 PL-146E 11.70 R-77BS 20.82 S-30X 1.74 SP-52 6.30 TY-82 12.90 Y-44-1 8.28 HSM-270 20.52 N-7M 17.01 PL-146H 13.08 R-78BC 17.34 

S-31A 9.00 SP-59 5.85 TY-83 14.91 Y-45 7.68 HSM-271 26.10 PL-146M 14_22 R-79BA 13_50 N-9M 36.33 S-32A 9.00 SP-60 5.85 TY-84 15.90 Y-45-2 8.91 HSM-272 35.96 N-llM 52.20 R-2C 4.05 R-80BA, BC 18.84 
HS-273P 17.10 N-34X 5.91 R-3A 6.00 R-81BC 20 .. 25 S-34X 4.98 - SP-61 6.00 TY-88 11.10 Y-46 7.68 
HSM-301 11.82 N-35M 13.50 R-4A 6.15 R-81BS 21.42 S-35A 9.30 SP-62 6.15 TY-89 12.21 Y-46-3 8.28 
HSM-302 11.04 N-50M 23.9~ R-4B 6.00 R-83A 14.40 S-36A 9.66 SP-63 6.15 TY-90 12.51 Y-47 7.68 
HS-303 11.34 N-51X 4.74 R-5A 6.90 R-84K 6.66 S-37X 2.52 SP-64 6.30 TY-9! 12.60 Y-48 7.68 HSM-305 12.24 N-52M 3l.65 R-5B 6.75 R-85A 18.90 S-38X 1. 74 SP-65 6.7e TY-92 13.20 Y-48-3 8.28 HSM-307 15.15 

N-53M 10.41 R-6A 7.32 R-86BA 12.48 S-38Z 1.74 SP-66 7.80 TY-93 15.24 Y-49 7.68 HSM-309 16_32 
HSM-315 18.84 N-54M 12.30 R-6B 7.20 R-87BC 15.00 S-39X 2.40 SP-67 7.20 TY-94 15.96 Y-49-1 8.28 
HSM-319 26.01 N-55M 19.32 R-7A 7.38 R-88A 15.15 S-40X 2.52 SP-105 5.70 TY-99 12.45 Y-50 12.87 
HS-331 8.16 N-55M 25.50 R-7B 7.26 R-89BC 15.60 S-41X l.80 SP-107 4.80 TY-100 12.60 Y-50-3 13.56 
HS-333 9.09 N-57M 36.00 R-8A 7.68 R-93A 15.00 S-41Z 1.80 SP-I08 4.80 TY-101 14.40 Y-60 10.80 
HS-335 11.49 N-59M 52.80 R-8B 7.55 R-I04A 5.16 S-42A 16.20 SP-118 4.80 TY-102 14.70 Y-60-1 11.55 
HS-339 12.43 N-60SC 114.00 R-9A 8.49 R-I04B 5.07 SR-45Z 5.58 SP-310 .84 TY-468 9.51 Y-60-2 11.85 
HS-341 13.32 N-62AC 54.30 R-9B 8.40 R-105A 5.94 S-46A 9.24 T-1X 4.32 Tl-1 3.68 Y-62 11.91 
HS-401 17.54 N-64AC 31.20 R-10A 8.91 R-105B 5.85 S-47Z 3.84 T-2X 4.32 TZ-5 3.68 Y-62-1 12.51 
HS-402 15.96 N-66A 18.66 R-10B 8.79 R-106A 6.06 S-48X 1.65 T-3X 4.32 TZ-7 3.26 Y-64 11.49 
HS-405 21.90 N-67A 12.36 R-llA 9.27 R-105B 5.97 S-48Z 1.65 T-5X 4.32 TZ-13 3.83 Y-54-1 12.09 
HS-407 26.34 N-68X 5.67 R-l1B 9.15 R-I07A 6.69 S-49Z 1.74 T-l1X 4.01 TZ-15 3.83 Y-56 11.91 
HS-409 22.38 N-469A 7.50 R-12A 9.33 R-107B 6.57 S-50X 2.13 T-12X 4.32 TZ-25 3.11 Y-66-1 12.51 
HS-413 27.30 N-470A 10.41 R-12B 9.21 R-108A 6.75 S-51X 2.67 T-13X 3.97 TZ-26 3.11 Y-70 11.40 
HS-415 34.20 N-4llA 15.00 R-14A 10.41 R-108B 6.63 S-52X 2.67 T-20X 4.05 TZ-28 3.11 Y-70-1 12.00 
HS-417 37,44 NW-I .60 R-148 10.29 R-109A 7.26 S-53X 3.15 T-21X 3.36 V-21 4.20 Y-72 11.49 
HS-425 13.32 NW-2 .60 R-16A 11.67 R-109B 7.17 S-54X 3.09 T-22X 3.86 V-21B 4.80 Y-72-1 12.09 
HS-427 16.02 NW-3 .60 R-168 11.52 R-110A 7.89 S-55X 3.84 T-23X 4.01 V-21K 6.33 YC-1 .50 
HS-433 17.761 ~~W-4 .60 R-17A 12.12 R-llOB 7.77 S-55Z 3.84 T-31X 4.01 V-21Z 4.29 YC-110 .75 
HS-435 19.85 rNI-5 .60 R-18A 12.66 R-lllA 8.01 S-56Z 4.08 T-33X 4.01 V-23 4.92 YC-111 .75 
HS-436 11.40 NW-6 .60 R-18B 12.54 R-lllB 7.89 S-57Z 4.59 T-41X 3.90 V-23B 6.00 YC-112 .75 
HS-438 16.38 NW-7 .60 R-19A 15_12 R-112A 8.19 S-58X 3.00 T-42X 3.90 V-23K 7.26 YP-8 66.72 
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PRICES 
Prices in this MASTER should not be considered as final. 

Inquire about· latest prices and .delivery . 

• 

DISCOUNTS 
Trade discounts apply in most cases 

where list prices are shown • 

• 

ORDERING 
Since previous editions of. The MASTER are frequently 
referred to, it is important, when ordering, to mention speci­
fically the edition and page number, also. the catalog 
number of each item. This will avoid possible confusion 
and delay. 



SECTION 5600 

• 
NEW PRODUCTS ENTIRE NEW SERIES 

PIP SERIES TRANSISTOR PULSE TRANFORMERS 

UTC's PIP series of subminiature transistor type pulse transformers 
is designed to give a maximum of component density in equip­
ments, their configuration being especially compatible with tran~ 
sistors. The design is based on the UTC DO-T and DI-T series to 
impart exceptional reliability. Units have a ratio of 4:4: 1, and 
are checked and adjusted in a trar .istor test circuit to give the 
required pulse width. 

Hermetically sealed, manufactured & guaranteed to 
MIL-T-21038 by full environmental testing ... all units, 
completely METAL CASED, MIL type TP6RX4410CZ. 

APPROX. OHMS BLOCKING OSCILLATOR PULSE 

% % 
l-Brn 3-0rg 5-Grn Width Rise Over Droop Back 

All Units 
Individually Adjusted 

to Parameter. 
Shown in Table 

~.' Dia. x ~.' high Weight 1/20 oz. 

COUPLING CIRCUIT CHARACTERISTICS 

% 
P Width Volt Rise Over Droop Back Imp. Type 

No. 2-Rd 4-Yel 6-Blu Time Shoot % Swing jLSec. Out Time Shoot % Swing in, 
Net 
Each 

PIP.l .18 .20 .07 .05 .02 0 0 
PIP·2 .47 .56 .17 .1 .025 0 0 
PIP·3 1.01 1.25 .37 .2 .030 2 0 
PIP.4 1.5 1.85 .54 .5 .05 0 0 
PIP.5 2.45 3.1 .9 1 .08 0 0 
PIP·6 3_0 3.7 1.1 2 .10 0 0 
PIP·7 4.9 6.05 1.8 3 .20 0 0 
PIP.8 8.0 9.7 2.9 5 .30 0 0 
PIP·9 13.1 15.9 4.7 10 .35 0 5 

37 .05 9 .018 
25 .1 8 .02 
15 .2 7 .035 
15 .5 7 .06 
14 1 6.8 .15 
15 2 6.6 .18 
14 3 6.8 .20 
3 5 7.9 .22 

12 10 6.5 .4 

0 0 
0 0 
0 0 
0 0 
0 0 
0 2 
0 2 
0 13 
0 15 

12 
5 
5 
0 
5 

10 
10 
25 
20 

50 
50 

100 
100 
100 
100 
100 
200 
200 

$6.00 
6.00 
6.00 
6.00 
6.00 
6.00 
6.00 
6.00 
6.00 

PIP·l00 Transistor pulse transformer kit, consisting of PI P-l thru PIP-9 in plastic case. 51.00 

See UTC page 6 for other pulse transformer series. 

TRANSISTOR POWER TRANSFORMER 
400 CYCLE TYPES 

Pri. 
Sec. 

DO-T500 MI L TYPE TF4RX03YY 
~6 Dia. x '%," Wt. 1/10 oz. 

28V. 380- 1 000 Cycles 

Net Each: 
6.3V. @ 60 ma 
$6.60 

See UTC page 3 for Audio Units 

MINIATURE INDUCTORS - MINIDUCTORS 
Hermetically sealed, manufactured & guaranteed to MIL-T -27 A by 
full environmental testing ... all units MIL type TF5RX20ZZ 

UTC Miniductors are ideal for transistor and printed circuit appli­
cations, providing high Q in miniature form. MO-.15 thru 1 are for 
medium low frequencies adjusted at 1 V, 1 KC. The MO-2 thru 
100 are for lower frequencies adjusted at 1 V, 400 cycles. MO units 
are adjusted to a tolerance of ±2%; The MW series is for medium 
frequencies and adjusted to ± 1 %. 

Temperature stability is unequalled on all Miniductors, from 
-55 0 C. + 100 0 C. MW coils are symmetrical toroid ... for 
high and low hum pickup. All miniductors 

vacuum tube application. 

Type Ind. Hy. ma DC DCRO Net 
No. (0 DC) Max. +20% Each 

MO •. 1S .15 45 22 $6.30 
MO·.3 .3 28 34 6.30 
MO •. S .5 23 54 6.30 
MO.l 1 16 130 6.30 
MO·2 2 8 130 6.60 

MO CASE 
MO.S 5 5 340 6.60 
MO·7.S 7.5 4.5 517 6.60 

% x IX. x ,~ .. ' high MO·20 20 2.7 1310 6.60 Weight 1 lIZ. MO·SO 50 1.4 '3180 7.20 
MO-l00 100 1.1 8550 7.20 

Type Ind. My. ma DC DCRO Net 
No. (ODC) Max. +20% Each 

MW·.S .5 8 243 $7.80 
MW·.7S .75 7 355 8.40 
MW.l 1.0 6 500 8.70 

MW CASE MW·1.2 1.2 5 560 9.30 

2%," Dia. x '~.' high 
MW.2 2 4 870 10.80-

Weight .25 oz. MW·3 3 3.5 1340 11.70 
MW·S 5 3 2500 13.50 

See other series of Mimiductors UTC page 7. 

CIRCUIT DEVELOPMENT TRANSFORMERS LAB-20 20 Cycles to 20kc 
FOR TRANSISTORS Up to SOW Continuous 

Pri. Imp. 0 Sec. Imp. 
6.12. 4,8, 

24,40. 16. 64 
54,70, 

The UTC LABoratory circuit development 
transformers aid the designer in selecting 
optimum impedances for best power and 
distortion results from his transistor circuit. 

N-et Each: $60.00 
LAB. 1 0 20 Cycles to 20kc 

Up to lW Continuous 
LAB·l0 

units in LS-I case 
LAB·20 

units in LS-3 case 
See UTC 

page 8 for 
dimensions 

Terminal board 
as shown above 

Pri. Imp. 0 Pri. to Sec. Sec. Imp. 0 
Range. Ratio Range 
19000 to 20:1 or 190 to 
14,400 0 10:1 360 
925 0 to 10:1 or 370 to 
7600 0 5,1 760 

Net Each: $30.00 

SUBOUNCER & SUB·SUBOUNCER AUDIO TRANSFORMERS 
TRANSISTOR & TUB HERMETICALLY SEALED 

UTC SSO-#P and 
SO-#P units are 
ideal miniaturized 
components having 
high efficiency and 
wide frequency re- SO.#P UNIT SSO.#P UNIT 
spanse. Special Dim. Dim. 
nickel iron care.ma- %xlx2%," %xVaxU.' ·SML·70 

~6X3U.XU'" 
Wt .. 2 oz. 

terials and winding Pin Length li" Pin Length li" 
methods provide ex- Wt ........ 05 lb .. Wt ........ 04 lb. 
ceptional performance and reliability. 

These units are vacuum molded to MIL Grade 5. They employ 
50 mil deeply anchored pin terminals ideally suited for printed 
circuit and transistor application. Terminals are strong enough to 
support these light weight units. 

The UTC SML-70 is an ultra miniature transformer providing 
high shielding, extremely low insertion loss with wide band 
response, 200 cycles to 20 kc. These units are provided with pin 
terminals (.025 dia.) strong enough to support the unit and are 
ideal for printed circuits. 

PRINTED CIRCUIT AUDIO UNIT - HIPERMALLOY 
SHIELD CASE 

Pri. Sec. 
Type Imp. Imp. Net 
No. Application ohms ohms Each 

SML-70 Input or Chopper 200K IK $8.40 
Service 

MIL TYPE: TF5RXI6ZZ. 

PRINTED CIRCUIT MOLDED TYPES TO MIL GRADE 5 

Pri. Sec. 
Type Imp. Imp. Net 
No. Application ohms ohms Each 

SO·2P Interstage/3:1 10K 90K $8.70 
SO·3P* Plate to Line 10K 200 8.70 

25K 500 
SO.7P* Transistor 20K 800 8.40 

Interstage 30K 1200 
SO·8P Transistor 10K 2000 CT 9.00 

to PP Sec. 
SO.9P PP Transistor 500 CT 3.2 9.00 

to V.C. 

MIL TYPES: SO-2P, TF5RXI5ZZ; SO·3P, TF5RXI3ZZ; SO-7P, 
TF5RXI3ZZ; SO-8P, TF5RXI3ZZ; SO-9P, TF5RXI7ZZ. 

PRINTED CIRCUIT MOLDED TYPES TO MIL GRADE 5 

Pri. Sec. 
Type Imp. Imp. Net 
No. Application ohms ohms Each 

SSo-3P Plate to Line 10K 200 $9.30 
25K 500 

SSO·19P Output matching 500CT 600 CT 9.30 
SSO·21P Crystal/Chopper 200K CT 1000 CT 9.60 
SSO.22P Interstage 10K CT 1500 CT 9.00 

12K CT 1800 CT 

MIL TYPES: SSO-3P, TF5RXI3ZZ; SSO-19P, TF5XRI7ZZ; SSO-21P, 
TF5RXI6ZZ; SSO-22P, TF5RXI3ZZ. 

See commercial types, UTC page 10 
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SECTION 5600 

NEW PRODUCTS 

NEW MINIATURE BAND PASS 
INTERSTAGE FILTER 

For Transistor & Tube Application 
Metal Cased, Hermetically Sealed to MIL-F-18327A 

Type 
No. 

BPM.1200 

Frequency 
Cycles 
1200 

Net 
Each 

$27.00 
See UTC page' 4 for complete series. 

I NEW MINIATURE LOW PASS 
INTERSTAGE FILTER 

For Transistor & Tube Application 
Metal Cased, Hermetically Sealed to MIL-F-18327A 

Type Frequency Net 
No. Cycles Each 

LMP.1500 1500 $30.00 
See ~TC page 4 for complete series. 

3 NEW STANDARD BAND PASS 
INTERSTAGE & LINE FILTERS 
For Transistor & Tube Application 

Metal Cased, Hermetically Sealed to MIL-F-18327A 
Type Frequency Net 
No. Cycles Each 

BMI.50 50 $30.00 
BMI.200 200 30.00 
BMI.240 240 30,00 

See UTC page 4 for complete series. 

2 NEW STANDARD HIGH PASS 
INTERSTAGE & LINE FILTERS 
For Transistor & Tube Application 

Metal Cased, Hermeticallv Sealed to MI L-F-18327 A 
Type Frequency Net 
No. Cycles Each 

HMI.l00 100 $31.50 
HMI·300 300 31.50 

See UTC page 4 for complete series. 

1 NEW STANDARD LOW PASS 
INTERSTAGE & LINE FILTER 

For Transistor & Tube Application 
Metal Cased, Hermetically Sealed to MIL-F-18327 A 

Type 
No. 

LMI.l00 

Frequency 
Cycles 
100 

Net 
Each 

$31.50 
See UTC page 4 for complete series. 

4 NEW TELEGRAPH TONE CHANNEL 
FILTERS 

Metal Cased, Hermetically Sealed to MIL-F-18327A 

TRANSMInING FILTERS· 

Type 
No. 

TGT·3145 
TGT·3315 

Type 
No. 

TGR·3145 
TGR·3315 

Center 
Frequency 

Cycles 
3145 
3315 

RECEIVING FILTERS 

Center 
Frequency 

Cycles 
3145 
3315 

Net 
Each 

$30.00 
30.00 

Net 
Each 

$57.00 
57.00 

See UTC page 4 for complete series. 

NEW ULTRASHIELDED POWER·LlNE 
ISOLATION TRANSFORMER 

Metal Cased, Hermetically Sealed to 
MIL-T-27A 

Primary 115V 50/60 Cycles. 
Secondary 115V 

Type Power Power Case 
No. (Military) (Industrial) Size 

HIT.15 120 150 51~2x5x3y' h. 
See UTC page 6 for complete series 

Page 1448 • The MASTER - 26th Editio1'\ 

$39.00 

5 NEW TRANSISTOR TRANSFORMERS 
DD·T & DI·T Series 

Hermetically Sealed to MIL-T-27A 
UTC Pri. Imped. Sec. Imped. 
Type Application ohms ohms 

DO·T45 Interstage 1 K/1.25K CT, 16K/20K Split 
3.5 ma 

DO.T46 Input lOOK CT 500 CT 8.40 
DI·T37 Interstage 2K/2.5K CT, 8K/l0K Split 7.80 

3 ma 
DI·T38 Interstage 10K/12K CT, 2K/2.4K Split 7.80 

I ma 
DI·T41 Interstage 400/500 CT, 400/500 Split 7.50 

8/6 ma 
See UTC 3 for complete series 

NEW MAGNETIC AMPLIFIER 
TRANSISTOR TYPE 

For SERVO MOTOR APPLICATION 
Metal Cased, Hermetically Sealed to MIL-T-27A 

60 CYCLE TYPE 
Type No. 

Power O'utput 
RL, ohms 
Cr., mfd, approx. 
Cont. Wind. Res. 
Case and Wt. 
Net Each 

MAT.60 
SOW. 
260 Q 
7 Mfd. 
50 Q 
MIL type M8 
$54.00 

See UTC page 6 for complete series 

2 NEW FILTER REACTORS 
Metal Cased, Hermetically Sealed to 

MIL-T-27A 

Type 
No. 

Test Y. 

H·172 
(2 wdgs.) 
H·173 

RMS 

1000 HA $12.60 

FOR: 4 NEW UNIVERSAL TRANSISTOR 
SUPPLY TRANSFORMERS 

Metal Cased, . 
Hermetically Sealed 

to MIL-T-27A 

LOW VOLTAGE 
DC SUPPLY 

TELEPHONE SUPPLY 
BIAS SUPPLY 

BATTERY CHARGERS 
PRIMARY 115 VOLTS, SO/6Q CYCLES PLATING RECTIFIERS 
NOMINAL SEC. VOLTS, 8.25 TO 40.5 

MIL Induct. 
Type DC DC MIL Net 
No. Range Range Case Each 

H·91S 6V;.065A ta 6V·.08SA to AH $11.70 
53Y •. 02A S3 •. 02SA 

H.92S 6V-.22A to 6Y •. 28A to AJ 12.90 
53V-.07A S3V·.085A 

H·93S 6V-1.2A to 6V.1.52A to FA 14.40 
53V-.4A S3V •. 48A 

PRIMARY 115 VOLTS, 50/60 CYCLES 
NOMINAL SEC. VOLTS, 16.5 TO 81 

H.96S 12V-1.5Ato 12V.l.9Ato HA 20.40 
106V-.5A 106V •. 6A 
See UTC lete series 

2 NEW CHANNEL FRAME, FILAMENT 
TRANSISTOR TRANSFORMERS 

UTC PAGE 2 © 1962 UTC 
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SECTION 5600 

O_T_R_A_N_S_I_S_T_O_R_T_R_A_N_S_F_O_R---rM_E_R_S_H_er_m_e_ti_ca_,_,y_s_e_a_,e_d_t_o_M_'_L-_T_-2_l_A __ 

DI·T TRANSISTOR TRANSFORMERS HERM~TIC SEALED TRANSISTOR/FILAMENT 
Revolutionary transistor transformers Primary: 105/115/210/220 
hermetically sealed to Mll~T~:l7A specs. volts, .50/60 cycles, except 
Plastic insulated solderable leads, tirm- H-1JO, H-137, 1"i-138, H-104 
Iy anchored to withstand 10 pound pull. (115v.) and H-131 (115/ METAL 
Ideal for printed circuits. DO-T: ~." 220v.) Suited to 400/100 cy- CASED 
die. x '%2" long, wt., 1;'0 oz. Dl-T: ~6" tie service. H-128: 6V2" x TF4 T1PE 
dio. x lf4" long, wt., 1;20 oz. these com- 51/2" x 73,4" h. (wt. 34 Ibs.) 
poct Units provide wide frequency re- H·129: 61/2" x ';112" x 73;4" 

OI .. T sponse~ high efficiency and low dis- h. (wt. 28 Ibs.) 
___ (_A_ct_ua_'_S;~ ____ ._t_o_rt_io_n_:_.__ ___ MIL l-27A RATINGS IN REGULAR TYPE, 
DO·T DI·T Net Applica- Pri. Imped., Sec. Imped. INDUSTRIAL RATINGS IN BOLD TYY~ 
Type Type Each tion Ohms Ohms 
DO.nul.f, $6.00--a ~/30K:-0:j ma SOO/1200 - -
DO.T2 DI·T2 5.40 b 500/600,3 ma 50/60 
DO.T3 DI·T3 ~AO b lK/1.2K,3 rna SO/60 

Sec. 
Typ~ MIL Sec. Amps. Amps. Test MIL Ne. 
No. Type Volts (MIL) (Indus •. ) V. RMS Case Each ._-------

DO.T4 5.40 b 600,3 rna 3.2 
DO·T5 DI·T5 5.40 b 1.2K, 2 rna 3.2 
DO.T6 6.00 b 10K, 1 ma 3.2 
DO.T7 6.60 c 200K/.SK lK/l00K 
DO.T8 DI·T8 4.80 d* 3.5 hys. @ 2 ma 2.5 hy •. H 
DO.T9 DI.T9 6.60 e 10K/12K, 1 ma SOO/600 \,. T 
DO.TlO DI·TlO 6.60 I 10K/12.5K,1 ma 1.2K·1.5K CT 
DO·Tll DI-TlI 6.60 I IOK/12.SK, I mo. 2K/2.5K CT 
DO.Tl2 5.70 b 150/200 CT, 10 rna 12116 
DO.Tl3 5.70 b 300/400 CT, 7 ma 12116 
DO.Tl4 6.00 b 600/800 CT, Sma 12116 
DO·Tl5 6.00 b S00l1070 CT,4 ma 12/16 
DO.Tl6 6.00 b lK/1330 CT, 3.5 ma 12/16 
DO.Tl7 6.00 b 1.5K/2K CT, 3 ma 12/16 
DO.Tl8 6.30 b 7.SK/IOK CT, 1 rna 12/16 
DO.Tl9 Di~jl9 6.00 b 300 CT, 7 ma 600 
DO·T20 DI·T20 6.00 b 500 CT, 5.5 ma 600 

H·119 TF4RXOIAH 6.3CT .6 .38 1500 AH $ 8.40 
11-1:10 lF4KXOIGB 2.5 10 12 4000 GB 13.80 
H.I:ll TF4KXOIJB 2.':; 10 12 10000 JB 18.0U 
".122 TF4RXOIKS 2.5 20 26 10000 KB 21.00 
11·123 TF4RXOI NB 2.5 5 7.5 10000 NB 36.00 

2.5 5 7.5 
2.5 10 15 

H·124 TF4RXOI FB 5 3 3 2000 FB 12.00 
"·'125 TF4RXOIKS 5 10 12 10000 KB 21.00 
H·126 TF4RXOllA 5 20 25 10000 LA 27.00 
H·127 TF4RXOINA 5 20 30 21000 NA 45.00 

Term. Opp. Mtg. 
H.128 TF4RX01YY 5 60 75 21000 81.00 

Term. Opp. Mtg. 
H·129 TF4RX01YY 5 10 12 21000 90.00 

T.rm. Opp .. Mtg. 5 10 12 
5 20 24 

DO.T21 DI·T21 6.00 b 900 CT,4 ma 600 H·130 TF4RX01AJ 6.3CT .6 .75 ISOO AJ 9.00 
DO·T72 DI·T22 6.00 b IS00CT/600,3/Sma600/1.S CT H·131 TF4RXOI FS 6.3CT 2 2.5 2500 FS 12.00 
DO·T23 DI·T23 6.90 a 20K/30KCT,5/.SmaO.SK/1.2K CT H·132 TF4RXOIJA 6.3CT 6 7 2500 JA 19.20 
00·124 7.50 c 200/.SCT, lKCT 6.3CT 6 7 
DO.T25 DI-T25 7.20 a 10K/12KCT,1 ma 1.5K/1.SK Cl H·I33 TF4RXOI HB 6.3CT 7 8 2500 HB 15.00 
DO·T26 DI·T26 5.70 dt 6 hys. (g! 2 ma 4.5 hys.tt 
DO·T27 DI·T27 4.80 d;i: 1.25 hy •. (g! 2 ma 0.9 hy.,:!: 
DO.T28 DI.T2S 4.80 d§ .0.3 hy. (g! 4 rna· 0.1 hy.'l: 
DO.T29 5.70 b 120/150 CT, 10 ma 3.2/4 
DO.T30 5.70 b 320/400 CT, 7 ma 3.2/4 
DO.T31 6.00 b 640/S00 CT, 5 ma 3.214 

H·I34 TF4RXO I HA 6.3CT 10 12 2500 HA 16.S0 
H·135 TF4RX01JB 10 CT 10 13 2500 JB 21.00 
H-136 TF4RXOllA 14,12, 10 14 2500 LA 27.00 

II CT 
H·137 TF4RXOI E8 6.3 .6 .75 1500 EB 12.00 

6.3 .6 .75 
·DO.T32 6.00 b SOO/IK CT, 4 ma 3.2/4 
DO·T33 6.00 b 1060/l330CT,3.5ma 3.2/4 

H·138 TF4RXOIGA 12.6 2 2.5 lS00 GA 19.50 
12.6 2 2.5 

DO.T34 6.00 b 1.6K/2K CT, 3 ma 3.2/" 
DO.T35 6.30 b SKI1 OK CT, 1 ma 3.2/4 
DO.T36 DI·T36 7.50 a 10K/12K CT, i rna 10KI12K CT 
DO·T37 DI.T37 7.S0 a 2K/2.5K CT, 3 ma SK/l0K Split 
00.T3S DI·T38 7.S0 a 10K/12K CT, 1 ma 2K/2.4K Split 
DO.T39 7.80 a 20K/30K CT, .5 ma 1 K/l.5K Split 

400 CYCLE TYPE 
H·139* TF4RXOIFA 12.6CT 2 2.5 lS00 FA 18.00 

Pri. 400 eye. 12.6 2 2.5 
57.5,99.7,115V 

H·140 TF4RX01YY 6.3 .6 .75 500 RC-25 7.80 
Pri.4OO Cyc.' UTC Pg. 5 

00.T40 8.40 a 40K/50K CT, .25 ma 4001500 Split 
DO·T41 DI·T41 7.50 a 400/500 CT, 8/6 ma 400/500 Split 

*Two H-139's Scott connected provide 26 vol t two phase from 

DO.T42 7.50 a 400/500 CT, 8/6 ma 120/1SO Split 
DO.T43 7.50 a 400/500 CT, S/6 ma 40/50 Split 
DO.T44 7.50 a 80/100CT,I2/10ma 32/40 Split 
00.T45 7.80 a IK/I.25KCT,3.5ma 16K/20K Split 
DO-T46 ..... 'S.40 c lOOK CT 500 CT 
DO.TsH DI·TsH .90 High mu shield and cover; 25db. 

115V. three phase 400 cycle input. 

400 CYCLE MOLDED TYPES 
Primary 105/115 

Volts 380-1000 Cycles. Se .. 6.3 
VeT 2500V RMS T esl 

MOLDED 400 
CYCLE TYPE 
TF5SXOIZZ 

"630 ohms. 12100 ohms. tlOO ohms. 125 ohms. Type 
llDI .. T primary impedance. No. 

L W H 

a-Inferslage; b-Output; c-Input: d-Reoctor; e-Driver or Output; 
Am~p~. __ ~ln~. __ ~ln~.~_~ln~. __ ~~ __ ~~~ 

{-Driver; g-matching H-I01 

.:.....:~U~N~IV~E~R~SA~L~T.;R~A~N~S~IS~TO~R-::S~U~P~P~LY':"":TR:-A:-:N:':'S::F::O::R:':'M~E::R::S---; ~:\~~ 
low Voltage DC Supply UTe universal transistor supply trans- HoOl04 

Telephone Supply tormers are high reliability units in H~ 118 

3.5 
5.5 

10 
25 

.3 

12~ 1')1, 2 
13/.0 2 2'14 
2~. 2'1. 2'12 
27,1. 2'12 3Y", 

Sub ounces mold see pg. 2 

.3 

.44 
.8 

1.5 

$14.10 
15.00 
17.40 
21.90 
9.00 

Bias Supply drawn MI L cases. Primary tapes can 
Battery Chargers modify nom. AC volta9~s by _6%~ +6%, TRANSISTOR INVERTER TRANSFORMERS 
Plating Rectitiers and + 120/0. The capacItor folloWlOg the 

rectifier atfects the DC voltage. High reliability (layer insulated) type. providing high efficiency 
in small size. Unitl or. in drawn MI L cases. Circuit detcils sup­
plied with transformer. With 6 V. input instead of 12 V., output 
voltage is halved, current rating remCiins the same. 

PRIMARY 115 VOLTS, 50/60 CYCLES 
NOMINAL SEC. VOLTS, B.25 ta 40.5 

Type MIL Indust. MIL 
No. DC Range DC Range CASE 
;'H;::.9;:'1--5---~67;V"'-."'0765;A to 6V-.0·B5A to AH 

H·925 

H.935 

H·94 

H·95 

H·96 

H·965 

53V -.02A 53-.025A 
6V-.22A to 6V-.2BA to 
53V-.07A 53V-.OS5A 
6V -1.2A to 6V -1.52A to 
53-.4A 53V-.4BA 
6V-3A to 6V-3.BA to 
53V-IA 53V-1.2A 
6V-7.5A to 6V-9A to 
53V-2.5A 53V-3A 
6V-1BA to 6V-23A to 
53V-6A 53V-7.5A 
PRIMARY 115 VOLTS, 50/60 CYCLES 
NOMINAL SEC. VOLTS, 16.5 TO BI 

12V-1.5A to 12V-1.9A to 
106V-.5A 106V-.6A 

AJ 

FA 

HA 

KA 

OA 

HA 

Net 
Each 

$11.70 

12.90 

14.40 

19.50 

28.80 

4B.00 

20.40 

TRANSISTOR SUPPLY TRANSFORMERS 

FOR 12/14 OR 24/4B VOLT BA HERY 
TYIM DC outpul, when uled MI L Nel 
No. in circut shown Case Each 

H-97 250V.-60MA AH $14.70 
H.98 375V.-100MA AJ 15.90 
H.99 425V.-175MA FA 20.40 
H-IOO 550V.·200MA GB 21.00 

IMMEDIATE 
DELIVERY 
ON ALL IrEMS 

FROM STOCK 

Primary 115V. SO/ 
60 cycles (tapped on 
H-143 thru H-146 lor 
dual secondary vol­
tages). DC ratings 
are approximate, 
based on silicon 
bridge rectifier (ex p 

Type 
No. 

\*--- Sec. in Parallel --~I*--- Sec. in Series ---~ I 
Sec. V Sec. A Choke Inpul Condo Inpul Choke Inpul Condo Input MIL Net 
Rms Rms DCV DCA DVC DCA C DCV DI:A DVC DCA C Case Each 

cept H-141, H-142 also shown 
F.W.CT.). Choke input DCV is 
based on 10% voltage drop in 
choke. Condenser value, C, is in 
1000 mid. H-141, H-142, H-147 
listing under uSecs in parallel" 
is single winding. All units MIL 
type TF4RX02. 

H·141 

H-142 

H·I43 

H.I44 

H-I45 

H.I46 

H·147 

20 CT .3 16.5 .3 26 .2 .2 EB $1.0.20 
8 .43 12 .3 .5 

20 CT .6 16.5 .6 26 .4 .4 EA 12.90 
9 .B5 13 .6 I 

17/21.5 1.5 14/17.5 3 18.5/25 2 1 28/35 1.5 43/56 .5 HA 18.60 
17/21.5 1.5 
17/21.5 .. 
17/21.5 4 
17/21.5 9 
17/21.5 9 
34/43 4.5 
34/43 .¢.5 
10 20 

14/17.5 18.5/25 

14/17.5 IS 18.5/25 

28/35 9 43/56 

S.2 20 10 

UTe PAGE 3 

Net 

5 2 28/35 

12 6 28/35 

6 4 56/70 

13 12 

4 43/56 2.5 I LA 30.00 
1 

9 43/56 6 4

J 
RC- 45.90 
175 

4.5 85/110 3 I UTC 45.90 
Pg.9 

KA 27.00 

© 1962 UTC 
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SECTION 5600 

• ELECrRIC WAVE FILTERS He,me",ally ... Ied .. M'I.-T-27A 
I I and Transistor Transformers (Commercial Type) 

INTERSTAGE AND LINE FILTERS MINIFILTERS 
Available in stock frequencies listed below (numerical part of type These units provide almost the same characteristics as the standard 
number is cutoff frequency in cps). Compact shielded cases her- interstage units listed to the left, although extremely miniaturized. 
metically sealed to MIL·T·27A specs. BMI, LMI, BML cases: 1~6' x Hermellcally sealed to MIL-T·27A specs. B type case: 3M" x 3M" X 
1'71,11 x 10/8'1 h.i wt., 6' oz. HMI, HML, LML cases: 1~6" x 11/8" hoi wt., 1 oz. Hand L CQ$eS: 1" x 1" X 1%11 h.i wt. 21/4 oz. 
l'YI," x 21/2" h.i wt., 9 oz. The BMI filters are band pass interstoge Cutoff frequencies in cps indicated by type number. ' 
units designed· to operate between a vacuu.m tube plate (or 10,000 BPM units (BAND PASS) have 2:1 gain. Attenuation is approxi-
ohms) and a grid. They provide a gain of 2 at center frequency. mately 2 db ±3% from center frequency, and 35 db per octave as 
BTl units are same as BMI, but 10,000 ohms output. BPM shown. Input 10,000 ohms, output to grid, tapped for 10,000 ohms 
BMl band pass filters, similarly, work into a grid, but have an to provide for transistor circuits. For tube circuits continuity is on 
input impedance of 500/ 600 ohms. They provide CI gain of 9. grid side, for transistor use continuity is on input side. 
HMI filters are high pass interstage units. HPM units (HIGH PASS) are down less than 6 db at cutoff fre· 

quency, and more than 30 db at .67 cutoff frequency, 40 db at .6 
lMI filters are low pass interstage units. cutoff frequency. Input and output 10,000 ohms. 
HML filter are high pass with input and output impedance of LPM units (LOW PASS) are down less than 6 db at cutoff frequency, 
5001600 ohms. and more than 30 db at 1.5 cutoff frequency, 40 db at 1.65 cutoff 
LML filters are low pass filters with input and output impedance freq"",ncy. Input and output 10,000 ohms. 
of 500/600 ohms. H~M UTC Tva. Net Ea. UTC Type Net Ea. 

& LPM 8~M-400 $27.00 8PM-2000 $27.00 
UTC Type Net Ea. 

UTC Type 

BMI-50 
BMI-6O 
BMI-IOO 
BMI-120 
BMI-200 
BMI-240 
BMI-400 
BMI-500 
BMI-750 
BMI-800 
BMI-IOOO 
BMI-1500 
BMI-2000 
BMI-3000 
BMI-4000 
BMI-5000 
BMI-IOOOO 
LMI-l00 
LMI-200 

Net Ea. UTC Type Not Ea. UTC Type Net Ea. 

S30.00 LMI-400 S3LSO HMI-800 $31.50 
30.00 LMI-500 31.50 HMI-IOOO 31.50 
30.00 LMI-800 31-50 HMI-2000 31-50 
30.00 LMI-lOOO 31-50 HMI-3000 31.50 
30.00 LMI-1500 31-50 BML-400 30.00 
30.00 LMI-2000 31.50 BML-IOOO 30.00 
30.00 LMI-2500 31.50 HML-200 39.00 
30.00 LMI-3000 31.50 HML-300 39.00 
30.00 LMI-4000 31.50 HML-500 39.00 
30.00 LMI-5000 31.50 HML-lOOO 39.00 
30.00 LMI-l0000 31.50 LML-lOOO 31-50 
30.00 BTI-60 36.00 LML-1500 3LSO 
30.00 BTI-IOO 36.00 LML-2000 31-50 
30.00 BTI-120 36.00 LML-2500 31.50 
30.00 HMI-IOO 31.50 LML-4000 31-50 
30.00 HMI-200 31.50 LML-8000 31.50 
30.00 HMI-300 31.50 LML-lOOOO 31.50 
3J.50 HMI-400 31.50 LML-12000 31.50 
31.50 HMI-500 31.50 

TELEGRAPH TONE CHANNEL FILTERS 
UTe band pOlS filters for mutiplex transmitting 
and receiving provide maximum stability in 
miniature sizes. Stock filters cover all standard 
transmit and receive bands. All units employ 7 
terminal header matching subminiature 7 pin 
socket. 
TGR (receiving) & TGT (transmitting) filters are 
600 ohms in and 

HM Series 

IMMEDIATE 
DELIVERY 
ON ALL 

ITEMS 

BPM-440 27.00 8PM-3000 27.00 
LPM-200 
LPM-500 
LPM-IOOO 
LPM-1500 
LPM-2000 
LPM-3OOD 
LPM-5000 

$30.00 
30.00 
30.00 
30.00 
30.00 
30.00 
30.00 

BPM-500 27.00 BPM-4000 27.00 
BPM-6DO 27.00 BPM-5000 27.00 
BPM-750 27.00 BPM-IOOOO 27.00 
BPM-IOOO 27.00 HPM-500 30.00 
BPM-1200 27.00 HPM-lOOO 30.00 
BPM- I 500 27.00 

TELEMETERING BAND PASS FILTERS 
Both TMN and TMW type. are deli lined 
for 100 K input ana output impedance 
and have an insertion loss of less than 
6 db. Four pin hermetic header matchel 
small Winchester socket. 
TMN filters are down less than 3 db at 
± 7.5% of center frequency. Th"y are 
down more than 18 db at ± 25% of 
center frequency. Attenuation is greater 
than 40 db beyond 1-75 Fe and .58 Fc. 

TMN-.4 thru MNF-.4 thru TMW filters are down Ie .. than 3 db at 
TMN-L7 MNF-5.4 ± 15% of center frequency. They are 

'X. x 1 %, x 2' I ~." Sq. x down more than 20 db at ± 50% of 
Weight 3.5 0% '/2" high center frequency. Attenuation is greater 
TMN-2.3 thru Weight I oz. than 40 db beyond 2.5 Fe and .4 Fc. 

TMW-70 MNF-7.35 thru MNF and MWF (Minifilter) provide 
'%,x'll,x 1%" MWF-70 same performance as filters delcribed 
Weight 1.2 oz. %" Sq. x above but are extremely miniaturized. 

1/2" high Slanted toward use with tran.ilterl. 
WeightV30z. Pin terminals ideally .uited for printed 

circuits. 

TGT CASE 
1'12 x 11/2 x 21/2 
Mtg I VI. xlVI.' 
Screws ...... 6·32 

out. They are 
down less than 
3 db at ± 42.5 
cycles from cen­
ter frequency. 
TGR units are 
down more than 
30 db at ± 170 
cycles. Attenua· 
tion is greater 
than 15 db at 

UTC 
Type 

Center 
Net Frequency 

Each (Cyc.) 
UTC 

Type 
Net 

Each 

UTC 
Type 

TMN- .4 
TMN- .56 
TMN- .73 
TMN- .96 
TMN-L3 
TMN-1-7 
TMN-2.3 
TMN-3.0 
TMN-3.9 
TMN-5.4 
TMN-7.35 
TMN-IO.5 
TMN-14.5 
TMN-22 
TMN-30 
TMN-40 
TMN-52.5 
TMN-70 
TMW-22 
TMW-30 
TMW-40 
TMW-52.5 
TMW-70 

Net 
Each 

$39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 

Center Band 
Frequ'cy Width± 

KC 
.4 
.56 
.73 
.96 

7'12% 
7'12% 
7112% 
7112% 
7112% 
7112% 
71/:1"/0 
1112% 
7112% 
7'12% 
7'12% 
7'12% 
7'12% 
7'12% 
7'12% 
7112% 
7112% 
7112% 

UTC 
Type 

MNF- .4 
MNF- .56 
MNF- .73 
MNF- .96 
MNF-1.3 
MNF-I.7 
MNF-2.3 
MNF-3.0 
MNF-3.9 
MNF-5.4 
MNF-7.35 
MNF-IO.5 
MNF-14.5 
MNF-22 
MNF-30 
MNF-40 
MNF-52.5 
MNF-70 
MWF-22 
MWF-30 
MWF-40 
MWF-52.5 
MWF-70 

Net 
Each 

$39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
39.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 
42.00 

Weight ...... 8 oz. 

TGR CASE 
1'12 x 1'12 x 4'14 
Mtg IVI. x lVI,' 
Screws .... 6·32 
Weight .... 15 oz. 

~~;ac~~~!ov~~~n-
TGT units are 
down more than 
16 db at ± 170 
cycles. Attenua· 
tion is greater 
than 7.5 db at 

~~ia~~~tss~~~~: 
All units are 
MIL Iype FR4RX· 
22YY. 

TGT-425 
TGT-595 
TGT-765 
TGT-935 
TGT-l105 
TGT-1275 
TGT-1445 
TGT-1615 
TGT-1785 
TGT-1955 
TGT-2125 
TGT-2295 
TGT-2465 
TGT-2635 

~g~:~:~~ 
TGT-3145 
TGT-3315 

$42.00 425 
42;00 595 
42.00 765 
42.00 935 
36.00 1105 
36.00 1275 
36.00 1445 
36.00 1615 
33.00 1785 
33.00 1955 
33.00 2125 
33.00 2295 
30.00 2465 
30.00 2635 
30.00 2805 
30.00 2975 
30.00 3145 
30.00 3315 

TGR-425 
TGR-595 
TGR-765 
TGR-935 
TGR-ll05 
TGR-1275 
TGR-1445 
TGR-1615 
TGR-1785 
TGR-1955 
TGR-2125 
TGR-2295 
TGR-2465 
TGR-2635 
TGR-280$ 
TGR-2975 
TGR-3145 
TGR-3315 

$72.00 
72.00 
72.00 
72.00 
63.00 
63.00 
63.00 
63.00 
60.00 
60.00 
60.00 
60.00 
57.00 
57.00 
57.00 
57.00 
57.00 
57.00 

1.3 
1-7 
2.3 
3.0 
3.9 
5.4 
7.35 

10.5 
14.5 
22 
30 
40 
52.5 
70 
22 
30 
40 
52.5 
70 

15% 
15% 
15% 
15% 
15% 

TRANSISTOR TRANSFORMERS (Commercial Type) 

CHANNEt FRAME FILAMENT/TRANSISTOR TRANSFORMERS TRANSISTOR/FILAMENT SUPPLY TRANSFORMERS 
Prl. 115 V. 50/60 Cycles-Test Volts RMS: 1500 Primary 115 volts 50/60 cycle. 

Type Net In Parallel In seriel No. Secondary W D H M Lbs. Each 
Sec. V Sec. A Choke in C in Choke in C in Cas. No. Not 

FT-l 2.5VCT·3A 27,18 11/2 1111. 2% 3/.4 $2.85 
Type 

FT-2 6.3 VCT· 1.2A 27,1s 11/2 J'X. 2% "/.4 3.15 
No: RMS RMS DCV DCA DCV bCA DCV DCA DCV DCA 5 •• Pg. 9 Each 

FT-3 2.5VCT·6A 3~. J7,18 2 2tY,. I 3.45 CG-38 17/2J.5 1.5 14/17.5 3 18.5/25 2 28/35 J.5 43/56 I RC-112$18.9O 
FT-4 5.3 VCT-3A ~~ l7,ls 2 2tY,. 1 3.45 17/2J.5 J.5 
FT-5 2.SVCT·IOA 2118 2~. 31/s 11/2 3.90 CG-31 34/43 4.5 28/35 9 43/56 6 56/70 4.5 85/110 3 RC· 175 42.00 
FT-6 5 VCT-3A 334 21/s 2~. 31/s 1'12 4.05 34/43 4.5 
FT-7 7.5 VCT·3A 33/4 2118 2~. 31/s 11h 4.05 CG-32 6.3VCT 1.2 RC-62 10.50 
FT-II 6.3 VCT-8A 4 2Y. 2% 3X. 2Y. 4.80 
FT-l0 24VCT-2A FILAMENT/TRANSISTOR SUPPLY TRANSFORMERS 

or 12V-4A 4 2% 2% 3X. 2Y. 5.10 Primary 105, 115, 210, 220, 230 volts, 50/60 cycles, except CG·34 
FT-ll 24VCT-IA 33M 2'1s 2~. 311s 11h 4.50 

or 12 V-2A ... 105, 115, 220, 230. These transformers 'maTt be used on 25 to 

FT-12 36 VCT·1.3A 4'1s 2% 2% 30/,0 21/2 5.10 
43 cycles if 220 volt primary is used on I I 0 va ts. Secondary yolt· 

or 18 V-2;6A age is simultaneously reduced to half. 

Tops on pri. of FT-13 & FT-14 to modify sec. nominal V, Sec. Volts Sec. Working Sec. Test Case Na. Net 
-6% +6%, + 12% Type No C. T; Amps. Voltoge Volh RMs See Page 9 Each 

FT-13 26 VCT·.04A 2)1, 1% IX; 1% X; $3.30 
FT-14 26 VCT·.25A 2% lYe J'K. 2% % 3.75 CG-33 6.3 4 500 2000 RC-75 $ 9.00 

TRANSISTOR/FILAMENT TRANSFORMERS CG-34 2.5 10 2500 6000 RC·112 IUD 
Prj, 115 x 50/60 Cycle.; Bridge Rectifier CG-120 2.5 10 5000 11000 RC·125 lS.00 

5-77 & 5-78 Tapped For Dual Secondary Voltage. CG-121 5 2S 5000 11000 RC·15O 18.00 
UTC Case No. Net CG-I22 7.5/6.3 10 1500 4000 RC·125 15.00 
Type DCV DCA See Page 10 Each CG-124 10 10 1500 4000 RC·15O 15.00 
5-75 5.2/14 1.2/.4 G-I 6.00 CG-l25 14/12/11 10 1500 4000 RC·I50 18.00 5-76 10/26 4/1.4 G-4 9.00 
5-77 14/56 3/1 G-' 10.20 CG-126 14/11/10 10 1500 4000 RC·152 24.00 RC CASE 
5-78 28/110 9/3 G·IO 30.00 14111/10 10 See Pg. 9 

UTC Page 4 @ 1962 UTC 
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SECTION 5600 

• HERMETIC COMPONENTS He,me,;<olly Mo/ ... ,o MIL·T·27A 
--~H-ER-M-E-T~IC~A-U-D~I~O~U-N~IT~S~~~~----'-----~-----------H-ER-M--ET-IC--S-E-A-LE-D--P-O-W-E-R--a-nd--P--LATE TRANSFORMERS 

RC-25 RC-SO 5M 
These extremely compact units are proved to specifications of MI L­
T·27A. Response & level ratings: RC·25: Similar to Ouncers for 
case (1 1%2" x 61/64" X lV16" h. 1.5 oz.). RC-50: Similar to ultra 
compact units for case (15/8" x 1%" x 2M," h. 8 oz.). SM: Similar 
to SSO units for case ('M6" x lV2" X 2~2" h. 0.8 oz.). 
UTe Pri. Imped., Sec. Imped., 

Type Application Ohny. Ohms 
H-l Line to grid 50,200 el, SOK 

Net 
# Each 
a $ 9.00 

H-2 
H-3 
H-4 
H-5 
H-6 
H-7 
H-8 
H-9 
H-l0 
H-ll 
H-12 

H-13 
H-14 
H-15 
H-16 
H-17 

500 CT 
Mike to grid 82,50 rna 135K 
PI. to grid 15K 60K 
PI. to grid 15K, 4 rna 60K 
PI. to p.p 15K 95K CT 

~I::~ F;:., ~g~,tt: rna ~~~/'tcIg 
Mixing 150/600 600 CT 
Input 150/600 1 meg. 
PI. to grid 10K 1 meg. 
Reactor: 300 hys, 50 hys @ 3 ma, 600 ohms 
Line to p.p 50,200 CT, SDK CT 

Interstage 
Interstage 
Tr. to line 
Tr. to Y.C. 
Transistor 

input 

500 CT 
10K/2.5K split 
10K/2.5K split 
1.5K CT 
2K/4K CT 
600/150 split 

2K/.5K split 
4K/lK split 
500/125 split 
8/16 
2K/50D split 

H-1S Transistor 10K CT 500/125 split 

H-19A 
H-20 
H-21 
H-219 

Interstage 
Input* 
Interstage 
PI. to p.p 
Transistor 

250 CT/500 CT SOK/l00K CT 
15K split 80K split 
15K,S rna 80K split 
50K CT 500/125 split 

o 
a 
a 
a 
a 
a 
a 
a 
a 
a 
a 

a 
a 
a 
a 
a 

b 
b 
b 
a 

9.90 
7.80 
7.80 
8.40 

10.20 
9.60 
9.00 
9.00 
8.40 
7.50 
9.60 

9.00 
9.00 
9.00 
9.00 
8.70 

8.70 

16.50 
15.00 
18.00 
9.00 

Interstage 
H-22 PI. to line 15K, 8 rna 50/200, 125/500 b 15.90 
H-220 Transistor 500/125 split 500/125 split 0 8.70 

Interstage 
H-221 Transistor 500/125 split 150/37.5 split a 

H-23 
H-24 
H-25 
H-26 
H-27 
H-280 
H-281 
H-282 
H-290 
H-291 
H-30 
H-31 
H-32 
H-33 
H-35 
H-36 
H-37A 
H-38 
H-39 
H-40A 
H-41A 
H-42A 

Interstage 
p.p to line 30K split 50/200, 125/500 b 
Reactor: 250 hys. @ 5 mat, 65 hys. @ 10 rna:!; b 

Mixing 500 CT 125/S00 b 
Interstage 10K/2.5K split 2K/500 split b 
Tr. to Y.C. 500 CT 16/4 split b 
Interstoge 200 CT 400 split b 
Tr. to Y.C.I 48 CT 16,8,4 b 
Tr.toY.C.tt 20CT 16,8,4 c 

~h~~: ;~{'!.~h~p. ~ggg/500 e. s. ~~g~ ~ 
Input 50 62,500 d 
PI. to grid 10K 90K d 
PI. to line 10K, 3 rna 200 d 
Output 30K, 1 ma 50 d 
Reactor: 100 hys., 50 hys. @ 1 rna, 4400 ohms d 
Intentage 25K, 0.5 ma lK d 
Tr. output 500 CT SO d 
interstage 10K CT, 2 rna 1.2K CT d 
Interstage 10K CT, 2 rna 2K CT d 
Tr. output 500 CT 600 CT d 
Tr. output 1500 CT 600 CT d 
Isolation or 10K CT 10K CT d 

Transistor 
Interstage 

S.70 

16.20 
10.80 
15.00 
15.00 
15.00 
12.00 
12.00 
12.60 
19.80 
28.80 

8.40 
8.40 
8.40 
8.40 
6.90 
7.50 
7.50 
7.50. 
7.50 
7.50 
7.50 
8.40 

'Has 75 db shielding. t6000 ohms. +1500 ohms. tiS walls. ItlO 
watts. #Case: a-RC25. b-RC·50. c-RC-62. d-SM. (See above & 

g. 9) 

HERMETIC SEALED FILTER REACTORS 
TRANSISTOR TYPE 

The multiple ratings for the 
"H'I series of filter chokes suit 
these units for the complete 
gamut of military and indus­
trial applications. Transistor 
supply units are swinging type 
to enhance- regulation. H-79 
terminals opposite mounting. 
*Relates to ripple voltage, in 

Type 
No. 

H-70 
H-71 
H-72 
H-73 
H-74 
H-75 
H-76 
H-77 
H-78 
H-79 
H-170 
(2 wdgs.) 
H-171 
(2 wdgs.) 
H-172 
(2 wdgs.) 
H-173 
(2 wdgs.) 

Ind. @ MA 
Hys. DC 
20 20 
20 40 
13 70 
11 100 
11 150 
11 200 
11 200 
10 300 
7 400 
7 800 

.18 125 
.045 250 
9+ .75A 
2.25+ 1.5A 
70. .25A 

17.5+ .5A 
90 •. 5A 

22.5. lA 

H .. l09 input fllter circuits only. 
Res. Max. DCY' Test Y. MIL 

Ohms Ch. Input RMS Case 
925 350 1000 AH 
350 500 2500 FB 
215 500 2500 GB 
150 700 2500 HB 
135 700 2S00 JB 
90 700 2500 KB 
85 1500 4500 LB 
60 2000 5500 MB 
48 2500 7000 OA 
20 3000 9000 7x7x8 

.6 1000 GB 

.15 
.03 
.0075 

.22 

.055 

.15 

.038 

1000 

1000 

1000 

JA 

HA 

KA 

Type Inductance OCR, Test 
No. Henries @ DC MA Ohms Yolts W 

Wgt. 
H Lbs. 

H-l05 2.5 @ 25 MA 225 1000 
H-l06 2.25 @ 60 MA 110 1000 
H-l07 2 @ 120 MA 55 2500 
H-l08 2 @ 220 MA 35 2500 
H-l09t .2 @ 150 MA .6 750 
(2 wdgs.)* .06 @ 250 MA .15 

P,4 
10/. 
2 '/. 2'18 
2'1. 

tSplit winding in series *Split winding in parallel 
:j:Rated in millihenries 

10/16 .1 
1% .28 
1'% •. 9 
21~21.7 
21~21.7 

Net 
Eoch 

$ 7.20 
8.40 
9.00 

11.40 
12.90 
17.40 
24.00 
27.00 
34.50 
90.00 
10.20 

15.00 

12.60 

21.00 

Net 
Each 

$ 5.70 
6.00 
7.50 
9.60 

10.80 

H·114, H·115, H-117 have 
terminals opposite mounting. 

Power transformers: primary 115V, 60 
cycles suited to 5O*~1000 cycles serv~ 
ice. Plate transformers: primary 105/ 
115/210/220 volts, 50/60 cycles. "L" 
ratings are choke input .. ,"C' ratings 
are condenser input. H-BO thru H-197 
MIL type TF4RX03, H·110 thru H·117 
MI L type TF4RX02. 

The tapped high voltage winding 
provides either of two secondary 
voltages for greatest versatility. The 
power transformer listings indicate 
DC voltages and permissible curren.s 
for both choke and condenser input 
filters, as well as for military and in­
dustrial applications. 

MIL-T-27A Ratings in Regular Type, Industrial Ratings in Bold Typ. 

Type HY Sec. Approx. DC Fil. Approx. DC FII. MI L Not 
No. C. T. DC Yo Its MA Wdg. DC Volts MA Wdg. Case Each 

H-80 __ ~~""",4~5~0----7'C'----c2==4~0~.;30"----"6",.3,--,Y--,,C,,--T---,,2,,,A~e~2~15~..:3~8~6~.~3V=.:C~Tc:;.2~.~5A::..........!.F.!:Ac.....--,$~1~2=.90 
500 L 170 95 L 160 110 

H-81 C 270 55 6.3YCT -3A e 245 75 6.3VCT-3A HA 11.00 

H-82 

H-83 

H-S4 

H-85 

.H-86 

H-87 

H-89 

H-91 

H-92 

H-93 

H-194** 

H-195"* 

H-196"* 

H-197" 

H-198 
Highly 
shielded 
Scope 
transformer 
H-ll0 

H-ll1 

H-112 

H-113 

H-114 

H-115 

H-117 

550 L 200 85 5Y-2A L 180 105 5V.2A 
C 310 50 C 280 65 

550 L 180 145 L 160 190 
C 290 906.3YCT-4A e 270 115 6.3VCT-4.5A 

600 L 215 135 5Y·2A L 190 180 5V-2A 
C 330 85 C 315 100 

600 L 215 165 L 200 210 
C 315 100 6.3Y-5A e 320 120 6.3V-6A 

670 L 250 150 5Y ·2A L 230 200 5V-2A 
C 400 90 C 380 110 

700 L 245 225 L 240 255 
C 390 135 6.3Y·5A C 375 160 

750 L 275 205 6.3Y-1A L 270 230 
C 430 125 5Y·3A C 410 150 

700 L 245 300 L 230 370 
C 390 190 6.3Y·6A e 355 230 

750 L 270 2S0 6.3Y-1.5A L 250 350 
C 425 170 5Y-3A C 395 210 

720 L 270 310 L 250 360 
C 425 180 6.3Y·6A C 395 225 

790 L 295 300 6.3Y ·2A L 280 350 
C 475 160 5Y-3A C 440 210 

730 L 245 420 L 230 515 
C 390 275 6.3Y·6A e 390 300 

800 L 275 400 6.3Y·2A L 275 480 
C 440 250 5Y -4A e 430 290 

850 L 305 430 L 275 550 
C 460 280 6.3Y ·8A e 445 340 

1050 L 400 400 6.3Y -4A L 370 500 
C 600 260 5Y -6A e 575 320 

900 L 340 200 6.3Y ·5A 330 220 
1000 L 390 190 6.3Y-1A 385 195 

5Y·3A 
900 L 340 265 6.3Y ·6A 

1050 L 400 240 6.3Y-2A 
5Y·4A 

330 310 
395 290 

1000 
1200 

200 L 
C 

235 L 
C 

215 L 

370 300 6.3Y -8A 
465 265 6.3Y -4A 

5Y-6A 

340 390 
455 350 

170 140 6.3Y·3.5A L 160 155 
275 85 C 260 95 
200 125 L 190 135 
325 75 C 310 85 

6.3Y ·5A L 175 300 

6.3V-6A 
6.3V-1.5A 

5V-4A 

6.3V-6A 
6.3V-2A 

5V-4A 

6.3V-7.5A 
6.3V-2A 
5V-4A 

6.3V-6A 
6.3V-2A 
5V-6A 

6.3V-l0A 
6.3V-5A 
5V-6A 

6.3V-6A 
6.3V-1.5A 

5V-4A 
6.3V-SA 
6.3V-2A 
5V-4A 

6.3V-l0A 
6.3V-5A 
5V-6A 

6.3V-4A 

265 
C 
L 
C 

185 
300 
230 
375 

285 
180 
240 
150 

C 285 195 6.3V-6A 
L 220 25:; 

230 

285 

260 

320 

No CT 
800 

1600 
2400' 

1050 
1200 
1050 
1200 
1500 
1900 
2500 
3000 
2S00 
3000 
3500 
4400 
5000 
6000 

L 
C 
L 
C 
L 
C 
L 
C 

e 360 165 
200 
320 
250 
400 

445 6.3Y.5A 
280 6.3Y·1.5A 
380 

L 190 480 
C 300 300 6.3V-6A 
L 240 420 6.3V-2A 
e 380 260 

230 
360 
280 
450 

235 
500 
320 
420 
260 

6.3Y ·6A L 220 550 
6.3Y·2A e 340 350 6.3V-7A 

L 270 470 6.3V-2A 
C 430 290 

1000 5 1.25 Y-.2A connected to one 
2000 5 end of HY winding. 
3000 5 6.3 Y-.6A 5.2 KY RMS test voltage 

365 300 
430 275 
415 500 
480 450 
615 320 
790 275 

1050 310 
1275 275 
1050 475 
1265 425 
1500 275 
1900 235 
2125 950 
2550 850 

L 
L 

L 
L 

400 
385 
600 
550 
385 
330 
375 
330 
525 
475 
375 
320 

1150 
1050 

*For 50 cycles, secondary current ratings reduced by 100/0. 
**OC ratings for bridge rectifier circuits. 

t6x5'/8X63,4, ~63,4x61f2x8, ttllxllx143,4 

IMMEDIATE DELIVERY 
ON ALL 

UTC STOCK ITEMS 

JB 

JA 

KA 

LA 

M8 

N8 

OA 

KA 

MB 

OA 

HA 

JA 

KA 

MB 

HA 

M8 

NA 

NA 

tt 

20.40 

21.00 

26.40 

30.00 

30.90 

36.00 

49.50 

27.00 

33.00 

49.50 

21.00 

24.00 

30.00 

42.00 

27.00 

27.00 

33.00 

36.00 

54.00 

81.00 

81.00 

291.00 

UTe Page 5 © 1962 UTe 

".' U.c.P., Inc. Net The MASTER - 26th Edition. Page 1451 



SECTION . 5600 

• HERMETIC COMPONENTS Hermetically sealed to M/L·T·27A 
MAGNETIC AMPLIFIERS FOR SERVO MOTOR APPLICATIONS 

VACUUM TUBE TYPE TRANSISTOR TYPE 
The MAT 1-4 MagnetiC: Amplifiers are excep­
tionally stable units designed for the control of 
2 phase, IISV., 400 cycle servo motors. They 
are compact ... hermetically sealed ... magnet­
ically shielded ... and meet Mll-T-27A and 
Mll-E-S400 Specifications. The output is sinu­
soidal, amplitude variable, and phase reversi­
ble. Control is provided by a dual triode such 
as 12AU7 operating with a plate voltage of 
115 volts, 400 cycles, or higher. The signal to 
the triode grids can be polarity reversible DC 

UTC transistor MAT units are identical to their vacuum tube coun· 
terparts, but designed for low impedance control. The input trans· 
former may be chosen by impedance ratio rather than precise 
rated impedance. 

Type No. MAT·7 MAT·8 MAT·9 MAT·l0 MAT·60 

Power output 4W. 8W. 11 W. 18W. SO W. 
Rl, ohms 3300 1600 1200 720 260 
Cl, mfd approx .. 2 .3 .5 .7 .7 
Cont. Wind. Res. 38!1 S2D 30n 36fl SO 
Case length, In. 2U. 21/2 2% 22~2 MIL MB 
Width, In. 1';\, 2',4 21/2 22~2 
Height, In. 11%z JlJ16 2 21/4 

or phase reversible 400 cycles with or without suppressed carrier 
modulation. These units eliminate DC power requirements as well 
as temperature sensitive dry disc rectifiers. The high input imped­
ance provides minimum loading on sensing elements and high 
power gain. Ringing at low load level has been reduced to a mini­
mum through high internal damping factors. The power output 

Mtg. Dim., In. 13/a x 17/8 11;\, x 2 1'0/" x 2~. 60 2% x 2% cycle 
figures are conservative ... power gain of the Magnetic Structure 
is approximately 40 ... response time approximately 7.5 milli-

Studs, stainless 4·40 6'32 8·32 8·32 
Cutout, In. 1 1 1 1 type 
Weights, Ibs. .65 1.1 1.7 2.75 
Net Each $25.80 $28.80 $34.50 $37.50 $54.00 

second.. The maximum null voltage is 3 volts RMS. For single 
phase supply voltage the load capacitor should effect 90' phase 
shift with motor load ... for 3 phase, 30' phase shift. MAT·ll l1SY.·400 Cr" to two 28 Volt 2 'ft.. windings for 56 VCT· 

.2 or 28 y • .4 A. RC·37 (UTC pg. 9) case. Mil type. Type No. MAT-I MAT-2 MAT-3 MAT-4 TF4SY02YY. Net Each $10.05 
230 Volt Supply 
Power output 4W. 8W. II W. 18W. 

3300 1600 720 
ULTRASHIELDED POWER.LlNE ISOLATION TRANSFORMERS 

Rl, ohms 
Cl, mfd., approx. 
115 Volt Supply 

.2 .3 

Power output 2W. 4W. 
Rl, ohms 6500 3300 
Cl, mfd. .13 .2 
Reson. Freq. 40 cyc. 35 cyc. 
log-Decr. .18 .23 
Cont. Wdg. Res. 6200 ohms 8450 ohms 
Case, length, in. 1114 1112 
Width, In. J1~6 21/a 

1200 
.5 

6W. 
2200 
.3 
35 cyc. 
.03 
4750 ohms 
13,4 
2'12 

.7 

9W. 
1450 
.45 
20 cyc. 
.65 
5650 ohms 
21/a 
31/a 

Simllate. battery operation for 
critical circuits requiring ex. 
treme· isolation from power line. 
Designed to give the 'ultimate in isolation, 
for line.powered equipment, which for· 
merly could only be obtained from battery 
power. The effective capacity coupling be· 
tween primary and secondary windings is 
less than 0.1 MMFD. 

Height, In. 2U. 23,4 
Mtg. Dim., In. I~. x 1112 I x Io/a 
Studs, stainless 4-40 6-32 
Cutout,in. 1 1 
Unit Weight, Ibs. .67 1.1 

21~6 
l1/a x 17,18 
8-32 
1 
1.7 

33/a 
1112 x 21/2 
8-32 
I 
2.75 

For this purpose 
shields are individ· 
ually terminoted to 
allow mqximum 
flexibility. Input 
and output termi· 
nals are brought out 
on opposite sides of 
a special housing in 
order to maintain 
the excellent isola· 
tion between line 
and· load. 

Mil· T ·27 A Ratings in Regular Type 
Industrial Ratings in Bold Type 

Primary 115 V 50/60 Cycles 
Secondary 11 5 V 

Net Each $27.00 $30.00 $36.00 $39.00 Type 
No. 
HIT·l 
HIT·15 
HIT-2 
HIT·3 

Power 
Watts 

Power Case Net 
Watts Size Each 

MAT·S l1SV.-400 cyc. to 460 VCT; provides 230V. 48 MA DC or 
460V. 24 MA DC. RC-37 Case (UTC pg. 9). Mil type 

50 
120 
160 
400 

60 4~2X4~2X3~," $33.00 
150 5'~2X5x3J1" 39.00 TF4SY02YY. Net Each $10.80 . 

MAT·6 Input ... 10,000 ohms pri. ... 1:15 C.T. ratio ... phase 
shift under I' .... RC-25 case (UTC pg. 5). Mll- type 
TF4RX10YY. Net Each $9.00 

200 5'~2X5'~2X4'~2" 48.00 
480 Bx61~2X51~," 69.00 

PRECISION MINIATURE WIDE APPLICATION PULSE TRANSFORMERS 
Wound core structure provides excellent tempero· 
ture stability (unlike ferrite). Designs are high in· 
ductance type to provide minimum of droop and 
assure true pulse width. 

ALL UNITS 
INDIVIDUALLY 

ADJUSTED 

UTe miniature, wound core, pulse transformers are 
individually precision adiusted in staodard test 
circuits to close tolerances. They are high reliability 
units, hermetically sealed by vacuum molding and 
suited fo, service from _70' C. to + 130' C. 

TRANSISTOR PULSE TRANSFORMERS 

TO PARAMETERS 
SHOWN IN TABLES 

APPROX. OCR, OHMS I BLOCKING OSCILLATOR PULSE I COUPLING CIRCUIT CHARACTERISTICS 
% % % % Imp. 

69'H 1·2 3·4 5-6 Width Rise Over Droop Back P Width Volts Rise Over Droop Back in, out, Net 
Type u Sec. Time Shoot % Swing u Sec. Out Time Shoot % Swing ohms Each 
No. .124 .14 .05 .05 .016 0 0 30 .05 9.3 .012 0 0 20 50 $ 6.60 

H·60 .41 .48 .19 .1 .016 0 0 30 .1 8.2 .021 0 0 15 50 6.60 
H·61 .78 .94 .33 .2 .022 0 0 18 .2 7.4 .034 0 5 12 100 6.60 
H.62 1.86 2.26 .70 .5 .027 2 10 20 .5 7.5 .045 0 20 25 100 6.60 
H.63 3.73 4.4 1.33 1 .033 0 12 25 1 7 .078 0 15 23 100 6.60 
H.64 6.2 7.3 2.22 2 .066 0 15 25 2 6.6 .14 0 10 20 100 7.50 
H·65 10.2 1.2 3.6 3 .087 0 18 30 3 6.8 .17 0 10 20 100 7.50 
H·66 14.5 17.5 5.14 5 .097 0 23 28 5 7.9.2 0 18 28 200 7.50 
H·67 42.3 52.1 14.8 10 .14 0 15 28 10 6.5.4 0}5 30 200 7.50 
H-68 Transistor puis!, tranformer kit, consists of H·60 tbru H-68 in plastic case. 60.00 

VACUUM TUBE PULSE TRANSFORMERS 
APPROX. OCR, OHMS COUPLING CIRCUIT CHARACTERISTICS 

Size & weight of 
H-60 thru H·6B 
same as H·45. 

DIMENSIONS BLOCKING OSCILLATOR PULSE I 
% % % % Imp.in, 

Type Rise Over Droop Back P Width Volts 1-2 3·4 5·6 Width Rise Over Droop Back out, l W Wt. Net 
No. /.I, Sec. Time Shoot % Swing uSee. Out Time Shoot % Swing ohms In. In. GramsEach 

H·45 3 3.5 4 .05 .022 0 20 10 .05 17 .01 20 0 35 250 % % 1 $ 6.75 
H·46 5.5 6.5 7 .10 .024 0 25 10 .10 19 .01 30 10 SO 250 % % 1 6.75 
H.47 3.7 4.0 4 .20 .026 0 25 8 .20 18 .01 30 15 65 SOO y" Y,6 4 6.00 
H-4B 5.5 5.8 6 .50 .03 0 20 5 .50 20 .01 30 20 65 500 y" % 4 6.00 
H.49 8 8.5 9 1 .04 0 20 10 1 24 .02 15 15 65 SOO y" y" 4 6.00 
HoSO 20 21 22 2 .05 0 20 10 2 27 .05 10 15 35 500 y" Y,6 4 6.00 
H·51 28 31 33 3 .10 1 20 8 3 26 .07 10 10 35 500 y" Y,6 4 6.00 
H.S2 36 41 44 5 .13 1 25 8 5 23 .15 10 10 45 1000 y" ~ 4 6.00 
H·S3 37 44 49 7 .28 0 25 8 7 24 .20 10 10 50 1000 0/8 6 6.00 
H·54 50 58 67 10 .30 0 20 8 10 24 .25 10 10 SO 1000 5fs % 6 6.30 
H·55 78 96 112 \6 .75 0 20 10 16 23 .40 5 15 20 1000 0/8 5fs 6 6.30 
H·S6 93 116 l38 20 1.25 0 25 10 20 23 .6 5 10 10 1000 0/8 % 6 6.30 
H.S7 104 135 165 25 2.0 0 30 10 25 24 1.5 5 10 10 1000 0/8 5fs 6 6.30 
H·58 Pulse transformer kit. 'Consisting of each of the above units in a partitioned plastic case. 75.00 

UTe Page 6 © 1962 UTe 

Page 1452 • The MASTER - 26th Edition Net U.C.P., Inc. Cc) 



SECTION 5600 

• HIGH Q COILS & INDUCTORS 
MINIDUCTORS 

All these ultracompact high Q units are grade 5, hermetically 
sealed (to MIL-F-IS327A ML types are encased with hipermalloy 
shield. MM and MH types are molded permalloy dust taro ids. All 
give extra temperature stability rated at 1%, _55' C to + 100' C. 
Each weighs O. I oz. 
TYPE 
ML: 
I to 4: to 3% at Iv., Ikc. 22 at 2 kc; 'over 10,300 cps to 10 kc. 
5 to 10: to 3% at Iv., 0.4 kc.21 at I kc; over 10, ISO cps to 5 kc. 
SIZE (~," h.) 
MM: to 2"10 60 at 20 kc. over 13 from 2 kc to 250 
SIZE (~. x 3u.. X U,' h.). 
MH: to 2"10 90 at 100 kc; over 20 from 10 to 5SO kc, 
SIZE (Y1," dia. x 1/4" h.). 
UTe Induct., Net UTe Induct., 
Type Hys. Each Type Hys. 

Net UTe Induct., 
Each Type Hys. 

Net 
Each 

ML-l .25 $8.40 104104-1 .003 
ML-2 .40 8.40 104104·2 .005 
ML·3 .70 8.40 MM·3 .OOS 
ML-4 1.4 S.40 104104-4 .0125 
MY-5 2.5 8.40 MM·5 .02 
MY-6 4.0 8.40 104104-6 .03 
Ml.7 6.0 8.40 MM·7 .06 
Ml.8 10 8.40 MM·S .12 
Ml.9 25 8.70 
M1-IO 60 9.90 

7.50 MH-I .0006 
7.50 MH-2 .00 IS 
7.80 MH-3 .0025 
7.80 MH-4 .006 
8.10 MH.5 .01 
8.10 MH·6 .015 
8.40 MH.7 .025 
8.40 MH.8 .04 

$8.10 
8.10 
B.40 
S.40 
B.70 
B.70 
9.00 
9.00 

HIGH Q TOROID INDUCTORS 
Favorites for over fifteen years, UTC HQ Toroids are only excelled 
by the preferred new "104" series. As typical Q curves show HQ 
coils are available for application from 100 cycles to 100 KC: Ad­
justed to 1"10, the inductance is virtually independent of frequency, 
temperature, and vibration. Voltage stability is excellent and 
shielding case assures SO db coupling attenuation. Hermetic';lIy to 
MIL·T·27. All units Mil type TF4RX-20YY. . 

HQA and HQB CASE HQE CASE 
HQC CASE Length 2%" Length 1 v" ,) 

Diamter 1'~6" Width 1%" Widtth 1/2" 
Height I~'" Height 2¥a" Height 1%2" 

Mounting IVe" Mounting I'u.. x 2',,"" Mounting 3M" 
Screws 6·32 Screws 6·32 Screws 4·40 

Cutout ~6 x 1~6" Cutout ~, x l1/e" Cutout ~6 x '/2" 
Weoght5 oz. Weight 14 oz. Weight 1.5 oz. 

Type Inductance DC MA Net Type Inductance DCMA Net 
(0 DC» Each No. (0 DC) Max. Each No. Max. 

HQA.l 5 mhy. 400 $750 HQI-l 10 mhy. 410 $15.00 

HQA.2 12.5 mhy. 260 7'80 HQB.2 30 mhy. 240 15.30 
· HQB.3 70 mhy. 170 15.90 

HQA·3 20 mhy. 200 8.10 HQB-4 120 mhy. 120 16.S0 
HQA-4 30 mhy. 160 B.40 HQB.5 .5 hy. 60 17.40 
HQA-5 SO mhy. 130 8.70 HQB-6 1 hy. 41 lS.00 
HQA-6 SO mhy. 100 900 HQB-7 2 hy. 30 18.90 

HQA.7 125 mhy. S5 900 HQB-B 3.5 hy. 22 19.80 
960 HQB·9 7.5 hy. 16 21.00 

HQA-B 200 mhy. 65 • HQB-l0 12 hy. 11 21.90 
HQA-9 300 mhy. 50 9.60 HQB.II IS hy. 9 22.80 
HQA.l0 .5 hy. 40 9.90 HQB-12 25 hy. S 24.00 
HQA.II .75 hy. 35 9.90 
HQA-12 1.25 hy. 26 10.80 HQC-l I mhy. 1350 15.60 

HQA-13 2 hy. 20 11 40 HQC·2 2.5 mhy. 850 16.80 
12'90 HQC·3 5 mhv. 600 18.00 

HQA.14 3 hy. 16 • HQC-4 10 mhy. 420 19.80 
HQA.15 5 hy. 13 13.80 HQC-5 20 mhy. 300 24.00 
HQA.16 7.5 hy. 10 15.00 
HQA.17 10 hy. 9 15.90 HQE.l 5 mhy. ISS 7.BO 
HQA-1B IS hy. S 16 BO HQE.2 10 mhy. 110 7.BO 

· HQE·3 SO mhy. 50 B.IO 
HQE-4 100 mhy. 35 8.40 
HQE-5 200 mhy. 25 B.70 

TYPE MQL LOW FREQUENCY HIGH Q COILS 

All these units of MI L type TF4RX20YY induct value to 2% tolar· 
ance at Iv., 60 cyeies. Stability if temperature runs below 3.5% 
_55' C to +S5' C. The case, sealed her·metically to MI L· T -27 A is 
I'~," dia. 2V2" h. Either transformer, parallel, series or center 
type connections are permitted due to dual windings to 4 termi­
nals. Mounting IV2" oz. with a 6-32 screw. Cutout IV2" dia wt. 
lib. . 

Type Hys. (0 DC) Net Type Hys. (0 DC) Net 
No. Series Parallel Each No. Series Parallel Each 

MQl.O I .25 $30.00 MQl.3 200 SO $30.00 
MQl"l 10 2.5 30.00 MQL·4 400 100 13.50 
MQl·2 20 5 30.00 MQl.5 2500 625 33.00 

HERMETIC "104" TYPE TOROIDS 
Ul'C permalloy dust toroids provide highest Q factor with miniatut'­
ized dimensions. Lab adjusted to 1% tolerance and sealed to MIL­
T·27A specs. Magnetic case plus toroid provide SO db shielding. 
Type . 
MQA 40 at SOD cps, 160 at 5 kc, approx, 40 at 20 kc. 

SIZE ('V,," x I %z" x 1%" h.; wt. 4 oz.) 
MQ8 40 at 2.)U cps, 2~0 at 3 kc, apprax. 40 at 20 kc. 

SIZE I~'" x 2~," x 2'~6" h.; wt. 14 oz. 
MQD 40 at 5 kc, IS5 'at 50 kc, approx. 40 at 300 kc. 

SIZE 'v,," x l%z" X 12~" h.; wt. 4 oz. 
MQE 20 at 6U0 cps, 140 at 10 kc, approx. 40 at 40 kc. 

SIZE V2" x 1V,6" x 1%2" h.; wt. 1.5 oz. 
TQA units are similar to MQA but center tapped for ocillator 
application, et •. Net each: TQA-I thru TQA.15, $1.50 more than 
MQA's; TQA.16, 14.70; TQA.17, 15.90; TQA·18, 17.40; TQA·19, 
21.00; TQA.20, 23.40. 

UTC Ind., Net UTC Ind., Net UTC Ind., Nat 
Type Hys. Each Type Hys. Each Type Hys. Each 

MQA.I .007 $ 7.50 MQ8.1 .010 $12.90 MQD.6 .020 $21.00 
MQA·2 .012 7.BO MQB·2 .030 13.:10 MQD.7 .030 22.BO 
MQA.3 .020 B.IO MQB-3 .070 13.50 MQE.O .004 6.90 
MQA.4 .030 B.40 MQ8-4 .120 13.80 MQE·I .007 7.20 
MQA·5 .050 B.70 MQB-5 .SO 14.10 MQE·2 .012 7.50 
MQA.6 .070 9.00 MQB-6 1.0 14.40 MQE·3 .020 7.BO 
MQA·7 .120 9.30 MQB.7 2.0 14.70 MQE.4 .030 7.S0 
MQA-B .20 9.60 MQ8.S 3.5 15.00 MQE·5 .OSO B.IO 
MQA.9 .30 9.90 MQB.9 7.5 15.90 MQE.6 .070 8.40 
MQA.IO .50 10.20 MQB·IO 12 16.BO MQE·7. .100 B.40 
MQA_ll .70 10.50 MQB·ll 18 IB.OO MQE.8 .150 B.70 
MQA.12 1.0 10.80 MQ8.12 25 19.20 MQE.9 .250 B.70 
MQA.13 1.5 11.10 MQB.13 40.0 21.00 MQE.IO .40 9.00 
MQA-14 2.5 11.40 MQB.14 60.0 24.00 MQE·l1 .60 9.00 
MQA·15 4.0 12.00 MQD.O .001 14.50 MQE.12 .90 9.30 
MQA.16 6.0 12.90 MQD.I .002 15.00 MQE.13 1.5 9.90 
MQA.17 10.0 13.80 MQD.2 .003 15.60 MQE·142.0 10.BO 
MQA.IB 15.0 15.00 MQD·3 .005 16.20 MQE·152.8 12.00 
MQA.19 22.0 IB.OO MQD-4 .007 16.BO MQE·16 4.0 13.50 
MQA·20 35.0 20.70 MQD-5 .012 18.00 

VARIDUCTORS 
These variable inductors are ideal for use 
in tuned circuits, equalizers, osciflators, etc. 
TYPE HVC:-Gives highest Q and stability; 
adjustable -70% to +200% of mean 
value. Hermetically sealed to MI L· T ·27 A .. 
2~2" x J1/a" x 1%2" h. (wt. 2 oz.). TYPE 
VIC:-Adjustable -45% to +85% of mean 
value; die cast case 1104" + 1%2" x lY1s" 

HVC VIC h. (wt. 5V2 oz.). 

Tve type inductors are identical to HVe units, but provide taps at 
30% and 50% of total turns - ideal for ocillalor circuits, etc. 

UTC Mean DC Net UTC Mean DC 
Type Hys. Mo. Each Type Hys. Mo. 

HVC·I .006 100 9.00 VIC.I .0085 75 
HVC·2 .015 60 9.00 VIC.2 .013 60 
HVC·3 .040 40 9.00 VIC·3 .021 50 
HVC-4 .1 30 9.00 VIC.4 :034 40 
HVC-5 .25 20 9.00 VIC·5 .053 35 
HIIC·6 .6 IS 9.00 VIC·6 .OS4 30 
HVC·7 1.5 10 9.60 VIC·7 .13 25 
HVC·8 4 7 9.60 VIC·B .21 21 
HVC·9 10 5 9.60VIC·9 .34 18 
HVe·IO 25 3.5 9.90 VIC·IO .54 IS 
HVC·l1 60 2 10.BO VIC·ll .85 12 
HVC·12 ISO 1.5 12.00 VIC·12 1.3 10 

VIC·13 2.2 8 
TVC·I .006 1 00 II. TO VIC·14 3.4 7 
TVe·2 .015 60 11.10 VIC·15 5.4 6 
TVC·3 .040 40 11.10 VIC.16 S.5 5 
TVC.4 .1 30 11.10 Vle·17 13 4 
TVe.5 .25 20 11.1 0 VIC·IB 21 3.5 
TVe·6 .6 15 11.10 Vle·19 33 3 
TVe·7 J.5 10 11.70 VIC·20 52 2 
TVC-B 4 7 11.70 Vle·21 S3 1.5 
TVe.9 10 5 11.70 Vle·22 130 I 
TVe·IO ,25 3.5 12.90 
TVe·l1 60 2 14.10 
TVC·12 ISO 1.5 15.30 

HIGH Q PRECISION INDUCTANCE DECADE 

01 CASE 

Nat 
Each 
6.60 
6.60 
6.60 
6.60 
6.60 
6.60 
6.60 
6.90 
6.90 
6.90 
6.90 
7.20 
7.20 
7.20 
7.50 
7.50 
7.50 
7.BO 
7.BO 
B.40 
9.00 

12.00 

Invaluable instruments for design and ex- ' 
peri mental work with tuned circuits, wave 
filters, and equalizers. The low hum pickup 
toroid coils employ a new permalloy dust 
core which, combined with special winding 
methods, provides very high Q, excellent 
voltage and temperature stability, and 
high self resonance frequency. The induct­
ance values are laboratory adjusted to 
better than 1% precision, with calibration 

length .............. 4'/2" 
Width ....... " ... ,.4%" 

noted on base. 
Height ............. 2%" 
Weight .......... 2 Ibs. 

Tvpe Induct. Optimum Max. Max. Ins. Test Net 
Na. Henries Range Q ACMA Volts RMS Each 

01·1 10 x .01 2·60 KC 200 500 SOO $42.00 
01·2 10 x.1 .25·20 KC 200 ISO 500 54.00 
01-3 l()Ox I .25·10 KC 200 50 -SOD 57.00 
DI-4 lOx 10 .2-1.5 KC 100 15 SOO 72.00 

UTe Page 7 © 1962 UTC 

@ U.C.P" Inc. Net The MASTER - 26th Edition. Page 1453 



SECTION 5600 

HI·FI & BROADCASTI 
ULTRACOMPACT HI.FI AUDIOS 

Small weight, wide range units. Level + 15 
dbm except where otherwise noted. Top and bot­
tom mounting. Die cast case, 1 V2" x 11/2" X 2" h. 
Weight, 1/2 lb. 

UTC 
Type Application 

A·IO Input 

A·ll Shield. Input 
A-12 Input 
A·1S Interstage* 
A·16 PI. to grid 
A·17 PI. to grid 
A·18 PI. to POp 
A.19 PI. to Pop 
A.20 Mixing 
A·21 Shield Mixing 
A·22 Tr. to line' 
A.23 Tr. to V.C.· 
A·24 PI. to line 
A.2S PI. to line 
A·26 pop to line 
A·27 Input 
A·28 Tr. to V.C. 

Primary 
Impedance, 

Ohms 

Sec. 
Imped., 
Ohms 

50, 125/150,200/250, 50K split 
333, 500/600 

50,200,500 50KCT 
Same as A-l0 80K split 
10K/2.5K split" 2K/500 sp. 
15K 60K 
15K, 8 ma 601<. 
15K split 80KCT 
I"K,8 ma 80K CT 
Same as A-l0 Some as pri. 
50,200/250, 500/600 Same as pri. 
500 CT SOO/125 spl. 
500 CT 16/4 split 
15K split See A-l0 pri. 
15K, 8 ma See A-l0 pri. 
30K CT See A-l0 pri. 
lOOK split See 1>.-10 pri. 
48CT,5 w. 16,8,4 

.... ) '''I'''' ."" '001'" ",,, A·35 Transistor 10K/2.5K sfllit 500/125 split 
A·36 Interstage 500/125 sp it 150/37.5 sfllit 
A·37 500/125 split 50/12.5 sp it 
A·38 100/25 split 40/10 split 

line to transist.600/150 split 2K/500 split A·39 
A·30 Reactor: 250 hys. @ 5 mat; 5 hy. @ 10 mat 
A·32 Keactor: 60 hys. @ 50 mai; 15 hys @ 30 matt 
A-33 Hipermalloy shield fits A units 20 db 

# 

a 

a 
a 
c 
a 
~ 

a 
c 
d 
e 

c 
f 
b 
c 
b 
b 

c 
a 

A-40 Power transformer: 115v 60 cycles to 2 6.3 CT -.2A Secs. 
A-41 Reactor: 240 Mhy. @ .2A, 6 ohms; 60 Mhy. @ .4A, 

1.5 ohms 

$13.20 

12.00 
12.00 

9.90 
9.90 

12.00 
12.00 
12.00 
14.40 
12.00 
9.90 
9.90 

12.90 
12.00 
13.20 
12.00 
10.20 
10.20 
9.90 
9.60 
9.60 
9.30 

11.10 
10.20 
6.60 
2.70 
9.90 
6.30 

• +30 dbm. t6K ohms. i1.5K ohms. 12K ohms. tt500 ohms. "8 mo. 
#Frequency response (±2 db), cps: a-20-20,000. b-30-20,000. 
c-40-20,000. d-IO-50,000. e-30-30,000. f-20-4O,000. 

HIPERMALLOY TR~~N5iFO;RMIERS 

Hipermalloy audio and 
power transformers are spe­

. cifically designed for port­
able and compact service. 
High fidelity though light 
in weight and dependable. 
The frequency character­
istic of the Hipermalloy 
audio units is uniform from 
30 to 20,000 cyeies. They 
incorporate a Hipermalloy 
nickel iron core and hum 
balanced coil structure. The 
rugged· die cast case is of 
high conductivity alloy fin­
islled in grey, arranged for 
mounting with the terminals 
either up or down. DC in 
Primary shown is maximum 
unbalanced. 

TYPE H·l CASE 
Length .... 2%" 
Width ...... I'Y, .. ' 
Height ..... 3'18" 
Mounting 

1% x 1''l1.'' 
Screws ..... 6-32 
Cutout 

1'Y1." dia. 
Unit Weight 

2lbs. 

TYPE H·2 CASE 
Length ..... 3Y1. " 
Width ..... 2'Y1 .. ' 
Height .... 3'12" 
Mounting 

2 x2%" 
Screws ..... 6-32 
Cutout 

2'Yt .. , dia. 
Unit Weight 

5lbs. 

LOW IMPEDANCE TO GRID AND MIXING TRANSFORMERS 
Units HaUled in Typo H·l Case 

Prim0d. Sec. 
UTC Applica- Impe. Imped. Level Net 
Type tion Ohms Ohms dbm Each 

HA·l00 Line to grid 50, 125/ 
150,200, 

60K split +18 $17.40 

250,333, 
500/600 

HA·lOOX As above but multiple alloy shields for +16 17.40 
low hum pick up 

HA·l01 Linetogrids Same as 120K split +18 22.20 
HA-loo 

HA.l01X As above but muliple alloy 80K split +16 18.00 
shields for low hum pickup 

HA·I03A Mike/mixer 2.5, 5.5, 10, 60K split +18 15.00 
to grid 15, 22, 30, 

38,60 60K split 
HA·l08* Mixing Some as Same as Prj +20 19.80 

HA-l00 
HA.l08X· As above but multiple alloy shields for +18 19.80 

low hum pick up 
HA·130X Line to grids. 30, 50, 60K Split +18 21.00 

200,250 

INTERSTAGE AUDIO TRANSFORMERS 
Units Housed In Type H.l Case, except HA.l07: in H·2 Case 

UTC 
Type 

HA·l04 
HA·l05 
HA.l06 
HA·l07 
HA.l37 

Primary Sec. 
Applica- Imped. Imped. 

tion Ohms Ohms 
PI. to grids 15K split 95K 
PI. to grid 15K 60K 
PI. to grids 15K split 135K 
PI's. to grids 30K 80K 
PI's. to grids aOK 68K 

Level Net 
Mw. Each 
100 $15.00 
100 21.00 
100 18.90 
600 27.00 
100 16.80 

LINEAR STANDARD TRANSFORMERS 
Guaranteed frequency response of ±1 db 20-20,000 
cps, ±1 db 7-50,000 cps on high level units, make 
these' ideal transformers for uniform frequency re­
sponse and low distoriion. High efficiency and 
dependability through shielding. Top and bottom 
mounting. 

LOW LEVEL TRANSFORMERS 
Type LS-l case, 2%" x 31/8~' x 31/4" h. Suffix X indicates multiple 
alloy shield. Weight, 3 Ibs. 

UTC Pri. Imp., 
Type Application Ohms 

Sec. mp., 
Ohms 

Level, Net 
dbm Each 

L5·10 Input ~u, 125/150,200, 60K split +19 $24.00 

LS-l0X Input 
LS.12 Input 
LS.12X Input 
LS·30 Mixing 
LS.30X Mixing 
LS·19 PI. to grids 
LS.21 PI. to Pop 
LS-40 PI. to Pop 
LS·25 Pop to Pop 
LS·27 PI. to line 
LS·50 PI. to line 
LS·51 pop to line 
LS.14X Lo-Z to grids 

250, 333, 550/600 
As above 
As above 
As above 
As above 
As above 

15K 
30K split 
15K,8 ma 
30K split 
15K,8 ma 

15K 
30K split 

2.5,5.5, 10, 15, 
22, 30,38, 60 

LS·26 Line to grids 5K 
LS·31 Line to line 30, 50, 200,250 

LS·32 Lo-Z to line 
LS·ISO. Line to line 
LS.ISI Line to line 
LS.140 70 db hybrid 
LS·!41 Hybrid' 
·H~;3';'s of coils. 

Same as LS-14X 
4K 
16K 

500/600 split 
500/600 split 

50K 
120K split 

80K split 
Same as pri. 
Same as pri. 

95K 
135K split 
135K split 
50K split 

See LS-l0 pri. 
See LS-l0 pri. 
See LS-l0 pri. 

SOK 

60K 
50, 125/150, 
200,250,333 
500/600 
Same as LS-31 
Same as LS-31 
Same as LS-31 
Same as pri. 
Some as pri. 

HIGH LEVEL TRANSFORMERS 

+17 
+19 
+17 
+23 
+20 
+20 
+20 
+20 
+23 
+23 
+23 
+24 
+17 

+23 

+23 

+23 
+23 
+26 
+18 
+18 

24.00 
27.00 
24.00 
24.00 
27.00 
19.50 
24.00 
33.00 
27.00 
24.00 
24.00 
27.00 
24.00 

27.00 

24.00 

33.00 
21.00 
21.00 
27.00 
21.00 

Sizes: LS-33, -34, -35, -47, -52, -54, -55, -56, -61, -63, 31/2" x 4V. .. ' 
x 4~'" h. (Wt., 71/2 Ibs.). LS-6U, -6L4, -48, -58, -65, -666, -667, 
5" x 5'Y16" x 4'Yt., h. (Wt., 15 Ibs.). LS-691, 13" x 153/.4" x 24" h. 
(Wt. 370 Ibs.). LS-692, 13" x 15%" x 28" h. (Wt. 520 Ibs.). 

UTC Pri; Imped., Level Net 
Each 

$24.00 
Type Appl ication Ohms Watts 
LS·33 Matching 50,125/150,200, a 20 

LS·34 
LS·47 
LS·48 
LS·6L1 
LS·6L4 
LS·58 
LS-52 
LS-5S 
LS-61 
LS-54 
LS-57 
LS·63 
LS-56 
LS-35 
LS-6S 
LS.666 
LS.667 
LS-691 
LS-692 

Matching 
Driver 
Driver 
pop output 
pop output 
pop output 
pop output 
pop output 
pop dutput 
pop output 
pop output 
pop output 
pop output 
EL-34's* 
6550's' 
P-p transistor 
P-p transistor 
Modulation 
Modulation 

250, 333, 500/600 
As above 
5K 
12K 
9K 
4,500/3,800 
2.5K/1.5K 
8000 split 
5K/3K split 
10K/6K split 
8000 split 
5K/3K split 
10K/6K split 
5K/3K split 
5KCT 43% taps 
3.3K CT 40% taps 
8 split 
8 split 
lD.t4oo 
4,/50 

a 
i 
i 
b 
b 
b 
b 
b 
b 

40 
20 
40 
30 
55 
40 
20 
20 
20 
20 

.c 20 
c 20 
d 20 
o 35 
o 60 
f 50 
d 50 
g 1,000 
h 2,500 

33.00 
24.00 
60.00 
36.00 
66.00 
57.00 
24.00 
24.00 
24.00 
21.00 
21.00 
21.00 
27.00 
24.00 
42.00 
21.00 
21.00 

600.00 
930.00 

tSecondary Impedance: a-I, 2, 2.5, 5, 7.5, 10, 
125, 200, 250, 333, 500/600 ohms. b-500, 333, 
30,20, 10,7.5,5,2.5, 1.2 ohms. c-30, 20,15, 10, 

d-6K, 5K, 4K, 1.8K, 1.5K, lK, 30, 20, 15, 10, 
_";_'.' .;;:;; .. 0 .--~.~- e-4, 8, 16 ohms. f-500 ohms split. g-4.5K, 

h-2.5K, 2K, 1.75K, 1.5K, 1.25K. i-Pri./'h 

UTC 
Type 

HA·113 
HA·114 
HA·133 

UTC 
Tl'pe 

HA·I34 

HA·135 

HA·I36 

Continued from bottom of prevIous column 
PLATE TO LINE TRANSFORMERS 

Units Housed in Type H~1 Case 

Prim. Sec. 
Imped. Imped. Level Net 

Application Ohms Ohms Mw Each 

to multiple I!n~ 15K split }50, 125/150,200, 210025 $2181 .. 0000 
La-Zto.m.ult,-Ime 30K . 250333500/600 160 21.00 
to multl-hne 15K Si>!I .. "t=-='==' ____ '-'-'_"'-_ 

OUTPUT TRANSFORMERS 
Units Housed in Type H·2 Case 

Prim. Sec. 
Applica- Imped. Imped. Lsvel Net 

tion Ohms Ohms Watts Each 
pop to 5K/9.4K 50, 125/150,200, 15 $16.80 
line 3K/5K 250,330, 500/600 18 
pop to 6.6K 30,20, IS, 10, 20 16.80 
V.C. 7.5, 5, 2.5, 1.2 
5881's 4,8,16 18.00 
screen .. 
laps 

POWER TRANSFORMERS 
Units Housed: HP-122 in Type H·l Case; HP·123 in Type H·2 Case 
UTC Applica- Psi. Volt Net 
Tvpe tion 5O/60a Hi-Volt Fil. Wind Each 

HP.122 Pre-amp 115 220-0-220 6.3 V.C.T.-.6A $12.00 
15Ma 6.3 V.C.T.-1.2A 

HP·123 Pre-amp 115 275-0-275 6.3 V.C.T.-.6A 12.00 
or Tuner 35Ma 6.3 V.C.T.-2A 

-------- Continued on next column ------=~-~--------------------=~= 
UTC Page 8 © 1962 UTC 

Page 1454 • The MASTER - 26th Edition Net U.c.P., Inc. \1" 



SECTION 5600 

• COMMERCIAL GRADE COMPONENTS 
AUDIO UNITS DIMENSIONS, COMMERCIAL GRADE "RC" CASE 

Performance insured during con­
stant usage due to the ruggedness 
of this vacuum impregnated com­
ponent with special sealing com­
pound_ Case, finished in light gray 
enamel, is ready for mounting on 
chassis_ (All audio components 
linear)_ 

Case 
No_ 

Base 
Dim_(Sq_} 

Mounting Ht_, +1fe, Cutout Unit Wt_ 
Dim_ (Sq_) -VIs Dia_ (Lbs_) 

RC-37 
RC-50 
RC-62 
RC-75 
RC-87 
RC-I00 
RC-112 
RC-I25 
RC-150 
RC-152 
RC-175 

11/e We 11/4 .35 
1~6 21,4 11/2 1/2 
I1f2 21f2 I1f2 1 
l1Y1& 2~e 1 ~e 11/2 
2332 31/4 2 21/2 
23/8 33/4 25/8 31f2 
21Y1& 41fe 2~e 5 
3 41/2 3 61/2 
30/1& 51f2 33,4 11 
41/e 51/2 4 151/2 
4~e 71/8 4 22 

SWINGING INPUT AND FILTER CHOKES 

UTC 
Type 
CG-40 
CG-44 
CG-45 
CG-4BC 
CG-IOO 
CG-I02 
CG-I04 
CG-I0B 
CG-IS 

Induct. 
Henries 

10 
30 

250 
75 
12 
12 
10 
10 
10 

DC 
MA 
200 
100 

15 
50 

150 
250 

, 350 
500 

1000 

CG-I01 25/5 ISO 
CG-I03 25/5 250 
CG-I0S 25/5 3SO 
CG-I09 25/5 500 
CG-111 100/10 2.5A 

DC Res. 
Ohms 
110 
400 

5000 
2200 

110 
100 
90 
52 
40 

110 
100 
90 
52 

.6 

Test Case 
Volts No. 
1750 RC-112 
1750 RC-I00 
1750 RC-87 
17SO RC-87 
2500 RC-125 
3000 RC-150 
5000 RC-152 
7000 RC-175 
9000 II1f2 x 43,4 

x 6~8 H. 
Wt.,40Ibs. 

Net 
Each 
$ B.I0 

6.90 
6.00 
7.50 
9.00 

13.20 
15.00 
27.00 
54.00 

2500 RC-125 9.00 
3000 RC- 1 SO 13_20 
5000 RC-152 15.00 
7000 RC-175 27.00 
1500 RC-87 11.40 

UTC 
Type 

CG-131 
CG-132 
CG-133 
CG-134 
CG-I35 
CG-235 
CG-I36 
CG-137 
CG-140 
CG-141 
CG-233 
CG-333 
CG-433 
CG-15 
CG-16 
CG-19 
CG-710 
CG-2L6 
CG-20 

CG-2,1 

CVP-l 

CVP-2 
CVP-3 
CVP-4 
CVP-5 
CVL-l 
CVL-2 
CVL-3 
CVM-O 
CVM-l 
CVM-2 
CVM-3 
CVM-4 
CVM-5 
CG-51AX 
CG-53AX 
CG-59AX 

Use 
t 
a 
b 
c 
d 
e 
f 

~ 
i 

~ 
k 
k 
I 
I 
I 
I 
I 
m 

m 

n 

n 
n 
n 
n 
p 
p 
p 
q 
q 
q 
q 
q 
q 

Pri_ Imped., 
Ohms 
15K 
15K 

30K CT 
50,200,500 
50,200,500 
50,200,SOO 
15K, SO, 200 
50,200, SOO 

15K 
30K CT 
30K CT 
30K CT 

5K CT 
8K CT 

3K/5K CT 
6K/I0K CT 

14K/20K CT 
9K CT 

5K CT, 43% 
screen taps 

3.3K CT, 40% 
screen taps 

3K/5K/6K/8K/ 
10K/,~4K CT 

SOO 
500 
SOO 

Any S)ass B 

15K 
3K/I0K/ CT 
50,200,500 

Level 
+28 dbm 
+30 dbm 
+32 dbm 
+30 dbm 
+30 dbm 
+28 dbm 
+30 dbm 
+28 dbm 
+30 dbm 
+32dbm 
+35dbm 
+35dbm 

lOw. 
20w. 
20w. 
20w. 
20w. 
30w. 
25w. 

SOw. 

12 w. 

30w. 
6Ow. 

125 w. 
300w. 
15w. 
40w. 
75w. 
12 w. 
30w. 
60w. 

125w. 
3OOw. 
600 w. 

5w. 
20w. 
20w. 

Case 
RC-
50 
62 
75 
SO 
50 
75 
62 
50 
SO 
50 
87 
87 

100 
100 
100 
100 
100 
125 
125 

150 

100 

125 
150 
152 
175 
87 

125 
150 
100 
125 
150 
152 
175 
* 
87 

112 
112 

Net 
Each 

$ 9_90 
9.90 

10.50 
9.00 
9.90 

12.00 
13.20 
8.40 
7.80 
9.00 
9.00 
9.00 
9.90 

12.00 
12.00 
12.00 
12.011 
13.BO 
15.00 

24.00 

13.20 

14.40 
21.00 
24.00 
39.00 

9.00 
10.50 
15.00 
10.50 
13.80 
18.00 
21.00 
39.00 

105.00 
9.00 

10.50 
10.BO 

(2 wdgs.) 2512.5 .5A 
CG-IC 25/5 1000 

.15 
40 

"7" x 12" x 9"; Wt., 60 Ibs. to-PI. to grid. b-PI_ to 2 grids_ c-
9000 111/2 x 43,4 54.00 2 pI. to 2 grids. d-Input, humbucking. e-P-p input, humbuck-

1< 6~8 H. ing. f-Input, mag. shielded. g-Dual input, humbucking. h-
Wt., 40 Ibs. Mixing. i-PI. to line. i-pop to line. k-Driver. I-Output. m------------------.....;..-------i Feedback output. n-Universal output. p-Universal matching. 

PLATE TRANSFORMERS 
Primaries for 105, 115, 220, 230 volts; 50/60 cycles. For reduced 
power, secondary can be cut in hc:llf, using 220 v. primary on 110 
volts; may be used on 25 to 43 cycles in this case. 

UTC 
Type 

CG-300 
CG-301 
CG-302 
CG-303 

High Voltage 
625-515-0-515-625 
580-530-300-0-300-530-580 
950-750-0-750-950 
1500-1235-400-0-400-1235-
1500 

Case 
DC Volts No. 
500/400 RC-150 
475/425/250 RC-152 
760/610 RC-175 
1250/1000 RC-175 
300 

Net 
Each 

$16.20 
24.00 
30.00 
36.00 

'q-Universal modulator. r-Universal driver. 

END CASTING UNITS 

UTC 
Type High Volt 

CG-304 1500-1 '135-0-
1235-1500 

CG-305 2400-1750-0-
1750-2400 

DC 
Volt 

1.25K lK 15 

Wt. Net 
W H Lbs. Each 

81/2 lO3/e 100 $141.00 

2K 1.5K 101/2 43,4 6~e 50 63.00 

-------------------------1 CG-306 as above 2K 1.5K 15 81/2 103/8 100 150.00 
POWER AND BIAS TRANSFORMERS 

Primary 115 volts, 50/60 cycles. DCMA is for choke input; reduce 
70% for condenser input. Filament 1 is 5 volts, 3 amps., and 
Filament 2 is 5 volts, 2 amps., except as otherwise noted. 

UTC 
Type 

CG-422 

CG-428 

CG-429* 

CG-431t 

CG-315 

CG-316 

High 
Voltage 

435-365-0-
365-435 
125-0-125 
500-0-500 
80-0-80 

600-525-0-
525-600 

500-400-0-
400-500 
80-0-80 

DC Filament 
Ma 3 
125 6.3 VCT-

3A 
25 

250 6.3 VCT-
1004A 

250 7.5 VCT-
3A, tapped 
6.3 VCT-
4A 

500 6.3 VCT-
1005A 

Filament Case Net 
4 No. Each 

2.5 VCT- RC-150 $21.00 
5A 

6.3 VCT- RC-152 24.90 
3A, tapped 
2.5 VCT-
3A 

6.3 VCT-
3A 

RC-152 24.90 

RC-175 36.00 

Tapped for any DC voltage from 15 to 
100 volts within 6%-250 MA, 

RC-125 

RC-152 

14.40 

21.00 Tapped for any DC voltage from 75 to 
400 volts within 6%-250 MA 

"Filament 2 is 6.3 VCT-3A. tFilament 1 is 5V-6A. 

CG-307 3500-3000-2400-0- 3K 2.5K 141/2 31/2 103/e 90 138.00 
2400-3000-3500 2K 

CG-308 as CG-307 3K 2.51( 161/2 81/2 lO3/a 125 162.00 

CG-309 as CG-307 2K 21 10 131,4 185 360.00 

CG-310 4600-4050-3500-0- 3K 2.5K 19 10 131/4 150 309.00 
3500-3050-4600 2K 

CG-311 1500-1235-0- 4K 3.5K 101/2 43,4 6~8 50 66.00 
3K 1235-1500 

CG-312 1800-1500-0- 1.25K lK 101/2 43,4 6~8 50 66.00 
1500-1800 1.5K 1.25K 

VARIPOWER AUTOFORMERS 
Simultaneous control of filament, plate and line voltage. Filament 
voltage control within 21/2%. Output voltage from 0 to 130 volts. 
50/60 cycles. Taps at 25, 55, 75, 95, 100, lOS, 110, liS, 120, 125, 
and 130 volts. 

UTC 
TYP,e 

eVA-l 
CVA-2 
CVA-3 

Watts Case Net 
Output No. Each 

150 RC-112 $12.00 
250 RC-125 14.10 
500 RC-150 18.00 

UTC 
Type 

CVA-4 
CVA-5 

Watts Case Net 
Output No. Each 

1000 RC-152 $21.00 
2000 RC-175 36.00 
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SECTION 5600 

MINIATURE, AMATEUR & PUBLIC ADDRESS TRANSFORMERS 
OUNCER AUDIO UNITS 

Standard and Plug-in Types 
UTC ouncer components provide wide range 
±I db, 30 to 2U,000 cps (except Nos. 0-'14 
and 0-15). In compact 7)'e" dia. case. No. 
0-16 has heavy shielding (case I lIt&" dia.). 
P-16 has 9 pin plug (1M.' dia.). Wt., 4 oz. 
max. 

UTe Applica- Pri. Imped., Sec.lmped., 
No. Each tion Ohms Ohms 

0-1 $7.80 Input SO, 200, SOD SOK 
0-2 7.80 pop input SU, 200, 500 SDK CT 
0-3 7.50 Input 7.:;/30 50K 
0-4 6.60 PI. to grid 15K 60K 
0-5 6.60 PI. to grid 15K, 2 ma 60K 
0-6 7.50 PI. to pop 15K 95K CT 
0-7 7.50 PI. to Pop 15K,2 ma 95K CT 
0-8 7.80 PI. to line 15K 50,200,500 
0-9 7.80 PI. to line 15K,2 rna 50,200,500 
0-10 8.40 pop to line 30K CT 50,200,500 
0-11 7.80 Cryst. out. 50K 50,200,500 
0-12 7.80 Mixing 50,200,500 50,200,500 
0-13 6.30 Reactor: 300 hys.; SO hys. @ 3 mat 
0-14 7.50 50:1 input 200 500K 
0-15 7.50 10:1 PIG 15K I meg. 
0-16 10.20 Shld. input 250 CT SOK 
0-17 1.50 Hipermalloy shield, 25 db, for Ouncers 
O-IB 7.80 Tr. intrstg. 10K split 2K split 
0-19 7.80Tr. intrstg. 10K split 4K split 
0-20 6.30 Tr. to line I.SK CT 500 split 
0-21 5.40 Tr. to V.C. 2K/4K CT 8/16 
0-22 5.40 Tr. to V.C. 0500/400 CT 4/3.2 
0-23 5.10 Reactor: 7 @ 3,3.5 @ 10"t 
0-24 5.10 Reactor: 1.6 @ 3, .B @ 10":1: 
0-25 8.10 Transist. 600/150 split 2K/500 split 

Input 
0-26 8.10 Transist.lnt. 10K CT 4 mo. 10K CT 
0-27 8.40 Transist.lnt. 10K CT 4 mo. SOO/125 split 
0-2B 8.40 Transi.t.lnt. 50K CT. 2 mo. 500/125 split 
0-29 8.70 Transist. Int. lOOK CT 1 ma.500/125 split 

or chopper 
0-30 B.l0 Transist.lnt. 500/125 split SOO/125 split 
0-31 B.l0 Transist.lnt. 0500/1205 split lSO/37.5 split 
0-32 B.l0 Transist.lnt. 500/125 split 50/12.5 split 
0-33 B,10 Transist.lnt. 100/205 split 40/10 split 

UTe 
No. 
P_I 
P-2 
P-3 

P-6 
P-7 
P-B 
P-9 
P-l0 
P-ll 
P-12 

Net 
Each 

$9.00 
9.00 
B_40 

B.4O 
B.40 
9.00 
9.00 
9.00 
9.00 
9.00 

P-15 9.00 
P-16 11.40 

"1.5 rna. to.5 mo. :j:Resis., 2675 ohms. §3.S mo. "2 mo. 
tt3 mo. #DC resis. 

DIMENSIONS, SPECIAL SERIES TRANSFORMERS 
UTC Special Series transformers are specifi­
cally designed for amateur and popu·lar· 
priced PA service. These units are finished 
in a rich, commercial type medium gray 
enamel. A recessed terminal strip is pro· 
vided, permitting above chassis or bread· 
board wiring in addition to standard chas-

G-T thru G-5 thru sis type. 
G·4 G-12 G.CASE SIZES 
Case -Height, In. Width, In. Depth, In. 
G-l 17)'8 2'% 13,4 
G-2 2~. 30/e 1'Y1& 
G-3 2Th 33,4 2%2 
G-4 21Y1& 4T/8 2~. 
G-5 33,4 31Je 41J2 
G·7 45/8 45/a 5Th 
G-8 40/8 5% 5% 
G·9 57)'8 5% 63,4 
0.10 57)'e 61/e 60/8 
G-ll 57)'8 61J2 7% 
G-12 101J4 7% 9T/4 

INPUT AND DRIVER TRANSFORMERS 
Type Ratio 
UTe Application Pri. to Sec. Level Case 
5-1 Plate to grid 1:31J2 +30 dbm G-2 
5-2 Plate to Pop grids 1:4* +30 dbm G-2 
5-3 PI. to 1 or 2 grids 1:4" +2Sdbm G·l 
5·5 Line to grid, humbkg. 1:16 +30 dbm G-2 
5·6 Line to grid, compact 1:16 +25 dbm G-I 
5·8 Driver pI. to Pop 2.66:1,5:1" 5w. G-3 
5·9 Driver Pop to Pop 2.25:1,3.6:1, 20w. G·4 

5:1" 
5-10 Driver Pop fa Pop 2.25:1' 5w. G-3 
*Center tapped. 

MATCHING. OUTPUT AND MODULATION UNITS 
UTC Pri. Imped., Level, 
Type Application Ohms t Watts Case 
5-11 PI. to line 15K a .205 G·2 
$.12 Line to V.C. .5K/2K/4K b 15 G-2 
5·13 Line to V.C. .5K/2K/4K b 30 G-4 
5·14 Output 2.SK/4K/7K/IOK c 10 G-2 
5·15 PP output 4K/5K/l0K CT c 12 G-2 
5·16 PP output 3K/6K/9/IOK CT c 30 G·4 
5·17 PP output 3.8K/4.S·5K CT c 55 G-5 
5-18 Univ. modu!. Any Class B d 12 G-3 
5-19 Univ. modulo Any Class B d 30 G-4 
5·20 Univ. modul. Any Class B d 55 G-5 
5-21 Univ. modul. Any Class B d 110 G-7 
5·22 Univ. modul. Any Class B d 250 G-9 

Wt., Lbs. 
I 
l1J2 
2 
3 
4Th 
8 

12 
21 
24 
31 
52 

Net 
Each 

$4.80 
6.00 
4.50 
5.10 
4.50 
6.60 
8.70 

6.60 

Net 
Each 

$5.10 
5.40 
7.80 
6.60 
7.20 
8.40 

12.00 
7.20 
9.30 

15.00 
21.00 
33.00 

tSecondary Impedance: 0-200/500 ohms. b-2, 4, B, 15 ohms. 
.-2,8, 15,500 ohms. d-Any Class C. 

SUB-SUBOUNCERS AND SUBOUNCERS 
Lead mounted (channel available as sepa­
rate item) miniature nickel i'ron core units 
for transistor or Vacuum tube circuits. Plastic 
mounted leads. SSO Sub-Subouncers: Ap-

140-10,000 cps; +20 VU except 
. (Y1," x 3,4" x 4%4"; wt., .02 

Approx. 2 db., 100-
inputs +10 VU. 
Ibs 

Input 
4.BO Interstage 
4.20 PI. to line 200/S00 
3.90 Output SO 
3.90 Reactor I ma 4400 ohms# 
4.20 Output ma 60 
3.30 Tr. intrstg. BO/1200 
3.90 Tr. intrstg. 2K CT 
3.00 Tr. to V.C. 16 ..... 

.... , .,:,. Tr. to V.C. 3.2 9 3.60 
10 3.00 Tr. to V.C. 10K, 2 ma 3.2 

. , , , . Tr. to V.C. 2K/4K CT B/16 10 '3.60' 
11 3.00 Tr. Output SOO/600§ 50/60 

, l' 2" " ... Transist. Int. 400/0500 CT 400/500 Split II '4.20' 
3.00 Tr. Output IK/1.2Ktt 050/60 ..... 
, , . , , Tra~sist. Int. 400/500 CT 120/1050 Split 12 4.20 

13 4.50 Input 200K IK , ,... . 
, .. , . Transist. Int. 400/500 CT 40/050 Split 13 '4.20 

14 4.20 Tr. intrstg. 10K/25K 200/500 CT 
. , , , , Transist. Int. BO/IOO CT 32/40 Split 14 '4.20' 

15 .4.20 Tr. intrstg. 20K/30K CT .8K/1.2K CT 
16 3.00 Tr. Output 1.2K/1.5Ktt 3.2/4 
17 3.30 Tr. Output IOK/12.5K'· 500/600 CT 
lB 3.30 Output 7.SK/9.4K CT 3.2/4 
19 3.30 Matching SOO CT 600 CT 
20 3.30 Output 1.5K CT 600 CT 
21 4.BO Chopper 200K CT I K CT 
22 3.90 Tr. intrstg. 10K/12K CT I.SK/I.BK CT 
23 3.00 Reactor: 4hys @ 5 ma, 650 ohms 
24 3.00 Reactor: 1.5 hys. @ 5 rna, 160 ohms 
25 5.10 Transist. Int. 10K/12K CT 10K/12K CT 
26 5.10 Transist. Int.40K/50K CT 400/0500 Split' CM' . '.30' 
eH .30 Mounting channel for any of above 
*1.5 mo. to.5 mo. :j:Resis., 2675 ohms. §3.5 mo. " 2 mo. tt3 mo. 
#DC resis. 

FILTER, SWINGING AND AUDIO CHOKES 

Type Henries Ma. DC Ohms 
Net 

Insul. Case Each 
S-23* 300 5 5000 1500 v. G-2 $4.50. 
5·24:j: 500 3 6000 1500 v. G-2 5.10 
5-25 30 30 800 1500 v. G-2 3.90 
5-26 12 60 250 1500 v. G·2 3.90 
S-27 25 75 3050 1500 v. G·4 5.10 
5·28 20 100 350 1500 v. G·4 6.30 
5-29 6 175 90 10500 v. G·4 5.10 
S-30t 4/20 175 90 1500 v. G-4 5.10 
5-31 6 225 100 2700 v. G·5 6.90 
5-32t 4/20 225 100 2700 v. ' G-S 6.90 
5·33 B 300 100 4000 v. G-7 9.30 
5-34t 4/20 300 100 4000 v. G-7 9.60 
5-35 B 400 60 05000 v. G-B 12.00 
5.36t 4/20 400 60 05000 v. G-8 12.00 
5·37 8 5SO 60 6000 v. G-8 15.00 
5-38t 4/20 550 60 6000 v. G-8 15.00 
5-80 50/10 Mhy 1.75A .5 500 v. G-l 3.90 
5-Bl 100/8 Mhy 2.5A • 6 1500 v . G-3 6.00 
(2Wdgs) 25/2 Mhy SA .15 
*Audio. tP.P. Audio C. T. tSwinging. 

FILAMENT TRANSFORMERS 
Primary Tapped 105, 115 Volts, 50-60 Cy. 

UTC Secondary Secondary Insula- Case Net 
Type Volts Current tion No. Each 
5·53 2.5 VCT 10 Amp lS00V G-3 $6.30 
5·54 5 VCT 4 Amp 2500 V G-3 5.70 
5.55 6.3 VCT 3 Amp 1500 V G-3 5.40 
5-57 2.SVCT 10Amp 10000 V G-5 9.00 
5·58 2.5 VCT 20 Amp 10000 V G·5 9.90 
5-59 5 to 5.205 VCT 13 Amp 5000 V G-5 9.30 
5-60 05 to 5.25 VCT 22 Amp 10000 V G-7 13.20 
5-61 7.05 VCT tapped 10Amp 3000 V G-5 10.20 

6.3 VCT 
5-62 10VCT lOAmi> 3000 V G·5 9.30 
5-63 14 VCT tapped 

12 VCT & 11 VCT 
10Amp 05000 V G-7 13.20 

Type Filament 1 Filament 2 Filament 3 Case Net 
5·64 2.5 VCT-SA 2.5 VCT-'SA 5 VCT-6A G-5 $10.80 
5·67 05 VCT-6A 6.3 VCT-54 G-5 10.20 
5-68 5 VCT-3A 6.3VCT-4A 7.5 VCT-5A G-5 10.50 
:f:S.70 6.3 VCT-5A 6.3 VCT-SA "s\iC;::'i2A G-5 10.20 
5·71 2.5 VCT6A 2.SVCT-6A G·7 15.00 
5·72 5 VCT-3A 05 VCT-3A 5 VCT-6A G-5 11.40 
'Insulation 10,000 v. t Insulation 5000 v. tlnsulation 3000 v. 

THIS GROUP CONTINUED 
ON FOLLOWING PAGE 

UTC PAGE 10 © 1962 UTe 
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~ __ R_E_P_LA_C_E_M_E_N_T __ T._RA_N __ SF_O_R_M_E~R_S ________________________ __ 
REPLACEMENT TYPE COMPONENTS CHANNEL FRAME FILTER REACTORS (FIG. E) 

The shells cmd brackets of these vacuum sealed components are Inductance ,shown is at Koted D.C.M.A.-Test Volts KMS: 1500 
finished in shiny black enamel. A number covers any Type Induct. Resist. Dimensions, in. Wt. Net 
replacement reqUirement. N H C t Oh W D H M Lb E h o. ys. urren ms s. ac A Fig. E R·55 6 40MA 300 2% 1o/e 1% 2 '/2 $1.65 

R·14 8 40MA 2.:>0 27/e 1112 1')1" 23/e 3/4 1.95 
F' C R·15 12 30MA 4~0 2~e 1'1. 1')1" 2% 3/.0 1.95 

~ .g." R·16 15 30MA 630 2~e 11/2 1')1" 2% 341 1.95 
Fig. A R.17 20 40MA 850 3~. 1% 2 2''Vt, 1 2.25 

R·18 8 80MA 250 3~. J5/s 2 2''Vt, 1 2.52 
Fig. 8 Fig. D R·19 14 100MA 450 3"/4 Ws 2~. 3'1e ]1/2 3.00 

R·20 5 200MA 90 4'1e 2'14 20/8 30/" 2112 3.60 
CONTINUED FROM PRECEDING PAGE R·21 90 4'1e 2'14 20/s 30/" 2'1. 3.60 

R·220 .6 33/4 Fie 2~, 3'1e 1112 4.20 COMBINED PLATE AND FILAMENT TRANSFORMERS 
Primary 115 V., 50-60 Cy. 

UTC DC Rect. Filament Filament Case Net 
Type Voltage 

S-39 490-400-0· 
400-490 
175 ma 

5-40 525-425-0-
425-525 
250 ma 

S·41 600-0-600 
200 ma 

600-525-0-
525-600 
300 ma 

V. Fil. No.1 No.2 

4001 5 V-34 2.5 VCT- 6.3 VCT-
310 6A 4A 

400/ 5 V-34 6.3 VCT- 6.3 VCT-
310 3A 3A 

475 5 V-3A 7.5 V 6.3 VCT-
tapped 2A 
6.3 V-3A 

480/ 5 V·6A 7.5 V 6.3 VCT-
400 tapped 3A 

6.3 V-3A 

PLATE AND BIAS TRANSFORMERS 
Primary 115 V. 50/06 Cycles 

No. Each 

G-7 $16.50 

G-7 18.00 

G-7 18.00 

G-7 19.50 

UTC 
Type 

2.5VCT-12A 
High Voltage 

DC 
Ma 

DC Net 
Voltages* Case Each 

S-44 
S-45 
5-46 
5-47 

5-48 

S-49 

5-50 
S-51 
S-52 

UTC 
Type 

R-41 
R-42 
R-43 
R-44 
R.45 
R-46 
R·64 

575-525-0-525-575 470/430 500 
900-7SO-0-750-900 750/620 200 
1000-750-0-750-1000 82~/600 300 
1500-1250-1000-0- 1275/1050/ 300 

1000-1250-1500 825 
1500-1250-1000-0- 1300/1075/ 500 

1000-1250-1500 850 
2100-1800-1500-0- 1815/1540/ 300 

1500-1800-2100 1275 
3OOO-2S00-0-2500-3000 2625/2175 300 
Any bias voltage from 15 to 100 ± 6% 200 
Any bias voltage from 75 to 400 ± 6% 200 

Size, Inches 
Rating L. W. H. 

85 watt capacity 3~, 20/e 3'1e 
125 watt capacity 3'1. 3 3'1. 
175 watt capacity 33/.0 3'14 37/e 
250 watt capacity 43A1 3'14 3~e 
SOO watt capacity 4% 3~e 4% 

1200 watt capacity 67/e 3~e 4% 
2500 watts, no cord 10'1. 43/.0 63/.0 

G-9 $25.80 
G-8 21.00 
G-9 24.00 
G-l0 33.00 

G-ll 39.00 

G-l1 36.00 

G-12 60.00 
G-5 12.00 
G-7 15.60 

to 

Wt., Net 
Lbs. Each 

4 $5.70 
5 6.00 
5';' 6.90 
6'/2 8.40 
12 12.00 
18 24.00 
30 45.00 

DOUBLE SHELL POWER TRANSFORMERS (FIG. B) 
Rectifier filaments 5 YO Its, 3 amps except R-l01, 2 amps. 

UTC High DC Amplifier Overall Wt., Net 
Type V. Mo. Filament Height Lbs. Each 

R·l0l 275-0-275 SO 6.3 v. CT-2.7A 3" 21/. $1.20 
R·l02 350-0-350 70 6.3 v. CT-3A 3%" 3'12" 7.50 
R·l03 350-0-350 90 6.3 v. CT-3.5A 310/16/1 41/2 8.40 
R.l04 350-0-350 120 6.3 v. CT-5A 37/e" 5'h 9.00 
R·l05 385-0-385 160 6.3 v. CT-5A 4~" 7 11.40 

VERTICAL SHELL POWER TRANSFORMERS (FIG. C) 
Rectifier filaments 5 volts, 3 amps., except R-l10, 2 amps. 

R·110 300-0-300 
R·ll1 350-0-350 
R·112 350-0-350 
R·113 400-0-400 

50 
70 

120 
200 

6.3 v. CT-2.7A 
6.3 v. CT-3A 
6.3 v. CT-5A 
6.3 v. CT-6A 

2'1. $7.20 
3'1. 7.50 
5';' 9.00 
8 13.20 

EXPORT VOLTAGE ADAPTER (FIG. D) 
Complete with cord and plug and special locking switch providing 
for line voltages of 105, 115, 125, 135, ISO, 210, 230, 2SO valls, 
42 to 60 cycles. Output vollage 115. 

Type Rating 
No. Walts 

R-47 
R-48 

85 
150 

4% 
4% 

W 

3 
31,4 

H 

3'12 
4 

Mtg. 
Dim. 

TV VOLTAGE REGULATOR (FIG. D) 

Wgt. Net 
Lb.. Each 

4'12 $10.20 
5'1. 11.70 

Complete with cord, plug, and special locking switch. Permits 
operation of 115 volt 50/60 cycle TV sets on line voltages of 85, 
90, 95, 100, 105, 110, 120, 125 V. 

Type Rating 
Na. Watts 

R-49 350 5 

W 

31,4 

H 

4 

Mtg. 
Dim. 

Wgt. Net 
Lbs. Each 

5 $12.00 

16 

TRANSFORMERS F) 
ideal for isolatln9 Ime noise. AL-UC sets, etc. Excellent electro­
static shielding l~uO volt breakdown test. Six foot cord and female 
receptacle, except R-77. 

Primary 110-120 volts 50/60 cycles-Secondary 110-120 volts 
Except R-97 220 volt Primary-120 volt Sec. 

Type Mtg. Wgt. 
Na. W H Dim. Lbs. 
R·72 3'/e 2x We 4 
R·73 3341 2'1.x2% 6 
R·74 3x3'12 12 
R·753x6 30 

(FIG. G) 
!he pe~fect answer to abnormal or fluctuating line voltage. Ad­
lust sWitch so thQt meter reads at red line and you know that your 
equipment is working at correct voltage. These units combine a 
tapped auto-transformer with a switch and meter in a compact, 
rugged assembly. The nine tap switch provides for line voltage 
of 60 to 140 volts on 115 volt output models and 160 to 240 
volts on 230 volt output model. All units are designed for 50/60 
cycles service and come complete with 6 foot input cord and plug 
and outlet receptacle. 
Type 
No. Primary Voltages 

Wgt. Net 
W H Lbs. Each 

R·78 
R·79 
R·80 
R·81 
R·86 

7 4 4341 6$17.70 
7 

101/4 
101/4 
101/4 

4 4% 6 18.90 
4 4341 13 22.80 
4 4% 21 33.00 
4 43/4 21 33.00 

t 60, 70, 

SIGNALLING CONTROL TRANSFORMERS (FIG. H) 
Primary llU-120 volts, 50/60 cycles-Secondary 

4/8/12/16/20/24 volts 
High power transformers suitable for operating relays, sirens 
horns, gongs, etc. from 115 V. 50/60 cycle line. These units have 
four secondary terminals providing 4, 8, 12, 16, 20 and 24 volt 
output. The volt ampere rating is based on the 24 volt secondary 
tap with corresponding reduction at the lower voltages. Under­
writers' approved ··primary leads are employed, and screw-type 
binding posts. 

Type 
No. W H 

PHOTOFLASH 
STANDARD 982 

Can be used for either standard (Amglo type) or trigger (Sylvania 
type) multiple flash tubes. Circuit details included with trans­
former. 
PF·l Primary for 115 volts, 50/60 cycles. Secondaries 
for power supply delivering 2200 volts DC to condenser 
up to 100 Mfd. Compound sealed in G-3 (p. 8) case 
2'1e x 23/4 (3341 including flanges) x 2'/2 inches high. 
Weight 2 Ibs. Net Each $8.40 
PF·3 Trigger Transformer 15 KV peak. ~e O.D.x3 long. 
Weight 2 oz. Net each: $6.00 

TRANSISJOR TYPE PF-6 

These are miniaturized light weight units for transistor type photo~ 
flash supply. 
PF·5 Primary for 115 volts. 50/60 cycles or for 41/2 V. battery 
switched by PF-6 inverter transformer. Output delivers 400 V. DC 
when used in voltage doubler circuit to charge photoflash capa­
~~~re~:,:i$il~Xo 40 watt-Sec.). G-l case (See Pg. 8). 

PF.6 Inverter transformer transforms 41,4 V. DC from battery to 
input for PF-5 stepup transformer. Ouncer case (See Pg. 8). 
Net each: $5.10 
PF·7 transformer. Shorting .25 mfd. capacitor (charged to 

V. DC) across terminals 1-2 produces 6 KV pulse at 
triggering flash tube. ~8" Dia. x '~6"; Wt. 1/2 oz. 

VARITRAN VOLTAGE ADJUSTERS 
Input 115 volts 50/60 cycles. Output continually adjustable from 
0-130 Volts through roller contact on exposed autotransformer 
winding. Regulation and efficiency and excellent, no wave form 
distortion. Output voltage is independent of load. Complete with 
line cord, switch, and receptacle ••• for loads up to 570 Watts 
...5A. 

Type 
No .. 

V.1·M with meter 
V·l without meter 

4~e 
4~e 

W 
9~s 
8 

Wt" 
H Lbs. 

3% 14 
3% 12 

Net 
Each 

$20.00 
'35.00 
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.1 SECTION 5700 

electron 
HELPFUL CHARTS & LITERATURE fREE: Write for CONDENSED 
TUBE CATALOG, information at a glance, rapid tube data refer­
ence tables, 25 pages of condensed information arranged 
for quick reference. Address your distributor or Amperex direct. 

6961 

· • 

· ................. · ........•..........•............................. 

! 
I \ 
I \ 

ORP60 ORP50 Z510M 

· · · 
· · 

5894 ••••......•..••..•••..........................................•••. 

18517 

7093 • EY88 : 6939 18515 ...••••.....•....•................................. ................ 

AI~'pere» 
The prices shown here are suggested list prices. For original equipment manufacturer prices, 
please write directly to the factory. 
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Suggested 
Type No. Resale Price 

BEAM POWER TUBES 
807 ..•..•.• $3.50 
6146 • . . . . .. 5.90 
6159 . . . . . .. 5.90 
PE06/40N . . .. 5.95 

DIODE, CLIPPER 
6339 ...... $44.50 

COUNTERS, GEIGER 
75N ....... $16.50 
75NB3 •...• 16.50 
90NB . . 27.00 
90N83 27.00 
90NB4 27.00 

100C .. 
100CB 
100HB ..... 
lOON ....• 
100NB ..... 
120C ....•. 
120CB ... . 
120N ..... . 
120N8 ... . 
1501'1 ....•. 
150NB ..... 
153C .. .. 
200C .. .,. 
200CB .. . 
200HB .... . 
200N .. ., 
200NB .. 
230C .. .. 
230N .. .. 
240C .. .. 
240N .. ., 
912NB .. 

COUNTING, 

27.00 
54.00 
58.00 
54.00 
43.50 
46.00 
90.00 
95.00 
90.00 
95.00 
61.00 
66.00 
91.00 
67.00 
71.00 
67.00 
56.00 
58.50 
43.00 
41.00 
43.00 
41.00 
53.00 

INDICATOR TUBES 
Z302C ...... $11.80 
Z303C . . . . .. 10.65 
Z502S • . . . .. 11.50 
Z510M ..... 11.00 
Z550M ..... 12.00 
ET51 ...... 61.00 
6370/ET .... 5.25 
6370/EIT . • .• 16.50 

DIODES, DAMPER 
:j:6AL3 .•.•.. $2.80 
:j:6R3/EY81 . • .. 2.80 
16AQ3 . . . • .. 2.60 

TWIN DIODE 
5726/6AL5W ... $2.10 

DIODE, VTVM 
6923 ...... $13.00 

IGNITRONS 
5551A . . . • . $ 65.00 
5552A . . . .. 99.00 
5553B 245.00 
5555 • . . . .• 316.00 
5822A .... , 116.00 
7585 . . . . .. 99.00 

TUNING INDICATORS 
1M3 ....... $1.95 
6BR5 . . . • . .. 2.45 
6CD7 . • . • . .. 3.65 
6DA5 ..... " 2.45 
6FG6 •...• " 2.95 
DM71 ....... 2.00 

KLYSTRON, REflEX 
2K25 •..... $39.50 

MAGNETRONS 
2J42 ••.•.. $ *. 
5586 • . . • •. 417.00 
6972 • . . • •. 325.00 
7091 . . . . .. ** 

PENTODES 
*:l:3EH7 ..... $ 2.90 
*:j:3EJ7 .•... 2.90 
*:j:4EH7 . • • ., 2.90 
*:j:4EJ7 2.90 
:j:6AU6 . . . . .• 2.10 
:j:6BA6 . . • . .• 2.00 
:j:6BQ5 •.•.. , 2.60 
:j:68X6 •.... 3.15 
6CA7 •••..• 5.60 
:j:6CW5 3.50 
:j:6DA6 • • . . .• 2.85 
*:j:6EH7 . . • •. 2.90 

@ U.c.P., Inc. 

SECTION 5700 

Suggested 
Type No. Resale Price 

PENTODES (Con't) 
*:j:6EJ7 ..... 2.90 
:j:8BQ5 ..... 2.60 
+45B5 . . . . .. 3.50 
828 . . . . . .. 27.60 
5654/6AK5W .. 3.45 
*5847 . . . . .. 17.50 
6007 ...... 1.50 
6008 ..•... 1.50 
6083 ...•.. 14.25 
6084 ..•... 3.75 
6227 ...... 3'L5 
:1:6267 . • . • .. 2.75 
6375 ••.... 11.50 
6686 •...•. 5.00 
6688 •..... 8.00 
6688A ..... , 8.06 
6689 ...... 4.50 
:j:7189 • . • . .. 3.60 
*7534 . . . . .. 16.50 
7693 ..... 4.20 
7694 ...... 4.20 
*7737 . . . • .. 9.00 
EFP60. • . . .. 8.75 
:j:EL37 . . . . •. 5.75 

PENTODE, DUO·DIODE 
:j:6DC8 .•.... $3.25 

TRIODE·PENTODES 
:j:6BL8 ...... $3.80 
:l:6BM8 . . • . .• 3.20 
:j:6DX8 .....• 3.20 
:j:6U8 . . . . . .. 3.30 
:j:50BM8 ..... 3.50 
7643 • . . • . .. 5.25 

PHOTOMULTIPLIERS 
50AVP ..... $ 62.00 
50AVP·SP 78.00 
5IUVP • . • .. 308.00 
52AVP . • . •. 120.00 
53AVP . • . •. 80.00 
53AVP·X . . .. 88.00 
53UVP . . . .. 462.00 
54AVP . . . .. 158.00 
55AVP . . . .. 210.00 
56AVP • .. 496.00 
56UVP . . . .. 696.00 
57AVP . . . •• 850.00 
58AVP . . • .. 850.00 
150AVP .•.. 62.00 
150AVP-SP •. 76.00 
150CVP .... 84.00 

RECTIFIERS 
:j:lS2A •.•... $ 2.75 
:j:5AR4 ..•.• 4.20 
:j:5RAGY . • • .• 1.90 
:j:6CA4 •.•.. , 2.10 
:j:6V4 •.•..• 1.50 
:j:6X4 ...... 1.65 
575A .....• 22.15 
673 . . . . . .. 22.15 
8020AX . . • .• 24.00 

RECTIFIERS, MERCURY 
857B ...... $235.00 
866AX . . . 3.10 
869B . . . . .• 160.00 
8698L . . . •. 160.00 
872AX . . . •. 11.65 
6508 • . . . .. 80.00 
6693 . . . . .• 25.00 
7136 • . . . •• 25.00 
8008AX ..• 10.65 

RECTIFIERS, XENON 
3828 •.••.. $ 7.60 
4832 ....•• 13.50 

VOLTAGE REFERENCE 
TUBES 

85A1/0E3 •... $2.75 
85A2/0G3 .... 2.50 
5651 .....•. 2.50 

VOLTAGE REGULATORS 
OA2 ••...•. $1.75 
082 •..•..• 1.90 
90C1 . . . . . •. 2.50 
15082/6354 . .. 3.00 
6354 • . . • . .. 3.00 

TETRODES 
4-125A . . . . . $ 36.00 
4-250A . . . .. 46.50 
4-400A . . • .. 48.00 
4CX2508 •.. 39.35 

Net 

suggested Suggested 
Type No. Resale Price Type No. Resale Price 

TETRODES (Con't) 
4CX250F ... 39.35 
4X150A .... 29.35 
4X150D .•.. 29.35 
4X2508 •... 36.50 
4X250F •.•. 36.50 
4X500A .•.. 128.50 
6075 .... 250.00 
6076 . . . . .. 305.00 
6079 . . . . .. 60.00 
6155 . . . . .. 36.00 
6156 ...•• , 46.50 
6883 . • • . . • 5.90 
6979 • . . . .. 42.50 
7527 • . . . .. 48.00 
7609 . . . . .. 29.35 
+7699 ....• 16.00 

TETRODES, BEAM 
813 ....... $21.10 
7378 ...... 45.00 

TWIN THRODES 
8298 ••.... $19.00 
832A .• 15.90 
5894 COMM •. 32.40 
5894 MIL. • .• 35.40 
5895 ..•.•. 18.50 
6252 •..•.• 32.40 
6360 COMM 6.30 
6360 MIL. . .. 6.70 
6907 ...•.• 32.40 
6939 ...... 14.00 
7377 ....•. 25.00 

THYRATRONS 
2D21 •....• $ 1.85 
3C23 .••... 11.98 
6328 ..•.•. 36.00 
5632/C3J . • .• 15.50 
5684/C3JA • .• 19.80 
5685/C6JA ••• 27.80 
5727 ...... 2.70 
AX260 ..•.• 150.00 

THYRATRONS, HYDROGEN 
6268 •..•.• $32.50 
6279 •.••.. 45.00 

THYRATRONS, MERCURY 
5557/FG17 ., $ 9.50 
5559 ....• , 23.00 
5560/FG95 ., 33.00 
5869 ..•.. , 25.00 
5870 • . . . .. 100.00 
6786 • . . . •. 200.00 
AX105/FG105 53.33 

THYRATRONS, XENON 
2050 ...... $ 3.35 
5544. . • • . •• 30.50 
5545 ...... 29.30 

TRIODES 
*:j:2ER5 •... $ 
*:j:2FY5 .•... 
*:j:3ER5 
*:j:3FY5 ...•• 
:j:6AT6 ...•. 
:j:6AV6 ...•. 
*:j:6ER5 ••.• 
*:j:6FY5 
:j:6Q4 ..•... 
:j:6R4 •...•. 
356 .. 
450TH ..•.. 
450TL .. 
501R ..•.•. 
502 •.•.•. 
502R •.•••. 
504R .••.•. 
805 .••... 
810 ••••.. 
8llA ...••• 
812A ....•. 
833A ...... 
834 •.•..• 
838 ..•... 
845 ..... . 
849 ..•... 
849A ..•.•• 
880 •.•... 
889A .•..• 
889RA ...•. 
891 ..•.•• 
891R •....• 
892 ..... . 
892R •.•..• 
5604 ...... 

2.80 
2.80 
2.80 
2.80 
1.90 
1.65 
2.45 
2.80 
6.00 
5.10 

660.00 
77.00 
77.00 

225.00 
210.00 
235.00 
245.00 

20.10 
25.65 

8.10 
8.10 

53.65 
19.30 
20.00 
20.80 

185.00 
165.00 
595.00 
235.00 
370.00 
275.00 
430.00 
270.00 
425.00 
570.00 

TRIODES (Con't) 
5619 . • • . .• 423.00 
5658 . . . . ., 595.00 
5666 • . . . ., 280.00 
5667 . . . . .. 370.00 
5771 • . . . .. 660.00 
5823 . . . • . . 2.50 
*5842 .... , 17.50 
5866 ••... , 20.00 
5867 •.... , 30.00 
5868 . • . • .• 55.00 
5923 . . . • ., 165.00 
5924 . • • • .• 231.00 
5924A • . . ., 275.00 
6333 . • . . .• 290.00 
6445 • • . . ., 455.0.0 
6446 . • . . ., 305.00 
6447 •.•.. , 465.00 
6756 • • • . .• 388.00 
6757 . . . . ., 535.00 
6758 • . • . ., 173.00 
6759 . . . • ., 206.00 
6800 • . • . ., 350.00 
6801 •.... 505.00 
6960 ..... 150.00 
6961 •••.. 210.00 
6961A . . • ., 230.00 
7004 . • . • ., 160.00 
7092 . . . • ., 125.00 
7237 • • • • ., 180.00 
7459 . • . . .• 230.00 
7804 . . ., 440.00 
7805 . . . . ., 402.00 
7806 . . • . ., 795.00 
7807 . . . • .. 584.00 
HF200 .•.. , 49.50 
HF300 40.50 
T8L2/400 • .. 250.00 
T8L2/500 . ., 270.00 
Z83200 .... 395.00 

TRIODE, INDICATOR 
6977 .....•. $3.50 

TWIN TRIODES 
*:j:4ES8 . . . . . . $4.55 
6AL5W . • . . .. 2.10 
:j:6AQ8 ..•.. 2.60 
*:j:6DJ8 • . . . •. 2.45 
*:j:6ES8 . . . . .. 4.55 
*:j:6GM8 .... 4.55 
:j:6J6 . . . . . .. 2.80 
:j:9AQ8 ..••. 3.10 
:l:12AT7 . . . . .. 3.05 
:l:12AU7 . . . . •. 2.45 
:j:12AX7 ....•. 2.55 
:j:17EW8 •••. 2.60 
5920 •.... , 2.95 
6085 ..•.. , 3.75 
6201 . . . • .. 4.20 
6211 ....•• , 2.35 
6463 . . . . • .. 3.50 
*6922 . . . . . .. 5.50 
*6922 MIL. • •. 5.50 
+7025 ...•.• 2.90 
7062 • • . . . •. 2.40 
7119 . . . . • .. 3.15 
*7308 . . • • • •. 6.00 
7316 . . . . • •. 2.00 
E92CC .•••.. 2.40 

TRIGGER TUBES 
COLD CATHODE 

7710 •.•.... $1.95 
7713 • • . . . .. 4.30 
Z50T . . . • • •. 2.20 
Z70Uj7710 •. , 1.35 
Z70W/7709 .•. , 2.10 
Z71U/7711 • . •. 1.95 
Z300T ..•..• 4.95 
Z803U ...••. 5.50 
Z805U/7714 . .. 2.35 

PHOTO 
CONDUCTIVE CEllS 

ORPll ..•.• $ 2.95 
ORP30 •.•.• 3.80 
ORP50 .••.• 1.95 
ORP60 •...• .75 
ORP61 .•..• .75 
ORP90 .•.. 1.95 
61SV •.•.. 22.00 

PENTAGRID 
6687 ••..••. $1.55 

BEAM DEFLECTOR TUBE 
6218 •.•... $15.00 
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SECTION 5700 

AUTOMATIC 
REGULATION 

What It Is! 

The AMPERITE Ballast-Regulat­
ing Tube is an automatic 
"rheostat" designed to keep the 
current in a circuit at a defPnite 
value, for example, 0.5 amps. 

• MINIATURE 
Should the supply voltage 10-

crease, this Ballast-Regulating Tube will 
automatically increase in resistance to 

STANDARD take up the increase in supply voltage. 

Bein"g a constant current device, the AMPERITE 
Ballast-Regulating Tube can be used only to regu­
late a constant load-fixed wattage. Thermostatic 
relays can sometimes be included in these regu­
lators to reduce initial surge. 

We strongly recommend that you send us your 
specifications on special problems, and let us 
recommend the BALLAST TUBE you need. 
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1/ I.. 150% appraJC increase in 
1 - - volfage aCioss ~"as~ - - .. 

1 

1 2 345 6 7 8 9 W II ~ ~ 

Voltaqe Across Ballast TubQ-Volts 

@= Threshold Current & Voltoge 

Characteristic curve of a typical Amperite. Approximate curve of any 

other Amperlte can be obtained by multiplying or dividing the current 

or voltage scale by any number. 

Standard Types of Amperite Ballast Tubes ____ Net $1.80 

Amperite NE70V Neon Lamp __________________________ Net $1.80 

D6-LI<J IlIc() *3T4 4AIO 6-3 
*D6T4 11122 *:rr4A 4-12 6-4 

**D6TK7 **2'1'1{7 H3'£F4A. 4H3 6-4A 
**D6TFIO 2AIO **3'!'F4 4H4 6-4B 
**D6TF30 2AI2 **3'L'FV4 4H40 *6T4 

D7-20 2A20 3V4 **4HTF4 *6T4F 
D7H4 *2Hl]'2 3-7 **4HTF1 **6TF4 

*D7HT4 2H4 "'*3'rF7 4HIO 6-7 
*D7HT11 *2HT4 3AIO 4H11 **6TF7 

1AIO **2HTF4 3-11 5EI 6-8B 
"ITFIO 2HIO 3HU '*5TF2 6AIO 

1-15 3·-2 *3TU 5-4 6-11 
*IHT2 **3TF2 3'.rF11 **5TF4 6-12 
*IHT4 **3TI{2 "*3TF12 5AIO 6-13 

IHIO 3-4 3-14 5-11 6AI5 
**lHTFIO 3H-I-7 3-16 5-16 6-36, 
*lHTll 3H4 3A20 5H3 6H4 

**lHTFll **3HTF4 3H-25 5H4 **6HTF4 
3-38A 5HIO 6H6 
3-5OA 5H11 

*T denotes T5Y2 bulb-7 pin miniature, e.g., ST4. 
··TF denotes T6Y2 bulb-9 pin miniature, e.g., STF4. 
Base Wiring: Octal, 7 and 9 pin miniature-prongs 2-7. 
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7-4 9-4A 12-4 
**7TF4 9-7 12-7 

7AIO 9-8 12AIO 
7-11 9AIO 12-11 

**7HTF2 lOTI 13-4 
**7HTFS **10TF2 15-2 
**7HTF4 10-3 15-4 

7H4 10-4A 16-4 
7H4B 10-4B 17-3 
7H7 10-40 20-3 
7H11 10-4D 20-4 

**8TF2 10-4E 22-4 
8-3B 10AIO 24-3 
8-4 IOAI2 34-2 
8AIO 10-25 35-4 

**9TF2 11-3 40-6E 
9-3 11-4 41-7E 
9-4 llAIO 55-I 

11-11 55-4 

AMPERITE NEON LAMP 

TYPE NE70V Net $1.80 

Net 

ADVANTAGES 

Light ... Compact ... No Moving Parts (Will with­

stand vibrations of lOG min.) (Not affected by altitude 

or humidity changes) .. ' . Can Be Changed as Easily as 

a Radio Tube .•. Operates Equally Well on AC or DC 

Inexpensive. 

CAPACITIES AVAILABLE 
Current values of 60 mao to 5 amps; threshold voltage 

0.4 to 40 V. Maximum dissipation per AMPERITE 60w 

per tube (ST19 bulb). Any number of AMPERITES with 

the same voltage range can be operated in parallel. 

AMPERITES should not be used in series. 

AGEING 

AMPERITE Ballast Tubes may change approximately 

up to 3% in current if aged for 4 to 8 hours, at 

maximum voltage. They will change very little there­

after. 

LIFE EXPECTANCY 

Average life if operated as 
recommended .............. 2000 Hours 

If operated continuously at maximum 
voltage ... 1 000 Hours 

If operated continuously at 80% 
maximum voltage. .5000 HOUr! 

If filament is operated below glow 
point ....... 5000 Hours up 

I n operation, the Amperife filoment starts to glow at 

one point; as the voltage is increased, the glow spreads 

over the entire filament. Like incandescent lamps, turn­

ing Amperite an and off reduces its life, especially if 

operating near its maximum voltage, 

TIME LAG CHARACTERISTICS 

Time lag encountered in an Amperite Ballast Tube de­

pends upon the wattage consumed by the ballast and 

the size of the bulb. Where the wattage is small for 

the size of the bulb, the action can be made practically 
instantaneous - less than 1 second. In such cases the 
bulb will remain at practically ambient temperature.· 

When the wattage is high enough to heat the bulb to 
a temperature uncomfortable to the hand (160'F) the· 

lag might be as much as sever,,1 minutes for final read­

ings-but normally reaches within 90% of final readings 

within a few seconds. 

AMPERITE NUMBERING SYSTEM 

In general, the AMPERITE number approximately denotes 

the current-voltage threshald value. For example: 

AMPERITE NUMBER 3-4 3H4 10-7 

THRESHOLD CURRENT 0.3 0.35 1.0 

TH RESHOLD VOLTAGE 4.0 4.0 7.0 

12-11 

1.2 

11.0 

12Hl1 

1.25 

11.0 

We strongly recommend that you send us 
your specifications on special problems, 
and let I,IS recommend the BALLAST TUBE 
you need. 
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SECTION 5700 

AMBIENT EFFECTS 

Ambient temperature variation of _50° to +70° C will change 
the current value of an Amperite approximately 2% on 
regulating portion of cllrve as shown directly below. Being 
hermetically sealed the Amperite is not affected by altitude 
or humidity changes. 

We strongly recommend that you send us your 
specifications on special problems, and let us 
recommend the BALLAST TUBE you need. 
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Amperite Ballast-Type 6-4 current voltage characteristic under 
ambient conditions of _55°, 24°, and 85°C. The percentage 
change with ambient is approximately the same with all type 
Amperite ballasts. 
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This diagram illustrates for superior regulating characteristics 
of the Amperite Ballast-Regulating Tube. 

STANDARD SIZES available for various wattage consumption 
•.• For good regulation, a bulb should not be required to 
dissipate more than 50% of maximum wattage. 

S'lr SUB. MIN. L 

MAX, WATTS 2 w, 
WT, PER TUBE 2 G"S. 

(i') U.c.P., Inc. 

T5fS 
3 

7 GMS. 8'MS, 8 GMS, 

T9 

12 
I oz. 

Net 

BATTERY CHARGING AND DISCHARGING 
Amperite Ballast Tubes are very successfully used for keeping 
the current constant in charging and discharging batteries. Any 
number of Amperites of the same voltage range can be placed 
in parallel to obtain proper current. The current can be 
kept to ± 1 %. Advise voltage variation and currents desired. 

70V. TAP 

w 
C> 

~ 7V 
o 
> 

1/5 V. A.c. 
INPUT 

~ AMPERITE-NE 70V 
9 6_ ~ ____________ ~N~EO~N~L~AM~P ______ ~~~ _____ ----

LINE' VOLTAGE INCREASES 40 'Yo 
SECONDARY VOLTAGE INCRfiASES 2 0/0 

5V~~-----&~O------~90~----~'O~O----~'~'O~--~';'20;---~13~O 

LINE VOLTAGE 

A light; compact, and inexpensive method of obtaining close 
regulation is to use an Amperite Ballast Tube with an Amperite 
Neon Lamp-type NE70V. Base octal·base' wiring-prongs 2-5. 
One NE70V is used for all loads up to 100W. 

POWER SUPPLIES 
We strongly recommend, for any particular application, to 
fill in and return one of our special problem sheets (ASP 343) 
and ,permit us to recommend the most suitable AMPERITE. 

Pow. I Supply Dry CeUs 6 Volts 12 Volts 26 Volts 115 Volts 

Supply 
2.2-3.0V S.S-7.SV 11.4-13.8V 22.0-30.0V 10S-12SV Variation 

Desired 
6.1- 604V 12.4·12.8V 90- 9SV on Load 1.8-2.0V 3.9-4.1 V 

Required on 
AMPERITE Oo4-1.0V 1.6·3.4V 5.3· 7.4V 9.6-19.2V IS- 30V 

Current 
Variation .29-.32a .29·.320 .29- .320 .29- .32a .29-.32a 

The above chart shows the maximum load voltage for the given 
supply to obtain ± 20/0 current regulation on load. Better regula­
tion is obtainable by increasing the voltage· across the AMPERITE. 
Up to a point, the higher the percent of t~e supply voltage taken 
up by the AMPERITE, the better the regulatIon. 

Radio tube filament loads-have low cold resistance which causes 
a high initial surge. For such loads we recommend a bleeder of 
20 to 500/0 prox. of load and the corresponding Amperite. e.g. 

FILAMENT LOAD USE AMPERITE TOTAL CURRENT 
0.30 4HTF4 Oo4Sa 
0.60 8-4 0.80 
0.70 9H4 0.9Sa 

On Radio tube filament loads the bleeder will also improve the 
regulation. 

T-12 

ZO 
2t01 . 

ST-16 

30 

2t OI. 

ST-19 

60 
Zto •. 

The MASTER - 26th Edition. Page 1461 



Page 1462 • The MASTER - 26th Edition 

SECTION 5700 

ELECTRIC 
OA2WA VOLTAGE STABILISER 

OB2WA VOLTAGE STABILISER 

2J42 MAGNETRON 

4J31 MAGNETRON 

4J50A MAGNETRON 

4J52A MAGNETRON 

4PR60A PULSE AMPLIFIER TETRODE (/Cl133) 

85A2 VOLTAGE REFERENCE TUBE 

5894 POWER TETRODE 

6155 POWER TETRODE (!4-125A) 

6156 POWER TETRODE (/4-250A) 

6861 TRAVELLING WAVE TUBE 

7384 HYDROGEN THYRATRON 

SPECIAL PURPOSE TUBES FOR: 
Radar, Communications, Television Transmis­

sion, Microwave Systems, Heat Sealing, Com­

puters, Welding. 

COMPLETE LINE OF: 
Ignitrons, Klystrons, Magnetrons, Travelling 

Wave Tubes, Backward Wave Oscillators, Stor­

age Tubes, Thyratrons, Voltage Reference, 

Voltage Stabiliser, Power Triodes, Tetrodes and 

Rectifiers. 

SOLE U.S. AGENTS 

ELECTRONICSJ INC. 
NEW YORK, N. Y. 

© U.C.P., Inc. 



SECTION 5700 

EL Industrial Control Tubes 
A ready reference for reliable, temperature free thyratron and rectifier tubes. 

MAX. 
CONTINUOUS OSCILLOGRAPH 

AVERAGE PEAK AN()DE MAX. MAX. 
DC CURRENT INSTANTANEOUS INSTANTANEOUS 

OTHER ANODE CONTINUOUSLY PEAK PEAK 
DESIG CURRENT RECURRING FORWARD INVERSE 

TYPE NATIONS DESCRIPTION (AMPS) (AMPS) VOLTAGE VOLTAGE 

RECTIFIERS 

EL lC 3B22 Full Wave. A4·10 Base. Single End. 1.0 4.0 725 
EL 3B 6013 Half Wave. A4.10 Base. Anode Cap. 2.5 20 920 
EL 3C 4B24 Full Wave. A4.81 Base. Single End. 2.5 10 725 
EL 3C/L 6982 Full Wave. Lug Type Base. Single End. 2.5 10 725 
EL 6B 5892 Half Wave. A4-81 Base. Anode Cap. 6.4 77 920 
EL 6B/L 6983 Half Wove. Lug Type Base. Anode Cap. 6.4 77 920 
EL 6C Full Wave. A4.81 Base. Single End 6.4 25.6 725 
EL 6F 6015 Half Wave. Panel Mounted. Flexible Leads 6.4 77 920 
EL 16F Half Wave. Panel Mounted. Flexible Leads 16 96 620 

THYRATRONS 

EL CIB 3C31 A4·10 Base. Anode Cap. 1.0 8.0 525 700 
EL CIB/A 5664 A4·10 Base. Anode Cap. 1.0 S.O 750 1250 
EL C1K 601.4 A4-10 Base. Single End 1.0 8.0 1000 1250 
EL C1K/B 7319 A4·10 Base. Single End. 1.0 8.0 2000 2000 
EL C3J 5632 A4.10 Base. Anode Cap. 2.5 30 900 1250 
EL C3J/A 5684 A4·10 Base. Anode Cop. 2.5 30 1000 1250 
EL C3J/L 7216 Lug Type Base. Anode Cap. 2.5 30 900 1250 
EL C3J/AL 7556 Lug Type Bose. Anode Cap. 2.5 30 1000 1250 

EL C4H·l A4·81 Base. Anode Cap. 4.0 50 1700 1700 

EL C4H-2 Pane·1 Mounted. Anode Cap. 4.0 50 1700 1700 
EL C4H·3 Lug Type Base. Anode Cap. 4.0 50 1700 1700 
EL C4H·4 Panel Mounted. Flexible leads 4.0 50 1700 1700 

EL C4H·5 Lug Type Base. Flexible Leod. 4.0 50 1700 1700 
EL CoC 6987 #4310 Base. Anode Cap. 6.4 77 2000 4000 

EL C6H·l A4-SI Base. Anode Cap. 6.4 80 1700 1700 
EL C6H.2 Panel Mounted. Anode Cap • 6.4 80 1700 1700 
EL C6H-3. Lug Type Base. Anode Cap. 6.4 80 1700 1700 
EL C6H·4 Panel Mounted. Flexible leads. ' 6.4 80 1700 1700 
EL C6H.5 Lug Type Bose. Flexible Lead. 6.4 80 1700 1700 
EL C6J 5C21 A4·81 Base. Anode Cap. 6.4 77 750 1250 
El C6J/A 5685 A4-81 Base. Anode Cap. 6.4 77 1000 1250 
EL C6J/F 6860 Panel Mounted. Anode Cap. 6.4 77 1000 1250 

EL C6J/L 6988 Lug Type Base. Anode Cap. 6.4 77 750 1250 

EL C6J/K 6864 A4·81 Bose. Anode Cap. 6.4 77 1000 1250 

EL C6J/KF 6871 Panel Mounted. Flexible leads. 6.4 77 1000 1250 

EL C6J/KL 6989 lug Type Base. Anode Cap. 6.4 77 1000 1250 

EL CI6J 5665 Panel Mounted. Flexible leads. 16.0 160 1000 1250 

El CI6J/A Panel Mounted. Flexible leads. 16.0 160 1250 1250 

RI'-'fl'l1> 
11'{CO~pO 

J<:, Ll'lC'l:~01'{S, 

~BW"'I<~ 
,~.J. 
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User 
Price 

2·01C $ 18.50 
2-25A 20.00 
2-50A 23.00 

DIODES 2-1500 38.55 

AND 
2-240A 42.85 
2-45OA 113.00 

RECTIFIERS 2·2000A 228.00 
250R 38.55 
253 37.25 
8020(100R) 21.50 
2XlOOOA 127.50 
2X3000F 168.00 

KY21A 26.75 
RX21A 25.75 

User 
Price 

PULSE 4PR60A $ 100.00 
4PR65A 35.75 

MODULATORS 4PR125A 50.00 
4PR250C 188.00 
4PR400A 60.00 
4PR1000A 145.00 
3CPL500A8 1518.00 
6C21 82.50 

User 
Price 

SK-300 $107.15 
SK-300A 107.15 
SK-400 17.65 
SK-500 20.70 
SK-600 11.90 

SK-602 11.90 

SK-610 12.65 

SK-620 16.80 

SK-630 18.85 

AIR SK-640 5.35 
SYSTEM 

SK·650 8.60 
SOCKETS 

SK-655 5.85 

SK·700 21.45 
SK·710 21.45 
SK·711 26.50 
SK·740 9.80 
SK-760 9.80 

SK·770 9.80 

SK-800A 55.70 
SK·810 55.70 
SK-890 65.00 

SK·900 68.55 
SK·1300 64.50 
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SECTION 5700 

Flla- Fila- Peak 
ment ment Inverse 

Voltage Current Voltage 
Volts Amps Volts 

5.0 0.35 1,000 
6.3 3.0 25,000 
5.0 4.0 30,000 
5.0 13.0 30,000 
7.5 12.0 25,000 
7.5 26.5 30,000 

10.0 25.0 75,000 
5.0 10.5 60,000 
5.0 10.0 15,000 
5.0 6.5 40,000 

26.5 2.2 25,000 
7.5 51.0 25,000 

2.5 10.0 11,000 
2.5 10.0 11,000 

Plate 
Dissi- Plate 
pation Voltage 
Watts Volts 

60 20,000 
65 15,000 

125 18,000 
250 50,000 
400 20,000 

1000 30,000 
500' 120,000 
300 30,000 

EIMAC POWER GRID 

Peak Average Plate 
Plate Plate Dissi-

Current Current pation 
Amps ma Watts 
0.010 1 0.1 
1.0 50 15 
1.0 75 30 
3.0 250 90 
4.0 500 150 
8.0 1000 450 

12.0 750 1200 
2.5 250 150 
2.5 350 100 
1.5 100 60 

25.0' 1250' 1000 
20.0 3000 3000 

3.0 750 
3.0 750 

Grid 
Plate Dlssi-

Current pation 
ma Watts 

18,000 3 

1000 3 5 
1800 3 5 
4000 3 5 
4000 3 10 
8000 3 25 
5000 3 25" 

15,000 3 50 

Screen By-Pass 
Capacitor 

At Eimac you'll find the most com-

plete line of power grid tubes avail-
able today: triodes, tetrodes, pulse 
modulators, diodes, zero-bias tubes, 
ceramic tubes, glass tubes. And there 
are more to come! Continuing Eimac 
projects are ever increasing the scope 
of power grid tube capabilities. 

Screen 
Screen Dissi· Filament Filament· Amplifi-
Voltage pation Voltage Current cation 

Volts Watts Volts Amps Factor 
1500 8 26.0 2.25 
2000 10 6.0 3.5 
2000 20 5.0 6.5 
2000 25 5.0 14.5 
2500 35 5.0 14.5 
2500 75 7.5 21.4 

7.5 5.5 700 
8.2 17.00 30 

Tube uuf Special Characteristics 
4CX5000A none 
4CX5000A; 4CWlO,000A; 4CX10,000D none 
4-400A; 4-250A; 4·125A; 4X500F none 
4-1000A none 
4X150A; 4X150D; 4X250B; 
4X250F; 4CX250B; 4W300B 

2700 

4X150A; 4X150D; 4X250B; 
4X250F; 4CX250B; 4W300B 

2700 

4X150A; 4X150D; 4X250B; 2700 
4X250F;4CX250B;4W300B 
4X150A; 4X150D;4X250B; 1100 
4X250F; 4CX250B;4W300B 

4X150A; 4X150D; 4X250B; 1100 
4X250F; 4CX250B; 4W300B 

4X150A; 4X150D; 4X250B; none 
4X250F; 4CX250B; 4W300B 
4X150A; 4X150D; 4X250B; none 
4X250F;4CX250B;4W300B 
(Screen by-pass capacitor 1100 

for use with SK·650) 
4CX300A 1100 
4CX300A 1100 
4CN15A; 4CX125C; 4CX300A 1100 
4CX300A none 
4CX300A none 

4CX300A none 

4CX1000A, 4CW2000A 1500 
4CX1000A, 4CW2000A 1500 
4CX1000A,4CW2000A 1500 

4X500A 650 
3CX10,OOOA1; 3CX10,OOOA3; none 
3CX10,000A7; 3CW20,000A1; 
3CW20,OOOA3; 3CW20,000A7 

Net 

No terminals grounded. 

No terminals grounded. 
(Special SK·600) 

Cathode terminals grounded. 

No terminals grounded. 
Screen by-pass capacitor 
plastic sealed. 

Cathode terminals grounded. 
Screen by-pass capacitor 
plastic sealed. 

No terminals grounded. 

Cathode terminals grounded. 

Plastic sealed. 

No terminals grounded. 
Cathode terminals grounded. 
Cathode terminals grounded. 
No terminals grounded. 
Integral chimney. No terminals 

grounded. 
Integral chimney, screen 

terminals grounded. 
No terminals grounded. 
Cathode terminals grounded. 
Cathode grounded. Screen 

isolated. 

No terminals grounded. 

CHIMNEYS 

SK-306 
SK-406 
SK-506 
SK-606 
SK-626 
SK-636 
SK-806 
SK-906 
SK-1306 

User 
Price 

$ 6.45 
8.60 

15.35 
.65 
.80 

7.07 
8.55 

11.43 
6.45 
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SECTION 5700 

TUBES and Accessories 

MAXIMUM RATINGS ELECTRICAL CHARACTERISTICS 
Plate Grid Screen 
Dissi· Plate Plate Dissi· Screen Dissi· Filament Filament Amplifi· 

User pation Voltage Current pation Voltage pation Voltage Current cation 
Price Watts Vults ma Watts Volts Watts Volts Amps Factor 

4·65A $ 28.50 65 3000 150 5 400 10 6.0 3.5 
4·125A 36.00 125 3000 225 5 400 20 5.0 6.5 
4·250A 46.50 250 4000 350 10 600 35 5.0 14.5 
4-400A 48.00 400 4000 350 10 600 35 5.0 14.5 
4-1000A 132.00 1000 6000 700 25 1000 75 7.5 21.0 
4CN15A 55.00 15 2500 2 400 12 6.0 3.0 
4CW2000A 218.00 2000 3000 1000 0 400 12 6.0 12.5 
4CW10,000A 576.00 10,000 7500 3000 75 1500 250 7.5 75.0 
4CX125C 55.00 125 2500 250 2 400 12 6.0 2.7 
4CX250B 39.35 250 2000 250 2 400 12 6.0 2.6 

TETRO DES 4CX250K 64.25 250 2000 250 2 400 12 6.0 2.6 
4CX250F 39.35 250 2000 250 2 400 12 26.5 0.56 
4CX250M 92.50 250 2000 250 2 400 12 26.5 0.57 
4CX250R 61.50 250 2000 250 2 500 12 6.0 2.6 
4CX300A 55.00 300 2500 250 2 400 12 6.0 2.7 
4CX1000A 156.00 1000 3000 1000 0 400 12 6.0 12.5 
4CX5000A 495.00 5000 7500 3000 75 1500 250 7.5 75.0 
4CX10,000D 550.00 10,000 7500 3000 75 1500 250 7.5 75.0 
4W300B 57.00 300 2000 250 2 400 12 6.0 2.6 
4W20,000A 1950.00 20,000 8000 15,000 60 1500 200 10.0 30.0' 
4X150A 25.00 250 2000 250 2 400 12 6.0 2.6 
4X150D 28.00 250 2000 250 2 400 12 26.5 0.57 
4X150G 58.00 250 2000 250 2 400 12 2.5 7.0 
4X250B 39.35 250 2000 250 2 400 12 6.0 2.6 
4X250F 39.35 250 2000 250 2 400 12 26.5 0.57 
4X500A 128.50 500 4000 350 10 500 30 5.0 13.5 
7580 45.00 250 2000 250 2 500 12 6.0 2.6 

PENTODE 4E27A/5·125B $ 50.00 125 4000 200 750 20 5.0 7.50 

2C39A $ 22.50 100 1000 125' 2 6.3 1.0 100 
2C39WA 32.00 100 1000 125' 2 6.3 1.0 100 
3C24 16.05 25 2000 75 7 6.3 3.0 24 
3CPNlOA5 32.00 10 3500' 3000' 2 6.0 1.0 100: 
3CX100A5 32.00 100 1000 125' 2 6.0 1.0 100' 
3CX100F5 35.75 100 1000 125' 2 26.5 0.22 100 
3CW20,000Al 560.00 20,000 7000 4000 100 7.5 100.0 5.5 
3CW20,000A3 560.00 20,000 7000 4000 250 7.5 100.0 20 
3CW20,000A7 720.00 20,000 7000 4000 500 7.5 100.0 200 
3CX10,000Al 468.00 10,000 7000 4000 100 7.5 100.0 5.5 
3CX 10, 000A3 468.00 10,000 7000 4000 250 7.5 100.0 20 
3CXlO,000A7 660.00 10,000 7000 4000 500 7.5 100.0 200 
3W5000A1 237.00 5000 6000 2500 50 7.5 51.0 5 
3W5000A3 225.00 5000 6000 2500 150 7.5 51.0 20 
3W5000Fl 243.00 5000 6000 2500 50 7.5 51.0 5 
3W5000F3 231.00 5000 6000 2500 150 7.5 51.0 20 
3X2500A3 200.00 2500 6000 2500 150 7.5 51.0 20 
3X2500F3 206.00 2500 6000 '2500 150 7.5 51.0 20 
3X3000A1 212.00 3000 6000 2500 50 7.5 51.0 5 

TRIODES 
3X3000Fl 218.00 3000 6000 2500 50 7.5 51.0 5 
25T 18.50 25 2000 75 7 6.3 3.0 24 
35T 21.50 50 2000 150 15 5.0 4.0 39 
35TG 36.00 50 2000 150 15 5,0 4.0 39 
75TH 30.00 75 3000 225 16 5.0 6.25 20 
75TL 30.00 75 3000 225 13 5.0 6.25 12 
100TH 23.60 100 3000 225 20 5.0 6.3 38 
100TL 23.60 100 3000 225 15 5.0 6.3 14 
152TH 75.00 150 3000 450 30 5 or 10 12.5 or 6.25 20 
152TL 75.00 150 3000 450 25 5 or 10 12.5 or 6.25 12 
250TH 38.55 250 4000 350 40 5.0 10.5 37 
250TL 38.55 250 4000 350 35 5.0 10.5 14 
304TH 64.50 300 3000 900 60 5 or 10 25 or 12.5 20 
304TL 64.50 300 3000 900 50 5 or 10 25 or 12.5 12 
450TH 77.00 450 6000 600 80 7.5 12.0 38 
450TL 77.00 450 6000 600 65 7.5 12.0 18 
592/3-200AJ 46.00 200 3500 250 25 10.0 5.0 25 
750TL 150.00 750 10,000 1000 100 7.5 21.0 15 
1000T 150.00 1000 7500 750 80 7.5 15.5 35 
1500T 279.00 1500 8000 1250 125 7.5 24.0 24 
2000T 387.00 2000 8000 1750 150 10.0 23.5 23 
7289 32.00 100 1000 125' 2 6.0 1.0 100 

Prices and specifications subject to change without notice. Write for complete specifications on any tube to: 
Power Grid Tube Division, EITEL·McCULLOUGH, INC., San Carlos, California. 

THERE'S MORE: For Eimac Microwave Tubes, other products, turn the page. 

'9 !J.e.p., Inc. Net The MASTER - 26th Edition. Page 1465 



SECTION 5700 

External Cavity Internal Ca .... ity Combination Cavity 

EIMAC 
POWER AMPLIFIER 

KLYSTRONS 
and Key Accessories 

User 
Price 

3K2500lX $ 2,360.00 
3K2500SG 2.950.00 
3K3000lQ 2,360.00 
3K50,000lA 4,200.00 
3K50,000lF 4,200.00 

POWER 3K50,000lQ 4,200.00 

AMPLIFIER 
3K21O,000lQ 23,500.00 
3KM3000lA 2,470.00 

KLYSTRONS 3KM4000lT 2,600.00 
3KM50,000PA 11,000.00 
4K50,000lQ 3,760.00 
4KM3000lR 2,420.00 
4KM50,000lA3 4,230.00 
4KM50,000LR 3,760.00 
4KM 170 ,OOOLA 20,500.00 
5K21O,000LQ 23,500.00 
6K50,000LQ 8,250.00 
4KMPlO,000LF 10,800.00 
4KP40,000SQ 13,000_00 
4KM50,000LF 4,230.00 

User Dissipa-
Price Frequency tion 

WL-120 $ 970.00 0.5 -1.20 kmc/s 20 kw 

TEST 
WL-130 1,030.00 0.35 -1.20 kmc/s 20 kw 
WL-140 1,090.00 0_225-1.20 kmc/s 20 kw 

LOADS WL-150 2,950_00 0.25 -0.75 kmc/s 100 kw 
WL-160 3,175.00 0.20 -0.75 kmc/s 100 kw 
WL-200 1,060.00 1.70 -2.40 kmc/s 24 kw 
WL-21O 2,950.00 0.75 -1.00 kmc/s 100 kw 
Wl-220 3,760.00 0.39 -0.46 kmc/s 150 kw 

At Eimacyou'll find the most advanced amplifier klystrons 
anywhere. For Eimac is the only manufacturer designing 
klystrons three ways to best meet specific performance 
requirements: internal cavity, external cavity and combination 
cavity. That's why these tubes are now in widespread use in high 
power applications the world over. And watch for klystrons to 
come-the result of Eimac's unmatched tube-making skills and 
complete developmental facilities. 

TYPICAL OPERATION MAXIMUM RATINGS 
Power Frequency Beam Beam 

output Power, Watts Gain Range Voltage Current 
CW Pulse db Mc Volts Amps 

1000 25 980-1200 7000 0_6 
1000 25 1700-2400 7000 0_6 
2000 30 610- 985 9000 0.75 

10,000 12,000 7 25 470- 580 20,000 2.5 
10,000 12,000 7 25 580- 720 20,000 2_5 
10,000 12,000 7 25 720- 985 20,000 2_5 
60,000 22 755- 985 30,000 10.0 

2000 30 375- 570 9000 0_75 
30,000 30 955-1220 24,000 3_3 

20,000 50,000 30 225- 400 30.000 2.5 
10,000 40 720- 985 20,000 2.5 

2000 45 610- 985 10,000 0.75 
10,000 50 400- 630 20,000 2,5 
10,000 50 610- 985 20,000 2.5 
75,000 150,000 45 300- 500 50,000 11.0 
75,000 55 755- 985 30,000 10.0 

6000 30 720- 985 20,000 2_5 
400,000 55 570- 630 70,000 22_5 

12,000,000 45 2856 235,000 105,0 
10,000 50 575- 750 20,000 2_5 

Max. User 

VSWR Price Tube 

1.15:1 AIR SK-100 $168.00 4KM3000lQ; 3KM3000lA; 
3K3000LQ 1.10:1 SYSTEM SK-110 168_00 3K50,000lA,F,Q; 3KM50,000PA; 1.15: 1 4K50,000lQ; 4KM50,000SG; 1.10:1 SOCKETS 6K50,000lQ; 4KM50,000lA; 1.12:1 4KM50,000LF; 4KM50,OOOLQ 1.10: 1 SK-200 142.00 3K2500SG; 3K2500LX; Cathode 1.20: 1 3KM4000lT socket. 1.13: 1 SK-1000 189.00 4KM170,000lA Cathode 

socket, 

Prices and specifications subject to change without notice, Write for complete specifications on any tube to: 
Amplifier Klystron Division, EITEL-McCULLOUGH, INC., San Carlos, California. 

THERE'S MORE: For Eimqc Power Grid Tubes, Eimac Microwave Tubes, turn the page, 
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User Output 
Price Power 

1K015CA' $618.00 70 mw 

REFLEX 1K015CG' 61B.00 70 mw 
1K125CA' 530.00 1.25 w 

KLYSTRONS 1K125CB' 530.00 loS w 
1K75CH' 810.00 0.2/1.0 w 
1K75CL' S10.00 0.2/1.0 w 
1K75CK' SlO.00 0.2/1.0 w 
1K20XD' 475.00 75 mw 
1K20XK' ' 475,00 75 mw 
1K20XS' 475,00 75 mw 
Y-222 , 240,00 100 mw 

VOLTAGE-
TUNABLE User Output 

MAGNETRON 
Price Power 

X747 , $7S0.00 100 mw 

TRAVELING 
WAVE User output 

Price Power 
TUBE EM-77S' $34S0,00 1.0 w 

SECTION 5700 

Resonator 
Voltage 
Volts 

350 
350 

1000 
1000 

550/750 
550/750 
550/750 

300 
300 
300 
350 

Anode 
voltage 
(Volts) 

600-2000 

Beam 
Voltage 

2750-3000 

EIMAC 

MICROWAVE TUBES 

At Eimac you'll find microwave devices that 
have set new performance standards everywhere. 
And behind the scenes, Eimac Microwave 
Engineers are hard at work opening 
new frontiers, developing new tube types. 

MAXIMUM RATINGS 
Reflector ELECTRICAL CHARACTERISTICS 

Resonator Cathode Voltage Heater Heater Frequency 
Dissipation Current Volts Voltage Current Range 

Watts ma (Typical) Volts Amps Me 
15 50 -250 6.3 O.S 5400-6000 
15 50 -250 6.3 O.S 5400-6000 

125 110 -285 6.3 1.5 3700-4400 
125 110 -335 6.3 1.5 4400-5000 
75 35/60 -150/-350 6.3 1.5 4300±50 
75 35/60 -150/-350 6.3 1.5 4300-0+75 
75 35/60 -150/-350 6.3 1.5 4300±50 
20 40 -150 6.3 1.0 10,000-10,700 
20 40 -150 6.3 1.0 9200-10,000 
20 40 -150 6.3 1.0 S500-9200 
20 40 -150 6,3 1.0 10,500-10,700 

Injection Injection 
Anode Cathode Anode Heater Heater Frequency 

Voltage Current Current Voltage Current Range 
(Volts) (ma) (ma) (AC or DC) (AC or DC) Mc 
0-500 3-20 0-1 6,3 1.0 450-1150 

Focus Focus F'requency 
Electrode Cathode Electrode Heater Heater Range 
Voltage Current Current Voltage Current iVIc 

0-60 25 ma 0,5 ma 6.3 0.6a 5000-11,000 

OTHER PRODUCTS 

PREFORMED 
CONTACT 

FINGER 
STOCK 

HEAT­
DISSIPATING 

CONNECTORS 

100lG 
IONIZATION 

GAUGE 

A prepared strip of silver-plated 
spring material, slotted and 
formed into a series of fingers 
deSigned to make sliding contact. 

Type 
HR-1 
HR-2 
HR-3 
HR-4 
HR-5 
HR-6 
HR-7 
HR-S 
HR-9 
HR-10 

Hole 
Diameter 

• 052 
.062 
.072 
.102 
.127 
.367 
.127 
.575 
.569 
.510 

Single Edge 
CF-100 
CF-300 
CF-500 
CF-900 

Double Edge 
CF-200 
CF-400 
CF-600 

Width 

'~6' 
1'%,' 
21/4" 

Klystron Types Width 
CF-700 '%,' 
CF-SOO '%,' x ~6' 

Used as contact between klystrons 
and externally-tuned cavities. 

SK-604A 
TUBE 

EXTRACTOR 
A spring-steel extractor for use with the 4X150 series, 4X250 series, 4CX250 
series, and 2C39 series tubes . 

VACUUM 
SWITCHES 

Single-pole double-throw switch within a high 
vacuum adaptable for high-voltage switching. 
Contact spacing .015". Switch will handle R-F 
potentials as high as 20 Kv. In D-C switching 
will handle approximately 1.5 Amps. at 5 Kv. 

Type 
VS-2 
VS-4 
VS-5 
VS-6 

Coils 
12V 
24V 

For measuring pressures from 10-3 to less than 
10" mm of mercury. 

HV-l 
DIFFUSION 

PUMP 

Triple-jet, air-cooled vacuum pump of the oil-diffusion 
type. Capable of reaching an ultimate vacuum of 4 x 10-' 
mm of mercury when used with suitable forepump. 

'Waveguide Output Fitting 
'Coaxial Output Fitting 
3Pulse 

'Convection liquid cooled 'TV Peak-Synchronizing Level 
'Cathode Current 'Plus 2250 watts bombarder power 
'Pulse-clipper service only 

Prices and specifications subject to change without notice. Write for complete specifications on any microwave tube to: 
Microwave Tube Division, EITEL-McCULLOUGH, INC., San Carlos, California. 

Plants also in San Bruno, California; Salt Lake City, Utah. 
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GZ34/5AR4, ECL82/6BM8 

MULLARD RECEIVING TUBES - PREFERRED TYPES 

Mullard EIA List Mullard EIA List Mullard EIA List 
Type Type Price Type Type Price Type Type Price 

DAF96 lAH5 $3.15 EF91 6AM6 $3.30 PL36 25E5 $6.10 
DF96 lAJ4 3.25 EF92 6CQ6 3.70 UABC80 3.75 
DF97 lAN5 2.80 EF93 6BA6 2.05 UCH81 1908 3.60 
DK92 lAC6 3.40 EF94 6AU6 2.10 UCL82 50BM8 3.05 
DK96 lAB6 3.40 EF95 6AK5 4.30 UF86 3.45 
DL96 3C4 2.85 EF98 6ET6 3.30 UL84 45B5 2.85 
DM70 1M3 2.05 EF183 6EH7 3.20 UY85 38A3 1.65 
EAA91 1.85 EF184 6EJ7 3.20 XC95 2ER5 2.50 
EABC80 6AK8 3.55 EK90 6BE6 2.25 6EU7 6EU7 2.75 
EAF42 6CT7 2.85 EL34 6CA7 6.20 7025 7025 2.75 
EB91 6AL5 1.85 EL37 6.65 7189 7189 3.05 
EBC81 6BD7A 3.50 EL38 6CN6 7.45 7247 17DW8 3.05 
EBC90 6AT6 1.90 EL41 6CK5 3.25 
EBC91 6AV6 1.70 EL42 3.25 
EBF80 6N8 3.10 EL81 6CJ6 4.35 
EBF83 60R8 3.60 EL83 4.10 
EBF89 60C8 3.25 EL84 6BQ5 2.45 
EC90 6C4 3.60 EL85 6BN5 5.80 
EC91 6AQ4 5.45 EL86 6CW5 2.85 
EC~2 2.45 EL90 6AQ5 2.25 , 
EC9.5 6ER5 2.45 EL91 6AM5 3.30 
EC97 6FY5 2.80 EL95 6DL5 2.30 
ECC33 5.90 EL821 6CH6 7.15 
ECC35 6SG7 5.90 EL822 6cb7 

7.65 
ECC40 4.10 EM34 3.95 

ECC81 12AT7 3.05 EM81 60A5 2.75 
ECC82 12AU7 2.50 EM84 6FG6 3.30 
ECC83 12AX7 2.55 EQ80 6BE7 5.30 MULLARD RECEIVING ECC84 6CW7 3.75 EY51 6X2 3.75 
ECC85 6AQ8 2.75 EY81 6R3 2.95 TUBES AtJAILABLE IN 
ECC88 60J8 4.30 EY86 6S2 2.95 
ECC91 6J6 2.80 EZ35 6X5 3.60 MATCHED PAIRS 
ECC189 6ES8 4.65 EZ40 6BT4 2.30 
ECF80 6BL8 3.95 EZ80 6V4 1.60 
ECF82 6U8 3.95 EZ81 6CA4 2.25 

ECH42 6CU7 3.10 EZ90 6X4 1.70 Mullard EIA List 
ECH81 6AJ8 3.25 FW4/800 7.95 Type Type Price ECH83 60S8 4.10 GZ30 5.30 
ECL80 6AB8 3.40 GZ32 4.70 

$13.40 ECL82 6BM8 3.10 GZ33 5.90 EL34 6CA7 
EL37 13.90 

ECL83 5.15 GZ34 5AR4 4.45 EL84 6BQ5 5.55 
EF37A 7.65 HBC90 12AT6 1.85 EL86 6CW5 6.50 
EF40 4.45 HBC91 12AV6 1.70 EL90 6AQ5 5.35 
EF41 6CJ5 2.90 HCC85 17EW8 2.80 
EF42 4.45 HF93 12BA6 2.10 EL95 60L5 5.35 

ECL82 6BM8 7.15 
EF55 6.75 HK90 12BE6 2.20 UCL82 50M8 7.15 
EF80 6BX6 3.25 HL92 50C5 2.20 UL84 4585 5.95 
EF85 6BY7 3.25 

. HY90 35W4 1.45 7189 7189 6.95 
EF86 6267 PCC88 4.65 2.70 PCF80 8A8 4.45 EF89 60A6 3.05 

MULLARD PREFERRED INDUSTRIAL TUBE TYPES 

75Cl $ 4.90 90Cl $2.80 
85A1 5.25 150C3 003 EL360 $6.60 
85A2 OG3 2.50 OH3-91 lCPl EN91 2D21 1.85 
90AG 13.30 El80F 6688 8.10 ME1400 6.75 
90AV 13.30 EC70 6778 3.60 T003-10 5861 28.00 

~ INTERNATIONAL ELECTRONICS CORP. New y",. N. Y 
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fERVlfE-DE!IGNED 

RECEIVING TUBES • Effective J,uly 7, 1961 1I{,"!I1 .t. ... 1,,1\1 ',II"dI'ID If,'ql' ftlll~" M',dI'III,!1C!!' AVi: .~¥)); '1111' JIf II/'Y:: I ,,_/Ir IU 111,11"'11,,11/ 

List I List \ List 1 List I List r List I List 
Type Price Type Price ., Type. Price =T=yp=e====p==ricer=T=y=p=e====p=r=ice, Type====p=r=ic=e=_ Type __ ~~_price 
OZ4----;-;::;-~~;~~~ ~BA~-...cc.... $ 3.70 /6DZl $ 4.95 16Y6G $ 3.45 /12B2:7 3.0519HVS $ 3,20 
OZ4A* 2.155AS8 3.50 '16BASA 3.55 16E5* 3.00 r'6Y6GT 3.45 12C5 2.35 19J6 3.15 
1A7GT 3.70 5ATS 3.25 6BC5 2.35 6EA7 3.50 7A4 3.55 12CS 5.65 19T5 3.35 
1AH4 2.9015AU4 3.40 6BC7 3.S0 16EAS 2.70 i 7A5 3.S5 12CA5 2.50 19X5 3.80 
1AJ5 2.90 5AVS 4.05 6BCS 4.00 6EBS 3.70 ',,7A6 3.45 12CCN5 22.4450 21EX6 5.55 
1AX2 3.05 5AW4 2.S0 16BD6 2.45 'j6EH5 2.35 ,7A7 3.60 12 R6 . 
183GT 2.90 58S 4.10 68E6 2.20 6EH7/ EF183 2.90 j7AS 4.70 12CTS 4.05 25AV5GA 4.10 
lDN5 2.20 58ES 3.30 6BF5 3.55 6EHS 3.20 17AF7 3.S5 12CU5 2.35 25AX4GT 2.S5 
1G3GT 2.90 58K7A 3.40 6BF6 1.S0 6EM5 3.05 7AG7 4.40 12CU6 4.45 258K5 3.65 
1H2 3.05 58Q7A 4.00 6BG6GA 6.50 6EM7 3.65 \ 7AU7 2.60 12CX6 2.50 258Q6GA 4.60 
1H5GT 3.05 58RS; 5BTS 3.30ea 68H6 2.70 6ER5 2.S0 784 3.05 12D4 2.75 258Q6GT8 4.60 
lJ3 2.90 58WS 3.40 68HS 3.50 6ES5 2.95 785 4.90 12D85 2.75 25C5 2.15 
1K3 2.90 58Z7 3.S0 68J6 2.60 6ESS 4.S5 786 3.60 12DES 3.35 25CA5 2.50 
1L4* 2.65 5CGS 3.20 68J7 3.15 6EU7 2.55 787 3.S0 12DK7 2.S5 25CD6G8 5.S5 
1L6 3.50 5CLS; 5CLSA 3.15ea 68JS 2.BO 6EUS 3.15 7BS 3.55 12DLS 3.55 25DK4 1.40 
1LA6 4.20 5CQ8 3.35 68 K4 7.30 6EV5 3.00 7C4 5.00 12DQ6A 4.20 25DN6 5.55 
1L84 "4.45 5CZ5 3.05 68K5 3.70 6EW6 2.30 7C5 3.50 12DQ6B 4.25 25DQ6 4.20 
1LH4 4.10 5DHS 4.05 68K7;8 3.35ea 6EW7 3.20 7C6 3.75 12DQ7 3.30 25EC6 5.70 
1LN5 4.20 5DJ4 2.20 6BL6GTA 3.95 6EX6 5.70 7C7 3.60 12DS7 3.40 25EH5 2.15 
1R5 2.70 5EA8 3.15 6BLS 3.S0 6EY6 3.00 7EY6 3.00 12DT8 3.75 25L6GT 2.30 
lS2A 3.00 5EUS 3.20 6BMS 3.05 6EZ5 3.25 7F7 4.00 12DU7 3.35 25W4GT 2.70 
lS4 3.S5 5FG7 2.S0 6BN4 2.50 6EZS 3.S0 7FS 4.S0 12DVS 3.55 25W6GT 3.10 
lS5 2.65 5GHS 3.15 68N6 3.00 6F5 3.65 7GS 3.90 12DZ6 2.50 25Z5 3.15 
IT4 2.50 5J6 2.S0 6BNS 2.70 6F6 4.20 7H7 3.90 12EA6 2.65 25Z6GT 2.90 
IU4 2.50 5T4 7.25 6BQ5 2.40 6F6G; 6F6GT 3.65~a 7J7 5.15 12ED5 2.50 34DG5 2.10 
IU5 2.20 5TS 3.40 6BQ6GA 4.35 6FG5 2.S0 7N7 3.55 12EG6 2.30 
1V2 2.10 5U4GA/ B 2.10 6BQ6GTB 4.35 6FG6* 2.95 7S7 4.75 12EK6 2.50 35A5 4.00 
1V6 3.S0 5U4G8 2.10 6BQ7A 3.95 6FG7 2.75 7X7jXXFM 5.S5 12EN6 3.05 35B5 2.65 
1X2A/B 3.05 5UB 3.30 6BRSA 3.50 6FH5 2.50 7Y4 3.20 12FB 2.75 35C5 2.15 
2A3 695 5V3 3.S5 68SB 3.75 6FMS 3.00 7Z4 2.95 12FK6 2.10 35DZB 3.10 
2AF4 4'05 5V4GA 3.50 6BUS 2.S0 6FQ5 245 SAUB 355 12FM6 2.05 35EH5 2.20 
2AF4A 4:05 5V6GT 2.20 6BVS 3.20 6FS5 3:10 SAWSA 3'65 12FQS* 3.00 35GL6 2.30 
2AF4B 405 5XS 3.25 6BW4 2.05 6FVS 3.15 SBABA 3'55 12FRB 4.35 35L6GT 2.40 
28N4 2'55 5Y3GT 1.75 6BWS 3.30 6FW5 3.90 SBQ5 2'45 12FXS 3.BO 35S/51S 3.55 
2CY5 2'SO 5Y4GT 2.45 6BX7GT 4.00 6FY5 2.BO SCG7 2' 50 12GA6 2.30 35W4 1.05 
2EN5 2'10 5Z3 3.05 6BY5GA 4.20 6GHS 3.20 SCGS 2'50 12GC6 4.20 35Y4 2.95 
2ER5 2'80 68Y6 2.50 6GK6 2.75 SCM7 2:S0 12H6 3.30 35Z3 3.00 
2FH5 2 '55 6A3 5.05 6BYS 2.S0 6GM6 2.40 SCN7 2.60 12J5 3.30 35Z5GT 1.S5 
2FS5 3'10 6A7 5.10 6BZ6 2.25 6GNS 3.75 SCS7 2.95 1122JKS5 3.30 36AM3 1.50 
3A2 3'70 6AS 5;SO 68Zl 4.00 6GYS 3.BO BCXa 3.70 12K7GT 2.95 42 3 S5 

· 6ASGT 4.S0 6BZS 4.45 6H6 3 50 4 05 . 
3A3 3.40 6AB4 2.15 6C4 1.S5 6HJS 3:30 ~~~~ 3.S0 12KS 4:S0 43 4.75 
3ASGT 5.90 6AB5/6N5 3.55 6C5 3.15 6HSS 2.S0 SGNS ~.~~ 12L6GT 2.45 50 5.60 
3AF4A i·g~ 6AB7/1S53 5.00 6C10e 3.60 6J5 3.10 9AU7 2'SO 12R5 2.60 50A5 4.25 
3AL5 . 6AC5G 2.00 6CA4 1.95 6J6 2.S0 98R7 2'75 12SA7 3.90 5085 2.65 
3~&~ i"}§ 6AC5GT 4.35 6CA5 2.50 6J7 4.55 9CLS 3'15 12SA7Y 3.55 50C5 2.15 
~82 6:60 6AC7 4.90 6CA7* 5.20 6JCa 2.90 9USA 3'30 12SC7 3.aO 50DC4 1.50 
3BA6 2 15 6AC7Y 4.90 6CB5A 7.50 6K6GT 2.50 10CS . 12SF5 2.65 50EH5 2.30 
38C5 2:35 66AAFD37G 25 .. 9S00 66CCDB66GAA 52.·S205 66 KKa7 4.35 10DE7 ~.~~ 12SF7 4.75 50FE5 3.65 

4.70 10EG7 . 12SG7 4.25 50HC6 2.30 
3BE6 2.25 6AF4 4.00. 6CE5/6BC5 2.35 6Kll'" ~:~~ llCY7 3.15 12SH7 3.65 50L6GT 2.40 

~i~i Hgl!~~i~* H~ !~giA H~ !t!g~: ~:~g g~~5 Hi mf~Y H~ ~g~~G Hg 
3BY6 2.35 6AG7 5.90 6CHS 3.60 6N7 4.55 12AC6 2.20 12SL7GT 3.75 §g~~gi 3:05 
~~~~ ~:~~ 6AG7Y 5.05 6CK4 2.BO 6Q7 3.95 12AD6 2.30 12SN7GTA 2.70 70A7GT 3.55 
3CE/3CB5 235 6AH4GT 3.45 6CL6 3.75 6S4A 2.05 12AE6 2.05 12SQ7 3.30 70L7GT 10.15 
3CF6 2'55 6AH6 4.65 6CLSA 3.15 6SSGT 4.40 12AE6A 2.05 12SQ7GT 2.65 

C 2' 0 6AJ4 9.S0 6CM6 2.55 6SA7 3.90 12AF3 2.S0 12SR7 2.65 75 5.10 
3 S6 2.4 6AK5* 4.20 6CM7 2.75 6SB7Y 5.35 12AF6 2.35 12SR7GT 2.65 SO 2.90 
3CY5 .S5 6AK6* 2.90 6CN7 2.75 6SC7 3.S0 12AG6 1.90 12V6GT 2.15 S3* 350 
3DG4 3.40 6AL3 2.95 6CQ4 2.S5 6SF5 3.10 12AJ6 2.05 12W6GT 3.00 . 
3DK6 22'240 6AL5 1.S5 6CQS 3.30 6SF7 4.75 12AL5 1.90 12X4 1.95 a4/6Z4 2.60 
3DT6 . 0 6AL7GT* 5.75 6CR6 2.40 6SG7 4.25 12ALS 4.00 13DE7 3.00 117L7GT 10.15 
3EA5 ~'~g 6AM4 5.90 6CS6 2.35 6SH7 4.05 12AQ5 2.40 13DR7 3.00 117N7GT 10.25 
3ER5 '2 6AMSA 3.25 6CS7 2.95 6SJ7 33.'5755 1122AATT67 13 .. 6055 13EM7 3.70 117P7GT 9.30 
3LF4 4. 0 6AN4 4.95 6CU5 2.35 6SK7 117Z3 2.50 
3Q4 2.90 6ANSA 3.70 6CU6 4.65 6SL7GT 3.50 12AU6 2.15 14A4 3.95 117Z6GT 4.40 
3Q5GT 3.60 6AQ5; 6AQ5A 2.15ea 6CUB 3.65 6SN7GT8 2.60 12AU7; A 2.45ea 14A7 3.95 5642 
3S4 2.65 6AQ6 2.40 6CW4 4.45 6SQ7 3.30 12AV5GA 3.B5 1486 3.60 5.00 
3V4 2.50 6AQ7GT 4.00 6CXS 3.65 6SR7 3.25 12AV6 1.65 148S 3.60 6973 4.50 
4AU6 2.20 6AQS 3.15 6CY5 2.S0 6SS7 4.20 12AV7 3.35 14GTS 3.00 7025 2.90 
48A6 2.05 6AR5 2.60 6CY7 2.95 6ST7 2.95 12AW6 3.30 14JGS 3.00 7027 5.25 
4BCB 4.05 6ARB 4.35 6CZ5 3.00 6SV7 3.65 12AX4GTA 2.70 14Q7 4.20 71S9A 2.65 
~~~~A l·gg 6AS5 2.40 6D6 4.35 6SZl 3.00 12AX4GTB 2.70 15EA7 3.55 7199 3.30 

· 6ASS 3.35 6D10e 3.75 6T4 4.55 12AX7 2.55 15EW6 235 
4BSB 3.S5 6AT6 1.90 6DA4 2.70 6TS 3.35 12AZlA 2.70' . 7247 2.S5 
48US 2.S0 6ATS 3.20 6DA5* 2.45 6TSA 3.35 1284A 2.70 17AV5GA 3.75 7355* 2.70 
j~~~ ~.~~ 6AU4GTA 3.60 6D85 2.60 6U5* 3.15 12BA6 1.65 17AX4GT 2.70 740S 2.15 

· 6AU5GT 4.30 6DE4 2.S0 6U6GT 2.45 128A7 3.95 17D4 2.75 75S1 * 
4CB6 2.25 6AU6A 2.10 6DE6 2.45 6US 3.30 12BD6 2.45 17DE4 2.90 3.S0 
4CE5 2.35 6AU8A 3.50 6DE7 2.95 6USA 3.30 128E6 1.75 17DQ6A; 8 4.20ea ECCS5/6AQ8 3.15 
4CE5/4BC5 2.35 6AV5GA 4.00 6DG6GT 2.50 6V3A 4.55 12BF6 2.20 17EWS 2.60 ECFSO/6BLS 3.S0 
4CS6 2.35 6AV6 1.65 6DJS 4.05 6V4 1.60 12BH7A 3.05 17H3 2.15 ECLS2/6BMS 3.05 
4CY5 2.85 6AW8A 355 128K5 400 EF1S /6 4DE6 2.65 6AX4GTA 2' 65 6DK6 2.35 6V6 5.00 128L6 . 18A5 4.10 4 EJ7 3.20 
4DT6 2.20 6AX4GT8 2'65 6DN7 3.50 6V6GT 2.15 128N6 ~:~g lSFW6 2.00 EL-34/6CA7 5.20 
4ES8 4.65 6AX5GT 2'95 6DQ5 7.65 6W4GT 2.40 12BQ6GA 4.45 lSFX6 2.15 EM-81/6DA5* 2.45 
4EW6 2.35 6AZS 4:20 6DQ6A; 6DQ68 4.10ea 6W6GT 2.S0 128Q6GT8 4.45 lSFY6 1.65 EMS4/6FG6 2.95 
5AMS 3.30 687 3.50 6DR7 2.95 6X4 1.65 128R7 2.95 19AU4GTA 345 EZSO/6V4 1.60 
5ANS 3.55 6BS 5.55 6D55 2.70 6X5GT 2.05 1128V7 3.05 19BF6GA 6:50 EZ-81/6CA4 1.95 
5AQ5 2.20 6BSG 3.65 16DT6 2.15 6XS 3.15 /128W4 175 j19CLSA; 19EAS 3.15ea GZ-34/5AR4 4.50 
5AR4 4.50 6BA6 2.00 ,6DTS 3.75 6X8A 3.15 128Y7A 3:05 19EZS 3.S0· IHCCS5/17EWS 2.60 

*Non-taxable type. ('GE Compactron (tm) type. 
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SECTION 5700 

_ ELECTRONICS INDUSTRIAL 1iA£e4. 

for Communications and Industry 
FOR BROADCAST COMMUNICATIONS AND INDUSTRY 

Type 

OA2 
OA3 
OA4G 
OB2 
OB3 
OC3 
003 
KC-1 
1A04 
1AG4 
1AH4 
1AJ5 
1C/3B22 
ID21/SN4 
C1K (See GL-60141 F-K) 
GL-1L21 
GL-1L33 
GL-1L36 
GL-1L38 
GL-1P21 
GL-1P39 
GL-1P40 
1P41 
1Q26A (Price on request) 
1V6 
2AP1A 
GL-2B22 
GL-2B23 
2BP1A 
GL-2C39B 
GL-2C39WA 
GL-2C40 
GL-2C40A 
GL-2C42 
GL-2C43 
GL-2C46 
2021 
2021W (See 5727/2021W) 
2E24 
2E26 
GL-2H21 
2X2A 
KC-3 
3AP1A 
GL-3B24W 
GL-3B28 
3BP1A 
GL-3C23 
GL-3CX100A5 
6KP1 
6MP1 
3UP1 
GL-3X2500A3 
KC-4 (See GL-5575/100) 
GL-4-65A 
GL-4250/5022 
GL-4-.ffiOA 
GL-4-1000A 
GL-4CX1000A 
GL-4CX5000A 
GL-4021/4-125A 
GL-4X150A 
GL-4X500A 
5AHP14 
5AUP24 
5BP1A 
GL-5C211 C6J 
GL-5C24 
5CP-A 
5QP4A 
5R4GYA 
5UP1 
5Y3WGTB 
FA-6 (See GL-5627) 
6AC7WA 
6AK6 
6AN5 
6AS6 
6AS6W (See 5725/6AS6W) 
6AS7GA 
6AU6WA 
6AU6WB 
6BA6W (See 57491 BA6W) 
6BE6W (See 5750/6BE6W) 
604 
6J4 
6SK7WA 
6X4WA 
GL-7C29 
GL-7D21 
P J-8 (See GL-5556) 
GL-B021 

Suggested 
Dealer Price 

$ 1.50 
1.55 
1.90 
1.45 
1.65 
1.50 
1.45 

850.00 
2.80 
3.05 
1.35 
1.55 

10.85 
7.10 

25.00 
46.00 
18.50 
33.25 
54.50 

2.30 
3.75 
4.00 

1.90 
15.75 
28.00 
68.20 
19.05 
32.15 
32.15 
29.30 
33.00 
26.50 
26.95 
27.40 

1.30 

5.25 
3.85 

288.00 
3.10 

627.00 
24.15 
10.55 
6.00 

16.25 
11.98 
32.15 
19.50 
26.30 
35.00 

198.00 

25.00 
46.50 
55.00 

135.00 
185.00 
495.00 

36.00 
25.00 

121.00 
42.20 

140.00 
35.20 
28.90 
45.00 
21.45 
67.70 

2.05 
13.75 
5.75 

5.70 
1.40 
3.75 
3.45 

4.95 
3.20 
2.70 

2.85 
4.20 
2.85 
2.85 

189.50 
625.00 

1985.00 
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Type 

12A6 
12AT7WB 
12AY7 
FA-13 (See GL-5628) 
14UP4 
Cl6J (See 5665/C16J) 
FG-17(See GL-5557) 
PJ-23 (See GL-868) 
FG-27A 
2807 
FG-32 (See GL-5558) 
FG-33 (See GL-5720) 
FG-41 (See GL-5830) 
B·41 (See GL-5623) 
FG-57 (See GL-5559) 
FG-67 (See GL-5728) 
FG-81A 
83 
FG-97 
FG-98A 
GL-100th 
FG-104 (See GL-5561) 
FG-105 
FG-154 
FG-l72 
GL-203/623 
GL-207 
GL-217C 
FG-238B (See GL-5555) 
GL-242C 
FG-259B (See GL-5554) 
FG-280 
GL-304TL 
GL-393A 
FP-400 
GL-411 
GL-414 
GL-415 (See GL-5550) 
GL-441 (See GL-1672/441) 
502A 
GL-506 (See GL-6228) 
GL-575A 
GL-592 
GL-627 
GL-672-A 
GL-678 
740 (See GL-6856/740) 
740P (See GL-6857/740P) 
760 (See GL-6858/760) 
760P (See GL-68591760P) 
GL-800 
GL-801-A;GL-802 
GL-803 
GL-805 
GL-860 

807 
GL-809 
GL-810 
GL-811A;GL-812A 8.10 
GL-813 
GL-814;GL-815 
GL-816 
GL-828 
GL-829-B 
GL-830B 
GL-832-A 
GL-833-A 
GL-836 
GL-837 
GL-838 
842 
GL-845 
GL-851 
GL-857-B 
GL-862-A 
GL-866-A 
GL-868 
GL-869-B 
GL-870-A 
GL-872-A 
GL-880 
884 
GL-889-A 
GL-889-R-A 
GL-891-R 
GL-892 
GL-892R 
GL-893-AR 
GL-898-A 
GL-917 
GL-918 
GL-919 

Net 

suggested 
Dealer Price 

2.30 
2.95 
2.42 

70.00 

52.00 
2.55 

32.50 
1.72 

62.00 
77.00 
26.00 

59.00 
108.00 
122.00 

13.44 
330.00 
21.20 

33.00 

100.00 
60.50 
13.25 
71.45 

478.75 
231.00 

2.30 

20.15 
37.50 
29.75 
39.85 
49.50 

11.50 
13.00ea 
49.20 
22.10 
34.25 
3.00 
7.95 

26.95 
6.90ea 

23.15 
28.35ea 

2.95 
32.95 
19.00 
17.35 
15.90 
53.65 
11.10 
10.30 
20.00 

3.65 
25.00 

717.00 
218.50 

1713.25 
2.90 
3.90 

138.00 
1982.00 

10.65 
595.00 

2.30 
235.00 
370.00 
460.00 
290.00 
455.00 

1260.00 
1713.25 

5.60 
4.45 
5.60 

Type 

GL-920 
GL-921 
GL-922 
GL-923 
GL-927 
GL-928 
GL-929 
GL-930 
GL-931-A 
GL-1000T 
1612 
1614 
GL-1616 
1619 
1620 
GL-1672/441 
2050 
2050A 
GL-5513 
GL-5516 
GL-5518 
GL-5528/C6L 
GL-5544 
GL-5545 (See GL-6807) 
GL-5549 
GL-55501 GL415 
GL-5551A 
GL-5551A/P 
GL-5552A 
GL-5552A/P 
GL-5553B 
GL-5553B/P 
GL-5554 
GL-5555 
GL-5556 
GL-5557 
GL-5558 
GL-5559 
GL-5560 
GL-5561 
GL-5563A 
GL-55641 GL-507 
Gl-5575/100 
GL-5581 
GL-5588 
GL-5593 
5610 
GL-5623 
'GL-5625 (Use GL-5575/100) 
GL-5627 
GL-5628 
GL-5630 
G L-56321 C3J 
5636 
5642 
5651 
5654 
5654/6AK5W 
5654/6AK5W 16096 
5662 
5663 
GL-5665/C16J 
5670 
5670WA 
GL-5674 
GL-5675 
GL-5681 
5686 
5687 
5687WA 
5691 
5692 
5693 
5696 
5718 
5719 
GL-5720 
5725 
5725/6AS6W 
5725/6AS6W 16187 
5726 (3/61) 
5726/6AL5W 
5726/6AL5W 16097 
5727 
5727/2021W 
GL-5728 
GL-5736 
GL-5740/FP-54 
5749 
5749/6BA6W 
5750 
5750/6BEW 

Suggested 
Dealer Price 

6.40 
3.50 
3.10 
3.40 
3.80 
5.25 
2.15 
3.10 

11.15 
137.50 

4.15 
3.77 

13.90 
4.15 
6.99 
4.50 
2.40 
2.25 

512.00 
7.95 

915.00 
32.00 
32.50 

653.50 
49.00 
65.00 
65.00 
99.00 
99.00 

245.00 
245.00 
215.00 
316.00 
35.00 

9.50 
17.50 
23.00 
33.00 
59.00 
50.00 

740.00 
237.00 

3.45 
190.00 
270.00 

1.05 
25.00 

72.50 
65.50 

1900.00 
14.10 
6.65 
2.42 
1.78 
3.05 
3.05 
4.35 
1.45 
2.10 

56.90 
3.30 
3.95 

209.00 
16.05 

1780.00 
3.40 
4.00 
7.80 
8.75 
8.25 
6.60 
2.05 
3.65 
3.30 

34.75 
3.80 
3.80 
6.80 
1.55 
1.55 
1.55 
2.90 
2.90 

74.00 
190.00 
209.00 

2.20 
2.20 
3.45 
3.45 
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SECTION 5700 I' 
(continued) • FIVE STAR • THYRATRON 

• CATHODE RAY. PHOTOTUBE 

INDUSTRIAL 1iJ,u. • IGNITRON • RECTI FER 
• KLYSTRON • COMMUNICATION 

• INDUSTRIAL RECEIVING 

Type 
Suggested 

Dealer Price Type 
Suggested 

Dealer Price Type 
Suggested 

Dealer Price 

5751 2.95 6197 3.05 7056 1.20 
5751WA 2.95 GL-6198A (Use GL-7038) 7057 1.95 
GL-5762/7C24 230.00 6101/12AT7WA/ B 2.95 7058 1.30 
5763 2.55 6202 2.85 7059 1.75 
GL-5779 200.00 6203 4.10 7061 1.30 
GL-5788 476.25 6205 5.45 7077 1-49 25.00 
5797 14.10 6206 7.25 50-Up 16.00 
5814A 3.30 6211 2.35 GL-7085/356 600.00 
5814WA 3.30 6222 7.35 GL-7151 825.00 
GL-5819 56.50 GL-6228 3696-25 7167 1.85 
GL-5820 1200.00 GL-6251 2350.00 GL-7171 81.50 
5814WA 3.30 6265 4.10 7233 2.40 
GL-5822A 116.00 GL-6283 500.00 7239 6.25 
5823 1.75 GL-6299 52.50 7266 1-49 21.50 
5824 3.60 GL-6333 290.00 50-Up 14.00 
GL-5830 465.00 6336A 20.10 GL-7289 32.15 
5840 5.30 GL-6346 70.00 GL-7293 1300.00 
5944 2.30 GL-6347 104.00 7296 1-49 31.00 
GL-5855 70.00 GL-6348 250.00 50-Up 20.00 
5879 1.85 6350 2.40 7355 3.40 
5881 3.50 6360 5.15 7370 10.80 
GL-5894 25.00 6386 7.40 GL-7398 770.00 
5896 3.75 6397 8.30 7427 2.90 
5899 5.60 6414 5.84 7462 1-49 25.00 
5902 4.90 GL-6427 830.00 50-Up 16.00 
5915A 1.65 GL-6442 39.25 7486 1-49 25.00 
GL-5921 40.00 6463 1.90 50-Up 16.00 
GL-5922 40.00 6485 2.05 GL-7518 15.25 
5963 1.50 GL16504 2642.00 7588 1-24 59.00 
5964 1.55ea GL-6511 156.90 25-Up 45.00 
5965 1.93 GL-6512 259.80 7625 1-49 25.00 
5965A 1.90 GL-6513 347.00 50-Up 16.00 
GL-5973 495.00 GL-6514 509.00 GL-7629 1800.00 
6005 3.95 GL-6515 806.50 GL-7644 65.00 
6005/6AQ5W 3.95 6550 4.95 GL-7669 65.00 
6005/6AQ5W /6095(3/61) 3.95 GL-6623 205.00 GL-7670 79.00 
GL-6011/710 13.00 6688A 8.75 GL-7671 99.00 
6012 7.65 GL-6771 71.90 GL-7681 171.00 
GL-6014/C1K 12.90 GL-6807 29.30 7701 
GL6019 751.75 GL-6808 29.40 GL-7703 190.00 
6021 4.10 GL-6809 29.80 7716 3.65 
GL-6039 1260.00 6829 6.10 7717/6CY5 
GL-6044 56.00 GL-6855/716 12.50 7720 1-49 25.00 
6046 1.55 GL-6856/740, 19.40 50-Up 16.00 
6072 3.90 GL-6857/740P 20.10 724/14GTB 
6080 5.35 GL-6858/760 28.90 GL-7725 13.50 
6087 5.75 GL-6859/760P 29.40 GL-7726 16.30 
6100 2.49 GL-6860/C6J/F 29.40 GL-8000 26.45 
6111; 6112 4.60ea 6883 5.00 GL-8002 394.00 
6134 5.70 GL-6897 32.15 GL-8002R 588.00 
6135 2.40 GL-6907 24.75 GL-8005 17.85 
6135/6AU6WA/B 2.80 6919 1.35 GL-8008 10.65 
6136 2.70 GL-6930/ 6~5P 14.40 GL-8013A 17.05 
6137/6SK7WA 2.85 GL-6942 855.00 GL-8020 24.00 
6146 5.00 GL-7007 1120.00 GL-8025A 23.85 
GL-6161 125.00 7025 2.90 GL-8092 1975.00 
GL-6166 1020.00 7036 1.50 GL-8093 1350.00 GL-6181 925.00 
GL-6182 2100.00 ,7038 205.00 9001 5.10 
GL-6183 (See GL-6942) 7044 3.20 9002 3.85 
6189/12AU7WA 3.85 7054 1.55 9003 5.40 

NEW G-E INDUSTRIAL TUBE CATALOGS 

ETI·719D ETI-2387 ETI-2388 ETI-2389 ETI-2390 
Alpha-numerical listing Complete specifica- Specifications and data Lists 125 special-pur- Lists G-E I mage Orthi-
of G-E replacements for tions of G-E industrial on 80 types of G-E pose and broadcast con and Vidicon cam-
nearly 3,000 types of receiving, communica- Ignitrons and Thyra- power tubes and recti- era tubes, plus com· 
industrial tubes. tions, 5·Star and ceo trons, plus operating fiers, including instal· plete operating manual 

ramic receiving tubes. guide. lation information. for camera tubes. 

These Catalogs Are Available From Your General Electric Tube Distributor 
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Effective July 12, 1961 

5TP4 
pJP4 
9QP4A 
10BP4A 
10FP4A 
12KP4A 
12LP4A 
12UP4B 

*14AJP4 
14ATP4 

Type 

t14CP4j EP4j BP4 
14QP4 

*14QP4A 
14RP4jSP4j NP4A 
14WP4jZP4 
16AP4A 
16DP4A 
16GP4;16GP4B 
16KP4jRP4 
16KP4Aj RP4A 
16LP4Aj 16ZP4 
16TP4 
16WP4A 

*t17AVP4AjATP4A 
17BJP4jBUP4 
17BP4Aj17JP4 
17BP4B 
17CDP4 

t17CFP4 
17CP4 
17DAP4 
17DP4jDTP4 
17DLP4 
17DQP4 
17DRP4 
17DSP4jCWP4 
17DTP4 
(Order 17DKP4j DTP4) 

17DXP4 
t17FP4Aj FP4 
tl7GP4 

*tl7HP4Bj 17RP4C 
*17LP4Aj 17VP4B 
17QP4j UP4j YP4 
17QP4A 

t17RP4j 17HP4 
17RP4C 
(Order 17HP4Bj RP4C) 

t17TP4 
t17VP4j17LP4 
17YP4 
(Order 17QP4j UP4jYP4) 

19ABP4 
19AFP4j AUP4 
19AJP4 
19AVP4jXP4 
19BHP4 
19YP4 

*19ZP4 
20CP4j20DP4 
20CP4Aj 20DP4A 

*20CP4Bj 20DP4B 
*20CP4Dj20DP4C 
t20H P4Aj 20LP4j M P4 

*t20HP4C 
*t20HP4D 

21ACP4j21AMP4 
21ACP4Aj AM P4Aj 

BSP4 
21ALP4 

*t21ALP4Bj ALP4A 
21AP4 

*t21A TP4Aj 21A TP4 
*21AWP4 
*21AXP22A 
*21BTP4jCWP4 

*t21CBP4j CBP4Aj 
CBP4BjCMP4 

21CEP4jCEP4AjDFP4 
*t21CQP4 
*t21CXP4j DSP4 

21DEP4fDEP4Aj 
DAP4jCZP4 
21DLP4f DQP4 
21DSP4 
(Order 21CXP4j DSP4) 

21EAP4 
21EP4A 

*21EP4B 
21EQP4 
21ESP4 
21EVP4 

List 
PriCe 

$ 60.00 
34.00 
33.00 
36.00 
36.00 
36.50 
36.50 
30.00 
40.00 
39.00 
34.00 
34.00 
38.00 
39.00 
39.00 
58.00 
38.00 
57.60 ea. 
35.00 
39.00 
43.00 
35.00 
43.00 
39.00 
39.00 
34.00 
37.30 
55.00 
39.00 
56.50 
53.00 
44.90 
44.90 
44.90 
53.00 
44.90 

44.90 
37.30 
59.70 
37.30 
36.20 
34.00 
37.30 
34.00 

61.50 
33.00 

55.50 
59.50 
50.00 
50.00 
50.00 
50.00 
50.00 
43.80 
43.80 
49.00 
49.00 
43.80 
49.00 
49.00 
40.00 

45.90 
41.00 
45.90 
70.00 
45.90 
45.90 

160.00 
45.90 

45.90 
50.00 
50.00 
45.90 

50.00 
45.90 

63.00 
41.00 
45.90 
50.00 
50.00 
63.00 

SECTION 5700 

PRICES ARE SUBJECT TO CHANGE WITHOUT NOTICE 

Envelope 

Round, Glass 
Round, Glass 
Rectangular, Glass 
Round, Glass 
Round, Glass 
Round, Glass 
Round, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Round, Glass 
Round, Metal 
Round, Metal 
Rectangular, Glass 
Rectangular, Glass 
Round, Glass 
Round, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 

Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 

Rectangular, Glass 

Rectangular, Glass 
Rectangular, Glass 

Rectangular, Glass 

Rectangular, Glass 
Rectangular, G'ass 
Rectangular, Glass 
Rectangular, Glass 

Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Giass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 

Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Metal 
Rectangular, Glass 
Rectangular, Glass 
Round, Metal 
Rectangular, Glass 

.Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 

Rectangular, Glass 

Rectangular, Glass 
Rectangular, Glass 
Rectangu'ar, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 

Description 

Clear 
Clear 

Faceplate 

Filter, Spherical 
Filter, Spherical 
Filter, Shperical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Etched, Spherical 
Aluminized 
Aluminized 
Filter, Spherical 
Filter, Spherical 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Spherical 
Fi Iter, Frosted 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Spherical 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical 
Aluminized, Filter, Spherical 
Aluminized 
Filter, Alurninized 
Filter, Etched, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 

Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Etched, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Cylindrical Face 

Filter, Spherical 

Filter, Etched, Spherical 
Filter, Cylindrical Face 

Filter, Cylindrical Face 

Filter, Aluminized 
Filter, Aluminized 
Filter, Aluminized 
Filter, Aluminized 

Aluminized 
Filter, Spherical 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical 

Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Spherical 
Filter, Etched, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 

Filter, Spherical, Aluminized 

Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Aluminized 
Filter, Aluminized 

Filter, Aluminized 

Filter, Aluminized 
Filter, Cylindrical Face 
Filter, Cly. Face, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, AJumini7ed 
Filter, Spherical, Aluminized 

tElectronic Focus *Electrostatic Focus & Deflection *Aluminized All unmarked types Electromagnetic Focus 
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I SECTION 5700 I 
SEMICONDUCTOR PRODUCTS 

GERMANIUM • SILICON 

DIODES • TRANSISTORS • RECTIFIERS 

Type 

IN91 
IN1692 
IN1693 
IN1694 
IN1695 
IN1696 
IN1697 

IN576A 
IN584 
INI008 
INI016 
IN 1024 
IN1696 
IN1697 

RECTIFIERS 

TV RECTIFIERS 

Suggested 
Resale Price 

$ .85 
.65 
.85 

1.02 
1.05 
1.05 
1.95 

$ 1.50 
3.00 
1.50 
3.00 
1.50 
1.05 
1.95 

Note: Germanium television rectifiers are a 
distributor item only and therefore do not 
show price protection to 999 units. 

VAC-U-SEL DOUBLE DIODES 
6GCl $ .54 
~Dl ~ 
6GXl .54 

2N78 
2NI07 
2N135 
2N136 
2N137 

TRANSISTORS 

2N164A Order 2N1086 

2N165 
2N166 
2N168A 
2N169 
2N169A 
2N170 

Order 2N169 
Order 2N170 
Order 2NI086 

$ 2.80 
.60 

2.15 
2.55 
6.20 

1.82 
2.40 

.75 

TRANSISTORS (cont.) 

Type 
Suggested 

Resale Price 

2N186 (Use 2N187A) $ 1.83 
2N186A (Use 2N187A) 1.95 
2N187 (Use 2N187A) 1.50 
2N187A 1.50 
2N188 (Use 2N188A) 1.64 
2N188A 1.64 
2N189 .83 
2N190 .89 

2N191 1.02 
2N192 1.57 
2N241 Substitute 2N241A 
2N241A 1.80 

2N292 .90 
2N293 .99 
2N319 1.56 
2N320 1.64 
2N321 1.80 

2N322 .80 
2N323 .99 
2N324 1.49 
2N448 .83 
2N449 157 
2N450 2.10 

2N508 1.73 
2N1086 .83 
2NI086A 1.57 
2NI087 1.82 
2NI097 .75 

2NI098 .71 
2N1121 1.91 
2N1144 .75 
2N1145 .71 

TELEVISION PICTURE TUBES (cont.) 

Type 

t21FP4A 
*t21FP4C 

t21MP4 
*21WP4A 
21XP4/21AYP4 

*t21XP4A 
*t21YP4 

21YP4A 
21ZP4A 

*21ZP4B 
23AHP4 
23ANP4/ATP4 
23CP4/GP4 
23FP4 
23KP4/KP4A 
23MP4 
23NP4 
23YP4/XP4 

*24AEP4 
24AHP4/ ALP4 

*24CP4A/ TP4/ VP4A 

List 
Price 

41.00 
45.90 
73.00 
45.90 
41.00 
45.90 
40.00 
44.80 
40.00 
44.80 
70.00 
76.00 
76.00 
70.00 
70.00 
70.00 
70.00 
76.00 
65.90 
72.00 

ADP4 65.90 
*t24DP4A/24YP4 65.90 
*27EP4; 27RP4 111.00 ea. 

tElectronic Focus :t:Electrostatic Focus & Deflection 

© U.c.P., Inc. 

Envelope 

Rectangular, Glass 
Rectangular, Glass 
Rectangular, Metal 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectal)gular, Glass 
Rectangular, Glass 
Rectangular, Glass 
Rectangular, Glass 

Description 

Faceplate 

Filter, Cylindrical Face 
Filter, Cyl. Face, Aluminized 
Filter, Etched, Spherical 
Filter, Spherical, Aluminized 

Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Spherical, Aluminized 
Filter, Aluminized 
Filter, Spherical, Aluminized 

Rectangular, Glass Filter, Spherical, Aluminized 
Rectangular, Glass Filter, Spherical, Aluminized 
Rectangular, Glass Filter, Spherical, Aluminized 

*Aluminized All unmarked types Electromagnetic Focus 
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I SECTION 5700 I 
MARSHALL ELECTRONICS co. 

Manufacturers of Precisioneered Electron Tubes. 

TYPE PRICE 
.. 
OA3/VR75 1.10 
OA3W 3.85 
'OB3/VR90 1.16 
OB3W 3.85 
OC3/VR105 1.07 
OC3W 3.85 
OD3/VR150 1.03 
OD3W 3.85 
3828 4.20 
3C23 8.40 
FG17 See 5557 6.65 
323B 8.00 
393A 9.28 
394A 5.00 
404A See 5847 8.25 
816 2.05 
866A 2.00 
866JR 2.25 
872A 7.45 
873 11.55 
5557/FG17 6.65 
5847/484A ·8.25 
6901 10.50 
B008 7.45· 

INDUSTRIAL 

TUBES 

• THYRATRON 

• RECTIFIER 

• RECEIVING 

• TRANSMITTING 

• VOLTAGE REGULATOR 

i. PREMIUM 

• RUGGEDIZED 

MILITARY 
SPECIFICATIONS 

DESCRIPTION MiI·E·1 

VOLTAGE REGULATOR Yes 
VOLTAGE REGULATOR RUGGEDIZED Yes 
VOLTAGE REGULATOR Yes 
VOLTAGE REGULATOR RUGGE'DIZED Yes 
VOLTAGE REGULATOR Yes 
VOLTAGE REGULATOR RUGGEDIZED Yes 
VOLTAGE REGULATOR Yes 
VOLTAGE REGULATOR RUGGEDIZED Yes 
XENON HALF WAVE RECTIFIER Yes 
ARGON, MERCURY VAPOR THYRATRON Yes 
GRID CONTROLLED RECTIFIER, MERCURY Yes 
GRID CONTROLLED RECTIFIER, GAS & MERCURY Yes 
GRID CONTROLLED RECTIFIER Yes 
GRID ,CONTROLLED RE,CTlFlEA, GAS & MERCURY Yes 
MINIATURE, BROAD BAND PENTODE No 
RECTIFIER, MERCURY Yes 
RECTIFIER, MERCURY Yes 
RECTIFIER, MERCURY Yes 
VAPOR, RECTIFIER Yes 
GRID CONTROLLED RECTIFIER, MERCURY Yes 
GRID CONTROLLED RECTIFIER, MERCURY Yes 
MINIATURE, BROAD BAND PENTODE No 
GAS ·MERCURY VAPOR THYRATRON Yes 
RECTIFIER, MERCURY VAPOR Yes 

Exclusive National Sales Agent 

ELECTRONIC TUBE SALES INC. 
NEW YORK, NEW YORK 
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SECTION 5700 

- RCA ELECTRON TUBES U ENTERTAINMENT RECEIVING TYPES 

RESALE P RIC E SCHEDULE • JULY 1. 1961 

RCA LIST RCA LIST RCA LIST RCA LIST RCA LIST RCA LIST RCA LIST 
TYPE PRICE' TYPE PRICE' TYPE PRICE' TYPE PRICE' TYPE PRICE' TYPE PRICE' TYPE PRICE' 
OZ4 $2.40 4GSS/ 6BA7 $3.70 60Z7 $4.95 6V3A $4.55 12BE6 $1.75 17AX4GT $2.70 
OZ4A 2.15 4BUS $2.S5 6BASA 3.70 6E5 3.00 6V6 5.00 12BF6 2.20 17BQ6GTB 5.00 
OZ4G 2.60 5AMS 3.30 6BC4 4.90 6EA5 2.S0 6V6GT' 2.15 12BH7A 3.05 17D4 2.75 
lA3 3.40 SANS 3.60 6BC5 2.45 6EA7 3.45 6V6GTA 2.15 12BK5 4.00 17DE4 2.S5 
lA5GT 3.50 5AQ5 2.20 6BC7 3.BO 6EAS 3.15 6W4GT 2.40 12Bl6 2.30 17DM4 2.S5 
lA7GT 3.70 5AS4A 2.65 6BCS 4:00 6EBS 3.70 6W6GT 2.S5 12BQ6GTB/ 17DQ6A' 4.25 
lAX2 3.05 SASS 3.50 6B06 2.45 6EH5 2.35 6X4 1.65 12CU6 4.45 170Q6B 4.25 
lB3GT 2.90 5ATS 3.25 6BE6 2.20 6EHS 3.15 6X5GT 2.10 12BR7 2.95 17GW6 4.25 
lB3GT also see 5AU4 3.40 6BF5 3.55 6EM5 3.05 6XS 3.15 12BV7 3.05 17H3 2.15 
lG3GT/ 5Avs 4.05 6BF6 1. SO 6EM7 3.65 6Y6G 3.45 12BW4 1.75 ISA5 4.15 
lB3GT 5AW4 2.S0 6BG6G 6.50 6EQ7 2.45 6Y6GA 3.45 12BY7A 3.20 ISFW6 2.00 

lC5GT 3.65 5Al4 3.25 6BH6 2.70 6ER5 2.75 6Z4 (See S4/6Z4) 12BZ6 2.25 ISFX6 2.15 
IONS 2.20 5BB 4.15 6BHS 3.50 6ES5 2.95 7M 3.50 12BZ7 3.05 18FY6 1.65 
lG3GT/ 5BES 3.30 6BJ6 2.60 6ESS 4.SO 7A5 4.00 12C5 19AU4 3.50 
lB3GT 2.90 5BK7A 3.40 6BJ7 3.15 6EU7 2.60 7A6 3.45 (See 12CU5/12C5) 19AU4GTA 3.45 

lH5GT 3.05 5BQ7A 4.05 6BJS 2.90 6EUS 3.15 7A7 3.60 12CS 6.S0 19BG6GA 6.50 
lJ3 2.90 5BRS 3.30 6BK4 7.55 6EV5 3.00 7AS 4.70 12CA5 2.50 19C1SA 3.15 
lK3 2.90 5BTS 3.30 6BK5 3.70 6EV7 2.50 7AF7 4.00 12CN5 2.45 19EAS 3.15 
Il6 3.50 5BWS 3.40 6BK7B 3.40 6EW6 2.30 7AG7 4.40 12CR6 2.40 19J6 3.45 
HA6 4.20 5CGS 3.25 6BL7GTA 4.15 6EX6 5.70 7AH7 4.40 12CTS 4.05 19T5 3.40 
HB4 4.60 5ClSA 3.15 6BN4* 2.50 6EY6 3.00 7AU7 2.60 12CU5/ 19X5 3.70 
1LC6 4.35 5CMS 3.55 6BN4A 2.50 6EZ5 3.25 7B4 3.20 12C5 2.35 20EZ7 2.60 
lLD5 4.40 5CQS 3.35 6BN6 3.15 6EZS 3.S0 7B5 4.90 12CU6 21EX6 5.70 
lLE3 4.40 5CZ5 3.05 6SNS 2.70 6F5 3.65 7B6 3.60 (See 12BQ6GTB/ 22DE4 2.S5 
lLG5 4.20 5DHS 4.05 6BQ5 2.35 6F6 4.20 7B7 3.S0 12CU6) 24A 4.55 
lLH4 4.05 50J4 2.20 6BQ6GTB/ 6F6G 3.65 7BS 3.55 12CX6 2.50 25AV5GA 4.25 
IlN5 4.20 

SEAS 3.15 6CU6 4.35 6F6GT 3.65 7C5 3.50 1204 2.75 25AX4GT 2.90 
lN2A 3.20 

5EliS 3.15 6BQ7A 3.95 6F7 7.2S 7C6 3.75 12DB5 2.75 25BK5 3.65 
lN5GT 3.S5 

5EW6 2.35 6BRS' 3.50 6FSG 5.60 7C7 3.60 12DES 3.30 25BQ6GTB/ 
5FVS 3.15 

IRS 2.70 5GHS 3.20 
6BRSA 3.50 6FA7 2.50 7E7 4.70 12DK7 2.95 26CU6 4.65 

154 3.S5 6BSS 3.75 6'FG6 7EY6 3.00 12DLS 4.05 25C5 2.15 
155 2.65 

5GM6 2.40 6BUS 2.S0 (See EMS4/6FG6) 7F7 4.00 12OO6A* 4.20 25CA5 2.50 
5J6 2.S5 12DQ6B 4.20 25C06GB 5.S5 IT4 2.50 6BVS 3.15 6FH5 2.50 7FS 4.S0 5T4 S.70 120Q7 3.30 1U4 2.50 5TS 3.40 6BW4 2.05 6FHS 3.30 7G7 4.40 25CU6 

IUS 2.20 6BWS 3.30 6FMS 3.00 7H7 4.40 
12057 3.40 (See 25BQ6GTB/ 5U4G 2.10 6BX7GT 4.00 120T5 3.05 25CU6) IV 4.05 5U4GB 2.10 6FQ7 2.30 7J7 5.30 120TS 3.S0 6BY5GA 4.20 6FV6 2.75 7K7 4.65 25DN6 5.55 IV2 2.10 SUS 3.30 6BY6 2.50 12DU7 3.35 25EC6 5.70 IX2A 3.20 5V3* 3.S5 6FVS 3.15 7N7 3.55 120VS 3.55 

lX2B 3.20 5V4GA 3.50 6BYS 2.25 6FWS* 9.20 7Q7 4.20 120W7 2.S5 
25EH5 2.30 

2A3 6.95 5V6GT 2.20 6SZ6 2.25 6G6G 4.50 7R7 5.30 12DYS 3.55 
25L6 6.40 

6SZ7 4.00 25L6GT 2.35 2A54A* 4.05 5X4G 2.95 6GHS 3.15 7V7 4.90 12DZ6 2.55 25W4GT 2.70 2BN4 2.55 5XS 3.30 6BZS 4.45 6GK5 2.55 7W7 5.00 12EA6 2.65 
2CW4 4.45 5Y3GT 1.75 6C4 I.S5 6GK6 2.75 7X7 6.15 12ECS 3.30 

25Z5 3.15 

2CY5 2.S5 5Y4GA 2.35 6C5 3.1:5 6GM6 2.40 7Y4 3.15 12ED5 2.50 
25Z6GT 2.90 

6C6 4.S0 7Z4 2.95 27 4.35 
2ENS 2.10 5Y4GT 2.45 6GNS 3.70 12EG6 2.30 

5Z3 3.00 6CSG 5.10 6GW6 4.15 SAUS 4.05 12EH5 2.35 
32ET5 2.20 

2ER5 2.75 6CA4 34G05 2.10 5Z4 5.25 1.95 6GX6 2.30 SAWSA 3.70 12EK6 2.55 2FH5 2.55 6CA5 2.50 SBASA 35A5 4.00 6A7 5.10 6GY6 2.30 3.65 12EL6 2.00 3A2 3.70 6CB5A 7.50 35B5 2.65 
3A3 3.40 6AS 5.S0 6GYS 3.S0 SBHS 3.55 12EM6* 3.15 

6ASG* 4.SO 6CB6A 2.25 6H6 3.55 SBNS 2.95 12EN6 3.05 
35C5 2.15 

3AF4A 4.05 6ASGT 4.S0 6CD6GA 5.S0 6HFS 3.70 SBQ5 2.40 12EQ7 2.35 
35DZS 3.10 

3Al5 I.S5 6AB4 2.15 6CE5 2.35 SCG7 2.50 12FS 2.75 
35EH5 2.30 

3AU6 2.15 6CF6 2.55 6J5 3.10 35GL6 2.30 6AB5/ SCM7 2.90 12FK6 2.10 3AV6 1.75 6CG7 2.45 6J5GT 2.70 35L6GT 2.40 6N5 4.05 SCN7 2.60 12FM6 2.00 3B2 6.60 6CGSA 3.30 6J6' 2.80 35W4 1.01 6AB7 6.05 SCXS 3.70 12FQS 2.95 3BA6 2.15 6AC5GT 6CHS 3.60 6J6A 2.S0 
SESS 3.75 35Y4 2.S0 4.SO 6J7 4.55 12FRS 4.35 3BC5 2.35 6AC7 4.S5 6CK4 2.S0 SEM5 3.10 12FXS 3.S0 

35Z3 3.00 
6J7GT 4.35 35Z4GT 2.35 3BE6 2.25 6AD7G 6.50 6CL6 3.75 SET7 3.65 12GA6 2.30 6K6GT 2.50 35Z5GT I.S5 3BN4* 2.55 6M3 2.90 6CLSA 3.15 SFQ7 2.35 12GC6 4.20 

3BN4A 2.55 6AF4 4.00 6CM6 2.55 6K7 4.60 SGN8 3.75 12H6 3.30 36AM3A 1.50 
3BNl> 3.05 6AF4A 4.00 6CM7 3.20 6K7GT 3.S0 9AU7 2.S0 12J5GT 2.95 41; 42 ea.3.S5 
3BUS 2.S5 6AF6G 3.70 6CMS 3.55 6KS 4.70 9BR7 2.75 12J7GT 4.60 43 4.75 
3BY6 2.35 6AG5 2.75 6CN7 2.75 6L6 6.35 9CLS 3.15 12JS 3.30 47 9.15 
3BZ6 2.35 6AG7 5.90 6CQS 3.30 6L6GC 4.20 9USA 3.30 12K5 2.95 50A5 4.25 
3CB6 2.30 6AH4GT 3.45 6CR6 2.40 6L7 5.00 10CS 4.25 12K7GT 4.05 SOBS 2.65 
3CE5 2.35 6AH6 4.70 6CS6 2.35 6N5 100E7 2.95 12KS 5.70 5OC5 2.15 
3CF6 2.55 6AK5 4.20 6CS7 2.95 (See 6AB5/6N5) 10EG7 3.15 12L6GT 2.50 50DC4 1.55 
3CS6 2.45 6AL5 I.S5 6CU5 2.35 6N7 4.55 10EM7 3.70 12Q7GT 3.65 50EH5 2.30 

3CY5 2.S5 6AL7GT 5.75 6CU6 6N7GT 4.35 10HFS 3.75 12R5 2.60 50FE5 3.65 

3DG4 3.40 6AM4 5.90 (See 6BQ6GTB/ 6Q7 3.95 llCY7 3.00 12SA7 3.95 50FK5 2.30 

301(~ 2.40 6AMBA 3.25 6CU6) 6Q7GT 3.20 12ASGT 5.30 12SA7GT 3.25 50L6GT 2.55 

30T6* 2.20 6AN4 4.95 6CUS 3.70 6R7 4.35 12AB5 2.45 12SC7 3.S0 50X6 4.25 
6ANS 3.70 6CW4 4.45 6S4A 2.05 12SF5 3.20 50Y6GT 2.95 30T6A 2.20 12AC6 2.20 

3EA5 6ANSA 3.70 6CXS 3.65 657 5.05 12AD6 2.40 12SF7 4.75 50Y7GT 3.05 
2.S5 6AQ5A 2.15 6CY5 2.75 6SSGT 4.40 12AE6A 12SG7 4.20 60FX5 2.35 

3LF4 4.40 2.05 70L7GT 6AQ6 2.40 6CY7 2.95 6SA7 3.95 12AE7 3.75 12SH7 4.00 10.15 
3Q4 . 2.90 6AQ7GT 4.00 6CZ5 3.00 6SA7GT 3.70 12M3 2.90 12SJ7 3.75 75 5.10 
3Q5GT 3.60 6AQS 3.15 606 4.35 65B7Y 5.35 12AF6 2.35 12SK7 3.60 7S 5.10 
3S4 2.65 6AR5 2.65 60A4 2.70 6SC7 3.S5 12AH7GT 4.20 12SK7GT 3.55 SO 2.90 
3V4 2.50 6AS5 2.55 60B5 2.70 6SF5 3.10 12AJ6 2.05 12SL7GT 3.75 S4/6Z4 2.95 
4AU6 2.15 6ASS 3.35 6DC6 3.00 6SF5GT, 3.20 12AL5 1.90 12SN7GT* 2.70 117L7GT/ 
4AV6 1.70 6AT6 1.90 6DE4 2.S0 6SF7 4.75 12ALS. 4.25 12SN7GTA 2.70 1'17M7GT 10.15 
4BC5 2.35 6ATSA 3.40 6DE6 2.55 6SG7 4.20 12AQ5 2.60 12SQ7 3.30 117M7GT 
4BCS 4.05 6AU4GTA 3.60 60E7 2.95 6SH7 4.05 12AT6 I.S5 12SQ7GT 2.90 (See 117L7GT/ 
4BN6 3.05 6AU5GT 4.30 6DG6GT 2.55 6SJ7 3.75 12AT7 3.05 12SR7 3.30 I 17M7GT) 
4BQ7A 4.00 6AU6* 2.10 6DK6 2.35 6SJ7GT 3.70 12AU6 2.15 12U7 2.65 117N7GT 10.25 4BSS 3.S5 6AU6A 2.10 60N6 6.60 6SK7 3.60 12AU7A 2.45 12V6GT 2.15 117P7GT 10.25 4BUS 2.S5 6AUS* 3.50 60N7 3.50 65K7GT 3.55 12AV5GA 3.S5 12W6GT 3.00 117Z3 2.50 
4BZ6 2.25 6AUSA 350 6005 7.70 6Sl7GT 3.50 12AV6 1.65 12X4 1.90 117Z6GT 4.40 
4BZ7 4.05 6AV5GA 4.00 6DQ6A' 4.15 6SN7GTB 2.60 12AV7 3.40 130E7 2.95 5S79 4.05 
4CB6 2.30. 6AV6 1.65 60Q6B 4.15 6SQ7 3.30 12AW6 3.30 . 130R7 2.95 5SS1 6.40 
4CS6 2.35 6AWSA 3.70 60R7 2.95 6SQ7GT 3.00 12AX4GTA* 2.70 13EM7 3.70 6973 4.50 
4CY5 2.S5 6AX4GT 2.65 6055 2.70 6SR7 3.25 12AX4GTB 2.70 14A7 3.95 7025 2.95 
40E6 2.65 6AXSGT 2.95 60T5 3.05 6557 4.20 12AX7 2.55 14AF7 4.05 7027A 5.30 
4DT6* 2.25 6AXS 3.70 60T6' 2.15 6T4 4.55 12AX7A 2.55 14B6 3.60 7189 2.65 
4DT6A 2.25 6AZS 4.20 60T6A 2.15 6TSA 3.40 12AY7 5.00 14C7 4.00 7199 3.30 
4ESS 4.60 6BS 5.55 6DTS 3.S0 6U5 3.20 12AZ7 2.75 14F7 4.40 7247 2.S5 
4EW6 2.35 6BA6 2.00 60W5 3.20 6USA 3.30 12B4A 2.S5 14FS 4.70 7543 2.20 

·Optional. Prices higher in Hawaii and Alaska. Prices include Federal Excise tax 
12BA6 1.65 14GTS 3.00 7S6S 3.25 
12BA7 3.95 l-4Q7 4.20 EMS4/ 

where applicable. All prices subject to change or withdrawal without notice. 12BD6 2.45 14R7 5.35 6FG6 3.25 
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SECTION 5700 

• RCA PICTURE TUBES 

RCA SILVERAMA 
Black & White Picture Tube 

RCA COLORAMA 
Color Picture tubes 

RCA Silverama Picture Tubes contain the 
finest new parts and materials plus a 
reused envelope. 

RCA Colorama Picture Tubes contain used 
materials which were carefully inspected 
to meet high quality standards. 

RCA TYPE 

5TP4 
7JP4 
8DP4 
10 BP4A 
1'OFPAA 
12KP4A 
12LP4A 
14ATP4 
14BP4 
14CP4 
14EP4 
14HP4 
14QP4A 
14RP4** 
14RP4A 
14WP4 
14ZP4 
16AP4A 
16DP4A 
16GP4B 
16KP4** 
16KP4A 
16LP4A 
16RP4** 
16RP4A 
16TP4 
16WP4A 
16ZP4 
17ATP4 
17ATP4A 
17AVP4** 
17AVP4A 
17BJP4 
17BP4A** 
17BP4B 
17BRP4 
17BVP4 
17BZP4 
17CAP4 
17CDP4 
17CFP4 
17CKP4 
17CP4 
17CYP4 
17DAP4 
17DKP4 
17DLP4 
17DSP4 
17DTP4 
17DXP4 
17GP4 

RCA SILVERAMA BLACK & WHITE 
LIST PRICE*SCHEDULE-JULY 7, 1961 

LIST PRICE* RCA TYPE LIST PRICE' RCA TYPE 

$87.'0'0 17HP4** $37.25 21CWP4 
34.75 17HP4B 37.25 21CXP4 
37.5'0 17JP4 (Use 17BP4A) 21CZP4 
36.75 17LP4** 36.25 21DAP4** 

4'0.00 17LP4A 36.25 2IDEP4 
41.'0'0 17QP4** 37.25 2IDEP4A 
41.'0'0 17QP4A 37.25 21DFP4 
38.25 17RP4 (iJse 17HP4) 21DLP4 

(Use 14EP4) 17RP4C (Use 17HP4B) 21DQP4 
(Use 14EP4) 17TP4 61.5'0 2IDSP4 

36.75 17UP4 (Use 17QP4) 21EAP4 
4'0.5'0 17VP4 (Use 17LP4) 21EMP4 
36.75 17VP4B (Use 17LP4A) 21EP4A** 
38.75 17YP4 (Use 17QP4) 21EP4B 
38.75 19AFP4 6'0.'0'0 21EQP4 
38.75 19AP4B 62.75 21FP4A** 

(Use 14WP4) 19AVP4 49.5'0 21FP4C 
58.5'0 19AXP4 (Use 19AYP4) 21MP4 
43.'0'0 19AYP4 49.5'0 21WP4** 
57.75 19XP4 49.5'0 21WP4A 

(Use 16RP4) 2'OCP4A (Use 2'ODP4A) 21XP4A 
(Use 16RP4A) 2'OCP4D (Use 2'ODP4C) 21YP4** 

43.'0'0 2'0 DP4A 46.75 21YP4A 
38.75 2'ODP4C 46.75 21ZP4A** 
38.75 2'OHP4A** 46.75 21ZP4B 
38.75 2'OHP4D 46.75 23AWP4 
43.'0'0 2'OLP4 (Use 2'OHP4A) 23BJP4 

(Use 16LP4A) 2'OMP4 (Use 2'OHP4A) 23BKP4 
(Use 17AVP4) 21ACP4A (Use 21AMP4A) 23BLP4 

(Use 17AVP4A). 21ALP4A (Use 21CBP4A) 23CP4 
39.25 21ALP4B** 45.5'0 23EP4 
39.25 21AMP4A 45.75 23GP4 
39.25 21AP4 7'0.75 23HP4 
37.25 21ATP4 (Use 21CBP4A) 23MP4 
37.25 21ATP4A*'I 45.5'0 23XP4 

(Use 17BZP4) 21AUP4 (Use 21AVP4) 23YP4 
44.75 21AUP4A (Use 21AVP4B) 24ADP4 
44.'0'0 21AUP4B (Use 21AVP4B) 24AEP4 

(Use 17BZP4) 21AVP4** 45.75 24AHP4 
55.5'0 21AVP4A (Use 21AVP4B) 24ATP4 
39.25 21AVP4B 45.75 24AUP4 

(Use 17BZP4) 21AWP4 45'.75 24BAP4 
57.25 21BSP4 (Use 21AMP4A) 24CP4A 
5'0.75 21BTP4** 45.75 24DP4A** 
5'3.25 21CBP4 (Use 21CBP4A) 24TP4 
44.75 21CBP4A 45.75 24VP4A 

. (Use 17DKP4) 21CEP4 49.25 24YP4 
44.'0'0 21CEP4A (Use 21CEP4) 27EP4 

(Use 17DKP4) 21CMP4 (Use 21CBP4A) 27MP4 
44.'0'0 21CQP4 49.25 27RP4 
59.75 

RCA COLORAMA PICTURE TUBES 

LIST PRICE* SCHEDULE-JULY 7, 1961 

RCA TYPE LIST PRICE* 

15GP22 $16'0.'0'0 
21AXP22 (Use 21AXP22A) 
21AXP22A 127.'0'0 
21CYP22A 127.'0'0 
21FBP22 135.'0'0 

LIST PRICE* 

(Use 21CBP4A) 
$45.4'0 

(Use 21DEP4A) 
49.25 

(Use 21DEP4A) 
49.25 
61.5'0 
45.75 

(Use 2IDLP4) 
45.75 
62.'0'0 
63.'0'0 
45.75 
45.75 
49.25 
45.75 
45.75 
73.5'0 
47.25 
47.25 
47.25 
44.75 
44.75 
44.75 
44.75 
73.5'0 
73.5'0 
76.25 
78.25 
76.25 
76.25 

(Use 23CP4) 
(Use 23CP4) 

68.75 
(Use 23YP4) 

76.25 
(Use 24CP4A) 

65.75 
71.75 
84.75 
65.75 
9'0.75 
65.75 
65.5'0 

(Use 24CP4A) 
(Use 24CP4A) 
(Use 24AEP4) 

122.'0'0 
145.75 
122.'0'0 

~ OptiDnal. Prices higher in Alaska 'and Hawaii. Prices include Federal Excise tax where applicable. All prices sub­
Ject tD change Dr withdrawal withDUt nDtice. 
**Sales limited tD extent 'Of present inventDry. 
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SECTION 5700 r_ RCA ELECTRON TUBES U FOR INDUSTRY AND COMMUNICATIONS 

RESALE PRICE SCHEDULE. AUGUST 15, 1961 

INDUSTRIAL RECEIVING/POWER/CATHODE RAY/PHOTO 
RCA Dist Resale I RCA 
Type Price Sched * Type 

Dist Resale I RCA Dist Resale I RCA Dist Resale I RCA Dist Resale I RCA Dist Resale IRCA Dist Resale I RCA Dist Resale 
Price Sched * Type Price Sched • Type Price Sched • Type Price Sched • Type Price Sched • Type Price Sched' Type Price Sched.· 

OA2 $1.46 4X150D) 7VPI $25.30 902-A $19.30 4602 $22,nO.00 5899 $6.55 6678/6U8A $1.62 7358 $8.30 
(Also see 6073/ 4X2508 7WP4 1110.00 908-A 26.45 4603 22,200.00 5902 5.75 6679/12AT7 1.50 7360 3.80 
0A2) (See 7203/ 8D21 1985.00 91-7 5.60 4604 7.90 5915 1.65 6680/12AU7A 7389A 1440.00 

OA2WA 3.65 4CX250B) 8HP4 42.90 918 4.45 4605 10,250.00 5946 125.00 1.22 7404 370.00 
(Also see 6626/ 4X250F 9C21 1465.00 919 5.60 4606 230.00 5963 1.50 6681/12AX7 1.26 7412 2.10 
OA2WA) (See 7204/ 9C22 1960.00 920 6.40 5550 49.00 5964 1.55 6694A 5.40 7448 925.00 

OA3 1.54 4CX250F) 9C25 1535.00 921 3.50 5551A 65.00 5965 1.95 6806 7355.00 7457 90.00 
OA4G 1.86 4X500A $128.50 IOKP7 42.90 922 3.10 5552-A 99.00 6005 3.93 6810A 225.00 7467 8.75 
OB2 1.44 5-125B IOSP4 71.50 923 3.40 5553-B 245.00 6oo5/6AQ5W 3.95 6814 5.90 7513 1320.00 

(Also see 6074/ (See 4E27A/ 12A6 2.53 924 3.60 5555 316.00 6005/6AQ5W/ 6816 60.00 7533 13.00 
OB2) 5-125B) 12AT7 (See 6679/ 925 3.65 5556 35.00 6095 3.95 6849 1425.00 7536 2.10 

OB2WA 3.00 5ABPI 29.70 12AT7) 926 3.75 5557 9.50 6011 (See 710/ 6850 16.,.5 7539 1720.00 
OC2 1.50 5ABP4 39.35 12AT7WA 2.95 927 3.80 5558 17.50 6011) 6855 (See Type 7551 3.50 
OC3 1.50 5ABP7 36.40 12AU7A (See 6680/ 928 5.25 5559 23.00 6012 7.65 716/6855) 7552 40.85 
OD3 1.44 5ABPII 36.95 12AU7A) 929 2.15 5560 33.00 6014 (See Type 6858 (See Type 7553 57.10 
IC21 4.15 5ADPI 28.30 12AU7WA 930 3.10 5561 59.00 C1K/6014) 760/6858) 7554 48.10 
lEPI 21.45 5AHP7 31.85 (See 6189/ 931-A 11.15 5563-A 50.00 6021 4.80 6861 865.00 7558 3.50 
lEP2 23.60 5AHP7A 38.65 12AU7WA) 931VA 11.75 5581 3.45 6026 2.40 6865A 1590.00 7580 45.05 
IEP11 23.60 5AUP24 140.00 12AX7 (See 6681/ 934 4.15 5582 5.40 6032 122.00 6866 1280.00 7586 3.35 
1L4 1.37 5AYP4 65.00 12AX7) 935 10.95 5583 4.80 6032-A 130.00 6883 5.00 7587 5.20 
IP21 54.50 5AZP4 125.00 12DP7-A 57.20 954 9.80 5584 6.15 6072 3.90 6884 60.00 7649 70.00 
lP22 15.80 5BPI-A 23.30 12SW7 1.49 955 5.70 5588 190.00 6073 3.00 6887 1.25 7650 290.00 
lP28 28.10 5C21 (See Type 12SX7GT 2.03 956 9.45 5592 1615.00 6073/0A2 3.00 6893 4.45 7651 305.00 
lP29 4.80 C6J/5C21) 12SY7 2.20 957 6.65 5604A (5/61) 6074 3.45 6894 25.00 7697 205.00 
lP37 3.90 5CPIA 21.45 16ADP-7 100.00 958-A 10.90 570.00 6074/082 3.45 6895 25.00 n35 225.00 
IP39 2.30 5CP7A 28.60 26A6 3.05 959 12.45 56HI 5.95 6080 5.35 6897 32.15 n35-A 205.00 
lP40 3.75 5CPIIA 28.15 26A7-GT 7.00 991 .87 5632 (See Type 6080WA 11.40 6903 370.00 n46 200.00 
IP41 4.00 5CP12 28.55 26C6 2.55 1051-A 65.00 C3)/5632) 6082 5.60 6914 125.00 7764 115.00 
IP42 13.95 5D22 (See 4-250A/ 26D6 2.80 1052 99.00 5636 7.80 6095 (See 6005/ 6914A 145.00 n67 135.00 
2API-A 15.75 5D22) 83 1.89 1052-A 99.00 5639 6.55 6AQ5W/6095) 6922 4.75 7801 95.00 
28PI 19.05 5FP4-A 24.~5 105 59.00 1609 14.50 5642 2.45 6096 (See 5654/ 6929 140.00 7835 61,050.00 
28Pl1 20.60 5FP7-A 21.35 172 122.00 1612 4.60 5651 1.78 6AK5W/6096) 6939 12.00 7842 70.00 
2C39A 22.50 5FP14A 25.80 207 330.00 1613 2.65 565IWA 3.95 6097 (See 5726/ 6949 22,200.00 7843:7844 
2C39WA 30.00 5FPI5A 30.00 217-C 21.17 1614 4.10 5652 6.75 6AL5W/6097) 6950/2039 ea. 60.00 
2C40 29.30 5R4GY 2.03 407A 5.90 1616 13.90 5653 2.10 6101 5.35 41,625.00 7846 2.35 
2C40A 33.00 5R4-GY8 2.03 408A 4.95 1619 4.85 5654 3.05 6101/6J6WA 5.35 6952 9,450.00 7850 240.00 
2C43 26.95 5UPI 12.45 502-A 2.30 1620 6.99 5654/6AK5W 3.05 6111;6112 5.45 6953 2.95 7870 95.00 
2D21 1.29 5UP7 22.90 575-A 20.15 1621 2.90 5654/6AK5W/ 6130/3C45 17.80 6957 3.20 7895 3.35 
2D21W 2.70 5UPll 24.05 579-8 20.50 1622 4.05 6096 4.35 6136 2.75 7008 1,610.00 8000 29.15 
(Also see 5727/ 5WPII; 604/7014 11.80 1623 4.05 5665 (See Type 6146 5.00 701<1 (See Type 8005 17.85 
2D21W) 5WP15 85.80 615/7018 9.75 1624 6.25 CI6J/5665) 6155/4/125A 604/7014) 8008 10.65 

2E24 5.25 5ZPI6 82.95 627 29.75 1625 4.75 5670 3.00 36.00 7018 (See Type 8013-A 17.05 
2E26 3.85 6AC7-W 4.20 629 18.25 1626 2.65 5670WA 3.95 6156/ 615/7018) 8020 24.00 
2F21 275.00 6AG5WA 632-8 33.00 1629 1.90 5671 1600.00 4-25M 46.50 7019 (See Type 8025-At 23.85 
2K26 65.00 . (See 6186/ 635/7019 13.00 1631 3.45 5675 16.05 6159 5.00 635/7019) 8051 575.00 
2S21 240.00 6AG5WA) 672-A 39.85 1635 2.86 5684 (See Type 6161 125.00 7021 (See Type 8054 125.00 
2X2-A 3.10 6AG7-Y 2.65 673 20.15 1640 (See Type C3JA/5684) 6166 1020.00 714/7021) 9001 5.40 
3A4 1.25 6AK5W 676; 6n 63.80 6405/1640) 5685 (See Type 6166A/ 7029 605.00 9002 3.85 
3A5 2.03 (See 5654/ 710/6011 13.80 1645A 8.40 C6JA/5685) 7007 1'120.00 7034/4X15OA 9003 5.40 
3AP1-A 24.15 6AK5W & 714/7021 9.50 l8I8-PIt 850.00 5686 3.40 6173 13.70 25.00 9004 4.90 
3AQPl 23.10 5654/6AK5W/ 716/6855 12.50 1818-Pllt 1350.00 5687 4.05 6181 1015.00 7035/4X150D 9005 5.25 
3825 7.75 6096) 70/6858 28.1-0 1818-P27t 850.00 5690 14.10 6186 3.85 27.90 9006 2.70 
3828 6.00 6AK6 1.40 800 11.50 1850-A 790.00 5691 8.75 6186/ 7038 205.00 C1K/6014 13.10 
38Pl·-A 16.25 6AL5 (See 6663/ 801-A; 802 13.00 1858 430.00 5692 8.25 6AG5WA 3.85 7043 4.40 C3J/5632 13.80 
3C23 11.98 6AL5) 803 49.20 1946 13.65 5693 6.60 6189/ 7044 3.20 C3JA/5684 14.50 
3C33 26.15 6AL5W (See 57261 804 27.20 1947 16.65 5696 2.05 12AU7WA 3.70 7046 570.00 C3JL 15.25 
3C45 6AL5W & 5726/ 80S 22.10 1949 13.95 5713 280.00 6197 3.05 7054 1.55 C6J/5C21 28.10 

(See Type 6130/ 6AL5W/6097) 806t 34.25 1950 12.55 5718 4.25 6198 220.00 7055 1.00 C6JA/5685 29.00 
3C45) 6AQ5A (See 6669; 807 3.00 2013 (Order 5719 3.85 6199 52.00 7056 1.20 C16J/5665 56.90 

3D22A 25.50 6AQ5A) 808 27.30 Type 6211) 5725 3.80 6201 2.95 7057 1.95 MW-4900 305.00 
3E22 8.30 6AQ5W (See 6005/ 809 7.95 ~014 (Order 5726 1.55 6205 6.40 7058 1.30 MW-4901 470.00 
3E29 19.00 6AQ5W & 6005/ 810 26.95 Type 6197) 5726/6AL5W 1.55 6206 8_55 7059 1.75 
3JP-l 20.50 6AQ5W/6095) 811-A; 812-A 6.90 2020 85.00 5726/6AL5W/ 6211 2.15 7060 1.95 
3JP7 23.60 6AS6 3.43 813 23.15 2022 3.60 6097 1.55 6217 72.00 7061 1.30 POWER TUBE 3KPI 19.50 6AS7G 4.95 814; 815 ea. 28.35 2029 9100.00 5727 2.90 6263 19.80 7086 220.00 
3KP4 19.90 6AU6WA 2.75 816 2.95 2039 (See Type 5727/2D21W 2.90 6264A 19.80 7094 29.30 GASKETS 
3KP7 19.90 68A6 (See 6660/ 826 28.40 695012039) 5734 21.15 6293 6.40 7102 110.00 
3KPII 20'.15 68A6) 827-R 300.00 2041A 9000.00 5749 2.20 6326 515.00 7111 1640.00 204Fl .12 
3KPI6 42.20 68A6W (See 5749/ 828 32.95 2048 720.00 5749/68A6W 2.20 6326A 515.00 7117 11.10 205Fl .40 
3RPI 13.25 6BA6W) 829-8 19.00 2048A 720.00 5750 3.45 6328 11.10 7163 2.80 220FI .40 3RPIA 20.75 68H6 (See 6661/ 830-B 17.35 2050 2.37 5751 2.95 6336A 20.20 7183 1230.00 236Fl .12 
3RP4 20.00 6BH6) 832-A 15.90 2050-A 2.21 5751WA 2.95 6342A 60.10 7198 2095.00 
3WPI 24.70 68J6 (See 6662/ 833-A 53.65 4009 1755.00 5762/7C24 230.00 6350 1.95 7200 205.00 
3WP2 27.60 6BJ6) 834 21.25 4010 1755.00 5762A 250.00 6381 125.00 7203/4CX250B RADIATOR CREDITS 
3WP11 27.60 6CL6 (See 6677/ 836 11.10 40llA 1445.00 5763 2.53 6383 130.00 39.35 
4-65A 25.00 6CL6) 837 10.30 4015 3330.00 5no 1135.00 6386 7.40 7204/4CX250F 
4-125A/4D21 36.00 6F4 8.35 838 22.05 4017 3000.00 5nl 790.00 6405/1640 7.60 39.35 9C22 65.00 

(Also see 6155/ 6J4 4.19 841 4.85 4019 3000.00 5786 170.00 641-7 2.53 7212 6.75 9C25 65.00 
4-125A) 6J4WA 5.60 845 25.00 4020 3000.00 5794A (See 6448 5985.00 7213 465.00 889R-A 20.00 

4-250A/5D22 46.50 (Also see 6101/ 857-B 218.50 4021 2n5.oo 6562/5794A) 6472 11.75 7214 485.00 891-R 20.00 
(Also see 61561 6J6WA) 860 48.10 4036 1840.00 5814-A; WA 6474t 1700.00 7223 12.30 892-R 20.00 
4-25OA) 6J6WA 5.35 861 280.00 4401 1650.00 ea. 3.35 6499 435.00 7224t 8.75 5592 45.00 

4-400A 48.00 6L4 6.45 865t 14.20 4401-VI 1400.00 5819 56.50 6521 590.00 7262 310.00 5671 65.00 
4-1000A 132.00 6SJ7-Y 1.80 866-A 2.90 4403 2.80 5820 1200.00 6524 16.15 7262A 280.00 
4CX250B 6SK7-Y 868 3.90 4404 2.80 5820A. 1200.00 6562/5794A 10.65 7263 615.00 
(See 7203/ 6U8A (See 6678/ 869-B 138.00 4409 3.30 5822At 116.00 6570 9.00 7263A 615.00 CRATE CREDITS 
4CX250B) 6U8A) 872-A 10.65 4412 3380.00 5823 1.75 6571 71.50 7264 265.00 

4D21 7BP7-A 36.20 878t 16.70 4415 1650.00 5825 22,90 6626/0A2W A 4.45 7265 425.00 
(See 4-125A/ (See Type 5762/ 880 595.00 4416 1650.00 5840 6.25 6655-A 60.00 7270t 19.70 9C22 35.00 
4D21) 7C24) 884 2.28 4420 6.40 5842 13.00 6660/68A6 1.01 7271 25.25 9C25 35.0C 

4E27/8001 40.00 7CPl 41.35 885 2.00 4423 1.80 5847 13.09 6661/68H6 1.34 7293A 1300.00 889R-A .... 
4E27A/ 7CP4 46.80 889-A 235.00 4424 1.90 5876 14.95 6662-68J6 1.29 72958 1440.00 891-R IO.OC 

5-1258 40.00 (For new Eqpt. 889R-A 370.00 4425 1.80 5876A 23.10 6663/6AL5 .92 7315 925.00 892-R 10.0C 
4X150At 25.00 Design, Use 7TP4) 891 275.00 4426 2.35 5893 19.15 6669/6AQ5A 1.06 7326 410.00 5592 25.0C 

(Also see 7034/ 7MP7 34.35 891-R 430.00 4427 585.00 5896 4.45 6677/6CL6 1.85 7357 6.90 5671 35.0C 
4XI50A) 7NP4 1085.00 892 270.00 4600 495.00 tLimited to extent of inventory 4X150Dt 28.00 7QP4 39.35 892-R 425.00 4600A 495.00 
(Also see 7035/ 7TP4 68.00 893-A 800.00 4601 44,400.00 (Prices include Federal Excise Tax, wherever applicable.) 
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SECTION 5700 
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Type 
Of 
Cooling 

Convection 

Convection 

© U.c.P., Inc. 



SECTION 5700 

Mercury 2.5 15 

Xenon 2.5 30 

Xenon 18.0 160 

Xenon 2.5 30 

Xenon 8 

Xenon 6.4 80 

HALF WAVE 

© U.C.P., Inc. Trade Discount Applies To list Prices Only 

1000 5.0 4.6 

1250 2.5 9 

1250 2.5 31 

1250 2.5 9 

1250 2.5 6.3 

1250 2.5 21.0 

RECTIFIERS 

TJpe 
Of 
Cooling 

Convection 

Convection 

Convection 

Convection 

Convection 

Convection 

Convection 

Convection 

Convection 

Convection 

Type 
Of 
Cooling 

33.00 

13.80 

56.90 

14.50 

13.10 

29.45 
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SECTION 5700 I. 

3,000 1000 600 

1000·watt beam pentode. Provides high 
power gain and good efficiency at relatively 
low plate voltages. Cooled by forced air. 
Widely used as Class-AB. linear amplifier, 
delivering over 1500 watts useful power 
output_ Also excellentforClass-AB2, Class-B, 
and Class-C service. 

400-watt beam pentode incorporating pat­
ented Penta vane-type suppressor grid. 
Replaces 4-400A; 20% to 40% increase in 
output in Class-AB. linear amplifier appli­
cations. Suppressor grid terminates in base 
shell and is designed to be operated at 
ground potential. 

Small beam pentode incorporating exclu­
sive Penta vane-type suppressor grid. Max­
imum ratings apply to 175 Me. Highly 
efficient at plate voltages as low as 600 
volts. Excellent as low-distortion linear r-f, 
a-f amplifier. Maximum useful power out­
put, Class-AB .. 220 watts. 

PL-177A except conventional 
suppressor grid. Recommended for replace­
ment use only. 

Popular beam pentode used as amplifier, 
oscillator, or modulator. Will deliver over 
400 watts of usable power output with only 
two watts driving power in Class-C service; 
up to 280 watts as Class-AB. linear ampli­
fier. Maximum frequency for full ratings, 
75 Me. Cooled by convection and radiation. 

Popular 125-watt power tetrode, especially 
suited for use as r-f power amplifier. Can 
be operated at full ratings at frequencies as 
high as 120 Mc., and with reduced ratings 
up to 240 Me. Can also be used as a-f power 
amplifier and modulator. 

Spec. MIL·E-1/176 • 

Price 

6.5 175 '3,000 225 600 $37.50 

Exclusive Penta tetrode similar in all char­
acteristics to PL-4D21, but has plate dissi­
pation rating of 175 watts. Widely used in 
broadcast and communications transmit­
ters where reliability is desired. 

Power tetrode, used in communications and 
amateur equipment. Can be used at full 
ratings up to 75 Mc, and with reduced rat­
ings to 120 Mc. Unusually small amount of 
driving power normally required for speci­
fied value of power output. Useful as r-f 
power amplifier, or a-f amplifier and 
modulator. 

Small, popular power tetrode, widely used 
in mobile communicatiol'!s equipment. Can 
be operated at full input at frequencies up 
to 150 Me. For r-f amplifier, oscillator, or 
a-f amplifier, modulator applications. 

Widely used power tetrode. Excellent as r-f 
amplifier and a-f amplifier and modulator. 
Penta unique ribbed-anode construction 
provides large effective plate radiating area, 
with minimum plate, screen-grid and con­
trol-grid temperatures. ' 

Beam power tetrode suitable for use as r-f 
amplifier and' oscillator, and as a-f ampli­
fier and modulator. Can be used at frequen­
cies up to 110 Mc. Widely used in FM 
broadcasting, television, and other services. 

High-vacuum diode rectifier., Will deliver 
160 milliamperes at 24,000 volts to capaci­
tor-input filter with 21,000 volts single­
phase supply. Four PL-250R's will provide 
500 milliamperes at 38,000 volts to choke­
input filter with 42,000 volt single-phase 
supply. Cooled by convection and radiation. 
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7.5 100 4,000 225 25 

100-watt plate dissipation radiation-cooled 
triode. Used as r-f power amplifier, oscilla­
tor, frequency multiplier. Will deliver up to 
400 watts plate power output as Class-C 
CW or FM amplifier. Widely used as VHF 
power amplifier in base-station communi­
cations equipment. 

14.5 250 4,000 300 45 

High-mu power triode designed especially 
for grounded-grid r-f amplifier service. Pro­
vides power gains as high as ten in 
grounded-grid use. Also capable of good 
performance in other applications. Neutral­
ization not normally required in grounded­
grid service. Will deliver up to 800 watts 
power output as Class-8 linear r-f amplifier. 

14.5 400 4,000 350 45 

Same as PL-6569 (above), but with 400-
watt plate dissipation rating_ Will deliver 
over 1000 watts of power output in Class-C 
CW or FM grounded-grid use, over 900 watts 
in Class-8 grounded-grid linear amplifier 
service. 

10.5 16,000 325 
Amps. Max. 

Low-jitter hydrogen thyratron designed for 
use in line-type radar modulators. Single 
PL-5C22 will provide pulse power output of 
over two megawatts in pulse modulator 

Glass chimney for PL-4400A and 
PL-175A 
Plastic chimney, only, for PL-l72 
Socket for PL-l72, including chim­
ney, built-in screen-grid and sup­
pressor-grid by-pass capacitors 

Socket for Pl-l72, including chim­
ney, built-in screen-grid by-pass 
capacitors. Suppressor-grid 
grounded. 

Trade Discount Applies to list Prices Only 

10.5 

Plate 
Current 

16,000 325 
Amps. Max. 

Price 

$48.00 

Miniaturized, low-jitter hydrogen thyratron, 
for pulse service. Has characteristics simi­
lar to those of PL-5C22, but with reduced 
overall height. 

7.8 12,000 225 
Amps. Max. 

$48.00 

Pulse-service hydrogen thyratron with 
external characteristics similar to 4C35 but 
with electrical capabilities midway between 
those of the 4C35 and PL-5C22. Especially 
useful where capabilities of 4C35 are 
exceeded but where space is too limited to 
allow use of PL-5C22. 

10.5 16,000 325 $48.00 
Amps. Max. 

Miniaturized, low-jitter pulse-service hydro­
gen thyratron with characteristics similar to 
those of PL-5C22 but with reduced overall 
height. Identical in size and characteristics 
to the 6587. Will deliver pulse power output 
of over two megawatts in typical line-type 
modulator service. 

Call Price 

Not supplied; $33.00 
requires 1100 
ampere-turns 

Not supplied; $40.00 
requires 1900 
ampere-turns 

Not supplied; $38.00 
requires 1000 
ampere-turns 

Integral; 28 Y, $58.00 
500 Ma., D-C 

Integral; 28 Y, $58.00 
250 Ma., D-C 

$24.00 
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Sugg. Sugg. sugg. sugg. Sugg. 

Type User Price Type User Price Type User Price Type User Price Type User Price 

CIK/6014 $ 12.90 *6AJ5 $ 3.85 TW620A $ 977.50 TW4268 $1065.00 *5823 $ 1.72 
C3J/5632 13.80 6AK4 (t) 3.10 TW622 2640.00 5P4019 3.09 *5840 5.85 
C3J/A/5684 14.50 '6AN6 3.75 624 79.00 M4063 1643.00 *5840A 5.85 
C6J/5C21 28.10 6A56 3.43 627 29.75 M4164 1475.00 5845 9.25 
C6J/A/5685 29.00 6A57G 4.93 628 41.00 R4306 4.35 5855 70.00 
C16J/5665 56.90 *6AU6WA 2.95 629 18.25 R4307 5.60 5879 1.95 

*OA2 1.46 *6AU6WB 2.95 6328 33.00 R4330 29.10 5881 3.50 
GB-OA2WA 3.65 6AZ5 (t) 3.85 635 13.00 R4336 64.20 5894 25.00 
OA3 1.54 68A4 32.37 635L 13.50 R4340 60.50 *5896 4.15 

*OA4G 1.86 68A4 (RT 469) 41.10 642 17.00 R4350 29.10 *5896A 4.15 
OA5 6.96 68A5 (t) 4.70 672A 39.85 5530 330.00 *5899 6.05 

*082 1.44 *6BF7W 4.20 673 22.15 5530·H 330.00 *5899A 6.05 
*OB2WA 3.00 *604 2.85 676 63.80 5531 630.00 ,*5902 5.25 

GB-OB2WA 3.00 60J8 2.05 677 63.80 5541 500.00 *5902A 5.25 
*083 1.65 *6J4 4.19 678 49.50 5550/681 49.00 *5903 7.45 
*OC3 1.50 *6J4WA 5.60 5696 23.15 5551A/652 65.00 *5904 7.90 
*003 1.44 GB-6J4WA 5.60 5706 15.00 5552A 99.00 *5905 8.40 

OZ4A 1.20 *6J6WA 5.35 740 19.40 55538/655 245.00 *5906 8.40 
VG1A 15.04 *6SJ7WGT 2.55 740L 21.40 5555 316.00 *5907 8.40 

*1824A 21.35 GB-6SJ7WGT 2.55 750TL 150.00 5557 9.50 *5908 9.80 
*1837A 8.80 *6SL7WGT 3.15 760 28.10 5558 17.50 *5916 9.80 
*1844 24.55 GB-6SL7WGT 3.15 760L 31.70 5559 23.00 *5931 6.80 
*1863A 30.95 *6SN7WGT 2.35 801A 13.00 5560/FG95 33.00 . GB-5931 6.80 

lC/3822 10.85 GB-6SN7WGT 2.35 *807 3.00 5575/100 235.00 *5932 11.30 
1021/5N4 7.10 *6SN7WGTA 4.90 810 26.95 5576/200 266.00 GB-5932 11.30 
IP39 2.30 *6V6GTY 1.45 8llA 6.90 5604 600.00 *5933 12.35 
IP40 3.75 *6X4W 1.60 812A 6.90 5606 288.00 GB-5933 12.35 
156 (t) 1.55 6X4WA 2.85 813 23.15 5619 443.00 *5933WA 16.50 
2-01C 18.50 j;B-6X4WA 2.85 815 28.35 *5636 6.75 5934 22.00 
2-25A 20.00 6X5WGT 1.55 816 2.95 *5636A 6.75 5936 1145.00 
2-50A 23.00 GB·6X5WGT 1.55 828 32.95 *5639 6.55 *5963 1.54 
2-1500 38.55 *7AK7 7.45 8298 19.00 *5639A 6.55 GB-5963 1.54 
2·240A 42.85 GB-7AK7 7.45 832A 15.90 *5641 7.55 GB·5964 1.54 
2-450A 113.00 7C25 170.00 833A 53.65 *5641A 7.55 GB-5965 1.95 
2-2000A 228.00 *7F8W 6.35 5836 16.70 *5643 9.05 5966 42.00 

*2C36 38.72 GB-7F8W 6.35 837 10.30 *5644 9.90 *5977 6.55 
*2C37 39.32 *12AT7WA 3.05 5838 16.70 *5644A 9.90 *5977A 6.55 

2C39A 22.50 12AY7 2.45 5840 20.00 *5647 8.65 5986 1050.00 
2C398 32.15 KY21A 26.75 845 25.00 *5647A 8.65 *5987 11.10 
2C39WA 32.00 RX21A 25.75 8578 218.50 5651 1.90 5996 210.00 
2C40 29.30 *28D7 3.60 860 40.20 5651WA 4.20 GB-6005 3.95 
2C41 26.50 52807 3.60 861 245.00 GB-5654 3.05 *6005/6AQ5W 3.95 
2C43 24.55 *28D7W 10.40 866A 2.90 *5654/6AK5W 3.05 *6005/6AQ5W/6095 
2C51 3.65 GB-28D7W 10.40 8698 138.00 *5654/6AK5W/6096 3.95 
2C53 9.80 75TH 30.00 872A 10.65 4.35 6009 228.00 
2021 1.25 75TL 30.00 880 595.00 5658 595.00 6011 13.80 
2021W 2.70 FG-97 62.00 884 2.28 5666 280.00 6012 7.65 
2E24 5.20 100TH 23.60 885 2.00 5667 (889RA) 370.00 *6021 4.35 
2E26 3.85 100TL 23.60 891 295.00 5668 330.00 *6021A - 4.35 

*2J42 125.00 102A 176.00 891R 460.00 5669 490'.00 6027 180.00 
*2J42H 158.00 141 110.00 892 290.00 *5670 3.70 6027H 210.00 

2X2A 3.10 142 74.00 892R 455.00 GB-5670 3.70 6080 5.33 
2X1000A 127.50 148 152.00 893A 880.00 *5670WA 3.95 GB-6080 5.33 
2X3000F 168.00 199 350.00 893AR 1340.00 5679 1.75 GB-6101 5.35 
3A4 1.25 212E 210.00 921 3.50 GB5687 4.00 *6110 8.05 
3A5 1.78 2328 670.00 922 3.10 5680 190.00 *6111 5.05 
3828 6.00 2418 210.00 923 3.40 5681 1875.00 *6111A 5.05 
3C23 11.98 250R 38.55 927 3.80 5682 2625.00 *6112 5.05 
3CPN10A5 32.00 250TH 38.55 929 2.15 5687 4.00 *6112A 5.05 
3CX100A5 32.00 250TL 38.55 930 3.10 5691 8.75 *6135 2.40 
3E29 19.00 279A 415.00 931A 11.15 *5692 8.25 GB-6135 2.40 
3W5000F1 243.00 298A 1485.00 956L 2415.00 5693 6.60 GB-6136 2.90 
3W5000F3 231.00 304TH 64.50 1000T 150.00 5696 2.05 GB·6145 12.45 
3X2500A3 200.00 304TL 64.50 R11ll 12.70 5713 260.00 6146 5.00 
3X2500F3 206.00 5A-309 20.00 R1111M 26.00 *5718 4.00 6146A 5.00 
3X3000A1 212.00 5A·309A 20.85 Rl1308 (1859) 20.40 *5718A 4.00 6159 5.00 
3X3000Fl 218.00 322 25.25 Rl131C 19.20 *5719 3.50 6159A 5.00 
4-65A 28.50 5-340 15.10 R1166 19.60 *5719A 3.50 6163 28.40 
4-125A 36.00 342A 670.00 Rl168 24.00 *5722 6.40 6164 64.90 
4-250A 46.50 342AA 775.00 R1169 21.50 GB-5725 3.80 6166 1020.00 
4-400A 48.00 354 1750.00 GB-1216 2.38 *5725/6AS6W 3.80 GB-6186 3.85 
4-1000A 132.00 356 635.00 GB-1217 1.55 GB-5726 1.55 GB-6189 3.70 
4CN15A 55.00 3578 170.00 1218 4.50 *5726/6AL5W 1.55 *6189/12AU7WA 3.70 
4CW2000A 218.00 379A 440.00 GB-1219/5670 3.70 *5726/6AL5Wi6097 6198 230.00 
4CW10.000A 576.00 GB-407A 5.90 GB-1220/5654 3.05 1.55 GB-6201 2.95 
4CX2508 39.35 GB-408A 4.95 1222A 2.45 GB-5727 2.90 *6205 5.90 
4CX250F 39.35 5-413 15.00 1229 5.35 *5727/2D21W 2.90 *6205A 5.90 
4CX250K 64.25 414 188.00 1237 9.86 5736 190.00 *6206 8.00 
4CX250M 92.50 450TH 77.00 1247 6.00 GB-5749 2.20 *6206A 8.00 
4CX300A 55.00 450TL 77.00 CT4251 11.10 *5749/6BA6W 2.20 GB-6211 2.35 
4CXI000A 156.00 4818 10.90 1273 (f) 1.55 GB-5750 3.45 6217 72.00 
4CX5000A 495.00 502A 2.30 1280 (t) 1.55 *5751 2.95 6256 240.00 
4E27A/5-1258 50.00 GM514 58.40 1319 115.00 GB-5751 2.95 6257 252.00 
4PR60A 100.00 TW5348 977.50 1500T 279.00 *5751WA 2.95 6258 280.00 
4W3008 57.00 TW538 2645.00 1614 3.77 5762/7C24 230.00 *6308 8.25 
4W20,OOOA 1950.00 575A 20.15 1616 13.90 5763 2.53 GB-6350 2.35 
4X150A 25.00 5798 20.50 1620/6J7 6.99 5764 39.32 *6352 9.85 
4X1500 28.00 TW591 3220.00 1622 3.45 5765 39.32 6366 170.00 
4X150G 58.00 592/3-200A3 46.00 1624 6.25 5767 44.77 6367 185.00 
4X2508 39.35 5-597 26.75 2000T 387.00 *5768 32.37 6399 170.00 
4X500A 128.50 604 11.86 2050 2.37 5789 914.50 6400 199.00 
5N5 12.50 604L 13.00 TW4002M 2245.00 5796 17.25 6420 360.00 
5R4GY 2.03 606 20.80 TW4006 1667.50 *5814A 3.35 6421 425.00 
5R4GY8 2.03 606L 21.90 TW4007 2080.00 GB-5814A 3.35 6421-F 440.00 

*5Y3WGTA 4.05 610 30.75 TW4260 1095.00 *5814WA 3.35 6422 385.00 
GB-SY3WGTA 4.05 TW613 1150.00 TW4261 1065.00 5820 1200.00 6423 495.00 
6A04 (t) 3.70 615 9.75 TW4267 1065.00 5822A 116.00 6423-F 510.00 
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6424 $ 455.00 SK220D(K4161) 160.00 3BMP2 $ 47.05 5AQPli $ 35.70 7AEP7 $ 59.10 
6425 580.00 SK220E(K4162) 160.00 3BMP7 48.75 5AQPllA 35.70 7AEPll 59.10 
6425·F 600.00 SK220F(K4035) 160.00 3BMPll 47.05 5AQPllB 37.00 7AQP4 31.10 
6426 675.00 SK220G(K4202) 160.00 3BMP12 47.05 5AUP24 100.80 7AQP7 31.10 
6427 830.00 SK220Z(K4036) 360.00 *3BPIA 19.60 5AXP4 19.75 7AQP16 31.10 
6476 13.37 SK222A(K4183) 165.00 *3FP7A 27.50 5BCPl 37.80 7AQP19 31.10 
6476A 14.95 SK222B(K4184) 165.00 *3JP1 21.45 5BCP4 37.80 7AQP25 31.10 
6481 (RT434) 38.30 SK222C(K4185) 165.00 *3JP2 24.15 5BCP7 39.50 7AUP4 29.40 
6483 3.09 SK222D(K4186) 165.00 *3JP7 24.15 5BCP11 39.50 7AUP7 31.10 
6503 65.82 SK222E(K4188) 165.00 *3JP12 30.80 5BGPI 75.00 7BP2A 42.00 
6550 (t) 4.95 SK222F(K4189) 165.00 *3KPI 20.60 5BGP2 75.00 *7BP7A 42.00 
6559 800.00 SK222G(K4187) 165.00 3KP4 20.60 5BGP5 75.00 7JPl/7VPl 29.00 
6576 680.00 SK222Z(K4182)365.00 3KP7 21.45 5BGP7 75.00 7JP7 35.00 
6591 34.40 K839B 143.75 3KPll 20.60 5BG~1l 75.00 7MP7 43.70 
6623 205.00 K840B 143.75 3KP16 42.45 5BG 15 75.00 7MP14 46.20 
6660/6BA6 1.05 K841B 143.75 3MPI 21.80 5BHPI 92.50 7UP7 42.00 
6661/6BH6 1.35 K4009 202.00 *3RPI 13.95 5BHP2 92.50 7UP25 42.00 
6662/6BJ6 1.30 K4010 202.00 3RPIA 20.30 5BHP5 92.50 8CPl 42.45 
6663/6AL5 .95 K4011 202.00 3RP4 19.60 5BHP7 92.50 8CP2 52.95 
6669/6AQ5A 1.05 K4012 202.00 *3SPI 25.20 5BHPll 92.50 8CP4 (t) 52.95 
6677 /6CL6 1.80 K4013 202.00 3SP2 25.20 5BHP15 92.50 8CP5 52.95 
6678/6U8A 1.60 K4014 202.00 3SP4 25.20 5BNP16 24.40 8CP7 43.70 
6679/12ATl 1.50 K4015 202.00 3SP5 25.20 *5BP1A 23.30 8CPll 52.95 
6680/12AU7 1.20 K4208 202.00 3SP11 25.20 5BRFilI 42.00 8DP4 25.20 
6681/12AX7 1.25 6468 202.00 *3WP1 29.85 5BRP4 42.00 8FP4 43.15 
6696 1090.00 6468/K526 202.00 3WP2 30.25 5BRP7 43.70 8KP4 23.25 
6697 1310.00 6469 202.00 3WP11 30.25 5BRPll 43.70 8XP4 22.00 
6698 1810.00 6469/K470 202.00 4MP1 72.25 *5CPIA 21.70 8YP4 29.50 
6752 750.00 0470 202.00 5ABPI 34.45 *5CP1B 31.80 *10AKP7 46.20 
6788 11.95 6470/K524 202.00 5ABP1A 37.80 *5CP7A 30.80 *lOKP7 42.85 
6799 2760.00 *6BL6 43.75 5ABP4 42.85 5CPllA 28.00 *10KP7A 51.25 
6800 370.00 *6BM6 61.50 5ABP4A 46.20 *5CP12 30.80 10KP7B 59.65 
6801 535.00 *6BM6A 75.00 5ABP7 42.85 5CVP1 142.80 lONP11 137.50 
6802 11.43 5836 78.50 5ABP7A 46.20 5CVP7 142.80 10SP4 70.00 
6807 29.40 5837 78.50 5ABPll 44.20 5CVP19 142.80 10VP7 58.80 
GB·6814 5.55 6974/K709 403.00 5ABPllA 47.55. 5DEPl 13.65 10VP15 58.80 
6873 10.59 **In quantities of 1·9 5ABP31A 47.55 5DEP2 24.20 '10WP7 34.4? 
6874 (M·561) 1239.00 *5ADP1 27.65 5DEP7 24.65 lOWP7A 37.80 
6879 (CT·854) 13.37 5ADP1A 33.60 5DEP11 25.20 10WP14 51.25 
6883 5.15 FERRITE ISOLATORS 5ADPIB 33.60 5FP4A 26.20 10WP14A 59.65 
6883A 5.15 *5ADP2 31.85 *5FP7A 26.75 10WP19 51.25 
6887 1.25 FD·151P 425.00 5ADP2A 30.50 5FP11A 31.45 10WP19A 51.25 
GB·6888 6.90 FD'492 225.00 5ADP2B 30.50 *5FP14A 22.75 12ABP7 50.00 
6897 32.15 FD'502 225.00 *5ADP7 35.00 5RP1A 115.50 12ABP7A 51. 70 
6902 6350.00 FD·512 225.00 5ADP7A 40.35 5RP2A 115.50 12ABP14 60.10 
6909 11.43 FD-522 220.00 5ADP7B 40.35 5RP4A 115.50 12ABP14A 69.80 
6910 13.37 FD·531A 288.00 5ADP11 35.00 5RP5A 115.50 12ABP19 69.80 
6943 12.35 FD·911 235.00 5ADPllA 38.65 5RP7A 115.50 12ABP19A 76.90 
6944 12.35 FD-1522W 270.00 5ADP11B 38.65 5RP11A 115.50 *12DP7A 68.90 
6945 12.35 5ADP31B 38.65 *5UPl 13.65 12DP7C 85.70 
6946 12.35 5AHP2 40.50 5UP7 24.65 12SP7 42.85 
6947 12.35 INDUSTRIAL and 5AHP2A 38.85 5UPll 25.20 12SP7B 62.20 
6948 12.35 MILITARY *5AHP4A 38.85 5WPll ID1.00 *12SP7D 58.80 
7006 1134.00 CATHODE RAY TUBES *5AHP7 31.15 5WP15 ID1.00 14BAP4 51.75 
7007 1120.00 *5AHP7A 38.85 5ZP15 128.55 17DWP4 53.25 
7038A 230.00 5AHP14 31.15 5ZP16 100.00 21EYP4 63.00 
GB·7044 3.20 2AP1A 15.40 5AHP14A 38.85 5ZP24 128.55 SC·2558·P1 135.00 
7098 1170.00 2BPl 18.65 5AHP19 31.15 7ABP7 46.65 SC·2558·P4 135.00 

*7137 7.10 2BPll 18.65 5AHP19A 38.85 *7ABP7A 48.65 SC·2558·P7 135.00 
GB·7137 7.10 *3ACPIA 30.25 5AHP25 31.15 7ABP14 59.95 SC·2782 420.00 
7155 13.37 *3ACP2A 30.25 5AHP25A 38.85 7ABP14A 55.55 SC-2809 920.00 
7291A 375.00 *3ACP7A 28.60 5AMP1 47.60 7ABP19 52.10 SC·2812-P1 35.05 
7325 230.00 *3ACP11A 30.25 *5AMP1A 58.80 7ABP19A 50.40 SC·2830·P1 50.50 
GB·7327 12.45 3ACP12A 30.25 5AMP2 47.60 7AEP1 59.10 SC·2854 49.00 

*7503 1170.00 *3ADP1 41.60 *5AMP2A 58.80 7AEP2 59.10 SC-3016-Pll 58.80 
7619 1375.25 3ADP2 41.60 5AMP7 49.00 
8008 10.65 3ADP7 42.00 *5AMP7A 60.50 
8020 24.00 3ADP11 41.60 5AMPll 49.00 

NOTE: Other screen phosphors for industrial and 9001 5.40 3AP1A 21.25 *5AMPllA 60.50 
Military Cathode Ray Tubes are available upon 9002 3.85 3ASP1 32.00 5AQP1 35.00 

9003 5.40 3ASP2 32.00 5AQP1A 35.00 request. 

3ASP11 32.00 5AQP1B 35.30 Types listed in Bold Face are Sylvania Gold Brand 
3BEP1 37.00 5AQP2 35.70 Tubes. 

KLYSTRONS" 3BGP1 37.80 5AQP2A 35.70 GB-Manufactured to Commercial and Industrial 3BGP2 37.80 5AQP2B 36.55 

I 

Specifications. SK220A(K4033) 160.00 3BGP7 37.80 '5AQP7 39.90 
SK220B(K4160) 160.00 3BGPll 37.80 5AQP7A 39.90 *Indicates Military Type Approval. 
SK220C(K4034) 160.00 3BMP1 47:.05 5AQP7B 38.65 (tl Federal Excise Tax included in price. 

For high quality Industrial or Entertainment Receiving Type Tubes and Picture Tubes-Specify Sylvania 

ELECTRONIC TUBES DIVISION· SYLVANIA ELECTRIC PRODUCTS INC. NEW YORK 19. N. Y. 

SUBSIDIARY 01= 
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ELECTRON TUBES • SEMICONDUCTORS 
MILITARY · INDUSTRIAL · COMMERCIAL 

TUNG-SOL ANSWERS YOUR NEED 
FOR RELIABILITY, LOWER COST 

When designing electronic equipment for modern 
military, industrial and commercial applications, 
you cannot compromise on reliability. Nor can 
you fail to take into consideration manufacturing 
costs-you must ke~p them as low as possible. 
consistent with required performance standards. 

It is in this area that Tung-Sol's vast design and 
manufacturing experience count so heavily in 
your favor. Tung-Sol is guided solely by your 
needs in making electron tubes and semiconduc­
tors. Engineering and production at Tung-Sol are 
directed to the aim of providing ~eliable and flex­
ible electronic compone~ts, and a wide range of 
Tung-Sol standard components is available "off 
the shelf" through conveniently located dis­
tributors. 

®TUNG-SOr 
TUNG·SOL ELECTRIC INC., Newark N. J. 

Technical assistance is available through: Atlanta, Ga.; 
Columbus, Ohio; Culver City, Calif.; Dallas,Texas; Denver, 
Colo.; Detroit, M~ch.; Irv:ington, N. 1.; Melrose Park, Ill.; 
Newark, N. J.; Philadelphia, Pa.; Seattle, Wash. In Canada: 
Abbey Electronics, Toronto, Onto 
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• • TUNG-SOL ENTERTAINMENT TUBES 
• • • • • 

• 

• • • • • • 

Tung-Sol can meet your requirements for entertainment tubes, 
whether cathode ray, series-string, hybrid auto radio, TV, stereo, 
hi-fi or radio tubes. Tung.Sol entertainment tubes combine the 
most sought-for characteristics in i.deal combination. Dynami­
cally-balanced 6550's, 5881'5, 6VGTA's and 6BQ5's deliver the 
finest in full-fidelity reproduction. These types are available in 
factory-matched pairs. 

TUNG-SOL GERMANIUM TRANSISTORS 

The exclusive design characte.ristics and unexcelled quality of 
Tung-Sol Germanium Transistors provide high operational re­
liability and broad design flexibility. Extremely wide inter­
changeability permits Tung-Sol transistors to be used for the 
widest possible applications. Tung·Sol transistors are produced 
in the three standard JEDEC packages: TO-5 (medium power); 
TO-3 (power); TO-36 (high power). 

The new Tung-Sol 4.layer PNPN bistable transistor is offering 
unusual assembly economies in many applications. Ask your 
Tung-Sol representative for details_ 

TUNG-SOL SILICON RECTIFIERS 

+ ++ 

• • • • • • 

• .. 
• • • • 

Assuring the utmost uniformitx and electrical and mechanical 
stability, Tung.Sol silicon reCtifiers range from 250 ma to 100 
amps.. They operate with undiminished re!iability over a .j?nc­
tion temperature range from -65 to +190 C. Tung-Sol Silicon 
rectifiers feature low forward voltage drop, low reverse leakage, 
low thermai resistance, and high surge-handling ability. • • ••••••••••••••••••••••••••••••••••••••• 
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SECTION 5700 

INDUSTRIAL AND SPECIAL PURPOSE TUBES 

SGR·2 4·400A TS·239 845 5663 5796 6082WB 6660 
UXCV11 4·1000A HF·300 857B 5670 5814A 6088 6661 
HV·18 4B32 TS·300 860 5670WA 5814WA 6096 6662 
KU·23 4021/4·125A 311CH 866A 5672 5822A 6098/ 6663 
~ 4X150A 313C 869B 5676 5823 6AR6WA 6669 
OA2WA 5A6 323B 872A 6110 6678 
OA3 5AT4A 338A 873 5678 5829WA 6679 
OA4G 5022/4·250A 371B 884 5685/C6JA 5840 6111 6680 
OB2 5R4GYA 393A 885 5686 5842 6136 6681 
OB2WA 5R4WGA 394A 891 5687 5842/417A 6146 6807 

5R4WGB 395A 892 5687WA 5844 6159 6883 OB2WA 
OB3 6AH6WA 396A 921 5691 5847 

6188/ 6893 
OC3 6AJ5 404A 927 5692 5847/404A 

6SU7WGT 6901 
OC3W 6AK5WB 407A 973 5693 5851 6907 
~ 6AN5 408A CH·1046 5696 5875 6189/ 6943 
003W 6AR6 417A CH·1068 5702WA 5a79 12AU7WA 6968 
OG3 6AS6 426A CH·1122 6201 7099 
X·80 6AS7G TS·433C 1257 5702WB 5881 6202 7105 
1A04 6AU6WA 468 1258 5703WA 5881 Matched 6205 7190 
1AH4 6AU6WB 481B 1620 5703WB Pair 6206 7191 

604 575A 1754 5718 5896 ---1AJ5 1907 5719 5902 7192 
1L4 6H6WGT 576A 2050 5948 6211 7212· 
1P39 6J4 577 2050W 5725 6245 7236 
1P40 6J4WA 579B 2399 5725/6AS6W 5948A 6267 7240 
~ 6L6WGB 583 5725/6AS6W 6293 

5517 5949 6303 
7241 

1Z2 6SC7GTY 610 /6187 5949A ---
5544 5726 7242 2C39A 6SL7WGT 624 5550 5963 7323 2C51 6SN7WGT 627 5551A 

572616AL5W 5964 6327 7358 2D21 6SN7WGTA 628 5552A 5726/6AL5W 6336A 7370 2021W 6SU7GTY ~ /6097 ,5965 6339 7400 5553B 5966 6345 2E22 6X4W 632B 5555 5727/2021W 
2E22MiI Spec. 6X4WA 672A 5558 5736 5998 6350 7401 
2E24 12A6 673 5560 5744WB 6000 7454 
2E26 12AT7WA 676 5581 5749 6005 6388/443A 

7455 

~ 12AY7 ~ 
7559 

5594 6394A 7568 5749/6BA6W 6011 6418 3A4 25Z6WGT 678 5636 6012 3A5 26E6WG 805 5751 6485 7605 5639 5751WA 6021 3il24WA 26Z5W 807 6520 7607 5642 5755 6028/408A 3B25 53 810 5643 7813 
5763, 6074 3B28 83 811A 5651 6528 8000 

3B29 HF·200 812A 5651WA 5783 6080 6542 8008 

3C23 HF·201A 813 5654 5783WA 6080WA 6550 8020 
3CX100A5 211 829B 5654/6AK5W 5784WA 6080WB 6550 9001 
3021WA 217C 830B 5654/6AK5W 5787 6082 Matched Pair 9002 
4·65A TS·23l 833A /6096 5787WA 6082WA 6627/0B2WA 9003 

ENTERTAINMENT TUBES 

OZ4 lT4 3BA6 4BC5 5AU4 5U4GB 6AH4GT 6AU5GT 
OZ4A lU4 3BC5 4BC8 5AVS 5US 6AH6 6AU6 
OZ4G lU5 3BE6 4BN6 5BS 5V3 6AK5 6AU6A 
lA7GT lV2 3BN4 4BQ7A 5BES 5V3A 6AK6 6AU7 
lAX2 lX2B ~ ~ 5BK7A 5V4GA 6AL5 6AU8 

2A3'" -----1 
1B3GT 3BU8 4BUS 5BQ7A 5V6GT 6AL7GT 6AV5GA 
lDN5 2AF4 3BY6 4BZ6 5BR8 5X8 6AM4 6AV6 
1G3GT 2AF4A 3BZ6 4BZ7 5BTS' 5Y3GT 6AM8A 6AWSA 
1H5GT 2BN4A 3CB6 4CB6 5BW8 5Y4GT 6AN4 6AX4GTB 
~ 2CY5 3CF6 ~ ~ ~ 6AN8A 6AX5GT 
1K3 2EN5 3CS6 4CY5 5CLSA 6A7 6AQ5A 6AXS 
"lL4 2ER5 3CY5 40E6 5CQS 6A8 6AQ6 6AZ8 
1L6 2FH5 30G4 40T6 5CZ5 6AB4 6AQ7GT 6B4G 
1LA6 3A2 30K6 4EW6 50HS 6AC7 6AR5 6BS 
lLH4 ~ 30T6 5AMS 5EAS 6AF3 6ARS 6BA6 
1LN5 3AF4A 3Q4 5ANS ~ 6AF4 6AS5 6BA7 
lN5GT 3AL5 3Q5GT 5AQ5 5GHS 6AF4A 6ASS 6BASA 
1R5 3AU6 3S4 5AS4A 5J6 6AF6G 6AT6 68C5 
lS4 3AV6 3V4 5ASS 5TS 6AG5 6ATSA 68C7 
1S5 382 4AU6 5ATS 5U4G 6AG7 6AU4GTA 68CS 
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SECTION 5700· 

ENTERTAINMENT TUBES (cont'd) 

6B06 6CG7 6EHS 6SL7GT SBQS 12BL6 12L6GT 2SCS 
6BE6 6CGSA 6EMS 6SN7GTB SCG7 12BQ6GA/ 12RS 2SCAS 
6BFS 6CHS 6EM7 6SQ7 SCM7 12CU6 12SA7 2SC06GB 
6BF6 6CK4 6ERS 6SQ7GT SCN7 12BQ6GTB/ 12SA7GT 2S0N6 
6BG6GA 6CL6 ~ 6SR7 SCS7 12CU6 12SF7 2SEHS 

6BH6 6CLSA 
6ESS SCXS 12BR7 12SG7 2SL6GT 6EU7 6SS7 

6BHS 6CM6 6EUS 6T4 SEBS 12BV7 12SJ7 2SW4GT 
6BJ6 6CM7 6EVS 6TSA SET7 12BV7A 12SK7 2SZS 
6BJ7 6CMS ~ 6US 9AU7 12BZ7 12SK7GT 2SZ6GT 
6BJS 6CN7 6USA 9BR7 12CS/12CUS 12SL7GT 32ET5 

6EV6 
6BK4 6CQS 6EZS 6V3A 9CLS 12CAS 12SN7GTA 34GOS 
6BKS 6CR6 6FS 6V6 9USA 12CNS 12SQ7 3SAS 
6BK7B 6CS6 6F6 6V6GTA 10CS 12CR6 12SQ7GT 3SBS 
6BL7GTA 6CS7 6F6GT 6V6GTA 100E7 12CTS 12U7 3SCS 
6BN4A 6CUS 6FHS MatchedPair 10EG7 12CX6 12V6GT 3SEHS 
6BN6 6CU6 6FMS 6W4GT llCV7 
6BNS 6FQS 1204A 12W6GT 3SL6GT 

6BQS/ELS4 6CUS 6FV6 6W6GT 12ABS 120BS 12X4 3SW4 

6BQS 6CXS IDL 6X4 12AC6 120ES 130E7 3SV4 
12A06 120LS 130R7 3SZ3 Matched Pair 6CVS 6GHS 6XSGT 12AE6 120Q6A 13EM7 3SZSGT 6BQ6GA/ 6CV7 . 6GK6 6XS 12AE6A 6CU6 6CZS 6GM6 6XSA 120S7 14A7 36AM3 

6BQ6GTB/ 6GNS 12AF3 120TS" 14B6 36AM3A 
6CU6 

60A4A 6H6 6V6GA 12AF6 120TS 14GTS 42 
6BQ7A 

60BS ~ 7A4 12AJ6 120VS 14Q7 SOAS 
6BRS~ 

6086 6JSGT 7A6 12ALS 120W7 17AX4GT S08S 
685S 

60C6 6J6A 7A7 12ALS 120Z6 
l7BQ6GTB 68US 

60E4 6J7 7A8 SOCS 
6K6GT 12AQS 12EOS 17CS SOOC4 

68V8 60E6 
~ 

7AG7 12AT6 12EG6 1704 SOEH5 
6BW4 60E7 7AU7 12AT7 12EK6 170E4 SOL6GT 60G6GT 6K8 786 170Q6A 6BW8 60J8 6L6 787 12AU6 12EL6 SOX6 
68X7GT 6L6GC 12AU7A 12EN6 
68VSGA 60K6 788 17H3 SOV6GT ~ 17L6GT 12AVSGA 12EZ6 SOV7GT 
68V6 60N6 6N7 7CS 

12AV6 12F8 17W6GT 7S 
68Y8 60N7 6Q7 7C6 

12AV7 12FK6 lSAS 80 
68Z6 60QS 6Q7GT 7C7 

12AX4GTA 12FM6 18FW6 117L7/M7GT 
68Z7 60Q6A 6S4A 7EY6 

12AX7 12FQ8 18FX6 
68Z8 60Q6B 658GT 7F7 lSFY6 117Z3 

60R7 
65A7 

7FS 12AX7A 12FR8 19AU4GTA 117Z6GT 6C4 6SA7GT 6CS 60SS 7H7 12AZ7A 12FX8 198G6G 6973 
6CA4 60TS 65B7Y 7N7 1284A 12FX8A 19T8 702S 
6CAS 60T6 65C7 7Q7 128A6 12GA6 19X8 7027A 
6C8SA 60T8 65FS 7V7 128A7 12GC6 220E4 6SF7 7189 
6CB6 6ES 6SG7 7W7 12B06 12H6 2SAVSGA 7199 
6CB6A 6EA7 65H7 7Y4 12BE6 12JSGT 2SAX4GT 7247 
6C06GA 6EA8 6SJ7 7Z4 12BF6 12JS 2SBKS 740S 
6CE5 6E8S 6SK7 SAU8 12BH7A 12KS 2S8Q6GT8/ 7S43 
6CF6 6EBS 6SK7GT 8AW8A 128KS 12K7GT 2SCU6 7691 

SUPPLEMENTARY LIMITED DEMAND TYPES 
1A4P 1C7G 1FSG 6BK7A 657G 12S8GT 14AS 258Q6GT 2L-
1A6 1H6G 65FSGT 12SA7GTY 14E6 26 3S 
1A8S 107G lJ6G 608G 7AF7 12SFSGT 1457 4SZ3 
1B4P 1ESGP 1LA4 6F6G 7L7 12SJ7GT 31 47 
~ 1E7G 5X4G 6L7G 14W7 32L7GT SS 
1CSGT 1E7GT 5Z4 88HS 125N7GT 14V4 33 70L7GT 
1C6 1F4 6AX4GTA 6PSGT 12J7GT 12Z3 19 34 Sl 

SEMICONDUCTORS 

2N63 2N242 2N379 2N396A 2N42S 2N443 2NS79 2N1358 2N1707 
2N64 2N277 2N380 2N404 2N4S9 2NS80 2N1412 (T5629) 
2N6S 2N27S 2N381 2N426 2N460 2N581 2N1681 T5601 
2N173 2N307 2N413 2N427 2N461 ~ 2N170S T5602 
2N174 2N382 2N414 2N42S 2NS26 2N1099 (TS1007) T56Q3 

2N307A 2N383 2N416 2N441 2NllOO 2N1706 T5604 
2N174A 2N37s 2N396 2N417 2N442 2NS7S 2N1313 (T5627) 
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7JP4 
10ABP4B 
10BP4A 
10HP4 
10MP4A 
12KP4A 
12LP4A 
12UP4A 
12UP4B 
12VP4A 
14AJP4 
14AUP4 
14BP4/ 

14CP4/ 
14EP4 

14CP4 
14CP4A 
14EP4 
14NP4A/ 

14SP4 
14QP4 
14QP4A 
14RP4A 
14SP4 
14WP4 
14XP4A 
16AP4A 
16EP4A 

PR2 
PR3 
4 
PR4 
PR5 
PR6 
SM61F 
PR7 
PR8 
PR9 
10 
12 
12G 
12R 
PR12 
13 
PR13 
14 
15 
PR15 
PR16 
PR17 
PR18 
19 
~ 
19R 
20 
27 
29 
31 

© U.C.P., Inc. 

SECTION 5700 

ET (ENTERTAINMENT TRANSISTOR) LINE 

16GP4B 
16JP4A 
16KP4/ 

16RP4 
16KP4A/ 

16RP4A 
16LP4A/ 

16ZP4 

16RP4 
16RP4A 
16TP4 
16WP4A 
16ZP4 

17ATP4/ 
17AVP4 

17ATP4A/ 
17AVP4A 

17AVP4 
17AVP4A 
17BJP4 

17BP4A/ 
17JP4· 

17BP4B 
17BRP4 
17BVP4 
17BWP4 

35 77 
40 78 
41 81 
42 81K 
43 82 
44 87 
45 87K 
46 87L 
47 88 
48 89 
49 89K 
50 89M 
51 90 
52 93 
53 931F 
55 94. 
57 941F 
57X 109 
63 110 
63K 112 
63M 114 
64 123' 
67 131 
67K 136 
67M 158 
68 196 
71 209 
71K 210 
71M 211 
72 212 

PNP TYPES: ETl ET2 ET3 ET4· ET5 ET6 ET7 
NPN TYPES: ET8 ET9 ETlO ETl1 

PICTURE TUBES 

17BZP4/ . 17HP4/ 19AP4B 20HP4D 21BSP4 21EP4A 
17CAP4/ 17RP4 19AUP4 20LP4 21BTP4 21EP4B 
17CKP4 17HP4B/ 19XP4 20MP4 21CBP4/ 21EQP4 

17CAP4 17RP4C 19YP4 21ACP4/ 21CBP4A 21ESP4 
17CFP4 17JP4 20CP4/ 21AMP4 21CBP4A 21EVP4 
17CKP4 17LP4/ 20DP4 21ACP4A/ ·21CEP4/ 21FP4 
17CLP4... 17VP4· 121AMP4A/ 21CEP4A 21FP4A 

17LP4A/ 21BSP4 21FP4C 
17VP4B 21CEP4A 21MP4 

17CNP4 21ALP4 21CMP4 21WP4 
17CP4 20CP4A/ 21ALP4A/B 21CQP4 21WP4A 17CRP4 20DP4A 21AMP4A 21CUP4 21XP4/ 17CSP4 20CP4B/ 21AP4 21CVP4 17CTP4 17QP4/ 20DP4B 21ATP4/A 21AYP4 

17UP4/ 20CP4D/ 21CWP4 21XP4A 
17YP4 20DP4C 21ATP4B 21YP4 

17DAP4 17QP4A 20DP4 21AUP4i 21CXP4 21YP4A 

17DKP4 17RP4 20DP4A 21AVP 21DAP4/ 21ZP4 
17DLP4 17RP4C 21AUP4A/ 21DEP4/ 21ZP4A 
17DQP4 17TP4 21AUP4B/ 21DEP4A 21ZP4B 
17DRP4 21AVP4A/ 21DEP4 23ANP4 

21AVP4B 21DEP4A 23ANP4/ 
20DP4B ,21AUP4B 21DHP4 23ATP4 

17DSP4 17UP4 20DP4C 23ATP4 
17DTP4 17VP4 20HP4 21AVP4 21DLP4 23AVP4 
17DXP4 17VP4B 20HP4A/ 21AVP4A 21DQP4 23CP4 
17FP4/ 17YP4 20LP4/ 21AVP4B 21DSP4· 23CP4/ 

17FP4A 19AFP4/ 20MP4 21AWP4 21EAP4 23AVP4 
17GP4 19AUP4 20HP4C 21AYP4 21EP4 23JP4 

MINIATURE LAMPS 

·222 365 1047 1154 1271 1485 1816R 
224 425 1068 1155 1321 1487 1818 
233 428 1073 1156 1322 1488 1820 
243 430 1074 1157 1323 1490 1826 
245 431 1076 1158 1323S 1491 1829 
257 432 1105S 1170 1327 1492 1835 
263 433 1122 1176 1445 1493 1847 
291 502 1124 1183 1446 1495 1850 
292 503 1129 1184 1447 1501 1855 
301 ~ 1130 1188 1449 1503 1881 
302 621 1133 1195 1452 1507 1888 
303 622 1134 1196 1453 1651 1889 
304 623 1141 1203 1454 1683 1890 
305 631 11411F 1204 1455 1686 1891 
306 965 1142 1456 1691 1892 
307 993 11421F 1209 1457 1810 1893 
307R 1000 1143 1209S 1458 1813 1895 
307SB 1002 1144 1247 1477 1814 1898 
308 1003 1145 1251 1481 1815 1950 
309 1004 1146 1252 1482 1816 2090 
310 1005 
310R 1007 
311 1009 
312 1011 
~ 

11016 

313R 1021 
315 1022 
351 1026 

For further information contact: 356 1034 
363 1044 TUNG-SOL ELECTRIC Inc., Newark 

23MP4 
23TP4 
23UP4 
23YP4 
23ZP4 

24ADP4 
24AEP4 
24AHP4 
24AJP4 
24ALP4 

24ANP4 
24AUP4 
24AVP4 
24CP4A/ 

24T.P4/ 
24VP4A/ 
24ADP4 

24DP4A/ 
24YP4 

24TP4 
24VP4A 
Z4YP4 
27EP4 
27LP4 
27RP4 

2220 
2226 
2320 
2326 
2330 
2331 
2336 
2520 
2526 
2530 
2530L 
2531 
2536 
2550 
~ 

N.J. 
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SECTION 5700 

RAYONIC® TYPICAL OPERATING DATA PRICE' 
TUBE TYPES PHYSICAL DATA ANODE#3 ANODE#2 DEFL. Factor V liN. Pl 

TUBE' JAN FACE LEN. BASEt VOLTS VOLTS H V PHOSPHOR 
2BPI 2BPI 2" Round 7%" 12 Pin SO 1000 135 87 $17.60 
2FPl"' 2" Round flat 7%" 8 Pin N 1000 60 34 24.00 
3ACPIA 3" Round flat 10" 12 Pin MO 4000 2000 190 148 26.40 
3AHPI 1';''' x 3" 9'/'" 12 Pin SO 1000 86 30 22.40 
3AQPl 3" Round 9Y." 12 Pin SO 1000 86 30 15.92 
3ASPI 1'/2" X 3" flat 8"A,' 8 Pin N 2000 80 33 29.12 
3ATPI 1'/2" x 3" flat 8"A,' 8 Pin N 2000 80 33 52.80 
3JPl 3JPl,2,7 3" Round 10" 12 Pin MO 3000 1500 150 III 20.80 
3KPI 3" Round 11'/2" 11 Pin MM 1500 89 67 19.04 
3MPI 3" Round 8" 12 Pin SO 1000 130 125 21.60 
3RPI 3RPI 3" Round 9Va" 12 Pin SO 1000 86 61 13.95 
3RPIA 3RPIA 3" Round flat 9Y." 12 Pin SO 1000 86 61 19.60 
3SPI 3SPI l'/2"x3" 9Y." 12 Pin SO 1000 86 61 22.00 
3WPI 3" Round flat 11\1," 12 Pin SO 1500 69 47 24.70 
3XPI 3XPI 1\1,"x3" 8%" Loctal 2000 80 33 26.40 
3YPI l'/2"x3" 7" Loctal 1000 80 52 25.60 
4MPI 3';''' x 3'/2" flat 13 3;''' 10 Pin SO 4000 2000 75 47 65.36 

New replacement tubes for any make Scope available at Waterman Distributors 
5ABPl/5AOPI 5AOPI 5" Round flat 163;''' 12 Pin MO 
5AMPI 5" Round flat 17%" 12 Pin MO 
5AMPIA*·· 5" Round flat 17%" 12 Pin MO 
5BGPI 5" Round flat 17';' " 12 Pin MO 
5BHPI 5" Round flat 18';''' 12 Pin MO 
5BTPI 5" Round flat 12" 12 Pin SO 
'50EPI 5" Round 143;''' 12 Pin SO 
5UPI 5" Round 143;''' 12 Pin SO 

NOTE. Most tubes also available with Integral magnellc shield. 
·P2, P7 and PH phosphors also available at slight additional cost. 

··Includes integral magnetic shield. ··'Aluminized. 

Ideal for prototypes and 
small production runs 

Stock 
Number Applicable to Price 

A·1S·C 3SP or 3AHP 
A·1S-J 3RP or 3AQP 
A-1S-K Two 3SP or 3AHP 
A-1S·L 3XP 
A-1S-M 3MP 
A-1S~R 3JP 
A-1S-T Two 3XP 
A-1S-V 3YP 
A-1S-W** 5BTP 

·"Leu Escutcheon 
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3000 

10,000 
10,000 

1600 

1500 46 33 27.65 
2500 45 22.5 47.12 
2500 45 22.5 51.60 
1670 31.6 78 68.00 
1670 16.7 77.5 70.40 
800 51 27 26.80 

1500 42 24 13.65 
1500 50 41 13.65 

tSD-Small Duod.cal, MD-Medlum· Olheptal, 
MM-Medium Magnal; N-Neo-eightar 

Prices and specifications subject to change without notice. 
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PRICES 
All prices listed in The MASTER are subject to change without notice­

they should not be considered final. 

Get quick-on-the-spot quotations from your distributor who subscribes to 

the up-to-the-minute 

The Perpetual Pricing System for 

Radio-Television-Electronic Parts and Equipment 

• Over 750 manufacturers 

• Over 400,000 catalog numbers 
tabulated with current prices 

• Revised pages mailed semi-weekly: 
insert new pages-discard old 
pages 

• Compression type loose-leaf binder 
for rapid replacement of revised 
pages 

• Weekly summary sheet-Ups, 
Downs, Additions, Deletions, 

For complete details and subscription rates write to: 

UNITED PRICING SERVICE 
60 MADISON AVENUE 

HEMPSTEAD, N. Y. 

DELIVERY 
Delivery'is often dependent on availability of raw materials. Check with 

your distributor for delivery information at the time you place your order. 



SECTION 6000 

A L p H A w I R E c o R p OR A T I o N 

1-----___ 1 --1 ....... ~-
MIL-W-76B-PLASTIC WIRE 

TYPE MW-UNCOVERED PLASTIC 
DESCRIPTION: Solid or extra flexible stranded tinned copper, color coded modium Will 

polyvinylchloride inSUlation. The stranded conductor has an extra tight 
lay to prevent springing open when stripped. 

CHARACTERISTICS:i;~~i'i1:.t~~~~:n~i~~~~~c;.,t;'!?~~ ~~~?jn~J~~g 1000 volts. Resistant 

STRAND_D 

ALPHA TYPE CONDUCTOR NOM. WALL ~OMINAL '* STOCK 
NO. DESIGNATION SIZE STRAND THICKNESS 0.0. COLORS 

1550 MW-C24( 7)U 24 732 .016" .05S" 
1551 MW·C22( 7)U 22 7/30 .016" .064" 1-30 
1553 MW-C 20( 10)U 20 10/30 .016" .073" AS 
1555 MW-C lS(16)U IS 16/30 .016" .084" 
1557 MW·C 16(26)U 16 26/30 .016" .095" 

LISTED 

1559 MW·C 14(41)U 14 41/30 .016" .110" BELOW 
1560 MW-C 12(65)U 12 65/30 .016" .125" 

SOLID 

1561/24 MW·C24( l)U 24 .016" .055" 1-30 
1561 MW·C22( l)U 22 .016" .060" AS 
1563 MW·C20( l)U 20 .0167 .066" 
1565 MW·C1S( l)U IS .016" .074" LISTED 
1567 MW·C16( l)U 16 .016" .083" BELOW 

STANDARD SPOOL PUT-UP: 100 FT., 500 FT. 1000 FT_ 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

MIL-W-76B-PLASTIC WIRE 

TYPE MW-GLASS BRAID 
DESCRIPTION: Extra. Ile~ible stranded tinned copper, white medium waU-polyvinyl· 

chlonde Insulation, color coded flame retardant lacquered glass braid 
9verall. The stran~ed conductor has an extra tight lay to prevent spring­
Ing open when stnpped. 

CHARACTERISTICS: i~~gi'i1:,t~;~:~~,n~i~~~~,tc;.,ti~~~ ~~~a?j;:J~~g 1000 volts. Resistant 

Al.PHA TYPE CONDUCTOR NOM. WALL NOMINAL. _STOCK 
NO. DESIGNATION SIZE STRAND THICKNESS D.O. COLORS 

1590/24 MW-C24( 7)B 24 7/32 .016" .070" 1-19 as listed below 
1580 MW-C22( 7)B 22 7/30 .016" .OSO" 1-19 as listed below 
1581 MW-C 20(10)B 20 10/30 .01 " .090" 1-19 as listed below 
1582 MW-C lS(16 B 18 16/30 .016" ,100" 1-19 as listed below 
1593 MW-C 16(26)B 16 26/30 .016" .115" 1-19 as listed below 
1584 MW-C 14(41)B 14 41/30 . 16" .125" 1 & 11-19 as listed below 
1585 MW-C 12(65)B 12 65/30 .016" .140" 1 & 11-19 as listed below 

STANDARD SPOOL PUT-UP: 100 FT_, 500 FT. 1000 FT, 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

*Other solid colors and 
strieed combinations 
av"llable to order. 

MIL-W-76B-PLASTIC 'WIRE 

TYPE MW-GLASS BRAID-SHIELDED 
DESCRIPTION: Extra, flexible s.trande~ tinned copper, white medium wall polyvinyl­

chlOride insulation, white flame retardant lacquered glass braided with 

~i~~~~r;°ft~~ ~~~e:~ ~:~:~t ~~ n~?~r~~n T~s~r:rr1~~~~nductor has 

CHARACTERISTICS: i:~~J:.t~r~:I~!!n:i~~~,t':nt~~;' ~~~aFun~~!~g 1000 volts. Resistant 

ALPHA TVPI. CONDUCTOR NOM. WALL NOMINAL * STOCK 
NO. DE IGNATION SIZE STRAND THICKNESS 0.0. COLOR 

11841 4 MW-C 2 7)85 24 7 32 .016" .090" White 
1184/22 MW-C 22( 7) 5 22 7/.30 .016" .095" White 
1184 MW-C20(10)B5 20 03 .016" .10S" White 
1196 MW-C IS 16)B5 1 16/30 .016" .124" White 
1197 W-C 16(26)B5 16 26 30 .01 ".133" White 
1188 MW-C 4 B5 14 41 30 .016" .144" White 
1199 MW-C 12(6S)B5 12 5 30 .01 " .1" White 

STANDARD SPOOL PUT-UP: 100 FT., 500 FT. 1000 FT. oother. sol!d colOrs Ind s'r;* 
ALSO AVAILABLE TO ORDER CUT STRIPPED AND TINNED comb, notions IYlllebleto order. 

, tl194/22 to 1199 formerly 1361 to 1~5 

MIL-W-76B-PLASTIC WIRE 

TYPE MW-SHIELDED 
DESCRIPTION: E.xtra flexible. stran~ed tin~ed c9Pper, color co~ed medium wall poly­

vlnylchlonde ,"sulatlon, braIded tInned copper shIeld overall, SO% cover· 
age. Strs.nded conductor has an extra tight lay to prevent springing open 
when stropped. 

• CHARACTERISTICS: i;~g:'J:.t~r=a~!:n~~~';;,t~i~~~' ~~~aFun~J~~g 1000 volts. Resistant 

ALPHA TYPE CONDUCTOR NOM. WALL NOMINAL 
NO. DESllNATION SIZE STRAND THICKNESS 0.0. • STOCK COLORa 

1350 MW-C24( 7)5 24 732 .016" .075" White Black Red 
1351 MW·C22( 7)5 22 7/30 .016" .085" White, Black Red 
1352 MW·C 20(10)5 20 10/30 .016" .095" White, Black Red 
1353 MW·C 18(16)5 18 16/30 .016" .105" White, Black Red 
1354 MW-C 1 (26)5 16 2630 .016" .115" White 
1355 MW-C 14(41)5 14 4130 .016" -130" White 
1356 MW-C 12(65)5 12 65/30 .016" .145" White 

STANDARD SPOOL PUT-UP: 100 FT. 500 FT., 1000 FT, • .ather solid colors and striped 
combinations available to order. ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

MIL-W-76B-PLASTIC WIRE 

TYPE MW - NYLON JACKET 

DESCRIPTION: ;~l~~i~~~~':~~~~~~::%~~:~~)=t":.=w. ;~!=~'1r~: 
ductor has an extra tight lay to prevent springing open when stripped. 

CHARACTERISTICS: Te~~pe'ra!"!re 

STANDARD SPOOL PUT-UP: 100 FT., 500 FT. 1000 FT. 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

~other solid colors and 
stri~d combinations 
av,allable to order. 

MIL-W-76B-PLASTIC WIRE 
TYPE MW -SHIELDED- NYLON JACKET 

DESCRIPTION: 5tranded tinned copper, white medium wall polyvinylchloride insulation, 
. braided tinned copper shield, 80% minimum coverage, clear nylon (poly­

amide) jacket overall. 

CHARACTERISTICS: Temperature rating -40· to +90·C. Voltage .ating 1000 volts. Resistant 
to acids, "alkalis. oil, flame, moisture and fungus. 

ALPHA 
NO. 

1370 
1371 
1372 
373 

1 4 
1375 

TY'. DESIGNATION 
MW-C24( 7) J 
MW-C 22( 7)5J 
MW-C 20( 7)5J 
MW-C lS(19)5J 
MW-C 16(19)5J 
MW-G 14(19)SJ 

CDNDUCTOR 
SIZE TRAND 
24 7/32 
22 0 
20 7/2S 
IS 19/3 
16 19/29 
14 19/27 

NOM. WALL 
THICKN ... 

. 016" 

.016" 

.016" 

.016" 

.016" 

.016" 

STANDARD SPOOL PUT-UP: 100 FT. 500 FT. 1000 FT, 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

1-White 
2-Black 
3-Red 
<-Green 
5-Yellow 
6-Lilht Blue 

... STOCK COLORS 

7-Brown 13-White/Green 19-Whlte/Vlolei:. 
&--Oran8e 14-WhltelYellow ~Whlte/Black/Red 
g.;...(;ray (slate) 15-White/Blue 21-Whlte/Black/Green 

100Vioiet (purple) 16-White/Brown 22-\yhite/BIac:k/YeJlow 
l1-White/Black· 17-While/Orana:e 23-Whlte/Bllck/Blue 
12-White/Red 18-White/Gr.y 24-While/Black/Brown 

*Other Itrlped color combinations IVllil_ble to order. 

NOMINAL 
JACKET 

NOMINAL 

. 5" 

.005" 

.005" 

.005" 

.005" 

.005" 

D.D • 
.091" 
.100" 
.105" 
.115" 
.125" 
.138" 

25-Whit8/Black/Orllnge 
26-Whlte/Black/Grey 
27-White/Black/Vi0Iet 
28-Tan 
29-Pink 
ao-Dark Blue. 
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SECTION 6000 

A L p H A w I R E 

MIL .. W-76B-PLASTIC WIRE 

TYPE HW...:. UNCOVERED PLASTIC 
DESCRIPTION: Stranded tinned copper, color coded he • ., wall polyvinylchloride insula­

.tion. 

CHARACTERISTICS: Temperature rating -4Q'C to +80'C_ Resistant to acids, alkalis, oil, 
flame moisture and fungus. 

ALPHA TY'E CONDUCTOR NOM. WALL VOLT. 
NO_ DESIGNATION SIZE STRAND THICKNESS RAT. 

1571 HW-C221 7lU 22 7/30 ,032" 2500 
1573 HW-C 201 10lU 20 10/30 .u32" 2500 
1575 HW-C IS( 16lU 18 16/30 .032" 2500 
1577 HW-C 16( 26lU 16 26/30 .03~" 2500 
1579 HW-C 141 41lU 14 41130 .045" 600 
1651 HW-C 121 65 U 12 65/30 ~' 600 
1653 HW-C 1O(!051U 10 lOS/3~ .045" 600 
1655 HW-C 8(!331U 8 133/29 ,045" 600 
1657 HW-C 6(!331U 6 13312; .04511 500 

STANDARD SPOOL PUT-UP: 100FT., 500 FT., 1000 FT_ 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

NOM. '" STOCK 
0.0. COLORS 

_103" 1-10 as listed below 
.10S" 1-10 as listed below 
.120" 1-10 as listed below 
.134" White Black, Red 
.170" While Black, Red 
.190" White, Black, Red 
.215" White, Black Red 
.26~" White, Black, Red 
.310" White, "lack, Red 

c o R p o R A T I o N 

MIL-W-76B-PLASTIC WIRE 

TYPE LW-UNCOVERED PLASTIC 

DESCRIPTION: Sttanded tinned copper, color coded lilht wall polyvinylcholride insula-
tion. . 

CHARACTERISTICS: Temperature rating --40·C. to +80'C. Voltage rating 300 volts. Resistant 
to acids, alkalis. oil, flame, mOisture and fungus. 

ALPHA TYPE CONDUCTOR NOM. WALL NOM. 
NO. DESIGNATION SIZE STIAltO THICKNESS 0.0. ir STOCK COLORS 

1685 LW-C30(71l) 30 7/38 .010" .033" I-White II-White/Black 

1686 LW-C2S(7)U 28 7/36 .010" .035" 
2-Black 12-White/ d 

1687 LW-C26(7)U 26 7/34 .010" .038" 4-Green 14-Whltel 

+1688 LW-C24(7)U 24 7132 .010" .043" 
5-Yellow 15-Whi~~ 
~R~ I~Wh;gl ~~ 
~= . lue tt-:~~i~~ ;e 

1689 LW-C22(7)U 22 7/30 .01D" .049" 
slate) t:=;~!l:~ t 1690 LW-C20(7)U 20 7/28 .010" .060" 10- t (purple) 

STANDARD PUT-UP: 100 FT. 500 FT. 1000 FT_ 
*Other striped combinations 
available to order. 

ALSO AVAILABLE TO ORDER CUT,. STRIPPED AND TINNED 

MIL-W-16878C-PLASTIC WIRE 

L---___ ----III .. ____ ~-e 
TYPE B - UNCOVERED PLASTIC 

REGULAR TINNED COPPER 
DESCRIPTION: Stranded tinned copper, color coded .010" polyvinylchloride insulation. 

CHARACTERISTICS: l;r;:J:.t~:;n~i:"""f~;~~.t~6i!~~~~'s~fJ~,:.r:~d'~u~~'ts- Resistant 

ALPHA TYPE CONDUCTOR NOM. WALL NOMINAL 
• STOCK COLORS NO. DESleNATIDN "". STRAND THICKNEII 0.0. 

1 0 B-32 3 710 _010" .028" J-White IQ-Violet (purple) 
1851 8-0 30 /3B _010" .0 " 2-BlltCk 11-Whlte/Black 

>--Red 12-White/Red 
1852 B-28 28 71 .010" . 35" 4-G ... n 13-Wtlite/Green 
1853 B-2 26 /34 .010" .08" S-Yellow 14-While!Yellow 

1854 8-24 24 7/32 _01 , . 043" 6-Lilht Blu • t5-White/Blue 
7-Brown 16-While/8rown 

1 B-22 130 0" 8-Oranl. 17-Whlle/Orence 
1856 8-20 20 12 _ 10" .060" 9-Gray (slate) II-White/Gray 

19-Whlte/Violet 
1857 B-18 18 71 .01 *other striped combinations 
1858 B-16 16 191 .01 " available"to order, 

STANDARD SPOOL PUT-UP, 100 FT., 500 FT., 1000 FT_ 
ALSO AVAlLA8LE TO ORDER CUT, STRIPPED AND TINNED 

HEAVY TINNED CONDUCTOR (For Induction Heat SOldering) 

DESCRIPTION: ;ii~~~hf~~3e~~o;u1~f~.e~:e:: ~n~e~i~Pfr:~UC:~~~ c:e~~~at~:~';cFri'~: 
duction heat soldering with automatic cutting and stripping equipment. 

CHARACTERISTICS: Temperature _55°C. to 105°C. Voltage rating 600 volts. Resistant 
to acids. flame, moisture, solvents and fungus. 

STANDARD SPOOL PUT-UP: 100 FT., 500 FT. 
ALSO AVAlLA8LE TO ORDER CUT, STRIPPED AND TlNINEDL_~~~~~,-__ ..J 

TYPE B - NYLON JACKET 
DESCRIPTION:Stranded tinned copper, color coded .010" polyvinchloride inSUlation, 

clear nylon (polyamide) jacket overall. 

CHARACTERISTICS: :;t"ro~~~~~e ~f~~fs -;;fi5;~~~ +m~~;;u~e V~'~~:Sa~~ f:g~~'tS. Resist-

ALPHA 
NO. 

1860 
1861 
1862 
1863 
1864 
1165 
1866 
1867 
1868 

TYPE CONDUCTOR NOM. WALL NOM. JkT. NOMINAL 
DESIGNATION SIZE 

B-32 32 
8·30 30 
B-28 28 
B-26 26 
B-24 24 
B-22 22 
B-20 20 
B-18 18 
B-16 16 

STRAND THICkNESS THICK. 0.0. * STOCK COLORS 
7 '4( .010" .002" .032" I-White l~Violet (purple) 
7/38 .010" .002" .036" 2 Black 11 White Black 

3-Red !2 White'Red 
7'36 .010" .002'./ .039" 4--'Green 13 White/Green 

134 .010" .002" .042" • Yellow 14-White 'Yellow 
6--Light Blue tS-Whlte/Blue 

7/32 . 10" .002" .047" 7 Bn)Wn 16 White 'Brown 
7/30 .010" . 002" .053" • Orange 17 White!Orange 

7/28 .010" .002" .0.," 9-Gray (slate) l8-While 'Gray 
19-White'Violet 

7/2 .010" .003" .075" ·Other striped combinations 
19/29 .010" .003" .087" allailable to order. 

STANDARD SPOOL PUT-UP, 100 FT .• 500 FT .• 1000 FT. 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

.. STOCK COLORS 

TYPE C - UNCOVERED PLASTIC 
DESCRIPTION: Stranded t~nned copper, color coded .016" polyvinychloride insulation. 

CHARACTERIStiCS, Temperature ratin, -S5'C to +10S'C. Voltage rating 1000 volts. Resi.l­
ant to acids alkalis, ail flame moisture solvents and fungus. 

ALPHA TYPE CONDUCTOR NOM. WALL 
NO. DESlaNATION SIZI ITRAND THICKNESS 

1610 C-24 24 16/36 .016" 
1830 C-24 24 7/32 .016" 
1831 C'.22 22 7/30 .01 
1832 C-20 20 7128 .. 016" 
1833 C-18 18 7126 .016" 
1834 C-16 16 1 /29 .016" 
1835 C-14 14 19/27 .016" 

STANDARD SPOOL PUT-UP, 100 FT., 500 FT. 1000 FT_ 
ALSO AVAILABLE.TO ORDER CUT, STRIPPED A~D TINNED 

NOMINAL * STOCK 
D.O. COLORS 

.058" 1·19 as I isted below 

.058" 1·19 as listed below 
" 1·19 as listed below 

.072" 1·19 as listed below 

.0 , 
1·19 as liste below 

.091" ~ 11·19 as listed below 

.105" 1 & 11·19 as listed below 

TYPE C - NYLON JACKET 
DESCRIPTION: Stranded tinned copper, color coded .016" polyvinylchloride insulation, 

clear nylon (polyamide) jacket overa"lI. 

CHARACTERISTICS: Temperature ratin~ _55°C to +115°C. Voltage rating 1000 volts. ~esi"St· 
ant to acids alkaliS oil flame moisture solvents and fungus 

ALPHA TVPE CONDUCTOR NOM. WALL NOM. JKT. NOMINAL * STOCK .0. DESIGNATION SIZE STRAND THICKNESS THICK. 
1840 C-24 24 7/32 .016" .002" 
1841 C-22 22 7/30 .016" .003" 
1842 C-20 20 7/ 8 .016" .003" 
1843 C-18 18 7/26 .016" .003" 
1844 C-16 16 19/29_ .016" .004" 
1845 C-14 14 19127 .016" 4" 

STANDARD SPOOL PUT-UP, 100 FT. 500 FT., 1000 FT. 
ALSO AVAlLA8LE TO ORDER CUT, STRIPPED AND TINNED 

0.0. COLORS 
.065" 1-19 as listed below 
.072" 1·1~""as listed below 
.079" 1-19 as listed below 
.09(Y' 1- 9 all listed below 
.099" 1 & 11-19 as listed below 
.114" 1 & 11·19 as listed below 

TYPE C-SHIELDED-NYLON JACKET 
DESCRIPTION: Stranded tinned copper, white .016" polyvinylchloride insulation, braided 

tinned copper shield, 90% coverage. clear nylon (polyamide) jacket 
(which can be striped to order for color identification) overall. 

CHARACTERISTICS: ~~,:rni'~~u~~ id~ti~fk;ji~5~~r :~,te 1 ~~i~iu~~It~~~~:~n=n~Ofu~g~!ts. Re-

ALPHA CONDUCTOR 
NOMINAL 

WAJ,L 
NO. SIZE STRAND THICKNESS 

1470 24 7132 .016" 
lnl 22 7130 .016" 
1472 20 7/28 .016" 
1473 18 19/30 .016" 
1474 16 19/29 .016" 
1475 14 19/27 .016" 

STANDARD SPOOL PUT-UP, 100 FT .. 500 FT., 1000 FT. 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED. 

~ NOMINAL 
0.0. 

.091" 
.005" .098" 
.005" .105" 
.005" .115" 
.005" .125" 
.005" .138" 

I-White 
2-Black 
3-Red 
4-G ... n 

S-Yellow 9-Gray (slate) 12-White/Red 

t-:~~~~nBlue l~=~glr:}r:::~el It=~I::~~1,~~ 
16-Whlte.lBrown 
17-White.lOranBe 

8-OranBe 15--Whlte.t8Iue ~:=~~:::~3r~ret 
·Other sclid and striped combinations allailable to order. 
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SECTION 6000 

A L p H A w R E 

MIL-W-16878C-TEFLONt WIRE 280°C 

TYPE E-EXTRUDED (600 VOLTS) 

DESCRIPTION: Single conductor stranded silver plated copper, .010" TFE Teflon insula· 
tion. 

ALPHA 
NO. 

2850 
2851 
2852 
2853 
2854 
2855 
2856 
2857 
2858 
2859 
2859 /12 
2859/10 

TYPE 
OUtliNATION 

E·32 
E-30 
E-28 
E-26 
E-24 
E-22 
E-20 
E-18 
E-16 
E-14 
E-12 
E-10 

CONDUCTOR 
SIZ! STRAND 
32 7/40 
30 7/38 
28 7/36 
26 7/34 
24 19/36 
22 19/34 
20 19/32 
18 19/30 
16 19/29 
14 19/27 
12 19/25 
10 37126 

'NOli. 
0.0. 

.029" 

.032" 

.036" 

.040" 

.045" 

.051" 

.059" 

.070" 

.083" 

.097" 

.113" 

.134" 

·STOCK 
COLORS 

1·19 as listed 
1-19 as listed 
1-19 as listed 
1-19 as listed 
1-19 as listed 
1-19 as listed 
1-19 as listed 
1-19 as listed 
1-19 as listed 
1-6 & 11-19 as listed 
1 & 11·19 as listed 
1 & 11-19 as listed 

STANDARD SPOOL PUT·UP, 25 n. 50 n .. 100 n. 250 n., 500 n. 1000 n. 
ALSO AVAILABLE TO ORDER CUT "AND STRIPPED • 

I-White 
2-Black 
3-0 .. 
_reon 

• ITOCK r;OLORi 

:=l~~~lue l~:r.l'~~le) ~~==:::~a:se~ 
7-8rown II-White/Bleck 14-Whlte/Yellow 
8---Or8n.- _ 15--Whit./B~ue 

• Other solid colors and striped combinations available to order. 

TYPE E-SPIRAL WRAPPED (600 VOLTS) 

l-Whlte 

~~-:k _ ... n 

5-VeUow 
6-LichtBlue 
7-8rown 

:::g:~I.te) 
10-Ylot8t'(purp'e) 

·other Solid colors and 

:~c:gl. crom:::~~ns 

STANDARD SPODL PUT·UP, 25 n. 50 n. 100 n. 250 n. 500 n. 1000 n. 
ALSO AVAILABLE TO ORDER CUT AND STRiPpeD. 

TYPE EE-EXTRUDED (1000 VOLTS) 

DESCRIPTION: Single conductor stranded silver plated copper, .016" TFE extruded 
Teflon insulation. 

ALPHA 
NO. 

2874 
2875 
2876 
2877 
2878 
2879 
2879/\2 
2879/10 
2879/8 

TY •• 
DESIGNATION 

EE-24 
EE·22 
EE-20 
EE-18 
EE-16 
EE-14 
EE-12 
EE-I0 
EE-8 

CONDUCTOR 
SIZE STRAND 
24 19/36 
22 19/34 
20 19/32 
18 19/30 
16 19/29 
14 19/27 
12 19125 
10 37/26 
8 133/29 

NOM. 
0.0. 

. 055" 

.062" 

.070" 

.080-

.089" 

.106" 

.124" 

. 145" 

. 210" 

-STOCK 
COLOR • 

l-Whlte 
ll-White/Black 
12-White/Red 
l3-White/Green 
14-Whlte/Yellow 
1S-Whlte/Blue 
16-White/Brown 

. 17-Whit~/Oranle 
l8-White/Gray 
19-Whlte/Violet 

STANDARD SPOOL PUT·UP: 25 n. 50 n, 100 n., 250 n. 500 n. 1000 n. 
ALSO AVAILABLE TO ORDER CUT AND STRIPPED. ' 

* Other solid colors and striped combinatlonsav.il.ble~to order. 

Co o R p o R A T I o N 

MIL-W-16878C 
SHIELDED TEFLONt CABLES 

DESCRIPTION:Each conductor stranded silver plated copper, type E extruded TFE .010" 

~~:'~~~w~:~d~V::!d.re~\:~~ ~~w:: i~~:!:n~-:. ~~~f:~~a~~ 
a .010" Teflon fused tape jacket ove'all. 

CHAAACTERISTICS:Temperature rating _65°C. to +260°C. Voltage rating 600 volts. Re­
sistant to acids, alkalis, oil, flame, moisture, solvents and fungus. 

NO OUTER COVERINGC:Wr:R SHIELD 

"tt:" ~h.'If. CDNDUCTD. 

ZIUI 

==liZ 

281 12 
28' 
Z81 114 
281 

~ 
2818 

Z811/3 
28\8/4 

COLOR CODE OF CONDUCTOR' 

STANDARD SPOOL PUT·UP: 100 FT, 500 FT., 1000 FT. 
I-White 3-Red 
2-8lack 4--Green 

TEFLON TAPE WRAP 
JACKET OVER SHIELD 

ALPHA NO. OF CONDUCTOR NOM. MO. CONDo SIZE STRAND 0.0. 
2821 1 24 1~'36 .084" 
2821/2 2 24 19 36 .128" 
2821/3 3 24 1936 .135" 
2821/4 4 24 19.'36 .148" 
2824 I 22 1934 .090" 
2824,2 2 22 1934 .140" 
2824 3 3 22 1934 .148" 
2824 '4 4 22 1934 .162" 
2827 1 20 19 32 .099" 
2827/2 2 20 19'32 .158" 
2827/3 3 20 1932 .16]"" 
2827,4 4 20 1932 .184" 
2829 1 18 1930 .109" 
2829/2 2 18 1930 .178" 
2829/3 3 18 19 '30 .189" 
282914 4 18 19'30 .208" 

TEFLON IMPREGNATED 
BRAID <?>VER SHIELD 

ALPHA 
MD. 

2811 
2811/2 
2811/3 

2814 
2814:2 
2814.3 
28144 
2817 
2817 '2 
2817 '3 
2817 
2819 
2819'2 
2819'3 
28194 

NO. OF 
CD 

4 

3 
4 

CONDUCTOR 
SIZE ITRAND 
24 19/36 
24 19,36 
24 19"36 
24 19'36 
22 1934 
22 19 /34 
22 19'34 
22 19'34 
20 19 32 
20 19 32 
20 19'32 
20 19·32 
18 19'30 
18 19/30 
18 1930 
18 1930 

NOM. 
0.0. 

.081" 

.126" 

.133" 

.144" 

.088" 

.137" 

.144" 

.156" 

.097" 

.154" 

.163" 

.180" 

.106" 

.174" 

.185" 

.205" 
COLOR CODE OF CONDUCTORS 

STANDARD SPOOL PUT·UP: 100 FT, 500 FT, 1000 FT. 
I-White l-Red 
2-81ack 4-Green 

TEFLONt INSULATED MAGNET WIRE 

SPECIFICATION MIL-W-19583 - TYPE III 

APPLICATIONS: For coil winding where hilh temperature insulation is required. 

CHARACTERISTICS: Temperature Rating -90·C. to +260·C. 

DESCRIPTION: Single conductor round bare copper covered with a continuous insulatina 
film 01 singlelaye, TFE Teflon to MiI-W-19583-Type III. 

" fA C.Mr~iTO. 
'II' LI. 

.b. 

.b. 

.b • 
_b • 

Lb., 
Lb., 

Lb., 

tT.M. DuPont 
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SECTION 6000 

A L p H A w R E 

SHIELDED MICROPHONE CABLE 

PLASTIC JACKET -STANDARD DUTY 
DESCRIPTION 

1702~17D6: Single conductor, stranded tinned copper, white polyethylene insulation, 
braided or spiral wrapped tinned copper shield, gray polyvinychloride jacket 
overall. 

1709·1715: Each conductor stranded tinned copper, color coded polyethyle"ne insulation, 
cabled with fillers, textile wrap, braided or spiral wrapped tinned copper 
shield, gray polyvinylchloride jacket overall. 

APPLICATIONS 

1702-1706: All high impedance microphones, lapel, ribbon, velocity, crystal contact, Hi-Fi 
interconnecting cables. 

1709·1715, All low imped~nce microphones - carbon, condenser, dynamic. 

ALPHA NO.DF CONDUCTOR NOM. WALL * CAPACITY 
NO. CONDo SIZE STRAND THICKNESS NOM. FT. 

3/34t 
1702 1 26 4/34t .016" 38mmf. 
1703 1 24 10/34 .020" 35mmf. 
1704 1 24 10/34 .040" 23mmf. 

1.705 1 24 10/34 .016" 45mmf. 
1706 1 20 26/34 .030" 36mmf. 

1709 2 24 10/34 .016" 38mmf. 
1710 2 22 16/34 .025- 31 mmf. 
1712 2 20 26/34 .014- 45mmf. 
1713 3 20 26/34 .014" 45mmf. 
1 5 4 2u ",,/~4 .0: 4- 45mmf. 

* Between one conductor and remalnln, conc;'lUctors connected to shield. 
t Three strands of tinned copper and four strands of tinned copperwetd. 

1702·1701 1701-111. 

TYPE OF 
SHIELD 
Spiral 
WraDDed 
Braided 
Braided 
~iral 

rapped 
Braided 

Spiral 
Wrapped 
Braided 
Braided 
Braided 
Braided 

"COLOR CODE OF CONDUCTOR COLOR CODE OF CONDUCTORS 
I-White I-White 2-Black 3-Red 4-Green 

STANDARD SPOOL PUT·UP, 25 FT., 100 FT., 250 FT., 500 FT., 1000 FT. 

NOMINAL 
JACKET 

;020" 
.030" 
.030" 

.020" 

.030-

.030-

.030-

.030-

.035-

.035-

NOM. 
0.0. 

.110" 
.145" 
.200" 

.110" 

.175-

.190" 

.235-

.245" 

.250-

.255-

SHIELDED MICROPHONE CABLE 
RUBBER JACKET-STANDARD DUTY 

DESCRIPTION, 

1248-1248118, g:~~A:d "ti~~~t~P~~~:e1d,t~"o~n :~~o~~~c~I;:~~"r~~~fo.:~:ft: 
1250-1252/18: Each conductor stranded tinned cop~r, color coded rubber insulation, con­

ductors cabled with fillers, wrap. braided tinned copper shield, Cotton wrap, 
tau", black rubber jacket overall. Cables are extremely flexible and especially 
deSigned for heavy studio use. 

APPLICATIONS, 

1248·1249/18, All high impedance microphones. Broadcast and heavy duty studio use. 

1250·1252/18, All low impedance miorophones. Broadcast and heavy duty studio use. Can 
also be used for control circuits, video and aUdio interconnecting cables, 
and as electronic power cables. Particularly suited for indoor use. 

ALPHA NO. OF CONDUCTOR NOM. WALL -CAPACITY NOIlINAL NOM. 
NO. CONDo SIZE STIIAND THICKNESS NOII.'FT. JACKET 0 .... 

1~4·t 1 <u "C/ .... .u", " 4umm. .U~\T .I~ 

I~". <U "C/~4 .U40" ~mm. .24~-

1241/,. 1 18 "/~ .U4U" 45mm. .030" .250" 

1250 2 20 26/34 .020- 70mmf. .035" .275" 
125uI16 " 111 41/~4 .uzO- '~mm. .U~"" .~U:" 

.11 ~ ;w "b/~4 .U"U- lIumm. .U~"" .28~" 

U:lI/I. ~ '" 41/~4 .U~U- lI,mm. '.035" .32~-

U:l~ 4 <U "O/~4 • U~U" 90mm . .035" .3e " 
1252, I. 4 18 4: /34 .02U- 64mm. .U30" .~~;" 

STANDARD SPOOL PUT'!lP, 25 FT., 100 FT, 250 FT, 500 FT, 1000 FT. • ........ " • 
• Between on. conductor and remainlna conductors connet::ted to shield. COLOR CODE OF CONDUCTORS 
t Mytar Wrap Under tinned copper shield. I~Black 2--Whlte 3-Red I 4-Green 

SHIELDED MICROPHONE CABLE 

NEOPRENE JACKET -HEAVY DUTY 
DESCRIPTION, Each conductor stranded tinned copper, color coded rubber insulation, 

cotton wrap, braided tinned copper shield, cotton wrap, tough black neo­
prene jacket overall. 

APPLICATIONS. Shielded microphone and electronic power cable. Control circuits. Video 
and Audio inter-connecting cable. Broadcast and heavy studio use. 

CHARACTERISTICS. Oil and acid resistant. Suitable for outdoor use and direct burial. Will 
resist aging and rouall usage. . 

ALPHA NO. OF CONDUCTOR 
HO. CONDo IIZI! STRAND 

1441 18 41 '34 

" 111 41 '34 
1451 3 18 41/34 

U. 4l/~4 
145U/16 2 16 
1451116 3 16 65/34 
1452/18 4 16 65/34 

STANDARD SPOOL PUT·UP, 25 FT, 100 FT., 
.250 FT., 500 FT, 1000 FT. 

NOli. WALL NOMINAL NOM. 
THICkNISS ,ACI(ET 0.0. 

.040" .030" .2~" 

.020" .U3~- .3U~" 

.020" .0 5" .325" 

.U"U" .u~," .~~5" 

.025- .035" .345" 

.025- .035- .365" 

.025" .035" . 390" 
COLOR CODE OF CONDUCTORS 

1-811ck 3-Red 
2-Whlte 4-Green 

c o R p o R A T I o 

SHIELDED 
MULTI-CONDUCTOR CABLE 

PLASTIC JACKET-HEAVY DUTY 

N 

DESCRIPTION, Each conductor stranded tinned copper, color coded polyethylene insulation, 
cabled with fillers, wrap. braided tinned copper shield, gray polyvinylchloride 
jacket overall. 

ALPHA NO. OF CON~UCTOR NOM. WALL NOMINAL 
NO. CONDo SIZE STRAND THICKNESS JACKET 

1716 5 20 26/34 .014" .035" 
171 6' 20 26/34 .014" .035" 
1719 8 20 26/34 .014" .035" 
1721 10 20 26/34 .014" .035" 

STANDARD SPOOL PUT·UP, 25 FT., 100 FT., 250 FT., 500 FT., 1000 FT. 

I-Black 
2-White 

COLOR CODE OF CONDUCTORS 
3-Red 5-VeUow 7-Brown 9-Purple 
4-Green 6-8tue 8-0range IO-Slate 

NOMINAL 
0 ••• 

.275" 

.300" 

.330" 

.375-

~I 
SHIELDED 

MULTI-CONDUCTOR CABLE 
RUBBER JACKET -HEAVY DUTY 

DESCRIPTION= Each conductor stranded tinned copper, color coded rubber insulation, con. 
ductors cabled with fillers, cotton wrap, braided tinned copper shield, cotton 
wrap, tough black rubber jacket overall. Cables are extremely flexible and 
especially deSigned for heavy studio use. 

APPLICATIONS. Shielded electronic power cable. Control circuits. Video and audio intercon­
necting cable. Broadcast and heavy duty studio use. 

A';,': fA ~ur. fONDUCT'1.~ ~:mic~l~~ ~ 
Ha IAL 

l-
f-
f-

i/8 
'10 

20 

STANDARD SPOOL PUT·UP, 25 FT. 100 FT., 250·fT., 500 FT., 1000 FT. 
COLOR CODE OF CONDUCTORS 

]-BlaCk 
2-Whlte 

3-Red 
........... n ~~r~ow ~::~ 1~1~1!le g=:~:~=~'d ~:::~l 

SHIELDED 
MULTI-CONDUCTOR CABLE 
NEOPRENE JACKET -HEAVY DUTY 

DESCRIPTION, Each conductor stranded tinned copper, color coded rubber insulation, 
conductors cabled with fillers, cotton wrap, braided tinned copper shield, 
cotton wrap, tough black neoprene jacket overall. 

CHARACTERISTICS. Resistant to oil and acid. Suitable for outdoor use and direct burial. 
Will resist agins and rough usage. 

APPLICATIONS, Specifically deslll"l'd fo~outdoor roullh usage as interconnecting cables 
for electronic equipment, control cables for generator units, video and 
audio interconnecting cables, and for ground support equipmeot related 
to guided missile systems 

ALPHA ~g;,,~ CONOUcToR NOM. WALL NOIIINAL NOilINAL 
Ha. SIZE ITRAND THICKNESS JACKET a.D. 

1454 6 18 41/34 .020" • 35" .430" 
1458 8 18 41/34 .020" .035- .465-
1458 10 18 41/~4 .020" .035- .54S" 
1459' 12 18' 4/34 .020" .065" .625" 

ST~NDARD SPOOL PUT·UP, 25 FT., 100 FT., 250 FT., 500 FT., 1000 FT • 

COLOR CODE OF CONDUCTORS 
I-Black 
2-Whlte 

3-Red 
........... n ~~r~ow ~~;. It:s~.r:e U==:~=~~ fl~I~J 
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A L p H A w I R E c o R p o R A T I o N 
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SHIELDED PLASTIC 
.JACKETED CABLE 

BRAIDED COPPER SHIELD 

DESCRIPTION: Each conductor tinned copper, color coded polyvinylc.hloride insulation, 
conductors twisted, braided copper shield, gray potyvlnylchloride jacket 
overall, Suitable for outdoor installations. 

CHARACTERISTICS: A conventional type of braided shield providing approximately 75% 
coverage is particularly desirable where flexibility is required. The copper 
shield allows ease of pigtail soldering. Shield construction provides 
additional cable strength. 

APPLICATIONS: For public address and sound systems, ideal for recording studios, ama­
teur radio transmitters, shielded power or electronic circuits, wherever 
an economical shielded cable is required. 

STRANDED 
ALPHA NO. OF CONDUCTOR NOM. WALL NOMINAL NOMINAL 

NO. CONDo SIZE STRAND THICKNESS JACKET O.D. 

1736 2 22 7/30 ,016" ,020" ,185" 
1737 3 22 7/30 ,016" ,020" ,200" 
1741 2 20 10/30 ,016" ,020" 20O" 
1742 3 20 10/30 ,016" ,020" ,220" 
1746 2 18 16/30 ,016" ,020" ,240" 
1747 3 18 16/30 .016" ,020" ,245" 
1748 2 16 26/30 ,016" ,020" .255" 
1750 2 14 41130 ,020" ,020" 295" 

SOLID 
1775* 22 ,016" ,020" ,175" 
1779 20 .016" ,020" ,210" 
1783 2 18 .016" ,020" ,220" 

"Wlth :?2 AWG solid tinned copper ground wire under braided copper shield. 

STANDARD SPOOL PUT·UP, 100 FT .. 250 FT .• 500 FT .. 1000 FT.' 
COLOR CODE OF CONDUCTORS 
1 -Black 2-Red 3-Wllite 

CONDUCTIVE VINYL AS SHIELD 

DESCRIPTION: Each conductor stranded tinned copper, color coded polyethylene insu· 
lation, #22-7/30 tinned copper drain wire under conductive vinyl and 
cabled with conductors, .010" extruded conductive vinyl shield, .020" 
polyvinylchloride jacket overall. 

CHARACTERISTICS:Conductive vinyl shields provide 100% coverage with reduced noise 
pick-up. This type shield eliminates broken ends of copper when flexed. 
Cables of conductive vinyl shield are lighter in weight and have greater 
flexibility. 

NOMINAL 
NOMINAL CONDUCTIVE NOMINAL 

ALPHA NO. OF CONDUCTOR INSUL. VINYL JACKET NOMINAL 
NO. CONDUCTORS SIZE STRAND THICKNESS THICKNESS THICKNESS 0.0. 

2280 1 20 10/30 .016- .010" .020- ,160" 
2282 2 20 10 /30 .016- ,010- .020" ,200" 
2284 3 20 10 /30 .016" .010" .020" 210" 

STANDARD SPOOL PUT·UP, 100 FT., 500 FT., 1000 FT. COLOR CODE 0' CONDUCTORS 
1. Black 2. Red 3. White 

=1 
SPIRAL WRAPPED COPPER SHIELD 

DESCRIPTION: Each conductor stranded or solid tinned'copper, color coded polyvinyl­
chloride insulation, conductors twisted, spiral wrapped copper shield, 
gray polyvinylchloride jacket overall. 

CHARACTERISTICS: Use of spiral shield makes pigtailing off extremely simple and fast. 
Excellent for production line work. Provides close to 100% shielded 
coverage for audio and RF frequencies. 

ALPHA NO. OF 
NO. CONDo 

2254 2 
2254/3 3 
2254/4 4 
2255 2 
2256/11 1 
2256 2 
2256/31 3 
2256/41 4 
2258 2 
2258/3 3 
2260 2 

+2256/1 formerly 2156 
t2256/3 formerly 3256 
t2256/4 formerly 4256 

CONDUCTOR NOM. WALL NOMINAL NOMINAL 
SIZE STRAND THICKNESS JACKET 0.0. 

22 7/30 .016'· ,020" ,195" 
22 7/30 .016" ,020" .190-
22 7/30 .016" ,020" .210-
22 1 .016" .020" .170" 
20 10/30 .016" .020" .30" 
20 10/30 ,016" .020" .195" 
20 10/30 .016" .020" ,210" 
20 10/30 .016" ,020" . 2,-
18 16/30 ,016" ,020" ,230" 
18 16/30 .016- ,020" .235-
16 26/30 .016- ,020" , 50" 

STANDARD SPOOL PUT· UP, 100 FT., 250 FT., 500 FT., 1000 FT. 
COLOR CODE OF ~ONDUCTORS I-Black 2-Red 3-~hite 4-Green 

SHIELDED PLASTIC 
.JACKETED CABLE 

MYLAR SUPPORTED ALUMINUM FOIL SHIELD 

DESCRIPTION: Each conductor stranded tinned copper, color coded polyethylene insu­
lation, conductors twisted with a stranded #22-7/30 tinned copper drain 
wire for 'maximum contact with aluminum foil shield, mylar tape with 
aluminum on both sides is applied longitudinally for 100% shielding 
coverage, gray polyvinylchloride jacket overall. 

CHARACTERISTlCS:Shielded cable with laminated aluminum fall is lighter in weight and 
provides 100% shield coverage at'audio and radio frequencies. 

NOMINAL NOMINAL 
ALPHA NO. OF CONDUCTOR WALL JACKET NOMINAL 

NO. CONDUCTORS SIZE, STRAND THICKNESS THICKNESS 0.0. 

2272 2 22 7/30 .016" .020" ,190" 
2276 2 20 10/30 .016" ,020" 200" 
2278 2 18 16/30 ,016" ,020" 220" 

COLOR CODE OF CONDUCTORS 
STANDARD SPOOL PUT-UP, 100 FT., 500 FT., 1000 FT. 1. Black 

SHIELDED AUDIO CABLE 
2 CONDUCTOR - NO OUTER JACKET 

2. Red 

DESCRIPTION: Each conductor tinned copper, color coded polyvinylchloride insulation, con­
ductors twisted, braided tinned copper shield overall. 

APPLICATlONS:- For p~blic address and sound systems. Transmission line. Industrial paging 
and call systems. Recording equipment. Hospital and schaar sound installa­
tions. Broadcast and audio cable. Rack and panel Wiring. 

STRANDED CONDUCTORS 
ALPHA NO.OF CONDUCTOR NOM. WALL NOM. 

NO. CONDo SIZE STRAND THICKNESS 0.0. 
1,261/26 2 26 7/34 .010" .095" 
1261 2 24 16/36 .016" .125" 
1256122V 2 22 7/30 ,016" .140" 
1256V 2 20 10/30 .016" ,155" 
1259V' 2 18 16/30 .016" .170" 
1260V 2 16 26/30 .02 , .210" 
1260/14 2 14 41/30 ,020" .225" 
1260/12 2 12 65/30 .025" ,295" 

SOLID CONDUCTORS 
1267/22V 22 Solid 1 .016" .135" 
1267V 2 20 Solid 1 .016" .145" 
1267/1BV 2 18 Solid I .016" .170" 

* 22 AWG solid tinned copper ground wire under braided copper shield. 
COLOR CODE OF CONDUCTORS 

STANDARD SPOOL PUT·UP: 100 FT., 250 FT., 500 FT., 1000 FT., I-Black' 2-Red 

UNSHIELDED RUBBER CABLE 
MULTI-CONDUCTOR 

DESCRIPTION: ~~~t~r~o~i;t~d. s~~~~~~~~n~~h cfftre~~, C~~~fo~O~r~~~~~~~ n1~~~to~~b~~ 
jacket overall. It is extremely flexible and especially deSigned for heavy 
studio use. 

APPLICATIONS: Inter-rack connecting cable. Recording stUdio and broadcast. Remote con­
trol circuj~s. Rough usage electronic pow~r cable. P.A. systems. Multiple 
speaker cable. 

AIJPHA NO. OF CONDUCTOR NOM. WALL NOMINAL 
NO. CONO. SIZE STRAND THICKNESS JACKET 

1244 2 20 26/34 .020- .035" 
1245 3 2 26/34 .020· .035" 
1246 4 20 26/34 .020- .035" 
1247 5 20 26/34 ,020" .035" 
1247/6 6 20 26/34 .020- .035" 
124717 7 20 26/34 .020- .035" 
1247/8 8 2 26/34 .020- .035-
1247/10 10 20 26/34 .020- .035" 
1247/12 12 20 26/34 ,020" .035" 

STANDARD SPOOL PUT·UP, 25 FT. 100 FT. 250 FT., 500 FT., 1000 FT. 

I-Black 
2-White 
3-Red 

COLOR CODE OF CONDUCTORS 

4-Green 
5-Yellow 
6-Blue 

lo-Slate 
II-Wh./BlacK (Braid) 
12-Wh./Red (Braid) 

NOMINAL 
0.0. 

280" 
.285" 
.300" 
.340" 
.360" 
,380-
.400-
,440-
,540" 
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PLASTIC INTERCOM CABLE UNSHIELDED AUDIO CABLE 
DESCRIPTION: Each conductor tinned copper, color coded poJyvinylchloride insulatjon, con- MULTI-CONDUCTOR - PLASTIC JACKET 

ductors twisted into pairs, gray polyvinylchloride jacket overall. Suitable for DESCRIPTION: Each conductor tinned copper, color coded polyvinylchloride insulation, con· 
outdoor installations. ductors twisted. gray polyVinylchloride jacket overall. Suitable for outdoor 

APPLICATIONS: ~g~~~e~i~~~~~C~~bFlS~,~itr~~~U~~i~~~~e~~:g~~n~~,~~r;e~p~~'!eSl~:;;;;: installations. 
APPLICATIONS: Intercoms. Interconnecting cables. Remote control circuits. Telephones. 

Signal systems. Alarm systems. Telemetering connecting cable. "Baby Sitter" intercom. 
SOLIO CONOUCTORS SOLIO 

ALPHA NO.Of NO. OF CONDo CONDo NOM. WALL NOMINAL NOM. ALPHA NO. OF CONDUCTOR NOM. WALL NOMINAL NOMINAL 
NO. PAIRS CONDo SIZE STRAND THICKNESS JACKET 0.0. NO. CONDo stZE STRAND THICKNESS JACKET D.O. 

1300 1 2 22 Solid 1 .010" .020" .130" 1793 2 22 1 .010" .020" .130" 
1302 2 4 22 Solid 1 .010" .020" .195" 1794 3 22 I .010" .020" .140" 

1304 3 6 22 Solid 1 .010" .020" .220" 1794/4 4 22 I .010" .020" .160" 

6 12 22 Solid 1 .010" .020" .275" 
1795 2 20 1 .016" .020" .170" 

1307 1796 3 20 1 .016" .020" .180" 
130717 7 14 22 SOlid 1 .010" .020" .285" 1796/4 4 20 I .016"' .020" .200" 
1307/9 9 18 22 Solid 1 .010" .020" .310" 1791 2 18 I .016" .020" .190" 

1308/11 11 22 22 Solid 1 .010" .020" .340" 1798 3 18 I .016" .020" .200" 

1309 13 26 22 Solid 1 .010" .025" .380" 1798 4 4 18 1 .016" .020" .220" 
1798 5 5 18 1 .016" .020" .235" 

1309/15 15 30 22 Solid 1 .010" .025" .400" 1798 '& 6 18 1 .016" .020" .265" 
1310 16 32 22 Solid 1 .010" .025" .420" 1199 2 16 I .016" .020" .215" 
1310 27 54 22 Solid 1 .010" .035" .510" 1799·3 3 16 I .016" .020" .230" 

1313/31 31 62 22 Solid 1 .010" .035" .555" 1799·4 4 16 1 .01 .. .020" .250" 

1313/41 41 82 22 Solid 1 .010" .035" .630" STRANDED 

1314 51 102 22 Solid 1 .010" .045" .735" 1893 2 22 7/30 .010" .020" .135" 
1894 3 22 7/30 .010" .020" .145" 

STRANDED CONDUCTORS 
1894 /4 4 22 7/30 .010" .020" .170" 
1895 2 20 10/30 .016" .020" .IS0" 

1318 1 2 22 7130 .010" .020" .145" 1896 3 20 10/30 .016" .020" .190" 
1317 2 4 22 7/30 .010'~ .020" .210" 1896/4 4 20 10/30 .016" .020" .215" 

1318 3 6 22 7/30 .010" .020" .225" 1891 2 18 16/30 .016" .020" .200" 
1898 3 18 16/30 .016" .020" .21 

1318 4 8 22 7/30 .010" .020" .240" 1898/4 4 18 16130 .016" .020" .240" 
1320 5 10 22 7/30 .010" ,.020" .265" 1899 2 16 26/3 .016" .020" .225" 
1322 6 12 22 7/30 .010" .020" .290" 1899/3 3 16 26130 .016" .020" .245" 

1323 9 18 22 7/30 .010" .020" .355" 1899/4 4 16 26·30 .016" .020" .270" 

1327 15 30 22 7/30 .010" .025" .450" STANDARD SPOOL PUT·UP, 100 FT., 250 FT., 500 FT., 1000 FT. 

1329 27 54 22 7/30 .010" .035" .570" 
COLOR CODE OF CONDUCTORS I-Black 2-Red 3-White 4-Green 5-0ran8e 6-Blue 

STANDARD SPOOL PUT-UP: 50 FT, 100 FT., 25d fT. 500 FT., 1000 fT. 

PAIR COLOR MUL TI-CONDUCTOR - NO OUTER JACKET 
NO. COMBINATION 

1..- ck paired with Red IB-:-Green paired with Yellow 35--Purple paired with Slate DESCRIPTION: Each conductor tinned copper, color coded polyvinylchloride insulation, 2- ck paired with White 19-White paired with Blue ~t-:~r:~ep~r~~dw1;~h 1~~Ck conductors twisted. 
~ ~t ::i:g w.ith :t::n 2O-White paired with Brown 

21-Whlte paired with Orange 38-Slate paired with White APPLICATIONS: Intercoms. Interconnecting cables. Remote control circuits. Telephones. t: ck paired Brown 22-White paired with Vellow 39-Slate paired with Green 
~~~ired Yellow 23-Blue paired with Brown 4O-SIate paired with Blue Telemetering connecting cable. "Baby Sitter" intercom. 

l- pair Orange 24-Blue paired with Orange 41-Slate Plired with Brown 
Ired een 2 Ired with Yellow 42-Slate paired with Yellow 

:::Red paired hUe 2 PI/red with O,..n .. 43-Slate paired with Oranle SOLID STRANOED 
100Red paired with Blue 27 paired with Yellow 44-51.te paired with Black ALPHA NO. OF CONDUCTOR NOM. WALL NOMINAL ALPHA NO: OF CONDUCTOR NOM. WALL NOMINA 
ll-Red paired with Vellow 28- paired with Red 45-White/Black paired w. Red NO. CONDo SIZE STRAND THICKNESS 0.0. NO. CONDo SIZE STRAND THICKNESS O.D. 
12-Red paired with Brown 2 paired with White 46--White/Black paired w. Green 1900, 2 22 1 .016" .100'" 1915 2 22 7/30 .016" .125" 
t~~:.~~r~d"~i~hoBT~le 3 paired with Green 47-White/Black paired W. Blue 

31-Purple palred.wlth Blue 48-White/Black paired W. Brown 1901t 3 22 1 .016'" .115" 1916t 3 22 7/30 .016" .140" 
15-Green paired with White 32-Purple paired with Brown 49-White/Black paired w. Yellow 190 + 2 20 1 .016" .120" 1918+ 2 20 10/30 .01 .. .145" 16-Green paired with Brown 33-Purple paired with Yellow ~:~n~:l:t :i= :: ~~;r. 17-Green paired with Oranae 34-Purple paired with Orange 1904t 3 20 1 .016" .135" 111 19t 3 20 10/30 .016" .160" 

1906t 2 18 I .016" .145" 1921t 2 IS 16/30 .016" .165" 
1907t 3 18 I .016'" .155" 1922t 3 IS 16/30 .016" .180" 
1909+ 2 16 1 .016"' .175" 1924+ 2 16 26·30 .016" .190" 
1910t 3 16 I .016" .190" 1925t 3 16 26 /30 .016" .210,· 

"1900 to 1910 forme,'Y 9269 to 9276 1 27t 2 14 41/30 .016" .220" 
1928t 3 14 41/30 .016" .240" 

~-"...-v-'FII--"-'i" ~ I 
+1915 to 1928 formerly 9169 to 9178 

STANDARD SPOOL PUT·UP, 100 FT., 250 FT., 500 FT., 1000 FT. 

COLOR CODE OF CONDUCTORS I-Brown 2-1an 3-Gray 
The cotor code of the conductors has been selected to be as inconspicuous 
as possible so as to blend in with the decor of most rooms. 

MUL TI-CONDUCTOR AUDIO CABLE 
OUTER PLASTIC JACKET 

DESCRIPTION: Each conductor stranded tinned copper, color coded polyvinylchloride in-

~ 
sulation, conductors twisted, gray polyvinylchloride jacket overall. Suitable 
for outdoor installations. 

APPLICATIONS: Unbalanced intercom systems. Low voltage relay control cable. P.A. systems. 
"Electronic computer cable. 

ALPHA NO. OF CONDUCTOR NOM. WALL NOMINAL NOMINAL 
NO. CONDo SIZE STRAND THICKNESS JACKET 0.0. MUL TI-CONDUCTOR AUDIO CABLE 1172 2 22 7/30 .010" .020" .140" 

1173 3 22 7/30 .010" .020" .145" OUTER COTTON BRAID 
1174 4 22 7/30 .010" .020" .170" 
1175 5 22 7/30 .010" .020" .175" DESCRIPTION: Each conductor. stranded tinned copper, color coded polyvinylchloride insula-

1176 6 22 7/30 .010" .020" .185" 
tion, ,conductors twisted, brown cotton braid overall. 

1177 7 22 7/30 .010" .020" .190" ALPHA NO. OF CONDUCTOR NOM. WALL NOMINAL COLOR CODf! OF 
NO. CONDo SIZE STRAND THICKNESS D.D. CONDUCTORS 

1178 8 22 7/30 .010" .020" .200" 1182 2 20 10/30 .016" .165" I-Black 
1179 9 22 7/30 .010" .020" .225" 1183 3 20 10/30 .016" .170" 

2-Red 
3-White 

1180 10 22 7/30 .010" .020" .235" 1184 4 20 10/30 .016" .195" 4-Green 

1181 22 7/30 .010" 5-Orange 12 .020" .255" 1185 5 20 10/30 .016" .220"- 6-Blue 
1181/15 15 22 7/30 .010" .020" .280" 1186 6 20 10/30 .016" .230" 

7-Brown 
8-Yellow 

1181/20 20 22 7/30 .010" .020" .310" 1187 7 20 10/30 .016" .240" 
9-Purple 

1181125 25 22. 7/30 .010" 
IO-Slate 

.020" .340" 1188 8 20 10 /30 .016" ~85" I1--Pink 
1181/30 30 22 7/30 .010" .020" .365" 12-Tan 

1189 9 20 10/30 .016" .295" 13-White Black 

STANDARD SPOOL PUT-UP: 100 fT., 250 fT., 500 FT., 1000 fT. 1190 10 20 10/30 .016" .300" 14-White Red 
IS-White Green 

1192 12 20 10/30 .016" .315" 16-White Orange 
COLOR CODE OF CONDUCTORS 17-White Blue 

1192/15 15 20 10/30 .016" .330" IS-White "Brown I-Black 6-Blue U-Pink 16-White/Black 21-Whlte/Brown 26-WhitfJBJack/Green 19-White 'Yellow 2-Red 7-8rown 12-Tan 17-White/Red· 22-White/Orange 27-White/Black/Yellow 119212D 20 20 10/30 .016" .370" 20-White I Purple 3-White 8-Yellow 13-Red/Green IS-White/Green 23-Whlte/Gray 28-White /Black/Blue 
4-Green 9-Purple 14-Red/Yellow 19-White/Yellow 24-White/Violet 29-Wtllte/Black/Srown 

STANDARD SPOOL PUT-UP, 100 FT., 25D fT., 500 fT., 1000 fT. 5-0range la-Slate lS-Red/Black 2a-White/Blue 25-White/Black/Red 3G-White/Black/Orange 
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SECTION 6000 

A L P H A W R E 

MIL-W-5086A & MIL-C-7078A 

AIRCRAFT WIRE FOR ELECTRICAL SYSTEMS 
DESCRIPTION: 

MIL-W-50S6A-Type I -AN-22 thru AN-12-Single conductor stranded tinned copper, white polY­
vinylchloride insulation, clear nylon (polyamide) jacket overall. 

MIL-W-50S6A-Type 11-~~~~nirc'~o~~~I~,;;~~~f~~, ':,;';i~~~~S:~~;;~~~I!~~n~1Io~orra1ia~rJ~) 
jacket overall. 

MIL-W-50S6A-Type II-AN-I0 thru AN-Oo-'-Single conductor stranded tinned copper, white poly­
vinylchloride insulation, white glass braid, flame retardant nylon lac~ 
Quered nylon braid overall. 

MIL·C*7078A-Type I -Single. conductor stranded tinned copper. white polyvinylchloride insu­
lation, clear nylon jacket, braided tinned copper shield overall, 85% 
coverage. 

CHARACTERISTICS: ~~~~r;a~'if:c{:t~~g;".rt:,~o;i·l, t~ir!r!~5~~el~,OI~~~~a~I~~i~'~i£0~k;g~~~; 
ethyleneglycol, alcohol, dilute acids, alkalis, fungus and abrasion. 

ALPHA 
HD. 

1381 
1382 
1383 
1384 
1385 
1386 

1341t 
1342t 
1343 
1344 
1345t 
1346 
1387 
1388 
1389 
1389/4 
1389/2 
1389/0 
1389/00 

UNSHIELOEO (MIL-W-50S6A) TYPE I 

MIL TYPE 
DESIGNATION 

AN-22 
AN-20 
AN-IS 
AN-16 
AN-14 
AN-12 

CONDUCTOR 
SIZE STRAND 

22 19/34 
20 19/32 
IS 19/30 
16 19129 
14 19/27 
12 19125 

UNSHIELDED (MIL-W:SOS6Al TYPE II 
AN-22 22 19/34 
AN-20 20 19/32 
AN-IS IS 19/30 
AN-16 16 19/29 
AN-14 '14 19/27 
AN-12 12 .19125 
AN-I0 10 9/27 
AN-S S 133/29 
AN-6 6 133/27 
AN-4 4 133/25 
AN-2 2 665/30 
AN-O 0 1045/30 
AN-OO 00 1330/30 

tJ341 to 1346 formerly 2381 to 2386 
SHIELDEO (MIL-C-707SA) TYPE I 

1391 AN-22 22 19/34 
1392 AN-20 20 19/32 
1393 AN-IS IS 19/30 
1394 AN-IS 16 19129 
1395 AN-14 14 19/27 
1396 AN-12 12 19125 

STANDARD SPOOL PUT-UP: lIio FT., 500 FT., 1000 FT. 
ALSO AVAILABLE TO ORDER CUT, STRIPPED AND TINNED 

"ALMAG" MAGNET WIRE 

SPECIFICATION MIL-W-583B 

NOMINAL 
G.D. 

.06S" 

.078" 

.08S" 

.098" 

. 117" 

.137" 

.075" 

.085" 

.095" 

.105" 

.125" 

.143" 

.189" 

.240" 

.293" 

.355" 

.425" 

.525" 

.590" 

.100" 

.110· 

.125" 

.140· 

.155" 

.165" 

DESCRIPTION: Plain Enamel-Single conductor round bare copper covered with a continu­
ous insulating film of enamel. Type T per Specification MIL-W-S83B. lOSee. 

DESCRIPTION: Heavy Formvar-Single conductor round bare copper, baked film insulation 
from a varnish base on a vinyl acetal resin. Type T2 per Specification 
MIL-W-SS3B. 105°C. 

APPLICATIONS: Radio and audio frequency coils; transformers; chokes; speaker field coils; 
tuners; armatures; short wave coils; etc. 

PL,.IN ENAMEL (PEl 
ALPHA NOM. 

NO. '0.0. SIZE 
ALPHA 

NO. 
PE-44. .0023" 44" HF-44 
PE-42 .002S" 42" HF-42 
PE-40 .0034" ,40" HF-40 
PE-38 .0044" 3S" HF-38 
PE-36. .0055" 36! HF-36 
PE'34 .0069" 34t HF-34 
PE-32 .00S7" 32 HF-32 
PE-30 .010S" 30 HF-30 
PE-28 .0135" 28 HF-28 
PE-26 .0169" 26 HF-26 
PE-24 .0212" 24 HF-24 
PE-22 .0266" 22 HF-22 
PE-20 .0332" 20 HF-20 
PE-18 .0416" 18 HF-18 
PE-16 .0522" 16 HF-16 
PE·14 .0657" 14 HF-14 
PE-12 .0825" 12 HF-12 
PE·l0 .1037" 10 HF-l0 

STANDARD PUT-UP: V. L8., '10 LB., 1 LB., 5 LB., 10 LB. 

HEAVY FORMVAR (HF) 
NOM. 
0.0. SIZE 

.0026" 44' 

.0032" 42' 

.003S" 40" 

.0049" 38' 

.0060" 36! 

.0075" 34! 

.0095" 32 

.0116" 30 

.0144" 28 

.0180" 26 

.0224" 24 

.0277" 22 

.0346" 20 

.0432" 18 

.0539" 16 

.0673". 14 

.0842" 12 

.1056" 10 
.. Largest avaIlable put·up: 1 lb. 
: Largest available put-up: 5 lb. 

c o R P o R A T o N 

~.llii "M'! 5 '1IiIIIiiHiildI" UN-i. -

TEST LEAD WIRE 
DESCRIPTION: Single conductor, extra flexible stranded tinned soft annealed copper, wrap, 

color coded rubber insulation! smooth satin finish. 

APPLICATIONS: As test leads in arfalyzers, oscillators, multi-meters, and a11 other types of 
testing apparatus or wherever an Extra Flexible insulated wire is required. 
Heavy Duty type designed for television, therapeutic equipment, analyzers, 
osciliators, etc. STANDARD TYPE 

ALPHA CONDUCTOR. NOM. WALL VOLTAGE NOMINAL STOCK 
HO. SIZE STRAND THICKNESS BREAKDOWN O.D. COLORS 

1632 20 41/36 .040" 5,O00:/: .125" Black, Red 
1635 20 41/36 .047" 10,000:/: .140" Black, Red 
1636 IS 65/36 .045" 12,000:/: .140" Black, Red 

1638 IS 65/36 .230" I Black, Red 

SERVICE & POWER CORDS 
(UNDERWRITERS APPROVEO) 

RUBBER & NEOPRENE 
DESCRIPTION Each conductor stranded bare copper, cotton separator, color coded rubber 
1951-1958/4: insulation, conductors twisted, cushioned with jute fillers, cotton wrap, tough 

black rubber jacket overall . 

DESCRIPTION Same physical construction as above except black neoprene jacket overall. 
1931-1938/4: 

APPLICATIONS: For amplifiers, . sound systems. speakers, vacuum cleaners, electric tools, 
washing machines, refrigerators, appliances, trouble lights, garage lamps or 
wherever a rough usage power line is required. Neoprene construction rec­
ommended for equipment exposed to oils acids, etc 

ALPHA ALPHA CURRENT 
HD. UIL HD. UIL NO.OF CONDo CARRYING 'VOLTAGE NOM. 

RUBBER TYPE (NEOPRENE) TYPE CONDo SIZE CAPACITY RATING D.O. 
-1951 SV 1931 SVO 2 IS 7 amps 300 .250" 
1952 SJ 193 SJO 2 IS 7 amps 300 .310" 
1952·3 SJ 19321 SJO 3 IS 7 amps 300 .330" 
1952/4 SJ 193214 SJO 4 IS 6 amps 300 .360" 
1953 SJ 1933 SJO 2 16 10am"p_s 300 .325" 
1953/, SJ 1933/3 SJO 3 16 10 amps 300 .365" 
1953 /4 SJ 1933/4 SJO 4 16 8amps 300 .395" 
1954 S 1934 SO 2 IS 7 amps 600 .390" 
1954 3 S 1934/3 SO 3 IS 7 amps 600 .405" 
19544 S 1934/4 SO 4 IS 5 amps 600 .435" 
1955 S 1935 SO 2 16 10 amps' . 600 .410" 
1955 /3 S 193~/. 50 3 16 lOam s 600 .430" 
1955/4 5 1935/4 SO 4 16 8am s 600 .4S5" 
1956 5 1936 SO 2 14 15amps 600 .540" 
1956' S 1 13 SO 3 14 15am s 600 .560" 
1956'4 S 1936/4 SO 4 14 1 amps 600 .605" 
1957 S 1937 SO 2 12 20 amps 600 .605" 
1957·'3 S 1937/3 SO 3 12 20 amps 600 .635" 
1957 /4 S 1937'4 SO 4 12 16amps 600 .665" 
1958 5 1938 SO 2 10 25am s 600 .640" 
1958'3 S 1938'3 SO 3 10 25 amps 600 .690" 
19584 5 1938/4 SO 4. 10 20 amps 600 .745" 

STANOARD SPOOL PUT-UP: 50 FT" lOa FT., 250 FT_ COLOR CODE OF CONDUCTORS 
I-White 2-Black 3-Green 4-Red 

I F 

UNINSULATED TINNED COPPER 
SOLID WIRE-SOFT DRAWN 

DESCRIPTION: Pure electrolytic soft, drawn, solid, copper properly annealed and tinned for 
quick soldering. 

APPLICATIONS: Winding of coils. Antennas. Point to point wiring. Bus-bar. Component leads. 
Ground wire. 

SPECIFICATIONS MIL-W-3861 TYPE S - QQ-W-343 TYPE S -:- ASTM-8-33 

ALPHA 
NO. 

29917 
299/6 
299/5 
299/4 
299/3 
29 !2 
299/1 
299 
298 
297 
29.6 
295 
286 
289 
292 
29218 
292/6 

CONDUCTOR 
SIZE 

3SAWG 
36AWG 
34AWG 
32AWG 
30AWG 
2SAWG 
26AWG 
24AWG 
22AWG 
20AWG 
ISAWG 
16AWG 
14AWG 
12AWG 
10AWG 

SAWG 
6AWG 

CIRCULAi1 
MIL AREA 

15.72 
25.00 
39.75 
63.21 

100.5 
159.S 
254.1 
404.0 
642.4 

1022.0 
1642.0 
25S3.0 
4107.0 
6530.0 

103S0.0 
16510.0 
26250.0 

STANDARD SPOOL PUT-UP: 100 FT., 500 FT.; 1000 FT. 

NOMINAL 
0.0. 

.004" 

.005" 

.006" 

.OOS" 

.010" 

.013" 

.016" 

.020" 

.025" 

.033" 

.040" 

.051" 

.065" 

.OS2" 
.103" 
.129" 
.162" 
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SECTION 6000 

A L p H A w I R E c o R p o R A T I o N 

RETRACTILE COIL CORDS 
Alpha quality retractile coil 
cords are electric cords 
which are coiled permanently 
in the shape of a spring. 
They are constructed with 
neoprene jackets to withstand 
the wear and tear less expensive 
cords cannot endure. The 
cords are retracted neatly 
in a condensed length until 
you need them. When used, 

tney extend only to the exact 
length you want-no longer­
for easy, neat, trouble·free 
installation. In the manu­
facturing process, the coil 
cord is rewound after vulcaniza­
tion, reversing the direction 
of the spiral to insure 
maximum retractility after 
repeated usage. 

Power Cord Communication Cord­
Courtesy of Roanwell Corporation., 

Test lead Wire -
Courtesy of Allen flectric and Equipment Co. 

POWER CORDS-NEOPRENE JACKET (UL APPROVED) RETRACTILE COMMUNICATION COIL CORDS 

D 

RETRACTED LENGTHS 2 & 4 FEET-EXTENDED LENGTHS 12 & 25 FEET 
RETRACTED LENqTHS 2 & 4 FEET-EXTENDED LENGTHS 12 & 25, FEET 

DESCRIPTION: Multi-conductor communication cord manufactured with extra llexible #23 
AWG-21/36 tinned soft cadmium cop!'.'!r for maximum flex life. Insulated 

ESCRIPTION: Long-lasting service is assured with this quality multi-conductor power cord. 
with rubber for communication circUits of maximum 120 working volts. 

Each conductor is stranded copper, with rubber insulation, and a rugged J.:::'g 'l1':..ra~ l~k~\::cril~~IY compounded cured neoprene jacket giving 
weather and oil resistant neoprene jacket overall. 

APPLICATION: Used in communication equipment, such as telephone car ca"iers, mobile 
APPLICATION: ~:~~f~'~~~ifa~'ci::: :c~at~'~~~~~at~II=~~:~~~g e~,~!~i~~dar:~~~:~i radio equipment, ham operations, head sets, citizen bind units and radio 

transmitter to receiver head sets, communication cords eliminate hazards 
wires from tangling and tWisting. and inconveniences caused by tangled strailht cords. 

n .• I~ims. .!:rH=:. CONDUCTOR COn. CORD 
lIZ. STIANO AMP. VOLTS 0.0. 0.0. 

".~'4"':LlntI. :OON:~. SIZ~ONDUCJ.f:AND U.L. AMP VOLT COIL. NOli. O.D 8eOrz 880/4 2 23 21136 1 120 Vo" .215" TYPE RATING RATING_ D.D. CORD 
660/2 660/4 2 18 41/34 5VO 7 300 I" .260" 88V2 8'.1/4 3 23 21136 1 120 Vo" .220-
66112 661/4 2 18 41/34 5JO 7 300 1'14" .320" 882/2 882/4 4 23 21136 1 120 lIo" .250" 
662/2 662/4 3 18 41/34 5JO 7 3DO lW' .350- 883/2 883/4 5 23 21136 1 120 I" .285" 

'663/2 '663/4 4 18 41134 5JO 5.6 300 lW' .385- 884/2 684/4 6 23 21/36 1 120 1\10" .305" 
664/2 664/4 2 16 65/34 5JO 10 300 lW· .360" 685/2 685/4 7 23 21136 1 120 IV." .320-
665/2 665/4 3 16 65/34 SJO 10 300 11,;,- .390- COLOR COOl! OF CONDUCTOR. 

'666/2 '666/4 4 16 65/34 5JO 8 300 1%- .42S" 1. Black 2. White 3. Groen 4. Red 5. Brown 6. Yellow 7. Blue 
670/2 670/4 3 16 65/34 SO 10 600 Il'o- .470-

'671/2 '671/4 4 16 65/34 SO 8 600 m·· .500" 
67212 672/4 2 14 41130 SO 15 600 2- .540-
673/2 673/4 3 14 41130 . SO 15 600 2\10- .560" 

'674/2 '67414 4 14 41130 SO 12 600 2V." .605" 
675/2 675/4 2 12 65130 SO 20 600 2'14" .605" RETRACTILE COMMUNICATION CORD (SHIELDED) 676/2 676/4 3 12 65/30 SO 20 600 2'!8- .635" 

*677/2 '677/4 4 12 65130 SO 16 600 2W· .678" RETRACTED LENGTHS 2 & 4 FEET-EXTENDED LENGTHS 12 & 25 FEET 

*1' all fOur conductors normall, carry current, AMP ralinl is as s .. own. If one lead is used as a Iround, DESCRIPTION: Same as above, except that shielded conductors are individually shielded 
AMP ratina is the same as 2 and 3 conductor cords. with a cadmium copper shield to eliminate external electrical interference. 

COLOR CODE OF CONDUCTORS Shield can bI pigtailed for direct soldering connections. 
1. White 2. Black 3. Green 4. Red 

APPLICATION: When shielded communication cords are needed. 

n. ~~M.':aTl .:0° .. 8:. sfzINDUiJI:ND 
COIL NOli. COLOR CODE OF 

SHIELDINe 0.0. 0.0. CONDUCTORS 

690/2 890/4 1 24 41140 Shielded 'Ill" .160" White 

RETRACTILE POWER CORD SETS (UL APPROVED) 
692/2 692/4 2 1-23 21/36 Unshielded l'o" .240- Black 

1-24 41/40 Shielded White 
694/2 894/4 3 2-23 21136 Unshielded l'o" .240" Black & Red 

RETRACTED LENGTH l8"-EXTENDED LENGTH 7th FEET 
1-24 41/40 Shielded White 

698/2 896/4 4 2-23 21136 Unshielded I" .270" Red & Black 
2·24 41/40 Individually While &Green 

Shielded 
!SCRIPTION: Coiled power cord with a sturdy, molded male plug on one end. On the other 

end we have removed a portion of the neoprene jacket, exposed the con· 
ductors and stripped them for easy termination. 

o 

A PPLICATION: Same as power cords, but with a plug on one end. 

RETRACTILE TEST LEAD WIRE 
ALPHA NO.OP CONDUCTOR U.L COIL NOM. 

RETRACTED LENGTH 12"-EXTENDED LENGTH 6 FEET NO. CONDS. SIZE STIAND "PI 0.0. D.O. 
854 2 18 41134 SVO 1" .260" 

A high grade quality rubber insulation for maximum flex life extruded over 655 2 18 4/34 SJO 1V." .320- DESCRIPTION: 

656 3 18 41/34 SJO 11,;," .350- ~hf~n~~a~~n~utt:~: 1~~3X!~~e~~~~',~~,~7~da Cf~·~~t~:~r:d~~:~~O~'t~if: ~? 
657 2 16 65/34 SJO 11,;," .360" straight lead on each ~nd, the cord extends to approximately 6 feet. 
658 3 16 65/34 SJO 11,;," .390" ALPHA CONDUCTOR COR-D AMP. COIL NOM. COI,.OR 

COLOR COOl 0' CONDUCTORS 
NO. SIZE STRAND RATED VOL?A.E 0.0. 0.0. CODE 

1. Black 2. White 3. Green 650 20 41136 4 4000 ~ .. .165'· .Black·Red 
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SECTION 6000 

A L p H A w I R E c o R p o R A T o N 

SHIELDING & BRAIDING 

FLAT BRAID A woven braid, composed of tinned copper strands, which is rolled flat at time of manufacture to a specific width 
depending upon construction. 

Flat braid is usually employed for its current carrying capacity and its extreme flexibility. It is generally used as a high 

frir~:~fc,~~n~~dt~rrC~~f~O~ h~:~a~ri~i~::!e[innrg~~~~~~f~;e~~~:C~!i:u\~So~~f~i~::~~~~\l:xi6~ft~Si~dC:~ ~eb~~~~n¥n s~~~ 
fined areas or as electrical connections on moving parts. 

NOMINAL BRAID CONSTRUCTION APPROX. 
ALPHA FLAT AWG OF TOTAL NO. OF AWG NOM. CIRCULAR ·CURRENT 
CAT. # WIDTH THICKNESS INDIV. ENDS CARRIERS INDIV. ENDS EQUIV. MILLS CARRIER CAP. PUT·UP CODE 

1221 .025 .015 #36 8 8 26 250 4.0 AMPS 1 thru 5 
1222 1/32" .020 #36 16 16 24 400 6.0 .. 1 thru 5 
1223 3/64" .020 #36 24 24 22 640 7.0 .. 1 thru 5 
1224 3/32" .020 #36 16 48 19 1290 11.0 .. 1 thru 5 
1229 1/8" .020 #36 24 72 18 1620 16.0 .. 1 thru 5 
1230 3116" .020 #36 24 120 15 3260 25.0 .. 1 thru 5 
1231 1/4" .030 #36 24 168 14 4100 32.0 .. 1 thru 5 
1232 3/8" .030 #36 48 288 11 8230 46.0 .. 1 thru 5 
1233/2 1/2" .030 #36 48 384 10 10400 53.0 .. 1 thru 5 
1233 5/8" .. 030 #36 48 384 10 10400 53.0 .. 1 thru 5 
1234 3/4" .040 #36 48 832 7 20900 85.0 .. 1 thru 5 
1235 1" .045 #36 48 832 7 20900 85.0 .. 1 thru 5 
1239 1·3/8" .050 #36 48 832 7 20900 85.0 .. 1 thru 5 
1240 1-1/2" .060 #30 48 528 3 52800 '125.0 .. 1 thru 3 
1241 1-3/4" .080 #30 48 1248 0 108000 200.0 .. 1 thru 3 
1242 2" .120 #30 48 1536 00 135000 235.0 .. 1 thru 3 

PUT·UP CODE 1-50 Ft. 2-100 Ft. 3-250 Ft. _500 Ft. S-1000 Ft. . u These values based on copper .n, free a .. at 65 F 

TUBULAR BRAID TO 
MIL SPEC QQ-B-575 

A woven tinned copper braid which is manufactured completely round as outlined in MIL Spec ·QQ-B~S75. This braid 
construction has self·supporting characteristics which enables it to maintain its round configuration. The percentage 
of shielding coverage is 95% or more. A high degree of manufacturing tolerances is maintained. 

Tubular braid to QQ-B-575 is utilized in military applications involving maximum shielding against electrostatic interler~ 
ence. It is also used as a protective covering against mechanical abrasion and stresses for the wires, cable, and other 
components which it covers. 

BRAID CONSTRUCTION APPROX. 
ALPHA 1.0. WHEN AWG OF TOTAL NO. OF AWG NOM. CIRCULAR 'CURRENT 
CAT. # ROUNDED INDIV. ENDS CARRIERS INDIV. ENDS EQUIV. MILLS CARRIER CAP. PUT·UP CODE 

2160 1/32" #36 24 24 22 640 7.0 AMPS 1 thru 3 
2162 1/16" #36 24 48 19 1290 11.0 " 1 thru 3 
2164 7/64" #36 24 96 16 1620 22.0 " 1 thru 3 
2166 1/8" #36 24 120 15 3260 28.0 " 1 thru 3 
2168 11/64" #36 24 168 14 4100 32.0 .. 1 thru 3 
2170 13/64" #34 24 192 11 7640 46.0 " 1 thru 2 
2172 3/8" #36 48 384 10 10400 53.0 " 1 thru 2 
2174 1/2" #36 48 528 9 13100 70.0 " 1 thru 2 
2176 25/32" #36 48 864 7 20900 85.0 " lthru 2 

PUT UP CODE 1-50 Ft. 2 100 Ft. 3-250 Ft. . These values based on copper •• free air at 65°F 

SPECIAL CONSTRUCTIONS: Constructions other than those tabulated in the above 2 tables are available to order in silver plated copper, 
bare copper and stainless steel. The above tabulated constructions represent a cross-section of types and sizes which are maintained in 
inventory. Literally thousands of variations are available .to order by changing the various physical elements (carriers, ends, gauge). 

CORD SETS 

,Ided plugs 
ached to all 
:onductor 
)Jacement cords. 
Amps-125 Volts 

REPLACEMENT CORD SETS 
(UL & CSA APPROVED) 

DESCRIPTION: Constructed so that it. will last for years, this open end cord replacement 
set is manufactured With a flexible 2 conductor quality black rubber cord. 
One end has a black molded straight plastic plug (see diagram), the other 
end of the jacket is stripped back 1112", and %" of the conductors are stripped 
assuring easy termination into equipment or components. The replacement 
cord set has a 300 volt rating. 

APPLICATION: Replacement Cords for direct termination; for office business machines. 
small electric hand tools, and home appliances which use fractional horse· 
power motors. 

ALPHA CONDo CONDo NO.OF U.L. NOM. 0.0. CORD 
NO. SIZE STRAND CON OS. TYPE OF CORD LENGTH (FT.) 

600 18 41/34 2 SV .245" 6 
602 18 41134 2 SV .245" 9 
604 18 41/34 2 SV .245" 12 
606 18 16/30 2 SJ .300" 8 
608 18 16/30 2 SJ .300" 10 
610 16 26/30 2 SJ .325" 8 
612 16 26/30 2 SJ .325" 10 

EXTENSION CORD SETS 
(UL & CSA APPROVED) ~lc@ 

~!~ 
Molded plugs attached to all 
conductor ext~ns'ion cords. 
15 Amps- 125 Volts 

I 

=4]D=+=(JMK 
~!=e:::: 

Molded plugs attached to. all 
conductor extension cords. 
15 Amps- 125 Volts 

DESCRIPTION: Extension cord sets manufactured for lasting service with a flexible 2 or 3 
conductor quality black rubber cord. This rugged cord has a black molded 
plastic male and female plug on either end to fit conventional sockets and 
plugs. 

APPLICATION: Small business machines, vacuum cleaners, lamps. movie projectors, or any 
other home appliance. 3 conductor cord used when 1 conductor requires 
grounding. 

ALPHA CONDo CONO. NO. OF U.L. NOM. LEN~~~"t"J NO. SIZE STRAND CON OS. TYPE 0.0. 
620 18 41134 2 SV .245" 6 
622 18 41134 2 SV .245" 9 
624 18 16/30 2 SJ .300" 10 
626. 18 16/30 2 SJ .300" 25 
628 16 26/30 2 SJ .325" 10 
630 16 26/30 2 SJ .325" 25 
632 16 26/30 2 SJ .325" 50 
634 16 26/30 2 SJ .325" 100 
636 18 16/30 3 SJ .365" 10 
638 18 16/30 3 SJ .365" 25 
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SECTION 6000 

A L P H A w R E c o R P o R A T o N 

ALPHLEX® TUBING SECTION 

PLASTIC TUBING CPVC-l05) DESCRIPTION 
PVC-lOS's exceptional integration of desirable quali· 
ties endows it with excellent versatility and dura· 
bility. Its dielectric strength is high and remains 
unaffected by increasing temperature throughout its 
range. It displan high resistance to the agents 
of heat, oil, chemicals, corrosion, fungi and even 
abrasion with no loss in tensile strength, non· 
flammability-or flexibility. 

Corrosion & 
Dielectric Temp. LOw Temp. Tensile Ultimate Insulation Fungi Oil Abrasion Applicable 
Strength Rating Flellbility Flammability Strength Elongation Resistance Resistance Resistance Resistance ~pecifications 

800 V/MIL 

Standard COlOrs 

#24 thru #12 -Clear, Black, Yellow, 
Red, Blue, Brown, 
Green, White, Orange 

#11 !hru #2 -Clear, Black, Vellow, 
Red, Green, White 

#1 thru 2 ..... • -Clear, Black 

Standard Put·Ups 

#24 thru #15 
#14 thru #5 
#4 thru %. 
~ .. ' thru'iil" 
:v." & larger 

-1,000 ft. spools 
500 ft. spools 
250 ft. coils 
100 ft. coils 

50 ft. coils 

APPLICATIONS 

MIL·I·631C 
ASTM·D876 
ASTM·D922 

Alphlel® PVC·I05 Plastic Tubing is designed and 
manufactured specifically for electronic, aircraft and 
electrical applications involving temperatures as 
high as 105°C. It conforms to Specification MIL·I· 
631e, Type F, Form U, Grade C, Class I, Category I. 

Under all the above adverse conditions, PVC· lOS 
will retain its ability to hug and protect irregular· 
shaped objects, will "snake" beautifully, and will 
always be easy to handle. 
To achieve this combination of advantages, special 
care is taken in the making of PVC·I05. It is com· 
pounded with only first·grade quality non-migratory 
resinous type plasticizers. From laboratory to pro· 
duction line, from raw material to finished product, 
strict quality control prevails. Behind it are the 
same engineering and production know· how that 
have made the name Alpha famous in the electronics 
industry. 
As with all Alpha and Alphlex items, PVC-lOS is "IN 
STOCK" for immediate delivery, and can be supplied 
to desired lengths as well as standard spools. 
For your special problems, please call an us for 
consultation and recommendations-no obligation, 
of course. 

ALPHA NOM. INSIDE NOM, WALL ALPHA NOM. INSIDE NOM. WALL 

ALPHA 
NO. 

TFT·200/30 
TFT·2oo/28 
TFT-200/26 
TFT-200/24 
TFT-200/22 
TFT·20D/20 
TFT·200/19 
TFT·20D/18 
TFT·200/IT 
TFT·200/1& 
TFT·200/15 
Tn·2oo/14 
TFT·200/'3 
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NO. SIZE DIAMETER THICKNESS NO. SIZE DIAMETER THICKNESS 
PVC·' 051.24 24 .022· .013· PVC·l05/2 2 .263" .020" 
PVC·' OS/22 22 .027· .012· pvc·, 05/' 1 .294" .020" 
PVC·' OS/20 20 .034· .016· PVC·l05/0 0 .330" .020· 
PVC·' 05/'9 19 .038" .016" PVC-l05/X .. , X,' .312" .025" 
PVC·' 05/'. 18 .042" .016" PVC-l 05/%" %" .375" .025" 
P C·'05/17 17 .047" .016" PVC-, 05/~." ~,' .438" .~S" 
PVC·l05/16 16 .053· .016" PVC-l05/'h" ...... .500" .025" 
PVC·l05/'S 15 .059· .016" PVC-'05m." %0" .562" .030" 
PVC·l05 14 14 .066" .ql6" PVC-l 05/%" 'iii" .625" .030" 
PYC·l0S/13 13 .076" .016" PVC-'05/~" ¥4" . 50" .035" 
PVC·l05/12 12 .085· .016" PVC-l051l'8" V." .ut' " .0~5" 

PVC·l05/11 11 .095" .016" PVC-'05/'" I" 1.000" .035" 
PVC·l05/10 10 .106" .016" PVC-l 05/' Va" 1'-11" 1.125" .035" 
PVC·l0S/9 9 .I1S" .020" PVC-l 05/1 V." 1'1." 1.250" .040" 
PVC·l0S/. S .133" .020" PVC-1D5/'%" 1%" 1.3 5" .040" 
PVC·l0517 7 .148" .020" PVC-l 05/' ..... " 1 ..... " 1.500" .045" 
PVC·l05/6 6 .166" .020" PVC·'05/'~" 1:v." 1.750" .055" 
PVC·l05/5 5 .IS6" .020" PVC-1D5 2" 2" 2.000" .060" 
PVC·l05/4 4 .20S" .020" PVC-l0D/2V." 2'1." 2.250" .065" 
PVC·l05/3 3 .234" .020" PVC-, OS/2 ..... " 2!f.z" 2.500" .070" 

NOTE: PVC-lOS manufactured under the recognition component section of UL is available to order. 

TEFLON® EXTRUDED TUBING CTFT-200) 
DESCRIPTION 

ALPHLEX® THIN WALL TEFLON TUBING, a high tem­
perature insulation (deSignated by A.I.E.E. fffr contin­
uous operation at 220°C minimum), while classified 
as a thermoplastic resin, does not melt and flow a. 
do conventional thermoplastic materials. 

SIZE 
30 
28 
26 
24 
22 
20 
19 

.IS· 
17 
16 
15 
14 
13 

Dielectric 
Strenltil 

500·1000 
V/MIL 

NOM. INSIDE 
DIAMETER 

.012" 

.015" 

.018" 

.022" 

.027" 

.034" 
'.038" 
.042" 
.047" 
.053" 
.059" 
.066" 
.076" 

Temp. 
Ratlal 

NOM. WALL 
THICKNESS 

.009" 

.009" 

.010" 

.010" 

.010" 

.012" 

.012" 

.012" 

.012" 

.012" 

.012" 

.012" 

.012" 

ALPHA 
NO. 

TFT·200/12 
TFT·200/11 
TFT-ZOO/l0 
TFT·200/9 
Tn·200/8 
Tn-200/7 
Tn-200/& 
Tn-200/5 
TFT-200/4 
Tn-200/3 
Tn·200/2 
Tn-200/1 
TFT-200/0 

(THIN WALL> 

NOM. INSIDE 
SIZE DIAMETER 
12 .085" 
11 .095" 
10 .106" 
9 .118" 
8 .133" 
7 .148" 
6 .166" 
5 .186" 
4 .208" 
3 .234" 
2 .263" 
1 .294" 
0 .330" 

APPLICATIONS 
Because of its combination of electrical, chemical 
and mechanical properties, ALPHLEX TEFLON Is un­
matched by any other type tubing for use in electrical 
applications at high frequencies and temperatures. As 
a thin, flexible Insula\lon, it permits miniaturization 
and compactness of design heretofore impossible, 

FtI~fl ' C::~: '. Ap llealll, 
Rlillta... RlSllmce Sp.:=lIca1l •• 1 

ASTM 

NOM. WALL 
THICKNESS Sizes Standard Colors 

.012· 

.012· #30-#15 Natural Black 

.012" 
Inclusive Yellow Red 

.015" 
.DIS· 
.015" 
.015" #14-#8 Natural Black 
.015" Inclusive Yellow Red 
.015" 
.015" 
.015" #7-#0 Natural 
.015" InClusive 

.015" 

Standard I'lit-u, 
1000 fl. Spools 

or 

10-100 ft. Spool 
per 1000 fl. Bol 

500 ft. Spools 
or 

5-100 ft. Spools 
per 500 ft. Box 

Random Lengths 
Packed in 100 It 
Coils or 36" 
Lengths 
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SECTION 6000 

A L p H A w R E c o R p o R A T I o N 

ALPHLEX® ZIPPER TUBING 
DESCRIPTION Alphlex lipper Tubing is the all purpose modern way to harness, cover and pro­
tect cables. Just zip to close-and zip to reopen. If you wish, it may be permanently sealed with 
PB-200 Special Compound Liquid Sealer. Alphlex Zipper Tubing is strong, flexible, durable, and 
offers new freedom in design, production and repair. 

APPLICATIONS To shield, to harness wire, to custom·cable to any length, to enclose, to encase, 
to identify (such as cable markers), to protect, to replace worn jackets. 

TYPES OF ZIPPER TUBING 
Type ZIP-31 -fabricated from .020" polyvinyl sheet made from Mll·I·S3lC materials. All purpose type for general 

applications to 10S·C. Standard colors, Clear. Black, Yellow. 

Type ZIP-31M-heavy duty construction. Similar to ZIP-3l type except nominal wall thickness of .040". Standard 
colors, Clear, Black. . 

Type ZIP-44 -polyvinyl sheet made from Mll-I-7444B materials. Extremely flexible, for aircraft and low­
temperature uses to --1i7'C. Standard colors, Clear, Black. 

Type ZIP-44M-heavy duty construction. Similar to ZIP-44 type except nominal wall thickness of .040". Standard 
colors: Clear~ Black. 

Type ZIP-50 -"sandwich" of aluminum loil laminated between two sheets of polyvinyl. For 100% RF shielding 
applications to 10S'C. Standard color, Silver Grey. 

Type ZIP-90 -polyvinyl bonded to woven fibreglass sheet per Mll-I-3l90A. For r.ugh usage, abrasion resistance, 
and high temperature uses to l30'C. Standard color, Black. 

STANDARD SIZES FOR ALL TYPES OF ALPHLEX TUBING 
Zipper • 'P,m .• 1It Wid." #!\~:~ . lpr:::j,.F::c:ldth rut': . APr:::.'::::'dtll :r~ . "prF~:n"::e:idth .Tullllll (,,..trlcll 
1lIIIde to trac:"- Insld. .olrld- Insld. .,trlck- Inlide t. trick-

DI .... t" .ICIlIIl'II""') OilIDIt,r eleludlelfllP) Dlun.t., elClltdlll fliP) Dllmeter eKladlna filii) 

'1/4" 1-5/16" '1" 3-9/16" 1-3/4" 5-5/8" 3" 9-5/8" 
----

~it- 10-3/8" '3/8" 1-5/8" 3-15/16" 1-7/8" 6" 3-114" 

112" 2" 1-1/4" 4-118" 2" 8·3/8" 3-112" 11·1i8" 

5/8" 2·3/8" 1·3/8" 4-112" 2·1/4" 7-t/8" 3-3/4" 11-711" 

3/4" 2·3/4" 1-112" 4·718" 2·1/2" 7-7/8" 4" 12-5/1" 

718" 3-118" 1-5/8" 5-114" 2-3/4" 8·3/4" 

Appm. flltWJ«aI SrANDAR PU 

11 Y I o SPOOL T-UP. 
25 ft., 50 Ft., 1110 ft. 

*"0811" .f ...... 1 In,iII, Diamat", ...... 

~~~~~~~::§~_-.J _ ... n .. , ... ·., ... ~~'.sI ...... slid.r. 'M Th. _ ........ 0 ..... , If IM.oat 
_ ,renuN, ' 

ZIPPER SPECIFICATIONS FOR ALL TYPEs OF ALPHLEX ZIPPER TUBING 
Material. Polyvinyl Chlorld. Dielectric Strength, V/mil ... 759 .... 6·C 
Track Thickness 
(when closed). . ... 085" 

Tensile Strength P.S.I_ ... 3810 
Ultimate Elongation .255% 

Cold Brillieness 
Fungus-proof . 
Flammability . 
Lateral Pull Strength 
(unsealed) 

. will not support funlu. 
sail-extinguisHing 

lateral Pull Strength 
(permanently sealed). 
Standard Colors 

59.8 pounds/inch 
Black, CI.ar, Yellow 

Operating Temperature, 
Upper Limit 10B'C 42_7 pDunds/inch 

ALPHLEX® ELECTRONIC LACING CORDS AND TAPES 

MIL-T-713A NYLON TWISTED CORD 

ALPHA BREAKING NOMINAL STOCK YAROS PER STANDARD 
NO_ CLASS TYPE STRENGTH FINISH DIAMETER COLORS POUND PUT-UP 

LC-1131 I I PTwine I 70 Ibs. I MW I • 050" I Wh., Blk.1 560 18 oz. spls • 

LC-114 L II I PTwine I 481bs. I MW I • 035" I Wh., Blk.1 750 18 oz. spls • 

LC-115I III I PTwine I 32 Ibs. I MW I _030" I Wh., Blk.1 1180 I 8 oz. spls. 

MIL-T~713A NYLON FLAT BRAIDED TAPE 

NYLON FLAT BRAIDED TAPE 

ALPHA TENSILE STOCK STANDARD 
NO. WIDTH THICKNESS. STRENGTH FINISH COLORS PUT-UP 

LC-132 3/32" _014" 501bs. GE Wh., Blk. 500 yd. tubes 

LC-134 1/16" _010" 301bs. MW Wh., Blk. 500 yd. spls. 

LC;136 3/32" .014" 501bs_ MW Wh., Blk. 500 yd_ spls_ 

LC-14D 3/32" .014" 501bs. SR Who, Blk. 500 yd. spls. 

LC-143 3/32" .014" 501bs. AM Wh., Blk. 500 yd_ spls. 

DACRON FLAT BRAIDED TAPE 

ALPHA TENSILE STOCK STANDARD 
NO. WIDTH THICKNESS STRENGTH FINISH COLORS PUT-UP 

LC-158I 3/32" I .014" I 501bs. I GE I Wh., Blk. I 500 yd. tubes 

LC-162 I 3/32" I .014" I 501bs. I MW I Wh., Blk. I 500 yd_ spls. 

Other materials, finishes and sizes available to order. 
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TYPES OF LACING CO.RD 

flat braided tape This construction was developed 
to prevent the "cold floW" that often is encountered 
in wire having plastiC or rubber insulations. It has 
been specifically designed to create a wider contact 
area with the insulation, so that it does not flow 
away from the contact point. It is considerably more 
flexible and easier on the user's hands and is recom­
mended for all types of harness work. Flat tapes 
do not appreciatively increase the diameter of 
the cable_ 

rGund twisted cDrd Available in various strands and 
thicknesses to produce different tensile strengths. 
This type, while it ma, be used for plastiC and rUbber 
insulated wire, is particularly suited for wires 
having a secondary insulation or those utilizing a 
textile as an insulating material. 

MATERIALS 
n,lan Synthetic fiber resistant to, fungus, flame, 
acids, abra,ion_ Excellent tensile strength, light 
weight, small size_ 

dacron A synthetic fiber which retains ali the above 
characteristics of Nylon plus, I.ess elongation, belter 
resistance to acids, no appreciable discoloration. 

FINISHES 

ge synthetic rubber-like resin 
mw micrp-cryStalline wax 
am thermoplastic s,nthetic resin 
sr fungistatic synthetic rubber 

© U.c.P., Inc_ 



SECTION 6000 

ALP H·A w R E COR P 0 RAT o N 

ALPHLEX~ SHRINIWlLE TUBINB 
• A newall-purpose tubing with controlled shrinkage 

• Shrinks in seconds when heated 

• Forms a permanent, tight-fitting mechanical bond 

• Irradiated polyolefin 

DESCRIPTION ALPHLEX SHRINKABLE TUBING, with controlled shrinkage when heated, forms a tight· 
fitting mechanical bond, even over irregularly shaped materials. N S U L ATE S 
A new concept in extruded tubing that is simple to use and provides a tight mechanical bond, ALPHLEX 
SHRINKABLE TUBING is an irradiated, flame retardant, thermally stable, modified polyolefin base product. 
The tubing is supplied in an expanded form and easily slips over the object to be covered. When a tempera· 
ture of approximately 275°F. (135°C.) is applied ALPHLEX SHRINKABLE TUBING immediately returns to 
its predetermined size (approximately one-third smaller) and forms a permanent tight·fitting mechanical bond. 

HOW TO USE The use of a hot air gun is recommended as being generally the easiest heating method. 
However, excellent results may be achieved by the use of an oven, radiant heat, dipping in hot liquids, or 
heating with a soldering iron, burner or the flame of a match. 
Controlled shrinkage to the correct predetermined size takes place within seven seconds at 275°F. to 
300°F. Shrinkage will begin at 235°F. but at a somewhat slower rate. When using an oven, temperature may J A C K E T S 
range from 235°F. to 300°F. Prolonged exposure.to these temperatures will not effect the physical or elec· 
trical properties of ALPHLEX SHRINKABLE TUBING. 
For a tight·fitting cover, select the tubing whose expanded size is larger than the object to be covered and 
wllose recovered size is smaller. 

DIMENSIONS CHART 
ALPHA· MIN.I.D. RECOVERED 1.0. NOM.WALL 

ND. SIZE BEFORE SHRINKIN. AnER SH.RINKING THICKNESS 

FIT-275-24 24 .050" .027" .012" 
FIT·275-22 22 .055" .032" .012" 
FIT·275-20 20 .060" .039" .016" 
FIT·275-18 18 .076" .049" .016" 
FIT-275-16 16 .093" .061" .016" 
FIT·275-14 14 .120" .072" .016" 
FIT·275-12 12 .153" .089" .016" 
FIT·275-10 10 .191" .1l2" .016" 
FIT';275-8 8 .240" .141" .020" 
FIT·275-6 6 .302" .178" .020" 
FIT·275-4 4 .378" .224" .020" 
FIT·275-2 2 .430" .275" .020" 
FIT·275-5/16 5/16" .500" .334" .025" 
FIT·275-3/8 3/8" .600" .399" .025" 
FIT·275-7/16 7/16" .693" .462" .025" 
FIT·275-1/2 1/2" .787" .524" .025" 
FIT·275-5/8 5/8" .982" .655" .030" 
FIT·275-3/4 3/4" • 1.180" .786" .035" 
FIT·275-7/8 7/8" . 1.365" .91l" .035" 
FIT·275-1 I" 1.555" 1.036" .035" 

STOCK COLORS- STANDARD PACKAGE- STANDARD PUT·UP-
#24 thru #~Black, Red, White, #24 thru #4 4-foot lengths 

Yellow 100 Feet (25 4-Foot lengths) 
#2 thru In-Black only #2 thru 1 inch 

(other colors available to order) 20 Feet (5 4·Foot lengths) 
OTHER SIZES, COLORS AND LENGTHS AVAILABLE TO ORDER' 

PROPERTIES CHART 
(Averllge Values) 

Temperature Rating ........................ 135°C Continuous Dielectric Constant... ............ 2,5 
Tensile Strength .......................... 1800 PSI* Power Factor ....................... ,0.003 
Ultimate Elongation ......... " ......... 250%* Fungus Resistance ............... .In.rt* 
Brittleness Temperature ............ _100° F Fuel and Oil Resistance ....... Exc.lI.nt 
Hardness............... ................. 88 Shore A Hydraulic Fluid Resistance Exc.lI.nt 
Specific Gravity ............................ 1.28 Solvent" Resistance.... .. ....... Good 
Water Abscirption ............. · ............. O.OI%* Acid and Alkali Resistance ... Exc.lI.nt 

-.. _---
S P L C E S 

ENCAPSULATES 

CABLE MARKERS 

WEA'rHERPROOFS 

Dielectric Strength (20 Mil Wall) 800 VoltslMIl Flammability ..................... S.1f Extinluishinl 
Volume Resistivity .......... , ............. 1 ° 16 Obm·Cm Corrosion Resistance ........... Non-Corrosi~.* 

*When tested to MiI·I·7444B 
HEAT GUN (HG·l) 

© U.C.P., Inc. See Last ALPHA Page For Complete Price List The MASTER - 26th Edition. Page 1501 



SECTION 6000 

ALPHA WIRE PRICE LIST 
Suggesled Suggesled Suggesled Suggesled Sugges~ed Suggesled 

Resale,PriclEach Resale price Each Resale Pri'C8 Each Resale Price Each Resale Price Ead Resale price Each 
NO. 1000' 100' NO. 1000' 100' Ho. 1000' 100' No. 1000' 100' No. 1000' 100' No. 100' 

286 16.46, 1.80 1199 121.37 12,60 1471 44.85 4.80 1893 21.12 2.42 2818/3 121.35 74.03 FIT-275-% 115,45 289 24_81 2.69 1221 23,70 3.27 1472 46.20 4.88 1894 29.37 3_24 2818/4 1039.65 105,83 FIT-275-Va 136.55 292 45,68 4_73 1222 30.15 3.32 1473 56,85 6.00 1894/4 41.10 4,58 2819 377.10 39.60 FIT-275-1 161.05 29216 ll3.40 11.79 1223 31.20 3.42 1474 65.10 6.83 1895 28_16 3.27 2819/2 708.90 72.75 TFT-200-30 9,80 292/8 70.88 7,55 1224 32.85 3.59 1475 80.10 8.33 1896 41.61 4.62 2819/3 915.75 93.45 TFT-200-28 8,46 295 11.03 1.26 1229 35,25 3,83 1503 13.05 1.58 1896/4 52.20 5.70 2819/4 1287.60 130.73 TFT-200-26 8.26 296 8,19 .98 1230 42.00 4.50 1504 13.59 1.67 1897 35.66 4.02 2821 412,20 43.13 TFT-200-24 8.76 297 5.21 .68 1231 57.30 6.26 1505 18,23 2.13 1898 49.88 5.45 2821/2 681.60 69,98 TFT-200-22 10,50 298 3.95 .54 1232 96_00 9,90 1506 24.72 2.78 1898/4 67.95 7,20 2821/3 904.20 92.25 TFT-200-20 14.53 299 3,78 .53 1233 129.15 13.37 1507 33.06 3,62 1899 72.30 7.65 2821/4 1080.60 109,95 TFT-200-19 15.56 299/1 3,63 .51 1233/2 122,25 12.68 1508 48,21 5.13 1899/3 84.90 8,93 2824 457.05 48.00 TFT-200-18 16.96 299/2 3.47 .50 1234 294.60 29.91 1509 78_80 8.19 1899/4 93,00 9_68 2824/2 777.60 79.73 TFT-200-17 18.54 299/3 3.32 .48 1235 313.35 31.86 1550 7.04 1.01 1900 11.57 1.47 2824/3 1041.30 105.98 TFT-200-16 19,00 299/4 3.23 .48 1239 345.00 35.25 1551 8.15 1.11 1901 17.36 2.04 2824/4 1249,05 126.75 TFT-200-15 20.70 299/5 3.15 .47 1240 430.20 43.20 1553 10,68 1.37 1903 18.23 2.13 2827 501.60 52.05 TFT-200-14 22.20 299/6 3.08 .47 1241 841.20 84.30 1555 15,15 1.82 1904 27.05 3,02 2827/2 893,40 91.20 TFT-200-13 23,76 299/7 3.00 .45 1242 1036.20 103.80 1557 22,29 2,54 1906 23.72 2.84 2827/3 1202.10 122.10 TFT-200-12 25.58 sug. Resale 1244 73.20 7.94 1559 33.62 3.66 1907 35.15 3.98 2827/4 1474.20 149.25 TFT-200-ll 28.30 
Price Each 1245 84.18 8.88 1560 56.10 5,91 1909 37.59 4.23 2829 597.75 61.65 TFT-200-10 30,50 

600 .47 1246 100.67 10.53 1561 6_51 .95 1910 50,59 5.52 2829/2 1030,95 105.00 TFT-200-9 33,35 
602 .54 1247 121.02 12.56 1561/24 6_00 .90 1915 14.75 1.77 2829/3 1398.15 141.68 TFT-200-Va 35,05 
604 _72 1247/6 148,49 15.32 1563 8.81 1.19 1916 22,13 2,52 2829/4 1653.00 167.18 TFT-200-8 36.80 
606 .54 1247/7 188.18 19.28 1565 12,60 1.56 1918 19,67 2,28 2850 72.15 8.70 TFT-200-7 38,50 
608 .63 1247/8 199.31 20,70 1567 17.96 2,10 1919 29.51 3.26 2851 76.50 9.18 TFT-200-6 41.60 
610 .65 1247/10 241.64 24.93 1571 14_60 1.77 1921 27.05 3,17 2852 78.38 9.38 TFT-200-5 45.55 
.612 .77 1247/12 345.00 35.25 1573 18.02 2.10 1922 41.93 4.65 2853 79,88 9,59 TFT-200-4 49.80 
620 .54 1248 60.00 6.45 1575 24,18 2.73 1924 40.55 4_52 2854 88.88 10.67 TFT-200-3 54.55 
622 .72 1249 69.00 7.35 1577 34.88 3,80 1925 60.89 6,56 2855 103,50 12.42 TFT-200-~ 58_90 
624 .77 1249/18 88.50 9,30 1579 56.78 6.15 1927 60.21 ' 6.48 2856 132.75 15.93 TFT-200-2 61.80 
626 1.86 1250 75_75 8.25 1590 17.22 2.04 1928 90_38 9.50 2857 159,75 19.17 TFT-200-1 68.90 
628 .84 1250/18 100.50 10.50 1590124 14,40 1.73 1931 58.80 6.41 2858 209.25 25.11 TFT-200-1i'. 74.80 
630 2.55 1251 90_38 9.30 1591 20.97 2.42 1932 68.72 7.40 2859 254.25 30.51 TFT·200-0 76.20 
632 3.68 1251/18 171.90 17,64 1592 26.49 2.97 1932/3 86.40 9.17 2859/10 541.50 57.15 PVC-l05-24 1.96--
634 6.77 1252 102.75 10.58 1593 36,07 3.93 193214 160,52 16.58 2859/12 369,75 39.98 PVC·l05-22 1.97 636 1.16 1252/18 191.10 19.64 1594 50.06 5.31 1933 80.12 8,54 2874 95.03 11.78 PVC-l05-20 2.01 638 2.12 1253 129.20 13.20 1595 86,55 9.12 1933/3 117.92 12.32 2875 111.75 13.43 PVC-l05-19 2.06 650 .77 1254 157_80 15.75 1610 7.61 1.07 1933/4 186.20 19.14 2876 141.30 16.35 PVC-I05-18 2.08 
654 2.93 1254/18 345.00 35.10 1632 14,25 1.73 1934 114.60 11.99 2877 165.00 19,50 

PVC-l05-17 2.ll 
655 3.38 1255 191.10 19.71 1635 16,80 1.98 1934/3 141.32 14.66 2878 224.25 25.50 PVC-l05-16 2_20 
656 4.95 1255/8 209.25 21.53 1636 20.25 2.40 1934/4 219_60 22.49 2879 276.60 30_68 PVC-l05-15 2.27 657 3.68 1255/10 297.90 30.54 1638 32.70 3.60 1935 129_32 1:H6 2879/8 IllD.OO 114.00 PVC-l05-14 2,34 
658 5.48 1255/12 418.50 42.60 1639 33,00 3.60 1935/3 172.52 17.78 2879/10 606.60 63.60 PVC-l05-13 2_39 
660-2 3.08 1256V 36.30 4.08 1651 78.48 8.31 1935/4 268.80 27.48 2879/12 391.50 42_15 PVC-105-12 2.49 
660-4 5.55 1256 58.50 6.30 1653 120,51 12.51 1936 201.20 20.72 2881 86.63 10.40 PVC-l05-11 2,56 
661·2 3.38 1256122V 33.68 3.83 1655 210.42 21.51 1936/3 285.92 29.19 2882 89.78 10.77 PVC-l05-10 2.66 661-4 6.15 1259V 48.90 5.34 1657 326.00 33.06 1936/4 409_20 41.67 2883 101.25 12.15 PVC-l05-9 3,49 
662-2 4.28 1260V 75.60 8.Dl 1685 7.80 1.10 1937 267.32 28_83 2884 111.83 13,43 PVC-l05-8 3.74 662-4 8.03 1260/12 187,56 19.29 1686 7.49 1.07 1937/3 591.52 36.24 2885 137.03 16.44 PVC-l05-7 3.97 663-2 4.80 1260/14 109.38 12.59 1687 8.12 1.13 1937/4 516.00 52.35 2886 160.65 19.28 PVC-l05-6 4.26 663-4 9.00 1261 45.42 4.94 1688 8.73 1.19 1938 380.40 38.79 2887 192.15 23.06 PVC· 105-5 4.58 664-2 4.05 1261/26 47.13 5.10 1689 9.36 1.25 1938/3 526.20 53.37 2888 236.25 28.35 PVC-l05-4 4.93 664-4 7.58 1267V 36,32 4.02 1690 10,92 1.41 1938/4 636.00 6510 2889 298.50 34.95 PVC-105-3 5.25 665-2 5_10 1267/18V 45.89 5.06 1702 27.30 3.18 1951 48.00 5.28 No. 1 Lb. Put-Up PVC-105·2 5.69 665-4 9.60 1267/22V 31.52 3.54 1703 26.70 3.15 1952 59,88 6.47 PE-44 11.70- PVC-105-1 6.12 666-2 6.08 1300 13.50 1.80 1704 36.00 4.28 1952/3 81.12 8.58 PE-42 8.21 PVC-105-1i'. 7.79 
666-4 11.55 1302 24,98 2.93 1705 29.10 3.38 1952/4 150,72 15.62 PE-40 3.74 PVC-l05-0 6.58 
670-2 6.83 1304 34.50 3.90 1706 53.70 5,82 1953 66.72 7.14 PE-38 2,76 PVC-I05-¥, 8,94 
670-4 12.98 1307 55.50 6.00 1709 63.75 6.83 1953/3 108.60 11.33 PE-36 2.28 PVC-l05-!\. 9.65 671-2 7.58 1307/9 77,25 8.10 1710 52.50 5_85 1953/4 175.68 18.11 PE-34 2.04 PVC-105-Y, 10.64 671-4 14.48 1308/11 109.50 10.95 1712 66.30 7.05 1954 105,80 26.45 PE-32 1.88 PVC-l05-U. 14.17 672-2 7.43 1309 123.75 12.38 1713 67.50 6.75 1954/3 149.48 15.50 PE-30 1.76 PVC-l05-% 15.30 672-4 14.33 1309/15 139.50 13,95 1715 76_50 7.65 1954/4 209.25 21.47 PE-28 1.71 Sug. Resale price 673-2 8.40 1310 175.80 18.11 1716 91.50 9,98 1955 118.56 12.41 PE-26 1.64 673-4 16.28 1313 255.00 25.50 1717 165_00 17,03 1955/3 183.92 19.08 PE-24 1.55 

per 50' 
674-2 8.85 1313/31 423.60 43.11 1719 220,50 22.58 1955/4 266.16 27.15 PE-22 1.52 PVC·105·% 10.56 
674-4 17.10 1313/41 572.40 57.99 1721 260.70 26.63 1956 194.64 20.10 PE-20 1.46 PVC-105-Va 11.87 
675-2 11.33 1314 904.20 91.17 1736 39.00 4.35 1956/3 290.36 29.66 PE·18 1.38 PVC·l05-1 13_27 
675-4 22,05 1316 22.20 2.67 1737 44_70 4.9S 1956/4 411.84 41.81 PE-16 1.38 PVC-105-1Va 17.40 
676-2 14.93 1317 39.90 4.52 1741 51.90 5.64 1957 278.88 39.50 PE-14 1.38 PVC-l05-lli 18.39 
676-4 29.25 1318 55.80 6.11 1742 64,80 6.98 1957/4 481.76 48.81 PE-12 1.38 PVC-105-1% 19_66 
677-2 15.75 1319 72.15 7.74 1746 57.00 6.15 1958 380.64 38.85 PE-1O 1.38 PVC-l05-1Y, 23_84 
677-4 30.90 1320 76.20 8.15 1747 81.00 8.55 1958/3 505.76 51.36 HF-44 13.83 - Sug. Resale Price 680-2 2.40 1322 79.50 8.25 1748 80.70 8.55 1958/4 594.56 61.01 HF-42 8.01 per 100' 680-4 4.50 1323 114.00 11.40 1750 108.00 11.25 2160 33.00 3.68 
681-2 2.70 1327 183.30 19.30 1753 9.00 1.35 2162 40,80 4.26 

HF-40 6.23 ZlP31-X 33_00 
681-4 5.25 1329 345.00 34.50 1754 8.78 1.28 2164 58.40 6.02 

HF-38 4.68 ZIP31-% 33.50 
682-2 3.38 1341 18.83 2.13 1755 10_20 1.40 2166 62.76 6.44 

HF-36 4.11 ZIP31-Y, 34.00 
682-4 6.15 1342 20.28 2,33 1756 11.25 1.50 2168 71.00 7.28 HF-34 3.53 ZIP31-% 34.50 

HF-32 3.14 ZIP31-% 35.00 683-2 4.43 1343 25.44 2.85 1757 16.55 2.03 2170 109.20 10.92 HF-30 2.63 683-4 8.25 1344 27.90 3.09 1775 38.40 4.29 2172 183.30 13.83 HF-28 2.49 
ZIP31-Va 36.00 

684-2 5.40 13~5 40.50 4.35 1779 35.70 4,02 2174 215.00 21.50 HF-26 2.25 
ZIP31-1 36.00 

684-4 10.20 1350 31.52 3.47 1783 48,90 5,34 2176 325.50 32,55 HF-24 
ZIP31-1Va 37.50 

685-2 6.08 1351 32.45 3.56 1793 17.13 2.18 2.09 ZIP31-1~ 38,00 2254 33.44 3.80 HF-22 1.98 685-4 11.55 1352 35.85 3.90 1794 28.31 3.29 2254/3 42_90 4.73 HF-20 1.82 
ZIP31-1% 39.00 

690-2 3.75 1353 43.88 4.70 1794/4 38.40 4.28 2254/4 67.50 7.20 HF-18 1.74 
ZIP31-1Y, 39.50 

690-4 6.90 1354 50,37 5,34 1795 25.71 3,03 2255 29.22 3.38 HF-16 1.58 
ZIP31-1jt, 40.00 

692-2 5.03 1355 73,85 7.70 1796 38.10 4.28 2256 38.72 4.32 HF-14 1.58 
ZIP31-1% 41.00 

692-4 9.45 1356 103.37 10.65 1796/4 43.35 4,80 2256/1 27.75 3.08 HF-12 1.58 
ZIP31-1Va 41.50 

694-2 7,05 1370 37.05 3.98 1797 30,60 3.53 2256/3 56.45 6.09 HF-l0 1.58 
ZIP31-2 42.00 

694-4 13.50 1371 42.65 4.58 1798 42.23 4.68 2256/4 85.37 8.99 V. Lb. Pul-Up 
ZIP31·2Y. 43.00 

696-2 8.10 1372 43,88 4.70 1798/4 59.67 6.51 2258 47.70 5.22 
No. ZIP31-2Y, 44.50 

696-4 15.60 1373 54.23 5.73 1798/5 76.50 8.19 2258/3 65.25 6.98 ST-44 18.75 ZIP31-2% 46,00 
No. 1000' 100' 1374 63.35 6.65 1798/6 92.42 9.78 2260 77.43 8.19 ST-43 16,80 ZIP31·3 47,50 

1375 76.50 7.95 1799 62.70 6.75 2272 31.05 3.60 ST-42 14.93 ZIP31-3X 48.50 
1172 19.50 2.40 1381 12.90 1.82 1799/3 71.40 7.58 2276 34.65 3.90 ST-41 13.13 ZIP31-3Y, 50.00 
1173 20.25 2.48 1382 14.66 1.98 1799/4 '80.55 8.48 2278 44.70 4.95 ST-40 11.03 ZIP31-3% 51.50 
1174 26.25 3.00 1383 19.64 2.31 1830 8,33 1.14 2280 39.90 4,43 ST-39 9,30 ZIP3H __ 5}.00 ___ 
1175 32.55 3.68 1384 23.10 2.64 1831 9.87 1.31 2282 57.15 6.15 ST-38 7.58 LACING CORD 1176 49.50 5.40 1385 42.30 4.53 1832 12.71 1.58 2284 65.40 6.98 ST-37 6.15 Suggested 1177 56.25 6_15 1386 64.50 6.90 1833 16,82 2.00 

2809 169,95 18.77 ST-36 5.03 Resale Price 1178 60.60 6.38 1387 102,30 10.68 1834 21.53 2.46 ST-35 4.43 No. Ea. 1179 66.00 7.13 1835 33.98 3.71 2809/2 356.90 37.47 ST-34 3.90 1180 86.10 9.14 1388 168,00 17.25 1840 11.90 1.50 2809/3 509.85 52.92 ST-33 3.30 LC-102 (8 oz. tubes) 
1181 107.40 11.27 1389 258.00 26.40 1841 13,50 1.65 2809/4 662.81 68.21 ST-32 3.08 White 4.32 
1181/15 139.20 14.45 1389/4 372_75 38.03 1842 16.76 1.98 2811 271.92 29.90 ST-31 2.93 Black 5.07 
1181/20 184.50 18.83 1389/2 570.00 57.75 1843 21.20 2.43 2811/2 441.87 46.89 ST-30 2.8L LC·113 (8 oz. spools) 
1181/25 222.60 22.65 1389/0 873.00 88.05 1844 27.00 3.02 2811/3 679.80 70.68 White 4.28 
1181/30 261.00 26.48 1389/001215.00 123,00 1845 40.76 4.40 2811/4 781.77 80.88 Sug. Resale Price Black 5.03 
1182 34.62 4.01 1391 46.65 4.97 1850 10.20 1.32 2812 186.95 20.48 per 100' LC-114 (8 oz. spools) 
1183 49.29 5.48 1392 51.30 5.43 1851 9.30 1.23 281212 390,89 40.86 FIT-275-24 16.00-- White 4.32 
1184 61.47 6,69 1393 56.70 6.38 1852 8.70 1.17 281213 543.84 56.31 FIT-275-22 16.70 Black 3.38 
1185 76.13 8.16 1394 75.75 7.88 1853 8.52 1.28 2812/4 747:78 76.71 FIT-275-20 17.50 LC·115 (8 OZ_ spools) 
1186 91.11 9.87 1395 91.80 9.48 1854 7.74 1.23 2814 288.92 30.68 FIT-275-18 19.15 White 4.35 
1187 103.28 10.88 1396 108.00 11.10 1855 8.73 1.28 2814'/2 494.40 51.21 FIT-275-16 20.75 Black 5.10 
1188 122.61 12.81 1449 106.29 11.19 1856 9.50 1.34 2814/3 747.78 76,71 FIT-275-14 22.70 LC-134 (500 yd. sps.) 
1189 134.94 14.04 1450 149.72 15.51 1857 11.33 1.53 2814/4 934.73 95.40 FIT-27S-12 24.90 White 12,39/M yds. 
1190 155.31 16.08 1450/16 194_70 20.03 1858 14.40 1.83 2815 220,94 23.87 FIT-275-10 27.25 Black 14.27/M yds 
1192 182.21 18.77 1451 213.99 21.95 1860 12,30 1.53 2815/2 475_86 49.37 FIT-275-8 31.80 LC-136 (500 yd, sps.) 
1192/15 234.78 24.26 1451/16 251.85 25.73 1861 11.70 1.47 2815/3 679.80 69.92 FIT·275-6 34.30 While 18.75/M yds 
1192120 312.63 32.04 1452 243.65 24.90 1862 10.95 1.40 2815/4 883.74 90.30 FIT·275-4 37.30 Black 20.63/M yds 
1194 39.78 4.29 1452116 302.40 30.75 1863 10,41 1.47 2817 ,339.90 35,93 FIT-275-2 41.00 LC-137 (500 yd. sps.) 
1194/22 35,88 4.05 1454 424.88 43.04 1864 9.74 1.41 2817 !2 560.84 58.02 FIT-275-%. 44.60 White 39.23/M yds 
1194/24 33.75 3.68 1456 526.50 53.18 1865 10_83 1.52 2817/3 866.75 88.76 FIT-275-¥, 55_55 Black 41.!0/M yds 
1196 43.68 4.68 1458 636.00 64.13 1866 12.00 1.62 2817/4 1087.68 110.78 FIT-275-U. 70.45 LC-162 (500 yd. sps.) 
1197 53.97 5.72 1459 843.75 84.90 1867 13,98 1.80 2818 273.00 29.18 FIT-275·Y, 81.50 White 18.75/M yds 
1198 70.50 7.37 1470 40.35 4.35 1868 17.49 2.21 2818/2 562.50 58.13 FIT-275-jt, 97.00 Black 20.63/M yds 
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BELDEN 
Trade Number Sug. Dealers 
Lgth. in Ft. Price Each 

8000·50 .83 
8000·75 1.13 
8000·100 1.45 
800·1000 13.50 
8002·50 .&0 

8002·75 .75 
8002·100 .98 
8002·1000 9.00 
8008·100 2.55 
8008·200 4.65 

8008·500 10.90 
8009·100 1.73 
8009·200 3.30 
8009·500 7.35 
8011·100 2.10 

8011·1000 TBO 18.00 
8012·100 1.50 
8012·1000 12.00 
8013·100 1.10 
8013·1000 8.25 

8014·25 .38 
8014·500 2.70 
8018·50 .90 
8018·500 7.50 
8018·1000 TBO 14.25 

8019·100 .75 
8019·1000 5.25 
8020·100 .60 
8020·1000 4.00 
8021·100 .53 

8021·1000 3.40 
8022·100 .51 
8022·1000 3.00 
8023·100 .51 
8023·1000 2.63 

8024·100 .50 
8024·1000 2.40 
8025·100 .50 
8025·1000 2.25 
8026·1 00 .50 

8026·1000 2.25 
8027·100 .50 
8027·1000 2.25 
(Trade numbers 8040 thru 
808& - See Beldenamel 
Magnet Wire on last Page) 
8127·10 .38 

8127·500 5.25 
8200·100 1.65 
8200·500 6.45 
8200·1000 12.15 
8204·25 1.28 

8204·100 TBO 
8204·500 TBO 
8204·1000 TBO 
8205·25 
8205·100 

8205·500 
8205·1000 
8206·15 
8206·50 
8208·100 

8206·250 
8208·15 
8208·50 
8208·100 
8208·500 

8208·1000 
8209·15 TBO 
8209·50 TBO 
8209·100 TBO 
8209·500 

8209·1000 
8210·50 TBO 
8210·100 
8210·500 

8211·500 
8211·1000 
8211·2000 
8212·100 TBO 
8212·500 
8212·1000 

8212·2000 
8213·500 
8213·1000 
8213·2000 

*8214·100 

*8214·500 
*8214·1000 
*8215·100 
*8215·500 
*8215·1000 

., .. U.c.P .• Inc. 

3.75 
16.15 
32.25/M' 

.83 
2.50 

9.75 
19.15/M' 

.75 
2.03 
3.60 

7.90 
1.17 
3.25 
5.95 

25.50 

51.00/M' 
1.17 
3.25 
5.95 

25.50 

51.00/M' 
3.15 
.5.65 

27.00 

48.00/M' 
46.50/1.1' 
46.50/M' 

5.35 
48.00/M' 
4.6.50/M' 

46.50/M' 
111.00/1.1' 
111.00/M' 
111.00/M' 

12.00 

115.50/M' 
115.50/M' 
11.25 

106.50/M' 
106.50/M' 

Trade Number 
Lgth. in Ft. 

Sug. Dealers 
Price Each 

*8216·100 
*8216·500 
*8216·1000 
8222·100 
8222·500 

8224·100 TBO 
8224·500 TBO 
8225·25 
8225·50 
8225·75 

8225·100 
8225·500 
8225·1000 
8226·25 
8226·50 

8226·75 
8226·100 
8227·100 
8227·250 TBO 
8227·500 

8230·25 
8230·50 
8230·75 
8230·100 
8230·500 

8230·1000 
8231·100 TBO 
8231·500 TBO 
8231·1000 TBO 
8232·100 TBO 

8232·500 
8232·1000 
8232·2000 
8233·500 
8233·1000 

8233·1500 (TBO) 
8233-2000 
8235·100 
8235·500 
8237·100 * 

(RG·8/U) 

8237·250 * 
(RG·8/U) 

8237-500 * 
(RG-8/U) 

8237·1000* 
(RG·8/U) 

8238·100 * 
(RG·ll/~) 

8238·250 * 
(RG·l1/U) 

8238·500 * 
(RG·l1/U) 

8238·1000* 
(RS·ll/il) 

8238·1500* 
(RG·ll/U) 

8239·100 * 
(RG,54A/U) TBO 

8239·500 * 
(RG·54A/U) 

8239·1 DOO* 
(RG·54A/U) 

8240·25 * 
(RG·5~/U) 

8240·50 * 
(RG·58/U) 

8240·100 * 
(RG·58/U) 

8240·250 * 
(RG·58/U) 

8240·500 f 
(RG·58/U) 

8240·1000* 
(RG·58/U) 

8241·25 * 
(RG·59/U) 

8241·50 * 
(RG·59/U) 

8241·100 * 
(RG·59/U) 

8241·250 * 
(RG·59/U) 

8241·500 ; 
(RG·59/U) 

8241·1000; 
(RG·59/U) 

8242·100 :I: 
(RG·P/U) 

8242·500 * 
(RG·9/U) TBO 

4.15 
37.50/M' 
37.50/M' 

1.65 
7.50 

2.05 
9.00 
.72 

1.05 
1.35 

1.65 
7.50 

14.95 
.72 

1.16 

1.56 
1.92 
9.00 

21.75 
87.00/M' 

.78 
1.23 
1.70 
2.13 

10.20 

19.20 
6.30 

60.00/M' 
60.00/M' 
9.15 

87.00/M' 
87.00/M' 
87.00/M' 

168.00/M' 
168.00/M' 

168.00/M' 
168.00/M' 

4.80 
21.00 

12.40 

115.50/1.1' 

115.50/M' 

115.50/M' 

11.20 

103.50/M' 

103.50/M' 

103.50/M' 

103.50/1.1' 

8.25 

76.50/M' 

76.50/M' 

1.80 

2.85 

4.95 

43:50/M' 

43.50/M' 

43.50/M' 

1.95 

3.25 

5.80 

50.25/M' 

47.00/M' 

47.00/M' 

30.00 

294.00/M' 

SECTION 6000 I 
• PRICE LI ST 

Trade Number 
Lgth. in Ft. 

Sug. Dealers 
Price Each 

8242·1000* 
(RG·9/U) 294.00/M' 

8245·100 * 
(RG·55/U) TBD 7.50 

8245·500. * 
(RG·55/l1) 70.50/M' 

8245·1000* 
(RG·55/U) 70.50/M' 

8254·100 * 
(RG·62/U) 6.15 

8254·500 * 
(RG·62/U) 50.00/M' 

8254·1000* 
(RG·62/U) 50.00/M' 

8257·100 * 
(RG·71/U) TBO 9.75 

8257·500 * 
(RG·71/U) 91.50/M' 

8257·1000* 
(RS·71/d) 91.50/M' 

8259·25 * 
(RG·58A/U) 1.75 

8259·50 * 
(RG·58P/U) 2.70 

8259·100 * 
(RG·58P/U) 5.05 

8259·500 * 
(RG·58A/U) 43.50/M' 

8259·1000* 
(RG·58P/U) 43.50/M' 

8260·100 * (TBO) 
. (RG·22P/U) 22.50 

8260·500 * (TBO) 
(RG·22A/U) 225.00/M' 

8260·1000* (TBO) 
(RG·22A/U) 225.00/M' 

8261·100, * 
(RG·llP/U) 14.55 

8261·500 * 
(RG·1U/U) 132.00/M' 

8261·1000* 
(RG·l1A/U) 132.00/M' 

8262·100 :I: 
(RG·58C/U) TBO 6.00 

8262·500 * 
(RG·58C/U) 51.00/M' 

8262·1000* 
(RG·58C/U) 51.00/M' 

8263·100 * 
(RG·59B/U) TBO 6.75 

8263·500 * 
(RG·59B/U) 

8263·1000* 
(RG·59B/U) 

8264·100 * 
(RG·59/U) TBO 

8264·500 * 
(RG·5P/U) 

8264·1000* 
(RG·5A/U) 

8267·100 * 
(RG·8P/U) TBO 

8267-500 * 
(RG·8P/U) 

8267·1000* 
(RG·8~/U) 

8275·50 
8275·75 

54.00/M' 

54.00/M' 

25.42 

246.00/M' 

246.00/M' 

15.45 

142.50/M' 

142.50/M' 
2.411 
3.45 

8275·100 4.28 
8275·500 21.40 
8275·1000 42.00 
8280 (to customer's 

Specified length) 600.00/M' 
8281·100 (TBO) 16.50 

8281·500 
8281·1000 
8282·50 TBO 
8282·100 TBO 
8282·500 

165.00/M' 
165.00/M' 

13.50 
27.00 

270.00/M' 

8282·1000 270.00/M' 
8283* (iO customer's 

s~ecified 
lengths)§ 2,250.00/.'/1' 

8284 (to customer's 
specified 
lengths)§ 675.00/M' 

8285·50 2.85 
8285·75 4.20 

8285·100 5.40 . 
8285·500 25.50 
8285·1000 51.00 
8300·25 t Solidt:,. 1.90 
8300·50 t Solidt:,. 3.00 

8300·100 to Solidt:,. 5.25 
8300·250 toSolidt:,. 47.25/M' 
8300·500 toSolidt:,. 43.50/M' 
8300·1000toSolidt:,. 42.75/M' 
8300·25 t Stripedt:,. 2.1 0 

Net 

Trade Number 
Lgth. in Ft. 

Sug. Dealers 
Price Each 

-------------------
8300·50 t Striped t:,. 3,45 
8300·100 to Striped t:,. 6.15 
8300·250 to Striped ~ 56.25/M' 
8300·500 toStriped ~ 52.50/M' 
8300·1000t.Striped 6 51.75/1.1' 

8301·25 t Solid t:,. 1.90 
8.01·50 t Solid t:,. 3.00 
8301·100 to Solid 6 '.50 
8301·250 to Solid 6 48.75/M' 
8301·500 toSolid 6 45.00/M' 

8301.1000t.Solid t:,. 44.25/M' 
8301,25 t Striped ~ 2.10 
8301·50 t Striped Co 3.45 
8301·100 t.Striped ~ 6.40 
8301·250 toStriped 6 57.75/M' 

8301·500 t.Striped ~ 54.00/M' 
8301-1000toStriped ~ 53.25/M' 
8302·25 to Solid ~ 1.90 
8302·50 toSolid t:,. 3.15 
8:;02·100 t.Solid L\ 5.55 

8302·250 to Solid L. 49.50/M' 
8302·500 to Solid f.,. 45.75/M' 
8302.1000toSolid 6 45.00/M' 
8202·25 t stripd!.\ 2.10 
8302·50 t Striped 6 3.60 

8302·100 to Striped ~ 6.45 
8302·250 toStriped Co 58.50/M' 
8302·500 to Striped ~ 54.75/M' 
8302·100ot.Striped Ij. 54.00IM' 
8303·25 t Solid f:. 2.10 

8303·50 t Solid t:,. 3.30 
8303·100 to Solid ~ 6.40 
8303·250 t.Solid Co 55.50/M' 
8303·500 toSolid ~ 52.50/M' 
8303.1000toSolidCo 51·.75/M' 

1\303·25 t Striped Co 2.35 
'11303·50 t Striped Co 3.75 
8303·100 toStriped ~ 7.30 
8303·250 toStriped ~ 64.50/M' 
8303·500 t. Striped t:,. 61.50/M' 

8303·1 OOOt o Striped ~ 60.75/M' 
8304·25 t Solid t:,. 2.05 
8304·50 t Solid Co 3.25 
8304·100 t.Solid t:,. 6.00 
8304·250 to Solid t:,. 53.25/M' 

8304·500 to Solid ~ 49;50/M' 
8304.1000t.Solid ~ 48.75/M' 
8,04·25 t Striped 0. 2.25 
8304·50 t Striped ~ 3.70 
8304·100 t.Striped e:, 6.90 

8304·250 to Striped Co 62.25/M' 
8304·500 t.Striped Co 58.50/M' 
8304·1000toStriped 6 57.75/M' 
8305·25 t Solid !.\ 2.25 
8305·50 t Solid ~ 4.00 

8305.100 toSolid 6 7.50 
8305.250 t.Solid 6 63.00/M' 
8305·500 t.Solid ~ 59.25/M' 
8305.1000toSolid t:,. 58.50/M' 
8305·25 t Striped t:,. 2.50 

8305·50 t Striped ~ 4.45 
8305·100 tostriped t:,. 8.40 
8305·250 t. Striped t:,. 72.00/M' 
8305·500 t.Striped ~ 68.25/1.1' 
8305·1000toStriped t:,. 67.50/M' 

8306·25 t Solid ~ 2.40 
8306·50 t Solid t:,. 4.15 
8306·100 toSolili!.\ 7.50 
8306·250 toSolid t:,. 66.75/M' 
8306·500 to Solid t:,. 63.DO/M' 

830S.1000toSolid f.,. 62.25/M' 
8306·25 t Striped t:,. 2.65 
8206·50 t Stri~ed ~ 4.60 
8306·100 to Striped t:,. 8.40 
8306·250 to Striped t:,. 75.75/M' 

8306·500 toStriped £::,.. 72.00/M' 
8306·1000toStriped t:,. 71.25/M' 
8307·25 t Solid I\. 2.65 
8307·50 t Solid ~ 4.80 
8307·100 to Solid t:,. 9.00 

8307·250 toSolid 6 78.75/M' 
8307·500 toSolid ~ 75.00/M' 
8307.1000t.Solid ~ 74.25/M' 
8307·25 t Striped t:,. 2.85 
8307·50 t Striped t:,. 5.25 

8307·100 t.Striped t:,. 9.90 
8307·250 t.Striped t:,. 87.75/M' 
8307·500 t.Striped ~ 84.00/M' 
8307.1000toStriped ~ 83.25/M' 
8308·25 t Solid t:,. 2.70 

8308·50 t Solid ~ 
8308·100 to Solid 6 
8308·250 to Solid t:,. 
8308·500 to Solid ~ 
8308·10nOtoSolid !.\ 

4.80 
9.00 

·78.75/M' 
75.00/M' 
74.25/M' 

Trade Number 
Lgth. in Ft. 

Sug. Dealers 
Price Each 

8308·25 t StriDed ~ 2.95 
8308·50 t Striped ~ 5.25 
8308·100 t.Striped ~ 9.90 
8308·250 t.Striped ~ 17.75/M' 
8308·500 t.Striped ~ 84.00/M' 

8308·1000t Striped ~ 83.25/M' 
jl309·25 t Solid I\. 3.15 
8309·50 t Solid t:,. 5.85 
8309·100 t Solidt:,. 10.80 
8309·250 t Solid t:,. 98.25/M' 

8309·500 t Solid t:,. 93.75/M' 
8309·1000t Solid t:,. 92.25/1.1' 
8309·25 t Striped t:,. 3.55 
8309·50 t Striped t:,. 6.30 
8309·100 t Striped t:,. 11.70 

8309·250 t 
107.25/M' Strip edt:,. 

8309·500 t 
Stripedt:,. 102.75/M' 

8309·1000t 101.25/M' Strip edt:,. 
8310·25 t Solid t:,. 4.15 
8310·50 t Solid t:,. 7.50 

8310·100 t Solid t:,. 13.50 
8310·250 t Solid t:,. 126.00/M' 
8300·500 t Solid ~ 121.50/M' 
8310·1000t Solid t:,. 120.00/"" 
sal0·25 t Striped t:,. 4.35 

8310·50 t Striped t:,. 7.95 
8310.100 t.Striped t:,. 14.40 
8310·250 t • 

Slripedt:,. 135.00/M' 
8310·500 to 

Stripedt:,. 
8310:1000to 

Strip edt:,. 

8320·25 t Solid t:,. 
8320·50 t Solid t:,. 
8320·100 t.Solid t:,. 
8320·250 to Solid t:,. 
8320·500 to Solid b. 

130.50/M' 

129.00/M' 

2.40 
3.90 
7.50 

69.00/M' 
65.25/M' 

8320·1000toSolid t:,. 64.50/M' 
8320·25 t Striped t:,. 2.65 
8320·5IL t Striped t:,. 4.35 
8320·100 t.Striped t:,. 8.40 
8320·250 toStriped t:,. 78.00/M' 

8320·500 toStriped t:,. 74.25/M' 
8320·1000toStriped t:,. 73.50/M' 
8321·25 t Solid t:,. 2.40 
8321·50 t Solid ~ 3.90 
8321·100 toSolid ~ 7.50 

8321·250 t.Solid ~ 64.50/M' 
8321·500 to Solid ~ 60.75/M' 
8321·1000toSolid ~ 60.00/M' 
8321·25 t Striped·r, 2.65 
8321·50 t Striped 6 4.35 

8321·100 to Striped L 8.40 
8321·250 toStriped ~73.50/M' 
8321·500 toStrlped ~69.75/M' 
8321·1000toStriped ~ 69.00/M' 
8322·25 t Solid 2.25 

8322·50 t Solid ~ 3.85 
8322·100 to Solid t:,. 7.15 
8322·250 to Solid t:,. 63.00/M' 
8322·500 to Solid t:,. 60.75/M' 
8322·1000toSolid t:,. 60.00/M' 

8322·25 t Striped ~ 2.50 
8322·50 t Striped ~ 4.30 
8322·100 toStriped~ 8.05 
8322·250 toStriped ~ 72.00/M' 
8322·500 t.Striped Ij. 69.75/M' 

8322·1 Ooot ° Striped'~ 69.00/M' 
8323·25 t Solid f:. 2.55 
8323·50 t Solid ~ 4.50 
8323·100 t.Solid ~ 8.65 
8323·250 t.Solid t:,. 73.15/M' 

8323·500 t. Solid t:,. 69.00/M' 
8323·1000t.Solid ~ 68.25/M' 
8323·25 t Striped t:,. 2.80 
8323·50 t Striped t:,. 4.95 
8323·100 toStriped ~ 9.55 

8323·250 toSlriped ~82.15/M' 
8323·500 to Striped ~78.00/M' 
8323·1 ooot ° Striped ~ 77 .25/ M' 
8324·25 t Solid 6 2.50 
8324·25 t Solid ~ 4.50 

8324·100 t·Solid I) 8.25 
8324·250 to Solid';; 72.00/M' 
8324·500 t. Solid '-, 68.25/M' 
8324·1000toSolid ~ 67.50/iII' 
8324·25 t Striped ~ 2.70 

8324·50 t Striped ~ 4.95 
8324·100 toStriped~ 9.15 
8324·250 t.stripedt:,. 81.00/M' 
8324·500 toStripellt:,..77.25/M' 
8324·1000toStriped!.\ 76.50/M' 
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Trade Number Sug. Dealers Trade Number Sug. Dealers Trade Number Sug. D·aalers Trade Number Sug. Dealers Trade Number Sug. Dealers 
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8325.25 t Solid A 2.65 8404-50 T80 4.05 8429·10 .68 *8457·100 7.50 8502·1000t Solid 9.30 8325·50 t Solid A 4.50 8404·100 7.65 8429·25 1.08 *8457·500 70.50/M' 8502·100 t Striped t 1.41 8325·100 t.Solid A 8.65 8404·250 19.50 8429·250 7.65 *8457·1000 70.50/M' *8502·500 t Striped , 5.55 8325·250 t.Solid A 75.75/M' 8404·500 38.25 8430·10 .53 8460·100 2.25 8502·1000t Striped , 10.45 8325·500 t. Solid A 72.75/M' 8404·1000 76.50 8420·25 .68 8460·500 9.90 8503·100 t Solid 1.16 
8325·1000t·SolidA 72.00/M' 8405·15 (TBO) 1.90 8430·250 4.20 8460·1000 19.20/M' *8503·500 t SaUd 4.20 
8325·25 t Striped A 2.85 8405·50 (T80) 4.95 3431·10 .53 8461·100 3.15 8503·1000t Solid 7.85 
8325·50 + Striped A 5.40 8405·100 (T80) 10.00 8431·15 .66 8461·500 13.80 8503·100 t Striped , 1.28 
8325·100 .Striped A 9.55 8405·250 23.25 8431·25 1.01 8461·1000 27.00/M' * 8503·500 t Striped , 4.80 
8325·250 t.Striped A 84.75/M' 8405·500 45.75 8431·100 3.25 8462·25 t 1.05 8503·1000t Striped , 9.00 

8325·500 t. Striped A 81.75/M' 8405·1000 91.50 8462·100 t 2.96 8504·100 t Solid 1.11 
8325·1000t·StripedA 81.00/M' *8406·100 9.30 8431·500 14.70 8462·250 t 6.75 * 8504·500 t Solid 3.85 
8326·25 t Solid A 2.80 *8406·250 22.50 8432·100 TBO 6.40 8464·50 1.60 8504·1000t Solid 7.00 
8326·50 t Solid A 4.95 *8406·500 45.00 8432·500 29.25 U6H5 2.35 8504·100 t Striped , 1.23 
8326·100 t.Solid;6. 9.55 8410·15 1.35 8432·1000 58.50/M' 8464·100 2.95 *8504·500 t Striped t 4.45 

8433·100 (TBO) 7.80 
8504-1 ooot Striped , 8.10 8326·250 t.Solid A 8410·25 2.10 8464·500 13.50 81.90/M' 8410·50 3.90 8433·500 (TBO) 75.00/M' 8464·1000 26.25 8505·100 t Solid 1.15 8326·500 t.Solid A 77.70/M' 8410·100 7.35 8434·100 * 4.65 *8465·100 6,00 * 8505-500 t Solid 4.35 8326·1000t·Solid A 76.50/M' 

8410·250 17.25 8434·500 * 22.50 *8465:500 27.75 8505·1000t Solid 8.10 8326·25 t Striped £; 3.00 
8410·500 34.50 8434·1000* 45.00/M' *8465·1000 55.00/M' 8505·100 t Striped 

, 
1.28 8326·50 t Striped A 5.40 

8436·100 TBO 4.75 8505·500 t Striped , 4.95 
8326·100 t·Striped£; 10.45 8411·15 .71 *8467·100 7.80 8505·1000t Striped , 9.25 8411·25 1.01 *8467·500 36.75 8326·250 t.Striped£; SO.SO/M' 8411·50 1.75 8436·500 42.00/M' *8467·1000 73.50/M' 8506·100 t Solid 1.80 
8326·500 t·StripedL> 86.70/,\1' 8436·1000 42.00/M' 850S·1000t Solid 12.90 
8326·1 Ooot. Striped£; 85.50/M' 8411·100 3.15 s.137·100 TBO 3.85. *8469·100 10.20 8506·100 t striped 

, 
1.68 

8327·25 t Solid £; 3.15 8411·250 6.70 8437·500 36.0U/M' *8469·500 48.75 
8506·1000t Striped' 14.05 8Ul·500 13.35 8437·1000 36.00/M' *8469-1000 97.50/M' 8507·100 t Solid 1.43 8327·50 t Solid £; 5.40 8412·15 1.53 8470·100 T80 2.85 8507·1000t Solid 10.60 8327·100 t.Solid £; 10.50 8412·25 2.35 8440·100 TBO 4.60 8470·500 24.00/M' 8327·250 t.Solid A 92.25/M' 8412·50 4.30 8440·500 42.00/M' 8470·1000 24.00/M' 
8507·100 t Striped , 1.55 

8327·500 t. Solid A 87.75/M' 8412·100 8.25 8440·1000 42.00/M' 8471·100 TBO 4.00 
8507·1000t Striped , 11.70 

8327·1000t.Solid £; 87.00/M' 8441·100 4.50 8508·100 t Solid 1.40 8412·250 19.00 8441·500 21.30 8471·500 34.20/M' 8508·1000t Solid 10.30 8327·25t Striped £; 3.40 8412·500 37.90 8471-1000 34.20/M' 8508·100 t Striped , 1.52 8327·50 t Striped £; 5.85 8413·15 1.50 8441·1000 42.00/M' 8472·25 1.90 8508·1000t Striped , 11.40 8327·100 t.Striped £; 11.40 8413·25 2.25 *8442·500 16.50/M' 8472·50 3.75 8509·100 t Solid 1.37 8327·250 t. 8413·50 4.00 *8442·1000 16.50/M' 8472·100 7.15 
StripedL> 101.25/M' 8443·25 .83 8509·1000t Solid 10.15 

8327·500 t.Striped A 96.75/M' 8413·100 7.50 8443·100 2.48 8472·250 67.50/M' 8509·100 t Striped , 1.49 
8413·250 18.00 *8473·500 55.50/M' 8509-1000t Striped , 11.25 

8327·1000t·Striped £; 96.00/M' 8413·500 36.00 8443·500 9.40 *8473·1000 55.50/M' 8510·100 t Solid 2.10 
8328·25 t Solid A 3.15 8414·50 4.00 8443·1000 18.75/M' 8474·100 9.00 *8510·50IYt Solid 8.95 
8328·50 t Solid A 5.40 8414·500 32.25 8444·25 .98 8474·250 85.50 M' 

8510-1000t Solid 17.20 8328·100 t·Solid A 10.50 8415· 1.15 844~·100 3.00 8478·25 1.65 8510·100 t Striped , 2.22 8328·250 t.Solid £; 92.25/M' 8418·15 TBO 2.95 8444·500 12.40 8478·50 TBO 2.95 *8510·500 t Striped , 9.55 
8328·500 t.Solid A 87.75/M' 8418·50 TBO 9.00 8478·100 5.40 8510·1000t Striped , 18.30 
8328·1000t·Solid A 87.00/M' 8418·100 18.00 844~·1000 24.75/M' 8478·250 13.50 8511·100 t Solid 1.80 
8328·25 t Striped £; 3.40 8418·250 45.00 8445·25 1.16 8478·1000 54.00/M' *8511·500 t Solid 7.35 8445·100 3.70 8328·50 t Striped£; 5.85 8419·10 .75 8445·500 15.00 8481·100 1.28 8511·1000t Solid 14.05 8328·100 t·Striped.£; 11.40 8419·25 1.28 8445·1000 30.00/M' 8481·500 4.65 8511·100 t Striped , I.S2 

8419·250 9.00 8481·1000 9.00/M' *8511·500 t Striped , 7.95 8328·250 t. 
8420·15 1.50 8446·15 1.05 8482·100 1.60 8511·1000t Striped , 15.15 StripedA 101.25/M' 8420·25 2.25 8446·100 5.40 8482·500 5.85 8512·100 t Solid 8328·500 t. Striped A 96.75/M' 1.50 

8328·1 OOOt. Striped £; 96.00/M' 8420·50 3.40 8446·500 23.25 8482·1000 11.25/M' *8512·500 t Solid 5.85 
8329·25 t Solid A 3.75 8420·100 6.40 8446·1000 46.50/M' 8483·100 1.95 8512·1000t Solid 11.20 
8329·50 t Solid A 6.90 8420·250 16.50 8447·15 1.15 8483·500 8.25 8512·100 t Striped , 1.62 

8420·500 30.00 8147·100 8483·1000 16.50/M' *8512·500 t Striped' 5.85 
8329·100 t.SOlid A 13.50 8421·15 .87 6.15 8484·100 3.15 8512-1000t Striped' 12.30 8329·250 ·Solid A 118.50/M' 8447·500 26.25 
8329·500 t!Solid A 114.00/M' 8421·25 1.20 8447·1000 52.50/M' 8484·500 13.90 8513-100 t Solid 1.43 
8329·1000t·SolidA 113.25/M' 8421·50 2.35 8448·15 1.20 8484·1000 27.75/M' *8513·500 t Solid 5.55 
8329·25 t Striped A 4.00 8421·100 3.75 8448·100 6.40 8485·100 3.70 • 8513·1000t Solid 10.45 

8421·250 8.50 8485-500 17.00 8513·100 t Striped' 1.55 
8329·50 t Striped A 7.35 8421·500 (TBO) 18.00 8448·500 29.25 8485·1000 34.00/M' *8513·500 t Striped' 6.15 8329·100 t.Striped £; 14.40 8448·1000 58.50/M' .8513·1000t Striped' 11.55 8329·250 t. 8422·15 1.15 8449·15 1.30 8486·100 TBO 2.10 8514·100 t Solid 1.32 StripedA 127.50/M' 8422·25 1.75 8449:100 7.15 8486·500 18.00/M' *8514·500 t Solid 4.95 8329·500 t. 8422·50 3.25 8449·500 32.25 8486·1000 18.00/M' 8514·1000t Solid 9.40 StripedA 123.00/M' 8422·100 5.85 8487·100 TBO 2.65 

8514-100 f Striped, 8329·1 ooot. 8422·250 13.15 8449·1000 64.50/M' 8487·500 23.10/M' 1.44 
StripedL> 122.50/M' 8422·500 26.25 8450·100 * 2.55 8487·1000 23.10/M' 

*8514·500 t Striped, 5.55 
8450·500 * 10.50 8514-1000t Striped, 10.50 8523·15 1.80 8488·100 4.50 8515·100 t Solid 1.41 8330·25 t Solid A 4.50 8423·50 4.80 8450·1000* 21.00/M' 8488·500 21.00 8330·50 t Solid A 9.00 8423·100 9.30 8451·100 * 3.00 8488·1000 .40.50/M' 

*8515-500 t Solid 5.48 
8330·100 t.Solid A 16.50 8423·250 22.50 

8451·500 * 13.80 8492·100 t 1.80 8515·1000t Solid 10.45 
8330·25 t. Solid A 144.75/M' 8515·100 t Striped, 1.53 
8330·500 t. Solid £; 136.50/M' 8423·500 45.00 8451-1000* 27.00/M' 8492·500. t 7.15 *8515·500 t Striped, 6.10 

8423·1000 90.00 8452·15 .98 8492.1001it 13.90/M' 8515·1000t Striped, 11.55 
8330·1 OOOt. Soliil L'. 135.00/M' 8424·15 1.95 8452·25 1.50 8493·100 t (TBO) 2.25 8516-100 t Solid 2.03 
8330·25 t Stripea"£; 4.75 8424·50 5.65 8452·50 2.50 8493-500 t (TBO) 9.90 

8516·1000t Solid 15.60 8330·50 t Striped L> 9.45 8424-100 10.60 8493-1000t 21.00/M' 
8330·100 t.SlripedA 17.40 8452·100 4.45 8516·100 t Striped' 2.15 
8330·250 t. 8424·250 25.65 8452·250 10.35 *8494 1.19 8516·1000t Striped' 17.10 

StripedL> 153.75/M' 8424·500 51.30 8452-500 20.65 *8495 1.01 8517-100 t Solid 1.73 
8424·1000 102.60 8452·1000 39.75 *8496 1.01 8517·1000t Solid 13.30 

8330·500 t. 8425·15 TBO 2.25 8453·15 1.20 *8497 1.16 8517·100 t Striped' 1.85 StripedA 145.50/M' 8425·50 TBO 6.70 *8498 .72 8517·1000t Striped' "14.40 8330·1000t· 
8425·100 

8453·50 3.15 *8499 .74' 8518,100 t Solid 1.71 Stripedi', 144.00/M' 13.20 8453·100 6.30 8518-1000t Solid 13.15 8401·15 .87 8425·250 32.25 8453·500 31.50 8500·100 t Solid 1.65 8518-100 t Striped, 1.83 8401·25 1.20 8426·15 TBO 2.70 8454·15 1.45 *8500·500 t Solid 6.90 
8401-50 2.35 8426·50 TBO 8.20 8454·50 3.75 8500·1000t Solid 13.00 8518·1000t Striped, 14.25 

8426·100 15.75 8500·100 t Striped., 1.77 8519-100 t ·Solid 1.52 
8401·100 4.30 8426·250 39.45 8454-100 7.20 * 8500·500 t Striped' 7.50 

8519·1000t Solid 11.50 
8401·250 8454·500 8519·100 t Striped' 1,64 9.00 8427·15 TBO 2.95 34.50 8500·1000t Striped' 14.10 8519·1000t Striped' 12.60 8401·500 18.00 8427·50 T80 8.85 8454·1000 69.00/M' 8501·100 t Solid . 1.38 8403·15 1.45 8427·100 17.25 8455·15 TBO 1.50 *8501·500 t Solid 5.40 8520·100 t Solid 2.03 8403-50 3.60 8427·250 42.00 8455-50 TBO 4.05 8501·1000t Solid 10.20 *8520·500 t Solid 9.55 

8520·1000t Solid 17.25 8403-100 6.75 8428·15 TBO 1.75 8455·100 7.50 8501·100 t Striped, 1.50 8520·100 t Striped , 2.15 8403·250 16.50 U28·25 TBO 2.85 8455·250 75.00/M' *8501-500 t Striped, 6.00 8520-500 t Stri ped , 10.15 8403·500 33.75 8428-50 TBO 5.40 *8456·100 7.05 8501·1000t Striped, 11.35 8520·1000t Striped' 18.40 8403·1000 67.50 8428·100 10.50 *8456-500 66.00/M' 8502·100 t Solid 1.29 8521·100 t Solid 1.58 8404·15 1.50 8428-500 50.25 *8456·1000 66.00/M' *8502·500 t Solid 4.95 *8521-500 t Solid 6.15 
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8521·1000t Solid 11.85 *8537·500 Solid 5.50 *8568·500 Striped 3AO *8591·500 Solid 44.25 8734·1000 32.25/M' 
8521·100 t Striped' 1.70 *8537·1000 Solid 9.55 *8568·1000 Stri~ed • 7.35 *8591·1000 Solid 88.50 8735·15 .87 
8521·500 t Striped" 6.70 *8537·100 Striped 1.32 *8569·100 Solid .90 *8594·100 Solid 1.28 8735·50 2.30 
8521·1000t Striped' 13.00 *8537-500 Striped 6.10 *8569·500 Solid 3.15 *8594·500 Solid 5.95 8735·100 4.30 • 
8522·25 t Solid .48 *8537·1000 Striped 10.65 *8569·1000 Solid 5.85 *8594·1000 Solid 9.90 8735·500 19.15 
8522·100 t Solid 1.23 

1.65 *8594·100 Stripe." 1.40 8735·1000 38.2.5/M' *8522·500 t Solid 4.80 *8541·100 *8569·100 Striped ~ 1.02 
8522·1000t Solid 9.10 *8541·500 7.05 *8569·500 Striped. 3.75 *8594·500 Striped' 6.55 8737·100 3.40 

*8541·1000 11.65 *8569·1000 Striped". 7.00 *8594·1000 Striped' 11.05 8737·500 13.50 
8522·100 t Striped' 1.35 *8542·100 1.80 *8570·100 Solid .75 *8595·100 Solitl 1.35 8737·1000 27.00/M' 

*8522·500 t Striped. 5.40 *8542·500 7.80 *8570·500 Solid 3.00 *8595·500 Solid 5.70 8738-100 2.55 
8522-1000t Striped, 10.20 

*8542-1000 13.20 *8595-1000 Solid 10.50 8738-500 10.50 8523-25 t Solid .48 *8570·1000 Solid 5.40 *8596·100 Solid 1.38 8738-1000 21.00/M' 8523-100 t Solid 1.05 *8543-100 2.10 *8570-100 Stri~ed • .87 8739-100 2.95 *8523-500 3.90 *8543-500 9.60 *8570-500 Striped' 3.60 *8596·500 Solid 6.60 8739-500 11.25 *8543-1000 17.70 *8570-1000 Striped' 6.55 *8596-1000 Solid 11.10 8739-1000 22.50/M' 8523·1000t Solid 7.15 *8544-100 2.40 *8571-100 Solid .71 
8523-100 t Striped' 1.17 *8597·100 Solid 1.05 

87tO·l00 1.80 *8544·500 11.25 *8597-500 Solid 4.35 * 8523·500 t Striped' 4.50 
20.85 

*8571·500 Solid 2.70 
*8597·1000 Solid 7.90 8740·500 6.60 8523-1000t Striped' 8.25 *8544-1000 *8571·1000 Solid 4.95 8740·1000 12.75/M' 8524-25 t Solid .39 *8545·100 4.05 8571·100 Striped , .85 *8597-100 Striped, 1.17 8741-100 2.95 8524·100 t Solid .93 *8545·500 ~9.50 8571·500 Striped , 3.30 *8597·500 Striped. 4.95 

8741·500 12.00 *8545·1000 37.50 8571·1000 Strioed , 6.10 *8597-1000 Striped 9.00 *8524·500 3.25 
6.30 *8572·100 SolId • 75 *8598·100 Solid 1.13 8741·1000 23.25/M' 

8524·1000t Solid 5.85 *8546-100 *8572·500 Solid 2.80 *8598·500 Solid 4.65 8742·100 3.90 
8524-100 t Striped' 1.05 *8546-500 29.40 *8572·1000 Solid .5.25 *8598·1000 Solid 8.40 8742·500 16.50 

*8524-500 t Striped' 3.85 *85-46·1000 58.05 
*8599·100 Solid 1.20 8742-1000 32.25/M' 

8524·1000t Striped' 7.00 *8547·100 105.00 8573 1.50 *8599-500 Solid 5.05 8743-100 6.00 
8525·100 t S.olid .93 *8547·500 525.00 *8574·100 Solid 1.35 *8599·1000 Solid 9.15 

990.00 *8574·500 Solid 5.40 8743-500 27.75 
* 8525-S00 2.95 *8547·1000 *8574-1000 Solid 10.35 8650·100 (T80) 6.00 8743·1000 55.50/M' 
852S·1000t Solid 5.25 *8548·100 90.00 *8574·100 Striped. , 1.47 8651-100 (T80) 4.50 8744·100 8.10 
8525·100 t Striped • 1.05 *8548·500 427.50 

(T80) 
8744-500 38.65 

*8525-500 t Striped' 3.55 *8548·1000 855.00 *8574·500 Striped' 6.00 8652·100 3.60 8744·1000 77.25/M' 
8525-1000t Striped , 6.40 *8549·100 49.50 *8574-1000 Striped' 11.50 8656·100 (T80) 5.25 
8526-100 t Solid *8575·100 Solid 1.24 8660·10 .51 8745·100 13.95 

(T80) 6.35 *8549·500 240.00 *8575-500 Solid 4.50 8660·50 1.50 8745-500 67.50 
*8549-1000 465.00 *8575·1000 Solid 8.55 8660·250 6.75 8745·1000 133.50/M' 

8526·1000t Solid *8550-100 33.00 
8661-10 .68 8746 (to customer's 

(T80) 51.60 *8550·500 161.25 *8575-100 Striped' 1.37 8661·50 2.35 specified length)§ 247.50/M' 
8527·100 t Solid 2.85 *8550·1000 315.00 *8575-500 Striped. 5.10 8661-250· 10.50 8747·100 8.25 

*8527-500 12.75 
25.50 *8575-1000 Striped' 9.70 8662·10 1.58 8747·500 37.50 8527·1000t Solid 24.00 *8551·100 *8576·100 Solid 1.17 8662-50 7.05 8747·1000 75.00/M' 8527·100 t Striped' 2.95 *8551·500 121.50 *8576·500 Solid 3.90 

8527·500 t Striped' 13.30 *8551-1000 240.00 8662·250· 34.50 8748-100 11.40 
8527-1000t Striped. 25.15 *8552-100 16.50 *8576·1000 Solid 7.30 8663·10 .60 8748·500 54.00 
8528-100 t Solid 1.15 *8552-500 82.50 *8576·100 Striped' 1.29 8663·50 1.90 8748·1000 108.00/M' 

*8576-500 Striped , 4.50 8663·250 8.25 8749·100 19.50 *8528·500 4.05 *8552:1000 150.00 *8576·1000 Striped • 8.40 8666·100 5.85 8749·500 90.00 8528·1000t Solid 7.50 *8553·100 9.00 *8577·100 Solid .90 
8528·100 t Striped , 1.25 *8353-500 42.00 8668·10 .69 8749·1000 180.00/M' 
8528-500 t Stri ped , 4.60 *8553·1000 82.50 *8577-500 Solid 3.55 8668-50 2.06 8750 (to customer's 
8528.1000t Striped • 8.65 *8554-100 5.25 *8577·1000 Solid 6.70 8668·250 9.00 specified length)§ 337.50/M 
8529-25 Solid .44 *8577·100 Striped • 1.02 8669·10 1.20 8751* (to customer's 
8529·100 t Solid .96 *8554-500 25.50 *8577·500 Striped. 4.15 8669·50 5.50 specified lenlth)§ 735.00/M 

*8529-500 3.00 *8554·1000 48.75 *8577-1000 Striped. 7.80 8669·250· 24.90 8753-100 10.95 *8555·100 3.75 
*8670·10 2.40 8753·500 52.50 8529·1000t Solid 5.40 *8555·500 19.50 *8578·100 Solid .98 *8670·50 10.65 8753-1000 105.00/M 8529-100 t Striped' 1.08 *8555·1000 36.00 *8578-500 Solid 3.70 *8670-250· 51.30 8754-100 12.40 8529-500 t Striped , 3.60 *8578-1000 Solid 6.85 *~671·10 2.25 8754·500 59.25 8529-1000t Striped • 6.55 *8556·100 2.85 8578-100 Striped , .95 

8530·25 t Solid .36 *8556-500 12.75 8578·500 Striped • 4.30 *8671·50 10.15 8754-1000 118.50/M 
8530·100 t Solid .74 *8556-1000 25,05 8578·1000 Striped , 7.95 *8671-250· 48.75 8755·100 19.50 

*8557·100 2.40 *8579-100 Solid .98 *8672·10 1.60 8755·500 92.25 *8530·500 2.55 *8557·500 12.00 *8579-500 Solid 3.70 *8672-50 6.70 8755·1000 184.50/M 
8530·1000t Solid 4.50 

22.95 *8672·250· 30.75 8756-100 23.25 
8530·100 t Stri ped • .86 *8557·1000 *8579·1000 Solid 7.05 
8530·500 t Striped • 3.15 *8558·100 1.95 *8580-100 Solid 24.00 8673·100 9.30 8756-500 108.00 
8530·1000t Striped' 5.65 *8558·500 9.15 *8580·500 Solid 112.50 *8673·500 90.00/M' 8756·1000 216.00/M 

*8531·100 Solid 1.35 *8558-1000 18.00 *8580·1000 Solid 225.00 *8674-10 .56 8757·500 41.25/M 
*8559·100 1.90 *8581·100 Solid 19.50 *8674-50 1.35 8757·1000 41.25/M 

*8531·500 Solid 5.25 *8674·250 6.00 8758-100 3.00 
*8531·1000 Solid 10.15 *8559-500 9.00 *8581·500 Solid '90.00 
*8531-100 Striped, 1.47 *8559·1000 16.50 *8581·1000 . Solid 180.00 8675·-100 7.45 8758-500 13.90 
*8531·500 Striped. 5.85 *8561·100 6.75 *8582-100 Solid 8.25 8675·500 69.00/M' 8758·1000 27.7S/M 
*8531·1000 Stripelt • 11.25 *8561·500 .31.50 *8582·500 Solid 37.50 *8676·10 .50 8759·100 3.75 

*8561·1000 60.00 *8582-1000 Solid 75.00 *8676-50 .90 8759·500 17.25 
*8532·100 Solid 5.10 *8676-250 4.20 8759-1000 34.50/M 
*8532-500 Solid 22.50 *8562·100 3.75 *8583·100 Solid 5.25 

5.70 37.50/M *8532-1000 Solid 43.50 *8562·500 18.00 *8583-500 Solid 22.50 8677-100 8760·500 * 
*8533-100 Solid 3.75 *8562·1000 33.00 *8583-1000 Solid 45.00 8677·500 54.00/M' 8760-1000* 37.50/M 
*6533-500 Solid 16.50 *8563·100 3.40 *858~·100 Solid 4.05 8680·100 14.40 8761·500 * 24.00/M 

*8563·500 14.65 *8584-500 Solid 16.50 8681·100 10.35 8761-1000* 24.00/M 
*8533-1000 Solid 30.00 8682-100 5.25 8762·100 * 3.45 
*8534-100 Solid 2.70 *8563·1000 27.75 *8584·1000 Solid 33.00 8683-100 3.75 8762-500 * 15.75 *8534-500 Solid 12.00 *8564·100 2.63 *8585·100 Solid 2.70 

8684·100 2.65 8762·1000* 31.50/M *8534·1000 SOlid 22.50 *8564-500 12.00 *8585·500 Solid 9.75 8685-100 2.05 8763-100 * T80 4.45 *8534·100 Striped. 2.85 *0564'1000 22.50 *8585·1000 Solid 19.50 
8722·100 * (TBO) 5.25 8763·500 * 36.00/M *8565-100 2.25 *8586·100 Solid 2.25 

*8534·500 Striped' 
8722-500 * 48.00/1/1' 8763·1000* 36.00/M 

12.60 *8565-500 9.75 *8586-500 Solid 7.50 *8534·1000 Striped' 23.65 8722·1000* 48.00/M' 8764·100 * 18.00 
*8535·100 Solid 2.25 *8565-1000 18.00 *8586-1000 Solid 15:00 *8723-100 * 4.65 87U-500 * 180.00/M 
*8535·500 Solid 9.75 *8566-100 1.80 *8587·100 Solid 1.20 *8723-500 * 22.50 876~-1000* 180.00/M 
*8535-1000 Solid 18.00 *8566·500 8.10 *8587·500 Sulid 5.65 *8723·1000* 45.00 8765·100 * 20.25 *8566·1000 15.00 *8587-1000 Solid 11.25 8731-100 (T80) 3.15 8765-500 * 202.50/M 
*8535·100 Striped • 2.37 *8567-100 Solid 1.05 *8588-100 Solid 1.05 8731·500 28.50/M' 8765·1000* 202.50/M *8535'500 Striped' 10.35 *8567·500 Solid 4.15 '8588-500 Solid 4.80 8731·1000 28.50/M' 8766-100 * 28.50 *8535·1000 Striped' 19.15 *8567·1000 Solid 6.75 *8588-1000 Solid 9.60 8732'100 4.50 8766·500 * 285.00/M *8536-100 Solid 1.35 *8567·100 Striped, 1.17 *8589·100 Solid 21.75 8732·500 42.75/M' 8766-1000* 285.00/M *8536·500 Solid 6.15 *8567·500 Striped. 4.75 *8589-500 Solid 105.00 8732-1000 42.75/M' 8767·100 * 6.60 
*8536-1000 Solid 10.80 *8567-1000 Striped, 7.90 *8589·1000 Solid 210.00 *8733·100 * 3.75 8767·500 * 66.00/M *8536·100 Striped' 1.47 *8568-100 Solid .90 *8590·100 Solid 16.50 *8733-500 * 32.25/M' 8767-1000* 66.00/M *8536-500 Striped' 6.75 *8568-500 3.40 *8590-500 Solid 78.00 * 8733·1000* 32.25/M' 8768-100 * 12.30 *8536·1000 Striped' 11.95 *8568-1000 Solid 6.25 *8590-1000 Solid 156.00 8734·1000 3.75 8768-500 * 123.00/M *8537·100 Solid 1.20 *8568·100 Striped, .91 *8591-100 Solid 9.75 8734-500 16.50 8768-1000* 123.00/M 
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BELDEN 
Trade Number Sug. Dealers 
Lgth. In Ft. Price Each 

*8769·100 * 47.25 
*8169·500 * 472.50/101' 
*8169·1000* 472.50/M' 

8170·500 * 47.25//01' 
8170·1000* 47.25/111' 

8111·500 * 30.01'/101' 
8111·1000* 30.00/.'11' 
8772·500 * 37.50/.'11' 
8112·1000* 37.50/.\'1' 

*8113* (to customer's 
specified length)§ 691.50/.'11' 

8179·100 TBO 5.25 
8119·500 49.50/101' 
8179·1000 49.50/M' 

8780·100 5.10 
8780·500 21.00 
8780·1000 54.00/M· 
8782·25 .53 
8782·50 .78 

8782·100 1.23 
8782·500 9.00/M' 
8782·1000 9.00/M' 
8783·100 4.50 
8783·500 42.00/101' 

8785·100 TBO 5.25 
8785·500 49.50/M' 
8786·100 5.75 
8786·500 55.50/M' 
8787·100 TBO 19.20 

8787·500 187.50/M' 
8789·100 T80 4.30 
8789'500 19.35 
8789·1000 38.70/M' 
8790·100 4.45 

8790·500 20.00 
8790·1000 40.00/M' 
8791·100 5.40 
8791·500 25.20 
8791·1000 50.40/M' 

*8792·100 25.50 
*8792·500 255.00/M' 
*8792·1000 255.00/M' 
*8793 (cut to cus· 

tamer's specified 
lengthS)§ 562.50/M' 

* 

* 
* 

8799·100 
8799·500 
8799·1000 
8800 

8817·100 
8818 
8819 
8820 
8821 

8822 
8823 
8824 
8825 
8826 

8827 
8828 TBO 
8829 T80 
8830 TBO 
8831 TBO 

8850·100 
8850·500 
8850·1000 
8851·100 
8851-500 

8851·1000 
8852·100 
8852 .. 500 
8852·1000 
8853·100 

8853·50p 
8853·1000 
8854·100 
8854-500 
8854-1000 

TBO 4.50 
43.50/M' 
43.50/M' 

.83 

.30 
5.04 
8.10 
5.04 
8.25 

4.40 
4.80 
3.84 
7.63 
7.48 

8.55 
19.00 
21.00 
24.00 
26.50 

9.90 
49.50 
96.00 
9.00 

42.00 

82.50 
7.50 

34.50 
67.50 

5.40 

26.25 
51.00 

5.10 
24.00 
47.25 

Trade Number Sug. Dealers 
Lgth. In Ft. Price Each 

*8855·100 4.50 
*8855·500 21.15 
'"8855·1000 42.00 
*8858·100 7.50 
*8858'500 36.00 

*8858·1000 71.25 
·*8859·100 6.00 
*8859·500 28.50 
*8859·1000 56.25 
*8860·100 5.25 

*8860·500 24.00 
*8860·1000 46.80 
*8861·100 4.50 
*8861·500 19.50 
*8861·1000 37.50 

*8862·100 3.75 
*8862·500 11.25 
*8862·1000 33.75 
*8863·100 3.40 
*8863·500 16.50 

*8863·1000 31.50 
8868·25 .75 
8868·100 1.90 
8868·500 9.00 

*8869·25 .68 
*8869·100 1.65 
*8869·500 7.50 
8874 .54 

8875 .41 
8878 2.25 pr 
887q .98 pr 

*8880·100 6.00 
*8880·500 29.25 

* 8880·1 000 r 57.00 
*8881·100 r 4.87 
*8881·500 i 23.25 
*8881·1000 i 45.00 
*8882·100 t 3.00 

*8882'500 -r 14.25 
*8882·1000 t 27.60 
*8883·100 t 2.25 
*8883·500 t 10.50 
*8883·1000 t 20.25 

8884·100 t 3.90 
8884-500 T 18.75 

*8884·1000 1 36.75 
8885·15 .69 
8885·25 1.02 

8885·100 3.15 
8885·500 29.25/M' 
8886·15 trBO .66 
8886·25 t TBO .96 
8886·100 t 2.65 

8886·500 t 12.00 
* 8886·1 000 t 22.50 
*8887·100 t 2.25 
*8887·500 t 10.50 
*8887·1000 t 19.50 

8888·25 t .86 
8888·100 t 2.25 
8888·250 t 5.25 

*8892·100 5.25 
*8892,500 25.50 
*8892·1000 48.75 

*8893·100 3.40 
*8893·500 19.50 
*8893·1000 38.25 
*8894·100 6.00 
*8894·500 29.25 

*8894·1000 57.00 
*8895·1 .38 
*8895·100 .23 
*8896·100 4.50 
*8896·500 20.25 
*8896·1000 39.75 

8898·10 t .72 
8898·25 t 1.28 
8898·100 t 3.60 
8898·500 t 16.35 
8899·10 t .48 

SECTION 6000 

• P RIC E LI ST 
Trade Number Sug. Dealers Trade Number sug. Dealers Trade Number Sug. Dealers 
Lgth. in Ft. Price Each Lgth. in Ft. Price Each Lgth.ln Ft. Price Each 

8899·14 t .60 * 8956·1 00 t.Stri ped , 3.87 *8970·1000 t Striped' 24.80 
8899·25 t .83 * 8956·500 tStriped , ,;.00 *8971-100 nolid 2.10 
8899·100 t 2.40 *8956·1000 t,Striped , 3.15 *8971·500 pOlld 10.50 
8899·500 t 10.15 *8957·100 t Solid 2.55 *8971·1000 Solid 20.10 
8899·1000t 20.25 *8957·500 t,Solid 12.40 *8971·100 t Striped , 2.22 

8916·100 t 2.80 *8957·1000 r Solid 24.00 *8971·500 ~ Striped' 11.10 
8916·500 t 11.65 *8957·100 t Striped , 2.67 *8971·1000 Striped' 21.10 
8917·100 t 2.10 *8957·500 t Striped , 13.00 *8972·100 Solid 1.75 
8911,500 t 8.70 *8957·1000 t Striped , 25.15 *8972·500 . t Solid 8.25 

8918·100 t 1.65 *8958·100 t$olid 2.03 *8972·1000 t Solid 16.15 

12.45 *8958·500 t Solid 9.75 *8972·100 t Striped , 1.85 
8918·1000t *8958·1000 t Solid 18.75 *8972'500 tStriped , 8.85 
8919·100 t 1.34 *8958·100 t Striped 

, 21.45 *8972·1000 f striped , .17.25 
8919·1000t 10.35 *8958·500 t Striped 

, 10.35 
8920·100 t 1.23 *8958·1000 t Striped 

, 19.90 
8920·1000t 9.15 

*8959·100 tsolid 1.65 BELDENAMEL (E) 
8933·100 t 3.45 *8959·500 tSolid 7.25 
8933·500 t 15.75 *8959·1000 t Solid 15.00 Suggested 
8934·100 t 2.25 8959·100 tStriped , 1.77 Dealer 
8934·500 t 9.50 *8959·500 t Striped , 7.75 Trade Price 
8935·100 t 1.88 Size Num1ler Each *8959·1000 l' Striped, 16.15 
8935·1000l 15.00 *8960·100 t Solid 1.35 
8936·100 t 1.50 *8960·500 t Solid 6.40 
8936·1000t 11.55 *8960·1000 t Solid 12.00 V4 LB. SPOOLS 

8937·100 t 1.38 *8960·100 t Striped , 1.47 28 8040 .54 
8937·1000t 10.35 *8960·500 r Striped , 7.00 30 8041 .57 

*8960·1000 t Striped , 13.00 32 8042 .59 
8938·100 t 2.95 34 8043 .60 
8938·5011 t 12.90 *8961·100 t Solid 1.28 36 8044 .69 
8941·25 t .63 *8961·500 t Solid 5.85 

8941·100 t 1.62 *8961·1000 'j Solid 10.80 38 8045 .90 

8941·1000t 12.00 *8961·100 TStriped • 1.40 40 8046 1.19 

*8961·500 t Striped , 6.45 112 L8. SPOOLS 
8942·100 t 2.20 *8961·1000 t Striped , 11.95 
8942·1000t 18.75 *8963·100 tSolid 21.75 14 8047 .68 
8943·25 t .63 *8963·500 t Solid 106.50 16 8048 .68. 
8943·100 t 1.65 18 8049 .68 
8943·1000t 12.80 *8963·1000 r Solid 210.00 20 8050 .68 

*8963·100 t Striped' 21.90 22 8051 .72 
8945·25 t .60 *8963·500 T 24 8052 .74 
8945·100 t 1.73 Striped t 101.10 
8945·1000t 14.20 . *8963·1000 t 26 8053 .81 

8947·25 t .63 Strined ·t 211.15 28 8054 .87 

8947·100 t 1.88 *8964.100 t Solid 18.75 30 8055 .95 
32 8056 .99 

8947·1000t 15.90 *8964·500 i Solid 93.00 
*·8950·100 t Solid 3.30 *8964·1000 t Solid 184.50 34 8057 1.02 

36 8058 1.22 
*8950·500 t Solid 15.75 *8964·100 i striped • 18.90 
*8950·1000 t Salid 30.75 *8964·500 t Striped • 93.60 
*8950·100 t striped, 3.45 *8964'1000 i NYLCLAD (HNC) 

Striped t 185.65 
* 8950·500 t Stri ped , 16.35 
*8g50·1000 t Striped 4 31.90 *8965·100 T Solid 10.15 Suggested 

*8951·100 t Solid 2.18 *8965·500 T Solid 49.50 Dealer 
Trade Price 

* 8951·500 t Solid 10.50 *8965·1000 t Solid 97.50 Size Number Each 
*8951·1000 t Solid.. 19.50 *8965·100 i Striped , 10.25 

*8965'500 t Striped, , 50.10 

*8951·100 T Striped' 2.30 LB. SPOOLS 
*8951·500 t Striped, 11.10 *8965·1000 t· Striped , 98.65 V:! 

*8951·1000 t Striped, 20.65 *8966·100 t Solid 7.20 14 8059 .68 

*8952·100 j'Salid 1.65 *8966'500 t Solid 50.65 16 8060 .68 

*8952·500 j Solid 7.90 *8966·1000t Solid 70.50 18 8061 .68 
*8966·100 t'Striped , 7.32 20 8062 .68 

15.00 *8952·1000 t Solid *8966·500 t striped ,. 51.25 22 8063 .72 
*8952·100 t Striped' 1.77 * 8966·1 000 i Striped , 71.65 24 8064 .77 
* 8952·500 t Striped , 8.50 *8967·100 t Solid 4.95 28 8065 .83 
*8952·1000 t Striped' 16.15 *8967·500 t Solid 24.40 28 8066 .90 
*8953·100 t Solid 1.20 *8967·1000 i Solid 48.00 30 8067 1.04 
*8953.500 t Solid 5.85 *8967·100 t Striped, 5.10 32 8068 1.11 
*8953·1000t Solid 11.40 *8967.·500 i Striped, 25.00 34 8069 1.28 
*8953·100 t Striped 4 1.32 49.15 36 8070 1.58 *8967·1000r Striped, 
*8953·500 t StripeII-. 4 6.45 *8968·100 t Solid pO 

38 8071 1.95 
*8953·1000·t Strl,ed , 12.55 *8968·500 t Solid 1 .25 40 8072 2.81 

*8954·100 T Solid .98 33.75 1 LB. SPOOLS *8968·1000 t Solid 
*8954·500 t Solid 4.50 *8968·100 t Striped , 3.72 14 8073 1.17 
*8954·1000 t Solid 8.85 *8968·500 i Striped , 17.85 16 8074 1.17 
*8954·100 t Striped, 1.10 *8968·1000i Strioed , 34.90 18 8075 1.20 
*8954·500 t Striped 4 5.10 *8969·100 t Solid 3.00 20 8076 1.25 

*8954·1000 i 'striped , 10.QO *8969·500 T Solid 14.65 22 8077 1.31 
*8955·100 t Solid .90 *8969·1000 t Solid 28.50 24 8078 1.38 
*8955·500 T Solid 4.15 *8969·100 t Striped , 3.12 26 8079 1.52 
*8955·1000r Solid 7.50 *8969,500 t Striped , 15.25 28 8080 1.&5 
*8955·100 t Striped' 1.02 * 8969·1 000 t Striped , 29.70 30 8081 1.88 

* 8955·500 T Stri ped , 4.75 *8970·100 r Solid 2.40 32 8082 2.06 
*8955·1000 t Striped' 8.65 *8970.500 t Solid 11.70 34 8083 2.40 
*8956·100 t Solid 3.75 *8970.1g00 t Solid 22.90 36 8084 3.00 
* 8956·500 i Solid 18.40 *8970·1 0 + Striped , 2.52 38 8085 3.83 
*8956·1000 t Solid 36.00 *8970·500 . Striped • 12.30 40 8086 5.63 

* New Item. t Specify Color. (TBO) To Be Obsoleted. ALL SPOOLS ARE ONE PIECE UNLESS OTHERWISE INDICATED BY (e). e Spools may contain more 
than one piece, minimum length of anyone piece is 25 ft. When priced per M ft. length may vary ±10% from length shawn; all 01 her lengths are exact. 
§ Cut to Customer's Specified Length subject to available stock lengths - 199. ft. or less, plus 25', minus 0; 200 ft. or over, plus sO', minus O. ,(Vinyl 
Haok.up Wire) Prices apply to standard stock colors as listed In our current catalog and to non·stock striped colors over stock solid colors in quantities of 
10,000' or mare. Non·stack striped colors over stack sDlid colars in .quantities of 1000' to 9999', add pra·rata set·up charle of $3.00 per calor clmblnation. 
Minimum order 1000' per special stripe combination. Special stripe colors In any quantity will be subject to 2 piece put·up and plus or minus 10% per 
spool. f:, (Teflon HDOk·up Wire) Prices apply to any striped color combination in quantities of 1000' or more. Minimum ordertlOOO' per stripe color combi· 
nation. Striping adders do not apply to braided tracers - Write' for prices on non·stock tracer colors. * Patent Applled For. 

. Prices Subject to Change With.ut Notice 
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SECTION 6000 

- rubber microphone and 
shielded power supply cab.les 

l Insulation Jacket Nam. 'ercent Suggested Im- Standard 
Description Trade No. of AWG Thickness Thickness O.D. Shield Working pedance *Cap. **Cap. Spool 

Number Condo (Stranding) (Inch) (Inch) (Inch) Coverage Voltage (Ohms) (mmf/ft) (mmf/ft) Lengths in ft 

SINGLE CONDUCTOR 

iic p>- IS, 25, 50, 100, 8410 1 25(7x33) .063 .025 .245 78 3000 52 33 - 250, 500 

3 strands copper, 4 strands Copperweldt tinned, cellulose yarn braid, rubber insulated, 
rayon braid, tinned copper braid shield, cotton wrap, black rubber jacket. 

MINIATURE 

8413/ ~ 
2 24(45x40) .015 .025 .185 100 300 - 38 71 

15, 25, 50, 100, 
250,500 

I 
MINIATURE I NEW 
3 CONDUCTOR .-;? 8406 3 24(45x40) .015 .025 .223 100 300 - 43 76 100, 250, 500 

I 
~! I 

Tinned cadmium bronze, c~tton serVe, rubber insulated, cabled with fillers, conductive 
textile serve, tinned copper braid $hield, cotton serve, black rubber jacket. 

MULTIPLE 8412 2 20(26x34) .020 .043 .268 85 600 42 68 
15, 25, 50, 100, 

CONDUCTOR - 250, 500 

~ 
8423 3 20(26x34) .020 .040 .277 84 600 50 85 

15, 25, 50, 100, - 250, 500, 1000 

8424 4 20(26x34) .020 .040 .295 81 600 - 55 95 
15, 25, 50, 100, 
250, 500, 1000 

Tinned copper, cotton 
84'25 5 20(26x34) .020 .040 .323 76 600 - 44 80 100,250 

wra P, rubber insulated, 8426 6 20(26x34) .020 .040 .349 91 600 - 40 78 100,250 
rayon braid, tinned cop~ 

per braid shield, cotton 8427 7 20(26x34) .020 .043 .360 91 600 - 40 75 100,250 
wrap, black r~bber jacket. 

8418 8 20(26x34) .020 .043 .386 89 600 - 42 75 100,250 

NEOPRENE I 
HEAVY DUTY 8428 2 18(41 x34) .022 .038 : .295 91 600 - 47 80 100,500 

I 
Tinned copper, cotton wrap, rubber insulated, cabled, rayon braid, tinned copper braid shield; cotton wrap, black NEOPRENE jacket. 

EXTRA LIMP 

I ~ 
8414 2 20(26x34) .020 .043 .256 100 600 - 45 80 50, 500 

I I 

I 
Tinned copper, cotton wrap, rubber insulated, cabled, conductive textile wrapped shield, stranded ground wire, black rubber jacket. 

NEOPRENE RETRACTILE (COILED) MICROPHONE CABLES 

Insulation Jacket Nom. Percent 
Description Trade No. of AWG Thickness Thickness O.D. Shield ***Cap. Retracted Extended Standard 

Number Condo (Stranding) (Inch) (I~ch) (Inch) Coverage (mmf/cord) Length Length Put Up 

COILED 8415 4 unshielded 23(21 x36) .015 .055 .250 No shield - 11 Y2" 6' 

NEW 
1 shielded 24(45x40) .019 .043 .160 80% 285 7Y2" 4' 8499 

NEW 3 white 
8497 condo shielded 23(21x36) .020 .046 .250 81 % 480 11 Y2" 6' 

Tinned Cadmium bronze, rubber insulated, paper tape wrap, black Neoprene jacket. 8499 has a spiral tinned 
capper braid shield. 8497 has a BELDFOIL braid shield. 

I COLOR CODING OF INDIVIDUAL CONDUCTORS 
FOR CABLES ON THIS PAGE & PAGE 3 I 

No. of Color Coding 
Conductors White Black Red Green 81ue Brown Yellow Orange 

I x 
2 x x 
3 x x x 
4 x x x x 
5 x x X x x 
6 x x x x x x 
7 x x x x x x x 
8 x x x x x X x x 

·Capacitance between conductors (8401, 8410, 8411 between 
conductor and shield). 

tTrademark of Copperweld Steel Company. 

I RUBBER-PLASTIC-NEOPRENE I 
PLASTIC CABLES RECOMMENDED FOR: Lower capacitance, lower loss, 
greater ozone and oil resistance, lighter weight,. smaller diameter. 

RUBBER CABLES RECOMMENDED FOR: Greater abrasion and impact 
resistance, and extra limpness so cable will lie flat on stage or stud io floor. 

NEOPRENE CABLES RECOMMENDED FOR: Outside use. Resistant to ef­
fects of sun, oil, and ozone. 

**Capacitance between 1 condudor and remaining conductors connected 
to shield. 

***Capacitance of shielded conductor 

COPYRIGHT 1961, BELDEN MANUFACTURING COMPANY. 
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SECTION 6000 

, vinyl microphone and 
'-' shielded power supply cables 

Insulation Jacket Nom. Percent Suggested Im-
Description Trade No. of AWG Thickness Thickness O.D. Shield Working pedance *Cap. 

Number Condo (Stranding) (Inch) (Inch) (Inch) Icoverage Voltage (Ohms) (mmUFt) 

SINGLE CONDUCTOR 8411 1 25(7'133) .020 .020 .144 72 3,500 52 34 

,it=f+-.- 8401 1 25(7'133) .043 .025 .200 74 5000 57 25 

I 
3 strands copper, 4 stronds Copperweldt. tinned, cellulose yorn broid, polyethylene insuloted, 
tinned copper broid shield, chrome vinyl jacket. 

MINIATURE 
2 CONDUCTOR 8420 2 24(45x40) .015 .025 .178 77 500 - 20 

'-~ -- Tinned cadmium bronze, polyethylene insuloted, cabled with flilers, rayon braic!, tinned 
copper braid shield, chrome vinyl jocket. 

MULTIPLE CONDUCTOR 8422 2 22(16'134) .023 .023 .231 87 1000 - 18 

~ 8403 3 20(26'134) .0'15 .033 .245 94 600 - 25 

Tinned copper, polyeth-
ylene insulated, cabled, 8404 4 20(26",34) .015 .033 .255 89 600 - 25 
rayon braid, tinned cop-
per braid shield, chrome 

vinyl jacket. 8405 5 20(26'134) .015 .035 .275 84 600 - 25 

STRAIN GAUGE CABLE 8434 4 25(7'133) .013 .020 .169 100 400 - 25 

~ 
3 copper 
4 copper-

j weld 

Tinned conductors, polyethylene insuloted, block ond red 
conductors under BELDFOILI aluminum-Mylor shield, stronded ground wire, green ond 
white conductors under over-all BELDFOIL aluminum-Mylar' shield, chrome vinyl jacket. 

Standard 
**Cap. Spool 

(mmU!t) Lengths in fI 

- 15, 25, 50, 100, 
250, 500 

- 15, 25, 50, 100, 
250, 500 

35 15, 25, 50, 100, 
250, 500 

32 15, 25, 50, 100, 
250,500 

45 15,50, 100, 
250, 500, 1000 

45 15,100, 
250, 500, 1000 

45 250,500, 1000 

40 100, 500, 1000 

t 

NEWi ,! 4 122(7'130) I .008 I .019 .I.165 ! 100 I 400 J. - I 35' I 62 1100, 500, 1000 
8723 copper I 

Tinned conductors, polypropylene insulated black and red under a BELDFOIL Shield, 
green ond white BELDFOIL Shield (each pair separote) chrome viny jacket. 

VINYL RETRACTILE (COILED) MICROPHONE CABLES 

Insulation Jacket Nom. Percent 
Description Trade No. of AWG Thickness Thickne .. O.D. Shield ***Cap. Retracted Extended Standard 

Number Condo (Stranding) (Inch) (Inch) (Inch) Coverage (mmf/cord) Length Length Put Up 

COILED NEW 1 shielded 24(45;,.40) .019 .053 .180 80% 285 7%" 4' I 
8498 

NEW 3 
8496 white condo 23(21x36) .020 .046 .250 81% 480 11112' 6' 1 

shielded 

Tinned codmium bronze, rubber insuloted, over-all vinyl jacket. 8498 hos 0 spiral tinned copper broid shield. 
8496 has a BELDFOIL braid shield. 

VINYL RETRACTILE (COILED) TELEPHONE CORDS 

Insulation Jacket Nom. 
Description Trade No. of AWG Thlckne .. Thickness O.D. Retracted Extended Standard 

Number Condo (Stranding) (Inch) (Inch) (Inch) Length Length --,"-ut-up 
COILED NEW 3 23(21x36) .020 

8495 
.041 .220 10" 4112' 1 

NEW 4 23(21x36) .020 
8494 

.043 .245 10" 4112' 1 

Bare cadmium bronze, vinyl insulated, cablea, paper wrapped, block vinyl jacket. One end stripped 7'\4", 
spade terminals ottoched and hook stroin relief clomped over jacket. Other end stripped 6'14" ond spade terminals attached. 

* Capacilance belween conduclor. (840 I, 8411 belween canduclor and .hield). 
**Capacilance belween 1 conduclor and remaining conduclor. connected 10 .hield. 
***Capacilance of shielded conduclor. 

BELDEN PAGE 2 
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SECTION 6000 

- tv camera cables and 
75 ohm video cable 

I 

I 

TV CAMERA CABLES 

Preferred by TV camero operators requiring dependable service 
under all conditions in which lighter weight, lower coefficient of 
friction, greater flexibility, and easier termination are essential. 

Trade Number 8283 

Trade Number 8280 

Trade Number 828-4 

Trade.Number 8282 

Correct electronic characteristics are assured 4lt every stage from 
design engineering through final inspection. 

82 Conductor TV Color Camera Cable 
4-14 AWG (19x27) tinned copper, vinyl plastic insulated, color 

coded 
3-16 A WG (26x30) tinned copper, vinyl plostic insulated, color 

coded 
BELDFOIL aluminum-Mylar wrapped shield around the above 7 

conductors cabled with stranded Hnned copper drain wire 
8 coaxial cables. Nom. impedance 53.5 ohms, color coded 
67-22 AWG (7x30ltinned copper, vinyl plastic insulated, color 

coded, 7 under conductive textile shield with stranded ground 
wire 

Tinned copper braid shield 
Chrome vinyl plastic iacket. 1.22" Nom. 0.0. 
Specified Length 199'-or ';u, plus 25', minus O. 
Specified Length 200' or over, plus 50', minus O. 

28 Conductor TV Camera Cable 
4-18 AWG (16x30) tinned copper, vinyl insulated, color coded 
21-22 AWG (7x30) tinned copper, vinyl insulated, cabled in 3 

groups of 7, calor coded 
3 coaxial cables. Nom. impedance 51 ohms, color coded 
Tinned copper braid shield 
Chrome vinyl iacket . .750" Nom. 0.0. 
Specified Length 199' or less, plus 25', minus O. 
Specified Length 200' or over, plus 50', minus O. 

24 Conductor TV Camera Cable 
17-22 AWG (7x30) tinned copper, vinyl insulated, color coded 
4-16 AWG (26x30) tinned copper, vinyl insulated, color coded 
3 coaxial cables. Nam. impedance 53.5 ohms, color coded 
Tinned copper braid shield 
Heavy collon braid 
Chrome vinyl plastic jacket .. 800" Nom. 0.0. 
Specified Length 199' or less, plus 25', minus O. 
Specified Length 200' or over, plus 50', minus O. 

13 Conductor TV Eye Cable 
9-22 AWG (7x30) tinned copper, vinyl insulated, color coded 
2-18 AWG (16x30) tinned stranded copper conductor vinyl 

insulated. Black and Red 
1 -RG-58A/U cable 50-ohm coax 
1-72-ohm coax, stranded conductor, Mylar tape wrapped 
Chrome vinyl iacket .. 470" Nom. 0.0. 
Standard spool lengths 500', 1000'. 

75 OHM VIDEO CABLE 

TYPICAL APPLICATIONS: Video signal transmission in color and 
monochrome TV studios. Provides high quality carrier of vid eo sig­
nal with superior picture definition and eliminates problems of 
periodicity. Cable is manufactured with rigid control of concen-

trieity and all dimensional tolerances. The black polyethylene iacket 
is manufactured with a non-contaminating, non-migratory compound. 
100% SWEEP TESTED. 

AWG& Nom. Percent Nom. 
Trade (Stranding) 0.0. Shield Impedance 

Number Malerial (Inch) Coverage (Ohms) 

8281 20(Solid) .304 93.5 75 
copper 

Conductor, polyethylene insulated, tinned copper double braid shield, black polyethylene 
jaCket. 

As a service to users of 8281 video cable, we can furnish, without charge, 
adapters for use with the PL259 plug. 

BELDEN PAGE 3 

Nom. 
Velocity of 
Propagation 

65.2% 

Nom. Nom. Standard 
Cap Attenuation Spool 

(mmf/ft) mc db Lengths in fl 

20.7 5 .55 500, 1000 
10 .8 
20 1.3 

100 2.7 
300 5.1 
500 6.8 
700 8.4 

I 

I 
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SECTION 6000 

broadcast audio cables 
and portable cordage 

BROADCAST AUDIO CABLES 

Spiral wrapped copper shields plus drain wire plus shield isolation 
eliminate current loop's so often found troublesome in this service. 

Free stripping jackets, fast shield termination, and small diameters 
cut installation' time and costs. 

Nominal Capacitance 
AWG& Between one 

(Stranding) Nom. Condo Percent Suggested Between Condo & other Standard 
Trade Inc. Drain 0.0. Color Shield Working Condo Condo Tied to Spool 

Description Number Wire (Inch) Coding Coverage Voltage (mml/ft) Shield (mml/ft) lengths in ft 

ABC TYPE 

~ 8436 22(Solid)· .1 80 I Blk, Red 90 100 31 52 500, 1000 

Tinned copper, Celanese@ wrap, Celanese braid lacquered, conductors cabled, tinned 
copper drain wire, tinned copper spiral wrapped shield, black vinyl ;acket. 

CBS TYPE 

~ 8437 22(Solid) .200 Blk, Red 88 200 48 85 ~OO, 1000 

-!b~ 8441 2'2(16x34) .210 Blk, Red 88 200 49 86 100, 500, 1000 

I 

Tinned copper, vinyl insulated, conductors cabled, finned copper drain wire, finned copper 
braid shield, black vinyl jacket. 

STANDARD 1 I: I. I ~ 8440 22(Solid) .185 Blk, Red I 90 I 100 50 90 500, 1000 

Tinned copper, enameled, cotion wrap, cotton braid, conductors cabled, finned copper 
drain wire, finned copper spiral wrapped shield, chrome vinyl jacket. 

o Trademark of Celanese Corp. 

MINIATURE BROADCAST AUDIO CABLES 

Nominal Capacitance 
AWG& Between one 

(Stranding) Nom. Condo Percent Suggested Between Condo & other Standard 
Trade Inc. Drain 0.0. Color Shield Working Condo Condo Tied to Spool 

Descriptio'" Number Wire (Inch) Coding Coverage Voltage (mml!ft) Shield (mml/ft) Lengths in It 

······b~ 8450 22(Solid) .118 Blk, Red 100 200 40 76 100, 500, 1000 

8451 22(7x30) .135 Blk, Red 100 200 56 110 100, 500, 1000 

Tinned copper, Polypropylene insulated, conductors cabled, tinned copper drain wire, spiral 
wrap BELDFOIL shield, BLACK or CHROME VINYL JACKET. 

The new Belden miniature type Broadcast Audio Cables have 100% 
shield coverage against Electrostatic fields. The folded BElDFOll 
Shield gives high cable reliability together with easy termination 

RUBBER-VINYL MULTI-CONDUCTOR 

No. of 
Trade U.L. Insu- Con- AWG& 

Description Number Type lation dudors' Stranding 

8462 SP·1 Rubber 2 18 (41,,34) 

~ 8888 SPT-1 Vinyl 2 18 (41 x34) 

by means of the drain wire. A most important feature of these 
cables is that .they occupy only one third to one half the space re" 

quired for a Standard Broadcast Audio Cable. 

PORTABLE CORDAGE-300V-60C 

Insulation Jacket Nominal I Standard 
Thickness Conductor Thickness 0.0. Spool 

(lnc~) Coding (Inch) (Inch) Color lengths in " 

.031 Polarity - .123 x Brown or 25,100,250 
Ribbed .223 Ivory 

.031 p'olarity - .110 " Brn, Ivory. 25,100,250 
Ribbed .207 or Silver 

Gray 
Two conduc.tors, stranded copper, parallel, insulated with one conductor polarity ribbed 

Rub'ber 2 18 (41 x34) .016 Blk, Wht .031 .245 Black 15, 25, 50, 8452 SV 

~ 
100,250, 
500,1000 

8478 SJ Rubber 2 18 (41 x34) .031 Blk, Wht .031 .299 Black 25, 100, 
250, 1000 

8472 SJ Rubber 2 16 (65x34) .031 Blk, Wht .031 .325 Black 25,50, 
100,250 

8474 Rubber 2 14 (41 x30) .031 Blk, Wht .035 .360 Black 100,250 

8453 SV Rubber 3 18 (41,,34) .016 Blk, Wht .031 .265 Black 15,50, 
Stranded copper, Tinned Green 100,500 
rubber insulated, 

8454 Rubber 4 18 (41,,34) .016 Blk, Wht, .031 .265 Black 15,50,100, 
cabled with filiers, -
rubber jacket Tinned Brn, Red 500,1000 

8455 - Rubber 5 3-20 (26x34) .015 8rn, Grn, .031 .280 Black 100,250 
Tinned White 
2-18 (41 x34) .015 Blk, Red 
Tinned 

BELDEN PAGE 4 
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CD 
t TWISTED PAIRS 

#22 thru #16 Gauge 

With Jacket 

alee=: 

~ 

~ = -- -~ -----, 

With Cotton Braid 

BJ~ 
'----'-. 

Without Jacket 

~ 

<=: 
~;;;;=C::: 

I 
3 CONDUCTORS 

SHIELDED 
#22 thru1/'18 Gauge 

~15CF 

=~~~-~: 

~ ' ~ 

",: U.c.P., Inc. 

SECTION 6000 

two and three condl:Jctor 
shielded cables 

Insulation Jackel Nom. Condo Pe cenl Nom. 
Trade AWG& Thickness Thickness 0.0. Color Sh'eld *Cap. 

Number (Stranding) (Inch) (Inch) (Inch) Coding Coverage ' (mm't't) 

8739 22 (Solid) .015 .025 .160 Blk, Red 90 38 

8737 22 (7x30) .015 .025 .170 Blk, Red 90 40 

8759 20 (7x28) .015 .025 .195 Blk, Red 90 47 

8790 18 (7x26) .020 .028 .231 Red, Wht 90 53 

8780 16 (19x29) .023 .030 .266 Blk, Wht 90 57 

Tinned copper, vinyl insulated, tinned cop per spiro I wrapped shield, chrome' vinyl ;acket. 

8761 22 (7x30) .014 .025 .167 Blk, Wht 100 24 

8762 20 (7x28) .014 .028 .184 Blk, Wht 100 27 

8760 ,18 (16x30) .018 .028 .222 Blk, Wht 100 24 

Tinned copper, polyethylene insulated, BELDFOIL aluminum· Mylar wrapped shield, 

stranded finned copper ground wire, chrome vinyl jacket. 

8208 18 (16x30) .020 .025 .270 Red, Wht 69 46 

Tinned copper, rubber insulated, braided tinned copper shield, chrome vinyl jacket. 

8209 18 (16x30) .020 - .258 Red, Wht 69 51 

Nom. Suggested 
**Cap. Working 

(mm't'l) Voltage 

66 350 

70 350 

79 350 

92 450 

98 450 

47 350 

49 350 

44 450 

77 200 

89 200 

Tinned copper, rubber insulated, braided tinned copper shield, white cot'on braid, treated for weather resistance. 

8738 22 (Solid) .015 - .130 Blk, Red 72 35 61 350 

8758 20 (7x28) .015 - .165 Blk, Red 63 42 72 350 

8789 18 (7x26) .020 - .205 Blk, Wht 74 50 89 450 

8779 16 (19x29) ,023 - .225 Blk, Wht 83 63 112 600 

Tinned copper, vinyl insulated, braided tinned copper shield. 

8432 20 (1 Ox30) .016 I - .225 Blk, Red 90 46 86 150 

Tinned copper, rubber insulated, cotton braid, lacquered, cabled, braided finned copper shield. 

8799 18 {SolidI - - .165 Blk, Wht 78 30 50 100 

Enameled copper, cotton wrap, cotton braid, cabled, braided tinned copper shield. 

See Broadcast Audio Cables lor additional 2 conductor shielded cables-Belden page 4. 

Insulation Jacket Nom. Condo Percent Nom. Nom. Suggest"d 
Trade AWG & Thickness Thickness 0.0. Color Shield *Cap. **Cap. Working 

Number (Stranding) (Inch) (Inch) (Inch) Coding Coverage (mm't't) (mmftft) Voltage 

8731 22 (Solid) .015 .025 .178 Blk, Red, Wht 90 36 63 350 

8791 18 (7x26) .020 .028 .236 Blk, Red, Wht 90 47 84 450 

Tinned copper, vinyl insulated, condudors cabled, tinned copper spiral wrapped shield, chrome vinyl jacket. 

8735 22 (7x30) I .015 .025 .199 Blk, Red, Wht 70 34 60 350 

Tinned copper, vinyl insulated, condudors cabled, tinned copper braid shield, chrome vinyl jacket. 

8771 22 (7x30) .014 .025 .175 Blk, Red, Wht 100 23 41 350 

8772 20 (7x281 .014 .028 .200 Blk, Red, Wht 100 27 51 350 

~770 18 (16x30) .018 .028 .236 Blk, Red, Wht 100 24 48 450 

Siandard 
Spool 

Lenglhs in fI 

100, 500, 1000 

100,500, 1000 

100, 500, 1000 

100, 500, 1000 

100, 500, 1000 

500, 1000 

100, 500, 1000 

500,1000 

500, 
500, ~OOO 

50, 100, 500, 
1000 

100, 500, 1000 

100, 500, 1000 

500, 1000 

500, 1000 

500, 1000 

500, 1000 

Standarcf 
Spool 

Lengfhs in 't 

500, 1000 

100, 500, 1000 

115,50,100, 
500, 1000 

500, 1000 

500, 1000 

500, 1000 

Tinned copper, polyethylene insulated, conducto'rs cabled, BELDFOIL aluminum·Mylar 
wrapped shietd, stranded tinned copper ground wire (22 A WG for 8771, and 20 A WG for 
8770 and 8772), chrome vinyl ;acket. 

*Capacitance between conductors. 
**Capacitance between J conductor and 

other conductor connected to shield. 
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SECTION 6000 

- two and three conductor 
unshielded cables 

I TWO CONDUCTOR-TWISTED PAIR 

Insulation Jacket Nominal 
Twisted Pairs Trade AWG& Thickne .. Thickness Conductor 0.0. 

22 through 14 AWG Number (Stranding) (inch) (inch) Color Coding (inch) 

WITHOUT JAC;:KET 8481 22 (Solid) .015 - 8rn, Tan .112 

8482 19 (Solid) .015 - 8rn, Tan .115 

~ 
8492 19 (Solid) .025 - 1 condo .170 

Available Brown and White .tinned capper 

8460 18 (7,,26) .020 - 81k, Wht .175 
tinned 

Copper, vinyl insulated, 8470 16 (l9x29) .023 - Blk, Wht .195 
twisted. tinned 

WITH JACKET 8740 22 (Solid) .015 .025 Blk, Red .150 
tinned 

NEW 22 (7x30) .015 .025 Blk, Red .165 
.. 

~ 
8442 tinned 

8205 20 (10x30) .018 .025 Blk, Red .190 
tinned 

8486 19 (Solid) .015 .025 Brn, Tan .162 

fdC 
8461 18 (7x26) .020 .028 Blk, Wht .226 

-. - - tinned 

8471 16 (l9x29) .023 .030 Blk, Wht .256 
tinned 

Copper, vinyl insulated, NEW 14 (l9x29) .031 .035 Blk, Wht .332 
cabled, chrome vinyl iacket. 8473 tinned 

WITH COTTON BRAID 8204 18 (16x30) .020 - Red, Wht .220 

~, 

Suggested Standard 
Working Spool 
Villtage Lengths In ft 

350 100,500,1000 

350 100, 500, 1000 

600 100, 500, 1000 

450 100, 500, 1000 

600 500,1000 

200 100, 500, 1000 

350 500,1000 

350 25, 100, 500, 
1000 

350 500,1000 

450 100, 500, 1000 

600 500,1000 

600 500, 1000 

200 25, 100, 
500, 1000 

For additional 2 conductor cables see PORTABLE CORDAGE pages 2 and 3 and COIN OPERATED PHONOGRAPH CABLE page II. 

I 'THREE CONDUCTOR-UNSHIELDED CABLES 

Insulation Jacket Nominal Suggested Standard 
Trade AWG& Thickness Thickness Conductor 0.0. Working Spool 

I 

I 
Description Number (Stranding) (Inch) (Inch) Color Coding (Inch) Voltage Lengths in ft 

WITHOUT JACKET 8483 19 (Solid) .015 - Brn, Gray, Tan .132 350 100, 500, 1000 

~SOE: 8493 19 (Solid) . 025 - Brn, 1 condr . .170 600 1000 
tinned. 1 condr. 
insul. is ribbed 

Bare copper, vinyl insu-
lated, cabled. 

WITH JACKET 8443 22 (7x30) .010 .025 Blk, . Grn, Red .150 200 25, 100,500, 

==:r:tt??Z~: 
tinned 1000 

8487 19 (Solid) .015 .025 Brn, Gray, Tan .180 350 500,1000 

Copper, vinyl insulated, 
Bare 

cabled, chrome vinyl I 
jackel. j l 

For additionol 3 condudor cables see PORTABLE CORDAGE pages 2 and 3 and COIN OPERATED PHONOGRAPH CABLE page II. 

I CONTROL CABLES 

Through the wide coverage of cables shown in this catalog, Belden 
is a principal supplier of Control Cables for sound systems, busi­
ness systems, machinery control or automation. 

Control Cables are a Belden specialty. Where shielding is required, 
BELDFOll shielding is particularly adaptable for camplex cables. 

BELDEN PAGE 6 
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SECTION 6000 

.,Bn=> multiple pair unshielded intercom cable 

I 

TYPICAL APPLICA liONS: Balanced line intercom systems. eter, and tear resistance. It also resists the effects of water, sun, oil, 
grease, and ozone. 

Mode with SOC vinyl plastic compounds for high dielectric strength 
and the best physical properties, such as free stripping, small diam-

The conductors are paired with a short-lay twist for conductor bal­
ance, providing a quiet circuit, free from crosstalk. 

Insulalion Jackel Nom. Sian'dard 
Trade No. of Thickness Thickness O.D. 'Spool 

I to 27 Pairs Number Pairs Siranding (Inch) (Inch) (Inch) Lenglhs in fl. 

8740 1 Solid .015 .025 .150 100, 500, 1000 

8741 2 Solid .015 :028 .201 100, 500, 1000 

i~ 8742 3 Solid .015 .030 .240 100, 500, 1000 

8757 4 Solid .015 .030 .255 500,1000 

8743 6 Solid .010 .035 .305 100, 500, 1000 

#22 Tinned copper, vinyl insu- 8747 6 7x30 .010 .035 .340 100, 500, 1000 
loted, cabled in pairs, chrome 8744 9 Solid .010 .037 .354 100, 500, 1000 vinyl jacket, 200 Volts suggested 
working voltage. 8748 9 7x30 .010 .037 .389 100, 500, 1000 

8753 11 Solid .010 .037 .384 100, 500, 1000 
L. 8754 13 Solid .010 .037 .409 100, 500, 1000 

• 
8745 15 Solid .010 .040 .420 100, 500, 1000 

8749 15 7x30 .010 .040 .425 100, 500, 1000 

8755 19 Solid .010 .040 .480 100, 500, 1000 

8756 23 Solid .010 .040 .510 100, 500, 1000 

8746 27 Solid .010 .045 .550 To customer's specified 
jj~ length. § 

8750 27 7x30 .010 .045 .595 To customer's specified 
length. § 

~ Specified Length 199' or less, plus 25', minus O. 
Specified Length 200' or less, plus 50', minus O. 

COLOR CODING FOR PAIRED INTERCOM CABLES 

This color code chart applies ta multiple pair unshielded and shielded intercom cables 
shown above and on page 9, It does not apply 10 8751. 

Pair Number Color Combination Pair Number Color Combination Pair Number Color Combination 

1 Black paired with Red 10 Red paired with Blue 19 
2 Black paired with White 11 Red paired with Yellow 20 
3 Black paired with Green 12 Red paired with Brown 21 
4 Black paired with Blue 13 Red pain~d with Orange 22 
5 Black paired with Yellow 14 Green paired with White 23 
6 Black paired with Brown 15 Green paired with Blue 24 
7 Black paired with Orange 16 Green paired with Yellow 25 
S Red paired with White 17 Green paired with Brown 26 
9 Red paired with Green 18 Green paired with Orange 27 

51 PAIR CABLE 

Insulation 
Trade No. 01 Thickness 

Number Pairs Conductors (Inch) 

8751 51 Solid 
Tinned 
Copper 

1122 tinned copper, vinyl insulated, cabled in pairs, BELDFOIL Aluminum.Mylar wrapped shield over 
cabled pairs, with foil side out, #22(7 J( 30) stranded drain wire running under ;acket and over 
foil, chrome vinyl jacket, 200 Volts suggested working voltage, Color coding available on request. * Specified Length 199' or less, plus 25', minus O. 

Specified Length 200' or over, plus ~', minus O. 

BELDEN PAGE 7 

.010 

White paired with Blue 
White paired with Yellow 
White paired with Brown 
White paired with Orange 
Blue paired with Yellow 
Blue paired with Brown 
Blue paired with OrDnge 
Brown paired with Yellow 
Brown paired with Orange 

Jackel 
Thickness 

(Inch) 

.060 

Nom. 
O.D. 

(Inch) 

Siandard 
Spool 

Lenglhs in It. 

.745 To customers' 
specified 

length 

I 

(( U.C.P., Inc. See Prices on four pages preceding Belden Page 1 The MASTER - 26th Edition • Page 1513 



SECTION 6000 

- multiple conductor and individually 
shielded pairs-intercom cable 

I MULTIPLE CONDUCTOR INTERCOM CABLES (NOT PAIRED) 

Insulation Jacket Nom. Standard 
Description Trade No. of AWG& Thlckne .. Thlckne.s 0.0. Spool 
and Gauge Number Condo (Stranding) (Inch) (Inch) (Inch) Lengths in ft 

22 GAUGE 8443 3 22 (7x30) .010 .025 .150 25, 100, 500, 1000 

~ 
8444 4 22 (7x30) .010 .025 .168 25, 100, SOO, 1000 

8445 5 22 (7x30) .010 .025 .180 25, 100, 500, 1000 

NEW 
10 '22 (7x30) .010 .030 .260 

Tinned copper, vinyl plastic 8456 100,500,1000 

insulated, cabled, vinyl 
jacket. 200 Volts suggested NEW 

12 22 (7x30) .010 .030 .260 working voltage. 8457 100, 500, 1000 

CO~ 8446 6 4·22 (7x30) .010 .025 .222 15, 100, 500, 1000 GAUGES 2-18 (16x30) .018 
18 & 22 

~ 8447 7 5-22 (7x30) ,010 
.028 .246 15, 100, 500, 1000 2-18 (16x30) .018 

~ 
8448 8 6-22 (7x30) .• 010 

.028 .251 15, 100, 500, 1000 2-18 (16x30) .018 

8449 9 
7-22 (7x30) .010 .028 .261 15, 100, 500, 1000 2-18 (16x30) .018 

18 GAUGE NEW 
5 18 (16x30) .018 .030 .272 1 00, 500, 1000 8465 

NEW 7 18 (16x30) .018 .035 .320 100, 500, 1000 8467 

NEW 
8469 9 18 (16x30) .018 .035 .375 100, 500, 1000 ~ ~ =,-

====:I 
~~ 

~ 
COLOR CODING OF INDIVIDUAL CONDUCTORS FOR CABLES 8443 THROUGH 8469 

-. 

Conductor Color Conductor Color Conductor Color 
~ 

lst Black 5th Brown 9th Purple 

2nd Red 6th Blue 10th Gray 

3rd Green 7th Orange 11th Pink 
400 volts suggested work- 4th White I 8th Yellow 12th Tan 
ing voltage 

18 Gauge conductors in cable. 8446 through 8449 are Block and Red. 

MULTIPLE PAIR INDIVIDUALLY SHIELDED INTERCOM CABLE 

Insulation Jack.t Nom. Nom. liIom. Standard 
Trade No. of Thickness Thickness 0.0. "Cap. ""Cap. Spool 

D.scription Number Pair. Stranding (Inch) (Inch) (Inch) (mmf/ft) (mmf/ft) Lengths in ft 

22 GAUGE 8767 3 Solid .013 .030 .298 40 77 100, 500, 1000 

8768 6 Solid .013 .037 . 394 40 77 1 00, 500, 1 000 • 

8764 9 Solid .013 .040 .425 40 77 100, 500, 1 000 
, 

8765 11 Solid .013 .040 .485 40 77 100, 500, 1000 

8766 15 Solid .013 .045 .510 40 77 100, 500, 1000 

NEW 19 7x30 .015 .055 .678 39 67 1 00, 500, 1 000 8769 

':;;:::t._ NEW 27 7x30 .015 .070 .860 39 67 §Cut to customers 
8773 specified lengths 

#22 tinned copper, vinyl insulated, cabled in pairs, each pair and it. 
ground wire under BELDFO/l aluminum· Mylar shield, over·all chrome 
vinyl jacket. 300 Volts suggesfed working voltage. 

Insulation resistance between .hields . ......... J 000 megohms; M' 
Capacitance between ad;acent.shields . .............. J IS mmf/ft 
Voltage breakdown between adjacent .hields . ......... 1500 volts 
Working voltage between adjacent shields . ............. 50 'volts 

·Capacitance between condutfors. ...·Capacitance between J conductor and other conductor conne~ted fa shield. 

§,Specified Length 199' or less, plus 25', minus O. 
Specified Length 200' or over, plus SO', minus O. BELDEN -PAGE 8 

I 

I 
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• 
Description 

SECTION 6000 

special intercom 
and sound cables 

TELEPHONE CABLES·CONDUCTORS 

Number Insulation Jacket 

IN 

Trade of AWG& Thickness Thickness 
Number Triplets (Stranding) (Inch) (Inch) 

-- NEW 
~,. -=--

! 8792 13 Solid .012 .045 

NEW 

TRIPLETS 

Nom. Standard 
O.D. Spool 

(Inch) Lengths in fI 

.540 100,500,1000 

8793 27 Solid .012 .060 .770 §To customer's specified lengths 

Description 

fE 

No. 22 bare copper solid, vinyl insulated, cabled in triplets, chrome vinyl 
jacket, 200 volts suggested working voltage. Each set of three conductors 
(triplets) are calor coded Red, Green and Yellow. The identification of each 
set of triplets is indicated by consecutive printed numbers on the yellow 
conductor of each group. 

SPECIAL INTERCOM AND SOUND CABLES 

Condo Insulation Jacket Nom. 
Trade No. of AWG& Color Thickness Thickness O.D. 

Number Condo (Stranding) Coding (Inch) (Inch) (Inch) 

::=.[8734 
1 shielded 22 (7x30) Wht .015 .025 .194 2 unshielded 22 (7x30) Blk, Red .015 

Percent Suggested 
Shield Working 

Coverage Voltage 

82 350 

Tinned copper, vinyl insulated, tinned copper braid shield over 1 conductor, 3 conductors cabled, chrome vinyl jacket . 

. 014 

.014 

*Cap. **Cap. 
(mmf/ft) (mmf/ft) 

- 79 

26 48 

Standard 
Spool 

Lengths in fI 

100,500, 
1000 

500, 1000 

Tinned copper, polyethylene insulated, BElDFOll aluminum-Mylar wrapped shield over 2 conductors, #20 stranded tinned capper ground wire, chrome vinyl jacke 

.015 

.015 
.030 

Tinned copper, polyethylene insulated, tinned copper braid shield over 2 conductors, chrome vinyl jacket . 

. 028 1.260 1100 

Tinned copper, vinyl insulated, BELDFOll aluminum-Mylar wrapped shield over 2 conductors, #2.2 stranded tinned ground wire, chrome vinyl jacket. 

~INEW ~~'18733 
.014 .030 

Each conductor separately BElDFOll shielded. Ground wire for each conductor is tinned cadmium bronze ribbon under BElDFOIL Z fold. 

BELDEN STRAPLOCKS (NYLON CABLE CLAMPS) 

Trade 
Number Number per Box 

8573 25 Straplocks plus one installation tool in plastic box. 

For tying down wires or cables in the quickest possible time. Straplocks require only a I,A" stamped, 
punched or drilled mounting hole for installation. Eliminate bundling or lacing. 

See COIN OPERATED PHONOGRAPH CABLES for additional special constructions. 
* Capacitance between conductors . 
··Capacitance between 1 condudor and other. conductor connected to shield 

§Specified Length 199' or less, plus 25', mi"us O. 
Specified Length 200' or less, plus SO', minus O. 

BELDEN PAGE 9 

100,500, 
1000 

500, 1000 

100,500, 
1000 
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SECTION 6000 

'-'hi-fi, stereo and phonograph cables 
HI-FI AND STEREO CABLES 

Nom. Cap. Nom. Cap. 
Insulation Jacket Nom. Condo between condr. to other 

·Trade No. 01 AWG& Thickness Thickne .. 0.0. Color condrs. condr. & shield 
Description Number Condo (Stranding) (Inch) (Inch) (Inch) Coding (mmf/ft) (mml/It) 

Phono Pick-up Arm Cables 18430 2 32 (7x40) .009 - .OSO Blk, Red 21 -
=5 ~ -- 4 use two 8430s for maximum channel isolation, one for each channel. 

Tinned copper, vinyl insulated, 
twisted poir. 

8429 2 32 (7x40) .009 - .OS7 Blk, Red 22 

• t-~ 8419 3 32 (7x40) .009 - .063 Blk, Red 30 

Tinned copper, vinyl 
Wht 

insulated, twisted pair, - 4 use two 8429s for maximum channel isolation, one for each channel. tinned copper braid shield. 

eMko/ 'i#"U t;;;;a 843 1 24 (16x36) .015 - .095 

Tinned copper, rubber insu-
lated, tinned copper braid 
shield, brown cotton braid. 

Hi-Fi Connecting Cable 8421 1 2S (7x33) .052 .025 .180 r/ Jp." 
~ . 

3 strands tinned copper and 4 tinned Copperweld, cellular polyethylene insulated, tinned 
copper, spiral wrapped shield, chrome vinyl jacket. 

- 96 

- 18 

COIN OPERATED PHONOGRAPH CABLES 

Condo 
Trade No. 01 AWG & Color 

Description Number Condo (Stranding) Coding 

Speaker Cable ~ 8782 2 24 (7x32) Conductor 
tinned 

Copper conductors parallel, chrome vinyl insulated. 

8783 3 1-20 (10x30) Blue, 
2-16 (26x30) Grn,.Org 

Tinned copper, vinyl insulated, conductors cabled, chrome vinyl jacket. 

8785 S 
(2 unshielded) 22 (7x30) Blue, Yel 

(3 shielded) 22 (7x30) Blk, Grn, Red 

Tinned copper, vinyl insulated, 3 conductors twisted under tinned copper braid shield, 
2 conductors twisfed unshielded, chrome vinyl jacket. 

~~ 
8786 6 

(2 unshielded) 22 (7x30) Blu, Wht 

~i~;; 
(4 shielded) 24 (7x32) Blk, Grn, 

Red, Yel 

Tinned copper, vinyl insulated, 4 conductors twisted under finned copper braid shield, 
2 conductors twisted unshielded, chrome vinyl jacket. 

8787 10 
(4 shielded) 24 (7x32) Gry, Wht, 

Blu, Grn 
(4 shielded) 24 (7x32) Red, Brn, 

Yel,Org 
(2 unshielded) 22 (7x30) Wht, Blu 

Tinned copper, polyethylene insulafed, nylon covered; cabled in 2 quads individually finned 
copper broid shielded; ·plus 2 unshielded conductors; paper fape; chrome vinyl jackef. 

BELDEN PAGE 10 

Insulation Jacket 
Thickness Thickness 

(Inch) (Inch) 

.017 

.020 .025 
.020 

.015 .028 

.015 

.015 .028 

.015 

.012 .027 

.012 

.012 

Nom. 
0.0. 

(Inch) 

.OS8x 
.11S 

.2S0 

.211x 
.316 

.211x 

.316 

.330 

38 

SO 

-

-

Suggested 
Working 
Voltage 

300 

4S0 

3S0 

3S0 

3S0 

Page 1516 • The MASTER - 26th Edition See Prices on four pages preceding Belden Page 1 

I 
Standard 

Spool 
Lengths in It 

10, 2S, 2S0 

10, 2S, 2S0 

10, 2S, 2S0 

10, 15,2S, 
100, SOO 

IS, 25, SO, 
100,2S0 

Standard 
Spool 

Lengths in It 

25, SO, 100, 
SOO, 1000 

100, SOO 

500 

100, SOO 

SOO 
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SECTION 6000 

- 300 ohm transmission 
line cables 

Description & Trade Number 

Permohm* 8285 

Copperweld, 2 conductors parallel, 
orange polyethylene insulation and 
web between condudors, cellular 
polyethylene oval jacket. 

CelJuline* 8275 

Copperwe/d; 2 conductors parallel, 
polyethylene jacket with inert gas 
filled unicellular polyethylene core. 

Bare copper, 2 conduelors parallel, 
polyethylene insulated. 

Weldohm~ 8230 

Copperwe/d; 2 conductor. parallel, 
polyethylene insulated. 

Bare copper, 2 conductors parallel, 
polyethylene insulated. 

iii Belden Trademark, Reg. U.S. Pat. off. 

10 Pancake Colis per Box 

TWIN LEAD WIRES 

Nom. Nom. Nom. Nom. Attenuation Standard 
AWG& O.D. Velocity of Capacitance per 100' Package 

(Stranding) Color (Inch) Propagation (mmf/ft) mc db L"ngths in ft 

22 (7x30) Brown .255 73.3% 5.3 100 1.4 50, 75, 100 coils 
x 300 2.8 in counter 

.468 500 3.8 dispenser 
700 4.8 
900 5.6 500, 1000 spools 

PIiRMOHM * Encapsulated twin lead for strong, clear signals on all channels despite salt spray, 
industrial contamination, rain, ice and fringe area reception. An excellent color, UHF or VHF cable. 

20 (7x28) Brown .300 80% 4.6 100 1.05 50, 75, 100 coils 
x 200 1.64 in counter 

.400 300 2.12 dispenser 
400 2.5 
500 2.98 500, 1000 spools 
700 3.62 
900 4.3 

CELLULINE * Maintains uniform electrical charaeleristics by eliminating all possible moisture between 
conductors. Installation is easier as no end· sealing ;s necessary. Losses are lo",er because of its lower 
dieleelric constant (1.5). 

The thick outer wall of brown polyethylene proteels the cable from abrasion and sun damage, and 
the round shape offers less wind resistance. The result ;s a longer lasting, more efficient line which 
helps maintain a strong UHF or VHF pielure. 

18 (7x26) Brown .185 77% 5.0 
x 

.520 

Amateur transmiffing and receiving t",in lead-' KW(RF) 
rated. 

20 (7x28) Brown .072 80% 4.4 
x 

.400 

100 
200 
300 
400 
500 
700 
900 

100 
200 
300 
400 
500 
700 
900 

.85 100, 500. spools 
1.35 
1.80 
2.20 
2.60 
3.25 
3.85 

1.1 25, 50, 75, 100 
1.7 pancake coils in 
2.2 a sleeve 
2.7 
3.1 500, 1000 spools 
3.7 
4.5 

WELDOHM Iil This cable is ,V2 times stronger and 2 V2 times more fleXIble than the equivalent twin 
lead with all copper conductors, withoJJt changing the RF electrical characteristics. Tests prove its 
superior resistance to the pulling, whipping, and twisting that;s so important to a long lasting installation. 

20 (7x28) Brown .058 
x 

.400 

80% 

Brown polyethylene for the best weathering. 

20 (7x28) Ivory .058 80% 
x 

.400 

Recommended for indoor use. 

4.4 

4.4 

100 
200 
300 
400 
500 
700 
900 

1.1 
1.7 
2.2 
2.7 
3.1 
3.7 
4.5 

Same GIS 8225 

25, 50, 75, 100 
pancake. coils in 
a sleeve 

500, 1000 spools 

25,50,75, 100 
pancake coils in 
(] sleeve 

* Belden Trademark, Reg. U.S. Pat. off. and Belden Patents-U.S. 2,782,251 and 2,B 14,666. 

BELDEN MERCHANDISERS 

300 ohm Line Package Coils 
8225 
8226 (New Indoor Ivory) 

8230 (Weldohm) 

Put-ups 25', 50', 75', 100' 

Antenna Rotor Cable 
8464 (4 conductor, flat) 

Put-ups 50', 75', 100' 

BELDEN PAGE 11 

300 ohm Line Coils 
8275 (Celluline) 

8285 (Permohm) 

Put-ups 50', 75', 100' 

10 ColI,..per box 
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SECTION 6000 

transmission line cables 
and antenna rotor cables 

150 AND 72 OHM TRANSMISSION LINE CABLES 

Nom. Nom. Nom; Nom. Attenuation 

Description 
0.0. Velocity of Copacitance per 100' 

(Inch) Propagation (mmf/ft) mc db 
Trade AWG & 

Number (Stranding) 

150 OHM LIN!; 8224 20 (7,,28) .075 76% 9.5 100 2.8 

" 200 4.2 
.182 300 5.4 

400 6.4 

72 OHM LINE 8222 20 (7,,28) .075 69% 20.3 100 7.7 

" 200 11.0 
.128 300 13.6 

Bare copper, 2 conduelors parallel, brown polyethylene insulated. 400 15.9 

72 OHM 8210 13 (7,,21) .166 68% 21.0 100 3.8 

" 200 6.0 
.278 300 7.8 

1 KW (RF) RATED 

400 9.3 
500 11.0 
700 13.7 

Bore copper, 2 conduelors parallel, brown polyethylene insulated. 900 16.0 

I SHIELDED 100 OHM IMPEDANCE LINE 

Nom. Nom. Percent Nom. Nom. Attenuation 
Trade AWG& 0.0. Velocity of Shield Capacitance Per. 100' 

Description Number ·(Strandin,) (Inch) Prap",gation Coverage (mmf/ft) me db 

~ 8227 20 (7,,28) .325 62% 83 lS.S 100 4.1 
200 6.4 
300 8.4 

One conductor tinned, one bare copper, polyethylene insulated, cabled, polyethylene jacket, 400 10.2 
tinned copper braid shield, black yinyl jacket. 

I ANTENNA ROTOR CABLE 

Insulation Jacket Nom. Suggested 
Trade No. of AWG& Condo Thickne •• Thickness 0.0. Working 

Description Number Condo (Stranding) Coding (Inch) (Inch) (Inch) Yoltage 

8464 4 20 (7,,28) 1 condo .070 200 
tinned and " insulation .390 
ribbed 

Bare copper, parallel, chrome Yinyl inSUlated. 

8484 4 20 (7,,28) Blk, Grn, .010 .020 .180 200 

€ 
Red, Wht 

8485 5 20 (7,,28) Blk, Grn. .010 .020 .190 200 
Red, Wht, 
Vel 

8488 8 22 (7,,30) Blk, Slu, .010 .020 .205 200 
Bare copper, yinyl insulated, cabled, Srn, Grn, 
chrome ylny' jacket. Org, Red,_ 

Wht, Vel 

Standard 
Spool 

Lengths in ft 

100 

100,500 

100,500 

Standard 
Spool 

Lengths in ft 

100, SOD 

Standard 
Package 

Lengths in fl 

50,75, 100 
pancake coils 
500, 1000 
spools 

100, 500, 1000 
spools 

100, 500, 1000 
spools 

100. 500, 1000 
spools 

I ALUMINUM GROUND WIRE I I TV AND CHEATER CORDS I 
Packaged in counter dispensers of 10-50' connected coils, or spools Trade Length Standard 
of 500 ft. Wire on spools is marked every 100' for easy measuring. Description Number in ft. Package 

Nom. Standard CHEATER CORDS 8874 6 1 in polyethylene 

I 

I 

Trade 0.0. P",ck",.e bag with de scription. 
Description Number (Inch) Lengths in ft sp·! brown rubber parallel cord 

8018 5'00 in 10-50 

~ 
with male plug and TV connector. 

.128 
connected coils 

NEW I 6 500 spools 11 in polyethylene 
8895 bag with description. 

SPT-! brown plastic parallel cord 
with male plug and TV connector. 

CHEATER EXTENSION CORDS 
8875 1 

6 11 in polyethylene m::a bag with description. 

8 A WG .alid, ,oft SPT-! red plastic parallel cord with 
annealed aluminum. male and female TV connectors. 

BELDEN PAGE 12 
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SECTION 6000 

transmission line cables 

'I RG/U CABLES I 
Nom. 

AWG& No. of Nom. Nom. Nom. Nom. AKenuotlon Standord 
Trode RG (Stranding) Insula- Shields & O.D .. Imp. Vel. of Cap. per 100' Spool 

Description Number No. Material fion Material Jacket (Inch) (Ohms) Prop. (mmf/ft.) mc db Length. in ft. 

8264 5A/U 16 (Solid) Poly· 2 Gray nan- .328 50 66% 28.5 100 2.40 500 

~. 
silver coated ethylene silver- contaminat- 200 3.50 1000 
copper coated ing vinyl 400 5.25 

copper 
JAN-
C-17A 

8237 8/U 13 (7,.21) Poly· 1 Black vinyl .405 52 66% 29.5 100 2.10 100 
JAN- bare copper ethylene bare 200 3.30 250,500 

C-17A copper 400 4.50 1000 

~ 8267 213/U 13 (7,.21) Poly- 1 Black nan- .405 50 66% 28.5 100 2.10 500 
MIL- ~ormerly bare. copper ethylene bare contaminat· 200 3.30 1000 

C-178 8A/U copper ing vinyl 400 4.50 

8242 9/U 13 (7,.21) Poly- 2 Gray non- .420 51 66% 30.0 100 2.10 100 
silver coated ethylene inner .. contaminat- 200 3.30 1000 

;;;;ra •• copper silver- ing vinyl 400 4.50 
coated 
copper 
outer-

JAN- bare 
C-17A copper 

8238 1I/U 18 (7,.26) Poly- 1 Black vinyl .405 75 66% 20.5 100 1.90 100 
JAN- tinned ethylene bore 200 2.85 250,500 

C-17A capper coPper. 400 4.35 1000,1500 

~, .. 1L =\. 
8261 lIA/U 18 (7,.26) Poly- 1 Black nOn- .405 75 66% 20.5 100 1.90 100 

MIL- tinned ethylene bare contaminpt- 200 2.85 500 
C-17B copper capper ing vinyl 400 4.35 1000 

8239 54A/U 1817,..0152) Poly- 1 Clear poly- .245 58 66% 26.5 100 3.10 500 

~'i""~""" ; __ m~ 
bare ethylene tinned ethylene 200 4.40 1000 
capper capper 400 6.70 

;4£1#1 "'j0". 
JAN-

C-17A 

8245 55/U 20 (Solid) Poly- . 2 Clear poly- .201 53.5 66% 28.5 100 4.10 500 

i~~9*~J~W@7~ 
bare ethylene tinned ethylene 200 6.20 1000 
copper copper 400 9.50 

JAN-
C-17A 

8259 58A!U 20(19,..0071 ) Poly· 1 Black vinyl .195 50 66% 28.5 100 5.30 2.5, 50 

~ 
tinned ethylene tinned 200 8.20 100,500 
copper copper 40012.60 1000 

JAN-
C-17A 

8240 58!U 20 (Solid) Poly- 1 Black vinyl .195 53.5 66% 2B.5 100 4.10 25,50,100 
JAN- bare ethylene tinned 200 6.20 250, 500 
C-17A copper copper 400 9.50 1000 

~ 
8262 5BC/U 20(19,..0071) Poly- 1 Black non- .195 50 66% 28.5 100 5.30 .500 

MIL- tinned ethylene tinned contaminat- 200 8.20 1000 
C-17B copper copper ing vinyl 400 12.6.0 
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SECTION 6000 

- transmission line cables 
and test prod . 

wire 

Description 

rUeYiT -=[F= ' 

~ '~ -

~ ~_ ","", -.., • - __ 0_-

!;;iliFll .... 

Description 

Conductor, cellular polyethyl. 
ene insulated, bare co'pper 
braid shield, block polyethylene 
acket. 

Description 

<r 

Description 

<;.- , With~ 

~ 

RG/U CABLES 

Nom . . Nom. Nom. Standard 
AWG& No. of Nom. Imped- Velocity Nom. Attenuotion Spool 

Trade R.G. (Stranding) Shields & O.D. ance of Prapa- Cap. per 100' Length 
Number No. Material Insulation Material Jacket (Inch) (Ohms) gation (mmf/ft) mc 

8241 59/U 22 bare Poly- 1 Black vinyl .242 73 66% 21.0 100 
JAN- Copperweld ethylene bare 200 

C-17A copper 400 

8263 59B/U .023 bare Poly- 1 Black non- .242 75 66% 20.5 100 
MIL- Copperweld ethylene bare· contaminat~ 200 

C-17B copper ing vinyl 400 

8254 62/U 22 bare Semi- 1 Black vinyl .242 93 84% 13.5 100 
Copperweld solid bare 200 

JAN- Poly- copper 400 
C-17A ethylene 

8257 71,U 22 bare Semi- 2 Clear Poly- .245 93 84% 13.5 100 
Lopperweld solid tinned ethylene 200 

JAN- Poly- copper 400 
C-17A ethylene 

NEW 174;U 7x34 bare Poly- I Black vinyl .100 50 65.5% 30.4 100 
8216 Copperweld ethylene tinned 200 

copper 400 

Production quantities of other RG/U types quoted on request. 

FOAM CORE RG-8/U TYPE TRANSMISSION LINE 

AWG & 
Trade (Stranding) 

Number Materi.al 

NEW 
8214 

II (7x 19) 

Percent 
Shield 

Coverage 

96.8% 

Nom. 
O.D. 

(Inch) 

.405 

Nom. Nom. 
Impedance Velocity of 

(Ohms) Propagation 

50 78% 

Nom. 
Cap. 

(mmf/ft) 

26 

Nom. Attenuation 
per 100' 

mc db 

50 1.20 
100 1.80 
200 2.60 
300 3.30 
400 3.80 

Foam core RG-81 U type-for use in citiz~ns' band and amateur radio as a 50 Ohm antenna cable. 

TEST PROD WIRE 

Insulation Nom. Suggested 
Trade AWG & Thickness O.D. Breakdown Working 

Number (Stranding) (Inch) (Inch) Voltage Voltage 

8899 10 (65x36) .045 .144 20,000 5,000 

8898 18 (65x36) .088 .230 29,000 10,000 

db in ft. 

3.75 25, 50, 100 
5.60 250, 500 
8.30 1000 

3.75 500 
5.60 1000 
8.30 

3.10 100 
4.40 500 
6.30 1000 

3.10 500 
4.40 1000 
6.30 

8.8 100, 500 
13.0 1000 
20.0 

Standard 
Spool 

Lengths in ft . 
I 
I 

100 
500 

1000 

Standard 
Spool 

Lengths in ft 

10,14*,25,100, 
500, 1000 
*7' of red and 
7' of black. 

10, 25, 100, 500 

Tinned copper, separator, rubber insulated, red or black. Extreme limpness and flexibility combined with high dielectric strength. 

COILED TEST PROD WIRE 

Insulation Nom. Suggested 
Trade AWG & Thickness O.D. Breakdown Working 

Number (Stranding) (Inch) (Inch) Voltage Voltage 

8878 20 (42x36) .063 .1'70 20,000 5,000 

Tinned copper, rubber insulated, red or black. 7/ 9" of cable. Retracted length B". Stretches to 5'. 

8879
1 

20 (42x36) I .063 I .170 

.1 
20,000 I 5,000 

Tinned copper, rubber insulated, red or black. 7' 9" of cable. Retracted length S". Stretches to 5'. 

BELDEN PAGE 14 

I 

Standard 
Package 

1 pair 
Red and Black 

1 pair 
Red and Black 

I 

I 

I 

I 

I 
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SECTION 6000 

community tv antenna cables and 
cathode ray tube lead cable 

ALL CABLES IN THIS GROUP ARE SWEEP TESTED 

AWG& Percent Nom. Nom. Nom. Nom. Nom. Attenuation Standard 
Trade (Stranding) Shield O.D. Impedance Velocity of Cap. per 100' Spool 

Description Number Material Coverage (Inch) (Ohms) Propagation '(mmf'ft) mc db Lengths in ft 

8211 22 (Solid) 94.6 .242 80 78% 16.3 50 2.4 500, 1000,2000 
Copperweld 100 3.4 

200 4.8 

~ 
300 5.8 
400 6.7 

Fits the same connectors as RG.59!U 
Foam core RG.59/U type 

8242 20 (Solid) 93.8 
.242 1 

75 78% 17.3 50 2.3 SOD, 1000, 2000 
Conductor, cellular Copperweld 100 3.2 
polyethylene insu/at- 200 4.5 
ed, bore copper braid 300 5.5 
shield, black polyethyl- 400 6.3 
ene jacket. Foam core RG-59/U type 

8213 14 (Solid) 96.8 .405 75 78% 17.3 50 1.0 SOD, 1000, 2000 
copper 100 1.5 

200 2.3 
300 2.9 
400 3.4 

Foam core RG-I I / U type 

~ 
NEW 21 (Solid) 96.6 .332 75 66% 20.5 50 2.05 100, SOD, 1000 
8215 Copperweld (inner 100 2.90 

shield) 200 4.30 
300 5.40 

I 

I 

Conductor, pa/y- 400 6.50 
ethylene insulated,. fwo 
bore copper braid 
shields, blade poly-
ethylene ;acket. RG-6A/U type 

8232 20 (Solid) 93.8 .315 75 78% 17.3 50 2.3 SOD, 1000, 2000 
Copperweld (inner 100 3.2 

shield) 200 4.5 
300 5.5 
400 6.3 

Conductor, cellular 
polyethylene insu/at- 8233 14 (Solid) 92.5 .475 75 78% 17.3 50 1.0 SOD, 1000, 2000 ed, bore capper braid copper (inner 100 1.5 shield, polyethylene shield) 200 2.3 insulated, bore copper 300 2.9 braid shield, block poly- 400 3.4 ethylene jacket. 

SWEEP TESTING I 
For satisfactory transmission of a signal through a cable at any frequency, Belden Sweep Tests every length of its Community TV Cables at all 
channels in Ihe VHF Frequency range on an oscilloscope. 

Sweep Testing, performed by trained technicians using. the most modern equipment, prevents unsatisfactory program reception due to imperfec­
tions in the cable acting as "Filter Traps" at some frequencies. 

The 81ack Polyethylene Jackets on Belden numbers 8211, 8212, 8213, 8215, 8232, and 8233 are manufactured with a noneontaminating, non­
migratory compound specially formulated for superior weather resistance. 

HIGH VOLTAGE CA THODE-RAY TUBE 

Insulation Jacket Nom. 
Trade AWG& Thickness Thickness O.D. Jacket 

Description, Number (Stranding) (Inch) (Inch) (Inch) Color 

8868 22 (7x30) .045 .015 .150 Red 

ill (~ NEW 22 (7x30) .030 .015 .120 Blk 
8869 

Tinned copp~r, conductIve polyethylene, polyethylene insulated, vinyl ;aeket. The new construction 
greatly improves working and breakdown voltage, reduces corona, and adds service life. 

, *For use with non-conductive ceramic Ryback cores. 

BELDEN PAGE 15 

LEAD I 
Break- Sugge$ted Standard 
down Working Spool 
Voltage Voltage Lengths in ft 

50,000 25,000 25, 100,500 

35,000 17,000 25, 100,500 
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SECTION 6000 

mil-W-76B-plastic wire 

I TYPE MW-VINYL-1000V-BOC I 
Formerly Type SRII JAN-C-76 Tinned copper, vinyl insulated, Medium wall. The ex­

truded vinyl insulation is flame and ozone resistant and 
is inert to most chemicals, oils, and solvents. ~;rrr'ijti?miflTFi_ 

Trade 
Number 

8525 
8524 
8523 
8522 
8521 
8520 

8527 

8530 
8529 
8528 

NEW 8531 

I 

Trade 
Number 

NEW 8887 
8883 

NEW 8886 
NEW 8882 

8884 
NEW 8881 
NEW 8880 

Trade 
Number 

NEW 8893 
NEW 8896 
NEW 8892 
NEW 8894 

STRANDED CONDUCTOR 

Insulation Nom. Slack Colors on Standard Spools Color Combinations 
Type AWG& Thickness O.D. 

Designation (Stranding) (Inch) (Inch) 25' 100' 500 or 1000' 
Stock colors. First color in stripe c:ombin. 
ation is body color ond second or third 
colors are stripes (White/Bloclc/Red). M W -C-24-(7)-U 

M W -C-22-(7)-U 

MW·C·20.(10)-U 
M W -C- 18-(16)-U 

MW-C-16-(26)-U I 

MW-C-14-(41)-U 

MW-C-12-65-U 

M W -C-22-( 1 )-U 

MW-C-20-(1)-U 

MW-C-18-(I)-U 

MW-C-16-(I)-U 

Type 
Designation 

M W -C-24-(7)-S 

MW-C-22-(7)-S 
MW-C-20-(10-5 

MW-C-18-(16)-S 

MW-C-16-(26)-S 
MW-C-14-(41)-S 

MW-C-12-(65)-S 

24(7x32) .017 .058 - 1 thru 30 1 thru 30 

22(7x30) .017 .064 1 thru 13 I thru 30 1 thru 30 (ode (alar (ode (alar 
20(10x30) .017 . .070 1 thru 13 1 tHru 30 1 thru 30 No. Combination. No. (ombinatian 

18(16x30) .017 .080 1 thru 13 1 thru 22 1 thru 30 1 Brown 16 White/Green 
16(26x30) .019 .098 - 1 thru 10 1 thru 30 

14(41x30) .020 .111 - 1 thru 30 1 thru 30 

2 Red 17 White/Yellow 
3 Orange 18 White/Btue 
4 Yellow 19 White/Brown 

12(65x30) .020 .130 - 1 thru 30 1 thru 30 
5 Green 20 White/Orange 
6 Light Blue 21 White/Gray 
1 Violet (purple) 22 White/Violet 
8 Gray (slate) 23 White/Bla(k/Red 

SOLID CONDUCTOR 9 White 24 White/Bla(k/Green 
10 Bla(k 25 White/Bla(k/Yellaw 

22 (Solid) .017 .059 1 thru 13 11 thru 30 1 thru 30 
20 (Solid) .017 .066 1 thru 13 11 thru 30 1 thru 30 
18 (Solid) .017 .074 - 1 thru 30 1 thru 30 
16 (Solid) .017 .085 1 thru 30 1 1 thru 30 1 thru 30 

11 Tan 26' White/Bla(k/Blue 
12 Pink 21 White/Bla(k/Brown 
13 Dark Blue 28 White/Bla(k/Orange 
14 White/Bla(k 29 White/Bla(k/Gray 
IS White/Red 30 White/Bla(k/Violet 

TYPE MW-SHIELDED-1000V...;...BOC I 

Insulation Nom. 
AWG& Thicknes. O.D. 

(StrCl"ndlng) (Inch) (Inch) 

24(7x32) .017 .082 
22(7x30) .017 .088 

20(10x30) .017 .094 
18(16x30) .017 .104 

16(26x30) .019 .122 
14(41 x30) .020 .135 

12(65x30) .020 .154 

Tinned copper, vinyl insulation. Medium wall. Tinned 
copper shield overall. 

Stock Colors on Standard Spools Color Coding 

100' 500' 1000' 

1 thru 10 1 thru 10 1 thru 10 (ada (alar Code (alor 
1 thru 10 1 thru 10 1 thru 10 No. Combination No. Combination 

1 thru 10 1 thru 10 1 thru 10 

1 thru 10 1 thru 10 1 thru 10 I Brown 6 Light Blue 

1 thru.l0 1 thru 10 1 thru 10 

2, 9, 10 2, 9, 10 2, 9, 10 

2 Red 1 Violet (purple) 
3 Orange 8 Gray (slate) 
4 Yellow 9 White 

2, 9, 10 2, 9, 10 2, 9, 10 5 Green 10 Bla(k 

TYPE MW,;,SHIELDED-NYLON JACKET -lOOOV-BOC 

Insulation 
Type AWG& Thlcknes. 

Delignation (Stranding) (Inch) 

MW-C-22-(7)-SJ 22(7x30) .017 
MW-C-20-(10)-SJ 20(10x30) .017 
MW-C-18-(16)-SJ 18(16x30) .017 
MW-C-16-(26)-SJ J 16(26x30) .019 

Tinned copper, vinyl insulation. Medium wall. Tinned 
copper shield, nylon jacket. 

Nom. Stock Colors on Standard Spool. Color Coding 
O.D. 
(Inch) 100' 500' 1000' 
.095 9 9 9 Vinyl insulation. White only. (9) 
.101 9 9 9 
_112 '> 9 9 
.131 9 9 9 

BELDEN PAGE 16 
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Trade 
Number 

NEW 8566 

INEW 8565 
! 
jNEW 8564 

iNEW 8563 

,NEW 8562 

NEW 8561 

Trade 
Number 

NEW 8863 
NEW 8862 
NEW 8861 
NEW 8860 
NEW 8859 
NEW 8858 

I 

Trade 
Number 

NEW 8537 

NEW 8536 

NEW 8535 

NEW 8534 

NEW 8533 

NEW 8532 

© U.c.P., Inc. 

SECTION 6000 

mil-W-76B plastic wire 

TYPE MW-GLASS BRAID-1000V-80C I 

Insulation 
Type AWG& Thickness 

Designation (Stranding) (Inch) 

MW·C-22(7)-B 22(7x30) .017 

MW ·C-20·( 1 O)-B 20(10x30) .017 

MW-C-18(16)-B 18(16x30) .017 

MW·C·16-(26).B 16(26x30) .019 

MW·C-14-(41).8 14(41x30) .020 

MW-C-12.(65).8 12(65x30) .020 

Tinned copper, vinyl insulated. Medium 
wall, lacquered glass braid overall. 

Nom. Sto1:k Color. on Standard Spools Calor Coding 
O.D. 
(Inch) 100' 

.076 1 thru 10 
24 thru 132 

.084 1 thru 10 
124 thru 132 

.094 1 thru 10 
24 thru 132 

.1121, 1 thru 10 
124 thru 132 

.125 9,124 
thru 132 

.144 9,125,132 

500' 1000' 

1 thru 10 1 thru 10 
124 thru 132 124 thru 132 

1 thru 10 1 thru 10 
124 thru 132 124 thru 132 

1 thru 10 1 thru 10 
124 thru 132124 thru 132 

1 thru 10 1 thru 10 
124 thru 132 124 thru 132 

9,124 9,124 
thru 132 thru 132 

9,125,132 9,125,132 

Code Color 
No. Combination 

1 Brown 
2 Red 
3 Orange 
4 Yellow 
S Green 
6 Light Blue 
7 Yiolet (Purple) 
8 Gray (Slatel 
9 White 

10 Black 

Code Calor 
No. Combination 

135 White/Black 
125 White/Red 
128 White/Gre.n 
127 White/Yellow 
129 White/llue 
124 White/Brown 
126 White/Orange 
131 White/Gray 
130 White/Yiolet 

TYPE MW-GLASS BRAID-SHIELDED-1OOOV-80C I 

I 
I Insulation 

Type AWG & Thickness 
Designation (Stranding) (Inch) 

MW-C-22-(7)-BS 22(7x30) .017 

MW·C·20-(10)-BS 20(10x30) .017 

MW-C-18-(16)·BS 18(16x30) .017 

MW·C·16·(26)-BS 16(26x30) .019 

MW-C-14-(41).BS 14(41 x30) .020 
MW-C-12.(65)·8S 12(65x30) .020 

Nom. 
O.D, 
(Inch) 

.102 

.108 

.118 

.136 

.149 

.168 

Tinned copper, vinyl insulated. Medium 
wall, lacquered glass braid, tinned cop­
per shield overall. 

Stock Colors on Standard Spools Color Coding 

Vinyl insulation. White only. (9) 
100' 500' 1000' 

9 9 9 

9 9 9 

9 9 9 

9 9 9 

9 9 9 

9 9 9 

TYPE MW-NYLON JACKET-l000V-90C I 
Tinned copper, vinyl insulated. Medium 
wall, clear nylon jacket overall. 

,InSUlatiOn I Nom. Stock Colors on Standard Spools Color Coding 
Type AWG & Thickness O.D. 

Designation (Stranding) (Inch) (Inch) 100' 500' 

M W -C-22(7)-J 22(7x30) .017 .069 ~ Ihru 10 1 Ihru 10 
14 Ihru 22 14thru22 

MW-C-20-(10)-J 20(10x30) .0-17 .075 1 Ihru 10, 1 Ihru 10 
14 Ihru 22 '14 thru 22 

MW-C-18(16)-J 18(16x30) .017 .086 1 thru 10 1 Ihru 10 
14 thru 22 14 Ihru 22 

MW-C·16-(26)-J 16(26x30) .019 .106 1 thru 10 1 Ihru 10 
14 thrw 22 14 thru 22 

MW-C,14-(41)-J 14(41x30) .020 .119 1,3 Ihru 5, 1,3 thru 5, 
9,10 9, 10 

MW.C-12-(65):J 12(65x30) .020 .139 2,9,10 2,9,10 

BELDEN PAGE 17 
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1000' 

1 thru 10 
14 Ihru 22 

1 thru 10 
14 thru 22 

1 thru 10 
14 thru 22 

1 Ihru 10 
14 thru 22 

1,3 Ihru 5, 
9,10 

2,9,10 

Code Color 
No. Combination 

1 Brown 
2 Red 
3 Orange 
4 Yellow 
5 Green 
6 Lighl Blue 
7 Yiolel (Purple) 
B Gray (Slale) 
9 While 

10 Black 

(ode Color 
No. Combination 

14 While/Black 
IS While/Red 
16 White/Green 
17 White/Yellow 
18 White/Blu. 
19 While/Brown 
20 While/Orange 
21 White/Gray 
22 While/Yiolel 
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SECTION 6000 

- mil-W-76B-plastic wire 

Trade 
Number 

NEW 8588 
NEW 8587 
NEW 8586 
NEW 8585 
NEW 8584 
NEW 8583 
NEW 8582 
NEW 8581 
NEW 8580 

TYPE HW-VINYL-Gauges 16-22 2500V, Gauges 6-14 600-80C 

Insulation Nom. 
Type AWG& Thickne .. O.D. 

Designation (Stranding) (Inch) linch) 

HW·C-22(7)-U 22(7x30) .Oj4 .098 

HW·C·20·(10)·U 20(IOx30) .034 .104 

HW -C-18( 16)-U 18(16x30) .034 .114 

HW·C· 16·(26l.U 16(26x30) .034 .128 

HW·C-14·(41 l-U 14(41x30) .048 .171 

HW·C·12.(6Sl·U 12(6Sx30) .048 .191 
HW·C·l 0·(1 OS),U 1 0(1 OSx30) .048 .214 

HW·C·8·(133)-U 8(133.x29) .048 .261 
HW·C·6.(133)·U 6(133x27) .048 .296 

. Tinned copper, vinyl insulated.· Heavy wall. 

Stock Colors on Siondard Spools 

100' 500' 1000' 

I thru 10 I thru 10 I thru 10 

I thru 10 I thru 10 I thru 10 

I thru 10 I thru 10 1 thru 10 

2,9,10 2,9,10 2,9,10 
2,9,10 2,9,10 2,9,10 
2,9,10 2,9,10 2,9,10 

2,9,10 2,1/,10 2,9,10 

2,9,10 2,9,10 2,9,10 
2,9,10 2,9,10 2,9,10 

Color Coding 

Code Color 
No. Combinotion 

1 Brown 
2 Red 
3 Orange 
4 Yellow 
5 Green 

Code Color 
No. Combinotion 

6 Light Blul 
7 Violet (purple) 
8 Gray (slate) 
9 White 

10 alack 

I TYPE HW-GLASS BRAID-600V-BOC I 

I 

I 

Trade Type 
Number Designation 

NEW 8591 HW·C· 10·( 1 OS)·8 

NEW 8590 HW·C·8·(133)·B 

NEW 8589 HW·C·6.(133)·B \ 

Trade Type 
Number Designation 

NEW 8572 LW·C·30·(7)·U 

NEW 8571 LW.C-28(7)-U 

NEW 8570 LW·C-26(7)·U 
NEW 8569 LW-C-24(7)-U 

NEW 8568 L W -C-22(7}·U 
NEW 8567 LW·C·22.(10).J 

Insulation Nom. 
AWG& Thickness O.D. 

(Stranding) (Inch) (Inch) 

10(10Sx30) .048 .232 
8(133x29) .048 • 279 
6(133x27) .048 .314 

Tinned capper, vinyl insulated. Heavy wall, lacquere'd 
glass braid. 

Siock Colors on Standard Spools Color Coding 

100' 500' 

9, 12S, 132 9, 12S. 132 

9, 12S, 132 9,125,132 
9,125,132 9.125,132 

1000' 

9,125,132 

9,125,132 . 

9,125,132 

Code Color 
No. Combination 

9 White 
132' White/Black 
125 White/Red 

TYPE LW-VINYL-300V-BOC I 
Tinned copper, vinyl insulated. Light wall. 

Insulatl",n Nom. Stock Colors on Siondard Spools Color Coding 
AWG& Thickness O.D. 

(Stranding) (Inch) (Inch) 100' 500' 1000' 
Code Color Code Color 
No. Combination No. Combination 

30(7x38) .011 .034 1 thru 10 1 thru 10 I thru 10 1 Brown 14 White/Black 
2 Red 1 S. White/Red 

28(7x36) .011 .037 1 thru 10 1 thru 10 1 thru 10 
26(7x34) .011 .041 14 thru 22 14 thru 22 14 thru 22 

24(7x32) .01 i .046 1 thru 19 1 thru 19 1 thru 19 

3 Orange 16 White/Green 
4 Yellow 17 White/Yeliow 
5 Green 18 White/Blue 
6 Light Blue 19 White/Brown 

22(7x30) .012 .054 1 thru 10 1 thru 10 1 thru 10 
20(10x30) .012 .060 14 thru 22 14 thru 22 14 thru 22 

7 Violet (purple) 20 White/Orange 
8 Gray (slate) 21 White/Gray 
9 White 22 White/Violet 

10 Black 

TYPE LW-NYLON JACKET -300V-90C I 
····iii.ii;; .......... ; ....... ;;:;;;;;;; ... /;;l'··;1 ; .... '.~ Tinned copper, vinyl insulated. Light wall, clear nylon 

jacket overall. 

Trade Type AWG& 
Number Designation (Stranding) 

NEW 8579 LW·C·30.(7.l.J 30(7x38) 

NEW 8578 LW.C-28(7)·J 28(7x36) 
NEW 8577 LW-C-26(7).J 26(7x34) 
NEW 8576 L W .C-24(7)-J 24(7i<32) 
NEW 8575 LW-C-24(7)-J 22(7x30) 
NEW 8574 LW·C·22.(10).J 20(10x30) 

Insulation Nom. Stock Colors on Standard Spools 
Thlcr"ess O.D. 

(Inch) (Inch) 100' 500' 1000' 

.011 .039 1 thru 10 1 thru 10 1 thru 10 

.011 .042 1 thru 10 1 thru 10 1 thru 10 

.011 .046 14 thru 22 14thru22 14 thru 22 

.011 .051 1 thru 19 1 thru 19 1 thru 19 

.012 .059 1 thru 10 1 thru 10 lthru 10 

.012 .065 14 thru 22 14 thru 22 14 thru 22 

BELDEN PAGE 18 

Color Coding 

Code Color 
No. Combination 

1 Brown 
2 Red 
3 Orange 
4 Yellow 
5 Green 
6 Light Blue 
7 Violet (purple) 
a Gray (slate) 
9 Whit. 

10 Black 

Code Color 
No. Combination 

14 White/Black 
15 White/Red 
16 White/Green 
17 White/Yeliow 
18 White/Blue 
19 White/Brown 
20 White/Orangi 
21 White/Gray 
22 White/Violet 

Page 1524 • The MASTER - 26th Edition' See Prices on four pages preceding Belden Page 1 © U.c.P., Inc. 



SECTION 6000 

- mil-W-16878D plastic wire 

Trade 
Number 

NEW 8599 
NEW 8598 
NEW 8597 

8505. 
8509 
8504 

8508 
8503 

8507 
8502 

8506 
8501 

8500 

Trade 
Number 

NEW 8596 
NEW 8595 
NEW 8594 

8515 
8519 
8514 

8518 
8513 

8517 
8512 

8516 
8511 

8510 

© U.c.P., Inc. 

Type 
De,ignatlon 

8·32 

8·30 

8·28 

8·26 

8:24 

8·24 

8·22 

8·22 

8·20 

8·20 

8·18 

8·18 

8·16 

TYPE B-VINYL-600V-l0SC I 
Tinned copper, vinyl insulated. 

In.ulatlon Nom. Stock Color. on Standard Spool. Color Coding 
AWG& Thlckne •• 0.0. 

(Stranding) (Inch) (Inch) 100' 

32(7x40) .010 .029 .1 thru 10 

30(7x38) .010 .032 " 
. 28(7x36) .010 .035 1 thru 10 

14thru22 

26(7x34) .010 .039 " 
24(19x36) ,010 .045 9,14·22 

24(7x32) .010 .044 1 thru 10 
14 thru 22 

22(l9x34) .010 .051 9,14·22 

22(7x30) .010 .050 1 thru 10 
14thru22 

20(19x32) .0lO .059 9,14·22 

20(7x28) .010 .058 1 thru 10 
14thru22 

18(19x30) .010 .069 9,14.22 

18(7x26) .010 .068 1 thru 10 
14 thru 22 

16(19x29) .010 .077 " 

500' 

1 thru 10 

" 
1 thru 10 

14 thru 22 

" 
-

1 thru 10 
14 thru 22 

-
1 thru 10 

14 thru 22 

-
1 thru 10 

14thru22 

-
1 thru 10 

14 thru 22 

" 

1000' 

1 thru 10 

" 
1 thru 10 

14 thru 22 

" 
9,14·22 

1 thru 10 
14 thru 22 

9, 14·22 

1 thru 10 
14 thru 22 

9,14·2.2 

1 thru 10 
14 thru 22 

9,14.22 

1 thru 10 
14 thru 22 

" 

Coda Color 
No. Combination 

1 Irown 
2 Red 
3 Orang. 
4 Vallow 
5 Green 
6 light Ilu. 
7 Yiolat (Purple) 
8 Gray (Slate) 
9 White 

10 Ihltk 

Code Color 
No. Combination 

14 Whit./llack 
15 White/led 
16 White/Green 
17 White/V.Uow 
18 White/llue 
19 White/lrown 
20 White/Orange 
21 White/Gray 
22 White/Yiole, 

TYPE B-VINYL-NYLON JACKET-600V-llSC I 

Type AWG& 
De.lgnatlon (Stranding) 

8·32 32(7x401 

8·30 30(7x38) 

8·28 28(7x36) 

8·26 26(7x34) 

8·24 24(19x36) 

8·24 24(7x32) 

8·22 22(19x34) 

8·22 22(7x30) 

8·20 20(19x32) 

8·20 20(7x28) 

8.18 18(19x3Q) 

8.18 18(7x26) 

8.16 16(19x29) 

In.ulatlon Nom. 
Thlckne .. 0.0. 

(Inch) (Inch) 

.010 .035 

.010 .038 

.010 .041 

.010 .045 

.010 .051 

.010 .050 

.010 .057 

.010 .056 

.010 .065 

.010 .064 

.010 .075 

.010 .074 

.( " .083 

Tinned copper, vinyl. insulated, nylon 
it iacket overall. 

Stack Color. on Standard Spool, Color Coding 

100' I 500' 

1 th~u 10 1 thru 10 

" " 
1 thru 10 1 thru 10 

14 thru 22 14 thru 22 

" " 
" -

1 thru 10 1 thru 10 
14thru22 14 thru 22 

" -
1 thru 10 1 thru 10 

14 thru 22 14 thru 22 

" -
1 thru 10 1 thru 10 

14 thru 22 14thru22 

9, 14·22 -
1 thru 10 1 thru 10 

14 thru 22 14thru22 

" " 

1000' 

1 thru 10 

" 
1 thru 10 

14 thru 22 

" 
" 

1 thru 10 
14thru22 

" 
1 thru 10 

14thru22 

" 
1 thru TO 

14 thru 22 

9, 14·22 

1 thru 10 
14thru22 

" 

Code (alar 
No. Combination 

1 Irown 
2 R.d 
3 Orange 
4 vaUow 
5 Green 
6 light Ilue 
7 Yiolet (Purple) 
8 Gray (Slole) 
9 While 

10 Black 

Cod. Color 
No. Combinllion 

14 White/alack 
15 While/Red 
16 Whit./Green 
17 White/veUow 
18 Whita/llue 
19 White/lrown 
20 Whil./Orange 
21 While/Gray 
22 While/Violet 
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SECTION 6000 

- mil-W-16878D plastic wire 

Trade 
Number 

NEW 8955 
NEW 8954 

NEW 8953 
NEW 8952 
NEW 8951 
NEW 8950 

I 

Trade 
Number 

NEW 8961 
NEW 8960 

NEW 8959 
NEW 8958 
NEW 8957 
NEW 8956 

I 

Trade 
Numbe. 

NEW 8972 
NEW 8971 

NEW 8970 
NEW 8969 
NEW 8968 
NEW 8967 
NEW 8966 

NEW 8965 
NEW 8964 
NEW 8963 

Type 
Designation 

C-24 

C-22 

C-20 

C-18 

C-16 

C-14 

TYPE C VINYL-10OOV-10SC I 

Insulation Nom. 
AWG& Thickness 0.0. 

(Stranding) (Inch) (Inch) 

24(7x32) .018 .O~O 

22(7x30) .018 .066 

20(7x28) .018 .074 

18(7x26) .018 .084 

16(19x29) .018 .093 
14(19x27) .018 .107 

Tinned copper, vinyl insulated 

, Stock Colors on Standard Spools 

100' 500' 1000' 

9,14thru22 9, 14thru 22 9,14thru22 
1 thru 10 1 thru 10 1 thru 10 

14 Ihru 22 14 thru 22 14 thru 22 

" " " 
" " " 

9,14thru22 9,14thru22 9,14thru22 

" " " 

Color Coding 

Code Color 
No, Combinalion 

1 Brown 
2 Red 
3 Orange 
4 Yellow 
S Green 
6 lighl Blue 
7 Violel (purple) 
8 Gray (slale) 
9 White 

10 Bla,k 

Code Calor 
No, Combinalion 

14 White/lla,k 
1 S While/Red 
16 While/Green 
17 While/Yellow 
18 White/llue 
19 While i Brown 
20 While i Orange 
21 While Gray 
22 WhileViolel 

TYPE C-VINYL-NYLON JACKET-1OOOV-llSC I 

'Type 
Designation 

C-24 
C-22 

C-20 

C-18 

C-16 

C-14 

Type 
Designation 

0-24 

0-22 

0-20 

0-18 

0-16 

0-14 
0-12 

0-10 

0- 8 

0- 6 

Insulation Nom. 
AWG&. Thickness 0.0. 

(Stranding) (Inch) (Inch) 

24(7x32) .018 .066 
22(7x30) .018 .072 

.20(7x28) .018 .080 
18(7x26) .018 .091 
16(19x29) .0\8 .100 
14(19x27) .018 .114 

Tinned copper, vinyl insulated, 
Nylon jacket overall, 

Stock Colors on Standard Spools Color Coding 

100' 500' 

9,14thru22 9,14thru22 
1 thru 10 1 thru 10 

14 thru 22 I 14 thru 22 

" " 
" " 

9,14 thru 22 9,14thru22 

" " 

1000' 

9, 14thru 22, 

1 thru 10 
14 thru 22 

" 
" 

9, 14thru 22 

" 

Code Color 
No. Combination 

1 Brown 
2 Red 
3 Orange 
4 Yellow 
S Green 
6 light Blue 
7 Violel (purple) 
8 Gray (slate) 
9 White 

10 Bla,k 

Code Calor 
No. Combination 

14 White/Bla,k 
1 S White/Red 
16 White/Green 
17 White/Yellow 
18 White/Blue 
19 While/Brown 
20 White/Orange 
21 White/Gray 
22 White/Violel 

TYPE D-VINYL-lOOOV-10SC I 

Insulation 
AWG& Thickness 

(Stranding) (Inch) 

24(7x32) .030 

22(7x30) .030 

20(7x28) .030 
18(7x26) .030 
16(19x29) .030 
14(19x27) .030 
12(19x25) .035 

10(37x26) .035 
8(133x29) .040 
6(133x27) .040 

Tinned copper, vinyl insulated. 

Nam. Stock Colors on Standard Spools 
0.0. 

(Inch) '100' 500' 1000' 

.084 9, 14thru 2,2 9,14 Ihru 22 9, 14 Ihru 22 

.090 1 Ihru 10 1 Ihru 10 1 Ihru 10 
14 thru 22 I 14 Ihru 22 14 thru 22 

.098 " " " 

.108 " " " 

.117 9. 14thru 22 9,14thru22 9,14thru22 

.131 " " " 

.160 1,ilru 10 1 thru 10 1 Ihru 10 
14 Ihru 22 14 Ihru 22 14 Ihru 22 

.181 " " " 

.245 " " " 

.290 " " " 
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Color Coding 

Code Coior 
No', Combination 

1 .rown 
2 Red 
3 Orange 
4 Yellow 
S Green 
6 light Blue 
7 Violel (purple) 
8 Gray (slate) 
9 White 

10 Bla,k 

Code Color 
No. Combination 

14 White/Bio,k 
1 S White/Red 
16 White/Green 
17 White/Yellow 
i 8 While/Blue 
19 White/Brown 
20 White/Orange 
21 While/Gray 
22 While/Violet 
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SECTION 6000 

- mil-W-16878D 

I 

Trade Type 
Number Designation 

8300 E-30 

8301 E-28 

8302 E-26 

8303 E-24 

8304 E-24 

8305 E-22 

8306 E-22 

8307 E-20 

8308 E-20 

8309 E-18 

8310 E-16 

TYPE E-TFE TEFLON*-600V-200C I 
Concentr'ically stranded silver coated 
copper conductor, e"truded TFE Teflon 
insulated 

Nom. Stock Colors oil Standard Spools Color Coding 
AWG& O.D. 

(Stranding) (Inch) 25',50' 

30(7,,38) .032 1 thru 10 
28(7,,36) .035 1 thru 10 

26(7,,34) .039 1 thru 10 
24(19,,36) .044 1 thru 10 
24(7,,32) .044 1 thru 10 

22(7,,30) .050 1 thru 10 
22(19,,34) .050 I thru 10 

20(19,,32) .058 1 thru 10 
20(7,,28) .058 1 thru 10 
18(19x30) .069 1 thru 10 

16(19,,29) .080 1 thru 10 

100',250' 500' 

1 thru 10 1 thru 10 

1 thru 10 1 thru 10 

I thru 10 I thru 10 

I thru 10 1 thru 10 

I thru 10 I thru 10 

I thru 10 1 thru 10 

1 thru 10 I thru 10 

1 thru 10 1 thru 10 

I thru 10 I thru 10 

I thru 10 1 ihru 10 
1 thru 10 1 thru 10 

1000' 

1 thru 10 

1 thru 10 

I thru 10 

1 thru 10 

I thru 10 

I thru 10 

1 thru 10 

1 thru 10 

I thru 10 

I thru 10 

1 thru 10 

Code Color 
No. Combinati,n 

I Irown 
2 led 
3 Orange 
4 'ellow 
S Green 

Code C,lor 
No. Combination 

6 light Ilue 
7' Violet (purple) 
• Gray (slate) 
9 White 

10 IlOEk 
13 Dark lIue 

·TEFlON: Ou Pont trode name for TetraRuorethy'ene ReSIn. 

I 

Trade Type 
Number De,lgnatlon 

8320 EE-30 

8321 EE-28 

8322 EE-26 

8323 EE-24 

8324 EE-24 

8325 EE-22 

8326 EE.22 

8327 EE-20 

8328 EE·20 

8329 EE-18 
8330 EE-16 

TYPE EE-TFE TEFLON-l000V-200C I 

Nom. 
AWG& O.D. 

(Stranding) (Inch) 

30(7,,38) .042 
28(7,,36) .045 
26(7,,34) .049 
24(19,,36) .054 
24(7,,32) .054 
22(7,,30) .060 
22(19,,34) .060 
20(19,,32) .068 
20(7,,28) .068 
18(19,,30) .079 
16(19,,29) .089 

Concentrically stranded silver coated 
copper conductor, e"truded TFE Teflon 
insulated 

Stock Colors on Standard Spools Color Coding 

25',50' I 100',250' I 500' 1000' 

1 thru 10 1 thru 10 1 thru 10 1 thru 10 Code Color Code Color 
1 thru 10 1 thru 10 1 thru 10 I thru 10 No. Combination No. Combination 

I thru 10 I th'ru'IO I thru 10 1 thru 10 
I thru 10 1 thru 10 1 thru 10 I thru 10 I Irown 6 light Blue 

1 thru 10 I thru 10 I thru 10 I thru 10 
1 thru 10 I thru 10 I thru 10 I thru 10 

2 Red 7 Violet (purple) 
3 Orange • Gray (slale) 
4 'ellow 9 While 

I thru 10 I thru 10 1 thru 10 1 thru 10 S Green 10 Black 

1 thru 10 I thru 10 1 thru 10 I thru 10 13 Dark II.e 

1 thru 10 I thru 10 1 thru 10 1 thru 10 
1 thru 10 I thru 10 I thru 10 I thru 10 
1 thru 10 I thru 10 I thru 10 I thru 10 

*TEFlON: Ou Pont Irade name for TetroRuorethy'ene Res/n. 

I 
UL-600V- 90C 

w· 
Insulation 

Trade AWG& Thickness 
Number (Stra nding) (Inch) 

8937* 22(7,,30) .016 

8936* 20(10,,30) .017 

8935* 18(16,,30) .017 

8934* 16(26,,30) .017 

8933 14(41x30) .031 

See above chari for color coding. 

UL TYPE HOOK-UP AND LEAD WIRES 

UL-600V-l05C (CSA 600V-90C) 
Tinned copper, vinyl insulated, 
cotton braid, lacquered 

Nom. Standard 
OD. Stock Spool 
(Inch) Colors Lengths In ft 
.091 1,2,3,4,5 100, 1000 

9,10,13 

.098 1,2,3,4,5 100, 1000 
9,10,13 

.113 1,2,3,4,5 100,1000 
9,10,13 

.126 1,2,3,4,5 100,500 
9,10,13 

.177 1,2,3,4,5 100,500 
9,10,13 

• UL rated 600V for eledronlc C"CUltS o"iy 

Insulation 
Trade AWG& Thickness 

Number (Stranding) (Inch) 

8920 22(7,,30) .031 

8919 20(10x30) .031 
8918 18(16,,30) .031 

8917 16(26,,30) .031 

8916 14(41x30) .031 

300V for oth..,. opp/it6tion.. See abo .. e chari for color coding. 
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Nom. 
O.D. ' Stock 

(Inch) Colors 
.095 1,2,3,4,5, 

9,10,13 

1,2,3,4,5 
.102 9,10,13 

.112 1,2,3,4,5, 
9,10,13 

.126 1,2,3,4,5 
9,10,13 

.141 1,2,3,4,5 
9,10,13 

I 

Standard 
Spool 

Lengths In ft. 

100, 1000 

100,1000 

100,1000 

lOCI, 500 

100,500 
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-I 
Trade 

Number 

NEW 8541 

NEW 8542 

NEW 8543 

NEW 8544 

NEW 8545 

NEW 8546 

NEW 8559 

NEW 8558 

NEW 8557 

NEW 8556 

NEW 8555 

NEW 8554 

NEW 8553 

NEW 8552 

NEW 8551 

NEW 8550 

NEW 8549 

NEW 8548 

NEW 8547 

Trade 
Number 

NEW 8855 

NEW 8854 

NEW 8853 

NEW 8852 

NEW 8851 

NEW 8850 

SECTION 6000 

mi"l-W-5086A & mil-C-7078A 
aircraft power & lighting cables 

MIL-W-S086A-TYPES 1 & 2-600V 

Unshielded 

MIL Type AWG& Nom. Spec. Stock Color. on Standard Spools 
Designation (Stranding) 0.0. Type 100 500 1000 

AN-22 22(19x34) .068 No.1 9 9 9 

AN·20 20(19x32) .078 No. I 9 9 9 

AN-18 18(19x30) .088 No. I 9 9 9 

AN·16 16(19x29) .098 No.1 9 9 9 

AN·14 14(19x27) .117 No.1 9 9 9 

AN-12 12(1'9x25) .137 No. I 9 9 9 

AN-22 22(19x34) .075 No. 2 9 9 9 

AN-20 20(19x32) .085 No. 2 9 9 9 

AN-18 18(19x30) .095 No. 2 9 9 9 

AN-16 16(19x29) .105 No. 2 9 9 9 

AN-14 14(19x27) .125 No. 2 9 9 9 

AN-12 12(19x25) .143 No. 2 9 9 9 

AN-IO 10(49x27) .189 No. 2 9 9 9 

AN-8 8(133x29) .240 No. 2 9 9 9 

AN-6 6(133x27) .293 No. 2 9 9 9 

AN-4 4(133x25) .355 No. 2 9 9 9 

AN-2 2(665x30) .425 No. 2 9 9 9 

AN-O 0(1045x30) .525 No. 2 9 9 9 

AN-OO 00(1330x30) .590 No. 2 9 9 9 

MIL-C-7078A-TYPE 1-600 VOLT 
(MIL-W-S086A Type I Conductor Braided Tinned Copper Shield) 

Shielded 

MIL Type AWG& Nom. Spec. Stock Color. on Standard 511001. 
D •• ignation (Stranding) 0.0. Type 100 500' 1000' 

AN-22 22(19x34) .092 No. I 9 9 9 

AN-20 20(19x32) .102 No. I 9 9 9 

AN-18 18(19x30) .112 No. I 9 9 9 

AN-16 16(19x29) .122 Ne. I 9 9 9 

AN-14 14(19x27) .141 No.1 9 9 9 

AN-I 2 12(19x25) .161 No.1 9 9 9 
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Color Coding 

White only 

Additional Description 

MIL-W-S086A-Typa I 
AN-22 thru AN-12. 

I 

Stronded tinned copper, 
white vinyl, clear nylon jacket 
insulation. 

MIL-W-5086A-Type II 
AN-22 thru AN-12 
Stranded tinned copper, 
white vinyl insulation, 
saturated glass braid, 
elear nylon jacket. 

. MIL-W-S086A-Type" 
AN-I0 thru AN-DO 
Stranded tinned copper, 
white vinyl insulation, 
saturated glass braid, 
nylon braid, nylon lacquer. 

Color Coding 

White only 

Additional D •• criptlon 

Stranded tinned copper, 
white vinyl insulation 
nylon jacket, braided 
tinned copper sl'lield 

Page 1528 • The MASTER - 26th Edition See Prices on four pages preceding Belden Page 1 © U.c.P., Inc. 



SECTION 6000 

48 kits-general purpose hook up wire 
I KITS-HOOK-UP WIRE ON RACKS I I GENE.RAL-PURPOSE HOOK-UP WIRES I 

Specify Trade 
Number 8800 
for Rack only 

Rand D Labs 
Engineers .. . 
Servicemen .. . 
Hobbyists ••. 

Each kit contains an assortment of Hook·Up Wire colors and types plus 
a portable metal dispenser rack for workbench or wall mounting. The 
dispenser rack provides a complete, compact, and convenient wire de· 
partment for every working area. 

Trade No. of Spool Type of 
Number Spools Lenglhs Wire Colors in Kil 

8818 8 25' 20 solid, cellulose 1,2,3,4,5,6, 
acetate (8941-25) 9,10 

8819 5 100' 20 solid, cellulose 2,5,6,9,10 
acetate (8941-100) 

8820 8 25' 20 stranded, cellulose 1,2,3,4,5,6 
acetale (8943-25) 9,10 

8821 5 100' 20 stranded, cellulose 2,5,6,9,10 
acetate (8943-100) 

8822 10 25' 20 solid, Type M W 1,2,3,4,5,6, 
vinyl (8529-25) 7,8,9,10 

8823 5 100' 20 Solid, Type MW 2,5,6,9,10 
vinyl (8529-100) 

8824 8 25' 20 stranded, Type MW 1,2, 3,4,5,6, 
vinyl (8523-25) 9,10 

8825 5 100' 20 stranded, MIL·W· 9,14,15,16, 
168780 vinyl (8507- 17 
100) 

8826 5 100' 22 stranded, MIL·W. 9,14,15,16, 
168780 vinyl (8508- 17 
100) 

8827 5 100' 22 stranded, MIL·W· 2,5,6,9,10 
168780 vinyl.nylon 
(8518.100) 

Tinned copper, cellulose acetate wrap, cellulose acetate braid lac· 
quered. . 
Nom. d·c Insulation Resistance-200 megohms/ft. Nom. Breakdown 
Voltage- 1 000. 

Nom. Slandard 
Trade AWG & O.D. Slock Spool 

Number (Slranding) (Inch) Colors Lenglhs in fl. 

8941 20(50Iid) :072 1,2,3,4,5,6,9,10 25,100,1000 

8943 20(10x30) .076 1,2,3,4,5,6,9,10 25,100,1000 

8945 18(Solid) .080 2,4,5,6,9,10 25,100,1000 

894.7 18(16x30) .087 2,4,5,6,9,10 25, 100,1000 

8942 16(26x30) .099 2,5,10 100,1000 

8938 14(41x30) .115 2,10 100,500 

I INDOOR ANTENNA WIRE I 
& 

Tinned copper, chrome vinyl insulated. 

Insulalion Nom. Slandard 
Trade AWG & Thickness O.D. Spool 

Number (Stranding) (Inch) (Inch) Lenglhs in fl. 

8014 25(l3x36) .010 .044 25,500 

COLOR CODING 

Stock Colors. First color in stripe combination is body color and second 
or third colors are stripes (White/Black/Red) 

Code Code 
No. Color Combinalion No. Color Combination 

1 Brown 16 White/Green 
2 Red 17 White/Yellow 
3 Orange 18 White/Blue 
4 Yellow 19 White/Brown 
5 Green 20 White/Orange 
6 Light Blue 21 White/Gray 
7 Violet (purple) 22 White/Violet 
8 Gray (slate) 23 White/Black/Red 
9 White 24 White/Black/Green 

10 Black 25 White/Black/Yellow 
11 Tan 26 White/Black/Blue 
12 Pink 27 White/Black/Brown 
13 Dark Blue 28 White/Black/Orange 
14 White/Black 29 White/Black/Gray 
15 White/Red 30 White/Block/Violet 

I SHIELDED HOOK-UP and GRID WIRES 

Insulalion 
Insulation Nom. Suggested Resistance Standard 

Trade AWG & Thickness 0.0. Working Breakdown megohms per (ap. Spool 
Descrlplion Numb.r Stranding (Inch) (Inch) Voltage Voltage 1000 feet (mmf/ft) Lengths in ft 

8885 20(lOx30) .015 .117 1500 4000 300 80 15,25,100,500 

Tinned copper, rubber insulated, cellulose acetate braid, lacquered, tinned copper braid shield. 

8206 I 18(7,,27) 1 .040 I .156 I 115,50,100,2501 

Tinned copper, rubber Insulated, tinned copper braid shield. 
For additional .hie/ded hoole.up wire • • ee Military Specification Type. on Page. 17, 18 & 23. 
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SECTION 6000 

~ shielding, bus bar and 
~ accessory wires 
I SHIELDING AND BONDING CABLES I I·-----B-U-S-B-A-R-W-IR-E----.. ' 

_ Braided tin copper. Solid Tinned Copper 

Approx. Nom. Standard 
Trade Cir. Mil. I.D. Spool 

Number Stranding Area (Inch) Lengths in ft 

NEW 
8676 16,,36 400 1h2 10, SO, 250 

NEW 
8674 24,,36 600 %.t 10, SO, 250 

8660 96,,34 3,800 V. 10, SO, 250 

8668 120,,34 4,700 '''''' 10, SO, 250 

8663 160x34 6,300 'A 10, SO, 250 

8661 192,,34 7,600 % 10, SO, 250 

8669 336,,34 13,300 V2 10, SO, 250 

NEW 
8672 528,,36 13,200 % 10, SO, 250 

8662 576x34 22,900 2%2 10, SO, 250 

NEW 
8670 480,,30 48,000 '% 10, SO, 250 

NEW 
8671 832x36 20,800 1 10, SO, 250 

For additional sizes, see current BRAIDED AND STRANDED COPPER 
CABLE CATALOG. 

LEAD-iN WIRE 

Nom. Standard 
Trade O.D. Spool 

Number AWG (Inch) Lengths In ft 

8027 34 .006 100,1000 

8026 32 .008 100,1000 

8025 30 .010 100,1000 

8024 28 .012 100,1000 

8023 26 .016 100,1000 

8022 24 .020 100,1000 

8021 22 .025 100, 1000 

8020 20 .032 100,1000 

8019 18 .040 100,1000 

8013 16 .050 100,1000 

8012 14 .064 100,1000 

8011 12 .080 100 

PRIMARY WIRE-MARINE AND AUTO 
S.A.E. TYPE G.P.T. 

Bare capper, vinyl insulated. 

Inlulatlon Nom. I I Trade AWG& Thlckne .. O.D. Standard 

Trade 
Number 

8200 

I 

Trade 
~umber 

8677 

8675 

8673 

AWG& 
(Stranding) 

18 (7x27) 

Tinned copper, black 
rubber insulated. 

Insulation Nom. Standard 
Thickness O.D. Spool 

(Inch) (Inch) Lengths in ft 

.040 .126 100,500, 1000 

DUPLEX PRIMARY WIRE I 
Tinned copper, vinyl insulated, 
conductors parallel, chrome 
vinyl iacket. 

Standard Spools: 100 and 500 feet 

Insulation Jacket Nom. 
. AWG& Thickness Thickness O.D • Color 

(Stranding) (Inch) (Inch) I (Inch) Coding 

16 (19,,29) .032 .022 164".276 Brn, Red 

14 (19,,27) .037 .022 189x.326 8rn, Red 

12 (19x25) .040 .022 213" .384 Brn, Red 

Number 

8685 

8684 

8683 

8682 

8681 

8680 

I 

Trade 
Number 

8666 
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(Stranding) (Inch) (Inch) Color Spool 

16 (19,,29) .023 .102 Black 100 

14 (19,,27) .023 .117 Green 100 

12 (19,.25) .026 .142 Red 100 

10 (19,,23) .031 .175 White 100 

8 (19x2J) .037 .219 Chrome 100 

6 (37x21) .043 .290 Chrome 100 

7 MM IGNITION WIRE 

Tinned Copperweld, POL YSIL * 
clear plastic insulation. 

. *Belden Tradema,k 

Standard Spool: 100 feet 

Insulation Nom. 
AWG& Thickness O.D. Color 

(Stranding) (Inch) (Inch) Coding 

20 (7,,28) .121 .274 Clear 

I 
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I SECTION 6000 J 

- magnet wire 

I BELDENAMEL * (E) 

V4 Pound Spool V2 Pound Spool 

Nylclad magnet wire combines the most desirable features of Formvar 
with the well-known toughness and solvent resistance of Nylon enamel. 

For difficult and exacting windings, these plus values may represent the 
difference between low and high reiections. 

Nylclad will out-perform all other A.I.~.E., Class A, film-coated wires with 
respect to: (1) ability to withstand winding abuse and forming operations; 
(2) resistance to the solvent action of insulating varnishes and all types of 
thinners; (3) resistance to softening at elevated temperatures; 
(4) solvent crazing; (5) windability. 

I I NYLCLAD* (HNC) 

V2 Pound Spool 1 Pound Spool 

I 
Turns per Turns pe Turns per Turns per 

Approx. Approx. Lineor Square Approx. Approx. Linear Square 
Size Trade Length Trade Length Inch Inch Size Trade Length Trade Length Inch Inch 

Number (Feet) Number (Feet) Number (Feet) Number (Feet) 

14 • r'" '" . 8047 40 15.2 231 14 8059 40 8073 80 14.9 222 

16 ..... . ... 8048 63 19.1 365 16 8060 63 8074 126 18.6 346 

18 .... . .... 8049 100 23.9 571 18 8061 100 8075 199 23.2 538 

20 .... . .... 8050 160 29.9 894 20 8062 157 8076 315 28.9 835 

22 .... , .... 8051 254 37.4 1399 22 8063 250 8077 501 36.0 1296 

24 . . .. . .... 8052 404 46.9 2200 24 8064 396 8078 793 44.7 1998 

26 .. . .... 8053 645 59.0 3481 26 8065 630 8079 1260 55.7 3102 

28 8040 510 8054 1020 73.8 5446 28 8066 995 8080 1990 69.4 4816 

30 8041 807 8055 1615 92.2 8501 30 8067 1570 8081 3140 86.2 7430 

32 8042 1257 8056 2515 114.0 12996 32 8068 2440 8082 4880 106.0 11236 

34 8043 2030 8057 4060 144.0 20736 34 8069 3930 8083 7860 133.0 17689 

36 8044 3200 8058 6400 180.0 32400 36 8070 6200 8084 12400 167.0 27889 

38 8045 5070 .... . .... 225.0 50625 38 8071 9700 8085 19400 206.0 42436 

40 8046 8050 .. , .. ... 290.0 84100 40 8072 16050 8086 32100 263.0 69169 

I SOLID FORMVAR ANTENNA WIRE I I STRANDED BARE ANTENNA WIRE I 
I) 

Copper, HF Formvar insulated. Stranded bare copper. 

Nom. Standard Nom. Standord 
Trade AWG& 0.0. Spool Trade AWG& 0.0: Spool 

Number (Stranding) (Inch) Lengths in ft Number (Stranding) (Inch) Lengths in ft 

8009 14 (Solid) .067 100,200,500 8002 16 (7x24) .060 50, 75, 100, 1000 

8008 12 (Solid) .084 100, 200, 500 8000 14 (7x22) .076 50, 75, 100, 1000 

I LlTI WIRE I I VOICE COIL LEAD WIRE I 
'\~ $*rrin** i & ... hi> StU) c 1: 

Copper, Celenamel* insulated, nylon wrap. Braided bare copper wire. 

Nom. Standard Nom. Standard 
Trade 0.0. Spool Trade AWG & 0.0. spaol 

Number Stranding (Inch) Lengths in ft Number (Stranding) (Inch) Lengths in ft 

8817 5x44 .008 100 8127 25 (32x40) .024 10,500 

'Selden Trademark Reg. U. S. Pat. Off. 
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SECTION 6000 

BIRACO PLASTIC TUBING 
UL APPROVED FOR 1050 C. OPERATION - MEETS MIL·I·631C SPECS. 

A quality plastic Vinyl tubing designed for electronic and electrical insulation work. Has 
high dielectric strength, extreme fiexibiIity, non·fiammabiIity, abrasion resistance, im· 
pervIOus to oil, water, alkalies, alcohol, solvents, etc., high heat stability and resistance 
to aging. Meets all A.S.T.M. specifications, Mil. Spec. (Type F, Form U, Grades A and C, 
Class 2, Category 1). 

SPECIAL SPOOLS DIMENSIONAL TOLERANCES 
BIRACO TUBING OF BIRACO 

BIRACO TUIING 

Put UP on convenient 100' Approx. Wall 
Cat. No.'. B" 8 I.D.. A8TM Thl,knes, 

Spool, or Colis. Gau.e Sz. Ins. Tolerances, Ins. Inches 
LONGER LENGTHS AVAILABLE 36" Sp ... Size ,Approx. Lith. 24 .... 022 _ .020 - .021.._ .012±.002 

B Ie S LlthS. Spool, No. I.D. Spool 22._ .021._ .. 025 - .032 _ .012±.002 
C t. 308B ... .24 ..... 022' .... 2S' 20 034 032 039 016+ 003 a Gauge Approx. Lath. 311 B •.. 22 . . .. 021·.... 2S' - . - . - . ._. -' 
No. Size No. 1.0. Spool sis::: 313B ... 20 ..•. 034· .... 2S' 19 .... OS8 .... 044 - .036_ .016±.OO3 
308BC 314... 314B .•. 18 ..... 042· .... 2r 18 .... 042 _ .. 040 - .049 .... 016±.003 

.. 24 .... 022" ... 100' 315 ... 315B ... 16 ..... 05S· .... 2' 11._ .041_ .054 - .045_ .016±.OO3 
311BC.. 22 .... 027" ... 100' 316 ... 316B ... 14 ..... 066· .... 25', 16 ..... 05L .. 051 - .061.. .. 016±.003 

317... 317B ... 12 ..... 085· .... 25 15 059 061 051 016+ 003 
313BC.. 20 .... 034" ... 100! 325... 325B ... 10 .106· ...• IS' 14'- . 6 .-. '064 - '0 2·'- '016+'00S 
314BC 18 042" 100' 318... 318B ... 8 ..... 135· .... 15' .... 0 6.... . - . ; -.. -' 

.. .... .. . 326... 326B ... 6 ..... 166· .... Ill' 13 .. _ .016 ..... 080 - .012._ .016±.00S 
3lSBC.. 16 .... 053" ... 100' 319... 319B ......... 20S" .... 10' 12.. .. 085._ .. 081 - .089 _ .016±.003 
316BC.. 14 .... 066" ... 100' ~Y::: 320B:::,:::: :it~;~:::~' 11._ .095_ .101 - .09L .016±.003 
317BC 12 085" 100' 322... - ... % ..... S15" .... - 10_ .. 106._ .102 - .112.. .. 016±.003 

.. ....... 323 ... _ ... ';1, ..... 500' .... _ 9 . ..:. .118 __ .124 - .I1L .. 020±.OOS 
32SBC .. 10 .... 106" ... 100' 324 ... - ... % ..... 625· .... - 8 .. _ .133_ .129 - .141._ .020±.003 
318BC.. 8 •••• 135" ••• 100' Standard package 36" lengths 25 each 1... .. 148 .. _ .158 - .144._ .020±.00B 

. cillor: 6 .. _ .166._ .162 - .118 .... 020±.003 
326BC.. 6 .... 166" ... 100' 5 .. _ .186 .. _ .198 - .182 .... 020±.003 
319BC.. 4 .... 208" ... 100' In addition to Spools and Coils L .. 208_ •. 204 - .224 .... 020±.00B 
320BC.. 2 .... 263" ... 100' noted above the standard paekag· B .... 234_ .249 - .229 .... 020±.00S 

ing is as rollows on stock colors. 2._ .263 _ .. 258 - .218 _ .. 020±.003 
321BC. 11/16" ... 3125" .. 100' #24 Thru #15 .... _ ........... _ .... _.1.000' 1_ .29L .. 311 ~ .289 _ .020±.003 
322BC.. %" ... 375 ..... 100' Sort Wound Spools 0 ..... 330 .... 341 - .825._ .020±.003 
323BC.. %" ... 500" ... 100' #14 Thru.#8 ._ ... __ .. _ .... _. __ .500' ,~ •. _.315 .. ,,31211- .. S34 - .02S±.003 

, 80ft Wound Spools ~ .. _ .315._ .315 - .399 _ .025±.00S 
324BC.. %" ••. 625" ••• 100' #1 Thru #2. ___ ._._. ___ .. 250' K •... . 4B8_ .462 - .438_ .025±.003 

.327BC.. %." ••• 750" ••• 100' Sort Wound Spool. .112·- .500._ .500 - .52400 .. 02S±.003 

.360BC.. %" ... 875" ••• 100' ~.., Thru 1~-· Colls ...... _250; X •.... 56~._ .592 - .562._ .030±.003 
".'" Thru ". Va _. Coils . __ . __ 100 %._ .825 _ .625 - .655 _ .030±.005 

.361BC;. 1" •• 1.000" ••• 100' Larger Sizes __ .Colls .. _ ... 50-100' ¥4"-... 150_ .. 150 - .186 _ .. 035±.005 

.362BC .. 1%" .. 1.250" ... 50' COLORS AVAILABLE FROM ~.- .815_ .815 - .911_ .. 035±.005 
ot363BC .. 1%" .. 1.500" ... 50' STOCK: I" ..... 1.000 .... 1.000 - 1.036._ .OS5±.005 

Blilck, Red, Green, White. Vel. 11/4"····1.250 .. _1.250 -1.286 -.. 040±.005 
.328BC .. 1%." .. 1.750" ... 100' I~w, Blu •• Brown. Orange, Clear. 1~" .... 1.500 __ 1.500 -1.1136_ .045± . .o05 
.329BC.. 2" .. 2.000" ... 110' 'Cat. Nos. 360BC. 3UBC. S62BC. 1"," ... 1.750 ~.1.S12 -1.150._ .055±.008 
.364BC.. 2%" •• 2.250" ••. 100' 363BC, 364BC. S28BC. B29BC. 365BC 2" ... 2.000 ... 2.000 -2.010 -.. 060±.010 

available III Black, White and Clear 21/4"_·2.250 .. 2.250 -2.330 -.. 065±.010 
It36SBC .. 2%" .. 2.500" ... 100' trom stock. 2)1z"._2.500 .. _2.500 -2.590._ .010±.010 

IN STOCK 
'he Birnbach line of Insu· 

lated ·11 •• ving and tubing is 
the balic quality line de· 
signed for the rigid p.,form­
anc. r.quiremenh of the 
Aircra't. Electrical and Elec­
tranic Industries. 

Me.ts or exc •• d, the re­
quired Mil Specifications and 
ASTM and NEMA .tandards. 
w, invi .. your inquiries on 
.pecial problems and require­
ments. 

TABLE OF PHYSICAL 
& ELECTRICAL 

PROPERTIES 

~ 
llRACO TUIIN~ 

Tenlll, Strln,th-2500 Psi 
(Mlllmum Averag.) 

Flammablllty--Non·Flam-
mabIe 

Ultimate Elonlatlon--S40% 

R.commended for 
Temperatur .. t_105' C 

Cold. B.nd- .40' C. 

DI.lectrll Strenlth 
.020" -Wa11--81l0 V 11IJlI 

Varnish Baklng-Good 

Water AblOr,tlon 

Weight Ineraa .. 
(I Week)-o.l% 

Oil Rlilitane.-Indefinitely 
flexible when immersed In 011 

ALL THE ABOVE TUBING CAN BE ORDERED CUT AND MARKED TO YOUR SPECIFICATIONS 

BIRFLEX VINYL COATED FIBERGLASS TUBING 
(ASTM. NEMA Grade 1·1·1) tJjEETS MIL·l.3190 SPECS, 

Quality Electronic and Electrical Tubing. It is Class B Insulation that combines the best teatures ot the inorganic 
fiberglass base sleeving with heat resistant, flexible plastic insulation. Thtl plastic compound provides the highest 
electrical properties, heat stability (130 0 C.), flexibility and toughness. Meets performance requirements of specs. 
MIL·I·3190 A, NEMA VB I, ABTM D 372. 

" $ 59 *VINYL COATED 

f) •. , .,", ... 
, 

DIMENSIONAL 
TOLERANCES OF 
VINYL COATED 

FIBERGLASS 

PHYSICAL & ELECTRICAL PROPERTIES 
BIRFLEX VINYL COATED FIBERGLASS 

Class B 

Grade B-1 
SPECIAL SPOOLS 
VINYL COATED 
FIBER~LASS 

B" S' 
Cat. Gauge Apx. Lgth. 
No. Size I.D. Spool 

291V 20 .034 25' 

293V 18 .042 25' 

294V 16 .053 25' 

295V 14 .066 25' 

300V 12 .085 25' 

S07V 10 .106 20' 

SOIV .135 15' 

302V 6 .166 10' 

S05V 4 .208 10' 

soev .263 10' 

FIBERGLASS 

30" LengthS 

B"S 
Cat. Gauge A,x. 
No. Size I.D. 
291. .. . 20 ..... 034 
29S '.' . . 18 ..... 042 
294.... 16 ..... 053 
295. .. . 14 ..... 060 
300.... 12 ..... 085 
307 •.... 10 ..... 106 
30 I.... S ..... 135 
302.... 6 ..... 166 
297 •••• 3/16 .... . 20S 
298. . .• 1/4 ..•• • 2~3 

*VINYL COATED 
FIBERGLASS Size 

Put up on eon"enient 24 
100' Spools or Calls. 

B&'S 
22 

'Cat. Gauge Apx. L.th 20 
No. Size I.D. Sp ... • 

289VC 24 .022 100' 18 
290VC 22 .021 100' 16 
291VC 20 .034 1«» 14 
293VC 18 .042 100' 12 
294VC 16 .053 100' 
295VC 14 .066 100' . 10 
SOOVC 12 .085 100' 8 
S07VC 10 .106 100' 6 
SOIVC 8 .135 100' 
302VC 6 .166 100' A, 4 

Dielectric Strength •..•..••..••••..•• 4000 V. 

Temperature Bating ..•.....••••••••. 130' C. 

Low Temp. Flezlblllt7 .•••••••.•..••• -30' C. 

Non·Flammable 
[nL Resistance .......... OYer 1.000,000 KEGS. 

Corrosion Reslstallce ................ EzceUeJlt 
011 Reslatance ....................... Good 

COLORS: 
Ilack, R.d, WhIte, Yell_, Irow., 
Orant., Green, Ilue, Gray, Purple 

S05VC 4 .208 100' '4,2 Additional Sizes Available 
soavc 2 .263 100' & .3125.312-.328 of BI Irfl IlrfI T b 

*S03 .•. 5/16 ..• . 3125 'SOSVC r. .3125100' Other types raco, I ex, on u· 
*S04 ... 3/8 .... 375 '304VC % .375 100' % .315 .375'.399 Ing and sleevlng available. Write for n_ 

36" Lengths 

'299. .• 1/2 ••• • 500 '299VC 'h .500 100' ';I, .500 .500·.524 Comprehensive Catalot on Tublnt and 
'Z96 ..• 5/8 ... . 625 '296VC % .625 100' % .625 .025-.655 SI.evl",. 

ALL THE ABOVE TUBING CAN BE ORDERED CUT AND MARKED TO YOUR SPECIFICATIONS 
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SECTION 6000 

Birfl.on T-500 Tubing Is extruded from DuPont Tetrafluoroethylene Resin. Used in electronic and electrical equipment tor can­
nechon of components. Its flexibility, ease of handling has established It as the best and most popular insulation sheathing. 
This high temperature Class C insulation does not melt and flow as the conventional thermoplastic materials. Birflon T-SOO Teflon 
~as u.nlque electr!cal, chemical and mechanical properties unmatched by any other type tubing for use in applications reQuir· 
mg high frequencies and high temperatures. Because of Teflon's continuous service temperature of 250· C., which Is more 
than ~OO· C. above other materials, the soldering technique is simplified since "Tefion" is not harmed by the hot barrel of the 
soldenng iron - therefore, the assembly of aircraft, missile and electronic communication equipment is greatly speeded up. 
Thin Wall flexible Teflon Tubing can be processed easily Into flexible and rigid printed circuits. As a thin, flexible insulation, It 
permits miniaturization and compactness of design never before possible. 

TABLE OF PROPERTIES 
Test ASTM MethDd Result 

Tensile Strength, 73·F. 
Elongation, 73°F. 
Deformation Under Load-122°F. 

D63S·S2T 1500·3000 Lb/Sq. In. 
D63S-S2T 100·200% 

1200 Lb/Sq. In., 24 Hrs. D621·S1 4-S% 
2000 Lb/Sq. In., 24 Hrs. D621·S1 25% 

Hardness Durometer D676-49T D50-D65 
Heat Distortion Temp., 66 Lb/Sq. In. D64S8·4ST 250°F. 
Dielectric Strength, .OSO" 0149·44 400·500 V/MIL 
Surface Arc·Resistance D495·4ST Sec. 
Volume Resistivity D2S7·S2T 101& Ohm·CM 
Surface Resistivity, 100% R.H. D2S7·S2T 3.6x10' Megohms 
.Dielectric Constant, 60 to 10· Cycles D150-S4T 2.00 
Power Factor, 60 to 10. Cycles D1S0·S4T 0.0003 
Specific Gravity D792-S0 2.1·2.2 

Thin Wall Birflon T·500 Teflon* Tubing Dimensional Specifications 
AWG Nom. Nom. Nom. AWG Nalil. Nam. Nom. 
Size 0.0. 1.0. Wall Size 0.0. 1.0. Wall 

32 
30 
2S 
26 
24 
22 
20 
19 
IS 
17 
16 
15 
14 
13 
12 
11 
10 
9 
S 

Thlckne.. . Thickness 
.02B" .011" .OOBS" 7 . 17S" .14S" .015" 
.030" .012" .009" 6 .196'" .166" .015" 
.033" .015" .009" 5 .216" .lS6" .015" 
.03S" .01S" .010" 4 .23S" .20S" .015" 
.042" .022" .010" 3 .264" .234" .015" 
.047" .027" .010" 2 .293" .263" .015" 
.05B" .034" .012" 1 .324" .294" .015" 
.062" .03S" .012" 0 .360" .330" .015" 
.066" .042" .012" 3/S" .430" .390" .020" 
.071" .047" .012" 7/16" .493" .453" .020" 
.077" .053" .012" 1/2" .565" .515" .025" 
.083" .059" .012" 9/16" .633" .SS3" .025" 
.090" .066" .012" S/S" .700" .640" .030" 
.100" .076" .012" 3/4" .S25" . .765" .030" 
.109" .OSS" .012" 7/S" .950" .S9S" .030" 
.l19" .095" .012" I" 1.0SS" 1.025" .030" 
.130" .106" .012" 11/a" 1.210" 1.150" .030" 
.14S" .I1S" .015" 1114" 1.335" 1.275" .030" 
.163" .133" .015" 

Tolerance - Nos. 32 thru 0 - ± .003" on Wall 
Tolerance - Nos. %" thru. 1114" - .020" on I.D., .006" on Wall 

NEW THIN WALL BIRFLON T·500 
Cat. Spool B & S Cat. Spool B & S 
No. or Coli Size 

No. 
or Coil Size 

Put·Up No. Put·Up No. 
B013 *1000' 32 8003 *1000' 18 
8013 500' 32 8003 500' lB 
8013 100' 32 8003 100' 18 

8003 50' 18 B014 *1000' 30 
8003 25' 18 8014 500' 30 

8014 100' 30 8004 *1000' 16 

B015 *1000' 28 8004 500' 16 

8015 500' 28 8004 100' 16 

8015 100'.28 8004 50' 18 
8004 25' 16 

B018 *1000' 26 8005 1000' 14 
B016 500' 26 B005 * 500' 14 
B016 100' 28 8005 100' 14 

8005 50' 14 BOOO *1000' 24 
8000 500' 24 

8005 25' 14 

8000 100' 24 8006 1000' 12 
80116 * 500' 12 8000 50' 24 

8000 25' 24 8006 100' 12 
8006 50' 12 

8001 *1000' 22 8006 25' 12 
8001 500' 22 8007 1000' 10 
8001 100' 22 8007 * 500' 10 
8001 50' 22 8007 100' 10 
8001 25' 22 8007 50' 10 

8007 25' 10 
8002 *1000' 20 
8002 500' 20 8008 1000' 8 

B008 * 500' 8 
8002 100' 20 BOOB 100' 8 
8002 50' 20 8008 50' 8 
8002 25' 20 8008 25' B 

ADDITIONAL ADVANTAGES OF BIRFLON T·500 TEFLON· 
• ELECTRICAL: Low power factor, low dielectric constant, high 

volume and surface resistiVity, good dielectric strength (500 
to 1000 volts/MIL) constant over wide ranges of temperatures 
and frequencies. Dielectric constant of 2.0 and dissipation 
factor of 0.0002 are lowest of any solid dielectric. 

• THERMAL: No change of electrical properties with tempera­
ture (2S O C. to 2S0°C.) or. frequency (60 CPS to 100 MC). Class 
C insulation - capable of continuous service at temperatures 
to 250° .C. Has color stability. 

• TOUGHNESS AND FLEXIBILITY: Has high Impact strength. Is 
tough and flexible over the broad temperature range of -900 

C. to 250°C. Service range -3200 F. to Spoo F. 
• CHEMICAL INERTNESS: Completely Inert to all chemicals and 

solvents except molten alkali metais and fluorine' at elevated 
temperatures and pressures. Non·corrosive to all metals. 

• MOISTURE ABSORPTION: Zero moisture absorption. Completely 
sun and weather resistant. 

• NON.FLAMMABLE • LOWEST COEFFICIENT OF FRICTION 
• FUNGI RESISTANCE: Inert to all fungi growths. 
• SIZES: Birflon T·SOO Teflon Tubing available In 'sizes to fit 

B & S gauge wires. Thin wall available from stock, In sizes 
No. 32 thru 114" I.D. Additional sizes and wall thicknesses 
ma<le. to order. 

B!rfl •• T·580 is mille fl1llll ~i_ molecular weililt VilliJl "Tefl I." .IId 
meets AMS 3651B, 3653, 3654, 3655, MIL-C-17B and MIL-I-22129 
NOTE~ 'WII,n euttlnl Teflon Tubinl, UII lin lie edl' razor blade for 

·clean unplnch,d eut. 
"Teflon". DuPont Trade.Name for·Tetraflll~roe.thYlen. R .. I~. 

NO EXTRA CHARGE FOR SOLID COLORS 
SMALL PIECE CUTTING AVAILABLE TO ORDER 

STOCK COLORS: Natural, Red, Black, Blu., 
Brown, Green, Orange, Yellow, Gray, Violet, 
Whit. Nos. S020 thrll S029 available in Natural. 

•. Additional Colors, Sizes Made To Order 
Teflon Tubing can be ordered cut to your specifications. 

Tracer COIDrs Available 
We Invite Your Inquiries For Your Special Requirements 

WIRE - CABLE - TUBING DIVISION 

TEFLON* SPAGHETTI TUBING 
Cat. Spool B & S Cat. Spool Nom 

or Coil Size No. 
or Call • 

No. Put·Up No. Put.Up I.D. 
8009 1000' 6 8023 1000' 9/16" 
8009 * 500' 6 8023 500' 9/16" 
8009 100' 6 8023 .. 100' 9/16" 

8023 50' 9/16" 
8009 50' 6 6023 25' 9/16" 
8009 25' 8 

8024 1000' 5/8" 8010 1000' 4 8024 500' S/S" 
8010 500' 4 8024 * 100' S/S" 
8010 * 100' 4 8024 50' 5/8" 
8010 50' 4 B024 25' 5/8" 
8010 25' 4 8025 1000' 3/4" 
8011 1000' 2 8025 500' 3/4" 

8011 500' 2 8025 * 100' 3/4" 
8025 50' 3/4" 

8011 * 100' 2 8025 25' 3/4" 
8011 50' 2 
8011 25' 2 8028 1000' 7/8" 

8026 500' 7/8" 
8012 1000' 0 8028 * 100' 7/8" 
8012 500' 0 8028 50' 7/8" 
8012 * 100! 0 8026 25' 7/8" 
8012 50' 0 8027 1000' I" 
8012 25' 0 8027 500' 1" 

8020 1000' 3/S" 
. 8027 * 100' 1" 
8027 50' 1" 8020 500' 3/S" 8027 25' 1" 8020 * 100' 3/S" 

8020 50' 3/S" 8028 1000' 11/a" 
8021 1000' 7/16" 8028 500' 11/a" 
8021 500' 1/16" 8028 * 100' 11/a" 
8021 * 100' 7/16" 8028 50' 11/a" 

802B 25' 11/a" 8021 50' 7/16" 
8022 1000' 1/2" 8029 1000' 1114" 
8022 500' 1/2" . 8029 500' 1114" 
8022 .. 100' 1/2" 8029 * 100' 11/4" 
8022 50' 1/2" 8029 50' 11/4" 
S022 25' 1/2" 8029 25' 11/4" .. PREFERRED PUT·UP Eztraded virgin Tefton rod sizes \fa" thrR 311a" dlam. a,,"able. AlsD "0" rings, washers, balls, etc, 

© U.C.P., Inc. See Pages 1553· IS5B for Birnbach Prices for Above Items The MASTER - 26th Edition • Page 1533 



SECTION 6000 

PO SERIES 
P R 0 P E R TIE S C H ART Shrinkable 

Polyethylene Shrinkable f'Teflon" NEW FROM BIRNBACH 
. TE SERIES 

This Series of Birnbach Shrink Plastic Tubings are 
expanded materials which facilitate the fitting of 
tubing over regular contoured or irregular shapes 
and then, on application of heat, provide a snug 
fitting protective cover with outstanding heat sta· 
bility, chemical resistance and electrical charac· 
teristics. Shrinking temperatures vary with the 
type of tubing used. No special training is required 
to apply these tubings. Long exposure to shrinking 
temperatures (5 to 7 times normal time·tempera· 
ture cycle) does not impair their properties. 

DiElECTRIC STRENGTH (20 Mil Wall) 800 Volts/Mil 850 Volts/Mil 
DiElECTRIC CONSTANT ........... 2.5 2.2 
POWER FACTOR ................... 0.003 .00 
VOLUME RESiSTiViTy........................ 1016 Ohms/CM 1()17 Ohms/CM 
FUNGUS RESISTANCE ........................ Inert . Inert 
FLAMMABILITY .................................. Self·Extinguishing Will Not Support Combustion 
FUEl and OIL RESISTANCE .............. Excellent Superior 
HYDRAULIC FLUID RESISTANCE ........ Excellent Superior 
SOLVENT RESISTANCE .................... Good Superior 
ACID and ALKALI RESISTANCE ........ Excellent Superior 
CORROSION RESISTANCE .. Non·Corroslve Excellent 
TENSILE STRENGTH ......... 1800 PSI 5000·7500 PSI 
ULiTMATE elONGATION .................... 250% 300·500% 
WATER ABSORPTION .......................... 0.01 % Nil 
LOW TEMPERATURE BRITTlE POINT - 100°F -66°F 
HARDNESS ..... ................................... 98 SHORE A 98 Shore A 
SPECIFIC GRAViTy............................ 1.28 2.2 

SHRINK SERIES PO TUBING i 

HEAT SH~INKABLE POLYETHYLENE TUBING 
Biraco Shrink Series PO Tubing is an irradiated, thermally stable 
Class B material. Simple to use, it insulates, jackets, splices, en· 
capsulates, weatherproofs. It shrinks with application of heat ap· 
proximately 275°F (135°C) and returns immediately to its pre· 
determined size (approximately one·third smaller) to form a permanent 
tight·fitting mechanical bond even over irregularly shaped materials. 
The Biraco Shrink Series PO is an irradiated, flame retarded, thermally 
stable, modified polyolefin base product which permits controlled 
shrinkage with the result that there is less than 10% longitudinal 
contraction; no. cracks; a definite wall thickness is achiev.ed. It 
possesses hi·dielectricity and mechanical strength and resistance to 
chemicals; is tough and abrasion resistant; retains form stability at 
ambient temperatures. Controlled shrinking takes approximately seven 
seconds at 275°F to 300°F. Shrinkage starts at 235°F but at a 
slower rate. For a tight·fit, select the expanded size tubing which is 
larger than the object to be covered and whose recovered size is 
smaller. 

DIMENSION CHART ~ 
BIRACO SHRINK SERIES PO TUBING' 

Bimbach Minimum 1.0. Recovered 1.0. Nom. Wan 
No. Size Prior to Shrinking After Shrinking ThicknesS' 

SK·275·24 24 .050" .027" .012" 
SK·275·22 22 .055" .032" .012" 
SK·275·20 20 .060" .038" .016" 
SK·275·18 18 .076" .049" .016" 
SK·275·16 16 .093" .061" .016" 
SK·275·14 14 .120" .072" .016" 
SK·275-12 12 .153" .089" .016" 
SK·275·10 10 .191" .112" .016" 
SK·275·8 8 .240" .141" .020" 
SK·275·6 6 .302" .178" .020" 
SK·275·4 4 .348" .224" .020" 
SK·275·2 2 .430" .275" .020" 
SK·275·~6 ~6" .500" .334" .025" 
SK·275·% %" .600" .399" .025" 
SK·275·h'6 u." -~ .693" .462" .025" 
SK·275·X lh" .787" .524" .025" 
SK·275·% 5fa" .982" .655" .030" 
SK·275·% ¥I" 1.180" .786" .035" 
SK·275·Ya '9'8" 1.365" .911" .035" 
SK·275·1 I" 1.555" 1.036" .035" 

standard Put·Up - Standard Colors - Standard package 
4 Foot Lengths #24 thru #4 Black, #24 thru #4-100 Feet 

Red, Yellow, White (25·4 Ft. Lengths) 
#2 thru l"-Black #2 thru 1"-20 Feet 
other colors available (5·4 Ft. Lengths) 
to order 

HAG·l Hot Air Gun For PO Series 
HAG·2 Hot Air Gun For TE Series 
The quickest and most versatile method for applying heat is the hot 
air gun noted herein. Also, use of an oven, radiant heat, dipping in hot 
liquids, or using a soldering iron or the flame of a match. 

BIRFLON SHRINK SERIES TE TUBING 
HEAT SHRINKABLE TEFLON- TUBING 2 
Is a Class C material modified from polytetrafluorethylene. The tubing 
will shrink when heated to 621 F. (It should be heated until it turns 
semi·transparent, then the heating process immediately stopped. 
Overheating can cause splitting, therefore trial and error testing is 
recommended to establish the proper time and temperature for each 
application.) Correct procedure will result in a snug·fitting insulating 
wrap possessiqg hi·heat resistance, superior chemical resistance, and 
excellent electrical characteristits. The tubing is available in a full 
range of colors. 
• Dupont Polytetranuoroethelene 

DIMENSIONS-BIRFLON SHRINK SERIES 
TE TUBING ~ __ 

Birnbach Nominal 
No. Tubing Size 

SK·621·26 26 
SK·621·24 24-
SK·621·22 22-
SK·621·20 20* 
SK·621·19 19 
SK·621·18 18" 
SK·621·17 17 
SK·621·16 16* 
SK·621·15 15 
SK·621·14 14* 
SK·621·13 13 
SK·621·12 12* 
SK·621·11 11 
SK·621·10 10" 
SK·621·9 9 
SK·621·8 8* 
SK·621·7 7 
SK·621·6 6* 
SK·621·5 5 
SK·621·4 4* 
SK·621·3 3 
SK·621·2 2* 
SK·621·1 1 
SK·621·0 0* 
SK·621·% %"* 
SK·621·h'6 h'r 
SK·621·X 1/2"* 

Standard Package-lOO Feet 

Recovered Dimensions 
Minimum Wall 

Expanded 10 Maximum 10 (1) Thickness (2) 

.046" .022" .009" 

.050" .027" .010" 

.055" .032" .010" 

.060" .039" .012" 

.065" .043" .012" 

.076" .049" .012" 

.085" .054" .012" 

.093" .061" .012" 

.110" .067" .012" 

.120" .072" .012" 

.140" .080" .012" 

.150" .089" .012" 

.170" 

.191" 

.205" 

.240" 

.270" 

.302" 

.320" 

.348" 

.360" 

.375" 

.385" 

.400" 

.560" 

.655" 

.750" 

.101" 

.112" 
;124" 
.141" 
.158" 
.178" 
.198" 
.224" 
.249" 
.278" 
.311" 
.347" 
.399" 
.462" 
.524" 

.012" 

.012" 

.015" 

.015" 

.015" 

.015" 

.015" 

.015" 

.015" 

.015" 

.015" 

.015" 

.020" 

.020" 

.020" 

Standard Put·up-36'" Straight Lengths-One Foot Minimums 
Wall Tolerances: 26 thru 22 ± .002 

20 thru 10 ± .003 
9 thru 0 ± .004 

(1) Tubings made to Military Standards for American Wire Gages will return 
within the tolerances for that gage number. 

(2) Nominal wall thickness after heating. Expanded wall thickness will be 
20% to 30% less. 

1*) Stock Sizes 
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SECTION 6000 

TINNED COPPER WIRE - BUS BAR 
Pure Elec:trolytlc:, Copper, annealed, tinned for quick soldering 

MIL-W-3861 type s, ASTM-B-:i3 specifications; QQ-N-343 types 

Ca~. 
No. Put· Up 

, Size 
AWG 

Area 
Circular Mils 0.0. 

1433/4 ..••••• 100' Coil " •••••• 4 •••••••.. 41.740 ....•••.•• 2'04'" 
1433/6 ....... 100' Coil ........ 6 •••••••.• 26.250 .......... 162" 
1438 ......... 100' Coil ........ 8 ......... 16.510 .......... 129" 
1402 ......... 100' Coil ••.•.••. 10 ......... 10.380 .......... 103" 
1403 ......... 1000' Spool ........ 10 ......... 10.S80 .......... 103" 
1406 ......... 100'Coll ........ 12 ......... 6.530 .......... 082" 
1407 ......... 1000' Spool ........ 12 ......... 6.530 .......... 082" 
1410 ......... 100' Coil ........ 14 ......... 4.107 .......... 065" 
1411 ......... 1000' Spool ........ 14 ......... 4.107 ••••..•... 065" 
1414 ......... 100' Call ........ 16, ........ 2.58S .......... 051" 
1415 ......... 1000·SII001 ........ 16 ......... 2.583 .......... 051" 
1418 ......... 100' Coil ........ 18 ......... 1.624 .......... 040" 
1419 ......... 1000·SII001 ........ 18 ......... 1.624. ......... 040" 
14~2 ......... 100' Coil ........ 20 ......... 1.022 .......... 03S" 
1423 .••••• , .• 1000' Spool ••••••.. 20 •.....•.. 1.022 ..•.•..•.. 033" 
1434 ......... 1000' Spool ........ 22 ......... 624.4 .......... 025" 
1424.: ....... 1000' Spool ....•.•.. 24 .•••..•. ; 404.0 ..•••••... 020" 
142~ ......... 1000' Spool ........ 26 ......... 254.1. ..•..••.. 016" 
1428 ......... 1000' Spool ........ 28 ......... 159.8 ..••.•...• 0IS" 
143.; ..... '" .1000' Spool ........ 30 ..••...•. 100.5 .......... 010" 
1430/32 ........... 1000· Spool ................ 32 .................. 63.21 ................... 008 .. 
1430/34 ........... 1000· Spool ................ 34 ................... 39.75 .................. 006 .. 
1430/36 ........... 1000· Spool ................ 36 .................. 25.00 ................... 005 .. 
1430/38 ............ 1000· Spool ................ 311... ............... 15.72 ................... 004 .. 

See Maanet Wire Section For Additional Sizes 

BUS BAR WIRE (Hard Drawn) 
For hooking up all 
type. of transmit­
ters. e.pecially ultra 
.hort wave. equip­
ment. All bu. wire 
la made of hard 
drawn CODper, 
tinned. straightened. 
and 'cut in 2 ft. 
lengths. 

MIL-W-3861 type 5, ASTM-B-33, 
Cat. ASTM-B-246-51 speCifications 

No. No. 
2010 ................. 10 Round Tinned 
2012 ................. 12 Square Tinned 
2013 ................. 12 Round Tinned 
2014 ................. 14 Square Tinned 
2015 ................. 14 Round Tinned 
2018 ................. 1.6 Round Tinned 
2018 ................. 18 Round Tinned 

(100 to Std. Package) 

TINNED COPPER SHIELDING 
Used for shielding and bonding on aircraft, marine and auto radio 
wires and cables. Shields speaker leads, lead-ins, amplifier wires. 
Extremely flexible, slides over wires and cables. 

DESCRIPTION: 

EXTREMELY FLEXIBLE 
SHIELDING PER 

QQ-B-575 
AVAILABLE TO 

ORDER 

No. 853 thru 856/7-Composed of extremely flexible fine soft 
annealed copper tinned wires closely woven, braided and Rolled 
Flat. 
No. 860-Composed of extremely flexible fine soft annealed cap­
per wires closely woven, braided and Rolled Flat. 

TINNED 
Cat. Size & No. Inside Oiam. Approx. 0.0. 
No. of Wires Flattened Flattened Spool 

853 ..................... 12 x 2/36.... 1/32.............. 3/64" ........... 1000· 
854 ..................... 12 x 2/36...... 3/64.............. 1/16" ............ 1000· 
855 ..................... 16 x 3/36................ 1/16.............. 5/64.............. 50' 
858 ..................... 24 x 5/36................ 1/8" ............ 5/32"............ 50' 
859 ..................... 24 x 5/36................ 3/16.............. 7/32.............. 50' 
863 ..................... 24 x 7/36................ 1/4" 9/32"............ 50' 
864 .................... .48 x 4/36................ 3/8" ............ 15/32.............. 50' 
868 ..................... 48 x 7/36 ................ 1/2" ............ 19/32 .............. 50' 
865 .................. ..48 x 8/36.. .............. 5/8" ............ 23/32"............ 50' 
865/1 ................ .48 x 11/36................ 3/4" ............ 13/16.............. 50' 
857 ..................... 48 x 19/36 ................ 25/32 .............. 27/32.............. 50' 
856 .................... 48 x 19/36................ 1" ............ 1-1/16.............. 50' 
856/1... .............. 48 x 19/36 ................ 1-3/S" ............ 1·7/16.............. 50' 
856/2 ................. 48 x 19/36 ................ 1·1/2" ............ 1·9/16.............. 50' 
856/3 ................. 48 x 27/30 .. , ............. 1-3/4" ............ 1-7/8.. ............ 50' 
856/4 ................ 48 x 32/30................ 2" ........... 2-1/4.. 50' 
856/6 ................. 48 x 45/30 ................ 2·1/2" ............ 2-3/4" 50' 
856/7 ............... .48 x 64/30................ 3" .. , ......... 3·1/4.. 50' 

BARE 
860 .................... 24 :II: 10/86 ...................... 1/4" ....................... 50' 

For longer lengths and alternate put·ups-Specify. 

COPPER WIRE-SOLID-STRANDED 
STRANDED TINNED COPPER WIRE 

Cat. 
No. Put· Up 

Size 
AWG Strand 0.0. 

495 ......... 100' Call ......... 12 ......... 7/20 .......... 102" 
1671. ........ 100'Coll ......... 14 ......... 7/22 .......... 076" 
1638 ......... 1000' Spool ......... 14 ......... 7/22 •..•••••.. 076" 
1874 .......... 100' Coil ......... 15 ......... 7/23 •..•.....•. 069" 
1633 ......... 1000' Spool ......... 15 ......... 7/23 ••••.•...• 069" 
1628 ......... 1000· Spool ......... 16 ......... 7/24. .•••....• 062" 

#1671 moots H4.4-1940lypoW-1 
COIL LEAD. JUMPER CABLE 

PURE ELECTROLYTIC. COPPER. annoaled, tinnod for Quick soldoring 
MIL-W-3861 Type B. ASTM-B-33 SpI.lftcatlons 

Cat. CI881 Sizo 
No. Description Put·Up AWG Strand 0.0. 

1622 ............ K ............. 111001 Hilool ........................ 22 ...................... 1/30 ............... 030" 
1620 ............ K ............. 10001 Hllool ........................ 211 ...................... 1U/30 ............... 031" 
1618 ............ K ............ _l()f,Ol "pool ........................ 18 ...................... 16/30 ............... 04:;" 
1616 ............ K ............. 1000' Spool ........................ 16 ...................... 26/30 ............... O:iU" 
1614 ............ K ............. 1000· Spool ........................ 14 ...................... 41/30 ............... 073" 
1612 ............ K ............. 1UOOI Hpool ........................ 12 ...................... 0:;/30 ............... 001" 

BARE COPPER WIRE (Soft Drawn) 
QQ-W'::""S4IA spociftcations 

Size Area Cat. 
No. put-Up AWG Cireular Mills 0.0. 

COPPERWELD 
ENAMEL ANTENNA WIRE 

_ Used where bieh tensile strength is required as for sbort 0'''' coo, wave and transmitting aerials. Has low •• F. resistance 
and Is ideal for transmitting doublet and directional antennas. Will maintain 
frequeney characteri.tics becau.e ot its streLohlels qualities. 

Siz. Tensile 
Cat. No. Put- Up AWG Strength 0.0. 

710·100 100' Spool 
710·250 250' Spool 
710-500 500' Spool 
710·1000 .••••••• 1000' Spool 
710-2500 ••••.••• 2500' Spool 
712-100 ........ 100' Coil 
712-250 ........ 250' Coil 
712-500 ......... 500' Spool 
712-1000 •••••••• 1000' Spool 
712-2500 •.•••••. 2500' Spool 
714-100 100' Col! 
714·250 •..•.••• 250' Spool 
714·500 •••••.•• 500' Spool 
714·1001t ••.••••• 1000' Spool 
714-2500 .•••.•.. 2500' Spool 

SOLID ENAMEL 
COPPER WIRE 

Cat. Size 
No. Put-Up AWG 

497 10(1'. Coli 10 
1497 1000' Spool 10 
492 100' Call 12 
492A 150' Coil 12 
4928 200' Call 12 

1492 1000' Spool 12 
490 100' Coil 14 
490A 150' Call 14 
490B 200' Call 14 

1490 1000' Spool 14 

0:0. 

.103" 

.103" 

.083" 

.083" 
,083" 
.083" 
.066" 
.066" 
.066" 
.066" 

••...• 10 •••••.•• 1130 lb ........... 103" 
....•• 10 •.••..•• 1130 lb ........... 103" 
•.•.•. 10 ........ 1130 Ibs .......... 103" 
•••••. 10 •..•••.• 1130 lb ........... lOS" 
• •••.• 10 ........ rIaO lbs .......... 10S" 
• •••.. 12. . • • • • •• 720 lbs •••.•••••. 082" 
...... 12 ........ 720 Ibs .......... 08:1" 
• ••••• 12. • • • • . •• 720 Ibs •••••••••• 082" 
...... 12 ........ 720 lbs .......... 082" 
• •.••• 12. • • • • • •• 720 lbs .••••••• : .082" 
...... 14 ........ 400 lbs .......... 065" 
• •.••• 14 •.•••••• 400 lbs .......... 065" 
• •••.• 14. • . . • • •• 400 Ibs •••••••••• 065" 
...... 14 ....... 400 lb ........... 065" 
...... 14 •..•••• 400 lb ........... 065" 

STRANDED BARE COPPER WIRE 
Cat. Size 
No. Put- Up AWG Strand 

493 ••• 100' ColI •.• 12 ••. 7/20 •• 
1670 ... 100' Coil. •. 14 ... 7/22 .. 
1639 •.. 1000' Spool. .14 ... 7/22 .• 
1673 ... 100' Spool. .15 ••. 7/23 .. 
1634 ... 1000' SpOOl .. 15 ••• 7/23 •• 
1880 .•• 100·Co11 .•. 16 •.. 7/24 •• 
1647 ••. 1000' Spool. .16 •.•• 7/24 .• 

6BI ... 100' Coil ... 18 ... 7/28 .. 
t'48 .•• 10QO" Spocl..18 ... 1/26 •• 
700 ... 100' Coil ... 19 ... 7/27 .. 

1741. •• 1000' Spool .. 19 ... 7/27 •• 

0.0. 
.100'" 
• 075" 
• 075" 
• 068" 
• 068" 
• 060" 
• 060" 
• 050" 
.050" 
. 041" 
• 041" 
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SECTION· 6000 

LON EXTRUDED & SPIRAL WRAPPED TEFLON* HOOK.UP WIRE 
SPECIFICATION MIL·W·16878C TYPE E-600 VOLT 

HIGH TEMPERATURE RATING -90° TO +250°C (TYPE EE·l000V AVAILABLE) 
Chemically Inert. non-ftammahle. excellent ftexlhillty. easy stripping. high dielectric strength. unaffected by fungus. Exceeds Class H insulation requirements. 
Unaffected by high or low temperature. Outstanding for its dependability and long life under all operating conditions Indoors or outdoors. Tefton permits 
miniaturization and compactness In electronic designs of sub-miniature components. computers. UHF equip.. slip ring assemblies. leads to hermetically 
sealed and potted components. telemetering equip. and guided missiles. 
llesrrlption: single conductor sill'er plated copper wire concentrically stranded and insulated with extruded or Spiral Wrapped Tenon insulation. 

Cat. Nos. . 
r---__ ~A~~ __ ~ 

Extruded Wrap oed \ 
8532 """,.".".,,' ,,8552'-~ 
8532·1,,,,,,,,,.,,,,,,, "8552·1,,, 
8530"".".""", "8550,,,,, 
8530·1.""""""", ,.8550·1, 
8528. "".".,,"'" ""8548,.,,, 
8528·1.." """" 8548·1.. 
8526 """"" "",,8546 
8526-1 """""""",,,,8546·1,, 
8524 """"""""",,8544 ",' 
8524·1 ,," ",8544·1" 
8522 """,8542 '" 
8522·1"" ''',''"'',, ,,8542·1 "'" 
8520 ""'" ,.,8540 "" 
8520·1 """""",.8540·1.. , 
8518",,,,,,,,,,, '''' ,,8538, 
8518·1..", '"",,,.8538·1.. 
8516., , 8536 
8516·1",,, ":""",,8536·1,, 
8514 "" """",8534 
8514·1""""", "."",8534·1" 
8512 """""'"'''''' """ " , 
8512·1 ",,",," 
8510 ..................... , ... " ........... " ... . 

Diameter 
Size Mil Type Nom. Volt Over Insulation 

Spool AWG Designation Strand Insul. Rating Max. 
-:-=1000' " " .32,,,,, -E·32 7/40" DID" """,,,,,,,,,,,,,,,,,600 .033" 

100'". ,32.,E·32 7/40 ,OlD",." .600 ",,033" 
",,,,1000'., "",,,,,,,,.,,,30, '''''''',. E·30 " 7/38 "".".,,",,"" 010"""", " """"." 600 ,,'"'''' 036" 

100'" '"'''' 30., ...,,'" E·30."",,,,,,, 7/38""."",.""",.010""", ,600 036" 
'" 1000'., . , .. , .. "" 28 ... " E·28, 7/36 """""""",,010" """ " """"'" 600 """""" 039" 

100'., ., ..... "",,28.. " .. ,.E·28" """""""""" 7/36 ",.010"", '" 600. "" 039" 
.,., .. ".1000', , .. ,26 E·26" 7/34 """,010"",,,600 '" 043" 

100'", ",,,,,.,,,,,,26 "'''''''''' E·26" 7/34"""" ,.010" """",, 600 '" 043" 
"",1000',,,, 24 ,,",'" E·24, 19/36,,,.,,,,,, ,,010" """'" 600 "" ""."""".,, 048" 

100'", """""",,24 """"""""" , E·24" 19/36 ,010" """,:,,"""""" 600. """"",048" 
"" 1000', .. "" """ 22, """"'" E·22 ,19/34""" '" 010" """" 600"",,,,,,,,,,,,,, . 054" 

100'" """"",22. """""""" """E·22 """"""",," ""19/34"""""",,,,010" "",,;,600 ,054" 
"'" 1000'.,,, "",," 20." .. E·20 ,19/32""""",,, "" 010" .. ,.. . 600 '''''". 062" 
,,," 100'" .............. " .. 20." . , E·20 ....... , ............. 19/32 ... ,. ,,010".. ", .... 600 .,.", .. " .. ". 062" 

1000'" "".",,,,,,,,18,,,,,,,,, " E·18., "",,,,,,19/30,, ",,,,010",,, '''' 600""""""."", 074" 
100' ",,,,,,,,,,,,,,,,.,18.,, .E·18 """""",,19/30 "".010"... ""'" 600 "';." 074" 

.. "",.,1000' "'"'''''''''''' 16 "" E·16", ",,,19/29,,,,,,,,,,,,,,, 010" 600 ",,,,,,,,,,,, 087" 
100' """,16 E·16 '"'''''''''''''' 19/29,,,,,,,,,,,,, 010" 600 . "",,",,"""" 087" 

"1000',, ,14 E·14 ",,,,,,,,,,,,,,,,,.19/27,,,,,,,,,,,,, 010", 600 """".",.,, 097" 
100' """.""14,,,,,,,,,.,,,,.,,,,. E·14 .,,,,,,,.,.,,,,,,19/27,,, ,,,.,,",," 010""""""".", ,,600 .. '"''"'',,.,,''''' 097" 

'" ""1000',, "",12.. ".E·12" 19/25, """"""'" 010"""""",., ,", ". 600""""",,,,,,, 120" 
""'" 100', "".".",.",,12 " .,,,",," ,,,.,,,,,,,.E·12 "",.""""",,.,, 19/25."", """"",010"".":".".""",,, 600"" ".",.",,",,'" 120" 
." ... " .. (100··1000') ... , ........ 10" .......................... E.10 .............. "."." .... 37/26 ...................... 010"" ........................ 600 ............................ 139" 

'Diiponts Tetrafluoroethylene Resin. Cat. No's 8534 thru 8552 available Per MIL·W·7139A TEFLON AIRCRAFT SPEC./Per MIL·W·27300A (USAF), also 
NAS·703 Cable conforming to MIL·C·27500 SPEC. 
Colors: Black, Brown. Red. Orange. Yellow. Green, Blue. Purple, Gray. White. Adtlltional special custom constructions available to order. Wrapped extruded wIth 
or without shielding, glass hraid, nylon braid. silicone and in miniature multl·conduetors. Price and delivery on request. 

TEFLON* eABLES-Shielded and Unshielded 

stranded copper. type }; extruded or spiral wrapped Insulation. When shielded. a closely eond~et':lrh~~lor eode. V!.7k1zuiUUQr ~ 
D ESCR I PTIO N: One or more conductors, each conductor stranded silVer plated concentrically I Additional variations. and DaUgeS are avai lable to order. Multi. 

woven· silver piated copper shieid is "raided over conductor (s). When braided, a Tellon' 2=81 I :t: 
impregnated liberglass is woven over the c'Onductor(~) or shield. MIL·W-16878C spec. S-Re~· 4-G'reen 5:""Yellow 

BIRNBACH CAT NUMBERS ----------------., Size and Outer 
1 Condo 2 Condo 3 C~_nd. 4 Condo 5 Cond.' Stranding Covering 

if.87iiiiOi:4'4.= ... = .. = ... = ... = ... = ... = .. =ri. F ... = ... =;"S;';704·--c/2=-' .. = ... = .. = ... = ... = .. ;:C8704/3'=,=== .. = ... ""=S704/4;= .. = ... = ... U=."= ... = ... O;:87~0·4/5,'= .. = ... = ... rr=;;#"'24i==~ .. ~ ... ~ ... ~,,.= ... = .. = ... =C .. 1r.i9~/3"'6C= .. = ... ===".~.S~hi~el;;;;·d"=".= ... = ... = ... = .. = ... = .... .. 
8705..................... .. ....... 8705/2... . ........ 8705/3 ............... 8705/4....... . ....... 8705/5 ........ #24 ..................... 19/36 "" ................ Braid. .. " ........ . 
8706.................... . ....... 8706/2 ......... 8706/3, ......... 8706/4 ................ 8706/5 ....... #24 ........................ 19/36 ........ Shield & Brllid ..... .. 
8707 ................ "... .. ...... 8707/2........" .. 8707/3...... . ....... 8707/4 ................ 8707/5 ....... #22 .................. 19/34 . . ....... Shield .................... . 
8708.................... , ...... 8708/2..... .8708/3...... . ........ 8708/4 ............... 8708/5 ....... #22, ...................... 19/34 , ... Braid 
8109.................... . ...... 8709/2 8709/3 ................ 8709/4 ........ ........ 8709/5 ....... #22 ....................... 19/34 . .. .. , Shield & Braid .... . 
8710.................... .. ....... 8710/2....... .. ...... 8710/3....... .. ...... 8710/4 ............... 8710/5 ....... #20 19/32 ....... Shield .................. .. 
8711 ............................ 8711/2 .... " ......... 871.113 ....... ......... 8711/4 ................ 8711/5 ....... #20 19/32 .................. Braid 
8712 "... .. .. " .. 8712/2.... .. ....... 8712/3....... .. ...... 8712/4........ . .. ".8712/5 " .... #20 19/32 ...... : ............ Shield & Braid 
8713.. ." ..... 8713/2 .............. 8713/3....... . ....... 8713/4 ..... " .......... 8713/5 ...... #18 ...... 19/30 ...... " .... " ...... Shield 
8714 ......... 8714/2....... . ........ 8714/3 ............... 8714/4." ............. 8714/5 ....... #18 ., ....... 19/30 ...................... Braid .. . 
8715.... .. ....... 8715/2 ...... " ......... 8715/3 ................. 8715/4 .... ". . ...... 8715/5 ........ #18 ... 19/30 ....... " ........... Shield & Braid ... .. 

T EF LON * CAB L E S • T E FLO N * TA P E WRAP JACKET OVER SHIELD 
DESCRIPTION: One or more conductors, each conductor 
JoItranded IdIver plated concenlrltally i'(tranded copper, Type }} 
extruded 'refton* TFE ,01011 insulation, braided silver plated 
copper shield over conductor(s), 90% coverage; .01011 fused, 

Fused, double reversed wrapped Teflon tape jacket 
double reversed wrapped Tefton* tape jacket. 

Cat. No. Conds. Awg 
8521 __ ... __________ . ___ . __________________ .___________ 1 _. _____________ ._____________________________ 24 _____________________________________________ _ 

i!~i ~! :::::::::::::::::::::::::::::::::::::::::::::::::: i ::::::::::::::::::::::::::::::::::::::::::::~ ~i :::::::::::::::::::::::::::::::::::::::::::::: 
8521/5 __________________________________________________ 5 _____________________________________________ 24 .. ___________________________________________ _ 
8523 __________________________________________________ 1 _________ , ______ . ____ . _______________________ 22 . ____________________________________________ . 
8523/2 ___________________________________________ ... _____ 2 _____________________________________________ 22 ____________________ .. ________________________ _ 
8523/3 ______________________________________________ .. __ 3 _________ .. ________________ . _________________ . 22 ____________________ . ________________ .. ___ . __ _ 
8523/4 _________________________________ .. _______________ 4 _________________________________________ . ___ 22 ____________________ . _________________ . ______ _ 
8523/5 ' _____ . _____ .. ____________ . ________________________ 5 ___________________________________ .. _ .. ____ . 22 __________ . __________________________________ _ 
8525 _________________ .. _____ . ___ : ____________ .. ___ .. _. 1 ___ . ___ .. _______ .. ___________________________ . 20 _____________________________________________ _ 
8525/2 . _______ .... __ .. __________________________________ 2 . _______________________________________ . ____ .. 20 ___________________________________ .. ________ _ 
8525/3 ________ ...... _______ .... _ .. ___________________ ... _. 3 __ .... ___ ...... _____ .. ____ ..... ______________ .. _ 20 _____________________________________________ .. 
8523/4 . __ ..... ___ .. ____________________ ... ________________ 4 .... __________________________________ .. ______ 20 ____________________ .. _________________ .... __ _ 
8525/5 ___ .. ________ .. __ .... _ .. _________ ... ___ .. ___ .. ____ 5 _________________________ .. _ .... _____________ 20 __ .. _____________________ . ____________________ _ 
8527 ___________________ .. _______________ . ____ . ____ ._ .. _ 1 __ ~ _____________________ . ____ .. _______ ... ___ .. _ 18 __________________________ . __________________ _ 
8527/2 __________________________________________________ 2 __ : .. ________________________________________ . 18 ----------________ ... __ .. ______________________ _ 
8527/3 ____________________ .. ________________ . _______ .. ____ 3 _____________________________________________ 18 ---------________ .. ___ .... ___________________ _ 
8527/4 .. _____ .. __________________ .... _____ .. ________ .. ___ 4 ______________________________ .. _____________ 18 ---__ .. ________________ .. ____________________ _ 
8527/5 __ .... ___ .. __ .... ______ ... _________ .. _____ .. ________ 5 ....... ________ .. ______________________________ 18 ---- ___________________________________ .... ___ _ 

MULTI·CONDUCTOR COLOR CODE: i-White; 2-Black; 3-Red; 4-Green; 5-Yellow. 
'TEFLON-Dupont Reg. TM for Tetraf\uorethylene. 

Nom 
Strand D.O. 
19/36 _______________ .. ____________ . __ .. _____ .. ____ .084" 
19/36 ____ .... __ .. ______ . __ .... ___ .. _________________ ':::_ .128" 
19/36 _____________________________________________ ... 135" 
19/36 ___________ .... _______________________________ .148" 
19/36 .. ___________________________________________ 162" 
19/34 _____________________________ .. _____________ ~090" 
19/34 _________ .. __ .. ________________ .. _ .. _________ .140" 
19/34 ____________________________ .. _ .. ___________ .. .148" 
19/34 ____________________________ .. _____________ .... .162" 
19/34 __ . __ .. _. __ . __ ... __ .. _____________ .. __________ .183" 
19/.32 _. __________ ._ .. _ .. ___________________________ .099" 
19/32 ________ . ___________ ... ___________ ........... ___ .. .158/1 
19/32 _______________________ .. _ .. _ .. __ .. ____ .... ___ .. .167" 
19/32 __________________________ .... __ .. _______ .. ___ .. .184" 
19/32 _____________________ .... __ ._ .. _____ .. ____ .. __ . .204" 
19/30 ___ .. ____________________ .. _ .. ________ .. _____ .. .109" 
19/30 _ .. _ .. ______ .... ____________ .... _______________ .178" 
19/30 ____________ .... __ .. ______________ .. ___ .. _____ .189" 
19/30 ________________________________ .... __________ .208" 
19/30 ________________ .. ____________ . __ ... _______ .___ .230" 
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I SECTION 6000 

HOOK-UP WIRE SHIELDED PLASTIC 
SPECIFICATION MIL-W-76B TYPE MW (Medium Wall) - SHIELDED 
DESCR.: One conductor stranded tinned (Supersedes Jan.C-76 Type SRIR Shielded) 

'~"'''~''''-~'''''''\'''~'j. .... ~~,,:-.... ';.. .... ~::.~,:<~ ... ~~'/::,::,:, 
• ' ...... CH '-A.., -'~ •• -~.",- .. copper with thermoplutlc Insulation and 

tinned copper shielded braid overall. 
MII-W-76B Minimum Nom_ Volt N"m. 

Cat. No. Soool Size AWG Tyoe Designation Strand Wall Rating 0.0. 
7074 .................... 1000' .................... 24 .................... MW·C 24 (16)8 ..................... 16/36 ..................... 015" .................. 1000 ..................... 074" 
7074-1.. .................... 100' .................... 24 .................... MW·C 24 (16)8 ...................... 16/36 ..................... 015" .................. 1 000 ..................... 07 4/0 
7072 .................... 1000' .................... 22 .................... MW·C 22 (7)8 ......................... 7/30 ..................... 017" .................. 1000 ..................... 984/0 
7012-1.. ................... 100' ............... : .... 22 .................... MW·C 22 (7)8 ..................... 7/30 ..................... 017" .................. 1000 ................... ,.084" 
1010 .................... 1000' .................... 20 .................... MW·(l 20 (10)8 .................... 10/30 ........... 017" .................. 1000 ..................... 094" 

~g~g-l: ::::::: :::::::::::: i ~gg:::::::::: ::: :::::::: i~: ::::::::::: ::::::::~:2 i~ ~ ~ ~ ~ ~ .. ~ ~j~ g .... :::: .. :: :.:::: :::g~~;::::::::::: :::: .. ~ ggg:::::::::::::::::: ::~g:: 
1068-1.. .................... 100' .................... 18 .................... MW-C 18 (16)8 .................... 16/30 .................... 017" .................. 1000 ..................... 106" 
106.1 .................... 1000' .................... 16 .................... MW·C 16 (26)8 .................... 26/30 ..................... 017" ............. : .. 1000 ..................... 121" 
1061-1.. ................... 100' .................... 16: ................... MW-C 16 (26)8... ...... 26/30 ..................... 01 7" ................. 1000 ..................... 121" 

*1066 ............. ","" 1000' .................... 14 .................... MW-C 14 (41 )8............ 41130 ............... ...... 01 7" .................. 1000 ..................... 137" 
*1065 ....... 1000' .................... 12.............. MW-C 12(65)R 65/30.017" ................ 1000 .................. 155" 
STOCK COLORS: (Underneath Shield) Rlark. White. Red. Yellow. Brown. Grten. Blue. Gray. 'Xo'. 7066. 706,. avatlahle from stock In Black. White or Red. 

All WIRES ON THIS PAGE CAN BE ORDERED CUT AND STRIPPED TO YOUR SPECIFICATIONS. 
AlsQ multlconductor can be formed to order twisted shielded. with or without plastic Jacket overall. 'TEFLON-Dupont Reg. TM ror Tetrafluorethylehe. 

SHIELDED PLASTIC HOOK·UP WIRE 

SPECIFICATION MIL-W-768 TYPE MW-SHIELDED-NYLON JACKET SPECIFICATION MIL-W-768 TYPE MW-SHIELDED-VINYL JACKET 

DESCRIPTION: One conductor stranded tinned copper, white medium 
wall polyvinyl chloride insulation, shielded tinned copper braid, mini· 
mum 80% coverage, clear nylon (polymide) jacket overall. Temperature 
rating _40° to +90°C. Resistant to acids, alkalis, oil, flame, 
moisture, fungus. 

DESCRIPTION: One conductor stranded tinned copper, white medium 
wall polyvinyl chloride insulation, shielded tinned copper braid, mini­
mum 80% coverage, black PVC (polyvinyl chloride) jacket overall. 
Temperature rating _40° to +90°C. Resistant to acids, alkalis, 
oil, flame, moisture, fungus. 

Size MIL-W-76A Nom. Volt Nom. Size . MIL·W-76A Nom. Volt Nom. 
Cat.No. Spool AWe Type Designation Strand Wall Rating 00. Cat.No. Spool AWG Type Designation Strand Wall Rating 00. 

7074J 
7072J 
7070J 
7068J 
7067J 
7066J 
7065J 

1ODD' 
1000' 
1000' 
1000' 
1000' 
1000' 
1000' 

24 MW-C24(I6)SJ 16/36 
22 MW-C22(7)SJ 7/30 
20 MW·C2o(1o)SJ 10/30 
18 MW-CI8(I6)SJ 16/30 
16 MW-CI6(26)SJ 26/30 
14 MW-CI4(41)SJ 41/30 
12 MW-C12(65)SJ 65/30 

.015" 

.017" 

.017" 

.017" 

.017" 

.017" 

.017" 

1000 
1000 
1000 
1000 
1000 
1000 
1000 

.091" 

.100" 

.105" 

.115" 

.125" 

.138" 

.160" 

7074VJ 
7072VJ 
7070VJ 
7068VJ 
7067VJ 
7066VJ 
7065VJ 

1000' 
1000' 
1000' 
1000' 
1000' 
1000' 
1000' 

24 MW·C24(I6)SJ 
22 MW·C22(7)SJ 
20 MW·C2o(1o)SJ 
18 MW-C18(I6)SJ 
16 MW·C16(26)SJ 
14 MW·C14(41)SJ 
12 MW-CI2(65)SJ 

16/36 
7/30 

10/30 
16/30 
26/30 
41/30 
65/30 

.015" 

.017" 

.017" 

.017" 

.017" 

.017" 

.017" 

1000 
1000 
1000 
1000 
1000 
1000 
1000 

.095" 

.105" 

.112" 

.120" 

.133" 

.148" 

.170" 

Additional colors available to order. Additional colors available to order. 

AIRCRAFT PLASTIC HOOK-UP WIRE 
SPECIFICATIONS MIL·W·5086A and MIL·C·7078A (105°C Rating) NYLON JACKET 

Used where a sin~le conductor, HOO. volt ipsulated wire, is required. This aircraft electrical 
wir,e is resistant to effects of salt water, oils, aircraft engine fuels, alcohol, fungus, heat, 

i~lftl"" S colfl, salt water, abrasion, meets .05°F temperature test. Pit __ L ;;;hp - : 
No. 7351 DESCRIPTION: Type I MIL·W-5086A One conductor stranded tinned copper with plastic Insulation. 

nylon Jac'ket overall. Type 2 M IL·W-5086A-one conductor stranded tinned copper. plastic Insulation. 
nylon laequered glass braid. ('olor: "'hite. 

MIL·W·5086A UNSHIELDED (Supersedes AN·J·C·48A) 

No. 1311 

600 Volt Rating 

Size Mil. Condo Nom. Size Mil. Condo Nom. 
Cat. No. AWe Type Type Strand. 0.0. Cat. No. AWe Type Type Strand. 0.0. 

7351 ........................... 22 ......... AN-22 ........ No.1 19/34 ....... 070" t7365/2...... .. ........ 2 ........ AN-2 .... No.2... 665/30 412" 
7353 .......................... 20 ........ AN-20 ........... No. 1... 19/32 ........ 080" t7365/0..... 0..... AN·O .. . .. No.2. 1045/30. 518" 
7355 ................. 18 ........ AN-IS .......... No. L 19/30 ....... 090" t7365/DO ...... 00 .... ' AN-OO ........ No.2 ..... 1330/30. ..588" 
7357.. .16.. . ... AN-16.. . ... No. 1 19/29 ..... 100" 7351 NB ................... 22.. ... AN-22 ......... No.2.. 19/34 ...... 068" 
7359... .. ..... 14.... AN-14 .......... No. 1... 19/27. . 125" 7353 NB ..................... 20 ...... '" AN-20 ........ No.2.... 19/32 078" 
7361 12 ........ AN-12 .......... No. L 19/25 .......... 140" 7355 NB .. 18... .. AN-18.. . .. NO.2.. 19/30 0~8" 
7362 ......................... 10 ........ AN-I0.. . .. No.1. 49/27 ......... 180" 7357 NB ......... 16.. AN-16 No.2 19/?9 . 09Q" 
7363 .......................... 8 ........ AN-8 ........... No.2 ..... 133/29 240" 7359 NB .. 14 AN-14 No.2.... 19/27' .117" 

t7364. ... .. ............. 6.. . ... AN-6 ........... No.2.. 133/27. . 297" 7361 NB.. .. 12 .... AN-12 No.2... 19/25 ....... 137" 
t7365........................ 4.. . ... AN-4 ......... No.2.. 133/25 ........ 355" 7362 NB ........ 10. ... AN-10. .. .... No. 2 49/27 ........... 189" 
t Nylon lacquered glass; braid over plastic insulation. 1,000' Spools Additional types to order. 

MIL·C·7078A SHIELDED (Supersedes An·C·168) 
7371.. ............... 22 ....... AN-22 .......... No.1 19/34 100" I 7374 ..................... 16 ......... AN-16 
7372 ......................... 20 ........ AN-20 ' ....... No. L 19/32 110" 7375 .. 14 . AN-14 
7373.. . .. 18.. . .. AN-18 No.1 19/30 .124" 7376 .. 12 AN-12 

No. 1 __ 19/29 ..... 139" 
No. 1 __ 19/27 ...... 158" 
No. 1 __ 19/25 ....... 177" 

o ESCR 1 PTI 0 N: One conductor stranded tinned ropper with plastic insulation. nylon jacket with tinned copper shielded braid overall. Color: White under shield. 
1.000' Spools. Additional types to order. 

ALL WIRE ON THIS PAGE CAN BE CUT AND STRIPPED TO YOUR SPECII::ICATION 
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SECTION 6000 

PLASTIC HOOK-UP WIRE 
SPECIFICATION MIL-W-16878C TYPE B - HIGH TEMPERATURE 

TYPE B - NYLON JACKET 
Suitable for general purpose wiring for miniature high temperature hook·ups in aircraft, electronic Instruments, devices, etc., where excellent 
resistance to moisture and solvents may bq required. 
DESCRIPTION: One conductor stranded tinned copper with rated ·55°0 to +105°0 high temperatur~ thermoplastic light wall Insulation. 
The letter "N" arter Catalog Number designates clear Nylon Jacket overall. 1150 C. 

MiI·W·18878C Conductor . Nom. Volt Nom. 
Cat. No. Spool Size AWG Type Designation Strand Wall Rating 0.0. 

7190 .............................. 1000' ........................ 32 ................................ 8·32 ................................... 7/40 ......................... 010" ........................ 600 .......................... 028" 
7191 ............................... 1000' ........................ 30 ................................ 8·30 ................................... 7/38 ......................... 010" ........................ 600 ......................... 030" 
7192 ............................... 1000' ........................ 28 ................................ 8·28 ................................... 7/311 ........................ 010" ........................ 600 .......................... 033" 
7193 ............................... 1000' ........................ 26 ................................ 8·26 ............... :: .................. 7/34 ......................... 010" ........................ 600 ......................... 037" 
7194 ............................... 1000' ........................ 24 ................................ 8·24 ................................... 7/32 ......................... 010" ........................ 600 .......................... 043" 
7195 ............................... 1000' ........................ 22 ............................... 8·22 ................................... 7/30 ......................... 010" ........................ 600 ......................... 048 .. 
7198 ............................... 1000' ........................ 20 ............................... 8·20 ................................... 7/28 ......................... 010" ........................ 600 .......................... 057 .. 
7197 ............................... 1000' ........................ 18 ............................... 8·18 ................................... 7/26 ......................... 010" ........................ 600 .......................... 067" 
7198 ............................... 1000' ........................ 16 ............................... 8·16 ................................... 19/29 ......................... 010'· ........................ 600 .......................... 077 .. 

7190N ............................ 1000' .............. , .......... 32, ............................... 8·32 ........................ , .......... 7/40 ......................... 010'· ........................ 600 .......................... 032" 
7191N ........................... 1000' ........................ 30 ........ : ....................... 8·30 ................................... 7/38 ......................... 010'· ....................... 600 .......................... 036" 
7192N ............................ 1000' ........................ 28 ................................ 8·28 ................................... 7/36 ......................... 010'· ........................ 600 .......................... 039" 
7193N ............................. I000' ...... , .................. 26 ............................... 8·2·6 ................................... 7/34 ......................... 010'· ........................ 600 .......................... 042 .. 
7194N ............................. 1000· ....................... 24 ................................ 8·24 ................................... 7/32 ........................ 010'· ........................ 600 .......................... 047" 
7495N ............................ 1000· ....................... 22 ................................ 8·22 ................................... 7/30 ......................... 010'· ........................ 600 .......................... 053 .. 
7196N ............................. 1000· ........................ 20 ................................ 8·20 ................................... 7/28 ......................... 010'· ....................... 600 .......................... 065" 
7197N ............................. 1000· ....................... 18 ............................... 8·18 ................................... 7/26 ......................... 010'· ....................... 600 .......................... 075'" 
7198N ............................ 1000' ....................... .l6 ............................... 8·16 ................................... 19/29 ................... : ..... 010'· ....................... 600 ........................ 085" 

STOCK COLORS: Black. Red. Brown. Blue. Orange. White. Yellow. Green. Gray. Purple 

White/Black 
White/Red 

White/Green 
White/Yellow 

SPECIFICATION MIL·W·16878C 

White/Blue 
Wbite/Brown 

. DESCRIPTION: One Conductor Similar To Type B-Heavier Wall Hi.Temp Thermoplastic Insulatioll 

White/Orange 
White/Gray 

TYPE C 

White/Violet 

HIGH TEMPERATURE 

Size MiI·W·16878C Minimum Nom. Volt Nom. 
Cal No. Spool AWG Type Designation Strand Wall Rating . 0.0. 

7170: ••••••••••••• 1000· ••••••••••••• 24 .............. C-24 ............... 1/32 ............... 016" .............. 1000 ............... 058" 
7171 •••••••••••••• 1000· ••••••••••••• 22 •• , ••••••••••• C-22 .•••••••••••••• 1/30 .••••••••••••••• 016" •••••.•••••••• 1000 ............... 064" 
7172 .••.••.••••••• 1000' ••••.•.••.••• 20 .............. C-20 ............... 1/28 ••••• ' .......... 016" .............. 1000 ............... Oi3" 
7173 ••••••••••• " .1000' ••••••••••••• 18 ......... , •••• C-18 •.•••••••••••.. 1/26 ............... 016" .............. 1000 ............... 085" 
7174 .••••••••••••• 1000' ••••••••••.•• 16 •.•••••••••••. C-16 ••.•..••••••.• 19/29 ............... 016" ............... 1000 ............... 095" 
717S ••••••••••••• • 1000· ••••••••••••• 14 •••••••••••••. C-14 .••.•.••.••.•. 19/27 ............... 016" .............. 1000 ............... 109" 
STOCK COLORS: Black. Red. Brown. Blue. Orange. White. Yellow. Green. Gray. Purple. Also available In tracer colors. Additional types avaUable to order. 

SPECIFICATION MIL-W-16878C TYPE C - NYLON JACKET 
Description: Type C-NYLON-Same as above except extruded clear Nylon Jacket overall. 1150 C. 

Min. Nom. Volt Nom. 
Cat. No. Spool Size AWG Type Designation Strand Wall Rating O.D. 

7170N ........................... 1000' ......................... 24 .......................... C·24 ............................ 7/32 ........................... 016" ............................ 1000 ............................... 065" 
7171N .......................... 1000' .......................... 22 .......................... C·22 ............................ 7/30 ........................... 016" ............................ 1000 ............................... 072" 
7172N ........................... 1000' .............. , .......... 20 ......................... C·20 ............................ 7/28 ........................... 016" ........................... 1000 ............................... 079" 
7173N ........................... 1000' .......................... 18 ......................... C·18 .......... .... .............. 7/26 .......................... 016" ............................ 1000 ............................... 090" 
7174N .......................... 1000' .......................... 16 ...... , ................... C·l6 ............................ 19/29 ........................... 016" ........... : ................ 1000 .............................. 099" 
7175N ........................... I000' .......................... 14 ......................... C.14 ........................... 19/27 ........................... 016" ........................... 1000 ............................. 114" 

SPECIFICATION MIL·W·16878C TYPE D - HIGH TEMPERATURE 
DESCRIPTION: One Conductor Stranded Similar To Type C-Heavier Wall Hi·Temp Thermoplastic Insulation. 

Size MiI·W·16878C Condo Nom. Volt Nom. 
Cat. No. Spool AWG Type Designation Strand Wall Rating 0.0. 

7180 ............. 1000' ............. 24 .............. D-24 ............... 7/32 ............. 032" ............... 3000 ................ :084" 
71S1 ............. 1000' ............. 22 .............. D-22 ............... 7/30 ............. 032'; .' .............. 3000 ................. 089" 
71S2 ............. 1000' ............. 20 .............. D-20 .............. 10/30 ............. 032" ............... 3000 ................. 091" 
7183 ............. 1000' ............. 18 .............. D-18 .............. 16/30 ............. 032 ................. 3000 ................. 101:' 
7184 .•••••••••••• 1000' ...•••••.•••• 16 .••••.••.••••. D-16 .••••••••••••. 26/30 ..•••••••••.. 032" ••••••••••••.•• 3000 ................. 116" 
71SS ............. 1000' ............. 14 .............. D-14 .............. 41/30 ............. 032 ................. 3000 ................. 130" 
7186 ............. 1000' ............. 12 .............. D-12 .............. 65/30 ............. 040" ............... 3000 ................. 163" 
7187 ............. 1000· ............. 10 •. ; ........... D-10 ............. 105/30 ............. 040" ............... 3000 ................. 182" 
7188 .....••..•.•• 1000' .............. 8 .............. D- 8 ............. 133/29 ............. 040" ............... 3000 ................. 247" 
71S9 ............. 1000' .............. 6 .............. D- 6 ............. 133/21 ............. 040 ................. 3000 ................. 291" 

MIL·W·16878B Type D Available with Nylon Jacket. 
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to 

SECTION 6000 

MW C 22 (7) 

TYPE OF WIRE 
CONDUCTOR CONDUCTOR SIZE STRANDING CONSTRUCTI ON MATERIAL (AWG) 

LW 300 Yolt TINNED 30 thru 20 MINIMUM SYMBOL COVER ING OYER 

Light Wall COPPER NUMBER OF INSULATED WIRE 
STRANDS U .................... None 

MW. .. 1000 Yolt TINNED 24 thru 12 J .. .Jacket 
C Medlum Wall COPPER B ............ Bra.ld 

S ........ Shield 

HW .... 2500 Yo It TINNED 22 thru 12 JS ........... .Jacket and Shield 
904 

4 YELLOW Heavy Wall COPPER BS ............ Braid and Shield 
COLORS: 

o BLACK 5 GREEN SJ Shield & Outer Jacket 
1 BROWN 6 BLUE HW .... 600 Yo It TINNED 7 VIOLET 

10 thru 6 JSJ ......... .Jacket, Shield and 
2 RED Heavy Wall COPPER Outer Jacket 
3 ORANGE 8 GRAY 

9 WHITE BSJ ....... .. Braid, Shield and 
Outer Jacket 

'SPECIFICATION MIL-W-76B TYPE MW (MEDIUM WALL) PLASTIC HOOK-UP WIRE 
TYPE MW 1000 VOLTS (FUNGUS PROOF) SUPERSEDES JAN-C-76 TYPE SRIR 

Cat. No. Spool Size AWG 

STRANDED 
Mil-W-76B 

Type Designation 
Conductor 

Strand 
Nom. 
Wall 

Volt 
Ratina 

Nom. 
0.0. 

7024 ••••••.•.. 1000' •.•••.•••. 24 ....• : .•.. MW-C 24(l6)U •...•...••• 16/36 •••.••...•• 015" •••••••••• 1000 ••••••••••• 055" 
7024.1 •.•.•.•••.. 100' ••••....•• 24. •....•••. MW-C 24(l6)U •.•••••••.. 16/36 ..••.•..••. 015" •••••••••• 1000 •••••••.... 055" 
7024.S •..••••... 1000' ••••..•••• 24 .......... MW-C 24 (l6)U ....••.••.• 16/36 ........... 015" ••••..•••• 1000 ........... 055" 
7024.IS •.•.••••..• 100' •••.•.•••• 24 ..•••••... MW-C 24(J6)U •••••••...• 16/36 ........... 015" ••••..••.. 1000 ........... 055" 

ml-I ::::::::: :~m::::::::: :JL::::::: :~:g ~wm:::::::::::: :~~3g::::::::: ::m:::::::::: ::im::::::::: ::m:: 
"t 700 I.S .......... 1000' ........... 22 .......... MW-C 22 (7)U •••••..•••.•• 7/30: .......... 017" .......... 1000 ........... 06S" 
*t 700 I· IS ........... 100' •••••...•• 22 .......... MW-C 2~ (7) U .•••••••.••.• 7/30 ........... 017" .......... 1000 ........... 066" 

7003 ••••••..•. 1000' ••••...••. 20 ....••.... MW-C 20(l0)U ........... 10/30 ........... 017" •••••••••• 1000 ........... 074" 
7003.1 ........... 100' •••••.•••• 20 .•........ MW-C 20 (lO)U ••......•.• 10/30 ........... 017" •••••.•••• 1000 ........... 074" 

*t7003.S '" .••.... 1000' ••••••..•. 20 .......... MW·C 20(lO)U •......••.• 10/30 ........... 017" .••••.•••• 1000 ........... 074" 
*t 7003·IS ......••.•. 100' •••..••.•• 20 •...••.... MW-C 20 (10) U ........•.• 10/30 ........... 017" ••••..•••. 1000 ........... 074" 

mtl ::::::::: :~m:::::::::: :tt:::::::: :~~:g mWH:::::::::: :i~m::::::::: ::8iF::::::::: :i888::::::::: ::m:: 
:mg:~s::::::::: :~m.:: :::::::: :it:::::::: :~~:g i~mm:::::::::: :i~m::::::::: ::m::::::::::: :im::::::::: ::m:: 

7007' .......... 1000' •••.••.•••. 16 .......... MW-C 16 (26)U •••••••••.. 26/30 ........... 017" •.•••.•••. 1000 ........... 098" 
7007.1 ........... 100' .......... 16 .......... MW-C 16(26)() ........... 26/30 ........... 017" .......... 1000 ........... 098" 

mtl ::::::::: :~m:::::: :::: :it:::::::: ·.Ww:~ umm:::::::::: :W38::::::::: ::m:::::::::: :m&:::: ::::: ::W:: 
7011 .......... 100·0' ••.••.•••• 12 .......... MW-C 12(6;;)tJ .•••.•.•••• 65/30 ........... 017" .•.•.•..•• 1000 ........... 132" 
70'11.1 ........... 100' .......... 12 .......... MW-C 12(H5)U .•••.•••••. 65/30 ........... 017" ...••••••• 1000 ........... 132" 

SOLID 
77 0000°0'1 .......... 1000; .......... 22 .......... MW-C 22(l)U .............. 1 ............ 017:: ......... ·i888 .. · ........ 83i: 

........... 100 .......... 22 .......... MW-C 22(!)U .............. 1 ............ 017 .......... .. ....... .. 
77000022'1 ••••...•.. 1000' •..•..•••• 20 ..••••.... MW-C 20(1)U ...••••.•••••• 1 ............ 017" ..•••...•• 1000 ........... 06g: 

•• , .••.•..• 100' •.•••••.•• 20 •••.••••.. MW-C 20'(l)U •..•••••••.•.• 1 ............ 017" •.•.•...•• 1000 ........... 06 
7004 .......... 1000' .......... IS .......... MW-C lS(J)U .............. 1 ............ 017:;. .......... 1000 ........... 075: 
7004-1 ........... 100' .......... 18 .......... MW-C IS(l)U .............. 1 ............ 017 .......... 1000 ........... 075 

STOCK COLORS: White, Yellow. Lt. Blue, Black, Violet (purple), Blue, tDOUBLE SPIRAL TRACER COLORS AVA1LABLE: 
Brown, Lt. Green, Pink. Bed. Green. Tan, Orange. Gra, (slate). White/Black/Bed White/Black/Blue White/Black/Gray 
"SINGLE SPIRA.L TRACER COLORS AVAILABLE: White/Black/Green Whlte/Blac],/Brown White/Black/Purple 
White/Black White/Orange White/Blue White/Black/Yellow White/Black/Orange 
White/Brown WhltelYellow White/Purple 
White/Bed White/Green Whlte/G~ay Additional ,piral tracer combination available. to order, tor all numbers. 

SPECIFICATION MIL-W-76& TYPE MW (Medium Wain-NYLON JACKET 
1000 VOLT (Fungus Proof) (Supersedes Jan.C-76 Type$ SRIR and WL Nylon Jacket) 

I 

DESCRIPTION: One conductor stranded tinned copper with thermoplas.tic insulation and extruded nylon :':'" ~ ~. _ 
jacket overall. JIIIIII1III, ~ _ 

Cat. No. Spool Size AWG 
Mil-W-768 

Type Designation 
Conductor 

Strand 
Nom. 
Wall 

Volt 
Rating 

Nom. 
O.D. 

~~~:'1:: ::::::::::: ::::::: ~.~gg::::::::::::::: '.::::: ~ t.:::::::::::::::::: :~;:g i! ~ 1 ~ ~~::::::::'.:::::: '.:::::: i ~m:·.:::::::::::::::::::g i ~::::::::::::'.::: :'.: i ggg::::::::::::::::::: ::g~~: 
:~~~~.l::::::::::::::::::::~~gg::::::::::::::::::::: ~L: ::::::::::::::::;:g ~~ ~ ~ ~~.::: ::: ::::::::: :::::::: ~~~g: ::::::: ::::::::::: ::gi ~::::: ::::::: :::::: iggg:::::::::::::::::::::g~;: 
:j~~g,l::::::::::::::::::::~~gg;::::::::::::::::::::~g: ::::::::::::::::::::~~g ~g~~g?i::::::::::::::::::::::ig~~g:::::::::::::::::::::gi~:::::::::::::::::::iggg:::::::::::::::::::::g:~; 
:~~~g.l::::::::::::::::::::~~gg:::::::::::::::::::::i~:::::::::::::::::::::;:g i~~i~~~::::::::::::::::::::::i~m:::::::::::::::::::::gi~:::::::::::::::::::iggg:::::::::::::::::::::igg: 
~~~~.l::::::::::::::::::::~~gr:::::::::::::::::::i~:::::::::::::::::::::;:g i~~~~~~::::::::::::::::::::::~~~~g:::::::::::::::::::::gi~:::::::::::::::::::iggg:::::::::::::::::::::ii~: 
~~~:'1:::::::::: :::::::::: ~ ~gg:::::: ::::::::::::::: i!::::::::::::::::::: :~;:g i! ~ ! i ~ ~::::::::::::::::::::::! i~~ g:::::::::::::::::: :::g i ~::::::::::::::::::: i ggg:::::: :::::::::: ::: ::i ~~: 
j~~~.l:::::::::: :::::::::: ~ ~ gg:::::::: ::::::::::::: i ~::::: :::::::::::::: ::~:g i ~ ~ ~~ ~ ~:::::::::::::::::::::: ~ ~;~ g::::::::::::::::::: ::g i ~::::::::::::::::::: i ggg:::::::::::::::::: :::i :g: 
j~~g.l::::::::::::::::::::~~gg:::::::::::::::::::::ig::::::::::::::::::~:g ig~ig~~~::::::::::::::::::::ig~;~g::::::::::::::::::: ::g!g:::::::::::::::::::::~gg:::::::::::::::::::::~!g: 

STOCK COLORS: White, Orange, Purple, Black, Yellow, Gray, Brown, Green, Bed, Blue 
White/Black· White/Red White/Yellow white/Blue White/Gray White/Black/Yellow White/Black/Green White/Black/Brown 
White/Brown White/Orange White/Green White/Purple White/Black/Red White/Black/Blue White/Black/Orange White/Black/Gray 

°In addition Nos. 7218, 7220, 7222, available in Red/Black and Black/White. Nos. 7212, 7210 available solid colors only. 
ALL WIRES ON THIS PAGE CAN BE ORDERED CUT & STRIPPED TO YOUR SPECIFICATIONS. 

Also multi-conductors can be formed to order twisted, shielded with or without plastic jacket oVl'mll. 

© U.C.P., Inc. See Pages 1553 - I 558 for Birnbach Prices for Above Items The MASTER - 26th Edition. Page 1539 



I SECTION 6000 

PL'ASTIC HOOK·UP WI IE 
SPECIFICATION MIL·W·76,B TYPE LW (Light Walll TYPE LW - 300 VOLTS 

'DESCRIPTION: One conductor stranded tinned copper with light wall of primary 
th~ .. moplastic insulation. 

MII·W.76B, Conauctor Nom. Volt Nom. 
Cat. No. Spool Size AWG Type DeslgnaUsn Strand Wall Rating 0.0. 

i:;i~Ii IB:~lilIEi:1 
SPECIFICATION MIL·W·76,B TYPE LW-NYLON JACKET 

Description: Same as .bove except clear NYLON JACKET overall. 

m!~::::::::::::::::::::::::: Ifff~::::::'::::::::'::::':"U::::::::::':::::::::::::::~i~~ ~!f!~f:::::::::::·:::::::::::·::::::;,f~fi :::::::::::::::::,::::::·:ii~:::::::::::::::::::::::·1H '::;::::::::::::::::::J!r: 
STOCK COLORS: Black, B~own, ped, White, Green, Orange, Yellow, Gray, Blue, Purple. Additional s,lzes, colors available to order. 

SPECIFICATION MIL·W.76,B TYPE HW (Heavy Wall) - 2500 VOLTS (Fungus Proof) 
. (SUPERSEDES Jan-C-76 Type SRHV) 

DESCRIPTION: Similar to type MW. One conductor stranded tinned copper with larger wall of primar) i;+iiiiiiiiiiiiiiiiiiiiiiiiiiiit­
thermoplastic insulation to take 2500 V RMS. 

MII.W.76B Conductor Nom, Volt Nom. 
Cat. No. Spool Size AWG Type Designation Strand Wall Rating O.D. 

~~~~.1::::::::::::::::::::~¥gg;::::::::::::::::::::~~:::::::::::::::::::::;:2 ~~~~~R::::::::::::::::::::::::::~~:g:::::::::::::::::::::g:::::::::::::::::::::~~gg:::::::::::::::::::jg~: 
~~~g.1:::::.::::::::::::::1¥g~;::::::::::::::::::::~g:::::::::::::::::::::;:g ~g~~g~g.:::::::::::::::::::::~g~:g:::::::::::::::::::::g:~:::::::::::::::::::~~gg:::::::::::::::::::j~~: 
Ui~.1::::::·:::::::::::::1.~gg;::::::::::::::::::::t~:::::::::::::::::::::;:2 ~:~~g~g.::::::::::.::::::::::~g~~g:::::::::::::::::::::g~~::::::::::::::::::.~ggg:::::::::::::::::::j~~: 
~n~.l::::::::::::::::::::~~gg:::::::::::::::::::::~~::::::::::::::::::::~:2 ~g~~g~g.:::::::::::::::::::::;g~~g:::::::::::::::::::::g:~:::::::::::::::::::~ggg:::::::::::::::::::j::: 
~~i:.l: :::::::::: ::::::::: ~ fgg:::: :::: ::::::::: :::: ~ L:::: ::::::: ::::: ::;:8 ~ t ~ t ~ ? H::::::::::::: :::::::::! ~ ~:g::::::::::: :::: :::: ::g: g::: :::::::::::::::: :gg:: :::::::::::: :::: :::~ ~:: 
~~i~.l::::::::.:::::::::::~~gg::::::::::::::::::::J~::::::::::::::::::::~:8 ~~~gg~E.:::::::::::::::::::::gg~:g:::: .. :::::::::::::::g:~::::::::::::::::::: :gg:::::::::::::::::::::l:~: 

*701.3 ................... 1000' .................... 10 .................. HW·C 10(105)U .................... 105/80 ..................... 045" .................. 600 ..................... 217· 
*,013-1.. .................... 100' .................... 10 .................. HW·C 10(105)U .................... I05/30 ..................... 045" .................. 600 ..................... 217· 

:~gi~.l: ::::::::::: :::::::: ~ ~gg::::: :::::::::::: :::: J :::::::: :::::::: ::: ::;:g ~ H~: ~ H:::::::::::::: ::::: t ::~~g:: :::::::::::: ::::: ::g:~=:::: ::::::::: ::::: :gg: :::::::::: :::::::: ::~::: 
:~gn.l::::::::::::::::::::1~gg::::::::::::::::::::::t::::::::::::::::::':;:2 ~~~~g~E·:::···::::::·::::::~::~~~:::::::::::::::::::::g:g=:':::::::::::::::' :gg:::::::::::::::::::::g~:: 

STOCK COLORS: White, Black, Brown, Red, Orange, Yellow, Green, Blue, Purple, Gray. Additional sizes, colors available to order. 

SPECIFICATION MIL-W-76B TYPE MW (Medium Wall) - GLASS BRAID 1000 VOLTS 
(Supersedes Jan-C·76 Types SRIR and WL Glass B.raidl 

DESCRIPTION: One conductor stranded tinned copper with thermoplastic insulation and lacquered glass 1IIIi:': : ;e 
braid overall. .. 

MII·W·76IU Conductor Nom. Yolt Nom. 
Cat. No. Spool Size AWG Type Designation Strand Wall Rating 0.0; 

4g~~.1::::::.::::::::::::: ~ ~gg:::::::: :::::::::::::~ ~: ::: ::::::::::: ::::::;:8 ~~ g ~:: :: ::::::: ::::::: :.: :::::: ~~: g:::::: :::::::::::::::g~ ~::::::: :::::::::::: ~ ggg::: ::::: :::::::::::::g~:: 
7020 .................. 1000' .................... 20 .................... MW·C 20(10)B ...................... 10/30 ..................... 017" .................. 1000 ..................... 084· 
7020-1 ..................... 100' .................... 20 .................... MW·C 20 (10)B, ..................... 10/30 ..................... 017" .................. 1000 ..................... 084· 

~gig.1·:::::::::::::::::::~~gg:::::::::::::::::::::~~::::::::::::::::::::~:g ~:~tg~~::::::::::::::::::::::~:~~g:::::::::::::::::::::g~+=::::::::::::::::::~ggg:::::::::::::::::::jgg: 
7016 .................. 1000' ................... 16 .................... MW·C 16(26)B ...................... 26/30 ..................... 017" .................. 1000 ...................... 116· 
7016·1 ...................... 100' .................... 16 .................... MW·C 16 (26 )B, ................... ;26/30 ..................... 017" .................. 1000 ..................... 116· 

:~gi:.l: :::::::. ::::::::::: ~ ~gg:: ::::::::::: :::::::: ~:: ::: :::::::: ::::::::~:g ~! ~ ! ~ ~::::::::::::::::::: ::::: ~~: t:::: :::::::: ::::: ::g~ ~:::::: ::::::::: :::: ~ ggg :::: ::::: ::::::::::::~~:: 
*7012 ...... , ............ 1000' .................... 12 .................... MW·C 12(65)B ..................... ,65/30 ..................... 017" .................. 1000 ..................... 149" 
*7012-1 ...................... 100' .................... 12 .................... MW·C 12 (65 )B ............... .... ,65/80 ............. , ....... 017" .................. 1000 ..................... 149· 
SfOCK COLORS: White, Black, Brown, Red, Orange, Yellow, Green, Blue, Purple Gray, White/Brown, White/Black, White/Orange, White/Yellow, 
White/Green, White/Blue, White/Red, White/Gray, White/Purple, White/Black/Redb White/Black/Yellow, White/Black/Blue, White/Black/Green, 
White/Black/Orange, White/Black/Brown, White/Black/Gray. * Nos. 7014, 7012, availa Ie stock In solid colors. . 

TYPE HW (Heavy Wain - GLASS BRAID . 
(Supersedes Jan-C-76 Type SRHV - Glass Braid) -

MII·W-7~ Conductor Nom. Volt (110m. 
Cat. No. Spool Size AWG Type Designation Strand Wall Rating 0.0. 

7010 .... ; ............... 1000' .................... 10 .................. HW·C ·10(105)B .................... 105/80 ..................... 045 ...................... 600 ... · .................. 237" 
7010-1 ..................... ,100' ......... , .......... 10 .................. HW·C 10 (105 )B .................... 105/80 ..................... 045" .................... 600 ..................... 287" 

~ggg.l:::::::::::::::::::: ~ ~gg:: :::::::: ::::::::::::::: :::::::::: :::::: ::;:8 : H:~ ~::: ::::: ::: :::::::: :::: ~ ::~~::::: :::::::: :::::::::g::=::: :::::::::: ::::::: :gg.:: :::::::::::::::::::~:g: 
~gg~.1:::::::::::::::: :::: ~ ¥8g::: :::::: :::::::::::::::: :::::::::: ::::::::;:8 g ~ ~:: ~ ::: :::::::::::.:::: :::: ~::m::::: :::: :::::::::: ::g::=::: ::::::::::::::::::gg: :::::::::::::::::::::~g: 

STOCK COLORS: White, Black. Also multi·conductors can be formed to order twisted, shielded with or without plastic jacket overall. 
ALL WIRES ON THIS PAGE CAN BE ORDERED CUT AND STRIPPED TO YOUR SPECIFICATIONS 
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600 VOLT 
This Birsil Silicone Rubber Hook up lead wire withstands extreme temperature range and flexibility from -104· C. to +400· F. with retention 
of physical properties and is highly resistant to flex cracking at temperature extremes; fungus resistant; corona resistant; engineered for high· 
heat and hi-frequency applications; low power factor; acid·alkali-oil resistant; low dielectric constant; insulation appproaching mica. Approved 
by U. L. but consumer must apply for Underwriter's Laboratories approval for individual product. 

Nom. Breakdown Nom. 
Cat. No. Spool Size AWG Strand Ins. Wall Volt Rating Voltage AC 0.0. 
7622 •........ 1000' ........ 22 ...•...... 7/30 ........ 1/32" •....•.. 600 .....•.. 11,500 •..•..•. 105" 
7622-1 .......... 100' ........ 22 .......... 7/30 ........ 1/32" ........ 600 ....•.•. 11,500 •......• 105" 
7620 ......... 1000' ........ 20 ......... 10/30 ........ 1/32" ........ 600 ........ 18,000 ........ 121" 
7620·1 .......... 100' ..... _ .. 20 ......... 10/30 ........ 1/32" ........ 600 ........ 18,000 ........ 121" 
7618 ......... 1000' ........ 18 •.• , ..... 16/30 ........ 1/32" • _ ...... 600 ........ 21,000 ........ 128" 
7618-1 •.•••••••• 100' •••••••• 18 .• , •••••• 16/30 ••• _ •••• 1/32" •••••••• 600 .••••... 21,000 .••..... 12g" 
7616 ......... 1000' ........ 16 .•••.•••. 26/30 ........ 1/32" ........ 600 ........ 20,000 ........ 144" 
7616-1 •...•• .' ... 100' ........ 16 ......... 26/30 ........ 1/32" _. __ .... 600 ...... _ .20,000 ......•• 144" 
7614 ......... 1000' ........ 14 ......... 41/30 ........ 1/32" ........ 600 ....... ,15,500 ........ 165" 
7614-1 .......... 100' .. _. __ • _14 ....•.••. 41/30 ........ 1/32" ........ 600 .......• 15,500 ...•.... 165" 
7612 ......... 1000' ........ 12 ......... 65/30 ........ 1/32" ........ 600 ........ 14,500 ........ 185" 
7612-1 ..••..••.• 100' ........ 12 ..•.•..•. 65/30 ••.•••.• 1/32" ........ 600 ..••.•.. 14,500 •....... 185" 
7610 ......... 1000' •. _ ..... 10 ......... 65/28 ........ 3/64" ........ 600 ........ 20,000 •.•..... 240" 
7610-1 ..•...•..• 100' ........ 10 ......... 65/28 •. '" •.. 3/64" ........ 600 •..• '.' .. 20,000 ........ 240" 
Additional sizes and colors available to order. Types F and FF per M I L-W-16878C available to order. 

DESCRIPTION: 
One conductor, tinned copper 
strands, silicone rubber insulation, 
glass braid, lacquered. Color: White. 

BIRFLENE* KEL-F HOOK-UP WIRE 
-125 0 C. to +175 0 C. MEETS MIL·W·12349·SPEC 

PERFORMANCE SPECIFICATIONS: 
Continuous: -60· to +175· C. Operating Voltage: 1000 volts RMS. Spark Test: 7500 volts. Dielectric Strength: 5000 volts at 60· C. for 1 rninute. 
Insulation Resistance: Greater than 5000 Meg Ohrns/1000 ~'t. at 60· C. Moisture Absorption: Nil. Flammability: Non-Ilarnrnable. Resistance to Chemicals: 
All solvents and acids. Aging: Outdoor. 1 year; no detectable change. 

Nom. Nom. 
Cat. No. Spool Size AWG Strand Ins. Wall 0.0. 
71.'30 ...................... 1000' ........................ 80 ........................ 7/88 ....................... 006" ....................... 029" 
71.'30-1 ........................ 100' ........................ 30 ........................ 7/88 ......................• 006" ....................... 029" 
7128 ...................... 1000' ........................ 28 ........................ 7/36 ....................... 006" ....................... 032" 
7128-1 ........................ 1 00' ........................ 28 ........................ 7/86 ......................• 006" ....................... 032· 
7126 ...................... 1000' ........................ 26 ........................ 7/34 ....................... 008" ....................... 037" 
7126-1 ........................ 100' ........................ 26 ........................ 7/34 ....................... 008" ....................... 037" 
7124 ...................... 1000' ........................ 24.. ...................... 7/32 ....................... 008" ....................... 043" 
7124-1 ........................ 100' ........................ 24 ........................ 7 /32 ....................... 008" ....................... 043" 
7122 ...................... 1000' ........................ 22 ........................ 7 /30 ....................... 008" ....................... 050" 
7122-1 ........................ 100' ........................ 22 ........................ 7 /30 ....................... 008" ....................... 050" 
7120 ...................... 1000' ........................ 20 ........................ 7/28 ....................... 010" ....................... 060" 
7120-1 ........................ 100' ........................ 20 ........................ 7 /28 ....................... 010" ....................... 060" 
711S ...................... 1000' ........................ 18 ...................... 16/30 ....................... 010" ....................... 070" 
711S-1 ........................ 1 00' ........................ 18 ...................... 16/80 ....................... 01 0" ........................ 07 0" 
7116 ...................... 1000' ........................ 16 ...................... 19/29 ....................... 010" ....................... 079" 
7116-1 .............. : ......... 1 00' ........................ 16 ........ : ............. 19/29 ....................... 01 0" ....................... 079" 

is S 5 __ 

DESCRIPTION: 
One conductor silver plated copper 
stranded, insulation - Monochloro· 
trifluoroethylene (Birflene Kel-F).' 

COLORS: -White, Red, Green, 
Gray, Black, Orange, Dk. Blue, 
Lt. Blue, Brown, Yellow, Purple 

Available in Spiral Tracers. 

*Made with Kellogg Co. Kel-F or 
Bakelite Co. Fluorothene. 

HI-VOLTAGE and CATHODE RAY CABLE 
Used for 10,000, 20,000, 40,000, 60,000 volt applications as for cathode ray tubes in TV receivers, oscilloscopes and other electronic devices. 
Has dielectric constant of 2.7 and power factor of .002. Shielded Hi-Voltage type used to shield RF radiation in X-Ray, diathermy, medical 
equipment, and in transmitters. 

UNSHIELDED 
. Nom. Suggested Nom, 

Cat. No. Spool Size AWG Strand Ins. Wall Working Voltage 0.0. 

SHIELDED 

~:~=-1::::::::::::: ::: ::~ ~gg;:::::::: :.:: ::::: .. : :::::::::::::::::t :f: g .::: ............................ :g: :;·.· ........................... ·1 g:gg g .... ~'.'.'.'.'.' ......... :~~~: ' 

DESCRIPTION: 

One conductor stranded copper 
tinned rulan (flame retarding 
type) polyethylene insulation. 
Available white/red tracer. Temp. 
Rating: 105°C 

Shielded: Same as above with tinned 
copper braIded shield overall. 

Special constructions avaIlable to order. 

PLASTIC INSULATED HOOK-UP WIRE 
Desill'ned for the chassis, sub-chassis wiring of radio and television receivers and transmitters inside or outside the chassis. UL approved for 
105· C. (221· F.)" operating temperature. 

105 0 C. - 600 VOLT RATING UL APPROVED (CSA 600V·90°C) 
Cat. Nom. Volt. DC Ins. Res. Max. 
No. Spool AWe Stranding Wall Breakdown Megs./Ft. 0.0. 

7201 ............ 1000' ............ 22 ............ 7/30 ............. 032" .............. 18000 .............. 6000 ............... 100" 
7201-1 ............ 100' ............ 22 ............ 7/30 ............. 082" .............. 18000 .............. 5000 ............... 100" 
720.'3 ............ 1000' ............ 20 ............ 10/30 ............ 082" .............. 18000 .............. 5000 ............... 104" 
7203-1..... ... .... 100' ............ 20 ............ 1 0/80........ .... .032" .............. 18000 .............. 5000.... .......... .104" 
7205 ............ 1000' ............ 18 ............ 16/30............ .032" .............. 18000 .............. 5000...... ........ .112" 
7205-1 ............ 100' ............ 18 ............ 16/30 ............. 032" .............. 18000 .............. 5000 ............... 112" DESCRIPTION: 
7207 ............ 1000' ............ 16 ............ 26/30 ............ ' .032" .............. 18000 .............. 500'0 ............... 129" 
7207-1 ............ 100' ............ 16 ............ 26/30 ............ 032" .............. 18000 .............. 5000 ............... 129" One Conductor stranded annealed 
7202 ............ 1000' ............ 22 ............ Solid ............... 032" .............. 18000 .............. 6000 ............... 095" copper tinned, plastic insulation. 
7202-1. ....... .... 100' ............ 22 ............ Solid.. ............ .032" .............. 18000 .............. 5000.............. .095" 
7204 ............ 1000' ............ 20 .... , ....... Solid........... ... .032" .............. 18000 .............. 5000.... .......... .102" 
7204-1........ .... 100' ............ 20 ............ Solid. .......... ... .032" .............. 18000 .............. 5000 .............. '.102" 

COLORS: Black, Red, Green, Yellow, Blue, Brown, White, Orange, Gray, Purple 
ALL WIRES ON THIS PAGE CAN BE ORDERED CUT & STRIPPED TO YOUR SPECIFICATIONS. 

Also rnultI-conductors can be forrned to order twisted, shielded with or without plastic jacket overall. 
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SECTION 6000 

MINIATURIZATION HOOK.UP WIRE and CABLE 

HIGH TEMPERATURE 105°C. UNSHIELDED - ONE CONDUCTOR 
Used.ln min.iaturized equipment Phono-pickup lead computers transistor circuits, electro-medical and electro therapeutic apparatus, instrumentation projects, 
miniaturfzatIon programs, where fine sizes are required With high operating temperature. 
For "Lab" requirements Miniaturization Hook-Up Wire and Cable assortments-WRITE for information. 

No. of Conductor Nom. Nom. 
Cat. No Spool Condo Size AWG Strand Wall 0.0. 
7534 ........................ 1000' ................ 1 ................ 34 .................... 4/40 ................... 010" ................... 027" 
7534-500 ............... : .... 500' ................ 1 ... : ............ 3 4 .................... 4/4 0 ................... 010" ................... 027" 
7532 ........................ 1000' ................ 1 ................ 32 .................... 7/40 ................... 010" ................... 029" 
7532-500 .................... 600' ................ 1 ................ 32 .................... 7/40 ................... 010" .................... 029" 
7530 ........................ 1000' ................ 1 ................ 30 .................... 7/38 ................... 010" ................... 030" 
7530-500 .................... 500' ................ 1 ................ 30 .................... 7/38 ................... 010" ................... 030" 
7529 ........................ 1000' ................ 1 ................ 29 .................... 5/36 ................... 010" ................... 030" 
7529-500 .................... 600' ................ 1 ................ 29 .................... 6/86 ................... 010" ................... 030" 
7528· ....................... 1000' ................ 1 ................ 28 .................... 7/36 ................... 010" ................... 036" 
7528·500 .................... 500' ................ 1 ................ 28 .................... 7 /36 ................... 010" ................... 035" 
7527 ........................ 1000' ................ 1.. .............. 27 .................... 7/35 ................... 010" ................... 037" DESCRIPTION: 
7527·500 .................... 500' ................ 1.. .............. 27 .................... 7/85 ................... 010" ................... 037" One conductor stranded tinned cop· 
7526 ........................ 1000' ................ 1.. .............. 26 .................. 10/36 ................... 010" ................... 038" per with 105°0. high temperature 
7526-500 .................... 500' ................ 1 ................ 26 .. : ............... 10/36 ................... 010" ................... 038" thermoplastic insulation overall. 
7524 ........................ 1000' ................ 1 ................ 24 .................. 16/36 ................... 015" ................... 056" 
7524·500 .................... 50 0' ................ 1 ................ 24 .................. 16/3 6 ................... 016" ................... 055" 

STOCK COLORS: Black, Red,. Green, Yellow, Blue, Brown, White, Orange, Gray, Purple 

SUB-MINIATURE MULTI·CONDUCTOR CABLE (Super Flexible) 

=~ 
DESCRIPTION: Multi-Cond. tinned copper stranded 105° C high temperature P.V.C. 
thermoplastic insulation. When jacketed clear P.V.C. thermoplastic used over cabled 
wire. 

NO OUTER JACKET CLEAR VINYL JACKET OVERALL 
Cat. 
No. 

No. of Size 
Condo AWG 

Condo 
Strand 

Nom. 
Wall 

Nom, 
0.0. 

Cat. No. of Size Condo Nom. Wall Nom, 
Spool No. Spool Condo AWG Strand Jacket 0.0. 

7652 ........ 1000' .......... 2 .......... 30 .......... 7/38 ........... 010" ........... 059" 7668 ........ 1000' .......... 2 .......... 28 .......... 7/36 ........... 010" ........... 079" 
7652 .......... 600' .......... 2 .......... 30, ......... 7/38 ........... 010" ........... 069" 7668 .......... 500'.~ .... , .. 2.; ........ 28 .......... 7/36 ........... 010" ........... 079" 
7653 ........ 1000' .......... 3 .......... 30 ......... ,7/38 ........... 010" ........... 066" 7669 ........ 1000' .......... 3· .......... 28 .......... 7 /36 ........... 010" ........... 086" 
7653 ......... ,600' .......... 3 .......... 30 .......... 7/38 ........... 010" ........... 066" 7669 .......... 500' .......... 3 .......... 28 .......... 7/36 ........... 010" ........... 086" 
7654 ........ 1000' .......... 4.. ........ 30 ......... ,7/38 ........... 010" ........... 072" 7670 ........ 1000' .......... 4 ......... ,28 .......... 7/36 ........... 010" ........... 095" 
7654 ........ ,,500' .......... 4.. ........ 30 ........ :,.7/38 ........... 010" ........... 072" 7670 .......... 500' ......... .4 .......... 28 .......... 7/36 ........... 010" ........... 096" 

CONDUCTOR COLOR CODE CHART: CONDUCTOR COLOR CODE CHART: 
1 Black, 2 White, 3 Red,4 Green 1 Black, 2 White, 3 Red,4 Green 

SUB-MINIATURE SHIELDED HOOK·UP WIRE (Super Flexible) 
No. of Conductor Nom. Nom. 

Cat. No Spool Condo Size AWG Strand Wall O.D. 

7538 ........................ lOOO' ................ 1 ................ 30, ................... 7 /38 ................... 010" ................... 053" 
7538 .......................... 600' ................ 1 ................ 30 .................... 7/38 ................... 010" ................... 053" 
7535 ........................ 1000' ................ 1 ................ 28 .................... 7/36 ................... 010" ................... 058" 
7535 .......................... 500' ................ 1 ................ 28 .................... 7 /36 ................... 010" ................... 058" 
7537 ........................ 1000' ................ 1 ................ 26 .................. 10/36 ................... 010" ................... 061" 
7537 .......................... 600' ................ 1 ................ 26 .................. 10/36 ................... 010" ................... 061" 
7536 ........................ 1000' ................ 1 ................ 24 .................. 16/36 ................... 015" ................... 075" 
7536 .......................... 500' ................ 1 ................ 24 .................. 16/36 ................... 01.5" ................... 075" 

STOCK COLOR: White (under shield) 

~i§mt 

DESCRIPTION: 

One or multi·conductor stranded 
tinned copper with 105°0. high tem­
perature thermoplastic insulation 
and tinned copper shielded braid 
overall. 

SUB-MINIATURE MULTI·CONDUCTOR CABLE SHIELDED (Super Flexible) 

DESCRIPTION: Multi-conductor, tinned copper stranded 105 0 C 
high temperature P.V.C. thermoplastic insulation, tinned copper 
shield. When jacketed clear P.V.C. Thermoplastic jacket used 
over tinned copper shield. 

NO OUTER JACKET CLEAR VINYL JACKET OVERALL 

Cat. No. of Size Condo Nom. Nom. Cat. No. of Size Condo Nom. Wall Nom. 
No. Spool Condo AWG Strand Wall 0.0. No. Spool Condo AWG Strand Jacket 0.0. 

7542 ........ 1000' .......... 2 .......... 24.. ...... 16/36 ........... 015" ........... 114" 7552 ...... · .. 1000' .......... 2 .......... 28 .......... 7/36 ........... 010" ........... 13~: 
7542/3 ...... 1000' .......... 3 .......... 24.. ...... 16/36 ........... 015" ........... 123" 7552/3 ...... 1000' .......... 8 .......... 28 .......... 7 /36 ........... 010: ............ 14 8. 
7542/4 ...... 1000' .......... 4.. ........ 24 ........ 16/36 ........... 015" ........... 144'" 7552/4 ...... 1000' .......... 4 .......... 28 .......... 7/36 ........... 010 ........... 16 

CONDUCTOR COLOR CODE CHART: CONDUCTOR COLOR CODE CHART: 
1 Black, 2 White, 3 Red, 4 Green 1 BIIICk, 2 White, 3 Red, 4 Green 

ALL WIRES ON THIS PAGE CAN BE ORDERED CUT & STRIPPED TO' YOUR SPECIFICATIONS. 
Also multi·conductors can be formed to order twisted;'Shlelded with or without plastic jacket overall. 
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SECTION 6000 

MrcrDphone Cables with Birnbach's NEW 
#lVI-CONII SHIELD ooa ~ 

HI·FLEXIBILITY • LONG FLEX LIFE • EASY WORKING . 
This series of cable is Blrnbach's new outstanding shiel.d in combination 
with vinyl plastic that is conductive thereby providing 100% shield 
coverage. Easy handling; lighter in weight than comparative types; 
extremely flexible; #24 Stranded Bare Tinned Wire is used for ground· 
ing termination; this is in continuous contact with the "Vi·Con" Shield. 
Cat. Size No. Nom. 
No. Spool Condo AWG Stranding D.O. 

l!gl:::::::::::::::~~:::::::::::::::J:::::::::::::::~~::::::::::::::::i6m~·:::::::::::::::::j~~:: 
PLASTIC MICROPHONE CABLE 

DeSigned to stand up under physical abuse and is resistant to 011. moisture 
And aging for long life. These cables have low capacitance. high Insulation 
resistance and low attenuation at audio frequencies. Will not stain or ma·rk. 
#1839 Is used for high impedance microphone. lapel. contact. crystal. ribbon. 
velocity and HI-FI Interconnecting cable. 
#1840 Is used for high Impedance lapel microphones. 
#1841 Is used for crystal. ribbon and other impedance microphones. 
Above recommended for HI-FI installations because of low loss and low 
capacitance. 

PLASTIC - ONE·CONDUCTOR MICROPHONE CABLE 

DESCRIPTION: -;;~=-:-=~:=::~~.i=ii== Single Conductor St!.anded i .:;!I. 
3 strands #33 copper tinned. and 4 N 1839 1840 1841 
strands #33 (steel-tinned 1840 and 1841) os. • • 
cellulose yarn braid. Polyethylene Insulation. tinned copper shielded braid 
with chrome vinyl plastic jacket overall • 
Cat. Size No. Nom. Nom. 
No. Spool Condo Awg. Stranding Cap./Ft. 0.0. 

1839 ........ 600; .......... I .......... 20 ........ 26/34 ............ 39MMF ......... 176" 
1840 ........ 500 .... , ...... 1 .......... 25 .......... 7/33* .......... 84MMF ......... 144" 
1841 ........ 500 .......... 1.. ........ 25 .......... 7 /SS* .......... 25MMF ......... 200" 

*SX33 Copper, 4X33 Steel (All tinned) 
SPIRAL SHIELDED MICROPHONE CABLE 

Coristructed with tinned copper spiral wrapped concentric sbleld. Extremely 
Hexlble. smaller size. 
Cat. Size No. Nom. Nom. 
No. Spool Condo Awg. Stranding Cap./Ft. D.O. 

183~ .••••• 500:- ..... 1. .•••. 25 ••••• • 1133 ....... 25MMF ••.••. 159" 
183 .••••• 500 •••••• 1. ...•. 25 •••••• 7/33 ••••••. 33MMF .•. : •. 12/i" 

PLASTIC - MULTI·CONDUCTOR MICROPHONE CABLE 
Used with carbon and all low impedance microphones. 
DESCRIPTION: 
Each conductor tinned copper, 
insulatlon-color coded. Multi 
are cushioned with jute IIUers. 
ped under tinned copper shield. 
vinyl jacket o.eraU. 
CNat. SIC Size No. Nllm. Nom. 

O. POD ond. Awg. Stranding Cap./Ft. 0.0. 
1842 ........ 600: .......... 2 .......... 22 ........ 16/84 ............ 8IMMF ......... 231" 
1843 ........ 600 ........... 3 .......... 20 ........ 26/34 ............ 89MMF ......... 295" 
1844 ........ 600 ,. ...... , .. 4 .......... 20_ ....... 26/34 ............ 43MMF ......... 320" 
1845 ........ 600, .......... 5 .......... 20 ........ 26/34 ............ 4SMMF ......... 345" 
1846 ........ 600 .......... 6 .......... 20 ........ 26/34 ............ 54MMF ......... 370" 
CONDUCTOR COLOR CODE: I-White, 2-Black, 3-Red. 4-Green 

5--Yellow, 6-Blue . , 

2 CONDUCTOR SHIELDED 
(Twisted Pair) <=:::b;Pi!? @@I 

Used for transmission line. P. A. and sound sxstems. school. hospital sound 
Installations. Industrial paging systems. broadcast and audio cable. paging 
and rack panel wiring. 
DESCRIPTION: 
Each conductor copper tinned. plastic Insulation. color coded twisted, 
tinned copper shield overall. 
Cat. Size NOM 
No. Spool Conds. AWG Strand Insul. 0.0. 
826/30 .... 500· •••.•.. 2 ....... 30 ....... %8 ....... 010 ......... 085" 
826/28 .•.. 500· .••..•• 2 .•.••.•• 28 ••••••• %6 ....... 010 ......... 090" 
826126 .•. . 500· •••.•.• 2 ....... 26 ....... %4 ....... 010 ......... 100" 
8~g ...... . 500· ••••• , .2 .•..••. 24 ••••••. 1%6 ....... 015 ......... 120" 
~72· .. · .. ·500' ....... 2 ....... 22 ....... %0 ....... 017" ....... 140 .. 
82 S •••••. 500· ••••.•. 2 ••••••• 20 ••••••• 19110 ....... 017" ....... 155" 

7 ••.•••• 500' •.••••• 2 .•••••• 18 .•••••. 1%0 ....... 017" ....... 180" 
g~~ ... '" .500' ....... 2.-•••••• 16 ....... 2%0 ....... 020" ....... 210" 

30' ...... 500' ....... 2 ••••••• 14 ... .- ••• 4¥.!o ....... 020" ....... 235" 
8 •••.••. 500· ••••.•• 2 ••••••• 12 •.••••• 6%0 ....... 025 ......... 295" 
830/10 ........ 500' .............. 2 .............. 10 ....... 105/30 ............ 025 ............... 375 .. 

3 CONDUCTOR SHIELDED 

RUSBER MICROPHONE CABLE 
Especially Designed for Heavy Studio Use 
RUBBER CRYSTAL MICROftHONE CAlLE 

Desil!'Ded for long service life and low loss. Use with crystal, ribbon, 
dynamic and velocity microphones and photoelectric cells. Birnbach 
#18 ~ 0 is used widely for lapel microphones and phono pick ups. 

DESCRIPTION: ~ 
Single Conductor, 26 Strands HI 170 
#34 extra flexible tinned copper, spe· 
cial low 1088 rubber compound, tinned .. """,=~~. 
copper braid shield, cotton wrap, tough 
black rubber jacket overall. Ho. 172 

Cat. Size No. Nom. Nom. 
No. Spool Condo Awg. Stranding Cap./Ft. 0.0. 

870 ........ 100' .......... 1 .......... 20 .......... 26/34 .......... 40 Mmf ........... 175n 

1870 ....... 250' .......... 1 .......... 20 .......... 26/34 .......... 40 Mmf.. ......... 175n 

872 ........ 100' .......... 1 .......... 20 .......... 26/34,. ........ 30 Mmf.. ......... 245" 
1872 ........ 250' .......... 1 .......... 20 .......... 26/34 .......... 30 Mmf ........... 245M 

RUBBER OR NEOPRENE MICROPWONEI CABLE 

DE:SCRIPTION: 
Each Conductor. extra flexible stranded 
tinned copper. insulated with a .022" 
wall special low capacity rubber. 
coded. conductors twisted. jute filler cot· 
ton wrap. tinned copper braided shield. cotton wrap wIth tough weatherproof 
black rubber or neoprene jacket overall. 
Used Cor indoor and outdoor crystal. carbon and condenser mlcropbones and 
for public address systems. 

Nom. Cap. 

RUBBER JACKET 
Bet)Yeen 

Nom. Cap. 1·Cond. Nom. Cap. 
Between Be Others Between 

Cat. Size l·Cond. Connected l·Cond. Nom. 
No. Spool Condo Awg. Strand. Be Shield to Shield Be Others 0.0. 

772 •. 100' .• 2 •. 20 .. 26/34 ..• 65 Mmf .•• 68 Mmf •.• 43 Mmf .... 280" 
1772 •. 250' .. 2 .. 20 .• 26/34 ••• 65 Mmf. •. 68 Mmf •.. 43 Mmf .... 280" 
772/18 .. 100' •. 2 .. 18 .. 41/34 ... 70 Mmf ••• 73 Mmf. •. 48 Mmf. ... 300" 
773 •. 100' •. 3 .• 20 .. 26/34 ••. 68 Mmf .•• 72 Mmf •.• 55 Mmf .... 290" 

1773 •• 250' .. 3 •. 20 .. 26/34 ••. 68 Mmf .•• 72 Mmf ••• 55 Mmt .... 290" 
773/18 .• 100' •. 3 •. 18 •. 41/34 ••. 68 Mmf ••• 72 Mmf ••• 55 Mmf .... 350" 
774 •• 100' .. 4. :20 .. 26/34 ... 68 Mmf ... 74 Mmf ... 57 Mmf .... 300" 

1774 •. 250' .• 4 .• 20 .• 26/34 •.. 68 Mmf ••• 74 Mmf •.. 57 Mmf .... 300" 
774/18 .• 250' .. 4 •• 18 •• 41/34 •.. 68 Mmf ..• 74 Mmf •.. 57 Mmf .... 335" 
775 •• 100· •. 5 •. 20 .. 26/34 .•. 70Mmf ..• 76Mmf ••. 58Mmf •••. 330"· 

1775 •• 250' .. 5 •• 20 .. 26/34 ..• 70 Mmf ••• 16 Mmf ••• 58 Mmf .... 330" 
776 •• 100', .6 .. 20 .. 26/34 ..• 71 Mmf ••• 80 Mmf ••• 60 Mmf .... 350" 

1776 •. 250' .. 6 •. 20 •. 26/34 ..• 71 Mmf ••• 80 Mmf ••• 60 Mmf .... 350" 
777 .. 100' •. 7 •• 20 •. 26/34 ••• 72 Mmf ••• 85 Mmf. •• 62 Mmf .... 365" 

1777 .. 250' .. 1 .. 20 .. 26/34 •.. 12 Mmf ••• 85 Mmf ••• 62 Mmf .... 365" 
778 •. 100' .• 8 .. 20 .. 26/34 .•. 74 Mmf. •• 90 Mmf ••• 65 Mmf .... 390" 
778/10 .... 100· .. 10 .... 20 .... 26/34 ...... 75 Mmf... ... 92 Mmf... ... 67 Mmf... .... 44O" 

No. 

For longer lengths and alternate put·ups--Specify. 

Spool 

NEOPRENE JACKET 
Size 

Condo AWG Strand. 
Wall 

Thickn.ss 
Nom. 

Jacket 
Nom. 
0.0. 

1781 __ . _______ 500· _______ 1.. _____ ._18._ .... ___ 41/34 ____ ._. 040" _____ . 030" _______ .250" 
1782 . _____ . ____ 500· . ___ . __ ._2 . __ ._. ___ 18 .. ________ 41/34 ______ ._. 020" _______ 035" __ . ___ 905" 
1783 ___ . ____ 500' ________ ._3. ______ 18 ______ 41/34-_____ .020 .. _____ .035" ___ . ___ 325" 
1784. _______ 501)' . _______ 4 _______ 18. __ . __ . ____ 41/34 _____ .. 020" _______ . 035" ________ .335" 
1786 _________ 500' __________ 6. _______ .18_ ... __ 41/34 ____ .020" ____ .0~5"---.430 .. 

MICROPHONE CABLE COLOR CODE CHART 

1-Black 
2-Whlte 

3-Red 
4-Green· 

5-Yellow 
6-Blue 

7-Brown 
8-0range 

ARMORED INDUSTRIAL CABLE 
Used for P.A. systems on speaker extensions, oil burner installations, 
auto wiring, etc. 
Two Conductors Parallel #18 16/30 Stranded 
Tinned Copper, rubber insulation, lacquered cotton :':i 
braid color coded, spiral galvanized steel armor m\\W 
overall. . . . 973S ...... 500· ....... 3 ....... 20 ....... 1%0 ..... :.017" ....... 192" 

2 CONDUCTOR SHIELDED WAXED COTTON BRAID OVER SHIELD 
9728 ...... 500· ....... 2 ••.•..• 20 ....... 1%0 ....... 017" ....... 180" Cat. 

SOLID CONDUCTORS No. Spool Size AWe Strand 0.0. 1m --.--.----ggg: -.--------~----- 22 SOlld _______ L _______ .017 .. __________ .195" ..;..:."'-___ ....;;.:;-"."'-__ .;.;.;;.;.....;c.;.;..:;;...._~'_=_"_ ____ ..;.;~ __ 

1703·---------·500'------- _______ 20 Solld ______ . __ L ___________ 017" ______ . __ . ____ 145.. 1111 ............. 260· .............. 1S .... _ ......... 16/80 .. __ ... _ ....... 155 .. X .2(0" 
------CONDUC-roif-c·o~iiR--COJ~ Solid ________ L _____ ._ 0l7" _____________ .170" 1112.............. 500' .............. 18. _ ............ 16/30 ............... 15 5" x .2 4 O~ 

: I-Black, 2-Red, 3-White 1113 .............. 1000' .............. 18 .............. 16/30 ............... 155 .. x .240 

FOR LONGER LENGTHS AND ALTERNATE PUT·UPS-SPECIFY. 

© U.C.P .• hie. See Pages 1553· I 558 for 8irnbaeh Prices for Above Items The MASTER - 26th Edition - Page 1543 



SECTION 6000 

PLASTIC INTERCOMMUNICATING 
CABLES TWISTED PAIRS-SOLID CONDUCTORS 

Used in connecting Intercommunicating and Sound Systems. Telephones. 
Annunciators. Nurses Hospital Call Systems. Electronic Computers. Guided 

Missiles. ~ 
DESCRIPTION: ._ •• d.~~~~~ 
Each Conductor #22 Solid Copper Tin· a Ii I 
ned •. 010" WaU Vinyl Plastic Insulation. 
conductors color coded. twisted pail'S 
cabled. tubed gray Vinyl plastic jacket 
overall. . Suitable for outdoor Installa­
tions. No. 4701 to 4729 

Cat. Size No. Nom. Nom. 
No. Spool Pairs Condo AWG Jkt. 0.0. 

4701. ....... 500' ..... 1 ...... 2 ...•. 22 Solid ...... 020" ....... 145" 
4702 ........ 500' ..... 2 ...... 4 ..... 22 Solid ...... 020" ....... 205" 
4703 ........ 500'. . ... 3...... 6 •••.. 22 Solid ...... 020" ....... 215" 
4706 ........ 500' ..... 6 ...... 12 ..... 22 Solid ...... 020" ....... 250" 
4709 .•....•• 500' ..... 9 ...... 18 •.•.. 22 Solid ...... 020" ....... 310" 
4711 ...••.•• 500': .... 11. ..... 22 ..... 22 Solid ...... 020 ......... 350" 
4711/13 .•... 500' ..... 13 ...... 20 ..... 22 Solid ...... 025" ....... 385" 
4715 ........ 500' ..... 15 ...... 30 ..... 22 Solid ...... 025" ....... 390" 
4716 ........ 500' .•... 10 ...... 32... .22 Solid ...... 025" ....... 405" 
4727 ........ 500' ..... 27 ...... 54 ..... 22 Solid ...... 035" ....... 495" 
4727/31 ..... 500' ..... 31. ..... 62 ..... 22 Solid ...... 035" ....... 555" 
4727/41 ..... 500' ..... 41. ..... 82 ..... 22 Solid ...... 035" ....... 630" 
4729 ........ 500' ..... 51. .... 102 .•... 22 Solid ...... 045" ....... 750" 
4729/76* .... 500.' ..... 76 ..... 152 ..... 22 Solid ...... 070" ....... 970" 
4729/101· .•. 500' .... 101. .•.. 202 ..... 22 SoM ...... 080" ..... 1.l40" 

• Bare copper conductors. 
For longer lengths and alternate put·ups-Specify. 

TWISTED PAIRS-STRANDED CONDUCTORS 
DESCRIPTION: 
Each Conductor #22 7/30 Stranded 
Tinned Copper, .010· Vinyl plasti( 
insulation, twisted pairs cabled, con· 
ductors color coded, tubed gray Vinyl 
plastic jacket overall. . No. 4731 to 4747 

Cat. 
No. Spool Pairs 

Size No. 
Condo AWe Strand 

Nom. 
0.0. 

4731 ........ 500' .......... 1.. ........ 2 ............ 22 ............ 7/30 ........... 145 .. 
4732 ............ 500· .......... 2 .......... 4.. .......... 22 ............ 7/30 ........... 210' 
4733 ............ 500· .......... 3 .......... 6 ............ 22 ............ 7/30 ........... 225' 
4734 .. , ......... 500· .......... 4 .......... 8 ............ 22 ............ 7/30 ........... 235 .. 
4735 ............ 500· .......... 5 .......... 10 ............ 22 ............ 7/30 ........... 245· 
4736 ............ 500· .......... 6 .......... 12 ........... :22 ............ 7/30 .......... 270" 
4739 ............ 500' .......... 9 .......... 18 ............ 22 ............ 7/30 .......... 325" 
4745 ............ 500· .......... 15 .......... 30 ............ 22 ............ 7/30 ......... 455· 
4747 ............ 500· .......... 27 .......... 54 ............ 22 ............ 7 /30 .......... 570" 

For longer lengths and alternate put·nps-Specify. 
,l!'or Conductor Color Code Chart for Pnirctl Iulen'om Cable::;:, Sec Page 1558 

SHIELDED MULTI-CONDUCTOR CABLE 
Used indoors for llermanent or portable work to prevent interference 
pickup on P.A. systems, recording equipment, photo electric circuits, 
etc 

TINNED COPPER SHIELD OVERALL 
DESCRIPTION: 
Each Conductor #20 10/30 Stranded Tinned Cop· ~ 
per, 1/64" pvc wall. waxed cotton braid color coded. ." ... ". . . • 
twisted conductors, tinned copper shield overall. Nos. 912 to 918 
No. 1972 with cotton braid overall. 

Cat. 
No. 

Size 
Spool Conds. AWG Strand 

Cap/Ft. 
Bet. Condo 

Insul. " Shield 

Cap/Ft. 
Bet. 

Conds. 
Nom. 
0.0. 

972 ••. 100' ••.. 2 ..•• 20 ..•. 10/30 •• 1/64 ... 65 Mmf. .• 43 Mmf. .. 215" 
973 ••. 100' ..•. 3 .... 20 .•.. 10/30 .. 1/64. •. 68 Mmf ... 55 Mmf. .. 220" 
974 ... 100' ..•. 4 .•.. 20 •... 10/30 .. 1/64 .•. 69 Mmf ..• 57 Mmf. .. 250" 
975 ... 100' ...• 5 .... 20 .... 10/30 .. 1/64. .. 70 Mmf. .• 58 Mmf. .. 280" 
976 ... 100' ..•. 6 .... 20 .... 10/30 .. 1/64. •• 71 Mmf .•• 60 Mmf. .. 290" 
977 ... 100' •••. 7 ..•• 20 ..•• 10/30 .. 1/64 •.. 72 Mmf. .. 62 Mmf ... 315" 
978 •.. 100' .••. ·8 .•.. 20 .••. 10/30 •• 1/64 .•• 74 Mmf ••. 65 Mmf. .. 350" 

1972 •.. 100' ..•• 2 .••. 20 ..•. 10/30 .• 1/64 .•• 65 Mmf .•. 43 Mmf. .. 225" 
CONDUCTOR COLOR CODE: I-Black. 2-Red, 3-White.· 4--Green, 

5-Brown. 6-Yellow. 7-Blue. 8-0range 

SHIELDED TWO WIRE SPEAKER CABLE 
!l'or l.nast~r control sount! systems, photo ;;~:. ,t:=~ 
electrIC cn£:ults, P.A. systems. etc. ~CJ>' t '_ 

TINNED COPPER SHIELD. PAPER WRAP OVERALL No. 972A 
, Cap/Ft. Cap/Ft. 

Oet. Condo Oet. 
Cat. No. Spool Strand Insul. & Shield Conds. 0.0. 
'972A ............ 500· ............ 16/30 ............ ,.1/32 .............. 65 .............. 43 .............. 25U .. 

WAXED COTTON BRAID OVER SHIELD 
1972A ............ 500· ........... 16/30 ............ 1/32 ............ 65 .............. 43 ............. 275 .. 

CONDUCTOR COLOR CODE, Black and Red 
Ii"or lonJtur lengths and alternate put~ ups:-Hpeoify. 

SPIRAL WRAPPED SHIELDED AUDIO 
and MULTI-CONDUCTOR CABLE 

Plastic Jacketed-with Spiral wrapped copper shield 
Designed for P. A. and sound systems, installations in schools, hos· 
pitals, and institutions, recording studios, transmitters, paging and 
call systems. ~ 

t@II/U~ 
DESCRIPTION: 
Each conductor copper tinned, 1/64 plastic insulation, color coded, 
twisted, spiral wrapped tinned copper shield, gray plasti:, jacket 
overall. 

Cat. Size Nom. Nom. 
No. Spool Conds. AWG Strand Insul. Jacket 0.0. 

941 ..... '500' .•... 2 ..... 22 ••.. 7/30 ...... 017" ...... 020" ...... 171" 
941/1 ... 500' ..... 1. .•.. 22 .... 7/30 ...... 017" ...... 020" ...... 120" 
950 ..... 500' ..... 2 ..... 22 ...... 1 ....... 017" ...... 020 ........ 169" 
942 ..... 500' .••.. 2 ..•.. 20 .... 10/30 ...... 017" ...... 020" ...... 190" 
943 ..... 500' ..... 3 ..... 20 ..... 10/30 ...... 017" ...... 020" ...... 208" 
944 ..... 500' ..... 4 ..•.. 20 ..•• 10/30 ....... 017" ...... 020" ...... 222" 
947 ..... 500' ..•.. 2 ... ; .18 .•.• 16/30 ...... 017" ...... 020" ...... 230" 
948 ..... 500' ..... 2 ..... 10 .... 26/30 ...... 017" ...... 020" ...... 250" 
CONDUCTOR COLOR CODE: I....,.Black .. 2-Red. 3-White. 4--Green 

PLASTIC INTER-COM CABLE 
4 CONDUCTORS (2 Shielded - 2 Unshielded) 

Widely used for wiring from station to station where a shielded 
twisted pair is indicated in order to eliminate cross talk . 

DESCRIPTION: ==== 
No. 925 - 4 conductors #22 == 
7/30 stranded tinned copper, ___ _ 
vinyl plastic insulation color ~ 
cotic(l. tinncd copper shield over 
one pair (2 cond.) One pair (2 cond.) unshielded. Tubed gray vinyl 
jacket overall. . 
CONDUCTOR COLOR CODE: Black/while shielded. Black/red unshielded 
Cat. Size Nom. Nom. 
No. Spool Conds. AWG Strand Insul. Jacket 0.0. 

925 ...... 500' ........ 4 ....... 22 ........ 7/1',0 ......... 010 ........... 020 ........... 310 .. 

3 CONDUCTORS (1 Shielded - 2 Unshielded) 
'Videly used for wirillg from station to station where a single shielded 
conductor is indicat('u in order to eliminate cross talk. 
DESCRIPTION: 
No. 924 - 3 conductors #22 
7/30 stranded tinned copper, 
vinyl, plastic insulation color 
coded, tinned copper shield over one conductor, tubed gray vinyl 
jacket overall. 
Cat. Size Nom. Nom. 
No. Spool Conds. AWe Strand Insul. Jacket 0.0. 

924 ...... 500· ........ 3 ........ 22 ........ 7/30 ......... 01(;'· ........ 020 ........... 205· 
CONDUCTOR COLOR CODE: Black/red unshielded White shielded 

SHIELDED BROADCAST AUDIO CABLE 
Dcsig-ned t? pro\'i(l<~ maximmn performance on all equipment. Con­
ductors tWlsh'd correctly assures quiet, c1ear operation whieh cHm· 
inat!'s illtt'r!el'cnee an(1 cross talk. Used by Broadcast sturlios, for 1'. A. 
UIl(] sound systems, rack wiring, etc. 
DESCRIPTION: 
#938-#22 Solid Tinned Copper Con­
ductor, f'namel<'d, IJ(>uv,Y ('cllulose aedatc 
yarn wrav, ('otton hraid waxpd; call1<>d 
with #22 AWG solill tinn('c\ copper wire 
laid parallel to twisted THtir.uncler t illT1Pd 
copper braid shiehl; tuhed·on Vinyl plas' 
tic jacket overall. 

No. 938 
CBS. ABC TYPE 

#939-#22-1/30 Stranded Tinned Cop- ::c!! 
per, plastic insulation, color codril, 
hvistpo, ('.OPllPf hraid shield, tuhcdRon 
Yinyl plastic jacket overall. 
#940-2 Conductors #22 solid plastic 
insulation, color codNI, twisted with. 
#22 AWn soli(\ tinned copper ground 
wire under tinnrd copper shield with 
vinyl plastic jacket overall. 
#940/1 same construction as #940 however 

No. 940 

with tinned copper spiral wrapped shield. 
#822 and #824 ha\'e solid rnampler! 
coppcr wire, cotton wrap, cotton hraid 
waxed twisted pair, hare copper hraid 
o,·erall. Nos. 822 and 824 
No. Spool Conds. AWG Sttand 0.0. 
Cat. Size No. Nom. 
938 ............... 500· ................. 2 ................ 22 Solid 210" 
939 ............ 500· ................. 2 ............... 22 7/30 170" 
940 ............... 500· ................. 2 ................. 22. Solid .... 160" 
940/1... ......... 500· .................. 2 ................. 22 Solid....... 160" 
822 ................. 500· .. : ............... 2 ................. 22: ............ Solid ................ 125 .. 
824 ................ 500· ................... 2 .................. 19.............. Solid ......... 145 .. 
927 ................ 500· .................. 2 ................ 20 ................ Solid .210" 
928 ................ 500· ................. 2 ............... 18.. ....... Solid . 220'~ 

CONDUCTOR COLOR CODE: Black and Red 
For larger leng!hs and alternate put·ups-Specify. 
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SECTION 6000 

RUBBER JACKETED 
MULTI·CONDUCTOR CABLE 

(NOT SHIELDED) 
Used for permanent or portable P.A. systems, sound recording, indoor 
or outdoor speakers, interconnecting cable for all electronic uses. 
DESCRIPTION: • 
Each conductor, extra flexible strande' 
tinned copper, insulated with a .022" wa........ 
special low capacity rubber, color coded. 
conductors twisted, jute filler, 'cotton wrap with tough weatnerproof 
black rubber jacket overall. 

CONDUCTOR COLOR CODE CHART 
l-,Black .3-Red 5-Yellow 7-Brown 
2-White 4-Green 6-Blue 8-0range 

Cap. Bet. 
Cat. Size No. 1 Condo Nom. 
No. Spool Cond. AWG Strand & Others 0.0. 

788 ....... 100' .......... 2 .......... 20 .......... 26/34.. ........ 40 Mmf ........... 275" 
789 ........ 250' .......... 2 .......... 20 .......... 26/34.. ....... .40 Mmf... ........ 275" 
790 ........ 100' .......... 3 .......... 20 .......... 26/34.. ......... 60 Mmf ........... 285" 
791.. ...... 250' .......... 3 .......... 20 .......... 26/34.. ........ 50 Mmf ........... 285" 
792 ....... 100' .......... 4 .......... 20 .......... 26/34.. ........ 53 Mmf.. ......... 305" 
79.3 ........ 250' ......... .4 .......... 20 .......... 26/34.. ........ 53 Mmf ........... 305" 
794 ........ 100' .......... 5 .......... 20 .......... 26/34 .......... 56 Mm!. ..... : .... 335" 
795 ....... 250' .......... 5 .......... 20 .......... 26/34.. ........ 56 Mmf ........... 335" 
796 ........ 100' .......... 6 .......... 20 .......... 26/34 .......... 58 Mmf.. ......... 355" 
797 ........ 250' .......... 6 .......... 20 .......... 26/34.. ........ 68 Mmf ........... 355" 
798 ........ 100' .......... 7 .......... 20 .......... 26/34.. ........ 60 Mmf. .......... 370" 
749 11)0' ........ 8 ......... 20 ........ 26/34 ......... 63 Mmf.. ........ 390" 
749/10 ... 100' .......... 10 ............ 20 ........... 26/34 ........... 65 MmL ............ 435" 

For longer lengths and alternate pu t· u ps---Specify. 

RIP·STRIP LAMP CORD 
TYPE SP·1 (POSJ·64) - UL APPROVED 

TYPE SPT·1 (POT) - UL APPROVED 
All purpose approved cords 9p·l (rubber) SPT·1 (Plastic) for line 
cord on lamps, radios, clocks, small electronic instruments and 
appliances. 
DESCRIPTION: 
Two Conductors Parallel. #18- IZ2W 
41/.34 Extra Flexible Copper, 77:;~ 
rubber or plastic jacket slit forS 
easy separation. 
Cat. Size 
No. Spool Condo AWG Strand Insul. Type UL Tpe Nom. 0.0. 
570 .... 100' ... 2 .... 18 .... 41/34.. .. Rubber SP·1 (POSJ) ..... 130" x .235" 
572 .... 260' .... 2 .... 18 .... 41/34.. .. RubberSP·1 (POSJ) ..... 130" x .235" 
57.3 ... 600' .... 2 .... 18 .... 41/34.. .. Rubber SP·1 (POSJ) ..... 130" x .235" 
569 ... 500' .... 2 .... 18 .... 41/34 .... Plastic: SPT·1 (POT) ..... 130" x .235" 
Colors: (Rubber) Brown. Black. White. 

(Plastic) Brown, Black. Ivory. GraY. Pink. Light Blue, Yellow. Green. 

HEAVY DUTY SERVICE CORD-UL APPROVED 
Used for heavy duty replacement on refrigerators, washing machines. 
machinery, tools and electronic devices. 

DESCRIPTION: ~ Two and Three Conductors. Stranded Bare Copper. cot· 
ton serve. rubber insulation. jute filler, cotton wrap, 
tough rubber jacket overall. molded fubber plug one 
end, free end stripped and tinned for easy attachment-
Hanked. 
No. 346 and 347 Same as above with 3 prong plug. 
Cat. Length Size Std. 
No. Ft. Conds. AWG Type strand 0.0. Pkg. 

m· ••••••••• 1Hiili •••• U ••• Li!1lnlmii 

RUBBER & NEOPRENE SERVICE CORD 
(HEAVY DUTY) - UL APPROVED 

For power line requirement where rough· usage Is indicated as for amplifters. 
sound systems, speakers. vacuum cleaners. washing machines. trouble lights. 
refrigerators. etc. Color coded. Underwriters approved. Neoprene construction 
~~~,~:::~:r~ed for equipment exposed to 011. acld~. outdoor use. direct 

DESCRIPtION: 
Each conductor, copper conductor, 
paper separator, color coded, rubber 
insulation, filler, separator, tough 
rUbber or neoprene jacket. 
Cat. U/L Cat. U/L Std. Size No. Amp Volt Nom. 
No. Type No. Type Put.ups Conds. AWG. Strand Rating Rating 0.0. 

701 .. SV.690 .. SVO ... 250' ... 2 .... ~8 .. 41/34 .. 1 ... 300 ... 250:: 
*701/3 .. SV 690/3 •• SVO •.. 250' ... 3 .•.. 18 •. 41/34 .. ' 7 ..• 300 ... 265 
574 .. SJ. 691 .. SJO ... 250' ... 2 .... 18 .. 41/34 .. 1 ... 300 ... 300" 
575 .. SJ. 692 .. SJO... 250' ... 3 .... 18 .. 41/34 .. 1 ... 300 ... 330" 
575/4 .. SJ. 692/4 .. SJO ... 250' ... 4 .... 18 .. 41/34 .. 1 ..• 300 ... 360" 
578 .. SJ.693 .. SJO ... 250' ... 2 .... 16 .. 65/34 .. 10 ... 300 ... 325:: 
578/3 .. SJ. 693/3 .. SJO... 250' ... 3 .... 16 .. 65/34 .. 10 ... 300 ... 365" 
578/4 .. SJ. 693/4 .. SJO ... 250' ... 4 .... 16 .. 65/34 .. 10 ... 300 ... 395 

702 .. S .. 694 .. SO .... 250· ... 2 .... 18 .. 41/34 .. 1 ... 600 ... 390" 
702/3 .. S .. 694/3 .. SO .... 250' ... 3 .... 18 •. 41/34 .. 1 •.• 600 ... 405" 
702/4 .. S .. 694/4 .. SO .... 250' ... 4 ..•• 18 •. 41/34 .. 1 ... 600 ... 435" 
703 .. s .. 695 .. so .... 250' ... 2 .... 16 .. 65/34 .. 10 ... 600 ... 410" 
703/3 .. s .. 695/3 .. SO .... 250' ... 3 .... 16 .. 65/34 .. 10 ... 600 ... 430" 
703/4 .. S .. 695/4 .. S0 .... 250' .•. 4 .... 16 •. 65/34 .. 10 ... 600 ... 485" 
704 .. S .. 696 .. SO .... 250' ... 2 .... 14 .. 41/30 .. 15 ... 600 ... 540" 
704/3 .. S .. 696/3 .. S0 .... 250' ... 3 •... 14 •• 41/30 .. 11) ••• 600 ... 560" 
704/4 .. S .. 696/4 .. SO .... 250' ... 4 .... 14 .. 41/30 .. 15 ... 600 ... 605" 
705 .. S .. 697 .. SO .... 250' ... 2 .... 12 .. 65/30 .. 20 ... 600 ... 605" 
705/3 .. S .. 697/3 .. SO .... 250' •.. 3 •... 12 .. 65/30 .. 20 ... 600 ... 635" 
705/4 .. S .. 697/4 .. SO .... 250' ... 4 .... 12 •. 65/30 .. 20 ... 600 ... 665" 
706 .. S .. 698 .. so .... 250· ... 2 .... 10.103/30 .. 25 ... 600 ... 640" 
706/3 .. S .. 698/3 .. SO .... 250' ... 3 .... 10.103/30 .. 25 ... 600 ... 690" 
706/4 .. S .. 698/4 .. SO.... 250' ... 4" .. 10 .103/30 .. 25 ... 600 ... 745" 

Additional Conductors Available 
* 701/3 has tinned copper wire 

CONDUCTOR COLOR CODE: I-WhIte, 2-Black, 3-Green,4-Red 

SERVICE CORD PER MIL·C~3432B SPEC 
WITH CERTIFICATION -
INSPECTION AVAILABLE ~ 

Spec. Awg. Spec. Nom. 
Cat. No. MIL Typeoesi,nation Conds. Size No.' 00 

M-218 CO·02 MGF 2 18 MIL·C·3432A .300" 
H-218 CO·02 HGF 2 18 MIL.C·3432A .380" 
l-218 CO·02 LGF 2 18 MIL·C-3432A .250" 
H-216 CO·02 HGF 2 16 MIL·C·3432A .405" 
M-216 CO·02 MGF 2 16 MIL·C·3432A .338" 
M·214 CO-02 MGF 2 14 MIL·C-3432A .400" 
H-214 CO·02 HGF 2 14 MIL·C·3432A .535" 
M-318 CO·03 MGF 3 18 MIL·C·3432A .330" 
M-316 CO·03 MGF 3 16 MIL·C-3432A .375" 
H·312 CO·03 . HOE 3 12 MIL·C-3432A .635" 
ADDITIONAL NUMBERS AVAILABLE - YOUR INQUIRIES INVITED 

RG/U COAXIAL TRANSMISSION CABLE 
DESCRIPTION: One and Two Conductor, Polyethy. 
lene plastic insulation, copper braid.._OI!!!!!!!!!!!!!!!!!!!!!CIIIIIII 
shield, plastic jacket overall. 

Nom. 
Cat. Nom. M mfd., Size Nom. 
No. Spool Type Imped. Ft. AWG Strand 0.0. 

901 ... 500' ..• RG·8/U ...... 52 ... '29.5 ... 13 ... 1/21 Bare ...... 405" 
902 ... 500' ... RG-9/U ...... 51 ... 30 ... 13 ... 1/21S ......... 420:: 
903 ... 500' ... RG·ll/U ..... 15 ... 20.5 ... 18 ... 1/26 Tinned .... 405 
904F .. 500' ... RG-ll/U ..... 75 ... 16.5 ... 15 ... Solid ........ . 0405':' 
90405. 500' •.. RG·l1/U: .... 15 ... 20.5 ..• 18 ... 7/26 T ........ .410" 
9040SF 500' ... RG-ll/U ..... 15 ... 16.5 ... 15 ... Solid .......... 410 
912 .•. 500' ..• RG-22/U ..... 95.0 ... 16.0 .•. 18 ..• 2 Condo 1/.0152.405" 
907 ... 1000' ... RG·29/U ..... 53.5 .•. 28.5 ... 20 ... Solid .......... 114" 
909 ... 1000' ... RG·54A/U .... 58 ••. 26.5 ... 18 ... 1/.0152" ..•.... 250" 
905 ... 1000' .•. RG·58A/U .... 50 •.• 29.0 ..• 20 ... 19/.0068 Tinned.195" 
906 ... 1000' ... RG·58/U ..•.. 53.5 ... 28.5 ... 20 ... Solid .......... 195" 
910 ... 1000' ... RG-59/U ... ' .. 73 ... 21.0 ... 22 ... Solid Copperweld.242" 
914 ... 1000' ... RG·62/U ..... 93 ... 13.5 ... 22 ... Solid .......... 242" 
916 ... 1000' ... RG-I08A/U .. 18 ... 23.5 ... 20 ... 2 Cond.1/28T ... 236" 
Additional RG numbers available Including double shields, non·contaminating 
jackets-all conforming to MIL·C-17B spec!t\cations. Also. "TEFLON" 
dielectrics available for hI. temp. miniaturization. 
No. 904F is RG·ll/U with Poly·cell foam; No. 904 DSF has double Shield 
Poly·cell dielectric constant of 1.50 solid Polyethylene 2.~5: 

DIATHERMY CABLE w.~ 
Cat. Size Nom. 
No. Spool AWG Strand Ins. 0.0. 

756 ........... 100' ............ 14 ............ 104/34.. .......... 3/64" ........... 300" 
757 ......... 1000'.. .14 ............ 104/84.. .......... 3/64 ............... 300· 
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SECTION 6000 

Multiple Pair Individually Shielded 
I ntercomCable 

lCseful where several mikes are operated from a single cable. This series 
is helpful in reducing the bulk of required cahles. 
DESCRIPTION: Multi-pairs #22 solid tinned copper. vinyl insulated .013" 
cabled in pairs. Each pair and l!l"ound wire is under aluminum foil mylar 
shield overan grey vinyl lacket: Nom. Cap. between Conds. 40Mmft//ft; 
Nom. Cap. between 1 Condo and others connected to shield-77Mmft/ft. 

Nom. Nom. 
Cat. No. SpOOl Pairs Condo Jkt. 0.0. 

::gg1~ :::::::::::::::·ggg::::::::::::::::·~::::::::::::::::l~ ::::::::::::::::g~~:::::::::::::::':m 
::gg1~ 1 ::::::::::::::::ggg;:::::::::::: ::i~:::: ::: :::::::::U·::::::::::::::::g:g ::::::::::::::: :i~~ 
4800/15 ............ 500 .......... 15 ............ 30 ............... 045 . 

Multi-Conductor Industrial Cable 
PLASTIC JACKET OVERALL 

DESCRIPTION: aE 
#18. solid tinned copper plastic Insulation. color 
coded. twisted conductors. Gray vinyl jacket 
overall. Used for inter·com systems. speaker . 
cable. alarm. signal. P. A. systems.' thermostats. remote control CIr­
cuits. Suitable for outdoor installations. 
Cat. No. Spool Conds. Size AWG ·Insul. Jacket 0.0. 
4752 .......... 600· .......... 2 .......... 18 solid ......... 017" ......... 020" ......... 186 .. 
4753 .......... 600· .......... 3 .......... 18 solid ......... 017° .. ; ...... 020" ......... 190" 
4754 .......... 600' .......... 4 .......... 18 solid ......... 017" ......... 020" ......... 236 .. 
4755 .......... 600' .......... 6 .......... 18 .solid ......... 01 7° .... ..... 020" .... ..... 240° 
4756 .......... 500' .......... 6 .......... 18 solid ......... 017° ......... 0200 ......... 275" 

CONDUCTOR COLOR CODE: 
I-Black, 2-Red. 3....:..:White. 4-Green. 5-0range. 6--Blue 

Unshield:ed"Aiiifio Cable 
Stranded and Solid Condo (2 & 3) 

WIdely used for connecting sound and inter-com systems. audio hookups. 
indoors-<lutdoors. Telephones. telemeterlng connections. For Baby Sitter 
Intercoms. 

FOR INDOOR. USE Without Outer Jac:ket 
DESCRIPTION: 
Stranded" Solid Tinned Copper Con- i~_~!!!!!IIIliiii~!!!!~;;;;: 
ductors. vinyl plastic insulation. color _ =!I 
coded. conductors twisted. 
Cat. Nom. Nom. 
No. Spool Conds. Size AWG Insul. 0.0. 

931 •••• 1000' ..... 2 ..... 22 Solid ................. 016" .••... 100" 
933 •.•• 1000· ..... 3 ..... 22 Solid ................. 016" ..•... 115" 
981 .... 1000' ..... 2 ..... 20 Solid ................. 016" .... ' .• 120" 
983 •... 1000' •.•.• 3 ..... 20 Solid ................. 016" •.•... 140" 
985 •..• 1000' ..... 2 ..... 18 Solid ................. 016" ..•... 145" 
987 •.•. 1000' ..... 3 ..... 18 Solid ................. 016".· .•... 155" 
989 ..•. 1000' ...•. 2 ..... 16 Solid ................. 016" ..•..• 175" 
989/3 .... 1000' ... ; .3 ..... 16 Solid ................. 016" ..•... 190" 
990 .... 100"0' ..... 2 ..... 22 Stranded .... 1/30 ..... 016" ...... 125" 
990/3 .... 1000' ..... 3 .•..• 22 Stranded ...• 1/30 ..••. 016" ...... 140" 
991 •.•• 1000· ••.•. 2 ..... 20 Stranded .... 10/30 ....• 016" •..... 145" 
991/3 .••. 1000' .•... 3 ..... 20 Stranded ••.. 10/30 ..... 016"., •..• 160" 
992 .•.• 1000' ••... 2 ..... 18 Stranded .•.. 16/30 ••..• 016" .... " .165" 
992/3 •••• 1000' ••••• 3 ••••• 18 Stranded •.•• 16/30 ••••• 016" •••••• 180" 
993 .••. 1000· ...•. 2 ..... 16 Stranded .... 26/30 •.••. 016 ........ 190" 
993/3 •••• 1000' ..... 3 ....• 16 Stranded .... 26/30 ••..• 016.... . .. .210" 
994 .... 1000· ..... 2 ..... 14 Stranded .... 41/30 ..•.. 016 ........ 220" 
994/3 .... 1000' ..... 3 ..... 14 Stranded .... 41/30 .•.•• 016" .•... '.240" 
995 •.•• 10QO' ..... 2 ..... 12 Stranded .... 65/30 •.••. 016" ..•.•. 250" 
995/3 • ... 1000" ..... 3 ..... 12 Stranded .... 65/30 ..... 016" ...... 215" 

FOR OUTDOOR USE With Plastic: Jac:ket Overall 
DESCRIPTION: 

Solid and Stranded Tinned Copper 1.1I •• liiiiii...-Jlllll!!!!:iC~§:=~::Jo== Conductors. vinyl plastic insulation. ~ 
colol\ coded. conductors twisted with __ 
weatherproof plastic jacket overall. 

Cat. No. Spool Conds. Size AWe Insul. Jacket 0.0. 
932 .......... 1000· ......... 2 .......... 22 solid ......... Ol00 ......... 020 ........... 125" 
934 ......... 1000' .......... 3 .......... 22 solid ......... Ol00 ......... 020" ......... 1300 
982 ........ 1000' ......... 2 .......... 20 solid ......... 016" ......... 020" ......... 170" 
984 ......... 1000' .......... 3 .......... 20 solid ......... 016° ......... 020" ......... 180" 
986 .......... 1000' .......... 2 .......... 18 solid ......... 016° ........• 020" ......... 185" 
988 .......... 1000' .......... 3 .......... 18 solid ......... 016" ......... 020" ......... 190" 
921 ........ 1000' ...... 2 ...... 22 Stranded ..... 7/30 ......... 010 ........ 020" ...... 130" 
921/3... .... 1000' ...... 3 ...... 22 Stranded ..... 7/30 ......... 010 ........ 020 ......... 140" 
922 ........ 1000' ...... 2 ..... 20 Stranded ...... 10/30 ..... ; ... 016 ....... ·.020' ....... 175 .. 
922/3 ...... 1000' ..... 3 ..... 20 Stranded ..... 10/30 ....... 016" ....... 020' ........ 185'· 
923 ...... 1000· ...... 2 ...... 18 Stranded .... 16/30 ....... 016" ....... 020 ...... 195" 
923/3 .. 1000' ...... 3 ...... 18 Stranded ..... 16/30 .; ..... 016 ........ 020 ....... 205" 

For longer lengths and alternate put·ups-Specify. 
COLOR CODE: I-Brown 2-Tan 3--Gray 

Multi-Conductor Flexible Cable 
RUBBER INSULATED - Cotton Braid Overall 

DESCRIPTION: 
Each Conductor, #20 - 10/30 Tinned ~ 

'Stranded 1/64" low capacity rubber. cotton • 
color coded, conductors twisted, closely woven . 
brown cotton braid overall. t I 
Used for multiple circuit hookups, connecting speakers, remote· con ro 
units, analyzers, etc. 
Cat. Size Nom. 
No. Spool Conds. AWe Strand Ins. 0.0. 

172 .......... 100', ... , ...... 2 ...... ' .. 20 ......... 10/80 .......... 1/64~ ........... 206: 
173 .......... 100 .......... 8 ......... 20 .......... 10/30 .......... 1/64" .... ; ...... 245" 
174 .......... 100' .......... 4' ....... 20 .......... 10/30 .......... 1/64 .......... ~gg .. 
175 ........ 100' .......... 6 .......... 20 .......... 10/30 .......... 1/64" ........... 810° 
176 .......... 100' ......... 6::: ..... 20 ......... 10?g ......... 1~~!> ..... '326" 

H~·:::::::::tgg::::::::::: i::::::::::~L:::::::tg~!g::::::::. ~~~::::.:::::::::~gg: 
180 .......... 100' .......... 10 .......... 20 .......... 10/30 ......... 1/64" ........... 425" 
182 ......... 100' ........ C~NDUC.f8R.COL.bU~~DE:· 1/64" ........... 440" 

1-Black 5-Orange 9-Whlte/Black Tracer 
2-White 6--Blue lo-Red/Black Tracer 
3-Red 7-Brown II-Green/Black Tracer 
4-Green a-Yellow 12-0ranae/Black Tracer 

MULTI.CONDUCTOR FLEXIBLE CABLE 
Plastic: Jac:ket Overall 

DESCRIPTION: 
Each conductor #22 7/30 tinned copper 
stranded 1/64" thermoplastic insulation, 
color coded. conductors twisted, gray vinyl 
plastic jacJ...at overall. Used for signal, 
P.A. systems. Electronic. computer cable, suits.blp for outdoor use. 
Cat. . Size Nom. Nom. Nom. 
No. Spool Conds. AWG Strand Insul. Jacket 0.0. 
156 .••• • 500· .••• 2 ..•.. 22 ..•.. 7/30 ...... 010::- ..... 020:: ...... U~:: 
157 ..... 500'. . •. 3 ..... 22 ..... 1/30 ...... 010", ..... g~g ...... "170" 
158 .... • 500' •.•• 4 ..•.. 22 ..... 1/30 ...... Oig,,·· .... 020',. .. • "175" 
159 .... . 500· .•.. 5 ..... 22 ..... 7/30 ...... 0 ,,"': .. 020',.· .. "185" 
160 ..••• 51l0· .••• 6 •••.. 22 •••.. 7/30 ...... 010" ...... 020"·· .... 190" 
161 ••• , .500' .••• 1 ..... 22 ...•.. 1/30 ...... 010" .••. "020'''' ., "200" 
162 •. '.' .250' .•.• 8 ..... 22 ..•. ;1/30 ...... 010,,. ... "020'''' •• .. 225 .. 
163 ..... 250' •..• 9 •••.• 22 ..... 1/30 ...... 010,,. ..... 020'" ... "235" 
164 .••.• 250· •... 10 ..•.. 22 ..... 1/30 ...... 010 ...... . ... "25' 5" 
165 . ••.• 250' .... 12 ..... 22 ..... 7/30 ...... 010" ...... 020::. • • . .. " 
165/15 . • 250' ••.. 15 ..•.. 22 ....• 1/30 ....... 010 ........ 020 ...... 280 

For long~r lengths and alternate put-ups-Specify. 
CONDUCTOR COLOR CODE. 

1-Black 2-Red 3-White 4-Green S-Orange 6-Blue 7-Brown 
8-Yellow 9-Violet lo-Slate ll-Pink 12-Tan 13-Red/Green 
14-Red/Yellow 1S-Red/Black 

--~------------
THERMO.PLASTIC INSULATED - Cotton Braid Overall 
Each Conductor #22 - 7/30 Tinned Copper ~ 
.Stranded. 1/64" Thermoplastic insulation. color 
coded. conductors twisted, closely woven brown 
cotton braid overall. 
Cat. Size Nom. 
No. Spool Conds. AWe Strand Ins. 0.0. 

25.3 ......... 100· .......... 3 .......... 22 ............ 7/30 .......... 1/64° ........... 160° 
264 ......... 100' .......... 4 .......... 22 ............ 7/30 .......... 1/64° ........... 170" 
265, ......... 100' .......... 5 .......... 22 ............ 7/30 .......... 1/64" ........... 195° 
266 ......... 100' .......... 6 .......... 22 ............ 7/30 .......... 1/64° ........... 210" 
267 ......... 100' .......... 7 .......... 22, ........... 7/30 .......... 1/64" ........... 230" 
268 ......... 100' .......... 8 ......... 22 ........... 7/30 ......... 1/64" .......... 246" 
269 ......... 100' .......... 9 ......... 22 ............ 7/30 ......... 1/64" ........... 260° 
270 ......... 100' ......... 10 .......... 22 ........... 7/30 ......... 1/64" ......... 296" 
272 ......... 100' ......... 12 ......... 22 ........... 7/30 ........ 1/64" ........... 826" 

For longer lengths and alternate put·ups-Specify. 
CONDUCTOR I-Black, 2-Whlte. l-Red, 4-Green, 5-Orange, 
COLOR CODE: 6--Blue, 7-Brown, 8-Yellow. 9-Purple, 

lo-Plnk, ll-GrI!Y, 12-Dk. Blue 

Twisted Pair Transmission Cable 
WEATHERPROOF BRAID 

DESCRIPTION: 

~~p:e~2 Str!~ded~o~:euo~~r\'o!~~;~ I:~hl;~;ni~~ Ii 
sulation, color coded, twisted conductors. cot· 
ton braid overall with rugged weatherproof flnish. 
No. 919. 92o-Two Conductors, #18-16/30 Tinned Copper Stranded. 
same construction as above~ 
Used for low loss transmission coupling between antenna and receiver 
as doublet twisted lead·in wire for inter·com. setup. 
Cat. Size Nom. 
No. Spool AWG Strand Insul. 0.0. 

952 .......... 500' ............ 22 ............ 7/82 ............ 1/82 ................. 180 .. 
919 .: ......... 500' ............ 18 ............ 16/80 ............ 1/82: ............... 195: 
9.20 ............ 1000' ............ 18 ............ 16/30 ............ 1/32 ............... 195 

For longer lengths and alternate put·up&--Specify. 

Page 1546 • The MASTER - 26th Edition See Pages 1553·1558 for Birnbach Prices for Above Items ©U.C.P .• Inc. 



SECTION 6000 

KINK LESS TEST LEAD WIRE - SHIELDED CABLE Ii) 
PHONO PICKUP WIRE - SERVICE and POWER CORDS ~ 

KINKLESS TEST LEAD WIRE 
Used with portable test equipment; 8S tested. leads in analyzers. oscillators. 
Instruments; wherever extreme ftexibllIty and limpness is required. Has 
excellent dielectric properties. 
DESCRIPTION: 
Nos. 61. 62-#20-41/36 extra@-' -+ 6 .. 
flexible annealed tinned copper. COLORS'. R d BI k 
stranded. e. ac 
NOI. 66, 67-#18-65/36 extra flexible annealed tinned copper 
stranded; paper serve; 3/64" special low capacity rubber, wax ftnish. 
Cat. Size Puncture Nom. 
No. Spool AWG Strand Ins. Voltage 0.0. 
61 ........ 100' ........ 20 ........ 41/36 ........ 3/64" ...... 20.000 Volts .137" 
62 ........ 500' ........ 20 ........ 41/36 ........ 3/64" ...... 20.000 Volta .187" 
66 ........ 100' ........ 18 ........ 65/36 ........ 3/64" ...... 22.000 Volts ...... 145" 
67 ....... 500' ........ 18 ....... 65/36 ........ 8/64" .... 22.000 Volta ..... 145" 

Types WS·16/U· Black. WS·17/U Red. per MIL·W·13169 Speclftcation 
available same construction as Blrnbach #67 except compound per speclfl. 
cation. 

HEAYY DUTY HI·YOLTAGE TYPE 
DESCRIPTION: 
Nos. 68. 69-#18-65/86 extra 
flexible annealed tinned copper; 
stranded; paper serve; 5/64" 
special low capacity rubber. wax 
"nish. . 
Used for oscillators. analyzers. TV. therapeutic instruments. etc.; 
wherever an extremely fleXible high voltage lead is indicated. 
Cat. Size Puncture Nom. 
No. Spool AWG Strand Inl. Voltage 0.0. 
68 ....... 100' ........ 18 ........ 65/36 ........ 5/64" ..... 29.000 Volta .210" 
69 ........ 500' ........ 18 ........ 66/36 ........ 6/64" ...... 29.000 Volts ...... 210" 

For longer lengths and alternate put.ups-Specify. 

SHIELDED PHONO WIRE 
Used where small diameter. IImpneBB and extreme flexibility is 
necessary as for phono pickup arms and grid wire. 
DESCRIPTION: 
#1822-Slngle Conductor #22·7/30 Tinned iiiiiiiiiii_lli __ 
Copper Strands, Vinyl plastic insulation, close 
tinned copper shield braided overall. 
#1824-Slngle Ccnductor #24·16/36 Extremely Flexible Tinned 
Copper Strand., special plastic insulation, close tinned copper shield 
braided overall. 
#1825-Same construction as #1824 except with fine cotton braid 
'!verall. 
See Page 1542 and 1551 for miniature and subminiature shielded wire, ,,,itahl .. 
for wiring phono arm from rartridgt' to amplifipr. 

Cat. 
No. 

1824 
1824M 
1822 
1822B 
1822C 

1825 
1825M 

TINNED COPPEilSHIELD OYERALL 
Size Nom. 

Spool Strand Condo AWG Insul. 0.0. 
........ 500' .......... 1 ......... 24.. ...... 16/86 ......... 010" ........ 080" 
........ 1000' .......... 1 .......... 24 ........ 16/86 ......... 010" ......... 080" 
........ 100' ......... 1.. ....... 22 ........ 7/80 ......... 010" ......... 080" 
........ 500' .......... 1.. ........ 22 ........ 7/80 ......... 015" ......... 090" 
........ 1000' ........ 1.. ....... 22 ........ 7/30 ......... 015" ......... 090" 

COTTON BRAID OYER SHIELD 
........ 500' .......... 1.. ........ 24.. ...... 16/36 ......... 010" ......... 095" 
........ 1 000' .......... 1 .......... 24 ........ 16/3 6 ......... 010" ......... 095" 
For longer lengths and alternate put.ups-'specify. 

SHIELDED GRID LEAD WIRE· 
Used to reduce loss in grid lead use, also to reduce interference caused 
by motors. high tension wires, X·ray machines, etC'. 
DESCRIPTION: 
#820-S1ngle Conductor #20--10/30, #818-
16/30 Stranded Tinned Copper, low loss ruhber" lIiRIJEr-::).",·; .... "'-_ 
Insulation, cotton braid lacquered, closely woven 
tinned copper shield overall. 
Cat. Size Ins. Under Cap./Ft. Nom. 
No. Spool AWG Strand Shield Mmf., 0.0. 

820 ........ 100' .......... 20 .......... 10/30 ......... 085" .......... 70 .......... 140" 
818 .......... 100' .......... 18 .......... 16/80 ......... 085" .......... 75 .......... 150" 

For longer lengths and alternate put·ups-'specify. 

7MM HIGH TENSION CABLE 
Used aa hi voltage leads In electronic equipment and instruments, 
photo electric cell leads, automotive, etc. 
DESCRIPTION: 
#1600 - Unlhlelded One Conductor __ calil 
#16·19/29 stranded tinned copp.er wire, 
rubber insulation. cotton braid highly 
lacquered. . 
DESCRIPTION: 
#781 - Shielded Same construction as_-G!!!! 

No. 781 
#1600 plus a closely woven tinned cop· 
per shield overall. 
Cat. Size Nom. 
No. Spool AWG Strand Inlul. 0.0. 

1600 ............ 100' ............ 16 ............ 19/29 ............ 3/32N ••• ..... •••• .275N 

181 ............ 100' ............ 16 ............ 19/29 .......... 8/32"· .......... 295-
Used for auto. and aircraft ignition Bystems where grounding Is 
required for elimination of interference. 
For longer lengths and IIlternate put·ups-speclfy. 

New Plastic Kinkless Test Lead Wire 
New formulation vinyl compound 
insulation allows maximum flex!- II' q 
blllty; rough treatment; extreme 
variation In climatic conditions; exceUent abrasion resistance; sreater tern· 
perature stability rrom -800C to +1150C; rungus re.lstant; self extinguish. 
Ing·f1ame proor; smooth surrace. Resists exposure to .asollne and 011. 
DESCRIPTION: one conductor tinned copper ~tranded. special rormulation 
vinyl Insulation. COLO RS: Black. Red, Yellow,. Green. White, Blue. 

Sizu Nam. 
Cat. Na. AWIr Strand. Ins. O.D. 

::n ::::::::::::::::::::JL:::::::::::::::. ~m~ ".::": ·::::"":m:: ':::::::'::::::::::Jg~ 
:m :::::::::::::::::::::Jt:::::::::::::::::·~~~~~ :::::::::::::::::::m::.::::::::::::::::::::g~: 
Standard Package: 100'. 500'. 1000' spools. 
For vortable test equipment: as test leads tor instrumentation exceeds the 
requtrements for MIl-I·3930A type JP(PVC). It Is superior to synthetic 
rubber spec MIL-R·6855 Cia .. II Grade 60. 

HI VOLTAGE LACQUERED WIRE 
Used as primary wiring as for automobiles, tail, dashboard. horn. etc. 
Instrument leads, high voltage and primary voltage requirements. 
DESCRIPTION: 
One Conductor tinned copper annealed strandecl. 
rubber insulation, highly lacquered braid, oil. 
heat, ond moisture resistant. 

'#+ 
Cat. Size 
No. Spool AWG Strand Ins. Puncture V. 

2818 ..... 100'" ...... 18 . ...... 16/30 ........ • 022" 9500 
2816 ........ 100'." ..... 16 ........ 19/29 ......... 022" ........ 9500 ...... .. 
2814 ........ 100' ........ 14 ........ 19/27 ......... 022" ........ 9600 .... .. 
2812 ........ 100' ........ 12 ........ 19/25 ......... 027" ........ 9500 .. 
2810 ....... 100' ........ 10 ........ 19/28 ......... 031" ........ 9500 ..... .. 

For longer lengths and alternate put·ups-'specify. 

LACQUERED HOOK-UP WIRE 

Nom. 
0.0. 
.117" 
.127N 
.148" 
.171N 
.202N 

Used in transformers, amplifiers. hook·ups, leads, etc. Strips easily 
for soldering. 
DESCRIPTION: 
No. 3462-#20·10/30 Single Conductor strand· ••• _ .. __ 
ed tinned copper, low loss free stripping rubber. 
insulation, cotton braid highly lacquered. 
No. 3600-#18.16/30 Single Conductor stranded tinned copper, 
1/32" low loss free stripping rubber inBulation, rayon braid highly 
lacquered. 

Cat. 
No. Spool 

Size 
AWG Strand Insul. 

Punet. 
Volt. 

DC Ins. 
Res./Ft. 

Meg. 
NOIIL· 
0.0. 

3461.. .... 100' ...... 20 ..... 10/80 ..... 1/64" .... 7000 ....... 390 ......... 090" 
3462 ...... 500' ...... 20 ..... 10/30 ..... 1/64" .... 7000 ...... 890....... .090" 
3460 .... 100' .... 18 ..... 16/30 .... 1/82" ... 9000 ...... 460 ... " .• 125" 
3600 . 500' .. 18 ... 16/30 ... 1/82" ... 9000.... 460 .... .125" 
'COLORS: Black. R&d. Green. Yellow. Brown, Blue, White, Orange, Grey, Purple. 

Jt·Ol' longer lengthS ana alternate put,upll-'-l>pecuy. 

SHIELDED HOOK-UP & LEAD-IN WIRE 
Used to prevent and reduce interference caused by motors, hi-tension 
cables. X·ray machines and various units radiating electrical impulses. 
Useful in grid circuits. 

TINNED COPPER SHIELD OYER RUBBER INSULATION 
DESCRIPTION: 
Single Conductor, Tinned Copper Stranded, 10WIIIlII.iII •• _ 
loss rubber insulation. closely woven tinned copper 
shield overall. . 
Cat. Size Cap./Ft. Nom. 
No. Spool AWG Strand Ins. Mmf. 0.0. 

810 ......... 500' .......... 20 .......... 10/80 ........ • 016" ....... 105 ........ . 096N 

803 .......... 250' .......... 18 .......... 16/30 ..... , ... 015" ....... 125 .......... • 125N 

802 .......... 250' .......... 16 .......... 26/30 ......... 081" ....... 90 .......... • 145N 

TINNED COPPER SHIELD OYER LACQUERED BRAID 
DESCRIPTION: 
Single Conductor, Tinned Copper Stranded, Jow ~III!E]I •• -. 
loss Vinyl Insulation. high!:!'. lacquered glass iiiM,"; 
braid. closely WOven tinned copper shield overaU. 

Size Wall Nam. 
Cat. Na. Spaal AWG Strand. Thickness O.D. 

!!i ::·::::~:::·im~::::::··:::·n:··:::::::~i~B:::::::::·:::::::::~iif::::::::::::::::::::Ji 
835 ....... 1001)' .......... 14....41/30............... .016". ... . ....... 155" 
835/12 ..... 1000' ......... .12 ...65/30 .............. 016" ............ 175" 
835/10 ...... 1000' .... , ....... 10 ........ 105/30 .................... 025" ..................... 200'" 

For longer lengths and alternate put·ups-'speclfy. 
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SECTION 6000 ,. 

W:hi 4i1.fB~"_L ] 
ALL BIRNBACH ~ ~ 
MAGNET WIRES ---
PER MIL·W·583A HEAVY FORMVAR, PLAIN ENAMEL, DOUBLE 
SP~fl~~~rl~~~S' COTTON, DOUBLE NYLON, SOLID TINNED MAGNET WIRE 

AVAILABLE. HEAVY FORMYAR DOUBLE NYLON Symbol DN 
Has new tough abrasion resisting film. Replaces enamel and fabric 1/4 lb. SPOOL 1/2 lb. SPOOL 1 lb. SPOOL 
Insulations for certain applications requiring exceptional abrasion Size B&S Ft. Size B&S Ft. SIz8 B&S Ft. 
resistance. Stable under heat. High dielectric strength. Infinite resist- 12 1 
ance to water and moisture. Does not fail after two hours at 105°0 ........................ 12 2 ....................... 24 12 ....................... 49 
Takes up less winding space. Symbol HF Type T2 • 14 ........................ 19 14 ....................... 89 14 ....................... 78 

ALL MAGNET WIRE AVAILABLE IN LARGER PUT.UPS 16 ........................ 81 16 ........................ 62 16 ..................... 125 
18 ....................... 49 18 ........................ 99 18 ...................... 198 

1/4 lb. SPOOL 1/2 lb. SPOOL 1 lb. SPOOL 20 ........................ 78 20 ...................... 157 20 ...................... 814 
22 ...................... 123 22 ..................... 247 22 ................... : .. 495 

Size 
B&S Ft. 

10 .......................... 8 
12 ........................ 12 
14 ........................ 20 
16 ........................ 31 
18 ........................ 49 
20 ........................ 78 
22 ...................... 125 
24 ...................... 200 
26 ...................... 800 
28 ...................... 500 
30 ...................... 800 
32 .................... 1225 
34 .................... 1988 
36 .................... 3200 
38 .................... 5050 
40 .................... 7975 
42 .................. 12375 
44 .................. 14500 

1/4 lb. SPOOL 

Size 
B&S Ft. 

10 ......................... 8 
12 ........................ 12 
14 ........................ 20 
16 ........................ 32 
18 ........................ 50 
20· ........................ 80 
22 .................... 127 
24 ...................... 201 
26 ...................... 820 
28 ...................... 507 
30 ...................... 805 
32 .................... 1282 
34 .................... 2037 
36 .................... 8221 
38 ................ " .. 5182 
40 .................... 8148 
42 .................. 12803 
44 .................. 20455 

Size 
B&S Ft. 

10 ........................ 16 
12 ........................ 25 
14 ........................ 39 
16 ........................ 62 
18 ........................ 99 
20 ...................... 156 
22 ...................... 250 
24 ...................... 399 
26 ...................... 600 
28 .................... 1000 
30 ................... 1600 
32 .................... 2450 
34 .................... 8975 
36 ................... 6400 
38 .................. 10100 
40 .................. 15850 
42 ................. 24750 
44 .................. 29000 

PLAIN ENAMEL 

1/2 lb. SPOOL. 

Size 
B&S Ft. 

10 ....................... 16 
12 ........................ 25 
14 ........................ 40 
16 ....................... 63 
18 ..................... 100 
20 ...................... 160 
22 ..................... 254 
24 : ................... .403 
26 ..................... 640 
28 ..... : ..... ; ....... 1015 
30 .................. 1610 
32 .................... 2564 
34 ................... .4 075 
36 ................... 6448 
38 .................. 10246 
40 ................. 16286 
42 .................. 25605 
44 .............. .40910 

Size 
B&S Ft. 

10 ........................ 32 
12 ........................ 50 
14 ........................ 78 
16 ...................... 124 
18 ................ " .... 198 
20 ...................... 813 
22 ...................... 501 
24 ...................... 798 
26 .................... 1200 
28 .................... 1999 
30 .................... 8200 
32 .................... 4900 
3IJ· .... ·.· .. · ... ··.··7950 
36 .................. 12800 
38 ................. 20200 
40 .................. 81700 
42 ................ .49500 
44 .................. 58000 

Symbol PE Type T1 

lib. SPOOL 

Size 
B&S Ft. 

10 ....................... 82 
12 ........................ 50 
14 ................ : ....... 80 
16 ..................... 126 
18 ...................... 201 
20 ..................... 320 
22 ...................... 508 
24 ...................... 806 
26 .................... 1280 
28 .................... 2030 
30 ................... 3220 
32 .................... 5128 
34 .................... 8150 
36 ................. 12887 
38 ................. 20492 
40 .................. 32573 
42 .................. 51211 
44 .................. 81819 

24 ...................... 195 24 ..................... 390 24 ......... : ........... 781 
26 ...................... 308 26 ...................... 606 26 ................... 1212 
28 ...................... 478 28 ..................... 956 28 ................... 1912 
30 ...................... 789 30 .................... 1479 .30 ................... 2958 
32 .................... 1186 32 .................... 2272 32 ................... .4545 
34 .................... 1712 34 ................... 8424 34 .................... 6849 
36 .................. 2551 36 ................... 5102 36 .................. 10204 
38 .•.................. 3770 38 ................... 7541 38 ................. 15082 
40 .................... 5040 40 ................. 10080 40 .................. 20161 

DOUBLE COTTON Symbol DC 
1/4 lb. SPOOL 1/2 lb. SPOOL 1 lb. SPOOL 

Size B&S Ft. Size B&S Ft. Size B&S Ft. 
10 .......................... 8 10' ...................... 16 10 ..................... 81 
12 ........................ 12 12 .............•.......... 24 12 ....................... 49 
14 ....................... 19 14 .... _ ................. 39 14 .................... 78 
16 ........................ 81 16 ....................... 62 16 .................... 123 
18 ........................ 48 18 ........................ 97 18 .................... 194 
20 ........................ 78 20 ..................... 157 20 ................... 804 
22 ...................... 119 22 ..................... 238 22 .................. 477 
24 ...................... 134 24 ..................... 269 24 ..................... 538 
26 .......... ; .......... 284 26 ..................... 568 26 .................. 1136 
28 ...................... 435 28 .................... 871 28 ................... 1742 
30 ......•............... 641 30 ................... 1284 30 ................... 2569 
32 ...................... 976 32 ................... 1953 32 ....•.............. 8906 
34 ................... 1365 34 ................... 2735 34 ................... 5470 
36 ................... 1827 36 ................... 8654 36 .................. 7309 
38 .................... 2788 38 .................... 5476 38 ............... 10952 
40 .................... 3405 40 ................... 6811 40 ................ 18623 

SOLID TINNED (Soft Drawn) Symbol TC 
1/4 lb. SPOOL lfa lb. SPOOL 1 lb. SPOOL 

Size B&S Ft. Size B&S Ft. Size B&S Ft. 
10 ......................... .8' 10 ....................... 16 10 ....................... 32 
12 ........................ 12 12 ........................ 25 12 ........................ 50 
14 ........................ 20 14 ........................ 40 14 ....................... 80 
16 ........................ 32 16 ....................... 68 16 .................... 126 
18 ........................ 50 18 ..................... 100 18 ................... 201 
20 ........................ 80 20 ..................... 160 20 ................... 320 
22 ..................... 127 22 ..................... 254 22 .................. 508 
24 ...................... 201 24 .................... 403 24 ................... 806 
26 ...................... 320 26 ..................... 640 26 ................... 1280 
28 ...................... 507 28 ................... 1015 28 ................... 2080 
30 ...................... 805 30 .................. ltilO 30 ................... 3220 
32 .................. 128232 ................... 2564 32 ................... 5128 
34 .................... 2037 34 ................... 4075 34 .................... 8150 
36 .................... 3221 36 ................... 6443 36 ................. 12887 
38 .................... 5132 38 ................. 10246 38 ................. 20492 
40·............ . ... 8143 40 ..... 16286 40 32578 

ALL SOLID TINNED COPPER AVAILABLE IN 1000 FT. SPOOLS 
BARE COPPER- SOFT DRAWN AVAILABLE FROM STOCK 

BIRNBACH DOUBLE BRAID SLiPBACK HOOK-UP WIRE 
Has a double cotton braid over the conductor, orightIy color coded, saturated with paraffin. This construction will not cause 
the cotton insulation to fray or bunch up when pushed back. Has high dielectric strength and will withstand all climatic 
changes without breakdown. 

COLORS: Black, Red, Blue, Yellow, Green, White, Brown, Orange. 
SOLID STRANDED 

Cat. Puncture V • 
• No. Put·Up Size Strands 60-cy. AC 0.0. 
380 •.••••. 100' Spool ••.•••. 20 .•••••. Solid .••..• 2000 ....•••. 090" 
382 ....... 100' Spool ....... 18 ....... Solid ...... 2100 ........ 098" 
384 ....... 100' Coil.; ..... 16 ....... Solid ...... 2100 ........ 108" 
386 ....... 100' Spool. ...... 14 ....... Solid ...... 2100 ........ 122" 
388 ....... 100' Spool. ...... 12 ....... Solid ...... 2200 ........ 135" 
580 .....•. 1000' Spool. ...•.. 20 ....•.. Solid .•..•. 2000 ..•..... 090" 
582 ...••.. 1000' Spool. .•.•.. 18 ....... Solid .•.... 2100 ...••.•.. 098". 
584 ....... 1000' SpooL ....... 16 ....... Solid ...... 2100 ......•. 108" 
586 ........ 1000' Spool ....... 14 ....... Solid ...... 2100 ........ 122" 
588 .....•. 1000' Spool. .•.•.. 12 ..••... Solid ....•. 2200. . . • • •. .135" 

BIRNBACH BIRNTEX 5L1PBACK WIRE 
This wire is constructe.d of quality materials and carefully Insulated with a cotton wrap over which a cotton braid is closely woven. and then ssturated with 
paramo. Pushes back eas1ly. . 

SOLID 
Cat. Pu nctu re V. 
No. Put·Up Size· StraAd,s 60·ey. AC 0.0. 
72 .......... 100' Spool... ......... 22 ............ Solid .......... 1500.......... .olib" 
76 .......... 1000' Spool... ......... 22 ............ Solid .......... 1500 ........... 060" 
84 ....... : .. 100' Spool.. .......... 20 ............. Solid ...... : ... 1500.......... .065" 
86 .......... 100' Spool... ......... 18 ............ Solid .......... 1500.......... .075" 
92 .......... 1000' Spool.. .......... 20 ............ Solid .......... 1500.......... .066" 
94 ........ 1000' Spool .. 18 Solid .. 1500.. .076" 

STRANDED 
Cat. Puncture V. 
No. Put·Up Size Strands 60·cy. AC 
73 .......... 100' Spool... ......... 22 .......... 7/80 .......... 1500 ......... . 
77 .......... 1000' Spool... ......... 22 .......... 7/30 .......... 1500 ........ .. 
85 .......... 100' Spool... ......... 20 .......... 10/80 .......... 1500 ........ .. 
87 .......... 100' Spool... ......... 1·8 .......... 16/30 .......... 1500 ........ .. 
93. :: ..... 1000' Spool... ......... 20 .......... 10/30 .......... 1500 ........ .. 
95 ...1000' Spool 18 1I1ISO 1500 

0.0. 
• 065H 

• 065" 
.070"' 
.080" 
.070" 
.080" 
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SECTION 6000 

BIRNBACH COILED RETRACTILE (KINKLESS) CORD AND CORD SETS 
RETRACTILE TEST LEAD WIRE 

This series of Bimbach Coiled Kink less Rell'actile Cords are pel'manently coiled into a spnng-Ilke sllape 
without the use of metal springs or elastic bands. They have inhel'ent "Recovery" properties. These \letr"c­
tile cords extend approximately six times its retracted length, returning to its exact original shape and length 
wh~n released. Always as long as you need them and no longer, they will not kink, tangle, trail, knot or 
dangle on the floor or bench and cause accidents. 

Stretch coiled kinkle,s test lcad wire description: 
12" coil-stretches to approx. 6 reet. One con­
ductor #20 st.-anded copper rubber Insulation 
.165 on. Colors: \led, Black. 
Cat. No. 
64 .. 12" Retracted-Approx. 
65 .. 21" Retracted-Approx. 

std. Pkge. 
6' Extended .. 6 

12' Extended .. 6 

RETRACTILE (KINKLESS) POWER CORD RUBBER. NEOPRENE AND PLASTIC 

DESCRIPTIOS 2, 3, 4 condncLor VI, 
apprOl'ed, retractile (kinkl,ss) power 
cords supplied in 36" long mandrel 
lengths, which customer cuts to de­
sired length. 

Std. Pkg. 5 

Additional conductors and sizes available. 

R.tracted Approx. Amp. Volt Nom 
Cat. No. Length Length Extended Con d.; Size AWe UL Type Strand Rating Rating 0.0. 
886 ............ 36" ............ 18 FT. ..2 ............. 18 SYO ......... HIS!. . 7 .......... 300 ............. 250" 
887 ....... 36" ............ 18 FT. .. .... 2 ............. 18. S\'T 41/34 7.. .. 300. .250" 
889.... ...36".. .. ..... 18 ~'T ............. 2 ............. 18 S.IO ....... 41/34 . . 7 ............ 300 .310" 
889/3 36". . ...... 18 FT. .. .... 3 ............ 18 S.IO ......... 41/34....... 7.. 300 .. 330" 
889/4 ....... 36" ............ Ie FT ............ 4 18... SJO ........ 41/3L.. 7. .. .... 300 .360" 
890 ........... 36" ....... 18 FT ............ 2 ............. 18 SJT 41/34.0 .......... 7 .... 300 .310" 
891 ......... 36" .. 18 FT ............. 2 ............. 16 S.IO ......... 65/34. 10 .300 .330" 
891/3 :16" .. 18 FT ............. 3 ............ 16 SJO 65/34. . ...... 10 .300...... .365" 
891/4 ....... 36".. ......... 18 FT. .. ..... 4.. 16 S.IO ......... 63/34. . .... 10 ........... 300 .. 395" 
893 ... 36" .......... 18 FT .............. 2 ............. 14 SO ........ 41/30 15. 600 .535" 
893/3 ...... :lU" ............ 18 FT ........... 3 ............ 14. SO .... 41/30 ............ 15 600 .... 560" 
893/4 .36" ""'" 18 FT ............ 4 ............. 14 so 41/30 ............. 15 600 ... 605" 
894 ............ 36". ........ 18 FT. .. .... 2 ............ 12 .......... SO ......... 65/30 ........ 20 600 .605" 
894/3 .... 36" ........... 18 FT ............. 3.... . .. 12 SO . 65/30 20 .. 600 .635" 
894/4 ........ 36" 18 FT ............ 4 ........... 12...... SO .......... 65/30 .......... 20 ............ 600 .............. 665" 

CONDUCTOR COLOR CODING: I-Black, 2-White, 3-Green, 4-Red 

RETRACTILE (KINKLESS) POWER CORD SETS 
Excellent for portable use. All mobile equipment and office equip­
ment whcre,'er the deVICe 'Ipplicatloll is synollnnuus with repeti­
th'e morement. The "AnslVer" to most tough hazard problems. 

2 and 3 conductors SVO and SJO Retractiie 
Kinkle-58 Neoprene Service Cord Sets with Molded 
:Male Plug Olle end. other end stripped and 
tinned ready for application. 

Retracted Approx. 
Cat. No. Length Length Extended Cond.. Size A l'Ie U L Type 
880 .......... 18".... ....... 9 FT.. .. .. 2.. .. ..... IS ................. SVO 
881 .. .. .... 18".. ... .. 9 FT... ..2.. .. ...... 18.. . .... SJO 
881/3 ... 18".......... 9 F'r.. .3........ 18 .... SJO 
882 ... 18" .................. 9 FT.... . ..... 2 .................... 16 ..... SJO .. 
882/3 18" 9 FT. 3 ................... 16 SJO 
COSDUCTOR COLOR CODING: I-Black, 2-Whlte, 3-Green 

Std. 
Strand Pkg. 

.... ,11/34. . .... 10 

.... 41/34.. ............... 10 

.... 41/34.. ............... 10 
.65/34.. ............... 10 

.... 65/34 ........ 10 

RETRACTILE COILED COMMUNICATION CORD 

Multi-conductors ,tranded communication cord No. 23 AIVG. Tinned cower wire neoprene jacketed. 
Long lengths can be cut to exact requirement. Nom. condo resistance .022 ohms per linear foot. 
Maximum working voltage 120 volts. Current carrying capacity 1 ampere. 

Approx. 
Cat. No. Retracted Length Length Extended Con d.. Size AWe Strand 00 Std. Pkg. m ::::::::: ~~;; .:~~ ~i:. :::::::::::::::::::::::::: ~ .~~ ......... .. nj~~· ............................ '~n~ ............................... 10 

m ::g~;:..... :a ~i::::::::::::::::::::::::::: 4 :~~.... .. .... H~~f:::::::::::::::::::::::::::: :m;; :::::::::::::::::::::::::::::::l~ 
g~gj~ :: ~~:: ...................... :~~ Pr:::::::::::::::::::::::::::: ,::::::::::::::: ........ iL........~~//~~ ............................. · .30S" ............................... 10 ............................. 320" ................................ 10 
878/8 ............................ 4R" ?5 FT Q 23 21/36' 360" 10 

im 1 i :::::::::::: ::::::::::::::::iE :::::::~::::::::::::::::::] ~ H: :::::::::::::::::::::::::: 1 ~;::::::;::~:~~:~:;~~~~~~~~~~~~~H ::~::::::~::::::::::::::::::::J I i H ::::::::::::::::::::::::::::::! g:: :::::: :::::::::::::::::::::::::: 1 g 
COND-UCTOR COLOR CODING: I-Black, 2-White. 3-Red, 4-Green, S-Blne. ii·Yellow, 7·Brown. 8·0range, 9·B1ack/White Tracer, 10-Redi 
\Vhite Tracer;] I-Green/\Vhite Tracer) 12-Blue/White Tracer, 13-Yellow/White- Tracer, 14- Brown/\Vhite TTacer~ 15·0range/\Vhite Tracer. 

RETRACTILE (KINKLESS) COILED SHIELDED MICROPHONE CABLES 

~ 
DESCRIPTION: Single and multi-conductor shielded microphone cable neoprene jacl(eted. This cable remains neat and 
compact with no danger of tripping or of tile wire becoming entang1ed in eqUipment. Also suitable for stereo and 
additional speaker extensions. :Shield can be pigtailed for solderin~. 

Approx. 
Retracted Length Length Extended Condo 

................. ..48" ...................................... 25' ..................................... 1........ { 
...................................... 12" ...................................... 6' ...................................... 1...................................... 1 
...................................... 6" ...................................... 3' ...................................... 1.. .................................. .. 

Cat. No. 
895 
895A 
8958 

896 ...................................... 48" ...................................... 25' ...................................... 2...................................... { 

89BA ...................................... 12" ...................................... 6' ...................................... 2...................................... { 

897 ...................................... 48" ...................................... 25' ...................................... 3...................................... { 

897 A ...................................... 12" ................... : .......... , ....... 6' ...................................... 3...................................... { 

899 ................ 48" ..................................... 25' ...................................... 2 .................................... .. 
899A .................. 12"." .......... " ....................... 6' ...................................... 2 .. " ................. " ............. .. 

Size' AW·e Nom. 0.0. Std. Pkg. 
• No. 24 Shielded ................................. 160" ............................... 10 
No. 24 Shielded ................................. 160" ................................ 10 
No. 24 Shielded ................................. 160" ................................ 10 

I-No. 23 
I-No. 24 Shielded ................................. 200" ................................ 10 
I-NO. 23 
I-No. 24 Shielded ................................. 200" ............................... 10 
2-No.23 
I-No. 24 Shielded .......... , ...................... 240" ............................... 10 
2-No.23 
I-No. 24 Shielded ................................. 240" ............................... 10 
2-No. 24 Shielded .......... 210" 10 
2-No. 24 Shielded ................................. 210" .................. . ...10 

898 ...................................... 48" ...................................... 25' ...................................... 4...................................... { t~~: ~~ Shielded ................................. 270" ................................ 10 

898A ...................................... 12" ...................................... 6' ...................................... 4...................................... ( t~~: ~~ Shielded ................................. 270" ................................ 10 

Additional conductors and sizes avallable. CONDUCTORS ARE COLOR CODED. 
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BIRNBACH 
BB-1000 
HOOK-UP WIRE 

This superior in.sulation is 
unharmed attemperatures 
which cause glass to melt 
and asbestos to pulverize. 

This combination of in­
organic material offers 
good abrasion resistance; 
can be handled without 
special precautions; does 
not become carbona­
ceous, conducting or 
embrittled at elevated 
temperatures; offers con­
tinuous service at 1000°F, 
intermittent service up to 
1800° F (depending on ap­
plication), braid and fiber-
ous insulation withstands 
2000°F without decom­
posing or melting. 

CABLE IS NOT ADVERSELY 
AFFECTED BY HIGH INTENSITY 
NUCLEAR RADIATION. 
~ESCR'PTlON: Each conductor stranded 
,tainless steel dad copper, wall of "Refrasil" 
rused quartz, color coded (solid colors) 

2vailab/e. 
:at. Put- Size Nom. 
No. Ups Awg Strand 0.0. 

?'10 1000' 10 105/30 .208" 
?'10 250' 10 105/30 .208" 

'712 1000' 12 65/30 .172" 

'712 250' 12 65/30 .172" 

'714 1000' 14 41/30 .152" 
7714 250' 14 41/30 .152" 
7716 1000' 16 26/30 .128" 
7716 250' 16 26/30 .128" 
7718 1000' 18 19/30 .123" 
7718 250' 18 19/30 .123" 
7720 1000' 20 10/30 .105" 
7720 250' 20 10/30 .105" 
7722 1000' 22 7/30 .096" 
7722 250' 22 7/30 .096" 
7724 1000' 24 4/30 .088" 
7724 250' 24 4/30 .088" 

DDITIONAL DATA- Weight: ·17Ibs,./1000 ft. 
Dielectric Strength: 9000 Volts 
After 5 hrs. at 1600°F.: 3500 Volts 
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FLAT BRAIDED LACING TAPE 

NYLON Flat. braided HI-Tenacity Nylon Fiber ilnpregl11lted with (MW) microcrystalline fungicidal wa, 
Engineered to stay flat. Distributes stress evenly over a wide area. Resistant to fungus. flame, abra 
s10n. acids. Will not cut or damage insulation. Has strerwth, toughness and stability. - Put Up on 500 yards per tube. 

Cat. No. Class Wldt.h Tbiekness Test Lbs. Yard/Lb 

1085 Natural White .................................. - ............................... 200" ............................... 014" .............................. 150 .............................. 250 

1085B Black .................................................. - ............................... 200" ............................... 014" .............................. 150 ............................... 250 

1086 Natural White .................................. 1' ..............................• 120 ................................. 014" .............................. 80 ............................. 550 

1086B Black .................................................. 1 ............................... 120 ................................. 014" .............................. 80 .............................. 550 

1087 Natural White .................................. 2· ............................... 090" ............................... OU" .............................. 50 .............................. 750 

/087B Black .................................................. 2· ............................... 090" ............................... 014" .............................. 50 .............................. 750 

1088 Natural White .................................. 8 ............................... 062" ............................... 010" .............................. 80 .............................. 1500 

1088B Black .................................................. 8 ............................... 062" ............................... 010" .............................. 30 .............................. 1500 

1089 Netural White .................................. 4 ............................... 046" ............................... 010" .............................. 15 .............................. 2400 

1089B Black ................................................ ..4 ............................... 046" ............................... 010" .............................. 15 .............................. 2400 

DACRON Flat Braided HI-Tenacity Dacron Fiber Impregnated with special non-sUp (unglcidal IInlsl 
Will not cut or damage insulation. Engineered to stay fiat-for strength, toughness. stabilit~ 

1IW48 Wlll not cut Insulation. Put up-on 500 ~ards per tube.~ 
Cat. No. Width Thlckne.s Test Lbs. Yard/Lb. 

1041 Natural White ......................................... 120" ........................................• OU" ........................................ 80 ........................................ 450 

1041 B Black ......................................................... 120" ......................................... 014" ........................................ 80 ........................................ 450 

1042 Natural White ......................................... 090" ......................................... 014" ...................................... ..48 ........................................ 600 

1042B Black ......................................................... 090" ......................................... 014" ...................................... ..48 ........................................ 600 

1048 Natural White ......................................... 060" ......................................... 010 .......................................... 35 ........................................ 850 

1048B Black ......................................................... 060" ......................................... 010" ........................................ 35 ......................... : ............. 850 

1044 Natural White ......................................... 046" ......................................... 010" ........................................ 25 ................ , ....................... 1100 

1044B Bluek ......................................................... 046": ........................................ 010" ........................................ 25 ........................................ 1100 

TEFLON­
FIBERGLASS 

Flat Braided Fiberglass, teflon coated and bd'llded for hi-temperature applicatior 
(550oF). Engineered to stay flat-for strength, toughness and stability. TeHon flnh 
increases tensile strength and abraslop resistant surface. Win not cut or damage lnst 

laUon. Color White. Put Up on 500 yards per spool. 

I 
Cat. No. Width Thlckne .. Test Lbs. Yard/Lb. 

1045 ............... _ ................................... 110" ......................................... 025" ........................................ 150 ........................................ 200 

1046 ................................................... 120" ......................................... 020" ........................................ 90 ....................................... 200 

1047 ................................................... 080" ......................................... 020" ........................................ 70 ....................................... 280 

TEFLON* Flat nraided Teflon for hi-tempc'raturo applications (550 D }4".) )4~ngineerPrl to stay fla' 

Wlll not cut or damage Insulation. Color: Brown. Put Up on 500 yards per SPOI 
Cat. No. Width Thickne.. Test Lb.. Yard/Lb. 

1048 .................................................. 100" ......................................... 016" .......................................... 35....................... ..325 

1049 ................................................... 075" ......................................... 610" ......................................... 15 ....................................... 700 

ROUND NYLON LACING CORDS 
This nylon laCing cord manufactured to meet Spec .. MIL-T-713A Type P, (~OUlI)()sition 1-, Classes :~. ~. 1. \Vax ftnished-l'olll 
pounded with a fungicide to resist mrl;;,;ld;,;ew ... ;.... ______ --. Put Up on 1 lb. Tubes 

Cat. Nos. 
Color 

Natural Black Yds. Diam. 
Breakinl 
Stre.gU 

Clas. 1 ...................... 1070 ........................ 1070B .....................•.. 600 .......................... 039"...... . ...... 701_b'. 

Cia •• 2 ...................... 1071 ........................ 1071 B ........................ 800 ........................... 029" ........................ .. 4H U". 

Cla.s 3 ...................... 1072 ........................ 1072B ........................ 1140 ........................... 025" .......................... 32 I_I". 

OIa •• 4 ...................... 1072/1 .....................•.. 1072/IB ........................ 2400 ........................... 020" .......................... 20 I_h'. 

ROUND LINEN LACING CORDS 
This linen lacing cord is made (rom pure flax Lreall~u with ml(~o(:rYslClllinc wax (.'Ollipounded with fungicide 
to resist mildew. The twelve, eight and six ply t'Ord meet Mpec. MIL-T-713A Type N I Classes 1, 2 and: 
respectively. Color: Natural. Also available in Black in 1 lb. Tubes. 

Yd •• Yd •• 

107B .......... _ ................. !10 1074 ............................. 425 

1076 ............................ 150 1077 ............................ 300 

1082 ............................ 115 1088 ........................... 235 

1079 ............................ 100 1080 ............................ 200 

1085 ............................ 75 1086 ............................ 150 

,1 lb. Tubes. ----.1 
Cat. No. 

Black Yds. Class Ply Diam. 
Lb 

Te. 

1075 ...................... 1075B 850 .............. - ................ 4 ................. 036" ............... 22 

1078 ........................ 1078B 600 ................ 3 ................ 6 ................. 044" ................ 33 

1084 ........................ 10848 410 ................ 2 ................ 8 ................ 051" ................ 50 

1081,. .•.................... 10818 400 .............. - ................ 9 ................. 054" ................ 50 

1087 ........................ 1087B 300 ................ 1... ............. 12 ................. 063" ................ 72 

See Pages 1553 -1558 for Birnbach Prices for Above Items © U.C.P., Inc. 
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NEW STEREO MONAURAL WIRE AND CABLE 
The following items were speclllcally developed for use in recording and playback equipment including all stereo cartrdges; 
ceramic, magnetic, crystal and tone arms. Designed for extremely low hum and noise pickup. Individual conductors are 
#32 AWG, 7 strands #40 AWG tinned copper, .010" wall. Special formulation PVC + 80· C to _40· C operation 
allowing ease of stripping and soldering. When shielded .. #40 AWG tinned copper, 300/0 coverage for maximum ftexiblllty, 
niinimum weight and diameter and for Quick pushback. 

TWISTED - UNSHIELDED 

CAT NO. SPOOL CONDo SIZE AWG STRAND NOM. WALL NOM. O. D. 
7571 ........................ 1000' ........................ 1 ......................... 32 .......................... 7/40 ........................... 010" ........................... 028" 
7571 ........................ 500' .......................... 1 .......................... 32 .......................... 7/40 ........................... 010" ........................... 028" 
7572 ........................ 1000' .......................... 2 .......................... 32 .......................... 7 /40 ........................... 010" ........................... 041" 
7572 ........................ 500' .......................... 2 .......................... 32 .......................... 1/40 ........................... 010" ........................... 041" 
7573 ........................ 1000' .......................... 3 .......................... 32 .......................... 7/40 ........................... 010" ........................... 053" 
7573 ........................ 500' .......................... 3 .......................... 32 .......................... 7/40 ........................... 010" ........................... 053" 
7574 ........................ 1000' .......................... 4.. ........................ 32 ......................... 7/40 ........................... 010" ........................... 061" 
7574 ........................ 500' ......................... .4 ........................ 32 .......................... 7/40 ........................... 010" ........................... 061" 
7575 ........................ 1000' .......................... 5 .. : ...................... 32 .......................... 7/40 ........................... 010" ........................... 069" 
7575 ........................ 500' .......................... 5 ......................... 32 .......................... 7/40 ........................... 010" ........................... 069" 

TWISTED - SHIELDED 

7581 ........................ 1000' .......................... 1 .......................... 32 .......................... 1(40 ........................... 010" ........................... 040" 
7581 ........................ 500' .......................... 1.. ........................ 32 .......................... 7/40 ........................... 010" ........................... 040" 
7582 ........................ 1000' .......................... 2 .......................... 32 .......................... 7/40 ........................... 010" ........................... 067" 
7582 ........................ 500' .......................... 2 ........................ 32 .......................... 7/40 ........................... 010" ........................... 061" 
7583 ........................ 1000' ......................... 3....................... 32 .......................... 7/40 ........................... 010" ........................... 072" 
7583 ........................ 500' .......................... 3 .......................... 32 .......................... 7/40 ........................... 010" ........................... 072" 
7584 · ........................ 1000' .......................... 4 .......................... 32 .......................... 7/40 ........................... 010" ........................... 080" 
7584 ........................ 500' .......................... 4 .......................... 32 .......................... 1/40 ........................... 010" ........................... 080" 
7585 ........................ 1000' .......................... 5 .......................... 32 .......................... 7 /40 ........................... 010" ........................... 089" 
7585 ........................ 500' .......................... 5 ......................... 32 ......................... 1/40 ........................... 010" ........................... 089" 
7580 ........................ 1000' .......................... 2 ......................... 32 (Ind. Shielded) 7/40 ........................... 010" ........................... 080" 

CONDUCTOR COLOR CODE: l·WHITE. 2·RED. 3·BLACK. 4·GREEN, 5·YELLOW. 

NEW Sound Cable with "VI-CON" Shield 
"VI.CON" Shield is the new Birnbach conductive vinyl plastic shield that 

provi~e~I.FLEXIBILITY • LONG FLEX LIFE • EASY WORKING 
• 100% SHIELDING COVERAGE 

No. 24 Solid Tinned ground wire u~WG for ground termination 

Cat. No. Spool Conds. Size No. Strand Nom. D.O. 
1812 ...... 500' 2 ............... 22 7/30 ...... 160 
1313 ..... 500'.. .. ... 2 ............... 20 ...... 7/28 ................ 190 
1814 ................. 500'.. .. .. 2.. . .... 18 16/30' .220 

STEREO VOLUME CONTROL CABLE 
ESPECIALLY DESIGNED FOR STEREO COIN OPERATED MACHINES 

Description: Ten conductors containing 2 quads individually shielded 
with tinned copper braid; 2 conductors not shielded; chrome vinyl 
jacket overall. 

{ 
Cat. 
No. 

4 Shielded #24 (7 % 32) 
4 Shielded #24 (7 x 32) 
2 Unshielded #22 (1 x 30) 

Spool 
Nom. 
Jacket 

Nom. 
0.0. 

4520 ......... 500' ............ 025 .............. 325 .. 

CONDUCTOR COLOR CODE: GRAY. WHITE. BLUE. GREEN (SHIELDED), 

RED. BROWN, YELLOW. ORANGE (SH~ELDE.D), WHITE, BLUE (UNSHIELDED) 

JUKE BOX SPEAKER CABLE 
Small, compact dlamter. Useful. Practical. Ideal for rear auto speaker exte~· 
sion cable 

DESCRIPTION: 
Composed of 7 strand # 32·1 Ba~opper conductor, 1 tinned copper con­
ductor, 2 conductors parallel chrome vinyl plastic inRUlation. 

Cat. Size Nom. Nom. 
No. Spool Conds. AWG Strand Insul. 0.0. 

4500 ........ 1000' .......... 2 .......... 24.. ........ 1/82 ........... 015" ........... 058" % .115" 

Additional colors available to order. 

SHIELDED JUKE BOX CONTROL CABLE 
OESCRIPTjON:-

5 Conductor cable. Three condo twisted color coded black green red 
with tinned copper shielded braid overall. Two conductor twisted color 
coded blue, yellow and chrome vinyl jacket overall. 

6 Conductor Cable: 4 condo twisted tinned copper shielded braid. conductor 
color code black. green. red. yellow; 2 condo unshielded color code white. blue. 

Cat. SIze AWG Nom. Nom. Nom. 
No. Spool Conds. #22 Strand Insul. jacket 0.0. 

4515 .... 500' ...... 5 ...... 3 (shielded) ...... 1/30 ....... 015" ....... 020" ...... 200"%.300" 
2 (unshielded) 

4516 .... 500' ...... 62 unshielded #22 (7 x 30) .015" ....... 025" .... 205"x.310" 
4 shielded. #24 (7 x 32) 

JUKE BOX CONTROL CABLE 
Used as replacement cable i~ Juke Boxel. 

DESCRIPTION: 
Two Conductors #16 stranded vinyl insulation tinned copper, color coded 
green-orange. One conductor #20 stranded tinned copper, 'illfl insulation. 
Color coded Blue; 3 conductors cable with .020" chrome villfl plastic Jacket 
overall. 
Cat. Size 110m. 110m. 11011. 
No. Spool Conds. AWG Strand InlUl. Jaektt 0.0. 

4510 .... 500' ........ 3 ........ 2-#16 ........ 26/30 ......... 020" ......... 020" ......... 240" 
1-#20 ........ 10/30 ......... 020" 
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SECTION 6000 

NYLON CABLE AND TUBING CLAMPS MEETS MIL·P.26093 

MADE OF DUPONT NYLON FORMULA FM 10001 

(C{ II Used as a clamp, strain relief, clip hanger, 
fastener, strap, these nylon cable clamps are 
light and tough. Have smooth, non-abrasive 
surfaces, rounded edges will not chafe con­
ductors or cause shorts or grounds in cable. 
Insoluble in solvents, oils, gasoline,alcohol, 
hydraulic Huids, alkalies, aCids. Temperature 
resistant from -60°F to +300°F. . Do not 
support combUstion. Moisture and heat re­
sistant. Inside matte finish surfaces prevent 
slippage under vibration and are self aligning 
when tightened by screw. Snaps onto cable. 

Meets MIL -P-20693 spees. Fungus resistant. 

CAT. 
NO. PUT-UP 

725 100 
726 100 
727 100 
728 100 
729 100 
730 100 
731 100 
731A 100 
732 100 
732A 100 
733 100 
734 100 
735 100 
736 100 
.737 100 
738 100 

TO FIT 
SIZE 
'1/8" 

3/16" 
1/4" 

5/16" 
3/8" 

7/16" 
1/2" 

9/16" 
5/8" 

11/16" 
3/4" 
7/8" 

1" 
1 1/8" 
1 1/4" 
1 1/2" 

ETHYL CELLULOSE 
PLASTIC CABLE AND TUBING CLAMPS 

II Recommended for general use. 
They withstand age, shock and 
vibration. Moisture and cor­
rosion. This tough, lightweight 
and durable clamp withstands 

~ 
temperatures from -60° to 
+175° F. Approved 7-21-44 

::::!IX JE..- Army-Navy aeronautical AN­
~ Jil :~ 742. A~prov~d for inside-out-
, . l' side, hl-tenslOn, primary and 
jE----E~ secondary. Standard pkge. 100, 

1000. 

CAT. 
NO. 
71S 
7!SA 
7lSB 
71SC 
71SD 
71SE 
716 
716A 
716B 
716C 
716D 
716E 
717 
717A 
717B 
717C 
717D 
717E 

TO FIT 
SIZE 
'IfI" 

3/16" 
"'-" 5/16" 
%" 

7/16" 
%" 

9/16" 
%" 

11/16" 

*" %/1 
1" 

.1 'AI" 
1",-" 
1%/1 

2/1 
2%/1 

D 
.125 
.188 
.250 
.313 
.375 
.438 
.500 
.563 
.625 
.688 
.750 
.875 

1.000 
1.125 
1.250 
1.5 
2.0 
2.5 

E 
.325 
.390 
.421 
.457 
.483 
.531 
.562 
.625 
.610 
.666 
.766 
.813 
.906 
.969 

1.156 
1.0625 
1.313 

·1.563 

D 
.125 
.187 
.250 
.312 
.375 
.437 
.500 
.563 
.625 
.687 
.750 
.875 

1.000 
1.125 
1.250 
1.500 

E 
.316 
.378 
.409 
.441 
.471 
.519 
.550 
.625 
.634 
.752 
.718 
.760 
.802 
.968 

1.156 
1.188 

T 
.060 
.060 
.060 
.06Q 
.060 
.060 
.060 
.060 
.060 
.060 
.060 
.060 
.060 
.060 
.060 
.070 
.070 
.070 

T L W 
3/8 
3/8 
3/8 
3/8 
3/8 
3/8 
3/8 
1/2 
1/2 
1/2 
1/2 
1/2 
1/2 
1/2 
1/2 
5/8 

.050 .177 

.050 .177 

.050 .177 
.050 .177 
.050 .177 
.050 .177 
.050 .177 
.060 ;177 
.060 .177 
.060 .177 
.060 .177 
.060 .177 
.060 .177 
.062 .204 
.062 .204 
.070 .204 

L 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 
.204 

X 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
7/32 
V32 
7/32 
7/32 

X A 
.227 .062 
.277 .062 
.227 .062 
.277 .062 
.277' .062 
.277 .062 
.277 .062 
.227 .062 
.227 .062 
.227 .062 
.227 .062 
.227 .062 
.227 .062 
.250 .125 
.250 .125 
.250 .125 

A 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 
.062 

BIRNBACH ALUMINUM CABLE AND TUBING CLAMPS 
Cat. To Fit Std. 

~ No. Tub. Width. Length Thl,kn... Pkg. 
I •• W" ., &.r ,\"l T rt 

These Tube Clamps are made of hard drawn 
aluminum and are found to be extremely 
desirable when mounting resonant lines, or 
elements of dir&etive beam antennas. The 
V." thru '/." clamps have 0 clearance for 
No. 10 Screw. The %" to the 11/4" clamps 
have a clearance. for V4" bolts. 

PUSH BUTTON WIRE ·TIES (PAT. PENDING) 

Push Button Wire Ties useful for harnessing wires fast; saves labor; eliminates 
screws and usual time required for string tying. Measures 41;2" in length and is 
adjustable to 30 different diameters. Insert the tie in the hole for anchoring; 
wires can be replaced or added by loosening the tie and pulling tight again. 
Constructed of tough Polyethylene; chemically inert, heat resistant; breaking point 
45 to 95 Ibs. Push button ties are 
designed to fit a .250"-.265" hole Cat. No. 
in a .031 to .140 thick panel. 

Color 
(Specify) 

Std 
Pkge 

MATERIAL CONFORMS TO SPEC. LP 590 PBT-4 Red, Blue, Yellow 100, 1000 

ANTENNA CONTROL ROTOR CABLE 
Developed for remote control of television antenna rotatorp. 

DESCRIPTION: A • <OOXOO> 
#1874--4 Conduotors flat parallel poly.., . I 
ethylene plastic insulation - One outer 
conductor tinned, balance bare copper. !l ~ 
#1875 - 5 Conductors twisted, color 
coded. Vinyl plastic jacket overall. 
#1878 - 8 Conductors twisted, colo' 
coded. Vinyl plastic jacket overall. #1874' #1875 #1878 

Cat. Size Nom. 
No. Spool Condo AWrJ Strand. 0.0. 

1874 .......... 1000' .......... 4.. ........ 20 .......... 7/28 ........... 072" x .390' 
1874A .......... 600' ......... .4 .......... 20 .......... 7/28 ........... 072" x .890' 
1875 .......... 1000' .......... 6 .......... 20 .......... 7/28 ........... 180" 
1875A .......... 500' .......... 5 .......... 20 .......... 7/28 ........... 180" 
1878 .......... 1000' .......... 8 .......... 22 .......... 7/80 ........... 206". 

1878A cON·i.-iic~gr·ciiLiJ~··c·o'j) E22CliAii'r 7 ~~01i···#i·875~0:~878 
I-Black 3-Red S-Yellow 7-Brown 
2-Whlta 4-rJreen 6--Blue ~r .. nga 
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tli,.n6ILc~ PRICE LIST 
SUI· SUI· Sug. SUI· SUI· SUI· 

Cat. List Cat. List Cat. List Cat. List Cat. List Cat. List 
No. Price No. Price No. Price No. Price No. Price No. Price 

OO-C 18.501C 0-50 4.951M 149 6.75IEa. 264M 115.00IEa. 318B 15' .751 Ea. 398 50.001C 
GL-1-C 5.501 Ea. 51 17.501C 151 . 60IEa. 265C 14.001 Ea . 318BCC 4.701 Ea. 398B 85.001C 
GL-1-E 27.25IEa. 51-A 17.501C 155H 45.001 Ea. 265E 69.501 Ea. . 319 .45IEa . 399 50.001C 
GL-1-M 54.001 Ea. 52 17.501C 156E 18.001Ea. 265M 139.00IEa. 319B 10' .751 Ea. 399A 55.001C 
GL-1-F 134.001 Ea. 53 17.501C 157E ~.OOIEa. 266C 16.301 Ea. 319BCC 6.751 Ea. 400 25.001C 
GL-2-C 10.75IEa. 54 17.501C 158E 2.50IEa. 266E 81.001 Ea. 320 .50IEa. 400A 25.001C 
GL-2-E 53.301 Ea .. 54·A 18.001C 159E 41.251 Ea. 266M 162.001 Ea. 320B 10' .751 Ea. 400B 40.001C 
GL-2-M 106.001 Ea. 55 20.001C 160E 50.00IEa. 267C 18.501 Ea. 320BCC 6.751 Ea. 401 25.001C 
GL-2-F 264.001 Ea. 56 22.501C 161E 55.001 Ea. 261E 91.001 Ea. 321 .60IEa. 401B 40.001C 
GL-3-C 20.40IEa. 56-A 30.001C 1620 30.001 Ea. 267M 182.001 Ea. 321BCC 8.501 Ea. 402 4.401C 

GL-3-E 102.301 Ea. 56·B 32.501C 1630 35.001 Ea. 268C 20.501 Ea. 322 .65IEa. 402A 5.501C 
GL·3-M 204.00IEa. 57 22.501C 1640 40.00IEa. 268E 102.001 Ea. 322BCC 14.001 Ea. 402B 11.501C 
GL-3-F 509.001 Ea. 58 1.501 Ea. 1650250 47.501 Ea. 268M 204.00IEa. 323 1.001Ea. 403 17.001C 
TK-1 91.751 Ea. 59 1.801 Ea. 165115-0 60.001 Ea. 269C 23.751 Ea. 323BCC 22.50IEa. 404 35.001C 

1-M 10.731M 61-C 4.00IEa. 166 2.001 Ea. 269E 118.251 Ea. 324 1.101 Ea. 404A 30.001C 
1-C 1.321 Ea. 62-E 17.50IEa. 172C 8.501 Ea. 269M 236.501 Ea. 324BCC 27.50IEa. 404B 45.001C 
1-50 .66IEa. 62-M 35.001 Ea. 172E 42.501 Ea. 270C 26.25IEa. 325 .35IEa. 404BC 60.001C 

TK-2 84.251 Ea. 64 1.40IEa. 172M 85.001 Ea. 270E 130.751 Ea. 325B 15' .75IEa. 404CB 50.001C 
2-M 1O.731M 65 2.50IEa. 173C 11.751 Ea. 270M 261.501 Ea. 325BCC 4.401 Ea. 404S 30.001C 
2-C 1.321 Ea. 66-C 5.501 Ea. 173E 58.751 Ea. 272C 32.551 Ea. 326 .401 Ea. 405 .1651 Ea . 

2-50' .66IEa. 67-E 25.501 Ea. 173M l17.501 Ea. 272E 162.251 Ea. 326B 15' .75IEa. 406 22.001C 
3-M 10.73IEa. 67-M 51.001 Ea. 174C 1fi.001 Ea. 272M 324.501 Ea. 326BCC 5.001 Ea. 407 22.00IC 
3-C 1.321 Ea. 68-C 7.501 Ea. 174E 80.001 Ea. 274 60.001C 327BCC 29.001 Ea. 408 3.151 Ea. 
3-50 .66IE~. 69-E 35.00IEa. 174M 160.001 Ea. 275 70.001C 328BCC 80.001 Ea. 409 25.001C 
3-A-M 10.73IEa. 69-M 70.00IEa. 175C 18.75IEa. 276 70.001C 329BCC 108.251 Ea. 410 .55IEa. 
4-M 41.251M 72C 2.601 Ea. 175E 93.751 Ea. 278 40.001C 330 25.001C 411 1.32/ Ea. 
5-M 55.001M 73C 3.051 Ea. 175M 187.50IEa. 279 30.001C 330A 22.001C 412 33.001C 
6-C 13.201C 76M 23.651 Ea. 176C 21.001 Ea. 287 .491 Ea. 331 25.001C 413 1.751 Ea. 

T-6-C 20.001C 17M 26.701 Ea. 176E 105.001 Ea. 288 12.251 Ea. 331A 17.001C 414 25.001C 
T-7 .50IEa. 84C 3.05IEa. 176M 210.00IEa. 289VCC 6.001 Ea. 332 18.001C 415 25.001C 

8 13.751C 85C 3.35IEa. InC 26.501 Ea. 290VCC 6.001 Ea. 332A 2.001C 416 22.001C 
10 13.75/C 86C 3.65IEa. 178C 32.501 Ea. 291 .22/Ea. 333 27.00/C 417 .55IEa. 

T-lO 8.001C 87C 4.001 Ea. 179C 37.50/Ea. 291V 25' 1.90/Ea. 334 55.00/C 418 .60/Ea. 
l1 1~.25IC 92M 26.65/Ea. 180C 40.00IEa. 291VCC 6.601 Ea. 335 65.001C 419 40.00/r. 

T-14 . 70IEa. 93M 29.75/Ea. 182C 48.00IEa. 293 .22IEa . 336 65.001C 420 1.451 Ea. 
T-14-A . 80IEa. 941'v1 32.45IEa. 184 27.001C 293V 25' 1.951 Ea . 337 70.00/C 420A 22.00/C 

15 7.70/C 95M 6.301 Ea. 185 23.001C 293VCC 7.05IEa. 340 11.00/C 421 1.451 Ea. 
T·15 25.00/C 96M 11.83IM 186 . 25.00/C 294 .22IEa. 341 65.001 C 422 1.451 Ea . 
T-15-A 40.001C 96-40 .66/Ea. 193 15.001 M 294V 25' 2.001 Ea. 341B 100.001C 423 1.451 Ea. 
T-15-C 2.50/C 96C 1.321Ea. 194' 15.00/M 294VCC 7.50/Ea. 342 475.00/C 426 27.00/C 

16 27.501C 97M 11.831M 195 15.001M 295 .22/Ea. 342B 525.001C 426A 27.001C 
T·16 25.001C 97-40 .66IEa. 196 18.001 M 295V 25' 2.051 Ea. 343 .60IEa. 430 .36IEa. 
T·16-A 25.001C 97C 1.321 Ea. 200 10.001M 295VCC 7.751 Ea. 343A 20.00/C 431 .441 Ea. 

17 60.001C 98M 13.75/M 201-1000 13.751M 296 2.10/Ea. 344 .55/Ea. 431J .64/Ea. 
T-17 24.001C 98-35 .66/Ea. 201-35 .66/Ea. 296VCC 60.001 Ea. 345 .60/Ea. 432 .80/Ea. 

18 100.001C 98C 1.651 Ea. 201-100 1.541 Ea. 297 .481 Ea. 345A 25.001C 432J 1.25/Ea. 
T·18 24.00/C 99M 13.75/M 202 8.501M 298 . 55IEa. 346 3.001 Ea . 433 1.561 Ea. 

19 .451 Ea. 99-35 .66IEa. 203 .65/Ea. 299 1. 751 Ea. 347 3.601 Ea. 433J 2.25/Ea . 
T-19· 3/. 9.501C 99C 1.54/Ea. 203A 3.75/Ea. 299VCC 50.001 Ea. 348 2.001 Ea. 434 3.50/Ea. 
T·19-1" 9.50/C 100M 22.0CIM 203H 3.75/E·a. 300 .22/Ea. 350 2.001 Ea. 435 2.6~1 Ea. 

T·19·1l/2 13.50/C 1'00-20 .66IEa. 204 . 65IEa. 300V 25' 2.15IEa. 351 2.001 Ea. 436 .60/Ea . 
20 . 90/Ea. 100C 2.47 I Ea. 204A 3.751 Ea . 300VCC 8.35IEa. 352 2.001 Ea. 437 .651 Ea. 
20-A . 75/Ea. R-100 5.601M 204H 3.751 Ea . 301 .401 Ea. 353 2.001 Ea . 438 .75/Ea. 

T-20 . 80/Ea. T-100 10.001C 205 . 65/Ea . 301V 15' 1.951 Ea. 354 10.001 Ea. 439 .401 Ea . 
21·M 13.75/M T-101 10.001C 205H 3.751 Ea. 301VCC 11.001 Ea. 359 2.001 Ea. 440 25.001C 
21-C 1.651 Ea. T-102 10.001C 206 .65IEa. 302 .451 Ea. 360BC 32.501 Ea . 440A 29.001C 
21-35 .66IEa. 102 .90IEa. 206A 3.75IEa. 302V 10' 1.551 Ea. 361BCC 35.00/Ea. 440B 34.00/C 
22-M 32.45/M 103 .90/Ea. 206H 3.75IEa. 302VCC 13.20/Ea. 362BC50' 22.501 Ea. 440C 39.001C 
22-15 .66IEa. 104 1.501 Ea. 207 .65/Ea. 303 .75IEa. 363BC50' 30.001 Ea. 440E 46.001C 
22·C 3.521 Ea. 105 1.501 Ea. 207H 3.751 Ea. 303VCC 25.00/Ea. 364BCC 127.50/Ea. 440F 49.00/C 

23 16.00/C 106 .90IEa. 208 .65IEa. 304 .90/Ea. 365BCC 138.00/Ea. 441 17.25/C 
24 17.00/C T-105/14 22.50IEa. 208H 3.75/Ea. 304VCC 30.001 Ea. 366 17.00/C 441A 17.25/C 
26 17.001C T-105/16 22.50/Ea. 209 .65IEa. 305V 10' 1.751 Ea. 367 22.00/C 441B 17.251C 
27 11.00IC T-105/17 22.501 Ea. 209H 3.75/Ea. 305VCC 14.251 Ea. 368 2.50/C 442 17.201C 
27-C 21.001C T-105/19R 27.50/Ea. 212A 3.75/Ea. 306V 10' 1.851 Ea. 369 2.50/C 442A 18.00/C 
27-R 19.501C T-105120 27.50IEa. 220 8.001 Ea. 306VCC 18.25IEa. 370 5.00/C 443 20.00/C 
28 11.001C T-I05124 27.50IEa. 220A 6.75/Ea. 307 .30IEa. 371 3.001C 443A 24.001C 
29 17.00/C T-105/27 27.501 Ea. 221 1.801 Ea. 307V 20' 1.851 Ea. 372 2.50jC 444 21.00/C 
30 36.151C 107 1.501 Ea. 221A 1.40/ Ea. 307VCC 9.001 Ea. 373 6.50/C 444A 25.001C 
31 15.00/C 108 2.051 Ea .. 226 4.001 Ea. 308B 25' .75/Ea. 377 .48/Ea. 444B 25.00/C 

31-C 21.001C 109 2.75/Ea. 231MC 35.00/C 308BCC 2.75IEa. 378 .63/Ea. 444C 30.00/C 
31-MB 11.00/C 113 125.00/C 232FC 53.001 C 309 1.701Ea. 379 .68IEa. 445 21.001C 
31-MC 15.00/C 114 11.00/C 233CC 38.001C 310 18.001C 380C 3.461 Ea. 445A 25.00/C 
31-MS 14.00/C 115 12.001C 234CLC 60.001C 310C 23.001e 381C 3.85IEa. 445B 30.001C 
31-R 11.001C 116 13.001C 239FC2 6.201 Ea. 310S 19.001C 382C 3.851 Ea. 445C 30.001C 
31-S 16.00/C 117 27.50/C 245MFC 6.201 Ea. 310B 35.00/C 383C 4.25/Ea. 4450 . 34.00/C 
32 3.001C 118 25.00/C 246 40.00/C 311B 25' .75/Ea. 384C 4.75/Ea. 445E 39.001C 
32-A 2.251C 119 22.001C 248 8.001C 311BCC 2.75/Ea. 385C 5.251 Ea. 445F 46.001C 
33 14.001C 120 2.75/Ea. 248S 8.001C 312 2.001 Ea. 386C 6.401 Ea. 445G 54.001C 
35 1.401 Ea. 121 .60IEa. 249 11.001C 313 . 17IEa. 387C 7.60/Ea . 446 23.75/C 

34 1.401 Ea. 122 .90IEa. T-250 16.00/C 313B 25' . 75/Ea. 388C 10.30/Ea . 446A 23.751C 
35 1.40IEa. 123 1.001 Ea. T-251 20.00/C 313BCC 2.751 Ea. 389C 10.901 Ea. 446B 39.00/C 
36 1.401 Ea. 124 1.151 Ea. 251 80.00/C 314B 25' .75IEa. 391 25.00/C 446C 46.001C 
37 1.401 Ea. 125 2.75IEa. 252 120.001C 314BCC 2.75/Ea. 392 77.001 C 447 23.751C 
38 1.401 Ea. 126 2.301 Ea. 253 110.00IC 315 .. 18/Ea. 392A 55.00/C 447B 64.001C 
39 1.40IEa. 127 2.75IEa. 257 !iO.OO/r. 315BC .75/Ea. 392B l10.00IC 4470 79.001C 
41 1.401 Ea. 128 3.351 Ea. 258 57.001C 315BCB 2.75IEa. 393 70.001C 447E 89.00/C 

T-42 7.00/M 130 .701 Ea. 259 60.001C 316 10' .l9/Fa. 393A 70.00/C 448 33.351C 
T-44 18.00/C 131 .85IEa. 260 75.00/C 316B 25' .80/Ea. 394 50.001C 449 55.001C 

45 1.401 Ea. 132 .40/Ea. 263C 9.001 Ea. 316BCC 3.00/Ea. 395 50.001C 450 .59/Ea. 

T-46 28.001C 133 .451 Ea. 263E 44.50IEa. 317 .19IEa. 396 50.001C 450J .71IEa. 
47 1.40/ Ea. 134 .60/Ea. 263M P9.00/Ea. 317B 25' .80/Ea. 396B 90.00/C 451 .71/Ea. 

T-48 48.00/C 135 .45/Ea. 264C 11.601 Ea. 317BCC 3.00IEa. 397 55.001C 451J .17/Ea. 
49 1.40/Ea. 136 .35/Ea. 264E 57.50IEa. 318 10' .40IEa. • 397B 95.001C 452 .771 Ea . 
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8i,.1t6fLC~ PRICE LIST 
Sug. Sug. Sug. sug. sug. Sug. 

Cat. List Cat. List Cat. List Cat. List Cat. List Cat. List 
No. Price No. Price No. Price No. Price No. Price No. Price 

-----~------ ---
452J 1.00/ Ea. 550 . 25/Ea. 6910 32.50/ Ea. 726·100 7.50/Ea . 7780 97.50/ Ea. 855·50' 2.90/Ea. 
453 1.37/ Ea. 550A . 25/ Ea. 6920 45.00/ Ea. 726·500 33.75/ Ea . 778E 195.00/ Ea. 855C 5.50; Ea. 
453) 1.58/ Ea. 550B . 30/ Ea. 692/40 69.50/ Ea. 726-1000 67.00/Ea . 778M 385.00/ Ea. 855E 25.65/ Ea. 
454 1.80/ Ea. 550C . 30/ Ea. 6930 41.75/ Ea. 727-100 8.50/ Ea . 778/10C 55.00/ Ea. 855M 50.00iEa. 
454J 2.15/Ea. 551 .55/Ea. 693/30 52.50/ Ea. 727-500 38.25/Ea. 778/100 140.00/ Ea. 856-50' 25.00/Ea. 
455 30.00/C 552 . 65/Ea. 693/40 82.00/ Ea. 727-1000 76.00/ Ea . 778/10E 275.00/ Ea. 856C 48.50/ Ea. 
455BC 40.00/C 553 . 75/ Ea. 6940 52.50/ Ea. 728-100 8.95/Ea . 778/lOM 545.00/ Ea. 856E 241.00/Ea. 
457 .75/ Ea. 554 1.00/ Ea. 694/30 62.50/ Ea. 728-500 40.25/ Ea. 7S1C 23.50/ Ea. 856M 478.00/ Ea. 
458 .32/Ea. 555 2.50/ Ea. 694/40 95.00/Ea. 728-1000 80.00/ Ea. 786 30.00/Ea. 856/1-50' 28.00/ Ea. 
462 .27/ Ea. 556 1.95/ Ea. 6950 59.00/Ea. 720-100 9.35/ Ea. 787 43.00/ Ea. 856/1e 54.00/Ea. 

463 .50/Ea. 557 2.50/ Ea. 695/30 75.90/Ea. 729-500 42.00/Ea. 788C 12.50/Ea. 856/1E 265.00/ Ea. 
464 .40/Ea. 558 .95/Ea. 695/40 114.00/ Ea. 729-1000 84.00/Ea. 7880 30.·50/ Ea. 856/1M 525.00/ Ea. 
465 30.00/ C 559 1.45/ Ea. 6960 85.00/ Ea. 730-100 9.90/ Ea. 788E 60.00/Ea. 856/2-50' 47.00/Ea, 
465B 50.00/ C 559A .80/ Ea. 696/30 122.60/ Ea, 730-500 45.00/ Ea. 788M 120,00/ Ea. 856/2C 90.50/ Ea, 
466 30.00/C 560 2.50/ Ea. 696/40 173.50/ Ea. 730-1000 90.00IEa. 7890 30.50/ Ea, 856/2E 360.00/ Ea, 
466A 40.00/C 561 2.50/Ea. 6970 122.50/ Ea, 731-100 1O.50/Ea. 790C 14.25/ Ea. 856/2M 710.00/ Ea, 
467 50.00/C 562 6.60/ Ea. 697/30 152,50/ Ea. 731·500 47.50/ Ea. 7900 35.25/Ea. 856/3-50' 
467B 70.00/C 564 4.85/ Ea. 697/40 220.00/ Ea. 731-1000 95.001 Ea. 790E 69.001 Ea. 856/4·50' 
468 .55/ Ea. 569E 21.00/ Ea . 6,980 162.50/ Ea. 732·100 14.00/ Ea. 790M 138.00/ Ea. 856/6-50' 
469 . 60/Ea. 

570C 5.60/ Ea. 698/30 227.50/ Ea, 732-500 63.00/Ea. 7910 35,25/Ea, 856/7-50' 
470 1.00/ Ea. 572D 13.00/ Ea. '698/40 274.00/Ea. 732-1000 125,00/ Ea. 792C 17,40/Ea. 857-50' 24.00/Ea, 
471 1.40/ Ea. 573E 25.001 Ea. 700C 1.25/ Ea. 733-100 15.00/Ea. 7,920 42,50/Ea. 857C 47.00/ Ea, 
472 045/ Ea. 5740 25,25/Ea. 701D 21.001 Ea. 733·500 67.50/Ea. 792E 83,50IEa. 857E 233.00) Ea 
473 . 23/Ea. 5750 36.00/ Ea. 701/30 r34.50/ Ea . 733·1000 135.00/ Ea. 792M 167,00/Ea. 857M 463.00/ Ea. 
474 .20/ Ea. 575/40 63.70/ Ea. 7020 44.00/ Ea. 734-100 16.00/ Ea. 7930 42,50/ Ea, 858-50' 3.25/ Ea, 
475 1.47/Ea. 5780 34,00/ Ea. 702/30 62.00/Ea. 734-500 72.00/ Ea. 794C 2065/ Ea, 858C 6.50/Ea, 
476 1.10/ Ea. 578/30 46.50/ Ea. 702/40 85.00/ Ea. 734·1000 144.00IEa, 7940 50.651 Ea. 858E 30.501 Ea, 
478 045/ Ea. 578/40 73.50IFa. 7030 50.00/ Ea. 735·100 17.50/Ea. 794E 100.00/ Ea. 858M 61.00/Ea, 478) . 54/Ea. 580M 32,00/ Ea. 703/30 75.00/ Ea. 735-500 78.75/Ea. 794M 200,00/ Ea . 859-50' 3.50/Ea, 
479 .78/ Ea. 581M 35.20/ Ea. 703/40 100.00/ Ea. 735·1000 157.50/Ea. 7950 50.65/ Ea, 859·C 6.75/Ea. 

479J . 95/Ea. 582M 37.00/Ea. 7040 79.50/ Ea. 736-100 20.00/Ea, 796C 26.50/Ea . 859E 33.00/ Ea 
490C 3.15/ Ea. 583M 39,60/ Ea. 704/30 117.50/ Ea, 736-500 90,001 Ea. 7960 63,00/Ea, 859M 64.50/ Ea 
490M 31.50/ Ea, 584M 42.351 Ea. 704/40 170.00/ Ea. 736·1000 180.00/ Ea. 796E 125,00/Ea. 860·50' 4.45/ Ea, 490A 150' 4.72/ Ea. 585M 53.351 Ea. 7050 112.50/ Ea. 737-100 23.00/Ea, 796M 248,50/ Ea. 860C 8.90/Ea. 

490B 200' 6.30/ Ea. 586M 53.35/ Ea. 705/30 160.00/ Ea, 737-500 100.00/ Ea. 7970 63.00/Ea. 860E 44.25/ Ea 
492M 46.00/ Ea. 587M 60.50/Ea. 705/40 200.00/ Ea. 737-1000 230.00/Ea. 7£8C 32.50/ Ea, 860M 88.50/ Ea. 

492A 150' 6.90/ Ea. 588M 96.00/Ea. 7060 158.00/ Ea. 738·100 48.00/Ea. 7980 79AO/ Ea. 863·50' 5.251 Ea 492B 200' 9.20/ Ea. 589M 106.50/Ea. 706/30 210.00/ Ea. 738-500 215.00/Ea. 798E 156,25/Ea. 863C 10.50/ Ea 
493C 4.50/ Ea. 590 30.00/ C 706/4D 245.00/ Ea. 738-1000 430.00/Ea. 798M 312,50/Ea. 863E 50.00/ Ea. 
493M 45.00/ Ea. 591 35.00/C 710C 12.96/ Ea. 749C 34.50/Ea. 799C 863M 100.00/Ea, 

495C 5.00/ Ea. 592 30,00/ C 7100 31.98/Ea. 749E 165,00/Ea. 800C 865·50' 11.50/E.1 495M 50.00/ Ea. 593 l.50/C 710E 53.90/ Ea, 749-M 330.00/ Ea. 8020 26.40/Ea. 864C 16,501 Ea 
497C 7.95/Ea. 595 25,00/C 710M 12l.98/Ea, 756C 22,50/ Ea. 803D 22,00/Ea. 864E 80,00/Ea, 
497M 79.00/Ea. 597 12.00/C 710F 299,57/Ea, 756E 110.00/ Ea. 810E 39.00/ Ea, 864M 160.001Ea 
499C 14.60/ Ea. 598 11.00/ C 712C 8.40/ Ea. 757M 210.00/ Ea. 811 2.25/ Ea. 86550' 11.50/ Ea 
499M 139.00/ Ea. 600 l1.00/C 7120 20.10/ Ea, 762 20.001C 812 75.00/C 865C 23.001 Ea 
501 4.20/ Ea. 601 50.00/C 712E 40.08/ Ea, 763-3 30,00/ Ea. 813 16,75/C 865E 11O.00/Ea, 
503 3.90/Ea. 603 40.00/C 712M 77.94/ Ea. 763-5 38,00/ Ea. 813T 75.00/C 865M 220.001 Ea 
505 3.35/ Ea. 604 30.00/C 712F 193.14/ Ea. 763-7 85.00/ Ea. 814 15.00/ Ea. 865! I-50' 24.001 Ea, 
506 .39/ Ea. 605 40.00/C 714C 5.10/ Ea. 764 .35/Ea. 814T ,90/ Ea, 865/1C 46.50/ Ea 

507 AO/ Ea. 606 30.00/C 7140 12.48/ Ea, 765 .90/ Ea. 815 .84/C 865/ IE 230.00/ Ea 
508 .41/Ea. 607 90.00/C 714-E 24,96/ Ea. 766 ,59/Ea. 816 .57/ Ea, 865/lM 458.00/ Ea 
510 AO/Ea. 608 100,00/C 714M 48.48/ Ea. 766J . 88IEa. 817 .72/ Ea . 866 .265IEa. 
511 .40/ Ea. 609 1I0.00/C 714F 118,56/ Ea. 768 ,70/Ea. 818C 14,60IEa, 866J .351 Ea 
512 AO/ Ea. 610 120,00/C 715 3.90/C 769 1.40/Ea. 818E 73.00/Ea. 866SJ .81/ Ea 
514 .39/Ea. 611 22.501C 715 32.00/M 770 2,50/Ea. 818M 146,00/Ea, 867 .42/ Ea, 
515 .39/Ea. 613 15.00/C 715A 4.00/C 771 16.75/ Ea. 819 .75/Ea. 867 J .531 Ea, 
516 .41/Ea. 616 1.40/ Ea. 715A 33.00/M 772C 14.75/ Ea. 82OC 12.65/Ea, 868-50' 10.00/Ea 
518 .40/ Ea. 617 30.001 C 715B 4.30/C 7720 35.751 Ea. 820E 63,251 Ea. 868e 19.75/Ea, 
519 041/ Ea. 618 2.25/ Ea. 715B 36.00/ M 772E 71.25/ Ea. 820M 126.50/ Ea. 868E 96.00/Ea. 

520 .49/ Ea. 619 .45/ Ea. 715C 4.75/C 772M 142.501 Ea. 822E 44.00/Ea, 868M 192,00/ Ea, 
521 .50/Ea. 621 .35/Ea. 715C 40.00/ M 772/18C 20,00/ Ea. 824E 52.25/Ea, 870C l1.00/Ea, 
522 .56/Ea. 625 23.00/C 7150 5,00/C 772/180 49,00/ Ea. 825E 3UO/ Ea. 8700 26.50/ Ea. 
523 .75/Ea. 626 .56/ Ea. 7150 42.00/ M 772/18E 95.00/Ea. 826M 75.00/ Ea, 870E 52.50/ Ea. 
524C 10.00/ Ea. 628 .28IEa. 715E 5.50/C 772-18M 190,00/Ea. 826/30E 44,00/ Ea, 870M 103.00/ Ea 
524M 93.50/ Ea. 629 8.50/C 715E 46.00/ M 773C 17,00/Ea. 826/28E 42.50/ Ea, 872C 13,50/ Ea, 
525C 7.50/Ea. 631 25.001C 716 6,00/C 7730 42.50IEa. 826/26E 40,001 Ea, 8720 32.501 Ea, 
526M 68.25/ Ea. 632 25.001C 716 50.00/ M 773E 83.50IEa. 827E 50001 Ea. 872E 63.751 Ea, 
527C 21.75/Ea. 633 25,00/C 716A 7.00(C 773M 167.00/Ea. 82RE 74,00/ Ea, 872-M 127.00/ Ea, 
527M 211.25/ Ea. 634 25.00/ C 716A 57.00/M 773/18C 31.25/ Ea. 829E 91.00/ Ea. 875 4.50/ Ea. 

528C 32.50/ Ea. 635 25.00/C 716B 7,50/C 773/180 76.50/ Ea. 83nE 160.00/Ea. 876 5.50/ Ea, 
528M 319.00IEa. 636 25.00/C 716B 66.00/M 773/18E 150,00IEa. 830/l0E 877 6.75/Ea, 
529C 5UO/Ea. 650 .50/ Ea. 716C 8.00/C 773/18M 300.00/Ea. 831C 7.25/Ea. 878 8.00/Ea. 
529M 489.50/ Ea. 653-8 1A5/Ea. 716C 71.00/ M 774C 2l.00/ Ea. 831E 35.00IEa, 878/6 11.10/Ea, 
531 27.00/C 653·12 1.55/Ea. 7160 8.501C 774'0 49,501 Ea. 831M 70,00/ Ea. 878/7 14.50/ Ea. 
531A 40.001C 654-24 1.651 Ea. 716C 7.50/C 774E 97.50/Ea. 832C 8.00IEa. 880 5.50/Ea, 
532 27.00/C 6S3-36 1.751[a. 7160 74.00/ M 774M 195.00/ Ea. 832E 38.50/ Ea. 881 6.25/ Ea. 
533 27.00/C 655-8 1.501 Ea. 716E 9.00/C 774/1?C 34.50/ Ea. 83:>M 77.501 Ea. 881/3 9.15/ Ea. 
534 27.00/C 655-12 1.50/ Ea. 716E 80.00/M 774/180 85.001 Ea. 833C 9.001 Ea. 882 6.75/ Ea, 
535 27.00/C 655-24 1.60/ Ea. 717 9.50/C 774/18E 170.00/Ea. 833E 43.75/ Ea, 882/3 10.10/ Ea. 

. 536 27.00/C 655-36 1.70/ Ea. 717 86.00/M 774/l8M 338.00/ Ea. 833M 87,501[a. 885 5.50/ Ea. 
537 27.00/C 663 22.80/ Ea. 717A 10.00/C 775C 26,00/ Ea. 834C 11.00IEa. 886 6.25/ Ea. 
538 33.00/C 664 19.501 Ea. 717A 91.001 M 7750 60.00/ Ea. 834E 52.50/ Ea. 887 7.25/ Ea. 
538A 30.00/C 666 18.50/C 717B 10.50/C 775E 120.00/ Ea. 834M 105.001 Fa. 888 7.25/Ea, 
539 33.00/C 667 45.00/ Ea. 717B 97.00/M 775M 240,001 Ea. R35C 14.00/ Ea. 889 9.00/ Ea, 
540 .33/Ea. 668 . 35IEa. 717C 22.50/C 776C 31.001 Ea. 835E 66.001 Ea. 889/3 11.50/ Ea . 
541 .66/Ea. 669 18.001C 717C 180,00/M 7760 73.00IEa. 835112M 889/4 13.60/ Ea. 
542 .50/Ea. 675 95.00/ C 717D 24,50/C 776E 145.00/ Ea. 835M 130,00/ Ea, 890 9.50/ Ea, 
543 .25/ Ea. 676 105.00/C 7170 200.001M 776M 290,00/ Ea. 835110M 891 8.35; Ea. 
544 .50/Ea. 677 120.00/C 717E 28.00/ C 777C 34.00/Ea. 853E 25.00/Ea. 853C 5.25/Ea. 

545 .60/Ea. 678 135.00/C 717E 240.00/ M 7770 80.00/ Ea. 853M 48,50IEa. 891/3 14.50/ Ea, 
546 .40/ Ea. 681C 1.45/ Ea. 725-100 6.50IEa. 777E 159,00/ Ea. 8<;4C 5.251 Ea. 891/4 14.75/Ea, 
546A .40/Ea. 6900 27.00/Ea. 725-500 29.251 Ea. 777M 319.00/ Ea. 854E 25.00/Ea, 893 25.00/Ea, 
547 .55 Ea. 690/30 42.00 / Ea, 725-1000 58,00/ Ea. 778C 40.00/ Ea. 854M 48.50/ Ea. 893/3 27.00/Ea, 
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893/4 31.001 Ea. 976·C 34.50/Ea. 1l1l·0 37.50/Ea. 1355·A 8.75/C 1680·C 1.901 Ea. 2125 .451 Ea. 
894 32.001 Ea. 977·C 41.00/Ea. 1112·E 75.001 Ea. 1355·B 9.50/C 1701·E 28.25/Ea. 2500·E 7.50/Ea. 
89413 36.001 Ea. 978·C 46.00/Ea. 1113·M 145.001 Ea. 1356 10.00/C 1702·E 33.001 Ea. 2611 45.00/C 
894/4 41.001 Ea. 981·M 32.751 Ea. 1120 5.50/C 1356·A 10.251 C 1703·E 42.001 Ea. 2617 60.00/C 
895 12.751 Ea. 982·M 42.501 Ea. 1121 3.00/C 1356·B 11.00/C 1716 42.001 Ea. 2650 .56/Ea. 
895·A 3.50/Ea. 983·M 49.501 Ea. 1122 6.00/C 1357 11.00/C 1741·M 12.50/Ea. 2810·C 15.68/ Ea. 
895·B 2.001 Ea. 984·M 64.501 Ea. 1123 2.50/C 1358 11.00/C 1772·0 35.751 Ea. 2810·E 78.251 Ea. 
896 26.501 Ea. 985·M 42.501 Ea. 1124 2.50/C 1359 13.00/C 1773·0 42.501 Ea. 2812·C 10.501 Ea. 
896·A 7.501 Ea. 986·M 53.001 Ea. 1125 5.50/C 1360 13.50/C 

I 

1774·0 49.50/Ea. 2812·E 52.00/ Ea. 
897 27.75/Ea. 987·M 63.501 Ea. 1125·T 6.50/C 1372 13.00/C 1775·0 60.001 Ea. 2814'C 7.301 Ea. 

897·A 7.75/Ea. 988·M 74.50/Ea. 1126 7.25/C 1373 18.001 C 1776·0 73.001 Ea. 2814·E 36.001 Ea. 
898 28.501 Ea. 989·M 67.50/Ea. 1126·T 8.25/C 1374 22.00/C 1777·0 80.00/Ea. 2816·C 6.051 Ea. 
898·A 8.701 Ea. 989/3·M 89.50/Ea. 1127 8.80/C 1375 30.00/C 1781·E 98.00/ Ea. 2816·E 30.001 Ea. 
899 28.25/Ea. 990·M 27.501 Ea. 1127·T 1O.00/C 1376 35.00/C 1782·E 138.00/Ea. 2818·C 5.001 Ea. 
899·A 11.25/Ea. 990/3·M 41.001 Ea. 1128 10.50/C 1377 38.00/C 1783·E 195.50/Ea. 2818·E 24.501 Ea. 
90H 135.001 Ea. 991·M 36.50/Ea. 1128·T 12.001 C 1378 42.00/C 1784·E 223.601 Ea. 3000 
902·E 200.001 Ea. 991/3·M 53.501 Ea. 1129 12.00/C 1379 44.00/C 1786·E 389.501 Ea. TO 
90H 12S.001 Ea. 992·M 49.00/Ea. 1129·T 13.7S/C 1380 48.00/C 1822·C 7.10/Ea. 3024 1.551 Ea. 
904F·E 130.001 Ea. 992/3·M 7S.00/Ea. 1130 5.50/C 1382 3.00/C 1822B·E 31.50/ Ea. 3025 1.351 Ea. 
90405F·E 210.001 Ea. 993·M 72.50/ Ea. 1130·T 6.50/C 1382·A 3.25/C 1822C·M 58.80/Ea. 3050 2.50/ Ea. 

90405·E 97.2SI Ea. 993/3·M 110.001 Ea. 1131 7.2S/C 1382·B 3.90/C 1824·C S.7S/Ea. 30S1 4.S0/ Ea. 
90S·M 97.2S/Ea. 994·M 109.001 Ea. 1131·T 8.2S/C 1382·C S.S5/C 1824·E 27.S0/ Ea. 30S2 28.001 Ea. 
906·M 97.001 Ea. 994/3·M 160.001 Ea. 1132 8.80/C 1383 4.00/C 1824M·M 54.00/ Ea. 3460·C 5.231 Ea. 
907·M 110.001 Ea. 99S·M lSS.001 Ea. 1132·T 10.00/C 1383·A 4.00/C 182S·C 6.001 Ea. 3461·C 3.8S/Ea. 
909·M 167.S0/ Ea. 99S/3·M 240.00/Ea. ll33 10.S0/C 1384 5.50/C 1825·E 29.00/ Ea. 3462-[ 18.15/ Ea. 
91O·M 97.00/Ea. 1013 2.751 Ea. 1133·T 12.001 C 1384·A 5.90/C 1825M·M 56.501 Ea. 3600·E 24.75/Ea. 
912·E 210.00/Ea. 1014 5.251 Ea. 1134 12.001 C 1384·8 6.10/C 1835·E 32.501 Ea. 4025 .85/Ea. 
914·M 150.001 Ea. 1015 10.00/Ea. 1134·T 13.75/C 1385 6.25/C 1836·E 23.501 Ea. 4050 1.601 Ea. 
916·M 200.001 Ea. 1017·M 38.50/M 1135 8.80/C 1385·A 6.50/C 1839·E 45.00/ Ea. 4051 2.80/ Ea. 
919·E 42.50/Ea. 1017·C 4.241 Ea. 1136 10:50/C 1385·8 7.25/C 1839·M 90.00/Ea. 4052 25.00/ Ea. 

920·M 85.001 Ea. lO17·1O .66/Ea. 1137 12.00/C 1386 8.25/C 1840·C 7.00/Ea. 4125 .50/Ea. 
921·M 38.001 Ea. 1025 1.351 Ea. 1138 13.75/C 1386·A 9.00/C 1840·E 33.401 Ea. 4125·J .58/Ea. 
921/3·M 53.001 Ea. 1035 55.001 Ea. 1139 15.501 C 1386·8 10.75/C 1840·M 66.75/Ea. 4175 1.151 Ea. 
922/3·M 51.00/Ea. 1035·8 60.001 Ea. 1140 8.80/C 1387 10.751 C 1841·C 9.251 Ea. 4175·J 1.651 Ea. 
922/3·M 88.001 Ea. 1036 25.001 Ea. 1141 10.50/C 1388 9.75/C 1841-[ 44.00/ Ea. 4176 .73/Ea. 
923·M 65.001 Ea. 1036·8 30.00/Ea. 1142 12.00/C 1389 10.75/C 1841·M 88.00/Ea. 4176·J .97/Ea. 
923/3·M 88.00/Ea. 1037 17.50/Ea. 1143 13.75/C 1390 10.951 C 1842·C 13.00/ Ea. 4200·C 34.00/ Ea. 
924·C 8.50/Ea. 1037·8 22.501 Ea. 1144 15.50/C 1402·C 7.90/ Ea. 1842·E 63.00/Ea. 4200·M 300.00/ Ea. 
924·E 40.00/ Ea. 1038 17.501 Ea. 1145 6.50/C 1403·M 72.501 Ea. 1842·M 126.00/Ea. 4201·C 96.001 Ea. 
924·M 79.00/ Ea. 1038·8 22.50/ Ea. 1146 8.25/C 1406·C 4.25/Ea. 1843·C 17.50/Ea. 4101·M 875.001 Ea. 

925·C 11.2SI Ea. 1039 17.50/Ea. 1147 10.00/C 1407·M 40.00/Ea. 1843·E 82.50/ Ea. 4202·C 160.00/ Ea. 
92S·E 53.00/Ea. 1039·8 22.S01 Ea. ll48 12.00/C 1410·C 2.901 Ea. 1843·M 16S.00/Ea. 4202·M 1,430.1 Ea. 
92S·M 10S.00/Ea. 1041 32.50/ Ea. 1149 6.50/C 1411·M 26.251 Ea. 1844·C 17.00/ Ea. 4203·C 540.00/ Ea. 
931-[ 11.00/Ea. 1041·8 37.501 Ea. 1150 8.25/C 1414·C 2.00/ Ea. 1844·E 84.00/Ea. 4204·C 29.00/Ea. 
931·M 21.001 Ea. 1042 23.151 Ea. 1151 10.00/C 1415·M 17.75/Ea. 1844·M 167.00/Ea. 4204·M 264.00/Ea. 
932·E 17.S0/Ea. 1042·8 28.15/Ea. 1152 12.001 C 1418·C 1.551 Ea. 1845·E 110.001 Ea. 4205·C 32.501 Ea. 
932·M 35.001 Ea. 1043 23.15/ Ea. 1153 1.50/C 1419·M 13.25/ Ea. 184S·M 215.00/ Ea. 420S·M 297.00/ Ea. 
933·E 18.75/ Ea. 1043·8 28.1S/Ea. 1154 1.80/C 1422·C 1.10/ Ea. 1846·E lS0.00/Ea. 4206·C 29.00/ Ea. 
933·M 37.50/Ea. 1044 23.15/ Ea. llS5 2.00/C 1423·M 8.301 Ea. 1846·M 300.001 Ea. 4206·M 264.00/ Ea. 
934·E 23.501 Ea. 1044·8 28.15/ Ea. 1156 2.25/C 1424·M 6.00/ Ea. 1870·0 26.50/Ea. 4207·C 45.00/ Ea. 

934·M 47.00/Ea. 1045 200.001 Ea. 1157 2.50/C 1426·M 5.801 Ea. 1872·0 32.50/ Ea. 4207·M 405.00/Ea. 
935·E 15.001 Ea. 1046 lS0.00/ Ea. 1160 3S.00/C 1428·M 5.601 Ea. 1874·M 61l.00/Ea. 4208·C 130.00/ Ea. 
935·M 30.00/Ea. 1047 105.001 Ea. 1161 40.00/ C 1430·M 5.25/ Ea. 1874A·E 36.10/Ea. 4208·M 1,150./Ea. 
936·E 15.00/ Ea. 1048 270.001 Ea. 1162 45.001 C 1430/32·M 1875·M 86.10/Ea. 4209·C 460.00/Ea. 
936·M 30.00/Ea. 1049 150.001 Ea. 1163 SO.OO/C 1430/34·M 1875A·E 45.00/ Ea. 4215·C 12.00/Ea. 
938·C 11.50/Ea. 10S0 2.S0/ Ea. 1164 3S.00/C 1430/36·M 1878·M 111.00/Ea. 4215·M 110.00/Ea. 
938·E 48.80/Ea. 1051 4.50/Ea. 1165 40.00/C 1430/38·M 1878A·E 58.35/Ea. 4233 1.15/ Ea. 
938·M 97.3SI Ea. 1052 35.001 Ea. 1166 4S.00/C 1433·C 12.001 Ea. 1916C 9.2S/ Ea. 4234 1.25/Ea. 
939·C 9.251 Ea. 1053 . 7S/Ea. 1167 SO.OO/C 1433·M 112.S01 Ea. 1916·E 42.2SI Ea. 4235 2.9SI Ea . 
939·E 42.501 Ea. 10S4 1.401 Ea. 1168 30.00/C 1443/4·C 30.00/Ea. 1916·M 82.501 Ea. 4236 3.25/Ea. 

939·M 87.50/ Ea. 1055 2.75/Ea. 1169 2S.001 C 1433/4·M 290.001 Ea. 1918·C 6.00/Ea. 4237 3.45/Ea. 
940·E 44.S0/Ea. 1056 21.00/Ea. 1170 28.001 C 1433/6·C 19.001 Ea. 1918·E 27.75/Ea. 4238 4.501 Ea. 
94011-[ 3S.00/Ea. 1057 1.4S1 Ea. l1ll 42.001 C 

~m:~'~ 185.00/ Fa. 1918·M 53.50/ Ea. 427S .70/Ea. 
941·E 35.001 Ea. 1058 2.901 Ea. 1172 30.00/C , 6.251 Ea. 1920·C 5.251 Ea. 4275·J 1.161 Ea. 
941/1-[ 29.50/Ea. 1059 5.00/Ea. 1173 35.00/C 1490·M 31.501 Ea. 1920·E 24.75/Ea. I 4276 1.50/ Ea. 
942·E 36.50/Ea. 1060 40.001 Ea. 1174 40.00/C 1492·M 46.001 Ea. 1920·M 47.50/Ea. 4276·J 1.75/Ea. 
943·E 51.501 Ea. 1070 15.001 Ea. 117S 45.001 C 1497·M 79.001 Ea. 1922·C 4.25/ Ea. 4450 1.38/Ea. 
944·E 77.001 Ea. 1070·8 18.00/Ib. 1177 42.00/f: 1516 28.501 Ea. 1922·E 19.75/Ea. 4450·J 1.80/Ea. 
947·E 52.501 Ea, lOll lS,OOI Ea. 1179 60,00/C 1560·C 14.851 Ea, 1922·M 37.50/Ea. 4451 1.17/Ea. 
948·E 75.50/ Ea, 1071·8 18.50/lb, 1180 50,00/C 1560·M 148,50/ Ea, 1963 6.00/C 4451.J 1.55/Ea. 

950·E 1072 16,00/ Ea, 1182 60,001 C 1562·C 7.65/Ea, 1964 10.00/C 4452 2.15/Ea. 
952·E 32,501 Ea, 1072-8 19,00/lb, 1184 S5.001 C 1563·M 70.00/Ea, 1965 10,001 C 4452·J 2,50/Ea. 
963 14.00/C 1072/18 19.75/1b. 1190 6S.00/C 1566·C 4.851 Ea. 1967 20.00/C 4500·M 21.001 Ea. 
964 19.50/C 1073 2.9S/Ea. 1192 90.00/C 1567·M 46.001 Ea. 1968 10.001 Ea. 451O·E 50.00/Ea. 
965 .20/Ea. 1074 5.15/Ea. 1194 70.00/C 1570·C 3.301 Ea. 1972·C 20.00/fa. 4515 56.00/ Ea. 
966 .20/Ea. 1075 9.751 Ea. 1220 16.601 Ea. 1571·M 30.001 Ea. 1972-0 49.00/Ea. 4516·E 62.50/Ea. 
966·J .26/Ea. 1075·8 10.00/lb. 1220·A 12.501 Ea. 1574·C 2.1SI Ea. 1972·E 97.25/Ea. 4520·E 215.00/Ea. 
967 45.00/C 1076 2.75/Ea. 1260 2S.00/C 157S·M 19.301 ~a. 1972·M 194.50/Ea. 4701·C 4.00/Ea. 
972-C lS.751 Ea. 1077 4.751 Ea. 1261 2S.00/C 1600·C 14.751 ~a. 1972A·C 22.001 Ea. 470l-E 17.50/Ea. 
972A·C lS.S01 Ea. 1078 9.00/ Ea. 1262 25.00/C 1600·M 147.00/ Ea. 1972A·E 107.00/ Ea. 4701·M 32.50/Ea. 

972A·E 76.00/Ea. 1078·8 10.00/lb. 1263 44.00/C 1618·M 15.75/Ea. 1972A·M 21.3.00/ Ea. 4702·.C 6.00/Ea. 
972A·M 150.001 Ea. 1079 2.95/ Ea. 1264 SO.OO/C 1620·M 100401 Ea. 2000·M 15.00/ Ea. 4702·E 2S.00/Ea. 
9728·C 15.251 Ea. 1080 4.751 Ea. 1265 60.00/C 1622·M 8.251 Ea. 2010 15.30/ Ea. 4702·M 50.00/Ea. 
9728E 7S.501 Ea. 1081 9.00/ Ea. 1266 69.00/C 1628·M 21.50/Ea. 2012 12.70/Ea. 4703·C 8.00/Ea. 
9728·M 150.001 Ea. 1081·8 10.00/Ib. 13S2 4.00/C 1633·M 27.00/Ea. 2013 10.90/Ea. 4703·E 35.00/Ea. 
972S·C 12.501 Ea. 1082 2.95/Ea. 11~2·A 4.S0/C 1634·M 22.50/Ea. 2014 9.901 Ea. 4703·M 70.00/Ea. 
972S·E 55.001 Ea. 1083 4.751 Ea. 1352·B 5.50/C 1638·M 33.501 Ea. 2015 8.101 Fa. 4706·C 14.00/Ea. 
9725·M 110,001 Ea. 1084 9.00/Ea. 1352·C 5.25/C 1639·M 27.251 Ea. 2016 6.601 Ea. 4706·E 70.00/ Ea. 
973·C 18.00/Ea. 1084·8 IO.OO/lb. 1353 S.50/C 1647·M 17.15/Ea. 2018 6.25/Ea. 4706·M 137.50/Ea. 
973·5·C 14.001 Ea. 1085 2.951 Ea. 1353·A 6.00/C 1648·M 15.25/ Ea. 2025·25' 1.35/Ea. 4709·C 22.50/Ea. 

9735·E 66.001 Ea. 1086 4.751 Ea. 1354 6.50/C 1670·C 3.001 Ea. 2050·50' 2.50/ Ea. 4709·E 100.001 Ea. 
9735·M 132.001 Ea. 1087 " 9.001 Ea. 1354·A 6.90/C 1671·C 3.601 Ea. ?051·C 4.501 Ea. 4709·M 200.00/Ea. 
974·C 23.001 Ea. 1087·B" 10.00/lb, 1354·B 7.S0/C 1673·C 2.351 Ea, 2052·M 28.001 Ea. 4711·C 26.25/Ea. 
975·C 31.501 Ea. 1101 5.001 Ea. 1355 8.75/C 1674·C 2.75/ Ea. 2100 1.65/Ea. 4711·E 125.00/Ea. 
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4711-M 235.00/Ea. 5081 .50/Ea. 5375 2.70/Ea'. 6192 2.15/ Ea. 6303 8.10/M 6431 12.65/M 
471l-13E 126.251 Ea. 5085 .50/Ea. 5376 2.70/Ea. 6193 2.80/Ea. 6304 7.00/M 6432 16.50/M 
4715-C 30.00/ Ea. 5086 .50/Ea. 5377 2.70/Ea. 6194 2.80/ Ea. 6305 7.50/M 6433 9.60/M 
4715-E 145.00/ Ea. 5090 .55/ Ea. 5380 3.75/Ea. 6195 3.10/ Ea. 6306 8.50/ Ea . 6434 10.00/M 
4715-M 290.00/ Ea. 5091 . 55/Ea. 5381 4.50/Ea. 6200 1.15/ Ea. 6307 7.40/M 6435 11.20/M 
4716-C 32.40/ Ea. 5095 .36/Ea. 5382 4.50/ Ea. 6201 1.40/Ea. 6307 7.40/M 6436 12.50/M 
4716-E 160.001 Ea. 5096 .35/Ea. 5383 4.50/ Ea. 6202 1.45/ Ea. 6308 7.40/M 6437 13.25/M 
4716·M 320.00/ Ea. 5105 .45/ Ea. 5384 4.50/ Ea. 6202A 1.55/ Ea. 6309 8.40/M 6438 15.00/M 
4727-C 51.75/Ea. 5106 .60/Ea. 5385 4.90/Ea. 6203 1.80/ Ea. 6310 32.00/M 6439 19.00/M 
4727-E 258.75/Ea. 5110 .60/Ea. 5386 4.90/ Ea. 6204 2.10/ Ea. 6311 55.00/M 6440 10.30/M 

4727-M 515.00/ Ea. 5111 .60/Ea. 5387 4.90/Ea. 6205 2.40/ Ea. 6312 10.50/M 6441 12.00/M 
4727-E 365.001 Ea. 5130 .20/Ea. 5390 2.50/Ea. 6206 2.40/ Ea. 6313 10.75/M 6442 10.30/M 
4727/41E 485.00/ Ea. 5131 .20/Ea. 5391 2.801 Ea. 6207 2.65/Ea. 6314 11.50/M 6443 16.50/M 
4729-E 790.00/ Ea. 5132 .25/Ea. 5391A 2.80/Ea. 6208 .09/Ea. 6315 14.50/M 6444 18.50/M 
4729/76E 132.00/ Ea. 5133 .25/Ea. 5392 2.80/Ea. 6208A .09/Ea. 6316 26.00/M 6445 15.90/M 
4729/101E 5134 .25/Ea. 5393 2.80/ Ea. 6210 1.45/ Ea. 6317 29.10/M 6446 21.00/M 

1675.00/ Ea. 5140 .25/Ea. 5394 3.25/Ea. 6211 1.95/ Ea. 6318 32.00/M 6447 27.50/M 
4731-C 5.00/ Ea. 5141 .40/Ea. 5395 3.25/ Ea. 6212 1.75/ Ea. 6318A 38.25/M 6448 8.75/M 
4731-E 17.75/ Ea. 5142 .25/Ea. 53% 3:25/ Ea. 6213 2.30/ Ea. 6319 38.50/M 6449 9.25/M 
4731-M 35.35/ Ea. 5143 .60/Ea. 5400 6.45/ Ea. 6214 2.40/ Ea. 6319A 73.UO/M 6450 9.50/M 

4732-C 8.10/ Ea. 5160 .23/Ea. 5401 7.70/ Ea. 6215 2.90/ Ea. 6320 52.00IM 6460 3.70/Gr 
4732-E 37.50/Ea. 5161 .25/Ea. 5402 7.70/Ea. 6216 2.70/ Ea. 6320A 95.00IM 6461 3.96/Gr 
4732-M 75.00/ Ea. 5165 .30/Ea. 5410 8.30/Ea. 6217 3.30/Ea. 6320B 120.00/M 6462 4.90/8r 
4733-C 10.60/Ea. 5166 .30/Ea. 5411 7.40/Ea. 6220 1.15/ Ea. 6320C 136.00/M 6463 5.50/ r 
4733-E 50.00/ Ea. 5170 .50/Ea. 5412 IUS/Ea. 6221 1.45/ Ea. 6321 6.25/M 6464 7.65/Gr 
4733-M 100.00/Ea. 5171 .30/Ea. 5413 1O.40/Ea. 6221A 1.551 Ea. 6322 6.75/M 6465 8.55/Gr 
4734-C 13.50/ Ea. 5180 .55/Ea. 5414 9.45/ Ea. 6222 2.10/ Ea. 6323 7.25/M 6466 9.40/Gr 
4734-E 62.50/Ea. 5181 .55/Ea. 5415 1O.40/Ea. 6223 2.40/ Ea. 6324 8.00/M 6470 2.30/Gr 
4734-M 125.00/ Ea. 5185 .30/Ea. 5416 9.45/ Ea. 6224 1.60/ Ea. 6325 8.65/M 6471 2.50/Gr 
4735-C 16.00/ Ea. 5190 .17/Ea. 5417 12.45/Ea. 6225 2.20/ Ea. 6326 9.30/M 6471A 2.55/Gr 

4735-E 76.25/Ea. 5191 . 17/ Ea. 5418 12.45/ Fa. 6225A. 2.20/ Ea . 6327 11.00/M 6472 2.60/Gr 
4735-M 152.50/ Ea. 5195 .55/Ea. 5420 8.25/ Ea. 6225B 2.20/ Ea. 6328 11.50/M 6473 2.70/Gr 
4736-C 20.00/ Ea. 5200 .55/Ea. 5421 7.60/ Ea. 6225C 2.20/ Ea. 6329 16.50/M 6474 3.00/Gr 
4736-E 90.00/ Ea. 5201 . 55/Ea. 5422 1O.30/Ea. 6226 3.30/ Ea . 6330 9.00/M 6475 3.'70/Gr 
4736-M 180.00/Ea. 5300 1.15/ Ea. 5423 9.35/ Ea. 6227 8.15/Ea. 6331 9.00/M 6476 4.00/Gr 
4739-C 26.00/ Ea. 5301 1.35/ Ea. 5424 10.30/ Ea. 6228 12.55/ Ea. 6332 8.60/M 6477 3.30/Gr 
4739-E 126.00/Ea. 5302 1.45/ Ea. 5425 9.35/ Ea. 6229 16.75/Ea. 6333 8.80/M 6478 3.30/Gr 
4739-M 252.50/Ea. 5304 1.55/Ea. 5426 11.15/Ea. 6230 2.55/ Ea. 6334 9.70/M 6479 4.80/M 
4745-C 36.00/ Ea. 5305 2.10/Ea. 5427 10.55/Ea. . 6231A 3.10/Ea. 6335 11.50/M 6480 5.50/M 
4745-E 175.001 Ea. 5306 2.40/ Ea. 5428 IUS/Ea. 6231 3.10/ Ea. 6336 20.00/M 6480A 4.80/M 

4745-M 350.00/Ea. 5307 2.60/Ea. 5429 10.551 Ea. 6231B 3.451 Ea. 6337 27.50/M 6481 6.00/M 
4747-C 72.50/ Ea. 5308 1.40/Ea. 5430 12.40/ Ea. 6232 .401 Ea. 6337A 20.00/M 6482 9.10/M 
4747-E 350.00/ Ea. 5309 1.60/Ea. 5431 11.50/Ea. 6233 1.281 Ea. 6338 35.00/M 6483 15.00/ M 
4747-M 700.00/Ea. 5310 1.851 Ea. 5432 12.40/ Ea. 6234 1.391 Ea. 6339 50.00/M 6484 4.95/M 
4752-C 6.25/Ea. 5311 2.75/Ea. 5433 11.50/Ea. 6235 1.78/Ea. 6350 10.00/M 6485 4.65/M 
4752-E 27.50/Ea. 5312 3.15/Ea. 5434 12.40/ Fa. 6236 2.39/ Ea. 6350A 10.00/M 6486 5.20/M 
4752-M 55.00/ Ea. 5313 3.35/Ea. 5435 11.50/ Ea. 6238 3.301 Ea. 6351 10.00/M 6487. 5.20/M 
4753-C 8.00/ Ea. 5314 1.15/Ea. 5460 15.75/Ea. 6238B 3.50/ Ea. 6351A 10.00/M 6488 7.50/M 
4753-E 38.50/Ea. 5315 1.351 Ea. 5461 15.75/Ea. 6238C 3.50/ Ea. 6352 1O.00/M 6490 5.50/M 
4753-M 77.00/Ea. 5316 1.75/ Ea. 5462 15.75/Ea. 62380 3.30/ Ea. 6352A 10.00/M 6491 5.50/M 

4754-C 10.75/ Ea. 5317 2.Q5/ Ea. 5463 15.75/Ea. 6239 .10/ Ea. 6353 11.00/M 6492 6.00/M 
4754-E 51.00/ Ea. 5318 3.65/ Ea. 5464 15.75/Ea. 6240 2.50/ Ea. 6353A 11.00/M 6493 7.75/M 
4754-M 100.00/Ea. 5319 4.50/ Ea. 5465 15.75/Ea. 6241 2.20/ Ea. 6354 13.50/M 6494 13.00/M 
4755-C 13.50/ Ea. 5320 1.35/Ea. 5466 15.75/Ea. 6242 3.45/ Ea. 6354A 13.50/M 6494/1 13.00/M 
4755-E 65.00/ Ea. 5321 1.60/ Ea. 5470 21.50/Ea. 6244 1.30/ Ea. 6355 8.25/M 6494/2 13.00/M 
4755-M 130.00/ Ea. 5322 2.1O/Ea. 5471 21.50/Ea. 6244A 1.30/ Ea. 6356 7.70/M 6500 2.00/Gr. 
4756-C 16.00/ Ea. 5323 2.60/ Ea. 5472 21.50/Ea. 6244B 1.651 Ea. 6357 7.70/M 6501 2.50/Gr. 
4756-E 76.00/Ea. 5324 4.25/ Ea. 5473 21.50/ Ea. 6244C 1.65/ Ea. 6358 5.50/M 6502 2.75/Gr. 
4756·M 152.00/Ea. 5325 5.401 Ea. 5474 21.50/Ea. 62440 1. 701 Ea. 6359 5.50/M 6503 3.05/Gr. 
4800/3-E 5326 1.60/ Ea. 5475 21.50/Ea. 6244E 1.70/ Ea. 6360 5.75/M 6504 3.35/Gr. 

4800/6-E 5327 1.80/ Ea. 5476 21.50/ Ea. 6245 .25/Ea. 6361 6.00/M 6505 3.60/Gr. 
4800/9-E 5328 1.80/Ea. 5480 K1 1O.10/Ea. 6245S .40/ Ea. 6362 7.75/M 6506 3.90/Gr. 
4800/11-E 5329 1.351 Ea. 5480 K2 11.40/ Ea. 6246 .25/Ea. 6363 13.00/M 6507 4.25/Gr. 
4800/15-E 5330 2.10/ Ea. 5480 K3 11.40/Ea. 6246S .48/ Ea. 6400 10.00/M 6510 2.75/Gr. 
5000 1.65/Ea. 5331 4.50/Ea. 5480 K4 10.10/Ea. 6247 .36/Ea. 6401 12.00/M 6511 2.80/Gr. 
5002 US/Ea. 5332 1.60/ Ea. 5480 K5 10.10/ Ea. 6248 .36/Ea. 6402 13.25/M 6512 3.20/Gr. 
5003 2.40/ Ea. 5333 2.60/ Ea. 5480 K6 11.401 Ea. 6249 2.45/ Ea. 6403 16.00/M 6513 3.20/Gr. 
5004 .75/Ea. 5334 5.40/ Ea. 5480 K7 10.10/Ea. 6250 2.05/ Ea. 6404 19.50/M 6514 3.20/Gr. 
5005 .85/Ea. 5335 1.40/ Ea. 5481 K1 12.60/ Ea. 6251 2.34/ Ea. 6405 14.00/M 6515 3.35/Gr. 
5006 1.50/ Ea. 5336 1.60/ Ea. 5481 K2 14.70/Ea. 6251C 2.70/Ea. 6406 14.00/M 6516 3.50/Gr. 

5007 . 90/Ea. 5337 . 80/Ea . 5481 K3 14.70/Ea. 6251V 2.40/Ea. 6407 15.00/M 6517 3.60/Gr . 
5008 1.25/ Ea. 5338 .90/Ea. 5481 K4 12.60/Ea. 6252 2.95/ Ea. 6408 16.50/M 6518 3.20/Gr. 
5009 1.50/Ea. 5339 .60/Ea. 5481 K5 12.60/ Ea. 6252M 3.55/Ea. 6409 19.00/M 6519 3.90/Gr. 
5010 4.25/Ea. 5340 .65/Ea. 5481 K6 14.70/Ea. 6253 3.20/ Ea. 6410 26.40/M 6525 1.55/Gr. 
5011 4.25/Ea. 5341 2.20/Ea. 5481 K7 12.60/ Ea. 6261 2.80/ Ea. 6410A 29.50/M 6526 1.55/Gr. 
5012 6.00/Ea. 5342 2.20/ Ea. 6100 .65/Ea. 6262 3.15/ Ea. 6411 30.00/M 6527 1.55/Gr. 
5013 6.00/Ea. 5343 3.85/Ea. 6102 .70/Ea. 6263 3.45/Ea. 6412 33.50/M 6528 1.55/Gr. 
5040 .23/Ea. 5344 3.851 Ea. 6103 .84/Ea. 6270 2.10/Ea. 6413 19.50/M 6529 1.55/Gr. 
5041 .23/Ea. 5345 5.40/Ea. 6104 .88/Ea. 6271 2.45/ Ea. 6414- 21.50/M 6530 1.55/Gr. 
5042 .24/Ea. 5346 7.15/Ea. 6105 3.10/Ea. 6272 2.50/ Ea. 6415 25.00/M 6531 1.55/Gr. 

5043 .24/Ea. 5347 8.60/ Ea. 6110 2.20/Ea. 6273 2.80/ Ea. 6416 28.50/M 6532 1.55/Gr 
5044 .24/Ea. 5360 2.80/Ea. 6111 2.50/Ea. 6274 2.80/ Ea. 6417 35.00/M 6533 l.55/Gr. 
5045 . 24/Ea. 5361 3.10/Ea . 6112 3.15/Ea. 6280 1.55/ Ea. 6418 36.00/M 6534 3.35/Gr. 
5046 .24/Ea. 5362 3.10/Ea. 6113 3.45/Ea. 6280A 2.20/ Ea. 6420 6.75/M. 6540 3.05/Gr. 
5047 . 23/Ea. 5363 3.40/Ea . 6114 .35/Ea. 6281 1.85/ Ea. 6421 7.30/M 6541 2.65/Gr. 
5050 . 35/Ea. 5364 3.40/Ea . 6115 .35/Ea. 6281A 2.50/ Ea; 6422 7.75/M 6542 3.75/Gr. 
5051 .55/Ea. 5365 3.65/Ea. 6180 2.55/ Ea. 62P2 2.25/ Ea. 6423 8.25/M 6543 3.90/Gr. 
5052 . 60/Ea. 5366 3.65/Ea . 6184 2.251 Ea. 6282A 3.15/ Ea. 6424 8.75/M 6549 35.00/M 
5053 . 50/Ea. 5367 ~.65/ Ea . 6184A 2.25/ Ea. 6283 2.60/Ea. 6425 10.00/M 6549A 35.00/M 
5070 . 50/Ea. 5370 2.10/Ea . 6185A 2.60/Ea. 6283A 3.45/ Ea. 6426 8.35/M 6549B :l7.00/M 

5071 .50/Ea. 5371 2.30/Ea. 6185 2.60/Ea. 6284 1. 90/ Ea. 6427 8.27/M 6549C 40.00/M 
5075 .30/Ea. 5372 2.30/Ea. 6186 3.10/Ea. 6300 6.25/M 6428 9.60/M 65490 45.00/M 
5076 .30/Fa. 5373 2.45/ Ea. 6190 1.85/Ea. 6301 6.75/M 6429 10.00/M 6550 .6.30/C 
5080 .50/Ea. 5374 2.45/Ea. 6191 1.85/Ea. 6302 7.00/M 6430 11.15/M 6550 56.50/M 
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No. Price No. Price No. Price No. Price No. Price No. Price 

6551 6.30/C 6597 44.00/M 7014·1000'-M 7175M 52.751 Ea. 7330-M 14.251 Ea. 7536-M 65.001 Ea 
6551 56.50/M 6600 6.00/M 85.001 Ea. 1 7175-IC 5.55/ Ea. 7330-1-C 1.751 Ea. 7536-E 33.251 Ea 
6551A 6.30/C 6601 7.00/M 7014-lC 8.601 Ea. 7180M 20.001 Ea. 7351-M 36.75/Ea. 7537-M 62.50/ Ea 
6551A 56.50/M 6602 8.00/M 7015M 320.001 Ea. 7180-IC 2.401 Ea. 7351NBM 30.501 Ea. 7537-E 32.00/ Ea 
6552 5.75/C 6603 9.75/M 7015-IC 32.50/Ea. 7181M 24.501 Ea. 735J'-I-C 3.75/Ea. 7538-M 59.001 Ea 
6552 52.00/M 6604 8.00/M 7016M 55.451 Ea. 7181-IC 2.701 Ea. 7353-M 40.001 Ea. 7538-E 30.001 Ea 
6552A 5.75/C 6605 9.75/M 7016-IC 5.'15/Ea. 7182M 29.501 Ea. 7353NBM 33.751 Ea. 7542-M 70.001 Ea 
6552A 52.00/M 6606 10.25/ M 7017M 449.00/ Ea. 7182-IC 3.201 Ea. 7353-1-C 4.15/ Ea. 7542/3-M 87.501 Ea 
6552B 5.75/C 6607 12.25/ M 

I 
7017-IC 45.001 Ea. 7183M 35.001 Ea. 7355-M 46.001 Ea. 7542/4-M 105.001 Ea 

6552B 52.00/M 6608 9.75/M 7018M 40.701 Ea. 7183-IC 4.001 Ea. 7355NBM 42.40/Ea. 7552-M 76.501 Ea 

6553 5.60/M 6609 10.251 M 7018-IC 4.30/ Ea. I 7184M 42.501 Ea. 7355-I-C 4.851 Ea. 7552/3-M 97.50/Ea 
6553 51.001 M 6610 12.001 M 7020M 32.201 Ea. 7184-IC 4.50/ Ea. 7357-M 65.00/Ea. 7552/4-M lI6.001 Ea 
6554 5.60/C 6611 12.00/M 7020·IC 3.451 Ea. I 7185M 64.001 Ea. 7357NBM 46.501 Ea. 7571-M 15.751 Ea 
6554 51.00/M 6611A 14.50/M 7022M 26.501 Ea. 7185-IC 6.90/Ea. 7357-I-C 6.881 Ea. 7571-E 9.001 Ea 
6555 5.60/C 6612 II.OO/M 7022-IC 2.90/ Ea. 7186M 97.00/Ea. 7359-M 85.001 Ea. 7572-M 47.75/Ea 
6555 51.001 M 6613 11.001 M 7024M 15.001 Ea. 7187M 125.00/Ea. 7359NBM 67.50/Ea. 7572-E 25.00/ Ea 
6556 5.60/C 6614 12.00/ M 7024-IC 1.701 Ea. 7188M 250.001 Ea. 7359-I-C 9.40/ Ea. 7573-M 71.001 Ea 
6556 51.00/M 6640 6.00/C 7024-SM 17.00/Ea. 71E9M 340.001 Ea. 7361-M 112.501 Ea. 7573-E 36.751 Ea 
6557 5.75/C 6640 54.00/M 7024-ISC 2.001 Ea. 7190M 15.001 Ea. 7361NBM 90.301 Ea. 7574-M 90.501 Ea 
6557 52.00/M 6640A 6.00/C 

I 
7028 3.001 Ea. 7190-I-C 1.751 Ea. 7361-IC 11.50/Ea. 7574-E 46.501 Ea 

6558 5.75/C 6640A 54.00/M 7029 5.001 Ea. 7190NM 20.501 Ea. 7362-M 160.001 Ea. 7575-M 130.001 Ea 
6558 52.00/M 6640B 6.00/C 7030 45.001 Ea. 7191-M 13.50/Ea. 7362NBM 170.50/Ea. 7575-E 72.501 Ea 
6559 5.75/C 6640B 54.001 M 7032 .95/Ea. 7191-C 1.451 Ea. 7362-I-C 17.50/Ea. 7580-M 136.001 Ea 
6559 52.00/M 6441 6.25/C 7033 5.951 Ea. 719INM 19.501 Ea. 7363-M 260.001 Ea. 7581-M 60.001 Ea 
6560 5.75/C 6641 55.501 M 7034 15.00/C 7192M 13.501 Ea. 7363-I-C 28.501 Ea. 7581-E 31.501 Ea 
6560 52.00/M 6641A 6.25/C 7036 !O.OO/C 7192-I-C 1.451 Ea. 7364-M 400.001 Ea. 7582-M 89.001 Ea 
6561 32.00/C 6641A 55.501 M 7037 !O.OO/C 7192NM 18.251 Ea. 7365-M 625.001 Ea. 7582-E 46.25/ Ea 
6561 296.00/M 6641B 6.25/C 7038 9.00/C 7193-1000' -M 7365/2-M 1000.001 Ea. 7583-M 110.001 Ea 
6562 5.75/C 6641B 55.501 M 7043-1 7.50/C 13.00/Ea. 7365/0-1000' 7583-E 58.25/Ea 
6562 52.00/M 6643 5.50/C 7043-JIh 7.75/(; 7IS3-I-C 1.501 Ea. 1500.00/ Ea. 7584-M 130.001 Ea 

6563 5.75/C 6643 50.001 M 7043-2 8.00/C 7193NM 17.35/Ea. 7365100-1000' 7584-E 68.501 Ea 
6563 52.00/M 6643A 5.50/C 7043-3 10.001 C 7194-M 13.251 Ea. 2000.001 Ea. 7585-M 179.00; Ea 
6564 5.751 C 6643A 50.00/M 7049 .851 Ea. 

I 
7194NM 16.201 Ea. 7371-M 75.001 Ea. 7585-E 94.00/Ea 

6564 52.00/M 6643B 5.50/C 7049A .851 Ea. 7194-I-C 1.60/Ea. 7371-1-100'-C 7610-M 550.001 Ea 
6565 5.75/C 6643B 50.001 M 7049B .85/Ea. 7195-M 14.501 Ea. 8.251 Ea. 761O-I-C 60.001 Ea 
6566 52.00/M 6644 5.60/C 7050 .90/Ea. 7195NM 18.001 Ea. 7372-1000'-M 7612-M 320.001 Ea 
6666 5.75/C 6644 51.001 M 7061 1.551 Ea. 7195-I-C 1.701 Ea. 85.001 Ea. 7612-I-C 35.00 / Ea 
6566 52.00/M 6644A 5.60/C 

I 

7062 3.001 Ea. 7196-M 19.00/Ea. 7372-I-100'C 7614-M 250.001 Ea 
6567 5.75/C 6644A 51.001 M 7063 14.00; Ea. 7196NM 20.001 Ea. 9.001 Ea. 7614-I-C 27.501 Ea 
6567 52.00/M 6644B 5.60/C 7064 25.001 Ea. 7196-C 2.15/Ea. 7373-1000'-M 7716-M 195.001 Ea 

92.501 Ea. 
6568 5.75/C 6644B 51.00/M 7065M 165.001 Ea. 

, 
7197NM 23.251 Ea. 7616-I-C 22.501 Ea 

6568 52.00/M 6646 5.60/C 7065-IC 17.50/Ea. 7197-M 25.001 Ea. 7373-1-100'-C 7618-M 165.001 Ea 
6569 5.75/C 6646 51.001 M 7066M 115.001 Ea. 7197-I-C 2.751 Ea. 9.501 Ea. 7618-I-C 17.50/Ea 
6569 52.00/M 6646A 5.60/C 7066-IC 11.55/ Ea. 7198-M 32.501 Ea. 7374-1000'-M 7620-M 142.50/Ea 
6560 52.00/M 6646A 51.00/C 7067M 85.001 Ea. 7198NM 29.IO/Ea. 138.90/Ea. 7620-I-C 15.75/Ea 
6570 31.00/C 6646B 5.60/C 7067-IC 8.90/Ea. 7198-I-C 3.501 Ea. 7374-1-1OO'-C 7622-M 125.001 Ea 
6570 295.00/M 6646B 51.001 M 7068M 70.001 Ea. 7201-M 26.501 Ea. 14.50; Ea. 7622-I-C 13.50/ Ea 
6571 31.00/C 6648 5.95/C 7068-IC 7.90/Ea. 7201-I-C 3.101 Ea. 7375-1000'-M 7652'M 37.001 Ea 
6571 295.501 M 6648 53.00/M 7070M 58.501 Ea. 7202-M 23.751 Ea. 162.50/ Ea. 7652-E 19.001 Ea 
6572 6.00/C 6648A 5.95/C 7070-IC 6.651 Ea. 7202-I-C 2.75/Ea. 7376-1000' -M 7653-M 65.001 Ea 

195.001 Ea. 
6572 50.00/M 6648A 53.00/M 7072M 50.001 Ea. 7203-M 30.251 Ea. 7653-E 33.00/Ea 
6572A 6.00/C 6648B 5.95/C 

I 

7072-IC 6.001 Ea. 7203-I-C 3.651 Ea. 7389-A 252.501 Ea. 7654-M 85.001 Ea 
6572A 50.00/M 6648B 53.00/M 7074M 49.501 Ea. 7204-M 26.75/Ea. 7390-0 145.001 Ea. 7654-E 43.001 Ea 
65728 6.00/C 6650 5.60/C 7074-IC 5.501 Ea. 7204-I-C 3.15/Ea. 7390 1525.00/Ea. 7668-M 35.001 Fa 
657~ 41.001 C 6650 51.001 M 7080 1.681 Ea. 7205-M 39.251 Ea. 7398-I-M 7668-500' -E 17.75/E 
6573 370.00/M 6650A 5.60/C 7081 1.68 I Ea. 7205-l-C 4.60/Ea. 35.00/ Ea. 7669-M 50.001 E 
6573A 41.00/C I 6650A 51.001 M 7082 2.10/Ea. 7207-M 52.75/Ea. 7398-2-M 7669-E 25.00/E 
6573A 370.00/M 6650B 5.60/C 7083 4.751 Ea. 7207-I-C 6.001 Ea. 175.00/Ea. 7670-M 60.001 E. 
6574 22.50/C 6650B 51.001 M 7084 2.10/ Ea. 721O-M 175.001 Ea. 7398-3-M 7670-E 30.001 E 
6574 196.501 M 7000-1000'M8 10.60/ Ea. 7086 2.10/ Ea. 7210-I-C 20.501 Ea. 59.00/ Ea. 7710-0 

6575 27.50/C 7000-1-100'C8 1.33/ Ea. 7088 2.10/Ea. 7212-M 117.00/Ea. 7400 625.001 Ea. 7710-M 
6575 245.001 M 7001-1000'M 7089 4.00/Ea. 7212-I-C 12.10/Ea. 7400-D 45.001 Ea. 7712-0 
6576 27.50/C 13.301 Ea. 7116M 280.001 Ea. 7214-M 73.50/Ea. 7402-M 37.50/Ea. 7712-M 
6576 249.00/M 7001-IC 1.591 Ea. 7116-IC 31.001 Ea. I 7214-I-C 8.001 Ea. 7402-I-C 3.951 Ea. 7714-0 
6577 27.75/C 7001-SM 15.15/Ea. 7118M 225.001 Ea. 7216-M 50.501 Ea. 7412-M 57.00/Ea. 7714-M 
6577 239.50/M 7001-ISC l.72fEa. 7118-IC 25.001 Ea. 7216-I-C 6.001 Ea. 7412-I-C 6.00/Ea. 7716-1000' 2250.00/ F 
6578 35.001 C 7002M 14:15/Ea. 7120M 185.001 Ea. 7218-M 39.501 Ea. 7418-M 60.501 Ea. 7716-250' 625.001 E 
6578 35.00/C 7002-IC 1.701 Ea. 7120-IC 20.50/ Ea. 7218-I-C 4.501 Ea. 7418-I-C 6.701 Ea. 7718-1000' 2050.001 E 
6578 325.00/M 7003M 17.30/Ea. 7122M 125.001 Ea. 7220-M 30.001 Ea. 7428-M 93.501 Ea. 7718-250' 550.001 E. 
6579 35.00/C 7003-IC 2.00/ Ea. 7122-IC 13.751 Ea. 7220-I-C 3.50/Ea. 7428-I-C 9.901 Ea. 7720-1000' 1825.001 E 

6585 12.50/C 7003SM 19.15/Ea. 7124M lIO.OOI Ea. 

I 
7222-M 25.00/ Ea. 7448-M 112.501 Ea. 7720-250' 510.001 E. 

6585 100.00/M 7003-15 2.121 Ea. 7124-IC 12.10/ Ea. 7222-I-C 2.751 Ea. 7448-I-C 11.501 Ea. 7722-1000' 1725.001 E 
6585M 129.50/M 7004M 20.001 Fa. 7126M 100.001 Ea. 7224-M 29.001 Ea. 7449-M 135.001 Ea. 7722-250' 475.001 E. 
6586 12.50/C 7004-IC 2.301 Ea. 7126-IC 11.00/Ea. 7224-I-C 3.251 Ea. 7449-I-C 17.501 Ea. . mt~~g9' 1625.001 E . 
6586 lOO.OO/M 7005M 24.401 Ea. 7128M 75.001 Ea. 7312-M 118.251 Ea. 7458-M 21O.00/Ea. 435.001 E 
6587 12.50/C 7005-IC 2.72/Ea. 7128-IC 8.501 Ea. 7312-I-C 12.651 Ea. 7458-I-C 22.001 Ea. 8000-M 159.001 E 
6587 100.001 M 7005SM 26.251 Ea. 7130M 74.001 Ea. 7314-M 90.00/ Ea. 7524-M 14.50/ Ea. 8000-E 80.001 E 
6588 12.50/C 7005-ISC 2.831 Ea. 7130-IC 8.40/ Ea. 7314-1-C 9.501 Ea. 7524-E 7.50/Ea. 8000-C 16.00/E 
6588 95.00/M 7006M i90.501 Ea. 7171NM 22.50/Ea. 7316-M 57.501 Ea. 7526-M 13.501 Ea. 8000-50' 10.001 E. 
6589 100.00/M 7006-IC 50.00/Ea. 7172NM 27.90/ Ea. 7316-l-C 6.00/ Ea. 7526-E 7.00/Ea. 8000-25' 6.001 E, 

6589 12.50/C 7007M 35.80/Ea. 7173NM 35.301 Ea. 7318-M 40.00/ Ea. 7527-M 13.00/ Ea. 8000-M 178.00/Ei 
6590 12.50/C 7007-le 3.851 Ea. 7174NM 45.00/Ea. 7318-I-C 4.351 Ea. 7527-E 6.75/Ea. 8001-E 93.001 E, 
6590 100.00/M 7008M 349.50/M 7175NM 67.901 Ea. 7320-M 31.50/Ea. 7528-M 12.50/Ea. 8001-C 20.00/E, 
6592 3.00/C 7008-IC 35.001 Ea. 7170M 13.90/ Ea. 7320-I-C 3.35/ Ea. 7528-E 6.50/ Ea. 8001-50' 11.001 Eo 
6592 25.00/M 7009M 54.001 Ea. 7170-IC 1.601 Ea. 7322-M 26.251 Fa. 7529-M 18.00/ Ea. 8001-25' 6.501 E, 
6593 3.00/C 7009-IC 5.651 Ea. 7170NM 19.80/ Ea. 7322-I-C 2.85/Ea. '7529-E 9.501 Ea. : 8002-M 265.001 E, 
6593 25.00/M 7010M 202.75/Ea. 7171M 16.001 Ea. 7324-N-M 18.201 Ea. 7530-M 12.001 Ea. : 8002-E 136.501 E. 
6594 3.10/C 7010-IC 20.901 Ea. 7171-IC 1.851 E.). 7326-N-M 16.65/Ea. 7530-E 6.251 Ea. 8002-C 28.501 Ei 
6594 26.00/M 7011M 90.00/Ea. 7172M 20.001 Ea. 7326-M 15.251 Ea. 7532-M 15.001 Ea. 8002-50' 15.001 Ei 
6595 3AO/C 7011-IC 9.251 Ea. 7172-IC 2.3()/Ea. 7326-I-C 2.20/ Ea. 7532-E 7.751 Ea. 8002-25' 8.00/Ei 

6595 28.00/M 7012M 133.151 Ea. 7173M 27.75/Ea. 7328-N-M 17.10/Ea. 7534-M 18.00/Ea. 8003-M 325.001 Ei 
6596 3.70/C 7012-IC 13.97/Ea. 7173C 3.00/Ea. 7330-N-M 17.65/Ea. 7534-E . 9.501 Ea. 8003-E 165.001 E, 
6596 30.00/M 7013M 182.25/ Ea. 7174M 33.501 Ea. 7328-M 14.651 Ea. 7535-M 60.00/Ea. 8003-C 35.751 Ei 
6597 5.00/C 7013-IC 18.80/Ea. 7174-IC 3.65/ Ea. 7328-I-C 1.901 Ea. 7535-E 30.501 Ea. 8003-50' 19.00/Ei 
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Cat. 
SU~ 
Lis 

No. Price 

8003·25' 10.00/ Ea. 
8004-M 365.00/Ea. 
8004-E 185.00/Ea. 
8004-C 40.00/Ea. 
8004-50' 22.00/Ea. 
8004-25' 13.00/ Ea. 
8005-M 407.50/ Ea. 
8005-E 209.00/ Ea. 
8005-C 48.00/ Ea. 
8005-50' 27.20/Ea. 

8005-25' 15.50/Ea. 
8006-M 475.00/ Ea. 
8006-E 242.00/Ea. 
8006-C 57.00/Ea. 
8006-50' 32.00/Ea. 
8006-25' 18.00/Ea. 
8007-M 625.00/Ea. 
8007-E 317.50/Ea. 
a007-C 66.00/Ea. 
8007-50' 36.75/ Ea. 

8007-25' 20.50/Ea. 
8008-M 1045.10/Ea. 
8008-E 527.50/Ea. 
8008-C 106.00/Ea. 
8008-50' 61.50/ Ea. 
8008-25' 32.50/Ea. 
8009-M 1240.00/ Ea. 
8009-E 625.001 Ea. 
8009-C 125.00/Ea. 
8009-50' 74.00/ Ea. 

8009-25' 
BOI0-1000'-M 

40.00/Ea. 

1490.00/Ea. 
8010-E 750.00/Ea. 
801O-C 150.00/ Ea. 
8010-50' 88.50/ Ea. 
8010-25' 46.50/ Ea. 
8011-M 1800.00/ Ea. 
8011-£ 907.50/£a. 
80ll-C 181.50/ Ea. 

8011-50' 106.50/ Ea. 
8011-25' 56.00/ Ea. 
8012-M 2250.00/ Ea. 
8012-E 1130.00/ Ea. 
B012-C 226.00/Ea. 
8012-50' 124.25/ Ea. 
8012-25' 65.00/Ea. 
8013-M 155.50/ Ea. 
8013-E 80.55/ Ea. 
B013-C 17.00/Ea. 

B014-M 155.50/ Ea. 
8014-E 80.55/Ea. 
B014-C 17.00/Ea. 
B015-M 163.90/ Ea. 
BOI5-E 85.00/ Ea. 
8015-C 18.00/ Ea. 
8016-M 167.50/Ea. 
8016-E 87.50/Ea. 
8016-C 18.50/ Ea. 
B020-M 3000.00/ Ea. 

8020-E 1500.00/ Ea. 
8020-C 310.00/ Ea. 
~·020-50' 165.00/ Ea. 
B021-M 3500.00/ Ea. 
B02l-E 1750.00/ Ea. 
B021-C 360.00/ Ea. 
3021-50' 190.00/Ea. 
B022·M 4750.00/ Ea. 
8022-E 2375.00/ Ea. 
8022-C 485.00/ Ea. 

8022-50' 252.50/Ea. 
3022-25' 127.50/ Ea. 
8023-M 5500.00/ Ea. 
8023-E 2750.00/Ea. 
B023-C 560.00/ Ea. 
8023-50' 290.00/ Ea. 
3023-25' 146.50/ Ea. 
3024-M 6800.00/Ea. 
8024-E 3400.001 Ea. 
B024-C 690.00/Ea. 

3024-50' 355.00/ Ea. 
3024-25' 178.50 Ea. 

'air No_ Color 
I-Black with Red 
2-Black with White 
3-Black with Green 
4-Black with Blue 
5-Black with Brown 
6-Black with Yellow 
7-Black with Orange 
8-Red with Green 
9-Red with White 

10-R.,d with Blue 

!li/*n6"c~ PRICE LIST 
Sug. Sug. List List List 

Cat. list Cat. list Price Price Price 
No. Price No. Price Size Ft. Each Size Ft. Each Size Ft. Each 

8025·M 
8025-E 

8100.00/Ea. 8706/3-M 1095.00/ Ea. 40 15850 5.80 SOLID TINNED 18 99 3.18 
4050.00/ Ea. 8706/4-M 1260.00/Ea. 42 24750 7.70 WIRE 20 157 3.66 

8025-C 820.00/Ea. 8706/5-M 1550.00/Ea. 44 29000 13.25 22 247 4.08 
8025-50' 420.00/Ea. 8707-M 300.00/Ea. V4 Lb. Spools 24 390 4.56 
8025-25' 211.50/Ea. 8707/2-M 630.00/ Ea. 
8026-M 8675.00/ Ea. 8707/3-M 877.50/ Ea. 

1 Lb. Spools 10 8 $ .68 26 606 5.52 
10 32 $2.68 

8026-E 4337.50/ Ea. 8707/4-M 1208.00/ Ea. 12 50 2.69 
8026-C 877.50/Ea. 8707/5-M 1527.50/ Ea. 14 78 2.70 
8026-50' 448.75/Ea. 8708-M 355.00/ Ea. 16 124 2.75 
8026-25' 225.50/ Ea. 8708/2-M 660.00/Ea. 18 198 3.00 

20 313 3.15 
8027-M 11250.00/ Ea. 870S/3-M 985.00/ Ea. 22 501 3.40 
8027-E 5625.00/ Ea. 8708/4-M 1320.00/ Ea. 24 798 3.60 
8027-C 1135.00/ Ea. 8708/5-M 1655.00/ Ea. 26 1200 3.90 
8027-50' 577.75/Ea. 8709-M 465.00/Ea. 28 1999 4.25 
8027-25' 290.00/Ea. 8709/2-M 798.00/ Ea. 30 3200 4 .. 50 
8028-M 11650.00/ Ea. 8709/3-M 1205.00/ Ea. 32 4900 5.50 
8028-E 5825.00/Ea. 8709/4-M 151O.00/Ea. 34 7950 6.25 
8028·C 1175.00/Ea. 8709/5-M 1815.00/ Ea. 36 13800 7.25 
8028-50' 597.50/Ea. 8ll0-M 365.00/ Ea. 38 20200 8.50 
8028-25' 300.00/ Ea. 8ll0/2-M 76UiO/Ea. 40 31700 11.25 

42 49500 14.50 
8029-M 12900.00/ Ea. 8ll0/3-M 1090.00/ Ea. 44 29000 25.50 
8029-500' -E 8710/4-M 1425.00/Ea. 

6450.00/Ea. 8710/5-M 1785.00/Ea. 
8029-100'-(; 8711-M 438.00/ Ea. 

1300.00/ Ea. 8ll1/2-M 820.00/Ea. 
8029·50' 660.00/Ea. 8711/3-M 1210.00/ Ea. PE 
8029-25' 331.50/ Ea. 8711/4·M 1520.00/ Ea. PLAIN ENAMEL 
8512-M 8711/5·M 1865.00/ Ea. MAGNET WIRE 
8512-1-C 8712-M 550.00/Ea. 
8514-M 425.00/ Ea. 8712/2-M 905.00/ Ea. V4 Lb. Spools 

10 - 8 $ .68 
8514·1-C 51.00/£a. 8ll2/3-M 1400.00/ Ea. 12 12 .69 
8516-M 348.50/ Ea. 8712/4·M 1757.50/Ea. 14 20 .70 
8516·1-C 41.75/Ea. 8712/5-M 2120.00/ Ea. 16 32 .71 
8518-M 266.00/ Ea. 8713-M 18 50 .72 
a518-1-C 31.90/ Ea. 8713/2-M 20 80 .73 
8520-M 221.00/Ea. 8ll3/3-M 22 127 .79 
8520-1-C 26.50/Ea. 8ll3/4-M 24 201 .79 
8522-M 172.50/Ea. 8713/5-M 26 320 .82 
8522·1-C 20.60/ Ea. 28 507 .87 
8524-M 148.25/Ea. MAGNET & TINNED WIRE 30 805 .89 

SPECIAL SPOOLS 32 1282 .94 
8524·1-C 17.75/Ea. 34 2037 1.00 
8526·M 133.25/Ea. 36 3221 1.10 
8526-1-C 16.00/Ea. List 38 5132 ' 1.30 
8528·M 130.00/ Ea. Price 40 8143 1.70 
8528·1-C 15.50/ Ea. Size Ft. Each 42 12803 4.00 
8530-M 125.00/ Ea. 44 20455 5.65 
8530·1-C 15.00/ Ea. HF 
8532-M 127.00/Ea. HEAVY FORMVAR 1/2 Lb. Spools 
8532·1-100'-C MAGNET WiRE 10 16 $l.25 

15.25: Ea. 12 25 l.26 
V4 Lb. Spools 14 40 1.27 

8534·M 600.00/ Ea. 10 8 $ .88 16 63 1.28 
8534·1-C 65.00/Ea. 12 12 .89 18 100 1.28 
8536·M 500.00/Ea. 14 20 .90 20 160 l.30 
8536·1-C 55.00/Ea. 16 31 .91 22 254 1.35 
8538·M 375.00/ Ea. 18 49 .95 24 403 1.40 
8538-1-C 40.00/Ea. 20 78 .98 26 640 1.45 
8540-M 320.00/ Ea. 22 125 l.00 28 1015 l.55 
8540-1-C 35.oo/Ea. 24 200 1.05 30 1610 l.60 
8542·M 260.UO/ Ea. 26 300 1.10 32 2564 1.70 
8542·1-C 28.50/ Ea. 28 500 1.20 34 4075 1.85 

30 36 6443 2.05 

12 12 .69 
14 20 .71 
16 32 .71 
18 50 .72 
20 80 .73 
22 127 .79 
24 201 .79 
26 320 .82 
28 507 .87 
30 805 .89 
32 1282 .94 
34 2037 1.00 
36 3221 1.10 
38 5132 1.30 
40 8143 1.70 
42 12803 4.00 
44 20455 5.65 

1/2 Lb. Spools 
10 16 $1.25 
12 25 1.26 
14 40 1.27 
16 63 1.28 
18 100 1.28 
20 160 1.30 
22 254 1.35 
24 403 1.40 
26 640 1.45 
28 1015 1.55 
30 1610 1.60 
32 2564 1.70 
34 4075 1.85 
36 6443 2.05 
38 14246 2.60 
40 16286 3.40 
42 25605 7.65 
44 40910 10.90 

1 Lb. Spools 
10 32 $2.34 
12 50 2.35 
14 80 2.36 
16 126 2.36 
18 201 2.38 
20 320 2.50 
22 508 2.65 
24 806 2.70 
26 1280 2.85 
28 2030 3.00 
30 3220 3.10 
32 5128 3.30 
34 8150 3.60 
36 12887 4.10 
38 20492 4.95 
40 32573 6.75 
42 51211 15.00 
44 81819 22.50 

DNC 

28 
30 
32 
34 
36 
38 
40 

12 
14 
16 
18 
20 
22 
24 
26 
28 
30 
32 
34 
36 
38 
40 

10 
12 
14 
16 
18 
20 
22 
24 
26 
28 
30 
32 
34 
36 
38 
40 

10 
12 
14 
16 
18 
20 
22 
24 
26 

956 6.00 
1479 7.08 
2272 9.00 
3424 12.72 
5102 21.00 
7541 29.10 

10080 50.60 

1 Lb. Spools 
49 $4.80 
78 4.92 

125 5.10 
198 5.58 
315 6.60 
495 7.20 
781 9.00 

1212 11.10 
1912 12.00 
2958 13.80 
4545 17.86 
6849 24.96 

10204 40.80 
15082 55.80 
20161 98.40 

DCC 
DOUBLE COTTON 

MAGNET WIRE 

V4 Lb. Spools 
8 

12 
19 
31 
48 
78 

110 
134 
284 
435 
641 
976 

1365 
1827 
2738 
3405 

V2 Lb. Spools 
16 
24 
39 
62 
97 

157 
220 
235 
568 
871 

$1.01 
1.01 
1.03 
1.09 
1.18 
1.34 
1.50 
1.66 
1.86 
2.16 
2.64 
3.18 
4.68 
5.46 
9.60 

13.80 

$1.60 
l.60 
1.62 
1.70 
1.9 o 
2:30 
2.64 
2.82 
3.3 
4.2 

o 
o 800 1.25 28 

8544-M 225.00/Ea. 32 1225 l.50 38 10246 2.60 DOUBLE NYLON 30 1284 5.04 
8544-1-C 24.00/ Ea. 34 1988 1.70 40 16286 3.40 MAGNET WIRE 32 1953 6.00 
8546-M 175.00/Ea. 36 3200 1.95 42 25605 7.65 34 2735 8.70 
8546·1-C 20.50/ Ea. 38 5050 2.35 44 40910 10.90 114 Lb. Spools 36 3654 10.46 
8548-M 155.00/ Ea. 40 7975 3.05 12 12 
8548-1-C 18.00/ Ea. 42 12375 4.00 1 Lb. Spools 14 19 
8550·M 145.00/Ea. 44 14500 6.95 10 32 $2.34 16 31 
8550-1-C 17.50/Ea. 12 50 2.35 18 49 
8552·M 145.00/ Ea. 1/2 Lb. Spools 14 80 2.36 20 78 
8552-1-C 17.50/Ea. 10 16 $1.45 16 80 2.36 22 123 

12 25 1.46 18 201 2.38 24 195 
8704-M 272.50/ Ea. 14 39 1.47 20 320 2.50 26 303 
8704/2·M 575.00/Ea. 16 62 1.50 22 508 2.65 28 478 
8704/3·M 825.00/ Ea. 18 99 1.68 24 806 2.70 30 739 
8704/4·M 1070.00/ Ea. 20 156 l.78 26 1280 2.85 32 1136 
8704/5-M 1390.00/ Ea. 22 250 1.80 28 2030 3.00 34 1712 
8705/1-M 330.00/Ea. 24 399 1.90 30 3220 3.10 36 2551 
8705/2-M 600.00/ Ea. 26 600 2.10 32 5128 3.30 38 3770 
8705/3-M 905.00/ Ea. 28 1000 2.30 34 8150 3.60 40 5040 
8705/4·M 1180.001 Ea. 30 1600 2.40 36 12887 4.10 
8705/5-M 1490.00/Ea. 32 2450 2.90 38 20492 4.95 1/2 Lb. Spools 

34 3975 3.25 40 32573 6.75 12 24 
8706-M 439.50/Ea. 36 6400 3.80 42 51211 15.00 14 39 
8706 2-M 712.50 Ea. 38 10100 4.40 44 81819 22.50 16 62 

CONDUCTOR COLOR CODE CHART FOR PAIRED 
INTERCOMMUNICATING CABLES ON PAGE 1544 

ll-Red with Yellow 
12-Red with Brown 
13-Red with Orange 
14-Green with Blue 
15-Green with White 
16-Green with Brown 
17-Green with Orange 
18-Green with Yellow 
19-White with Blue 
20-White with Brown 

21-White with Orange 
22-White with Yellow 
23-Blue with Brown 
24-Blue with Orange 
2S-Blue with Yellow 
26-Brown with Orange 
27-Brown with Yellow 
28-Purple with Red 
29-Purple with White 
30-Purple with Green 

31-Purple with Blue 
32-Purple with Brown 
33-Purple with Yellow 
34-Purple with Orange 
35-Purple with Slate 
36-Purple with Black 
37-Slate with Red 
38-Slate with White 
39-Slate with Green 
40-Slate with Blue 

$1.32 38 
1.38 40 
1.56 
1.68 
1.92 10 
2.22 12 
2.40 14 
2.88 16 
3.12 18 
3.72 20 
4.68 22 
6.48 24 

10.80 26 
15.00 28 
26.64 30 

32 
34 

$2.52 36 
2.58 38 
2.88 40 

5476 
6811 

1 Lb. Spools 
31 
49 
78 

123 
194 
304 
477 
538 

1136 
1742 
2%9 
3906 
5470 
7309 

10952 
13623 

15.71 
23.5 2 

$2.8 o 
2.80 
3.00 
3.25 
3.60 
4.28 
4.98 
5.52 
6.30 
7.8 
9.3 

o 
o 

11.40 
16.20 
19.65 
29.40 
43.68 

41-51ate with Brown 
42-Slate with Yellow 
43-Slate with Orange 
44-Slate with Black 
45-White/Black with Red 
46-White/Black with Green 
47-White/Black with Blue 
48-White/Black with Brown 
49-White/Black with Yellow 
50-White/Black with Orange 
51-White/Black with Purple 
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SECTION 6000 

lJJ!~~u ,r. ~~~b'~~~;~~:~~.~~!~ U wire" identification in a wide vari- 10 gauge wires and 2/JjB 
ety of materials that resist heat, larger. . 
moisture, chemicals ... in vinyl- B. 3,4" long for nos. 2 S 
cloth, all-vinyl, aluminum foil, ace- 12, 14 and 16 gauge 
tate cloth or glass cloth. Markers wires. 2 S 
stick tight to all wires--tell which C. V2" long for no. . 
wire goes where. Ask your jobber 
for Bulletin 130 listing over 2000 18 gauge wires and 2 !tJ smaller. _ 
stock markers. Specials made to D. ~6" long _ only [[j I 
order. ~6" x ~" - for 7 '" 

flagging sub·mini- 7 D. 
ature components. 7 C. 

PERMA-CODE WIRE MARKERS 
_~III1C1\ _~III1C1II11/fSI _1Ill1ICI SIIlNSII' II _IIllIICIS +-'11111 

2 2 

2 2 

2 2 

2 2 

2 2 

2 2 

AA 
AA 
AA 
AA 
AA 
AA 

AA AA 
AA AlA. 
AA AA 
AA AA 
AA AA 
AA AA 

I 2 3 

I 2 3 
I Z 3 
I 2 3 
I 2 3 
I 2 3 

• 5 f 7 • I 

• 5 t 7 • t 

• 5 t 7 • t 

• 5 , 7 8 t 

• 5 t 7 • t 

• 5 t 7 • I 

2 3 • 5 I 7 • I 
2 3 • 5 I 7 8 I 
2 3 

• 5 
t 7 

• I 2 3 
• 5 

I 7 
• I 2 3 

• 5 
I 7 

• I 2 3 
• 5 

I 7 
• I 

I Z A. 
I 2 A. 
t z A 8 
I 2 A 8 
I Z A 8 
t 2 A 8 

CD E A 
CD EA 
CD E A 
CD E A 
CD E A 
CD E A 

~ 
II • C D I f G II I J 
.. , COl' 0 II I J It 
'" leo I f G II I J It 
" leD I , Gil' I I( 

" leo I fOil I , I( 

... COl' G II I J It 

.. , C D I , 0 II I J I 

.... C D I , Gil' I 

... , c 0 f , co II I J 

.... COl f G " I I I 
II • COl' G .. I I .. 
.... COl' Gil' I 

1:1:::::::::::: 
11:::::-:::: 

.'DII'ot •• O Itl' fl • _II« .... UI"".O •• 
_IT_ ...... ,..,. ..... iliAD'" ~'OCIt NO ... ...: fA 

SOLID 
NUMBERS 

SOLID CAP 
LETTERS 

CONSECUTIVE 
NUMBERS 

CONSECUTIVE 
NUMBERS REPEATED 

CONSECUTIVE 
LETTERS 

MINIATURE 
. MARKERS 

MICRO­
MARKERS 

Stock No. Legend 
Markers 
Per Card 

Solid Numbers 
0 0 72 36 
1 I 72 36 
2 72 36 
3 72 36 
and so on thru 
97 97 72 36 
98 98 72 36 
99 99 72 36 
100 100 50 25 
101 101 50 25 
102 102 50 25 
103 103 50 25 
and so on thru 
598 598 50 25 
599 599 50 25 
600 600 50 25 

Solid Capital LeHers 

A·CAP A 72 36 
B·CAP B 72 36 
C·CAP C 72 36 
and so on thru 
Z·CAP Z 72 36 

Consecutive Numbers 

1·33 
34·66 
67·99 
and so on thru 
225·249 
250·274 
275·299 
300·324 
and so on thru 
1975·1999 

QUANTITY 

1-33 66 33 
34-66 66 33 
67-99 66 33 

225-249 50 
250-274 50 
275-299 SO 
300-324 SO 

VINn·CLOT" 
#8-500 STOCK CARDS 

NET PRICE 

25 to 99 Cards .............................. $20.00/C 
100 to 499 Cards ........................ 16.00/C 
500 to 999 Cards, ........................ 14.00/C 
1000 10 2499 Cards .................... 13.00/C 
2500 to 4999 Cards .................... 12.50/C 
5000 to 9999 Cards .................... 12.00/C 
Over 10000 Cards ........ Wrile for Quolation 

Specify J 'I." or %" marker len 9th. 

S.No. Legend 

Consecutive Numbers 
1·3 1-3 
1·4 1-4 
1·5 1-5 
1-6 1-6 
1·8 1-8 
1·9 1-9 
0·9 0-9 
I·ID 1-10 
0·10 0-10 
1·12 1-12 
1·16 1-16 
1·18 1-18 
19·36 1!l-36 

Markers 
Per Card 

Repeated 
72 36 
72 36 
70 35 
72 36 
64 32 
64 32 
54 27 
60 30 
60 30 
72 36 
64 32 
72 36 
72 36 

Consecutive LeHers Repeated 

A-E A thr" E 70 35 
F·J F thru J 70 35 
K·O K thr" 0 70 35 
P·T P thr" T 70 35 
U·Z U thr" Z 72 36 

MINIATURE MARKERS (#B-395) 

Solid Numbers 
MM·O 
MM·I 
MM·2 
and so on thrll 
MM·99 
MM·IOO 
MM·101 
and so on thru 
MM·498 
MM·499 
MM·500 

MINIATURE 
#8-395 STOCK CARDS 

NET PRICE 

.................... $27.00/C 

.................... 21.60/C 

.................... 18.90/C 

.................... 17.551C 

.................... 16.88/C 

.................... 16.201C 
Write for Quotation 

Markert Cite '/," lon9. 

V2" long 
0 150 
I ISO 
2 150 

99 150 
100 99 
101 99 

498 99 
499 99 
SOO 99 

VINYL MtCRO-MARKERS 
1#8-3301 STOCK CARDS 

NET PRICE 
.................... $50.00/C 
...................... 40.00/C 
...................... 35.00/C 
...................... 32.50/C 
...................... 31.25IC 
...................... 30.50/C 
Write for Quotation 

Markers ore K6'1 long. 

Stock No.. La.end 

Solid Capital Letters 
MM-A·CAP A 
MM·B·CAP 8 MM·C-CAP 
and so on Ihru 
MM·Z·CAP Z 

Consecutive Numbers 

MM-0-49 o thru 49 
MM·50·99 50 Ihru 99 
MM·IOO·132 100 thru 132 
MM·133·165 133 thru 165 
MM·166·198 166 Ihru 198 
MM·199·231 199 Ihru 231 
MM·232·264 232 Ihru 264 
MM·265·297 265 Ihru 297 
MM·298·330 298 thr" 330 
MM·331·363 331 thru 363 
MM-364·396 364 Ihru 396 
MM·397·429 397 thru 429 
MM·430·462 430 thru 462 
MM·463·495 463 Ihrn 495 

Markers 
'er C.rd 

150 
150 
150 

150 

ISO 
150 
·99 
99 
99 
99 
99 
99 
99 
99 
99 
99 
99 
99 

Combination Card-Stock No. MM·Comb. 

Includes Numbers 0·15; Letters A·Z; and 
Symbols below, all on one card: 

FIL GRD B+ PRI SEC PLA 

You get 3 complete sets on each card. 

! 
3 

and so on Ihru 
MXM·24 24 
MXM·25 25 

Consecutive Numbers 
MXM·0·49 0, I, 2, 3, 

MXM·50·99 
Ihr" 49 
50,51. 52 
Ihr" 99 

6/16/1 long 

250 
250 
250 
250 

250 
250 

250 

250 

Consecutive Numbers Repeated 
MXM·l·5 1 Ihr" 5 250 
MXM·l·10 1 Ihr" 10 250 
MXM·ll·20 11 Ihr" 20 250 
MXM '1·25 1 Ihru 25 250 

W. N •. mmrJ[j][J CO. Monufacturers of Quality Pressure-Sensitive Tape Products. Est. 1914 70B 
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SECTION 6000 

PERMALINE TV TRANSMISSION LINES 
COLUMBIA is first to offer a television transmission line with 
an insulation 50 good that it can be GUARANTEED IN WRIT­
ING to give a service life far beyond the normal life of brown 
Polyethylene television lines. PERMALINE is a high molecular 
weight Polyethylene containing carbon black for maximum 
resistance to sunlight, which has been proven the chief factor 
in deterioration of ordinary television lines. The insulation 
value of 50 Mils of PERMALINE is equal to over 150 Mils of 
conventional brown Polyethylene. 
Electrical characteristics of PERMALINE are very similar to 
Brown Polyethylene television lines but as there is no deteri­
oration. Attenuation remains constant instead of increasing 
as is the case with brown Polyethylene, which becomes 
brittle and cracks. This is truly the first new development in 
television transmission lines in ten years. 

25 YEAR WARRANTY 
80 Mil 20 Ga. Str. PERMALINE Television Transmission Line 

. 080 x .395 
CAT NO. 
5050M .................... 1,000 Ft. Metal Spool 
50500..................... 500 Ft. Metal Spool 
5050C..................... 100 Ft. Cail } 12 coils come packed in 
50505..................... 65 Ft. Coil display 

15 YEAR WARRANTY 

FREE counter 

50 Mil 20 Ga. Str. PERMALINE Television Transmission Line 
.050 x .385 

5150M .................... 1,000 Ft. Metal Spool 
51500.................... 500 Ft. Metal Spool 
5150C.................... 100 Ft. Coil} 12 coils come packed in FREE counter 
51505..................... 65 Ft. Coil display 

Highly resistant to: 
• SUNLIGHT • MOISTU'RE • FAR BELOW ZERO TEMP. 
• CHEMICAL FUMES • OIL REFINERY FUMES • SALT AIR & SALT 
SPRAY • ABRASION 

Tensile Strength - 2300 Ibs. per Sq. In. 

Separate Warranty Certificate with every spool or package of Perma~ 
line Television Transmission Line. 

PERMALINE VHF-UHF 
TV TRANSMISSION .LINE 

Since the introduction of this cable in May, 1956 it has been 
proven beyond any doubt that this cable has no equal for 
reliability over the entire range of VHF and UHF channels 
under the most adverse conditions, such as salt spray, sun­
light, extremes of heat and cold, stress cracking, chemical 
fumes, whipping in high winds, etc. In many areas through­
out the country where other cables have failed dlJe to salt 
deposits on transmission lines, this cable has given satisfac­
tory reception at all times. Foam polyethylene tubes provide 
excellent low loss dielectric and require no sealing. 22 gauge 
solid copperweld conductors mean high tensile strength 50 

necessary where whipping of cable is a problem. Heavy 
duty jacket of high molecular weight BLACK PERMALINE 
POLYETHYLENE is a protection against all hazards. We 
believe this is the finest all-purpose television transmission 
line available today. Impedance is 270 ohms, nominal atten­
uation is 3.2 DIB at 500 MjC and 4.6 DIB at 900 MjC. 
Cable size is approximately .295 x .402. 

15 Year Written Guarantee Certificate 

CAT. NO. 
5684C 
5684D 
5684M 

100 Ft. Carton 
500 Ft. Spool 

1000 Ft. Spool 

PERMAFOAM LOW LOSS COAXIAL CABLES 
PERMAFOAM is a new type of coaxial cable for television 
systems, communication work, and all other co-ax applica­
tions. A foam polyethylene dielectric replaces the conven­
tional solid polyethylene thus providing far lower capacity 
and attenuation. In fact, attenuation is approximately 25% 
lower than standard coaxial cables of same type. Overall 
jacket is our PERMALINE high molecular weight polyethy­
lene. This non-contaminating jacket is unaffected by salt air, 
chemical fumes, damp rot, fungus, acids, alkalis, etc., and is 
remarkably resistant to all extreme weather conditions. 
Moisture resistance is 50 high that this insulation is now used 
on submarine cables. Will withstand severe temperature 
extremes and is immune to the deteriorating effects of sun­
light·and other ultra violet. Note: In addition to the PERMA­
FOAM cables listed below, any other RG U cable is available 
with a foam polyethylene dielectric on special order. 

PERMAFOAM 72-75 OHM COAXIAL CABLE 

Nom. Attenuation Wire Spool Cat . 
R.G. No. Imp. 100 Ft. 100 MC Size O.D. Size No. 

RG 59 U 73 2.95 DB. 22 Cpwld. . 240 500 Ft . 50350 
1000 Ft. 5035M 

RG 11 U 75 1.50 DB. 14 Solid. .405 500 Ft. 50250 
1000 Ft. 5025M 

RG 34 DIU 72 .780 DB. 10 Solid . 675 1000 Ft . 5088 
RG 35 DIU 72 .675 DB. 8 Solid . 870 1000 Ft . 5094 

PERMAFOAM 52-53 OHM COAXIAL CABLE 

Nom. Attenuation Wi~e Spool Cat. 
R.G.No . Imp. 100 Ft. 100 MC Size O.D. Size No. 

RG 58 U 53 3.10 DB. 20 Solid .195 100 Ft. 5045C 
500 Ft. 50450 

1000 Ft. 5045M 
RG 8 U 52 1.50 DB. 7/21 .405 100 Ft. 5015C 

500 Ft. 50150 
1000 Ft .. 50 15M 

RG 17 U 52 . 712 DB. 5 Solid .870 100 Ft . 5090C 
500 Ft. 50900 

1000 Ft. 5090M 

COLUMBIA STANDARD COAXIAL CABLES 
Premium quality standard coaxial cable. Meets all specifica-
tions. Black vinyl jacket. 

Nom. 
R.G. Nom. Mmfd. Wire Overall Spool Cat. 
No. Imp. Ft. Size Jacket Size No. 

RG59U 73.0 21.0 22 C Weld Black Vinyl 100 Ft. 1104C 
. 240 0.0. 500 Ft . 11040 

1000 Ft. 1104M 
RG 8U 52.0 29.5 7/21 Black Vinyl 100 Ft. 1154C 

.4050.0. 500 Ft . 11540 
1000 Ft. 1154M 

RG 11 U 75.0 20.5 7/26 Black Vinyl 100 Ft. 1160C 
. 4050.0. 500 Ft . 11600 

1000 Ft. 1160M 
RG58 U 53.5 28.5 20 Ga. Black Vinyl .100 Ft. 1166C 

. 1950.0. 500 Ft . 11660 
1000 Ft. 1166M 

RG 58 A/U 50.0 29.0 19/.0068 Black Vinyl 100 Ft. 1178C 
. 1590.0. 500 Ft . 11780 

1000 Ft. 1178M 
Long Lengths of Any Co-ax Available Upon Request 

WRITE TO YOUR LOCAL PARTS DISTRIBUTOR FOR COMPLETELY ILLUSTRATED COLUMBIA WIRE & SUPPLY CO. CATALOG 
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SECTION 6000 

FLEXFOAM ULTRA LOW CAPACITANCE MICRO­
PHONE CABLES - EXCLUSIVE WITH COLUMBIA 
Another Columbia first is a complete line of microphone 
cables with capacity as much as 35% lower than the best 
regular microphone cables available today. This drastic 
lowering of capacity has been made possible by the use of 
foamed polyethylene as the inner dielectric instead of solid 
polyethylene as normally used. This low capaci:ance means 
that lengths of microphone cable can be increased as much 
as 50%. These cables are also ideal for Hi-Fi and high qual-: 
ity sound work because of the extremely low attenuation, 
particularly at the higher audio-frequencies. The use of a 
special flexible vinyl as an outer jacket provides flexibility 
practically as goad as rubber yet has much greater abrasion 
resistance. Color-Grey. 

FLEXFOAM MIKE CABLE WITH BRAIDED SHIELD 

Crystal Size (.190" 0.0.) 
Lapel Size (.140" 0.0.) 

16 MMF Per Ft. 
19 MMF Per Ft. 

250 Ft. 
Spool 

No. 1399T 
No. 1379T 

500 Ft. 
Spool 
13990 
13790 

FLEX FOAM MIKE CABLE WITH SPIRAL SHIELD 
Crystal Size (.190" 0.0.) 16 MMF Per Ft. 
Lapel Size (.140" 0.0.) 19 MMF Per Ft. 
Miniature (.085" 0.0.) .. 35 MMF Per Ft. 

No. 1389T 
No. 1369T 
No. 1359T 

i3890 
13690 
13590 

TWO CONDUCTOR PLASTIC MICROPHONE 
CABLE - .230 O.D. 

250 Ft. Spool 22 Ga. 16/34 Stranding 1322T 
500 Ft. Spool 22 Ga. 16/34 Stranding 13220 

Nominal Capacitance 30 MMF Per Ft. Between 1 Condo and 
Remaining Condo Connected to Shield 

ECONOMY SPIRAL SHIELDED 
MICROPHONE CABLES 

Plastic insulated with wrapped concentric spiral shield for 
more effective shielding. Cables are more flexible and of 
smaller size. 

CRYSTAL MICROPHONE CABLE .160 O_D. 

CAT. NO. 
1314T 
13140 

25 Ga. 7 x 33 Str. 

250 Ft. Spool 
500 Ft. Spool 

Nominal Cap. 25 MMF Per Ft. 
Nominal Cap. 25 MMF Per Ft. 

LAPEL MICROPHONE CABLE .125 O.D. 

1366T 
1366M 

25 Ga. 7 x 33 Str. 
250 Ft. Spool 
250 Ft. Spool 

Nominal Cap. 33 MMF Per Ft. 
Nominal Cap. 33 MMF Per Ft. 

HEAVY DUTY MICROPHONE CABLE 

& 
Heavy duty studio type plastic insulated microphone cable 
that will withstand abrasion and rough usage. 

18 Ga. Str. 41- x 34 Tinned Copper Conductors. 

100 Ft. Spool 
500 Ft. Spool 

Jute Fillers T /C Shield 
.2950.0. 

Color-Black 
Color-Black 

Nominal Capacitance 75 MMF. Per Ft. 

CAT. NO. 
3302C 
33020 

H'VY GAUGE JUKE BOX-H.F. SPKR CABLE 
FOR LONG RUNS-LESS LOSS 

This cable is similar to the 24 ga. juke box speaker cable 
listed in our general catalog, except that the 21 go. con­
ductors in this cable reduce the line loss to exactly half. 
Ridge in insulation over one conductor plus one tinned and 
one bare conductor provide double indication of polarity. 

COLORS: Clear, Grey, Brown, White 

.180" x .090" 

2 CONDo 21 GA. STR. 10/31 

No. 1360C ....... 100 Ft. Spool 
No. 13600 .................. ....... 500 Ft. Spool 
No. 1360M ...... ... ........ .......... ..... ....... .... .. 1000 Ft. Spool 

COLUMBIA SUPER-FLEX 
ULTRA FLEXIBLE FOAM COAXIAL CABLE 

All Super-Flex Coaxial Cables have extra flexible stranded 
center conductors and Flexlife extra flexible nan contaminat­
ing jackets-the same jacket as used on Columbia Flexfoam 
microphone. cable. The dielectric is foam polyethylene, the 
same as is used on Columbia Permafoam Coaxial Cable. The 
feam polyethylene in addition to increasing the flexibility of 
the cClble, also reduces the attenuation approximately 25%. 

SUPER-FLEX RG 58 A/U 

Extra flexibility is abtained by the 19/.0068 tinned copper 
conductor whic~ cambined with our Flexlife non contemi­
natin~, jacket provides a remarkably limp cable. Inner dielec­
tric is foam polyethylene for lower losses. 

Impedance 50 OHMS .195 0.0. 
No. 1188C-.l00' Spool No. 11880-500' Spool 

No. 1188M-1000' Spool 

SUPER-FLEX RG 8/U 

An outstanding development is our new Super-Flex RG 8/U 
cable with much greater flexibility than any other BG 8/U 
heretofore available. Flexlife insulation in addition to being 
non-contaminating will not became rigid in extreme cold as is 
the case with ordinary Vinyls. Center conductor is 19/24 
copper. Inner dielectric is low . loss foam polyethylene. For 
use with standard RG 8/U connectors .. 52 OHM impedance 
A050.D. 
No. 1198C-l00' Spool No. 11980-500' Spool 

No. 1198M-1000' Spool 

SUPER-FLEX RG 58 A/U and RG B/U are ideal for use with 
citizens band equipment or any other 52 ohm application 
where super flexibility is desired. 

SUPER-FLEX RG 59/U 

Center canductor is 7 strands of 31 gauge soft copper. Regu­
lar RG 59./U has a solid copperweld conductor. Jacket is 
silver gray non-contaminating Flexlife. Dielectric is low loss 
foam polyethylene. 
No. 1135C-l00' Spool No. 11350-500' Spool 

No. 1135M-l000' Spool 

WRITE TO YOUR LOCAL PARTS DISTRIBUTOR FOR COMPLETELY ILLUSTRATED COLUMBIA WIRE & SUPPLY CO. CATALOG 
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SECTION 6000 

((13~ CONSOLIDATED WIRE AND ASSOCIATED CPMPANIES 
See Following Pages for Specifications CHICAGO, ILLINOIS 

Unit Net P R I C E L I 51 Pkg. or Price 
No. Length Each 

921 25' .38 1456 15' 1.50 1475 100' 11.17 4072 25: .72 
637 100' 1.25 921 100' 1.42 1456 25' 2.55 1475 250' 9.27 4072 50' 1.35 
637 500' 5.60 921 500' 7.00 1456 50' 4.88 1475 500' 106.50 4072 100' 2.70 
637 1000' 10.00 921 1000' 13.85 1456 100' 9.45 1475 1000' 105.00 4072 250' 23.63M' 
642 100' 1.50 931 25' .51 1456 250' 93.00M' 1476 100' 15.75 4072 500' 23.25M' 
642 500' 6.35 931 100' 1.60 1456 500' 90.00M' 1476 250' 37.50 4072 1000' 23.25M' 
642 1000' 11.00 931 500' 7.85 1456 1000' 90.00M' 1476 500' 144.00 4074 25' 1.65 
647 100' 1.85 931 1000' 15.45 1457 9' .50 1476 1000' 142.50 4074 50' 3.15 
647 500' 8.50 1001 10' .35 1457 10' .60 1477 100' 18.75 4074 100' 5.75 
647 1000' 15.75 1001 100' 1.88 1457 25' 1.08 1477 250' 45.00 4074 250' 55.00M' 
667 1001 250' 4.50 1457 50' 2.10 1477 500' 168.75 4074 500' 54.00M' 100' 1.35 

1001 500' 8.50 1457 100' 3.82M' 1477 1000' 168.75 4074 1000' 53.00M' 667 500' 6.35 
1001 1000' 16.50 1457 250' 36.50M' 

667 1000' 12.00 1457 500' 35.25M' 1481 100' 3.00 4077 25' .60 
672 100' 1.65 1006 10' .50 1457 1000' 35.25M 1481 250' 27.00 4077 50' 1.20 
672 500' 7.80 1006 100' 3.30 1458 8' .60 1481 500' 25.50 4077 100' 2.32 
672 1000' 13.75 1006 250' 7.85 1458 15' .98 1481 1000' 25.50 4077 250' 18.00M' 

677 100' 2.10 1006 500' 15.35 1458 25' 1.50 1482 100' 3.22 4077 500' 17.90M' 

677 500' 9.35 
1006 1000' 30.35 1458 50' 2.85 1482 250' 30.00 4077 1000' 17.50M' 

677 1000' 16.75 1386 50' 1.35 1458 100' 5.15 1482 500' 28.50 4079 25' 1.75 
707 100' .70 1386 100' 2.63 1458 250' 51.75M' 1482 1000' 28.50 4079 50' 2.45 
707 SOD' 3.00 

1386 250' 5.40 1458 SOD' 50.25M' 1483 100' 4.50 4079 100' 4.50 
707 1000' 4.65 1386 500' 10.50 1458 1000' 50.25M' 1483 250' 42.00 4079 250' 43.50M' 

1386 1000' 20.25 1459 25' 1.35 1483 500' 40.50 4079 500' 42.75M' 
717 100' .90 1387 50' 1.42 1459 50' 2.55 1483 1000' 40.50 4079 1000' 42.00M' 
717 500' 4.15 1387 100' 2.70 1459 100' 4.95 1484 100' 5.48 717 1000' 7.65 1387 250' 6.78 1459 250' 47.50M' ·4087 100' 6.65 

1484 250' 52.88 4087 250' 64.25M' 727 100' 1.20 1387 500' 12.38 1459 500' 46.00M' 1484 500' 51.38 727 500' 5.70 1387 1000' 24.00 1459 1000' 46.00M' 1484 1000' 51.38 4092 100' 5.75 
727 1000' 10.25 1388 50' 1.50 1460 15' 1.20 4092 250' 54.35M' 
737 100' .80 1388 100' 2.85 1460 25' 1.88 1485 100' 6.75 4202 25' 1.20 
737 500' 3.90 1388 250' 6.75 1460 50' 3.52 1485 250' 65.63 4202 50' 2.25 
737 1000' 7.15 1388 500' 13.13 1460 100' 6.60 1485 500' 64.78 4202 100' 4.45 1485 1000' 64.78 
747 100' 1.05 1388 1000' 25.50 1460 250' 63.75M' 4202 250' 40.25M' 
747 500' 4.95 1389 50' 1.57 1460 SOD' 61.75M' 1486 100' 8.25 

4207 25' 1.50 
747 1000' 9.30 1389 100' 2.92 14!i0 1000' 61.75M' 1486 250' 80.10 

4207 50' 2.55 1389 250' 7.12 1461 10' .43 1486 500' 78.60 
757 100' 1.45 1389 500' 13.87 1461 15' .57 1486 1000' 78.60 4207 100' 4.90 
757 500' 6.90 1389 1000' 27.37 1461 25' .90 1487 100' 9.98 

4207 250' 44.50M' 
757 1000' 13.00 1390 50' 1.62 1461 50' 1.50 1487 250' 96.75 4212 25' 2.15 
801 25' .30 1390 100' 3.07 1461 100' 2.85 . 1487 500' 95.25 4212 50' 3.45 
801 100' .90 1390 250' 7.27 1461 250' 27.75M' 1487 1000' 95.25 4212 100' 7.70 
801 SOD' 4.15 1390 SOD' 14.25 1461 SOD' 25.50M' 1488 100' 1i.55 

4212 250' 72.50M' 
801 1000' 7.85 1390 1000' 27.10 1461 1000' 25.50M' 1488 250' 110.25 4214 25' 3.75 
811 25' .35 1391 50' 1.87 1462 15' 1.28 1488 500' 105.75 4214 50' 7.00 
811 100' 1.05 1391 100' 3.52 1462 25' 2.10 1488 1000' 105.75 4214 100' 13.50 
811 500' 4.85 1391 250' 9.00 1462 50' 3.90 1489 100' 12.91 4214 250' 127.50M' 
811 1000' 9.00 1391 SOD' 17.62 1462 100' 7.50 1489 250' 125.55 4217 25' 1.80 
821 25' .35 1391 1000' 34.50 1462 250' 75.00M' 1489 500' 124.05 4217 50' 3.30 
821 100' 1.05 1392 50' 2.48 1462 500' 68.25M' 1489 1000' 124.05 4217 100' 6.30 
821 500' 4.85 1392 100' 4.80 1462 1000' 68.25M' 4217 250' 58.50M' 
821 1000' 9.00 1392 250' 12.00 1463 15' 1.50 . 1490 100' 14.78 

4222 25' 2.70 
1392 500' 23.60 1463 25' 2.40 1490 250' 144.00 

4222 50' 4.50 831 25' .43 1463 50' 3.65 1490 500' 142.50 
831 100' 1.20 1392 1000' 46.85 

1463 100' 8.70 1490 1000' 142.50 4222 100' 9.65 
831 500' 6.00 1393 50' 3.22 1463 250' 21.00 1494 100' 16.88 4222 250' 92.25M' 
831 1000' 11.75 1393 100' 6.35 1463 500' 84.00M' 1494 250' 165.00 4224 25' 4.20 
841 25' .46 1393 250' 14.50 1463 1000' 84.00M' 1494 500' 163.50 4224 50' 8.25 
841 100' 1.65 1393 500' 28.50 1464 15' 1.72 1494 1000' 163.50 4224 100' 16.20 
841 500' 7.50 1393 1000' 56.25 1464 25' 2.85 1495 100' 

4224 250' 150.00M' 
17.48 

841 1000' 14.00 1394 50' 4.85 1464 50' 5.25 1495 250' 171.00 4227 25' 2.45 
846 25' .51 1394 100' 9.35 1464 100' 10.00 1495 500' 169.50 4227 50' 4.45 
846 100' 1.70 1394 250' 24.00 1464 250' 24.25 1495 1000' 169.50 4227 100' 8.35 
846 500' 7.85 1394 500' 47.25 1464 500' 97.50M' 1501 100' 4227 250' 79.25M' 
846 1000' 15.00 1394 1000' 93.00 1464 1000' 97.50M' 21.00 

4232 25' 3.20 1501 250' 190.50 
851 25' .42 1395 50' 5.55 1465 15' 2.03 1501 500' 189.00 4232 50' 6.00 
851 100' 1.50 1395 100' 10.80 1465 25' 3.38 1501 1000' 189.00 4232 100' 11.50 
851 500' 6.60 1395 250' 27.00 1465 50' 6.30 

22.13 
4232 250' 110.50M' 

851 1000' 12.35 1395 500' 53.60 1465 100' 12.30 1502 100' 
4234 25' 4.72 1395 1000' 106.50 1465 250' 30.00 1502 250' 211.50 

856 25' .50 1396 50' 12.35 1465 500' 120.00M' 1502 SOD' 210.00 4234 50' 9.00 
856 100' 1.85 1396 100' 24.30 1465 1000' 120.00M' 1502 1000' 210.00 4234 100' 16.95 
856 500' 7.65 4234 250' 165.00M' 1396 250' 60.00 1466 15' 2.55 2000 .43 
856 1000' 14.50 1396 SOD' 119.25 1466 25' 4.13 2010 .43 4237 25' 3.00 
861 25' .60 1396 1000' 237.00 1466 50' 7.72 3815 100' 1.05 

4237 50' 5.40 
861 100' 2.15 1397 50' 7.95 1466 100' 15.50 3815 1000' 9.00 

.4237 100' 10.30 
861 500' 9.90 1397 100' 15.75 1466 250' 37.50 4237 250' 98.55M' 
861 1000' 19.00 1397 250' 39.00 1466 SOD' 150.00M' 3816 100' .75 4242 25' 3.97 
866 25' .55 1397 SOD' 77.25 1466 1000' 150.00M' 3816 1000' 6.75 4242 50' 7.50 
866 100' 1.90 1397 1000' 153.75 1467 15' 2.78 3817 100' .54 4242 100' 14.00 
866 SOD' 7.65 1398 50' 12.25 1467 25' 4.58 3817 1000' 4.13 4242 250' 135.95M' 
866 1000' 14.50 1398 100' 26.25 1467 50' 8.48 3818 100' .48 4244 25' 5.75 
871 25' .61 1398 250' 65.25 1467 100' 16.50 4244 50' 10.80 
871 100' 2.20 1398 500' 127.50 1467 250' 40.00 3818 1000' 3.38 

4244 ioo' 20.70 
871 SOD' 8.70 1398 1000' 247.50 1467 SOD' 160.50M' 3819 100' .38 4244 250' 202.50M' 
871 1000' 16.85 1399 50' 14.60 1467 1000' 160.50M' 3819 1000' 2.63 

1399 100' 28.85 1471 100' 4.13 4247 25' 3.90 
876 25' .70 1399 250' 71.60 1471 250' 9.00 

3821 100' 1.47 4247 50' 7.45 
876 100' 2.55 1399 SOD' 142.50 1471 500' 35.25 

3821 1000' 13.20 4247 100' 13.95 
876 500' 10.55 1399 1000' 281.25 1471 1000' 33.75 3831 100' 2.03 4247 250' 135.00M' 
876 1000' 20.50 

1453 100' 15.00 1472 100' 4.13 3831 1000' 20.25 4252 25' 5.85 
881 100' 3.20 1453 500' 126.00M' 1472 250' 9.75 3841 100' 4.20 4252 50' 1L30 
881 ·500' 15.00 1453 1000' 120.00M' 1472 500' 37.50 3841 1000' 39.00 4252 100' 21.60 
881 1000' 29.75 1454 100' 31.50 1472 1000' 37.50 4252 250' 211.90M' 

3845 100' 6.45 901 25' .33 1454 SOD' 307.50M' 1473 100' 7.88 3845 1000' 60.00 4254 25' 7.15 
901 100' 1.20 1454 1000' 300.00M' 1473 250' 18.75 4254 50' 15.75 
901 500' 5.65 1455 15' 2.70 1473 500' 72.75 3846 100' .36 4254 100' 30.45 
901 1000' 10.55 1455 50' 8.25 1473 1000' 70.75 3846 1000' 2.48 4254 250' 300.00M' 
911 25' .38 1455 100' 16.50 1474 100' 9.75 3847 100' .35 4257 25' 6.20 
911 100' 1.42 1455 250' 40.50 1474 250' 23.63 3847 1000'· 2.33 4257 50' 12.00 
911 SOD' 6.60 1455 SOD' 162.00M' . 1474 . 500' 89.25 3848 100' .33 4257 100' 22.50 
911 1000' 12.50 1455 1000' 162.00M' 1474 1000' 87.75 3848 1000' 2.18 4257 250' 225.00M' 

For Single Spiral Stripe No. 637-876 Incl., add $1.50 per 1,000 ft.-Minimum quantity 1,000' per Color. 
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SECTION 6000 

_C_O_N_S_O_L_I_D_A_'E_D_W_IR_E_A_N_D_A_S_S_O_C_IA_'_E_D_C_O_M_P_A_N_I_ES_' - fi/liJ,II/D/JJl'a 
See Following Pages for Specifications CHICAGO, ILLINOIS - ~ 

Unit Net 4372 25' 12.15 4450 100' 56.25M' 4500 100' 1.28 5421 15' .98 
Pkg. or Price 4372 50' 23.02 4450 500' 54.37M' 4500 500' 9.98M' 5421 100' 5.25 

No. Length Each 4372 100' 45.00 4450 1000' 53.62M' 4500 1000' 9.98M' 5421 500' 24.75 
4372 250' 435.00M' 4450 3000' 51.37M' 4503 100' 1.65 5421 1000' 49.50 

4262 25' 7.50 4374 25' 14.40 4450 10000' 50.62M' 4503 SOO' 14.70M' 5426 15' 4262 50' 14.25 1.05 
4262 100' 27.20 4374 50' 27.60 4451 100' 62.25M' 4503 1000' 14.70M' 5426 100' 5.62 
4262 250' 267.75M' 4374 100' 54.93 4451 500' 60.75M' 4504 100' 1.73 5426 500' 26.25 

4374 250' 527.50M' 4451 1000' 59.25M' 4504 500' - 14.15M' 5426 1000' 52.50M' 4264 25' 9.95 4401 100' 53.25M' 4451 6000' 57.75M' 4504 1000' 14.15M' 4264 50' 19.05 4401 500' 51.75M' 4451 10000' 56.25M' 5431 15' 1.13 
4264 100' 37.20 4506 100' 1.87 5431 100' 6.23 
4264 250' 367.50M' 4401 1000' 48.75M' 4452 100' 57.00M' 4506 500' 15.25M' 5431 500' 29.25 4401 3000' 47.25M' 4452 500' 55.50M' 4506 1000' 15.25M' 5431 1000' 58.50M' 4267 25' 7.50 4401 10000' 46.50M' 4452 1000' 52.50M' 
4267 50' 14.25 4402 100' 53.25M' 4452 6000' 51.00M' 4507 100' 3.00 5434 100' 8.25 
4267 100' 27.75 4402 500' 51.75M· 4452 10000' 50.25M' 4507 500' 28.85M' 5434 500' 37.50 
4267 250' 267.25M' 4402 1000' 48.75M' 4453 100' 63.75M' 

4507 1000' 28.85M' 5434 1000' 75.00M' 
4272 25' 9.35 4402 3000' 47.25M' 4453 500' 63.00M' 4508 100' 1.85 5501 100' 3.00 
4272 50' 17.50 4402 10000' 46.50M' 4453 1000' 61.50M' 4508 500' 14.85M' 5501 500' 13.50 
4272 100' 32.55 4405 100' 45.00M' 4453 SOOO' 60.75M' 4508 1000' 14.85M' 5501 1000' 25.62M' 
4272 250' 321.15 4405 500' 43.50M' 4453 10000' 60.00M' 4509 100' 2.70 5506 100' 
4274 12.00 4509 500' 24.30M' 4.50 25' 4405 1000' 41.25M' 4454 100' 117.75M' 5506 500' 20.25 4274 50' 22.75 4405 3000' 39.75M' 4454 500' 116.25M' 4509 1000' 24.30M' 5506 1000' 40.50M' 4274 100' 44.25 4405 10000' 39.00M' 4454 1000' 113.25M' 4510 100' 2.60 
4274 250' 435.00M' 

4415 100' 117.75M' 4454 10000' 111.00M' 4510 500' 20.50M' 5511 100' 2.93 
4307 25' 1.72 4415 116.25M' 4455 100' 150.00M' 4510 1000' 20.50M' 5511 500' 12.20 

500' 5511 1000' 24.45 4307 50' 3.15 4415 1000' 114.00M' 4455 500' 147.25M' 4515 100' 2.62 
4307 100' 6.00 4415 2500' 111.75M' 4455 1000' 138.75M' 4515 500' 23.50M' 5516 100' 4.50 
4307 250' 54.00M' 4415 10000' 111.00M' 4456 100' 94.50M' 4515 1000' 23.50M' 5516 500' 21.45 
4312 25' 2.10 4419 100' 114.00M' 4456 500' 93.00M: 4521 100' 4.20 5516 1000' 42.75 
4312 50' 3.90 4419 500' 111.00M' 4456 1000' 90.00M' 4521 500' 40.50M' 5521 100' 4.35 
4312 100' 7.50 4419 1000' 108.00M' 4456 3000' 87.75M' 4521 1000' 39.75M' 5521 500' 19.50 
4312 250' 71.75M' 4419 2500' 105.38M' 4456 10000' 87.00M' 4523 100' 5.62 5521 1000' 39.00M' 
4314 25' 3.67 4419 10000' 105.00M' 4457 100' 52.50M' 4523 500" 52.50M' 5526 100' 3.38 4314 50' 7.05 4431 100' 120.00M' 4457 500' 51.00M' 4523 1000' 52.50M' 5526 500' 16.50 4314 100' 13.70 4431 500' t17.75M' 4457 1000' 48.75M' 

4527 100' 2.25 5526 1000' 32.25 4314 250' 134.60M' 4457 4000' 48.00M' 4431 1000' 112.50M' 
4459 100' 45.75M' 4527 500' 19.00M' 5531 100' 6.53 4317 25' 2.02 4432 100' 262.50M' 4527 1000' 19.00M' 

4317 50' 3.67 4459 500' 44.62M' 5531 500' 30.00 
4317 100' 7.05 4432 500' 255.00M' 4459 1000' 42.37M' 5103 1000' 32.62M' 5531 1000' 60.00M' 
4317 250' 64.50M' 4432 1000' 247.50M' 4459 3000' 41.25M' 5123 500' 41.25M' 5536 100' 4.50 
4322 25' 2.78 4433 100' 183.00M' 4459 10000' 40.50M' 5123 1000' 40.50M' 5536 500' 21.00 
4322 50' 5.25 4433 500' 179.25M' 4460 100' 103.50M' 5124 500' 54.00M' 5536 1000' 42.00M' 

4433 1000' 171.75M' 4322 100' 10.20 4460 500' 102.00M' 5124 1000' 53.25M' 5538 100' . 4.65 
4322 250' 97.50M' 4434 100' 1I2.50M' 4460 1000' 100.50M' 5135 500' 50.25M' 5538 500' 22.50 
4324 25' 4.27 4434 500' 109.87M' 4460 3500' 99.75M' 5135 1000' 50.25M' 5538 1000' 45.00M' 
4324 50' 8.15 4434 1000' 105.00M' 4460 10000' 99.00M' 

5201 100' 1.65 
4324 100' 16.12 4435 100' 135.00M' 4461 100' 172.50M' 5541 50' 3.08 

5201 500' 6.60 5541 100' 5.63 4324 250' 157.50M' 4435 500' 133.50M' 4461 500' 171.00M' 5201 1000' 13.20M' 5541 500' 27.00 
4327 25' 2.70 4435 1000' 130.50M' 4461 1000' 168.00M' 

5205 2.78 5541 1000' 52.50M' 4435 2500' 129.00M' 4461 2000' 166.50M' 100' 
4327 50' 5.10 4435 10000' 127.50M' 4461 10000' 162.00M' 5205 500' 12.38 5543 100' 3.90 4327 100' 9.80 5205 1000' 24.75M' 
4327 250' 95.25M' 4436 100' 279.75M' 446:1 100' 243.00M' 5543 500' 16.50 

4436 500' 276.75M' 4462 500' 240.00M' 5211 100' 3.82 5543 1000' 33.00M' 
4332 25' 3.30 4436 1000' 264.75M' 4462 1000' 238.5M' 5211 500' 17.25 
4332 50' 6.20 5211 1000' 33.75M' 5547 25' . .35 
4332 100' 12.20 4437 100' 342.00M' 4462 10000' 232.50M' 5547 50' .68 
4332 250' 119.25M' 4437 500' 336.00M' 4463 100' 126.62M' 5221 100' 5.47 5547 100' 1.28 

4437 1000' 322.50M' 4463 500' 123.27M' 5221 500' 25.13 5547 250' 3.20 4334 25' 5.10 4463 1000' 1I8.87M' 5221 1000' 50.25M' 5547 500' 8.55M' 4334 50' 9.60 4438 100' 361.50M' 
4334 100' 18.65 4438 500' 358.50M' 4463 3000' 118.12M' 5226 100' 5.55 5547 1000' 8.25M' 
4334 250' 184.lOM' 4438 1000' 342.00M' 4463 10000' 1I7.00M' 5226 500' 26.25 5551 10' .45 

4439 100' 234.00M' 4464 100' 72.75M' 5226 1000' 52.50M' 5551 25' .90 4337 25' 3.00 
4337 50' 5.70 4439 500' 229.50M' 4464 500' 71.25M' 5231 100' 9.37 5551 50' 1.50 
4337 100' 11.10 4439 1000' 217.50M' 4464 1000' 68.25M' 5231 . 500' 45.00 5551 100' 2.85 
4337 250' 108.00M' 4440 100' 129.00M' 4464 3000' 67.50M' 5231 1000' 90.00M' 5551 500' 12.75 

4342 25' 4.05 4440 500' 127.50M' 4465 100' 78.75M' 5236 100' 9.75 5551 1000' 25.50M' 

4342 50' 7.65 4440 1000' 124.50M' 4465 500' 77.25M' 5236 500' 47.25 5556 100' 1.50 
4342 100' 15.00 4440 2500' 121.50M' 4465 1000' 74.62M' 5236 1000' 94.50M' 5556 500' 6.53 
4342 250' 145.85M' 4440 10000' 120.00M' 4465 3000' 73.50M' 5241 100' 7.95 5556 1000' 12.53M' 
4344 25' 5.85 4441 100' 225.00M' 4466 100' 101.75M' 5241 500' 37.50 5561 100' 1.95 
4344 50' 11.40 4441 500' 222.00M' 4466 500' 99.75M' 5241 1000' 75.00M' 5561 500' 9.38 
4344 100' 22.50 4441 1000' 212.25M' 4466 1000' 96.75M' 5251 100' 10.95 5561 1000' 18.00M' 
4344 250' 222.00M' 4442 100' 177.25M' 

4466 3000' 93.75M' 5251 500' 54.75 
4467 100' 300.00M' 5251 1000' 109.50M' 5566 500' 15.60 

4347 25' 3.85 4442 500' 175.05M' 5566 1000' 30.75M' 
4347 50' 7.49 4442 1000' 168.00M' 4467 1000' 262.50M' 5271 100' 13.88 
4347 100' 19.65 4443 100' 195.00M' 4468 100' 300.00M' 5271 500' 67.50 5568 100' 3.30 
4347 250' 163.85M' 4443 500' 192.00M' 4468 1000' 262.50M' 5271 1000' 135.00M' 5568 250' 8.25 

4352 25' 6.20 4443 1000' 183.75M' 4469 100' 102.00M' 5286 100' 25.50 5568 500' 15.00 
5568 1000' 30.00M' 

4352 50' 12.00 4444 100' 255.00M' 4469 500' 100.50M' 5286 500" 1tl.50 
4352 100' 23.75 4444 500' 252.00M' 4469 1000' 90.00M' 5286 1000' 255.00M' 5569 50' 2.25 
4352 250' 234.35M' 4444 1000' 241.50M' 4469 2000' 85.50M' 5400 10' .30 5569 100' 4.25 
4354 25' 8.77 4470 100' 62.25M' 5400 25' .65 5569 500' 19.10 

4354 50' 17.17 
4445 100' 300.00M' 

4470 500' 60.75M' 5400 100' 2.15 5569 1000' 38.00M' 
4445 500' 297.00M' 5400 500' 9.00 4354 100' 33.98 283.50M' 4470 1000' 59.25M' 5601 100' 6.68 

4354 250' 336.75M' 
4445 1000' 

4470 6000' 57.75M' 5400 1000' 18.00M' 5601 250' 62.25M' 4446 100' 54.25M' 
4471 5401 10' .35 4357 25' 7.05 4446 500' 53.25M' 100' 142.50M' 5401 25' .75 5606 100' 13.13 

4357 50' 12.90 4446 1000' 51.00M' 4471 500' 138.75M' 5401 100' 2.33 5606 250' 126.38M' 
4357 100' 23.75 4446 5000' 50.25M' 4471. 1000' 135.00M' 5401 500' 9.75 6006 204.25M' 4357 250' 234.00M' 4447 100' 87.75M' 4472 100' 63.75M' 5401 1000' 19.50M' 
4362 25' 8.49 4447 500' 86.25M' 4472 500' 63.00M' 5406 

6012 295.20M' 
25' .90 4362 50' 15.83 4447 1000' 83.25M' 4472 1000' 61.50M' 5406 100' 2.85 6018 382.50M' 

4362 100' 30.38 4447 2000' 80.25M' 4473 100' 892.50M' 5406 500' 12.75 6025 478.50M' 4362 250' 241.75M' 4448 100' 120.00M' 4473 500' 825.00M' 5406 1000' 25.00 6050 897.75M' 4364 25' 11.85 4448 500' 1I8.50M' 4473 1000' 825.00M' 5411 25' 1.05 
4364 50' 22.50 4448 1000' 1I5.50M' 4474 100' 56.25M' 5411 100' 3.45 6075 1264.50M' 

. 4364 100' 43.88 4448 4000' 114.00M' 4474 500' 54.37M' 5411 500' 15.75 6100 1608.38M' 
4364 250' 276.25M' 4449 100' 51.00M' 4474 1000' 53.62M' 5411 1000' 31.50 6150 2310.00M' 
4367 25' 9.07 4449 500' 49.50M' 4474 3000' 51.37M' 5416 15' .90 6200 2988.75M: 4367 50' 16.87 4449 1000' 47.62M' 4475 100' 285.50M' 5416 100' 4.88 
4367 100' 32.62 4449 3000' 46.12M' 4475 500' 262.50M' 5416 500' 22.85 6300 4992.38M' 
4367 250' 314.25M' 4449 10000' 45.37M' 4475 1000' 256.50M' 5416 1000' 45.75M' 6400 6277.13M' 
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SECTION 6000 

"4iIHlUltto_c_o_N_so_Ll_D_A __ T_ED __ W_I_R_E _A_N_D_A_S_SO_C_IA_T_E_D_C_O_M_P_A_N_I_ES __ 
.... ___ • __ -- SEND FOR COMPLETE CATALOG CHICAGO, ILLINOIS 

RG TYPE COAXIAL CABLES 
Non·Contaminating 
Low Temperature 

Black Jacket 
No. Cat. 

RG/U No. 

5B 4432 
6A 4433 

Vinyl & 
Poly. Jackets 

No. Cat. 
RG/U No. 

5 4431 

7 4434 
8 4415 

Jacket 
O. D. 

Vinyl 
Jacket 

Shields 

Outer Inner 
Dielectric 

D. D. 

Ma. Oper. Nom. 
Center Cap. Volts Imp. 

Conductor V. P. % Mm(d./Ft. Rms. Ohms 

.332 Black C C .185 16 65.9 28.5 3000 52.5 

.332 Black S S .185 .053S 65.9 29.5 3000 50, 

.332 Black C S .185 21CW 65.9 20 2700 75 

.370 Black C .250** 19' ,84 12.5 1000 97 

.405 Black C .285 7/21 65.9 29.5 4000 52 

__ ~8A ____ 44_35~ __ ~ __ ~~~.4=05~_B~la_c_k __ ~~~C _____ .~28~5 ____ 7=/.~02~9~6~6=5.=9 __ =30~.5~_4~0~00~~50 
9 4436 .420 Grey C S .280 ,7/ 21S 65.9 30 4000 51 

9A 4437 .420 Grey S S .280 7/ 21S 65.9 30 4000 51 
9B 4438 .425 Black S S .285 7/ .0296S 65.9 30.5 4000 50 

lOA 4439 .405 Black C .285 7/.0296 65.9 30.5 4000 50 
11 4419 .405 Black C' .285 7/26T 65.9 20.5 4000 75 

llA 4440 .405 Black C .285 7/ 26T 65.9 20.5 4000 75 
12A 4441 .405 Black . C .285 7/ 26T 65.9 20.5 4000 75 

13 4442 .425 Black C C .285 7/ 26T ,65.9 20.5, 4000 75 
13A 4443 .425 Black C C :285 7/ 26T 65.9 20.5 4000 75 
14A 4467 .545 Grey C C .370 10 65.9 29.5 5500 52 
14A .545 Black C C .370 .106 65.9' 30 5500 50 

21 4444 .322 Grey S S .185 ,16N 65.9 29 2700 53 
21A 4445 .332 Black S S .185 .053N 65.9 30 2700 50 

____________ 2-'-9 ____ 4446---"'-__ ..:..:.1-=-84'-_P-'-o"'-ly _________ T _____ ._ll-'-6 __ ----:-c2..,..0 ____ 6_5.-,-9 ___ 28,--.5,---=1900 53.5 
54A 4469 .250 Poly T .178 7/.0152 65.9 26.5 3000 58 
55 4447 .206 Poly T T .116 20 65.9 28.5 1900 53.5 

__ 5_5A ____ 444 __ 8 ____________ -=.2~16'--_B~la~c_'_k ____ S'_ __ S~ ____ .1_1_6 _____ .0_35_S ___ 6_5._9 ___ 2_9._5 ___ 1_90~0. 50 
55B 4490 .206 Poly T. T .116 20 65.9 28.5 1900 53.5 

58 4405 
58A 4449 
58C 44501 

59 4401 
59A 4451 
59B 4470 

62 4452 
62A 4453 

63 4454 
63B 4455 

71 4456 
71A 4466 
71B 4482 

108 4464 
J08A 4465 
122 4457 
212 4483 
213 4484 
214 4485 
216 4486 
217 4487 
222 4488 
223 4489 

.195 Black T .116 20 65.9 28.5 1900 53.5 

.195 Black T .116 19/ .007IT 65.9 29.5 1900 50 

.195 Black T .116 19/ .0071T 65.9 29.5 1900 50 

.242 Black C .146 22CW 65.9 21 2300 73 

.242 Black C .146 .023CW 65.9 20.5 2300 75 

.242 Black' C .146 .023CW 65.9 20.5 2300 75 
.242' Black C .146** 22CW 84 13.5 750 93 
.242 Black C .146** 22CW 84 . i3.5 750 93 
.405. Black C .285** 22CW 84 10 1000 125. 
.405 Black C .285** 
.250 Poly T Tor C .146** 
.245 Black T Tor C .146** 
.250 Poly T T .146SSP 
.235 Black T .079 ea. 
.235 Black T .079 ea. 
.160 Black T .096 
.332 Black S S .185 
.405 Black C ,.. .285 

.425 Black S S .285 

.425 Black C C .285 

.545 Black C C .370 

.332 Black S S .185 

.216 Black S S .116 

22CW 84 10 1000 125 
ncw 84 13.5 750 93 
22CW 84 13.5 750 93 
22CW 84 13.5 750 93 

Two 7/28T 68 23.5 1000 78 
Two 7/287 65.9 23.5 1000 ' 78 

27/36T 65:9 . 29.5 1900 50 
.0556 65.9 29.5 3000 50 

7/ .02956 65.9 29.5 5000 50 
7/ .0296S 65.9 29.5 5000 50 

7/26T 65.9 20.5 5000 75 
.106 65.9 29.5 7000 50 

.0556N 65.9 29.0 2700 50 
.035S 65.9 29.5 1900 50 

C-Copper 
CW-Copperweld 

N-Nichrome 
"-Seml·Solid Dielectric 

SSP-Semi·Solid Polyethylene 
S-Silvered Copper 
T-Tinned Copper 
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SECTION 6000 

_C_O_N_SO_Ll_D_A_T_E_D_W_I_R_E_A_N_D_A_S_S_O_C_I~A_T_ED __ CO_M_P_A_N_I_ES __ (Jf4'81f1/t1ttb 
SEND FOR COMPLETE CATALOG CHICAGO, ILLINOIS .. .... ..:J,lI,. _---

Non­
Contaminating 

Low Temp. 
No. Cat. 

RG/U No. 

174 4459 

Non-Contaminating 
Low Temperature 

Black Jacket 
No. 

RG/U Cat. No. 

11 4476 

8 4477 

59 4478 

62 4479 

11TRI 4480 

59TRI 4481 

Non­
Contaminating 

Low Temp. 
No. Cat. 

RG/U No. 

Triaxial 58A 4463 

Triaxial 59 4460 

Triaxial 11 4461 

Triaxial 8 4462 

Jacket 
0.0. 

.105 

MINIATURE COAXIAL CABLE 

Vinyl 
Jacket 

Black 

Shields 

Outer Inner 
Dielectric 

0.0. 

.060'* . 

Center 
Conductor 

7/ .0063CW 

FOAM PO'L YETHYLENE COAXIAL CABLE 

Shields 
Center Cap. 

V. P. 
% 

30 

Max.Oper. 
Jacket 

O. D. 
Vinyl 

Jacket Outer Inner 
Dielectric 

O. D. Conductor V. P. % Mmfd./Ft. 
Volts 
Rms. 

.405 Poly C .285FP 14 80 

.405 Black C .285FP 7/19 80 

.195 Black C .107FP 22CW 80 

.242 Black C .146FP .023CW 80 

.460 Poly C C .285FP 14 80 

.242 Poly C C .107FP 22CW 80 

TRIAXIAL CABLE DOUBLE SHIELD D'OUBLE JACKET 

Vinyl & 
poly. Jackets 

No. Cat. 
RG/U No. 

50 .285 

73 .325 

75 .460 

52 .490 

Vinyl 
Jacket 

Black 

Black 

Black 

Black 

Shields 

Outer Inner 

T T 

C C 

C C 

C C 

Dielectric Center 
O.D. Conductor 

. 116 19.00m 

.146 22CW 

.285 726T 

.285 721C 

Cap. 
Mmfd. 
/Ft. 

65.9 

65.9 

65.9 

65,9 

16.5 

24.5 

17 

14.5 

16.5 

17 

Max. 
Oper. 
Volts 
Rms . 

28.5 

21.0 

20.5 

29.5 

3000 

1500 

500 

700 

3000 

500 

Nom. 
Imp. 
Ohms 

50 

Nom. 
Imp. 
Ohms 

75 

50 

72 

93 

75 

72 

Imp. 
Ohms 

1,900 

2,300 

4,000 

4,000 

TELEVISION CABLE 

No. 

4500 

4503 

4504 

4506 

4527 

4507 

4508 

Size 

Type Str~n d­
ing 

22 
condr. 7x30 

20 
condr. 7x28 

20 
condr. 7x28 

20 
condr. 7x28 

USE: 

Specifications 
and 

General 
Applications 

Receiving antenna at high frequen-
(lies. . 

Same as 4500 

Same as 4500 

Same as 4500 

20 USE: For UHF and VHF. 
condr. 7x28 
round 

20 USE: Same as 4503. 
condr. 7x28 

22 USE: Rotor Aerials. 
oondr. 7x30 

4509 20 Same as 4508 
Except brown vinyl plastic. 

4510 

oondr. 7x28 

20 
oondr. 7x28 

4515 22 

4521 

oondr. 7x30 

22 
oondr. 7x30 

Same as 4508 

Color coded with gray jacket over­
all. 
USE: Rotor Aerials. 

Same as 4515 

Nominal Fre-
Diameter quency 

(in.) (me) 

,055 50 
x 100 

,365 200 

,072 
x 

,400 

,080 
x 

,400 

,100 
x 

,400 

.350 

,072 
x 

,365 

.072 
x 

.345 

.072 
x 

.400 

.072 
x 

.400 

.160 

2.05 

300 
400 
500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Nominal Electrical Properties 
..A 

Atten­
uation 

Per 
100 ft. 

.72 
1.1 ' 
1.7 
2.2 
2,7 
3.1 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4500 

Same 
as 

4508 

Imped­
ance 

(ohms) 

300 

300 

300 

300 

300 

300 

300 

300 

300 

Velocity 
of 

Propa­
gation 

("!o) 

85 

85 

85 

85 

84 

85 

85 

85 

85 

Capaci­
tance 

Per Ft. 
(mmf) 

4,6 

4,6 

4,6 

4.6 

5,6 

4.6 

4,6 

4.6 

4.6 
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INTERCOMMUNICATING AND SOUND SYSTEM CABLES 
STANDARD SPOOL PUT-UP: 10 FT., 25 FT., 50 FT., 100 FT., 500 FT., 1000 FT. 

-~'< 
·STATION.TO.STATION 

EXTENSION WIRING 
SHIELDED 

n~ 
EXTENSION WIRING 

SHIELDED-PLASTIC JACKET 

FWriii(= 
PAIRED CABLE-8HIELDED 

PLASTIC JACKET 

~ 
EXTENSION·SPEAKERS 

SHIELDED 
FOR LONG RUNS 

EXPANSION·SPEAKERS 
SHIELDED-PLASTIC JACKET 

:: 
JUKE BOX SPEAKER CABLE 

::. a;;;;;* ... &m-
HIGH IMPEDANCE LAPEL 

MICROPHONES 

is; 
INTER COMMUNICATING 

SOUND SYSTEM 

NO. 

5501 

5506 

5521 

5511 

5516 

5526 

5581 

5586 

5568 

5569 

558S 

5548 

5541 

5547 

5551 

5556 

5561 

5566 

TYPE 

2 Condr. 

3 Condr. 

2 Condr. 

2 Condr. 

2 Pair 
4 Condr 

2 Condr. 

3 Condr. 

2 Condr. 

2 Condr. 

3 Condr. 

2 Condr. 

2 Condr. 

2 Condr. 

2 Condr. 

1 Condr. 

2 Condr. 

3 Condr. 

2 Condr. 

Size & 
Stranding 

22 
Solld 

22 
Solld 

20 
Solld 

22 
Solid 

22 
7x30 

20 
10x30 

20 
10x30 

IS 
16x30 

22 
7x30 

22 
7x30 

IS 
16x30 

20 
10x30 

18 
16x30 

24 
7x32 

24 
16:<34 

19 
Solid 

19 
Solid 

22 
Solid 

INSULATION 
THICKNESS 

(INCHES) 

.015 

.015 

.015 

.015 

.015 

.015 

. 015 

.015 

.015 

.015 

.015 

.015 

.015 

.015 

.020 

.015 

.015 

.015 

SPECIFICATION AN·D 
GENERAL APPLICATION 

Tinned copper vinyl plastic insulation. wires twisted 
together oondr. red 1 condr. black-closely·woven braid-
ed tinned copper shield. 
Same as 550+condr. red-1 condr. black~l condr. 
blue. 
Tinned copper vinyl plastic inSUlation, wires twisted 
together--l condr. red-l condr. black-closely woven 
braided tinned copper shield. 

Tinned copper vinyl plastic insulation, wires twisted 
together-l condr. red-l condr. black-and a spiral 
tinned copper shield with .020" tubed gray vinYl plas-
Uc jacket. 

Stranded tinned copper vinyl plastic insulation. 2 
pair cabled (4 conductors-l pair black & white with 
braided tinned copper shield-l pair black & brown 
unshielded-both pair bunched and .020" gray vinyl 
plastic jacket overall. 

Tinned copper vinyl plastic insulation. wires twisted' 
together-l condr. red-J condr. black-closely woven 
tinned copper shield. 
Same as 5526-1 condr. red 1 condr. black: 1 condr . 
blue. 
Stranded tinned copper vinyl plastic insulation. wires 
twisted together. 1 condr. red-l "'ODdr. white. closely 
woven braided tinned copper shield. 

Tinned copper vinyl plastic inSUlation. 2 -condrs.­
cabled black and red-tinned copper spiral wrapped 
shield .023n chrome villYl plastic jacket. 
Tinned copper vinyl plastic insulation. 3 condrs. 
cabled black. red, whiet-tinned copper spiral shield 
-chrome vinyl plastic jacket. 
Stranded tinned copper vinyl plastic insulation. wires 
twisted together. ·1 condr. red. 1 condr. white. Spiral 
tinned copper shield and .020" gray vinyl plastic 
jacket overall. 
Same as 5538 

1 con dr.' Red. 1 condr. Black. 

NOMINAL 
DIAMETER 
(INCHES) 

.110 

.145 

.155 

.170 

.16Sx.276 

.215 

.280 

.235 

.166 

.198 

.225 

.185 

Stranded tinned copper vinyl plastic insulation. wires .260 
twisted together. 1 condr. red-l oondr. white. closely 
woven braided tinned copper shield and .020" gray 
,:.iny} plastic jacket overall. 

Stranded 1 condr. bare copper-1 condr. tinned copper 
-2 condrs, parallel gray vinyl plastic insulation. 

Stranded tinned copper polyethylene insulation closel:y 
woven braided tinned copper shield with .020" gr8J' 
vinyl jacket. 

Bare copper vinyl plastic insulation. wires twisted 
together-l condr. brown-1 condr. tan. 

Same as 5556-1 condr. brown-l condr. t8n-l eonctr. 
gray. 

Bare copper .015 rubber insulation with a black cotton 
braid weatherproof finish. Conductors coded for easy 
identification. Ideal for exterior or interior communi­
cation installations. 

.058x.1I5 

·.125 

.115 

.132 

.18Ix.203 

TELEPHONE AND COMMUNICATION CABLE DIRECT BURIAL TYPE 
Polyethylene Jacket FULLY COLOR CODED 

Copper Shield 
Copper Conductors 

GENERAL APPLICATION AND ADVANTAGE 
APPLICATION: Communication and Telephone Cable for use in 
direct burial installations provides a high quality product similar 
to that used for aerial and .duct systems. but with the addition ot 
protective armoring. This minimizes the possipility of damage to 
the cable ·from rodents and insects and. correctly installed. reduces 
the dangers to the cable from sharp stones and other hazards· of 
underground burial installations. 
ADVANTAGE: The lightweight. but rugged construction of direet 
burial Communication and Telephone Cable permits fast and eco-
Domical underground installation of communication systems with 
the assurance of dependable and enduring serviee. This is made 
possible through utilization of the same high Quality polyethylene 

.compounds that are used in its counterpart for aerial and duct 
type installations. with the apded protection of copper armoling . 
tapes and a durable, high-molecular weight. polyethylene jacket. 

1566 • The MASTER - 26th Edition 

SPECIFICATIONS 
Solid bare annealed copper 22 Awg. gauge conductors; thin wall. color coded. poly­
ethylene insulation; conductors twisted to form pairs with symmetrically varying lays 
to minimize cross-talk; cabled (for 6 thru 50 pairs) by stranding pairs in concentric 
layers, or (for 75 thru 400 pairs) by stranding pairs into concentrically formed units. 
which are in turn cabled to form the complete assembly; non-hygroscopic binder tape 
furnishing high dielectric strength between shield and individual conductors; continuous 
copper shielding tape; high-molecular weight. polyethlene jacket. 

NO. OF NO. OF CONDo 
NOMINALJACKETNOMINAL 

NO. PAIRS CONDo SIZE 
THICKNESS, MILS O. D. 
INNER OUTER (Inches) 

6006 12 22 Solid 40 40 .430 

6012 12 24 22 Solid 40 40 .500 

6018 18 36 22 Solid 40 40 .560 

6025 25 50 22 Solid 40 40 .630 

6050 50 100 22 Solid 40 40 .820 
6075 75 150 22 Solid 50 50 .990 
6100 100 200 22 Solid 50 50 1.20 
6150 150 300 22 Solid 50 50 1.30 
6200 200 400 22 Solid 50 50 1.50 
5300 300 600 22 Solid 50 60 1.80 
6400 400 800 22 Solid 50 60 2.00 

© U.c.P., Inc. 
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No. 

1461 

1457 

1458 

1459 

1460 

1462 

1456 

1463 

1464 

1465 

1466 

1467 

1455 

PAIRED PLASTIC CONDUCTORS MULTIPLE CONDUCTORS FULLY COLOR CODED 
SPECIFICATIONS AND GENERAL APPLICATIONS Tinned copper con­
ductor .010" vinyl plastic insulation. Cabled .202" gray vinyl plastic Jacket 
overall 

SIZE & STRANDING 22 - 7x8o SPECIFICATION AND GENERAL APPLI­
CAT ION Tinned copper conductor .010" vinYl plastic insulation. Cabled 
. 020" gray vinyl plastic Jacket overall 

NOMINAL NOMINAL 
NO. TYPE SIZE AND DIAMETER NO. TYPE DIAMETER 

STRANDING (Inches) (Inche.) 
5400 2 Condr. 22 

5201 1 Pr. 2 Condr. 22 Solid .145 Tx30 
5205 2 Pro 4 Condr. 22 Solid .190 5401 S Condr. 22 .140 

Tx30 
5211 3 Pr. 6 Condr. 22 Solid .230 5406 4 Condr. 22 .158 

5221 5 Pr. 10 Condr. 22 Solid .250 1x3O 
5411 5 Condr. 22 .170 

5226 6 Pr. 12 Condr. 22 Solid .265 1x3O 
5231 

5416 6 Condr. 22 .212 
7 Pro 14 Condr. 22 Solid .280 1x3O ._---

5236 8 Pr. 16 Condr. 22 Solid • 300 5421 7 Condr . 22 .230 
1x3O 

5241 9 Pr. 18 Condr. 22 Solid .820 5426 8 Condr. 22 .235 

-c: 5251 11 Pr. 22 Condr. 22 Solid .360 7x30 
5481 9 Condr . 22 .245 

5271 15 Pr. 30 Condr. 22 Solid . 390 

5286 21 Pr. 54 Condr. 22 Solid .510 
5484 12 Condr. 22 

7x30 

STANDARD SPOOL PUT-UP: 100 FT., 500 FT., 1000 FT. STANDARD SPOOL PUT-UP: 10 FT .. 15 FT., 25 FT .. 100 FT .. 500 FT., 
1000 FT. 

PHONOGRAPH MULTIPLE CABLE STANDARD SPOOL PUT-UP: 500 FT., 1000 FT. 

TYPE 
No. ---

5103 

5123 

5135 

5124 

FINISHED 
SIZE SPECIAL SPECIFICATIONS STRANDING 0.0. 

USE (Inches) ----
3·22 Same as 3 condrs. No. 22 with u.' thermoplastic insulation, all individually 7 x 30 .125 

5030 color coded. All conductors grouped into cable form with a 
treated cotton braid overall lacquered. 

2-16 Same as 2 condrs. No. 16 u." thermoplatic insulation. 1 condr. No. 18 2-26 x 30 .215 
1-18 5030 ).)," thermoplastic insulation, all individually color coded. All 1·16 x 30 

conductors grouped into cable form with gray vinyl plastiC jacket. 

22 Same as 5 condr. No. 22 with u." thermoplastic Insulation; 3 condr. 5-7 x 30 .225 
5 5030 twisted together with a braided tinned copper shield; 2 condr. 

condr. twisted; all condr. grouped into cable ,form with a brown cotton 
braid overall. 

~ 

4-18 Same as No. 18 solid 4 condr. color coded gray plastic jacket overall. Solid .225 
5030 

M ICROPHONE CABLE CONDUCTOR COLOR CHART: I-Black; 2-Whlte; 3-Red; 4-Green; 5-YeUow; 
6-Blue; 7-Brown. 

STANDARD SPOOL PUT-UP: 9 FT., 10 FT., 25 FT., 50 FT., 100 FT., 250 FTo, 500 FT., 1000 FT. 
SHIELDED; Weatherproof rubber jacket for aU microphone or weatherproof extension work:. (Longer continuous lengths if desired.) 

TYPE SIZE 
SPECIAL 

USE SPECIFICATIONS STRANDING 

FINISNED 
D.O. 

(In;heS) 

NOMINAL 
CAPACITY 

per ft. 
(mmf) 

1 conductor 

1 conductor 

2 conductor 

1 conductor 

1 conductor 

2 conductor 

2 conductor 

3 conductor 

4 conductor 

5 conductor 

6 conductor 

7 conductor 

8 conductor 

22 

22 

22 

20 

20 

20 

18 

20 

20 

20 

20 

20 

20 

'. Lapel 
microphone 

Crystal, Ribbon 
and other high 

Impedance 
microphones 

Low impedance 
microphones 

Lapel 
microphone 

Crystal 
microphone 

Carbon 
microphones 
Heavy duty 
studiO cable 

Carbon 
microphones 

Carbon 
microphones 

Carbon 
microphnnes 

Carbon 
microphones 

Carbon 
microphones 

Same·as 
1465 

Tinned copper polyethylene insulation with 
a closely woven tinned copper shield. Grey 
vinyl plastiC jacket. 
Same as 1461 except heavier polyethylene 
insulation on conductor. 

Tinned copper conductors polyethylene in­
sulation conductors; black and white. 
Cabled with fillers closely woven tinned 
copper shield. Gray vinyl plastiC jacket. 
Tinned Copper ,Wire, with polyethylene to 
.087" 0.0. with a closely woven tinned 

copper shielded braid, and a heavy black 
plastic jacket ,overall. 
Tinned copper, yarn serve; wall of live 
rubber; tinned copper braid shield; rubber 

jacket overall. 
Same as 1460; color coded 

Same as 1460; color coded 

Same as 1460; calor coded 

Same as 1460; color coded 

Same ,as 1460; color coded 

Same as 1460; color coded 

Same as 1460; color coded 

Same as 7 ,vO; color coded 

16 x 34 

16 x 34 

26 x 34 

16 x 34 

26 x 34 

26 x 34 

00 x 00 

41 x 34 

26 x 34 

26 x 34 

26 x 34 

26 x 34 

26 x 34 

26 x 34 

.125 

.200 

.175 

.231 

.240 

.240 

.268 

.295 

.277 

.295 

.323 

.350 

.360 

.386 

34. 

25. 

40. 

32. 

33. 

68. 

80. 

85. 

95. 
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MAGNET WI R E 
Popular, profitable specialty wire pa.ckaged for easy selling in radio-electrical, 
department, specialty and hardware stores. Wide variety of sizes and insulations. 
Keeps stock in perfect order, always saleable. Supplied on Spool as shown and 
in Heavier Weights for whatever weight desired. Here is a handy and convenient 
way to stock small quantities of wi·re. It prevents wire from matting or tangling. 

PLAIN ENAMEL SINGLE FORMVAR 
MAGNET WIRE MAGNET WIRE 

No. 2000 Size V. lb. V, lb. I lb. Size V. lb. V, lb. I lb. 

14 $0.45 $0.75 $1.39 14 $0.66 $1.12 $2.07 

VARIOUS OTHER 15 .45 .80 1.40 15 .66 1.20 2.10 

16 .50 .84 1.42 16 .75 1.25 2.14 
17 .50 .87 1.44 17 .75 1.30 2.15 

IN'SULA TIONS 18 .50 .89 1.45 18 .75 1.34 2.17 
19 .55 .92 1.49 19 .83 1.39 2.23 
20 .55 .94 .1.50 20 .83 1.40 2.25 

Technical 21 .55 .95 1.59 21 .83 1.42 2.37 
Film Classification 22 .55 .97 1.70 22 .83 1.45 2.56 23 .58 .99 1.75 23 .89 1.49 2.62 

ENAMEL-oleoresinous 24 .60 1.00 1.87 24 .90 1.50 2.80 
25 .65 1.10 1.95 25 .97 1.65 2.92 

FORMVAR-poly vinyl acetal 
26 .65 1.10 2.03 26 .99 1.65 SODEREZE-polyurethane 3.05 
27 .70 1.15 2.14 27 1.05 1.74 3.20 

THERMALEZE-epoxide polyester 28 .73 1.20 2.25 28 1.10 1.80 3.37 
29 .75 1.25 2.30 29 1.14 1.87 3.46 NYFORM-formvar, nylon sheath 30 .80 1.30 2.35 30 1.20- 1.95 3.52 

NYLON .... _ .. _____________________ .. _______ ._ 
31 .89 1.35 2.45 31 1.34 2.02 3.67 BONDEZE ---.----------._-------._----- 32 .90 1.40 2.50 32 1.35 2.10 3.75 

GRIPEZE 33 .95 1.50 2.65 33 1.42 2.2.5 3.95 -------------------------------- 34 1.00 1.70 2.75 34 1.50 2.55 4.12 
LECTRON-acrylic 35 1.09 1.84 3.14 35 1.64 2.81 4.70 
ISONSEL-terephthalic polyester 36 1.29 2.0.0 3.50 36 1.92 3.00 5.26 
ALKANVAR-terephthalic polyester 37 1.45 2.25 4.00 37 2.17 3.37 6.00 
SYLKYD ENAMELED 

38 1.70 2.50 4.50 38 2.55 3.75 6.76 
39 1.87 3.00 5.00 39 2.80 4.50 7.50 

COTTON AND COMBINATIONS 40 2.50 3.75 6.00 40 3.75 .5.64 9.00 

SILK AND COMBINATIONS 41 3.00 5.63 8.48 41 3.75 6.75 12.60 
CELANESE AND COMBINATIONS 42 3.48 6.60 12.89 42 4.28 7.40 13.43 

43 4.35 8.25 15.75 43 5.18 7.88 14.25 GLASS AND COMBINATIONS 44 4.88 9.38 18.45 44 6.60 11.70 22.58 
PAPER AND COMBINATIONS 

DOUBLE COTTON 

Larger Quantities At 
COVERED BARE COPPER 

MAGNET WIRE WIRE 

Same Per Pound List Size V. lb. V, lb. I lb. SiZe V. lb. V, lb. I lb. 

14 $0.55 $0.95 $1.87 14 $0.53 $0.97 $1.54 
15 .58 .98 1.90 15 .57 1.00 1.60 

16 .60 1.00 1.95 16 .60 1.10 1.83 
17 .60 1.05 2.00 17 .52 1.12 1.87 
18 .60 1.10 2.05 18 .63 1.14 1.90 
19 .65 1.15 2.28 19 .65 1.17 1.95 
20 .65 1.25 2.34 20 .67 1.20 2.00 

SPECIAL 21 .77 1.34 2.50 21 .68 1.20 2.07 
22 .82 1.39 ~.64 22 .70 1.24 2.14 
23 .88 1.50 2.75 23 .70 1.27 2.17 

MAGNET WIRES 24 .94 1.60 3.00 24 .70 1.30 2.20 
25 .95 1.65 3.14 25 .72 1.30 2.20 

26 1.00 1.75 3.39 26 .73 1.34 2.27 
27 1.15 1.89 3.64 27 .75 1.37 2.30 

In addition to the standard 28 1.20 2.14 4.00 28 .77 1.40 2.40 
29 1.30 2.39 4.50 29 .77 1.42 2.47 

listing shown here, we 30 1.32 2.50 4.75 30 .77 1.42 2.47 

maintain an extensive stock 31 1.50 2.75 5.00 31 .77 1.44 2.53 
a2 1.75 3.00 5.64 32 .77 1.44 2.60 

of all other sizes in round, 33 1.89 3.37 6.25 33 .78 1.47 2.68 
34 2.14 3.89 7.00 34 .80 1.50 2.77 

rectangular and square 35 2.39 4-.25 7.50 35 .82 1.55 2.90 

magnet wire. 36 2.75 4.89 8.65 36 .84 1.60 3.04 
37 2.25 6.25 11.40 37 .92 1.75 3.22 
38 4.75 8.65 16.50 38 1.00 1.90 3.40 
39 6.00 11.50 20.00 39 1.02 1.97 3.45 
40 8.00 15.00 28.15 40 1.04 2.04 3.50 

BARE NICKEL CHROMIUM WIRE Size I Oz. V. Lb. I Lb. 

No. 2000 14 $1.52 $5.56 
15 1.56 5.65 
16 1.58 5.73 

Recommended for electrical heating appliances 17 1.63 5.80 

and other devices where the highest quality in 18 1.67 5.87 
19 

$0.67 
1.71 6.02 

performance is required, whose operating tem- 20 1.76 6.17 
21 .71 1.85 6.49 

peratures do not exceed 1850° F. Particularly 
22 .72 1.93 6.79 suited for heavy duty rheostats and controls 23 .74 2.08 7.44 

which require compact resistance. 24 .76 2.22 8.09 

25 .82 2.37 8.74 

ON PROTECTA-METAL SPOOLS 26 .87 2.53 9.39 
27 .89 . 2.57 9.96 
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HEAVY FORMVAR 

MAGNU WIRE 

Size V. lb. V, lb. I lb. 

14 $0.73 $1.24 $2.27 
15 .73 1.34 2.33 

16 .84 1.39 2.35 
lf .84 1.44 2.37 
18 .84 1.47 2.39 
19 .92 1.52 2.45 
20 .92 1.54 2.51 

21 .92 1.55 2.61 
22 .92 1.60 2.80 
23 .97 1.64 2.87 
24 1.00 1.65 3.07 
25 1.15 1.97 3.50 

26 1.19 1.98 3.64 
27 1.25 2.07 3.84 
28 1.34 2.15 4.04 
29 1.37 2.24 4.14 
30 1.44 2.34 4.22 

31 1.67 2.52 4.58 
32 1.69 2.63 4.67 
33 1.77 2.81 4.94 
34 1.87 3.19 5.16 
35 2.04 3.46 5.88 

36 2.39 3.75 6.58 
37 2.72 4.20 7.50 
38 3.17 4.69 8.45 
39 3.50 5.64 9.38 
40 4.69 7.04 11.27 

41' 5.18 7.59 13.65 
42 5.78 8.15 14.72 
43 6.00 8.63 15.08 
44 7.43 11.40 23.33 

TINNED COPPER 

WIRE 

Size V. lb. V, lb. I lb. 

l4 $0.67 $1.13 $1.75 
15 .73 1.27 1.92 

16 .80 1.40 2.00 
17 .84 1.44 2.03 
18 .87 1.47 2.08 
19 .90 1.50 2.12 
20 .94 1.53 2.17 

21 .95 1.53 2.24 
22 .97 1.57 2.30 
23 .98 1.58 2.34 
24 1.00 1.60 2.37 
25 1.00 1.60 2.37 

26 1.00 1.60 2.37 
27 1.05 1.67 2.64 
28 1.10 1.75 2.90 
29 1.13 1.84 2.94 
30 1.17 1.92 2.97 

31 1.20 2.00 3.04 
3~ 1.24' 2.09 3.10 
33 1.27 2.17 3.19 
34 1.30 2.25 3.27 
35 1.32 2.30 3.40 

36 1.34 2.34 3.54 
37 1.36 2.42 3.72 
38 1.38 2.50 3.90 
39 1.39 2.50 3.95 
40 1.40 2.67 4.00 

Size I Oz. V. Lb. I Lb. 

28 $0.92 $2.84 $10.58 
29 1.00 2.98 11.18 
30 1.09 8.11 11.83 
31 1.14 8.28 12.28 

32 1.18 8.43 12.73 
33 1.31 3.79 14.73 
34 1.44 4.16 16.73 
35 1.58 4.55 17.71 

36 1.71 4.94 18.69 
37 2.22 6.50 23.86 
38 2.74 8.05 29.03 

39 2.86 8.89 31.62 
40 2.98 8.95 84.20 
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THERMOPLASTIC INSULATED HOOK-UP WIRE 
SPECIFICATION MIL-W-76A (SUPERSEDES JAN. C-76) 

This specification has been approved by the Departments of the Army, Navy, and Air 
Force. Insulation possesses high dielectric strength. Impervious to oils, acids, alkalies, 
moisture and flame. The following types and colors are available for shipment from stock-
* See other sizes, types and covering over insulated wire. 

TYPE HW 
TYPE MW 

MIL·W·76A CAT. TYPE 

SPECIFICATION Mll·W·76A 

Single Conductor, Solid or Stranded Conductor as indicated. TInned Copper. Thermophistic Insulation. No further covering. (SU­
PERSEDING SRIR-RPECIFICATION JAN -C·76). Ins. Nom ... 016"; Max. R.M S. Voltage. 1000; Stand. Spool. 1000 ft. 
Single Conductor. Solid or Stranded Conductor as indicated. Tinned Copper. Thermoplastic Insulation. No further covering. (SU­
PERCEDING SRHV-SPECIFICATION JAN-C-76). Ins. Nom., .031"; Max. R.M.S. Voltage. 2500 Stand. Spool. 1000 ft. 

AVAILABLE COLORS-(COLOR CODE) 

SIZE STRAND· 0.0. MAX. 'COVERING OVER INSULATED WIRE 
NO. DESIGNATION ING COLORS 

I-Black (0) 12-Pink Symbol Type 

707 MW·C 22( 1) U 22 Solid .062" thru 13 
2-Brown (1) 13-Dark Blue U None 

717 lIIW-C 20( 1) U 20 . Solid .069" thru 13 
3-Red (2) 14-White/Black Tr. (90) J Jacket (Nylon) 
4-0range (3) 15-White/Red (92) B *Braid 

727 MW-C lS( 1) U IS Solid .077" Ihru 13 
5-Yellow (4) 16-White/Green (95) S *Shield 

737 MW-C 22( 7) U 22 7/.010 .070" 1 thru 22 6-Green (5) 17-White/Yellow (94) JS Jacket and Shield 
747 MW-C 20( 7) U 20 7/.0216 .07S" 1 thru 22 (Nylon) 
757 lI1W-C IS(16) U IS 19/.0092 .OS9" 1 thru 22 7-Blue (6) 18-White/Blue (96) BS **Braid and Shield 
637 HW-C 22( 1) U 22 Solid .09S" 1 'hru 13 S-Violet (Purple) (7) 19-Whlte/Brown (91) SJ Shield and Outer 
642 HW-C 20( 1) U 20 Solid .105" 1 !hru 13 Jacket (Nylon) 

647 HW·C 18( 1) U IS Solid .ll3" 1 thru 13 9-Gray (Slate) (8) 2o-White/Orange (93) JSJ J aoket. Shield. 
Outer Jacket 667 HW·C 22( 7) U 22 7/.010 .106" 1 thru 22 

1Q-Whlte (9) 21-Whlte/Gray (9S) BSJ **Braid, ::-:\hield. 672 HW·C 20( 7) U 20 7/.0126 .ll4" 1 thrn 22 On ter Jacket 
677 HW·C 18(16) U 18 19/.0092 .125" 1 thru 22 ll-Tan **Specify, 'Synthetic, or Glass Yarn 

"Other <!olor combinations and sizes on special production order. *Available on factory order: Spec. MIL-W-76A, Types LW &" HF with above coverings. 
We are also prepared to furnish wires to UiUtary Specifications MIL-W-1687A-Types B, C, D, E, EE, FF, N. Quoted on request. Write for the Rome Cable 
Corporation TR-5 catalogue, complete with Military Specifications for Electl"onic Instrumentation and SUb-Miniature Wires. l\rulti~Conductor and Co-Axial 
Cables. Underwriter's Laboratory Approved-Rome High Temp(1tj-Rome SynthinoI(R)-Registered®. 

Rome Synthinol A ROME CABLE PRODUCT 

THERMOPLASTIC INSULATED HOOK·UP WIRE 

= 
ZQ 

Rome Synthinol is a polyvinyl chloride type of thermo­
plastic insulation impervious to oils. acids, alkalies, 
moisture and tlame, and Approved by Underwriters' 
Laboratories where exposed to temperatures not exceed­
ing 80 0 Centigrade. 

U /L Voltage Rating - 300 Volts Max. 
Single and Two~Conductor Twisted Cable: 

Color Coded 

Rome Synthinol is specially designed for the chassis and 
sub~chassis wiring of radio and television receivers and 
transmitters as well as all other types of electronic equip­
ment. It has physical and electrical characteristics of 
unusual permanency. 

Typical Test Results 
Breal{down Voltage: 

1/64" Synthinol ............•... over 10000 volts 
1/32" Synthinol ................ over 18000 volts 

Insulation Resistance: 
1/32" Synthinol "" ...... over 5000 megohms feet 

STANDARD SPOOL PUT-UP: 25 FT., 100 FT., 500 FT., 1000 FT. Colors: Black, Blue, Brown, Green, Orange, Pink, 
Purple, Red, Slate, White, Yellow. 

CAT. SIZE NOM. INS. MAX.DIA. CAT. SIZE NOM. INS. MAX.DIA. 
NO. AWG. STRANDING THCKNS. VOLTS INCHES NO. AWG. STRANDING THCKNS. VOLTS INCHES 

801 22 Solid 1/64 300 .065 856 20 Solid 1/32 600 .104 
811 20 Solid 1/64 300 .071 861 18 Solid 1/32 600 .112 
841 18 Solid 1/64 300 .080 866 22. 7 x No. 30 1/32 600 .102 
821 22 7 x No. 30 1/64 300 .069 871 20 o x No. 30 1/32 600 .110 
831 20 10 x No. 30 1/64 300 .078 876 18 16 x No. 30 1/32 600 .ll9 
846 18 16 x No. 30 1/64 300 .085 881 20 2 condr. 10 x No. 30 .025 300 .170 
851 22 Solid 1/32 600 .097 

Rome Hi-Temp A ROME CABLE PRODUCT 

RUBBER INSULATED HOOK-UP WIRE 

Underwriters' 
a.pproved and labeled* 
for 75°C.-300 TOltS 

The result of extensive laboratory development and 
proved by a decade of service--Rome Hi-Temp is 
offered for radio and eJectronic circuits where resistance 
to moisture and heat is required. 

SPECIFICATIONS 
Conductors: Annealed tinned. solid or stranded copper 
conforming to A.S.T.M. Specification B 33 and/or 
Underwriters' Standards. 
In order to provide maximum flexibility and prevent 
unraveling of the strands a short lay stranding is used 
as follows: 

No. 22 Awg .. 33 inch max. 
No. 20 Awg .. 50 inch. max. 

Insulation: Rome Hi-Temp-. high quality, free-stripping heat-resistant rubber 
insulation approved by Underwriters' Laboratories. 

© U.c.P .. Inc. 

Typical Test Results 
Breakdown Voltage (1/32" Hi-Temp) ................................................ 10500 volts 
Insulation Resistance .................................................... Over 10000 megohms feet 
*Only factory length reels are furnished with U/L's labels. 

CAT. 
NO. 

901 
911 
921 
931 

STANDARD SPOOL PUT·UP: 
25 FT., 100 FT., 500 FT., 1000 FT. 

INSULATION 
SIZE STRANDING THICKNESS 

No. 22 Solid 1/32" 
No. 20 SoUd 1/32" 
No. 22 7 x No. 30 1/32" 
No. 20 10 x No. 30 1/32" 

DIAMETER 
(INCHES) 

.075 

.086 

.085 

.090 
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SECTION 6000 

CONSOLIDATED WIRE AND ASSOCIATED COMPANIES 
4tf7Ari?~I~---s-EN-D--FO-R-C-O-M-P-LE-TE--CA-T-A-LO-G-----------------C-HI-C-A-G-O-,-IL-Ll-N-O-IS---

MULTlP'LE CON'DUCTOR COTTON 

BRAIDED CABLE 

FOR SPEAKERS, TESTERS, 

BAnERY HOOK-UP, ETC. 

SPECIFICATIONS: Tinned flexible copper; colored plastic insulation; 

bunched individual conductors; .heavy brown cotton braid overall; color 
coded. Size 20; Stranding 10x30; Insulation Thickness lil' 

TYPE 
NO. TYPE 

FINISHED 
0.0. (Inches) 

TYPE 
NO. TYPE 

FINISHED 
0.0. (Inches) 

1481 1 condr. . 150 1487 7 condr . .275 

1482 2 condr. . 175 1488 8 condr . .300 

1483 3 condr. . 200 1489 9 condr . .310 

1484 4 condr. . 275 1490 10 condr . .325 

1485 5 condr. . 250 1494 11 condr . .335 

1486 6 condr. . 260 1495 12 condr . .350 

MULTIPLE CONDUCTOR 

_ •• ~ TINNED COPPER 

-- SHIE'LD CABLE 
SPECIFICATIONS: Tinned flexible copper, 912E20, Stranding 10x30-lil' 

plastic Insulation, color coded, Braided tinned copper shield. 

TYPE 
NO. 

1471 

1472 

1473 

1474 

1475 

1476 

1477 

ANALYZER CABLE 

TYPE 

1 conductor 

2 conductors 

3 conductors 

4 conductors 

5 cond uctors 

6 conductors 

7 conductors 

FINISHED 
0.0,. (Inches) 

.110 

.190 

.200 

.220 

. 235 

.250 

.265 

SPECIFICATIONS: Extra flexible tinned copper; plastic insulation; color 

coded; Brown cotton braid overall. 

TYPE SIZE 

1501 8 condr. 2·14 

6·18 

1502 9 cnodr. 2·14 

7·18 

lEST PROD WIRE 

INSULATION FINISHED 
STRAND- THICKNESS 0.0. 

ING (In,ches) (Inches) 

41 x 30 .300 

16 x 30 

41 x 30 .320 

16x 30 

A Specially Constructed High Grade Wire For Use On Laboratory Test 
Equipment, Bench Analyzers, Etc. 

SPECIFICATIONS: Extra flexible tinned copper; cotton wrap; red or black; 
live rubber insulation. 

.1001 5,000 volts 20 41,x36 .043 .140 

1006 1 0,000 va Its 18 65x36 .088 .230 
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NO. 

1386 

1387 

1388 

1389 

1390 

1391 

1392 

1393 

1394 

1395 

1396 

1397 

1398 

1399 

NO. 

3845 

3841 

3831 

3821 

3815 

3816 

3817 

3818 

3819 

3846 

3847 

3848 

SHIELDING AND BONDING 'CABtE 

DESIGNED FOR SHIELDING INSULATED 
WIRES AND CABLES •.. BONDING AND 

MANY OTHER USES 

APPROX. 
1.0. 

:Va" 

%" 
%" 

1" 

STANDARD SPOOL PUT-UP: 
50 FT., 100 FT., 250 FT., 1000 FT. 

SIZE & 
NUMBER 

OF WIRES 

24x 36 

24x 36 

48 x 36 

72 x 36 

96x 36 

120 x 36 

168 x 36 

288 x 36 

386 x 36 

396 x 36 

832 x 36 

832 x 36 

832 x 36 

912 x 36 

APPRO~. 

AWG. 

24 

23 

19 

18 

18 

15 

14 

11 

10 

10 

7 

7 

7 

7 

CARRYING 
CAPACITY 

IN AMPERES 

7 

7 

12 

14 

15 

23 

30 

50 

55 

61 

80 

80 

84 

105 

lINN'ED COPPE,R BUS BAR WIRE 

SOLID SOFT DRAWN COPPER AND BRIGHTLY 
TINNED FOR ALL TYPES OF SOLDERING 

CONNECTIONS AND OTHER APPLlC.ATIONS 
STANDARD SPOOL PUT-UP: 100 FT., 1000 FT • 

NOMINAL 
DIAMETER 

.129" 

.102" 

.082" 

.064" 

.051" 

.040" 

.032" 

.025" 

.020" 

.016" 

.013" 

.010" 

SIZE 
SOLID 

8 

10 

12 

14 

16 

18 

20 

22 

24 

26 

28 

30 

CIRCULAR 
MIL. AREA 

16510 

10380 

6530 

4110 

2583 

1624 

1022 

642 

404 

254.1 

159.8 

100.5 

LEAD COVER-EO CABLE 

FOR FREEDOM FROM INTERFERENCE, CORROSION AND l>AMPNESS. 

SPECIFICATIONS: Tinned copper wire; heavy rubber insulation and cotton 
braid; heavy lead shield. 

1453 2 condo 18 Solid 240 x .200 

1454 3 condo 18 Solid .420 

© U.c.P., Inc, 



SECTION 6000 

_C_O_N_SO_Ll_D_A_T_ED __ W_I_R_E _A_N_D_A_S_SO_C_IA_T_E_D_C_O_M_P_A_N_I_ES __ ~ltIlIDltlb 
SEND FOR COMPLETE CATALOG CHICAGO, ILLINOIS ___ • I ...... 

ELECTRICAL CORDAGES 
UNDERWRITERS APPROVED 

PLASTIC HANDYCORD 
CENTERSTRIP 

CONSOllO .... TEO .. 

RUBBER SHEATHED 
SERVICE CORD 

UNDERWRITERS APPROVED 

A 

SPECIFICATIONS AND APPLICATION 

Extra flexible bare copper cotton served. 1/32" 
rubber insulation color coded conductors cabled 
with fillers, cotton wrap and black, tough rub­
ber jacket. 

For all electronic equipment, household appli­
ances, garden and power to·ols. 

NEOPRENE SHEATHED 
SERVICE CORD 

UNDERWRITERS APPROVED 

SPECIFICATIONS AND APPLICATION 

Same specifications as 4200 Series except black 
Neoprene jacket. 

For all types of equipment exposed to oils, acid 
and excessive moisture. 

HEATER CORD 

Colors: Black and White Marker. 

© U.c.P., Inc. 

SUPPLIED ON ATTRA.CTIVE TRI·COLOR 
LITHOGRAPHED METAL S·POOLS 

STANDARD SPOOL PUT.UP: 25 FT., 50 FT., 100 FT., 250 FT., 
500 FT., 1000FF. 

NO. OF SIZE U. L. STRAND- NOM. INS. NOM. 
NO. CONDo AWG. TYPE ING THICKNESS O. D. 
4072 2 18 SP(P.O.S.J.) 41 x 34 1/64" .235 x .130 
4074 2 16 SP(P.O.S.J.) 65 x 34 1/32" .300 x .160 

Colors: Black, Brown, White, Gray. 

STANDARD SPOOL PUT·UP: 25 FT., 50 FT., 100 FT., 
250 FT., 500 FT., 1000 FT. 

4077 2 18 SPT(P.O.T.) 41 x 34 1/64" .235 x .130 
4079 2 16 SPT(P.O.T.) 65 x 34 1/32" .300 x .160-

Colors: Black, Brown, White, Gray. 

STANDARD PUT·UP: 25 FT., 50 FT., 100 FT., 250 FT. 

CURRENT 
NO. OF SIZE U. L. CARRYING VOLTAGE NOM. 

NO. CONDo AWG. TYPE CAPACITY RATING O. D. 
4202 2 18 SV 5 Amps. 300 .250" 
4207 2 18 SJ 5 Amps. 300 .310" 
~12----~3----~1~8c----~S~J----5~A~m~ps~.--~300~----~.3~45~"-

4214 4 18 SJ 5 Amps. 300 .360" 
~17~----2~----~'67-----~~~--~7~A~m~p~s~.--~3~00~--~.3~4~0'~' 

4222 3 16 SJ 7 Amps. 300 .37S" 
4224 4 16 ~ 7 Amps. 600 .395" 
4227 2 18 5 5 Amps. 600 .390" 
4232 3 18 5 5 Amps. 600 .405" 
4234;------'4------;;,ft8----~S-----5-::--.A-m-'-p-s.----;-,60;-0"-----.-..435" 

4237 2 16 S 7 Amps. 600 .410" 
4242 3 16 5 7 Amps. 600 .430" 
4244 4 16 5 . 7 Amps. 600 .485" 
4247 2 14 5 15 Amps. 600 .540" 
4252 3 14 5 15 Amps. 600 .560" 
4254 4 14 5 15 Amps. 600 .605" 
4257 2 12 5 
4262~----~3------;;,~2----~5----~20~A-m-ps-.--~6O~0----~.63~5~" 

4264 4 12' 5 20 Amps. 600 .665" 
~----2~----~,0~----~S----~25~Am~p~s~.---6~0~0----~.764O~" 

4272 3 10 5 25 Amps. 600 .690" 
4274~----'4------;;,~0----------ft25~A-m-'-ps-.--~60~0----~.~ .. 5~"-

STANDARD PUT.UP: 25 FT., 50 FT., 100 FT., 250 FT. 

4307 2 18 SJO 5 Amps. 300 .310" 
4312~----~3----~18~--~S~JO~--~5~A-m-p~s-.--~3~00~----~.3 .. 45~"-

4314 4 18 5JO 5 Amps. 300 .360" 
4317 2 16 SJO 7 Amps. 300 .340" 

~4=32~2----~3~--~1~6----~S~JO~--~7~A~m~p~s.--~300·~----~.37S' 

4324 4 16 SO 7 Amps. 600 .395" 
4327 2 18 50 5 Amps. 600 .390" 
4332 3 18 SO 5 Amps. 600 .405" 
4334 4 18 SO 5 Amps. 600 .43S' 
4337 2 16 SO 7 Amps. 600 .410" 
4342 3 16 SO 7 Amps. 600 .430" 

~43~4~4----~4 __ --~16~--~S~0~--~7~A~m~p=s~.--~6~00~----.~48~5~" 
4347 2' 14 50 15 Amps. 600 .540" 

---:4::;c35:;;;2----~3~--~1~4--------=S-::::0------;:,-=-5---,A~m--'-p-s.----;-:1i0~0:---· .560" 

4354 4 14 SO 15 Amps. 600 .605i' 
4357 2 12 SO 20 Amps. 600 .605" 
4362 3 12 SO 20 Amps. 600 .635" 
4364 4 12 :;0 20 Amps. 600 .665" 
4367 2 10 SO 25 A 600 .640" 

4372 3 10 :;;50~--~25~A::.:::co::::-:::.:-=--=--=--OC6~0~0'=.-=--=--=--=-~.6~9O~",---
-----,;.;~37;-;4------4;-------;,:A0------SO 25 Amps. 600 .745" 

NO. 
4087 
4092 

STANDARD SPOOL PUT·UP: 100 FT., 250 FT. 

NO. OF 
CONDo 

2 
2 

SIZE 
AWG. 

16 
18 

U. L. 
TYPE 
HPD 
HPD 

STRAND. NOM. INS. 
ING THICKNESS 

65 x 34 1(32" 
41 x 34 1/32" 

NOM. 
O.D. 

.275 

.250 
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I SECTION 6000 I 

·IGcl ELECTRONIC COMPONENTS 
ELECTRONICS 

O® 
Q l 

® 

(A) G-C INSULATING CAMBRIC-Dry 
yellow varnished cambric for field 
coils, transformers, chokes, re­
sistors, motors, etc. 
Cat. No. 549 .010"-Roll 

over 210 sq. in. Net $ .78 
(B) G-C LAMINATED PHENOLIC PLAS­
TIC PANELS-Black laminated pan­
els. 31,' thick stock. Black color. 
Cat. No. 590 6"x6"x31,' Net $ .42 

591 6"x12"x31,' .82 
592 12"x12"x31.' 1.58 

(C) G-C FYBEROID FISH PAPER-Fish 
paper has many uses around the 
shops for repair jobs where elec­
trical insulation is required. 
Cat. No. 560 .010"-240 

sq. in. roll Net $ .45 
(D) G-C BATTERY CONNECTOR STRIP 
-Used for connecting 67lf2 volt 
"B" batteries, such as Eveready 455, 
466; Burgess XX30, XX45. 
Cat. No. 8115 Net $ .18 
(E) G-C SHIELDED PHONO PICK-UP 
WIRE-Handy packages of shielded 
phono pick-up wire, very handy for 
new installations or replacements. 
Cat. No. 1738-E Envelope 

Net $ .38 
(F) G-C AC-DC INDOOR ANTENNA 
WIRE-Antenna lead wire for in­
door type AC-DC sets. Flexible cop­
per wire covered with brown plas­
tic insulation. 
cat. No. 840 25 Ft. coil 

Net $ .37 

(A) G-C STREAMLINE ATTACHMENT CAP 
-Made of rubber. Brass blades. Spring 
type. U.L. approved. 
Cat. No. 865 Net $ .23 

(B) G-C SPRING ACTION CAP-Heavy­
duty type. Made of rubber. Brass 
blades. U.L. approved. 
Cat. No. 861 Net $ .17 

(C) G-C SPRING ACTION CAP-Flat 
plastic type. Brass blades. U.L. ap-
proved. Cat. No. 860 Net $ .17 

(D) G-C ANGLE PLUG-Plastic angle 
plug that assembles in a jiffy. It has 
no screws and requires no soldering. 
Cat. No. 8360-E Brown Net $ .30 

8361-E Ivory .30 

(E) SERVICEMAN'S CHEATER CORD­
Special "cheater cord" fOr extending 
the standard interlock safety cord 
supplied with the TV set. 
Cat. No. 8948 Net $ .87 

(F) INTERLOCK CABLE CORD-Replace­
ment cord for RCA, Philco, G-E, Ad­
miral and others. 
Cat. No. 8200 Reg. TV Cord Net $ .48 

8201 Spec. Zenith Cord .70 

(G) G-C 300-0HM LINE PROTECTIVE 
TUBING-Clear plastic tubing will 
fit over 300-ohm flat lines and will 
protect the line from grounding 
and rubbing on corners of buildings, 
eaves, etc. It actually protects and 
waterproofs the line. 
Cat. No. 625 Box of 8 ft. 

Net $ .75 
626 250 ft. coil 15.90 
627 1000 ft. 59.33 

(H) G-C ALLIGATOR-CLIP INSULATORS 
-High quality vinyl plastic insula­
tors fit all alligator clips. Positive 
insulation against grounding and 
shock. 
Cat. No. 9376 Red Net $ .07 

9376-C 4.50 
9377 Black .07 
9377-C 4.50 

(J) G-C GENFLEX PLASTIC TUBING­
High grade extremely flexible plastic 
tubing for radio and electronic in­
sulation work. Highly resistant to 
cold or heat. High dielectric 
strength, average 8,000 volts. 
Colors: Black, Red, Green and Clear 
(Specify Color). 
Cat. No. 603 18 B-S Gauge, .042 

I.D., 20 ft. Pack­
age Net $ .82 

605 16 B-S Gauge, .053 
I.D., 20 ft. Pack­
age Net $ .82 

607 14 B-S Gauge, .066 
I.D. 20 ft. Pack­
aga Net $ .82 

NEW G-C 

INSULATING 

TUBING 

OF TEFLON" 

609 12 B-S Gauge, .085 
I.D., 20 ft. Pack­
age Net..$ .82 

611 10 B-S Gauge, .106 
I. D., 15 ft. Pack­
age Net..$ .82 

613 8 B-S Gauge, .133 
I.D., 15 ft. Pack­
age Net..$ .82 

616 6 B-S Gauge, .166 
I.D., 10 ft. Pack­
age Net..$ .82 

617 4 B-S Gauge, .208 
I.D., 10 ft. Pack­
age Net..$ .82 

620 2 B-S Gauge, .263 
I.D., 10 ft. Pack­
age Net..$ .82 

G-C PLASTIC TUBING KITS -
Handy kits of assorted colors and 
sizes. Ideal for experimenters and 
servicemen. 
Cat. No. 635 Kit of 25 ft. as­

sorted. Sizes 18 
to 10 Genflex Tub­
ing. Net $ .82 

(L) G-C ASSORTED SPAGHETTI KIT­
An assortment of 7)/," lengths of 
spaghetti sleeving. 26 lengths to the 
kit. Sizes include from No. 17 wire 
to %" I.D. 

Feet Per 
Part No. Spool Color 

7980-7 10 Nat 
7980-7C 100 Nat 
7980-1 10 Red 
7980-1C 100 Red 
7980-4 10 Blue 
7980-4C 100 Blue 
7981-7 10 Nat 
7981-7C 100 Nat 
7981-1 10 Red 
7981-1C 100 Red 
7981-4 10 Blue 
7981-4C 100 Blue 
7982-7 10 Nat 
7982-7C 100 Nat 
7982-1 10 Red 
7982-1C 100 Blue 
7982-4 10 Nat 
7982-4C 100 Blue 
7983-7 10 Red 
7983-7C 100 Nat 
7983-1 10 Red 
7983-1C 100 Red 
7983-4 10 Blue 
7983-4C 100 Blue 
7984-7 10 Nat 
7984-7C 100 Nat 

-Exceptionally tough and flexible. 7984-1 10 Red 
7984-1C 100 Red 

Withstands temperatures from 450' 

below zero F. to SOO' above zero F. 

Will not melt near solder jOints. Out­

standing dialectric properties-zero 

moisture absorption. Chemically inert. 

Completely weatherproof. Wires can 

be inserted much more easily than in 

any other tubing. 

"Registered trademark Du Pont Co. 

7984-4 
7984-4C 
7985-7 . 
7985-7C 
7985-1 
7985-1C 
7985-4 
7985-4C 
7986-7 
7986-7C 
7986-1 
7986-1C 
7986-4 
7986-4C 
7987-7 
7987-7C 
7987-1 
7987-1C 
7987-4 
7987-4C 

10 Blue 
100 Blue 
10 Nat 

100 Nat 
10 Red 

100 Red 
10 Blue 

100 Blue 
5 Nat 

100 Nat 
5 Red. 

100 Red 
5 Blue 

100 Blue 
5 Nat 

100 Nat 
5 Red 

100 Red 
5 Blue 

100 Blue 
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Cat. No. 550 Kit of 26 Lengths. 
Net..$ .40 

(M) SPAGHETTI AND SLEEVING AS­
SORTMENT-A variety of sizes and 
colors are Included of high grade 
varnish tubing. Put up in attractive 
box. 
Cat. No. 551 Net $ .90 

. (N) G-C SPAGHETTI IN BOXES-Best 
grade varnished tubing put in con­
venitmt 20-ft. lengths. Will fit wire 
from No. 12 to No. 18. Colors: Black, 
Red, Yellow, Green and Blue. 
Cat. No. 499 Net $1.23 
(0) G-C RADIO SPAGHETTI-High 
grade spaghetti for radio-television 
work. Average dielectric strength 
4000 volts. Very flexible. Smoothly 
coated with best grades of varnish. 
Material is approved by A. S. T. M. 
Colors: Black, Brown, Red, Green 
and Yellow (Specify Color). 30" 
Lengths. 
Cat. No. 500 No. 20, fit 20 wire 

Gauge 

24 
24 
24 
24 
24 
24 
22 
22 
22 
22 
22 
22 
20 
20 
20 
20 
18 
20 
20 
18 
18 
18 
18 
18 
16 
16 
16 
16 
16 
16 
14 
14 
14 
14 
14 
14 
12 
12 
12 
12 
12 
12 
10 
10 
10 
10 
10 
10 

Net $ .13 
503 No. 17, fit 18 wire .15 
506 No. 14, fit 14 wire .17 
508 No. 12, fit 12 wire .17 
512 Va" I.D. .23 
515 ~6' I.D. _23 
518 1/4" I.D. .37 
521 %" I.D. (resist. size) 

.63 
522 U"I.D. Red & Black 

.73 
523 )/," I.D. Red & Black 

.97 

1.0. Wall Dlr. Net 
(Inches) Thickness Per Spool 

.022 .010 .$ 1.33 

.022 .010 9.75 

.022 .010 1.33 

.022 .010 9.75 

.022 .010 1.33 
.022 .010 9.75 
.027 .012 1.47 
.027 .012 12.43 
.027 .012 1.47 
.027 .012 12.43 
.027 .012 1.47 
.027 .012 12.43 
.034 .012 1.83 
.034 .012 18.27 
.034 .012 1.83 
.034 .012 18.27 
.042 .012 1.83 
.034 .012 18.27 
.034 .012 2.23 
.042 .012 20.88 
.042 .012 2.23 
.042 .012 20.88 
.042 .012 2.23 
.042 .012 20.88 
.053 .012 2.65 
.053 .012 25.02 
.053 .012 2.65 
.053 .012 25.02 
.053 .012 2.65 
.053 .012 25.02 
.066 .012 2.92 
.066 .012 28.38 
.066 .012 2.92 
.066 .012 28.38 
.066 .012 2.92 
.066 .012 28.38 
.085 .014 1.83 
.085 .014 34.28 
.085 .014 1.83 
.085 .014 34.28 
.085 .014 1.83 
.085 .014 34.28 
.106 .014 2.17 
.106 .014 39.53 
:106 .014 2.17 
.106 .014 39.53 
.106 .014 2.17 
.106 .014 39.53 
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SECTION 6000 

lIIumitronic has the 

most complete line 

of PLASTIC ROD, 

TUBING and SHEET. 

Also HARNESSING 

and CABLING 

materials: 

Spiral Wrap is spirally cut plastic tubing with many uses. It is ideal for bundling wires into compact and flexible cables. 
Spiral Wrap is also used to prevent abrasion, to insulate, and to hold wires, cables and tubing, etc. Spiral Wrap is 
available in 5 types of plastic-each with properties for specific applications. For general purpose applications 
Polyethylene Spiral Wrap (SWP) is recommended. It will withstand temperatures to 220°F. Nylon Spiral Wrap 
(SWN) is tough and has excellent abrasion characteristics along with excellent temperature characteristics to 300°F. 
Rulon Spiral Wrap (SWR) is intended fer applications where a flame-retardant material is required. Both Irradiated 
Polyethylene (SWI) and Teflon Spiral Wrap (SWT) have extremely good temperature characteristics. SWT will stand 
temperatures to 500°F. Teflon Spiral Wrap also has chemical inertness and is non-burning. 

NET/FT NET/lOO FT 
NEW NO. I OLD NO. 00 WALL COLOR 1-99' 100-999' 1000-UP 
POLYETHYLENE 
SWP-1/8 197-2 1/8 .031 1 .05 3.60 3.00 

3/16 -3 3/16 .031 1 .07 5.30 4.95 
-1/4 -4 1/4 .058 1,2,3,4 .08 6.00 5.55 
-1/4XT -4A 1/4 .032 1 .08 5.80 5.25 
-3/8 -6 3/8 .058 1,2,3,4 .13 9.50 8.40 
-.1/2* -8 1/2 .058 1 .16 14.50 13.00 

NYLON 
SWN-1/8 193-2 1/8 .016 1 .09 7.50 6.90 

-1/4 -4 1/4 .030 1 .16 15.50 14.60 
-3/8 -6 3/8 .030 1 .38 36.40 35.10 
-1/2* -8 1/2 .030 1 .45 44.00 43.00 

FLAME RETARDANT (RULAN) 
SWR-1/4, 1198-4 r 1/41.058 1.2 .10 9.00 7.90 

-3/8 -8 3/8 .058 1.2 .15 13.00 11.40 
I I I 

IRRADIATED POLYETHYLENE 
SWI-l/4 196-4 1/4 .058 2 .58 54.00 44.60 

TEFLON" 
SWT-l/8 199-2 1/8 .030 1 1.35 117.00 

-1/4 -4 1/4 .030 1 1.50 139.00 
-3/8 -6 3/8 . 030 1 2.95 . 261.00 
-1/2 -8 1/2 .038 1 4.20 380.00 

AGGREGATION: Sizes, colors and types may be aggregated. AVAILABLE IN 3' (IO/Box) 

COLOR: I-Natural (white), 2-Black, 3-Red, 4-Blue. 
Black polyethylene is excellent for outdoor. use. 
Additional colors and sizes available on request. 

·*Available in 3' and 25' lengths subject to plus or minus 10% 
*1/2" o.d. available in 3', 25', 100' and 250' spool. 

25' (l/Box) 
100' Spool 
500' Spool 

illurnilronic engineering 
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SECTION 6000 

PROPERTIES 

Temperature rating ............. !05°e 

Flexibility (low temp.) .••.•....•. -30oe 

Dielectric Strength •..•..•... 800 V!Mil 

Flammability ....•....•. non-flammable 

Tensile Strength·. " ••...•...• 2500 PSI 

STANDARD COLORS: 

Clear, Rlack, Red, Yellow, Green, Blue, Brown, 
White, Orange, Violet. 

lIIumltronic has the 

most complete line 

of PLASTIC ROD, 

TUBING and SHEET. 

Also HARNESSING 

and CABLING 

materials: 

SLV-105 conforms to spec. MIL-
1-631C, grade C, ASTM-D876, ASTM­
D9222 and is U!L approved. 

Sizes #24 thr •. ! #1 Available in all standard colors 
Sizes 0 thru 2 1/2:' available in clear and black. 

QUANTITY PP,ICE 
IF PURCEASED IN LE"'GTHS 
SHOWN, 'SIZES N1A~ 3E AGGREGATED 

OLD# VI05 SHORT LENGTHS 
NET PER 1000 PT 

NET PER LENGTH LESS 
THAN 1000'- 5000'-

CAT # SIZE lD WALL 25' 50' 100' 500' 1000' 49Q9' & over 

SLY 105 - 24 .022 .012 1.96 8.80 1000 16.10 13.00 10.80 
- 22 .027 .012 1.97 8.85 1000 16.20 13.10 10.90 
- 20 .034 .016 2.0. 8.98 1000 16.60 13.40 H.1O 
- 19 .038 .016 2.06 9.30 1JOO 17.10 13.50 11.30 
- 18 .042 .016 2.08 9.40 :JOO 17.30 13.BO 11.40 
- 17 .047 .016 ~:~~ ~:~~ - 16 .053 .016 

--rollU 17.60 14.00 11.50 
1000 IB.50 14.60 12.10 

- 15 .059 .al6 2.27 9.90 1000 19.20 14.90 12.30 
-14 .066 .016 2.34 9.95 SOC 19.90 15.40 12.80 
- 13 .076 .016 1.37 2.39 10.20 SOO 20.40 16.00 13.10 
- 12 .085 .016 1.42 ~:~~ ~~:~~ -Il .095 .016 1.46 

500 21.40 16.60 13.S0 
500 22.10 17.20 14. SO 

- 10 .106 .016 1.51 2.66 1l.55 500 23.10 IS.50 15.50 
- 9 .IlB .020 1.92 3.49 15.70 50t' 31.40 24.60 20.S0 
- 1/8 .125 .020 2.00 3.65 16.85 500 33.B5 26.55 22.25 
- 8 .133 .020 2.0~ ~:9~ ~~:r~ I - 7 .148 .020 2.16 

@ 33.90 26.60 22.30 
500 36.20 2B.30 23.50 

- 6 .166 .020 2.31 4.26 19.55 500 39.10 30.20 25.10 
- 5 .J1l6 .020 2.47 4.58 21.15 20::' 42.30 32.30 26.BO 
- 4 .208 .020 2.64 4.93 20C 45.80 34.70 28.40 
- 3 .234 .0.20 2.8u ~ .. ~ ~Oo 49.00 36.90 30.40 
- 1/4 .250 .020 2.95 5.55 200 53.35 39.95 33.1S 
- 2 .263 .020 3.02 5.69 200 53.40 40.00 33.20 
- 1 .294 .020 3.24 6.12 200 57.70 43.10 35.60 
-5116 .312 .025 4.07 7.79 2CO 62.30 46.40 3K.QO 
- 0 .330 .020 3.47 6.58 _. -200 

74.40 55.40 46.40 
- 3/8 .375 .025 2.40 4.65 8.59 lOG 8S.90 64.10 'i4.90 
- 7/16" .438 .025 2.66 5.18 9.65 100 96.50 72.50 62.00 
- 1/2 .500 .025 2.91 5.67 10.64 100 106.40 80.70 6S.7Q 
- 9116 .562 .030 3.79 7.44 SO 141.70 107.70 90.70 
- 5/8 .625 .030 4.08 H.UU ---51.'" 153.00 117.30 ~8.30 

- 3/4 .750 .035 5.53 10.91 'i0 211.20 160.90 134.~O 
- 7/B .875 .035 6.19 12.22 SO 237.40 183.HO 153. III 
-I" 1.000 .035 6.B8 13.62 50 265.30 205.20 170.UO 
- 1 1/8 1.125 .040 8.70 25 347.90 265.H1 219.70 
- 11/4 1.2SO .040 9.20 25 367,80 2H5.80 238.0 0 
- 13/8 1.375 .040 9.83 2~ 393.10 302.QO 253.3Q 
- 1 1/2 1.500 .045 11.92 25 470.70 367.8~ 311.10 
- 13/4 1.7SO .055 14.86 25 SQ4.30 461.11) 392.70 
- 2" 2.000 .060 20.42 25 816.70 626.20 531.20 
- 2 1/4 2.2';0 .065 24.28 25 971.00 738.KO 62~.20 
- 21/2 2.500 .070 28.78 -~~ 1 IS1.20 873.(X) 740.60' 

SLV lOS-S1 2S Assorted I' Lengths, Assorted colors (up to "0")......... .99 
SLV lO~-S2 10 Assorted 1"L£>ngths, Assorted colors (1/4 to 1") ............. 1.49 

illurnilroni·c engineering 
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SECTION 6000 

lIIumitronic has the 
most complete line 

of PLASTIC ROD, 
TUBING and SHEET. 

Also HARNESSING 

and CABLING 
materials: 

lIfumitronic Teflon sleevlng Is used extensively where temperoture extremes exist. This material will withstand temper­
otures of from minus 450° to 500°F. The material is chemicolly inert-is completely weatherproof-has excellent 
dielectric strength (480)-extremely low water absorption-is nan-burning-and has a low coefficient of friction. 

SHOR T LENGTHS MIN. LGTH. STANDARD FULL LENGTHS 
TO 

NET/IOO FT COST PER LENGTH AGGREGATE 

D 200'- 500'-
NO. 10 WALL* 10FT 50FT 100FT 4~9' & Over 

SLT -30 .012 .009 1.24 4.95 8.25 200 5.50 4.65 
-28 .015 .009 1.31 5.22 8.70 200 5.80 5.05 
-26 .018 .009 1.31 5.22 8.70 200 5.80 5~20 
-24 .022 .012 1.31 5.22 8.70 200 5.80 5.20 
-22 .027 .012 1.67 6.66 11.10 200 7.40 6.30 
-20 .034 .012 2.45 9.81 16.35 200 10.90 9.25 
-19 .038 .012 2.68 10.67 17.78 200 11.85 10.00 
-18 .042 .012 3.01 12.02 20.03 200 13.35 11.40 
-17 047 .012 3.25 13.01 21.68 200 14.45 12.40 
-16 .053 .012 3.58 14.31 23.85 200 15.90 12.90 
-15 .059 .012 3.66 14.63 24.38 200 16.25 13.55 
-14 .066 .012 3.93 15.71 26.18 200 17.45 14.55 
-13 076 .012 4.29 17.15 28.58 200 It).05 15.75 
-12 .085 .012 4.61 18.45 30.75 200 20.50 16.95 
-ll .095 .012 S.11 20.43 34.05 200 22.70 18.80 
-10 .l06 .012 5.32 21.29 35.48 200 23.65 19.40 
- 9 .118 .015 6.41 25.65 42.75 200 28.50 26.10 
- 8 .133 .015 7.08 28.31 47.18 200 31.45 28.85 
- 7 .148 .015 7.70 30.78 51.30 200 34.20 31.60 
- 6 .166 .015 8.33 33.30 55.50 200 37.00 33.95 
- 5 .186 .015 9:15 36.59 60.98 100 40.65 37.35 
- 4 .208 .015 10.01 40.05 66.75 100 44.50 40.80 
- 3 .234 .015 10.93 43.70 72.83 100 48.55 44.80 
- 2 .263 .015 12.41 49.64 82.73 100 55.15 50.65 
- 1 .294 .015 13.86 55.44 92.40 100 61.60 56.50 
- 0 .330 .015 15.35 61.38 102.30 100 68.20 62.50 

Aggregation: Sizes may be aggregated if purchased in standard full lengths shown 
above. 

*To1erances: #30-#22 .002" 
#20-#10 .003" 
# 9-# 0 .004" 

. "May not be continuous 

Standard Color: Natural (White) - other colors on request. 

illurnitronic engineering 
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SECTION 6000 

ZIPPER TUBING 

• MAKE YOUR OWN CUSTOM 
CABLES 
As many conductors and types as 
you want-group them together 
-zip it up. 
No expensive minimums. 
You can make exactly what you 
want! 

• MAKE YOUR OWN SHIELDED 
CABLES 
Provides a jacket and a shield 

. for wires in one application. 
Gives 100% coverage and pro­
vides equal or better than any 
other type of shielding. Ideal for 
Hi-Fi shielding. 

• CUTS TIME 
Applies in seconds. 
No pulling - tugging. 

available from 3fs" through 4" diameter 
in the following types: 

Type Z-63 meets MIL-I-631 C 
available in both 020" wall 

and 040" wall 

Type Z-74 meets MIL-I-7444 
available in both 020" wall 

qnd 040" wall 

Type ZYA-a Yinyl Aluminum 
Shielded Zipper Tubing 

Type ZYG-a Yinylglass 
Zipper Tubing 

illurnilronic 
sunnyvale, 
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ETHYL CELLULOSE CLAMPS 
The Ethylene Cellulose Clamps are tough and will withstand 
moisiure, age and vibration and eliminate corrosion. They 
can be used within a temperature range of from _40°F 
to + 185°F. 

NEW # DlA. I OLD# 
100 PAK BULK PAK 

NET/lOO (NET/1000)· 

ETHYL CELLULOSE 
CLE - l/S 241E - l/S 1.4S 12.40 

- 3/16 - 3/16 1.53 12.S5 
- 1/4 - 1/4 1.63 13.70 
- 5/16 - 5/16 1.S0 15.15 
- 3/S . - 3/8 1.S9 15.90 
- 7/16 - 7/16 2.07 17.45 
- 1/2 - 1/2 2.20 18.55 
- 9/16 - 9/16 2.57 21.70 
- 5/S - 5/S 2.67 22.55 
- 11/16 - 11/16 2.95 24.90 
- 3/4 - 3/4 3.1S 26.75 
- 7/S - 7/8 3.32 27.95 
- 1 - 1 3.5S 30.20 
- 1 l/S - 1 1/8 3.82 32.25 
- 1 3/16 - 1 3/16 4.01 33.80 
- 1 1/4 - 1 1/4 4.09 34.45 
• 1 5/16 - 1 5/16 4.92 41.40 
- 13/8 - 1 3/8 5.48 46.10 
- 1 7/16 - 1 7/16 5.68 47.65 
- 1 1/2 - 1 1/2 6.09 50.84 

CLE - Sl (Assortment) 50 Pak 2.00/Pak 

NYLON CLAMPS 
Molded of DuPont "Zytel" 1 01 Nylon Resin, the Nylon Clamps 
will withstand severe temperatuie and mechanical condi­
tions. The wide temperature range is from -60°F to +300°F, 
along with strength and toughness and the fact that they do 
not suppor! combustion, allow Illumitronic Nylon Clamps to 
meet the most rigid specifications. 

NYLON 
CLN -1/8 241N - 1/8 2.24 18.75 

- 3/16 - 3/16 2.38 19.93 
- 1/4 - 1/4 2.58 21.75 
- 5/16 - 5/16 2.85 23.90 
- '3/8 - 3/8 3.00 25.22 
- 7/16 - 7/16 3.16 26.66 
- 112 - 1/2 3.36 28.36 
- 9/16 - 9/16 4.18 35.25 
- 5/8 - 5/8 4.90 41.25 
- 11/16 - 11/16 5.26 44.30 
- 3/4 - 3/4 5.56 46.80 
- 7/8 - 7/8 6.16 51.80 
- 1 - 1 6.35 53.50 

CLN - Sl (Assortment) 50 Pak 2.50/Pak 

·MINIMUM TO AGGREGATE - 500 EA SIZE 

engineering 
california 
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CAT. # WIDTH 

FLAT NYLON TAPE 
(500 YD. SPOOLS) 

* LTN-2 WHITE 3/32 
* LTN-2 BLACK 3/32 

DIAM. 

ROUND NYLON CORD 
(1# SPOOLS) 

* LCN-l WHITE .050 
* LCN-I BLACK • 050 

* LCN-2 WHITE .035 
* LCN-2 BLACK .035 

* LCN-3 WHITE .030 
* LCN-3 BLACK .030 

ROUND LINEN CORD 
(1# SPOOLS) 

* LCL-2 WHITE .035 
* LCL-2 BLACK .035 

ROUND VINYL CORD 
(1# SPOOLS) 

** LCV BLACK .060 

* MEETS MIL-T-713A 

SECTION 6000 

CLASS TEST YDS/SPOOL 

2 48# 500 YDS. 
2 48# 500 YDS. 

CLASS TEST YDS/PER # 

70# 550 YDS: 
70# 550 YDS • 

2 48# 750 YDS. 
2 48# 750 YDS. 

3 32# 1100 YDS. 
3 32# 1100 YDS. 

2 48# 450 YDS. 
2 48# 450 YDS. 

600 FEET 

lIIumitronic has the 

most complete line 

of PLASTIC ROD, 

TUBING and SHEET. 

Also HARNESSING 

and CABLING 

materials: 

COST PER THOUSAND YDS. 

10.86 
11.86 

COST PER ONE POUND SPOOLS 

5.40 
6.40 

5.40 
6.40 

5.40 
6.40 

3.75 
3.95 

3.95 

** ARMY-NAVY APPROVAL UNDER CERT. #ANEESA-13004, SPEC. 1-1-57 

illurnitronic engineering 
sunnyvale, california 
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SECTION 6000 

POLYSTRIP 
LOW VOLTAGE WIRING 

SPECIFICATIONS FOR POLYSTRIP CABLE 

INSULATION-IRC Type SE self-extinguishing, 
serviceable to 85°C. 

CONDUCTOR SIZE-.002" x .062" copper (equiv· 
alent to AWG 28). 

OVERALL WIDTH-Pl003-.330" 
Pl005-.630" 

NOMINAL THICKNESS-.009" - .010" 

CURRENT CARRYING CAPACITY -2 amps 
maximum 

VOLTAGE RATING-28 volts 

RESISTANCE-.066 ohms/conductor foot 

Dealer Kit #205 ... everything needed for one or 
more profit-proving installations. 

1-75-foot roll of 5 conductor POLYSTRIP cable 

1-75-foot roll of 3-conductor POLYSTRIP cable 

6-5PWR (splicing type) connectors for 5-con-
ductor cable 

2-5PWA (wirelead type) connectors for 5-con-
ductor cable 

6-3PWR connectors for 3-conductor cable 

2-3PW A connectors for 3-conductor cable 

1-50-foot roll of double-backed pressure tape 

I-Stripping tool 

POLYSTRIP CABLE AND ACCESSORIES 
All items in the Dealer Kit can be ordered Individually. 
Savings are possible through quantity orders. 

5·CONDUCTOR POLYSTRIP CABLE 

75·foot rolf 
250·foot roll 

Order Number 
PlOO!;j·75 
PI005·250 

3·CONDUCTOR POLYSTRIP CABLE 

CONNECTORS 

5PWR 5PWA 

75·foot roll 
250-foot roll 

3PWR 

PI003·75 
PI003·250 

3PWA 

Specially designed and manufactured to speed installation 
of POLYSTRIP. 

Supplied in packages of 10 and 100. 

D.OUBLE·BACKED TAPE 

For fast neat installations without marring 
walls. Supplied in 50·foot rolls. 

STRIPPING TOOL 

Removes insulation quickly for connector 
attachment. 

INSULATION REMOVAL 

There are several methods of removing Polystrip insulation utilizing heat, cutting or abrasion techniques. 
1. Thp. stripping tool is a fast, convenient insulation cutter. 
2. A de-soldering iron is an effective stripping tool which uses the heat technique. 
3. A similar heat method requires a 240°F. hot plate. 
4. Polystrip insulation may be cut with a sharp knife or razor blade. 
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I SECTION 6000 

Iff HG Coaxial Cables 

Type 

RG·6/U 
RG·8/U 
RG·8A/U 
RG·9A/U 
RG·9B/U 
RG-l0/U 
RG-l0A/U 
RG-ll/U 
RG-11A/U 
RG-12/U 
RG-12A/U 
RG-13A/U 
RG-14A/U 
RG-17/U 
RG-17A/U 
RG·18A/U 
RG-22/U 
RG-55/U 
RG-55A/U 
RG-55B/U 
RG-58/U 
RG-58A/U 

RG-58C/U 

ITT Polyethylene Dielectric RG Coaxial Cables are produced to meet rigid military 
specifications. The superiority and consistent uniformity of these cables' are the result of 
high engineering and quality control standards applied through each step of production­
from micrometer gauging of the center conductons to the final outer jacket. 

Nom. Nom. RMS Center Nom. Nom. RMS Center 
D.O. Imp. Test Volts Cond .• Type D.O. Imp. Test Volts Cond .• Ohms (X 10DD) Ohms IX 1000) 

COAXIAL CABLE 
.335 76 7 CW RG·59/U .242 73 7 cw 
.405 52 10 C RG·59A/U .242 75 7 cw 
.405 50 10 C RG·59B/U .246 75 7 cw 
.420 51 10 5 RG·62/U .242 93 3 cw 
.425 50 10 5 RG-62A/U .242 93 3 cw 
.475 50 10 C RG-62B/U .242 93 3 CW 
.475 50 10 C RG-63/U .405 125 3 cw 
.405 75 10 T RG-63B/U .405 125 3 CW 
.405 75 10 T RG-65A/U .405 950 3 C 
.475 75 10 T RG·71/U .250 93 3 CW 
.475 75 10 T RG-71A/U .250 93 3 cw 
.425 75 10 T RG-71B/U .250 93 3 cw 
.545 50 12 C RG-74A/U .615 50 12 C 

.870 52 22 C RG-79B/U .475 125 3 cw 

.870 50 22 C RG-l08A/U .235 78 2 T 

.945 50 22 C "RG-122/U .160 50 5 T 

.405 95 2 C RG-174/U .100 50 4.5 cw 
.201 53.5 5 5 RG-213/U .412 50 10 C 
.216 50 5 5 RG-214/U .412 50 10 5 
.206 53.5 5 S RG-218/U .870 50 22 C 
.195 53.5 5 C RG-219/U .945 50 22 C 
.195 52 5 T RG-223/U .216 50 5 5 

.195 50 5 T 

.-S-Silvered Copper; CW-Copperweld; 

C-Copper;T-tinned copper; 

Iff Teflon Coaxial Cables 
Teflon dielectric cable exhibits high dielectric strength and low dielectric constant. 
Teflon/s ability to withstand high temperature and exposure to gases and liquids 
accounts for its use where other cables prove inadequate. Fiberglas or Teflon jackets 
add to this cable/s resistance to abrasion, moisture and temperature. 

MIL Nom. Imp. Jacket Type !lhleld 0.0. of Center Cap. Max.Dp. 
Volts Number Ohms Oia. Jacket" 1st 2nd Olelectrict Conductor# ""f/ft. RMS 

RG-87A/U 50 .440" V(2) S S .285"TF 7/20S 29.5 5000 

RG-140/U 75 .241" V 5 .146"TF .025SCW 21.0 2300 

RG-141/U 50 .195" V 5 .116"TF .0359SCW 28.5 1900 

RG-141A/U 50 .195" V 5 .116"TF .039SCW 28.5 1900 

RG-142/U 50 .206" V 5 5 .116"TF .0359SCW 28.5 1900 

RG-142A/U 50 .206" V 5' 5 .116"TF .039SCW 28.5 1900 

RG-143/U 50 .325" V(2) 5 5 .185"TF .057SCW 28.5 ·3000 

RG-187/U 75 .110" VII S .063"TF 7/38SCW 19.5 1200 

RG-188/U 50 .110" VII 5 .060"TF 7/.OO67SCW 29.0 1200 

RG-195/U 95 .155" VII S .102"TF 7/38SCW 15.0 1500 

RG-196/U 50 .080" VII S .034"TF 7/38SCW 29.0 1000 

RG-211/U 50 .745" V(2) C .620"TF .190C 29.0 7000 

RG-225/U 50 .435" V(2) S S .285"TT 7/.03125 29.5 5000 

Note: Operating Temperature Limit.: Fiberglas, _55' C to +250' C; Teflon, _55' C to + 200' C· 'V-Fiberglas Braid; 
VII-Teflon: tTl-Teflon Tape; TF-Teflon. #S-Silver-coated copper;C-Copper; CW-Copperweld; SCW-Silver-coated 
Copperweld. . 

Iff DISTRIBUTOR PRODUCTS DIVISION 
INTERNATIONAL TELEPHONE & TELEGRAPH CORPORATION 

© U.c.P., Inc. 

We reserve the right to change specifications without notice. 

In inventory at your local ITT Distributor at OEM prices. 
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I SECTION 6000 I 
NATIONAL LOS ANGELES, CALIF • 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
WI R E & CAB L E CORPORATION See "File-O-Matic" 

for 
our complete line 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 
MULTIPLE 

CONDUCTOR 

CONTROL 

CABLES 
NATIONAL Multiple Conductor CODles are engineered and 
constructed to give maximum service and satisfaction. Can. 
ductors are of tinned copper strand with primary insulation of 
105°C Military Specification Thermoplastic. Insulated far 1000 
volts working valtage. 
Conductors are color coded using 10 standard basic colors plus 
spiral tracers on white. 
All conductors are planetary cabled and contra.helically laid 
with a Mylar tape serve over the cable complex to a 50% 
overlap. 

Nicopress connector 
sleeve Crimping Tool 

Actual Size 

National Connector Sleeves 

The overall jacket is a 105°C black Thermoplastic. 
Construction of conductors is to MIL·W 16878C Type C 
Specification. 

SHIELDED CABLES 
NATIONAL Multipie Conductor SHIEI.DEO"'CAllLES are to same 
specifications as above with addifi.on of tinned copper braided 
shield over cable complex to 85·90% coverage to MIL.C·7078A. 
STANDARD PUT·UPS: 500 Ft. and 1000 Ft. No Deposit Reels. 
Prices on Request ... 

NATIONAL 

OPENLINE 
DESIGNED FOR COMMERCIAL TV 

DISTRIBUTION SYSTEMS 
AND RF POWER TRANSMISSION 

Specifications: two inch spacing between conductors 
... 12 or 14 gao copperweld ... 470 or 500 ohm 
impedance ... attenuation: 1 SO mc' 0.25 DB PER 
100 FEET, AT 30 mc 0.1 DB per 100 FEET. Velocity 
factor 0.975 . . • copperweld steel for maximum 
strength and electrical stability, and to insure perma­
nent uniform performance ... Spreaders are brown 
polystyrene, spaced at average five foot intervals, 
staggered slightly to avoid spurious resonances. 

CATALOG #N-470.3OO: TAPERED LINE impedance matching 
transformer for 2 inch OPENLINE. Matches 470 ohm line 
to 300 ohms. (Not Shown) 

Charts showing the db loss per 1000 feet of NATIONAL OPEN· 
LINE with comparison to RG-8/U and RG-17/U. 

db LOSS per 34 
• feet f-" 

NATIONAL OPENLINE 
DOMESTIC TELEVISION LEAD-IN 

SOLID COPPER, FORMVAR COATED. 

Catalog #N.470.1 

I inch spacing between conductors ... Spreaders at 6 inch 
intervals ... Impedance 470 ohms ... Standard put·up 
250 feet reels, 12 reels per carton 
Shipping weight SO Ibs. 

Catalog #N-3OOY2 

Y2 inch spacing between conductors ... Spreaders at 6 inch 
intervals ... Impedance 300 ohms (approx.) ... Standard 
put·up 250 foot reels, 20 reels per carton. Shipping weight 
75 Ibs. 

NATIONAL 1 inch and Yo inch OPENLINE is available on 
100, 75, 60 and SO foot reels and is also available in 
Copperweld. 

32 

30 

28 

26 

24 

22 

20 

18 

16 

14 

12 

10 

8 

6 

o 

.... --

.-

CHANIIELS 2 3 4 S 6 

2 6 

V 
J 

/ 
./ 

./ 
~ 

I--
./ 

\lG-17/U.--

NATIONAL opENLINE 

7 8 9 10111213 

CHANNELS 

10 11 12 13 

1.67 1.82 1.90 2.03 2.11 2.94 3.09 3.14 3.19 a.2S 3.30 3.34 

16. 17. 18. 19. 19.5 30. 32. 32.4 32.6 33. 33.5 34. 

7. 7.3 8. 8.7S 9. 13. 14.S 14.7S IS. 15.5 16. 16.25\ 

SEND FOR COMPLETE INFORMATION AND PRICES ON OPEN LINE ACCESSORIES. 
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SECTION 6000 
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Immediate source for 
"MIL and Jan-Spec" wires! 

MIL-W-16878 

Type B 

Type B-NyIQn 

Type C 

Type C-Nylon 

Type 0 

Type D-Nylon 

i • 
Type E 
Type EE 

TEFLON 

MIL-W-7078 & 7078A 
Type I & II 

MIL-W-5086 Type I, II, III 

MIL-W-76 

Type MW (Medium Wall) 

Type MW-B (Medium Wall - Braided) 

Type MW-S (Medium Wall - Shielded) 

Type MW-J (Medium Wall- Nylon Jacket) 

Type MW-JS (Medium Wall - Jacketed and 
Shielded) 

iiii .. iil jl ... i5i :sr 

Type HW (Heavy Wall) 

Type HW-J (Heavy Wall - Nylon Jacket) 

ax j 

Type LW (Light Wall) 

:::~~~~ -
Type LW-J (Light Wall - Nylon Jacket) 

H.Q. 
FOR ALL 

YOUR WIRE 

AND CABLE 

NEEDS! 

National has the ·largest 
electronic and aircraft wire 
and cable inventory west of 
Chicago. Your immediate 
source for "Mil & Jan-Spec" 
wires, co-axial cables and 
vinyl sleeving. 

Special color coded, shield­
ed, shielded and jacketed 
combinations of hookup 
wire and multi-conductor 
cables made to your speci­
fications and delivered 
promptly without delay. 

PHONE, 
WRITE or 
WIRE FOR 

FAST 
SERVICE 

NATIONAL WIRE & CABLE CORP. I LOS ANGELES, CALIF. 
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M. M. 

SECTION 6000 

FOR BINDING WIRES 
AND CABLES QUICKLY 
AND ECONOMICALLY! 

A spirally - cut, shape - retaining 
polyethylene or nylon tubing perfect 
for holding wires and cables to­
gether tightly. Individual wires, taps, 
or lead-ofts can be made at any 
point. Unwinds easily for adding or 
removing wires - eliminates lacing 
cord and spaghetti tubing. Resists 
all chemicals and solvents; imper­
meableto moisture; non-staining and 
non-toxic; high dielectric constant. 

Available in5 Forms ... 
• Clear for general applications ... ma­
terial meets MIL-P-3803. 
• Nylon - wide temperature range _ .. 
very light weight . . . material meets 
MIL-P-17091. 
• Ultraviolet,Resistant for outdoor use. 
• Fire-Resistant for switchboard con­
duits, etc. 
• Type 275°F ... for high ambient tem­
perature environments. 

Each form in 3 diameters ... 
• Instrument Size: Va" O. D. - for bun­
dles up to Ih" dia. 
• Harness Size: I,4" O. D. - for bun­
dles up to 2" dia. 
• Giant Cable Size: %" O. D. - for 
bundles up to 4" dia. 

NEWMAN C O.R P 0 R AT ION 
Marblehead. Massachusetts 
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SECTION 6000 I 
---------------1 

Hook-.up Wire PLASTIC TYPE I 
----___________ J 

PLASTIC I~SULATION STRANDED DR SOLID jlNNED CONDUCTOR .. 

~ 9 - - - -- - - - ----- --1 
Shielded Hook-up Wire PLASTIC TYPE I 

_______________ J 

TINNED COrPER SHIELD PLASTIC I~SULATION 

nRANOED OR SO~IO TINNED COPPER CONDUCTOR· 

STRANDED CONDUCTOR 

Unshielded Audio Cable 

PLASTIC INSULATION 

SOLID CONDUCTOR 

- --- ---- --------1 
2 AND 3 CONDUCTOR I 
NO OUTER JACKET _______________ J 

STRANDED C9NDUCTOR 

SOLID OR 
STRANDED 

CONDUCTOR-

.. Bare conductors available. SAXTON PAGE 1 
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Multi-Conductor 
Jacketed Cable 

Multi-Conductor 
Shielded Cable 

SECTION 6000 

----------------1 
PLASTIC .JACKET 

.020" Wall Thickness II 

----.--------------

CONDUCTOR 

PLASTIC .JACKET 
.020" Wall Thickness It 

----------------

TINNED CONDUCTOR 

SAXTON PAGE 2 
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SECTION 6000 I 
- - -- -- __ - --- - - --1 

TWISTED PAIRS I 
.... '. WITH PLASTIC .JACKET _______________ J 

Intercom Cable 

SOLID 

STRANDED 

" .. ~ 

Audio Cable 

3 
(1 

22 
Shielded ... 2 U 

-- -- - -------- ---1 
COMBINATION I 

S~ELDED & .JACKETED£> ! 

.016" .020" .200" 29.8 

dnshielded Speaker Wire PLASTIC TVPE 

POLARITY PLASTIC JACKET 

STRANDED 
BARE COPPER CONDUCTORS 

SAXTON PAGE 3 * 2F24-Clear-$12.09 Colors- 11.26 
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Phono Wire 

Audio Cable 

Audio Cable 

Page 1586 • The MASTER - 26th Edition 

SECTION 6000 I 

Net 

-------------, 
1 AND 2 CONDUCTOR 

SHIELDED - UNJACKETED I 
-.-----. 

_________ J 

---------------1 
2 CONDUCTOR I 

SHI.ELDED - UNJACKETED J 
---------------

STRANDED OR SOLID 
TINNED CONDUCTOR 

---- - - - --.- - -.-- -'1 
2 CONDUCTOR I 

SHI'ELDED & JACKETED J 
---------------

SOLID OR STRANDED 
CONDUCTOR 

© U.C.P., Inc: 



SECTION 6000 I 
---------------, 

LOW LOSS- I 
MICROPHONE AND INPUT CABLE I 

---------------
Audio Cable 

JACKET BRAIDED OR WRAPPED TINNED COPPER SHIELD TINNED STRANDED CONDUCTOR 

Test Lead Wire 

---------------, 
SUPER FLEXIBLE I 

VINYL INSULATION * 
-----------.-----__ I 

LOW DUROMETER SUPER VINYL INSULATION STRANDED TINNED CONDUCTOR 

"In stock and available in rubber-red. black. or green-IS or 20 gauge-to mil spec. 

Hi Voltage Wire 

---------------1 
FLAME RETARDANT I 
RULAN INSULATION 

----- --- ------------ ---- I 
"RULAN" FLAME INSULATION TINNED STRANDED CONDUCTOR 

SAXTON PAGE 5 
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E-Z Zip Cord 

Rotor Cable 

MIL-C-3432A 
MIL-C-3BB4 

SECTION 6000 I 
----------.------, 

2 AND 3 CONDUCTOR I 
----------___ ~ __ I 

----I 
LOW LOSS FLAT TYPE 

(FOR ROUND CONSTRUCTION-SEE PAGES 3 & 4) I 
----------______ 1 

------. ----------, 
WITH CERTIFICATION I 

-----------_. ____ 1 

t All Prices on Request. • 2F24 Clear-$12.09 Colors- 11.26 

We carry - in stock - one of the most comprehensive inventories of MIL·C-3432A· and MIL·3884 on the 
. Easter~ Seaboard .. It is impossible to list all but the popular types. Your inquiries will receive prompt 
attention and service. 

SAXTON PAGE 6. 
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SECTION 6000 I 
----.----------- -I 

MIL-W-7SB WITH CERTIFICATION 1 

----------______ 1 
PLASTIC IrSULATION STRANDED OR SOUD rlNNED CONDUCTOR 

TYPE MW-UNCOVERED PLASTIC-MEDIUM WALL-1000V. RATING 

SOLID STRANDED 

~TO'N"" '~ClflCA1fOM '.' NETPRICE. 
.... ..' . . ..... " .. ", 

~:'cW~ MOJflMAt. ~NE'f'PR. ·AWG IN~~. NOMINAL SAXTON SPECIFICATION. <AWQ s't~. 
~UMBm.· •. ~ES~J(AT·IJII·· <No. TH 0.0; "'~M" NUM8EaOESIGNATION No; l~Q ..... U.· ,.rM'···· 
v.~ , '0" ::"':' ' ',~. • ','" < 

lM24 MW-C 24(7)U 24 7 x 32 .016" .056" $4.90 
lMD22 MW-C 22U)U 22 .016" .061" $4.55 lM22 MW-C 22(7lU 22 7 x 30 .016" .062" 5.39 
lMD20 MW-C 20(1)U 20 .016" .064" 5.18 lM20 MW-C 20(1O}U 20 10 x 30 .016" .067" 6.65 
lMD18 MW-C 18(1)U 18 .016" .072" 9.50 lM18 MW-C 18(161U 18 16 x 30 .016" .077" 8.75 
lMD1S MW-C 16(1)U 16 .016" .083" 16.10 lM1S MW-C 16(26lU 16 26 x 30 .016" .092" 16.10 

lM14 MW-C 14(41}U 14 41 x 30 .016" .106" 26.50 
lM12 MW-C 12(65lU 12 65 x 30 .016" .127" 36.50 

TYPE HW - UNCOVERED PLASTIC - HEAVY WALL 

~;JI'I}:·J ;JilllWi"' '. . '. ." :CON.OICTOlt .. . 'IMULATtON .... , .•.. .~~~~;' ..... 
... ~£r.:'F£ AYiU " '":'>C" ' .. mANDING" 

,':" ... 'THICKHESS' '.' .. ;.' . J~lIi:: .. :.'. 

lM22A HW-C 22(7)U 22 7 x 30 .032" .094" $12.56 
lM20A HW-C 20(101U 20 10 x 30 .032" .099" 16.03 
lM18A HW-C 18(161U 18 16 x 30 .032" .109" 20.96 
lM16A HW-C 16(261U 16 26 x 30 .032" .122" 27.68 
lM14A HW-C 14(41}U 14 41 x 30 .045" .165" 45.50 
lM12A HW-C 12(65lU 12 65 x 30 .045" .185" 62.02 

----------------, 
MIL-W-1SB7BC WITH CERTIFICATION ·1 

PLASTIC STRANDED CONDUCTOR 

SAXTON PAGE 7 
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SECTION 6000 

~", ;;:, t. )!O?~ II .)I,!l j tl;H 

Tee-Tap Co-Axial 
Cable Connector 

I 
I 
I 
I 
I 
I 
I , 
t 
0 , .. ~}, 

The Saxton Tee Tap allows quick, electrically perfect con­
nections to coaxial cables without cutting the distribution 
lines and without necessity for re-insulation_ 

--,- - -------- - --, 
VHF-UHF TRANSMISSION LINE ...... I 

TL·40 Economy 7 0.,040 x 0.0375 $7.63 * 

TL·55 Signal Sender 7 0.055 x 0.385 8.33* 

TL·80 Trophy Line 10 0.080 x 0.385 9.73* 

TL·l00 Crusader 10 0.093 x 0.355 9.4S'" 

TL·l00DL Top Notch 10 0.095 x 0.383 10.lS" 

TL·l00EZ E·Z Strip 10 0.080 x 0.370 10.S0 * 

TL·l00SDL Double Ten 20 0.1 00 x 0.400 14.3S* 

TL·125 Classic 41 0.125 x 0.415 22.05* 

TL·150 Hi-Fidelity 20 0.150 x 0.385 17.1S* 

OTL Oval Twin lead 10 0.160 x 0.445 lS.33 * 

1016 Saxton Spongee 7x28 0.230 x 0.365 26.50'" 

INS·500 ladder Line 41 0,075 x 0.975 3S.00* 

• For clear Sliver, or Gold, Add $1.67 Per M' to Net Price. 
"For tubular wire (TTL). Hanks-bended with open spade lugs at one end only: 
shielded twin lead (1118), 
or Sea Coaster Marine SO'-Add $2.50 Per M' to Net. 
Type (1017), please see 
Saxton Plge 12. 7S'-Add $2.09 Per M' to Net. 

I 100'-Add $1.67 Per M' to Net. ---- --- ----------

SAXTON NET PRICES 
NUMBER DESCRIPTION PER M' 

59T59 From RG-59/U to RG-59/U $2.76 

11T59 From RG-ll/U to RG-59/U 2.76 

SAXTON PAGE 

Page 1590 • The MASTER - 26th Edition Net (i) U.C.P., Inc. 



SECTION 6000 ., 

Open Wire 
Transmission Line 

-- ---_ .. _--------, 
LOW LOSS I 

AIR DIELECTRIC ___________ . __ . __ J 

300 Ohm-Actual Size 

... 
'sm,,} .. "i" ,'C,;:. CIJNDUCTGlf . 

IMP~Il~f 
::.:;/< 

~ 
tlUMBI!R I;.· 'cONDucrQR~" . SPACING ~Wli Nil;" 

2500 40% Copper Weld I" 450 Ohm 18 6" 23.59 

2501 40% Copper Weld i" 450 Ohm 18 12" 18.89 

2502 40% Copper Weld J{/' 300 Ohm 18 6" 23.59 

2507 Solid Copper 1" 450 Ohm 18 6" 29.40 

2515 Solid Copper Formvar I" 450 Ohm 18 6" 29.75 

2517 Solid Copper Formvar J{6" 300 Ohm 18 6" 29.75 

2520 Solid Copper Formvar I" 450 Ohm 16 6" 39.55 

2525 40% Copper Weld Two Inch 475 Ohm 14 Random Spaced 56.00 

2526 40% Copper Weld Two Inch 450 Ohm 12 Random Spaced 66.50 

---------------, 
"Open Line Accessories STANDOFFS & STRESS INSULATORS I 

-----__________ J 

No. 6001 
No. 6002 
No. 6003 
No. 6004 
No. 6005 
No. 6006 No. 6000 No. 6010 

"TAPPEE" STANDOFF INSULATOR 

A Standoff which is especially designed for use with open line 
transmission wire installations. To take up slack in line, tighten 
screws in slots after pulling taut. For use as ordinary spacer­
partially tighten set screws (see illustrations). This will permit 
free movement of wire in the slots, thereby doing away with po· 
tertia I wire breaks due to backward and forward motion caused 
by wind. Ideal also for use as anchor point or spacer for "Fence 
Wire" installations. For use in 600 Ohm installations, use outside 
two slots. Particularly good for community installations, where· 
random spacing of open line is desirable to avoid tuned circuits 
created by regular spacing. Permits inexpensive, time saving, 
trouble free installations. For use with gauges from No. 12 to No. 
18. Block 'is high impact polystyrene; hardware is double dip 

.galvanized steel. . • 

Net 
Price 
ea. 

Saxton No. 6001 51fz" Nail Type $.10 

Saxton No. 6002 7W' Nail Type .14 
Saxton No. 6003 5" Wood Screw Type .15 

Saxton No. 6004 71/z" Wood Screw Type .15 

Saxton No. 6005 5" Pole Clamp Type .19 

Saxton No. 6006 7'h." Pole Clamp Type .. 20 

"TAPPEE"- Heads 
Saxton No. 6000 

Net Price 
.10 

Blocks only without drive in hardware. 
Complete with two Parker Kalon plated 
screws for use as spacer block in mak­
ing your own Open Line installations. 

SAXTON PAGE 9 

No. 6011 

HEAVY DUTY OPEN LINE 
STRESS INSULATORS 
Saxton No. 6010 

Net Price 
.39 

Plastic blocks, slotted on either one 
or two inch centers complete· with 

. plated screw. For taking up slack and 
for use as anchor points in Open 
line installations. 

Saxton No. 6011 

Net Price 
.59 

:lame as above-Heavy duty. 2" spac· 
ing to accommodate #12 AWG wires, 
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SECTION 6000 I 
---------------l 

Antenna Accessories AERIAL KITS & MAST EQUIPMENT I 
, ____________ ' ___ J 

GROUND RODS Net Price 

No.l064 4 Foot Overall length 
.46 

No. 1065 6 Foot Overall length 
.77 No. 1103 N~:7~rice No. 1100 Net.~~ce 

"U" BOLTS AND SADDLES GROUND MAST CLAMP 

No. 1102 Ne\~rice No. 1098 Ne\.~~ce 
GROUND ROD CLAMP LI.GHTNING ARRESTOR 

No. 1154 
ANTENNA 
STRAIN 
INSULATORS 

Net Price 
.06 

----- ---'-------, 

SAXTON 
NUMBER 

A18 
A16 
A14 

AT14 
ED14 
ED12 

Antenna Wire BARE, TINNED & ENAMELED COPPER I 
_______________ J 

CONDUCTOR NOMINAL NET PRICE 
AWG STRANDING TREATMENT 0.0. PER M 

18 7 x 26 Bare .045 $8.05 
16 7 x 24 Bare .060 8.75 
14 7 x 22 Bare .075 13.50 -14 ' 7 x 22 Tinned .075 20.65 
14 Solid Enameled .065 $16.50 
12 Solid Enameled .081 24.50 

Available on 1,000 ft. spools or 50 ft. & 100 ft. interconnected coils of 1,000 ft. total. 

WE STOCK OR FABRICATE CABLES 

MilC 3432A (CO·O constructions) 
Mil C 5756B 
Mil C 3884 
Mil S 2486 
Mil C i0392 

under the following Mil Specs: 
Mil B 10255 
Mil W 13169 
Mil W 7l39A 
Mil C 13077 
Mil W 5086A 

Mil W 16878C 
Mil W 76B 
Mil W 16878C Teflon Open 
Wire Transmission Line* 
-Plus many other types-

• EJCtra Low Loss Special Service on Small or Large Orders 

$AXTON PAGE 10 
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SECTION 6000 I 
--------------. --I 

CopperlNeld Uninsulated 40% COPPERWELD I 
----------______ 1 

SAXTON NOMINAL NET 
NUMBER AWG CONDUCTOR 0.0. PRICE 

5300 18 Solid 40% Copperweld .0403 $4.41 

5301 16 Solid 40% Copperweld .0508 10.50 

5302 14 Solid 40% Copperweld .0641 15.50 

5303 12 Solid 40% Copperweld .0808 18.06 

5304 10 Solid 40% Copperweld .1019 21.70 

5305 8 Solid 40% Copperweld .1285 39.90 

5306 6 Solid 40% Copperweld .1620 69.30 

Saxton Copperweld available on 1,000 ft. spools. 5300 to 5303 also in 50 ft. & 100 ft. interconnected coils of 1.000 ft. total. 

Guy Wire and 
Messenger Cables 

----------------1 
HEAVY GALVANIZED STEEL 

ALUMINUM AND COPPERWELD I 
----------______ 1 

SAXTON SPECIFICATION STRENGTH STRENGTH NET 
NUMBER DESIGNATION STRANDING MATERIAL TEST-p.s.i. YIELD PER C n. PRICE 

5100 GW4/20 4 x 20 Heavy Galvanized Steel 215 4% $4.17 
5101 GW-6/20 6 x 20 Heavy Galvanized Steel 335 3.6% 5.5P 
5102 GW-7/20 7 x 20 Heavy Galvanized Steel 418 2.8% 6.48 
5103 GW-6/18 6 x 18 Heavy Galvanized Steel 515 3% 8.39 
5104 GW-71l8 7 x 18 Heavy Galvanized Steel 585 3% 9.79 
5105 AL·7/18 7 x 18 EC Quality Aluminum-Aircraft Temper 370 4.5% 18.13 

5106 ASL-7/18 6 x 18 Aluminum EC Quality Aluminum-Aircraft Temper 410 3.5~ 17.15 
1 x 18 Steel 

5107" C0-6/20 6 x 20 30% Copperweld 600 2.7% 28.80 
5108" CO-6/18 6 x 18 30% Copperweld 1100 2.5% 32.20 
5109 0 CO-81l8 8 x 18 30% Copperweld 1450 1.8% 51.10 
51100 CO-3/18 3 x 18 .30% Copperweld 550 2.5% 17.15 
5111 GW-12/20 12 x 20 Heavy Galvanized Steel 655 - 16.80 
5112 Tiller Cable 7 x 7 (49 Strands) ;J{," Cable Vinyl Jacket 3</' 00 2100 63.00 

NOTE: Most Guy wires are available on 1,000 ft. spools or in 50 ft. & 100 ft. interconnected coils of 1,000 ft. total. 
• Available annealed at no extra cost upon specification. 

ANTENNA WIRE 

ALUMINUM 
GROUND WIRE 

© U.c.P., inc. 

PRE-PACKAGED WIRE 
SAXTON 
NUMBER STRANDING MATERIAL PACKING NET PRICE 

1275 Solid No. 12 AWG Enameled Solid Copper 1000' Interconnected coils of 100' ea. $24.50 1M' 

1280 Solid No. 14 AWG Enameled Solid Copper 1000' Interconnr,cted coils of 100' ea. 16.50/M' 

1285 7 x 22 Bare Copper 1000' Interconnected coils of 50' ea. .7gea. 

1286 7 x 22 Bare Copper 1000' Interconnected coils of 100' ea. 1.45 ea. 

1287 7 x 24 Bare Cooper 1000' Interconnected coils of 50' ea. .75 ea. 

1288 7 x 24 Bare Copper 1000' Interconnected coils of 100' ea. 1.20 ea. 
1289 7 x 26 Bare Copper 1000' Interconnected coils of 50' ea. .69 ea. 

Note: Copper wire also listed on Page 10. NET PRICE 
PER M' 

No. 1240 No.8 AWG Solid Dead Soft Aluminum 
No. 1245 No.8 AWG Solid Dead SoJt Aluminum 
No. 1250 No.8AWG Solid Dead Soft Aluminum 
No. 1255 No.6 AWG Solid Dead Soft Aluminum 
No. 1260 No.6 AWG Solid Dead Soft Aluminum 
No. 1265 No.6 AWG Solid Dead Soft Aluminum 

HOOK-UP WIRE KITS 

Five 40 foot rolls of hook up wi re, assorted wire 
sizes and colors, solid and stranded. In attractive 
acetate boxes for easy identification. 

No. 1440 Net Price $1.59 ea. 

1000 F t. Spoo I S12.25 
1M' Interconnected coils of 50' ea. 
1M' Interconnected coils of 100' ea. 
1000 Ft. Spool 
1M' Interconnected coils of 50' ea. 
1M' Interconnected coils of 100' ea. 

50 foot rolls of PVC covered hook up wire in plas­
ticene bag. Assorted wire sizes and colors .. Both 
solid and stranded. 

No. 1450 Net Price $ .40 ea. 

.73 
1.40 

25.00 
1.35 
2.20 

SAXTON PAGE 11 
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( SECTION 6000 

SPECIAL PURPOSE 
TRANSMISSION LINES 

MADE TO Mil SPEC 

Impetlance 
52 ohms 

73 ohms 

75 ohms 

52 ohms 

Mil 
TJp! 

RG58U 
RG58AU 
RG59U 
RG59AU 
RG11U 
RGllAU 
RG8U 
RGBAU 

100' 
coli 

$ US 
4.29 
3.95 
4.29 

10.95 
11.19 
12.95 
13.95 

·ENGINEERED TO MEET THE TOUGHEST OPERATING NEEDS 

1.' 
IP!!! 

$ 39.59 
38.50 
39.50 
38.50 
99.95 

109.50 
119.95 
134.95 

SAXTON 
'\\ "SEACOASTER" 
. \\\ #1017 

. 300 Ohm-20 gauge (7/28) copper conductors encased· in 
\ '.,I~w loss foam polyethylene. Tough, brown, outer jacket de. 

signed to resist air-borne corrosives and chemical reactions. 

100' coil ....................................................................................... $ 4.29 
1 M' spool ............................................................. ..39.50 

FOR U.H.F. USE 

SAXTON LOW·LOSS 
TUBULAR TWIN LEAD 
TYPE TtL 

~O 
10. 

1X58 
1X58B 
1X59 
1X59B 
1X11 
1X11B 
1X8 
1X8B 

low loss polyethylene foam dielectric-add 10% 

L_--..::::::::=------Tll~r~c~o~IiI~~n .. ~ ...................... $ 1.99 

300 ohm - noise resistant -
tinned copper shielded - twin 
lead wire. Each conductor 20 
gauge - heavy - abrasion proof 
black vinyl jacket. Delivers 
noise free signal from antenna 
to set efficiently. 

1 M' spool.......................... 16.99 100' coil .................................... $ 9.95 

PEN WIRE STANDOFFS OPEN WIRE 
TRANSMISSION LINE 

1 M' spool ............. :.................. 89.95 

SAXTON "SPONGEE" LOW·LOSS TWIN LEAD 
peciflelllly 
Isigned for 
~en wire. 
Ikas up slack, used for 
ither 300 or 450 ohms. 
se to make. simple ef· 
cient matclringstub. 
:6000 - 5" Nail typa-
4c ea., 10 for ...... $1.29 
,6003-5" wood screw 
pe-15c ea., 
1 for ........................... $1.39 
,6005 - 5" pole typa 
'/clamp - 19c ea., 
I for .............................. $1.49 

I 
300 ohm 20 gauge stranded copper conductors encased in 
porous, low loss, polyethylene foam-stronger signals on 
VHf-excellent for UHF. 

~~q' S~~~I .. :: ........................................ :::::::::::::::::::::::::.::::::::::::::::::::::.:::$ 2~:~~ 
SAXTON ZIP CORD~IDEAL FOR ELECTRICAL LEADS 

zip CORD 100 PACKS 

Convenient 100' rolls of parallel cord. Speaker 
extension, lamp cord, etc. Colors-black, brown, 
white. . 
100' 20 gauge designate color #1055HP ... 1.89 
100' 18 gauge designate color # 1555HP 2.29 
75' 20 gauge CLEAR-Polarized 
#1055HC ........................................................................ 1.89 

75' 18 gauge CLEAR-Polarized 
# 155HC ........................................................................... 2.29 

age 1594 • The MASTER - 26th Edition 

II SAXTON 
MINIATURE ZIP CORD 

Polarized-7 colors-brown, black, blue, green, 
white, grey, clear. Super flexible-24 gauge. Low 
voltage application-SPEAKER CORD. 
2F24-500' roll clear ................................................... 5.99 
2F24~1000' roll clear ................................................... 11.95 
2F24-designate color 500' .................................... 5,49 
2F24-designate color 1M' ...................................... .10.95 

SAXTON PAGE 12 

MINI·ZIP IMINI·SPOOLS/IN COLORS 
#1159HP 

Mini-Zip on convenient MINI spools-in color-
80' on roll-grey, green, blue, white, black, 
brown, clear - SPEAKER LEADS - low volt· 
age application, intercom, etc. 24 gauge. 

© U.C.P., Inc. 



SECTION 6000 

6/20 STEEL GUY WIRE 
5·128 99¢ 

100 feel - 6 strands - 20 gauge -
Bright galvanized. 

ALUMINUM GUY WIRE 
5·127 

40 feet-7 strand-each 18 gauge­
flexible-rust free-long lasting. 

53 feet - SPEAKER EXTENSIONS - hi 
fi leads-juke box wiring-low voltage 
applications. 24 gauge-7 colors-clear. 
black, white, blue, green, gray, brown. 
Polarized. 

6!=:!99¢ 
7 strand - closely twisled - pre· 
stretched copper. 

22 feet - Single flexible conductor 
- braid shield - smooth plastic 
jacket. 

e;;;~;9¢ 
7/22-50' coil 
7/24-60' coil 
7/26-70' coil 

.................................................... 5·124 ... __________ ... 
....................................... 5·125 

.................................................... 5·126. HI VOLTAGE WIRE· 20 KV rating 
5·113 

20 feet- 52 ohm-cilizens band, ham GROUND WIRE-Aluminum 
usage. dead soft 21 feel-flame retardant polyethylene 

RG59U COAXIAL CABLE e 5·130 99¢ insulated, cathode ray-power sup· 

- 5.139 . ; oj" •• ...P.IY.I.ea.ds., ______ -1 20 feet-72 ohm - ham - community ~. , -
system-apt. house antenna, etc. -------------t 40 feel - #8 annealed - grounding INTERCOM WIRE systems of all kinds-excellent rusl 

2 condo No Jacket-S.102 free laundry line. 
SHIELDED GRID OR n PHONO WIRE 99 

-=--" 5·112 ¢ ,ZW:: ::f'--a 
AUDIO CABLE-WRAP SHIELD 

60 feel-color coded-twisted-stur· 
dy-pliable-easily stripped. 

INTERCOM WIRE 
~ ~ 30 feet - Braid shield - flexible -ij:: w.-99¢ ... Ii.nn.e_dc.o.pp.e.r. _______ .. 

2 condo W. jacket-S.103 
35 feet Iwisled pair-overall jacket­
color coded. Ii INTERtOM WIRE 
-~~99¢ 

Twisted easily stripped-sturdy, pliable 
color coded. 
S·104-3 conductor-no jacket 
S·105-3 conductor-With jacket 

TEST PROD WIRE 

Heavy duty-full size 
- deluxe twin lead. 
Made of finest rna· 
terials and chemical· 
Iy protected against 
deterioration. GUAR. 
ANTEE PERFECT RE· 
CEPTION FOR THE 
LIFE OF YOUR AN· 
TENNA. 
LTL 100 ft. $1.98 

23 feet-easily pigtailed, exira pli· 
able, vinyl jackel. 

HOOK UP WIRE 

Extra heavy duty 4 Con· 
ductor "Lifeline" type 
rotor cable. SUPER OE· 
LUXE in every respect. I 
leg polarized for easy 
reference - sold in ex· 
elusive Magic Dispenser 
carton. . $249 
L4FC 
100 feet 

Extra flexible ePHONO PICKUP WIRE 

~~ 99¢ 
S·145-Single condo shield-

no jacket ......................................... 20 It. 
S·146-Single condo shield-

jacket ........................ . ................... . ...... 22 ft. 
S·147-Two condo twisted-

no jacket-no shield.......... .. 25 It. 
S·148-Three condo twisted-

no shield ................ ... . ...... 20 ft. 
S·151-4 condo twisted-

no shield ................................... .15 ft. 
S·149-3 condo twisted-

w. shield 

ZIPS BACK and strips back in sec· 
onds-CLEANLY! 

100' hanks-IMEZTL . 

1000' spool-IOOEZTL .. 

....... $ 1.~9 

....... ..10.95 

BELL WIRE-IS GA. 
'"=""" 5·118 99¢ 

II MAGNET WIRE 99¢ 
Coppe,' wire enameled-enough for 
hundreds of projects. 
5.109, 22 gauge; S·109A, 24 gauge; 
5 .. 1098, 26 gauge; S·109C, 28 gauge. 
Experimental work - coilwinding -
school science proiects. etc. 

55 feet-will nol deteriorate-used 
extensively by military. 

OCOPPERWELD WIRE 
V iUill' ~Bi1I' 99¢ 
liard drawn and shiny-hi conductivity 
copper over steel-unlimited application 
-will not stretch-electric fences an· 
tennas, etc. 
S-135-18 gauge 
S·136-12 gauge 
S·137-14 gauge 

100 feet 
40 feet 
50 feet 

TINNED "BUS WIRE" 
Pure copper 99¢ 

............ .150 It. 
......................... .120 ft. 

....................... 90 ft. 
.................... 60 ft. 

............ 30 ft. 

TWI N LEAD of good quality at ., 
excellent price. 5S mil with -
strands (22 gauge) copper. 

100' coil-TL·SS ..... .. ............ $1.1' 
1000' spool-TL-SS .... ............ . . .... 7.9 

100' Dispenser Package 1.1 
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SECTION 6000 

DELAYED ACTION SAFETY 
SWITCH - HOUSE TYPE 

THE LIGHTS GO OUT - 60 seconds later. Get where 
you're going SAFELY - before they go out. Replaces 
ANY wall switch in seconds. Use in house, barn, porch 
-ANYWHERE. U.L. approved fully guaranteed. 

S560 IVORY $2.19 
S5G1 BROWN 2.19 

'FM INDOOR ANTENNA 
B·I06 

300 Ohm Folded Dipole with 42" 
lugged le.ad in. Center tap protected 
in lasting,· molded plastic. For use 
on your FM or TV receiver. Easily 
concealed .. 

Two 20 foot polarized leads-com· 
plete with adjustable mounting block 
and polarized lug attaching arrange· 
ment. Allows 40 feet of separation 
for efficient hook up of stereo 
speaker systems. 

TV ANTENNA MATCHING BALUN COILS 
1121 

~==1fBUi¢--per pair 99¢ 
Efficiently match 72 to 150 ohms-72 to 450 
ohms-ISO to 300 ohms-ISO to 450 ohms-
300 to 4SO ohms--75 to 300 ohms-Eliminates 
standing waves-use as set coupler-imped. 
ance transformer, line matching, etc. 

Directions included. 

STAND·AID. DELUXE and SHORT WAVE 
ANTENNA KITS 

No. 1128-Standard Kit includes 50' stranded 
7/28 copper wire, 1 coil 25' insulated lead 
wi~e, 2 nail knobs, 1 lead strap, $1 19 

~ 
2 rnsulators. 

No. 1127-Deluxe Kit includes 75' 7/22 

"

heavy antenna wire, 1. coil 50' heavy duty 
lead wire, 2 nail knobs, 1 lead $ 51 

.~- strap, 2 insulators. 2 . Jt12GJC 
No. 4300-Short Wave Kit includes 66'-heavy duty an· 
tenna wire, 1 transposition block, 50' heavy $41~ 
duty twisted lead cable, 3 insulators, 2 window 
straps, 2 nail knobs. 

All kits include complete directions. 

SELF·LOCKING - DUST PROOF TAPE STORAGE CANS 
1230 

• Accommodates 5" and 7" reels. 
• Unique twist lock insures dust free-moisture proof 

Tape Storage. 
• Made of high impact styrene. 
• Center and locking studs prevent reel movement 

and possible damage. 
• Ideal shipping container. 
• Built in interlock for horizontal stacking. 
• Can be used for film storage by eliminating locking 

stUd. 
1-49c; 2-90c; 10-$4.50;. 100-$39.00 

DELAYED ACTION AUTO SWITCH 

Install in minutes under dash of car. Complete with directions 
and hardware. Keeps ·car lights on for safe departure AFTER 
switch has been turned off. 8huts lights off, 60 seconds later­
AUTOMATICALLY. Fully guaranteed. 8563...... $ 219 

8·1205 

Made of unbreakable hi·impact 
styrene - mahogany - complete 

wifh hardware and mounting instructions. 
For use with 6 x 9 speaker. Ideal for paging and monitoring, patio 
and stereo extensions, or wherever an extension speaker can be used. 

less speaker 5249 
8·1206 $398 6 x 9 speaker, volume control and control knob-complete 

directions-complete kit, including cabinet. 

HEAVY DUTY SUPER GUY 
WIRE & MESSENGER CABLE 

#5112 

" ~~~4@/A4f~ _-
y/ ~ //;c;c/ ///y /// ~ zXc // 

Super flexiblll - (49 strand wire 
rope) stael galvanized wire - super 
strength 2100 Ibs. breaking strength 
-with overall clear vinyl jacket -
Ideal tiller or rudder ca· $695' 
ble on boats. 

100' coil 

flOATING GUY RING 

NON STRETCH, HARD 
DRAWN COPPERWELD 

75' or 150' coils-12 and 14 gauga. 
Ham antennas, commercial installa· 
tions, . mombies, electric fences. 

#5303 
12 ga.-75' ............................................ $1.79 
12 ga.-l00' ............................................. 2.19 
12 ga.-l M' spool .......................... .19.95 

#5302 
14 ga.-75' ............................................. $1.59 
14 ga . ..,.100' ... ; .......................................... 1.99 
14 ga.-l M' spool .............................. 15.50 

FIBRE GLASS GUY WIRE 
#7000 . 

Non.radlating, non-absorptive, hi 
strength "wireless" IlUY wire. Vi­
lIyl jacket - 500 lb. breaking 
stren9th• $199 100' coil 
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I SECTION 6000 

[{la}MtIINSULATING TUBING 
ELECTRONICS 

WALSCO INSULATING TUBING OF TEFLON 

TEFLON "spaghetti" has unsurpassed electrical and mechanical qualities. With· 

stands temperatures from 4500 below zero F. to 5000 above zero F. Will not melt 

near solder jOints. Outstanding dialectric properties-zero moisture absorption. 

Chemically inert. Completely weatherproof. A big feature is the low co·efficient 

of friction. 

Feet Per I.D. Wall Dlr. Net 

Part No. Spool' Color Gauge (Inches) Thickness Per Spool 

690·1 

690·1C 

690-4 

690·4C 

690·5 

690-5C 

691-1 

691-1C 

691-4 

691-4C 

691-5 

691-5C 

692-1 

692-1C 

692·4. 

692·4C 

692-5 

692·5C 

693-1 

693-1C 

693-4 

693·4C 

693-5 

693-5C 

694-1 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

lD 

100 

10 

100 

10 

100 

10 

10 

10 

100 

10 

100 

10 

100 

10 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Blue 

Red 

Red 

Blue 

Blue 

Nat 

24 

24 

24 

24 

24 

24 

22 

22 

22 

22 

22 

22 

20 

20 

20 

20 

20 

20 

18 

20 

18 

18 

18 

18 

16 

.022 

.022 

.022 

.022 

.022 

.022 

.027 

.027 

.027 

.027 

.027 

.027 

.034 

.034 

.034 

.034 

.034 

.034 

.042 

.034 

.042 

.042 

.042 

.042 

.053 

WALSCO RAYOFLEX 
Rayoflex combines the mechanical strength 
of synthetic lacquer to produce a tough, 
of fibreglas with the protective properties 
rugged insulating tubing. Rayoflex is more 
flexible and less affected by aging than 
conventional varnished tubing. Has a diel­
ectric strength of 4,000 to 5,000 volts. 

Cat. No. 

630-(color) 

631-(color) 

632-(color) 

633-(color) 

S34-(coIOr) 

Net per spool $ .8~ 

Size B&S 
Gauge No. 

18 

15 

12 

9 

6 

Approx. I.D. 
Inches mm 

.042 

. 059 1.5 

.085 

.118 

.166 4 

.010 

.010 

.010 

.010 

.0lD 

.010 

0.12 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

.012 

$ 1.33 

9.75 

1.33 

9.75 

1.33 

9.75 

1.47 

12.43 

1.47 

12.43' 

1.47 

12.43 

1.83 

18.27 

1.83 

18.27 

1.83 

18.27 

2.23 

20.88 

2.23 

20.89 

2.23 

20.88 

2.65 

Quantity 
Per Spool 

10 ft. 

8 ft . 

8 ft. 

5 ft. 

5 ft. 

AVAILABLE IN BLACK, RED, BLUE and YELLOW COLORS. To specify COLOR 
add suffix to above catalog number as follows: -03 for Black, ·04 for Red, 
·05 for blue and -06 for Yellow. Example:-630·03 is 18 gauge, Black. 

© V.c.P., Inc. Net 

Feet Per I.D. Wall Dlr. Net 
Part No. Spool' Color Gauge (Inches) Thickness Per Spool 

694-1C 

694-4 

694-4C 

694-5 

694-5C 

695·1 

695-1C 

695-4 

695·4C 

695-5 

695·5C 

696-1 

696·1C 

696·4 

696-4C 

696-5 

696-5& 

697-1 

697-1C 

697-4 

697-4C 

697-5 

697-5C 

100 

10 

100 

10 

100 

10 

100 

10 

100 

10 

100 

5 

100 

5 

100 

5 

100 

5 

100 

5 

100 

5 

100 

Nat 

Red 

Red 

Blue 

Blue 

Nat. 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

Nat 

Nat 

Red 

Red 

Blue 

Blue 

16 

16 

16 

16 

16 

14 

14 

14 

14 

14 

14 

12 

12 

12 

12 

12 

12 

10 

10 

10 

10 

10 

10 

.053 

.053 

.053 

.053 

.053 

.066 

.066 

.066 

.066 

.066 

.066 

.085 

.085 

.085 

.085 

.085 

.085 

.106 

.106 

'.106 

.106 

.106 

.106 

.012 

.012 

.012 

.012 

.eJl2 

.012 

.012 

.012 

.012 

.012 

.012 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

.014 

25.02 

2.65 

25.02 

2.65 

25.02 

2.92 

28.39 

2.92 

28.38 

2.92 

28.38 

1.83 

34.28 

1.83 

34.28 

1.83 

34.28 

2.17 

39.53 

2.17 

39.53 

2.17 

39.53 

Std. Pack 10' and 5' Spools: 12 
Std. Pack 100' Spools: 1 

, BULK PRICES QUOTED ON REQUEST 

Cat. No. 

600·(color) 
SOI·(color) 
602·(color) 
603-(color) 
604·(color) 
605·(color) 
606-(color) 
607-(color) 
608-(color) 

Size B&S 
Gauge No. 

18 
16 
14 
12 
lD 
8 
6 
4 
2 

WALSCO FLEXITUBE 
Walsco Flexitube is the ideal supplemental 
insulation for most electronic and electrical 
applications. Flexitube is impervious to 
water, oil, alcohol, most acids and alkalies. 
Has an outstanding dielectric strength of 
15,000 volts (average) before breakdown. Is 
not affected by temperature extremes. 

Net per spool $ .82 

Approx. I.D. 
Inches mm 

.042 

.053 1.4 

.066 1.6 

. 085 2 

.106 2.7 

.133 3.5 

. 166 4 

. 208 5 

.263 6.5 

QuanUty 
Per Spool 

20 ft. 
20 ft. 
18 ft. 
16 ft . 
14 ft. 
12 ft. 
10 ft . 

6 ft . 
6 ft. 

AVAILABLE IN CLEAR, GREEN, BLACK and RED COLORS. To specify COLOR 
add suffix to above catalog number as follows: -01 for Clear, -02 for 
Green, -03 for Black and -04 for Red. Example: 600-01 for 18 gauge, Clear. 
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SECTION 6000 

E-%"CODE gelf·adhe/'ing W IRE MARKERS 
42 

IDENTIFY WIRE AND CABLES OF ANY SIZE 

i42~ Identification applied around-the-wire without ever touch-

42 #) ing adhesive side of marker ... "with E-Z-Codes you 

Actual Size marker G al:>-
42 1 V." long for wires - G &mE grab the tab-not the adhesive" ... Available in popular 

V4" O.D. and over. • 

42 G Actuc:d Size Marker 

G %" long 'or wires 
42 5/32" to 1/4" 0.0. 

Vari-Temp cloth listed below, Aluminum-foil, Vinyl-plastic, 

Polyester-film. Ask for complete Westline stock list (form 

EZ8-1) of thousands of markers ... specials available too. 

VARI-TEMP CLOTH MARKERS (WBC) 

PRINTING ON MARKUS PER CARD PRINTING ON MARKERS PER CARD PRINTING ON MARKERS PER CARD 
MARKER 3/." 1%" MARKER 3/4 " lV2" MARKER 7'4 " lV2" 

NUMBERS All THE SAME NUMBERS IN SEQUENCE cent'd. 

a 72 36 1·33 66 33 1·8 64 32 
1 72 36 34·66 66 33 1·9 72 36 
2 72 36 67·99 66 33 1·10 66 33 

and so on thru and so on thru 1·12 64 32 
98 72 36 225·249 50 25 1·18 72 36 
99 72 36 250·274 50 25 19·36 72 36 

100 52 26 275·299 50 25 
LETTERS IN REPEATED and so .on thru and so on thru 

598 52 26 1975·1999 50 25 SEQUENCE 
599 52 26 

NUMBERS IN REPEATED 
A·Z 72 36 

600 52 26 plus A·J 
SEQUENCE A·Z 72 36 

CAPITAL LETTERS 0·9 60 30 plus 0·9 
A 72 36 0·10 66 33 A·E 70 35 
B 72 36 1·3 72 36 F·J 70 35 

and so on thru 1.4 72 36 K·O 70 35 
y 72 36 1·5 70 35 P·T 70 35 
Z 72 36 1·6 72 36 U·Z 72 36 

lor miniature 

w"e • .,:pv ~(;~II~i~ARKERS under 5/32" 
(Miniature) WBC 

NUMBERS All 
'<t!, 

THE SAME NUMBERS IN SEQUENCE 

a 100 markers per card 0·49 100 markers per card 
1 100 markers per card 50·99 100 markers per card 

thru 
100·132 66 markers per cord 

and so on 133·165 66 markers per card 
24 100 markers per card 166·198 66 markers per card 
25 100 markers per cord 199.231 66 markers per card 

(higher numbers also available) 
232·264 66 markers per card 
265·297 66 markers per card 

A 100 markers per cord (higher numbers in sequence also available) 
& 100 markers per card 

COMBINATION CARD 
and so on thru Two rows: Each row consisting of one marker A thru .., 100 markers per card Z and 0 thru 15 and FIL. ORO. B+. PRI. SEC. PLA . 

Z 100 markers per card 196 markers per card). 

Also available: Sub~Miniature Markers from stock-write for form #EZ8.1 . ~ ....-----------r- NET P RIC E 5 -~----------, 
QUANTITY 

VARI.TEMP 
(WBC) CLOTH 

30·99 cards .... $20.00/ c 
100·499 cards......... .16.00/c 
500·999 cards ........... 14.00/c 
1000·2499 cords 1 a.oo/c 
2500·4999 card •......... 12.50/c 
5000·9999 cards ......... 12.00/< 

over 10,000 write for quotation 
Specify 11/2" or 3/4 " marker length 

PRINTING 
ON MARKER 

NUMBERS ALL THE SAME 

0 100 
1 100 

and so on thru 
50 100 

and so on thnt 
99 . 

100 
and so on thru 

300 . 
·Size A·SL available as stock 
o thru 50 only. 

SIZE 
8-SL 

36 
36 

36 

36 
26 

26 
from 

MINI·MARKERS 
(WBC) 

........................ $18.00/c 

........................ 14.40/c 

.•.••••••••.••..•...••.• 12.60/c 

........••.....•....•..• 11.70/c 

.....•••....••.••.•.•... 11.25/c 

......••••.••••.•.•••.•• 10.80/c 

I • • • • • • • •• write for quote 
'12" long marker 

PRINTING SIZE 
ON MARKER A-SL 

CAPITAL LETTERS 

(all the samel 

A 100 
B 100 

and. so on thru 

X 100 
y 100 
Z 100 

SIZE 
B-SL 

36 
36 

36 
36 
36 

(NEW WSL) 
SELF·LAMINATING MARKERS 

....••.................. $22.50/c 

... , ......•••••.••...... lS.00/c 

.•• , .••....••.•••••••••• 15.75/c 

...•••..•.•..•••••...... 14.63/c 

......•................. 14.06/c 

........................ 13.50/c 

NUMBERS IN SEQUENCE 

Size A·SL 
a thru 49 (100 markers per card) 

50 thru 99 (100 markers per card) 

1 thru 33 
34 Ihru 66 
67 thru 99 

Size B·SL 
( 33 markers per card) 
( 33 markers per card) 
( 33 markers per card) 

and so on thru 
450 thru 474 ( 25 markers per card) 
475 thru 499 ( 25 mark ... per card) 

Also available: Numbers 
repeated, Letters in 
Sequence, lower case 
letters, Cplor Codes, 
Colors with numbers, 
Symbol. phase & cycle 
markers, etc. 

Also available in Machine 
Tool Markers. D.C. Motor & 
Generator Markers, Letters and 
numbers, Combination Lotters 
& numbers, Blank Write .. on 
Markers. 
She A·SL, 'I." pre. coded 
marker plus a self cont",ined 
cleat laminated extension of 
'Ie". 
AI.o Longer length B·SL lize, 
'h." pre .. coded' marker with 
added 3/." clear lelf.contained 
laminated extension. Ask for 
Complete stock fist form SL4·4. 

WESTLINE PRODUCTS Los Angeles , Calif. • DISTRIBUTORSHIPS AVAILABLE 
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